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The  Hamilton  Bridge  Works  Co.,  Limited 


HAMILTON,  CANADA 


Designers  and 
Builders 

of  all  Classes  of 
Metallic  Structures 


STEEL  TOWERS 
AND  POLES 

For  Electric 
Transmission  Lines 
and  other  purposes 


STRUCTURAL 
STEEL 

For  Every  Purpose 


Engineers 
Manufacturers 
Contractors 


Builders 

and 
Architects 

We  can  furnish 
you  on  .t!iort  nc 
ticewith  plain  or 
punched  Beams 
or  Girders,  and 
can  submit  close 
prices  for  any 
structural  steel 
required  for  new 
buildings,  or  al- 
terations to  old 
ones.  Send  us 
your  enquiries. 

5000  Tons  of 
Steel 
IN  STOCK 

Annual 

Capacity 
30,000  Tons 


Structural  steel  in  course  of  construction  at  the  new  auxiliary  steam  plant  of  the  Dominion  Power 
and  Transmission  Company,  in  East  Hamilton,  built  by  the  Hamilton  Bridge  Works  Company, 
Limited.  This  station,  when  completed,  will  contain  approximately  two  million  pounds  of  fabri- 
cated steel,  and  will  be  one  of  the  most  up-to-date  stations  of  its  kind  in  America. 

BEAMS,     GIRDERS,     COLUMNS,     TRUSSES,     RODS,  ETC. 
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Steel  Plate  Work 

Heavy  and  Light  Forgings 

JOBBING  MACHINE  SHOP 

Oxy-Acetylene  Welding  and  Cutting 


The  illustration  shows  a  54"  pen- 
stock at  Eugenia  Falls,  Ontario, 
under  a  head  of  550  feet.  This  is 
a  sample  of  our  work. 


Thor  Iron  Works,  Limited 

Foot  of  Bathurst  St.  TORONTO 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 


January  5,  1916 


THE   CONTRACT  RECORD 


3 


Rogers  Supply  Co.,  Ltd. 

CRUSHED  STONE 

CEMENT 

TRAP  ROCK  -  SAND  -  GRANITE 


G.T.R.,  C.P.R.,  and  Team  Delivery 

ROGERS  SUPPLY  SERVICE  helped  to  make  the 
TORONTO -HAMILTON  HIGHWAY  a  success 

Building  Contractors  and  Roadway  Engineers  should  consult  us  when  in 
the  market  for  CLEAN  CRUSHED  STONE  or  STANDARD 

PORTLAND  CEMENT 

WE    CAN    HELP  YOU 

Rogers  Supply  Co.,  Limited 

28  King  Street  West,  TORONTO 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
Catalogue  No.  1. 


CHAMPION  HOIST. 


,  Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
botii  Gasoline  and  Steam. 

Send  for  Catalogue  No.  2;i,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  ASencies  in  every  lar«e  City  in  Canada. 
World'*  Laraeit  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tool*. 
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Underneath  this  Splendid  Example 
of  Architectural  Skill 


is  Simplex  Piles,  forming  a  foundation 
whose  durability  is  equal  to  that  of  natural 
rock — a  foundation  of  surpassing  carrying 
power  and  at  the  same  time  showing  a  great 


economy  in  first  cost.  A  rare  combination, 
sir,  and  this  is  why,  according  toour  records, 
over  two-thirds  of  all  the  made-in-place  con- 
crete piles  in  the  world  are  Simplex  Piles. 


We  have  published  an  interesting  96-page  book  on  Concrete  Piles,  a 
copy  of  which  will  be  made  to  you  upon  request.    Write  for  it  NOW. 

"Simplex  Piles— Invariably  Go  to  Hard  Pan. " 

The  Simplex  Concrete  Piling  Company 


TACONY,  PHILADELPHIA 

Canadian  Representatives : 


PA.,  U.  S.  A. 


Simplex  Construction  Company,  Limited 

CORISTINE  BUILDING,  MONTREAL 


MASONIC  TEMPLE,  Washington,  D.  C. 


WOOD,  DONN  &  DEMMING,  Architects. 
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The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
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Air  Compressors 

Can.  IngersoU  Rand  Co.,  Ltd. 
"Piatt  Iron  Works 


Architects'  Instruments 

Stanley   Company,   W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural   Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 
Herbert   Morris   Crane   &  Hoist 
Company 


Asphalt 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

.Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  I'rick  Co. 
Bradford  Pressed  Brick  Co. 
fnterprovincial  Brick  Co. 
North-Westcrn  Terra  Cotta  Co. 


Brick  Dryers 

Bechtel,  B.  E. 

f'anadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Heatty  &  Sons,  M. 
Browning  Company 
Cleaton  Company.  R.  E. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  St   Iron  Works 


Brick  Machinery  and  Supplies 
Bcchtei,  B.  E. 
Sheldon.'!  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Chicago  Bridge  &  Iron  Works 
UesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Casements 

Trussed  Concrete  Steel  Co. 


Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 


Cement 

Britnell  &  Company 
Canada  Cement  Company 
Interprovincial   Brick  Co. 
Rogers  Supply  Company 


Cement  Waterproofing 

Paterson   Mfg.  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

■kWoodhouse  Chain  Company 

Chain  Blocks 

Morris  Crane  &  Hoist  Co.,  Her- 
bert 

Coal  Chutes 

Manitoba  Bridge  &•  Iron  Works. 


Coal   Handling  Apparatus 
Heatty  &  Sonc,  M. 
Browning  Company 


Concrete   Block  Machines 

fileal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 


Concrete  Mixers  and  Appliances 
("aiiadian   Fairbanks-Morse  Co. 
Goold,  .Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  H.  W.  Jolins  Manville  Co. 
Conduits   Company,  l^imited 
Orpen    Conduit    Company,  Ltd. 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

.Anglins  Limited 


Contractors'  Lights 

l'..Mcr,   W.  I. 


Contractors'   Plant  &  Supplies 
lieatty  &  Sons,  M. 
IJoving  Hydraulic  &  Engineering 

Company 
Browning  Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Montreal   Locomotive  Works 
Rock  &  Power  Machinery  Co. 

Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    IngersoURand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 
Sarnia  Metal  Products  Company 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Morris  Crane  &  Hoist  Company, 

Herbert 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian   Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Rock  &  Power  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

l.',\ir    Licjuide  Society 

Damp   Proof  Coating 

J'aterson   Mfg.  Company 

Derricks  and  Derrick  Fittings 
Heatty  &  Sons.  M. 
Hopkins   tSr   Company,   F.  H. 
Marsh  &  Henthorn,  jjmited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  S:  TCiiKlneering 
Company 

Dredges 

lieatty  &■  Sons,  M. 
Browning  Company 
Canadian   Equipment  Company 
Hopkins  Si  Company,  F.  H. 
(Osgood  Company 

Drills 

("anadian  lilower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

('.•madian    Fngersoll-Rand  Co. 

Dump  Carts  and  Wagons 

(  .iii.i.liaM  luiuipment  Company 


Dump  Cars,  Wheels,  etc. 
liechtel,    B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsli  &  Henthorn 
National  Steel   Car  Company 
-Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    IngersoU-Rand  Co. 

Electric    Impulse  Clocks 
Gent   &   Company  . 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Chelsea  Elevator  Company 
Northern    Crane  Works 
Roelofson  Elevator  Works 
Turnbull   Elevator  Company 

Enamelled  Brick 

Arnerican     Enamelled     Brick  & 
Tile  Company 

Excavators 

lieatty  &  Sons,  M. 
Hopkins  &  Company,  P.  H. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Rock  &  Power  Machinery  Co. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Gait  Engineering  Co.,  John 
R.  S.  &  W.  S.  Lea 
l\'cDougall,  Geo.  K. 
Wynne-Roberts,   R.  O. 


Expanded  Metal 

Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Fans  , 
Slieldons  I>iniited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

I'latt  Iron  Works 

Filter  Presses 

Plait    Iron  Works 

Pire  Brick 

■     F.Ik  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
(-)rnisby  C'onipaiiy,  A.  B. 
Pedlar   People  Limited 
Trussed    Cnncreic   Steel  Co. 

(Continued  on   Page  8) 
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ENUS 

PENCILS 

VERY  technical  man  knows  the 
'   importance  of  the  right  pencil. 

"Venus"  Pencils 

17  Grades:  6B  to  9H 

Are  perfect  in  every  degree  and  are  the  best  for  all 
work  of  an  exacting  nature,  where  uniformity  and 
neatness  are  essential.  Try  Venus  and  learn  why 
they  are  preferred  by  technical  men.  Write  now — 
your  letterhead  brings  you  the  box  free.  Distinctive 
Venus  finish  to  avoid  substitution. 


E 


THIS  BOX  r<nr*r< 

Of  VENUS  tKtb 
PENCILS 


To  the  technical  man  writing 
on  his  letterhead  a  set  of  nine 
short  samples  and  holder  will 
be  sent  free. 


The  new  Venus  Eraser  is  indispensable  for  all  pencil  purposes — 
unequaled  for  cleaning  drawings,  engravings  and  specifications. 
Pliable  and  soft. 

American  Lead  Pencil  Co. 

236  Fifth  Avenue,  New  York 

and  Clapton,  London,  Eng. 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  alw^ays  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


YES— 

A  Lasting  Culvert 

CAN  be  Laid  at 
Less  Cost 


Hundreds  of  other  contractors  and  engineers  are 
proving  it  every  year 

'Now  they  are  putting  in  culverts  that  cannot  crack 
or  split  from  frost — that  will  not  corrode  or  deteri- 
orate from  electrolytic  action. 

Culverts  that  cost  less  in  first  cost  than  most  materi- 
als— That  will  last  a  generation  without  repairs. 

That  can  be  laid  in  a  few  hours  with  less  than  half 
the  usual  hands. 

Culverts  that  every  year  they  are  re-inspected  re- 
flect credit  on  the  foresight  of  the  man  who  sug- 
gested their  use. 

Why  don't  YOU  send  for  the  Free  Culvert  Refer- 
ence Book  that  proved  to  these  men 

PEDLAR'S 

PERFECT  <"fdNC:ASl> 

CULVERTS 

would  give  them  better,  longer-service  Culverts,  and 
save  them  considerable  time  and  money  that  could 
be  placed  into  better  roads? 

Furnished  in  all  sizes  from  8  in.  to  84  in.  in  diameter, 
and  in  lengths  up  to  40  feet.  Coupling  bands  sup- 
plied free,  for  joining  up  the  sections  to  make  longer 
lengths. 

Write  us  to-day  for  the  free  Culvert  Reference  Book 
No.  4  C.  R.,  containing  much  valuable  data  and  drain- 
age tables. 

Address  nearest  Branch. 

THE  PEDLAR  PEOPLE  LIMITED 

Kstablished.  1861  19-V 
Executive  Office  and  Factories:  OSHAWA,  ONT. 

Branches:  Montreal  —  Ottawa  —  Toronto  —  London  —  Winnipeg 
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Fire  Escapes 

Manitoba  liridge  &  Iron  Works 
McC.regor   &  Mcliityrc 

Fuel  Economizers 

Sturtevant  C"o.  of  Can.,  Ltd..  H.  F. 

Forges 

("aiiadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

(ioold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Cioold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
l.uxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

lioving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian    Ingorsull-Kand  Co. 

Heating  Apparatus 

Canadian   Pdower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 

Piatt    Iron  Works 

High  Pressure  Pipe  Lines 

PiltsbiUKh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern    Crane  Works 

Hoisting  Apparatus 
I'.eatty   S:   Sons,  M. 
Browning  Company 
Canadian    I  ngersoll-Rand  Co. 
Gillis   &  tleoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Plenthorn 
Morris  Hoist  &  Crane  Company, 

Herbert 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 

P.eatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 

Hydrants 

Cana<la  Ir(^n  Foiuidries 
Gartshore-Thompson  Pipe  Co. 
Kerr    Engine  Company 

Insulating  Compounds 

Can.    11.   W.   jo'ins-l\Ianville  Co., 
I  Jniited 

Standard   rntiergrouml  Cable  Co. 
of  t  anada,  Limited 

Industrial  Cars 

IIo]>kins  X:   Company,   F.  11. 
Bechlel,   B.  E. 
National   .Steel   Car  Co. 

Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Morris  Crane  &  Hoist  Company, 

Herbert 
Northern    Crane  Works 


Kilns 

C  anadian    Blower  and   Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

BerHn    Mills  Company 

Lead  Pencils 

.\nie]ican    Lead    Pencil  Company 

Lighting  and  Pumping  Installations 
Can.   11.   W.  Jolms-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

I  ocom.otives 

C  anadian  Kipiipment  Company 
Montreal    Locomotive  Works 

Marble   Working  Machinery 

Pollard    Mfg.  Comiuuiy 

Metal  Lath 

.Metallic  Kool'ing  Company 
C.  W. 

I'enple  Limited 


Xoldc 
IVdl 

Trns 


il    Ct)ncretc    Steel  Co. 


Metallic  Roofing 

I'edlar   Peojile  Limited 

Mechanical   Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Bo.x  Company 

Meters,  Water. 

Mcllougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Cai-  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  I'ump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Moulds 

London  Concrete  Macliinery  Co. 

Overhead  Runways 

Morris  Crane  &  Hoist  Company, 
Herbert 

Oxygen 

L'Air    Lii|uide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Hopkins  &  Company,  F".  XL 

Paving   and   Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.   Co.,  B. 

Pipe    (Concrete,    Iron   &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10' 


When  Providing  for  the  Removal  of  Ashes 


The  "One-Man"  Feature 

Hoist<is  so  designed  that  it  is  practical 
for  one  man,  unaided,  to  perform  the  en- 
fire  operation  of  raising  ash  cans  to  side- 
w;alk  and  lovkrering  empty  cans  to  cellar 

Write  for  Booklet  "A" 


INVESTIGATE  the  G  &  G  Telescopic  Hoist.  It  is  in  general 
use  throughout  the  Dominion  for  the  removal  of  ashes  in  resi- 
dences, schools,  churches,  office  buildings,  etc.  It  may  be  readily 
installed  in  old  buildings,  and  is  recommended  as  a  very  desirable 
addition  to  all  plans  for  new  construction. 


'Made  in  Canada" 


Raises  load  of  500  lbs.  at  guaran- 
teed speed  of  30  feet  per  minute. 
When  not  in  use  hoist  telescopes 
and  no  part  shows  above  street 
level.  Operated  from  grade — in- 
suring fullest  protection  for  both 
public  and  operator  against  injury 
due  to  open  hatch. 


"Made  in  Canada' 


Every  hoist  is  subjected  to  thor- 
ough working  test,  and  is  so  com- 
pact in  construction  that  it  may 
be  shipped  completely  assembled 
— not  "knocked  down."  Easily  in- 
stalled. No  pit  is  required — heel 
of  lioist  rests  on  basement  floor. 


GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 

BLACK      BUILDING     SUPPLY    B.  &  S.  H.  THOMPSON  &  CO..  WM.    N.    O'NEIL    CO.,    LTD.,  W.  T.  GROSE, 

CO.,    LTD.,   TORONTO,  LTD.,  MONTREAL  VANCOUVER,  Agent  for  Manitoba.  Saskatchewan, 

Agents  fo'  Ontario  Agents  for  Quebec.  Agents  for  British  Columbia  Alberta,  Winnipeg. 
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Traders'  Bank  of  Canada,  Toronto 

Structural  steel  painted  with  "Superior 
Graphite  Paint" 


PROTECTION 

for  ALL  kinds 
of  surfaces 

Guaranteed 

by  using 

"SUPERIOR 
GRAPHITE 
PAINT" 


Penstocks 

Developing  96,(JU0  horse  power,  painted  with 
"Superior  Penstock  Paints." 

The  most  economical  paint  that  can  be  used  when  maintenance  cost  is  considered,  for 

BRIDGES  STEEL  CARS  ROOFS  (metal  or  canvas)  PENSTOCKS 

BUILDINGS         STRUCTURAL  STEEL      GRAIN  ELEVATORS  PIPING 

GAS  HOLDERS  STACKS  AND  BOILERS  TANKS  TROLLEY  POLES 

Full  information  given  at  all  offices 

DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 

Male  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  al.so  build 

Steel  Structures 

to  support  them. 

iVrite  us  Jor  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plumbing  Supplies 

Mueller    Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Tohns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian    Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Roving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pressed  Brick 

Interprovincial    Brick  Co. 

Pumps  and  Pumping  Machinery 

American    Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDongall  f"ql''donian  Iron  Wks. 
Piatt  Iron  Works 

Pumping  Plants 

Rock  &  Power  Macliinery  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian   H.   W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 
Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  -Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 
"Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,   F.  H. 
Osgood  Company 

Roofing  Material 

Can    H.  W.  Johns-Manville  Co., 
Ltd. 

Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar    People  Limited 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada   Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National   Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard   Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 

Browning  Company 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Montreal    Locomotive  Works 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thor    Iron  Works 
Toronto  Iron  Works 

(Continued  on  page  12) 


"Mimico"  Segment  Sewer  Block 

The  simplest  and  strongest  vitrified  block  for  sewers  30 
inches  or  larger.    Easy  to  lay,  inexpensive  and  efficient. 

Patent  applied  for — Made  at  Mimico,  Ont. 

There  are  no  frills — no  "talking  points" —  on  the  "Mimico" 
Block.    But  the  clay  is  placed  to  the  very  best  advantage 
for  strength.    None  is  wasted  in  unnecessary  "keys" 
or   "lugs"   or   "double   walls."     Mimico    Block  is 
designed  by  an  engineer   who   is    an  authority 
on  sewer  construction,  and  is  a  simple,  yet 
efficient,  block  which  is  being  economically 
manufactured  and  easily  laid,  yet  makes 
would  wish  to  see. 


sewer   as   any  engineer 


No  more  difficulties  with  large  sewers ! 


.Sewers  made   of   Mimico    iilock  will   not  fail  and  cannot 
Made  of  indestructible  vitrified  clay,  they  are  built  to  stay 
design  is  scientific,  and  the  manufacturing  is  done  with 
greatest  of  care  on  special  presses,  after  many  months  of 
experimental   work   on    sewer   blocks   of   every  known 
design.     These  blocks  have  a  large  factor  of  safety. 

Prices  and  details  upon  request. 

Ontario  Sewer  Pipe  Co. 

Limited 
IVIIIVIICO      -  ONTARIO 

Makers  of  the  famous  Mimico  Sewer  pipe.  All 
sizes,  4  in.  to  24  in.,  in  stock. 


corrode 
.  The 
the 
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Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


"Kingston"  Dredges  and  Grabs 


CANADIAN  REPRESENTATIVES  : 


The  "Kin  gston"  requires  but  one 
man  to  operate  it.  Can  be  worked 
in  deep  or  shallow  water.  Stiff, 
sticky  or  other  difficult  material 
easily  handled.  Low  running  and 
maintenance  cost.  Can  be  oper- 
ated in  congested  quarters,  close  to 
piers  and  amongst  shipping. 

WRITE  US  FOR  CATALOGUE. 
Manufactured  by 

ROSE,  DOWNS  &  THOMPSON, 

LIMITED 

HULL,  ENGLAND 

Designers  and  Manufacturers  of 
Dredging  and  Oil  Mill  Machinery. 


The  R.  E.  Cleaton  Co.,  227  Coristine  Bldg.,  Montreal 
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Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  -Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Stiirtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion   Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel   Plate  Construction 
Tlior  Iron  Works 
Toronto    Iron  Works 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers    Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 

Burlington   Steel  Company 
Chicago  Bridge  &  Iron  \Vorks 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  'Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and  Stand  Pipes 

Chicago  Bridge  &  Iron  Works 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba   Bridge  &  Iron  Works 
Marsh    &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 
Toronto  Iron  Works 


Telescopic  Hoists 

Black  I'uilding  Supply  Company 
Gillis   &  Geoghegan 


Terra  Cotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 

Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  RolUng  Mills  Company 

Towers 

Goold,   Shapley  &  Muir  Co. 

Track  Systems   (Hand,   Power  and 
Electric) 

Morris  Crane  &  Hoist  Company, 
Herbert 

Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 

Gent   &  Company 


Water  Softeners 
Piatt   Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 

Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Work's 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding   and   Cutting  Plants 
L'.\ir   Liquide  Society 

Well  Drilling  Plants 

American  Well  Works 

Rock  &  Power  Machinery  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure  jhre.  milUon  gallona.  eighty  pound.  dome.tic.  160  lb.,  fire. 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  cmtrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water    Whsels,  Water 

Work.  Plants. 
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FOR  SALE 


Flat  Cars,  36  ft.  60,000 
lbs.  capacity,  complete 
with  air  and  hand 
brakes,  $200.  each. 

1  Little  Giant  Steam 
Shovel  on  railroad 
trucks,  new,  $3000. 

200  tons  56  lb.  relay- 
ing rails. 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  ^  tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningfs 
Wall  Copinif 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


New  Glasgow.KS. 

andST.JOHNS,PQ. 


iSe 


wer 


Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections 
are  a  specialty  with  us.  We  also  manufacture  culvert  pipes, 
inverts,  flue  linings,  stove  linings,  fire  bricks,  locomotive  blocks, 
gulley  traps,  range  bricks,  cupola  linings,  wall  coping  and  all  kinds 
of  vitrified  and  fire  clay  goods.     Prompt  shipments  on  all  goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Jotins,  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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PIATT  IRON  WORK6'  -  DAYTON. OHIO. 


Double  Suction 


Centrifugal  Pump 


4-Inch  Piatt  Double  Suction  Centrifugal  Pump 

Direct  Connected  to  Electric  Motor 


Casing  of  hard,  close-grained  cast  iron  or 
other  suitable  metal.  Lower  part  of  casing 
is  cast  in  one  piece,  giving  strength  and  ligid- 
ity  under  operating  conditions. 

Rotors  are  specially  designed  to  meet  con- 
ditions undei  which  they  are  expected  to 
work. 

Casing  is  split  horizontally  on  the  center 


Standard 
Pumps  for 
Every 
Service 


line  of  the  shaft.  Lifting  off  of  the  top  and 
bearing  caps  allows  the  removal  of  all  rotating 
parts  without  disturbing  the  suction  or  dis- 
charge connections. 

Interchangeability  is  guaranteed.  Every 
pump  tested  under  working  conditions  before 
shipping,  besides  given  a  static  test  under 
much  higher  pressure. 


mm 


ATLANTA 

Iif)STOX 

T.AI.TIMORE 

IJlKMINfJIIAM 

(  HirAfKJ 

n.\f:[.\\\ATT 


Piatt  Double  Suction 
Centrifugal  Pumps 

Splil  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  %very  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer, 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  i  n  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 


Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PLATT  IRON  WORKS        DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CI.EVELAND 

COLUMBIA,  S. 

nALT.AS 

DKNVRR 

DETROIT 

HAVANA 


INDIANAPOLIS 

TACKSONVTLLE 

KANSAS  CITY 

LONDON 

l,r)S  ANGELES 

MKMIMIIS 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  VOHK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNCSTOWN,  OHIO 
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Concrete  Bondiag 
Locker*  for  Clothes 
Iron  Stairway* 


Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to, 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


.A 


ATWOOD 

ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Onl. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  forC.P.R.  Montreal 


^  CANADIAN 

CHICAGO  BRIDGE& IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgeburg,  Ontario.  130  Janet  Street 

Ciiicago.  Illinois,  13fi0  W.  105th  Street 
New  York.  N.Y.,  30  Church  Stieet 

Shops:— Bridseburg.  Onl. 
Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Toweri 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


**Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturcrs  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 


k; 
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Specially  Made 
Concrete  Pipe 
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In  the  making  of  concrete  pipe  and  tile  we  have  taken  more  than 
the  ordinary  precautions  of  clean,  sharp  sand  and  high  grade  cement. 

All  gravel  is  crushed  and  sorted  in  our  plant.  After  thorough 
mixing  the  concrete  is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with  automatic 
sprinklers  that  give  the  pipe  great  hardness. 

We  also  have  portable  plants  for  manufacturing  the  larger  sizes  of  con- 
crete pipe  on  the  job.  A  new  and  unusually  strong  lock  joint  is  a  feature 
of  our  continuous  reinforced  concrete  pipe  that  claims  your  attention. 

We  will  be  pleased  to  send  you  other 
particulars  and  to  quote  prices, 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Manitoba  Bridge  &  Iron  Works 


Limited 


MANUFACTURERS- 


Roofsy  Steel  Buildings  and  Structural  Iron  Work 


of  all  descriptions 


Railway  and  Highway  Bridges 


6,000  tons  of  Beams,  Channels,  Angles,  Plates,  Flats  and  Bars  always  in  stock  at 
our  works  for  QUICK  DELIVERY,  plain  or  fabricated. 
Designs  and  estimates  promptly  furnished. 

We  also  operate  a  Large  Grey  Iron  Foundry,  Annual  Capacity  5,000  tons 

Tank,  Forge  and  Machine  Shops. 


Office  and  Works 


WINNIPEG,  MAN. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Works,  * 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds. 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
New  Work  Shop— Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract— Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 
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A  Big  Discrepancy  Between  3%  on  Savings 
and  5%%  on  Bonds 

IN  the  face  of  the  hig-h  interest  rate  being  paid  by 
the  Canadian  government  on  our  recent  war  loan 
and  the  snogestion  of  a  new  and  larger  bond  issue, 
which  presumably  will  be  no  less  attractive  to  the 
investor,  one  is  constrained  to  question  the  wisdom 
of  our  Department  of  Finance  in  their  attitude  to- 
wards the  "savings"  question,  which,  in-so-far  as  our 
post  office  and  government  savings  regulations  are 
concerned,  amounts  practically  to  a  discouragement  of 
thrift.  We  refer  particularly  to  the  very  low  rate  of 
interest  paid  on  post  office  savings,  the  placing  of  a 
too  low  maximum  on  deposits  and  the  amount  of  red 


tape  with  which  the  comparatively  simple  operation  of 
depo.siting  or  withdrawing  money  is  surrounded. 

"Thriftlessness"  is  poor  recommendation  for  any 
individual  or  group  of  individuals  and  we  believe  our 
Government  would  have  been  well  advised  years  ago 
in  placing  a  little  higher  premium  on  thrift  by  making- 
the  sacrifice  a  little  more  worth  while.  As  it  turns 
(jut,  our  Dominion  would  have  reaped  the  further 
advantage  of  being  ready  for  this  tremendous  emerg- 
ency. How  much  easier  it  would  have  made  a  $.306.- 
000,000  loan  if  our  citizens  had  had  this  amount  to 
their  credit  in  the  Dominion  savings  departments. 
How  comparatively  simple  a  matter  it  would  be  to  get 
their  consent  to  transfer  from  (sayj  a  4  per  cent,  or 
jYz  per  cent,  savings  account  to  a  Syi  per  cent.  bond. 
The  whole  trouble  is  that  the  money  isn't  there  to 
transfer.  Our  people,  prosperous  beyond  the  average, 
lia\'e  not  been  encouraged  in  thrift. 

However,  the  ]Kist  cannot  now  be  remedied,  but 
we  surely  can  profit  ])y  the  experience.  Isn't  there 
an  unreasonable  discrepancy  between  the  rates  paid 
by  our  Government  in  their  sax  ings  departments  and 
the  rates  paid  on  their  bonds? 

*      *  * 

Suppose  it  is  true  that  a  loan  of  $300,000,000  will 
be  offered  six  months  from  now.  Wouldn't  it  be  a 
good  idea  to  start  to  save  it  up  now — today?  Wouldn't 
that  be  best  accomplished  by  the  Government  offering 
an  attractive  rate  of  interest— possibly  as  high  as  the 
bond  itself  will  carry?  Wouldn't  it  encourage  thrift? 
Wouldn't  it  mean  a  considerable  nest-egg  for  the  in- 
evitable demand?  Wouldn't  it  be  schooling  our 
citizens  in  the  habit  of  saving?  Wouldn't  it  in  effect 
go  a  long  way  towards  ensuring  the  success  of  the 
next  loan? 

There  is  much  money  in  Canada,  but  there  is 
much  being  spent  on  extravagances.  It  is  all  very 
well  to  argue  and  harangue  with  people  to  save  their 
money.  The  easier  it  comes  the  easier  it  goes — has 
always  been  so  and  will  always  be  so  unless  you  make 
It  worth  while  to  save.  This,  we  believe,  the  Gov- 
ernment has  in  its  power  to  do  if  it  will  act  promptlv 
now. 

We  suggest  that  the  Government  immediatelv  take 
steps  to  induce  the  working  people  of  Canada  and 
others  to  save  their  surplus.  If  4  per  cent,  won't  do 
it,  pay  more.  $300,000,000  means  less  than  $40  a  head 
for  us.  We  can  do  it  if  the  incentive  is  sufficiently 
attractive.  Let  the  government  stop  playing  with 
Its  3  per  cent,  toy  and  offer  a  real  inducement  to  the 
workman,  now  well  supplied  with  money,  to  save  his 
surplus.  Under  proper  conditions  and  given  reason- 
able notice  there  is  no  doubt  this  amount  can  be  saved. 
Let  us  start  now  and  let  our  Government  make  the 
first  move. 


Montreal's  Fair  Wage  Schedule 

The  Montreal  Builders'  Exchange,  through  Mr.  D. 
K.  Trotter,  the  secretary,  has  made  a  vigorous  protest 
against  an  attempt  now  being  made  to  give  a  wider 
application  to  the  fair  wage  clause  inserted  in  Mont- 
real municipal  contracts  for  buildings,  construction 
work,  etc.  This  wider  application  will  affect  not  only 
the  building  trades,  but  also  those  industries  which 
are  more  concerned  with  the  manufacture  of  dressed 
stone,  hardware,  iron  goods,  electrical  fittings,  etc.. 
and  which  are  delivered  on  the  various  civic  job's  in  a 
finished  condition.    The  attempt  is  being  made  to  in- 


2 


THE    CONTRACT  RECORD 


January  5,  1916 


sist  that  in  the  manufacture  of  these  articles  the  wages 
noted  in  the  schedule  shall  be  paid.  This  is,  says  Mr. 
Trotter,  "an  entirely  new  interpretation,  and  one 
\vhich,  if  conceded,  will  have  a  far-reaching  influence 
on  the  various  industries  concerned.  For  example,  it 
has  been  urged  by  those  who  are  in  a  position  to  make 
their  demands  felt,  that  in  the  yards  where  dressed 
stone  is  prepared  for  city  works  the  city  fair  wagt 
be  paid.  Were  all  the  dressed  stone  and  finished  stone 
from  a  particular  firm  being  utilized  on  construction 
work  for  the  city,  no  great  difficulty  would  be  experi- 
enced in  meeting  this  demand,  but  when  from  the 
same  yard  we  learn  stone  is  being  prepared  for,  say, 
Ottawa,  Toronto,  and  other  points,  and  that  conse- 
quently planers  and  stonecutters  are  often  employed 
during  the  course  of  a  day  on  stone  for  different  jobs 
and  in  different  cities,  it  seems  clear  that  the  enforce- 
ment of  such  a  stipulation  will  hamper  the  organiza- 
tion of  a  firm  so  engaged,  causing  needless_  expense 
and  irritation,  and  within  certain  limits  restraining  the 
trade. 

"In  the  case  of  other  articles  (e.g.,  hardware  and 
electrical  fittings)  which  are  manufactured  outside 
Canada  and  which,  therefore,  enter  into  competition 
with  the  home  products,  another  difficulty  is  presented. 
Are  Canadian  manufacturers  and  sub-contractors  to 
have  thrust  upon  them  an  artificial  and  purely  arbitrary 
scale  of  wages  (as  the  present  one  is)  while  their  com- 
petitors are  free  from  this  unhealthy  interference?" 
Mr.  Trotter  has  asked  for  the  co-operation  of  other 
bodies  in  defeating  this  attempt  to  extend  the  scope 
of  the  fair  wage  schedule. 


Wood  Blocks  on  Grades 

We  published  in  our  December  8  issue  an  interest- 
ing article  on  the  use  of  wood  blocks  for  city  pave- 
ments, pointing  out  certain  advantages  which  this 
pavement  possesses  over  other  types.  In  this  connec- 
tion the  following  remarks  from  Mr.  A.  F.  Macallum, 
city  engineer  of  the  city  of  Hamilton,  Ont.,  are  of 
special  interest.  The  city  of  Hamilton  has  used  wood 
blocks  on  grades  up  to  six  per  cent.,  and,  with  a  special 
construction  that  has  been  found  by  the  city  engineer 
to  be  suitable  under  these  circumstances,  very  satis- 
factory results  have  been  obtained.  The  following 
brief  discussion  by  Mr.  Macallum  on  the  use  of  creo- 
soted  wood  blocks  on  various  grades  will  be  read  with 
interest  by  engineers  throughout  the  Dominion. 

Creosoted  Wood  Blocks  on  Grades 

"When  the  grade  of  a  proposed  pavement  exceeds 
three  per  cent,  the  question  of  a  suitable  pavement, 
and  the  method  to  be  adopted  in  laying  it,  to  meet  the 
requirements  of  the  traffic,  becomes  of  interest.  With 
the  variability  of  conditions  to  be  met  with,  due  to  our 
climatic  changes,  the  limits  of  most  paving  material  is 
soon  reached,  so  far  as  the  inclination  of  grade  is  con- 
cerned, unless  specially  manufactured. 

"The  writer  inquired  from  twenty-four  cities  to  as- 
certain the  maximum  grades  upon  which  creosoted 
wood  bl(1cks  had  been  laid,  and  found  that  one  city 
had  laid  this  pavement  on  a  seven  per  cent,  grade,  one 
on  six  per  cent.,  three  on  five  per  cent.,  and  five  on 
three  per  cent,  grades.  The  five  to  seven  per  cent, 
pavements  were  laid  under  two  methods,  described 
below. 

"The  first  method  used  was  probably  originated  in 
this  city. and  was  used  on  upper  James  Street  with  the 
block  pavement  laid  there  in  1909  on  a  five  and  a  half 
per  cent,  grade.  Each  block  had  a  piece  one-half  an 
inch  in  width  and  one  inch  in  depth  cut  off  one  face, 


so  that  while  the  blocks  were  laid  at  right  angles  to 
the  centre  line  of  the  street,  there  was  a  space  of  a  half 
inch  between  each  row  of  blocks  giving  a  good  foot- 
hold for  the  horse-drawn  traffic.  These  blocks  were 
pitch-filled  and  the  cross  grade  of  the  street  was  suffi- 
cient to  drain  out  any  water. 

"The  same  method  was  adopted  on  King  Street 
West,  in  this  city,  during  the  same  year,  and  I  may 
say  that  both  of  these  pavements  have  been  very  suc- 
cessful in  meeting  the  conditions  of  heavy  traffic  on 
two  of  our  main  streets  without  a  cent  being  spent 
for  repairs  or  renewals  since  being  laid. 

"The  special  cutting  of  the  blocks  in  the  manner 
described  added  considerably  to  the  cost  of  the  pave- 


Canadian  bank  deposits  continue  to  in- 
crease rapidly  and  now  total  $1,120,954,457. 
This  is  made  up  of  $406,735,171  demand 
deposits  and  $714,219,286  notice  deposits, 
both  highest  records  for  the  Dominion. 


ment  and  to  obviate  this  the  ordinary  rectangular 
block  was  later  used  with  creosoted  laths  }i  in.  x  2  in. 
laid  between  each  cross  row  of  blocks.  This  was  pitch- 
filled,  as  in  the  first  method,  and  has  been  just  as 
successful.  A  part  of  John  Street  South,  and  Bay 
Street,  each  having  a  grade  of  five  and  a  half  per  cent., 
paved  in  1911,  were  laid  in  this  manner,  and  are  to- 
day in  first-class  condition,  and  subjected  to  fairly 
heavy  traffic. 

"On  Ravenscliffe  Avenue,  a  purely  residential 
street,  having  a  six  per  cent,  grade,  blocks  spaced  in 
this  manner  were  laid.  The  reason  for  putting  such  a 
pavement  on  a  street  like  this,  having  very  little  traffic, 
was  that  the  residents  insisted  on  a  creosoted  wooden 
block  pavement  because  of  its  quietness  ag.  compared 
with  other  pavements  suitable  for  such  a  grade,  and  it 
has  fulfilled  expectations. 

"From  our  experience  we  have  no  hesitation  in  re- 
commending such  a  pavement  on  grades  up  to  six  per 
cent." 


Proposed  Bridge  Over  Sauvage  River 

The  Quebec  Streams  Commission,  Montreal,  are 
calling  for  tenders  for  the  construction  of  a  bridge 
over  the  Sauvage  River,  in  connection  with  the  dam 
which  is  being  built  on  the  St.  Maurice  River.  The 
bridge  is  to  be  built  at  a  point  where  the  river  empties 
into  Lake  St.  Francis,  and  will  replace  an  existing 
structure  which  will  be  flooded  when  the  dam  is  fin- 
ished. The  Commission  are  asking  for  alternative  bids 
for  a  -wooden  bridge,  wooden  piers,  and  abutments 
and  bridge  approaches  ;  and  for  concrete  piers  and  abut- 
ments and  bridge  approaches  and  steel  superstructure. 
The  wooden  bridge,  designed  under  the  supervision  of 
Mr.  O.  Lefebvre,  the  chief  engineer,  will  be  544  feet 
between  the  abutments,  and  will  have  four  spans  of 
136  feet  each,  supported  by  wooden  crib  piers  and  al:)ut- 
ments  filled  with  stone.  The  detail  design  of  the  steel 
bridge  is  to  be  submitted  by  the  bidders,  but  the  main 
feature  is  a  bridge  with  three  spans  of  180  feet  each 
in  length,  supported  by  two  piers  and  two  abutments 
of  concrete,  resting  on  solid  rock.  The  bridge  will 
have  to  support  a  concentrated  load  of  30,000  pounds. 
The  flooring  is  to  be  of  red  pine.  When  the  tenders 
are  in  the  Commission  will  decide  on  the  type  to  be 
constructed. 
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"Punch" 

The  British  Empire,  and  Canada  its  most  important  unit,  faces  the  new  year  with  unimpaired 
vigor,  uncountable  tesources,  unshaken  confidence  and  redoubled  determination. 
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Development  of  Canadian  Highways 

The  Necessity  of  good  roads  for  National  Progress  and 
Production — A  saving  of  Time  and  Money  in  Transportation. 

By  W.  A.  McLean  * 


THE  development  of  roads  in  Canada,  in  essen- 
tial principles,  has  followed  the  history  of  all 
other  countries  in  this  regard;  and  the  student 
of  the  question  cannot  but  be  struck  by  the 
similarity  which  has  existed  in  all  countries  of  the 
world.    Canada  has  had 

(1)  A  period  of  toll  roads  prior  to  1850; 

(2)  A  period  of  railroad  construction  when  the 
common  road  was  neglected  but  which  has  resulted  in 
the  construction  of  32,000  miles  of  steam  railway  with 
a  capitalization  of  $2,000,000,000  including  three 
transcontinental  trunk  lines ; 

(3)  A  period  of  bicycle  influence  and  agitation 
when  educational  measures  and  some  better  roads  or- 
ganization were  inaugurated ;  and 

(4)  The  period  of  motor  vehicle  influence,  which 
has  finally  awakened  the  cities  to  the  cause  of  good 
roads  as  a  measure  of  national  development  and  pros- 
perity— the  cost  to  be  borne  not  by  half  or  quarter  of 
the  community,  those  residing  on  the  farms,  but  by 
ever}^  one  receiving  the  benefits  and  carrying  the  re- 
sponsibilities of  citizenship. 

This  is  the  story  which  might  be  told  of  the  United 
States — with  variety  of  detail  according  to  local  condi- 
tions. Just  as  there  has  been  difference  of  detail  l)e- 
tween  the  States  of  Massachusetts,  of  Maine  and  of 
Dakota — so  have  local  circumstances  influenced  the 
progress  and  results  of  organization  in  the  Canadian 
provinces. 

Provincial  Organization 

The  Dominion  (Federal)  administration  to  the 
present  has  done  nothing  for  r6ads.  Primarily  the 
control  of  roads  is  vested  in  the  local  municipality 
within  which  they  lie,  but  every  Province  has  a  pro- 
vincial highway  department,  from  which,  in  varying 
degree,  centralized  influence,  assistance  and  authority 
is  radiated  to  road  improvement.  All  this  is  very 
similar  to  the  general  situation  in  the  United  States. 

Roads  in  nearly  all  countries  fall  naturally  into  a 
three-fold  classification.    There  are, 

(1)  The  main  roads  between  towns  and  cities; 

(2)  Eeading  farm  roads,  radiating  from  market 
centres  and  shipping  points,  and 

(3)  Eocal  feeders. 

The  natural  features  of  any  country  have  been 
very  largely,  a  controlling  factor  as  to  which  of  these 
classes  of  roads  has  received  first  or  chief  attention. 

Thus,  in  the  I'rovince  of  British  Columbia,  tra- 
versed by  the  Rocky  Mountains,  with  rich  resources  of 
mine  and  forest,  and  fertile  valleys,  the  construction 
of  main  roads  connecting  centres  of  population  has 
Iteeii  a  feature  of  the  provincial  road  programme,  and 
ni)on  which  there  has  been  a  recent  exi)enditiu-e  of 
al)out  $15,000,000. 

The  prairie  i)rovinces  of  Saskatrlicwan ,  .Mberta 
and  Manitoba,  principally  agricultural,  (wheat  grow- 
ing and  ranchimr)  with  very  little  road  material,  con- 
"-titntc  an  area  of  cai  th  roads,  in  which  the  grader  and 
log-drag  arc  to  the  i)resent  the  principal  means  of 
improvement.       Nevertheless  their    expenditure  on 

'  Kn^inecr  of  Highways  for  tlx-  I'mvincu  of  Ontario,  — KcjkI  before  Wor- 
cester (iood  Roarls  Convention, 


roads  and  bridges  amounts  to  about  $2,500,000  an- 
nually. 

The  province  of  Quebec  is  making  a  special  ex- 
penditure of  $15,000,000  on  road  improvement.  A 
portion  is  being  granted  as  aid  to  municipal  construc- 
tion ;  but  in  addition  a  considerable  mileage  of  main 
road  has  been  built  which  will  provide  an  excellent 
tourist  route  when  completed  next  year  (1916).  The 
trunk  of  this  main  road  system  under  the  control  of 
the  Province  will  consist  of  a  route  from  the  American 
boundary  near  Plattsburgh  in  New  York  State,  thence 
northerly  to  Montreal,  39  miles;  a  road  on  the  north 
shore  of  the  St.  Lawrence  easterly  to  Quebec  city,  151 
miles  (in  adddition  to  27  miles  of  existing  toll  roads)  ; 
and  from  Quebec  city  south  to  the  American  border 
near  Jackman  in  Maine,  92  miles.  Another  "regional" 
road  reaches  from  Sherbrooke  to  Derby  Eine  on  the 
American  border,  a  distance  of  about  33  miles.  On 
this  system  of  trunk  roads  nearly  $4,000,000  has  been 
spent  by  the  Province.  A  feature  of  the  Quebec  aid 
to  municipal  construction  is  that,  for  substantial  im- 
I)rovement,  the  Government  will  provide  the  necessary 
capital,  charging  the  municipality  2  per  cent,  for  a 
term  of  41  years,  the  Government  meeting-  the  balance 
of  interest  and  sinking  fund.  About  $8,000,000  ha< 
been  thus  appropriated  to  the  present  time. 

Prince  Edward  Island,  the  small  island  province 
in  the  Gulf  of  St.  I^awrence,  a  fertile  agricultural  area, 
is  principally  concerned  with .  earth  roads,  all  under 
the  direction  of  a  Provincial  Department. 

New  Brunswick  is  not  as  yet  making  any  large  ex- 
penditure, although  the  beneficial  influence  of  a  pro- 
vincial ofifice  is  being  exerted. 

Nova  Scotia,  the  most  easterly  province  facing 
the  Atlantic,  is  not  in  a  position  to  make  large  ex- 
I)enditure ;  but  the  Provincial  Department  of  Public 
Roads  is  making  excellent  progress  with  the  outlay 
available,  more  especially  in  the  improvement  of 
earth  roads,  and  the  construction  of  permanent  cul- 
\  erts  and  bridges.  The  expenditure  of  that  depart- 
ment for  the  current  vear  will  amount  to  about 
$635,000. 

Organization  in  Ontario 

Ontario  is  the  leading  province  of  the  Dominion, 
and  has  every  variety  of  territory  and  resource. 
S(^uthern  Ontario  is  probably  the  most  densely  oc- 
cupied portion  of  Canada  where  in  an  area  of  about 
40.000  square  miles,  there  is  a  population  of  about  2,- 
.^00.000,  one-half  of  which  is  urban.  Tn  the  southern 
and  jiopulous  portion,  which  is  chiefly  agricultural, 
there  is  a  municipal  expenditure  on  roads  in  the  open 
country  of  over  $2,000,000  annually;  while  the  prov- 
ince spends  about  $1,500,000  annually  through  three 
i^oad  departments,  viz  : — 

(1)  Subsidies  to  leading  market  and  main  roads 
in  .Southern  Ontario.    (To  this  I  will  revert  later). 

(2)  Trunk  colonization  roads  in  Northern  On- 
tario. 

(3)  Minor  colonization  roads  in  Northern  Ontario. 
No  part  of  Canada,  I  would  point  out.  is  so  favor 

ably  placed  to  finance  the  construction  of  main  roads 
as  are  some  portions  of  the  United  States — such  States 
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as  Massachusetts,  Connecticut,  or  New  Jersey,  which 
are  small  in  area  and  contain  numerous  cities  whicli 
contribute  to  the  cost  of  rural  roads. 

Unfortunately  and  unlike  the  United  States,  the 
system  of  municipal  organization  has  been  such  that 
all  cities  are  wholly  separated  from  the  county  and 
township  in  which  they  lie,  and  have  escaped  taxa- 
tion for  roads  in  the  open  country.  This  is  a  situa- 
tion which  recent  legislation  has  sought  to  correct ; 
and  provision  is  being  made  that  all  cities  shall  con- 
tribute to  the  cost  of  leading  roads  within  a  reasonable 
suburban  area. 

County  Roads  in  Ontario 

Owing  to  the  strong  claims  of  agricultural  com- 
munities, the  assistance  given  by  the  Provincial  Gov- 
ernment to  the  better  class  of  construction,  has  been 
largely  confined  to  the  subsidizing  of  leading  market 
roads  in  each  county. 

Ontario  has  both  township  and  county  organiza- 
tion. Township  councils  are  elected  annually,  and 
the  reeve  of  each  township,  (town  and  village)  is,  ex- 
officia,  a  member  of  the  county  council.  Township 
councils,  primarily,  have  control  of  all  the  roads,  but 
a  county  council  is  authorized  to  take  over  from  the 
townships  the  leading  roads  of  the  county  for  con- 
struction and  maintenance.  To  this  system  of  county 
roads,  the  Provincial  Government  has  heretf)fore  paid 
one-third  of  construction  cost  only,  hut  under  legisla- 
tion of  this  year,  will  hereafter  contribute  40  per  cent, 
of  the  cost  of  construction,  and  20  per  cent,  of  the  cost 
of  maintenance.  More  than  half  of  the  counties  are 
operating  under  this  plan  with  good  results,  and  to 
the  present  time,  a  total  of  over  $6,000,000  has  been 
spent  on  the  work.  It  is  anticipated  that,  under  the 
increased  subsidy,  the  remainder  of  the  Province  will 
adopt  county  systems  in  a  very  short  time. 

Counties  have  been  somewhat  lethargic  in  ado])t- 
ing  the  plan  ;  but  having  adopted  it.  and  having  com- 
pleted a  reasonable  mileage,  the  method  becomes  very 
popular.  Property  along  the  improved  roads  has 
shown  decided  advance  in  value  varying  with  local 
conditions  from  10  per  cent,  to  40  per  cent. 

A  favorable  feature  of  the  Ontario  scheme  is  that, 
by  requiring  counties,  at  the  initial  stage,  to  adopt  a 
comprehensive  plan  of  roads,  a  well  connected  system 
finally  results.  The  work  is  very  often,  to  meet  local 
feeling,  carried  on  in  short  sections,  but  each  succes- 
sive council  has  a  permanent  plan  on  which  to  work. 
Construction  is  carried  on  under  an  engineer  or  sup- 
erintendent appointed  by  the  county  council,  but  all  is 
subject  to  the  regulation  and  inspection  of  the  Pro- 
vincial Department  of  Highways.  The  provincial 
subsidy  is  paid  annually  as  the  work  progresses. 

A  county  council  may  issue  30-year  bonds  to  meet 
its  own  proportion  of  the  cost,  but  more  commonly 
they  extend  over  a  20-year  period.  Very  seldom  are 
bonds  issued  for  the  entire  expenditure  of  the  county 
but  as  a  rule  to  supplement  a  sum  raised  by  uniform 
count}'  rate.  A  county  system  will  usually  include 
about  200  miles,  or  15  per  cent,  of  the  total  road  mile- 
age within  the  county.  The  completion  of  such  a 
system  inay  extend  over  eight  or  ten  years,  so  that 
by  levying  a  county  rate  of  1.5  mills  annually  on  the 
assessment  during  that  period,  only  a  very  small 
municipal  debt  need  accrue.  Largely  for  moderate 
farm  trafific,  the  county  roads  are  of  gravel  or  broken 
stone,  single  track,  except  near  cities,  and  cost  from 
$2,000  to  $8,000  per  mile,  according  to  local  conditions 
and  trafific. 


Assuming  a  county  system  constructed  in  ten 
vears  at  a  cost  of  $800,000  with  a  county  assessment  of 
$30,000,000,  the  annual  arrangement  would  be  as  fol- 
lows : — 

Direct  levy  of  1^^  mills  on  assessment.  .$  45,000 

Bond  issue    3,000 

Provincial  subsidy,  40  per  cent,  of  total.  .  32,000 


Total   $  80,000 

Thus  in  ten  years  (with  proper  maintenance  addi- 
tional), the  county  would  have  an  asset  in  road  im- 
])rovement  of  $800,000  with  a  bond  issue  of  only  $30.- 
000.  To  the  latter  is  commonly  added  the  cost  of 
heavy  machinery  and  permanent  bridges,  on  which 
the  provincial  subsidy  of  40  per  cent,  is  also  paid. 

Bond  issues  for  county  roads  are  met  on  the  an- 
nuity instalment  plan.  The  sinking  fund  method  ha.s 
been  almost  entirely  abandoned  in  the  province  for 
all  municipal  purposes,  except  in  the  larger  cities.  The 
annuity  instalment  plan  is  cheaper  than  the  sinking 
fund  method,  safer,  more  easily  managed,  and  is 
distinctly  in  favor  with  financiers,  municipal  author- 
ities and  the  public. 

Main  Roads  in  Ontario 

Under  new  legislation  for  main  roads,  more  at- 
tention will  be  given  to  the  development  of  certain 
trunk  lines,  for  which  there  is  a  growing  demand. 
The  chief  of  these  connects  Ottawa  on  the  east  with 
Windsor  (opposite  Detroit)  on  the  west,  a  distance 
of  about  500  miles.  A  branch,  75  miles  in  length, 
would  reach  to  the  Quebec  boundary  (45  miles  from 
Montreal),  and  another  would  reach  from  Hamiltori 
to  Niagara  Falls,  45  miles.  This  road  would  form  an 
ideal  trunk  highway  for  the  southern  part  of  the  prov- 
ince. It  would  link  up  the  various  systems  of  countv 
roads,  would  pass  through  the  most  important  cities, 
and  within  twelve  miles  on  each  side  is  about  one-half 
the  population  of  the  Province.  Some  portions  of  this 
road  are  now  in  fair  condition  with  good  gravel  or 
broken  stone  surface. 

The  most  important  section,  about  36  miles  be- 
tween Toronto  and  Hamilton,  is  now  being  con- 
structed in  a  thoroughly  substantial  manner,  with  4 
per  cent,  grades,  26  feet  between  shoulders,  and  an  18- 
foot  concrete  pavement.  The  cost  of  the  Toronto- 
Hamilton  section  will  be  about  $800,000  and  the  work 
is  to  be  completed  next  year  (1916).  Other  portions 
of  the  highway  are  now  under  consideration,  and  the 
linking  up  of  the  entire  trunk  highwav  is,  we  believe, 
merely  a  matter  of  reasonable  growth. 

The  system  of  management  provided  for  this  class 
of  road  is  somewhat  unique.  A  main  road  is  inter- 
preted as  one  running  directly  between  two  im- 
portant terminal  points  or  cities,  and  therefore  passing 
through  a  series  of  municipalities.  Such  series  of 
municipalities  may  petition  the  Provincial  Govern- 
ment for  construction  as  a  Main  Road;  and  if  the  peti- 
tion is  endorsed  by  three-quarters  of  the  municipal- 
ities affected,  the  Government  will  make  surveys,  pre- 
pare specifications  and  appoint  a  special  board  of 
Commissioners  to  take  charge  of  the  construction  and 
maintenance  of  the  road.  The  cost  in  the  engineer's 
report  is  apportioned  among  the  municipalities  bene- 
fited, (the  Government  contributing  40  per  cent.)  and 
the  Commissioners  then  act  as  a  Court  of  Revision  to 
hear  the  appeal  of  any  parties  afl:'ected  as  to  the  en- 
gineer's apportionment  of  the  cost.  The  Commission 
may  confirm  or  revise  the  engineer's  report,  and  un- 
less a  majority  of  the  municipalities    then  petition 
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against  the  work,  tlie  Commission  is  authorized  to 
proceed  with  construction. 

Classification  in  Ontario 

It  will  thus  be  seen  that,  in  the  Province  of  On- 
tario, the  three-fold  classification  so  desirable  in  road 
organization  is  being  evolved  in  the  following  man- 
ner : 

(1)  Main  trunk  roads  to  be  constructed  and  main- 
tained'by  Special  Commissions,  under  the  guidance  of 
the  Provincial  Highway  Department ;  the  cost  to  be 
met  by  Provincial  subsidy  and  direct  assessment  on 
cities  and  rural  municipalities  benefited. 

(2)  Leading  market  roads,  to  be  under  the  con- 
trol of  county  councils,  subject  to  regulations  and  in- 
spection of  the  Provincial  authorities ;  the  cost  to  be 
met  by  Provincial  subsidy,  and  county  levy  on  all 
assessible  property  within  the  county,  including  cities. 

(3)  Local  feeders,  to  be  under  the  control  of  town- 
ship councils,  and  at  the  expense  of  the  township. 

A  Permanent  Executive  Staff 

A  difference  between  Canadian  and  American 
methods,  with  which  I  have  frequently  been  im- 
pressed, is  the  Canadian  tendency  to  greater  perman- 
ency in  tenure  of  office.  In  the  American  States,  when 
a  change  of  government  takes  place,  a  complete  change 
of  executive  stafif  very  often  follows.  This  unfor- 
tunate political  influence  is  no  doubt  recognized,  and 
the  mass  of  your  citizens  would  desire  to  have  it 
eliminated. 

Under  representative  party  Government,  party  in- 
fluence cannot,  and  if  clean  and  sane,  need  not  be 
wholly  eliminated.  There  is  probably  no  important 
Highway  Department  in  the  world  from  wdiich  poli- 
tics is  wholly  removed.  But  the  party  that  does  not 
recognize  the  necessity  of  a  permanent  executive  force, 
is  blind  to  its  own  best  interests,  as  much  as  to  the 
public  good. 

The  difficulty  would  appear  to  *be  a  failure  in  )'our 
organization  to  distinguish  between  "political"  and 
"executive"  responsibility ;  the  one  framing  and  de- 
termining a  policy,  the  other  carrying  out  that  policy. 
The  purely  political  head  of  a  department  is  part  of, 
and  properly  changes  with  each  new  administration. 
But  the  executive  head  and  staff  should  be  perman- 
ent, if  reasonable  efficiency  is  to  be  secured. 

A  permanent  executive  force,  appointed  "for  life 
and  good  conduct,"  is  the  only  means  whereby  skill, 
experience,  and  definite  knowledge  of  local  conditions 
can  be  brought  into  play.  An  experienced  staff  is  the 
heart  and  soul  of  successful  road  system  of  the  older 
countries,  and  should  be  incorporated  into  the  high- 
way administration  of  this  continent  as  quickly'  as 
possible. 

A  feature  of  even  the  purely  municipal  road  sys- 
tems of  Ontario,  is  the  endeavor  to  create  and  retain 
permanent,  and  therefore,  experienced  men  for  every 
branch  of  the  work.  Public  opinion  in  the  United 
States  wf^uld  do  well  to  insist  nn  Iniilding  up  a 
permanent  executive  force  in  every  l)ranch  of  high- 
way work,  whether  state  or  municipal. 

What  Will  Good  Roads  Mean  to  the  Dominion? 

W'liat  Ciood  Roads  mean  in  point  of  present  or- 
ganization has  already  been  outlined.  What  they  will 
mean  of  advantage  to  the  country  might  also  as  readily 
be  appHed  to  the  United  States. 


In  the  Dominion  of  Canada  there  are  about  250,- 
000  miles  of  graded  roads.  Road-building  is  a  slow 
])rocess,  and  in  most  countries  it  has  taken  half  a 
century  at  least  to  provide  adequate  surface  con- 
struction. The  immediate  objective  in  Canada  should 
be  to  substantially  improve  about  16  per  cent,  of  the 
total,  or  40,000  miles,  which  would  carry  the  more 
concentrated  market  or  farm  traffic,  while  about  2  per 
cent,  additional,  or  5,000  miles  should  be  treated  in  a 
trunk  road  basis.  The  total  cost  might  be  approx- 
imately estimated  at  $250,000,000  of  which  about  $50,- 
000,000  has  been  spent.  The  ideal  of  expenditure  to 
be  aimed  at  for  this  work  of  main  road  improvement 
(apart  from  small  repairs  and  maintenance),  would  be 
about  $15,000,000  annually  or  $2  per  capita  of  popula- 
tion. 

This  is  a  substantial  programme  for  a  population 
of  7.500,000  people.  It  indicates  one  reason  why 
road-building  is  a  slow  process — because  it  is  ex- 
pensive. It  means  that  the  work  must  be  distributed 
over  a  term  of  years  and  among  various  adminis- 
trative organizations.  But  so  distributed,  and  looked 
at  from  the  standpoint  of  annual  ability,  the  under- 
taking becomes  less  difficult.  The  total  twenty-year 
cost  of  maintaining  a  household  does  not  worry  the 
average  man — if  his  annual  income  is  sufficient  for 
the  annual  outlay.  Road-building  is  a  continuous 
work ;  if  properly  carried  on,  is  cumulative  in  its 
growth,  and  is  a  question  of  annual  expenditure 
available  to  meet  direct  outlay,  plus  sinking  fund,  in- 
terest and  cost  of  maintenance. 

Saving  in  Transportation 

Canada  is  a  country  of  rich  and  varied  resources. 
But  natural  resources  are  of  value  only  as  they  i\re 
developed.  A  considerable  part  of  the  cost  of  such 
development  is  in  transportation — in  transferring 
goods  from  one  place  to  another.  The  lessening  of  the 
cost  of  transportation,  is  a  measure  of  economy,  of 
national  thrift,  which  will  produce  a  large  return  in 
the  expenditure.  On  this  continent,  the  cost  of  team 
haulage  is  rarely  less  than  25  cents  per  ton-mile  and 
is  sometimes  twice  that  amount.  Under  the  favor- 
able conditions  of  good  roads  in  Europe,  the  cost  is 
reduced  to  between  8  and  12  cents  a  ton-mile. 

The  tonnage  carried  over  the  country  roads  of 
Canada  is  not  readily  estimated ;  but  railway  statis- 
tics show  that  the  total  amount  of  freight  carried  by 
the  railways  and  originating  in  Canada,  is  about  60,- 
000,000  tons.  This,  for  tlie  most  part,  at  one  or  both 
ends  of  the  railway  journey,  must  pass  over  the  wagon 
road.  And  a  considerable  additional  amount,  con- 
sumed locally,  passes  over  the  wagon  road  without 
railway  transportation.  The  average  wagon  haul  for 
farm  and  natural  produce  is  estimated  at  between 
seven  and  eight  miles.  It  is  probably  a  moderate 
assumption  for  Canada  that  a  total  of  not  less  than 
100,000,000  tons  passes  over  the  roads  of  the  country 
with  an  average  haul  of  five  miles.  If  then  the  premise 
is  true  that  good  roads  would  effect  a  saving  of  ten 
cents  per  ton-mile,  an  adequate  system  of  improved 
roads  would  create  a  profit  of  $50,000,000  annually  on 
Ihe  produce  and  merchandise  now  passing  over  them. 

The  time  lost  in  travelling  over  bad  roads  is  very 
great.  It  is  a  fair  estimate  that  bad  roads  occasion  a 
loss  of  a  man  and  team  for  two  weeks  (12  working 
days)  annually  to  the  average  farm.  With  over  700,- 
000  occupied  farms  in  Canada,  this  wasted  time  and 
effort,  if  put  into  road  construction,  would  substan- 

(Continucd  on  page  171 
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Semi-rapid  Transit  Scheme  for  Toronto 

Report  just  handed  into  City  Council  advises  expenditure  of  eighteen 
million    dollars  —  Toronto  not   ready    for   complete  subway  system 


As  a  deliberate  discussion  of  traffic  conditions  and  re- 
quirements in  the  city  of  Toronto  based  on  authoritative 
data  gathered  with  apparently  infinite  care,  no  previous  re- 
port approaches  in  value  that  just  handed  in  to  the  City 
Council  by  Commissioner  of  Works  R.  C.  Harris,  F.  A. 
Gaby,  Chief  Engineer  Hydro-electric  Power  Commission  of 
Ontario,  and  E.  L.  Cousins,  Chief  Engineer  Toronto  Harbor 
Commission.  The  report  takes  cognizance  of  general  con- 
ditions covering  a  very  wide  range  such  as  growth  of 
population;  location  of  factories;  congested  traffic  points; 
vehicular  traffic;  Toronto  Railway  System;  municipal  car 
lines;  Hydro  Radial  possibilities  and  many  other  minor 
factors  which  may  influence  the  transportation  requirements 
of  the  city  of  Toronto  during  the  next  quarter  of  a  century. 
A  rapid  transit  scheme,  in  the  strict  meaning  of  the  term, 
is  not  recommended,  but  three  trunk  radial  entrance  lines 
with  the  necessary  yards  and  terminal  as  shown  in  the  ac- 
companying drawing.  This  recommendation  is  based  on  the 
supposition  (1)  that  the  city  of  Toronto  acquire  the  prop- 
erty of  the  Toronto  Street  Railway  in  1921  and  (2)  that  the 
waterfront  viaduct  will  be  constructed  by  the  Grand  Trunk 
and  Canadian  Pacific  Railways. 

The  recommendations  in  the  report  are  as  follows: 

1.  The  City  of  Toronto  acquire  the  Toronto  Railway 
Company  at  the  expiration  of  the  franchise  in  1921,  and 
thereafter  operate  same  as  a  municipal  railway. 

2.  The  City  should  at  once  make  a  definite  declaration 
of  policy  in  this  regard. 

3.  If  the  decision  be  to  municipalize  the  service,  prepara- 
tory steps  should  immediately  be  taken,  in  order  that  upon 
the  date  of  franchise  expiry,  the  City  may  enter  into  occupa- 
tion and  operation,  without  overholding  tenure  complica- 
tions. 

4.  A  Transportation  Commission  be  at  once  appointed, 
consisting  of  representatives  from  the  City,  the  Toronto 
Harbor  Commission,  and  the  Ontario  Hydro  Electric  Power 
Commission,  so  constituted  as  to  afford  the  City  majority 
representation.  This  Commission  should  be  vested  with  all 
necessary  power  to  plan,  control  and  direct  all  transporta- 
tion and  terminal  facilities  of  every  kind  whatsoever,  (ex- 
clusive of  existing  steam  railways),  including  present  or 
projected  municipal  lines  within  the  corporate  limits  of  the 
municipality,  and  to  prepare  and  arrange  for  the  acquisition 
and  operation  of  the  Toronto  Railway  Company  as  a  muni- 
cipal utility,  upon  expiry  of  the  franchise  rights  of  said 
Company;  the  powers  of  this  Commission  to  be  sufficiently 
inclusive  to  embrace  all  railway  transportation  facilities  as 
aforesaid,  and  to  be  implemented  from  time  to  time  in  order 
to  acQomplish  the  full  intent  of  this  recommendation.  The 
Harbor  Board  and  the  Ontario  Hydro  Electric  Power  Com- 
mission, should  be  represented  upon  this  Commission  in  ex- 
tension of  the  policy  of  Council  already  expressed  in  the 
appointment  of  the  Board  charged  with  the  duty  of  making 
this  report,  and  for  the  same  reasons  which  guided  that 
body  in  the  constitution  of  such  Board,  viz.: — That  the 
future  transportation  facilities  within  Toronto  should  be  co- 
ordinated with  regard  to  thfe  services,  rights  and  holdings  of 
the  bodies  aforementioned,  with  particular  reference  to 
radial  entrance  and  railways,  the  operations  of  the  Harbor 
Commission  as  Trustees  for  the  City,  and  local  street  rail- 
way service  within  the  City  Limits.  The  Ontario  Hydro 
Electric  Power  Commission,  through  their  Municipal  Radial 
Railway  project,  is  at  present  undertaking  the  construction 


and  development  of  some  1,000  miles  of  radial  railways,  with 
Toronto  as  a  main  terminal  focal  point;  the  Harbor  Com- 
mission as  Trustees  for  the  City,  control  the  proposed  east 
and  west  trunk  radial  railway  entrances,  together  with  the 
proposed  terminal  site,  contemplated  team  track  delivery 
yards  and  general  sorting  yard,  while  the  City  has  jurisdic- 
tion over  all  public  streets,  embracing  surface,  elevated  and 
underground  rights.  Even  cursory  consideration,  will  de- 
monstrate the  necessity  of  harmonizing  all  these  interests, 
if  transportation  problems  are  to  receive  adequate  and  ef- 
fective treatment.  This  can  best  be  accomplished  by  the 
creation  of  a  Commission  constituted  as  recommended. 

5.  The  construction  of  the  three  radial  entrance  lines, 
with  necessary  yards  and  terminal,  as  shown  on  Drawing 
No.  18  be  proceeded  with  when  conditions  warrant  and 
finance  permits. 

6.  A  rapid  transit  system  in  the  strict  meaning  of  the 
term  be  not  adopted. 

7.  The  radial  railway  trunk  line  entrances  be  used  for  a 
semi-rapid  transit  service,  as  conditions  warrant,  to  serve  the 
population  in  the  districts  lying  at  present  without  and 
adjacent  to  the  existing  City  Limits. 

8.  It  may  be  necessary  to  procure  legislation  amending 
existing  Acts,  in  order  to  give  effect  to  the  foregoing. 

9.  The  use  of  any  of  the  lines,  yards,  terminals  and  any- 
thing whatsoever,  in  any  way  relating  or  appertaining  there- 
to, by  any  other  railway  than  those  of  the  Hydro  Electric 
Railway  Union  and  the  City,  shall  not  at  any  time  be  per- 
mitted, until  such  railway  shall  have  obtained  the  consent 
of  the  Hydro  Electric  Power  Commission  thereto. 

10.  We  do  not  make  suggestion  as  to  finance  and  re- 
imbursement, feeling  that  this  does  not  lie  within  our  juris- 
diction, but  is  for  each  to  take  up  with  his  respective  prin- 
ciples. 

These  recommendations  are  based  on  certain  conclu- 
sions drawn  by  the  members  of  this  Advisory  Committee  as 
a  result  of  their  researches  and  deliberations.  These  con- 
clusions, in  part,  are  to  the  effect  that  there  is  no  conges- 
tion on  Toronto's  streets  that  cannot  be  relieved  by  a  proper 
utilization  of  existing  surface  lines;  that  an  up-town  term- 
inal is  not  feasible;  that  ample  provision  must  be  made  for 
future  expansion  and  for  co-ordination  of  rail  and  water 
transportation;  also  that  the  present  gauge  on  the  Toronto 
Street  Railway  tracks  must,  for  a  proper  traffic  unification, 
be  reduced  to  standard.  The  following  are  the  conclusions 
in  full: 

Conclusions 

After  detailed  consideration  of  the  various  factors,  en- 
tering into  and  affecting  the  problem  as  hereinbefore  re- 
cited, we  have  concluded  that: 

1.  Additional  civic  car  lines  laid  between  now  and  1921, 
without  the  limits  of  1891,  but  within  the  limits  of  1913, 
will,  after  acquisition  by  the  City,  of  the  Toronto  Railway 
Company  in  1921,  adequately  serve  all  sections  within  the 
present  City  limits;  the  maximum  time  necessary  to  reach 
extreme  destination  being  thirty-five  minutes. 

2.  The  existing  surface  system  of  the  Toronto  Railway 
Company,  if  provided  with  improved  equipment  and  oper- 
ated at  higher  service  efficiency  can  be  made  to  adequately 
serve  the  City  within  the  limits  of  1891. 

3.  As  traffic  officers  become  more  efficient  in  direction 
and  citizens  better  appreciate  the  functions  of  such  officials, 
the  movement  of  rail,  vehicular  and  pedestrian  traffic  will  be 
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greatly  facilitated,  with  consequent  saving  of  time  and  added 
safety  to  all. 

4.  If  a  sufficient  number  of  cars  of  modern  type  were 
provided,  thereby  minimizing  overcrowding  and  the  public 
educated  to  embark  and  debark  with  reasonable  speed,  it 
would  result  in  more  rapid  operation  of  the  railway  system, 
and  the  facilitation  of  other  classes  of  traffic. 

5.  There  is  comparatively  little  congestion  in  Toronto 
streets.  This  may  be  further  minimized  by  regulation  of 
standing  vehicles  on,  and  diversion  of  slow-moving,  heavily 
laden  traffic  from,  main  heavily-trafficked  thoroughfares  in 
the  central  area. 

Radial  Railway  Entrance 

1.  That  the  following  railways  entering  the  outlying 
portions  of  Toronto,  viz: — 

(a)  The  Toronto  &  York  Radial  Railway  embracing  the 


2.  That  the  most  feasible  entrances  from  the  east  and 
west  lie  along  the  waterfront  route.  The  entrance  from  the 
north  may  be  readily  effected  by  subway  construction.  The 
foregoing  conclusions  were  arrived  at  after  careful  recon- 
naissance of  the  possible  routes  of  entrance  for  radial  rail- 
ways, in  the  City  and  its  environs,  and  detailed  survey  of  one 
hundred  and  fifty  miles  of  line. 

3.  From  the  viewpoint  of  economy  of  operation  and 
utility,  it  is  essential  that  the  terminal  be  located  on  the 
axis  of  maximum  movement.  Having  regard  for  the  past 
suggestions  for  an  up-town  terminal,  we  thoroughly  in- 
vestigated this  possibility,  with  the  result,  that  aside  from 
operating  considerations,  the  additional  cost  of  $8,000,000 
embracing  a  four  track  subway  from  the  waterfront  to  Col- 
lege Street,  and  the  erection  of  a  terminal  at  the  latter  point, 
proved  it  unfeasible. 


C/y/c  Cc/r  L/ne^s 

Mumc/po/  Soondari/ 
/fcef/a/  /?a//tv<7y  ^^/i^errrce  s 


Drawin.g  No.  18. 


Metropolitan,  running  north  on  Yonge  Street;  the  Kingston 
Road  line  from  the  Woodbine;  the  Port  Credit  line  from 
Sunnyside;  (b)  The  Toronto  Suburban  to  Lambton,  Weston 
and  Woodbridge,  from  Keele  and  Dundas  Streets,  cannot  hi.- 
considered  rapid  transit  interurban  lines,  as  in  all  cases  they 
operate  mainly  on  the  highway,  at  low  speeds.  The  people 
of  Toron'to  and  the  Province  have  not  had  the  advantages 
of  modern  rapid  interurban  service,  such  as  is  operated  in 
many  parts  of  the  United  States.  When  the  Hydro  Radial 
project  becomes  an  accomplished  fact,  the  system  of  which 
the  section  operating  between  London  and  Port  Stanley  is 
a  happy  augury,  the  entire  population  of  the  Province  will 
derive  therefrom,  tangible  benefits,  which  result  to  a  com- 
munity from  a  modern,  hi^h  speed,  properly  equipped  and 
efficiently  operated  system. 


The  foregoing  indicates  tlie  necessity  for  location  on 
waterfront  route. 

The  same  consideration  applies  also  to  the  location  of 
yards  on  the  waterfront  property,  in  view  of  its  natural 
advantages. 

4.  It  is  prudent  to  make  present  provision  for  future 
expansion  covering  trackage  for  trunk  line  entrances  and 
terminal  facilities,  therefore  the  necessary  sites  should  now 
be  provided  for  ultimate  development. 

5.  That  it  is  necessary  to  make  ample  provision  for  the 
co-ordination  of  rail  and  water  transportation  and  the  proi)cr 
interchange  of  all  traffic. 

6.  Tiie  radial  railway  trunk  lines  shoulcl.  as  tiic  future 

(Continued  on  page  12) 
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The  Quantity  System  of  Estimating 

A  plea  for  a  more  economical  system  of  figuring  the 
Cost  of  Buildings — Make  plans  and  specifications  definite 

By  G.  Alexander  Wright 


The  ever-increasing  amount  of  unproductive  time,  and 
usually  money,  which  contractors  are  called  upon  to  expend 
in  preparing,  gratuitously,  quantities,  as  well  as  prices,  often 
for  an  owner's  benefit,  suggests  that  the  time  has  arfived 
when  all  concerned  should  take  up,  and  seriously  consider, 
the  possibility  of  adopting  a  modern  and  more  sensible  sys- 
tem of  estimating,  such,  for  example,  as  has  been  long  in 
successful  operation  in  older  communities.  Not  a  mere 
copying  of  such  methods,  for  I  advocate  the  creation  of  a 
standardized  method  of  our  own — an  American  system,  prac- 
tical above  all  things;  a  system  that  will  be  in  line  with  our 
otherwise  progressive  building  methods;  a  system  that  shall 
l)e  clear  and  accurate,  and  that  shall  stand  for  square  deal- 
ing between  contractor  and  owner — in  short,  a  system  that 
shall  give  every  man  his  due,  no  more  and  no  less;  a  pro- 
gressive system,  free  from  the  defects  of  other  systems, 
such  as  unnecessary  elaboration,  and  yet  one  that  will  reveal 
to  the  bidder,  at  a  glance,  the  actual  quantity  of  material 
and  labor  in  a  structure,  in  any  individual  trade.  When  bid- 
ders are  invited  to  submit  bids,  they  are  theoretically  asked, 
of  course,  to  submit  competitive  prices,  but  in  actual  practice 
their  bids  are  based  upon  competitive  quantities,  before  the 
competition  in  prices  commences;  which,  in  my  opinion,  is 
as  unjust  to  the  contractor  as  it  is  ridiculous.  A  building 
can  only  contain  a  certain  amount  of  material,  and  no  amount 
of  figuring  by  contractors  against  each  other  can  majce  that 
quantity  any  more  or  any  less.  Where,  then,  is  the  sense  in 
a  dozen  or  more  general  contractors  competing  against  each 
other  in  taking  quantities?  One  or  more  bidders,  through 
being  hurried,  or  being  unable  to  take  off  the  quantities  accur- 
ately, leaves  something  out.  What  happens?  Their  bids  are 
consequently  low,  and  the  owner  benefits,  at  the  low  bidder's 
expense,  whilst  the  competent  or  more  careful  bidder  loses 
the  job,  because  his  quantities  are  more  accurate,  or  because 
there  may  have  been  room  for  uncertainty  when  figuring  the 
plans  and  specifications. 

Antiquated  Estimating  Practices 

Not  long  ago,  a  general  contractor  (whom  I  have  known 
over  twenty  years)  told  me  that  if  contractors  figured  to  do 
competitive  work  just  exactly  as  plans  and  specifications 
called  for,  a  man  would  not  get  "one  job  in  fifty."  Now,  if 
this  is  true,  and  personally  I  believe  it  is,  there  is  something 
very  rotten  in  our  methods.  In  my  judgment  it  lies  in  our 
antiquated  estimating  practices. 

Those  of  us  who  know  something  of  the  unsatisfactory 
conditions  under  which  bidders  are  often  obliged  to  figure, 
time  after  time  without  result,  have  realized  that  hundreds 
of  thousands  of  dollars  in  time  and  money  are  taken  from 
contractors'  pockets  every  year,  simply  because  they  do  not, 
so  far,  limit  competition  between  themselves  to  the  matter 
of  prices.  They  go  on  competing,  and  I  suggest  gambling, 
with  each  other  as  to  the  quantity  of  material  a  building  will 
take,  whereas  I  contend  that  that  is  a  question  of  fact,  and 
that  competition  in  the  quantities  between  contractors  never 
can,  and  never  will,  in  any  way,  change  the  fact  that  a  cer- 
tain fixed  quantity  of  material  and  labor  is  necessary  to  do 
every  job.  There  can  be  no  legitimate  competition  in  taking 
off  quantities  of  materials,  except  that  unfortunate  competi- 
tion which  bidders  make  themselves  when  they  take  off  too 
much,  or,  as  too  often  happens,  too  little. 

The  legitimate  competition  can  only  come  in  where  one 
man  can  handle  a  job  better  than  another,  or  one  man  may 


have  some  advantage  over  another  in  buying,  and  so  forth. 
All  this  kind  of  competition  is  legitimate  enough,  but  it  must 
be  obvious  that  no  amount  of  figuring  can  reduce  the  real 
quantity  of  material  which  a  building  will  take,  and  so  my 
contention  is  that  it  would  be  proper  and  fair  to  start  all 
bidders  figuring  upon  the  same  basis,  by  furnishing  each 
with  a  schedule,  or  bill  of  quantities,  showing  accurately  and 
clearly  the  different  quantities  and  kinds  of  materials  which 
the  bidder  is  invited  to  figure  upon;  and  ^ven  then  there 
would  be  plenty  of  competition  left,  in  placing  profitable 
prices  against  each  item. 

Present  Method  Wasteful 

Our  present  method  (or  rather,  want  of  method)  in  esti- 
mating, and  the  rapid  strides  being  made  in  construction,  are, 
as  I  have  said,  forcing  upon  the  contractor,  more  and  more 
every  year,  an  increasing  waste  of  time  and  money  in  figur- 
ing out  quantities.  This  senseless  waste  and  competition 
cannot  go  on  for  ever.  It  has  already  brought  men  to  bank- 
ruptcy all  over  the  country,  and  has  often  prevented  the 
making  of  a  proper  and  legitimate  profit  among  those  who 
do  succeed  in  keeping  their  heads  above  water. 

This  is  a  live  question,  and  it  deserves  the  earnest  con- 
sideration of  all  contractors'  associations  and  architectural 
societies  from  the  Atlantic  to  the  Pacific  Coast. 

No  new  or  untried  principle  is  involved.  It  is  simply 
that  of  a  definite  quantity  of  work,  for  a  definite  amount  of 
money.  In  substance  the  owner  says,  "I  want  this  quantity 
of  work  done.  The  drawings  and  specifications  show  you 
how  this  quantity  of  work  is  to  be  assembled  or  put  together: 
Now,  tell  me  how  much  money  will  this  cost?  I  want  you 
to  do  the  quantity  of  work  called  for;  no  more,  no  less." 

At  present,  the  successful  bidder  often  says,  in  effect,  to 
an  owner,  "I  will  erect  your  building  according  to  plans  and 
specifications,"  but — mentally — he  says,  "I  do  not  figure  that 
it  will  take  as  much  flooring,  concrete,  plastering  or  painting 
as  my  competitors  think  it  will!"  Let  me  ask.  Is  this  a  pro- 
per or  fair  competition  between  contractors  themselves?  Is 
it  fair  to  their  own  interests?  There  is  only  one  individual 
who  stands  to  gain  anything  under  such  imperfect  methods, 
the  owner,  and  not  always  he. 

It  may  be  stated  that  the  Quantity  System  is  equally 
applicable  to  engineering  works,  such  as  railroad  work,  sew- 
erage disposal  schemes,  canals,  pumping  stations,  etc. 

Before  proceeding  to  a  further  consideration  of  this  sub- 
ject, I  may  be  pardoned  perhaps  for  expressing  the  opinion, 
after  having  had  over  twenty  years'  intimate  experience  with 
the  workings  of  the  Quantity  System  of  estimating,  and  over 
another  twenty  years  in  San  Francisco  (without  any  such 
system),  that  I  know  of  nothing  in  connection  with  the  work 
of  the  contractor  that  would  be  more  beneficial  than  the 
adoption  of  some  equitable  recognized  system  of  estimating 
upon  bills  of  quantities,  and  these  latter  would  be  equally 
valuable,  whether  sub-contracts  were  eventually  let  or  not. 

It  is  not  the  idea  that  we  accept  the  methods  of  any  par- 
ticular country — the  author  hopes  he  is  too  much  of  an 
American  citizen  to  suggest  that — but  where  contractors  in 
older  communities  favor  a  certain  system  to  the  exclusion 
of  the  very  thing  we  practise  here,  then  I  suggest  that  we 
might  well  stop  for  a  moment  and  take  notice  of  what  is 
being  done.  For  example,  in  the  year  1909  a  conference 
was  held  in  Great  Britain  between  the  National  Federation 
of  Building  Trade  Employers,  the  Institute  of  Builders  and 
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the  London  Master  Builders'  Association,  and  a  resolution 
was  adopted  recommending  contractors  who  were  members 
of  these  powerful  organizations  to  decline  to  bid  in  competi- 
tion against  each  other,  unless  bills  of  quantities  were  sup- 
plied for  their  use  at  the  owner's  expense.  A  deputation 
from  these  contractors'  organizations  afterwards  attended 
before  the  principal  body  of  architects,  who  promised  to  fur- 
ther the  aims  of  the  contractors  as  far  as  was  within  their 
power;  and  to-day  the  Quantity  System  is  in  full  operation, 
not  only  in  the  case  of  private  owners,  but  in  all  building 
work  for  government  and  municipal  authorities,  and  upon  the 
principle  that  it  is  impossible  to  obtain  accurate  bids  without 
accurate  quantities. 

There  must  be  some  good  reason  for  all  this,  and  I  sug- 
gest that  it  is  worth  consideration  by  any  body  of  men, 
architects  or  contractors,  who  are  endeavoring  to  get  and  to 
do  better  work,  and  thus  elevate  the  building  business  to  the 
honorable  position  which  it  is  entitled  to  occupy,  and  to  bring 
about  such  conditions  as  will  cause  owners  to  hold  the  com- 
petent architect,  as  well  as  the  contractor,  in  higher  esteem, 
and  not  regard  him,  as  is  too  often  the  case  now,  with  sus- 
picion. 

Existing  Conditions 

Now  let  us  consider,  for  a  moment,  a  few  of  the  disad- 
vantages of  existing  methods: 

First — The  time  usually  given  for  figuring  is  far  too 
short  for  the  accurate  taking  off  of  quantities,  in  addition 
to  the  pricing  and  figuring  out  of  the  many  items.  A  bidder 
usually  has  contract  work  in  progress,  and  other  matters  to 
be  attended  to  during  the  daytime;  other  plans  are  to  be 
figured  by  a  certain  time,  and  but  little  can  be  accomplished 
in  the  eight-hour  working  day,  and  so  advantage  must  be 
taken  of  the  night  hours,  sometimes  all  night,  and  even  Sun- 
days (as  I  happen  to  know),  and  any  other  time.  Only  those 
who  have  worked  under  these  conditions  and  over  blue  prints 
at  night,  hour  after  hour,  taking  ofif  items,  can  appreciate 
the  many  difficulties,  pitfalls,  and  liability  to  error  through 
figuring  against  time,  after  the  real  work  of  the  business 
day  is  over.  But  the  plans  must  be  returned  first  thing 
in  the  morning,  or  the  bid  must  be  in  by  a  certain  hour  the 
next  day.  Nothing  but  hurry — hurry — hurry.  In  not  a  few 
cases  more  information  is  necessary?  something  is  not  quite 
clear.  The  plans  and  specifications  do  not  agree  on  some 
point.  Which  is  right?  There  is  no  time  to  find  out,  the 
only  person  who  can  enlighten  you  is  asleep,  perhaps,  while 
the  careful  estimator  is  burning  the  midnight  oil,  and  wrestl- 
ing with  problems  which  can  be  avoided  and  entirely  elim- 
inated under  a  more  modern  system  of  estimating. 

Again,  the  careful  bidder  who  honestly  tries  to  get  in 
all  the  items,  and  figures  to  do  the  work  as  called  for,  is  fre- 
quently beaten  by  a  less  competent  bidder,  who  forgets  some- 
thing, or  who,  maybe,  is  willing  to  take  a  chance  anyway, 
in  order  to  get  the  job.  True,  omissions  in  lists  of  materials 
are  sometimes  unavoidable,  under  existing  methods,  which 
unfortunately  aim  at  speed  rather  than  accuracy. 

It  is,  to  say  the  least,  disappointing  to  a  careful  bidder 
on  a  large  job  to  find  his  bid  just  above  the  lowest,  and  after 
the  low  man  has  signed  up  the  contract,  it  develops  that 
the  painting,  or  some  such  item,  was  left  out.  This,  how- 
ever, could  not  occur  with  the  Quantity  System. 

This  is  no  overdrawn  picture,  as  I  know  from  personal 
experience.  The  competent  bidder  who  gets  in  all  his  items 
to-day  is-usually  under  a  disadvantage,  unless  he  happens 
to  be  figuring  against  men  of  his  own  stamp.  Meanwhile,  il 
would  appear  that  the  chances  are  in  favor  of  the  owner, 
most  of  the  time,  and  it  seems  to  be  a  case  of  "heads  I  win, 
tails  you  lose."    Surely  it  is  time  there  was  a  change. 

The  existence  of  present  conditions,  whilst  much  to  be 
regretted,  is  due  to  a  blind  continuance  of  early-day  custom. 
It  is  in  no  way  up  to  date,  nor  conducive  to  progress,  nor 


to  that  business  success  to  which  a  bona  fide  contractor  is 
entitled.  It  is  entirely  unsuited  to  modern  construction  and 
modern  methods.  The  tallow  candle,  years  ago,  was  a  great 
invention,  but  how  many  of  us  would  light  our  homes  to-day 
by  this  method?  And  yet  our  estimating  methods  of  to-day 
date  from  the  same  identical  period  as  the  tallow  candle. 
Other  countries  have  long  ago  graduated  from  such  primitive 
methods,  but  we  are  content  to  stand  still,  and  we  are,  in 
this  respect,  away  behind  the  times.  It  seems  to  be  almost 
inconceivable  that  shrewd  business  men  are  still  willing  to 
spend  their  time,  all  going  over  the  same  ground,  figuring 
against  each  other  on  quantities,  knowing  all  the  time  that 
they  are  all,  save  one  (and  sometimes  even  that  one),  simply 
wasting  their  time.  By  the  adoption  of  some  sensible  system, 
all  this  quantity  taking  could  be  done  by  one  competent 
person. 

The  great  difference  we  find  in  bids  arises,  in  my  opin- 
ion, not  so  much  in  the  prices  or  money  values  placed  against 
the  quantities,  as  it  does  from  errors  in  the  quantities  them- 
selves, the  accurate  preparation  of  which  calls  for  special 
training  and  continuous  concentration  of  mind,  which  the 
busy  contractor  of  to-day  can  seldom  find  time  to  acquire. 

Now  we  will  investigate  a  bill  of  quantities,  such  as  we 
are  considering.    What  is  it?    and  how  is  it  used? 

First  of  all,  it  is  a  document,  handed  free  of  expense  to 
each  bidder,  lithographed  or  similarly  duplicated,  in  order 
that  all  bidders'  copies  may  be  exactly  alike.  It  will  contain 
everything  which  it  is  essential  for  a  contractor  to  know 
when  making  up  a  figure,  with  a  separate  section  for  each 
trade,  such  as  excavation,  concrete,  brickwork,  and  so  forth. 
A  general  summary  is  provided  at  the  end  of  the  bill,  in 
which  is  entered  the  net  cost  of  each  trade;  this  summary 
is  footed  up,  the  profit  the  bidder  expects  to  make  is  added, 
plus  the  cost  of  the  quantities,  the  result  being,  of  course, 
the  amoimt  of  the  bid. 

The  methods  of  measurement  must  conform  to  the  stand- 
ards used  by  each  individual  trade,  and  through  the  bill  the 
greatest  care  is  taken  to  have  everything  systematized;  all 
cubic,  square  and  lineal  feet,  and  numbers  of  items,  will  be 
found  all  together  under  their  respective  heads.  In  this  way, 
immediate  reference  may  be  made  to  any  item  required,  even 
though  the  entire  bill  may  contain  hundreds  of  items,  and  so 
every  item  has  its  proper  place — nothing  is  left  to  chance. 
Detail  sketches  also  appear  in  the  margins  whenever  neces- 
sary, to  show  a  bidder  at  a  glance  what  is  required.  These, 
as  we  know,  are  of  more  value  to  an  estimator  than  the  long- 
written  descriptions  one  sometimes  finds  in  specifications. 
The  keynote  of  the  Quantity  Surveyor  is  accuracy.  In 
going  through  the  drawings  and  specifications  he  has  come 
across  all  those  doubtful  questions  which  always  crop  up 
when  figuring  under  present  methods.  He  will  have  taken 
them  all  up  with  the  architect,  and  adjusted  them,  before  the 
quantities  are  handed  to  bidders,  so  that  everything  is  all 
plain  sailing. 

Keynote — Accuracy 

Nothing  is  "near  enough"  for  a  Quantity  Surveyor — he 
scrutinizes  every  part  of  the  work  closely,  clears  up  any 
doubts,  or  anything  capable  of  a  double  interpretation,  and 
his  work  leaves  no  loopholes  for  either  the  owner,  the  con- 
tractor or  the  architect  to  take  advantage  of.  The  result 
is  that  it  is  seldom  necessary  for  a  bidder  to  ask  questions 
of  the  architect  when  making  up  a  figure.  If  he  should  wish 
to  do  so  probably  he  would  be  referred  to  the  surveyor,  who 
is  familiar  with  every  minute  detail  of  the  work. 

Further,  and  right  here,  lies  one  of  the  greatest  ad- 
vantages of  the  Quantity  System.  It  is  not  necessary,  ex- 
cept in  a  general  way,  for  a  bidder  to  study  the  drawings 
and  specifications  at  all,  and  he  certainly  does  not  have  to 
figure  them.  He  simply  prices  the  bill  of  quantities,  and, 
in  these  days  of  hurry  and  bustle,  this  is  as  much  as  a  con- 
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tractor  can  be  expected  to  do  for  nothing.  This  enables 
the  competent  contractor  (the  one  who  has  unit  prices  at 
his  finger  ends)  to  make  up  a  bid  for,  say  a  $100,000  build- 
ing, in  a  few  hours,  and  he  has  the  satisfaction  of  knowing, 
when  the  unit  price  is  placed  against  each  item,  that  nothing 
has  been  forgotten;  in  other  words,  he  only  contracts  to 
furnish  so  much  material  and  labor — and  surely  this  is  abso- 
lutely right  in  principle.  Good  reasons  exist  why  the  general 
contractor  should  have  faith  in  his  own  judgment  and  ac- 
custom himself  to  price  items  in  every  trade  which  goes  to 
make  up  the  building  business.  It  is  the  only  consistent 
method  of  estimating,  for  anyone  who  claims  to  be  a  general 
contractor.  Experience  has  taught'  most  competent  men 
that  it  pays  to  do  it.  The  mere  getting  together  of  figures 
from  sub-bidders,  and  footing  up  the  totals  of  the  lowest,  is 
not  estimating  at  all.  That  is  mere  schoolboy  work.  How- 
ever, I  am  led  to  believe  that  this  is  now  the  exception 
among  general  contractors  in  San  Francisco  rather  than  the 
rule.  The  ideal  contractor  is  the  one  who  makes  up  his  own 
estimates,  and  not  he  who  is  dependent,  for  any  reason,  ui)on 
sub-contractors,'  who  thus  become  the  real  estimators.  If 
every  general  contractor  would  keep  a  prime-cost  book  of 
all  trades,  and  quantities  were  supplied  to  him,  he  would 
soon  be  in  a  position  to  give  a  fairly  close  figure  upon  any 
sized  structure,  without  first  taking  sub-bids,  and  this  I 
suggest  is  the  most  consistent,  satisfactory,  and  profitable 
method  to  pursue,  when  bidding  upon  work  as  a  whole;  but 
of  course  it  requires  care  and  experience. 

Further,  one  of  the  greatest  arguments  in  favor  of  letting 
contracts  as  a  whole  is,  of  course,  the  fact  that  a  general  con- 
tractor has  the  ability  to  figure  all  trades  in  his  own  office, 
and  that  he  knows  how  to,  and  will  supervise  the  work  of 
sub-contractors,  if  any.  If  architects  can  be  assured  of  this 
being  done,  it  would  be  better  for  all  concerned. 

In  general  practice  I  believe  the  accuracy  of  the  bill  of 
quantities  should  be  guaranteed.  Such  a  document  might 
well  be  made  the  basis  of  the  contract,  equally  with  the 
drawings  and  specifications;  if  this  were  done,  the  chief 
cause  of  disputes  between  owner  and  contractor  would  be 
removed. 

This,  I  submit,  is  entirely  logical  and  right — a  certain 
quantity  of  work  for  a  certain  sum  of  money,  the  owner  to 
determine  the  former  and  the  contractor  to  fix  the  latter. 
Surely  this  is  morally  just  and  fair. 

Educating  the  Surveyor 

It  may  be  asked.  Where  are  these  competent  surveyors 
to  be  found?  And  it  would  be  a  natural  inquiry,  as  it  is  no 
part  of  the  duty  of  architects  to  prepare  such  quantities. 
In  fact,  the  relation  of  the  architect  to  the  contractor  should 
precUlde  him  from  having  anything  to  do  with  furnishing 
quantities.  This  should  be  attended  to  by  a  disinterested 
specialist — the  quantity  surveyor.  In  older  countries,  young 
men  of  education  are  now  apprenticed  to  practising  survey- 
ors, and  it  has  become  a  recognized  profession.  Years  ago 
these  quantity  surveyors  frequently  came  from  the  ranks 
of  the  architects;  others  possessing  the  necessary  education 
were  possibly  contractors,  building  superintendents  or  esti- 
mators. I  have  known  contractors'  representatives  who 
commenced  life  in  the  workshop,  who,  after  securing  the 
advantages  of  special  training,  made  experienced  and  very 
competent  quantity  surveyors.  There  must  be  a  beginning 
to  everything,  and  dovibtless  there  are  many  men  in  this 
country  who,  after  some  little  training  in  the  technique  of 
this  work,  should  make  reliable  quantity  surveyors.  The 
principal  qualifications  are  honesty  of  purpose  and  a  know- 
ledge of  architecture  and  construction.  The  surveyor  should 
be  a  neat  draughtsman  and  have  actual  experience  in  con- 
ducting building  operations.  He  should  possess  the  ability 
to  readily  detect  discrepancies  or  conditions  which  might 


give  rise  to  misunderstanding  during  construction,  and  last, 
but  not  least,  the  necessary  mentality  to  act  disinterestedly. 
He  must  do  what  is  right  in  measuring,  as  between  the 
contractor  and  the  owner.  The  usual  custom  is  for  the  archi- 
tect to  furnish  the  quantity  surveyor  with  a  set  of  the  draw- 
ings and  a  draft  specification,  and  the  latter  then  commences 
work  in  his  own  offices.  During  this  period  the  architect 
and  surveyor  are  in  frequent  consultation,  to  the  end  that 
all  uncertainties  are  cleared  up  and  adjusted  upon  the  draw- 
ings and  specifications.  In  short,  no  effort  is  spared  to 
obtain  clearness  and  accuracy  before  bidders  commence 
figuring. 

Such  uncertainties  are  bound  to  crop  up;  they  are  un- 
avoidable. They  nevertheless  perplex  the  contractor  when 
he  is  figuring,  and  his  foreman  on  the  job,  and  create  un- 
necessary trouble  and  sometimes  bitter  disputes;  and  then, 
in  such  cases,  one  of  the  parties  to  the  contract  is  usually 
a  loser. 

Bill  of  Quantities 

Now  that  we  have  briefly  considered  the  qualifications 
of  a  quantity  surveyor,  let  us  take  note  of  what  the  prepara- 
tion of  a  bill  of  quantities  involves.  It  may  well  be  said 
that  during  the  last  forty  years  it  has  been  brought  to  a 
mathematical  science,  and  yet  it  is  really  surprising  what  a 
vague  idea  exists  concerning  the  methods,  objects  and  uses 
of  the  Quantity  System.  The  fact  remains,  however,  that 
where  the  system  has  been  adopted,  responsible  contractors 
refuse  to  figure  without  it.  Some  day  that  will  be  the  atti- 
tude of  contractors  in  this  country — when  they  fully  realize 
the  folly  of  wasting  their  time  and  money  in  competing 
against  each  other  on  quantities  as  well  as  on  prices. 

But  to  return:  Three  distinct  processes  are  involved,  and 
each  process  calls  for  different  operations. 

First — "Taking  off"  and  entering  every  item  (or  "dimen- 
sion," as  it  is  called)  upon  the  dimension  sheets.  This  is 
always  done  in  exactly  the  same  order,  in  every  building; 
no  dimension,  however  small,  is  omitted — no  guess-work  of 
any  kind  is  permitted.  The  exact  location  in  the  building 
of  every  dimension  taken  is  carefully  noted,  and  every  figure 
or  note  taken  is  carefully  preserved  for  future  reference. 

It  is  impossible  to  illustrate  here  the  work  in  detail  in- 
volved in  taking  off  each  trade,  but  the  following  may  serve 
to  show  the  general  idea:  Let  us  follow  a  surveyor  for  a 
moment  in  taking  of?  his  dimensions  for  a  few  items  of — 
we  will  say  common  brick  work.  He  always  commences 
taking  dimensions  at  the  same  point  on  each  floor  plan; 
every  length  of  wall  from  one  angle  to  the  next  is  measured 
separately  and  the  dimensions  entered  in  "waste,"  as  it  is 
termed.  We  will  assume  that  it  takes,  say,  fourteen  dimen- 
sions, and  their  locations  are  permanently  recorded,  footed 
up,  and  the  total  lineal  feet  is  then  placed  immediately  be- 
low this,  and  a  line  drawn  across  the  column  to  separate 
it  from  the  next  item.  The  dimension  is  squared,  i.  e.,  the 
number  of  square  feet  these  figures  represent  is  figured  out. 
and  opposite  to  the  total  we  find  a  description,  thus,  for 
example:  21-inch  wall  of  standard  common  brick  work  laid 
up  with  lime,  mortar  and  Portland  cement,  gauged  three  to 
one,  pointed  with  flat  joints  one  side  for  whitewash  and 
raked  out  the  other  side  for  cementing. 

In  good  practice  it  might  be  best  to  give  the  number  of 
square  feet  superficial  of  wall,  and  give  the  thickness.  The 
same  method  is  adopted  with  each  storey,  with  its  varying 
thicknesses  of  walls,  every  dimension  being  entered  in  pre- 
cisely the  same  order,  with  its  particular  location  noted. 

Then  we  come  to  deduction  of  openings.  Those  with 
inside  and  outside  reveals  (as  in  the  case  of  box-frame  win- 
dows) are  taken  separately,  door  openings  the  same.  Those 
of  one  size  and  one  thickness  of  wall  are  "timesed,"  as  we 
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say,  and  entered  in  the  dimension  column,  so;  "Ddt.  9/3  feet 
9  inches  x  7  feet  13  inch  outside  wall,  fifth  floor." 

Then  should  follow  an  item,,  "extra  labor,"  to  so  many 
8-inch  common  brick  segment  arches  in,  say,  three  half- 
brick  row-locks  to  4-foot  6-inch  openings  with  3-inch  rise 
in  8-inch  wall,  include  for  cutting  skewbacks,  etc.,  and  for 
woodturning  piece  and  setting  and  striking.  In  case  richer 
mortar  was  specified  for  arches,  it  would  be  so  stated,  and 
the  proportions. 

When  rough  cutting  to  brick  work  is  required,  every 
square  foot  of  it  would  be  measured.  Brick  work  in  foot- 
ings or  foundations,  or  walls  below  ground  or  at  unusual 
heights,  should  be  all  segregated  and  given  separately,  with 
full  descriptions. 

Such  items  as  the  following  are  then  taken  by  the  square 
yard  or  square  foot — viz.,  selected  common  brick  facing.  If 
joints  are  struck  and  cut  (as  face  work),  it  is  taken  as  a  sep- 
arate item,  as  should  be  the  case  with  any  portions  that  are 
to  be  pointed  with  special  or  colored  mortar.  Cementing 
by  the  square  yard  if  on  ordinary  plain  surfaces,  but  if  in 
widths  of  12  inches  or  under,  then  this  is  separated  and  taken 
by  lineal  foot;  should  this  work  occur  on  circular  surfaces, 
it  would  be  so  described,  kept  separate,  and  the  radius  given. 
Lineal  dimensions  are  taken  of  all  rough  splays  and  cham- 
fers, flues,  pointing  to  flashings,  projecting  courses,  with 
the  number  of  mitres,  splays,  or  stops  in  same;  brick  sills, 
with  the  returns,  are  numbered,  if  any.  The  labor  of  form- 
ing quoins,  square  or  splayed,  and  (in  certain  cases)  the 
lineal  feet  of  plumbing  angles  and  reveals,  might  be  taken, 
also  leveling  up  for  joists,  bond  iron  and  the  like. 

The  foregoing  applies  to  common  brick  work,  as  before 
stated.  Now,  where  "face"  brick  are  used,  the  entire  sur- 
face of  such  facing  is  measured  by  the  square  foot,  including 
reveals  and  soffits  (but  openings  deducted),  the  kind  of  mor- 
tar and  the  labor  of  pointing  being  given.  Here  would  be 
taken  such  items  as  face  arches.  Fair  cutting  by  the  square 
foot  on  same  principle  as  mentioned  for  common  brick  work. 
Then  come  lineal  feet  of  each  course,  of  which  figured 
sketches  should  appear.  Raking  motildings  or  belts  separate; 
then  follow  the  number  of  external,  internal,  raking,  skew 
or  other  mitres;  also  square  ends,  etc.  (if  any).  All  other 
lineal  feet  items  follow  in  their  proper  order,  and  then  in 
a  similar  way,  concluding  with  numbered  items,  which  would 
be  described  and  (if  necessary)  sketched  in  the  margin.  I 
am  aware  that  this  is  but  a  very  elementary  illustration  of 
the  detailed  method  of  taking  of¥,  but  the  principle  applies 
throughout  every  department,  in  every  trade,  from  the  ex- 
cavator to  the  painter,  but  it  would  be  too  great  an  under- 
taking to  go  fully  into  details  here  in  each  case. 

Surveyors'  quantities  arc  usually  measured  net,  and  it  is 
so  stated  in  the  preamble  of  the  bill — upon  the  understand- 
ing that  the  unit  price  for  each  item  is  to  be  made,  by  the 
contractor,  to  cover  trade  customs,  etc.,  which  differ  in  each 
locality. 

The  before-mentioned  dimension  sheets  arc  usually 
checked  over  with  the  drawings  by  a  second  person,  and 
then  all  totals  are  abstracted;  that  is  to  say,  they  are  trans- 
ferred to  abstract  sheets,  under  separate  headings.  In  this 
way  maoy  similar  items  of  the  same  value  are  colleclid  to- 
gether and  footed  up  and  checked,  'i'liis  reduces  the  num- 
ber of  items  which  appear  eventually  in  the  finished  liill, 
which  is  written  direct  from  those  abstract  sheets,  and  any 
further  sketches  or  descriptions  necessary  for  the  bidder 
to  thoroughly  understand  what  is  required  arc  then  finally 
added.  When  comijleted,  a  sufficient  number  of  copies  of 
these  I)ills  are  lithographed,  or  otherwise  duplicated,  and  a 
copy  is -sent  by  the  surveyf)r  to  the  list  of  prospective  l)id- 


ders,  whose  names  and  addresses  have  been  previously  fur- 
nished him  by  the  architect. 

Advantages  of  Quantity  System 

Some  of  the  advantages  of  the  Quantity  System  of  esti- 
mating to  the  contractor  are  as  follows: 
1.  Saving  of  time  and  money. 
3.  Greater  precision  in  measuring. 

3.  No  uncertainty  as  to  interpretation  of  plans  or  speci- 

fications (the  quantities  should  govern). 

4.  No  visits  to  the  architect's  office  when  figuring,  for 

explanations  or  otherwise. 

5.  No  other  work  is  contracted  for  except  the  quantity 

set  forth  in  the  quantities. 

6.  The  contractor,  if  he  so  desires,  can  check  up  the 

quantities  before  signing  the  contract.  In  an  Ameri- 
can system  of  estimating,  the  quantities  should,  I 
think,  form  part  of  the  contract. 

7.  No  bidder  can  inadvertently  leave  out  anything,  and 

so  in  this  way  arrive  at  too  low  a  figure. 

8.  Not  having  to  spend  time  taking  out  his  quantities, 

the  contractor  has  time  to  attend  to  more  profitable 
business. 

9.  Systematically  arranged  bills  of  quantities  duly  priced 

(whether  work  has  been  secured  or  not)  form  ex- 
cellent data  for  making  future  estimates. 


Semi-rapid  Transit  Scheme  for  Toronto 

(Concluded) 

demands,  and  the  City  extends,  provide  for  the  operation  of 
semi-rapid  transit  lines  to  serve  outlying  districts. 

Rapid  Transit  Lines 

1.  The  streets  in  the  central  area  are  sufficient  to  care 
for  future  traction  and  vehicular  demands,  provided  reason-- 
able  regulations  are  enacted,  and  enforced,  governing 
vehicular  and  pedestrian  traffic. 

3.  Traffic  may  be  much  facilitated  by  an  increase  in 
speed  of  the  existing  Toronto  Railway  units.  This  entails 
improved  equipment,  track,  routing  and  operation,  together 
with  the  adoption  of  up-to-date  loading  and  unloading  facili- 
ties, and  the  much  needed  education  of  the  public  to  embark 
and  debark  speedily-  The  accomplishment  of  this,  together 
with  adequate  extension  of  surface  lines,  will  make  it  possible 
to  travel  from  the  centre  of  the  present  city  limits  within  a 
thirty-five  minute  period. 

We  have  been  assisted  to  the  foregoing  conclusions  by 
the  study  of  Drawings,  Nos.  8  to  15  inclusive,  showing  pre- 
sent volume  of  traffic  with  origin  and  destination,  lines  of 
heaviest  movement,  and  street  traffic  counts. 

3.  In  relation  to  the  matter  of  change  of  gauge,  not- 
withstanding that  almost  every  economic  consideration  de- 
clares against  it,  the  dominant  factor  is  that  of  future 
traffic  unification,  between  radial,  semi-rapid,  and  city  sur- 
face lines,  and  this  is  impossible  without  the  reduction  of  tlie 
present  gauge  from  four  feet  ten  and  seven  eighths  to  four 
feet  eight  and  one-half  inches. 

4.  As  hereinbefore  indicated,  there  is  no  justification 
whatever  for  the  construction,  in  the  City  of  Toronto,  of  a 
rapid  transit  system  in  the  strict  sense  of  the  term. 


The  Confedcralif)n  Construction  Company,  contractors 
on  Section  3,  Wclland  Ship  Canal,  have  ])laced  an  order  with 
M.  Beatty  &  Sons,  Limited,  Welland,  Cut.,  for  six  electric 
hoists.  Two  of  these  are  50  h.p.  with  single  drums,  two  50 
h.p.  with  double  drums,  and  two  35  h.p.  with  double  drums. 
All  are  to  be  used  on  the  new  concrete  handling  plant  which 
the  construction  company  are  building  this  winter  for  use 
on  the  Twin  Flight  Locks  next  spring. 
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The  Toronto -to -Hamilton  Highway 

Forty-mile  concrete  roadway  well  advanced — Advantages  seen 
in  increased  land  values  and  heavier  and  more  frequent  traffic 


Now  that  the  construction  work  of  the  Toronto- 
Hamilton  Highway  Commission  is  closed  down  for  the 
present  season  a  brief  description  of  what  has  been 
accomplished  during  the  past  summer  will  be  inter- 
esting. The  total  distance  is  approximately  forty 
miles,  as  shown  in  the  map  herewith.  Of  this  total 
distance  approximately  seventeen  is  completed,  and  the 
grading  is  done  on  most  of  the  remaining  twenty-three 
miles.  Some  delay  has  been  caused  near  both  the  To- 
ronto and  Hamilton  terminals  on  account  of  the  diffi- 
culty of  coming  to  an  agreement  with  the  municipali- 
ties concerned  on  the  best  location  of  the  roadway.  It 
will  be  remembered  that  this  work  was  undertaken 
very  largely  to  relieve  the  labor  situation  which  existed 
at  the  time  the  project  was  first  outlined,  and  naturally 
the  plans  were  not  as  complete  and  definitely  outlined 
as  would  otherwise  have  been  the  case.  There  is  still 
to  be  determined  the  gradient  at  which  the  road  will 


Fig.  1.— Expansion  joints  are  placed  every  35  ft. 

enter  the  city  of  Hamilton ;  also  the  exact  location 
through  the  municipalities  lying  immediately  west  of 
Toronto.  If  these  matters  can  be  decided  upon  in  time 
for  spring  work  it  is  stated  that  there  should  be  nothing 
to  prevent  the  completion  of  this  highway  in  a  few 
Aveeks — say,  three  months  at  the  latest. 

Considering  that  a  very  large  amount  of  extra  work 
had  to  be  done  that  was  not  covered  in  the  original 
estimates,  splendid  progress  has  been  made  with  the 
roadway  to  date.  As  an  example  of  this  extra  work 
it  may  be  mentioned  that  the  culverts  along  the  way, 
which  were  at  first  reported  to  be  in  a  fair  state  of 
repair,  were  later  found  to  be  unsatisfactory,  and  had 


to  be  replaced  by  permanent  structures.  A  consider- 
able amount  of  extra  work  has  also  been  done  in  the 
towns  and  villages  through  which  the  roadway  passes, 
as,  for  example,  in  Oakville,  where  the  roadway  is 
widened  from  eighteen  to  fifty  feet  along  the  main 
street.  The  same  is  true  to  a  smaller  extent  in  other 
municipalities  through  which  the  roadway  leads. 


Fig.  2.— Time  was  saved  in  iiandling  material. 

That  this  work  has  been  prosecuted  with  consider- 
able vigor  is  indicated  by  the  fact  that  six  mixing 
gangs  were  employed,  one  of  which  on  a  certain  occa- 
sion made  a  record  of  630  lineal  feet  of  18-ft.  roadway 
in  a  twelve-hour  day.  The  average  ran  about  420  feet 
a  day  of  ten  hours  for  each  gang ;  so  that  the  six  gangs 
could  be  depended  upon  to  do  a  mile  about  every  two 
days  under  favorable  working  conditions. 

A  section  drawing  of  the  roadway  is  shown  in 
Fig.  3  herewith.  The  road  is  first  graded  26  ft.  wide, 
perfectly  level,  with  a  ditch  on  each  side,  the  depth  of 
the  ditch  depending,  of  course,  on  the  road  grade.  The 
concrete  roadway  in  general  is  18  ft.  wide,  leaving  a 
4-ft.  strip  at  each  side  between  the  concrete  and  the 
ditch.  This  strip  is,  for  the  most  part,  filled  in  with 
such  earth  as  happens  to  be  most  easily  available.  It 
was  the  original  intention  to  macadamize  these  strips, 
but  the  extra  cost  did  not  appear  to  be  offset  by  suffi- 
cient added  advantages.  This  earth-fill  does  not  in 
general  extend  to  the  very  edge,  a  narrow  berm  of 
some  six  inches  being  left  to  prevent  the  earth  from 
falling  into  the  ditch.  The  concrete  material  is  six 
inches  deep  at  the  edges,  grading  up  uniformly  to 
834  inches  depth  at  the  centre  of  the  roadway.  Com- 
position of  concrete  is  1:13/2:3. 

The  photograph  herewith  illustrates  a  number  of 
interesting  phases  of  the  construction  operations.  The 
mixers  used  were  the  Austin  Cube  machines,  half  yard 
capacity,  one  of  which  is  shown  in  Fig.  7.  This  mach- 


Fig.  3.— Section  of  Toronto-Hamilton  concrete  roadway— 26  ft.  oversfll,  width  of  concrete  18  ft. 
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Fig.  4.— Divided  float  in  use  at  expansion  joint. 

ine  is  supplied  with  a  20-ft.  trackway,  along  which  the 
bucket  carrying  the  concrete  mix  runs,  and  which  can 
be  operated  through  a  wide  angle.  This  arrangement 
allows  of  a  very  even  distribution  of  the  concrete  over 
the  roadway.  Fig.  7  shows  the  men  levelling  the  con- 
crete, after  which  the  proper  grade  is  given  to  it  with 
a  template  or  strikeboard,  also  shown.  Fig.  4  shows 
the  condition  in  which  the  roadway  is  left  by  this 
strikeboard.  It  is  later  smoothed  over  by  hand-floats, 
as  shown  in  the  same  figure. 

Fig.  4  also  shows  one  of  the  expansion  joints.  These 
joints  are  placed  every  35  feet.  A  better  view  is  shown 
in  Fig.  1.  Th.e  expansion  joints  are  approximately  ^4 
in.  thick.  When  the  roadway  is  completed  they  are 
trimmed  off  evenly  with  the  surface  with  a  sharp  spade 
or  other  suitable  tool. 

Fig.  4  also  shows  a  quantity  of  newly  pom-ed  con- 
crete roadway  covered  with  tarpaulin  to  prevent 
drying  out  during  the  early  stages  of  the  setting 
process.  The  practice  followed^  throughout  was  to 
cover  with  tarpaulin  as  soon  as  completed  and  leave 
for  a  few  hours.  The  tarpaulin  was  then  removed  and 
replaced  by  about  two  inches  of  earth,  which  was  kept 
damp  during  the  first  ten  days  and  finally  removed 
after  twenty-one  days,  when  the  roadway  was  opened 
for  ])ublic  traffic. 


Fig.  5.— Bridge  irom  which  men  complete  the  "floating." 

One  of  the  difficulties  in  placing  the  concrete  in  suc- 
cessive sections  in  a  roadway  of  this  sort  is  in  pre- 
serving a  uniform  level  on  both  sides  of  the  expansion 
joint.  On  the  Toronto-Hamilton  highway  this  is  ac- 
complished by  the  use  of  a  divided  tamp,  which  is  fol- 
lowed up  by  a  divided  float.  One  of  these  tamps  is 
shown  lying  on  the  ground  on  the  lower  left-hand  cor- 
ner of  Fig.  1,  and  the  divided  float  is  shown  in  opera- 
tion in  Fig.  4.  In  this  way  a  perfectly  even  surface 
is  obtained,  so  that  there  is  no  jolt  to  a  vehicle  passing 
from  one  section  to  another. 

Another  interesting  feature  of  this  work  is  the  trav- 
elling platform  on  which  the  "floaters"  work,  no  work- 
men being  allowed  to  place  a  foot  on  the  roadway  after 
the  floating  operation  has  been  completed.  This  plat- 
form or  bridge  is  shown  in  operation  in  Fig.  5,  which  is 
a  view  of  the  50-ft.  roadway  being  placed  along  the 
main  street  of  Oakville.  The  bridge  moves  along  on 
rollers  placed  at  each  end  just  outside  the  curb. 

Fig.  2  is  an  interesting  view  indicating  how  time 
was  saved  in  handling  material.  The  box-like  struc- 
ture is  mounted  on  a  flat  car,  and  kept  filled  with 
crushed  stone,  either  from  a  stock  supply  as  shown  in 
the  figure,  or  direct  from  railway  cars  as  brought  in. 
It  will  be  seen  that  the  dump-cars  are  being  filled  two 
at  a  time  from  two  chutes  which  supply  material  from 


Fig.  6.— Plan  of  concrete  roadway  which  will  connect  Toronto  and  Hamilton  through  one  of  the  most  attractive  scenic  districts  in  the  provinc( 
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Fig.  7.— Mixing  and  distributing  machine. 

the  large  bins.  In  this  way  a  trainload  of  dump-cars 
is  loaded  in  less  than  half  the  time  required  to  do  this 
work  by  bucket  and  hoist,  and  the  transportation  capa- 
city of  this  train  is  correspondingly  increased. 

Materials  Supplied 

The  paving  machines  used  are  the  Austin  Cube 
type,  purchased  from  Lecky  &  Collis ;  the  crane  used 
was  supplied  by  the  Brown  Hoist  Company,  of  Cleve- 
land ;  dumping  cars  were  supplied  by  the  Dominion 
Wheel  and  Foundries  Company,  Toronto;  the  engine 
which  operates  the  dump  cars  was  purchased  from  the 
Canadian  H.  K.  Porter  Company,  of  Chicago,  through 
the  Construction  Supply  Company ;  the  wheelbarrows 
used  are  the  Meaford  type,  purchased  through  Wood, 
Vallance  &  Company ;  pumps  for  supplying  water 
along  the  road  are  the  Triplex  type,  manufactured  by 
Smart,  Turner  &  Company,  purchased  through  A.  R. 
Williams ;  the  gasoline  engines  used  on  the  pumps, 
Niagara  Brand  Spray  Company,  Burlington ;  scarifiers 
employed  are  the  Austin  type,  Chicago,  purchased 
through  Mussens  Limited ;  Rogers  and  Canada  cement 
are  both  used  for  concreting ;  wire  reinforcements  were 
supplied  by  the  Standard  Tube  and  Fence  Company, 
Woodstock ;  crushed  stone  by  Rogers  Supply  Com- 
l^any ;  expansion  joints  by  Bird  &  Son,  Hamilton  ;  tools 


Fig.  8.— Scarifier  operated  by  Traction  Engine. 

used  were  bought  from  jobbers  in  general,  or  made 
by  the  Commission. 


Profitable  Year  for  Dominion  Bridge  Co. 

The  large  earnings  on  shell  orders  are  reflected  in 
the  annual  report  of  the  Dominion  Bridge  Company 
for  the  year  ended  31st  October.  The  net  profits  to- 
talled $1,344,347,  an  increase  of  $714,379,  and  the 
largest  recorded.  These  are  after  writing  down  depre- 
ciation on  plant  and  machinery.  ,  After  distributing 
S}i  per  cent,  in  dividends  and  bonus,  a  total  of  $568,- 
750,  paying  $13,910  in  directors'  fees,  tran.sferring 
$204,282  to  reserves,  and  applying  $174,586  to  writing 
down  the  company's  holdings  of  National  Bridge 
stock  to  a  nominal  value  of  $1,  a  balance  of  $382,817 
remained  to  be  added  to  profit  and  loss  account.  Mr. 
Phelps  Johnson,  the  president,  states  that  the  com- 
pany have  a  controlling  interest  in  the  Montreal 
.Ammunition  Company  and  the  Dominion  Copper 
Products  Company.  The  bridge  and  structural  busi- 
ness was  much  better  than  was  anticipated,  the 
volume  of  this  business  entered  the  past  year  being 
86  per  cent,  of  the  business  entered  during  the  preced- 
ing year.  Much  of  this  business  was  secured  at  good 
prices,  as  the  company  was  in  a  position  to  give  ex- 


TORONTO 


sady  more  than  half  completed— Many  heavy  grades  reduced  so  that  maximum  is  4  per  cent.- Six  gangs  building  this  road  at  rate  of  half  mile  a  day. 
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ceptioiial  deliveries  to  those  requiring-  plants  built 
quickly  for  war  business.  The  large  profits  were  due 
chiefly  to  the  fact  that  "a  number  of  large  contracts 
which  had  been  in  progress  for  several  years  were 
fully  completed  and  charged  up  during  the  year,  and 
because  an  exceptionally  large  proportion  of  the  busi- 
ness written  was  completed  during  the  year,  and  the 
profits  accruing"  therefrom  taken  promptly  into  the 
accounts.  There  is  a  marked  revival  in  the  demand  for 
structural  work,  and  it  is  anticipated  that  your  shops 
at  Lachine,  Toronto  and  Winnipeg  will  be  kept  re- 
asonably busy  and  at  satisfactory  prices. 

"Construction  on  the  Quebec  bridge,  in  which  cou- 
tract  your  company  has  a  half  interest,  has  progressed 


favorably  during  the  year.  The  north  cantilever  arm 
is  now  completely  erected  and  the  traveller  is  being- 
taken  down  to  be  used  for  the  erection  of  the  centre 
span.  The  south  anchor  arm  is  also  completely 
erected  and  is  further  advanced  than  was  the  north 
anchor  arm  at  a  corresponding  period  last  year.  Un- 
less the  present  shortage  of  steel  delays  the  manu- 
facture of  the  centre  span,  or  the  Government  should 
curtail  appropriations  for  progress  estimates,  it  is  an- 
ticipated the  steel  work  will  be  fully  erected  next 
season." 

The  company  has  opened  a  London  office  and  en- 
deavored to  secure  new  foreign  business.  One  con- 
tract had  been  executed  for  Madras,  India. 


Handsome  New  Church  for  Moncton,  N.  B. 


The  latest  addition  to  Moncton,  N.B.,  church  build- 
ings is  the  St.  John's  Presbyterian  Church,  erected  at 
the  corner  of  Alma  and  Victoria  Streets.  The  design 
of  the  building  was  in  the  hands  of  Mr.  Hugh  G. 
Jones,  architect,  of  Montreal,  and  the  work  was  car- 
ried out  under  his  supervision. 

The  exterior  walls  are  of  Wallace  brick  and  New- 
castle stone  trimmings.  The  building  is  heated  by  a 
low  pressure  heating  system,  the  air  being  exhausted 
by  a  blower  connected  by  ducts  to  the  front  of  the 
pulpit  platform.  The  lighting  is  electric  with  semi- 
indirect  fixtures.  Seating"  accommodation  is  provided 
in  the  auditorium  for  1,000  people,  while  a  Sunday 
School  at  the  rear  provides  accommodation  for  500.  A 
large  assembly  room  has  a  seating  capacity  of  900, 
with  a  stage  at  one  end  and  men's  and  women's  retir- 


ing rooms  adjoining.  This  hall  is  admirabl}'  suited  for 
the  social  needs  of  the  church. 

The  interior  decoration  and  furniture  was  made 
from  designs  prepared  by  Mr.  Jones.  The  total  cost 
of  the  building  was  $80,000.  E.  B.  Evans  &  Company, 
Montreal,  were  the  general  contractors,  and  the  fol- 
lowing firms  had  sub-contracts :  Roofing  and  sheet 
metal,  Sumner  &  Co.,  Moncton ;  plumbing  and  heat- 
ing, F.  J.  Friedman,  Montreal;  millwork,  Rhodes, 
Curry  Co.,  Amherst,  N.  S. ;  plastering,  A.  W.  Calkins, 
Moncton;  painting",  A.  E.  Metzler,  Moncton;  electric 
work.  Perry  Bros.,  Moncton ;  hardware,  Lariviere, 
Incorporee,  Montreal;  stained  glass,  J.  C.  Spence  & 
Sons,  Montreal;  organ,  Canadian  Pipe  Organ  Co., 
Ltd.,  St.  Hyacinthe,  Que.;  seating  and  furniture,  Ber- 
lin Interior  Llardwood  Co.,  Ltd.,  Berlin.  Ont. 
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Barney  Car  for  Hauling  Wagons  Out  of  Pit 

The  view  shows  a  Barney  car  for  hauling  dirt  wag- 
ons up  to  street  level.  The  use  of  this  car  enables 
wagons  to  take  a  full  load,  and  avoids  the  use  of  a 
snatch  team. 

The  car  runs  on  a  narrow-gauge  track  of  light  rails 
laid  on  the  incline.  The  nose  of  the  car  conies  above 
the  level  of  the  rear  axle  of  the  wagon  and  thus  when 
])laced  behind  the  axle  pushes  the  wagon  up  the  slope. 
A  cable  from  the  front  of  the  car  goes  up  the  incline 


Heavily  built  Barney  Car  for  hauling  wagons  out  of  a  pit. 

to  a  snatch  block  near  the  top,  where  it  passes  through 
the  decking  and  laterally  downward  to  a  hoisting  en- 
gine. The  car,  as  Avill  be  noted  in  the  figure,  is  quite 
heavily  made,  and  the  butting  block  is  Avell  braced 
back  to  the  main  frame. 


Toronto's  Pavement  Work  Slightly  Reduced 

The  following  table  shows  the  quantities  of  the 
various  classes  of  pavement  laid  in  the  city  of  Tor- 
onto during  the  past  year;  also  for  comparative  pur- 
poses the  figures  for  1914: 


1914 
Square 

Class  of  Pavement.  Lin.  ft.  Yards. 
Asphalt   98,032.3  315,594.0 


1915 

Square 
Lin.  ft.  Yards. 
85,262.6  275,661.9 


Bitulithic   14,498.3      43,758.0      15,754.9  50,433.0 

Concrete   15,774.9      26,348.0      14,902.4  20,768.9 

Brick  Block   4,054.2      11,465.0       8,127.4  26,629.8 

Asphalt  Block  

Macadam  

Asphalt  Macadam  ..      1,112.0  3,485.0   

Const,  new  T.  A...      5,058.5       7,252.9       6,730.0  13,518.0 

Recon.  T.  A   18,172.9      33,710.3      23,720.0  47,440.0 

Grading   47,769.0    10,483.7   

Granite  Block   

Treated  Wood  Block      1,443.0       2,440.0  297.7  5,543.6 

Tarvia  Macadam   

Rocmac  Macadam  ..      7,067.1      24,406.0       5,406.8  14,790.3 

Dolarway  

Asphaltic  Concrete  .     13,700.4      48,516.0       2,852.5  7,856.1 


operations  in  this  city  were  sufficiently  active  to  keep 
all  classes  of  labor  well  emi)loyed.  That  this  was  the 
case  is  indicated  in  the  report.  It  is  further  stated  that 
the  outlook  for  the  year  1916  is  very  encouraging,  as 
buildings  to  the  value  of  $250,000  are  already  con- 
templated. Adding  to  this  the  amount  of  construc- 
tion work  which  is  usually  done  during  the  year,  the 
report  concludes  that  there  will  be  ample  employment 
for  all  classes  of  labor. 


Good  Progress  on  St.  Maurice  River  Dam 

Work  on  the  St.  Maurice  River  dam  being  con- 
structed for  the  Quebec  Streams  Commission  by  the 
St.  Maurice  Construction  Company  (contract  sub-let 
to  Eraser,  Brace  and  Company),  has  made  excellent 
progress.  The  site  of  the  dam  is  many  miles  from 
the  railway,  and  the  contractors  intend  to  use  the  river 
for  thirty  miles  for  the  conveyance  of  supplies,  mach- 
inery, etc.,  and  a  standard  gauge  line  for  the  remain- 
ing twenty  miles.  About  one  and  a  half  miles  of  this 
line  has  been  constructed,  and  engines  have  been  run 
on  it.  A  very  large  quantity  of  ties  have  been  cut ; 
the  timber  on  the  whole  right-of-way  has  been  cleared ; 
a  large  amount  of  crib  work  done  ;  a  complete  tele- 
phone system  installed ;  several  log  camps  built ;  and 
terminal  facilities  at  Manouan  crossing  completed.  At 
one  time  the  contractors  had  500  men  on  the  job. 


Printing  Error 

In  our  last  issue,  in  quoting  materials  used  in  the 
construction  of  the  track  platform,  Yonge  Street  Grade 
Separation,  we  stated  that  200,000  cu.  yds.  of  reinforced 
concrete  were  used  in  the  track  slabs ;  this  should 
have  read  2,000  cu.  yds. 


Totals   226,682.6    516,975.2     173,538.0  462,641.6 


Development  of  Canadian  Highways 

(Concluded  from  page  6) 

tially  macadamize  the  leading  market  roads  in  less 
tlian  ten  years. 

National  Progress  and  Production 

I  have  journeyed  in  Northern  Canada,  along  trails 
which,  in  fur  trade,  have  been  used  by  the  Indians  for 
centuries.  A  little  work  in  removing  fallen  trees,  in 
levelling  knolls,  filling  low  places,  or  improving  the 
canoe  landing,  would  have  made  the  portage  infinitely 
less  laborious.  But  year  after  year  the  Indian  has 
travelled  these  routes  in  shiftless  abandonment  to  the 
obstacles  imposed  by  Nature.  As  we  regard  the  im- 
providence of  the  Indian  with  respect  to  his  trails,  so 
those  who  are  accustomed  to  the  splendid  highways 
of  Great  Britain  and  France  look  upon  the  neglected 
and  unimproved  roads  of  this  continent.  They  con- 
sider that  only  a  very  wealthy  country,  improvident 
of  its  resources,  can  progress  under  the  handicap  of 
bad  roads.  Those  who  have  bad  roads  consider  good 
roads  an  expensive  luxur}^.  But  those  who  have  seen 
the  advatitage  of  good  roads,  know  that  good  roads 
are  a  necessitv. 


Building  Activity  in  Sherbrooke,  P.Q. 

A  report  just  issued  from  the  building  inspector's 
office  in  the  city  of  Sherbrooke,  Que.,  indicates  that 
during  the  year  1915  forty-three  building  penuits  were 
issued,  amounting  to  a  total  value  of  $350,000.  Con- 
sidering the  depression  generally  felt  in  all  trades  dur- 
ing the  past  year,  it  is  gratifying  to  note  that  building- 


Standard  Clay  Products  Calendar 

Standard  Clay  Products,  Limited,  of  St.  Johns.  P.  Q., 
and  New  Glasgow,  N.  S.,  are  distributing  a  very  useful  1916 
calendar,  mounted  on  a  background  which  illustrates  various 
phases  of  their  constructional  operations  and  products.  The 
sewer  pipe  plant  of  this  company  is  claimed  to  be  the  largest 
in  Canada. 
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Separate  Manholes  for  Different  Companies 

The  Quebec  Public  Utilities  Commission,  with  the  Do- 
minion Railway  Commission,  sitting  in  Montreal  on  De- 
cember 20,  heard  further  arguments  on  the  question  of  pro- 
\  iding  separate  manholes  for  sigfial 'companies  and  for  light- 
ing and  power  companies  in  the  underground  conduits  be- 
ing constructed  by  the  Electrical  Commission.  This  is  the 
first  time  that  the  Railway  Commissioners  have  sat  jointly 
with  the  Quebec  Public  Utilities  Commissioners,  the  reason 
for  this  innovation  being  that  as  some  of  the  companies 
affected  hold  Dominion  charters,  the  question  of  jurisdiction 
may  not  be  raised  later  in  the  courts.  The  Electrical  Com- 
missioners asked  for  sanction  of  plans  for  sections  6  and  7 
in  the  business  sections. 

The  Montreal  Public  Service  Corporation,  Bell  Tele- 
phone, G.  N.  W.  and  C.  P.  R.  telegraph  companies,  and  others, 
asked  that  separate  manholes  be  constructed,  contending  that 
there  was  danger  of  damage  where  only  one  manhole  was 
made;  on  the  other  hand,  the  Electrical  Commissioners 
argued  that  the  present  system  was  safe  and  that  the  danger 
was  exaggerated. 

Professor  L.  Herdt,  chairman  of  the  Electrical  Com- 
mission, expressed  the  opinion  that  the  best  protection  for 
the  cables  was  to  protect  the  cables  themselves. 

Sir  Henry  Drayton  asked  Professor  Herdt  if  he  had  ever 
known  a  system  of  insulation  that  did  not  break  down.  The 
answer  was  "No."  The  chairman  responded  that  if  they 
had  not  an  insulation  that  would  not  break  down  they  could 
not  say  it  was  safe  to  put  high  potential  wires  near  low  po- 
tential wires.  If  the  Electrical  Commission  were  willing, 
however,  to  take  the  responsibility  for  any  accident,  he  did 
not  see  why  they  should  not  be  given  an  opportunity. 

The  question  also  arose  as  to  the  provisions  of  the  pro- 
vincial statute  governing  the  construction  of  conduits.  It 
was  argued  that  the  statute  required  double  conduits,  and 
Prof.  Herdt  retorted  to  this  that  the  requirements  of  the 
statute  were  "absolutely  obsolete  to-day." 

The  joint  commissions  ordered  their  engineers  to  meet 
the  engineers  of  the  different  companies  af?ected  and  ex- 
amine their  plans.  If  the  terms  of  the  provincial  statute 
needed  amendment  for  safety,  applicatiofi  could  be  made  to 
tlie  Legislature  for  that  purpose. 


Efficient  Pipe  Bender 

We  illustrate  herewith  a  new  pipe  bending  device  in- 
vented by  Mr.  G.  E.  Phillips,  of  the  MacKenzie  Electric 
Company,  engineers  and  electricians,  Sarnia,  Ont.  The 
liasic  principle  on  which  this  bender  works  is  that  the  pipe 
is  pulled  around  a  grooved  form,  of  the  radius  required,  and 
not  forced  into  shape  with  wheels  or  cams.  The  machine 
is  very  simple  in  construction  and  arranged  to  take  the  pipe 
from  the  side,  which  can  be  inserted  or  removed  in  an 
instant.  With  this  bender  it  is  possible  to  make  a  number 
of  bends  on  one  piece  of  pipe — bends  and  offsets  being 
absolutely  perfect. 

The  inventor  claims  a  very  considerable  saving  by  the 
use  of  this  equipment.  On  one  job  alone,  which  required 
all  bends  to  be  4  inches  radius,  it  saved  35  per  cent,  of  the 
time  and  paid  for  itself  just  twice  over.  On  any  job  where 
the  contractor's  time  runs  to  as  much  as  $150  the  price  of 
the  machine  can  be  saved  in  time  gained.  There  is  no 
;.;uess-work  aCout  it.  Pipes  up  to  1  inch  can  be  bent  cold 
and  single  groove  machines  for  work  up  to  2>4  inches  will 
also  be  covered  by  this  line,  but  the  pipe  will  have  to  be 
heated  before  placing  in  the  groove.  This,  however,  will 
give  a  perfect  bend  without  any  flats  or  kinks  whatever. 

The  proper  way  to  rig  up  one  of  these  machine^  is  to 
iiave  a  12  foot  2  inch  plank  12  inches  wide  on  a  collapsible 
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New  pipe  bending  device— the  invention  of  G.  E.  Pliillips,  Sarnia,  Ont. 

pipe  frame.  Put  the  bender  on  one  end  and  the  pipe  vise 
on  the  other.  The  supply  of  conduit  to  be  worked  goes  on 
the  cross-bars  of  the  frame  under  the  bench.  This  helps  to 
keep  the  bench  down  steady  and  the  material  is  within  reach. 
One-half  inch  to  1  inch  bender  weighs  75  pounds  and,  of 
course,  cannot  be  used  otherwise  than  on  a  plank. 

If  the  saving  on  small  jobs  is  so  considerable  it  may 
easily  be  seen  how  efficient  this  machine  would  be  on  a  job 
such  as,  for  example,  the  new  Union  Station,  where  the 
amount  of  bending  required  is  so  considerable.  Two  or 
three  of  these  machines  would  save  hundreds  of  dollars  in 
time  and  in  addition  every  bend  and  ofifset  would  be  perfect. 


The  Martin-Senour  Company,  Limited,  Montreal,  held  a 
sales  convention  from  December  i;!  to  16.  The  sessions  were 
held  at  the  Place  Viger  Hotel  and  at  the  paint  and  varnish 
factories,  the  delegates  being  welcomed  by  Mr.  W.  H.  Gerke, 
the  general  manager.  The  subjects  discussed  related  to  ad- 
vertising, salesmanship,  agencies,  price  lists,  policy,  etc.  On 
December  15  the  usual  "family  dinner"  was  held  at  tlie 
Canada  Club, 
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A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


Every  day  brings  fresh  evidence  that  the  viewpoint  of 
the  Contract  Record  on  certain  vital  questions  that  have 
been  touched  upon  in  previous  issues  under  this  heading- 
coincides  with  the  sentiments  of  thinking  business  men.  It 
is  further  gratifying  to  note  that  even  the  Conservative 
papers  throughout  the  Dominion  are  demanding  an  investiga- 
tion into  conditions  surrounding  various  munitions  con- 
tracts. 

*  *  * 

The  German  prisoners  of  war  at  Montreal  re- 
fused 400  pounds  of  turkey  purchased  for  their 
Christmas  dinner,  ordered  it  taken  away,  and  sent 
for  a  load  of  geese  instead. — Exchange. 
And  I  suppose  the  goose  was  served  them.  What  a  lot  of 
simpletons  we  Britishers  are.     Given  my  way  I  would  have 
served  them  lead  in  place  of  turkey. 

^       ^  ^ 

We  shall  never  sheathe  the  sword  until  Belgium  re- 
covers in  full  measure  all,  and  more  than  all,  that  she  has 
sacrificed,  until  France  is  adequately  secured  against  the 
menace  of  aggression,  until  the  rights  of  the  smaller  nation- 
alities of  Europe  are  placed  upon  an  unassailable  foundation, 
and  until  the  military  domination  of  Prussia  is  wholly  and 
finally  destroyed. — Premier  Asquith. 

The  Minister  of  Finance  hints  at  another  War  Loan  of 
$300,000,000.  Bring  it  along,  Mr.  Minister.  The  Canadians 
will  take  care  of  it  provided  it  is  for  the  benefit  of  the  Em- 
pire.   In  the  words  of  the  song — 

"We  didn't  want  to  light,  but  by  Jingo!  now  we  do 
We've  got  the  men,  we've  got  the  guns,  and  got  the 
money  too." 

*  *  * 

Major-General  Bertram  has  taken  all  the  alleged  sins 
of  the  Shell  Committee  on  his  shoulders  and  gone  south  in 
search  of  new  health.  On  his  way  he  passed  through  Tor- 
onto, where  he  was  able  to  sit  up  and  talk  about  a  column 
and  a  half  to  The  Globe.  Possibly  he  figured  that  giving 
his  side  of  the  story  publicity  through  the  Liberal  organ 
would  leave  it  free  from  partisan  flavor  and  give  the  people 
of  Canada  an  unprejudiced  view  of  a  great  patriot  who  has 
been  misunderstood  and  misrepresented.  Anyway,  he,  by  his 
own  announcement,  stands  before  you  a  man  who  rose  from 
mechanic  to  manufacturer;  who  offered  his  services  to  his 
country  and  was  made  chairman  of  the  Shell  Committee. 
He  awarded  all  the  contracts,  and  was  responsible  for  the 
Committee  in  every  way.  He  alone  awarded  contracts  to 
the  amount  of  $345,000,000,  and  doing  it  made  a  saving  to 
the.  British  War  Office  of  $42,000,000.  And  after  doing  all 
this  he  has  been  criticized!  Do  you  wonder  that  he  picks 
out  a  Grit  newspaper  and  cries  through  its  columns,  "The 
attacks  are  not  fair.     They  are  breaking  my  heart." 

Surely  Sir  Robert  Borden  will  not  allow  that  great 
heart  to  break.  He  has  been  loyal  to  his  country,  to  his 
King,  and  to  Sir  Sam  Hughes.  For  does  he  not  quote  Sir 
Sam's  instructions  "No  politics — no  graft"?  And  do  we  not 
know  out  of  his  own  mouth  that  he  made  them  his  watch- 
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word  and  reply?  And  yet  his  hard-hearted  leader  sits  idly 
by  while  leading  Conservative  papers  like  the  Ottawa 
Journal,  the  Hamilton  Spectator,  and  the  Montreal  Mail 
clamor  for  explanations.  Surely  the  Premier  should  be  able 
to  see  that  a  thorough  investigation  into  the  workings  ol 
General  Bertram's  committee  would  not  only  clear  that  gal- 
lant officer  of  the  attacks  that  are  lireaking  his  heart,  l)Ut 
would  also  prove  once  and  for  all  that  Canada  is  not  and 
never  has  been  the  home  of  the  profiteer.  F'or  to  Canada's 
mind,  as  well  as  to  the  mind  of  the  chairman  of  the  Steel 
Company  of  Scotland,  "there  is  something  al)solutely  re- 
volting in  the  idea  of  anybody  actually  making  profits  out  of 
the  nation's  agony." 

*  *  * 

And  though  General  Bertram  may  be  staggering  south 
with  the  entire  weight  of  the  Shell  Committee  on  his 
shoulders,  it  is  to  Sir  Robert  Borden  and  his  Government 
that  the  public  look  for  explanations.  The  Government 
appointed  the  Shell  Committee,  and  even  if  it  acted  in  behalf 
of  the  Imperial  authorities  and  took  its  instructions  from 
them  it  represented  the  Canadian  Government  in  every 
transaction  in  which  it  took  part.  It  was  the  servant  or 
agent  of  the  Canadian  Government  and  to  its  employer  we 
must  look  for  explanation  of  its  actions. 

■.i^  *  * 

So  far  Sir  Robert  Borden  has  taken  no  action  in  regard 
to  the  matter.  He  was  heard  from  once  in  regard  to  the  F. 
P.  Jones  incident,  or  chapter  of  incidents.  His  Govern- 
ment has  appointed  Sir  Charles  Davidson  as  official  investi- 
gator of  war  contracts,  but  apparently  his  powers  only  ex- 
tend to  contracts  for  materials  to  be  paid  for  out  of  the 
Dominion  treasury.  The  order  in  council  appointing  the 
Commission  reads  "concerning  the  purchase  by  and  on  be- 
half of  Your  Royal  Highness's  Government."  Consequently 
it  would  appear  that  as  the  shells  were  purchased  for  the 
Imperial  authorities  the  shell  contracts  do  not  come  within 
the  scope  of  Sir  Charles  Davidson's  labors.  If  this  inter- 
pretation is  correct  the  Government  is  all  the  more  to  blame 
for  its  silence.  It  was  supposed  that  Sir  Charles,  with  his 
investigations  of  spavined  horses  and  poulticed  drug  bills, 
was  simply  clearing  the  decks  for  the  heavier  work.  Now 
we  are  left  to  believe  that  with  the  "war  baby"  lying  in  its 
unnamed  grave.  General  Bertram  hurrying  south  with  his 
failing  health  and  breaking  heart,  and  Wall  Street  boosting 
stocks  by  reports  of  enormous  war  profits,  no  provision  has 
been  made  for  clearing  the  matter  up  in  any  way  whatso- 
ever. 

What  use,  then,  to  talk  about  taxing  war  profits?  With- 
out an  investigation  how  are  we  to  know  that  there  are 
any  profits  to  tax?  General  Bertram  claims  that  he  got  the 
shells  made  for  $42,000,000  less  than  the  estimates  of  the 
British  War  Office.  Can  it  be  possible  that  his  one  sin 
was  too  much  economy,  and  that  the  impoverished  con- 
tractors are  really  entitled  to  allowances  from,  the  Patriotic 
Fund?  Was  the  man  who  had  a  half  a  million  to  spend  on 
a  plant  with  which  he  offered  to  make  shells  at  cost  really 
asking  more  than  contract  prices?  Are  all  those  'stories 
that  come  from  Wall  Street  simply  attempts  to  sell  a  little 
stock  to  tide  over  a  losing  season  spent  making  munitions? 
If  any  or  all  of  this  is  true  surely  others  besides  General 
Bertram  are  entitled  to  the  credit  that  only  an  investigation 
can  bring. 

*  *  * 

But  on  the  other  hand,  if  the  charges  mentioned  by  the 
Montreal  Mail  have  foundation  it  is  the  public  and  not  the 
committee  or  contractors  who  are  entitled  to  explanations. 
The  Mail  in  criticizing  General  Bertram's  open  letter  to  Sir 
Sam  Hughes  says  in  part:  '^Tt  is  with  real  reluctance  that 
the    Daily   Mail    suggests    the   incompleteness   of   what  is 
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termed  General  Bertram's  'valedictory.'  A  public  duty,  how- 
ever, cannot  be  evaded,  and  it  is  a  public  duty  to  remind 
General  Bertram  that  his  statement,  utterly  lacking  in  detail 
and  definiteness  as  affecting  the  criticism  of  the  work  of  his 
committee,  does  not  allay  suspicion  but  tends  to  strengthen 
it.  Major-General  Bertram  has  bben  accused  of  enriching 
his  private  interests  from  business  placed  by  the  Shell  Com- 
mittee under  his  direction.  He  has  been  accused  of  showing 
favoritism  in  the  distribution  of  shell  orders,  and  of  allowing 
prices  to  the  manufacturers  (including  his  own  concerns) 
out  of  all  proportion  to  the  cost.  Not  one  of  these  charges  did 
he  deal  with  in  his  valedictory,  except  in  relation  to  the  price 
of  shells,  and  in  this  particular  matter  he  withholds  from  the 
public  the  very  information  it  desires."  These  are  warm 
words.  They  are  all  the  warmer  that  they  come  from  a 
Conservative  paper  edited  by  M.  E.  Nicholls,  a  half-brother 
of  Hon.  W.  T.  White,  Minister  of  Finance.  It  might  be 
added,  however,  that  in  a  more  recent  statement  General 
Bertram  states  that  he  has  only  one  share  in  the  John 
Bertram  and  Sons  Company,  Dundas,  Ont.,  which  was  the 
first  firm  to  ship  to  England,  and  that  he  has  never  drawn  a 
dividend  from  it. 

*  »  * 

For  Mr.  Flavelle's  statement  that  contracts  were  to  be 
taken  from  contractors  General  Bertram  has  an  explana- 
tion. In  fact,  the  Government  apparently  left  him,  not  only 
all  the  work,  but  all  the  explaining  besides.  When  the 
urgent  call  came  from  the  trenches  for  high  explosive  shells 
the  British  War  Office  naturally  turned  to  the  Shell  Com- 
mittee. It  had  been  doing  wonderful  work  and  saving  im- 
mense sums  of  money.  It  had  business  sagacity  that  could 
almost  equal  Sir  Sam  Hughes'  military  genius.  Exercising 
that  sagacity,  and  realizing  the  need  of  securing  these  shells 
in  the  shortest  possible  time,  the  Shell  Committee  so  placed 
these  contracts  that  they  haven't  yet  been  filled.  Conse- 
quently they  are  being  recalled  and  placed  with  firms  that 
can  handle  them. 

*  *  * 

It  is  wrong  to  criticize  a  sick  man.  But  it  is  also  wrong 
if  there  are  Canadian  soldiers  filling  graves  in  France  because 
of  blundering  or  profiteering  in  Canada.  General  Bertram 
has  ceritred  the  Shell  Committee  in  himself.  He  declares 
that  he  alone  is  responsible  for  its  actions.  He  alone  is 
attempting  to  make  explanations.  And  the  more  explana- 
tions he  makes  the  more  evident  it  becomes  that  a  thorough 
investigation  is  absolutely  necessary. 

One  of  our  subscribers  writes  us  that  it  is  not  the  duty 
of  trade  papers  to  discuss  politics  or  matters  outside  of  the 
trade.  He  may  be  right.  It  is  true  that  politics  and 
Ijoliticians  put  the  rules  of  trade  carefully  to  one  side  before 
starting  to  run  the  biggest  business  in  the  country — the 
country's  own  business.  It  is  true  that  no  business  man 
would  think  of  nmning  his  business  on  the  lines  the  coun- 
try's business  is  run  on.  He  would  never  think  of  putting 
a  college  professor  in  charge  of  a  department  he  knew  noth- 
ing about  simply  because  he  could  make  a  good  speech.  He 
would  never  engage  his  employees  for  the  simple  reason 
that  they  had  a  pull  with  certain  ward  politicians.  Con- 
sequently politics  may  be  a  trade  apart.  But  the  public  have 
to  pay  the  mechanics  who  work  at  this  particular  trade. 
Don't  you  think  the  said  public  is  entitled  to  an  occasional 
glance  at  wh^t  its  workmen  are  doing?  And  how  is  it  going 
to  get  it  if  some  paper  not  "in  the  game"  doesn't  break 
loose  occasionally?  If  a  Grit  paper  criticizes,  a  Tory  paper 
rushes  to  the  rescue,  and  the  issue  is  soon  lost  in  the  cloud 
of  recrimination  that  is  raised.  So  sometimes  a  trade  paper 
stops  to  wonder  why  a  Government  cannot  !>(■  run  along 
honest  business  lines,  and  how  long  yf)U  or  1  would  remain  in 


business  if  we  treated  our  customers  the  way  the  Government 
treats  the  public.  It  is  our  turn  to  furnish  the  public  with  its 
"look,"  and  if  our  readers  will  bear  with  us  yet  a  little 
longer  they  will  discover  that  they  are  gazing  on  the  body 
politic  and  seeing  things,  not  as  they  are  painted  by  a  Gov- 
ernment organ  or  the  opposition  critics,  but  exactly  as  they 
are. 

4^       ^  ^ 

It  may  be  lese  majeste  to  even  mention  the  press 
censor.  His  work  requires  rare  judgment  and  tact.  He  shows 
it  every  time  he  rngves.  His  attention  appears  to  have 
been  called  to  this  column,  but  as  discussion  of  things 
political,  including  politicians,  is  allowed  under  the 
rules  and  regulations  governing  his  department,  he  was 
powerless  to  blue-pencil  a  single  sentence.  However,  you 
can't  keep  an  industrious  chap  from  doing  something.  And 
our  censor  is  industrious.  So  he  picked  out  certain  and 
sundry  paltry  paragraphs  in  our  news  columns  as  inimical 
tc  the  safety  of  the  Empire.  With  an  iron  hand  he 
wielded  the  pen  that  deprived  the  public  of  information  as 
to  where  a  few  shell-boxes  are  being  made.  The  Germans 
probably  looked  to  the  Contract  Record  for  this  informa- 
tion, as  since  its  publication  was  prohibited  not  a  single 
copy  has  been  sold  in  Germany.  And  with  this  tremendous 
leak  stopped  could  not  the  censor  find  time  to  look  into  the 
ways  and  works  of  one  Henri  Bourassa?  If  he  publishes 
the  stuff  charged  to  him  he  would  appear  to  be  entitled  to 
board  and  lodging  in  the  internment  camps.  Then  there 
is  "The  Hibernion" — a  Yankee  publication  owned  by  the 
Germans  and  edited  by  a  hyphenated  chap.  I  heard  a  good 
Irishman  discussing  it  and  its  editor  the  other  day,  and  any 
publication  that  causes  an  honest  man  to  use  such  language 
is  certainly  not  fit  reading  for  Canadians.  Perhaps  in  the 
lull  following  his  last  grand  work  the  censor  can  find  time 
to  take  a  look  at  it  anyway. 

*  *  * 

When  the  cry  went  forth  that  this  was  a  war  of  muni- 
tions Australia  promptly  began  to  mobolize  its  state-owned 
shops  for  munitions  work.  Did  Canada  do  likewise?  No; 
Canada — or  rather  the  Canadian  Government — promptly  side- 
stepped by  handing  over  the  Transcona  shops  to  a  private 
syndicate  which  is  doubtless  doing  a  nice  business  at  a  nice 
profit.  Had  the  Government  been  big  enough  to  seize  an 
opportunity  it  could  have  fitted  up  the  Transcona  shops  with 
shell-making  machinery  at  a  cost  of  about  $100,000,  hired 
the  best  mechanics  in  the  country,  and  turned  out  at  least 
5,000  shells  per  day.  Moreover,  it  would  then  have  been  in 
a  position  to  judge  from  its  own  experience  just  what  price 
should  be  paid  for  shells.  It  would  have  had  at  first  hand 
information  which  would  have  ended  profiteering  before  it 
started.  But  probably  the  entire  cabinet  were  busy  making 
speeches  when  the  opportunity  offered.  High-explosive 
speeches  had  to  take  the  place  of  high-explosive  shells. 

*  *  * 

Britain  is  said  to  have  black-listed  certain  United  States 
firms  suspected  of  being  affiliated  with  the  Empire's  enemies. 
And  from  the  way  the  Kaiser's  friends  in  the  republic  across 
the  way  have  acted  since  the  war  began  you  would  naturally 
expect  the  old  land  to  be  a  bit  careful  as  to  whom  she  deals 
with.  Canadians  should  follow  suit.  We  liave  no  quarrel 
with  the  United  States.  But  within  her  borders  are  large 
numbers  of  the  hyphenated,  who  are  all  the  more  dangerous 
that  they  are  allowed  at  large  among  civilized  people.  Can- 
adians should  be  careful  that  no  business  of  any  kind  should 
be  placed  with  them,  either  now  or  after  the  war. 

*  *  * 

It  is  reported  that  A.  D.  Foster,  of  King's,  N.  S.,  and 
W.  F.  Garland  of  Carleton,  Ont.,  who  were  compelled  to 
resign  their  seats  in  the  House  of  Commons  on  account  of 
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improper  conduct  in  connection  with  Government  contracts, 
will  seek  re-election  in  their  constituencies.  This  puts  the 
Conservative  party  in  a  quandary.  The  Government  of 
course  cannot  attempt  to  accept  those  discredited  men  as  its 
candidates,  and  yet  it  fears  that  either  or  both  of  them  may 
by  reason  of  personal  popularity  draw  of¥  enough  votes 
from  the  regular  candidate  to  elect  a  Liberal  candidate. 
Pretty  game,  politics,  isn't  it?  It  is  apparently  so  full  of 
trickery  that  most  of  the  players  do  not  entirely  blame  a 
man  who  oversteps  the  rules  and  cheats  a  bit.  But  the 
government  cannot  afford  to  stand  idly  by.  It  must  put  up 
regular  candidates,  and  if  it  cannot  whip  its  followers  into 
line  it  must  take  the  consequences.  Moreover,  if  either  of 
the  offenders  should  happen  to  be  elected  he  should  be 
ostracized  at  Ottawa  and  made  to  feel  that  bleeding  the 
people  he  was  elected  to  represent  is  something  more  than 
a  political  misdemeanor. 

*       *  ❖ 

The  protection  of  the  new  industries  created  by  the  war 
and  its  consequent  shell  orders  is  to  be  made  the  subject  of 
a  report  from  the  Economic  and  Development  Commission. 
And  that  report  will  require  the  closest  scrutiny  when  it  is 
presented.  Even  in  official  Ottawa  it  is  admitted  that  prices 
obtained  by  some  manufacturers  have  been  sufficiently  high 
to  permit  of  the  scrapping  of  their  plants-  when  the  war  is 
over.  Of  course  if  these  plants  can  be  kept  going  as 
business  propositions,  right  and  good.  But  the  public  will 
hardly  stand  for  their  being  fed  on  Government  pap. 
They've  heard  so  much  about  munition  profits  that  they'll 
want  to  know  when  the  war  is  over  that  every  Government 
dollar  goes  to  the  man  who  has  fought  for  his  country  or 
those  he  has  left  behind  him.  He  who  has  stayed  home 
and  made  money  will  receive  scant  consideration. 

When  Tommy  comes  marching  home  he  is  going  to  ask 
the  Government  if  it  permitted  the  handing  around  of  shell 
contracts  "to  prevent  commercial  depression"  while  his 
comrades  were  dying  in  the  trenches  for  lack  of  the  shells. 
Will  the  Government  have  its  answer  ready? 

SEARCHLIGHT. 


Obituary 

Mr.  John  P.  Longard,  senior  partner  of  the  plumbing 
firm  of  Longard  Brothers,  Halifax,  N.S.,  died  suddenly  re- 
cently. Longard  Brothers  is  the  oldest  business  in  Halifax. 
It  was  founded  103  years  ago  by  the  grandfather  of  the  late 
Mi:  J.  P.  Longard. 

The  death  occurred  on  December  18th  of  Mr.  William 
Westlake,  of  Whitby,  Ont.  Before  he  retired  from  busi- 
ness fifteen  years  ago  Mr.  Westlake  was  a  builder  and  con- 
tractor. He  erected  many  buildings  in  Whitby,  Oshawa, 
Bowmanville,  and  the  surrounding  country.  The  late  Mr. 
Westlake  was  born  in  Yorkshire,  England,  and  came  to 
Canada  when  ten  years  of  age. 

Mr.  Saxon  F.  Shenstone,  Treasurer  of  the  Dominion 
Radiator  Company,  Limited,  Toronto,  died  quite  suddenly  on 
the  morning  of  Christmas  day.  Mr.  Shenstone  was  born  in 
Brantford  thirty-seven  years  ago,  and  was  a  son  of  Mr. 
Joseph  N.  Shenstone,  Treasurer  of  the  Massey-Harris  Com- 
pany. He  began  his  business  career  in  Hamilton,  and  con- 
tinued it  in  Chicago,  returning  to  Toronto  and  joining  the 
Dominion  Radiator  Company  seven  years  ago. 

Mr.  Graham  Eraser,  the  father  of  the  iron  and  steer  in- 
dustry in  Canada,  died  suddenly  on  Christmas  day  at  his 
home  in  New  Glasgow,  N.S.  In  1872  Mr.  Eraser  and  Mr. 
Eorrest  McKay  established  the  Hope  Iron  Works.  When 
the  wooden  shipbuilding  declined,  and  there  was  no  more 
demand  for  the  iron  knees,  they  took  up  steel-making,  and 


were  the  first  to  make  steel  axles  in  Canada,  creating  the 
steel  industry  in  this  country.  In  1881  they  formed  the 
Nova  Scotia  Steel  Company.  Later  on  others  became 
associated  with  them,  the  company  acquired  coal  mines  in 
('ape  I'reton,  the  ore  deposits  in  Newfoundland  were  de- 
veloped, and  the  company  known  as  the  Nova  Scotia  Steel 
and  Coal  Company  came  into  being. 


Pro  Patria 

Lieutenant  Henry  Hadley,  late  engineer  of  the  city  of 
Verdun,  P.  Q.,  has  been  attached  to  the  148th  Battalion, 
Montreal.  He  was  born  in  Montreal  and  educated  at  the 
High  School  and  McGill  University.  He  graduated  from 
McGill  in  1906,  taking  the  degree  of  Bachelor  of  Sciencfe 


Lieut.  Henry  Hadley. 

in  Civil  Engineering,  and  resigned  from  the  position  of  city 
engineer  of  Verdun  to  go  to  the  front.  Mr.  Hadley  has 
always  been  active  in  athletics,  especially  in  paddling,  row- 
ing and  boxing,  being  a  well-known  member  of  the  M.  A.  A. 
A.  and  Grand  Trunk  Railway  Boating  Club.  He  has  also 
been  a  provisional  lieutenant  of  the  13th  Dragoons  since  1914. 


Personal 

Mr.  Mervyn  J.  Allan,  manager  of  Rocmac  Roads, 
Limited,  Toronto,  for  the  last  three  j'ears,  has  resigned  to 
accept  another  position. 

Corp.  J.  J.  A.  Gillies,  a  prominent  young  civil  engineer, 
and  a  nephew  of  J.  A.  Gillies,  K.C.,  Erench  Consul,  of 
Sydney,  N.S.,  is  now  on  active  service  in  Erance.  Corp. 
Gillies  formerly  carried  on  the  activities  of  his  profession 
throughout  the  Maritime  Province  and  parts  of  Ontario. 

Mr.  E.  P.  Jones,  General  Manager  of  the  Canada 
Cement  Company,  has  just  been  elected  a  member  of 
the  board  of  directors  of  the  Dominion  Steel  Corporation. 
It  is  also  stated  that  he  will  probably  succeed  Sir  A\'illiam 
Van  Horne  as  Vice-President  of  the  corporation. 

Mr.  Norman  Murray,  for  the  last  few  years  Town 
Engineer  of  Weyburn,  Sask.,  is  leaving  for  his  old  home  in 
Scotland,  and  will  obtain  a  commission  in  the  Royal 
Engineers.  Mr.  R.  S.  Asher,  formerly  of  the  Town  En- 
gineer's staff,  has  just  been  promoted  to  a  captaincy  in  the 
Royal  Engineers  in  England,  having  left  to  join  that  corps 
on  the  outbreak  of  hostilities. 
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Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Central  Engineering  Company,  Limited.  Montreal, 
have  registered. 

The  M.  J.  Stack  Paving  and  Construction  Company, 
Limited,  of  Montreal,  have  registered. 

The  Canada  Cement  Company,  Limited,  is  building  an 
electric  furnace  at  its  Montreal  plant. 

The  Shawinigan  Electric  Metals  Company,  formed  to 
manufacture  metallic  magnesium,  is  constructing  a  new 
l)lant.  , »' 

The  Canada  Cement  Company,  Limited,  are  extending 
the  scope  of  this  business.  Among  other  lines,  they  will 
manufacture  and  deal  in  iron,  steel,  and  all  other  metals. 

Recorder  Geofrion,  in  the  Recorders'  Court,  Montreal, 
has  decided  that  workmen  can  recover  against  the  .owner 
of  a  building  when  they  fail  to  secure  their  wages  from  the 
contractor. 

A.  J.  Flemming  and  H.  G.  Stewart  have  registered  at 
Montreal,  and  will  carry  on  the  business  of  electrical 
engineers  under  the  firm-name  of  the  Engineering  Company 
of  Canada,  Reg. 

The  Medicine  Hat  Pump  and  Brass  Company  are  feeling 
the  pulse  of  improving  business.  At  the  present  time  they 
have  two  hundred  orders  on  hand  for  their  pumps,  and  are 
employing  over  fifty  men. 

Canadian  Steel  and  Brass  Products,  Limited,  is  the  name 
of  a  new  Toronto  concern  with  a  capital  of  five  hundred 
thousand  dollars.  The  provisional  directors  are  A.  Ogden. 
A.  T.  Bowlby,  and  G.  Prior. 

The  Canadian  Car  and  Foundrj'  Company  has  secured 
an  order  for  nearly  two  thousand  freight  cars,  valued  at 
about  $2,000,000,  for  the  French  Government.  Work  on  the 
order  is  to  be  started  at  once. 

Mr.  J.  C.  Stewart,  head  of  the  Canadian  Stewart  Com- 
pany, who  is  in  Toronto  superintendii^g  the  closing  up  for 
the  season  of  the  harbor  works,  expresses  himself  as  satis- 
fied with  the  year's  work  on  the  new  harbor. 

The  ninth  annual  meeting  of  the  Nova  Scotia  Society  of 
L'ngineers  lately  in  session  at  Halifax  elected  the  following 
orticers:  President,  J.  L.  Allan;  F'irst  Vice-President,  A.  J. 
I'arncs;  Secretary-Treasurer,  D.  McD.  Campbell. 

Mr.  John  Quinlan,  president,  and  Mr.  D.  K.  Trotter, 
secretary,  of  the  Montreal  Builders'  Exchange,  represented 
that  body  on  a  large  deputation  which  waited  on  Sir  Lomer 
Gouin  asking  for"  a  reform  in  the  methods  of  governing  the 
city. 

An  order  for  a  large  number  of  new  locomotives  for  the 
National  Transcontinental  Railway  has  l)een  given  Ijy  the 
Dominion  Government.  This  has  been  made  necessary  by 
the  prospect  of  an  enormous  wheat  traffic,  estimated  at  ai)- 
proximately  one  hundred  cars  a  day. 

The  Railway  Commission  of  Ottawa  has  issued  an  order 
for  till-  construction  by  the  Toronto,  Hamilton  and  BufTalo 
Uailway  of  a  new  highway  bridge  in  Hamilton  carrying  the 
line  of  King  Street  over  the  railway  tracks.  Seventy  per 
cent,  of  the  cost  is  tr)  be  borne  by  the  company  and  ISO  per 
cent,  by  the  city. 

'{"he  i'.ricklayers'  I'nion,  which  linancially  and  numeri- 
cally is  the  strongest  labor  liody  in  Western  C  anada,  held  its 
annual  meeting  in  Winnipeg  on  December  27.  The  follow- 
ing   officers    were    elected:    Thomas    Williams,  president; 


Joseph  Currie,  vice-president;  Joe  Coulter,  business  agent; 
E.  S.  Jackson,  treasurer. 

The  Electric  Welding  Company  of  Toronto,  Limited,  is 
the  name  of  a  new  concern  with  head  office  in  Toronto  and 
a  capital  of  .$40,000.  The  provisional  directors  are  W.  H. 
Irving,  H.  H.  Davis,  and  J.  R.  Rumball,  all  of  Toronto.  The 
company  will  carry  on  the  business  of  electrical,  mechanical, 
hydraulic,  and  civil  engineers  and  contractors. 

A  paper  on  "Concrete  T-Beams"  by  Mr.  E.  G.  W.  Mont- 
gomery, of  the  Highway  Department  of  the  Government  of 
Saskatchewan,  will  form  the  principal  attraction  on  the  pro- 
gramme for  the  next  meeting  of  the  Regina  Engineering- 
Society.  The  meeting  will  be  held  in  the  Commercial  Club 
at  8  o'clock  on  the  evening  of  January  6,  and  will  he  pre- 
ceded by  a  luncheon  at  6.30  p.m. 

The  report  of  the  committee  of  engineers  appointed  by 
the  Calgary  branch  of  the  Canadian  Society  of  Civil 
Engineers  to  investigate  the  charges  made  by  Alderman  A. 
W.  E.  Fawkes  with  respect  to  the  work  of  the  City  En- 
gineer, Mr.  G.  W.  Craig,  on  the  construction  work  of  the 
Centre  Street  Bridge,  Calgary,  fully  vindicates  Engineer 
Craig,  finding  the  charges  made  against  him  unjustified. 

All  the  plans,  profiles  and  field  work  records  of  the  pro- 
posed new  three-million-dollar  Elbow  River  water  works 
system,  Calgary,  Alta.,  which  cost  in  the  neighborhood  of 
$10,000,  are  missing  from  the  water  works  vault.  A  letter 
from  Bufifalo,  N.Y.,  signed  Oleson,  says  the  writer  overheard 
a  plot  to  destroy  these  data  in  order  that  the  men  in  the 
surveying  departrpent  might  have  another  year's  work. 

In  the  opinion  of  Commissioner  Garden,  the  city  of  Cal- 
gary was  badly  "stung"  by  the  contractor  who  put  in  the  old 
pier  under  the  Ogden  trafific  bridge.  This  pier  rested  on  the 
soft  earth  of  the  river-bed,  and  in  consequence  settled  when 
the  July  floods  washed  the  bottom  from  under  it.  The  city 
is  replacing  it  by  a  new  pier  at  great  trouble  and  expense. 
In  order  to  secure  a  sure  foundation,  the  new  pier  has  to  be 
carried  down  some  twenty  feet  further  than  the  old  one. 

The  Dominion  Bridge  Company,  of  Montreal,  are  set- 
ting an  example  in  the  way  of  patriotism  which  it  is  to  be 
hoped  will  be  emulated  by  many  other  firms  who  are  making- 
large  profits  out  of  war  orders.  At  their  annual  share- 
holders' meeting  on  December  16th  the  following  resolution 
was  passed:  "Resolved,  that  the  meeting  approve  and  auth- 
orize a  contribution  to  the  National  Canadian  Patriotic  Fund 
for  1916  of  two  per  cent,  of  the  gross  amount  received  on 
ammunition  orders  to  the  end  of  the  calendar  year." 

The  township  Council  of  Sydenham,  Ont.,  are  taking  up 
the  matter  of  improved  roads,  and  will  take  advantage  of 
the  plan  available  under  the  Colonization  Roads  Act,  by 
which  the  Provincial  Government  stands  half  the  cost  of 
l)uilding  main  roads.  The  amount  suggested  to  be  spent 
next  year  is  $2,000,  to  which  the  Government  is  expected  to 
add  another  $2,000,  and  with  this  amount  it  is  proposed  to 
improve  the  three  main  roads — the  Owen  Sound-Meaford 
road,  the  Derby  line,  and  the  Lake  Shore-Garreyowen  road. 

Commissioner  Wigmore,  of  the  St.  John,  N.B.,  City 
Council,  showed  his  colleagues  two  pieces  of  lead  weighing- 
together  more  than  fifty  pounds,  encrusted  and  rusty,  which 
had  Ijeen  taken  out  of  the  12-in.  main  that  is  being  cleaned — 
the  last  of  the  series  of  city  pipe-lines  from  Little  River. 
These  large  pieces  had  been  at  some  time  or  other  poured 
into  joints  of  the  pipe  while  being  repaired  and  had  "run" 
on  the  inside  of  the  piping.  The  wastefulness  of  such 
methods  of  repairs  was  shown  in  the  fact  that  the  incrustcd 
part  alone  contained  n-iore  than  enougli  lead  (o  solder 
properly  any  24-in.  joint. 

Mr.  E.  B.  l'"ord,  chief  engineer  for  Vancouver  and  dis- 
trict  for  the   Great    Northern    Railway,   has  con-ipleled  the 


January  5,  1916 

work' of  driving  test  piles  in  the  site  of  tiie  foundation  of  the 
station  which  the  railway  company  proposes  to  erect  in  False 
Creek,  B.  C.  Mr.  Ford  states  that  as  the  result  of  these  tests 
it  is  known  that  piles  of  a  length  ranging  from  40  to  60  feet 
will  be  necessary.  These  will  be  driven  below  the  level  of 
permanent  saturation,  and  because  they  will  always  be  wet 
they  are  expected  to  last  for  a  long  time.  Fir  is  the  wood 
selected.  On  top  of  these  piles  concrete  will  be  poured,  and 
the  granite  base  of  the  station  will  be  built  on  the  concrete. 
Mr.  F.  L.  Townley,  the  architect  of  the  station,  is  expected 
to  return  to  Vancouver  from  the  company's  head  offices  at 
St.  Paul  later  in  the  week. 

The  Union  Cement  Company,  of  Owen  Sound,  Ont., 
have  received  an  order  for  approximately  one  hundred 
thousand  barrels  of  cement — or  the  entire  supply  for  the 
different  departments  of  the  city  of  Toronto  for  the  year. 
In  order  to  get  the  order  under  way  in  time  for  the  opening 
of  the  season's  work  in  the  city  the  big  cement  mill  will  be 
started  on  Feb.  1st,  several  months  earlier  in  the  season  than 
usual.  Another  contract  for  forty  thousand  barrels  has  been 
landed.  With  these  two  orders  on  hand,  together  with  their 
regular  trade,  the  company  are  looking  forward  to  a  large 
season's  business.  A  staff  of  from  80  to  90  men  is  required 
when  the  plant  is  in  operation,  and  this  is  another  indication 
that  employment  will  be  plentiful  in  Owen  Sound  during  the 
year  1916.  The  Union  Cement  Company  have  severed  their 
connection  with  Alfred  Rogers,  Limited,  and  will  hereafter 
be  an  independent  concern. 

The  Ottawa  Journal  calls  attention  to  the  fact  that 
December  23nd  marked  the  fifty-sixth  anniversary  of  the 
cutting  of  the  first  sod  for  the  foundations  of  the  Dominion 
Parliament  Buildings,  the  ceremony  of  laying  the  corner- 
stone by  Edward  VII,  then  Prince  of  Wales,  taking  place  a 
year  later  This  fine  example  of  Gothic  architecture  has 
already  become  historic,  and  visitors  who  come  to  see  it  go 
away  with  their  minds  enriched.  The  architect  was  Thomas 
Fuller,  an  Englishman  of  great  ability  who  had  settled  in 
Toronto.  When  plans  were  called  for  Fuller's  were  easily 
the  best,  and  little  time  was  occupied  in  getting  to  work. 
When  he  had  finished  this  work,  in  1867,  he  won  the  prize 
for  the  best  design  for  the  Legislative  Buildings  at  Albany, 
and  removed  there  to  superintend  this  other  magnificent 
work.  He  remained  in  the  United  States  until  1881,  when 
he  was  invited  to  become  the  chief  Dominion  architect,  sue 
ceeding  the  late  Mr  Scott,  who  had  been  chief  architect  since 
1871.  He  occupied  this  position  until  1897,  when  lie  re- 
signed and  Mr.  Ewart  was  appointed  in  his  stead.  Mr. 
Fuller  was  an  old  man  then,  and  died  about  a  year  after. 

One  of  the  largest,  if  not  the  largest,  pipe-line  and  gas 
propositions  of  the  continent  has  just  been  consumma'ted 
by  the  disposal  in  New  York  of  the  bonds  of  a  project  to 
pipe  gas  from  Southern  Alberta  to  Winnipeg,  Brandon,  Re- 
gina,  Moose  Jaw,  and  all  other  important  towns  along  the 
line  of  the  Canadian  Pacific  in  the  western  prairies.  Be- 
hind the  proposition  are  Calgary  financial  men,  the  en- 
gineer for  whom  is  Mr.  J.  L.  Kempher.  It  is  announced 
that  work  on  the  project  will  be  commenced  during  the 
first  week,  of  January,  and  that  the  construction  will  cost 
approximately  ten  million  dollars,  consisting  of  two  pipe- 
lines with  great  compression  stations,  and  that  the  work 
will  employ  a  large  number  of  men  as  soon  as  it  is  fully 
under  way.  The  Calgary  men  conceived  this  idea  of 
piping  gas  on  this,  probably  the  largest  gas  project  yet  at- 
tempted so  far  as  length  of  piping  is  concerned,  some 
months  ago.  The  proposal  was  gone  into  thoroughly,  some 
of  the  best  engineers  of  the  United  States  and  Canada  re 
porting  on  its  feasibility  before  any  definite  steps  were 
taken.  Among  the  engineers  were  representatives  of  Ford. 
Bacon  &  Davis,  engineers  for  the  Pennsylvania  Gas  Com- 
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pany,  and  the  People's  Gas  Company  of  I'hiladelphia  and 
Pittsburgh.  Their  reports  showed  the  scheme  to  be  prac- 
ticable, and  then  negotiations  were  begun  with  Winnipeg 
and  an  offer  was  made  to  that  city  to  supply  gas  at  a  cer- 
tain figure  which  could  not  yet  be  ascertained.  Winnipeg, 
it  is  learned,  agreed  to  accept  the  offer  if  the  city  attorneys 
were  assured  of  the  financial  success  of  the  enterprise.  This 
is  now  given  by  the  taking  over  of  the  bonds  by  one  of  the 
largest  financial  firms  in  New  York. 


The  Croaker 

Once  on  the  aidge  of  a  pleasant  pool, 
Under  the  bank  where  'twas  dark  and  cool. 
Where  bushes  over  the  water  hung. 
And  rushes  nodded,  and  grasses  swung, 
Jest  where  the  crick  flowed  outer  the  bog. 
There  lived  a  grumpy  and  mean  ole  frog. 
Who'd  set  all  day  in  the  mud  and  soak 
And  jest  do  nothin'  but  croak  and  croak. 
Till  a  blackbird  hollered,  "I  say,  yer  know. 
What  is  the  matter  down  there  below? 
Are  you  in  trouble,  er  pain,  er  what?" 
The  frog  sez,  "Mine  is  a  orful  lot; 
Nothin'  but  mud  and  dirt  and  slime 
For  me  ter  look  at  jest  all  the  time. 
It's  a  dirty  world!"  so  the  old  fool  spoke, 
"Croakity-croakity-croakity-croak!" 

"But  yer  lookin'  down!"  the  blackbird  said; 
"Look  at  the  blossoms  overhead, 
Look  at  the  lovely  summer  skies, 
Look  at  the  bees  and  butterflies; 
Look  up,  old  feller.    Why,  bless  yer  soul, 
Yer  lookin'  down  in  a  muskrat  hole!" 
But  still  with  a  gurglin'  sob  and  choke 
The  blame  ole  critter  would  only  croak. 
And  a  wise  old  turtle,  who  boarded  near, 
Sez  to  the  blackbird,  "Friend,  see  here: 
Don't  shed  no  tears  over  him,  fer  he 
Is  low-down,  jest  'cause  he  likes  ter  be; 
He's  one  er  them  kind  er  chumps  that's  glad 
Ter  be  so  mis-rable-Iike  and  sad; 
I'll  tell  yer  somethin'  that  ain't  no  joke. 
Don't  waste  yer  sorrer  on  folks  that  croak." 

— From  "New  Age." 


Trade  Publication 
Condenser  Work — The  Wheeler  Condenser  and  En- 
gineering Company,  Carteret,  N.  J.,  are  distributing  three 
new  books — (1)  Steam  Tables  for  Condenser  Work,  third 
edition;  (3)  Psychrometric  Tables  for  Cooling  Tower  Work; 
and  (3)  a  combined  cloth-bound  volume  of  these  two  books. 
Paper-bound  copies  of  these  books  are  available  without 
cliarge  to  any  engineers  who  may  write  tlie  company. 


An  Asphalt  Primer 

The  Barber  Asphalt  Paving  Company,  Philadelphia,  have 
issued  an  interesting  little  booklet  entitled  "The  Asphalt 
Primer  and  Colloidal  Catechism."  This  is  an  explanation, 
in  question  and  answer  form,  of  the  principles  of  colloidal 
chemistry  as  applied  to  the  paving  industry.  An  asphalt 
mixture,  it  is  explained,  must  be  regulated  on  the  basis  of 
surfaces  and  films.  The  presence  of  colloidal  matter  such  as 
has  been  discovered  in  Trinidad  asphalt  enormously  increases 
the  surface  area  of  the  aggregate,  and  results  in  a  more 
closely-held  and  thicker  film-  of  bitumen  about  the  particles 
of  the  aggregate.  The  primer  is  illustrated  with  wood  cuts 
of  ancient  and  modern  highway  building. 
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News    of   Special ,  Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Burlington,  Ont. 

Tenders  will  be  received  by  tbe  Town 
Clerk.  James  S.  Allen,  on  tbe  supply  of 
850  feet  of  30-inch  concrete  pipe. 

Calgary,  Alta. 

Plans  and  profiles  have  been  prepared 
by  the  City  Engineer,  G.  W.  Craig,  for 
the  construction  of  a  waterworks  sys- 
tem, estimated  to  cost  $3,000,000. 

Kincardine,  Ont. 

The  Town  Council  are  considering  the 
construction  of  a  reservoir  and  a  pipe 
line.  Engineer,  A.  Ingram.  Estimated 
cost,  $.5. 000. 

Listowel,  Ont. 

The  Town  Council  are  considering  the 
construction  of  a  pavement  on  Main  St. 
Clerk,  William  Bright. 

North  Vancouver,  B.C. 

Estimates  are  being  prepared  with  re- 
gard to  the  construction  of  a  pumping 
station  for  the  supply  of  water  to  the 
Capilano  Section.    Engineer,  A.  M.  West. 

Ottawa,  Ont. 

The  City  Engineer,  F.  C.  Askwith,  is 
preparing  plans  for  a  driveway  to  be 
constructed  along  the  Rideau  River. 
Work  on  grading  will  start  at  once  by 
day  labor. 

Quebec,  Que. 

Work  by  day  labor  is  about  to  starj: 
on  waterworks  and  drainage  construc- 
tion, estimated  to  cost  $35,000.  Water- 
works Engineer,  T.  A.  J.  F'orrester. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  January  11th  for  the  supply  of 
special  iron  castings  for  the  Main  Pump- 
ing Station.  Specification  at  Room  12, 
City  Hall. 

Vancouver,  B.C. 

Work  will  start  in  the  spring  on  the 
construction  of  the  Stanley  Park  Sewer 
for  the  Vancouver  &  Districts  Joint  Sew- 
erage &  Drainage  Board,  718  Granville 
Street.  Engineer,  A.  D.  Creer.  Ap- 
proximate cost,  $130,000. 

The  City  Council  are  negotiating  with 
the  Hastings  Mill  Company  with  regard 
to  repairing  the  Seymour  Pipe  Einc 
Road,  of  which  the  Company  are  the 
principal  users.  Ivstimatcd  cost,  $6,.5G0. 
Engineer,  F.  L.  Fellowes. 


Railroads,  and  Bridges  Wharves 

Dunville,  Ont. 

The  |)ropose(l  work  al  Dtninvijle  will 
include  the  construction  of  a  ferry  slip, 
turning  basin,  and  considera))le  dredging 
in  the  mouth  of  tlie  Grand  Kivcr,  Tliis 


latter  will  be  done  by  the  Dominion 
Government  under  supervision  of  A.  R. 
Dufresne,  Assistant  Chief  Engineer  of 
the  Department  of  Public  Works. 

Hamilton,  Ont. 

The  Toronto.  Hamilton  &  Buffalo 
Railwaj',  Hamilton,  have  been  author- 
ized to  construct  a  bridge  on  King  Street 
over  the  tracks. 

Moncton,  N.B. 

The  Moncton  Tramways.  Electricity 
&  Gas  Company,  Limited.  38  Mechanic 
Street,  will  start  work  in  the  spring  on 
the  construction  of  lyi  miles  of  track. 
General  Superintendent.   A.   B.  Coryell. 

St.  John's,  Que. 

Plans  and  specifications  for  the  con- 
struction of  a  bridge  have  been  received 
by  the  Town  Council  from  the  Provincial 
Government.    Clerk,  J.  A,  Raymond. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  January  11th  for  the  supply 
of  red  lead  paint  required  for  the  Bloor 
Street  Viaduct.  Specifications  at  Room 
12,  City  Hall. 

CONTRACTS  AWARDED 

McNab  Township,  Ont. 

The  Township  Council  have  let  the 
contract  for  the  construction  of  a 
bridge  over  Waba  Creek  to  John  Stew- 
art, Waba.    Wood  construction. 

Quebec,  Que. 

In  connection  with  the  construction  of 
a  dry  dock  for  the  Dominion  Govern- 
ment Department  of  Public  Works,  the 
contract  for  glazing  has  been  awarded  to 
G.  B.  Mitchell,  Jacobs  Building,  Mont- 
real, and  for  the  supply  of  coal  and  ash 
iiandling  machinery  to  the  Canadian 
Link-Belt  Company,  1189  King  Street 
West,  Toronto,  Ont. 


Public  Buildings,  Churches 
and  Schools 

Alberta  Province 

Plans  are  being  prepared  l)y  F. 
Blakey,  Parliament  Buildings.  Edmonton, 
for  the  erection  of  an  institution  for  the 
mentally  defective. 

British  Columbia  Province 

The  Provincial  Ciovcinnu'iit  have  de- 
cided t<^  erect  an  institute  for  imbeciles. 
Minister,   Plon.  H.  E.  Young,  Victoria. 

Fredericton,  N.B. 

Tenders  will  be  received  until  4  p.m., 
January  18th,  by  R.  C.  Desrochers,  De- 
partment of  Public  Works,  Ottawa,  for 
the  installation  of  interior  customs  fit- 
tings. Plans  and  specifications  with  L. 
Yerxa,  Caretaker,  Fredericton,  D.  H. 
Waterbury,  Clerk  of  Works,  St.  John, 
and   ;it    the    I  )i  ])art nu  nt .  Specifications 


only  at  office  of  MacLean  Daily  Reports, 
Limited,  2.5  Charlotte  Street,  Toronto. 

Listowel,  Ont. 

Interior  repairs  to  the  Methodist 
Church  are  being  considered.  Work 
will  include  a  heating  plant,  leaded  glass 
windows  and  decoration,  and  is  esti- 
mated to  cost  about  $9,000.  Pastor,  Rev. 
J.  E.  Millyard. 

Manitoba  Province 

Tbe  erection  of  an  institute  for  the 
deaf  and  dumb  has  been  decided  upon 
by  the  Provincial  Government.  Riin- 
ister,   Hon.   G.   R.   Coldwell,  Winnipeg. 

Quebec,  Que. 

No  tenders  will  be  called  for  tlie  seat- 
ing required  in  connection  with  the 
school  now  being  built  at  Seventh  St. 
and  Eighth  Avenue  for  the  Roman 
Catholic  School  Commissioners. 

Saskatchewan  Province 

The  Provincial  Government  have  de- 
cided upon  the  erection  of  an  institu- 
tion for  the  blind.  Minister,  Hon.  Wal- 
ter Scott,  Regina. 

St.  Catharines,  Ont. 

The  Congregation  of  Haynes  Avenue 
Presbyterian  Church  intend  to  build  a 
ball  in  the  spring.  Work  will  be  done 
1)V  day  labor  under  supervision  of 
Thomas  Mesler,  188  Queenston  Street. 

St.  Marie,  Que. 

Repairs  to  the  Roman  Catholic  Church 
are  being  considered.  Work  will  include 
new  flooring,  electric  lighting  and  paint- 
ing.   Curate,  J.  E.  Teuiltaut. 

Toronto,  Ont. 

Tenders  will  be  received  until  4  p.m., 
January  10th,  by  R.  C.  Desrochers,  De- 
partment of  Public  Works,  Ottawa,  for 
the  erection  of  temporary  Postal  Station 
.\  at  Bay  and  Front  Streets.  Steel  truss 
and  galvanized  iron  construction,  con- 
crete and  brick  piers.  Plans  and  speci- 
fic.-itions  at  office  of  T.  A.  Hastings, 
P(jstal  Station  F,  Toronto,  and  at  the 
Department. 

Tenders  will  be  received  until  January 
2Cth  by  E.  F.  Henderson,  Chairman  of 
the  Sites  and  Building  Committee  of  the 
Separate  School  Board,  for  the  follow- 
ing:— (a)  erection  of  St.  Clare's  School; 
(b)  erection  of  St.  Monica's  School;  (c) 
addition  to  St.  Anthony's  School;  (d) 
addition  to  St.  Joseph's  School.  Plans 
and  specifications  at  office  of  the  Archi- 
tect, C.  J.  Read,  203  Confederation  Life 
Building. 

CONTRACTS  AWARDED 

Montreal,  Que. 

In  connection  with  the  presbytery  now 
in  course  of  erection  on  St.  Joseph 
Boulevard  for  the  Trustees  of  St.  Pierre 
Claver  Church,  the  contract  for  heating 
has  been  let  to  G.  Champagne,  78a  In- 
spector .Street. 
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Montreal  North,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  Town  Hall  which 
is  now  being  built: — carpentry,  Bour- 
gon,  Gagne  &  Company,  1883  Notre 
Dame  Street  W.,  Montreal;  brick  work, 
C.  Morin,  2573  Christopher  Columbus 
Street;  plastering,  C.  Malhiot,  535  Alma 
Avenue;  painting,  A.  Wilton;  roofing, 
heating  and  plumbing,  Bastien  &  Vail- 
lancourt,  963  Papineau  Avenue;  electrical 
work,  J.  A.  St.  Amour,  3171  St.  Denis 
Street;  architectural  iron  work,  Montreal 
Architectural  Iron  Work  Company,  157 
I'rince  Street. 

Portage  La  Prairie,  Man. 

The  Department  of  Public  Works,  Ot- 
tawa, have  awarded  the  contract  for. elec- 
tric wiring  and  fittings  to  Houston  & 
Company,  315  Saskatchewan  Avenue, 
Portage  la  Prairie. 

Roberval,  Que. 

The  School  Commissioners  have  let  the 
contract  for  roofing,  heating  and  plumb- 
ing in  connection  with  the  school  now 
being  built  to  A.  Binette.  Plastering, 
painting  and  electrical  work  not  yet 
awarded. 


Business  Buildings  and  Indus- 
trial Plants 

Hamilton,  Ont. 

The  Hammant  Steel  Car  Company  are 
considering  the  erection  of  an  addition 
to  their  factory  on  Kenilworth  Avenue. 
Manager,  J.  Marsella. 

The  proposal  to  erect  an  abattoir  will 
be  considered  in  the  year  by  the  City 
Council.    Clerk,  S.  H.  Kent. 

Leamington,  Ont. 

The  Town  Council  propose  to  grant  a 
site  for  three  warehouses  to  the  Rock 
City  Tobacco  Company,  334  Dorchester 
■Street,  Quebec,  and  have  appointed  a 
Committee  to  purchase  it.  Manager  of 
the  Company,  W.  Druin,  Quebec.  Ap- 
proximate cost  of  buildings,  $25,000. 

Leonardville,  N.B. 

W.  D.  Welch  has  decided  to  rebuild  his 
store  and  factory,  but  will  not  start  work 
until  the  spring. 

Levis,  Que. 

The  Bell  Telephone  Company  of  Can- 
ada are  considering  the  erection  of  an 
exchange  building  on  Wolfe  Street,  and 
will  have  plans  prepared.  Local  Man- 
ager, F.  Belcourt. 

Lion's  Head,  Ont. 

The  Lion's  Head  Milling  Company 
propose  to  rebuild  their  flour  mill. 

London,  Ont. 

The  Parnell  Baking  Company,  75 
Bruce  Street,  contemplate  the  enlarging 
of  their  equipment.  Work  may  start  in 
the  spring.  Manager,  E.  Parnell.  Es- 
timated cost,  $25,000. 

Manitoba  Province 

The  Provincial  Government  have  se- 
sured  a  site  for  a  Prison  Farm  and  con- 
template the  erection  of  a  number  of 
buildings.  Minister,  Hon.  T.  H.  John- 
ston, Winnipeg. 

Moose  Jaw,  Sask. 

The  Robin  Hood  Mills,  River  Street 
W.,  Moose  Jaw,  propose  to  erect  a  num- 


ber of  flour  mills  in  the  Western  Pro- 
vinces. 

New  Westminster,  B.C. 

The  City  Council  have  had  tentative 
plans  prepared  for  a  market  building  to 
cost  about  $35,000.  Architect,  F.  G. 
Gardiner,  328  Third  Street. 

Ottawa,  Ont. 

Work  is  about  to  start  on  repairs  to 
the  plant  of  the  Pritchard  &  Andrews 
Engraving  Company,  269  Sparks  Street. 
Owners  will  purchase  material. 

In  connection  with  the  addition  now 
being  built  at  the  factory  of  the  Capital 
Wire  Cloth  Company,  Armstrong  Street, 
most  of  the  work  will  be  done  by  day 
labor, 

St.  Catharines,  Ont. 

^  .'\.  Puccini  &  Company,  55  Front  Street 
E.,  Toronto,  have  had  plans  prepared  for 
alterations  to  the  Stevenson  Building. 
Work  includes  concrete  floors  and  re- 
moval of  partitions.  Architect,  J.  W. 
Siddall,  Confederation  Life  Building,  To- 
ronto. 

Toronto,  Ont. 

The  addition  which  is  now  being  built 
at  the  factory  of  the  Canada  Metal  Com- 
pany, Eraser  Avenue,  will  be  of  brick  and 
steel  construction.  Approximate  cost, 
$10,000. 

lames  .A..  Wickett  Limited.  Traders 
Bank  liTuild  ing,  are  receiving  sub-fenders 
on  all  work  and  material  required  in  the 
erection  of  a  Hydro  Transformer  Station 
at  St.  Thomas.  Tenders  must  be  in  by 
January  14th. 

Vancouver,  B.C. 

Plans  are  to  be  prepared  at  once  for 
alterations  to  a  store  at  Hastings  and 
Alibott  Street  for  the  Woodward  Depart- 
ment Stores  Limited.  Tenders  will  be 
called  during  January.  Estimated  cost, 
$6,000. 

CONTRACTS  AWARDED 

Brampton,  Ont. 

In  connection  with  the  addition  now 
being  erected  at  the  factory  of  the  Cope- 
land  Chatterson  Company,  the  painting 
contract  has  been  awarded  to  James 
Harmsworth,  Brampton. 

Fort  Erie,  Ont. 

Work  has  been  started  on  razing  old 
buildings  on  Niagara  Street  preparatory 
to  the  erection  of  a  bakery  and  residence 
for  E.  Hawkins.  The  general,  carjjentry 
and  roofing  contracts  have  been  let  to 
C.  W.  Taylor,  Bridgeburg,  Ont.  Frame 
construction,  concrete  foundation,  shingle 
roofing.    Approximate  cost,  $5,000. 

Montreal,  Que. 

Work  has  been  started  on  the  erec- 
tion of  a  storage  building  for  Matthews- 
Blackwell  Ltd.,  Mill  Street.  The  gen- 
eral contract  has  been  let  to  P.  C.  Cur- 
rans  Company,  1003  Cartier  Street,  and 
the  carpentry  to  Thomas  Harrison,  care 
of  general  contractor.  Frame  construc- 
tion, concrete  foundation,  felt  and  gravel 
roofing.    Approximate  cost,  $3,000. 

In  connection  with  the  conversion  of 
premises  at  59  Park  Avenue  into  a  store 
for  B.  Dixon,  83  Craig  Street  West,  the 
contract  for  roofing  has  been  let  to 
Richardson,  Simard  &  Company,  745 
Clarke  Street,  and  the  mill  work  to  R. 
Macfarlane  &  Company,  Ltd.,  St.  James 
Street, 


Ottawa,  Ont. 

In  connection  with  the  addition  now- 
being  built  at  the  factory  of  the  Capital 
Wire  Cloth  Company,  Armstrong  .Street, 
the  contract  for  iron  work  has  been 
awarded  to  the  Canadian  Agency  &  Sup- 
ply Company,  Booth  Building,  Sparks 
Street,  and  the  brick  work,  concrete  and 
roofing  to  the  general  contractors,  Cuth- 
bertson  &  Clark,  706  Echo  Drive.  Heat- 
ing by  owners.  Plumbing  and  electrical 
work  will  be  awarded  in  the  spring. 

Paris,  Ont. 

In  connection  with  the  factory  now  in 
course  of  erection  for  the  Paris  Wincey 
Mills  Company,  Limited,  the  plumbing 
contract  has  been  awarded  to  Charles 
Taylor  &  Company,  12  Dalhousie  Street. 
Brantford. 

Sherbrooke,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  machine  shop 
which  is  being  built  for  the  Canadian 
Ingersoll  Rand  Company:  roofing.  Camp- 
bell, Gilday  &  Company,  Limited,  793  St. 
Paul  Street.  Montreal;  painting,  Paquette 
&  Son,  St.  Francis  Street;  heating, 
plumbing  and  sprinkler  system.  General 
Fire  Extinguisher  Company,  :i74  Beau- 
mont Street,  Montreal.  Carpentry  by 
the  general  contractor. 

St.  John,  N.B. 

The  contract  for  steel  work  required 
in  connection  with  the  Young  Men's 
Club  which  is  now  Ijeing  built  has  been 
let  to  the  Eastern  Canada  Steel  &  Iron 
Works,  St.  Malo,  Que.  Architect,  R.  A. 
Frechet,  30  Bonnacord  Street,  Moncton. 

Vancouver,  B.C. 

The  contract  for  painting  required  at 
the  bank  vault  building  which  has  been 
erected  on  Grandview  Avenue  for  the 
Canadian  Bank  of  Commerce  has  been 
let  to  the  Vancouver  Decorating  Com- 
pany, care  of  William  F.  Gardiner,  347 

Pender  Street  West. 

The  Hudson's  Bay  Company,  Georgia 
Street,  have  let  the  general  contract  for 
an  addition  to  their  store  to  the  British 
Columbia  Construction  &  Engineering 
Company,  Fisgard  and  Douglas  Streets, 
Victoria.  Work  will  start  at  once.  Brick 
construction.    Approximate  cost,  $25,000. 


Residences 

Niagara  Falls  Centre,  Ont. 

W.  C.  Pretty,  751  Ferry  Street,  is  con- 
sidering the  erection  of  a  residence  and 
garage  to  cost  about  $6,000.  Work  may 
start  in  January.  No  contracts  vet  award- 
ed. 

Ottawa,  Ont. 

Mrs.  Charlebois.  Springhurst  Street 
and  Beechwood  Avenue,  intends  to  re- 
build her  store  and  residence  which  were 
recently  destroyed  by  fire.  Frame  con- 
struction. Approximate  cost,  $3,000. 
Work  by  day  labor. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  erected  on  Fentiman  .\ve- 
nue  by  F.  Nunn,  care  of  Ritchie  &  Nunn. 
165  Sunnyside  Avenue.  Brick  veneer 
construction,  concrete  foundation,  shingle 
roofing.  Contracts  will  be  let  for  i)laster- 
ing,  heating  and  plumbing.  Estimated 
cost,  $4,000. 

The  erection  of  a  residence  on  Electric 
Street  is  being  considered  by  Herbert 
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Cotter,  80  ^"aughan  Street.  Double  brick 
veneer  construction,  concrete  foundation, 
felt  and  gravel  roofing.  z\pproximate 
cost,  $4,000. 

Tenders  on  brick  work,  roofing,  plas- 
tering, painting,  heating,  plumbing  ^  and 
wiring  required  in  the  erection  of  a  resi- 
dence are  now  being  received  by  the  Es- 
tate of  John  O'Leary,  208  Laurier  Ave- 
nue. Brick  veneer  construction,  felt  and 
gravel  roofing.   Approximate  cost,  $4,500. 

Toronto,  Ont. 

H.  B.  Jackson,  134  Bracken  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $4,500.  Smaller 
trades  will  be  let.  Brick  construction, 
shingle  roofing. 

Work  has  been  started  by  A.  M.  Craw- 
ford, 44  Beech  Avenue,  on  the  erection 
of  a  residence.  Smaller  trades  will  be 
let.  Brick  construction,  shingle  roofing. 
Approximate  cost,  $3,000. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

In  connection  with  the  residence  which 
has  been  erected  at  Herkimer  and  Mc- 
Nab  Streets  for  R.  Kirkpatrick,  the  con- 
tract for  heating  and  plumbing  has  been 
let  to  P.  A.  Moore  &  Company,  939  King 
Street  E.  Electrical  work  not  yet  award- 
ed. 

Lachine,  Que. 

B.  Desmarais  is  building  a  residence 
on  Aberdeen  Avenue  for  George  Marcil, 
180  St.  James  Street,  Montreal.  Brick 
construction,  concrete  foundation,  asbes- 
tos roofing.    Estimated  cost,  $3,000. 

Montreal,  Que. 

In  connection  with  the  residence  which 
is  being  built  on  Delorimier  Avenue  for 
J.  B.  A.  Aubry,  the  contract  for  paint- 
ing has  been  let  to  Girard  &  Boucher, 
291  Iberville  Street,  and  the  roofing, 
heating  and  plumbing  to  Vaillancourt  & 
Bastien,  692  Papineau  Avenue.  Mason- 
ry, brick  work  and  carpentry  by  the  gen- 
eral contractor,  J.  Pilon,  2044  Bordeauj; 
Street. 

Work  has  been  started  by  Anglin's 
Limited,  65  Victoria  Street,  on  the  erec- 
tion of  a  residence  on  Draper  Avenue 
for  E.  W.  Herring,  2  McGill  College  Ave- 
nue. Tenders  are  now  being  received 
for  roofing  and  electrical  work.  Brick 
construction,  concrete  foundation,  felt 
and  gravel  roofing.  Estimated  cost, 
$4,000. 

The  contract  for  steel  work  required 
in  connection  with  the  flats  which  are 
being  built  on  Grand  Boulevard  for  G. 
N.  W.  Zwinge,  296  Madison  Avenue,  has 
been  awarded  to  the  Dominion  Bridge 
Company,  Limited,  Lachine,  Que. 

The  contractors  for  the  residence 
which  has  been  erected  on  Old  Orchard 
Street  for  J.  C.  Rancourt,  115  Melrose 
.'\venue,  are  as  follows: — brick  work,  A. 
I'cpin,  18  de  Gaspe  Avenue;  roofing,  F. 
X,  (ir)udreau,  255  Visitation  Street; 
Iilastering,  Henry  Dedewarder,  45  Pie  IX 
Avenue;  glazing  and  painting,  J.  H.  Cox, 
241  Melros*  Avenue;  electrical  work, 
Simard  &  Fanteux,  77a  Bourget  Street. 

Ottawa,  Ont. 

William  Cj'Connor,  495  Somerset  St., 
is  building  a  residence  in  Ottawa  East, 
estimated  to  cost  $5,000.  The  contract 
for    ii(-ating    and    plumbing    has  been 


awarded  to  J.  P.  Rand  &  Company,  775 
Bank  Street.    Painting  by  owner. 

The  following  contracts  have  been 
awarded  in  connection  with  the  residence 
which  is  being  built  on  Bethany  Road 
for  Victor  Joyce,  162  Spadina  Avenue: — 
general,  carpentry  and  roofing,  Charles 
J.  Joyce,  Somerset  Street;  brick  work, 
Thomas  Dean,  21  Stirling  Street;  heat- 
ing, J.  Cameron,  488  Lewis  Street; 
plumbing,  J.  T.  Blythe,  Frank  Street; 
electrical  work,  H.  L.  Allan,  377  Somer- 
set Street.  Brick  veneer  construction, 
stone  foundation,  shingle  roofing.  Ap- 
proximate cost,  $4,000. 

The  contract  for  plastering  required 
at  the  residence  which  has  been  built  on 
Brighton  Street  for  H.  Puddicombe,  410 
Queen  Street,  has  been  awarded  to  J. 
Jarvis,  18  Fourth  Avenue  ,and  the  heat- 
ing to  the  Capital  Hardware  Company, 
Bank  Street. 

Quebec,  Que. 

The  contract  for  heating,  plumbing 
and  electrical  work  required  at  the  resi- 
dence which  is  being  erected  on  Charles- 
l)ourg  Road  by  Lavoie,  Martel  &  Beau- 
pre,  First  Avenue,  Domaine  Lairet,  has 
been  awarded  to  A.  Noreau,  Fifth  Ave- 
nue, Domaine  Lairet. 

Sarnia,  Ont. 

McWater  Bros.,.  254  Cromwell  Street, 
have  commenced  the  erection  of  a  resi- 
dence for  Frank  Williamson,  260  Max- 
well Street.  Frame  construction,  shingle 
roofing.    Estimated  cost,  $3,000. 

Toronto,  Ont. 

The  contract  for  heating  and  plumbing 
required  at  the  residence  and  garage 
which  have  been  built  at  35  Munro  Park 
Avenue  by  R.  E.  Oliphant,  117  Willow 
Avenue,  has  been  let  to  Stratton  & 
Cook,  314  Lee  Avenue. 

Verdun,  Que. 

Work  has  been  started  by  Anglins 
Limited,  05  Victoria  Street,  on  the  erec- 
tion of  two  flats  on  Rielle  Street  for  W. 
T.  Tipping,  257  Gordon  Avenue.  Brick 
veneer  construction,  felt  and  gravel 
roofing.    Approximate  cost,  $3,000. 

Westmount,  Que. 

In  connection  with  the  residence  which 
has  been  erected  on  Sunnyside  Avenue 
for  L.  J.  Ryan,  545  Notre  Dame  Street 
W.,  Montreal,  the  contract  for  mantel 
and  tile  work  has  been  awarded  to  G. 
R.  Locker  Company,  143  Mansfield  St., 
Montreal,  and  the  hardware  contract  to 
Durand  Hardware,  370  St.  James  Street, 
Montreal. 


Power  Plants,  Electricity  and 
Telephones 

Brooke  Township,  Ont. 

The  Secretary  of  the  Brooke  Municipal 
Telephone  Company,  who  are  consider- 
ing the  extension  of  their  system  ,is  R. 
J.  Lucas,  Watford,  Ont.  Manager,  R. 
("hapnian,  Inwood,  Ont. 

St.  Come,  Que. 

Work  will  start  soon  on  the  construc- 
tion of  an  electric  system  for  La  Com- 
pagnie  d'Energie  Electrique.  Particu- 
lars from  the  Mayor,  Dr.  Poliquin. 

The  Pas,  Man. 

The  by-law  authorizing  the  installation 
of  a  telephone  system  at  a  cost  of  $13,000 


has  been  carried.  Town  Clerk,  H.  H. 
Elliott. 


Fires 

Brooks,  Alta. 

Fire  has  destroyed  the  pool  room 
owned  by  W.  R.  Winters,  and  the  store 
belonging  to  F.  Ainlay.  Total  loss, 
about  $10,000,  partly  covered  by  insur- 
ance. 

Chatham,  Ont. 

The  carriage  works  of  William  Gray, 
Sons  &  Campbell,  Limited,  78  William 
Street,  have  been  destroyed  by  fire. 

Crow  Lake,  Ont. 

The  residence  of  James  Mahan  has 
been  destroyed  by  fire.  Loss  covered 
by  insurance. 

Frome,  Que. 

Fire  has  totally  destroyed  the  barn  and 
outbuildings  owned  by  Robert  S.  Chute. 
Loss  partly  covered  by  insurance. 

Goderich,  Ont. 

Fire  has  entirely  destroyed  the  barn 
belonging  to  Robert  McAllister,  Seventh 
Concession,  W.  Wawan. 

Jamestown,  Ont. 

The  factory  of  the  Jamestown  Table 
Company  has  been  destroyed  by  fire. 
Loss,  about  $3,000,  covered  by  insurance. 

North  Bay,  Ont. 

The  store  owned  by  Dole  &  Son  has 
been  damaged  by  fire. 

Ottawa,  Ont. 

Fire  has  damaged  the  stores  at  195- 
109  Bank  Street,  the  property  of  S.  A. 
Luke,  59  Rideau  Street.  Loss,  about 
$4,000. 

Princeton,  Ont. 

The  flour  mill  owned  by  Maycock  & 
Harris  has  been  totally  destroyed  by 
fire.    Loss,  $10,000. 

Saskatoon,  Sask. 

The  storage  building  of  the  Northern 
Storage,  455  First  Avenue  N.,  has  been 
completely  destroyed  by  fire.  Loss, 
$60,000. 

St.  Francois  Xavier,  Man. 

The  Roman  Catholic  Convent  has  been 
totally  destroyed  by  fire.  Loss,  about 
$10,000. 

Toronto,  Ont. 

The  premises  of  the  William  Radford 
Company,  313  Adelaide  Street  W.,  have 
been  damaged  by  fire.  Loss  on  building 
and  stock,  about  $6,500. 

Weedon,  Que. 

The  premises  of  the  Weedon  Chemical 
Company  have  been  destroyed  by  fire. 
Loss,  about  $10,000,  covered  by  insur- 
ance. The  Company  intend  to  rebuild 
immediately,  and  will  require  cement, 
steam  boilers  and  chemical  fabrication 
machinery. 


Miscellaneous 

Creemore,  Ont. 

John  Cotril,  Creemore,  is  in  the  mar- 
ket for  two  motors,  1  and  2  horse  power, 
single-phase,  60-cycle. 
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New  Waterford,  N.S. 

The  Town  Council  propose  to  purchase 
a  motor  fire  truck  with  engine  and  force 
pump.    Estimated  cost,  $10,000. 

Ottawa,  Ont. 

The  City  Council  will  call  for  tenders 
early  in  the  year  for  the  supply  of  stone 
for  1916.    Engineer,  F.  C.  Askwith. 

CONTRACTS  AWARDED 

Peace  River  Crossing,  Alta. 

The  Edmonton,  Dunvegan  &  British 
Columbia  Railway  Company,  Edmonton, 
have  let  the  contract  for  oil  drilling  to 
J.  D.  McArthur.  E.D.  &  B.C.  Yards,  St. 
Albert  Trail.  Work  will  start  at  once 
on  the  installation  of  drilling  plant. 


Terra  Cotta  Society  to  Advertise 

Twenty  thousand  dollars  will  be  spent 
next  year  in  a  national  advertising  cam- 
paign to  educate  architects  and  builders 
in  the  merits  of  terra  cotta  as  a  build- 
ing material — that  is,  if  the  plans  made 
at  the  annual  convention  of  the  National 
Terra  Cotta  Society,  held  recently  at 
the  Hotel  LaSalle,  Chicago,  111.,  are  car- 
ried out. 

In  the  past  few  years  especially,  terra 
cotta  has  been  forging  to  the  front  as  a 
beautiful,  economical  and  durable  fac- 
ing for  building  fronts  and  interior  dec- 
oration. Those  architects  and  builders 
who  are  more  progressive  than  the  rank 
and  file — and  a  trifle  more  open-minded 
— have  fully  realized  the  merits  of  this 
form  of  decoration  and  are  using  it  to 
advantage,  securing  artistic  work  of 
lasting  quality  at  a  cost  that  is  pleas- 
ing to  the  average  client.  But  this  is  not 
enough.  Ignorance  as  to  these  merits 
on  the  part  of  the  vast  majority  of  those 
engaged  in  the  building  professions  and 
trades,  who  should  be  more  consistent 
users  of  terra  cotta,  has  stood  in  the 
way  of  its  advancement.  It  is  to  supply 
this  lack  of  information,  that  the  soci- 
ety has  determined  upon  a  nation-wide 
publicity  campaign,  the  appropriation  for 
which  will,  no  doubt,  be  increased  as 
the  work  develops.  A  committee  was 
appointed  to  take  the  project  in  hand, 
the  personnel  of  which  has  not  as  yet 
been  announced. 

President  Fritz  Wagner  called  the  con- 
vention to  order  at  the  opening  session, 
the  usual  procedure  being  followed,  in- 
cluding the  annual  reports  of  the  officers 
and  various  committees  which  had  been 
appointed  for  the  year  just  closing.  A 
number  of  new  committees  were  then 
aopointed  for  which  considerable  work 
was  outlined  to  be  accomplished  during 
the  coming  year,  along  lines  of  general 
interest  to  the  society  and  the  develop- 
ment of  co-operation  among  the  mem- 
bers in  the  industry. 

On  Friday  evening,  December  10,  a 
banquet  was  held  at  the  Hotel  LaSalle 
at  which  Thomas  Armstrong,  of  the 
Conkling-Armstrong  Terra  Cotta  Com- 
pany, Philadelphia,  was  toast-master. 
Short  talks  were  given  by  a  number  of 
the  members. 

The  election  of  officers  was  held  on 
Saturday  afternoon,  December  11,  Fritz 
Wagner  being  re-elected  president. 
Thomas  Armstrong  was  chosen  as  vice- 
president;  Harry  Lucas,  of  the  North- 
western Terra  Cotta  Company,  Chicago, 
secretary;  and  E.  Y.  Eskensen,  of  the 
New  Jersey  Terra  Cotta  Company,  Perth 
Amboy,  N.  J.,  treasurer.    From  fifty  to 


sixty  delegates  were  present  at  the  con- 
vention, representing  twenty-seven  dif- 
ferent companies. 

The  consensus  of  opinion  of  those  pre- 
sent was  that  191G  will  be  a  very  pros- 
perous year  in  the  industry.  "The  terra 
cotta  trade  has  been  greatly  depressed," 
said  one  of  the  members,  "but  within 
the  last  month  or  so  there  has  been 
rapidly  growing  evidence  of  returning 
activity.  Building  prospects  are  now 
excellent  in  all  parts  of  the  country." 


Cement-Coated  Piles  Repaired  Under 
Water 

Wooden  piles,  wrapped  with  wire- 
mesh  reinforcing  and  coated  with  con- 
crete by  means  of  a  cement  gun  were 
used  by  the  P.  J.  Carlin  Construction 
Company  in  building  the  San  Juan  bulk- 
head in  Porto  Rico,  and  described  by  Mr, 
Carlin  recently  in  the  Cornell  Civil  En- 
gineer. In  applying  the  coating  the  piles 
were  carried  on  roller  supports  40  feet 
apart.  As  the  concrete  applied  to  each 
pile  was  inches  thick,  the  additional 
weight  of  the  coating  averaged  5,000  to 
6,000  pounds,  which  caused  some  of  the 
piles  to  sag  in  turning  and  handling,  pro- 
ducing cracks  in  the  coating. 

It  may  be  of  interest  to  explain  the 
methods  of  repairing  the  damaged  ce- 
ment coated  piles  under  water.  This  was 
done  by  putting  on  a  steel  cylinder,  about 
6  inches  larger  in  diameter  than  the 
coated  pile,  and  around  the  part  of  the 
pile  to  be  repaired.  All  joints  were  closed 
and  the  bottom  of  the  cylinder  was  made 
to  fit  close  to  the  surface  of  the  pile, 
with  the  top  of  the  cylmder  open.  On 
the  deck,  above  the  pile  to  be  repaired,  a 
tank  was  set  up,  with  a  large  valve  con- 
nected to  a  piece  of  IJ^-inch  single  ply 
cotton  hose,  leading  down  to  the  bot- 
tom of  the  space  between  the  pile  and 
the  cylinder.  Cement  grout  was  mixed 
in  the  tank  and  allowed  to  run  down 
the  hose,  a  diver  keeping  the  lower  end 
of  the  hose  below  the  surface  of  the  de- 
posited cement  until  the  top  of  the  cylin- 
der was  reached.  The  cylinder  was  al- 
lowed to  remain  on  for  two  or  three 
days,  then  it  was  taken  ofif  and  trans- 
ferred to  another  pile  to  be  repaired. 
The  results  were  considered  very  satis- 
factory. 

It  is  believed  that  if  some  method  of 
rotating  the  pile,  without  sagging,  dur- 
ing the  application  of  the  "gunite"  can 
be  devised,  and  also  of  handling  the  pile 
from  the  rollers  to  the  seasoning  yard, 
that  this  method  can  be  satisfactorily, 
and,  of  course,  economically,  employed. 
It  is  undoubtedly  less  expensive  than  the 
solid  concrete  pile. 

Mr.  Carlin  believes  that  a  coating  of 
about  lyi  inch  would  be  very  much  bet- 
tem  than  inches,  because  it  reduces 
the  weight  on  the  wooden-pile,  and  it 
sufficiently  covers  the  reinforcement. 


Germans  Awarded  Prize  in  Swedish 
Harbor  Plan  Competition 

The  first  prize  in  the  International 
competition  for  plans  to  enlarge  its  har- 
bor was  awarded  by  the  city  of  Helsing- 
borg,  Sweden,  to  the  firm  of  Ludwig 
Lange.  Hanover,  together  with  Marine- 
Hafenbaudirektor  Behrendt,  Wilhelms- 
haven,  Germany.  Albert  Lilienberg  and 
Lieut.  N.  A.  Svenson,  Gothenborg, 
Sweden,  were  awarded  the  second  prize. 
The  third  prize  went  to  Thuresson  & 
Company,    Stockholm,    Sweden.  The 


judges  also  recommended  the  purchase 
of  the  following,  at  $270  each:  plans  of 
Prof.  R.  W.  Otto  Schulze,  assisted  by 
Walter  Rouff,  Danzig,  Germany;  those 
by  Ivar  Tybjerg,  Aalborg,  Denmark, 
and  those  by  Carl  Semler  and  the  Con- 
tractor Construction  Company,  Stock- 
holm, Sweden.  The  harbor  department 
itself  decided  to  buy  at  the  above  men- 
tioned figures  the  projects  submitted  by 
Lieutenant  Plomann,  Stockholm,  and  S. 
Ewald,  city  engineer  of  Helsingborg,  as- 
sisted by  the  architectural  firm  of  L.ew- 
erentz  &  Stubelius. 

The  time  limit  of  the  competition  was 
set  for  July  15,  1914.  The  judges  met 
for  the  first  time  August  1,  1914,  but  the 
work  was  interrupted  the  following  day 
by  the  outbreak  of  the  European  war. 
It  was  not  resumed  until  August  12, 
1915,  and  it  was  completed  August  24. 
Because  of  the  unexpected  length  of  time 
required  before  results  were  announced 
it  was  decided  to  increase  the  prizes  and 
the  sums  of  purchase  to  the  extent  of  in- 
terest for  one  year  at  five  per  cent. 

Million  Acre-Feet  Added  to  Reclamation 
Service  Storage  Capacity 

More  than  1,000,000  acre-feet  were  ad- 
ded to  the  capacity  of  its  storage  capa- 
city by  the  U.  S.  Reclamation  Service 
during  the  past  year.  Four  large  and  in- 
teresting dams  were  brought  practically 
to  completion,  namely:  The  Arrowrock, 
the  highest  in  the  world;  the  Elephant 
Butte,  which  impounds  the  largest  quan- 
tity of  water  of  any  artificial  reservoir 
in  the  world  except  Gatun  Lake;  the 
Grand  River,  which  is  the  longest  roller- 
crest  dam  in  the  United  States,  and  the 
Lahontan.  Water  was  furnished  to  irri- 
gate more  than  750,000  acres  of  land  and 
to  grow  crops  worth  $16,500,000.  The 
total  expenditure  during  the  year  for 
building  dams  and  other  irrigation  works 
was  $15,000,000.  Construction  complet- 
ed included  753  miles  of  canals,  284  miles 
of  waste-water  ditches  and  open  drains, 
60  miles  of  irrigation  and  drainage  pipe 
lines,  747  bridges,  1,079  culverts,  311 
flumes,  51  miles  of  roads  and  178  miles 
of  telephone  lines.  Irrigation  canals 
were  lined  with  concrete  to  a  total  length 
of  54  miles.  The  excavation  of  earth  and 
rock  amounted  to  17,000,000  cu.  yds.  and 
750,000  cu.  yds.  of  concrete  were  placed. 

Depressed  Kiln  Centres  Save  Ware  and 
Bagwalls 

"One  idea  has  saved  me  thousands  of 
dollars,"  said  a  New  York  brickmaker  in 
discussing  the  subject  of  kiln  construc- 
tion. 

"An  item  of  no  mean  consideration  in 
the  maintenance  cost  of  kilns  comes  from 
damaged  bagwalls  due  to  the  brick  roll- 
ing toward  that  part  of  the  kiln.  But 
what  is  of  still  greater  importance  is 
the  amount  of  ware  spoiled  when  this 
occurs.  I  have  found  that  by  depress- 
ing my  kiln  centres  from  one  and  one- 
half  to  two  inches  in  a  thirty-foot  round, 
down-draft  kiln,  much  of  the  trouble, 
expense  and  actual  loss  due  to  damaged 
bagwalls,  and  distorted  and  melted 
brick,  is  obviated.  Where  this  is  done, 
when  the  brick  begin  to  roll,  the  tend- 
ency is  to  lean  toward  the  centre  of  the 
kiln,  thus  keeping  the  setting  intact. 

"This  simple  idea  has  saved  me  a 
large  sum  of  money  in  the  time  that  I 
have  made  use  of  it,  in  repairs  to  bag- 
walls  and  in  a  smaller  number  of  culls." 


Tenders  and  For  Sale  Department 


School  Tenders 


Sealed  tenders  will  be  received  up  to  and  in- 
cluding Saturday,  January  15,  1916,  by  the  Sec- 
retary of  the  School  Board,  Lambton  Mills,  in 
whole  or  in  part,  for  the  different  trades  required 
in  the  erection  and  completion  of  a  school  build- 
ing. Plans  and  specifications  and  all  particulars 
can  be  seen  at  Molson's  Bank,  Lambton  Mills: 
also  at  the  offices  of  the  architects.  No  tender 
necessarily  accepted.  A  guarantee  bond  for  10 
per  cent,  will  be  required  from  the  parties  to 
whom  the  contract  may  be  awarded. 

THOMAS  ELLIOT, 
Secretary-Treasurer  School  Board, 

Lambton  Mills,  Ont. 

Ellis  &  Ellis,  Architects, 

Manning  Chambers.  Toronto.  51-1 


The  Quebec  Streams 
Commission 

Proposed  Bridge  on  the  River 
Sauvage  at  Lambton,  County 
Frontenac,  P.  Q. 

Notice  to  Contractors 


Sealed  tenders,  addressed  to  the  undersigned, 
and  marked  "Tenders  for  a  bridge  over  the  Sauv- 
age River,"  will  he  received  at  the  office  of  the 
Quebec  Streams  Commission,  Room  125,  Parlia- 
ment Buildings,  Quebec,  until  twelve  o'clock 
on  Tuesday,  the  11th  day  of  January,  1916. 

These  tenders  shall  be  for  the  following  items  : 

(.\)  Tender  for  a  wooden  bridge,  wooden  piers 
and   abutments   and   bridge  approaches. 

(P.)  Tender  for  Concrete  Piers  and  Abutments 
and  Bridge  approaches. 

(C)  Tender  for  Steel  Superstructure  of  Bridge.^ 

(D)  Tender  for  Items  B  and  C  combined,  viz.: 
Concrete   Substructure  and   Steel  Superstructure. 

Any  tenderer  may  submit  prices  for  one  or 
all  of  the  above  items. 

Plans  and  specifications  can  be  seen  after  this 
(late  in  the  office  of  the  Chief  Engineer  of  the 
Quebec  Streams  Commission,  Room  803  McGill 
i?uilding,  Montreal. 

Parties  tendering  will  be  required  to  accept 
the  fair  wages  schedule  prepared  or  to  be  pre- 
pared by  the  Department  of  Labor  of  the  Pro- 
vince of  Quebec,  which  schedule  will  form  part 
of  the  contract. 

Tenderers  are  notified  that  tenders  will  not 
be  considered  unless  made  strictly  in  accordance 
with  the  printed  forms. 

.\n  accepted  bank  cheque  for  a  sum  as  men- 
tioned below  made  payable  to  the  lion,  the 
I'rovincial  Treasurer,  must  accompany  each  ten- 
der, which  sum  will  be  forfeited  should  the  party 
tendering  decline  to  enter  contract  for  the  work, 
at  the  rate  stated  in  the  offer  submitted. 

Item  "A"  cheque  for  .$2,500.00. 

Item   "B"   cheque   for  .1;4,000.00. 

Item  "C"  clieque  for  !i!:!,0()O.0O, 

Item  "D"  cheque  for  .$7,000.00. 

The  cheque  thus  sent  in  will  be  returned  to 
the  respective  contractors  whose  tenders  are  not 
accepted. 

The  cheque  of  the  successful  tenderer  will  be 
held  as  security,  or  part  security  for  the  due  ful- 
filment of  the  contract   to  be  entered  into. 

The  lowest  of*  any  tender  will  not  necessarily 
be  accepted. 

By  Order, 
r..  H.  CHARLEBOIS, 

.Secretary. 

The  Quebec  Streams  Commission, 
Montreal,  December  2.3rd,  1915. 
Unauthorized  publication  of  this  advertisement 
will  not  be  paid  for.  52-1 


Tenders  for 

STREET  CARS 


Tenders  will  he  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon, 
on  Tuesday,  February  1st,  1916,  for  the  supply 
anil  delivery  of:  — 

Tender 
Numbers 

Street  Cars,  Complete   70 

Street  Car  Bodies   70-A 

Street    Car   Trucks    70-B 

Street   Car   Motor   Equipment    70-C 

Street  Car  Air  Brake  Equipment    70-D 

Copper  Cables  for  Street  Car  Work..  ..  70-E 
Street  Car  Fare  Boxes   70-F 

Envelopes  containing  tenders  inust  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room'12,  City  Hall.  Ten- 
ders must  comply  stiictly  with  conditions  of  City 
By-law  as  to  deposits  and  sureties,  as  set  out  in 
specifications  and  forms  of  tender.  The  lowest 
nr   any  tender   not   necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 

Chairman,  Board  of  Control. 

Toronto,   December  .'SOth,   1915.  1 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Temporary  Postal  .Sta- 
tion 'A,'  Toronto,  Ont.,"  will  be  received  at  this 
office  until  4  p.m.  on  Monday,  January  10,  1916, 
for  the  construction  of  the  building  mentioned. 

Plans,  specification  and  form  of  contract  can 
be  seen  and  forms  of  tenders  obtained  at  the 
office  of  Mr.  Thos.  A.  Hastings,  Clerk  of  Works, 
Postal  Station  "F."  Yonge  Street,  Toronto,  Ont., 
and  at  this  Department. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied, and  signed  with  their  actual  signatures, 
stating  their  occupations  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  jier  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  ujion  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  chetjue  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

-Secretary. 

Department  of  Public  Works, 

Ottawa,  December  29,  1915. 
Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
l>c|iartment.  1 


Concrete  Mixers 


Large  company  in  Middle  States  making  con- 
crete mi.xers  wants  selling  agents  for  Canadian 
territory.  Good  working  arrangement  and  sub- 
stantial assistance  will  be  given  to  reliable  ag- 
gressive agents.  Box  279,  Contract  Record,  To- 
ronto,  Ont.  J.4 


Quarry  Machinery  Wanted 

Two  gang  saws  and  one  planer  in  good  working 
order. 

F.  ROGERS  &  COMPANY, 

119."^  Queen  Street  West, 

Toronto,  Ont. 


Late  News  Items 

Avonbank,  Ont. 

Plans  are  being  prepared  for  a  resi- 
dence to  he  erected  for  A.  Ready.  Red 
pressed  brick  construction,  concrete 
foundation.    Approximate  cost,  .$3,500. 

Frome,  Ont. 

Robert  S.  Chute  has  decided  to  erect 
a  barn  and  other  outbuildings  to  replace 
those  recently  destroyed  by  fire. 

Maisonneuve,  Que. 

J.  A.  Coulconibe,  134  Stadacona  Street, 
has  commenced  the  erection  of  three 
flats  on  Pie  IX.  Street,  estimated  to  cost 
$7,000.  Some  of  the  smaller  trades  will 
be  let.  Stone  and  brick  construction, 
felt  and  gravel  roofing. 

Muirkirk,  Ont. 

The  erection  of  a  school  is  being  coii- 
sidered  by  the  School  Board.  Approxi- 
mate cost,  $5,000.  Trustee,  P.  A.  Mc- 
I<:ellar. 

Niagara  Falls  Centre,  Ont. 

W.  C.  Pretty,  7,51  Ferry  Street,  will  re- 
ceive tenders  until  January  Oth  for  all 
trades  except  plumbing  required  in  the 
erection  of  a  residence  and  garage  on 
Ferry  Street.  The  contract  for  plumb- 
ing has  l)een  awarded  to  Payne  &  Nes- 
bitt,  123  Main  Street. 

Portage  la  Prairie,  Man. 

The  Public  School  in  the  East  Ward 
has  been  totally  destroyed  by  fire.  Loss, 
$30,000;  insurance,  $18,000.  Chairman  of 
the  Public  School  Board,  R.  H.  Home. 

Quebec,  Que. 

Plans  are  being  prepared  for  a  bank 
building  to  be  erected  on  Ste.  Foye 
Road  for  the  National  Bank,  75  St. 
Peter  Street.  Architect,  P.  Levesque, 
115  St.  John  Street.  Brick  construction, 
concrete  foundation,  metal  roofing.  Es- 
timated cost,  $5,000. 

Renwick,  Ont. 

H.  DeClereck  is  considering  the  erec- 
tion of  a  residence  to  replace  that  re- 
cently destroyed  by  fire.  Estimated  cost, 
$3,000. 

Sexsmith,  Ont. 

Robert  Tinney,  Sexsmith,  Exeter,  Ont., 
is  preparing  plans  for  remodelling  his 
barns  and  the  construction  of  stables  be- 
neath them. 


January  5,  1916 


THE   CONTRACT  RECORD 


41 


PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 

npHIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  **Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 


C.  p.  R.  OFFICE  BUILDING  DOMINION  BANK  BUILDING 

Darling  &  Pearson,  Architects  '  Darling  &  Pearson,  Architects 


Two  prominent  corners  in  Toronto 

The  Terra  Cotta  for  both  buildings  was 
manufactured  and  set  by 

THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 

Chicago       -  Illinois 

Agencies  in  all  the  large  cities  of  Canada, 
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"Windsor  Ideal"  Batch  Mixers 


No.  7  with  Wheelbarrow  Hopper 


Handle  a  large  range  of 
work  for  the  small  con- 
tractor and  complete  the 
equipment  of  the  large 
contractor.  Let  us  tell 
you  about  our  different 
sizes  and  various  equip- 
ments, also  about  "Ideal" 
Block  Machines,  Tampers, 
Ornamental  Molds,  Der- 
ricks, Tile  Molds,  Etc. 


Ideal   Concrete    Machinery   Co.,  Limited 


Windsor,  Ontario 


OTANDARD  Service  consists  in  the 
^  ability  to  supply  promptly  high 
grade  electric  wires  and  cables  of  all 
kinds  and  sizes,  in  any  quantity,  and 
at  reasonable  prices. 
Your  enquiries  will  be  appreciated. 

Standard  Underground  Cable 
Company  of  Canada,  Limited 
Hamilton,  Ont. 
Montreal,  Que.      Winnipeg,  Man.      Seattle,  Wash. 


"QUALITY 
FIRST  " 


SARNIA  STEEL  CEILINGS 

Metal  ceilings  and  wall  are  particularly  adaptable  for  use  in  stores,  apartment 
houses,  basements,  school  houses,  etc.,  on  account  of  its  protection  from  fire  and 
permanent  finish. 

Illustrated  below  is  our  Dublin  Scroll  design  in  walls,  ceiling  and  cornice. 


Made 

in 
Canada 


KILLERS  CONTINUOUS  HIP  SHINGLES 


We  manufadture  a  complete  line  of  Plain  Galvanized  Iron,  Corrugated  Iron, 
Metal  Shingles,  Ventilators,  Sky  Lights,  Eave  Trough,  Volleys,  Condu(5tor  Pipe,  etc. 

Write  for  descriptive  literature  and  stock  price  lists. 

SARNIA  METAL  PRODUCTS  CO.,  Limited 

SARNIA,  ONTARIO 


SUPERIOR  IN  EVERY  DETAIL 


The  Ric-wiL  Underground  Pipe  Covering  Co. 


Ric-wiL 
MethoD  of  Insulat- 
ing Underground 
Steam    and  Hot 
Water  Pipes. 
GET  A  CATALOG 

Cleveland,  Ohio 
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The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 

347  Adelaide  St.  West       -  Toronto 


CARBIC  FLARE  LIGHT 

W.  L.  Foster,  8  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 
Dredges. 

This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple — 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c.  p.  Burns  6 
hours  without  re- 
charging. 

Agents 

KellyPowell 
Ltd. 

Winnipeg, 
Man. 


MUELLER 

PATtNTEi 


□ 

An  All  Around  Valve 
That  Does  Wonderful  Work 

Gives  marked  reduction  on  water  service  and  very 
close  regulation.  Excellent  on  steam  heating 
systems  for  any  pressure  as  low  as  five  pounds 
vacuum.    It  is  reliable,  accurate  and  serviceable. 

Mueller 

13160   Reducing  and  Regulating  Valve 

^>                        Can  be  used  with  equal  success  on  water,  steam,  ^^K^^ 

^                     air,  gas  or  oil.    It's  the  BEST  all  around  valve  S 

( .11.                        on  the  market.    The  Mueller  line  includes  valves  I 

„            \              for  all   kinds  of  services,    pump  governors,  etc.  c3 

Mueller      ^            Write  to  us  today.      Clip  and   mail  the  coupon.  No.  isieo 

Mfg.  Co.  \ 

SARNIA,  ONT.    \  H.  Mueller  Mfg.  Company,  Ltd. 

Send  me 'your  general      \  SARNIA,  ONTARIO 

catalog  and  quote  me  prices  ^ 
on  Lead  Flange  work.  \ 

N         Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 

Signed   

City  Prov   \ 
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''Hammer  Brand" 

Hard  Wall  Plaster 


[t  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Wojks : — 
AURORA,  ONT. 

Chicago  Office: — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Calgary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


Roofing,  Siding  and  Accessories 

They  Resist  Rust  and  Corrosion 

Sheet  metal  that  withstards  the  ravages  of  salt 
water,  salt  air,  sulphurous  smoke,  fumes  and 
moisture  means  economy  to  the  user. 

And    if   the   cost    is    moderate    the  economy 
obtained  is  two-fold. 

Toncan  Metal  Sheets  are  moderate  in  cost  and 
are  capable  of  withstanding  the  most  severe 
corrosive  influences  far  better  than  ordinary 
teel  or  iron  sheets. 

The  use  of  Toncan  Metal  on  buildings,  therefore, 
means  double  economy  in  maintenance  cott. 

Toncan  metal  should  be  used  for  roofing,  siding, 
eaves  trough,  conductor  pipe,  ventilators,  sky- 
lights, window  frames,  blower  systems,  cornices 
tanks,  etc. 

Get  this  new  6ooA^->- 

The  Pedlar 
People,  Ltd. 

Oshawa,  Ont. 

Canadian  Distributors 

The  Stark 
Rolling  Mill  Co. 
Canton,  Ohio 

Sole  Makers 


The  Pedlar  People,  Ltd. 
Oshawa,  Ont. 

Send  me  without  cost  or  ob 
ligation  a  copy  of  "Corrosion— 
The  Cause  —  The  Effect  -  The 
Remedy." 

Name  


Address. 
C.R.  3 
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BOOKS 


for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   3f)4  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.    50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  189C 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00.  , 

Sanitation  of  Public  Buildings,  by  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages. 
Price  50  cents. 

.Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany'.    843  pages,  illustrated.     Price  $5.00. 
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317  Adelaide  St.  West,  Toronto,  Ont. 


KERR 

Gate  Valves 

and 

Fire  Hydrants 

"MADE  IN  CANADA" 


This  Plant  is  devoted  entirely  to  the  manufacture 
of  Valves  and  Hydrants  of  approved  quality  and 
design. 

Now  is  the  Time 

to  show  your  patriotism,  and  prove  to  yourself  and 
others  that  KERR  valves  and  hydrants  are  equal 
in  quality  and  workmanship  to  any  made  elsewhere. 

Break  the  Habit 

of  buying  foreign  made  valves  and  hydrants,  and 
get  acquainted  with  our  goods,  which  you  have 
perhaps  imagined  were  not  quite  equal  to  the  for- 
eign made  article. 

Remember 

that  every  dollar  spent  in  Canada  for  Canadian  made 
goods,  is  a  contribution  towards  renewal  of  prosperous 
times,  and  the  support  of  Canadian  workmen  and  institu- 
tions. 

When  you  spend  the  dollar  with  us  you  get  full  value 
in  return. 

Write  for  our  Catalogue  No.  5. 

The  Kerr  Engine  Co.^  Limited 

WALKERVILLE,  ONTARIO 
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Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Cro8sinir>  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  ggg     Evenings,  North  2107 


The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich..  U.S.A. 


Crushed  Stone 

For  Contractors 

Sizes  3/4,  1,  2  and  3  inches 
and  dust. 


Apply  to — 

Secretary's  Office, 

McGill  University, 

MONTREAL 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Asents:     Mussens  Ltd,  Montreal 


FIRE  BRICK 

in  every  grade  and  shape  to  suit  every  type  of  furnace 
or  boiler  setting  provided  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands.  Details  concerning  them  are  contained  in  our 
booklet  "Refractory  Efficiency  Engineering"  which 
will  be  sent  on  application. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  Bldg., 


HAMILTON,  ONT. 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  :-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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THE  PREMIER  ROAD  DRESSING  and  BINDER 


'FLUXPIIALTE"  is  as  easily  applied  as  any  binder  and  gives  far  better  results. 

Write  for  copy  of  our  New  Booklet 


"FLUXPHALTE"  is  a  heavy 
road  oil  containing  80  per  cent, 
of  solid  pure  bitumen  combined 
with  sufificient  liquid  bitumen  to 
bring  it  to  a  proper  consistency 
for  road  dressing.  It  is  absolutely 
free  from  greasy  oils. 

This  asphalt  macadam  binder 
which  we  are  introducing  into  Can- 
ada has  stood  the  test  of  time  and 
is  offered  to  the  municipalities  of 
the  Dominion  with  the  highest  re- 
commendations of  critical  road  en- 
gineers in  Great  Britain. 

Today  the  heavy  traffic  on  roads 
has  found  the  old  water-bound  mac- 
adam unsuitable,  and  in  order  to 
provide  a  binder  and  dust-layer 
which  will  stand  up  under  these  new 
conditions,  "FLUXPHALTE"  has 
been  placed  on  the  Canadian  market. 


THE  ASPHALT  &  SUPPLY  CO.,  LTD.,  103-7  Board  of  Trade  Bldg„  MONTREAL 


Sales  Offices 
Wellana  •  Ontario 

Cobalt  -  Ontario 

7  Bank  Street  Chambers 

Ottawa 
417  New  Birks  Building 
Montreal 


Ar.e7-Jr:t"e:"  standard  steel 

Alv^aysin  stock      CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  zire  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(Manufacturer!  of  Enameled  Brick  exclusively) 

1182  Broadway,   New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Woodhottse  Chains  for  Contractors 
and  Engineers  have  a  great  record 

Thousands  of  experiments  covering  a 
term  of  many  years,  working  in  rock, 
gravel,  coal  banks  —  in  construction 
work  of  a  hundred  different  sorts — have 
demonstrated  one  great  truth: 

That  Woodhouse  Chains  are  Best 
by  test  and  enduringly  satisfactory 

They're  made  from  specially-rolled, 
double-refined  iron  of  the  finest  pos- 
sible quality  for  their  special  require- 
ments. They  stand  a  lot  of  terrific 
usage  and  while  they  do  break  and  wear 
out,  the  book  of  costs  shows  that  the 
chain  expense  of  those  who  use  them  is 
lessened  after  Woodhouse  Chains  are 
adopted. 

Send  for  catalogue  and  prices 

Woodhouse    Chain  Co.,  Trenton,  N.  J. 

SpeciaJists  in  Crane,  Cable,  Conveyor,  Dredge,  Steam  Shovel,  Block 
and  other  chains,  standard  measurements  or  made  to  meaisure. 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 

Frost-Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
HEW  YORK  CITY 


Ming  Materi 


Now  for 

"Metallic"  Ceilings 

There  is  big  money  in  metal  ceiling  work  if 
you  make  sure  of  using  the  right  material. 
"METALLIC"  CEILINGS  always  lav 
right  because  they  are  made  right.  No 
gaping  joints  or  "skew"  lines.  They  make  a 
quick,  good,  satisfactory-to-everybody  job. 
Patterns  are  snappy  and  up-to-date. 

Get  our  catalogue  ^nd  price  list. 

Metallic  Roofing  Co.,  Ltd. 

Toronto     Manufacturers  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co.. 

Toronto   Montreal  Umited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement— delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.50  on  the  track, 
with  pkgs.,  $1.90. 

Lime— grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  diy  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14 ;  grey,  $11  to  $12 ; 
wire-cut  brick  for  foundation  work,  $8,50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto ; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2-in.,  $1.05;  1-in.,  $1.10;  ^-in., 
$1.10;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 08c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices   (wholesale)  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $.33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine^ 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  decking  D  2  S,  $28;  spruce  decking. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto.  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  Sin.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
.$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  Fir)— 8  x  8.  10  x  10, 
10  X  12,  12  X  12,  12  X  14,  8  x  10,  S  x  12, 
10  X  14,  14  x  14,  8  X  14,  12  x  16,  14  x  16, 
16  X  16,  $.32,  retail  $.37;  10  x  16,  14  x  18, 
16  X  18,  .$39;  8  x  16,  .$34  ;12  x  18,  18  x  IS, 
$33;  16  X  18.  14  x  20.  16  x  20,  $33;  S  x  18, 
$.34;  12  X  20.  18  x  20,  $.33;  10  x  20,  .$34; 
S  X  20.  .$:'.3;  14  X  22,  $34;  16  x  22,  IS  x  22, 
20  x  22,  22  X  22,  $.35;  12  x  22,  $.34;  10  x  22. 
$.35;  S  X  22,  14  x  24,  IS  x  24,  20  x  24,  22 
X  24  ,  24  X  24,  12  x  24,  $.36;  10  x  24,  $.37. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed. $2  .50;  structural  sections  .$3.00;  small 
sizes  .$3.25. 


Steel  Plates— tank  and  boiler,  $3.60-.$.3.10  per 
100  lbs.;  !4  in.,  .5/16  in.  and  H  in.,  .$2.75 
per  100  lbs.;  gauge  plates.  No.  10,  $3.10, 
No.  12,  $.3J.5,  No.  14,  $3.05  per  100  lbs.; 
I>lack  American  bessamer  plates,  28  gauge, 
$3.35  per  100  lbs. 

Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o  b. 
Toronto;  4  in.  $.34  per  net  ton;  6  in.  to  12- 
in.  $.33;  12  in.  up  $32.50,  with  $1  extra  for 
•    gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge   $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.  ;  6-in.,  40c  ft. ;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  IS-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal. ;  red  lead, 
dvv,    $10    per    100    lbs.  ;     putty    in  bulk, 
.$3.50  per  100  lbs.;  in  100-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs.;  steel 
saslt  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  S6c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,   LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including 
sacks. 

Lime— Hydrated,  $12  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  huff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal   (C.   P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  ii-in.,  $1.06;  ^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  .$8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  £t.,  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft.;  connecting  wire  in  coils  or  spools,  60c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
.$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  .$4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  .$6.26;  14-foot,  single  $6.20, 
double  .$6.80;  16-foot,  single  $6.74,  double 
$7.34;  IS  foot.  single  .$7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
.$8.57,  double  $9.17;  24-foot,  single  $9.,32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  2S-foot,  single  $10.82,  double  $11,42; 
.30  foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles— 3-in.  x  3  in.  and  up,  $3,00.  1  in. 
X  1  in.  x  %  in.,  25c.  extra;  ^  in.  x  in. 
x  %  in.  50c.  extra.  Boiler  plates — ii  in. 
thick  and  thicker,  $2.75.  Circular  plates— 
Flanee  qnalitv,  30  in.  dimensions  and  over, 
.$3.25;  imdcr  30  in.  dimensions,  $.3. ,50..  Beams 
and  channels — Under  35  lbs.  jier  yd,,  $3,55; 
.^5  lbs.  per  yd.  and  over,  $3.00;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4.10;  28  gauge,  $3.75  per  sq.  net  cash.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 

gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straiglit  pipe  (per  foot) — 4-in.,  25c;  6  in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.  Bends,  each,  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2,50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
21^  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.00,  $8.40,  $9.60,  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6.00,  .$8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discoiuit  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $7.50  per  ton.  Plaster  of 
Paris— .$2.35  per  bbl.  Rope— Best  Manilla, 
16c  basis  per  pound;  British  manilla,  1.3j^c 
basis;  African  hemp,  IS'Ac;  sisal  rope,  ll^c 
basis;  lath  yarn,  1054c.  Boiled  linseed  oil — 
in  barrels,  S6c.  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  barrels,  83c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5  bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
.$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 

$2.75;  stone  dust,  $2.25;  rubble  stone, 

car  load  lots,  delivered,  $13  per  cord.  Del. 

south   of  Assiniboine  $1  extra. 

Sand— for  cement  or  brick  work,  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel— Per  yd.,  delivered,  $1.85. 
Crushed  Granite — 114  and  2-in.,  $2.65;  54-in.  and 
1-in.,  $2,90;   K-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
.$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  x  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  x  12,  $39;  10  x  16,  12  x  16, 
16  X  16,  14  x  18,  16  X  18,  18  x  18,  20  x  20, 
.$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  x  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5^ -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round    bars,   $2.35   per   100   lbs. ;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
bea  ms  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  5S) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 


Hardwall  Plaster,     Cement  Plaster 
Land  Plaster,  Whitewall  Finish,  Plaster  of  Paris 

For  the  best  results  from  gypsum  products — specify  "Pillar  Brand."  This 
brand  of  hardwall  plaster  is  mixed  with  the  highest  grade  goat  and  cattle  hair, 
thoroughly  washed  and  specially  prepared.  It  makes  a  hard,  clean,  sub- 
stantial wall. 

"Pillar  Brand"  plasters  are  noted  for  their  whiteness,  quick  setting  qualities 
and  hardness. 

Shipments  by  rail  or  water. 

Write  us  for  prices. 

The  lona  Gypsum  Co.,  Limited 

Head  Office,  Sydney,  N.  S.  Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  (  ) 

SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  I854  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$16.50  per  ton ;  Hammer  Brand,  $3.75  pej 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — Wliite  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pain*,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,   sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house; $9  to  $11  in  car  lots  f.o.b.  Van- 
couver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house ;  $33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Crushed  stone— 2-in.,  $1.40;  1-in.,  $1.50;  ^-in., 
$1.50,  all  f.o.b.  scows. 

Sand — Brick  and  plaster  sand  $1  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14 ;  boards  and  shiplap,  $12 ;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;   fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —   (round  and  square  bars)   $2.90  base; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions $.3.75  to  .?4.50. 

Galvanized  iron— 28  gauge,  $6.25  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $3.95  per  100 
lbs. 

Steel  channels  and  beams,  angles  and  plates — 
$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  1254c  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,   sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
14}4c  basis;  sisal  rope,  Viy^c  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $10.80  to  $13.75  per 
lOe  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.16  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.14  per  gal. ;  red  lead, 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  President. 

J.  G.  Allan,  Vice-President.                                          James  A.  Thomson,  Secretary. 

THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 

LIMITED 

Manafactarers  of 

Flexible  and  Flange  Pipe, 

Special  Castings  and  all  kinds 

3  inches  to  60  inches  diameter 

for  Water,  Gas,  Culvert  and  Sewer 

of  Waterworks  Supplies. 

HAMILTON.  ONT. 

Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  IRIiN  PIPE 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castings 
of  all  kinds.  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 


Plain  and  Galvanized 


Prompt  Shipment  from  Stock 


Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


Hoisting  Engines  Electric  Hoists 
Steel  Derricks  Derrick  Irons 

Clamshell  Buckets      Dredges — 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Clams  for  excavating  and  reliandling         Steel  Leg  Derricks 
Sizes  %  yd.  upwards  Capacity  5  to  50  tons. 

M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELLAND,  ONT. 

Toronto  Office: — 4lh  Floor  154  Simcoe  Street 

Agents:— 

H.E,  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  OO  Vancouver.  B.C. 

E.  LEONARD  &  SONS   St.  John,  N.B. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg-, Man. 


Standard  Triple  Drum  Hoist  with  Banked  Levers 


GO 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Eng-ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

VVatei-  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  G740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite  Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


The  John  Gait 
Engineering  Co.,  Ltd. 

Consulting,  Civil  and 

Sanitary  Engineers 

General  Municipal  Engineering 

.  ,  .       f  Waterworks,  Sewerage 

Specialties:  -< 

(  and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
ll'^   Gosford  St.  MONTREAL 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 


POWER  BLDG. 


MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record  ' 

&  Engineering  Review 

TORONTO 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Robert   W.  Hunt, 
President. 

Thos.  C.  Irving,  Jr 
Vice-  Pres. 


Charles  Warnock, 
Mgr.  &  Treas. 

Jas.  W.  Moffat, 
Secretary. 


Robert  W.  Hunt  &  Co. 

Limited 

Engineers 

Bureau  of  Inspection 
Tests  and  Consultation 

Head  Office  and  Laboratories 
905  McGill  Bldg.       -       Montreal,  Que. 

Branches 

Traders      liank     Building,     Toronto,  Out. 
.Standard    Itank   Building,  Vancouver 
Norfolk  House,  Laurence  Pountney  Hill, 
London,  E.C. 


LIMITED  ! 
CONTRACTING 
ENGINEERS 

MONTREAL 


LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

.\I  .'nmfHc'  III  t  i  s  of 

GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

I'liodc  (Jflicc  ami  Works: 

.Vlain  904 DO.')  (i2  Ksplanade   IC,  Toronto. 


jmum.  coPYKicrtTs  &jrm0 


STANLEY  LIOHTFOOT 

REG'D  PATENT  SOLICITOR  AND  ATTORNEY 
LUMSDEN   BLDG.C^'J  y'Jfii^j.")  TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FHEC 

MCNT.ON    TMIS    P.PER)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BR.XNCH  OFFICES: 
'-'4  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Sleel  Structures  and  Bridges. 

TcsLs  and  Inspection  of  Iron  and 
.Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 


^presented  at  iNewr  York,  Pittsburgh 
Chicago;  Glasgow  and  London,  En; 
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Accurate  Meter  Testing  for 
Small  Water  Works 


You  may  do  your  meter 
testing  just  as  economic- 
ally, quickly  and  accur- 
ately as  the  largest  muni- 
cipal waterworks. 

Baby  FORD 

Meter  Testing 
Machine 

Puts  the  high-grade 
Ford  equipment  within  the 
•each  of  every  waterworks. 

It  tests  all  makes  of  me- 
ters up  to  and  including 
1  inch.  The  calibrated 
outlet  ranges  from  1/32 
inch  to  1  inch,  in  ten 
graduations. 

Will  soon  save  its  cost 
in  increased  receipts. 

Write  now  for  the  full 
details  about  this  latest 
Ford  Product. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 

Makers  of  the  Famous  Frost  Proof  Meter  Boxes 


The  Maritime  Bridge 

Company,  Limited 


Successors  to 


Wm.  P.  McNeil  &  Company,  Limited 


Manufacturers  of 


Bridges — Steel  Buildings 
Roof  Trusses — Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

OKice  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
.-((1,1(00  gallons.     149  feet  to  top 
12(1,0(10     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  I'a.  Xfw  Vuik  City  Dallas,  Texas 

IM.i  (  un  y  lil.lg.  4-_'  Church  St.  Praetorian  Bldg. 

.Sail   Francisco,  Cal.,  Monadnock  IJldg. 
(  aiKiiliaii  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Dcs   .Moines,   Iowa,  U'.iS  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STJiEET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 


Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affordmg  an  economy  of  space  and 
reducing  the  cost  of  steam  connedions.  Per- 
fect drainage  making  less  repairs  necessary  and 
givmg  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 

What  are  you  doing 
toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

It  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 

Canadian  Return  Bend  Heater 

Our  Catalogue  I gS- 1 2 gives  full  information 
about  heating  systems  in  general  and  the 
('anadian  Fan  System  in  particular.  Write 
for  Q,  copy. 

Canadian  Blower  and  Forge  Co. 

Berlici  Ontario 

St.  John  Montreal  Toronto  Winnipeti  Vancouver 


Fig.  C  21.    Mantel  Clock 

ARTISTIC  MERIT 

as  well  as  accuracy  in 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  corred  design 
at  the  right  price. 

One  master  transmitter  con- 
trols any  number  of  dials, 
irrespe(ftive  of  size  or  posi- 
tion and  never  wants 
winding. 

Architedts,  Engineers  and 
all  interested  in  Corred 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 


W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 
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The  Modern  Way 
To  Clamp  Forms 

Look  at  the  illustration  and  contrast  this  strong 
sure  wire  clamp  with  the  old  and  inadequate 
method  of  clamp  forms. 

The  picture  tells  the  story.  Plate  and  loop  the 
wire  over.  Thread  up  the  wire  on  the  spindle — 
and  tighten  up — the  ratchet  holds  it  taut.  The 
wire  can't  slacken. 

Made  of  two  simple,  strong  cast  iron  parts,  and 
a  wrench  is  furnished. 

Write  for  a  price  list  and  circular. 
Agents  wanted  in  open  territory. 

Peerless  Form  Clamp  Co. 

407  N.  8th  St.,  St.  Louis,  Mo. 

Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 
Sales  Agents  for  City  of  Winnipeg  and  Provinces  of  Ontario,  Quebec,  New  Brunswick  and  Nova  Scotia 


Nova  Scotia  Steel  &  Coal  Company^  Ltd< 

Beg  To  Announce 

That  their  new  steam-hydrauHc  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  ''Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring     Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
arid  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


Head  Office 


For  Prices  and  Particulars  Apply  to 

New  Glasgow,  N.  S. 
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When  You  Want  Dependable  Wire  Rope 
For  Any  Service  Try 


"DOMINION 


1^ 


We  recommend  it  without  fear,  because  we  know  the 
satisfaction  it  has  been  giving  for  years. 


Let  us  quote  you  for 

SHELL  BOX  HANDLES 


The  Dominion  Wire  Rope  Company,  Limited,  Montreal 

St.  Catharines  and  Winnipeg 


ROCK  DRILLS 


'Little  Giant" 


High  Work  Capacity — Low  Power  Consumption 
Runs  under  the  most  adverse  conditions 
Low  Repair  Cost 

We  recommend  'ANDREWS"  Drill  Steel 


For  use  with 


Rock  Drills 


TRADE  /A.ARK, 


Where  the  service  is  continuous  and  exacting 
— we  recommend  our  dependable 

Centrifugal  Pumps 

In  our  various  warehouses  we  carry 

Railway  and  Contractors'  Supplies 

of  all  classes. 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:-St.  CathaHnes,  Ont. 


Vol.  30 


Toronto,  January  12,  1916 


No.  2 


Continuous  Wood  Stave  Pipe 

Wire  Wound  Wood  Pipe,  Wooden  Tanks 
Silos,  Creosoted  Wood  Conduit 
for  Underground  Cables 


A  Recent  Installation— 72  in.  Inside  Diameter  Continuous  Wood  Stave  Pipe  for  310  ft.  Head. 
Wood  Pipe  and  Tanks  made  in  all  sizes— for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER.  B.C. 
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Steel  Plate  Work 

Heavy  and  Light  Forgings 

JOBBING  MACHINE  SHOP 

Oxy-Acetylene  Welding  and  Cutting 


The  illustration  shows  a  54  pen- 
stock at  Eugenia  Falls,  Ontario, 
under  a  head  of  550  feet.  This  is 
a  sample  of  our  work. 


Thor  Iron  Works,  Limited 

Foot  of  Bathurst  St.  TORONTO 


Steel  Derricks 

50  Tons  Capacity 

We  specialize  in  the  manufacture  of 
steel  guy  derricks  and  are  prepared 
to  ship  this  class  of  derrick  in  capaci- 
ties from  5  to  50  tons. 

The  illustration  shows  the  largest 
steel  guy  derrick  in  Canada.  It  is 
our  make  and  "Made  in  Canada". 

Electric  Hoists — Cranee — Derrick  Irons 
Stone  and  Marble  Working  Machinery 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 
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ENGINEERS  WANT  WIRE-CUT-LUG 

Experience  and  Observation  have  Convinced  Eminent  City  and  County  Engineers  of  the 
Superiority  of  Wire-Cut-Lug  Paving  Brick. 


READ  THESE  TESTIMONIALS  : 

Chairman  of  the  Paving  Commission,  of  Baltimore, 


which  city  is  repaying  all  its  streets  and 


Mr.  R.  Keith  Compton, 
alleys,  said  on  April  6th: 

"Wire-Cut-Lug  block  have  given  entire  satisfaction  in  this  city.     We  have  used  the  same  on  the  majority  of 
our  brick  streets  since  the  early  part  of  1913.     At  this  time  we  are  using  Wire-Cut-Lug  almost  exclusively." 
Wm.  M.  Acheson,  Division  Engineer,  New  York  State  Highway  Department,  with  headquarters  at  Buffalo,  on  April  12th 
said: 

"Dunn  Wire-Cut-Lug  brick  used  on  work  in  this  Division  has   given   satisfactory  service — both   from  a  con- 
struction and  wearing  standpoint." 
Niagara  and  Erie  Counties,  New  York,  which  are  in  Mr.  Aclieson's  Division,  have  nearly  two  hundred  miles  of  brick 
pavements. 

Mr.  D.  Moomaw,  Road  Engineer  of  Cuyahoga  County,  Ohio,  in  which  County  there  are  three  hundred  miles  of  brick 
pavements,  says  under  date  of  April  5th: 

"Brick   roads  in   Cuyahoga   County   are  now   being  constructed  largely  of  Wire-Cut-Lug  brick  I 

am  convinced  of  the  superiority  of  Wire-Cut-Lug  brick  over  repressed.     By  having  the  more  suitable  bonding  sur- 
face on  the  sides  of  the  Wire-Cut-Lug  brick  the  cement  grout  filled   pavement   produces    a   wearing    surface  of 
much  greater  slab  strength  than  we  have  formerly  obtained." 
Mr.  W.  A.   Stinchcomb,  County  Engineer,  of  Cuyahoga  County,  Ohio,  says: 

"As  to  our  experience  with  Dunn  Wire-Cut- Lug  brick  I  wish  to  state  that  it  has  been  very  satisfactory.  In 
fact,  we  have  encouraged  contractors  on  work  that  was  let  before  the  Wire-Cut-Lug  brick  came  on  the  market, 
to  substitute  Wire-Cut-Lug  for  the  repressed.    Our  experience  is  that  we  are  able  to  prepare  a  much  better  bond 
by  the  use  of  this  brick  than  with  the  repressed." 
Mr.  D.  R.  Lyman,  Chief  Engineer,  Louisville,  Ky.,  writes: 

"We  have  been  laying  Wire-Cut-Lug  vitrified  block  in  Louisville  for  about  two  years  and  are  very  well 
pleased  with  results  obtained.  We  have  always  used  cement  filler  with  Wire-Cut-Lug  blocks  and  in  this  class  of 
construction  I  think  Wire-Cut-Lug  blocks  are  superior  to  repressed  blocks  on  account  of  the  square  edges  and 
better  density.  In  general  we  have  secured  better  results  with  Wire-Cut-Lug  blocks  tlian  with  repressed 
blocks  and  I  hope  we  will  be  in  a  position  to  lay  a  greater  yardage  of  Wire-Cut-Lug  blocks  in  the  future." 


Twenty-seven  independent  competing  companies,  operating  forty-two  plants  and  having  an  aggregate  annual 
productive  capacity  of  500,000,000  lO-pound  brick,  make  Wire-Cut-Lug  paving  brick. 

Southern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 
McAvoy  Vitrified  Brick  Company,  Philadelphia,  Pa. 

Plant  at  Perkiomen  Junction,  Pa. 
Windsor  Brick  Company,  Akron,  Ohio. 


Corry  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville  Brick  Company,  Danville,  111. 
Clinton  Paving  Brick  Company,   Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman-Duty   Brick   Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth.  Ohio,  one  at  Firebrick 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 


Hocking  Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver  Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  111. 
Terre  Haute  Vitrified   Brick  Co.,   Terre  Haute,  Ind. 
Albion  Vitrified  Brick  Co.,  Albion,  111. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport   Paving   Brick  Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New   Cumberland,  W.Va. 
The  Hydraulic-Press  Brick  Company,  St.   Louis,  Mo. 
Barr   Clay   Company,   Streator.  111. 
Burton-Townsend   Company,    Zanesville,  O. 


WRITE  FOR  DATA 


THE  DUNN  WIRE-CUT-LUG  BRICK  CO.  (Li«ns«rs)  Conneaut,  Ohio 
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To  Secure 
ECONOMY  and  PURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE       -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
m  diameter  and  m  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


^^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes 
chines  and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2.  ' 

LONDON  POWER  DIAPHRAGM  PUMP^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  I  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Laricest  Manufacturers  of  Concrete  Machinery  and 
Cement  Working  Toola. 


of 
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Molds  for  Casting 

Waterproof  Hollow 
Cement  Building  Blocks 

With  Granite  Faces 


THEY  COST  LESS         —        THEY  SELL  FOR  MORE 
YOU  SELL  MORE  OF  THEM 

8  X  8  X  24  inch  Granite  Rock  Face  Block 

By  a  new  process,  which  protects  the  facing,  while  the  block  is  being  cast,  we  eliminate  all  traces  of  cement  from  the  face  of  block, 
and  nothing  but  the  GENUINE  GRANITE  SHOWS  IN  ALL  ITS  SPARKLING  BEAUTY. 

These  cuts  show  blocks  just  as 
they  came  from  the  molds ;  they  are 
not  treated  with  acid  or  scrubbed 
with  brush,  or  sprayed. 

We  challenge  the  whole  world 
to  show  us  a  cement  block  made 
by  any  other  system,  at  any  cost, 
that  equals  these  blocks  for  beauty, 
strength,  quality  or  imperviousness 
to  heat,  cold,  or  moisture. 

Send  lis  fifty  cents  and  we  will 
send,  freight  prepaid,  to  any  point 
in  Canada,  one  of  our  granite-faced 
blocks.  YOU  WILL  SAY  WHEN 
YOU  GET  IT  THAT  YOU 
NEVER  SAW  A  CEMENT 
BLOCK  BEFORE. 

They  are  positively  cheaper  to 
make  than  the  ordinary  dry-tamp, 
sand-faced  block. 

Send  for  catalog  fully  describ- 
ing our  system  and  showing  our 
multiple  molds  mounted  on  trucks, 
for  casting  hollow  cement  building 
blocks. 

Cast  Stone  Block  &  Machine  Co.,  Limited    (Zagelmeyer  System) 

298  Howard  Avenue,  WINDSOR,  ONTARIO 


8  X  8  X  24  inch  Granite  Smooth  Faced  Block 


MITCHELL  CRUSHER 


For  Stone 
and  Ore 


We  manufacture  a  complete  line  of 
crushers.  Also  crushing  equipment 
for  quarries,  mines,  contractors  and 
builders. 

Mitchell  crushers  are  sturdily  built 
to  crush  the  hardest  materials. 

Get  our  prices. 

Woodstock 
Concrete 
Machinery  Co. 

Woodstock,  Ont. 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 


Architects'  Instruments 
Stanley  Company,  W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 
Herbert   Morris   Crane  &  Hoist 
Company 


Asphalt 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
.Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 
•    Inglis  Company,  John 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
Interprovincial  Brick  Co. 
North-Western  Terra  Cotta  Co. 


Brick  Dryers 
Bcchtel,  E.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  ft'Sons,  M. 
Browning  Company 
Cleaton  Company.  R.  E, 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 


Cement 

Britnell  &  Company 
Canada  Cement  Company 
Interprovincial   Brick  Co. 
Rogers  Supply  Company 


Cement  Waterproofing 
Paterson  Mfg.  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

Woodhouse  Chain  Company 

Chait^  Blocks 

Morris  Crane  &  Hoist  Co.,  Her- 
bert 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works. 


Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 


Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 


Concrete  Mixers  and  Appliances 

Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  H.  W.  Joiins-Manville  Co. 
Conduits   Company,  Limited 
Orpen    Conduit    Company,  Ltd. 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

Annlins  Limited 

Contractors'  Lights 
Foster,  W.  L. 


Contractors'   Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Browning  Company 
Can.    Fairbanks-Morse  Company 
Canadian  Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Montreal    Locomotive  Works 
Rock  &  Power  Machinery  Co. 

Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 
Sarnia  Metal  Products  Company 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Morris  Crane  &  Hoist  Company, 

Herbert 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian   Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Rock  &  Power  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 

Damp   Proof  Coating 

Pate  rson   Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins   &  Company,   F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,   B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Elastite  Joints 

Carey   Company,  Philip 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 

Gent   &  Company 

Elevator  Doors 

Ormsby  Comf)any,  A.  B. 

Elevators 

Chelsea  Elevator  Company 
Northern    Crane  Works 
Roelofson  Elevator  Works 
TurnbuU   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo-ge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Rock  &  Power  Machinery  Co. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Gait   Engineering  Co.,  John 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed   Concrete   Steel  Co. 
(Continued  on  Page  8) 


January  12,  1916 


THE    CONTRACT  RECORD 


7 


em 


NATIONAL  MOTOR  TRUCKS 

To  have  designed  and  built  a  Truck  that  has  absolutely  proven  its  worth 
under  the  most  severe  tests  that  any  Truck  has  ever  been  put  through  and  to 
demonstrate  by  results  that  the  Truck  is  a  sound  commercial  proposition  both 
from  the  Purchaser's  as  well  as  the  Maker's  standpoint  is  an  achievement 
worthy  of  note. 

That  is  the  record  of  the  National  Motor  Truck  today.  It  is  acknowledged 
by  competent  authorities  to  be  not  only  a  marvel  of  Engineering  skill  but  a 
completely  satisfactory  Truck  from  a  Service  and  Price  basis  of  comparison. 


National  Motor  Trucks  will  be  shown  at  the  National  Motor 
Show  of  Eastern  Canada,  Montreal,  January  22nd  to  29th 


Backed  by  a  system  of  Service  Stations  that  guarantees  the  Purchaser  the 
attention  he  should  get  after  he  has  made  the  purchase,  the  National  Motor 
Truck  will  need  less  attention  and  repairs  and  yet  give  a  full  service  efficiency. 

Catalogue  mailed  upon  request. 

Put  your  haulage  problems  up  to  men  who  know  how  to  solve  them.  Your 
enquiry  entails  no  obligation. 

NATIONAL  STEEL  CAR  CO,  LIMITED 

OPERATING  OFFICES  AND  WORKS:  HAMILTON,  CANADA 

LONDON,  ENG.  MONTREAL  OFFICE,  Shaughnes.y  Bldg.  PARIS,  FRANCE 


8 


THE    CONTRACT  RECORD 


January  13,  1916 


CLASSIFIED    INDEX   TO    ADVERTISEMENTS— CONTINUED 


Fire  Escapes 

Manitoba  Bridge  &  Iron  Works 
McGregor   &  Mclntyre 

Fuel  Economizers 

Sturtevant  Co.  o(  Can.,' Ltd.,  B.  l\ 

Forges 

Canadian  Blower  and  Forge  Co. 
.Sheldons  Limited 

Gas  Engines 

Coold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll  Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern   Crane  Works 


Hoisting  Apparatus 
Beatty        Sons,  M. 
I?rowning  Company 
Canadian    IngersoU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh    &  Henthorn 
Morris  Hoist  &  Crane  Company, 

Herbert 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr   Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Morris  Crane  &  Hoist  Company, 

Herbert 
Xorthern   Crane  Works 


Kilns 

Canadian   Blower  and  Forge  Co. 

.Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting  and  Pumping  Installations 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  .Wire  &  Iron  Goods  Co. 

Locomotives 

Canadian  Equipment  Company 
Montreal   Locomotive  Works 

Marble   Working  Machinery 

Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,   C.  W. 
Pedlar  People  Limited 
Trussed   Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Stitrtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Overhead  Runways 

Morris  Crane  &  Hoist  Company, 
Herbert 

Oxygen 

L'Air   Liquide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe   (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10' 


Showing  How  Easy  it  is  for  One  Man 


fllustration  also  shows  the 
G  ('^"  G  Sidewalk  Door 
Opening  and  Closing  De. 
vice  which  automatically 
opens  and  closes  doors  as 
hoisting  head  is  raised  or 
telescoped- 


to  perform  the  entire  operation  of  raising  filled  ash 
cans  to  sidewalk  and  lowering  empty  cans  to  cellar. 


"Made  in  Canada" 


Model  "A"  Hoist,  illustrated,  raises 
a  maximum  load  of  500  lbs.  at  a  guaranteed 
speed  of  30  feet  per  minute. 

Operated  from  sidewalk — insuring  full- 
est protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 


"Made  in  Canada" 


When  not  in  use,  hoist  telescopes  and 
no  part  shows  above  street  level. 

Every  hoist  is  subjected  to  thorough 
working  test  before  shipment,  and  is  so  com- 
pact that  it  can  be  shipped  completely  as- 
sembled (not  "knocked  down")- 


Write  to  Nearest  Agent  for  Booklet  and  Prices. 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO. 
Agents  for  Ontario 

WM.    N.    O'NEIL   CO..  LTD., 
VANCOUVER. 
Aeenti  for  British  Columbia 


B.  Sl  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 

W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipee- 
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Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery, 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Jas.  Dickson,  Pres.  Geo.  T.  Dickson,  Vice-Pres. 

Dickson  Bridge  Works  Co. 

Campbellford,  Ont.  Limited 


Bridge  over  Spanish  River  at  Massey,  Ont, 

Steel  Bridges,  Steel  Buildings 
Roof  Trusses 

and  other  Structural  Steel 

Foundry  and  Machine  Shop  iu  connection. 
Estimates  on  application 


.1  L 

You  Will  Do  Better 
with  an  OSGOOD 


The  OSGOOD  "18"  ^  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamsliell   bucket   or   do    Crane   service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 

Pencils  (Lead) 

American   Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 

Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  •  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

'  Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  Jolin 

Pressed  Brick 

Interprovincial   Brick  Co. 

Pumps  and  Pumping  Machinery 
.American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Piatt  Iron  Works 


Pumping  Plants 

Rock  &  Power  Machinery  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  H.  W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Revolving  Stone  Screens 

Goodwin,    Barsby   &  Company 


Reinforcements,   Concrete  &  Steel 

Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,   F.  H. 
Osgood  Company 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar    People  Limited 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Dominion   Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada   Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Macliinery  Co. 
National  Iron  Works 
Ontario   Sewer   Pipe  Company 
Standard    Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 

Browning  Company 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Montreal    Locomotive  Works 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar   People  Limited 

Smoke  Stacks 

Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thor   Iron  Works 
Toronto  Iron  Works 

(Continued  on  page  12) 


ARTIFICIAL  MARBLE 

^  Made  in  Canada 


ARTIFICIAL  MARBLE  is  a  material  manufactured  by  a  new  process.  The  ARTI- 
FICIAL MARBLE  is  harder  than  natural  marble,  is  less  absorbent  and  is  susceptible 
to  a  higher  finish.   The  coloring  is  non-fading  and  runs  entirely  through  the  marble. 

ARTIFICIAL  MARBLE  is  polished  (not  varnished)  in  the  same  manner  and  with  the 
same  material  as  natural  marble. 

A/?C///r£Cr5.— Patronize  a  home  industry  and  specify  ARTIFICIAL  MARBLE 
made  by  a  Canadian  firm,  and  with  Canadian  material. 

We  manufacture  ARTIFICIAL  MARBLE  in  all  the  beautiful  colorings  of  the  Italian, 
Greek,  French  and  Belgian  marbles,  and  the  well  known  Canadian  and  American 
marbles,  and  our  facilities  are  adequate  to  turn  out  the  largest  contracts. 

Specify  ARTIFICIAL  MARBLE  and  avoid  delays  caused  by  the  unsoundness  of 
natural  marble  quarries. 

Manufactured  by 

J.  E.  CARREAU 

Office  and  Factory,  13  Notre  Dame  St.,  East 

Phone  Main  427-428 — Connecting  All  Department* 

MONTREAL 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 


WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel  Plate  Construction 

Thor  Iron  Works 
Toronto    Iron  Works 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


gtone  Working  Machinery 

Pollard    Mfg.  Company 


Structural  Iron  and  Steel 

Burlington   Steel  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel   Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and  Stand  Pipes 

Chicago  Bridge  &  Iron  Works 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 
Toronto  Iron  Works 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Terra  Gotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Goold,   Shapley  &  Muir  Co. 

Track  Systems  (Hand,  Power  and 
Electric) 

Morris  Crane  &  Hoist  Company, 
Herbert 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 

Gent  &  Company 


Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding   and   Cutting  Plants 
L'Air   Liquide  Society 

Well  Drilling  Plants 
American  Well  Works 
Rock  &  Power  Machinery  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
rumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,    Elevators,   Engines,   Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Wheels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire 
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FOR  SALE 

4  Flat  Cars,  36  ft.  60,000 
lbs.  capacity,  complete 
with  air  (and  hand 
brakes,  $200.  each. 

1  Little  Giant  Steam 
Shovel  on  railroad 
trucks,  new,  $3000. 


2O0  tons  56  lb, 
ing  rails. 


W.  FRASER 

83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in    tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining-s 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


T^EW  Glasgow,N.S. 


Town  and  City  Sewers 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  higfhest  type  of 
sewer  material.  Pipe  of  our  manufacture  have  been  used  in  practically 
every  city  in  Canada.     Highly  glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some 
attractive  prices.    We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Jotins.  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College,  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo*  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 


"Luxfer^means  Daylight 

Both  Literally  and  Practically 

Translate  "Luxfer"  into  simple  English  and  it  means  to  throw  daylight. 

Install  "  Luxfer  "  in  any  dark  building  where  daylight  is  wanted  and  you 
get  daylight  thrown  where  you  want  lots  of  it  every  day  and  all  day  long 
without  any  cost  after  the  initial  outlay. 

The  Luxfer  Prism  was  the  fir^  and  be^t  prism  on  the  market,  and  despite 
its  competitors  who  have  come  and  gone,  "  Luxfer  "  is  ^ill  supreme. 

Always  specify  Luxfer  and  you  will  always  get  daylight. 

LUXFER  PRISM  CO.,  LIMITED 

100  KING  STREET  WEST,        -        -         -        TORONTO,  ONT. 
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toEGOPDS 


Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  illustrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  AVeld. 

PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 

ATWOOD  ATWOOD 

ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M,  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  foi  C.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices  :  — 
Bridgeburg,  Ontario,  1 30  Jan^t  .<«treet 

Chicago,  Illinois,  1.3K0  W.  lf)5th  .Street 
New  York.  N.Y.,  30  Church  Street 
Shops:  -Bridgeburg.  Ont. 
ChieaKO,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply    outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricatcd" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U,  S.  Letters  Patent 

Toronto       -  Canada 
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Tried,  Tested 
TRUE 

It  is  not  an  untried  theory  we  are  bringing 
to  your  notice,  but  the  product  of  hard- 
headed,  practical  engineers,  who  know 
their  business  from  A  to  Z. 

MIMICO 

VITRIFIED,  SEGMENT 

Sewer  Blocks 


Illustration  shows  a  motor  truck  heavily 
laden  with  Mimico  Sewer  Pipe  and  some 
other  freight.  iNote  that  the  weight  of  the 
truck  rests  mainly  on  a  very  thinly  covered 
section  of  Mimico  Segrment  Block.  Prices 
and  details  upon  request. 


(Pat.  Applied  for) 


have  been  tried  and  tested  by  men  Hke  yourself,  and  have  been  found  absolutely  true 
— the  very  last  word  in  sewer  construction. 

They  have  the  greatest  strength,  highest  efficiency,  are  the  easiest  laid  and  cost  less 
than  any  other  segment  sewer  block  made. 

Let  us  tell  you  more  about  them  and  quote 
you  prices.  Write 

Ontario  Sewer  Pipe  Company,  Limited 

Makers  of  the  famous  "Mimico  Brand"  sewer  pipe,  4"  to  24"  in  stock. 


MIMICO 


ONTARIO 


The  Time  Element  in  Metal  Lath  Corrosion 


The  tests  wiiich  led  to  the  decision  to  make  all 
were  planned  to  show  the  progressive  rate  of  cor 
made  for  periods  varying  from  one  to  ninety  days 

In  the  case  of  the  plain  steel  corrosion  was  evi 
cent,  of  the  corrosion  at  this  period  had  taken  place 
better  result.   The  total  corrosion  for  the  last  sixty 
day  alone.    It  is  evident  that  all  action  stopped  ve 

The  total  corrosion  at  ninety  days  was  found  to 
for  copper  alloy.    It  was  this  fact  which  led  to  the 
after  from  copper  alloy. 


Herringbone  Lath  hereafter  from  copper  alloy 
rosi©n  from  hard  Avail  plaster.     Exposures  were 

dently  still  active  at  ninety  days.    Thirty-two  per 
after  thirty  days.    Copper  alloy  showed  a  much 
days  of  the  test  was  only  as  great  as  for  the  first 
ry  shortly  after  thirty  days. 

be  seventy-one  per  cent,  greater  for  plain  steel  than 
determination  to  make  all  Herringbone  Lath  here- 


Tiic  booklet  "Why  Copper  Alloy?"  describes  the  tests  in  detail.    Yours  for  the  asking. 


Clarence  W.  Noble 


General  Sales  Agent 


117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


January  12,  1916  THE    CONTRACT    RECORD  17 

New  Building  Takes  a  Spurt 

It  is  a  well  known  fact  that  the  usual  winter  decline  in  new  build- 
ing is  distinctly  lacking.  Current  figures  for  building  permits 
are  almost  double  those  of  a  year  ago.  For  December  the  re- 
turns from  30  cities  show  an  increase  of  73.4%  over  the  same 
month  in  I  9  14. 

Every  era  of  business  expansion  is  accompanied  by  a  building 
revival,  and  the  coming  spring  may  witness  the  greatest  volume 
of  new  construction  we  have  enjoyed  in  a  long  time.  This  is  of 
vital  interest  to  you  and  you  should  plan  accordingly. 

You  hope  for  a  fair  share  of  this  business,  don't  you  ?     But  how 
do  you  expect  to  get  it  on  ''hopes? 

Why  don't  you  secure  definite  inform- 
ation each  morning  about  every  new 
job  that  comes  out  ?  Why  not  have 
the  facts  that  will  enable  you  to 
go  at  once  to  any  or  all  your  pros- 
pects ? 

We  have  a  plan  whereby  you  can  get 
these  facts  at  a  reasonable  price.  We 
can  tell  you  the  names  and  addresses 
of  owners  and  architects,  location  of 
the  work,  its  estimated  cost,  etc.  We 
can  tell  you  when  tenders  are  called 
and  to  whom  contracts  are  awarded. 
Each  report  will  state  how  far  the  work 
has  progressed.  All  these  facts  at 
a  very  nominal  figure — -every  day. 

Can  you  afford  to  let  someone  else 
"  beat  you  to  this ?" 

Write  for  information  today.  We  will 
send  you  full  details  of  our  system, 
prices  and  sample  reports. 


December 


1915 

Toronto  .  .  .  . 

.  $696,863 

Port  Arthur  . 

1,076 

St.  Thomas  . 

320 

Kingston  . .  . 

40,628 

Woodstock    . . 

300 

Welland    ..  . 

19,635 

Berlin  

2,500 

Hamilton  . .  . 

76,470 

Quebec  . .   . . 

113,016 

Montreal  . .  . 

Maisonneuve  . 

7,000 

W estmount    . . 

300 

Outremont  .  . 

Three  Rivers 

75,650 

London  . .  . . 

34,270 

St.  Boniface  . 

2,600 

Brantford   . . 

11,515 

Regina  

400 

V  ancouver  . . 

27,180 

Stratford  . .    . . 

4,330 

Ottawa  

31,450 

North  Bay  .  . . 

10,000 

St.  John   ..  .. 

23,875 

Windsor   . .    . . 

126,600 

Chatham  . .    . . 

49,32] 

Winnipeg   .  .  . 

5,800 

Halifax  

127,128 

Fort  WiHiam  . 

800 

Sydney   

4,380 

Red  Deer  . .  . 

2,450 

.$3,529,272 

Increase 


Building 


1914 

Change 

$835,845  — 

$138,982 

4,986  — 

3,910 

5,365  — 

5,045 

7,080  + 

33,548 

7,610  — 

7,310 

2,250  4- 

17,385 

  + 

2,500 

10,595  -I- 

65,875 

308,673  — 

195,657 

361,135  + 

1,683,290 

67,300  — 

60,300 

4,710  — 

4,410 

7,000  — 

7,000 

57,725  + 

17,925 

30,555  — 

6,285 

1,100  -|- 

1,500 

9,000  -f 

2,515 

2,000  — 

1,600 

39,765  — 

13,585 

150  + 

4,170 

65,400  — 

33,950 

300  + 

9,700 

16,900  + 

5,975 

44,870  4- 

81,730 

46,215  4- 

3,106 

18,650  — 

12,850 

77,650  + 

49,478 

500  4- 

300 

2,150  4- 

2,230 

  + 

2,450 

,035,479  4- 

1,493,793 

73.4 

per  cent. 

Maclean  Daily  Reports,  Limited 

25  Charlotte  Street  ....  Toronto,  Ont 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  . .  . 
American  Enameled  Brick  &  Tile  Co.  54 
American  Lead  Pencil  Company  . .  . 

American  Well  Works  

Anglins  Limited   60 

Art  Stone  Company   SO 


Asphalt  &  Supply  Company   54 

Ault  &  Wiborg  Company   15 

Beatty  &  Sons,  Limited,  M   50 

Berlin  Mills  Company  

Black  Building  Supply  Company  ...  8 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  9 

Bradford  Pressed  Brick  Company  .  .  62 

Britnell  &  Company,  Limited  .....  51 

Burlington  Steel  Company    59 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation.  11 

Canada  Iron  Foundries,  Limited  ...  58 

Canada  Wire  &  Iron  Goods  Co.  ...  15 

Canadian  Billings  and  Spencer  ....  20 

Canadian  Blower  and  Forge  Co   62 

Canadian  Equipment  Company  ...  19 
Canadian  Fairbanks-Morse  Co.  .... 

Canadian  Ingersoll-Rand  Co   63 

Canadian  H.  W.  Johns-Manville  Co., 

Limited  

Canadian  Office  School  Furniture  Co.  60 

Carey  Company,  Philip                .  45 

Carreau,  J.  E   10 

Cast  Stone  Block  &  Machine  Co.  ..  5 

Chicago  Bridge  &  Iron  Works  ...  .  ,15 

Chipman  &  Power   60 

Cleaton,  R.  E  

Conduits  Company,  Limited   15 

Cook,  A.  D   50 

Crushed  Stone  Limited   54 

Dake  Engine  Company   51 

Dennis  Wire  &  Iron  Company  ....  60 

DesMoines  Bridge  &  Iron  Works  ..  01 

Dickson  Bridge  Works   9 

Dikeman  Surveyor  Company   f50 

Dominion  Bridge  Company  

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   CO 

Dominion  Iron  &  Steel  Company  ..  57 

Dominion  I'aint  Works  

Dominion  Sewer  Pipe  Company  ....  i;j 

Dunn  Wirc-Cut-Lug  Rrick  Co   ."5 


Elk  Fire  Brick  Company 


Ford  Meter  Box  Company  

Foster,  W.  L  

Eraser,  W   13 

Gait  Engineering  Company,  John  . .  fiO 

Gartshore,  John  J   50 

Gartshore-Thompson  Pipe  &  Furnace 

Company   58 

Gent  Company  

Gillis  &  Geoghegan   S 

Goodwin-Barsby  &  Company  

Goold,  Shapley  &  Muir  Company  ..  15 

Hagersville  Contracting  Company  ..  11 
Hamilton  Bridge  Works  Company.. 

Hamilton,  S.  W   00 

Hopkins  &  Company,  F.  H   04 

Hunt  &  Company,  Robert  W   60 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John    47 

lona  Gypsum  Company   57 

Kerr  Engine  Company,  Limited  ...  52 

L'Air  Liquide  Society   20 

Lea,  R.  S   60 

Lightfoot,  Stanley   60 

London  Concrete  Machinery  Co.  .  .  4 

Luxfer  Prism  Company   14 

MacLean  Daily  Reports   17 

MacKinnon  Holmes  &  Company  .  . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    01 

Marsh  &  Henthorn,  Limited   51 

McDougall  Caledonian  Iron  Works 

Company   12 

McDougall,  Geo.  K   00 

McGill  University   51 

McGregor  &  Mclntyre   01 

Metallic  Roofing  Company    55 

Miller  &  Company,  Geo.  M   00 

Montreal   Locomotive  Works,   Ltd.  48 

Mueller  Mfg.  Company,  H  

National  Iron  Works  Limited   .'il 


National  Steel  Car  Company    7 

Neptune  Meter  Company   55 

Noble,Clarence  W   16 

Northern  Crane  Works   50 

Northwestern  Terra  Cotta  Company 
Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo   14 

Ontario  Sewer  Pipe  Company   10 

Ontario  Wind  Engine  &  Pump  Co.  55 

Ormsby  Company,  A.  B   53 

Osgood  Company   o 

Pacific  Coast  Pipe  Company   1 

Paterson  Mfg.  Company   49 

Pedlar  People  

Peerless  Form  Clamp  Co  

Pittsburgh-DesMoines  Steel  Co.  ...  61 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   15 

Piatt  Iron  Works   51 

Pollard  Manufacturing  Company  ...  2 
Power  &  Son  

Reid  &  Brown   60 

Ric-wiL  Underground  Pipe  Covering 

Company  

Rogers  Agencies   50 

Roelofson  Elevator  Works   53 

Sheldons  Limited   53 

Simplex  Construction  Co  

Standard  Clay  Products  Limited  ...  13 
Standard  Steel  Construction  Co.  . .  54 
Standard  Underground  Cable  Co.  of 

Canada   

Stanley  &  Company,  W.  F.   61 

Stark  Rolling  Mills  Company  ...  . 

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Thor  Iron  Works   2 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   54 

Turnbull  Elevator  Company  

Wayne  Oil  Tank  &  Pump  Co.   ...  53 

Woodhouse  Chain  Works   55 

Woodstock  Concrete  Machinery  Co.  5 

Wynnc-Rol)erts,  R.  O   do 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
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Rebuilt  Locomotives 

sold  by  us  give  as  long  service,  without 
repairs,  as  new  ones. 


The  above  photo  will  give  you  an  idea 
of  the  class  of  equipment  we  handle. 

Immediate  shipment  can  be  made  on 
consolidation,  mogul,  10  wheel,  switch 
and  saddle  tank  locomotives. 


If  in  the  market  for  Dump  Cars,  Flat  Cars  Passenger  Coaches, 
Box  Cars,  Locomotives,  Locomotive  Cranes,  Steam  Shovels  Drag 
Lines,  in  fact  any  kind  of  contractors'  or  railway  equipment  write  us 
for  bulletins,  photos,  specifications  and  prices, 

CANADIAN  EQUIPMENT  CO.,  Limited 

Branch  :  ST.  CATHARINES,  ONT.  MONTREAL 

Western  Representatives : 

Dominion  Equipment  &  Supply  Co.,  Limited 

WINNIPEG  VANCOUVER 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


A  Paying  Field  for  Progressive  Contractors — 
Apply  the  Oxy-Acetylene  Welding  and  Cutting  Process 

It  helps  you  to  do  a  COUNTLESS  NUMBER  of  jobs  in  a  novel  way 
-QUICKER-CHEAPER-BETTER-than  by  old  methods 

Modern  APPARATUS  (stationary  and  port- 
able) as  well  as  GASES  (Oxygen  and  Acety- 
lene) supplied  on  SHORTEST  NOTICE  and 

Made-in-Canada  by 

L'AIR  LIQUIDE  SOCIETY 

WEST  TORONTO   MONTREAL  WINNIPEG 
26  Boler  St.         Maiaonneuve    32S  William  Ava. 

-THE  OXY-ACETYLENE  PEOPLE— 
Branches  the  World  over.         "SERVICE"  our  Motto. 


L'Air  Liquide  Society,  Maisonneuve, 

MONTREAL,  P.  Q. 

Gentlemen  :  —  Please  send,  post  paid,  without 
obligalin«  me,  your  NEW  BOOKLET. 


Name  . . . 
Address 
Prov. 
Business 


D.ili- 


C.  K. 


Welding  of  light-gauge  shells— later  on  armoured  and  embedded  in  cement— for 
Water  Mains,  Gas  Mains,  etc. 


THIS  COUPON  will  bring  you-without  obligating  you— MUCH  INFORMA- 
TION about  this  rapidly  spreading  process. 

DO  NOT  POSTPONE    —    SEND  COUPON  NOW 


January  12,  1916 


THE    CONTRACT  RECORD 


25 


t  Record 

CnSineering  Review 

Published  Each  Wednesday  by 

HUGH  G.  Maclean,  LIMITED 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 

MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Hutchison  Block 
NEW  YORK  -  Tel.  3108  Beekman  -  1226  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.    --------    le  Regent  St.  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postofifice  at 
BufTalo,  N.Y.,  under  the  Act  of  Congress  of  March  3,  1879. 

Alphabetical  Index  of  Advertisers 
Page  16 


Vol  30 


January  I2,  1916 


No.  2 


Principal  Gontents  Page 

Editorial 

Better  Design  of  Reinforced  Concrete   25 

Sewage  Disposal  by  Dilution   25 

Montreal  Rejects  Advice  of  C.S.C.E   26 

New  Deep  Water  Terminals  at  Halifax   27 

Mineral  Productions  of  Canada,  1914   31 

Disposal  of  Sewage  by  Dilution   34 

By  W.  E.  Adeney,  D.Sc,  F.I.C. 

Factory  Built  on  Concrete  Piles   37 

Better  Design  of  Reinforced  Concrete   38 

By  M.  T.  Cantell,  Lie.  R.I.B.A. 

Honors  for  Canadian  Engineers   41 

In  the  Public  Eye   42 

Personal,  Obituary   44 

Mainly  Constructional   44 


Better  Design  of  Reinforced  Goncrete 

WITH  the  increasing  demand  for  reinforced 
concrete  in  all  fields  of  structural  endeavor 
the  necessity  for  a  fuller  and  more  accurate 
knowledge  of  the  stresses  in  beams  and 
columns  of  different  design  is  at  once  evident.  Mr. 
M.  T.  Cantell  covers  in  his  paper  on  Reinforced  Con- 
crete the  necessity  for  better  designing  in  reinforcing 
to  secure  the  greatest  strength  in  concrete  members 
and  at  the  same  time  effect  the  strictest  economy.  The 
article,  printed  on  other  pages  of  this  issue,  briefly 
covers  the  merits  of  concrete  as  a  compression  mem- 
ber, steel  as  a  tension  member,  and  the  benelits  de- 
rived by  effecting  a  combination  of  the  two.  Con- 
crete has  a  crushing  strength  when  a  month  old  of 


upwards  of  2,500  lbs.  per  square  inch.  This  in- 
creases with  age.  In  tension,  however,  its  ultimate 
resistance  is  about  200  lb*s.  per  square  inch,  while 
steel  ranges  from  60,000  to  100,000  lbs.  per  square 
inch,  but  diminishes  with  age  due  to  oxidation  by  ex- 
posure to  moisture,  acids,  and  atmospheric  conditions. 

In  reinforced  concrete,  properly  designed  and 
made,  these  two  materials  act  together  as  one,  with 
the  advantages  of  both  and  the  disadvantages  of 
neither.  Consequently,  we  have  the  strength,  tough- 
ness, and  rigidity  of  steel,  the  appearance  of  stability 
and  strength,  the  steel  permanently  insulated  from 
oxidation,  no  loss  from  age,  a  saving  in  the  cost  oi 
construction,  speedy  erection,  very  little  or  no  main- 
tenance charge,  and  a  material  adaptable  to  all  forms 
of  architectural  and  structural  work.  Of  the  valu- 
able properties  of  the  work,  few  will  exist  if  the  work 
is  not  properly  designed  and  executed.  In  designing, 
strength  is  considered  the  chief  point.  Strength, 
however,  should  be  considered  with  economy.  An 
economical  structure  would  have  a  certain  arrange- 
ment of  beams,  slabs,  columns,  etc.,  all  spaced  and 
proportioned  in  the  most  efficient  manner,  with  a  de- 
finite percentage  of  reinforcement,  all  determined  with 
regard  to  the  loading,  with  a  vievv^  to  obtaining  the 
strongest,  most  satisfactory,  and  cheapest  structure. 

For  economical  structures  the  most  important  fac- 
tors to  consider  are — the  ratio  of  depth  to  breadth  of 
beams,  the  percentage  of  reinforcement,  and  the  gen- 
eral layout  of  beams  and  columns.  For  rectangular 
beams  the  most  economical  section  is  the  ratio  of  1 
to  3  breadth  to  depth.  The  utmost  attention  should 
be  paid  to  the  percentage  of  reinforcement  as  great 
waste  is  often  occasioned  through  an  excess  of  steel 
being  used.  The  fundamental,  principles  underlying 
beam  design  should  be  carefully  studied,  the  chief 
factor  concerned  being  the  neutral  axis  of  the  beam 
and  what  governs  its  position.  Knowing  this,  it  is 
only  a  simple  mathematical  problem  to  design  a 
formula  whereby  we  can  determine  the  section  of  the 
beam  that  will  contain  sufficient  concrete  above  the 
axis  to  take  the  compression,  and  the  percentage  of 
reinforcement  necessary  to  develop  the  required 
stresses.  The  nature  of  the  materials  is  a  very  im- 
portant consideration.  Portland  cement  of  standard 
specifications,  with  mild  steel  reinforcement,  should 
be  used.  Carbon  steel  should  not  be  used,  as  its 
yield  point  is  not  so  reliable  as  mild  steel. 


Sewage  Disposal  by  Dilution 

THE  subject  of  Sewage  Disposal  by  Dilution,  on 
which  much  evidence  has  been  collected  by 
the  British  Royal  Commission  on  Sewage  Dis- 
posal, is  most  concisely  stated  and  clearly  de- 
scribed by  Dr.  W.  E.  Adeney  in  a  paper  before  the 
Institute  of  Sanitary  Engineers,  England,  which  is 
printed  elsewhere  in  this  issue.  It  has  been  estab- 
lished in  this  Commission's  investigations  what 
amount  of  normal  crude  sewage — that  is,  liquid  re- 
fuse containing  organic  matter  in  solution  and  sus- 
pension, and  which  is  purifiable  without  previous 
treatment  by  living  organisms — when  discharged  inio 
a  stream  of  known  volume  and  velocity,  under  speci- 
fied conditions,  will  not  be  detrimental  to  fish  life  or 
interfere  with  any  other  of  the  little  amenities  of  the 
stream.  Normal  sewage  discharged  into  a  stream 
absorbs  more  or  less  rapidly  the  atmospheric  o.xygen 
dissolved  in  the  water.  This  bio-chemical  change 
between  the  dissolved  oxygen  and  certain  constituents 
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of  the  sewage  matter  is  brought  about  by  two  classes 
of  water  bacteria,  one  class  feeding  upon  the  waste 
organic  constituents,  and  the  other,  a  nitrifying  bac- 
teria, upon  the  ammoniacal  constituents  contained. 
The  method  of  nutrition  is  very  dissimilar  to  any  other 
form  of  life,  vegetable  or  -animal.  Water  bacteria 
obtain  the  energy  necessary  to  carry  on  their  vital 
processes  from  oxidation  of  their  own  food  rather 
than  from  the  oxidation  of  any  portion  of  their  own 
substance.  When  amply  supplied  with  dissolved 
oxygen  they  will  convert  upwards  of  ninety-five  per 
cent,  of  the  fermentable  constituents  of  the  sewage 
liquid  in  the  polluted  water  into  CO2,  nitrates,  and 
humus,  leave  no  product  of  their  own  action,  and, 
when  dead,  constitute  favorable  food  for  green  veget- 
able growths  and  other  forms  of  life. 

The  quantity  of  dissolved  oxygen  available  in  the 
diluting  water  must  be  ample  to  fully  oxidize  the  or- 
ganic impurities  in  the  sewage  effluent  and  still  leave 
sufficient  to  support  fish  life.  When  the  sewage  Hquor 
discharged  into  a  stream  is  in  excess  of  what  the  dis- 
solved oxygen  in  its  waters  will  take  care  of,  the  bac- 
teria flourish  in  such  great  numbers,  owing  to  the 
surplus  supply  of  food  materials,  that  they  absorb 
the  dissolved  oxygen  more  rapidly  than  it  can  be  re- 
plenished by  the  absorption  of  fresh  oxygen  from  the 
air,  the  result  being  that  the  water  becomes  de-oxy- 
genated and  is  unable  to  support  fish  and  other  forms 
of  life.  The  amount  of  sewage  liquor  which  can  be 
discharged  into  a  stream  therefore  depends  upon  the 
quantity  of  oxygen  dissolved  in  the  waters  of  the 
stream,  and  it  is  plain  that,  if  no  ill-ef¥ects  are  to  re- 
sult, the  dissolved  oxygen  in  the  mixed  sewage  liquor 
must  be  in  excess  of  the  amount  necessary  to  combine 
with  the  fermentable  constituents  of  the  polluting 
liquid.  Regarding  the  discharge  of  crude  sewage, 
where  the  solids  cannot  easily  be  broken  up  and  ade- 
quately supplied  with  dissolved  oxygen  during  any 
fermentative  changes  exerted  upon  them  by  the  water- 
bacteria,  the  stream  must  be  of  such  a  character  that 
the  solids  can  be  transported  and  dispersed  over  large 
areas  of  clean  bed;  otherwise  the  solids  deposit  and 
become  ofifensive.  , 

Summed  up,  given  a  clean  stream  of  sufficient 
volume  and  transporting  power  and  a  limited  amount 
of  pollution,  the  waters  of  the  stream  will  become 
self-purifying,  and  no  harm  would  result  in  non-pot- 
able waters. 


Montreal  Rejects  Advice  of  G.  S.  G.  E. 

As  predicted,  the  Montreal  Council  have  rejected, 
l)y  22  to  7,  the  request  of  the  Canadian  Society  of  Civil 
Engineers  that  a  board  of  independent  engineers  be 
ai)pointed  to  report  on  the  improvements  to  the  city 
a(iueduct,  particularly  the  plans  for  a  hydro-electric 
development  for  power  and  light.  Alderman  L.  A. 
Lapointe,  who  favors  the  investigation,  asked  that  a 
board  of  engineers  submit  a  complete  report  and  make 
such  suggestions  as  they  might  deem  advisable.  He 
argued  that  power  could  be  obtained  from  private  com- 
panies at  a  smaller  cost  than  under  the  civic  scheme  ; 
in  his  opinion  the  cost  of  the  scheme  would  be  pro- 
hibitive. Controller  Cote  defended  the  plans  on  the 
ground  that  objections  should  have  been  taken  in  1913 
when  the  scheme  was  first  authorized.  He  contended 
that  the  plans  had  been  approved  by  competent  engi- 
neers, with  the  exception  of  the  large  ])ower  house 
which  would  at  a  later  date  be  laid  before  qualified 
engineers.   The  opposition  came,  he  said,  from  electric 


companies,  who  might  in  the  future  form  a  trust  and 
attempt  to  squeeze  the  city,  and  the  city  should  there- 
fore be  prepared  to  do  its  own  lighting.  Mr.  Cote 
claimed  that  the  work  should  be  proceeded  with  as 
soon  as  possible  and  if  the  Council  adopted  the  report 
made  by  the  Board  of  Control  to  arrange  for  the  neces- 
sary loans,  in  the  early  spring  the  construction  com- 
pany would  be  in  a  position  to  start  work  again  right 
away. 

The  council  passed  by-laws  authorizing  the  rais- 
ing of  loans  of  $1,500,000,  $680,000  and  $500,000.  The 
first  loan  will  supply  funds  for  the  construction  of  the 
power  house  for  the  hydro-electric  development,  a 
wall  for  the  enlarged  aqueduct,  two  bridges,  gates  at 
the  intake,  etc. ;  the  second  loan  is  to  continue  the 
work  of  enlarging  the  aqueduct ;  and  the  third  loan  is 
for  the  cost  of  expropriations  of  land  in  connection 
with  the  proposed  boulevards  and  streets  on  each  side 
of  the  aqueduct. 

With  regard  to  Controller  Cote's  statement  that  the 
])lans  have  been  approved  by  competent  engineers,  it 
is  the  contention  of  the  Council  of  the  Canadian  So- 
ciety of  Civil  Engineers  that  while  several  engineers 
have  reported  on  sections  of  the  scheme,  no  outside 
engineers  have  reported  on  the  complete  scheme  as 
it  exists  to-day,  and  that  the  original  plans  have  been 
so  altered  as  to  make  it  imperative  that  a  report  on 
the  whole  project  should  be  made  by  independent 
authorities.  Further,  it  is  certain  the  cost  of  the 
hydro-electric  development  will  be  very  excessive, 
much  higher  than  installations  owned  by  private  com- 
panies, while  the  citizens  will  also  be  burdened  by 
an  extravagant  capital  cost  and  by  annual  charges 
which  make  the  generation  of  the  10,000  horse  power 
an  uneconomic  proposition.  The  necessary  power  can 
be  purchased  at  a  smaller  cost  from  the  existing  com- 
panies, and  there  is  no  justification  for  piling  up  ex- 
penditure on  citizens  already  heavily  taxed  for  much 
unproductive  outlay. 


Probable  Life  of  Steel  Bridges 

The  probable  life  of  a  steel  bridge  is  a  point  of 
serious  consideration,  if  this  type  of  construction  is 
to  be  generally  used.  The  life  of  the  steelwork  will 
depend  almost  entirely  upon  the  attention  it  receives 
from  the  maintenance  forces.  If  properly  painted  with 
a  good  quality  of  paint  there  is  no  apparent  reason 
why  the  life  of  a  well  designed  steel  bridge  may  not 
be  very  great.  From  observation  of  properly  painted 
steelwork  it  is  believed  that  under  ordinary  conditions 
our  present  riveted  steel  structure  or  I-beam  spans 
should  have  a  life  equal  to,  if  not  greater  than,  much 
of  our  present  concrete  construction.  To  attain  a  life 
of  even  twenty  years  the  steelwork  must  often  receive 
attention,  and  corrosion  must  be  checked  before  it  seri- 
ously affects  the  metal.  With  the  general  tendency 
towards  more  efficient  supervision  of  highway  work 
we  are  able  to  provide  greater  assurance  of  prolonged 
life  to  our  metal  structures  in  the  matter  of  keeping 
them  ])roperly  painted  and  in  repair.  The  elimination 
of  details  not  easily  accessible  for  painting,  and  tlie 
demand  for  more  durable  paints,  have  both  tended  to 
increase  the  general  use  of  steel  structures.  The  an- 
nual depreciation  and  maintenance  charge  need  not  be 
high  if  the  steel  receives  the  proper  shop  and  field 
coats  before  erection,  and  if  it  is  given  the  necessary 
attention  after  erection. — -From  a  paper  by  J.  H.  Ames, 
Northwestern  Road  Congress,  Cedar  Rapids,  Iowa. 
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New  Deep  Water  Terminals  at  Halifax 

Largest  harbor  work  in  progress  in  America-  2,000  ft.  of  landing  quay, 
six  piers   and   berths  —  Unusual   methods   of  quay   wall  construction 


The  Dominion  of  Canada,  through  its  Department 
of  Railways  and  Canals,  is  now  engaged  at  Halifax, 
Nova  Scotia,  in  the  construction  of  one  of  the  largest 
port  developments  in  the  world — a  development  which 
Comprises  not  only  an  entirely  new  location  of  the 
ocean  terminals  of  a  port  now  over  150  years  old,  but 
also  the  radical  revision  of  the  railway  entrance  to 
the  city.  The  scheme  is  of  much  more  than  local,  or 
even  provincial  importance,  inasmuch  as  it  is  part  of 
the  transcontinental  railway  enlargements  fathered  by 
the  Dominion  Government,  and  a  bid  for  the  trans- 
atlantic trade  Centering  not  only  around  interior  Can- 
ada, but  the  g'reat  northwest  section  of  the  United 
States.  Started  in  1913,  it  has  been  consistently  car- 
ried forward  even  during  the  financial  stress  of  the 
past  year,  and  has  now  reached  a  substantial  advance 
in  actual  construction.  Contracts  already  let  total 
over  $7,000,000.  It  is  estimated  that  the  finished 
scheme  will  cost  four  times  that  amount.  The  city 
of  Halifax  is  located  on  the  east  coast  of  that  penin- 
sula, in  a  harbor  of  exceptional  natural  advantages. 
Direct  passage  is  offered  ocean  steamers  from  the  open 
sea  through  a  wide  bay  entrance  to  deep-water  Ijerths 
protected  from  the  force  of  wind  and  waves  and  faced 
by  a  basin  of  ample  space  for  maneuvering.  Although 
quite  far  north,  it  is  ice-free  the  year  round.  Further- 
more, it  is  the  port  in  North  America  nearest  to 
Europe.  Its  location  on  the  continent  is  not  so  ad- 
vantageous, inasmuch  as  while  it  is  on  the  Nova  Scotia 
peninsula,  "the  long  wharf  of  Canada,"  all  railway 
connections  must  go  north  to  the  neck  of  that  penin- 
sula to  reach  the  mainland.  It  has,  however,  an  old- 
established  railway  which  is  tied  up  to  the  various 
Canadian  transcontinental  lines. 

The  city  was  founded  in  1759  and  had  only  a  pro- 
vincial importance  until  the  beginning  of  the  railway 
era,  when  for  a  time  it  promised  to  monopolize  the 
trade  of  eastern  Canada.  The  more  orderly  develop- 
ment of  other  Atlantic  and  St.  Lawrence  ports,  and 
particularly  their  greater  attention  to  trans-shipment 
and  transportation  necessities,  soon  caused  them  to 
surpass  Halifax,  and  for  many  years  it  progressed 
but  little  as  a  port. 

The  defect  at  Halifax  lay  in  poor  railway  connec- 
tions, and  more  especially  in  inadequate  and  faultily 
located  terminals.  The  main  part  of  the  city  is  situ- 
ated on  the  east  shore,  about  midway  down  a  penin- 
sula about  five  miles  long  and  two  miles  broad,  mak- 
ing out  into  the  bay.  This  peninsula,  particularly  the 
northern  section,  rises  rather  abruptly  from  the  shore, 
the  rise  continuing  back  to  the  neck.  In  consequence 
the  early  railway  builders  took  advantage  of  the  low 
level  on  the  bay  shore  to  bring  the  tracks  to  a  point 
about  half  way  down  the  shore  line.  Since  the  con- 
struction of  the  road,  over  fifty  years  ago,  the  city 
has  grown  southward,  so  that  at  present  the  centre 
of  business  is  a  long  way  from  the  terminals,  and, 
more  important,  the  shore  south  of  the  terminal  has 
become  crowded  with  private  wharves,  warehouses 
and  factories,  the  removal  of  which  to  permit  a  south- 
erly extension  of  the  railway  would  be  most  costly. 

For  many  years  the  ocean  terminals  have  been  in 

*  Engineering  News. 


the  congested  districts  just  south  of  the  railway  pas- 
senger station,  and  in  1910,  in  an  effort  to  improve 
conditions,  the  government  undertook  the  reconstruc- 
tion of  this  section,  starting  with  the  building  of  the 
large  reinforced-concrete  pier  No.  2.  It  was  felt,  how- 
ever, that  such  provisions  were  only  makeshifts  and 
that  some  radical  revision  of  the  whole  harbor  must 
be  made  if  the  port  were  to  be  developed  to  meet  the 
national  needs  anticipated  in  the  Canadian  transcon- 
tinental and  trans-oceanic  trade  expansion  consequent 
on  the  rapid  development  of  this  vast  country.  To  pro- 
vide for  this  expansion  the  Intercolonial  Railway  has 
been  greatly  improved  and  will  be  double-tracked  with 
revised  grades  from  Moncton  to  Halifax. 

The  Intercolonial  Railway  now  entering  Halifax 
and  its  connecting  line,  the  National  Transcontinental 
Railway,  both  of  which  are  under  government  con- 
trol, form  a  continuous  line  from  Halifax  to  Winnipeg 
under  one  management.  At  the  same  time  the  private- 
ly-owned railways  of  Canada  are  being  extended  with 
vigor.  It  has  therefore  naturally  become  a  part  of 
the  Dominion's  economic  policy  to  develop  an  entirely 
Canadian  control  of  the  expanding  trade  between  its 
people  and  Europe  and  to  supplant  the  present  partial 
control  of  existing  trade  by  United  States  railways  and 


ports,  dictated  entirely  by  present  superior  economic 
advantages.  • 

Halifax  seems  to  have  at  least  three  dominant  ad- 
vantages to  further  this  policy.  It  is  the  nearest  port 
to  Europe  open  all  the  year  round  and  at  all  times, 
and  should  therefore  be  most  desirable  for  transatlantic 
mail  and  passenger  routes.  It  is  a  safe  and  easily  ac- 
cessible summer  and  winter  port  for  Canada,  thereby 
differing  from  the  St.  Lawrence  cities.  It  is  an  all- 
year  port  of  call  for  shipping  between  Europe  and 
North  America.  The  last-cited  circumstance  is  con- 
sidered a  most  important  factor,  as  it  promises  to 
guarantee  a  sure  and  constant  outlet  to  trade  even 
though  the  port  is  not  established  as  a  terminal.  The 
accepted    path  of  transoceanic  steamers  bound  for 


Fig.  1.— Map  sliowing  New  Ocean  Terminals  at  Halifax,  N.S. 
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United  States  ports  would  be  lengthened  only  from 
twenty  to  fifty  miles  in  calling  at  Halifax. 

As"  a  result  of  these  considerations  the  government 
in  1912  decided  to  establish  at  Halifax  a  new  deep- 
water  terminal  which  should  furnish  safe  and  access- 
ible landing  facilities  for  vessels  of  the  largest  and 
most  modern  type  and  communicating  railway  termin- 
als for  passengers  and  freight  located  in  the  most 
desirable  situation  with  regard  to  city  population  and 
industries. 

An  extended  study  of  the  harbor  was  made  and 
designs  were  outlined  at  four  different  places — two 


makes  its  new  detour  back  of  the  city,  is  to  be  built 
a  large  freight  yard.  A  depth  of  45  feet,  of  water  is 
to  be  provided  at  all  berths  except  two  which  will 
have  30  and  35  feet  respectively. 

The  whole  project,  from  freight  yard  to  terminal, 
is  in  territory  not  now  in  commercial  use,  so  that  busi- 
ness can  be  transferred  from  the  old  to  the  new  loca- 
tion without  interference  or  delay.  At  present  only 
the  railway  connection,  the  landing  quay,  Pier  A  and 
the  breakwater  are  under  construction.  In  immediate 
prospect,  however,  is  the  erection  of  an  elaborate  term- 
inal building  which  Avill  house  vmder  one  roof  the  re- 


1000 

_L_I 


Fig.  2.— Halifax  Ocean  Terminals— showing  Layout  of  Quay  and  Piers  and  location  of  Railway  Station. 


at  Dartmouth  on  the  opposite  side  of  the  bay,  one  an 
extension  of  the  old  terminals  near  the  station,  and 
one,  which  was  adopted,  near  the  south  end  of  the 
peninsula.  The  Dartmouth  schemes  across  the  bay 
from  Halifax  were  abandoned  mainly  because  of  the 
isolation  of  the  sites,  it  being  assumed  from  previous 
experience  at  other  ports  that  it  is  difficult  to  estab- 
lish new  terminals  removed  from  existing  business 
centres.  The  extension  of  the  present  terminals  was 
rejected  largely  because  of  the  poor  approaches  along 
the  narrow  shore  level  and  the  e>xpensive  dislocation 
of  the  business  district  which  would  be  required.  The 
southerly  plan  was  adopted  because  it  did  not  have 
the  disadvantages  noted  in  the  foregoing,  and  in  addi- 
tion, had  several  decided  advantages,  which  can  be 
enumerated  as  follows : 

(1)  A  location  convenient  to  the  centre  of  the  city; 
(2)  utilization  of  a  part  of  the  city  waterfront  hitherto 
little  developed,  and  largely  unoccupied;  (3)  compar- 
atively small  effect  on  assessment  value  and  taxation ; 

(4)  turning  space  in  front  of  the  terminals  sufficiently 
large  to  permit  the  maneuvering  of  the  largest  ships  ; 

(5)  ccjnvenience  of  the  to])ography  for  a  railway-term- 
inal location  ;  (6)  sufficient  depth  of  water  to  care  for 
any  ship  now  in  existence  or  in  contemplation;  (7) 
room  for  a  large  freight  yard  ;  (8)  possibility  of  ex- 
tension at  small  cost. 

The  location  of  the  new  deep-water  terminal  is 
shown  in  hig.  1  and  the  layout  in  Fig.  2.  It  consists 
of  a  landing  (|uay  2,006  feet  long  and  six  piers  with 
six  berthing  basins,  all  physically  connected  with  a 
tiassenger  and  freight  terminal  ajjproached  by  a  double- 
track  railway,  which  enters  the  city  across  the  neck 
of  the  peninsula  and  connects  with  the  piers  through 
the  point  at  the  south  end  of  the  city.  At  the  jjiers 
full  e(|uipment  is  to  be  provided  in  the  way  of  ware- 
houses, elevators  and  railway-terminal  facilities,  while 
on  the  shore  of  Bedford  Hasin,  just  before  the  railway 


quired  facilities  for  steamship  and  railwa3^-passenger 
service. 

The  total  area  to  be  used  for  the  terminal  will  be 
about  2603^  acres,  of  which  198^.  will  be  land  and 
62  in  water.  The  bulkhead  landing  quay,  as  stated,  is 
2,006  feet  long,  will  have  a  minimum  of  45  feet  of 
water  alongside  and  will  carry  for  its  full  length  a 
passenger  and  freight  building,  the  ground  floor  of 
which  is  to  be  used  for  freight  and  the  second  floor 
for  passengers,  baggage,  mail  and  express,  connect- 
ing through  a  large  concourse  to  the  new  Union  pas- 
senger station  for  all  the  railways.  On  the  north  side 
of  Basin  No.  1  are  berths  for  two  ships,  one  700  feet 
long,  with  a  minimum  depth  of  35  feet  of  water,  and 
the  other  500  feet  long  with  30  feet  of  water,  and  each 
provided  with  double-storey  freight  sheds  100  feet 
wide,  with  three  tracks  at  the  back  and  one  along 
the  front  of  the  quay.  The  five  piers  and  basins,  which 
have  not  as  yet  been  started,  will  each  be  1,250  feet 
long  and  each  from  320  to  360  feet  wide.  The  basins 
will  be  dredged  to  give  a  minimum  depth  of  45  feet 
at  low-water  level.  There  will  be  four  berths  to  each 
pier  and  each  berth  will  be  provided  with  two-storey 
sheds  and  ample  track  connections.  The  layout  of 
the  station  and  terminal  tracks  is  not  yet  complete. 

At  the  extreme  southern,  or  seaward,  side  of  the 
])iers  a  paved  rubble-mound  breakwater  is  being  built 
along  with  the  first  unit  of  the  docks.  The  breakwater 
will  extend  eastward  from  the  shore  into  the  harbor 
for  a  distance  of  about  1,500  feet,  and  will  be  built 
out  tf)  and  upon  an  isolated  ledge  of  rock  which  is  at 
i)resent  in  ])laccs  very  close  to  the  surface  of  the  water. 
When  required  by  demands  of  business,  a  quay  wall 
can  l)e  built  along  the  inner  side  of  the  breakwater, 
which  will  itself  tlien  compose  the  centering  for  a 
new  pier. 

The  landing  <|uay  and  the  piers  are  to  be  of  earth 
and  rock  fill  behind  concrete  walls  of  novel  construe- 
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tion.  The  design  v^as  selected  after  careful  study  of 
the  requirements,  which  may  be  outlined  as  follows : 

(1)  The  great  depth  of  water  (45  ft.)  to  be  pro- 
vided at  low  water;  (2)  the  varying  levels  of  the  pre- 
sent bottom  of  the  harbor,  particularly  of  the  rock  sur- 
face;  (3)  the  dip  in  the  strata  and  the  irregular  nature 
of  the  rock  and  its  broken  and  laminated  character  ; 
(4)  the  impracticability  of  cofiferdamming  on  account 
of  the  exposure,  great  depth  of  water  and  danger  of 
leakage  through  the  rock;  (5)  the  effect  of  the  fre- 
quent ground  swell  and  wind  and  waves  on  any  stag- 
ing and  floating  plants,  difficulty  in  securing  good 
bottom  for  piles  and  anchors,  great  length  of  spuds 
required  for  dredging  with  scows  and  the  regulation 
of  the  plant  to  the  rise  and  fall  of  the  tide ;  (6)  the  low 
range  of  the  tide  and  consequent  difficulty  in  securing 
bracing  for  either  temporary  or  permanent  works;  (7) 
necessity  for  practically  a  vertical-face  wall  on  a  wharf 
to  suit  the  modern  midship  section;  (8)  necessity  for 
protecting  the  face  of  the  walls  against  disintegration 
from  frost  or  sea  water  and  the  action  of  ships;  (9) 
avoidance  of  taking  out  any  more  rock  from  under 
water  than  is  absolutely  necessary  and  having  to  re- 
place it  with  concrete;  (10)  reduction  of  diver  and 
expensive  subaqueous  work  to  a  minimum  ;  (11)  neces- 
sity for  rapid  construction. 

Quay-Wall  and  Pier  Construction 

The  quay-wall  method  of  construction  consists  in 
placing  on  a  prepared  bottom,  in  30  to  60  feet  of 
water,  stacks  of  hollow  reinforced-concrete  blocks  fit- 
ting one  on  top  of  the  other  to  form  the  required 
height  and  joined  together  laterally  to  form  the  con- 
tinuous wall.  After  setting  these  blocks,  their  cells, 
which  line  up  vertically,  are  to  be  completely  filled  with 
concrete  for  the  first  5  feet  and  above  that  each  stack 
is  to  have  its  face  cells  and  the  middle  line  of  trans- 
verse cells  filled  with  concrete,  the  remainder  of  the 
other  cells  to  be  filled  with  stone  rip-rap  and  sand  so 
that  in  effect  the  completed  wall  will  be  a  retaining 
wall  with  a  concrete  base  and  a  concrete  face  strength- 
ened with  solid  counterforts.  Topping  the  wall  above 
low  water  will  be  a  granite-faced  wall  in  the  inter- 
tidal  space  and  up  to  and  including  the  coping,  as  a 
protection  against  the  frost  and  sea-water  action  which 


Fig.  3.— Details  of  the  Concrete-Block  Quav  Wall-60- 


might  damage  the  c(jncrete.  The  shed  and  warehouse 
structure  will  have  their  forward  columns  sui)]Kjrted 
directly  on  the  wall  and  their  rear  columns  on  jjcdestals 
footing  on  concrete-pile  clusters  driven  through  the 
fill  which  will  be  placed  after  the  wall  is  ccjmpleted. 

The  advantages  of  this  method  are  that  all  the  con- 
crete is  mixed  with  fresh  water,  molded  in  air,  and 
allowed  thoroughly  to  mature  before  coming  in  con- 
tact with  sea  water  and  placed  so  that  it  will  not  be 
subject  to  frost  action.  The  mass  concrete  that  is  de- 
posited under  water  is  placed  under  conditi(jns  as 
nearly  ideal  as  possible.  The  design  of  the  walls  ob- 
viates the  necessity  of  using  expensive  temporary 
staging  or  floating  cranes.  Expensive  foundations  for 
the  front  row  of  the  shed  column  are  unnecessary. 
Settlement,  expansion  and  contraction  are  provided 
for  by  means  of  the  short  sections  and  the  leeway 
afforded  by  the  reinforced-concrete  guides. 

While  cellular  concrete  blocks  for  subaqueous  wall 
construction  are  not  new,  in  no  other  work  have  they 
been  developed  to  such  magnitude  as  at  Halifax,  nor 
has  the  method  of  placing  and  filling  them  ever  been 
used  before.  At  the  present  over  1,100  out  of  the  3,6.34 
blocks  required  have  been  cast  and  are  in  storage  at 
the  site  (see  Fig.  5),  but  the  placing  has  only  just 
started,  the  first  block  being  swung  into  place  on 
September  25.  The  method  in  which  the  blocks  are 
intended  to  be  laid — which  in  the  limited  practice  so 
far  offered  has  proved  very  successful — can  be  out- 
lined.  The  process  of  laying  is  also  sketched  in  Fig.  4. 

Placing  the  Concrete  Blocks  in  Wall 

The  details  of  a  typical  block  are  given  in  Fig.  3. 
As  shown  in  the  general  elevation,  this  block  is  only 
typical  of  those  in  the  main  part  of  the  shaft,  there 
being  special  shapes  and  sizes  for  the  base  blocks  and 
for  the  top  blocks.  The  block  shown,  however,  is 
sufficiently  typical  for  the  purposes  of  description.  It 
is  31  feet  wide,  the  width  of  the  completed  wall;  4 
ft.  high  and  22  ft.  long,  and  Aveighs  60  tons.  It  is 
reinforced  not  only  against  its  loads  as  a  part  of  the 
wall,  but  against  handling  stresses.  The  walls  are 
solid  except  for  the  triangular  openings  shown,  pro- 
vided so  as  to  insure  a  good  bond  with  the  fluid  con- 
crete placed  in  the  cells,  and  also  vertical  circular 


.ton  concrete  blocks  stacked  up  to  form  a  60-ft.  wall. 
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openings  for  grouting,  as  afterward  described.  On 
each  side  are  provided  triangular  vertical  openings 
which  serve  as  grooves  to  engage  the  square  guide 
posts  used  in  setting  the  blocks.  These  posts  are  in 
appearance  the  same  as  reinforced-concrete  piles,  and 
are  cast  in  a  similar  manner.  Great  care  is  taken  in 
getting  plane  surfaces  and  truly  right-angled  edges  in 
the  blocks,  for  upon  these  features  depends  the  verti- 
cality  of  the  finished  wall. 

The  surface  of  the  bottom,  upon  which  the  lowest 
block  is  laid,  is  prepared  by  dredging,  or  where  already 
low,  by  filling  up  to  the  required  grade  with  mass 
concrete  or  a  rubble  mound.  The  final  levelling  is 
made  in  the  chamber  of  a  diving  bell.  Inside  of  this 
bell  the  subsurface  is  cleaned  up  and  where  necessary 
at  the  back  or  front  brought  to  proper  elevation  by 
filling  holes  or  depressions  with  concrete,  and  then 
low  concrete  pedestals  each  about  5  x  6  ft.  footing  on 
solid  rock,  or  concrete  or  rubble  fill,  are  laid,  with 
tops  finished  to  true  grade  about  3  inches  above  the 
surrounding  bottom.  These  pedestals  are  located  at 
back  and  front  at  the  junctions  of  stacks  of  blocks. 
The  first  block  is  then  picked  up  with  special  tongs 
slung  from  a  travelling  crane,  the  jaws  of  the  tongs 
fitting  into  specially  prepared  openings  in  the  bottom 
of  the  block.  With  the  crane  running  on  a  standard 
gauge  track  and  standing  with  outriggers  set  on  an 
already  completed  stack  (see  Fig.  4),  the  block  is 
lowered  overboard,  effort  being  made  to  keep  it  light- 
ly engaged  against  the  vertical  guide  posts  which 
have  been  plumbed  and  fastened  into  the  correspond- 
ing grooves  in  the  last  stack  already  set.  After  the 
block  is  lowered  to  bearing  on  the  pedestal,  the  suc- 
ceeding blocks  of  the  stack  are  placed  until  the  stack 
is  complete.  The  sealing  concrete  for  the  two  bottom 
risers  is  then  placed  by  bottom-dump  buckets  from  a 
floating  concrete  mixer  or  delivered  from  the  mold- 
ing yard  concrete  mixer  by  flat  cars  running  on  the 
standard  gauge  track  behind  the  crane,  and  then  the 
filling  of  the  proper  cells  with  concrete  to  the  top  of 
the  stack  is  completed.  After  this  filling  is  finished, 
grout  is  forced  into,  the  vertical  10-in.  holes,  which, 


Fig.  4.  — Method  of  laying  blocks  in  the  quay  wall  — Halifax  Terminals. 


matching  up,  form  a  continuous  well  through  the 
stack.  It  is  expected  that  this  grouting  will  fill  any 
voids  Ic-ft  where  the  bearing  of  the  blocks  is  not  per- 
fect or  the  concrete  filling  has  left  holes.  Finally,  the 
remaining  cells  are  filled  with  rubble  gravel  and  sand. 

The  placing  of  the  blocks  has  from  the  first  been 
attended  with  the  greatest  success.  The  guide  and 
key  posts  which  arc  carefully  plumbed  for  each  stack 
antoinaticall V  bring  the  blocks  into  true  position  with- 


out the  assistance  of  a  diver  whose  services  are  re- 
quired only  for  inspection  and  to  see  that  all  is  clean 
and  clear  for  the  bottom  blocks  and  mass  concrete  of 
each  stack.  No  difficulty  is  found  in  keeping  the 
stacks  vertical  or  in  securing  good  alignment.  The 
tendency  to  "creep"  longitudinally  or  to  get  out  of 
line  is  corrected  by  using  different  combinations  of 
the  three  standard  sizes  of  posts  provided.  The  vari- 
ation in  levels  between  the  highest  and  lowest  cor- 
ners of  the  top  blocks  of  the  stacks  as  set  does  not 


Fig.  5.— Hollow  Concrete  quay  blocks  in  storage  at  Halifax. 

average  more  than  one-half  inch.  Blocks  for  about 
500  feet  of  wall  have  already  been  set  with  a  150-ton 
standard-gauge  steam  locomotive  wrecking  crane 
which  travels  out  on  ordinary  railway  track  laid  on 
stringers  resting  on  the  stacks  of  empty  blocks  and 
extended  by  stack  lengths  of  22  feet  as  the  block 
setting  proceeds.  The  same  crane  is  used  for  lifting 
the  blocks  from  the  molding  platforms  to  standard 
flat  cars  on  which  the  blocks  are  transported  out  to  the 
wall  head.  As  many  as  two  stacks  each  of  nine  blocks 
have  been  set  in  one  working  day  and  an  average  per 
day  of  one  stack  of  blocks  loaded  from  the  yard  and 
set  in  the  wall  is  easily  maintained. 

As  the  inap  in  Fig.  1  shows,  the  new  railway  en- 
trance leaves  the  old  main  line  at  the  lower  end  of 
Bedford  Basin  and  continues  down  the  west  side  of 
the  city  to  the  terminals,  a  distance  of  about  six  miles. 
Except  for  the  freight  yard  along  the  shore  of  the 
Basin  and  the  four-track  approach  to  the  terminal 
yards,  the  line  will  be  two-track.  On  account  of  the 
topography  and  the  short  length  of  the  new  line,  it 
was  impossible  to  balance  the  cuts  and  fills,  so  most 
of  the  work  is  in  cut,  the  spoil  being  carried  north  to 
make  the  freight  yard  and  south  to  the  breakwater 
and  back  fill  of  the  quay  and  pier  walls.  The  total 
excavation  is  about  1^  million  cubic  yards  and  the 
deepest  cut  about  60  feet. 

Some  difficulty  was  experienced  in  locating  the 
line  because  the  Northwest  Arm,  along  which  it  runs, 
is  a  beautifully  wooded  section  highly  desirable  as  a 
residential,  park  and  recreation  district.  On  this  ac- 
count the  line  was  kept  well  back  from  the  water,  and 
all  crossings  of  streets  leading  to  the  water  side  dis- 
trict are  to  be  carried  above  grade  on  handsome  re- 
inforced concrete  arch  bridges. 

The  landing  quay  and  piers  were  located  to  fit  as 

(Continnerl  on  pajre  40. ) 
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Mineral  Productions  of  Canada,  1914 

Some  interesting  figures  covering  mining,  reduction  and  refin- 
ing—  Exports  and  imports — Goal  still  ranks  highest  in  Value 

The  Department  of  Mines,  Ottawa— Eugene 
Haanel,  Director— have  just  issued  three  advanced 
chapters  of  the  Annual  Report  on  the  Mineral  Pro- 
duction of  Canada  during  the  calendar  year  1914.  The 
table  herewith  is  a  short  summary  of  the  production, 
exports,  and  imports  of  the  various  minerals.  By 
"production"  is  meant  the  tonnage  actually  sold  as 
used  apart  from  the  term  "output"  as  applied  to  that 
total  supplied  at  the  mine,  which  includes  loss  due  to 
unsaleable  material,  or  stock  on  hand  at  the  end  of 
the  year. 

Pig- Iron  and  Steel 

The  iron  and  steel  industry  in  Canada  in  1914  vyas 
marked  by  a  general  decrease  in  production.  The 
war  in  August  caused  an  almost  immediate  collapse 
of  the  declining  industry.  Before  the  close  of  the 
year,  however,  the  demand  for  steel  for  munitions  and 
war  supplies  enabled  many  of  the  steel  companies  to 
resume  operations  on  a  large  scale.  At  the  beginning 
of  the  present  year  (1916)  the  steel  industries  are 
actually  booming. 

The  making  of  iron  and  steel  in  Canada  is  an  in- 
dustry which  has  been  built  up  largely  on  the  basis 
of  imported  ores.  The  output  has  increased  very 
rapidly  from  1909  to  1913,  but  through  the  lack  of 
demand  fell  off  very  considerably  in  1914.  At  the 
close  of  that  year  Canada  had  twenty-two  completed 
blast  furnaces,  grouped  in  twelve  separate  completed 
plants  owned  by  nine  companies  or  corporations. 
Eleven  of  these  were  idle  during  the  year  1914. 

The  classification  of  the  coke  iron  produced  in 
1914,  according  to  the  purpose  for  which  it  was  in- 
tended, was — Bessemer,  230,817  tons;  basic,  614,845 
tons;  foundry,  including  miscellaneous,  224,741  tons. 
Previous  to  18%  pig-iron  Avas  made  entirely  from  Can- 
adian ores.  Since  that  date,  however,  increasing 
quantities  of  imported  ore  have  been  used  as  well  as 
imported  fuels  and  fluxes,  and  in  1914  about  88  per 
cent,  of  the  ore  charged,  64  per  cent,  of  the  coke,  and 
a  large  proportion  of  the  limestone,  were  imported. 
The  imported  ores  used  in  Canadian  furnaces  came 
chiefly  from  Newfoundland  and  the  iron  ranges  south 
of  Lake  Superior. 

Ferro  Products 

Ferro-silicon  and  ferro-phosphorus  products  were 
produced  in  Canada  in  electric  smelting  plants  during 
1914,  the  latter  in  small  quantities  only.  Ferro-sili- 
con, both  50  and  75  per  cent.,  were  made  at  Welland, 
Ont.,  by  the  Electro-Metals,  Limited,  and  ferro-phos- 
phorus, or  phosphate  of  iron,  at  Buckingham,  Que.,  by 
the  Electric  Reduction  Company,  Limited. 

Steel  was  produced  in  1914  in  the  following  propor- 
tions :  open  hearth  ingots,  622,097  tons ;  Bessemer 
ingots,  175,244  tons;  direct  open  hearth  castings,  15,- 
315  tons;  and  other  steel  castings,  1,759  tons.  The 
production  of  rolled  iron  and  steel  amounted  to — 
rails,  382,344  tons  ;  structural  shapes  and  wire  rods.  59,- 
050  tons;  plates,  sheets  and  bars,  218,125  tons.  Since 
1896  a  total  of  $16,785,827  has  been  paid  by  the  gov- 
ernment of  Canada  in  bolinties  for  the  production  of 
iron  and  steel. 

The  exports  of  iron  and  steel  from  Canada  consist 
•  chiefly  of  manufactured  goods  such  as  agricultural  im- 


plements, automobiles,  l)icycles,  niacliincry,  etc.,  and 
amounted  to  $14,391,746,  in  1914.  The  imports  of  iron 
and  steel,  a  large  proportion  of  which  come  from  the 
United  States,  consist  mainly  of — pig-iron,  Ferro  pro- 
ducts and  chrome  steel  ingots,  scrap,  plates,  sheets, 
bars,  rods,  sheet-iron  and  steel,  pipes,  nails,  wire,  etc., 
to  the  amount  of  $79,762,262,  in  1914. 

Coal 

The  coal  production  in  1914  was  13,637,529  tons, 
produced  by  221  operating  companies,  employing  an 
average  of  27.571  men.  The  total  consumption  of  coal 
in  1914  in  Canada  amounted  to  26.852,323  tons,  or 
3.325  tons  per  capita.  Almost  all  kinds  of  coal  are 
produced  in  Canada.  Bituminous  coal  constitutes  by 
far  the  largest  proportion  of  the  annual  production. 
Lignite  only  is  produced  in  Saskatchewan,  and  in  Al- 
berta it  forms  a  large  proportion  of  that  province's  pro- 
duction. Of  anthracite  there  is  an  almost  negligible 
amount — less  than  200,000  tons  annually  from  One 
mine  at  Bankhead.  Alberta. 

Nova  Scotia  produces  54.77  per  cent,  of  the  Can- 
adian coal,  with  Alberta  next  with  27.01  per  cent.,  B. 
B.  16.42  per  cent.,  Saskatchewan,  1.70  per  cent.,  and 
Yukon  0.10  per  cent. 

The  fact  that  the  populous  provinces  of  Quebec 
and  Ontario  have  no  coal-fields,  and  can  secure  most 
of  their  required  amount  more  cheaply  from  the  coal- 
fields of  Pennsylvania,  Ohio,  and  Virginia  than  from 
the  Canadian  coal-fields,  accounts  for  Canadian  im- 
ports exceedings  50  per  cent,  of  Canada's  annual  con- 
sumption. 

Coke 

Both  domestic  and  imported  coal  is  used  in  the 
manufacture  of  coke  in  Canadian  coke-ovens.  In 
1914  1,038,235  tons  of  domestic  coal  and  503,312  tons 
of  imported  coal  were  used  to  produce  an  output  of 
1,015,253  tons  of  coke.  The  Canadian  consumption 
of  coke  in  1914  was  1,509,068  tons;  553.046  tons  were 
imported  during  that  year. 

For  the  first  time  in  history,  Ontario  leads  in  coke 
production  with  386,314  tons,  all  of  which  was  pro- 
duced by  the  Algoma  Steel  Corporation.  The  coke 
exports  for  1914  were  67,838  tons,  all  from  British 
Columbia.  In  1914  the  total  coke-oven  by-products 
recovered  at  Sydney  were — 5,714,172  gallons  of  tar, 
8,577  tons  of  sulphate  of  ammonia. 

Aluminium 

No  commercial  ores  of  aluminium  have  3'et  been 
found  in  Canada.  Aluminium  is.  however,  made  in 
extensive  works  at  Shawinigan  Falls,  P.  Q..  from  baux- 
ite ores  imported  from  France  and  the  LTnited  States 
by  the  Northern  Aluminum  Company.  Alumina  is 
imported,  refined  and  exported  as  aluminium. 

Antimony 

The  silver-cobalt-nickel-arscenides  of  Coleman  and 
adjacent  townships,  more  familiarl}'  known  as  the 
Cobalt  District,  in  the  province  of  Ontario,  are  now 
the  principal  sources  of  the  world's  production  of 
cobalt.  The  recovery  of  this  metal  in  Canada  has 
been  in  the  form  of  cobalt  oxide  and  mixed  oxides  of 
cobalt  and  nickel,  produced  by  the  smelters  treating 
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tlic  above  ores  tosether  with  cobalt  residues  produced 
at  the  hio-h-grade  mill  of  the  Nipissing-  Mining  Com- 
pan}'.  While  these  residues  have  been  chiefly  ex- 
ported, a  portion  has  been  shipped' to  the  Canadian 
smelters  producing  cobalt  oxide.  Bounties  amount- 
ing- to  $26,744.75  on  cobalt  oxide,  and  $10,280.28  on 
nickel  oxide,  were  paid  to  the  Canadian  refineries  in 
1914. 

Copper 

The  total  production  of  copper  in  Canada  in  1914, 
estimated  on  the  basis  of  smelter  recovery  from  ores 
treated,  was  75,735,960  lbs  With  the  exception  of  a 
small  output  of  copper  sulphate  at  Trail,  B.  C,  the 
copper  production  of  Canada  is  exported  for  refining. 
In  1914  British  Columbia  led  in  copper  production  with 
41,219,202  lbs.,  Ontario  second  with  28,948,211  lbs., 
Quebec  4,201,497,  Yukon  1,367,050.  In  British  Colum- 
bia the  principal  producers  were — Granby  Consoli- 
dated Mining  and  Smelting  Power,  Limited;  B-  C. 
Copper  Company,  Limited ;  and  the  New  Dominion 
Copper  Company,  Limited.  In  Ontario  the  chief 
companies  are  the  Canadian  Copper,  Limited^  and  the 
Mond  Nickel  Company,  Limited.  The  Ontario  Gov- 
ernment offers  a  bounty  on  copper  over  95  per  cent, 
pure  metal,  and  on  copper  sulphate  produced  from  ore 
mined  and  refined  in  the  province.  The  main  ship- 
ments of  copper  from  the  Yukon  were  from  the  Pue- 
I4()  mines  at  White  Horse. 

Gold 

The  production  of  gold  was  made  up  in  1914  as 
follows — gold  derived  from  alluvial  workings,  $5,687,- 
501,  or  35.6  per  cent. ;  gold  obtained  from  crushing  free 
milling  quartz  ores— that  is,  stamped  'mill  l)ullion,  $6,- 
051,968,  or  37.9  per  cent. ;  and  gold  obtained  from  ores 
and  concentrates  sent  to  the  copper  and  lead  smelters, 
$4,243,538,  or  26.5  per  cent. 

Refined  Metal — The  Dominion  Assay  Office  in 
Vancouver,  operated  in  connection  with  this  Depart- 
ment, receives,  assays  and  purchases  crude  bullion, 
amalgam,  nuggets,  and  dust,  the  resultant  bullion  be- 
ing re-sold.  The  total  quantity  of  bullion  thus  received 
during  the  twelve  months  ending  December  31,  1914 
was  163,523.61  ounces,  being  the  weight  after  melting, 
valued  at  $2,029,251.31,  after  deducting  office  charges. 

A  refinery  is  in  operation  at  the  Royal  Mint  at 
Ottawa  and  shipments  of  gold  have  been  received  from 
\arious  provinces. 

There  is  but  one  other  refinery  in  Canada  produc- 
ing fine  gold ;  that  of  the  Consolidated  Mining  and 
Smelting  Co.  of  Canada,  Limited,  at  Trail,  B.  C, 
where  the  gold  is  mainly  recovered  from  the  higli 
grade  silver-lead  ores  and  the  "dry"  ores  shipped  to 
tlic  smelter.     Its  annual  output  is  given  below. 

Lead 

Previous  to  1904  lead  ores  mined  in  Canada  were 
cither  exported  as  ore  or  smelted  in  Canadian  furnaces 
and  exported  in  the  form  of  base  bullion  to  be  re- 
fined abroad.  A  lead  refinery  employing  the  Betts 
electrolytic  process  is  in  operation  at  Trail,  B.  C,  at 
the  smelter  there,  treating  the  base  bullion  produced 
by  the  lead  blast  furnaces.  The  production  of  lead 
has  been  mainly  frf)m  British  Columbia,  with  occa- 
sional small  amounts  from  Ontario.  In  1914  there  were 
no  shipments  from  Ontario,  but  a  small  production  in 
the  Yukon.  Almost  all  of  the  lead  ore  mined  in 
British  Columbia  is  smelted  and  refined  at  'i'rail,  B.C. 

Mercury 

'I'lierc  iias  been  no  i)roduction  of  mercury  since 


1897.  The  small  production  reported  in  1895  and 
1897  was  derived  from  the  deposits  at  the  western  end 
of  Kamloops  lake,  B.  C.  These  deposits  consist  of 
quartz  veins  containing  pockets  of  cinnabar  in  a  zone 
of  decomposed  Tertiary  volcanic  rocks. 

Elsewhere  in  Canada  mercury  has  been  reported 
as  occurring  also  in  ores  of  the  Cobalt  district,  and 
in  the  neighborhood  of  Field,  B.  C,  and  Sechart  on 
the  west  coast  of  Vancouver  island. 

Molybdenum 

The  commercial  production  of  molybdenum  in 
Canada  has  been  practically  negligible,  nevertheless 
the  mineral  has  been  found  in  numerous  localities  and 
in  many  of  these  in  sufficient  quantity  to  make  its 
])ossible  recovery  a  question  of  considerable  interest, 
an  interest  which  doubtless  has  been  greatly  stimul- 
ated by  the  high  price  which  the  ore,  concentrated  to 
85  or  90  per  cent,  molybdenite  (M0S2),  has  com- 
manded. 

During  1913  and  1914  some  work  was  done  on  a 
number  of  properties  in  Ontario,  Quebec,  and  British 
Columbia. 

Shipments  were  made  during  1914  from  Ontario 
and  British  Columbia.  The  Ontario  shipments  con- 
sisted of  one-half  ton  of  molybdenite  hand  picked 
from  the  ore,  while  from  British  Columbia  16  ton.s 
of  ore  were  reported  as  shipped  to  Denver,  Col.,  where 
it  was  concentrated,  producing  2,814  pounds  of  con- 
centrates for  which  20  cents  a  pound  was  received. 
"I'he  total  shipments  in  the  form  of  molybdenite  were 
3,814  pounds  valued  at  $2,063. 

Nickel 

The  industry  based  on  the  mining  and  metallur- 
gical treatment  of  the  nickel-copper  ores  of  the  Sud- 
bury district,  Ontario,  ranks  among  the  most  im- 
portant of  Canada.  Not  only  is  there  a  considerable 
production  of  copper  but  the  nickel,  which  is  the 
most  important  product,  supplies  a  very  large  propor- 
tion of  the  world's  consumption  of  the  metal. 

The  production  of  nickel  ore,  very  active  during 
the  first  six  months  of  1914,  was  checked  on  the  de- 
claration of  war.  Towards  the  end  of  the  year  the 
output  was  greatly  increased,  due  no  doubt  to  the 
great  demand  for  nickel  for  war  supplies,  so  that  the 
l)roduction  in  1914  was  but  little  less  than  that  of 

1913,  when  the  production  of  ore  and  its  reduction  to 
a  Bessemer  matte  was  the  highest  on  record. 

There  were  mined  in  1914,  1,000,364  tons  of  ore, 
and  smelted  947,053  tons ;  from  which  were  produced 
46,396  tons  of  Bessemer  matte,  carrying  approximately 
22,759  tons  of  nickel  and  14,448  tons  of  copper,  the 
net  value  of  the  matte  being  $7,187,031.      Thus,  in 

1914,  the  matte  showed  an  increase  in  copper  content 
and  a  falling  off  in  nickel  due  to  the  great  increase  in 
production  of  ores  by  the  Mond  Nickel  Co.,  and  their 
reduction  in  the  Coniston  Smelter  and  the  curtail- 
ment of  the  Canadian  Copper  Company's  output  of 
ores  which  are  relatively  lower  in  copper  content. 

The  nickel-copper  ore  is  reduced  in  smelters  and 
converters  to  a  Bessemer  matte  containing  from  77 
to  82  per  cent,  of  the  combined  metals,  having  aver- 
aged for  the  past  year  49.0  per  cent,  nickel  and  31.1 
per  cent  copper,  against  52.7  per  cent,  nickel  and  27.4 
per  cent,  copper  in  1913. 

'I"he  companies  engaged  in  mining  and  smelting 
nickel  ores  are:  The  Canadian  Copper  Company,  sub- 
sidiary to  the  International  Nickel  Company,  with 
smelter  at  Copper  Cliff,  Ontario,  and  refinery  at  Bay- 
onnc.  New  Jersey;  the  Mond  Nickel  Companv,  Conis- 
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MINERAL— 

Iron  Ore  

Pig  Iron   

Ferro  Products  

Steel  (Ingots,  Castings)   

Steel  (Rolled  Products)   

Coal  

Coke  

Aluminium  

Antimony  

Cobalt  Oxide  

Nickel  Oxide  

Mixed  Oxides  

Copper  

Gold  

Lead  

Mercury  

Nickel  ore  mined   

Nickle  matte  

Platinum  

Silver  

Tin  

Zinc  

(a)  Alumina  imported  for  refining. 

(b)  Includes  "old  and  scrap." 

(c)  Ore  exported  for  refining. 

Summarized  Table 


Production 

Amount  in  tons  \'aluc  .'S 

244,8.'')4  .'■.42,()41 

783,104  m.^i^..^.^^ 

7,.^24  47.s,;j,j.j 

S14,415   

.S(»2,(i58   

i:!,(!;!7,.'520  .•?3,471,8()1 

l,02.'i,.SCI)  .•!,(i5S,.')14 

Nil   

Nil   

8!)<),027  lbs.  571,71(1 

;!!>2,512  "  rA.sy.', 

2,07!>,()lll    "  7!l.;i!l.'i 

75,7:!5.!H;()   "  ll),:i()1,(iiM 

77:{,T7.s  uu  ir),!)s;i,()(i7 

3G,:'.37,705  lbs.  l,(j27,5(iS 

Nil   

1,000,364   

45,517,9.37  ll)s.  13,0.55,381 

Nil   

28,449,821  ou.  15,593,030 

Nil   

10,803  202,503 


Imports 

Exports 

Ami.  ill  tons 

Value  .$ 

Amt.  in  tons 

Value  S 

1    1  /I  T  1  AO 

2,387,358 

135,451 

.•',00,974 

T.S,080 

982,189 

19,003 

480,.3(;0 

'><>  147 

.^9,48,5 

4,805 

285,221 

882,030 

79,702,202 

14,;{91,740 

14,721 .0.-)7 

3!),801,498 

1,42:!,  120 

3..S8r),175 

7(18,777 

2,000,914 

07,8.38 

.300.117 

a)  28,.'j57.000  " 

571,419 

14,510,800  lbs. 

2,.3fJ4,W)7 

094,1.';()  lbs 

57,715 

1(1.924 
204.229  lbs. 


4,250,901 

1,042,.583 
97,449 

83,185 
79,614 

2,023,300 


r7,398,723  lbs. 
750,07.3  lbs. 


8,270,081) 
22.188 


(b)  46,528,-327  lbs. 


5,149,427 
(c)  1.5,.5.84,813 


showing  Production  of  Canadian  Ores,  Exports  and  Imports  in  Minerals 
during  the  calendar  year,  1914. 


ton,  of  Lon(ion,  England,  with  smelter  at  Coniston, 
Ont.,  and  refinery  at  Clydach,  Swansea,  Wales.  The 
British  America  Nickel  Corporation  continued  de- 
velopment work.  The  Alexo  mine,  on  the  Porcupine 
Branch  of  the  Timiskaming-  and  Northern  Ontario 
Railway,  was  again  a  producer,  shipping-  nickel-copper 
ore  to  the  Mond  smelter  at  Coniston. 

Platinum 

In  past  years  the  chief  source  of  tlie  platinum  pro- 
duction of  Canada  was  the  placer  gravels  of  British 
Columbia,  principally  in  the  Similkameen  district. 
During-  1913  operators  in  the  Cariboo  district  of  British 
Columbia  report  a  recovery  of  18  crude  ounces  of 
platinum  valued  at  $489.  More  attention  is  being 
paid  to  the  recovery  of  this  metal  especially  in  the 
Similkameen  where  it  is  proposed  to  re-work  some  of 
the  old  placers. 

One  or  two  companies  operating  in  the  Quesnel 
River  district  report  small  quantities  of  platinum  with 
placer  gold  but  the  information  is  not  sufficiently 
definite  for  record. 

Silver 

In  1914  the  total  production  of  silver,  including 
that  produced  as  bullion,  and  the  metal  estimated  as 
recovered  from  ores  sent  to  smelters  or  otherwise 
treated,  was  28,449,821  fine  ounces,  valued  at  $15,- 
593,630. 

In  Ontario  ores  from  the  Cobalt  district  are  treated 
by: — The  Coniagas  Reduction  Co.,  Thorold,  Ont.; 
The  Deloro  Mining-  and  Reduction  Co.,  Deloro,  Ont.; 
The  Buf¥alo  and  Ontario  Smelting  and  Refining  Co., 
King-ston,  Ont. ;  Dominion  Refineries,  Limited,  North 
Bay,  Ont. ;  Standard  Smelting  and  Refining  Co.,  North 
Bay,  Ont. ;  Metals  Chemical  Co.,  Welland,  Ont. ;  Can- 
ada Refining  and  Smelting  Co.,  Orillia,  Ont. 

Silver  bullion  of  a  fineness  varying  from  850  to 
998.2  is  produced  at  the  works,  other  products  being- 
white  arsenic,  nickel  and  cobalt-oxides  and  mixed 
oxides.  The  silver  l)ullion  as  a  rule  finds  a  market  in 
the  United  States  and  in  England.  The  bullion 
.shipped  from  the  mines  and  mills  in  the  Cobalt  district 
in  1914,  is  reported  as  10,335,527  fine  ounces.  The 


imports  of  silver  bullion  into  Canada  in  1914  were 
^  alued  at  $629,279,  as  against  imports  to  the  value  of 
$840,245  in  1913  and  $1,100,344  in  1912.  The  exports 
of  silver  during  1914  were  28,020,089  fine  ounces  valued 
at  $15,584,813. 

Tin 

Tin  ores  have  not  yet  been  found  in  sufficient 
quantities  in  Canada  to  be  of  economic  importance. 

Tungsten 

No  production  of  Tung-sten  reported  during  1914. 
Zinc 

_  The  production  of  zinc  in  Canada  in  1914,  as  ob- 
tained by  direct  returns  from  producers,  was  10,893 
tons,  valued  at  $262,563,  the  .greater  part  being  from 
British  Columbia.  The  zinc  content  of  these  ship- 
ments was  returned  as  9,101,460  pounds,  which,  if 
valued  at  the  average  New  York  price  of  spelter  during 
the  year,  5.213  cents,  would  be  worth  $474,459. 

Road-Making  with  India-Rubber 

The  use  of  India-rubber  for  road  manufacture  is 
reported  by  Sanitary  Record  and  Municipal  Engineer- 
ing. Recently  a  firm  of  tar  distillers  in  England  got 
in  touch  with  an  India-rubber  manufacturer  with  a 
view  to  producing  a  material  which  Avould  combine 
all  the  properties  of  India-rubber  with  those  of  tar. 
After  this  rubber  tar,  as  it  is  called,  had  been  made 
for  road-making  and  road-dressing  ])urposes  it  was 
found  that  its  high  viscosity  and  melting  point  caused 
its  application  to  roads  too  difficult.  This  has  been 
overcome  by  the  construction  of  special  tanks  to  keep 
the  rubber  tar  hot. 

The  advantages  claimed  for  this  type  of  road  con- 
struction are  the  elasticity  necessary  to  withstand  the 
shocks  from  heavy  vehicles,  homogeneitv  and  adhe- 
sion required  to  avoid  disintegration  bv  fast  running 
vejiicles.  A  length  of  road  has  been  laid  in  Fife  with 
this  material,  and  although  put  down  at  an  unfavor- 
able time,  is  so  far  giving  satisfaction,  and  further 
developments  with  it  are  being  carefiillv  watclied  bv 
experts. 
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The  Disposal  of  Sewage  by  Dilution 

A  bio-chemical  method  of  purification — Effect  of  normal  sewage  on 
streams — Much  depends  on  amount  of  oxygen  dissolved  in  water 

By  W.  E.  Adeney  D.  Sc.,  F.  I.  C* 


A  large  volume  of  evidence  has  been  accumulated 
of  recent  years  by  the  Royal  Commission  on  Sewage 
Disposal,  and  by  a  number  of  individual  investigators, 
both  at  home  and  abroad,  which  has  definitely  proved 
that,  when  normal  crude  sewage  matter  is  discharged 
into  a  uou-tidal  or  tidal  stream,  under  such  condi- 
tions that  the  liquid  portion  is  rapidly  and  largely 
diluted  with  "clean"  water,  and  the  solids  in  sus- 
pension are  carried  away  with  the  flow  of  the  stream, 
and  are  not  allowed  to  accumulate  permanently  in 
any  particular  spot,  both  portions  of  sewage  matter 
are  consumed  as  food  materials  by  various  forms  of 
living  organisms,  and  converted  into  innocuous  forms 
of  matter,  without  causing  at  any  time  injury  or  de- 
triment to  the  fish  life  or  to  the  amenities  of  the 
stream. 

Notwithstanding  this  evidence,  however,  much 
doubt  and  uncertainty  still  appears  to  exist  among 
engineers  and  chemists  as  regards  the  precise  condi- 
tions which  must  attend  the  discharge  of  sewage  mat- 
ter into  a  given  stream  to  ensure  the  satisfactory  dis- 
posal of  the  sewage  matter,  and  to  avoid  undesirable 
results  of  any  kind  in  the  stream  itself. 

It  may  be  fairly  claimed  that  the  chemical  and 
biological  principles  which  underlie  the  dilution 
method  of  purification  have  now  been  successfully 
worked  out;  and  the  writer  proposes  to  give  in  the 
first  place  a  brief  explanation  of  them.  They  are 
fortunately  very  simple,  and  the  experienced  water 
engineer  need  have  no  hesitation  in  proceeding  to 
tackle  them. 

Absorption  of  Dissolved  Oxygen 

Some  years  ago  the  writer  concluded  from  the 
results  that  he  had  obtained  from  an  extended  ex- 
l^erimental  investigation  that  -the  most  important 
effect  that  normal  sewage  matter  exercises  in  a  stream 
is  the  more  or  less  rapid  absorption  of  the  atmospheric 
oxygen  dissolved  in  the  waters  of  the  stream. 

This  conclusion  has  since  been  confirmed  by  the 
laborious  and  prolonged  investigations  that  have 
been  carried  out  by  Dr.  Houston,  Dr.  McGowan,  Mr. 
Colin  Frye,  and  Mr.  Kershaw  for  the  Royal  Commis- 
sion on  Sewage  Disposal ;  by  the  extensive  series  of 
observations  carried  out  by  Dr.  Soper,  president  of 
the  Metropolitan  Sewerage  Commission  of  New  York, 
and  by  his  assistant,  in  New  York  Harbour;  and  by 
the  observations  of  other  investigators,  both  at  home 
and  abroad,  and  notably  in  this  country  by  Prof.  Letts 
and  his  pui)ils  in  Belfast,  and  by  Dr.  Fowler  and  his 
pupils  in  Manchester. 

The  absorption  of  the  dissolved  oxygen  is  caused 
by  bio-chemical  changes  which  water  bacteria,  by 
reason  of  their  quite  unusual  mode  of  nutrition,  bring 
about  between  the  dissolved  oxygen  and  certain  of 
the  constituents  of  the  sewage  matter. 

Two  classes  of  bacteria  take  part  in  these  changes. 
First,  tlie  saprophytic  (Greek  word  sapros=rotten) 
bacteria  feed  upon  the  waste  organic  constituents  of 
the  sewage  matter;  and.  secondly,  after  the  (irganic 
constituents  \\;[\v  been  wholly  cr)nsum('d,  tlio  nitrify- 
ing bacteria  feed  upon  the  amnioniaeal  comjxjunds. 
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Both  these  classes  of  bacteria  flourish  in  the  open 
— in  fresh  and  in  sea  water ;  and  they  are  therefore 
unlike  in  this  particular  the  disease-producing  bac- 
teria, which  are  always  parasitic  and  cannot  live  in 
open  water. 

The  chemical  changes  which  these  bacteria  effect 
in  polluted  waters  may  be  conveniently  termed  fer- 
mentative or  bio-chemical  changes,  to  distinguish 
them  from  those  purely  chemical  changes  which  occur 
between  bodies  that  exhibit  direct  chemical  affinity 
for  one  another  when  they  become  mixed  together. 

Practice  of  the  Dilution  Method 

Saprophytic  bacteria  can  utilise  the  dissolved  and 
solid  suspended  organic  constituent  of  sewage  matter 
as  food  materials,  but  in  the  practice  of  the  dilution 
method,  for  reasons  which  will  become  plain  later  on, 
it  must  be  the  aim  of  the  engineer  to  allow  as  little 
opportunity  as  possible  for  the  solid  constituents  of 
sewage  matter  to  be  attacked  by  the  water  bacteria. 
The  physical  conditions  of  the  stream  must  be  such 
as  to  ensure  their  consumption  by  living  organisms 
higher  in  the  scale  of  life  than  bacteria  if  they  are  to 
be  discharged  into  it.  Otherwise  they  must  not  be 
allowed  in  the  stream. 

It  is  necessary  therefore  to  consider  the  question 
of  the  disposal  of  the  liquid  portion  of  sewage  matter 
separately  from  that  of  the  disposal  of  the  solid  por- 
tions, and  it  will  be  convenient  to  deal  with  it  first. 

It  is  possible  by  suitable  experiments  to  trace  the 
chemical  changes  that  occur  in  a  diluted  sewage 
liquor,  simultaneously  with  the  absorption  of  dis- 
solved oxygen  in  the  diluting  water,  and  it  has  been 
found  that  in  all  cases  where  the  dissolved  oxygen  is 
in  excess  of  the  sewage  liquor  the  chemical  decom- 
position of  the  latter  takes  place  in  two  quite  distinct 
and  progressive  stages  of  chemical  change. 

During  the  first  stage,  as  already  indicated,  the 
organic  constituents  are  alone  affected — about  80  per 
cent,  of  them  are  completely  oxidised  to  carbon 
dioxide,  water  and  ammonia,  the  remaining  20  per 
cent,  being  utilised  by  the  bacteria  in  building  up  the 
new  materials  that  they  require  for  their  growth  and 
multiplication.  But,  inasmuch  as  these  building  up, 
or,  as  the  chemist  terms  them,  these  synthetic  pro- 
cesses, are  exercised  upon  organic  materials  of  com- 
plicated composition,  it  will  readily  be  understood  that 
by-Droducts  must  also  result  from  them. 

These  by-products  are  coloured  organic  substan- 
ces, remaining  in  solution,  or  rather  in  a  colloidal  con- 
dition in  fresh  water,  and  imparting  a  greenish  yellow 
to  brown  tint  to  the  water,  according  to  the  quantitv 
of  sewage  liquor  originally  mixed  with  it.  Tliey  are 
precisely  similar  in  their  physical  and  chemical  proper- 
ties to  the  "humus"  of  cultivated  soils. 

In  the  case  of  sea  water,  however,  these  humus 
bodies  do  not  remain  in  solution,  or  suspended  in  it  in 
a  colloidal  state,  but  are  precipitated  from  it  more 
or  less  rapidh^  as  they  are  formed. 

Thus,  l)y  the  action  of  sapropliytic  1)actcria  upon 
the  dissolved  organic  constituents  of  the  sewage 
liquor,  when  amply  supplied  with  dissolved  oxygen, 
about  80  per  cent,  are  completely  oxidised  to  the  min 
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eral  forms  of  matter — carbon  dioxide,  water  and  am- 
monia ;  and  of  the  remainder,  much  the  greater  part — 
upwards  of  15  per  cent — are  converted  into  "humus," 
also  a  mineralised  form  of  matter;  while  less  than 
5  per  cent,  go  to  form  the  substances  of  the  new 
bacteria. 

After  the  bio-chemical  destruction  of  the  organic 
constituents  of  the  sewage  liquor  has  been  accom- 
plished, the  second  stage  of  change  is  started,  and 
in  the  course  of  time  completed  by  the  nitrifying  bac- 
teria. These  bacteria  feed  upon  the  ammoniacal  com- 
pounds originally  present  in  the  sewage  matter,  and 
also  upon  those  formed  during  the  first  stage  of  fer- 
mentation. The  "humus"  matters,  also  formed  dur- 
ing the  first  stage  of  fermentation,  likewise  exercise 
a  very  important  influence  on  the  course  of  fermen- 
tation of  the  ammoniacal  compounds. 

Thus,  when  they  are  absent  from  a  water  or  pre- 
sent only  in  minute  quantities,  as  in  the  case  of  sea 
water,  relatively  large  quantities  of  nitrites,  but  little 
or  no  nitrates,  are  found  among  the  end  products  of 
the  fermentation ;  but  when  "humus"  bodies  are  pre- 
sent, nitrites  do  not  occur  among  the  end  products, 
only  nitrates  and  carbon  dioxide,  together  with,  of 
course,  dead  organisms,  the  first  being  relatively  large 
in  quantity,  the  second  small,  and  the  last  very  small. 

"Humus,"  as  above  stated,  does  not  remain  in 
solution,  or  suspended  for  any  length  of  time  in  the 
colloidal  state,  in  sea  water ;  consequently  in  polluted 
tidal  waters  nitrites  are  formed  to  the  exclusion  of 
nitrates.  This  fact  no  doubt  afl^ords  the  explanation 
of  the  interesting  observation  made  by  Dr.  Soper  in 
the  course  of  his  investigations  of  the  waters  of  New 
York  Harbour.  He  has  found  that  decided  quanti- 
ties of  nitrites  exist  in  these  waters.  The  sewage  from 
Greater  New  York  is  discharged  practically  in  a  crude 
state  into  the  harbour,  wherein  the  solids  are  deposited 
and  the  sewage  liquor  remains,  largely  diluted  by  the 
river  and  tidal  waters  in  the  same,  for  several  days, 
and  undergoes  almost  complete  fermentation  before 
being  gradually  carried  out  to  sea  by  tidal  action. 

If  the  character  of  the  bio-chemical  changes  which 
these  two  classes  of  water  bacteria  bring  about  in 
diluted  sewage  liquor,  as  just  described,  be  carefully 
considered,  it  will  be  foumd  that  they  are  quite  un- 
usual when  compared  with  the  chemical  changes 
which  other  organisms,  higher  in  the  scale  of  life, 
bring  about  in  the  course  of  their  vital  processes. 

The  mode  of  nutrition  of  these  bacteria  is,  in  fact, 
quite  unlike  that  of  any  other  form  of  life — vegetable 
or  animal. 

Mode  of  Nutrition 

It  is  owing  to  this  unusual  mode  of  nutrition,  as 
well  as  to  their  universal  distribution,  that  the  im- 
possibility of  including-  them  in  any  scheme  of  general 
classification  of  animal  and  vegetable  life  is  due. 

Their  peculiarity  in  this  respect  lies  in  the  fact 
that  they  obtain  the  energy  they  require  for  carrying- 
on  their  vital  processes  from  the  oxidation  of  their 
food  materials,  and  not  from  the  oxidation  of  any 
portion  of  their  own  substance.  They  also  appear  to 
utilise  but  a  small  portion  of  the  energy  which  they 
set  free  in  this  way  for  the  purpose  of  their  own  de- 
velopment and  multiplication,  unless  rise  of  tem- 
perature in  their  surrounding  medium  be  regarded  as 
a  factor  involved  in  their  development. 

As  a  result  of  their  peculiar  mode  of  nutrition  they 
convert  when  amply  sujjplied  with  dissolved  oxygen, 
the  large  proportion  of  upwards  of  95  per  cent,  of  the 
fermentable  constituents  of  the  sewage  liquor  in  a 


polluted  wated  into  the  innocuous  mineral  forms  of 
matter — carbon  dioxide,  nitrates  and  humus,  and,  un- 
like most  animal  forms  of  life,  they  leave  no  product 
of  their  own  action,  nor  unchanged  portion  of  the  sew- 
age that  could  in  any  way  subsequently  become  offen- 
sive, or  detrimental  to  the  stream. 

The  dead  bacteria  which  have  flourished  upon  the 
sewage  liquor,  in  common  with  all  the  other  end  pro- 
ducts resulting  from  the  fermentation  of  the  sewage 
matter,  form  favourable  food  materials  for  green 
vegetable  growths,  and  for  other  forms  of  life. 

There  is  a  further  result  which  attends  the  peculiar 
mode  of  nutrition  of  water  bacteria  in  the  presence  of 
an  ample  supply  of  dissolved  oxygen,  to  which  the  at- 
tention of  engineers  may  usefully  be  drawn,  although 
perhaps  it  is  of  more  interest  to  the  chemist  than  to  the 
engineer.  It  is  that  the  quantities  of  dissolved  oxygen 
absorbed,  and  of  the  end  products  formed,  on  the  com- 
pletion of  each  stage  of  fermentation,  are  constant  for 
similar  volumes  of  the  same  polluted  water. 

Bacteria  as  Scavengers 

Such  is  the  efficient  and  harmless  manner,  so  far 
as  the  fish  life  and  the  amenities  of  a  stream  are  con- 
cerned, in  which  bacteria  act  as  scavengers  in  sewage- 
polluted  waters,  always  provided  that  a  relatively 
ample  supply  of  dissolved  oxygen  remains  in  the  water 
at  all  times. 

When,  however,  the  conditions  are  reversed,  and 
the  sewage  liquor  in  a  stream  is  in  excess  of  the  dis- 
solved oxygen  in  its  waters,  the  bacteria  flourish  on 
the  increased  supply  of  food  materials  in  such  great 
numbers  that  they  absorb  the  dissolved  oxygen  more 
rapidly  than  it  can  be  replenished  by  the  absorption 
of  fresh  oxygen  from  the  air. 

The  first  consequence  of  this  is — the  oxygen  con- 
tent of  the  water  falls  below  the  minimum  level  re- 
quired by  the  fish  and  other  normal  forms  of  life  sup- 
ported by  the  stream  for  the  continuation  of  their 
vital  processes.  The  bacteria,  however,  continue  to 
feed  and  flourish  on  the  sewage  matter,  and  when  the 
dissolved  oxygen  has  been  entirely  exhausted  they 
obtain,  b}'  the  exercise  of  another  marked  peculiarity 
in  their  mode  of  nutrition,  the  oxygen  which  they  re- 
quire for  the  continuation  of  their  vital  processes — 
that  is,  by  decomposing  inorganic  oxygen  compounds 
such  as  nitrates  and  sulphates — that  may  be  present  in 
solution  in  the  water.  When  both  nitrates  and  sul- 
phates are  absent,  then  the  required  oxygen  is  ob- 
tained by  the  decomposition  of  organic  oxygen  com- 
pounds ;  in  other  words,  anaerobic  or  putrefactive  fer- 
mentation is  set  up  by  the  bacteria  in  the  fermentative 
organic  constituents  of  the  sewage  matter. 

When  nitrates  are  thus  robbed  of  their  oxygen,  the 
residual  substances  are  quite  odorless  and  innocuous, 
and  the  polluted  water  remains  in  consequence  inoffen- 
sive to  smell,  although  deoxygenated. 

When,  however,  sulphates  or  organic  substances 
are  robbed  of  oxygen  in  this  way,  the  residual  sub- 
stances in  both  cases  emit  oflfensive  odor,  so  that  the 
waters  containing  them  are  offensive  to  the  smell  and 
in  appearance,  as  well  as  deoxygenated. 

If  sulphates  are  present  in  a  water,  sulphuretted 
hydrogen  is  produced,  and  this  body  forms  with  any 
iron  compounds  that  may  be  present  in  the  polluted 
water  a  black  sulphide  of  iron — hence  the  black  or 
discolored  appearance  of  many  highly  polluted  Avaters. 

It  may  here  be  noted,  in  passing,  that  tlie  sulphur- 
etted hydrogen  and  the  sulphide  of  irdii  tluis  formed 
and  deoxygenated  organic  compounds  possess  the 
property  of  very  rapidly  reabsorbing  oxygen  when  the 
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l)olluted  water  containing-  them  becomes  mixed  with 
"clean"  water.  It  will  be  necessary  to  deal  with  this 
point  more  fully  when  the  disposal  of  sewage  solids 
comes  to  be  considered.  It  will  then  be  seen  that  it 
is  one  of  great  practical  importance. 

The  amount  of  dilution, with  "clean"  water  which 
must  be  given  to  a  sewage  liquor  to  ensure  the  con- 
dition that  the  dissolved  oxygen  in  the  mixed  hquor 
and  "clean"  water  shall  be  in  excess  of  the  ferment- 
able constituents  of  the  liquor  will  depend  upon  the 
quantity  of  oxygen  dissolved  in  the  diluting  water. 

It  is  well  to  bear  in  mind  in  this  connection  that 
under  atmospheric  conditions  unpolluted  fresh  water 
can  hold  only  extremely  small  quantities  of  oxygen 
in  solution,  even  when  completely  saturated  at  atmo- 
spheric pressure  with  that  gas.  Thus  100.000  c.c.  of 
fresh  water,  when  saturated  with  the  gas  at  60  deg. 
Fahr..  and  under  ordinary  atmospheric  pressure, 
holds  only  1  gramme  of  the  gas  in  solution;  while  a 
similar  volume  of  unpolluted  sea  water  can  hold  still 
les.s — only  0.8  gramme — under  like  conditions. 

The  actual  amount  of  dilution  required  by  crude 
sewage,  or  by  partially  or  by  wholly  purified  sewage 
matter,  has  been  investigated  by  the  Sewage  Commis- 
sion, and  their  recommendations  regarding  the  ques- 
tion have  been  published  in  their  Eighth  Report. 

For  sewage  liquor — that  is  to  say,  for  sewage  from 
which  the  suspended  solids  have  been  removed  by 
efficient  sedimentation  tanks — the  commission  recom- 
mend a  dilution  with  from  300  to  500  volumes  of 
water  of  a  quality  which  they  define  by  a  certain 
standard  chemical  test,  and  which  they  term  "clean" 
water. 

Required  Polution 

In  the  case  of  a  sewage' liquor  from  which  the  sus- 
l)cnded  solids  have  been  previously  removed  by 
chemical  precipitation,  they  do  not  require  so  much 
dilution — only  150  to  300  volumes  of  "clean"  water. 

A  sedimented  sewage  liquor  would  hold  light  fer- 
mentable organic  solids,  mostly  in  the  colloidal  con- 
dition, in  suspension,  as  well  as  fermentable  organic 
substances  in  solution ;  but  its  combined  organic 
content  of  a  fermentable  character  would  not  exceed 
on  an  average,  30  parts  by  weight  per  100,000  parts 
of  the  liquor. 

Hence,  when  such  a  liquor  is  diluted  with  300 
times  its  volume  of  "clean"  water — the  minimum 
dilution  recommended  by  the  Sewage  Commission 
— the  mixture  would  only  contain  about  1  part  of  fer- 
mentable organic  material  per  1,000,000  parts  of  water. 

It  is  of  great  practical  importance  to  the  engineer 
to  note  that  when  sewage  liquor  is  thus  largely  diluted, 
the  absorption  of  dissolved  oxygen  from  the  diluting 
water  proceeds  at  an  extremely  slow  rate,  so  slowly, 
indeed,  that,  in  order  to  detect  it  by  means  of  a  chemi- 
cal test,  a  sample  of  the  diluted  liquor  must  be  kept 
in  a  suitable  vessel  out  of  contact  with  air  for  several 
days.  To  be  precise,  the  total  loss  of  dissolved 
oxygen  shown  by  a  sample  of  sufficiently  diluted  sew- 
age liquor,  when  kept  out  of  contact  with  air  for  a 
period  of  five  days  at  65  deg.  Fahr.,  will  not  exceed 
0.4  gramme  per  100,000  c.c.  of  the  water. 

The  rate  at  which  the  dis.solved  oxygen  would  be 
replenisli^ed  in  the  diluting  water  and  sewage  liquor 
by  al)sorptic)n  of  fresh  oxygen  from  the  air,  when  ex- 
posed to  the  natural  cfjiiditions  of  the  stream,  would 
in  the  case  of  most  rivers  and  inshore  waters  ])c  at 
least  equal  to  the  rate  of  loss  indicated  by  this  analy- 
tical figure.  Hence  it  may  be  concluded  that,  when 
the  discharge  of  a  sewage  liquor  into  a  "clean"  water 


stream  is  properly  controlled  and  limited,  it  should 
not,  after  it  has  been  sufficiently  diluted  by  the  waters 
of  the  stream,  cause  an  appreciable  reduction  of  the 
oxygen  content  of  the  same  waters. 

Such,  in  brief,  are  the  more  important  bio-chemi- 
cal principles  which  underlie  the  dilution  method  of 
disposal  for  normal  sewage  liquor. 

Disposal  of  Solid  Matters 

Adverting  now  to  the  question  of  the  disposal  of 
the  solid  portions  of  sewage  matter,  it  will  readily  be 
understood  that  water  bacteria  cannot  be  relied  upon 
to  "mineralise"  them  when  they  are  discharged  into  a 
stream  in  the  same  efficient  and  innocuous  manner  as 
they  can  be  in  the  case  of  the  sewage  liquor,  simply 
because  these  solid  portions  cannot  in  like  manner  be 
broken  up  and  attenuated  by  the  waters  of  the  stream 
to  anything  like  the  extent  of  1  part  per  1,000,000,  and 
cannot  therefore  be  adequately  supplied  with  dissolved 
oxygen  during  any  fermentative  change  exerted  upon 
them  by  water  bacteria. 

If  the  stream  into  which  they  are  discharged  be 
not  sufficiently  rapid  to  transport  and  to  disperse  them 
through  large  volumes  of  "clean"  water  or  over  large 
areas  of  clean  bed,  they  will  be  deposited  more  or  less 
rapidly  along  the  bed ;  and  if  they  remain  there  undis- 
turbed for  a  few  days,  they  will  encourage  the  growth 
of  myriads  of  water  bacteria  in  and  about  their  mass ; 
and  since  their  fermentable  organic  constituents  would 
be  in  large  excess  of  the  dissolved  oxygen  in  the  water 
about  them,  they  would  undergo  anaerobic  fermenta- 
tion, with  the  attendant  formation,  as  above  described, 
of  the  ofifensive  gas,  sulphuretted  hydrogen,  of  the 
black  sulphide  of  iron,  and  possibly  also  of  offensive 
deoxygenated  organic  substances,  the  sulphuretted 
hydrogen  and  sulphide  of  iron  being  more  largely 
formed  in  the  case  of  sea  waters  than  in  that  of  non- 
tidal  waters,  inasmuch  as  sea  waters  hold  larger 
quantities  of  sulphates  in  solution. 

These  products  of  anaerobic  fermentation  will  tend 
to  poison  the  bed  of  the  stream  in  the  immediate 
neighborhood  of  the  deposited  solids,  and  the  extent  of 
the  injury  would  depend  upon  the  area  of  bed  covered 
by  them.  It  is  well  to  remember  that  comparatively 
small  areas  of  solid  deposits  may,  if  disturbed  from 
time  to  time,  very  distinctly  reduce  the  oxygen  content 
of  large  volumes  of  waters  flowing  over  them.  When, 
for  example,  the  putrescent  solids  become  disturbed 
and  distributed  through  the  water  flowing  over  them 
by  a  freshet  in  a  river  after  dry  weather,  or  by  a  spring 
tide  following  a  neap  tide  period,  they  would  absorb  in 
a  few  minutes  more  or  less  completely  the  dissolved 
oxygen  of  the  water  through  which  they  were  dis- 
])ersed,  owing  to  the  great  chemical  affinity  which  the 
anaerobic  products,  above  enumerated,  possess  for  dis- 
sol\-ed  oxygen. 

(Concluded  In  ne.xt  Issue) 


The  Benefits  of  Hydrated  Lime  in  Concrete 

It  has  been  found  in  recent  years  that  the  judici- 
ous use  of  a  small  percentage  of  hydrated  lime  per- 
forms certain  functions  necessary  to  good  concrete, 
such  as  segregation  of  the  aggregates  during  placing, 
reducing  shrinkage  cracking  to  a  minimum  and  mak- 
ing the  concrete  watertight,  thereby  reducing  the  ex- 
pansion and  contraction  of  the  concrete,  due  to  the 
al)sor))tion  and  ex])ulsion  of  water.  The  use  of  from 
5  to  15  ])cr  cent,  of  hydrated  lime,  (by  weight  of  the 
cement  ingredient),  has  been  steadily  growing  in 
favor  with  engineers,  architects  and  contractors. 
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A  Factory   Built  on  Concrete  Piles 


■  With  a  view  to  consolidating  their  manufacturing 
facilities  the  Martin-Senour  Company,  Limited,  makers 
of  paints  and  varnishes,  have  just  completed  a  paint 
factory  on  a  site  adjoining  their  varnish  factory  at 
Park  Avenue  Extension,  Montreal.  The  building  is 
of  heavy  mill  construction,  specially  designed  by  Mr. 
W.  B.  McLean,  engineer,  of  Montreal,  to  meet  the 
requirements  of  the  company.  The  building  is  in 
two  sections — one  of  four  storeys  and  the  bacement, 
and  the  other  of  one  storey  and  basement,  the  former 
being  used  mainly  for  manufacturing  and  the  latter  for 
shipping  and  storage.  It  is  intended  later  to  build  ad- 
ditional storage  on  the  shipping  and  storage  end,  mak- 
ing the  entire  building  four  storeys  high.  What  is  now 
the  outer  wall  up  to  the  shipping  room  will  then  be  a 
fireproof  wall,  from  basement  to  roof,  dividing  the 
building  into  two  portions.  In  plan  the  building  is 
180  feet  by  80  feet. 

Owing  to  the  peculiar  nature  of  the  soil,  it  was 
necessary  to  sink  about  400  piles  for  the  foundation  ; 
this  work  was  carried  out  by  the  Raymond  Concrete 
Pile  Company  of  Canada,  Montreal.  In  addition  the 
groimd  is  underdrained,  four  catch  basins,  one  at  each 
cud  and  one  at  each  side,  being  constructed.  To  mini- 
mize fire  losses  and  ensure  the  safety  of  the  employees 
each  floor  is  entirely  separate,  and  can  only  be  reached 
from  a  fireproof  stair  tower,  protected  by  fire  doors 
at  every  floor.  In  this  way  a  fire  in  any  of  the  de- 
partments would  be  confined  to  that  room.  The  stair- 
way is  of  concrete.  The  elevator  runs  in  a  heavy  brick 
tower,  also  shut  off  by  fire  doors  at  each  floor.  This 
tower  is  extended  above  the  roof  to  carry  the  sprinkler 
tank.  The  building  is  of  plastic  brick,  with  windows 
of  steel.  The  floors  are  supported  by  beams  of  Doug- 
las fir,  with  Duplex  hangers  and  post  caps.  The  roof 
was  built  to  Barrett  specifications.    The  building  is 


also    fitted    with    an    efficient    sprinkler  system. 

The  basement  is  devoted  to  the  storage  of  raw  ma- 
terials, which  are  delivered  from  the  railway  cars  on 
a  siding,  the  C.  P.  R.  line  running  alongside  the  factory. 
The  goods  are  placed  on  a  covered  concrete  platform 
on  the  first  floor  level,  and  from  there  are  lowered  by 
means  of  a  slide  into  the  basement.  Under  this  plat- 
form is  a  basement  space  which  is  outside  of  and  sep- 
arated from  the  main  building.  This  is  used  for  the 
boilers,  coal  pocket  and  large  storage  tanks  for  linseed 
oil.  The  oil  is  raised  by  air  pressure  to  the  upper 
floors  of  the  factory  as  required.  Putty  mixing  is  car- 
ried on  in  another  portion  of  the  basement. 

The  raw  material,  after  being  lowered  into  the  base- 
ment, is  elevated  to  the  top  floor,  where  are  situated 
the  paste  mixers ;  after  this  operation  it  is  dropped 
direct  into  the  grinders,  which  are  directly  underneath 
on  the  floor  below.  The  next  process  is  that  of  liquid 
mixing,  done  on  the  second  floor,  the  material  being 
lowered  direct  into  the  machines  from  the  grinders. 
The  liquid  is  afterwards  pumped  into  a  number  of  sep- 
arate mixing  tanks  on  the  same  floor,  the  second  floor 
being  of  a  greater  height  than  the  others  on  account 
of  the  larger  size  of  the  equipment.  The  paint  is  now 
run  into  separate  containers,  which  are  sealed  and 
labelled  ready  for  the  storage  bins  on  the  first  floor, 
to  be  shipped  as  called  for.  The  other  portion  of  the 
first  floor  contains  the  offices,  printing  room,  and  ad- 
vertising department.  Each  department  is  operated 
by  electricity,  with  a  motor  on  every  floor. 

The  general  contractors  were  Messrs.  Reid,  Mac- 
Gregor  and  Reid,  Montreal.  The  heating  was  carried 
out  by  T.  H.  Higginson,  Limited,  Montreal,  who  also 
installed  the  sprinklers.  Darling  Bros.,  Montreal, 
were  the  contractors  for  the  elevators,  while  the  plumb- 
ing was  done  by  Mr.  John  Date,  Montreal. 
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Paint  factoryaand  warehouse— Martin-Senour  Co.,  Limited,  Montreal. 
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Better  Design  of  Reinforced  Concrete 

To  Obtain  Strength,  Toughness,  Rigidity  with  Greatest  Economy- 
Valuable  properties  lost  if  work  is  not  properly  designed  and  executed 

By  M.  T.  Cantell,  Lie.  R.I.B.A.* 


Reinforced  concrete  is  a  combination  of  Portland 
Cement  Concrete  and  Steel,  two  of  the  most  important 
materials  used  for  construction,  which  if  used  sep- 
arately have  each  their  advantages  and  disadvantages. 
If  combined,  of  the  right  quality  and  properly  propor- 
tioned, the  resulting  material  will  have  the  advantages 
of  both  and  the  disadvantages  of  neither. 

Concrete  alone  has  great  strength  in  compression, 
its  crushing  resistance  when  a  month  old  being  ap- 
proximatelv  2,500  lbs.  per  sq.  inch.  It  is  very  durable 
in  any  position,  is  practically  everlasting,  costs  nothing 
for  maintenance  and  its  strength  increases  wit'li  age, 
but  it  is  of  little  value  in  tension,  its  ultimate  resist- 
ance being  about  200  lb.  per  sq.  inch.  It  is  a  good 
material  to  resist  heat,  but  it  is  not  elastic  or  ductile, 
and  owing  to  the  lack  of  these  properties  and  to  its 
weakness  under  tension,  it  will  quickly  develop  cracks 
in  resisting  the  slightest  contraction  which  takes  place 
under  variations  of  temperature.  These  cracks,  how- 
ever small,  will  destroy  the  slightest  tensional  re- 
sistance the  concrete  might  otherwise  of¥er.  Conse- 
quently concrete  alone  can  be  used  for  such  structures 
or  parts  of  structures  that  are  in  compression,  and 
this,  in  many  cases,  necessitates  a  very  large  mass  of 
concrete,  and  consequently,  a  much  greater  weight  and 
demand  on  space  than  is  desirable.  An  obvious  dis- 
advantage of  plain  concrete  is  its  great  l)ulk  and  con- 
sequent weight  and  demand  on  space. 

Ultimate  Strength  of  Steel 

In  steel  we  have  a  material  of  great  strength  in  both 
ciimnression  and  tension,  its  ultimate  resistance  being 
as  much  as  from  60,000  lb.  to  100,000  lb.  per  sq.  inch, 
but  its  strength  diminishes  with  age.  This  is  chiefly 
due  to  oxidation  which  takes  place  on  exposure  to 
moisture,  acids  or  to  atmo.spheric  influence.  This 
is  very  detrimental  to  its  strength,  even  1-40  of  an 
inch  of  rust  on  a  3-4  inch  bar  will  diminish  its  strength 
by  13  per  cent.  Another  disadvantage  is  its  excessive 
expansion  and  loss  of  strength  under  a  high  tempera- 
ture. Steel  gains  in  strength  with  heat  up  to  500  de- 
srees  F,  beyond  this  it  rapidly  diminishes  in  strength. 
With  a  rise  of  temperature  from  the  normal  to  500 
degrees,  a  beam  26  feet  long  will  expand  one  inch. 
With  a  rise  of  1,000  degrees,  it  will  expand  one  inch 
to  13  feet.  In  ordinary  house  fires,  the  temperature 
seldom  exceeds  1,000  degrees,  but  in  large  buildings  it 
is  known  to  have  exceeded  2, .500  degrees.  This  first 
attracted  particular  notice  during  the  inspection  of  the 
ruins  of  the  great  fire  at  Baltimore  in  1904.  It  was 
there  noticed  that  in  some  of  the  large  buildings  brass 
and  cast-iron  was  entirely  fused.  Fusion  had  also 
taken  place  on  the  corners  and  angles  of  certain  steel 
work.  Here  it  was  also  noticed  that  concrete  formed 
a  far  better  fire  protection  than  terra  cotta  which  has 
many  times  been  further  exemplified  since  that  date. 
This  is  owing  to  the  expansion  of  terra  cotta  being 
approximately  twice  that  of  steel.  Under  the  above 
conditions,  excessive  stress  is  set  up  in  beams,  stanch- 
ions and  frame  structures  due  to  the  resistance  of  their 
loads  and  fixed  ends  preventing  'longitudinal  cxpan- 
si(jn.    This  stress  far  exceeds  what  the  steel  is  cai)al)lc 
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of  resisting',  especially  in  its  weakened  condition,  the 
beam  or  stanchion  therefore  buckles  and  causes  col- 
lapse of  the  structure.  Collapse  is  often  due  to  the 
deflection  of  beams  causing  eccentric  loads  of  the 
columns  which  set  up  a  stress  far  in  excess  of  what 
they  are  capable  of  resisting.  Another  disadvantage 
of  steel  structures  is  the  comparatively  high  cost  of 
maintenance,  also,  the  fragile  appearance  of  framed 
structures  suggests  weakness  rather  than  strength ; 
these  framed  structures  are  also  unsightly  and  cannot 
be  made  artistic  or  pleasing  in  effect  without  largely 
increasing  their  weight,  initial  and  maintenance  costs. 

Strength,  Toughness,  Rigidty 

In  reinforced  concrete  properly  designed  and  made, 
the  two  materials  act  together  as  one.  An  important 
point  in  designing  is  to  see  that  the  materials  and 
methods  are  such  as  to  insure  this  being  the  case. 
Consequently,  we  have  the  strength,  toughness  and 
rigidity  of  steel,  the  appearance  of  stability  and 
strength,  the  steel  permanently  protected  from  oxida- 
tion, no  loss  of  strength  with  age,  a  saving  in  the 
cost  of  construction,  speedy  erection,  very  little  or  no 
charge  for  maintenance,  and  a  material  adaptable  to 
all  forms  of  architectural  and  structural  work.  Furth- 
ermore, numerous  experiments  together  with  the  lapse 
of  time  and  very  severe  tests  to  which  it  has  been 
subjected  in  existing  structures  have  proved  conclus- 
ively its  absolute  reliability  for  the  construction  of 
structures  above  ground,  below  ground  and  under 
water,  for  the  workmen's  cottages  to  millionaires'  man- 
sions, for  business  premises,  hotels,  churches,  theatres,  i 
public  buildings,  electric  power  stations,  gas  works, 
factory  chimneys,  reservoirs,  water  mains,  conduits, 
sewers,  grain  elevators,  roads,  bridges,  breakwaters 
and  sea  defence  works  and  numerous  other  purposes. 
It  is  a  method  of  construction  which  is  fast  supersed- 
ing that  of  brick,  wood,  stone  and  iron,  and  is  far 
superior  to  any  one  of  these  in  resisting  water,  fire, 
earthquakes,  atmospheric  influence,  and  even  burglar 
attacks  which  is  a  great  consideration  with  the  con- 
struction of  strong  rooms  for  banks  and  business 
premises.  For  even  with  the  oxy-acetylene  lilow-pipe, 
the  time  required  to  cut  an  opening  through  a  slab 
sufficiently  large  to  operate  would  alone  prohibit  this 
method  of  attack  without  considering  the  alarming 
noise  of  the  lamp  during  operations. 

Of  the  valuable  properties  reinforced  concrete  may 
possess,  few  will  exist  if  the  work  is  not  properly  de- 
signed and  executed.  The  latter  is  quite  as  important 
as  the  former,  for  if  the  greatest  of  care  is  taken  with 
the  design  and  careless  supervision  given  to  the  con- 
struction the  result  may  be  as  bad  or  probably  much 
worse  than  if  the  work  was  badly  designed.  In  fact,  a 
poor  design  well  constructed  may  give  a  much  better 
result  than  a  good  design  badly  constructed.  The 
supervision  should  include  careful  inspection  and 
testing  f)f  all  tlie  materials ;  attention  to  the  prepara- 
tion ;  erection  and  removal  of  the  forms;  to  the  gauge 
mixing  and  placing  of  the  concrete;  to  the  size  and 
))lacing  of  the  reinforcement  according  to  the  draw- 
ings; to  the  ixtsition  and  condition  in  wliicli  slabs  and 
!)eams  are  left  unfinished  at  the  end  of  a  day's  work; 
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to  the  condition  of  unfinished  work  before  its  continua- 
tion or  completion ;  and  to  the  protection  of  newly 
finished  work  from  building'  operations  and  inclement 
weather.  All  these  points  are  of  the  utmost  import- 
ance if  we  aim  at  the  best  possible  results.  It  is, 
therefore,  absolutely  necessary  that  constant  expert 
supervision  be  oiven  to  the  construction. 

Combine  Economy  With  Strength 

In  designing",  strength  is  generally  considered  the 
chief  point.  Strength,  however,  should  always  be 
considered  together  with  economy.  This  has  not  .been 
done  in  the  past  to  the  extent  it  should  have  been  and 
the  neglect  has  been  very  detrimental  to  the  progress 
of  the  work.  It  has  given  the  public  the  impression 
that  this  method  of  construction  is  more  ex]i)ensive 
than  brick,  stone  or  steel,  but  it  is  not,  there  is  a  great 
saving  in  cost  on  large  structures  and  also  on  small 
ones,  providing  there  is  sufficient  of  detail  to  keep 
down  the  cost  of  form  construction.  Economy  in  de- 
sign has  sometimes  to  be  considered  from  two  points 
of  view — the  engineering  and  the  architectural — these 
will  not  always  coincide.  The  most  economical  en- 
gineering structure  would  have  a  certain  arrangement 
of  beams,  slabs,  columns,  walls,  etc.,  all  spaced  and 
proportioned  in  the  most  efficient  manner  and  with  a 
definite  percentage  of  reinforcement  all  determined 
with  due  regard  to  the  loading  and  with  a  view  to  ob- 
taining the  strongest,  most  satisfactory  and  cheapest 
structure.  But  if  these  engineering"  points  were  the 
only  ones  considered  by  the  architect,  the  result  in 
some  cases  would  be  very  uneconomical.  The  en- 
gineering structure  may  be  considered  either  a  plain 
mass  or  a  skeleton  framework  devoid  of  architectural 
embellishments.  The  architectural  structure  is  the 
engineering"  structure  made  more  presentable  by  the 
addition  of  fittings  and  embellishments.  Economy  on 
the  engineering  side  is  purely  structural  and  in  a  build- 
ing" it  is  attained  or  partly  attained  by  keeping  the 
floor  slabs  thin,  by  a  free  use  of  beams  or  columns  and 
keeping"  the  beams  thin  and  deep,  also  by  graduating 
the  columns  in  size  according  to  their  different  loads. 

Architectural  Features 

This  from  an  architect's  point  of  view  might  turn  out 
very  uneconomical  as  it  might  involve  so  much  addi- 
tional finishing"  in  the  way  of  cornices  and  other 
details,  also  extra  expense  to  secure  efficient  light  and 
ventilation  than  would  be  the  case  if  thicker  slabs  with 
fewer  and  more  shallow  beams  were  used.  Therefore, 
if  we  wish  to  design  economical  structures,  there  are 
many  factors  to  consider, — the  most  important  of  these, 
however,  are  the  ones  which  influence  all  structures 
and  should  be  considered  by  both  the  architect  and 
the  engineer  where  these  are  both  concerned.  They 
are:  (1)  The  ratio  of  breadth  to  depth  of  beams.  (2) 
The  percentage  of  reinforcement.  (3)  The  general 
arrangement  of  layout  of  beams  and  columns.  In  re- 
gard to  the  first  factor,  the  most  economical  section 
for  rectangular  beams  is  when  the  breadth  is  about  1-3 
the  depth  but  this  gives  a  deeper  beam  than  is  desir- 
able for  most  purposes.  To  have  less  depth  means  an 
increase  of  width  which  is  placing  the  concrete  in  a 
less  effective  position.  Consequently,  a  larger  section 
would  be  required.  The  increase  in  volume  and  cost,, 
however,  is  not  great  until  the  width  exceeds  0.6  of 
the  depth  which  is  a  good  proportion  for  general  pur- 
poses and  is  the  one  largely  adopted.  The  depth  of  a 
beam  with  double  reinforcement  is  less  than  would  be 
required  for  a  beam  with  single  reinforcement.  The 
second  set  of  reinforcement  is  added  to  assist  the  con- 


crete in  taking  the  compression  owing  to  the  depth  be- 
ing insufficient  to  provide  enoug-h  concrete  for  the 
purpose,  but  compression  reinforcement  is  always  very 
lightly  stressed,  seldom  to  more  than  7,500  lb.  per  sq. 
inch,  which  is  due  to  the  fact  that  it  cannot  be  stressed 
more  than  m.  times,  the  stress  in  the  concrete  sur- 
rounding it  where  m.  equals  the  ratio  the  modulii  of 
elasticity  of  the  concrete  and  steel.  Consequently,  a 
comparatively  large  proportion  of  steel  is  required  to 
make  good  for  a  small  decrease  in  the  beams  depth. 
Beams  with  double  reinforcement  are  very  rarely  as 
economical  as  beams  with  single  reinforcement.  Their 
cost  will  vary  with  the  ratio  of  breadth  to  depth,  the 
percentage  of  steel  and  the  ratio  of  top  reinforcement 
to  bottom  reinforcement. 

Percentage  of  Reinforcement 

In  regard  to  the  second  factor,  i.e.,  the  i)ercentage 
of  reinforcement.  Attention  to  this  is  of  the  utmost 
importance,  great  waste  is  often  occasioned  through 
an  excess  of  steel  being  used.  There  is  certain  per- 
centage that  will  give  the  most  economic  section,  it  is 
that  which  is  such  as  to  allow  both  the  steel  and  con- 
crete to  be  stressed  to  their  allowable  limits  at  the 
same  time.  For  instance:  if  the  allowable  stress  for 
the  steel  is  16,000  lb.  and  for  the  concrete  600  lb., 
which  are  the  usual  values,  the  concrete  and  steel 
should  be  so  proportioned  as  to  allow  these  stres.ses 
to  exist  when  the  structure  is  fully  loaded,  we  then 
get  the  full  value  out  of  each  material.  If  one  of  these 
materials  is  understressed,  it  means  there  is  an  excess 
of  that  material  and  consequently  a  waste.  Now  for 
different  classes  of  concretes  there  will  be  dift'erent  per- 
centages of  steel  required  to  give  this  result.  The 
difference  will  depend  on  the  difference  in  the  strength 
and  on  the  ratio  of  the  modulii  of  elasticity  of  the  con- 
crete and  steel.  For  hard  stone,  granite  or  gravel 
concrete  the  modular  ratio  equals  15  and  the  economic 
percentage  of  steel  for  the  above  stresses  equals  0.675. 
For  broken  brick  or  limestone  concrete  the  modular 
ratio  is  18.  For  cinder  concrete  it  is  30.  Now  from 
this  it  follows  that  in  a  beam,  floor,  retaining  wall,  or 
any  part  of  a  structure  under  a  bending  stress  and 
built  of  hard  stone  concrete,  the  sectional  area  of  the 
steel  for  single  reinforcement  should  be  0.675  per  cent, 
of  the  sectional  area  of  the  concrete.  If  there  is  more 
than  this  it  will  not  be  fully  stressed,  therefore,  the 
excess  is  waste.  If  there  is  less  than  0.675  per  cent, 
the  concrete  cannot  be  fully  stressed  unless  the  steel 
is  overstressed.  The  reason  for  this  is  as  follows;  In 
any  member  of  a  structure  under  a  bending  stress  the 
total  tension  equals  the  total  compression  and  the  ten- 
sion at  any  distance  from  the  neutral  axis  is  equal  to 
the  compression  at  the  same  distance  the  other  side  of 
the  axis,  also  the  stress  in  the  steel  at  anv  point  is 
equal  to  the  stress  in  the  concrete  at  the  same  point  o." 
at  the  same  distance  from  the  a.xis  multiplied  bv  the 
ratio  of  the  modulii  of  elasticity.  Therefore,  if  this 
ratio  is  15,  the  stress  in  the  steel  is  15  times  as  much 
as  the  stress  in  the  concrete  immediately  surrounding 
it,  and  it  cannot  be  stressed  more  under  any  considera- 
tion, unless  the  stress  in  the  concrete  is  increased. 

Position  of  Axis 

This  also,  is  why  the  compressive  reinforcement  in 
doubly  reinforced  beams  is  always  so  much  under- 
stressed.  Now  if  the  axis  is  at  the  half  depth,  the 
stress  in  the  steel  will  be  15  times  the  ma.ximum  stress 
in  the  concrete,  which  is  little  more  than  half  its 
allowable  limit.  Therefore,  as  the  steel  takes  all  the 
tension,  n"^uch  more  steel  is  required  than  if  it  could  be 
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]ii.i;hcr  stressed,  but  to  be  so  it  must  be  further  from  the 
axis.  The  exact  distance  will  depend  upon  the  ratio 
of  elasticity  and  the  allowable  unit  stresses.  The 
his/her  the  steel  is  stressed,  the  less  will  there  be  re- 
quired to  take  the  whole  of  the  stress  with  the  same 
quantit}-  of  concrete,  and  the  further  will  the  steel  be 
from  the  axis.  From  this  it  is  evident  that  when  the 
steel  and  concrete  are  fully  stressed  the  neutral  axis 
must  be  somewhere  above  the  half  depth  and  it  ap- 
proaches the  compression  surface  as  the  stress  in  the 
steel  increases.  Therefore,  the  position  of  the  axis 
varies  according-  to  the  value  of  the  ratio  of  elasticity 
and  the  proportion  of  steel  to  concrete,  and  as  the  area 
of  steel  and  concrete  depends  upon  the  intensity  of 
stress,  we  may  say  that  the  axis  varies  according'  to  the 
value  of  the  modular  ratio  and  the  proportion  of  area 
of  steel  to  area  of  concrete.  Also,  the  maximum  stress 
in  the  concrete  is  to  the  stress  in  the  steel  as  the 
distance  of  the  axis  from  the  compression  surface  is  to 
distance  of  the  axis  from  the  steel.  Thus,  referring  to 
Fig.  1.  c  :t  : :  n  :  (d-n)  m.  Where  c  =  the  compression 
at  top  of  beam,  and  t  =  tension  in  the  steel;  m  =  the 


Fig.  1 

ratio  of  the  modulii  of  elasticity  of  the  concrete  and 
steel. 

From  this  we  see  the  error  of  the  early  designers  in 
assuming  the  axis  to  be  at  half  tile  depth,  we  also  see 
that  with  a  certain  stress  in  the  concrete  for  the  steel 
to  be  stressed  to  a  given  amount,  it  must  be  at  a  de- 
finite distance  from  the  axis  and  of  a  certain  sectional 
area,  also  that  a  definite  area  of  steel  is  required  to 
enable  definite  stresses  to  be  developed  in  the  concrete 
and  steel.  Knowing  these  fundamentals,  there  is  not 
much  difficulty  in  designing  a  beam,  the  chief  factor 
concerned  being  the  axis  and  knowing  what  governs 
the  ])osition  of  this,  it  is,  therefore,  easy  to  determine. 
We  also  know  how  the  stresses  vary  and  that  all  the 
compression  is  taken  by  the  concrete  above  the  axis. 
With  this  knowledge,  it  is  only  a  simple  mathematical 
problem  to  design  a  formula  whereby  we  can  deter- 
mine the  section  of  a  beam  that  will  contain  sufficient 
concrete  above  the  axis  to  take  the  compression,  after 
which  we  have  only  to  add  the  percentage  of  the  rein- 
f(jrcement  necessary  to  develop  our  required  stresses. 

Materials  An  Important  Consideration 

The  nature  of  the  materials  is  a  very  important  con- 
sideration. Where  strength  is  the  chief  point,  the 
concrete  aggregate  should  be  gravel,  broken  granite, 
trap  or  similar  liard  igneous  rock.  For  work  up  to  3 
inches  thick,  the  aggregate  should  be  graded  from  3-16 
inch  to  3-8  inch,  and  up  to  3-4  inch  for  work  6  inches 
thick.  AlK)ve  this  thickness  it  may  be  graded  up  to  1 
inch  but  not  larger.    The  sand  should  be  quartz,  cleau 


and  quite  free  from  ligneous  organic  or  eartlily  mat- 
ter, and  from  alkaline  or  acid  pollution.  Sufficient 
should  be  used  to  completely  fill  all  the  voids  in  the 
aggregate  with  a  little  in  excess. 

The  cement  should  be  Portland,  ground  exceedingly 
fine  and  in  all  other  respects  comply  with  the  standard 
specification  and  methods  of  testing. 

The  reinforcement  should  be  mild  steel.  High 
carbon  steel  should  not  be  used  as  its  yield  point  is  not 
so  reliable  as  that  of  mild  steel.  It  should  have  an 
ultimate  strength  of  not  less  than  60,000  lb.  per  sq.  inch 
with  a  yield  point  not  lower  than  50  per  cent,  of  the 
ultimate  strength :  it  should  be  free  from  seams  and 
foundry  scale  and  under  no  consideration  should  it  be 
painted  or  galvanized  as  this  prevents  the  adhesion  of 
the  concrete-  to  the  steel  and  thus  destroys  the  bond 
upon  which  the  theory  of  design  depends. 


New  Deep  Water  Terminals,  Halifax 

(Concluded  from  page  30) 

closely  as  possible  to  the  natural  shore  line,  so  that 
excavating  below  water  for  the  required  depths  would 
l)c  at  a  minimum.  However,  it  is  necessary  to  dredge 
al)out  250,000  cubic  yards  of  the  rock  bottom  to  attain 
the  desired  low-water  depths  (maximum  45  feet),  and 
this  spoil  is  used  mainly  in  filling  in  behind  the  walls. 
This  excavation  for  the  most  part  is  in  fairly  hard 
rock  which  requires  blasting  before  dredging ;  but  in 
some  low  areas  the  rock  lies  at  a  depth  of  from  50  to 
90  feet  and  it  is  necessary  to  dredge  out  the  overlying 
mud.  In  these  sections  a  granite  rubble  mound  is 
deposited  to  form  a  foundation  for  the  quay-wall 
blocks. 

The  deep-water  terminals  at  Halifax  are  being 
built  by  the  Department  of  Railways  and  Canals,  un- 
der the  direction  of  the  Minister,  Hon.  Frank  Coch- 
rane, and  under  the  direct  personal  supervision  of  F. 
P.  Gutelius,  General  Manager  of  the  Canadian  Gov- 
ernment Railways.  Design  and  construction  are  in 
immediate  charge  of  James  McGregor  as  Superintend- 
ing Engineer,  with  F.  W.  Cowie,  of  Montreal,  as  Con- 
sulting Engineer  on  the  dock  works,  and  C.  B.  Brown, 
Chief  Engineer  of  the  Canadian  Government  Rail- 
ways, as  Consulting  Engineer  on  the  railway  works. 
A.  C.  Brown  is  Resident  Engineer  on  the  dock  works, 
R.  H.  Smith  is  Resident  Engineer  on  the  railway  works, 
and  J.  J.  Macdonald  is  Office  Engineer.  The  railway 
grading  contract  is  held  by  the  Cook  Construction 
Company,  Limited,  and  Wheaton  Bros.,  Avith  Andrew 
Wheaton  and  I.  J.  Bowes  in  charge,  and  the  dock 
contract  by  Foley  Bros.,  Welch,  Stewart  &  Fauquier, 
with  J.  P.  Porter  and  R.  B.  Porter  in  charge  of  opera- 
tions representing  the  company,  and  J.  W.  Roland  as 
their  Chief  Engineer. 


The  Canadian  National  Clay  Products  Association 
will  meet  in  convention  at  the  King  Edward  Plotel, 
Toronto,  on  January  18,  19  and  20. 


The  annual  meeting  of  the  Canadian  So- 
ciety of  Civil  Engineers  will  be  held  in 
Montreal,  January  25,  26  and  27.  President, 
Mr.  Geo.  H.  Dougal.  Secretary,  Professor 
McLeod. 
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Honors  for  Canadian  Engineers 

A  keen  appreciation  is  shown  of  some  of  our  best  Can- 
adian types  in  the  engineering  and  contracting  field  in  con- 
ferring new  year's  honors  on  such  men  as  Collingwood 
Schreiber,  William  Duff  Reid,  John  Kennedy  and  Sir  Thomas 
Shaughnessy. 

Sir  John  Kennedy,  consulting  engineer  of  the  Montreal 
Harbor  Board,  comes  of  a  family  which  for  many  genera- 
tions has  been  connected  with  engineering  in  one  form  or 
another.  He  is  a  son  of  the  late  Mr.  William  Kennedy, 
founder  of  the  firm  of  William  Kennedy  and  Sons,  Limited, 
Owen  Sound.  He  was  born  in  Spencerville,  Ont.,  in  1838, 
and  educated  at  Ottawa,  and  later  in  McGill  University.  As 
early  as  181T>  he  was  appointed  to  the  position  of  chief  engi- 
neer of  the  Montreal  Harbor  Commission,  and  has  had  charge 
of  several  large  works  such  as  rebuilding  the  Montreal  harbor 
wharves,  the  deepening  of  the  ship  canal  between  Montreal 
and  Quebec,  the  entire  remodelling  of  the  Montreal  harbor 
and  important  Government  works  for  the  improvement  of 
the  deep  water  terminus  of  the  Intercolonial  Railway  at  Hali- 
fax, recently  completed.  He  has  also  been  connected,  either 
as  constructing  or  consulting  engineer,  with  a  numl^er  of 
Canadian  power  projects,  including  Niagara  Falls,  Chaudiere 
Falls,  the  power  plant  at  Kenora,  the  Beauharnois  plant  and 
a  number  of  others.  Sir  John  was  one  of  the  founders  of 
the  Canadian  Society  of  Civil  Engineers,  is  past  president 
and  an  honorary  member.  He  has  also  served  on  the  board 
of  directors  of  the  American  Society  of  Civil  Engineers  and 
on  the  council  of  the  Institution  of  Civil  Engineers.  Since 
1907  he  has  withdrawn  more  or  less  from  active  construc- 


Baron  Shaughnessy. 


tional  work,  but  has  been  retained  by  the  Harbor  Commis- 
sioners in  a  consultant  capacity,  which  position  he  still  holds. 

Sir  William  Duff  Reid  is  a  son  of  Sir  Robert  Gillespie 
Reid,  and  since  his  father's  death,  in  1908,  has  presided  over 
the  destinies  of  the  Reid-Newfoundland  Company.  He  was 
born  in  Australia  in  1867,  but  came  to  Canada  in  1871  and 
settled  near  Gait,  where  his  early  education  was  obtained. 
His  first  piece  of  construction  work  was  about  eight  miles 
on  the  Algoma  branch  of  the  Canadian  Pacific  Railway.  Later 
he  had  charge  of  the  construction  of  a  branch  of  the  Inter- 
colonial in  Cape  Breton.  Since  1890  he  has  confined  his 
attention  to  the  business  which  bears  his  name,  one  of  the 
most  considerable  in  extent  on  this  continent.  The  opera- 
tions of  the  Reid-Newfoundland  Company  on  the  island  of 
Newfoundland  comprise  a  railway  some  600  miles  long,  an 
extensive  telegraph  system,  a  fleet  of  steamships  and  large 


power  (Icvelopincnts  and  manufacturing  interests,  all  oper- 
ated under  the  name  of  the  Reid-Newfoundland  Company, 
of  which  Sir  John  is  president  and  general  manager. 

Sir  Collingwood  Schreiber,  as  far  back  as  1863,  was  di- 
visional engineer  of  the  Nova  Scotia  Government  on  the 
Pictou  Railway.  In  1867  he  became  associated  with  the  In- 
tercolonial Railway,  and  in  1873  was  appointed  chief  engineer 
and  general  manager  of  these  roads.  In  1880  he  succeeded 
Sir  Sandford  Fleming  as  chief  engineer  of  the  Canadian 
Pacific  Railway  Company,  and  in  1892  was  aijpointcd  chief 
engineer  of  the  Department  of  Railways  and  Canals,  with 


Sir  John  Kennedy. 


the  additional  office  of  Deputy-Minister  of  Railways  and 
Canals.  In  1905  he  was  appointed  chief  general  consulting- 
engineer  of  the  Dominion  Government  and  chief  engineer 
of  the  western  division  of  the  National  Transcontinental 
Railway. 

Sir  Thomas  Shaughnessy,  who  now  becomes  a  Baron,  has 
lieen  connected  with  the  Canadian  Pacific  Railway  since  1881. 
when  he  was  appointed  purchasing  agent  of  the  company. 
Ten  years  later  Ife  was  appointed  vice-president.  In  another 
eight  years,  that  is,  in  1899,  he  succeeded  Sir  William  \'an 
Home  as  president.  The  history  of  Baron  Shaughnessy  is 
largely  the  history  of  the  Canadian  Pacific  Railway,  generally 
recognized  as  the  best  managed  steam  road  on  the  continent 
of  America.  He  was  born  in  Milwaukee  in  1853.  Of  all  the 
New  Year's  honors  none  resulted  from  higher  merit — none 
will  be  received  with  greater  approved  by  the  citizens  of  the 
Dominion  of  Canada. 


Some  Good  Contracts 

Cloisonne  and  Art  Glass,  Limited,  manufacturers  of  art 
glass,  electrical  goods,  and  ornamental  iron  work,  Berlin, 
have  recently  received  some  contracts,  including  the  fol- 
lowing:— 

Drumbo — leaded  glass,  wiring,  and  electrical  fixtures 
for  the  new  Presbyterian  Church. 

Preston — wiring  and  electrical  fixtures  in  the  Lutheran 
Church. 

Petersburg — leaded  glass  in  the  new  Lutheran  Church. 

Berlin — leaded  glass  windows  in  the  addition  to  the 
Zion  Evangelical  Church,  and  glass  and  sky-light  prism  for 
the  new  Economical  Building. 
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A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


Sir  Robert  Borden's  New  Year's  message  to  the  Empire 
carries  with  it  the  hearty  endorsement  of  every  Canadian 
worthy  of  the  name.  There  may  be  differences  of  opinion 
a.s  to  whether  the  Dominion  can  raise  half  a  million  troops 
without  resorting  to  conscription,  but  all  are  of  one  mind  as 
regards  her  intention  to  try.  Everybody  is  agreed  that  the 
war  is  as  much  our  war  as  it  is  the  Mother  Country's;  that 
our  freedom  is  involved  just  as  hers  is.  After  more  than 
a  year  of  fighting  Canadians  realize  how  big  is  the  task  that 
has  been  undertaken.  They  also  realize  that  the  magnitude 
of  that  task  proves  more  than  ever  how  great  was  our 
danger.  Sir  Robert  Borden  has  voiced  our  unalterable  de- 
termination to  pursue  the  war  to  a  victorious  finish  whether 
it  takes  half  a  million  or  a  whole  million  of  our  sons  and 
the  last  dollar  that  we  as  Canadians  can  raise  or  borrow. 

According  to  the  Canadian  Patriotic  Fund,  several  firms 
engaged  in  the  manufacture  of  munitions  have  decided  to 
devote  a  percentage  of  their  profits  to  the  fund  for  soldiers' 
families.  And  while  it  may  be  wrong  to  look  a  gift  horse 
in  the  mouth,  it  is  always  well  to  have  an  eye  out  lest  the 
animal  have  a  kick  in  his  left  hind  leg.  This  unlooked-for 
liberality  comes  on  the  top  of,  and  perhaps  in  answer  to,  i 
suggestion  that  war  profits  be  taxed.  If  this  suggestion 
is  acted  upon  the  Government  and  not  the  contractor  will 
have  the  dividing  of  the  profits  and  the  fixing  of  the  share 
the  contractor  is  to  retain.  While  I  believe  that  individual 
contractors  might  act  with  even  unseemly  generosity  the 
fact  remains  that  most  of  the  contractors  are  corporations. 
And  it  has  yet  to  be  proved  that  corporations  have  souls. 
Then,  again,  you  know  certain  stocks  have  been  sold  be- 
cause of  the  dividends  the  profits  assured.  Might  not  an 
occasional  contractor  argue  that  his  first  duty  was  to  the 
widows  and  orphans  who  had  invested  in  his  stock?  Taking- 
it  by  and  all,  the  matter  can  be  viewed  from  too  many  dif- 
ferent standpoints,  and  as  the  result  must  do  the  greatest 
good  to  the  greatest  number  an  independent  tribunal  must 
work  out  that  result.  That  tribunal  must  also  be  in  pos- 
session of  all  the  facts  concerning  all  contracts.  So  we 
arrive  as  usual  at  the  absolute  necessity  for  an  investigation 
of  the  Shell  Committee. 

*       *  ■ 

The  report  of  Sir  Alexander  Bertram's  resignation  ap- 
pears to  have  been  grossly  exaggerated.  Still  there  are 
those  who  believe  that  the  noble  knight  will  never  find  his 
health  sufficiently  restored  to  permit  of  his  return  to  his 
arduous  duties.  He  has  issued  two  valedictories  and  re- 
ceived one  title.  He  has  explained  his  position  to  Sir  Sam 
Hughes  anfj  the  Toronto  Globe.  He  has  not  laid  down  the 
burdens  and  cares  of  office,  but  he  has  gone  out  from  among 
us  carrying  them  with  him.  It  is  to  be  hoped,  however, 
that  he  will  be  sufficiently  recovered  to  attend  the  investiga- 
tion into  the  affairs  of  the  Shell  Comniiltee  which  the  pre- 
sent session  of  I'arlianifnt  can  iiardly  fail  to  provide. 
*        *  * 

Of  the  $i:i,00(),()()0  advanced  by  the  Government  to  wcsl- 
ern  grain  growers  last  spring  it  is  claimed  not  $1,000,000 
has  been  repaid,  and  according  io  llic  Winnipeg  Telegram 


the  farmers  are  evading  payment  in  the  hope  that  the  debt 
will  eventually  be  cancelled.  This,  coming  on  top  of  the 
greatest  crop  in  the  history  of  the  West,  is  not  encouraging. 
When  the  farmer  was  in  need  the  Government  went  to  his 
aid;  now  the  Government  is  in  need — ^of  every  dollar  it  can 
raise  or  borrow  for  the  purpose  of  carrying  on  the  war — 
and  the  farmer  refuses  to  do  his  duty.  Truly  the  farmer 
does  not  appear  in  a  patriotic  or  grateful  light.  Of  course 
the  government  is  secured,  but  out  of  a  ripe  experience  the 
farmer  probably  figures  that  a  close  election  might  induce  a 
certain  leniency.  Then  again  there  are  stories  that  shell 
manufacturers  are  making  enough  out  of  their  shell  con- 
tracts to  be  able  to  scrap  their  plants  when  the  war  is  over. 
Does  the  farmer  argue  that  a  Government  that  buys  plants 
for  contractors  should  also  buy  seed  for  farmers?  Maybe 
so.  Still,  a  cry  for  "free  wheat"  comes  with  very  poor 
grace  from  men  who  in  the  hour  of  need  got  financial  aid 
from  the  Government  and  now  in  time  of  their  plenty 
try  to  evade  payment  of  the  money  received.  And  yet  if  a 
Government  will  play  practical  politics  with  its  people  it  is 
not  surprising  if  said  people  occasionally  give  the  Govern- 
ment a  dose  of  its  own  medicine. 

Brigadier-General — pardon  me.  Sir  Alexander — Bertram 
is  off  to  summer  lands  in  search,  we  are  told,  of  new  health, 
and  hurtling  through  the  air  in  his  direction  goes  a  title. 
And  surely  no  man  ever  tried  so  hard  to  earn  the  Govern- 
ment gratitude  the  title  implies.  Sir  Alexander  has  loaded 
all  the  cares,  crimes  and  virtues  of  the  Shell  Committee  or. 
his  shoulders  and  tried  to  take  them  south  with  him.  And 
the  Government  cares  not  where  they  go  so  long  as  they  are 
out  of  sight  and  have  any  kind  of  a  chance  of  being  out  of 
mind.  But  the  public  refuses  to  forget  some  things — and 
the  Shell  Committee  is  one  of  them.  The  public  wants  to 
know  all  about  it,  and  is  clamoring  for  an  investigation  so 
insistently  and  audibly  that  the  Conservative  press  are  hear- 
ing it  even  above  the  calls  of  party  loyalty.  That  old- 
time  Conservative  organ  the  Hamilton  Spectator  is  one  of 
the  latest  to  climb  the  fence  and  voice  the  sentiments  of  its 
subscribers.  The  Spectator  hasn't  made  any  half-way  jump 
like  the  Ottawa  Journal.  It  places  the  responsibility  where 
it  belongs — on  the  shoulders  of  the  government.  In  an 
editorial  dealing  with  the  Shell  Committee  the  Spectator 
says: 

"Upon  the  Dominion  Government  rests  the  duty  of  set- 
ting on  foot  a  most  thorough  and  rigid  investigation  of  its 
operations  from  beginning  to  end,  and  we  cannot  doubt  that 
the  ordaining  of  such  an  investigation  will  be  regarded  as 
one  of  the  first  tasks  of  Parliament  at  its  approaching  ses- 
sion." 

How  many  more  prominent  Conservative  journals  will 
have  to  speak  before  Sir  Robert  Borden  realizes  that  the 
machine  oilers  by  whom  he  is  surrounded»  do  not  voice  the 
sentiments  of  the  people? 

*  *  * 

When  somebody  blundered  at  Ottawa  and  the  patriotic 
pul)lic  was  led  to  believe  that  our  boys  needed  machine 
guns,  the  Montreal  Star  was  one  of  the  first  to  appeal  for 
funds  for  the  good  cause.  You'll  remember  the  money 
came  with  a  rush.  Then  one  sad  day  it  was  announced  that 
llie  machine  guns  were  not  needed,  or  could  not  be  bought 
— or  something.  Since  that  time  the  Star  has  lieen  busy 
refunding  money  to  all  applying  subscribers.  At  the  close  of 
the  year  it  was  obliged  to  confess  that  there  was  still  $8,000 
in  the  bank,  all  ready  for  some  one  to  prove  property  and 
lake  the  animal  away.  By  the  way  what  has  happened  lo 
tile  money  tlic  Government  received  for  (his  purpose? 

*  *  * 

Is  Canada  to  receive  no  more  shell  contracts?  Tliis  idea 
prev.iils  in  certain   fpiarlers.       Still  it  was  only   the  oilier 
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(lay  that  Lloyd  George  was  appealing  to  the  patriotism  of 
Glasgow  workmen.  And  that  appeal  surely  carried  a  con- 
viction that  the  Empire  needs  all  the  munitions  her  factories 
can  make.  Does  it  all  mean  that  so  far  as  munitions  and 
munition  contractors  go  Canada  is  not  looked  on  as  part 
of  the  Empire  but  rather  as  a  neutral  country?  Are  our  con- 
tractors put  in  the  "cold  business"  class  occupied  largely  by 
our  Yankee  cousins?  Has  Britain  refused  to  forget  that 
when  men  cried  from  the  trenches  for  shells  the  Canadian 
manufacturer  came  forward  with  a  dollar's  worth  of  shell 
in  one  hand  while  the  other  hand  was  held  out  for  $.5.00? 
Are  we  to  give  our  sons  to  the  Empire  by  the  half-million 
and  yet  to  have  a  cold,  hard,  commercial  rating  that  belies 
our  loyalty?  Is  Canada  as  a  whole  to  suffer  that  a  few  may 
become  rich?  These  are  questions  we  are  not  to  ask.  The 
answers  might  harm  some  of  our  alleged  leaders.  And  we 
must  be  loyal  to  our  leaders  rather  than  to  the  Enii)ire  and 
tlie  freedom  the  continuance  of  that  Empire  assures  us. 

*  *  * 

We  are  informed  from  Ottawa  that  the  work  of  the 
Davidson  investigating  commission  is  almost  finished.  To 
criticize  that  work  would  probably-  lie  considered  contempt 
of  court  and  I  would  hate  to  be  the  only  one  to  receive 
punishment  at  its  hands.  But  I  fain  would  ask  a  question 
or  two.  Surely  one  may  venture  that  far.  And  my  first 
query  would  naturally  be:  "In  the  Hopkins  investigation  was 
it  Mr.  Hopkins  or  Mr.  Acton  who  was  being  investigated?" 
.^nd  following  this  would  it  be  unwise  or  unkindly  to  ask  why 
Mr.  Hopkins  was  not  called  to  the  stand?  Mr.  Hopkins' 
home  is  in  Toronto,  but  he  is  taking  most  of  his  meals  at 
the  Biltmore  Hotel  in  New  York  City.  I  believe  he 
prefers  the  New  York  climate  and  if  he  does  spend 
an  occasional  Sunday  in  Toronto  it  is  because  his 
family  still  resides  in  the  Queen  City.  Of  course  he 
might  have  gone  to  Ottawa  as  a  witness  but  those  attorneys 
Iiave  a  way  of  talking  to  mere  witnesses  that  does  not  make 
their  position  in  the  box  an  attractive  one.  Still  I  believe 
that  Mr.  Hopkins  could  have  been  persuaded  to  take  the 
stand.  And  a  lot  of  people  would  have  read  his  testimony 
whether  it  was  interesting  or  not. 

*  ;lt  * 

Henry  Ford  has  returned  to  the  continent  and  country 
of  which  he  so  proudly  forms  so  large  a  part.  He  has 
learned  that  while  a  little  thing  may  start  a  war  it  is  a  man's 
job  to  stop  it.  It  has  perhaps  dawned  upon  him  that  he  is 
not  that  kind  of  a  man. 

^       *  i}i 

And  now  it  is  claimed  that  the  Allies  are  placing  orders 
in  the  dominions  for  forty  million  dollars  worth  of  lumber. 
Tremendous  quantities  of  it  are  being  destroyed  on  all 
fronts  every  day.  Norway  and  Sweden  are  being  swept 
clean  and  the  Allies  now  have  to  go  further  afield  for  their 
supplies.  Add  to  this  the  amount  necessary  to  rebuild  the 
various  war  zones  and  you'll  be  prepared  to  admit  that  the 
man  who  has  a  timber  limit  is  almost  as  well  off  as  he  who 
rejoices  in  a  shell  contract. 

,  ^  * 

Sir  Sam  Hughes,  General  Logic  and  others  are  con- 
fident that  half  a  million  men  can  be  recruited  in  Canada. 
But  when  you  stop  to  consider  that  statisticians  figure  that 
only  ten  per  cent,  of  a  country's  population  are  available 
for  service  you  have  a  doubt.  Placing  Canada's  population 
at  eight  millions  you  would  have  800,000  as  her  total  available 
population  for  military  purposes.  It  would  be  optimistic 
to  say  the  least  to  expect  five  out  of  every  eight  of  those 
to  come  out  voluntarily  and  enlist.  Still  Sir  Sam  says  it 
can  be  done.  And  if  you're  from  Ottawa  you  know  tliat 
what  Sir  Sam  says  goes. 


There  have  been  several  additions  to  the  select  circle  of 
Canada's  aristocracy  during  the  last  week  or  two.  I  haven't 
the  slightest  objection  to  offer  but  what  with  honorary 
colonels,  honorary  generals,  knights,  barons,  etc.,  the  upper 
tiers  of  this  young  country  are  becoming  a  bit  crowded. 
That  chap  who  said  there  was  plenty  of  room  at  the  top 
evidently  lived  before  the  present  war  got  in  its  deadly  work. 

*  *  * 

Toronto  Saturday  Night  has  rushed  to  the  defence  of 
the  Shell  Committee  even  while  Conservative  organs  are 
tumbling  over  each  other  to  show  their  independence  by 
demanding  an  investigation.  As  a  defender  of  the  defence- 
less the  Toronto  society  paper  is  in  a  class  by  itself.  It 
has  long  been  noted  for  its  tenderness  of  heart  and  its  dis- 
interested kindnesff  to  any  and  all  whose  sufferings  were 
called  to  its  notice.  The  present  instance  is  no  case  of 
contracted  Icindncss. 

*  *  * 

By  the  way,  where  is  that  amiable  young  Canadian 
patriot  Hon.  W.  L.  MacKenzie  King  these  trying  war  times? 
Is  he  helping  John  D.  Rockefeller  to  spend  his  millions,  or 
is  lie  telling  his  countrymen  to  go  to  war  and  fight  for  the 
county  he  is  so  fond  of  representing?  Not  so  very  long 
ago  Mr.  King  was  issuing  warnings  to  the  proletariat  of 
Waterloo  County  that  are  strangely  at  variance  with  the 
speeches  he  delivers  at  patriotic  meetings.  You'll  remember 
how  on  one  historic  occasion  he  solemnly  declared: 

"Are  the  people  of  this  country  going  to  place  at  the 
head  of  affairs  a  man  who  takes  such  a  position  as 
Borden  was  in  over  a  year  ago,  when  he  was  prepared  to 
take  from  the  treasury  of  the  country,  and  would  have  taken 
it  had  he  been  at  the  head  of  the  Government,  enough  money 
to  build  two  Dreadnoughts,  to  send  that  money  to  England, 
telling  them  to  sink  it  in  warships?  The  amount  of  money 
hc:  was  prepared  to  send  there  to  take  out  of  the  treasury 
to  build  warships  to  fight  Germany  is  more  than  is  being 
spent  for  the  whole  service  which  the  Liberal  Government  is 
constructing,  and  which,  when  built,  will  remain  around  our 
own  shores  as  a  protection,  and  not  as  jingoes  might  want 
to  use  it." 

^      ^  ^ 

"Three  million  dollars  is  the  value  of  Manitoba  Agricul- 
tural College  buildings  as  they  stand,  including  the  site  and 
furnishings,  according  to  an  official  report  made  to  the  Gov- 
ernment by  the  Canadian  Appraisal  Company  of  Montreal, 
appointed  some  time  ago  to  make  a  valuation  of  the  Pro- 
vincial buildings.  The  Agricultural  College  cost  the  Prov- 
ince approximately  four  million,  it  was  stated  in  Govern- 
ment circles.    Where  did  the  other  million  dollars  go?" 

Let  me  see,  was  not  the  Hon.  Bob  Rogers  then  Min- 
ister of  Public  Works? 

SEARCHLIGHT. 


Personal 

Mr.  C.  E.  Tisdall  is  the  new  Minister  of  Public  Works 
of  the  province  of  British  Columbia. 

Mr.  Arthur  Reid,  Commissioner  of  Public  Utilities  for 
the  city  of  Lethbridge,  Alta.,  has  resigned.  Pie  is  succeeded 
by  Mr.  Freeman. 

R.  J.  McClelland,  city  engineer  of  Kingston,  who  applied 
for  and  was  granted  a  commission  as  captain  in  the  14(Uh 
overseas  battalion,  will  be  unable  to  go  to  the  front  on 
account  of  being  pronounced  physically  unfit. 

Sergeant  A.  Grant  MacDonald.  of  the  125th  Battalion, 
formerly  Assistant  Superintendent  of  Construction  with  The 
Schultz  Brothers  Company,  Limited,  of  Brantford,  Ont..  has 
been  transferred  to  the  Canadian  .\viation  Corps  with  the 
rank  of  Flight  Lieutenant.      Lieut.  MacDonald's  departure 
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w  as  made  the  occasion  of  the  presentation  by"  his  finn  of  a 
haiulsonie  portmanteau. 

Mr.  P.  A.  McDonald,  Winnipeg,  has  been  appointed 
Public  Utilities  Commissioner  for  Manitoba,  succeeding-  H. 
A.  Robson,  who  resigned  some  weeks  ago. 

Mr.  G.  W.  Caye  has  been  'appointed  purchasing  agent 
of  the  Grand  Trunk  Railway  System,  with  headquarters  at 
Montreal,  succeeding  J.  G.  Guess,  resigned. 

Mr.  G.  S.  Michel,  formerly  assistant  director  of  Public 
Works  of  the  Province  of  Quebec,  has  been  appointed  engi- 
neer and  director  of  public  works,  succeeding  E.  Charest, 
retired. 

Mr.  F.  B.  McFarren,  until  recently  general  manager  of 
the  Interprovincial  Brick  Company  of  Canada,  Limited,  has 
received  an  appointment  as  Lieutenant  with  the  8.3rd  Bat- 
talion, C.  E.  F.  Mr.  E.  G.  Glen  has  been  appointed  acting 
manager  during  his  absence. 


Obituary 

Mr.  D.  Sauve,  of  Hull.  Que.,  for  the  last  eighteen  years 
employed  by  the  Hull  corporation  as  foreman  of  works,  died 
last  week.  Mr.  Sauve  was  well  known  in  Hull,  where  he 
had  lived  the  greater  part  of  his  life. 

Mr.  George  L  Ainsworth,  of  Orillia.  Ont.,  died  at  Guelph 
recently  while  on  a  business  trip.  He  represented  the  R. 
.\.  Lister  Company,  manufacturers  of  gasoline  engines,  Tor- 
onto. He  travelled  over  a  wide  area  for  them,  and  was 
looked  upon  as  an  expert  in  his  line. 

Mr.  W.  H.  Mitchell,  a  well-known  citizen  of  Calgary, 
died  recently  after  a  six-weeks'  illness.  He  was  a  civil 
engineer,  and  was  engaged  in  the  contracting  business  for 
many  years.  Recently  he  had  been  engaged  in  work  for 
the  C.  P.  R.  He  was  born  at  Truro,  N.  S.,  and  lived  in 
Kingston,  Ont.,  for  many  years,  moving  to  Calgary  about 
nine  years  ago,  A  widow  and  three  sons  survive  him.  A 
fourth  son.  Robert,  fell  in  the  battle  of  St.  Julien  last  April. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Panama  Canal  has  cost  the  United  States 
.$:;.)7,4:!6,048.  Of  this  amount  $14,689,873  has  been  devoted 
to  fortifications. 

Jas.  Worswick  (,'ompany,  Limited,  contractors,  of  Win- 
nipeg, Man.,  have  changed  the  style  of  the  firm  to  that  of 
Jas.  Worswick,  Limited. 

There  was  a  decrease  of  $10,542,399  in  the  value  of  build- 
ing permits  issued  by  the  city  architect  of  Toronto  during 
191.')  as  compared  with  1914. 

On  December  30th  the  engineering  departments  of  the 
city  of  Saskatoon  held  their  annual  banquet  at  the  King 
George  Hotel.  Representatives  of  all  the  mechanical  de- 
partments of  the  city  were  present,  and  an  enjoyable  evening 
was  spent. 

The  Montreal  Council  will  spend  .$12,940  on  the  con- 
struction of  a  purifying  pit  at  the  mouth  of  the  Notre  Dame 
dc  Grace  sewer.  Controller  Cote  states  that  the  city  must 
soon  be  pre'])arcd  to  purify  all  its  sewage  before  emptying  it 
into  the  rivers. 

P.uilding  permits  issued  by  the  city  of  Quebec  during 
191.';  totalh-d  1444,  and  amounted  in  value  to  $2,.'j78.042.  The 
number  of  permits  issued  last  year  was  more  than  double  tliat 
of  1914,  l)Ut  the  value  of  the  preceding  year  was  greater,  the 


total  cost  of  the  new  buildings  erected  in  1914  having  been 
$3, 759, ,573. 00. 

Judge  E.  H.  Gary,  Chairman  of  the  Board  of  Directors 
of  the  United  States  Steel  Corporation,  says  that  the  present 
rate  of  production  of  steel  ingots  in  the  United  States  is 
about  41,000,000  tons  per  annum.  The  previous  best  record 
was  35.000,000  tons  in  1913. 

Mr.  Ernest  Drinkwater  has  been  reappointed  engineer 
for  the  corporation  of  St.  Lambert,  P.  Q.  Mr.  Drinkwater 
was  originally  engaged  for  three  years  as  town  engineer, 
and  as  the  term  expired  recently,  it  was  necessary  for  the 
Council  to  make  a  further  appointment. 

The  Western  Machinery  Company,  Limited,  has  been 
formed  at  Port  Arthur,  Ont.,  with  a  capital  of  forty  thousand 
dollars,  to  manufacture  machinery,  boilers,  iron  and  steel, 
etc.  The  provisional  directors  are  R.  B.  Roberts,  P.  D. 
Munroe,  A.  McPherson,  W.  F.  Langworthy,  and  L.  Mc- 
Comber. 

Building  figures  of  Windsor,  Ont.,  for  December  show  an 
increase  in  value  of  $82,730,  compared  with  the  corresponding 
month  in  1914,  the  total  being  $127,600.  Figures  for  the 
whole  of  1915  show  building  operations  decreased  to  the 
extent  of  $475,548,  as  compared  with  1914,  when  the  total 
value  was  $1,121,413. 

A  statement  of  building  permits  for  the  town  of  Wel- 
land,  just  issued  by  Mr.  D.  T.  Black,  town  engineer,  shows 
a  total  for  the  year  of  $191,232  as  against  $337,918  in  1914. 
The  month  of  December,  1915,  with  $19,635,  showed  a  marked 
increase  over  the  same  month  in  1914,  when  permits 
amounted  to  only  $2,250. 

The  Chatham,  Ont.,  branch  of  the  Builders'  Exchange 
met  recently  to  do  honor  to  two  of  their  members,  Mr. 
Arthur  Back  and  Mr.  W.  Boa,  who  have  enlisted  with  a 
Hamilton  regiment.  There  was  a  large  attendance,  and  a 
splendid  banquet  was  served,  after  which  Messrs.  Back  and 
Boa  were  presented  with  wrist  watches. 

The  report  of  the  building  inspector,  Mr.  S.  M.  Jarrett, 
of  Vancouver,  B.  C,  for  December,  1915,  shows  that  the 
total  value  of  permits  granted  for  the  month  was  $27,180  as 
compared  with  $39,765  in  the  same  period  in  1914.  The 
value  of  building  permits  for  the  twelve  months  of  1915  was 
$1,593,279  as  against  $4,484,476  for  the  previous  year. 

'i'lic  Consolidated  Steel  Company,  Limited,  Toronto, 
ha\e  ol)tained  a  charter.  Their  capital  is  one  hundred 
thousand  dollars,  and  they  will  carry  on  the  business  of  iron 
founders,  mechanical  engineers,  manufacturers  of  machinery, 
builders,  electrical  engineers,  etc.  The  provisional  directors 
include  William  H.  Beatty,  F.  A.  Hammond,  and  C.  B. 
McClurg — all  of  Toronto. 

The  contractors  who  aided  in  the  work  of  building  the 
new  Hotel  Vancouver,  Vancouver,  B.  C,  were  entertained 
on  December  28  at  a  banquet  given  by  Messrs.  Skene  & 
Christie.  The  menu  was  a  unique  creation.  It  was  "done" 
in  blue  print  and  contained  "specifications"  of  the  banquet, 
listing  the  eatables  as  "primings."  "foundations,"  "sub-base- 
ment," "basements,"  "ground  floor,"  "Mezzanine,"  "typical," 
"roof  garden,"  etc. 

A  report  of  building  statistics  for  the  city  of  Montreal 
for  the  past  year  just  issued  by  Mr.  Alcide  Chausse,  archi- 
tect and  superintendent  of  buildings  for  the  city,  indicates 
that  the  total  value  of  2,081  permits  for  1915  was  $8,511,221 
as  against  a  value  of  $17,394,244  for  3,629  permits  in  1914. 
For  the  month  of  December  alone,  1915,  104  permits  repre- 
sented a  value  of  $2,044,425  as  against  $361,135  for  144  per- 
mits in  1914,  indicating  increased  activity  in  the  larger  type 
of  building  construction  work. 

Application  will  be  made  to  the  Quebec  Legislature  by 
the  Vercheres,  Chambly  and  Laprairie  Tramways  Company 
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to  construct  an  electric  railway  on  the  south  shore  of  the 
St.  Lawrence,  with  the  right  to  enter  Montreal.  It  is  pro- 
posed to  conduct  operations  between  Saint  Roch  and  Cha- 
teauguay,  and  from  Laprairie  to  Chambly,  with  loop  lines 
and  connection  branches  to  other  places  in  the  counties  of 
Chateauguay,  Laprairie,  Chambly,  Vercheres  and  Richelieu, 
and  across  the  St.  Lawrence  River  to  Montreal. 

Seattle,  Wash.,  is  to  have  what  its  builders  declare  will 
be  the  largest  and  finest  salt-water  natatorium  in  America.* 
Plans  have  been  completed  and  contracts  let,  and  May  1.5  set 
as  the  definite  day  of  opening.  The  building,  of  steel  and 
glass,  and  architecturally  one  of  the  most  distinctive  in  the 
West,  will  occupy  a  site  fronting  180  feet  on  Second  Avenue 
and  108  feet  on  Lenora  Street.  The  natatorium  will  repre- 
sent an  investment  of  $200,000,  exclusive  of  the  site,  which  is 
under  a  long-time  lease  from  Mr.  Charles  D.  Stimson. 

A  large  delegation,  composed  of  representatives  of  all  the 
parishes  between  Levis  and  Rimouski,  recently  waited  on 
the  Hon.  J.  A.  Tessier,  Minister  of  Roads  for  the  province 
of  Quebec,  asking  that  a  modern  highway  be  constructed 
from  Levis  to  Fraserville  and  Rimouski.  It  was  pointed 
out  by  the  various  speakers  that  the  construction  of  such  a 
highway  would  not  be  difficult,  as  there  was  already  a  good 
roadbed  over  the  greater  part  of  the  way.  The  advantages 
of  such  a  highway,  following  the  course  of  the  river,  for 
tourist  travel  and  for  the  development  of  agriculture  would 
be  immense.  The  Minister  promised  to  confer  with  his  col- 
leagues on  the  matter. 

The  official  statement  of  the  Montreal  city  public  works 
department,  under  Mr.  Paul  E.  Mercier,  chief  engineer,  shows 
a  considerable  reduction  in  the  proposed  expenditure  for  the 
current  year.  The  total  is  .$1,646,137,  including  $413,475  yet 
to  be  voted  for  the  roads  department,  outside,  against  $1,- 
867,505  last  year  and  $2,715,072  in  1914.  Considerable 
economies  arc  estimated  in  practicall}'  all  the  departments, 
the  engineers'  office  being  put  down  at  $24,450  instead  of 
$30,150.  There  is  a  cut  of  $21,150  in  the  estimated  cost  of 
repairing  roads,  the  total  being  $196,170;  the  city  has  now 
196.17  miles  of  paved  roads,  an  increase  of  40  miles,  but  in 
spite  of  this,  less  money  will  be  available  for  repairs. 

The  Court  of  Appeals  ,of  the  Dominion  of  Canada  have 
awarded  Messrs.  J.  A.  Mcllwee  &  Sons,  the  firm  of  Denver 
engineers  who  drove  the  five-mile  railroad  tunnel  through 
the  Selkirk  Mountains,  a  verdict  of  $800,000  against  the  Can- 
adian Pacific  Railroad  Company.  For  certaiij  reasons  the 
company  cancelled  the  contract.  The  engineers  sued  in  the 
British  Columbia  Supreme  Court  for  breach  of  contract  and 
for  the  bonuses  then  due.  They  were  awarded  $527,000. 
The  Canadian  Pacific  then  appealed  the  decision,  but  the 
Court  of  Appeals  not  only  upheld  the  award  in  favor  of 
Mcllwee  &  Sons,  but  increased  it  to  $800,000.  The  Canadian 
Pacific  have  now  appealed  that  award  to  the  British  Privy 
Council. 

Mr.  John  Hartnett,  of  Toronto,  has  completed  the  work 
of  installing  the  water-works  system  in  Hespeler,  Ont.  The 
reservoir  has  a  capacity  of  two  hundred  thousand  gallons. 
It  is  fed  from  two  artesian  wells,  with  apparently  an  abund- 
ant supply  of  water.  The  capacity  of  the  standpipe  is  one 
hundred  thousand  gallons,  and  it  gives  a  working  capacity 
of  from  twenty  to  one  hundred  pounds  pressure.  The  town 
system  has  just  been  connected  with  the  R.  Forbes  Com- 
pany's system.  In  case  of  a  big  fire  the  Forbes  Company's 
pumps  would  be  able  to  give  three  thousand  gallons  a 
minute  into  the  town's  mains.  The  town  pumps  could  give 
eight  hundred  gallons  a  minute,  making  this  a  duplicate  sys- 
tem if  so  required. 

Every  effort  to  unravel  the  mystery  surrounding  the  dis- 
appearance from  the  city  of  Calgary's  vaults  of  the  docu- 


ments in  connection  with  the  proposed  new  threc-million- 
dollar  Elbow  River  water-ivorks  scheme  has  been  unavail- 
ing. The  maps,  records,  etc.,  represent  $10,000  worth  of 
work,  and  would  cost  approximately  that  sum  to  replace 
should  the  city  ever  decide  to  go  on  with  the  work,  and  their 
loss  is  a  serious  embarrassment  to  the  city.  The  missing 
records  vanished  from  the  big  safe  in  the  engineer's  office 
some  time  in  May  last.  The  fact  was  kept  a  close  secret 
for  months  in  the  hope  that  some  clue  would  be  found  that 
would  lead  to  the  recovery  of  the  documents  and  the  ap- 
prehension of  the  thief. 

Mr.  H.  P.  Borden,  assistant  to  the  chief  engineer  for  the 
Quebec  Bridge,  says  that  if  the  programme  of  work  as  out- 
lined is  carried  out  it  will  be  possible  to  run  trains  across 
the  bridge  at  the  close  of  next  season.  By  October  the 
great  suspended  span,  which  is  640  feet  long,  and  weighs  6,000 
tons,  will  be  floated  to  its  place.  This  great  undertakint; 
was  begun  nearly  eight  years  ago  by  a  private  firm.  Sub- 
sequently the  bonds  of  the  company  were  guaranteed  by  the 
then  Government.  During  its  first  construction  the  bridge 
gave  way,  and  some  95  people  lost  their  lives.  The  Quebec 
Bridge  was  one  of  the  legacies  inherited  by  the  present  Gov- 
rnment.  When  finished  it  will  have  cost  some  seventeen 
million  dollars.  It  was  at  first  calculated  that  the  bridge 
could  be  built  for  six  million. 

France,  with  all  her  troubles  of  the  last  year  and  a  half, 
has  been  able  to  develop  one  new  industry  not  connected 
with  war  munitions.  The  French  are  now  said  to  be  turn- 
ing out  excellent  cement  from  a  by-product  in  the  process  of 
making  beet  sugar.  From  70,000  tons  of  beets  treated,  more 
than  3,000  tons  of  cement,  equal  in  quality  to  the  best  Port- 
land, is  obtainable,  purely  as  a  by-product.  The  scum 
which  forms  when  the  beets  are  boiled,  and  which  hitherto 
has  been  thrown  away,  is  pumped  into  large  tanks,  where  it  is 
allowed  to  dry  partially.  Finely  divided  clay  is  mixed  with 
it,  and  the  mixture  is  thoroughly  amalgamated  by  beaters 
for  an  hour  and  then  burned  in  a  rotary  kiln,  just  about  as 
Portland  cement  is  treated.  The  clinker  is  removed  and 
pulverized  into  cement.  The  best  scum,  formerly  a  waste 
product,  was  found  to  contain  large  quantities  of  carbonate 
of  lime  and  water.  Four  thousand  tons  of  this  carbonate 
is  obtained  from  70,000  tons  of  beets.  To  this  is  added  1,100 
tons  of  clay,  the  resulting  product  being  3,163  tons  of  ex- 
cellent cement. 


Quantity  Surveying 

One  is  just  a  bit  surprised  to  know  that  St.  Louis 
is  going  to  give  the  quantity  surveyor  idea  a  trial ;  it 
is  not  a  trial,  by  the  way;  they  have  adopted  the  idea. 
The  civil  engineers  of  that  city  are  responsible  for  it. 
Following  a  campaign  by  civil  engineers,  through  their 
organization,  the  city  assembly  passed  an  ordinance 
authorizing  the  mayor,  with  the  approval  of  the  coun- 
cil, to  appoint  quantity  surveyors.  The  number  is  not 
limited.  The  appointees  must  be  skilled  in  building 
construction  or  estimating.  They  must  give  bonds  in 
$10,000.  Patrons  of  quantity  surveyors,  who  sustain 
loss  by  reason  of  their  negligence,  incompetence  or 
misconduct  can  sue  on  the  bond  any  time  in  five  years. 
The  charges  authorized  are  the  fees  agreed  upon  be- 
tween surveyor  and  clients,  until  a  list  of  fees  can  be 
prepared  by  the  Engineers'  Club,  St.  Louis  Chapter, 
A. LA.,  and  the  Building  Industries  Association.  Sup- 
plementing the  ordinance  of  St.  Louis  a  state  law  is 
being  prepared  requiring  a  detailed  quantity  list  with 
every  architectural  and  engineering  plant. — Architect 
&  Engineer. 


Contracts  Department 


News    of  Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Amherstburg,  Ont. 

C.  H.  Leslie  is  considering  the  purchase 
of  a  quantity  of  4-inch  and  5-inch  drain 
tiles  for  work  to  be  done  in  the  spring. 

Cornwall,  Ont. 

A  by-law  has  been  carried  authorizing 
the  construction  of  a  waterworks  sys- 
tem at  a  cost  of  about  $25,000.  In  con- 
nection with  this,  the  Town  Council  will 
require  one  steam  pump,  two  boilers,  tur- 
bine, water  pump,  and  a  quantity  of  6- 
inch  and  8-inch  cast  iron  pipe.  Clerk, 
J.  G.  Harkness. 

Kingsville,  Ont. 

The  Town  Council  are  considering  the 
construction  of  a  sewage  system  next 
summer.    Clerk,  George  Pearse. 

Meaford,  Ont. 

The  by-law  authorizing  the  expenditure 
of  $4,000  on  extensions  to  the  watermains 
has  been  carried.  Work  will  start  in  the 
spring.  Aboi)t  2,000  feet  of  4-inch  pipe 
and  40  house  connections  will  be  re- 
quired.   Town  Clerk,  G.  J.  Albery. 

Ottawa,  Ont. 

The  by-law  providing  for  the  construc- 
tion of  a  driveway  along  the  Rideau  River 
has  been  carried.  City  Engineer,  F.  C. 
.Askwith. 

Sarnia,  Ont. 

The  by-law  to  authorize  the  extension 
of  the  watermain  system  has  been  car- 
ried. Approximate  cost,  $12,000.  City 
Engineer,  John  A.  Baird.  ^ 

Whitney  Township,  Ont. 

The  Provincial  Road  Commissioner. 
J.-  F.  Whitson,  Toronto,  has  decided  to 
remetal  the  road  between  South  Porct:- 
pine  and  Timmins.  Work  will  start  in 
the  spring.    Estimated  cost,  $50,000. 


Railroads,  and  Bridges  Wharves 

Berlin,  Ont. 

The  Grand  Trunk  Railway  Company, 
Montreal,  have  licen  empowered  to  con- 
struct two  railway  spurs  on  part  of  Lot 
16,  occupied  by  the  Berlin  Light  Com- 
missioners and  L.  B.  McBride  &  Com- 
pany, Limited. 

Erin,  Ont. 

I'crmissifin  has  l)een  granted  to  the 
Canadian  Pacific  Railway  Company, 
Montreal,  for  the  construction  of  an  ex- 
tension to  an  industrial  siding  for  the 
Rocsand  Company,  Limited,  at  mileage 
4.10,  l-'lora  Sub-division. 

London,  Ont. 

The  (Jity  Council  are  considering  the 
erection  of  a  cement  bridge  over  the 
Thames  River  at  Richmond  Street.  Ap- 
jiroximate  cost,  $40,000.  Engineer,  H.  A. 
Brazier. 


Ontario  Province 

The  Toronto-London  Hydro  Electric 
Railway  By-law  has  been  carried  in  the 
following  places  :  —  Toronto,  London, 
Guelph,  Berlin,  Stratford,  Mimico,  New 
Toronto,  Waterloo,  St.  Marys,  Milton, 
Port  Credit,  New  Hamburg,  and  the 
townships  of  London,  Trafalgar,  Wilmot, 
Downie,  Nassagaweya,  Guelph,  North 
Easthope.  Biddulph,  Esquesing. 

Quebec  Province 

The  Canadian  Pacific  Railway  Com- 
pany, Montreal,  have  been  authorized  to 
construct  sidings  for  the  following: — 
Frank  Davis,  mileage  14.5,  St.  Gabriel 
Sub-division;  City  of  Outremont;  French 
Government  Remount  Depot,  mileage 
156.9,  Quebec  Sub-division;  Dominion 
Cartridge  Company,  Limited,  mileage  1.9, 
Staynerville  Branch. 

Toronto  North,  Ont. 

The  Canadian  Pacific  Railway  Com- 
]^any,  Montreal,  have  been  empowered 
to  construct  an  industrial  siding  for  the 
Corrugated  Paper  Company,  Limited, 
North  Toronto. 

Toronto  West,  Ont. 

The  Board  of  Railway  Commissioners 
have  authorized  the  Canadian  Pacific 
Railway  Company  to  build  an  industrial 
siding  for  R.  G.  Dryden,  West  Toronto. 

Public  Buildings,  Churches 
and  Schools 

Athabasca,  Alta. 

Tenders  on  the  erection  of  a  frame 
school  will  be  received  until  noon,  Janu- 
ary 14th,  by  George  Watt,  Athabasca, 
Secretary  to  School  District  No.  3014. 
Plans  and  specifications  with  Secretary. 

Carleton  Place,  Ont. 

The  by-law  to  authorize  the  erection 
of  a  school  at  the  approximate  cost  of 
$:!5,000  was  defeated. 

Euphemia  Township,  Ont. 

The  Township  Council  contemplate 
submitting  a  by-law  to  authorize  the 
construction  of  a  public  hall  in  the  Po- 
lice Village  of  Florence.  Clerk,  D.  M. 
Smith,  Cairo,  Ont.  Estimated  cost, 
$.'!,000. 

Fredericton,  N.B. 

The  Public  School  Board  are  having 
plans  prepared  for  an  addition  to  the 
Charlotte  Street  School.  Architect,  G. 
E.  Fairweather,  84  Germain  Street,  St. 
John. 

Gait,  Ont. 

.\  by-law  has  been  carried  to  pro- 
vide for  the  raising  of  $50,000  for  the 
erection  of  a  school  in  the  North  Side 
Districv.    City  Clerk,  Joseph  McCartney. 

Howick,  Que. 

Tlie  erection  of  a  school  is  being  con- 
sidered by  the  School  Board.  Secretary. 
D.  R.  Hay.    Estimated  cost,  $.3,000. 


IngersoU,  Ont. 

The  by-law  to  authorize  the  erection 
of  a  school  at  an  approximate  cost  of 
$70,000  has  been  defeated.  Town  Clerk, 
W.  R.  Smith. 

La  Prairie,  Que. 

The  School  Board  contemplate  the 
erection  of  a  school,  estimated  to  cost 
$3,000.    Secretary,  A.  F.  Grondiu. 

Ottawa,  Ont. 

The  Redemptorist  Fathers,  Bayswater 
.A.venue,  contemplate  the  erection  of  a 
church  on  Spadina  Avenue.  Architect 
not  yet  appointed. 

Peace  River  Crossing,  Alta. 

The  Trustees  of  School  District  No. 
35  have  been  empowered  to  borrow 
$7,500  for  the  erection  and  equipment  of 
a  school.  Treasurer,  H.  A.  George, 
Peace  River  Crossing. 

St.  Alphonse  de  Thedford,  Que. 

The  erection  of  a  school  is  being  con- 
sidered by  the  School  Board.  Estimated 
cost,  $3,000.    Secretary,  Achille  Therrien. 

St.  Antoine  de  Bienville,  Que. 

Tenders  on  interior  work  at  the  Parisli 
Church  will  be  called  about  March  1st. 
Architect,  P.  Levesque,  115  St.  John  St., 
Quebec. 

St.  Jerome,  Que. 

The  School  Board  are  considering  the 
erection  of  a  school,  estimated  to  cost 
$3,000.    Secretary,  Charles  A.  Lorain. 

St.  John,  N.B. 

The  project  for  the  erection  of  a 
school  has  been  laid  over  by  the  Sep- 
arate School  Board  until  the  spring. 
Tenders  will  be  called  and  material  pur- 
chased by  the  Architect,  R.  A.  Frechet, 
200  Main  Street,  Moncton. 

St.  Timothee,  Que. 

The  erection  of  a  school  at  an  approxi- 
mate cost  of  $3,000  is  contemplated  by 
the  School  Board.  Secretary,  J.  D.  S. 
Tremblay. 

Stamford,  Ont. 

The  Trustees  of  School  Section  No. 
4  are  receiving  tenders  on  the  installa- 
tion of  a  water  system  at  the  "School. 
Secretary,  A.  B.  Warren,  South  End, 
Ont. 

Stamford  Township,  Ont. 

Plans  of  a  school  are  to  be  prepared 
immediately  for  the  Trustees  of  School 
Section  No.  2.  Secretary,  James  Brown, 
Thorold.    Estimated  cost,  $7,000. 

Stanstead  Plain,  Que. 

Tenders  on  the  erection  of  a  Registry 
Office,  Court  House  and  Municipal  Hall 
will  be  received  until  noon,  January  15th, 
by  the  County  Secretary,  A.  N.  Thomp- 
son, Stanstead  Plain.  Plans  and  speci- 
fications at  the  Registry  office. 

Walkerville,  Ont. 

A  by-law  has  been  passed  authorizing 
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the  expenditure  of  $31,000  on  the  con- 
struction of  pavements  on  a  number  of 
streets.    Town  Clerk,  William  Murray. 

Weston,  Ont. 

The  Board  of  School  Section  No.  31, 
York,  have  decided  to  make  improve- 
ments to  the  heating,  ventilating  and 
drainage  systems  at  the  School.  Sec- 
retary, C.  H.  Smilie. 

Young's  Valley,  Alta. 

Permission  has  been  granted  to  the 
Trustees  of  School  District  No.  2166  to 
borrow  $8,000  for  the  erection  and  equip- 
ment of  a  school.  Treasurer,  A.  E.  Mar- 
tin, Youngstown.  Brick  veneer  con- 
struction. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

The  following  contracts  have  been  let 
by  the  City  Council  for  work  at  the 
City  Hospital: — boiler,  Watrous  Engine 
Works  Company,  Brantford,  $1,025;  mo- 
tor, Canadian  Westinghouse  Company, 
$l,ft65;  electrical  work,  Culley  &  Breay. 
King  Street  West,  $6,000. 

Toronto,  Ont. 

In  connection  with  Epworth  Method- 
ist Church,  now  being  built  on  Yar- 
mouth Road,  the  contract  for  plumbing, 
heating  and  wiring  has  been  awarded  to 
Keiths  Limited,  Campbell  Avenue,  the 
plastering  to  Hoidge  &  Sons,  34  Price 
Street,  and  the  painting  to  F.  R.  Fowler, 
248  Christie  Street. 


Business  Buildings  and  Indus- 
trial Plants 

Aylmer,  Ont. 

George  Pellatt,  Main  Street,  is  con- 
sidering the  erection  of  a  store.  Frame 
construction.  Work  will  probably  be 
done  by  day  labor. 

Goderich,  Ont. 

R.  McAllister,  Bayfield  Road,  R.  R. 
No.  2,  Goderich,  intends  to  rebuild  his 
barn.  The  work  will  probably  be  done 
by  D.  McLaren,  Goderich. 

Guelph,  Ont. 

W.  A.  Mahony,  Telephone  Building, 
will  shortly  call  for  tenders  on  the  erec- 
tion of  a  stove  factory.  Site  not  yet 
decided  on. 

Kincardine,  Ont. 

The  Ontario  Peoples  Salt  &  Soda 
Company,  Limited,  are  about  to  construct 
an  addition  to  their  plant  at  an  approxi- 
mate cost  of  $14,000,  as  the  by-law  to 
grant  them  e.xemption  from  taxation  has 
been  carried.    Manager,  John  Tolmie. 

Lindsay,  Ont. 

T.  Hudgson,  9  Tecumseh  Street,  Oril- 
lia,  is  about  to  erect  a  chemical  plant, 
the  by-law  to  grant  him  certain  conces- 
sions having  been  passed.  Approximate 
cost,  $60,000. 

Listowel,  Ont. 

A  by-law  has  been  carried  authorizing 
the  loan  of  $12,000  to  H.  B.  Morphy.  F. 
W.  Hay,  A.  H.  Hawkins  and  J.  S.  Gee 
for  the  erection  of  a  boot  and  shoe  fac- 
tory. 

Milton,  Ont. 

T.  D.  Hume  intends  to  start  work  in 
the  early  spring  on  the  erection  of  a 
store.    Estimated  cost,  $5,000. 

E.  F.  Earl  will  rebuild  his  shop  in  the 


spring.  Brick  construction.  Approxi- 
mate cost,  $3,000. 

Moncton,  N.B. 

The  Militia  Department  are  about  to 
start  work  on  interior  alterations  to  the 
premises  of  the  Record  Foundry  Com- 
pany, 31  Foundry  Street.  They  will  also 
instal  10-inch  sewer  and  4-inch  water  ser- 
vices. Work  will  be  supervised  by  Engi- 
neer John  Edington. 

Niagara-on-the-Lake,  Ont. 

George  Reed  has  commenced  the  erec- 
tion of  an  addition  to  the  Royal  George 
Theatre.  Frame  construction,  concrete 
foundation. 

Owen  Sound,  Ont. 

The  Owen  Sound  Shoe  Manufacturing 
Company,  Limited,  are  about  to  remodel 
the  Pacific  Hotel,  as  the  by-law  to  grant 
them  a  loan  has  been  carried.  Promoter, 
VV.  E.  Wilson. 

Parry  Sound,  Ont. 

A.  Logan,  James  Street,  is  rebuilding 
his  business  Ijlock  by  day  labor.  Some 
steel  beams  and  pillars  may  be  required. 

Regina,  Sask. 

H.  G.  Smith.  Limited,  Bread  and  Sixth 
Streets,  propose  to  erect  an  addition  lo 
their  premises  in  the  early  spring. 

Ridgeway,  Ont. 

Chester  Johnson  is  building  a  business 
l^lock  on  Ridge  Street  by  day  labor.  Con- 
crete block  construction,  steel  roofing. 
Estimated  cost,  $5,000. 

Sandwich,  Ont. 

A  by-law  has  been  carried  granting  tax 
exemption  to  the  Cadwell  Sand  &  Gravel 
Company,  84  Sandwich  Street,  Windsor. 
Work  will  probably  start  shortly  on  the 
construction  of  a  plant  for  the  manufac- 
ture of  building  material,  etc.  Esti- 
mated cost,  $40,000.  Particulars  from 
C.  W.  Cadwell. 

Saskatoon,  Sask. 

H.  G.  Smith,  Limited,  Bread  and  Sixth 
Streets,  Regina,  are  considering  the  erec- 
tion of  a  branch  warehouse.  Work  may 
start  in  the  spring. 

St.  John,  N.B. 

Plans  are  being  prepared  for  rebuild- 
ing the  premises  of  W.  H.  Thorne  8i 
Company,  Limited,  Market  Square.  Ar- 
chitect, F.  N.  Brodie,  42  Princess  Street. 
Estimated  cost,  $50,000. 

Toronto,  Ont. 

White  &  Thomas,  139  Simcoe  Street, 
contemplate  the  erection  of  a  warehouse, 
estimated  to  cost  $3,000.  Tenders  are 
now  being  received  by  the  Architect,  W. 
Connery,  Manning  Chambers.  Brick- con- 
struction, felt  and  gravel  roofing. 

Whalen,  Ont. 

William  O'Brien  is  having  plans  pre- 
pared for  a  reinforced  concrete  silo. 

Morkin  Bros,  are  considering  remodel- 
ling their  farm  buildings.  Work  will  in- 
clude cement  foundations  and  interior 
alterations. 

Whitby,  Ont. 

The  by-law  providing  for  certain  con- 
cessions to  the  Whitby  Silk  Mills  Com- 
pany has  been  carried,  and  the  Com- 
pany will  now  proceed  with  the  erection 
of  a  factory.    Estimated  cost,  $50,000. 


CONTRACTS  AWARDED 

Dartmouth,  N.S. 

The  contract  for  steel  required  in  the 
erection  of  a  plant  for  the  Williston 
Steel  &  Foundry  Company,  504  Robie 
-Street,  Halifax,  has  been  awarded  to  the 
Maritime  Bridge  Company,  New  Glas- 
gow, and  for  engines  to  the  Starr  Manu- 
facturing Company,  Dartmouth,  N.  S. 
Tenders  for  other  trades  will  be  called 
about  February  2nd. 

Hamilton,  Ont. 

The  contract  for  cari)entry  required 
in  the  erection  of  an  addition  to  a  factory 
on  Sherman  Avenue  for  the  Canadian 
Cartridge  Company,  161  Oak  .\venue, 
has  been  awarded  to  the  general  con- 
tractors, H.  G.  Christman  Company. 
Bank  of  Hamilton  Building. 

The  Burlington  Steel  Company,  Sher- 
man Avenue,  have  awarded  the  general 
contract  for  the  erection  of  an  addition 
to  their  factory  to  the  H.  G.  Christman 
Company,  Bank  of  Hamilton  Building. 
Steel  and  brick  construction,  concrete 
foundation.    Approximate  cost,  $5,000. 

Montreal,  Que. 

The  contract  for  glazing  and  painting 
at  the  Parisien  Hotel,  now  in  course  of 
construction  for  T.  Bastien,  5  Beaver 
Hall  Square,  has  been  awarded  to  Valen- 
tine &  Guilbault,  137  St.  Maurice  Street. 

The  following  contracts  have  been  let 
for  alterations  to  the  store  of  the  Walk 
Over  Shoe  Shop,  521  St.  Catherine  St.:— 
carpentry,  D.  F.  Sheehy,  16  St.  Cecile 
Street;  tile  and  marble  work,  G.  R.  Lock- 
er Company,  143  Mansfield  Street:  store 
fronts,  H.  J.  St.  Clair  Company,  Limited. 
69  Yonge  Arcade,  Toronto,  Ont.;  plate 
glass.  Consolidated  Plate  Glass  Com- 
pany, Limited,  30  St.  Sulpice  Street. 

The  contract  for  roofing  required  in 
connection  with  the  factory  which  has 
been  built  for  the  Steel  Company  of 
Canada,  1272  Notre  Dame  Street  West, 
has  been  let  to  Campbell,  Gilday  Com- 
pany, Limited,  793  St.  Paul  Street  W.. 
and  the  heating  to  Thomas  O'Connell. 
183  Ottawa  Street. 

Ottawa,  Ont. 

Work  is  progressing  on  alterations  to 
the  old  Royal  Bank  Building  for  Dar- 
wins,  81  Sparks  Street.  The  contract  for 
interior  work  has  been  awarded  to  A. 
Christie  &  Son,  Kenniston  Apartments, 
the  contract  for  flooring  to  the  Montreal 
Wood  Mosaic  Flooring  Company.  672  St. 
Catherine  Street  We'st,  Montreal,  and 
for  store  fronts  and  glass  to  H.  J.  St. 
Clair  Company,  Limited,  69  Yonge  .\r- 
cade,  Toronto,  Ont. 

Toronto,  Ont. 

The  general  contract  for  alterations  to 
the  warehouse  of  the  William  Rennie 
Company,  Limited,  130  Adelaide  Street 
E.,  has  been  awarded  to  Alexander  ^ 
Son,  457  Church  Street,  and  work  has 
lie  en  rommenced.  Approximate  cost 
$10,000. 

Windsor,  Ont. 

In  connection  with  the  alterations 
which  are  now  being  carried  out  at  the 
Dougal  Block  for  Simon  Meretsky.  Mer- 
cer Street,  the  contract  for  plastering, 
painting  and  electrical  work  has  been 
let  to  the  general  contractors.  Sculland, 
Humphries  Construction  Company,  Free 
Press  Building,  Detroit,  Mich. 
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Yorkton,  Sask. 

The  Yorkton  Creamery  Company  have 
let  a  contract  for  a  cold  storage  installa- 
tion at  their  premises  on  Lauria  Street 
to  the  Linde  Canadian  Refrigeration 
Company,  909^  Main  Street,  Winnipeg. 


Residences 

Avonbank,  Ont. 

A.  Ready,  St.  PauJ's  Station,  will  com- 
mence the  erection  of  a  residence  in  the 
spring.    Pressed  brick  construction. 

Brooklin,  Ont. 

W.  A.  Dryden  is  having  sketch  plans 
prepared  for  a  residence,  eslimated  to 
cost  $5,000.  Tenders  may  be  called  in 
the  spring.    Brick  construction. 

Kingsville,  Ont. 

Wigle  &  Wright  are  considering  the 
rebuilding  of  the  residence  which  was 
recently  destroyed  by  fire. 

London,  Ont. 

All  work  required  in  connection  with 
the  residences  which  are  now  being  erect- 
ed by  the  Copp  Syndicate  will  be  done 
by  the  owners.  Secretary,  A.  M.  Hunt, 
Dominion  Savings  Building. 

Montreal,  Que. 

Work  has  been  started  by  Owen  Rob- 
erts, 113  Addington  Avenue,  on  the  erec- 
tion of  twelve  flats  on  Wilson  Avenue. 
Brick  construction,  concrete  foundation, 
felt  and  gravel  roofing.  Approximate 
cost,  $18,000. 

J.  A.  Bray,  6375  Berri  Street,  is  receiv- 
ing tenders  on  all  smaller  trades  required 
in  the  erection  of  three  flats  on  St.  Denis 
Street.  Brick  construction,  concrete 
foundation,  felt  and  gravel  roofing.  Es- 
timated cost,  $7,000. 

Ottawa.  Ont. 

A.  W.  Davidson,  69  Grosvenor  Street, 
has  commenced  the  erection  of  a  resi- 
dence on  Hopewell  Avenue,  estimated  to 
cost  $4,000. 

St.  John,  N.B. 

R.  A.  Corbett,  274  Douglas  Avenue, 
has  commenced  the  erection  of  apart- 
ments, estimated  to  cost  $3,000.  Frame 
construction,  concrete  foundation,  as- 
bestos roofing. 

Tillsonburg.  Ont. 

F.  K.  Wilson,  Bidwell  Street,  is  con- 
sidering repairs  to  his  residence. 

Toronto,  Ont. 

George  Edwards,  1028  St.  Clair  Avenue 
W.,  has  commenced  the  erection  of  a 
pair  of  residences  at  209  Lauder  Ave- 
nue. Smaller  trades  will  be  let.  Brick 
construction,  shingle  roofing.  Estimated 
cost,  $6,000. 

V/ork  has  been  started  by  F.  H.  Mil- 
ler, care  of  Miller  &  Sons,  Lauder  Ave- 
nue, on  the  erection  of  two  residences, 
estimated  to  cost  $5,500.  Smaller  trades 
will  be  let.  Brick  constructifin,  shingle 
roofing. 

Whalen,  Ont. 

I  Mans  ;u'c  beiuH  i)rcpare(I  by  James 
Kelly,  Cedar  .Swamj)  Farm,  for  the  erec- 
lif)n  of  a  »>esidence.  Frame  and  white 
brick  construction,  stone  and  concrete 
foundation,  shingle  roofing.  Eslimated 
cost,  $3,000. 

John  Foster  is  having  plans  pre|)are(l 
fur  a  residence,  estimated  to  cost  about 
$.'i,000.  White  brick  construction,  stone 
and  concrete  foundation,  shingle  roofing. 


Plans  are  in  progress  for  a  residence 
to  be  built  for  Richard  Hodgins.  White 
brick  construction,   stone  and  concrete 
foundation,  shingle  roofing.  Approxi- 
■  mate  cost,  $3,200. 

Wolfville,  N.S. 

Clark  Gormley  contemplates  the  erec- 
tion of  a  tenement  block  in  the  spring. 
Frame  and  stone  construction,  concrete 
foundation,  wood  roofing.  Estimated 
cost,  $5,000. 

CONTRACTS  AWARDED 

Fort  Erie,  Ont. 

E.  W.  Near  has  commenced  the  erec- 
tion of  a  residence  on  River  Road  for 
J.  B.  Ernsmere.  Frame  construction, 
concrete  foundation,  shingle  roofing.  Ap- 
proximate cost,  $3,000. 

Maisonneuve,  Que. 

In  connection  with  the  residence  which 
is  being  erected  on  LaSalle  Avenue  by 
J.  T.  Legault,  30  St.  James  Street,  Mont- 
real, the  contract  for  plastering  has  been 
awarded  to  D.  Thibault,  610  Orleans 
Avenue,  and  the  electrical  work  to  J.  A. 
Gagnon,  733  Notre  Dame  Street. 

Walkerville,  Ont. 

The  following  contract  have  been  let 
in  connection  with  the  residence  now 
being  1)uilt  on  River  Front  for  T.  Mc- 
Gregor, 239  Brush  Street,  Detroit: — car- 
pentry and  roofing,  W.  Dupuis,  147 
Dougall  Avenue,  Windsor;  painting, 
Chauncey  Bennett,  22  Assumption  St.; 
heating,  Windsor  Hardware  Company, 
71  Sandwich  Street  E.,  Windsor;  plumb- 
ing, Pennington  &  Brian,  47  Sandwich 
Street  W.,  Windsor;  electrical  work.  Gas 
&  Electric  Supply  Company,  20  Sand- 
wich Street  W.,  Windsor. 

Windsor,  Ont. 

The  contract  for  heating  required  in 
connection  with  the  terrace  which  has 
been  erected  for  Mrs.  E.  M.  Rolph,  22 
Bruce  Avenue,  has  been  awarded  to 
Philip  Dresch,  2  Ontario  Street,  Walker- 
ville. 

In  connection  with  the  residence  erect- 
ed for  John  Hubner,  188  Dougal  Avenue, 
the  heating  contract  has  been  let  to  the 
Windsor  Hardware  Company,  71  Sand- 
wich Street  E. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  L.  Ouellette,  59 
Campbell  Avenue,  has  been  awarded  to 
A.  L.  Ouellette,  110  Goyeau  Street.  Brick 
construction,  concrete  foundation,  shingle 
roofing.    Approximate  cost,  $4,500. 


Power  Plants,  Electricity  and 
Telephones 

Brantford,  Ont. 

.\  by-law  has  been  carried  authorizing 
the  sale  of  the  Gait-Paris  portion  of  the 
Brantford  to  Gait  Municipal  Railway  to 
the  Lake  Erie  &  Northern  Railway.  The 
latter  Company  will  now  electrify  their 
road  from  Gait  to  Port  Dover. 

Gravenhurst,  Ont. 

The  by-law  authorizing  the  changes 
to  the  street  lighting  system  has  been 
carried  and  the  work  will  be  done  un- 
der the  supervision  of  the  Commission. 
Town  Clerk,  W.  H.  Butterworth.  Ap- 
proximate cost,  $3,500. 

Noelville,  Ont. 

VV.  Davurt  is  considering  the  construc- 


tion of  a  telephone  line  between  Rutter 
and  Monetville. 

Sarnia,  Ont. 

A  by-law  has  been  carried  to  provide 
for  the  installation  of  a  hydro  electric 
system.    City  Clerk,  James  D.  Stewart. 

A  by-law  has  been  carried  authoriz- 
ing the  purchase  and  remodelling  of  the 
generating  plant  and  distributing  system 
of  the  Sarnia  Gas  &  Electric  Light  Com- 
pany at  a  cost  of  $120,000. 

Sherbrooke,  Que. 

The  City  Clerk,  E.  C.  Gatien,  will  re- 
ceive tenders  until  noon,  January  17th, 
for  the  supply  of  transformers.  Speci- 
fications, etc.,  at  office  of  the  Clerk  and 
of  th6  Engineer,  M.  A.  Sammett,  301 
McGill  Building,  Montreal. 

The  City  Council  have  awarded  the 
contract  for  alterations  to  the  power 
plant  to  the  Jenckes  Machine  Company, 
Limited,  Lansdowne  Street.  Approxi- 
mate cost,  $3,740. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  February  1st  on  the  supply  of 
a  number  of  street  cars  and  equipment 
and  a  quantity  of  copper  cable.  Specifi- 
cations, etc.,  at  Room  13,  Works  Depart- 
ment, City  Hall. 

The  Goldie  &  McCulloch  Company, 
Limited,  Traders  Bank  Building,  are  in 
the  market  for  one  direct  connected  gen- 
erator, including  engine,  35-50  volt,  di- 
rect current. 

Wellesley,  Ont. 

A  by-law  has  been  carried  authorizing 
the  borrowing  of  $7,500  for  the  construc- 
tion of  an  electric  light  and  power  dis- 
tribution plant. 


Fires 

Caraquet,  N.B. 

The  Sacred  Heart  College  has  been  to- 
tally destroyed  by  fire.  Loss,  $250,000; 
insurance,  $100,000. 

Cassilis,  N.B. 

Fire  has  entirely  destroyed  the  resi- 
dence and  outbuildings  owned  by  Mrs. 
John  Menzies.    Loss,  about  $3,000. 

Clinton,  Ont. 

The  store  owned  by  F.  H.  Powell  has 
been  destroyed  by  fire.  Loss  covered  by 
insurance. 

Fort  Frances,  Ont. 

Fire  has  destroyed  the  store  owned  by 
G.  A.  Stephen,  Scott  Street.  Loss  is 
considerable. 

Kingsville,  Ont. 

A  residence  on  Division  Road,  owner 
l)y  Wigle  &  Wright,  has  t)een  destroyed 
by  fire. 

Les  Eboulements,  Que. 

Fire  has  destroyed  the  residence  of 
Amede  Bergeron.  Loss  covered  by  in- 
surance. 

Low  Point,  N.S. 

The  Roman  Catholic  Church  has  been 
completely  destroyed  by  fire.  Loss,  about 
.$25,000,  partially  covered  by  insurance. 
Steps  will  be  taken  at  once  to  rebuild. 
Pastor,  Rev.  Father  McAulay. 

Middle  Sackville,  N.B. 

The  residence  of  James  Mclnnis  has 
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been  destroyed  by  fire.  Loss,  about 
$3,000,  partially  insured. 

Fire  has  entirely  destroyed  the  store 
owned  by  James  Smith  and  occupied  by 
Tillman  A.  Cormier. 

Napanee,  Ont. 

The  residence  of  F.  Asselstine,  Isabella 
Street,  has  been  entirely  destroyed  by 
fire. 

Quebec,  Que. 

The  factory  of  the  Rock  Shoe  Manu- 
facturing Company,  166  St.  Helene  St., 
has  been  destroyed  by  fire.  Loss,  $75,000, 
insurance  $35,000. 

Fire  has  done  considerable  damage  at 
the  Quebec  Seminary.  Proctor,  Rev. 
Odilon  Gosselin. 

The  residence  of  E.  Lamontagne,  Do- 
maine  Lairet,  has  been  destroyed  by  fire. 
Loss,  $6,000,  covered  by  insurance.  Own- 
er will  probably  rebuild. 

Sackville,  N.B. 

A  residence  owned  hy  Charles  Fawcett 
Company,  Limited,  Main  Street,  has 
been  totally  destroyed  by  fire. 

St.  Jerome,  Que. 

The  flour  mill  owned  by  Edmond 
Langevin  has  been  destroyed  by  fire. 

St.  Joseph,  Que. 

Fire  has  destroyed  the  hotel  belong- 
ing to  Thomas  Cliche. 

Sydney,  N.B. 

The  hotel  owned  by  the  King  George 
Hotel  Company  has  been  completely 
destroyed  by  fire.  Loss,  $70,000,  parti- 
ally covered  by  insurance. 


Thorold,  Ont. 

The  store  and  residence  belonging  to 
C.  Geracitani  has  been  entirely  destroyed 
by  fire.  Loss,  $5,000,  covered  by  insur- 
ance. 


Miscellaneous 

Chatham,  Ont. 

The  by-law  to  provide  for  the  expendi- 
ture of  $15,000  on  the  purchase  of  fire 
equipment  has  been  defeated. 


To  Study  Advantages  of  Use  of  Hyd- 
rated  Lime  in  Concrete 

To  determine  if  the  claims  that  the  ad- 
dition of  hydrated  lime  to  concrete  in- 
creases its  plasticity,  decreases  segrega- 
tion and  improves  its  waterproofing  qual- 
ities are  justified,  the  U.  S.  Bureau  of 
Standards  will  make  tests  on  such  con- 
crete. Before  entering  into  the  work  an 
advisory  committee,  composed  of  repre- 
sentatives of  the  four  interests  involved 
— the  cement  industry,  the  lime  industry, 
the  engineer  and  the  contractor — was 
asked  to  participate  in  outlining  plans 
for  the  work.  This  committee,  which 
was  selected  by  P.  H.  Bates  and  W.  E. 
Emley  (of  the  Bureau  of  Standards), 
who  will  have  active  charge  of  the  work, 
met  in  Pittsburgh,  November  4,  and  of- 
fered criticisms  of  the  plan  of  work  pre- 
pared by  the  Federal  bureau.  As  a  re- 
sult the  programme  was  modified  to 
meet  such  criticisms  insofar  as  was  ad- 
vantageous, and  it  is  expected  that  the 
research  will  be  started  during  the  pre- 
sent month. 

As  outlined,  the  work  is  extensive  in 
scope.     The  tests  will  include:  Deter- 


mination of  compressive  strength,  ex- 
jjansion,  reinforcement,  permeability, 
action  of  sea  water,  the  hydration  of  ce- 
ment, absorption,  segregation,  abrasion 
and  adhesion  of  cement  to  reinforcement. 
Specimens  to  which  varying  proportions 
of  hydrated  lime  have  been  added  up  to 
five  years  of  age  will  be  tested. 


Cover  Steam  Pipes  to  Save  Coal 
One  reason  for  coal  costs  in  the  power 
])lant  of  a  clay  works  being  higher  than 
they  should  be,  is  found  in  insufficient 
covering  on  steam  connections.  The 
proper  insulation  of  steam  pipes  is  im- 
portant. For  instance,  in  one  industrial 
establishment  in  a  main  sixty  feet  long, 
the  steam  was  found  to  contain  thirty- 
one  per  cent,  of  moisture.  After  cover- 
ing the  pipe  with  a  good  heat-insulating 
material,  this  percentage  was  reduced 
to  three  and  six-tenths. 

Among  the  best  of  the  substances 
available  for  this  purpose  are  hair-felt, 
slag-wood,  magnesium  and  asbestos. 
Hair-felt,  while  unexcelled  as  a  non- 
conductor, quickly  chars  unless  pro- 
tected from  actual  contact  with  the  pip- 
ing, by  a  wrapping  of  asbestos  paper  or 
, other  non-burnable  material.  Slag- 
wool,  on  the  other  hand,  is  fireproof. 
A  covering  compound  of  which  asbestos 
fibre  is  the  base,  enjoys  considerable 
popularity.  It  has  the  advantage  of  I)e- 
ing  in  convenient  form  to  apply,  and 
also  may  be  used  over  again.  Water, 
obviously,  should  not  be  allowed  to 
drip  on  the  covering,  as  it  not  onh- 
may  soften  it  so  as  to  cause  it  to  drap 
of¥,  but  a  wet  covering  is  a  very  poor  re? 
tainer  of  heat. 


Meets  National  Paving 
Brick  Specifications 

.Section  2o  Specifications  for  vitiilied  brick  pavements  and 
liighways  of  the  National  Paving  Brick  Association  call 
for  expansion  joints  of  a  "prepared  bituminous  material  that 
will  remain  pliable  at  all  temperatures  to  which  it  may  be 
subjected  as  a  paving  hller."  It  must  be  "made  into  strips 
of  suitable  length,  depth  and  thickness"  and  "should  be  laid 
in  the  pavetnent  as  the  bricks  are  being  laid." 

ELASTITE  meets  every  requirement  in  a  manner  that  saves 
the  contractor  a  lot  of  money  on  every  job. 

WRITE  FOR  SAMPLE  AND  LITERATURE 
Address  Elastite  Department 

The  Philip  Carey  Company 

WINNIPEG  TORONTO  MONTREAL 


Tenders 
Wanted 

should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
''Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Tenders  and  For  Sale  Department 


Concrete  Mixers 


Large  company  in  Middle  States  making  con- 
crete mixers  wants  selling  agents  for  Canadian 
territory.  Good  working  arrangement  and  sub- 
stantial assistance  will  be  given  to  reliable  ag- 
gressive agents.  Box  279,  Contract  Record,  To- 
ronto. Ont.  1-4 


Quarry  Machinery  Wanted 

Two  gang  saws  and  one  planer  in  good  working 
order. 

F.  ROGERS  &  COMPANY, 

1193  Queen  Street  West, 
\.'>  Toronto,  Ont. 


School  Tenders 


Tenders  for  all  trades  in  connection  with  the 
erection  of  addition  to  St.  Joseph's,  St.  Clare's, 
and  St.  Anthony's  Separate  Schools  and  new 
school  for  St.  Monica's  Parish,  for  the  Separate 
School  Board  for  the  City  of  Toronto,  will  be 
received  until  5  p.m.,  Wednesday,  January  26, 
1916,  at  the  office  of  the  Board,  67  Bond  Street. 

Tenders  to  be  submitted  on  forms  supplied 
and  to  be  addressed  to  E.  F.  Henderson,  Chair- 
man of  Sites  and  Buildings  Committee,  and  to 
be  accompanied  by  a  marked  cheque  for  10  per 
cent,   of  the  amount  of  tender. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Architect,  Charles  J.  Read,  Rooms 
203-4  Confederation   Life   Building,  Toronto. 

52-2-3 


Tenders  for 

STREET  CARS 


Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon, 
on  Tuesday,  February  1st.  1916,  for  the  supply 
anil  delivery  of :- - 

Tender 
Numbers 


Street  Cars,  Complete   70 

'  Street  Car  Bodies   70-A 

Street   Car   Trucks                                    ...  70-B 

.Street   Car   Motor  Equipment    70-C 

Streetcar  .\ir   Brake  Equipment    70-11 

Copper  Cables  for  Street  Car  Work..    ..  70-E 

Street  Car  Fare  Boxes   70- F 


Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  be  obtained  at 
the  Works  r)«partment,  Room  12,  City  Hall.  Ten- 
ders must  comply  strictly  with  conditions  of  City 
By-law  as  to  deposits  and  sureties,  as  set  out  in 
specifications  and  forms  of  tender.  The  lowest 
or   any   tender   not   necessarily  acce|)ted. 

T.  L.  CHURCH,  Mayor, 

Cliairinan,  Board  of  Control. 

Toronto.   Uecember  .".Oth.  1915.  F 


Notice  to  Contractors 


Cast  Iron  Pipe 

Sealed  tenders,  addressed  to  the  Chairman  of 
the  Water  Works  Committee,  will  be  received 
by  registered  post  by  the  Secretary  of  the  Water 
Works  Committee,  City  Hall,  Ottawa,  up  to 
4  p.m.,  Monday,  January  24th,  1916,  endorsed 
"Tender  for  Cast   Iron  Pipe." 

Any  tender  received  after  the  above  stated  time 
will  be  declared  informal. 

Specifications  and  full  information  may  be  ob- 
tained on  application  to  the  City  Engineer's 
Office. 

The  Corporation  does  not  bind  itself  to  ac- 
cept the  lowest  or  any  tender. 

R.  L.  HAYCOCK, 

.\cting  W.  W.  Engineer. 

City  Hall,  Ottawa, 

January  10th.  1916.  2 


Late  News  Items 

Calgary,  Alta. 

A  petition  has  been  presented  to  the 
City  Council  asking  for  the  construction 
of  a  concrete  bridge  over  the  Bow  River 
at  Ninth  Street  W.    Clerk,  J.  M.  Miller. 

Cobden,  Ont. 

A  by-law  has  been  carried  authorizing 
the  expenditure  of  $20,000  on  the  pur- 
chase of  a  site  and  the  construction  of 
plant  and  equipment  for  a  hydro  electric 
system.    Clerk,  J.  R.  Warren. 

Grand'Mere,  Que. 

The  Town  Council  have  extended  the 
time  for  receiving  tenders  on  the  supply 
of  electrical  equipment  until  January 
14th.    Secretary,  Louis  Berube. 

Grey  Township,  Ont. 

The  Trustees  of  School  Section  No.  10 
are  considering  the  erection  of  a  school 
at  an  approximate  cost  of  $5,000.  Archi- 
tect not  yet  appointed.  Secretary,  Wil- 
liam Whitfield.  Brussels,  Ont. 

Halifax,  N.S. 

Work  has  been  started  on  the  con- 
struction of  a  wharf  for  the  Furness 
Withy  Company,  Water  Street.  The  ma- 
sonry, carpentry  and  roofing  contract 
have  been  awarded  to  the  general  con- 
tractors, Nova  Scotia  Construction  Com- 
pany, 1.59  Upper  Water  Street.  Remain- 
ing contracts  will  be  let  in  the  spring. 

Hepworth,  Ont. 

A  by-law  has  been  carried  providing 
for  the  loan  of  $12.000 'to  the  Hepworth 
.Silica  Pressed  Brick  Company,  Bruce 
Street,  for  the  construction  of  a  brick 
manufacturing  plant.  Manager,  C.  S. 
Block. 

Highgate,  Ont. 

I'ians  will  be  prepared  at  once  for  the 
installation  of  a  hydro  electric  system, 
estimated  to  cost  $7,000.  The  by-law 
authorizing  the  construction  has  been 
carried. 


North  Caradoc,  Ont. 

The  erection  of  a  school  is  being  con- 
sidered by  the  School  Trustees.  Esti- 
mated cost,  $5,000.  Architect  not  yet 
appointed.  Reeve,  T.  G.  Turnbull,  Ko- 
moka,  Ont. 

Regina,  Sask. 

The  Imperial  Oil  Company,  Limited, 
Dominion  Bank  Building,  Toronto,  have 
secured  a  site  between  Winnipeg  Street 
and  the  Canadian  Pacific  Railway,  and 
propose  to  commence  immediately  the 
construction  of  an  oil  plant.  The  railway 
companies  are  making  arrangements  for 
the  construction  of  the  necessary  track- 
age and  the  city  for  sewers  and  water- 
mains.    Approximate  cost,  $600,000. 

Sault  Ste.  Marie,  Ont. 

The  brick  residence  owned  by  A.  C. 
Boyce,  M.P.,  has  been  destroyed  by  fire. 
Loss  is  heavy. 

Shawville,  Que. 

Tenders  on  the  installation  of  interior 
fittings  at  the  Post  Office  will  be  received 
until  4  p.m.,  January  18th,  by  R.  C.  Des- 
rochers,  Department  of  Public  Works, 
Ottawa.  Plans  and  specifications  with 
John  Shaw,  Clerk  of  \/orks,  Shawville, 
and  at  the  Department. 

Woodstock,  Ont. 

The  by-law  providing  for  the  construc- 
tion of  extensions  to  the  storm  sewer 
system  has  been  carried.  Work  will 
probably  be  carried  on  during  the  winter. 
Engineer,  J.  F.  Ure.  Estimated  cost, 
$25,000. 

Wyoming,  Ont. 

A  by-law  has  been  carried  authorizing 
the  construction  of  a  hydro  electric  sys- 
tem at  an  approximate  cost  of  $6,000. 
Plans  will  be  prepared  at  once  and  work 
will  commence  in  the  spring.  Town 
Clerk,  H.  G.  Taylor. 


Cut  Down  the  Water  Bill 

For  plants  that  are  using  town  or  city 
water,  one  way  to  cut  costs  is  to  ob- 
tain a  private  source  of  supply.  A  com- 
pany in  Dayton,  Ohio,  recently  saved 
enough  in  only  a  few  months,  after  in- 
stalling its  own  deep  well  and  pumps, 
to  pay  for  the  equipinent. 

Not  always  can  water  be  secured  in 
this  way  which  is  as  well  suited  to  boiler 
use  or  for  tempering  as  the  municipal 
supply,  but  when  the  quality  is  satis- 
factory, the  saving  is  likely  to  be  con- 
siderable. Then,  too,  with  a  private 
supply  there  is  an  added  security  that 
comes  of  having  an  independent  source 
in  case  of  fire. 

Deep  wells  are  often  pumped  by  com- 
pressed air.  The  method  is  known  as 
the  air  lift.  In  this,  an  air  line  within 
the  well  pipe  discharges  compressed  air 
at  the  bottom  of  the  well.  These  air 
bubbles  lift  the  water  with  them  as  they 
rise  to  the  outlet  pipe. 

Sands  and  solids  in  the  water  are  no 
detriment  with  the  air  lift  pump.  In 
fact,  the  air  lift  draws  them  out  and 
thus  enlarges  the  water  bearing  cavity 
and  so  increases  the  flow  of  water. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 

npHIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  **Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "  MADE  IN  CANADA " 
Write  us  for  prices. 

The  John  IngUs  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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IF  IT'S  GOOD  ENOUGH  FOR  THEM- 


OFFICIALLY  ADOPTED 
BY  THE  GREATEST 
ELECTRICAL  ASSOCIATION 
IN  THE  WORLD. 


OVER  360,000 
COPIES  SOLD. 


—IT'S  GOOD  ENOUGH  FOR  YOU 

-  FLEXIBLE  LEATHER  COVER— POCKET  SIZE— SENT  ON  RECEIPT  OF  $L00 
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Made  in  Canada 


Some  Cost  Figures 
from  England— 

Some  of  the  most  important  road  statistics  yet 
gathered  have  been  compiled  by  J.  A.  Brodie, 
an  eminent  engineer  of  Liverpool,  England, 
and  are  published  in  the  annual  report  of  the 
New  York  State  Highway  Commission. 
Under  a  traffic  of  130,000  tons  per  yard  width 
per  year,  Mr.  Brodie  reports  that  in  his  experi- 
ence waterbound  macadam  will  last  one  year, 
tar-sprayed  macadam  two  years,  and  pitch  mac- 
adam eleven  years.  The  annual  cost  per  square 
yard,  including  capital  charges,  is  18c  for  wa- 
ter-bound macadam,  12c  for  tar-sprayed  mac- 
adam, 6.6c  for  pitch  macadam.  One  cent  ex- 
pended on  waterbound  macadam  yields  3.8  ton 
miles  of  traffic  per  yard  width;  one  cent  ex- 
pended on  tar-sprayed  macadam  yields  5.7  ton 
miles,  and  on  pitch  macadam,  10.3  ton  miles. 
Expressed  in  another  way,  the  cost  per  100  ton 
miles  of  traffic  is  36.4c  for  waterbound  mac- 
adam, 18c  for  tar-sprayed  macadam,  9.6c  for 
pitch  macadam. 

Similar  results  are  exhibited  by  Engineer  Cul- 
lan  of  Belfast,  Ireland. 

In  this  country  tar-sprayed  macadam  is  known 


Wellington  Street,  Stratford,  Ont. 

Tarvia  Filled  Macadam 


as  "Tarvia-B"  work.  "Tarvia-B"  is  a  light 
grade  of  specially  refined  tar,  which  is  liquid 
while  cold  and  may  be  applied  to  an  old  mac- 
adam road  from  a  modified  sprinkling  cart.  It 
bonds  the  surface  stone  together  in  a  film  of 
tough,  plastic  tarvia  concrete,  greatly  increas- 
ing the  durability  of  the  road  at  trifling  cost. 

The  counterpart  of  pitch  macadam  in  this 
country  is  "Tarvia-X"  work.  "Tarvia-X"  is 
a  very  dense  viscid  compound  which  is  applied 
hot  to  the  broken  stone  in  the  course  of  the 
construction  of  the  road.  It  fills  the  voids  and 
encloses  the  stone  in  a  tough,  waterproof  mat- 
rix, adding  but  little  to  the  cost  but  multiply- 
ing the  durability  of  the  road- many  fold. 

Labor  costs  are  higher  in  this  country  than  in 
England.  All  three  kinds  of  road  would  cost 
more  in  this  country,  but  the  relative  superior- 
ity and  cheapness  of  roads  that  have  been 
bonded  with  Tarvia  has  been  repeatedly  dem- 
onstrated in  this  country,  with  results  parallel 
to  the  English  experience. 

Booklet  on  request.  Address  our  nearest  office. 


Special  Service  Department. 


Tliis  Company  lias  a  corps  of  trained  engineers  If  you  will  write  to  the  nearest  office  regarding 

and  chemists  who  have  given  years  of  study  to  road  problems  and  conditions  in  your  vicinity  the 

modern  road  problems.    The  advice  of  these  men  matter  will   have  prompt  attention, 
may  be  had  for  the  asking  by  anyone  interested. 


THE  PATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 


THE  C  A  RRITTE- P  ATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  S.  SVDNEr,  N.  S. 
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The  Ideal 
Crane 
Trolley  ^->- 
Northern 
"Type  E" 


Light  Electric 
Hoist  Crane 


CRANES 


MADE  IN 
CANADA 
OF  ALL  TYPES,  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Cranes 


Northern  Crane  Works,  Limited, 


WALKERVILLE, 
ONTARIO 


Water  Supply 

from 

Deep  Wells. 

is    obtained   at  a  mini" 
mum  cost  by  use  of  ou 
deep  well  pumps. 


Write  for 
Uulletni  2b 
explaining^ 
the  use  ot 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana^^  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


MALACCA  DRAIN  CLEANING  RODS 

Tlic  lloxiljlc  ni:ilacc;i  cine  clcanin^r  rods  rcplaci;  tlie  expensive  work  of 
tcarinif  >ip  lloors,  etc..  to  clean  drains,  boiler  tubes,  cable  conduit,  etc. 
I'lK-y  have  a  thousanri  uses—write  us. 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 


CONTRACTORS'  LOCOMOTIVES 


Best  results  are  obtained  from  a  locomotive 
only  when  designed  and  built  to  meet 
special  service  requirements. 

Our  standard  Contractors'  locomotives 
were  designed  after  a  careful  study  of  the 
conditions  under  which  they  must  operate. 

Every  piece  of  material  entering  into  their 
construction  must  undergo  a  thorough  test  and 
conform  to  the  same  specifications  required 
for  the  largest  locomotives.  Only  the  best 
materials  are  used,  insuring  long  life  and 
satisfactory  results. 

Write  us  when  you  want  a  locomotive. 

MONTREAL  LOCOMOTIVE  WORKS,  LIMITED 

DOMINION  EXPRESS  BUILDING.  MONTREAL,  CANADA 


1^  A  f  f   C  Relaying 

£\,/\,lJ^O  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore^  Toronto 
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Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

1  664 

Pbonei,  Office  North  {  665     EveningB,  North  2107 


The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efificiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Crushed  Stone 

For  Contractors 

Sizes  3/4,  1,  2  and  3  inches 
and  dust. 


Apply  to — 

Secretary's  Office, 

McGill  University, 

MONTREAL 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Aeents:     Mussens  Ltd,  Montreal 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

We  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  :-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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BOOKS 


for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 


British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    4f^3  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in    1915   by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   3(54  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.    50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  189G 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
Sl.Ol-. 

Sanitation  of  Public  Buildings,  by  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages, 
Price  50  cents. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.00. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  J915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Ijlill  Book  (Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 
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KERR 

Gate  Valves 

and 

Fire  Hydrants 

"MADE  IN  CANADA" 


This  Plant  is  devoted  entirely  to  the  manufacture 
of  Valves  and  Hydrants  of  approved  quality  and 
design. 

Now  is  the  Time 

to  shovs^  your  patriotism,  and  prove  to  yourself  and 
others  that  KERR  valves  and  hydrants  are  equal 
in  quality  and  workmanship  to  any  made  elsew^here. 

Break  the  Habit 

of  buying  foreign  made  valves  and  hydrants,  and 
get  acquainted  w^ith  our  goods,  w^hich  you  have 
perhaps  imagined  w^ere  not  quite  equal  to  the  for- 
eign made  article. 

Remember 

that  every  dollar  spent  in  Canada  for  Canadian  made 
goods,  is  a  contribution  toweirds  renewal  of  prosperous 
times,  and  the  support  of  Canadian  workmen  and  institu- 
tions. 

When  you  spend  the  dollar  with  us  you  get  full  value 
in  return. 

Write  for  our  Catalogue  No.  S. 

The  Kerr  Engine  Co.^  Limited 

WALKERVILLE,  ONTARIO 
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Ormsby  -  Lupton 
Steel  Sash 


Maximum 
of  Light 

Improved 
Glazing  Clips 
and  Pins 


Prompt 
Deliveries 


r 

n 

1 

\ 

1  1 

Mil 

II  1 

1 

Fire 
Protection 

Double 
Weathering 
on 

Ventilators 

Reasonable 
Prices 


A.  B.  Ormsby  Company,  Limited 

.      .  ,  .    ...  TORONTO 

Associated  with 

The  Metal  Shingle  &  Siding  Co.,  Limited 

Preston      Montreal       Winnipeg       Saskatoon  Calgary 


Keith 

Fans 


The  oppor- 
t  u  n  i  ty  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "  Keith"  being- proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office:  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


DUMB  WAITERS 

Roelofson  self  retaining 
dumb  waiters  are  fast  re- 
placing the  old  styles. 

They  are  so  constructed  that  they  will 
hold  the  car  stationary  at  any  point 
desired  without  the  use  of  brake  or 
rope  clamp. 

We  will  furnish  drawings  and  estimates 
of  costs  for  special  machines  to  be  used 
as  wall  hoists,  freight  or  invalid  eleva- 
tors. 

Roelofson  Elevator  Works 

Gait,  Ont 


Galvanized 
Steel  Tanks 


Reservoir  Tanks 
Water  Tanks 
Dipping  Tanks 
Toat  Pans 
Oil  Storage 
Tank  and 
Measuring  Pumps 


Prices  quoted  promptly  on  heavy  gal- 
vanized steel  tanks  for  every  purpose. 

Wayne  Measuring  Systems  for  handling 
your  gasoline  and  oils  will  save  you 
money. 

Wayne  Oil  Tank  &  Pump  Co, 

Limited 

Woodstock,  Ont. 
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THE  PREMIER  ROAD  DRESSING  and  BINDER 


'FLUXPHALTE"  is  as  easily  applied  as  any  binder  and  gives  far  better  results. 

Write  for  copy  of  our  New  Booklet 


"FLUXPHALTE"  is  a  heavy 
road  oil  containing  80  per  cent, 
of  solid  pure  bitumen  combined 
with  sufficient  liquid  bitumen  to 
bring  it  to  a  proper  consistency 
for  road  dressing.  It  is  absolutely 
free  from  greasy  oils. 

This  asphalt  macadam  binder 
which  we  are  introducing  into  Can- 
ada has  stood  the  test  of  time  and 
is  offered  to  the  municipalities  of 
the  Dominion  with  the  highest  re- 
commendations of  critical  road  en- 
gineers in  Great  Britain. 

Today  the  heavy  traffic  on  roads 
has  found  the  old  water-bound  mac- 
adam unsuitable,  and  in  order  to 
provide  a  binder  and  dust-layer 
which  will  stand  up  under  these  new 
conditions,  "FLUXPHALTE"  has 
been  placed  on  the  Canadian  market. 


THE  ASPHALT  &  SUPPLY  CO.,  LTD.,  103-7  Board  of  Trade  Bldg.,  MONTREAL 


Sales  Offices 
Welland  •  Ontario 

Cobalt  Ontario 
7  Bank  Street  Chambers 

Ottawa 
417  New  Birks  Buildins 
Montreal 


STANDARD  STEEL 


Beams — Channels 
Angles— Plates 

Always  in  Stock  CONSTRUCTION  CO. 
Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


As  exclusive  manu- 
fadurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples— Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

(Manufacturers  of  Enameled  Brick  exclusively) 
1182  Broadway,  New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Woodhouse  Chains  for  Contractors 
and  Engineers  have  a  great  record 

Thousands  of  experiments  covering  a 
term  of  many  years,  working  in  rock, 
gravel,  coal  banks  —  in  construction 
work  of  a  hundred  different  sorts — have 
demonstrated  one  great  truth: 

That  Woodhouse  Chains  are  Best 
by  test  and  enduringly  satisfactory 

They're  made  from  specially-rolled, 
double-refined  iron  of  the  finest  pos- 
sible quality  for  their  special  require- 
ments. They  stand  a  lot  of  terrific 
usage  and  while  they  do  break  and  wear 
out,  the  book  of  costs  shows  that  the 
chain  expense  of  those  who  use  them  is 
lessened  after  Woodhouse  Chains  are 
adopted. 

Send  for  catalogue  and  prices 

Woodhouse    Chain  Co.,  Trenton,  N.  J. 

Specialists  in  Crane,  Cable,  Conveyor,  Dredge,  Steam  Sliovel,  Blocl< 
and  other  chciins,  standard  measurements  or  made  to  me<isure. 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Bllmrhg  Materials 


Big  satisfaction  with 
"Empire"  Corrugated  Iron 

It  always  gives  you  a  perfect  job,  because 
every  sheet  is  true  and  straight,  absolutely 
uniform  and  snug-fitting.  "EMPIRE" 
CORRUGATED  IRON  is  made  from 
tried  and  proven  metal.  Talk  the  value  of 
fire-proof,  repair-free  conslruclicn  and  use 
"Empire"  brand  and  you've  got  a  money 
making  combination. 

Write  today  for  catalogue  and  price*. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturers  Winnipeg 


-ifliiallliilil-ilimi 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl.  ; 
with  bags,  $2.25;  car  lots,  $1.50  on  the  track, 
with  pkgs.,  $1.90. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff. 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $.S.50  on 
the  cars,  delivered  .$9.50;  "Tapestry"  brick, 
imported,  $25  to  $.35;  local  Rug.  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding.  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED   STONE,   SAND,    AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2-in.,  $1.05;  1-in..  $1.10;  ^-in., 
$1.10;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 68c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices    (wholesale)  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  bv  8-in.. 
$29:  1-in.  by  10-in..  .$30;  1-in.  by  12-!n.,  $.30 
to  .$32;  2-in.  by  4-in,  to  13-in.  white  pine. 
12  ft.  to  16  ft.  lone.  $26  to  $.31:  Vf.  by  6 
and  10-in.  pine  shelvine.  $3.3  to  .$.36;  Ya  x 
12-in.  pine  shelvine.  .$45;  No.  1  white  pine 
flooring.  $.35;  No.  1  spruce  flooring,  $27;  Np. 
1  pine  decking  D  2  S.  $28;  spruce  decking. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto.  .^32;  nine  trim  4-in.  casing, 
$1.75  ner  100  ft.:  5-in.  ditto.  $2:  Sin.  pine 
base.  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

ShinMes— XXX  B.  C.  <;hinglrs  $3.35:  N.  B.  rytras 
.«4;  N.  B.  clears  S3.fi5:  No.  1  pine  lath  $6  00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (V..  C.  Fir)— 8  x  8.  10  x  10, 
10  X  12,  12  X  12,  12  X  14.  8  x  10,  8  x  12. 
10  X  14.  14  X  14,  8  X  14.  12  x  16,  14  x  16, 
16  X  16,  .1!32.  retail  $.37:  10  x  16.  14  x  18, 
16  X  IS,  $30;  S  X  16.  .$.34  ;12  x  18.  IS  x  18. 
S.33;  16  X  18,  14  x  20,  16  x  20.  .$,33;  8  x  IS, 
S.34;  12  X  20,  18  x  20,  $33:  10  x  20.  ,$,34; 
S  X  20,  .$.35;  14  x  22.  $.34;  16  x  22.  18  x  22, 
20  X  22.  22  X  22.  $.35:  12  x  22.  .$.34;  10  x  22. 
$.35:  S  X  22.  14  x  24.  IS  x  24,  20  x  24.  22 
x  24.  24  X  24,  12  x  24,  $.36;  10  x  24,  $37. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed. $2  .50;  structural  sections  $3.00;  small 
sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.eO-$3.10  per 
100  lbs. ;  '4  in.,  5/16  in.  and  ^  in.,  $2.75 
per  100  lbs. :  gauge  plates.  No.  10.  .$3.10, 
N'o.  12.  $.3.15.  No,  14.  .$3.05  per  100  lbs.; 
black  Amf  iran  bessanicr  plates,  28  gauge, 
$3,.35  per  100  lbs. 

Galvanized  iron— 28  gauge  $5.25, 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o  b. 
Toronto;  4  in,  $.34  per  net  ton;  fl-in.  to  12 
in.  $.33:  12  in  up  $.32  ,50,  with  $1  extra  for 
eai  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in, 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9,90  per  100  lbs. 
Boiled  linseed  oil — in  bbls,,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal.;  red  lead, 
dry,    $10    per    100    lbs.;    putty    in  bulk, 
$.3.50  per  100  lbs.;  in  100-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs.;  steel 
sash  putty,  $4,50  per  100  lbs, ;  turpentine,  in 
bbls.,  86c.  per  Imp,  gal,,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2,00  steam  car  load  lots,  including 
sacks. 

Lime — Hydrated,  $12  per  ton ;  lump,  $8. 

Brick — No,  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in,  34c;  12-in.  40c;  15-in, 
60c;  18-in.  74c.  Reinforced,  18-in.  00c;  21- 
in.  $1;  24-in.  $1.20;  30-in,  $1.60;  36-in,  $2,40; 
42-in,  $3;  48-in,  $4,20. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Crushed  Stone — 2  in.,  $1.40;  M-in.,  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each ;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5.  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft..  Ic.  per  ft.;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  60q. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
.$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  $6.26;  14-foot,  single  $6.20, 
double  $6.80;  16-foot,  single  $6.74,  double 
$7.34;  18-foot,  single  $7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82.  double  $11.42; 
.30-foot,  single  $11.57,  double  $12.17, 

STEEL  AND  IRON 
Steel  angles — 3-in,  x  3  in,  and  up,  $3.00.  1  in. 
X  1  in.  X  in,,  25c.  extra;  J4  In.  x  }4  in. 
X  ^A.  in.  50c.  extra.  Boiler  plates — ^  in. 
thick  and  thicker,  $2.75.  Circular  plates — 
Flange  qualitv.  .30  in.  dimensions  and  over, 
$3.25;  under  30  in.  dimensions,  .$3.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.55; 
.15  lbs.  per  yd.  and  over,  $3.00;  f.o.b,  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4. 10;  28  gauge,  $3  75  per  »q,  net  caih.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S, 

gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in,,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each,  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2^  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6.00,  $8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $7.50  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
16c  basis  per  pound;  British  manilla,  13j4c 
basis;  African  hemp,  IS'Ac;  sisal  rope,  ll^^c 
basis;  lath  yarn,  1054c.  Boiled  linseed  oil — 
in  barrels,  86c.  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  barrels,  83c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — G/ey,  34  cents  per  bushel ;  white,  32  cents, 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED   STONE,    SAND,   AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del. 
south  of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel— Per  yd.,  delivered,  $1.85. 
Crushed  Granite— 1^  arid  2-in.,  $2.65;  ii-in.  and 
1-in.,  $2.90;  M-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in,,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in,,  $28;  6 
in,,  $32;  No,  1  and  2  fir,  edge  grain,  3  in,, 
.$60;  4  in.  and  6  in,,  $55:  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in,,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in,,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $106;  12  in,, 
$110;  pine  trim  4-in,  casing,  $3,70  per  100 
ft.  -in.  ditto,  $4,40;  8-in.  pine  base,  $6; 
10-in,,  $7;  4-in.  pine  window  stool,  $7,50. 

Shingles— No,  1  B.  C.  cedar,  $4;  No.  2,  $3,60; 
No,  1  B.  C.  cedar  dimension,  $5.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round  bars,  $2.35  per  100   lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  loti, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  53) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twitted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouce  Stocks : 

Sales  Offices  : 

SYDNEY,  N.  S. 

SYDNEY,  N.  S. 

Mills  and  General 

MONTREAL.  QUE. 

MONTREAL 
112  St.  James  St. 

Offices : 

TORONTO.  ONT. 

TORONTO 
18  Wellington  St..  E. 

SYDNEY,  N.  S. 

FT.  WILLIAM,  ONT. 

WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 

Hardwall  Plaster 

"Pillar  Brand"  hardwall  plaster  is  made  from  the  purest  Nova 
Scotia  Rock,  calcined  and  prepared  by  expert  workmen  under  experi- 
enced supervision. 

"Pillar  Brand"  plaster  is  mixed  with  the  highest  grade  goat  and  cat- 
tle hair,  thoroughly  washed  and  specially  prepared. 

We  also  make  cement  plaster,  whitewall  finish,  plaster  of  paris,  and 
land  plaster.    Shipments  by  rail  or  water. 


Write  us  for  prices. 


The  lona  Gypsum  Co.,  Limited 

Head  OMce,  Sydney,  N.  S.  Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  (56' 

SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  C  in.,  IS'/i  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  ?1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pain'  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  e.xtra  ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house ;  $9  to  $11  in  car  lots  f.o.b.  Van- 
couver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
liouse  ;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house;  fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED    STONE,    SAND,   AND  GRAVEL 

Crushed  stone— 2-in.,  $1.40;  1-in.,  $1.50;  H-in., 
$1.50,  all  f.o.b.  scows. 

Sand — Brick  and  plaster  sand  $1  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 

Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
IG  X  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  .cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel  —   (round  and  square  bars)   $2.90  base; 


twisted  and  deformed, 
tions  $3.75  to  $4.50. 

Galvanized  iron — 28  gauge, 


1.90 ;  structural  sec- 
3.25  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $3.95  per  100 
lbs. 

Steel  channels  and  beams,   angles  and  plates — 

$3.75  to  .$4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  12140  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$L05  ft.;  18-in.,  $L25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25   (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing   Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis ;  2nd  grade, 
liyic  basis;  sisal  rope,  12%c  basis. 

PAINTS  AND  OILS 
Mixed  paint — per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $10.80  to  $13.75  per 
100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.16  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.14  per  gal.;  red  lead, 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


James  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 


Canada  Iron  Foundries,  Limited 


CAST  I ROK  FI PE 


Head  OfBce 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Moorins:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 

Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  I"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


1 

Clams  for  excavating  and  rehandling         Steel  Leg  Derricks 
Sizes  'A  yd.  upwards  Capacity  5  to  50  tons. 

M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Works:  WELLAND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B. 

KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipeg.Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Electrical 
Mechanical 

Directory  of  Engineers 

Contractors 

Special 

Interests 

Chipman  &:  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Wwer  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


The  John  Gait 
Engineering  Co.,  Ltd. 

Consulting,  Civil  and 

Sanitary  Engineers 

General  Municipal  Engineering 

...  f  Waterworks,  Sewerage 
Specialties:  ■{         ,  .     ,  .  ,  . 

I  and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
U'A   Gosford  St.  MONTREAL 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Robert   W.  Hunt, 
President. 

Thos.  C.  Irving,  Jr. 
Vice-Pres. 


Charles  Warnock, 
Mgr.  &  Treas. 

Jas.  W.  Mofltat, 
Secretary. 


Robert  W.  Hunt  &  Co. 

Limited 

Engineers 

Bureau  of  Inspection 
Tests  and  Consultation 

Head  Office  and  Laboratories 
905  McGill  Bldg.       -       Montreal,  Que. 
Branches 

Traders     Bank     Building,     Toronto,  Ont. 
Standard    Bank   Building,  Vancouver 
Norfolk  House,  Laurence  Pountney  Hill, 
London,  E.C. 


ANdLlNS 

CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK 
LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
QARBAOE  Am)  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Plione  Office  and  Works  : 

Main  904-905  62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Contultinit  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 


POWER  BLDG. 


MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG..  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


The  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

DikenianSurveyorCo.,^tdi*orS 


Tp[Mg.C0PYRIGKrS&J1^ 


STANLEY  LIQHTFOOT 

nCC'O  PATENT  (OLICITOR  AND  ATTOHNIV 

LUMSDEN   BLDG.{"J  y^^i")  TORONTO. 

Ntw  BOOKLET  OF  COMPLETE  INFORMATION  FREE 

M.NT.ON    TH..    PA..I»>  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  Weal, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittsburgh  and  i 
Chicago ;  Glasgow  and  London,  Eng. 
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TRADE 


STANLEY 


MARK 


Stanley's  Gra- 
diometer  saves 
much  time  in 
Railway  and 
Drain  a  g  e 
Works.  Can  be 
divided  to  read 
either  ordinary 
or  percentage 

fr  ad  i  e  n  t  s. 
llustra  ted 
pamphlet  on 
appli  cation. 


The  Largest  Manufacturers  of  Surveying 
and  Drawing  Instruments  in  the  World. 

Drawing  Office  Stationery  of  all  kinds  sup- 
plied on  the  most  favorable  terms.  A  very 
large  stock  kept. 

Please  send  for  our  catalogue  "K  91"  and  compare  our 
prices  with  those  of  other  first-class  makers. 

W.  F.  Stanley  &  Co.,  Limited 

286  High  Holborn,  LONDON,  ENGLAND 


The  Maritime  Bridge 

Company,  Limited 

Successor*  to 

Wm.  P.  McNeil  &  Company,  Limited 


Manufacturer*  of 


Bridges — Steel  Buildings 
Roof  Trusses — Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

OHice  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 
Co..  Ltd. 

50,000  gallons.  149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

!)45  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds;  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connedions.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 

.jWhal  are  you  doing 

•  toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

h  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 

Canadian  Return  Bend  Heater 

Our  Catalogue  ig8-i2 gives  full  information 
about  heating  systems  in  general  and  the 
Canadian  Fan  System  in  particular.  Write 
for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Berlin  Ontario 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


Standard  color, 
sterling  quality^ 
uniformity  of 
shadCf  extreme 
beauty — these 
things  you  must 
think  of  when 
you  think  of 


(TRADE  MARK  RE6.U.S.PATENT  OFFICE) 


The  distinctive  RED  brick,  made 
from  the  distinctive  material — 
Bradford  Red  Shale  which  we 
control. 

'  BRADFORD  REDS",  a  tiade  name 
to  distinguish  our  smooth  brick, 
which  is  made  dry  pressed  in  both 
standard  and  Roman  sizes  with 
ornamentals  carried  in  stock. 
They  are  also  made  impervious  in 
standard  size  only.  They  are  ideal 
brick  for  any  building-  where  RED  is 
the  color  desired  and  quality  is  the 
first  consideration. 

"Bradford  Ruffs",  the  trade  name 
for  our  rough  textured  brick,  the  ideal 
brick  for  bungalows,  garden  walls 
and  rustic  effects. 


"The  Red  Brick  People 


BRADFORD  PRESSED  BRICK  CO. 

William  Hanley,  President 

BRADFORD,  PA. 

We  also  make  Fire-proofing, 
Holloio  Brick  and  Hollow  Block. 


January  12,  1916 
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A  Self^Rotating 

"One  Man" 

Steam  Drill 


The  "Steam  Plugger" 


Try  One  on  Trench  Work 

CANADIAN  INGERSOLL  -  RAND  CO.,  LIMITED 

MONTREAL,     -  CANADA 

Toronto       Winnipeg       Vancouver        Nelson        Cobalt       Timmins  Sydney 
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When  You  Want  Dependable  Wire  Rope 
For  Any  Service  Try 


"DOMINION 


We  recommend  it  without  fear,  because  we  know  the 
satisfaction  it  has  been  giving  for  years. 


Let  us  quote  you  for 

SHELL  BOX  HANDLES 

The  Dominion  Wire  Rope  Company,  Limited,  Montreal 

St.  Catharines  and  Winnipeg 


ROCK  DRILLS 


'Little  Giant" 


High  Work  Capacity — Low  Power  Consumption 
Runs  under  the  most  adverse  conditions 
Low  Repair  Cost 

We  recommend  'ANDREWS"  Drill  Steel 


For  use  with       Q:^^^^^^^^^   Rock  Drills 

TRADE  MARK. 


Where  the  service  is  continuous  and  exacting 
— we  recommend  our  dependable 

Centrifugal  Pumps 


In  our  various  warehouses  we  carry 

Railway  and  Contractors'  Supplies 

of  all  classes. 


F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:— St.  Catharines,  Ont. 
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GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  l™ 

GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 
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Steel  Plate  Work 

Oxy- Acetylene  Welding  and  Cutting 


A  section  of  Toronto's  New  Intake 


Thor  Iron  Works,  Limited 

Foot  of  Bathurst  Street  TORONTO,  ONT. 


Spruce  Dimension 

in  any  sizes  up  to  12-in.  and  in  any  lengths  up  to  3o-ft. 

Also  Random  lengths  in  plank  and  timber. 

Spruce  treated  by  the  Kyanizing  process  to  preserve  it 
from  decay  a  specialty. 

Send  for  Illustrated  Booklet  and  Prices 

BERUN  MILLS  COMPANY 

Portland,  Maine 

(Pounded  1852) 
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28  "Service"  Branches  Throughout  Canada 


BOMlNlotf]  Canadian  Consolidated  ffioMlNloW 
"^^^SS^SBMtSef^    Rubber  Co.,  Limited  Vl^jH^^gj^ 

Montreal,  P.Q. 


RESOLVED! 

That,  quality  and  value 
being  equal,  I  will  give 
preference  during  1916 
to  Rubber  Goods  "  Made 
in  Canada." 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 


ftOMWlOl 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON 

Paving  Mixer 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  10  per  cent  over  any  other  type  of  Machine.  Full  particulars  on  reque.st.  Send  for 
Catalogue  No.  lA. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 


Jaiuiai'y  10,  I'JlG 
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Built  on  SIMPLEX  Piles 


Warehouses— Pittsburgrli  (Pa.)  Terminal  Warehouse  &  Transfer  Co.  Chas.  Bickel,  Architect  and  Engini 


The  Pittsburgh  Terminal  Warehouses  are  splendid  examples  of  modern  building 
structures.  These  buildings  are  carried  on  five  thousand  STANDARD  SIM- 
PLEX Piles,  totaling  31}^  miles  of  length. 

The  Actual  Driving  Time  was  only  Seventy-six  days. 

The  value  of  the  time  saved  by  the  use  of  the  Simplex  System  was  equivalent 
to  the  cost  of  the  entire  foundation. 

Standard  SIMPLEX  Piles 

•  are  specified  for  unreliable  soft  ground,  fills,  city  dumps,  etc.  There  are  other 
types  of  SIMPLEX  PILES  which  are  suited  to  specific  conditions,  but  all 
SIMPLEX  PILES,  if  used  as  specified  by  our  engineering  department,  give  com- 
plete satisfaction.  They  have  been  used  internationally  on  all  types  of  build- 
ings and  re-orders  are  a  large  part  of  our  business. 

Send  for  our  96-page  illustrated  book  on  "Concrete  Piling." 
Be  sure  to  follow  the  "Talks  on  Concrete  Piling." 

Simplex  Concrete  Piling  Company  of  Philadelphia 

Canadian  Representatives 

Simplex  Construction  Company,  Limited 

Coristine  Building,  MONTREAL 

"Simplex  Piles  Drive  to  Firm  Footing" 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works  • 


Architects'  Instruments 
Stanley  Company,  W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Gotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 
Herbert   Morris   Crane   &  Hoist 
Company 


Asphalt 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
Interprovincial  Brick  Co. 
North-Western  Terra  Cotta  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Meatty'Sr  Sons,  M. 
Browning  Company 
<;ieaton  Company,  R.  E. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba   Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
.Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement 

Jiritnell  &  Company 
Canada  Cement  Company 
Interprovincial   Brick  Co. 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

Woodhouse  Chain  Company 

Chain  Blocks 

I^orris  Crane  &  Hoist  Co.,  Her- 
bert 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works. 


Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 
Itrowning  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 


Concrete  Mixers  and  Appliances 

Canadian   Fairbanks-Morse  Cp. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Orpen   Conduit   Company,  Ltd. 
Ric-wiL   Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Contractors'  Lights 
Foster,   W.  L. 


Contractors'   Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Browning  Company 
Can.    Fairbanks-Morse  Company 
Canadian  Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Montreal    Locomotive  Works 
Rock  &  Power  Machinery  Co. 

Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  IT.  W.  Johns-Manville  Co. 
Metallic   Roofing  Company 
Pedlar  People  Limited 
Sarnia  Metal  Products  Company 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Morris  Crane  &  Hoist  Company, 

Herbert 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian   Equipment  Company 
Crushed  Stone,  Limited 
Ilagersville   Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Rock  &  Power  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'.-Xir  Liquide  Society 

Damp  Proof  Coating 

Paterson   Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,   F.  H. 
Marsli  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydratilic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
lirowning  Company 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  II. 
Osgood  Company 

Drills 

(Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

(  anailian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,   B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Elastite  Joints 

Carey   Company,  Philip 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent   &;  Company 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Clielsea  Elevator  Company 
Northern    Crane  Works 
Roelofson  Elevator  Works 
TurnbuU   Elevator  Company 

Enamelled  Brick 

,\nierican     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M.  ' 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo-ge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Rock  &  Power  Machinery  Co. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Cliipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Gait  Engineering  Co.,  John 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  C:o.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 
ICIk  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed    Concrete  Steel  Co. 
(Continued  on  Page  8) 
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Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep,  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 

These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
b  i  n  a  t  i  o  n   with  a 
_  booster  centrifugal 

Jl        LIB        operating     on  the 
'  ^11         same    shaft    at  the 
'i  ^  ■         surface,   to  produce 

a    pressure    in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
13  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 
Write  for  it. 

The  American  Well  Works 

General  Office  and  Works :  AURORA.  ILL. 
Chicago  Office:    First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  -  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 

Edmonton  and  Calgary 
B.  C.  Equipment  Co.,       •  Vancouver.B.C. 


Hammer  Brand" 


Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Why— 
Oh,  Why? 


Why  is  there  danger  in  specifying  "Stand- 
dard  Gauge  "  when  ordering  sheet  metal? 

Why  did  the  "old  time  iron  sheets"  last  so  long? 

Why  do  ordinary  steel  and  iron  sheets  of  today  cor- 
rode so  quickly? 

Why  does  some  sheet  metal  break  in  forming?  . 

Why  is  some  sheet  metal  made  in  an  Open  Hearth 
Furnace  and  other  in  a  Bessemer  Furnace? 

Why  is  sheet  metal  annealed? 

These  questions  and  many  others  equally  perplex- 
ing are  answered  in  the  "Sheet  Metal  Primer"  a 
book  for  the  sophisticated  as  well  as  for  the  unso- 
phisticated. 

If  you  have  never  seen  sheet  metal  made  here's  a 
book  that  is  as  good  as  a  trip  through  a  rolling  mill. 
And  even  if  you  have  been  through  a  rolling  mill, 
this  book  will  throw  a  light  on  some  of  the  things 
you  saw  but  which  you  could  not  understand. 

Every  user  of  sheet  metal  can  procure  a  copy  with- 
out cost  or  obligation. 


Simply  sign  — Tear  off —Mai 


THE  PEDLAR  PEOPLE  LTD. 
OSHAWA,  ONT. 


Send  me  without  cost  or  obligation 
a  copy  of  the  "Sheet  Metal  Primer" 


Name 


Firm 


Address 
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Fire  Escapes 

Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

Goold,  Sliapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 

Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern   Crane  Works 

Hoisting  Apparatus 
Heatty   &   Sons,  M. 
lirowning  Company 
Canadian   Ingersoll-Rand  Co. 
Gillis   &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Morris  Hoist  &  Crane  Company, 

Herbert 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F._  H. 
Marsh  &  Henthorn,  Limited 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr   Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National   Steel   Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Morris  Crane  &  Hoist  Company, 

Herbert 
Northern    Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Iterlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting  and  Pumping  Installations 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co, 

Locomotives 

Canadian  Equipment  Company 
Montreal   Locomotive  Works 

Marble   Working  Machinery 

Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,   C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Overhead  Runwrays 

Morris  Crane  &  Hoist  Company, 
Herbert 

Oxygen 

L'Air   Liquide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe    (Concrete,    Iron   &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


Showing  How  Easy  it  is  for  One  Man 


ILlualration  also  s/iows  the 
G  ^  G  Sidewalk  Door 
Openino  and  Closing  De. 
vice  which  automatic  ally 
Opens  and  closes  doors  as 
hoisting  head  is  raised  or 
telescoped. 


to  perform  the  entire  operation  of  raising  filled  ash 
cans  to  sidewalk  and  lowering  empty  cans  to  cellar. 


'Made  in  Canada" 


Model  "A"  Hoist,  illustrated,  raises 
a  maximum  load  of  500  lbs.  at  a  guaranteed 
speed  of  30  feet  per  minute. 

Operated  from  sidewalk — insuring  full- 
est protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 


'Made  in  Canada" 


When  not  in  use,  hoist  telescopes  and 
no  part  shows  above  street  level. 

Every  hoist  is  subjected  to  thorough 
working  test  before  shipment,  and  is  so  com- 
pact that  it  can  be  shipped  completely  as- 
sembled (not  "knocked  down"). 


Write  to  Nearest  Agent  for  Booklet  and  Prices. 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO..   LTD.,  TORONTO. 
Agents  fo""  Ontario 

WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Agents  for  British  Columbia 


B,  4  S.  H.  THOMPSON  &  CO.. 
LTD.,  MONTREAL 
Agents  for  Quebec. 

W.  T.  GROSE, 
Agent  for  Manitoba.  Saskatchewan, 
Alberta,  Winnipeg. 
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A  Word,  Direct 

to  Canadian  Engineers 
and  Municipalities 

When  planing  your  1916  Sewage  and  Drainage  programme,  we  hope 
you  will  be  guided  by  the  past  experiences  of  other  engineers  and  muni- 
cipal men  and  keep  ever  in  mind  the  desire  to  install  only  a  perman- 
ent conveyor.  Don't  exped  that  imitations  oi  Vitrified  Clay  Pipe 
will  give  you  just  as  satisfadory  service  as  the  genuine  article,  because 
if  you  do  you  will  be  disappointed,  and  mind  you  it  is  necessary  to  buy 
the  best  for  this  purpose.    Its  work  constitutes  the  hardest  kind  of  test. 

Hamilton  Vitrified  Clay  Pipe 

is  guaranteed  by  a  long  established  and  reliable  organization.  It  has  the 
patronage  of  many  of  Canada's  leading  engineers  and  municipal  men. 
May  we  explain  our  proposition  to  you  ? 

The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd. 

Hamilton  and  Toronto 


A  permanent  conveyor  at 
a  low  cost. 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


10 


THE    CONTRACT  RECORD 


Jaiuiary  19,  I'JIG 


CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Pateison  Mfg.  Company 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Rrowning  Company 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 


Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

.Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian    Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pressed  Brick 

Interprovincial   Brick  Co. 

Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  T>. 

Hopkins  &  Company,  F.  II. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Piatt  Iron  Works 

Pumping  Plants  ■ 

Rock  &  Power  Machinery  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian   H.   W.  Jolins-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Revolving  Stone  Screens 

Goodwin,    Barsby   &  Company 


Reinforcements,   Concrete  &  Steel 
Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 


Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Moi  se  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Browning  Company 
Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Montreal   Locomotive  Works 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thor   Iron  Works 
Toronto  Iron  Works 

(Continued  on  page  12) 


MIMICO  sTS 
Sewer  Blocks 


MADE  IN  CANADA 


PATENT  APPLIED  FOR 


are  the  strongest,  most  efficient,  least  expensive,  easiest  laid  segment 
sewer  blocks  made. 

They  are  devoid  of  all  unnecessary  frills — ^just  a  practical,  direct 
method  for  the  elimination  of  all  sewer  difficulties.     They  are 
the  product  of   men  who  are  conversant  with  your  sewer 
problems  and  who  know  just  what  you  need. 

Sewers  made  of  Mimico  Block  will  stand  any  test  to  which 
they  may  be  subjected. 

Mimico  Block  is  made  of  indestructible  vitrifie 
clay  and  is   manufactured  on  special  presses 
which  insure  uniformity  and  safety. 

Details  and  Prices  Upon  Request 

ONTARIO  SEWER  PIPE  CO.,  LIMITED 

Makers  of  the  famous  "Mimico"  brand  sewer 
pipe,  4  in.  to  24  in.  in  stock 

IVIIIVIICO      ->  ONTARIO 
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SWANSEA 

Salt  Glazed  and  VitriHed 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  ^tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 

also 

Chimney  Tops 
Flue  Liningrs 
Wall  Copingr 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow.N.8 

and  St.  JOHNS.EQ. 


^  Se 


wer 


Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections 
are  a  specialty  with  us.  We  also  manufacture  culvert  pipes, 
inverts,  flue  linings,  stove  linings,  fire  bricks,  locomotive  blocks, 
gulley  traps,  range  bricks,  cupola  linings,  wall  coping  and  all  kinds 
of  vitrified  and  fire  clay  goods.     Prompt  shipments  on  all  goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :    St.  Johns,  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Stvirtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

AIcDougall  Caledonian  Iron  VVks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion   Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.   W.   Tohns  Manville  Co., 
Ltd. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Jlclntyre 

Steel   Plate  Construction 

Tlior  Iron  Works 
Toronto    Iron  Works 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley   &  Son,  Geo. 
Rogers    .Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 


Structural  Iron  and  Steel 
Burlington   Steel  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
^IcGregor    tS:  Mclntyre 
I'ittsburgli-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
.Standard   Steel   Construction  Co. 


Surveyor's  Instruments 

Dikenian  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and   Stand  Piptis 

Chicago  Bridge  &  Iron  Works 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsli   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind    Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Tbor  Iron  Works 
Toronto  Iron  Works 


Telescopic  Hoists 

Black  Building  Supply  Company 
("lillis   &  Geoghegan 


Terra  Gotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 

Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Goold,   Shapley   &   Muir  Co. 

Track  Systems   (Hand,   Power  and 
Electric) 

Morris  Crane  S:  Hoist  Company, 
Herbert 

Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sttirtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 

Gent   &  Company 


Water  Softeners 
Piatt   Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co.. 
Ltd. 

Paterson  Mfg.  Company 
Trussed   Concrete   Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse. 
Piatt   Iron  Works 

Welding   and    Cutting  Plants 
L'Air   Liquide  Society 

Well  Drilling  Plants 
American  Well  Works 
Rock  &  Power  Machinery  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Pacific   Coast   Pipe  Company 

Wood  Tanks 

P.icific   Coast   Pipe  Company 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgines,  Hydraulic 
Machinery,  Pumps,  cCTitrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   VVhaels,  Water 

Works  Plants. 


Lachine  Water  Works 
Thraa  million  gallons,  eighty  pounds  domestic,  160  lbs.  fir*. 
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Is  Peak  Load  Increasing? 

The  plant  has  been  growing.  The  day 
load  on  the  boilers  is  already  heavy.  At 
night,  when  the  lighting  peak  comes  on, 
it  is  not  possible  to  keep  up  full  steam 
pressure.  There  is  no  available  space  for 
additional  boilers  and  the  investment 
necessary  to  install  them  is  considerable. 
V\"hat  is  to  be  done  to  relieve  conditions? 

Install  a 


(  REG.  CAN.  PAT.  OFF.^ 

Mechanical  Draft  System 

The  increased  draft  will  produce  a  higher 
rate  of  combustion — will  increase  the 
steam  output — will  carry  the  plant  over 
the  peak  with  ease — will  probably  make 
additional  boilers  unnecessary. 

Let  our  engineer  talk  it 
over  with  you,  or  shall 
we  send  bulletin  ISy-Z? 

If  you  do  not  need  a  large  outfit  our  tur- 
bo-undergrate  blower  described  in  bulle- 
tin 214-Z  may  suit  your  requirements. 

B.  F.  Sturtevant  Co.  of  Canada 

Gait,  Ontario  Limited 

Montreal        Toronto        Winnipeg  Vancouver 

SELLING  AGENTS  Sanford  Rilev  Stoker  Co.,  Limited. 
"THE  RILEY  STOKER." 


Canadian  Pacific  Railway  Train  Sheds.  Windsor  St.  Station,  Montreal 
J-M  Asbestos  Roofings.  The  Dominion  Bridge  Co.  and  Geo.  A.  Fuller 
Construction  Co.,  Contractors. 

J-M  Asbestos    Built-Up  Roofing 
defies  the  elements 

It  can't  huni— can't  rot— can't  rust.  It  is  literally  imperishal)lc 
^tune.  That,  in  short  is  the  reason  why  J-M  Asbestos  linilt-l'ii 
RDiilins  'lehes  the  action  of  the  elements. 

It  is  In^hly  resistant  to  mechanical  strains,  such  as  are  created  by 
«       pressures,    roof    movements,    etc.     J5uilt-up   in   3   and  4-ply 
animations  it  is  amply  strong  to  withstand  such  stresses.     It  never 
neeils  painting.     It  is  economical;  it  abolishes  roofing  troubles. 
J-.M    Responsibility   guarantees   its   efiiciency.     Write   for  booklet. 

J-M  Asbestos  Built-Up  Roofing  is  tested  and  approved 
by  the  Underwriters'  Laboratories  under  the  direction 
of  the  National  Board  of  Fire  Underwriters. 


The  Canadian 
H.W.  Johns-Manville 


Toronto 
Vancouver 


Montreal  g 
Winnipeg  S 


COVERS 
THE  CONTINENT' 


HW  J  M  CO 


More  than  a  mere  pipe  covering 
—it  efficiently  insulates  J-M  Heat 
Insulation 

To  cut  down  heat  loss  to  a  minimum  it  is  necessary  not  only  to 
"cover"  your  pipes,  but  to  insulate  them  in  such  a  way  as  to 
minimize  heat  radiation,  and  at  the  same  time  meet  the  physical 
conditions   that   the   insulation   must  endure. 

J-M  Heat  Insulation  Service  investigates  any  transmission  plans 
and  recommends  the  speci.Tc  insulation  that  will  give  the  greatest 
insulating  efficiency.  The  twenty-one  different  T-M  types  supply 
an  insulator  for  any  condition. 

Why  not  write  our  nearest  branch  and  get  in  touch  with  this 
complete  insulating  service. 

Cleveland  Elec  III.  Co.,  Cleveland,  Ohio 


liilllllll 
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Model  No.  40  Tiffin  Flusher  demonstrating  on  West  End  Ave.,  New  York. 


Motor  Driven  Combination  Flushers  and  Sprinklers 


900 


1000 


1200  —  1400  —  1500  Gallon  Capacities 


To  the  five  models  listed  above  add  TIFFIN 
HORSE  DRAWN  MOTOR  POWER  FLUSH- 
ERS, and  to  those  add  TIFFIN  "AUTOMATIC" 
FLUSHERS,  and  then  add  TIFFIN  GRAVITY 
SPRINKLERS,  and  we  think  you'll  agree  that 
we  have  a  line  that  in  completeness  has  no  rival. 

Tiffin  Sprinklers  and  Tiffin  "Automatics"  have  so 
long  been  standard  in  the  horse  drawn  field  that 
comment  is  superfluous. 

But  what  of  the  Combination  Motor  Driven  Flush- 
ers and  .Sprinklers — the  illustration  shows  one 
model  at  work  in  New  York  City  clearing  the 
entire  street  width  at  one  operation. 

These  machines  are  capable  of  a  2,50  gallon  per  min- 
ute discharge  at  00  pounds  pressure. 


The  motor  which  supplies  the  pressure  for  flush- 
ing is  in  the  rear,  independent  of  the  vehicle 
propelling  motor — the  only  system  giving  con- 
stant flushing  pressure  regardless  of  truck  speed. 

The  three  largest  models  have  six  cylinder  truck 
propelling  motors,  while  both  motors  have  self 
starters — also  electric  lights. 

There  are  four  flushing  nozzles,  two  on  each  side, — 
while  sprinkling  nozzles  are  interchangeable  for- 
ward for  gravity  or  power  pressure  sprinkling. 

The  tank,  flushing  motor  and  pump  can  be  readily 
dismantled  to  allow  use  of  truck  for  general 
haulage  in  the  winter  months. 

Send  for  our  CAT.ALOG  about  this  remarkable  line. 


THE  TIFFIN  WAGON  COMPANY 


I.  A.  rlelSolar,   Woolwortli   Building,  New 
York  City. 

I.ofler  &  Smith,  Empire  BIdg.,  Philadelphia, 
[irinker  Supply  f'n  .  Park  P.ldg..  Pittsburg. 


TIFFIN,  OHIO 
Representatives : 

National  Good  Roads  Machinery  Co..  174 

S.   Front  Street,  Memphis. 
McGee  &  McGuire,  Dallas. 
Miller     Supply     Co..     Huntington.  West 

Virginia. 


]''rancis     Hankin     Si     (O.,     Monlreal  and 
Toronto. 

Walter    M.    Denman,    29.'!    liridge  Street, 
Springfield.  Mass. 
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Concrete  Bonding 
Locker*  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 

We  design  and  execute  complete  piping 
contracts. 

PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 

ATWOOD  AT  WOOD 

ENGINEERS    FOUNDERS  MACHINISTS 

Repreiented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto.  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  coirrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Built  foi  C.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE& IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgeburg.  Ontario,  130  Jan^t  Street 

Chicago.  Illinois,  l.SfiO  W.  lOSth  Street 
New  York,  N.Y.,  30  Church  Stieet 
Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Montreal 


TORONTO 


Winnipeg 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


«*Galvaduct"  and  **Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutactureri  under  Canadiaa  and  U,  S.  Lettera  Patent 

Toronto      <  Canada 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ....  7 
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Specially 
Made 
•  *vi  Concrete 


Pipe 


\  


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  >  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 


Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Works, 


Branch  Offices  and  Works, 


Montreal,  P.  Q.  Toronto,  Ottawa  and  Winnipeg 

Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds. 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
New  Work  Shop — Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract — Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 


GOOD  PAINT  Is  Necessary  to  Give  Satisfaction 

ON  GAS  HOLDERS 

That  is  why 


SUPERIOR  GRAPHITE  PAINT" 


Formula) 


Prominent  Gas  Holder  painted  with 
Superior  Graphite  Paint  (Gas  Formula) 


Is  SO  frequently  chosen  for  this  class  of  protection. 
Being  made  under  a  special  Gas  Formula  it 

resists  successfully  the  action  of  naphthaline  de- 
posits, oil,  the  action  of  the  gas  itself,  and  actually 

Prevents  Rust 

It  is  the  most  economical  paint  for  YOUR  Holder. 
For  full  information,  prices,  etc,  write 


Montreal 
Toronto 


Dominion  Paint  Works,  Limited 

Walkerville,  Ont. 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 
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Politicians  vs.  Engineers 

"The  politicians  of  Canada  are  going  to 
get  a  jolt  in  the  next  ten  years  and  it  is  go- 
ing to  come  from  the  engineers." 

This  is  the  recently  expressed  opinion  of  a  busi- 
ness man  of  the  city  of  Ottawa — the  centre  of  Can- 
adian political  activities,  intrigues  and  trickeries,  the 
scene  of  extravagant  spending  of  the  Canadian  peo- 
ple's money,  the  home  of  incompetence  in  the  dis- 
charge of  the  Canadian  people's  business.  Politi- 
cians !  This  word  is  associated  today  in  Canada  with 
all  that  is  loathesome  to  the  honest  business  man. 
The  very  scorn  of  it  keeps  worthy  men  from  offering 
their  services  to  their  country.     It  is  the  final  ana- 


thema hurled  at  an  enemy  when  all  other  words  in 
the  English  language  fail  to  reach  their  mark. 

The  individuals  who  at  election  time  aspire  to 
"attend  to"  the  business  of  our  country  naturally  fall 
under  four  fairly  distinct  .sub-headings.  These  are: 
dishonest  incompetents,  honest  incompetents,  dis- 
honest competents  and  honest  competents.  The  first 
do  as  much  harm  as  they  can,  the  second  would  have 
our  .sympathy  if  we  did  not  have  to  bear  the  con- 
sequences, the  third  class  represent  a  very  real  and 
dangerous  enemy  of  our  country's  well-being  and  the 
fourth— get  defeated  at  the  polls. 

The  question  before  the  Canadian  people  plainly 
is  then:  How  can  we  increase  that  fourth  clas.s — 
honest  competents — and  everything  points  to  the  en- 
gineering profession.  To  begin  with  the  engineer  is, 
by  training  and  experience,  efficient, — the  first  re- 
quisite of  a  successful  business  man  whether  in  pri- 
vate or  public  affairs.  And  next,  he  is  honest,  from 
the  very  nature  of  his  calling.  An  engineer  is  an 
engineer  because  that  particular  work  had  more  at- 
traction for  him  than  a  business  in  which  the  sole  or 
main  object  is  the  making  of  money.  And,  after  all. 
it  resolves  itself  largely  into  this— that  the  man  whose 
ideal  in  life  is  "money"  has  no  possible  right  in  our 
legislative  halls. 

Will  the  engineer  step  in  to  fill  the  gap?  We 
hope  so.  There  is  no  doubt  of  his  fitness.  But  the 
country  is  still  shackled  with  the  iron  chain  of  "party" 
politics— the  system  that  pre-supposes  dishonesty  and 
incompetence  in  that  it  appoints  one  man  to  an  office 
and  a  second  man  to  watch  him.  The  engineer 
stands  for  competence  and  honesty.  Does  our' coun- 
try want  them? 


M  ore  Detailed  Specifications 

MR.  O.  W.  SMITH,  in  his  article  on  "specifi- 
cations" reproduced  on  other  pages  of  this 
issue,  voices  once  more  the  ever-recurring 
protest  against  the  incomplete  specification. 
The  difficulty  of  obtaining  fully  detailed  information 
as  to  what  is  really  wanted  v.'hen  bidding  on  work  i^ 
one  of  the  serious  problems  which  confronts  the  con- 
tractor. Information  of  local  conditions,  for  instance, 
which  often  has  an  important  bearing  on  the  ultimate 
cost  of  the  work,  is  not  included  in  the  specifications, 
even  when  it  is  in  possession  of  the  designer  or  the 
engineer,  and  the  contractor  is  left  to  shift  for  him- 
self and  get,  as  well  as  he  can,  such  information. 

In  the  ordinary  class  of  straight  contract  in  which 
the  parties  are  bound  within  definite  and  prescribed 
lines,  too  much  care  cannot  be  taken  in  drafting  the 
specification  which  becomes  a  vital  part  of  the  con- 
tract. The  chief  duties  of  the  specification  are  to 
define  or  describe  the  work,  so  that  any  competent 
contractor  may  submit  an  intelligent  bid,  and  to  es- 
tablish a  guide  and  a  standard  by  which  the  contract 
may  be  interpreted  to  each  party.  We  often  find, 
however,  as  already  stated,  that  detailed  information 
is  not  fully  given.  It  is  the  duty  of  engineers  or 
\yriters  of  specifications  to  provide  positive  informa- 
tion of  local  conditions  pertaining  to  the  work  above 
ground  and  below.  The  time  allotted  to  the  con- 
tractor is  often  too  short  to  admit  of  anything  but  a 
brief  survey  of  conditions  and  he  has  to  practically 
guess  about  conditions  which  are  of  vital  importance. 
Clearness,  brevity  and  consistency  are  three  things 
to  be  attained  in  wording  a  specification.  Tautology 
should  be  avoided. 

To  establish  a  guide  and  a  standard  by  which  the 
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contract  may  be  interpreted  with  fairness  to  each 
party  several  things  are  essential,  such  as — a  corn- 
plete  hst  of  quantities  of  all  work,  a  schedule  of  unit 
prices  of  all  items  in  the  work,  a  schedule  of  prices 
for  all  extra  work,  and  all  items  in  the  schedule  of 
prices  should  be  adequately  covered  by  a  correspond- 
ing clause  or  section  on  the  specification.  Bidders 
should  not  be  required  to  estimate  their  own  quanti- 
ties. The  bidder,  while  perfectly  competent  to  con- 
struct the  work,  may  not  be  expert  in  calculating 
quantities. 

The  gist  of  the  matter  is  to  give  all  the  necessary 
information  in  a  specification,  whether  it  be  descrip- 
tion of  work  and  material,  local  conditions,  quanti- 
ties, matters  of  extra  work,  etc.,  and  to  have  it  prop- 
erly expressed  so  that  all  bidders  may  precisely  and 
explicitly  know  what  is  required  of  them.  The  more 
doubtful  a  bidder  is  as  to  what  is  expected  of  him, 
the  greater  the  sum  he  will  add  to  his  price  for  con- 
tingencies which  may  arise. 

The  penalty  clause  should  be  used  only  in  excep- 
tional cases  where  it  is  an  absolute  necessity  to  com- 
plete within  a  certain  time.  It  seems  ridiculous  to 
have  a  time  penalty  clause  placed  indiscriminately  in 
all  contract  specifications,  when  in  nearly  all  cases  the 
contract  will  be  carried  out  along  the  usual  lines  as 
rapidly  as  possible. 

During  the  process  of  developing  specifications  it 
would  appear  that  the  general  clauses,  relating  to  the 
rights,  duties,  and  obligations  of  the  contracting" 
parties,  and  the  engineer  or  owner,  have  received 
more  cultivation  than  the  specific  clauses,  relating  to 
the  description  of  the  work,  whose  accomplishment  is 
the  object  of  the  contract.  No  one  will  object  to  the 
proper  safeguarding  of  the  interests  of  the  owner  or 
public  but  this  can  best  be  done  by  a  fair  bargain  in 
which  each  party  knows  thoroughly  what  is  required, 
and  each  makes  himself  responsible  for  his  own  par- 
ticular part  of  the  contract,  agreeing  on  a  fair  method 
for  adjusting  unforeseen  contingencies  which  are 
usually  bound  to  occur. 


Hardwood  Floors  in  Fireproof  Buildings 

In  discussing  floor  surfaces  in  fireproof  buildings 
in  a  paper  read  before  the  American  Society  of  Mech- 
anical Engineers,  Sanford  E.  Thompson  pointed  out 
the  kinds  of  hardwood  floors  best  adapted  for  the  pur- 
pose and  also  the  method  of  laying  them.  The  fol- 
lowing extracts  from  the  Architect  and  Engineer  are 
likely  to  prove  of  interest : 

Floors  of  maple,  birch,  beech,  oak,  or  long  leafed 
Southern  pine  are  used  most  largely  for  offices,  class 
rooms,  or  lecture  rooms,  and  in  many  of  the  older  col- 
leges for  laboratories  and  halls.  A  wood  surface,  how- 
ever, is  not  usually  considered  entirely  satisfactory, 
either  in  general  appearance  or  in  wearing  qualities. 
If  one  passes  from  a  corridor  with  a  granolithic,  ter- 
razzo,  or  tile  floor,  into  a  room  or  auditorium  having  a 
wood  floor,  there  is  a  marked  effect  of  inferiority  and 
cheapness. 

There  is  just  as  much  danger  of  poor  materials 
and  workmanship  with  wood  as  with  other  kinds  of 
floors.  ^  Unless  the  greatest  care  is  taken  in  selection 
of  materials  and  workmanship,  they  are  liable  to 
shrink  or  swell  and  sometimes  to  squeak  under  foot. 
If  at  all  hollow  underneath,  they  are  more  noisy  than 
a  concrete  surface. 

For  corridors,  wood  is  being  largely  superseded  bv 
granolithic,  terrazzo,  or  tile.    For  laboratories  other 


materials  are  being  substituted  for  wood  in  most  of 
the  newer  structures,  although  wood  is,  occasionally 
preferred,  especially  for  physical  laboratories  and  for 
laboratories  where  men  stand  for  long  periods.  The 
linoleum  on  concrete  will  overcome  practically  all  the 
objections  that  are  made  to  wood  floors,  with  a  cost 
substantially  the  same. 

There  are  various  methods  of  laying  hardwood 
floors.  For  class  rooms  a  single  thickness  of  maple 
or  birch  nailed  to  sleepers  with  cinder  concrete  be- 
tween should  be  satisfactory.  Another  type  of  con- 
struction is  to  use  patented  metal  screeds  embedded 
in  the  base  concrete,  and  nail  the  floor  boards  to  splines 
in  the  screeds.  For  rooms  subjected  to  heavy  traffic, 
2-inch  or  2^-inch  plank  may  be  placed  vuiderneath  the 
hardwood  floor. 

Of  all  the  different  materials,  oak  is  the  most  ex- 
pensive and  the  finest  in  appearance  at  the  beginning, 
but  under  heavy  traffic  is  more  liable  to  splinter  than 
the  finer  grained  woods.  Georgia  pine,  if  of  best  qual- 
ity, makes  a  durable  floor,  and  is  preferable  to  the 
finer  grained  woods  in  wet  places,  as  it  does  not  swell 
and  warp  so  badly.  It  is  less  durable,  however,  and 
therefore  not  recommended  for  the  greatest  perman- 
ence in  rooms  such  as  class  and  lecture  rooms.  Maple, 
birch  and  beech  all  make  good  floor  material.  These 
are  usually  laid  in  strips  %  in.  thick  by  2^4  inches  wide. 


Annual  Report  for  the  Municipality  of 
South  Vancouver 

The  annual  report  of  the  municipality  of  South 
Vancouver,  on  the  work  carried  out  under  the  Board 
of  Works  (S.  B.  Bennett,  municipal  engineer)  has 
just  been  presented. 

Street  Improvements 

The  following  summary  represents  the  work  done 
on  street  improvements  in  1915:— 

Lineal  Feet  Miles 
vStreets  cleared  and  rough  graded  . .    2,230  .422 
Lanes  cleared  and  rough  graded  ....    4,180  .791 

Streets  graded   7,430  1.407 

Lanes  graded   740  .141 

Streets  macadamized   9,710  1.8v^9 

Streets  planked   2,270  .430 

Lanes  planked  150  .028 

Planking  removed   3,600  .681 

Bulkhead  in  place   1,040  .197 

Three-plank  walks   400  .076 

Box  drains  laid   842  .500 

Rock  broken  cu.  yds.  3,316 

Waterworks 

The  waterworks  department  reports  operations  dur- 
ing the  year  and  the  cost  as  follows : — 
Construction 

12-in.  Mains   3,853  ft. 

8-in.  Mains   1,110  ft. 

6-in.  Mains  .   4,815  ft. 

4-in.  Mains   1,130  ft. 

Temp.  Mains   5,255  ft. 

Hydrants   25 

 $18,964.16 

Services  (including  all  transferred)  120  1,271.36 
Meters  (including  all  transferred)  282.39 
Operating  •  9,966.00 

Maintenance  7,449.41 
Lowering  Mains  1,444.61 


Total 


$39,377.93 


January  19,  1916 


THE   CONTRACT  RECORD 


49 


Sewers 

The  work  carried  out  under  the  sewer  committee 
for  the  year  ending  1915  is  summarized  as  follows: — ■ 

Manitoba  Street  outfall   2.865  miles  pipe  laid  ' 

George  Street  outfall   1.888  miles  pipe  laid 

Glen  Drive  outfall  082  miles  pipe  laid 

Total   4.835  or  over  miles 


Concrete  manholes  completed   74 

Concrete  lampholes  completed   16 

Sewer  permits  issued   158 

Connections  to  houses,  completed   94 

Stand  pipes  put  in  place   22 


Quantity  Surveyors 

Our  recent  remarks  re  quantity  surveyors  have  oc- 
casioned some  surprise  in  England  where  they  have 
been  noted  by  engineering  journals  in  their  editorial 
columns.    The  Surveyor  has  the  following: — 

"The  special  function  of  the  quantity  surveyor  in 
British  architectural  practice  is  so  well  defined,  and  its 
utility  is  so  well  recognized,  that  it  is  rather  surprising 
to  learn  from  a  recent  issue  of  the  Contract  Record  of 
Toronto  that  the  term  'quantity  surveyor'  is  a  new  one 
in  Canada.  The  arrival  at  Winnipeg  of  Mr.  Hugh 
Watkins,  the  well-known  London  quantity  surveyor, 
who  is  acting  professionally  in  connection  with  the 
erection  of  the  new  Parliament  buildings,  is  apparently 
so  much  of  a  novelty  as  to  merit  special  comment. 
The  present  practice  in  Canada,  even  in  the  case  of 
buildings  of  first-class  importance,  is  for  each  con- 
tractor who  intends  to  submit  a  tender  to  prepare  his 
own  quantities  from  the  drawings  and  specifications 
received  from  the  architect.  The  absurdity  of  dupli- 
cating work  in  this  way,  and  the  greatly  increased 
chance  of  error  arising  from  the  impossibility  of  a  con- 
tractor's estimating  clerk  exercising  the  care  and  skill 
of  a  professional  surveyor  are  manifest ;  and  Mr.  Wat- 
kins  believes  that  in  the  near  future  the  British  prac- 
tice will  become  general  throughout  the  Dominion. 
Commenting  generally  on  the  subject,  our  contempor- 
ary points  out  that  under  the  old  system,  if  twenty 
contractors  tender  for  a  given  work,  nineteen  useless 
bills  of  quantities  are  prepared,  all  of  which  have  to  be 
paid  for  by  someone  in  the  long  run  in  the  form  of  in- 
creased establishment  charges  in  the  contractor's  busi- 
ness. Moreover,  a  full  bill  of  quantities  prepared  by 
an  independent  surveyor  has  a  further  advantage  for 
all  parties,  in  that  it  forms  a  reliable  basis  upon  which 
extras  and  deductions  can  be  calculated." 

And  this  from  the  Building  News : 

"We  are  glad  to  note  that  Mr.  Hugh  Watkins, 
quantity  surveyor,  of  London,  has  arrived  in  Winnipeg, 
and  that  he  and  his  two  assistants  have  commenced 
their  duties  in  connection  with  the  New  Parliament 
Buildings,  which  are  being  erected  from  the  designs  of.. 
Mr.  F.  W.  Simon,  F.R.LB.A.  Quantity  Surveyors 
hitherto  have  been  unknown  in  Canada,  but  a  strong 
movement  is  on  foot 'to  insist  on  their  employment,  as 
in  this  coutnry,  for  all  building's  of  any  importance. 
Under  the  existing  system  in  Canada  an  architect  is 
engaged  to  prepare  the  necessary  drawings  and  speci- 
fications, which  are  forwarded  to  each  contractor  who 
has  signified  his  intention  of  tendering  for  the  work. 
Each  contractor  then  sets  to  work  to  prepare  the  ne- 
cessary measurements  of  materials  and  labor  to  enable 
him  to  arrive  at  the  amount  of  his  tender.  This  does 
not  apply  to  buildings  alone.  At  the  present  moment 
a  Canadian  city  is  calling  for  tenders  for  a  gravity 


If  outstanding  contracts  are  filled,  and  the 
war  continues  throughout  1916,  it  seems  clear  that 
during  1915  and  1916  there  will  have  been  spent 
in  Canada  for  war  supplies  considerably  more 
than  $500,000,000. — Sir  Edmund  Walker,  at  annual 
meeting  Bank  of  Commerce. 


filtration  plant — plans  and  specifications  to  be  fur- 
nished by  the  contractor.  Thus,  assuming  twenty 
contractors  tender  for  a  job,  nineteen  sets  of  quantities 
are  useless  and  waste  labor.  One  result,  of  course,  is 
that  careful  and  accurate  estimates  are  rare,  and  an- 
other that  no  reliable  basis  exists  on  which  any  extras 
or  deductions  can  be  arrived  at." 

The  big  obstacle,  as  we  see  it  in  Canada,  to  the 
more  general  employment  of  a  quantity  estimator,  is  in 
placing  the  responsibility  in  case  of  an  error  in  esti- 
mating. The  contractor  plainly  should  not  bear  the 
added  expense,  the  estimator  probably  could  not  and 
so  it  must  fall  on  the  shoulders  of  the  owner. 


On  Doing  Your  Bit" 

By  Bill 

The  war  is  slowly  but  steadily  pushing  on,  month 
after  month  passes  by  and  no  decisive  victory  has  at 
present  been  achieved,  but  we  are  full  of  optimism, 
for  lots  of  young  fellows  we  know  are  "doing  their 
bit"  and  doing  it  well. 

It  may  be  a  somewhat  pertinent  question  but  just 
put  it  to  yourself  now.  "Am  I  doing  my  bit"  and  if 
not,  why  not? 

There  are  some  amongst  us  too  old,  too  short 
winded,  and  others  too  apathetic  to  do  their  share  m 
this  gigantic  struggle. 

The  single  young  fellow  whether  he  be  rodman,  in- 
strument man,  or  assistant  engineer  is  missing  the 
opportunity  of  his  life,  if  he  is  not  now  in  khaki. 

The  young  Canadian  is  as  anxious  to  show  his 
loyalty  as  the  Australian  or  New  Zealander,  and  we 
must  all  be  prepared  to  make  any  sacrifice  to  do  our 
duty  for  our  king  and  Country. 

But  look  again,  just  think  of  the  experience  to  be 
gained.  The  young  Canuck  on  his  return  would  be 
able  to  talk  of  the  wonders  of  the  Old  Country,  of 
France  and  Belgium  and  possibly  of  having  shared 
in  that  greatest  of  all  honours,  viz.,  the  entry  of  the 
Allies  in  Berlin.  Then  a  little  later  when  he  niay  be 
discussing  pavements,  boulevards,  street  lighting.  &c., 
he  would  be  able  to  turn  to  his  committee  saving, 
"You  know  when  I  was  in  Paris  I  inspected  the"  Rue 
de  Jofi:'re:  it  is  paved  with  wood  blocks  on  concrete 
base  and  is  in  excellent  condition,"  or,  "In  Antwerp  I 
noticed  that  the  pavements  were  not  so  good  as  in 
London."  While  the  younger  members  at  the  staflF 
would  simply  gaze  with  wonderment  and  admiration 
at  the  man  who  could  discuss  with  such  ease  the  geo- 
logical formation  of  France,  Flanders  or  the  Dar- 
danelles. 

The  King's  medal  with  bars  and  ribbons  and,  pos- 
sibly, a  D.  S.  O.,  would  cause  the  directors  of  the 
company  or  corporation  to  tread  lightly  and  with 
reverence  as  they  approached  his  drafting  table,  and 
the  very  fact  of  being  able  to  say  "In  my  younger 
days  when  I  was  with  m}-  friend  French,"  or  "In  my 
last  interview  with  Kitchener,"  would  make  the  most 
autocratic  councillor  turn  green  with  envy. 
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Bishop  Strachan  School,  Toronto 

New  Residential  School  for  Girls  on  College  Heights— Collegiate 
Gothic  Style — Carefully  Designed  to  Meet  Modern  Educational  Needs 


AFTER  a  long  and  honorable  career  in  the  build- 
ings now  so  familiar  to  present  and  former 
pupils  it  was  decided  several  years  ago  to 
move  the  Bishop  Strachan  School  to  another 
site  farther  north,  where  modern  buildings,  large  en- 
ough to  accommodate  the  ever-increasing  number  of 
pupils,  might  be  erected.  Accordingly  the  council 
acquired  a  most  suitable  and  beautiful  location  on  Col- 
lege Heights.  The  new  site  comprises  a  whole  block 
of  a  little  over  seven  acres,  bounded  by  Lonsdale  Road 
and  Russell  Hill  Road  on  the  south  and  west  and  by 
Frybrook  Avenue  and  Warren  Road  on  the  north  and 
east.  On  this  new  site  has  been  erected  a  handsome 
building,  carefully  designed  to  meet  modern  educa- 
tional needs,  and  to  furnish  the  most  complete  equip- 
ment in  every  department. 

The  structure  is  built  of  grey  Credit  Valley  stone 
and  the  architecture  is  in  the  Collegiate  Gothic  style. 
The  school  and  residence  form  two  sides  of  a  quad- 
rangle, connected  at  one  end  by  the  Assembly  Hall 
and  at  the  other  end  by  a  wing  including  a  double  row 
of  music  rooms  and  domestic  serving  apartments. 

The  gen.eral  plan  of  the  building  has  the  great 
advantage  of  securing  a  double  south  aspect,  by  the 
use  of  the  quadrangle  in  the  centre  of  the  building. 
The  main  south  facade  on  Lonsdale  Road  has  a  length 
of  285  feet  and  the  west  front  on  Russell  Hill  Road  a 
length  of  240  feet. 

The  north  wing,  or  residence,  and  the  west  wing 
are  four  stories  high,  while  the  south  wing  or  school 
building  is  three  stories,  exclusive  of  the  basement. 

On  the  east  side  of  the  quadrangle  is  a  large 
Assembly  Hall  32  ft.  6  in.  by  87  ft.  in.  and  ap- 
proximately 30  ft.  high,  with  a  seating  capacity  of  400 
persons,  and  with  a  platform  spa,ce  of  33  ft.  6  in.  by  14 
ft.  6  in. 


Basement 

The  basement  plan,  while  not  totally  excavated  to 
the  size  of  the  first  floor  plan,  contains  junior  and 
senior  cloatk  rooms  and  toilet  rooms  under  the  east  and 
south  wings.  The  west  wing  is  given  over  to  the 
domestic  apartments  necessary  to  carry  on  such  an 
institution,  and  in  the  northwest  corner  is  a  large 
gymnasium.  The  domestic  service  equipment  in- 
cludes kitchen,  bakery,  dairy,  laundry,  fruit,  vegetable 
and  meat  departments,  etc.  A  large  dining  room  for 
the  servants  is  provided  in  the  southwest  corner.  The 
gymnasium  in  the  northwest  corner  is  69  ft.  6  in.  by 
24  ft.  6^  in.  A  swimming  pool,  28  ft.  by  13  ft.,  is 
provided,  with  showers  and  dressing  rooms  situated  in 
the  north  wing. 

First  Floor 

In  the  south  wing  on  the  first  floor  is  the  principal's 
office  with  a  waiting  room  to  the  right  of  the  main 
hall  and  a  staf¥  common  room  to  the  left.  Across  the 
corridor,  running  at  right  angles  to  this  hall,  are  class 
rooms,  see  plan  herewith.  In  the  west  wing  are 
modern  laboratories  for  the  classes  on  domestic  sci- 
ence, the  junior  dining  room,  the  servery  and  the 
main  dining  room  which  is  directly  over  and  similar  in 
floor  plan  to  the  gymnasium  below.  Food  is  prepared 
in  the  basement  and  elevated  to  the  servery  by  a  dumb 
waiter  and  served  from  here  to  both  dining  rooms.  In 
the  north  wing  are  two  large  dormitories  and  two 
spacious  study  rooms  in  which  the  students  may  spend 
their  spare  time  or  study  hours.  The  east  wing  is 
mainly  taken  up  with  the  Great  Hall,  or  Assembly 
Room. 

An  important  feature  of  the  building  is  the  num- 
ber of  piano  practice  or  music  rooms ;  there  are  fifteen 
on  the  first  floor  on  the  east  and  west  sides  of  the 


Bishop  Strachan  School,  west  front  and  south  facade,  showing  main  entrance. 
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quadrangle  and  eight  on  the  second  floor  on  the  west 
side  of  the  quadrangle.  In  the  construction  of  these 
rooms  every  known  device  for  deadening  sound  has 
been  employed. 

Second  Floor 

The  second  floor  plan  is  taken  up  entirely  by  dormi- 
tories in  the  west  and  north  or  residence  wings  with 
class  rooms  in  the  school  wing".  Directly  over  the 
main  entrance  on  the  south  is  a  spacious  library.  The 


mile  of  pipes.  For  hygienic  reasons  this  system  was 
preferred  to  steam  heating,  as  the  heat  given  ofif  from 
hot  water  radiators  is  of  lower  temperature  and  does 
not  deplete  the  air  of  its  natural  humidity.  The  heat- 
ing plant  is  in  a  separate  underground  building  to  the 
northwest,  the  water  being  brought  to  the  school  by 
an  underground  tunnel,  a  plan  which  makes  for  both 
safety  and  comfort. 

In  the  construction  of  the  building  every  care  has 


Smmnmn  •  Samon 


Layout  of  first  floor  plan— Bishop  Strachan  School,  Toronto. 


science  laboratories  are  on  this  floor  in  the  southwest 
corner. 

Third  Floor 

The  third,  or  top  floor,  plan  of  the  school  wing  is 
taken  up  by  studios  fitted  with  skylights  and  good 
northern  light  for  art  purposes. 

The  fourth,  or  top  floor,  plan  of  the  north,  or  resid- 
ence, wing  is  given  over  entirely  to  bedrooms. 

'  Equipment 

The  buildings  are  heated  by  the  most  modern  hot- 
water  system,  in  which  the  water  is  pumped  through 
the  pipes  by  turbine  pumps;  ensuring  perfect  circula- 
tion. The  water  returns  to  the  pumps  with  only  3 
degrees  loss  in  temperature  in  passing  through  a  half- 


been  taken  to  guard  against  danger  of  fire.  The  build- 
ing is  constructed  of  grey  sandstone,  with  copings, 
facings,  cornices  and  window  casements  of  finished 
cut  stone;  leaded  glass  and  steel  sashes  are  used 
throughout  the  building. 

The  floors  for  the  most  part  are  ]4  in.  beech,  laid 
on  strips  on  %  in.  rough  flooring.  In  the  basement, 
corridors,  toilet  rooms,  etc.,  y2  in.  granolithic  finish  on 
4  in.  of  concrete  is  employed.  The  interior  finish  is 
dark  stained  oak  with  seats,  desks  and  other  interior 
furnishings  to  match.  The  main  roof  of  the  building 
is  felt  and  gravel,  with  green  slate  shingles  on  eave 
slopes. 

A  notable  feature  in  the  building  construction  is 
the  lighting.     Special  attention  has  been  paid  to  the 
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lighting  of  the  rooms,  both  by  day  and  night;  this 
is  at  once  evident  by  the  great  number  of  windows, 
which  are  large  and  well  placed  so  that  the  rooms 
enjoy  a  generous  flood  of  sunlight  during  the  day. 

The  ventilating  has  also  been  given  a  great  deal  of 
consideration,  necessary  on  a  building  of  this  kind,  and 
has  been  worked  out  to  ensure  an  adequate  supply  of 
fresh  air  at  all  times.  A  further  special  feature  is  a 
refrigerating  plant,  installed  so  that  the  school  may 
have  cool  rooms  to  properly  care  for  its  food.  They 
manufacture  their  own  ice,  thereby  eliminating  any 
danger  of  diseases  from  the  use  of  impure  ice.  In 
all  these  matters  the  health  and  comfort  of  the  pupils 
has  been  the  first  consideration  and  no  expense  has 
been  spared  to  secure  the  best  results.  The  building, 
which  is  now  occupied,  was  deigned  by  Sproatt  and 


Rolph,  architects,  and  was  built  by  the  following  sub- 
contractors :  masonry,  Page  &  Co. ;  carpentry,  A.  Wel- 
ler  &  Co.,  Ltd. ;  heating,  W.  J.  McGuire,  Ltd. ;  wiring, 
Bennettt  &  Wright;  electric  fixtures,  R.  A.  L.  Gray; 
steel  sash,  Henry  Hope  &  Son ;  painting,  Faircloth  Co., 
Ltd. ;  roofing,  Duthie  &  Son  ;  interior  furnishings,  Mur- 
I'ay-Kay,  Ltd. ;  kitchen  equipment,  Geo.  Sparrow  &  Co. 


The  Imperial  Munitions  Board  have  given  or- 
ders in  Canada  for  22,800,000  shells,  having  a 
value  of  $282,000,000.  If  we  add  to  this  the  or- 
ders for  cartridge  cases,  primers,  forgings,  fric- 
tion tubes,  etc.,  a  total  of  $303,000,000  is  reached. 
— Sir  Edmund  Walker,  at  annual  meeting  of 
Bank  of  Commerce. 


Assembly  Hall— Capacity  400  persons. 
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Sections  and  elevations  Bishop  Strachan  School,  Toronto 
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System  Applied  to  Street  Management 

Applying  a  scientific,  systematic  business  plan  to  street  and  road 
improvements,  repairs  and  maintenance— Making  it  a  business  organization 

By  W.  p.  Blair* 


STATE  highway  departments,  collegiate  institu- 
tions, and  even  the  ofifice  u\  Public  Roads  of  the 
United  States,  have  deemed  it  advisable  to  con- 
struct various  types  of  roads,  and  roads  of  like 
type,  of  somewhat  different  construction,  with  a  view 
of  study,  recording  data,  watching  behavior,  keeping  a 
correct  cost,  maintenance  and  repair  charge,  compar- 
ing wear  and  tear  in  an  endeavor  to  reach  some  con- 
clusion and  gather  some  testimony  as  to  the  worth  and 
value  of  such  roads  respectively.  This  endeavor  on 
the  part  of  these  organizations  is  perhaps  an  effort  as 
nearly  practical  as  possible  under  existing  circum- 
stances. Still,  in  every  effort  of  this  sort  one's  con- 
clusions are  drawn  but  from  one  character  of  travel. 
It  is  necessarily  alike  over  the  various  sections.  No 
law  of  averages  can  be  applied  and  the  best  results 
reached  after  years  of  study  are  of  doubtful  character. 
The  conclusions  are  reached  from  conditions  that  are 
widely  different  from  those  actually  existing  on  our 
streets  as  a  whole,  no  one  of  which  bears  the  same 
travel.  The  effort  itself  largely  artificial,  does  sug- 
gest however,  that  no  actual  condition  has  been  put 
to  any  practical  purpose  from  which  correct  con- 
clusions might  be  reached.  And  it  does  strongly 
suggest  that  the  information  sought  is  of  great  ne- 
cessity. 

Why  cannot  information  of  this  character  l)e  ob- 
tained in  a  more  practical  and  scientific  manner  and 
the  information  itself  afford  greater  reliability  and 
more  adequately  meet  the  necessities  of  the  case. 

There  is  no  plan  of  street  and  road  management  or 
street  administration  that  can  be  called  fundamentally 
efficient  for  the  reason  that  no  plan  management  ex- 
ists that  includes  in  the  construction,  maintenance  and 
repair,  the  availability  of  the  information  sought  by 
the  building  of  those  so  called  experimental  roads. 

Streets  which  are  improved  are  of  various  types. 

They  are  in  various  states  of  repair. 

They  are  of  various  locations. 

Even  a  single  street  receives  a  variety  of  travel. 

Single  streets  are  often  of  such  location  that  sec- 
tions receive  more  or  less  travel. 

The  streets  overlie  varied  conditions  of  soil. 

Some  streets  must  receive  artificial  drainage. 

Influence  of  Promoters 

The  choice,  the  character,  the  type,  the  cost  of  all, 
are  subject  to  a  greater,  or  less  extent  to  the  whim, 
the  notion,  to  the  cheapness  of  cost,  influence  of 
zealous  promoters,  sometimes  secured  by  one  neigh- 
bor selling  out  another — in  almost  every  case  chosen 
from  any  consideration  other  than  the  ones  upon 
which  good  sound  judgment  should  be  exercised. 
These  streets  representing  one  great  mass  of  un- 
knowfi  conditions,  evidence  simply  a  lavish  expendi- 
ture of  money  known  to  us  as  the  streets  of  this  city 
or  that — roads  (jf  this  county  or  that. 

Rut  few  of  these  streets  and  roads  have  a  legal 
name,  most  of  them  bear  merely  a  nick  name.  None 
of  them  l)car  any  identification  whatever  or  rclation- 

■  Presented  before  Section  I)  of  the  American  Association  for  tlie 
vancetnent  of  .Science  at  the  Columbus  meetingr  December  29.  T915. 


ship  to  commercial  accounting"  such  as  is  found  in 
every  well  regulated  commercial  establishment.  The 
original  investment  as  to  its  part  or  its  whole  is  not  of 
record — is  not  charged ;  cost  of  up-keep  is  so  confused 
with  general  charges  against  the  whole  lot  that  no 
knowledge  whatever  is  obtainable  as  to  the  amount 
expended  on  any  street  or  road,  and  we  do  not  even 
know  the  actual  reason  for  the  expenditure,  whether 
it  was  on  account  of  repair  due  wear  and  tear,  on 
account  of  some  defect  of  original  construction,  on 
account  of  accident,  on  account  of  some  cut  and  open- 
ing, nor  does  any  record  disclose  whether  the  street 
or  road  has  remained  out  of  repair  or  whether  repair 
was  needed,  or  whether  the  street  or  road  has  cost  in 
repair  an  amount  exceeding  any  justification  for  main- 
taining a  road  wholly  inadequate  for  the  travel  and 
traffic  that  passes  over  it. 

This  chaotic  and  inexcusable  street  and  road  mis- 
management has  been  allowed  existence  because 
streets  and  roads  are  sustained  by  donation  in  some 
one  form  or  another,  their  earning  capacity  is  not  held 
to  account.  In  a  commercial  establishment,  if  a  like 
manner  and  method  of  conducting  was  permitted,  the 
institution  would  soon  fall  into  bankruptcy.  A  de- 
partment, a  machine  under  such  loose  methods  would 
continue  in  operation  at  a  loss  and  escape  detection. 
No  information  as  to  the  value,  the  worth  and  economy 
of  any  tool  or  apparatus  would  be  possible  upon  which 
improvements  could  be  suggested  and  undertaken. 

Street  Management 

What  business  plan  is  there,  therefore,  of  street 
and  road  management  that  could  be  put  into  opera- 
tion which  would  serve  immediate  and  emergency 
needs  equal  to  any  plan  now  in  existence,  and  at  the 
same  time  furnish  such  accurate  information  as  to 
original  cost,  cost  of  operation  and  services,  usually 
designated  as  maintenance  and  repair,  the  application 
of  such  supervisory  oversight  as  that  when  a  break 
occurs  it  could  at  once  be  determined  whether  or  not 
it  was  due  to  wear  or  tear  or  an  original  defect  in  some 
part.  Dealing  systematically  with  cuts  and  openings 
and  replacements  to  effectually  regulate  to  the  greatest 
advantage  of  the  street,  that  annoying  privilege. 

Separate  these  streets  in  certain  divisions  and  those 
divisions  into  sections,  of  in  no  case  exceeding  one 
mile  in  length.  These  sections  must  be  measured, 
numbered,  and  recorded  for  the  purpose  of  complete 
identification.  To  illustrate :  East  4.Sth  street,  divi- 
sion number  9,  section  17,  beginning  at  thq  north  prop- 
erty line  of  Superior  and  ending  with  the  south  line 
of  St.  Clair,  including  intersections  therein,  4,800  feet 
in  length. 

You  can  then  treat  that  particular  section  of  street 
as  a  thing,  a  piece,  as  a  machine  from  which  you  can 
extract  information,  of  every  kind  and  character. 
Similar  information  can  be  gathered  in  like  manner 
from  every  street  within  the  corporate  limits  of  the 
city.  With  the  information  in  hand,  which  is  pos- 
sible to  gather  under  such  a  ])]an,  the  adaptation  of 
streets  of  type  and  kind  for  the  varied  services,  in  a 
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.short  time  will  become  apparent  not  only  to  the 
student  applyinj^-  a  refined  study  to  the  .situation.  l)ut 
to  the  layman  as  well. 

Every  county  should  be  required  by  law  to  estab- 
lish a  complete  identification  of  roads  within  the 
county  by  section  number,  of  lengths  not  exceeding- 
two  miles,  and  location  by  township,  and  such  identi- 
fication should  be  made  of  record  and  in  all  cases  of 
contract,  maintenance  and  repair,  expenditure  therefor 
should  he  made  and  charged  as  against  the  particular 


section  upon  which  the  expenditure  was  made.  15} 
such  a  plan  of  road  and  street  management,  the  great- 
est i)ossiblc  economy  would  at  once  become  aj^parent 
by  the  ability  to  trace  the  actual  dollar  to  the  thing 
purchased  for  the  particular  road.  A.side  from  this 
benefit,  data,  experience  and  comparison  would  beccjme 
a\'ailable  for  future  judgment.  Street  and  road  im- 
provements, maintenance  and  rc])air  would  at  once 
l)ecome  a  scientific,  systematic,  business  like  oi)era- 
tion  and  wasted  millions  would  be  saved. 


High  Level  Bridge  at  Cleveland,  Ohio 

591  ft.  three-hinged  arch  span  holds  third  place  in  span  length  in 
America— Relatively  simple  and  inexpensive  erection  devices  used 


Satisfactory  progress  was  made  in  the  erection  of 
.  the  new  Detroit-Superior  high-level  bridge  at  Cleve- 
land during  the  past  season  by  the  use  of  relatively 
simple  and  inex])ensi\  e  erection  devices.  The  591-ft. 
three-hinged  arch  span,  now  completed,  holds  third 
place  in  span  length  in  this  country,  being  exceeded 
onl}'  l)v  the  I^ell  Gate  arch  and  the  Niagara  arch.  The 
.steel  for  the  arch  span  was  erected  between  July  29 
and  Nov.  5,  including  the  placing  of  the  doul)le-deck 
Hoor. 

The  closure  of  the  main  arch  was  made  on  October 
<S,  using  screw  toggles  in  the  back-stays  for  adjust- 
ment, in  a  manner  similar  to  the  closure  operations 
for  the  Hell  Gate  arch,  with  telephone  communication. 
The  essential  difl:'erence  in  the  two  operations  was  in 
the  use  of  toggles  for  adjustment  of  the  Cleveland 
structure  and  screw  jacks  upon  the  vertical  posts  of 
the  backstays  in  the  Hell  Gate  arch.  Cantilever 
erection  using  backstays  was  the  fundamental  method 
in  each  case,  but  the  Detroit-Superior  arch  erection 
was  started  at  each  end  from  a  high  tower  on  which 
the  traveler  was  assembled,  and  the  backstays  could 
be  carried  to  the  next  adjacent  pier  to  develop  the 
uplift. 

Steel  Erection  Towers 

At  each  end  of  the  main  arch  span,  just  behind 
the  abutment  piers,  a   90-ft.    steel    tower   was  first 
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erected  by  means  of  a  115-ft.  ginpole.  Tiiis  ginpoU- 
was  used  from  the  ground  to  erect  the  lower  section 
of  the  tower,  then  raised  to  the  level  of  the  pier  and 
supported  on  the  tower  section  already  erected,  and 
finally  raised  another  panel  for  the  purpose  of  erecting 
the  top-chord  traveler  and  two  stifileg  derricks. 

On  top  of  the  erection  tower,  shown  in  one  of  the 
photographs,  is  a  beam  runway  for  the  traveler  frame, 
which  cantilevers  over  the  tower.  The  horizontal 
steel  struts  are  part  of  the  tower,  as  can  be  seen  in 
the  photograph.  They  transmit  the  component  from 
the  anchorage  at  the  adjacent  pier  to  the  main  pier, 
thus  eliminating  any  horizontal  thrust  due  to  canti- 
lever erection.  The  maximum  stress  in  each  back- 
sta}',  including  wind,  was  2,230.000  lb.,  and  the  area 
was  143  sq.  in.  The  backstay  consists  of  a  line  of 
eyebars  supported  by  the  tower  and  containing  the 
framed  toggle  arrangement  clearly  shown  in  one  of 
the  views. 

The  toggle  was  designed  to  put  the  adjusting 
screws  in  tension,  and  these  screws  were  turned  by  a 
shaft  connecting  them,  as  shown,  in  order  to  insure 
uniform  movement  of  both  arches.  The  power  for 
turning  was  obtained  from  a  single-drum  hoisting 
engine  on  the  ground  below,  connected  to  a  sheave 
wheel  on  the  center  of  the  shaft.  One  turn  of  the 
toggle  screw  at  the  l^eginning  was  computed  to  cause  a 
vertical  downward  movement  at  the  crown  of  the  arch 
of  2-}i  in.,  and  thirteen  turns  of  the  shaft  were  re- 


Fig.  1— Traveller  on  Steel  Tower  erecting  end  panel  of  Arch 


Fig.  2  -Toggle  in  back  stay— Screw  in  Tension  to  Lower  Arch 
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quired  for  one  turn  of  the  screw.  The  total  stress  in 
the  eyebars  at  the  toggle  was  2,530,000  lb.  including 
wind,  and  the  maximum  component  carried  by  the 
screw  was  517,000  lb.  tension.  The  screw  is  9^  in. 
in  diameter,  with  l-)4  in.  pitch. 

The  top-chord  traveler'  was  a  timber  framework 
consisting  essentially  of  12  x  12-in.  horizontal  chords 
with  4  X  12-in.  bracing,  and  two  transverse  struts  of 
braced  timbers.  In  order  to  allow  for  the  changing 
slope  of  the  top-chord  runway  and  keep  the  lower 
sills  of  the  derrick  horizontal,  adjustment  was  pro- 


Fig.  .3— Top  chord  Travellers  lift  steel  from  scows  during  erection  of  Cantilever. 

vided  by  a  line  of  holes  in  the  two  15-in.  channels  to 
which  the  built-up  shoe  at  the  rear  of  the  derrick 
was  bolted.  Two  25-ton  stiffleg  derricks  were 
mounted  on  the  frame,  the  transverse  legs  being- 
spliced  at  their  intersection. 

Erection  Progress  and  Closure 

The  erection  of  the  steel  arch  was  begun  on  the 
east  side  July  29,.  and  on  the  west  side  August  26. 
The  delay  on  the  west  side  wae  due  to  awaiting  the 
completion  of  the  main  pier,  and  the  erection  pro- 
gress was  fixed  by  the  west  cantilever.  The  trav- 
elers were  supported  on  the  steel  I-beam  stringers  of 
the  span,  temporarily  used  on  timber  bents  above  the 
top  chord  for  the  first  four  panels,  as  seen  in  the  pho- 
tograph. In  beginning  the  erection  of  the  end  panel, 
the  end  lower  chord,  which  is  the  heaviest  member  in 
the  bridge  and  weighs  30  tons,  could  not  be  handled  by 
the  derricks  without  special  equipment.  As  con- 
nection of  the  backstay  to  the  end  of  the  chord  could 
not  be  made  until  the  panel  was  erected,  falsework 
bents  were  used  for  the  end  panels.  A  pair  of  sheer- 
legs  on  the  face  of  the  pier,  with  tackle  attachment, 
made  it  possible  to  use  the  derricks  for  hoisting  the 
end  chord. 

The  actual  working  time  on  the  west  side  for 
erecting  the  arches  and  bracing  was  32  days  of  8  hr. 
each.  In  this  time  about  1,250  tons  of  steel  was 
placed  on  the  west  half.  All  truss  members  up  to  the 
four  center  panels,  except  the  bottom  chords,  were 
riveted  up.  the  other  joints  being  bolted  until  after 
closureT 

Closure — Special  Erection  Struts 

The  closure  of  the  arch  was  successfully  ac- 
complished October  8.  'i^he  two  halves  of  the  arch 
lined  up  within  3^  in.,  easily  adjusted  by  a  cable,  and 
were  within   22  in.  of  bearing  when   the  lowering 


operation  was  begun  about  10.30  a.m.  By  2.23  in 
the  afternoon,  with  a  2-hr.  intermission,  the  arch 
closure  was  completed.  Telephones  were  used  at 
each  hoisting  engine  turning  the  toggle  screws,  and  at 
the  centre  where  the  superintendent  of  the  erection 
company  controlled  the  operation.  A  total  vertical 
motion  at  the  center  of  about  22^/^  in.  brought  the 
arch  to  a  bearing. 

Owing  to  the  fact  that  the  adjacent  concrete  arch 
.spans  cannot  be  placed  until  after  the  main  steel  arch 
span  is  erected  and  the  backstays  and  towers  are  re- 
moved, the  main  abutment  piers  are  subjected  to 
excess  unbalanced  thrust  until  these  arches  are  in 
place.  To  provide  for  this  thrust  two  concrete 
struts  5  x  7  ft.  in  section  were  placed  between  the 
bases  of  the  abutment  pier  and  the  adjacent  pier  where 
the  next  arch  had  been  placed  and  was  thus  available 
for  resistance. 

Erection  of  Floor 

The  double-deck  floor  system,  with  six  trolley 
tracks  on  the  lower  level  and  a  highway  floor  and 
sidewalks  on  the  upper  level,  was  erected  from  the 
center  toward  the  ends  by  the  travelers  on  the  top 
chords.  As  in  the  case  of  the  main  arches,  the  ma- 
terial was  hoisted  from  scows  in  the  river.  It  was 
])laced  by  the  following  sequence  of  operations :  First, 
the  8  x  l}i-in.  nickel-steel  hangers  were  placed  in  the 
arch  chord,  then  the  pin-connected  floorbeams  of  the 
upper  level  and  the  builtup  hangers  for  the  lower 
level  were  erected.  The  lower-level  floorbeams  were 
then  placed  and  the  riveted  connections  to  the  hang- 
ers made.  Stringers  and  bracing  could  then  be 
erected. 

By  November  5  all  steel,  about  4,200  tons,  had 
been  placed.  Nickel  steel  was  used  for  the  main 
members  and  carbon  steel  for  the  bracing  and  floor 
system.  The  concrete  arches  of  the  approaches  are 
all  placed  except  the  two  adjacent  to  the  main  arch. 


-  .■niti»>|M||j|,yg77- 

Fig.  4— Archclosed  and  double  deck  floor  steel  placed  by  returning  Travellers. 

The  west  approach  is  now  completed,  and  also  the 
lower  decks  on  many  of  the  spans  of  the  east 
approach. 

The  contractor  •  for  the  fabrication  and  erection 
of  the  steel  arch  was  the  King  I'ridge  Compaii)-, 
Harry  Fuller,  chief  engineer,  was  in  charge  of  the  de- 
sign and  construction  of  the  erection  material. 
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Fuller    Details    in  Specifications 

The  duty  of  the  Engineer  or  Architect  to  supply  adequate  details  of  ex- 
isting conditions— A  complete  list  of  quantities,  with  a  schedule  of  unit  prices 

By  Owen  W.  Smith,  C.E..  Mem.  C.S.C.E.' 


Much  has  been  said,  written  and  spoken  about 
plans  of  structures,  with  all  their  accompanying  de- 
tail, but  little  has  been  said  or  discussed  about  speci- 
fications, which  all  know  go  hand  in  hand  with  all 
plans,  and  in  contract  work  is  one  of  the  written 
documents  of  the  contract  ranking  next  in  importance 
to  the  plans.  This  paper  will  not  attempt  to  describe 
in  great  detail  what  is  necessary  to  make  a  specifica- 
tion complete  and  full  on  every  point  to  be  covered  in 
various  classes  of  work.  The  intention  is  rather  to 
discuss  and  comment  on  the  general  principles  of 
specifications  as  they  have  been  handed  down  to  us  by 
our  predecessors,  in  this  line  of  endeavor,  and  as  they 
are  written  and  enforced  in  our  own  day. 

Specifications  solely  for  materials,  or  processes, 
and  not  prepared  strictly  for  use  in  a  contract  do  not 
present  the  same  problems  that  arise  when  the  speci- 
fications are  part  of  a  contract  document. 

Nor  are  they  so  important  in  certain  types  of  con- 
tract such  as  the  cost,  plus  a  fixed  sum,  or  cost  plus 
a  percentage  contract,  as  changes  in  the  class  or  style 
of  work  can  be  much  more  easily  made  without  mak- 
ing the  changes  a  point  of  dispute  between  the  En- 
gineer and  the  Contractor. 

But  in  the  ordinary  class  of  straight  contract,  in 
which  the  parties  are  bound  within  definite  and  pre- 
scribed lines,  too  much  care  cannot  be  taken  in  draft- 
ing the  specification  which  becomes  a  vital  part  of 
the  contract. 

Under  the  unsecured  cost  contract  they  are  of 
more  vital  importance  to  success  than  under  the  se- 
cured cost  contracts  for  the  reason  that  when  a  man 
is  paid  the  cost  plus  a  profit  for  all  work  it  matters 
little  to  him  what  he  may  be  required  to  do  or  how  he 
must  do  it ;  when,  however,  he  is  asked  to  name  a  sum 
of  money  for  which  he  is  willing  to  do  certain  work, 
he  must  know  accuratel}^  what  he  will  be  required  to 
do  for  the  money,  otherwise  the  sum  he  may  name  will 
be  like  a  gambler's  guess  rather  than  an  accui-ate 
estimate. 

Primarily  specifications  are  drafted  so  that  in  con- 
junction with  plans  certain  works  may  be  built,  the 
objects  in  view  being  that  the  work  will  fulfil  the 
duty  for  which  it  is  designed,  will  be  accomplished 
for  a  certain  sum,  and  will  be  completed  within  a 
certain  time. 

Duties  of  Specifications 

The  chief  duties  of  the  specification  are  these :  to 
define  or  describe  the  work  so  that  any  competent 
contractor  may  submit  an  intelligent  bid,  and  to 
establish  a  guide  and  a  standard  by  which  the  con- 
tract may  be  interpreted  with  fairness  to  each  party. 

To  attain  the  first  of  these  desired  results,  great 
attention  should  be  given  to  accurately  and  clearly 
describe  what  is  desired  to  be  done  and  the  existing 
conditions  under  which  it  is  to  be  constructed. 

A  complete  specification,  in  conjunction  with  the 
plans  should  indicate  clearly,  conciselv  and  accurately 
all  the  details  of  the  structure ;  the  class  of  materials 
to  be  used,  what  is  to  be  supplied  by  the  contractor, 
and  by  the  corporation,  and  in  the  case  of  corporation 
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supplies,  where  these  are  to  be  delivered.  Also  the 
local  conditions,  such  as  the  conditions  of  the  sub- 
strata on  which  foundations  are  to  be  placed,  flood 
conditions,  where  they  afifect  the  work,  should  be 
fully  described,  and  any  other  matter  which  might 
afifect  an  intelligent  bid  one  way  or  another. 

It  is  not  sufficient  that  the  engineer  should  merely 
indicate  by  the  plans  and  specifications  the  type  and 
character  of  the  structure  to  be  built.  Usually  he 
has  a  great  many  advantages  in  planning  an  enter- 
prise over  those  enjoyed  by  the  contractor.  Gen- 
erally he  is  not  limited  in  the  time  taken  in  drawing 
his  plans  and  drafting  his  specifications,  and  has,  or 
should  have,  ample  time  to  investigate  all  conditions 
and  make  researches  prior  to  the  time  when  bids  are 
called.  No  structure  or  work  should  be  designed 
without  a  full  knowledge  of  local  conditions. 

We  often  find,  however,  that  the  bidder  is  not 
given  any  information  about  local  conditions,  even 
when  it  is  in  the  possession  of  the  designer  and  he  is 
left  to  shift  for  himself  and  get,  as  well  as  he  can,  the 
information  which  has  a  most  important  bearing  on 
the  ultimate  cost  of  the  work. 

Time  to  Tender  Often  Short 

The  time  allotted  to  the  contractor  is  often  too 
short  to  admit  of  anything  but  a  brief  survey  of  con- 
ditions, and  he  has  to  practically  guess  about  condi- 
tions, which  are  of  vital  importance  to  all  concerned. 
Hence  we  often  find,  as  a  result  of  lack  of  this  in- 
formation, a  great  range  in  the  amounts  bid,  a  wiser 
and  sadder  contractor,  and  a  worried  and  disgusted 
engineer.  Further,  it  is  the  duty  of  engineers  or 
writers  of  specifications,  to  provide  positive  informa- 
tion of  local  conditions  pertaining  to  the  work,  al)Ove 
ground  and  below. 

Is  it  not  sufficient  to  ask  bidders  to  spend  their 
time  and  money  in  obtaining  that  information  which 
is  solely  within  the  province  of  the  contractor,  and 
supplying  the  required  security,  without  putting  them 
to  the  necessity  of  gathering  data,  which  is  within 
the  province  of  the  engineer  to  do  so? 

In  this  connection  the  point  of  view  of  man\- 
engineers  appears  to  be  that  they  confer  a  favor  in 
handing  plans  and  specifications  to  a  contractor  for 
l)idding  purposes.  Money  deposits  are  often  required 
before  these  can  be  obtained  and  frequently  they  are 
not  permitted  to  take  them  from  the  office,  and  re- 
(|uests  to  have  them  sent  by  mail  are  refused.  It  is 
hard  to  see  how  the  contractor  is  under  an}-  obligation 
in  an  eflfort  to  bid  on  work,  as  these  efforts  will  re- 
quire both  time  and  money  to  accomplish,  and  with 
every  prospect,  on  the  average,  of  the  contractor  being 
out  of  pocket. 

Viewed  from  a  business  standpoint,  competition  i-- 
the  life  of  trade,  in  these  matters  as  in  others,  and  the 
engineer's  dutv  to  his  employers  or  client  would  be  to 
facilitate  in  every  wa}-  tlie  interest  of  all  prospective 
competent  bidders. 

Under  this  heading  it  will  l)e  proper  to  discuss 
briefly  the  actual  wording  of  specifications  before 
passing  on  to  the  next  phase. 

Clearness,  brevity  and  consistency  are  the  three 
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tliini^s  to  be  attained  in  the  wording-  of  a  specification. 
Lengthy  sentences  of  necessity  become  involved,  and 
reiteration  of  descriptions  of  similar  works  and  ma- 
terials does  not  add  strength  to  the  docnment.  Tau- 
tology is  to  be  avoided  if  possible.  Words  such  as 
"proper"  and  "sufficient"  being  indefinite  have  little 
meaning-,  and  the  writer  should  avoid  them  l)y  stating 
clearly  what  is  proper  and  sufficient 

Stock  clauses,  or  standard  specifications  to  apply 
to  dififerent  classes  of  work,  or  different  works  of  the 
same  class,  are  dangerous,  and  may  lead  to  serious 
trouble  between  all  parties  concerned. 

Clearness,  Brevity  and  Consistency 

To  sum  the  matter  up;  if  the  sj^ecificatiou 
drafter  clearly  understands  what  he  is  writing:  about, 
says  exactly  what  he  means,  and  not  a  word  more, 
clearness,  brevity  and  consistency  will  be  attained. 

Now  in  regard  to  the  second  requirement  which 
has  been  laid  down  as  a  basis,  namely,  to  establish  a 
guide  and  a  standard  by  which  the  contract  may  be 
interpreted  with  fairness  to  each  party.  Several 
things  are  essential  to  accomplish  this,  such  as ; — 

(1)  .\  complete  list  of  quantities  of  all  work. 

(2)  A  schedule  of  unit  prices  of  all  items  in  the 
work.  This  of  course  would  mean  a  unit  price  bid 
which  can  easily  be  figured  to  a  lump  sum  if  desired. 

(3)  And  in  addition  a  schedule  of  prices  for  extra 
work. 

Bidders  should  not  be  required  to  estimate  their 
own  quantities.  The  bidder,  while  perfectly  com- 
petent to  construct  the  work,  mav  not  be  expert  in 
calculating  quantities  and,  in  the  limited  time  usually 
at  his  disposal,  should  not  be  required  to  spend  time 
on  these  details,  which  would  be  more  profitablv 
spent  on  matters  essential  to  intelligent  bidding,  such 
as  the  labor  problem,  materials,  insurance  and  the 
hundred  and  one  things  which  must  be  foreseen  in 
actual  successful  construction  work.  .\  definite  list 
of  quantities  provides  a  basis  of  working  which  not 
only  aids  the  bidder  in  estimating  closely,  but  gives 
him  confidence  in  the  engineers  who  are  to  direct  the 
work,  and  frees  him  from  that  haunting  suspicion 
that  perhaps  in  haste  he  has  omitted  something;  or 
else  he  mav  estimate  too  largely  making  his  bid  appear 
absurdly  high. 

A  schedule  of  unit  prices  for  extra  work  which 
might  be  encountered  will  eliminate,  in  a  large 
measure,  force  account  work'  and  such  items  whicli 
often  become  a  bone  of  contention  between  contractor 
and  engineer. 

(4)  All  items  in  the  schedule  of  ])rices  should  be 
adequately  covered  bv  a  corresponding  clause  or  sec- 
tion on  the  specification. 

The  difficulty  of  obtaining  fully  detailed  informa- 
tion of  what  is  really  wanted  when  bidding  on  work 
is  f)ne  of  the  serious  problems  which  often  confront 
the  contractor,  for  it  is  largely  the  details  which  de- 
termine what  work  is  reallv  worth. 

The  more  doubtful  therefore  tlie  l)i(l(lcr  is  as  to 
what  n-uiy  be  required  of  him,  the  greater  sum  he  will 
;idd  In  his  i)ricc  for  contingencies  whicli  nia\-  arise. 
This  will  lie  parlicnlarK-  .^o  if  the  engiiu'cr  bears  a 
reputation  U>r  narrc )u-min{le(lness  and  arrogance. 

The  gisl  III'  the  mattei-  up  to  this  jxiint  is  to  give 
all  the  ncccssarx  in  forniatii  m  in  a  specification, 
wheliier  it  he  description  of  work  and  material,  locil 
conrlitions,  quantities,  matters  of  extra  work,  etc.,  and 


to  have  it  properl}^  expressed  so  that  all  bidders  may 
precisely  and  explicitly  know  what  is  required  of 
them. 

Penalty  Clause 

It  is  well  known  that  time  penalty  clauses  are  not 
often  enforced  in  a  contract,  and  the  general  opinion 
largely  prevails  among  construction  men  that  they 
are  of  little  effect.  One  of  the  chief  reasons  for  these 
conditions  is  that  usually  the  owner,  corporation  or 
engineer  is  unable  to  keep  their  part  of  the  contract 
exactly  on  time,  and  there  is  always  an  avenue  of 
escape  opened  for  the  contractor. 

It  is  conceivable  that  in  some  cc^nstruction  work 
there  is  an  absolute  need  of  it  being  finished  by  a  cer- 
tain time,  and  in  such  cases  the  penalty  clause  may 
have  some  legitimate  use,  but  in  the  usual  construc- 
tion contract  its  principal  eft'ect  would  be  to  raise  the 
amount  bid  by  tenderers  who  have  fears  of  its  applica- 
tion. 

It  can  be  laid  down  as  a  rule  that  the  competent 
contractor  is  most  anxious  to  finish  the  job  as  rapidly 
as  is  consistent  with  efficiency.  Construction  work 
in  common  with  many  other  operations  has  an  effi- 
cient and  economical  rate  of  progress.  To  exceed 
this  means  increased  cost  and  therefore,  if  possible, 
specifications  should  state  a  reasonable  time  for  the 
completion  of  the  contract,  giving  due  consideration 
to  vuiforeseen  difficulties  and  contingencies  which  may 
be  encountered  in  the  work,  and  also  in  the  customary 
local  conditions  appertaining  to  the  work. 

The  time  penalty  clause  should  be  used  only  in 
exceptional  cases  where  it  is  an  absolute  necessity  to 
complete  within  a  certain  time.  The  careftil  bidder 
will  then  make  due  provision  for  the  same  in  his 
tender.  It  seems  ridiculous  to  have,  for  example,  a 
fifty  dollar  per  day,  time  penalty  clause  placed  indis- 
criminately in  all  contract  specifications,  when  in 
nearly  all  cases  the  contract  will  be  carried  out  along 
the  usual  lines  of  making  speed  as  rapidly  as  circum- 
stances permit. 

Business  Relations 

Specifications  are  usually  divided  into  two  divi- 
sions, the  first,  with  which  the  foregoing  remarks 
have  been  dealing,  viz.  the  clauses  relating-  to  the 
description  of  the  work  whose  accomplishment  is  the 
object  of  the  contract,  called  "Specific  Clauses". 

The  second  division  relating"  to  the  rights,  duties 
and  obligations  of  the  contracting  parties,  and  the 
engineer  or  owner.  These  might  be  called  the  busi- 
ness relations.  In  this  countr}'  they  are  generally 
classified  as  "General  Clauses". 

During  thg  process  of  developing  specifications  it 
would  appear  that  the  general  clauses  ha\  e  recei\'ed 
more  cultivation  than  the  sjiecific  clauses. 

Many  of  these  latter  clauses  (sometimes  known  as 
"The  Big  Stick"  clauses)  are  manifestly  unfair,  illegal 
and  injurious  to  the  engineering  ])rofession. 

Inspector's  Powers 

The  clauses  governing  the  insjicctor's  ])o\ver  are 
also  usually  contradictory,  for  example:  .\n  inspector 
shall  be  appointed  l)y  tlie  corporation  and  the  con- 
tractor obey  without  <|uestion  his  order  and  instruc- 
tions, but  no  appro\  al  of  the  inspector  shall  be  taken 
as  an  acceptance  of  improper  work  or  material  which 
must  in  every  case  be  removed  and  j^romptly  replaced 
when  discovered. 

The  inspector  has  power  to  order  defectix'c  work 
or  materials  but  has  no  power  to  accept  same.  .Sureh' 
an  unfair  condition  to  impose. 

I  Concluded  on  psiRo  (iU 
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The  Disposal  of  Sewage  by  Dilution 

A  bio-chemical  method  of  purification— Effect  of  normal  sewage  on  streams- 
Much    depends    on   the   amount  of   oxygen   dissolved  in   water  (concluded) 

By  W.  E.  Adeney,  D.  Sc.,  F.I.C. 


In  order  fully  to  appreciate  the  very  serious  injury 
Avliich  sewage  or  other  refuse  solid  organic  materials 
are  capable  of  causing  in  a  stream,  it  is  necessary  to 
understand  the  wide  difference  of  their  behaviour  to- 
wards the  dissolved  oxygen  of  any  water  through 
which  they  become  dispersed  when  (1)  in  the  fresh 
condition,  and  (2)  after  undergoing-  bacterial  fermen- 
tation under  anaerobic  conditions  when  deposited  for 
any  length  of  tirrte  along"  the  bed  or  banks  of  a  stream. 

Sewage  or  refuse  solids  in  the  fresh  condition,  like 
fresh  sewage  liquor,  when  dispersed  through  large 
volumes  of  "clean"  water,  do  not  directly  combine 
with  the  dissolved  oxygen,  but  are  only  induced  to  do 
so  indirectly  and  gradually  under  the  influence  of  any 
water  bacteria  that  may  feed  upon  them. 

When,  however,  the  same  solids,  after  remaining 
deposited  on  the  bed  of  the  stream  for  any  length  of 
time,  and  undergoing  anaerobic  fermentation,  become 
dispersed  through  "clean"  water,  the  sulphides  and 
deoxygenated  organic  bodies  now  mixed  with  them 
will  directly  combine  with  the  dissolved  oxygen  im- 
mediately they  come  in  contact  with  it.  So  that, 
while  the  waters  of  a  "clean"  stream  may  transport 
sewage  or  other  refuse  organic  solids  in  the  fresh  con- 
dition, and  may  carry  them  for  several  hours  without 
suffering  any  appreciable  reduction  in  their  dissolved 
oxygen  content,  the  same  solids,  after  remaining  de- 
posited along  the  bed  and  banks  of  a  stream,  and  there 
undergoing'  anaerobic  fermentation,  will,  when  dis- 
turbed and  dispersed  through  a  like  body  of  "clean" 
water,  immediately  absorb  the  dissolved  oxygen  of  the 
water  by  direct  chemical  combination  with  it. 

Injury  to  Rivers 

Many  of  our  rivers  in  this  country  suffer  more  or 
less  serious  injury  from  sewage  solids  in  the  manner 
here  described.  The  writer  has  had  opportunities  of 
carefully  investigating-  the  condition  and  circum- 
stances of  several  of  such  rivers,  and  he  has  given 
detailed  description  of  some  typical  examples  in  the 
Appendix  VI.  to  the  Fifth  Report  of  the  Sewage  Com- 
mission. Reference  may  also  be  made  in  this  con- 
nection to  the  1912  report  of  the  Metropolitan  Sewer- 
age Commission  of  New  York,  and  also  to  the  1914 
report  of  the  same  commission. 

It  will  suffice  to  give  here,  by  way  of  illustration, 
one  typical  example:  The  Yorkshire  river  Ouse  for  a 
great  part  of  its  course  is  a  fairly  clean,  natural  stream. 
In  spite  of  some  rather  considerable  pollution  bv  the 
sewage  of  towns  and  villages,  there  is  nothing  in  its 
waters  to  prevent  or  destroy  fish  life.  But  near  Goole, 
where  it  is  joined  bv  the  Aire  and  Don,  it  becomes  at 
times  seriously  polluted  ])y  putrescent  sewage  solids 
brought  down  to  it  l)y  these  tributaries  during 
freshets.  It  is  a  matter  of  yearly  complaint  that  the 
gross  pollution  of  the  upper  reaches  of  these  streams 
occasionally  poi.son  and  deoxygenate  the  waters  of  the 
Ouse,  and  prevents  the  passage  of  salmon  trying  l<i 
ascend  it  from  the  liumber. 

Both  the  Aire  and  the  Don,  between  their  most 
T)olluted  reaches  and  their  juncti(Mis  with  tiie  Ouse. 
flow   through   courses   of   considerable   length,  and 


alcMig  which  they  receive  little  further  jjcjllution,  and 
in  which  the  bio-chemical  oxidation  of  licjuid  sewage 
organic  matters  that  had  become  mixed  with  their 
waters  is  very  considerably  advanced. 

But  both  tributaries,  it  must  be  remembered,  are 
very  grossly  polluted  along  their  higher  reaches.  Thus 
the  Aire,  with  its  nearly  equal  effluent  the  Calder, 
drain  an  area  within  which  lie  the  towns  'jf  I'radford. 
Leeds,  Iluddersfield  and  Wakefield,  and  villages  in 
which  the  woollen  trade  of  the  West  Riding  of  "N'ork- 
shire  is  carried  on. 

During-  dry  weather  crude  sewage  solids  are  de- 
posited along-  the  beds  and  banks  of  the  upper  reaches 
of  these  rivers,  but  the  liquid  portions  gradually  un- 
dergo fermentation  as  they  are  borne  along;  by  the 
waters  of  the  rivers,  and  the  writer  has  found  that,  by 
the  time  they  reach  the  Ouse  in  dry  weather,  practi- 
cally the  whole  of  the  dissolved  sewage  organic  sub- 
stances originally  present  becomes  completely  fer- 
mented, and  that  the  second  stage  of  fermentation — 
that  is.  the  bio-chemical  oxidation  of  the  ammonium 
compounds,  has  been  well  established. 

But  during  freshets  the  sewage  solids  whicli  had 
accumulated  in  dry  weather  in  these  rivers,  and  had 
meanwhile  become  putrescent,  are  washed  down  into 
the  Ouse,  and  absorb  the  dissolved  oxygen  of  its 
waters,  so  that  the  waters  are  rendered  incapable  of 
supporting-  salmon  and  other  fish  life. 

These  solids  also  become  deposited  along  the 
banks  of  this  part  of  the  Ouse  and  temporarily  dis- 
color it.  The  banks  of  the  river  are  steep  and  un- 
covered at  low  water.  They  are  overlaid  with  clay 
and  fine  sand,  which,  as  just  stated,  becomes  discolored 
after  freshets,  but  appears  of  a  clean  yellow  color  dur- 
ing- dry  weather.  A  good  deal  of  this  solid  polluting 
matter,  however,  remains  imbedded  in  the  clay  below 
its  surface,  and  causes  further  injury  to  the  waters  of 
the  river,  as  will  appear  from  the  descriptions  that 
follow. 

The  Ouse  and  its  tributaries  the  Aire  and  the  Don 
are  influenced  by  tides  for  considerable  distances  above 
Goole.  The  rate  of  flow  and  ebb  in  this  portion  of  the 
river  Ouse  varies  very  greatly  during  spring  and  flood 
tides.  At  spring  tides  the  flood  lasts  about  2  1-4 
hours,  with  an  ebb  of  9  1-4  hours,  and  a  period  of 
(juiescence  of  about  half  an  hour  at  high  and  low- 
water.  At  neap  tides  the  flood  lasts  for  four  hours, 
and  the  ebb  for  7  1-2  hours. 

At  spring  tides  the  river  Goole  rises  from  16  ft.  to 
20  ft.,  while  at  neap  tides  the  rise  varies  between  10  ft 
and  13  ft. 

The  great  and  ra|)id  rise  of  the  river  during  spring 
tides  must  obviously  produce  a  strong  scouring  action 
on  the  banks  of  the  river,  and  a  much  stronger  action 
llian  at  neap  tides,  when  the  river  rises  more  slowly 
and  to  a  less  height. 

Tidal  Investigations 
Dr.  -Maclean  Wilson  has  publisiied  some  valuable 
and  instructive  results  of  .some  careful  investigations 
lliat  he  has  made  on  this  portion  of  the  river  Ouse 
(luring  spring  and  neap  tides,  and  iiis  chemical  an- 
alyses show  that  the  suspended  matters  carried  bv 
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the  waters  of  the  river  is  very  much  greater  during 
spring  tides  than  during  neap  tides — the  maximum 
range  being  1,100  parts  suspended  matter  at  spring 
tides  to  75  parts  per  100.000  parts  of  water  during  neap 
tides. 

Notwithstanding  the  fact  that  the  hquid  sewage 
matter  in  the  river  is  dihited  with  very  much  larger 
volumes  of  clean  water  at  spring  tides  than  at  neap 
tides,  the  dissolved  oxygen  content  of  the  river  waters 
during  spring  tides  is  nevertheless  considerably  les.> 
than  at  neap  tides.  The  only  possible  explanation  for 
this  apparently  anomalous  state  of  things  is  that  the 
clay  and  sand  which  are  disturbed  by  the  tidal  cur- 
rents in  this  portion  of  the  river  contain  putrescent 
sewage  solid  matters,  and  that  these  matters  are  more 
effectually  scoured  and  dispersed  in  larger  quantities 
through  the  tidal  waters  by  the  spring  tidal  currents 
than  by  the  neap  tidal  currents,  and  that  these  putre- 
factive matters  rapidly  absorb  dissolved  oxygen  from 
the  tidal  waters  as  the}'  become  dispersed  through 
them. 

As  regards  the  possibility  of  liquid  sewage  mat- 
ters contributing-  to  an  appreciable  extent  to  the  excep- 
tional deficiency  in  the  dissolved  oxygen  content  of 
the  spring  tide  waters  of  the  river,  several  reasons 
may  be  advanced  to  show  that  this  is  impossible.  For 
example.  Dr.  Maclean  Wilson's  analytical  figures  show 
that  the  proportions  of  liquid  sewage  matters  in  the 
spring  tide  samples  are  about  ten  times  less  than  those 
m  the  neap  tide  samples,  and  that,  nevertheless,  they 
show  a  greater  deficiency  in  dissolved  oxygen.  Some 
of  the  spring  tide  samples  were  so  slightly  polluted  by 
liquid  sewage  matter  that  they  contained  no  ammonia, 
and  yet,  notwithstanding  this,  their  dissolved  oxygen 
content  had  been  so  greatly  reduced  that  they 
were  no  l(Miger  able  to  support  salmon  and  other  fish 
life;  while  the  neap  tide  samples,  though  they  con- 
tained ver}^  decided  quantities  of  ammonia,  indicating 
distinct  pollution  with  liquid  sewage  matter,  their 
oxygen  content  was  not  so  largely  reduced.  It  was, 
in  fact,  usuall}'  above  the  minimum  re(|uired  by  salmon 
and  other  fish  life. 

Sufficient  has  ])erha]:)s  been  stated  in  the  foregoing- 
pages  to  indicate  the  great  danger  of  discharging  sew- 
age solids  into  ^treams,  the  currents  and  physical  cir- 
cumstances of  which  are  not  such  as  to  ensure  the  sat- 
isfactory disposal  of  such  sewage  matter. 

Sewage  Solids 

In  every  such  case  the  sewage  solids  should  be 
removed  before  discharging  sewage  liquor  into  the 
stream. 

Streams  are  to  be  met  witli,  however,  which  are 
capable  of  .satisfactorily  disposing  of  the  solids  as  well 
as  the  liquor  of  crude  sewage  matter;  and  it  becomes 
interesting  and  instructive  to  consider  what  may  be- 
come of  the  solid  matters  when  discharged  into  such 
streams.  lUit  little  attention  has  hitherto  been  paid 
to  this  question  by  engineers  and  chemists.  A  good 
deal  ()f  information  has,  however,  been  obtained  con- 
cerning it  from  recent  investigations  bv  water 
biologists. 

Tn  the  case  of  such  streams  the  volume  and  flow  of 
their  waters  arc  sufficiently  great  to  prevent  the  per- 
manent'deposit  of  the  sewage  solids  discharged  into 
them  at  any  particular  point,  and  to  distribute  them 
widely  through  large  volumes  of  water  or  over  wide 
areas  of  clean  bed.  Under  these  conditions  neither 
the  waters  nor  the  bed  of  the  stream  can  become 
fouled,  and  the  former  will  remain  well  stored  with 


dissolved  oxygen.  Other  forms  of  organisms  besides 
bacteria  will  then  flourish,  and  will  feed  upon  the 
organic  solids  thus  widely  distributed  through  the 
waters,  or  over  the  bed  of  the  stream. 

Microscopic  Organisms 

Some  of  these  organisms  possess  the  mode  of  nutri- 
tion characteristic  of  animal  forms  of  life,  and  do  not 
consequently  exercise  by  their  vital  processes  the 
drain  upon  the  supply  of  dissolved  oxygen  in  waters 
by  causing  an  oxidation  of  food  materials  in  the  way 
that  bacteria  do.  They  consequently  do  not  require 
so  much  oxygen  for  like  quantities  of  organic  matter 
consumed.  They  can,  moreover,  it  is  well  to  bear  in 
mind,  only  continue  to  thrive  in  well  oxygenated 
water.  They  are  to  be  found  among  the  forms  at- 
tached to  the  bed  of  the  stream — e.g.,  annulosa,  mol- 
lusca  and  large  Crustacea ;  among  the  micro-oi"gan- 
isms,  which,  by  reason  of  the  minuteness  of  their  size 
and  feeble  powers  of  locomotion,  are  carried  about 
passively  by  the  waters  of  the  stream,  and  include 
animal  organisms.invisible  or  barely  visible  to  the 
naked  eye,  as  well  as  the  two  great  classes  of  sap- 
rophytic and  nitrifying-  bacteria  already  considered ; 
and,  finally,  among  the  various  forms  of  animals — e.g., 
fish  (pisces) — which  freely  roam  through  wide  areas 
of  water. 

The  above  three  categories  of  organisms  occur 
more  or  less  abundantly  in  clean  river  and  inshore 
tidal  waters  that  are  exposed  to  a  pollution  slight  in 
extent  relatively  to  their  volume  and  flow  from  agri- 
cultural or  domestic  drainage,  and  all  may  assist  in 
the  work  of  the  destruction  of  the  solid  organic  refuse 
matters  in  such  waters. 

The  microscopic  organi.sms  of  fresh  and  salt 
waters — termed  collectively  the  "plankton" — have 
been  shown  to  pla}'  a  very  important  part  in  the  con- 
sumption of  solid  refuse  matters  in  waters.  These 
minute  organisms  are  nourished  by  a  true  animal 
mode  of  nutrition — that  is  to  say,  they  absorb  solid 
particles  of  organic  foodstuff  at  any  point  on  their 
surface — as  in  the  case  of  the  simplest  protozoa,  diges- 
tion taking  place  within  the  cell ;  or,  as  in  the  case  of 
organisms  higher  in  the  scale  of  life,  they  possess  a 
distinct  oral  aperture,  through  which  the  solid 
particles  enter,  and  an  anal  aperture,  through  which 
undigested  portions  of  food  are  expelled. 

Besides  the  protozoa,  minute  Crustacea  abound  in 
the  "plankton"  of  waters,  and  of  these  the  most  im- 
portant in  sea  water  are  the  copepoda.  These  organ- 
isms lead  a  predatory  life,  and  well  deserve  the  name 
of  scavengers.  They  feed  largely  on  sewage,  and  con- 
vert sewage  into  good  food  for  fish.  The  rotifera 
also  plentifully  occur  among  the  "plankton"  of  fresh 
water. 

Thus,  in  the  "plankton"  of  a  water  organisms 
exist  which  in  their  several  ways  and  by  their  joint 
action  are  capable  of  completely  consuming  any 
sewage  matters,  liquid  or  .solid,  that  may  be  asso- 
ciated with  them,  always  provided  that  the  waters 
shall  at  all  times  be  well  supplied  with  dissolved 
(jxygen  throughout  their  mass. 

That  minute  organisms  possessing-  a  true  animal 
mode  of  nutrition  can  consume  the  solid  organic  mat- 
ters of  crude  sewage  at  an  extraordinarily  rapid  rate* 
under  sufficiently  favorable  conditions  has  been 
I)roved  by  the  experiments  recently  carried  out  in 
America  by  Messrs.  Edward  P.arlow'and  V.  W.  Moh- 
lan  on  the  "Purification  of  Sewage  by  .^cration  in  the 
I'resence  of  Activated  Sludge"  (Journal  of  Industrial 
and  Engineering  Chemistry,  p.  318,  Vol.  7,  1915).  In 
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these  experiments  crude  sewage  was  nitrified  in  five 
hours,  and  the  biological  examination  of  the  purified 
sludge  from  these  experiments  showed  that -among 
the  microscopic  animals  found  were  many  vorticella 
and  rotifera,  but  that  the  predominant  organism  is  a 
minute  worm — x\eolosoma  hemprichi.  This  organism 
abounds  in  various  kinds  of  fresh-water  streams 
where  there  is  an  abundance  of  decaying  organic  ma- 
terial, and  thrives  especially  well  where  there  is  much 
fermentation  in  waters  contaminated  with  sewage, 
provided  that  there  is  an  abundance  of  oxygen.  It 
l)elongs  to  a  group  of  worms  in  which  reproduction 
occurs  very  rapidly  b}'  asexual  methods.  It  must  be 
noted,  however,  that,  although  the  purified  sludge  from 
the  experiments  was  free  from  mipleasant  odor,  and 
continued  to  be  so,  so  long'  as  these  and  other  organ- 
isms, of  which  it  largely  consisted,  remained  alive  or 
in  a  fresh  condition,  it  nevertheless  became  ofi^ensive 
when  these  organisms  died  and  sufifered  putrefaction. 
These  experiments  aflford,  therefore,  a  good  illustra- 
tion of  the  superiority  of  water  bacteria  as  scavengers 
over  organisms  that  are  nourished  by  a  true  animal 
mode  of  nutrition  so  far  as  end  products  are  concerned. 

Sewage  Matters  in  Streams 

But  it  may  be  urged  that,  even  when  sewage  mat- 
ters are  discharged  into  streams  under  the  most  fav- 
orable conditions  for  their  satisfactory  purification, 
their  destruction  as  such  by  living  organisms  will  not 
be  efifected  immediately,  but  only  after  extended  per- 
iods of  time.  So  that,  if  any  poisonous  bodies  be 
associated  with  the  sewage  matters,  the  waters  of 
the  stream  may  re;nain  poisoned  for  a  considerable 
portion  of  their  subsecjuent  flow. 

This  aspect  of  the  sewage  dilution  problem  has 
also  been  very  carefully  investigated  of  recent  years, 
especially  by  Dr.  Houston,  for  the  Sewage  Commission 
and  for  the  Metropolitan  Water  Board,  and  his  very 
elaborate  and  prolonged  investigations  have  clearly 
shown  that  the  dangers  of  a  properly  controlled  and 
limited  pollution  of  a  stream  by  sewage  matters  are 
not  necessarily  as  great  as  has  been  hitherto  supposed. 
He  has  shown,  on  the  contrary,  that  the  view  hitherto 
held  that  a  polluted  river  water,  such  as  the  Thames, 
may  be  at  all  times  dangerously  infected  by  disease 
germs  is  not  founded  on  fact ;  but  that  the  real  danger 
to  guard  a  river  water  against,  in  the  interests  of  pub- 
lic health,  is  the  accidental  intrusion  of  specifically  in- 
fected excretion  from  disease  carriers. 

This  conclusion,  it  may  be  incidentally  pointed  out, 
is  entirely  supported  by  the  immunity  from  specific 
diseases  of  communities  dwelling  or  working  along- 
side of  tidal  and  non-tidal  waters  that  are  polluted 
often  to  a  considerable  extent  with  sewage  matters, 
and  in  the  habit  of  making  use  of  such  waters  for  boat- 
ing and  other  purposes,  including  domestic  use,  ex- 
cept that  of  drinking-. 

Antiseptics  and  certain  trade  waste  liquors  would 
certainly  exercise  a  poisonous  influence  in  a  stream  if 
directly  discharged  into  it  in  the  raw  condition,  or  if 
allowed  to  drain  in  too  large  proportions  into  a  sewer ; 
and  where  necessar}-  such  waste  must  be  specially 
treated  before  being  discharged  into  a  stream. 

But  it  is  the  common  experience  in  sewage  purifi- 
cation works  of  towns  in  which  bacterial  processes  are 
carried  on — e.g.,  percolating  and  contact  beds  filtration 
processes — that  they  are  not  present  in  sufficient 
quantity  to  interfere  with  the  purification  of  the  sew- 
age matter.  No  doubt  they  gain  access  to  sewers, 
but  by  the  time  the  sewage  reaches  the  purification  or 


outfall  works  they  have  either  been  destroyed  or  have 
l)een  so  largely  diluted  as  t(j  I)e  rendered  harmless  to 
living  organisms. 

Although  the  experimental  investigations  and 
views  referred  to  in  the  foregoing  pages  all  go  to  free 
slightly  polluted  river  waters  from  the  odium  attach- 
ing to  them  as  being  necessarily  sure  sources  of 
disease-producing  bacteria,  the  wri'ter  wishes  empha- 
tically tf)  support  the  view  that,  when  any  river  water 
is  drawn  upon  for  a  potable  water  supply  to  a  com- 
munity, every  possible  means  should  be  adopted  for 
guarding  against  the  danger  of  accidental  infection, 
and  for  ensuring  a  sufficient  chemical  purity  of  the 
water  for  all  the  purposes  incidental  to  the  varied  re- 
quirements of  such  community. 

This  discussion  of  the  dilution  method  of  sewage 
purification  may  perhaps  be  fittingly  concluded  with 
the  following  definition  of  the  term  "normal"  sewage: 
"Normal"  sewage  matters  are  refuse  matters,  the 
fermentable  organic  constituents — both  in  solution 
and  in  suspension— of  which  can  be  purified,  withmit 
previous  treatment  of  any  kind,  by  living  organisms. 


Fuller  Details  in  Specifications 

'Continued  from  page  581 

To  the  credit  of  engineers  be  it  said  that  disputes 
are  usually  settled  on  a  basis  of  justice  and  equitv  to 
all  parties.  Nevertheless  much  injustice  has  been 
done  by  narrow  minded  and  arrogant  indi\  iduals  who 
have  taken  advantage  of  the  literal  reading  of  these 
clauses.  Particularly  where  the  amounts  involved 
are  not  great.  Business  men  well  know  that  it  does 
not  pay  to  enter  into  litigation  unless  the  issues  at 
stake  are  important,  because  the  large  corporation  or 
municipality  have  plenty  of  money  and  legal  mach- 
inery to  give  battle  to  the  contractor,  without  an\- 
individual  suflfering  personal  loss. 

These  things,  however,  do  not  reflect  credit  upon 
the  ability  or  character  of  engineers  as  a  class.  Hence 
we  see  many  contractors  voicing  a  profound  contempt 
for  the  engineering  profession.  This  is  of  great  dis- 
advantage to  the  profession  at  large,  and  also  to  the 
interests  of  the  general  public.  Engineers,  as  ser- 
vants of  the  public  in  the  highest  sense  of  the  term, 
should  maintain  a  high  standard  of  fairness  and 
justice,  as  in  so  doing,  they  best  conserve  the  in- 
terests of  their  employers.  Nothing  is  to  be  gained 
in  the  long  run  by  endeavoring  to  get  something  for 
nothing  from  a  contractor. 

Contractors  are  as  susceptible  as  a  weather  vane 
to  the  personalitv  of  an  engineer,  and  the  unfair  or 
unjust  individual's  reputation  will  follow  him,  and 
will  be  sure  to  increase  the  cost  of  his  work,  or,  in 
other  words,  the  cost  to  the  public. 

No  one  will  object  to  the  proper  safeguarding  of 
the  interests  of  the  owner  or  public,  but  this  can  best 
be  done  by  a  fair  bargain  in  which  each  party  knows 
thoroughly  what  is  required,  and  each  make  them- 
selves responsible  for  their  own  particular  part  of  the 
contract,  agreeing  on  a  fair  method  for  adjusting  un- 
foreseen contingencies  wiiich  are  usuallv  bound  to 
occur. 


The  Customs  receipts  of  the  city  of  Toronto 
for  the  month  of  December  amounted  to  $2,128,- 
050 — the  largest  in  the  history  of  the  city. 


03 


THE    CONTRACT  RECORD 


January  10,  191G 


Construction  Features  of  Mexico  Plant 

Described  by  Mr.  R.  F.  Hayward  before  Vancouver  branch 
of  G.S.G.E.— Fortunately  little  interfered  with  by  revolutionists 


Nearlj-  all  of  the  prominent  men  connected  with  the 
formation  and  development  of  the  Mexican  Light  &  Power 
Company's  enterprise  have  passed  away  in  the  last  few 
years.  Don  Porfirio  Diaz,  President  of  Mexico,  by  whose 
government  the  enterprise  was  made  possible,  died  last 
year.  Sir  George  Drummond,  Sir  Edward  Clotiston  and 
James  Ross,  directors  from  the  inception  of  the  undertak- 
ing, and  J.  D.  Schuyler,  consulting  engineer  for  the  Necaxa 
Dam,  have  also  passed  away.  And  now  but  a  few  months 
ago  Dr.  F.  S.  Pearson,  the  engineer  to  whose  fertile  brain 
and  energy  was  due  the  conception,  planning  and  comple- 
tion of  the  undertaking,  went  down  with  the  Lusitania.  It 
therefore  seems  a  fitting  time  to  call  to  mind  some  of  the 
features  of  the  Necaxa  development,  which,  for  variety  of 
new  problems  and  difficulties  met  and  worked  out,  is  still 
quite  unique  in  the  history  of  water  power  development. 

Mexico  City  is  situated  on  a  plateau  nearly  8,000  feet 
above  sea  level,  surrounded  by  a  rim  of  mountains  rising' 
from  an  elevation  of  from  10,000  to  17,000  feet  and  including 
three  extinct  volcanoes,  Popocatepl,  Ixtaccihaatl,  and  The 
Peak  of  Orizaba. 

A  traveller  journeying  100  miles  in  a  ii ortheasterly 
direction  from  the  City  of  Mexico  comes  to  the  rim  of  a 
plateau  and  finds  himself  suddenly  entering  a  wild  moun- 
tain region  as  if  from  the  clouds.  These  are  the  slopes 
from  the  plateau  to  the  Gulf  of  Mexico,  along  which  the 
warm  moist  air  from  the  gulf,  condensed  by  the  cold  drift 
from  the  plateau  above,  produces  a  rainfall  which  amounts 
to  as  much  as  150  inches  in  a  year,  giving  a  run-of¥  which, 
though  it  varies  greatly  from  month  to  month,  is  sufficient 
to  produce  large  quantities  of  power  from  comparatively 
small  watersheds. 

The  valley  of  the  Necaxa  is  formed  by  two  limestone 
ridges  and  has  been  filled  by  successive  flows  of  lava,  to  a 
depth  of  some  1,500  feet.  Between  the  limestone  mountains 
and  the  lava  on  each  side  of  this  valley  the  water  has  cut  a 
channel  forming  the  Necaxa  River  on  the  one  hand,  and  its 
tributary,  the  Tenango,  on  the  other.  At  a  point  some 
twelve  miles  below  the  rim  of  the  plateau  this  river  has  cut 
out  a  gorge  in  the  basalt  1500  feet  deep,  and  arrives  at  the 
bottom  in  two  vertical  leaps  called  Salto  Chico  and  Salto 


Grande,  the  upper  fall  being  360  feet,  while  the  lower  one  is 
740  feet. 

The  problem  presented  to  Dr.  Pearson  was  to  utilize 
the  power  of  the  river  going  to  waste  over  these  falls  and 
to  bring  machinery  for  the  plant  and  all  that  was  requireii 
for  construction  into  a  wild  mountain  country,  where  the 
sole  means  of  communication  was  a  mule  trail,  and  the 
nearest  railway  was  thirty  miles  away. 

A  three-foot  gauge  railway,  thirty  miles  long,  had  first 
to  be  constructed,  and  this,  owing  to  the  nature  of  the 
country,  had  to  be  built  with  curves  of  the  smallest  radius 
possible  for  Shay  locomotives,  and  with  grades  as  high  as  8 
per  cent. 

In  order  to  make  use^of  the  mean  annual  run-off  of  the 
watershed  of  the  Necaxa  River,  four  reservoirs  were  con- 
structed, and  later,  when  it  was  found  necessary  to  develop 
more  power  to  meet  the  rapidly  increasing  demand,  two 
other  reservoirs  were  built  while  a  series  of  tunnels,  one  of 
which  was  two  miles  long,  were  built  to  tap  adjacent  water- 
sheds. 

The  construction  of  these  reservoirs  involved  the  build- 
ing of  seven  earth  dams  all  of  them  important  structures  as 
compared  with  other  earth  dams,  and  two  of  them,  at  least, 
higher  than  any  earth  dam  that  had  previously  been  built. 
Some  of  these  dams  were  built  entirely  by  the  hydraulic 
lill  method;  the  others  were  a  combination  of  core  wall,  rock 
iill,  clay  and  earth  fill,  placed  by  hand  labor,  mules  and 
steam  shovels,  with  some  hydraulic  fill  in  the  centre. 

A  description  of  all  of  these  would  be  beyond  the  scope 
of  this  article,  and  there  is  space  to  refer  only  to  the  largest, 
or  the  Necaxa  Dam.  This  dam  was  built  entirely  by  the 
hydraulic  fill  method.  It  was  200  feet  high  from  the  bottom 
of  the  core  trench  to  the  crest  of  the  dam,  about  1,200  feet 
along  the  crest,  and  over  1,000  feet  on  the  base  from  up- 
stream toe  to  down-stream  toe.  The  slope  of  the  up- 
streain  face  was  three  to  one,  and  the  down-stream  face  two 
to  one.  The  lower  toe  was  a  heavy  rock  fill  faced  with 
three  feet  of  rubble  masonry  laid  in  cement.  The  up- 
stream face  consisted  of  the  lighter  rock  fill  rip-rapped 
with  stone,  and  the  centre  was  fine  sluiced  clay.  The 
total  quantities  in  the  dam  were  about  2,000,000  cubic  yards, 
and  in  the  preparation  of  the  foundations  200,000  cubic  yards 


Kirst  Necaxa  Kalis,  showing  temporary  plant. 


Second  Necaxa  I'alls,  740  ft.  high. 


I'ower  House  and  Construction  Camp. 
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of  top  surface  had  to  be  removed.  There  were  three  core 
trenches,  one  of  which  was  43  feet  deep,  and  these  were 
l)uilt  with  concrete  core  walls  brought  up  to  a  considerable 
height  above  the  foundation  of  the  dam.  All  the  material 
was  hydraulically  filled,  and  for  this  purpose  a  canal  twelve 
miles  long  was  built  along  the  mountain  side,  bringing  n 


Necaxi  dam  from  upstream  toe  showing  sluicing  trestles. 

How  of  35  cubic  feet  per  second  under  a  head  of  450  feet, 
which  was  used  in  G-inch  monitors  for  bringing  down  the 
clay  and  rock. 

The  material  was  carried  to  the  dam  in  wooden  V- 
shaped  flumes  placed  on  trestles,  which  were  built  up  as  the 
work  progressed.  The  material  was  discharged  along  the 
edges  of  the  upstream  and  the  downstream  slopes,  the  rocks 
and  heavier  material  remaining  where  they  were  discharged, 
and  the  lighter  silts  and  clays  being  deposited  in  the  pond  in 
the  centre.  By  this  means  rocks  as  big  as  a  man's  body 
were  carried  through  the  flumes  and  deposited  in  the  toes  of 
the  dam. 

This  was  the  first  really  large  hydraulic  fill  dam  that  had 
ever  been  built,  and  as  in  so  many  engineering  enterprises, 
when  very  large  undertakings  are  carried  out  upon  the  ex- 
perience of  much  smaller  works,  it  was  found  that  the 
methods  previously  used  had  to  be  materially  modified. 

While  there  was  a  heavy  mass  of  rock  fill  on  the  lower 
toe,  the  rock  fill  on  the  upper  toe  was  comparatively  light. 


Relief  valves  of  6-8000  h.p.  wheels  discharging  under  head  of  1500  ft. 

and  the  fine  clay  that  had  settled  in  the  centre  not  only 
filled  a  bigger  space  than  had  been  originally  intended,  bu: 
it  never  solidified,  and  consequently,  shortly  before  the  dam 
had  reached  its  maximum  height,  the  hydraulic  pressure  due 
to  the  head  of  semi-liquid  clay  became  greater  than  tho 
light  rock  toe  on  the  upstream  side  could  stand,  and  500,000 


cubic  yards  of  material  slid  out  of  the  dam  early  one  morn- 
ing. The  work  was  repaired  by  sluicing  a  large  quantity  of 
rock  into  the  up-stream  toe,  increasing  the  rock  fill  on  the 
lower  toe,  and  then  finally  filling  the  greatly  reduced  space 
in  the  centre  with  sluiced  material.  The  dam,  which  has 
been  completed  for  over  three  years,  is  absolutely  tight  and 
in  every  way  satisfactory. 

From  a  concrete  intake  tower,  built  on  the  upstream  toe- 
of  the  dam,  two  C-foot  steel  pipes  about  three-quarters  of  a 
mile  long  conveyed  the  water  to  the  top  of  the  falls.  From 
this  point  two  inclined  tunnels  each  half  a  mile  long,  were 
built  on  a  slope  of  about  40  degrees,  and  inside  each  of 
these  tunnels  was.  laid,  on  concrete  saddles,  three  30-inch 
welded  steel  jiipcs.  These  pipes,  wHicIi  had  to  stand  a  Iicad 
of  1,500  feet,  or  over  GOO  lbs.,  pressure  at  the  lower  end. 
were  flanged  and  welded,  aiul  the  joints  were  made  b_\-  boil- 
ing each  length  of  pipe  together  with  loose  flanges  and  a 
special  rubber  gasket.  The  pipes  were  laid  and  started 
practically  without  a  leak,  and  have  been  in  satisfactory 
operation   ever  since.      Later,  when  an   extension   of  the 


Necaxa  dam,  lower  rockfiUed  toe  with  masonry  face. 

power  house  was  decided  on,  a  third  8-foot  pipe  was  laid 
from  the  dam  to  the  head  of  the  tunnels,  and  a  third  in- 
clined tunnel,  with  two  additional  pipes,  was  built. 

The  power  house  was  located  close  to  the  foot  of  the 
lower  falls.  The  only  access  to  the  site  of  the  power  house 
was  by  means  of  a  tortuous  mule  trail  down  the  precipitous 
sides  of  the  gorge.  All  the  materials  for  the  power  house 
were  brought  down  by  means  of  two  15-ton  Lidgerwood 
inclined  cableways,  stretched  from  the  top  to  the  bottom  of 
each  of  the  two  falls.  With  these  two  ways  the  greatest 
weight  of  materials  and  machinery  that  could  be  carried 
down  in  a  day  was  about  50  tons,  consequently  the  work  of 
construction  of  the  power  house  and  erection  of  the 
machinery  was  necessarily  slow. 

The  power  house  consists  of  a  massive  concrete  steel 
frame  building,  in  which  are  installed  six  8,000  h.  p.  water- 
wheels,  driving  5,000  kw.  generators,  together  with  an  equip- 
ment of  switchboards  and  transformers  for  transmitting  the 
power  at  60,000  volts.  The  wheels  are  of  the  impulse  type 
on  a  vertical  axis,  so  arranged  that  the  high  pressure  water 
and  the  whole  of  the  water  wheel  is  entirely  below  the 
generator  floor,  and  are  provided  with  relief  valves  so  that 
the  pressure  pipes  could  discharge  in  a  horizontal  direction 
over  the  tail  race  of  the  power  house  whenever  the  pressure 
exceeded  a  certain  predetermined  amount.  One  of  the  ac- 
companying photographs  shows  six  of  these  relief  valves 
discharging  at  one  time  under  a  pressure  of  600  lbs. 

When  it  became  necessary  to  enlarge  the  power  house 
these  six  water  wheels  were  increased  in  capacity  by  en- 
larging the  nozzles,  as  tliere  was  sufficient  margin  in  the 

(Continued  on  patio  tiil) 
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A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 

Parliament  in  any  country  is  alleged  to  be  the  boiled 
down  and  strained  out  essence  of  the  people  who  elect  its 
members.  In  short,  a  parliament  is  a  country  condensed. 
But  is  this  true  of  Canada?  This  fair  Dominion  is  as  much  a 
nation  of  farmers  and  manufacturers  as  the  Motherland 
ever  was  a  "nation  of  shopkeepers."  But  if  we  were  to 
magnify  our  parliament  and  produce  a  country  you  would 
have  a  nation  of  lawyers  and  professional  politicians  with 
Just  an  occasional  farmer  or  manufacturer  stuck  in  here  and 
there.  It  would  be  a  nation  that  would  starve  to  .death  in 
the  course  of  a  month.  Canada's  parliament  is,  therefore,  not 
truly  representative  of  Canada's  people — and  the  blame  must 
rest  at  the  doors  of  the  intelligent  electorate. 

But  after  all,  the  electorate  is  not  without  excuse.  When 
it  comes  to  the  polls  to  cast  its  vote  it  is  generally  offered 
a  choice  between  a  lawyer  and  a  politician.  So  it  does  not 
make  a  choice.  It  simply  closes  its  eyes  and  votes  Grit 
or  Tory  even  as  its  father  voted  before  it.  The  successful 
farmer  is  i;usy  tilling  liis  farm;  the  successful  manufacturer 
is  busy  making  a  success  of  his  business  and  the  country  is 
left  to  the  politician.  The  pursuit  of  money  is  the  root  of 
all  evil — and  our  method  of  government  is  one  of  the  result- 
ant evils. 

*  * 

Politics  in  this  country  is  a  profession  by  itself.  The 
members  of  that  profession  have  a  political  economy  all 
their  own.  Their  ways  are  not  the  ways  of  the  Canadian 
farmer  or  of  the  Canadian  manufacturer.  When  one  of  the 
latter  gets  into  "the  House"  he  find*  himself  like  the  good 
Samaritan  who  has — wandered  into  a  strange  land.  He  is 
allowed  to  sit  in  the  back  benches  and  watch  the  wheels 
■go  round.  In  time  he  either  adopts  the  ways  of  the  politici- 
ans or  flocks  by  himself  and  dies  a  political  death  superin- 
duced by  loneliness.  He  must  needs  vote  with  his  party, 
condone  the  faults  of  that  party  and  sing  its  praises,  else 
his  patronage  is  cut  off  and  the  machine  back  home  either 
refuses  him  renomination  or  damns  him  with  faint  support 
after  he  is  re-nominated.  His  political  life  is  neither  a  long 
nor  a  merry  one.  Neither  does  he  become  an  honorary  col- 
onel nor  receive  recognition  at  the  hands  of  his  sovereign. 
If  you  search  our  long  lists  of  new-born  aristocracy  can  you 
find  a  single  name  placed  there  because  its  owner  denounced 
wrong-doing  in  his  own  party  or  stood  for  the  rights  of 
the  people  against  the  machinations  of  the  political  machine? 

*  *  * 

Do  you  wonder  then  that  truly  representative  Canadians 
prefer  the  paths  of  private  prosperity?  Would  you  ask 
them  to  spend  the  years  of  their  life  they  arc  entitled  to 
enjoy  trying  to  fight  a  system  that  has  become  a  part,  nay 
practically  the  whole,  of  our  public  life?  Do  you  wonder  that 
we  have  a  Minister  of  Public  Works  whose  crowning  virtue 
is  that  he  can  win  elections;  a  Minister  of  Trade  and  C"om- 
mercc  whose  fjne  asset  is  a  caustic  tongue;  a  Minister  of 
Militia  who  can  manufacture  honorary  colonels  and  grow 
cub  (jfilicers  that  they  ipay  live  at  the  expense  of  the  country? 
It  is  also  much  of  the  reason  why  each  party  in  turn  goes 


into  opposition  and  waits  there  till  the  aroma  of  certain 
scandals  is  carried  away  l)y  kindly  zephyrs. 

*      *  * 

American  papers  are  throwing  a  lot  of  compliments 
across  the  line.  The  Detroit  Free  Press,  for  instance,  rises 
to  remark: 

"Canada  has  called  for  500,000  troops.  Canada  is  show- 
ing England  a  real  example  of  rising  to  an  emergency." 

But  Canada  has  yet  a  long  way  to  go  ere  she  sticks  out 
her  chest  and  turns  her  back  to  be  patted  by  her  neighbors. 
She  has  given  back  to  Britain  the  man  material  from  across 
the  seas  that  has  not  taken  kindly  to  the  tilling  of  her  vacant 
acres.  She  has  also  given  of  her  unemployed  and  her  ven- 
turesome. Patriotic  they  are  and  brave.  They  have  placed 
the  name  of  our  native  land  side  by  side  with  the  bravest 
nations  in  the  world.  Thej'  have  made  the  Germans  extend 
the  Hymn  of  Hate  to  all  the  far-flung  Dominions  of  the 
Empire  on  which  the  sun  never  sets.  Yet  they  were  sons 
of  a  fighting  race  and  they  girded  up  their  loins  and  went 
forth  to  battle  with  a  fierce  joy  in  their  hearts. 


The  real  test  of  sacrifice  is  now  at  hand.  It  comes  not 
in  the  call  for  half  a  million  men,  but  in  the  answering  of 
that  call.  It  comes  when  men  who  love  not  war  but  peace, 
not  the  blare  of  trumpets  but  the  quiet  fireside,  are  asked 
to  prove  that  they  love  their  country  more  than  all  else 
they  hold  dear  in  life.  It  comes  when  men  are  asked  to 
give  up  good  positions  with  the  ease  and  comfort  that  ac- 
company them,  to  serve  as  privates  in  the  ranks — to  face 
hardship  and  death,  not  for  glory  or  love  of  excitement,  but 
as  their  duty  to  that  Empire  that  has  guaranteed  them  liberty 
and  the  pursuit  of  a  certain  amount  of  happiness. 

H=      *  * 

Nor  has  our  business  community  yet  learned  the  real 
meaning  of  rising  to  the  occasion.  Some  lines  of  trade  have 
been  impaired  by  the  war,  but  on  the  whole  Canada  is  enjoy- 
ing a  very  reasonable  prosperity.  We  have  given,  some  of  us, 
not  over  liberally  to  the  Red  Cross  Fund  and  the  Patriotic 
Fund.  We  have  been  pestered  by  tag  days  and  appeals.  But 
I  venture  to  say  that  not  one  of  us  has  been  compelled  to  de- 
prive himself  to  any  serious  extent  in  the  giving,  while  most 
of  us  enjoy  our  usual  comforts  and  luxuries  in  the  same  old 
way.  It  is  no  hardship  to  have  to  give  half  a  loaf  while  the 
baker  shop  around  the  corner  is  still  doing  business  and  your 
l)ank  account  shows  a  goodly  balance.  It  is  when  you  have 
only  one  loaf  and  there  is  no  more  in  sight  that  the  giving 
hurts.  That  time  may  never  come.  And  if  it  never  does 
Canada  will  never  have  an  opportunity  to  show  she  can  rise 
to  an  emergency. 

*  * 

So  far  the  only  actual  sutfering  from  a  Canadian  stand- 
point has  fallen  to  the  lot  of  the  men  who  have  gone  to 
the  front,  and  more  particularly  their  womenfolk  who  have 
remained  behind.  Those  who  volunteer  to  fight  will  con- 
tinue to  be  the  sufferers,  and  those, who  are  culling  them  out 
should  sec  that  none  of  their  sufferings  are  contril)uted  by 
their  own  government.  It  may  be  wrong  to  comment  on  the 
"cub"  officers  who  strut  about  in  khaki.  Some  are  doubtless 
brave  boys  who  will  do  their  bit  fearlessly  and  well.  But 
they  are  unlearned  in  the  ways  of  men  and  liable  to  be  filled 
with  their  own  importance.  Can  you,  a  man  of  almost  mid- 
dle age,  imagine  any  greater  torture  than  to  be  lorded  over 
by  a  boy  of  eighteen  who  is  earning  his  first  money,  not 
liecausc  he  is  fit  to  lead  men  into  the  valley  of  death,  but 
because  his  father  had  suflicient  political  ])ull  to  secure  his 
ai)pointment?  You  can't.  Well,  that  is  what  is  happening 
in  scores  of  places  in  Canada.  Canadians  know  it  and  men 
refrain  from  enlisting,  not  because  they  fear  the  German 
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shells  oi-  gases,  but  because  they  might  be  stood  up  against 
the  wall  and  shot  for  boxing  the  ears  of  these  same  officers. 
Only  the  other  day  I  heard  a  husky  private  remark:  "The 
first  six  months  after  peace  is  concluded  will  be  the  busiest 
time  of  the  war.  We'll  have  so  many  officers  to  lick."  It 
is  cheery  to  report,  however,  that  some  of  the  officers  pow 
recruiting"  units  refuse  to  accept  any  of  the  culi  variety  of 
officers.    They  are  demanding  full-grown  men. 

*  *  * 

By  the  way,  it  looks  from  here  as  if  Mr.  Acton  made  an 
awful  mess  of  that  Hopkins  clothing  charge.  He  made  his 
charge  as  bold  as  any  lion  and  then  when  he  got  in  front  of 
Sir  Charles  Davidson  he  wanted  to  apologize  so  hard  that 
he  hired  a  lawyer  to  help  him  do  it.  He  was  evidently  so 
unused  to  court  procedure  that  he  became  nervous  and  en- 
gaged a  lawyer  even  more  nervous  than  himself.  It  never 
occurred  to  either  of  them  to  ask  to  have  Hopkins'  Toronto 
partner  called  for  examination.  To  be  sure  he  is  a  silent 
partner,  but  who  knows  but  that  the  commission  might  have 
induced  him  to  break  his  silence.  There  was  Hopkins'  bank 
account.  Might  that  not  have  thrown  some  light  on  what 
happened  to  Hopkins  in  connection  with  one  or  more  con- 
tracts that  seem  to  have  got  tangled  up  with  his  real  estate 
business.  It  might  have  shown  where  the  money  came  from 
that  is  keeping  Mr.  Hopkins  in  New  York.  Or,  if  Mr.  Hop- 
kins' silent  partner  had  been  called  might  he  not  have  been 
able  to  explain  just  why  Mr.  Hopkins  had  at  this  somewhat 
inconvenient  season  ceased  to  bother  about  clothing  con- 
tracts and  taken  such  an  extended  vacation.  Ijtlr.  Acton  either 
went  too  far  or  not  far  enough.  He  should  never  have  put 
his  charge  in  print  unless  he  intended  to  fight  it  all  the 
way  through.  The  sudden  fright  he  developed  reflects  credit 
neither  on  himself  nor  on  the  trade  press. 

For,  you  know,  even  if  the  Purchasing  Committee  never 
gave  a  contract  to  a  real  estate  man,  there  is  ample  evidence 
that  the  Shell  Committee  was  not  too  proud  to  give  a  shell- 
box  contract  to  a  shipping  clerk  or  to  a  general  storekeeper. 
The  latter  instance  occurred  down  in  Victoria  County — at 
Ferielon  Falls,  to  be  more  exact.  The  man  who  got  the 
contract  was  C.  W.  Burgoyne,  who  with  his  father,  forms 
the  firm  of  W.  Burgoyne  and  Company,  which  carries  on  a 
general  store  business.  Now  you  can't  very  well  make  shell- 
boxes  in  a  general  store,  you  know,  so  Mr.  Burgoyne  looked 
around  for  somebody  to  do  the  work,  and  finally  sublet  to 
Alfred  Tiers,  who  conducts  a  small  planing  mill  in  Fenelon 
Falls.  The  latter  couldn't  do  all  the  work  but  by  purchasing 
parts  from  a  third  party  he  was  able  to  complete  the  contract. 

*  *  ^ 

Before  its  completion  Mr.  Burgoyne  secured  a  second 
contract  for  an  additional  25,000  boxes.  This  one  was  handled 
more  scientifically,  as  Burgoyne  and  Tiers  formed  a  partner- 
ship which  did  the  work  under  the  name  of  C.  W.  Burgoyne 
&  Co.  Now  if  the  government  was  anxious  to  prove  that 
the  Purchasing  Committee  did  not  let  a  clothing  contract 
to  a  real  estate  dealer  shouldn't  it  be  just  as  anxious  to 
disprove  that  the  Shell  Committee  let  a  shell-box  contract 
to  a  general  storekeeper?  Isn't  it  really  more  necessary  that 
the  shell-box  matters  be  cleared  up  because  the  Shell  Com- 
mittee was  a  creature  of  the  Canadian  Government  handling 
money  in  trust  for  the  Imperial  Government?  The  Domin- 
ion Government  has  a  sort  of  right  to  do  as  it  pleases  with 
its  own  money,  but  it  owes  it  to  Canada  and  to  the  British 
taxpayer  as  well,  to  show  that  every  cent  of  Imperial  fimds 
placed  with  the  Shell  Committee  was  placed  properly  and  to 
the  best  advantage.  It  is  up  to  the  Dominion  Government 
to  show  that  the  shell-box  contract  let  to  a  general  store- 
keeper in  Victoria  County  was  not  placed  to  relieve  either 
political  or  "commercial  depression  Jirought  on  by  the  war." 


'Ihere  has  been  so  much  Bertram  in  this  column  that 
some  of  his  friends  accuse  me  of  harboring  a  grudge  against 
the  doughty  knight.  But  far  be  this  from  the  fact.  I  regret 
to  report  that  previous  to  the  appointment  of  the  Shell  Com- 
mittee I  did  not  know  there  was  such  a  person  as  Sir  Alex- 
ander on  this  fertile  continent.  But  you  will  readily  admit 
there  has  been  much  Bertram  in  the  Shell  Committee.  Ac- 
cording to  his  own  modest  statement  he  was  simply  all 
of  it.  He  let  the  contracts  and  saved  the  money.  Others 
had  been  appointed  by  the  Government  to  assist  him  in  this 
great  work,  but  he  wanted  it  well  done,  so  he  did  it  himself. 
Others  might  be  swayed  by  personal  preferences  or  out- 
side influences.  Of  himself  only  was  he  sure.  He  burned 
the  midnight  oil  and  wore  himself  out  in  health  that  the 
Empire  might  live.  We  know  he  did,  for  he  has  told  us  so 
himself.  Consequently,  when  you  discuss  the  Shell  Com- 
mittee you  must  discuss  Sir  Alexander  Bertram.  .\11  we 
ever  asked  for  him  was  fair  play— a  full  and  free  investiga- 
tion that  would  show  the  grand  work  he  has  done  for  the 
Empire  to  which  we  belong  and  for  Sir  Sam  Hughes,  pos- 
sibly the  greatest  of  its  citizens. 

*  5{!  * 

The  Ottawa  Journal  would  now  have  us  believe  that  the 
British  Government  appointed  the  Shell  Committee.  No- 
body appears  to  want  to  own  that  poor  deceased  body  save 
and  except  Sir  Alexander  Bertram.  Wonder  if  he  will  wind 
up  by  accepting  responsibility  for  its  appointment  as  well 
as  for  each  and  all  of  its  acts. 

One  shell  manufacturer  is  credited  with  the  statement 
that  at  the  end  of  the  year  he  will  ascertain  his  profit  and 
pay  over  to  the  Patriotic  Fund  every  cent  in  excess  of  his 
average  usual  profits  for  the  last  five  years.  I  don't  doubt  it 
for  a  moment.  Every  man  who  has  received  a  shell  con- 
tract is  not  necessarily  a  highwayman  with  a  gun  held  to 
the  Empire's  head.  Many  a  shell  contractor  has  taken  the 
work  for  the  joint  purpose  of  giving  his  workmen  employ- 
ment and  furnishing  the  Empire  with  the  munitions  she 
needs.  He  neither  sought  nor  received  the  tremendous  pro- 
fits some  others  have  boasted  of  making.  But  with  the  air 
full  of  rumors  of  tremendous  war  profits  only  an  investiga- 
tion will  clear  the  air  and  let  in  the  light  on  the  vexed 
question,  "Are  there  profiteers?  If  so  how  did  they  get  their 
contracts?"    There  must  be  a  reason. 

*  *  * 

"We  must  take  steps,"  said  Mr.  Walter  Runciiiian,  in 
the  Imperial  Parliament,  "to  see  that  Germany  is  imable  to 
carry  on  a  trade  war  against  the  entente  allies  after  peace  is 
signed."  And  it  is  pertinent  to  ask  what  Canada  is  doing  in 
this  connection.  The  allies  are  so  busy  whipping  Germany 
into  submission  that  they  have  little  time  for  after-war 
plans.  But  no  matter  how  badly  the  Teutons  are  beaten 
they  will  emerge  from  the  war  with  their  business  organiza- 
tion unimpaired.  They  will  be  ready  to  jump  in  and  com- 
mand the  world's  markets  the  day  peace  is  signed.  They 
must  have  on  hand  a  tremendous  amount  of  manufactures 
for  which  the  British  fleet  has  prevented  them  finding  a 
market.  Once  the  seas  are  open  the  Germans  will  be  busy. 
And  the  only  way  to  curb  their  commercial  invasion  of  the 
allied  countries  is  to  build  a  tariff  wall  around  the  central 
powers.  Make  it  so  high  and  strong  that  German  trade 
aggressiveness  will  be  held  in  check  till  the  allies  have  had 
time  to  organize  their  commercial  forces.  This  defensive 
measure  is  necessary  from  a  military  as  well  as  a  commercial 
standpoint.  For  so  sure  as  Germany's  commercial  campaign 
is  assured,  just  so  soon  will  she  proceed  to  prepare  for 
another  military  onslaught  on  the  world. 

*  *  * 

.V  national  coal  strike  is  threatened  in  Great  Britain  if 
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conscription  is  put  into  effect.  The  Welsh' Federation  of 
Coal  Miners,  by  a  vote  of  163  to  82,  adopted  a  resolu- 
tion in  favor  of  a  walk-out  of  miners  in  England,  Wales  and 
.Scotland,  if  compulsory  military  service  -is  inaugurated.  If 
Lloyd  George  were  the  strong  man  his  followers  would 
have  us  believe  he  would  tak^  the  leaders  of  these  miners 
out  and  shoot  them. 

*      *  * 

The  German  peril  has  disappeared,  if  indeed  there  ever 

was  such  a  thing  Emergency?    Who  speaks  to-day 

of  emergency?  Twelve  months  have  passed  smce  my  right 
hon.  friend  the  Prime  Minister  introduced  his  measure  (for 
the  construction  of  Dreadnoughts).  Twelve  months  and 
more  have  passed  since  that  time  when  he  saw  the  German 
peril.  He  saw  Germany  almost  ready  to  jump  at  the  throat 
of  Great  Britain.  He  saw  clouds  on  the  horizon;  he  saw 
those  clouds  rent  by  lightning;  he  heard  the  murmurs  and 
rumbling  of  distant  thunder.  But  my  right  hon.  friend  to- 
day may  live  in  peace.    The  atmosphere  is  pure,  the  sky  is 

clear  From  that  time  to  this  moment  the  relations 

between  the  countries,  which  were  cordial  in  the  month  of 
September  last,  have  been  absolutely  friendly.  The  light 
has  been  let  in  on  that  question,  and  we  know  now  how 
much  the  country  and  the  Empire  and  the  civilized  world 
has  been  deceived  upon  that  question  of  so-called  einergency. 
We  know  now,  we  have  the  evidence,  of  how  the  panics 
of  which  we  have  heard  in  this  House  more  than  once,  are 
created  and  engineered.  We  have  had  the  evidence  that 
these  panics  are  engineered  by  the  armor-plate  firms,  who 
do  not  hesitate  to  create  false  news  in  order  to  obtain  con- 
tracts for  their  ships.— Sir  Wilfrid  Laurier,  Jan.  19,  19U. 

But  let  me  say  this:  Everyone  knows  that  for  forty 
years  Germany  has  been  preparing  for  war.  For  forty  years 
Ciermany  has  believed  herself  invincible  and  destined  to 
dominate  the  rest  of  the  world.— Sir  Wilfrid  Laurier,  at 
Sohmer  Park.  Montreal,  October  15th,  1914. 

On  January  19  Sir  Wilfrid  scouted  the  idea  of  an  emer- 
gency. Less  than  nine  months  later  he  declared  that  "Every- 
one knows"  it.  Was  he  sincere  on  January  19  or  was  he 
just  a  politician?  Does  he  admit  an  entire  ignorance  of  the 
facts  or  does  he  plead  party  exigencies?  Whatever  the  ex- 
planation, in  the  face  of  such  somersaultic  statements  as  the 
above  is  it  not  mere  effrontery  on  the  part  of  Sir  Wilfrid  to 
jibe  Speaker  Sevigny  about  changes  in  his  political  viewpoint? 
Sir  Wilfrid's  attitude  towards  the  serious  business  of  to-day 
is. that  of  a  dilettante.  He  does  not  take  this  war  seriously. 
Former  friends  and  admirers  who  recall  the  persuasive  in- 
fluence of  that  "silver  tongue,"  note  its  continued  silence 
with  bitter  disappointment. 

SEARCHLIGHT. 


Personal 

Mr.  Arthur  Reid,  Commissioner  of  Public  Utilities  for 
the  city  of  Lethbridge,  Alta..  has  resigned.  He  is  succeeded 
by  Mr.  Freeman. 

Mr.  P.  A.  McDonald,  Winnipeg,  has  been  appointed 
Public  Utilities  Commissioner  for  Manitoba,  succeeding  H. 
A.  Robson,  who  resigned  some  weeks  ago. 

Mr.  R.  .'\.  Black,  C.  E.,  of  Quebec,  who  has  been  appoint- 
ed chief  engineer  of  the  district  of  Campbellton,  in  place  of 
F.  O.  Condon,  who  has  removed  to  Moncton,  has  left  to 
take  up  his  new  duties. 

Mr.  Norman  Murray,  formerly  chief  engineer  of  Wcy- 
burn,  Sask.,  with  Mrs.  Murray,  has  left  for  England.  Mr. 
Murray. expects  to  get  a  commissioi^  when  he  reaches  Ihc 
Old  Land. 

Waller  Rowland  and  Robert  Livingston,  formerly  on  tin- 
engineering  staff  of  the  city  of  Hamilton,  have  enlisted  in 
42nd  battery  and  Army  Medical  Corps  respectively.  This 
makes  six  members  of  the  Haniiltun  engineering  staff  who 
have  enlisted. 


Pro  Patria 

Mr.  F.  B.  McFarren.  general  manager  of  the  Interpro- 
vincial  Brick  Company  of  Canada,  Limited,  has  recently  re- 
ceived an  appointment  as  Lieutenant  in  the  83rd  Battalion 
C.  E.  F.  Mr.  McFarren  is  well  known  to  the  contractors  and 
builders  throughout  Ontario,  having  been  with  Mussens. 
Limited  for  over  five  years.    He  left  Mussens  in  June.  1912, 


i  • 

i«»  ^^^^^ 

Lieut.  F.  B.  McFarren. 

to  accept  a  position  with  Mackenzie,  Mann  &  Company,  as 
purchasing  agent  for  the  Montreal  Tunnel  &  Terminal  Con- 
struction, and  in  April,  1914,  was  appointed  general  manager 
of  the  Interprovincial  Brick  Company;  he  is  also  a  director 
of  the  company.  Mr.  E.  G.  Glen  will  be  acting  manager 
during  Mr.  McFarren's  absence. 


Obituary 

A  cable  received  at  \'ancouver  states  that  Engineer  F.  F. 
Pickard,  of  the  Federal  Marine  Department,  was  probably 
lost  on  the  doomed  Persia. 

The  death  occurred  recently  of  Mr.  R.  H.  Bradfield,  Mor- 
risburg,  Ont.  The  late  Mr.  Bradfield  was  prominent  in  the 
grain  business  in  the  early  days,  carrying  on  a  business 
under  the  name  of  Bradfield  Brothers. 

Mr.  Hilliard,  former  member  of  the  town  council  in 
Renfrew,  Ont.,  died  at  his  home  recently  after  a  short  illness. 
Mr.  Hilliard  was  a  building  contractor  and  later  founded  a 
brick  and  tile  industry  in  that  town. 

Mr.  Arthur  Pinder,  a  well-known  surveyor  in  British 
Columbia,  died  suddenly  in  Victoria  while  walking  along 
the  street.  The  late  Mr.  Pinder  was  a  native  of  England, 
but  has  been  in  Canada  for  many  years.  He  served  in  the 
Royal  Northwest  Mounted  Police  and  was  a  veteran  of  the 
Boer  war. 

The  death  occurred  in  Owen  Sound  of  Mr.  Thomas  Mer- 
ritt  after  a  short  illness.  Mr.  Mcrritt  was  born  in  Frederic- 
ton,  N.  B.,  and  was  in  his  8.3rd  year.  For  several  years  he 
was  in  the  foundry  business  in  Norwich,  Ont.,  .going  from 
there  to  Brandon,  Man.,  where  he  was  agent  for  the  Massey- 
Harrij  Company.  Fifteen  years  ,-igo  he  moved  to  Owen 
.Sound.  . 

Mr.  Alex.  Murray,  son  of  T.  Aird  Murray,  consulting 
engineer,  Toronto,  died  last  week  in  England,  as  a  result 
of  wounds  received  on  the  firing  line.  Mr.  Murray  was 
a  student  at  S.  P.  .S.,  'J'oronto,  when  war  broke  out.  He 
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went  to  the  front  with  the  first  contingent,  as  a  private  in 
the  Queen's  Own  Rifles,  and  served  through  the  battles 
around  Ypres.  Some  months  ago  he  survived  an  attack  of 
spinal  meningitis,  and  returned  to  the  trenches,  only  to  be 
fatally  wounded  shortly  afterwards.  He  will  be  buried  at 
Newcastle,  England,  his  birthplace. 

The  death  occurred  recently  of  Mr.  William  Crockett, 
St.  John,  N.  B.  Mr.  Crockett  was  a  building  contractor,  who 
learned  his  business  in  St.  John. 

Mr.  Richard  Grigg,  Commissioner  of  Commerce  for  Can- 
ada and  the  author  of  several  valuable  works  on  trade  and 
commerce,  recently  died  very  suddenly  in  Ottawa.  Mr. 
Grigg  was  born  in  Plymouth,  Eng.,  in  1847,  but  came  to 
Canada  at  an  early  age  and  spent  many  years  on  an  Ontario 
farm.  Later  he  engaged  in  the  manufacturing  business  in 
England  and  during  that  period  was  an  active  advocate  of 
Canada  and  of  the  urgent  need  of  better  understanding  of 
the  possibilities  of  Canada's  future  in  the  Motherland.  In 
1905  he  accepted  a  commission  from  the  British  Government 
to  visit  Canada  and  investigate  economic  conditions  here. 
His  report  attracted  world-wide  attention,  probably  enjoy- 
ing a  larger  circulation  than  any  other  blue-book  ever  pub- 
lished. In  1907  Mr.  Grigg  was  chosen  by  the  British  Gov- 
ernment as  head  of  the  British  Intelligence  Service  in  Can- 
ada. Four  years  later  the  Canadian  Government  appointed 
him  to  the  position  of  Commissioner  of  Commerce  with  the 
rank  of  deputy-minister.  This  appointment  proved  an  ex- 
ceptionally happy  one,  Mr.  Grigg's  natural  ability  and  wide 
experience  exactly  fitting  him  for  the  eilicient  discharge  of 
such  an  important  work. 


British  Industries  Fair 

In  view  of  the  great  success  of  the  British  Industries 
Fair,  held  at  the  Agricultural  Hall,  London,  England,  from 
May  10th  to  21st,  1914,  the  Imperial  Board  of  Trade  have 
decided  to  hold  the  second  British  Industries  Fair  at  the 
Victoria  and  Albert  Muesum,  Kensington,  London,  on  Feb- 
ruary 31st,  1916.    The  Fair  will  be  open  for  12  days. 

The  Fair  will  be  conducted  on  the  same  lines  as  that  of 
1915,  and  is  intended  to  extend  to  British  Manufacturers  the 
same  advantages  as  have  been  derived  by  continental  manu- 
facturers from  the  Trade  Fairs  held  in  their  respective  coun- 
tries. Buyers  from  the  United  Kingdom  and  from  all  parts 
of  the  world  are  invited  to  the  Fair,  and  as  it  is  intended  for 
the  trade  only  (the  general  public  not  being  admitted), 
buyers  will  have  an  exceptional  opportunity  of  transacting 
their  business  in  a  minimum  of  time. 

Manufacturers  only  will  be  allowed  to  exhibit,  and  their 
exhibits  will  be  strictly  confined  to  goods  of  their  own  make. 
The  Trades  exhibiting  will  be: — Toys;  Glassware;  Fancy 
Goods;  Earthenware  and  China;  Printing;  Stationery. 

Admission  to  the  Fair  will  be  by  invitation  of  His 
Majesty's  Board  of  '  Trade  only,  and  will  be  restricted  to 
bona  fide  buyers  for  United  Kingdom  and  Overseas  Markets. 
Buyers  from  the  Dominion  of  Canada  visiting  the  United 
Kingdom  during  the  course  of  the  Fair,  i.e.,  February  21st  to 
March  4th,  and  interested  in  the  above  mentioned  trades, 
should  not  fail  to  communicate  immediately  on  arrival  in  the 
United  Kingdom  with  the  director,  British  Industries  Fair, 
32  Cheapside,  London,  E.C.  It  will  also  be  to  their  advantage 
to  notify  the  Trade  Commissioner's  office,  3  Beaver  Hall 
Square,  Montreal,  giving  particulars  of  the  firms  they  re- 
present, and  their  addresses  in  the  United  Kingdom.  Any 
further  information  may  be  obtained  from  C.  R.  Woods, 
assistant  to  H.  M.  Trade  Commissioner  in  Canada  and  New- 
foundland. 


Building  permits  in  St.  Catharines  for  December  amount- 
ed to  .i;.50,700. 


New  and  Amended  Rates  in  the  Hydro  Area 

We  print  l)eIow  the  new  reduced  electric  rates  for  the 
Hydro  area  of  the  province  of  Ontario.  The  power  rates 
are  exceptionally  attractive,  and  indicate  the  advantages  that 
must  accrue  to  contracting  and  manufacturing  interests  lo- 
cated within  that  area. 
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Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Building  permits  for  Victoria,  B.  C,  for  1915,  totalled 
$292,450,  of  which  $50,000  is  allowed  for  repairs. 

The  Empire  Sand  &  Gravel  Company,  Limited,  Toronto, 
have  obtained  a  charter. 

W.  J.  Galbraith  &  Company,  general  contractors,  Mont- 
real, Que.,  have  registered. 

Ruml)le,  Mann  &  Company,  railway  contractors,  Scot- 
ford.  Alta..  have  been  succeeded  by  H.  Rumble  &  Company. 

Mayor  Costello  and  Commissioner  Garden,  of  Calgary, 
are  offering  a  reward  for  the  safe  return  of  the  stolen  city 
plans. 

A  syndicate  of  local  capitalists  in  Pembroke  have  received 
an  order  for  35,000  shells  of  the  value  of  $200,000.  Machinery 
for  the  new  plant  is  being  purchased. 

Lyon-Monkhouse,  Limited,  Winnipeg,  Man.,  have  been 
granted  an  order-in-council  to  change  their  name  to  the 
Lyon  Paint  and  Glass  Company,  Limited. 

1915  was  an  exceptionally  busy  one  in  Listowel,  Ont.,  in 
the  building  line,  many  new  homes  of  the  better  class  hav- 
ing been  constructed.  The  prospects  for  the  present  year  are 
also  very  bright. 

The  city  engineer's  report  for  the  city  of  Stratford 
shows  a  total  expenditure  of  $146,011.  Nearly  twelve  miles 
of  permanent  roadway,  fifty-five  miles  of  sidewalk,  and  up- 
wards of  thirty-three  miles  of  sewers  have  been  laid  during 
1915. 

The  Toronto  Board  of  Harbor  Commissioners  have 
passed  their  estimates  for  the  year.  They  will  spend  in  1916 
$2,500,000 — $650,000  for  reclamation  work,  $100,000  for  the 
proposed  lift  bridge  over  the  Don  River  at  Cherry  Street, 
and  the  remainder  for  different  construction  works. 

Mr.  j.  R.  Robinson  was  elected  president  of  the  Master 
House  Painters  and  Decorators'  Association  at  the  annual 
meeting  held  in  L  O.  F.  Temple,  College  Street,  Toronto, 
on  the  6th  inst.  Mr.  C.  Mandon  was  elected  secbnd  vice- 
president,  and  Mr.  F.  J.  Cox  secretary-treasurer. 

The  Chatham  (Ont.)  Builders'  Exchange  held  their  an- 
nual election  of  officers  on  the  4th  inst.  The  following 
officers  were  chosen  for  the  ensuing  year:  president,  T.  Ray- 
ment;  first  vice-president,  A.  Tomlinson;  second  vice-presi- 
dent, C.  R.  Guy;  treasurer,  T.  McKie;  secretary,  W.  Mal- 
vern; auditors,  B.  Blonde  and  J.  A.  Hildreth. 

The  Precision  Manufacturing  Company,  Limited,  has 
been  organized,  with  head  office  at  St.  Catharines,  and  a 
capital  of  sixty  thousand  dollars,  "to  manufacture,  buy,  sell, 
and  generally  deal  in  all  kinds  of  machinery,  tools,  instru- 
ments, and  metal  articles."  The  provisional  directors  are 
John  Frampton,  Arthur  W.  Varey,  and  M.  J.  McCarron. 

The  Eastern  Canadian  Copper  Corporation,  Limited,  has 
been  incorporated  with  a  capital  stock  of  $990,000,  for  the 
purpose  of  working  gold,  silver,  copper,  coal,  iron,  lead,  and 
other  mijies.  The  chief  place  of  business  of  the  company 
will  be  Montreal.  The  incorjjorators  are  K.  T.  Sill,  A.  J. 
Perkins,  A.  O.  Whitworth,  L.  Horsford,  and  J,  T.  Whit- 
worth,  all  of  Montreal. 

Although  the  building  permits  issued  in  Niagara  Falls, 
Ont.,  in  1915  totalled  $186,906  less  in  value  than  those  for  the 
preceding  year,  the  figures  for  the  lasl  half  (A  the  year  tliat 


is  just  closed  show  a  tremendous  increase  over  those  for 
the  corresponding  months  of  the  previous  year.  December 
permits  alone  amounted  to  approximately  $120,000.  Condi- 
tions in  this  city  point  to  a  great  increase  in  building  activity 
during  1916. 

The  December  report  of  the  British  Amalgamated  So- 
ciety of  Engineers  shows  that  the  membership  has  advanced 
from  17:j,629  to  '  204,162  in  eleven  months,  and  that  funds 
have  increased  $1,185,350  in  ten  months.  It  is  estimated, 
taking  into  account  the  increase  in  the  price  of  piece  work 
and  the  amount  of  overtime  worked,  that  the  earnings  of 
members  must  have  been  increased  by  about  $10,000,000  a 
year. 

The  following  is  the  comparative  table,  showing  the 
l)uilding  records  of  1915  as  contrasted  with  those  of  1914: — 


1914  1915 

Montreal   ;.  ..$17,394,344  $7,486,331 

Toronto    20,684,288  6,651,889 

Winnipeg   12,160,950  1,826,300 

Ottawa   4,397,920  1,605,160 

Hamilton    3,703,865  1,533,348 

Vancouver   4,484,476  1,504,300 

London   1,837,735  1,207,680 

Halifax   879,320  1,063,985 


During  the  year  the  Government  has  built  by  direct  grant 
139  miles  of  new  roads  and  repaired  471  miles  of  old  roads. 
It  has  also  aided  municipalities  to  build  119  miles  of  new 
roads  under  by-law  and  to  repair  1,250  miles  of  old  roads, 
thus  employing  a  total  of  over  10,500  men.  The  most  im- 
portant piece  of  work  yet  undertaken  by  any  provincial  gov- 
ernment is  the  high  road  which  will  eventually  run  from 
Windsor  to  Toronto  and  from  there  to  Ottawa  and  Mont- 
real, connecting  at  the  latter  point  with  the  Montreal-New 
York  highway.  From  Windsor  to  Ottawa  this  road  will 
follow  the  old  highway,  which  was  the  main  artery  of  settle- 
ment in  the  early  history  of  the  province. 

Considering  the  cities  through  which  this  will  run,  and 
including  the  poptilation  within  a  four-mile  belt  on  each  side, 
it  will  serve  one-half  of  the  entire  population  of  the  province. 
The  section  between  Toronto  and  Hamilton,  about  thirty- 
six  miles  long,  may  be  considered  the  most  important.  It  is 
almost  completely  graded,  the  smaller  bridges  and  culverts 
are  practically  finished,  and  over  seventeen  miles  of  concrete 
pavement  have  been  laid. 

The  Bricklayers,  Masons  and  Plasterers'  International 
Union  of  America  opened  their  fifth  biennial  and  forty-fifth 
convention  yesterday  morning  at  the  new  Central  Technical 
School,  Toronto,  after  parading  to  that  point  from  the  Carls- 
Rite  Hotel,  headed  by  the  band  of  the  48th  Highlanders. 
There  were  between  three  hundred  and  four  hundred  dele- 
gates at  the  opening,  and  it  is  expected  that  by  the  end  of  the 
week  there  will  be  over  five  hundred  in  the  city. 

On  arrival  at  the  school  the  delegates  were  welcomed 
l)y  the  Hon.  F.  G.  Macdiarmid,  who  extended  to  them  the 
freedom  of  the  Province  on  behalf  of  Premier  Elearst.  Mr. 
Macdiarmid  referred  to  the  advance  of  legislation  favorable 
to  the  workingmen  in  the  Province  of  Ontario.  He  said  that 
after  the  war  Canada  would  emerge  with  her  credit  un- 
broken, "and  when  we  emerge  the  brotherhood  of  man  will 
have  a  meaning  it  has  never  had  before." 

Mayor  Church,  representing  the  city;  James  Simpson, 
representing  the  Trades  and  Labor  Congress  of  Canada; 
John  Vick,  representing  the  local  Bricklayers'  Union;  James 
Richardson,  representing  the  Toronto  Trades  and  Labor 
Council;  John  Sutherland,  representing  the  Building  Trades 
League,  and  Dr.  A.  ('.  McKay,  Principal  of  the  Technical 
.School,  also  extended  welcomes  to  the  visitors. 

Mr.  W.  J.  Bowes,  who  was  elected  president  of  liu-  union 
in  1901,  acknowledged  the  addresses  and  lhaiiked  the  various 
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representatives  for  the  cordiality  with  which  the  delegates 
had  been  received  since  their  arrival  in  the  city. 

Sufficient  work  has  now  been  done  at  Saanich  observa- 
tory to  give  some  general  idea  of  what  the  completed  struc- 
ture will  be  like.  Next  month  should  see  a  start  on  the  con- 
struction of  the  dome.  The  concrete  base  of  the  structure 
is  in  place,  and  such  steel  work  as  can  be  done  pending  the 
return  of  Dr.  Plaskett  is  now  being  hastened  by  the  con- 
tractors, the  McAlpine  Robertson  Company. 

An  increase  in  the  price  of  the  tenders  for  five  million 
Ijricks  resulted  in  the  Montreal  Board  of  Control  rejecting 
the  bids  of  the  two  companies  tendering.  The  National 
Brick  Company  asked  $11  per  thousand  and  the  St.  Lawrence 
Brick  Company  $11.25  per  thousand,  the  prices  last  year  be- 
ing $8.50  and  $9.00  per  thousand.  The  bricks  are  required 
for  sewer  work,  and  the  Mayor  declared  that  if  no  better 
prices  are  made  the  city  will  consider  the  use  of  cement. 
Fresh  tenders  are  to  be  called.  The  price  includes  cartage. 
Owing  to  the  large  stocks,  the  companies  in  1915  offered  the 
bricks  at  very  low  quotations,  but  this  year  the  makers  are 
asking  prices  which  will  allow  a  reasonable  profit. 

The  New  York  Continental  Jewell  Filtration  Company, 
Montreal,  is  installing  a  plant  at  Macdonald  College,  St.  Anne 
de  Bellevue,  P.  Q.  The  company  has  also  obtained  a  con- 
tract at  Berthier,  P.  Q.,  where  work  will  be  commenced  in 
the  spring.  Both  plants  have  a  capacity  of  300,000  U.  S. 
gallons  per  day. 

A  commission  representing  the  city  of  Montreal,  Mont- 
real West,  St.  Pierre,  Lachine,  and  the  Conseil  Superieur 
d'Hygiene  have  presented  a  report  in  favor  of  converting  the 
St.  Pierre  River  from  an  open  into  a  covered  sewer  at  a 
cost  of  $610,000;  also  proposing  that  a  barrier  be  constructed 
to  prevent  the  St.  Lawrence  River  backing  up  the  open  sewer 
and  the  construction  of  a  pump  house  at  a  cost  of  $120,000 — 
or  $95,000  if  electricity  be  used.  The  St.  Pierre  receives  the 
sewage  and  household  and  surface  water  of  several  muni- 
cipalities and  is  nothing  less,  the  report  says,  than  an  open 
sewer. 

At  the  annual  meeting  of  the  Quebec  branch  of  the 
Canadian  Society  of  Civil  Engineers  held  in  Quebec  on  Janu- 
ary 11  the  following  officers  were  elected:  president,  Mr.  A. 
E.  Doucet;  secretary-treasurer,  M^r.  Ivan  E.  Vallee;  coun- 
cillors, Messrs.  Altheod  Tremblay,  Gabriel  Henry  and  T.  A. 
J.  Forrester. 

The  Dominion  Railway  Board  have  ordered  a  grade 
separation  at  the  junction  of  King  Street  and  the  Toronto, 
Hamilton  &  Buffalo  Railway,  Hamilton,  Ont.,  by  means  of 
a  bridge  over  the  tracks. 

Good  roads  constructed  last  year  in  the  province  of 
Quebec  with  the  aid  and  under  the  supervision  of  the  pro- 
vincial government,,  totalled  430. 3  miles.  Of  the  total  roads 
constructed  205.6  were  macadam,  the  balance  being  stone 
foundation.  Since  1911  the  province  of  Quebec  has  con- 
structed 1,667.67  miles  of  good  road  in  all  sections.  The 
Montreal-Quebec  route  is  on  the  eve  of  being  completed, 
which  shows  that  little  remains  to  be  done  on  the  Levis- 
Jackman  road.  Asphalt  work  is  to  be  continued  on  the 
King  Edward  Highway. 

Canadian  Nitro  Products,  Limited,  have  been  incorpor- 
ated with  capital  stock  of  $5,000,000,  to  carry  on  business 
in  Toronto.  They  will  manufacture  and  deal  in  war  muni- 
tions, explosives  and  ammunition  of  all  kinds.  The  provi- 
sional directors  are  Edmund  Hale  Austin,  Thomas  Neville 
Polle,  Charles  Evans-Lewis,  D.  Finemark  and  F.  Godson. 

The  British  Munitions  Company,  Limited,  have  obtained 
a  charter  to  do  business  in  the  city  of  Montreal;  capital 
stock  $50,000.  The  provisional  directors  are  W.  R.  Lorimer 
Shanks,  F.  G.  Bush,  G.  R.  Drennan,  Michael  J.  O'Brien  and 
H.  W.  Jackson.  The  company  will  manufacture  and  deal  in 
time  fuses  and  munitions  generally. 


As  a  result  of  the  success  last  year  of  the  first  confer- 
ence on  highway  construction  for  county  road  superintendents 
and  engineers,  it  has  been  decided  to  continue  the  course  dur- 
ing the  second  week  of  February.  Mr.  W.  A.  McLean,  Pro- 
vincial Engineer  of  Highways,  in  a  foreword  to  the  pro- 
gramme, says:  "In  an  organization  covering  the  southern 
portion  of  the  Province  of  Ontario,  uniformity  of  methods 
and  personal  touch  between  the  engineers  of  the  department 
and  the  county  superintendents  are  essential  for  the  efficient 
carrying  on  of  highway  improvement.  The  series  of  lectures 
on  highway  construction  is  undertaken  more  especially  as 
a  means  of  giving  departmental  instruction  to  county  engi- 
neers and  superintendents  who  are  in  charge  of  roads  sub- 
sidized by  the  Provincial  Government  under  the  highway 
improvement  act." 

The  conference  opens  on  Tuesday,  February  8,  and  closes 
on  Friday,  the  11th.  The  introductory  address  will  be  given 
by  Hon.  F.  G.  Macdiarmid,  Minister  of  Public  Works  and 
Highways,  and  the  speakers  at  the  various  sessions  will  in- 
clude: Messrs.  R.  C.  Muir,  A.  H.  Parker,  G.  C.  Parker,  A. 
A.  Smith,  W.  Huber,  George  Hogarth,  M.  A.  Kemp,  W.  A. 
McLean,  W.  H.  Losee,  H.  S.  Van  Scoyoc  (Chief  Engineer, 
Toronto-Hamilton  Highway  Commission),  R.  M.  Smith, 
Arthur  Sedgwick,  T.  M.  De  Blois. 

Despite  the  opposition  offered  to  the  proposed  diversion 
of  the  route  of  the  Lake  Shore  highway  from  the  Lake  Shore 
Road  to'  Queen  Street  through  Mimico,  New  Toronto  and 
Etobicoke,  the  members  of  the  three  Councils  at  the  con- 
clusion of  a  conference  with  Mr.  George  H.  Gooderham, 
M.P.P.,  chairman  of  the  Toronto-Hamilton  Highway  Com- 
mission, decided  to  support  the  change  in  route.  Mr.  Gooder- 
ham, in  pointing  out  the  material  saving  which  would  be 
effected  by  the  adoption  of  th^  Queen  Street  route,  classed 
the  original  Lake  Shore  route  as  prohibitive  in^  cost,  al- 
though it  was  in  all  probability  the  people's  thoroughfare. 
To  construct  the  road  along  the  Lake  Shore  would  cost  at 
least  $404,000,  with  the  probability  that  this  figure  would  be 
increased  about  $30,000  more  owing  to  land  damages.  In 
comparison  with  this,  to  build  the  highway  along  Queen 
Street,  and  thus  avoid  the  big  items  of  expense  encountered 
on  the  Lake  Shore  would  only  cost  about  $227,000.  Under 
the  new  plan  the  road  will  leave  the  Lake  Shore  at  the  Etobi- 
coke Township  boundary  line  (Etobicoke  Creek)  and  will 
thence  continue  along  Queen  Street  through  Mimico,  New 
Toronto  and  Etobicoke,  connecting  again  with  the  Lake 
Shore  at  the  westerly  limits  of  New  Toronto. 

The  members  of  the  Toronto  Township  Council  inter- 
viewed Sir  Adam  Beck,  chairman  of  the  Ontario  Hj-dro- 
Electric  Power  Commission,  recently,  and  discussed  the 
Hydro-Electric  radial  by-law  to  be  submitted  shortlj-.  It  is 
planned  to  hold  the  vote  on  the  by-law  early  next  month. 
Toronto  Township's  share  of  the  cost  of  the  line  is  about 
$355,000. 


Construction  Features  of  Mexico  Plant 

(  Concluded  from  paife  62  I 

generators  to  produce  additional  power.  But  besides  this, 
two  16,000  h.  p.  units  of  approximately  similar  design  were 
added. 

The  whole  design  and  construction  of  this  plant  is  of 
the  greatest  interest,  even  though  it  is  not  today  the  newest 
hydro-electric  plant,  and  when  a  government  in  Mexico  is 
formed  that  compares  in  any  way  with  the  strong  effective 
government  of  General  Diaz,  this  plant  will  be  of  tremendous 
benefit  to  the  future  development  of  this  section  of  Mexico. 
It  is  a  remarkable  thing  that,  in  spite  of  all  the  disturbances 
in  that  unfortunate  country,  the  Necaxa  plant  has  never 
been  interfered  with  to  any  serious  extent. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Hull,  Que. 

Fire  Chief  Tessier  has  recommended 
that  watermains  be  laid  to  Tetreville. 
City  Clerk,  H.  Boulay. 

Lynn  Creek  Valley,  B.C. 

The  construction  of  a  roadway  up  the 
Lynn  Creek  Valley  to  the  Zinc  Mines 
is  being  considered.  The  Municipal 
Council  of  North  Vancouver  will  ap- 
proach the  Provincial  Government  for 
a  grant  of  $5,000  towards  the  cost  of  the 
work,  the  balance  to  be  provided  by  the 
Council  and  mining  interests.  Estimated 
cost,  $10,000, 

Markham.  Ont. 

A  by-law  has  been  carried  providing 
for  the  borrowing  of  $5,000  for  the  con- 
struction of  sidewalks.  The  Village 
Council  will  purchase  material.  Clerk, 
M.  White. 

Merritton,  Ont. 

The  Town  Council  are  considering  the 
construction  of  sewers  on  a  number  of 
streets  and  the  laying  of  pavement  on 
a  portion  of  Merritt  Street.  Engineer, 
F.  Rutherford,  24  Queen  Street,  St. 
Catharines. 

Vancouver,  B.C. 

Estimates  are  being  prepared  by  A.  D. 
Creer,  Engineer  to  the  Vancouver  Sew- 
age Board,  on  the  probable  saving  if  the 
Stanley  Park  Causeway  and  trunk  sewer 
are  constructed  together.  Tenders  may 
be  called  about  the  end  of  January.  » 

Winnipeg,  Man. 

Plans  are  being  prepared  for  the  con- 
struction of  watermains  to  the  proposed 
Institute  for  the  Deaf  and  Blind,  under 
an  arrangement  between  the  Govern- 
ment and  the  City. 


Railroads,  and  Bridges  Wharves 

Fort  Erie,  Ont. 

The  Buffalo,  Fort  Erie  Ferry  &  Rail- 
way Company,  care  of  F.  V.  E.  Bardol, 
Room  400,  D.  S.  Morgan  Building,  Buf- 
falo, N.Y.,  will  apply  to  the  Ontario 
Legislature  for  permission  to  construct 
a  numl)er  of  extensions  to  their  system. 

Hullett  Township,  Ont. 

James  Campbell,  Secretary  to  the 
Township  Council,  will  receive  tenders 
until  2  p.m.,  February  lird,  for  the  con- 
struction of  a  steel  bridge  over  Walker- 
l)urn  Creek.  Abutments  and  flooring  of 
cement  construction. 

Nanaimo,  B.C. 

The  City  Council  are  considering  tlic 
erection  of  a  bridge  over  the  Mill  Stream 
and  will  submit  a  by-law.  Estimated  cost, 
$14,000.    Clerk,  A.  L.  Rattray. 

Victoria,  B.C. 

The  Canadian  Northern  Railway  Com- 
pany, Toronto,  have  prepared  plans  for 


a  Ijridge  to  be  erected  over  Selkirk  Wa- 
ter, and  have  forwarded  them  to  the 
Federal  Government  for  approval. 

Wardsville,  Ont. 

The  bridge  for  which  the  County 
Council  are  having  plans  prepared  is  to 
be  of  steel  construction,  85  feet  span, 
with  creosoted  wood  block  flooring. 

Winnipeg,  Man. 

The  City  Council  are  considering  the 
construction  of  a  bridge  over  the  Win- 
nipeg River  at  Point  du  Bois,  to  replace 
the  present  temporary  structure.  Esti- 
mated cost,  $99,743.  Secretary,  M.  Peter- 
son. 


Public  Buildings,  Churches 
and  Schools 

Auckland,  Que. 

The  School  Board  contemplate  the 
erection  of  a  school,  estimated  to  cost 
$5,000.  Secretary,  J.  B.  Beauvais,  Auck- 
land. 

Chambly,  Que. 

The  erection  of  a  school  is  being  con- 
sidered by  the  School  Board.  Estimated 
cost,  $3,000.    Secretary,  G.  C.  Wallis. 

Charlottetown,  P.E.I. 

Repairs  to  the  First  Methodist  Church 
have  been  decided  upon.  Work  will  in- 
clude the  installation  of  a  steam  heating 
system  and  seating  and  interior  decora- 
tion. Secretary  of  the  Committee,  E.  H. 
Beer,  134  Richmond  Street. 

Ditton,  Que. 

The  School  Board  are  considering  the 
erection  of  three  schools,  estimated  to 
cost  $4,400.  Secretary,  Tancrede  Halle, 
Ditton. 

Hamilton,  Ont. 

The  Board  of  Education  have  Ijcen  in- 
formed that  a  new  Collegiate  Institute 
will  have  to  be  built  during  the  year,  in 
consequence  of  overcrowding.  Secre- 
tary, R.  H.  Foster,  City  Hall. 

Hampden,  Que. 

The  erection  of  a  school  is  contemp- 
lated. Approximate  cost,  $5,000.  Sec- 
retary to  the  School  Board,  John  Black, 
Hampden. 

Palmerston,  Ont. 

In  connection  with  the  Post  Office 
now  in  course  of  erection,  the  roofing  is 
being  done  by  day  labor.  Plastering  and 
painting  contracts  not  yet  awarded. 

Portage  la  Prairie,  Man. 

Tile  Public  School  Board  will  receive 
tenders  until  January  25th  for  salvage 
of  the  walls  of  the  school  which  was 
recently  destroyed  by  fire,  preparatory  to 
the  erection  of  a  new  building.  Chair- 
man, Dr.  A.  P.  MacKinnon. 

Richelieu  Village,  Que. 

The  erection  of  a  school  is  contemp- 
lated by  the  School  Board.  Estimated 
cost,  $3,000.    Secretary,  J.  C.  Bashaw. 


Spaulding,  Que. 

The  School  Board  are  considering  the 
erection  of  a  school,  estimated  to  cost 
$5,000.    Secretary,  J.  Cote,  Spaulding. 

Stanstead,  Que. 

The  Roman  Catholic  Congregation  are 
considering  the  rebuilding  of  their 
Church,  which  was  destroyed  in  the  re- 
cent fire.    Curate,  Rev.  B.  X.  Cruveiller 

St.  Boniface,  Man. 

A  by-law  will  be  submitted  to  the  rate- 
payers shortly  to  provide  for  the  erec- 
tion of  an  addition  to  the  Provencher 
School  at  an  approximate  cost  of  $65,000. 
Chairman  of  the  School  Board,  J.  A. 
Alarion. 

Ste.  Beatrice,  Que. 

The  erection  of  a  school  is  contemp- 
lated by  the  School  Board.  Estimated 
cost,  $3,000.    Secretary,  Francois  Parent. 

St.  Hubert,  Que. 

The  School  Board  contemplate  the 
construction  of  a  school  at  an  approxi- 
mate cost  of  $3,500.  Secretary,  W.  R. 
Kennedy,  Springfield  Park  Post  Office. 

Toronto,  Ont. 

The  Board  of  Education  are  consider- 
ing the  construction  of  an  Industrial 
Farm  School,  to  consist  of  buildings  of 
the  cottage  type,  each  capa])le  of  accom- 
modating fifty  inmates.  Estimated  cost, 
between  $25,000  and  $50,000  each.  Sec- 
retary of  the  Committee,  Dr.  Helen.  Mc- 
Murchy. 

CONTRACTS  AWARDED 

Brighton,  Ont. 

The  contract  for  plastering  at  the  new 
school  has  been  awarded  to  T.  Gander  & 
Son,  251  Gladstone  Avenue,  Toronto. 

Louisburg,  C.B. 

The  contract  for  heating  and  plumbing 
at  the  new  school  has  been  let  by  the 
Town  Council  to  Charles  Thompson, 
care  of  Angus  Mc.A.skill,  Glace  Bay,  N.S. 

Verdun,  Que. 

The  contract  for  painting  required  in 
connection  with  the  Nurses'  Residence 
which  has  been  erected  at  the  Protestant 
Hospital  for  the  Insane,  209  La  Salle 
Road,  has  been  awarded  to  the  general 
contractors,  A.  F.  Byers  &  Company, 
Limited,  340  University  Street,  Montreal. 

Westport,  Ont. 

The  general  contract  for  the  erection 
of  St.  Edward's  Presbytery  has  been 
awarded  to  C.  J.  Speagle,  Westport.  Es- 
timated cost,  $10,000.  Don  Valley  pressed 
brick  will  be  used. 


Business  Buildings  and  Indus- 
trial Plants 

Aylmer,  Que. 

Henry  Kuntz,  434  Queen  Street,  Otta- 
wa, has  purchased  the  site  of  the  Hotel 
Victoria,  which  was  destroyed  by  fire. 
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and  contemplates  the  erection  of  a  large 
summer  residence  or  hotel. 

Cote  St.  Michel,  Que. 

The  Dominion  Government  Depart- 
ment of  Public  Works  intend  to  erect  a 
powerful  wireless  station  to  replace  the 
one  at  Maisonneuve.  Secretary,  R.  C. 
Desrochers,  Ottawa. 

Digby,  N.S. 

Work  is  progressing  on  the  erection  of 
an  office  and  warehouse  for  the  Nova 
Scotia  Fish  Company.  Construction  is 
supervised  by  W.  Turnbull. 

Forest,  Ont. 

The  Town  Council  are  having  plans 
prepared  for  fitting  up  the  Town  Build- 
ings for  Military  purposes.  Work  will 
include  the  installation  of  heating  ap- 
paratus and  general  interior  fittings. 
Reeve,  F.  Patterson. 

Halifax,  N.S. 

The  Imperial  Oil  Company,  311  Do- 
minion Bank  Building,  Toronto,  are 
building  two  oil  tanks  on  Richmond  .St. 
Special  iron  construction,  concrete  found- 
ation.   Manager,  S.  S.  Shatford,  Halifax, 

Hamilton,  Ont. 

The  Royal  Hamilton  Yacht  Club  have 
decided  to  erect  a  club  house  to  replace 
the  building  which  was  burnt  down  last 
autumn.  Work  will  start  in  the  spring. 
Estimated  cost,  $35,000.  Secretary,  E.  J. 
Renwick. 

Kingston,  Ont. 

The  City  Council  have  had  plans  pre- 
pared for  alterations  to  the  Market 
Buildings  on  King  Street  for  the  accom- 
modation of  troops.  Work  will  include 
the  installation  of  closets,  sinks,  ranges, 
bunks,  etc.  Tenders  will  be  called  short- 
ly.   Clerk,  W.  W.  Sands. 

Loco,  B.C. 

The  Imperial  Oil  Company,  Limited, 
404  Abbott  Street,  Vancouver,  contemp- 
late the  erection  of  an  office  building  and 
club  house,  at  an  estimated  cost  of  .1!18,- 
000.    Tenders  will  be  called  later. 

London,  Ont. 

The  by-law  to  provide  for  the  estab- 
lishment of  a  live  stock  market  has  been 
defeated. 

Medicine  Hat.  Alta. 

Feflferman  Bros.,  clothing  merchants, 
have  purchased  a  site  for  the  erection  of 
a  business  block,  and  will  probably  start 
work  in  the  spring.  Architect.  W.  H. 
Bourne,  Huckvale  Block. 

New  Westminster,  B.C.' 

Local  architects  are  now  preparing 
competitive  plans  for  a  market  building 
to  be  erected  for  the  City  Council.  Ten- 
ders will  be  called  as  soon  as  the  design 
is  decided  upon.  Approximate  cost, 
$35,000.    Clerk,  W.  A.  Duncan. 

Ottawa,  Ont. 

The  Ottawa  Brass  Manufacturing 
Company,  367  Wellington  Street,  are  con- 
sidering the  erection  of  an  addition  to 
their  factory.    Brick  construction. 

Owen  Sound,  Ont. 

Work  by  day  labor  is  about  to  start 
on  remodelling  the  Pacific  Hotel  for  the 
Owen  Sound  Shoe  Manufacturing  Com- 
pany, Limited.  Promoter,  W.  E.  Wil- 
son. 

Peterboro,  Ont. 

Work  is  about  to  start  on  the  erection 


of  an  addition  to  the  premises  of  the 
Auburn  Woollen  Mills,  River  Road.  A 
quantity  of  steel  and  other  material  is 
already  on  the  site. 

St.  Thomas,  Ont. 

The  Wabash  Railway  Company,  St. 
Louis,  Mo.,  have  had  plans  prepared  for 
an  addition  to  their  roundhouse.  Work 
will  probably  commence  at  an  early  date. 

Strathroy,  Ont. 

R.  M.  Pincombc  is  about  to  make  re- 
pairs to  his  mill,  part  of  which  recently 
collapsed.    Approximate  cost,  $3,500. 

A  by-law  has  been  carried  authorizing 
the  construction  of  water  and  electric 
services  to  the  proposed  basket  factory. 
(3wner,  George  Rivers. 

Three  Rivers,  Que. 

The  chemical  factory  which  is  now  in 
course  of  construction  for  the  City 
Council  will  be  occupied  by  Contant, 
Monette  &  Pion,  861  Ontario  Street  E., 
Montreal,  who  are  in  the  market  for 
iion  tanks,  vats,  stills  and  retorts  for 
the  manufacture  of  potash  and  heavy 
chemicals,  etc. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  February  1st  for  the  erection 
of  an  addition  to  the  abattoir  on  Te- 
cumseh  Street.  Plans  at  office  of  the 
Property  Commissioner,  City  Hall,  and 
of  D.  W.  Wright,  Manager,  Civic  Abat- 
toir. 

Weedon,  Que. 

The  Weedon  Chemical  Company  have 
commenced  the  rebuilding  of  their  plant. 
Equipment  has  been  purchased. 

Whalen,  Ont. 

John  Rowell  will  shortly  start  work  on 
the  erection  of  a  reinforced  concrete  silo. 

I'atrick  McGee  intends  to  build  a  re- 
inforced concrete  silo.  Work  will  start 
as  soon  as  possible. 

CONTRACTS  AWARDED 

Esquimalt,  B.C. 

Work  is  progressing  on  the  construc- 
tion of  an  oil  storage  plant  for  the  Im- 
perial Oil  Company,  Limited,  404  Ab- 
bott Street,  Vancouver.  The  contract  for 
erecting  the  warehouse,  stable,  office  and 
residence  has  been  awarded  to  the  Do- 
minion Construction  Company,  509  Rich- 
ards Street,  Vancouver.  Frame,  concrete 
and  galvanized  iron  construction. 

Halifax,  N.S. 

Work  has  been  started  on  repairs  to 
the  business  block  at  Granville  and 
Sackville  Streets  for  A.  P.  Downey,  344 
Robie  Street.  The  general,  masonry, 
carpentry,  roofing,  plastering  and  paint- 
ing contracts  have  been  awarded  to  the 
Halifax  Building  Company,  and  the 
heating  to  Longard  Bros.,  213  Hollis  St. 
Frame  construction,  stone  foundation, 
felt  and  sravel  roofing.  Approximate 
cost,  $10,000. 

Montreal,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  foundry  now  in 
course  of  erection  for  the  Williams 
Manufacturing  Company,  Limited,  St. 
James  Street  W.: — masonry  and  car- 
pentry, Reid,  McGregor  &  Reid,  511  St. 
Catharines  Street  W.;  roofing,  Douglas 
Bros.,  19  St.  Maurice  Street;  glazing, 
Hobbs  Manufacturing  Company,  43  St. 
Maurice  Street;  heating  and  plumbing. 


L.  E.  Moulton  &  Company,  Limited,  ^4^.i 
Inspector  Street;  electrical  work,  Collycr 
&  Brock,  131  St.  Alexander  Street. 

In  connection  with  the  machine  sho|) 
in  course  of  erection  on  Bourget  Street 
for  the  Williams  Manufacturing  Com- 
pany, Limited,  1789  St.  James  Street  W., 
the  contract  for  supply  of  cut  stone  has 
been  let  to  John  Quinlan  &  Company, 
4412  St.  Catherine  Street,  Westmount, 
and  for  metal  sash  to  Steel  &  Radiation 
Ltd.,  304  University  Street. 

Ottawa,  Ont. 

Work  has  been  started  on  alterations 
to  a  store  for  James  Hope  &  Sons, 
Sparks  Street.  The  general  contract  has 
been  awarded  to  J.  St.  Clair  &  Company, 
Chateau  Laurier.  Approximate  cost, 
$3,500. 

Paris,  Ont. 

The  contract  for  roofing  in  connection 
with  the  factory  which  has  been  erect- 
ed for  the  Paris  Wincey  Mills  Company. 
Limited,  has  been  awarded  to  Turnbull 
Cutcliffe,  Limited,  50  Colborne  Street, 
Brantford. 

Peterborough,  Ont. 

Work  has  been  started  on  the  erection 
of  an  addition  to  the  Auburn  Woollen 
Mills,  River  Road.  The  general,  carpen- 
try, roofing  and  painting  contracts  have 
been  let  to  C.  Rutherford,  care  of  own- 
ers, and  the  contract  for  steel  to  Hep- 
burn &  Disher,  Limited,  18  Van  Horne 
Street,  Toronto.  Owners  will  do  heat- 
ing. 

Sherbrooke,  Que. 

Work  has  been  started  on  the  erection 
of  an  addition  to  the  premises  of  Walter 
Blue  &  Company,  Limited,  8  King  St. 
The  general,  masonry,  carpentry,  heat- 
ing, plumbing  and  interior  fittings  con- 
tracts have  been  let  to  Anglin's  Limited, 
65  Victoria  Street,  Montreal.  Roofing, 
painting  and  electrical  work  not  }-et  let. 

St.  Anne  de  Bellevue,  Que. 

Work  is  about  to  start  on  the  construc- 
tion of  a  filtration  plant  at  Macdonald 
College.  The  equipment  will  be  supplied 
by  the  New  York  Continental  Jewell  Fil- 
tration Company.  New  Birks  Building. 
Montreal,  and  the  work  done  by  the  Col- 
lege employees.  Approximate  cost, 
$16,000. 

St.  Catharines,  Ont. 

The  contract  for  carpentry  required  in 
alatration  to  a  building  for  A.  Puccini 
&  Company,  55  Front  Street  E..  Toronto, 
has  been  let  to  Davis  Bros.,  Niagara  St.. 
the  plumbing  and  galvanized  iron  work 
to  W.  Riddell  &  Son,  283  St.  Paul  Street, 
and  the  contract  for  the  installation  of 
an  elevator  to  the  Turnbull  Elevator 
Company,  John  Street,  Toronto. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  warehouse  at  Wilton  Avenue  and 
Dalhousie  Street  has  been  awarded  by 
llie  Robert  Simpson  Company,  Limited, 
17()  Yonge  Street,  to  Wells  Bros,  Com- 
l)any  of  Canada,  LimTfgTtT  Monadnock 
^~BnTttfingr"CTTrcago.  111.  Reinforced  con  - 
Crete  coiTsfnictiun.  steel  sash.  Approxi- 
mate cost,  $400,000.  Work  will  start  in 
the  spring. 

The  contract  for  steel  sash  required 
in  the  erection  of  an  addition  to  the  fac- 
tory of  the  Canada  Metal  Company.  Lim- 
ited. Eraser  Avenue,  has  been  let  to  Steel 
&  Radiation,    Limited,    Eraser  .\venuc. 
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and  for  steel  to  Hepburn  &  Disher,  Lim- 
ited, 18  Van  Horne  Street.  Roofing,  wir- 
ing and  painting  not  yet  awarded. 

Vancouver,  B.C. 

Work  has  been  started  on  the  erection 
of  on  addition  to  the  premise's  of  the 
Hudson's  Bay  Company,  Georgia  Street. 
The  contract  for  excavation  has  been  let 
to  Campbell  Bros.,  162.3  Bismarck  Street, 
and  the  structural  steel  to  Canadian 
Northwest  Steel  Company,  Limited,  Van- 
couver. Tenders  on  plastering,  painting, 
mill  work,  sheet  metal  and  roofing  are 
being  received  by  the  general  contractors, 
British  Columbia  Construction  &  Engi- 
neering Company,  516  Standard  Bank 
Building. 


Residences 

Bethel,  Ont. 

A.  Blain,  Bethel,  Glencoe,  Ont.,  is  con- 
sidering the  erection  of  a  residence  to 
replace  that  recently  destroyed  by  fire. 
Approximate  cost,  $3,000. 

Hensall,  Ont. 

Work  will  start  in  the  spring  on  the 
erection  of  two  residences  for  R.  Cud- 
more.  Plans  are  being  drawn  by  T. 
Welsh,  Hensall.  Brick,  frame  and  con- 
crete construction.  Estimated  cost, 
.$3,000. 

Lachine,  Que. 

Arthur  Fournier,  89  Third  Avenue,  is 
building  a  residence  on  Third  Avenue, 
is  building  a  residence  on  Third  Avenue, 
estimated  to  cost  $5,000.  Work  by  day 
labor. 

Leamington,  Ont. 

Mrs.  Edith  Davidson,  Mill  Street, 
contemplates  the  erection  of  a  residence 
to  replace  that  recently  destroyed  by  fire. 

Montreal,  Que. 

Work  by  day  labor  has  been  started  on 
the  erection  of  a  residence  for  D.  Bail- 
largeon,  1960  Chabot  Street.  Brick  con- 
struction, concrete  foundation,  felt  and 
gravel  roofing.   Approximate  cost,  $4,Q00. 

Ottawa,  Ont. 

The  erection  of  a  Protestant  Infants' 
Home  is  being  considered.  Convenor, 
Mrs.  Gordon  Gumming,  24  Lisgar  Street. 

James  S.  Wilson  &  Petregorsky,  256 
Kent  Street,  are  considering  the  erection 
of  apartments  on  Laurier  Avenue  East. 
Brick  construction,  concrete  and  brick 
foundation,  felt  and  gravel  roofing.  Es- 
timated cost,  $6,000. 

Quebec,  Que. 

J.  &  A.  Tremblay,  79  Second  Avenue, 
Limoilou,  has  commenced  the  erection 
of  a  residence,  estimated  to  cost  $3,000. 
Frame  and  brick  construction,  felt  and 
gravel  roofing. 

Work  on  the  erection  of  a  residence 
has  been  started  by  E.  Cauchon,  84  La- 
niontagne  Avenue,  Domaine  Lairet,  Que- 
bec. Frame  and  brick  construction,  met- 
al and  asbestos  roofing.  Estimated  cost, 
$3,000. 

W.  Morel,  Fourth  Avenue,  Limoilou, 
lias  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $3,000.  Frame 
and  brick  construction,  metal  and  as- 
bestos roofing. 

Toronto,  Ont. 

R.  J.  Roger,  196  John  Street,  has  com- 
menced the  erection  of  a  residence  on 


Glendale  Avenue,  estimated  to  cost 
$3,500.  Smaller  trades  will  be  let.  Brick 
construction,  shingle  roofing. 

E.  Edmonds,  105  Oakwood  Avenue,  is 
l)uilding  a  residence  at  37  Thome  Cres- 
cent. Brick  construction,  slate  roofing. 
Estimated  cost,  $3,800. 

J.  Thorn,,  221  Woodbine  Avenue,  is 
l)uilding  two  residences  on  Brookside 
Drive,  estimated  to  cost  $3,600.  Brick 
construction,  shingle  roofing. 

CONTRACTS  AWARDED 

Halifax,  N.S. 

The  Eastern  Investment  Corporation, 
Cragg  Building,  have  let  the  following 
contracts  in  connection  with  the  flats 
and  residences  which  they  are  building 
on  Jennings,  Jubilee,  Larch,  Le  March- 
ant  and  Mott  Streets: — heating,  Longard 
Bros.,  213  Hollis  Street;  plumbing,  W.  S. 
Craig,  316  Upper  Water  Street;  electric- 
al work,  J.  Starr,  Son  &  Company,  Gran- 
ville Street. 

Kentville,  N.S. 

In  connection  with  the  residence  which 
is  being  erected  at  the  Sanatorium  for  the 
Provincial  Department  of  Mines  and 
Works,  Halifax,  the  contract  for  heating 
and  plumbing  has  been  awarded  to  W. 
Rockwell  &  Company,  Wolfville.  Paint- 
ing by  the  general  contractor. 

Lachine,  Que. 

The  general  contract  for  the  erection 
of  a  residence  on  St.  Catherine  Street  for 
Jeffrey  Lord,  109  Fourth  Avenue,  has 
been  let  to  E.  Bourbonnais,  181  Third 
Avenue.  Brick  construction,  concrete 
foundation,  felt  and  gravel  roofing.  Es- 
timated cost,  $3,000. 

Fournier  &  Company,  Limited,  Vic- 
toria Street  and  Second  Avenue,  have 
commenced  the  erection  of  two  flats  for 
Isidor  Seidman,  46  Fourth  Avenue.  Brick 
veneer  construction,  concrete  foundation, 
felt  and  gravel  roofing.  Estimated  cost, 
$3,000. 

Montreal,  Que. 

The  contract  for  heating  required  in 
connection  with  the  residence  which  has 
been  erected  on  La  Salle  Street  by  J.  T. 
Legault,  30  St.  James  Street,  has  been 
let  to  W.  Theriault,  283  William  David 
Street. 

Ottawa,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  in 
course  of  erection  on  Nichols  Street  for 
the  Estate  of  John  O'Leary,  208  Laurier 
Avenue: — brick  work,  S.  Lasage;  plaster- 
ing, Peter  Bopry,  13  Heney  Street;  heat- 
ing. Pease  Foundry  Company,  Limited, 
287  Lyon  Street;  plumbing,  Coldrey  &; 
Chapman,  Albert  Street.  Painting  not 
yet  awarded.  Electrical  work  by  day 
labor. 

In  connection  with  the  residence  in 
course  of  erection  for  H.  L.  Morrison, 
15  Ossington  Avenue,  the  contract  for 
heating  and  plumbing  has  Ijeen  let  to 
(lervin  &  Lillico,  1095  Bank  .Street,  and 
the  electrical  work  to  the  Dominion  Elec- 
tric Construction  Company,  417  Sparks 
Street. 

The  contract  for  heating  and  plumb- 
ing required  at  the  residence  which  is 
being  built  on  Ossington  Avenue  by 
Bower  Bros.,  133  Hopewell  Avenue,  has 
b<  (11  awarded  to  Gervin  &  Lillico,  1095 


Bank  Street,  and  the  electrical  work  to 
the  Dominion  Electric  Construction 
Company,  417  Sparks  Street. 

W.  H.  Tate,  Bank  Street,  has  let  the 
general  contract  for  alterations  and  ad- 
ditions to  apartments  on  Somerset  Street 
to  J.  D.  &  F.  Wilson,  482  Bank  Street. 
Brick  veneer  construction,  felt  and  gravel 
roofing.    Approximate  cost,  $6,000. 

Peterborough,  Ont. 

The  general  contract  for  the  erection 
of  two  cottages  for  the  City  Council  has 
l)een  awarded  to  Daniel  Couglin. 

Power  Plants,  Electricity  and 
Telephones 

Forest,  Ont. 

The  by-law  providing  for  the  installa- 
tion of  a  hydro  electric  system  has  been 
carried.    Town  Clerk,  R.  Karr. 

Hensall,  Ont. 

A  by-law  to  authorize  the  installation 
of  a  hydro  electric  light  and  power  sys- 
tem will  be  submitted  to  the  ratepayers 
on  January  24th.  Town  Clerk,  A.  Mi^ir- 
doch. 

Montreal,  Que. 

The  Montreal  Public  Service  Corpora- 
tion, 263  St.  James  Street,  are  having 
plans  prepared  for  an  addition  to  their 
steam  power  plant.  The  first  unit  will 
be  of  15,000  h.p.  capacity,  which  will  be 
increased  as  demand  warrants  to  an  ulti- 
mate capacity  of  60,000  h.p. 

Plans  are  being  prepared  by  the  Mont- 
real Tramways  Company,  78  Craig  St., 
for  an  addition  to  their  steam  generating 
plant,  estimated  to  cost  between  $2,000,- 
000  and  $3,000,000.  The  first  unit  will  be 
of  17,000  h.p.,  to  be  increased  ultimately 
to  60,000  h.p. 

Park  Hill,  Ont. 

The  by-law  authorizing  the  installa- 
tion of  a  hydro  electric  system  has  been 
carried.    Town  Clerk,  J.  H.  Laughton. 

Waldeck,  Sask. 

The  Beaver  Flat  Rural  Telephone 
Company  have  been  authorized  to  bor- 
row $12,000  for  the  construction  of  their 
proposed  system.  Treasurer,  J.  K.  Aus- 
tring,  Waldeck. 

Zurich,  Ont. 

The  by-law  providing  for  the  installa- 
tion of  a  hydro  electric  system  has  been 
carried.  Clerk  to  Hay  Township  Coun- 
cil, Fred  Hess,  Sr.,  Zurich. 

CONTRACTS  AWARDED 

Sherbrooke,  Que. 

The  contract  for  supply  of  a  turbine 
has  been  let  by  the  City  Council  to  the 
Jenckes  Machine  Company,  Lansdownc 
Street,  subject  to  the  approval  of  the 
Committee  in  charge. 


Fires 

Bridgewater,  N.S. 

Fire  has  destroyed  the  Fairview  Hotel, 
owned  by  W.  E.  Await.  Loss,  $16,000; 
insurance,  $4,500. 

Brooklyn,  N.S. 

The  store  and  residence  owned  by  Clif- 
ford Gardner  has  been  totally  destroyed 
l)y  fire.  Loss,  about  $2,000,  covered  bj' 
insurance. 
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Buckingham,  Que. 

Fire  has  completely  destroyed  the 
Alexandra  Hotel,  owned  by  J.  A.  Ber- 
nardin  &  Company.  Loss,  $20,000;  in- 
surance, $12,000. 

Calgary,  Alta. 

The  store  and  stock  of  the  Western 
Commercial  Liquor  Company  has  been 
damaged  by  fire  to  the  extent  of  about 
$80,000.    Loss  is  covered  by  insurance. 

Dundas,  Ont. 

Fire  has  destroyed  the  barns  and  stable 
owned  by  Richard  Morley,  Osborne 
Hotel.  Loss,  $3,000,  partially  covered  by 
insurance.  Owner  contemplates  rebuild- 
ing. 

Ethel,  Ont. 

The  residence  of  S.  Bartley  has  been 
totally  destroyed  by  fire.  Loss  is  par- 
tially insured. 

Haileybury,  Ont. 

The  hotel  owned  by  Otto  Knapp  has 
been  entirely  destroyed  by  fire.  Loss, 
$90,000,  insurance  $62,000.  Owner  will 
probably  rebuild  in  the  spring. 

McGillivray,  B.C. 

The  large  sawmill  owned  by  the  River- 
side Lumber  Company,  Limited,  River- 
side, Calgary,  Alta.,  has  been  totally  des- 
troyed. Loss,  $65,000.  The  Company  in- 
tend to  rebuild  immediately. 

Middle  Sackville,  N.B. 

The  factory  of  the  Standard  Boot  & 
Shoe  Company  has  been  damaged  by 
fire.  A  number  of  expensive  machines 
were  destroyed. 

Minnedosa,  Man. 

The  residence  of  Thomas  Beddome  has 
been  entirely  destroyed  by  fire.  .  Loss, 
$3,000,  insurance,  $1,800. 

Niagara  Falls,  Ont. 

Fire  has  destroyed  the  residence  of 
Hugh  McLean,  340  Victoria  Avenue. 
Loss  is  covered  hy  insurance. 

Normandale,  Ont. 

The  residence  of  George  Stanley  has 
been  entirely  destroyed  by  fire.  Owner 
is  considering  rebuilding  in  the  spring. 

Ottawa,  Ont. 

Fire  has  destroyed  stores  and  apart- 
ments at  Wellington  and  Sherbrooke 
Streets,  the  property  of  William  Joynt. 
990  Wellington  Street.  Owner  will  re- 
build at  an  early  date.  Loss,  about 
$4,, '500. 

Sault  Ste.  Marie,  Ont. 

The  International  Hotel  has  been  com- 
pletely destroyed  by  fire.  Loss,  about 
$250,000;  insurance,  $50,000.  Manager, 
C.  A.  Pollock. 

Sillery,  Que. 

Fire  has  destroyed  a  residence  owned 
by  J.  L.  Heureux,  Sillery  Village.  Loss, 
$6,000. 

St.  John,  N.B. 

A  store  at  56  Mill  Street,  the  property 
of  J.  Marcus,  30  Dock  Street,  has  been 
damaged  by  fire.  Loss  on  buildings  and 
stock,  $4,000,  covered  by  insurance. 

Toronto,  Ont. 

Fire  has  damaged  the  Union  Station 
to  the  extent  of  about  $10,000.  Superin- 
tendent, J.  J.  Beck,  Front  Street. 

Trenton,  Ont. 

Fire  has  damaged  the  stock  and  pro- 
perty of  the  Trenton  Cooperage  Mills  to 
the  extent  of  about  $150,000, 


Miscellaneous 

Goodwood,  Ont. 

Tenders  will  be  received  until  February 
1st  by  the  Reeve  on  the  supply  of  a  quan- 
tity of  cedar  timber. 

Gravenhurst,  Ont. 

The  Gravenhurst  Electric  Light  &  Wa- 
ter Commission  are  receiving  tenders  on 
the  supply  of  200  cedar  poles,  between 
30  and  45  feet  long,  and  not  less  than  6 
inches  top  and  io  inches  butt.  Secre- 
tary, W.  H.  Butterworth. 

Hull,  Que. 

The  City  Council  are  considering  the 
purchase  of  a  combination  chemical  and 
hose  auto  truck  and  a  quantity  of  hose. 
Clerk,  H.  Boulay. 

CONTRACTS  AWARDED 

Ottawa,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts: — supply  of  one  motor. 
Shepherd  &  Cameron,  Queen  Street; 
two  pumps,  Mussens  Limited,  318  St. 
Tames  Street,  Montreal;  boiler,  Ottawa 
Boiler  &  Steel  Works,  135  Broad  Street. 


Wheel  Tax  Would  Provide  Road  Main- 
tenance Funds 

For  the  maintenance  of  roads  in  North 
Carolina,  Joseph  Hyde  Pratt,  secretary 
of  the  State  Highway  Commission,  has 
recently  advocated  the  imposition  of  a 
"wheel  tax,"  based  upon  tire  widths  and 
the  amount  of  damage  to  highway  sur- 
faces caused  by  individual  vehicles.  All 
funds  thus  collected  would  be  used  ex- 
clusively for  maintenance  work.  Under 
the  suggested  wheel  tax  a  wagon  capable 
of  carrying  4,000  lbs.  and  with  wheels 
havin.g  tires  2  to  2^^  inches  in  width, 
would  pay  a  much  greater  tax  than  the 
same  capacity  wagon  whose  wheels  have 
tires  6  inches  wide.  If  the  front  wheel 
of  such  a  wagon  should  not  have  the 
same  tread  as  the  rear  wheels  the  tax 
would  be  still  lower.  The  heavier  the 
load  the  wagon  will  hold,  the  higher, 
proportionately,  will  be  the  wheel  tax, 
and  the  wider  the  tire,  the  lower  the 
wheel  tax.  With  automobiles  the  horse- 
power and  weight  of  machine  will  deter- 
mine the  wheel  tax.  An  equitable  scale 
of  the  wheel  tax  can  be  devised.  Dr. 
Pratt  believes,  which  will  not  work  a 
hardship  on  any  one  and  the  revenue 
derived  from  it  will  maintain  the  roads. 

In  West  Virginia  lumber  wagons 
have  been  doing  a  great  deal  of  damage 
to  the  public  roads  and  the  county  engi- 
neers are  now  putting  in  force  an  act 
recently  passed  at  the  extraordinary  ses- 
sion of  the  last  legislature,  which  is  as 
follows: 

Persons,  firms,  etc.,  making  continu- 
ous use  of  any  piece  of  the  country  road 
or  driving  thereon  any  wagon  and  by 
such  use  causing  more  than  the  usual 
wear,  may  be  compelled  to  put  thereon 
a  section  man  or  men  and  keep  or  assist 
in  keeping  said  road  in  such  repair  as 
the  court  may  order.  Any  person  dis- 
obeying or  refusing  such  orders  shall  be 
adjudged  guilty  of  a  misdemeanor,  and 
upon  conviction  thereof  fined  not  to  ex- 
ceed $50,  or  imprisonment,  or  both. 

This  action  of  the  West  Virginia  Leg- 
islature, Dr.  Pratt  thinks,  is  a  move  in 
the  right  direction,  but  he  is  still  of  the 
opinion  that  the  wheel  tax  method  of 
furnishing  a  maintenance  fund  and  of 
controlling  the  damage  that  vehicles  do 
to  roads,  is  by  far  the  more  practical 
and  efifective  one. 


$2,000  Spent  by  New  Society  Saves 
$3,000  to  Profession 

More  than  one  hundred  engineers  put 
in  touch  with  positions,  at  no  cost  to  the 
engineer  or  employer,  thereby  saving 
them  about  $3,000,  all  at  a  total  cost  of 
less  than  $2,000,  is  the  gist  of  the  report 
of  the  activities  of  the  service  clearing 
house  of  the  American  Association  of 
Engineers,  presented  by  the  secretary  at 
the  first  annual  convention  held  in  Chic- 
ago, December  10  and  11.  The  $2,000 
represents  all  the  moneys  spent  since 
this  organization,  devoted  to  the  welfare 
of  the  engineer,  started  its  existence  7 
months  ago.  The  work  of  the  clearing 
house  has  practically  all  been  done  since 
September  15. 

In  one-half  of  the  application  filed,  re- 
ported the  secretary,  there  is  a  steady 
decrease  in  the  average  pay  of  the  engi- 
neer from  $150  in  1910  to  $110  now,  a 
fact  that  he  felt  ought  to  be  given  seri- 
ous consideration.  While  dishonest  and 
incompetent  employment  agencies  are 
not  nearly  as  prevalent  as  commonly  be- 
lieved, still  instances  were  given  of  ex- 
orbitant fees  charged  for  positions  held 
only  a  few  days. 

The  organization  has  now  about  300 
members  and  received  40  additional  ap- 
plications at  the  Saturday  afternoon 
meeting,  which  was  attended  by  400  en- 
gineers, 200  of  whom  were  visitors. 

In  an  addr-ess  by  J.  H.  Prior,  ch  en- 
gineer of  the  Illinois  Public  Utilities 
Commission,  on  "The  Economic  Aspects 
of  Engineering  Pay,"  he  demonstrated 
by  diagrams  that  the  pay  o.f  the  lowest 
"marginal"  man  in  an  organization  had 
a  direct  effect  on  that  of  the  highest 
paid.  He  also  pictured  the  law  of  sup- 
ply and  demand,  showing  that  the  same 
result  was  obtained  in  case  free  bargain- 
ing was  indulged  in  and  full  knowledge 
of  conditions  was  known  by  both  the 
engineer  and  his  prospective  employer. 

Prof.  F.  H.  Newell  outlined  the  prob- 
lems of  the  engineer  from  the  welfare 
standpoint.  He  emphasized  the  idea 
that  this  organization  is  in  no  wise  an- 
tagonizing any  other  good  movement, 
but  will  stimulate  and  help  the  existing 
organizations  far  more  than  it  will  draw 
from  their  membership.  He  spoke  at 
length  on  the  duty  of  the  society  to  the 
engineer  and  suggested  that  j'ounger 
men  be  chosen  more  often  as  officers. 


Hauling  Equipment  that  Proved  Econ- 
omical on  Road  Work 

Fifteen  teams  and  ten  men  were  saved 
on  a  road  contract  recently  carried  out 
by  Thomas  Levene  near  Griffin,  111.,  by 
the  use  of  a  White  truck  and  trailer  and 
Lee  portable  unloaders.  In  building  the 
asphalt-penetration  road,  surfaced  with 
three  grades  of  stone,  nine  dump  wagons, 
each  with  a  team  and  driver,  and  three 
asphalt  penetration  tanks,  each  requiring 
two  teams,  a  driver  and  a  fireman,  were 
in  use  before  the  truck  was  employed. 
The  truck  and  trailer,  making  the  4Jj 
mile  round  trip  in  less  than  an  hour,  in- 
cluding stops,  not  only  hauled  as  much 
stone  as  the  nine  teams,  but  also  picked 
up  the  empty  and  full  tanks  as  the  work 
progressed,  and  made  the  trip  from  the 
siding  to  the  job  so  quicklj'  that  firemen 
were  not  needed  on  the  tanks.  Four 
men,  shoveling  all  the  time  into  the  un- 
loaders, were  able  to  keep  tlic  truck  and 
trailer  moving  without  delay. 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Tenders  will  be  received  by  the  Council  of  the 
Township  of  Hullett  up  to  2  p.m.  on  Thursday, 
the  3rd  of  February,  1916,  for  the  erection  of  a 
steel  bridge  over  the  Walkerburn  Creek,  five 
miles  north  of  Londesboro,  the  said  bridge  to  be 
00  ft.  long  and  16  ft.  roadway,  with  cement  floor 
and  to  be  built  on  cement  abutments.  The  low- 
est or  any  tender  not  necessarily  accepted. 

.•1-4  JAMES  CAMPBELL,  Clerk. 


Tenders  for  Extension  of 
Cold  Storage  Division- 
Civic  Abattoir 

Tenders  addressed  to  the  undersigned  will  be 
received  by  registered  post  only  up  to  12  o'clock 
noon  on  Tuesday,  February  1st,.  1916,  covering 
the  extension  of  cold  storage  division  at  the 
City  Abattoir. 

Specification  may  be  seen  and  tender  form  ob- 
tained, together  with  all  information  relative 
thereto,  at  the  Office  of  the  Department  of  Pro- 
perty, City  Hall,  or  upon  application  to  Mr.  D. 
W.  Wright,  Manager  of  the  Civic  Abattoir,  Te- 
cumseh  Street. 

The  usual  conditions  pertaining  to  tendering, 
as  prescribed  by  the  City  By-law,  must  be  strictly 
complied  with,  and  envelopes  containing  tenders 
must  be  plainly  marked  on  outside  as  to  con- 
tents. A  bond  from  a  Guarantee  Company,  sat- 
isfactory to  the  City  Treasurer,  will  be  accepted 
in  lieu  of  the  personal  sureties  provided  for  in 
the  specifications.  The  lowest  or  any  tender  not 
necessarily  accepted. 

T.  L.  _  CHURCH,  (Mayor), 
Chairman  of  Board  of  Control. 
City  Hall,  Toronto,  January  12,  1916.       ^  3 


Board  of  Education 


,  Sealed  tenders,  addressed  to  the  Secretary-Trea- 
surer of  the  Board,  will  be  received  until 

Friday,  January  28th,  1916 

for 

Drawing  Tables  and  Side  Arm 
Chairs  for  Malvern  Avenue 
High  School 

Ash  Hoists,  Electric  Wiring,  Fire 
Doors,  Steam  Fittings,  at 
Sundry  Schools 

Sjiecifications  may  be  seen  and  all  information 
'ibtained  at  the  office  of  the  Superintendent  of 
I'.nildings,  City  Hall,  Toronto.  Each  tender 
must  be  accompanied  with  an  accepted  bank 
cheque  for  five  per  cent,  of  tlie  amount  of  tender 
or  its  equivalent  in  cash,  applying  to  said  tender 
only.  Sureties  for  all  tenders  exceeding  four 
thousand—  dollars  must  be  fiunished  by  .Surety 
Companies.  Tenders  must  be  in  tlic  hands  of  the 
Secretary-Treasurer  at  his  office  in  tlie  City  Hall, 
not  later  than  4  o'clock  on  the  day  named,  after 
which  no  tenrlcr  will  be  received.  The  lowest  or 
any  tender  will  not  necessarily  be  accepted. 

W.  C.  WILKINSON, 

Secretary-Treasu  rer. 
MILES  VOKES, 

Ciiairmaii  of  Coiuiiiillee. 


Tenders  Wanted 


Sealed  tenders  will  be  received  by  the  under- 
signed, addressed  to  Chester  S.  Walters,  Esquire, 
Mayor,  Chairman  Board  of  Control,  up  to  5 
o'clock  p.m.,  Monday,  the  seventh  day  of  Febru- 
ary, 1916,  for  supplying  mechanical  rakes  and  ap- 
purtenances and  travelling  hoist  and  grab  bucket 
(one-half  cu.  yd.  capacity)  and  appurtenances 
for  Gage  Avenue  pumping  station. 

Tenders  to  be  on  forms  supplied  by  the  City 
Corporation  and  plainly  marked  on  the  outside 
as  to  contents. 

Plans,  specifications,  and  further  details  can 
be  obtained  upon  application  to  the  City  Engi- 
neer's office,  Hamilton,  Ont.,  Canada. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

S.  H.  KENT, 

City  Clerk. 

Hamilton,  Jan.  14,  1916.  3 


School  Tenders 


Tenders  for  all  trades  in  connection  with  the 
erection  of  addition  to  St.  Joseph's,  St.  Clare's, 
and  St.  Anthony's  Separate  Schools  and  new 
school  for  St.  Monica's  Parish,  for  the  Separate 
School  Board  for  the  City  of  Toronto,  will  be 
received  until  5  p.m.,  Wednesday,  January  86, 
1916,  at  the  office  of  the  Board,  67  Bond  Street. 

Tenders  to  be  submitted  on  forms  supplied 
and  to  be  addressed  to  E.  F.  Henderson,  Chair- 
man of  Sites  and  Buildings  Committee,  and  to 
be  accompanied  by  a  marked  cheque  for  10  per 
cent,   of  the  amount  of  tender. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Architect,  Charles  J.  Read,  Rooms 
203-4   Confederation   Life   Building,  Toronto. 

52-2-3 


Concrete  Mixers 


Large  company  in  Middle  States  making  con- 
crete mixers  wants  selling  agents  for  Canadian 
territory.  Good  working  arrangement  and  sub- 
stantial assistance  will  be  given  to  reliable  ag- 
gressive agents.  Box  279,  Contract  Record,  To- 
ronto, Ont.  1-4 


Quarry  Machinery  Wanted 

Two  gang  saws  anil  one  planer  in  good  working 

F.  ROGERS  &  COMPANY, 

1193  Queen  Street  West, 
1-2-3  Toronto,  Ont. 


Contractor's  Plant 
For  Sale 

Two  Ransom,  10  cubic  feet  capacity,  Concrete 
Mixers,  one  equipped  with  loading  skip,  complete 
with  steam  engine. 

One  Beatty  Hoisting  Engine,  single  drum, 
double  cylinder,  14  h.p.,  Al  condition. 

One  American  Single  Drum  Hoisting  Engine, 
single  cylinder,  16  h.p. 

Ten  concrete  carts,  tools,  etc. 

Will  dispose  of  at  sacrifice  price,  and  make 
terms  of  payment  to  suit  purchaser.  Apply  Mr. 
t:reed.  Room  903,  Read  Building,  Montreal.  3-4 


Hoist  Engine  Wanted 


8  X  10  or  7  X  12  Double  Hoist,  Double  Drum, 
each  Drum  equipped  with  Ratchet  and  Pall  and 
Brake  Straps,  with  swinger  attached.  Boiler  to 
have  working  capacity  not  less  than  100  lb.  steam 
pressure. 

The  whole  machine  to  be  in  first  class  working 
order.  Address, 

MacFarlane-Pratt-Hanley,  Limited, 

3-3  Port  Robinson,  Ont. 


Late  News  Items 

Arnprior,  Ont. 

The  Department  of  Militia  &  Defence, 
Ottawa,  have  let  the  general  contract  for 
the  erection  of  a  drill  hall  to  Maurice 
Sullivan,  Harriett  Street. 

Barrie,  Ont. 

A  by-law  has  been  carried  authorizing 
roadway  construction  on  Bradford  St., 
estimated  to  cost  $7,500.  Town  Clerk, 
E.  Donnell. 

Birchcliife,  Ont. 

Fire  has  completely  destroyed  St. 
Nicholas  Anglican  Church.  Loss,  $5,000. 
Pastor,  Rev.  C.  E.  Luce. 

Buckingham,  Que. 

The  Alexandra  Hotel,  which  was  re- 
cently destroyed  by  fire,  will  be  rebuilt 
immediately.  Stone  and  brick  construc- 
tion. Estimated  '  cost,  $20,000.  Owner, 
J.  A.  Bernardin. 

Halifax,  N.S. 

The  Young  Street  School  has  been 
completely  destroyed  by  fire.  Loss,  $60,- 
000.  Chairman  of  the  Board  of  Educa- 
tion, A.  L  Macdougall. 

Hamilton,  Ont. 

Tenders  will  be  received  until  5  p.m., 
February  7th,  by  the  Board  of  Control, 
for  the  supply  of  mechanical  rakes,  trav- 
elling hoist  and  one-half  cubic  yard  grab 
bucket.  Plans  and  specifications  at 
office  of  the  City  Engineer. 

In  connection  with  the  factory  which 
is  being  built  on  Sherman  Avenue  for  the 
Canadian  Cartridge  Company,  161  Oak 
Avenue,  the  contract  for  steel  work  has 
been  let  to  the  Hamilton  Bridge  Works, 
Bay  Street  N.,  and  for  roofing  to  T. 
Irwin  &  Son,  33  McNab  Street. 

Montreal,  Que. 

The  contract  for  plastering  required  in 
connection  with  the  hotel  now  being 
erected  for  T.  Bastien,  5  Beaver  Hafl 
Square,  has  been  awarded  to  Joseph 
Chamberland,  553  Durocher  Street. 

Port  Arthur,  Ont. 

Fire  has  destroyed  the  Walsh  Block. 
Arthur  Street.  Loss,  about  $150,000.  Oc- 
cupants, Dominion  Bank,  Shields  Gro- 
cery, Wright  &  Hepburn,  furntiure  deal- 
ers, G.  Morris,  undertaker,  Hodgin's 
Cigar  Store. 

Sydney,  N.S. 

The  Knights  of  Columbus  contemplate 
the  erection  of  a  building  on  the  Es- 
planade, to  cost  about  between  $30,000 
and  $30,000. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 


npHIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 


1 


C.  P.  R.  OFFICE  BUILDING 

Darling  6?  Pearson,  Architects 


DOMINION  BANK  BUILDING 

Darling  6?  Pearson,  Architects 


Two  prominent  corners  in  Toronto 

The  Terra  Gotta  for  both  buildings  was 
manufactured  and  set  by 

THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 

Chicago       -  Illinois 

Agencies  in  all  the  large  cities  of  Canada, 
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Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  gys     Evenings,  North  2107 


The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construciion 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  liave  proven  the  durability 
and  efficiency  of  tliese  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Crushed  Stone 

For  Contractors 

Sizes  3/4,  1,  2  and  3  inches 
and  dust. 


Apply  to — 

Secretary's  Office, 

McGill  Univertity, 

MONTREAL 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreel 


Victor-Francis 

High  and  Low  Head  Water  Wheels 

The  epoch-making  installation  of 
Victor-Francis  equipment  to  produce 
50,000  horse  power  at  Cohoes,  N. 
Y.,  indicates  the  high  efficiency  that 
can  be  obtained  with  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  :-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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Concrete  Sewers 
have  "made  good" 
in  Canada  and 
the  United  States 


^  ^  OF  the  largest 
^^^^  cities  on  this 
continent  have 
concrete  sewers. 
A  number  of  these  have 
been  in  continual  use  for 
more  than  a  quarter  of  a 
century. 

11  to  40  years  are  the 
records  of  New  York, 
Boston,  Winnipeg,  Pitts- 
burg, Milwaukee,  Halifax, 
Pawtucket,  Saginaw,  Wash- 
ington, Oakland,  Salt  Lake 
City  and  Hamilton,  Ont., 
and  in  each  of  these  cities 
the  sewers  are  still  in  ex- 
cellent condition  and  will 


remain  so  for  many  years 
to  come. 

Concrete  sewers  and  con- 
duits have  "made  good." 
They  have  demonstrated 
their  value  in  every  way. 
Their  durability  has  been 
conclusively  proven. 

Some  very  interesting  in- 
formation regarding  the 
experience  of  these  cities 
has  been  supplied  to  us 
by  some  of  the  best 
known  engineers  on  the 
continent.  If  desired,  we 
shall  be  glad  to  pass  it 
along  to  you  without  cost 
or  obligation.  Address: 


Canada  Cement  Company  Limited 

781  Herald  Building,  Montreal 


An  All  Around  Valve 
That  Does  Wonderful  Work 

Gives  marked  reduction  on  water  service  and  very 
close  regulation.  Excellent  on  steam  heating 
systems  for  any  pressure  as  low  as  five  pounds 
vacuum.     It  is  reliable,  accurate  and  serviceable. 

Mueller 

^13160   Reducing  and  Regulating  Valve 

\  Can  be  used  with  equal  success  on  water,  steami 

\  air,  gas  or  oil.     It's  the  BEST  all  around  valve 

"^■'^  on  the  market.    The  Mueller  line  includes  valves 

H.  \  for  all  kinds  of  services,    pump  governors,  etc.         no.  vMm 

Mueller        \  Write  to  us  today.      Clip  and   mail  the  coupon. 

Mfg.  Co.  \ 

Ltd.  ^ 

sA«Nu        \         ^  Mueller  Mfg.  Company,  Ltd. 

Send  me   your  general      >  *  ' 

catalog  and  quote  me  prices    ^  SARNIA,  ONTARIO 

on  Lead  Flange  work. 

Signed    \       Makers  of  Hijfh-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 

\ 

City  Prov  
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CTANDARD  Service  consists  in  the 
^  ability  to  supply  promptly  high 
g^rade  electric  wires  and  cables  ot  all 
kinds  and  sizes,  in  any  quantity,  and 
at  reasonable  prices. 
Your  enquiries  will  be  appreciated. 

Standard  Underground  Cable 
Company  of  Canada,  Limited 
Hamilton,  Ont. 

Montreal.  Que.      Winnipeg,  Man.      Seattle,  Wash. 


"Windsor  Ideal"  Batch  Mixers 

Handle  a  large  range  of 
work  for  the  small  con- 
tractor and  complete  the 
equipment  of  the  large 
contractor.  Let  us  tell 
you  about  our  different 
sizes  and  various  equip- 
ments, also  about  "Ideal" 
Block  Machines,  Tampers, 
Ornamental  Molds,  Der- 
ricks, Tile  Molds,  Etc. 
No.  7  with  Wheelbarrow  Hopper 

Ideal  Concrete    Machinery  Co.,  Limited 

Windsor,  Ontario 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Th 


IS 


Pat 


STONE  CRUSHER 


ACME" 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


Get  Permanence 
at  Lower  Cost 

That  la.st  culvert  contract  you  just 
put  through.  Do  you  know  with 
assurance  the  service  it  will  g-ive? 
Just  how  it  will  stand  up  against 
frost,  or  rust  or  corrosion?  Just 
what  it  is  going  to  cost  the  mnni- 
cij^ality  in  repairs  and  upkeej)?  You 
can  check  these  off  with  a  ciphei- 
mark  if 

PEDLAR'S  PERFECT 
<^^^  CULVERTS 

arc  used  in  your  road  construclii  m. 

Made  from  anti-corrosi^•c  <Qi!l.t^!!i=- 
that  cannot  crack  or  rust  or 
Metal  that  cannot  crack  or  rust  or 
corrode.  Erected  with  smaller  cost 
and  in  less  time — no  upkeep  cost. 
As  serviceable  in  a  decade  as  the 
day  you  put  them  in. 

Shipped  in  sizes  and  lengths  to  suit 
any  road  requirements.  Ask  us  to 
send  the  complete  Culvert  Reference 
Book,  No.  4,  C.  R.  replete  with  im- 
portant data  and  drainage  tables. 
Costs  you  nothing  but  a  post  card 
to  send  for  it. 

The  Pedlar  E.xhibit  will  be  one  of 
the  Big  Things  at  the  Montreal 
Good  Roads  Congress,  March  6th 
to  10th.  You'll  be  glad  you  saw  it 
specially. 

Write  Nearest  Branch. 

THE  PEDLAR  PEOPLE  LIMITED 

Kstablished  1861  53-V 
Executive  Office  and  Factories:  OSHAWA,  ONT. 

Branches:  Montreal  —  Ottawa  —  Toronto  ~  London  —  Winnipeg 
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BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale; 


British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    4S3  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Dauglierty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  1!)0  pages,  ilUistrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished   in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.   50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1800 
by  John  Wiley  &  Sons.  276,  pages,  illustrated.  Price 
$1.00. 

Sanitation  of  Public  Buildings,  by  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages. 
Price  50  cents. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods^  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

The  Theory  and  Desigri  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    84.S  pages,  illustrated.     Price  .$5.00. 


Contract  Record 


347  Adelaide  St.  West,  Toronto,  Ont. 


KERR 

Gate  Valves 

and 

Fire  Hydrants 

"MADE  IN  CANADA" 


This  Plant  is  devoted  entirely  to  the  manufacture 
of  Valves  and  Hydrants  of  approved  quality  and 
design. 

Now  is  the  Time 

to  show  your  patriotism,  and  prove  to  yourself  and 
others  that  KERR  valves  and  hydrants  are  equal 
in  quality  and  workmanship  to  any  made  elsewhere. 

Break  the  Habit 

of  buying  foreign  made  valves  and  hydrants,  and 
get  acquainted  with  our  goods,  which  you  have 
perhaps  imagined  were  not  quite  equal  to  the  for- 
eign made  article. 

Remember 

that  every  dollar  spent  in  Canada  for  Canadian  made 
goods,  is  a  contribution  towards  renewal  of  prosperous 
times,  and  the  support  of  Canadian  workmen  and  institu- 
tions. 

When  you  spend  the  dollar  with  us  you  get  full  value 
in  return. 

Write  for  our  Catalogue  No.  S. 

The  Kerr  Engine  Co.,  Limited 

WALKERVILLE,  ONTARIO 


Januarx-  11).  I'JKi 
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HIGHEST  GRADE  and  GREATEST  VARIETY 

FIRE  BRICK 

Supplied  by 

Elk  Fire  Brick  Co.^  of  Canada,  Ltd. 

ELKCO 
ELK  STEEL 
ST.  MARYS 
KEYSTONE 
ROTEX 


Booklet 
detailing 
shapes 
on 

request. 


Federal 
Life 

Building, 

Hamilton, 

Ont. 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


The  Baby  Ford 
Meter  Testing 
Machine 


The  Ford  "Baby"  gives 
you  the  same  means  of 
rapidly  and  accurately 
testing  your  water  meters 
as  the  Standard  Ford. 

The  quality  of  work- 
manship and  material  are 
of  the  same  high  grade — 
but  the  price  is  only  $4.5. 

You  can't  afford  to  Ije 
without  a  "Baby"  Ford  at 
this  price.  We  will  be 
glad  to  give  you  details 
about  this  convenient  one- 
meter  testing  machine. 

Write  us  for  the  l)ulle- 
tin — to-day. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 


"Kingston" 

Single  Chain  Grabs 

The  plain  edge  model  is  made  to  lift  small  coal, 
grain,  mud  and  other  loose  material. 

The  toothed  model  is  for  lifting  rock,  large 
coal,  ballast,  etc. 

Made  in  7  sizes  to  handle  from  '2  to  2  cubic 
yards. 

Quick-working  4  to  1  leverage- 

Cut  Your  Operating  Costs 

Manufactured  by 

Rose,  Downs  &  Thompson,  Ltd. 

HULL,  ENGLAND 

Designers  and  Manufacturers  of 
DREDGING  and  OIL  MILL  MACHINERY 

Write  1or  descriplive  circular  to 
Canadian  Representatives : 

The  R.  E.  CLEATON  CO. 

227  Coristine  BIdg.  MONTREAL 
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THE  PREMIER  ROAD  DRESSING  and  BINDER 


•FLUXPHALTE"  is  as  easily  applied  as  any  binder  and  gives  far  better  results. 

Write  for  copy  of  our  New  Booklet 


"FLUXPHALTE"  is  a  heavy 
road  oil  containing  80  per  cent, 
of  solid  pure  bitumen  combined 
with  sufficient  liquid  bitumen  to 
bring  it  to  a  proper  consistency 
for  road  dressing.  It  is  absolutely 
free  from  greasy  oils. 

This  asphalt  macadam  binder 
which  we  are  introducing  into  Can- 
ada has  stood  the  test  of  time  and 
is  offered  to  the  municipalities  of 
the  Dominion  with  the  highest  re- 
commendations of  critical  road  en- 
gineers in  Great  Britain. 

Today  the  heavy  traffic  on  roads 
has  found  the  old  water-bound  mac- 
adam unsuitable,  and  in  order  to 
provide  a  binder  and  dust-layer 
which  will  stand  up  under  these  new 
conditions,  "FLUXPHALTE"  has 
been  placed  on  the  Canadian  market. 


THE  ASPHALT  &  SUPPLY  CO.,  LTD.,  103-7  Board  of  Trade  BIdg.,  MONTREAL 


Sales  Offices 
Welland  -  Ontario 

Cobalt  Ontario 
7  Bank  Street  Chamber* 

Ottawa 
417  New  Birks  Building 
Montreal 


STANDARD  STEEL 


Beams — ChanneU 
Angles— Plates 

Al  ways  in  Stock      CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 

Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

C.  W.  Essery,  Manager 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(Manufacturers  of  Enameled  Brick  exclutively) 

1182  Broadway,    New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 


Jamiao'  I'J,  lUlG 
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Woodhottse  Chains  for  Contractors 
and  Engineers  have  a  great  record 

Thousands  of  experiments  covering  a 
term  of  many  years,  working  in  rock, 
gravel,  coal  banks  —  in  construction 
work  of  a  hundred  different  sorts — have 
demonstrated  one  great  truth: 

That  Woodhouse  Chains  are  Best 
by  test  and  enduringly  satisfactory 

They're  made  from  specially-rolled, 
double-refined  iron  of  the  finest  pos- 
sible quality  for  their  special  require- 
ments. They  stand  a  lot  of  terrific 
usage  and  while  they  do  break  and  wear 
out,  the  book  of  costs  shows  that  the 
chain  expense  of  those  who  use  them  is 
lessened  after  Woodhouse  Chains  are 
adopted. 

Send  for  catalogue  and  prices 

Woodhouse  Chain  Co.,  Trenton,  N.  J. 

Specialists  in  Crane,  Cable,  Conveyor,  Dredge,  Steam  Shovel,  Block 
and  other  chains,  standard  measurements  or  made  to  measure. 


Neptune  Meter  Co, 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


iMetaUic 

:  Building  Materials 


Get  the  Name  in  Your  Town 
the  right  man  for 

Metallic  Ceilings  and  Walls 

Write  us  for  samples  to  shov^f  your 
customers  and  up-to-date  advertising 
matter  to  mail  to  the  dozens  of 
prospects  in  your  vicinity.  Our  plates 
fit  snug  and  right — you  get  a  good 
job  quickly!  That  means  profit  and 
reputation. 
Write  us  today  for  catalogue  and  prices. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturers  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Limited        Winnipeg  Calgary 


Toronto  Montreal 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— delivered  in  5  bai  rel  lots,  $1.85  per  bbl. ; 
witli  bags,  !i;2.25;  car  lots,  $1.35  on  the  track, 
witli  ])kgs.,  ?1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buff. 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick.  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  Kin|:  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto ; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52.  buflf  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.15;  1-in.,  $1.20;  H-in., 
$1.20;  rubble  stone,  in  car  lots,  $1.15  per 
ton   f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 68c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices   (wholesale)  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft.. 
.$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23 ;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29:  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine. 
12  ft.  to  16  ft.  long.  .$26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  Ys  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $3(7;  No. 
1  pine  decking  D  2  S,  $28;  spruce  decking, 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
.$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4  in.  pine,  window  stool, 
$2.75. 

Shingles- XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  Fir)— 8  x  8,  10  x  10, 
10  X  12,  12  x  12,  12  X  14,  8  X  10,  8  x  12, 
10  X  14,  14  X  14,  8  X  14,  12  x  16,  14  x  16, 
16  X  16,  $.32,  retail  $37;  10  x  16,  14  x  18, 
16  X  18.  $.30;  8  x  16,  $.34  ;12  x  18,  18  x  18, 
.$33;  16  x  18.  14  X  20.  16  x  20.  $.33;  8  x  18, 
.$.34;  12  X  20,  18  x  20.  $33;  10  x  20.  $34; 
8  X  20.  .$.35;  14  x  22,  .$.34;  16  x  22,  18  x  22. 
20  X  22,  22  X  22,  $.35;  12  x  22.  $.34;  10  x  22. 
$.35  :  8  X  22.  14  x  24.  18  x  24  ,  20  x  24,  22 
X  24.  24  X  24,  12  x  24,  $.36;  10  x  24,  $37. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed. $2.50;  structural  sections  $3.00;  small 
sizes  .$3.25. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.  ;  %  in.,  5/16  in.  and  Vs  in.,  $2.75 
per  100  lbs. ;  gauge  plates.  No.  10,  .$.3.10. 
Nq,  12,  .$3.1.5,  No.  14,  $.3.05  per  100  lbs.; 
black  Aniprican  bcssanicr  plates,  28  gauge, 
$3..35  per  100  lbs. 

Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  $32.50.  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets— 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal.;  red  lead, 
dry.    $10    per    100    lbs.;     putty    in  bulk, 
.$3.50  per  100  lbs.;  in  100-lb.  drams,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs.;  steel 
sasli  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  S6c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including 
sacks. 

Lime — Hydrated,  $12  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  54 -in.,  $1.65;  H-in.. 
$1.75  per  ton,  delivered. 

Sand-^90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton   f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  2.3.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
.$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft.;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
.$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  $6.26;  14-foot,  single  $6.20, 
double  $6.80;  16-foot,  single  $6.74,  double 
$7.34;  18-foot,  single  $7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82.  double  $11.42; 
30-foot,  single  $11.67,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.00.  1  in. 
X  1  in.  X  '4  in.,  25c.  extra;  }i  in.  x  H  in. 
x  '/X  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $2.75.  Circular  plates— 
Flanee  qnalitv.  ,30  in.  dimensions  and  over. 
.$3.25;  under  .30  in.  dimensions,  $3.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.55; 
,■55  lbs.  per  yd.  and  over,  $3.00;  f.o.b.  Mont- 
real, net  casli.  Corrugated  iron — 26  gauge, 
$4.10;  28  gauge,  $3.75  per  gq.  net  caih.  Cop- 


per bearing  sheets — Keystone  bUck,  28  U.  S. 

gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each,  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2^  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6.00,  $8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $6.50  per  ton.  Plaster  of 
Paris — .$1.65  per  bbl.  Rope — Best  Manilla, 
16c  basis  per  pound;  British  manilla,  13j4c 
basis;  African  hemp,  IS'/ic;  sisal  rope,  llj^c 
basis;  lath  yarn.  10?4c.  J3oiled  linseed  oil — 
in  barrels,  $1.02>2  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  l)arrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35 ; 
common  red  stock,  $25 ;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del. 
south  of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  .  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel — Per  yd.,  delivered,  $1.85. 
Crushed  Granite— 1^  and  2-in.,  $2.65;  54-in.  and 
1-in.,  $2.90;  54-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac. 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  X  16.  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  6^-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $5.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round  bars,   $2.35  per  100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  loti, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  ,S8) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 

The  Best  Gypsum  Products 


"Pillar  Brand"  Gypsum  Products  are  made  from  the  highest  grade 
Nova  Scotia  Rock.  Every  barrel  and  bag  of  "Pillar  Brand"  pro- 
ducts are  inspected  and  tested  before  shipping.    They  include 

Hardwall  Plaster       Cement  Plaster       Land  Plaster 
Whitewall  Finish       Plaster  of  Paris 

"Pillar  Brand"  Hardwall  Plaster  is  mixed  only  with  the  highest  grade 
of  goat  and  cattle  hair,  thoroughly  washed  and  specially  prepared. 
If  you  need  high  grade  gypsum  products — get  prices  on  "Pillar 


Brand, 


Write  us. 


The  lona  G)npsum  Co.,  Limited 

Head  Office,  Sydney,  N.  S.  Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  <  56' 

SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  IS'A  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pain*  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house; $9  to  $11  in  car  lots  f.o.b.  Van- 
couver; pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house ;  $33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Crushed  stone— 2-in.,  $1.40;  1-in.,  $1.50;  J|-in., 
$1.50,  all  f.o.b.  scows. 

Sand — Brick  and  plaster  sand  $1  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver-  prices  f.o.b.  mills : 

Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30 ; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;   fir  lath.  $2. 

STEEL  AND  IRON 
Vancouver,  prices  f.o.b.  warehouse : 
Steel  —   (round  and  square  bars)   $2.90  base; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions $3.75  to  $4.50. 

Galvanized  iron— 28  gauge,  $6.25  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
.$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $3.95  per  100 
lbs. 

Steel  channels  and  beams,   angles  and  plates — 

$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  12yic  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
li'Ac  basis;  sisal  rope,  12'/ic  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $10.80  to  $13.75  per 
100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.16  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.14  per  gal. ;  red  lead, 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufactnrers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 


Canada  Iron  Foundries,  Limited 


Heaa  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  IRON  PIPE 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 


January  l!),  1916 


THE    CONTRACT  RECORD 


59 


Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 

Hoisting  Engines  Electric  Hoists 
Steel  Derricks  Derrick  Irons 

Clamshell  Buckets  Dredges- 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Clams  for  excavating  and  rehandling 
Sizes  %  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELL  AND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS  St.  John,  N.B. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg, Man. 


Standard  Triple  Drum  Hoist  with  Banked  Levers 


GO 
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Electrical 
Mechanical 

Directory  or  Engineers 

Contractors 

Special 

Interests 

Chipman  &:  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Waiei   Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


The  John  Gait 
Engineering  Co.,  Ltd. 

Consulting,  Civil  and 

Sanitary  Engineers 

(General  Municipal  Engineering 

...       f  Waterworks,  Sewerage 

Specialties:   -<  .        .   ,  . 

I  and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  IJridges, 

Buildings,  &c.,  &c. 
11'/^    Gosford   St.  MONTREAL 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


Robert  W.  Hunt, 
President. 

Thos.  C.  Irving,  Jr. 
Vice- Pres. 


Charles  Warnock, 
Mgr.  &  Treas. 

Jas.  W.  Moffat, 
Secretary. 


Robert  W.  Hunt  &  Co. 

Limited 

Engineers 

Bureau  of  Inspection 
Tests  and  Consultation 

Head  Office  and  Laboratories 
905  McGill  BIdg.       -       Montreal,  Que. 
Branches 

Traders     Bank     Building,     Toronto,  Ont. 
.Standard   Bank   Building,  Vancouver 
Norfolk  House,  Laurence  Pountney  Hill, 
London,  E.G. 


LIMITED  I 
CONTBACTINS 
ENGINEERS 

MONTREAL 


ALL  BUILDING  WORK 
LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-905  «2  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


nEKNISTEEl 

t^f  LONDON  •  CANAfiA  |m 


THE  BEST  STEEL  LOCKERS  MADE  IN  CANADA 

MADE  BV 

THE  OENRIS  WIKC  «ND  IKON  WORKS  CO    LIMJTEa  : 
LONDON.  CANADA  v»5 


lllfMABia.  C0PYRICHT5  &Jffm\% 


STANLEY  LIOHTFOOT 

REG'D  PATENT  SOLICITOR  AND  ATTONNIV 

LUMSDEN   BLDG.(^°Jy^|S,^{;") TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FRO 

MBNTION  TM.ft  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  Wect, 
MONTREAL 

BRANCH  OFFICES: 
'24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Meets  National  Paving 
Brick  Specifications 


Section  23  Specifications  for  vitrified  brick  pavements  and 
highways  of  the  National  Paving  Brick  Association  call 
for  expansion  joints  of  a  "prepared  bituminous  material  that 
will  remain  pliable  at  all  temperatures  to  which  it  may  be 
subjected  as  a  paving  filler."  It  must  be  "made  into  strips 
of  suitable  lengt'i,  depth  and  thickness"  and  "should  be  laid 
in  the  pavement  as  the  bricks  are  being  laid." 

ELASTITE  meets  every  requirement  in  a  manner  that  saves 
the  contractor  a   lot  of  money   on  every  job. 

WRITE  FOR  SAMPLE  AND  LITERATURE 

Address  Elastite  Department 

The  Philip  Carey  Company 


WINNIPEG 


TORONTO 


MONTREAL 


The  Maritime  Bridge 

Company,  Umited 


Successors  to 


Wm.  P.  McNeil  &  Company,  Limited 


Manufacturers  of 


Bridges — Steel  Buildings 
Roof  Trusses — Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,00n  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

:i4;j  tuiry  Pklg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 

Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing,  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connedions.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 


What  are  you  doing 
toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

it  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 


Canadian  Return  Bend  Heater 


Our  Catalogue  / g8- 1 2 gives  full  information 
aboui  heating  systems  in  general  and  the 
Canadian  Fan  System  in  particular.  Write 
~  for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin  Ontario 

S».  John  Montreal  Toronto  Winnipeg  Vancouver 


CARBIC  FLARE  LIGHT 

W.  L.  Foster,  s  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 
Dredges. 

This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple- 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c.p.  Burns  6 
hours  without  re- 
charging. 

Agents 

KellyPowell 
Ltd. 

Winnipeg, 
Man. 


The  Glue  Book 


What  it  Contains: — 

Chapter  i— Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 
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Replace  the  old 
twisted  wire  way  of 
bracing  forms  for 
concrete  work  with 


Cross  Section  Forms 


Peerless  Form  Clamp 


The  one  positive  means  of  bracing  forms. 
Forms  clamped  with  Peerless  Wire  clamps  won't  bulge  and 
won't  leak  at  the  planking  joints  when  a  wet  mixture  is  used. 

Simple  and  Inexpensive 

First  cost  is  low  ;  eJisily  operated  by  unskilled  labor ;  requires 
least  cutting  of  form  work ;  most  easily  removed  from  forms 
and  used  over  and  over  again. 

^  Made  of  two  simple,  strong  cast  iron  parts,  weighing  2^ 
lbs.  and  a  Avrench  is  furnished,  either  style,  free. 

Price  list  and  circular  sent  on  request. 


Peerless  Form  Clamp  Company 

407  N.  8th  Street,  St.  Louis,  Mo. 

Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 

Sales  Agents  for  City  of  Winnipeg  and  Provinces  of 
New   Brunswick,   Nova   Scotia,   Ontario  and  Quebec 


Agents 
Wanted  in 

Open 
Territory 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries^  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 

Write  us  for  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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Ammunition  Box  Handles 

Approved  by  the  Shell  Committee 
and  "  Made  In  Canada  "  from 

"DOMINION"    WIRE  ROPE 

We  are  the  Originators  of 

The  Marline  Covered  Hand  Grip 

QUICK  SHIPMENT 

The  Dominion  Wire  Rope  Company,  Limited,  Montreal 


"  Marion  " 


Steam 
Shovels  & 
Ditchers 


'*  Industrial  "  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
install  an  "  Industrial 
Works." 


"  Ransome  " 


We  supply  Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors. —  All  sizes,  —All 
styles. 


"Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


"  Napanee  " 

Hoisting  Engines    Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:-St.  Catharines,  Ont. 


Vol.  30 


Toronto,  January  26,  1916 


No.  4 


28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


"  The  Higher  Cost 

of  Paying  Less" 


There  are  two  costs  to  every  article— purchase 
cost  and  service  cost.  One  gives  you  ownership. 
The  other  gives  you  results. 

And  an  article  is  of  value  only  in  proportion  to 
its  ability  to  give  Service. 

This  applies  to  rubber  goods,  as  well  as  to  all 
other  merchandise. 

Our  line  up  is  complete,  our  quality  is  unexcelled,  and  our 
prices  are  right.    Let  us  show  you  what  we  can  do. 

IT  IS  OUR  DESIRE  TO  SERVE  YOU 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 


OMINIO^ 


MiNlOM 


Alphabetical  Index  of  Advertisers,  Page  16      Oassified  Directory  to  Advertisements,  Page  8 
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Steel  Plate  Work 

Oxy- Acetylene  Welding  and  Cutting 


A  section  of  Toronto's  New  Intake 

Thor  Iron  Works,  Limited 

Foot  of  Bathurst  street  TORONTO,  ONT. 


Tried,  Tested 
TRUE 

It  is  not  an  untried  theory  we  are  bringing 
to  your  notice,  but  the  product  of  hard- 
headed,  practical  engineers,  who  know 
their  business  from  A  to  Z. 

MIMICO 

VITRIFIED,  SEGMENT 

Sewer  Blocks 

(Pat.  Applied  for) 

have  been  tried  and  tested  by  men  like  yourself,  and  have  been  found  absolutely  true 
— the  very  last  word  in  sewer  construction. 

They  have  the  greatest  strength,  highest  efficiency,  are  the  easiest  laid  and  cost  less 
than  any  other  segment  sewer  block  made. 

Let  us  tell  you  more  about  them  and  quote 
you  prices.  Write 

Ontario  Sewer  Pipe  Company,  Limited 

Makers  of  the  famous  "Mimico  Brand"  sewer  pipe,  4"  to  24"  in  stock. 

MIMICO         -  ONTARIO 


Illustration  shows  a  motor  truck  heavily 
laden  with  Mimico  Sewer  Pipe  and  some 
other  freight.  Note  that  the  weight  of  the 
truck  rests  mainly  on  a  very  thinly  covered 
section  of  Mimico  Segment  Block.  Prices 
and  details  upon  request. 
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WIRE-CUT-LUG  BRICK 

USED  EXCLUSIVELY  FOR  BRICK  PAVING  BY  SEVERAL  BIG  CITIES 

Including  St.  Louis,  Mo.,  Wilmington,  Del.,  Toronto,  Canada,  Baltimore,  Md.,  and 
specified  by  hundreds  of  large  and  small  cities  and  by  several  state  highway 
departments. 

Smooth,  Even,  Sanitary  and  Durable  Pavement 

67,000,000  in  service  in  New  York  State  alone. 
Lays  uniformly  and  bonds  much  stronger  than  any  other,  as  official  tests  prove. 

Advising  engineering  service  free. 

Manufactured  by  the  following  29  independent,  competing  companies  operating  42  plants: 


Cony  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville  Brick  Company,  Danville,  111. 
Clinton   Paving   Brick   Company,   Clinton,  Ind. 
Alton  Brick  Company,  Alton,  III. 
Deckman-Duty   Brick   Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 
Southern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 


McAvoy  Vitrified  Brick  Company,  Philadelpliia,  Pa.  . 

Plant  at  Perkiomen  Junction,  Pa. 
Windsor  Brick  Company,  Akron,  Ohio. 
Hocking  Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver  Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  III. 
Terre  Haute  Vitrified   Brick  Co.,   Terre  Haute,  Ind. 
Albion  Vitrified  Brick  Co.,  Albion,  111. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport  Paving  Brick  Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New   Cumberland,  W.Va. 
The  Hydraulic-Press  Brick  Company,  St.   Louis,  Mo. 
Barr   Clay   Company,   Streator,  HI. 
Burton-Tovvnsend  Company,  2  plants,  Zanesville.  O. 
The  Trimble  Paving  Brick  Company,  Dayton,  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouster,  Ohio. 
Thornton  Fire  Brick  Company,  Clarksburg,  W.  Va. 

Plant  at  Thornton,  W.  Va. 


THE  DUNN  WIRE-CUT-LUG  BRICK  CO. 

(Licensors) 

CONNEAUT,  OHIO  ^ 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE  ONTARIO 

**Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sellg  Ten  More.    2000  Now  in  Use. 
Made  in  all  sizes  from      yd.  to  2}-2  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'  use.     Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  I  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


London  Bull  Dog  Batch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont. 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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The  acme  of  brick 
excellencCf  the 
highest  achieve- 
ment in  brick 
qualitt/f  demand- 
ed wherever  the 
best  is  the  only 
kind  that  will  do 
is 


(TRADE  MARK  RE6.U.S. PATENT  OFFICE) 

Made  in  Bradford  from  the  famous 
Bradford  Red  Shale  which  we  control. 

"BRADFORD  REDS",  the  smooth, 
rich,  unfading  RED  brick  recognized 
as  the  standard  of  North  America  for 
over  twenty  years. 

The  ideal  brick  for  fine  public 
buildings  and  private  residences. 
Made  in  both  dry  pressed  and  impervi- 
ous, the  former  in  both  Standard  and 
Roman  sizes,  with  ornamentals  in 
stock. 

"Bradford  Ruffs",  our  rough  textured 
brick  having  exceptional  merit  for 
bungalows,  garden  walls  and  all  rustic 
effects. 

Write  for  the  RED  Catalog. 
"  The  Red  Brick  People  " 
BRADFORD  PRESSED  BRICK  CO. 

William  Hanley,  President 

BRADFORD,  PA. 

We  also  make  Fire-proofing^ 
Hollow  Brick  and  Hollow  Block. 


J  L 
You  Will  Do  Better 

with  an  OSGOOD 

The  OSGOOD  "18"      yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell   bucket   or   do    Crane   service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  (^-Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 

I  Winnipeg  and  Montreal  | 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve    headings;    full      page,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  .Co.,  Ltd. 
I^latt  Iron  Works 


Architects'  Instruments 
Stanley   Company,   W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern    Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 
Herbert    Morris   Crane   &  Hoist 
Company 


Asphalt 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
Interprovincial  Brick  Co. 
North- Western  Terra  Cotta  Co. 


Brick  Dryers 
lifchtcl,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

lieatt^  &  Sons,  M. 
I'.rowning  Company 
C'leaton  Company,  R.  E. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
licchtel,  Ji.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Casements 

Trussed  Concrete  Steel  Co. 


Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 


Cement 

Britnell  &  Company 
Canada  Cement  Company 
Interprovincial   Brick  Co. 
Rogers  Supply  Company 


Cement  Waterproofing 
Paterson   Mfg.  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

Woodhouse  Chain  Company 


Cha^n  Blocks 

Morris  Crane  &  Hoist  Co.,  Her- 
bert 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works. 


Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 


Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 


Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  H.  W.  Jolins  Manville  Co. 
Conduits  Company,  Limited 
Orpen   Conduit   Company,  Ltd. 
Ric-wiL   Underground  Pipe 
Covering  Company 


Contractors 

.Anglins  Limited 


Contractors'  Lights 
Foster,   W.  I- 


Contractors'   Plant  &  Supplies 
lieatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Browning  Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Montreal   Locomotive  Works 
Rock  &  Power  Machinery  Co. 

Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic   Roofing  Company 
Pedlar  People  Limited 
Sarnia  Metal  Products  Company 

Cotton  S.eed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Morris  Crane  &  Hoist  Company, 

Herbert 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Rock  &  Power  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 

Damp  Proof  Coating 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,   F.  H. 
Marsh  &  Henthorn,  Limited' 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,   B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Elastite  Joints 

Carey   Company,  Pliilip 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 

Gent   &  Company 

Elevator  Doors 

Ornisby  Company,  A.  B. 

Elevators 

Chelsea  Elevator  Company 
Northern    Crane  Works 
Roelofson  Elevator  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F  H 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo-ge  Co 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co 
Can     Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks 
Rock  &  Power  Machinery  Co. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Gait   Engineering  Co.,  John 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo,  K. 
Wynne-Roberts,   R.  O 


Expanded  Metal 

Pedlar   People  Limited 
Trussed   Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof   Doors   and  Windowrs 
f)rnisby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  Page  8) 
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Molds  for  Casting 

Waterproof  Hollow 
Cement  Building  Blocks 

With  Granite  Faces 

THEY  COST  LESS         —        THEY  SELL  FOR  MORE 
YOU  SELL  MORE  OF  THEM 

8  z  8  X  24  inch  Granite  Rock  Face  Block 

By  a  new  process,  which  protects  the  facing,  while  the  block  is  being  cast,  we  eliminate  all  traces  of  cement  from  the  face  of  block, 
and  nothing  but  the  GENUINE  GRANITE  SHOWS  IN  ALL  ITS  SPARKLING  BEAUTY. 

These  cuts  show  blocks  just  as 
they  came  from  the  molds;  they  are 
not  treated  with  acid  or  scrubbed 
with  brush,  or  sprayed. 

We  challenge  the  whole  world 
to  show  us  a  cement  block  made 
by  any  other  system,  at  any  cost, 
that  equals  these  blocks  for  beauty, 
strength,  quality  or  imperviousness 
to  heat,  cold,  or  moisture. 

Send  us  fifty  cents  and  we  will 
send,  freight  prepaid,  to  any  point 
in  Canada,  one  of  our  granite-faced 
blocks.  YOU  WILL  SAY  WHEN 
YOU  GET  IT  THAT  YOU 
NEVER  SAW  A  CEMENT 
BLOCK  BEFORE. 

They  are  positively  cheaper  to 
make  than  the  ordinary  dry-tamp, 
sand-faced  block. 

Send  for  catalog  fully  describ- 
ing our  system  and  showing  our 
multiple^  molds  mounted  on  trucks, 
for  casting  hollow  cement  building 
blocks. 

Cast  Stone  Block  &  Machine  Co.,  Limited    (Zagelmeyer  System) 

298  Howard  Avenue,  WINDSOR,  ONTARIO 


8  z  8  z  24  inch  Granite  Smooth  Faced  Block 


MITCHELL  CRUSHER 


For  Stone 
and  Ore 


We  manufacture  a  complete  line  of 
crushers.  Also  crushing  equipment 
for  quarries,  mines,  contractors  and 
builders. 

Mitchell  crushers  are  sturdily  built 
to  crush  the  hardest  materials. 

Get  our  prices, 

Woodstock 
Concrete 
Machinery  Co. 

Woodstock,  Ont. 
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Fire  Escapes 

Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Fuel  Economizers 
Stiirtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

('■cold,  Sliapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
T,uxfer   Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Xorthern   Crane  Works 

Hoisting  Apparatus 
Beatty   &   Sons,  M. 
Browning  Company 
Canadian   IngersoII-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Morris  Hoist  &  Crane  Company, 

Herbert 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr    Engine  Company 

Insulating  Compounds' 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Morris  Crane  &  Hoist  Company, 

Herbert 
Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  II.   W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Locomotives 

Canadian  Equipment  Company 
Montreal   Locomotive  Works 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,   C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Overhead  Runways 

Morris  Crane  &  Hoist  Company, 
Herbert 

Oxygen 

L'Air   Liquide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Llopkins  &  Company,  F.  H. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe   (Concrete,   Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10' 


Showing  How  Easy  it  is  for  One  Man 


Illustraiion  also  shows  the 
G  &'  G  Sidewalk  Door 
OpSniyig  and  Closing;  De. 
vice  which  automatically 
opens  ajtd  closes  doors  as 
hoisting  head  is  raised  or 
telescoped. 


to  perform  the  entire  operation  of  raising  filled  ash 
cans  to  sidewalk  and  lowering  empty  cans  to  cellar. 


'Made  in  Canada" 


Model  "A"  Hoist,  illustrated,  raises 
a  maximum  load  of  500  lbs.  at  a  guaranteed 
speed  of  30  feet  per  minute. 

Operated  from  sidewalk — insuring  full- 
est protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 


"Made  in  Canada" 


When  not  in  use,  hoist  telescopes  and 
no  part  shows  above  street  level. 

Every  hoist  is  subjected  to  thorough 
working  test  before  shipment,  and  is  so  com- 
pact that  it  can  be  shipped  completely  as- 
sembled (not  "knocked  down"). 


Write  to  Nearest  Agent  for  Booklet  and  Prices. 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO. 
Agents  fo"-  Ontario 

WM.    N.    O'NEIL    CO.,  LTD.. 
VANCOUVER, 
Agents  for  British  Columbia 


&  S.  H.  THOMPSON  ft 
LTD.,  MONTREAL 
Agents  for  Quebec. 


CO., 


W.  T.  GROSE. 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


1^1 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

nominion  Paint  Works 
Paterson  Mfg.  Company 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Rroivning  Company 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plumbing  Supplies 

Mueller    Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheklons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Tohns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Cana( 


Pneumatic  Machinery 

Canadian    Ingersoll-Rand  Co. 

Power  Engines 

Hoving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pressed  Brick 

Interprovincial   Brick  Co. 

Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Piatt  Iron  Works 

Pumping  Plants 

Rock  &  Power  Machinery  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Tlopkin,'!  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian   II.   W.  Johns-Manville 

Company,  Limited 
C.artshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Revolving  Stone  Screens 


Reinforcements,  Concrete  &  Steel 

Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Roofing  Material 

Can.  H.  W.  Tohns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar   People  Limited 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Dominion   Road   Machinery  Co. 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Compariy 

Sewer  Pipe 

Britnell  &  Company 
Canada   Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National   Iron  Works 
Ontario   Sewer   Pipe  Company 
Standard    Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 

Shovels  (Steam) 

Browning  Company 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Montreal   Locomotive  Works 
Osgood  Company 

Silo  Moulds 

London  Concrete  Macliinery  Co. 

Skylights 

Pedlar   People  Limited 

Smoke  Stacks 

Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thor    Iron  Works 
Toronto  Iron  Works 


Iian    Ingersoll-Rand   Co.  Goodwui,    Jiarsby   &   Company  Goodwin,  Barsby  &  Company  (Continued  on  page  12) 


ARTIFICIAL  MARBLE 

Made  in  Canada 


ARTIFICIAL  MARBLE  is  a  material  manufactured  by  a  new  process.  The  ARTI- 
FICIAL MARBLE  is  harder  than  natural  marble,  is  less  absorbent  and  is  susceptible 
to  a  higher  finish.   The  coloring  is  non-fading  and  runs  entirely  through  the  marble. 

ARTIFICIAL  MARBLE  is  polished  (not  varnished)  in  the  same  manner  and  with  the 
same  material  as  natural  marble. 

ARCHITECTS :— Patronize  a  home  industry  and  specify  ARTIFICIAL  MARBLE 
made  by  a  Canadian  firm,  and  with  Canadian  material. 

We  manufacture  ARTIFICIAL  MARBLE  in  all  the  beautiful  colorings  of  the  Italian, 
Greek,  French  and  Belgian  marbles,  and  the  well  known  Canadian  and  American 
marbles,  and  our  facilities  are  adequate  to  turn  out  the  largest  contracts. 

Specify  ARTIFICIAL  MARBLE  and  avoid  delays  caused  by  the  unsoundness  of 
natural  marble  quarries. 

Manufactured  by 

J.  E.  CARREAU 

Office  and  Factory,  13  Notre  Dame  St.,  East 

Phone  Main  427-428 — Connecting  All  Departments 

MONTREAL 
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FOR  SALE 


3  Standard  Guage  25  ton 
Vulcan  Dinkies  used  one 
year. 

100  K  &  J  6  yard  Standard 
Guage  2  Way  Dump  Cars 
as  good  as  new. 


200  Tons 
Rails. 


56  lb 


1  Model  35  Marion  Revolv 
ing  Shovel  used  3  months 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  ^  tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linini^s 
Wall  Coping- 
Culvert  Pipe 
Inverts 

Telephone(Toronto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow.NS 
"  '  s,PQ. 


Town  and  City  Sewers 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of 
sewer  material.  Pipe  of  our  manufacture  have  been  used  in  practically 
every  city  in  Canada.    Highly  glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some 
attractive  prices.    We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry,  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel  Plate  Construction  . 

Thor   Iron  Works 
Toronto    Iron  Works 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley   &  Son,  Geo. 
Rogers    Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 

Burlington   Steel  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgli-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel   Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and  Stand  Pipes 

Chicago  Bridge  &  Iron  Works 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 
Toronto  Iron  Works 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Terra  Cotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Goold,  Shapley  &  Muir  Co. 

Track  Systems  (Hand,  Power  and 
Electric) 

Morris  Crane  &  Hoist  Company, 
Herbert 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 

Gent  &  Company 


Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding   and   Cutting  Plants 
L'Air   Liquide  Society 

Well  Drilling  Plants 

American   Well  Works 

Rock  &  Power  Machinery  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Pacific   Coast   Pipe  Company 

Wood  Tanks 

Pacific   Coast   Pipe  Company 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,    Elevators,  Engines,  Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,    Tanks,    Water    Whsels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  salloni,  eishty  pound*  domeitic,  160  lb*,  fire. 
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A  Class -14  Bucyrus  Dragline 

Operating  on  the  Greater  Winnipeg  Viaduct 


If  there  is  the  sHg-htest  shadow  of 
a  doubt  existing  in  your  mind,  as  to 
the  all-round  superiority  of  Bucyrus 
machinery,  this  picture  will  help  dis- 
pel it.  The  illustration  shows  a 
class-14  Bucyrus  Dragline  Excavator 
hard  at  work  on  the  Greater  Winnipeg- 
Viaduct.  It  is  operating  in  one  of  the 
most  difficult  and  trying  sections  of 
the  viaduct,  yet  it  is  making  fine  pro- 
gress, digging  on  an  average  1,000 
cubic  yards  per  day. 


There  are  eight  Bucyrus  Dragline 
Excavators  being  used  by  the  Winni- 
peg Aqueduct  Construction  Co., 
Limited,  on  their  three  sections  of  this 
huge  contract.  This  fact  is  signifi- 
cant ;  it  goes  to  prove  that  all  we  have 
said  about  Bucyrus  machinery  is  cor- 
rect ;  that  in  construction,  stability, 
reliability  and  efficiency,  Bucyrus 
machines  are  pre-eminent.  And  the 
harder  the  work  they  are  engaged  in, 
the  more  marked  is  their  superiority. 


Write  Us.    We^ll  gladly  furnish  you  with  all  necessary  details. 


BUCYRUS 

Draglines 
Shovels 
Pile  Drivers 


Canadian  Equipment  Co. 


Montreal 


St.  Catharines 


Limited 


Western  Representatives: 

Dominion  Equipment  &  Supply  Co  ,  Ltd.,  Winnipeg,  Vancouver 


BUCYRUS 

for 
Wrecking 
Cranes 
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NATIONAL  MOTOR  TRUCKS 

To  have  designed  and  built  a  Truck  that  has  absolutely  proven  its  worth 
under  the  most  severe  tests  that  any  Truck  has  ever  been  put  through  and  to 
demonstrate  by  results  that  the  Truck  is  a  sound  commercial  proposition  both 
from  the  Purchaser's  as  well  as  the  Maker's  standpoint  is  an  achievement 
worthy  of  note. 

That  is  the  record  of  the  National  Motor  Truck  today.  It  is  acknowledged 
by  competent  authorities  to  be  not  only  a  marvel  of  Engineering  skill  but  a 
completely  satisfactory  Truck  from  a  Service  and  Pfice  basis  of  comparison. 


National  Motor  Trucks  will  be  shown  at  the  National  Motor 
Show  of  Eastern  Canada,  Montreal,  January  22nd  to  29th 


Backed  by  a  system  of  Service  Stations  that  guarantees  the  Purchaser  the 
attention  he  should  get  after  he  has  made  the  purchase,  the  National  Motor 
Truck  will  need  less  attention  and  repairs  and  yet  give  a  full  service  efficiency. 

Catalogue  mailed  upon  request. 

Put  your  haulage  problems  up  to  men  who  know  how  to  solve  them.  Your 
enquiry  entails  no  obligation. 

NATIONAL  STEEL  CAR  CO.,  LIMITED 

OPERATING  OFFICES  AND  WORKS:  HAMILTON,  CANADA 

LONDON,  ENG.  MONTREAL  OFFICE,  Shaughne.sy  Bldg.  PARIS,  FRANCE 
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Concrete  Bonding 
Locker*  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 

PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 

ATWOOD  ATWOOO 
ENGINEERS    FOUNDERS  MACHINISTS 

Repreiented  by  W,  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  foi  waterproofing  foundations  and  preveot- 
mg  rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  forC.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  BIdg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer!  under  Canadian  and  U,  S.  Letters  Patent 

Toronto      "  Canada 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  .... 

American  Enameled  Brick  &  Tile  Co.  54 
American  Lead  Pencil  Company  .  . 

American  Well  Works   

Anglins  Limited   60 

Art  Stone  Company   60 

Asphalt  &  Supply  Company   54 

.\ult  &  Wiborg-  Company   15 

Beatty  &  Sons.  Limited,  M   59 

Berlin  Mills  Company  

Black  Building  Supply  Company  ...  8 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  18 

Bradford  Pressed  Brick  Company  . .  5 

Britnell  &  Company,  Limited   51 

Burlington  Steel  Company    59 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation  9 

Canada  Iron  Foundries,  Limited  ...  58 

Canada  Wire  &  Iron  Goods  Co.  ...  15 

Canadian  Billings  and  Spencer    18 

Canadian  Blower  and  Forge  Co   63 

Canadian   Consolidated  Rubber  Co.  1 

Canadian   Equipment  Company    ...  13 

Canadian  Fairbanks-Morse  Co  

Canadian  Ihgersoll-Rand  Co   63 

Canadian  H.  W.  Johns-Manville  Co., 

Limited  

Canadian  Office  School  Furniture  Co  60 

Carey  Company,  Philip    61 

Carreau,  J.  E   10 

Cast  Stone  Block  &  Machine  Co.  . .  7 

Chicago  Bridge  &  Iron  Works  ....  15 

Chipman  &  Power  *  60 

Cleaton,  R.  E  

Conduits  Company,  Limited   15 

Cook,  A.  D   63 

Crushed  Stone  Limited   54 

Dake  Engine  Company   51 

Dennis  Wire  &  Iron  Company  ....  60 

DesMoines  Bridge  &  Iron  Works  .  .  61 

Dickson  Bridge  Works  

Dikeman  Surveyor  Company   60 

Dominion  Bridge  Company   18 

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  .  .  57 

Dominion  Paint  Works  

Dominion  Sewer  Pipe  Company  ....  11 

Dunn  Wire-Cut-Lro  Brick  Co   3 


Elk  Fire  Brick  Company  

Ford  Meter  Box  Company  

Foster,  W.  L  

Eraser,  W   11 

Gait  Engineering  Company,  John  . .  60 

Gartshore,  John  J   17 

Gartshore-Thompson  Pipe  &  Furnace 

Company   58 

Gent  Company  

Gillis  &  Geoghegan   8 

Goodwin-Barsby  &  Company  

Goold,  Shapley  &  Muir  Company  . .  15 


Hagersville  Contracting  Company  . .  9 

Hamilton,  S.  W   60 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   60 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John    47 

lona  Gypsum  Company   57 


Kerr  Engine  Company,  Limited 


53 


L'Air  Liquide  Society  

Lea,  R.  S   60 

Liglitfoot,  Stanley   60 

London  Concrete  Machinery  Co.  . .  4 
Luxfer  Prism  Company  

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  . . . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    61 

Marsh  &  Henthorn,  Limited   51 

McDougall  Caledonian  Iron  Works 

Company   13 

McDougall,  Geo.  K   60 

McGregor  &  Mclntyre   61 

Metallic  Roofing  Company    55 

Miller  &  Company,  Geo.  M  

Mueller  Mfg.  Company,  H  


National  Iron  Works  Limited 


51 


National  Steel  Car  Company   14 

Neptune  Meter  Company   55 

Noble,  Clarence  W   17 

Northern  Crane  Works    17 

Northwestern  Terra  Cotta  Company 
Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo   .. 

Ontario  Sewer  Pipe  Company   3 

Ontario  Wind  Engine  &  Pump  Co.  55 

Orrasby  Company,  A.  B   53 

Osgood  Company   5 

Pacific  Coast  Pipe  Company   51 

Paterson  Mfg.  Company   49 

Pedlar  People  

Peerless  Form  Clamp  Co  

Pittsburgh-DesMoines  Steel  Co.  ...  61 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   15 

Piatt  Iron  Works   51 

Pollard  Manufacturing  Company  . .  . 
Power  &  Son   GO 

Reid  &  Brown   oo 

Ric-wiL  Underground  Pipe  Covering 

Company  

Rogers  Agencies   17 

Roelofson  Elevator  Works   53 

Sheldons  Limited   53 

Standard  Clay  Products  Limited  ...  11 
Standard  Steel  Construction  Co.  ..  54 
Standard  Underground  Cable  Co.  of 

Canada   

Stanley  &  Company,  W.  F  

Stark  Rolling  Mills  Company  

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 


Thor  Iron  Works    2 

Tiffin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   54 

TurnbuU  Elevator  Company  


Wayne  Oil  Tank  &  Pump  Co.   ...  53 

Woodhouse  Chain  Works   55 

Woodstock  Concrete  Machinery  Co.  7 

Wynne-Roberts,  R.  0   60 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.   Make  * 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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CRANES 


Type  E  Crane— Learn  about  our  Type  E 
Electric  Traveling  Crane 


and 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about   your   Crane  requirements   for  any  purpose. 

Northern  Crane  Works,  Limited,  Walkerville,  Ontario 


nEKwoNE^iirn 

The  Time  Element  in  Metal  Lath  Corrosion 

The  tests  wiiich  led  to  the  decision  to  make  all  Herringbone  Lath  hereafter  from  copper  alloy 
were  planned  to  show  the  progressive  rate  of  corrosion  from  hard  wall  plaster.  Exposures  were 
made  for  periods  varying  from  one  to  ninety  days. 

In  the  case  of  the  plain  steel  corrosion  was  evidently  still  active  at  ninety  days.  Thirty-two  per 
cent,  of  the  corrosion  at  this  period  had  taken  place  after  thirty  days.  Copper  alloy  showed  a  much 
better  result.  The  total  corrosion  for  the  last  sixty  days  of  the  test  was  only  as  great  as  for  the  first 
day  alone.    It  is  evident  that  all  action  stopped  very  shortly  after  thirty  days. 

The  total  corrosion  at  ninety  days  was  found  to  be  seventy-one  per  cent,  greater  for  plain  steel  than 
for  copper  alloy.  It  was  this  fact  which  led  to  the  determination  to  make  all  Herringbone  Lath  here- 
after from  copper  alloy. 

The  booklet  "Why  Copper  Alloy?"  describes  the  tests  in  detail.   Yours  for  the  asking. 

Clarence  W.  Noble        -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


MALACCA  DRAIN  CLEANING  RODS 

The  flexible  malacca  cane  cleaning  rods  replace  the  expensive  work  of 
tearing  up  floors,  etc.,  to  clean  drains,  boiler  tubes,  cable  conduit,  etc. 
They  have  a  thousand  uses — write  us. 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 


1^  A  YY  CI  Relaying 

AV^^A J-^O  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 
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Standard  Turnbuckles 

Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


Boving  Hydraulic  &  Engineering 
Company,  Limited 

LINDSAY,  ,  ONTARIO 

OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery, 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Tenders 
Wanted 

should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


January  26,  1916 
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After  All,  is  Sir  Robert  the  Leader? 

Do  we  understand  from  Sir  Robert  Borden's  atti- 
tude in  the  House  that  he  refuses  to  hold  an  investi- 
gation into  the  charges  that  have  been  made  in  con- 
nection with  the  letting  of  Canadian  munition  con- 
tracts? 

If  he  knows  that  the  charges  are  false,  would  one 
not  expect  he  would  jump  at  the  chance  of  clearing  the 
reputation  of  his  friends?  What  is  the  inference  if 
he  refuses? 

If  he  persists  in  sidestepping  the  issue  we  believe 
Sir  Robert  has  missed  the  chance  of  a  lifetime  to  show 
himself  a  really  big  man.  Will  he  prove  to  be  what 
men  are  saying  of  him  to-day,  or  will  he  measure  up 
to  the  standard  of  his  opportunities  ? 

The  Attorney  General  seeks  to  draw  a  herring 
across  the  trail  in  placing  responsibility  on  the  British 
Government.  That's  not  the  issue.  The  Canadian 
people  want  to  know  whether  the  men  holding  ex- 
ecutive positions  have  conducted  themselves  as  be- 
comes appointees  of  a  party  holding  a  great  public 


71 

trust,  in  accord  with  the  honor  of  citizens  of  our 
great  Empire  and  in  the  best  interests  of  the  efificient 
conduct  of  our  war. 

The  original  Shell  Committee  undoubtedly  deserves 
credit  for  the  despatch  with  which  they  jjlaced  orders 
among  manufacturers,  who  were  naturally  shy  of  ac- 
cepting the  resjjonsibilities  of  big  and  uncertain  cap- 
ital expenditures.  But  what  conceivable  excuse  is 
there  for  refusing  these  same  manufacturers  further 
orders — even  to  the  extent  of  turning  down  an  offer 
to  furnish  at  cost? 

Before  the  public  press  became  aware  of  the  exist- 
ing conditions,  rumors  of  what  was  transpiring 
reached  this  paper,  and  we  felt  it  was  our  duty  to 
bring  certain  matters  to  the  attention  of  our  readers. 
Under  the  caption  "In  the  Public  Eye"  we  have 
touched  upon,  possibly,  no  more  than  ten  per  cent, 
of  the  infonnation  that  has  reached  us,  much  of  which 
at  the  present  time  is  unprintable.  It  has  been  our 
endeavor  to  cover  only  such  points  as  would  further 
the  common  cause,  and  interfere  as  little  as  possil)le 
Avith  our  national  military  operations. 

As  we  expected,  even  in  this  we  have  found  the 
path  of  the  pioneer  proverbially  unpaved.  We  have 
the  satisfaction,  however,  of  having  started  a  protest 
that  is  now  being  taken  up  by  the  independent  press 
even  of  the  Conservative  party,  and  that  is  ringing 
from  coast  to  coast  among  our  citizens  of  influence 
and  power  who  love  honor  and  efficiency  more  than 
money  or  party.  We  have  the  satisfaction  of  hun- 
dreds of  friendly  assurances  that  our  course  has  been 
right,  and  believe  we  are  backed  by  thousands  more 
who  have  read  and  silently  approve  our  stand. 

And  now,  let  us  get  along  with  our  share  in  this 
big  war.  We  have  placed  ourselves  on  record,  and 
for  the  present  will  let  matters  rest  there.  No  mat- 
ter how  badly  we  are  led,  Canada  is  in  it  to  our  last 
man,  our  last  dollar,  and  to  our  last  shirt. 


Town  Planning  Act 

The  Montreal  Chambre  de  Commerce  has  passed  a 
resolution  asking  the  Provincial  Government  to  pass  a 
town-planning  act,  which  would  allow  Quebec  cities 
to  take  in  such  adjacent  territory  and  make  such  ar- 
rangement of  the  territory  within  the  boarders  as 
would  allow  its  development  aesthetically  and  com- 
mercially in  the  most  convenient  and  harmonious 
manner.  The  best  sanitary  conditions,  the  nearest 
complete  facilities  possilile  for  transportation,  well- 
designed  arrangements  to  further  the  work  of  the 
manufacturer  and  the  business  man,  and  sanitary, 
pleasant  dwellings  for  the  citizens  were  among  the  de- 
tails of  the  plan  which  the  Chambre  thought  should  be 
included  in  the  powers  given  in  such  a  law  in  order 
that  each  city  should  be  able  to  make  the  most  judi- 
cious use  possible  of  the  territory  at  its  disposal. 


Comparative  figures  of  our  three  chief  rail- 
ways for  the  first  two  weeks  of  the  present  year 
and  the  first  two  weeks  of  1915  show  the  follow- 
ing very  remarkable  increases: — 

1916  1915 

Can.  Pacific  Railway   $3,737,000  $2,637,000 

Grand  Trunk  Railway  . .  .  1,847,003  1,533,267 
Can.  Northern  Railway..    1,010,400  665,000 
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Quebec  Association  of  Architects 

In  the  absence  of  Mr.  J.  Perrault,  president,  who  is 
abroad,  Mr.  Hugh  Vallance  took  the  chair  at  the  an- 
nual meetino-  of  the  Province  of  Quebec  Association  of 
Architects,  held  on  January  15  at  Quebec.  The  re- 
port of  Mr.  J.  Emile  Vanier,  the  secretary,  pointed  out 
that  the  year  had  been  'devoid  of  special  interest,  on 
account  of  the  war,  and  that  the  lack  of  new  buildings 
had  adversely  affected  the  profession.  In  Quebec, 
however,  the-  annual  report  of  the  Quebec  section 
stated,  the  depression  had  not  been  felt  to  any  extent. 
The  Association  had  lost  three  members  by  death- 
Mr.  R.  P.  Lemay,  Mr.  David  Ouelett,  and  Mr.  A.  I. 
Richardson,  the  last-named  being  killed  at  Lange- 
marcke,  and  the  Association  passed  a  special  vote  of 
condolence  with  Mr.  Richardson's  family.  On  motion 
of  Mr.  J.  Lebon,  seconded  by  Mr.  J.  P.  Ouellet,  it  was 
decided  to  write  the  Department  of  Public  Works, 
Ottawa,  asking  that  members  of  the  Association  be 
employed  on  Government  buildings  in  the  province  of 
Quebec  and  that  the  legal  fees  be  paid.  It  was  also 
decided  that  the  Association  should  not  apply  to  the 
Quebec  Legislature  for  charter  amendments.  The 
usual  banquet  was  not  held  owing  to  the  war,  and 
the  members  further  decided  not  to  celebrate  the 
twenty-fifth  year  of  the  Association's  existence.  The 
following  officers  were  elected :  president,  Mr.  E.  B. 
Staveley,  Quebec;  first  vice-president,  Mr.  Hugh  Val- 
lance, Montreal ;  second  vice-president,  Mr.  G.  A. 
Monette,  Montreal;  treasurer,  Mr.  N.  Mac  Vicar,  Mon- 
treal; secretary,  Mr.  J.  Emile  Vanier,  Montreal;  coun- 
cil, Messrs.  M.  Eug.  Payettte,  Frank  Peden,  Alph. 
Piche,  PI.  J.  Asselin,  J.  Lebon;  delegates  to  the  Royal 
Architectural  Institute  of  Canada,  Messrs.  Joseph  Per- 
rault, Alcide  Chausse,  D.  R.  Brown,  Jos.  P.  Ouellet,  A. 
Beaugreand-Champagne. 


Department  of  Public  Highways 

It  is  now  formally  announced  by  the  Ontario  Gov- 
ernment that  a  separate  Department  of  Public  High- 
ways has  been  created.  The  new  department  will  be 
in  charge  of  a  Deputy  Minister,  to  which  position  Mr. 
W.  A.  McLean,  Provincial  Engineer  of  Highways, 
steps  up.  Hon.  Finlay  Macdiarmid  will  in  future  be 
known  as  the  Minister  of  Public  Works  and  Highways. 
This  latest  move  on  the  part  of  the  Ontario  Government 
indicates  their  intention  of  prosecuting  vigorously  the 
development  of  highways  at  various  points  in  the 
province.  Provision  is  made  for  the  construction  of 
suburban  and  township  roads  in  addition  to  county 
roads.  An  efficient  system  of  maintenance  of  road- 
ways will  also  be  inaugurated. 

The  province  is  to  be  congratulated  in  that  an  ap- 
pointee with  the  personality,  ability,  and  experience  of 
Mr.  W.  A.  McLean  was  available  for  this  position. 
Under  his  guidance  we  have  no  doubt  that  the  high- 
ways of  the  province  of  Ontario  will  be  rapidly  im- 
proved and  maintained  in  the  most  efficient  and 
economical  manner. 


Honored  the  New  Knight 

Sir  John  Kennedy,  the  consulting  engineer  of  the 
Montreal  Harbor  Commission,  was,  on  Saturday,  Jan- 
uary 15,  entertained  at  dinner  by  the  staff  of  the  Har- 
bor Board  to  celebrate  the  honor  of  knighthood  con- 
ferred on  their  colleague.  Major  David  Seath,  the 
secretary,  presided,  and  referred  to  the  long  service  of 
Sir  John,  and  to  the  important  works  with  which  he 


has  been  identified,  including  the  development  of  the 
port  of  Montreal.  Notwithstanding  Sir  John's  blind- 
ness in  later  years,  he  has  designed  many  works,  one 
being  the  fine  piers  at  Halifax  for  the  Department  of 
Railways  and  Canals.  Replying  to  the  toast  of  his 
health,  proposed  by  Mr.  F.  Robertson,  Sir  John  ack- 
nowledged the  congratulations  which  he  had  received, 
and  said  that  the  work  done  during  his  thirty-three 
years  with  the  Harbor  Commission  was  not  as  prom- 
inent in  his  mind  as  the  men  who  had  worked  with 
him  in  securing  that  development.  The  health  of 
the  engineering  department  Avas  replied  to  by  Mr.  F. 
W.  Cowie,  chief  engineer. 


Annual  Meeting  G.S.C.E. 

The  annual  meeting  of  the  Toronto  Branch  of  the 
Canadian  Society  of  Civil  Engineers,  at  which  the 
report  of  the  retiring  secretary  was  presented,  shows 
that  the  Branch  is  in  a  healthy  condition,  both  as  to 
finances  and  membership.  The  figures  indicate  that 
the  Toronto  membership  is  now  344,  or  an  increase 
of  49  over  the  year  1914.  During  the  year  valuable 
contributions  to  the  literature  of  the  Society  were 
made  in  some  half  dozen  addresses  by  prominent  Can- 
adian engineers,  including  Mr.  W.  McNab,  Mr.  T.  T. 
Black,  Dr.  J.  A.  Amyot,  Mr.  H.  S.  Van  Scoyoc,  and 
Mr.  J.  A.  D.  McCurdy.  The  annual  excursion  of  the 
Branch  consisted  of  an  inspection  tour  of  the  con- 
struction work  of  the  new  Welland  Ship  Canal.  Vari- 
ous reports  were  presented  by  the  different  committees 
which  had  been  appointed  earlier  in  the  year  for  this 
purpose,  and  these  reports  were  forwarded  to  Mont- 
real for  incorporation  in  the  general  report  to  be  pre- 
sented at  the  annual  meeting  of  the  Canadian  Society 
of  Civil  Engineers  in  Montreal  on  January  25,  26 
and  27. 

The  following  officers  were  elected  for  the  coming- 
year:  president,  Mr.  G.  A.  McCarthy,  engineer  of 
Railways  and  Bridges  of  the  city  of  Toronto;  secre- 
tary-treasurer. Prof.  Arkley,  Department  of  Applied 
Science  and  Engineering  of  the  University  of  Toron- 
to. Executive  committee :  Messrs.  E.  W.  Oliver,  as- 
sistant engineer,  C.  N.  R. ;  A.  H.  Harkness,  consulting 
engineer;  A.  L.  Mudge,  consulting  engineer;  and  H. 
G.  Acres,  hydraulic  engineer,  Hydro-Electric  Power 
Commission  of  Ontario.  During  the  past  year  the 
Toronto  branch  of  this  society  has  shown  very  effect- 
ive evidence  of  a  determination  to  make  the  operations 
of  this  branch  an  essential  part  of  the  proceedings  of 
the  parent  society. 


At  a  meeting  of  the  Quebec  Superior  Board  of 
Health,  held  in  Montreal  on  January  14,  it  was  decided 
to  ask  the  Government  to  increase  the  grant  of  $35,000 
to  supervise  the  execution  of  the  Health  Act  in  the 
province.  The  members  suggested  an  increase  from 
1^  cents  per  head  of  the  population  to  2i/2  cents, 
which  is  lower  than  is  paid  in  other  provinces.  The 
board  approved  a  committee's  report  on  the  resti-ic- 
tions  that  should  be  made  to  the  use  of  chlorine  for 
the  correction  of  water  supplies.  Chlorination  cannot 
fill  the  place  of  filtration;  as  it  is  quickly  set  up,  it  is 
of  great  help  in  an  emergency  until  a  permanent  filter 
plant  can  be  provided.  On  the  report  by  the  sanitary 
engineer  that  the  water  supplies  of  the  cities  of  Hull 
and  Aylmer  were  polluted,  the  board  ordered  the  sec- 
retary to  serve  a  notice  on  the  authorities  of  both 
cities  to  appear  before  the  board,  municipalities  having 
to  be  heard  before  remedial  measures  can  be  consid- 
ered by  the  board. 


January  36,  1916 
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The  City  of  Montreal  Filtration  Works 

The  necessity  of  a  better  quality  of  domestic  supply 
recognized  by  the  increasing  death  rate — Features  of  the  new 
works   described — Constructional   difficulties — Cost  figures 

By  Frederick  E.  Field* 

as  the  Filtration  Pumping  Station.  A  five-foot  branch 
from  this  nine-foot  conduit,  permits  of  a  second  source 
of  supply  to  the  filtration  works,  namely  from  the 
Aqueduct.  This  five-foot,  or  emergency,  intake  will 
only  be  used  when  the  main  supply  conduit  is  not  in 
service  or  when  its  capacity  is  not  alone  sufficient  for 
the  daily  use  of  water  by  the  city,  as  the  aqueduct 
water  is  more  highly  polluted  than  water  obtained  from 
the  mid-stream  intake  of  the  St.  Lawrence  River.  The 
purpose  of  the  filtration  pumping  station  is  to  lift  the 
conduit  or  aqueduct  water  to  the  prefilters,  a  height  of 
approximately  18  feet,  and  to  furnish  water  at  a  higher 
pressure  for  washing  the  prefilters  at  times  of  clean- 
ing. From  the  prefilters,  or  rapid-filters,  which  is  the 
first  step  in  the  purification  process,  the  water  will 
flow  by  gravity  to  the  final  filters,  which  are  quite 
similar  in  construction  to  the  usual  slow  sand  filters. 


The  water  used  by  the  citizens  of  Montreal  is  ob- 
tained from  the  St.  Lawrence  River  and  is  distributed 
to  the  consumers  by  two  entirely  independent  corpora- 
tions. The  Montreal  Water  and  Power  Company,  a 
private  corporation,  has  a  shore  intake  and  has  purified 
its  water  supply  since  June,  1912,  by  means  of  a  mech- 
anical filtration  plant.  This  company  supplies  approxi- 
mately 27  million  gallons  daily  to  about  250,000  people, 
including  many  residents  of  adjoining  municipalities. 
The  municipal  plant  of  the  city  of  Montreal  has  both 
a  shore  and  a  mid-stream  intake,  situated  about  two 
miles  above  the  Lachine  Rapids  of  the  St.  Lawrence 
River.  From  an  entrance  gate  chamber  which  receives 
the  supply  from  both  intakes,  a  concrete  conduit  8^/2 
feet  in  diameter,  conveys  the  water  to  the  Low  Level 
Pumping  Station,  from  which  it  is  pumped  through 
the  distributing  mains  to  the  city's  reservoirs.  This 
station  supplies  between  50  and  55  million  gallons 
daily  to  approximately  400,000  people. 

Need  of  Purification 

For  many  years  the  excessive  number  of  cases  and 
deaths  from  typhoid  fever  has  shown  the  necessity  of 
improving  the  quality  of  the  water  used  for  domestic 
purposes. 

The  increasing  pollution  of  the  water  supply,  due 
to  the  discharge  of  sewage  and  other  impurities  from 
towns  within  the  drainage  area  above  the  intake  is  in- 
dicated by  Fig.  No.  1,  which  shows  graphically  the 
total  number  of  deaths  and  the  death  rate,  per  100,000 
population,  from  typhoid  fever  for  a  long  period  of 
years.  During  the  late  fall  and  winter  of  1909-1910,  a 
severe  epidemic  of  typhoid  fever  prevailed  in  Mont- 
real and  its  suburbs,  and  occasioned  203  deaths  be- 
tween October  1st,  1909,  and  March  1st,  1910.  The 
necessity  for  prompt  action  was  recognized  by  the  city 
officials,  and  on  February  8th,  1910,  the  treatment  of 
the  municipal  water  supply  by  hypochlorite  of  lime 
was  started,  and  has  been  regularly  continued  to  the 
present  time.  On  April  4th,  1910,  Messrs.  Hering  and 
Fuller,  filtration  engineers,  were  instructed  to  report 
on  the  best  means  of  securing  an  improved  water  sup- 
ply for  the  city.  On  July  2nd,  1910,  these  engineers 
submitted  their  report  and  recommended  filtration  of 
the  St.  Lawrence  River  water.  Their  recommendation 
was  adopted  by  the  city  and  Messrs.  Hering  and  Fuller 
were  engaged  to  co-operate  with  the  late  Major 
Georges  Janin,  then  chief  engineer,  in  preparing  plans 
and  specifications  and  in  supervising  the  construction 
of  filtration  works  for  the  city  of  Montreal.  ■ 

General  Description 

The  filtration  works,  which  are  now  practically 
completed,  with  the  exception  of  the  placing  of  the 
filtering  material,  are  designed  for  a  nominal  daily 
capacity  of  fifty  million  Imperial  gallons. 

A  nine-foot  concrete  conduit  connected  to  the  8^/^- 
foot  main  supply  conduit,  previously  mentioned  as 
supplying  the  low  level  pumping  station,  will  bring  the 
untreated  St.  Lawrence  River  water  to  what  is  known 
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Fig.  1-Deatlis  from  typhoid  in  Montreal,  1890-1914. 

Passing  through  the  final  filters,  the  water  will 
flow  into  the  filtered  water  reservoir,  where,  if  it  is 
deemed  desirable,  it  will  receive  a  final  purification  by 
treatment  with  hypochlorite  of  lime.  No  chemical 
treatment  of  the  water  Avill  be  made  prior  to  its  reach- 
ing the  filtered  water  reservoir  and  such  treatment  at 
this  point  may  not  be  found  necessary  during  certain 
periods  of  the  year. 

From  the  filtered  water  reservoir  the  purified  water 
will  again  flow  to  the  filtration  pumping  station,  from 
which  it  will  be  pumped  to  the  present  low  level  pump- 
ing station,  where  it  will  be  forced  by  high  pressure 
pumps  through  the  distributing  mains  and  to  the 
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reservoirs.  After  the  completion  of  the  aqueduct  en- 
largement work,  which  is  now  under  construction,  the 
filtered  water  will  not  return  to  the  filtration  pumping" 
station  but  instead  will  flow  by  gravity  from  the  filter- 
ed water  reservoir  to  the  new  hydro-electric  i)umping 
station  at  the  end  of  the  aquedtict,  and  from  this  point 
will  be  delivered  through  the  distributing  mains  to  the 
consumers.  Fig.  2  shows  the  general  arrangement 
of  the  filtration  works  and  its  relation  to  the  aque- 
duct and  pumping  station. 

Filtration  Pumping  Station 

The  filtration  pumping  station,  P'ig.  3,  is  a  two- 
storey  structure  about  80  ft.  x  60  ft.  in  size.  The  lower 
storey  is  below  the  ground  level,  and  is  traversed  by 
the  raw-water  suction  conduit  and  the  raw-water  dis- 
charge conduit,  which  are  placed  one  upon  the  other. 
The  direct  connected  motor  driven,  centrifugal  pumps 
are  arranged  on  either  side  of  the  central  conduits  in 
such  manner  as  to  ol^tain  their  supply  from  the  lower, 
or  suction  conduit  and  deliver  into  the  upper  or  dis- 
charge conduit  with  a  minimum  of  piping  connections. 


Four  of  the  pumps  on  the  north  side  of  the  station  are 
also  similarly  connected  to  a  filtered  water  suction 
conduit  and  a  filtered-water  discharge  conduit,  and 
provided  with  suitable  check  and  controlling  valves. 
This  Avill  permit  of  one  or  all  of  these  pumps  on  the 
north  side  of  the  station  .to  be  used  for  delivering 
filtered  water  to  the  present  low  level  steam  pumping 
station  until  such  time  as  the  new  hydro-electric  pump- 
ing station  is  completed,  after  which,  as  previously 
stated,  the  filtered  water  will  flow  by  gravity  to  the 
new  pumping  station,  and  all  raw-water  pumps  in  the 
filtration  pumping  station  will  be  availal:)le  for  supply- 
ing the  filters. 

The  pumping  station  includes  the  following  units : 
4  raw  water  pumps,  unit  capacity  17,500  Imp.  gal.  per  min. 
2  raw  water  pumps,  unit  capacity  11,600  Imp.  gal.  per  niin. 
2  raw  water  pumps,  unit  capacity  5,800  Imp.  gal.  per  min. 
2  wash  water  pumps,  unit  capacity  ],:i()0  Imp.  gal.  per  min. 
1  sump  water  pump,  unit  capacity  330  Imp.  gal.  per  min. 
1  sump  water  pump,  unit  capacity  150  Imp.  gal.  per  min. 
1  rotary  blower,         unit  capacity    5,000  cu.  ft.  air  per  min. 

Switchboards,  transformers,  cranes  and  other  ecptip- 
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Fig.  3-Section  of  the  Filtration  Pumping  Station  and  PrefiIter$-5howing  course  tal^en  by  water. 
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ment  are  i)rovided  tu  make  the  installation  complete. 
The  wash  water  pumps  and  the  blower  are  for  use  in 
seepage  and  drainage  water.  The  six  largest  pumi)s 
and  the  blower  are  operated  by  motors  using  2200 
cleaning  the  pre-filters.  The  sump  pumps  will  remove 
volt  alternating  current.  The  other  pumps  operate 
under  550  volt  current.  The  upper  storey  of  the  pump- 
ing station  is  above  the  ground  level  and,  similar  to 
all  other  buildings  of  the  works,  has  walls  of  red  brick 
and  cinder  concrete  roofs  covered  with  green  tiles. 
The  north  side  of  this  upper  storey  contains  a  labora- 
tory for  water  analysis  and  other  purposes  usual  in 
the  operation  of  filtration  works.  The  south  side  con- 
tains rooms  for  storage  and  other  needs.  Fig.  4  shows 
a  section  of  the  pumping  station. 

Pre-filters 

The  pre-filters,  located  east  of  and  adjoining  the 
pumping  station,  are  supported  by  groined  arches 
above  the  roof  of  the  filtered-water  reservoir.  They 
are  sixteen  in  number,  each  having  a  net  filtering  area 
of  1,200  square  feet,  and  are  arranged  eight  on  each 
side  of  a  central  operating  galler3\  Each  prefilter  is 
divided  longitudinally  by  a  central  gutter  into  which 
empty  the  sixteen  laterial  reinforced  concrete  wash- 
water  gutters.  The  strainer  and  air  system  is  made 
up  of  cast  iron  headers  and  2-inch  cast  iron  laterals, 
with  brass  strainers  spaced  on  6-inch  centers.  The 
filtering  material  consists  of  15  inches  of  gravel,  graded 
into  four  sizes  and  placed  in  corresponding  layers,  and 
30  inches  of  filter  sand.  The  details  of  a  prefilter  unit 
is  shown  in  Fig.  No.  5. 

Longitudinally  through  the  centre  of  the  operating 


gallery  are  two  concrete  conduits,  placed  one  upon  the 
other.  The  upper  one  is  the  raw-water  supply  con- 
duit from  the  filtration  pumping  station  and  the  lower 
is  the  prefilter  effluent  conduit  leading  to  the  final 
filters.  These  two  conduits  are  connected  to  the  i)re- 
filters  by  cast-iron  piping  with  hydraulic  controlling 
valves.  All  these  valves  and  also  the  valves  for  wash 
water,  air,  and  drainage  are  controlled  from  sixteen 
operating  tables  on  the  gallery  floor,  one  operating 
table  being  located  in  front  of  its  corresponding  filter. 
For  controlling  the  rate  of  filtration,  rate  controllers 
of  the  Earl  type  are  provided.  These  are  so  connected 
to  a  master  controller  that  the  discharge  from  the  prc- 
filters  is  automatically  adjusted  to  the  discharge  from 
the  final  filters,  which  in  turn  is  similarly  automatically 
controlled  by  the  amount  of  water  being  drawn  from 
the  filtered  water  reservoir.  In  other  words,  the  plant 
as  a  whole  will  deliver  filtered  water  at  the  same  rate 
as  it  is  being  used  in  the  city  without  man  operation 
of  the  many  controlling  valves.  All  other  features  of 
the  prefilters  are  of  the  usual  construction  and  need 
no  detailed  description.  Fig.  No.  6  shows  the  com- 
pleted prefilter  gallery. 

Final  Filters 

The  final  filters  are  sixteen  in  number,  and,  similar- 
ly to  the  prefilters,  are  arranged  eight  on  each  side  of 
the  operating  gallery.  The  filters  are  covered  by 
groined  arches  supported  by  piers  spaced  on  19-feet 
centers.  The  pier  load  is  carried  on  foundation  blocks 
independent  of  the  rest  of  the  floor,  which  is  flat,  and 
but  five  inches  thick.  The  filters  are  each  55  x  340 
feet,  inside  measurements,  with  the  short  dimension 


Fig.  4— Section  of  Filtration  Pumping  Station. 
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adjoining  the  gallery  to  better  accommodate  the  use 
of  Blaisdell  washing  machines  for  the  filter  cleaning. 
The  underdrainage  system  consists  of  two  half  round 
8-inch  tile  laterals  in  each  bay,  which  discharge  into 
a  central  main  collector,  2^/2  feet  in  diameter,  extend- 
ing the  entire  length  of  the  filter  below  the  floor  level. 


A  heating  and  ventilating  system  is  provided  to 
prevent  skin  ice  forming  during  the  winter  months 
and  interfering  with  the  free  movements  of  the  wash- 
ing machines,  and  also  to  make  the  filters  more  health- 
ful and  comfortable  for  the  workmen.  This  consists 
of  a  fan  and  a  system  of  air  ducts  so  arranged  that 


Fig.  5-Details  of  the  Prefilters— Montreal  Filtration  Plant. 


The  filter  material  includes  12  inches  of  graded  gravel, 
placed  in  four  layers,  and  27  inches  of  sand.  The  con- 
duits and  piping  connections  in  the  gallery,  including 
the  Earl  rate  controllers,  are  similar  to  those  of  the 
prefilters.  The  periodical  cleaning  of  the  final  filters 
Avill  be  accomplished  by  Blaisdell  washing  machines. 
These  machines,  travelling  on  tracks  supported  by  the 
piers,  will  rake  and  wash  the  upper  layers  of  the  sand, 
leave  the  sand  bed  clean  and  uniform,  and  pump  away 
to  the  drains  all  dirt  and  other  foreign  matters  which 
have  accumulated  since  the  previous  washing.  All 
this  will  be  accomplished  at  one  operation  and  by  one 
man  operating  the  machine. 

Among  the  advantages  of  this  method  of  cleaning 
the  filters  are : — 

(1)  The  length  of  time  the  filter  is  out  of  service 
is  a  minimum. 

(2)  The  removal  of  the  dirt  from  the  sand  is  more 
complete  than  can  be  done  by  hand  cleaning  as  the 
cleaning  process  extends  to  any  desired  depth  below 
the  surface  of  the  sand. 

(3-)  The  sand  bed  is  left  more  uniform  and  without 
the  compacting  which  accompanies  the  walking  over 
the  sand  by  workmen. 

(4)  There  is  no  break  in  the  regular  routine  of  the 
work  during  the  winter  months  and  no  decrease  in  the 
effective  filtering  areas. 


heated  air  can  be  blown  uniformly  over  the  entire  area 
of  the  filters.  Fig.  No.  7  shows  the  details  of  design 
oi  the  final  filters,  and  Fig.  No.  8  is  an  interior  view 
of  the  completed  final  filter  gallery. 

Filtered  Water  Reservoir 

The  filtered  water  reservoir  is  of  concrete  with 
groined  arches  for  the  roof  and  inverted  groined  arches 
for  the  floor.  It  is  about  430  x  232  feet  in  size  and 
has  a  capacity  of  6J4  million  Imperial  gallons.  With 
the  exception  of  its  use  to  control  the  output  of  the 
])lant,  as  has  ])reviously  been  described,  there  is  no- 
thing unusual  in  its  design  or  method  of  operation. 

Electrical  System 

The  Montreal  filtration  works  uses  electric  current 
for  power,  heating  and  lighting.  Until  the  completion 
of  its  own  hydro-electric  power  and  pumping  station, 
the  city  will  obtain  electric  current  from  the  Montreal 
Light,  Heat  and  Power  Company,  which  has  a  10,000 
volt  transmission  line  near  the  works.  Branch  con- 
nections from  this  transmission  line  will  bring  10,000 
volt  alternating  current  to  the  filtration  transformer 
building,  where  it  will  be  reduced  to  2,200  volts  and 
transmitted  tlirough  an  underground  conduit  system 
to  the  filtration  buildings.  Here  it  will  be  used  at 
the  same  voltage  for  the  motors  operating  the  main 
pumps  or  reduced  to  550  and  220  volts  for  other  mach- 
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Fig.  6 -Completed  Prefilter  Gallery. 

inery  and  for  lighting  and  heating.  Heating  through- 
out the  entire  works  will  be  accomplished  by  electric 
radiators.  The  Blaisdell  washing  machines  use  direct 
current,  consequently  a  motor  generator  set  is  provid- 
ed to  supply  this  current  to  the  machine  motors 
through  the  three  miles  of  double  trolley  lines  by 
which  the  machines  are  oj^erated  in  the  final  filters. 

Exterior  Appearance  of  Completed  Work 

In  the  centre  of  a  level  tract  of  land  nearly  100 
acres  in  extent,  mounds  of  earth  with  neatly  trimmed 
slopes,  and  several  red  brick  buildings  with  green  tile 
roofs  give  but  little  indication  of  the  extent  of  the 
many  and  interesting  features  of  the  filtration  works 
there  located.  Of  the  ten  acres  covered  by  the  pre- 
sent works,  over  nine  acres,  including  the  final  filters, 
prefilters   and   filtered   water   reservoir   are  entirely 


underground.  'i"he  ])um])ing  station,  prefilter  gallery 
building,  wash  water  tower  and  the  several  gate 
houses,  serve  to  identify  the  several  divisions  of  the 
works.  It  only  requires  the  extension  of  driveways 
and  the  planting  of  trees  and  shrubs  to  convert  the 
filtration  lot  into  a  spacious  park  which  will  not  only 
be  appreciated  by  the  nearby  residents,  but  will  also 
give  the  city  of  Montreal  an  attractive  setting  to  one 
of  its  most  beneficial  public  works.  The  ai)proximate 
cost  of  the  work  is  given  in  the  ftjllowing  tabulation  : 

Delays  in  Construction 

Contracts  Nos.  1,  2  and  3  were  awarded  in  the 
late  summer  and  fall  of  1911,  and  when  the  work  un- 
der these  contracts  was  sufficiently  advanced,  the  other 
contracts  were  awarded  in  logical  order.  Very  little 
work  was  accomplished  in  the  final  filters,  prefilters 
and  filtered  water  during  1911,  and  it  was  not  imhl 
July,  1912,  that  the  first  contract  was  placed.  The 
progress  during  1912  was  also  slow  and  unsatisfactory, 
due  to  unwise  selection  of  plant  and  organization  by 
the  contractor  on  contracts  Nos.  2  and  3.  During  the 
winter  of  1912-1913,  failure  on  the  part  of  the  con- 
tractor to  protect  the  floors  and  foundations  of  the 
final  filters  against  damage  by  frost  action,  resulted 
in  a  general  upheaval  of  the  foundation  of  the  walls 
and  piers,  the  cracking  and  lifting  of  the  filter  floors, 
the  collapse  of  many  of  the  main  collectors  and  mis- 
cellaneous other  damage.  Much  of  the  spring  and 
early  summer  of  1913  was  occupied  in  an  investiga- 
tion of  this  damage  and  resulted  in  the  contractor 
acknowledging  his  responsibility  therefor.  The 
troubles  on  contracts  2  and  3  seriously  delayed  the 
work  on  the  other  contracts,  and  September  1st,  1913, 
the  date  specified  for  final  completion  of  all  the  con- 
tracts, found  the  filtration  works  in  a  sad  state  of  in- 
completeness. During  1914  and  1915  the  work  pro- 
gressed at  a  slow  and  unsteady  rate  on .  contracts  2 
and    3,    due    largely    to    organization  and  financial 


7— Details  of  Final  Filters,  Montreal  Filtration  Plant. 
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Table  I. — Filtration  Contracts 


No.  Description 

1.  Pumping  machinery,  blower  and  cranes 

2.  Final  fifters  an<I  appurtenances 

3.  Pre-lilters  and  filtered  water  reservoir 

4.  Pumping  Station,  wash  water  tower  and 
buildings 

4a.  Interior  painting 

5.  Exterior  electrical  conduit  system 

5a.  Underground  electrical  cables  and  appurten- 
ances 

6.  Transformer  building 


Contractor  Value 

British  Electric  Plant  Company  40,250 
F.  H.  McGuigan,   transferred  to 

Norman  McLeod  673,000 
F.  H.  McGuigan,  transferred  to 

Norman  M.  McLeod  485,000 

F.  J.  Jago  Comj^any,  Limited  159,500 
Charles  Larin  1,250 

G.  M.  Gest  6,000 

Northern  Electric  Company,  Limited  12,500 

City  of  Montreal                '  6,000 


Approximate  total  value 


$1,383,500 


troubles.  The  progress  on  all  other  contracts  has 
been  quite  satisfactory  considering  the  many  impedr- 
ments  to  rapid  completion.  On  January  1st,  1916,  all 
work  is  so  far  completed  that  the  operation  of  the  plant 
is  only  prevented  by  the  lack  of  filter  sand  and  gravel. 
It  is  expected  that  this  very  important  item  of  the 
work  will  be  rushed  to  rapid  completion  during  the 
coming  season  and  that  before  the  end  of  the  year 
1916,  the  citizens  of  Montreal  will  at  last  reahze  their 
long  felt  need,  namely,  a  pure  and  wholesome  water 
supply. 

Need  of  Extensions  to  Filtration  Works 

In  1910,  when  the  design  of  the  filtration  works  was 
started,  the  amount  of  water  supplied  by  the  muni  - 
cipal waterworks  was  about  37  million  Imperial  gal- 


expected.  From  1910  to  1915  the  water  used  has  in- 
creased from  37  to  55  million  gallons  per  day,  and  the 
filtration  works  now  nearing  completion  will  l)e  re- 
(|uired  to  work  at  full  capacity  from  the  day  it  is  put 
into  service. 

The  need  for  immediate  action  to  provide  for  a 
daily  capacity  of  100  million  gallons  of  filtered  water 
is  so  apparent  that  the  city  will  undoubtedly,  in  the 
near  future,  let  contracts  for  the  extension  of  the  pre- 
sent filtration  works. 

The  filtration  works  and  other  waterworks  improve- 
ments are  being  carried  out  under  the  general  super- 
vision of  Messrs.  Paul  E.  Mercier,  Chief  Engineer  of 
Pu1)lic  Works,  and  T.  W.  Lesage,  Engineer  Superin- 
tendent of  Water  Works. 


Fig.  8  -  Final  Filter  Gallery. 


Ions  per  day.  'I'he  filtration  works  were  designed  for 
a  nominal  daily  capacity  of  50  million  gallons,  which 
was  one  and  one-third  times  the  daily  water  use  in 
]')]().  It  was  realized  at  the  time  that  extensions  to 
liie  fillers  would  be  required  in  a  few  years,  and  pro- 
visions in  the  designs  of  the  works  now  constructed 
all(jw  for  extensions  with  but  little  difficulty  and  with- 
out serious  disturbance  in  the  regular  operation  of  the 
])lant.  Annexations  of  adjoining  munici])alities  and  the 
large  extensions  of  the  city's  water  distribution  sys- 
tem have,  ho\ve\-cr,  been  nnich  more  ra])id  tli.'in  w;is 


Toronto  Builders'  Exchange 

At  the  annual  meeting  of  the  Toronto  Builders' 
Exchange,  held  on  January  17th,  the  following  officers 
were  elected: — President,  S.  R.  LIughes;  first  vice- 
president,  W.  E.  Dillon;  second  vice-president,  AValter 
Davidson  ;  treasurer,  John  Aldridge.  Elected  Direc- 
tors :  Fred  Armstrong,  Ed.  Gearing,  Geo.  Gander,  Chas. 
Bulley,  A.  D.  Grant  and  five  directors  still  to  be  ap- 
pointed. Mr.  Geo.  Oakley,  the  retiring  president,  stated 
in  his  report  that  the  new  form  of  contract  upon  which 
the  Exchange  had  been  working  for  the  past  two 
years,  had  been  adopted  and  was  now  being  used  by 
])ractically  every  architect  throughout  the  Dominion. 
Reference  was  also  made  to  the  work  of  the  Exchange 
in  connection  with  the  Workmen's  Compensation  Act. 
A  motion  was  adopted  requesting  memljers  to  forward 
a  carbon  copy  of  all  reports  of  accidents,  to  the  Sec- 
retary of  the  Exchange.  The  financial  report  showed 
a  good  balance.  Mr.  Arthur  E.  Flower,  Secretary  for 
the  past  three  years,  was  tendered  the  hearty  thanks 
of  the  retiring  officers  for  his  efficient  work  dur- 
ing 1915. 


A  paper  entitled  ""Studies  for  and  ICxperiments 
with  Mixtures  for  Winnipeg  Concrete  Aqueduct,"  by 
W.  G.  Chace  and  D.  L.  McLean  was  read  on  January 
6th,  1916,  before  the  Manitoba  branch  of  the  Can- 
adian Society  of  Civil  ICngineers.  This  paper  dealt 
with  the  methods  used  to  ensure  'water-tight  concrete 
for  the  Great  Winnipeg  Water  District  Aqueduct.  It 
will  ]>v  presented  to  the  Main  Society  for  publication 
at  a  later  date. 
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Construction  of  City  Pavements 

Methods  employed  by  different  Engineers  in  laying  Stone,  Brick,  Wood 
and  Bituminous  Pavements — The  importance  of  Maintenance  and  Repairs 

By  Geo.  W.  Tillson* 


So  much  has  been  said  in  recent  years  regarding- 
the  detailed  construction  of  diiferent  pavements  that 
it  does  not  seem  necessary  to  repeat  it  here.  It 
perhaps  would  be  of  more  interest  and  value  to  dis- 
cuss somewhat  in  detail  the  different  points  of  these 
pavements  concerning-  which  engineers  dift'er.  Much 
could  be  said  regarding  the  advisability  of  laying  cer- 
tain pavements  on  certain  streets  under  certain  con- 
ditions, but  these  points  are  pretty  well  understood 
as  a  general  proposition,  and  there  is  not  much  cpies- 
tion  as  to  which  material  should  be  laid  to  accomplish 
certain  results. 

Stone  Pavements 

Size  of  Blocks. — While  with  different  kinds  of 
stone  some  little  variation  might  be  made  in  the  per- 
missible size  of  blocks,  as  granite  is  the  kind  of  stone 
most  generally  in  use,  that  will  be  considered  here. 

It  seems  strange,  with  the  many  societies  for 
standardizing-  paving  specifications  and  the  close  in- 
terrelationship of  the  different  engineers  making  up 
these  societies,  that  at  the  present  time  the  different 
cities  belonging  to  these  organizations  should  not  use 
blocks  of  the  same  size.  For  instance,  take  the  cities 
of  New  York,  Philadelphia,  Boston  and  Chicago,  all 
of  which  have  had  members  in  these  various  societies. 
No  two  of  them  specify  granite  blocks  of  exactly  the 
same  size,  and  the  difference  between  them  is  so 
small  that  the  blocks  themselves  would  not  be  mater- 
ially diff'erent  if  any  one  specification  were  used.  But 
they  vary  a  quarter  of  an  inch  here  and  a  ciuarter  of 
an  inch  there,  just  enough  to  prevent  them  being- 
alike,  and  make  it  impossible  for  the  quarrymen  to 
manufacture  blocks  and  have  them  all  fulfil  the  speci- 
fications of  all  the  large  cities  using  them.  If  this 
diff'erence  in  size  is  so  small  that  it  does  not  make  any 
material  dift'erence  in  the  blocks  themselves,  it  may 
be  thought  that  there  is  no  necessity  for  uniformity  ; 
but,  as  has  been  intimated,  if  exactl)-  the  same  size 
can  be  used  in  the  different  cities,  the  granite  men  can 
make  up  blocks  during  the  winter  season  with  the 
knowledge  that  no  matter  if  Boston  does  not  use  as 
many  as  usual  during  the  following  season,  if  New 
"^'ork  uses  more,  there  will  be  just  as  good  sale  for 
them  as  if  the  usual  amount  were  used  in  both  cities. 
In  other  words,  if  ten  million  blocks  are  to.  be  used 
in  1916,  with  the  specifications  for  size  the  same  in 
the  principal  cities,  it  does  not  make  any  difference  to 
the  manufacturer  of  the  l)locks  just  where  thej^  are 
to  be  used.  This  is  important  to  the  consumers,  as 
they  are  often  obliged  to  wait  after  contracts  are  let 
for  the  delivery  of  blocks,  where,  if  the  stock  were 
on  hand,  they  could  be  obtained  without  delay. 

If,  for  instance,  the  sizes  of  the  blocks  could  be 
specified  as  3^2  to  5j/4  inches  wide,  .S  inches  deep,  and 
8  to  10  inches  long,  allowing  proper  variations,  they 
would  comply  with  the  requirements  of  the  different 
cities  as  to  service  and  would  be  much  more  satisfac- 
tory to  the  manufacturer,  and  thus  cheapen  the  price 
of  the  blocks. 

When  the  oblong  granite  blocks  were  first  used 
they  were  laid  on  a  sand  foundation  and  a  variation  of 

*  Consulting  Engrineer  Borough  of  Brooklyn,  New  York  City,  before 
Worcester  Good  Roads  Convention. 


1  inch  allowed  in  the  depth  ;  that  is,  they  were  ]km-- 
mitted  to  he  anywhere  from  7  to  8  inches  in  depth. 
When  concrete  was  substituted  for  sand  as  a  founda- 
tion, for  many  years  there  was  no  change  made  in  the 
(lei)th  of  the  block  itself,  and  it  is  only  quite  recently 
that  it  has  been  recognized  that,  as  the  actual  wear 
on  top  of  the  block  is  very  little,  a  block  5  inches  in 
depth,  or  even  4  inches  in  depth,  under  certain  condi- 
tions, would  be  just  as  good  as  a  7-inch  or  an  8-incli 
block. 

Joint  Filling. — The  old  l)locks  were  laid  with  a 
joint  of  at  least  •>4  inch  and  sometimes  1  inch  in 
width.  These  joints  were  filled  with  gravel  and  the 
interstices  in  the  gravel  filled  with  paving  pitch  com- 
posed of  100  pounds  of  coal  tar  pitch  and  20  pounds 
of  asphalt.  The  result  was  that  the  blocks  wore  off 
on  the  edges,  becoming  round  and  the  pavement 
rough,  before  the  blocks  themselves  had  suffered  any 
material  wear  as  to  depth.  With  the  smaller  blocks 
previously  referred  to,  it  is  possible  to  have  them  so 
dressed  without  much  extra  cost  that  they  "can  be  laid 
with  smaller  joints  and  a  more  satisfactory  filler  used. 
In  some  cases  Portland  cement  grout  has  been  used 
for  filler;  in  others,  coal  tar  pitch  or  some  asphaltic 
compound,  and  sometimes  a  mixture  of  coal  tar  pitch 
and  sand. 

Portland  Cement  Filler 

The  Portland  cement  filler  gives  a  very  smooth 
and  satisfactory  surface.  It  allows  the  blocks  to  be 
used  somewhat  rougher  on  the  sides,  as  the  grout, 
being  so  thin,  readily  runs  in  and  fills  up  all  small 
spaces.  It  makes  a  continuous  pavement,  both  long- 
itudinally and  laterally,  and  if  the  grouting  is  well 
done  it  probably  gives  a  pavement  that  will  stand 
more  actual  wear  than  that  of  any  other  filler.  On 
the  other  hand  it  makes  an  extremely  noisy  pave- 
ment. Noisiness  is  the  most  objectionable  feature  in 
a  granite  pavement.  The  Avheels  come  directly  upon 
the  blocks,  and,  as  a  vehicle  rolls  from  one  end  of  a 
street  to  the  other,  there  is  carried  along  with  it  a 
noise  and  a  reverberation  that  is  the  accumulation  of 
the  noise  from  the  different  blocks  transmitted 
through  the  cement  joints  to  the  next  blocks,  and  so 
on  until  it  is  lost  in  the  distance.  Also,  it  is  an  ex- 
tremely expensive  pavement  to  tear  up  for  the  pur- 
pose of  making  repairs  to  old  or  laying  new  subsurface 
work.  It  may  be  said  that  this  is  not  an  objection 
to  the  pavement  itself.  This  is  undoubtedly  true, 
but  it  must  be  recognized  that  openings  must  be  made 
in  pavements,  and  if  a  pavement  cannot  be  easily  and 
satisfactorily  restored  after  it  has  been  opened,  this 
fact  certainly  militates  against  the  pavement.  It  is 
extremel}'^  difficult,  especially  in  a  well-travelled 
street,  to  repair  cuts  and  keep  traffic  off'  the  new 
pavement  when  it  has  been  repaired  with  cement 
grouting  until  the  cement  has  set. 

With  a  pitch  filler  the  difficulty  is  to  get  a  material 
that  will  not  be  soft  enough  to  run  in  summer  weather 
or  hard  enough  to  be  brittle  and  crumble  in  cold 
weather.  A  proper  combination  can  and  undoubtedly 
will  be  worked  out  to  meet  this  objection,  except  in 
most  extreme  climates.  The  combination  of  pitch  and 
sand  was  probably  first  used  in  Liverpool,  and  this 
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i^ivos  a  much  touoher  mixture  than^when  the  pitch 
is  used  alone.  This  com1)ination  has  been  used  to 
some  extent  in  this  country,  and.  in  the  opinion  of 
the  writer,  v.-ill  prove  a  success. 

Cushion- — When  the  concrete  base  first  came  into 
general  use,  with  the  blocks  7  and  8  inches  deep,  it 
was  necessary  to  have  at  least  2  inches  of  sand  on 
the  surface  of  the  concrete  as  a  cushion  for  the  blocks, 
so  that  an  8-inch  block  would  have  at  least  1  inch 
underneath  and  the  blocks  would  be  firm  and  have  a 
solid  bearing-  and  consequently  not  have  undue  pres- 
sure from  the  traffic  ;  but  when  the  smaller  blocks  are 
used,  with  a  variation  of  inch  only  in  depth,  it  is 
not  necessary  to  have  so  great  a  depth,  and  the  least 
amount  that  will  give  the  block  a  resilient  cushion  is 
all  that  is  desirable.  This,  with  the  new  blocks, 
should  not  be  more  than  •}4  of  an  inch,  or,  at  the  out- 
side, 1  inch  in  depth. 

Practically  all  stone  blocks  laid  up  to  the  present 
time  have  been  laid  on  a  sand  cushion.  There  is. 
however,  at  the  present  time  a  discussion  going  on  to 
a  certain  extent  in  the  technical  press  and  among 
engineers  as  to  the  advisability  of  using  a  mortar  bed 
for  stone  blocks.  If  this  be  done,  the  whole  pave- 
ment, including  the  foundation,  will  be  practically  one 
piece  of  masonry  construction  and  extremely  solid,  so 
solid  in  fact  that  the  wear  under  traffic  will  be  more 
than  if  it  were  resilient.  If  the  pavement  itself  has  a 
cement  filler,  and  so  becomes  a  monolith,  this  objec- 
tion is  not  so  great,  but  the  more  solid  a  stone  pave- 
ment is  the  more  noisy  will  it  be  and  the  greater  its 
wear. 

If  a  cheap  cushion  could  be  made  of  some  resilient 
material,  say  a  combination  of  certain  bitumens  with 
sand  or  stone,  the  writer  thinks  it  would  be  much  more 
satisfactory  than  a  mortar  bed.  As  has  been  said, 
the  greatest  objection  to  a  granite  pavement  is  its 
noisiness,  and  if  each  individual  block  can  be  segre- 
gated so  that  a  resilient  substance  will  separate  it 
from  every  other  block  or  the  foundation  itself,  a  pave- 
ment the  least  noisy  of  all  can  be  obtained.  If,  for 
instance,  stone  blocks  could  rest  on  an  India  rubber 
cushion  with  the  spaces  between  the  blocks  filled  with 
India  rubber,  the  pavement  would  be  resilient,  as 
quiet  as  possible,  and,  on  account  of  its  resiliency, 
show  the  least  wear  under  traffic.  While  it  is  un- 
doubtedly impossible  to  obtain  such  a  condition,  it 
can  be  approached  by  filling  the  joints  and  the  spaces 
under  the  blocks  with  some  bituminous  material  that 
will  have  as  many  as  possible  of  the  qualities  of  India 
rubber. 

Brick  Pavements 

There  is  very  little  difference  in  the  opinions  of 
engineers  as  regards  the  construction  of  brick  pave- 
ments. All  the  arguments  made  regarding  the  dif- 
ferent practices  of  construction  of  a  stone  pavement 
will  apply  to  a  great  extent  to  the  brick.  There  will 
undoubtedly  always  be  advocates  of  cement  as  well 
as  bituminous  joints  for  brick  pavements,  and  re- 
cently there  has  been  the  same  discussion  about  the 
cushion  as  referred  to  for  the  stone.  The  writer  feels, 
however,  that  the  conclusions  with  regard  to  stone 
paA'cments  will  hold  good  as  to  brick,  and  believes 
that  a  better  result  will  be  obtained  witli  tiie  sand 
cushiTjn  than  with  the  mortar  bed. 

'i'hc  ])rincipal  argument  against  the  sand  cushion 
seems  to  l)c  tliat  it  is  liable  to  wasli  out  from  under 
the  blocks,  thus  causing  a  settlement  in  the  pavement. 
Tiic  writer  feels  that  the  chance  of  this  is  very  small 
and  that  it  need  nf)t  be  considered. 


Wood  Pavement 

It  is  here  that  there  is  probably  more  disparity  in 
the  ideas  and  practices  of  the  engineers  than  in  any 
other  kind  of  pavement.  This  is  true  l)ecause  treated 
wood  block  pavement  is  a  complicated  structure,  and 
it  has  been  in  use  a  shorter  time  than  the  other 
standard  pavements.  In  the  early  wood  pavements 
the  blocks  were  untreated,  and  for  that  reason  it  was 
thought  impossible  for  many  years  to  lay  a  wood 
pavement  that  would  be  satisfactory.  But  the  treated 
wood  pavements  of  Europe  showed  that  properl}^  pre- 
pared wood  was  a  good  paving  material,  and  conse- 
quently the  industry  sprang  up  in  this  countr3^ 

The  first  thing  so  consider  is  the  character  of  the 
wood  itself.  It  is  generally  recognized  that  long  leaf 
yellow  pine  is  the  best  material.  This,  however,  is 
an  expensive  wood  and  obtained  only  in  certain  sec- 
tions of  the  country,  and  if  other  w^oods  that  are  more 
general  in  their  growth  can  be  used  after  proper 
treatment  and  under  certain  conditions,  the  cost  of 
the  pavement  will  be  very  materially  reduced.  The 
Government  has  been  making  experiments  to  deter- 
mine this,  and  it  is  hoped  that  a  satisfactory  solution 
will  be  reached. 

There  is  very  little  disagreement  regarding  the 
size  of  the  block. s  They  are  generally  3  or  4  inches 
in  width  and  3^  to  4  inches  deep,  and  average  about 
8  inches  long. 

Treatment  of  Blocks 

The  treatment  of  the  blocks,  however,  is  the  most 
important.  Blocks  have  been  treated  with  what  is 
known  as  the  zinc  process,  and  the  writer  saw  some  in 
Brussels,  in  1913,  being  laid  on  the  Waterloo  Boule- 
vard that  had  been  treated  with  sulphate  of  copper, 
but  to  a  very  slight  extent.  In  this  country,  and 
probably  in  Europe  as  well,  it  is  generally  considered 
that  the  best  preservative  is  creosote  oil.  Creosote 
oil  is  now  manufactured  from  both  coal  tar  and  water 
gas  tar;  the  former  material  has  been  used  to  the 
greatest  extent  and  has  given  satisfactory  results.  The 
proponents  of  the  use  of  the  latter  contend  that  it  is 
as  good  as  the  coal  tar  oil.  The  experience  with  the 
water  gas  oil,  however,  at  the  present  time  has  not 
been  such,  in  the  judgment  c^f  most  engineers,  to  make 
this  conclusion  positive.  Experiments  should  be 
carried  out  to  demonstrate  the  usefulness  of  the  water 
gas  oil,  as  wherever  possible  the  greatest  competition 
should  be  allowed  to  all  materials.  If  the  oil  from 
the  water  gas  tar  is  as  good  a  preservative  as  that 
made  from  the  coal  gas  tar,  it  should  be  known  and 
used  in  open  competition  with  the  coal  gas  tar  oil. 

Whatever  oil  is  used  there  is  always  the  question 
of  its  character  and  the  amount  to  be  used  per  cubic 
foot  of  wood.  As  regards  the  character,  the  principal 
difference  has  been  as  to  the  specific  gravit}-.  Cer- 
tain j)eople  claim  that  an  oil  of  a  gravity  of  practically 
1.03  should  be  used,  and  others  an  oil  of  at  least  1.08 
and  preferably  1.10.  The  ad\'ocates  of  the  lighter  oil 
contend  that  it  is  less  expensive,  and  that  on  account 
of  its  lower  specific  gravity  it  will  jienetrate  more 
freely  into  the  pores  of  the  wood  and  thus  give  a  more 
uniform  treatment.  The  advocates  of  the  heavy  oil, 
however,  claim  that  with  proper  methods  of  treatment 
the  blocks  can  l^e  thoroughly  im])rcgnated  with  the 
heavy  oil  and  that,  because  its  specific  gravity  is 
greater,  it  will  be  retained  in  the  l)lock  for  a  much 
longer  period  of  time  and  so  prolong  the  life  of  the 
block  correspondingly. 

It  must  be  understood  in  this  connection  tliat  the 
object  of  the  treatment  is  not  onl\-  to  |)rescr\c  the 
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l^locks  from  decay  but  also  to  increase  their  stability 
as  to  size,  so  that  they  will  not  expand  in  wet  weather, 
thus  causing  bulging  of  the  pavement,  or  shrink  in 
dry  weather,  thus  causing  the  blocks  to  become  loose. 
The  writer  has  always  believed  that  the  life  of  a  wood 
pavement  in  most  American  cities  will  depend  upon 
the  length  of  time  that  the  blocks  will  last  without 
decay ;  in  other  words,  that  it  will  rot  out  before  it 
will  wear  out,  and  the  treatment  that  will  for  the 
longest  time  prevent  the  Ijlock  from  decaying  will  be 
correspondingl}'  valuable. 

A  piece  of  wood  pavement  taken  up  in  Brooklyn 
after  it  had  been  in  use  for  eleven  years,  on  a  fairly 
heavy  trafific  street,  showed  a  wear  of  only  one- 
(|uarter  of  an  inch;  so  that,  assuming  that  the  blocks 
could  stand  a  wear  of  one  inch  before  becoming  too 
rough  for  use  and  that  the  blocks  would  not  decay, 
that  pavement  would  have  a  life  of  44  years.  It 
would  seem  to  the  writer  that  an  oil  of  heavy  gravity 
would  preserve  the  blocks  for  a  longer  time  than  one 
that  was  lighter. 

The  same  argument  would  seem  to  hold  good  as 
regards  the  amount  of  treatment  to  be  used.  In 
Europe  the  general  practice  is  to  use  about  10  pounds 
of  oil  per  cubic  foot.  There,  however,  as  a  rule  the 
pavements  wear  out  ])efore  they  rot  out,  on  account  of 
the  much  heavier  traffic  that  comes  upon  them.  In 
Paris  and  London  wood  is  laid  on  the  heavy  traffic 
streets.  One  reason  for  this  is  because  the  pavement 
is  so  nearly  noiseless. 

How  Much  Oil? 

The  early  practice  in  this  country  was  to  use  20 
])ounds  of  oil  per  cubic  foot.  This  practice  to  a 
number  of  people  has  seemed  to  be  excessive,  and  the- 
(|uantity  has  been  reduced  to  16  pounds  and  sometimes 
to  14  pounds  per  cubic  foot.  If  16  pounds  is  suffi- 
cient, it  is  a  waste  of  money  to  use  20  pounds,  but  if 
20  pounds  Avill  prolong  the  life  of  the  pavement  more 
than  sufficiently  to  pay  for  the  extra  cost  of  the  4 
pounds  per  cubic  foot  it  should  be  used.  It  will  un- 
doubtedly take  some  time  to  demonstrate  what  is  the 
proper  amount  under  dif¥erent  conditions.  It  can  be 
said,  however,  as  a  general  principle,  that  the  heavy 
traffic  streets  will  not  require  as  much  treatment  per 
cubic  foot  as  the  light  traffic  streets. 

It  is  also  argued  against  the  larger  amount  of  oil 
that  the  pavements  are  more  liable  to  "bleed",  that  is 
to  cause  the  treatment  to  exude  upon  the  surface  of 
the  street,  than  if  the  smaller  quantity  is  used. 

Joint  Filling. — There  is  also  considerable  variation 
in  the  use  of  joint  filling,  the  materials  being  cemeni 
grout,  pitch,  and  sand.  The  same  arguments  can  be 
used  as  regards  the  filling  as  with  the  stone  blocks 
generally,  except  that  sand  is  not  considered  permis- 
sible under  any  conditions  in  stone  or  brick  pave- 
ments. The  idea  is  to  protect,  by  the  filler,  the  edges 
of  the  stone  or  brick  from  undue  wear.  As  the  edges 
of  the  wood  blocks  are  smaller  than  in  either  stone  or 
brick,  and  as  the  wood  is  tougher  than  the  stone  or 
])rick,  this  joint  is  not  so  important. 

The  Use  of  Pitch 

One  argument  against  the  use  of  pitch  is  that  when 
the  blocks  expand  the  pitch  is  apt  to  be  crowded  out 
tipon  the  surface  of  the  street,  thus  adding  to  the 
nuisance  of  the  ])leeding,  but,  on  the  other  hand,  it  is 
urged  that  when  i)itch  is  in  each  joint,  these  joints 
each  iK'come  an  expansion  jt)int  and  so  lessen  the 
liability  of  the  bulging  of  the  pavement.  Where 
there  is  a  reasonable  amount  of  traffic  the  writer  be- 


lieves that  the  I)est  results  will  be  obtained  by  the  use 
of  fine,  dry  sand. 

Cushion. — Two  kinds  of  cushion  have  been  in  use 
in  wood  pavement,  one  a  mortar  bed  consisting  of- one 
])art  of  cement  to  three  or  four  parts  of  sand,  and  the 
other  of  sand.  The  objection  to  the  mortar  bed  for 
wood  blocks  is  less  than  for  stone  or  brick,  because 
the  wood  itself  is  a  resilient  material,  so  even  if  the 
bed  is  solid,  it  does  not  present  a  solid  construction. 
The  writer  believes  that  a  smoother  surface  can  be 
maintained  with  a  mortar  bed  than  with  the  .sand 
cushion.  In  Europe  the  blocks  are  laid  directly  upon 
the  concrete  foundation.  This,  however,  necessitates 
the  concrete  having  .so  smooth  a  surface  that  the 
blocks  will  bear  evenly  upon  it.  As  gravel  is  used 
in  Europe  almost  entirely  for  the  concrete  foundation 
for  pavements,  this  result  is  more  easil}'  obtainable 
than  it  would  be  with  the  broken  stone  in  this  coun- 
try. It  would  entail  considerable  expense  to  have  the 
concrete  foundation  struck  to  the  smooth  surface  that 
would  be  necessary  if  no  cushion  were  used,  and  it 
would  seem  that  almost  the  same  results  can  be  ob- 
tained by  the  mortar  bed.  .  Sometimes,  however,  in 
Europe  a  coat  of  bitumen  is  spread  over  the  concrete 
before  the  blocks  are  laid.  This,  however,  is  for  the 
purpose  of  keeping  moisture  out  of  the  bottom  of 
the  blocks  rather  than  to  serve  as  a  cushion  for  the 
blocks  themselves,  as  it  is  not  sufficiently  thick  to 
serve  as  a  cushion. 

Bituminous  Pavements 

While  some  years  ago  coal  tar  was  used  to  quite 
an  extent  in  bituminous  pavements,  and  is  now  to  a 
less  degree,  the  principal  bituminous  pavements  are 
l)eing  laid  with  asphalt. 

Sheet  Asphalt. — When  sheet  asphalt  pavements 
were  first  constructed  they  were  laid  in  two  courses — 
a  half-inch  course  laid  first  upon  the  base  and  rolled, 
and  the  wearing  surface  laid  upon  that.  This  was 
not  successful,  and  what  was  known  as  the  binder 
course  was  substituted  for  the  cushion  coat.  This 
consisted  of  broken  stone  ranging  in  size  from  1  inch 
downward,  mixed  with  asphalt,  the  stone  being  en- 
tirely free  from  dust.  This  was  used  for  a  number 
of  years  but  under  heavy  traffic  the  wearing  surface 
was  driven  down  into  the  interstices  of  the  broken 
stone  so  that  the  surface  became  somewhat  roiigh.  To 
obviate  that,  what  is  known  as  the  close  binder  was 
laid.  A  certain  amount  of  dust  was  allowed  in  the 
stone,  and,  where  necessary  sand  was  mixed  with  it  so 
that  the  interstices  in  the  stone  should  be  practically 
all  filled,  thus  preventing  any  spaces  being  left  for  the 
wearing  surface  to  be  crowded  into.  This  has  been 
in  use  for  some  years  and  is  successful  for  heavy 
traffic  streets.  The  danger  in  its  use  is  that  it  ma}" 
become  so  smooth  that  the  wearing  surface  will  not 
form  a  close  bond  with  it. 

Asphalt  pavements  have  l)een  practically  standard- 
ized, the  most  important  object  being  the  asphalt  it- 
self. In  the  early  days  it  was  considered  that  onl\- 
the  natural  asphalts  were  suitable  for  ])a\ements,  but 
as  the  industry  expanded  the  chemists  ol^tained  .i 
greater  knowledge  of  the  material,  so  that  now  it  i^ 
possible  to  write  a  specification  for  asy)halt  that  is 
practically  sure  of  obtaining  good  material,  and  most 
cities  receive  bids  on  definite  specifications  for  asphalt 
without  regard  to  its  source. 

In  this  connection  it  might  be  said  that  there  is 
some  discussion  as  to  the  advisabilit\-  of  remo\  ing  the 
guarantee  from  asphalt  pavements.  When  asjihah 
])avements  were  first  introduced,  in  order  to  ha\  e  the 
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people  k-no\v  that  there  shcnild  l)e  no  additional  ex- 
pense to  maintain  the  pavement  for  a  certain  period, 
the  contractors  gnaranteed  to  keep  the  pavement  in 
good  repair  for  five  years  without  any  extra  expense. 
This  period  of  five  years  was  arbitrary,  but  has  gen- 
erally been  continued.  ^  With  the  knowledge  of 
asphalt  that  has  been  obtained  at  the  present  time  it 
does  seem  proper  to  consider  the  advisability  of  it. 
although  the  writer  would  not  advocate  the  abolition 
of  the  guarantee  just  now. 

Asphalt  Block  Pavement. — This  pavement  has 
practically  been  standardized,  both  in  the  construction 
of  the  block  and  in  the  laying.  The  blocks  have  been 
reduced  in  size  materially  from  the  early  construction 
and  improved  very  much  in  quality  on  account  of  the 
changes  in  the  bitumens.  The  early  blocks  were 
more  brittle  than  the  ones  used  at  present,  and  conse- 
quently crumbled  somewhat  under  traffic. 

The  blocks  are  laid  on  a  mortar  bed  placed  upon 
the  concrete  foundation,  and,  as  the  blocks  themselves 
are  resilient,  it  seems  proper  that  they  should  be  laid 
on  a  solid  base.  The  object  of  the  mortar  bed  is  of 
course  the  same  as  with  the  wood — to  give  the  blocks 
a  firm  and  even  bearing. 

Bitulithic  Pavement. — Another  form  of  bituminous 
pavement  is  what  is  known  as  "])itulithic"  or  "War- 
renite",  a  patented  pavement  that  has  come  into  use 
during  the  last  ten  or  fifteen  years  and  has  been  very 
satisfactory.  It  is  somewhat  of  the  same  nature  as 
the  sheet  asphalt  pavement,  except  that  the  aggregate 
consists  of  stones  of  about  one  inch  in  diameter  graded 
down  to  dust  in  a  predetermined  way  so  that  the 
\oids  shall  not  exceed  20  per  cent.  This  pavement 
has  been  used  much  more  largely  than  any  other  kind 
of  bitimiinous  pavement  except  the  sheet  as])halt.  Tt 
has  been  used  to  a  great  extent  for  resurfacing  roads 
that  had  been  improved  with  waterbound  macadam. 

Maintenance  and  Repairs 

The  American  ])eople  have  never  appreciated  the 
imi)ortance  of  keeping  street  pavements  in  good  re- 
])air.  The  same  statement  is  true  of  almost  all  public 
work.  They  have  had  too  much  the  idea  that  a 
structure  once  completed  needs  no  further  attention. 
As  a  matter  of  fact  all  structures  need  constant  care 
and  repairs.  This  is  especially  true  of  street  pave- 
ments. ■  In  fact,  no  city  should  contemplate  the  build- 
ing of  street  pavements  unless  they  also  propose  to 
keep  them  in  good  repair.  Just  what  it  will  cost  to  do 
this  is  uncertain.  American  cities,  in  the  first  place, 
have  not  kept  their  streets  in  good  condition,  but  have 
spent  what  money  they  have  had  in  making  repairs. 
Then,  too,  what  money  has  been  spent  has  not  been 
accounted  for  in  a  way  that  the  cost  of  each  street  can 
be  known.  The  standard  of  good  repairs  is  also 
dififerent  in  dif¥erent  cities,  and  the  cost  of  repairing 
streets  will  vary  in  accordance  with  that  standard,  as 
the  better  repair  a  street  is  kept  in  the  less  it  will  cost. 
This  statement  assumes  that  all  of  the  streets  will  be 
kept  in  good  condition,  and  not  a  few,  so  that  traffic 
will  distribute  itself  naturally  over  the  shortest  and 
easiest  routes,  rather  than  those  which  are  the  best 
paved.  It  also  makes  a  great  difi'erencc  if  the  streets 
of  a  city  are  pa\ed  with  tlic  proper  material.  It  is 
manik'st  that  if  a  lica\\-  traffic  street  is  i)a\cd  with 
asphalt  the  repairs  will  be  uincli  greater  than  if  it  is 
paved  with  granite,  and  if  residential  sti-eet  is  ])a\  e(l 
with  granite  the  repairs  will  \)v  ])rarlicall\  nothing 
ff)r  a  long  time.  If.  for  instance,  half  of  tlie  streets 
(J  a  city  that  should  be  paxfd  with  stonr  are  paved 
with  asphalt,  the  total  cost  of  keeping  the  asi)halt 


pavements  of  that  city  in  repair  will  be  much  more 
than  if  only  those  are  paved  with  asphalt  that  should 
be  so  paved. 

The  question,  too,  of  paying  for  pavements  will 
ha\-e  some  bearing  upon  repairs.  In  most,  if  not  all, 
of  the  New  England  cities,  pavements,  both  original 
and  repaving  work,  are  paid  for  out  of  the  general 
fund  of  the  city,  while  in  New  York  the  original  pave- 
ment, and  in  most  Western  cities  all  pavements,  are 
paid  for  by  assessment  upon  the  property  owners.  As 
has  been  intimated,  the  proper  function  of  a  city,  as 
regards  pavements,  is  not  to  pave  the  streets  once, 
but  to  keep  them  paved,  and  the  word  "maintenance", 
as  distinguished  from  "repairs",  means  the  continuity 
of  a  pavement  on  a  street,  while  "repairs"  means 
simply  the  work  necessary  to  be  done  to  keep  the 
pavement  in  good  condition  from  year  to  year.  Main- 
tenance is  the  more  comprehensive  word  and  in  this 
particular  instance  the  greater  includes  the  less. 

In  order  to  maintain  the  streets  of  a  city  in  good 
condition  and  in  an  economical  way  there  should  be 
established  what  is  known  as  a  street  improvement 
fund,  a  fund  that  should  be  continuously  carried  over 
from  year  to  year,  so  that  money  saved  in  one  year 
would  be  available  the  next.  This,  it  seems  to  the 
writer,  is  so  important  that  every  city  should  have  the 
right  to  lev}'  a  tax  of  a  certain  amount  each  year  for 
the  maintenance  of  pavements,  in  the  same  way  as 
many  cities  have  the  power  to  levy  a  tax  for  school 
purposes.  The  condition  of  the  street  is  extremely 
important  in  every  well  regulated  city,  and  the  city 
officials  should  have  funds  provided  in  sufficient 
amount  to  keep  them  in  good  condition.  It  is  im- 
])ortant  that  the  fund  should  be  continuous  from  year 
to  vear  in  order  that  the  streets  be  considered  as  a 
whole,  making  it  possible  to  use  the  mone}'  independ- 
ently, expending  a  large  or  a  small  sum  as  may  be 
necessar}'  on  an}'  particular  street  to  continue  the 
pa^■ement.  WHien  repairs  are  paid  for  out  of  one  fund 
and  repaving  out  of  another  this  is  not  always  possible. 
While  it  might  not  be  practicable  to  adapt  this  prin- 
ciple to  the  needs  of  cities  where  work  is  done  out  of 
sepai"ate  fimds,  still  if  the  principle  be  recognized  a 
great  deal  of  benefit  may  be  derived  from  it  e\'en  under 
ad\  erse  conditions. 


Operating  45  Plants 

The  Dunn  Wire-Cut  Lug  llrick  Company  of  Con- 
ncaut.  Ohio,  has  had  two  ]:>rominent  additions  to  its 
family  of  licensees,  the  Burton-Townsend  Company, 
of  Zanesville,  O.,  with  two  ])lants  and  a  present  daily 
capacity  of  160,000  pavers,  and  The  Trimble  Paving 
Brick  Company  of  Dayton,  C).,  with  one  ])lant  at 
1'rimble,  O.,  and  another  at  Gloucester,  O.  These 
two  companies  are  among  the  largest  and  "most  pros- 
])erous  in  Ohio.  In  addition,  the  Deckman-Duty 
lirick  Com])any  of  Clcx  eland,  (^.,  another  Dunn  licen- 
see, has  cons<didated  with  the  Wooster  Shale  Brick 
Conii)anv  of  Wooster.  (  ).,  under  the  name  ol  the  Medal 
l'a\ing  lirick  Company.  This  adds  one  more  ])lant 
to  the  three  which  tlie  Deckman-Duty  company 
owned — one  at  Clex  eland,  (  ).,  one  at  Carrollton,  O., 
one  at  Malvern,  ( ).  These  accessions  gi\-e  the  Dunn 
conipanv  28  licensees,  operating  4.^  plants. 

The  Thonii)son  Starrett  C"o.,  who  ha\e  the  general 
contract  for  the  erection  of  the  Imperial  ()il  Company's 
new  building  ;it  Church  and  Coin't  Streets,  ha\'e 
ol)encd  an  office  at  room  ^)14  h.xcclsior  Life  lluilding, 
T(  )r(  )nto. 
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Progress    on    Rogers    Pass  Tunnel 

Speed  the  main  factor  due  to  the  enormous  expense  involved  and  the  increasing 
demand  by  the  enlarged  railway  traffic— Methods  employed — Record  speed  attained 

By  J.  G.  Sullivan* 

On  December  20th,  the  east  and  west  headings  of 
the  Rogers  Pass  tunnel,  the  new  five-mile  double- 
tracked  tunnel  of  the  Canadian  Pacific  Railway,  were 
joined.  The  construction  of  this  tunnel  through  Mount 
Macdonald,  in  the  Selkirk  Mountains,  lowers  the  pre- 
sent high-level  summit  of  the  railway  grade  552  feet, 
shortens  the  distance  by  4.3  miles,  eliminates  some 
2300  degs.  or  2400  degs.  of  curvature,  and  avoids  the 
expense  and  danger  of  maintaining  and  operating  4.5 
miles  of  snow  sheds. 

In  order  that  the  plan  adopted  in  the  construction 
of  this  tunnel  may  be  properly  understood,  it  is  thought 
advisable  to  go  somewhat  into  the  history  of  the  case. 
During  the  period  from  1910  to  1913  the  traffic  on  the 
C.  P.  R.  was  increasing  so  rapidly  that  it  was  self- 
evident  that,  to  be  able  to  handle  this  traffic  if  the 
rate  of  increase  continued,  the  road  would  have  to  be 
double  tracked,  in  fact  a  very  prominent  consulting 
engineer  who  reported  favorably  on  the  recommenda- 
tion of  the  construction  of  this  tunnel,  suggested  fur- 


the  work.  I  would  be  glad  if  you  would  give  us  prices 
on  the  European  method  of  tunnelling,  which  is  to 
drive  a  very  small  heading  and  take  out  the  bench, 
working  from  several  headings  into  this  small  drift. 
Tunnels  in  Europe  have  been  driven  by  this  method 
at  two  or  three  times  the  speed  that  any  tunnel  was 
driven  in  the  United  States  or  Canada,  and  I  would 
like  to  be  able  to  place  before  the  management  figures 
for  doing  this  work  according  to  this  method.  I  wouhl 
be  glad  if  you  would  state  in  your  proposal  the  amount 
])er  day  that  you  would  be  willing  to  have  inserted  in 
a  contract  to  be  paid  as  a  bonus  for  time  saved  over 
the  agreed  time,  the  same  amount  to  be  exacted  as  a 
penalty  for  the  time  lost,  being  the  time  between  the 
fixed  day  of  completion  and  the  actual  date  of  comple- 
tion. We  are  of  the  opinion  that  this  sum  should  be 
about  '^750  per  day." 

The  writer,  however,  was  aware  that  at  this  time, 
the  chances  of  American  contractors  tendering  a  rea- 
sonable figure  on  the  European  methods  were  very 


steam  Shovel  averages  50  ft.  a  d 

ther  that  it  might  be  necessary  to  double  track  the 
present  line  over  this  mountain,  gauntleting  the  heavy 
bridges,  to  handle  the  traffic  during  the  time  that 
might  be  required  to  construct  this  tunnel.  The  writer 
knew  that  tunnels  in  Europe  had  been  driven  at  a 
rate  two  or  three  times  as  fast  as  any  long  tunnel 
had  ever  been  driven  on  this  continent,  and  in  a  super- 
ficial way  had  an  idea  of  the  methods  employed.  In 
a  circular  letter  sent  out  to  contractors  dated  April  S, 
1913,  the  following  statements  appeared: 

"The  necessity  for  this  tunnel  is  so  great  and  the 
exj^enditure  so  large  that  it  would  be  worth  consider- 
able money  to  this  company  to  have  the  tunnel  com- 
pleted as  soon  as  possible.  Therefore,  everything  else 
being  equal,  the  party  who  will  guarantee  ccnipletiini 
in  the  shortest  time  will  be  the  party  who  will  rcccn  c 

*  Chief  Engineer  C.  P.  R.,  Winnipeg.- From  a  paper  before  Montreal 
Branch  C.S.C.  E. 


in  enlarging  Rogers  Pass  Tunnel 

remote,  in  fact,  after  having  studied  some  of  the  prices 
paid  for  labor  in  some  of  the  large  Swiss  and  Italian 
tunnels  we  were  forced  to  the  conclusion  that  theirs 
was  not  a  jjracticable  method  for  this  country,  where 
labor  is  so  expensive.  On  March  15,  1913,  the  writer 
reported  to  the  management  his  ideas  on  this  subject. 
To  c|uote  from  the  report : 

"Referring  to  the  progress  that  we  hope  to  make 
in  the  driving  of  Rogers  Pass  Tunnel,  1  advised  you 
in  my  report  of  October  22  regarding  the  relative 
speeds  of  driving  tunnels  on  the  American  Continent 
compared  with  those  that  have  been  driven  through 
the  jVlps.  I  have  given  the  matter  considerable  study 
since,  and  have  come  to  the  conclusion  that  the  Euro- 
pean method  of  driving  a  small  lower  heading  and  stop- 
ing  (lut  the  remainder  of  the  tunnel  is  too  expensive 
iiu  tliis  side  on  account  of  the  difference  in  the  cost  oi 
labor.   I  have  been  thinking  out  and  studying  methods 


84 


THE   CONTRACT  RECORD 


January  30,  191G 


that  would  tend  to  expedite  this  work.  I  first  thought 
of  driving  a  heading  in  the  centre  of  the  tunnel  about 
9  feet  by  12  feet  and  keeping  this  heading  close  to  the 
bench,  carrying  the  air  pipes  over  the  muck  in  front 
of  the  steam  shovel  and  into  this  -heading.  I  still  be- 
lieve that  this  method  in  rock  that  will  stand  is  better 
than  an  upper  heading.  <  Mr.  A.  C.  Dennis,  however. 


Main  Heading  Rogers  Pass  Tunnel— steam  Shovel  on  standard  gauge  track 

at  work 

suggested  driving  a  ])ioneer  tunnel  and  taking  out  an 
upper  heading  through  shafts  into  this  tunnel,  taking 
out  the  rest  of  the  bench  with  steam  shovels.  1  point- 
ed out  to  him  that  this  was  impracticable  for  the  rea- 
son that  from  an  upper  heading  you  cannot  drill  to 
the  bottom  of  the  tunnel,  and  therefore  would  have  to 
clean  up  all  the  muck  in  the  bench  before  you  could 
put  in  a  round  of  breast  holes  to  break  more  rock.  I 
have 'now  made  plans  showing  a  combination  of  my 
ideas  and  Mr.  Dennis',  which,  I  think,  is  well  worth 
studying.  The  plan  is  to  drive  a  small  working  pioneer 
tunnel  8  feet  by  8  feet  underneath  the  main  tunnel.  I 
am  sending  you  this  for  your  information,  and  further, 
if  this  method  should  be  adopted,  that  Mr.  A.  C.  Dennis 
may  have  the  i)roper  credit  for  first  suggesting  a  pi- 
oneer tunnel." 

The  principles  that  have  been  carried  out  in  the 
construction  of  the  tunnel  are,  that  a  pioneer  tunnel 
is  driven  entirely  (Uitside  the  regular  section  of  the 
tunnel,  and  a  centre  heading  is  driven  in  the  centre 
of  the  main  tunnel.  The  function  of  the  pioneer  tun- 
nel is  to  provide  a  means  of  transporting  the  material 
from  the  hqading  to  a  point  back  of  where  the  enlarge- 
ment of  the  tunnel  takes  place,  also  to  provide  for  the 
carrying  of  high  jM'essure  air  ])ipes,  water  pipes,  ven- 
tilating, suction  ])i])es,  etc.  In  other  words,  to  ])rovide 
a  means  so  that  the  shocjting  at  any  point  in  the  tun- 
nel will  not  interfere  with  operations  at  other  points. 
The  idea  of  carrying  the  drills  on  a  horizontal  shaft 
held  in  ])lace  by  heavy  jacks  was  to  enable  these  shafts 
and  drills  to  be  carried  on  narrow  gauge  tracks  and 
moved  backwards  and  forwards  as  required,  having  in 
mind  that  heavy  drills,  as  have  been  used  in  the  past, 
would  _bc  ref|uired.  As  a  matter  of  fact,  the  Leyner 
drills  used  are  so  light  that  one  man  can  handle  the 
drill.  The  result  has  been  that  all  drilling  in  the  en- 
kirgenieiil  has  been  dene  fi'oni  \ertical  sh.'ifts. 

The  ])ioneer  tunnel  at  the  east  C'lid  is  located  50 
feet  to  the  north  of  the  centre  line  of  the  main  tunnel, 


and  the  pioneer  tunnel  at  the  west  end  is  50  feet  south 
of  the  centre  line  of  the  main  tunnel.  The  mode  of 
operation  is  as  follows: — the  drilling  in  the  small  head- 
ings is  done  in  the  usual  manner,  using  in  general 
Leyner  drills,  making  an  advance  of  6  or  7  feet  for 
each  round  of  holes.  The  muck  is  shovelled  by  hand 
from  steel  plates  into  half  yard  cars  and  hauled  back, 
either  by  a  mule  or  small  compressed  air  locomotives, 
the  latter  being  used  after  the  haul  got  to  be  a  consider- 
able distance.  The  muck  from  the  headings  is  carried 
out  through  cross-cuts  into  the  pioneer  tunnel,  where 
it  is  carried  back  to  a  cross-cut,  and  there  carried  out 
on  a  trestle  over  the  standard  gauge  tracks  in  the  main 
tunnel  and  dumped  into  standard  gauge  cars,  from 
which  point  it  is  removed  to  the  fills  in  a  similar  man- 
ner to  the  mtick  loaded  by  steam  shovels  in  the  en- 
largement. The  muck  from  the  heading  on  the  west 
end  in  a  similar  manner  goes  into  the  ])ioneer  tunnel 
at  a  cross-cut,  crosses  back  to  the  main  tunnel  in  a 
cross-cut,  where  it  is  dumped  into  standard  gauge  cars. 
In  the  enlargement  of  the  main  tmmel  the  drilling  is 
done  well  ahead  of  the  shooting.  At  first  the  radial 
holes  were  drilled  at  right  angles  to  the  axis  of  the 
tunnel.  This  did  not  give  the  best  results,  and  it  was 
changed  to  a  drilling  showing  an  inclination  of  about 
one  in  four  away  from  the  direction  in  which  the  tun- 
nel is  being  driven.  The  muck  is  all  loaded  by  steam 
shovels  into  standard  gauge  12-yard  capacity  dumj) 
cars.  The  shovels  have  dippers  of  lJ/>  cu.  yds.  capa- 
city and  are  worked  by  compressed  air.  The  cars  arc 
hauled  to  the  mouth  of  the  tunnel  by  standard  gauge 
compressed  air  locomotives  and  from  there  by  stand- 
ard steam  locomotives. 

The  contract  for  this  work  was  let  on  July  1,  191.i. 
The  limit  of  time  for  completion  was  three  and  one- 
half  years,  which  would  bring  the  time  to  January  1, 
1917.  There  was  an  allowance  in  extension  of  time 
of  one  day  for  every  10  feet  of  soft  ground  that  was 
encountered,  which  would  recpiire  immediate  timber- 
ing. There  was  in  the  neighborhood  of  1,660  feet  of 
such  ground,  which  would  extend  the  time  limit  of 


Final  connection  of  the  Pioneer  Tunnel  — Looking  west 

the  contract  to  some  time  in  June,  1917.  There  was 
driven  to  December  1'^  1*^5,  l'-',610  feet  of  i)ioneer 
tunnel;  24,C)12  ft.  of  centre  heading;  1,6()0  ft.  of  earth 
Innnel,  and  I4„>12  ft.  of  innnel  enlargement  in  rock. 
There  remains  to  be  driven:  288  ft.  of  centre  heading; 
1*>,398  ft.  of  tunnel  enlargement.     I'he  best  progress 
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in  driving-  pioneer  tunnel  licading  was  932  ft.  in  one 
heading  in  the  month  of  January,  1915,  west  pioneer. 
'J1ie  best  record  for  a  week  of  enlargement  was  267  ft. 
The  best  progress  to  date  for  a  month  of  enlargement 
was  827  feet  for  the  month  of  August,  191. S,  west  end. 

From  April  1st,  1915,  to  December  19,  1<)15.  12,346 
feet  of  tunnel  enlargement  has  been  made.  This  is 
abcnit  the  time  that  the  shovels  were  both  working  in 
rock  and  were  working  at  a  normal  rate  of  si)ei'd. 
This  same  rate  would  require  a  little  over  seven  months 
in  which  to  complete  the  tunnel.  There  will,  however, 
be  some  slowing  up  in  the  enlargement  between  cer- 
tain cross-cuts  which  are  at  the  end  of  the  ])ioneer 
tunnels  for  the  reason  that  at  present  fans  are  in- 
stalled at  the  mouth  of  the  pioneer  tunnel  at  each  end. 
Doors  are  put  in  the  cross-cuts  between  the  ])ioneer 
and  the  centre  heading.  All  of  these  doors  are  kept 
closed  back  of  the  shovel,  and  when  shooting  takes 
place  in  the  enlargement  of  the  tunnel  the  door  at  the 
iirst  cross-cut  beyond  point  of  shooting  is  opened. 
This  creates  a  very  strong  draught  back  over  a  pile 
of  freshly  shot  muck  and  makes  conditions  such  that 
the  men  can  return  to  work  in  ten  or  fifteen  minutes 
after  a  shot.  The  shooting  of  the  muck  in  the  enlarge- 
ment of.  the  main  tunnel  is  done  in  the  following  man- 
ner: one  round  of  holes  is  shot  at  a  time,  the  holes 
in  the  bottom  of  the  tunnel  being  shot  in  advance  of 
the  holes  on  the  sides  or  on  top.  In  some  cases  the 
top  holes  are  not  shot  until  all  of  the  bottom  holes 
have  been  shot  out.    Usually  six  or  seven  rounds  of 


holes  are  shot  before  the  steam  shovel  starts  cleaning 
up  the  muck,  that  is,  a  distance  of  30  ft.  to  35  ft.  The 
shooting  is  generally  continued  until  the  tunnel  be- 
comes so  full  of  muck  that  no  more  shooting  can  be 
done.  The  largest  amount  that  was  ever  shot  at  one 
time  was  on  November  20,  1915,  when  84  feet  was 
shot  in  eleven  hours. 

1  may  say  in  conclusion  that  all  our  expectations 
as  to  speed  have  been  more  than  realized,  and  that  for 
any  rock  tunnel  where  the  rock  is  of  sufficient  hardness 
to  stand  until  after  the  mucking  has  been  done,  that 
this  method  can  be  worked  successfully  and  a  speed  of 
three  miles  ])er  year  can  easily  be  made  at  a  much  less 
cost  than  tminels  driven  at  the  same  speed  by  the  Euro- 
pean method  ;  and  furthermore,  the  radial  shooting  has 
])roven  that  a  great  deal  less  over  break  can  be  ex- 
])ected  from  this  method  than  where  holes  are  ])ut  in 
parallel  with  the  axis  of  the  tunnel. 

This  work  was  laid  out  and  started  under  Mr.  V.  !'". 
Busteed,  engineer  in  charge  of  double  tracking,  with 
Mr.  J.  W.  Shepperd  as  assistant  engineer,  and  has 
later  been  carried  out  under  the  supervision  of  Mr. 
W.  A.  James,  engineer  of  construction,  Western  lines, 
with  Mr.  H.  G.  Barber  as  assistant  engineer;  Mr.  T. 
Martin  as  resident  engineer,  at  the  west  end,  and  Mr. 
J.  R.  C.  Macredie  as  resident  engineer  at  the  east  end. 
The  contractors  are  Messrs.  Foley  Bros.,  Welch  and 
Stewart,  construction  work  being  supervised  and  man- 
aged by  Mr.  A.  C.  Dennis,  superintendent  for  the  con- 
tractors. 


Canadian    National    Clay  Products 

Successful  Convention  of  Clay  Products  Association  at  King 
Edward,   Toronto — Good  attendance   and    lively  discussions. 


The  14th  annual  convention  of  the  Canadian  Na- 
tional Clay  Products  Association  was  held  at  the  King 
iulward  Hotel,  Toronto,  on  January  18,  19  and  20. 
Keen  interest  was  taken  in  the  convention  as  a  result 
of  the  present  situation  in  the  building  trades  and  tiie 
lack  of  demand  for  brick  at  the  present  time.  About 
120  delegates  assembled  from  different  parts  of  the 
Dominion.  Mr.  J.  E.  Frid,  president,  occupied  the 
chair.  The  papers  presented  covered  a  wide  range, 
from  the  various  steps  in  the  mining,  storing  and 
manufacture  of  clay  and  clay  products  to  the  best 
methods  in  selling  the  different  products. 

The  Convention  was  opened  with  an  address  of  wel- 
come by  President  J.  E.  Frid,  of  the  George  Frid  Brick 
Company,  Limited,  Hamilton,  followed  by  an  official 
welcome  on  behalf  of  the  city  of  Toronto  by  Mayor 
Church.  I\lr.  Joseph  Russell,  M.P.P.,  Toronto,  replied 
on  behalf  of  the  delegates.  Mr.  I).  A.  Lochrie  extended 
a  welcome  to  the  Convention  on  behalf  of  the  Enter- 
tainment Committee,  and  Mr.  Hubert  Desjardins,  of 
the  Montreal  Terra  Cotta  Comjjany,  Limited,  Mont- 
real, replied. 

After  the  secretary-treasurer's  report  and  the  report 
uf  meetings,  Hamilton  was  chosen  as  the  place  for  the 
next  convention.  The  election  of  officers  resulted  as 
follows:  President,  J.  E.  Frid,  Hamilton;  first  vice- 
president,  A.  F.  Greaves-Walker,  superintendent  Sun 
I'rick  Company,  Toronto;  second  vice-president,  Mr 
Thomas  Kennedy,  Dominion  Sewer  Pipe  Co. ;  third 
vice-president,  William  Burgess,  Don  Valley  Brick 
Company;  secretary-treasurer,  Gordon  C.  Keith,  To- 


ronto ;  councillors,  C.  B.  Lewis,  Milton  ;  A.  Ciraham, 
Toronto;  W.  Clark;  R.  N.  New;  H.  Desjardins;  A. 
Neall ;  D.  A.  Lochrie  and  J.  S.  McCannell. 

Wednesday  Session 

At  the  morning-  session  on  Wednesday  the  chief 
items  of  business  were  the  delivery  of  three  very  in- 
structive papers  and  their  subsecjuent  discussion.  Mr. 
William  Burgess,  Su])erintendent  of  the  Don  \*alley 
Brick  Works,  Todmorden,  gave  an  interesting  paper 
on  "Operating  Clay  and  Shale  Pits  in  Canada."  An 
instructive  article  t)n  "Brick"  was  delivered  by  J.  P. 
Hynes,  of  Hynes,  Feldman  &  Watson,  architects,  To- 
ronto, and  Mr.  Joseph  Keele,  of  the  Mines  Branch. 
Ottawa,  followed  with  a  paper  on  the  "Application  of 
Salt  and  Quicklime  in  Drying  Clay  Products."  Mr. 
Keele  gave  particular  attention  to  the  clays  of  the 
western  provinces,  where  the  difficulty  of  clay  products 
cracking  while  drying  has  been  very  trc  ublesome.  This 
cracking  is  due  to  the  constitution  of  the  clays.  Some 
clays  when  worked  have*  a  soapy,  sticky  feeling  and 
contain  large  proportions  of  dilatinous  matter  and  very 
little  lime,  and  the  surface  dries  so  rapidly  that  the 
interit:)r  remains  a  soggy  mass,  resulting  in  cracks. 
The  Mines  Branch,  Ottawa,  have  carried  on  extensive 
experiments  to  find  some  means  wherebv  the  western 
clays  may  be  made  into  products  in  demand,  at  a  rea- 
.'  onable  cost  without  materially  weakening  or  destroy- 
ing any  valuable  properties  brick  should  possess.  Pre- 
heating might  prove  beneficial  but  its  cost  in  Canada 
makes  it  prohibitive,  when  other  manufacturers  are 
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selling  brick  at  a  low  figure.  The  use  of  chemicals 
was  tried.  Sodium  carbonate,  while  it  aided  drying, 
did  not  materially  affect  the  stickiness.  Lime  also 
aided  the  drying  process,  but  an  excess  of  lime  in  the 
burning  destroyed  the  red  color  due  to  the  iron,  giv- 
ing the  brick  a  buff  color. .  Discussing  whether  wash- 
ing would  not  remove  the  dilatinous  material,  Mr. 
Keele  said  experiments  showed  that  washing  removed 
75  per  cent.  of.  the  clay  and  left  a  residue  which  was 
still  sticky. 

Wednesday  Afternoon 

The  afternoon  session  opened  with  an  address  by 
W.  Pearse,  city  architect,  Toronto.  Mr.  Pearse 
expressed  his  thanks  to  the  clay  workers  for  the  hearty 
suj)port  given  him  recently  in  compiling  data  on  bricks 
— preparatory  to  a  revision  of  the  building  by-laws 
of  the  city  of  Toronto.    Mr.  Pearse  pointed  out  that 


Mr.  J.  E.  Frid,  Hamilton,  President  of  the  Canadian  National  Clay 
Products  Association,  1915  and  1916 

infiirnialion  or  necessary  data  on  building  materials 
leased  on  tests  were  extremely  difficult  to  get,  and  in 
fact  were  practically  unobtainable  for  Canadian  ma- 
terials. Such  information  as  was  procural)le  was 
based  on  tests  made  in  the  United  States  on  American 
materials  and  under  climatic  conditions  different  from 
those  in  Canada.  The  aid  of  the  gcwernment  is  need- 
ed to  establish  bureaus  where  such  tests  can  be  carried 
out  with  Canadian  materials  and  the  data  compiled 
for  the  use  of  all  municipalities  recpiiring  them.  Mr. 
I'ears(-  then  outlined  the  methods  used  and  the  results 
obtained  in  the  brick  tests  recently  carried  out  under 
his  supervision.    Three  bricks  were  taken,  not  neces- 


sarily selected,  from  each  yard.  One  brick  was  planed 
to  a  smooth  surface  so  that  the  distribution  of  the  load 
would  be  uniform — placed  on  supports  7  inches  apart 
and  a  crushing  load  applied.  The  modulus  of  rupture 
or  iil)re  stress  was  obtained,  also  the  bending  stress  and 
an  absorption  test  made.  It  was  found  that  neither  the 
absorption  nor  the  bending  stress  had  anything  to  do 
with  the  crushing  stress.  Mr.  Pearse  pointed  out  that 
after  careful  investigation  he  had  been  able  to  classify 
the  various  qualities  of  brick  manufactured  in  Toronto 
and  he  stated  that  the  brick  made  here  was  as  good, 
if  not  better,  than  that  made  in  the  States.  "Bricks 
made  in  Toronto  are  classified  into  three  groups,"  said 
Mr.  Pearse,  "A.,  B.  and  C.  The  first  class  of  brick  is 
considered  the  best  brick,  and  when  a  certain  class  of 
building  is  to  be  erected  in  this  city  we  call  for  this 
class.  The  second  is  just  a  little  inferior  and  would 
be  good  for  buildings  which  would  not  call  for  Class 
A.  And  the  last,  Class  C,  would  be  used  only  on  one 
class  of  building.  By  this  means  we  will  know  exactly 
what  class  of  brick  will  be  used  in  each  building,  and 
after  the  tests  that  have  been  made  I  am  certain  that 
the  buildings  will  be  better." 

Passed  Resolution 

Mr.  Pearse  asked  for  the  co-operation  of  the  clay 
workers  to  establish  this  bureau  and  would  like  to  see 
tests  carried  on  under  actual  conditions,  such  as  in  a 
wall,  the  efl'ect  of  eccentric  loading  and  the  relative 
merits  of  lime  and  cement  mortar  in  the  final  strength 
of  the  walls.  Following  the  discussion  the  fallowing 
restjlution  was  passed : 

"Resolved,  that  we,  the  Canaclian  National 
Clay  Products  Association,  urge  that  the  Do- 
minion Government,  through  the  Commission  of 
Conservation  or  other  branch  of  the  public  ser- 
vice, extend  the  work  they  are  carrying  on  at 
.  McGill  University,  Clay  Testing  Laboratories 
at  Ottawa,  etc.,  so  that  they  can  establish  a  cen- 
tral bureau  and  supply  accurate  information  on 
Canadian  building  materials  to  all  municipali- 
ties requiring  same." 

The  need  for  something  of  this  nature  was  shown 
at  the  inquiry  into  the  causes  of  the  collapse  of  the 
chimney  at  the  new  gymnasium  of  the  University  of 
Toronto,  where  no  one  could  testify  how  much  weight 
green  mortar  would  sustain.  The  necessity  for  com- 
piled data  on  Canadian  fireproof  material  is  very  press- 
ing and  it  is  high  time  Canadians  had  their  own  data. 

Following  Mr.  Pearse,  Mr.  A.  F.  Greaves-Walker, 
manager  of  the  Sun  Brick  Company,  Toronto,  gave  a 
very  interesting  and  detailed  paper  on  "Hollow  Ware 
Dies,  Troubles,  How  to  Correct  Them."  This  paper  was 
of  especial  interest  because  it  is  such  a  vital  question 
to  many  manufacturers.  Dies,  whether  they  be  real 
new  ones  or  have  been  used  before,  invariably  need 
adjustment  the  first  time  they  are  used  in  a  new  plant. 
The  conditions  that  govern  the  working  of  dies  vary 
so  extensively  that  a  die  operating  very  successfully 
in  one  plant  may  refuse  to  work  in  another  doing  sim- 
ilar work.  The  causes  are  numerous,  but  if  properly 
studied  can,  as  a  rule,  be  easily  remedied.  In  round 
uniform  tile  dies  there  is  not  much  difficulty  encoun- 
tered, but  with  the  complication  of  the  parts,  the  addi- 
tion of  webs,  etc.,  the  difficulty  of  obtaining  a  uni- 
form flow  of  clay  throughout  becomes  manifold.  i<^lo\v 
will  take  place  along  the  line  of  least  resistance,  and 
if  the  sections  are  not  ])roperly  balanced  a  fast  How 
will  lake  ])lace  in  tlic  middle  or  the  side,  or  in  some 
particular  web,   with   the  result   that  the  texture  is 
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different,  and  when  the  product  dries  it  warps  or 
cracks.  Whenever  possible,  correct  fast  flow  by  re- 
ducing the  area  at  the  fast  point  or  put  a  baffle  of  iron 
or  wood  on  the  back  of  the  die.  This  slows  up  the 
flow  but  very  materially  increases  the  horsepower 
necessary  to  operate  the  machine.  Or,  increase  the 
area  of  the  slow  flow.  The  dies  are  an  importarit 
factor  in  the  texture  of  the  finished  product.  Dies  are 
classified  as  follows:  (1)  Dry,  lubricated,  (t)il,  water 
and  steam);  (2)  flat,  or  tapered;  (3)  face-plate  (flat 
or  tapered).  Dry  dies  should  be  used  if  possible  with 
flat  dies  for  such  wares  as  drain  tile  and  a  tapered  or 
compressing'  die  for  fireproof  wares. 

Other  features  to  consider  in  eliminating  bridge 
cracks  are,  the  distance  of  the  bridge  from  the  ])oint 
of  issue  and  the  condition  of  the  face  of  this  bridge. 
Frecjuently  small  adjustment  of  the  bridge  either  way 
or  roughening  or  polishing  the  bridge  face,  will  elim- 
inate otherwise  troublesome  cracks  which  appear  after 
drying.  The  size  of  the  grains  and  the  speed  of  the 
machine  are  other  factors  to  consider.  A  small  grain 
requires  a  higher  speed  than  a  larger  grain.  Ouite 
often  this  factor  cannot  be  remedied  on  account  of  the 
use  of  constant  speed  steam  engines,  but  Avith  the 
advent  of  variable  speed  electric  motors,  better  re- 
sults are  being  obtained.  The  auger  also  bears  an  im- 
])ortant  relation  to  the  quality  of  the  finished  product. 
Single  wing  augers,  while  they  give  the  fastest  flow, 
tend  to  drive  the  clay  too  fast  in  the  centre.  This 
fault  is  overcome  by  the  use  of  two-wing  augers  and 
still  further  by  the  three-wing,  which  give  the  most 
uniform  flow.  If,  after  all  these  factors  have  been 
considered,  and  the  product  leaves  the  die  in  appar- 
ently perfect  shape,  it  be  not  properly  dried,  it  will 
still  develop  cracks  or  warp.  Great  care  should  be 
taken  in  drying  hollow  ware  products  to  have  it  heat- 
ed imiformly  throughout.  This  is  best  accomplished 
by  spacing  or  by  blowing  warm  air  up  thrf)ugh  the 
wares.  Never  pack  die  products  close  together,  and 
let  air  sweep  over  the  top  because  this  dries  the  t()i)s 
first,  sets  up  a  lateral  stress  in  the  tile  and  produces 
a  hair  crack  completely  round  the  tile,  which  may 
not  be  detected.  When  the  tile  is  sul)jected  to  strain, 
however,  it  often  falls  in  two. 

'Ilie  annual  banquet  was  held  in  the  Prince  George 
in  the  evening.  The  patriotic  spirit  was  strongly  in 
evidence  at  this  banquet,  practically  all  the  speakers 
referring  to  the  war  crisis  and  Canada's  participation 
in  it. 

Thursday  Session 

Mr.  Chas.  A.  Miller,  Inspector  of  Clay  Products 
Plants  under  the  Workmen's  Compensation  Act,  re- 
sumed the  session  on  Thursday  morning  with  an  ad- 
dress on  "Safety  in  Clay  Products  Plants."  Mr.  Mil- 
ler gave  the  statistics  on  accidents  during  the  year 
1915.  These  show  that  the  railroads  claim  the  great- 
est number  of  victims,  with  the  iron  and  steel  in- 
dustry making  almost  as  heavy  a  toll.  In  the  clay 
factories  of  Ontario  no  fatal  accidents  occurred,  and 
only  about  sixty  serious  cases  were  reported.  Statis- 
tics show  that  the  majority  of  accidents  occur  in  the 
clay  beds,  rolls,  gears  and  from  cables  and  set  screws. 
The  discussion,  which  was  very  spirited,  pertained 
chiefly  to  the  Workmen's  Compensation  Act,  and  the 
effect  on  the  company  as  well  as  the  workmen.  The 
question  of  first  aid  to  an  injured  workman  came  in 
for  a  heavy  share.  "Who  should  pay  the  doctor  who 
is  called  in  for  first  aid?  The  company  are  not  bound 
to  call  him  under  the  Act.  All  they  have  to  do  is  send 
the  man  home  and  notify  the  Board  and  it  may  be 


some  time  ])efore  the  Board  can  adjust  the  case  and 
pay  the  victim.  In  the  meantime  he  might  starve.  If 
the  company  calls  a  doctor  he  can  come  on  the  com- 
l^any  for  his  fee.  This  is  one  item  that  needs  atten- 
tion, but  it  was  the  opinion  of  the  Convention  that 
the  Act  is  a  valuable  asset  and  in  time  will  become 
adjusted  to  the  sjjecial  conditions  and  be  a  very  valu- 
able factor  for  good. 

Future  of  the  Face  Brick  Industry 

"The  Future  of  the  Face  Brick  Industry  in  Can- 
ada," by  F.  R.  McCannell,  managing  director,  Milton 
Pressed  Brick  Company,  Milton,  was  the  next  paper 
and  one  that  just  at  present  is  a  live  item  among  brick 
manufacturers.  The  future  of  face  brick  de]>ends  on 
how  good  a  product  can  be  manufactured  at  as  low 
a  cost  as  possible.  Manufacturers  shcnild  keep  an  ac- 
curate cost  system  in  the  plant  to  see  that  they  are 
getting  the  proper  amount  of  work  in  the  different 
departments  for  the  given  expenditure,  establish  stand- 
ard methods  wherever  possible  and  form  a  central 
bm-eau,  employing  a  competent  man  to  look  after 
credits  and  collections. 

The  discussion  hinged  largely  on  the  relative 
merits  of  rough  and  smooth-face  brick.  Rough-cut 
brick,  which  has  been  in  popular  favor  for  some  time, 
composes  about  75  per  cent,  of  the  United  States  face 
brick.  But  the  death  knell  of  rough-cut  brick  in  the 
east  has  been  sounded.  The  fact  that  it  collects  dirt 
overcomes  its  advantages  in  color  range,  and  it  is  not 
a  brick  for  down-town  sections.  The  trouble  in  the 
brick  business,  especially  in  the  States,  is  the  hobby 
for  something  new,  different  from  the  last  type  used. 
The  salesmen  advocate  a  change,  the  owner  calls  for 
something  different,  and  the  manufacturer  loses  money 
because  he  cannot  use  standard  methods  and  manufac- 
ture one  kind  straight  ahead. 

The  paper  on  "The  Clay  Deposits  of  Southern 
Saskatchewan,"  was  a  report  on  the  valuable  clays  of 
that  district,  their  occurrence,  uses  and  exploitation, 
by  Mr.  N.  B.  Davis,  of  the  Mines  Branch,  Ottawa. 
With  the  decreasing  supply  of  clays  in  Ontario  and 
Quebec,  attention  naturally  turns  to  the  western  pro- 
vinces. Have  they  a  supply  to  fall  back  on?  It  is 
(juite  evident  from  Mr.  Davis'  paper  that  they  have. 
There  is  an  abundance  of  refractory  clays  for  stone 
wares  and  white  wares  as  well  as  for  burned  clay 
products,  in  Saskatchewan. 

The  afternoon  session  on  Thursday  was  given  over 
principally  to  a  discussion  of  the  business  end  of  clay- 
working  plants.  Professor  Wiggins,  Inspector  of 
boilers,  gave  the  delegates  an  instructive  address  on 
the  steam  end  of  a  clay-working  ])lant ;  how  to  over- 
come waste,  increase  the  efficiency,  and  lower  over- 
head charges. 

Mr.  Greaves-Walker  read  an  instructive  paper  on 
"Clay  Preparations  for  Stiff"  Mud  Products,"  prepared 
by  Prof.  Roy  T.  Stull,  ex-director  of  Ceramics,  Univer- 
sity of  Illinois.  A  product  is  no  better  than  the  ma- 
terial it  is  manufactured  from.  Of  course,  a  poor 
man  may  spoil  good  material,  or  an  expert  may  make 
a  fairly  creditable  product  from  a  poor  material.  In 
the  clay  industry,  following  this  idea,  great  care  should 
be  taken  from  the  time  the  clay  is  mined  till  it  goes 
into  the  machine,  to  get  a  uniform  grade  of  texture. 
Prof.  Stull  advocates  storage.  After  mining  the  clay 
it  should  be  ground,  screened  and  stored  so  tliat  with 
a  change  in  climatic  conditions  no  change  results 
in  the  clay  going  to  the  dies.  If  one  part  is  drier 
than  another,  when  the  ware  is  made  and  set  out  to 
dry,  the  drier  part  absorbs  moisture  from  the  wetter 
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l)()rtion  and  causes  the  ware  to  expancbancl  necessarily 
crack  or  lose  strength.  The  use  of  storage  with  an 
automatic  feed  is  advocated  to  procure  a  uniform 
grade  of  texture. 

Selling  Brick 

The  secretary  then  read  a  paper  from  Mr.  L.  H. 
Wiers,  of  Thompson  Brothers,  Windsor,  on  selling 
brick.  Uv.  Weir  says  that  to  sell  brick  to  advantage 
one  must: 

1.  Run  an  advertising  notice  in  the  daily  papers 
and  change  it  often. 

2.  Educate  the  people  on  the  merits  of  brick. 

3.  Never  leave  a  customer  dissatisfied,  even 
after  all  other  methods  failing,  you  have  to  remove 
your  brick  for  some  other. 

4.  Quote  one  price  to  everyone  and  stand  by  it. 

5.  Read  every  trade  journal  on  brick  you  can  find. 

6.  Know  your  own  products. 

7.  Always  sell  firsts  as  firsts,  and  seconds  as  sec- 
onds. 

8.  Don't  get  lazy. 

9.  Know  all  you  can,  tell  all  you  can,  to  everyone 
you  can,  about  brick. 

The  ([uestion  whether  to  quote  one  price  to  every 
customer  brought  torward  some  healthy  discussion. 
'I  he  consensus  of  opinion  appeared  to  be  that  it  was 
wisest  to  agree  on  one  price  but  set  dififerent  terms, 
make  sure  of  a  prospective  buyer's  security,  tell  the 
truth  in  all  matters,  stick  to  your  contract,  and  in  all 
cases  satisfy  the  customer.  Never  sell  a  second  for 
a  first.  Set  a  standard  and  keep  to  it.  The  trouble 
with  the  brick  industry  at  present  is  that  the  buyer 
knows  more  about  the  price  than  the  salesman.  You 
manufacture  all  right  but  have  poor  salesmen.  It 
would  be  wise  when  you  go  for  a  brick  contract  t(j 
take  a  brick  with  you  to  keep  your  feet  warm.  The 
convention  adjourned  to  meet  next  year  in  Hamilton. 

The  Dearborn  Chemical  Company  of  Canada,  Lim- 
ited, presented  all  delegates  with  a  faced  blotter  bear- 
ing their  advertising.  Mr.  H.  E.  Hunt  gave  a  six- 
inch  ruler  bearing  the  words  "The  rule  is  to  have  your 
brick  moulds  and  wheelbarrows  manufactured  by  H. 
E.  Hunt,  Toronto."  The  Federal  Engineering  Com- 
])any,  Limited,  presented  all  delegates  with  a  small 
leat'her-l)(>und  vest  pocket  memorandum  book. 

Visited  Technical  School 

At  four  o'clock  Tuesday  afternoon,  on  invitation  of 
Dr.  A.  C.  McKa}-,  ])rinci|)al  of  Toronto  Technical 
Sclioiil,  tlie  clav  ])r<i(hicts  manufacturers  paid  a  visit 
to  the  new  clay  i)ro(lucts  ;in(l  construction  laboratories 
at  the  Technical  .School.  Among  the  dift'erent  mach- 
ines inspected  with  interest  were: 

A  No.  2  Kels  machine,  complete  with  (S  ft.  x  20  in. 
end  deli\-ery  ]nig  mill,  hand  cutting  table,  tile,  brick 
and  hollow  ware  dies,  supjjlied  ])y  H.  C.  Baird  &  Son, 
Parkhill.  The  total  length  of  the  outfit  is  about  16  ft., 
the  width  about  4  ft.,  and  the  height  about  4i/2  ft. 
Automatic  cut-oft'  talkie,  by  B.  E.  P>echtel,  Waterloo. 
Martin  brick  machine,  by  the  Sun  Brick  Co.,  Toronto. 
Set  of  M(nilds,  l)y  11.  E.  Hunt,  Toronto.  Firebrick 
for  kiln — Elk  Fire  Brick  Co.,  Ilaniilton.  Face  brick — 
Don  yalley  Brick  Works,  TcirDnto.  (irate — Canadian 
Steam  lioiler  Equipment  Cc^.,  Toronto.  Kiln  iron 
i>aines  &  I'eckover,  'I'oronto.  A  number  of  clay  ])ro- 
ducts  manufacturci-s  ha\'e  supplied  sanqjles  for  the 
museum  l)uilding  jjinducts.  In  the  evening  the  dele 
gates  were  llu-  guests  of  the  I'Jitertainment  Commillet' 
at  a  tlu-alre  party  at  Slu-a's  Theatre. 


Paying  the  Quantity  Surveyor 

By  William  Groves  Smith* 

The  greatest  obstacle  confronting  those  engaged 
in  the  introduction  of  the  Quantity  Survey  Method 
has  been  the  question  of  payment  of  the  Quantit}' 
Surveyor's  fee. 

Architects  appreciate  the  great  assistance  a  Quan- 
tit}^ Surveyor  can  give. 

Contractors  are  well  aware  of  the  heavy  expense 
of  taking  ofl^  quantities  on  job  after  jol)  that  they  do 
not  win. 

Everyone  in  fact  who  is  well  informed  feels  the 
defects  of  the  customary  methods  and  knows  that 
something  ought  to  be  done  about  it.    But  how? 

Architects  cannot  afiford  to  pay  for  a  Quantity 
Surveyor  out  of  their  fees. 

Contractors  cannot  agree  on  a  method  for  dividing 
estimating  cost.  Several  attempts  at  Contractors  Cen- 
tral Estimating  Bureaus  have  failed. 

For  a  long  time  the  only  way  seemed  to  be  to  ha^  e 
the  building  Owner  pay  directly  for  the  Quantity  Sur- 
vey. This  is  perfectly  logical  and  would  be  a  profit- 
able investment  for  him.  Unfortunately,  however,  this 
method  of  payment  demands  the  Architect's  recom- 
mendation to  the  Owner  and  entails  a  lot  of  educa- 
tional work  before  the  average  Owner  can  understand 
wherein  he  will  profit  by  a  Survey.  Many  architects 
shrink  from  this  task. 

We  propose  the  following  simple  and  fair  method, 
as  desirable  and  profitable  to  all  parties. 

Our  Fee  Payment  Plan 

The  architect  will  decide  how  many  general  con- 
tractors may  bid,  say  ten. 
Divide  our  fee  by  ten. 

Charge  each  general  contractor  that  amount  for  a 
complete  Quantity  Survey  of  all  trades. 

Each  general  contractor  can  collect  from  his  sub- 
contractors the  proper  amounts  for  Bills  of  Quantities 
in  their  trades. 

In  this  way  each  contractor  will  receive  accurate 
itemized  quantities,  at  a  fraction  of  the  expense  to 
which  he  would  be  put  to  take  ofi^  quantities  himself. 

Advantages 

It  leaves  control  of  the  whole  matter  in  the  hands 
of  the  architect. 

It  saves  estimating  expense  to  the  contractors. 

It  assures  close,  intelligent  bids  to  the  Owner's  ad- 
vantage. 

Details 

The  architect  has  only  to  instruct  his  contractors 
that  he  will  use  guaranteed  uniform  ((uantities  as  a 
basis  for  bids. 

The  architect  can  collect  our  fee  or  can  instruct 
the  contractors  to  get  the  Bills  from  us  at  a  price 
agreed  upon  with  the  architect. 

No  change  in  the  usual  form  of  contract  is  neces- 
sary. 

We  will  give  an  acceptable  surety  bond  guarantee- 
ing the  quantities  to  the  successful  contractor  or  to  the 
building  owner. 

This  plan  does  not  alter  our  policy  of  giving  all 
the  service  demanded  by  the  Architect  and  (iwner  in 
the  nature  of  estimates  and  (juantities  from  the  sketch 
])lan  period  to  the  completion  of  the  building. 
Amount  of  the  Fee 

(  )ur  fee  \  aries  from  \)vr  cent,  to  1)..  per  cent., 
according  to  the  size  and  character  of  the  jol). 

*  In  the  Knjjincorin;;  CiintractDr 
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Motor-Driven  Street  Flusher 

The  increased  area  of  paved  city  streets  and  the 
more  general  recognition  of  the  necessity-  of  the  tlior- 
ough  cleansing  of  pavements  has  naturally  stimulated 
the  design  of  street  cleaning  equipment  while  the  sub- 
stitution of  the  gasoline  motor  for  the  horse  to  furnish 
motive  power  has'  made  possible  the  building  of  mach- 
ines of  this  kind  of  greater  capacity  and  efficiency  than 
was  possible  under  former  conditions. 

One  of  the  street  cleaning  machines  which  have 
been  put  on  the  market  recently  is  the  motor-driven 
street  flusher  shown  in  the  accompanying  illustration. 

Briefly  described,  the  flusher  consists  of  a  6-ton 
motor  truck  chassis,  equipped  with  a  6-cylinder  Con- 
tinental motor.  Mounted  on  the  chassis  is  a  1,500-gal. 
water  tank,  and  the  distributing  mechanism  which  in- 
cludes an  additional  gasoline  motor  and  a  centrifugal 
pump  for  discharging  the  water  under  pressure.  The 
]nnn])  motor  is  a  4-c3'linder,  20-HP.  Continental  motor 
and  is  located  at  the  rear  of  the  tank.  The  2^4  in. 
centrifugal  ])um])  is  capable  of  delivering  250  gals,  of 
water  per  minute  at  a  pressure  of  70  lbs.  per  sq.  in. 
There  are  four  discharge  nozzles,  one  on  each  side 
about  half  way  between  the  front  and  rear  wheels, 
and  one  at  each  side  at  the  front  of  the  machine.  The 
nozzles  can  be  operated  singly  or  in  any  desired  com- 
bination, and  are  so  arranged  that  by  driving  down  the 
center  of  the  street  the  entire  width  of  the  i:iavement 
can  be  flushed  at  one  operation. 

Sprinkling  nozzles  which  are  interchangeable  with 
the  forward  flushing  nozzles  are  also  provided,  so  that 
the  machine  can  be  used  for  both  power  flushing  and 
sprinkling  and  gravity  sprinkling. 

The  pump  motor,  as  well  as  the  motor  for  driving 
the  truck,  is  controlled  from  the  operator's  seat,  the 
two  motors  being-  entirely  separate.  Any  desired 
water  pressure  may  be  maintained  reardless  of  the 


speed  of  the  vehicle  and  is  one  of  ihc  chief  adsantages 
claimed  for  the  machine. 

Another  is  that  the  two  motor  arrangement  is  movis 
economical  as  the  extra  horse  power  recpiired  for  o])er- 
ating  the  ])ump  need  not  be  provided  for  in  the  \  chicle 
motor  and  the  flusher  motor  is  in  operation  only  when 
Hushing  is  being  done. 

The  entire  separation  of  the  ])ropelling  and  water 
pressure  systems  also  makes  it  possible  to  remove  the 
tank  and  u.se  the  chassis  for  other  purposes  during  that 
season  of  the  year  when  street  flushing  is  imi)ractical. 
Where  hydrants  are  not  available  for  filling  the  tank, 
a  s])ecial  attachment  can  be  provided  for  drawing  the 
water  supply  from  ri\  ers,  creeks  or  other  sources. 


New  Method  for  Producing  Pure  Iron 

It  has  been  recently  announced  by  the  University 
of  Illinois  that  a  new  method  of  producing  pure  iron, 
whereby  a  great  saving  can  be  effected  in  the  electrical 
industries  of  the  country,  has  been  discovered  by 
Trygve  Yensen  of  the  experimental  bureau  of  the  uni- 
versity. The  new  method  consists  in  melting  electro- 
l3'tically-refined  iron  in  a  vacuum,  and  this  reduces  the 
impurities  to  a  point  far  below  that  which  has  l)een 
reached  by  previous  investigators.  The  magnetic 
properties  of  this  vacuum-fused  iron  have  proved  to  be 
as  remarkable  as  its  purity,  its  maximum  permeability 
being  reported  to  be  about  20,000,  or  about  seven  times 
that  of  the  sheet  metal  commonly  used  for  transformer 
cores.  The  practical  result  of  this  investigation  is  ob- 
xiously  that  the  amount  of  iron  required  for  the  mag- 
netic path  in  electrical  machinery  of  all  kinds  can  l)e 
reduced  very  materially  and  the  magnetic  losses  may 
be  largely  decreased.  It  is  said  that  the  University  of 
Illinois  has  declined  to  permit  a  patent  to  be  taken  out 
on  the  process,  as  it  is  believed  that  the  ])enefits  from 
it  should  accrue  to  industry  as  a  whole. — Elec.  Ry. 
fournal. 


Motor-driven  power  flusher— Flushes  entire  width  of  street. 
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A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


John  Thompson,  son  of  the  late  Sir  John  Thompson,  is 
receiving  a  lot  of  credit  from  the  Tory  press  because  he  not 
only  gave  his  services  gratis  as  prosecuting  attorney  with 
the  Davidson  Commission  but  afterwards  volunteered  for 
active  service  at  the  front.  But  in  this  cold  world  a  man 
is  judged  not  by  what  he  volunteers  to  do  but  by  what  he 
actually  accomplishes.  Mr.  Thompson  conducted  the  affairs 
of  the  commission  so  well  that  while  one  or  two  minor  of- 
fenders were  mentioned  in  despatches  none  of  them  could 
in  any  way  be  connected  with  any  part  of  any  political 
machine.  He  has  closed  the  investigation  without  dis- 
covering anything.  It  can  be  truly  said  that  he  has  con- 
ducted one  of  the  most  successful  investigations  in  the 
political  history  of  Canada.  But  why  should  he  be  asked 
to  do  all  this  good  work  gratis?  Is  the  government  of 
Canada  so  poor  that  it  must  accept  volunteer  counsel  for 
one  of  its  specially  appointed  courts?  What  one  gets  for 
nothing  is  generally  worth  just  what  it  costs.  Anyway  who 
ever  heard  of  a  lawyer  giving  anything,  even  advice,  for 
nothing?  And  when  Mr.  Thompson  goes  to  the  front  will 
he  go  as  a  private?  Or  will  he  carry  one  of  those  nicely 
engraved  commissions  that  so  many  of  our  patriotic  fellow- 
countrymen  are  pulling  for? 

*  * 

The  Minister  of  Militia  has  asked  that  "men  of  stand- 
ing in  business,  professional  or  mechanical  life,  will  send 
their  names  to  him."  He  conveys  the  idea  he  wants  them 
as  officers  for  he  is  further  quoted  as  saying  "We  want  to 
know  who  is  who  before  we  make  appointments  or  permit 
the  raising  of  any  new  regiments  under  new  auspices."  But 
naturally  the  question  arises  as  *to  whether  the  Minister 
means  what  he  says  or  is  simply  making  a  blufT  to  cover 
seme  of  the  practices  that  have  hitherto  governed  the  ap- 
pointment of  officers.  Let  me  cite  an  example.  A  well- 
to-do  financial  man  of  Toronto  was  anxious  to  do  his  bit. 
His  years  and  experience  did  not  exactly  fit  him  for  too 
heavy  work,  but  in  this  hour  when  every  man  is  needed,  he 
thought  he  might  act  as  paymaster,  thus  relieving  some 
husky  young  officer  for  more  active  work.  He  wrote  to 
Ottawa  for  an  appointment  and  was  referred  to  the  officer 
commanding  No.  2  Division.  The  latter  told  him  his  applica- 
tion would  receive  consideration.  Some  days  later  a  friend 
called  him  aside  and  told  him  he  would  get  the  appointment 
but  he  had  first  to  secure  tlie  influence  of  two  Toronto  men, 
local  members  of  the  Provincial  Parliament.  He  told  the 
v/hole  bunch  to  go  to  Hades — wherever  that  is. 

*  *  r- 

Now  if  Sir  Sam  was  as  frank  as  he  is  loquacious  would 
he  not  have  wound  ui>  liis  statement  with  "only  those  hav- 
ing political  influence  need  apply."  I'"or  the  past  has  shown 
that  numbers  of  officers  have  been  chosen  not  because  of 
their  fitness  or  cai)acity  but  for  the  amount  of  political  pull 
they  can  develo]).  There  arc  luindreds  of  incapable  Can- 
adian officers  now  stalled  in  j'.ngland,  so  T  am  told.  They 
may  easily  be  foimd  around  the  Savoy  Hotel  in  London, 
having  a  good  time  at  tlic  expense  of  the  Canadian  taxpayer. 
With  rare  exceptions  llic  clliricnt  have  reached  the  front. 


They  have  helped  cover  Canada's  name  with  glory.  But 
thank  heaven  that  every  officer  whose  pull  and  influence 
secured  him  an  appointment  has  not  been  allowed  to  reach 
France. 

=H  ^ 

i>ut  why  should  this  sort  of  thing  lie  permitted  in  a 
country  that  is  partially  intelligent,  more  or  less  free  and 
inclined  to  be  democratic?  Why  should  we  be  the  victims 
of  a  party  system  that  is  all  the  more  contemptible  because 
it  is  half  hidden  under  a  cloak  of  hypocrisy?  If  "to  the 
victor  belongs  the  spoils"  is  to  be  the  party  system  of  this 
young  country  let  us  be  open  and  above-board  about  it. 
Let  us  not  fool  ourselves  with  the  idea  that  government  is 
being  carried  on  by  the  people  for  the  people  but  announce 
to  the  world  that  our  governing  is  by  the  party  for  the  party. 
In  short,  if  we  are  to  have  a  patronage  system,  give  us  one  of 
the  good  old  Yankee  variety,  where  every  office  holder 
pay  tithes  to  the  party  and  knows  the  costs  of  a  job  before- 
hand. They  make  no  liones  about  it.  This  sneaking  method 
of  pretending  virtue  while  practising  deceit  fills  us  with 
disgust. 

Canada  has  now  more  than  a  hundred  knights — more 
than  could  find  place  at  King  Arthur's  famous  round  table. 
.She  also  has  a  minor  aristocracy  made  up  of  honorary  col- 
onels, etc.  And  while  the  wearers  are  doubtless  proud  of 
their  titles  it  is  doubtful  if  even  those  who  have  honestly 
earned  them  are  more  respected  because  of  them.  There 
are  others  of  course  who  hang  to  a  rather  precarious  fame 
liy  the  handle  their  title  affords.  But  great  Canadians  do 
not  require  a  title  to  keep  their  memory  green  in  the  minds 
of  their  country;  others  who  have  been  "honored"  by  their 
country  or  rather  by  their  party,  do  not  receive  more  re- 
spect because  they  have  been  hung  on  a  hook  a  trifle  above 
tlie  democracy  that  is  the  backbone  of  every  new  country. 
Sir  John  A.  Macdonald  is  still  "John  A."  to  the  men  who  loved 
and  followed  him;  Alexander  MacKenzie  still  holds  a  place  in 
I^iberal  hearts  that  will  never  be  attained  by  many  a  man 
who  has  been  "decorated  by  his  King."  If  titles  have  any 
value  at  all  in  Canada  it  is  because  they  foster  democracy. 
The  man  who  refuses  a  title  is  a  patriot;  the  man  who  ac- 
cepts one  is  often  more  or  less  of  a  joke. 

ij:  %  ❖ 

The  following  from  the  Ottawa  Evening  Journal  of  the 
10th  inst.  speaks  for  itself: 

"In  talking  over  the  matter.  Sir  Sam  Hughes  mentioned 
that  his  chief  intelligence  ofticer  was  a  Canadian  of  German 
l)irth,  whose  father  was  now  an  officer  in  the  German  army, 
whose  mother  was  the  daughter  of  an  Austrian  general,  and 
whose  brothers  were  officers  in  the  German  army.  This 
officer  is  descrilied  by  General  Hughes  as  one  of  the  very 
best  in  the  Canadian  army." 

*  *  !l! 

The  suit  entered  against  the  heads  of  the  Canadian 
Northern  Railway  for  the  return  of  money  paid  for  land  in 
Port  Mann  brings  fresh  evidence  that  there  are  other  ways 
of  exploiting  the  public  besides  floating  loans  at  Ottawa.  When 
tlie  Grand  Trunk  Pacific  was  building,  thousands  of  townsites 
sprung  up  ahead  of  the  construction  work.  There  was  al- 
ways the  one  who  knew  where  the  townsite  was  to  l)e  plot- 
ted. He  informed  his  friends.  They  got  in  early  and 
waited  for  the  rush.  Many  a  man  cleaned  u))  a  tidy  nest 
e.gg  in  this  simple  way.  Hut  according  to  the  allegations 
against  the  C.  N.  R.  all  rights  were  reserved  so  far  as  Port 
Mann  was  concerned.  It,  a  secluded  spot  on  the  banks  of 
the  h'raser,  was  to  be  the  Pacific  terminus  of  the  greatest 
transcontinental  railway  e\er  built  by  Canadians  with  the 
money  of  other  Canadians.  it  was  surveyed  and  slashed. 
()ne  or  two  streets  were  even  reliexed  of  their  stum])s.  'i'lien 
lots  were  sold   Ixitli     wiiolesalc     and     retail.       l,n|s  three- 
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quarters  of  a  mile  from  the  modest  wharf  Ijrought  from 
$a,000  to  $3,000.  Everybody  in  B.  C.  and  a  lot  of  folks 
besides  bought  these  lots  as  if  they  were  solid  gold.  But 
alas  they  were  only  gold  bricks.  The  C.  N.  R.  moved  its 
terminus  on  to  Vancouver,  the  wind  oozed  out  of  the  Port 
Mann  boom  and  that  secluded  spot  on  the  Fraser  resumed  its 
ancient  and  honorable  place  as  part  of  British  Columbia's 
matchless  scenery.  And  now  some  folks  are  so  inconsider- 
ate as  to  want  their  money  back.  So  unreasonable  of  them 
too. 

*  ^:  ij^ 

The  dignified  and  talented  president  of  the  Bank  of 
Commerce  has  paused  for  a  moment  to  hand  us  a  little  more 
advice.  He  tells  us  we  should  economize.  He  doesn't  go 
a  step  further  and  tell  us  to  put  the  money  we  save  by  our 
economy  in  the  bank.  Why  should  he?  Any  fool  knows 
that  the  only  way  to  start  saving  is  to  -open  a  savings  ac- 
count. And  when  the  bank  gets  it  of  course  it  will  help  to 
carry  on  the  war  to  a  successful  issue  or  help  to  move  the 
crop.  Of  course  it  will — or  at  least  that  part  of  it  that 
isn't  sent  on  to  New  York  to  be  put  out  on  call  loans  to 
Yankee  stock  speculators  and  stock  brokers.  Or  maybe 
it  is  needed  to  be  loaned  to  Canadian  promoters  for  invest- 
ment in  Brazil  and  Mexico.  When  hard  times  strike  this 
country  our  banks  immediately  proceed  to  economize  by 
refusing  business  men  the  necessary  funds  to  carry  on  legi- 
timate trade.  Does  the  money  they  refuse  lie  idle  for  that 
reason?    Well,  not  according  to  the  annual  bank  reports. 

The  same  government  which  pays  5y>  per  cent,  interest 
on  war  bonds  keeps  the  rate  of  interest  on  post  ofifice  savings 
at  ;!  per  cent.  Does  said  government  wish  to  convey  the 
impression  that  its  bonds  are  twice  as  great  a  risk  as  money 
in  the  post  office,  or  is  it  merely  trying  to  create  a  market 
by  of?ering  bonds  at  bargain  prices?  Surely  the  govern- 
ment wants  the  people  to  save.  Why  not  pay  them  a 
more  attractive  rate  of  interest  till  they  have  saved  enough 
to  invest  in  bonds?  Why  not  encourage  thrift  among  our 
people? 

^       ^  ^ 

Will  the  Minister  of  Militia  deny  that  he  is  directly  or  in- 
directly financially  interested  in  the  f^oss  Rifle  Company? 

*  *  * 

The  Shell  Committee,  its  alleged  crimes  and  self-as- 
serted virtues,  has  been  brought  before  Parliament  by  Dr. 
Pugsley,  a  Liberal  statesman  who  has  probably  been  taught 
that  he  who  is  without  sin- should  throw  the  first  stone.  It 
is  to  be  regretted  that  what  should  be  only  a  business  pro- 
position is  thus  being  made  more  and  more  of  a  political 
question.  It  is  unfortunate  that  Sir  Robert  Borden  failed 
to  listen  to  the  voice  of  the  more  independent  of  the  Con- 
servative press  and  order  a  full  and  free  investigation  into 
the  workings  of  that  committee.  If  there  was  nothing  to 
hide  he  had  nothing  to  lose.  If  there  was  something  to 
hide  a  full  investigation  ordered  by  himself  would  free  him 
from  all  blame  and  responsibility.  Dr.  Pugsley  has  made 
so  many  charges,  though  insignificant  in  comparison  to  the 
real  facts,  that  an  investigation  should  follow  and  if  any  or  all 
of  the  charges  are  sustained  the  Government  must  share  re- 
sponsibility with  the  Shell  Committee  and  the  profiteers.  I 
have  felt  from  the  first  that  such  an  investigation  was  ne- 
cessary for  the  protection  of  the  manufacturing  interests  of 
Canada  and  with  me  those  interests  come  before  the  politi- 
cal welfare  of  Sir  Robert  Borden,  whom  in  many  ways  I 
admire. 

*  *  ♦ 

In  a  recent  issue,  concerning  shell  committee  charges, 
the  Montreal  Star.  (Con.)  says: 


"In  any  case,  the  Government  cannot  permit  these  shock- 
ing and  humilitating  charges  to  remain  uninvestigated." 

*  *  * 

That  the  indiscriminate  handling  of  support  for  soldiers' 
families  is  working  out  badly  in  both  directions  is  shown  in 
numerous  instances.  A  private  in  a  certain  platoon  in  the 
—  battalion  boasts  that  he  is  at  present  drawing  $160  per 
month  whereas  he  never  before  drew  more  than  $50  per 
month.  He  is  an  employe  of  the  T.  Eaton  Company,  which 
generously  allows  him  full  pay  and  he  gets  in  on  all  the 
funds.  On  the  other  hand  an  acting-sergeant  informs  me 
that  although  he  has  been  at  the  Exhibition  camp  for  nearly 
a  month  his  dependents  have  not  received  a  cent  from  any 
source  and  that  even  part  of  his  pay  has  been  held  back  for 
fear  he'll  elope  with  his  uniform.  Some  kinds  of  patriotism 
are  too  profusely  fertilized  and  some  are  simply  starved.  But 
then  no  British  people  ever  did  develop  a  government  that 
was  big  enough  to  handle  a  war. 

To  all  appearances  the  British  people  have  awakened  and 
decided  to  "get  on"  with  the  work.  The  British  papers  are 
warning,  mildly  as  yet,  the  world  not  to  tread  on  the  lion's 
tail.      The  London  Standard  puts  it: 

"Germany  is  now  clothed  in  a  white  sheet.  She  and 
America  are  joining  hands  in  the  noble  task  of  bullying  the 
nation  that  has  respected  every  law  of  humanity  and  has 
persistently  interpreted  the  law  of  nations  to  her  own  dis- 
advantage. 

"Poor  England.  No  moral  crime  can  be  laid  at  our 
doors,  but  we  are  interfering  with  the  war  profits  of  Ameri- 
can manufacturers,  so  we  must  raise  our  blockade  and  thus 
prolong  the  war,  and  this  is  asked  for  in  the  name  of  hum- 
anity. 

"There  is  one  comfort  for  us  miserable  sinners:  Pre- 
sident Wilson  and  Count  von  Bernstorff  will  knock  at  our 
door  in  vain." 

*  *  * 

The  attitude  of  our  Australian  cousins  towards  the 
munition-making  business  is  in  humiliating  contrast  to  the 
conditions  under  which  this  work  has  been  carried  on  in 
Canada.  Over  in  Australia,  Government  and  private  factor- 
ies scorn  to  accept  exorbitant  "blood"  profits  at  the  ex- 
pense of  the  lives  of  their  sons  and  brothers  at  the  front. 
As  an  example  we  may  quote  the  West  Australia  War  Com- 
missions Company,  Limited,  organized  when  the  war  broke 
out  under  state  supervision  by  leading  public  and  business 
men  of  the  state.  The  whole  capital  was  furnished  by 
public  supscription  on  the  understanding  that  there  should 
be  no  dividends  and  that  the  price  of  the  manufactured 
articles  should  be  as  nearly  as  could  be  fixed  the  actual  cost 
of  those  articles.  It  was  further  stipulated  that  any  pro- 
fits remaining  after  the  repayment  of  the  paid-up  capital 
after  the  war  should  be  devoted  to  patriotic  or  charitable 
purposes  incidental  to  the  war.  The  same  spirit  evidently 
animates  private  companies,  who  have  undertaken  contracts 
from  the  Government  at  certain  named  prices  on  the  un- 
derstanding that  if  these  are  greater  than  the  actual  cost  of 
production  of  the  article  the  balance  shall  be  refunded. 

In  comparison  with  this  truly  patriotic  attitude  Canada 
merely  offers  examples  of  the  operations  of  our  late  shell 
committee  such  as  the  original  letting  of  contracts  at  $6.70 
per  unit  which  have  later  been  reduced  to  $1.85;  the  boasts 
of  our  financial  magnates  of  huge  war  profits;  and  the 
scandals  attaching  to  other  purchases. 

If  these  men,  our  leaders,  represent  Canadian  culture,  is 
not  the  world  saying  that  it  at  least  compares  "favoralily" 
with  the  German  type? 

*  *  * 

After  a  long  silence  the  i)ee\-ed  voice  of  the  Oppositidu 
Leader  is  again  heard  in  the  land.  He  should  lie  ashamed 
to  criticize  the  Governmenl,  e\en  if  they  deserve  it.  He 
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has  waved  tlie  British  flag,  he  lias  told  us  what  a  great 
liritisher  he  is,  hut  has  failed  to  live  up  to  it.  What  is  he 
doing  to  induce  his  countr3'men  to  plaj*  their  part  in  the 
cause  of  freedom?  If  his  is  a  "soul  so  dead"  that  he  cannot 
speak  in  favor  of  the  British  Empire,  can  he  not  at  least 
keep  those  of  his  own  kidney,  like  Bourassa  and  La\crgnc 
and  Croquette  quiet? 

* 

When  are  we  going  to  get  some  information  concerning 
the  Ross  Rifle?  Rumors  suggest  that  after  the  disastrous 
fight  at  Langemarck  the  British  Government  made  a  report 
to  Ottawa  concerning  the  rifle.  If  so,  why  is  this  report 
not  made  public? 

SEARCHLIGHT. 


Personal 

Mr.  A.  McKenzie  Brydon  announces  that  he  has  with- 
drawn from  the  firm  of  Lindsay,  Brydon  &  Greig,  and  has 
for  present  address  304  Glencairn  Avenue,  Toronto. 

Mr.  H.  F.  Secord,  architect,  Toronto,  has  moved  his 
oflice  from  17  Queen  Street  East  to  3  College  Street  and  is 
now  associated  with  Messrs.  Geo.  N.  Molesworth  and  Gor- 
don M.  West,  who  are  on  active  service.  Captain  Moles- 
worth  is  with  the  134th  and  Lieut.  West  with  the  Slst  bat- 
talion. 

Mr.  E.  Laurie,  of  the  E.  Laurie  Company,  Montreal, 
agents  of  the  DeLaval  Steam  Turliine  Conii)any,  is  now  in 
England,  having  joined  the  Aviation  Corps  there.  Mr. 
Laurie  received  a  portion  of  his  training  in  aviation  in  Can- 
ada. The  agency  of  the  DeLaval  Company  will  be  con- 
tinued as  before  by  the  E.  Laurie  Company  in  Montreal. 

Mr.  L.  Keroack  has  l^ecome  associated  with  Mr.  J.  (). 
Marchand  under  the  firm  name  of  Marchand  and  Keroack. 
architects,  104  St.  James  Street,  Montreal.  Mr.  Marchand 
is  the  surviving  member  of  the  old  firm  of  Marchand  and 
Haskill;  the  latter  died  about  two  years  ago,  and  since 
then  the  business  has  been  carried  on  by  Mr.  Marchand.  Mr. 
Keroack  is  one  of  the  younger  meml)ers  of  the  Province  of 
Quebec  Association  of  Architects. 


Obituary 

Mr.  G.  D.  Walters,  chief  agricultural  engineer  for  the 
irrigation  branch  of  the  Department  of  the  Interior.  Calgary, 
is  dead. 

Mr.  James  Carr,  a  well-known  resident  of  Woodstock. 
Ont.,  (lied  recently,  after  a  few  days"  illness,  at  the  age  of 
78.  He  was  jiresident  of  the  Good  Roads  Association,  and 
an  expert  in  tliat  branch.  He  was  also  agent  for  the  im- 
migration department  of  the  local  government.  He  was 
born  in  Woodstock,  and  spent  nearly  all  liis  life  in  lliat 
town. 

Mr.  .Mc.xander  i\aiusay,  president  of  the  .\.  '\amsay  & 
.Son  (  omijany.  paint  and  varnisli  makers,  died  suddenly  on 
January  14  at  iiis  residence,  .\rgyle  .\\enue,  W'estnlount, 
aged  70.  Mr.  Kamsay  Was  a  native  of  Glasgow,  but  was 
educated  in  Montreal,  and  in  \Si\7  ac(|uircd  the  iiaint  anrl 
varnish    business    established  liis    fatlur.       Cndcr  liis 

direction  tlie  trade  increased  \ery  largely. 

Charles  Conrad  Schneider,  an  eminent  brid;.4e  engineer, 
and  a  past  president  of  ilu-  American  .Sdciety  (if  Cixil  V.n- 
gineers,  died  at  bis  li(ime  in  I  Miiladelphia  f)n  January  8.  Ili' 
was  72  years  old,  and  (hiring  liis  ])rofessional  career  liad 
been  the  reciiiient  of  many  high  honors.  lie  was  appointed 
a  member  of  the  Quebec  I'ridge  Commission,  which  inv'csti- 
gated  the  failure  of  the  old  Queliec  liridgc  in  li)()7,  and  of 
the   later   (-(unmission   appointcil    in    I'.MI    li\'    the  Canadian 


Government  to  supervise  the  Construction  of  the  new  bridge. 
He  was  awarded  the  Rowland  prize  and  the  Xorman  medals 
))y  the  American  Society  of  Civil  Engineers  for  excellent 
papers  on  his  design  of  the  Niagara  cantilever  bridge  (1880), 
on  structural  design  of  buildings  (190.5),  and  on  movable 
bridges  (1908).  Mr.  Schneider  was  born  in  Saxony,  Ger- 
many, in  1843,  and  graduated  as  a  mechanical  engineer  from 
the  [■{oyal  School  of  Technology  at  Chemnitz  in  1864,  com- 
ing to  America  in  1867.  He  designed  several  long  span 
bridges,  among  them  the  Eraser  River  cantilever  l^ridge  for 
the  Canadian  Pacific  Railway  in  1882  and  the  Niagara  canti- 
lever bridge  in  1883.  He  designed,  with  Mr.  F.  B.  Kunz, 
the  Reversible  Falls  steel  arch  bridge  at  St.  John,  N.B.,  and 
was  consulting  engineer  until  its  completion  in  1915.  He 
was  the  author  of  General  Specifications  for  Railroad  Bridges 
(1886),  for  Highway  Bridges  (1901),  and  for  Structural  Steel 
Work  in  Buildings  (1905). 

The  death  is  announced  of  Mr.  Alexander  Graham,  sup- 
erintendent of  construction  in  the  chief  engineer's  branch 
of  the  Department  of  Public  Works,  Ottawa.  At  the  time 
of  his  death  he  was  engaged  on  Government  work  at  Stur- 
geon Falls,  Ont.  The  late  Mr.  Graham  was  born  at  Bell's 
Corners  fifty-one  years  ago,  but  had  resided  in  Ottawa  for 
the  greater  part  of  his  life.  Previous  to  his  connection  with 
the  Government  work,  he  was  interested  for  many  years  in 
the  manufacture  of  brick  and  cement  blocks. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Premier  Granite  &  Sand  Company.  Montreal,  have 
registered. 

The  Western  Ontario  Clay  Workers  Association  will 
meet  in  convention  at  London,  Ont.,  February  23  and  23. 

Mr.  D.  A.  F.  Graham,  of  the  engineering  staff  of  the 
C.  N.  P.  R.,  has  been  made  resident  engineer  of  the  com- 
pany for  the  city  of  Vancouver. 

A  conference  on  Road  Construction  for  County  Road 
Superintendents  and  Engineers  will  be  held  at  the  Parlia- . 
ment  Buildings,  Toronto,  February  8-11,  191(). 

For  the  year  1915  the  total  value  of  Iniilding  permits  at 
St.  John,  N.  B.,  was  .1;346,275.  In  1914  the  ligures  were 
$515,300. 

The  Constructors'  .Association  of  Quebec  held  their 
atmual  assembly  in  their  rooms  at  23  St.  John  Street,  Que- 
bec, on  Januar)'  17.  .A  large  number  of  members  were  pre- 
sent. 

The  I'oard  of  Control  of  the  city  of  Toronto  have  re- 
commended the  acceptance  of  the  offer  of  Mr.  C.  S.  Town- 
send  for  a  concrete  bridge  at  Mount  Pleasant  Road  for  tlie 
sum  of  $45,000. 

.At  the  annual  meeting  of  the  Manit(d)a  .\rcliitccts'  .As- 
sociation held  ill  Winnipeg  on  the  17th  inst..  Col.  J.  B, 
Milcliell  was  elected  i)resident:  L  H.  Jordan,  x'ice-president. 
and  i\.  G.  Ilaiiford  re-elected  secretary-treasurer. 

,\'obert-l)ugre-Arsenault,  Limitee,  is  the  name  of  a  firm 
incorporated  recently  to  carry  on  the  l)usiness  of  general 
contractors  and  builders  and  ci\'il  engineers  at  Three  i^ivers, 
(hie.  'i'lie  cai)ital  slock  ol  the  company  is  ten  lliousand 
dollars. 

The  .Automatic  .Sprinkler  Company  of  .America,  I.iiiiitcd. 
has  been  iiicoriiorated  to  carry  on  i)usiness  in  Montreal,  with 
a   capital    stock   of  $10,000.     Tlie   incorporators   include  T. 
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Chase  Casgrain,  E.  M.  McDougall,  and  P.  F.  Casgrain,  all 
of  Montreal. 

It  is  stated  that  Mr.  Charles  D.  Campbell,  city  engineer 
of  Gait,  Ont.,  has  resigned  his  position  in  order  to  give  the 
Council  a  free  hand  in  connection  with  the  appointment  of 
an  engineer  under  the  new  by-law  reorganizing  the  Works 
Department  of  the  city. 

Messrs.  A.  Lindstrom  and  Nelson,  who  for  several  years 
have  been  foremen  with  the  Scott  &  Hudson  Building  Com- 
pany, have  formed  a  partnership  under  the  firm  name  of 
Lindstrom  &  Nelson,  and  will  embark  in  the  building  and 
contracting  business  at  Kenora,  Ont. 

There  is  a  report  that  the  Ross  Rifle  Company,  now  em- 
ploying over  1,500  men  and  paying  two  million  dollars  in 
salary  annually,  may  leave  Quebec  and  establish  in  Lindsay, 
Ont.,  if  their  application  for  an  extension  of  ten  years  to 
their  exemption  from  taxes  is  not  granted. 

Building  statistics  for  the  year  1915  for  St.  Boniface, 
Man.,  are  as  follows:  January,  $13,500;  February,  $70,000; 
March,  $13,135;  April,  $19,800;  May,  $14,425;  June,  $18,550; 
July,  $138,600;  August,  $1,400;  September,  $4,650;  October, 
$400;  November,  $700;  December,  $3,600;  total,  $296,760.  The 
total  for  1914  was  $803,442. 

The  fair  wage  officer  of  the  Montreal  Council  has  asked 
the  co-operation  of  the  Builders'  Exchange  and  the  Trades 
&  Labor  Council  in  drawing  up  a  fair  wage  schedule  to  be 
inserted  in  all  civic  contracts  for  the  present  year.  In  1915 
the  schedule  was  first  drawn  up  and  the  comments  of  the 
Builders'  Exchange  then  requested. 

Builders  Sales,  Limited,  is  the  name  of  a  firm  incor- 
porated with  a  capital  stock  of  $100,000  and  head  office  at 
Ottawa.  The  company  will  manufacture  and  deal  in  iron, 
steel,  metals,  rails,  machinery  and  tools,  etc.  The  incor- 
porators are  F.  W.  White.  E.  P.  Nunn,  F.  D.  Hogg,  A.  T. 
Lewis,  and  H.  E.  Newland,  all  of  Ottawa. 

Judgment  has  been  rendered  in  the  Supreme  Court  by 
Mr.  Justice  Maclennan  awarding  the  Nova  Scotia  Construc- 
tion Company  the  sum  of  $175,333  for  work  done  under 
various  contracts  in  connection  with  the  power  company's 
hydraulic  development  at  St.  Timothy.  It  is  stated  by  the 
power  company's  attorneys  that  an  appeal  against  this  judg- 
ment will  be  entered. 

Statistics  compiled  by  Mr.  Geo.  A.  McNamee,  Secretary- 
Treasurer  of  the  Third  Annual  Canadian  and  International 
Good  Roads  Congress,  to  be  held  at  Sohmer  Park,  Montreal, 
March  6th  to  10th  inclusive,  show  that  at  least  $15,000,000 
will  be  under  appropriation  this  year  for  the  construction  or 
improvement  of  roads  throughout  Canada.  Of  this  sum. 
$."),000,000  is  mentioned  as  the  share  of  the  province  of 
Quebec. 

In  recognition  of  his  services  to  the  Exchange  and  of 
his  action  in  answering  the  call  to  the  colors  by  enlisting 
with  the  111th  South  Waterloo  Battalion,  the  members  of  the 
Builders'  Exchange  of  Gait,  Preston  and  Hespeler,  at  a  re- 
cent meeting  honored  Mr.  Nelson  West,  who  resigned  his 
position  as  secretary.  Mr.  West  was  presented  with  a  small 
purse,  and  in  accepting  the  gift  expressed  his  thanks.  Mr. 
Frank  McAuslan  was  appointed  to  the  vacancy  caused  by  Mr. 
West's  resignation. 

That  the  Hudson  Bay  Railway  will  be  completed  and  in 
operation  in  time  to  carry  out  next  season's  crop  seems  to 
be  the  opinion  of  the  engineers  in  charge  of  the  work  of  con- 
struction, according  to  a  report  from  The  Pas.  The  canti- 
lever bridge  over  the  Nelson  River  at  Manitou  Rapids,  is 
partly  finished,  and  it  is  said  the  work  will  be  completed  by 
next  May.  The  steel  is  expected  to  be  at  Kettle  Rapids  by 
the  first  of  August,  where  another  cantilever  bridge  has  to 
be  built,  but  as  the  work  will  be  done  in  summer-time  three 


months  will  be  sufficient  for  tlie  construction.  If  this  pro- 
gramme is  followed  out  the  road  should  be  ready  for  opera- 
tion by  next  Christmas  at  the  latest. 

The  Provincial  Government  of  Alberta  contemplate  the 
construction  of  a  railway  from  Athabaska  to  Fort  Vermilion, 
a  distance  of  three  hundred  miles,  at  a  cost  of  from  eight  to 
ten  million  dollars.  The  project  includes  the  development 
of  coal  mines,  a  fleet  of  steamers  for  Peace  and  McKenzie 
Rivers,  working  up  mining  by-products,  etc.  The  Hon.  A. 
G.  MacKay,  M.L.A.,  of  Edmonton,  is  said  to  be  interested 
in  the  scheme.  The  loan  will  be  met  by  New  York  bank- 
ers, and  as  no  opposition  is  anticipated  it  is  stated  that  work 
will  be  started  with  the  opening  of  spring. 

Mr.  W.  B.  Timms  of  Ottawa,  a  mining  engineer  spe- 
cially commissioned  by  the  Federal  Government  at  the  re- 
quest of  the  Imperial  Government  to  inquire  into  and  in- 
vestigate molybdenite  deposits  in  British  Columbia,  is  in 
Vancouver.  Mr.  Timms,  who  is  a  graduate  of  Queen's 
I'niversity  and  of  the  Kingston  School  of  Mines,  states  that 
molybdenite  is  known  to  exist  in  British  Columbia  in  paying 
quantities  in  only  one,  or  possibly  two,  places.  Ferro-molyb- 
denum  is  a  product  now  very  much  in  demand  by  the  British 
Government  and  the  Governments  of  all  the  other  belligererits 
for  the  manufacture  of  big  gun  linings. 

A  dispute  between  John  Quinlan  and  Company,  Mon- 
treal, contractors,  who  are  building  the  civic  library,  and 
stonecutters  who  are  working  on  the  job  has  been  the  sub- 
ject of  a  report  by  Mr.  Laurendeau,  city  attorney.  The 
contention  of  John  Quinlan  and  Company  was  that  marble 
cutters  working  on  machines  were  not  entitled  to  as  mucli 
as  workmen  who  worked  by  hand,  furnishing  their  own 
tools.  The  scale  asked  was  45  cents  an  hour,  and  the  com- 
pany paid  45  cents  to  hand  workers  and  40  cents  to  those 
working  on  machines  for  a  lOi^-hour  day.  The  company 
considered  that  the  latter  class  were  overpaid  as  compared 
with  other  workmen.  The  city  attorney  expressed  the 
opinion  that  when  contractors  do  not  pay  according  to  the 
scale  of  fair  wages  inserted  in  all  civic  contracts  the  differ- 
ence can  be  paid  by  the  city  to  the  workmen  out  of  the  de- 
posit which  contractors  make  with  the  city  as  a  guarantee 
of  good  faith  when  tendering  for  the  contract. 

The  annual  business  meeting  of  the  Ontario  Motor  Lea- 
gue was  held  in  the  King  Edward  Hotel,  Toronto,  on  the 
18th  inst.  Mr.  W.  A.  McLean,  Chief  Highway  Engineer 
for  Ontario,  spoke  of  the  plans  for  connecting  up  districts  at 
present  isolated  because  of  bad  roads.  The  retiring  pre- 
sident of  the  League,  Mr.  W.  W.  Digby,  pointed  out  that  the 
membership  had  grown  from  4,600  to  5,041  in  the  last  year. 
Resolutions  were  passed  favoring  complete  reciprocity  in  re- 
gard to  the  interchanging  of  license  privileges  between  On- 
tario and  the  United  States.  It  was  also  strongly  recom- 
mended that  legislation  should  be  passed  making  the  carry- 
ing of  lights  on  all  vehicles  compulsory.  The  Hon.  Finlay 
Macdiarmid,  Minister  of  Public  Works  for  Ontario,  ex- 
plained the  working  of  the  new  highways  act,  and  the  Hon. 
Francis  M.  Hugo,  Secretary  of  State  for  New  York,  spoke 
briefly  of  the  great  benefit  of  good  roads  to  the  country  in 
general.  Mr.  L.  B.  Howland,  of  Toronto,  was  elected 
president  for  1916. 

Prof.  Adam  Shortt,  civil  service  commissioner,  ad- 
dressed the  Ottawa  branch  of  the  Canadian  Society  of  Civil 
Engineers  at  a  luncheon  held  in  the  Russell  Hotel  on  the 
]3th  inst.  Taking  for  his  subject  "War  and  the  Engineer," 
Prof.  Shortt  dealt  with  the  necessity  of  technical  training 
among  the  nations  of  the  future  as  shown  by  conditions 
arising  in  the  present  war.  The  soldier  was  becoming  more 
and  more  a  minor  factor  in  warfare,  the  speaker  said,  for 
the  application  of  technical  principles  had  made  a  great 
change  in  conditions.      The  army  with  the  largest  number 
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of  skilled  men.  engineers  and  inventors,  would  win  the  wars 
of  the  future.  The  present  struggle,  said  Prof.  Shortt,  had 
demonstrated  that  it  was  a  war  between  engineers  and  en- 
gineering products  on  both  sides,  and  the  futility  of  at- 
tempting to  overrun  nations  by  mere  strength  of  numbers 
had  been  demonstrated.  .The  manner  in  which  engineering 
had  affected  all  walks  of  life,  including  farming,  was  briefly 
touched  upon  by  Prof.  Shortt,  who  said  that  no  institution 
had  become  so  highly  specialized  as  western  farming. 

Mr.  Frank  D.  Lyman  has  purchased  the  stock,  assets, 
and  goodwill  of  the  railway  and  supply  department  of  John 
Millen  &  Son,  .Limited,  Montreal,  and  is  now  carrying  on 
business  at  323  St.  James  Street,  Montreal,  with  a  branch  at 
90  Adelaide  Street  West,  Toronto.  Stocks  are  carried  at 
both  the  Montreal  and  Toronto  warehouses.  As  soon  as  a 
Dominion  charter  has  been  granted  to  a  new  company  now 
formed  the  business  will  be  conducted  under  the  name  of 
Lyman  &  Lyman,  Limited.  Mr.  Lyman  has  been  manager 
of  the  department  now  acquired  by  him  since  it  was  started 
some  nine  years  ago  by  John  Millen  &  Son,  Limited.  The 
new  firm  holds  a  large  number  of  import  English,  French, 
and  United  States  agencies  including  The  National  Tube 
Company,  Pittsburg,  Pa.,  Shelby  Seamless  Steel  Tubes;  Ell- 
wood  Ivins  Tube  Works,  Philadelphia,  Pa.,  Steel,  Aluminium 
and  Brass  Tubes;  The  Electric  Service  Supplies  Company, 
Philadelphia,  Pa.,  Electric  Railway  Supplies  and  Equipment; 
Link-Belt  Company,  Philadelphia,  Pa.,  Silent  Chain  Drives; 
Societe  Le  Carbone,  Paris,  P'rance,  Carbon  Brushes;  The 
Chisholm  &  Moore  Manufacturing  Company,  Cleveland, 
Ohio,  Chain  Hoists  and  Trolleys;  Crouse-Hinds  Company, 


The  total  value  of  the  field  crops  of  the  Do- 
minion last  year  is  estimated  at  the  huge  figure 
of  $800,000,000.  New  high  records  are  established, 
both  as  to  quantity,  quality  and  market  value. 
The  earlier  estimates  as  to  the  grain  yields  of 
the  Prairie  Provinces  have  had  to  be  revised  up- 
ward. Canada's  total  wheat  yield  is  now  esti- 
mated at  376,303,600  bushels,  by  the  latest  official 
Government  report,  or  215,023,600  bushels  more 
than  the  previous  year. 


Syracuse,  N.  Y.,  and  Toronto,  Ont.,  Electric  Headlights; 
Graphite  Lubricating  Company,  Bound  Brook,  N.  J.,  Trolley 
Bushings  and  Graphite  Bronze  Bearings. 


Turbine  Equipment  Co. 

The  Turbine  Equipment  Cu.,  Limited,  Tcjronto, 
who  handle  the  De  Laval  equipment  in  Canada,  have 
recently  secured  the  following-  contracts :  Riordon 
Pulp  &  Paper  Co.  Ltd. — 1-75  h.p.  motor  driven  De 
Laval  two-staj2^e  centrifufjal  pump  ;  Dominion  Coal  Co. 
Sydney,  N.S. — 2-75  h.p.  direct  current  motor  driven  De 
Laval  two-stage  centrifugal  pumps;  l)rockville  Water 
iK:  Light  Commission,  for  the  new  filtration  ])lant — 
1-4,000,000  gallon  De  Laval  steam  turbine  connected  to 
a  I)c  Laval  centrifugal  ]nimp  through  the  medium  oL 
dou])le  helical  reduction  gear.s — 1-3  500,000  gallon  De 
motor  driven  pumj) — 1-2,000,000  gallon  De  I>aval 
mojor-driven  pump — 1-C.  il.  Wheeler  jet  condenser, 
])il)c,  valves,  etc. 

Canadian  Clay-working  Machinery 

Prominent  brickmakers  in  attendance  at  the  Can- 
adian National  Clay  T'roducts  Association  held  in  To- 
ronto last  week  are  behind  a  scheme  fur  the  foruiation 


of  a  company  to  manufacture  clay-working  machinery 
in  Canada.  At  present  ninety  per  cent,  of  the  clay- 
working  machinery  used  in  Canada  is  manufactured 
in  the  United  States.  A  duty  of  40  per  cent,  makes 
this  machinery  very  expensive.  It  is  estimated  that 
this  scheme  of  manufacture,  if  carried  out,  will  ])e  a 
financial  boon  to  the  brick  industry.  Repairs  could 
be  promptly  secured,  and  at  a  very  reduced  cost.  The 
brickmakers  are  very  enthusiastic  over  the  scheme,  and 
developments  may  be  expected  at  any  time. 


Road  Builders'  Association 

Satisfactory  progress  is  reported  on  the  plans  of 
the  Thirteenth  Annual  Convention  of  the  American 
Jioad  Builders'  Association  and  the  Seventh  National 
Exhibition  of  machinery  and  materials  which  will  be 
held  at  Mechanical  Hall,  Pittsburgh,  February  28  to 
March  3.  The  programme  will  include  the  discussion 
of  such  topics  as  "Railway  Tracks  on  Paved  Streets," 
"Adaptability  of  Paving-  Materials,"  Bituininous  Sur- 
faces for  State  Highways,"  "Concrete  Roads,"  "Re- 
cent Tendencies  in  Stone  Block  Pavements,  Especially 
With  Respect  to  Size  of  Blocks,"  "Foundations," 
"Control  of  Opening's  in  Pavements,"  "Roads  at  Low 
Cost  for  Moderate  Trafific,"  "Effects  of  Motor  Trucks," 
"Contractors'  Suggestions  to  Engineers,"  and  "Brick 
Streets  and  Roads." 


The  Engineer  and  Architecture 

Mr.  G.  R.  G.  Conway,  M.Can.Soc.C.E.,  consulting- 
engineer,  Toronto,  and  late  chief  engineer  of  the 
British  Columbia  Electric  Railway  Company  of  Van- 
couver, delivered  an  address  before  the  Ottawa  branch 
of  the  Canadian  Society  of  Civil  Engineers  on  Friday 
evening-  January  21.  Mr.  Conway's  subject  was 
"The  Engineer  and  Standards  of  Beauty,"  in  which  he 
urged  a  freer  co-operation  between  engineers  and 
architects  in  the  design  of  engineering  structures,  par- 
ticularly in  great  public  works  such  as  l^ridges,  railway 
terminals,  dams,  aqueducts,  power  houses,  highways, 
etc.  The  paper  was  fully  illustrated  with  lantern 
slides  giving-  examples  of  eng-ineering-  structures  where 
this  co-operation  had  been  attempted,  and,  in  some 
cases,  successfully  carried  out. 


Toronto-Hamilton  Highway 

In  crediting  the  equipment  used  on  the  work  of 
construction  of  the  Toronto-Hamilton  Highway,  de- 
scribed in  our  issue  of  January  5,  we  failed  to  note  that 
one  of  the  cranes  used  by  the  Comission  and  shown  in 
one  of  the  illustrations  was  manufactured  by  the 
Browning-  Company  of  Cleveland,  Ohio. 


Fine  Booklet  on  Moncton,  N.  B. 

The  city  of  Moncton,  N.  B.,  have  just  issued  a  very 
handsome  booklet  describing  the  industrial  advantages 
of  that  cit}^  The  Contract  Record  acknowledges  with 
thanks  a  copy  from  Messrs.  James  Reid  &  Son,  con- 
tractors, who  are  responsible  for  a  large  num])er  of 
the  fine  Ijuildings  shown  in  this  booklet. 


The  preliminary  programme  of  the  Twelfth  .\nnual 
Convention  of  the  American  Concrete  Institute  has 
been  distributed.  The  convention  will  be  held  Feb- 
ruary 14  to  17  at  the  Auditorium  Building,  Chicago. 
With  the  convention  will  be  associated  an  exhibit 
known  as  the  Cement  .Show, 


Contracts  Department 


News    of  Special   Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Barrie,  Ont. 

The  by-law  previously  reported  as 
carried  is  for  the  purpose  of  paying  for 
work  already  completed  on  Bradford  St. 

Hamilton,  Ont. 

The  City  Council  are  considering-  the 
construction  of  a  sewer  on  Mountwood 
Avenue  and  alterations  to  some  of  those 
in  the  west  end  south  of  Aberdeen  Ave- 
nue.   Engineer,  A.  F.  Macallum. 

The  Works  Committee  have  recom- 
mended the  construction  of  a  drainage 
system  on  Aberdeen  Avenue  at  an  esti- 
mated cost  of  $7,200.    Clerk,  S.  H.  Kent. 

London,  Ont. 

The  City  Council  intend  to  start  work 
by  day  labor  in  the  spring  on  extensions 
to  the  waterworks  system.  General 
Manager  of  the  Utilities  Commission,  E. 
\'.  Buchanan. 

Niagara  Falls,  Ont. 

The  Board  of  Works  are  considering 
the  construction  of  a  quantity  of  6-inch 
watermain. 

Ottawa,  Ont. 

Preliminary  grading  is  being  done  by 
day  labor  preparatory  to  the  construc- 
tion of  the  Rideau  River  Driveway. 
Plans  for  the  pavement  not  yet  prepared. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  February  1st  for  the  construc- 
tion of  sewers  on  Cawthia,  Connolly  and 
Gilmour  Streets  and  St.  Clair  Avenue 
Square.  Plans  and  specifications  at  Room 
6,  City  Hall. 

CONTRACTS  AWARDED 

Ottawa,  Ont. 

The  City  Council  have  awarded  the 
contract  for  supply  of  a  quantity  of  GO- 
inch  circular  sewer  blocks  to  the  Nation- 
al Fireproof  Supply  Company,  78  Cres- 
cent Street,  Montreal. 


Railroads,  and  Bridges  Wharves 

Alberta  Province 

Negotiations  are  now  progressing  with 
reference  to  the  construction  of  a  rail- 
road between  Athabaska  and  Fort  Ver- 
million at  an  approximate  cost  of  $10.- 
000,000.  The  project  includes  the  de- 
velopment of  mines  and  a  fleet  of  steam- 
ers for  the  Peace  and  McKenzie  Rivers. 
Hon.  A.  B.  MacKay,  M.P.P.,  10619  90th 
.\venue,  Edmonton,  is  interested  in  the 
scheme. 

Brokenhead,  Man. 

The  Municipality  are  considering  the 
construction  of  a  bridge  over  the  Broken- 
head  River  and  repairs  to  several  others. 
Clerk,  W.  J.  Hoban,  Beausejour. 

Cameron,  Man. 

Tenders    on     the    construction  of  a 


^vo()den  bridge  over  the  Souris  River 
will  be  received  until  February  lird  by 
the  Municipal  Secretary,  T.  B.  Woodhull, 
Hartney. 

Lachute,  Que. 

Tenders  on  the  construction  of  a 
bridge  will  be  received  until  noon,  Feb- 
ruary 3rd,  by  J.  A.  Rice,  Town  Clerk. 
Steel  construction,  cement  abutments. 
Plans  and  specifications  with  the  Clerk. 

Toronto,  Ont. 

The  estimates  prepared  by  Parks  Com- 
missioner C.  E.  Chambers  include  a 
cement  bridge  over  the  lagoon  at  the 
I  sland. 

CONTRACTS  AWARDED 

Toronto,  Ont. 

The  Board  of  Control  have  let  the 
contract  for  the  construction  of  the 
Mount  Pleasant  Road  bridge  to  C.  J. 
Townsend,  79  Spadina  Avenue,  at  $45,- 
000,  subject  to  the  approval  of  Council. 
Concrete  construction. 

Public  Buildings,  Churches 
and  Schools 

Ameliasburg  Township,  Ont. 

The  erection  of  schools  is  being  con- 
sidered by  the  Trustees  of  School  Sec- 
tions Nos.  12  and  13.  Secretaries,  R.  H. 
Fox,  Ameliasburg,  and  Arklen  Blakely, 
Consecon. 

Athol  Township,  Ont. 

The  Trustees  of  School  Section  No.  1 
are  considering  the  erection  of  a  school. 
Secretary,  M.  Parks,  Woodrows,  Ont. 

Barber  Township,  Ont. 

The  erection  of  a  school  in  School 
Section  No.  1  is  contemplated.  Secre- 
tary to  the  Trustees,  J.  W.  Thompson, 
Leeville,  Ont. 

Berthier,  Que. 

The  Parish  School  Board  are  consider- 
ing the  erection  of  a  school  at  an  ap- 
])roximate  cost  of  $4,000.  Secretary,  J. 
A.  A.  Lavallee,  Berthier. 

Casgrain  Township,  Ont. 

The  Trustees  of  School  Section  No.  1 
contemplate  the  building  of  a  school. 
Secretary,  J.  O'Donnell,  Hearst. 

Catherine  Township,  Ont. 

The  erection  of  a  school  is  contemp- 
lated by  the  Trustees  of  School  Section 
No.  1.  Secretary,  W.  G.  Laycock, 
Krugersdorf. 

Charlottetown,  P.E.I. 

Tenders  will  be  called  shortly  for  seal- 
ing required  by  the  First  Methodist 
Church.  Approximate  cost,  $5,000.  Sec- 
retary, E.  H.  Beer,  134  Richmond  Street. 

Currie  Township,  Ont. 

It  is  proposed  to  build  a  school  in 
School  Section  No.  3.  Secretary  to  the 
Trustees,  G.  Sexsmith,  Matheson. 


Darling  Township,  Ont. 

It  is  proposed  to  build  a  school  in 
School  Section  No.  1.  Secretary,  James 
Burns,  Marble  Bluff  P.  O.,  Ont. 

Dundas,  Ont. 

Oborn  &  Ellis,  Architects,  have  pre- 
pared three  different  designs  for  a  high 
.School,  estimated  to  cost  between  $4,500 
and  $8,000.  The  sites  will  be  inspected 
by  the  Board  of  Education  and  a  recom- 
mendation made. 

Eastview,  Ont. 

The  erection  of  a  four-roomed  addi- 
tion to  the  school  is  being  considered  ])y 
the  Public  Scliool  Board.  .Secretary,  j. 
W.  Rostetter,  Cumniings  Bridge  P.  O. 

Finch  Township,  Ont. 

The  erection  , of  a  school  is  contemp- 
lated by  the  Trustees  of  Union  Section 
No.  3,  Finch.  Estimated  cost,  $12,000 
to  $15,000.  Secretary,  G.  S.  Casselman, 
Finch  Village. 

Fisher  and  Herrick  Townships,  Ont. 

The  erection  of  a  school  is  being  con- 
sidered. Secretary  to  the  School  Sec- 
tion, A.  S.  Chapman,  Batchewan,  Ont. 

Fullerton  and  Downie  Townships,  Ont. 

The  Trustees  of  Union  School  Section 
No.  1,  contemplate  the  erection  of  a 
school  at  an  approximate  cost  of  $4,800. 
Secretary,  G.  S.  Thompson,  St.  Marys, 
R.  R.  No.  5. 

Georgina  Township,  Ont. 

The  erection  of  a  school  is  being  con- 
sidered by  the  Trustees  of  School  Sec- 
tion No.  14.  Estimated  cost,  $3,500. 
Secretarjr,  E.  G.  Corner,  Pcflferlaw. 

Goulburn  Township,  Ont. 

The  Trustees  of  School  Section  No.  10 
are  considering  the  erection  of  a  school. 
Secretary,  F.  McCaffrey,  Stanley's  Cor- 
ners. 

Halowell  Township,  Ont. 

The  Trustees  of  School  Sections  Nos. 
G  and  12  are  considering  the  erection  of 
two  schools.  Secretaries,  R.  D.  Mil- 
ford.  R.  R.  No.  1,  Picton.  and  T.  G. 
Wright,  R.  R.  No.  8,  Picton.  Ont. 

Hamilton,  Ont. 

The  General  Hosjjital  Board  contemp- 
late the  erection  of  an  administration 
building  in  connection  with  the  Hospital. 
Chairman,  T.  H.  Pratt. 

Iroquois  Falls,  Ont. 

The  construction  of  a  sciiocil  is  con- 
templated. Secretary  to  the  School 
Board,  F.  Lyons,  Iroquois  Falls. 

London,  Ont. 

The  School  Board  are  considering  the 
erection  of  a  technical  school,  a  public 
school  south  of  Dundas  Street  and  east 
of  Egerton  Street,  and  additions  and  al- 
terations to  the  suburban  school  at  Eal- 
ing.   Chairman,  A.  E.  Silverwood. 

The  installation  of  a  passenger  ele- 
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vator  at  the  City  Hall  is  contemplated. 
City  Clerk,  S.  Baker. 

The  Board  of  Education  are  consider- 
ing- extensive  improvements  m  the  venti- 
lation of  several  schools.  Chairman,  A. 
E.  Silverwood. 

Manvers  Township,  Ont. 

The  Trustees  of  School  Section  No.  1 
are  considering  the  erection  of  a  school 
at  an  approximate  cost  of  $3,000.  Sec- 
retary, A.  W.  Hesslip,  Janetville,  R.  R. 
No.  2. 

Marlborough  Township,  Ont. 

The  erection  of  a  school  is  being  con- 
sidered by  the  Trustees  of  School  Sec- 
tion No.  4.  Secretary,  Henry  Taylor, 
Malakofif. 

Pictou,  N.S. 

The  Pictou  County  Council  are  con- 
sidering the  erection  of  a  _  new  asylum 
near  to  the  present  one,  which  is  becom- 
ing overcrowded.  Treasurer,  A.  Mc- 
Dougall,  Pictou. 

Prevost  Canton,  Que. 

The  erection  of  a  school  at  an  esti- 
mated cost  of  $4,000  is  contemplated. 
Secretary  to  the  School  Board,  J.  La- 
chance,  St.  Zenon  P.  O. 

Renfrew,  Ont. 

The  Department  .of  Public  Works. 
Ottawa,  are  considering  the  erection  of 
an  addition  to  the  Post  Office.  Secre- 
tary, R.  C.  Desrochers,  Ottawa. 

Sharpe  Township,  Ont. 

The  erection  of  a  school  is  contemp- 
lated by  the  Trustees  of  School  Section 
No.  4,  Marlborough.  Secretary,  Otti 
Stein,  Costello. 

South  Marysburg  Township,  Ont. 

The  erection  of  schools  is  being  con- 
sidered by  the  Trustees  of  School  Sec- 
tions Nos.  13  and  15.  Secretaries,  J.  W. 
MacAuley,  Milford,  Ont.,  and  J.  E.  Mur- 
phy, South  Bay,  Ont. 

St.  Emile  de  Suffolk,  Que. 

The  School  Board  contempla,te  the 
erection  of  a  school  at  an  approximate 
cost  of  $4,000.  Secretary,  A.  D.  Boiviii, 
St.  Emile  de  Suffolk. 

Timmins,  Ont. 

The  School  Board  contemplate  the 
construction  of  a  four-roomed  school. 
Secretary,  Adrien  Allard,  Timmins. 

Tiny  Township,  Ont. 

The  Trustees  of  School  Section  No.  5 
are  considering  the  erection  of  a  school, 
estimated  to  cost  $4,000.  Secretary,  W. 
A.  Casselman,  Wyebridge. 

Toronto,  Ont. 

The  general  contract  fur  the  erection 
of  a  temporary  postal  station  has  been 
awarded  l)y  the  Dominion  Government 
Department  of  Public  Works  to  William 
Williamson,  liil  Woodbine  Avenue. 
.Steel,  galvanized  iron  and  brick  construc- 
tion. 

Tlie  Board  of  Education  will  receive 
tenders  until  January  28th  for  sundry 
work  at  the  schools,  including  ash  hoists, 
electric  wiring,  fire  door,  steam  fittings 
and  supply  of  drawing  tables  and  side 
arm  chairs.  Specifications,  etc.,  at  office 
of  the  Building  Superintendent. 

Wellington,  Ont. 

The  erection  of  a  school  is  being  con- 
sidered by  the  Trustees  of  School  Sec- 


tion No.  14,  Hillier  Township.  Secre- 
tary, E.  L.  Hubbs,  Wellington. 

West  Wawanosh  Township,  Ont. 

Tenders  will  be  called  about  the  middle 
of  February  on  the  erection  of  a  school 
for  the  Trustees  of  School  Section  No.  4. 
Plans  are  now  at  residence  of  the  Sec- 
retary, W.  McQuillan,  R.  R.  No.  4,  St. 
Helens  P.  O.  Architect,  A.  Stuart,  Luck- 
now.    Estimated  cost,  $4,000. 

Windsor,  Ont. 

Sub-tenders  on  trades  required  in  the 
erection  of  an  addition  to  the  Collegiate 
Institute  are  being  received  by  Schultz 
Bros.  Company,  Limited,  Brantford,  and 
John  McLeod  &  Company,  Limited,  110 
Church  Street,  Toronto. 

CONTRACTS  AWARDED 

Motherwell,  Ont. 

The  School  Board  have  let  the  follow- 
ing contracts  for  the  school  which  is  to 
be  erected  in  the  spring: — masonry. 
Brown  &  Sparks;  carpentry,  C.  Kane; 
painting,  W.  Swan;  plumbing,  P.  War- 
ner; all  in  care  of  the  Secretary,  W.  W. 
Rogers.    Seating  will  be  purchased  later. 


Business  Buildings  and  Indus- 
trial Plants 

Cape  Breton,  N.S. 

The  International  Nickel  Company,  43 
Exchange  Street,  New  York  City,  and 
Sudbury,  Ont.,  have  made  arrangements 
with  the  Dominion  Government  for  the 
establishment  of  a  nickel  refinery.  Presi- 
dent, Ambrose  Monell. 

Deseronto,  Ont. 

The  Canadian  Northern  Railway  Com- 
pany, Toronto,  contemplate  the  construc- 
tion of  cattle  pens.  Work  will  be  done 
by  the  Company's  Bridge  &  Building  De- 
partment.   Frame  construction. 

Gait,  Ont. 

The  Canadian  Cereal  &  Flour  Mills 
Company,  Limited,  propose  to  add  two 
storeys  to  their  warehouse,  and  have  ap- 
plied for  a  permit.  Secretary,  R.  C. 
Pratt. 

Hamilton,  Ont. 

The  Fire  Chief,  A.  B.  Ten  Eyck,  has 
recommended  the  erection  of  a  fire  hall 
in  the  southwestern  section  of  the  city. 

Montreal,  Que. 

Work  has  been  started  by  N.  D.  Leger, 
2.516  Chateaubriand  Street,  on  the  erec- 
tion of  a  store  and  residence  on  Church 
Street.  A  number  of  trades  will  be  sub- 
let shortly. 

Ottawa,  Ont. 

New  tenders  will  be  called  shortly  for 
alterations  and  additions  to  stores  on 
Albert  Street  for  J.  G.  Butterworth,  86 
Sparks  Street.  Architect,  W.  H.  George, 
Castle  Building,  Queen  Street.  Steel  and 
brick  construction,  concrete  foundation, 
felt  and  gravel  roofing. 

Tenders  are  now  being  received  for  al- 
terations and  additions  to  stores  at 
O'Connor  and  Slater  Streets  for  J. 
Brouse,  85  MacLaren  Street.  Architect, 
W.  Herbert  George,  Castle  Building, 
Queen  Street.  Brick  construction,  con- 
crete foundation,  felt  and  gravel  roofing. 

Port  Arthur,  Ont. 

The  Davidson  &  Smith  Elevator  Com- 


pany propose  to  construct  an  additional 
storage  with  a  capacity  of  1,000,000  bush- 
els.   Particulars  from  J.  R.  Smith. 

Quebec,  Que. 

Work  will  start  in  the  spring  on  the 
construction  of  stock  yards,  etc.,  for  the 
Quebec  Abattoir  Company,  Limoilou. 
Day  labor  will  probably  be  employed. 
Architect,  A.  H.  Laberge,  Beauport.  Es- 
timated cost,  $35,000. 

Sarnia,  Ont.   

Lockwood,  Green  &  Company,  Bos- 
ton, are  now  negotiating  with  a  view  to 
the  erection  of  a  factory.  Estimated  cost, 
$500,000. 

Tavistock,  Ont. 

The  Dominion  Railway  Board  Inspec- 
tor will  recommend  the  construction  of 
a  new  station  by  the  Grand  Trunk  Rail- 
way Company,  Montreal. 

Toronto,  Ont. 

R.  T.  Robinson,  131  Glenholme  Ave- 
nue, has  commenced  the  erection  of  a 
pair  of  stores  at  754  St.  Clair  Avenue. 
The  contract  for  plumbing  has  been  let 
to  E.  F.  Rockford,  880a  Bloor  Street  W. 
Roofing,  painting,  plastering,  wiring  and 
heating  not  yet  awarded. 

Property  Commissioner  D.  Chisholm 
has  been  instructed  to  report  on  the  ad- 
visability of  building  three  public  lava- 
tories, estimated  to  cost  $9,800  each. 

The  Grand  Trunk  Railway  Company 
have  started  work  on  repairs  to  the  roof 
and  top  floors  of  the  Union  Station  un- 
der the  supervision  of  Engineer  Mitchell, 
Department  of  Bridges  and  Buildings. 
Approximate  cost,  $10,000. 

Witchall  &  Son,  156  St.  Helens  Ave- 
nue, are  receiving  sub-tenders  in  connec- 
tion with  the  power  station  which  is  to 
be  erected  near  Orillia. 

Vancouver,  B.C. 

Tenders  will  be  called  about  the  end 
of  the  month  for  foundation  work,  pil- 
ing' and  concreting  in  connection  with 
the  erection  of  a  station  for  the  Great 
Northern  Railway,  90  Pender  Street  E. 
Architect,  F.  L.  Townley,  850  Hastings 
Street  W.  Estimated  cost  of  this  work 
is  $30,000. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

The  contract  for  plumbing  required  in 
connection  with  the  warehouse  which  has 
been  erected  for  M.  Jax,  94  Cannon  St. 
W.,  has  been  let  to  D.  Robinson,  315 
John  Street  N. 

Montreal,  Que. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  stores  and 
residences  which  are  being  built  for  J. 
Leclaire,  600  Demontigny  Street,  has 
been  let  to  Raoul  Chamberland,  825  De- 
lorimier  Avenue. 

In  connection  with  the  factory  which 
has  been  erected  for  the  Steel  Company 
of  Canada,  1272  Notre  Dame  Street  W., 
the  contract  for  heating  and  ventilation 
has  been  let  to  the  B.  F.  Sturtevant  Com- 
pany of  Canada,  New  Birks  Building,  and 
the  plumbing  to  T.  O'Connell,  183  Otta- 
wa Street. 

In  connection  with  the  premises  which 
are  being  erected  at  Bank  and  Sunny- 
side  Streets  for  Graham  Bros.,  205  Laur- 
ier  Avenue,  the  contract  for  heating  and 
plumbing  has  been  awarded  to  Gervin 
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&  Lillico,  1095  Bank  Street,  and  the  elec- 
trical work  to  F.  Presby,  138  Irving  Ave. 

Toronto,  Ont. 

The  contract  for  masonry  and  stone 
work  required  in  connection  with  the 
store  and  residence  which  is  being  built 
by  J.  P.  Lever,  20  Atlas  Avenue,  has 
been  awarded  to  the  Granite  Concrete 
Block  Company,  Limited,  1466  Yonge  St. 


Residences 

Ailsa  Craig,  Ont. 

The  congregation  of  the  Baptist 
Church  are  considering  the  erection  of  a 
parsonage,  at  an  approximate  cost  of 
$5,000.  Chairman  of  the  Building  Com- 
mittee, S.  Gillies. 

Albertville,  Ont. 

William  Woollatt,  care  of  R.  Wigle, 
Albertville,  Kingsville,  Ont.,  is  consider- 
ing the  erection  of  a  residence  at  an  ap- 
proximate cost  of  $3,500. 

Beverley  Township,  Ont. 

Hayward  Cornell,  R.  R.  No.  1,_  Troy, 
contemplates  the  erection  of  a  residence. 
Brick  construction,  stone  foundation. 

Brockville,  Ont. 

Tenders  will  be  received  until  Febru- 
ary 7th  for  alterations  to  the  residence 
of  J.  A.  Mackay,  Prescott  Road.  Archi- 
tects, Barott,  Blackader  &  Webster,  New 
Birks  Building,  Montreal. 

Hagersville,  Ont. 

Work  will  start  early  in  the  spring  on 
the  erection  of  two  residences  for  Frank 
Tyrrel.    Brick  construction. 

William  Herod  is  considering  the  erec- 
tion of  a  residence  on  King  Street.  Work 
may  start  in  the  spring. 

Lakeside,  Que. 

The  roofing  required  in  connection 
with  the  residence  in  course  of  erection 
for  C.  W.  MacLean  is  being  done  by  day 
labor. 

Montreal,  Que. 

Work  has  been  started  on  the  erection 
of  four  flats  on  Clark  Street  for  H.  Paie- 
ment,  1335  Gouin  Boulevard.  Brick  con- 
struction, concrete  foundation,  felt  and 
gravel  roofing.    Estimated  cost,  $20,000. 

Niagara  Falls,  Ont. 

William  Hanover,  Ferry  Street,  has 
commenced  the  erection  of  a  residence 

on    McRae    Street,  and  contemplates 

building  another  on  Armoury  Avenue. 

Brick  construction.  Estimated  cost, 
$3,000  each. 

Ottawa,  Ont. 

Eugene  Patry,  54  Irving  Avenue,  is 
about  to  start  work  on  the  erection  of  a 
residence,  estimated  to  cost  $3,500.  Brick 
veneer  construction,  stone  foundation, 
felt  and  gravel  roofing. 

Quebec,  Que. 

Work  has  been  started  by  Leon  Mar- 
coux,  67  Napoleon  Street,  on  the  erection 
of  a  residence,  estimated  to  cost  $4,000. 
Frame  and  brick  construction,  stone 
foundation,  felt  and  gravel  roofing. 

Ridgeville,  Ont. 

The  erection  of  a  residence  is  being 
considered  by  F.  C.  Williams.  Work 
may  start  in  the  spring.  Cement  block 
construction. 


CONTRACTS  AWARDED 

Ottawa,  Ont. 

The  contract  for  heating  and  plumbing 
in  connection  with  the  residence  which 
has  l)een  built  by  B.  A.  Grison,  21  Fenti- 
man  Avenue,  has  been  awarded  to  Gervin 
&  Lillico,  1095  Bank  Street. 

In  connection  with  the  residence  which 
Walter  Fryer,  5  Glen  Avenue,  has  built 
on  Roslyn  Street,  the  contract  for  elec- 
trical work  has  been  let  to  the  Dominion 
Electric  Construction  Company,  417 
Sparks  Street. 

In  connection  with  the  residence  which 
is  being  built  on  Fentiman  Avenue  by 
F.  Nunn,  care  of  Ritchie  &  Nunn,  165 
Sunnyside  Avenue,  the  contract  for  heat- 
ing has  been  let  to  J.  Cameron,  488 
Levis  Street,  the  plumbing  to  J.  P.  Band, 
Bank  Street,  and  the  electrical  work  1o 
H.  L.  Allan,  377  Somerset  Street. 

In  connection  with  the  residence  which 
is  being  erected  on  Grove  Street  by  John 
McCallum,  54  Glen  Avenue,  the  contract 
for  heating  has  been  awarded  to  the 
Capital  Hardware  Company,  Bank  Street, 
and  the  plumbing  to  H.  Knox,  Elgin  St. 
Painting  by  owner.  Electrical  work  not 
let. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  which 
is  being  let  in  connection  with  the  resi- 
dence which  is  being  built  on  Marlboro 
Avenue  by  Barrett  Bros.,  260  Catherine 
Street: — plastering,  P.  Beaupre,  13  He- 
ney  Street;  painting.  Bower  Bros.,  48 
Aylmer  Avenue;  heating,  John  Stewart, 
Westboro;  plumbing,  J.  T.  Blythe,  Frank 
Street. 

In  connection  with  the  residence  which 
is  being  erected  on  Fourth  Avenue  for 
A.  Davidson,  69  Grosvenor  Street,  the 
contract  for  heating  and  plumbing  has 
been  awarded  to  Gervin  &  Lillico,  1093 
Bank  Street,  and  the  electrical  work  to 
the  Dominion  Electric  Construction 
Company,  477  Sparks  Street. 


Power  Plants,  Electricity  and 
Telephones 

Ailsa  Craig,  Ont. 

W^illiam  Hay  contemplates  the  pur- 
chase of  electrical  machinery  for  operat- 
ing his  mill. 

Amherstburg,  Ont. 

The  Town  Council  are  considering  ex- 
tensions to  the  existing  lighting  system 
and  will  later  take  up  the  question  of  in- 
stalling a  permanent  lighting  system. 
Clerk,  G.  E.  Pulford. 

Stamford  Township,  Ont. 

The  Township  Council  arc  consider- 
ing the  purchase  of  the  electric  plant  of 
the  Ontario  Distributing  Company  and 
the  erection  of  a  sub-station  at  a  total 
cost  of  $26,000.  A  by-law  may  be  sub- 
mitted to  the  ratepayers  to  authorize  this 
expenditure.  Estimated  cost  of  sub-sta- 
tion, $3,000.  Clerk,  C.  T.  Monroe,  South- 
end P.  O. 

Wellesley,  Ont. 

The  Town  Council  will  call  for  tenders 
within  two  months  for  the  installation 
of  a  distribution  plant.  Estimated  cost, 
$7,500. 

CONTRACTS  AWARDED 

Montreal,  Que. 

In  connection  with  the  projected  ad- 
dition to  the  steam  generating  plant  of 


the  Alontreal  Tramways  Company,  78 
Craig  Street,  the  contract  for  boilers  has 
been  awarded  to  Babcock  &  Wilcox, 
Limited,  College  Street,  and  for  a  turbo 
generator  to  the  Canadian  General  Elec- 
tric Company,  Limited,  162  St.  Antoine 
Street. 


Fires 

Amherst,  N.S. 

A  business  block  owned  by  E.  E.  Hev/- 
son  has  been  damaged  by  fire  to  the  ex- 
tent of  about  $4,000.  Loss  partially  cov- 
ered by  insurance. 

Birchcliffe,  Ont. 

The  residence  of  A.  E.  Harris  has  been 
destroyed  by  fire.    Loss,  $2,000. 

Brandon,  Man. 

Fire  has  destroyed  a  store  owned  by 
Doig  Rankin  &  Robertson.  Loss, 
.$100,000. 

Collingwood,  Ont. 

The  store  of  Honeyford  &  Vernon  has 
been  damaged  by  fire  to  the  extent  of 
$15,000,  including  loss  on  stock.  Some 
insurance  is  carried. 

DTsraeli,  Que. 

Four  residences  have  been  destroyed 
by  fire.  Owners,  John  Gauthier,  Severe 
Blanchard,  J.  A.  Bengle,  M.  Levesue. 
Loss,  $10,000,  covered  by  insurance. 

Fairville,  N.B. 

Glendon  H.  Allen's  drug  store,  the 
property  of  Robert  Catherwood,  has 
been  destroyed  by  fire.  Loss,  $4,000,  par- 
tially insured. 

Fort  William,  Ont. 

Fire  has  destroyed  the  music  store  on 
Arthur  Street  owned  by  J.  R.  Tucker. 

A  store  at  McTavish  and  Mclntyre 
Streets,  owned  by  Ignace  Firlewrez,  has 
been  destroyed  by  fire.  Loss,  about 
$2,500,  covered  by  insurance. 

Gait,  Ont. 

Fire  has  destroyed  the  wooden  grand- 
stand in  Dickson  Park,  owned  by  the 
Town  Council.    Loss,  $5,000. 

Hamilton,  Ont. 

The  store  of  Kent  Garvin  &  Company, 

10  Catherine  Street  N.,  has  been  des- 
troyed by  fire.  Loss  on  building  and 
contents,  $10,000. 

Harriston,  Ont. 

The  Town  Hall  has  been  destroyed  by 
fire.  The  Town  Council  will  rebuild 
Clerk,  A.  J.  Stewart. 

Moncton,  N.B. 

Fire  has  damaged  a  building  on  Main 
Street  owned  by  W.  S.  Smith,  Main  St. 

Montreal,  Que. 

The  premises  of  the  Canadian  .Vrclii- 
tectural  Iron  Works  Company  have  been 
entirely  destroyed  by  fire. 

011  Springs,  Ont. 

Fire  has  destroyed  the  store  of  \V.  R. 
Wiggins.     Loss,  $5,000. 

Fire  has  totally  destroyed  a  store 
owned  by  Mrs.  W.  S.  Duggan. 

Ottawa,  Ont. 

The  residence  of  Alexander  Abraham, 
619  Booth  Street,  has  been  destroyed  by 
fire.    Loss,  $2,500.    Owner  may  rebuild. 

Quesnel,  B.C. 

Fire  has  destroyed  the  following  pre- 
(Continued  on  page  48) 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Tenders  will  be  received  by  the  Council  of  the 
Township  of  HuUett  up  to  2  p.m.  on  Thursday, 
the  3rd  of  February,  1916,  for  the  erection  of  a 
steel  bridge  over  the  Walkerburn  Creek,  hve 
miles  north  of  Londesboro,  the  said  bridge  to  be 
CO  ft.  long  and  16  ft.  roadway,  with  cement  floor 
and  to  be  built  on  cement  abutments.  The  low- 
est or  any  tender  not  necessarily  accepted. 

:j.4  JAMES  CAMPBELL,  Clerk. 


Tenders  Wanted 


Sealed  tenders  for  all  trades,  witli  the  excep- 
tion of  structural  steel,  in  connection  with  the 
erection  of  the  New  Princess  Theatre,  Toronto, 
will  be  received  until  5  p.m..  Saturday,  February 
12,  1916,  at  tlie  office  of  the  undersigned. 

Structural  steel  tenders  will  close  at  6  p.m., 
Saturday,  February  5,  1916. 

Tenders  to  be  submitted  on  forms  to  be  sup- 
plied. 

Plans  and  specifications  may  be  seen  at  the 
office  of  Charles  J.  Read,  Rooms  203-4  Con- 
federation Life  Building,  Toronto,  Ont. 

C.  HOWARD  CRANE,  Architect, 
CHARLES  T.  READ,  Associate  Architect. 

4-5-G 


For  Sale 


Large  manufacturing  company  in  the  United 
.States  specializing  in  concrete  machinery  wants 
to  sell  outright  a  full  set  of  drawings,  patterns, 
and  other  information  in  reference  to  building 
and  marketing  concrete  mixers.  Good  oppor- 
tunity for  Canadian  manufacturer.  Box  290, 
Contract  Record  and  Engineering  Review,  To- 
ronto, Ont.  4-0 


Contractor's  Plant 
For  Sale 

Two  Ransom,  10  cubic  feet  capacity.  Concrete 
Mixers,  one  equipped  with  loading  skip,  complete 
with  steam  engine. 

One  Beatty  Hoisting  Engine,  single  drum, 
double  cylinder,  14  h.p.,  Al  condition. 

One  American  Single  Drum  Hoisting  Engine, 
single  cylinder,  16  h.p. 

Ten  concrete  carts,  tools,  etc. 

Will  dispose  of  at  sacrifice  price,  and  make 
terms  of  payment  to  suit  purchaser.  Apply  Mr. 
Creed,  Room  903,  Read  Building,  Montreal.  3-4 


tract  for  electric  equipment  to  the  Can- 
adian General  Electric  Company,  Limit- 
ed, 163  St.  Antoine  Street,  Montreal. 

London,  Ont. 

Dennis  H.  Flannigan,  840  Lorne  Ave- 
nue, intends  to  proceed  with  the  stock- 
yards scheme  which  was  defeated  recent- 
ly by  the  Municipality.  Plans  will  be  pre- 
pared.   Estimated  cost,  ,$7,000. 

Smallman  &  Ingram  Limited,  Dimdas 
Street,  are  considering  extensive  altera- 
tions to  their  premises.  Architects, 
Watt  &  Blackwell,  Bank  of  Toronto 
Building.    Approximate  cost,  $30,000. 

Montreal,  Que. 

Tenders  will  be  received  until  Janu- 
ary 31st  for  repairs  to  the  grand  stand 
at  Blue  Bonnets  Race  Track  for  the 
Montreal  Jockey  Club.  Work  includes 
loundations,  masonry,  concrete  and  archi- 
tectural iron.  Architect,  R.  E.  Bostrom, 
::21  McGill  Building. 

F.  Leduc,  314  Melrose  Street,  has  com- 
menced the  erection  of  flats  on  Decarie 
Boulevard,  estimated  to  cost  $9,000.  Sub- 
tenders  are  now  being  received  on  roof- 
ing, heating,  plumbing  and  electrical 
work. 

In  connection  with  the  flats  which 
have  been  erected  by  Owen  Roberts, 
113  Addington  Avenue,  the  contract  for 
painting  has  been  awarded  to  J.  Cyr,  47 
Lacasse  Street,  and  the  electrical  work  to 
the  Ellwood  Electric  Company,  1830  St. 
Catherine  Street  E. 

Outremont,  Que. 

The  contract  for  roofing  required  at 
the  cottage  which  has  been  erected  on 
llartland  Avenue  for  R.  J.  Cornforth, 
1720  Hutchison  Street,  has  been  let  lo 
Campbell,  Gilday  Company,  Limited,  793 
St.  Paul  Street,  and  the  electrical  work 
to  the  Electric  Repair  &  Contracting 
Company,  Limited,  317  Craig  Stre.et  W. 

Stanstead,  Que. 

The  general  contract  for  tlic  erection 
of  a  registry  ofitice  and  municipal  hal! 
for  the  County  Council  has  been  award- 
ed to  Loomis,  Dakin  Limited,  St.  Gal)riel 
Street,  Sherbrookc,  Quo.  Estimated 
cost,  $10,000. 

West  Garafraxa  Township,  Ont. 

Tenders  on  the  erection  of  a  residence 
-.viil  be  received  until  February  1st  l>y 
John  Paton,  R.  R.  No.  4,  Fergus.  Brick 
construction,  stone  foundation. 


Sand  should  always  be  tested,  accord- 
ing to  Sanford  E.  Thompson  in  a  paper 
•m  "Concrete  Aggregates"  presented  i)e- 
fore  the  International  Engineering  Con- 
i-  ress.  A  table  of  results  of  actual  tests 
showing  variation  in  strength  of  mor- 
tars made  with  different  sands  compared 
to  standard  Ottawa  sand  is  given  in  proof 
lit  this  conclusion.  The  most  satisfac- 
tory test  is  the  determination  of  tlu' 
strength^  of  the  mortar  made  up  with  the 
cement  and  fine  aggregate  to  be  used  on 
the  work  in  comparison  with  identical 
specimens  made  in  the  same  pro|iortions 
w  itli  standard  sand. 


Separate  sealed  tenders,  addressed  to  the  un- 
dersigned, will  be  received  at  this  office  until  4 
p.m.,  on  Tuesday,  February  15,  1916,  tor  the 
siil>ply  of;  "Pirooms  and  Bruslies,"  "Cliain.' 
"Coal,"  "Hardware,"  "Hose,"  "Oils  and  Greases,  ' 
"Packing,"  "Paint  and  Paint  Oils,"  "Manilla 
Rope,"  "Wire  Rope"  and  "Steam  Pipe,  Valves 
and  Fittings,"  for  the  requirements  of  the  De- 
partmental Dredging  Plant  in  OnteiHo  and  Oue- 
liec  during  tlie  fiscal  year  1916-1917.  » 

Each  tender  must  be  sent  in  a  separate  en- 
velope and  endorsed:  "Tender  for  Hardware,  On- 
tario and  Ouebec,"  "Tcn{ler  for  Chain,  Ontario 
and  Quebec?'  etc.,  etc.,  as  tlie  case  may  be. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  tlie  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures. These  forms  can  lie  olitained  at  the 
I  )riiartment   of    I'ulilic  Works,  Ottawa. 

Lach  tender  must  lie  accompanied  by  an  ac- 
ccjited  cliecpie  on  a  cliartered  bank,  payal)le  to 
the  order  of  the  lloiKirable  the  Minister  of  Puli- 
lic  Works,  for  amount  stateil  in  form  of  tender, 
vvhicli  will  be  forfeited  if  the  person  tendering 
decline  to  enter  into  a  contract  wlien  called  upon 
to  do  so,  or  fail  to  complete  tlie  contract.  If 
tlie  tender  be  not  accepted  the  cheque  will  be 
returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

.Secretary. 

Department  of  Public  Works, 

Ottawa,  January  21,  1916. 

Newspapers  will  not  be  jiaid  for  this  advertise- 
ment if  tliey  insert  it  witlioiil  authority  from  tlie 
Department.-  -9n.'").'i(i.  4  ^, 


'AGENTS  WANTED 


(Canadian  sales  agents  wanted  by  large  com 
Iiany  manufacturing  road  making  and  contractors' 
machinery.  Box  297,  Contract  Kecord  and  En- 
gineering  Review,   Toronto,   Onl.  4  7 


WANTED 


Two  Mobile  Switching  Type  Locomotives  on 
rental,  purchase  basis,  10  x  24  inch  cylinders, 
4  or  ()  wheels,  with  3-inch  tires,  wlieels  not  more 
than  44-in.  center,  sloping  tender,  capacity  2,500 
gallons  water  and  4  tons  coal,  fitted  with  West- 
inghouse  Jirakes. 

<  )iie  -Standard   Gauge  Contractors'  Dinkey. 

One  I4  "S'ard  Revolving  .Shovel. 

Jiox  21>-S.  Contract  Record  &  Engineering  Re- 
view, Toronto,  ( )nt.  4-4 

I 


Concrete  Mixers 


Large  company  in  Middle  States  making  con- 
crete mixers  wants  selling  agents  for  Canadian 
territory.  Good  working  arrangement  and  sub- 
stantial assistance  will  be  given  to  reliable  ag- 
gressive agents.  Box  279,  Contract  Record,  To- 
ronto,  Ont.  1-4 


Late  News  Items 

Collingwood,  Ont. 

Plans  for  alterations  to  the  water- 
works system  have  been  submitted  to 
the  Town  Council  by  Consulting  Engi- 
neer Willis  Chipman,  Mail  Building,  To- 
ronto. They  include  the  installation  of 
an  electric  high  lift  pump  and  the  con- 
struction of  a  water  tower  and  pump 
well,  complete  with  apparatus.  Esti- 
mated cost,  $19,000. 

Cornwall,  Ont. 

The  contract  for  electrical  work  re- 
'luired  in  connection  with  the  warehouse 
which  has  been  ))uilt  for  Canadian  Cot- 
ton's Limited,  28  Victoria  .Street,  Mont- 
real, has  been  let  to  Goodwin's  Limited, 
St.  Catherine  Street  West,  Montreal. 

Grand'Mere,  Que. 

The  Town  Council  iiave  let   the  con- 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 


THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  **Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Fires 

(Continued  from  page  45) 

mises:— Bank  of  British  North  America, 
Strand  Hotel,  Occidental  House,  Vaug- 
han  Realty  Company's  office,  store  of 
John  Fraser  Company,  store  of  the 
Cowan  Supply  Company.  Loss,  about 
$250,000,  insurance  small. 

Sarnia,  Ont. 

The  building  of  the  Railway  Y.M.C.A. 
has  been  damaged  by  fire.  Loss,  $2,000. 
Secretary,  G.  F.  Broadley. 

Sherbrooke,  Que. 

Fire  has  damaged  the  premises  at  91 
Wellington  Street  owned  by  La  Banque 
Nationale,  Quebec.  Loss,  $5,000.  fully 
insured.    Local  Manager,  A.  E.  Dorais. 

Sparta,  Ont. 

Fire  has  destroyed  a  barn  owned  by 
John  Rundle.  Loss  on  building  and  con- 
tents, $10,000. 

Ste.  Annes  des  Monts,  Que. 

Fire  has  damaged  the  store  and  resi- 
dence of  F.  Belisle  to  the  extent  of 
$20,000. 

Toronto,  Ont. 

Fire  has  damaged  a  store  at  70  Queen 
Street  W.,  the  property  of  the  Alexander 
Manning  Estate,  Manning  Arcade.  Loss 
on  building,  $2,000. 

Vancouver,  B.C. 

The  building  at  872  Granville  Street 
has  been  damaged  by  fire.  Occupants, 
E.  G.  Galloway,  bookseller,  J.  Ash  and 
Evans,  Coleman  &  Evans.  Loss  on 
building  and  contents,  $60,000. 

Wiarton,  Ont. 

The  stable  and  garage  owned  by  Dr. 
Hartry  have  been  destroyed  by  fire. 
Owner  is  considering  rebuilding. 

Winnipeg,  Man. 

The  mill  of  the  Wainwright  Milling 
Company  has  been  damaged  by  fire  to 
the  extent  of  $20,000,  covered  by  insur- 


Miscellaneous 

Brantford,  Ont. 

Chipman  &  Millman,  contractors,  79 
Northumberland  Street,  are  in  the  mar- 
ket for  a  quantity  of  douglas  fir  or  a 
similar  Canadian  product,  and  desire 
prices  and  other  information. 

Brussels,  Ont. 

Cardif?  &  Dames  propose  to  manufac- 
ture limestone  fertilizer  and  will  need  one 
rock  crusher,  one  pulverizer,  one  20-h.p. 
steam  or  gasoline  engine,  preferably  on 
wheels,  one  waggon  scale  and  one  plat- 
form scale. 

Durham,  Ont. 

Tlie  National  Portland  Cement  Com- 
pany, Limited,  contemplate  changing 
tlieir  process  from  the  marl  system  to 
the  rock  system,  and  may  require  some 
additional  machinery.  Manager,  W.  Cal- 
dcf. 

Elderslie  Township,  Ont. 

The  Township  Clerk,  R.  C.  Pearcc, 
Paisley,  is  receiving  tenders  on  the  sup- 
ply of  10,000  feet  of  4-incli  cedar,  lO  feet 
long. 

Guelph,  Ont. 

Fire  Chief  J.  .Smith  has  rccomiiu'iided 
the  purchase  of  a  comljination  hose  and 
chemical  truck,  and  the  installation  of  a 


fire  alarm  system  with  fifteen  non-inter- 
fering alarm  boxes. 

Hamilton,  Ont. 

Fire  Chief  A.  B.  Ten  Eyck  has  recom- 
mended the  expenditure  of  $75,000  on  the 
purchase  of  a  supply  waggon,  hook  and 
ladder  truck,  motor  tractor  for  steamer 
and  two  automobiles,  and  the  installation 
of  a  new  signal  system. 

Huron  Township,  Ont. 

The  Township  Clerk,  Angus  Martyn, 
Ripley,  Ont.,  will  receive  tenders  until 
February  14th  for  the  supply  of  6,000  feet 
of  ;i-inch  tamarac,  14  feet  long,  and  6,000 
feet  of  the  same,  16  feet  long,  in  widths 
not  less  than  5  inches. 

Kincardine  Township,  Ont. 

The  Township  Council  are  receiving 
tenders  on  the  supply  of  a  quantity  of 
18  and  12-inch  drain  tile  and  8,000  feet 
of  3-inch  hemlock  or  tamarac  plank. 
Clerk,  John  Corbett,  R.  R.  No.  1,  Lome. 

London,  Ont. 

The  City  Council  contemplate  the  pur- 
chase of  a  paving  plant.  City  Engineer, 
H.  A..  Brazier. 

Millbank,  Ont. 

H.  E.  Ratz  &  Company  are  in  the  mar- 
ket for  one  40  or  50  h.p.  Wheelock  or 
Corliss  engine. 

Oneida  Township,  Ont. 

Tenders  will  be  received  until  Febru- 
ary 4th  by  the  Township  Clerk,  John 
Senn,  Caledonia,  on  the  supply  and  de- 
livery of  2,800  feet  of  Zyi-'mch  plank, 
14  feet  long,  at  Anderson's  Bridge,  and 
of  2,300  feet  of  the  same  at  Roger's 
Bridge. 

Port  Robinson,  Ont. 

MacFarlane  -  Pratt  -  Hanley,  Limited, 
are  in  the  market  for  one  8  x  10  or  7  x 
12  double  hoist,  double  drum  with  ratch- 
et, pall  and  brake  straps,  with  swinger 
attached.  Boiler  must  have  working 
capacity  of  not  less  than  100  pounds 
steam  pressure. 

Three  Rivers,  Que. 

W.  Paquin,  builder,  318  St.  Julie  Street, 
is  receiving  prices  and  other  information 
with  regard  to  cement,  fireproofing, 
granite,  hollow  tile,  metal  lathing,  steam 
engines,  hoisting  apparatus,  lumber, 
paint,  pipe,  plumbing  fixtures,  woodwork- 
ing machinery,  electric  apparatus,  ele- 
vator. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  February  1st  for  street  railway 
work,  including  the  installation  of  a  sig- 
nal system  and  special  track  work  for 
tlie  St.  Clair  Avenue  barn  extension. 
Plans,  etc.,  at  Rqom  12,  City  Hall. 

The  Parks  Committee  contemplate  the 
expenditure  of  $6,000  on  a  new  stone  and 
iron  gateway  at  the  northern  entrance  to 
High  Park  and  have  included  in  their 
estimates  the  construction  of  a  gateway 
at  the  Carlton  entrance  to  Riverdalc 
Park.    Commissioner,  C.  E.  Chambers. 

Campbell's  Flour  Mills,  Limited,  Caw- 
thra  Avenue,  West  Toronto,  are  in  the 
market  for  one  motor,  2-phase,  60-cycle, 
220  volts,  15  to  20  h.p.,  speed  about  1100. 

Westport,  Ont. 

C.  J.  Speagle,  contractor,  is  in  the  mar- 
ket for  pressed  brick,  cement,  metal  lath, 
double  diamond  and  plate  glass,  rough 
timber,  doors  and  slates. 


New  Steel-Tile  to  Lower  Cost  of 
Concrete  Floors 

Permanent  steel  forms  for  concrete 
floors  designed  of  the  T-beam  type  are 
being  placed  on  the  market  by  the  Gen- 
eral Fire  Proofing  Company  of  Youngs- 
town,  Ohio.  In  an  illustrated  booklet  of 
32  pages,  just  issued  and  entitled  "GF 
Steel-Tile — an  Economical  System  of 
Floor  Construction,"  the  new  system  of 
construction  is  fully  explained  and  tables 
are  given  for  safe  live  loads  on  the  vari- 
ous sizes  of  tiles  and  spacing  of  joists. 

It  is  claimed  that  the  new  construc- 
tion is  particularly  effective  in  such 
buildings  as  schools,  apartment  houses, 
hotels,  office  buildings,  lofts,  warehouses 
and  stores,  and  that  it  will  result  in  a 
substantial  saving  in  cost.  The  solid 
steel  forms  lap  tightly  at  both  ends  and 
are  joined  by  a  simple  but  effective  cen- 
tering on  the  sides,  preventing  any  leak- 
age and  waste  of  concrete.  Forms  are 
made  of  pressed  sheet  steel  and  are 
easily  transported  without  danger  of  in- 
jury. 

Form  work  of  simple  skeleton  timber 
with  runners  under  the  line  of  joists 
is  illustrated  in  detailed  drawings  given 
in  the  booklet,  accompanied  by  spe:ifi- 
cations  for  both  the  concrete  and  the 
forms.  It  is  claimed  that  the  new  steel 
tiles  can  be  quickly  laid.  They  are  fur- 
nished in  6,  8,  10  and  12-in.  heights  and 
30  and  35-in.  lengths.  Cost  data  will  be 
furnished  by  the  General  Fire  Proofing 
Company.  Metal  lath  for  ceilings  can 
be  easily  attached  and  smooth  ceilings 
obtained. 


On  Monday  morning,  December  19,  the 
falsework  for  span  3  of  the  Market  Street 
I)ridge  in  Chattanooga,  Tenn.,  now  un- 
der construction  over  the  Tennessee 
River,  was  washed  out  by  the  28-ft.  stage 
flood  just  the  day  before  concreting  was 
to  begin.  The  reinforcing  steel  was  in 
place,  so  that  unless  there  is  some  sal- 
vage from  the  timber  and  steel  now  in 
the  river  the  loss  will  be  about  $40,000, 
according  to  early  reports,  or  at  least 
$20,000  as  stated  later. 

This  span  is  the  third  reinforced-con- 
crete  arch  from  the  Chattanooga  shore 
on  the  south,  and  is  180  feet  long.  The 
falsework  under  span  3  is  still  in  place, 
init  the  concrete  has  been  poured  and  it 
is  not  expected  that  any  further  damage 
will  be  done  to  this  part  of  the  bridge. 
'J"he  cofferdam  for  pier  4,  which  is  to 
carry  one  end  of  the  bascule  span,  was 
also  washed  out,  and  much  of  the  plant 
is  reported  lost.  This  is  the  third  time 
the  cofferdam  has  been  washed  out  by 
floods.  The  construction  work  is  being- 
done  by  the  Vang  Construction  Com- 
pany of  Cumberland,  Md.,  and  the  bridge 
is  being  built  for  Hamilton  County  under 
the  direction  of  the  Tennessee  River 
Bridge  Commission. 


Lime  from  sludge  at  Columbus,  Ohio, 
has  been  made  experimentally  of  65  per 
cent.  CaO.  About  2yi  tons  were  pre- 
pared in  a  rotary  kiln  into  the  upper 
end  of  which  the  wet  sludge  is  pumped. 
The  lime  comes  out  in  rounded  pebbles 
1  inch  in- diameter  and  smaller.  C.  P. 
Hoover,  chemist  in  charge  of  water  puri- 
fication, says  it  is  the  intention  to  build 
a  rotary  kiln  100  feet  long  and  5  feet  in 
diameter  to  burn  a  large  part  of  the 
lime  needed  from  the  sludge. 
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Made  in  Canada 


Investigate  Roofing  Claims! 

GRAVEL  and  slag  roofs  laid  along  the  lines   of  The   Barrett  Speci- 
fication cover  many  of  the   first-class  buildings  of  the  Dominion, 
because    the   experience    of   more    than    60   years    has    proven  that^ — 

ist — They  last  longer  than  any  other  kind. 

2nd — There  is  no  painting,  coating  or  similar  maintenance  cost. 
3rd — Their  unit  cost  per  year  of  service  is  lower  than  any  other. 
4th — They  take  the  base  rate  of  insurance  and  are  approved  by  the 
Underwriters'  Laboratories. 


Claims  regarding  roofing  should  be 
met  with  this  question :  "How  many 
can  you  refer  to  who  have  used  say 
500  squares  of  your  roofing  on  a  com- 
paratively flat  surface  for  ten  years 
and  bought  more?" 

Then  investigate  such  claims! 

We  can  supply  scores  of  names  for 
this  purpose. 


BARRETT     S  TECIFIC  ATION     ROOF    ON  THE 
DEON  OriMET  SCHOOI,,  POfPART  STREET,  MONTREAL 


Architects —Venne  & 
Labelle,  Montreal 

tlen.  Contractors— 
O.  Filion  &  Freres, 
Montreal 

Roofer— Wtn.  Pelletier 
Montreal 


1 


Exaggerated  statements  sometimes 
sell  roofing,  because  the  principles  of 
Barrett  Specification  Roofs  are  not 
well  known  to  the  purchaser.  Once 
he  understands  the  long  service  they 
give  and  the  low  unit  cost,  he  will 
have  no  other  kind. 

Copies  of  The  Barrett  Specification 
sent  free  on  request. 


Special  Note 


VVe  advise  incorporating  in  plans  the  full 
wording  of  The  Barrett  Specification,  in 
order  to  avoid  any  misunderstanding. 

If  any  abbreviated  form  is  desired,  how- 
ever, the  following  is  suggested : 

ROOFING  —  Shall  be  a  Barrett  Specifica- 
tion Roof  laid  as  directed  in  printed  Speci- 
fication, revised  August  15,  1911,  using  the 
materials  specified  and  subject  to  tlie  in- 
spection requirement. 


THE  PATERSON  MANUt^ACTURING 
COMPANY,  LIMITED 


MONTREAI, 


TORONTO 


WINNIPEG 


VANCorVEK 


THE  CARRITTE-PATKKSON 
MANUFACTURING  CO.,  LIMITED 


sr.  JOHN.  N.  II. 


IIAI.II-A-X.  N,  S. 


SVDNE  V,  N.  .S. 
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IF  IT'S  GOOD  ENOUGH  FOR  THEM- 


■OFFICIALLY  ADOPTED 
BY  THE  GREATEST 
ELECTRICAL  ASSOCIATION 
IN  THE  WORLD. 


OVER  360,000 
COPIES  SOLD. 


—IT'S  GOOD  ENOUGH  FOR  YOU 

FLEXIBLE  LEATHER  COVER— POCKET  SIZE— SENT  ON  RECEIPT  OF  $1.00 

CONTRACT  RECORD,  347  Adelaide  St.  West,  TORONTO 
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Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


Phones,  Office  North  \  5^5 


Evenings,  North  2107 


The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  UAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich..  U.S.A. 


WOODEN  TANKS 

of  all  sizes  for 
Water  Storage 
Sprinkler 
Systems  and 
General  Mining 
Purposes 

We  also  make 

SILOS 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreal 


Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Not  an  ordinary,  every-day  Boiler 
Feed  and  General  Service  Pump,  but 
something  better. 

Provided  with  removable  and  inter- 
changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL  IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  :-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 


Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 


Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished   in    1915    by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 


New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.    50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 


Sanitation  of  Public  Buildings,  b^  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages. 
Price  50  cents. 


Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual— A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  61.S 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 


Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 


Contract  Record 


347  Adelaide  St.  West,  Toronto,  Ont. 


KERR 

Gate  Valves 

and 

Fire  Hydrants 

"MADE  IN  CANADA" 


This  Plant  is  devoted  entirely  to  the  manufacture 
of  Valves  and  Hydrants  of  approved  quality  and 
design. 

Now  is  the  Time 

to  show  your  patriotism,  and  prove  to  yourself  and 
others  that  KERR  valves  and  hydrants  are  equal 
in  quality  and  workmanship  to  any  made  elsewhere. 

Break  the  Habit 

of  buying  foreign  made  valves  and  hydrants,  and 
get  acquainted  with  our  goods,  which  you  have 
perhaps  imagined  were  not  quite  equal  to  the  for- 
eign made  article. 

Remember 

that  every  dollar  spent  in  Canada  for  Canadian  made 
goods,  is  a  contribution  towards  renewal  of  prosperous 
times,  and  the  support  of  Canadian  workmen  and  institu- 
tions. 

When  you  spend  the  dollar  with  us  you  get  full  value 
in  return. 

Write  for  our  Catalogue  No.  5. 

The  Kerr  Engine  Co.^  Limited 

WALKERVILLE,  ONTARIO 


January  26,  1916 
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Why  To  Specify 

Ormsby  -  Lupton 
Steel  Sash 


Produces 
Lighter 
Factories 

Inside 
Glazing 

Strength 
the  way  the 
wind  blows 


[  1 

n 

•J 

n 

II     i  1 

D 

□ 

t 

Induces 
Greater 
Production 

Fire 
Protection 

Locked  Joint 
At  Muntin 
Intersection 


A.  B.  Ormsby  Company,  Limited 

Associated  with  TORONTO 

The  Metal  Shingle  &  Siding  Co.,  Limited 

Preston      Montreal      Winnipeg      Saskatoon  Calgary 


Keith 

Fans 


The  oppor- 
t  u  n  i  ty  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating  is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being- proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Wnte  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Of f ice :  609  Kent  Building 

AGENTS ! 

Messrs.  ROSS  &  GREIG,  112  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  '259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  GLANCE Y  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


DUMB  WAITERS 

Roelofson  self  retaining 
dumb  waiters  are  fast  re- 
placing the  old  styles. 

They  are  so  constructed  that  they  will 
hold  the  car  stationary  at  any  point 
desired  without  the  use  of  brake  or 
rope  clamp. 

We  will  furnish  drawings  and  estimates 
of  costs  for  special  machines  to  be  used 
as  wall  hoists,  freight  or  invalid  eleva- 
tors. 

Roelofson  Elevator  Works 

Gait,  Ont 


Galvanized 
Steel  Tanks 


1 

,1 

^    Reservoir  Tanks 
Water  Tanks 
Dipping  Tanks 
Toat  Pans 
Oil  Storage 
Tank  and 
Measuring  Pumps 


Prices  quoted  promptly  on  heavy  gal- 
vanized steel  tanks  for  every  purpose. 

Wayne  Measuring  Systems  for  handling 
your  gasoline  and  oils  will  save  you 
money. 

Wayne  Oil  Tank  &  Pump  Co. 

Limited 

Woodstock,  Ont. 
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January  36,  1916 


THE  PREMIER  ROAD  DRESSING  and  BINDER 


•FLUXPHALTE" 


is  as  easily  applied  as  any  binder  and  gives  far  better 
Write  for  copy  of  our  New  Booklet 


results. 


"FLUXPHALTE"  is  a  heavy 
road  oil  containing  80  per  cent, 
of  solid  pure  bitumen  combined 
with  sufficient  liquid  bitumen  to 
bring  it  to  a  proper  consistency 
for  road  dressing.  It  is  absolutely 
free   from  greasy  oils. 

This  asphalt  macadam  binder 
which  we  are  introducing  into  Can- 
ada has  stood  the  test  of  time  and 
is  offered  to  the  municipalities  of 
the  Dominion  with  the  highest  re- 
commendations of  critical  road  en- 
gineers in  Great  Britain. 

Today  the  heavy  traffic  on  roads 
has  found  the  old  water-bound  mac- 
adain  unsuitable,  and  in  order  to 
provide  a  binder  and  dust-layer 
which  will  stand  up  under  these  new 
conditions,  "FLUXPHALTE"  has 
been  placed  on  the  Canadian  market. 


THE  ASPHALT  &  SUPPLY  CO.,  LTD.,  103-7  Board  of  Trade  Bldg.,  MONTREAL 


Sales  Offices 
Welland  -  Ontario 

Cobalt  -  Ontario 

7  Bank  Street  Chambers 

Ottawa 
417  New  Birks  Building 
Montreal 


STANDARD  STEEL 


Beams — Channels 
Angles — Plates 

Always  in  Stock      CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 

Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacityl8,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples~Miniature  or 
full  size,  forv^arded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

(Manufacturers  ofEnameled  Brick  <*)xclusively ) 

1182  Broadway,  New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 


January  26,  1916 
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ilding  Material:^: 


Woodhouse  Chains  for  Contractors 
and  Engineers  have  a  great  record 

Thousands  of  experiments  covering  a 
term  of  many  years,  working  in  rock, 
gravel,  coal  banks  —  in  construction 
work  of  a  hundred  different  sorts — have 
demonstrated  one  great  truth: 

That  Woodhouse  Chains  are  Best 
by  test  and  enduringly  satisfactory 

They're  made  from  specially-rolled, 
double-refined  iron  of  the  finest  pos- 
sible quality  for  their  special  require- 
ments. They  stand  a  lot  of  terrific 
usage  and  while  they  do  break  and  wear 
out,  the  book  of  costs  shows  that  the 
chain  expense  of  those  who  use  them  is 
lessened  after  Woodhouse  Chains  are 
adoptdti. 

Send  for  catalogue  and  prices 

Woodhouse  Chain  Co.,  Trenton,  N.  J. 

Specialists  in  Crane,  Cable,  Conveyor,  Dredge,  Steam  Shovel,  Block 
and  other  chains,  standard  measurements  or  made  to  measure. 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


No  trouble  at  all  to  sell 

"EASTLAKE" 
GALVANIZED  SHINGLES 

They  have  the  reputation  of  30  years' 
successful  use.  Their  patented  features 
make  them  unique  for  ease  in  laying, 
rain  and  wind-proof  qualities.  Add  to 
these  the  great  big  general  advantage 
that  they  make  a  roof  P^IREPROOF 
and  cheaper  than  wood  and  nothing  can 
stop  you  from  getting  the  order. 
Sample  and  advertising  matter  free  on 
request. 

Write  us  today  for  catalogue  and  prices. 

Metallic  Roofing  Co.,  Ltd. 


Toronto       Manufacturers  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT.  LIME,  AND  BRICK 

Cement^delivered  in  5-bai  rel  lots,  $1.85  per  bbl. ; 
witli  bags,  $2.25;  car  lots,  ?1.35  on  the  track, 
witli  pkgs.,  ?1.75. 

Lime— grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  dehvered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto ; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17.  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED   STONE,    SAND,    AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.15;  1-in.,  $1.20; 

$1.20;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 68c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices   (wholesale)  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft. -long,  $26  to  $31;  74  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  decking  D  2  S,  $28;  spruce  decking. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool. 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  .$3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  Fir)— 8  x  8,  10  x  10. 
10  X  12.  12  X  12.  12  X  14,  8  x  10,  8  x  12. 
10  X  14.  14  X  14.  8  X  14.  12  x  16.  14  x  16. 
16  X  16.  $.32.  retail  $37;  10  x  16.  14  x  IS. 
16  X  IS,  $.30;  S  x  16,  $.34;12  x  IS.  IS  x  IS. 
$33;  16  x  IS.  14  x  20.  16  x  20.  $.33;  8  x  18. 
$34;  12  X  20,  IS  x  20,  $33;  10  x  20,  .$34; 
S  X  20,  $.35;  14  x  22.  $34;  16  x  22,  18  x  22, 
20  X  22,  22  X  22,  .$.35;  12  x  22.  $.34;  10  x  22, 
$35;  8  X  22,  14  x  24,  18  x  24.  20  x  24.  22 
X  24,  24  X  24,  12  x  24,  $.36;  10  x  24,  $.37. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections  $3.00;  small 
sizes  $3.2.5. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs. ;  %  in-.  6/16  in.  and  ^  in.,  $2.75 
per  100  lbs.;  gauge  plates.  No.  10,  $.3.10. 
No.  12.  $3.15.  No.  14.  .$3.05  per  100  lbs.; 
black  American  bessamer  plates.  28  gauge, 
$3.35  per  100  lbs. 

Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronio;  4-in.  $.34  per  net  ton;  6-in.  to  12- 
in.  $.33;  12  in.  up  $32.50.  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in.. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in.. 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,*90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal.;  red  lead, 
dry,    $10    per    lOO    lbs.;    putty    in  bulk, 
$3.50  per  100  lbs.;  in  lOO-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs.;  steel 
sash  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  86c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

,      CEMENT,   LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including 
sacks. 

Lime — Hydrated,  $12  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic.  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22.  red  $22,  buff  $23, 
wliite  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  H-in.,  $1.65;  ^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per   ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
.$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5.  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft.;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools.  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot.  single  strength  $3.50,  double  strength 
$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  $6.26;  14-foot,  single  $6.20. 
double  $6.80;  16-foot,  single  $6.74,  double 
$7.34;  18-foot,  single  $7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  dotible 
$10.67;  28-foot,  single  $10.82.  double  $11.42; 
30-foot,  single  $11.67,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.00.  1  in. 
X  1  in.  X  %  in..  25c.  extra;  54  in.  x  54  in. 
X  in.  50c.  extra.  Boiler  plates — '/i  in. 
thick  and  thicker,  $2.75.  Circular  plates — • 
Flange  quality.  30  in.  dimensions  and  over, 
$3.25;  under  30  in.  dimensions.  $3.50.  Beams 
and  channels — Under  35  lbs.  per  yd..  $3.55; 
35  lbs.  per  yd.  and  over,  $3.00;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4.10 ;  28  gauge,  $3.76  per  iq.  net  caih.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 

gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  ,$3.25.  Bends,  each,  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $8.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75. 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2}4  ft.,  $2,  $3,  .$4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60. 
$6.00,  $8.40,  $9.60.  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $6.50  per  ton.  Plaster  of 
Paris— $1.65  per  bbl.  Rope— Best  Manilla, 
16c  basis  per  pound;  British  manilla,  135^c 
basis;  African  hemp,  ISyic;  sisal  rope,  ll'Ac 
basis;  lath  yarn,  lOf^c.  Boiled  linseed  oil — 
in  barrels,  $1.02H  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED    STONE,    SAND,   AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
^-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del. 
south  of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel— Per  yd.,  delivered,  $1.85. 
Crushed  Granite— 1^  and  2-in.,  $2.65;  J^-in.  and 
1-in.,  $2.90;  J4-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
.$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20.  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  x  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20. 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5'A  in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $6.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round  bars,  $2.36  per  100  lbs.;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  58) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Gypsum  Products 

^-Pillar  Brand'' 


Hardwall  Plaster,    Cement  Plaster,    Land  Plaster 
Whitewall  Finish,    Plaster  of  Paris 

"  Pillar  Brand  "  Gypsum  Products  are  calcined  and  prepared 
by  expert  workmen  under  experienced  supervision.  The 
material  used  is  the  best  grade  of  pure  Nova  Scotia  rock. 
Our  facilities  for  handling  crushed  gypsum  are  unexcelled. 
Shipments  by  rail  or  water. 


Write  Us, 


The  lona  G)rpsum  Co.,  Limited 


Head  OfRce,  Sydney,  N.  S. 


Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  (56' 

SEWER  PIPE  ' 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  18}^  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25  1b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pain'  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra  ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,   sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house ;  $9  to  $11  in  car  lots  f.o.b.  Van- 
couver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED    STONE,    SAND,   AND  GRAVEL 

Crushed  stone — 2-in.,  $1.40;  1-in.,  $1.50;  fg-in., 
$1.50,  all  f.o.b.  scows. 

Sand — Brick  and  plaster  sand  $1  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 

LUMBER   (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  x  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14 ;  boards  and  shiplap,  $12 ;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel   —    (round   and   square   bars)    $2.90  base; 
twisted  and  deformed,  $2.90;   structural  sec- 
tions .$.3.75  to  .$4.50. 

Galvanized  iron — 28  gauge,  $6.25  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $3.95  per  100 
lbs. 

Steel  channels  and  beams,  angles  and  plates — 
$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  12}^c  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster— $13.00  i  n  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing   Plaster — $15  per  ton,   sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
14j^c  basis;  sisal  rope,  12j4c  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.30  to  $2.60. 

White  lead— ground  in  oil,  $11.30  to  $14.25  per 
100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  0  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal.;  red  lead 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  President. 


J.  G.  Allak,  Vice-President. 


Jambs  A.  Thomson,  Stcretary. 


GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manafactarers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  6o  inches  diameter 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castincrs 
of  all  kinds,  Moorinsr  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 

Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4',  7 IS"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 


Plain  and  Galvanized 


Prompt  Shipment  from  Stock 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 

Hoisting  Engines  Electric  Hoists 
Steel  Derricks  Derrick  Irons 

Clamshell  Buckets  Dredges- 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Clams  for  excavating  and  rehandling 
Sizes  14  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Works:  WELLAND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS   St.  John,  N.  B. 

KELLY-POWELL,  LTD    McArthur  Bldfe.  Winnipeg-, Man. 


Standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Electrical 
Mechanical 

Directory  or  hngineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  llisposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran« 
ite  Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


OPFJJA  r 

\)RNlTl]Rg: 

^Manufactured  by^ 

MlilANlOlililG&SGKQOL'i 


The  John  Gait 
Engineering  Co.,  Ltd. 

Consulting,  Civil  and 

Sanitary  Engineers 

General  Municipal  Engineering 

.  ,  .       (  Waterworks,  Sewerage 

Specialties:   -<  .  . 

t  and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete.  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
IVA   Gosford  St.  MONTREAL 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moflfat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineem, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Ofifice  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto  Vancouver  London,  England 


*^  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK 
i-ARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Tbe  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

DikemanSurveyorCo.,^t3LS 


MARKS.  COPYRIGHTS  &nFS|rM<N 


STANLEY  LIGHTFOOT 

REG'O  PATENT  SOLICITOR  AND  ATTORNIV 

LUMSDEN   BLDG.('^°JyonGe") TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FREE 

MINT. ON    TNI.    F»PE«)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg.  • 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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GETS  THE  JOB  DONE 
i  ON  CONTRACT  TIME 


You  have  a  contract  that  must  be  completed 
before  winter  sets  in.  But  the  weather  is 
so  wet  that  you  can't  pour  the  expansion 
joints.  Your  money  is  tied  up  and  a  big 
penalty  stares  you  in  the  face.  Your  only 
salvation  is  the  Elastite  Expansion  Joint. 
We  ship  it  in  sections  of  any  dimension, — 
all  ready  formed  and  ready  for  you  to  set 
in  place.  Lay  them  along  the  curb  line  and 
at  the  ends  of  the  unit  slabs,  pour  your  con- 
crete and  go  ahead.  Weather  conditions 
can't  stop  your  work  when  you  use  ELAS- 
TITE. No  kettle  to  heat  and  no  steam  ex- 
plosions when  the  hot  pitch  falls  into  the 
wet  crack. 

Write  for  sample  and  literature 

Elastite  Dept. 

The  Philip  Carey  Company 

Winnipeg         Toronto  Montreal 


The  Maritime  Bridge 

Company,  Umited 

Successors  to 

Wm.  P.  McNeil  &  Company,  Limited 


Manufacturers  of 


Bridges — Steel  Buildings 
Roof  Trusses— Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  BIdg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 


Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connections.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 


What  are  you  doing 
toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

It  IS  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 


Canadian  Return  Bend  Heater 


Our  Catalogue  rg8-i2 gives  full  information 
about  heating  systevis  in  general  and  the 
Canadian  Fa7i  System  in  particular .  Write 
for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Limtted 

Berlin  Ontario 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Co  o  k 's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


January  2G,  1916 


THE    CONTRACT  RECOKU 


Air  Compressor  Service 


When  you  buy  an  air  compressor,  give  sufficient  con- 
sideration to  the  question  of  permanent  satisfactor}^  service. 

You  will,  of  course,  want  a  machine  that  will  stand 
up  to  its  work  for  a  long  tmie,  without  repairs  or  loss  of 
efficiency  ;  one  that  will  require  the  minimum  of  attention 
and  which  will  maintain  its  adjustments. 

If  repairs  are  ever  necessary,  you  will  want  them 
quickly  and  expect  them  to  fit. 

It  must  be  a  machine  with  enclosed  construction  and 
bath  lubrication,  the  moving  parts  of  which  are  well 
balanced  and  run  in  oil,  thus  reducing  friction  and  vibra- 
tion, and  lengthening  the  life  of  the  parts. 

It  follows  then  that  you  will  want  a  Canadian  Inger- 
soll-Rand  Compressor.  They  fulfill  these  requirements. 
There  are  thousands  of  them  in  use. 


CANADIAN  INGERSOLL  -  RAND  CO..  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,     -  CANADA 

Vancouver         Nelson        Winnipeg       Timmins       Cobalt       Toronto  Sydney 
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Ammunition  Box  Handles 

Approved  by  the  Shell  Committee 
and  "  Made  In  Canada  "  from 

"  DOMINION "    WIRE  ROPE 

We  are  the  Originators  of 

The  Marline  Covered  Hand  Grip 

QUICK  SHIPMENT 

The  Dominion  Wire  Rope  Company,  Limited,  Montreal 


"  Marion  " 


Steam 
Shovels  & 
Ditchers 


"Industrial"  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
install  an  "  Industrial 
Works." 


"  Ransome  " 


We  supply  "  Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors. —  All  sizes.  — All 
styles. 


'Industrial  Works' 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


"  Napanee  " 

Hoisting  Engines    Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:-St.  CathaHnes,  Ont. 


Vol.  30 


Toronto,  February  2,  1916 


No.  5 


i 


^IEasphalt 


MSRK 


T^HIS  company,  whose  head  is  Lord  Cowdray,  is  the  only 
^    British  refiner  of  Mexican  Asphalt  shipping  to  Canada. 

A  section  of  our  Mexican  plant  produces  75,000  tons 
a  year  that  could  be  shipped  advantageously  to  Canada. 


MEXICAN. 


EAGLE 


ASP 


is  best  for  your  roads  because : 

It  is  more  cementitious  than  other  asphalts,  water  will 
not  readily  injure  it,  exposure  to  sun  and  air  will  not  cause 
its  deterioration  and  it  has  great  cohesive  strength. 

It  is  best  adapted  to  Canada's  climate,  will  not  mark 
in  hot  weather,  nor  are  snow  or  ice  likely  to  crack  it. 

It  has  over  99  per  cent,  bitumen.  Purest  on  market- 
therefore  free  from  deleterious  matter.  Samples,  prices, 
analysis,  etc.,  on  request. 


OP  rmm 


ElEifflf 


mm  on,  c 
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Steel  Plate  Work 


Heavy 

and 

Light 
Forgings 


Oxy-Acetylene  Welding  and  Cutting 

"Mi 


Jobbing 
Machine 
Shop 


A  section  of  Toronto's  New  Intake 


Thor  Iron  Works,  Limited 


Foot  of  Bathurst  Street 


TORONTO,  ONT. 


MIMICO  S? 
Sewer  Blocks 


MADE  IN  CANADA 


PATENT  APPLIED  FOR 


are  the  strongest,  most  efficient,  least  expensive,  easiest  laid  segment 
sewer  blocks  made. 

They  are  devoid  of  all  unnecessary  frills— just  a  practical,  direct 
method  for  the  elimination  of  all  sewer  difficulties.     They  are 
the  product  of   men  who  are  conversant  with  your  sewer 
problems  and  who  know  just  what  you  need. 

Sewers  made  of  Mimico  Block  will  stand  any  test  to  w 
they  may  be  subjected. 

M  imico  Block  is  made  of  indestructible  vitrified 
clay  and  is   manufactured  on  special  presses 
which  insure  uniformity  and  safety. 

Details  and  Prices  Upon  Request 

ONTARIO  SEWER  PIPE  CO.,  LIMITED 

Makers  of  the  famous  "Mimico"  brand  sewer 
pipe,  4  in.  to  24  in.  in  stock 


MIIVIICO 


ONTARIO 
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28  "Service" Branches  Throughout 
Canada 


•MINION  Canadian  Consolidated 

Rubber  Co.,  Limited 

Montreal,  P.Q. 


"The  Higher  Cost 

of  Pajring  Less" 


There  are  two  costs  to  every  article— purchase 
cost  and  service  cost.  One  gives  you  ownership. 
The  other  gives  you  results. 

And  an  article  is  of  value  only  in  proportion  to 
its  ability  to  give  Service, 

This  applies  to  rubber  goods,  as  well  as  to  all 
other  merchandise. 

Our  line  up  is  complete,  our  quality  is  unexcelled,  and  our 
prices  are  right.    Let  us  show  you  what  we  can  do. 

IT  IS  OUR  DESIRE  TO  SERVE  YOU 


ftOMiWlOll 


Canadian  Consolidated 
j\  Rubber  Co.,  Limited 


Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  sliows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  Fhey  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
Catalogue  No.  1. 


CHAMPION  HOIST. 


Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

.Send  for  Catalogue  No.  2,'!,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  AtJencies  in  every  large  City  in  Canada. 
World'*  Largeit  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Toolf. 
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THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 


C.  p.  R.  OFFICE  BUILDING  DOMINION  BANK  BUILDING 

Darling  6?  Pearson,  Architects  Darling  &  Pearson,  Architects 


Two  prominent  corners  in  Toronto 

The  Terra  Cotta  for  both  buildings  was 
manufactured  and  set  by 

THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 

Chicago       -  Illinois 

Agencies  in  all  the  large  cities  of  Canada. 
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The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 


Architects'  Instruments 
Stanley   Company,   W.  F. 


Air  Hoists 

Northern  Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 
Herbert   Morris   Crane   &  Hoist 
Company 


Asphalt 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
North-Western  Terra  Cotta  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Browning  Company 
Cleaton  Company,  R.  E. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Casements 

Trussed  Concrete  Steel  Co. 


Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 


Cement 

Britnell  &  Company 
Canada  Cement  Company 
Interprovincial   Brick  Co. 
Rogers  Supply  Company 


Cement  Waterproofing 
Paterson  Mfg.  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

Woodhouse  Chain  Company 


Clayworking  Machinery 
•    Bechtel,  B.  E. 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works. 


Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 


Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 


Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL   Underground  Pipe 
Covering  Company 


Contractors 

Ansrlins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 


Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian  Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveying  Machinery 

Goodwin,   Barsby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 

Damp  Proof  Coating 

Paterson   Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Browning  Company 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,   B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National   Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Elastite 

Carey  Mfg.   Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 


Electric   Impulse  Clocks 
Gent  &  Company 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
Roelofson  Elevator  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo.-ge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Doniinion  Engineering  &  Inspec- 
tion Company 
Gait  Engineering  Co.,  John 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Filter  Presses 

Piatt   Iron  Works 

Pire  Brick 
Elk  Fire  Brick  Company 

Fireproof   Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed   Concrete  Steel  Co. 
(Continued  on  Page    «  ) 
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The  rise  and  fall  of  water 
in  a  Reservoir,  Tank  or 
Well  can  be  accurately  re- 
corded in  the  Engineer's 
Office,  even  if  it  is  fifty  miles 
away.  The  Transmitter 
will  show  locally  the  varia- 
tion, and  will  send  impulses 
to  the  Recorder  for  every 
inch  rise  and  fall.  The 
Recorder  will  show  all  this 
on  the  chart  and  the  pen 
acts  as  a  g"raphic  indicator, 
and  enables  the  level  of  the 
water  to  be  seen  at  a  glance. 

The  complete  outfit,  with- 
out batteries  or  line  wires, 
with  one  year's  supply  of 
charts  delivered  free,  duty 
paid  any  town  in  Canada 

$350.00 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 

Cables,  Lodestone 


Serves  more  people 
in  more  ways  than 
any  institution  of  its 
kind  in  the  world 


J-M  Heat  Insulation 


more  than  a  mere 
pipe  covering. 

J-M  Heat  Insulation  Service  investi- 
gates any  transmission  plans  and 
recommends  the  jpeciflc  insulation 
that  will  give  the  greatest 
insulating  efficiency.  The 
twenty-one  different  J-M 
types  supply  an  insulator  for 
any  condition. 


Wool-worth  Bldgr.,  N.  Y.  C. 
Cass  Gilbert,  Arch't 


,Why  not  write  our  nearest 
branch  and  get  in  touch 
with  this  complete  insula- 
ting service? 


J-M  Asbesto-Metallic 
Brake  Blocks — 

for  the  "Safety  First"  Hoist 

This  material  has  a  high  coefficient  of  friction  and  its  grip- 
ping power  is  not  impaired  by  oil,  water  or  temperature. 
It  won't  burn  or  even  char,  and  it  won't  crush  or  split. 

Brakes  equipped  with  J-M  Asbesto-Metallic  Brake 
Blocks  respond  sympathetically  to  control  without  slip  or 
jerk.  They  positively  elimin- 
ate the  fire  hazard  from  exces- 
sive heating  and  will  outwear 
a  wood  block  many  times. 


The  Canadian 
H.  W.  Johns-ManviUe  Co.,  Ltd. 

Montreal  Winnipeg 

Toronto  Vancouver 
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Fire  Escapes 

Manitoba  Bridge  &  Iron  Work* 
McGregor  &  Mclntyre 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
Luxfer   Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern   Crane  Works 

Hoisting  Apparatus 
Beatty   &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr    Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble  Working  Machinery 

Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Rooting 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougal!  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Oxygen 

L'Air   Liquide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Hopkins  &  Company,  F. 


H. 


Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 


Pipe   (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  Wi 


Showing  How  Easy  it  is  for  One  Man 


Illustration  also  shows  the 
G  cV  G  Sidewalk  Door 
Opening  and  Closing  De- 
vice which  automatically 
opens  and  closes  doors  as 
hoisting  head  is  raised  or 
telescoped. 


to  perform  the  entire  operation  of  raising  filled  ash 
cans  to  sidewalk  and  lowering  empty  cans  to  cellar. 


"Made  in  Canada" 


Model  "A"  Hoist,  illustrated,  raises 
a  maximum  load  of  500  lbs.  at  a  guaranteed 
speed  of  30  feet  per  minute. 

Operated  from  sidewalk — insuring  full- 
est protection  for  both  public  and  operator 
against  injury  due  to  open  hatch. 


'Made  in  Canada' 


\ment 


When  not  in  use,  hoist  telescopes  and 
no  part  shows  above  street  level. 

Every  hoist  is  subjected  to  thorough 
working  test  before  shipment,  and  is  so  com- 
pact that  it  can  be  shipped  completely  as- 
sembled (not  "knocked  down"). 


Write  to  Nearest  Agent  for  Booklet  and  Prices. 

GlLLlS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO..   LTD.,  TORONTO, 
Agents  for  Ontario 

WM.    N.    O'NEIL   CO..  LTD., 
VANCOUVER, 
Agenti  for  British  Columbia 


&  S.  H.  THOMPSON  ft 
LTD.,  MONTREAL 
Agents  for  Quebec. 


CO., 


W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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PENSTOCK  PAINTS 

must  stand  hard  service,  from  submersion,  acids 
and  alkali  in  the  ground  and  water,  as  well  as  ex- 
posure to  the  elements. 


"SPECIAL  PENSTOCK  PAINTS 


99 


AS   MADK   BY  THE 


DOMINION  PAINT  WORKS,  LTD. 


stand  all  these  conditions  and  have  been  success- 
fully used  for  years  on  the  largest  penstocks  in 
the  world,  not  only  in  Canada,  but  in  the  United 
States,  South  America,  Mexico, — in  fact,  the 
world  over.  Their  PROTECTIVE  VALUE  and 
ULTIMATE  ECONOMY  has  been  proven  time 
and  time  again,  and  they  are  chosen  on  their  merits  by  the  leading  Hydro- 
Electric  Engineers.  

May  we  tell  you  something  about  "D.P.W.  SPECIAL  PENSTOCK  PAINTS?"    It  will  be  valuable. 


Penstock  at  plant  developing-  !)6,nOIJ  h.  p.,  painted  with 
"D.P.W.  Special  Penstock  Paint." 


DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 

Made  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 


Macadam  Roads 

i 

must  he  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 

The  Hagersville  Contracting  Company,  Limited 

Hagersville         -   .  Ont. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating)  ^ 
nominion   Paint  Works 
Paterson  Mfg.  Company 

Pencils  (Lead) 

American  Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 


Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pressed  Brick 

Interprovincial   Brick  Co. 


Pumps  and  Pumping  Machinery 

American    Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-J(Iorse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  II. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Piatt  Iron  Works 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  H.  W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Revolving  Stone  Screens 

Goodwin,    Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar    People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada   Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 

Shovels  (Steam) 
Browning  Company 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Montreal  Locomotive  Works 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar   People  Limited 

Smoke  Stacks 

Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thor   Iron  Works 

(Continued  on  page  12) 


ELLER 

■■■■-"fHrtLK) 


An  All  Around  Valve 
That  Does  Wonderful  Work 

Gives  marked  reduction  on  water  service  and  very 
close  reg'ulation.  Excellent  on  steam  heating 
systems  for  any  pressure  as  low  as  five  pounds 
vacuum.    It  is  reliable,  accurate  and  serviceable. 

Mueller  ftJIV 
^13160   Reducing  and  Regulating  Valve 

N  Can  be  used  with  equal  success  on  water,  steam, 

^  air,  gas  or  oil.    It's  the  BEST  all  around  valve 

on  the  market.    The  Mueller  line  includes  valves 
H.  %  for  all  kinds  of  services,    pump  governors,  etc.  no.  meo 

Mueller       \         Write  to  us  today.      Clip  and   mail  the  coupon. 
Mfg.  Co.  N 

Ltd.  V 

r::::  H.  Mueller  Mfg.  Company,  Ltd. 

rf.L'"FU~r'"'  SARNIA,  ONTARIO 

Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 

City  Prov   ^. 
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FOR  SALE 


Ledgerwood  Rapid 
Unloader. 

Centre  Plough. 

75 -ton  Marion 
Shovel. 


1 
1 


1  Model -60 
Shovel. 

4  30-ft  Standard  Flat 
Cars. 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in    tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone(Toionto  Connection) 
Parkdale  5000 


The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow.RS. 
and  Sr.  John  s,  PiL 


wer 


iSe 
"  Pipes 


High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections 
are  a  specialty  with  us.  We  also  manufacture  culvert  pipes, 
inverts,  flue  linings,  stove  linings,  fire  bricks,  locomotive  blocks, 
gulley  traps,  range  bricks,  cupola  linings,  wall  coping  and  all  kinds 
.  of  vitrified  and  fire  clay  goods.     Prompt  shipments  on  all  goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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Steam  Apparatus  and  Specialties 
Canadian   Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  ?I. 

Steel  Pipe 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 


Sound  Deadening 

Can.  H.   W.  Johns-Manville  Co., 
Ltd. 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel   Plate  Construction 
Thor  Iron  Works 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley   &  Son,  Geo. 
Rogers    Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 

Burlington   Steel  Company 
Chicago  Bridge  &  Iron  \Vorks 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel   Construction  Co. 

Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and   Stand  Pipes 

Chicago  Bridge  &  Iron  Works 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba   Bridge  &  Iron  Works 
Marsh    &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario    Wind    Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co, 
Thor  Iron  Works 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis   &  Geoghegan 


Terra  Cotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  B.ureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Goold,   Shapley   &   Muir  Co. 


Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 


Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartsbore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 
Gent   &  Company 


Water  Softeners 

Piatt   Iron  Works 
Waterproofing 

Can.  H.   W.  Johns-Manville  Co.,. 
Ltd. 

Paterson   Mfg.  Company 
Trussed   Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works- 
Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt   Iron  Works 
Welding  Apparatus 

Prest-O-Lite  Company 

Welding  and   Cutting  Plants 

L'Air   Liquide  Society 

Well  Drilling  Plants 

.American   Well  Works 
Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co- 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd- 

Wood  Pipe 

Pacific   Coast   Pipe  Company 

Wood  Tanks 

Pacific   Coast   Pipe  Company 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Wh«els,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eishty  pounds  domestic,  160  lbs.  fire. 
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Contractors' 
Wheelbarrows 


The  Meaford  line  is  full  of  devices  which 
you  need  in  your  business,  Mr.  Contractor. 
They  are  all  built  of  the  best  materials  by 
workmen  who  know  your  needs  well. 
When  in  the  market  for  Wheelbarrows, 
Drag  Scrapers,  Etc.,  Etc.,  be  sure 
and  investigate  our  line.  You'll  find  in  it 
just  the  implements  you  want,  at  prices 
to  suit  you. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford,  Ont. 

SELLING  .AGENTS: 

Ouehec  and  Maritime  Provinces  :  Alexander  Gibb,  1-2  St.  Nicliolas 
Building,  St.   Nicholas  Street.  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man.  ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

Saskatchewan :    Kilvert   Bros.,   Wall   Street,   Saskatoon,  Sask. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


CARBIC  FLARE  LIGHT 

W.  L.  Foster,  8  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 

Dredges. 

This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple- 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c.p.  Burns  6 
hours  without  re- 
charging. 

Agents 

KellyPowell 
Ltd. 

Winnipeg, 
Man. 


Security  You  Can 
Depend  on 

All  fire  doors  may  look  equally  strong 
and  fire  resiscing.  Their  real  value  is 
seldom  discernible  until  that  moment 
you  need  their  protection  most — under 
the  test  of  an  actual  fire. 


8 


SHEET  Me-TAT 

FIRE  DOOR 


not  only  looks  the  part  but  has  proved 
the  part  a  thousand  times  over  under  the 
severest  tests. 

Entirely  unlike  the  tin-clad,  wood  core 
door  "Saino"  Fire  Door  is  built  with  air 
chambers  just  like  a  Thermos  Bottle. 
Just  as  the  Thermos  Bottle  can  resist 
the  fiercest  outside  heat  or  cold  for  re- 
markable periods,  so  the  system  upon 
which  "Saino"  Fire  doors  are  built  gives 
you  Protection  }  ou  can  depend  on  when 
the  real  test  comes. 

Made  of  22  Gauge  Corrugated  Galvan- 
ized Steel,  on  steel  frame  lined  with  as- 
bestos. Made  in  various  styles  any  size 
desired.  Sketches  cheerfully  supplied 
for  estimates. 

Write  for  interesting  "Saino" 
Fire  Door  Booklet  C.R.  to-day. 

Address  Nearest  Branch 

The  PEDLAR  PEOPLE,  Limited 

(Established  18611 
Executive  Office  and  Factories 

OSHAWA,  ONT. 

-BRANCHES- 

Montreal      Ottawa      Toronto      London  Winnipeg 

I-l-W 
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PIATT  IRON  WORKS'  -  DAYTON.  OHIO. 

Smith-Vaile  Double  Plunger  Feed  Pump 

Ram  Pattern  Outside  End  Packed 


Smith-Yaile  Double  Plunger  Feed  Pump 
Ram  Pattern.    Outside  End  Packed 


Water  end  of  close-grained  cast 
iron.  Walls  and  partitions  amply 
thick  for  a  maximum  working  pres- 
sure of  175  lbs.  per  square  inch. 
Suction  and  discharge  valves  are  so 
located  that  they  can  be  inspected 
and  renewed  without  disturbing 
pipe  connections.    Water  plungers 


Standard 
Pumps  for 
Every 
Service 


of  hydraulic  iron,  outside  end  pack- 
ed, trombone  style.  Valve  seats, 
stems  and  springs  of  bronze.  Ac- 
cessible packing  glands.  All  parts 
made  to  template  and  interchange- 
able. 

Can  make  shipment  regular  fitted 
pumps  on  short  notice. 


ATLANTA 

liOSTON 

HALTIMORE 

lilRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

♦  Smith-Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removabie  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  7HU  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  i nsurin g  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  ' *0"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  7S3  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50.000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  i  n  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  7S0  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  ::ource  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 


Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
stecl  and  of  ample  thickness. 

Bulletin  No.  6S4  on  request. 


PLATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COr-UMiUA,  S.  C. 

DALLAS 

DKNVEK 

11ETROIT 

HAVANA 


INDIANAPOLIS 

TACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


MKXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
KICIIMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 


Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO., 


Hamilton 


96'  Motor  Operated  Butterfly  Valve. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 

Piping 


We  make  a  specialty  of  designing  and  execnting 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


A 


ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Aye.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 

Offices  :— 

Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 


Built forC.P.R. Montreal    Chicago,  111 


Shops:— Bridgeburg.  Ont 


Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


*'Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company, -Limited 

Sole  Manuiacturen  under  Canadian  and  U,  S.  Letters  Patent 

Toronto  Canada 
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Pipe 


Specially 


Made 


Concrete 


Concrete  Pipe  that  Endures 


ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 


B.  Blair  Company,  Limited 


Woodstock;  Ontario 
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Manitoba  Bridge  &  Iron  Works 


Limited 


—MANUFACTURERS— 


Roofs,  Steel  Buildings  and  Structural  Iron  Work 

of  all  descriptions 

Railway  and  Highway  Bridges 


6,000  tons  of  Beams,  Channels,  Angles,  Plates,  Flats  and  Bars  always  in  stock  at 
our  works  for  QUICK  DELIVERY,  plain  or  fabricated. 
Designs  and  estimates  promptly  furnished. 

We  also  operate  a  Large  Grey  Iron  Foundry,  Annual  Capacity  5,000  tons 

Tank,  Forge  and  Machine  Shops. 


Office  and  Works 


WINNIPEG,  MAN. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Works, 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 


Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
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Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc., 
Gear  Cutting  and  General 
Machine  Work. 
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View  23  working  days  after  award  of  contract — Weight  380  Tons. 
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February  2,  1916 


Published  Each  Wednesday  by 


HUGH  G.  Maclean,  LIMITED 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 

MONTREAL  -  Telephone  Main  2399  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Hutchison  Block 
NEW  YORK  -  Tel.  3108  Beekman  -  1226  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.    --------    16  Regent  St.  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 
Ihiflfalo,  N.Y,,  under  the  Act^'of  Congress  of  March  3,  1879. 

Alphabetical  Index  of  Advertisers 


Page  16 

Vol.  30  February  2,  1916  No.  5 


Principal  Gontents  Page 

Editorial   95 

Erection  Progress  on  Quebec  Bridge   ■  97 

By  H.  P.  Borden 

The  Aeration  or  Activation  of  Sewage   99 

By  G.  T.  Hammond 

New  Curry  Block,  Winnipeg,  Man   103 

Hollow  Concrete  Storage  Dam   104 

.\nnual  Meeting  C.  S.  C.  E   105 

Portable  House  for  Proposed  Gift   109 

Large  Concrete  Cantilever  Trusses   Ill 

Montreal  Builders'  Exchange  Annual    112 

England's  Malady   113 

By. Cosmo  Hamilton. 

New  Books,  Trade  Inquiries   116 

Personal,  Obituary   116 

Mainly  Constructional   117 


The  Aeration  of  Sewage 

It  is  little  more  than  a  year  since  the  treatment  of 
sewage  by  forced  aeration  was  announced  in  Eno- 
land.  Yet  several  plants  employing-  this  method  are 
already  built,  or  under  design  by  engineers,  who  feel 
that  the  experiments  made  justify  their  confidence. 
There  are,  however,  a  great  many  things  yet  to  be  in- 
vestigated— such  as  the  efifect  of  relatively  low  tem- 
l)erature  in  winter  on  the  process ;  how  nitrogen  in 
the  sludge  can  best  be  built  up ;  how  much  sludge  will 
be  formed  under  various  conditions  of  operation,  and 
whether  a  cycle  or  process  of  operation  employing  a 
series  of  tanks  can  be  devised  in  such  a  manner  that 
all  of  the  easily  reducible  organics  will  be  removed 
frorn  both  sewage  and  sludge ;  how  much  sludge  will  be 
available  for  the  manufacture  of  fertilizer,  and  whether 
all  that  is  of  value  may  not  be  required  for  use  in  the 
continuous  flow  plan  of  sewage  treatment  to  diminish 
the  time  of  aeration  to  a  minimum-     Briefly,  the  pro- 


95 

cess  may  be  descpbed  as  a  reversal  of  the  filtration 
method,  in  that  the  purifying  medium  is  moved  up 
and  down  tlirough  a  tank  of  sewage,  rather  than  the 
lic|uid  moved  through  a  bed  of  stone  (jr  gravel,  each 
])article  of  which  is  surrounded  by  a  film  containing 
bacterial  growths. 

This  method  of  sewage  treatment  has  long  engaged 
the  attention  of  sanitarians,  but  only  recently  has  it 
been  sufliciently  developed  for  adoption  in  a  full-scale 
plant.  One  of  the  first  experimental  plants  was  com- 
pleted and  put  in  operation  at  Brooklyn  on  January  1, 
1914.  The  first  experiments  carried  on  there  were  in 
a  specially  designed  tank— called  a  tank  aerator — 
built  of  wood,  12  ft.  in  diameter  and  28  ft.  8  ins.  deep, 
with  a  capacity  of  16,000  gals.  Compressed  air  was 
supplied  by  means  of  a  pipe-grid  placed  at  the  botton> 
of  the  tank  on  a  7^  in.  layer  of  broken  stone  passing 
a  2-in.  ring.  Over  the  grid  is  placed  another  similar 
layer  of  stone.  The  sewage  enters  at  the  top  of  the 
tank,  through  ports  at  the  water-line,  and  the  effluent 
IS  taken  ofif  by  an  outlet  pipe  at  the  botttom.  The 
tank  is  equipped  witli  peculiarly  designed  discs, 
which  are  intended  to  act  as  colloidors  as  well  as  de- 
flectors of  the  flowing  mass  of  sewage,  and  to  give 
greater  internal  surface  area  within  the  sewage  con- 
tent for  bacterial  residence. 

The  result  of  a  series  of  experiments  proved  that 
it  is  possible  by  this  means  alone,  in  a  continuously 
flowing  tank,  without  the  employment  of  the  activated 
sludge  method,  to  produce  a  well-clarified  and  stable 


Do  not  fail  to  read  the  article  by  Cosmo 

Hamilton  on  page  113  of  this  issue.  "England's 

Malady"  and  the  evils  of  the  party  system  are 
portrayed  in  telling  characters. 


effluent,  with  a  retention  of  24  hours.  Indications 
pointed  to  a  possible  shorter  retention  period,  but  the 
cost  compared  with  that  of  the  percolating  filter 
seemed  so  unfavorable  that  at  the  close  of  the  year 
1914  the  tank  was  changed  over  to  an  activated  sludge 
lank.  In  order  to  proceed  with  activated  sludge  ex- 
periments it  was  only  necessary  to  modify  the  aerator 
tank  by  introducing  an  outlet  at  about  two-thirds  of 
the  depth  of  the  tank,  e.g.,  so  that  at  each  drawing 
6,000  gals,  of  the  settled  sludge  could  be  retained,  dis- 
charging 10,000  gals,  of  clarified  effluent. 

The  importance  of  an  experimental  unit  operating 
on  the  continuous  flow  plan  was  appreciated,  and  dur- 
ing the  summer  of  1915  three  variations  in  designs 
for  such  a  unit  were  tried  out.  All  these  designs 
were  based  on  difl^erent  modifications  of  the  familiar 
settling  or  flowing-through  chamber  of  an  Imhoit 
tank,  and  gave  a  very  good  effluent.  The  work  done 
so  far  on  activated  sludge  does  not  justifv  positive 
conclusions,  but  ofifers  considerable  promise. 


That  Montreal  Aqueduct 

In  the  course  of  his  address  as  president  of  the 
Montreal  Board  of  Trade,  on  Jan-  26,  Mr.  G.  F.  Ben- 
son referred  in  the  following  terms  to  the  controversv 
over  the  enlarged  aqueduct :  "I  would  particularly  call 
your  attention  to  the  matter  of  the  opposition  of  the 
Canadian  Society  of  Civil  Engineers  to  the  present 
aqueduct  scheme  and  the  letter  sent  by  our  council  to 
the  Board  of  Commissioners.     This  is  a  question  that 
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I  think  needs  the  very  careful  attention  of  your  new 
council  and  of  the  members  of  this  board.  The 
statement  is  made  that  as  a  scheme,  for  the  develop- 
ment of  power  by  the  city,  the- enlargement  of  the 
aqueduct,  as  now  proposed,  is  not  an  economic  com- 
mercial proposition.  It  would  seem  to  be  leading  to 
a  cost  of  development  that  will  greatly  exceed  that 
of  any  modern  hydro-electric  development,  and  the 
figures  would  indicate  that  it  will  result  in  a  cost  per 
horse  power  to  the  city  higher  even  than  the  cost  of 
development  by  steam  power,  and  considerably  higher 
than  the  present  contract  price  that  the  city  is  now 
paying  for  electric  power.  The  question  also  arises 
as  to  whether  it  is  in  any  case  wise  to  make  the  city 
dependent  upon  one  source  of  hydro-electric  power, 
in  view  of  the  well  known  troubles  from  frazil  and 
back-water  during  the  winter  season,  referred  to  in  the 
letter  addressed  by  your  council  to  the  Board  of  Com- 
missioners." 


Quebec  Road  Expenditures 

Some  particulars  regarding  expenditure  on  Quebec 
roads  were  given  by  the  Hon.  W.  G.  Mitchell,  the 
Provincial  Treasurer,  during  his  speech  on  the  Budget. 
The  Government,  he  stated,  was  authorized  to  contract 
loans  to  the  extent  of  $15,000,000,  the  proceeds  to  be 
expended  in  grants  to  municipalities  to  aid  them  in 
construction  of  roads  under  the  provisions  of  the  Good 
Roads  Act  and  in  the  construction  of  Government 
roads,  in  accordance  with  the  act.  He  also  submit- 
ted the  following  statement : 

Payments  to  municipalities  to  date  $  8,162,574.43 

Payments  on  Government  roads  to  date  4,137,725.63 

$12,300,300.06 

Net  proceeds  of  loans    5,850,805.32 


Excess  of  payments  over  proceeds  of 

loans    6,449,494.74 


Amount  allocated  to  municipalities  to 

date   •  $  8,768,787.37 

Amount  paid  on  same   8,162,574.43 

Balance  to  be  paid   $  606,212.94 

A  comparison  between  this  statement  and  the  sim- 
ilar one  to  31st  December,  1914,  showed  that  during 
the  calendar  year  1915  there  was  paid  to  the  munici- 
])alities  the  sum  of  $1,931,915.47,  and  expended  on 
Government  roads  the  sum  of  $1,957,956.35.  It  would 
also  be  seen  that  the  amount  that  can  hereafter  be 
spent  under  the  Good  Roads  Act  is  the  difference  be- 
tween the  $12,300,300.06  already  spent  and  the  amount 
of  the  proceeds  of  permanent  loans  for  $15,000,000.00, 
which  dift'erence  will  prol)ably  not  exceed  $2,4(K),0()0.00. 


Our  Returned  Soldiers 

As  the  first  result  of  the  report  recently  issued  by 
the  Hospital  Commission,  a  Soldiers'  Aid  Commission 
for  Ontario  has  been  established.  The  care  of  a 
soldier  who  has  returned  to  Canada  mutilated  or  weak- 
ened as  a  result  of  active  service  is  the  prime  duty 
of  Canadians.  Each  soldier  is  interviewed  at  Quebec 
on  his  return  by  a  representative  of  the  Canadian 
Patriotic  I""und,  and  a  confidential  report  is  sent  In 
the  Patriotic  Committee  of  the  town  to  which  the 
soldier  is  going.  This  .serves  the  two-fold  purpose 
of  protecting  the  Eund  against  the  greedy  or  imscru- 
pulous  and  of  giving  the  local  committee  inforuialii  m 


that  is  helpful  in  finding  employment  for  the  deserv- 
ing. The  Eund  also  presents  a  small  badge  bearing 
the  words  "Eor  service  at  the  front"  to  the  deserving- 
soldiers.  Men  wearing  this  badge  are  the  worthiest 
citizens  we  can  acknowledge. 

The  work  of  the  Canadian  Patriotic  Eund  is  lim- 
ited by  Act  of  Parliament — no  person  in  receipt  of  a 
gratuity  or  pension  or  allowance  paid  by  Plis  Majesty 
can  receive  assistance  from  the  Fund.  Because  the 
pensions  and  gratuities  are  oft-times  admittedly  inade- 
quate it  has  been  foimd  necessary  to  establish  a  Hos- 
pital Commission  and  Disablement  Eund — the  Sold- 
iers' Aid  Commission  of  Ontario  is  the  first  step  in 
this  direction.  The  latter  has  announced  its  intention 
of  mobilizing  manufacturers  of  Ontario,  and  we  do 
not  doubt  that  the  process  will  be  facilitated  by  the 
manufacturers  themselves.  Others  also  will  be  asked 
to  lend  their  aid  in  discharging  a  great  national  duty, 
and  there  is  every  prospect  that  in  Canada  at  least  the 
traditional  tragedy  of  the  returned  soldier  will  have 
no  place. 


1916  Officers  Can.  Soc.  Civil  Engineers 

The  complete  list  of  new  officers  of  the  Society  for 
the  coming  year  is  as  follows :  President,  G.  H.  Dug- 
gan,  vice-president  and  general  manager,  Dominion 
Bridge  Company,  Montreal;  Vice-president,  T.  H. 
White,  chief  engineer,  C.  N.  R.,  Vancouver;  Council- 
lors, J.  R.  W.  Ambrose,  chief  engineer,  Toronto  Term- 
inals Railway  Company,  Toronto;  H.  Donkin,  deputy 
minister,  Department  of  Works  and  Mines,  Halifax ; 
A.  EDoucet,  Quebec;  W.  J.  Erancis,  consulting  en- 
gineer, Montreal ;  E.  D.  Lafleur,  chief  engineer.  De- 
partment of  Public  AVorks  of  Canada,  Ottawa;  D.  O. 
Lewis,  district  engineer,  C.  N.  R.,  Victoria ;  D.  A. 
I'ioss,  consulting  engineer,  Winnipeg;  H.  R.  Safl:'ord, 
chief  engineer,  G.  T.  R-,  Montreal. 

Street  Flooding  Prevented  by  Wide 
Storm-Sewer  Intakes 

THE  problem  of  handling  large  volumes  of  storm 
water  in  street  gutters  without  flooding  the 
crossing  for  pedestrians  has  been  solved  in 
Pasadena,  Cal.,  by  the  use  of  long  sewer 
intakes  located  in  the  curb  adjacent  to  the  street  in- 
tersections- The  intakes  are  made  30  ft.  long,  with  a 
9-in.  opening.  The  sidewalk  slab  over  the  intake  is  of 
reinforced  concrete,  3  ins.  thick  and  supported  at  the 
curb  line  on  two  steel  struts. 

The  normal  flow  line  of  the  gutter  is  lowered  3  ins. 
and  at  the  end  of  the  intake  away  from  the  street  in- 
tersection this  difiference  in  elevation  is  taken  up  in 
a  length  of  6  feet.  At  the  crossin'g  end,  on  the  other 
hand,  the  gutter  level  is  raised  to  within  2  ins.  of  the 
sidewalk  level  at  the  point  where  pedestrians  cross. 
This  afl^ords  a  smooth  intersection  and  a  "high  and 
dry"  crossing,  even  in  times  of  heavy  storms. 

The  intakes  were  designed  by  R.  V.  Orbison,  city 
engineer  of  Pasadena. — iMigincering  Record. 


The  latest  revised  Government  report  gives 
376,303,600  bushels  as  the  total  yield  of  Canadian 
wheat  in  1915.  The  average  yield  for  all  wheat 
(fall  and  spring)  is  28.96  bushels  per  acre.  The 
value  of  all  field  crops  is  placed  roughly  at  eight 
hundred  million  dollars. 
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Erection  Progress  on  Quebec  Bridge 

North  anchor  and  cantilever  arms  completed  —  South  anchor  arm 
out  to  and  including  main  post— Work  to  be  completed  during  1916 

By  H.  P.  Borden* 


WHEN  work    on    the    Quebec  Bridge  closed 
down  a  3'ear  ago,  the  north  anchor  arm  was 
completed  out  to  the  main  pier  with  the 
exception  of  two  panels  of  the  upper  web 
members  and  top  chord.    On  the  south  side  no  steel 
at  all  had  been  erected  between  the  main  and  anchor 
piers. 

About  the  middle  of  April  a  start  was  again  made 
on  the  erection  of  the  steel  on  the  north  shore,  and  on 
May  3rd  the  erection  of  the  main  posts  was  begun. 
These  posts  rest  on  the  iriain  shoes  over  the  main  pier 
and  are  the  largest  single  members  in  the  bridge,  be- 
ing 310  ft.  high,  centre  to  centre  of  pins,  and  approxi- 
mately 10  feet  square.  As  the  four  posts  recjuired  for 
the  bridge  weigh  approximately  6,000  tons,  costing  in 
the  neighborhood  of  one  million  dollars,  or  consider- 


further  steel  was  erected  or  the  traveler  moved  ahead. 
This  riveting  was  considered  highly  advisable  rather 
than  filling  the  holes  with  bolts  and  drift  pins  and 
riveting  later  as  the  work  progressed,  as  it  was  found 
from  past  experience  that  once  a  strain  was  applied 
to  a  drifted  joint  it  was  absolutely  impossible  to  re- 
move these  drifts  except  by  drilling.  The  cramped 
space  in  the  interior  of  these  members  also  made  rivet- 
ing somewhat  difficult,  but  with  the  use  of  specially 
designed  jam  riveters,  which  could  work  in  a  space 
down  to  14  inches,  very  satisfactory  work  was  ob- 
tained. While  in  some  cases  the  heads  of  inside  rivets 
were  not  perfect,  yet,  in  all  cases,  tight  rivets  were 
obtained. 

When  the  erection  of  the  main  post  had  proceeded 
to  the  desired  stage,  the  traveler  was  moved  ahead 


Fig.  1.— General  view  of  Quebec  Bridge  to  date— sliowing  erection  progress  to  the  end  of  the  season,  1915. 


ably  more  than  the  entire  cost  of  many  important 
bridges,  some  idea  of  the  magnitude  of  these  members 
may  be  obtained.  Each  of  these  members  is  composed 
of  four  separate  columns  latticed  together  in  four  direc- 
tions, terminated  by  a  tapered  solid  section  at  both  top 
and  bottom.  In  order  to  facilitate  shipment  and 
handling,  each  of  these  members  was  shipped  in 
twenty-six  separate  sections  and  spliced  together  in 
the  field.  It  was  expected  that  serious  difficulty  might 
be  encountered  in  the  erection  of  these  sections  as 
they  had  to  be  put  in  place  with  splice  plates  attached 
to  the  ends  and  lowered  with  extreme  precision  to 
allow  the  webs  and  flanges  of  the  adjoining  section  to 
be  entered  between  the  various  plates  and  angles  form- 
ing the  splice.  The  efficiency  of  the  electrically  con- 
trolled hoists  on  the  erection  traveler,  however,  was 
such  that  this  work  was  carried  out  with  remarkable 
rapidity,  both  posts  on  the  north  side  being  erected 
and  sufficiently  riveted  to  allow  the  traveler  to  be 
moved  ahead  within,  one  month  from  the  time  a  start 
was  made.  Sufficient  riveting  was  done  on  these  mem- 
bers  to  take  care  of  all  erection  stresses  before  any 

*  Assistant  to  Chief  Engineer- Quebec  Bridge. 


and  the  erection  of  the  first  panel  of  the  cantilever 
arm  was  started.  As  the  bottom  chords  have  a  field 
splice  between  main  panel  points,  it  was  necessai'y  to 
devise  some  support  for  these  members  for  riveting 
this  splice  before  it  could  be  connected  to  the  main 
])anel  point.  This  was  accomplished  by  means  of  a 
"flying  bridge"  or  heavy  steel  platform  extending  for 
one  full  panel  length  and  for  the  width  of  the  bridge. 
On  this  "flying  bridge,"  which  was  supported  by  links 
to  the  structure  above,  the  bottom  chords  were  as- 
sembled and  jacked  up  into  their  proper  alignment, 
and  the  centre  splices  fully  riveted  up.  As  each  panel 
was  completed  the  "flying  bridge"  Avas  moved  ahead 
to  the  next  panel.  This  work  went  ahead  very  rapidly, 
as  all  field  splices  and  connections  had  previously  been 
reamed  out  in  i^lace  at  the  shop,  thus  avoiding  any  sho[) 
i-rrors  or  the  necessity  of  making  any  alterations  or 
changes  in  the  field.  As  each  panel  was  erected,  ac- 
curate measurements  were  taken  to  see  that  the  align- 
ment was  correct.  Owing  to  the  extreme  accuracy 
with  which  this  work  was  manufactured  and  inspect- 
ed in  the  shop,  no  difficulty  of  this  nature  was  en- 
countered, the  alignment  of  both  the  anchor  and  can- 
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Fig.  2. 


-Intersection  of  ten  members  at  the  main  shoe— Concentrated  load 
on  shoe  about  55.000,000  lbs. 


tilever  arms  throughout  their  eutire  leugth  being 
absolutely  correct. 

Members  on  both  sides  of  the  bridge  were  erected 
simultaneously  by  the  traveling  cranes  and  stifif-leg 
booms,  and  as  the  traveler  moved  ahead  the  sway 
bracing"  was  put  in  position  by  the  rear  booms.  Prac- 
tically all  splices  in  web  members  were  riveted  up 
complete  before  moving  ahead,  or  at  least  sufficiently 
riveted  to  carry  the  full  erection  stress.  Remarkably 
good  records  were  made  in  riveting,  the  percentage  of 
rivets  to  be  cut  out  being  very  low.  In  one  case  over 
4,000  rivets  were  driven  in  the  splices  of  the  bottom 
chords,  and  only  one  loose  rivet  was  found  by  the  in- 
spectors. This  extraordinary  record  was  due,  natm-- 
ally,  to  the  experienced  riveters  employed  on  the  work, 
but  also  to  the  fact  that  in  reaming  out  the  splices  in 
the  shop  from  25  to  50  per  cent,  of  bolts  were  used 
in  bolting  up  the  splice  material,  thus  preventing  drill- 
ings getting  in  between  the  web  plates'  of  the  member. 
When  the  splice  was  taken  apart,  care  was  taken  to 
clean  out  all  drillings  that  might  be  found  to  exist  be- 
tween any  parts  of  the  splice  material. 


By  the  middle  of  November  the  cantilever  arm  was 
completely  erected,  being  quite  up  to  the  progress  laid 
out  by  the  Bridge  Compau}-  at  the  beginning  of  the 
season.  The  work  of  the  traveler  having  been  com- 
pleted on  this  side  of  the  river,  it  is  now  being  taken 
down  and  will  be  re-erected  at  the  site  where  the  sus- 
pended span  will  be  erected  next  year.  On  the  south 
shore  the  erection  of  the  falsework  to  support  the  an- 
chor arm  was  started  about  the  middle  of  April,  this 
falsework  being  taken  from  the  north  shore  where  it 


Fig.  3.-  Panel  point  of  bottom  chord  showing  unusual  dimensions  of  mem- 
bers—pneumatic bucker-up,  hammer  and  rivet  cutter  at  work. 

had  been  used  to  support  the  north  anchor  arm.  The 
erection  of  the  anchor  arm  started  on  July  7th,  and, 
owing  to  the  experience  gained  on  the  north  side,  was 
erected  much  more  rapidly,  a  gain  of  over  six  weeks 
being  made  in  the  completion  of  this  work.  By  the 
middle  of  November  the  entire  anchor  arm  had  been 
erected,  including  the  main  posts,  with  the  exception 
of  a  certain  amount  of  riveting,  which  will  be  com- 
pleted next  year. 

During  the  past  season  about  30,000  tons  of  steel 


4.— Completed  north  anchor  and  cantilever  arm— Traveller  being  taken  down  to  be  used  in  the  erection  of  the  su.'pend.'pan. 
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Fig.  5.  — Quebec  Bridge  Progress— sliows  worl<  done  in  1914,  1915  and  program  for  1916. 


was  erected.  In  all  about  45,000  tons  has  been  erected 
out  of  the  65,000  tons,  the  estimated  total  weight  of 
the  bridge.  The  record  day's  tonnage  in  1915  was  670 
tons  for  the  south  shore  traveler,  although  there  were 
several  days  in  which  over  600  tons  was  erected  by 
this  traveler.  An  average  of  350  tons  per  day  was 
made  in  the  erection  of  the  south  main  post. 

Next  season  the  south  cantilever  arm  will  be  erect- 
ed, and  it  is  expected  that  this  Avork  will  be  finished 
early  in  September.  The  suspended  span  will  also  be 
erected  at  Sillery  Cove,  a  point  some  three  miles  below 
the  bridge  site.  When  completed  it  will  be  floated  to 
the  site  on  six  pontoons  160  ft.  long  and  32  ft.  wide, 
each  having  a  working  draft  of  8  feet.  This  span, 
which  is  640  ft.  long,  110  ft.  high  at  the  centre,  88  ft. 
wide,  and  weighing  about  5,000  tons,  will  then  be 
attached  to  long  hangers  from  the  ends  of  the  canti- 


lever arms  and  jacked  into  place  by  means  of  heavy 
jacks  placed  on  the  erection  girders  at  each  corner 
of  the  cantilever  arm.  This  operation  should  not  take 
over  twenty-four  hours  if  everything  works  smoothly. 
By  the  end  of  1915  practically  all  the  steelwork  of  this 
bridge  should  be  in  place,  and  it  will  be  possible  for 
working  trains  to  cross  the  river  at  this  point. 

The  work  is  under  the  supervision  of  the  Board  of 
Engineers,  Quebec  Bridge,  composed  of  C.  N.  Mon- 
sarrat  (Chairman  and  Chief  Engineer)  and  Ralph 
Modjeski ;  (Mr.  C.  C.  Schneider,  late  member,  de- 
ceased). 

The  contract  is  being  carried  out  by  the  St.  Law- 
rence Bridge  Company,  Limited,  of  which  (]^eo.  E. 
Porter  is  Engineer  of  Construction,  W.  B.  Fortune, 
Superintendent,  and  S.  P.  Mitchell,  Consulting  Engi- 
neer of  Erection. 


The  Aeration  or  Activation  of  Sewage 

New  method  of  sewage  treatment  sufficiently  developed  for  adoption  in  full-sized 
plants  —Experimental  work  at  Brooklyn,  N.Y.,  increases  confidence  in  this  system. 

By  G.  T.  Hammond* 


The  treatment  of  sewage  by  forced  aeration,  in  the 
presence  of  activated  sludge,  is  one  of  the  most  in- 
teresting developments  in  sanitary  disposal  methods  of 
recent  years.  It  is  but  little  more  than  a  year  since 
the  process  was  announced  in  England.  Very  ex- 
tensive and  careful  study  has  already  been  given  the 
subject,  and  numerous  papers  have  appeared  concern- 
ing it.  At  the  present  time,  several  full-size  plants 
employing  this  method  are  building  or  under  design 
by  engineers  who  feel  that  what  has  already  been 
learned  about  it  experimentally  justifies  their  confid- 
ence. There  are,  how^ever,  a  great  many  things 
about  it  that  are  unknown,  and  all  admit  that  much 
remains  to  be  investigated,  either  in  testing  stations 
at  a  relatively  small  expense,  or  in  full-size  plants  at 
possibly  a  larger  cost,  in  order  that  we  may  obtain  a 
satisfactory  understanding  of  the  many  problems  that 
have  "already  presented  themselves  as  to  the  nature 
of  the  phenomena  and  underlying  principles  of  the 
method,  and  as  to  the  essential  features  of  the  design 
of  plants  and  apparatus  for  its  employment. 

Some  of  the  problems  that  are  engaging  the  at- 
tention of  investigators  are  the  efifect  of  relatively  low 
temperature  in  winter  on  the  process;  how  the  nitro- 
gen in  the  sludge  can  best  be  built  up  ;  how  mucli 
sludge  will  be  formed  under  various  conditions  of 
operation,  and  whether  a  cycle  or  process  of  operation 

'  Presented  before  section  D  of  the  American  Association  for  the  Ad- 
vancement of  Science  at  the  Columbus  Meeting  December  29th,  1915. 


employing  a  series  of  tanks  can  be  devised  in  such 
manner  that  all  of  the  easily  reducible  organics  will  be 
removed  from  both  sewage  and  sludge ;  how  much 
sludge  will  be  available  for  the  manufacture  of  fer- 
tilizer, and  whether  all  that  is  of  value  may  not  be 
required  for  use  in  the  continuous  flow  plan  of  sewage 
treatment  to  diminish  the  time  of  aeration  to  a  mini- 
mum. ' 

Point  of  Equilibrium 
There  is  probably  a  condition  of  equilibrium  to  be 
secured  in  the  treatment  under  which  just  about  so 
much  sludge  will  be  used  by  the  process  to  obtain  a 
required  result,  and  just  about  such  a  surplus  will  have 
to  be  disposed  of.  How  to  adjust  the  method  to  the 
varying  strength  and  quantity  of  the  sewage  as  it  flows 
to  the  plant,  and  the  effect  of  varying  strength  of 
sewage  on  the  expense  of  the  treatment,  also  requires 
much  study. 

The  efficiency  of  the  method  in  regular  service 
under  the  ordinary  operation  conditions  that  prevail 
in  all  American  cities,  its  cost  and  econom}-,  and  its 
reliability  as  compared  with  other  methods  of  sewage 
treatment  now  well  known  and  giving  good  and  cheap 
service,  cannot  but  engage  the  careful  study  of  con- 
servative men,  whose  object  usually  is  to  provide  the 
most  economical  method  of  treatment  which  shall  offer 
the  greatest  promise  of  efficiency  and  reliability  under 
existing  requirements  and  circumstances. 

Much  remains  to  be  learned  of  the  new  method 
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alon^'  these  lines;  and  while  to  the  scientist  investi- 
Satin<;-  it  in  the  experiment  plant  it  seems  so  promis- 
in_^-,  a  word  of  caution  should  be  given  to  the  en- 
ineer  charged  at  present  with  designing  a  sewage 
treatment  plant.  Judgment  should  remain  suspended 
until  more  definite  information  is  available  on  the 
points  above  mentioned. 

Fuller  has  characterized  the  process  as  in  a  sense 
a  reversal  of  the  filtration  method,  in  that  the  purifying 
medium  is  moved  up  and  down  through  a  tank  of  sew- 
age, rather  than  the  liquid  moved  througli  a  bed  of 
stone,  each  particle  of  which  is  surrounded  with  films 
containing  bacterial  gi'owths  and  their  products,  all  of 
suitable  physical  and  biological  character. 

Forced  Aeration  Process 

^^'ilkinson  of  Manchester,  England,  without  going  ■ 
into  the  details  of  sludge  formation,  gives  about  the 
most  concise  yet  adequate  picture,  from  the  engineer's 
standpoint,  of  the  process,  "stripping  the  theory  of  all 
scientific  verbiage  and  putting  it  in  its  naked  simpli- 
city."    We  quote,  as  follows : — 

"First  of  all,  in  modern  plants  sewage  is  usually 
treated  in  a  percolating  filter,  by  spreading  it  evenly 
over  the  surface,  and  allowing  it  to  pass  through  the 
■material  to  the  main  under-drainage  system.  The 
liquid,  in  passing  through  the  filter,  flows  over  the 
surface  of  the  medium,  and  the  more  vesicular  the 
character  of  the  latter  the  better.  On  starting  up  a 
new  filter,  the  sewage  shows  but  little  change  after 
l)aSsing  through,  but  as  time  goes  on,  a  growth  shows 
itself  in  the  body  of  the  filter  on  what  may  be  termed 
the  stationary  frame-work,  and  colonies  of  bacteria 
accumulate  there,  which  attack  the  sewage  and  efTect 
purification  or  oxidization  of  the  organic  matter. 

"These  bacteria,  being  mainly  aerobic,  an  , ample 
supply  of  air  is  necessary  in  order  that  they  may 
thrive ;  hence  the  necessity  for  adequate  ventilation  of 
the  under-drainage.  That,  in  brief,  is  the  theory  of 
this,  as  it  appears  to  an  engineer.  Let  us  take  a  given 
volume  of  the  stationary  frame-work  from  a  ripe  filter 
and  carefully  remove  the  coating  or  growth  through- 
out the  material.  We  shall  then  have  a  certain 
volume  of  what  may  be  termed  sludge,  rich  in  aerobic 
bacteria,  which  may  be  referred  to  as  the  activated 
sludge  of  this  particular  process. 

Sludge  Circulated 

"In  the  new  process  the  active  sludge  is  circulated 
throughout  the  sewage  in  the  presence  of  air,  as 
against  the  present-day  practice  of  passing  sewage  in 
thin  films  over  active  sludge  retained  on  a  stationar}^ 
frame-work,  as  in  the  case  of  percolators,  for  example. 

"The  real  proldem,  then,  is  as  follows:  To  ascer- 
tain the  most  economical  method  of  applying  air  to 
sewage,  with  maintenance  of  complete  circulation  of 
the  activated  sludge  without  any  formation  of  dead 
banks  of  material. 

"The  problem  may  now  be  said  to  resolve  itself 
into  one  of  reproducing  in  a  tank  the  changes  which 
take  place  in  a  i)ercolating  filter.  We  have  our  tank, 
which  represents  the  walls  and  floor  of  the  filter.  We 
have  our  colonies  of  bacteria  and  the  air  necessary  to 
support  their  life,  and  all  we  require  to  do  is  to  pro- 
vide means  for  supporting  an  even  distribution  of  this 
life  throughout  the  body  of  the  tank,  other  than  by 
allowing  the  bacteria  to  adhere  to  a  stationarv  frame- 
work, such  as  stone,  slate,  or  clinker  material.  Com- 
pressed air  will  both  insure  sufficient  agitation  and 
effect  the  desired  results  as  regards  preserving  uniform 


contact  and  even  distribution  in  the  liquid.  But  at 
what  cost?" 

A  successful  method  of  sewage  treatment  b}'  forced 
aeration  has  long  been  an  object  sought  b}'  sanitarians. 
Observation  of  the  phenomena  of  the  purification 
which  takes  place  in  flowing  streams  and  in  foul  water 
in  the  presence  of  abundant  air,  indicated  that  an  in- 
tensive method  of  supplying  the  oxygen  demands  and 
of  cultivating  bacteria  for  the  purpose  of  securing  a 
more  rapid  nitrification,  should  be  possible.  But 
Dibdin  tried  forced  aeration  in  1884  and  failed  witii 
it.  In  1890,  Dr.  Brown  and  Prof.  Leeds  of  this 
country,  after  experimenting,  concluded  that  the  oxida- 
tion of  organic  matters  in  sewage  is  not  facilitated,  to 
any  appreciable  extent,  by  forced  aeration.  In  1894, 
Col.  George  E.  Waring-,  Jr.,  employed  forced  aeration 
in  a  filter  with  some  good  effect.  After  this,  nothing 
of  interest  is  recorded  until  the  matter  was  taken  up 
in  Brooklyn,  N.Y.,  in  1910-n,  by  Col.  William  M. 
Black,  U.S.A.,  and  Prof.  Earle  B.  Phelps,  who  found 
it  possible,  by  methods  designed  by  them,  to  reduce 
the  oxygen  demand  of  the  sewage  one-half  to  two- 
thirds,  under  varying  conditions,  by  applying  about 
two  volumes  of  air  per  volume  of  sewage,  in  a  re- 
tention period  of  three  hours,  although  the  apparatus 
was  crude  and  the  conditions  rather  unfavorable.  At 
about  the  time  that  the  report  of  these  experiments 
Avas  published,  or  soon  afterwards,  the  Massachusetts 
State  Board  of  Health,  at  the  Lawrence  experiment 
station,  began  experimenting  along  the  same  lines, 
although  on  a  smaller  scale  in  the  size  of  units  em- 
ployed ;  and  in  1913  introduced  layers  of  slate  in  their 
aerating  tank,  by  which  they  secured  a  very  high  re- 
moval of  suspended  and  coloidal  matters  and  great!}' 
reduced  putrescibility.  During  this  work  in  1912  at 
Lawrence,  some  experiments  were  made  in  aerating 
sewage  in  bottles,  without  any  contained  medium  for 
surface  growths  other  than  the  inside  of  the  bottle 
itself.  These  were  seen  by  Dr.  Gilbert  Fowler  of 
Manchester,  during  his  American  visit  of  that  j^ear, 
and  interested  him  so  much  that  on  his  return  home 
he  utilized  the  suggestions  and  extended  the  investi- 
gation, and  the  Activated  Sludge  process  resulted. 

While  the  results  obtained  in  Brooklyn  previous 
to  1912  offered  much  promise,  it  was  not  considered 
that  the  method  was  sufficiently  developed  for  adop- 
tion in  a  full  scale  plant  for  sewage  treatment,  and 
the  authorization  of  funds  for  installing  a  sewage  ex- 
periment plant  in  Brooklyn,  at  the  very  location 
where  Messrs.  Black  and  Phelps  have  done  their  work, 
gave  the  opportunity  in  1913  to  include  apparatus 
specially  designed  to  carry  their  work  to  a  conclusion. 
The  experiment  plant  was  completed  and  put  in 
service  on  January  1,  1914,  since  which  time  sewage- 
aeratif)n  experiments  have  l)ecn  carried  on,  except  in 
extremely  cold  weather. 

Experimental  Plant 

The  original  api^aratus  did  not  include  s])ecial  pro- 
vision for  activated  sludge  experiments,  as  this  method 
was  not  announced  until  the  fall  of  1914,  when  this 
plant  had  already  been  in  operation  nearly  a  year. 
The  sewage  aeration  work,  however,  was  ])rovided 
l'(ir,  and  l)ut  slight  change  in  it  was  necessar}^  to  adapt 
it  to  the  new  method  in  the  s])ring  of  1915. 

The  first  series  of  experiments  in  sewage  aeration 
were  carried  on  in  a  tank  of  special  plan,  denominated 
the  Tank  Aerator.  This  was  designed  with  the  in- 
tention of  giving  a  consideral)Ie  interval  surface  area 
for  the  adherence  of  bacterial  growths,  as  suggested 
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1)}  i'rof.  Phelps,  and  at  the  same  time  effecting-  an 
even  and  complete  appHcation  of  the  air  forced  into 
the  tank  to  the  sewage  contents  thereof. 

The  result  of  the  series  proved  beyond  question 
that  it  is  possible  by  this  means  alone,  in  a  continu- 
ously flowing  tank,  without  the  employment  of  the 
activated  sludge  method,  to  produce  a  well  clarihed 
and  stable  effluent  with  the  application  of  18  volumes 
of  air  per  volume  of  sewage,  with  a  retention  period  of 
24  hours.  There  were  indications  that  this  period 
of  retention  could  be  materially  shortened,  but  the 
cost  of  the  process  in  comparison  with  that  of  the 
percolating  Alter,  seemed  so  unfavorable  that,  after 
the  close  of  1914,  the  tank  was  changed  over  to  an 
activated  sludge  tank. 

Tank  Aerator 

The  Tank  Aerator  is  built  of  wood,  12  feet  in 
diameter  and  28  ft.  8  ins.  deep.  The  effective  sewage 
capacity  is  16,000  gallons.  The  compressed  air  is 
supplied  by  means  of  a  pipe-grid,  placed  at  the  bot- 
tom of  the  tank,  formed  of  1^  in.  pipe  placed  at  right 
angles,  forming  a  cross,  connected  in  the  center,  the 
arms  of  the  cross  being  connected  with  five  quarter- 
circles  of  in.  pipe,  forming  concentric  rings,  each 
being  perforated  with  1-16  in.  holes  at  6  in.  intervals. 
The  air  enters  through  the  V/i  in.  cross  pipes  and  is 
thence  distributed  to  the  rings. 

This  entire  grid  is  placed  on  a  bed  7^1  in.  thick, 
of  broken  stone  passing-  a  2  in.  ring.  A  layer  of 
broken  stone,  of  the  same  size  and  thickness  as  bed,  is 
placed  over  the  grid.  The  grid  has  a  connection  wdth 
the  cit)''s  water  service  for  use  in  cleaning  it  out 
under  pressure. 

This  method  of  air  distribution  has  proved  very 
satisfactoi"}',  practically  no  clogging  having  occurred 
in  t-wo  years  of  service,  and  the  average  distribution 
of  air  has  been  very  good. 

The  sewage  enters  at  the  top  of  the  tank  through 
eight  ports  at  the  water  line,  each  supplied  from  a 
pipe  which  encircles  the  tank,  and,  as  originally  built, 
the  effluent  is  taken  off'  by  four  outlets  into  a  cc-immon 
outlet  pipe  at  the  bottom. 

This  tank  is  equipped  with  a  peculiar  design  of 
discs,  which  are  intended  to  act  as  colloidors  as  well 
as  deflectors  of  the  flowing-  mass  of  sewage,  and  to 
give  greater  internal  surface  area  within  the  sewage 
content  for  bacterial  residence. 

There  are  nine  of  these  discs,  all  supported  by 
means  of  a  vertical  4  in.  pipe  placed  in  the  center  of 
the  tank.  In  form,  these  discs  are  not  unlike  wheels. 
The  supporting-  pipe  passes  through  their  hu])s.  The 
surface  of  each  is  formed  of  slats  about  4  in.  wide, 
spaced  one  inch  apart,  with  surfaces  set  45  degrees 
with  the  vertical.  The  angular  surface  of  the  slats 
towards  the  center  is  alternated  in  directif)n  in  each 
succeeding-  disc. 

Each  disc  is  placed  horizontally  and  occupies  the 
entire  cross-section  of  tank,  which  is  thus  di\-idcd  into 
a  number  of  compartments,  through  which  the  A  crti- 
cal  currents  of  sewage  are  regulated  and  streaming 
prevented,  either  of  sewage  passing  downward  or  air 
passing  upward. 

Continuous  Flow  Experiments 

The  first  continuous  flow  experiments  in  this  tank 
were  not  considered  at  the  time  as  very  encouraging. 
An  air  supply  0.75  volume  per  volume  of  sewage,  with 
2  hrs.  retention,  being  insufficient  to  produce  anv' 
marked  improvement  over  the  crude  se\\'age,  except  a 
slight  dimination  in  oxygen  demand,  and  some  clarifi- 


cation ;  but  our  expectations  were  too  high.  Con- 
tiiuKjus  flow  experiments  were  therefore  suspended 
for  a  time  and,  with  the  object  of  ripening  the  interior 
surfaces  of  the  tank,  the  latter  was  filled  with  sewage, 
and  beginning  on  the  fill  and  draw  plan.  May  19,  1914, 
air  was  passed  through  the  sewage  for  long  periods  of 
time,  until  complete  clarificati(jn  occurred.  'J"he  con- 
tents on  settling  now  showed  a  high  degree  of  stability. 
Some  of  the  phenomena  of  activated  sludge  were  ob- 
served, but  the  desirability  of  saving  the  latter  was 
not  recognized. 

On  June  14th,  the  continuous  flow  was  again  em- 
ployed, with  a  retention  period  of  5  hrs.,  and  the 
application  of  3.25  volumes  of  air  per  volume  of  sew- 
age. This  failing  to  give  a  satisfactory  result,  the  re- 
tention period  was  increased  on  July  10,  to  24  hrs.,  18 
\  ()lumes  of  air  per  volume  of  sewage  being  used,  with 
marked  result.  The  effluent,  after  3  hrs.  retention  in 
a  secondary  settling  tank,  showed  a  quality  compar- 
able favoraljly  with  the  settled  effluent  from  a  jjercol- 
ating  filter.  ^fhis  experiment  was  carried  im  until 
CX-tober  1,  1914,  when  the  air  was  reduced  to  (jne-half, 
or  nine  volumes  per  xolume  of  sewage  treated,  the 
continuous  flow  plan  l)eing  maintained,  and  the  re- 
tention period  being  24  hours.  With  18  volumes  of 
air  per  volume  of  sewage  from  July  to  October,  the 
settling  tank  effluent  kept  improving,  the  relative 
stability  average  being  84  per  cent,  stable.  After  the 
air  was  reduced  to  9  volumes  per  volume  of  sewage, 
the  relative  stability  of  the  settled  effluent  fell  to  59 
jier  cent. 

Contact  Aerator 

Some  interesting  results  were  obtained  from  an 
aerated  contact  filter,  on  contact  aerator,  during  this 
same  period.  This  was  a  small  unit  operated  on  the 
fill  and  draw  plan,  suggested  by  a  \isit  to  the  Law- 
rence experiment  station  early  in  the  spring  of  1914 

A  tank  was  seen  at  Lawrence  about  3  ft.  bv  4  ft.  in 
plan  and  2  ft.  deep,  in  which  slabs  of  thin  slate  were 
suspended  vertically  about  one  inch  apart,  in  which  the 
sewage  was  treated  by  compressed  air,  a  circulation 
of  the  sewage  being  secured  between  the  slabs  by  an 
ingenious  arrangement  of  the  air  inlet.  The  results 
achieved  seemed  remarkably  good  and  seemed  to  us 
to  be  largely  due  to  the  extensive  area  that  the  slates 
afforded  for  bacterial  residence  and  for  the  absorption 
of  coloids.  Our  thought  was  that  as  good  if  not  bet- 
ter result  might  be  obtained  in  an  aerated  contact 
niter  bed  which  would  be  less  costly  to  instal  on  a 
large  scale.  To  make  a  preliminary  e.\])erimental 
test,  a  small  unit  was  devised,  which  was  filled  with 
iM'oken  stone,  passing  a  2  inch  and  rejected  by  a  1 
inch  ring.  The  stone  bed  was  30  inches  in  depth. 
The  voids  afforded  a  capacity  of  20  gallons,  com- 
pressed air  was  applied  at  the  i^ottom.  The  sewage 
entered  at  the  top  and  was  discharged  at  the  bottom. 

F,xperiments  with  this  unit  extended  from  May 
6tli  to  July  6th,  1914.  The  average  results  were  as 
follows  : 

Hours  Aeration. 


(Sewage  20  gals,   at  each 


filling.)   

0 

2 

24 

\ir  0.17  cu.  ft.  per  minute 

Dissolved  Oxvgen  

l.Q 

1.4 

2.5 

2 

Relative  stabilitv   

2 

4 

44 

70 

Dissolved    Oxygen  de- 

mand   

252 

134 

80 

68 

\ir,  0.35  Cu.  ft.  per  minute 

Dissolved  Oxvgen  

2.5 

3.7 

.  5.0 

7 

102 
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Relative  stability    3        13        75  92 

Dissolved    Oxygen  de- 
mand   248       92       68  64 

Air,  0.64  cu.  ft.  per  minute 

Dissolved  Oxygen   1.1       4.9       6.4  6.8 

Relative  stability  .....  .      2        62       100  100 

Dissolved    Oxygen  de- 
mand   246       62        50  33 

During  the  work  of  1914,  we  did  not  recognize  the 
activated  sludge  principle,  and  it  was  not  until  the  late 
fall,  when  we  learned  of  the  work  of  Dr.  Fowler  and 
others,  that  we  began  to  take  it  into  account  and 
think  that  probably  it  had  played  a  considerable  part 
in  our  aeration  results,  especially  in  the  work  of  the 
contact  aerator.  By  this  time  the  season  was  so  far 
advanced  that  we  put  off  work  along  the  new  lines 
suggested  until  the  spring  of  1915. 

Aerator  Tank  Modified 

In  order  to  proceed  with  activated  sludge  experi- 
ments, it  was  only  necessary  to  modify  our  aerator 
tank  by  introducing  an  outlet  at  two-thirds  of  the 
depth  of  the  tank,  so  that  at  each  drawing  we  could 
retain  6,000  gallons  of  the  settled  sludge,  discharging 
10,000  gallons  of  clarified  effluent. 

The  operation  of  this  tank  as  an  activated  sludge 
tank  began  in  the  middle  of  March,  1915.  Several 
weeks  were  required  to  accumulate  a  working  quantity 
of  the  active  sludge.  The  tank  was  operated  on  the 
fill  and  draw  plan.  By  May  1st,  the  results  with  24 
hours  aeration  showed  excellently. 

Regular  operation  was  commenced  June  1st,  on 
the  following  cycle : 

8  a.m. — Shut  off  air  from  tank;  allow  activated 
sewage  to  settle  one  hour. 

9  a.m. — Commence  drawing  of  effluent,  taking  oft' 
10,000  gallons. 

10 :30  a.m.- — Drawing  completed  ;  air  turned  on ; 
crude  sewage  valve  opened. 

12  m. — Tank  filled,  crude  sewage  valve  closed ;  air 
continued  on  until  8  a.m.  of  following  day. 

This  cycle  was  continued  from  the  beginning  until 
the  recent  shutting  down  of  the  tank  to  make  changes 
in  the  plant  for  extending  the*  experiments  along  new 
lines. 

One  of  the  objects  in  view  was  to  obtain  a  consid- 
erable range  in  the  effect  of  time  and  quantity  of  air, 
and  the  cost.  Another  was  the  desirability  of  having 
on  hand  a  reservoir  of  activated  sludge  to  draw  from 
other  experiments,  especially  for  the  continuous  flow 
tank  to  be  mentioned  later  on. 

The  results  of  an  average  month's  operation  in  the 
summer  are  exhibited  below: — 

Hours  Aeration  After  Refilling  Tank 

Refill—  0       2       5  20 

Volumes  of  air  per  vol.  of 

sewage    1.17    3.50    7.00  24.55 

Dissolved  Oxygen  p.p.m.  ...  0  0.1  0.4  2.5 
Relative  Stability  per  cent.  .  15      38      62  100 

Oxygen  demand,  p.p.m   56      42      .  .  8 

Suspended  solids    35      24      20  14 

.\itrogcn  as  Nitrites   0.08    0.11    0.49  1.5 

.Vitrogen  as  Nitrates    0.1      0.6      1.2  7.3 

The  sewage  averaged — Dissolved  Oxygen  P.P.M. 
1.0;  Relative  Stability,  3  per  cent.;  Oxygen  Demand 
Cl)if)lf)gic)  P.P.M.  200;  Nitrogen  as  Nitrites  and  Ni- 
trates, a  trace  only. 

The  imi)ortance  of  an  experimental  unit  f)i)cratiiig 
(111  tlic  continuous  flow  plan  was  appreciated,  and  dur- 


ing the  summer  three  vai"iations  in  designs  for  such 
a  unit  were  tried  out,  the  purpose  being  for  experi- 
mental uses  rather  than  to  devise  a  tank  for  use  in  a 
large  plant;  for  it  was  apparent  from  the  first  that  the 
method  would  probably  require  a  series  of  tanks  for 
actual  sewage  disposal  work  on  a  full  scale ;  but  it  was 
desired  to  study  the  phenomena  of  the  continuous  flow 
without  interfering  with  the  aerator  tank  and  without 
disturbing  other  experimntal  work.  A  tank  holding 
about  1,000  gallons,  located  directly  at  the  side  of  the 
aerator  tank,  was  available  for  this  purpose,  and  result 
rather  tends  to  indicate  that  a  continuous  flow  opera- 
tion can  be  secured  from  a  single  tank  if  this  should  be 
found  necessary. 

The  small  tank  in  question  was,  in  the  clear,  54 
inches  in  diameter  and  8  feet  deep  from  the  water  line. 
The  bottom  was  of  hopper  shape.  The  air  was  sup- 
plied by  means  of  five  carborundum  discs,  all  carefully 
placed  at  equal  level.  The  top  of  the  tank  was  suc- 
cessively provided  with  three  different  designs  of  clear 
effluent  chambers  for  quieting  the  flow  passing  out  and 
cutting  it  off  from  the  air  agitation  in  the  body  of  the 
tank  itself,  so  that  the  activated  sludge  could  settle  out 
and  fall  back  into  the  tank,  permitting  the  quiescent 
char  effluent  to  pass  off  continuously. 

All  of  these  designs  were  based  on  different  modi- 
fications of  the  familiar  settling,  or  "flowing  through" 
chamber  of  an  Imhoff  tank,  and  gave  a  very  good 
effluent. 

The  clear  effluent  chamber  in  each  modification  was 
of  about  one-tenth  the  capacity  of  the  tank,  giving 
about  one  hour's  retention  when  run  as  below  de- 
scribed. 

Tank  Charge 

This  tank  was  charged  directly  from  the  large  tank 
with  fully  ripe  activated  sludge  on  July  14th,  and  crude 
sewage  was  admitted  at  the  rate  of  one-tenth  the  tank 
capacity  per  hour.  Air  was  supplied  at  the  rate  of 
0.7  cu.  ft.  per  minute.  A  well  clarified  effluent  was 
secured,  the  oxygen  demand  averaging  27  P.P.M., 
which  would  be  good  enough  for  our  local  water  ways, 
especially  as  the  effluent  is  practically  free  from  sus- 
]:)ended  settleable  solids. 

On  August  12th,  the  operation  was  changed  to  a 
retention  period  of  8  hrs.  and  45  mins.  passage  through 
the  aeration  chamber,  and  45  mins.  sedimentation  in 
the  clear  effluent  chamber.  For  the  first  week  the 
result  was  very  gratifying.  The  effluent  was  highly 
clarified,  and  its  demand  for  oxygen  was  low,  but  there 
was  almost  a  complete  absence  of  dissolved  oxygen 
and  nitrates,  which  rendered  the  stability  low,  though 
the  separated  effluent  continued  good. 

The  tank  was  then  emptied  and  refilled  with  a 
fresh  charge  of  thoroughly  activated  sludge  from  the 
large  tank,  and  the  retention  reduced  to  4j/^  hrs.  aera- 
tion and  23  mins.  sedimentation.  This  gave  a  fair 
effluent  and  good  clarification;  but  the  result  soon  be- 
came imperfect  again,  indicating  that  while  thoroughly 
activated  sludge  will  settle  very  quickly,  it  takes  a 
longer  time  if  the  activation  is  imperfect,  on  account 
of  too  short  a  retention  period  in  the  aerating  tank. 


Preliminary  contracts  have  been  awarded  in  con- 
nection with  the  i)()wer  plant  extensions  of  the  Mon- 
treal Tramways  Company.  It  is  announced  that  the 
contract  for  boilers  has  been  let  to  Babcock  (Jv  Wil- 
cox, Limited,  and  for  a  turbo  generator  to  tlic  Canad 
ian  General  F.lcctric  Company. 
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New  Gurry  Block,  Winnipeg,  Man. 

Reinforced  concrete  store  and  office  building — To  be  ultimately  ten 
storeys  high — Sets  a  time  record  in  building — Cost  to  date  $250,000 

The  new  Curry  Building  recently  erected  at  the 
corner  of  Portage  Avenue,  Notre  Dame  Avenue  and 
Garry  Street,  Winnipeg,  at  a  cost  of  $250,000  set  a  re- 
cord for  this  size  of  reinforced  concrete  building  in 
Western  Canada,  being  built,  complete  for  occupation, 
in  five  months.  The  building  is  266  feet  by  130  feet, 
and,  including  the  basement,  is  three  storeys  high.  It 
is  built  of  reinforced  concrete,  with  an  exterior  finish 
of  terra-cotta  backed  by  plain  brick. 

The  main  entrance  on  Portage  Avenue  is  finished 
in  Mdiite  marble,  with  a  large  revolving  door  of  mahog- 
any; the  side  entrances  and  corridors  are  also  white 
marble,  with  the  interior  finish  of  quarter-cut  oak  on 
the  ground  floor,  and  mahogany  on  the  upper  floor. 
The  foundations  of  the  building  are  constructed  to 
carry  ten  storeys,  which  will  be  the  ultimate  height  of 
the  building.  The  ground  floor,  which  is  19  feet  high, 
contains  twenty  stores,  while  the  upper  storey  is  di- 
vided into  thirty-nine  offices.  Freight  and  passenger 
elevators  provide  good  accommodation. 

The  building  is  steam-heated  and  modernly  venti- 
lated and  lighted.  Under  the  front  sidewalk  is  a 
transformer  vault  into  which  both  central  station  com- 
panies bring  their  2200-vault,  single-phase  primaries 
and  transform  it  down  for  110-220  volt  distribution, 
each  company  delivering  half  the  required  load-  A 
duplicate  set  of  automatic  double-throw  switches  en- 
sures continuity  of  service  in  case  of  service  interrup- 
tion to  either  company.  A  complete  system  of  met- 
ering keeps  accurate  account  of  the  power  delivered  to 
the  different  tenants  by  each  company.  Each  store 
is  provided  with  a  separate  panel  in  the  basement,  so 
that  show-windows  and  signs  can  be  separately  met- 
ered. Corridor  fixtures  consist  of  ventilated  bowls 
with  higli-efficiency  Tungsten  lamps,  while  the  office 
fixtures,  lamps  with  shades,  provide  a  maximum  light- 
ing value  of  8-foot  candles,  the  store  capacity,  how- 
ever, is  considerably  greater.  A  complete  telephone 
system  is  also  installed. 


Fig.  1— New  Curry  Block,  Winnipeg,  Man. 


The  illustration  I'lg.  2  shows  a  test  being  made  on 
a  reinforced  concrete  panel  slab  in  the  abcnc  building. 
The  slab  is  16  feet  by  17  feet,  and  was  subjected  to  a 
load  of  70,000  lbs.,  equivalent  to  250  lbs.  per  square 
foot.      Under  this  load  the  slab  was  deflected  three- 


Fig.  2— Concrete  test.  Curry  Building,  Winnipeg,  Man. 

sixteenths  of  an  inch,  but  returned  to  its  original  posi- 
tion when  the  load  was  removed.  The  test  was  made 
when  the  concrete  was  two  months  old ;  pig  iron,  ce- 
ment, and  stone  being  used  to  make  up  the  load  on 
the  slab. 

The  building  was  designed  by  J.  D-  Atcheson  & 
Company,  architects,  and  constructed  by  the  Suther- 
land Construction  Company. 


An  interesting  little  booklet  has  just  come  to  hand 
from  the  pen  of  W.  P.  Gerhard,  C.  E.,  30  East  42nd 
Street,  New  York  City,  on  the  subject  "The  AA'ater 
Supply  of  Country  Houses.'" 
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A   Hollow   Concrete   Storage  Dam 

Comprises  the  equipment  for  a  water  storage  and 
regulation   scheme  for  the   St.  Francis  River,  P.  Q. 


The  water-storage  and  regulation  scheme  proposed 
by  the  Quebec  Streams  Commission  for  the  St.  Francis 
River  in  the  Province  of  Quebec  has  been  described 
in  some  detail  in  earlier  issues  of  the  Contract  Record. 
Contract  for  the  storage  dam  has  recently  been  let 
to  Madden  &  Co.,  of  Quebec,  for  $101,000.  The  fol- 
lowing further  notes  are  taken  from  a  recent  issue  of 
"  I'^ngineering  News." 

The  regulation  scheme  briefly  comprises  a  large 
storage  dam  at  the  outlet  of  Lake  St.  Francis  and  the 
purchase  of  about  4  sq.  mi.  of  land  to  be  flooded  and 
power  rights  now  held  by  individuals  on  Lake  St. 
Francis  and  Lake  Aylmer  (just  below).  By  raising 
the  water  level  of  Lake  St.  Francis  27  ft.  the  storage 
capacity  will  be  increased  by  438  sq.  mi. -ft.,  making 
it  feasible  to  regulate  for  a  constant  discharge  of  600 
sec.  ft.,  which  is  an  increase  of  500  sec. -ft.  over  the 
present  minimum. 

The  total  fall  along  the  river  is  about  900  ft.,  so 
that  about  41,000  hp.-yr.  additional  is  possible;  but 
only  200  ft.  available  head  is  now  utilized,  so  that 
the  increase  of  power  from  the  scheme  will  be  about 
6,000  hp.-yr.  The  present  power  users  will  be  charged 
a  sum  i^er  horsepower  of  increased  capacity  sufficient 
to  cover  the  investment  and  maintenance  of  the  stor- 
age scheme. 

The  dam  itself,  some  typical  sections  of  which  are 
shown  in  the  accompanying  sketches,  is  to  be  of  a 
hollow  type,  with  reinforced  floor  slabs  supporting 
a  series  of  buttresses,  which  in  turn  on  the  upstream 
side  carry  a  deck  slab,  flat  on  the  outside  face  and 
arched  on  the  inside  (15-ft.  radius).  The  buttresses 
also  carry  a  concrete  roadway. 

The  buttresses  are  5  ft.  thick  and  are  on  20-ft. 
centres  generally.  In  the  gate  section  the  buttress 
faces  are  vertical  and  have  st,op-log  and  gate  grooves, 
as  shown  in  Fig.  2.  At  the  log  sluice  also  the  but- 
tresses have  a  vertical  face  and  show  stop-log  and  log- 
slide  grooves.  The  deck  is  carried  on  seats.  The  deck 
slab  has  the  slope  of  the  buttress  faces,  except  for  a 
vertical  top  section.  At  the  log  sluice  a  solid  wall 
replaces  the  deck  slab,  as  shown  in  the  section.  Fig.  5. 

The  floor  slab  varies  in  thickness  from  15  to  36  in. 
The  reinforcement  is  of  ^-in.  square  twisted  steel 
bars  bent  so  as  to  be  3  in.  above  the  bottom  of  the 
slab  at  buttresses  and  3  in.  below  the  top  of  the  floor 
lietween  buttresses.    The  inner  corner  between  the 


deck  and  floor  will  be  filled  with  rock  and  faced  with 
mortar.  The  two  cutofY  walls  will  be  3  ft.  thick  and 
10  ft.  high.  At  tht  end  panels  they  are  joined  and 
run  as  a  bulkhead  into  the  banks.    Cutoff  v\alls  and 
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Sectional  Elevations-  show  method  of  construction  of  hollow  dam. 


floor  are  monolithic.  For  floors,  buttresses,  aprons, 
etc.,  the  concrete  will  be  a  1  :2j^  :5  mix,  and  for  the 
deck  slab  and  arches  a  1  :2  :4  mix. 


The  Ottawa  branch  of  the  Canadian  Society  of 
Civil  Engineers  have  made  arrangements  with  the 
officers  of  No.  3  Field  Company,  Canadian  Engineers, 
whereby  members  of  the  former  branch  may  attend 
the  lectures  and  drills  of  the  latter.  A  special  com- 
mittee on  military  engineering  has  been  appointed, 
consisting  of  the  following  members:  W.  S.  Lawson 
(chairman),  R.  de  B.  Corriveau,  G.  G.  Gale,  Alex. 
Gray,  and  J-  B.  Challies. 


The  Warren  Brothers  Company,  of  Boston,  Mass.,  have 
issued  an  attractive  booklet  dealing  with  Warren's  portable 
asphalt  plant;  well  illustrated. 


Plan  of  Concrete  Storage  Dam  at  Lake  St.  Francis,  P.  Q. 
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Can.  Soc.  Civil  Engineers  Convene 

30th  Convention  of  Canadian  Engineers  at  Montreal — Valuable  Reports  Re- 
ceived on  Portland  Cement,  Bridge  Specifications,  Roads  and  Pavements, 
&c. — An  Open  Discussion  on  the  Advisability  of  Extending  and  Enlarging 
the   Scope   of   the   Society   to   Include   Every   Section   of  the  Dominion 


The  annual  meeting;-  of  the  Canadian  Society  of 
Civil  Engineers,  held  at  the  Society's  headquarters, 
Mansfield  Street,  Montreal,  from  January  25  to  28, 
was  largely  attended.  Mr.  F.  C.  Gamble,  the  pre- 
sident, was  in  the  chair. 

At  the  first  session,  held  on  Tuesday  morning-,  the 
minutes  of  the  last  meeting,  were  read  and  confirmed 
This  over,  Mr.  G.  R.  G-  Conway  proposed  the  follow- 
ing resolution  which  was  received  with  the  utmost 
cordiality,  and  which  was  carried  unanimously  amid 
repeated  cheers : 

"That  this  meeting  extends  to  Sir  John 
Kennedy,   past   president ;   Sir  Collingwood 
Schreiber,  honorary  member,  and  Sir  Alex- 
ander Bertram,   member,   its   heartiest  con- 
gratulations upon  the  Order  of  Knighthood 
.  recently  conferred  upon  them  by  his  Majesty 
the  King.    The  Society  also  wishes  to  place 
upon  record  its   appreciation   of   the  Royal 
and  public  recognition  the  engineering  pro- 
fession has  received   by   the   honors  placed 
upon  our  distinguished  members,  who  have 
always  maintained  the  highest  ideals  of  our 
profession.    We  recognize  in  the  bestowal  of 
the.se  honors  the  growing  public  recognition 
of  the  engineers'  influence  not  only  in  the  arts 
of  peace  but  also  in  the  great  ordeal  the  Em- 
pire is  passing  through  at  the  present  time." 
Sir  John  Kennedy  acknowledged  the  resolution  on 
])ehalf  of  himself  and  the  other  recipients  of  the  hon- 
ors, stating  that  he  looked  upon  the  honors  as  a  re- 
cognition of  the  engineering  profession. 

The  President  announced  the  receipt  of  the  fol- 
lowing cable,  dated  London,  from  General  Arm- 
strong, chief  engineer  of  the  Canadian  Army  Corps: 
"Please  thank  members  for  generous  contribution  En- 
gineers hospital  Fund.  Greetings  from  all  members 
serving  Canadian  Engineers  to  comrades  at  meeting." 
A  reply  was  sent  as  follows :  "Heartiest  good  wishes  to 
all  members  at  the  front  in  defence  of  the  Empire. 
May  you  speedily  return  to  us  victorious." 

Annual  Report 

The  report  of  the  council  was  next  considered. 
This  showed  that  during  the  vear  there  had  l)een 
added  to  the  roll  14  members.  66  associate  members, 
2  associates.  23  iuniors,  and  42  students — so  that  the 
total  membership  now  stands  .3,076.  Twelve  mem- 
bers of  the  society  have  been  killed  in  action  in  France- 
The  report  also  spoke  of  the  very  satisfactory  pro- 
gress made  in  connection  with  the  opening  of  branches 
of  the  society,  the  last  of  which  Avas  formed  at  Regina 
imder  the  present  chairmanship  of  Mr.  O.  W.  Smith. 
Tn  July  last  a  branch  was  organized  in  Vancouver, 
P>.  C.  During  the  approachine  session  of  the  Dom- 
inion Parliament  an  effort  will  be  made  to  have  a 
bill  introduced  definino-  the  term  "civil  engineer."  An- 
other important  item  taken  ui^  in  the  rci^orl  is  to 
the  effect  that  consideration  has  l)een  gi\  en  during  the 
past  year  to  publicity  matters  afl^ecting  the  profession 


of  ci\  il  engineering.  A  circular  is  aljout  to  be  issued 
with  a  view  to  instructing  municipalities  as  to  the 
advisability  of  employing  only  corporate  members  of 
the  society,  and  it  is  also  proposed  to  request  corpor- 
ate members,  when  advertising  for  assistants,  to  re- 
(juire  that  their  candidates  must  be  members  of  the 
society.  A  special  committee  appointed  b}'^  council 
has  under  consideration  at  the  present  moment  the 
best  means  of  securing  the  appointment  of  engineers 
to  ci\  ic  l)oards,  and  commends  the  matter  to  the  mem- 
bership in  general  as  one  deserving  of  their  support. 

To  Define  "Civil  Engineer" 

Mr.  G.  A.  Mountain,  referring  to  the  statement 
in  the  report  that  an  efifort  will  1)e  made  during  the 
approaching  session  of  the  Dominion  Parliament  to 
obtain  an  act  defining  the  term  "civil  engineer,"  sug- 
gested that  a  change  in  the  name  of  the  society  might 
l)e  desirable.  As  they  were  closely  allied  with  the 
British  Institution  he  thought  the  name  Canadian  In- 
stitute of  Civil  Engineers  would  be  a  better  one  than 
the  present  title-  It  would  sound  as  if  they  were  more 
of  an  educational  institution,  and  they  might  thus  be 
able  to  secure  advantages  from  the  Government  in 
the  way  of  reduced  or  free  postage. 

The  President  suggested  that  the  matter  be  taken 
up  at  a  later  period. 

Mr.  W.  McNab  drew  attention  to  the  representa- 
tions made  by  the  Council  to  the  Department  of  Rail- 
ways and  Canals,  Ottawa,  to  the  effect  that  the  So- 
ciety's specification  for  steel  bridges  should  be  adopted 
by  the  Dominion  Government — a  subject  which  is 
still  imder  the  consideration  of  the  chief  engineer  of 
the  dei^artment.  Mr.  McNab  hoped  that  the  repre- 
sentations would  be  more  successful  than  others  ad- 
dressed to  the  Department. 

Mv.  W.  J.  Francis  remarked  that  Governments 
were  proverbially  slow  in  making  changes,  and  the 
T^epartment  wanted  to  carefully  consider  the  matter 
Ix'fore  they  made  any  change. 

The  President  said  his  experience  was  that  Gov- 
ernments considered  a  long  time  before  they  threw 
over  their  own  specifications  in  order  to  accept  those 
of  the  society. 

Professor  McLeod  stated  that  the  Department  had 
written  to  the  etifect  that  the  completion  of  the  s]icci- 
fications  on  highwav  bridges  would  facilitate  the  con- 
sideration of  the  whole  matter  of  the  specifications. 

The  report  was  then  adopted. 

The  remainder  of  the  morning  session  was  oc- 
cui)ied  l)y  a  discussion  on  the  treasurer's  statement 
and  the  report  of  the  finance  committee.  The  vear's 
revenue  totalled  $22,079.  and  the  expenditure  $19,774, 
leaving  a  l:>alance  of  $2,304. 

Finance  Report 

^fr.  R.  .\.  Ross  moved  the  adoption  of  this  state- 
ment and  the  report  of  the  Finance  Committee.  The 
liitter  called  attention  to  the  serinus  jiosition  in  which 
the  societv  is  ]^laced  in  consequence  of  the  existing 
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state  of  war,  with  cunsequent  absence  of  members 
(30)  at  the  front  and  the  faUing-  off  of  new  member- 
ship because  of  conditions  existing  in  engineering 
generally  throughout  the  country';  the  result  being  a 
serious  reduction  in  receipts  for  the  next  and  prob- 
ably the  following  years.  During  1915  arrears  of 
(lues  to  the  amount  of  $6,733  were  collected,  and  it 
was  calculated  that  $2,000  would  be  collected  in  1916. 
It  is  expected  there  will  be  a  shrinkage  in  revenue 
during  the  current  year  of  about  $7,000,  and  the  com- 
mittee outlined  a  number  of  economies  which  can  be 
effected,  with  the  result  that  in  their  view  the  re- 
A'cnue  of  1916  will  show  an  operating  deficit  of  about 
$1,633. 

It  was  stated  in  the  course  of  a  discussion  which 
followed  that  the  arrears  for  1915  were  $10,932,  and 
that  the  total  arrears,  including  the  above,  are.  be- 
tween $17,000  and  $18,000.  It  was  also  stated  that 
a  committee  had  decided  to  undertake  a  vigorous  cam- 
I)aign  in  order  to  get  additional  members.  The  work 
of  the  Finance  Committee  was  recognized  as  being  sat- 
isfactory and  the  statement  and  report  were  adopted. 

Discuss  By-laws  of  Society 

For  nearly  three  hours,  in  the  afternoon,  the  mem- 
bers discussed  the  question  of  the  bvlaw^s,  the  general 
status  of  the  society,  and  the  need  for  changes  which 
would  make  for  greater  success,  particularly  in  re- 
lation to  the  various  branches.  This  is  an  old  sub- 
ject, which  was  brought  to  the  fore  by  the  British 
Columbia  members,  who  desired  an  amendment  of  the 
bylaws. 

Mr.  E.  W-  Oliver  moved  the  appointment  of  a  com- 
mittee to  examine  the  bylaws  and  make  recommenda- 
tions for  their  amendment.  He  argued  that  the  by- 
laws required  amendment,  and  said  that  it  could  not 
be  doubted  that  there  was  dissatisfaction  with  the 
affairs  of  the  society.  It  was  frequently  said  that  the 
affairs  of  the  society  were  managed  for  the  personal 
edification  and  convenience  of  a  group  in  Montreal. 
He  had  entirely  changed  his  view  on  that  subject  since 
lie  had  obtained  fuller  knowledge  of  the  working  of  the 
societ}^  and  many  of  the  Montreal  members  who  had 
taken  a  leading  part  in  the  societ}'-  should  be  thanked 
rather  than  criticized.  He  was  in  favor  of  radical 
changes  in  the  bylaws,  and  he  suggested  that  the 
whole  proposition  should  be  fullv  discussed  bv  all 
l)ranclies  in  the  Dominion. 

Professor  Haultain  seconded  the  resolution. 

Mr.  J.  A.  Jamieson  moved  an  amendment  co^'cr- 
ing  much  the  same  ground  as  the  motion.  It  favored 
the  api)ointment  of  five  to  report  upon  the  general 
policv,  prestige  and  influence  of  the  society,  the  means 
of  raising  the  membership,  the  appointment  of  a  per- 
manent secretary,  etc.  The  five  members  from  the 
headquarters  should  be  added  to  by  representatives 
of  the  branches.  He  believed  that  the  maioritv  of 
the  members  were  of  opinion  that  they  had  only  a 
small  part  in  the  affairs  of  the  society,  due  to  the  sys- 
tem in  operation-  He  thought  that  there  was  a  cer- 
tain lack  of  harmony  between  the  members,  and  the 
appointment  of  such  a  committee  as  he  sus.>gcsted 
rf)uld  only  result  in  benefit  to  the  society.  On  the 
(|uc.stion  of  a  ])crnianent  secretary  devoting  all  his 
energies  to  the  society,  the  time  would  come  when 
such  an  arrangement  would  have  to  be  made. 

Mr.  Edwards  fEdmonton")  argued  that  the  district 
should  be  the  unit  of  orL'ani/.atiou  in  any  new  .irrauge- 
ment.  Each  district  should  elect  its  own  members 
to  the  Coiuicil.     It  was  difficult  tmdcr  present  condi- 


tions to  convince  engineers  that  they  should  join  the 
society. 

Mr.  H.  R.  Saft'ord  believed  that  the  time  had  come 
to  review  their  constitutional  structure,  and  they  ought 
to  provide  means  for  an  extended  discussion  on  the 
subject.  Other  and  older  institutions  had  exper- 
ienced similar  troubles,  and  he  strongly  endorsed  ac- 
tion in  best  interests  of  the  society. 

Mr.  C.  H.  Keefer  was  in  sympathy  with  Mr.  Jamie- 
son's  suggestions,  believing  that  they  would  stimulate 
interest  in  the  society  in  the  outlying  districts. 

Mr.  Conway  supported  the  idea  of  reconstructing 
the  basis  of  the  society.  They  must  co-ordinate  the 
work  of  the  society  throughout  the  country.  Good 
work  was  being  done  by  the  society  throughout  Can- 
ada, but  it  was  not  sufficiently  known.  There  were 
many  engineers  outside  the  ranks  who  should  be  mem- 
bers of  the  society.  He  favored  bringing  into  greater 
prominence  the  provincial  bodies  and  branches.  What 
was  the  use  of  electing  provincial  men  to  the  council 
when  the  work  had  to  be  done  by  a  few  members  in 
Montreal?  He  suggested  the  issue  of  a  monthly 
magazine  giving  a  record  of  what  was  being  done  by 
the  society,  and  the  appointment  of  an  editorial  com- 
mittee to  improve  the  publication  of  the  Transactions. 
He  favored  appointment  of  a  permanent  secretary, 
and  in  this  connection  spoke  of  the  excellent  work 
done  by  Professor  McLeod  for  many  years. 

Mr.  R.  F.  Uniacke  spoke  in  favor  of  some  amend- 
ment to  the  constitution- 
Professor  Haultain  said  that  the  great  trouble  was 
the  scattered  membership,  and  a  want  of  understand- 
ing. 

Mr.  R.  A.  Ross  believed  that  the  criticism  was  a 
healthy  sign.  What  was  required  was  a  Council 
containing  some  young  blood  with  new  ideas.  At 
the  same  time  the  present  Council  should  not  be  side- 
stepped in  any  action  which  Avas  taken. 

Mr.  F.  W.  Cowie  said  that  undoubtcdl)^  amend- 
ments were  needed  in  order  to  luring  the  constitution 
more  in  accord  with  present  requirements. 

Object  of  Society 

Sir  John  Kennedy  pointed  out  that  the  main  object 
of  the  society  was  to  improve  their  professional  know- 
ledge. They  also  wanted  to  unify  the  society  as  much 
as  possible,  and  the  tendency  was  to  unif}^  subjects 
rather  than  territory.  It  was  a  great  thing  to  have  a 
national  society  and  they  must  endeavor  to  preserve 
this,  and  not  to  split  it  up  into  sections.  Fie  also  re- 
marked that  in  B-  C.  the  main  engineering  work  had 
l)een  done  b}^  men  who  came  into  that  province  from 
outside.  He  urged  members  to  get  together  in  a 
])ractical  way  to  improve  the  society. 

After  further  discussion  it  was  agreed  that  Mr. 
Conway,  Mr.  Jamieson,  and  Mr.  Oliver  should  consult 
with  a  view  to  drafting  a  resolution  agreeable  to  all 
three. 

The  reports  of  the  various  branches  having  been 
received.  Prof.  Brown  moved  and  Mr.  Francis  sec- 
onded, the  adoption  of  the  report  on  Portland  Cement. 
This  was  agreed  to. 

Report  on  Portland  Cement 

.Specifications  for  Portland  cement  recommended 
h\-  the  committee  for  adoption  bv  the  societv  are 
gi\en  herewith.  The  rc(|uiremenls  of  this  sj^ecifica- 
tion  are  unift)rin  with  those  of  the  standard  sj^ecifica- 
tion  of  the  .Xmerican  Society  of  Civil  Engineers  and 
tiie  American  Society  for  Testing  Materials.  The 
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Standard  methods  of  testing-  as  approved  by  the  Am- 
erican Society  of  Civil  Eng-ineers  are  also  recom- 
mended for  adoption,  and  the  committee  suggest  that 
the  council  ask  permission  of  the  American  Society 
to  reprint  their  document  embodying  these  standard 
methods. 

Standard  Specification  for  Portland  Cement 
General  Clauses 

Definition. — Portland  cement  is  the  product  resulting 
from  the  fine  grinding  of  the  clinker  formed  by  the  calcina- 
tion of  an  intimate  mixture  of  calcareous  and  argillaceous 
materials,  in  proper  proportions,  to  which  may  have  been 
added  subsequent  to  calcination  not  .more  than  three  per 
cent,  of  other  material. 

Weight. — Unless  otherwise  agreed  upon,  cement  shall 
be  delivered  in  bags,  each  containing  94  lbs.  net  weight. 
Four  bags  shall  constitute  a  barrel. 

Packages. — All  bags  in  which  cement  is  delivered  shall 
be  made  of  good  strong  fibrous  material,  closely  woven  and 
in  good  repair  when  filled.  The  following  information 
shall  l)e  plainly  marked  on  each  bag: — 

(a)  the  net  weight  of  cement  contained  therein, 

(b)  the  name  of  the  manufacturer, 

(c)  the  brand  of  the  cement,  or  the  name  of  the  mill 
in  which  it  was  manufactured. 

Inspection. — All  cement  shall  be  subject  to  inspection 
and  tests  for  quality,  either  at  the  place  of  manufacture  or 
at  the  point  of  consumption.  Every  facility  shall  be  pro- 
vided and  a  period  of  at  least  12  days  allowed,  for  inspec- 
tion and  tests. 

Storage. — Unless  otherwise  agreed  upon,  the  contractor 
shall  provide  a  suitable  weather-tight  building  for  the  stor- 
age of  cement,  and  easy  access  shall  be  provided  for  the 
sampling  and  identification  of  each  shipment.  The  floor  of 
the  building  shall  be  well  raised  above  the  ground  and  the 
space  below  it  shall  be  well  ventilated. 

Testing 

Methods. — All  tests  shall  be  made  in  accordance  with 
the  methods  recommended  by  the  Special  Committee  on 
Uniform  Tests  of  Cement,  of  the  American  Society  of  Civil 
Engineers,  accompanying  the  Final  Report  of  that  Com- 
mittee dated  January  17th,  1912. 

Requirements 

Acceptance  or  Rejection. — The  acceptance  or  rejection 
of  cement  shall  be  based  upon  the  following  requirements, 
but  cement  failing  to  meet  the  seven-day  requirements  may 
be  held  awaiting  the  results  of  the  twenty-eight-day  tests 
before  rejection. 

Specific  Gravity. — The  specific  gravity  of  cement  shall 
not  be  less  than  3.10.  Should  the  cement  as  received  fall 
below  this  requirement,  a  second  test  may  be  made  upon  a 
sample  after  ignition  at  a  low  red  heat.  The  loss  of  weight 
on  ignition  shall  not  exceed  4  per  cent. 

Fineness. — The  cement  shall  not  leave  a  residue  of  more 
tlian  8  per  cent,  by  weight  on  a  No.  100  sieve,  nor  more  than 
S,')  per  cent,  by  weight  on  a  No.  200  sieve. 

Time  of  Set. — The  cement  shall  not  develop  initial  set 
ill  less  than  thirty  minutes,  nor  final  set  in  less  tlian  one 
hour.     Final  set  shall  develop  within  ten  hours. 

Tensile  Strength. — The  minimum  tensile  strength  of 
briquettes  one  square  inch  in  cross  section  sliall  be  as  follows, 
and  there  shall  be  no  retrogression  in  tensile  strength  within 
the  periods  specified. 


Neat  Cement 

Age.  Tensile  Strengtli. 

24  hours  in  moist  air    17.5  lbs. 

7  days  (1  day  in  moist  air) 

(6  days  in  water    )    500  lbs. 

28  days  (1  day  in  moist  air) 

(27  days  in  water  )    000  lbs. 

One  part  cement,  three  parts  Standard  Sand 

7  days  (]  day  in  moist  air) 

(6  days  in  water   )    200  lbs. 

28  days  (1  day  in  moist  air) 

(37  days  in  water    )    27.'5  lbs. 


Constancy  of  Volume  or  Soundness. — Pats  of  neat  ce- 
ment about  three  inches  diameter,  one-half  inch  thick  at 
the  centre,  and  tapering  to  a  thin  edge,  shall  be  made  and 
kept  in  moist  air  at  70  degrees  F.  for  24  hours,  following 
which, 

(a)  One  or  more  pats  shall  be  kept  in  air  at  70  de- 
grees F.  and  observed  at  intervals  for  at  least  38  days. 

(b)  One  or  more  pats  shall  be  kept  in  water  at  70 
degrees  F.  and  observed  at  intervals  for  at  least  28  days. 

(c)  One  or  more  pats  shall  be  exposed  for  five  hours  to 
an  atmosphere  of  steam,  above  boiling  water,  in  a  loosely 
closed  vessel. 

The  pats  shall  in  all  cases  remain  firm  and  hard,  and 
shall  show  no  sign  of  distortion,  checking,  cracking  or  dis- 
integration. 

Sulphuric  Acid  and  Magnesia. — The  cement  shall  not 
contain  more  than  1.75  per  cent,  of  anhydrous  sulphuric  acid 
(SO.n),  nor  more  than  4  per  cent,  of  Magnesia  (MgO). 

A  letter  was  read  from  Mr.  W.  G.  Chace,  chief 
engineer  of  the  Greater  Winnipeg  Water  District, 
raising  certain  points  as  to  the  report,  and  Prof. 
Brown  replied  to  these  in  detail,  stating  that  they  had 
been  considered  by  the  committee.  The  report  now 
becomes  the  standard  specifications  of  the  society. 

In  the  evening  a  smoking  concert  was  held  in  the 
society's  rooms. 

Visited  Vickers  Works 

On  Wednesday  morning  a  large  party  visited  the 
works  of  Vickers,  Limited,  Maisonneuve,  the  meeting 
resuming  its  session  in  the  afternoon,  when  Mr. 
r)liver  brought  up  a  resolution  as  to  by-laws,  etc., 
agreed  upon.  It  was  to  the  effect  that  the  Council  l)c 
instructed  to  appoint  a  committee  to  study  and  re- 
port upon  a  policy  for  increasing  the  prestige,  in- 
fluence and  organization  of  the  societ}^  and  to  revise 
its  by-laws.  The  committee  is  to  consist  of  repre- 
sentatives of  each  district.     This  was  carried. 

A  letter  was  read  from  Mr.  J.  G.  Legrand,  of  ^Vin- 
nipeg.  referring  to  the  part  of  engineers  in  the  war, 
and  expressing  the  opinion  that  engineers  should 
make  suggestions  to  the  Government,  with  a  view  to 
improving  our  efficiency  in  fighting  our  foes.  He 
also  urged  that  in  view  of  the  common  danger  petty 
politics  should  be  repressed- 

Arising  out  of  this  letter,  Mr.  Conway  raised  the 
question  of  assistance  by  the  Society  in  training  en- 
gineers who  desired  to  become  officers  of  engineering 
corps.  Mr.  Francis  replied  that  the  council  had  had 
tiiis  matter  under  consideration,  and  had  co-operated 
with  the  engineers'  corps  which  had  gone  to  the  front 
and  also  with  the  Institution  of  Civil  Engineers.  Mr. 
Francis  took  the  opportunity  of  deprecating  the  pes- 
simism which  had  tinged  some  of  the  speeches.  On 
the  contrary  he  said  there  was  no  decreasing  interest 
in  the  society.  Mr.  Ross  added  that  the  Council  had 
oft'ered  the  services  of  the  Society  to  the  Government 
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ill  any  clirection  tlmui^lU  clcsirai)lC,  l)ut  had  been 
lurnt'd  down. 

The  consei'\ation,  electru-technical,  roads  and 
pavements,  steel  bridi^e  specifications,  and  educational 
requirements  were  laici  before  the  meeting'. 

Report  on  Steel  Bridge  Specifications 

The  chairman,  Mr.  P.  15.  Motley,  stated  that  the 
specification  for  steel  railway  fixed  s]ians  had  already 
been  issued,  but  owin<^-  to  the  great  di\  ersity  in  prac- 
tice, as  well  as  in  the  details  connected  with  the  sub- 
ject of  highway  bridges,  the  committee  had  found  it 
impossible  to  complete  this  specification  in  time  for 
the  annual  meeting.  The  draft,  however,  will  be 
ready  for  preliminary  discussion  by  the  branches  at 
an  early  date,  and  should  be  ready  for  submission  at 
the  next  annual  meeting- 
Report  of  Electro-Technical  Committee 

Dr.  L.  A.  Herdt.  chairman,  reported  that  owing  to 
war  conditions  the  international  congress  planned  for 
September  of  last  year  could  not  be  held  at  San  Fran- 
cisco. A  conference  had  been  held  iii  London  in 
March  on  the  rating  of  electrical  machiner}-,  and 
copies  of  the  British  standardization  rules  for  electii- 
cal  machinery  as  adopted  at  that  conference  will 
shortly  be  available  for  distriljution  in  Canada. 

Report  of  Committee  on  Roads  and  Pavements 

The  chairman  of  this  committee,  Mr.  AV.  A.  Mc- 
Lean, stated  that  in  the  oj^inion  of  a  majority  of  his 
committee  it  is  not  desirable  at  the  present  time  to 
])repare  standard  specifications  for  roads  and  pave- 
ments, though  consideration  might  be  given  to  speci- 
fications for  certain  materials.  They  desired  to  im- 
])rcss,  however,  that  there  is  a  great  waste  of  exper- 
ience in  the  matter  of  road  construction  and  paving 
at  the  present  time  due  to  lack  of  an}^  organization  to 
assemble  the  results  of  such  experience.  As  a  result 
it  semed  desirable  that  the  committee  should  assume 
the  dut}'— first,  of  determining  uniform  traffic  stand- 
ards whereby  wear  can  l)e  more  definitely  compared, 
and,  second,  of  the  compilati(»n  of  the  history  of  indi- 
vidual pavements.  To  this  end  the  co-operation  of 
engineers  throughout  Canada  would  be  necessary  so 
that  each  should  sup]jly  from  year  to  year  definite  de- 
tails of  such  pavements  as  came  within  his  particular 
knowledge.  Appendix  1  and  Appendix  2  were  at- 
tached to  the  report  as  suggested  forms  which  would 
be  suitable  for  the  collection  and  filing  for  reference 
of  the  desired  information. 

Interesting  rei)orts  were  also  i)rescnted  l)y  jNIr. 
James  AA'hite,  chairman  of  the  committee  on  Conser- 
vation, Mr.  Ernest  Marceau,  chairman  of  the  commit- 
tee on  Educational  Requirements,  and  Mr.  J.  M.  R. 
I'airbairn,  chairman  of  the  T>il)rary  and  House  com- 
mittee. 

The  rresident  tlicn  <leli\cre(l  his  retiring  address, 
which  in  i)art  said  : 

Mr.  Gamble's  Address 

The  past  year  has  been  one  of  stress  and  anxiety. 
The  British  Empire  has  been  engaged  for  eighteen 
moijths  in  the  greatest  struggle  in  the  history  of  the 
world  with  a  nation  which  for  over  forty  ^•ears  has 
been  unsparing  in  ])reparation  for  impfising  upon  the 
world  by  force  its  system  of  civilization  and  "KuL 
tur."  Xotwithstanding  the  serious  handicaj)  of  tin- 
f>reparedness  under  which  the  Empire  entered  ui)()ii 
this   wai',  the   liritish   .\rmv  under  the  unsurpassed 


guardianship  of  the  Grand  Fleet,  and  sui)])orted  by 
contingents  from  the  Overseas  Dominions,  has  with- 
stood the  violent  attacks  of  the  enemy  in  I""landers 
and  France  with  courage  and  valour.  It  is  not  too 
optimistic  to  say  that  the  ultimate  end  shall  be  the 
triumph  of  British  principles  of  liberty  and  justice. 
To  assist  loyally  in  the  task  thus  imposed  upon  the 
Em])ire  three  hundred  and  sixty-three  members  of  our 
Society  (ten  per  cent,  of  the  total  membershi]))  have 
given  their  services  freely,  of  which  number  thirteen 
have  so  far  made  the  supreme  sacrifice.  We  honor 
those  who  ha\'e  died  that  the  Emi)ire  may  U\e,  and 
extend  to  their  relatives  an  expression  of  our  admira- 
tion and  deepest  sympath}-.  While  the  memory  of 
their  deeds  will  remain  in  our  hearts  as  long  as  we 
live,  it  is  but  fit  and  proper  to  commemorate  by  a 
tangible  token  their  nol^le  patriotism  and  unselfish 
surrender  of  their  lives. 

In  one  way  the  Society  has  alread}'  marked  its  ap- 
preciation of  this  by  remitting  the  annual  dues  of 
members  actively  engaged  at  the  front.  This  should 
meet  with  the  unanimous  approval  of  members. 

\A'e  have  to  mourn  the  loss  by  death  during  the 
l)ast  year  of  sixteen  members,  including  juniors  and 
students.  Of  these  thirteen  were  killed  in  action,  to 
which  a  ]:>re\'ious  reference  has  been  made.  Of  the 
others  special  mention  should  be  made  of  the  late  Mr. 
T.  C.  Keefer.  C.  M.  G..  first  and  tenth  president  of  the 
Society  and  afterwards  Honorary  Member,  and  of  Sir 
Sandford  Fleming,  who  became  a  member  in  '  1896, 
and  was  made  an  flonorary  Member  in  1908-  These 
gentlemen  conferred  a  marked  distinction  ujion  the 
Societ}',  ha\ing  acquired  by  probity,  eminent  a1)ilitv 
and  usefulness,  Avorld-wide  reputations.  Their 
careers  must  ])e  an  inspiration  to  the  younger  genera- 
tion. 

There  arc  many  Civil  Engineers  living  in  the  Dom- 
inion of  marked  ability  who  still  hold  aloof  from  us. 
These  can  only  be  induced  to  join  bv  raising  the  So- 
ciety to  its  i)roper  plane  of  usefulness,  and  increasing 
its  sphere  of  influence.  Solicitation  to  join  us  must 
he  avoided  as  an  undignified  and  weak  expedient.  It 
is  f|uality  not  (|uantity  that  is  desirable.  A  mosfes- 
sential  factor  in  bringing  about  the  increase  in  our 
membership,  attracting  to  us  the  most  accomplished 
C\y\]  Engineers,  is  the  firm  and  courageous  carrying 
out  (if  "The  Code  of  Ethics"  adopted  by  the  Society. 

I'iic  i)rofession  of  Civil  Engineering,  owing  to  its 
somewhat  uncertain  position,  having  no  legal  stand- 
ing, difiers  from  other  professions  Avhich  enjoy  the 
law's  protection,  and,  therefore,  there  is  the  greatest 
necessit\-  for  members  to  i)ractise  the  \-irtue  of  loyalty 
to  each  other  and  to  the  iirofession.  If  each  member 
realizes  liis  responsibilit\'  in  this  respect  public  esteem 
and  confidence  will  increase. 

'i1ic  Council  during  the  past  year  has  been  active 
in  ])ringing  to  the  attention  of  governing  bodies.  Fed- 
eral, Provincial  and  Municipal,  matters  of  importance 
and  intense  interest  to  the  profession  of  Civil  En- 
gineers practising  within  the  bounds  of  the  Empire, 
Although  no  direct  beneficial  results  have  been 
achieved  so  far,  we  have  no  reason  to  be  discouraged. 
In  the  coming  year,  if  the  past  representations  are 
firmly  and  fearlessly  persisted  in,  some  measure  of 
success  will  without  doubt  attend  our  efforts.  We 
are  not  demanding  anything  unreasonalde  or  beyond 
our  rights  as  citizens.  Wc  should  resent  firmly  any 
adverse  inference  to  be  drawn  from  the  continued  in- 
different treat meiit   meted  oul  to  the  i)rofession  by 
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l)ublic  bodies  in  Canada.  The  amelioration  of  tlic 
disabilities  under  which  we  labor  at  present  is  one  of 
our  just  demands- 

The  Society  through  the  Council  might  well  direct 
its  energies  towards  securing  the  adoption  by  gov- 
ernments, for  Civil  Engineers  in  the  public  service, 


of  a  standard  of  (|ualilications.  'J'he  Institulion  ui 
Civil  Engineers  took  this  question  ujj  with  the  Im- 
perial Government,  meeting  with  a  symjnithetic  re- 
sponse, and  this  Society  should  not  liesitate  to  move 
in  the  same  direction. 

(For  List  of  191(i  (Jtiicers  see  pii^e  96.) 


Portable  House  for  Proposed  Gift 


The  following  is  a  brief  description  of  the  plans  of 
a  wooden  portable  house,  fifty  of  which  the  Canadian 
Timber  Products  Association  propose  donating  to  the 
devastated  portions  of  France  and  Belgium. 

The  figures  herewith  show  the  plan,  elevations,  and 
an  isometric  perspective  of  the  design  chosen.  The 
liouses  are  built  of  lumber,  using-  a  roofing  material 
such  as  tar  paper,  asphalted  paper,  rubberoid,  or  ready 
roofing,  with  an  interior  trim,  if  desired,  of  beaver 
board. 

The  structure  is  15  ft.  10  ins.  by  19  ft.  11  ins.  plan 


dimensions,  approximately  14  ft.  high,  contains  three 
rooms,  with  a  uniform  height  of  storey  of  8  ft.,  and  has 
three  windows  and  a  door.  The  front  room,  or  hall,  is 
9  ft.  6  ins.  by  15  ft.  5  ins.,  while  the  other  two  rooms, 
which  may  be  used  as  bedrooms,  are  both  7  ft.  7  ins.  by 
9  ft.  6  ins.  inside  dimensions. 

The  building  is  as  simple  and  symmetrical  in  de- 
sign as  possible.  The  front  elevation  contains  a  door 
and  a  window,  and  the  rear  elevation  is  similar  but  for 
a  window  in  place  of  the  door.  Both  side  elevations 
are  of  similar  design,  each  l^eing  built  of  six  3  ft.  3  in. 


ELEl/AT/O^  /I/. 

tieMT/OA/  3  /5  5/M/lAfP  BUT  FOR 
A  MNCCty  /N5T£AP  OF  THE  DOOR 
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Suggested  plans  of  Portable  House  for  Proposed  Gift  from  Ontario  Lumbermen  to  France. 
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panels  g;rooved  read}^  to  fit  one  another  and  to  receive 
the  top  and  bottom  rails.  The  floor  is  made  of  1-in. 
tonsued  and  orooved  boards,  dressed  on  the  wearing- 
surface,  laid  in  six  sections  each  3  ft.  2  ins.  wide, 
nailed  to  five  2  x  8  in.  joists.  These  joists  rest  on  2x3 
in.  blocks  nailed  to  a  base  girt  composed  of  a  2  x  10 
in.  plank  15  ft.  10  ins.  long-,  spiked  to  a  2  x  11  in.  plank 
which  is  notched  to  receive  the  uprights.  The  roof  is 
built  in  two'  halves ;  each  half  is  made  of  a  3  x  4  in.  tie 
beam  framed  and  notched  to  the  main  rafter  and  to  the 
2x3  in.  half  king-  post.  The  rafters  are  made  of 
3x6  in.  material  framed  to  the  tie  beam  and  half 
king  post.  The  roof,  similar  to  the  sides,  is  put  on  in 
panels  the  same  width  as  the  side  panels,  made  of  1-in. 
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tongued  boards  nailed  to  cross-pieces.  The  dooj  is  7 
ft.  1  in.  by  2  ft.  9  ins.,  built  of  Ij^  in.  material  with  one 
flush  panel,  and  prepared  to  receive  eight  panes  of 
glass.  The  three  windows  are  5  ft.  by  2  ft.,  made  of 
IjA  in.  material  with  two  sashes  prepared  to  receive 
four  panes  of  g"lass. 

A  detailed  bill  of  quantities  of  the  material  neces- 
sary for  this  portable  house  has  been  drawn  up.  It 
is  proposed  to  have  the  makers  mark  each  piece  with 
a  distinct  sign  or  letter,  tie  all  similar  pieces  together, 
for  the  sake  of  order  and  method  in  shipping,  and  to 
secure  thorough,  easy,  and  rapid  assembling^  by  in- 
experienced hands.  It  is  roughly  estimated  that  these 
houses  may  be  produced  at  an  actual  cost  of  $150.00. 
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Large  Concrete  Cantilever  Trusses 

Support  Sewer  over  half  mile   of  river   flats   at  Victoria,  Australia 


EVIDENCE  of  the  possibilities  of  reinforced  con- 
crete construction  is  strikingly  shown  in  the 
new  cantilever  truss  design  for  carrying  a  re- 
inforced concrete  sewer  over  a  crossing  of 
nearly  a  half-mile  in  length  of  river  flats  in  Australia. 
A  brief  description  appears  in  a  current  issue  of  Engi- 
neering Record,  and  the  accompanying  illustrations 
give  a  fair  idea  of  the  unusual  character  of  the  struc- 
ture. 

The  structure  is  located  in  Victoria,  Australia,  and 
was  adopted  after  alternative  designs  in  both  steel  and 


Near  view  of  foundation  showing  spread  of  cantilever. 

reinforced  concrete  had  been  made  to  carry  the  sewer, 
which  is  part  of  the  recently  installed  sewer  system 
of  Geelong  across  the  River  Barwon  and  the  river  flats. 

The  total  length  of  the  structure  is  2,424  feet,  con- 
sisting of  thirteen  spans  of  176  feet  and  one  span  of 
136  feet.  The  suspended  spans  are  40-ft.  girders,  free 
to  move  at  one  end.  The  cantilever  design  is  econ- 
omical and  has  a  further  advantage  in  the  fact  that  all 
temperature  variations  can  be  provided  for  by  hori- 
zontal movement  at  expansion  joints.  This  considera- 
tion ruled  out  the  possible  alternative  of  a  series  of 
arches,  in  which  temperature  movements  are  vertical 
and  would  create  a  series  of  undulations  very  undesir- 
able, because  the  grade  of  the  sewer  is  only  1  in  2,500. 

The  distance  between  cantilever  trusses  is  increased 


toward  the  piers  in  order  adequately  and  economically 
to  resist  the  horizontal  wind  forces.  The  lateral  brac- 
ing consists  of  transverse  struts  with  knee  braces  to 
the  main  chords,  as  seen  in  the  photographs. 

The  reinforced-concrete  pipes  are  oval  in  form  and 
cast  in  8-ft.  sections,  which  correspond  to  the  8-ft. 
panel  lengths  of  the  trusses.  Cross  beams  and  struts 
thus  support  the  pipes  at  their  joints.  The  same  forms 
were  used  for  the  pipes  on  the  structure  as  for  the 
main  sections  of  the  sewer. 

The  reinforcement  throughout  is  of  ordinary  steel 
rods,  the  full  tensile  strength  being  developed  at  the 
splices  by  laps ;  in  no  case  are  they  mechanically  con- 
nected. The  rods  in  the  upper  chord  are  arranged  in 
concentric  rings,  the  laps  of  which  break  joints  along 
its  length.  The  diagonals  are  in  tension,  and  the  ends 
of  the  rods  through  them  are  accurately  pent  around 
the  rods  in  the  upper  and  lower  chords. 

A  footpath  is  provided  throughout  the  whole  length, 
and  the  details  of  its  treatment  add  very  considerably 
to  the  appearance  of  the  work.  The  handrailing  of  the 
footpath  is  sufficiently  reinforced  to  act  as  a  girder. 
It  was  thus  possible  to  maintain  a  continuous  footpath 
form. 


The  John  V.  Gray  Construction  Co.,  Ltd. 

It  has  just  been  announced  by  Mr.  John  V.  Gray 
that  he  has  severed  his  connection  with  the  firm  of 
Wells  &  Gray,  Limited,  Engineers  and  Contractors, 
Toronto,  and  has  organized  a  company  named  the 
John  V.  Gray  Construction  Company  Limited,  with 
head  office  at  346  Confederation  Life  Building,  Tor- 
onto. This  firm  is  now  prepared  to  give  estimates 
and  tenders  on  and  carry  out  contracts  for  the  erection 
of  all  kinds  of  buildings,  specializing  on  modern  rein- 
forced concrete,  brick  and  mill  construction  buildings 
for  all  purposes  as  well  as  cold  storage  and  packing 
house  buildings.  In  the  circular  letter  just  issued  by 
Mr.  Gray  he  points  out  that  he  lias  had  nearly  thirty 
years  practical  experience  in  all  kinds  of  construction 
work,  and  that  his  future  policy,  as  in  the  past,  sliall 
alwa3's  be  to  exercise  strict  honesty  ni  all  his  dealings, 
to  do  the  best  grade  of  work  and  to  give  those  with 
whom  he  deals  as  nearl}^  as  possible  perfect  satisfac- 
tion. Those  who  know  him  l^est  will  appreciate  most 
his  sincerity  and  ability  in  this  matter. 


Cantilever  Trusses  and  Cross  Beams  support  oval  pipe— Reinforced-concrete  construction  throughout. 
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Montreal  Builders' 

The  annual  general, meeting;-  of  the  Montreal  Build- 
ers' I'.xchanoe  was  held  in  the  readin"'  room  of  the 
Ivxchan^e.  52  A'ictoria  Sq..  on  Monday,  January  24th, 
the  i)resident.  Mr.  John  Ouinlan,  in  the  chair. 

In  his  iM'csidential  rei)ort  Mr.  Ouinlan  stated  that 
w  hile  the  Exchan.^e  durinj^'  the  p?.^t  }  ear  had  not  un- 
dertaken any  work  of  a  speciall}-  a^;-,L^ressive  character 
and  had  continued  its  i^olicy  on  familiar  lines,  yet  its 
membershii)  had  been  consolidated  and  its  finances 
strengthened.  The  membership  now  embraced  all 
classes  of  firms  engao-ed  in  the  building  trades  and 


Mr.  John  Quinlan,  re-elected  President  of  the 
Montreal  Builders'  Exchange. 

had  become  more  and  more  recognized  as  the  official 
organ  of  the  building  intereks  of  the  city.  The  year 
1915  would  be  long-  remembered  as  an  extremely  try- 
ing one  for  the  building-  trades,  especially  in  the  city' 
and  island  of  Montreal.  That  the  members  as  in- 
dividual business  organizations  had  been  able  to  keep 
moving  upward,  if  only  in  a  small  degree,  was  due 
to  their  natural  ability  to  change  their  methods  to 
suit  altered  conditions,  to  develop  their  business  along 
various  new  lines  afiforded  by  war  conditions,  to  sup- 
])ly  material  at  prices  which  afforded  a  fair  legitimate 
l>rofit  only,  to  deal  with  labor  in  a  generous  spirit, 
iiaving  due  regard  to  all  factors  which  entered  into 
the  wages  problem,  and  finally  to  bringing  into  their 
several"  organizations  the  latest  modern  methods,  the 
use  of  llp-to-date  labor  and  time-saving  machinerv, 
and  l)v  maintaining  an  honorable  reputation  for  skill, 
honesty,  and  responsibility. 

In  the  immediate  future,  the  building  operations  in 
Montreal  would  proceed  along  lines  different  from 
those  that  had  obtained  in  the  past-  The  city  at  pre- 
sent had  sufficient  office  accommodation  for  years  to 
come;  he  thought,  however,  they  would  see  a  consid- 
erable extension  of  structures  suitable  for  manufac- 
turing and  industrial  plants.  Of  the  higher  priced 
residential  buildings  there  were  more  than  sufficienl 
for  ininiediafe  needs,  but  there  was  a  steadv  demand 
for  homes  of  a  moder;ile  price  and  especiall\'  of  the 
cottage  or  semi-detached  \illa  tyi)C,  and  if  the  increase 


Exchange  Annual 

in  population  took  place  which  was  so  confidently  pre- 
dicted in  several  authoritative  quarters,  they  might  ex- 
pect to  share  abundantly  in  the  work  of  erecting 
liomes  for  the  people.  Mr.  Ouinlan  suggested  that 
there  was  room  for  a  central  librar3^  museum,  a  pul)- 
lic  hall  suitable  for  great  political  meetings,  etc.,  a 
civic  art  gallery,  a  winter  garden  and  concert  room, 
and  many  and  convenient  comfort  stations. 

On  the  subject  of  the  civic  fair  wage  schedule,  the 
delegates  of  the  Exchange  were  able  to  convince  a 
civic  committee  of  the  unfairness  of  the  wages  pro- 
posed, but  the  schedule  was  finally  adopted.  For  the 
current  year  it  had  been  decided  that  the  Builders' 
l^xchange  and  kindred  organizations  and  the  various 
labor  unions  be  consulted  before  the  schedule  was 
drafted,  and  this  would  make  for  more  equitable  terms 
and  more  harmonious  working. 

After  referring-  to  the  means  taken  to  promote 
Federal  free  labor  bureaus  throughout  the  countrj', 
Mr.  Ouinlan  spoke  of  the  Industrial  Disjjutes  Act  and 
also  efforts  made,  with  others,  to  bring  about  a  reform 
in  the  Government  of  Montreal. 

A  committee  had  been  appointed  to  study  the 
proposed  bylaws  regulating  the  erection  of  scaft'olds  in 
the  city. 

During  the  year  the  relations  between  the  Ex- 
change as  emploj^ers  and  the  workmen  had  been  most 
harmonious.  lie  noted  the  greater  ease  with  which 
organized  labor  and  the  various  trade  sections  of  the 
Exchange  approached  one  another  and  sought  to  ar- 
range their  differences  without  the  intervention  of  out- 
side parties. 

In  the  near  future  the  Exchange  should  busy  itself 
in  formulating-  some  scheme  to  take  the  place  of  the 
old  trade  apprenticeship  system,  which  many  observed 
with  regret  was  passing  away,  if  it  had  not  wholly 
done  so,  in  the  city.  In  the  years  to  come  the  work- 
shops would  be  wholly  dependent  for  their  supply  of 
skilled  labor  on  outside  sources  and  capable  youths  of 
the  country  would  find  their  energies  restricted  to  a 
narrower  field.  It  was  possible,  he  suggested,  to 
draft  a  plan  on  lines  similar  to  those  adopted  in  some 
older  countries  of  the  world,  modified  of  course  to  suit 
local  conditions,  whereby  sturdy  boys  could  obtain 
their  practical  training  in  shops  or  on  construction 
works  and  their  theoretical  training  and  knowledge  of 
the  principles  underlying  the  operation  of  their  trades 
in  schools  specially  organized  and  equipped  for  this 
inirpose-  The  ]M-o\incial  Government  had  establ- 
ished throughout  the  proA'ince  technical  schools,  which 
v\  ere  doing  excellent  work,  but  if  the  greatest  good 
was  tf)  be  obtained  there  must  be  developed  a  plan 
whereby  the  school  and  the  Avorkshop  could  be 
brought  into  still  closer  contact. 

A  committee  had  been  appointed  to  examine  the 
whole  subject  of  greater  co-operation  between  the 
members  of  the  exchange  and  the  members  of  affili- 
ated bodies. 

Mr.  Quinlan  concluded  by  expressing  his  apprecia- 
tion of  the  cordial  assistance  given  him  bv  the  direc- 
tors, and  of  the  harmonious  relations  which  had  pre- 
vailed. 

I\Tr.  D.  K.  Trotter,  the  secretary,  subn-iittcd  the 
(inancial  statement  and  report  showing  recei]:)ts  of 
.$5,318.30  and  expenditure  of  .$5,0,30.03,  leaving  a  l)al- 
ancc  of  ,$2(S8.27.     lie  made  a  number  of  suggestions 
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for  stren.^thenins^-  the  exchange  by  the  addition  of  new 
members  and  by  secnrino-  various  trades  sections  or- 
f^anized  and  affiHated  with  the  Exchanne. 

A  long-  discussion  on  the  civic  pavin,<;-  law  followed. 
This  was  participated  in  by  the  President  and  Messrs. 
J.  H.  Hand,  J.  J.  Roberts, 'E.  W.  Sayer,  F.  B.  Locker, 
y.  p.  Anglin,  and  John  Allan.  The  question  at  issue 
is  as  to  whether  the  city  or  proprietors  should  pay  for 
pavins>'  improvements  and  in  view  of  the  sharp  diverg- 
ence of  opinion  it  was  decided  to  appoint  a  date  for  a 
.special  meeting  to  discuss  the  subject,  before  which 
date  all  the  members  of  the  exchange  should  be  in- 
vited bv  special  circular  to  express  their  views,  and  in 
the  meantime  to  have  all  the  information  on  the  sub- 
ject of  the  paving  laws  read)^  to  hand.. 

The  election  of  officers  resulted  as  follows : — Pre- 


sident, Mr.  jiihn  (Juinlan  ( re-elected j  ;  1st  vice-i)re- 
sident,  Mr.  {■].  W .  Sayer;  2nd  \  ice-prcsident,  Mr.  J.  P. 
Anglin ;  directors,  Messrs.  Walter  Bonnell,  represent- 
ing' general  contractors;  Alex.  W.  Bremner,  suppliers 
of  building  materials;  Alex-  Charette,  master  plumb- 
ers ;  Robt.  F.  Dj^kes,  cut  stone  contractors ;  J.  W. 
Graham,  mantle  and  tile  dealers;  John  H.  Hand,  Wm. 
Irving,  and  W.  C.  Munn,  general  contractors;  W.  F". 
Potter,  master  painters;  W.  E.  Ramsay,  suppliers  of 
roofing  materials;  J.  J.  Ro])erts,  carpenters  and  mill- 
men;  and  J-  K.  AA'alsli,  master  ]^lumbers.  The  trade 
representatives  in  the  above  are  Mr. .Alex.  Charette, 
reprcseutalixc  director  appointed  by  Master  Plumb- 
ers' Association,  and  Mr.  J.  W.  Graham,  representa- 
tixe  director  appointed  l)y  Mantle  iS:  Tile  Dealers' 
.\ssociation. 


England's  Malady— The  Party  System 

By  Cosmo  Hamilton 


One  night,  with  the  memory  of  the  South- African  War 
still  stamped  upon  his  leonine  face,  a  little  old  man  whose 
small  eyes  were  charged  with  a  kind  of  prophetism  went  in- 
to his  study,  threw  down  the  notes  of  a  speech  that  he  had 
just  delivered  in  the  House  of  Lords,  sank  rather  feebly  into 
a  chair,  and  burst  into  tears. 

There  were  two  younger  men  in  the  quiet  room,  tall, 
wiry  men  on  whose  faces  and  figures  discipline  had  laid  its 
restraining  hand — soldiers  both.  Their  sympathy  was  in- 
articulate.    And  then  the  old  man  spoke. 

"Curse  those  fools!"  he  cried.  "Curse  them!  They 
won't  listen  to  me.  I  am  a  mere  damn'  soldier.  I  am  talk- 
ing facts,  and  they  know  it;  but  the  system,  that  unique 
and  criminal  system  of  party  i)olitics,  renders  them  abso- 
lutely impotent  even  if  they  desired  to  take  advantage  of 
the  evidence  that  I  have  flung  at  their  heads.  I  told  them 
that  the  British  army  has  only  just  escaped  being  whipped 
by  a  pack  of  farmers,  that  the  flower  of  English  manhood, 
unready  because  of  these  little  clever  people  who  sit  at 
Westminster,  has  manured  the  wide  stretches  of  the  veldt, 
where  their  gravestones  are  meaningless.  Will  they  take 
a  lesson  from  this  two-years'  national  disgrace?  Will  they 
organize  the  whole  Empire  by  a  form  of  compulsory  ser- 
vice to  meet  the  menace  of  the  great  Teuton  machine  which 
every  day  is  being  perfected  for  its  inevitable  use?  No; 
I  tell  you,  no.  And  yet,  by  God!  there  are  a  few  men  sitting 
in  the  House  of  Commons  not  yet  so  warped  and  twisted 
by  the  dishonesty  of  the  party  system  that  deep  down  in 
what  remains  of  their  souls  they  know  that  my  stammering- 
words  are  true.  'Compulsory  service?  Yes,  that  is  the  solu- 
tion,' they  say;  'but  what  kind  of  fools  shall  we  be  con- 
sidered by  our  friends  if  we  sacrifice  our  political  careers 
for  the  sake  of  patriotism?'  No,  it's  no  use.  Stop  me  ever 
from  getting  on  my  feet  again.  I  am  hurling  my  old  body 
U])  against  the  brick  wall  of  a  political  system  that  one  of 
these  days  will  place  England  under  the  feet  of  a  determined, 
self-sacrificing,  industrious  and  brutal  enemy." 

That  little  old  man  was  Field-Marshal  Earl  Roberts  of 
Kandahar. 

*     *  * 

Dinner  was  over;  the  servants  had  left.  The  thin  smoke 
of  cigars  and  cigarettes  rose  up  to  the  gilt  ceiling  of  the 
large,  dignified  room  when  the  laughter  and  conversation 
of  the  men  whose  faces  and  figures  formed  the  su1)ject  of 
caricatures  in  the  English  papers  suddenly  died  away.  The 
host,  a  bearded  man  with  a  high  forehead  and  heavy  bovine 
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eyes,  leaned  forward.  In  his  rather  Inie  white  liand  he 
held  a  thick  amber  cigar-lu)kler,  wliicli  he  used  as  a  sort  of 
baton  to  enforce  his  words. 

"Gentlemen,"  he  said  in  the  peculiar  guttural  voice  which 
was  known  and  loved  in  many  strange  parts,  "look  out!  I 
have  asked  you  here  on  my  return  from  Germany  to  say 
to  you,  look  out!  A  colossus  is  stretching  himself.  Every 
great  muscle  of  his  arms  is  taut  and  hard.  Every  little 
cell  of  his  great  brain  reverberates  with  two  words  only. 
'Der  Tag.'  ....  We  live  in  a  false  security  here.  W'e  are 
a  democracy  which  tolerates  a  monarch.  You,  gentlemen, 
are  our  autocrats.  Each  one  of  you  is  the  king  of  England. 
What  are  your  majesties  going  to  do?  Are  you  going  to 
continue  to  play  Canute  and  hold  up  your  hands  to  the 
waves  and  say,  'Back!'?  Are  you  going  to  continue  to  sit 
within  the  apparently  impregnable  walls  of  your  party  sys- 
tem? Because,  if  so,  the  security  of  this  kingdom  and  your 
little  crowns  is  not  marketable.  There  are  no  bidders.  I 
say  to  you  again,  look  out!" 

Tliat  man  was  King  Edward  of  Great  Britain  and 

I  reland. 

*      *  * 

There  was  only  one  policeman  outside  that  little,  dull, 
unpretentious  house  in  Downing  Street  in  which  much  re- 
grettable history  has  been  made,  and  from  which  one  genera- 
lion  after  another  has  been  misgoverned  and  misled  by  ijre- 
miers  and  their  satellites.  On  his  chest  were  the  ribbons 
of  medals  won  in  India  and  South  Africa,  and  in  his  eyes 
there  was  the  look  of  a  man  who  fears  that  he  is  about  to 
face  unutterable  disgrace. 

He  has  watched  one  member  after  another  of  the  British 
cabinet  scamper  up  with  white  lips.  From  where  he  stands 
he  can  see  the  complicated  system  of  wireless  telegraphy 
on  the  roof  of  the  Admiralty.  He  knows  well,  like  every 
other  man  of  the  nation  to  which  he  belongs,  that  a  message 
has  been  framed  to  be  despatched  from  those  wires  to  the 
great  ships  that  lie  waiting  off  the  coast.  He  knows  also 
that  the  hands  of  the  army  and  navy  are  held  by  the  grip 
of  the  party  system,  and  that  the  agreements  of  his  country 
with  her  allies  may  be  broken,  to  her  everlasting  shame,  by 
those  frightened,  panic-stricken  men  who  have  rushed  up 
from  their  country  houses  to  attend  the  cabinet  meeting 
within. 

There  sat  Mr.  Ascpiith,  tlie  i>rime  minister,  with  ashen 
face  and  hands  shaking  like  a  man  with  palsy.  .\11  nuiiid 
the  table  were  seated  the  men  who  had  trifled  with  their 
trust.    Their  teeth  were  chattering.    The\-  were  face  to  lace 
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at  last  with  the  truth  whicli  they  liad  dodged  and  refused  to 
recognize. 

"Why  should  we  fight?"  they  stammered.  "We  are  a 
peace-loving  nation,  unready  for  bloodshed.  Let  the  others 
tly  at  one  another's  throats,  and  while  they  kill  and  devastate 
we  w  ill  grow  rich.    .A-re  we  not  a  nation  of  shopkeepers?" 

"Listen!"  said  Mr.  'Asquith. 

From  all  parts  of  Great  Britain  and  Ireland— yes,  Ire- 
land there  rose  an  ever-increasing  rumble  of  passionate  pro- 
test, like  the  breaking  of  huge  waves  upon  rocks.  Bugles 
seemed  to  ring  out,  and  from  every  town  and  hamlet  there 
appeared  to  rise  up  millions  of  hands.  Near  by  a  l)ell  was 
tolling. 

Mr.  Asquith  looked  up  and  all  round,  catching  the 
troubled  eyes  of  his  henchmen. 

"Oh,  my  God!"  he  said,  "our  servants  have  become  our 
masters.  They  demand  that  we  shall  fight.  Gentlemen,  the 
party  system  is  dead." 

The  party  system!  The  House  of  Commons  is  divided 
into  two  bodies.  On  one  side  of  it  sits  the  party  in  the 
majority,  on  the  other  side  the  party  in  the  minority,  and 
over  them  both  the  Irish.  The  House  of'  Commons  pur- 
ports to  represent  a  great  country  whose  history  gleams  with 
the  heroic  results  of  individual  ef?ort.  The  constitution  of 
all  the  men  under  the  roof  of  that  House  is  the  same. 
Whether  they  call  themselves  Conservatives  or  Liberals,  they 
are  not  there  for  -reasons  of  patriotism.  They  have  entered 
politics  for  the  same  reason  that  takes  men  to  the  stock- 
exchange  and  upon  the  stage— for  money  and  for  advertise- 
ment. On  both  sides  there  are  men  who  own  newspapers, 
run  simply  for  the  purpose  of  grinding  their  little  axes,  in 
which  they  may  hurl  sham  invective  at  their  fellow-con- 
spirators and  write  columns  of  self-praise.  On  both  sides 
there  are  lawyers  who  have  tacked  on  politics  to  their  pro- 
fession so  that  they  may  stand  in  the  lime-light,  pick  up 
the  plums,  and  manipulate  commerce  to  their  own  benefit.' 
On  both  sides  there  are  bankers  and  publicans,  journalists 
and  company-promoters,  city  merchants  and  the  poverty- 
stricken  relatives  of  the  great  political  leaders,  who  will 
obey  orders,  answer  the  party  whip,  and  sell  their  souls  for 
a  mess  of  pottage.  On  both  sides  there  are  little  creatures 
from  the  back  alleys  who  hav^  been  educated  to  politics  as 
a  means  of  livelihood,  and  who  are  perfectly  willing  to  assert 
that  black  is  white  or  vice  versa  whenever  they  can  gain  by 
doing  so.  The  majority  are,  ipso  facto,  the  enemy  of  the 
minority,  and  the  Irish  hate  them  both;  but  the  minority, 
majority,  and  Irish  are  all  working  together  for  their  own 
ends.  They  may  call  themselves  Conservatives,  Unionists, 
Radicals,  Liberals,  Nationalists,  Fenians,  Anti-Vivisectionists, 
Little  Englanders,  or  any  one  of  the  dozen  meaningless  names 
which  have  grown  into  the  English  language,  but  they  remain 
mercenaries  and  parasites,  the  manipulators  of  a  party  sys- 
tem which  is  a  cunningly  built-up  conspiracy  to  mislead  the 
country,  misrepresent  its  voters,  and  provide  places  for  the 
incapal)le  sons  of  peers  and  yearly  incomes  for  specially 
chosen  men  whose  integrity  has  l)een  proved  to  be  easily 
bought,  and  whose  eloquence,  like  that  of  a  criminal  lawyer, 
is  as  ready  to  ]>l-  used  in  defense  as  in  prosecution. 

In  a  word,  the  party  system  of  British  politics  is  the 
one  corrupt  thing  in  the  constitution  of  that  nation.  The 
House  of  Commons  has  become  the  happy  hunting-ground 
of  a  dozen  great  families  whose  members  pass  into  it  from 
tiifie  to  time  by  the  same  right  that  men  pass  into  the  Inisiness 
lirnis  of  lluir  fatlurs.  They  are  all  partners  in  a  great 
swindle,  and  llieir  clerks  and  henclimen,  hired  from  the  law, 
tlie  universities,  the  factories,  and  llu-  streets,  vary  only  as 
I  heir  masters  see  fit.  Those  masters,  nearly  equally  divided 
on  both  sides  of  the  House,  agree  from  time  to  time  to  lake 


the  reins  of  office,  paying  themselves  large  salaries,  large 
pensions,  giving  places  only  to  those  men  who  have  been 
most  obsequious  and  most  eagerly  dishonest..  They  juggle 
with  the  votes  of  the  country,  with  their  tongues  in  their 
cheeks.  They  are  past-masters  in  card-sharping  and  the 
three-card  trick.  There  is  not  one  man  among  them  with 
the  faintest  gleam  of  imagination,  patriotism,  or  understand- 
ing of  the  characteristics  and  spirit  of  the  race  whom  they 
bluff  by  inheritance.  Yes,  there  is  one — the  Mark  Antony 
of  the  House  of  Commons,  the  little  Celtic  man  whose  name 
is  Lloyd-George,  who  possesses  the  three  gifts  that  go  to 
the  making  of  a  great  charlatan — a  pair  of  wonderful  eyes, 
a  sense  of  impish  humor,  and  that  touch  of  exaltation  which 
stirs  men  to  hysteria.  He  is  the  Pied  Piper  of  politics,  the 
man  whose  little  flute  can  draw  from  their  dark  places  the 
laboring  parties  of  the  United  Kingdom.  He  is  the  great 
democrat  who  has  organized  a  bureaucracy  more  autocratic 
than  anything  in  Russia.    He  is  the  king  of  charlatans. 

England  is  a  free  country,  a  democracy  which  tolerates 
a  monarch,  and  is  governed  by  a  royal  family  of  hereditary 
politicians  supported  by  a  nation  of  slaves. 

Let  a  young  man  enter  Parliament  big  with  a  desire  to 
get  things  done,  imbued  with  honesty  of  purpose,  honest 
enthusiasms,  honest  patriotism,  and  a  great  wish  to  devote 
his  energies,  abilities,  and  all  his  time  to  the  amelioration  of 
one  or  other  of  the  evils  which  have  been  left  coldly  alone 
by  the  party  system,  and  he  goes  into  a  mausoleum  of  broken 
lives  over  the  portals  of  which  is  written  the  terrible  legend, 
"Give  up  hope,  all  ye  who  enter  here."  The  result  of  his 
temerity  is  inevitable.  He  has  either  immediately  to  sacrifice 
honesty  to  selfishness  or  to  rush  back  into  the  world  once 
more  to  breathe  uncontaminated  air  and  to  hurl  invective, 
unnoticed,  uncared-for,  at  the  men  who  year  after  year  de- 
liberately stand  in  the  way  of  progress  and  with  the  utmost 
cunning  lay  stone  after  stone  upon  the  great  dam  which  holds 
back  the  waters  of  improvement  and  incloses  in  wonderful 
security  the  confidence-men  who  live  upon  the  credulity  of 
the  British  public. 

The  party  system  of  Great  .Britain  is  responsible  for  the 
degeneracy  of  a  great  nation.  It  is  responsible  for  the  un- 
employment of  its  working-classes,  for  the  tyranny  of  its 
trades-unions,  for  the  sense  of  injustice  which,  but  for 
Germany,  would  have  seen  insurrection  in  Ireland.  Finally, 
it  is  responsible  for  the  unforgivable  devastation  of  Belgium 
and  for  all  the  bloodshed,  for  all  the  hideous  waste  of  life, 
money,  material,  and  for  the  chaos  of  civilization  under 
which,  in  pitiful  attitudes,  the  fathers  of  the  next  generation 
lie  crumpled  and  dead. 

Every  widow,  every  orphan,  every  maimed  man  in 
Europe  to-day;  all  those  poor  boys  from  Canada,  Australia, 
and  New  Zealand;  every  Frenchman,  Belgian,  Indian,  Rus- 
sian, Italian,  African;  every  man  who  has  sprung  to  arms, 
left  his  civil  work,  his  little  patch,  his  quiet  haven  where 
the  patter  of  children's  feet  has  been  the  music  of  his  life, 
has  to  thank  the  English  party  system  for  this  war.  Coun- 
tries as  crippled  as  their  sons,  who  have  crept  back  like 
whipped  dogs  to  a  kind  of  life,  will  for  ten,  twenty,  maybe 
a  hundred,  years  hence  have  to  thank  the  English  party  sys- 
tem for  this  hideous,  unnecessary,  preventable  war.  If  there 
is  yet  one  spark  of  remorse  in  the  little  souls  of  the  men 
who  have  sat  so  long  at  Westminster  greedily  taking  their 
salaries  for  the  non-performance  of  their  duties,  then  the 
quiet  lunatic  asylums  which  stand  among  the  silent  poplars 
of  English  country-sides  must  soon  be  full.  If  not,  if  their 
long  service  to  dishonesty  has  eaten  into  them,  if  tiiey  see 
no  shame  in  having  permitted  their  country  to  slip  into  un- 
readiness and  inefliciency,  these  little,  i)elty  harpies,  these 
hypocritical  self-advertisers,  may  have  the  satisfaction  of 
wallowing  in  a  sort  of  triumphant  pool  of  exaltation;  may 
congratulate  themselves  on  having  achieved  an  act  of  in- 
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cendiarism  so  frightful  that  the  bloody  glow  of  its  flames 
lights  up  every  corner  of  Europe. 

Mr.  Balfour,  the  theorist,  the  gentle,  gentlemanlike  uni- 
versity professor,  upon  whose  gravestone  will  be  carved  the 
words,  "Nothing  have  I  ever  achieved";  Mr.  Asquith,  his 
own  worst  enemy,  whose  famous,  "Wait  and  see,"  will  be 
forgotten  and  forgiven  only  when  the  beautiful  towns  of 
Belgium  shall  have  risen  once  more;  Mr.  Winston  Churchill, 
the  inefficient  hustler,  who  breaks,  like  a  bull  in  a  china 
shop,  through  the  work  of  experts,  and  who  will  be  remem- 
bered by  posterity  only  for  his  comic  hats;  Sir  Edward  Grey,' 
the  imitation  sphinx,  who  has  never  yet  in  all  his  political 
life  understood  the  very  rudiments  of  diplomacy;  Lord  Hal- 
dane,  whose  vanity  is  like  that  of  the  toad  and  whose  cred- 
ulity is  no  less  than  that  of  the  bumpkin  who  goes  to  the 
race-course  and  falls  an  instant  victim  to  the  confidence-man, 
— these  men,  and  all  their  satellites  without  one  exception, 
have  quietly,  steadily,  and  persistently  made  it  possible  for 
German  militarism,  German  chemistry,  and  German  efifront- 
ery  to  cause  England  to  be  the  one  country  on  earth  whose 
name  can  never  be  mentioned  again  throughout  the  ages 
without  raising  the  bitter  ire  of  her  friends.  Oh,  my  God! 
to  think  that  the  little  old  man,  scarred  and  battered  with 
the  wars  of  his  country,  left  alive  surely  by  an  all-pitying 
Diety  so  that  his  magic  voice  might  sink  into  the  hearts  and 
brains  of  his  countrymen  to  prevent  the  sacrilege  of  civiliza- 
tion, should  have  lived  in  vain!  His  warnings  and  his  appeals, 
which  stirred  the  English  nation  from  coast  to  coast,  were 
scoffed  at  or  ignored  by  the  English  politicians.  The  month- 
ly reports  of  the  secret  services,  all  proving  the  criminal 
folly  of  the  policy  of  laisser-faire,  have  been  docketed  away. 
The  facts  which  have  been  plain  to  all  the  world,  and  caused 
France  to  strengthen  her  army  and  cut  the  terrible  figures, 
1870,  on  every  one  of  her  bullets,  have  been  scorned  by  the 
English  politicians.  Instead  of  taking  advantage  of  the  anxi- 
ous readiness  of  the  country  to  subscribe  to  a  system  of  com- 
pulsory service,  they  have  steadily  weakened  the  army  and 
would  have  scuttled  the  navy  had  not  their  rudimentary 
knowledge  of  the  nation's  temper  told  them  that  such  an 
act  would  have  brought  about  a  revolution.  They  knew 
of  Germany's  settled  intention  of  declaring  war  when  armed 
to  the  teeth.  They  knew  that  the  day  was  drawing  ever 
nearer  when  the  peace  of  Europe  would  be  broken  by  the 
roar  of  artillery.  Every  conceivable  piece  of  evidence  that 
daily  accumulated  on  their  desks  made  that  fact  plain  and 
unanswerable.  How,  then,  did  they  intend  to  act  when  over- 
taken by  the  inevitable?  Take  one  look  at  the  journal  sub- 
sidized by  them  and  find  the  answer.  Not  caring  for  or  ap- 
preciating the  country's  sense  of  honor  and  pride,  they  in- 
tended to  break  their  treaties  and  stand  aside.  They  were 
going  to  say:  "Let  them  fight  who  care  to;  we  are  unready, 
unwarlike.  We  will  provide  the  loans  at  a  high  rate  of  in- 
terest and  the  ammunition  at  a  price."  Therefore  I  cry  out 
aloud  the  sentiments  of  all  true  Englishmen  when  I  say 
that  the  English  party  system  is  responsible  for  the  war;  be- 
cause, had  we  been  able  to  place  a  great  army  in  Belgium 
to  resist  the  German  assault,  there  would  have  been  no  war. 
It  was  only  because  Germany  knew  of  England's  unreadiness, 
and  was  in  the  counsels  of  England's  politicians,  that  she 
sprang  at  Belgium's  throat. 

The  mills  of  God  grind  slowly,  yet  they  grind 
exceedingly  small. 

The  germ  of  suicide  would  grow  and  grow  in  the  brain 
of  the  thinking  man  did  he  not  passionately  believe  that  God 
does  not  intend  this  war  to  be  just  a  hideous  fracas,  a  blood- 
drunken  orgy.  The  day  will  come  when  the  warring  coun- 
tries, flung  at  one  another  by  the  leading  villians  of  greed 
and  selfishness  and  dishonesty,  will  flick  the  blood  out  of  their 
eyes  and  ask  one  another  the  meaning  of  it  all.  The  maimed 
and  broken  of  all  sides  will  look  to  see,  in  compensation  for 


tlieir  lost  limlss,  the  improving  hand  of  the  Master  upon  the 
churned-up  earth.  Out  of  her  ruins  France  will  rise  with 
prayer  upon  her  lips;  Belgium,  with  her  arms  bared  for  the 
rebuilding  of  her  smashed  cities;  and  Russia  with  tears  in 
her  heart  and  brotherhood  in  her  hands.  In  what  manner 
Germany  will  be  touched  who  can  say?  As  for  England,  she, 
like  a  creature  miraculously  risen  from  the  operating-table, 
will  look  out  on  the  future  with  humbler  eyes  and  a  thankful 
heart.  The  cancer  of  the  party  system  will  have  been  cut 
out  forever. 

Looking  through  the  smoke,  I  can  see  the  House  of 
Commons  occupied  by  a  small  committee  of  unpaid  men — 
business  men,  honest  men.  They  would  shudder  to  be  called 
politicians.  Their  ambition  is  to  earn  the  title  of  patriots. 
They  belong  to  no  party.  They  are  the  servants  of  the 
nation.  They  will  not  govern  the  country;  they  will  guide 
it.  They  will  pursue  the  same  principles  and  methods  for 
the  restoration  of  her  commercial  strength  as  are  employed 
l)y  a  committee  of  liquidation  appointed  by  the  court  of  bank- 
ruptcy to  a  broken  business  concern.  They  will  run  Great 
Britain  in  the  simple  way  in  which  a  great  railway  company 
is  run,  and  their  shareholders,  the  nation,  will  be  content  to 
read  their  statements  of  progress  and  receive  their  dividends. 
Phoenix-like  from  the  ruins  there  will  have  risen  honest  men, 
and  there  will  be  no  comfortable  corner  on  this  earth  for 
those  outcasts  who  once  gambled  with  a  nation's  soul  for 
money. 


Winnipeg  Sleet  Storm  Brings  Down  Towers 

A  sleet  storm  in  Winnipeg,  Man.,  early  last  month,  re- 
sulted in  the  breaking  down  of  one  tower  on  the  lines  of  the 
city's  municipal  transmission  system,  about  30  miles  from 
the  city,  and  caused  about  2  miles  of  wire  to  be  thrown  off 
the  towers  of  this  system.  The  transmission  line  of  the 
Winnipeg  Electric  Railway  Company  was  broken  in  two 


Sleet  storm  doubles  up  one  of  Winnipeg  municipal  towers. 

places,  but  the  damage,  which  was  not  so  serious,  was  re- 
paired by  night  time.  The  weather  conditions  were  excep- 
tional for  that  region,  the  sleet  being  of  such  thickness  on 
the  wires  that  the  over-all  diameter  exceeded  2}^  in.  The 
cables  of  the  municipal  system  have  a  total  area  of  278,600 
circ.  mils  and  are  strung  on  towers  such  as  tiie  one  shown 
in  the  accompanying  illustration  alternating  with  braced 
structures,  spaced  600  ft.  apart.      The  insulators  are  of  the 
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pin  type  and  the  wires  are  spaced  on  6  ft.  centres,  six  con- 
ductors per  tower.  The  damage  to  the  municipal  system  was 
such  as  to  take  twenty-three  hours  to  repair  it  and  place  it 
in  service. 


Col.  MitcheJl  Gets  the  D.S.O. 

Hearty  congratulations  to  Lieut.  Col.  Chas.  H.  Mitchell, 
who  has  been  honored  by  a  D.S.O.  in  recognition  of  dis- 
tinguished and  valued  service  as  a  General  Staff  officer  in 
the  First  Canadian  Division,  and  later,  when  he  was  pro- 
moted to  the  (jeneral  StafT  of  the  Canadian  Corps,  which 
includes    all    the    several    divisions    now    in    France.  Col. 


Lt.  Col.  Charles  H.>Mitchell,  D.S.O. 


Mitchell's  friends  will  appreciate  that,  inasmuch  as  the  nature 
of  his  duties  does  not  provide  scope  for  spectacular  work, 
this  honor  has  been  all  the  more  difficult  to  obtain,  and  can 
only  have  resulted  from  the  intense  application  of  his  well- 
recognized  ability. 


New  Books 

Reinforced  Concrete  Construction,  Vol.  II.,  Bridges  and 

Culverts — prepared  in  the  Extension  Division  of  the  Univer- 
sity of  Wisconsin  by  George  A.  Hool,  S.B.,  Assistant  Pro- 
fessor of  Structural  Engineering,  and  Frank  C.  Thiessen, 
B.S.,  Instructor  in  Structural  Engineering,  University  of 
Wisconsin,  with  chapters  and  articles  by  other  well-known 
writers.  McGraw-Hill  Book  Company,  Inc..  New  York, 
publishers;  price  $.'5  net.  This  volume,  on  Reinforced  Con- 
crete Construction,  is  devoted  entirely  to  bridges  and  cul- 
verts, and  will  be  followed  by  Vol.  ]\'.,  containing  a  treat- 
ment of  the  remaining  structures  not  already  considered  in 
Vels.  I.,  II.  and  111.  The  jjresent  volume  is  an  attempt  to 
meet  the  needs  of  engineers  in  actual  practice  throughout 
the  country.  Intricate  mathematical  analyses  have  been 
avoided,  but  the  work  includes  complete  methods  of  design 
of  both  symmetrical  and  unsymmetrical  arches,  not  only  of 
single  si)an,  but  of  multiple  spans  with  elastic  i)iers.  Two 


entirely  different  methods  of  arch  analysis  are  jjresented  in 
order  that  a  check  may  be  had  on  all  arch  computations. 
083  pages,  splendidly  illustrated  with  57  5  figures;  stiflf  cloth 
covers;  size  of  page  G  by  9  inches. 


Trade  Inquiries 

1381.  Forgings. — A  Rugby  firm  would  like  to  hear  from 
manufacturers  in  a  position  to  supply  large  forgings  to 
specification. 

1283.  Axles  and  tires. — A  Nottingham  firm  inquires  for 
makers  of  wagon  tires  and  axles  to  British  clearing  house 
specification. 

1383.  Forgings. — A  Birmingham  firm  inquires  for  best 
quality  forgings. 

1384.  Springs  and  deals. — A  Rotherham  firm  inquires  for 
railway  wagon  springs  and  deals  for  wagon  building  7  by  2]A 
inches,  7  by  3  inches,  9  by  .!  inches  and  11  by  .!  inches;  also 
oak  planks  13  by  5  inches  in  lengths  from  15  feet  to  17  feet 
0  inches. 


Personal 

Mr.  lames  L.  Morris,  C.  E.,  has  been  appointed  engineer 
for  the  township  of  Pembroke,  Ont. 

Mr.  James  J.  Martindale,  whose  name  has  been  so 
closely  associated  with  Tuec  Stationary  Vacuum  CJeanerg  in 
Ontario,  is  returning  to  the  United  States.  The  agency  for 
Ontario  has  been  purchased  by  Mr.  C.  B.  Owens,  who  will 
carry  the  Tuec  line  of  cleaners  in  addition  to  his  present  line 
of  Powers  temperature  regulators. 

The  town  council  of  Barrie,  Ont.,  have  appointed  Mr. 
j.  S.  Laing  engineer-assessor.  Mr.  Laing  is  a  graduate  of 
the  University  of  Toronto  in  civil  engineering.  For  the  last 
two  years  he  has  been  assistant  engineer  of  the  city  of 
Gait  and  town  of  Preston,  as  well  as  engineer  on  the  Gait. 
Preston  and  Hespeler  electric  railway.  His  experience  thus 
covers  many  classes  of  engineering  work. 

Lieut. -Col.  Davis,  commanding  the  Second  Pioneer  Bat- 
talion, now  in  England,  is  seriously  ill  in  the  hospital  at 
Winchester  Camp  with  concussion  of  the  brain,  the  result 
of  his  horse  throwing  him  against  a  stone  wall.  Lieut. -Col. 
Davis  is  a  former  city  engineer  of  Woodstock.  He  was  in 
British  Columbia  when  he  offered  to  form  a  pioneer  battalion, 
which  he  recruited  partly  in  the  Canadian  West  and  partly 
in  Ontario.    He  left  for  England  shortly  before  Christmas. 


Obituary 

Mr.  E.  B.  Jones,  former  cit}'  engineer  of  Chatham,  Out., 
died  recently  at  Erie,  Pa. 

The  death  occurred  very  suddenly  on  January  16th  of 
Mr.  Thomas  E.  Baker,  a  popular  citizen  and  prominent  con- 
tractor of  Prince  Albert,  Sask. 

Mr.  Peter  Hunter,  one  of  the  builders  to  help  in  the  erec- 
tion of  the  first  G.  T.  R.  station  at  Montreal,  a  resident  of 
Guelph  for  about  forty  years,  and  of  Toronto  for  about 
twenty-two  years,  died  on  January  20th  at  the  age  of  91. 
He  was  born  at  Rawburn.  Berwickshire.  Scotland,  in  1824. 
and  came  to  Canada  in  1848. 

The  death  is  announced  of  Mr.  James  Perry  Sharp,  of 
Bricfond  Moseley,  Birmingham,  England.  Mr.  Sharp  was 
for  many  years  the  junior  member  of  the  firm  of  T.  C.  &  J.  P. 
Sharp,  architects  and  surveyors,  St.  John,  N.  B.  He  after- 
wards removed  to  England,  where  he  spent  the  remainder 
of  his  life.    He  was  in  his  7,'ird  year. 

Mr.  G.  Colin  Carman,  a  civil  engineer,  of  Cornwall,  Ont., 
and  one  of  its  oldest  and  most  highly  respected  residents. 
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died  on  January  21,  at  the  age  of  T9.  The  late  Mr.  Carman 
was  engaged  with  the  Canadian  Pacific  Railway  in  British 
Columbia  when  that  road  was  being  built.  Later  he  was 
engaged  on  the  engineering  staff  of  the  Cornwall  canal,  re- 
tiring aljout  fifteen  years  ago. 

Mr.  John  A.  Wheaton,  a  veteran  railway  contractor,  died 
suddenly  on  January  21st,  at  the  age  of  78.  Mr.  Wheaton 
was  born  at  Wheaton  Settlement,  Westmoreland  County,  and 
in  his  early  life  started  railway  construction  work.  During 
his  career  he  built  the  northern  section  of  the  I.  C.  R.,  the 
Inverness  &  Richmond  Railway,  Cape  Breton;  the  Albert 
Railway;  N.  B.  &  P.  E.  I.;  Cape  Travers  branch  in  Prince 
Edward  Island;  the  Petitcodiac  &  Havelock;  Moncton  & 
Buctouche;  the  Central,  from  Norton  to  Chipman;  also  a 
portion  of  the  Bangor  &  Aroostook.  He  retired  from  active 
life  only  a  few  years  ago.  For  the  last  seventeen  or  eighteen 
years  he  had  resided  in  St.  John,  N.  B. 

Mr.  Hogarth  Appointed  Chief  Engineer 
of  Highways 

Mr.  George  Hogarth,  of  the  engineering  staff  of  the 
Department  of  Public  Works.  Ontario,  has  been  appointed 
Chief  Engineer  of  Highways,  succeeding  Mr.  W.  A.  Mc- 
Lean, who  steps  up  to  be  Deputy  Minister  of  the  newly- 


Mr.  George  Hogarth,  O.  L  S.,  Assoc.  Mem.  C.  S.  C.E. 

formed  Highways  Department.  Mr.  Hogartli  holds  the 
degree  of  O.  L.  S.  He  is  also  an  associate  member  of  the 
Canadian  Society  of  Civil  Engineers,  and  is  well  known  and 
highly  thought  of  in  engineering  circles. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  city  of  Quebec  has  issued  seventeen  building  permits 
of  a  value  of  $56,925  since  the  first  of  the  year. 

The  Waterworks  Department  of  the  town  of  Barrio 
Ont.,  shows  a  surplus  of  $3,000  for  the  year  just  past. 

According  to  the  Halifax  Morning  Chronicle,  building 
permits  in  Nova  Scotia  have  increased  substantially  of  late 

The  Ontario  Good  Roads  Convention  will  be  held  in 
the  York  County  Municipal  Hall  from  the  22nd  to  the  21th 
of  February. 


Canada  Nitro  Products,  Limited,  is  the  name  of  a  new 
Toronto  concern  organized  with  a  capital  stock  of  five  mil- 
lion dollars. 

Poole  &  Emery,  Limited,  contractors,  Regina,  Sask.,  arc 
applying  to  change  their  style  to  Poole  Construction  Com- 
pany, Limited. 

About  300  reinforced  concrete  piles  for  use  as  the  sub- 
structure of  the  Canadian  Northern  Railway  wall  across 
False  Creek  are  being  made  by  Creelman  &  Company,  Van- 
couver, When  enough  piles  are  in  hand  work  will  be  started 
on  driving  them  in  as  foundations. 

The  Robert  Simpson  Company,  Limited,  will  erect  an 
eleven-storey  building  on  Mutual  Street,  Toronto,  to  be 
used  for  the  mail  order  branch  of  their  business.  The  build- 
ing will  have  a  frontage  of  279  feet  and  a  depth  of  115  feet, 
and  will  be  155  feet  high.  It  will  be  absolutely  fireproof,  the 
floors  being  constructed  of  concrete  and  the  main  walls  of 
reinforced  concrete.    The  reported  cost  is  about  $500,000. 

Anticipating  that  the  opening  of  the  new  Royal  Con- 
naught  Hotel  will  increase  transient  automobile  traffic  in 
Hamilton,  and  that  Main  Street  will  be  the  main  thorough- 
fare for  motors,  several  enterprising  citizens  are  figuring 
on  the  construction  of  big  garages  and  repair  shops  on  that 
street,  according  to  information  handed  out  by  Controller 
Cooper.  It  is  hoped  that  the  building  trades  will  boom  again 
in  the  spring. 

Important  harbor  work  is  to  be  undertaken  by  the  Pub- 
lic Works  Department  of  Victoria,  B.  C,  during  the  ensuing 
year.  According  to  plans  outlined  by  Mr.  A.  F.  Mitchell,  act- 
ing district  engineer,  at  the  annual  meeting  of  the  Victoria 
Inner  Harbor  Association,  the  Dominion  Government  pro- 
pose during  the  present  -year  to  proceed  with  the  dredging 
of  the  northwest  passage,  north  of  Pelly  Island,  between 
Songhees  Point  and  Work  Point,  to  provide  a  channel  300 
feet  wide,  and  with  an  average  depth  of  twenty  feet  at  low 
water. 

The  new  Civic  Improvement  League  of  Canada  was 
formally  brought  into  existence  at  Ottawa  on  January  20th 
at  a  conference  which  opened  in  the  Railway  Committee 
Room  of  the  House  of  Commons.  His  Royal  Highness  the 
Duke  of  Connaught  opened  the  conference,  and  about  J  50 
delegates  from  various  parts  of  Canada  were  present.  Mr 
Thomas  Adams,  the  town  planning  expert,  outlined  the  ob- 
jects of  the  League — namely,  the  advancement  of  general 
civic  improvement,  the  bettering  of  local  forms  of  govern- 
ment, the  drawing  of  town  planning  schemes,  the  re-planning 
of  old  districts  on  modern  lines,  the  improvement  of  housing 
conditions  in  cities,  the  making  and  preservation  of  parks 
and  open  spaces  in  cities,  etc.,  etc. 

The  case  of  the  Russell  Shale  Brick  Company  against 
Henry  J.  Tharle,  one  of  the  contractors  in  the  construction 
of  the  Ottawa  Customs  House,  has  been  decided  by  Mr. 
Justice  Sutherland,  the  Russell  Shale  Brick  Company  receiv- 
ing $7,000.  The  action  arose  out  of  an  agreement  (o  take 
brick  from  the  company,  which  was  not  carried  out. 
Ten  of  the  fifty-four  caissons  to  be  sunk  are  now  in  i)Iacc 
at  the  site  of  the  new  government  piers  at  Victoria,  B.  C. 
It  will  be  more  than  a  year  before  this  project  nears  com- 
pletion. During  1915  the  following  work  was  done  in  con- 
nection with  the  contract:  All  earth  and  rock  excavation  has 
been  practically  completed.  The  amount  of  rubble  dumped 
for  the  pier  foundations  is  placed  at  147,000  tons.  Two  thou- 
sand cubic  yards  of  broken  stone  used  for  levelling  off  the 
foundations  for  the  reception  of  the  cribs  has  been  deposited. 
Nine  cribs  were  sunk  into  position  during  1915.  The  "fill" 
for  these  cribs  amounted  to  13,000  cubic  yards,  and  the  "back- 
fill," 82,000  cubic  yards.  In  the  construction  of  the  nine 
cribs  11,000  cubic  yards  of  concrete  and  800  tons  of  steel 
were  used. 
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Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Brooke  Township,  Ont. 

Tenders  will  be  received  until  2  p.  ni., 
I'^ebruary  12th  for  extensions  and  re- 
pairs to  the  Parker  Lucas  and  15th  (."on- 
cession  Drains  for  the  Township  Coun- 
cil. Plans  and  specifications  at  oiTicc 
of  Commissioner  W.  J.  Johnston,  N.  E. 
Quarter  10,  Concession  10,  Brooke. 

Carleton  County,  Ont. 

The  County  Council  have  decided  to 
spend  $60,000  on  the  construction  of 
macadam  roads.  Clerk,  Charles  Mc- 
Nab.  Nicholas  Street,  Ottawa. 

Colchester  South  Township,  Ont. 

The  Township  C  ouncil  will  purchase  a 
quantity  of  tile  in  the  spring.  Clerk, 
J.  H.  Madill,  Plarrow,  Ont. 

Dartmouth,  N.  S. 

The  Town  Council  contemplate  the 
construction  of  water  and  sewer  exten- 
sions on  Upper  ^Vater  and  Mott  Streets 
at  an  approximate  cost  of  $3,000.  Clerk. 
Alfred  Elliott. 

Egremont  Township,  Ont. 

The  Township  Council  will  require  a 
<iuantity  of  tile  for  drainage  purposes 
this  year.      Clerk,  David  Allen,  Holscin. 

.  London.  Ont. 

The  Board  of  Control  are  considering 
the  installation  of  hydrants  at  an  esti- 
mated cost  of  $5,000. 

The  City  Clerk,  S.  Baker,  will  receive 
tenders  until  February  4th  for  the  con- 
struction of  about  3,900  feet  of  15  and 
12-inch  sewer.  Engineer,  H.  A.  Bra- 
zier. 

Niagara-on-the-Lake,  Ont. 

The  Town  Council  are  considering  the 
construction  of  an  8-inch  tile  sewer  on 
Prideaux  Street.  Engineer,  James 
Brown. 

Port  Dover,  Ont. 

A  report  has  been  submitted  to  the 
Town  Council  by  James  Louden  & 
Hertzberg,  79  Adelaide  Street  E.,  Tor- 
onto, dealing  with  twf)  possible  systems 
for  water  supply,  estimated  to  cost 
$4(;,000  and  $49,000.    Clerk,  James  Sloan. 

Ridgetown,  Ont. 

The  Utilities  Board  of  the  Town  Coun- 
cil are  considering  the  extension  of  the 
waterworks  system.  Chairman,  1\.  W. 
Stokes. 

Sackville,  N.  B. 

The  Town  Council  intend  to  secure 
legislation  to  enable  them  to  borrow 
$20,(rt)0  for  paving  on  Lorne  and  Bridge 
Streets.     Clerk,  Thomas  Murray. 

St.  John  County,  N.  B. 

The  County  Council  contemplate  the 
issue  of  bonds  lo  the  extent  of  $15,000 
for  paving.  .Secretary.  J.  King  Kelly, 
Prince  William  Street,  St.  John. 


Tecumseh,  Ont. 

The  Ean  Claire  Water  Works  Com- 
l)any  Ltd.,  intend  to  construct  a  water- 
works system  at  an  approximate  cost  of 
$20,000.  About  two  miles  of  main  will 
be  laid. 

Zurich,  Ont. 

The  Town  Council  propose  to  com- 
l>lete  the  waterworks  construction 
started  last  year.     Clerk,  F.  Hess. 


Railroads,  and  Bridges  Wharves 

North  Dorchester.  Ont. 

The  Township  Council  propose  to 
l)uild  three  bridges  at  an  early  date. 
Clerk,  W.  B.  Lane,  Dorchester,  Ont. 

Renfrew,  Ont. 

The  Town  Council  contemplate  the 
construction  of  a  reserve  dam  at  Golden 
Lake  and  have  applied  for  the  necessary 
])crmission.    Engineer.  J.  R.  Stewart. 

St.  Mary's,  N.  B. 

Tenders  on  the  construction  of  a  steel 
l)ridge  over  the  Nashwaak  River  will  be 
received  until  February  23rd  by  the  Hon. 
John  Morissey.  Minister  of  Public 
Works,  Fredericton.  Plans  at  the  De- 
partment of  Public  Works. 

Vancouver,  B.  C. 

Plans  have  been  filed  with  the  Re- 
gistrar for  a  wharf  to  be  built  in  front 
of  lot  893,  Plowe  Sound,  Westminster 
District,  for  the  Britannia  Mining  & 
Smelting  Company,  Ltd. 


Public  Buildings,  Churches 
and  Schools 

BirchcHffe.  Ont. 

In  connection  with  the  school  now  in 
course  of  erection  for  the  Trustees  of 
School  Section  No.  15,  Scarboro,  the 
contract  for  heating  and  plumbing  has 
lieen  let  to  T.  A.  I^Cent,  Birchcliffe. 

The  Congregation  of  St.  Nicholas 
.\nglican  Church  intend  to  build  a  new 
edifice  to  replace  that  recently  destroyed 
by  fire.  The  architect  will  be  appointed 
in  the  spring.     Pastor,  Rev.  C.  E.  Luce. 

Estevan,  Sask. 

Work  is  expected  to  start  in  the  spring 
(in  the  construction  of  a  basement  and 
chancel  for  the  congregation  of  St. 
Mathews.  Plans  are  now  being  pre- 
1)ared  by  J.  Turner.  Secretary,  W.  L. 
ihompson. 

London,  Ont. 

The  interior  of  the  Salvation  Army 
hail  will  be  remodelled  in  tlie  spring. 
Particulars  from  Ensign  Martin. 

The  Department  of  Militia  are  consid- 
ering the  conversicm  of  the  hospital  into 
d  Home  for  Invalided  Soldiers.  Parti- 
culars from  Colonel  .Shanon,  London. 
Estimated  cost,  $5,000. 

London  Township,  Ont. 
The  Trustees  of  School  Section  No,  23 


propose  to  erect  an  addition  to  the 
school  in  the  spring.  Estimated  cost, 
$3,000.  Clerk,  Mary  Grant,  110  Dundas 
Street,  Ont. 

Otttawa,  Ont. 

The  City  Council  have  decided  to  have 
plans  prepared  for  sun  parlors.  Archi- 
tect not  yet  chosen. 

Portage  La  Prairie,  Man. 

Plans  and  estimates  are  now  being 
prepared  for  a  two-storey,  twelve- 
roomed  school  to  be  erected  for  the 
Public  School  Board.  Work  will  start 
in  the  spring.  Architect.  Frank  R. 
Evans,  130  Selkirk  Avenue,  Winnipeg. 

Saskatoon,  Sask. 

Negotiations  are  now  being  carried  on 
between  the  City  Council  and  the  Sal- 
vation Army  with  regard  to  the  erection 
of  an  Industrial  Home  for  Women. 
Headquarters  of  the  Army.  Toronto. 

St.  John  County,  N.  B. 

The  County  Council  are  considering 
plans  for  balconies  at  the  County  Hos- 
pital. Work  will  probably  start  shortlv 
Estimated  cost.  $4,000.  Architect.  E. 
Neil.  Brodie,  42  Princess  Street,  St,  John. 

Trenton,  Ont. 

The  School  Board  are  considering  the 
erection  of  a  High  School  and  are  ob- 
taining options  on  a  site.  Chairman,  S. 
J.  Young,  Dundas  Street. 

West  Garafraxa  Township,  Ont. 

The  Trustees  of  School  Sections  Nos. 
4  and  10  are  considering  the  erection  of 
schools.  Secretaries.  W.  J.  Philip,  R. 
R.  No.  3,  Arthur,  and  J.  A.  Spence,  R. 
R.  No.  3,  Arthur. 

West  Peace  River,  Alta. 

The  Trustees  of  School  District  No. 
3,300  have  been  empowered  to  borrow 
$3,000  for  the  erection  and  equipment  of 
a  school.  Secretary,  Nelson  Pinder. 
West  Peace  River. 

CONTRACTS  AWARDED 

Drumbo,  Ont. 

The  contract  for  plastering  and 
l)lunibing  in  connection  with  the  Presby- 
terian Church  has  been  awarded  to 
Charles  H.  Beckman. 

Montreal,  Que. 

In  connecton  with  the  church  base- 
ment which  is  now  built  on  Rosemount 
Street  for  the  Trustees  of  St.  John  Ber- 
chmans,  2619  Cartier  Street,  the  con- 
tract for  cut  stone  has  been  awarded  to 
Alderic  Cousineau,  2455  St.  Urbain 
Street. 


Business  Buildings  and  Indus- 
trial Plants 

Caledon,  Ont. 

A.  McLeod  conlemnlates  the  construc- 
tion of  a  bank  l)arn.  Work  will  probably 
start  shortly. 
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Chatham,  Ont. 

Work  is  progressing  on  the  erection 
of  a  refinery  on  River  Road  for  the 
Dominion  Sugar  Company,  Wallaceburg, 
Ont.  Engneer,  John  A.  Shepherd.  Ap- 
proximate cost,  $1,000,000. 

Conroy,  Ont. 

E.  Collins,  Ailsa  Craig,  is  considering 
the  construction  of  new  foundaions  un- 
der his  barns  and  other  improvements. 

Cottam,  Ont. 

The  Imperial  Bank  propose  to  estab- 
lish a  branch.  Manager,  W.  A.  Clark. 
Essex. 

Dundas,  Ont. 

Plans  are  being  prepared  by  Martin  E. 
Hewitt  for  an  ofifice  and  showroom  build- 
ing to  be  erected  on  King  Street  for 
the  Public  Utilities  Commission.  Brick 
construction.  Estimated  cost,  $4,500. 
Chairman,  R.  W.  Karch. 

Fort  William,  Ont. 

J.  R.  Tucker  has  decided  to  rebuild 
his  store  which  was  recently  destroyed 
by  fire. 

Hamilton,  Ont. 

The  painting  required  in  connection 
with  the  factory  which  has  been  built  on 
Hughson  Street  W.  for  the  T.  Eaton 
Company,  Toronto,  will  be  done  by  the 
owners. 

Hespeler,  Ont. 

John  Limpert  intends  to  remodel  two 
stores  and  convert  them  into  one  large 
store. 

Lanigan,  Sask. 

Tenders  on  the  erection  of  a  creamery 
will  be  received  until  noon,  February 
3ftth,  by  the  Lanigan  Creamery  Com- 
I)any,  Ltd.  Plans  and  specifications  with 
the  owners  and  at  the  office  of  the  Dairy 
Commissioners,  Government  Buildings, 
Regina. 

London,  Ont. 

The  proposed  extensions  to  the  prem- 
ises of  Smallman  &  Ingram,  Dundas 
Street,  will  include  the  installation  of  a 
steam  heating  plant.  Architects,  Watt 
&  Blackwell,  Bank  of  Toronto  Building. 

The  Peerless  Hosiery  Company  will 
shortly  call  for  tenders  on  the  installa- 
ton  of  heating  and  plumbing  in  connec- 
tion with  their  factory.  Architect.  A. 
E.  Nutter,  Dominion  Bank  Building. 

Plans  are  to  be  prepared  for  a  ware- 
house to  be  erected  for  Gootson  Bros., 
38  Maitland  Street.  Architects,  Mc- 
Bride  &  Gilbert.  Edge  Block.  Approxi- 
mate cost,  $5,000. 

Montreal,  Que. 

Plans  are  being  prepared  for  a  fac- 
tory to  be  erected  for  the  Northern 
Electric  Company,  ISl  Shearer  Street. 
Steel  and  corrugated  iron  construction, 
concrete  foundation. 

Niagara  Falls,  Ont. 

Plans  for  a  factory  are  to  be  prepared 
immediately  for  the  Oneida  Community, 
Ltd.,  Oneida,  LT.  S.  A.  Particulars  from 
.\.  Reeves. 

North  Vancouver.  B.  C. 

The  erection  of  a  fire  hall  has  been 
recommended  by  Fire  Chief  Findlay. 
Municipal  Clerk,  J.  Collins. 

Port  Stanley,  Ont. 

The  London  &  Port  Stanley  Railway 
Board  will  start  work  in  the  spring  on 


the  construction  of  a  waiting  room  in 

connection  with    the    Incline  Railway. 

Secretary,  William  Spittal,  c|o  People's 
Loan  Company,  London. 

Sparta,  Ont. 

Plans  are  being  prepared  for  two  fire- 
proof dairy  barns  to  be  erected  for  John 
l^undle,  Sparta  Road.  Work  will  start 
in  the  spring.      Estimated  cost,  $7,000. 

Toronto,  Ont. 

Tenders  on  structural  steel  required  in 
the  rebuilding  of  the  Princess  Theatre 
will  be  received  until  February  5th  and 
on  all  other  trades  until  February  12th 
by  the  Assocoiate  Architect,  C.  J.  Read, 
30.3  Confederation  Life  Building.  Esti- 
mated cost,  $100,000. 

The  Hamilton  Gear  &  Machine  Com- 
pany, 15  Van  Horne  Street,  have  received 
tenders  on  the  erection  of  an  addition  to 
their  premises  and  will  let  contracts 
shortly.  Steel,  brick  and  mill  construc- 
tion.   Approximate  cost,  $5,000. 

Work  is  about  to  start  on  the  erec- 
tion of  a  warehouse  and  factory  at  04-66 
Princess  Street  for  the  Laura  Secord 
Candy  Company, — proprietor,  F.  P. 
O'Connor,  354  Yonge  Street.  Brick 
construction.    Approximate  cost  $15,000. 

Trail,  B.  C. 

The  City  Council  are  considering  the 
erection  of  a  fire  hall  and  the  installation 
of  an  alarm  system.  A  site  will  be  se- 
cured and  plans  prepared.  Clerk,  Wil- 
liam Monypenny. 

Vancouver,  B.  C. 

The  American  Can  Company,  535 
Railway  Street,  will  receive  tenders  un- 
til February  10th  for  the  erection  of  an 
addition  to  their  premises.  Heating 
will  be  tendered  upon  separately. 

Vienna,  Ont. 

The  Vienna  Cheese  Company  propose 
to  lay  cement  floors  in  their  factory. 
Work  will  start  shortly. 

Wallaceburg,  Ont. 

The  Town  Council  contemplate  the  re- 
roofing  of  the  pump  house.  Material 
not  yet  chosen.    Clerk,  C.  B.  Jackson. 

Winthrop.  Ont. 

Melvin  Blanchard.  Seaforth.  Ont.,  is 
l)reparing  plans  for  farm  buildings,  esti- 
mated to  cost  $3,000.  Frame  and  rein- 
forced concrete  construction,  concrete 
foundation. 

CONTRACTS  AWARDED 

Gait.  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  warehouse  of  the 
Canadian  Cereal  &  Flour  Mills  Com- 
pany, Ltd..  has  been  awarded  to  George 
Murray,  02  Richardson  Street. 

Hamilton,  Ont. 

Work  has  been  started  on  the  erection 
of  an  addition  to  the  offices  of  the  Na- 
tional Steel  Car  Company.  Kenilworth 
Avenue.  The  general  and  steel  work 
contracts  have  been  let  to  G.  E.  Mills. 
King  Street  E..  and  the  masonry  to 
George  White,  165  Main  Street  E.  Esti- 
mated cost,  $10,000. 

Montreal.  Que. 

Work  has  been  started  on  the  erec- 
ton  of  a  store  and  a  number  of  residen- 
ces for  E.  Gagnon.  525  Dandurand 
Street.  The  general,  masonry  and  carp- 
entry contracts  have  been  let  to  H.  De- 


barret,  2T4  Fourth  Avenne,  Rosemount 
Ward.  Tenders  on  other  trades  are  be- 
ing received  by  the  general  contractor. 
Approximate  cost,  $6,000. 

Brandrom-Henderson,  Ltd.,  2084  .St. 
Urbain  Street,  have  let  the  general  con- 
tract for  interior  alterations  to  their 
factory  to  John  Allan,  300  Atwater  Ave- 
nue.   Approximate  cost,  $5,000. 

In  connection  with  the  store  and  re- 
sidence which  have  been  built  by  David 
Sirois,  145  Hamilton  .Street,  the  con- 
tract for  plastering  has  been  let  to  A. 
Brisgois,  112  Dumas  Street,  and  the 
plumbing  to  Emile  Cote,  97  Boulevard 
Monk. 

Ottawa.  Ont. 

The  general  contract  for  alteration  to 
premises  on  Rideau  Street  for  Mrs. 
O'Keefe  has  been  awarded  to  I'.  J. 
EUement,  624  Cooper  Street.  Brick 
construction,  felt  and  gravel  roofing. 
Estimated  cost,  $5,000.  Architect,  F.  C. 
Sullivan,  Castle  Building,  Queen  Street. 

The  general  contract  for  the  erection 
of  a  store  and  residence  on  Nelson 
Street  for  Mrs.  S.  Coplan,  27  Stewart 
Street,  has  been  awarded  to  S.  Coplan,  27 
Stewart  Street.  Brick  veneer  construc- 
tion, concrete  foundation,  felt  and  gravel 
roofing.    Estimated  cost,  $4,000. 

Work  has  been  started  on  razing  the 
premises  at  195  Bank  Street  preparatory 
to  the  erection  of  a  store  for  S.  E.  Luke 
et  al,  59  Rideau  Street.  General  con- 
tractors, J.  &  C.  Low.  358  Lisgar  Street. 
F'rame  and  brick  construction,  felt  and 
gravel  roofing. 

Sault  Ste.  Marie,  Ont. 

In  connection  with  the  alterations  now 
being  carried  out  at  the  premises  of  the 

F.  W.  Woolworth  Company,  Ltd.,  the 
contract  for  fixtures  has  been  let  to 
Jones  Brothers  Company,  Ltd.,  31  Ade- 
laide Street  W.,  Toronto,  the  electrical 
work,  heating  and  plumbing  to  Coch- 
rane Hardware  Company.  Ltd.,  388 
Queen  Street  E.,  and  the  painting  to  E. 
T.  Grand,  Queen  Street. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  workship  at  105  Berkley  Street  has 
been  let  by  H.  S.  Kaplan,  Architect,  75 
Macdonnell  Avenue,  to  Schier  &  Lach- 
man,  93^^  Grance  Avenue.  Contracts 
not  yet  awarded  for  plumbing,  elevator 
and  sash  steel  sash.  Estimated  cost, 
$3,000. 

In  connection  with  the  addition  which 
is  being  built  at  the  premises  of  the 
Smith  Manufacturing  Company,  301 
I'Vont  Street  E.,  the  carpentry  contract 
has  been  awarded  to  Charles  Fry,  c|o  W. 

G.  Burns,  architect,  74  Indian  Grove 
Avenue. 


Residences 

Dundas,  Ont. 

Charles  E.  Dickson  has  purchased  a 
site  on  Sj'denham  Street  for  the  erection 
of  a  residence,  and  will  have  V'lans  pre- 
pared.     Estimated  cost,  $4,000. 

Edmonton.  Alta. 

Duncan  C.  Scott,  Deiiartment  of  Ind- 
ian Affairs,  Otttawa,  will  receive  tenders 
until  noon,  February  28th,  for  the  erec- 
tion of  twenty  houses  for  Enoch  Band- 
Edmonton  Agenc)'.  Plans  and  specifi- 
cations at  the  Dominion  Lands  Office. 
Edmonton,  with  George  H.  Race,  Agent, 
Edmonton,  and  at  the  Department, 
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Harrow,  Ont. 

Tlie  erection  of  a  residence  is  being 
considered  by  Louis  Quick.  Estimated 
cost,  $3,000. 

Lanark,  Ont. 

Rev.  R.  A.  Carey,  Lanar}:,  will  receive 
tenders  until  February  5th  for  the  erec- 
tion of  a  residence.  Architect,  F.  C. 
Sullivan,  Castle  Building,  Queen  Street, 
Ottawa. 

London.  Ont. 

Plans  are  being  prepared  for  a  resid- 
ence to  be  built  on  Dufiferin  Avenue  For 
D.  C.  McNaughton,  c|o  McCorniick 
Manufacturing  Company.  Architects, 
Watt  &  Blackwell,  Bank  of  Toronto 
Buildin.g.  Stucco  construction,  stone 
and  concrete  foundation,  shingle  roofing. 
Estimated  cost,  $4,000. 

James  Black,  c|o  Grigg  House,  is  con- 
sidering the  rebuilding  of  his  residence, 
which  was  recently  destroyed  by   fire.  ' 
Estimated  cost,  $3,000. 

J.  H.  Wilkey,  537  Ontario  Street,  is 
having  plans  prepared  for  a  residence,  es- 
timated to  cost  $4,000.  Ded  pressed 
brick  construction,  concrete  foundation, 
shingle  roofing. 

Plans  are  to  be  prepared  for  remodel- 
ing four  residences  for  Gootson  Bros.,  28 
Maitland  Street.  Work  will  include 
foundations,  brick-  veneering,  furnaces 
and  interior  alterations.  Approximate 
cost,  $5,000. 

W.  Hill,  manager  of  the  Home  Bank, 
intends  to  have  plans  prepared  for  a  re- 
sidence to  cost  about  $5,000. 

Sutherland  Bros.,  73  Dundas  Street, 
arc  about  to  prepare  plans  for  a  resid- 
ence, estimated  to  cost  $3,500. 

The  erection  of  a  residence  is  con- 
templated by  John  Hayman  &  Sons,  32 
Wellington  Street.  Plans  will  be  pre- 
pared.     Estimated  cost,  $5,000. 

Montreal,  Que. 

L.  A.  Jalbert,  245b  Chambly  Street, 
is  building  four  flats  on  Stadacona 
Street,  estimated  to  cost  $3,500.  Arti- 
ficial stone  construction,  concrete  foun- 
dation, felt  and  gravel  roofing. 

All  work  required  in  connection  with 
the  flats  which  are  being  built  on  St, 
Denis  Street  by  J.  A.  Bray.  6375  Bcrri 
Street,  is  being  done  by  day  labor. 

Ottawa,  Ont. 

Alexander  .\l)rahani,  61!)  Booth  Street, 
has  commenced  rebuilding  his  residence. 
Work  is  being  done  by  day  labor. 

Port  Stanley.  Ont. 

Work  is  a1)out  to  start  on  remodelling 
a  residence  for  Harley  Taylor.  Work 
consists  of  interior  alterations. 

Sydney,  N.  S. 

Tenders  will  be  called  in  llic  spring 
on  the  erection  of  a  residence  on  Kings 
Road  for  the  Dominion  Coal  Company. 
Architect,  F.  W.  Spencer,  200  Charlotte 
Street. 

Toronto.  Ont. 

R.  Doherty,  56  St.  Andrews  (iardens, 
has  commenced  the  erection  of  a  resid- 
ence at  481  Summerhill  Avenue.  Mas- 
onry and  smaller  trades  will  be  let. 
Brick  construction,  shingle  roofing.  Esti- 
mated cost,  $;i,000. 

The  Reliance  I'.uilding  Corporation, 
Royal  15ank  Building,  have  commenced 
the  erection  of  a  pair  of  residences  at 
Gerrard  and  Street  and  Glenmoimt  Park 


Road.  Smaller  trades  wll  be  let.  Brick 
construction,  shingle,  felt  and  gravel 
roofing.      Approximated  cost,  $4,000. 

Work  has  been  started  by  R.  J.  Lin- 
ton, 24  Howard  Street,  on  the  erection  of 
a  residence  at  Iroquois  and  Cherokee 
Avenues  at  the  Island.  Frame  con- 
struction, shingle  roofing.  Estimated 
cost,  $3,000. 

Plans  have  been  drawn  for  a  pair  of 
residences  to  be  built  by  J.  Bennett,  143 
Caledonia  Road.  Smaller  trades  will  be 
let.  Brick  construction,  shingle,  felt 
and  gravel  roofing.  Estimated  cost, 
$3,500. 

Work  has  been  started  by  E.  C.  Hurl- 
burt,  44  Castlefield  Avenue,  on  the 
erection  of  a  residence  in  St.  Stibbard 
Street.  Smallr  trades  will  be  let.  Brick 
construction,  shingle  roofing.  Approxi- 
mate cost,  $3,000. 

Wallaceburg,  Ont. 

Bert  McKim  is  about  to  prepare  plans 
for  a  residence  to  be  erected  in  the 
spring  at  an  approximate  cost  of  $3,000. 

Windsor,  Ont. 

Plans  are  being  prepared  for  a  resid- 
ence to  be  built  on  Dougal  Avenue  for 
William  Weir,  111  Windsor  Avenue. 
Tenders  on  the  construction  will  be  re- 
ceived until  February  12th.  Architects, 
Leybourne  &  Sewell,  Sandwich  Street 
E.  Brick  construction,  concrete  foun- 
dation, shingle  roofing.  Approximate 
cost,  $5,000. 

Mrs.  G.  Hallett.  Langlois  Avenue,  is 
having  plans  prepared  for  flats,  estimated 
to  cost  $8,000.  Tenders  on  the  construc- 
tion will  be  received  from  Februarj-  8th 
to  20th.  Brick  construction,  shingle 
roofing.  Architects,  Leybourne  &  Sewell, 
Sandwich  Street  E. 

Winthrop,  Ont. 

Thomas  Wheatley,  Seaforth,  Ont.,  is 
preparing  plans  for  a  residence,  esti- 
mated to  cost  $4,000.  Red  pressed  brick 
construction,  concrete  and  stone  founda- 
tion. 

CONTRACTS  AWARDED 

Montreal,  Que. 

In  connection  with  the  residence  which 
is  being  built  on  La  Salle  Avenue  by  J. 
T.  Legault,  30  St.  James  Street,  the  con- 
tract for  paintin.g  has  been  awarded  to 
R.  Limoges,  51  Orleans  Avenue,  and  the 
pluml)ing  to  W.  Theriault,  283  William 
David  Street. 

The  following  contracts  have  been  let 
in  connection  with  the  flats  in  course  of 
erection  for  G.  .  W.  Zwinge,  296  Madison 
Avenue: — brick  work,  Vilonga  &  Simon, 
599  St.  Christojiher  Street;  plastering,  Z. 
liouchard,  12  Bourget  Street;  paintin.g, 
Martin  &  Montgomery,  55()  Madison 
Avenue;  heating  and  pluml)ing,  E.  Wil- 
liams, 217  Marcil  Avenue.  Roofing  and 
electrical  work  not  yet  awarded. 

Ottawa,  Ont. 

Tlie  following  contracts  have  been  let 
in  connection  with  the  residence  which  is 
lieing  built  on  Grove  Street  for  G.  E. 
McMenemv,  40  Roslvn  Avenue: — brick 
work,  F.  W.  Jackson,  790  Bronson  Street; 
roofing,  A.  P.  Herbert,  613  Albert  Street; 
heating,  O'Hara  Bros..  170  James  Street; 
])luml)ing,  IT.  Knox,  Elgin  Street.  Plast- 
ering not  yet  awarded. 

The  contract  for  heating  and  plunibing 
re(|uired  in  connectioTi  with  the  residence 


which  is  being  erected  on  Hopewell 
Avenue  by  A.  W.  Davidson,  69  Grosve- 
nor  Street,  has  been  let  to  Gervin  &  Lil- 
lico,  1093  Bank  Street,  and  the  electrical 
work  to  the  Dominion  Electric  Construc- 
tion Company,  477  Sparks  Street. 

Westboro,  Ont. 

J.  A.  Leech,  Main  Street,  Highland 
Park,  is  building  a  residence  on  Rich- 
mond Road,  estimated  to  cost  $3,500.  The 
contract  for  electrical  work  has  been 
awarded  to  H.  L.  Allan,  377  Somerset 
Street,  Ottawa.  Brick  veneer  construc- 
tion, concrete  foundation,  shingle  roof- 
ing. 


Power  Plants,  Electricity  and 
Telephones 

Calgary,  Alta. 

Tenders  on  the  supply  of  switchboard 
equipment  will  be  received  until  1  p.m.. 
February  14th,  by  the  City  Clerk,  J.  M. 
Miller.  Specifications,  etc.,  at  office  of 
the  City  Electrical  Engineer,  City  Hall. 

Cedoux,  Sask. 

The  Cedoux  Rural  Telephone  Com- 
pany have  been  empowered  to  borrow 
$3,000  for  the  construction  of  their  sys- 
tem.    Treasurer,  C.  Berma,-  Cedoux. 

Dereham  Township,  Ont. 

The  Township  Council  propose  to  in- 
stal  light  and  power  systems  as  soon  as 
possible.  Particulars  from  C.  H.  Den- 
ton, Tillsonburg,  Ont. 

East  Williams  Township,  Ont. 

The  Township  Council  propose  to  se- 
cure estimates  from  the  Hydro  Com- 
mission on  the  cost  of  an  electric  line 
from  Granton  to  Arkona.  Clerk,  W. 
McCallum,  Nairn. 

Elora.  Ont. 

The  Town  Council  are  considering  tlie 
construction  of  an  electric  line  to  Salem 
for  the  supply  of  power  to  that  village 
and  intermediate  points.  Superintend- 
ent. Henry  Clarke. 

Khedive,  Sask. 

Permission  has  been  .granted  to  the 
Khedive  Rural  Telephone  Company  to 
borrow  $6,500  for  the  construction  of 
their  system.  Treasurer,  J.  G.  Farnum, 
Khedive. 

London,  Ont. 

The  LUilities  Commission  iiave  decided 
to  purchase  three  250  kv.a.  transformers 
and  switchljoards.  Chairman.  Philip 
Pocock. 

The  Bell  Telephone  Company  are  pre- 
paring plans  for  installing  their  lines  in 
underground  conduits.  Manager,  C.  H. 
licard. 

The  City  Council  have  been  petitioned 
to  construct  an  ornamental  lighting  sys- 
tem on  Wellin.gton  Boulevard.  Clerk,  S. 
liaker. 

McGillivrary  Township,  Ont. 

The  Township  Council  have  asked  the 
Hydro  Commission  for  estimates  on  the 
cost  of  a  line  through  McCiillivray  from 
Lucan  to  Grand  Bend.  Clerk.  J.  D. 
Drummond.  .^ilsa  Craig. 

North  Vancouver,  B.  C. 

Fire  Chief  Findlay  has  recommended 
the  installation  of  an  alarm  system  of  35 
boxes,  or  as  an  alternative,  the  purchase 
of  three  pieces  of  motor  e(|uipment. 
Municipal  Clerk,  J.  Collins. 
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Ontario  Province. 

The  Canadian  Pacific  Railway  Tele- 
phone Company,  Montreal,  propose  to 
run  a  new  copper  wire  line  between  Lon- 
don and  Toronto. 

St.  Thomas,  Ont. 

The  Hydro  Electric  Commission,  City 
Hall,  are  receiving  tenders  on  the  supply 
of  two  transformers,  750  kv.  a.,  3-phase. 
Superintendent.  E.  H.  Coughell.  City 
Hall. 

Tillsonburg,  Ont. 

The  Town  Council  propose  to  extend 
their  system  to  supply  light  and  power 
to  farmers  in  the  district.  Superintend- 
ent, J.  Teckoe. 

Weldon,  Sask. 

The  Weldon  Rural  Telephone  Com- 
pany, Ltd.,  propose  to  construct  their 
.system  as  soon  as  possible.  Secretary, 
C.  O.  Heggveit. 


Fires 

Cookville,  N.  B. 

Fire  has  totally  destroyed  the  barns 
owned  by  C.  Fred  Cook.  Loss,  $2,000, 
no  insurance. 

Cormac,  On». 

St.  .\nne's  Church  has  been  entirely 
destroyed  by  lire.  Loss,  $10,000,  insur- 
ance, $5,000. 

Esquimalt,  B.  C. 

The  premises  of  the  Esquimalt  Brew- 
ing Company  on  the  Viewfield  Road  have 
been  entirely  destroyed  by  fire.  Loss, 
$20,000.  The  Company  propose  to  re- 
build immediately  on  more  substantial 
lines. 

Fort  Frances.  Ont. 

The  business  block  owned  by  the 
Great  West  Supply  Company  and  F.  J. 
Strain  has  been  destroyed  by  fire.  Loss 
to  the  former,  $22,000. 

Fort  William,  Ont. 

Fire  has  destroyed  the  boarding  house 
owned  by  T.  H.  Roberts.  126  Bethune 
Street.  Loss,  about  $9,000,  partially 
covered  by  insurance. 

Fredericton,  N.  B. 

The  Presbytery  has  been  damaged  by 
fire  to  the  extent  of  about  $4,500,  which 
is  partly  covered  by  insurance.  Pastor, 
Rev.  J.  R.  D.  Cowie. 

Merritt,  B.  C. 

The  office  building  of  the  Middlcsboro 
Collieries  Ltd.,  has  been  destroyed  by 
fire.     Loss,  $10,000,  partly  insured. 

Montreal,  Que. 

Tiie  business  block  at  01  otre  Dame 
Street  W.,  owned  by  Tom  Gallagher  has 
been  damaged  by  fire  to  the  extent  of 
between  $10,000  and  $15,000. 

Morewood,  Ont. 

V'nc  has  completely  destroyed  the  re- 
sidence of  Arthur  Swerdferger. 

Pefferlaw,  Ont. 

i'irc  has  totally  destroyed  a  barn  owne 
Fire    has  totally    destroyed    a  barn 
owned  by  David  Godfrey. 

Port  Hope,  Ont. 

Fire  has  destroyed  the  store  and  resid- 
ence owned  by  Albert  Hugh,  Sullivan 
Street.  Loss  is  partialy  covered  by  in- 
surance. 


Port  Stanley,  Ont. 

F'ire  has  badly  gutted  the  Hotel  Loney, 
owned  by  Arthur  Sadlier.     Loss  $15,000. 

St.  Honore,  Que. 

The  Convent  of  the  Sisters  of  Charity 
has  been  destroyed  by  fire.  Loss, 
$18,000,  insurance,  $13,000.  The  Con- 
vent will  be  rebult. 

Toronto,  Ont. 

Fire  has  damaged  the  premises  of  R. 
Barron  Ltd.,  724  Yonge  Street.  Loss 
on  building  and  contents,  $2,500,  covered 
by  insurance. 

Damage  to  the  extent  of  $5,000  has 
been  caused  by  fire  at  the  premises  at 
Yonge  and  Richmond  Streets,  owned  by 
.\mbrose  Kent  &  Sons,  Ltd.,  156  Yonge 
Street. 

Wainwright,  Alta. 

The  null  of  the  Wainwright  Milling 
(^  ompany  has  been  entirely  destroyed  by 
fire.  Loss,  $28,000,  covered  by  insur- 
ance. 

Walkerton,  Ont. 

F'ire  has  completely  destroyed  two  re- 
sidences owned  by  Mrs.  Wisler,  West 
End  Bridge,  Walkerton.  Owner  is  con- 
sidering rebuilding. 

Waterloo,  Que. 

The  Hotel  Canada,  owned  by  P.  L. 
Xadeau,  has  been  damaged  by  fire. 


Miscellaneous 

Hagersville,  Ont. 

hrank  Tyrrel,  builder,  is  receiving 
prices  on  all  kinds  of  building  material, 
concrete  mixers  and  woodworking  mach- 
inery. 

Hull,  Que. 

The  City  Electrician,  R.  Trudel,  has 
recommended  the  purchase  of  an  auto- 
mobile truck,  owing  to  the  large  territory 
covered  by  the  system.  City  Clerk,  H. 
Boulay. 

London,  Ont. 

The  Victoria  Amusement  Company, 
do  G.  Holding,  Princess  Winter  Garden, 
have  decided  to  instal  an  aerial  swing, 
erected  on  steel  work  and  operated  by 
hydro  power.      Estimated  cost,  $3,500. 

Lucan,  Ont. 

Frank  Booth,  c\o  J.  H.  Walls,  contem- 
plates the  equipment  of  his  creamery 
with  new  machinery  at  an  estimated  cost 
of  $7,000. 

Montreal,  Que. 

Tenders  on  the  supply  and  delivery  of 
asphalt  will  be  received  until  noon,  Feb- 
ruary 21st,  by  the  Board  of  Commis- 
sioners. Specifications  at  office  of  the 
Superintendent  of  Purchases  and  Sales, 
and  the  Engineers  Department. 

H.  Paiement,  builder,  1335  Gouin 
Boulevard,  is  receiving  prices  on  brick, 
cement,  steel,  metal  lath,  store  fronts, 
star  and  double  diamond  glass,  paint, 
plumbing  fixtures,  reinforcing  bars  and 
lumber. 

New  Glasgow,  N.  S. 

Tenders  on  the  construction  of  timber, 
lock  gates  and  equipment  will  be  re- 
ceived until  4  p.  m.,.  February  38th,  by 
R.  C.  Desrochers,  Department  of  Public 
Works,  Ottawa.  Plans  and  specifica- 
tions at  office  of  the  District  Engineers 
at  Antigonish,  N.  S..  Halifax,  Montreal, 
(Shaughnessy  Building),  Toronto,  (Con- 


tinental Life  Building),  and  with,  the 
Postmaster,  New  Glasgow. 

Ottawa.  Ont. 

The  Dominion  Department  of  Public 
Works,  Ottawa,  will  receive  tenders  until 
4  p.  m.,  February  15th,  for  sundry  sup- 
plies required  by  the  Departmental 
Dredging  Plant  in  Ontario  and  Quebec, 
including  hardware,  chain,  paint  and  oils, 
wire  rope,  steam  pipe,  valves  and  fittings. 
Specifications  at  the  Department. 

CONTRACTS  AWARDED 

Niagara  Falls,  Ont. 

The  City  Council  have  awarded  the 
contract  for  supply  of  cast  iron  pipe  to 
Gartshore-Thomson  Pipe  &  F'oundry 
Company,  Stuart  Street,  Hamilton.  Con- 
tract for  valves  and  brass  work  will  be 
let  later. 


Construction  of  Largest  Drydock  Will 
Require  Use  of  Varied  Plant 

The  new  South  Boston  drydock  is  to 
be  the  largest  in  the  country,  being  1200 
ft.  by  149  ft.  in  over-all  dimensions.  A 
wide  variety  of  plant,  including  cable- 
ways,  locomotive  cranes,  compressor 
plant  for  drills,  mixing  plants,  a  variety 
of  floating  plant,  and,  indeed,  about 
everything  but  steam  shovels,  will  be 
used  by  the  Holbrook,  Cabot  &  Rollins 
Corporation  in  carrying  otit  the  contract. 

A  dredge  is  already  at  work  on  the 
site  of  the  dock  proper,  and  Morris  & 
Cummins,  of  New  York,  who  have  this 
part  of  the  work  or  a  sub-contract,  are 
expected  to  bring  up  one  of  the  biggest 
dredges  on  the  Atlantic  coast  which  can 
handle  150,000  cu.  yds.  of  material  per 
month,  and  which  will  make  short  work 
of  the  450,000  cu.  yds.  to  be  dredged  from 
the  dock  site  proper  and  dumped  at  sea. 

Two  large  areas  of  land,  between 
which  lies  the  site  of  the  dock  and  ap- 
proach channel,  have  already  been  made 
by  filling  in  between  recently  construct- 
ed bulkheads.  The  balance  of  this  fill 
will  be  made,  after  the  dock  is  finished, 
from  the  material  dredged  out  of  the 
approach  channel.  This  material  will 
also  be  used  to  complete  the  fill  be- 
tween the  bulkheads  and  the  dock  walls, 
after  a  heavy  bank  riprap  to  be  excavated 
from  the  dock  floor  has  been  placed 
around  the  outside  of  the  walls. 

About  85,000  cu.  yds.  of  rock  must  be 
excavated  all  over  the  dock  floor.  Con- 
siderable saving  has  been  efifected  in  the 
design  by  the  plan  of  excavating  be- 
neath the  walls  only  enough  to  secure  a 
solid  foundation,  a  sloping  blanket  of 
concrete  joining  the  toe  of  each  wall 
to  the  floor  concrete  of  the  dock. 

The  Directors  of  the  Port  of  Boston 
designed  the  dock  and  will  supervise  its 
construction.  Edward  F.  McSweeney  is 
chairman  and  Roert  E.  Barrett  chief  en- 
gineer. DeWitt  C.  Webb,  civil  engineer, 
U.  S.  N.,  has  been  detailed  by  the  Navy 
Department  at  the  request  of  the  Boston 
))oard  to  assist  in  the  design  and  super- 
vision of  the  work. 

The  contractors  will  spend  the  time 
until  the  dock  site  is  dredged  assembling 
plant.  Then  a  cofiferdam  will  be  thrown 
across  the  lower  end  of  the  site  as  in- 
dicated, and  the  water  pumped  out. 
Active  work  on  removing  the  rock  will 
not  start  before  the  middle  of  next  spring. 
The  work  is  under  the  direction  of  Mr. 
Rollins,  of  the  contracting  firm,  but  the 
name  of  the  man  who  will  have  direct 
charge  of  the  construction  has  not  yet 
been  given  out. 


Tenders  and  For  Sale  Department 


TENDER 
Annual  City  Supplies 


Sealed  tenrleis  will  be  received  by  the  under- 
sifnucl,  addressed  to  Chester  S.  Walters.  Esq., 
:Mayor,  chainnan  Board  of  Control,  City  HalJ. 
Uainiltoii.  Ont..  up  to  five  o'clock  p.m.  on  Wed- 
nesday. March  1st,  1916,  for  supplying  the  Coi- 
poration  of  tlie  City  of  Hamilton  with  the  fol- 
liivving  ;  - 

Onient;  Broken  Stone  and  Screenings;  Lime- 
stone lJust;  .\sphalt;  Asphalt  Sand;  Sand 
and  C.ravel;  N'itrihed  Brick;  Creosoted  Wood- 
en Blocks;  Lumber;  Sewer  Pipe;  Sewer 
Brick;  Lime;  Castings  (Ordinary  and  Spe- 
cial); Iron  Pipe;  Hydrants;  Valves;  Ex- 
tension Boxes;  Lead  Pipe;  Pig  Lead;  Rub- 
ber Hose;  Rubber  Boots;  Road  Oil;  Lubri- 
cating Oil;  Flux;  Fuel  Oil;  Coal  Oil;  Gaso- 
line; Concrete  and  Garbage  Duck  Covers; 
liass  P.rooms;  Sectional  Sweepers;  Brass 
Work,  including  ordinary  and  special  brass 
castings  for  Water  Department;  Hardware. 
Tenders  to  be  on  forms  supplied,  and  plainly 
inarked  on  the  outside  "Tender  for  Cement,"  or 
as  the  case  may  be. 

Sjiecilications  and  form  of  tender  for  all  of 
the  above  can  be  obtained  at  the  office  of  the 
City   ICngineer,   Hamilton,  Ont. 

A  marked  cheque  for  10  per  cent,  of  the  amount 
of  tender  (unless  otherwise  stated  in  specifica- 
tions), payable  to  W.  R.  Leckie,  City  Treasurer, 
must  accompany  each  tender,  which  will  be  for- 
feited should  the  tenderer  and  his  sureties  fail 
to  execute  contract  within  four  days  after  no- 
tice of  acceptance  by  the  City. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. _ 
S.  H.  KENT, 

City  Clerk. 

TIaniilton,  January  28th,  lOlfi.  5 


Separate  scaled  tenders,  addressed  to  the  un- 
rlersigned,  will  be  received  at  this  office  until  4 
p  m  ,  on  Tuesday,  February  15,  1916,  for  the 
supply  of:  "Brooms  and  Brushes,"  "Chain, 
"Coal  "  "Hardware,"  "Hose,"  "Oils  and  Greases," 
"Packing,"  "Paint  and  Paint  Oils,"  "Manilla 
Rope,"  "Wire  Rope"  and  "Steam  Pipe,  Valves 
and  Fittings,"  for  the  requirements  of  the  De- 
partmental Dredging  Plant  in  Ontario  and  Que- 
bec during  the  fiscal  year  1916-1917. 

Each  tender  must  be  sent  in  a  separate  en- 
velope and  endorsed:  "Tender  for  Hardware,  On- 
tario and  Quebec,"  "Tender  for  Chain,  Ontario 
and  Quebec,"  etc.,  etc.,  as  the  case  may  be. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures. These  forms  can  be  obtained  at  the 
Department  of  Public  Works,  Ottawa. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honorable  the  Minister  of  Pub- 
lic Works,  for  amount  stated  in  form  of  tender, 
which  will  be  forfeited  if  the  person  tendering 
decline  to  enter  into  a  contract  when  called  upon 
to  do  so,  or  fail  to  complete  the  contract.  If 
the  tender  be  not  accepted  the  cheque  will  be 
returned. 

The  Department  docs  not  bind  itself  to  accept 
the  slowest  or  any  tender. 

By  order, 

R.  C.  DESROCIIERS, 

Department  of  Public  Works, 

Ottawa,  January  21,  1916. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
Department.-  90550.  4-5 


Secretary. 


Tenders  Wanted 


Sealed  tenders  for  all  trades,  with  the  excep- 
tion of  structural  steel,  in  connection  with  the 
erection  of  the  New  Princess  Theatre,  Toronto, 
will  be  received  until  5  p.m.,  Saturday,  February 
12,   1916,  at  the  office  of  the  vindersigned. 

Structural  steel  tenders  will  close  at  5  p.m., 
Saturday,  February  5,  1910. 

Tenders  to  be  submitted  on  forms  to  be  sup- 
plied. 

Plans  and  specifications  may  be  seen  at  the 
office  of  Charles  J.  Read,  Rooms  203-4  Con- 
federation Life  Building,  Toronto,  Ont. 


C.  HOWARD  CRANE,  Architect, 
CHARLES  J.  RE.-\D,  Associate  Architect. 


4-5-0 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Lock  Gates  at  East 
River  Lock,  N.S.,"  will  be  received  at  this  office 
until  4  p.m.,  on  Monday,  February  28,  1916,  for 
the  construction  of  Timber  I^ock  Gates  and  their 
equipment  for  the  East  River  Lock,  near  New 
(ilasgow,   Pictou  County,  N.S. 

Plans  and  forms  of  contract  can  be  seen  and 
specification  and  forms  of  tender  obtained  at  this 
ijepartment,  and  at  the  offices  of  the  District 
Engineers  at  Antigonish,  N.S. ;  Halifax,  N.S. ; 
Shaughnessy  Building,  Montreal,  P.Q. ;  Confed- 
eration Life  Building,  Toronto,  Ont.,  and  on 
application  to  the  Postmaster  at  New  Glasgow, 
N.S. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual 
signatures,  stating  their  occupations  and  places 
of  residence.  In  the  case  of  firms,  the  actual 
signature,  the  nature  of  the  occupation,  and 
place  of  residence  of  each  member  of  the  firm 
must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of 
Public  Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
lie  not  accepted  the  che<iue  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
tlie  lowest  or  any  tender. 

NOTE. — Blue  prints  can  be  obtained  at  the 
Department  of  Public  Works  by  depositing  an 
accepted  bank  cheque  for  the  sum  of  $20.00, 
made  i)ayable  to  the  order  of  the  Llonourable  the 
Minister  of  Public  Works,  which  will  be  re- 
turned if  the  intending  bidder  submit  a  regular 
bid. 

By  order, 

R.  C.  DESROCIIERS, 

.Secretary. 

Dcpaitnunt  of  Public  Works, 

Ottawa,  January  27,  1916. 

Nevvspapers  will  not  be  paid  for  this  advertise- 
iueiit  if  they  insert  it  without  authority  from  the 
Department.- -915S3.  5-C 


For  Sale 


Large  manufacturing  company  in  the  United 
States  specializing  in  concrete  machinery  wants 
to  sell  outright  a  full  set  of  drawings,  patterns, 
and  other  information  in  reference  to  building 
and  marketing  concrete  mixers.  Good  oppor- 
tunity for  Canadian  manufacturer.  Box  290, 
Contract  Record  and  Engineering  Review,  To- 
ronto, Ont.  4-6 


POSITIONS  VACANT 


CXTV  ENGINEER  WANTED.— Applications 
for  position  of  city  engineer  will  be  received  tintil 
March  1st,  1916.  Salary,  .$1,800  per  annum.  Send 
coi>ies,  not  originals,  of  references,  etc.  Tos. 
McC.n  tney.   City   Clerk,   Gait,  Ont. 


AGENTS  WANTED 


Canadian  sales  agents  wanted  by  large  com- 
pany manufacturing  road  making  and  contractors' 
machinery.  Box  297,  Contract  Record  and  En- 
gineering  Review,   Toronto,   Ont.  4-7 


Late  News  Items 

Amherstburg,  Ont. 

The  Town  Council  have  instructeii 
Mayor  Auld  to  secure  prices  on  the  sup- 
ply of  a  switchboard  and  transformers. 

« 

Hamilton,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  5  p.m.,  March  1st,  on  the  sup- 
ply of  materials  for  building,  roadways 
and  waterworks  construction.  Specifica- 
tions at  office  of  the  City  Engineer. 

London,  Ont. 

The  City  Council  propose  to  lay  a 
large  number  of  pavements  this  season, 
at  an  approximate  cost  of  $75,000.  En- 
gineer, H.  A.  Brazier. 

Plans  are  being  prepared  for  remodel- 
ling the  Hall  of  the  Salvation  Army. 
Work  will  include  a  new  front,  metal  ceil- 
ings, boilers  for  steam  heating  and  seat- 
ing. Architect,  Brigadier  G.  Miller,  .Al- 
bert Street,  Toronto.  Approximate  cost, 
$15,000. 

The  Hydro  Commissioners  propose  to 
spend  $12,000  on  the  purchase  of  meters 
and  other  devices  and  to  construct  steel 
towers,  wires  and  cables  at  an  estimated 
cost  of  $34,000.  General  manager,  E.  \'. 
Buchanan. 

Montreal,  Que. 

Fire  has  destroyed  the  business  block 
at  338-343  St.  James  Street.  Loss,  $8,000. 
The  owners  are  an  Estate  in  England 
and  nothing  will  be  done  until  word  is 
received  from  them. 

Tenders  on  the  supply  of  round  olin, 
round  maple,  douglas  fir  and  hemlock 
railway  ties  will  be  received  until  noon. 
February  10th,  by  the  Secretary  to  the 
Harbor  Commission,  David  Sheath,  t>7 
Common  Street.  Specifications  at  office 
of  the  Engineer,  F.  \V.  Cowie. 

The  general  contract  for  the  erection 
(if  a  residence  on  Marlowe  Street  for 
A.  H.  Brittain,  3  St.  Nicholas  Street,  has 
been  awarded  to  Anglin's  Limited,  05 
\'ictoria  Street,  and  work  has  been  start- 
ed.    Brick  construction. 

Ottawa,  Ont. 

The  Department  of  Public  Works  have 
let  the  contract  for  the  construction  of 
a  retaining  wall  and  other  works  in  con- 
nection with  the  Customs  Building  lo 
P.  Lyall  &  Sons  Construction  Company, 
Limited,  130  St.  James  Street,  Montreal. 
.■Approximate  cost,  $33,630. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 

T^HIS  Pump  is  hydraulically  balanced  against  end 
-■-  thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS^  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Furilier  ey/ideng&ofihe  fire^dsispnq 
proper fies  of  Eyerlasfinq  Concre^^ 


Photograph  of  the 
fourth  floor  of  the 
Read  Building 
after  the  big  fire  of 
November  5th. 


One  of  the  severest  tests  on  record  of 
concrete  fireproof  construction  was  that 
of  the  Read  Building  fire. 

That  part  of  the  4th  floor,  occupied  by  the 
United  Photographic  Stores,  was  a  seeth- 
ing furnacevand  was  completely  gutted. 

29  streams  were  played  for  IJ  hours  before  fire  was 
under  control,  yet  there  was  no  water  damage  on 
any  of  the  lower  floors  and  only  smoke  damage  and 
broken  windows  on  any  other  floor.  All  occupants  of  the  building, 
except  the  U.  P.  S.,  were  doin:,  business  the  following  day. 

A  careful  examination  showed  that  the  concrete  suffered  no  damage 
whatever. 

Engineers,  Architects  and  Contractors  interested  in  the  fire- 
proof qualities  of  concrete  can  obtain  complete  facts  and  figures 
by  addressing 

Canada  Cement 

Company  Limited 

781  Herald  Building 
Montreal 


Visit  the  Road  Congress,  Sohmer  Park,  Montreal,  March  6th  to  10th,  inclusive 


^^The  National  Authority  on  Wiring  and  Construction" 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 


Over  359,400  Sold 


22nd  Year 


By  H.  C.  Gushing  Jr. 

Fellotv  American  Instiiutt  o/  Electrical  Engineers;  formerly 
Electrical  Inspector Jor  Boston  Board  of  Fire  Underwriters, 
and  Underwriters'  Tariff  Association  oj  New  York. 


22nd  Edition 


1916  Standard  Wiring 

Officially  adopted  by  the  National  Electric  Light  Acsociation. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recominended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  it  is  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord- 
ance with  every  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.   The  1916  Edition  has  been  completely 
revised  from  the  first  to  the  last  page,  and  contains  new  illustrations,  tables  and 
diagrams  in  accordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pages  on  House  Wiring. 

"It  settle*  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  any  address, 
postpaid,  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,     347  Adelaide  street  west,       Toronto,  Canada 

"The  Best  Book  on  Wiring  Ever  Produced"— E.  T.  BlB»SALL,  M.E.,  A.I.E.E. 
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The  manufacture  of  ornamental 
concrete  products  is  a  profitable 
end  of  every  up-to-date  and  pro- 
gressive concrete  products  plant. 
Get  our  Ornamental  Mold  cata- 
alogue  and  prices  on  our  Plain 
and  Fluted  Columns,  Capitals, 
Spindles,  Lawn  Vases,  Gate 
Piers,  Balls,  etc. 

We  manufacture  a  complete  line 
of  Concrete  Machinery,  includ- 
ing Mixers,  Block  Machines, 
Brick  Machines,  Automatic 
Tampers,  etc. 


Ideal   Concrete    Machinery   Co.,  Limited 


Windtor, 


Dept.  B 


Ontario 


STANDARD 

Wires  and  Cables 


Bare  Copper.  Brass  and  Bronze  Wires 
Standard  (_;.("!. 0.  Wire  (Colonial  Copper  Cladj 
Weatherproof  Wire,  Rubber  Insulated  Wire 
Varnished  Cambric  Cables 
Fibre,  Paper  and  Rubber  Leaded  Cables 
Armored  Cables  of  all  kinds 
Cable  Terminals,  Junction  Boxes,  etc. 

For  further  infoimali07i  7vrHe  our  veai  est  office. 

Standard  Underground  Cable  Co.  of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  (juc.  Winnipeg,  Man.  Seattle,  Wasli. 


"KINGSTON"  Qams  and  Grab  Buckets 


Combine  simplicity  and  solidity 
of  construction  with  strength  of 
material  making  them  suitable  for 
all  classes  of  construction.  Where 
difficult  material  is  to  be  hanJled 
and  continuous  operation  essential 
the  "Kingston"  will  prove  reliable 
and  efficient. 

Write  for  our 
Catalogue 

Manufactured  by 

Rose,  Downs  &  Thompson,  Ltd. 

.  Hull,  England 

Dcsigner-s  and  Manufacturers  of 

Dredging  and  Oil  Mill  Machinery 

CANADIAN  REPRESENTATIVES: 

R.E.  CLEATON  CO.,  227  Coristine  BIdg.,  Montreal 


Tenders 

A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


GOODWIN.BARSBY&  05  LEICESTER  ENG. 
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Nova  Scotia  Steel  &  Coal  Company^  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydrauHc  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  ''Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  ''Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


Head  Office 


For  Prices  and  Particulars  Apply  to 

New  Glasgow,  N.  S. 


Turnbull 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


Tie  Turnbull  Elevator 

Mfg.  Company 

TORONTO,  ONT. 


February  3,  191G 
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ENCIL 

FRE  E 

pNGINEERS  and 
draftsmen  use  Veims 
Pencils  because  they  are 
smooth,  dependable  and  true  to  degrees 
specified. 

Venus  Pencils  are  their  own  best  adver- 
tisement, and  for  this  reason  we  have  pre- 
pared the  box  of  nine  short  samples,  here 
illustrated,  which  willbesent  with  holder. 

l/etni  c 's  made  in  17  degrees  from  6B  softest 
venu^  and  blackest  to  9H  hardest. 

The  technical  man  should  write  on  his 
letter  head  for  this  set  of  samples  tree. 

American  Lead  Pencil  Co. 

236  Fifth  Ave.,  New  York 

and  Clapton,  London,  Eng. 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreal 


SUPERIOR  IN  EVERY  DETAIL 


Ric-wiL 

MethoD  of  Insulat- 
ing Underground 
Steam  and  Hot 
Water  Pipes. 

GET  A  CATALOG 
Tile  RiC  'WiL  Underground  Pipe  Covering  Co.  Cleveland,  Ohio 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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BOOKS 


for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lislied  in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915   by   McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  .(Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.    Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  •  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.    50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  189G 
by  John  Wiley  &  Sons,  276  pages,  illustrated.  Price 
$1.0e. 

« 

Sanitation  of  Public  Buildings,  by  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages. 
Price  50  cents. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

I  In-  I  lieciry  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
liages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
liany.     843  pages,  illustrated.     Price  $5.00.  . 
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347  Adelaide  St.  West,  Toronto,  Ont. 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
haiilino-  and  extending-  of  many  waterworks 
.sy  stems  throughout  Canada- 

We  are  looking  forward  to  considerable 
I)usiness  in  Waterworks  Valves  and 
1  lydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  l^e  avoided,  and  the  work  done  in 
seasduablc  weather  and  when  hQ\n  is  avail- 
aide. 

May  we  have  }'()ur  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  ])e  avoided  if  at  all  jxissiblc,  and  IT  IS 
I'OSSTP.LE. 


The  Kerr  Engine  Co.,  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


Another  Triumph 

A  Ford  Meter  Tester 
for  $45 


The  "Baby"  Ford  is  a 
real  triumph,  for  it  pos- 
sesses all  the  high  quality 
of  every  Ford  product. 
The  secret  of  the  low  price 
is  due  to  the  simplicity  of 
construction.  This  sim- 
plicity enables  you  to  test 
your  meters  rapidly  and 
accurately.  That  means 
time  and  money  saved. 
The  "Baby"  Ford  elimin- 
ates troublesome  fittings, 
hose  and  other  useless 
contraptions. 

The  "Baby"  Ford  will 
pay  for  itself  in  increased 
water  receipts.  Let  us 
show  you. 

Write  for  details  now. 

The  Ford  Meter 
Box  Co. 

Wabash,  Ind. 


Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

Brands 

provide  a  type  for  every  kind  of  furnace 

FIRE  BRICK 

Our  booklet  "  Refractory  Efficiency  En- 
gineering "  detailing  shapes  and  sizes 
will  be  sent  on  request. 

Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 


Federal  Life  Building. 


HAMILTON,  ONT. 


Why— 
Oh,  Why? 


Why  is  there  danger  in  specifying  "Stand- 
dard  Gauge  "  when  ordering  sheet  metal? 

Why  did  the  "old  time  iron  sheets"  last  so  long? 

Why  do  ordinary  steel  and  iron  sheets  of  today  cor- 
rode so  quickly? 

Why  does  some  sheet  metal  break  in  forming? 

Why  is  some  sheet  metal  made  in  an  Open  Hearth 
Furnace  and  other  in  a  Bessemer  Furnace? 

Why  is  sheet  metal  annealed? 

These  questions  and  many  others  equally  perplex- 
ing are  answered  in  the  "Sheet  Metal  Primer"  a 
book  for  the  sophisticated  as  well  as  for  the  unso- 
phisticated. 

If  you  have  never  seen  sheet  metal  made  here's  a 
book  that  is  as  good  as  a  trip  through  a  rolling  mill. 
And  even  if  you  have  been  through  a  rolling  mill, 
this  book  will  throw  a  light  on  some  of  the  things 
you  saw  but  which  you  could  not  understand. 

Every  user  of  sheet  metal  can  procure  a  copy  with- 
out cost  or  obligation. 


Simply  sign  —  Tear  off — Mai 


THE  PEDLAR  PEOPLE  LTD. 
OSHAWA,  ONT. 


Send  me  without  cost  or  obligation 
a  copy  of  the  "Sheet  Metal  Primer" 


Name 


Firm 


Address 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 
Write  for  catalog  of  our  con- 
'■•jju.i.'*'  tractors'   hoists,   swinging  engines, 

motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Sales  Offices 
Welland  -  Ontario 

Cobalt  -  Ontario 

7  Bank  Street  Chambers 

Ottawa 
417  New  Birks  Buildins 
Montreal 


STANDARD  STEEL 


Beam* — Channels 
Angles— Plates 

Always  in  Stock      CONSTRUCTION  CO. 

Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


UMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality- 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515— M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,   Office  North  |^     Evenings.  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(Manufacturer*  of  Enameled  Brick  exclutirely) 

1182  Broadway,   New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  _  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

When  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works :  Aurora,  III. 
Chicago  Office :  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,    Clancy   &    Grindley,    Ltd.,    Edmonton  and 
Calgary. 

B.  "C.  Equipment  Co.,  Vancouver,  B.  C. 


Neptune  Meter  Co. 

Manufacturers  of  the 
well-known 


TRIDENT 
Frost  N^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


MfelaUi 

Building  Materic 


Metallic  Ceilings  Make 
Profitable  Business 

We  give  you  splendid  assistance  in  getting  the 
Metallic  Ceiling  business.  And  there's  a  lot  of 
it  about,  for  METALLIC  CEILINGS  and 
WALLS  are  handsome,  durable,  sanitary, 
easily  cleaned  and  FIRE  PROOF.  We  have 
attractive  illustrated  pamphlets  ready  for  you  to 
send  to  every  customer  and  every  possible  prospect 
in  your  neighborhood.    Write  us  to-day. 

Write  us  today  for  catalogue  and  prices. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturers  Winnipeg 


iSlllLliUlLiiiMu 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-bai  rel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto ; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.15;  1-in.,  $1.20;  Vg-in., 
$1.20;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 68c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft,, 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29:  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,»$27;  No. 
1  pine  decking  D  2  S,  $28;  spruce  decking, 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.,S5;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 


Dimension  Timber  CR.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  10,  $:JS.00;  10  x  16, 
12  X  10,  It;  X  ]<;,  14  X  IS,  IK  x  IS,  20  X  20, 
.i;:!S..-)0 ;  12  X  IS,  IS  X  20.  .<t;;i!l.(l(l;  10  X  IS, 
12  X  20,  14  X  20,  1(>  X  20,  .•);4(l.(l0.  These 
jirices  apply  to  82  ft.  lengths;  .'!2  to  .'!.'')  ft, 
$1.00  per  thousand  extra;  30  to  40  ft.  .$2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections  $3.00;  small 
sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3,60-$3.10  per 
100  lbs.;  %  in.,  5/16  in.  and  H  in.,  $2.75 
per  100  lbs.;  gauge  plates.  No.  10,  $3.10, 
No.  12,  $3.15,  No.  14,  $3.05  per  100  lbs.; 

black  American  bessamer  plates,  28  gauge, 
^.3.35  per  100  lbs. 


Galvanized  iron — 28  gauge  $5,25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4in.  $.34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $.32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal.;  red  lead, 
dry,    $10    per    100    lbs.;    putty    in  bulk, 
$3.50  per  100  lbs.;  in  100-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs.;  steel 
sash  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  86c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00    steam    car    load    lots,  including 

sacks. 

Lime — Hydrated,  $12  per  ton;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
fiOc;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42  in.  $3;  48-in.  $4.20. 

CRUSHED   STONE,    SAND,   AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  H-in.,  $1.65;  ^  in., 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  2.3.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each  ;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft.;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  $6.26;  14-foot,  single  $6.20, 
double  $6.80;  16-foot,  single  $6.74,  double 
$7.34;  18-foot,  single  $7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82.  double  $11.42; 
30-foot,  single  $11.67,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles— 3-in.  x  3  in.  and  up,  $3.00.  1  in. 
X  1  in.  X  ^  in.,  25c.  extra;  J4  in.  x  J4  in. 
X  '/i  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $2.75.  Circular  plates — 
Flanere  quality,  30  in.  dimensions  and  over, 
$3.25;  under  30  in.  dimensions,  $3,50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  ,$3.55; 
35  lbs.  per  yd.  and  over,  $3.()0;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4.10 ;  28  gauge,  $3.76  per  »q.  net  cash.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 

gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each,  75c,  $1,20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
21/2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon,, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6  00,  $8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $6.50  per  ton.  Plaster  of 
Fans — $1.65  per  bbl.  Rope — Best  Manilla, 
16c  basis  per  pound;  British  manilla,  13J4c 
basis;  African  hemp,  13j4c;  sisal  rope,  llj^c 
basis;  lath  yarn.  1034c.  Boiled  linseed  oil — • 
in  barrels,  $1.02^4  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED    STONE,    SAND,   AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-i";  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del. 
south  of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel— Per  yd.,  delivered,  $1.85. 
Crushed  Granite — I'A  and  2-in.,  $2.65;  ^-in.  and 
1-in.,  $2.90;  J^-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  x  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554 -in.  ditto,  $4.40 ;_  8-in.  pine  base,  $6; 
lO  in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles- No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $6.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per  100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  58) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY.  N.  S. 
MONTREAL.  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM.  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Paiar  Brand" 


Hardwall  Plaster,     Cement  Plaster 
Land  Plaster,  Whitewall  Finish,  Plaster  of  Paris 

For  the  best  results  from  gypsum  products — specify  *'Pillar  Brand."  This 
brand  of  hardwall  plaster  is  mixed  with  the  highest  grade  goat  and  cattle  hair, 
thoroughly  washed  and  specially  prepared.  It  makes  a  hard,  clean,  sub- 
stantial wall. 

"Pillar  Brand"  plasters  are  noted  for  their  whiteness,  quick  setting  qualities 
and  hardness. 

Shipments  by  rail  or  water. 

Write  us  for  prices. 

The  lona  Gypsum  Co.,  Limited 

Head  Office,  Sydney,  N.  S.  Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  <  56' 

SEWER  PIPE 
Sewer  Pipe — Wliolesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
IG  cents;  6  in.,  IS^/i  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in,,  75  cents;  18  in.,  $1.00;  20  in.. 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton ;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
251b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house ;  $9  to  $11  in  car  lots  f.o.b.  Van- 
couver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Crushed  stotie— 2-in.,  $1.40;  1-in.,  $1.50;  H-in., 
$1.50,  all  f.o.b.  scows. 

Sand — Brick  and  plaster  sand  $1  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20.  8  X  20,  $13  to  $15  squares. 

Common  fir.  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet. 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding.  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding.  $25;  No.  .1  XXX.  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —   (round  and  square  bars)   $2.90  base ; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions $3.75  to  $4.50. 

Galvanized  iron —  28  gauge,  $6.25  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $3.95  per  100 
lbs. 

Steel  channels  and  beams,  angles  and  plates — 

$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  12yic  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
AIca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster— $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
liyic  basis;  sisal  rope,  12}4c  basis. 

PAINTS  AND  OILS 
Mixed  paint — per  gal..  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $11.30  to  $14.25  per 
100  lbs. 

Boiled  linseed  oil — in  bbls..  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal.;  red  lead 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-Ib  tins,  $3.65;  tur- 
pentine, in  bbls..  $1.05. 


Jambs  Thomson,  Presidant. 


J.  G.  Allan,  Vice-President. 


Jambs  A,  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manafacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter 

for  Water,  Gas,  Culvert  and  Sewer 


HAMILTON,  ONT. 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  IRON  PIPE 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castin^rs 
of  all  kinds,  MoorinsT  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  V  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

PJain  and  Galvanized 

Prompt  Shipment  from  Stock 


Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


'iriii'JSiyBliiF™'-'-----  ijiiSriC^'^^ 

Clams  for  excavating  and  rehandling         Steel  Leg  Derricks 
Sizes  14  yd.  upwards  Capacity  5  to  50  tons. 

M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELLAND,  ONT. 

Toronto  Office: — 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS   St.  John,  N.B. 

KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipeg, Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  IJisposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


The  John  Gait 
Engineering  Co.,  Ltd. 


Consulting,  Civil  and 

Sanitary  Engineers 

General  Municipal  Engineering 

Waterworks,  Sewerage 
and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Spec 


ialties:  -| 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
11!^   Gosford  St.  MONTREAL 


Power  &  Son, 


Architects  and  Building  Surveyors 

Merchant*  Bank  Chambers, 

Kingston,  Canada 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineem, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WOfiK 
LARGE  OR  SMALL," 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
QARBAOE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 


Flione 
Main  904-905 


Office  and  Works : 
62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consultinn  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industricil  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


jmma.  copyrights  &_nFTO 


STANLEY  LIGHTFOOT 

RCC'D  PATENT  SOLICITOR  AND  ATTOKNIY 

LUMSDEN   BLDG.("Jy'^^i") TORONTO. 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto, 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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All  that  is  left  of 
the  tar  kettle  gang 


On  hundreds  of  big"  contracts  one  common 
laborer  now  does  all  the  work  formerly  done 
by  a  gang-  of  half  dozen  or  more  men  and  a 
foreman — and  does  it  better — by  using 


This  man  takes  the  sections  of  ELASTITE 
as  they  are  delivered  direct  from  our  factory 
to  the  job.  He  sets  them  against  the  curb 
and  the  pavers  lay  their  materials  flush  against 
them.  When  the  job  is  grouted  the  bond  is 
complete  and  the  job  is  done. 

Write  today  for  sample  and  literature.   Address:  ELASTITE  DEPT. 

The  Philip  Carey  Company 

Winnipeg  Toronto  Montreal 


The  Maritime  Bridge 

Company,  Limited 


Successors  to 


Wm.  P.  McNeil  &  Company,  Limited 


Manufacturers  of 


Bridges — Steel  Buildings 
Roof  Trusses— Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,00n  gallons.    149  feet  to  top 
120,000     '*         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Dcs  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 


Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connedlions.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 


What  are  you  doing 
toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

It  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 


Canadian  Return  Bend  Heater 


Our  Catalogue  ig8-i 2 gives  full  information 
about  heating  systems  in  general  and  the 
Canadian  Fan  System  in  particular.  Write 
for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin  Ontario 


St.  Jolin 


Montreal 


Toronto 


Winnipeg 


Vancouver 


DUMP  CARS 

Made  to  dump  both  sides,  both  ends,  or  all  round. 
Ail  sizes  and  designs.    Steel  Construction. 


Mine  Cars 


Industrial  Cars 


The  side  dump  car,  U  or  V  shaped,  or  constructed  as  shown  above, 
offers  many  advantages  over  other  styles  for  brickyards,  contracting 
work,  sand  pits,  mines,  and  industrial  purposes.  Made  with  chilled 
semi-steel  wheels,  cold  rolled  steel  axles,  high  carbon  roller  bearings  in 
dust  proof  boxes. 

BRICK  MAKING  MACHINERY  of  all  kinds.  Special  attention 
paid  to  AUTOMATIC  CUTTERS  and  the  equipment  of  brickyards 
with  ARTIFICIAL  DRYERS. 

B.  E.  BECHTEL,    Waterloo,  Ont. 

(Successor  to  Bechtels  Limited) 


Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 
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"Peerless" 

Form  Clamps 

For  walls,  columns  or  pattern  work  of  any  size  and 
description  Peerless  Form  Clamps  will  be  found  a 
great  labor  saving-  device.  Once  in  place  they  are 
there  to  stay.  The  small  illustration  shows  the  three 
simple* casting's  that  comprise  the  Peerless.  The 
larger  cut  shows  a  wall  29  feet  6  in.  high  poured  in  a 
single  day.  The  forms  are  tied  throughout  with 
Peerless  Form  Clamps. 

WRITE  US.  AGENTS  WANTED. 

Peerless  Form  Clamp  Co. 

407  N.  8th  St.,  St.  Louis,  Mo. 
Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 
Sales  Agents  for  City  of  Winnipeg  and  Provinces  of  Ontario,  Quebec,  New  Brunswick  and  Nova  Scotia 


.'4 


A  1  ' 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 

Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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Ammunition  Box  Handles 

Approved  by  the  Shell  Committee 
and  "  Made  In  Canada  *'  from 

"  DOMINION "    WIRE  ROPE 

We  are  the  Originators  of 

The  Marline  Covered  Hand  Grip 

QUICK  SHIPMENT 

The  Dominion  Wire  Rope  Company,  Limited,  Montreal 


"  Marion  " 


Steam 
Shovels  & 
Ditchers 


"Industrial"  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
install  an  "  Industrial 
Works. " 


"  Ransome  " 


We  supply  "  Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors. —  All  sizes.  — All 
styles. 


"Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


"  Napanee  " 

Hoisting  Engines    Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:-St.  Catharines,  Ont. 


Vol.  30  Toronto,  February  9,  1916  No.  6 


Continuous  Wood  Stave  Pipe 

Wire  Wound  Wood  Pipe,  Wooden  Tanks 
Silos,  Creosoted  Wood  Conduit 
for  Underground  Cables 


A  Recent  Installation— 72  in.  Inside  Diameter  Continuous  Wood  Stave  Pipe  for  310  ft.  Head. 

Wood  Pipe  and  Tanks  made  in  all  sizes— for  Municipal,  Minin^^,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 

Alphabetical  Index  of  Advertisers,  Pa^e  16      Classified  Directory  to  Advertisements,  Page  6 
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Steel  Plate  Work 


Heavy 

and 

Light 
Forgings 


Oxy-Acetylene  Welding  and  Cutting 


Jobbing 
Machine 
Shop 


A  section  of  Toronto's  New  Intake 


Thor  Iron  Works,  Limited 


Foot  of  Bathurst  Street 


TORONTO,  ONT. 


Illustration  shows  a  motor  truck  heavily- 
laden  with  Mimico  Sewer  Pipe  and  some 
other  freight.  Note  that  the  weight  o!  the 
truck  rests  mainly  on  a  very  thinly  covered 
section  of  Mimico  Segment  Block.  Prices 
and  details  upon  request. 


Tried,  Tested 
TRUE 

It  is  not  an  untried  theory  we  are  bringing 
to  your  notice,  but  the  product  of  hard- 
headed,  practical  engineers,  who  know 
their  business  from  A  to  Z. 

MIMICO 

VITRIFIED,  SEGMENT 

Sewer  Blocks 

(Pat.  Applied  for) 

have  been  tried  and  tested  by  men  like  yourself,  and  have  be^  found  absolutely  true 
— the  very  last  word  in  sewer  construction. 

They  have  the  greatest  strength,  highest  efficiency,  are  the  easiest  laid  and  cost  less 
than  any  other  segment  sewer  block  made. 

Let  us  tell  you  more  about  them  and  quote 
you  prices.  Write 

Ontario  Sewer  Pipe  Company,  Limited 

Makers  of  the  famous  "Mimico  Brand"  sewer  pipe,  4  to  24  in  stock. 

MIMICO         -  ONTARIO 
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The  Higher  Cost 
of  Paying  Less 


There  are  two  costs  to  every  article— purchase 
cost  and  service  cost.  One  gives  you  ownership. 
The  other  gives  you  results. 

And  an  article  is  of  value  only  in  proportion  to 
its  ability  to  give  Service. 

This  applies  to  rubber  goods,  as  well  as  to  all 
other  merchandise. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our 
prices  are  right.    Let  us  show  you  what  we  can  do. 


IT  IS  OUR  DESIRE  TO  SERVE  YOU 


Canadian  Consolidated 
^  Rubber  Co.,  Limited 

1  Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.26. 


^^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  and 
Cement  Workins  Tools. 
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ENGINEERS  WANT  WIRE-CUT-LUG 

Experience  and  Observation  liave  Convinced  Eminent  City  and  County  Engineers  of  the 
Superiority  of  Wire-Cut-Lug  Paving  Brick. 

READ  THESE  TESTIMONIALS  : 

Mr.  R.  Keith  Compton,   Chairman  of  the  Paving  Commission,  of  Baltimore,  which  city  is  repaying  all  its  streets  and 
alleys,  said  on  April  6th:  .......  ,  ,  , 

"Wire-Cut-Lug  block  have  given  entire  satisfaction  in  this  city.     We  have  used  the  same  on  the  majority  of 
our  brick  streets  since  the  early  part  of  1913.     At  this  time  we  are  using  Wire-Cut-Lug  almost  exclusively." 
Wm.  M.  Acheson,  Division  Engineer,  New  York  State  Highway  Department,  with  headquarters  at  Buffalo,  on  April  12th 

"        "Dunn  Wire-Cut-Lug  brick  used  on  work  in  this  Division  has   given   satisfactory   service — both   from  a  con- 
struction and  wearing  standpoint."  .  ,  ,         ,  .  . 
Niagara  and  Erie  Counties,  New  York,  which  are  in  Mr.  Acheson  s  Division,  have  nearly  two  hundred  miles  of  brick 
pavements.                                                                                     .      .        ,  ,  ,  _ 

Mr.  D.  Moomaw,  Road  Engineer  of  Cuyahoga  County,  Ohio,  in  which  County  there  are  three  hundred  miles  of  brick 
pavements,  says  under  date  of  April  5th:  ^     ^       ,   .  , 

"Brick   roads  in   Cuyahoga   County   are   now   being  constructed  largely  of  Wire-Cut-Lug  brick  I 

am  convinced  of  the  superiority  of  Wire-Cut-Lug  brick  over  repressed.     By  having  the  more  suitable  bonding  sur- 
face on  the  sides  of  the  Wire-Cut-Lug  brick  the  cement  grout  filled  pavement  produces    a   wearing    surface  of 
much  greater  slab  strength  than  we  have  formerly  obtained." 
Mr.  W.  A.   Stinchcomb,   County   Engineer,   of  Cuyahoga  County,  Ohio,  says: 

"As  to  our  experience  with  Dunn  Wire-Cut-Lug  brick  I  wish  to  state  that  it  has  been  very  satisfactory.  In 
fact,  we  have  encouraged  contractors  on  work  that  was  let  before  the  Wire-Cut-Lug  brick  came  on  the  market, 
to  substitute  Wire-Cut-Lug  for  the  repressed.  Our  experience  is  that  we  are  able  to  prepare  a  much  better  bond 
by  the  use  of  this  brick  than  with  the  repressed." 

Mr.  D.  R.  Lyman,  Chief  Engineer,  Louisville,  Ky.,  writes:  .  . 

"We  have  been  laying  Wire-Cut-Lug  vitrified  block  in  Louisville  for  about  two  years  and  are  very  well 
pleased  with  results  obtained.  We  have  always  used  cement  filler  with  Wire-Cut-Lug  blocks  and  in  this  class  of 
construction  I  think  Wire-Cut-Lug  blocks  are  superior  to  repressed  blocks  on  account  of  the  square  edges  and 
better  density.  In  general  we  have  secured  better  results  with  Wire-Cut-Lug  blocks  tlian  with  repressed 
blocks  and  I  hope  we  will  be  in  a  position  to  lay  a  greater  yardage  of  Wire-Cut-Lug  blocks  in  the  future." 

Twenty-nine  independent  competing  companies,  operating  forty-six  plants  and  having  an  aggregate  annual 
productive  capacity  of  500,000,000  10-pound  brick,  make  Wire-Cut-Lug  paving  brick. 


Corry  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville   Brick  Company,  Danville,  III. 
Clinton    Paving   Brick   Company,   Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman-Duty   Brick   Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 
Southern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 


Philadelphia,  Pa. 
.  Pa. 
Ohio. 


McAvoy  Vitrified  Brick  Company, 

Plant  at  Perkiomen  Junction,  fa. 
Windsor  Brick  Company,  Akron,  Oliio. 
Hocking  Valley   Brick   Company,   Columbus,  Ohio. 
Plant  at  Logan,  Ohio. 

J     1         n  r-  Veedersburg,  Ind. 

"    'ngfield.  111. 

Haute,  Ind. 


Albion  Vitrified  Brick  Co.,  Albion,  111. 
Alliance  Clay  Product  Company,  Alliance,  Ohic 
Westport   Paving  Brick  Company,   Baltimore,  i 
Mack  Manufacturing  Company,  New  Cumberland 
Four    nlants    at    New    Pnmhpi-la n^l  W 


Ohio. 

, , — ^ — ^.^  .^u....^   ^..^.k  ^vm^aiiji,   i-FtminiOre,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New   Cumberland,  W.Va. 
The  Hydraulic-Press  Brick   Company,  St.  Louis, 
Barr   Clay   ("ompany,   Streator,  HI. 

■»  n  -  n^nn,' n  r1      f^nmn^^nyr       O     n  1  ^  .t  f  ^       ZaneSvillC  O 


Mo. 


Burton-Townsend  Company,  2  plants, 

ible   -D-:-..   

  plan 

Thornton 


   ^end  Company,  2  plants,  Zanesville,  O. 

The  Trimble  Paving  Bricl<  Company,  Dayton,  Ohio 
One  plant  at  Trimble,  one  plant  at  Glouster,  O 
rnton  Fire  Brick  Company,  Clarksburg,  W.  Va 
Plant  at  Thornton,  W.  Va. 


WRITE  FOR  DATA 


Ohio. 


THE  DUNN  WIRE-CUT-LUG  BRICK  CO.  (Ucenso^)  Conneaut,  Ohio 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Architects'  Instruments 

Stanley   Company,   W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  .Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
.Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDoiigall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
15radford  Pressed  Brick  Co. 
North-Western  Terra  Cotta  Co. 


Brick  Dryers 
liechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

ISeatty  &  Sons,  M. 
Browning  Company 
(.leaton  Company,  R.  E. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  15. .  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
Dickson    Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard   Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  .Stone  Block  &  Machine  Co. 


Cement 

Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

Woodhouse  Chain  Company 

CJayworking  Machinery 
Bechtel,  B.  E. 


Coal  Chutes 

Manitoba  Bridge  &  Iron  Works. 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 


Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 


Concrete  Mixers  and  Appliances 
("anadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete   Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  II.  W.  Johns-Manville  Co. 
Conduits   Company,  Limited 
Uic-wil^    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
I'Vistcr,  W.  L. 


Contractors'   Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Eqviipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Meaford  Wheelbarrow  Company 


Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Jolins-Manville  Co. 
Metallic   Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian   Equipment  Company 
Crushed  Stone,  Limited 
Ilagersville   Contracting  Co. 


Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
(ioodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 

Damp   Proof  Coating 

Paterson   Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,   F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
(Jsgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineeiing 
Company 

Dredges 

Beatty  &  Sons,  M. 
Browning  Company 
('anadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Dsgond  Company 

Drills 

C^anadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,    B.  E. 

Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
.Slieldons  Limited 

Drying  Apparatus 

Stm  tevant  Co.  of  Can.,  Ltd,.  B.  F. 

Elastite 

Carey   Mfg.    Co.,  Philip 


Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 


Electric    Impulse  Clocks 
Gent   &  Company 


Elevator  Doors 

Ormsby  Company,  A.  B. 


Elevators 

Northern    Crane  Works 
Roelofson  Elevator  Works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo'ge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  11. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers   (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Gait   Engineering  Co.,  John 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 


Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

.Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

I'lalt  Iron  Works 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 
I'.lk  I'iie  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar   People  l^imited 
Trussed   Concrete  Steel  Co. 
(Continued  on   Page    8  ) 
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Molds  for  Casting 

Waterproof  Hollow 
Cement  Building  Blocks 

With  Granite  Faces 


THEY  COST  LESS 

YOU  SELL 


THEY  SELL  FOR  MORE 
MORE  OF  THEM 


8  X  8  z  24  inch  Granite  Rock  Face  Block 

By  a  new  process,  which  protects  the  facing,  while  the  block  is  being  cast,  we  eliminate  all  traces  of  cement  from  the  face  of  block, 
and  nothing  but  the  GENUINE  GRANITE  SHOWS  IN  ALL- ITS  SPARKLING  BEAUTY. 

These  cuts  show  blocks  just  as 
they  came  from  the  molds;  they  are 
not  treated  with  acid  or  scrtibbed 
witli  brush,  or  sprayed. 

We  challenge  the  whole  world 
to  show  lis  a  cement  block  made 
by  any  other  system,  at  any  cost, 
that  equals  these  blocks  for  beauty, 
strength,  quality  or  imperviousness 
to  heat,  cold,  or  moisture. 

Send  us  fifty  cents  and  we  will 
send,  freight  prepaid,  to  any  point 
in  Canada,  one  of  our  granite-faced 
blocks.  YOU  WILL  SAY  WHEN 
YOU  GET  IT  THAT  Y(JU 
NEVER  SAW  A  CEMENT 
BLOCK  BEFORE. 

They  are  positively  cheaijer  to 
make  than  the  ordinary  dry-tamp, 
sand-faced  block. 

.'^end  for  catalog  fully  describ- 
ing- our  system  and  showing  our 
multiple  molds  nioimted  on  trucks, 
for  casting  hollow  cement  building 
blocks. 

Cast  Stone  Block  &  Machine  Co.,  Limited    (Zagelmeyer  System) 

298  Howard  Avenue,  WINDSOR,  ONTARIO 


8  X  8  X  24  inch  Granite  Smooth  Faced  Block 


Spruce  Dimension 

in  any  sizes  up  to  i  2-in.  and  in  any  lengths  up  to  3o-ft. 

Also  Random  lengths  in  plank  and  timber. 

Spruce  treated  by  the  Kyanizing  process  to  preserve  it 
from  decay  a  specialty. 

Send  for  Illustrated  Booklet  and  Prices 


BERUN  MILLS  COMPANY 


Portland,  Maine 


(Founded  1852) 
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Fire  Escapes 

Manitoba  Bridge  &  Iron  Works' 
McGregor  &  Mclntyre 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Forges 

Canadian  Blower  and  Forge  Co. 
Slieldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Slieldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Puinping  Engines 
Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  Co. 
Gillis   &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsli  &  Henthorn,  Limited 


Hose 

Can.  Consolidated  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr    Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 


Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 


Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber   Asphalt   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 


Pipe   (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  W 


ARTIFICIAL  MARBLE 

» 

Made  in  Canada 

ARTIFICIAL  MARBLE  is  a  material  manufactured  by  a  new  process.  The  ARTI- 
FICIAL MARBLE  is  harder  than  natural  marble,  is  less  absorbent  and  is  susceptible 
to  a  higher  finish.   The  coloring  is  non-fading  and  runs  entirely  through  the  marble. 

ARTIFICIAL  MARBLE  is  polished  (not  varnished)  in  the  same  manner  and  with  the 
same  material  as  natural  marble. 

ARCHITECTS  .—Patronize  a  home  industry  and  specify  ARTIFICIAL  MARBLE 
made  by  a  Canadian  firm,  and  with  Canadian  material. 

We  manufacture  ARTIFICIAL  MARBLE  in  all  the  beautiful  colorings  of  the  Italian, 
Greek,  French  and  Belgian  marbles,  and  the  well  known  Canadian  and  American 
marbles,  and  our  facilities  are  adequate  to  turn  out  the  largest  contracts. 

Specify  ARTIFICIAL  MARBLE  and  avoid  delays  caused  by  the  unsoundness  of 
natural  marble  quarries. 

Manufactured  by 

J.  E.  CARREAU 

Office  and  Factory,  13  Notre  Dame  St.,  East 

Phone  Main  427-428 — Connecting  All  Department* 

MONTREAL 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 



Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 

Spielmanii  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 


Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 


Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plumbing  Supplies 

Mueller    Mfg.    Company,  H. 

Planing  Mil!  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian    Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
.■\merican    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Piatt  Iron  Works 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian   II.   W.  Johns-Manville 

Company,  Limited 
Gartsliore,  John  J. 
Hopkins  &  Company,  F.  H. 


Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter   Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard   Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 

Shovels  (Steam) 

Browning  Company 
Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thcr    Iron  Works 

(Continued  on  page  12) 


I   Both   are  "One-Man"  Hoists 


Both  Are  Operated  from  Grade  Level  by   Hand  Power 

TNVESTIGATE  the  G  &  G  Tele- 
A  scopic  Hoist.  It  is  in  general 
use  throughout  the  Dominion  for  the 
removal  of  ashes  in  residences, 
schools,  churches,  office  buildings,  etc. 


THE  MODEL  A  HOIST 
With  this  lioist,  one  man  unaided 
can  jierforni  tlic  tntire  operation 
of  raisiiiK'  •I'^l'  t-.in^  from  cellar  to 
graile  ami  Iciuctiii);  finpty  cans  to 
cellar.  Hoisting  lieail  revolves  to 
place  can  on  sidewalk  clear  of 
hatch.     MADE  IN  CANADA 


l^ai.ses  load  at  a  guaranteed  speed  of  30  feet  per 
minute.  When  not  in  use  hoist  telescopes  and  no 
part  shows  above  street  level. 

Operated  from  grade,  insuring  fullest  protection 
for  l)oth  pul)lic  and  operator  against  injury  due 
to  open  hatch.  Every  hoist  is  subjected  to  thor- 
ough working  test  before  shipment  and  is  shipped 
completely  assembled — not  "knocked  down." 

SEND  FOR  BOOKLETS 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


Write   for  complete  infurniation 
about  the  automatically  oijcratcd 
G  K;  r,  StDEW.M.K  DOOR 
OI'KXl.XG  &  CLO.Sl.NG 
DFA'ICE 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL    CO.,  LTD.. 
VANCOUVER, 
Aeenti  for  British  Columbia 

llllllllllllllllllllllll. 


CO., 


B,  &  S.  H.  THOMPSON  ft 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta.  Winnipeg. 

Illlllllllllllllllllllllll 


THE  MODEL  B  HOIST 

With  this  hoist,  one  man  unaided  can 
Perform  entire  operation  of  raising  ash 
cans  from  cellar  to  top  of  ash  wagon 
and  lowering  emi»ty  cans  to  cellar. 
Hoisting  head  revolves  witii  overhead 
crane  to  swing  can  over  tup  of  wagon. 
No  rehandling  necessary  at  grade. 

MADE  IN  CANADA 


l''i.lHii;ii'y  0.  I '.till 
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FOR  SALE 

1  Ledgerwood  Rapid 
Unloader. 

1  Centre  Plough. 

1  75-ton  Marion 
Shovel. 


Model -60 
Shovel. 


30-ft  Standard  Flat 
Cars. 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


Marion  = 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  r  tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping> 
Culvert  Pipe 
Inverts 

Telephone(Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


T>iEW  GlASGOW.RS. 
and  St.  J 


m 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitritied  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.    We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS-Continued 


Steam  Apparatus  and  Specialties  ^ 

Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel   Plate  Construction 
Thor  Iron  Works 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
Chicago  Bridge  &  Iron  Works 
DesMoines  Bridge  &  Iron  Co. 
-   Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and  Stand  Pipes 

Chicago  Bridge  &  Iron  Works 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind   Engine  &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Terra  Cotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Goold,   Shapley  &  ^uir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt   Iron  Works 


Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 
Welding  Apparatus 

Prest-O-Lite  Company 

Welding  and   Cutting  Plants 
L'Air   Liquide  Society 

Well  Drilling  Plants 

American  Well  Works 
Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Whaels,  Water 


ILachine  Water  Work* 
Three  million  gallons,  eishty  pounds  domestic,  160  lbs.  fire. 


Works  Plants. 
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Every  Progressive  City  will 
eventually  buy  Street 
Flushing  Apparatus 

Will  do  so  because  this  method 
of  street  cleaning  is  not  only 
more  sanitary  but  more  econom- 
ical. 

Where  Does  Your  City 
Stand  ? 


A  Consideration  of 
Street  Flushing 

would  not  be  complete,  nor  thorough,  without  a  considera- 
tion of  Tiffin  Motor  Driven  Combination  Flushers  and 
Sprinklers. 

These  are  the  only  power  pressure  machines  that  have 
a  four  cylinder  motor  for  flushing  that  is  independent 
of  the  vehicle  propelling  motor. 

This  arrangement  allows  any  constant  pressure  at  any 
speed. 

It  is  the  only  system  that  perfectly  meets  all  conditions, — 
and  besides  it  is  more  economical,  also  a  simpler  system 
for  the  operator. 

Made  in  900,  1000,  1200,  1400,  1500 
Gallon  Capacities 

City  Engineers,  Purchasing  Agents  and  Public  Service 
Boards  should  send  for  literature  and  learn  just  what 
Tiffn  Apparatus  will  do.  Our  catalog  and  booklets  give 
not  only  the  mechanical  details  but  cover  operating  costs 
as  well,  also  time  and  area  schedules  for  the  machines, 
ets.    Literature  sent  to  anyone  upon  request. 


THE  TIFFIN  WAGON  COMPANY 


1.  A.  delSolar,  Woolwortli  Building,  New 
York  City. 

Loder  &  Smith,  Empire  Bldg.,  Philadelphia, 
liiinker  Supply  Co.,  Park  Bldg.,  Pittsburg. 


TIFFIN,  OHIO 
Representatives : 


174 


Xational  Good  Roads  Machinery  Co., 

S.  Front  Street,  Memphis. 
McGee  &  McGuire,  Dallas. 
Miller    Supply    Co.,    Huntington,  West 

Virginia. 


Francis    Hankin    &    Co.,    Montreal  and 
Toronto. 

Walter   M.    Denman,   293   Bridge  Street, 
Springfield,  Mass. 
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NATIONAL  MOTOR  TRUCKS 

To  have  designed  and  built  a  Truck  that  has  absolutely  proven  its  worth 
under  the  most  severe  tests  that  any  Truck  has  ever  been  put  through  and  to 
demonstrate  by  results  that  the  Truck  is  a  sound  commercial  proposition  both 
from  the  Purchaser's  as  well  as  the  Maker's  standpoint  is  an  achievement 
worthy  of  note. 

That  is  the  record  of  the  National  Motor  Truck  today.  It  is  acknowledged 
by  competent  authorities  to  be  not  only  a  marvel  of  Engineering  skill  but  a 
completely  satisfactory  Truck  from  a  Service  and  Price  basis  of  comparison. 


National  Motor  Trucks  will  be  shown  at  the  National  Motor 
Show  of  Eastern  Canada,  Montreal,  January  22nd  to  29th 


Backed  by  a  system  of  Service  Stations  that  guarantees  the  Purchaser  the 
attention  he  should  get  after  he  has  made  the  purchase,  the  National  Motor 
Truck  will  need  less  attention  and  repairs  and  yet  give  a  full  service  efficiency. 

Catalogue  mailed  upon  request. 

Put  your  haulage  problems  up  to  men  who  know  how  to  solve  them.  Your 
enquiry  entails  no  obligation. 

NATIONAL  STEEL  CAR  CO,  LIMITED 

OPERATING  OFFICES  AND  WORKS:  HAMILTON,  CANADA 

LONDON,  ENG.  MONTREAL  OFFICE,  Shaughnessy  BIdg.  PARIS,  FRANCE 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOO  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Repreiented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  forC.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  ofifice  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg.  Ontario,  130  Janet  Street 

Cliicaso,   Illinois,  2014   OJrl   Colony  Bldg. 
New  ^'ork,  N.  Y.,  30  Clnircli  Street 

Slloi>s:--Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturers  udder  Canadian  and  U,  S.  Letters  Patent 

Toronto       «  Canada 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


I 


Albert  Manufacturing  Company.... 

American  Enameled  Brick  &  Tile  Co.  58 
American  Lead  Pencil  Company... 

American  Well  Works   

Anglins  Limited   64 

Art  Stone  Company    64 

Asphalt  &  Supply  Company    19 

Ault  &  Wiborg-  Company    15 

Beatty  &  Sons,  Limited,  M   03 

Bechtel.  B.  E  

Berlin  Mills  Company    7 

Black  Building  Supply  Company....  10 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  18 

Bradford  Pressed  Brick  Company..  57 

Britnell  &  Company,  Limited    58 

Burlington  Steel  Company   63 

Canada  Cement  Company   

Canada  Crushed  Stone  Corporation  9 

Canada  Iron  Foundries.  Limited   . .  62 

Canada  Wire  &  Iron  Goods  Co   15 

Canadian  Billings  and  Spencer  ....  20 

Canadian  Blower  and  Forge  Co   66 

Canadian  Consolidated  Rubber  Co..  3 
Canadian  Equipment  Company  .... 

Canadian  Fairbanks-Morse  Co  

Canadian  Ingersoll-Rand  Co   67 

Canadian  H.  W.  Johns-Manville  Co., 

Limited   

Canadian  Office  School  Furniture  Co.  64 

Canadian  Pipe  Co.,  Ltd   51 

Carey  Company,  Philip    65 

Carreau,  J.  E  . .  8 

Cast  Stone  Block  &  Machine  Co....  7 

Chicago  Bridge  &  Iron  Works  ....  15 

Chipman  &  Power    64 

Conduits  Company,  Limited    15 

Cook.  A.  D   18 

Crushed  Stone  Limited    58 

Dake  Engine  Company    58 

Dennis  Wire  &  Iron  Company  ....  53 

DesMoines  Bridge  &  Iron  Works  . .  65 

Dickson  Bridge  Works    51 

Dikeman  Surveyor  Company    04 

Dominion  Bridge  Company   

Dominion  Concrete  Company    4 

Dominion  Engineering  &  Inspection 

Company    04 

Dominion  Iron  &  Steel  Company  . .  01 

Dominion  Paint  Works  

Dominion  Sewer  Pipe  Company....  II 

Dunn  Wire-Cut-Lug  Brick  Co   5 


Elk  l'"irc  Brick  Company   

Exeter  Manufacturing  Company  ...  50 

Ford  Meter  Box  Company  

Foster,  W.  L  

Eraser,  W   11 

Gait  Engineering  Companj',  John  . .  64 

Gartshore,  John  J   53 

Gactshore-Thompson  Pipe  &  Furn- 
ace Company    02 

Gent  Company   

Gillis  &  Geoghegan    10 

Goodwin-Barsby  &  Company   

Goold,  Shapley.&  Muir  Company  ..  15 

Gray  Construction  Co..  John  V   53 

Hagersville.  Contracting  Company..  9 

Hamilton,  S.  W   04 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Hopkins  &  Company,  F.  H   08 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John    47 

lona  Gypsum  Company    61 


Kerr  Engine  Company,  Limited 


56 


L'Air  Liquide  Society    20 

Lea.  R.  S   64 

Lightfoot,  Stanley   04 

London  Concrete  Machinery  Co.  . .  4 

Luxfer  Prism  Company    54 

MacLean  Daily  Reports    17 

MacKinnon  Holmes  &  Company  .. 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    65 

Marsh  &  Henthorn,  Limited    51 

McDougall  Caledonian  Iron  Works 

Company    32 

McDougall,  Geo.  K   64 

McGregor  &  Mclntyre    65 

Mcaford  Wlieelbarrow  Co  

Metallic  Roofing  Company    59 

Miller  &  Company,  Geo.  M   64 

Mueller  Mfg.  Cf)mpany.  H  

National  Iron  Works  Limited   51 


National  Steel  Car  Company    14 

Nejjtune  Meter  Company    59 

Noble,  Clarence  W   52 

Northern  Crane  Works   52 

Northwestern  Terra  Cotta  Company 
Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo   54 

Ontario  Sewer  Pipe  Company   a 

(Ontario  Wind  Engine  &  Pump  Co...  59 

Ormsby  Company,  A.  B   j.") 

Osgood  Company    57 

Pacific  Coast  Pipe  Company    l 

Paterson  Mfg.  Company    4!) 

Pedlar  People   

Peerless  Form  Clamp  Co  

Pittsburgh-DesMoines  Steel  Co. 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company    ]■) 

Piatt  Iron  Works    53 

Pollard  Manufacturing  Company  .  .  18 

Power  &  Son   

Reid  &  Brown    G4 

Ric-wiL  Underground  Pipe  Covering 

Company   

Rogers  Agencies    52 

Roelofson  Elevator  Works   55 

Sheldons  Limited   55 

Spielmann  Agencies  Regd   51! 

Standard  Clay  Products  Limited  ...  11 

Standard  Steel  Construction  Co.   . .  58 

Standard  L^nderground  Cable  Co.  of 
Canada   

Stanley  &  Company,  W.  F   59 

Stark  Rolling  Mills  Company   

Structural  Steel  Company   58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  06 

Thor  Iron  Works    2 

Tiffin  Wagon  Company    13 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   58 

Turnbull  Elevator  Company   

Vancouver  Wood  Pipe  &  Tank  Co.  51 

Wayne  Oil  Tank  &  I'lunp  Co   55 

\Voodstock  Concrete  Machinery  Co. 

^^'ynnc-Robcrls.  R.  0   04 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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A  Concern  Without 
Adequate  Information 
Facilities   Loses  Business. 

Some  afternoon  next  week  you  are  going  to  get  in  a  huff  because  you  missed  the  opportun- 
ity of  getting  in  on  some  important  building  that  you  didn't  hear  about  in  time.  How  are  you 
going  to  avoid  this  in  future  ?    Can  you  do  it? 

If  you  can't,  you  may  lose  several  hundred  dollars  in  profits  because  the  other  fellow  did 
it — beat  you  to  it.  . 

Why  don't  you  secure  definite  information  each  morning  about  each  project  that  comes  out? 
Why  not  have  the  facts  that  will  enable  you  go  at  once  to  any  or  all  your  prospects  ? 

We  have  a  plan  whereby  you  can  get  these  facts  at  a  reasonable  price.  We  can  tell  you  the 
names  and  addresses  of  owners  and  architects,  location  of  the  work,  its  estimated  cost,  etc.  We 
can  tell  you  when  tenders  are  called  and  to  whom  contracts  are  awarded.  Each  report  will  state 
how  far  the  work  has  progressed.    All  these  facts  every  day  at  a  very  nominal  figure. 

New  building  has  taken  a  spurt.  It  is  a  well  known  fact  that  the  usual  winter  decline  has 
been  distinctly  lacking.  The  indications  are  that  the  coming  spring  will  witness  the  greatest 
volume  of  new  construction  we  have  enjoyed  in  a  long  time. 

Can  you  afford  to  let  someone  else  "  beat  you  to  this  "  ? 

Can  you  afford  to  do  without  adequate  information  facilities?  See  the  reports — then  decide. 
Mai  the  inquiry  form  today.  » 


MacLean  Daily  Reports,  Limited 

25  Charlotte  Street 
TORONTO 

Send  MacLean  Reports  (FREE) 

Name  of  Concern  

Address   . .  .  

Individual  

Position  with  firm  ■  

What  territory  do  you  cover?  

Nature  of  your  business  
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BoviDg  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery, 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  26 
explaining 
the  use  ot 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Steel  Derricks 

50  Tons  Capacity 

We  specialize  in  the  manufacture  of 
steel  guy  derricks  and  are  prepared 
to  ship  this  class  of  derrick  in  capaci- 
ties from  5  to  50  tons. 

The  illustration  shows  the  largest 
steel  guy  derrick  in  Canada.  It  is 
our  make  and  "Made  in  Canada". 

Electric  Hoists  — Cranes — Derrick  Irons 
Stone  and  Marble  Working  Machinery 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 


February  9,  191G 


THE    CONTRACT  RECORD 


19 


'jpms  company,  whose  head  is  Lord  Cowdray,  is  the  only 
British  refiner  of  Mexican  Asphalt  shipping  to  Canada. 

A  section  of  our  Mexican  plant  produces  75,000  tons 
a  year  that  could  be  shipped  advantageously  to  Canada. 

MEXICAN^^ilASPHALT 

is  best  for  your  roads  because : 

It  is  more  cementitious  than  other  asphalts,  water  will 
not  readily  injure  it,  exposure  to  sun  and  air  will  not  cause 
its  deterioration  and  it  has  great  cohesive  strength. 

It  is  best  adapted  to  Canada's  climate,  will  not  mark 
in  hot  weather,  nor  are  snow  or  ice  likely  to  crack  it. 

It  has  over  99  per  cent,  bitumen.  Purest  on  market- 
therefore  free  from  deleterious  matter.  Samples,  prices, 
analysis,  etc.,  on  request. 
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Standard  Turnbuckles 

Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


Why  Not  Solve  Many  of  Your  Problems  by  Using  an 

OXY-ACETYLENE  WELDING  AND  CUTTING  PLANT  ? 

It  helps  you  to  overcome  many  difficulties,  and  has  proved  to  be  a  MONEY-SAVER  and 
,        a  MONEY-MAKER  in  the  Contracting  Business 


L'Air  Liquide  Society 

Maisonneuve,  MONTREAL 


26  Boler  St. 
WEST  TORONTO 


325  William  Ave. 
WINNIPEG 


Are  Manufacturers  of 

MADE-IN-CANADA  PLANTS 
as  well  as  GASES 

Factories  the  World  over— 

The  OXY-ACETYLENE  PEOPLE 

Our  NEW  BOOKLET  will  bring  you 
much  information. 

Write  NOW,  before  you  forget. 
USE  THIS  COUPON,  PLEASE 

L'Air  Liquide  Society,  Maisonneuve,  ^ 
MONTREAL,  P.Q.  | 

Centlemen  :— Please  send,  post  paid.  wKlioiit 
obligating  irie,  your  NKW  BOOKT.KT.  | 


Name    | 

Address     | 

I'rov  Date   | 

BuHiiiCHH   C.R.  I 


Cutting  Iron  Bridge  at  Toronto. 


Ffhriiary  9,  1910 
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Give  the  Engineer  Authority 

"The  proof  showed  that  some  of  the  employees 
under  the  engineers  of  -the  city  had  no  com- 
petency whatever.  They  were  appointed  without 
the  sanction  or  knowledge  of  the  engineers,  who 
had  no  authority  to  dismiss  them  or  to  deal  with 
them  in  any  way  at  all." 

The  above  statement  is  made  by  Mr.  Jtistice  Cro- 
quet in  a  judgment  just  lianded  down  in  Montreal,  in 
which  it  had  been  shown  that  the  city  had  lost  $80,000 
on  one  single  sewer  contract  as  a  result  of  incompe- 
tence and  inadequate  inspection  due  to  lack  of  author- 
ity of  the  head  of  this  department  to  remedy  these 
matters.  It  was  further  shown  that  the  chief  engineer 
had  tried  to  rid  his  department  of  one  especially  un- 
desirable inspector,  but  that  the  latter  was  reinstated 
by  council.  Being  dismissed  a  second  time,  this  in- 
spector then  procured  a  letter  from  the  Mayor  of  Mor.t- 
real  "ordering"  his  re-reinstatement. 


Yet,  in  the  face  of  these  circumstances,  Justice 
Cr(K]uet  comments,  "when  anything  goes  wrong  the 
chief  engineer  is  the  first  man  who  is  sought  out  and 
held  responsible." 

And  how  many  of  our  municipalities  could  honestly 
throw  stones  at  Montreal?  Isn't  this  just  typical  of 
conditions  in  numberless  cities  and  tcnvns  all  over  the 
Dominion?  Aren't  our  engineers  continually  subjected 
to  the  petty  authority  of  temporary  elective  officials 
who  secure  their  brief  hold  on  office,  nine  times  out 
of  ten,  through  "influence"  of  one  kind  or  another? 
Don't  we  every  day  watch  the  humiliating  spectacle  of 
the  trained,  competent  and  efficient  man  subjected  to 
the  whims  and  made  the  tool,  of  some  miserable  party 
grafter?  To  the  man  who  appreciates  fair  play  and 
honest  dealing  it  is  a  sickening  sight  to  see  our  na- 
tional honor  so  often  apparently  made  subsidiary  to 
the  expediency  of  rascals,  to  see  dishonesty  overrule 
honesty,  incompetence  dominate  competence,  and  ig- 
norance browbeat  knowledge. 

There  is  no  shadow  of  doubt  that  infinitely  more 
of  our  municipal  undertakings  fail  through  interference 
of  councils,  mayors,  etc.,  than  through  any  fault 
of  the  engineers  in  charge  of  construction  or  opera- 
tion.   This  fact  is  not  sufficiently  well  known  to  the 


average  citizen,  however.  He  is  so  saturated  with  the 
conviction,  the  product  no  doubt  o.f  his  political  ex- 
])erience,  that  all  men  of  that  type  are  grafters,  that 
he  does  not  recognize  in  the  engineer  a  different  class 
of  individual.  Why  is  this?  Largely  because  honesty 
and  ability  and  modesty  go  together.  The  engineer  is 
not  an  advertiser.  He  is  not  a  public-spirited  man  in 
the  usual  sense — perhaps  not  public-spirited  enough. 
His  work  and  studies  absorb  his  whole  time.  Politics, 
like  golf,  is,  Tie  believes,  a  game  for  the  leisurely 
classes. 

We  believe  this  has  got  to  change.  The  engineer 
must  assert  himself.  His  ability,  his  knowledge,  his 
experience,  his  training  in  making  impartial  judgments, 
must  be  advertised.  He  must  do  it  himself,  too,  even 
as  others,  without  these  same  wares  in  stock,  neverthe- 
less advertise  them  just  the  same.  The  world  values 
a  man,  after  all,  largely  at  his  own  estimate — must  do 
so  until  at  least  they  have  a  chance  to  form  their  own 
judgments — and  therefore  it  appears  to  be  the  plain 
duty  of  the  engineer  to  be  more  self-confident,  more 
assertive,  more  aggressive,  more  insistent  of  his  ability 
to  do  well  what  others,  badly  equipped,  are  doing  badly. 

When  this  European  war  is  over  a  bigger  one  will 
begin — it  will  be  a  war  of  efficiency.  From  the  lowest 
ranks  to  the  highest  office  in  this  new  army  there  will 
be  no  place  for  the  incompetent,  or — we  lose.  Is  our 
system  of  government — municipal,  provincial.  Domin- 
ion— as  at  present  constituted,  likely  to  make  Canada 
a  factor  in  such  a  war? 


The  latest  statement  of  Dominion  finances, 
covering  the  period  from  April  1,  1915,  to  Feb- 
ruary 1,  1916,  shows  an  increase  in  revenue  from 
all  sources  of  approximately  $30,000,000  as  com- 
pared with  the  same  period  a  year  ago.  Also, 
expenditures  have  been  reduced  by  $18,500,000. 
Our  revenue  position  for  10  months  is  therefore 
improved  to  the  extent  of  $48,500,000  as  compared 
with  the  same  period  of  1915,  or  at  the  rate  of 
$58,200,000  a  year. 
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Montreal  Good  Roads  Congress 

As  already  announced  in  an  earlier  issue  of  the 
Contract  Record,  the  third  Canadian  and  Interna- 
tional Good  Roads  Congress  will  be  held  at  Sohmer 
Park  Montreal,  from  Monday,  March  6,  until  Fri- 
day. March  10.  The  decision  to  hold  the  congress  in 
war  time  was  reached  by  the  committee  on  two 
grounds — first,  that  the  provincial  governments  are 
continuing  their  good  roads  policy,  and  that  there- 
fore the  interchange  of  views  on  roadmaking  should 
not  be  interrupted ;  and,  second,  because  of  the  slogan 
of  the  Association,  which  is  "Good  roads  are  a  na- 
tional asset,  and  form  part  of  the  defence  works  of 
nation."  The  aims  and  objects  of  the  congress  are  to 
interest  the  people  at  large  in  the  principle  of  good 
roads,  and  to  disscmniate  knowledge  regarding  the 
best  methods  of  securing  them.  To  this  end  the 
programme  of  the  congress  will  year  by  year  become 
less  general  and  more  specific,  so  that,  instead  of 
vaguely  advocating  the  merits  pi  good  roads,  the 
addresses  will  be  chieHy  hy  speakers  particularly 
qualified  to  discuss  the  various  aspects  of 'roadmaking 
— finance,  legislation,  traffic,  location,  drainage,  foun- 
dations, wearing  surfaces,  binders,  maintenance,  equip- 
met,  municipal  improvements,  bridges,  culverts,  and 
so  on.  Some  thirty  thousand  invitations  are  being- 
sent  out,  and  plans  are  being  prepared  to  accommodate 
at  least  two  thousand  delegates  from  various  points 
in  Canada.  Sohmer  Park  is  one  of  the  largest  and 
most  commodious  buildings  in  the  city  of  Montreal. 
The  ground  floor  of  25,000  square  feet  will  be  given 
over  to  the  Good  Roads  Exhibition  being  held  in  con 
nection  with  the  congress,  where  practically  every- 
thing involved  in  the  making  of  roads  will  be  on  dis- 
play. A  large  convention  hall  upstairs  will  provide 
ample  space  for  the  business  and  educational  sessions 
of  the  congress.  Further  information  ma}^  be  ob- 
tained from  Mr.  George  A.  McNamee,  secretary- 
treasurer,  Dominion  Good  Roads  Association,  Mon- 
treal. 


Canadian  Waterpower  Researches 

"Substantial  progress  has  been  made  by  the  var- 
ious organizations  of  the  Dominion  and  Provincial 
Governments  in  investigating  the  water  resources  of 
the  Dominion.  The  only  province  that  is  not  now  pro- 
vided with  some  form  of  water  resources  investiga- 
tion is  New  Brunswick,  but  negotiations,  now  under 
way,  will  probably  lead  to  some  satisfactory  arrange- 
ment in  the  near  future.  Manitoba,  Saskatchewan, 
Alberta  and  British  Columbia  have  permanent  syste- 
matic hydrographic  organizations  under  the  direction 
(jf  the  Minister  of  the  Interior.  (Jntario  is  gradually 
being  covered  by  the  hydraulic  di\'ision  of  the  Ontario 
Hydro-Electric  f'ower  Commission.  Quebec  is  being 
looked  after  by  the  Quebec  Streams  Commission  and 
the  chief  engineer  of  Hydraulic  Forces.  In  Nova 
.Scotia  there  is  a  co-(;perativ-e  agreement  between  the 
D(jminion  Water  Power  liranch  of  the  Department  of 
the  Interior  and  the  Nova  Scotia  Water  Power  Com- 
mission. The  field  investigations  of  these  organiza- 
tions arc  being  ])ublished  in  a  very  satisfactory  form, 
althougii  there  has  been  some  delay  in  publishing  the 
data  promptly,  following  the  com])1etion  oi  the  cal- 
endar or  water  year,  as  the  case  may  be.  The  chief 
engineers  of  the  above  organizations  have  had  several 
informal  conferences  with  a  view  to  co-ordinating, 
systcmal izing  and  standardizing  their  work,  and  also 


to  facilitate  the  publication  of  the  data  in  a  uniform 
way  and  promptly.  The  net  result  of  these  informal 
discussions  will  be  that  in  the  near  future,  Canada 
will  be  completely  covered  by  efficient  and  efTective 
organizations  charged  with  the  responsibility  for  in- 
vestigating, in  the  most  complete  and  comprehensive 
manner  consistent  with  the  dictates  of  economy,  the 
water  resources  of  the  Dominion." — M.  James  White 
before  C.  S.  C.  E.,  annual  meeting. 


The  Kaministiquia  Power  Company 

For  completeness  of  installation  and  continuity  of 
service  the  Kaministiquia  Power  Company  has  few 
equals,  in  hydro-electric  power  developing  stations  in 
Canada  to-day.  The  plant  is  situated  at  Kakabeka 
Falls,  and  delivers  its  entire  output  to  the  twin  cities 
of  Port  Arthur  and  Fort  William.  These  cities,  at 
the  head  of  Lake  Superior,  occupy  a  strategical  posi- 
tion in  the  commerce  of  Canada,  being  the  transfer 
point  between  the  east  and  west.  West-bound  mer- 
chandise is  here  transferred  from  boat  to  rail,  or 
stored  for  delivery  during  the  winter  months,  and 
east-bound  grain,  forest  and  mineral,  raw  products 
forming  the  retinm  cargo  are  transferred  from  rail  to 
boat.  The  transfer  facilities  required  to  handle  this 
immense  traffic  must  necessarily  be  the  most  reliable 
obtainable.  Electricity  has  been  almost  totally  used; 
power  being  obtained  from  the  Kaministiquia  Power 
Company. 

After  nine  years  of  operation  the  company  shows 
a  record  for  service  continuity  that,  we  believe,  is 
not  surpassed  by  any  other  plant  in  Canada.  Trouble, 
inconvenience,  or  delay  from  ice,  backwater,  or  water 
shortage,  are  unknown,  and  from  all  causes  the  total 
interruptions  to  the  system  have  not  exceeded  twenty 
minutes  in  any  one  year.  During  the  past  year  this 
record  was  reduced  to  four  minutes. 

The  plant,  which  is  now  complete,  has  a  total 
development  of  approximately  30,000  h.  p.  The  or- 
iginal installation  was  commenced  in  1905,  was  en- 
larged in  1911,  and  completed  in  1915-  The  details 
of  additions,  which  consist  of  a  reinforced  concrete 
aqueduct  one  and  a  quarter  miles  long;  the  installa- 
tion of  butterfly  valves  as  headgates  to  penstocks, 
with  their  control  apparatus  ;  erection  of  a  steel  pen- 
stock, a  12,500  h.  p.  turbine,  and  a  9,375  kv.a.  generator 
with  the  necessary  transformers,  switching  apparatus, 
etc.,  are  explained  in  detail  elsewhere  in  this  issue. 


Plan  to  Dredge  New  Inner  Harbor  Channel 
at  Victoria,  B.C. 

Plans  for  a  channel  that  will  afiford  an  entirely 
new  passage  into  the  inner  harbor  at  Victoria,  B.  C, 
were  discussed  at  the  ninth  annual  meeting  of  the  Vic- 
toria Inner  Harbor  /\ssociation,  held  in  that  city  on 
January  11.  A.  V.  Mitchell,  acting  district  engineer 
of  the  Dominion  (iovcrnment,  outlined  ])lans  which 
the  government  pro])oses  to  follow  during  the  pre- 
sent year  in  o])ening  up  a  new  channel  with  a  width 
of  300  feet  and  a  low  water  dei)th  of  20  feet,  by  im- 
l)roving  what  is  known  as  the  Northwest  passage. 
Borings  have  been  made,  it  is  reported,  which  show 
that  in  dredging  for  the  new  channel  no  rock  would 
be  encountered.  This  ccMidition  is  expected  to  greatly 
reduce  the  cost  of  the  work,  as  well  as  to  expedite  the 
construction. 
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Efficiency  in  Municipal  Engineering 

Importance  of  intensive  studies  of  the  organization,  cost  of  operation  and  efficiency 
of  service  in  connection  with  civic  undertakings— Give  the  engineer  a  freer  hand 

By  R.  O.  Wynne-Roberts* 


WHATEVER  mif^ht  have  been  the  conditions 
in  the  past,  there  can  scarcely  be  any  doubt 
in  the  minds  of  pubhc  men  to-day  that  the 
paramount  need  now  is  true  economy.  En- 
i^ineering,  rightly  interpreted,  consists  in  the  economi- 
cal utilization  of  forces  and  materials  of  nature  for 
the  attainment  of  specific  results.  To  do  more  than 
is  prudently  necessary  is  not  engineerino;.  P'or  ex- 
ample, a  sewerage  scheme  will  entail  engineering  abil- 
ity whether  the  dimensions  of  the  sewer  are  exces- 
sively large  or  legitimately  adequate,  but  the  en- 
gineer who  had  imbibed  the  spirit  which  should  dom- 
inate his  profession  will  aim  at  an  economical  solution 
of  the  problem  which  he  has  to  study.  Every  ex- 
pense should  be  justified  by  results,  although  it  is  not 
always  possible  to  make  them  tangible  at  the  time. 

Suppose  an  electric  lighting"  scheme  is  undertaken 
and  the  question  arises  as  to  whether  the  boiler  and 
engine  room  should  be  built  large  enough  for  probable 
future  requirements.  To  build  a  house  sufticient  for 
the  present  needs  would  cost,  say,  $50,000,  but  to  pro- 
vide for  the  next  ten  years  would  mean  an  additional 
expenditure  of,  say,  $10,000.  The  engineer  might 
find  it  easy  to  persuade  the  authority  that  the  extra 
$10,000  should  not  be  spent,  although  in  five  years' 
time  it  may  cost  $15,000  to  furnish  the  same  addi- 
tional accommodation.  It  is  reasonable  to  argue  that 
the  present  ratepayers  should  be  saddled  only  with 
the  cost  of  the  works  which  they  actually  want.  This 
attitude  is  commendable  so  long"  as  it  is  not  pushed 
too  far.  The  accommodation  may  be  required  sooner, 
and  the  works  will  have  to  be  disturbed  b}'  building- 
operations-  The  expenditure  of  $10,000  at  present 
would  at  5  per  cent,  compound  interest  amount  to 
about  $12,763  in  five  years'  time,  whereas  the  cost  of 
building-  at  the  end  of  that  period  would  be.  say, 
$15,000;  consequently  as  a  business  proposition  it 
would  be  more  economical  to  build  now  and  save 
$2,237. 

A  Burden  on  Posterity 

On  the  other  hand,  there  is  a  temj^tation  to  incur 
liabilities  at  present  and  spread  the  cost  over  a  long- 
period — sometimes  longer  than  the  lifetime  of  the 
plant.  This  of  course  imposes  a  burden  on  posterity 
in  the  acceptance  of  which  they  have  had  no  voice, 
and,  furthermore,  they  must  in  some  instances  con- 
tinue to  pay  for  some  plant  or  work  which  has  be- 
come worn  out,  obsolete,  or  is  in  some  other  manner 
of  no  value  to  them.  Efficiency  and  equity  in  such 
cases  are  matters  of  great  importance  to  the  civic  fin- 
anciers, as  the  load  should  be  l)orne  by  those  who  en- 
joy the  service. 

The  businesses  of  street  pavement  construction 
and  maintenance  are  of  great  importance,  l)ecause  the 
quality  of  a  civic  administration  may  in  a  measure  be 
judged  by  the  condition  of  the  streets  and  lanes.  An 
average  householder  desires  to  maintain  a  present- 
able front-walk  and  doorstep,  although  the  back  yard 
may  be  somewhat  neglected.  In  a  like  manner  the 
city  authorities  generally  like  to  have  the  streets  ap- 
pear good — sometimes  even  at  the  partial  abandon- 
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ment  of  other  civic  essentials.  The  subject  of  pave- 
ments would  be  sufficient  for  a  series  of  articles,  be- 
cause efficiency  depends  upon  the  selection  of  the  pav- 
ing materials,  the  nature  of  the  foundation,  traffic, 
gradient,  foothold,  durability,  facility  of  repairs,  etc. 
But  in  g;eneral  the  pavement  work  should  be  of  the 
higher  quality  suitable  for  specific  conditions. 
Owing  to  the  lack  of  judgment  on  the  part  of  some 
authorities,  and  to  the  persuasive  ability  of  agents  in 
inducing  the  authorities  to  adopt  some  form  of  pave- 
ment, the  choice  of  materials  has  not  always  been  for- 
tunate, and,  as  a  result,  the  efficiency  of  the  adminis- 
tration has  been  impugned. 

Persuasive  Powers  of  Agents 

In  certain  instances  the  persuasive  powers  of  agents 
lia\  e  more  than  counterbalanced  the  advice  of  .the  en- 
gineers. The  selection  of  the  paving  materials  for  dif- 
ferent streets  should  ordinarily  depend  upon  the  cost 
of  construction,  life,  interest  and  repayment  of  loan, 
the  cost  of  repairs  and  cleansing-.  The  character  of 
tlie  street  demands  some  consideration,  for  while  a 
high-class  sett  pavement  may  have  the  lowest  annual 
cost,  it  would  be  unsuitable  for  a  high-class  business 
f|uarter  or  a  residential  district-  Wood  pavements 
have  many  virtues  when  the  timber  is  thoroughly  creo- 
soted,  but,  unfortunately,  efficiency  in  this  respect  is 
not  the  rule,  which  is  greatly  to  he  regretted,  because 
Canada  is  so  bountifully  supplied  with  lumber  that  it 
would  seem  to  be  the  natural  paving  material,  whereas 
at  present  the  bulk  of  the  bituminous  compounds  used 
for  paving-  work  are  imported.  When  timber  is  prop- 
erl}-  selected,  efficiently  pickled  and  carefully  laid,  i"t 
makes  a  good  pavement  of  great  durability. 

Efficiency  does  not  particularly  appertain  to  new 
works ;  it  may  have  a  pronounced  efifect  on  the  rates 
when  considered  in  its  connection  with  ordinary  daily 
routine  work.  The  average  ratepayer  is  willing  to  see 
new  works  carried  on,  as  it  connotes  progress  and  de- 
velopment ;  but  when  the  time  comes  for  the  account 
to  be  paid  in  the  form  of  demand  notes  for  rates  and 
taxes  he  then  looks  around  for  opportunities  to 
economize,  and  perchance  he  may  discover  a  place  for 
the  pruning  knife.  After  a  long  personal  experience 
in  municipal  administration  in  various  capacities,  the 
writer  can  assert  that  economy  eflfected  by  the  elec- 
toral pruning  shears  is  rarely  the  most  advisable.  This 
does  not  mean  that  retrenchment  should  not  be  made, 
but  that  which  may  appeal  to  the  public  is  not  ne- 
cessarily true  economy.  The  search  for  econom\- 
should  be  made  in  all  directions,  so  as  to  get  as  near 
one  hundred  cents'  worth  of  service  for  a  dollar  as  is 
possible,  run  the  civic  machinery  at  the  lowest  practic- 
able cost,  and  at  the  same  time  assure  that  efficienc\' 
is  not  sacrificed.  No  municipal  business  can  be  (>!)- 
erated  like  a  diy  goods  store,  because  in  the  latter 
case  the  concern  is  managed  by  one  mastermind,  l)ut 
in  the  former,  since  municipal  matters  are  managed  on 
the  democratic  principle,  there  are  as  many  minds  as 
there  are  ratepayers.  But  municipal  l)usiness,  not- 
withstanding this  difficulty,  can  be  carried  on  efficientlv 
if  the  chief  officials  are  given  a  free  hand,  and  monev 
can  thereby  be  saved  in  man}'  ways.     Efficiency  will 
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be  secured  provided  the  engineer  is  always  allowed  to 
think  out  carefully  his  plan  of  operation,  and — what  is 
still  more  important — that  he  is  permitted  to  carry 
out  his  ideas  without  interference.  If  he  succeeds, 
then  he  should  receive  public  commendation ;  if  he 
fails,  then  there  is  rooni  for  another  engineer  in  his 
place.  But  failure  will  occur  in  very  few  instances 
imder  such  circumstances.  The  writer  on  several  oc- 
casions has  been  given, a  free  hand  to  carry  out  work 
and,  having  the  confidence  of  his  Council  and  carrjdng 
great  responsibilities  imposed  in  this  manner,  he  de- 
voted ever}'  effort  to  retain  such  confidence,  and  suc- 
ceeded, receiving  public  votes  of  thanks  and  something- 
tangible  for  his  service.  Furthermore,  efficiency  was 
established  and  ap])reciable  economies  were  efi^ected. 
This  statement  is  not  put  forward  as  a  symptom  of 
egotism,  but  as  an  argument  for  greater  confidence  in 
the  engineer  and  the  beneficial  results  which  would 
accrue  therefrom- 

Ways  of  Economizing 

There  are  dififerent  channels  by  which  economies 
may  be  effected.  One  of  them  is  thr(iugh  the  store 
department.  A  city  needs  a  large  variety  of  stores, 
but  it  may  not  be  in  a  position  to  employ  a  purchasing 
agent.  It  can,  however,  always  keep  a  store  and  a 
store-keeper.  Stores  should  be  standardized,  and  a 
schedule  should  be  prepared  giving  particulars  of  the 
requirements  of  each  kind.  Much  might  be  said  about 
standardizing  stores,  and  the  advantages  of  such  an 
arrangement,  but  it  may  be  stated  that  very  tangible 
savings  have  been  effected  in  this  manner.  One  so- 
ciety in  Canada  has  found  it  possible  to  save  a  large 
percentage  on  their  printing  account  by  changing  their 
methods  of  placing  orders.  It  is  surprising  what 
quantity  of  stores  are  required  by  an  average  city,  and 
what  they  cost  in  the  aggregate.  It  is  by  virtue  of  the 
stores  department  instituted  by  Baron  Shaughnessy 
and  copied  by  some  American  cities  that  the  Canadian 
Pacific  Railway  Company  are  able  to  keep  the  annual 
expenditure  of  money  on  materials  under  effective  con- 
trol. It  was  pointed  out  at  a  recent  meeting  of  the 
Toronto  branch  of  the  Canadian  Societv  of  Civil  En- 
gineers that  Canadian  bags  of  cement  ordinarily 
weighed  87  pounds  and  American  bags  94  pounds.  As 
one  cubic  foot  of  cement  is  usually  assumed  to  weigh 
from  94  to  100  pounds,  and  constitutes  the  basis  of  con- 
crete mixtures,  it  is  easily  seen  that  if  Canadian  bags 
are  used  then  from  1  to  13  pounds  of  cement  (accord- 
ing to  the  standard  adopted)  are  saved  by  the  contrac- 
tors. It  is  important  that  the  stores  should  be  care- 
fully organized  and  operated,  for  a  badly  managed 
store  department  might  easily  nullify  eft'orts  to  econ- 
omize. 

Efficiency  in  Operation  of  Plants 

Efficiency  in  the  operation  of  i)umping  and  lighting 
l)lants  is  an  important  matter.  Most  operating  en- 
gineers contend  that  they  run  their  plant  at  least  as 
economically  as  others  do.  .'^uch  a  claim,  however,  is 
not  very  great  when  the  details  of  the  operating  costs 
of  different  installations  are  analysed-  The  writer 
not  long  since  had  occasion  to  examine  the  returns 
frryin  a  number  of  electric  lighting  ])lants  and  it  was 
surprising  to  note  the  great  difference  in  the  quantity 
of  coal  consumed  per  kilowatt  of  electricity  sold.  There 
arc,  of  course,  many  conditions  which  contribute  to 
such  varied  results,  over  which  the  engineer  may  have 
but  little  control.  In  one  instance  it  was  ascertained 
that  the  boiler  settings  were  defective;  in  another,  local 


inferior  coal  was  used  under  unfavorable  conditions. 
Notwithstanding  these  facts,  it  is  essential  that  all 
points  should  be  thoroughly  investigated  and  properly 
adjusted  if  the  rate-payers  are  to  receive  value  for  their 
money.  Oil  engines  are  popular  for  operating  water 
pumps.  It  frequently  occurs  that  the  quantity  of  oil 
consumed  per  million  foot-gallons  is  excessive.  Take 
a  case  where  one  million  gallons  are  raised  daily  to  a 
total  height  of  200  feet,  which  is  ecpiivalent  to  200  mil- 
lion foot-gallons  per  day,  or  73,000  million  foot-gallons 
per  annum.  The  pumps  are  operated,  say,  15  hours 
per  day,  or  5,475  hours  per  annum.  The  efificienc}'  of 
the  engine  will  be  about  85  per  cent.,  and  of  a  turbine 
pump  about  75  per  cent.,  so  the  combined  efficiency 
equals  63.75  per  cent.  The  brake  horse  power  will  be 
200,000,000  X  10 

 =90  B.  h-  p. 

15x60x33,000x0.75 
The  oil  consumption  is  generally  guaranteed  at  two- 
thirds  of  a  pint  i)er  brake  horse  power  hour,  and  there- 
fore the  quantity  per  year  will  be 
B.h.p.        Pints  Hours 
90     x     .66     x  5475 

 =41, 060  gallons. 

8  pints 

But  suppose  the  oil  consumption  was  actuall)'  three- 
quarters  of  a  pint,  then  the  annual  quantitv  used  would 
be 

90  X  0.75  X  5475 

 =46,660  gallons. 

8 

an  excess  of  5,600  gallons,  which  represents  a  good 
sum. 

Examine  Machinery  Periodically 

There  are  man}'  instances  where  the  oil  consump- 
tion is  one  pint  and  over  per  brake  horse  power  hour. 
While  it  would  appear  that  the  oil  used  would  be  ex- 
cessive, it  may  be  taken  as  an  indication  that  in  other 
respects  the  efficiency  was  low-  It  is  very  desirable 
tliat  engines  should  be  indicated  at  frequent  intervals 
and  the  cylinders  and  pistons  thoroughly  overhauled- 
Pumps  should  also  be  periodically  examined  and  main- 
tained in  good  condition. 

Again,  the  slip  in  manv  pumping  plants  is  high- 
The  average  slippage  of  all  pumps  in  service  in  Chi- 
cago in  1911  was  estimated  at  15  per  cent.,  while  in 
other  cities  it  is  much  higher.  Slippage  should  not 
exceed,  say.  5  per  cent,  before  steps  are  taken  to 
rectify  the  defects.  It  is  palpable  that  the  rate-pay- 
ers lose  heavily  by  allowing  pumps  to  simply  churn 
ten  per  cent,  or  more  of  the  water.  Slippage  in  met 
ers  is  another  serious  item  of  loss,  because  if  the  slip 
is  ten  per  cent,  or  more,  as  occurs  in  certain  cities,  then 
the  revenue  in  those  cases  is  that  much  less  than  it 
ought  to  be. 

Returning  to  the  fuel  consumption,  it  was  found  in 
one  district  where  the  coal  was  reasonablv  cheap  that 
the  cost  of  that  fuel  per  million  foot-gallons  ranged 
from  two  to  eight  cents,  while  the  tc^tal  cost  of  pumic- 
ing ran  from  5  to  21.35  cents.  Take  another  power 
cost;  the  electrical  energy  used' in  one  place  cost  \V\ 
cents  per  million  foot-gallons,  and  in  another  it 
amounted  to  about  20  cents.  It  is  scarcelv  necessary 
to  state  that  there  is  room  for  greater  efficiencv  in  the 
latter  instance. 

The  question  of  what  power  to  cmplov  depends 
vqxin  a  few  considerations,  such  as  the  size  of  the  i)lanl. 
type  of  pumj)  installed,  period  of  pnn)i)ing,  cost  of  fuel 
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or  energy,  quantity  of  water  and  the  lieight  to  which 
it  has  to  be  raised,  and  so  on. 

As  another  line  of  investigation,  the  cost  of  street 
lighting  might  be  considered.  Ahiiost  all  cities,  es- 
])ecially  in  North  America,  are  desirous  of  maintaining 
their  "white  ways" — namely,  streets  which  are  illum- 
inated brilliantly  and  artistically  l^ecause  it  is  thought 
that  they  constitute  an  attraction  and  an  advertisement. 
It  is  questionable  whether  the  rate-payers  receive  an 
adequate  return  for  such  investment.  Besides,  effi- 
cient street  lighting  involves  the  question  of  how  to 
obtain  the  most  light  for  the  least  expenditure  of 
money  and  how  all  parts  of  a  city  are  to  receive  their 
due  share  of  lighting.  Cluster  lights  are  popular  and 
no  doubt  add  to  the  a])pearance  of  an  important  street, 
but  the  cost  of  lighting  by  these  means  is  high  when 
considered  from  the  viewpoint  of  expenditure  per  foot- 
candle  per  square  3'ard  of  street  surface  lighted  or  per 
aTiy  other  standard.  It  is  of  course  reasonaljle  to  ex- 
pect business  houses  to  incur  consideral)le  expenditure 
of  money  on  exterior  and  interior  lighting  so  as  to 
make  their  premises  attractive — that  is  a  legitimate  in- 
vestment, on  which  they  expect  ample  returns ;  which 
may  be  another  way  of  interpreting  efficiency,  and  in 
the  case  of  a  city,  efficiency  from  a  monetary  stand- 
point should  also  come  first.  This  does  not  exclude 
the  proposition  of  the  brilliant  lighting  of  certain 
streets,  but  it  does  impose  a  duty  on  the  administra- 
tion of  getting  that  standard  of  ilhmiinatinn  at  the 
most  economical  cost.  This  subject  has  occupied  the 
minds  of  eminent  authorities  at  Philadelphia,  London, 
Chicago,  Calcutta,  etc. 

Refuse  Collection 

Refuse  collection  and  disposal  is  anotlicr  line  of 
stndv  worthv  of  close  examination.      The  writer  is 


fully  aware  of  the  different  conditions  in  cities,  such  as 
compactness  of  the  areas  served,  distance  of  haulage, 
weight  of  loads,  composition  of  the  refuse,  whether 
garbage,  ashes  and  rubbish  are  separated,  and  if  street 
cleaning  is  attended  to  by  the  same  team. 

An  analysis  of  the  statistics  which  are  available  re- 
veals a  great  difference  in  the  cost;  garbage  collection 
costs  from  6  to  27  cents  per  capita  per  annum,  Winni- 
peg occupying  an  average  position  on  the  list.  Ashes 
collection  cost  from  4  cents  at  Winnipeg  to  73  cents 
at  Boston  per  capita  per  annum.  The  problem  in  this 
case  consists  in  the  arrangement  of  the  routes  so  that 
the  teams  and  men  are  efficiently  employed- 

Allow  the  Engineer  a  Free  Hand 

Enough  has  been  stated  to  show  the  importance  of 
intensive  studies  of  the  organization,  the  cost  of  opera- 
tions, and  the  efficiency  of  service,  in  connection  with 
civic  undertakings.  Thrift  is  inculcated  by  our  states- 
men and  advocated  by  all,  but  it  requires  a  close  in- 
\  estigation  into  the  administration  of  various  depart- 
ments to  obtain  the  maximum  of  efficiency  at  the  min- 
imum of  expenditure. 

Inasmuch  as  the  functional  importance  of  efficiency 
is  as  a  rule  a  part  of  the  engineer's  training,  it  is  mani- 
fest that  it  would  be  of  advantage  all  round  if  en- 
gineers were  allowed  greater  freedom  in  the  manage- 
ment of  the  affairs  of  their  municipalities.  It  would 
be  invidious  to  refer  to  the  excellent  work  done  in  this 
direction  by  engineers,  but  any  one  who  desires  infor- 
mation on  the  point  can  easily  obtain  it  by  studying 
the  engineering  journals.  The  fact  that  not  mush  is 
heard  of  the  achievements  of  engineers  in  this  connec- 
tion is  probably  due  to  their  professional  attitude.  If 
they  were  gifted  ( ?)  with  some  of  the  attributes  of 
])oliticians  we  should  hear  more  of  their  work. 


Petitcodiac  Bridge,  Moncton,  N.  B. 

New  steel  structure  to  replace  old  wooden  one — Specially  designed  to  withstand 
destructive  effects  of  tides  and  ice  floes— Substructure  will  cost  $200,000 


By  H.  Bruce  Jefferson 


On  June  30th,  the  Provincial  Government  of  INew 
Brunswick  let  to  Messrs.  Engineers  and  Contractors, 
Limited,  Nova  Scotia,  a  contract  for  the  substructure 
of  a  new  highway  bridge  across  the  Petitcodiac  River 
at  Moncton,  N.B.  The  present  l)ridge  now  in  use  at 
this  site  is  a  wooden  Bhurr  arch-truss,  built  in  1871-72. 
It  replaced  a  former  wooden  bridge  which  had  been 
completed  in  1867,  after  being  four  years  under  con- 
siruction,  and  which  was  carried  out  two  years  later 
by  the  Saxby  Gale.  Several  spans  of  the  present 
bridge  were  also  carried  out  by  a  heavy  gale  in  the 
nineties.  The  foundations  of  both  these  previous 
bridges  were  round  timber  cribwork  piers,  filled  with 
rubble  stone. 


The  provincial  engineer,  Mr.  A.  R.  Wetmore,  in 
designing  the  new  structure,  determined  to  make  it 
absolutely  permanent,  and  consequently  fomid  it 
necessary  to  secure  a  solid  rock  foundation  for  the 
mid-river  piers.  These  piers  Avere  especially  designed 
by  the  provincial  engineer  to  minimize,  so  far  as  pos- 
sible, the  destructive  eft'ect  upon  the  substructure  by 
the  heavy  ice  floes  and  bergs  during  the  winter 
months,  which  are  moved  about  with  great  violence  by 
the  strong  tides  and  currents.  These  tides  and  cur- 
rents present  some  of  the  principal  difficulties  in  con- 
nection with  the  present  work.  The  rise  and  fall  of  the 
water  in  the  river  is  about  twenty  feet  at  neap 
tides  and  thirty  feet  at  spring  tides,  and  on  the  in- 


Fig.  l.-Part  of  side  elevation  Moncton  Bridge  showing  end  span-3  centre  spans  similar  to  span  A  not  stiown-Total  length  of  bridge  1787  ft.  Note 

relative  size  of  present  and  new  piers. 
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Fig.  2.-  Pier  B  and  north  abutment. 

coming  tide,  occurs  within  a  space  of  abovit  three 
hours.  The  tide  flows  with  a  velocity  of  about  ten 
'knots  per  hour,  both  up  and  down  stream,  Another 
circumstance  which  adds  to  the  difficulties,  from  an 
engineering  standpoint,  is  the  regular  appearance, 
twice  every  twenty-four  hours,  of  the '  phenomenon 
known  as  the  "Bore,"  a  species  of  tidal  wave  which 
presents  a  solid  wall  of  water  four  to  six  feet  high. 
This  heavy  tidal  action  results  in  further  serious  diffi- 
culties owing  to  the  fact  that  the  water  carries  in  sus- 
pension a  large  amount  of  mud  which  settles  thickly 
upon  the  work  at  every  low  tide. 

The  accompanying  illustrations  show  the  general 
nature  of  the  ground  and  the  extent  of  the  work  re- 
quired. Pier  B  (Fig.  2)  is  situated  on  the  north  bank 
of  the  river  on  the  Westmorland  County  shore.  The 
ground  was  excavated  to  a  depth  of  about  12  feet, 
after  which  sheet-piling  was  placed  and  the  remaining 
excavation  cleared  by  means  of  pumps.  It  was  then 
piled  and  capped  with  a  concrete  footing  course  to 
elevation  58.  From  elevation  58  to  elevation  76,  the 
l)ridge  seat,  the  pier  is  of  granite  with  concrete  heart- 
ing. A  similar  method  of  construction  was  followed 
with  the  north  abutment  (Fig.  2),  with  the  excep- 
tion that  the  latter  structure  is  built  entirely  of  con- 
crete. For  the  south  abutment,  which  has  been 
completed,  an  excavation  was  made  to  solid  rock, 
with  sheet  piling  and  pumps,  and  a  footing 
course  of  concrete  employed  as  in  the  case  of  Pier  B, 
granite  being  used  from  elevation  60  to  elevation  76. 
The  foundation  for  Pier  No.  4  (Fig-.  3),  was  secured 
upon  solid  rock,  and  a  birch  grillage  laid  to  elevation 
44.  From  elevation  44  to  the  bridge  seat,  76,  the  pier 
is  granite  with  a  concrete  liearting. 

An  examination  conducted  by  the  contractors,  with 


the  aid  of  divers  and  a  set  of  systematic  soundings, 
revealed  the  situation,  at  the  site  of  Pier  No.  3,  to  be 
somewhat  different  from  what  was  expected  as  the 
result  of  earlier  surveys.  It  had  been  the  original  in- 
tention to  place  this  pier  by  the  use  of  the  compressed 
air  method,  referred  to  later  in  the  case  of  Piers  Nos. 
1  and  2.  Through  this  examination,  however,  it  was 
discovered  that  the  rock  ledge  at  this  point  was  very 
uneven  and  in  one  place,  about  the  centre  of  the  pier, 
came  to  within  a  few  feet  of  the  low  water  mark.  As 
a  result  of  this  discovery,  it  was  decided  to  make  an 
effort  to  place  the  foundation  with  an  open  timber 
caisson,  fitted  to  the  clean  rock  bottom.  The  con- 
tractors built  this  caisson  on  the  Moncton  side  of  the 
river,  and  around  it  constructed  an  outer  casing  allow- 
ing a  space  between,  two  and  a  half  feet  wide,  for  a 
puddle  chamber.  This  caisson  was  launched  (Fig.  4), 
taken  across  the  river,  placed  in  position  and  ballasted 
Avith  iron  rails  to  hold  it  to  the  bottom.  The  puddle, 
consisting  of  horse  manure,  clay  and  other  similar 
material,  was  then  placed  in  the  chamber,  and  to  pre- 
vent washing  by  the  oiit-going  and  in-coming  tides, 
ihe  top  was  covered  with  bags  filled  with  gravel, 
l^mnps  were  then  put  to  work,  and  one  section  was 


Fig.  4.  — Launching  caisson  for  pier  No.  3. 

dried  and  the  concrete  placed.  It  was,  however,  some 
five  or  six  weeks  after  the  caisson  was  placed  in  posi- 
tion before  the  foundation  was  finally  completed,  ow- 
ing to  the  fact  that,  for  some  unknown  reason,  the  bar 
below  the  site  of  the  bridge  "made  up"  and  held  a 
greater  depth  of  water  than  usual  at  low  tide  by  about 
three  feet.  This  resulted  in  sucli  an  increase  of  pres- 
sure that,  after  pumping  down  a  short  distance, 
"blows"  repeatedly  occurred,  letting  the  water  in,  and 
it  was  only  with  the  greatest  difficulty  that  the  founda- 
tion was  finally  secured.  It  was  only  possible  to  work 
al)out  four  hours  each  tide,  which,  of  course,  added 
to  the  general  difficulty  of  the  situation. 

TIk'  construction  of  Piers  Nos.  1  and  2  \\\\\  not 
l)c  undertaken  until  tlie  spring  of  l'M().  Recent  Inn- 
ings show  that  a  solid  rock  foimdation  can  be  secured 
for  Pier  No.  1  at  a  depth  of  eight}^  feet  from  the  bridgi' 
sent,  or  forty  feet  below  low  water  level.  In  the  case 
of  I'ier  No.  2,  it  is  expected  that  the  foundation  will 
be  secured  about  ten  feet  nearer  the  bridge  seat.  The 
contractors  propose  to  secure  these  foundations  by  the 
compressed  air  method,  working  onl}'  at  low  tide, 
ig,  as  far  as  possible,  the  enormous  ri.sk 
on  work  of  this  nature  in  such  swiftly 


thus  reduci 
of  carrying 


Fig.  3.  — Pier  No.  'i  completed. 


The  contract  was  let 
,n  June  30th,  1915,  and 


i\  the  rri.ivincial  (jovernment 
the  ct)ntractors  immediately 
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prepared  the  ground  for  the  erection  of  their  extensive 
plant.  To  faciHtate  the  work,  a  spur  railway  line  was 
built  from  the  Intercolonial  Railway  yards  to  the 
northern  end  of  the  bridge,  a  distance  of  about  2,000 
feet,  low  ground  near  the  yard  being  approached  by 
a  trestle  300  feet  in  length.  At  the  bridge  end  an- 
other wooden  trestle  was  built  upon  which  cars  pro- 
viding gravel  for  the  company's  operations  are  run 
and  unloaded.  All  material  is  conveyed  from  the  north 
shore  to  the  various  structures  by  a  steel  cable-way, 
of  Flory  design,  which  consists  of  a  steel  cable  one 
and  three-quarter  inches  in  diameter,  suspended  be- 
tween two  towers  1,591  feet  apart;  the  one  upon  the 
north  bank  being  ninety  feet  and  the  one  upon  the 
south  bank  eighty  feet  in  height.  Gravel  is  loaded 
from  storage  into  small  cars  and  hauled  to  the  con- 
crete mixers.  The  cement  shed  is  placed  close  to 
gravel  storage.  A  siding  has  also  been  built  to  facili- 
tate the  handling  of  granite,  which  is  unloaded  from 


the  cars,  upon  which  it  is  shipped,  by  a  special  derrick 
car.  This  car  is  also  used  for  loading  and  unloading 
other  materials  upon  small  cars  which  are  run  upon 
a  track  built,  for  the  purpose,  under  the  cable-way 
where  the  material  is  picked  up  in  slings  and  carried 
to  the  various  structures. 

The  present  steam  plant,  which  runs  all  machinery, 
excepting  steam  hoists  located  near  the  different  piers, 
for  laying  granite,  other  steam  hoists,  derrick  cars  and 
lighters,  consists  of  two  locomotive  boilers  of  about 
80  h.p.,  which  will  be  supplemented  by  the  addition  of 
more  boilers  of  about  200  h.p.,  when  the  air-compres- 
sors are  installed.  The  air-compressors,  which  are 
of  the  IngersoU-Rand  straight-line  type,  will  have  a 
capacity  of  about  2,350  cubic  feet  per  minute. 

E.  M.  Archibald,  of  the  contracting  firm,  is  the 
engineer  in  charge  of  the  work,  which  is  expected  to 
be  completed  by  the  first  of  August,  1916.  The  con- 
tract price  for  the  sub-structure  work  is  $197,000. 


Royal  Connaught  Hotel,  Hamilton 


THE  Royal  Connaught  Hotel,  now  being  erected 
on  King  Street,  Hamilton,  Ont.,  for  the  Ham- 
ilton Hotel    Company,    Limited,    is  nearing 
completion,   and   will,   when   completed,  be 
leased  and  operated  by  the  United  Hotels  Company. 

The  building  is  in  two  sections ;  the  main  building 
and  the  annex.  The  main  building  consisting  of  the 
basement  and  twelve  stories  is  a  steel  skeleton  sup- 
ported on  reinforced  concrete  spread  footings,  with 
the  outside  walls  or  curtain  walls  built  of  hollow  inter- 
locking tile  faced  with  Bedford  limestone  up  to  the 
second  floor  level,  tapestry  brick  from  the  second  to 
the  tenth  floor,  and  architectural  terra  cotta  from  the 
tenth  floor  to  the  top  of  the  coping  on  the  north  and 
east  elevations  and  with  yellow  Kittaning  brick  on  the 
south  elevation  and  in  the  light  court.  There  is  an 
overhanging  terra  cotta  cornice  on  the  north  and  east 
sides,  a  cast  iron  marquise  over  the  main  entrance,  and 
a  Bedford  limestone  port  cochere  over  the  ladies'  en- 
trance in  the  private  driveway  on  the  east  side. 

The  floor  slabs  are  four  inch  cinder  concrete,  re- 
inforced with  triangular  mesh  wire,  designed  to  carry 
one  hundred  and  fifty  pounds  per  square  foot  on  the 
first  floor  and  seventy-five  pounds  per  square  foot  on 
all  other  floors.  The  roof  is  a  three  inch  slab  to  carry 
fifty  pounds  per  square  foot.  The  floors  of  the  laun- 
dry, the  public  alley  over  the  basement  and  the  roof 
of  the  coal  room  are  built  of  twelve  inch  hollow  tile 
arches.  All  ceilings  are  metal  lath  except  under  the 
hollow  tile  arches.  The  partitions  are  built  of  three 
inch  and  four  inch  gypsum  blocks  except  around  the 
elevator  shafts,  where  six  inch  terra  cotta  blocks  are 
used.  All  the  elevator  shafts  and  stair  wells  are  isolated 
from  the  rest  of  the  building  by  partitions,  and  the 
openings  in  the  partitions  are  protected  by  fire  doors. 
The  outside  window  frames  and  sash,  in  the  annex  and 
opening  onto  the  light  court  of  the  main  buildine",  are 
metal  and  glazed  with  polished  plate  wire  glass-  On 
the  east  and  north  elevations  the  windows  are  of  wood 
glazed  with  plain  plate.  In  the  upper  stories,  on  the 
east  and  north  elevation  the  top  sash  carry  polished 
plate  wire  glass. 

In  the  servants'  and  service  portion  of  the  build- 
ing all  the  doors  and  wood  trim  are  pine.  In  the 
guest  rooms  all  of  the  doors  and  wood  trim  are  birch 


with  mahogany  finish  except  the  bath  room  and  closet 
trim  which  is  pine  enameled  white-  All  bath  rooms 
and  public  toilet  rooms  have  ceramic  tile  floors  and 
base  with  cove.  The  bath  room  fixtures  throughout 
the  building  are  porcelain. 

The  main  lobby  is  finished  in  Mycenian  marble 
wainscot  and  real  marble  floor  and  base.  The  col- 
umns are  Mycenian  marble  with  plaster  caps.  The 
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ceiling  of  the  lobb}^  is  at  the  same  height  as  the  mez- 
zanine ceihng  and  deep  ornamental  plaster  beams  ex- 
tend across  the  ceiling  and  above  the  mezzanine  gal- 
lery. Around  the  edge  of  the  mezzanine  gallery  open- 
ing onto  the  lobby  below  is  a  wood  balustrade,  with  a 
wide  railing  on  top.  The  doors  in  the  lobby  are 
mahogany  and  the  trim  is  pine  to  be  decorated. 

The  main  dining  room  has  marble  floor  and  base 
and  panelled  pine  wainscot  nine  feet  high.  The 
ceiling  is  high  with  heavy  girders  covered  with  orna- 
mental plaster.  All  of  the  wood  trim  is  pine  for  de- 
corating. 

All  of  the  wood  trim  in  the  restaurant  and  the 
bar  and  grill  room  is  of  quartered  oak.  The  floors 
are  marble  with  a  marble  base.  There  is  a  paneled 
wainscot  in  each  room  and  in  the  restaurant  there 
are  four  columns-  The  ceilings  are  beamed  with  or- 
namental plaster. 

On  the  mezzanine  gallery  and  in  the  large  banquet 
hall  on  the  mezzanine  floor  the  wood  trim  is  pine  for 
decorative  purposes.  The  same  applies  to  the  two 
private  dining  rooms  on  this  floor.  There  are  eight 
large  wood  columns  in  the  banquet  hall  set  close  to 
the  wall  and  tight  against  wood  pilasters  of  the  same 
design  as  the  columns.  The  ceiling  here  is  vaulted 
in  five  sections  separated  by  heavy  plastered  beams. 

The  service  equipment  includes,  besides  a  com- 
plete kitchen  layout,  a  laundry,  a  refrigerating  plant 
and  an  auxiliary  heating  and  power  plant,  including 
vacuum  cleaning  apparatus.  There  are  two  passenger 
elevators  in  the  main  building  and  two  combined 
freight  and  service  elevators,  one  in  the  main  building 
and  one  in  the  annex.  The  electric  service  is  brought 
in  from  outside  the  building  through  a  switch  board 
located  in  the  basement.  The  direct  current  for  the 
elevators  is  obtained  from  motor  generator  sets  in- 
stalled in  the  basement.  There  is  a  private  branch 
telephone  exchange  at  the  office  in  the  lobby,  con- 
nected to  each  room  and  to  all  service  departments. 
There  are  also  six  public  telephone  booths.  Tele- 
graph service  is  available  in  the  lobby.  Thorougl 
ventilation  is  assured  by  the  installation  of  a  complete 
system  of  fans,  ducts  and  registers. 

Certain  of  the  difficulties  met  with  in  bringing  the 
foundations  to  grade  are  here  described : 

It  was  necessary  to  underpin  the  foundations  of 
the  adjoining  buildings  along  the  entire  west  side  of 
our  excavation,  the  depth  of  the  underpinning  varying 
from  ten  to  fifteen  feet.  On  account  of  the  poor  con- 
dition of  the  old  footings,  the  work  had  to  be  done  in 
sections,  filling  in  alternate  spaces  after  the  first  piers 
were  carrying  their  load.  On  part  of  the  work,  con- 
crete was  used  for  the  underpinning  piers  where  there 
was  sufficient  time  to  allow  proper  setting.  On  the 
other  parts  stone  piers  were  built  so  that  the  load 
could  be  applied  as  soon  as  the  piers  were  finished.  In 
one  section  the  underpinning  had  to  be  extended  sev- 
eral feet  deeper  because  of  the  change  in  plans  which 
lowered  the  column  footings  at  this  point.  The  work 
v/as  accomplished  without  the  slightest  accident  to 
life  or  property  and  there  has  been  no  settlement  of 
the  footings  since  the  underpinning  was  completed. 

Borings  were  made  which  showed  sand  for  about 
id  feet,  then  2  feet  of  strongly  cemented  gravel  fol- 
lowed by  a  thick  layer  of  running  sand.  IBelow  the 
running  sand  stiff  blue  clay  was  encountered  which 
continued  down  to  the  rock.  The  flow  of  water  and 
running  sand  just  below  the  cemented  gravel  called  for 
heavy  sheet  piling  and  constant  pumping  when 
building  the  deeper  footings. 


Great  care  was  necessary  in  building  the  outside 
basement  walls  to  keep  them  straight  and  smooth.  All 
of  the  outside  columns  are  supported  on  grillage 
beams  embedded  in  the  concrete  walls.  This  condi- 
tion necessitated  three  pourings  to  reach  the  top  of  the 
wall  and  each  time  the  forms  had  to  be  relined  and 


Royal  Connaught  Hotel,  Hamilton. 

the  last  section  of  concrete  had  to  be  thoroughly 
cleaned  and  coated  with  cement  grout.  All  footings 
were  poured  in  freezing  weather.  Before  placing  the 
concrete  the  bottom  of  the  hole  was  thoroughly 
thawed  out  with  steam.  All  concrete  materials  were 
heated  and  the  concrete  was  placed  hot.  The  com- 
pleted footings  were  covered  with  straw,  or  in  ex- 
treme cases  were  kept  heated  by  steam  under  canvas. 
Records  have  been  kept  during  the  construction  of  the 
superstructure  and  at  no  time  has  there  been  any  sign 
of  settlement. 

The  concrete  for  all  of  the  foundations  was  mixed 
in  two  three  quarter  yard  mixers-  It  was  placed 
from  buggies,  the  length  of  wheel  averaging  about 
sixty  feet. 

The  building  was  designed  by  Esenwein  &  John- 
son, architects,  BufTalo,  N.  Y.,  with  Mr.  A.  W.  Peene 
as  the  local  associate  architect.  Stone  and  Webster 
Construction  Company  of  Boston.  Mass.,  are  the  gen- 

(Continued  on  page  135) 
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Refined  Asphalt  Roads— A  discussion  of  the 
Merits  of  Various  Materials  Used 


By  Leroy  M.  Law* 


The  subject  "The  Merits  of  Refined  Asphalt  Roads" 
would  have  scarce  been  a  welcomed  assignment  five, 
years  ago,  and  in  fact,  any  discussion  along  such  lines 
would,  of  necessity,  have  had  to  be  of  prospective 
nature  and  of  little  promise  at  that,  for  most  service 
experiences  had  proven  failures,  and  an  inadequate 
chemistry  offered  little  ground  for  optimistic  produc- 
tions from  the  laboratory  standpoint.  Moreover, 
prospects,  predictions  and  even  promises  do  not  find 
a  very  cordial  reception  in  asphalt  paving  and  road 
building,  for  municipalities,  engineers,  and  contractors, 
by  reason  of  their  responsibility  to  others,  wisely  and 
justly  demand  more  definite  indications  to  success  be- 
fore changing  a  type  of  material  or  construction. 

The  "Merits  of  Refined  Asphalt  Roads"  quite  nat- 
urally resolves  itself  into  the  merits  of  the  asphalts 
used  in  their  make-up,  for  in  the  same  type  of  con- 
struction, the  mineral  aggregates,  their  preparation, 
etc.,  will  be  practically  the  same  for  all  asphalts. 

•The  evolution  of  any  product  from  early  types  to 
its  more  perfected  form  is  dependent  upon  two  fac- 
tors, raw  materials  and  the  processes  of  manufacture, 
and  in  every  progressive  industry  there  is  constant 
endeavor  to  improve  both  of  them.  Petroleum  doubt- 
less entered  the  paving  industry  as  a  "flux"  or  soften- 
ing agency  for  the  solid  native  bitumen  which  were 
too  hard  to  be  used  for  paving  purposes  in  their  nat- 
ural condition.  These  fluxes  were  not  straight  mineral 
oils,  but  the  residue  of  by-products  of  oil_  distillation. 
In  those  days  the  major  products  of  all  refineries  were 
the  burning  oils,  and  later  on  gasoline  and  lubricants. 
The  fluxes  were,  therefore,  what  remained  in  the  still 
after  these  more  valuable  fractions  had  been  taken  out, 
and,  under  the  name  of  "residuum"  were  generally 
considered  as  containing  the  lubricating  oils,  waxes, 
and  pitch  base.  That  they  were  actually  refuse  pro- 
ducts, with  little  or  no  care  in  regard  to  their  quality, 
is  shown  by  the  fact  that  the  oils  were  frequently  sul)- 
jected  to  the  so-called  cracking  processes  for  an  in- 
crease over  the  normal  yield  of  burning  oils,  but  this 
caused  a  detriment  and  injury  of  the  residuum.  There 
are  about  six  oil  fluids  in  the  United  States,  and  though 
the  oils  in  some  of  them  vary  from  well  to  well,  they 
are  practically  all  distilled  for  the  same  major  pro- 
ducts. It  was  not  surprising,  therefore,  that  the  re- 
sulting residues  were  variable  in  character,  and  often 
unsuited  even  for  the  purpose  of  fluxing  the  hard  as- 
phalts. Under  such  circumstances,  petroleum  asphalts 
originated. 

Increasing  Use  of  Native  Bitumens 
The  increasing  use  of  the  more  successful  native 
bitumens  early  became  the  stimulus  for  the  develop- 
ment of  the  residuals  so  that  they  might  compete  with 
the  asphalts  to  which  they  heretofore  had  served  only 
as  adjuncts,  and  to  do  so,  it  was  necessary  that  they 
be  brought  from  their  more  or  less  fluid  state  to  con- 
sistencies suitable  for  paving  purposes.  It  was  early 
found  that  distillation  of  the  paraffin  and  semi-asphaltic 
petroleum  beyond  the  "residuum"  stage  resulted  in  de- 
composition of  the  pitch  or  asphalt  residues  to  such 
extent  that  their  usefulness  as  paving  materials  could 
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not  be  seriously  considered,  so  other  means  were 
sought  to  achieve  the  desired  end.  For  example, 
Dubbs  found  that  the  addition  of  sulphur  to  the  resi- 
duum, maintained  at  elevated  temperatures,  resulted  in 
a  molecular  condensation  with  liberation  of  sulphuret- 
ted hydrogen  gas.  The  resulting  artificial  asphalts  re- 
ceived the  name  of  "Pittsburgh  Flux." 

Byerly,  about  the  same  time,  found  that  by  blowing 
air  through  the  heated  residuum  the  oxygen  performed 
a  similar  function  to  the  sulphur  in  the  Pittsburgh  flux 
and  in  1893  took  out  a  patent  covering  this  air  blow- 
ing process.  This  proved  a  most  important  step  in  the 
transition  of  petroleum  asphalt  for  air  blowing  was 
cheaper  than  sulphur,  and  by  regulating  the  duration 
of  the  "blow,"  asphalts  of  varying  consistency  could 
be  produced.  Materials  produced  by  this  blowing  pro- 
cess have  proven  useful  products,  although  at  no  time 
havevthey  made  any  serious  inroads  on  the  native  bi- 
tumens, for  paving  purposes.  They  were  generally 
tough,  rubberlike  materials,  low  in  susceptibility,  but 
quite  short  in  character,  and  have  served  chiefly  as 
waterproofing,  block-filler  materials,  rubber  substitu- 
tes, and  also  to  a  very  considerable  extent  as  a  consti- 
tuent of  the  bituminous  cements  in  asphalt  paving 
blocks. 

'Compounding  the  Residues 

Another  step  in  the  evolution  of  asphalts  from  pet- 
roleum was  made  by  compounding  with  the  distillation 
residues  such  quantities  as  hard  bitumens,  like  gilsonite 
and  grahamite  so  as  to  produce  materials  of  paving 
consistencies.  Many  of  these  compounds  contained  as 
much  oil  as  hard  bitumen,  and  frequently  the  air-blow- 
ing process  was  used  in  their  manufacture.  Several 
rather  successful  asphalts  of  this  constitution  have  ap- 
peared on  the  market  in  recent  years.  On  account  of 
the  large  percentage  of  the  oil  residuum  required,  how- 
ever, the  original  element  of  uncertainty  still  prevails 
in  regard  to  the  finished  product.  This,  together  with 
the  high  price  of  gilsonite  and  grahamite  and  other 
factors,  has  doubtless  served  to  greatly  restrict  the 
use  of  such  preparations  to-day. 

This  brings  us  up  to  about  the  year  1900,  previous 
to  which  the  oil  asphalts  were  truly  artificial  materials, 
being  prepared,  at  best,  from  oils  of  low  asphaltic  con- 
tents and  their  solidity  and  consistency  were  propor- 
tional to  the  artificial  means  employed  in  their  manu- 
facture. It  was  only  to  be  expected  that  they  should 
be  called  by  such  names  as  manufactured  asphalts,  oil 
asphalts  ,and  residual  asphalts,  even  though  such  des- 
ignations were  not  appropriate  to  the  totally  different 
types  that  followed.  Asphalts  from  Texas  and  Cali- 
fornia petroleums  next  deserve  attention,  and  it  is  in- 
teresting to  note  that,  while  they  dififered  widely  in 
characteristics,  they  are  still  in  use  to-day,  though  in 
modified  form.  The  original  Texas  asphalts,  on  being 
blown,  were  low  in  susceptibility  to  temperature 
changes,  but  the  low  ductility  retarded  their  adoption 
by  many  cities  which  were  maintaining  a  minimum 
ductility  requirement  of  15  or  20  centimeters  in  their 
specifications.  On  the  contrary,  the  California  materi- 
als possessed  practicall)^  unlimited  ductility,  and  since 
they  were  obtained  from  full  asphaltic  base  oils,  it  was 
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possible  to  omit  the  blowing  process.  This  fact  ren- 
dered their  advent  the  turning  point  in  the  evolution 
of  petroleum  asphalts  inasmuch  as  their  preparation 
could  be  accomplished  by  a  simple  refinement  direct 
to  the  desired  consistency.  There  has,  however,  been 
a  lack  of  uniformity  in  the  crude  supplies,  and  their 
high  rates  of  susceptibility  has  been  considered  ob- 
jectionable in  many  places.  In  spite  of  this,  California 
materials  have  been  quite  successful,  and  are  still  in 
use. 

Ideal  Raw  Material  Found  in  Mexico 

The  ideal  raw  material  for  the  production  of  pet- 
roleum asphalts,  however,  became  available  about  five 
years  ago  with  the  entry  of  Mexican  petroleum  into 
the  field  of  raw  materials.  These  asphalts  met  success- 
fully, recognized  paving  and  road  oil  tests,  and  pro- 
vided a  plentiful  and  uniform  supply  of  raw  material. 
Mexican  asphalts  had  appeared  in  the  paving  industry 
some  years  ago,  but  the  early  examples  were  but  the 
more  or  less  solidified  effusions  from  the  real  supply, 
which  lay  thousands  of  feet  below  the  surface.  In 
1910  the  opening  of  several  large  wells  on  the  east 
coast  of  Mexico  opened  a  new  epoch  in  the  -asphalt 
business.  With  large  supply  and  reasonable  rates  of 
water  transportation  it  was  possible  to  place  on  the 
market  excellent  paving  and  road  building  materials 
at  prices  which  have  made  possible  our  great  highway 
developments  of  to-day. 

Two  types  of  Mexican  petroleum  constitute  the 
general  supply  of  crude  material  shipped ;  a  heavy  oil 
of  10  to  iZ  degs.  Be.  gravity  carrymg  about  70  per 
cent,  of  asphalt  and  a  lighter  one  of  18  to  21  degs.  Be. 
gravity  with  an  asphalt  content  of  55  to  60  per  cent. 
These  are  obtained  from  wells  of  3,000  to  5,000  feet 
depth,  are  collected  in  large  storage  tanks  or  some- 
times in  earthen  ponds  or  lakes,  and  then  pumped  into 
specially  constructed  tank  ships  ranging  from  30,000 
to  60,000  barrels  capacity,  for  transportation  to  the  re- 
fineries. Both  oils  yield  excellent  paving  materials. 
Their  high  asphalt  contents  and  correspondingly  low 
percentages  of  light  oils  allow  prompt  refinement  with 
a  minimum  risk  of  injuring  the  asphalt  residues  which, 
in  the  handling  of  Mexican  petroleums,  are  the  major 
products  of  the  refinery.  With  both  types  of  crude 
it  is  commercially  practicable  to  stop  the  refining  or 
reduction  process  at  any  stage  of  consistency  between 
the  fluidity  of  the  natural  liquid  and  the  solidity  of 
hardest  paving  cement  so  as  to  give  the  engineer  a 
material  made  by  one  simple  process  to  the  desired 
consistency.  By  such  procedure,  the  natural  fluxes  are 
retained  and  subsequent  artificial  fluxing,  with  its  at- 
tendant losses  in  time,  is  avoided. 

Preference  for  Heavier  Oils 

For  paving  cements  and  road  binders  there  is  ap- 
parently a  ])reference  for  products  of  the  heavier  oils, 
])robal)ly  due  to  their  greater  density  and  lower  para- 
ffin content.  The  lighter  oils,  however,  serve  as  the 
chief  source  for  road  surfacing  materials.  When 
simply  freed  from  moisture  and  sediment,  they  serve 
as  a  cold  surface  dressing  for  macadam  roads,  the 
naturally  occurring  gasoline  which  they  carry  serving 
as  a  natural  thinner  to  facilitate  penetration  into  the 
road  structure.  Deprived  of  these  lighter  oils,  tlu-y 
serve  for  the  more  permanent  and  so-called  hot  sur- 
face application.  That  the  merits  predicted  for  the  ma- 
terials by  scientific  tests  have  been  verified  is  evidenced 
by  their  almost  general  use  in  many  cities  for  sheet 
asphalt  and  asphaltic  concrete.    In  many  cities  this 


pavement  has  successfully  passed  into  its  fourth  year 
of  service.  In  road  construction  and  treatments,  the 
uses  of  Mexican  products  have  been  even  more  gen- 
eral than  in  street  pavements.  Such  recognition  of 
asphalts  from  Mexican  petroleum  show  that  the  early 
conceptions  of  "oil  asphalts"  are  fast  being  obliter- 
ated ;  certainly  they  indicate  that  the  character  of  the 
material  itself  is  to  be  primarily  considered  rather 
.than  a  mere  classification  in  which  the  material  may 
be  placed. 

With  the  entry  of  California  materials,  however, 
the  possibility  of  simplifying  the  process  of  preparing 
petroleum  asphalts  was  noted.  This  was  largely  due 
to  the  character  of  the  oils  themselves,  which  were 
fluid  asphalts  rather  than  mere  oils.  A  high  asphalt 
content  with  a  corresponding  reduction  in  the  amount 
of  burning  oils  resulted  in  a  complete  change  of  pur- 
pose and  vvhat  had  been  known  as  the  "residuum"  or 
residue,  now  became  the  major  product.  This  is  the 
present  practice  in  the  refinement  of  the  Mexican  pet- 
roleum wherein  every  possible  care  is  taken  to  con- 
serve the  asphalt  constituents,  leaving  as  the  refuse 
or  by-products  the  unnecessary  volatile  oils  which  are 
sold  for  fuel  and  gas  making  purposes. 

Radical  Change  in  Petroleum  Refinement 

This  radical  change  in  petroleum  refinement  has 
brought  forth  several  new  processes,  among  which 
may  be  mentioned  those  covered  by  the  Dundas  and 
the  Trumbull  patents.  Both  are  of  California  origin, 
the  former  is  little  used,  but  the  latter  is  in  successful 
operation  with  both  California  and  Mexican  oils  and 
is  worthy  of  mention.  Its  operation  depends  on  pre- 
heating the  oil,  pumping  it  to  the  top  of  heat-jacketed 
cylindrical  towers  and  allowing  it  to  flow  down  the 
inner  surface  in  a  thin  sheet.  Around  a  central  vertical 
stand-pipe  or  "off-take"  are  openings,  which  allow 
vapors  or  light  oils  to  pass  ofl;  to  the  condensers. 
These  openings  are  protected  by  conical  or  umbrella- 
like shields  so  that  they  will  not  become  clogged  by  the 
asphalt  as  it  passes  to  the  bottom  of  the  tower.  The 
consistency  of  the  asphalt  depends  on  the  temperature 
and  the  rate  of  pumping. 

The  most  generally  used  process,  however,  is  that 
of  steam  distillation,  which  removes  the  lighter  oils 
from  the  associated  materials  at  temperatures  below 
their  normal  boiling  points.  The  petroleum,  after  the 
removal  of  moisture  by  settling  or  some  similar  treat- 
ment, is  charged  into  large  stills  of  1,000  to  1,200  bar- 
rels capacity.  Heat  is  slowly  applied  and  maintained 
throughout  the  run,  but  the  distillation  is  actually  ac- 
complished by  steam  vapors.  A  current  of  live  steam 
is  passed  into  the  heated  oil  and,  issuing  from  a  multi- 
tude of  fine  orifices  along  the  still  bottom,  carries  the 
light  oils  with  it  and  the  mixed  vapors  pass  to  the 
condensers.  While  these  oils  would  require  tempera- 
tures as  high  as  900  or  1,000  degs.  F.,  for  their  actual 
distillation,  this  steaming  process  enables  them  to  be 
removed  at  temperatures  as  low  as  600  to  650  degs.  F., 
but  in  proper  regulated  plants  the  asphalt  in  the  still 
is  never  allowed  to  exceed  such  temperatures.  Agita- 
tion due  to  the  passage  of  the  steam  further  assists  in 
the  work,  by  preventing  any  portion  of  the  asphalt 
being  long  in  contact  with  the  still  bottom  where  the 
heat  is  necessarily  greatest.  In  the  best  regulated 
plants,  recording  pyrometers  indicate  the  actual  tem- 
peratures at  all  times  and  when  careful  tests  show  that 
the  desired  consistency  has  been  reached  the  charge  is 
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allowed  to  cool  and  is  then  pumped  into  storage  or 
drummed  for  shipment. 

Opposition  to  New  Materials 

Following  the  path  of  its  predecessors,  it  was,  per- 
haps, to  be-  expected  that  the  higher  types  of  petro- 
leum asphalt  as  represented  by  the  Mexican  products, 
would  encounter  suspicion,  doubt,  an^d  opposition  on 
entering  the  field  of  competition.  There  had  been,  how- 


ever, a  parallel  advance  in  the  science  of  testing  bi- 
tuminous materials  and  it  was  anticipated  that  this 
would  go  far  toward  assuring  reliability.  It  did  to  a 
very  large  extent ;  otherwise  petroleum  asphalts  would 
not  have  attained  their  present  high  standing.  Speci- 
fications were  frequently  deliberately  closed  to  these 
materials,  but  thanks  to  the  chemist  and  the  engineer, 
these  conditions  have  been  largely  eliminated,  and  the 
best  type  of  petroleum  asphalt  are  welcomed  in  open 
competition  with  all  other  good  materials. 


The  Paris  Building,  Winnipeg,  Man. 


ON  Winnipeg's  principal   thoroughfare,  almost 
opposite  the  General  Post  Office  on  Portage 
Avenue,  and  just  South   of   the   junction  oi" 
Portage  Avenue  and  Main  Street,  there  has 
been  erected  a  magnificent  $200,000  reinforced  con- 
crete building  which   has   been   named   the  "Paris 
Building." 

Foundation  Work 

The  general  contractors,  Carter-Halls-Aldinger, 
Ltd-,  have  erected  a  five  storey  building  88  feet  wide 
by  130  feet  deep,  but  the  building  is  designed  for  a 
future  ten  storey  building  with  a  125  lb.  live  load  on 
the  ground  and  second  floors  and  65  lb.  live  load  on 
the  remaining  floors. 

The  average  size  of  column   footings   is   14  feet 


Paris  Building,  Winnipeg— completed, 

square  with  30  inch  columns  in  the  basement.  The 
.system  of  reinforcing  used  by  the  C.  A.  P.  Turner 
Company,  the  reinforced  concrete  engineers  for  the 
building,  was  a  two-way  beam  and  slab,  the  panels 
being  18  ft.  x  22  ft.  6  in.  In  all  there  were  3,000  yards 
of  reinforced  concrete  and  220  tons  of  reinforcing  steel 
used  in  the  skeleton  frame  of  the  building.  A  1-2-4 
mixture  was  used  for  the  concrete,  sufficient  crushed 
granite  being  added  to  the  gravel  to  bring  the  coarse 
aggregate  up  to  the  correct  proportion.  All  the  pits 
have  a  7  in.  concrete  wall  and  5  in.  concrete  bottoms- 

The  exterior  walls  on  the  outside  up  to  the  grade 
line  on  all  sides  of  the  building  are  waterproofed  with 
half  inch  coat  of  cement  mortar  and  pudlo  water- 
proofing compound. 

The  exterior  finish  of  the  building  is  terra  cotta 
with  an  interior  backing  of  good  hard  stock  brick 


This  brick  backing  is  laid  simultaneously  with  and 
Ijonded  into  the  terra  cotta  facing,  with  anchor  rods, 
ties,  etc.,  while  the  inner  four  inches  of  all  exterior 
walls  is  laid  with  hollow  brick.  All  interior  walls 
and  partitions  are  built  of  4  inch  hollow  tile.  The 
brickwork  throughout  the  building  is  laid  up  in  ce- 
ment mortar  compound  as  follows :  One  part  best 
Portland  Cement  to  three  parts  of  clean  sharp  sand. 

It  is  interesting  to  note  that  portions  of  walls,  etc., 
bearing  severe  loads  are  built  in  extra  hard  brick, 
special  care  being  taken  that  these  portions  of  the 
work  were  well  pointed,  flushed  up  and  grouted.  Row- 
lock arches  are  turned  over  all  arches  in  brickwork. 
The  walls  facing  the  lane  at  rear  are  built  of  good 
hard  stock  brick,  which  were  carefully  selected  for 
their  evenness  of  color  and  face.  The  brickwork  on 
the  light  court  is  of  the  best  quality  lime  brick. 

Electric  Installation. 

A  complete  system  of  wiring  for  electric  lights, 
fan  outlets,  etc-,  has  been  installed.  The  wiring  is 
for  110  volts  alternating  current  on  the  three  wire  sys- 
tem. 

The  power  wiring  is  for  two  passenger  elevators 
with  the  exhaust  fan  on  the  roof  at  550  volts  direct 
current.  The  Star  Electric  Company,  Winnipeg,  in- 
stalled the  transformers  and  extended  the  mains  in 
conduits  to  the  switchboard  which  is  located  in  the 
engine  room  in  the  basement.  The  general  con- 
tractors, Carter-Halls-Aldinger,  Ltd.,  Winnipeg,  con- 
nected all  the  mains  to  the  switchboard  as  well  as 
extending  the  switchboard  panels,  which  are  of  black 
slate  2  inches  thick  and  6  feet  6  inches  high.  The 
switchboard  panels  provide  for  the  following  fittings : 
Lighting  panels,  110  volt  alternating  current,  on  which 
is  mounted  the  following  fuses,  switches  and  meters  : 

One  for  each  of  the  small  stores  facing  Garry 
Street. 

One  for  billiard  room  in  basement. 

One  for  each  of  the  Portage  Avenue  stores  and 
l)asements  to  same. 

One  for  barber  shop  in  basement. 

One  for  all  corridor,  stairway,  lavatories  and  boiler 
room,  lights. 

One  for  each  of  two  show  rooms  on  the  second 
storey. 

One  for  each  office  of  three  office  floors  above. 

One  for  disc  and  fan  motors  in  corner  store  and  bil- 
liard room  in  basement. 

The  power  panel,  having  500  volt  direct  current, 
has  the  following  fuses,  switches  and  meters  mounted 
thereon :  One  for  each  elevator  motor  and  one  for  fan 
motor. 

All  fuses  installed  are  of  the  renewable  tvpe.  and 
each  panel  is  completely  wired  on  rear,  devices  and 
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instruments  connected  to  proper  circuits,  being"  ready 
for  instantaneous  operation- 

The  bus  bars,  which  have  been  installed,  are 
round  copper,  and  are  specified  not  to  carry  more  than 
800  Amp.  per  square  inch. 

The  roof  is  covered  by  Barrett's  tar  and  gravel 
roofing".  All  the  elevator  doors  are  of  frame  con- 
struction, excepting-  .the  door  to  the  stair  from  the 
main  entrance,  hall  which  is  of  hollow  pressed  steel, 
manufactured  by  McFarlane  &  Douglas,  Ottawa.  The 
main  staircase  from  the  basement  to  the  roof  "has 
wrought  iron  ornamental  railings  with  channel  steel 
angles  to  receive  the  wood  hand  rail  and  rests  on  the 
moulded  metal  saddles  cast  to  fit  the  concrete  stair 
string-. 

The  interior  of  all  brick  walls,  brick  and  other 
partitions,  the  columns  and  the  inside  of  all  exterior 
walls,  the  inside  of  passenger  elevator  shaft,  etc., 
throughout  the  building  are  plastered  by  the  Western 
Plaster  Company,  of  Winnipeg,  with  two  coats  of 
Manitoba  hard  wall  plaster  and  one  coat  of  white  hard 


finish,  all  of  which  Avas  supplied  by  the  Manitoba 
Gypsum  Co.,  Winnipeg. 

The  floors  of  the  main  entrance  hail  and  vestibule 
are  laid  in  marble  square  tiles  10  ft-  by  10  ft.  lys  inches 
thick. 

The  walls  of  the  main  entrance  vestibule  and  ele- 
vator wall  up  to  the  height  of  4  ft.  6  in.  have  been  laid 
up  with  1  inch  marble  wainscot.  The  Missisquoi 
Marbles  Ltd.,  Montreal,  supplied  the  marble  for  this 
building. 

The  interior  finish  of  the  building  is  selected 
straight  grained  white  oak,  supplied  b}'  the  G.  W. 
Murray  Company,  Winnipeg". 

The  building  is  heated  by  a  low  pressure  system 
of  steam  heating. 

The  structure  was  completed  in  quick  time,  the 
contract  being  let  on  April  15  last  year  to  Carter- 
Halls-Aldinger,  Ltd-,  and  the  tenants  were  occupying 
the  new  building"  within  seven  months  of  that  date. 
Woodman  &  Carey  were  the  architects. 


Church  of  St.  Francis  of  Assisi,  Toronto 


The  new  Church  of  St.  Francis  of  Assisi,  Grace 
Street,  Toronto,  was  completed  and  dedicated  in  Oc- 
tober, 1915.  The  building  is  in  the  Italian  Gothic 
style,  and  is  built  chiefly  of  Credit  Valley  stone,  with 
Indiana  limestone  dressings,  except  the  pinnacles, 
niches,  window  tracery,  etc.,  which  are  carried  out  in 
Roman  stone.  All  interior  columns,  Avith  their  bases 
and  caps,  are  built  of  Indiana  limestone. 


The  main  entrance,  on  the  west,  fronts  on  Grace 
Street,  and  utilizes  three  large  double  doors  surmount- 
ed by  ornamental,  artistic  windows  in  Roman  stone 
relief.  Access  to  the  building  may  also  be  had  through 
two  entrances  on  the  north,  which  are  approached  by 
a  private  walk,  and  by  two  more  on  the  south,  off 
Mansfield  Avenue.  Directly  within  the  maiii  entrance 
is  a  narthex  37  ft.  6  ins.  by  9  ft.  10  ins.,  Avhich  is  also 


Interior  of  St.  Francis  Church,  Toronto.    A.  W.  Holmes,  Architect. 


directly  accessible  through  the  tower  from  Mansfield 
Avenue.  Three  double  swinging  doors,  corresponding 
respectively  to  the  main  entrance  doors,  open  directly 
from  the  narthex,  or  vestibule,  into  the  main  body  of 
the  church.    Directly  over  the  narthex  is  the  org^in 


gallery.  In  the  southwest  corner  is  a  tower  21  feet 
square,  approximately  120  ft.  high,  with  an  open  arch 
belfry,  beautifully  ornamented  with  Roman  stone  re- 
lief work.  The  nave  in  the  main  body  of  the  church 
is  40  feet  wide,  and  is  flanked  by  narrow  aisles,  used 


nE3T  TLOOE  PLTMi 
First  floor  plan,  St.  Francis  of  Assisi,  Toronto. 
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as  passages  only,  with  a  main  aisle  down  the  centre. 
On  the  north  side  of  the  sanctuary,  which  is  situated 
at  the  east  end  of  the  church,  is  the  priest's  sacristy, 
with  the  boys'  sacristy  on  the  south  side.  The  cleres- 
tory, which  is  supported  by  Indiana  limestone  columns 
connected  by  high  arches,  contains  several  large  win- 
dows on  all  sides  which  efficiently  light  the  body  of 
the  church.  The  lower  set  of  panes  of  all  windows 
on  any  one  side  of  the  church  are  connected  with  a 
link  motion  so  that  the  windows  may  be  opened  by 
the  operator  from  the  floor  below. 

The  roofs  are  supported  by  steel  trusses,  and  the 
vaulted  and  groined  ceilings  are  formed  of  steel  frame- 
work with  metal  furring  and  lath.  Ceilings  and  wall 
surfaces  are  finished  in  rough  stucco  with  staflf  ribs, 
strings,  corbels,  and  other  ornamental  works.  The 
roof  is  slate  covered.  The  basement  auditorium,  which 
is  used  as  a  parish  hall,  has  a  floor  plan  quite  similar 
to  the  first  floor,  and  will  seat  a  similar  number  of 
people — namely,  nine  hundred.  The  east  end  of  the 
basement  is  used  for  boiler  and  furnace  rooms. 

Furniture  and  all  interior  trim  is  quarter-cut  oak. 
The  church  proper  is  lighted  by  two  large  16-lamp 


Sectional  Elevation,  St.  Francis  Church. 

clusters  over  the  main  aisle,  two  7-lamp  clusters  in 
the  transepts,  and  single  drops  over  the  side  aisles. 
Enclosed  shades  are  used  throughout.  The  total  cost, 
including  furniture,  is  nearly  $120,000. 

The  building  was  designed  and  the  erection  super- 
intended by  A.  W.  Holmes,  Architect,  Toronto.  The 
general  contractor  was  Mr.  R.  Sheehy,  of  Peterbor- 
ough; sub-contractors,  heating  and  plumbing,  P.  J. 
Hayes ;  electric  wiring,  Bennett  &  Wright ;  fixtures,  F. 
C.  Henderson ;  mosaic  work,  the  Italian  Mosaic  and 
Marble  Company;  furniture,  the  Globe  Furniture  Com- 
jjany  and  the  Rosenblatt  Art  Works ;  steel  sash  and 
ventilators,  A.  B.  Ormsby  and  the  Luxfer  Prism  Co. 


A  postal-card  poll  of  the  Architectural  League,  Toronto, 
showed  that  three-fourths  of  the  members  were  in  favor 
of  admitting  women  to  their  ranks.  This  sentiment  will 
probably  be  incorporated  into  the  constitution  at  the  next 
annual  meeting  of  the  League.  Architects,  painters,  and 
sculptors  are  eligible  as  members,  and  from  the  first,  wo- 
men have  shown  their  work  in  the  League's  exhibitions. 


Qrders  have  been  received  in  Montreal  from  Ottawa  ask- 
ing for  the  immediate  recruiting  of  a  detachtnent  of  fifty 
engineers.  It  is  hoped  that  men  who  have  had  university 
training  in  applied  science,  engineering  and  similar  courses 
will  volunteer  for  the  work,  as  their  wider  knowledge  and 
training  will  make  them  valuable. 


Quarantine  Against  Dry-Rot  As  Feasible 
As  Against  Small-Pox 

According  to  the  more  recent  authorities,  decay  in 
wood  is  a  disease  that  may  spread  as  smallpox  spreads 
among  the  unvaccinated  of  the  human  race.  No  wood 
will  decay  vmless  the  germs  of  decay  are  communi- 
cated to  it  from  wood  or  other  vegetable  substance 
already  infected.,  Rot  is  not  inherent  in  wood  or  in 
anything  else.  It  is  communicated  from  subject  to 
subject  by  the  spread  of  the  germs  from  one  to  another. 

Decay  in  wood  is  caused  by  a  plant  growth  that 
takes  root  among  the  fibers  of  the  wood,  and  develops 
and  spreads.  The  plant  which  does  this  is  called  a 
fungus.  There  are  many  species,  some  preferring  one 
kind  of  wood,  some  another ;  some  spread  rapidly 
through  the  cells  and  fibers,  producing  rapid  decay, 
others  work  slowly  and  do  little,  harm.  The  germ 
which  furnishes  the  means  of  spreading  the  rot  from 
one  piece  of  wood  to  another  is  called  a  spore.  It  is 
not  exactly  a  seed,  but  it  amounts  to  the  same  thing. 
When  it  falls  on  a  piece  of  wood  where  the  conditions 
of  moisture  and  warmth  are  suitable,  it  grows  like  a 
seed,  and  sends  roots  into  the  wood  and  dissolves 
its  substance,  and  that  produces  decay.  The  spores 
which  do  this  are  usually  too  small  to  be  seen  separ- 
ately without  a  strong  glass,  but  each  microscopic 
speck  may  become  a  centre  of  infection.  Spores  de- 
velop and  fly  away  through  the  air  in  countless  mil- 
lions, and  fall  everywhere  in  the  vicinity,  spreading  rot 
over  the  surface  of  sound  lumber  if  sufficient  moisture 
is  present. 

Suggestions  have  been  many  times  made  that  de- 
caying lumber  should  not  be  shipped,  because  of  the 
probability  that  it  will  communicate  its  own  disease 
to  sound  lumber  along  its  journey  or  at  its  destination. 
Without  doubt  such  a  thing  often  happens. 

A  little  care  in  handling  the  material  in  the  yard 
will  prevent  the  incipient  stages  of  decay,  which,  when 
transferred  to  buildings,  may  develop  into  full-fledged 
cases  of  dry-rot  or  decay. 

The  term  "infected  wood"  may  be  defined  to  cover 
wood  which  contains  the  roots  of  any  fungi  which 
can  continue  to  grow  under  the  conditions  in  which  the 
wood  is  to  be  used. 

The  sale  or  use  of  infected  wood  (that  which  con- 
tains fungi  which  can  grow  under  the  conditions  of 
use)  should  be  prohibited  by  law. 

Our  building  codes  require  that  steel  girders  and 
beams  in  the  downtown  office  l:>uildings  be  covered 
with  concrete  to  prevent  collapse  in  case  of  fire.  Why 
should  we  not  have  a  similar  re(|uirement  that  tim- 
bered  structures  be  erected  in  such  a  way  that  dry- 
rot  infection  is  impossible,  the  code  to  be  so  Avorded 
that  ventilation,  heat  or  preservative  treatment  be  pro- 
vided for  under  given  conditions? 

If  the  timber  can  be  rapidly  dried  out  and  kept 
dry  under  the  conditions  of  use,  dry-rot  caimot  de- 
velop. 

When  a  building  is  framed  the  ends  of  the  girders 
and  posts  are  usually  fitted  so  tight  together  that  dry- 
ing is  exceedingly  slow,  and  it  is  frequently  further 
retarded  by  the  side  plates  of  the  girder  supports. 
This  is  one  of  the  principal  points  where  dry-rot  starts, 
because  all_  the  surfaces  of  contact  have  been  or  are 
subject  to  infection.  However,  the  growth  of  dry-rot 
can  be  avoided  by  constructing  these  joints  so  that 
air  can  circulate  around  the  hea^ds  of  the  sticks. 

Where  drying  is  likely  to  be  slow  because  of  poor 
ventilation  or  absence  of  heat,  a  wood  preservative 
should  be  applied  to  the  surfaces  of  contact. 
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Constructing  Sewers  in  Winter  Time 

By  Harrison  P.  Eddy* 


UNDER  many  conditions  that  work  which  is 
most  imifornily  and  continuously  performed 
is  most  economically  done.  It  follows  logic- 
ally, therefore,  that  where  conditions  are 
equally  favorable  at  all  seasons  the  greatest  economy 
Avill  result  in  the  long  run,  if  construction  work  is 
prosecuted  a't  a  uniform  rate  of  speed  throughout  the 
year.  Such  a  program  would  avoid  waste  due  to 
great  haste,  which  is  always  accompanied  by  inflated 
prices  of  labor  and  materials;  would  tend  toward 
lower  unit  costs  of  labor  and  plant,  which  would  then 
be  continuously  employed;  and  would  render  unneces- 
sary a  substantial  portion  of  overhead  costs  due  to 
idle  capital  and  supervisory  services  while  the  work 
temporarily  ceases. 

Such  is  the  ideal,  a  goal  which  can  be  kept  in  sight 
with  advantage,  but  one  scarcely  to  be  attained  in 
the  cold  climate  of  Canada  and  Northern  United 
States.  Nevertheless,  much  can  be  done  to  minimize 
the  losses  due  to  suspension  of  operations,  if  only 
resource  and  ingenuity  are  actively  employed  to  over- 
come conflicting  conditions. 

Must  Select  the  Work 

Perhaps  one  of  the  most  important  steps  is  that 
of  the  selection  of  the  work  least  unfavorably  affected 
by  low  temperatures  and  snow.  Upon  sewerage  and 
drainage  works  interior  repairs  are  often  made  more 
advantageously  in  winter  than  in  summer,  because  the 
air  in  the  sewers  is  better,  temperatures  and  humidity 
are  lower,  and  infiltration  and  storm  flows  are  at  a 
minimum.  Tunnelling  may  often  be  done  advantage- 
ously in  winter  for  here,  too,  atmospheric  conditions 
are  more  favorable.  These  two  classes  of  work  can 
probably  be  done  with  as  great,  if  not  greater  economy 
in  winter  than  in  summer. 

Trench  work  is  more  difficult  to  do  economicalh^ 
in  cold  weather,  but  even  here,  if  selection  can  be 
exercised,  the  losses  may  be  much  reduced.  For  in- 
stance, deep  ledge  cuts  may  often  be  made  with  reas- 
onable economy.  The  rock  is  no  harder  in  winter 
than  in  summer.  The  same  number  and  depth  of  holes 
must  be  drilled  and  the  same  quantity  of  dynamite 
must  be  used.  Gi>eat  care  must  be  exercised  to  pre- 
vent the  freezing  of  dynamite,  but  this  can  be  done 
readily  and  does  not  entail  material  expense.  On 
the  other  hand,  a  failure  to  exercise  proper  care  may 
result  in  disastrous  accidents  and  substantial  resulting 
expenditures.  Steam  and  air  are  slightly  more  ex- 
pensive in  winter,  but  with  simple  precautions  this 
loss  will  be  small. 

Trenches  in  earth  are  likely  to  be  rather  costly — 
less  so  in  dry  sand  and  gravel  than  in  wet  silt,  clay 
or  hardpan.  In  travelled  streets  in  New  England  the 
ground  freezes  to  a  depth  of  four  to  six  feet.  To  loosen 
frozen  ground  with  picks  is  an  exceedingly  expensive 
operation.  It  generally  pays  better  to  soften  it  by 
thawing  the  frost.  This  may  be  done  by  building  fires 
in  the  street  where  the  trench  is  to  be  excavated.  One 
or  two  laborers  can  tend  fires  at  night  which  will 
thaw  sufficient  ground  for  a  trench  one  or  two  hun- 
dred feet  long,  but  this  method  is  better  adapted  to 
a  depth  of  frost  not  exceeding  two  feet  than  to  greater 
depths.   This  method  may  be  subject  to  objection  on 

*  Of  MetcalE  &  Eddy,  Consulting  Engineers,  Boston,  Mass.,  U.  S.  A. 


the  part  of  residents  in  the  vicinity,  on  account  of  real 
or  fancied  danger  of  setting  fire  to  their  buildings. 

Another  method  described  by  the  author  in  "Amer- 
ican Sewerage  Practice,"  Volume  II,  p.  59,  is  that  of 
steaming  out  the  frost.  When  a  steam  boiler  is  avail- 
able this  method  is  quite  economical  and  satisfactory. 
The  ground  along  the  location  of  the  proposed  trench 
is  covered  by  wooden  boxes  open  at  the  bottom.  In 
the  top  of  the  box,  which  may  be  12  to  15  ft.  long, 
10  inches  high  and  the  width  of  the  trench,  2  in.  holes 
are  bored  about  12  in.  apart  in  rows  about  every  24 
in.  crosswise  of  the  box.  The  boxes  are  banked  around 
with  soft  earth,  to  prevent  the  escape  of  steam  and 
warm  air  from  within.  One  man  can  tend  the  fire 
under  the  boiler  and  steam  out  the  frozen  ground 
during  the  night.  For  steaming  he  uses  a  ^-in.  gas 
pipe  about  6  ft.  long,  provided  with  an  iron  cross- 
bar for  a  handle.  To  the  end  of  this  pipe  the  steam 
hose  is  attached,  the  other  end  being  open.  The  oper- 
ator places  this  pipe  in  a  vertical  position  on  1.he 
ground,  passing  it  through  one  of  the  holes  in  the 
box.  As  the  steam  thaws  the  ground  he  gradually 
works  the  pipe  down  until  he  has  penetrated  the  whole 
layer  of  frozen  ground.  He  then  withdraws  the  pipe, 
plugs  the  hole  with  a  wooden  plug  and  follows  the 
same  course  in  the  next  hole,  and  so  on  until  he  has 
thawed  the  entire  length  of  ground  required  for  the 
next  day's  trench.  One  man  will  usually  be  able  to 
thaw  out  sufficient  area  of  street  for  a  trench  four  to 
six  feet  wide,  48  feet  long,  in  one  night,  where  the 
frost  is  4  ft.  deep. 

It  is  usually  practicable  to  place  masonry  in 
trenches  in  rather  cold  weather  without  serious  extra 
cost,  although  materials  should  generally  be  heated. 
It  is  also  desirable  to  cover  the  masonry  and  to  pro- 
vide some  artificial  heat  to  hasten  the  setting  of  the 
cement. 

Trench  Work  Most  Difficult 

The  backfilling  of  the  trench  and  clearing  up  the 
street  behind  the  finished  sewer,  are  perhaps  the  most 
difficult  and  unsatisfactory  parts  of  sewer  construc- 
tion in  winter.  Where  practicable,  the  trench  should 
be  excavated  and  backfilled  the  same  day,  to  prevent 
the  freezing  of  the  excavated  material,  especially  if  it 
is  wet.  It  may  cost  more  to  re-excavate  this  material 
for  backfilling  than  it  did  to  excavate  the  trench  in 
the  first  place.  Filling  a  trench  with  frozen  earth  is  to 
be  avoided,  if  possible,  because  it  is  not  possible  to 
compact  the  fill  so  as  to  ptevent  future  settlement. 

In  spite  of  the  exercise  of  care  in  selecting  the 
type  of  work  to  be  done  in  winter,  the  use  of  labor- 
saving  devices  and  the  expeditious  handling  of  the 
construction,  winter  work  is  almost  certain  to  be 
less  economical  than  that  done  under  the  more  favor- 
able weather  conditions  of  the  remainder  of  the  year. 
However,  undet  some  conditions  the  additional  ex- 
penditure may  be  warranted.  Each  case  must  be  de- 
cided upon  its  own  merits  after  a  careful  weighing  of 
the  advantages  to  be  gained  and  the  disadvantages 
certain  to  accompany  winter  work  in  cold  climates. 

On  account  of  the  present  prosperous  state  of  the  steel 
trade,  the  United  States  Steel  Corporation  have  decided  to 
increase  the  wages  of  their  unskilled  employees  by  about  ten 
per  cent. 
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Instructions   on   Making  Concrete  for 
Isolated  Builder 

The  followino-  brief  instructions  concerning  the 
essentials  of  good  concrete  have  been  prepared  by  the 
Association  of  Portland  Cement  Manufacturers,  hav- 
ing particularly  in  mind  the  needs  of  the  farmer  or 
similarly  isolated  individuals.  Failures  in  concrete 
sometimes  occur  on  account  of  lack  of  knowledge  of 
the  fundamental  principles  but  it  is  believed  that  if 
these  simple  instructions  are  followed  satisfactory  re- 
sults will  be  assured  in  all  cases. 

Aggregates  to  be  Used  in  Concrete  Construction 

The  sand,  stone,  and  gravel  usually  found  upon 
the  farms  of  the  United  States  are  generally  suitable 
for  concrete  construction,  provided  the  following  pre- 
cautions are  taken : 

1.  These  aggregates  must  be  free  from  vegetable  mat- 
ter, dirt,  or  other  foreign  substances. 

2.  When  using  bank-run  gravel,  the  sand  must  be  sep- 
arated from  the  stone  or  pebbles  by  screening  through  a 
^^t-inch  screen. 

3.  In  small  concrete  structures,  such  as'  drain  tile,  fence 
posts,  etc.,  the  coarse  aggregates  (crushed  rock  or  gravel) 

QUANTITIES  OF  MATERIAL  FOR  ONE  CUBIC  YARD  OF  RAMMED 

CONCRETE 

(Table  from  Taylor  and  Thompson,  "Reinforced  Concrete.") 


fully,  place  measuring  box  beside  it,  and  fill  tw^ice  with  stone 
or  gravel,  then  empty  onto  sand  and  cement  mixture  and 
mix  thoroughly. 

7.  Add  three-quarters  of  required  amount  of  water 
slowly  and  evenly,  at  same  time  mixing  the  mass. 

8.  Continue  mixing,  adding  balance  of  water  when  dry 
spots  appear,  until  whole  mass  has  been  turned  over  three 
or  four  times.  This  should  be  sufficient.  After  final  turn- 
ing shovel  into  compact  mass  ready  for  wheeling  to  place. 

Bank-run  Gravel 

Bank-run  gravel  is  sometimes  used  as  it  comes 
from  the  bank.  This  is  wrong,  as  no  two  places  in  a 
bank  will  have  the  same  proportions  of  sand  and 
pebbles.  It  is,  therefore,  always  essential  when 
using  bank-run  material  to  screen  the  sand  from  the 
gravel  and  remix  in  the  proper  proportions. 


Pebcentage  of  Voids  in  Bboken  Stone  ok  Gravel 


Pkopoutions 
BY  Parts 

50  Per  Cent.* 

45  Per  Cent.f 

40  Per  Cent.t 

Ce- 
ment 

Sand 

Stone 

Ce- 
ment, 
Bbls. 

Sand, 
Cu.  yd. 

Stone, 
Cu.  yd. 

Ce- 
ment, 
Bbls. 

Sand, 
Cu.  yd. 

Stone, 
Cu.  yd. 

Ce- 
ment, 
Bbls. 

Sand, 
Cu.  yd. 

Stone, 
Cu.  yd. 

1 
1 
1 
1 
1 

2  ' 
2 

2 
3 
3 
4 
5 

3.57 

l!81 
1.58 
1.31 

o!54 
0.47 
0.48 

1.06 

o!80 
0.94 
0.97 

3.37 
2.60 
1.74 
1.51 
1.24 

o!52 
0.45 
0.46 

1.00 
1.16 
0.77 
0.89 
0.92 

3.20 
2.45 
1.67 
1.44 
1.18 

0.50 
0.43 
0.44 

0.95 
1.09 
0.74 
0.85 
0.87 

*  Use  50  per  cent,  columns  for  broken  stone  screened  to  uniform  size, 
t  I'se  45  per  cent,  columns  for  average  conditions  and  for  broken  stone  with 
dust  screened  out. 

X  Use  40  per  cent,  columns  for  gravel  or  mixed  stone  and  gravel. 


should  range  in  size  from  J/^  inch  to  ]4  inch.  For  larger 
work,  such  as  silos,  barn  floors,  ordinary  foundations,  etc., 
coarse  aggregate  should  range  from  IJ/2  inches  to  J4  inch. 

4.  The  sand  used  should  be  coarse,  hard,  and  clean,  and 
graded  from  l4  inch  to  fine,  with  the  larger  size  predominat- 
ing. Use  great  care  in  hand  mixing.  It  is  economical 
to  buy  a  small  machine  mixed  if  the  farmer  intends  to  use 
concrete  in  large  quantities. 

Hand  Mixing 

Proper  methods  when  concrete  is  mixed  by  hand, 
using  a  two-bag  batch  of  1:2:4  proportions,  are  as 
follows : 

1.  Size  of  measuring  box  for  sand  should  be  2  feet 
s(iuare  by  1  foot  high,  thus  containing  4  cubic  feet. 

2.  Load  sand  in  wheelbarrows  and  wheel  onto  mixing 


Colour  Possibilities  of  Concrete 

One  of  the  strongest  objections  by  architects  to  the 
employment  of  concrete  for  the  external  finish  of  en- 
closing walls  is  the  unpleasing  tint  of  the  material  as 
ordinarily  prepared.  A  good  deal  of  attention  has  been 
devoted  to  the  surface  treatment  of  concrete. 
White  Portland  cement  has  been  used  in 
many  cases,  but  its  cost  is  rather  prohibitive 
for  average  work.  Coloring  matter,  mixed 
with  the  sand  before  the  addition  of  cement 
and  water,  is  employed  by  various  firms  en- 
gaged in  the  production  of  concrete  stone. 
The  most  satisfactory  way,  however,  of  obtain- 
ing a  pleasing  color  and  texture  in  concrete 
surfaces  is  to  select  aggregates  of  appropriate 
tint,  and  to  clean  away  the  cement  so  as  to 
expose  the  stone.  A  surface  so  produced  will 
not  deteriorate  and  is  exempt  from  the  disad- 
vantages attaching  to  rendered  and  to  artifici- 
ally colored  surfaces.  The  film  of  cement  coat- 
ing the  aggregate  can  be  removed  by  brushing 
while  still  green,  afterwards  treating  the  work 
with  a  weak  solution  of  hydrochloric  acid,  and 
washing  away  all  traces  of  acid.  Concrete  sur- 
faces may  also  be  tooled  in  the  same  way  as 
natural  stone,  the  best  results  being  obtained 
by  mixing  the  concrete  to  be  so  worked  with 
aggregate  of  small  gauge.  The  material  must  be  thor- 
oughly hard  before  tooling,  otherwise  sharp  edges  and 
surfaces  of  fine  texture  cannot  be  obtained.  By  the 
judicious  combination  of  tooled  surfaces  and  details 
with  surfaces  obtained  by  the  exposure  of  colored  ag- 
gregates, the  architect  will  be  able  to  secure  results 
of  very  pleasing  character,  and  which  possess  the 
merit  of  exhibiting  the  materials  actually  employed 
throughout  the  construction. — Stone  Trades  Journal. 


bc)ard. 

Fill  sand-ineasuring  box,  lift  box,  and  spread  sand 
t'  inciies  thick  over  board. 

4.  Take  two  bags  of  cement,  place  contents  as  evenly 
as  possible  over  sand. 

').  Turn  the  sand  and  cement  over  until  thorouglily 
mixed,  so  that  n(j  streaks  of  cement  or  sand  appear; 

0.    Spread  the  mixture  of  sand  and  cement  out  care- 


Properties  of  Manganese  Steel 

The  chief  characteristics  of  manganese  steel  were 
summarized  in  a  paper  read  before  the  International 
Engineering  Congress,  as  follows :  this  steel  usually 
contains  10  to  13  per  cent,  of  manganese  and  approxi- 
mately 1  per  cent,  of  carbon.  It  is  practically  non- 
magnetic and  has  a  peculiar  hardness,  to  which  it 
owes  a  remarkable  resistance  to  abrasion.  It  is  ex- 
tremely difificult  to  machine.  It  has  high  strength 
and  toughness,  but  relatively  low  elastic  limit.  With 
care  it  can  be  forged  and  rolled.  It  has  found  its 
principal  application  in  castings  for  crushing  and 
grinding  machinery  and  railroad  crossings. 
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Cap  Used  in  Driving  Concrete  Piles 

The  accompanying  illustration  shows  a  steel  driv- 
ing" cap  of  a  type  that  has  been  successfully  used  in 
driving  concrete  piles.  It  is  made  up  of  3^-inch  steel 
or  iron  plates  braced  with  channels  or  angles  on  the 
sides  as  shown.  A  plate  is  riveted  in  the  centre  and 
holds  the  cushion  in  place  on  the  pile.  The  cushion 
is  six  inches  deep  and  is  made  of  coils  of  manila  rope. 
Often  old  fire  hose  or  felt  or  belting  is  used  for  this 
purpose.  Planks  are  sometimes  placed  under  the 
cushion  to  help  in  distributing  the  blow  over  the  top 
of  the  pile. 

The  cushion  is  placed  in  position  and  the  iron  cap 
is  lowered  over  the  pile  to  hold  it  in  place.  An  oak 
follower  is  then  placed  on  top  of  the  plate  inside  the 
cap.  If  a  steam  hammer  is  used,  it  is  fastened  to  the 
caps  by  means  of  a  wire  cable  through  the  eye  bolts 
on  the  side  of  the  cap.    The  follower  projects  above 


the  top  of  the  cap  and  is  banded  at  each  end  to  pre- 
vent splitting. 

In  the  work  where  this  cap  was  used,  a  large  break- 
age was  reported  when  a  steam  hammer  was  being 
used,  so  a  heavy  steam  hammer  was  substituted  and 
the  ram  was  allowed  to  fall  the  length  of  the  stroke, 
Sy,  feet,  without  any  steam  pressure  behind  it.  This 
method  was  very  successful. 

In  recent  pier  work  in  San  P^rancisco,  however, 
concrete  piles  106  feet  long  were  driven  with  a  very 
small  percentage  of  breakage  with  a  steam  hammer. — 
Cement  World. 


House  Plans  at  the  Building  Show 

One  of  the  features  of  the  Complete  Building  Show 
at  the  Coliseum,  Cleveland,  will  be  in  the  house  plans 
resulting  from  a  competition  for  $500  in  prizes,  which 
has  been  offered  for  the  best  design  for  a  house  to 
cost  $3,000.  Special  arrangements  are  being  made  to 
visualize  the  first  prize  plans  in  the  exposition.  The 
Cleveland  Art  Association  will  erect  at  the  Complete 
Building  Show  a  miniature  model  of  the  prize-win- 
ning plan  and  will  surround  this  with  the  room  ar- 
rangements in  full  scale,  each  room  completely  decor- 
ated and  furnished. 

The  competition  is  under  the  direction  of  the  Cleve- 
land Chapter,  American  Institute  of  Architects,  in  co- 
operation with  the  Cleveland  Art  Association,  the 
Cleveland  Builders'  Exchange  and  other  civic  organiza- 
tions of  the  city. 


Test  of  Hollow  Building  Tile 

A  very  interesting  test  of  hollow  building  tile  has 
been  made  by  the  United  States  Bureau  of  Standards. 
■  A  floor  slab  6  feet  wide  and  30  feet  long,  continued 
over  three  piers  15  feet  apart,  was  made  of  this  class 
of  material.  This  tile  is  of  a  special  type  for  use  in 
floor  slabs,  and  is  made  so  that  the  bottom  surface  is 
about  2  inches  wider  than  the  top.  In  laying  the  tile 
in  the  form  of  a  slab,  the  pieces  touch  on  the  bottom, 
but  are  about  2  inches  apart  at  the  top.  This  space 
continues  throughout  the  length  of  the  slab,  and  is 
filled  with  a  mortar  of  the  composition  of  one  part  of 
cement  and  two  of  sand,  in  Avhich  are  placed  several 
reinforcing  rods,  bent  up  at  the  ends  of  the  slab  and 
continued  through  the  concrete  beam  into  the  next  ad- 
jacent slab. 

In  the  present  case  the  two  slabs  were  allowed  to 
age  for  one  month.  Tests  were  made  of  these,  loaded 
uniformly  with  pig  lead,  numerous  deflection  readings 
being  made  as  dift'erent  loads  were  applied.  One  of 
the  slabs  was  able  to  withstand  a  slightly  greater  load, 
C)90  pounds  per  scjuare  foot.  Failure  occurred  in  the 
mortar  beams,  due  largely  to  the  inferior  grade  of 
reinforcing  used.  One  of  the  concrete  supporting  piers 
also  failed  near  its  base.  While  the  load  carried  was 
not  up  to  the  expectations  of  the  manufacturers  of  the 
tile,  yet  it  was  considerably  in  excess  of  that  demanded 
by  most  building  laws. 


Royal  Gonnaught  Hotel 

(Continued  from  pagre  126) 

cral  contractors,  with  the  following  sub-contractors : 
Black  &  Boyd  Mfg.  Co.,  New  York,  electric  light 
fixtures;  Canadian  Ice  Machine  Co.  Ltd.,  Toronto,  re- 
frigerating plant ;  Canadian  Laundry  Machinery  Co. 
Ltd.,  Toronto,  laundry  machinery ;  L.  K.  Comstock  & 
Co.,  Montreal,  electric  wiring;  Duparquet,  Huot  & 
Moneuse  Co.,  New  York,  kitchen  equipment;  Drake 
Avery  Co.  Ltd.,  Hamilton,  plumbing  and  heating; 
Dennis  Wire  &  Iron  Works  Co.  Ltd.,  London,  Ont., 
ornamental  iron;  Ebsary  Fireproofing  &  Gypsum 
Block  Co.,  New  York,  fireproof  partitions;  Federal 
Terra  Cotta  Co.,  New  York,  architectural  terra  cotta ; 
Hamilton  Bridge  W^ks.  Co.,  Hamilton,  steel  frame; 
Hobbs  Mfg.  Co.,  Limited,  Toronto,  plate  glass ;  The 
Canadian  Jewett  Refrigerator  Co-  Ltd.,  Bridgeburg, 
Ont.,  refrigerator  boxes  ;  Long  Lumber  Co.,  Hamilton, 
Ont.,  doors ;  Lautz-Dunham  Co.  Ltd.,  Toronto,  marble 
and  tile ;  A.  B.  Ormsby  Co.  Limited,  Toronto,  metal 
windows;  Otis  Fensom  Elevator  Co.,  Toronto,  eleva- 
tors; Ritchie  Cut-stone  Co.,  Hamilton,  cut  stone; 
Valley  City  Seating  Co.,  Dundas,  Ont.,  cabinet  trim; 
White  Fireproof  Construction  Co-,  New  York,  rein- 
forced concrete  floors;  W.  H.  Yates,  Jr.,  Hamilton, 
masonry. 


Annual  Road  Builders'  Convention 

The  thirteenth  annual  convention  of  the  American 
Road  Builders'  Association  has  been  changed  a  week 
from  the  original  date,  and  is  now  scheduled  for  the 
week  of  February  28,  the  closing  day  being  March  3. 
The  meeting  will  be  held  in  Pittsburgh  and  an  inter- 
esting program  is  being  worked  out. 


Roadmaking  Equipment  Catalogues 

The  Department  of  Highways,  Ontario,  will  be 
pleased  to  receive  current  catalogues  and  literature 
from  manufacturers  of  and  dealers  in  roadmaking  ma- 
terial and  equipment.  Geo.  Hogarth,  Chief  Engineer 
of  Highways,  Parliament  Bldgs.  ' 
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Diesel  Installation  in  Duncan,  B.  C. 

Latest  type  of  this  machine  operating  continuously  for  many 
months — High  efficiency  at  all  loads — Low  rotative  speed 

By  W.  Poole  Dryer 


Particular  attention  attaches  to  the  new  municipal  elec- 
tric power  plant  at  Duncan.  It  marks  a  further  advance  in 
Diesel  engine  design  and  construction.  The  installation  con- 
sists of  two  Morley-Guldner  Improved  Diesel  engines,  each 
of  100  h.p.,  direct  connected  to  three-phase  alternators. 
Since  the  plant  started  operation  several  months  ago,  it 
has  carried  the  entire  town  load  and  is  giving  twenty-four 
hours'  service.  It  is  satisfactory  to  record  that  the  engines 
have  given  continuous  service  without  stoppage,  showing 
that  Diesel  engine  power  plant  is  absolutely  reliable  and 
free  from  mechanical  troubles.  Engines  made  to  these 
designs  have  been  installed  during  the  last  few  years  in  re- 
mote places  all  over  the  world;  their  reliable  operation  where 
skilled  attention  is  not  obtainable  has  justified  the  modifica- 
tions made  to  older  Diesel  practice. 

The  true  Diesel  4  cycle  principle  is  retained.  The  eleva- 
tion of  efficiency  and  the  elimination  of  troubles  are  obtained 
by  boldly  adopting  low  rotative  speeds — none  of  these  en- 
gines run  at  more  than  212  r.p.m.  This  twofold  result  of 
low  speeds  is  well  worth  the  change,  for  nothing  so  retarded 
the  general  adoption  of  Diesels  for  years  as  the  attempt  to 
make  the  engines  run  at  high  speeds  for  which  they  are 
not  inherently  suited — most  of  the  mechanical  troubles  were 
due  solely  to  that  cause.  The  low  speeds  slightly  increase 
the  size  of  the  engine,  but  ensure  great  reliability  in  opera- 
tion; lower  fuel  consumption  is  a  necessary  concomitant  of 
low  speed. 

Valve  Mechanism 

A  radical  change  is  introduced  into  the  valve  operating 
mechanism,  as  will  be  oljserved  on  the  accompanying  illus- 
tration; the  cam  shaft  is  fixed  low  down  on  the  frames,  not 
as  in  the  older  Diesels  up  among  the  congestion  of  valve 
levers  at  the  top  of  the  cylindefs.  By  lowering  the  cam  shaft 
to  this  new  position,  the  valves  and  levers  are  left  very  ac- 
cessible and  can  easily  be  removed — a  point  all  operators  will 
appreciate;  and  the  cam  shaft  itself  is  now  in  a  very  con- 
venient position,  being  just  at  the  hand  of  the  operator  stand- 
ing on  the  floor.  A  further  important  innovation  is  that  the 
cam  shaft  runs  in  an  enclosed  oil  bath  which  ensures  per- 
fect lubrication  and  silent  operation — the  usual  Diesel  click 
of  the  cam  shaft  is  absent.  The  vertical  rods  seen  in  the 
illustration  are  the  valve  connecting  rods  which  are  moved 
up  and  down  by  the  cams  at  their  lower  ends. 

Governing 

A  separate  fuel  oil  pump  is  used  for  each  cylinder,  there- 
by ensuring  an  equal  distribution  of  work  between  the  cylin- 
ders. The.  speed  of  the  engine  is  regulated  and  controlled 
by  a  spring  loaded  governor  which  proportions  the  amount 
of  fuel  oil  used  in  each  power  stroke  to  the ,  momentary 
load  of  the  engine.  This  is  effected  by  the  governor  auto- 
matically adjusting  the  opening  of  the  fuel  oil  suction  valve, 
holding  it  more  or  less  open  as  the  speed  varies,  and  so 
blowing  the  excess  oil  to  be  pumped  back  into  the  suction 
pipe  instead  of  being  forced  to  the  cylinder. 

The  governor  itself  is  located  on  the  top  of  the  vertical 
shaft  which  drives  the  cam  shaft,  and  it  has  a  speed-adjust- 
ing device  attached  to  it  by  means  of  which  the  speed  of  the 
engiife  can  be  altered  while  running. 


Forced  lubrication  is  adopted,  the  oil  going  first  to  the 
piston,  and  then  to  the  gudgeon  pin. 

Air  Compressor 

The  air  compressor  i's  situated  at  the  end  of  the  crank 
shaft,  and  is  direct  driven  by  it.  This  position  gives  access- 
ibility and  allows  the  compressor  to  be  designed  according 
to  the  best  practice.  Flat  disc  valves  are  used,  which,  be- 
sides eliminating  "sticking  up"  troubles,  give  a  high  volu- 
metric efficiency  resulting  in  a  small  power  being  required  to 
drive  the  compressor.  The  air  is  compressed  in  two  stages 
with  inter-cooling,  and  is  delivered  to  the  running  bottle, 
where  it  is  throttled  by  hand  at  the  outlet;  this  regulation 
of  the  blast  determines  the  quantity  of  oil  blown  into  the 
cylinders  proportioning  it  to  the  load  demand.  In  addition 
to  the  running  bottle  two  very  long  starting  bottles  are 
attached  to  each  engine;  and  the  reserve  capacity  of  these 
bottles  is  so  large  that  the  Duncan  plant  can  be  started  up 
a  dozen  times  without  recharging  them.  No  trouble  need 
ever  be  feared  from  loss  of  pressure,  nor  need  provision 
be  made  for  independent  means  of  recharging  the  bottles. 
As  the  engines  never  fail  to  start  with  the  first  blast  from 
the  bottles,  the  excessive  reserve  of  starting  power  is  merely 
a  safeguard  against  inexpert  handling. 

General  Operation 

For  the  operation  of  the  plant  one  man  per  shift  suffices; 
and  it  will  be  of  interest  to  mention  that  the  operators  in  this 


Interior  Diesel  power  plant,  Duncan,  B.C. 

plant  were  previously  quite  unacquainted  with  the  running 
of  Diesel  engines.  Yet  so  simple  and  reliable  is  the  Diesel 
electric  station  now,  that  in  its  ten  months  of  continuous 
operation  no  trouble  or  mishap  has  occurred  in  this  plant. 
Overshading  even  the  great  saving  of  labor  and  maintenance 
is  the  economy  of  fuel  costs  compared  with  steam  plants, 
the  actual  fuel  cost  in  the  Duncan  plant  being  approximately 
one-third  of  a  cent  per  kw.  hour. 

It  might  be  added  that  the  successful  operation  of  the 
Duncan  installation  is  in  no  small  way  responsible  to  the 
enthusiastic  interest  taken  in  it  by  the  City  Engineer,  Mr. 
M.  Leighton  Wade. 
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The  Kaministiquia  Power  Company 

Rapid  development  of  Canadian  Twin  Cities  Due  Largely  to  Ample  Sup- 
ply of  Dependable  Power  —  Latest  Installation  Work  at  Kakabeka  Falls 


By  p.  R. 

The  Canadian  twin  cities  of  Fort  William  and  Port 
Arthur,  at  the  head  of  Lake  Superior,  occupy  a  strategical 
position  in  the  commerce  of  Canada.  During  the  seasons 
of  navigation  west-bound  merchandise  is  carried  largely  by 
boat,  on  account  of  the  low  freight  rates,  and  there  trans- 
ferred to  rail,  or  stored  for  delivery  during  the  succeeding 
winter  months.  East-bound  grain,  forest  and  mineral  raw 
products. are  also  transferred  here,  forming  return  cargo. 
The  great  bulk  of  the  coal  for  the  Middle  West  is  brought 
up  by  boat  during  the  summer  from  Buffalo  and  Cleveland, 
and  transferred  or  stored,  at  immense  electrically-operated 
coal  docks. 

At  Port  Arthur  and  Fort  William  are  situated  some  of 
the  largest  and  most  modern  coal  docks  on  the  continent. 
Upwards  of  3,000,000  tons  of  coal  are  shipped  through  this 
port  every  year.  The  transfer  facilities  to  handle  this  traffic 
must  necessarily  be  of  the  very  best,  and  electric  power  has 
here  proven  itself  a  most  dependable  and  efficient  servant. 
.\11  the  coal  docks,  of  which  there  are  five,  are  operated 
l)y  electric  power. 

Grain  Facilities 

In  the  transfer  and  storage  of  grain  these  ports  excel 
all  other  ports  in  the  world.  The  storage  capacity  of  the 
port  is  now  over  45,000,000  bushels,  and  is  being  increased 
yearly.  During  the  fall  rush,  grain  is  delivered  day  after  day 
into  the  elevators  at  the  rate  of  3,000,000  bushels  per  day. 
It  is  then  graded  and  transferred  to  boats  for  delivery  at 
Georgian  Bay,  Lake  Erie  and  the  St.  Lawrence  ports. 

Here  again  electric  power  performs  a  most  important 
service,  on  account  of  its  adaptability,  efficiency,  reliability 
and  convenience.  As  new  storage  units  are  added  to  the 
elevator,  the  simple  electric  motor  readily  adapts  itself  to 
suit  any  location  and  meet  any  service,  and  yet  can  be  cen- 
tralized and  controlled  from  one  point. 

On  account  of  the  location  of  these  twin  cities  as  a  bulk- 
breaking  and  storage  point  for  raw  and  finished  products, 
it  was  obvious  that  they  were  destined  to  become  large 
manufacturing  and  milling  centres.  The  cities  are  now 
served  by  three  transcontinental  roads,  and  have  a  popula- 
tion of  about  45,000. 

The  one  other  element  necessary  to  complete  the  chain 
of  facilities  was  introduced  in  1906,  when  the  Kaministiquia 
Power  Company  began  delivery  of  electric  power  from  their 
hydro-electric  development  at  Kakabeka  Falls.  After  nine 
years  of  operation  this  company  can  point  to  a  record  which 
for  continuous  and  uninterrupted  service  has  probably  not 
been  excelled  by  any  other  plant  in  Canada.  Trouble,  incon- 
venience or  delay  from  ice,  backwater  or  water  shortage, 
is  unknown,  and  from  all  causes  the  aggregate  interruptions 
to  the  system  have  not  exceeded  twenty  minutes  in  any 
one  year.  During  the  past  year  this  record  has  been  re- 
duced to  less  than  four  minutes  and  the  company  have  fur- 
ther plans  and  improvements  under  consideration  by  whicli 
they  hope  to  reduce  their  service  interruptions  to  the  vanish- 
ing point. 

The  details  of  the  electric  power  plant  are  covered 
in  considerable  detail  below.  The  plant  is  located  at  Kaka- 
beka Falls — a  beautiful  falls  with  a  sheer  drop  of  110  feet, 
located  some  twenty  miles  northwest  from  Fort  William, 
on  the  line  of  the  Canadian  Northern  Railway.  The  water 
is  brought  overland  for  a  distance  of  one  and  one-quarter 


*  Power  House  Superintendent. 


Farrow* 

miles  in  reinforced  concrete  aqueducts,  of  which  three  arc 
now  completed.  At  the  brow  of  the  hill,  just  above  the  power 
house,  the  aqueducts  empty  into  a  regulating  reservoir  or 
forebay,  in  which  are  located  the  recently  installed  auto- 
matic controlling  gates  for  each  of  four  steel  penstocks, 
through  which  the  water  is  carried  to  the  power  house  tur- 
bines. The  turbines  operate  under  a  net  head  of  180  feet. 
The  power  is  generated  at  4000  volts,  transmitted  at  35,000 
volts  to  Fort  William  and  Port  Arthur,  and  there  distributed 
at  35,000  volts  and  2,200  volts. 

The  original  installation  was  commenced  in  1905,  and 
in  the  fall  of  1906  the  first  two  units  of  4,400  kv.a.  each 
were  completed  and  placed  in  operation.  In  1911  the  busi- 
ness of  the  company  had  expanded  at  such  a  rate  as  to 
justify  the  installation  of  a  third  unit.  In  191.3,  taking  ad- 
vantage of  the  temporary  trade  depression,  with  its  resultant 
low  costs  for  eqtiipment  and  installation  of  plant,  the  com- 
pany commenced  the  installation  of  a  third  concrete  aque- 
duct, and  a  fourth  unit  of  9,375  kv.a.  This  was  completed 
and  placed  in  operation  in  the  fall  of  1914. 

While  there  has  been  a  temporary  falling  off  in  manu- 
facturing in  the  twin  cities,  as  elsewhere,  this  has  been 
largely  counterbalanced  by  the  manufacture  of  war  muni- 
tions, and  by  the  abnormally  heavy  grain  movement.  Tlie 
1915  grain  crop  exceeded  all  anticipations,  and  has  been 
phenomenal  in  the  history  of  the  country.  Ordinarily  the 
bulk  of  the  grain  rush  is  over  in  December.  It  is  estimated 
that  it  will  keep  all  available  rolling  stock  busy  all  winter, 
and  all  the  railroads  and  boats  busy  all  next  summer,  to  get 
the  grain  out  of  the  country  before  the  next  grain  crop 
comes  in.  The  railroads  are  the  greatest  distributors  of 
the  wealth  of  the  country  we  have.  This  great  movement 
of  grain  cannot  but  have  a  very  beneficial  and  sustaining 
effect  on  the  trade  of  the  country  throughout  the  coming 
year. 

Summary 

The  following  data  covers  the  additions  to  the  plant  of 
the  Kaministiquia  Power  Company,  Limited,  at  Kakabeka 
Falls,  during  the  period  between  June,  1913,  and  September, 
1914,  which  consist  of  a  reinforced  concrete  aqueduct,  one 
and  one-quarter  miles  long  between  the  intake  and  forebay 
reservoirs;  the  installation  of  steel  butterfly  gates  as  head 
gates  of  the  penstocks,  in  the  forebay;  the  erection  of  a 
steel  penstock,  740  feet  long,  eleven  feet  diameter,  between 
the  forebay  and  the  power  house,  with  a  concrete  covering; 
extensions  to  workshops  and  valve  house;  erection  of  a  spe- 
cial battery  house  near  the  forebay  to  control  the  steel 
gates  therein;  erection  of  a  12,500  h.p  turbine  and  4,000  volt 
generator;  five  stop-up  transformers,  with  necessary  switch- 
ing and  indicating  switchboard  apparatus;  two  storage  bat- 
teries with  their  switchboards;  the  installation  of  an  im- 
proved lighting  system  in  the  power  house  and  various  in- 
cidental work  in  connection  witli  the  above. 

Aqueducts 

The  centres  of  the  inside  and  outside  of  this  pipe,  which 
is  an  equivalent  area  to  a  10-ft.  diameter  circle,  are  vertically, 
offset  one  and  one-half  feet.  The  interior  cross  section  of 
the  pipe  is  that  of  a  circle  10  ft.  6  in.  diameter,  with  a  seg- 
ment cut  from  the  bottom  four  feet  from  the  centre,  form- 
ing a  flattened  base.  The  bottom  slab  thus  formed,  is  ten 
inches  thick  and  is  carried  out  until  a  line  sloping  at  eight 
degrees  with  the  vertical  approaches  eight  inches  minimum 
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to  the  interior.  At  the  top  the  concrete  is  six  inches  thick 
and  an  arc  with  radius  6  ft.  1  in.  meets  the  sloping  sides 
and  completes  the  section  of  the  pipe- 
Grade  and  Ground. — The  formation  of  the  surface  upon 
which  the  pipe  lies  is  very  varied  over  its  length  of  6,500  feet, 
running  from  solid  rock  'near  the  intake,  through  clay,  bould- 
ers, swamp,  quicksand,  hardpan  and  gravel  with  boulders, 
to  the  forebay.  For  the  first  500  feet  from  the  intake,  the 
pipe  practically  follows  the  river  bank  and  at  two  places 
the  bank  had  to  be  filled  in  with  rock  and  a  concrete  re- 
taining wall  built  on  the  bank  to  form  a  support  for  the 


Inner  form  in  place,  outer  form  and  pouring  platform  in  background. 

base,  one  of  these  fills  was  30  feet,  maximum  depth.  At  the 
intake  the  pipe  runs  below  the  level  of  the  river  bed  and 
a  retaining  wall,  to  deflect  ice  and  otherwise  protect  the  pipe, 
was  built  up  from  rock  from  the  aqueduct  base  level.  A 
drain  was  also  built  from  the  intake  to  a  point  in  the  river 
450  feet  below  to  obtain  the  proper  fall  and  to  drain  all 
aqueducts  when  necessary,  for  inspection.  For  2,000  feet 
the  aqueduct  runs  level  from  the  intake  over  a  rock  bed, 
it  then  dips  gradually  to  4.5  feet  below  grade  through  a 
rock  fill  overlying  clay  and  boulders  for  1,000  feet,  then  for 
900  feet  it  rises  to  3.5  feet  above  the  preceding  level,  pass- 
ing through  an  excavation  of  hardpan  and  gravel;  for  the 
next  500  feet  the  level  falls  again  through  a  fill  over  a  quick- 
sand. This  portion  of  the  grade  was  sheet-piled  by  double 
2-inch  planking  driven  four  feet  outside  the  base  of  the  pipe 
and  provided  with  drainage  to  take  off  water,  but  so  ar- 
ranged as  to  prevent  the  sand  working  out  from  under  the 
base  of  the  pipe.  The  pipe  then  passes  over  gravel,  which 
was  levelled  for  900  feet,  and  into  a  deep  cut  of  gravel  and 
Jioulders,  varying  from  six  to  nine  feet  deep  and  fourteen 
feet  wide,  which  runs  practically  level  to  the  forebay. 

Concrete  and'  Reinforcement.— The  concrete  aggregate 
consisted  of  one  part  of  cement,  two  parts  of  washed  sand, 
screened  to  pass  through  a  sieve,  and  four  parts  of 

gravel  screened  between  l^-in.  and  1-in.  sieves.  The  ce- 
ment, purchased  on  acceptance  tests  from  the  Canada  Ce- 
ment Company,  was  from  one  mill,  and  of  a  uniform  quality, 
was  required  to  pass  the  C.  S.  C.  E.  tests  for  Port- 
land Cement,  and  to  be  of  slow  setting  quality.  The 
quantity  of  concrete  used  for  the  pipe  amounted  to  1.2  cu. 
yds.  per  lineal  foot.  The  reinforcement  was  composed  of 
one-half  inch  circular  steel  bars  of  standard  specifications, 
spaced  longitudinally  from  13  in.  to  15  in.  apart  and  trans- 
versely from  5J4  ill-  to  G  in.  apart,  tied  with  No.  14  gauge 
annealed  iron  wire  at  all  joints  and  lapped  12  ins.  at  ends 
of  bars  and  firmly  tied.  No  expansion  joints  were  provided 
but  it  was  hoped  that  sufficient  hair  cracks  would  develop 
to  allow  for  contraction  and  prevent  excessive  leakage. 

Forms  and  Centres. — The  forms  for  moulding  the  pine 
consisted  of  fifty-foot  sections  of  steel  framework,  divided 


into  three  parts,  running  on  wheels  on  special  tracks  along 
the  pipe  line,  supporting  a  galvanized  iron  lined  wood  frame- 
work properly  braced  upon  the  steel  frame,  but  collapsible 
by  removing  a  few  bolts.  Over  all  was  placed  a  wooden 
platform  with  central  openings  to  allow  the  concrete  to  be 
deposited  from  carts  directly  into  the  form.  The  interior 
forms  were  wood,  steel  braced,  and  solid  for  the  upper 
quarter  section  of  the  arc.  To  these  were  hinged  side  seg- 
ments braced  laterally  when  the  forms  were  erected.  The 
whole  of  the  interior  form  was  collapsible  and  was  carried 
upon  a  track  and  a  special  carriage  along  the  floor  or 
bottom  slab  of  the  pipe,  after  it  had  been  cons.tructed.  The 
forms  for  the  bottom  slab  consisted  merely  of  sides  to  sup- 
port the  concrete  from  the  outside,  lengthened  to  hold  the 
transverse  reinforcement  in  place,  and  a  special  interior 
form  to  bring  the  sides  up  10  inches  above  the  base  be- 
fore setting  the  upper  forms. 

Concrete  Plant. — Two  No.  2^/  Smith  concrete  mixers, 
a  1/3  cu.  yd.  clam  shell  bucket,  a  two-stage,  25  h.p.  centri- 
fugal pump,  one  duplex  pump,  all  electrically  operated  by 
three-phase,  550  volt  alternating  current,  an  electrically 
operated  hoist,  and  a  tower  for  washing  and  screening  gravel 
and  sand,  formed  the  plant  necessary  to  construct  the  aque- 
duct.- A  three-foot  gauge  railway,  with  eleven  wood  and 
steel  contractors'  dump  cars  was  used  to  deliver  material, 
and  finally  to  cover  the  pipe,  after  completion,  with  three 
feet  of  earth  covering  as  a  protection  from  frost. 

Method  of  Construction.— After  grading  and  filling  had 
been  completed,  in  1913,  and  allowed  to  settle  all  winter, 
the  bottom  slab,  a  simple  slab  10  ms.  thick,  was  laid  after 
placing  side  forms.  All  reinforcement  were  bent  at  the 
works,  from  proper  lengths  of  rod  supplied,  on  a  special 
bending  machine.  A  centre  form  was  placed  and  the  sides 
brought  up  ten  inches  to  form  a  support  for  the  large  forms 
of  the  superstructure.  After  the  whole  bottom  slab  had  set 
for  eighteen  hours  the  forms  were  removed  and  the  track 


Transverse  and  Longitudinal  reinforcing  in  concrete  aqueduct  — 
Kaministiquia  Power  Co.,  Kakabeka  Falls. 


laid  for  the  upper  forms,  on  the  interior,  directly  upon  the 
concrete  slab  and  on  the  exterior  upon  a  thin  slab  of  concrete 
brought  to  the  correct  grade.    The  interior  forms  were  then  j 
set  for  a  distance  of  fifty  feet,  braced  to  the  lower  slab  at 
the  correct  height  and  the  longitudinal  and  transverse  rein- 
forcement applied  and  tied  in  place,  with  properly  staggered  I 
and  overlapped  joints.    The  side  and  top  form  was  then 
brought  up,  the  sides  cleaned  and  closed  for  concreting,  .set  ' 
in  place  and  braced  on  the  lower  section  to  prevent  springing, 
(.'oncrete  was  then  placed  on  each  side  equally  through  small 
doors  in  the  upper  curve.    When  full  to  the  level  of  tlie 
doors  they  were  closed,  and  concrete  poured  from  the  to]), 
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through  a  four-foot  opening,  until  full.  The  top  was  then 
finished  off  over  the  open  section  by  trowels.  The  whole 
operation  of  concreting  took  from  ZVz  to  3  hours  for  each 
50-ft.  section.  The  forms  were  ready  for  removal  twenty- 
one  hours  after  the  concreting  was  finished.  Three  sections 
of  fifty  feet  of  forms  were  built,  with  an  extra  interior  sec- 
tion enabling,  even  under  the  most  difficult  circumstances, 
one  hundred  lineal  feet  of  pipe  to  be  completed  per  working 
day,  after  all  preliminary  work  had  been  completed.  The 
pipe  was  finished  by  plastering  all  defective  work  and  ap- 
plying three  coats  of  cement  wash  to  the  interior  surface. 

Vents  and  Drains. — 14-in.  drain  valves  were  placed  at 
each  end  of,  and  at  two  low» points  along  the  length  of,  the 
aqueduct,  serving  to  empty  the  pipe,  when  closed  off  at 
each  end,  for  inspection.  Wooden  stop  logs  form  a  barrier 
both  at  the  intake  and  forebay  ends  when  it  is  necessary  to 
inspect  the  interior.  Air  vents  are  placed  at  three  high  points 
and  serve  to  discharge  accumulations  of  air  carried  by  the 
moving  water  and  to  admit  air  freely  when  the  water  level 
falls.  These  consist  of  S-in.  diameter  pipes  screwed  into 
cast  nipples  attached  to  the  reinforcement.  The  whole  is 
surrounded  by  a  wooden  framework  to  protect  from  injury 
and  prevent  early  freezing  in  winter.  Artificial  heat  is 
applied  in  winter  to  keep  the  pipes  free  of  ice.  The  drain 
valves  are  protected  by  concrete  walls  with  a  wooden  hous- 
ing at  the  top,  and  are  operated  by  long  handles  from  the 
level  of  the  earth  covering  on  top  of  the  pipe;  sufficient 
room  is  provided  at  the  bottom  of  the  concrete  pit  to  remove 
the  valve  for  repairs  when  necessary. 

Materials. — The  gravel  and  sand  for  the  concrete  was 
obtained  from  pits  on  the  company's  property  and  separated 
and  washed  in  one  operation  by  dumping  the  excavated  ma- 
terial into  chutes,  where  water  carried  it  over  properly  ad- 
justed screens.  From  thence  the  gravel  and  sand  was 
carried  to  bunkers  and  the  water  and  waste  material  allowed 
to  settle,  the  remanant  being  used  for  covering  the  completed 
pipe. 

A  special  covering  of  three  feet  of  earth  was  placed 
over  the  pipe  as  soon  as  completed,  to  protect  the  concrete 
while  setting,  from  the  sun.  and  to  prevent  frost  in  the  winter 


First  completed  section  of  aqueduct— Buggies  used  for  conveying  concrete 
from  the  mixers  on  pouring  platform— Forebay  in  background. 

from  penetrating  the  pipe.  The  cover  has  been  seeded  to 
grass  to  hold  snow  in  the  winter.  The  necessary  forms  were 
built  at  the  work,  a  sawmill  with  a  circular  saw,  planer  and 
band  saw  being  provided  to  make  the  necessary  material. 

The  reinforcement  was  provided  in  proper  lengths  by  the 
mill,  and  bending  machines  in  the  field  shaped  all  transverse 
bars. 

Organization. — The  whole  work  was  in  charge  of  Mr. 


Invert  completed  and  track  laid  for  inner  forms.   Outer  forms  being  placed 
—Note  reinforcing  rods  to  join  the  invert  to  the  superstructure. 

Geo.  Lewis,  with  an  engineer  for  laying  out  the  grades  and 
levels,  a  general  foreman,  and  a  gang  foreman  on  each 
section  of  the  work;  a  timekeeper  and  storekeeper  completed 
the  stafif.  Inspection  and  testing  was  conducted  by  the  en- 
gineer and  writer,  the  company's  superintendent. 

(Continued  in  February  16  issue) 


Personal 

Mr.  James  McHaney  has  been  appointed  town  engineer 
of  Southampton,  Ont. 

Mr.  Mark  Workman  has  been  chosen  to  succeed  Mr. 
J.  H.  Plummer  as  president  of  the  Dominion  Steel  Corpora- 
tion. Mr.  Plummer,  whose  health  has  been  poor  for  some 
months,  has  retired  to  take  an  extended  holiday  abroad. 

Mr.  O'Hara,  engineer  of  the  Cloverdale  municipality, 
B.C.,  has  resigned  to  accept  another  appointment. 

Mr.  Herb  L.  White,  formerly  manager  for  The  Superior 
Construction  Company  of  Sudbury,  Ont.,  and  later  of  Ho- 
bon,  Ont.,  has  resigned  to  accept  a  position  in  Buffalo. 

Mr.  R.  J.  McMurray,  one  of  the  inspectors  in  the  To- 
ronto city  architect's  department,  has  enlisted  in  the  Third 
Division  Ammunition  Column.  Mr.  McMurray  has  been  with 
the  department  about  a  year  and  a  half.  He  is  the  third 
member  of  this  department  to  enlist  for  overseas  service. 


Obituary 

Thos.  E.  Baker,  contractor.  Prince  Albert,  Sask.,  died 
recently. 

W.  Ernest  Barker,  a  well-known  carpenter  and  builder, 
of  St.  John,  N.B.,  died  on  January  27. 

Pte.  Oliver  Beech,  formerly  assistant  to  the  city  engi- 
neer of  Macleod,  Alta.,  died  from  wounds  received  in  action 
recently.    He  was  28  years  of  age. 

Mr.  Chas.  Bodley,  Sr.,  a  well-known  resident  of  Mount 
Forest,  Ont.,  died  recently,  in  his  86th  year.  He  was  the 
designer  and  constructor  of  most  of  Mount  Forest's  old  pub- 
lic and  private  buildings. 

Mr.  Egbert  Fulljames,  who  with  his  brother  carried  on 
a  contracting  business  in  Cranbrook,  B.  C.  for  some  years, 
died  recently. 

Senator  George  Riley  died  on  January  19th  at  Victoria, 
at  the  age  of  73.  He  was  born  in  St.  Catharines,  Ont.. 
where  for  some  time  he  was  engaged  as  a  merchant.  In 
1885  he  went  to  Victoria,  where  he  became  paymaster  with 
the  contracting  firm  of  Bell,  Larkin  &  Paterson,  which  was 
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at  that  time  engaged  in  the  constriictit)n  of  the  Esquimalt 
and  Nanaimo  Railwaj'.  This  engagement  marked  the  be- 
ginning of  a  successful  business  career  extending  over  forty 
j'ears. 

The  death  is  announced  of  Mr.  G.  Colin  Carman,  a  well- 
known  resident  and  civi'l  engineer,  of  Cornwall,  Ont.,  on 
January  21st,  in  his  eightieth  year.  Mr.  Carman  was  born 
in  Cornwall,  and  commenced  his  professional  career  on  the 
construction .  of  the  Intercolonial  Railway,  being  assistant 
engineer  on  the  section  between  Riviere  du  Loup  and  Ham- 
ilton, N.B.  He  was  engaged  in  both  the  location  and  con- 
struction of  the  British  Columbia  end  of  the  Canadian  Pacific 
Railway,  and  was  engineer  in  charge  of  the  section  on  the 
Upper  Eraser  River,  from  Spence's  Bridge  to  Yale.  From 
1890  to  the  time  of  his  retirement  a  few  weeks  ago  he  was 
on  the  engineering  stafif  of  the  St.  Lawrence  Canals.  He  was 
resident  engineer  in  charge  of  the  construction  of  the  Sheik's 
Island  Dam,  and  also  had  charge  of  the  construction  of  the 
800-foot  lock  at  Iroquois  on  the  Galops  Canal. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Bancroft  Marble  Quarry,  Belleville,  (^nt.,  are  woric- 
ing  overtime  in  filling  rush  orders. 

The  Stratford,  Ont.,  Builders'  Exchange  held  a  success- 
ful meeting  on  the  27th  ult.  in  their  rooms  in  the  Worth 
Block. 

The  Sombra  Township  Council  have  recommended  the 
appointment  of  Mr.  George  A.  McCubbin  as  township 
engineer. 

The  building  law  of  Fredericton,  N.B.,  is  to  be  amended, 
more  restrictions  being  placed  on  the  repairing  of  frame 
buildings. 

The  Frontenac  Moulding  and  Glass  Company,  Limited, 
has  been  incorporated  with  a  capital  stock  of  $250,000  and 
head  office  at  Toronto. 

» 

The  second  of  the  three  spans  of  the  new  steel  bridge 
being  built  at  Trenton,  Ont.,  to  replace  the  historic  wooden 
structure,  is  now  placed. 

Seven  hundred  and  eighty-seven  thousand  five  hundred 
and  ninety-five  dollars  was-  spent  on  trunk  sewers  in  Bnrrard 
Peninsula,  B.C.,  during  the  year  1915. 

The  Bank  of  Hamilton  announce  their  intention  of  raz- 
ing their  old  building  at  Winnipeg  and  erecting  a  handsome 
five-storey  structure  on  the  same  site. 

The  financial  statement  of  the  Canada  Cement  Company, 
Montreal,  for  the  year  1915,  shows  net  earnings  of  .'Ft,7'24,0i:! 
— an  increase  of  .$224,954  over  those  for  1914. 

The  Ontario  Granite  and  Marble  Workers'  Association 
held  their  fourth  annual  banquet  on  February  1st  in  the 
Carls-Kite  Hotel,  Toronto.    Sixty  members  were  present. 

In  January,  1916,  the  city  of  Winnipeg  issued  nineteen 
building  permits,  of  an  aggregate  value  of  $17,700.  In  Janu- 
ary, 1915,  the  value  of  building  permits  issued  was  $14,800. 

The  new  Welland  Canal  is  rapidly  nearing  comi:)lction. 
0/  the  nine  sections  into  which  the  25-mile  job  is  divided, 
tlie  four  most  important  and  expensive  are  well  under  way. 

The  applications  made  to  the  Toronto  city  architect  for 
ljuilding  permits  during  the  week  ending  February  26  showed 
a  considerable  advance  on  the  previous  two  weeks.  P'orty- 
seven  persons  applied  for  permits,  amounting  to  $1 .'!",. 'NO. 

In  a  recent  case  at   Windsor,  Ont.,  the  judge  gave  a 


ruling  that  where  sidewalks  were  originally  corrugated  and 
have  been  allowed  to  wear  smooth  the  city  is  responsible 
for  accidents.  This  decision  also  applies  to  glass  areas  in 
the  sidewalks  in  front  of  stores. 

The  annual  meeting  of  the  American  Society  of  Civil 
Engineers  was  held  in  New  York  from  January  14  to  21. 
The  Society  is  in  a  flourishing  condition  financially,  and  its 
present  membership  is  placed  at  8,000.  Mt.  E.  L.  Corthell, 
of  New  York  City,  was  elected  president  for  the  ensuing  year. 

Canada  spent  nearly  twenty-five  million  dollars  durmg 
the  last  fiscal  year  on  capital  account  for  Government  rail- 
way construction  and  permanent  improvements,  and  five  and 
one-half  millions  on  canals,  brTnging  the  total  Government 
expenditure,  prior  to  and  since  Confederation,  on  capital  ac- 
counts for  railways,  up  to  $352,947,000,  and  for  canals  to 
$112,472,000. 

The  Elgin  County  Council  have  decided  to  pass  a  by- 
law to  take  advantage  of  the  provision  of  the  .Highways  Im- 
provement Act  in  order  to  build  good  roads  throughout  the 
county.  The  by-law  is  not  to  become  operative  until  January 
1,  1917,  and  in  the  meantime  a  comprehensive  plan  will  be 
prepared  for  designating  the  roads  and  the  amount  of  im- 
provements required. 

Welland  County  Council  have  designated  roads  to  be 
built  on  the  county  system  this  year  estimated  to  cost  $101,- 
000.  Last  year  $231,367.04  was  expended  on  the  good  roads 
system,  upon  which  the  Government  grant  amounted  to. 
$77,222.35.  About  eighty-three  miles  has  been  completed 
to  date  out  of  a  total  of  133  miles,  and  the  cost  averages 
about  $5,000  per  mile. 

Commissioner  Harris  does  not  recommend  the  installa- 
tion of  Imhoff  tanks  at  the  Toronto  sewage  disposal  works 
— partly  because  he  is  not  certain  that  this  is  the  best  system 
for  overcoming  the  smell  nuisance,  and,  partly  on  account 
of  the  cost,  which  would  be  from  five  to  six  million  doUars. 
In  his  opinion  the  activated  sludge  process  with  which  the 
city  is  experimenting  offers  better  promise  of  results. 

Among  the  new  companies  recently  registered  at  Hali- 
fax, N.S.,  under  the  Joint  Stock  Companies  Act  is  Plaster 
Quarries,  Limited,  a  corporation  formed  to  acquire  and  take 
over  from  G.  C.  Fletcher  a  gypsum  deposit  at  Island  Point, 
C.  B.,  and  manufacture  and  deal  in  gypsum  and  its  products. 
Registered  office  at  Sydney.  Capital  $300,000  in  300,000 
shares.  Shareholders  named:  Wm.  A.  Wood,  Wm.  Johnson, 
Jr.,  and  Alexander  Campbell,  Montreal. 

Subletting  of  Manitoba  Government  contracts  will  be 
made  practically  impossible  by  a  bill  called  a  "Fair  Wa.gc 
Act"  which  the  Hon.  T.  H.  Johnson  has  introduced  into  the 
Manitoba  legislature.  It  provides  for  the  estaljlishment  of 
a  fair  wage  board  to  draw  up  a  fair-wage  schedule  annually, 
and  in  order  to  hold  employers  responsible  for  the  condi- 
tions it  declares  that  government  contracts  may  not  be  sub- 
let, assigned,  or  otherwise  disposed  of  except  with  the  con- 
sent of  the  minister.  Assignments  for  the  benefit  of  creditors 
may  be  made,  but  no  others  unless  the  approval  of  the  min- 
ister has  first  been  obtained. 


The  Shawinigan  Laboratories,  Limited,  has  been  formed, 
with  a  capital  of  $25,000,  for  research  purposes  in  connec- 
tion with  electro  chemical,  mechanical,  electrical,  metallur- 
gical and  electro-metallurgical  engineering.  Messrs.  Howard 
Murray,  W.  S.  Hart,  Julian  C.  Smith,  J.  C.  King,  and  F.  T. 
Kaelin,  of  the  Shawinigan  Water  and  Power  Company,  are 
among  the  incorporators.  It  is  proposed  to  continue  opera- 
tions at  Shawinigan  Falls,  where  mucli  experimental  and 
research  work  has  been  carried  out  in  the  laboratories.  It 
will  be  remembered  that  some  of  the  gentlemen  named  arc 
interested  particularly  in  the  establishment  of  electric  furnaces 
for  the  manufacture  of  high  grade  steel. 


Contracts  Department 


News    of   Special   Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Brooke  Township,  Ont. 

The  Township  Council  propose  to  re- 
pair the  Zavitz  Drain  and  to  make  other 
improvements.  Clerk,  W.  J.  Weed,  Al- 
vinston, 

Burlington,  Ont. 

The  Town  Council  will  call  for  ne\\' 
tenders  on  the  supply  of  concrete  pij^e 
in  the  early  spring.  Clerk,  James  S. 
.Alien. 

Dereham  Township,  Ont. 

The  Township  Council  intend  to  pur- 
chase a  quantity  of  tile  for  drains  to  be 
constructed  shortly.  Clerk,  Alexander 
Bell,  Dereham  Centre. 

London,  Ont. 

The  .Waterworks  Board  are  hax  iuL;- 
plans  prepared  for  water  supply  and  ser- 
vice mains  to  be  laid  in  various  parts 
of  the  city.  Estimated  cost,  .$18,.")bo. 
Chairman,  Philip  Poeock. 

The  London  Street  Railway  conteniji 
late  paving  the  track  allowance  on  streets 
where  new  pavements  are  laid.  J'articu- 
lars  from  C.  B.  King,  Dundas  Street  E. 
\  itrified  brick  will  be  used. 

New  Toronto,  Ont. 

The  Village  Council  are  consideriuL;- 
the  construction  of  an  addition  t(i  I'm- 
waterworks  plant  in  order  to  double  its 
present  capacity  of  r.")(),t)0()  gallons.  Sup- 
erintendent, Hugh  Thomas. 

Ottawa,  Ont. 

Plans  are  being  prepared  for  a  tile 
sewer  to  be  laid  on  Lyon  Street  for  the 
("ity  Council.    Engineer,  F.  C.  Askwith. 

Peterborough,  Ont. 

The  City  Council  will  call  for  tendei's 
on  the  supply  of  cement  and  sewer  pipe 
during  the  year.  Specifications  not  yet 
prepared.    Engineer,  R.  Parsons. 

Sault  au  Recollet,  Que. 

The  Town  Council  are  seeking  per- 
mission to  borrow  .l;:2.5O,00O  for  the  con- 
struction of  sewage  and  water  systems 
and  a  filtration  plant. 

St.  Marys,  Ont. 

The  installation  of  an  au.KiIiary  pump- 
ing plant  at  an  approximate  cost  nl 
*«.<>')()  is  l)eing  considered  by  tlie  Town 
Council.  Clerk,  Thomas  M.  Clark.  Gas- 
oline engines  may  be  used. 

Toronto,  Ont. 

;  The  York  County  Council  will  be  re- 
I  quested  by  the  Municipalities  in  North 
York  to  plan  a  better  road  system,  in- 
volving the  expenditure  of  .^.^OO.OOO. 
*  lerk,  R.  W.  Phillips,  .57  Adelaide  Street 
l-:ast. 

Welland,  Ont. 

The  Welland  County  Council  have  de- 
<  Kied  to  construct  about  20  miles  of  roads 
'luring  next  season  at  an  estimated  cost 


of  $J01, ()(»().  Superintendent,  Jame^ 
.Slu'iipard,  Queens  ton. 

CONTRACTS  AWARDED 

Toronto,  Ont. 

Contracts  for  the  construction  of  sew- 
ers have  been  let  by  the  Board  of  Con- 
trol to  W.  E.  Taylor,  438  Clinton  Street, 
the  Grant  Contracting  Company,  50 
Front  Street  E.,  and  to  the  Commission- 
er of  Works. 

Windsor,  Ont. 

The  contract  for  the  construction  of 
sewers  on  Parent  and  Tiles  Streets  for 
the  City  Council  has  been  let  to  Merle, 
Merlo  &  Ray,  Tecumseh  Road.  Brick 
construction.    Approximate  cost,  $37,000. 


Railroads,  and  Bridges  Wharves 

Ashfield  Township,  Ont. 

The  Township  Council  proposi'  Pi 
build  a  new  bridge  across  Nine  Mile 
River  to  replace  that  recently  destroyed. 
C  lerk,  T.  G.  Allen,  Dungannon,  Ont. 

Bowmanville,  Ont. 

The  Department  of  Public  Works  Ot- 
tawa, propose  to  repair  the  pier  at  an 
approximate  cost  of  .$10,000.  Secretary, 
R.  C.  Desrochers. 

Collingwood,  Ont. 

The  sum  of  $75,001)  for  harbor  improve- 
ments has  been  included  in  the  year's  es- 
timates by  the  Department  of  Public 
AN'orks,  Ottawa. 

Euphemia  Township,  Ont. 

The  erection  of  a  number  of  bridges  is 
being  considered  by  the  Township  Coun- 
cil.   Clerk,  D.  M.  Smith,  Cairo,  Ont. 

Guelph,  Ont. 

The  Canadian  Pacific  l^ailway  Com- 
pany, Montreal,  contemplate  laying  a 
double  track  between  Guelph  junction 
and  Lc)ndon  this  summer. 

Hamilton,  Ont. 

The  Dominion  Government  lia\e  in- 
cluded in  their  estimates  for  the  j'ear 
the  sum  of  $250,000  for  the  construction 
of  docks,  etc.,  at  Stipes  Inlet.  .Survey 
work  will  start  shortly. 

Kingston,  Ont. 

The  construction  of  harbor  improve- 
ments estimated  to  cost  $120,000  is  con- 
templated by  the  Dominion  Governme\it 
Department  of  Public  Works. 

Leamington,  Ont. 

The  Department  of  Public  Works.  Ot- 
tawa, have  included  in  their  estimates 
the  sum  of  $10,000  for  the  construction 
of  a  breakwater. 

Leith,  Ont. 

The  reconstruction  of  the  wharf  at  an 
approximate  cost  of  $10,000  is  contemp- 
lated by  the  Department  of  Public 
Works,  Ottawa. 

London,  Ont. 

.V    report    on    the    construction    of  a 


breakwater  af  P"ront  .Street  will  shortU' 
be  submitted  to  the  City  Council. 
jiroximate   cost   of  work,   $12,000.  En- 
gineer, H.  A.  Brazier. 

Newcastle,  Ont. 

The  estimates  of  the  Dominion  De- 
partment of  Public  Works  include  .$17,- 
500  for  repairs  to  the  pier. 

Oshawa,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, propose  to  construct  harbor  im- 
l)rovements  at  an  estimated  cost  of 
$50,000. 

Peterborough,  Ont. 

The  construction  of  a  dry  dock  at  an 
approximate  cost  of  $25,000  is  contemji- 
lated  by  the  Dominion  Department  of 
Public  Works. 

Peterboro  &  Victoria  Counties,  Ont. 

The  (.ounty  Councils  are  considering 
the  question  of  repairing  or  rebuilding 
the  bridge  over  Pigeon  Creek.  Esti- 
mated cost  of  repairs,  $12,000,  and  of  a 
new  bridge,  $85,000.  Clerks,  E.  M.  El- 
liott. Peterboro.  and  J.  R.  McNeillie, 
Lindsay. 

Port  Dover,  Ont. 

Harljcjr  improvements,  estimated  to 
cost  $50,000,  are  cimtemplated  by  the 
Department  of  Public  Works,  Ottawa. 

Port  Elgin,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, propose  to  renew  the  breakwater 
at  an  estimated  cost  of  $10,500. 

Sault  Ste.  Marie,  Ont. 

The  Dominion  Department  of  Public 
Works  propose  to  make  repairs  to  the 
wharf  this  year.    Estimated  cost,  $5,000. 

Toronto,  Ont. 

Plans  are  being  prepared  for  a  bridge 
across  Reservoir  Ravine  and  anotlur 
over  the  Belt  Line  Ravine.  Commis- 
sioner of  Works,  R.  C.  Harris. 

Wardsville,  Ont. 

The  City  Council  have  let  the  contract 
for  steel  work  required  in  the  erection 
of  a  bridge  to  A.  Hill  &  Company,  Mit- 
chell, Ont.,  at  $;!,347,  and  for  concrete 
abutments  and  flooring  to  William  Ir- 
win, 50  Curtis  Street,  St.  Thomas. 


Public  Buildings,  Churches 
and  Schools 

Ailsa  Craig,  Ont. 

The  School  Trustees  propose  to  ve- 
neer the  school  with  red  pressed  brick 
at  an  approximate  cost  of  $3,500.  Chair- 
man, Neil  McLachlan. 

Athol  T^ownship,  Ont. 

The  report  published  in  our  issue  of 
January  26th  to  the  effect  that  the 
Trustees  of  Athol  Section  No.  1  were 
considering  the  erection  of  a  school,  is 
incorrect.     No  school  will  be  built. 

Berthier,  Que. 

The  Berthier  Parish  School  Board  will 
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shortly  call  for  tenders  on  the  erection 
of  a  school.  Estimated  cost,  $4,000. 
Secretary,  J.  A.  A.  Lavallee,  Berthier. 

Brantford,  Ont. 

The  erection  of  a  drill  hall  is  contemp- 
lated by  the  Department  of  Public 
Works,  Ottawa.    Estimated' cost,  $7".. 000. 

Brussels,  Ont. 

The  Department  of  Public  \\\irks,  Ot- 
tawa, have  included  the  sum  of  $23,500 
in  the  year's  estimates  for  the  erection 
of  public  buildings.  Secretary,  R.  C. 
Desrochers,  Ottawa. 

Burk's  Falls,  Ont. 

The  Department  of  Public  Works, 
Ottawa,  contemplate  the  erection  of  a 
Post  Ofifice  at  an  approximate  cost  of 
$20,000. 

Cannington,  Ont. 

The  erection  of  public  Imildings  at  a 
cost  of  $8,000  is  contemplated  by  the 
IDepartment  of  Public   \Yorks.  Ottawa. 

Cobourg,  Ont. 

Provision  has  been  made  in  this  year's 
estimates  of  the  Department  of  Public 
Works,  Ottawa,  for  the  erection  of  a 
public  building  at  an  approximate  cost 
of  $25,000. 

Copper  Cliff,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, propose  to  erect  a  public  building 
at  a  cost  of  about  $15,000. 

Delaware,  Ont. 

Interior  alterations  and  decorations  to 
St.  Andrew's  Church  are  being  consider- 
ed. Pastor,  Rev.  W.  Rayson.  Architect 
not  yet  appointed. 

Dunnsville,  Ont. 

The  erection  of  public  buildings  at  a 
cost  of  $20,000  is  proposed  by  the  De- 
partment of  Public  Works,  Ottawa. 

Durham,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, propose  to  build  a  public  building. 
.'Approximate   cost,  $24,000. 

Exeter,  Ont.  ' 

The  erection  of  a  public  building  at  an 
estimated  cost  of  $15,000  is  contemplated 
by  the  Department  of  Public  Works, 
Ottawa. 

Forest,  Ont. 

The  Department  of  I'ublic  Works,  Ot- 
tawa, propose  to  erect  a  public  building. 
Estimated  cost,  $20,000. 

Fort  William,  Ont. 

The  erection  of  a  drill  hall  is  con- 
templated by  the  Department  of  I\iblic 
Works.  (Jttawa.  Approximate  cost, 
$:!0,()()o. 

Gait,  Ont. 

The  Department  of  I'ublic  Works,  Ot- 
tawa, contemplate  the  erection  of  a  drill 
hall  at  an  a|)proximate  cost  of  $6,000! 

Georgetown,  Ont. 

The  erection  of  a  jjublic  building  is 
conteni])!ate(l  by  the  Department  of  Pub- 
lic Works,  Ottawa.  Estimated  cost, 
$20,000. 

Gore  Bay,  Ont. 

Tiic  sum  of  $5,000  has  been  included 
in  the  estimates  of  the  Dominion  De- 
jtartment  of  Public  Works  for  the  erec- 
tion of  a  pul)lic  building. 

Gravenhurst,  Ont. 

The  Department  of  i'ublic  Works,  Ot- 


-  tawa,  propose  to  erect  a  public  building 
at  an  estimated  cost  of  $20,000. 

Hespeler,  Ont. 

The  erection  of  a  public  building  to 
cost  about  $22,000  is  contemplated  by 
the  Dominion  Government  Department 
of  Public  Works. 

Huntsville,  Ont. 

The  erection  of  a  public  building  at 
an  approximate  cost  of  $20,000  is  con- 
templated by  the  Department  of  Public 
Works,  Ottawa. 

Ingersoll,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, contemplate  the  construction  of  a 
drill  hall  at  an  estimated  cost  of  $25,000. 

Kenora,  Ont. 

The  erection  of  a  drill  hall  is  con- 
templated by  the  Dominion  Government 
Department  of  Public  Works.  Approxi- 
mate cost,  $20,000. 

Kingston,  Ont. 

The  Department  of  Public  Works, 
Ottawa,  have  included  in  their  estimates 
the  sum  of  $15,000  for  the  erection  of  a 
drill  hall  for  the  R.  M.  C. 

King  Township,  Ont. 

The  Trustees  of  School  Section  No.  14 
have  decided  not  to  erect  a  school  this 
year,  but  will  proceed  with  the  work 
when  conditions  improve. 

Kingsville,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, propose  to  erect  a  public  building 
at  an  estimated  cost  of  $20,000. 

Lindsay,  Ont. 

The  Public  Works  Department.  Ot- 
tawa, contemplate  alterations  to  the  pub- 
lic building,  estimated  to  cost  $7,000. 

London,  Ont. 

The  erection  of  an  addition  to  the  Ar- 
mory is  contemplated  by  the  Dominion 
Department  of  Public  Works.  Approxi- 
mate  cost,  $50,000. 

The  Department  of  Militia  are  having 
idans  prepared  for  the  erection  of  a 
Home  for  Invalid  Soldiers.  Work  will 
start  as  soon  as  possible.  Frame  con- 
struction, felt  and  gravel  roofing.  Archi- 
tect. A.  E.  Nutter,  Dominion  Bank  Build- 
ing. 

McGillivray  Township,  Ont. 

The  erection  of  a  school  is  being  con- 
sidered by  the  Trustees  of  School  Sec- 
tion No.  6.  Secretary,  J.  L.  Amos,  Ailsa 
Craig. 

Meaford,  Ont. 

The  sum  of  $10,000  for  the  erection  of 
a  public  building  has  been  included  in 
the  year's  estimates  by  the  Public  Works 
Department,  Ottawa. 

Medicine  Hat,  Alta. 

'I'lu-  Public  .School  Board  are  consider- 
ing the  erection  of  a  technical  school 
at  an  approximate  cost  of  $100,000.  Modi- 
tied  plans  have  been  prepared  by  W.  H. 
f^tnirne,  Huckvale  Block,  and  submitted 
to  the  Board.  \Vork  will  start  in  the 
spring  if  financial  matters  can  be  ar- 
ranged. 

Mill  Brook,  Ont. 

The  Dominion  Department  of  Public 
Works  propose  to  erect  a  public  build- 
ing at  an  approximate  cost  of  $20,000. 

Milverton,  Ont. 

The  erection  of  a  public   building  is 


contemplated  by  the  Department  of  Pub- 
lic Works.  Ottawa.  The  sum  of  $5,000 
has  been  included  in  the  estimates  for 
this  purpose. 

Morrisburg,  Ont. 

The  Dominion  Department  of  Public 
Works  propose  to  build  a  public  building 
at  an  approximate  cost  of  $20,000. 

Ottawa,  Ont. 

Sketch  plans  for  sun  parlors  to  be  built 
at  the  Isolation  Hospital  for  the  Health 
Department  are  being  prepared  by  J.  A. 
Ewart,  Booth  Building,  and  Millson 
Burgess,  Union  Bank  Building. 

The  erection  of  a  drill  hall  at  an  ap- 
proximate cost  of  $50,000  is  contemplated 
by  the  Public  Works  Department,  Ot- 
tawa. 

Owen  Sound,  Ont. 

The  erection  of  a  drill  hall  is  con- 
templated by  the  Department  of  Pul)'ic 
Works,  Ottawa.    Estimated  cost,  $25,000. 

Parry  Sound,  Ont. 

The  Dominion  Public  Works  Depart- 
ment propose  to  erect  a  public  building 
at  an  estimated  cost  of  $20,000. 

Pembroke,  Ont. 

The  erection  of  a  drill  hall  to  cost 
about  $4,000  is  contemplated  by  the  De- 
partment of  Public  ^Vorks,  Ottawa. 

Perth,  Ont. 

The  Dominion  Department  of  Public 
VVorks  contemplate  the  erection  of  a  pub- 
lic building  at  an  approximate  cost  of 
$25,000. 

Peterborough,  Ont. 

The  sum  of  $47,000  has  been  included 
in  the  year's  estimates  by  the  Depart- 
ment of  Public  Works,  Ottawa,  for  the 
erection  of  a  public  building. 
Port  Credit,  Ont. 

The  Department  of  Public  Works. 
Ottawa,  propose  to  construct  harbor  im- 
provements at  an  estimated  cost  of 
$40,000. 

Toronto,  Ont. 

The  erection  of  a  small  church  is  con- 
templated by  the  Earlscourt  Baptist 
Congregation,  and  a  site  has  been  pur- 
chased. Pastor,  Rev.  W.  F.  Roadhouse, 
X)  St.  Clair  Gardens. 

CONTRACTS  AWARDED 

Charlottetown,  P.E.I. 

The  contract  for  installation  of  seat- 
ing at  the  First  Methodist  Church  has  | 
been  awarded  to  the  Valley  City  Seat- 
ing Company,  Hatt  Street,  Dundas  Ont. 
Tenders  are  now  being  received  for  light- 
ing, painting  and  decoration. 

McGregor,  Ont. 

The  general  contract  for  remodelling 
the  church  has  been  awarded  to  Penning-  j 
ton  &  Brian,  47  Sandwich  Street  East,  ' 
Windsor.    Work  consists  of  the  installa- 
tion of  a  heating  system. 


Business  Buildings  and  Indus- 
trial Plants 

Belleville,  Ont. 

Charles    S.    Clapp    contemplates  the 
erection  of  an   addition   to  a  store  on  | 
Bridge  Street. 

Brandon,  Man.  / 

Doig,  Rankin  &  Robertson  intend  to 
rebuild  their  store  which  was  recently  I 
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destroyed  Uy  nre.  Work  will  start  in  tin: 
spring. 

Bridgewater,  N.S. 

W.  E.  Await  is  having  plans  prepared 
for  rebuilding  the  Fairview  Hotel  along 
modern  lines. 

Dundas,  Ont. 

Tenders  on  the  erection  of  an  office 
and  warehouse  for  the  Public  Utilities 
Commission  will  be  received  until  Feb- 
ruary 13th  by  the  Secretary.  James  Mc- 
Ginty.  Red  pressed  brick  construction, 
concrete  foundation.  Approximate  cost, 
$4,500. 

Fred  Church  has  commenced  the  erec- 
tion of  an  addition  to  his  garage.  Red 
brick  construction,  concrete  foundation. 

Fergus,  Ont. 

T.  D.  Hume,  Argo  Block,  intends  to 
remodel  premises  which  he  has  pur- 
chased for  a  picture  show.  Work  will 
include  the  construction  of  a  gallery 
and  installation  of  seating. 

Jasper,  Alta. 

Plans  have  been  jjrepared  for  a  hotel 
to  be  built  for  the  Grand  Trunk  Pacific 
Railway,  Montreal.  Work  will  start  in 
the  spring  if  plans  are  approved  by  the 
President.  General  Manager,  M.  Don- 
aldson, Winnipeg. 

Kamloops,  B.C. 

The  Board  of  Trade  are  considering 
the  construction  of  a  creamery.  Secre- 
tary, F.  Dennison. 

Kensington,  Ont. 

The  Department  of  Public  Works. 
Ottawa,  contemplate  the  erection  of  a 
wharf  and  warehouse  at  an  estimated 
cost  of  $10,00n.  Secretary,  R.  C.  Des- 
rochers. 

Lake  Louise,  Alta. 

Tenders  will  be  received  until  Febru- 
ary 14th  on  the  erection  of  a  hotel  kit- 
chen and  store  building  for  the  Canadian 
Pacific  Railway  Company,  Montreal. 
.\rchitects,  Barott,  Blackader  &  Web- 
ster, New  Birks  Building,  Montreal. 
Reinforced  concrete  construction,  felt 
and  gravel  roofing. 

Leamington,  Ont. 

The  Leamington  Agricultural  Society 
propose  to  build  an  agricultural  hall  at 
the  Fair  Grounds  this  summer.  Vice- 
President,  Louis  Smith. 

London,  Ont. 

The  City  Council  are  considering  the 
erection  of  a  storage  building  and  stables 
for  the  Garbage  Department.  Clerk,  S. 
Baker. 

Plans  are  to  be  prepared  for  alterations 
to  a  store  for  Miss  F.  Mitchell,  114  Dun- 
das Street.  Work  may  start  in  the  spring. 
Terra  cotta  construction.  Estimated 
cost,  $10,000. 

The  addition  to  the  roof  garden  which 
is  to  be  built  at  the  premises  of  Small- 
man  &  Ingram,  Dundas  Street,  will  be 
of  steel  and  glass  construction. 

W.  Thornton,  Callaghan  Terrace,  Rid- 
out  Street,  is  having  plans  prepared  for 
alterations  to  the  terrace. 

The  Kerwood  Creamery  Company,  c/o 
J.  Waddell,  are  considering  the  equip- 
ment of  a  branch  plant  here. 

Lucan,  Ont. 

Smith  &  McComb  have  secured  pre- 


mises which  they  intend  to  eciuip  as  auto 
sales  rooms. 

Montreal,  Que. 

All  trades  required  in  the  erection  of 
stores  and  residences  on  Church  Street 
will  be  done  by  the  owner,  N.  D.  Leg?r, 
3.')]G  Chateaubriand  Street. 

Niagara  Falls,  Ont. 

The  erection  of  a  garage  is  being  con- 
sidered by  M.  H.  Buckley,  20  Ontario 
Avenue.  Reinforced  concrete  construc- 
tion.   Estimated  cost,  ,$6,000. 

Penticton,  B.C. 

The  Kettle  Valley  Railroad  propose  to 
extend  their  machine  shop  and  to  erect 
an  ice-house.  General  Manager,  J.  J. 
Warren,  Penticton. 

Prescott,  Ont. 

New  specifications  have  been  prepared 
for  the  installation  of  a  heating  plant 
at  the  premises  of  the  Newell  Manu- 
facturing Company,  and  tenders  will  be 
called  shortly.  Engineer,  W.  H.  Ward- 
well,  413  New  Birks  Building.  Montreal. 

Renfrew,  Ont. 

The  South  Renfrew  Agricultural  So- 
ciety propose  to  build  an  agricultural 
hall  at  the  Fair  Grounds,  at  an  approxi- 
mate cost  of  .$3,000.  Secretary,  W.  E. 
Smallfield,  Coumbe  Street. 

Sarnia,  Ont. 

The  sum  of  $,'50,000  for  the  construc- 
tion of  a  wharf  and  shelter  basin  has 
been  included  in  this  year's  estimates  by 
the  Department  of  Public  Works,  Otta- 
wa.   Secretary,  R.  C.  Desrochers. 

Springfield,  Ont. 

John  Benton,  Townline  West,  Spring- 
field, contemplates  the  construction  of  a 
fireproof  stock  barn.  Estimated  cost, 
$3,000. 

Squamish,  B.C. 

PI.  Butterfield,  Squamish,  is  consider- 
ing the  erection  of  a  shingle  mill  on  the 
Pillchuck  River. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  February  loth  for  the  erection 
of  a  shed  at  the  Civic  Abattoir.  Plans 
and  specifications  at  office  of  the  City 
.Vrchitect.  Steel  frame,  galvanized  iron 
construction. 

The  Dominion  Realty  Company,  34 
King  Street  West,  are  about  to  com- 
mence alterations  to  the  old  McConkey 
Building,  31  King  Street  W.,  for  the 
Canadian  Bank  of  Commerce.  Estimat- 
ed cost.  $10,000. 

Vancouver,  B.C. 

W.  F.  Gardiner,  Architect,  347  Pender 
Street  West,  is  receiving  tenders  on  the 
erection  of  a  theatre  at  Broadway  and 
Main  Streets  for  C.  M.  Bowman,  Albert 
Street,  Southampton,  Ont.  Estimated 
cost,  $40,000.  Steel  and  brick  construc- 
tion, stone  trimmings. 

Windsor,  Ont. 

The  Maxwell  Motor  Company,  Detroit, 
Mich.,  are  considering  the  erection  of  a 
factory  at  an  estimated  cost  of  $45,000. 
Site  has  been  purchased  and  work  will 
start  shortly  in  charge  of  the  E.  E.  Shel- 
don Construction  Company.  Reinforced 
concrete  and  brick  construction,  concrete 
foundation. 

The  Universal  Stove  &  Furniture  Com- 
pany, Limited,  contemplate  the  erection 
of  a  factory  in  this  neighborhood,  but 


have  not  yet  decided  upon  the  location. 
Temporary  office,  77  Sandwich  Street  E. 

CONTRACTS  AWARDED 

Esquimau,  B.C. 

The  sub-contract  for  structural  steel 
required  in  the  erection  of  an  oil  stor- 
age plant  for  the  Imperial  Oil  Company, 
Limited,  404  Abbott  .Street.  Vancouver, 
has  been  awarded  to  T.  Coughlan  &  Son';. 
.500  Beatty  Street. 

Hays  Cove,  B.C. 

The  general  contract  for  the  erection 
of  an  office  building  and  warehouse  for 
the  Imperial  Oil  Company,  Limited,  404 
Abbott  Street,  Vancouver,  has  been 
awarded  to  Mitchell  &  Currie,  Prince 
Rupert,  B.C.    Approximate  cost,  $18,000. 

Montreal,  Que. 

In  connection  with  the  repairs  to  the 
business  block  at  91  Notre  Dame  Street 
W.,  the  contract  for  plastering  has  been 
let  to  George  H.  Knott  &  Company, 
Chestnut  Avenue,  and  the  plumbing  to 
J.  A.  Gordon,  301  St.  Antoine  Street. 
Roofing  and  painting  not  yet  awarded. 

The  general  contract  for  repairs  to 
the  grand  stand  at  Blue  Bonnets  Race 
Track  for  the  Montreal  Jockey  Club  has 
been  awarded  to  Reid,  McGregor  & 
Reid,  Drummond  Building,  and  the  steel 
contract  to  Structural  Steel  Compan)^ 
Limited,  New  Birks  Building. 

The  general  contract  for  repairs  to  the 
business  block  at  91  Notre  Dame  Street 
West  has  been  let  to  D.  M.  Long,  204 
William  Street. 

Regina,  Sask. 

The  Royal  Bank  of  Canada,  Montreal, 
have  awarded  the  general  contract  for 
the  erection  of  a  branch  building  at 
Eleventh  and  Hamilton  Streets  to  Purdy 
&  Henderson  Company,  Limited,  10 
Cathcart  Street,  Montreal.  Contractors 
are  now  arranging  for  sub-contracts. 
Work  will  start  in  the  spring.  Approxi- 
mate cost,  $.50,000. 

Sherbrooke,  Que. 

In  connection  with  the  addition  now 
being  built  at  the  premises  of  Wafter 
Blue  &  Company,  Limited,  8  King  St., 
the  contract  for  roofing  has  been  award- 
ed to  George  W.  Reed  &  Company,  37 
St.  Antoine  Street,  Montreal,  and  the 
painting  to  the  general  contractors, 
Anglin's  Limited,  65  Victoria  Street, 
Montreal. 

Three  Rivers,  Que. 

The  general  contract  for  alterations  to 
a  garage  for  C.  O.  Baptist,  6  Du-Fleuve 
Street,  has  been  let  to  B.  J.  Trepanier, 
24  Niverville  Street.  Estimated  cost. 
$7,000. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
the  contract  for  the  installation  of  addi- 
tional cold  storage  equipment  at  the 
Civic  Abattoir  to  the  Canadian  Ice  Ma- 
chine Company,  Limited,  82  Chestnut  St. 

Work  is  progressing  on  alterations  to 
a  store  at  446  Spadina  Avenue  for  H. 
Lucas,  141  Havelock  Street.  The  gen- 
eral contract  has  been  let  to  Painter  & 
Son,  333  Huron  Street,  and  the  paintintj 
and  decorating  to  James  Kitchener,  41S 
Spadina  Avenue. 

Vancouver,  B.C. 

In  connection  with  the  bank  building 
now  in  course  of  erection  at  Granville 
and    I'cnder  Streets  for  the  Merchants 
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Bank  of  Canada,  Montreal,  the  contract  - 
for  marble  work  has  been  let  to  the 
Continental  Marljle  Company,  Rogers 
Building,  the  mill  work  to  Robertson 
&  Hackett,  Granville  Street  Bridge,  and 
the  plastering  to  H.  C.  Wood,  4478  Wal- 
den  Street. 

The  contract  for  roofing  and  sheet 
metal  work  required  in  connection  with 
tiie  additions  to  the  store  of  the  Hud- 
son's Bay  Company,  (ieorgia  Street,  has 
been  let  to  the  British  Columbia  Ceiling 
&  Roofing  Company,  53.'?  Seventh  Ave- 
nue W.,  and  the  plastering  to  E.  C.  Mc- 
Dougall,  Holden  Building.  Tenders  on 
painting  and  glass  work  are  now  being- 
received  by  the  general  contractors, 
British  Columbia  Construction  &  Engi- 
neering Company.  oKi  Standard  Bank 
Building. 


Residences 

Amherstburg,  Ont. 

Sketch  plans  are  being  prepared  for  a 
residence  to  be  erected  for  Charles  Hack- 
ett. Stucco  and  brick  construction,  con- 
crete foundation,  shingle  roofing.  Esti- 
mated cost,  $6,000.  Architect.  J.  C.  Pen- 
nington, La  Belle  Building,  Windsor. 

Blenheim,  Ont. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  erected  on  Chatham  Street 
for  W.  J.  Grant,  Sheldrick  Street.  Es- 
timated cost.  $3,500. 

D'lsraeli,  Que. 

J.  A.  Bengle  proposes  to  rebuild  his 
residence.  Frame  construction.  Esti- 
mated cost,  $4,000.  Work  will  start  about 
May  1st. 

Huntsville,  Ont. 

Tenders  on  the  erection  of  a  cottage 
for  J.  S.  Barker,  8  Park  Place,  St.  Catli- 
arines,  are  being  received  by  the  Archi- 
tect, T.  H.  Wiley,  138  St.  Paul  Street. 
St.  Catharines. 

Inwood,  Ont. 

Jacob  Wright  is  preparing  plans  for  a 
residence,  estimated  to  cost  $3,000. 

London,  Ont. 

The  Copp  Syndicate,  c/o  A.  M.  Hunt. 
Dominion  Savings  Building,  are  consider- 
ing the  erection  of  five  more  residences 
as  soon  as  those  now  in  course  of  con- 
struction are  finished.  Red  pressed 
l)rick  construction.  Estimated  cost, 
$15,000. 

W.  J.  Blackie,  Cheapside  and  Richmond 
Streets,  is  coTisidering  the  erection  of 
three  residences  on  \'ictoria  Street. 

The  erection  of  a  twelve-suite  apart- 
ment liousc  (in  .St.  James  .Strci't  is  be- 
ing cniisidt  reil.  L.  H.  Martyn.  S07'  Prin- 
cess ;\venue,  is  an  interested  party.  \\)- 
]iro.\iniate  cost,  $15,000. 

Mildmay,  Ont. 

I.  llescii,  .Sr..  conteniplales  repairs  to 
his  residence  wiiich  was  recently  dam- 
aged by  fire.  Work  will  start  in  the 
spring. 

Montreal,  Que. 

I).  I'el()(|uin.  t  I'.i  Old  Orchard  Avenue, 
has^commenced  tin-  erection  of  two  resi- 
dences, estimated  to  cost  $8,000.  .Sub- 
tenders  on  smaller  trades  are  now  being 
received.  Brick  construction,  concrete 
foundation,  felt  and  gravel  roofing. 

In  connection  with  the  residence  whicii 
is  now  being  built  on  Marlowe  y\venue 
fr,r  .'\.  H.  Britlain.  3  St.  Nicholas  Street, 


sub-tenders  are  now  being  received  for 
roofing  and  electrical  work.  General 
contractors,  .Anglin's  Limited,  65  \'ic- 
toria  Street,  Montreal. 

O.  Germain,  79  St.  Catherine  Street, 
is  building  a  residence  at  St.  Catherine 
and  Maisonneuve  Streets,  estimated  to 
cost  $5,000.    Brick  veneer  construction. 

Sarnia,  Ont. 

All  work  required  in  connection  with 
the  residence  now  in  course  of  erection 
for  S.  Scarlatta,  165  Lochiel  Street,  will 
be  done  by  the  general  contractor. 

Toronto,  Ont. 

Work  on  the  erection  of  a  residence 
on  Silver  Birch  Street  has  been  started 
hy  J.  T.  Moore,  30  Bertmount  .\venue. 
Smaller  trades  will  be  let.  Brick  con- 
struction, shingle  roofing.  Estimated 
cost,  $3,000. 

S.  B.  Green,  111  Evelyn  Crescent,  is 
l)uilding  two  residences  on  High  Park 
Boulevard,  estimated  to  cost  $6,300. 
Stone  and  brick  construction,  stone 
foundation,  shingle  roofing. 

Work  has  been  started  by  H.  B.  Jack- 
son, 134  Bracken  Avenue,  on  the  erec- 
tion of  a  residence  at  315  Beech  .Ave- 
nue. Smaller  trades  will  be  let.  Brick 
construction,  shingle  roofing.  Estimated 
cost.  $3,000. 

The  Board  of  Control  will  receive  ten- 
ders until  February  15th  for  the  installa- 
tion of  sanitary  conveniences  at  a  num- 
ber of  houses.  Specifications,  etc.,  at 
office  of  the  Health  Department. 

.A.  D,  Richards,  33  Westmount  .Street, 
is  l^uilding  a  residence  at  38  Glenliolnie 
.Avenue,  estimated  to  cost  $3,750.  Brick 
construction,  slate  roofing. 

Walkerville,  Ont. 

Plans  are  being  prepared  for  a  bunga- 
low to  be  built  on  Lincoln  Road  by  the 
Burns  &  Walker  Construction  Company, 
Tuson  Building,  Windsor.  Frame  con- 
struction, concrete  foundation,  shingle 
roofing.  Architects,  Walker  &  McPhail. 
Tuson  Building,  \\'in.dsor.  Approximate 
cost,  $3,500. 

Woodroffe,  Ont. 

C.  -A.  Wallace.  Richardson  .Avenue,  is 
building  a  residence,  estimated  to  cost 
$3,500.  Brick  veneer  construction,  con- 
crete foundation,  shingle  roofing. 

CONTRACTS  AWARDED 

Bowmanville,  Ont. 

Work  is  progressing  on  alterations  to 
a  residence  for  R.  J.  Gill,  Bowmanville. 
The  masonry,  carpentry,  roofing,  plaster- 
ing and  painting  have  been  let  to  A.  E. 
(iilders,  Bowmanville,  and  the  heating 
to  the  James  Smart  Manufacturing 
Conipany,  Gourley  Street,  Brockville. 
Milton  brick  '  construction.  concrete 
foundation,  asbestos  shingle  roofing.  Es- 
timated cost,  $7,000. 

Ingersoll,  Ont. 

Plans  have  been  jirepared  for  three 
cottages  to  be  built  on  King  .Street  W. 
for  John  Stadbauser,  and  the  general 
contract  let  to  R.  Layton.  .Smaller  trades 
will  be  sub-let  by  the  general  contractor, 
b'rame  and  mill  construction,  concrete 
foundation,  shingle  roofing.  Approxi- 
m.-ite  total  cost,  $4,500. 

Montreal  West,  Que. 

Work  has  been  started  by  Anglin's 
Limited,  05  A'ictoria  Street,  Montreal, 
on  the  erection  of  a  residence  on  Wolse- 


ley  Street  for  C.  G.  Higginson,  3435  Pari' 
Avenue,  Montreal.  Brick  construction, 
concrete  foundation,  slate  roofing.  Sub- 
tenders  on  roofing  and  electrical  work, 
are  being  received.  Approximate  cost, 
$6,500. 

Ottawa,  Ont. 

The  general  contract  for  the  erectio 
of  apartments  on   Somerset  Street  fo 
W.  H.  Tate.  Bank  .Street,  has  been  le 
to  J.  D.  &  F.  Wilson,  483  Bank  Street; 
brick  work  to  James  Paterson,  33  Ful 
ton   Street:   galvanized   iron  work  ant 
roofing  to  McFarlane  &  Douglas  Stree 
and  heating  and  plumbing  to  J.  T.  Blyth 
Frank  Street.     Electrical  work  not  yc 
awarded.    Approximate  cost,  $6,000. 

The  general  contract  for  the  erection 
of  a  residence  for  William  Eastman, 
33  Ossington  Avenue,  has  been  awarded 
to  Bower  Bros.,  133  Hopewell  Street. 
Brick  veneer  construction,  stone  founda- 
tion, shingle  roofing.  Estimated  cost, 
$5,000. 

Yarmouth,  N.S. 

A.  W.  Nowlan,  Wellington,  N.  S.,  is 
building  a  bungalow  for  William 
Churchill.  Frame  and  shingle  construc- 
tion.    Estimated  cost,  $3,000. 

Power  Plants,  Electricity  and 
Telephones 

Dunwich  Township,  Ont. 

The  Dunwich  Rural  Telephone  Com- 
pany propose  to  make  improvements  to 
their  system  in  the  spring.  Secretary, 
D.  A.  McNabb,  Dutton,  Ont. 

Goderich  Township,  Ont. 

The  Goderich  Township  Telephone 
Company  propose  to  construct  exten- 
sions and  other  improvements  in  the 
spring.  Secretary.  E.  H.  Wise,  Homes- 
ville,  Ont. 

Hensall.  Ont. 

The  i)y-law  authorizing  the  installa- 
tion of  hydro  power  and  lighting  sys- 
tem has  been  carried.  Town  Clerk,  A. 
Murdock. 

Inwood,  Ont. 

The  Village  Council  are  considering 
the  installation  of  a  hydro  lighting  and 
power  system.  Clerk,  W.  J.  Weed,  Al- 
vinston,  Ont. 

London,  Ont. 

The  City  Council  have  decided  that 
the  proposed  ornamental  lighting  system 
on  Talbot  and  King  Streets  shall  be  in- 
stalled by  General  Manager  E.  V.  Buch- 
anan. Cost  to  be  between  $3,700  and 
$3,500. 

Melbourne,  Ont. 

The  Caradoc  Ekfrid  Telephone  Com- 
pany intend  to  extend  and  improve  their 
system  in  the  spring.  Secretary,  G.  W. 
.Sponenburgli,  Melbourne. 

McKillop  Township,  Ont. 

The  McKillop  Telcjihone  Company  are 
considering  improvements,  repairs  and 
extensions  to  their  system.  Particulars 
from  J.  M.  Govenlock,  Seaforth,  Out. 

Ontario  Province. 

The  Malahide  &  Bayiiani  Telephone 
Company  propose  to  extend  their  sys- 
tem to  connect  with  the  Aylmer  and 
Tillsonburg  System.  Particulars  from 
C.  A.  Wellington,  Richmond,  Ont. 

(Continued  on  page  50) 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  tiie  University  of  Toronto, 


THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  ''Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


Tenders  and  For  Sale  Department 


Hydro  Tenders 
Wanted 


Sealed  teinU-rs.  markeil  "Te  nrlers  for  Lead  Cov- 
ered Cable."  aildresseil  to  the  Cliairnian,  The 
Toronto  Electric  Commissioners,  will  be  received 
until  noon,  Wednesday,  February  16,  1916.  Each 
tender  must  be  accompanied  by  a  markeil  cheque 
as  called  for  in  the  form  of  tender.  Specihca- 
tions  and  form  of  tender  can  be  obtained  at  the 
office  of  the  purchasing  Agent,  15  Wilton  Avenue. 
The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 


Hydro  Tenders 
Wanted 


Sealed  tenders,  marked  "Tenders  for  Pole  fype 
Transformers,"  addressed  to  the  Chairman  of  the 
Toronto  Electric  Commissioners,  will  be  I'eceived 
until  noon  on  Wednesday,  February  16,  191b. 
Each  tender  must  be  accompanied  by  a  marked 
cheque,  as  called  for  in  the  form  of  tender 
Specifications  and  form  of  tender  can  be  obtained 
at  the  office  of  the  Purchasing  Agent,  15  Wilton 
Avenue.  The  lowest  or  any  tender  not  necessanly 
accepted. 


CITY  OF  MONTREAL 


Refined  Asphalt 


Tenders,  under  sealed  envelope,  addressed  to 
the  Board  of  Commissioners  and  deposited  in  then- 
office,  at  the  City  Hall,  will  be  received  until 
noon,  Thursday,  Fabruary  24th,  1916  for  the 
supply  and  delivery   of  refined  asphalt. 

The  quantity  anticipated  is  about  six  thousand 
((;,(I(K))  net  tons.  Tt  is  distinctly  understood  that 
tills  quantity  is  but  approximate,  and  the  Board 
of  Commissioners  reserves  tlie  right  to  increase 
or  decrease  said  quantity  in  any  amount  at  its 
discretion  without  entitling  the  Contractor  to  any 
claim  wdiatsoever. 

C.'opies  of  specifications  and  forms  of  tenders 
may  be  obtained  by  the  interested  parties  at  the 
ofiice  of  the  Superintendent  of  Purchases  and 
Sales,  and  all  necessary  information  will  lie  given 
;it  the  Chief  Engineer's  Office. 

.\11  tenders  not  made  un  tlie  fmni  furnished 
for  that  iiurpose  liy  flu-  City  of  .Montreal,  and 
not  sent  in  the  printed  envelope  also  furnished  for 
that  purpose  shall  not  be  entertained. 

No  tenders  shall  be  considered  unless  the  same 
be  accompanied  by  a  cliei|ue  aicejitcd  by  an  in- 
corporated Canadian  I'.aiik  payalde  to  the  City 
of  Montreal,  for  a  sum  n  pi  csciiting  HI  per  cent, 
of  the  total  amount  of  the  tender,  wliirh  tender 
and  clietpie  shall  be  eiulosed  in  said  enveloiie. 

The  lowest  or  any  temlei  will  not  necessarily 
be  accepted. 

The  tenders  will  be  opened  in  the  presence 
of  the  interested  parties  by  the  Hoard  of  Com- 
missioners ilelilurating  in  its  Meeting  Room,  at 
the  City  Hall,  .it  the  first  regular  meeting  of  the 
said  Board,  following  the  reception  of  the  said 
lenders  or  on  the  date  above  mentioned,  if  the 
Hoard  is  sitting. 

P,y  order  of  tlie  Board  of  Clommi.ssioners. 

T..  N.  SENEi:AL,  Secretary. 
l'.o;i'id  of  Commissioners'  Office, 
City  Hall, 

Montreal,  February  1st.  litKi.  (i-7 


WANTED 

Sis  contractors'  dump  cars  and  dinkey.  Cive 
particulars  I'.rix  ."$13,  Contract  Kecord,  Toronto, 
Ont.  C-7 


Tenders  Wanted 


Sealed  tenders  for  all  trades,  with  the  excep- 
tion of  structural  steel,  in  connection  with  the 
erection  of  the  New  Princess  Theatre,  Toronto, 
will  be  received  until  5  p.m.,  Saturday,  February 
12,   1916,  at  the  office  of  the  undersigned. 

Structural  steel  tenders  will  close  at  5  p.m., 
Saturday,  February  5,  1916. 

Tenders  to  be  submitted  on  forms  to  be  sup- 
plied. 

Plans  and  specifications  may  be  seen  at  the 
office  of  Charles  J.  Read,  Rooms  203-4  Con- 
federation Life  Building,  Toionto,  Ont. 


C.  HOWARD  CRANE,  Architect, 
CHARLES  J.  READ,  Associate  Architect. 
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Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Lock  Gates  at  East 
River  Lock,  N.S.,"  will  be  received  at  this  office 
until  4  p.m.,  on  Monday,  February  28,  1916,  for 
the  construction  of  Timber  Lock  Gates  and  their 
equipment  for  the  East  River  Lock,  near  New 
Glasgow,   Pictoti  County,  N.S. 

Plans  and  forms  of  contract  can  be  seen  and 
specification  and  forms  of  tender  obtained  at  this 
Department,  and  at  the  offices  of  the  District 
Engineers  at  Antigonish,  N.S. ;  Halifax,  N.S. ; 
Shaughnessy  Building,  Montreal,  P.Q. ;  Confed- 
eration Life  Building,  Toronto,  Ont.,  and  on 
application  to  the  Postmaster  at  New  Glasgow, 
N.S. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual 
signatures,  stating  their  occupations  and  places 
of  residence.  In  the  case  of  firms,  the  actual 
signature,  the  nature  of  the  occupation,  and 
place  of  residence  of  each  member  of  the  firm 
must   be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  tlie  Honourable  the  Minister  of 
Public  Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

NC_)TE. — Blue  prints  can  be  obtained  at  the 
Deparlment  of  Public  Works  by  depositing  an 
accepted  bank  cheque  for  the  sum  of  .?'20.00, 
made  payable  to  the  order  of  the  Honourable  the 
Minister  of  Public  Works,  which  will  be  re- 
turned if  the  intending  bidder  submit  a  regular 
bid. 

By  order, 

R.  C.  DESROCIIERS, 

Secretary. 

I  )i  |ia  1 1  nieiit  of  Public  Works, 

Ottawa,  January  27,  191G. 

Xtuspapers  wdll  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  the 
I  )epai  lnient.--91583.  5-6 


For  Sale 


I,arge  manufacturing  company  in  the  United 
States  specializing  in  concrete  machinery  wants 
to  sell  outright  a  full  set  of  drawings,  patterns, 
and  other  information  in  reference  to  building 
and  marketing  concrete  mixers.  Good  oppor- 
tunity for  Canadian  manufacturer.  Box  296, 
Contract  Record  and  Engineering  Review,  To- 
ronto, Ont.  4-C 


Notice  to  Contractors 
Supplies  Wanted 


Sealed  tenders  addressed  to  the  Chairman  and 
Members  of  the  Water  Works  Committee  will 
be  received  by  the  Secretary  of  the  Water  Works 
Committee,  City  Hall,  Ottawa,  up  to  4  p.m., 
February  24th,  1916,  endorsed  "Tender  for  Brass- 
work,  Cast  Iron  Pipe,  Lead  Pipe  and  Pig  Lead, 
Oils  and  Grease,  Special  Pipe  Castings  or  Valves," 
as  the  case  may  be. 

Any  tender  received  after  the  above  stated 
lime  will  be  declared  informal. 

Specifications,  Form  of  Tender  and  full  particu- 
lars may  be  obtained  on  application  to  the  City 
ICngineer's  Office,  City  Hall,  Ottawa. 

The  Corporation  does  not  bind  itself  to  accept 
the   lowest   or  any  tender. 

R.  L.  HAYCOCK, 

Acting  W.  W.  Engineer. 
Ottawa,  February  4th,  1916.  (i-fi 


Township  of  Brantford 

Fonger  and  Barton 
Bridges 


Sealed  tenders,  clearly  endorsed  on  the  outside, 
will  be  received  up  to  noon  on  Saturday,  February 
26th,  1916,  addressed  to  the  Township  Clerk, 
County  iSnilding,  Brantford. 

"A" — For  reinforced  concrete  abutments  for 
Fonger  Bridge,  containing  225  cubic  yards  of 
concrete,  and  l.S.OOO  lbs.  square  cold  twisted 
steel  reinforcement. 

"B" — For  steel  superstructure.  Class  ".\"  load- 
ing, clear  waterway  70  feet,  clear  roadway  16  feet, 
with  reinforced  concrete  deck  and  latticed  hand- 
railings. 

"C" — For  reinforced  concrete  abtttments  for 
Barton  Itridge,  containing  165  cubic  yards  of 
concrete  and  11,500  lbs.  square  cold  twisted  steel 
reinforcement. 

"D" — For  steel  superstructure.  Class  "\"  loail- 
ing,  clear  waterway  80  feet,  clear  roadway  Ki  feet, 
with  reinforced  concrete  deck  and  three  line 
pipe  handrailing. 

Each  tender  must  he  on  the  prescribed  form 
and  accompanied  by  a  marked  cheque  for  5  per 
cent,  of  the  amount  of  the  tender,  ina<le  payable 
to  the  Treasurer  of  the  Townshiii  of  Brantford. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned.  Room  4,  Temple  Build- 
ing, Brantford,  from  vv-hom  tender  forms  may 
be  had. 

,\r..\N  M.'iIR  JACKSON, 
6-7  Township  Engineer. 

POSITIONS  VACANT 

CITV  ENGINEER  WANTED.^AppIications 
for  position  of  city  engineer  will  be  received  until 
March  1st,  1916.  Salary,  .fl.800  per  annum.  Send 
co|iies,  not  originals,  of  references,  etc.  Jos. 
McCartney,    City    Clerk,   Gait,    Out.  '5-(i 

AGENTS  WANTED 


Canadian  sales  agents  wanted  by  large  com- 
pany manufacturing  road  making  and  contractors' 
inachinery.  Box  297,  Contract  Record  and  En- 
gineering   Review,    Toronto,    Ont.  4-7 


Quarry  Machinery  For  Sale 

I     .\'o.  6  Kennedy  Crusher  with  extra  shaft  and 

head;  capacity  50  to  .SO  tons  per  hour. 
1     revolving  screen. 
I — main   drive  belt. 
1    -60-ft.    elevator  complete. 

For  particulars  address  Box  .'ill.  Contract 
Record,  Toronto,  Ont.  C-7 


ry  0,  I  '.IK") 


Cheaper 
than  Plain  Macadam — 


Kennedy  Road,  Scarboro  Township, 
York  County,  Ontario. 
Tarvia  filled  macadam. 


np  ARVIA  is  always  cheaper  in  the  long 
run  to  bond  a  macadam  road  with 
than  water.  Sometimes  Tarvia  as  a  bind- 
er does  not  add  anything  to  the  first  cost. 
The  York  County  Highway  Board,  York 
County,  Ontario,  built  about  five  miles  of 
Tarvia  macadam  in  1915  and  found  it  two 
cents  a  square  yard  cheaper  than  water- 
bound  macadam  cost  them  in  1914. 
Such  figures  are  not  unfamiliar.  The  Tar- 
via displaces  a  certain  amount  of  stone 
and  reduces  the  amount  of  rolling  re- 
quired. The  excessive  use  of  water,  often 
difficult  to  provide,  is  done  away  with. 
The  Tarvia  often  makes  possible  the  use 
of  a  cheaper  stone  which  may  not  make 
a  good  road  by  itself  but  will  give  excel- 
lent results  when  there  is  a  Tarvia  mat- 
rix to  prevent  internal  attrition. 
Plain  macadam  is  not  fitted  to  stand  the 
stresses  of  modern  traffic  but  a  tarviated 
road  is  automobile-proof.  The  swiftly 
driven  wheels  which  disrupt  a  plain  mac- 


adam surface,  merely  roll  down  a  tarvi- 
ated macadam  and  make  it  smoother. 
The  tarviated  surface  is  waterproof  and 
frost-proof,  and  will  not  ravel  when  rain 
torrents  sweep  down  steep  hills. 
There  are  three  kinds  of  Tarvia,  "Tarvia- 
X"  is  very  heavy  and  dense,  used  as  a 
binder  in  road  building  as  in  the  above 
instance,  and  the  most  thorough  and 
permanent  of  the  Tarvia  treatments. 
"Tarvia-A"  is  a  lighter  grade,  used  for 
hot  surfacing  applications.  "Tarvia-B", 
which  is  fluid  enough  to  be  applied  cold 
with  modern  spraying  apparatus,  is  for 
dust  prevention  and  road  preservation. 
In  addition  to  the  five  miles  of  "Tarvia- 
X"  macadam  mentioned  al)ove.  the  York 
County  Highway  Board  in  1915  coated 
six  and  one-half  miles  of  the  Kingston 
Road  with  "Tarvia-B."  This  is  one  of 
the  best  roads  leading  out  of  Toronto. 
Booklets  on  request,  .\ddress  our  near- 
est oflice. 


Special  Service  Department. 

This  ■  Company  has  a  corps  of  trained  engineers  If  you  will  write  to  the  nearest  office  regarding 

and  chemists  who  have  given  years  of  study  to  road  problems  and  conditions  in  your  vicinity  the 

modern  road  problems.    The  advice  of  these  men  matter  will  have  prompt  attention, 
may  be  had  for  the  asking  by  anyone  interested. 


THEPATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 


THE  CARRITTE-P  ATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  S.  STDNKT.  N.  S. 
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Power  Plants,  Electricity  and 
Telephones 

(Continued  from  page  -Id) 

Tisdale  Township,  Ont. 

A  by-law  authorizing  the  purchase  of 
an  electrically  driven  fire  pump  has  been 
passed.  Clerk,  ^\^  H.  Wilson,  South  Por- 
cu|)ine,  Ont. 

Toronto,  Ont. 

Tenders  on  the  supply  of  lead  covered 
cable  will  be  received  until  February  Ifith 
l)y  the  Toronto  Hydro  Electric  Commis- 
sioneds,  226  Yonge  Street.  Specifica- 
tions, etc.,  at  office  of  the  Purchasing- 
Agent,  15  Wilton  Avenue. 

The  Toronto  Hydro  Electric  Commis- 
sioners, 226  Yonge  Street,  will  receive 
tenders  until  February  16th  on  the  sup- 
])ly  of  pole  type  transformers.  Specifi- 
cations at  office  of  the  Purchasing  Agent, 
1.")  \Vilton  Avenue. 

Wheatley,  Ont. 

The  Independent  Telephone  Company- 
are  considering  improvements  and  ex- 
tensions to  their  systems  during  the  year. 
Secretary,  J.  W.  Kennedy. 

CONTRACTS  AWARDED 

Sherbrooke,  Que. 

The  City  Council  have  awarded  the 
contract  for  the  supply  of  transformers 
to  the  Canadian  General  Electric  Com- 
liany,  158  St.  Antoine  Street,  Montreal. 


Late  News  Items 


Hespeler,  Ont. 

The  tool  factory  of  A. 


B.  Tardine  .1- 


Company,  (iuelpli  .Street,  has  been  des- 
troyed by  fire.  Loss.  $7."), 000.  principally 
on  the  shell  plant. 

London,  Ont. 

I'lans  are  being  prepared  by  Watt  & 
Blackwell,  Bank  of  Toronto  Building, 
for  alterations  to  a  store  for  Miss  F. 
Mitchell,  114  Dundas  Street.  Estimated 
cost,  $10,000. 

McGillivray  Township,  Ont. 

Plans  are  being  prepared  by  F.  W. 
Farncomb,  Edge  Block,  London,  for  a 
drainage  scheme  to  be  constructed  joint- 
ly by  the  Townships  of  McGillivray, 
East  Williams  and  Stephen.  Work  will 
start  in  the  spring.  Approximate  cost, 
$15,000. 

Montreal,  Que. 

The  Board  of  Control  will  receive  ten- 
ders until  February  15th  for  the  erection 
of  a  pump  house  and  installation  of  a 
pump  for  the  Notre  Dame  de  Grace 
Sewer.  Specifications,  etc.,  at  office  of 
the  Engineer,  D.  McLeod.  City  Hall. 

New  Liskeard,  Ont. 

Fire  has  totally  destroyed  the  business 
l)lock  owned  by  F.  O'Brien.  Loss, 
$50,000, 

Ottawa,  Ont. 

The  City  Council  have  passed  Water- 
works Department  estimates  of  $50,000 
for  short  watermain  extensions  on  vari- 
ous streets  throughout  the  city  and ' 
$189,000  for  construction  c:)f  watermains 
under  the  Lee  Distriliution  .Scheme.  En- 
gineer, R.  L.  Haycock. 

Port  Moody,  B.C. 

In  connection  with  the  construction 
of  a  steel  plant  and  rolling  mills  for  the 


I'ort  Moinly  .Steel  Works,  Limited, 
Standard  Bank  Building,  \'ancouver,  the 
contract  for  erection  of  main  building, 
construction  of  a  wharf  and  pile  driving 
has  been  awarded  to  Henry  Peterson,  ii; 
Hastings  Street  E.,  \'ancouver. 

St.  Catharines,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  shop  for  the  Metal 
Drawing  Company,  Race  Street,  has  been 
let  to  Newman  Bros.,  71  St.  Paul  Street, 
and  the  carpentry  to  R.  B.  Williams. 
Beecher  Street.  \Vork  has  been  started. 
Steel  sash  will  be  purchased  by  the  ma- 
sonry contractor.  Architect,  .V.  E.  Nich- 
olson, Queen  Street. 

Walkerville,  Ont. 

William  Woolat.  Jr..  Kildare  Road, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $0,000.  Stucco 
and  brick  construction.  Work  is  being 
done  by  the  owner  and  .S.  Keyser,  'Xl 
Moy  Avenue.  Windsor, 

Windsor,  Ont. 

Work  is  about  to  start  on  the  erection 
of  an  addition  to  the  a.gricultural  build- 
ing- at  the  Race  Track  for  the  Windsor 
&  North  Essex  .\gricultural  Society.  The 
masonry  contract  has  Ijeen  let  to  R. 
Wescott,  55  Oak  Avenue.  Sub-contracls 
not  yet  awarded.  Frame  construction, 
concrete  foundation,  composition  paper 
roofing.     Estimated  cost,  $6,000. 

Winnipeg,  Man. 

The  Presbyterian  Church  at  Point 
Douglas  has  been  practically  destroyed 
by  fire.  Loss,  $15,000.  The  congrega- 
tion intend  to  rebuild  and  work  will 
probably  start  immediately.  Pastor. 
Rev.  R.  Boyle. 


THE  "PANAMA  BOSTON"  GRADER 

(For  2  or  4  horses— Weight  1000  lbs.) 

Built  like  a  Battleship  for  Heavy  Duty 

Built  to  meet  the  requirements  of  a  general  purpose  two  or  four- 
horse  machine.  Constructed  so  as  to  be  changed  from  Grader  to  Drag 
by  removing  two  bolts.  Doing  absolutely  the  highest  class  of  work  that 
any  Road  Building  Machine  can  do. 

The  exclusive  devices  upon  this  machine  include  our  "Roller  Bear- 
ings" on  all  wheels,  new  worm  and  screw  gear  hoisting  method  and 
economy  of  operation,  comprising  features  and  advantages    that  place 
this  machine  in  a  class  above  any  road  making  machine  on 
the  market.    Weight,  1,000  lbs. 

We  manufacture  a  complete  line  of  Road  Machinery, 
Graders,  Levellers  and  Drags;  a  full  line  of  Concrete  Ma- 
chinery; and  Cast  Iron  and  Corrugated  Culverts. 

Our    catalogues    fully    describe    and    illustrate  our 
different  lines. 


THE  LARGEST  LINE  OF  ROAU  MACHINERY- 


The  Exeter  Mfg.  Co.,  Limited,  Exeter,  Ont. 


Aik  (or 
1915  Catalogue 
No.  25 

J.  L.  Neilson,  WinnipeR,  Man.,  Weitero  Agents 


H.  S.  Hancock,  Ft.  William,  Agent  N.  Ont. 


MADE  IN  CANADA" 

Ask  for 
1915  Cateloaue 
No.  25 

Lacie  Chas  A.  Paquet  Ltres,  Quebec,  Que. 


February  'J.  jyKi 
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Jas.  Dickson,  Pres. 


Geo.  T.  Dickson,  Vice-Pres. 


Dickson  Bridge  Works  Co. 

Campbellford,  Ont. 


Limited 


Bridge  over  Spanish  River  at  Massey,  Ont. 

Steel  Bridges,  Steel  Buildings 
Roof  Trusses 

and  other  Structural  Steel 

Foundry  and  Machine  Shop  in  connection. 
Estimates  on  application 


Wooden  Water  Pipe 

Canadian  Pipe  Co.,  Limited 

Manufacturers  of 

Wire  Wound  and  Continuous  Wood  Stave 
Pipe,  Tanks,  Silos,  Steam  Casing. 

Our  wood  sleeve  couplings  are  all  bored  oat 
and  are  8-in.  long,  insuring  perfect  contact. 

Attention. — Our  new  adjustable  steel  coupling  with 
inside  steel  ring,  aljsolutely  prevents  joint  leaks. 
"There's  a  reason"  for  the  inside  ring.  Write  for 
information  and  testimonials. 

550  Pacific  Street     -     -     -    VANCOUVER,  B.C. 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     IMussens  Ltd,  Montreal 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  of  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 


Write  for  1915  Catalogue 


319  Pender  St. 


VANCOUVER,  B.  C. 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL  IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  J-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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FOR  SALE 

Two  Electric   Traveling  Cranes 

Prompt  Shipment 

Two  new  cranes  just  about  completed,  10  tons  capacity,  42'  10>^'  span,  3  motor 
Standard  Northern  type  E,  alternating  current,  3  phase,  25  cycle,  550  volts. 

Apply 

Northern  Crane  Works,  Ltd.,  Walkerville,  Onl. 


nEKKIiBONE^lOTI 

And  The  Contractor 

Every  contractor  realizes  that  a  reputation  for  doing  good  work  is  essential  to  his  con- 
tinued success.  This,  as  well  as  the  economy  of  operation,  has  led  many  contractors  here- 
tofore to  use  Herringbone  Lath  even  where  it  was  not  specified. 

Now  that  all  Herringbone  Lath  is  Herringbone  Copper  Alloy  Lath  this  voluntary  use 
of  the  best  lath  will  become  general.  Contractors  will  be  quick  to  appreciate  the  significance 
of  the  fact  that  this  additional  quality  is  given  them  without  increased  cost.  They  can 
therefore  use  in  their  buildings  a  lath  having  a  greatly  increased  resistance  to  rust  without 
having  their  pocket  books  touched  by  the  substitution. 

Pride  in  their  work  will  have  unimpeded  sway.  All  contractors  hereafter  should  use 
Herringbone  Copper  Alloy  Lath. 


Clarence  W.  Noble 


General  Sales  Agent 


117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


Tenders 

A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


MALACCA  DRAIN  CLEANING  RODS 

I'hc  flexible  malacca  cane  cleaning  rods  replace  the  expensive  work  of 
tcarinjf  up  floors,  etc.,  to  clean  drains,  boiler  tubes,  cable  conduit,  etc. 
'Phcy  have  a  thousancl  uses — write  us. 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 
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Carpenter — Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

MANY  Carpenter-contractors  in  the  small- 
er cities  and  towns  are  making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  ifisure  perfectly  satisfactory  jobs  al- 
ways ^Specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  ami  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6— Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


"^X  A  f  f   O  New  and  Relaying 
AV^\£JLuO  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


"FERRODOR" 

RUST-PROOF,  ELASTIC  PAINT 

is  made  in  London,  Englard,  by 

Griffiths  Bros.  &  Co. 

(Contractors  to  the  Admiralty  and  War  Office) 

THEREFORE  IT  IS  GOOD 

"Ferrodor"  defies  all  climatic  condi- 
tions, stands  great  dry  heat  or  steam, 
and  is  so  elastic  that  it  does  not  crack. 
It  is  free  from  all  substances  that  can 
affect  the  metal,  and  is  impervious  to 
all  external  influences.  Is  made  from 
a  Pure  Steel  Grey  Rustless  Peroxide 
that  is  unaffected  by  sea  water,  acid  solu- 
tions, atmospheric  influences,  changes 
of  temperature  or  climate. 

It  is  superior  to  Redhead  or  Graphite, 
and  has  great  covering  power. 

Stocked  by 

Spielmann  Agencies 

Read  Bldg.,  St.  Alexander  St. 

MONTREAL 


Piatt  Double  Suction 
Centrifugal  Pumps 

^^^^3    -iflj^k       Split  case  features  insure  accessibil- 
^j^^H^^^^BF  ity.     Their  rugged  construction  guar- 
^^SK/I^^Bt    antees  efl'icient  and  continuous  service 

^HB^^^^^*    whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 
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CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College,  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo.  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 


Artificial  Light  Costs  $  $  $ 
Daylight    Costs  000 

By  means  of  accurately  formed  glass  prisms  you  can  have  your  buildmg  flooded 
with  sunlight  all  day.  Not  merely  at  the  windows  but  perfectly  distributed  to 
the  darkest  portions  of  the  building-. 

The  one  best  way  to  get  such  results  is  by  the  use  of 

LUXFER  PRISMS 

Other  prisms  will  admit  daylight  but  Luxfer  puts  daylight  where  you  want  it. 
Always  specify  Luxfer— the  First  and  Best  Prism. 

LUXFER  PRISM  CO.,  LIMITED 


100  KING  STREET  WEST, 


TORONTO,  ONT. 


l''cl)nKir.v  (I,  \'.)Uj 
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Why  To  Specify 

Ormsby  -  Lupton 
Steel  Sash 


Produces 
Lighter 
Factories 

Inside 
Glazing 

Strength 
the  way  the 
wind  blows 


'h 

ml 

U 

rr 

□ 

ri 

Induces 
Greater 
Production 

Fire 
Protection 

Locked  Joint 
At  Muntin 
Intersection 


A.  B.  Ormsby  Company,  Limited 

.      .  ,  .  TORONTO 

Associated  with 

The  Metal  Shingle  &  Siding   Co.,  Limited 

Preston      Montreal      Winnipeg       Saskatoon  Calgary 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "Keith''  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


DUMB  WAITERS 

Roelofson  self  retaining 
dumb  waiters  are  fast  re- 
placing the  old  styles. 

They  are  so  constructed  that  they  will 
hold  the  car  stationary  at  any  point 
desired  without  the  use  of  brake  or 
rope  clamp. 

We  will  furnish  drawings  and  estimates 
of  costs  for  special  machines  to  be  used 
as  wall  hoists,  freight  or  invalid  eleva- 
tors. 

Roelofson  Elevator  Works 

Gait,  Ont 


Galvanized 
Steel  Tanks 


Reservoir  Tanks 
Water  Tanks 
Dipping  Tanks 
Toat  Pans 
Oil  Storage 
Tank  and 
Measuring  Pumps 


Prices  quoted  promptly  on  heavy  gal- 
vanized steel  tanks  for  every  purpose. 

Wayne  Measuring  Systems  for  handling 
your  gasoline  and  oils  will  save  you 
money. 

Wayne  Oil  Tank  &  Pump  Co. 

Limited 

Woodstock,  Ont. 
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BOOKS 


for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915   by   McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.   50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  189G 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

» 

Sanitation  of  Public  Buildings,  by  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages, 
Price  50  cents. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,'  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

.Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.     Published  in  1915  by  McGraw-Hill  Book  Coni- 

j      pany.     843  pages,  illustrated.     Price  $5.00. 


Contract  Record 

317  Adelaide  St.  West,  Toronto,  Ont. 


\ 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
l)usiness  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.^  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 


February  9,  1916 
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the  highest  achievement 
in  facing  brick — for 
almost  a  quarter  century 
the  standard  red  brick 
of  North  America. 

"BRADFORD  REDS" 
— our  smooth  brick,  made 
in  both  dry -press  and 
impervious,  the  former  m 
standard  and  Roman  sizes 
and  ornamentals. 

"Bradford  Ruffs",  the  finest 
rough-textured  red  brick 
on  the  market. 

Fine  for  bungalows  and 
rustic  effects. 

"The  Red  Brick  People  " 

BRADFORD  PRESSED  BRICK  CO. 

William  Hanley,  President 

BRADFORD,  PA. 

IVe  also  make  Fire-proofing, 
Hollow  Brick  and  Hollow  Block. 


.1  L 
You  Will  Do  Better 

with  an  OSGOOD 


The  OSGOOD  "18"  K  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell   bucket   or   do    Crane   service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
ca-pacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWE^.L,  LIMITED 

Winnipeg  and  Montreal 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durabiHty 
and  efificiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich..  U.S.A. 


Sales  Offices 
Welland  •  Ontario 

Cobalt  Ontario 
7  Bank  Str.eet  Chamber* 

Ottawa 
417  New  Birka  Building 
Montreal 


\T.i:-praTe:'  standard  steel 

Always  in  stock      CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  tize^or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 

Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Coe,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North -(6(55     Eveninga,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples— Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

(Manufacturers ofEnameled  Brick  exclusively 

1182  Broadway,  New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT, 


February  9,  1916 
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TRADE 


STANLEY 


MARK 


Stanley's  Gra- 
diometer  saves 
much  time  in 
Railway  and 
Drainage 
Works.  Can  be 
divided  to  read 
eitherordinary 
or  percentage 

fradients. 
llustrated 
pamphlet  on 
appli  cation. 


The  Largest  Manufacturers  of  Surveying 
and  Drawing  Instruments  in  the  World. 

Drawing  Office  Stationery  of  ail  kinds  sup- 
plied on  the  most  favorable  terms.  A  very 
large  stock  kept. 

Please  send  for  our  catalogue  "K  91"  and  compare  our 
prices  with  those  of  other  fttst-dass  makers. 

W.  F.  Stanley  &  Co.,  Limited 

286  High  Holborn,  LONDON,  ENGLAND 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
HEW  YORK  CITY 


You  make  money  with 
"Empire"  Corrugated  Iron 

Talk  up  the  value  of  fire-proof,  paintless,  repair- 
free  construction  and  use  "EMPIRE"  IRON 
and  you  will  land  many  a  money-making  job. 
'EMPIRE"  plays  right  into  your  hands,  because 
it's  made  of  tried  and  tested  metal.  Every  sheet 
is  absolutely  true,  close-fitting  and  uniform  in  edge 
and  size.     Write  for  prices  today. 

Metallic  Roofing  Co.,  Ltd. 

Manufacturers  WioilipCg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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TORONTO  F'RIGES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
witli  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  §1.75. 

Lime— grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto ; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto : — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED    STONE,    SAND,   AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.15;  1-in.,  $1.20;  ?^-in., 
$1.20;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 68c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29:  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  Vs  by  & 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  decking  D  2  S,  $28;  spruce  decking, 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  IG  x  10,  14  X  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections  $3.00;  small 
sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.;  'A  in.,  5/16  in.  and  H  'n.,  $2.75 
per  100  lbs.;  gauge  plates.  No.  10,  $3.10, 
No.  12,  $3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessamer  plates,  28  gauge, 
$3.35  per  100  lbs. 

Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — .Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6in.  to  12- 
in.  $33;  12-in.  up  $32.60,  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal. ;  red  lead, 
dry,    $10    per    100    lbs.;    putty    in  bulk, 
$3.50  per  100  lbs.;  in  100-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel 
sash  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  86c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including 
sacks. 

Lime — Hydrated,  $12  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  V^-in.,  $1.66;  H-i"-. 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each  ;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  60c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  lOfoot, 
single  $5.12,  double  $5.72;  12foot,  single 
$5.66,  double  $6.26;  14foot,  single  $6.20, 
double  $6.80;  16-foot,  single  $6.74,  double 
$7.34;  18.foot,  single  $7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28  foot,  single  $10.82.  double  $11.42; 
30-foot,  single  $11.67,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.00.  1  in. 
x  1  in.  X  in.,  25c.  extra;  H  in.  x  H  in. 
x  'A  in.  50c.  extra.  Boiler  plates — 'A  in. 
thick  and  thicker,  $2.75.  Circular  plates — 
Flanee  quality,  .30  in.  dimensions  and  over, 
$3.26;  under  30  in.  dimensions,  $3.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.55; 
35  lbs.  per  yd.  and  over,  $3.00;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4.10 ;  28  gauge,  $3.76  per  sq.  net  cath.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 

gauge,  $4  per  lUO  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c ;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each,  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2y2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6.00,  $8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $6.50  per  ton.  Plaster  of 
Paris — $1.65  per  bbl.  Rope— Best  Manilla, 
16c  basis  per  pound ;  British  manilla,  13J^c 
basis;  African  hemp,  IS'Ac;  sisal  rope,  ll'Ac 
basis;  lath  yarn,  1044c.  Boiled  linseed  oil — 
in  barrels,  $1.02  J4  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED    STONE,    SAND,   AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
M-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del. 
south  of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel — Per  yd.,  delivered,  $1.85. 
Crushed  Granite — I'A  and  2-in.,  $2.65;  J^-in.  and 
1-in.,  $2.90;  J4-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46: 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tainarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  x  12,  8  X  12,  $.39;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  x  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  x  20,  12  x  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $106;  12  In., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5%-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per  100  lbs. ;  squaie 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  lotl, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  63) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stocks  : 

Sales  Offices  : 

SYDNEY,  N.  S. 

SYDNEY,  N.  S. 

Mills  and  General 

MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 

Offices : 

SYDNEY,  N.  S. 

WIRE  NAILS  -  -e.  WIRE  PRODUCTS 


"PiUar  Brand" 

Hardwall  Plaster 

*'Pillar  Brand"  hardwall  plaster  is  made  from  the  purest  Nova 
Scotia  Rock,  calcined  and  prepared  by  expert  workmen  under  experi- 
enced supervision, 

"Pillar  Brand"  plaster  is  mixed  with  the  highest  grade  goat  and  cat- 
tle hair,  thoroughly  washed  and  specially  prepared. 

We  also  make  cement  plaster,  whitewall  finish,  plaster  of  paris,  and 
land  plaster.     Shipments  by  rail  or  water. 

Write  us  for  prices. 

The  lona  Gypsum  Co.,  Limited 

Head  OiRce,  Sydney,  N.  S.  MiUs,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  <  56' 

SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
IG  cents;  6.  in.,  IS'A  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pain*,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house ;  $9  to  $11  in  car  lots  f.o.b.  Van- 
couver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Crushed  stone— 2-in.,  $1.40;  1-in.,  $1.50;  H-in., 
$1.50,  all  f.o.b.  scows. 


Sand — Brick   and    plaster    sand    $1  per 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 


yd. 


LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
IC  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

C9mmon  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet. 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30 ; 
No.  1  and  2  fiat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;   fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel   —   (round  and  square  bars)   $2.90  base ; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions .$3.75  to  $4.50. 

Galvanized  iron — 28  gauge,  $6.25  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $3.95  per  100 
lbs. 

Steel  channels  and  beams,  angles  and  plates  

$;!.75  to  .$4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  12j^c  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$L05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
liyic  basis;  sisal  rope,  12'/ic  basis. 

PAINTS  AND  OILS 
Mixed  paint — per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $11.30  to  $14.25  per 
100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  Preaideat. 


J,  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Saoretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manafacturers  of  * 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inchei  to  6o  inches  diameter 

for  Water,  Gas»  Culvert  and  Sewer 
HAMILTON,  ONT. 


Canada  Iron  Foundries^  Limited 


CAST  IRORt  WPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castinifs 
of  all  kinds,  MoorinfiT  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


VJ 

f-\&ma  for  excavating  and  rehandling         Steel  Leg  Derricks 
Sizes  14  yd.  upwards  Capacity  5  to  50  tons. 

M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELL  AND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B. 

KELLY-POWKLL,  LTD  McArthur  Bldg.  Winnipeg-, Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &:  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Waler  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 

Tel.  Long  Distance  Uptown  G740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


The  John  Gait 
Engineering  Co.,  Ltd. 

Consulting,  Civil  and 

Sanitary  Engineers 

General  Municipal  Engineering 

f  Waterworks,  Sewerage 

Specialties:   ■<  ,  t-..        •     -r  •   ■  • 

I  and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Keinfoi'ced  Concrete,  Water  Works,  Sewers, 
Water   Powers,   Structural   Steel,  Bridges, 

Buildings,  &c.,  &c. 
IVA    Gosford   St.  MONTREAL 


Tbe  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

DikemanSurveyorCo.,^tSi*oS 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineem, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


LIMITED  I 
CONTRACTINS 
ENGINEERS 

MONTREAL 


BUILDING  WOflK 
l-ARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Matnifactmers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  !»(I4  00.';  62  Esplanade   E,.  Toronto 


GEO.  K.  McDOUGALL 

Consulting;  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrizil  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Geo.  M.  Miller  &  Co. 


Architects 

Toronto  General  Trust  Building 


TORONTO 


]Mma.  COPYRIGHTS & jnms 


STANLEY  LIGHTFOOT 

REG'O  PATENT  SOLICITOR  AND  ATTORNgV 

LUMSDEN   BLDG.{*^*2Y^f^,^J?'  )  TORONTO, 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Paved  with  wood  block  and  Car  ey  Elastite  Joint. 

The  city  engineer  who  specified  Elastite  Joint  for  this  job  took 
into  account  the  gradient  of  the  street.  He  realized  that  in  addi- 
tion to  the  economy  in  laying  Elastite  Joint  (instead  of  the  old 
pouring  method)  Elastite  would  give  a  better  footing. 

Elastite  is  especially  necessary  in  wood 
streets  because  of  the  inevitable  expansion 
of  the  blocks — no  matter  how  well  sea- 
soned. 

Diagram  to  left  shows  how  to  lay  wood 
block  paving  straight  across,  to  pre- 
vent buckling. 
Fig.  1.  Shows        in.   strip  Elastite  placed 

along  curb  line  on  either  side. 
Fig.  2.  Shows  %  in.  strip  Elastite  between 

each  course  of  blocks. ' 
When  figuring  on  your  next  wood  block 
street,  write  for  sample  and  literature. 

Address  "Elastite  Dept." 

THE  PHILIP  GAREY  CO.,  Winnipeg,  Toronto,  Montreal 


The  Maritime  Bridge 

Company,  Umited 


Successors  to 


Wm.  P.  McNeil  &  Company,  Limited 


Manufacturers  of 


Bridges — Steel  Buildings 
Roof  Trusses — ^^Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

OHice  and  Plant,  NcW  GksgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives :  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 


Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connedions.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 


What  are  you  doing 
toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

It  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 


Canadian  Return  Bend  Heater 


Our  Catalogue  /g8-i2 gives  full  informaiton 
about  heating  systems  in  general  and  the 
Canadian  Fan  System  iii  particular.  Write 
for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin  Ontario 


St.  Jotin 


Montreal 


Toronto 


Winnipeg 


Vancouver 


Trade  Mark 


Fans  and  Heaters 

There  are  two  chief  reasons  for  the  ahnost  universal 
use  of  Sturtevant  apparatus. 

First,  the  proven  dependability  of  the  apparatus. 

Second,  the   service  rendered   customers   by  our 
engineers. 


Fans  driven  by  steam  ensfinealso  supplied 


Sturtevant  Mitre  Type  Heater  installed  in  a  manufacturing  plant 

Sturtevant  apparatus  has  withstood  the  test  of  time. 
Durins  the  past  half  century,  we  have  installed  more 
cqui]Miient  than  all  our  competitors  combined.  Fur- 
thermore much  of  our  early  apparatus  is  still  in  opera- 
tion. We  received  a  number  of  letters  recently  re- 
garding fans  which  have  been  in  operation  for  more 
tlian  forty  j'ears  and  heaters  longer  than  twenty  years. 

As  regards  service,  we  are  well  equipped.  We  place 
'at  your  service  the  lar.yest  and  most  capable  bodj'  of 
trained  fan  cnyincers  in  the  world.  They  will  co- 
iipcratc  with  you  in  the  prei)aration  of  lolans,  drawings 
and  si>eci ficat ions.      A  letter  is  enou,gh. 

B.  F.  Sturtevant  Co.  of  Canada,  Ltd. 


Montreal 


Gait,  Ontario 

Toronto  Winnipeg 


Vancouver 


Fcbniarj-  0,  191C 
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Air  Compressor  Service 


When  you  buy  an  air  compressor,  give  sufficient  con- 
sideration to  the  question  of  permanent  satisfactory  service. 

You  will,  of  course,  want  a  machine  that  will  stand 
up  to  its  work  for  a  long  time,  without  repairs  or  loss  of 
efficiency  ;  one 'that  will  require  the  minimum  of  attention 
and  which  will  maintain  its  adjustments. 

If  repairs  are  ever  necessary,  you  will  want  them 
quickly  and  expect  them  to  fit. 

It  must  be  a  machine  with  enclosed  construction  and 
bath  lubrication,  the  moving  parts  of  which  are  well 
balanced  and  run  in  oil,  thus  reducing  friction  and  vibra- 
tion, and  lengthening  the  life  of  the  parts. 

It  follows  then  that  you  will  want  a  Canadian  Inger- 
soll-Rand  Compressor.  They  fulfill  these  requirements. 
There  are  thousands  of  them  in  use. 


CANADIAN  INGERSOLL  -  RAND  CO..  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,     -  CANADA 

Vancouver        Nelson        Winnipeg       Timmins       Cobalt       Toronto  Sydney 
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Ammunition  Box  Handles 

Approved  by  the  Shell  Committee 
and  "  Made  In  Canada  from 

"  DOMINION "    WIRE  ROPE 

We  are  the  Originators  of 

The  Marline  Covered  Hand  Grip 

QUICK  SHIPMENT 

The  Dominion  Wire  Rope  Company,  Limited,  Montreal 


Marion 


yy 


Steam 
Shovels  & 
Ditchers 


"Industrial"  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
install  an  "  Industrial 
Works." 


"  Napanee  " 


"  Ransome  " 


We  supply  "  Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors. —  All  sizes.  — All 
styles. 


'Industrial  Works" 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines    Concrete  Mixers 


F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:-St.  Catharines,  Ont. 


Ontario  Road  Superintendents^  Conference 


w 


GLASS  BENDERS 


TO  THE  TRADE 


THE  TORONTO  tLATE  GLASS 
IMPORTING  COMPANY 


LIMITED 


GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 


Vol.  30 


Toronto,  February  16,  1916 


No.  7 
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Steel  Plate  Work 


Heavy 

and 

Light 

Forgings 


Oxy- Acetylene  Welding  and  Cutting 


A  section  of  Toronto's  New  Intake 


Thor  Iron  Works, 


i  — 


Jobbing 
Machine 
Shop 


Foot  of  Bathurst  Street 


Limited 

TORONTO,  ONT. 


MIMICO  S? 
Sewer  Blocks 


MADE  IN  CANADA 


PATENT  APPLIED  FOR 


are  the  strongest,  most  efficient,  least  expensive,  easiest  laid  segment 
sewer  blocks  made. 

They  are  devoid  of  all   unnecessary  frills — just  a  practical,  direct 
method  for  the  elimination  of  all  sewer  difficulties.     They  are  " 
the  product  of   men  who  are  conversant  with  your  sewei 
problems  and  who  know  ]\xst  what  you  need. 

Sewers  made  of  Mimico  Block  will  stand  any  test  to  wl 
they  may  be  subjected. 

Mimico  Block  is  made  of  indestructible  vitrified 
clay  and  is   manufactured  on  special  presses 
which  insure  uniformity  and  safety. 

Details  and  Prices  Upon  Request 

ONTARIO  SEWER  PIPE  CO.,  LIMITED 

Makers  of  the  famous  "Mimico"  brand  sewer 
pipe,  4  in.  to  24  in.  in  stock 

MiraiCO       -  ONTARIO 


Ffhniary  16,  191G 
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28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal^  P.Q. 


"  The  Higher  Cost 

of  Pa3ring  Less" 


There  are  two  costs  to  every  article— purchase 
cost  and  service  cost.  One  gives  you  ownership. 
The  other  gives  you  results. 

And  an  article  is  of  value  only  in  proportion  to 
its  ability  to  give  Service, 

This  applies  to  rubber  goods,  as  well  as  to  all 
other  merchandise. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our 
prices  are  right.    Let  us  show  you  what  we  can  do. 

IT  IS  OUR  DESIRE  TO  SERVE  YOU 


ftOMiNlOW 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 

28  "Service"  Branches  Throughout 


ftOMWlOM 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  sliows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON 

Paving  Mixer 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  1 0  per  cent  over  any  other  type  of  Machine.  Full  particulars  on  request.  Send  for 
Catalogue  No.  lA. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agenciet  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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The  above  designed  chimney  [1 08  high, 
9'  diam.  at  summit]  was  constructed  at 
the  works  of  the  Transcontinental  Nat- 
ional, Quebec,  Canada,  by  Ed.  Pelletier 
&  Son,  with  only  the  help  of  their  men 
and  without  any  previous  preparation. 


The  Most  Advanced  and 

Efficient  Method  of 
Chimney  Construction 

Monnoyer^s  System 

Patented 

The  difficulties  which  confront  the  builder  of 
ferro-concrete  chimneys,  towers,  condensers,  etc., 
who  uses  the  ordinary  method  of  construction, 
are  eliminated  in  a  very  practical  manner  by  the 
application  of  MONNOYER'S  system. 

This  ingenious  process  does  away  with  the 
enormous  cost  of  shuttering,  a  feature  alone 
which  makes  for  less  cost. 

Other  features  of  vital  importance  are  : 

Lightness 

(Chimneys,  towers,  etc.,  made  by  the  MON- 
NOYER'S  system  are  extremely  light,  saving 
considerably  on  foundations.) 

Durability 

The  MONNOYER  process  insures  great 
durability. 

Very  Pleasing  Appearance 

The  accompanying  illustration  is  an  example. 

will  gladly  explain  the  merits  of  this 
system  in  detail.     Write  us  for 
,  the  information  you  need. 


Edward  Pelletier  and  Son 

111  Colomb  St.    Grantees  for  Canada  and  United  States  Quebec 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve    headings;    full      paye,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Architects'  Instruments 
Stanley   Company,   W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Elower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  lion  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
North- Western  Terra  Cotta  Co. 


Brick  Dryers 
riechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Budcets 

Beatty  &  Sons,  M. 
Browning  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
('an.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 


Cement 

Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson  Mfg.  Company 


Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Chains 

Woodliouse  Chain  Company 

Clayworking  Machinery 
Bechtel,  B.  E. 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Wo.ks. 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils.  Edonard 


Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  II.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL   Underground  Pipe 
Covering  Company 


Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 


Contractors'   Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveying  Machinery 

Goodwin,    Barsby   &  Company 
.Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 


Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 


Culverts 

Pedlar  People 


Cutting  and  Welding  Plants 

L',\ir   Liquide  Society 

Damp  Proof  Coating 

Paterson   Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 


Dredging  Pumps 

Boving  Hydraulic  &  Kngineeiing 
Company 

Dredges 

Reatty  &  Sons,  M. 
Browning  Company 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,  B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H 
lAIanitoba  Bridge  &  Iron  Works 
Marsli  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd..  li.  F. 

Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent   &  Company 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Nortliera    Crane  Works 
Koelofson  Elevator  Works 
lurnbull  Elevator  Company 

Enamelled  Brick 

.\merican     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F  H 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo'ge  Co 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co 
Can     Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McOougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Cliipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar  People  Limiied 
Trussed   Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

I'olletier   &   Fils,  Edouard 

Filter  Presses 

Plait   Iron   Works  ^ 

Fire  Brick  ^ 
Klk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  Paje  8  ) 
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Improve  Your 

Manufacturing 

Methods 


Welding  steel  rings  15^  by  K  inch  at  a  cost  of  5  cents  eacli. 

Make  Added  Profits 
By  This  Process 

Manufacturers  of  metal  furniture,  racks,  window  sash,  auto- 
mobile parts,  steel  tanks,  boilers,  machine  tools,  laundry  equip- 
ment, surgical  apparatus — in  fact,  all  kinds  of  metal  products 
— have  simplified  construction  and  increased  efficiency  and 
profit  through  oxy-acetylene  welding.  In  some  lines  it  has 
entirely  displaced  the  rivet,  resulting  in  higher  quality  at  less 
cost. 

Oxy-acetylene  welding  makes  added  profits  possible  for  you, 
by  providing  a  quick,  cheap,  efTective  method  of  metal  joining. 

The  oxy-acetylene  process  is  not  limited  to  production  work. 
The  low  cost. of  the  equipment  needed  has  frequently  been  repaid 
by  a  single  repair  of  broken  or  worn  equipment,  by  preventing 
a  tie-up  in  production  as  well  as  the  delay  and  expense  of 
replacement. 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made  car- 
bide gas)  is  backed  by  Prest-O-Lite  Service,  which  provides 
dry.  purified  gas,  insuring  better  welds,  quicker  work,  and 
lower  cost,  and  also  avoids  the  large  initial  outlay  and  heavy 
depreciation  incurred  in  making  crude  aceytlene  in  a  carbide 
generator. 

The  necessary  equipm^ent  is  not  expensive.  We  furnish  high- 
grade  welding  apparatus  for  $75;  acetylene  service  at  additional 
cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the  purchase 
of  a  special  cutting  blow-pipe.  Thorough  instructions  are  fur- 
nished free  to  every  user — any  average  workman  can  learn  the 
process  quickly.  We  will  train  your  operators  at  our  shops 
if  you  desire. 

The  many  possible  uses  for  oxy-acetylene  welding 
in  your  shops  today  will  surprise  you.  Write  us 
for  engineering  data  on  any  phase  of  welding 
work  you  are  contemplating.  Oxy-acetylene 
literature,  fully  illustrated,  sent  free. 

The  Prest-O-Lite  Co.,  Inc. 

Dept.  E. 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 

Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

53  Branches  and  Charging  Plants 


Canadian  Pacific  R.  R.  Trainsheds,  Windsor  St. 
Station,  Montreal,  J-M  Asbestos  Built-Up  Roof- 
ing. The  Dominion  Bridge  Co.  and  George  A. 
Fuller  Construction  Co. 

What    steel    structure    has  done 
for  building— J-M   Asbestos  Built- 
Up    has    done  for  roofs. 

The  permanent  lasting  roof  is  J-M  Asbestos 
Built-Up  Roofing  because,  first  of  all,  it  is  min- 
eral, natural  asphalt,  and  asbestos. 

It  resists  all  the  elements  and  is  impervious 
to  atmospheric  conditions  indefinitely  without 
the  aid  of  painting  or  coating. 

It  is  mechanically  strong,  is  easy  to  apply, 
and  is  backed  up  by  the  broadest  obligation  ever 
offered  by  a  commercial  institu- 
tion.— J-M  Responsibility. 


Canadian 
H.  W.  Johns- 
Manville  Co.,  Ltd. 

Toronto  Montreal 
Winnipeg  Vancouver 


COVERS 
THE  CONTINENT' 


J-M  Waterproofing  Materials  offer 
permanent  protection. 

In  selecting  a  material  for  waterproofing  purposes,  the 
fiist  consideration  is  durability,  because  waterproofing  that 
is  not  permanent  soon  becomes  an  expense  rather  than  a 
protecljon  and  saving. 

The  initial  cost  is  so  small  in  comparison  to  the  total 
amount  of  outlay  involved  in  building  operations,  that  it  is 
vital  to  choose  the  best  materials. 

J-M  Waterproofing  has  been  applied  in  the  largest  opera- 
tions and  has  been  proved  by  test  of  time  and  service. 

The  installation  of  these  materials  is  based  on  the  study 
(jf  individual  requirements  by  a  practical  engineering  staff 
attaclied  to  our  branches,  and  the  specifications  are  drawn 
up  in  co  operation  with  the  contractor. 

Soo  Terminal,  Chicago,  J-M  Waterproofing. 
Leonard  Construction  Co.,  Engineers. 


8 


THE    CONTRACT  RECORD 


February  16,  1916 


CLASSIFIED   INDEX   TO   ADVERTISEMENTS— CONTINUED 


Fire  Escapes 

Dennis  Wire  rS:  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Worts 
McGregor  &  Mclntyre 

Fuel  Economizers 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern   Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   IngersoU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr   Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American  Lead  Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air   Liquide  Society 

Paints  and  Varnishes 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 

Spielmann  Agencies  Regd. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Dunn  Wire- Cut- Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe   (Concrete,   Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10> 


An  All  Around  Valve 
That  Does,  Wonderful  Work 

Gives  marked  reduction  on  water  service  and  very 
close  regulation.  Excellent  on  steam  heating 
systems  for  any  pressure  as  low  as  five  pounds 
vacuum.    It  is  reliable,  accurate  and  serviceable. 

Mueller 

J3I60   Reducing  and  Regulating  Valve 


MUELLER 


\ 


\ 


O.K. 


\ 


H.  \ 
Mueller 

Mfg.  Co. 

Ltd. 
SARNIA,  ONT. 


\ 


Can  be  used  with  equal  success  on  water,  steam, 
air,  gas  or  oil.  It's  the  BEST  all  around  valve 
on  the  market.  The  Mueller  line  includes  valves 
for  all  kinds  of  services,  pump  governors,  etc. 
Write  to  us  today.      Clip  and   mail  the  coupon. 


No.  13160 


\ 


S^nd  me  your  general  ^ 
catalog  and  quote  me  prices 
on  Lead  Flange  work. 

Signed   

City  Prov  


\ 


\ 


H.  Mueller  Mfg-  Company,  Ltd. 

SARNIA,  ONTARIO 
Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 
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"SUPERIOR  GRAPHITE  PAINT" 


-ON— 


ITS  USE  INSURES  these  costly  structures  AGAINST  C9RROSION 

"Superior  Graphite  Paint"  is  unaffected  by  the  weather,  gases,  or  brine  drippings. 

Special  Coatings  Made  for  Salt  Water  Exposures 

The  use  of  "  Superior  Graphite  Paint  "  and  the  Special  Protective  Bridge  Coatings  made 
by  this  Company  has  steadily  increased,  and  their  use  by  the  leading  railways  and  munici- 
palities is  a  guarantee  of  their  quality. 


•Write  for  full  particulars  to- 


Montreal 
Toronto 


DOMINION  PAINT  WORKS,  LIMITED 

WALKERVILLE,  ONT. 

Made  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 


Macadam  Roads 


must  he  built 
of  a 


Tough 
^  Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


10 


THE    CONTRACT  RECORD 


February  16,  1916 


CLASSIFIED  INDEX  TO   ADVERTISEMENTS— Continued 


Paints  (Bridge  and  Structural  Ifon 
and  Pipe  Coating) 
Dominion  Paint  Works  , 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company  . 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American   Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
fnglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Piatt  Iron  Works 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian   H.   W.  Jolms-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  IT. 


Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 
Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter   Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard   Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Browning  Company 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Tlicr    Iron  Works 

(Continued  on  page  12) 


THE  MODEL  A  HOLST 
With  this  Iioist,  one  man  unaided 
can  perform  the  entire  operation 
of  raising  asli  cans  from  cellar  to 
grade  and  lowering  empty  cans  to 
cellar.  Hoisting  head  revolves  to 
place    can    on    sidewalk    clear  of 


Both   are  "One-Man"   Hoists—  [ 

Both  Are  Operated  from  Grade  Level  by   Hand    Power  ■ 

INVESTIGATE  the  G  &  G  Tele-  | 

A    scopic  Hoist.     It  is  in  general  1 

use  throughout  the  Dominion  for  the  the  model  b  hoist  i 

removal    of    ashes     in     residences,  ™an  unaided  can  | 

•         11  I  rc        1      •!  !•  perform  entire  operation  of  raisinir  asli  = 

schools,  churches,  oflhce  buildings,  etc.    ,^„,  u^m  ceiiar  to  top  of  ash  wagon  | 

and    lowering    empty    cans    to    cellar.  g 

Hoisting  liead  revolves  with   overhead  S 

crane  to  swing  can  over  top  of  wagon.  M 

No  relianilliiitf  necessary  at  grade.  S 

MADE  IN  CANADA  ■ 

ment 


=  hatch. 


MADE  IN  CANADA 


Raises  load  at  a  guaranteed  speed  of  30  feet  per 
minute.  When  not  in  use  lioist  telescopes  and  no 
part  shows  above  street  level. 

Operated  from  grade,  insuring  fullest  protection 
for  Ijotli  public  and  operator  against  injury  due 
to  open  hatch.  Every  hoist  is  subjected  to  thor- 
ough working  test  1)efore  shipment  and  is  shipped 
completely  assembled — not  "knocked  down." 

SEND  FOR  BOOKLETS 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


Write   for  complete  information 
;il)out  the  automatically  opeiated 
i;  &  G  SIDEWALK  DOOR 
OPENING  &  CLOSING 
DEVICE 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  fo"-  Ontario 
WM.    N.    O'NEIL    CO.,  LTD., 
VANCOUVER, 
Aeentt  for  British  Columbii 

llllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll 


B.  ft 


CO.. 


S.  H.  THOMPSON  ft 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta.  Winnipeg. 

Illllillllllllllllllllllllllllllllllllllllllllllllllllllllllllll,^ 
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FOR  SALE 

2  50-ton  10  Wheel 
Locomotives. 

2  Model  60  Marion 
Steam  Shovels 


2  2 7-ton  Shay  geared 
Locomotives 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  ^tock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningrs 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone(Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


T^EW  Glasgow,N.S. 

and  Sr.JOHNS.PQ. 


i  Se 


wer 


Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitritied  Sewer  Pipe  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  fli^e  linings,  stove  linings, 
hre  bricks,  locomotive  blocks,  gulley  traps,  i-ange  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipment  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Producis  Limited 

THREE  SEWER  PIPE  FACTORIES  :    St.  Johus.  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 


IS 


THE    CONTRACT  RECORD 


February  11)1(5 


CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


S-team  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Cck 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey   Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Jolins-Manville  Co., 
Ltd.  ' 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel    Plate  Construction 

Thor   Iron  Works 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 


Structural   Iron  and  Steel 
Burlington   Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitol'a   Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsbm gli-DesMoines  Steel  Co. 
Reid   &  Brown 
Structural   Steel  Company 
Standard   Steel   Construction  Co. 


Surveyor's  Instruments 

Dikenian  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 


Tanks  and   Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba   Bridge  &  Iron  Works 
Marsh    &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind    Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis   &  Geoghegan 


Terra  Cotta 

Nortluvestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 

Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

i-ondon  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  C'liicago  Bridge  &  Iron  Wks. 
Goold.   Shapley   &   Muir  Co. 

Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian   Blower  and  Forge  Co. 

Sheldons  Limited 

Stm  tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 

Gent   &  Company 

Water  Softeners 

Piatt   Iron  Works 


Waterproofing 

Can.  H.  W.   Tohns-Manville  Co.. 
Ltd. 

Paterson   Mfg.  Company 
Trussed   Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 
Welding  Apparatus 

Prest-O-Lite  Company 

Welding   and    Cutting  Plants 

l.'.Air    l.iquide  Society 

Well  Drilling  Plants 

.-\merican  Well  Works 
Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Canadian   Pipe  Company 
Pacific   Coast   Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific   Coast   Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,   Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water    Wh<iels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire 


Fclii'iiary  Hi,  I '.mi 


T  H  1<:    CON  T  R  A  C 1'    k  E  C  Uk[) 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works:— 
AURORA.  ONT. 

Chicago  Office: — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman.  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Ca'gary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


Accurate  Meter  Testing  for 
Small  Water  Works 


You  may  do  your  meter 
testing-  just  as  economic- 
ally, quickly  and  accur- 
ately as  the  largest  muni- 
cipal waterworks. 

Baby  FORD 

Meter  Testing 
Machine 

Puts  the  high-grade 
Ford  equipment  within  the 
■each  of  every  waterworks. 

It  tests  all  makes  of  ine- 
ters  up  to  and  including 
1  inch.  The  calibrated 
outlet  ranges  from  1/32 
inch  to  1  inch,  in  ten 
grad^iations. 

Will  soon  save  its  cost 
in  increased  receipts. 

Write  now  for  the  full 
details  about  this  latest 
Ford  Product. 


The  Ford  Meter  Box  Co, 

Wabash,  Ind. 

Makers  of  the  Famous  Frost  Proof  Meter  Boxes 


Write  Permanence 
into  Your  Road 
Specifications 

Weak,  uncertain  culverts  won't  make 
up  for  the  expense  you  put  on  good 
roads.  Permanence  must  be  assured 
from  the  time  you  draw  up  }  our  plans. 

Pedlars'  "Perfect" 
■<^ffi?i^'  Culverts 

keep  roads  in  good  repair  at  these  vul- 
nerable points.  Made  from  anti-corro- 
sive Toncan  Metal  that  cannot  crack 
under  the  severest  strain,  or  will  not 
rust  or  corrode. 

Erected  at  small  cost  and  in  less  time — 
end  repair  expense  for  all  time. 

Shipped  in  sizes  and  lengths  to  suit  any 
road  requirements. 

Shall  we  send  you  the  complete  Culvert 
Reference  Book  No.  4  C.R.,  full  of  im- 
portant data  and  drainage  tables?  Write 
for  it  TODAY. 

Address  Nearest  Branch 

The  PEDLAR  PEOPLE,  Limited 

(Established  1S61) 
Executive  Office  and  Factories 

OSHAWA,  ONT. 

-BRANCHES- 

Montreal      Ottawa      Toronto       London  Winnipeg 
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MEXICAN^^^ASPHALT 


T^HIS  company,  whose  head  is  Lord  Cowdray,  is  the  only 
British  refiner  of  Mexican  AsphaH  shipping  to  Canada. 

A  section  of  our  Mexican  plant  produces  75,000  tons 
a  year  that  could  be  shipped  advantageously  to  Canada. 


is  best  for  your  roads  because : 

It  is  more  cementitious  than  other  asphalts,  water  will 
not  readily  injure  it,  exposure  to  sun  and  air  will  not  cause 
its  deterioration  and  it  has  great  cohesive  strength. 

It  iS'  best  adapted  to  Canada's  climate,  will  not  mark 
in  hot  weather,  nor  are  snow  or  ice  likely  to  crack  it. 

It  has  over  99  per  cent,  bitumen.  Purest  on  market- 
therefore  free  from  deleterious  matter.  Samples,  prices, 
analysis,  etc.,  on  request. 


February  16,  ]'J16 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

Wc  make  pipe  bends  in  size  and  shape  tu  meet 
your  specifications.  The  cut  above  illustrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  tlie  At- 
wood  Line  Weld. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Built  forC.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Etevatea  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgeburg,  Ontario.  130  Janet  Street 

Cliicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

SHOPS:~-Bridgeburg.  Ont. 

Chicago,  111.  Greenville,  Pa. 


Montreal 


TORONTO 


Winnipeg 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


**Galvaduct"  aad  "Loricated" 

Conduits 


for  Interior  Construction 


Conduits  Company,  Limited 

Sole  Manuiactureri  under  Canadian  and  U.  S.  Letter!  Patent 


Toronto 


Canada 


IT) 
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Piatt  Iron  Works   51 
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Power  &  Son    GO 
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Wayne  Oil  Tank  &  Pump  Co  
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Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers^  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 


Feliruarv  Kl.  ^'^U', 
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Specially 


11  Made 
^       -     s»r^*vl  Concrete 


Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Umited 

Woodstock,  Ontario 
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Manitoba  Bridge  &  Iron  Works 


Limited 


-MANUFACTURERS- 


Roofsy  Steel  Buildings  and  Structural  Iron  Work 


of  all  descriptions 


Railway  and  Highway  Bridges 


6,000  tons  of  Beams,  Channels,  Angles,  Plates,  Flats  and  Bars  always  in  stock  at 
our  works  for  QUICK  DELIVERY,  plain  or  fabricated. 
Designs  and  estimates  promptly  furnished. 

We  also  operate  a  Large  Grey  Iron  Foundry,  Annual  Capacity  5,000  tons 

Tank,  Forge  and  Machine  Shops. 


Office  and  Works 


WINNIPEG,  MAN. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Worki, 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
New  Work  Shop— Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract — Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 
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HUGH  G.  Maclean,  LIMITED 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
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Single  copies  10  cents 
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as  second  class  matter. 
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This  is  No  Time  to  Take  Chances 

The  British  Empire,  of  which  Canada  is  an  import- 
ant part,  is  in  a  death-grapple  with  Germany. 

There  is  no  possible  reason  for  doubting  that  this 
same  Germany  will,  if  she  can,  destroy  the  power  of 
England. 

The  destruction  of  British  power  inevitably  means 
that  Canada  falls  under  the  control  of  some  other 
nation. 

Ultimately,  if  not  immediately,  that  nation  would 
be  Germany — for,  if  Germany  wins  this  war  and 
cripples  England,  there  is  not  sufificient  world-power  to 
withstand  her  aggressions. 

Neither  is  there  any  doubt  that  in  starting  this 
war  the  ultimate  ambition  of  the  present  German  mil- 
itary power  was  to  subdue  the  whole  world. 

Of  course  this  war  has  developed  into  a  much  big- 
ger business  than  Germany  dreamed  when  she  willed 
it  on  Europe.  She  hoped  to  achieve  her  ambitions 
step  by  step.  But  the  Allies  unexpectedly  forced  her 
hand,  and  she  is  clever  enough  to  grasp  the  situation. 
She  sees  it  clearly  to-day — now  or  never — life  with 
power,  or  death  with  shame. 
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Germany  therefore  fights  to-day  a  fight  for  very 
existence — the  fight  of  a  hungry,  maddened  jungle- 
beast  thwarted  of  its  prey  and  driven  to  bay. 

Can  we  Canadians,  as  sane  beings,  fighting  with 
such  an  opponent — clever,  powerful,  resourceful,  un- 
scrupulous, beast-like — can  we,  I  say,  afiford  to  take 
any  chances?  I  don't  say  that  any  man  of  German 
blood  in  the  employ  of  the  Government  at  Ottawa  is 
disloyal  to  Canada — I  don't  know.  But  I  do  say — it's 
possible.  I  do  say  that  in  the  breasts  of  these  men 
love  of  their  native  land  would  be  only  human.  I  do 
say  that,  with  the  very  best  of  intentions,  these  men 
of  German  extraction  are  more  likely  to  be  the  medium 
through  which  important  military  information  might 
leak  out.  I  do  say  that  Germany's  methods  in  the  con- 
duct of  this  war,  in  many  directions,  have  led  us  to 
view  with  an  irrepressible  feeling  of  suspicion  the  acts 
of  even  our  closest  friends  who  may  have  German 
blood  in  their  veins.  I  am  willing  to  admit  that  this 
feeling  is  often  unjust;  but  Germany  has  willed  it  so 
— even  as  she  willed  the  war. 

The  continuance  of  any  men  of  German  birth  or 
close  German  connection  in  any  position  of  trust  in 
Canada  is  entirely  indefensible.  Remove  them  at  once. 
Treat  them  with  all  courtesy,  pay  their  salaries  if  you 
will,  reinstate  them  when  we've  won  the  war,  but 
now — remove  them. 

Make  it  as  impossible  for  them  to  do  us  harm  as 
if  we  believed  them  guilty  of  the  desire. 

We  are  taking  a  chance  when  our  life  is  at  stake. 
It  is  a  foolhardy  chance,  because  there  is  nothing  to 
be  gained.    Remove  them  as  a  precautionary  measure. 

1  know  that  I  express  the  sentiments  of  more  than 
ninety-nine  per  cent,  of  the  people  of  Canada  when 
I  demand  from  our  Government  the  instant  remo\  al 
of  these  men  from  office,  the  immediate  institution  of 
adequate  protection  of  all  our  public  buildings  and 
works,  and  the  immediate  segregation  of  such  small 
elements  in  our  population  as  give  indication  of  Ger- 
man sympathies  and  who,  in  so  doing,  may  interfere 
with  our  recruiting  or  may  hinder  the  progress  of  the 
Avar  in  the  smallest  measure  whatsoever. 

And  this  latter  applies  to  Waterloo  County  as  else- 
where. Why  should  one  of  the  most  loyal  sections  of 
the  whole  Dominion  be  singled  out  for  the  humiliations 
of  the  past  few  weeks?  "He  that  is  not  with  us  is 
against  us."  High  or  low,  rich  or  poor,  let  us  not  for- 
get for  an  instant — it's  a  fight  to  the  death. 


Montreal  Harbor  Improvements 

Two  new  main  projects  are  dealt  with  in  the  an- 
nual report  of  the  Montreal  Harbor  Commissioners. 
These  are  the  erection  of  an  eight-storey  warehouse 
and  the  electrification  of  the  harbor  railway  terminals. 
The  Commissioners  refer  to  the  need  of  warehouse 
accommodation  so  that  goods  can  be  received  during 
the  summer  months  when  freights  are  advantageous, 
and  held  in  order  to  give  speedy  delivery  when  re- 
quired. The  Commissioners  have  had  under  consid- 
eration plans  for  an  eight-storey  warehouse,  to  be 
situated  in  a  central  position  on  the  harbor.  The 
warehouse  would  have  all  the  advantages  of  modern 
design.  A  railway  car  elevator  hoist  would  take  cars 
to  the  unloading  platforms  at  each  floor.  The  Com- 
missioners would  undertake  to  handle  freight  by  rail- 
way car  from  the  sheds  to  the  warehouse,  or  vice- 
versa.      Cars  for  delivery  to  outside  points  could  be 
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loaded  at  the  ditterent  Hours  and  shipped  \vitht)Ut  any 
intermediary  cartage. 

W  itli  regard  to  the  electrification  of  the  railway 
terminals,  the  report  states:  "The  increase  in  the  rail- 
way traffic  of  the  port  and  the  mileage  of  trackage  in 
operation  makes  it  important  to  proceed  with  the 
utmost  despatch  in  establishing  facilities  which  will 
not  only  retain  Canadian  trade,  but  which,  by  their 
superiority  over  those  provided  at  competitive  ports, 
will  attract  additional  business-  With  this  object  in 
view  the  Commissioners  have,  during  the  past  year, 
devoted  much  time  and  thought  to  a  study  of  a  scheme 
for  the  complete  electrification  of  the  harbor  railwa}- 
terminals,  visiting  and  inspecting  in  the  meantime  the 
electric  freight  terminals  of  the  New  York  Central. 
Pennsylvania,  and  New  York,  New  Haven  and  Hart- 
ford Railroads,  at  New  York,  Oak  Point,  New  Roch- 
elle,  etc.,  where  the  application  of  electricity  liad 
proved  successful  in  the  movement  of  freight  at  the 
\arious  terminals.  It  was  also  ascertained  that,  in 
Mddition  to  the  primary  object  of  overcoming  the 
smoke  nuisance,  the  application  of  ele.ctricity  had 
proved  that  it  had.  among  many  others,  the  following 
advantages  over  steam  for  railroad  terminal  traction: — 
Economy  in  operation  and  maintenance ;  flexibility  of 
control ;  availal)ility  for  immediate  service ;  fewer  un- 
its required  for  equal  service ;  elimination  of  corrosion 
of  steel  and  galvanized  iron  by  acid  gases;  fire  danger 
reduced ;  and  standby  losses  much  lowered.  As  a  re- 
sult of  this  investigation,  an  expert  electrical  engineer 
has,  for  some  time  past,  been  engaged  in  studying,  on 
the  ground,  the  railway  conditions  of  the  port,  and 
preparing  a  report  as  to  designs,  types  and  estimates, 
upon  receipt  of  which  it  is  proposed,  should  the  report 
confirm  the  conclusions  arrived  at  by  the  Commission- 
ers, to  proceed  at  once  with  the  work  of  completely 
electrifying  the  Montreal  liarbor  terminals,  upon  the 
consummation  of  which  Montreal  will  have  the  dis- 
tinction of  being  the  first  port  in  the  world  possessing 
a  complete  system  of  electrified  freight  terminals." 

Included  in  the  work  to  be  done  during  1916  is  the 
reconstruction  of  the  \'ictoria  Pier,  which  will  be  com- 
])leted  during  the  present  year,  the  develojMnent  of  this 
pier  and  the  market  basin  giving  2,700  lineal  feet  of 
iiigh  level  quays  for  the  ocean  steamers,  with  a  depth 
of  thirty-five  feet  at  low  water,  and  4,000  lineal  feet  on 
low  level  c|uays  for  river  vessels,  ferries,  etc.  The 
program  of  the  Commissioners  also  includes  the 
lengthening  of  the  King  Edward,  the  Alexandra  and 
Jacques  Cartier  piers  to  1,200  feet  each,  continuation 
of  the  high  and  low  level  wharves,  very  large  works  to 
change  the  St.  Mary's  current,  and  a  bridge  across  from 
the  Mackay  pier  to  St.  Helen's  Island  and  thence 
across  to  the  Soutli  Shore.  The  ])ro])()sed  ]:)ridge  will 
be  ninetv  feet  wide  and  will  prov  ide  two  f()oti)aths,  a 
roadway,  street  car  tracks,  and  railway  lines,  the  latter 
being  electrified  in  the  same  manner  as  the  rest  of  the 
harbor  railways,  and  connecting  up  with  railways  on 
the  South  Shore.  The  electric  engine  used  will  be  of 
the  d.  c  1,200  volt  locomotive  type.  It  has  a  length 
of  39  feet  6  inches,  a  height  over  the  cab  of  12  feet  4 
inches,  and  from  the  trolley  to  the  ground  of  14  feet  6 
inclres.  The  width  over  all  is  10  feet  1  inch.  'i'hc 
weight  of  the  electrical  equipment  is  60.000  lbs.,  and 
of  the  mechanical  equipment  140,000  l])s.  The  haul- 
age capacity  of  the  engine  will  be  roughly  about  ;i 
thousand  tons.  A  portion  of  the  tracks  along  the 
main  frontage  will  be  ele\ated,  while  the  remainder 
will  be  surface  tracks. 


The  disbursements  on  capital  account  in  1915  were 
$1,850,001.40,  on  the  following  works  .  f  improvement: 


Grain  Elevators    636,950.65 

Wharves,  I^iers  and  liasins   565,683.72 

Harbor  Dredging   269,704.48 

Real  Estate  .  ^    158,636.07 

Harbor  Railwav    145,065.93 

New  Plant  .  .  .'   37,265.17 

i'crmanent  Sheds  and  Hoists  ....  36,695-38 


Total   $1,8.50,001.40 


A  Conundrum  of  the  Day 

"Should  the  chief  intelligence  oflicer  of  the  war  depart- 
ment of  Canada  be  a  German,  with  brothers  in  the  German 
army? 

"Should  there  be  other  Germans  in  the  Government  ser- 
vice here?    A  number  there  are. 

"Is  Canada  at  war  with  Germany  or  playing  marbles?" — 
Ottawa  Journal. 

Good!  and  for  licaven's  sa1cc  will  Ottawa  cease  playing 
politics? 


Toronto  Branch  G.  S.  G.  E. 

The  regular  monthly  meeting  of  the  Toronto 
liranch  was  held  in  the  Society's  rooms  at  the  En- 
gineers' Club,  90  King  Street  AVest,  on  Thursday,  Feb. 
lOth.  The  recently  elected  chairman  Mr.  G.  A.  Mc- 
Carthy occupied  the  chair.  Mr.  G.  R.  G.  Conway, 
M.  Can.  Soc.  C.  E-,  consulting  engineer,  Toronto,  gave 
■<in  informal  lecture  on  "Recent  Dam  Construction  in 
I  British  Columbia,"  with  particular  reference  to  work 
with  which  he  has  been  associated  as  Chief  Engineer 
of  the  P..  C.  E.  R.  Co. 

The  lecture  was  illustrated  with  a  fine  series  of 
lantern  views  and  described  the  construction  of  the 
Bear  Creek  Dam  on  Vancouver  Island  which  forms 
one  of  a  number  of  dams  built  for  the  storage  of  water 
at  Jordan  River,  40  miles  west  of  the  city  of  Victoria, 
for  the  hydro-electric  plants  of  the  British  Columbia 
Electric  Railway  Compan}-.  This  dam  is  1,020  feet 
in  length  and  .50  feet  in  height,  with  2j^  to  1  down- 
stream slope  and  3  to  1  upstream  slope,  and  contains 
148,400  cubic  3'ards  of  material-  The  dam  was  built 
])y  the  hydraulic  process  and  impounds  328  million 
cubic  feet  of  water,  the  top  elevation  being  1,483  feet 
above  sea  level. 

Five  miles  below  Hear  Creek  dam  has  been  con- 
structed the  Jordon  River  dam  of  the  "Ambursen" 
type,  which  is  the  highest  dam  in  Canada,  the  extreme 
height  being  128  feet.  It  is  so  far  the  second  highest 
reinforced  concrete  dam  that  has  been  built,  the 
highest  being  the  EaPrele  dam  in  Wyoming  which  has 
a  maximum  height  of  136  feet.  'Phe  Jordan  River 
dam  is  891  feet  in  length  with  a  spillway  305  feet  long 
prTwided  with  8  feet  of  freeboard.  It  contains  21,200 
cubic  yards  of  concerte  and  380  tons  of  reinforcing 
steel  was  used  in  its  construction.  The  dam  im- 
pounds 612  million  cubic  feet  of  water,  the  top  eleva- 
tion being  1,360  feet.  Erom  this  dam  the  main  water 
su])ply  is  delivered  by  Hume  to  a  forebay  from  which 
the  penstock  pipes  are  taken  so  as  to  utilise  a  head  of 
1,145  feet  at  the  power  house  where  impulse  wheels 
have  been  installed  to  a  capacit}-  of  25,000  horsepower. 

Mr.  Conway  also  described  the  construction  fea- 
tures of  Co(|intlam  dam  which  impoimds  water  for 
the  Coquitlam-IUnitzen  hydro-electric  project  of  the 
r.ritisli  Cdlumbia  IClectric  Railway  Company.  This 

(rcintimicd  on  \iaf:c  IGO) 
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Conference  on  Road  Construction 

For  Road  Superintendents  and  Engineers  of  the  Province  of  Ontario — A  four- 
day  lecture  and  discussion  course,  thoroughly  practical  in  its  nature,  covering 
the  requirements  of  country  road  construction  in  all  its  various  phases — Mr.  W. 
A.  McLean,  Deputy  Minister  of  Provincial  Highways,  discusses  "Road  Laws" 


'rhe  first  cunfereiice  on  highway  construction  for 
County  Road  Superintendents  and  Engineers,  held  in 
Toronto  in  February,  1915,  met  with  such  success 
that  it  was  decided  to  continue  the  course  again  this 
vcar.  The  second  conference  was  held  in  Toronto 
last  week,  February  8th  to  11th.  and  judging  by  the 
good  attendance,  the  vigorcnts  discussions  and  inter- 
change of  ideas  among  the  engineers  from  many  On- 
tario counties  this  conference  will  be  eveu  more  fruit- 
ful of  results  than  the  first. 

Aim  of  the  Conference 

The  organization  covers  more  especially  the  south- 
ern portion  of  the  Province  of  Ontario.  The  need 
for  uniformity  of  methods,  and  for  a  close  personal 
understanding  between  the  engineers  of  the  Depart- 
ment of  Highways  and  the  County  Superintendents  is 
essential  for  the  efficient  prosecution  of  highway  im- 
provement. This  has  been  very  successfully  met  by 
these  conferences,  at  which  ])ractical  lectures  on  high- 
way construction,  maintenance,  etc..  covering  the 
problems  of  the  ])ractical  man  on  the  road  have  been 


delivered  and  very  thoroughly  discussed.  The  following 
resume  of  the  congress  i>roceedings  endeavor  to  cover 
in  the  main  the  points  brought  out  in  discussion.  Mr. 
VV.  A.  McLean,  Deputy  Minister  of  llighways  for  the 
P-rovince  of  Ontario,  j)resi(led  throughout. 

*      *  * 

ROAD  CONSTRUCTION  AS  GOVERNED  BY 
TRAFFIC  REQUIREMENTS 

Mr.  R.  C.  Muir,  A.  M.  Inst.  C.  E.,  opened  the  con- 
ference with  a  paper  on  "Road  Construction  as  Gov- 
erned by  Traffic  Requirements."  The  volume  and 
classes  of  traffic  are  governing  factors  in  the  choice 
of  the  proper  type  of  roa'd.  Traffic  should  be  studied  to 
ascertain  these  conditions  before  attempting  to  build. 
Great  care  should  be  given  the  sub-grade  and  the 
foundation,  for  the  foundation  in  reality  carries  the 
load.  In  building  the  foundation  careful  attention 
should  1)e  given  to  drainage.  If  this  is  not  done  the 
bed  becomes  soggy  and  soft,  with  the  result  that  heavy 
traffic  is  a])t  to  break  through  the  stn-facing.  Grades 


Second  Annual  Conference  on  Road  Construction  for  Road  Superintendent.';  and  Engineers  under  the  auspices 
of  tile  Ontario  Department  of  Pulilic  Works.  — Group  photograph  of  delegates. 
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bear  an  important  relation  to  pavement ;  the  destruc- 
tive eitect  of  heavy  traffic  on  steep  grades  is  a  serious 
item.  Also,  damage  is  done  to  roads  by  horses'  shoes 
and  narrow  tires ;  these  may  be  remedied  by  the  use 
of  a  flat  rubber  shoe  for  horses,  and  widening  the  tires 
in  the  case  of  vehicles.  Again,  the  width  of  the  street 
bears  an  important  relation  to  the  life  of  the  pavement ; 
if  the  street  is  narrow  and  traffic  heavy  it  must  neces- 
sarily congest,  whereas  if  the  street  were  wider  the 
load  would  be  more  widely  distributed.  There  are 
three  general  factors  in  the  destruction  of  water-bound 
macadam  roads — effect  from  horses'  shoes  and  nar- 
row tires,  crushing  effect  of  traffic,  and  the  shear  of 
fast,  heavy  motor  trucks. 

In  choosing  the  type  of  pavement  for  a  road  the 
engineer  should  be  given  a  free  hand.  There  arc, 
however,  four  facts  to  consider — traffic,  character  of 
foundation,  existing  grades,  and  the  cost,  both  of  con- 
struction and  material.  This  latter  factor  often  lim- 
its the  type  of  road  to  be  used ;  but  along  with  it 
the  factors  of  facility  and  durability  must  enter  in. 

For  country  roads  for  both  rural  and  motor  traffic 
Mr.  Muir  suggested  a  double  road,  with  a.2-in.  asphalt 
road  in  the  centre,  and  concrete  side  roads  for  country 
traffic. 

Discussion 

Mr.  W.  A.  McLean,  in  discussion,  said :  "There  was 
a  time  when  we  thought  we  knew  how  to  build  roads, 
with  only  one  type  of  traffic  to  consider  ;  but  the  des- 
tructive effect  of  narrow  tires  has  passed  into  insig- 
nificance ;  the  destructive  effect  from  shear  of  the  fast 
auto  and  motor  truck,  in  which  the  destructive  effect 
upon  pavement  increases  as  the  square  of  the  speed, 
is  a  new  and  far  more  serious  item.  Ruts  appear  in 
the  road,  partly  as  a  result  of  this,  and  to  obviate 
this  evil  we  shall  have  to  restrict  the  load  as  well 
as  the  speed  ;  educate  the  people  to  'keep  out  of  the 
rut,'  and  build  our  roads  wider  where  traffic  is  heavier." 
A  lengthy  discussion,  indulged  in  by  several  superin- 
tendents from  the  different  counties,  followed  on 
"ruts,"  with  the  consensus  of  opinion  that  we  will  have 
to  widen  our  stone  surface  in  cases  of  heavy  traffic  and 
educate  the  people  that  the  rgad  is  theirs,  and  they 
should  help  preserve  it  by  driving  all  over  the  road. 

*      *  * 

GRADING 

"Grading"  was  discussed  by  Mr.  A.  H.  Parker, 
B.A.Sc.  The  sub-grade  should  be  brought  to  the  pro- 
per shape  and  alignment  before  commencing  to  place 
the  surface  material.  In  Ontario,  roads  follow  certain 
lines,  as  laid  out,  irrespective  of  the  topography  of 
the  .country.  With  the  location,  which  is  the  most 
])ermanent  i)art  of  the  road,  arbitrarily  fixed,  the  sub- 
grade  or  foundation,  as  the  next  most  permanent  fac- 
tor, should  be  carefully  built.  In  selecting  the  loca- 
tion of  a  road,  it  should  have  as  low  gradients  and  as 
direct  a  route  as  possible.  By  direct  route,  it  may 
not  necessarily  mean  a  straight  line,  a  horizontal  curve 
is  often  shorter  than  a  vertical  one,  as  over  ;i  hill. 

In  Ontario  many  of  our  roads  have  grown  up  from 
pioneer  conditions  and  are  very  crooked.  These  should 
be  straightened.  In  building  new  roads  the  centre 
lincy  of  the  road  should  coincide  with  the  centre  line 
of  the  road  allowance.  Avoid  deep  cuts,  if  possible ; 
they  are  expensive  to  build  and  easily  drift  full  of 
snow  in  the  winter.  In  building  side-hill  roads,  if 
the  centre  line  of  the  road  is  brought  to  the  grade 
level,  when  the  road  is  widened  out  and  finished,  one- 
half  will  be  cut  and  the  other  half  fill.    This  j)rovidc'B 


a"  minimum  of  labor,  and  therefore  cost.  Ordinary  dirt 
soil  will  stand  up  with  an  angle  of  repose  of  1^/2  hori- 
zontal to  1  vertical.  The  slopes  should  be  seeded  to 
preserve,  as  well  as  beautify,  them.  Drag  the  earth 
from  the  ditches  to  the  centre,  remove  all  sod,  because 
if  used  it  decays  and  leaves  a  soft  spot.  If  this  is  un- 
avoidable it  should  be  allowed  to  dry  out,  then  bury 
two  or  three  feet  below  the  surface.  Rolling  the  sub- 
grade  before  the  surfacing  is  placed  is  very  essential ; 
it  compacts  the  sub-grade  and  shows  up  any  weak- 
nesses. 

Drainage,  perhaps,  is  one  of  the  most  important 
things  in  road  construction  and  upkeep.  The  sub- 
grade  should,  if  possible,  always  be  built  up  above  the 
high-water  mark.  Build  the  crown  in  an  arc  of  a 
circle,  and  make  the  ditches  or  drains  follow  the  gen- 
eral water-course,  being  sure  that  they  have  an  out- 
let and  are  not  just  allowed  to  become  an  elongated 
pond.  In  grading  for  a  road  it  is  important  to  study 
the  location,  keep  as  low  grades  as  possible,  use  sound 
materials,  provide  good  drainage,  and  build  a  good 
foimdation  sub-grade. 

Discussion 

Mr.  W.  A.  McLean  said  that  in  the  early  days  it 
had  been  hard  to  get  a  good  alignment  in  grading, 
l)ut  a  good  deal  of  importance  was  placed  on  it  now. 
The  old  idea  of  statute  labor  in  road  upkeep  is  pass- 
ing out,  and  an  organized  system  of  county  superin- 
tendents and  road  engineers  is  taking  its  place.  More 
attention  is  being  paid  to  drainage  and  its  proper 
outlet. 

Major  Sheppard,  of  Welland  County,  spoke  of  the 
eft'ects  of  Avater-soaked  foundations,  and  the  sudden 
changes  in  climatic  conditions,  especially  in  the  winter 
season.  Rapid  rising  and  falling  of  the  temperature 
causes  disintegration  of  the  road  surface.  If  water- 
soaked,  frost  will  heave  the  road  up,  and  when  the 
weather  moderates  it  falls  back,  simply  breaking  it 
up.  If  proper  dra.inage  were  instituted  half  our  pre- 
sent road  troubles  would  be  eliminated. 

An  interesting  discussion  followed  on  the  new 
Ditches  and  Water-courses  Act,  its  application  to  spe- 
cific cases,  and  how  it  should  be  interpreted. 

THE  ADMINISTRATION. OF  A  COUNTY  ROAD 
SYSTEM 

This  cpiestion  was  discussed  by  Mr.  G.  C.  Parker, 
B.  A.  Sc.  The  success  of  a  county  road  organization 
depends  almost  entirely  on  the  knowledge  and  execu- 
tive ability  of  the  superintendent.  Thisj  knowledge 
cannot  be  gained  in  a  year  and  for  this  reason  it  is 
to  the  advantage  of  the  municipality  that  the'  office  of 
superintendent  be  retained  by  the  same  man  year  after 
year.  Referring  to  specific  details,  the  speaker  sug- 
gested the  early  spring  season  as  the  best  time  of  ob- 
taining an  accurate  knowledge  of  local  conditions. 
Much  informatiou  can  be  gained  at  this  time  regard- 
ing the  necessary  drainage  required.  It  is  also  the 
proper  time  to  have  machinery  repaired.  Sheds  can 
also  be  buift  during  the  oft"  season — preferably  at  a 
central  jjoint — for  properly  housing  the  machines.  The 
grader  is  the  first  machine  to  be  taken  out  in  the 
s])ring,  and  should  be  used  on  all  the  roads.  Simul- 
taneously the  drains  should  be  attended  to.  Follow- 
ing the  grader,  the  roller  should  be  placed  in  operation 
just  as  soon  as  the  groun^  , is  sufficiently  dried  out 
to  supj)ort  the  load. 

Importance  was  also  laid  on  the  necessity  of  having 
])roper  s|)ccificatinns  drawn  so  that  there  may  be  no 
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misunderstanding-  between  the  superintendent  and  the 
men  in  charge,  or  with  the  contractor.  Where  roads 
are  built  by  contract  the  superintendent  should  have 
an  inspector  who  will  see  that  these  specifications  are 
carried  out  closely.  Attention  was  drawn  to  the  fact 
that  municipalities  do  not  appear  to  get  as  good  re- 
sults for  the  same  amount  of  money  expended  as  a 
private  contractor  will  do,  and  it  was  urged  that  the 
policies  followed  by  contractors  should  be  more  care- 
fully studied.  The  contractor  watches  his  costs  care- 
fully, replaces  a  machine  which  continually  causes 
trouble  by  a  better  one,  sifts  out  his  poorest  teams 
so  as  not  to  delay  the  others,  keeps  his  horses  well  fed 
and  groomed,  and  for  the  most  part  figures  according 
to  a  unit  cost  system,  so  that  from  day  to  day  he  can 
place  his  finger  on  the  leaks.  There  is  no  reason  why 
the  same  principle  should  not  govern  the  work  in 
municipal  organization. 

THE  USE  OF  OIL  AS  A  DUST  PREVENTIVE 

Mr.  Huber,  Assoc.  Mem.  Canadian  Society  of  Civil 
Engineers,  addressed  the  Congress  on  the  subject  of 
Dust  Prevention.  He  first  outlined  the  causes  of  dust, 
which  include  the  grinding  and  pulverizing  action  due 
to  the  impact  of  horses'  feet  and  vehicle  tires;  the 
shearing  action  of  self-propelled  vehicle  wheels ;  the 
physical  actions  of  rain,  frost  and  wind ;  the  chemical 
actions  set  up  in  the  weathering  of  stone ;  and — usual- 
ly most  important  of  all — internal  attrition,  or  the 
grinding  together  of  contiguous  stones  of  which  the 
surface  crust  is  composed.  Of  all  these  agencies  only 
the  last-mentioned  is  preventable. 

The  lecturer  outlined  two  methods  by  which  dust 
may  be  prevented  from  rising,  which  he  classified  re- 
spectively as  Cure  and  Prevention.  The  first  was  the 
application  of  such  substances  to  the  road  surface  as 
would  hold  down  the  dust  already  formed.  The  sec- 
ond was  the  employment  of  such  methods  and  materi- 
al in  construction  that  the  formation  of  dust  would 
be  practically  prevented.  The  first  method  consisted 
in  applying  various  liquids  such  as  water,  salt  solu- 
tions, light  oils,  light  tars,  oil  and  tar  emulsions,  all 
of  which  gave  only  temporary  relief.  The  use  of 
granulated  calcium  chloride  was  also  mentioned  as 
being  feasible  in  very  moist  climates  only.  It  Avas 
pointed  out,  however,  that  in  dust  prevention  very 
much  depends  on  the  condition  of  the  road.  First- 
class  construction  is  the  first  and  greatest  essential. 
The  application  of  oil  to  a  thick  coat  of  dust  afifords 
only  temporary  relief,  and  is  expensive.  The  lecturer 
outlined  the  various  methods  of  applying  the  dififer- 
ent  kinds  of  oil,  and  pointed  to  the  necessity  of  ob- 
serving certain  rules  very  carefully. 

The  second  method  of  treating  roadways — result- 
ing in  dust  prevention — consists  in  covering  the  en- 
tire surface  with  a  carpet  coat  of  heavy  asphaltic  oil 
or  medium-grade  tar,  filled  with  stone  chips  free  from 
dust.  This  results  in  a  surface  from  one-eighth  to 
one-half  inch  thick,  composed  of  stone  chips  and  a 
l)ituminous  binder,  the  object  of  the  stone  being  to 
take  the  wear  of  traffic  and  of  the  bitumen  to  bind  the 
stone  together  and  hold  it  on  the  road.  This  method 
is  more  expensive  than  the  application  of  oils,  but  is 
usually  more  economical  in  the  end,  as  an  application 
Avill  last  several  times  as  long.  The  lecturer  outlined 
the  proper  methods  of  applying  this  carpet  coat,  and 
emphasized  the  importance  of  following  instructions 
carefully  so  that  best  results  may  be  obtained.  The 
cost  of  the  carpet  coat  as  described  is  estimated  at 


from  eight  to  ten  cents  per  square  yard,  and  the  life 
from  two  to  five  years.  Including  maintenance  cost, 
the  annual  charge  for  this  road  should  be  from  two  to 
four  cents  per  square  yard. 

*       *  =K 

PAINTING  AND  MAINTAINING  STEEL  HIGH- 
WAY BRIDGES 

This  subject  was  taken  up  by  Mr.  George  Plogarth, 
O.L.S.,  Assoc.  Mem.  Canadian  Society  of  Civil  Engi- 
neers, Engineer  of  Highways  for  the  . Province  of  On- 
tario. Mr.  Hogarth  emphasized  the  importance  of 
painting  steel  bridges  as  soon  as  they  are  erected,  and 
of  inspecting  them  carefully  twice  a  year  for  abrasions 
or  rust  spots,  which  should  be  cleaned  and  repainted. 
He  emphasized,  also,  the  necessity  of  using  fresh, 
bright-  steel  in  the  erection  of  bridges,  as  where  cer- 
tain parts  are  rusted  it  is  difficult  to  anticipate  where 
the  weakest  spots  will  develop.  Great  emphasis  was 
laid  on  the  necessity  of  all  rust,  dirt  and  grease  being 
thoroughly  removed  from  the  steel  before  the  first 
coat  of  paint  is  applied.  A  new  coat  of  paint  should 
be  given  to  any  bridge  structure  every  four  or  five 
years  at  least,  not  only  for  preservative  reasons,  but 
also  on  account  of  the  improved  appearance  to  the  high- 
way of  which  the  bridge  forms  a  part. 

Mr.  Llogarth  discussed  also  the  different  classes  of 
paint  which  are  available  at  the  present  time  for  steel 
Avork,  and  instanced  some  tests  made  during  the  last 
ten  years  by  the  American  Society  for  Testing  Materi- 
als. These  tests  indicated  that  the  best  paint  was  com- 
posed of  red  lead  and  linseed  oil,  with  the  red  lead  in 
ample  proportions.  Where  the  bright  color  of  this 
paint  is  considered  objectionable,  it  may  be  darkened 
by  the  addition  of  lampblack.  The  speaker  also  warned 
the  delegates  of  the  necessity  of  watching  the  men 
carefully  who  had  charge  of  the  painting  work.  The 
proper  cleaning  of  steel  before  the  application  of  paint 
required  both  patience  and  muscle,  which  discouraged 
the  average  workman.  It  is  well  to  pick  out  men  of 
recognized  skill  and  dependability  and  confine  them 
to  this  particular  work.  The  speaker  illustrated  his 
lecture  with  a  number  of  samples  of  angle  steel  paint- 
ed under  varying  conditions  of  cleanliness,  and  showed 
that  the  piece  which  was  clean  and  new  requires  less 
paint,  less  time  to  apply  it,  and  presented  a  much  bet- 
ter appearance — to  say  nothing  of  the  increased  factor 
of  safet)^  and  the  number  of  years  added  to  the  life 
of  the  steel  structure. 

The  second  part  of  Mr.  Hogarth's  paper  dealt  with 
the  maintenance  and  inspection  of  steel  highway 
bridges.  Many  instances  could  be  cited  where  inspec- 
tion of  a  bridge  has  revealed  a  serious  condition  due 
to  broken  sections.  For  example,  in  many  of  the  older 
structures,  which  were  pin-connected,  tension  members 
composed  of  square  rods  with  welded  eyes  were  fre- 
quently used.  Indifferent  workmanship  in  forming  the 
weld  frequently  created  a  weak  spot  which,  after  a 
few  years  of  service,  showed  itself  by  the  weld  open- 
ing. Such  weak  points  should  be  noted  and  necessary 
repairs  made  at  once.  Inspection  should  at  least  be 
semi-annual,  and  should  result  in  every  portion  of  the 
bridge — the  handrail,  the  approaches,  the  river-channel, 
etc. — being  brought  under  the  careful  observance  of 
the  inspector.  Notice  boards  requiring  traffic  to  slow 
down  should  be  placed  in  a  prominent  position,  and 
the  printing  kept  legible.  The  bridge  trusses  should 
be  inspected  to  see  that  they  are  still  in  line,  and  the 
chords  examined  for  twists  or  deflections.  The  in- 
spector should  satisfy  himself  that  all  lateral  bracing 
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is  taking  its  fair  share  of  the  stresses.-  All  nuts  should 
be  tight  and  sound.  The  whole  structure  should  be 
examined  for  cracks  and  corroding.  All  wooden  de- 
bris that  might  result  in  fire,  and  so  effect  the  bridge, 
should  be  removed  to  a  safe  distance.  Careful  atten- 
tion should  be  given  to  the  drainage  of  the  bridge 
floor,  and  care  should  l)e  taken  that  the  drip  through 
the  drains  does  not  strike  any  part  of  the  steel  work. 
A  few  dollars  spent  on  maintenance  will  often  prolong 
the  life  of  the  bridge  many  years,  and  so  delay  a 
greater  capital  expenditure.  To  this,  of  course,  is  also 
added  additional  safety  to  life  and  property. 

*      *  * 

SPECIAL  PROBLEMS  IN  DRAINAGE 

"Special  Problems  in  Drainage,"  by  M-  A.  Kemp, 
I). Sc.  The  use  of  tile  in  side  drains,  cross  drains  and 
approaches  often  facilitates  the  removal  of  water 
from  the  surface  and  subsoil  and  will  render  seeminglv 
undrainable  parts  of  the  road  quite  dry,  and  will  often 
change  a  \ery  poor  road  into  a  very  good  one.  In 
early  roads  the  subject  of  drainage  was  considered  a 
luxury  rather  than  a  necessity. 

Points  to  consider  in  placing  good  drainage  are: — 

1.  Follow  any  water-courses,  and  use  them  as  out- 
lets. 

2.  Keep  drains  open,  and  at  the  proper  grade 
to  allow  water  to  get  away  rapidly. 

3.  J'rovide  an  outlet  for  every  drain. 

4.  Use  culverts,  where  necessary. 

5-  Keep  the  road  well  crowned  to  turn  the  water 

ol¥. 

6.  Dispose  of  the  water  in  small  cpuintities. 

7.  In  case  of  deep  ditches,  use  tile  drains. 

Under  the  new  Ditclies  and  AVater-courses  .\ct  all 
county  councils  must  properly  provide  drainage  for 
county  roads.  In  flat  districts  water  lingers  too  long- 
in  the  ditches,  which  softens  the  road  surface.  Swamp 
roads,  due  to  mud  and  vegetable  matter,  have  been 
specially  hard  to  maintain.  Drainage  in  swamp  roads 
should  not  l)e  attempted  without  draining  the  whole 
swamp.  Near  to  towns,  to  obtain  the  proper  slope, 
deep  ditches  are  often  necessary.  These  ditches 
should  be  tile  drained  to  eliminate  danger.  It  is 
not  advisable  generally  to  drain  sand  roads.  They 
should  generally  be  left  in  a  concave  surface  condition 
to  hold  the  moisture  as  long  as  possible,  lieing  in  a 
much  better  condition  wet  than  dry.  The  usual 
1)lace  for  tile  drains  is  on  each  side  of  the  road,  with 
V-shaped  drains  from  the  centre  to  the  road-side. 
Tiles  not  less  than  4  ins-  in  diameter  should  be  used. 
Clay  roads  need  much  more  draining  than  ordinary 
soils.  Tile  drains  in  clay  roads  at  first  do  not  always 
give  best  satisfaction,  but  it  is  generally  (;onsidered 
that  this  increases  with  age.  In  a  properly  drained 
idad  even  frost  will  leave  tiie  road  surface  alone.  The 
destructive  efifect  of  frost  is  directly  due  to  the  mois- 
ture contained  in  the  road  surface  or  subgrade.  Where 
(juicksand  and  soft  soggy  foundations  are  met  willi, 
they  should  be  always  tile-drained,  with  a  good  outlet 
if  pt)ssil)le.  If  not,  straw  and  sawdust  should  be 
placed  around  the  drain,  or  even  boards  used  to  la\ 
the  drain  on. 

The  essential  feature  <il  good  roads  is  drainage- 
better  drainage — the  best  drainage  possible  — and  keej) 
the  drains  in  the  best  condition 


Discussion 

Mr.  McLean :  Too  often  the  work  is  considered 
finished  when  a  drain  is  laid.  This  should  not  be. 
They  should  be  inspected  regularly  to  see  that  they 
are  in  proper  condition,  and  that  they  are  doing  all 
that  is  required  of  them.  This  is  one  of  the  advant- 
ages of  a  county  road  superintendent,  who  can  con- 
tinually inspect  them.  In  heavy  clay  soil,  where  an 
outlet  does  not  seem  at  once  available,  relief  may 
often  be  obtained  by  drilling  through  the  clay  and  ob- 
taining an  t)utlet  in  a  gravel  or  sand  layer  below  the 
clay  bed.  This  is  not  always  practicable,  but  is 
often  done.  In  counties  where  there  is  considerable 
rock  and  stone  a  permanent  ditch  should  be  blasted 
along  each  side  of  the  road  by  the  use  of  machinery- 
Mr.  ^'oung:  A  S3'stematic  u])keep  of  roads  will  be 
\  cr\  much  more  easily  obtained  by  a  good  system  or 
drainage.  Especially  on  hills,  drains  are  found  to 
lie  \  cr\-  satisfactory.  Too  much  attention  cannot  be 
j/aid  to  securing  proper  outlets  for  these  drains,  as 
drainage  seems  to  be  the  foundation  of  a  good  roads 
system. 

*      *  * 

ROAD  LAWS 

Mr.  W.  A.  McLean,  Mem.  C.  S.  C.  E.,  Deputy  Min- 
ister of  the  Department  of  Highways  for  the  Province 
of  Ontario,  with  a  view  to  interpreting  to  the  county 
road  superintendents  more  clearly  the  highway  stat- 
utes, delivered  an  address  on  "Road  Laws"  ;  the  legis- 
lation under  which  the  Provincial  Government  extends 
aid  to  municipalities  for  road  improvements  and  the 
statutes  upon  which  municipal  organization  for  road 
purposes  is  based,  should  be  clearly  understood  by  all 
road  superintendents  and  highway  engineers.  Road 
laws  have  been  simply  a  matter  of  evolution  ;  as  require- 
ments demanded  they  have  l)een  amended  and  revised 
to  fit  the  condition  of  existing  afl'airs.  One  of  the 
first  statutes  passed  in  Ontario  legislation,  in  1793,  was 
that  respecting"  statute  labor  on  roads.  This  is  an 
old  system,  having  been  used  in  the  United  States  and 
Great  Britain.  It  has  done  a  lot  of  good,  can  still  under 
good  organization  do  a  lot  of  good,  but  it  is  giving 
place  to  a  system  for  good  roads,  properly  organized 
and  maintained,  by  municipalities  with  the  aid  of  the 
Government. 

Roads  should  be  constructed  according  to  the 
traffic  to  be  carried  over  them,  should  be  paid  for  ac- 
cording to  construction,  and  assessments  made  in  pro- 
portion to  the  benefit  derived. 

There  are  three  general  sub-divisions  of  roads — 
main  highways,  market  roads  and  township  roads. 
Along  the  main  highways,  which  extend  from  towns  to 
cities,  in  the  earlier  pioneer  days  the  settlers  built 
their  homes  and  farms.  One  of  these  main  highways 
is  the  old  road  from  Detroit,  tlirough  Windsor,  Chat- 
ham, Woodstock,  Ingersoll,  Brantford,  Hamilton,  To- 
ronto, Belleville,  Kingston,  Prescott,  etc.,  to  Montreal, 
and  along  this  old  highway  or  within  twelve  miles  of 
it  is  half  the  population  of  Ontario.  At  right  angles 
to  these  roads  are  the  market  roads,  which  are  essen- 
tially the  heart  lines  of  the  municipality.  From  these 
market  roads  branch  off  the  township  lines.  These 
latter  roads  carry  very  little  traffic.  The  main  roads, 
comi)rising  only  1<S  ])er  cent,  of  the  total  roads,  carry 
7S  per  cent,  of  the  total  traffic. 

ft  is  planned  to  ])lace  the  main  and  market  roads 
under  a  separate  organization  and  to  institute  a  good 
maintenance  system.  Small  farm  side  roads  will  still 
be  left  in  the  hands  of  the  township  authorities.  The 
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counties  will  be  expected  to  take  over  the  market 
roads  and  the  main  roads  and  will  be  encouraged  to 
improve  and  maintain  them.  There  are  some  main 
roads,  such  as  the  Toronto-Hamilton  Highway,  which 
will  be  placed  under  separate  control. 

The  principle  that  cities  shall  pay  their  share  in 
the  cost  of  highway  construction  and  maintenance 
ought  to  be  inaugurated.  Unfortunately,  when  a  city 
is  incorporated  it  is  isolated  from  the  county,  as  a 
separate  unit,  and  is  not  assessed  by  the  county.  In 
the  United  States  and  Great  Britain  this  is  not  the 
case.  There  they  remain  in  the  county  and  are  as- 
sessed for  a  county  tax.  The  result  is  that  in  paying 
for  concrete  highways  the  cities,  which  use  them  to  a 
great  extent,  pay  as  high  as  85  per  cent,  of  the  cost 
of  construction.  In  Ontario  this  is  not  so.  Some 
means  has  to  be  arrived  at  whereby  the  cities  shall  pay 
their  just  share. 

The  plan  proposed  is  to  adopt  a  suburban  area' 
around  the  cities.  The  roads  in  these  suburban  areas 
will  be  county  roads  constructed  by  the  county.  The 
city  council  will  appoint  a  commissioner  and  the 
county  council  one,  and  they  in  turn  select  a  third. 
Their  first  duty  is  to  study  the  situation  with  respect 
to  how  far  out  on  the  highway  the  city  shall  pay  for 
construction  and  maintenance  and  to  determine  the 
expenditure  or  first  cost  and  maintenance.  When  this 
report  is  received  and  amended  and  adopted,  both  city 
and  county  subscribe  equally.  That  is,  as  a  county 
road  the  Provincial  Government  grants  40  per  cent., 
the  city  and  county  each  then  paying  30  per  cent,  of 
the  cost — with  a  provision  that  the  tax  on  the  city  shall 
not  exceed  one-half  mill  in  any  one  year.  This  pro- 
vision in  a  way  determines  the  mileage  to  be  construct- 
ed per  year. 

This  in  general  constitutes  the  features  of  the  On- 
tario Highways  Act,  passed  last  session.  It  also  pro- 
vides for  main  roads,  however.  The  province  pays  20 
per  cent,  of  the  maintenance  cost  of  county  roads. 
Also,  where  any  township  provides  a  permanent  over- 
seer, the  province  pays  25  per  cent,  of  his  salary  for 
the  first  three  years.  The  department  is  urging  the 
township  to  employ  such  men.  He  should  be  as  es- 
sential to  the  township  as  the  clerk.  This  time  will 
come,  but  the  public  will  have  to  be  educated  to  it. 

All  the  statutes  on  roads  and  road  laws  have  been 
compiled  in  a  separate  volume  for  the  convenient  use 
of  the  superintendents  and  engineers.  The  difficulty 
of  getting  laws  made  to  cover  what  is  wanted,  and 
nothing  more,  is  very  evident. 

The  department  especially  desire  that  the  road  sup- 
erintendents and  engineers  in  compiling  their  reports 
for  the  department  will  make  them  as  clear,  concise 
and  accurate  as  possible.  In  last  session's  sitting  we 
had  an  amendment  to  the  Highways  Act  passed  which 
gives  county  superintendents  power  to  act  practically 
as  owners  of  the  highways. 

Discussion 

Mr.  Bowman :  "Our  congratulations  are  due  Mr. 
McLean  for  the  splendid  work  he  has  done.  We  are 
.pleased  to  know  that  he  has  been  gazetted  as  Deputy 
Minister  to  the  new  Highways  Branch.  We  have  now 
a  very  good  system  of  road  laws,  and  all  counties 
should  take  hold  and  make  themselves  available  of 
the  Government  Grant."  Mr.  Bowman  spoke  on  the 
new  suburban  roads  and  stated  that  they  were  trying 
to  avail  themselves  of  the  new  law  to  lay  a  concrete 
road  from  Gait  to  Preston. 

Mr.  Fair  suggested  having  each  farmer  looking 


after  his  own  section  of  road  and  promoting  com- 
petition to  secure  best  results. 

The  subject  of  "farm  approaches"  drew  forth  a  lot 
of  discussion  as  to  who  should  put  them  in.  It  was 
generally  agreed  that  the  municipality  should  take  care 
of  everything  between  two  fences — put  in  approaches 
and  charge  the  farmer  with  them.  If  left  to  the  farmer 
he  does  not  always  understand  the  business  properly 
and  is  apt  to  do  poor  work. 

The  question  of  having  the  city  pay  some  share 
in  the  maintenance  was  also  fully  discussed.  It  was 
felt  that  the  city,  either  directly  or  indirectly,  profited 
by  the  highways,  and  as  representing  a  large  popula- 
tion located  at  some  point  on  it,  they  should  in  some 
way  contribute. 

Mr.  Fair  suggested  placing  the  auto  fees  in  a  sep- 
arate fund  for  special  work.  Mr.  McLean  stated,  how- 
ver,  that  the  auto  department  is  to  be  incorporated  in 
the  Highways  Department  and  the  fees  will  go  di- 
rectly to  the  road.  The  Toronto-Hamilton  Highway 
was  the  next  subject.  The  province  is  only  paying  25 
per  cent,  of  this  road,  which  is  not  so  much  as  it  pays 
for  county  road  construction. 

Mr.  Talbot  introduced  a  discussion  on  the  division 
of  repair  and  construction  of  roads  and  the  Govern- 
ment subsidy  in  each  case.  In  the  case  of  repair  the 
Government  pays  20  per  cent.,  in  new  construction  40 
per  cent.  Mr.  Talbot  spoke  of  the  trouble  in  discrim- 
inating between  these,  and  thought  that  an  average 
of  ^3  1/3  per  cent,  would  be  better.  Mr.  McLean, 
however,  considered  while  it  would  be  hard,  to  draw 
a  hard  and  fast  line  between  them,  he  didn't  think  it 
would  give  any  considerable  trouble  if  the  law  were 
judiciously  administered. 

Closing  Roads  Under  Repair 

Mr.  Russ  introduced  the  question  of  closing  roads 
to  traffic  while  under  construction  or  repair.  While 
the  superintendents  have  no  real  power  to  do  so  they 
should  use  their  good  judgment  in  regard  to  eliminat- 
ing trouble  from  damages  during  repair. 

Mr.  Anderson:  The  subject  is  one  not  very  clearly 
defined  by  the  statutes,  and  we  ought  to  have  some  pro- 
tection for  ourselves  while  the  construction  machinery 
is  on  the  road. 

*      *  * 

BITUMINOUS  ROAD  CONSTRUCTION 

There  is  a  growing  tendency  in  Ontario  towards 
the  use  of  bituminous  roads — that  is,  roads  in  which 
tar,  asphalt  or  asphaltic  oils  are  used  as  a  binder  for 
stone,  gravel,  sand  and  slag — or  as  a  protective  coat- 
ing in  forming  the  wearing  surface.  Mr.  Muir,  in 
his  paper  on  "Bituminous  Road  Construction,"  dealt 
with  the  special  features  of  a  number  of  types  of 
bituminous  construction.  In  recent  years  the  advent 
of  the  automobile  and  heavy  traffic  has  evolved  new 
types  of  road  construction. 

Methods  of  using  bituminous  materials  may  he 
classified  as  follows:  (1)  Penetration  method;  (2) 
Mixing  method;  (3)  Carpet  coats.  In  the  first  method 
broken  stone  passing  a  2  1/3  in.  ring  and  retained  by 
a  1J4  in.  ring  is  spread  evenly  over  the  ground  about 
4  inches  thick  and  rolled  to  an  even  surface.  Into  this 
heated  bitumen  is  poured  in  best  manner  available, 
using  about  1%  gals,  of  bitumen  per  square  yard.  Over 
this  a  light  layer  of  stone  chips  is  spread,  and  the  sur- 
face thoroughly  consolidated  by  a  steam  roller.  There 
are  a  number  of  methods  for  pouring  or  placing  the 
bitumen  on  for  this  process — hand  sprinkling,  gravity 
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sprinkling  and  pressvire  sprinkling.  For  best  results 
the  bituminous  material  should  be  Heated  to  pi'Operly 
penetrate  the  surface. 

The  second  method  is  a  surface  made  by  the  mix- 
ing method,  and  called  "asphaltic  concrete."  This 
system  is  well  adapted  for  improving  old  macadam 
roads  ;  it  is  more  expensive  than  the  penetration  meth- 
od, but  is  also  more  durable  and  desirable,  and  will 
support  heavier  trafific.  Over  a  layer  of  broken  stone 
is  first  sprinkled  a  light  coat  of  tar  as  a  binder  coat 
to  unite  the  surface  to  the  foundation.  On  this  is 
spread  a  layer  of  stone  with  which  hot  asphalt  or  tar 
has  been  previously  mixed,  generally  in  a  plant  on  the 
roadside,  in  about  the  proportion  of  15  gals,  tar  to 
1  cu.  yd.  of  stone.  This  coat  is  spread  and  rolled 
to  a  depth  of  2  to  3  inches,  then  treated  with  a  layer 
of  stone  chips  to  dry  the  surface  and  again  rolled. 
The  materials  should  be  uniformly  proportioned,  using 
the  various  sizes  of  fine  stuff,  sand,  stone  and  bitumen 
in  carefully  and  evenly  graded  quantities.  The  as- 
phalt or  tar  should  be  heated  to  a  uniform  tempera- 
ture, care  being  taken  that  it  is  not  over-heated. 

In  the  third  method  the  "carpet  coat,"  as  the  name 
implies,  consists  of  a  thin  layer  of  asphaltic  materials 
spread  over  the  surface  of  a  broken  stone  road.  As- 
phaltic oil,  a  fluxed  asphalt,  or  a  suitably  fluxed  tar 
are  the  materials  generally  used.  The  road  surface, 
before  application,  for  best  results,  should  be  smooth, 
free  from  ruts  or  holes,  and  thoroughly  cleaned  to  allow 
maximum  adhesion.  If  the  oil  used  is  very  heavy  and 
contains  a  high  percentage  of  bitumen  it  is  best  to 
coat  it  with  stone  chips  or  pea  gravel  to  prevent  sticki- 
ness and  give  a  better  wearing  quality  to  the  coat. 
This  construction  protects  the  surface  of  the  road  from 
wear  and  effectively  prevents  dust. 

Discussion 

Bituminous  construction  has  up  to  the  present 
been  more  especially  adopted  in  the  vicinity  of  To- 
ronto but  is  now  becoming  more  popular  in  other 
vicinities.  In  Waterloo,  according  to  Mr.  Bowman, 
on  certain  heavily  travelled  roads,  the  tendency  is  to- 
wards concrete  roads  or  concrete  subsurface,  with  a 
bituminous  surface  coat.  Mr.  Bowman  also  thinks 
that  for  highways  near  towns  or  cities,  with  heavy 
traffic,  waterbound  macadam  has  served  its  day.  The 
future  roads  have  got  to  be  cheap  and  easily  main- 
tained. In  this  respect  concrete,  while  it  has  a  high 
initial  cost,  costs  practically  nothing  for  maintenance. 

*      *  * 

CARE  OF  EARTH  ROADS  AND  USE  OF  LOG 

DRAG 

Due  t(j  the  fact  that  eighty  per  cent,  of  our  country 
roads  are  dirt  roads,  the  great  necessity  of  keeping 
them  properly  maintained  is  very  essential.  Mr.  W. 
H.  Losee,  B.Sc,  in  a  paper  on  "The  Care  of  Earth 
Roads  and  the  Use  of  the  Log  Drag,"  pointed  out  the 
good  results  that  can  be  obtained  by  the  systematic 
use  of  the  drag  on  earth  roads. 

The  grade,  or  crown,  of  the  road  depends  a  great 
deal  on  the  character  of  the  soil.  If  it  is  heavy  cla}' 
the  crown  should  be  relatively  high;  if  sand,  it  should 
even  be  inverted  to  retain  the  moisture.  But  in  all 
rojids  except  sand,  they  should  be  crowned  and  ade- 
((uately  drained.  Clay  roads  may  be  improved  by  the 
use  of  sand,  and  vice  versa,  by  a  thorough  mixing 
of  the  materials  and  dragging  to  a  good  crown. 

Great  care  should,  however,  be  exercised  in  the 
time  of  dragging.   The  best  time  is  generally  immedi- 


ately after  a  rain,  when  the  earth  will  work  well,  yet 
not  cake.  Clay  should  be  fairly  sloppy,  to  prevent 
sticking.  Or  again,  in  real  dry  weather  just  before  a 
rain  the  soil  is  easily  placed  wherever  required.  Good 
results  can  be  obtained  by  dragging  as  early  in  the 
spring  as  possible,  and  again,  as  near  as  possible  be- 
fore the  frost  sets  in.  Dragging  should  be  done  S3's- 
tematically,  never  trying  to  increase  the  mileage  at 
the  expense  of  the  quality  of  the  work.  Organize  the 
farmers  to  do  their  own  section  and  stimvdate  com- 
petition for  best  results. 

Discussion 

An  exchange  of  ideas  and  methods  used  in  drag- 
ging in  the  different  counties  followed.  General 
opinion  was  that  it  produces  the  best  of  results,  but 
is  not  sufficiently  used  in  the  townships.  New  roads 
are  often  necessary  because  of  the  neglect  to  properly 
grade  and  maintain  earth  roads  to  make  them  passable 
the  year  round.  The  relative  merits  of  the  split  log 
and  the  steel  drag  were  also  discussed.  The  steel  drag 
may  accomplish  more  work  but  it  requires  ever  so 
much  more  power  and  in  general  is  rather  more  cum- 
bersome to  handle — wonderful  results  can  be  accomp- 
lished by  the  systematic  use  of  a  light  split  log  drag 
on  earth  roads. 

Good  Roads  as  Monuments 

During  the  Thursday  morning  session  Mr.  G.  S. 
Hendry,  secretary  of  the  Ontario  Good  Roads  Asso- 
ciation, and  Mr.  K.  W.  McKay,  expressed  views  in 
regard  to  organizing  and  establishing  a  monument  to 
our  returned  soldiers,  in  the  way  of  an  improved  sys- 
tem of  highways  in  Ontario.  Their  idea  was  to  em- 
ploy returned  soldiers  on  highway  improvement  and 
in  so  doing  to  improve  both  the  soldiers'  conditions 
and  those  of  the  province ;  to  designate  such  improved 
highways  by  names  now  before  the  world's  eye,  in 
commemoration  of  the  work  done  by  our  Canadian 
soldiers. 

STONE  FOR  VARIOUS  KINDS  OF  ROADS 

With  the  rapid  developments  in  highway  engineer- 
ing the  growing  demand  for  permanent  construction, 
and  the  increasing  severity  in  conditions  that  our 
roads  are  required  to  withstand,  a  careful  choice  of 
materials  is  demanded.  The  careful  selection  of  ma- 
terials is  of  equal  importance  to  careful  methods  of 
construction  if  best  results  are  to  be  obtained.  This 
was  pointed  out  by  Mr.  G.  C.  Parker,  m  his  paper 
on  "Stone  for  Various  Types  of  Roads." 

The  foundation  of  the  road  is  required  to  with- 
stand the  weight  of  the  traffic  and  the  action  of  the 
frost,  while  the  top  or  surface  coat  is  required  to  meet 
more  severe  and  more  varied  conditions.  Wear  is 
caused  by  abrasion  of  steel  tires  on  a  smooth  surface 
and  impact  on  an  uneven  surface,  impact  of  horses' 
feet  cause  a  dislodgement  of  stones  or  breaks  them, 
while  the  dislodgement  of  stones  and  the  effect  of 
shear  by  auto  traffic  is  serious.  During  dry  weather 
the  rubber  tire  flattens  out  as  it  comes  in  contact 
with  the  road  surface  and  on  leaving  it  picks  up  the 
dry  binder  from  between  the  stones  and  the  strong  cur- 
rent of  air,  ever  present  under  a  swiftly  moving  ve- 
hicle, carries  it  away  in  the  form  of  dust.  In  order  to 
efficiently  resist  these  effects  the  stone  or  rock  must 
be  tough  and  the  binder  sufficiently  strong  so  that  the 
road  will  not  go  to  pieces  quickly. 

If  the  road  becomes  impregnated  with  water  the 
stone,  as  well  as  the  binder,  absorbs  an  amount  of 
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water  and  if  frost  falls  it  must  be  exceedingly  tough 
to  withstand  the  frost  action.  The  binder  is  more  elas- 
tic and  is  not  so  subject  to  frost.  Trap  rock  and 
limestone  are  the  most  universally  used  stone  in  On- 
tario, the  latter  being  the  more  so. 

That  the  probable  behavior  of  a  road  material  on 
the  road  can  be  largely  determined*  tests  of  its  physical 
properties  are  being  watched  more  fully  every  day.  In 
testing  stone  the  following  properties  are  determined : 
wearing  qualities,  toughness,  cementing  value,  absorp- 
tion and  specific  gravity.  These  tests  have  been  con- 
ducted under  the  direction  of  Mr.  McLean  and  the 
equipment  and  methods  used  are  almost  identical 
with  those  at  Washington,  D.  C.  The  apparatus  was 
here  shown  on  the' screen  and  explained. 

The  power  of  withstanding  the  destructive  agency 
of  climatic  conditions  is  an  essential  factor  in  the 
choice  of  stone  to  be  used.  Some  rocks  might  give 
good  results  in  all  the  laboratory  tests,  but  not  be  able 
to  withstand  the  weathering  action.  This  is  an  im- 
portant point  in  choosing  surface  material  and  can 
only  be  decided  by  experience  often.  The  size  of  the 
stone  and  relation  to  the  voids  is  another  essential 
condition.  Some  engineers  specify  one  size  and  some 
another,  but  the  general  size  adopted  is  2  in.  stone, 
that  is,  stone  passing  a  2^2  in.  circular  opening  and 
retained  by  a  1^  in.  opening;  such  stone  to  have  good 
binding  qualities,  key  well,  and  leave  as  small  a  per 
cent,  of  voids  as  possible.  The  stone  should  carry 
the  load,  the  cementing  material  being  present  only  as 
a  binder. 

Discussion 

In  reviewing  the  paper  Mr.  McLean  pointed  ovit 
the  importance  of  it  to  the  superintendents  of  the  dif- 
ferent counties.  Most  counties  have  their  own  stone ; 
a  few  have  to  import  it.  It  would  therefore  be  wise 
for  the  superintendents  and  engineers  to  know  some- 
thing of  the  stone  they  are  using,  or  are  contemplat- 
ing buying.  In  concrete  work,  too  much  stress  cannot 
be  placed  on  the  importance  of  testing  sand  and  bank- 
run  gravel  in  concrete  work.  Numerous  failures  can 
be  traced  to  poor  grades  of  sand  being  used.  Engineers 
found  the  item  of  cost  a  big  factor  in  choosing  the 
stone.  Supplies  may  often  be  had  near  the  site  of 
proposed  work,  which  were  not  so  good  as  samples 
miles  away,  but  the  item  of  cost  and  earlier  renewal 
favored  the  closer  quarry.  The  binding  qualities  of 
stone  from  several  different  quarries  formed  the  basis 
of  a  good  discussion.  In  general  the  first  cost  only 
comes  once,  while  maintenance  is,  or  should  be,  always 
with  you  ;  it  would  pay,  therefore,  to  use  a  good  quality 
of  material,  probably  slightly  increase  first  cost,  but 
considerably  reduce  the  maintenance  cost. 

Mr.  J.  F.  Whitman,  engineer  in  charge  of  trvuik 
line  construction  in  Northern  Ontario,  gave  a  brief 
talk  on  the  rock  and  methods  used  in  building  and 
maintaining  roads  in  Northern  Ontario  around  Sault 
Ste.  Marie. 

*      *  ^ 

TORONTO-HAMILTON  HIGHWAY 

"Construction  Methods  on  the  Toronto-Hamilton 
Highway,"  by  Mr.  H.  S.  Van  Scoyoc,  chief  engineer 
Toronto-Hamilton  Highway  Commission,  was  an  il- 
lustrated lecture,  both  by  slides  and  moving  pictures, 
on  the  methods  of  handling  and  placing  the  material? 
on  this  large  piece  of  construction  work  which  is  of 
such  great  interest  to  all  road  builders  and  engineers. 
A  full  description  of  this  Avork  appeared  in  the  Con- 
tract Record  of  January  5.    After  the  talk  Mr.  Van 


Scoyoc  answered  numerous  questions  put  to  him  by 
various  superintendents. 

On  this  work,  all  materials,  both  sand  and  stone, 
were  inspected  in  the  pits  and  quarries  before  being 
shipped  to  site.  Sand  strong  in  quartz  and  silicate  was 
desired,  but  most  sand  in  that  locality  was  limestone. 
No  gravel  was  used,  as  it  was  not  commercially  feas- 
ible as  compared  with  broken  stone  and  sand.  All 
cement  was  required  to  be  in  the  mixer  at  least  45  sec- 
onds. The  maximum  advance  was  630  feet  in  twelve 
hours  with  an  average  of  420  feet  in  ten  hours. 

*  * 

THE  CARE  AND  OPERATION  OF  QUARRYING 
AND  CRUSHING  EQUIPMENT 

Mr.  R.  M.  Smith,  B.Sc,  dealt  with  the  care  of  mod- 
ern portable  quarrying  and  crushing  outfits  and  the 
manufacture  of  road  material  for  county  roads. 

The  first  operation  in  opening  a  new  quarry  is  the 
stripping.  This  factor  varies  with  the  nature  of  the 
site,  and  is  often  eliminated  where  the  rock  is  exposed, 
but  as  a  rule  costs  about  25  to  30  cents  per  cubic  yard 
to  remove.  Always  some  surface  material  should  be 
removed,  even  if  it  is  stone,  because  better  quality  al- 
ways exists  lower  down.  With  the  stone  exposed 
the  machinery  may  be  erected.  Crushers  are  either 
jaw  or  gyratory  type,  the  former  being  most  used  in 
Ontario.  The  location  of  the  crusher  is  one  of  the 
fundamental  factors  in  efficient  operation.  If  the 
crusher  can  be  placed  below  the  quarry  face,  the  ma- 
terial can  be  transported  by  gravity  and  dumped  into 
the  hopper,  thus  eliminating  extra  handling,  which,  in 
the  case  of  a  large  quarry,  would  be  no  small  item. 
Always  work  down  hill,  never  up,  if  it  can  be  avoided. 
It  is  well  to  emphasize  setting  the  crusher  on  timbers, 
making  it  absolutely''rigid.  A  crusher  allowed  to  oper- 
ate standing  on  the  wheels  is  being  hurried  to  the  scrap 
heap. 

The  shape,  size,  and  composition  of  the  crusher 
jaws  are  the  chief  factors  to  consider  in  a  good  crusher. 
Manganese  jaws  are  preferable — they  cost  much  more 
than  ordinary  jaws,  but  they  will  outwear  several  sets 
of  the  latter,  and  require  practically  no  attention. 
Jaws  approximately  12  x  16  to  10  x  18  have  been  con- 
sidered the  correct  size. 

From  the  crusher,  stone  is  carried  to  screens  bv 
bucket  elevators.  These  screens  demand  consideration 
and  attention.  F"or  limestone  they  contain  two  sizes, 
1%  ill-  and  3  in.,  and  for  trap  rock  are  somewhat 
smaller,  approximately  1  in.  and  2^/^  in.  The  storage 
bin  should  have  ample  capacity  with  traps  for  loading- 
stone  into  wagons.  Often  stone  in  a  limestone  quarry 
can  be  removed  with  little  or  no  blasting ;  then  the  rock 
becoming  firmer  recpiires  powder  or  dynamite  to  re- 
move it.  Drilling  may  be  done  by  hand,  steam  or  com- 
pressed air,  with  the  former  two  the  most  common,  but 
being  slowly  replaced  by  the  latter.  The  cost  per  foot 
of  hole  drilled  by  the  hand  method  is  35  to  45  cents 
and  by  mechanical  means  15  to  20  cents  for  ly^  in. 
and  1^  in.  drills. 

Mechanical  drills  should  be  operated  by  capable 
men — experience  means  efficiency.  Great  attention 
should  be  paid  in  steam  drilling  to  the  apparatus.  In 
setting  a  drill  great  care  should  be  taken  to  level  the 
i-ock  so  that  the  steel  will  strike  square.  When  start- 
ing a  hole,  short  light  blows  should  be  used,  the 
strokes  being  gradually  increased.  Drills  should  be 
changed  approximately  every  15  ins.,  depending  on 
the  hardness  of  the  rock.  The  operating  prcssiu'e  on 
the  drills  in  the  mechanical  process  is  approximately 
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80  to  90  lbs.  per  square  inch.  Steam  or  air  is  not 
only  cheaper  than  hand  but  saves  considerable  man 
l)Ower.  and  work  is  carried  on  at  a  faster  rate.  The 
explosive  used  to  break  the  rock  which  seems  to  give 
the  most  satisfaction  is  gunpowder  or  low  freezing 
dynamite.  A  mild  explosive  causes  fewer  small  frac- 
tiires  and  therefore  prolongs  the  life  of  the  road. 

Stone  is  generally  moved  from  the  quarry  face  to 
the  crusher  either  by  dump  cart,  hoist  or  the  old  fash- 
ioned wheelbarrow.  The  hoist  is  probably  the  most 
efficient,  but  in  most  portable  outfits  this  does  not 
exist,  and  dump  carts  or  wagons  take  its  place.  Of 
the  latter  two  the  dump  cart  is  certainly  to  be  pre- 
ferred. One  horse  will  do  the  work  of  a  team.  Two 
or  three  dunii)  carts  at  most  can  keep  a  crusher  busy; 
they  are  handy  to  .handle  in  the  quarry,  quick  to  un- 
load, no  time  being  lost  at  the  crusher  platform,  and 
generallv  more  efficient  than  any  other  method  of 
moving  material,  except  probably  in  the  case  of  the 
gravity  methods,  previously  explained.  The  crusher 
should  be  run  to  full  capacity  at  all  times;  the  effici- 
ency of  the  outfit  and  the  speed  of  road  building  de- 
pend upon  the  crusher,  which,  as  a  result,  demands  the 
greatest  attention. 

In  some  counties  large  quantities  of  field  stone  and 
gravel  exist,  which,  when  crushed,  make  a  very  good 
road  material,  the  only  objection  being -its  lack  of  uni- 
formity. The  life  of  a  quarrying  and  crushing  outfit 
depends  partly  on  the  local  conditions,  but  principally 
on  the  kind  of  material  it  has  to  handle.  Regardless 
of  the  kind  of  material,  a  crusher  will  depreciate  rapid- 
ly if  not  properly  handled ;  good  management  will 
practically  double  its  life. 

Discussion 

Mr.  Talbot  and  Mr.  Fair  described  their  respective 
outfits,  illustrating  with  interesting  lantern  slides. 

Mr.  McLean  in  reviewing:  Some  counties  have  an 
efficient  supply  of  stone,  but  do  not  use  the  crusher  as 
much  as  they  should.  If  the  counties  would  use  larger 
crushers  they  would  be  able  to  get  satisfactory  finan- 
cial returns  out  of  the  stone,  the  trouble  often  being 
that  they  use  too  small  a  crusher.  Speed  in  road  con- 
struction depends  on  keeping  the  crusher  going.  Keep 
it  in  good  repair,  even  at  the  expense  of  keeping  the 
engineer  after  hours  to  fix  it  up. 

Mr.  Wilson  described  the  outfits  used  in  Halton 
County,  and  gave  some  figures  on  cost  and  output. 
The  discussion  pointed  towards  lower  cost  by  contract- 
ing the  quarries  than  operating  them. 

Major  Sheppard  was  of  the  opinion  that  the  per- 
sonnel of  the  foremen  had  a  great  deal  to  do  with  the 
daily  output,  records  showing  that  one  man  would 
double  the  output  of  another  from  the  same  quarry. 

Mr.  Fair :  The  variation  in  the  work  of  manufacture 
of  road  material  demands  a  man  of  good  insight,  and 
well  able  to  handle  men.  Such  a  man,  if  he  can  be 
got,  should  be  paid  such  wages  as  will  keep  him  per- 
manently. 

Mr.  Shei)i)ard  :  What  do  you  consider  good  pay  for 
a  f(jreman  ? 

Mr.  Fair:  $3.50. 

Mr.  McClure  wanted  to  know  the  relative  merits 
in  si/.e  of  openings  and  length  of  jaws.  Finds  a  tend- 
ency for  some  stone  to  fly  out  of  the  crusher. 

Mr.  Smith:  The  common  sizes  are  12  x  \(>  and 
10  X  18,  the  former  being  the  most  connrion. 

Mr.  Anderson,  of  Lennox  and  Addington,  who  has 
had  considerable  exi)erience,  places  extreme  import- 
ance on  the  sha])e  (jf  the  jaws,  using  a  jaw  somewhat 


concave  so  it  would  grip  the  stone  on  closing".  Some 
discussion  followed  on  crushing  field  stone  and  the 
cost  of  opening  quarries.  In  Prince  Edward,  according 
to  Mr.  Cleminson,  due  to  depth  of  rock  below  surface, 
it  costs  approximately  $300  to  open  a  quarry. 

RESURFACING  GRAVEL  AND  STONE  ROADS 

Mr.  A.  S.  Smith,  in  his  paper  on  "Resurfacing 
Gravel  and  Stone  Roads,"  gave  various  methods  which 
may  be  used,  each  dependent  on  the  degree  of  wear 
which  the  surface  has  attained.  Gravel  comprises  75 
per  cent,  of  the  improved  new  road  construction.  In 
designing  a  new  road,  the  nature  and  extent  of  the 
traffic  must  be  known  ;  these  are  determining  factors 
in  the  width  and  depth  of  the  construction.  Another 
important  factor  is  the  proximity  of  material — which 
is  the  most  economical  to  use. 

In  early  gravel  road  construction  it  was  custom- 
ary to  dump  on  any  kind  of  gravel,  of  any  size  avail- 
able, and  leave  it  to  take  care  of  itself.  It  was  not 
rolled,  and  soon  rutted ;  being  soft,  it  absorbed  a  large 
amount  of  water,  and  was  invariably  in  time  forced 
out,  to  the  extent  of  at  least  25  per  cent.,  into  the 
ditch.  Now,  with  the  advance  of  knowledge  in  this 
respect,  it  could  be  done  properly.  When  resurfacing, 
it  is  also  a  good  time  to  correct  defective  grades,  and 
place  permanent  culverts. 

The  proper  method  of  resurfacing  is  to  clean  the 
road  surface  of  foreign  matter,  break  up  the  surface 
to  a  predetermined  depth  by  the  use  of  spikes  in  the 
roller,  or  by  a  scarifier,  bring  to  proper  crown  by  the 
use  of  the  grader,  add  new  material,  and  carefully 
consolidate  with  the  roller.  The  use  of  the  scarifier 
or  spikes  effects  a  very  good  bond  between  new  and 
old  materials.  Clean  sharp  pit  gravel  should  be  used, 
60  per  cent,  of  which  will  pass  a  ^-inch  screen.  Round 
beach,  pebble  gravel  should  not  be  used,  because  of 
its  low  binding  qualities.  Great  care  should  be  given 
to  rolling,  starting  at  the  sides,  and  working  to  the 
centre.  Work  from  the  pit  away  in  order  that  traffic 
may  help  consolidate  the  surface. 

In  resurfacing  stone  roads  the  nature  of  the  traffic 
will  again  determine  the  type  of  the  material  for  re- 
surfacing, the  extent  of  the  thickness  of  the  coat  and 
the  size  of  the  stone.  For  heavy  traffic,  hard,  tough 
stone  with  good  weather-resisting  qualities,  from  l}2 
to  3  inches,  is  the  best  size.  Loosen  the  old  surface, 
grade,  and  add  new  stone  in  coats,  rolling  each  coat 
well.  When  the  top  coat  is  so  consolidated  that  the 
stone  does  not  move  under  the  roller,  apply  the  dust 
coat  and  water,  in  proper  proportions,  and  roll  into 
the  voids.  Brooms  can  be  used  to  good  effect.  An- 
other method  is  to  clean  the  old  road,  fill  the  ruts 
first,  then  place  the  stone  in  the  same  manner,  the 
difference  being  that  the  scarifier  is  not  used  to  effect 
the  bond. 

In  dry  weather,  water-bound  macadam  is  apt  to 
be  dusty — traffic  loosening  the  dust- — which  blows 
away,  leaving  the  stone  exposed.  This  can  be  greatly 
remedied  by  the  application  of  oils  or  tars. 

Discussion 

Mr.  McLean :  In  some  counties,  construction  is  the 
important  item;  in  others,  reconstruction.  Some  coun- 
ties have  been  favored  with  plenty  of  material  and 
have  made  good  progress  in  highway  improvement. 
Others,  less  fortunate,  have  stood  still. 

Mr.  Fair,  of  Frontenac,  did  not  consider  the  use  of 
the  scarifier  good  policy.    In  Frontenac  the  majority 
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of  roads  are  old  stone  roads — some  very  old,  with  com- 
paratively good  foundations — and  it  was  not  consider- 
ed wise  to  destroy  such  foundation  by  the  use  of  the 
scarifier.  Good  bonding  results  were  obtained  by  fill- 
ing into  and  placing  a  new  coat.  Material  for  resur- 
facing is  very  plentiful  in  Frontenac ;  in  one  case  a 
mile  and  a  quarter  of  stone  road  was  resurfaced  10  to 
14  inches  thick.  The  scarifier,  however,  was  used  to 
good  ef¥ect  on  hills,  and  side  ditches,  in  repairing  them. 

Mr.  Russ  advocated  the  use  of  the  roller  with  short 
spikes,  which,  while  it  did  not  disturb  the  foiuidation, 
broke  up  the  surface  sufficiently  to  eiTect  a  good  bond. 

Mr.  Wheelock,  of  Orangeville,  said  the  trouble  is 
roads  do  not  wear  even,  and  it  is  very  difficult  to  get 
a  good  bond.  Thinks  the  use  of  the  scarifier  gives 
good  results.  He  also  asked  the  opinion  of  the  con- 
ference on  the  use  of  clay  with  gravel  as  a  binder,  his 
own  experience  being  that  in  wet  weather  it  was 
muddy,  and  in  dry  it  dusted  and  flew  away.  This 
seemed  to  be  the  consensus  of  opinion. 

Mr.  McLean :  If  only  goiiig  to  repair  the  road  by 
adding  a  2-in.  or  3-in.  coat,  break  up  the  surface,  but 
if  7  ins.  or  8  ins.  is  to  be  added,  do  not  disturb  it. 

CONCRETE  BRIDGES 

"Concrete  Bridges,  Culverts  and  Floors,"  by  Mr. 
.\rthur  Sedgwick.  Efficient  construction  will  effect 
a  great  saving  in  the  cost  of  all  concrete  work.  The 
adaptability  of  concrete  to  the  construction  of  culverts 
and  short-span  bridges  is  due  to  its  permanency,  sim- 
plicity of  construction,  and  general  availability  and  rea- 
sonableness of  cost.  Portland  cement  concrete  is  prob- 
ably the  most  durable  building  material  known  to-day, 
a  condition  which  is  only  reahzed,  however,  if  the  ag- 
gregates are  properly  mixed  and  the  structure  properly 
designed  and  constructed.  Ignorance  and  lack  of  ex- 
perience in  the  past  has  led  to  bridges  only  lasting 
a  portion  of  the  time  they  were  normally  capable  of. 
This  condition  ought  not  to  exist  to-day ;  mechanical 
skill  of  a  high  order  is  not  necessary  to  design  or 
construct  a  concrete  structure,  the  form  work  is  not 
difficult,  neither  are  the  precautions  in  mixing  or  lay- 
ing the  concrete.  Yet  unless  the  work  is  carried  otit 
under  men  experienced  in  it  the  results  are  often 
jeopardized. 

The  time  has  arrived  in  Ontario  when  we  should 
expect  our  local  public  works  to  be  constructed  with 
a  neater  and  more  finished  appearance.  In  cities  and 
towns  works  are  usually  built  to  show  a  degree  of  re- 
finement and  finished  design.  This  should  be  equally 
true  of  highway  structures.  The  causes  for  poor  out- 
ward appearance  of  so  many  of  our  bridges  generally 
are:  (1)  lack  of  sympathy  on  the  part  of  the  commun- 
ity for  something  better;  (2)  failure  on  the  part  of  the 
engineer  or  road  superintendent  to  enforce  the  specifi- 
cations;  (3)  lack  of  efficient  inspection;  (4)  incompe- 
tence on  the  part  of  the  contractor  or  foreman.  Some 
of  the  common  defects  in  country  structures  are :  the 
structure  is  placed  oft'  the  centre  line  of  the  road,  or 
not  in  line  with  it,  broken  corners  and  edges,  distorted 
walls  due  to  forms  being  loosely  built  and  insecurely 
braced,  trying  to  improve  porous  surfaces  by  the  in- 
judicious use  of  plaster.  In  addition  to  these  unsightly 
effects,  the  following  defects  in  methods  and  results 
which  lead  to  a  materially  weakened  structure  as  well 
as  an  unsightly  one:  the  injudicious  use  of  pit  gravel, 
insufficient  and  poorly  mixed  cement,  poorly  supported 
forms,  which  allow  the  concrete  to  settle  in  setting 
«nd  Jtnisplacement  of  steel  reinforcement.    To  avoid 


these  defects,  a  brilliant  mind  is  not  necessary,  but 
they  do  require  attention  by  a  thoroughly  experienced 
and  common-sense  foreman. 

Wherever  possible  the  forms  should  all  be  built 
and  braced  before  laying  any  concrete.  Many  cul- 
verts and  some  bridges  are  spoiled  or  endangered  by 
not  having  the  foundation  footings  carried  down  deep 
enough.  In  sandy  soils  particularly,  there  is  a  danger 
of  water  undermining  the  structure.  In  spite  of  these 
the  construction  of  a  culvert  should  be  an  easy  matter. 
In  point  of  efficiency  the  built-on-the-field  culvert  is 
far  superior  to  the  ready-made  variety.  As  compared 
to  the  circular  section,  a  square  or  rectangular  section 
has  relatively  higher  water-carrying  capacity  at  any 
height  of  water. 

With  the  advent  of  the  new  and  increased  traffic, 
culverts  and  bridges  should  be  built  wide  enough  to 
accommodate  future  development.  Small  culverts  up 
to  six  or  eight  feet  in  diameter  should  be  built  to 
allow  for  not  less  than  a  24-ft.  roadway.  The  increas- 
ing occurrence  of  accidents  from  motors  colliding  with 
handrails  on  narrow  culverts  makes  it  essential  that 
in  future  they  be  built  to  the  width  mentioned. 

The  present  practice  of  placing  floors  in  steel  high- 
way bridges  is  to  lay  the  stringers  on  top  of  the  floor 
beams,  uniting  them  lightly  to  the  top  flange ;  placing 
the  concrete  floor  slab  on  these  and  relying  on  them 
to  hold  the  stringers  together  and  prevent  toppling 
due  to  lateral  forces  and  vibrations.  The  increased 
use  of  the  motor  truck  will  necessarily  put  much  se- 
verer strains  on  the  bridges  and  for  future  construc- 
tion it  is  considered  advisable  to  rivet  the  stringers 
to  the  webs  of  the  floor-beams  as  is  done  in  railway 
and  l)uilding  construction  ;  also  to  extend  the  concrete 
floor  half  an  inch  below  the  top  flange  of  the  stringers 
in  order  to  stiffen  them  against  lateral  deflection  and 
movement. 

Mr.  Sedgewick  pointed  out,  by  the  use  of  slides, 
some  examples  of  different  defects  and  results  of  de- 
fective construction,  besides  showing  a  number  of  in- 
teresting views  of  concrete  bridges  and  culverts. 
Discussion 

Mr.  Bleaker :  We  are  having  trouble  with  our  con- 
crete floors  rutting.  What  is  the  cause,  and  how  can 
they  be  remedied?  One  bridge  is  300  feet  long,  has 
heavy  narrow  tire  traffic,  and  has  been  down  five 
years. 

Mr.  Sedgwick :  If  it  has  rutted  in  five  years,  it 
was  poor  concrete. 

Mr.  Connor:  It  is  just  a  question,  if  it  has  rutted, 
whether  it  should  not  all  come  off  and  be  resurfaced ; 
it  is  apt  to  break  through  any  time.  I  have  patched 
concrete  floor  ruts  by  the  use  of  a  rich  cement  plaster 
with  a  mixture  of  iron  filings  to  give  it  good  building 
qualities. 

Mr.  McLean:  Have  you  had  any  experience  with 
creosoted  wood  blocks?  It  might  be  resurfaced  with 
them  without  increasing  the  load  on  the  bridge  enough 
to  render  it  unsafe. 

Mr.  Wheelock :  We  find  the  use  of  creosoted  wood 
block  on  creosoted  planks  and  stringers  very  expensive, 
an  18-ft.  by  70-ft.  bridge  costing  $1,400.  It  may  give 
a  good  long  wearing  surface  if  properly  sanded,  but 
it  does  not  increase  the  strength  of  the  floor.  If  a 
floor  ruts,  take  it  up  and  resurface  it — it  is  the  best 
way  and  probably  the  cheapest. 

Mr.  Talbot  described  some  experiences  on  placing 
concrete,  in  both  excessively  hot  and  cold  weather. 
In  one  case  the  concrete  became  baked  before  setting, 
and  under  traffic  ground  out.    Concrete  can  be  laid  in 
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the  coldest  of  weather  if  not  allowed  to  alternate 
between  high  and  low  temperatures,  which  disinte- 
grates it. 

Mr.  Connor  pointed  out  the  necessity  of  the  pro- 
per placing  of  reinforcing  steel  in  concrete.  The  pro- 
portion of  the  depth  of, the  reinforcement  to  the  depth 
of  the  member  has  a  definite  bearing  on  the  strength 
of  the  structure. 

*     *  * 

THE  OPERATION  AND  CARE  OF  THE  ROAD 
ROLLER 

This  topic  was  covered  by  Mr.  W.  Huber,  Assoc. 
Mem.  Can.  Soc.  C.  E. :  The  quality  and  amount  of 
work  produced  by  a  road-building  outfit  depends  on 
the  efficiency  with  which  the  roller  is  operated.  While 
the  introduction  of  the  grader  and  rock  crusher  have 
reduced  the  time  and  cost  of  road  construction,  it  can- 
not be  said  that  they  have  greatly  raised  the  quality  of 
the  work  on  macadam  roads  above  that  as  practised 
by  McAdam.  It  remained  for  the  self-propelled  road 
rollers  to  accomplish  this.  Just  to  what  extent  the 
quality  of  the  finished  road  will  be  improved  depends 
largely  on  the  manner  in  which  the  roller  is  operated. 

To  secure  a  properly  crowned  surface  of  crushed 
stone  so  compacted  that  further  consolidation  by 
traffic  is  impossible,  a  surface  bound  with  stone  dust 
or  screenings  filling"  all  interstices  so  as  to  prevent 
movement  of  the-  stone,  and  the  whole  cemented  to- 
gether in  a  solid  mass  capable  of  distributing  the 
weight  of  traffic  over  considerable  area  of  sub-grade — ■ 
it  is  necessary  to  consider  methods  of  securing  a  maxi- 
mum consolidation  of  stone  with  the  least  expenditure 
of  time  and  labor. 

It  must  not  be  expected  that  satisfactory  consoli- 
dation can  be  expected  where  the  sub-grade  is  not 
itself  solid.  Consolidation  by  a  roller  is  due  to  its 
weight  alone — high  speed  is  detrimental  due  to  the 
thrust  of  the  roller.  To  secure  rapid  consolidation 
the  stone  at  the  side  should  be  confined  to  prevent 
spreading. 

Never  roll  too  thick  a  layer  at  once ;  better  results 
are  got  by  doing  it  in  thinner  layers  more  often.  Al- 
ways commence  rolling  at  thaside  and  gradually  work 
towards  the  centre ;  by  rolling  the  sides  first  side 
movement  is  prevented  and  the  crown  maintained. 

Rolling  should  continue  until  the  stone  under  the 
roller  shows  no  moveaient.  Consolidation  may  be 
hastened  by  a  light  sprinkling  of  Avater.  Best  results 
will  be  obtained  in  rolling  the  road  in  sections  of 
definite  length,  being  sure  to  thoroughly  finish  ouc. 
section  before  moving  on.  When  the  stone  has  been 
thoroughly  consolidated,  and  not  till  then,  the  screen- 
ings may  be  applied.  The  application  of  screenings  is 
almost  an  art,  and  has  much  to  do  with  the  success 
<jf  the  roadbed.  Thoroughly  wet  the  screenings  before 
rolling  of  the  binder  coat  is  commenced. 

On  his  skill  and  attention  to  details  by  the  operator 
depends  the  success  of  the  finished  road.  He  should 
be  a  man  of  intelligence  and  good  judgment,  and  a 
student  of  his  work,  for  his  greatest  source  of  know- 
ledge will  be  his  own  experience  : 

Discussion 

Mr.  McLean:  C<nuity  superintendents  will  save 
themselves  a  great  deal  of  trouble  by  properly  educat- 
ing the  roller  operator,  in  whose  hands  rests  the  suc- 
cess or  failure  of  the  road. 

Mr.  Wilson  stated  that  enough  attention  has  not 
been  paid  to  rolling.  He  gave  a  description  of  rolling 
operations  in  his  own  county  of  Halton. 


A  lively  discussion  took  place  on  the  relative  merits 
of  steam  and  gas  rollers.  The  gas  roller,  if  properly 
operated  and  maintained,  claims  distinctive  advantages 
over  the  steam  roller — the  necessity  of  getting  up 
steam  in  the  morning,  stopping  for  fuel  and  water,  etc., 
are  overcome ;  but  it  was  felt  that  the  average  operator 
did  not  as  yet  know  enough  about  gas  engines  to 
operate  them  properly. 

*      ^  * 

MAPS  AND  PLANS 
"Maps  and  Plans,"  by  Mr.  T.  M.  DeBlois,  S.  B.. 
Assoc.  Mem.  Can.  Soc.  C.  E.  Good  maps  are  neces- 
sary to  systematic  road  development-  The  Depart- 
ment is  constantly  preparing  maps  of  counties  and 
townships,  copies  of  which  are  available  for  the  use 
of  county  road  superintendents  and  engineers.  They 
are  a  source  of  information  on  county  roads,  which  can 
be  easily  and  quickly  referred  to  for  information.  It 
is  proposed  to  have  a  standard  legend  for  the  difterent 
constructions,  kinds  of  roads,  bridges,  culverts,  gravel 
pits,  and  quarries,  all  marked  on  the  map.  The  sup- 
erintendents are  urged  to  co-operate  with  the  Depart- 
ment in  the  use  of  maps,  in  correcting  errors,  and 
notifying  the  Department  of  any  changes  made.  They 
should  be  of  special  use  to  the  superintendents  in 
studying  the  profile  of  county  roads,  in  determining 
the  amount  of  cut  and  fill  necessary  in  building  a  pro- 
posed road,  estimating  the  grades,  and  from  these  the 
cost  of  the  construction. 

Discussion 

Mr.  McLean  pointed  out  the  necessity  of  co-opera- 
tion between  the  superintendents  and  the  Department 
in  the  use  of  maps.  He  also  considered  a  course  of 
instruction  in  the  use  of  field  instruments  would  be 
very  beneficial  to  the  superintendents  in  affording 
them  a  better  knowledge  of  road  profiles  and  drainage 
slopes,  and  in  aiding  them  in  laying  out  new  roads. 
Mr.  Wheelock  agreed  with  Mr.  McLean  in  regard  to 
the  use  of  instruments  and  the  aid  of  maps  and  plans 
in  studying  a  location  for  estimates  before  starting  the 
construction  of  a  road. 

Mr.  McLean,  in  re\'iewing  the  conference,  and  the 
subjects  discussed,  asked  the  memljers  to  notify  his 
department  if  there  was  -duy  pro]:>lem  or  subject  the\- 
would  like  discussed  next  year.  ,\t  present  about 
half  of  the  counties  were  working  under  the  provisions 
of  the  Act,  and  it  is  expected  that  I)efore  long  all  coun- 
ties would  be  included.  The  Department  have  tried 
to  make  the  papers  as  practical  as  possible,  but  it  is 
often  hard  to  discriminate  between  theoretical  and 
practical.  The  theory  of  to-day  will  be  the  practice 
of  tomorrow. 

Mr.  Fair  requested  a  paper  on  Sand  Clay  Roads 
and  the  cheapest  and  best  means  of  improving  sand 
roads. 

Mr.  Talbot  suggested  a  discussion  on  the  working 
of  the  Compensation  Act  in  regard  to  the  munici- 
l^alities. 

Mr.  Elison — With  the  increased  traffic  on  country 
roads  something  has  got  to  be  done  with  country 
bridges.  Would  like  to  see  the  Department  send  out 
engineers  to  inspect  all  bridges,  and  where  necessar\ 
have  new  ones  built. 

Mr.  McClurc  would  like  to  hear  something  aI)otit 
snow  fences,  and  the  law  in  regard  to  placing  them- 

Mr.  Yoiuig,  on  behalf  of  the  superintendents  pre- 
sent, moved  a  vote  of  thanks  to  Mr.  McLean  and  his 
stafif  for  the  splendid  work  they  have  done  in  assist- 

(Concluded  tin  patre  KiO) 
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By  p.  R.  Farrow* 


Penstock  Gates 


Penstock  No.  4 


Two  heavy  wooden  flap  gates,  built  of  10  in.  x  10  in. 
timbers,  having  proved  unsatisfactory  owing  to  their  great 
weight  and  difficulty  in  handling,  a  set  of  five  steel  gates, 
with  10-ft.  diameter  openings,  were  installed  in  front  of  the 
bellmouths  leading  to  each  penstock,  each  of  which  supplies 
its  own  generating  unit  with  water  through  an  iron  pipe. 

These  gates,  with  their  operating  mechanism,  weigh 
just  over  twenty  tons  each,  and  were  supplied  by  Messrs. 
J.  M.  Voith,  and  erected  under  the  supervision  of  their  mech- 
anic. The  heaviest  part  of  the  shipment  weighed  tons 
and  consisted  of  the  10-ft.  diameter  gate,  which  was  shipped 
in  one  piece.  The  outer  casing,  in  four  parts,  was  bolted 
together  in  place  and  concreted  solidly  into  the  walls  of 
the  building  and  fastened  with  bolts  into  the  vertical  wall. 
Owing  to  the  outbreak  of  the  European  war  the  operating 
mechanism  was  not  received  and  temporary  expedients  have 
been  adopted  to  open  and  close  the  gates. 

It  was  the  intention  that  the  gates  when  normally  open 
might  be  closed  by  an  operator  in  the  power  house  press- 
ing a  button  or  by  an  excessive  increase  in  the  velocity  of 
water  in  the  penstock.  A  storage  battery  placed  near  the 
forebay,  in  a  specially  designed  house,  supplies  current  to 
an  electric  motor  mechanically  connected  to  each  gate. 
Switching  equipment  automatically  starts  the  motor  for 
closing  the  gate  only  when  required;  a  clutch  and  a  hand- 
wheel  serves  to  open  the  gates.  An  attendant  is  necessary 
to  fill  the  pipes  in  order  to  provide  against  over  rapid  filling 
for  the  penstocks. 

*  Power  House  Superintendent. 


The  dimensions  of  this  steel  pipe  are:  length  740  feet, 
diameter  11  ft.,  thickness  of  top  plates  ^  in.,  thickness  of 
bottom  plates  13/16  in.  Two  7  ft.  6  in.  diameter  bellmouth 
pipes  from  the  forebay  wall,  feed  into  the  common  11  ft 
diameter  pipe  about  60  ft.  from  the  forebay.  The  pipe  then 
slopes  at  23  degrees  for  250  feet  and  changes  to  a  slope 
of  9  degrees  for  125  ft.  and  then  forms  a  curve  on  a  262-ft. 
radius,  365  feet  long,  with  large  concrete  bulkheads  at  each 
end  to  prevent  movement.  A  sharp  slope  and  a  bend  brings 
it  to  a  nine-foot  diameter  butterfly  valve  which  terminates 
the  penstock.  A  drain  discharges  the  water  into  the  power 
house  tail  race,  when  it  becomes  necessary  to  empty  the  pipe. 
The  joints  in  the  steel  work  consist  of  double  riveted  lap 
joints  near  the  forebay,  gradually  changing  to  triple-riveted 
butt  joints  at  the  power  house. 

From  the  forebay  to  the  commencement  of  the  curve 
the  pipe  is  carried  on  concrete  saddles  placed  about  25  feet 
apart  and  two  feet  wide.  Around  the  curve  steel  saddles 
are  used,  resting  upon  a  steel  base  so  that  expansion  or 
contraction  may  be  absorbed  by  changes  in  the  length  of 
the  curve. 

Cover. — Over  the  penstock  a  concrete  cover  has  ^been 
built  with  a  clearance  of  18  ins.  between  the  pipe  and  steel 
work.  Angle  iron  ribs,  curved  to  radius  and  projecting  into 
a  light  concrete  wall  foundation  are  spaced  three  feet  apart 
by  iron  bars  punched  and  riveted  to  them.  These 
bars  in  turn  serve  to  hold  poultry  netting  and  tar  paper 
which  forms  a  backing  for  the  1^-in.  thick  concrete  cover- 


Interior  of  Power  House  showing  2  exciters,  3-5,000  h.  p.  direct  connected  units,  and  new  12,500  h.  p.  unit  in  background 
-Operating  room  to  left,  transformer  gallery  in  foreground. 
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ing,  which  was  reinforced  with  triangle  mesh  wire.  The 
covering  was  placed  by  a  cement  gun  to  the  required  thick- 
ness and  is  of  the  usual  1:2:4  iiiixture.  It  serves  to  pro- 
tect the  iron  pipe  against  excessive  temperature  changes, 
and  prevents  the  water  on  the  interior  freezing  in  winter 
time. 

Doors  are  provided  in  the  side  so  that  inspection  may 
be  made  at  proper  intervals  to  prevent  rusting. 

Messrs.  John  Inglis  Company,  of  Toronto,  provided  and 
erected  the  penstock.  All  excavation  and  concrete  work  in 
connection  with  erecting  saddles,  bulkheads  and  foundations 
was  done  by  the  company.     Shop  and  field  inspection  of 


the  steel  work  was  in  the  hands  of  the  R.  W.  Hunt  Inspection 
Company,  of  Montreal. 

Valve  House 

Over  the  butterfly  valve  at  tiie  lower  termination  of 
the  penstock,  a  concrete  building  with  drains  was  con- 
structed, the  floor  of  whicli  has  been  made  into  a  workshop 
for  repairs  to  machinerj',  etc.  A  small  lathe  and  emery 
grinder  and  an  electric  drill  have  been  furnished.  This 
building  has  a  concrete  saw  tooth  roof,  in  two  spans,  which 
gives  good  lighting,  although  the  building  is  on  the  north 
side  of  the  power  house  proper,  and  lies  so  low  that  wall 
lighting  is  practically  impossible.    Light  is  also  admitted  to 
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the  power  house  from  this  building,  through  clear  glass 
windows.  In  this  same  building  is  a  water  motor  with  gear- 
ing for  operating  the  large  butterfly  valve  of  the  penstock 
and  turbine.  It  is  reversible  and  controlled  by  jiand  wheels 
in  the  power  house.  The  water  supply  to  drive  this  motor 
is  obtained  from  an  independent  source,  making  the  whole 
installation  reliable  for  use  in  emergency.  The  joint  be- 
tween the  butterfly  valve  and  turbine  inlet  pipe  is  a  special 
type  consisting  of  a  groove  on  the  interior  of  the  pipe  into 
which  ^-in.  lead  packing  is  caulked.  Short  steel  fillers  on 
the  outside,  against  which  the  flange  bolts  are  drawn  tight, 
leaves  the  lead  to  be  forced  into  all  small  openings  by  the 
pressure  of  the  water  on  the  interior  side  and  will  also  allow 
the  large  valve  to  be  removed  in  the  future,  should  any  repairs 
become  necessary. 

Turbine 

This  unit,  supplied  by  Messrs.  J.  M.  Voith,  is  a  twin 
spiral,  inward  flow,  Francis  type  wheel  with  a  maximum 
B.h.p.  of  13,500.  The  supply  pipe  from  the  9-ft.  diameter 
inlet  valve  is  a  tapered  steel  pipe  embedded  in  concrete  and 
is  furnished  with  a  drain  to  take  away  leakage  from  the  inlet 
valve,  and  empty  the  turbine  when  the  latter  is  closed  down. 
Water  is  distributed  around  the  two  cast  iron  wheel  cases, 
with  arm  inspection  covers,  through  balanced  steel  gates, 
the  openings  through  the  same  being  adjusted  by  the  gov- 
ernor in  accordance  with  the  load  on  the  unit.  From  the 
gates  it  passes  to  enamelled  bronze  runners  attached  to  the 
steel  shaft,  which  is  directly  coupled  at  one  end  of  the  gen- 
erating unit.  The  water  then  discharges  into  a  central  pipe 
or  draft  tube  gradually  increasing  in  size  until  it  reaches 
the  tailrace.  This  draft  tube  is  steel  for  seven  feet  and  then 
concrete  to  the  outlet  and  is  curved  to  discharge  the  water 
horizontally.  It  is  seven  feet  in  diameter  at  the  point  of  dis- 
charge from  the  turbine,  and  is  rectangular  in  form  at  the 
point  of  discharge,  being  nine  by  sixteen  feet.  The  surface 
was  carefully  smoothed  to  obtain  proper  discharge  with  a 
maximum  efficiency  in  the  turbine. 

A  relief  valve  5  feet  in  diameter  serves  to  discharge 
the  water  when  the  load  is  suddenly  thrown  ofif  the  unit,  and 
prevents  excessive  rise  in  pressure  in  the  penstock,  or  water 
hammer.  This  valve  is  kept  closed  normally  by  oil  pres- 
sure from  the  governor  pump,  but  open  by  means  of  a 
piston  valve,  which  relieves  the  pressure  when  the  governor 
!,'ates  close  rapidly.  The  time  and  distance  of  opening  and 
closing  are  capable  of  adjustment  by  means  of  dash-pots. 

The  governor  is  of  the  fly-ball  and  relay  type,  operated 


by  oil  pressure  from  a  belt-driven  rotary  puinp,  at  a  pressure 
of  380  lbs.  per  square  inch.  It  serves,  by  means  of  mech- 
anical connections  to  a  cylinder  and  piston,  to  keep  the  tur- 
bine gates  at  the  proper  opening  to  supply  water  for  any 
load  which  may  be  applied  to  the  turbine,  and  to  keep  the 
speed  constant  at  all  loads  and  within  set  limits  under  load 
variations.  A  relay  valve  connection  from  the  fly  balls, 
controlled  through  dashpots  and  a  special  regulating  mech- 
anism, admits  and  discharges  oil  from  each  side  of  the  piston 
in  the  main  cylinder  as  required,  thus  adjusting  the  cylinder 
and  the  gates  as  the  load  changes. 

Foundations. — The  foundations  for  such  a  heavy  unit, 
which  weighs  nearly  400  tons,  are  necessarily  very  massive. 
The  generator,  situated  nearest  the  tailrace  end  of  the  power 
house,  is  carried  on  a  massive  arch,  38  ft.  span  and  semi- 
circular, rising  from  the  bottom  of  the  excavation  for  the 
discharge  water,  31  feet  below  the  level  of  the  power  house 
floor  and  running  20  feet  back  from  the  wall  of  the  building. 
The  remaining  37  ft.  width  of  the  building  is  taken  up  with 
the  various  pits  connected  with  the  turbine  inlets,  outlets 
and  drains.  The  excavation  runs  from  13  to  31  feet  below 
floor  level.  An  arch  10  ft.  in  diameter  allows  the  penstock 
to  enter  the  building  at  the  front  of  the  building. 

The  forms  and  centres  for  the  arches,  draft  tubes,  relief 
valve,  etc.,  entailed  much  special  work.  Those  for  the  curved 
draft  tubes  were  built  on  wooden  ribs  of  3-in.  planking 
spaced  about  2  ft.  apart  and  properly  braced  with  %-'m.  x  3-jn. 
poplar  strips  nailed  thereon  to  give  the  proper  form  to  the 
tube.  Openings  with  small  clearances  were  left  for  parts 
of  the  machinery  below  floor  level,  which,  after  being  placed 
and  secured  in  position  were  grouted  in  place  in  the  usual 
manner. 

Generator 

This  machine,  directly  coupled  to  the  turbine  described, 
was  built  and  installed  by  the  Canadian  General  Electric 
Company,  of  Peterborough  and  Toronto.  It  is  capable  of 
generating  9,375  kv.a.  at  357  r.p.m.  and  4,000  volts,  with  a 
continuous  overload  capacity  of  35  per  cent,  or,  50  per  cent, 
for  one  hour.  The  total  weight  of  the  machine  is  398,000 
lbs.,  and  the  revolving  field  weighs  153,000  lbs.  The  armature 
is  wound  in  two  separate  circuits  entirely  independent  of 
each  other,  each  connected  to  a  bank  of  air  blast  trans- 
formers. The  unit  is  of  the  horizontal  shaft  type;  the  shaft 
diameter  being  13  inches. 

The  tield  is  supplied  with  direct  current  from  exciters 

(Concluded  on  page  Kil) 
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The  Larger  Use  of  Reinforced  Concrete  in 

Sewer  Construction 

By  W.  W,  Horner* 


UP  to  1900  sewers  were  constructed  of  brick  and 
stone,  sometimes  accompanied  by  concrete 
backing  and  occasionally  of  plain  concrete. 
From  long  experience  with  these  materials, 
certain  typical  sections  had  been  developed  of  which 
the  circular  and  egg-shaped  brick  sewers  in  the  smaller 
sizes  were  more  common.  For  larger  sizes  some  form 
of  arch  with  a  generally  flat  invert  was  used.  In 
much  of  the  older  work  the  base  or  bottom  was  actu- 
ally a  timber  grillage,  and  contained  lumber  up  to 
12  X  30  in.  sticks.  In  the  later  construction  an  inverted 
arch  of  cut-stone  or  brick  on  a  concrete  bed,  was  sub- 
stituted for  the  timber.  Above  the  base  the  sewer 
consisted  of  heavy  sidewalls  or  abutments  and  a  semi- 
circular brick  or  stone  arch,  haunched  with  rubble 
masonry  and  later  with  concrete.  Occasionally  on 
projects  of  great  magnitude,  a  closer  study  of  the 
lines  of  pressure  resulted  in  modifications  of  this  type 
and  some  examples  of  elliptical,  catenary  and  parabolic 
arches  were  found.  It  appears  evident  that  most 
of  the  sewer  arches  in  that  period  were  not  the  result 
of  stress  analysis  but  were  proportioned  by  arbitrary 
rules  resulting  from  a  study  of  existing  structures. 

About  1900  reinforced  concrete  had  been  taken  up 
in  many  fields  of  construction  and  had  been  applied 
to  long-span  arches  and  the  advantages  of  its  use  in 
sewer  construction  were  soon  appreciated.  During 
the  next  five  years,  many  examples  of  concrete  sewers 
are  found,  although  with  a  few  exceptions  the  rein- 
forcement consisted  of  wire  mesh  or  expanded  metal 
and  there  was  an  evident  tendency  on  the  part  of  the 
majority  of  engineers  to  use  rather  heavy  sections 
similar  to  the  plain  rriasonry  types.  A  few  examples 
are  also  found  of  extremely  radical  designs  involving 
very  light  sections  heavily  reinforced-  These  two 
extremes  suggest  the  difference  between  the  sewer 
engineer  adapting  his  designs  to  reinforced  work  and 
the  concrete  expert  breaking  into  the  sewer  field.  In 
the  last  10  years,  all  of  these  ideas  have  been  through 
the  melting  pot,  and  we  are  beginning  to  find  certain 
standard  types  of  reinforced  concrete  sewers  used 
generally.  These  are  the  horseshoe  type  varving  in 
proportions  from  the  semi-circular  to  those  of  about 
equal  height  and  width,  and  the  elliptical  usually  con- 
structed as  a  five-centered  arch.  Of  exceptional  ad- 
vantage under  certain  conditions  the  box  or  slab  sec- 
tion is  often  employed,  but  under  average  conditions 
it  is  less  economical  than  the  other  types.  The  cir- 
cular sewer  is  difificult  to  construct  in  what  is  known 
as  '''monolithic"  work,  that  is.  if  built  in  place,  but  the 
circular  reinforced  concrete  pipe  developed  along  other 
lines  has  become  standard  construction  in  size  up  to 
about  8  ft.  It  is  unit  work  and  may  be  considered  as 
a  factory  product,  and  for  that  reason  a  much  more 
satisfactory  concrete  can  be  secured  through  its  tisc 
than  is  generally  obtained  in  monolithic  work. 

Cross-Sections. 

Tn  many  cases,  the  shape  of  the  sewer  will  he  con- 
trolled by  local  conditions.     Tn  wet  ground  the  invert 

♦Engineer  in  chargre  of  design,  sewers  and  paving,  St.  Louis,  Mo.,  before 
American  Concrete  Congress,  Cliicago, 


must  be  kept  as  high  as  possible  and  a  broad  shallow^ 
section  results.  For  such  cases  the  semi-circular 
shape  is  the  most  economical,  and  in  fact  is  about  the 
limit  of  distortion  in  that  direction,  as  computations 
show  that  little  further  decrease  in  height  can  be  ob- 
tained by  adopting  a  wider,  flat  segmental  arch.  For 
such  extremes  where  the  semi-circular  is  not  satisfac- 
tory, it  is  possible  to  design  a  box  section,  and  if  ne- 
cessary, a  :  multiple  box,  though  this  latter  should  al- 
ways be  compared  with  a  similar  multiplication  of 
normal  arches  before  being  adopted. 

Where  the  sewer  is  deep,  and  in  particular,  if  in 
rock,  there  is  usually  economy  in  making  the  heights 
of  the  section  greater  than  the  widths,  and  if  in  deep 
rock  cut,  it  is  possible  to  use  plain  concrete  sides  and 
a  flat  arch  abutting  on  the  rock. 

Under  average  conditions  the  most  economical  sec- 
tion is  undoubtedly  one  approaching  nearly  to  the 
circle,  that  is,  having  width  and  height  about  equal, 
but  on  account  of  the  difficulty  of  securing  satisfactory 
construction  with  a  semi-circular  invert,  a  segmental 
invert  (usually  a  45-  to  60-deg.  segment)  has  been 
common. 

Use  of  Arch  Sections 

For  loads  due  entirely  to  earth  pressure  and  for 
sewers  through  fully  developed  territory  where  the 
loading  can  be  definitely  determined,  arch  sections  of 
the  semi-elliptical  or  similar  types  can  undoubtedly 
be  used  to  advantage,  as  the  concrete  can  be  worked 
in  direct  compression  for  the  normal  load  and  rein- 
forcing put  in  to  allow  for  unusual  conditions.  But 
where  the  loads  cannot  be  predicted  with  reasonable 
accuracy  or  where  extreme  loads  of  opposite  character 
must  be  provided  for,  there  will  be  little  difference  be- 
tween the  semi-elliptical  and  semi-circular  sections  and 
there  is  undoubtedly  a  prejudice  in  favor  of  the  latter. 

The  great  advantage  of  the  reinforced  arch  for  use 
in  sewer  construction  lies  in  the  economy  in  material. 
Except  in  extreme  instances  where  the  box  or  slab 
construction  is  employed,  an  equally  satisfactory  sewer 
may  be  built  of  brick  and  mass  conci'ete,  but  in  large 
sizes,  8  ft.  or  over,  the  reinforced  concrete  sewer  re- 
quires only  from  60  to  80  per  cent,  as  much  masonry 
as  the  "gravity"  type.  Also  where  the  amount  of  con- 
crete per  foot  is  sufficient  to  warrant  an  efficient  plant 
the  unit  cost  of  the  concrete  should  be  somewhat  less 
than  that  of  good  brick  masonry.  In  addition  to  the 
saving  in  masonry,  there  is  usually  an  accompanying 
difference  in  excavation  and  in  deep  work  this  may  be 
a  material  consideration.  Finally  there  may  reason- 
ably be  a  difference  in  required  size  of  sewer  due  to 
the  greater  smoothness  of  good  concrete  work,  which 
amounts  to  between  5  and  10  per  cent,  reduction  in 
mean  diameter. 

It  has  been  the  writer's  experience  that  for  sewers 
up  to  about  8  ft.  in  diameter,  brick  work  is  probabl\- 
more  economical  than  concrete  and  that  for  larger 
sizes  the  reverse  is  true,  the  saving  in.  favor  of  con- 
crete increasing  with  the  size.  This  is,  of  course,  in 
the  light  of  local  conditions  and  might  be  modified  for 
other  cities.  The  comparison  is  based  on  work  in  the 
open  where  sufficient  ground  is  available  for  plant  and 
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material  storage,  and  tlie  statement  must  be  again 
modified  if  the  work  is  to  be  done  in  congested  dis- 
tricts. As  an  example,  it  was  recently  considered 
economical  to  build  a  14-ft-  sewer  of  brick  because  of 
its  location  through  a  solidly  l)uilt  up  residence  dis- 
trict of  the  city. 

There  can  be  no  question  that  reinforced  concrete 
is  the  natural  engineering  solution  for  the  problem  of 
large  sewers.  If  reasonably  designed  and  carefully 
constructed,  it  gives  the  best  and  cheapest  sewer.  In 
the  hands  of  a  designer  not  thoroughly  familiar  with 
the  conditions  surrounding  sewer  construction  and 
maintenance,  or  of  a  contractor  not  experienced  in 
reinforced  concrete  work,  it  is  likely  to  be  a  dangerous 
material  and  it  is  a  much  too  common  occurrence  that 
work  is  handled  under  just  these  conditions.  The  fact 
that  many  of  these  sewers  are  built  by  contractors 
whose  experience  has  been  with  massive  masonry,  has 
not  tended  to  add  to  the  safety  of  the  finished  work. 

While  some  of  the  old  sewer  engineers  have  built 
reinforced  sewers  that  would  be  reasonably  safe  and 
without  reinforcement,  there  are  many  examples  of 
exceptionally  thin  sections.  These,  the  writer  be- 
lieves, are  the  result  of  assumptions  that  concrete  can 
be  placed  in  a  sewer  ditch  with  the  same  success  as  in 
a  building  and  that  the  loading  can  be  accurately 
forecasted.  To  eradicate  this  idea  a  brief  description 
of  average  construction  conditions  ma}'  be  warranted. 

Construction 

There  is  no  class  of  work  in  which  so  many  difficul- 
ties surround  the  successful  placing  of  reinforced  con- 
crete as  in  sewer  work.  Sewers  are  usually  con- 
structed along  public  streets  or  alleys  at  considerable 
depth  below  the  ground,  or  if  in  shallow  excavation, 
are  likely  to  be  along  the  general  trend  of  some  water 
course  and  may  often  cross  and  re-cross  a  running- 
stream.  For  these  reasons,  the  excavation  is  usually 
difficult  and  the  sides  of  the  trench  hard  to  support. 
Probably  the  best  work  can  be  secured  in  the  open 
country,  where  the  sides  of  the  trench  can  be  sloped. 
In  this  case,  there  is  no  ci^oss  bracing  to  complicate  the 
form  work  and  outside  forms  can  be  used  and  removed. 
Where  the  sides  of  the  trench  must  be  vertical,  it  is 
necessary  to  put  in  horizontal  planking  and  cross  brac- 
ing as  the  excavation  proceeds,  and  it  is  economy  to  use 
as  little  lumber  as  possible  below  the  spring  line  of  the 
sewer,  as  such  lumber  is  necessarily  concreted  in  and 
lost.  For  the  same  reason,  outside  forms  are  not  cus- 
tomarily used  for  the  lower  portion  of  the  work. 

When  the  excavation  is  complete,  the  invert  is  con- 
creted. In  rock  or  in  dry  ground,  this  can  be  done 
efficiently  but  if  water  or  mud  is  present,  a  portion  of 
the  concrete  is  sure  to  be  unsatisfactory.  With  very 
bad  bottoms,  it  is  often  necessary  to  place  a  raft  of 
extra  concrete  and  allow  it  to  set  loefore  attempting  to 
place  reinforcement.  If  such  conditions  appear  pos- 
sible, good  practice  will  provide  for  this  work  in  both 
specifications  and  estimate  and  many  reasonably  pro- 
vide for  underdrains  to  relieve  the  new  concrete  of 
damage  from  water  flowing  from  the  trench  ahead. 
Unless  the  specifications  are  to  provide  that  the  work 
is  to  be  expensively  delayed,  it  should  be  noted  that 
there  will  be  quite  an  amount  of  working  over  and 
across  the  new  invert  while  the  concrete  is  setting  and 
exposed  bars  left  for  splicing  are  likely  to  be  bent  and 
jarred  ind  their  bond  value  in  the  invert  concrete  de- 
creased. Also  because  of  these  stub  bars,  it  is  usually 
impracticable  to  protect  that  portion  of  the  im  ert  from 


dirt  and  rubbish.  While  it  is  generally  the  custom  to 
leave  the  sides  of  the  invert  rough  to  furnish  a  bond 
with  the  arch,  it  is  an  open  question  whether  the  finish- 
ing of  this  concrete  smooth  is  not  the  lesser  evil,  as  it 
can  then  be  thoroughly  and  efficiently  cleaned  before 
additional  concrete  is  laid. 

Before  the  arch  forms  arc  set,  it  is  necessary  to  re- 
move cross  bracing  up  to  the  crown  level,  and  it  must 
be  replaced  with  verticals  bedded  in  the  new  invert 
and  cross-braced  above  the  crown.  Even  with  the 
most  careful  work,  this  will  produce  some  disturbance 
with  the  sides  of  the  trench  and  may  even  allow  a 
bulging  of  the  side  plank  enough  to  protrude  within 
the  neat  measurements  of  the  sewer.  To  widen  and 
rebrace  the  section  from  the  surface  down  may  be  ex- 
pensive and  hazardous  as  well  as  disorganizing,  and  the 
engineer  often  faces  the  problem  of  modifying  the  sec- 
tion instead.  The  writer  recalls  instances  where  the 
contractors  have  even  asked  permission  to  fill  the 
whole  trench  to  the  top  of  the  sewer  with  concrete  at 
their  own  expense,  rather  than  to  attempt  the  re-ex- 
cavation, and  the  construction  engineer  must  be  able 
to  decide  whether  the  deficiency  in  thickness  at  the 
sides  can  be  compensated  in  this  matter. 

Collapsible  steel  forms  are  usually  favored  for  the 
arch,  and  if  kept  well  cleaned  and  oiled  produce  the 
best  interior  surface,  but  well-made  wooden  centers 
carefully  planned  will  result  in  more  satisfactory  work. 
The  choice  will  usually  depend  on  the  contractor's  or- 
ganization and  schedule,  as  greater  progress  with  one 
outfit  can  be  secured  if  the  collapsible  forms  are  used. 

Under  the  conditions  prevalent  in  this  work,  the 
setting  and  holding  of  the  arch  reinforcement  in  ac- 
curate position  is  especially  difficult  and  the  import- 
ance of  accuracy  is  rarely  appreciated  by  foreman  and 
laborer.  When  properly  set,  the  rods  are  difficult  to 
hold  during  concreting,  as  it  is  often  necessary  for  the 
men  to  stand  on  the  reinforcing  while  spading  the  con- 
crete- The  cost  of  special  chairs  or  holders  for  the 
reinforcement  is  usuall}'  well  warranted. 

Breaks  Up  the  Aggregate 

The  placing  of  the  concrete  is  made  especially  diffi- 
cult because  of  the  double  mat  of  reinforcing  bars, 
which  tend  to  break  up  the  stream  of  concrete  and  to 
cause  a  separating  out  of  the  aggregate.  The  con- 
crete is  also  likely  to  be  lowered  in  quality  by  an  al- 
most unavoidable  leakage  of  water.  The  concrete  is 
also  contaminated  to  some  extent  by  earth  and  rub- 
bish knocked  from  the  surface  into  the  forms.  There 
occurs,  also,  even  in  the  best  regulated  work,  certain 
small  slips  of  earth  from  between  the  side  i)lanking, 
and  it  is  possible  that  portions  of  the  clay  or  loam  may 
be  churned  into  the  concrete  before  it  can  be  cleaned 
out  from  between  the  tangle  of  reinforcement 

In  view  of  the  unavoidable  construction  contingen- 
cies inherent  in  this  class  of  work,  the  writer  would  re- 
commend to  the  designer  the  following  prescription  : 

r. — Use  the  best  grade  of  concrete  and  considerable 
excess  of  mortar. 

2.  — Do  not  work  concrete  at  more  than  4^0  lbs., 
unless  the  construction  conditions  are  to  be  exception- 
ally favorable. 

3.  — The  concrete  cover  outside  of  the  steel  should 
be  at  least  2  ins. 

4.  — Use  a  minimum  thickness  of  concrete  of  about 
9  ins.  unless  the  work  is  close  to  the  surface,  or  is  to 
be  built  under  very  favorable  conditions,  and  increase 
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this  minimum  and  also  the  cover  over  the  steel  if  the 
conditions  are  likely  to  be  very  unfavorable- 

5.  — Specify  the  setting  of  the  reinforcement  with 
especially  designed  holders.  These  might  be  made  of 
cast  iron  and  left  in  the  concrete. 

6.  — If  there  is  any  p6ssibility  that  the  trench  will  be 
very  wet  or  mucky,  provide  for  a  sub-case  of  concrete 
and  provide  means  of  keeping  the  trench  work  away 
from  the  work,  if  possible. 

7.  — To  secure  a  concrete  that  will  How  into  place 
with  the  least  assistance,  a  specification  for  a  2^^  or  a 
3-minute  mix  should  be  seriously  considered,  as  might 
also  the  use  of  hydrated  lime.  This  would  naturally 
result  also  in  a  denser  and  more  waterproof  concrete 
and  might  be  a  very  considerable  factor  in  prolonging 
the  life  of  the  reinforcement. 

8.  — Provide  for  a  lining  of  vitrified  l)rick  for  the 
invert,  or  at  least  provide  an  excess  internal  area  to 
allow  for  such  a  lining  at  some  later  date.  This  is  of 
more  importance  in  maintenance  than  in  construction, 
as  under  average  conditions  it  is  easier  to  ol^tain  a 

^reasonably  smooth  invert  with  the  brick  than  to 
attempt  to  finish  the  concrete  itself. 

9- — Specify  cold  weather  methods.  Concrete  can 
be  placed  satisfactorily  and  economically  at  even  a 
zero  temperature,  if  proper  precautions  are  taken.  It 
should  be  noted,  however,  that  it  is  quite  easy  to  over- 
heat the  finished  concrete  and  to  drive  out  a  portion  of 
the  water. 

In  the  St.  Louis  work,  it  has  been  customary  to 
heat  the  water  by  turning  exhaust  steam  into  the  water 
tank  whenever  the  temperature  goes  below  40  degrees 
or  whenever  there  is  frost  in  the  materials.  In  colder 
weather,  steam  coils  are  used  in  the  said  storage  piles 
and  often  in  the  piles  of  coarse  aggregate.  It  is 
also  customary  in  freezing  weather  to  place  salamand- 
ers inside  the  arches  and  to  hang  tarpaulins  at  each 
end  of  the  unit  constructed.  The  top  of  the  sewer  has 
generally  been  protected  by  a  covering  of  tarpaulin 
or  plank,  on  top  of  which  manure  is  piled 

Loading 

The  loads  to  be  considered  are  first,  direct  weight 
of  the  earth  filling  ;  second,  horizontal  or  inclined  pres- 
sures induced  by  the  weight  of  this  filling  and  the  ad- 
joining earth  ;  third,  pressures  due  to  transmitted  sur- 
face loads. 

The  relative  values  of  these  pressures  will  depend 
on  the  depth  and  size  of  the  sewer  and  on  the  use  to 
which  the  ground  surface  may  be  put. 

Vertical  Load.s — It  is  always  safe  and  u.sually  re- 
asonable to  design  for  vertical  loads  equal  to  the  full 
weight  of  the  superimposed  earth.  Recent  investiga- 
tions of  small  sewers  and  pipes  have  shown  that,  due 
to  some  arching  action  of  the  earth  itself,  the  full  dead 
weight  is  not  always  applied  to  the  sewer.  The  al- 
lowable reduction,  however,  seems  to  be  of  little  im- 
portance until  the  depth  of  the  fill  is  at  least  e(|ual  to 
the  width  of  liic  trench  and  would  only  amount  to 
about  2.1  per  cent,  when  this  deptli  is  twice  the  width. 
'J"he  work  of  Marston  and  Anderson  indicates  that  for 
depths  of  10  to  l.S  times  the  width  only  30  to  40  per 
cent,  of  the  load  is  carried  by  the  sewer-  (-"or  a  sewer 
more  than  8  ft.  in  vvidtli,  the  depth  of  cov  er  w  ill  rarely 
exceed  twice  the  trench  width,  so  that  the  reductions 
are  hardly  worth  taking  into  account.  There  must 
also  be  reasonable  doubt  whether  the  gradual  settle- 
ment does  n(jt  linall)'  increase  the  weight  on  the 
sewers  considerably  above  tlic  values  given. 


Horizontal  Pressure. — There  is  so  much  doubt  as 
to  correct  values  of  horizontal  pressures,  even  for  a 
given  soil  condition,  and  the  pressures  will  vary  so 
greatly  in  the  dififerent  soils  that  the  designer  can 
only  attempt  to  make  a  safe  guess  at  the  correct 
amounts  to  be  used. 

According  to  Rankin's  theor}',  the  intensity  of  hori- 
zontal pressure  cannot  be  less  than  one-third  of  the 
intensity  of  vertical  pressure  for  a  particular  depth  and 
in  ordinary  clay  it  is  customary  to  consider  it  as  one- 
half  of  the  vertical.  For  saturated  ground,  the  earth 
will  approach  the  condition  of  a  fluid  and  the  horizon- 
tal and  vertical  pressures  would  be  equal. 

Surface  Loads. — Where  sewers  are  constructed  in 
city  streets,  the  heaviest  surface  load  would  be  the 
weight  of  a  road  roller,  and  this  might  be  taken  as  15 
tons  on  an  area  of  5  sq.  ft-,  at  the  surface,  distributed 
downward  along  an  angle  of  30  deg.  with  a  vertical. 
At  a  depth  of  10  ft.  this  would  approximately  be  equal 
to  200  lbs-  per  square  foot  on  an  area  of  11  x  15  ft.,  or 
roughly  equivalent  to  an  additional  2  ft.  of  fill.  If 
there  are  railroads  crossing  the  line  of  the  sewer,  or 
if  it  seems  at  all  possible  that  such  roads  be  built,  the 
sewer  should  be  designed  for  locomotive  loading  in 
the  same  way.  A  fair  value  for  this  loading  would 
be  80  tons  on  an  area  of  10  x  20  ft.  at  the  surface.  Dis- 
tributed as  above,  this  would  be  equivalent  to  about 
300  lbs.,  per  square  foot  over  an  area  of  20  x  30  ft.,  at 
a  10-ft.  depth  and  would  give  the  same  pressure  as  3  ft. 
of  additional  fill. 

For  very  light  covers,  these  values  would,  of  course, 
be  increased,  and  it  might  even  be  reasonable  to  pro- 
\ide  for  impact,  but  for  depths  of  cover  for  6  ft.,  or 
more,  it  is  usually  satisfactory  to  treat  such  loads  as 
additional  weight  of  earth  and  allow  them  to  increase 
l)oth  the  vertical  and  the  horizontal  pressures.  Allow- 
ance for  foundations  and  for  piles  of  material  may  be 
handled  in  the  same  manner. 

Combination  of  Loading. — For  final  conditions, 
that  is,  after  the  backfill  has  reached  a  state  of  settled 
equilibrium,  the  sewer  will  be  subject  to  a  direct  com- 
Innation  of  horizontal  and  vertical  pressures-  It 
should  be  noted  that  the  greatest  bending  moments  in 
the  arch  will  be  due  to  vertical  loads  alone.  Hori- 
zontal pressures  usually  induce  moments  of  the  op- 
posite kind.  The  combination  of  vertical  and  hori- 
zontal pressures,  therefore,  while  increasing  the  direct 
normal  compression  in  the  arch,  will  give  smaller 
bending  moments  than  those  from  the  vertical  loads. 
While  the  stress  in  the  arch  may  finally  reach  the 
\  alues  derived  from  a  proper  combination  of  the  two 
classes  of  forces,  yet  it  is  quite  common  for  the  sewer 
to  be  subject  only  to  pressure  of  one  kind  during  the 
construction  period.  Examples  of  this  are  as  fol- 
lows : 

fa)  A  trench  is  excavated  through  hard  clay 
w  hich  requires  little  bracing  and  will  stand  vertically 
for  some  time.  The  trench  is  backfilled  with  the 
same  material.  Then  the  full  weight  of  the  1)ackfill 
may  act  vertically  on  the  arch  for  some  time  before  the 
sides  of  the  trench  finalh'  slij)  and  add  also  a  horizontal 
l)ressure. 

(]))  In  the  example  above,  the  sides  of  the  trench 
may  sli])  in  against  the  sewer  before  the  backfill  is 
placed,  ])ro(lucing  heavy  horizontal  ])rcssiu-e  and  bend- 
ing moments  of  reverse  character. 

(c)  A  trench  through  soft  ground  is  held  b'y  sheet 
piling.  When  this  j)iling  is  ])ullcd  there  may  be  an 
api)reciablc  time  before  the  earth  at  the  sides  closes  in 
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and  fills  the  void  left  by  the  piling-.  During  this  time 
the  vertical  loads  only  will  act. 

(d)  In  the  above  example,  if  the  sheet  piling  is 
drawn  before  the  backfilling  is  started,  the  earth  at  the 
sides  may  cave  in  and  produce  horizontal  pressure 
with  very  little  vertical  load. 

Loads  of  these  kinds  will  only  occur  while  the  arcli 
is  new,  possibly  before  the  concrete  has  attained  more 
than  half  of  its  normal  strength.  If  the  design  con- 
tains a  factor  of  safety  of  four  for  combination  of  pres- 
sures, and  the  concrete  is  only  10  or  15  days  old,  the 
arch  would  be  about  on  the  ]>oint  of  failure  for  vertical 
loads- 
It  would  seem,  therefore,  that  the  design  slujuld 
provide  for  vertical  loads  alone,  or  at  least  in  combina- 
tion with  a  very  small  horizontal  jjressure  on  the  arch 
only  (not  against  vertical  side  walls.)  This  loading 
will  be  critical  and  from  it  the  dimensions  of  the  con- 
crete and  one  set  of  reinforcements  will  be  determined. 
The  arch  so  determined  should  then  be  designed  for 
horizontal  pressure  in  combination  with  as  little  verti- 
cal loads  as  may  seem  possible.  From  this  the  re- 
verse reinforcement  may  be  calculated.  Mnally  it  is 
of  interest  to  compute  the  stresses  under  normal  com- 
bination of  the  two- 


Three  Fine  New  Schools  for  Municipality 
of  Kildonan,  Man. 

Three  large  schools  have  recently  been  erected  by 
the  Sutherland  Construction  Company  for  the  Munici- 
pality of  East  Kildonan,  a  suburb  of  Winnipeg'.  Each 
of  these  schools  is  of  the  same  design  and  practically 
the  same  size.  \\  e  illustrate  one  Iierew  ith — the  Lord 
Kitchener  School. 

These  three  schools  are  thoroughly  modern  and  arc 
of  absolutely  fireproof  construction.    They  eacli  liax  c 


a  stone  and  concrete  foundation.  The  outside  finish 
is  Fort  William  pressed  brick,  backed  with  hollow 
load  bearing-  tile,  the  division  walls  being-  of  the  same 
tile,  which  material  was  supplied  by  the  Dominion 
Fireproofing-  Company,  Winnipeg.  These  tiles  are 
made  in  Medicine  liat,  Alta.  All  windows  through- 
out these  building's  are  steel  sash. 

Each  school  is  two  stories  and  basement  high  and 
cf)st  approximately  $50,000.  The  basements,  which 
are  11  feet  high,  are  used  as  playgrounds.  The  total 
lieight  of  the  schools  is  52  feet.  The  interior  finish  is 
oak,  and  the  floors  in  the  corridors  are  of  mastic 
asphalt.  All  floors  in  classrooms  are  reinforced  con- 
crete covered  with  maple  flooring.  The  roofs  of  all 
three  schools  are  sheet  metal-  Tiie  buildings  are 
steam  heated  and  electric  lighted. 

The  electric  light  contracts  on  the  three  schools 
were  let  to  Scorer  Bros.,  Winnipeg.  The  plumbing 
and  heating'  on  two  schools  were  let  to  Gates  &  .Sons, 
while  on  the  third  school  this  contract  was  let  to  J. 
Thompson.  The  painting-  contracts  were  let  to  Robert 
Crawford,  while  Brown  &  Rutherford  supplied  all  the 
interior  finish.  The  Alsip  Brick  and  Tile  Company  sup- 
plied all  the  common  brick  used  in  these  schools.  The 
Winnipeg  Steel  Granary  and  Culvert  Company  sup- 
])lied  the  sheet  metal  and  calimini  doors  in  corridors 
The  stone  used  was  supplied  by  Gillies  &  Son.  The 
mastic  asphalt  in  the  corridors  was  put  in  by  the  Can- 
adian Johns-Manville  Company,  and  the  ornamental 
iron  work  and  stairs  were  supplied  by  the  Vulcan  Iron 
Works,  \A"innipeg-.  All  these  firms  except  the  one 
supplying'  the  pressed  brick  belong  to  Winnipeg'.  J. 
D.  Atcheson  &  Co.  were  the  architects  for  the  three 
schools- 


Mr.  John  E.  Russell,  307  Logan  Avenue,  has  been  ap- 
pointed Toronto  representative  of  the  Union  Cement  Coni- 
l)any.  Limited,  of  Owen  Sound,  Ont. 


/4 


Lord  Kitchener  School,  East  Kildonan,  Man. 
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A  Gyratory  Foundry  Riddle 

The  cost  of  labor  is  the  largest  item  in  the  making 
of  castings,  and  the  device  described  herewith  materi- 
ally reduces  this  cost.  This  device  is  a  new  and 
unique  foundry  riddle  of  the  gyratory  type.  The  mo- 
tion of  the  riddle  is  obtJiined  by  the  inertia  effect  of  an 
unbalanced  flywheel  which  causes  every  part  to  gyraie. 
This  motion  is  unusually  well  adapted  for  sifting  sand, 
since- a  lot  of  the  energy  is  not  wasted  in  throwing  it 
against  the  ends  of  the  compartment,  as  is  done  in  a 
reciprocating  type.  Each  particle  of  sand  travels 
around  in  a  circle,  so  that  the  small  particles  reach 
the  sieve  in  the  shortest  possible  time  and  the  sifting 
takes  place  with  great  rapidity.  The  outfit  complete 
weighs  only  about  90  pounds  and  so  can  be  easily 
moved  from  place  to  place  as  it  is  needed.  The  riddle 
is  particularly  useful  suspended  from  a  trolley  run- 
ning on  a  cable  stretched  parallel  with  the  line  of 
moulders  in  the  foundry.  Owing  to  its  design  there 
are  no  obstructions  in  the  way  of  a  shovel,  and,  l:)eing 


supported  from  above,  a  wheell:)arr(  i\v  can  be  run  under 
the  riddle  for  receiving  the  sand. 

The  riddle  is  operated  l)y  a  Westinghouse  totally 
enclosed  1/6  h.p.,  vertical  motor,  made  especially  for 
the  Great  Western  Manufacturing  Company,  of  Lea- 
venworth, Kansas,  who  manufacture  the  outfit.  As 
the  total  power  is  obtained  from  the  unbalanced  efi^ect 
of  the  flywheel  the  horse-i)ower  to  drive  the  riddle  is 
very  low  and  a  cord  and  plug  fitting  any  lamp  socket 
is  furnished  with  the  motor  so  that  no  special  wiring 
is  necessary  for  the  installation  of  this  machine.  The 
motor  has  a  ball  thrust  bearing,  and  a  total  of  only 
threfe  bearings  are  used  in  the  drive,  all  of  which  are 
dust  proof.  'J'he  sieve  is  20  inches  in  diameter,  and 
with  this  size  the  riddle  will  do  the  work  of  ten  men 
sifting  sand  by  hand.  In  fact,  the  siftijig  is  done  so 
quickly  that  it  will  riddle  faster  than  one  man  can 
shovel  in  the  sand.    As  the  sieve  does  not  have  to  be 


connected  to  the  motor  by  connecting  rods,  etc.,  it 
can  be  easily  and  quickly  removed  from  the  clamping 
device  for  dumping.  The  machine  mixes  as  well  as 
sifts,  so  that  one  turning  of  the  sand  is  eliminated,  and 
not  only  the  time  of  making  the  mold  is  reduced,  but 
a  better  mold  is  insured  after  drawing  the  pattern. 


Conference  on  Road  Construction 

(Continued  from  page  152) 

ing  the  superintendents  in  their  work.  Mr.  Hogarth 
replied  on  behalf  of  the  engineers,  expressing  their 
appreciation  of  the  way  the  superintendents  entered 
into  the  discussion  of  their  various  papers,  and  the 
interest  shown.  Their  aim  had  been  to  make  the 
conference  as  practical  and  useful  as  possible,  and 
from  the  interest  displayed  it  was  evident  they  had 
to  some  extent  succeeded. 

Mr.  Huber,  member  of  the  Department's  staff, 
spoke  on  the  tremendous  importance  of  having  the 
records  accurately  and  clearly  made  out,  and  asked  the 
engineers  to  co-operate  with  them  in  this  respect. 

Mr.  McLean  Is  Appreciated 

On  Friday  morning.  Major  Sheppard,  Mr.  Talbot, 
Mr.  Wilson,  and  Mr.  McClure,  on  behalf  of  the  road 
superintendents,  presented  Mr.  McLean  with  a  gold- 
headed  cane,  suitably  carved,  to  commemorate  the 
event  and  in  appreciation  of  his  services  to  the  county 
road  superintendents  in  assisting  them  in  their  work; 
also  as  extending  to  him  their  hearty  congratulations 
on  the  appreciation  of  his  merits  by  the  Government 
indicated  in  his  appointment  as  Deputy  Minister  to 
the  new  Highwavs  Branch  of  the  Department  of 
W^orks. 


Toronto  Section  C.  S.  C.  E. 

(Continued  from  page  142) 

(lam,  which  is  the  best  and  largest  example  of  hydrau- 
lic fill  construction  in  Canada,  is  99  feet  in  height,  950 
feet  in  length  exclusive  of  spillway.  The  storage  ob- 
tained by  1:)uilding  this  dam  amounts  to  180,500  acre 
feet,  or  7,873  million  cubic  feet.  The  lecturer  de- 
cribed  in  detail  the  hydraulic  sluicing  operations  in 
which  4  inch  and  5  inch  monitors  were  employed  with 
a  nozzle  pressure  of  80  lbs.  per  square  inch.  Of  the 
550,000  cubic  yards  of  material  in  the  dam,  427,000 
cubic  yards  was  placed  in  position  by  sluicing,  the 
remainder — consisting  of  heavy  rock  toes — being 
placed  by  electrically  operated  cableways-  A  de- 
scription was  also  given  of  the  intake  works  for  the 
supply  of  water  to  New  Westminster,  and  some  in- 
teresting data  regarding-  the  rainfall  in  this  part  of 
liritish  Columbia  which  has  varied  at  Coquitlam  be- 
tween the  extremes  of  132  inches  and  190  inches,  the 
average  being  153  inches  per  annum. 

At  the  conclusion  of  the  paper  an  interesting  dis- 
cussion took  place  and  many  questions  were  asked  the 
lecturer,  after  which  a  hearty  vote  of  thanks  was 
tendered  Mr.  Conway  for  his  very  interesting  and  in- 
structive address. 


invitations  ha\e  been  sent  to  the  governors  of  the 
several  states  of  the  Union  and  to  the  lieutenant-gov- 
ernors of  the  provinces  of  Canada,  with  the  request 
that  they  attend  and  appoint  delegates  to  the  Thir- 
teenth Annual  Convention  of  the  American  Road 
lUiildcrs'  .^ssociation,  to  be  held  in  Pittsburgh,  I'a., 
during  the  week  beginning  February  28th. 
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Branch  Managers'  Convention  Great  Success 

The  last  week  in  January  was  a  notable  one  for  the 
Trussed  Concrete  Steel  Company,  as  it  marked  the 
first  annual  convention  of  the  branch  managers  held 
at  their  main  plant  at  Youngstown,  Ohio.  Men 
gathered  from  every  section  of  the  country  to  co- 
operate in  formulating  improved  methods  which 
would  render  greatest  service  to  their  clients.  Not 
only  every  section  of  the  country  was  represented, 
but  representatives  were  present  from  far  distant 
countries,  including  Japan,  Hawaii,  South  America 
and  Porto  Rico.  Fully  one  hundred  men  were  in 
attendance. 


Calgary  Branch  C.  S.  C.  E. 

The  Calgary  Branch  of  the  Canadian  Society  of 
Civil  Engineers  held  its  first  dinner  of  the  season  at 
the  Alexandra  Hotel  on  January  13th.  A.  G.  Graves, 
Commissioner,  City  of  Calgary,  gave  a  very  interesting- 
address  on  the  "Administration  of  Public  Utilities" 
and  showed  that  Calgary's  public  utilities  compared 
favorably  in  service  and  cost  to  the  public  with  other 
cities  in  the  Dominion  and  elsewhere.  His  Worship 
Mayor  Costello  and  Commissioner  J-  H.  Garden  were 
also  guests  of  the  Branch.  ...  Mr.  S.  G.  Porter  is  secre- 
tary-treasurer of  the  Calgary  branch. 


National  Iron  Works  get  Contracts 

The  National  Iron  Works,  Limited,  of  Toronto, 
have  been  awarded  a  very  considerable  contract  by 
the  city  of  Ottawa.  This  contract  consists  in  the 
supply  of  18-in.,  20-in.,  24-in.,  30-in.  and  36-in.  cast 
iron  water-pipe,  aggregating  some  four  thousand  tons. 
'J'his  contract  is  in  connection  with  the  city  of  Ot- 
tawa's new  water  system,  and  delivery  will  have  to  be 
made  during  the  spring  and  summer  of  1016.  Mr. 
R.  L.  Haycock  is  waterworks  engineer  of  the  city  of 
Ottawa,  and  has  charge  of  the  designing  and  construc- 
tion of  the  new  system. 

Mr,  Mack  Lectures  on  "Condulets" 

At  a  meeting  of  the  Toronto  Branch  of  the  Ontario 
Electrical  Contractors'  Association,  held  in  the  association 
rooms  on  Wednesday  evening,  February  3,  Mr.  Ed.  Mack, 
of  the  Crouse-Hinds  Company  of  Canada  delivered  an  ad- 
dress on  his  company's  products.  Mr.  Mack  illustrated  his 
remarks  from  the  very  complete  catalogues  published  by 
his  company  and  also  from  an  extensive  line  of  samples  of 
the  Crouse-Hinds  condulets.  He  described  in  detail  the  pro- 
cess of  manufacture,  pointing  out  the  care  taken  at  every 
stage  in  order  to  insure  perfect  workmanship  so  as  to  avoid 
difficulties  when  the  material  reaches  the  job.  He  also  fully 
explained  the  original  system  of  catalogue  numbers  adopted 
by  his  company,  whereby  a  numeral  is  selected  for  each 
size  from  J4  in.  to  6  in.,  pointing  out  where  this  system 
ivorked  to  good  advantage  when  ordering  condulets  with  a 
iimltiple  of  outlets,  such  as  T  or  X.  Mr.  Mack  also  pointed 
out  that  in  view  of  the  fact  that  they  carried  at  all  times 
three  separate  and  distinct  stocks— two  at  different  stages 
of  manufacture  and  one  of  the  completed  article — they  were 
in  a  position  to  fill  any  order  from  either  of  these  stocks, 
stating  that  if  the  fittings  required  were  not  found  in  their 
completed  stock  it  would  only  take  a  few  hours  to  finish 
from  the  rough  state  and  make  delivery.  Mr.  Mack  also 
explained  that  the  keynote  of  his  company's  policy  was  "Ser- 
vice to  the  Trade,"  and  they  stood  at  all  times  ready  to  make 
delivery  of  any  special  fittings  or  special  drilling  of  fittings 
or  covers  to  meet  any  particular  requirement. 


Mr.  Mack's  address  occupied  about  an  hour  and  a  half 
and  was  followed  by  the  members  with  keen  interest.  Ar- 
rangements were  made  for  a  party  to  visit  the  Crouse-Hinds 
factory,  at  some  date  in  the  future,  where,  as  Mr.  Mack  stated, 
they  would  be  shown  every  step  in  the  manufacturing  process. 


The  Kaministiquia  Power  Co. 

(Continued  from  page  155) 
which  were  already  installed,  at  110  volts,  and  is  regulated, 
for  constant  voltage  at  terminus  of  transmission  lines,  by 
means  of  a  Tirrill  regulator  in  the  exciter  circuit.  The  trans- 
formers are  of  the  air  blast  type  and  consist  of  three  single 
phase  units  installed  over  an  air  chamber,  each  of  1,475  kw. 
capacity.  Interconnected  between  generator  and  transform- 
ers are  selector  switches,  with  connections  to  a  common 
4,000  volt  busbar,  which  enables  the  generator  to  supply  cur- 
rent to  other  banks  of  transformers  in  case  of  trouble. 
Switchboard 

The  usual  recording,  indicating,  and  switching  apparatus 
is  installed  in  the  generator  circuits,  being  connected  to  the 
switchboard  through  current  and  potential  transformers  to 
eliminate  high  voltage  on  the  switchboard.  An  ammeter 
is  installed  in  one  phase  of  each  bank  of  three  high  tension 
transformers,  to  indicate  the  proper  equalized  loads  upon 
each.  The  switching  apparatus  is  installed  in  reinforced  con- 
crete compartment,  with  switches  in  front  and  current  trans- 
formers and  wiring  at  the  back;  the  latter,  for  all  high  ten- 
sion work  at  25,000  volts,  is  bare  No.  4-0  copper  on  porcelain 
insulators.  Over-load,  time  limit  relays  guard  the  transform- 
ers and  generator  against  excessive  short  circuits.  A  motor 
controlled  generator  rheostat  adjusts  the  field,  with  a  control 
switch  on  the  generator  panel. 

In  view  of  the  fluctuating  voltage  of  the  exciter 
circuit,  due  to  operation  of  the  Tirrill  regulator,  a 
small  80  amp.  hour  battery  has  been  installed  to  connect  to 
the  control  circuit  of  the  switchboard  and  provide  a  few  lights 
in  the  power  house  in  case  of  short  circuits  or  other  trouble 
cutting  the  generator  and  exciter  supply  down.  This  is 
charged  from  a  small  motor  generator  set  with  a  panel  near 
the  main  switchboard,  so  that  the  usual  attendant  may  oper- 
ate it.  The  same  set  also  serves  to  charge  the  battery  situ- 
ated at  the  forebay,  through  a  special  overhead  line.  Push 
liuttons  and  indicating  devices  on  one  panel  of  the  switch- 
board indicate  the  position  of  the  butterfly  gates  at  the 
foreliay  and  control  the  closing  of  each  gate.  The  power 
house  lighting,  which  previously  had  been  from  unshaded 
carbon  lamps  in  lines  along  the  walls,  was  changed  to  ceil- 
ing tungsten  lights  with  concentrating  reflectors,  with  six 
150  watt  tungsten  units  in  a  space  28  ft.  x  50  ft.;  this  gives 
a  more  even  distribution  of  light  and,  although  at  a  height 
from  the  floor  of  32  ft.,  gives  sufificient  light  for  all  ordinary 
work. 

Staff 

The  entire  work  was  carried  out  under  the  direction  of 
Messrs.  R.  S.  Kelsch,  of  Montreal,  Consulting  Engineer  to 
the  company,  and  W.  L.  Bird,  manager.  Mr.  Geo.  Lewis 
was  construction  superintendent  for  all  concrete  work.  The 
writer  was  responsible  for  all  preliminary  engineering  data 
on  aqueduct,  penstock,  generator  foundations,  etc.,  and  for 
designs  for  aqueduct  forms,  forebay  battery  house,  valve 
house  and  workshop  and  details  of  all  small  work,  with  in- 
spection of  electrical  equipment  and  hydraulic  work. 


Montreal  Tramways  Company,  Montreal,  have  awarded 
a  contract  for  the  first  unit  of  their  announced  addition  to 
their  steam-generating  plant.  This  will  be  a  steam-driven 
turbo  generator  of  a  capacity  of  15,6.'!0  kv.a.,  considerably 
the  largest  ever  installed  in  Canada.  It  will  be  60-cycle,  three- 
phase,  1800-r.p.m.,  and  generate  at  5600  volts.  This  unit  is 
being  supplied  by  the  Canadian  General  Electric. 
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60,000  Kw.  Units  Contemplated 

President  E.  M.  Herr  of  the  VVestmghouse  Electric  & 
Mfg.  Company,  in  a  recent  address  before  the  Railway  Club 
of  Pittsburgh,  said,  "Due  largely  to  the  wonderful  develop- 
ment in  the  steam  turbine  and  its  direct-connected  electric 
generator,  and  the  remarkably  flexible,  efficient  and  easy 
distribution  of  electricity;  we  are  on  the  eve  of  notable 
advances  in  the  utilization  of  electric  power. 

"First— the  modern  steam  turbo-generator  makes  it 
possible  to  concentrate  enormous  amounts  of  power  gen- 
eration in  one  place. 

"Second — this  makes  possible  and  advantageous  very 
large  individual  generating  units.  The  growth  in  the  capa- 
city of  generators  has  really  been  enormous,  made  possible 
by  the  steam  turbine. 

"Third — Electricity  can  be  transmitted  long  distances 
in  large  or  small  quantities  and  its  characteristics  changed 
at  will  all  with  small  losses  and  at  comparatively  low  cost." 

The  speaker  then  proceeded  to  trace  the  development 
of  large  generating  units  as  exemplified  by  certain  notable 
installations  of  central  stations,  industrial,  and  railway 
plants,  and  then  discussed  the  effect  of  the  concentration  of 
such  a  large  amount  of  power  in  one  station.  Mr.  Herr 
said  the  building  of  units  as  large  as  50,000  iind  60,000  kw., 
was  contemplated. 


New  Electric  Railway  in  Three  Rivers 

With  a  fair  amount  of  ceremony,  the  Three  Rivers 
Traction  Company,  a  subsidiary  of  the  Shawinigan  Water 
and  Power  Company,  on  December  11  inaugurated  their 
electric  tramway  service.  The  line,  of  single  track,  is 
about  three  miles  long,  and  runs  in  the  form  of  a  circle 
around  the  city,  starting  at  the  Canadian  Pacific  Railway 
station,  taking  in  the  residential  district,  along  the  river 
front,  and  returning  to  the  station  via  the  chief  business 
thoroughfare.  It  has  been  decided  to  extend  the  system  by 
building  a  line  to  Cap  Madeleine,  (a  popular  pilgrimage 
centre),  which  will  also  connect  the  Wayagamack  pulp  and 
paper  plant  and  other  industries  with  Three  Rivers.  Power 
is  supplied  by  the  North  Shore  Power  Company,  two  Can- 
adian Westinghouse  250  k.v.a.  550v.  d.  c.  motor-generator  sets 
having  been  installed  for  the  purpose  of  the  line.  The  poles 
are  of  steel  in  the  residential  ar^d  business  sections  and  of 
wood  in  other  districts.  A  car  barn  to  hold  ten  cars,  with 
repair  shop,  has  been  constructed.  The  six  cars,  manu- 
factured by  the  Ottawa  Car  Manufacturing  Company,  are 
of  the  pay-as-you-enter  type,  each  car  being  in  charge  of 
one  man  only  who  acts  as  motorman  and  also  regulates  the 
entrance  and  exit  of  the  passengers.  At  the  inauguration, 
speeches  were  made  by  the  Hon.  J.  A.  Tessier,  the  Mayor  of 
the  city  and  Minister  of  Roads  for  Quebec;  Mr.  Julian  C. 
Smith,  the  vice-president  of  the  company;  Mr.  W.  S.  Soper, 
of  the  Ottawa  Car  Manufacturing  Company;  Hon.  Jacques 
Bureau,  and  others. 


Trade  Publications 

Pumps — bulletin  108A,  by  the  Wheeler  Condenser  and 
Engineering  Company,  Carteret,  N.  J.,  describing  centrifugal 
pumps,  single  stage,  double  suction,  up  to  300-ft.  head. 

10.3.  Steel  tubes. — .\  Birmingham  firm  is  open  to  purchase 
close-joint  steel  tubes  for  bedsteads  or  electric  conduit  work. 
Prices  should  include  delivery  Bristol  or  Liverpool,  the 
former  preferred.  Samples  may  be  inspected  at  the  Depart- 
ment of  Trade  and  Commerce,  Ottawa. 

Brownhoist — catalogue  D,  1916,  by  the  Brown  Hoisting 
Machinery  Company,  Cleveland,  Ohio,  describing,  with  com- 
plete illustrations,  tramrail  systems,  trolleys  and  electric 
hoists  for  handling  all  kinds  of  material,  as  manufactured 
by  this  company. 


Dams  and  Weirs— by  W.  G.  Bligh,  Inspecting  Engineer 
of  Irrigation  Works,  Department  of  Interior,  Canada.  Am- 
erican Technical  Society,  Chicago,  publishers.  An  analytical, 
practical  treatise  on  gravity  dams  and  weirs,  arch  and  but- 
tress dams,  submerged  weirs  and  barrages.  The  scope  of 
this  work  may  be  judged  from  the  following  chapter  head- 
ings: Gravity  dams;  Design  of  dams;  Unusually  high  dams; 
Notable  existing  dams;  Special  foundations;  Gravity  overfall 
dams  or  weirs;  Arched  dams;  Multiple  arch  or  hollow  arch 
buttress  dams;  Hollow  slab  buttress  dams;  Submerged  weirs 
founded  on  sand;  Open  dams  or  barrages.  Size,  approxi- 
mately 514  by        inches;  306  pages;  well  illustrated. 


Personal 

Mr.  Paul  F.  Sise,  vice-president  and  general  manager  of 
the  Northern  Electric  Company,  has  been  appointed  adjutant 
of  the  148th,  a  battalion  organized  in  Montreal  by  Lieut. - 
Col.  Magee  for  overseas  service.  Mr.  Sise  was  formerly 
captain  in  the  Victoria  Rifles,  and  when  the  war  broke  out 
joined  the  Canadian  Officers'  Training  Corps,  which  is  affili- 


Capt.  P.  F.  Sise 

ated  with  McGill  University.  Later,  when  the  McGill  Aux- 
iliary Battalion  was  formed,  Capt.  Sise  was  in  command  of 
"D"  Company,  and  afterwards  of  "A"  Company,  McGill  Con- 
tingent, Canadian  Officers'  Training  Corps.  Considering  the 
important  executive  position  held  by  Capt.  Sise,  to  say  no- 
thing of  the  responsibilities  which  such  a  position  entails,  it 
is  impossible  to  underestimate  the  effect  such  a  splendid 
example  will  have  on  his  fellow  Canadians.  It  typifies  the 
calibre  of  the  man  and  the  loyal  motives  which  are  inducing 
our  best  citizens  to  answer  the  call  of  their  country,  and 
gives  us  certain  confidence  in  the  ultimate  outcome  of  this 
great  struggle. 

Capt.  Sise  is  only  36  years  old.  He  was  educated  at 
Bishop's  College  School,  Lennoxville,  and  at  McGill  Uni- 
versity, from  which  he  graduated  with  B.Sc.  degree.  He 
was  one  of  the  organizers  of  the  University  Club,  Montreal, 
and  is  also  a  member  of  St.  James  Clui)  and  a  Governor  of 
the  Western  Hospital. 


Mr.  S.  V.  Kendall,  Managing  Director  of  Wm.  Cowlin 
&  Sons,  Limited,  general  contractors,  Toronto,  has  recently 
returned  from  England. 


Mr.  C.  H.  Rust,  city  engineer  of  \'ictoria,  B.  C,  read 
a  very  interesting  paper  on  the  Sooke  Lake  Water-works 
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at  the  annual  meeting  of  the  Seattle  branch  of  the  American 
Society  of  Civil  Engineers  held  on  January  31. 


Mr.  S.  C  Wilcox,  a  former  civil  engineer  with  the 
C.  P.  K.  at  Kenora,  Ont.,  and  also  at  Winnipeg,  has  received 
a  commission  as  Lieutenant  in  the  100th  Battalion  now  in 
training  at  Winnipeg. 


Obituary 

Urgel  Pauze,  president  of  the  Pauze  &  Fils  Company, 
Limited,  contractors,  Montreal,  is  dead. 

The  death  occurred  on  February  4th  of  Mr.  Donald  A. 
Munro,  of  Wolfville,  N.  S.,  at  the  age  of  86.  Mr.  Munro  was 
a  prominent  business  man  in  the  town.  He  carried  on  the 
business  of  carriage  making  for  some  years,  finally  taking 
up  contracting  and  building  and  mill  work. 

A  pioneer  railroad  builder  of  the  West  died  recently  in 
the  person  of  Mr.  N.  P.  Anderson.  Mr.  Anderson,  who  was 
a  native  of  Sweden,  came  to  Canada  thirty-five  years  ago, 
and  for  twenty-nine  years  held  responsible  positions  with 
the  C.  P.  R.  He  was  engaged  on  the  construction  of  the 
C.  P.  R.  through  the  mountains,  and  lived  for  many  years  at 
Kevelstoke.  B.  C. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Jos.  Denis  Company,  contractors,  Montreal,  Que., 
have  registered. 

The  Advance  Engineering  Company,  Limited,  Toronto, 
have  secured  a  charter. 

A  charter  has  been  granted  to  the  Canadian  Rock  ]3rill 
Company,  Limited,  Toronto. 

The  Delorimier  Architectural  Steel  and  Iron  Works, 
Montreal,  Que.,  have  registered. 

Hamilton  is  erecting  a  nurses'  home  in  connection  with 
the  Mountain  Hospital  at  a  cost  of  $30,000. 

Forty-five  building  permits,  of  a  value  of  .|60,.590,  were 
taken  out  in  Medicine  Hat,  Alta.,  during  1915. 

Engineering  and  Construction  Company,  Limited  (Laur- 
in  &  Leitch),  Montreal,  Que.,  have  registered. 

A  contract  for  a  fuse  factory  has  been  let  to  the  Atlas 
Construction  Company,  Montreal.  The  steel  will  be  sup- 
plied by  the  Dominion  Bridge  Company. 

Mr.  G.  B.  Mitchell,  C.  E.  and  general  contractor,  has 
removed  from  the  Jacobs  Building,  St.  Catherine  Street 
West,  to  509-10  New  Birks  Building,  Montreal. 

The  value  of  the  building  permits  issued  by  the  city  of 
St.  Catharines  in  January,  1916,  is  about  three  and  a  half 
times  the  value  of  those  issued  in  January,  1915. 

According  to  a  reported  newspaper  interview  with  Mr. 
Grant  Hall,  of  the  Canadian  Pacific  Railway  Company,  the 
Rogers  Pass  Tunnel  will  not  be  electrically  operated  at 
present. 

During  the  month  of  January,  1916,  the  city  of  Mont- 
real issued  44  building  permits,  of  a  value  of  $174,160.  In 
the  same  month  of  last  year  73  permits,  of  a  value  of  $303,361, 
were  issued. 

.\  company  known  as  the  Pembroke  Iron  Works,  Lim- 
ited, has  been  formed,  with  head  office  at  Pembroke,  Ont., 
and  a  capital  of  $100,000.  The  provisional  directors  are  J.  F. 
Munro,  P.  White,  and  T.  Pink. 


\l  the  request  of  the  Dominion  Government,  the  Inter- 
national Nickel  Company  have  undertaken  to  establish  a 
plant  for  the  refining  of  nickel  in  Canada.  It  is  hoped  that 
this  plant  will  supply  the  entire  needs  of  Great  Britain  and 
Canada. 

Provincial  Stone  and  Supply  Company,  Limited,  have 
opened  an  office  at  Room  300,  McKinnon  Building,  Toronto, 
for  the  purpose  of  dealing  in  crushed  stone  and  builders' 
supplies.  Mr.  Robin  Boyle,  formerly  of  Niagara  Falls,  is 
manager. 

Plans  fur  a  bridge  over  the  Valley  Inn.  Hamilton,  to 
l)e  used  in  connection  with  the  entrance  of  the  Toronto- 
Hamilton  highway  to  the  city,  will  be  considered  shortly 
by  the  Board  of  Control.  It  is  estimated  that  the  bridge 
will  cost  $350,000. 

In  connection  with  the  plans,  for  reconstructing  the 
Ottawa  Parliament  Buildings,  two  architects,  Mr.  John  A. 
Pearson,  of  Toronto,  and  Mr.  Marchand,  of  Montreal,  have 
i)een  appointed  to  examine  the  old  walls  and  see  how  far 
they  can  be  utilized  in  rebuilding. 

La  Fondcrie  d'Acier  de  Queljec,  Limited,  is  the  name  of 
a  new  Quebec  concern  incorporated  by  E.  Massicottc,  of 
Sainte  Anne  de  la  Perade,  and  J.  A.  Larue,  E,  Trudel,  W. 
Boulet,  H.  Groleau,  E.  Richer  and  N.  Caouette,  of  Quebec. 
The  capital  stock  of  the  company  is  $149,000. 

According  to  a  reply  in  the  House  of  Commons  by  Hon. 
Frank  Cochrane  to  a  question  by  Mr.  J.  H.  Sinclair,  nearly 
$15,000,000  has  already  been  spent  on  the  Hudson.  Bay 
Railway  project,  and  it  will  take  at  least  another  $10,000,000 
to  complete  the  undertaking.  On  the  railway  itself  $9,557,340 
has  been  spent  in  dredging,  lighting,  and  other  improvements 
at  T'ort  Nelson. 

The  following  officers  have  Ijeen  elected  l)y  the  Engi- 
neers' Club  of  Toronto:  president,  W.  A.  Bucke;  first  vice- 
president,  E.  L.  Cousins;  second  vice-president,  L.  V.  Rorke; 
third  vice-president,  C.  W.  Power;  directors,  H.  G.  Acres, 
j.  R.  W.  Ambrose,  Alfred  Burton,  J.  B.  Carswell,  A.  G. 
Gumming,  D.  A.  Dunlap,  Arthur  Hewitt,  Chas.  H.  Heys,  T. 
H.  Stevens,  M.  P.  White,  T.  S.  Young;  secretary-treasurer, 
R.  B.  Wolsey. 

Mr.  Burke,  of  Burke,  Horwood  &  White,  architects, 
Toronto,  has  been  in  Orillia  conferring  with  the  Town 
Council  as  to  plans  for  the  municipal  building.  H(;  was 
asked  to  prepare  an  estimate  for  the  restoration  of  the  old 
building,  with  the  addition  of  a  foyer,  to  do  away  with  the 
winding  stairs.  By  various  modifications  it  is  hoped  to 
reduce  the  cost  of  the  building  by  $15,000  or  more,  com- 
pared with  the  plans  submitted  last  year. 

The  old  summer  residence  of  Mr.  Charles  M.  Schwab 
at  Loretto,  Pennsylvania,  has  been  moved  a  distance  of 
more  than  1,300  feet  on  a  forty-foot  high  trestle,  and  despite 
the  fact  that  the  building  was  moved  over  the  tops  of  trees, 
several  gullies  and  hills,  not  a  picture  nor  piece  of  bric-a- 
brac  in  the  house  was  shaken  out  of  its  accustomed  place. 
The  removal,  to  make  way  for  a  modern  stone  mansion  to 
cost  $750,000,  is  considered  one  of  the  greatest  feats  of  house 
moving  ever  undertaken  in  this  country. 

The  Geo.  A.  Fuller  Company,  Limited,  Montreal,  have 
oljtained  a  contract  for  the  construction  of  three  mills  for 
the  St.  Maurice  Paper  Company,  Limited,  at  Cap  Madeleine, 
P.  Q.  The  company  is  a  subsidiary  of  the  Union  Bag  and 
Paper  Company,  Hudson  Falls,  N.  Y.,  and  is  an  amalgama- 
tion of  the  Cres  Falls  Company,  Three  Rivers;  St.  Gabriel 
Lumber  Companj-,  Limited,  St.  Gabriel  de  Brandon;  and 
the  Charlemagne  and  Lac  Oureau  Lumber  Company.  The 
new  plant  comprises  a  news  print  mill,  a  sulphite  pulp  mill 
and  a  kraft  mill.  The  steel  will  be  supplied  by  the  Struc- 
tural Steel  Company,  Limited,  Montreal. 
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News    of   Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Collingwood,  Ont. 

Tenders  on  the  construction  of  a  steel 
water  tower  and  foundations  and  the  in- 
stallation of  pumping  machinery  will  be 
received  until  8  p.m.,  March  1st,  by  Hugh 
A.  Currie,  Chairman  of  the  Water  & 
Light  Commission  of  the  Town  Council. 
Plans  and  specifications  at  office  of  the 
Consulting  Engineer,  W.  Chipman,  Mail 
Building,  Toronto,  and  of  the  Commis- 
sion. 

Listowel,  Ont. 

The  Town  Council  propose  to  lay  a 
(i-inch  main  on  Main  Street  in  the  spring. 
Clerk,  M.  M.  Bright. 

London,  Ont. 

Plans  are  to  l)e  prepared  for  an  as- 
phalt pavement  to  be  laid  on  Hamilton 
Road  for  the  City  Council.  Approximate 
cost,  $'50,000.     Engineer,  H.  A.  Brazier. 

North  Vancouver,  B.C. 

The  District  Council  will  endeavor  to 
secure  permission  to  run  a  watermain 
through  the  Lonsdale  Estate  to  the  pro- 
mises of  the  Vancouver  Creosoting  Com- 
pany.   Clerk,  J.  Collins. 

Ottawa,  Ont. 

Plans  have  been  prepared  for  the  con- 
struction of  a  sewer  on  Scott  Street  at 
an  approximate  cost  of  $3, .500.  Engi- 
neer, F.  C.  Askwith. 

Peterborough,  Ont. 

The  construction  of  a  sewage  disposal 
plant  is  contemplated.  City  Clerk,  S.  R. 
.\rmstrong.  t 

Tilbury,  Ont. 

The  Town  Council  propose  to  lay  a 
sewer  on  Queen  Street.  Clerk,  W.  -\. 
Hutton. 

Toronto,  Ont. 

A  Special  Committee  of  the  York 
County  Council  have  recommended  the 
improvement  of  210  miles  of  roads  dur- 
ing the  next  four  years,  at  an  approxi- 
mate cost  of  $750,000.  Engineer,  E.  A. 
.lames,  57  Adelaide  Street  E. 

The  Board  of  Control  will  receive  ten- 
ders until  February  39th  for  the  construc- 
tion of  private  drains  in  the  City  from 
April  1st,  1910,  to  March  31st,  1917.  Plans, 
etc.,  at  office  of  the  Works  Department, 
City  Hall. 

Works  Commissioner  R.  C.  Harris  has 
recommended  the  reconstruction  of  a 
number  of  sewers  in  the  City,  the  con- 
struction of  a  subway  under  the  G.  T.  R. 
tracks  at  Ashdale  Avenue,  estimated  to 
cost  $3:5,370,  and  grading  on  Edna  Ave- 
nue aft  an, approximate  cost  of  $7,893. 

CONTRACTS  AWARDED 

London,  Ont. 

The  Webster  Construction  Com])any, 
Bank  of  Toronto  Building,  have  been 
awardcfl  the  cf)ntract  for  construction  of 


sewers  at  Lorne  Heights  for  the  City 
Council.     Approximate  cost,  $24,000. 


Railroads,  and  Bridges  Wharves 

Brantford  Township,  Ont. 

The  Township  Clerk,  J.  A.  Smith, 
County  Building,  Brantford,  will  receive 
tenders  until  noon,  Feliruary  26th,  for 
the  construction  of  the  Fonger  and  Bar- 
ton Bridges.  Plans  and  specifications 
at  office  of  the  Engineer,  A.  M.  Jack- 
son, Temple  Building,  Brantford.  Steel 
and  concrete  construction. 

Brighton,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, have  included  in  their  estimates  tiie 
sum  of  $31,500  for  the  construction  of  a 
wharf.    Secretary,  R.  C.  Desrochers. 

Cockburn  Island,  Ont. 

The  Department  of  Public  Works,  Ot- 
tawa, have  included  in  their  estimates 
for  the  year  the  sum  of  $5,000  for  an  ex- 
tension to  the  wharf.  Secretary,  R.  C. 
Desrochers. 

Deport  Harbour,  Ont. 

The  Dominion  Government  Depart- 
ment of  Puljlic  Works  propose  to  renew 
the  wharf  at  an  approximate  cost  of 
$5,000. 

East  Angus,  Ont. 

The  Town  Council  propose  to  build  a 
bridge  at  an  estimated  cost  of  $37,000, 
part  of  which  will  be  provided  by  the 
Provincial  Government.  Concrete  and 
steel  construction.    Clerk,  R.  C.  Cowling. 

Fort  Frances,  Ont. 

The  construction  of  a  wharf  estimated 
to  Cdst  $5,000  is  contemplated  by  the 
Department  of  Public  Works,  Ottawa. 

Huron  County,  Ont. 

The  County  Council  propose  to  lay  a 
new  floor  on  the  bridge  at  Brussels  and 
to  erect  several  small  bridges.  Clerk, 
\Yilliam  Lane,  Goderich. 

Kagawong,  Ont. 

The  sum  of  $15,000  for  the  construc- 
tion of  a  wharf  has  been  included  in  the 
estimates  of  the  Department  of  Public 
Works,  Ottawa. 

North  Vancouver,  B.C. 

The  Dominion  Gove»nment  have  ap- 
])roved  the  plans  of  the  Amalgamated 
Dry  Dock  &  Engineering  Company  for 
the  construction  of  a  dry  dock  and  ship- 
l)uilding  plant  on  the  North  Shore. 
Works  will  include  a  graving  dock, 
buildings,  marine  railway  and  equipment, 
and  are  estimated  to  cost  $5,500,000.  Man- 
ager, J.  L.  Davidson. 

Ottawa,  Ont. 

The  City  Council  have  decided  to  have 
plans  prepared  for  a  subway  to  be  con- 
structed on  Robinson  Avenue.  Concrete 
and  steel  construction.  Engineer,  F.  C. 
.'\skwith. 

Quebec  Province 

The  \  crcheres,  Chambly  & 'La  Prairie 


Traniways  Company  are  applying  to  the 
Provincial  Legislature  for  a  charter  to 
operate  an  electric  railway  in  the  Mont- 
real District. 

Renfrew  County,  Ont. 

The  County  Council  have  accepted 
plans  for  a  bridge  over  Indian  River,  es- 
timated to  cost  $4,000,  and  will  call  for 
tenders  shortly.  They  will  have  new 
plans  prepared  for  a  bridge  over  the 
Madawaska  River  at  Burnstown,  and  will 
take  the  matter  up  at  the  June  Session. 
Clerk,  R.  J.  Rooney,  Pembroke.  Engi- 
neer, J.  L.  Morris,  Pembroke. 

Windsor,  Ont. 

The  Essex  Terminal  Railway  are  con- 
sidering the  construction  of  about  one 
mile  of  switches  for  factory  facilities. 
Particulars  from  W.  Woollatt,  Walkej-- 
ville. 

Public  Buildings,  Churches 
and  Schools 

Alberta  Province 

The  Department  of  Public  Works, 
Ottawa,  Ont.,  have  made  provision  in 
their  estimates  for  the  following  build- 
ings:— Athabasca  Landing,  Public  Build- 
ing $5,000;  Bassano,  Public  Building. 
$10,000;  Calgary,  Drill  Hall,  $99,000 
Post  Office,  $110,000;  Castor,  Public 
Building,  $16,000;  Edmonton,  Customs 
Warehouse,  $75,000,  Post  Office,  $100,000. 

British  Columbia  Province 

The  Dominion  Department  of  Public 
Works  have  provided  in  their  estimates 
for  the  following  buildings: — Ashcroft. 
I'ublic  Building,  $35,000;  Coquitlam,  Pub- 
lic Building,  $30,000;  Courtenay,  Public 
Building,  $20,000;  Fernie,  Drill  Hall,  $30,- 
000;  Golden,  Public  Building,  $20,000; 
Granges  Harbour,  Public  Building,  $5,- 
000;  Kamloops,  Drill  Hall,  $29,000,  Pub- 
lic Building,  $75,000;  Kelowna,  Public 
Building,  $30,000. 

Caraquet,  N.B. 

The  authorities  of  the  Sacred  Heart 
College,  which  was  recently  destroyed  by 
tire,  are  having  plans  prepared  for  an 
entirely  new  building,  but  are  not  yet 
decided  whether  to  rebuild  on  the  old 
site  or  at  Campbellton. 

Drummond  Township,  Ont. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  March  10th  by 
Richard  Dowdall,  R.R.  No.  6,  Perth,  Ont. 
ad  Public  Buildings  AWARDED  $.. 

Ethel,  Ont. 

.\lterations  to  the  Methodist  Church 
are  being  considered.  Pastor,  W.  John- 
stone. 

Grey  County,  Ont. 

Tile  County  Council  have  decided  to 
hold  over  until  the  June  Session  the 
matter  of  awarding  contracts  for  an  ad- 
dition to  the  Registry  Office.  Clerk, 
F.  PL  Rutherford,  863  Second  Avenue, 
Owen  Sound. 
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Haldimand  Township,  Ont. 

The  Trustees  of  School  Section  No.  2 
contemplate  the  erection  of  a  school  at 
an  approximate  cost  of  $3,000.  Secre- 
tary, W.  H.  Johnston,  Grafton. 

Leamington,  Ont. 

The  Essex  County  Council  are  con- 
sidering the  erection  of  an  addition  to 
the  House  of  Refuge  at  an  approximate 
cost  of  $5,000.  A  report  will  be  sub- 
mitted by  the  Superintendent,  Daniel 
Kennedy. 

Medicine  Hat,  Alta. 

The  hospital  which  is  to  be  erected 
on  Crescent  Heights  for  the  Sisters  of 
the  Charges  of  St.  Louis  will  probably 
be  built  in  units.  Financial  arrangements 
are  now  being  made.  The  first  building 
is  estimated  to  cost  about  $20,000. 

Ontario  Province 

The  Department  of  Public  Works. 
Ottawa,  have  made  provision  in  their  es- 
tiniates  for  the  following  buildings: — 
Fort  Frances,  Public  Building,  $2,5,000; 
New  Hamburg,  Public  Building,  $10,000; 
New  Liskeard,  Public  Building,  $20,000; 
OakviUe,  Public  Building.  $5,000;  Pene- 
tanguishene.  Public  Building,  $7,000; 
Picton.  Post  Office  addition,  $11,000; 
Port  Stanley,  Public  Building,  $5,000; 
Sault  Ste.  Marie,  Drill  Hall,  $25,000; 
Southampton,  Public  Building,  $20,000; 
Stratford,  Public  Building,  ,$20,000;  Stur- 
geon Falls,  Public  Building.  $7,000;  Syd- 
enham. Public  Building,  $3,000;  Wallace- 
burg.  Public  Building,  $25,000;  Watford, 
Public  Building,  $20,000;  Weston,  Pub- 
lic Building,  $10,000;  West  Lome,  Pub- 
lic Building,  $20,000;  Wiarton,  Public 
Building,  $19,000;  Windsor,  Drill  Hall 
addition,  $25,000. 

Paris,  Ont. 

The  Salvation  Army  are  now  raising 
funds  for  the  erection  of  a  citadel  at 
an  approximate  cost  of  $4,000.  Work  will 
not  start  until  money  is  collected.  Ar- 
chitect, G.  Miller,  Albert  Street,  Toronto. 

Parry  Sound,  Ont. 

The  Board  of  Education  are  desirous 
of  receiving  plans  and  specifications  for 
a  six-roomed  brick  school.  Particulars 
from  the  Secretary,  J.  D.  Broughton. 

Repentigny,  Que. 

The  Roman  Catholic  School  Board 
will  receive  tenders  until  February  27th 
for  the  erection  of  a  school.  Architect, 
R.  Gariepy,  25  St.  James  Street,  Mont- 
real. 

St.  Remi,  Que. 

The  general  contract  for  alteration 
and  additions  to  the  Roman  Catholic 
Church  has  been  awarded  to  H.  J.  Bisail- 
lon,  St.  Johns,  Que. 

Tilbury,  Ont. 

The  Town  Council  prop(.)se  to  jnake 
a  number  of  alterations  to  the  Town 
Hall.    Clerk,  W.  A.  Hutton. 

Winnipeg,  Man. 

It  is  proposed  to  build  an  annex  to 
(irace  Hospital,  Preston  and  Arlington 
Streets.  Particulars  from  Commissioner 
Sowton. 

CONTRACTS  AWARDED 

Halifax,  N.S. 

The  Department  of  Militia  and  De- 
fence have  commenced  the  erection  of  a 
hospital.  The  general,  carpentry,  roof- 
ing, plastering,  painting  and  interior  fit- 
lings  contracts   have  been  let  to  Col. 


Lowe,  Halifax  Hotel,  the  heating  to 
Farquhar  Bros.,  Barrington  Street,  and 
the  electrical  work  to  J.  Starr  &  Com- 
])any,  Granville  Street.  Frame  construc- 
tion, concrete  foundation,  asbestos  roof- 
ing. 

Montreal,  Que. 

The  Berlin  Interior  Hardwood  Com- 
pany, 72  Wilmot  Street,  Berlin,  Ont.,  have 
been  awarded  the  contract  for  the  in- 
stallation of  examining  warehouse  fit- 
tings for  the  Department  of  Public 
Works,  Ottawa. 

Murray  Bay,  Que. 

The  contract  for  installation  of  interior 
fittings  at  the  Post  Ofiice  has  been  let 
by  the  Department  of  Public  Works,  Ot- 
tawa, to  the  Berlin  Interior  Hardwood 
Company,  Berlin. 

Shawville,  Que. 

The  contract  for  installation  of  interior 
fittings  at  the  Post  Office  has  been 
awarded  by  the  Department  of  Public 
Works,  Ottawa,  to  the  Berlin  Interior 
Hardwood  Company,  Berlin. 


Business  Buildings  and  Indus- 
trial Plants 

Calgary,  Alta. 

The  Ford  Motor  Company,  Ford  City, 
Out.,  have  secured  a  site  for  the  erection 
of  an  assembling  plant  on  Eleventh  Ave- 
nue, and  will  have  plans  prepared  at 
once.  Work  will  start  as  soon  as  wea- 
ther will  permit.  .Approximate  cost. 
$200,000. 

Coaticook,  Que. 

The  Warrior  Fabric  Company  propose 
to  construct  extensions  to  their  factory. 
Manager,  E.  F.  Tomkins. 

Elmira,  Ont. 

Plans  have  been  prepared  for  a  busi- 
ness block  to  be  erected  on  Arthur  St. 
for  William  Moser.  Tenders  will  be 
called  .shortly.  Brick  construction,  con- 
crete and  brick  foundation.  Estimated 
cost,  $4,000.    Architect,  John  McMillan. 

English  Bay,  B.C. 

A  company  is  l)eing  formed  to  build 
a  pleasure  pier,  similar  to  those  used  at 
English  holiday  resorts.  Particulars 
from  A.  W.  Coates,  445  Granville  Street, 
Vancouver. 

Hepworth,  Ont. 

X'ictor  Campbell  plans  to  rebuild  his 
store,  which  was  recently  destroyed  by 
fire.     Estimated  cost,  $6,000. 

Montreal,  Que. 

Work  has  been  started  on  interior  al- 
terations to  a  store  at  327  St.  James 
Street  for  the  A.  F.  Gault  Estate,  20  St. 
Alexis  Street.    Approximate  cost,  $3,000. 

Hon.  N.  Perodeau,  506  Dominion  Ex- 
press Building,  145  St.  James  Street,  pro- 
poses to  rebuild  his  factory  and  store  at 
St.  Catherine  and  St.  Urbain  Streets,  oc- 
cupied by  the  Gold  Medal  Furniture 
Manufacturing"  Company. 

Ovila  Provost,  1219  Cote  des  Neiges 
Road,  has  commenced  alterations  to  his 
store  and  residence,  estimated  to  cost 
$4,000. 

P.  E.  Bourassa  &  Son,  1495  Notre 
Dame  Street  E.,  are  making  alterations 
to  their  planing  mill,  estimated  to  cost 
$3,000. 

Ottawa,  Ont. 

The  electrical  work  required  in  con- 
nection   with    the    addition    now  being 


built  at  the  premises  of  the  Capital  Wire 
Cloth  Company,  Armstrong  Avenue,  will 
l)e  done  by  the  owners. 

Prescott,  Ont. 

The  Newell  Manufacturing  Company, 
r^rescott,  are  receiving  tenders  for  the  in- 
stallation of  a  heating  plant.  Specifica- 
tions at  office  of  the  Company. 

St.  John's,  Nfld. 

The  Reid  Newfoundland  Company  pro- 
pose to  build  a  large  shed  in  the  near 
future. 

Stratford,  Ont. 

T.  J.  Hepburn,  Architect,  29  Downie 
Street,  will  receive  tenders  until  4  p.m., 
February  18th,  for  the  erection  of  an 
addition  to  the  factory  of  the  Avon  Hos- 
iery Company,  Erie  Street.  Estimated 
cost,  $12,000. 

Fire  Chief  A.  S.  Kappele,  in  the  an- 
nual report,  has  recommended  the  erec- 
tion of  two  Sub-stations,  one  in  the 
manufacturing  district  and  one  in  the 
west  end.    City  Clerk,  R.  R.  Lang. 

Toronto,  Ont. 

William  Cowlin  &  Son,  Mail  Building, 
des"ire  to  receive  sub-lenduis  Oil  tlaJes 
required  in  the  rebuilding  of  the  Prin- 
cess Theatre. 

The  National  Equipment  Company.  I 
Wabash  Avenue,  are  building  a  paint 
shop,  estimated  to  cost  $17,500.  Steel, 
frame  and  galvanized  iron  construction, 
felt  and  gravel  roofing.  Owners  are  do- 
ing most  of  the  work. 

J.  T.  &  H.  Hutson,  43  Victoria  Street, 
are  building  a  store  and  office  building 
at  490  Yonge  Street,  at  an  estimated  cost 
of  $20,000. 

Work  will  start  shortly  on  alterations 
to  a  store  at  Yonge  and  W^ellington 
Streets  for  the  Wilkes  Estate.  Archi- 
tects, Denison  &  Stephenson,  20  King- 
Street  West. 

Vancouver,  B.C. 

Plans  are  being  prepared  for  an  office 
and  theatre  building  to  be  erected  on 
Hastings  Street  for  Pantages  Theatre, 
Seattle.  Architect,  B.  M.  Pretica,  Pant- 
ages  Theatre  Building,  Seattle.  .Approxi- 
mate cost,  $250,000. 

The  Hudson's  Bay  Company  propose 
to  make  extensive  alterations  to  their 
store  on  Granville  Street,  and  to  pur- 
cliase  a  quantity  of  dining  room,  kitchen 
and  lunch  counter  equipment.  Work  will 
start  in  about  one  month. 

Wiarton,  Ont. 

Goldie  Walker,  Wiarton,  is  consider- 
ing the  equipping  of  a  moving  picture 
theatre.  Seating  and  interior  fittings 
will  be  required. 

Windsor,  Ont. 

A.  R.  Bartlet,  Windsor,  is  preparing 
plans  for  a  factory  to  be  erected  for  the 
Chalmers  Motor  Company,  Detroit, 
Mich.  The  building  may  be  erected 
either  at  Walkerville  or  Windsor. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

The  contract  for  heating  and  plumb- 
ing required  in  connection  with  the  ad- 
dition now  being  built  at  the  factory  of 
the  Tallman  Brass  Company,  Wilson  St., 
has  been  let  to  Drake-Avery  Company,  23 
John  Street  S.,  and  the  electrical  work 
to  Culley  &  Breay,  King  Street  West. 

The  general,  masonry,  carpentry  and 
roofing  contracts    for    the    erection  of 


44 


THE   CONTRACT  RECORD 


February  10.  HUG 


jtabks  for  W.  A.  Freman  Company,  181 
Hunter  Street  E.,  have  been  let  to  W.  - 
H.  Cooper,  Clyde  Building.    Brick  con- 
struction,   concrete    foundation,  shingle 
roofing.     Estimated  cost,  $3,500. 

Hespeler,  Ont. 

The  contract  for  carpentry  required 
in  the  rebuilding  of  the  factory  of  A. 
I?,  jardine  &  Company  has  been  awarded 
to  Prestien  &  Bartles,  Hespeler,  and  the 
masonrj-  to  Grill  Bros..  Hespeler. 

Montreal,  Que. 

In  connection  with  the  repairs  now 
being  carried  out  at  the  business  blooJc 
at  91  Notre  Dame  .Street  W.,  the  roof- 
ing contract  has  been  let  to  George  W. 
Reed  &  Compan)'.  Limited,  37  St.  Au- 
toine  Street. 

In  connection  with  the  alterations  be- 
ing carried  out  at  the  factory  of  the 
Brandram-Henderson  Limited,  3983  St. 
llrbain  Street,  the  contract  for  tiling  has 
been  awarded  to  R.  S.  Muir  &  Company, 
93  Park  Avenue.  Remainder  of  work 
will  be  done  by  the  general  contractor. 

Ottawa,  Ont. 

J.  .\.  &  H.  Brouse.  Sparks  Street,  have 
let  the  contract  for  alterations  to  a  store 
front  to  F.  M.  Derwin,  Chateau  Lauricr,. 

Preston,  Ont. 

The  general  contract  for  the  erection 
of  a  store  on  Argyle  Street  for  R.  G. 
Wairster,  King  Street,  has  been  let  to 
N.  Hiper,  Waterloo  Street.  Work  will 
start  early  in  the  spring. 

Quebec,  Que. 

In  connection  with  the  warehouse  and 
residence  which  have  been  built  on  I-a- 
tournelle  Street  by  C.  E.  Morissette, 
Limited,  the  contract  for  heating  has 
been  let  to  O.  Picard  &  Fils,  199  St. 
John  Street,  and  the  plumljing  and  elec- 
trical work  to  Tobin  &  Pacpiet.  73  .'\bra- 
ham  Hill. 

Sherbrooke,  Que. 

The  contract  for  electrical  work  at 
the  addition  which  has  been  built  at 
the  factory  of  Walter  Blue  &  Company, 
Limited,  8  King  Street,  has  been  ^ward- 
ed to  the  Electric  Repair  &  .Supply  Com- 
panj',  71  Wellington  Street. 

Simcoe,  Ont. 

Plans  are  being  prepared  for  a  garage 
to  be  erected  on  Robinson  Street  for 
E.  Ramey.  The  general  contract  has 
been  let  to  R.  E.  Gunton  and  the  mason- 
ry to  H.  Weston.  Reinforced  concrete 
and  brick  construction,  concrete  founda- 
tion. 

South  Vancouver,  B.C. 

The  contract  for  bulkhead  work  re- 
c(uircd  in  the  construction  of  a  creosot- 
ing  plant  for  the  Vancouver  Creosoting 
Company  has  been  awarded  to  Palmer 
Bros.  &  Henning,  929  Main  Street. 

St.  Catharines,  Ont. 

The  contract  for  masonry  recjuired  in 
alterations  to  a  building  for  A.  Puccini 
&  Company,  .55  Front  Street  E..  To- 
ronto, has  been  awarded  to  T.  E.  Riley, 
James  Street. 

Toronto,  Ont. 

W^ork  has  been  started  on  drilling  test 
holes  preparatory  to  the  erection  of  a 
warehouse  on  Mutual  Street  for  the  Rob- 
ert Simpson  ("ompany.  The  general  con- 
tractors are  Wells  Bros.  Company  of 
(  anada.  Limited,  Monadnock  Building, 
Cliiia«o.  III.    The  ciinlr;u  t  for  steel  sasli 


has  been  let  to  LI.  Hope  &  Sons,  Limited, 
45  King  Street  W.  General  contractors 
have  opened  an  office  at  96  Gould  Street, 
Avith  W.  G.  Luce' in  charge. 

The  Toms  Contracting  Company,  Lim- 
ited, haye  been  awarded  the  contract 
for  the  erection  of  an  addition  to  the 
premises  of  the  Canada  Metal  Company, 
estimated  to  cost  .$15,000,  and  for  the 
construction  of  a  concrete  and  brick 
ljuilding  for  the  Brown  Copper  &  Brass 
Rolling  Mills  Company,  New  Toronto, 
to  cost  approximately  $25,000. 

Work  is  about  to  start  on  the  con- 
struction of  a  store  front  at  the  premises 
of  tlu'  House  of  Hobberlin.  Limited,  151 
Vongc  Street.  The  contractors  are  the 
Kawneer  Manufacturing  Company,  Lim- 
ited, Kent  Building.  Estimated  cost, 
$3,000. 

Work  has  been  started  on  an  addi- 
tion to  a  factory  at  Browns  Avenue  and 
Paton  Road  for  J.  A.  Scythes  &  Com- 
l)any,  33  Church  Street.  The  general 
contract  has  been  let  to  J.  W.  Gray. 
Confederation  Life  Building.  Brick 
construction,  felt  and  gravel  roofing- 
Estimated  cost,  $3,500. 

The  masonry  contract  in  connecfion 
with  the  workshop  which  is  being  built 
at  312  Simcoe  Street  for  White  & 
Thomas,  139  Simcoe  Street,  has  been  let 
to  Teagle  &  Son,  310  Davenport  Road, 
and  the  carpentry  to  Smith  &  McElroy, 
308  Close  Avenue. 

Vancouver,  B.C. 

The  contract  for  glass  required  in  con- 
nection with  the  addition  to  the  store  of 
the  Hudson's  Bay  Company,  Georgia 
.Street,  has  been  let  to  W.  N.  O'Neil 
Company,  Limited,  550  Seymour  Street, 
and  the  painting  to  C.  H.  Brawn.  Third 
.\venue  E. 

The  general  contract  for  the  erection 
nf  an  addition  to  the  premises  of  the 
.\merican  Can  Company,  535  Railway 
Street,  has  een  let  to  the  Dominion  Con- 
struction Company.  509  Richards  Street. 
Contracts  for  heating,  electrical  work 
and  installation  of  elevators  will  be  let 
later. 


Residences 

Brantford,  Ont. 

Iv  C.  Bodley,  31  Temple  Building,  is 
preparing  plans  for  a  residence  to  be 
built  at  45  Wellington  Street  for  C.  I). 
Chapin,  37  Wellington  Street.  Tenders 
will  be  called  shortly.  Brick  construc- 
struction,  store  and  concrete  foundation, 
slate  roofing.     Estimated  cost.  $5,500. 

Grey  Township,  Ont. 

W.  G.  Hemingway.  Concession  11. 
Grey  Township,  Brussels,  Ont..  is  pre- 
paring ])lans  for  a  residence,  estimated 
to  cost  $:!,500.  White  brick  construction, 
concrete  and  stone  foundation, 

Leamington.  Ont. 

!"'.  C.  Wheeler,  Bells  I'oint.  Leaming- 
ton, is  preparing  plans  for  a  residence, 
estimated  to  cost  $3,500.  Red  pressed 
brick  construction,  shingle  roofing. 

London,  Ont. 

Plans  are  being  prepared  by  M.  A. 
Thomas,  310  Dundas  Street,  for  a  resid 
ence  to  be  erected  on  Cartwrighl  Street. 
Work  will  start  in  the  spring.  .Stucco 
.md  concrete  block  construction,  concrete 
loiindation,      b'stimiUed  cost,  $,3,500. 

Meaford,  Ont. 

Alexander  Watson  ))roposes  to  eri'ct  .i 


residence  and  will  prepare  plans.  Brick- 
construction. 

The  erection  of  a  residence  is  con- 
templated by  William  McCutcheon.  and 
plans  will  be  prepared.  Brick  construc- 
tion. 

Montreal,  Q 

J.  (iertler.  (i7G  Drolet  Street,  has  com- 
menced alteratioiis  to  a  residence  on  Bel- 
lecbassc  Street.     Estimated  cost,  $3.5()(). 

Niagara  Falls,  Ont. 

A'rs.  C.  W.  Brown,  318  Bridge  Street, 
is  considering  the  erection  of  a  residence. 
Pla!"!    not  yet  prepared. 

Ottawa,  Ont. 

The  erection  of  a  number  of  residences 
is  l)eing  considered  by  W.  H.  Craig,  245 
l''ourth  Avenue.  Stucco  and  brick 
veneer  construction,  stone  foundation, 
shing'e  roofing. 

M.  C.  Neate,  Rockliffe  Park,  has  pre- 
pared plans  for  apartments  to  be  erected 
on  Ci'eighton  Street  at  an  approximate 
cost  of  $7,000.  Brick  veneer  construc- 
tion, concrete  foundation,  felt  and  gravel 
roofing. 

Richards  &  Abra,  Booth  Building,  are 
preparing  plans  for  a  tenement  row  and 
apartment  house  to  be  erected  for  W. 
A.  Cole,  163  Sparks  Street.  Brick 
^■eneer  construction,  concrete  foundation, 
felt  and  grax  el  roofing. 

Rankin,  Ont. 

Tenders  on  the  erection  of  a  parsonage 
will  be  received  until  February  31st  by 
Rev.  J.  Alberti,  R.  R.  No.  1  Rankin.  Plans 
and  specifications  at  Fisher's  store,  Mur- 
ray Street,  Pembroke,  and  witli  llu- 
owner. 

Sauk  Ste.  Marie,  Ont. 

.\.  C.  f'loyce.  M.  P.,  is  receiving  tenders 
on  repairs  to  his  residence.  Frame  and 
brick  cf)nstruction.  Estimated  cost. 
$15,000. 

Thorold,  Ont. 

T.  A.  Thompson.  Box  L,  Thorold,  is 
receiving  tenders  on  the  installation  of  a 
hot  water  heating  system  for  a  si.x- 
roomt'd  residence. 

Toronto,  Ont. 

A.  MacLeod,  57  Benlamond  Avenue, 
has  commenced  alterations  to  a  residence 
at  45  Benlamond  .\venue.  Estimated 
cost,  $4,500. 

H.  Pickering,  19C  Robert  Street,  has 
started  work  on  the  erection  of  a  resi 
dence  at  198  Rushton  Road.  Smaller 
trades  will  be  let.  Brick  construction, 
shin.gle  roofing.  Approximate  cost. 
$4,000. 

.\'.  Hicks,  013  Delaware  Avenue,  is 
building  several  residences  on  Oakwood 
;uid  Highview  Streets.  Painting,  wiring, 
plastering.  ])lumbing  and  heating  not  xct 
awarded. 

Hayward  &  Whitehorn,  0  Hallam  A\v- 
niie.  are  building  a  residence  at  lit  Lauder 
.\\enue.  estimated  to  cost  $4,500.  Phunb- 
ing.  heating,  plasterin.g  and  painting  not 
yet  awarded. 

Westport,  Ont. 

II.  nillon.  King  Street.  IJr<^)ckvilIi',  is 
preparing  plans  for  a  residence  to  be 
erected  for  G.  W.  Castle,  Westport.  Est!-- 
niateil  cost.  $3,500. 

CONTRACTS  AWARDED 

Montreal.  Que. 

In  connection  with  the  Hats  which  have 
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been  luiilt  at  llo  Marlowe  Street  by  G. 
E.  Blackwell,  4184  St.  Cartherine  Street, 
Wcstniuuiit,  the  contract  for  tiling  has 
been  let  to  Labclle  &  Company. 

The  contract  for  rooting  in  connection 
with  the  flats  which  have  been  erected  on 
Grant  Boulevard  for  G.  N.  W.  Zwinge, 
aoti  Madison  Avenue,  has  been  let  to  J. 
Dunphy,  55  Barrie  Street. 

Ottawa,  Ont. 

In  connection  witii  the  residence  which 
is  being  built  for  U.  B.  Shortly,  197  Cle- 
niow  Avenue,  the  carpentry,  plastering 
and  electrical  work  have  been  let  to  the 
general  contractors,  Cuthbertson  vS: 
Clark,  i06  Echo  Drive,  the  painting  to 
Ritchie  &  Nunn.  Sunnyside  .Vvenue.  and 
the  heating  and  plumbing  to  McKinlcy 
&  Xorthwood,  ividcan  Street. 

Quebec,  Que. 

The  contract  for  i)lumliing  and  electri- 
cal work  at  the  residence  which  has  been 
built  on  Lamontagne  Street  for  l'\  Na- 
deau,  40  Crown  Street,  has  been  let  to 
A.  Houde,  532  St.  Valier  Street. 

in  connection  with  residences  whicli 
has  been  erected  on  Lockwell  Street  b\ 
.A.  Grenier,  294  Richelieu  Street,  the  con- 
tract lor  heating,  plumbing  and  electrical 
work  has  been  let  to  P.  Paradis,  2:!(; 
D'Agnillon  Street.     Painting  by  owner. 

The  contract  for  painting  required  in 
connection  with  the  residence  built  on 
Begin  Avenue  for  G.  Lambert,  39()  St. 
Cyrille  Street,  has  been  awarded  to 
Simard  &  E"rere,  270  St.  Joseph  Street, 
and  the  heating,  plumbing  and  electrical 
work  to  Asselin  &  Frere,  :U5  Boulevard 
l.aiigelier. 

Ill  connection  with  the  residence  which 
has  been  erected  on  Eighth  Street  for 
\\  .  Bouchard,  18  Second  Avenue,  Limoi- 
lou,  the  contract  for  heating,  plumbing 
and  electrical  work  has  been  let  to  (i. 
Gobcil,  159  Ste.  Marquerite  Street. 
I'ainting  and  plastering  not  yet  awarded. 

Sarnia,  Ont. 

W  illiam  Kennedy,  Front  Street,  has  had 
l)lans  prepared  for  a  residence  to  be 
irected  on  Proctor  Street,  and  has  let 
the  general,  masonry  and  carpentry  con- 
tracts to  G.  A.  C.  Andrew,  Marie  Street. 
I'Vanie  construction,  concrete  foundation, 
shingle  roofing.    Estimated  cost,  $4,000. 

Toronto,  Ont. 

G.  Bailey,  79  MacKay  Avenue,  is  buihl- 
ing  three  residences  on  MacKay  Avenue 
tor  J.  Durham.  Brick  construction.  Ap- 
proximate cost,  $7,000. 

.\.  L.  Sanagan,  132  Balsam  Avenue,  has 
comenced  the  erection  of  a  residence, 
estimated  to  cost  $3,500.  The  contract 
for  plumbing  and  heating  has  been 
awarded  to  J.  R.  Seager,  799  College 
Street.  Brick  construction,  shingle,  felt 
and  gravel  roofing. 

West  Oxford  Township,  Ont. 

Plans  have  been  drawn  for  a  residence 
to  be  built  on  Galway  Street  for  George 
Cook,  and  the  general  contract  let  to  R. 
Layton,  Ingersoll,  Ont.  Smaller  trades 
will  be  sub-let.  Red  brick  construction, 
concrete  and  brick  foundation,  shingle 
roofing.     Estimated  cost,  $3,000. 

Westport,  Ont. 

Tile  general  contract  for  the  erection 
of  a  residence  for  Rev.  Father  O'Rourke, 
^Vestport,  has  been  awarded  to  J.  C. 
Seagel.  Westport.  Brick  construction, 
stone  foundation,  slate  roofing.  Ap- 
in-oxiniate  cost,  $10,000. 


Power  Plants,  Electricity  and 
Telephones 

Collingwood,  Ont. 

Plans  have  been  prepared  for  the  elec- 
trification of  the  paterworks  pumps.  If 
the  Ontario  Railway  &  Municipal  Board 
approve,  work  will  start  at  once.  En- 
gineers, Chipman  &  Power,  Mail  liuild- 
ing,  Toronto. 

Edmonton,  Alta. 

The  Alliance  Trust  Company,  10  Clar- 
ence Block,  Calgary,  Alta.,  propose  to 
form  a  separate  company  to  supply  power 
to  this  city.  This  is  a  counter-proposi- 
tion to  the  h'arrell  Hydro  scheme  which 
recently  passed  the  City  Council  but  has 
not  yet  been  ratified  by  the  Legislature. 
President,  R.  B.  Bennett,  M.  P. 

Niagara  Falls,  Ont. 

The  Ontario  Power  Company  and  the 
()ntario  Transmission  Company,  Ltd.. 
propose  to  make  extensions  to  their 
plant  during  the  next  two  years,  esti- 
mated to  cost  $3,000,000. 

Speers,  Sask. 

.\  ciiarter  has  been  granted  to  the 
Speers  Rural  Telephone  Company,  and 
the  system  will  shortly  be  constructed. 
Estimated  cost,  $12,000.  Secretary,  S. 
C'liivers  Wilson. 

Strathroy,  Ont. 

The  Town  Council  are  considering  the 
extension  of  the  lighting  system  on  Mc- 
Kellar  and  Caradoc  Streets.  Clerk,  V. 
\\  .  Atkinson. 

Weyburn,  Sask. 

The  City  Council  have  applied  for  per- 
mission to  raise  $35,000  for  an  additional 
unit  for  the  power  plant.  Clerk,  E.  IL 
Phillips. 


Fires 

Belle  Plaine.  Sask. 

Tlie  store  owned  by  J.  H.  R.  Dickson 
has  been  totally  destroyed  by  fire.  Loss. 
.$20,000. 

Brockville,  Ont. 

I'ire  has  destroyed  the  business  block 
owned  by  W.  E.  Harding.  Loss,  $15,000, 
covered  by  insurance. 

Comber,  Ont. 

The  store  of  James  Jenkins  has  been 
destroyed  by  fire.  Loss,  $7,000.  Owner 
may  rebuild  in  the  spring. 

Edmonton,  Alta. 

The  factory  of  the  Emery  Manufactur- 
fng  Company  has  been  destroyed  by  fire. 
Loss.  $100,000. 

Montreal,  Que. 

The  i)remises  of  the  Gold  Medal  Fur- 
niture Manufacturing  Company  have 
been  partially  destroyed  by  fire.  Loss. 
$25,000. 

Ottawa,  Ont. 

F'ire  has  partially  destroyed  the  store 
and  residence  of  Thomas  Clare}',  Centre 
Street.      Loss,  $4,000. 

Quebec,  Que. 

Fire  has  partially  destroyed  the  resi- 
dential block  at  27  Notre  Dame  Street, 
owned  b\-  .\lfred  Boivin.  Loss,  about 
$45,000. 

Toronto.  Ont. 

The  office  building  and  warehouse  at 


19-23  Richmond  Street  W.,  owned  by  the 
imperial  Trust  Company  of  Canada,  15 
Richmond  Street  W.,  has  been  damaged 
l)y  fire  to  the  extent  of  about  $20,000. 

I'ire  has  damaged  the  premises  of  the 
Ideal  I'edding  Company,  10  Jefferson 
Avenue,  to  the  extent  of  about  $3,000. 

Winnipeg,  Man. 

Tile  cafe  and  apartments  owned  by  J. 
Mayes,  Osborne  .Street,  have  been  dam- 
aged by  fire  to  the  extent  of  about  $5,000. 


Miscellaneous 

Bentinck  Township.  Ont. 

The  Township  Council  arc  receiving- 
lenders  on  the  supply  of  12,000  feet  of 
cedar  flooring  in  14-foot  lengths.  Reeve, 
(rcorge  Brown.  Bentinck. 

Brussels,  Ont. 

The  Town  Council  will  shortly  call  for 
tenders  on  the  supply  f)f  stone  for  street 
iniprovcnicnts.     Clerk,   F.  .S.  Scott. 

Burlington,  Ont. 

The  Department  of  Pul)lic  Works,  Ot- 
tawa, have  included  in  their  estimates  the 
sum  of  $12,000  for  the  construction  of  a 
revetment  wall. 

Button,  Ont. 

The  Southern  Ontario  Gas  ComiJany, 
c|o  W.  Gall,  Dutton,  propose  to  sink  ad- 
ditional wells  in  the  spring  and  to  lay 
supplj'  pipes. 

London,  Ont. 

The  .Southern  (Ontario  Gas  Company 
are  having  plans  prepared  for  the  ex- 
tension of  their  piping  system  and  the 
drilling  of  new  wells  in  the  spring. 
Work  is  estimated  to  cost  $200,000.  Man- 
ager, F.  B.  Tomb,  301  Central  Avenue. 

South  Vancouver,  B.C. 

The  Supplementary  Estimates  now  be- 
ing considered  by  the  City  Council  in- 
clude five  sub-stations,  $25,000,  one  com- 
bination pump?  hose  and  chemical  car, 
.$12,200;  one  combination  hose  and  chem- 
ical car,  $7,500;  one  city  service  truck. 
$8,000,  and  ten  fire  alarms,  $1,300.  Clerk, 
J.  B.  .Springford. 

Stratford.  Ont. 

Fire  Chief  A.  S.  Kappele  has  recom- 
mended the  installation  of  nine  non-in- 
terfering signal  boxes,  one  .gasoline  stor- 
age tank  and  the  purchase  of  1,000  feet  of 
fire  hose. 

Toronto,  Ont. 

J.  B.  Smith  &  Sons.,  53  Strachan  Ave- 
nue, are  in  the  market  for  one  saddle 
tank  locomotive,  25  to  30  tons. 

Welland,  Ont. 

The  Canadian  Steel  Foundries,  Ltd., 
intend  to  expend  $100,000  on  new  equip- 
ment, including  one  or  two  35-ton  open 
hearth  furnaces. 

CONTRACTS  AWARDED 

Bruce  Township,  Ont. 

The  contract  for  supply  of  tile  and 
cement  has  been  let  b}-  the  Townshit) 
Council  to  C.  S.  Woods,  do  the  Clerk.  J. 
G.  MacKay,  I'nderwood. 

WinnifJeg,  Man. 

The  Winnipeg  .Aqueduct  Construction 
Company  have  awarded  a  contract  to  the 
London  Concrete  Machinery  Company 
for  the  supply  of  six  centrifugal  pumps, 
gasoline  operated,  and  two  Batch  Mixers. 


Tenders  and  For  Sale  Department 


Tenders  for 
STREET  CARS 


Tenders  will  be  received  by  registered  post  only, 
addressed  to  the  Chairman,  Board  of  Contrcil. 
City  Hall,  Toronto,  up  to  12  o'clock  noon  on 
Tuesday,   March  14th,   1916,   for  the  supply  ami 

■  leliverv  of: 

1 ender 
Numbers 

I  )ne  single-truck  double-end  street  car,  com- 
pletely equipped,  ready  for  operation,  for 
Kloor  Street  Division,  Toronto  Civic  Rail- 
way   

One  car  body,  double-end,  single-truck,  for 

■  Bloor  Street  Division,  Toronto  Civic  Ry.  :!7-.\ 
Equipment  for  one  single-truck  for  Bloor 

Street   Division,   Toronto   Civic  Railway, 

electrical  equipinent  •''"■'^ 

Equipment  for  one  single-truck  car  for 
Bloor  Street  Division,  Toronto  Civic  Rail-    ^  _ 

way,  single-truck  

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Speci- 
fications and  forms  of  tender  may  be  obtiune.l 
at  the  Works  Department,  Room  12,  City  Hall. 
Tenders  must  comply  strictly  with  conditions  ot 
city  by-law  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  1  He 
lowest  or  any  tender  not  necessarily  acceiitert. 

T.  L.  CHURCH,  Mayor, 
-  -  Chairman,  Board  of  Control. 


CITY  OF  MONTREAL 


Refined  Asphalt 


Tenders,  under  sealed  envelope,  addressed  to 
Ihe  Board  of  Commissioners  and  deposited  in  then- 
office  at  the  City  Hall,  will  be  received  until 
noon,'  Thursday,  Fabruary  24th,  1916,  for  the 
supply  and  delivery  of  refined  asphalt. 

The  quantity  anticipated  is  about  six  thousand 
((i,(IUO)  net  tons.  It  is  distinctly  understood  that 
this  quantity  is  but  approximate,  and  the  Board 
of  Commissioners  reserves  the  right  to  increase 
or  decrease  said  quantity  in  any  amount  at  its 
iliscretion  without  entitling  the  Contractor  to  any 
claim  whatsoever. 

Copies  of  specifications  and  forms  of  tenders 
may  be  obtained  by  the  interested  parties  at  the 
office  of  the  Superintendent  of  Purchases  and 
Sales,  and  all  necessary  information  will  be  given 
at  the  Chief  Engineer's  Office. 

All  tenders  not  made  on  the  form  furnished 
for  that  purpose  by  the  City  of  Montreal,  and 
not  sent  in  the  printed  envelope  also  furnished  for 
that  purpose  shall  not  be  entertained. 

No  tenders  shall  be  considered  unless  the  same 
be  accompanied  by  a  cheque  accepted  by  an  in- 
coiporated  Canadian  Bank  payable  to  the  City 
of  Montreal,  for  a  sum  representing  10  per  cent, 
of  the  total  amount  of  the  tender,  whicli  tender 
and  cheque  sliall  be  enclosed  in  said  envelope. 

The  lowest  or  any  tender  will  not  necessarily 
'oe  accepted. 

The  tenders  will  be  opened  in  the  presence 
of  the  interested  parties  by  the  Board  of  Com- 
missftjiiers  deliberating  in  its  Meeting  Room,  at 
the  City  Hall,  at  Ihe  first  regular  meeting  of  tlie 
said  Board,  following  the  reception  of  the  said 
lenders  or  on  the  date  above  mentioned,  if  the 
Hoard  is  sitting. 

By  order  of  the  Board  of  Commissioners. 

L.  N.  SENEGAL,  Secretary. 
Hoard  of  Commissioners'  Office, 
City  Hall, 

Montreal,  February  1st,  1910.  (i-7 


To  Contractors 


Sealed  bids  will  be  received  up  to  noon,  Wed- 
nesday, February  23rd,  1916,  for  all  trades  re- 
quired in  the  erection  of  a  warehouse  building 
in  Church  Street,  Toronto.  The  lowest  or  any 
bid  not  necessarily  accepted.  Plans  and  specifica- 
tions may  be  seen  at  the  ofiice  of  the  Arcliitect. 
F.  S.  Baker,  Traders  Bank  Building,  Toronto.  7-7 


Board  of  Education 


Sealed  tenders,  addressed  to  llie  Secretary- 
Treasurer  of  the  I'oard,  will  he  received  until 

Thursday,  February  24th,  1916 

for 

Electrical  Work  at  Alexander 
Muir  and  Bolton  Ave.  Schools 

Drain  Work  at  Kent  School 

Ash  Hoist  and  Fire  Doors  at 
Withrow  Avenue  School 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque  for 
five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies, 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer  at  his  office  in  the  City  Hall,  not  later 
than  4  o'clock  on  the  <lay  named,  after  which  no 
teniler  will  be  received.  The  lowest  or  any  ten- 
der will  not  necessarily  be  accepted. 

W.  C.  WILKINSON,  Secretary-Treasurer. 
7-7      MILES  VOKES,  Chairman  of  Committee. 


TOWN  OF  COLLINGWOOD 

PROVINCE  OF  ONTARIO 

Waterworks  Extensions 


Sealed  tenders  will  be  received  liy  the  Cliair- 
man  of  the  CoUingwood  Water  &  Light  Commis- 
sion  until   S  p.m.  on 

Wednesday,  March  1st,  1916 

for   the   following   works:  — 

(1)  Steel   Water  Tower. 

(2)  Foundation  for  Steel  Water  Tower. 

(:5)  Pumping  Machinery,  comprising  one  mo- 
tor-driven unit  of  Hint  Imiieiial  gallons  capacity. 

(4)  Pump   Well  and  connections, 

Plans  and  specifications  may  he  seen  at  llie 
office  of  the  Engineers,  204  Mail  lUiilding,  To- 
ronto, or  at  the  Water  and  Light  Office,  CoUing- 
wood. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

lUIOH  .\.  CLIRRIE,  Es(|.,  Chairman. 
W,  B.  H.  PATTON,  Esq.,  Mayor, 
STEPHEN  BURNSIDE,  Esq.,  Commissioner 
E.  J.  STAPr.ETON,  Esq.,  Superintendent. 
CHIPMAN  &  POWER,  Engineers.  7  7 


WANTED 

,Si.>;  contractors'  dump  cars  and  dinkey.  (live 
particulars.  Box  lil.'?,  Contract  Record.  Toronto. 
Ont.  <i  7 


Township  of  Brantford 

Fonger  and  Barton 
Bridges 

Sealed  tenders,  clearly  endorsed  on  the  outside, 
will  be  received  up  to  noon  on  Saturday,  February 
26th,  1916,  addressed  to  the  Township  Clerk, 
County  Building,  Brantford. 

"A" — For  reinforced  concrete  abutments  for 
Fonger  Bridge,  containing  225  cubic  yards  of 
concrete,  and  IS, 000  lbs.  square  cold  twisted 
steel  reinforcement. 

"B" — For  steel  superstructure,  Class  "A"  load- 
ing, clear  waterway  70  feet,  clear  roadway  16  feet, 
with  reinforced  concrete  deck  and  latticed  hand- 
railings. 

"C" — For  reinforced  concrete  abutments  for 
Barton  Bridge,  containing  165  cubic  yasuls  of 
concrete  and  11,500  lbs.  square  cold  twisted  steel 
leinforcement. 

"D" — For  steel  superstructure,  Class  "A"  load- 
ing, clear  waterway  80  feet,  clear  roadway  16  feel, 
with  reinforced  concrete  deck  and  three  line 
pipe  handrailing. 

Each  tender  must  be  on  the  prescribed  form 
and  accompanied  by  a  marked  cheque  for  5  per 
cent,  of  the  amount  of  the  tender,  made  payable 
to  the  Treasurer  of  the  Township  of  Brantford. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned,  Reom  4,  Temple  Build- 
ing, ISrantford,  from  whom  tender  forms  may 
be  had. 

ALAN  MAIR  JACKSON, 
^>'''  Township  Engineer. 


POSITIONS  VACANT 


Wanted  by  large  concern  developing  electric 
stoves  and  heaters,  experienced  man  or  school 
of  science  graduate  to  act  as  foreman  or  engineer. 

Further  particulars,  l!ox  .■i2(i.  Contract  Record. 
Toronto,  Ont.  7.7 


AGENTS  WANTED 


Canadian  sales  agents  wanted  by  large  com- 
pany manufacturing  road  making  and  contractors' 
machinery.  Box  297,  Contract  Record  and  En- 
gineering   Review,    Toronto,    Ont.  4-7 


Quarry  Machinery  For  Sale 

1  -No.  G  Kennedy  Crusher  with  extra  shaft  ami 

head;  capacity  50  to  SO  tons  per  hour. 
l--revolving  screen. 
1 — main   drive  belt. 
] — 00-ft.    elevator  complete. 

For  particulars  address  Box  ;?11,  Contract 
Uecord,  Toronto,  Ont.  U-7 


Fires 

Cape  Spencer,  N  .B. 

'I'lio  oil  warehouse  and  fo,!>'  alarm,  he- 
lonoiiiR  to  the  Dominion  Department  of 
Marine  &  I'"isiieries,  Ottawa,  has  been 
totally  destroyed  by  lire.      Loss,  .$6,000. 

Roebuck,  Ont. 

The  Roebuck  Clicese  &  Butter  Fac- 
tory has  been  completely  destroyed  by 
lire.  Loss,  $10,000;  insurance,  .$5,.'i00. 
i'roprietor,  F.  Lindsay. 

Smith's  Falls,  Ont. 

The  Elgin  Ward  School  has  !)een  en- 
tirely destroyed  by  lire.  Loss,  .$3.'), 000; 
insurance,  $16,000.  Secretary  to  the 
.School  Board,  C.  T.  McBride. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto,  i 

THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Remember  the 
Dates 

MARCH 

6,  7,  8,  9  and  10 
1916 


UNDER  AUSPICES  OF 


Dominion   Good   Roads  Association 
Canadian  Automobile  Federation 

The  Third  Canadian  and  International 

Good  Roads  Congress  and  Exhibition 

will  be  held  at 

SOHMER  PARK,  MONTREAL,  QUE. 

March  6,  7,  8,  9  and  10,  1916 

The  exhibits  will  include:  Machinery  for  highways  and  streets,  materials  for  highways  and  streets,  engineering 
instruments,  accessories  and  equipment,  municipal  improvements,  caution  and  direction  signs,  engineering,  technical 
and  other  magazines.  Government  road  models. 

Mayors,   Reeves.   Councillors,   Engineers  and   Municipal   Officials,  Road 
Builders  and  others  interested  in  good  roads  are  invited  to  attend. 

For  information  write 

W.  H.  LEACH,  Supt.  of  Exhibits.       GEO.  A.  McNAMEE,  General  Sec'y 

New  Birks  Building,  Montreal 


Pratt  &  Cady  Valves 

meet  every  waterworks  need 

From  the  60-inch  valves  down  to  the  smallest  size,  the  Pratt  &  Cady 
line  gives  superior  service,  and  will  stand  up  under  most  trying  con- 
ditions. The  seat  rings  are  independent  rings  of  whatever  metal  is 
best  adapted  to  the  purpose  for  which  the  valves  are  to  be  used. 
They  can  be  renewed  without  removing  the    valve    from    the  line! 

Look  for  the  Triangle  Trade  Mark!   

It  appears  only  on  dependable  products,  specified 
by  leading  engineers.  Let  us  quote  on  your  valve 
specifications.  We  will  gladly  send  you  full  in- 
formation and  prices  on  any  sizes  or  styles.  The 
Pratt  &  Cady  valves  are  made  for  all  purposes  in 
every  size  from  60-inch  down.  They  are  in  use 
in  leading  waterworks  plants  throughout  the  con- 
tinent, because  they  embody  many  original  im- 
|)rovemcnts,  besides  the  very  best  of  workmanshii). 

The  P.  &  C.  series  of  booklets 
form  one  of  the  handiest  and 
most  complete  indexes  of 
waterworks  specialties  obtainable. 

SEND  FOR  THE  SET  TO-DAY 

The  Canadian  Fairbanks-Morse  Co.,  Limited 


Montreal,    St.   John,    Quebec,    Ottawa,   Toronto,  Hamilton, 
Fort  William,  Winnii)eR,  HcRina,  .Saskatoon,  Calvary. 
l';.llHinil   V.-iliroincr,  \'ictiMi;i. 
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DUMP  CARS 

Made  to  dump  both  sides,  both  ends,  or  all  round. 
All  sizes  and  designs.    Steel  Construction. 


Mine  Cars 


Industrial  Cars 


The  side  dump  car,  U  or  V  shaped,  or  constructed  as  shown  above, 
offers  many  advantages  over  other  styles  for  brickyards,  contracting 
work, ,  sand  pits,  mines,  and  industrial  purposes.  Made  witli  chilled 
semi-steel  wheels,  cold  rolled  steel  axles,  high  carbon  roller  bearings  in 
dust  proof  boxes. 

BRICK  MAKING  MACHINERY  of  all  kinds.  Special  attention 
paid  to  AUTOMATIC  CUTTERS  and  the  equipment  of  brickyards 
with  ARTIFICIAL  DRYERS. 

B.  E.  BECHTEL,    Waterloo,  Ont. 

(Successor  to  Bechtels  limited) 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Stanilard   joint — wood   sleeve   coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"Tliere's  a  reason"  for  the  inside  ring. 

Write  us  tor  information  and  testimonials, 
550  Pacific   Street  VANCOUVER.   B.  C. 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussers  Ltd,  Montreal 


WOODEN  TANKS 


of  all  sizes  for 
Water  Storage 

Sprinkler 
Systems  and 
General  Mining 

Purposes 

We  also  make 

SILOS 


PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks :— TORONTO 


CAST  IRON  PIPE 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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The   Ninth   Annual  Report  of  the 
Board  of  County  Road  Commissioners 
of  Wayne  County,  Michigan,  should  be  in  the 
hands  of  every  Engineer,  Contractor  and  public 

official  interested  in  the  building  of  streets  and  roads. 
This  report  covers  in  detail  the  building  and  mainten- 
ance costs  of  probably  the  greatest  system  of  highways  in 
the  world.    A  number  of  these  roads  have  withstood  heavy 

traffic  for  tlie  past  seven  years  and  all  are  in  first  class  condition. 

There  are  88  pages  of  facts  and  figures  of  vital  importance  to  road 
builders  and  tax  payers,  illustrations  of  various  operations— and  cuts  of 
sections  of  the  different  roadways  before  and  after  the  laying  of  the 
concrete.  Included  also  are  descriptions  of  the  work  prior  to  actual 
construction,  complete  specifications,  economical  methods  used  in 
handling  and  hauling  materials,  water  supply,  etc. 

You  may  have  a  copy  of  this  interesting  report  free  of  cost.  Only 
a  limited  number  are  available.    Send  for  your  copy  today. 


Canada  Cement  Co. 

Limited 

781  Herald  Building,  Montreal 


Visit  the  Road  Congress,  Sohmer  Park,  Montreal,  March  6th  to  10th,  inclusive 


Ready  to  Ship  at  a  Moment's  Notice 


Wc  have  dozens  and  dozens  of  stock  fans  just  waiting  for  your  order  to  ship.  The 
fan  or  blower  you  want  will  be  in  a  box  car  the  same  day  as  we  receive  your  wire. 


mmt  STOCK  FANS 


Trade  Mark 

are  made  for  every  use — for  ventilating — for  mechanical  draft — for  tunnel  ventila- 
tion— for  mines — for  building  ventilation — for  collecting  and  conveying  dust  and 
sfiavings — for  gas  work  where  high  pressure  is  needed  and  for  a  thousand  other 
uses.  We  have  not. every  size  of  every  type  in  stock  but  almost  that — and  ten 
chances  to  one  we  can  accommodate  you. 

]Vri(e  or  wire  our  nearest  office  at  once, 

B.  F.  Sturtevant  Co.  of  Canada^  Ltd. 


Gait,  Ontario 

Montreal  Toronto  Winnipeg 


Vancouver 


Fcliruary  HI,  I'.ik; 


THJ':  CONTRA 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


g\'  supplying  our  customers  witli  oU'L-tric  wires  anil 
cables  and  cable  accessories  of  the  liiifhest  quality. 
S  I  ANDAUii  has  come  to  mean  to  them  real  economy— 
that  is  maximum  durability  at  a  reasonable  price.  AsU 
nur  cust<inK'rs  and  then  write  mir  nearest  office  about 
N'onr  i'of]uircnients. 

Standard   Underground  Cable  Co. 
of  Canada,  Limited 

Hamilton,  Ont. 

Montreal.  Que.  Winnipeg,  Man.  Seattle.  Wash. 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 
Write  us  for  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 


Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel 
boxes.  The  boxes  can  come  together 
empty,  under  full  pressure,  without  damage. 
The  platen  or  ram  block  is  of  semi-steel 
and  of  ample  thickness. 

Bulletin  No.  684  on  request. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


We  illustrate  here  our 

"Windsor  Ideal" 

Batch  Mixer  with  Power 
Side  Loader  and  Auto- 
matic Water  Tank. 

Write  for  description 
and  price  on  our  various 
sizes  and  equipments, 
also  on  our  -  Idear'  Block 
Machine,  Tampers,  Or- 
namental Molds,  Tile 
Machines  and  Molds, etc. 


Ideal  Concrete  Machinery  Co.,  Ltd. 


WINDSOR,  ONTARIO 


THE    C  U  N  T 


BOOKS 


for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  Jolin  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
lanil.     4S.'{  pages.     Price  5(1  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry   Dams,  by  Chester   W.  Smilli.  Pub- 
Mshed    in    1915    l)y    McGraw-Hill    Book  Company, 
jjages,  illustrated.     Price  $3.00 

Concrete  Stone  Manufacture,  by  Harvey  Whipple.  Published 
in  1915  by  Concrete-Cement  Age  Publishing  Company.  254 
pages,  illustrated.     Price  $1.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     2i;{  pages,  illustrated.     Price  $2.0(1. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons..  1,11(>  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.   50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1890 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$L0O. 

Sanitation  of  Public  Buildings,  'by  William  Paul  Gerhard, 
C.E.  Published  in  1907  by  John  Wiley  &  Sons.  262  pages, 
Price  50  cents. 

'Some  Considerations  Regarding  Cast  Lon  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Stability  of  Masonry,  by  Ernest  H.  Sprague,  C.E.  Published 
in  1915  by  Scott  Greenwood  &  Son.  167  pages,  92  illus- 
trations and  3  plates.     Price  $1.00 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods^  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  61S 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  ("ompany.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
I'he  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com 
Iiany.     H4.'i  pages,  illustrated.     Price  $5.00. 
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To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  EEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling- and  extending-  of  many  waterwork.s 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
business  in  Waterworks  Valves  and 
1  fydrants  this  year. 

^'ou  doubtless  appreciate  the  many  ad- 
x  antages  of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
\alves  and  hydrants. 

Orders  placed  with  us  now,  will  insure, 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
;ind  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  l)e  avoided  if  at  all  possible,  and  I'l'  IS 
POSSIBLE. 


The  Kerr  Engine  Co.^  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 


February  IC,  1916 
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Trade 


Made  in 


Mark 


Canada 


You 
Need 
Them 


CONCHKTK  WHEELBARROWS  —  steel 
tray,  wood  handles,   steel  wheel,  channel 

legs.    Ten  sizes,  various  capacities.  .   Tlie    Meaford  line 

is     full     of  devices 

which  you  need  in  your  business,  Mr.  Contractor.  They  are  al! 
IniiU  of  the  best  materials  by  workmen  who  know  your  needs 
.\elt.     When  in  the  mai'ket  for 

Wheelbarrows,  Drag   Scrapers  etc.  etc. 

iie  sure  and  investigate  our  line.  You'll  find  in  it  just  tlie 
i nijilements  yon  want,  at  prices  to  suit  you. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

( hiebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.   Nicholas  Street,   Montreal,  Que, 

Manitoba  and  Alberta ;  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg.  Man, ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Cohunbia :  John  Bin  ns,  029  Railway  St,,  Vancouver,  B,C, 


Neptune  Meter  Co. 

Manufacturers  of  the 
well-known 


I 


1 

TRIDENT 

Frost-Proof 

Water 

Meters 

Write  for  Catalogue 

Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Up-to-date  Ventilators 
and  Roof  Lights 

The  "HALITUS"  VENTILATOR  is  the 
simplest  and  most  effective  Ventilator  made.  It 
is  adaptable  to  all  types  of  buildings.  Let  us  send 
you  details. 

The  "ACHESON"  ROOF  LIGHT  is 
simplicity  itself,  yet  it  makes  an  absolutely  weather- 
tight  light.  Affords  ventilation  too.  Sells  on  sight. 
Let  us  send  you  illustrated  printed  matter. 

Write  for  Catalogues  today. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturers  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

'  One   of  the   largest  construction 

firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efificiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Sales  Offices 
Welland  -  Ontario 

Cobalt  Ontario 
7  Bank  Street  Chambers 

Ottawa 
417  New  Birks  Buildins 
Montreal 


STANDARD  STEEL 


Beamt— Channels 
Angles— Plates 

Always  in  Stock    CONSTRUCTION  CO. 

Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


UMITED 
WELLAND      ■  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market 
Office-M  4515— M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,   Office  North  ■(  g<j5     Eveningrs,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stocl<  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data.  " 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

Manufacturer  of  Enameled  Brick  exclutirely) 

1182  Broadway,   New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE. 
ONT. 
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Science  is  Applied  to  Brickmaking  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands  of 

FIRE  BRICK 

Our  booklet  on  "  Refractory  Efficiency  Engineering" 
contains  details  about  grades  and  shapes  we  manu- 
facture.   Send  for  it. 

Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 


Federal  Life  Building. 


HAMILTON,  ONT. 


Tk«  CARBIC  FLARE  LIGHT 

W.  L.  Foster,  8  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 
Dredges. 


This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple- 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c.p.  Burns  6 
hours  without  re- 
charging. 


Agents 

KellyPowell 
Ltd. 

Winnipeg, 
Man. 


^  STONE  CRUSHER 

IS  THE 

"ACME" 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


fs>n/i(i).OW 


Ir 


TO  be  durable,  sheet  metal  must,  FIRST,  be  pure. 
All  impurities,  including  copper,  must  be  reduced. 
Secondly,  its  structure  must  be  uniform  and  dense. 
And  slow,  scientific  processes  must  be  employed. 

Such  Sheet  Metal  is— 

Rust  and  Corrosion-Resisting 

Toncan  Metal  is  as  near  one  hundred  per  cent,  pure  a« 
it  is  possible  to  make  commercial  sheet  metal  from  iron 
ore.  It  is  homogeneous,  or  uniform  in  structure  and 
very  dense. 

As  a  result  there  is  no  more  durable  or  more  economi- 
cal sheet  metal  made  from  iron  ore  than  Toiican  Metal. 
Roofing,  Siding,  Eaves  Trough,  Conductor  Pipe,  Venti- 
lators, Skylights,  Blower  Systems,  Window  Frames, 
Culverts,  etc.,  made  from  Toncan  Metal  last  longer. 


:  fedjlROSiOK  - 


Get  a  copy  of  this  booh* 

The  Pedlar  People,  Ltd.  I 

Oshawa,  Ont. 

Canadian  Distributors 

The  Stark  Rolling  Mills 
Company 

Canton,  Ohio  I 


Sole  Makers 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— delivered  in  5-bai  rel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
\Yith  pkgs.,  $1.75. 

Lime— grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
impor  ted,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  dehvered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M.;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto:— 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED    STONE,    SAND.   AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.15;  1-in.,  $1.20;  |^-in., 
$1.20;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  70c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 68c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 
Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;'  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  Vi  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  decking  D  2  S,  $28;  spruce,  decking, 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  16  X  10,  14  X  18,  18  x  18,  20  x  20, 
.$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections  $3.00;  small 
sizes  $3.2.5. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.;  %  in.,  5/16  in.  and  H  i"-.  $2.75 
per  100  lbs. ;  gauge  plates.  No.  10,  $3.10, 
No.  12,  .$.3.15,  No.  14,  .$3.05  per  100  lbs.; 
black  American  bessamer  plates,  28  gauge, 
$3.35  per  100  lbs. 

J 

Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $.'54  per  net  ton;  6in.  to  12- 
in.  $33;  12  in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated  Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal.;  red  lead, 
dry,    $10    per    100    lbs. ;     putty    in  bulk, 
$3.50  per  100  lbs.;  in  100-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs.;  steel 
sash  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  86c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including 
sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $L20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  H  in.,  $1.66;  J^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $n.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.60,  double  strength 
$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  $6.26;  14-foot,  single  $6.20, 
double  $6.80;  16-foot,  single  $6.74,  double 
$7.34;  18-foot,  single  $7.28,  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82.  double  $11.42; 
30-foot,  single  $11.67,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles  -  :>  in.  x  :!  in.  aiul  up,  $3.50,  1  in. 
x  1  in.  X  in.,  25c.  extra ;  in.  x  J4  in. 
X  '/^  in.  50c.  extra.  Boiler  plates — '4  in. 
thick  and  tliickcr.  $2. 1).").  Circular  plates  — 
Flanije  quality.  30  in.  dimensions  and  over, 
$3.25;  under  30  in.  dimensions,  $3.50.  Beams 
ami  channels — Under  35  lbs.  per  yd.,  $3.75; 
;;.'■>  lbs.  per  yd.  anil  over,  $.'{.20;  f.o.b.  Mont- 
real net  cash.  Corrugated  iron — 26  gauee. 
.$4.85;  28  gauge,  $4. .50  per  sq.  net  cash.  Cop- 


per bearing  »heeti — Keystone  black,  28  U.  S. 

gauge,  $4  per  lUO  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in..  55c;  9-in.,  70c ;  10-in.,  80c;  12-in.,  $1; 
24'in.,  $3.25.  Bends,  each,  75c,  $1.20;  $2,20 
$2.80.  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50.  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2%  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60.  $15, 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6.00,  $8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  o[ 
Paris— $2.85  per  bbl.  Rope— Best  Manilla, 
20c.  basis  per  pound;  British  manilla,  16^c. 
basis;  African  hemp,  165^c. ;  sisal  rope,  13c. 
basis;  lath  yarn,  l(M4c.  Boiled  linseed  oil — 
in  barrels,  $1.02j^  per  gal.  of  9  lbs.  Raw  lin- 
seed oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbI.  lots,  $2.60;  in  car 
load  lots.  $2.20.     Bags  10  cents  extra. 

Lime — Grey.  34  cents  per  bushel ;  white,  32  centt. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff.  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED   STONE,   SAND.   AND  GRAVEL 
Crushed  Stone— 2-in..  $2.50  per  yd.;  1-in..  $2.75; 
54-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del. 
south   of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  delivered 
Winnipeg,  $1.85  per  cu.  yd. 

Gravel— Per  yd.,  delivered,  $1.85. 
Crushed  Granite— 1}4  and  2-in.,  $2.65;  ^  in.  and 
1-in..  $2.90;  J^-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine.  4  in..  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in..  $40;  No.  4 
red  and  white  pine  or  spruce.  4  in..  $28 j  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  x  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554 -in.  ditto.  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No.  1  B.  C.  cedar  dimension,  $6.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round  bars,  $2,35  per  100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  anglet, 
beams  and  plates.  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  loti, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  .sg) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sale*  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 

The  Best  Gypsum  Products 


"Pillar  Brand"  Gypsum  Products  are  made  from  the  highest  grade 
Nova  Scotia  Rock.  Every  barrel  and  bag  of  "Pillar  Brand"  pro- 
ducts are  inspected  and  tested  before  shippings.    They  include 

Hardwall  Plaster       Cement  Plaster       Land  Plaster 
Whitewall  Finish       Plaster  of  Paris 

"Pillar  Brand"  Hardwall  Plaster  is  mixed  only  with  the  highest  grade 
of  goat  and  cattle  hair,  thoroughly  washed  and  specially  prepared. 
If  you  need  high  grade  gypsum  products — get  prices  on  "Pillar 
Brand," 

Write  us. 

The  lona  Gypsum  Co.,  Limited 

Head  Office,  Sydney,  N.  S.  Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Conlinued  from  page  (56) 

SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  IS'A  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$150;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  pei 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pair'  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house; $9  to  $11  in  car  lots  f.o.b.  Van- 
couver; pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
liouse;  fire  clay,  $12  per  ton  in  car  lots. 

CRUSHED    STONE,    SAND,    AND  GRAVEL 

Crushed  stone— 2-in.,  $1.40;   1-in.,  $1.50;  H-in., 
$1.50,  all  f.o.b.  scows. 


Sand — Brick   and    plaster    sand    $1  per 
f.o.b.  bunkers. 

Gravel — $1.25  per  yard  delivered. 


yd. 


LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
10  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel  —   (round  and  square  bars)   $2.90  base; 


twisted  and  deformed, 
tions  $.3.75  to  $4.50. 


$2.90;  structural  sec- 


Galvanized  iron — 28  gauge,  $6.25  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheeti 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square 

Black  steel  slieets,  24  gauge,  $3.95  per  101 
lbs. 

Steel  channels  and  beams,  angles  and  plates— 

$3.75  to  .$4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse 
4-in.,  121^0  per  ft.;  6-in.,  21c  ft.;  8-in.,  30t 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25   (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van 

couver,  bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  fo.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade. 
liyic  basis;  sisal  rope,  12j4c  basis. 

PAINTS  AND  OILS 
Mixed  paint — per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $11.30  to  $14.25  per 
100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal.;  red  lead 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of  , 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 


Canada  Iron  Foundries,  Limited 


Bead  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castinfifs 
of  all  kinds,  Moorini:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 

Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4',  7 IS"  and  V  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


Hoisting  Engines  Electric  Hoists 
Steel  Derricks  Derrick  Irons 

Clamshell  Buckets      Dredges — 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Rlams  for  excavating  and  rehandling 
Sizes  ]4  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELLAND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.B.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS    St.  John,  N.  B. 

KELLY-POWELL,  LTD  Mc Arthur  Bldfe.  Winnipeg, Man. 


Standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Contractors 

Electrical 

Uirectory  or  hngineers 

Special 

Mechanical 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  0740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


The  John  Gait 
Engineering  Co.,  Ltd. 

Consulting,  Civil  and 

Sanitary  Engineers 

General  Municipal  Engineering 

...       f  Waterworks,  Sewerage 

Specialties:  ■(  .     ,  .   ,  . 

I  and  Electric  Lighting 

Winnipeg    Calgary  Vancouver 

John  Haddin         E.  L.  Miles 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,   Structural   Steel,  Bridges, 

Buildings,  &c.,  &c. 
IVA   Gosford  St.  MONTREAL 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
J  as.  W.  Motfat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineem, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


'^  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


.   BUILDING  WOfiK, 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

riione  (Office  and  Works: 

Main  904-905  62  Esplanade   E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 


POWER  BLDG. 


MONTREAL 


R  O 

WYNNE  -  ROBERTS 

Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


jWMM5.C0PYRIGtfrS&j^^ 


STANLEY  LiaHTFOOT 

RCG'O  PATENT  SOLICITOR  AND  ATTORNIV 

LUMSDEN  BLDG.('°J-y0NGe')''"°'"*'^'''O' 
NEW  BOOKLET  OF  COMPLETE  INFORMATION  FREE 
M•^.Tl0^i  TMi.  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Vk^innipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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xpArJsiorJ 
«J  O  I  INT 

Uniform  from  sand  cushion  to  surface. 

ELASTITE  makes  an  absolutely  uniform  joint  because 
it  is  formed  as  accurately  as  the  paving  brick.  When 
it  is  set  against  the  curb  one  edge  rests  on  the  sand 
cushion  and  the  other  edge  is  on  the  exact  level  of  the 
pavement. 

When  the  paving  expands  the  pressure  is  distriljuted 
uniformly.    There  is  no  w^eak  spot. 

A  sample  will  be  sent  on  request. 
Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 


WINNIPEG 


TORONTO 


MONTREAL 


The  Maritime  Bridge 

Company,  Limited 


Successors  to 


Wm.  P.  McNeil  &  Company,  Limited 


Manufacturers  of 


Bridges — Steel  Buildings 
Roof  Trusses — Turntables 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 
Co.,  Ltd. 

50,000  gallons.  149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Cuiiy  Bldg.  42  Chuicli  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  II.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 


Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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The  Canadian  Fan  System 
of  Heating  and  Ventilating 

has  been  designed  with  due  regard  to  peculiar 
requirements  and  to  the  end  of  securing  a  max- 
imum effectiveness. 

Here  are  the  chief  points: 

Perfect  ventilation  regardless  of  exterior  con- 
ditions. Uniform  and  proper  distribution  of 
heat.  High  efficiency  of  heating  surface  (three 
to  five  times  that  of  direct  radiation.) 
Greatest  economy  in  operation.  Ease  of  con- 
trol, which  prevents  over  heating.  Great  com- 
pactness, affording  an  economy  of  space  and 
reducing  the  cost  of  steam  connedions.  Per- 
fect drainage  making  less  repairs  necessary  and 
giving  a  lower  rate  of  deterioration,  than  with 
direct  radiation.  Lower  cost  of  installation. 
Utilization  of  exhaust  steam.  The  entire 
apparatus  is  easily  portable  and  is  therefore  a 
permanent  asset. 


What  are  you  doing 
toward  the  success- 
ful and  economical 
heating  of  your  shop 
for  the  coming  win- 
ter? 

h  is  now  high  time 
that  you  take  up 
this  very  important 
question  and  get  it 
settled  before  the 
real  cold  days 
arrive. 


Canadian  Return  Bend  Heater 


Our  Catalogue  ig8-i2  gives  full  in  formation 
about  heating  systems  in  general  and  the 
Canadian  Fan  System  in  particular.  Write 
for  a  copy. 

Canadian  Blower  and  Forge  Co. 

Umiteil 

Berlin  Ontario 


St.  JOllD 


Montreal 


Toronto 


Winnipeg 


Vancouver 


No.  4  Plate  Switch  Frogs 

12  Lb.  16  Lb.  20  Lb.  25  Lb. 
$7.00       $7.35        $7.70  $8.10 

FORGED         MILLED  RIVETED 


B.  E.  BECHTEL  -  Waterloo,  Ont. 


Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Tenders 


A  few  dollars  spent  in  advertising 

your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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C.  p.  R.  OFFICE  BUILDING 

Darling  &  Pearson,  Architects 


DOMINION  BANK  BUILDING 

Darling  6?  Pearson,  Architects 


Two  prominent  corners  in  Toronto 

The  Terra  Cotta  for  both  buildings  was 
manufactured  and  set  by 

THE  NORTHWESTERN  TERRA  COTTA 

COMPANY 

Chicago       -  Illinois 

Agencies  in  all  the  large  cities  of  Canada, 
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Ammunition  Box  Handles 

Approved  by  the  Shell  Committee 
and  "  Made  In  Canada  "  from 

"DOMINION"    WIRE  ROPE 

We  are  the  Originators  of 

The  Marline  Covered  Hand  Grip 

QUICK  SHIPMENT 

The  Dominion  Wire  Rope  Company,  Limited,  Montreal 


"  Marion  " 


Steam 
Shovels  & 
Ditchers 


"Industrial"  Cranes 
are  the  most  efficient 
manufactured.  If  you 
wish  "Reliability" — 
install  an  "  Industrial 
Works." 


"  Napanee  " 


"  Ransome  " 


We  supply  "  Marion" 
Shovels  for  all  classes 
of  work — to  Railroads 
—  Mines  —  Contrac- 
tors. —  All  sizes.  — All 
styles. 


Industrial  Works' 

Locomotive 
Coaling  & 
Wrecking 
Cranes 


Hoisting  Engines    Concrete  Mixers 

F.  H.  HOPKINS  &  CO.,  Montreal 

Branch:— St.  Catharines,  Ont. 


Vol.  30 


Toronto,  February  23,  1916 


No.  8 


28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated  (I)OMIN101J 
Rubber  Co.,  Limited  ^^^gBIBRSfca-^ ' 

Montreal,  P.Q. 


It  Always  Pays 

to 

Buy  the  Best 

Just  as  it  pays  to  plant  the  best  seed,  so  it  always  pays  to  buy  the  best 
goods. 

BEST  QUALITY 

BEST  CONSTRUCTION 

BEST  WORKMANSHIP 

In  our  Rubber  Goods,  it  is  QUALITY  that  counts.  We  stand  back  of  the  quality, 
workmanship  and  construction  of  our  lines.  That  protects  your  interests,  and  you 
are  sure  to  be  satisfied. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our  prices  are  right.  Let 
us  show  you  what  we  can  do. 

IT  IS  OUR  DESIRE  TO  SERVE  YOU 


Canadian  Consolidated 
Rubber  Co.,  Limited 

28  "Service"  Branches  Throughout 
Canada 


ftOMiWlOM 
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WIRE  CUT-LUG  BRICK 

USED  EXCLUSIVELY  FOR  BRICK  PAVING  BY  SEVERAL  BIG  CITIES 

Including  St.  Louis,  Mo.,  Wilmington,  Del.,  Toronto,  Canada,  Baltimore,  Md.,  and 
specified  by  hundreds  of  large  and  small  cities  and  by  several  state  highway 
departments. 

Smooth,  Even,  Sanitary  and  Durable  Pavement 

67,000,000  in  service  in  New  York  State  alone. 
Lays  uniformly*  and  bonds  much  stronger  than  any  other,  as  official  tests  prove. 

Advising  engineering  service  free. 

Manufactured  by  the  following  29  independent,  competing  companies  operating  42  plants: 


Cony  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville  Brick  Company,   Danville,  HI. 
Clinton    Paving   Brick   Company,    Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman  Duty   Brick   Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer   Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Mmphysboro,  111. 
Southern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 


McAvoy  Vitrified  Brick  Company,  Philadelpliia,  Pa. 

,   Plant  at  Perkiomen  Junction,  Pa. 
Windsor  Brick  Company,  Akron,  Ohio. 
Hocking  Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver   Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  111. 
Terre  Haute  Vitrified   Brick  Co..   Terre  Haute,  Ind 
Albion  Vitrified  Brick  Co.,  Albion,  III. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport   Paving   Brick   Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.\'a. 

Fouf  plants  at   New   Cumberland,  W.Va. 
The  Hydraulic-Press   Brick   Company,   St.    Louis',  Mo. 
Barr   Clay   (Company,   Streator,  111. 
Burton-Townsend  Company,  2  plants.  Zanesville.  (), 
The  Trimble  Paving  Brick  Company,  Dayton,  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouster,  Ohio. 
Thornton  Fire  Brick  Companv,  Clarksburg,  W.  Va. 

Plant  at  Thornton,  W.  Va. 


THE  DUNN  WIRE-CUT-LUG  BRICK  CO. 

(Licensors) 

CONNEAUT,  OHIO 
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Reduce  your  haulage  cost 

with  National  Motor  Trucks 

The  Motor  Truck  is  an  accepted  method  of  transportation.  Its 
use  has  been  demonstrated  in  hundreds  of  businesses,  and  for  haul- 
ing almost  every  commodity.  Motor  Trucks  are  essential  to  com- 
mercial activity — it  only  remains  to  select  the  right  Truck  to  get 
maximum  service  at  minimum  cost. 

NATIONAL  MOTOR  TRUCKS  have  established  their  worth  through 
daily  service  under  the  most  severe  treatment — heavy  loads,  bad  roads  and 
adverse  weather  conditions.  One  of  the  four  NATIONAL  Models — 1,500 
pounds,  2,000  pounds,  4,000  pounds  and  7,000  pounds  capacities,  will  fill  the 
requirements  of  any  transportation  problem.  NATIONAL  Engineers  will 
Ije  glad  to  assist  you  in  determining  which  Truck  will  best  suit  your  needs. 

Write  for  Illustrated  Catalogue. 

NATIONAL  STEEL  CAR  COMPANY,  LIMITED 


HAMILTON 


Shaughnessy  Building, 
Montreal 


CANADA 

Foreign  Offices : 
London,  Eng.    Paris,  France 
Petrograd,  Russia 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


'*Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price.  ** 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.    2000  Now  in  Use. 

Made  in  all  sizes  from  %  yd-  to  2%  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'   use.     Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  I  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

London  Concrete  Machinery  Co.,  Limited, 

Branches  and  Agencies  in  every  large  city  in  Canada. 


London  Bull  Dog  Batch  Mixer. 


London,  Ont. 


WORLD'S  LVtGESr  M \NUFAC  rURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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fllustration  shows  a  motor  truck  heavily 
laden  with  Mimico  Sewer  Pipe  and  some 
other  freight.  Note  that  the  weight  of  the 
truck  rests  mainly  on  a  very  thinly  covered 
section  of  Mimico  Segment  Block.  Prices 
and  details  upon-  request. 


Tried,  Tested 
TRUE 

It  is  not  an  untried  theory  we  are  bringing 
to  your  notice,  but  the  product  of  hard- 
headed,  practical  engineers,  who  know 
their  business  from  A  to  Z. 

MIMICO 

VITRIFIED,  SEGMENT 

Sewer  Blocks 

(Pat.  Applied  tor) 

have  been  tried  and  tested  by  men  Hke  yourself,  and  have  been  found  absolutely  true 
— the  very  last  word  in  sewer  construction. 

They  have  the  greatest  strength,  highest  efficiency,  are  the  easiest  laid  and  cost  less 
than  any  other  segment  sewer  block  made. 

Let  us  tell  you  more  about  them  and  quote 
you  prices.  Write 

Ontario  Sewer  Pipe  Company,  Limited 

Makers  of  the  famous  "Mimico  Brand"  sewer  pipe,  4"  to  24"  in  stock. 


MIMICO 


ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgines,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whsels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full      page,    twenty-four  headings! 


Air  Compressors 

Can.  IngersoU-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 


Aluminium 

Spielmann  Agencies  Regd. 


Architects'  Instruments 

Stanley   Company,   W.  F. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geogliegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  IngersoU-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
North-Western  Terra  Cotta  Co. 


Brick  Dryers 
Uechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Heatty  &  Sons,  M. 
Browning  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Uechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard   Steel   Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement 

liritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 


Cement  Waterproofing 
Paterson  Mfg.  Company 


Centrifugal  Pumps 

lioving  Hydraulic  &  Engineering 
Company 


Chains 

Woodhouse  Chain  Company 

Clayworking  Machinery 
Hechtel,   B.  E. 

I 

Coal  Chutes 
Manitoba  Bridge  &  Iron  Wotks. 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 


Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pi-llelior  S:  Fils,  Edouard 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 


Conduits 

Can.  H.  W.  Jolins-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL   Underground  Pipe 
Covering  Company 


Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

y 

Contractors'  Lights 
Foster,  W.  L. 


Contractors'  Plant  ■&  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh    &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveying  Machinery 

Goodwin,    Earsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    IngersoU-Rand   Co.,  Ltd. 

Corrugated  Iron 
.  Can.  H.  W.  Johns-Manville  Co. 
Metallic   Roofing  Company 
Pedlar   People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 


Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
I. 'Air   Liquide  Society 
Piest-O  r.itc  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern  Crane  Works 
Osgood  Company 
PoUard  Mfg.  Company 

Dredging  Pumps  > 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Browning  Company 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

(Canadian  Blower  and  Forge  Co. 
Canadian   IngersoU-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   IngersoU-Rand  Co. 

Dump  Carts  and  Wagons 
Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 
Bechtel,   B.  E. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  D.  F. 

Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  DrUIs 

Canadian   IngersoU-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
Roelofson  Elevator  Works 
TurnbuU  Elevator  Company 

Enamelled  Brick 

.\merican     Enamelled     Brick  & 
File  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Exhaust  Heads 
Canadian  Blower  and  Fo'ge  Co 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co 
Can     Fan-banks-Morse  Company 
Hopkins  &  Company,  F.  H 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  Q. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt    Iron  Works 

Fire  Brick 
Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
I'russed   Concrete  Steel  Co. 
(Continued  on  Page   8  ) 
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The  blocks  cost 
less;  they  sell  for 
more ;  you  sell 
more  of  them. 

Send  fifty  cents  if 
and  we  will  ship  ^  ' 
to  you  a  sample 
block,  with 
granite  facing, 
freight  prepaid. 

Write  for  cata- 
log and  particu- 
lars. 


The  Molds 


Molds  for  Casting  Waterproof  Hollow  Cement 
Building  Blocks  With  Granite  Faces 


We  manufacture  the  only  successful  Multiple  Mold,  wet  mix  box  machin- 
ery in  Canada.  We  are  owners  of  the  only  successful  process  of  facing  a 
cement  block  with  genume  granite,  and  doing  so  at  a  cost  in  proportion  to  the 
rest  of  the  block. 

Cast  Stone  Block  &  Machine  Co.,  Limited 

298  Howard  Ave.    (ZAGELMEYER  SYSTEM)    WINDSOR,  ONT. 


The  Product 


Remember  the 
Dates 

MARCH 

6,  7,  8,  9  and  10 
1916 


UNDER  AUSPICES  OF 

Dominion   Good   Roads  Association 
Canadian  Automobile  Federation 

The  Third  Canadian  and  International 


Good  Roads  Congress  and  Exhibition 

will  be  held  at 

SOHMER  PARK,  MONTREAL,  QUE. 

March  6,  7,  8,  9  and  10,  1916 

The  exhibits  will  include;  Machinery  for  highways  and  streets,  materials  for  highways  and  streets,  engineering 
instruments,  accessories  and  equipment,  municipal  improvements,  caution  and  direction  signs,  engineering,  technical 
and  other  magazines,  Government  road  models. 

Mayors,   Reeves,   Councillors,   Engineers  and   Municipal   Officials,  Road 
Builders  and  others  interested  in  good  roads  are  invited  to  attend. 

For  information  write 

W.  H.  LEACH,  Supt.  of  Exhibits.       GEO.  A.  McNAMEE,  General  Sec'y 

New  Birks  Building,  Montreal 
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Co. 


Fla 


Fire  Escapes 

Dennis  Wire  &  Iron  Works  C 
Manitoba  Bridge  &  Iron  Worlc; 
McGregor  &  Mclntyre 
ag  Poles 
Ontario   Wind    Engine   &  Pump 
Company. 
Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Sbapley  &  Muir  Co. 
T-ondon  Concrete  Machinery  Co. 
Ontario   Wind   Engine   &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sbeldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 


Hose 
Can. 


Consolidated  Rubber  Co. 


Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr    Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 

Limited  . 
Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 


Industrial  Cars 

Hopkins  &  Company,  F. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 


H. 


Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American  Lead  Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble   Working  Machinery 
Pollard    Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Ceme;it  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air   Liquide  Society 

Paints  and  Varnishes 

Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving  and   Paving  Materials 
Asplialt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Carey  Mfg.  Co.,  Philip 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe   (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10> 


Monnoyer's  System 

is  absolutely  the  last  word  in  the  ingenious,  simple, 
efficient  and  economical  construction  of 

Chimneys,  Water  Towers, 
Condensers,  etc. 

It  is  not  an  untried  theory,  but  a  practical,  real,  proven 
fact.  Its  adoption  by  many  of  the  best  known  firms  in 
Europe,  is  evidence  that  it  has  long  since  passed  the 
experimental  stage. 

By  means  of  this  system  shuttering  is  dispensed  with, 
thus  removing  a  big  expense  item,  and  better  results 
obtained. 

Let  us  explain  further  to  you. 

Write  for  full  particulars. 

Edward  Pelletier  &  Son 

111  Colomb  St.,  QUEBEC 
Grantees  for  Canada  and  United  States. 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   IngersollRand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Tohns-Manville  Co., 
Ltd. 

Tona  Gypsum  Company 

Plug  Drillers 

Canadian    IngersollRand  Co. 


Pneumatic  Machinery 

Canadian    IngersollRand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Iiiglis  Company,  John 


Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind   Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll  Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian   H.   W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Revolving  Stone  Screens 

Goodwin,    Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar   People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 


Scales 

Can.   Fairbanks-Morse  Company 


Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 

Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 

Shovels  (Steam) 

Browning  Company 
Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Thcr    Iron  Works 

(Continued  on  page  14) 
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Both   are  "One-Man"   Hoists—  | 

Both  Are  Operated  from  Grade  Level  by   Hand    Power  | 

TNVESTIGATE  the  G  &  G  Tele-  | 

A    scopic  Hoist.      It  is  in  general  ,  | 

use  throughout  the  Dominion  for  the  the  model  b  hoist  | 
removal     of    ashes     in     residences,                    ""^       unaided  can 

fj-,        .  J.  perform  entire  operation  of  raising  asli 

schools,  churches,  OltlCe  bUlldmgS,  etc.      cans  from  cellar  to  top  of  ash  wagon 

and  lowering  empty  cans  to  cellar. 
Hoisting  head  revolves  with  overhead 
crane  to  swing  can  over  top  of  wagon. 
No  rehandling  necessary  at  grade. 

MADE  IN  CANADA 


THE  MODEL  A  HOIST 
With  this  hoist,  one  man  unaided 
can  perform  the  entire  operation 
of  raising  ash  cans  from  cellar  to 
grade  and  lowering  empty  cans  to 
cellar.  Hoisting  head  revolves  to 
place  can  on  sidewalk  clear  of 
hatch.     MADE  IN  CANADA 


Write  for  complete  information 
al>oiit  the  automatically  operated 
C.  K-  G  SIDEWALK  DOOR 
OI-ENTNG  &  (:i.f)SING 
DEVICE 


Raises  load  at  a  guaranteed  speed  of  30  feet  per 
minute.  When  not  in  use  hoist  telescopes  and  no 
part  shows  above  street  level. 

Operated  from  grade,  insuring  fullest  protection 
for  l)oth  pulilic  and  operator  against  injury  due 
to  open  hatch.  Every  hoist  is  subjected  to  thor- 
migh  working  test  before  shipment  and  is  shipped 
c()m))ictc'ly  as.scm])!cd — not  "kiiocl'.'ed  down." 

SEND  FOR  BOOKLETS 


GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  fo'  Ontario 
WM.    N.    O'NEIL    CO.,  LTD.. 
VANCOUVER. 
AeentR  for   British  Columbiji 


B.  & 


S.  H.  THOMPSON  ft  CO. 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitobn.  Saskatchewan 
Alberta.  Winnipeg. 

Illllllllllllllllllllllllllllllllllllllllllllllllllllll 
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Thers  is  nothing 
more  beautiful  in 
a  building  than 
that  rich  distinc- 
tive cherry  red  of 


(TRADE  MARK  RE6, U.S. PATENT  OFFICE) 


Pleasing  alike  to  architect,  build- 
er and  owner. 

Known  all  over  North  America 
as  "BRADFORD  REDS". 

Made  in  both  dry  press  and  im- 
pervious, the  former  in  Standards, 
Romans  and  ornamentals. 

Adapted  equally  for  construc- 
tion of  the  finest  public  buildings 
or  private  residences. 

"BRADFORD  RUFFS",  our 
rough  textured  brick  for  all  con- 
struction where  a  Rustic  effect  is 
desired. 


The  Red  Brick  People  " 


BRADFORD  PRESSED  BRICK  CO. 

William  Hanley,  President 

BRADFORD,  PA. 

IVe  also  make  Fire-proofing^ 
Hollow  Brick  and  Hollow  Block. 


-A  1. 
You  Will  Do  Better 

with  an  OSGOOD 


The  OSGOOD  "18"     yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  ligliter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  sliovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
lieavy  armored  boom  the  OSGOOD  "IS"  will  handle  a 
clamshell    liucket    or    do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments tliat  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is. 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad   tyi)e   sliovel   on   tlie  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  subuiciged  tube  type  boilers  built  to  [lass  inspection 
in  all  Canadian  piovinces. 

THE  OSGOOD  COMPANY 


MARION 


Canadian  Agencies 


OHIO 


KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal 
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PHALT 


'TPHIS  company,  whose  head  is  Lord  Cowdray,  is  the  only 
British  refiner  of  Mexican  AsphaH  shipping  to  Canada. 


A  section  of  our  Mexican  plant  produces  75,000  tons 
a  year  that  could  be  shipped  advantageously  to  Canada. 


is  best  for  your  roads  because : 

It  is  more  cementitious  than  other  asphalts,  water  will 
not  readily  injure  it,  exposure  to  sun  and  air  will  not  cause 
its  deterioration  and  it  has  great  cohesive  strength. 

It  is  Jbest  adapted  to  Canada's  climate,  will  not  mark 
in  hot  weather,  nor  are  snow  or  ice  likely  to  crack  it. 

It  has  over  99  per  cent,  bitumen.  Purest  on  market- 
therefore  free  from  deleterious  matter.  Samples,  prices, 
analysis,  etc.,  on  request. 
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FOR  SALE 


2  50-ton  10  Wheel 
Locomotives. 

2  Model  60  Marion 
Steam  Shovels 

2  2 7-ton  Shay  geared 
Locomotives 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningrs 
Wall  Coping* 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


T^EW  Glasgow.KS. 
and  Sr.  Johns 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Fteam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  arid 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd.  . 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel  Plate  Construction 
Thor   Iron  Works 
Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  '  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Terra  Gotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 


Waterproofing 

Can.  H.  W.  Johns-Manville  Co. 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Workj 
Water  Tapping  Machine 

Mueller  Mfg.  Co.,  H. 
Water  Turbines 

Boving  Hydraulic  &  Engineering 
Company 

McDougall  Caledonian  Iron  Wks. 
Water  Wheels  (Turbine  &  Impulsi) 

Piatt   Iron  Works 
Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 
Welding  and   Cutting  Plants 

L'Air   Liquide  Society 

Prest-O-Lite   Company,  Inc. 
Well  Drilling  Plants 

American   Well  Works 

Ontario   Wind   Engine   &  Pump 
Company. 
Wheelbarrows 

Meaford  Wheelbarrow  Co. 
Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 
Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 
Wood  Pipe 

Canadian   Pipe  Company 

Pacific   Coast   Pipe  Company 

Vancouver  Wood  Pipe  &  Tank  Co. 
Wood  Tanks 

Pacific  Coast   Pipe  Company 

Vancouver  Wood  Pipe  &  Tank  Co. 


Road  Making 

This  combination  of  Rock  Crasher, 
Elevator  and  Telescopic  Bin  eliminN 
ates  a  great  deal  of 
the  drudjery  known 
to  road  makers. 


THE  strong  and  heavy  wheels 
upon  which  the  bin  is  moant- 
ed  are  located  on  the  inside 
of  the  frame  work,  thus  allowing  carts  or  wagons  to  be  brought  close  to  the  bin  for  conveni- 
ence in  loading.    The  front  wheels  cut  under,  thus  enabling  turning  the  outfit  in  a  small 
space.    The  rear  wheels  are  regularly  made  to  a  5-foot  2-inch  gauge,  but  when  specially  or- 
dered we  can  furnish  the  wheels  to  any  gauge  desired. 

The  capacity  of  our  regular  pattern  bin  is  from  12  to  15  tons  and  is  made  with  three 
compartments,  but,  when  specially  ordered,  it  can  be  divided  into  compartments  to  suit  the 
purchaser  and  any  capacity  desired  up  to  35  tons. 

Write  for  Prices  and  Catalogue. 

The  Canadian  Fairbanks -Morse  Co.,  Limited 

Winnipeg 


St.  John 


Quebec 
Kegina 


Montreal 
Saskatoon 


Ottawa 
Calgary 


Toronto      Hamilton      Fort  William 
Edmonton      Vancouver  Victoria 
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EGppPS 


Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 
We  design  and  execute  complete  piping 
contracts. 

PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


Built  forC.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIOGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg,  Ontario,  1 30  Janrt  Street 

Chicago,  Illinois,  2014  Old  Colony  BIdg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


ATWOOO 


ATWOOD 

ENGINEERS    FOUNDERS  MACHINISTS 
Repreiented  by  W.  M,  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


«*GalTadttct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      <  Canada 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company   . .  . 

American  Enameled  Brick  &  Tile  Co.  .)4 
American  Lead  Pencil  Company  .  . 

American  Well  Works  

Anglins  Limited   'iO 

Art  Stone  Company   60 

Asphalt  &  Supply  Company   12 

Ault  &  Wiborg  Company   15 

Barber,  Frank   60 

Beatty  &  Sons,  Limited,  M   59 

Bechtel,  B.  E   51 

Berlin  Mills  Company  

Black  Building  Supply  Company  ...  10 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  53 

Bradford  Pressed  Brick  Company  ...  11 

Brandram-Henderson  Co   14 

Britnell  &  Company,  Limited   54 

Burlington  Steel  Company   59 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation.  9 

Canada  Iron  Foundries,  Limited  ...  58 

Canada  Wire  &  Iron  Goods  Co.  ...  15 

Canadian  Billings  and  Spencer  ....  18 

Canadian  Blower  and  Forge  Co.  ...  63 

Canadian  Consolidated  Rubber  Co...  1 

Canadian  Equipment  Company  

Canadian  Fairbanks-Morse  Co   14 

Canadian  Ingersoll-Rand  Co   63 

Canadian  H.  W.  Johns-Manville  Co., 

Limited  

Canadian  Office  School  Furniture  Co.  60 

Canadian  Pipe  Co.,  Ltd   49 

Carey  Company,  Philip   61 

Cast  Stone  Block  &  Machine  Co.  ...  7 

» 

Canadian    Chicago    Bridge    &  Iron 

Works   15 

Chipman  &  Power   60 

Conduits  Company,  Limited   15 

Cook,  A.  D   51 

Crushed  Stone  Limited   54 

Dake  Engine  Company   54 

Dennis  Wire  &  Iron  Company   51 

DesMoines  Bridge  &  Iron  Works  . .  61 

Dickson  Bridge  Works  ...  

Dikeman  Surveyor  Company   60 

Dominion  Bridge  Company  

Dominion  Concrete  Company   4 

Dominion  Engineering  &  Inspection 

Company   60 

Dominion  Iron  &  Steel  Company  . .  .  57 

Dominion  Paint  Works  

Dominion  Sewer  Pipe  Company  ...  13 

Dunn  Wire-Cut-Lug  Brick  Co   2 


Elk  Fire  Brick  Company  

Exeter  Manufacturing  Company 


Ford  Meter  Box  Company  

Foster,  W.  L  

Fraser,  W   13 

Gartshore.  John  J   48 

Gartshore-Thornpson  Pipe  &  Foundry 

Company   58 

Gent  Company  

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company  

Goold,  Shapley  &  Muir  Company  .  .  15 
Gray  Construction  Co.,  John  V   49 

Haddin  &  Miles   60 

Hagersville  Contracting  Company  . .  9 

Hamilton,  S.  W   60 

Hamilton  &  Toronto  Sewer  Pipe  Co.  51 

Hopkins  &  Company,  F.  H   64 

Hunt  &  Company,  Robert  W   60 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John   45 

lona  Gypsum  Company   57 

Kerr  Engine  Company,  Limited  ...  52 

L'Air  Liquide  Society  

Lea,  R.  S   60 

Lightfoot,  Stanley   60 

London  Concrete  Machinery  Co.  . .  4 
Luxfer  Prism  Company  

MacLean  Daily  Reports   17 

MacKinnon  Holmes  &  Company  . .  . 

Manitoba  Bridge  Works  Co  

Maritime  Bridge  Company    01 

Marsh  &  Henthorn,  Limited   49 

McDougall  Caledonian  Iron  Works 

Company   5 

McDougall,  Geo.  K   60 

McGregor  &  Mclntyre   61 

Meaford  Wheelbarrow  Co  

Metallic  Roofing  Company   53 

Miller  &  Company,  Geo.  M  

Mueller  Mfg.  Company,  H  

National  Iron  Works  Limited  ....  49 


National  Steel  Car  Company   ,j 

Neptune  Meter  Company   53 

Noble,  Clarence  W   55 

Northern  Crane  Works   ,55 

Northwestern  Terra  Cotta  Company 
Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Sewer  Pipe  Company   5 

Ontario  Wind  Engine  &  Power  Co..  53 

Ormsby  Company.  A.  B.  . .  .    50 

Osgood  Company   n 

Pacific  Coast  Pipe  Company   49 

Paterson  Mfg.  Company   47 

Pedlar  People  

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edouard   8 

Pittsburgh-DesMoines  Steel  Co.  ...  61 
Pittsburg  Valve,   Foundry  &  Con- 
struction Company   1.5 

Piatt  Iron  Works   43 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company  

Reid  &  Brown   cO 

Ric-wiL  Underground  Pipe  Covering- 
Company   

Rogers  Agencies   55 

Roelofson  Elevator  Works   .50 

Sheldons  Limited     50 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ..  13 
Standard  Steel  Construction  Co.  ...  54 
Standard  Underground  Cable  Co.  of 

Canada   

Stanley  &  Company.  W.  F  

Stark  Rolling  Mills  Company  

Structural  Steel  Company   54 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  62 

Tiffin  Wagon  Company   

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   54 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co.  49 

Waterous  Engine  Works  Co   18 

Wayne  Oil  Tank  &  Pump  Co   50 

Woodstock  Concrete  Machinery  Co. 

Wynne-Roberts,  R.  0   60 


Our  advertisers  represent  the- most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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These  Reports  Will   Help  You 
Increase  Your  Sales  and 
Your  Profits 

GET  SAMPLES  FREE 

WE  would  like  very  much  for  you  to  become  familiar  with  MacLean 
Daily  Reports,  even  though  you  may  not  seriously  consider  sub- 
scribing at  the  present  time.  Just  now  we  have  a  very  good  opportunity 
to  arrange  it  so  that  you  can  do  this  if  you  wish. 

During  the  past  few  days  we  have  printed  a  few  extra  copies  of 
reports  covering  building  operations  of  value  to  you.  There  are  about 
eighty  different  sample  reports  on  hand  now.  If  you  wish  we  will  send 
you  a  set  so  that  you  may  be  better  able  to  judge  whether  the  MacLean 
Service  will  be  helpful  to  you  in  your  business. 

Should  you  feel  any  hesitancy  about  doing  this,  we  want  to  explain 
that  the  reports  will  be  sent  entirely  at  our  expense,  and  your  using  them 
will  not  obligate  you  in  any  way. 

SEND  FOR  SAMPLES  TO-DAY. 


MacLean  Daily  Reports,  Limited 

25  Charlotte  Street 
TORONTO 

Send  MacLean  Reports  (FREE) 

Name  of  Concern  

Address  

Individual  

Position  with  firm  

What  territory  do  you  cover?  

Nature  of  your  business  
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Standard  Turnbuckles 

Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 


Welland,  Ontario 


MORE  THAN  200  IN 
USE  IN  CANADA 

Municipal  and  Contracting  Engineers 
who  are  doing  big  things  in  road 
building  use  Waterous  Steam  Rollers 
practically  without  exception.  These 
machines  are  working  on  all  kinds  of 
road  in  every  part  of  Canada  and  under 
every  sort  of  condition.  That  they 
.have  the  endorsement  of  every  user  U 
the  best  proof  of  their  efficiency  and 
reliability. 

WATEROUS 
rpROLLERS 

have  been  built  in  Canada  for  more 
tlian  20  years.  Some  of  our  first  manu- 
facture are  still  in  use.  You  want  a 
machine  as  sturdy  as  this  for  your 
wovk. 

Mechanical  Features 

Double  cylinder,  double  crank  engine; 
locomotive  type  high-pressure  boiler; 
shaking  grates  and  dumping  ash  pan; 
two  speed  drive  both  forward  and  re- 
verse; all  gears  cut  from  the  solid 
steel;  locomotive  type  valve  motion, 
special  wear  proof  rolls. 
Outfit  includes: — steel  road  picks, 
driving  pulley  for  rock  crusher,  front 
clevis  and  rear  draw  bar. 

Bulletin  No.  30 1  and  list  of 
uaer«  sent  on  request. 


The  Waterous  Engine  Works  Co.,  Ltd. 

^^SiS=^^S^^=:^=S   BRANTFORD,  CANADA   
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Published  Each  Wednesday  by 


HUGH  G.  Maclean,  limited 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager.  • 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  3700 

MONTREAL  -  Telephone  Main  3299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  303  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  3013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1220  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.   --------   16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $3.00.    U.  S.  and  Foreign,  $3.00, 
Single  copies  10  cents 

Autliorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  IStli,  1914,  at  the  Postoffice  at 
RiifFalo,  N.  v.,  imder  the  Act  of  Congress  of  March  3,  1879. 
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Editorial — 

Constitution  of  Portland  Cement   165 

Canadian  International  Roads  Congress    166 

The  Significance  of  Graphs    160 

Large  Expenditures  on  Toronto  Schools    166 

Montreal  Brick  Makers  Encouraged    166 

Chemistry  of  Portland  Cement    168 

By  G.  A.  Rankin. 

Cushions  for  Block  Type  Pavements    171 

By  Maurice  B.  Greenough. 

Effect  of  "Roughs"  on  the  Brick  Industry    173 

By  T.  P.  Cuthbert. 

The  Organization  of  a  Maintenance  System    175 

By  A.  A.  Smith. 

Reinforced  Concrete  Buildings                                     ..  176 
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Gonstitution  of  Portland  Gement 

THE  chemical  constitution  of  Portland  cement, 
which  tip  to  the  jiresent  time  has  been  more 
or  less  of  a  conjecture,  may  now  be  said  to 
have  been  fairly  definitely  ascertained.  This 
subject  is  treated  in  a  very  comprehensive  way  in  a 
paper  printed  elsewhere  in  this  issue  on  the  subject 
of  "The  Chemistry  of  Portland  Ceinent,"  by  G.  A. 
Rankin,  in  which  he  gives  the  results  of  his  researches 
on  the  constitution  of  cement  and  the  various  cement- 


ing values  of  the  dififercut  constituents.  In  view  of 
the  increasing  use  of  concrete  in  modern  construction 
and  the  demand  for  improved  quality  which  has  been 
brought  about  in  the  past,  chiefly  through  perfection 
of  mechanical  contrivances  and  methods  employed 
rather  than  by  any  new  ideas  based  on  a  knowledge 
of  the  chemical  constituents,  further  progress  and  de- 
velopinent  may  be  confidently  looked  for. 

Portland  cement  clinker  is  the  result  of  chemical 
combination  of  the  oxides  lime,  alumina,  and  silica, 
with  a  small  percentage  of  magnesia  and  ferric  oxide. 
The  mixture  of  these  suijstances,  which  liave  very  sim- 
ilar properties,  is  exceedingly  fine  grained,  and  it  is 
consequently  a  very  difficult  matter  to  make  a  quanti- 
tative analysis  of  the  constituents.  This  problem  was 
approached  by  Mr.  Rankin  through  synthetic  treat- 
ment of  the  oxides  CaO.  Al-O^.  SiO^.  Heat  treatments 
and  microscopic  examinations  were  made  to  the  num- 
ber of  some  7,000  rondin;;s  on  mixtures  of  these  three 
oxides  to  ascertain  thv.^  melting  temperature  and  optical 
])roperties  of  compounds  of  lime,  alumina,  silica  which 
form  when  various  mixtures  of  these  three  oxides 
are  heated.  The  data  thus  obtained  is  plotted  in  three 
dimensions,  the  concentration  of  each  mixture  is  re- 
presented by  a  point  within  an  equilateral  triangle  on 
the  horizontal  plane  and  the  magnitude  of  the  temper- 
ature by  the  distance  above  this  plane ;  the  surface 
thus  described  represents  the  melting  temperatures  of 
all  products  obtained  when  any  mixture  of  the  three 
oxides  is  heated  higher  and  higher. 

The  constituents  of  Portland  cement  clinker  made 
up  only  of  the  pure  oxides  CaO,  AhO^,  SiO--  are  the  com- 
pounds CaO.SiO-  and  CaO.AbOs;  microscopic  examina- 
tions show  that  90  per  cent,  of  Portland  cement  is 
composed  of  these  constituents. 

The  value  of  Portland  cement  as  a  cementing  ma- 
terial when  mixed  with  water  is  largely  due  to  one 
or  other  of  these  compounds.  The  mixture  of  these 
pure  oxides  when  properly  burned  will  produce  good 
Portland  cement,  with  the  rapidity  of  the  reactions 
depending  on  temperature  and  the  amount  of  flux 
formed  at  that  temperature.  The  requisite  amount  of 
flux  depends  on  the  fineness  of  the  materials  ;  the  finer 
they  are  ground  the  more  readily  will  they  combine. 
In  commercial  cement  there  is  nearly  always  jjresent 
small  amounts  of  magnesia  and  ferric  oxide,  alkalies, 
etc.,  which  have  but  little  efifect  on  the  major  consti- 
tuents, but  in  burning  play  an  important  part  in  caus- 
ing the  formation  of  a  flux  at  a  much  lower  tempera- 
ture, thereby  accelerating  the  combination  of  CaO  with 
A  1=03  and  SiO=. 

Good  Portland  cement  necessitates  that  the  materi- 
als be  properly  ground,  and  heated  sufficiently  high, 
to  complete  the  chemical  reaction.  Experience  shows 
that  cements  containing  any  free  lime  are  unsound 
and  will  in  time  disintegrate,  due  to  the  expansion 
of  the  free  or  unbound  lime  which  reacts  with  water 
to  form  calcium  hydrate.  The  value  of  Portland  ce- 
ment depends  upon  the  fact  that  when  finely  poAvdered 
and  mixed  with  water  it  forms  a  hard  mass ;  the 
strength  and  permanence  of  this  mass  depend  upon 
the  constituents  of  the  cement.  Of  these  constitu- 
ents, the  compound  tricalcium  silicate,  SCaO.SiOs,  is 
the  one  which  hardens  and  develops  the  greatest 
strength  within  a  reasonable  time.  It  may  be  said, 
therefore,  that  the  essential  process  for  the  manufac- 
ture of  Portland  cement  is  the  formation  of  this  com- 
pound, and  that  any  improvements  in  the  process 
yielding  an  increased  percentage  of  this  compound 
will  increase  the  cementing  value  of  Portland  cement. 
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Canadian  International  Roads  Congress 

A  preliminary  programme  of  the  Third  Canadian 
and  International  Roads  Congress,  to  be  held  in  Mon- 
treal, March  6-10,  is  now  made  public.  The  subjects 
of  the  papers  cover  a  very  wide  range,  all  of  course 
dealing  with  good  roads  and  to  be  presented  by  men 
who  are  experts  in  their  respective  fields.  There  will 
be  papers  on  the  construction  of  roads,  methods,  main- 
tenance, bridges,  machinery,  materials,  how  to  suc- 
cessfully meet  difficulties  of  various  kinds,  etc.  Many 
of  the  speakers  will  be  practical  men,  Avho  have  had  to 
solve  problems  either  of  construction  or  maintenance. 

The  Lieut. -Governor  of  Quebec  has  promised  to 
open  the  Congress,  and  invitations  have  been  for- 
warded to  many  prominent  men  associated  with  the 
good  roads  movement.  The  following  are  some  of 
the  speakers  and  their  subjects:  Messrs.  Gabriel 
Henry,  chief  engineer.  Province  of  Quebec,  "Gravel 
and  Stone  Roads" ;  E.  Farfard,  chief  of  equipment  de- 
partment. Province  of  Quebec,  "Handling  and  Care  of 
Machinery" ;  Alex.  Eraser,  engineer,  roads  depart- 
ment. Province  of  Quebec,  "Plighway  Culverts";  J.  W. 
Levesque,  M.L.A-,  "Road  Laws";  A.  E.  Macallum, 
city  engineer,  Hamilton,  Ont.,  "Creosoted  Wood  Block 
Pavements";  J.  Duchastel,  engineer.  City  of  Outre- 
mont,  P.  Q.,  "Brick  Highways  and  Streets" ;  W. 
Huber,  engineer,  Ontario  Highways  Department, 
"Maintenance  Systems";  W.  H.  Connell,  chief  of  the 
bureau  of  highways,  Philadelphia,  "Maintenance  Ma- 
terials and  Methods" ;  Erank  Smith,  consulting  en- 
gineer. New  York,  "Bituminous  Macadam,  hot  mix, 
using  asphaltic  binder";  Prof.  A.  H.  Blanchard,  Colum- 
bia University,  N.  Y.,  "Bituminous  Macadam,  hot  mix 
and  penetration  methods  using  tar  binder";  Major  W- 
W.  Crosby,  Baltimore,  "Drainage  and  Eoundations" ; 
Elmer  Thomson,  Auto  Club  of  America,  "Motor  Traf- 
fic, its  trend  and  ef¥ect" ;  Col.  W.  A.  Sawyer,  chairman 
of  the  Massachusetts  Highways  Commission,  "Dift'er- 
ent  Types  of  Development  used  under  various  traffic 
conditions." 

One  of  the  subjects  to  be  discussed  will  be  the  con- 
struction of  an  Imperial  Highway  as  a  memorial  to  the 
Canadian  soldiers  who  are  fighting  overseas,  while  a 
resolution  on  the  subject  of  the  necessity  of  a  uniform 
system  of  road  maintenance  will  be  brought  forward. 
Delegates  from  the  East  will  be  interested  in  the  dis- 
cussioi^  of  a  proposed  highway  from  Quebec  to  Camp- 
bellton,  and  in  the  opening  up  of  a  new  road  between 
Ste.  Agathe  des  Monts  and  St.  Donat  de  Montcalm. 


The  Significance  of  "Graphs" 

As  civilization  advances  there  is,  from  time  to  time, 
vividly  brought  to  the  attention  of  engineers  the  con- 
stantly increasing  volume  of  comparative  figures  and 
general  data  of  a  scientific,  technical,  and  statistical 
nature;  and  the  need  of  a  coherent  and  concise  means 
of  arranging  this  enormous  mass  of  information  in  a 
form  which  will  enable  the  average  individual  to  re- 
cognize the  salient  features  of  these  facts  and  which 
will  serve  as  a  guide  in  making  correct  deductions  in- 
stead of  accepting  ready-made  conclusions  is  increas- 
ingly evident.  One  of  the  most  valuable  instruments 
in  the  hands  of  the  man  who  desires  to  boil  an  amount 
of  information  down  to  a  point  where  its  import  can 
be  gathered  at  a  glance  or  be  understood  by  minds 
which  havciuot  been  specially  trained  to  grasp  the 
significance  of  figures  is  a  simple  and  convenient  sys- 
tem of  charts,  curves  and  graphs. 


Mr.  E.  H.  Martin,  in  his  talk  before  the  Manitoba 
Branch  of  the  Canadian  Society  of  Civil  Engineers, 
printed  in  this  issue,  discussed  at  some  length  the 
value  of  such  a  system  to  the  engineering  profession. 
According  to  Mr.  Mai'tin,  graphs  are  merely  a  "pic- 
turization  of  facts" — that  is,  statements  or  results  are 
represented  by  diagrams  or  figures  to  picture  or  con- 
A^ey  information  in  a  vivid  and  instructive  manner. 
Charts  may  be  classified  as  "maps  of  results  or  facts," 
and  statistics  as  "a  collection  of  nmnerically  tabulated 
facts." 

The  graphical  analysis  of  all  these  results  and 
facts  give*  a  much  clearer  insight  into  their  value  and 
allows  the  average  individual  to  apply  them  to  the 
solution  of  what  would  otherwise  appear  to  be  com- 
plex problems.  Mr.  Martin  will,  in  a  later  issue,  dis- 
cuss the  mathematical  phase  of  this  system. 


Large  Expenditures  on  Toronto  Schools 

The  management  committee  of  the  Board  of  Educa- 
tion of  the  city  of  Toronto  have  decided  to  recommend 
the  expenditure  of  some  $600,000  in  providing  a  new 
high  school  and  making  necessary  additions  to  many 
public  schools  at  various  points  in  the  city  where  the 
overcrowding-  situation  has  become  acute.  The  com- 
mittee feel  that  this  is  the  smallest  possible  sum  that 
will  be  needed  unless  the  work  of  the  Board  in  provid- 
ing adequate  facilities  for  the  school-children  of  the 
city  is  to  be  hampered.  The  chief  item  of  expendi- 
ture will  be  a  new  central  collegiate  to  be  built  on 
Bloor  Street  east,  opposite;  St.  Paul's  new  Anglican 
church,  and  which  will  take  the  place  of  the  present 
Jarvis  Street  Collegiate ;  the  cost  of  this  building  is 
placed  at  $250,000.  The  balance  of  the  money  will  be 
spent  on  adding  fifty-six  additional  class-rooms  at  an 
estimated  cost  of  $6,000  per  room ;  equipment  will  also 
be  added  to  a  number  of  the  schools  for  domestic 
science  and  manual  training. 


Montreal  Brickmakers  Encouraged 

The  Einancial  Times  prints  an  encouraging  article 
on  the  attitude  of  Montreal  brickmakers  toward  the 
outlook  for  the  coming  season.  Building  possibilities 
in  and  around  Montreal  show  indication  of  a  healthy 
recovery,  though  a  fly  in  the  ointment  is  likely  to  be 
the  shortage  of  skilled  labor.  The  general  feeling  is 
that  the  trade  has  reached  rock  bottom,  and  that  the 
accumulated  building  which  has  been  delayed  must, 
some  of  it  at  least,  be  proceeded  with  during  1916. 
It  is  felt  that  many  fine  residences  will  probably  be 
undertaken  by  men  who  have  made  money  through 
munition  orders  of  various  kinds,  and  these  represent 
no  small  proportion  of  the  population  of  the  city.  The 
article  closes :  "Already  the  Street  hears  of  some  very 
large  undertakings  for  the  coming  season.  It  is  stated 
that  the  Imperial  Oil  Company  will  build  a  mammoth 
plant  at  Longue  Pointe.  Contracts  are  understood  to 
have  been  let  for  the  building  of  the  new  St.  Maurice 
paper  plant  below  Three  Rivers,  Que.  This  week  the 
Government  announcement  was  made  that  the  Imperial 
Munitions  Board  had  selected  a  site  in  Verdun  for  a 
$325,000  shell  and  fuse  plant.  The  next  six  weeks  will 
])robably  see  the  start  of  other  notable  building  enter- 
prises, though  for  the  most  part,  as  yet,  it  must  be 
admitted  that  the  architects'  offices  are  practically 
idle." 
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Edmontbn  Branch  G.  S.  G.  E. 

The  Edmonton  Branch  Canadian  Society  of  Civil 
Engineers  had  the  pleasure  of  entertaining  Mr.  F.  C. 
Gamble,  Engineer  of  Railways  for  the  British  Colum- 
bia Government  and  immediate  past  president  of  the 
Canadian  Society  of  Civil  Engineers,  at  a  dinner  given 
in  his  honour  at  the  Macdonald  Hotel  on  the  9th 
instant-  Mr.  Gamble  was  stopping  over  in  Edmon- 
ton a  few  days  en  route  to  Victoria,  B.  C,  from  Mon- 
treal, where  he  has'  been  attending  the  Annual  Meet- 
ing of  the  Society.  The  branch  chairman,  Mr.  A.  T. 
Eraser,  District  Engineer  of  the  Canadian  Northern 
Railway,  presided  at  the  dinner,  which  was  attended 
by  about  twenty  members  of  the  Society  resident  in 
Edmonton. 


Large  Sum  for  Roadways 

A  committee  of  the  York  County  Covmcil  have  re- 
commended to  the  Council  the  improvement  of  210 
miles  of  roads  at  a  cost  of  some  $750,000.  The  roads 
afifected  by  the  improvements  are  known  as  "Vaughan, 
Weston  and  Kennedy  roads,  and  Yonge  street,  all  run- 
ning north  and  south. 

This  is  the  most  comprehensive  scheme  drawn  up 
since  the  good  roads  legislation  was  passed  by  the  On- 
tario Legislature.  In  view  of  the  heavy  war  expendi- 
ture placed  on  the  county  this  year,  the  committee  will 
recommend  only  a  beginning  in  1916.  The  road  dealt 
with  is  likely  to  be  that  portion  of  Yonge  street  lying 
between  Toronto  and  Lake  Simcoe. 


Discuss  Elevator  Gonstruction 

The  Calgary  Branch  of  the  Canadian  Society  of 
Civil  Engineers  held  its  second  dinner  of  the  season  at 
the  Alexandra  Hotel  at  6.30  p.  m.,  February  3,  1916- 
About  70  members  and  guests  were  present.  After 
the  dinner  Mr.  C.  D.  Howe,  Chief  Engineer,  Dominion 
Government  Grain  Commission,  addressed  the  Society 
on  the  subject  of  "Government  Elevator  Construc- 
tion." His  address  was  fully  illustrated  with  lantern 
slides.  It  was  listened  to  with  much  interest  by  the 
members  present  and  a  general  discussion  followed. 
The  Calgary  Branch  expects  to  be  favored  with  an 
address  by  Mr.  J.  G.  Sullivan,  Chief  Engineer,  Canad- 
ian Pacific  Railway  Company,  on  the  Rogers  Pass 
Tunnel,  at  an  early  date- 


Fireproof  Building  Materials 

Municipal  authorities  in  Colon,  Republic  of  Pan- 
ama, have  established  a  -strict  supervision  over  the 
building  materials  used  in  rebuilding  and  repairing 
the  areas  devastated  by  fire  in  the  early  summer. 
Colon,  since  it  was  first  founded,  has  been  built  almost 
exclusively  of  highly  inflammable  materials  and  de- 
vastating fires  have  marked  the  years  as  it  grew.  Only 
four  years  ago  one  of  these,  more  virulent  than  the 
rest,  ate  through  the  heart  of  the  city,  and  again  last 
spring  another  conflagration  reduced  nearly  the  entire 
city  to  a  heap  of  ashes.  At  last  the  authorities  have 
taken  stringent  measures  to  obviate  the  necessity  for 
periodic  re-building  of  the  city.  As  a  result  the  pro- 
ducts which  meet  the  stringent  requirements  set  up 
by  the  authorities  are  doing  a  maximum  business  and 
among  these  are  the  H.  W.  Johns-Manville  Company, 
who  report  that  they  were  deluged  with  requests  for 
immediate  delivery.     Orders  for  four  car-load  lots  of 


the  corrugated  asbestos  roofing  alone,  shipment  from 
factory  to  be  made  within  ten  days  receipt  of  the  order, 
were  accepted  by  the  company  on  the  spot. 


Ganadian  Society  of  Givil  Engineers 

At  a  special  meeting  of  the  Toronto  Branch  held 
on  Friday,  February  18th,  the  subject  of  the  reorgan- 
ization committee  was  again  discussed.  Two  of  the 
nominees  chosen  at  the  last  meeting,  Messrs.  G.  A.  Mc- 
•Carty  and  J.  R-  W.  Ambrose,  withdrew  their  names, 
and  Col.  R.  W.  Leonard  was  nominated  for  the  Com- 
mittee. The  nominations  for  this  Committee  now 
stand  as  follows : — Messrs.  G.  R.  G.  Conway,  H-  E.  T. 
Haultain,  J.  G.  G.  Kerry,  E.  W.  Oliver,  of  Toronto ;  A. 
F.  Macallum  of  Hamilton;  S.  B.  Clement,  North  Bay; 
and  Col.  R.  W.  Leonard  of  St.  Catharines-  Prof.  C. 
H.  McLeod,  Montreal,  Secretary  of  the  Society,  was 
present  and  gave  a  short  address  and  answered  several 
questions  of  interest  to  the  members. 


Why  Not  "Pebbles"? 

If  the  crimes  against  concrete  practice  could  be 
classified,  no  doubt  the  majority  of  them  would  be 
listed  in  the  column  set  aside  for  faulty  aggregates. 

An  examination  of  standard  dictionaries,  textbooks 
in  which  definitions  of  materials  may  be  found,  and  of 
specifications,  will  show  a  wide  variation  of  practice 
in  defining  sand,  gravel  and  boulders.  Some  diction- 
aries define  gravel  as  a  material  free  from  a  content  of 
rock  particles  below  a  certain  dimension,  while  others 
consider  such  particles  as  in  part  composing  gravel. 

Definitions  fail  to  be  uniform  in  fixing  a  line  of  de- 
marcation that  limits  pa'rticles  of  gravel  to  certain 
maximum  and  minimum  sizes ;  also  in  suggesting  the 
cleanliness  and  uniform  grading  that  standard  specifi- 
cations recognize  as  essential  to  coarse  aggregate  for 
concrete  work-  Confusion  of  "authorities"  allows 
gravel  to  consist  of  particles  ranging  from  1-10  of  an 
inch  in  smallest  dimension  to  rocks  or  boulders. 

Specifications  no  doubt  owe  their  existence  to  a  ne- 
cessity compelled  by  faulty  and  conflicting  definitions  ; 
yet  good  as  the  best  specifications  are,  they  do  not 
always  impress  concrete  workers  with  the  fact  that 
"gravel"  means  something  entirely  diflferent  from  un- 
graded material  coming  from  a  natural  bank  deposit. 

There  should  be  no  excuse  for  variations  of  indi- 
vidual interpretations.  But  as  such  variations  exist, 
there  is  urgent  need  that  the  idea  of  maximum  and 
minimum  sizes  for  the  particles  of  coarse  aggregate  be, 
if  possible,  expressed  by  a  word  which  will  also  sug- 
gest the  necessity  for  preparing  the  material  to  insure 
cleanliness  as  well  as  uniform  grading.  One  word 
seems  to  have  been  overlooked,  a  word  which  takes 
one  away  from  the  thought  of  fine  material,  suggests 
cleanliness,  and  conveys  an  idea  of  limitation  as  to 
maximum  and  minimum  sizes. 

Pebbles,  in  the  minds  of  most  people,  are  clean 
rock  particles  made  so  by  attritiori  in  streams  or  other- 
wise. If  in  specifying  gravel  as  coarse  aggregate, 
"pebbles"  ranging  from  a  certain  minimum  to  a  certain 
maximum  were  specified,  the  idea  of  cleanliness  and 
freedom  from  particles  below  and  above  certain  sizes 
would  be  implied  at  once.  Such  material  being  un- 
obtainable in  a  natural  deposit  would  necessarily  have 
to  be  prepared  by  screening  or  washing,  or  both,  thus 
rendering  the  material  fit  for  use  as  coarse  aggregate. 

Why  "gravel"?  Why  not  "pebbles"?— Cement 
Worker. 
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The  Chemistry  of  Portland  Cement 

A  research  to  determine  the  Chemical  Constitution  and  Best 
Method  of  Producion  of  this  All-important  Building  Material 

By  G.  A  Rankin* 


Portland  cement  is  now  amono'st  the  most  valuable 
of  manufactured  products,  its  aggregate  value  being 
probably  only  second  to  that  of  iron  and  steel.  Forty 
years  ago  its  use  wa^  limited  and  it  was  manufactured 
on  only  a  small  scale ;  at  the  present  time  its  use  is  so 
widespread  that  the  annual  production  in  this  country 
alone  is  about  100,000,000  barrels.  The  chief  use  of 
Portland  cement  is  as  a  substitute  for  stone.  In  some 
respects,  concrete  is  superior  to  stone  as  a  building  ma- 
terial but  under  man}-  conditions  it  is  not  so  durable 
as  the  best  building  stone.  There  is  reason  to  be- 
lieve, however,  that  it  may  be  possible  to  iM-oduce  a 
cement  which  will  yield  a  concrete  of  much  greater 
durability  than  the  Portland  cement  now  made  does. 
Indeed,  as  the  demand  for  Portland  cenient  has  in- 
creased and  as  the  requirements  of  engineers  have 
called  for  material  of  better  quality,  the  manufacturers 
have  been  able  to  meet  these  demands  and  in  improve 
continuously  the  quality  of  their  product.  Now,  it  is 
to  be  noted  that  this  continuous  improvement  has  been 
brought  about  almost  entirely  by  improvements  in  the 
mechanical  appliances  and  methods  of  the  industr3% 
and  owes  very  little  to  new  ideas  of  how  to  make  Port- 
land cement  based  on  a  knowledge  of  what  the  consti- 
tution of  the  product  really  is. 

Constitution  of  Portland  Cement 

The  following  pages  present  the  results  of  an  in- 
vestigation of  the  constitution  of  Portland  cement 
clinker  and  of  the  cementing  value  of  the  several  con- 
stituents ;  these  results  enable  us  to  indicate  the  nature 
and  direction  of  the  research  work  now  required  to  as- 
certain the  composition  and  best  mode  of  production, 
of  the  cementing  material  best  adapted  to  any  par- 
ticular purpose. 

Portland  cement  clinker  i^  the  result  of  chemical 
combinations  of  the  three  oxides,  lime,  alumina,  silica ; 
but  beside  these  three — which  are  the  essential  com- 
ponents— two  others,  namely,  magnesia  and  ferric 
oxide,  occur  tq  some  extent  in  commercial  cement. 
The  average  of  a  large  number  of  chemical  analyses 
of  American-made  Portland  cement  is,  according  to 
Meade, 

CaO  62.0  per  cent.  Fe^O^    2-5  per  cent. 

AbO»    7.5  per  cent  MgO     2.5  per  cent. 

SiO--    22.0  per  cent.  SOa       1.5  per  cent. 

From  this  it  is  evident  that  more  than  90  per  cent,  of 
an  average  Portland  cement  consists  of  the  three 
oxides,  CaO,  AIjOj,  SiO^;  one  would  expect,  therefore, 
that  its  properties  are  due  mainly  to  the  presence  of 
the  above  three  components  and  that  the  relatively 
small  admixture  of  the  other  oxides  exerts  at  most  a 
wholly  secondary  influence.  Indeed,  it  has  been  shown 
that  good  Portland  cement  can  be  made  from  the  three 
pure  oxides,  lime,  alumina  and  silica,  in  the  proper 
proportions. 

l^ow,  ordinary  chemical  methods  cnal)lc  us  to  as- 
certain the  aggregate  proportion  of  each  oxide  pre- 
sent, but  they  yield  us  no  information  as  to  the  manner 
in  whicli  these  oxides  are  combined  with  one  another 

)jcforc  .\i)ien'can  Conrrctc  Instihitc  Ci>nvcntii)ii, 


in  other  words,  as  to  the  substances  which  actually  are 
present  in  the  clinker  and  are  responsible  for  its  char- 
acteristic properties-  The  determination  of  this  ques- 
tion is  very  important,  for  this  reason ;  that,  until  we 
know  what  these  substances  actually  are,  we  cannot 
hope  to  improve  the  method  of  making  Portland  ce- 
ment, or  to  improve  the  quality  in  any  desired  direc- 
tion, except  by  cut-and-try  methods  ;  and  it  is  generalh- 
recognized  that  such  empirical  methods  are  much  less 
certain,  and  take  a  vastly  longer  time  to  reach  the  goal, 
than  methods  based  on  a  real  knowledge  of  the  factors 
in  the  problem.  The  determination  of  this  question 
has  been  the  object  of  a  very  large  nun.ber  of  investi- 
gations; but  the  experimental  basis  of  most  of  this 
work  has  been  altogether  insufficient  to  decide  the  sev- 
eral questions  at  issue.  There  has  been,  in  general,  a 
failure  to  realize  the  fact  that  a  system  so  complicated 
as  this  can  be  solved  only  by  proceeding  systematic- 
ally, using  as  a  guide  the  principle  known  as  the  phrase 
rule  and  establishing  definite  criteria  for  the  recogni- 
tion of  the  several  substances  which  occur. 

Cement  Clinker 

Cement  clinker  is  a  mixture  of  substances  of  very 
similar  properties,  and  is,  moreover,  exceedingly  fine 
grained,  as  a  consequence  of  which  it  is  a  matter  of 
some  difficulty  to  make  quantitative  determination  of 
the  constituents;  but  this  difficult}^  can  be  surmounted 
])y  studying  separately  each  of  the  presumable  con- 
stituents of  the  clinker  and  determining  definite  values 
of  certain  properties  which  serve  to  characterize  it  and 
to  distinguish  it  from  other  possible  constituents. 
Accordingly  the  first  problem  is  to  isolate  and  deter- 
mine all  the  possible  compounds  of  lime,  alumina  and 
silica  which  we  may  expect  to  find  in  Portland  Cement 
clinker,  to  establish^their  relations  at  high  tempera- 
tures and  to  ascertain  their  optical  characteristics 
which  constitute  the  most  convenient  and  satisfactory 
criterion  of  the  identity  of  the  several  substances. 

These  characteristic  properties  of  the  several  solid 
substances,  containing  only  CaO,  AbO^,  SiO=,  which 
are  likely  to  occur  in  Portland  cement  have  been  de- 
termined at  the  Geophysical  Laboratory  of  the  Carne- 
gie Institution  of  Washington  in  the  course  of  a  sys- 
tematic investigation  of  all  compounds  formed  when 
any  mixture  of  these  oxides  is  heated  to  a  high  tem- 
perature. In  American-made  Portland  cements  the 
relative  proportions  of  these  oxides  vary  only  between 
comparatively  narrow  liinits:  CaO-60  to  64;  AbOo-5  to 
9;  Si02-19  to  25;  in  other  words,  in  considering  this 
special  problem  we  have  to  deal  with  a  very  restricted 
portion  of  the  field  of  the  whole  system  CaO-Al^Oi-SiO!. 

The  Ternary  System  CaO-Al  Q.-SiO  . 

In  order  to  work  out  this  system  conii)letely  it 
proved  necessary  to  investigate  about  1,000  dififerent 
mixtures  of  these  three  oxides  and  to  make  about  7,000 
heat  treatments  and  microscopical  examinations  of  the 
resultant  products.  Each  such  mixture,  which  \^■as 
always  made  up  of  especially  pure  materials,  was  al- 
ternately fused  and  ground  to  a  fine  powder,  the  fu- 
sions being  made  in  a  platinum  crucible  to  avoid  oon- 
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tamination,  in  order  to  obtain  a  thoroughly  combined 
product.  Each  of  these  products  was  heated  in  an 
electric  furnace,  the  temperature  of  which  was  care- 
fully controlled  and  measured,  until  all  changes  had 
ceased,  when  it  was  quickly  chilled ;  and  the  resultant 
material  was  subjected  to  a  complete  optical  study. 
This  procedure,  Avhich  was  carried  out  systematically. 


Fig.  1— A  Model  of  the  Concentration-Temperatures  by 
the  Ternary  System. 


enables  one  to  determine  the  crystalline  phases  pre- 
sent at  temperatures  rangling  from  that  at  which 
inciting  begins  to  that  at  which  the  charge  is  com- 
pletely melted ;  and  thus  to  ascertain  the  melting  tem- 
perature and  optical  properties  of  all  compounds  of 
lime,  alumina,  silica  which  form  when  any  mixture  of 
these  three  oxides  is  heated. 

Data  Plotted 

The  data  thus  obtained  can  be  interpreted  most 
readily  if  they  are  plotted  in  three  dimensions  ;  the  con- 
centration (composition)  of  each  mixture  is  repre- 
sented by  a  point  within  an  equilateral  triangle*  on 
the  horizontal  plane,  the  magnitude  of  the  correspond- 
ing temperature  by  the  distance  above  this  plane.  It 
would  lead  us  too  far  to  go  into  details  of  the  construc- 
tion and  properties  of  such  a  model ;  suffice  it  to  say 
that  the  series  of  surfaces  thus  described  represent 
the  melting  temperatures  of  all  products  obtained  when 
any  mixture  of  the  three  oxides  is  heated  progressively 
to  higher  and  higher  temperature.  A  photograph  of 
such  a  model  is  reproduced  in  Fig.  1.  As  can  be  seen 
from  the  photograph,  the  model  resembles  a  relief  map 
of  a  mountainous  region  ;  each  mountain  peak  is  the 
melting  point  of  a  pure  component  or  of  a  pure  com- 
pound ;  the  mountain  slopes  represent  the  melting  tem- 
peratures of  a  component  or  compound  in  ternary  mix- 
tures ;  the  points  where  the  rivers  in  the  valleys  meet 
to  form  a  lake  are  the  lowest  melting  temperatures, 
known  as  eutectic  .points.  This  model,  when  inter- 
preted with  the  aid  of  the  principles  underlying  such 
equilibria,  enables  one  to  specify  the  order  in  whicli 
the  several  crystalline  substances  will  form  when  any 
Tri,ixti.ir(p  composed  entirely  of  lime,  alumina  and  silica 


is  heated,  and  also  to  state  what  are  the  final  products 
when  the  reactions  have  gone  to  completion. 

Let  us  consider  the  crystalline  substances  which 
will  form  when  a  mixture  composed  only  of  these  three 
oxides  in  the  proportions  such  that  they  will  produce 
a  good  Portland  cement,  is  heated.  For  this  purpose 
a  diagram  such  as  Fig.  2  is  useful.  This  diagram  is 
a  projection  on  the  horizontal  plane  of  that  portion  of 
the  solid  model  necessary  for  our  present  purpose.  The 
corresponding  temperatures  are  here  represented  by 
isothermal  lines,  which  are  completely  analogous  to 
the  contour  lines  on  an  ordinary  map.  In  this  dia- 
gram the  group  of  dots  represents  mixtures  of  CaO, 
AbOs,  SiO:  from  which  Portland  cement  of  good 
quality  can  be  made. 

This  group  of  dots,  it  will  be  noted,  are  all  included 
within  the  triangular  area  formed  by  lines  connecting 
the  compositions  of  the  three  compounds,  tricalcium 
silicate,  dicalcium  silicate  and  tricalcium  aluminate- 
For  that  reason,  if  any  mixture  of  CaO,  AbOs  and  SiO^, 
such  as  is  represented  by  one  of  these  dots,  is  heated 
so  that  all  chemical  reactions  are  completed,  the  final 
product  obtained  will  be  made  up  of  the  above  three 
compounds. 

Characteristics  of  Constituents 

The  constituents  of  Portland  cement  clinker  made 
up  only  of  the  oxides  CaO,  AbOs,  SiOz  are  therefore 
the  three  compounds  3CaO.SiO=,  2CaO.SiO.:  and 
SCaO.AbOa.  Each  of  these  compounds  has  optical 
properties  peculiar  to  itself  which  serve  to  distinguish 
it  from  the  rest.  The  several  characteristic  optical 
and  crystalligraphical  properties  were  obtained  by  a 
study  of  each  compound  itself.  These  values  are  con- 
stants for  the  individual  compounds  in  all  mixtures 
made  up  from  pure  CaO,  Ab03  and  SiO-^;  i.  e.,  the 
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FIG.   2. — PROJECTION    OF    A    PORTION  OF  CONCENTRATION-TEMPERATURES   OF  TERNARY  SYSTEM 
CAO-AL203-SI02  WITH  ISOTHERMALS. 

The  dota  rcprcaent  the  mixtuiea  of  CaOa^Oj  and  SiOi  from  wtiich  Portland  cement  of  good  quality  cao  be  made. 


final  products  resulting  when  such  mixtures  are  heated, 
are  present  as  individuals  of  constant  optical  properties 
and  not  as  solid  solutions. 

Microscopical  examination  of  commercial  Portland 
cement  clinker  shows  it  to  be  made  up  largely  (over 
90  per  cent.)  of  .  these  three  compounds  2CaO.SiO=, 
3CaO.SiO=  and  SCaO.AbO^-  It  would  appear,  there- 
fore, that  the  value  of  Portland  cement  as  a  cementing 
material  when  mixed  with  water  is  largely  due  to  one 
or  more  of  these  compounds.  Before  taking  up  the 
cementing  value  of  each  of  these  compounds,  however, 

*In  such  a  diagram,  the  pure  components,  CaO,  AUOs, 
.SiO:,  are  represented  by  the  apices  of  the  triangle:  the  binary 
system,  CaO-AhO:,,  CaO-SiO.  and  AbOa-SiO.,  by  the  sides  of 
the  triangle,  and  ternary  mixtures  by  points  within  the  tri- 
angle. 
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let  us  consider  their  formation  when  Portland  cement 
is  burned. 

Chemical  Reactions 

For  this  purpose  let  us  follow  the  reactions  which 
take  place  when  a  mixture  whose  composition  is  CaO 
(as  CaCOs)  68-4  per  cent.,  AbOo  8.0  per  cent.,  SiO=  23.6. 
per  cent,  (point  P,  Fig.  2),  is  slowly  heated.  This 
mixture,  made  up  only  of  the  pure  oxides,  lime, 
alumina,  silica,  when  properly  burned,  will  produce  a 
good  Portland  cement.  When  such  a  mixture  is 
heated,  the  first  change  is  the  evolution  of  the  CO=; 
the  lime  then  unites  with  the  other  components  to  form 
the  compounds  5Ca0.3AU'03  and  2CaO.SiO^  (both  of 
which  form  readily)  probably  in  the  order  named,  since 
the*  former  has  a  lower  melting  point  than  the  latter ; 
subsequently  these  two  compounds  unite  in  part  with 
more  lime  and  the  compounds  3CaO  SiO=  and  3CaO.- 
AbOs  appear.  This  formation  of  the  last  two  com- 
pounds— a  process  which  goes  on  very  slowly  in  mix- 
tures of  their  own  composition — is  materially  facili- 
tated by  the  circumstance  that  in  tlie  ternary  mixtures 
a  portion  of  the  charge  has  already  melted  and  pro- 
motes reaction  by  acting  as  a  flux  or  solvent.  The 
temperature  at  which  this  flux  first  appears  is  1335 
degrees  C.  the  eutectic  temperature  for  the  three  com- 

Table  I. — Compositions  and  Burning  Temperatures  of  Various 
Portland  Cements.' 
Percentage  Composition  of  Clinker. 


Portland 
Cements 


Pure 
(P) 


White 
(A) 


Gray 

(B) 


Actual 
Components. 


(CaO   68.41 

]  Al20i   8.0  [  100.0 

ISiOi   23. 6j 

I CaO   66.21 
AliOi                6.4}  97.6 
Si02                25.0  J 
MgO,  FejOj,  NaiO  and 
KiO   2.4 

CaO   63.21 

AliOj   7.7  \  93.31 

SiOi   22.4 J 

MgO.  FeiOa,  Na20.  KiO 
andSOj   6.7  I 


Relative  to 
Content  of 
CaO-AliO^SiOi. 


CaO...  08.4 
AliOi..  8.0 
SiOj. ..  23.6 


CaO. . .  67.9 
AIsOj..  6.5 
SiOi...  26.6 


CaO...  66.7 
AIjOj..  9.0 
SiOi. . .  24.3 


Burning 
Temper- 
ature, 
Deg.C. 


1650 


Constituents  of 
Resulting  Cements. 


(2CaO.SiO! 
\  aCaO  .SiOi 
UOaO.AhOi 


f  2CaO.SiOj  1  Small 
(SCaO.SiOi  amount 
SCaO.AliOa  of  CaO. 


(  2CaO.Si02  1  Small  amounts  of 
j3CaO.Si02  5Ca0.3Al20jCaO 
UCaO.AUOj)  and  ferrites. 


\  The  data  given  in  this  table  are  baaed  largely  on  the  work  of  this  laboratory.  The  analyses  of  com- 
mercial clinkers  are  from  pubUcationa  from  the  Bureau  of  Standards  and  from  "  Portland  Cement,"  by  R.  K. 
Meade.  The  temperatures  of  burning  and  the  constituents  given  are  based  both  on  our  work  and  that  of 
the  Bureau  of  Standards. 

pounds  2CaO.SiO=,  5Ca0.3Al'0^  3CaO.AH>.  As  the 
temperature  of  burning  gradually  rises  above  1335  de- 
grees, the  relative  amount  of  flux  increases  and  the 
rate  of  formation  of  3CaO.Al203  and  3CaO.Si02  in- 
creases correspondingly.  At  a  temperature  somewhat 
above  1335  degrees  the  compound  5Ca0.3Ab03  will 
have  completely  melted  in  the  flux  and  the  formation 
of  3CaO.Ab03  is  complete-  The  substances  present 
as  crystals  at  this  stage  are  3CaO.SiO=,  3CaO.Al20=, 
2CaO.Si02  and  free  CaO.  Of  these  the  3CaO.Si02  is 
rapidly  increasing  in  amount,  due  to  combination  of 
2CaO.Si02  with  CaO,  while  the  amounts  of  solid 
2CaO.Si02,  CaO  and  3CaO.Al-'Ov  are  all  decreasing,  the 
2CaO.Si02  partially  by  combination  with  CaO  and 
partially  by  dissolving  along  with  3CaO.Ab03  in  the 
flux.  As  the  temperature  is  raised  still  further,  the 
amount  of  flux  (liquid)  increases  arid  the  rate  of  com- 
l)ination  of  CaO  with  2CaO-Si02  to  form  3CaO.SiO: 
increases.  But  it  is  not  necessary  to  raise  the  tem- 
perature until  the  charge  is  completely  melted,  as 
norjTial  cement  clinker  is  obtained  at  temperatures 
much  below  complete  melting;  in  other  words,  the  ne- 
cessary reactions  will  go  to  completion  below  the  tem- 
I)eratiire  required  for  complete  melting.  The  rapidity 
with  which  the  reactions  go  to  completion  is  governed 
by  the  temperature  and  by  the  amount  of  flux  formed 


at  that  temperature.  The  requisite  amount  of  flux  in 
turn  depends  upon  the  fineness  of  the  raw  materials, 
since  the  finer  these  materials  are  ground  the  more 
readily  the  components  will  combine.  For  finely 
ground  raw  materials  of  the  above  composition,  com- 
posed only  of  CaO,  AbO-,  SiO-,  a  temperature  of  about 
1650  degrees  C.  is  required  for  burning.  At  this  tem- 
perature the  clinker  would  be  about  30  per  cent,  melted 
and  70  per  cent,  solid  crystalline  material,  a  proportion 
of  flux  which  would  admit  of  the  necessary  reactions 
going  to  completion  in  a  reasonable  time.  The  charge 
will  always  completely  crystallize  on  cooling;  the  per- 
centage composition  (based  on  actual  data)  of  the 
clinker  thus  obtained  would  be  approximately  3CaO.- 
SiO^.  45  per  cent. ;  2CaO.Si02,  35  per  cent- ;  and  3CaO.- 
AhO->,  20  per  cent.  The  melting  temperature  of  the 
flux  necessary  for  the  production  of  the  clinker  is  ma- 
terially lowered  by  the  pressure  of  small  amounts  of 
impurities ;  that  the  small  amounts  of  Fe203,  MgO,  etc., 
in  commercial  cement  actuall}^  have  this  effect  is 
shown  by  the  fact  that  the  temperature  required  for 
burning  is  about  1425  degrees  C. 

In  the  foregoing  discussion,  we  have  followed  to 
completion  the  course  of  the  reactions  which  take 
place  when  cement  clinker  composed  of  pure  CaO, 
AU'Os,  SiO:,  is  burned ;  in  other  words,  we  have  shown 
the  formation  of  the  compounds  during  the  burning  of 
mixtures  of  these  three  oxides  in  the  proper  propor- 
tions for  cement  clinker,  and  stated  what  compounds 
will  be  present  in  the  final  product  if  the  burning  is 
continued  long  enough  and  at  a  sufficiently  high  tem- 
l^erature. 

This  description  of  the  essential  reactions  which 
take  place  when  cement  made  up  only  of  CaO,  AbO^, 
.SiO:  is  burned,  applies  equally  well  to  commercial 
Portland  cement.  In  commercial  cements,  however, 
there  is  always  present  small  amounts  of  Fe:0%  MgO. 
alkalies,  etc.  These  minor  components,  which  total 
less  than  10  per  cent.,  have  but  little  effect  on  the  major 
constituents  of  the  clinker.  During  the  burning  of 
cement  clinker,  however,  these  minor  components  play 
an  important  part,  since  their  presence  ensures  the 
formation  of  a  flux  at  a  much  lower  temperature,  and 
thereby  materially  promotes  the  combination  of  CaO 
with  AbOa  and  SiO:. 

Burning  Temperatures 

In  order  to  afiford  a  comparison  of  the  chemical 
compositions,  the  temperature  required  for  burning 
and  the  final  products  obtained  for  different  types  of 
Portland  cement,  the  necessary  data  have  been  collated 
in  Table  I.  The  examples  given  in  this  table  are 
based  on  the  average  for  a  large  number  >of  analyses  of 
each  of  three  types  of  Portland  cement,  viz-,  pure 
cement,  made  only  of  CaO,  AbO^,  SiO:;  commercial 
white  cement ;  and  the  more  common  gray  variety  of 
Portland  cement. 

If  the  raw  material  for  pure  cement  is  perfectly 
burned  at  a  temperature  of  1650  degrees,  the  clinker  ob- 
tained will  consist  of  the  three  compounds — orthosili- 
cate  of  lime,  tricalcic  silicate,  and  tricalcic  aluminatc. 
The  example  of  a  pure  cement,  given  in  Table  I.  has 
the  chemical  composition  68.4  per  cent,  lime,  8.0  per 
cent  alumina,  23.6  per  cent,  silica.  The  raw  material 
for  white  commercial  cement,  when  burned  at  a  tem- 
l)erature  of  1525  degrees,  will  produce  a  clinker  which 
consists  largely  of  the  same  three  compounds  found 
in  pure  clinker,  except  for  a  small  amount  of  free  lime. 
The  average  chemical    composition    of    this  type  of 
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cement  as  given  in  the  table  is  66.2  per  cent,  lime,  6.4 
per  cent,  alumina,  25  per  cent-  silica,  and  2.4  per  cent, 
magnesia,  iron  oxide  and  alkali.  The  clinker  obtained 
on  burning  the  raw  material  for  commercial  gray  cement 
at  1425  degrees  will  consist  largely  of  the  same  three 
compounds  found  in  the  other  two  types  of  clinker,  ex- 


cept fur  small  amounts  of  free  lime,  the  compound 
3Ca0.3AUO=,  and  iron  oxide  as  ferrites.  The  composi- 
tion of  this  clinker  is  63.2  per  cent,  lime,  77  per  cent, 
alumina,  22.4  per  cent  silica,  6.7  ])er  cent  MgO,  Ec=Os. 
alkali  and  SOs. 

(To  be  contimieti) 


Cushions  for  Block  Type  Pavements 

Introduction  of  Sand-Cement  Cushion  Due  to  the  Need  of 
Making    the  Cushion  an  Integral  Part  of  the  Pavement 


By  Maurice  B.  Greenough* 


The  word  cushion  is  deiined  as  anything  introduced 
to  relieve  the  shock  or  jar  between  parts.  Its  use  in 
paving  practice  represents  the  application  of  a  word 
which  was  origihally  of  popular  significance  only  to 
a  highly  specialized  engineering  function.  As  used 
in  highway  practice,  then,  a  cushion  is  that  material 
introduced  between  the  bottom  of  the  wearing  surface 
and  the  top  of  the  artificial  base  in  pavements  whose 
surface  is  of  a  type  represented  by  wood,  asphalt, 
iH-ick,  or  stone  block.  The  nature  of  the  filling  materi- 
al between  individual  blocks  has  no  bearing  upon  the 
use  of  the  term,  but  serves  to  accentuate  some  of 
the  properties  ascribed  to  the  cushion.  According  to 
the  definition  and  to  accepted  practice,  the  primary 
function  of  the  cushion  in  pavements  of  the  block 
type  is  to  relieve  the  shock  of  moving  loads  on  the 
surface  of  the  pavement.  Other  functions  may  be  at- 
tributed to  the  cushion ;  to  provide  a  firm  and  uni- 
form support  for  individual  blocks ;  to  compensate  for 
irregularities  in  the  surface  of  either  the  base  or  the 
blocks  composing  the  surface,  and  finally  to  transmit 
the  effects  of  surface  loads  to  the  artificial  base  with 
a  uniform  distribution  of  intensity. 

Sand  Cushion 

A  variety  of  materials  have  been  used  for  cushions 
at  one  time  or  another,  but  sand  alone  or  in  com- 
bination with  other  materials  has  enjoyed  the  widest 
application  for  this  purpose.  Local  availability  of 
stone  dust  or  granulated  slag  has  determined  their 
use  in  a  number  of  instances,  but  stone  dust  is  similar 
to  sand  in  its  physical  characteristics  and  properties 
and  granulated  slag  may  approach  a  condition  similar 
to  that  obtained  by  the  use  of  cement  in  the  cushion. 
Bituminous  materials  have  been  used  to  some  extent, 
particularly  in  wood  block  construction,  but  more  for 
the  purpose  of  waterproofing  the  bottom  of  the  blocks 
than  for  providing  an  elastic  cushion. 

Sand-Cement  Mixtures 

Wood  block  pavements  have  been  laid  upon  a 
sand  cushion  for  many  years,  but  within  the  last  de- 
cade a  mixture  of  sand  and  cement  has  superseded 
plain  sand  to  a  large  extent.  Asphalt  blocks  have  been 
laid  upon  a  sand-cement  cushion  through  the  neces- 
sity of  providing  a  firm  and  vmiform  support  for  blocks 
having  so  large  an  exposed  area  in  proportion  to  the 
depth.  Up  to  1913,  sand  was  almost  universally  used 
as  the  cushion  material  for  both  brick  and  stone  block 
pavements,  and  it  is  only  since  that  time  that  sand- 
cement  mixtures  have  been  employed  to  any  great 
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extent,  and  in  some  cases  that  it  has  been  dispensed 
with  entirely. 

Greater  Intimacy 

During  the  time  that  cushions  have  been  in  use 
there  have  been  two  important  and  indicative  tend- 
encies developing  that  are  worthy  of  attention.  They 
are,  the  increasing  emphasis  laid  upon  the  necessity 
of  securing  a  uniformly  dense  degree  of  compactness, 
and  the  gradual  reduction  of  cushion  thickness.  The 
origin  of  both  these  tendencies  lies  in  a  desire  to 
obtain  greater  intimacy  between  individual  grains  in 
the  cushion  and  between  the  surface  and  base  of  the 
pavement  as  a  whole.  An  unconfined  mass  of  sand 
cannot  be  said  to  possess  elasticity,  the  property  which 
must  be  developed  to  make  a  satisfactory  cushion.  The 
minimum  elasticity  of  sand  exists  when  a  multitude 
of  particles  are  in  the  free  state  and  the  maximum 
obtains  when  those  particles  are  bonded  in  the  form 
of  sandstone  or  even  pure  quartz.  Therefore,  we 
may  say  that  the  degree  of  elasticity  that  can  be  de- 
veloped by  sand  is  directly  proportional  to  the  intimacy 
of  contact  between  individual  grains  or  to  the  extent 
of  its  confinement.  It  is  true  that  each  grain  may  pos- 
sess elasticity,  but  it  may  be  overshadowed  and  ren- 
dered unavailable  by  the  lack  of  intimate  contact. 
Most  specifications  for  sand  cushions  seek  to  secure 
maximum  density  by  laying  stress  upon  spreading  and 
rolling,  irrespective  of  any  consideration  as  to  the  pos- 
sibility of  ever  producing  a  dense  cushion  with  anv' 
amount  of  rolling  in  view  of  the  granulometric  com- 
position of  the  sand. 

Depth  of  Cushion 

In  early  practice,  cushions  for  both  brick  and  stone 
block  pavements  were  as  deep  as  three  inches.  There 
has  been  a  gradual  reduction  in  depth  until  now  we 
find  most  brick  pavements  laid  upon  cushions  from  1 
to  V/i  inches  deep,  and  cushions  for  stone  block  pave- 
ments are  usually  limited  to  a  maximum  of  two  inches. 
Where  sand  is  still  used  as  the  cushion  material  for 
wood  block  pavements,  one  inch  is  the  common  depth. 
One-half  an  inch  is  the  customary  depth  for  the  mor- 
tar cushion  of  wood  and  asphalt  block  pavements. 
Doubtless  the  reduction  in  thickness  of  pavement 
cushions  has  been  brought  about,  in  part,  by  smoother 
surfaced  concrete  bases.  The  intricacy  of  the  cushion 
problem  depends  upon  the  nature  of  the  joint  filler  in 
the  pavement  surface.  If  the  individual  blocks  com- 
posing the  surface  are  free  to  move  without  aflfecting 
their  neighbors,  the  effect  of  surface  loading  is  local- 
ized to  that  portion  of  the  cushion  underlying  each 
block.  It  is  only  when  the  blocks  in  the  surface  arc 
bonded  to  form  a  monolithic  slab  that  the  elastic  func- 
tion of  the  cushion  reaches  its  maximum  importance, 
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and  it  is  in  this  connection  that  so  mucli  discussion 
has  recently  arisen. 

Pavements  as  Engineering  Structures 

The  time  has  come  when  we  should  look  upon  a 
pavement  as  an  engineering  structure  and  approach 
its  problems  from  the  same  angle  that  we  approach 
other  engineering  problems,  namely  by  methods  of 
exact  analysis,  based  upon  the  fundamental  laws  of 
mechanics..  That  the  problems  of  pavements  are  more 
complex  than  those  of  other  engineering  structures 
does  not  prevent  the  possibilities  of  an  ultimate  solu- 
tion. This  complexity  of  elements  has  simply  inhib- 
ited the  development  of  an  exact  analysis,  not  pre- 
vented it.  The  stresses  to  which  pavements  are  sub- 
jected arise  from  two  sources,  the  loads  of  traffic  and 
thermal  changes.  Under  the  latter  may  be  grouped  all 
the  stresses  which  are  due  to  thermal  conditions  accen- 
tuated by  the  presence  of  moisture.  Stresses  may  be 
set  up  at  any  time  which  arise  from  a  single  source  or 
they  may  be  created  by  combined  traffic  and  thermal 
forces.  An  analysis  of  pavement  stresses  predicated 
the  fact  that  a  structure  is  inherently  weak  whose  com- 
ponent parts  are  not  so  arranged  as  to'  meet  stresses 
from  both  sources  in  the  most  advantageous  manner. 
For  the  purpose  of  analogy  a  pavement  subjected  to 
traffic  load  may  be  compared  to  an  arch  composed  of 
metal  plates  connected  by  rivets.  In  this  case,  the 
plates  are  subjected  to  direct  tension,  compression,  or 
shear;  the  rivets  are  subjected  to  bending  and  shear. 
In  this  analogy,  the  grout  between  individual  blocks 
may  be  compared  to  rivets,  whose  function  it  is  to 
transmit  the  stress  from  one  unit  to  another.  While 
the  rivets  may  be  subjected  to  a  true  bending  stress 
in  the  transmission  of  stress  between  plates,  the  grout 
between  blocks  in  a  pavement  does  not  carry  direct 
bending,  since  the  flexure  of  a  pavement  surface  pro- 
duces compression  in  the  joints  above  the  neutral  axis 
and  tension  below.  It  is  further  called  upon  to  resist 
the  impact  of  moving  loads  upon  each  block  which 
introduces  the  element  of  shear. 

Foundation  Support 

An  incident  came  to  the  attention  of  the  writer 
recently  in  which  the  rear  wheels  of  a  loaded  truck 
weighing  about  twelve  tons,  proceeding  at  a  rate  of 
about  eight  miles  an  hour,  broke  through  the  surface 
of  a  four-inch  cement  grouted  brick  pavement  laid  up- 
on a  natural  earth  foundation,  brought  about  i^robably 
by  lack  of  foundation  support.  The  accident  served 
to  confirm  an  opinion  that  we  are  working  with  a  very 
narrow  margin  of  safety  in  our  grouted  block  pave- 
ments as  far  as  shearing  resistance  is  concerned,  in 
view  of  the  fact  that  we  cannot  always  be  sure  of  ade- 
quate support  for  pavement  surfaces. 

A  series  of  experiments  conducted  at  Case  School 
of  Applied  Science  showed  that  the  ultimate  shearing 
resistance  of  a  four-inch  brick  perfectly  grouted  with 
a  1:1  mixture  of  sand  and  cement  is  approximately 
17,800  lbs.  In  the  case  of  the  truck  mentioned  we  may 
assume  that  the  load  was  distributed  in  the  proportion 
of  one-third  to  the  forward  axle  and  two-thirds  to  the 
rear  axles,  making  the  load  upon  one  rear  wheel  about 
8,000  lbs.  The  tires  on  the  rear  wheels  of  the  truck- 
were  of  the  caterpillar  type,  so  that  it  is  reasonable  to 
asstunc  that  the  load  would  have  been  transmitted  lo 
individual  blocks  with  impact.  The  pavement  was 
(juite  smooth  on  the  surface  so  that  on  the  principle  of 
mechanics  that  a  suddenly  applied  load  produces  double 
the  equivalent  of  a  gradually  applied  load  both  in  the 
load  itself  and  in  the  intensity  of  the  stress  developed, 


the  probable  load  exerted  upon  the  blocks  in  this  pave- 
ment was  16,000  lbs.,  as  a  minimum  estimate.  The 
ultimate  load  of  17,800  lbs.  was  obtained  with  a  per- 
fectly grouted  joint,  that  may  or  may  not  have  existed 
in  the  case  vmder  discussion. 

Elastic  Resistance 

The  logical  conclusion  to  be  drawn  from  this  illus- 
tration is  that  unless  the  blocks  in  the  surface  of  a 
grouted  pavement  are  adequately  supported,  stresses 
may  be  set  u^^  in  the  joints  far  in  excess  of  the  safe 
limit.  If  the  pavement  is  constructed  with  a  cushion 
on  an  artificial  base,  it  is  the  function  of  the  cushion 
to  provide  such  a  support  and  to  contribute  its  elastic 
resistance,  both  of  which  preven-t  an  undue  stressing 
of  the  joint  filler.  There  is  a  limit  to  the  elastic  de- 
formation that  a  pavement  may  undergo  and  retain  its 
integrity. 

Surface  Deflection 

The  passage  of  a  vehicle  over  a  pavement  produces 
a  deflection  in  the  surface  which  is  distributed  over  a 
wide  area.  When  the  surface  of  a  pavement  is  de- 
pressed by  loads,  the  work  performed  in  any  given  in- 
stance is  the  measure  of  the  resiliency.  When  the  in- 
ternal stresses  created  are  within  the  elastic  limit  of 
the  structure,  or  within  the  range  through  which  the 
deformation  has  a  constant  relation  to  the  stress,  the 
amount  of  the  elastic  energy  stored  and  recoverable 
is  equal  to  the  resiliency.  If,  however,  the  elastic 
limit  of  the  structure  is  exceeded,  some  of  the  applied 
energy  is  dissipated  in  the  form  of  heat.  In  the  former 
case,  the  structure  will  resume  its  normal  position 
upon  removal  of  the  load,  but  in  the  latter  there  can 
be  no  recovery  and  there  exists  a  permanent  deforma- 
tion. 

Elasticity  of  the  Structure 

It  must  be  remembered  that  in  pavements  of  the 
block  type,  with  the  exception  of  wood  and  perhaps 
asphalt,  the  materials  involved  are  only  slightly  elastic, 
and  when  combined  in  the  form  of  a  pavement,  the 
elasticity  of  the  structure  as  a  whole  depends  upon 
the  integrity  of  bond  between  the  various  elements. 
Therefore,  it  is  essential  that  there  should  be  a  slight 
relief  for  applied  loads,  in  order  that  the  stresses  cre- 
ated may  build  up  slowly,  otherwise  the  pavement  may 
be  subjected  to  stresses  that  are  of  double  intensity 
due  to  impact  alone,  which  may  be  augmented  by  fur- 
ther impact  stresses  caused  by  irregularities  in  the 
surface.  We  may  say,  then,  that  to  successfully  with- 
stand heavy  loads,  the  elastic  properties  of  all  the  ele- 
ments of  the  pavement  should  be  brought  into  play, 
and  to  produce  this  condition  the  elements  should  act 
in  harmony. 

Cement-Cushion  Inherently  Stronger 

Thus  we  find  the  introduction  of  the  sand  cement- 
cushion  for  block  pavements  to  have  been  caused  by 
a  desire  to  make  the  cushion  such  an  integral  part  of 
the  pavement  that  there  should  be  no  chance  of  losing 
energy  needed  to  successfully  bear  heavy  moving  loads. 
The  presence  of  the  cement  assures  a  cushion  of  uni- 
form density,  and  one  that  can  perform  all  the  func- 
tions ascribed  to  cushions  in  general,  leaving  nothing 
to  chance.  Not  only  is  the  cushion  inherently  strong- 
er, but  it  stififens  the  whole  structure  by  its  complete 
bond  to  the  surface  and  the  base.  In  such  a  pavement, 
the  natural  relief  against  suddenly  applied  loads  is 
found  in  the  sub-grade  itself,  and  the  possibilities  that 
any  one  element  of  the  structure  will  be  overburdened 
are  lessened. 
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Effect  of  "Roughs"  on  Brick  Industry 

Present  stringent  situation  in  the  face-brick  industry — Due  to  the 
temporary  craze  for  rough-faced  brick — Manufacturers  to  blame 

By  T.  P.  Cuthbert' 


The  vogue  of  rough  texture  brick,  particularly  dur- 
ing the  last  three  years,  has  brought  about  an  almost 
complete  revolution  in  the  business,  and  it  is  the  ob- 
ject of  this  paper,  by  considering  the  eltect  that  this 
change  has  had  on  the  men  who  make  and  the  men 
who  sell  face-brick,  to  cast  a  little  light,  if  possible,  on 
what  we  may  expect  from  rough  texture  brick  in  the 
immediate  future. 

Who  Started  the  Fashion? 

Six  or  eight  years  ago  we  frequently  heard  the 
question  asked — "Who  started  the  use  of  rough  tex- 
ture brick?"  I  don't  think  that  question  has  ever  been 
satisfactorily  answered,  but  we  all  know  that  it  got 
its  real  start  about  that  time  and  we  know  that  a  great 
deal  of  money  was  expended  by  both  face-brick  manu- 
facturers and  dealers  everywhere  in  establishing  this 
demand.  And  this  was  not  alone  through  the  use  of 
printers'  ink,  but  more  particularly  by  dealers  in  the 
laying  up  of  very  elaborate  panels  of  "rough  brick"  in 
their  display  rooms,  each  trying  to  outdo  the  other, 
and  apparently  with  but  small  regard  for  expense. 

The  Additional  Cost  of  Displays 

The  total  amount  expended  in  this  way,  owing  to 
the  frequent  changes  in  displays  necessitated  by 
changes  in  the  texture  of  brick,  must  have  been  en- 
ormous. And  if  we  add  to  this  the  money  that  has 
been  spent  in  laying  up  special  panels  of  texture  brick 
for  the  individual  inspection  of  special  customers,  the 
total  amount  would  actually  run  into  the  hundreds  of 
thousands  of  dollars. 

This  practice  I  believe  goes  a  long  way  toward  ex- 
plaining why  few  dealers  have  made  satisfactory  pro- 
tits  during  recent  years,  and  also  why  so  many  of  the 
older  and  more  conservative  dealers,  some  of  whom 
may  be  said  to  have  fathered  the  face-brick  business 
in  this  country,  express  dissatisfaction  with  present 
conditions,  for  there  were  no  such  extraordinary  ex- 
penses connected  with  the  sale  of  smooth  face  brick. 

Six  or  eight  years  ago,  when  only  "good"  rough 
texture  brick  were  made,  when  quality  was  considered 
rather  than  price,  they  were  probably  profitable  to 
both  manufacturer  and  dealer.  Since  then,  while  the 
cost  oi  selling  has  steadily -increased,  both  price  and 
quality  have  come  in  a  straight  line  downward,  until 
the  profits  once  made  on  these  brick  have  reached  or 
passed  the  vanishing  point,  and  the  price  obtained  for 
smooth  face-brick  has  been  pulled  down,  along  with 
the  price  for  roughs. 

Expected  by  the  Older  Dealers 

Is  there  anything  surprising  about  present  condi- 
tions? It  would  seem  not.  We  are  getting  just  ex- 
actly what  we  should  have  expected  and  what  some  of 
(lur  oldest  face-brick  dealers  actually  anticipated. 
When  you  take  a  well  made  face-brick,  wire-cut  the 
face,  scratch  it  up  into  a  so-called  rug  or  otherwise 
mutilate  it,  you  destroy  the  very  qualities  that  make 
it  a  face-brick;  it  loses  its  class,  and  becomes  an  ab- 
sorbent dust  and  dirt  catcher.     While  on  the  other 
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hand,  if  a  common  brick  is  treated  in  a  similar  manner, 
its  crudeness  and  the  imperfections  that  identify  it  as 
a  common-brick  fit  only  for  backing-up,  are  covered, 
and  it  is  elevated  to  a  point  where  "rough  texture" 
face-brick  and  "rough  texture"  common-brick  reach  a 
common  level,  and  where  both  sell  (or  soon  will  sellj 
for  about  the  same  price. 

This  means  an  extra  profit  for  some  of  the  scores  of 
common-brick  manufacturers,  who  have  been  boosted 
into  the  face-brick  business  by  this  craze  for  rough 
texture  brick ;  but  it  spells  nothing  less  than  ruination 
for  many  of  the  best  known  men  in  the  face-brick 
business — the  "Fathers  of  the  Industry." 

By  the  roughening  process,  the  improvements  that 
have  been  made  in  face-brick  during  the  last  two  gen- 
erations, as  well  as  the  expensive  equipment  on  many 
face-brick  plants  in  all  sections  of  the  country,  are 
neutralized  and  made  of  little  or  no  account. 

Demand  for  Face  Brick  Growing 

Sonic  have  been  inclined  to  explain  these  conditions 
by  a  general  fall-ofl:  in  the  demand  for  face-brick,  or 
to  depressed  general  business  conditions,  but  this  is 
not  correct;  it  is  a  fact  that  the  percentage  of  build- 
ings, particularly  houses,  in  which  face-brick  have 
been  used,  has  rapidly  increased  during  recent  years, 
and  the  demand  for  face-brick  has  shown  a  corres- 
ponding increase  in  spite  of  general  business  condi- 
tions. 

Shipments  of  face-brick  in  this  country  have  actu- 
ally increased  almost  33  per  cent,  during  the  last  six 
3'ears  and  the  largest  three  years  we  ever  had,  with 
one  single  exception,  have  been  the  last  three.  Nor 
can  we  give  rough  texture  brick  the  credit  for  being- 
responsible  for  this  increase,  at  the  very  largest  year 
the  face-brick  business  ever  enjoyed  was  1909,  when 
rough  texture  brick  made  up  a  very  insignificant  part 
of  the  total. 

Prices  Dwindle  in  an  Upward  Market 

The  business  of  most  face-brick  manufacturers  has 
shriveled  up,  not  because  of  general  business  condi- 
tions, but, because  of  the  craze  for  rough  texture  brick. 
But  this  is  not  all  of  it — it  is  not  even  the  w^orst  of  it. 
The  average  price  of  all  legitimate  face-brick  made  in 
this  country,  whether  smooth  or  rough  texture,  has 
come  in  a  straight  line  downward,  purely  and  simply 
as  the  result  of  the  influence  rough  texture  brick  have 
had  on  the  business,  and  in  spite  of  the  fact  that  the 
price  of  practically  every  other  manufactured  article 
has  gone  in  a  constant,  straight  line  upward. 

The  tendency  of  common-brick  for  the  last  six 
years  has  been  upward,  with  prices  at  their  very  best 
during  the  last  two  years.  The  average  price  obtained 
for  paving-brick  for  the  last  six  years  has  increased 
constantly  until  tlie  end  of  1914,  the  increase  from  1909 
to  1914  l)eing  approximately  thirty-two  per  cent.,  and 
1914  was  the  best  year  in  the  history  of  the  paving- 
l)rick  industry. 

While  the  price  of  everything  else  has  gone  up  and 
is  still  going,  the  prices  we  have  obtained  for  our  pro- 
duct have  been  going  down,  and  we  have  not  the 
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slightest  reason  for  supposing  that  they  have  struck 
bottom. 

Bad  Business  for  the  Industry 

What  excuse  was  there  for-  this  craze  for  "rough 
texture  brick"'?  To  my  mind  there  was  very  httle.  We 
will  all  grant  that  thei're  are  certain  jobs  where  rough 
Ijrick  seem  to  fit  and  with  climatic  and  other  condi- 
tions taken  into  consideration,  they  are  a  good  busi- 
ness proposition  for  the  home  builder  or  investor.  No 
one  admires  such  buildings  more  than  I,  for  even  a 
log  house,  or  a  bungalow  built  of  cobble-stones  looks 
good  in  some  locations — if  the  architecture  hts  the 
material.  But  we  don't  find  the  lumber  dealers  try- 
ing to  create  a  foolish  fad  for  log-houses. 

In  Pittsburgh  a  few  years  ago  rough  faced  brick 
were  used  in  a  house  on  a  shady  avenue  and  immedi- 
ately adjoining  it  the  same  builder  also  used  smooth 
l)rick  of  the  same  shade.  I.  saw  these  houses  while 
they  were  going  up  and  after  they  were  finished,  and 
it  was  almost  impossible  even  for  a  man  in  the  face- 
brick  business  to  see  any  dii¥erence  between  the  two 
brick,  even  from  across  the  street.  These  houses  are 
now  about  six  years  old — one  job  is  of  a  greasy  ap- 
pearance and  extremely  dirty  while  the  other  presents 
almost  exactly  the  same  appearance  as  it  did  when 
finished.  Cases  that  parallel  this  can  be  found  in  all 
sections  of  the  country.  It  makes  no  difference  whose 
rough  texture  brick  is  considered  and  it  makes  no 
difference  whether  they  are  made  on  common-brick 
plants  or  on  face-brick  plants,  the  story  is  the  same; 
they  get  dirty,  and  if  they  are  soiled  and  dirty  at  the 
end  of  a  very  few  years  what  will  happen  to  them  in 
ten  or  twenty  years? 

How  Many  Manufacturers  are  Ahead 

Leaving  the  future  out  of  the  question  for  the 
moment,  how  many  face-brick  manufacturers  and 
dealers  are  ahead  of  the  "rough  brick"  game?  And, 
if  we  are  not  ahead  of  it  now,  what  can  we  expect  from 
it  in  the  future,  in  view  of  present  common-brick  com- 
petition? We  are  making  our  rough  face-brick  in  ex- 
actly the  same  textures  as  the  common  rough-brick 
makers,  and  some  of  us  are»paying  25c  per  M.  for  the 
privilege  of  doing  it. 

Do  we  have  to  stand  for  this  common-brick  coni- 
])etition?  I  think  not,  for  there  is  still  one  kind  of 
l)rick  that  common-brick  manufacturers  cannot  im- 
itate, and  that  is  a  good  brick, — with  a  good,  smooth 
face. 

The  Chicago  Clay  Show 

About  four  years  ago,  practically  every  important 
manufacturer  of  facc-brick  was  called  upon  to  con- 
tribute to  a  fund  for  tJie  making  of  elaborate  brick  dis- 
plays in  the  Coliseum  during  the  big  clay  show;  in 
spite  of  the  fact  that  most  manufacturers  were  then 
cliiefly  interested  in  smooth  face-brick,  many  factories 
making  them  exclusively,  every  important  display  of 
facc-brick,  including  all  of  the  prominent  panels,  all  or- 
namental brick  walls,  gate  ways,  and  even  the  "model" 
brick  liouse,  were  laid  up  exclusively  with  rough  tex- 
ture brick;  not  a  single  important  display  of  smooth 
face-brick  was  made.  Practically  all  of  the  architects, 
builders,  and  dealers  in  face-brick  in  the  Chicago  dis- 
trict during,  and  for  two  or  three  years  after  the  clay 
show,  were  rooting  exclusively  for  r'ough  texture  brick. 
They  and  brick  peoi)le  elsewhere  talked  "art"  in  rough 
texture  brick  until  they  persuaded  themselves  that  all 
of  the  art  in  arrhilccl ure  began  and  ended  in  wire  cut 
face-brick. 

And  what  was  the  result?      They  accomplished 
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what  seemed  impossible  and  brought  about  a  complete 
revolution  in  the  face-brick  business;  and  I  know  that 
I  am  not  overstating  the  facts  when  I  sav  that  more, 
much  more  than  seventy-five  per  cent,  of  all  face-brick 
uscd  in  Chicago  since  the  clay  show  have  been  roughs- 

The  Effect  Upon  Prices 

Since  the  clay  show,  prices  obtained  for  face-brick 
in  the  Chicago  district  have  come  tumbling  down  like 
a  house  of  cards,  and  the  quantities  of  legitimate  facc- 
brick  that  have  been  shipped  into  the  Chicago  district 
this  year,  whether  rough  or  smooth,  have  been  cut  in 
half,  the  big  half  now  going  to  the  concerns  who,  prev- 
ious to  the  clay  show,  Avere  manufacturers  of  common- 
brick. 

Have  our  friends  the  brick  dealers  been  benefited 
by  the  craze  for  roughs?  I  am  in  a  position  to  know 
that  many  of  them  have  not,  for  I  have  discussed  the 
matter  with  a  great  many  dealers  during  the  past  few 
months.  Many  of  them  are  old  established  concerns 
whose  names  are  known  to  all  of  you,  and  they,  with- 
out exception,  have  expressed  dissatisfaction  with  the 
conditions  that  have  been  brought  about  by  rough  tex- 
ture brick.  Several  of  them  expressed  their  inten- 
tion of  openly  opposing  the  sale  of  rough  texture  brick 
this  year,  and  of  instructing  their  salesmen  accordingly. 

Can  brick  dealers  bring  their  business  back  to  the 
old  footing  by  pushing  the  sale  of  smooth'  texture 
brick?  I  believe  they  can ;  in  fact  it  has  already  been 
done  in  one  of  our  largest  cities. 

The  rough  brick  craze  which  started  in  Philadel- 
phia 'was  suddenly  and  effectually  stopped,  with  the 
result  that  the  average  price  now  obtained  for  face- 
brick  in  that  city  is  higher  than  in  any  other  important 
eastern  city,  and  the  profit  per  M.  is,  also,  correspond- 
ingly high. 

What  has  been  done  in  Philadelphia,  can  be  done 
elsewhere.  In  sections  where  rough  texture  brick  are 
the  fad,  the  manufacturers  and  dealers  started  the  de- 
mand by  trimming  their  windows,  so  to  speak,  with 
rough  texture  brick.  But  no  expensive  displays 
would  be  necessary  to  bring  smooth  brick  back  to 
their  former  popularity,  for  a  comparison  drawn  be- 
tween smooth  and  rough  texture  brick  walls  which 
have  been  standing  for  a  few  years  will  serve  all  pur- 
])oses  most  admirably. 

Buildings  Themselves  the  Best  Arguments 

The  smooth  face  jobs  have,  for  the  most  part,  re- 
mained clean,  but  the  rough  texture  jobs  that  have 
aged  a  little,  now  resemble  autumn  leaves  grown  old. 

In  my  opinion  one  of  the  best  ways  to  kill  off  com- 
mon-brick competition  is  for  manufacturers  of  face- 
brick,  ])articularly  manufacturers  of  red  face-brick,  t(i 
make  smooth  face-brick  in  all  the  varying  shades  in 
which  they  have  been  making  rough  face-brick,  in- 
cluding the  flashed  brick  with  red  cores  and  blue  and 
brown  edges  and  other  markings,  and  for  them  to 
make  them  as  smooth  and  perfect  as  possible. 

Such  a  brick  will  lend  itself  to  artistic  bricklaying 
(|uitc  as  well  as  a  rough  texture  brick  of  the  same 
shade.  The  jirincipal  difference  between  the  two 
brick  will  be  that  the  smooth  brick  will  have  a  better 
and  cleaner  cut  appearance  in  the  wall- 

A  brick  wall  built  of  hard  burned,  smooth  face- 
brick  will  stand  the  test  of  time  and  is  the  best  possible 
advertisement  for  brick,  just  as  the  poorest  possible 
advertisement  is  a  brick  job  that  is  ruined  by  soot  and 
dirt,  as  most  of  the  rough  brick  jobs  in  the  country 
w  ill  be  in  a  mighty  short  time. 
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The   Organization    of  a   Maintenance  and 
Repair  System  on  Ontario  Roads 

By  A.  A.  Smith 


A  valuable  paper  on  the  organization  of  a  main- 
tenance system  was  read  by  Mr.  A-  A.  Smith  before  the 
recent  Toronto  Good  Roads  Conference.  The  follow- 
ins^-  points  from  Mr.  Smith's  paper  were  unavoidably 
omitted  from  our  last  week's  report  of  this  Conference  : 

There  is  a  wide  distinction  between  Maintenance 
and  Repair  as  applied  to  highway  operations.  The 
operations  required  to  constantly  oppose  the  deteriora- 
tion of  a  completed  road  by  the  effect  of  traffic  and 
climatic  conditions,  and  to  keep  it  as  nearly  as  possible 
in  its  initial  condition,  constitute  maintenance.  With- 
out maintenance,  the  road  tends  to  deteriorate  and  the 
f>pcrations  necessary  to  restore  it  constitute  repairs. 
Both  processes  are  often  similar  in  kind  and  may  even 
overlap.  A  well  constructed  road  properly  main- 
tained should  not  need  repair  for  some  time,  but  a  prop- 
crly  repaired  road  always  needs  maintenance. 

All  the  railroads  have  adopted  a  strict  maintenance 
system  on  their  road-beds,  bridges,  culverts,  etc.,  which 
lias  proven  of  the  greatest  value.  This  maintenance 
system  should  prove  equall}-  beneficial  in  the  case  of 
iiighways. 

There  are  several  schemes  for  highway  mainten- 
ance that  have  been  adopted.  One  is  to  assign  to  a 
certain  individual  a  given  length  of  road,  credit  him 
with  a  certain  sum,  and  leave  him  to  his  own  devices 
in  its  upkeep.  This  method  does  not  usually  give 
best  results-  Another  method  is  to  have  one  man 
over  a  larger  area  and  give  him  sufficient  means  to 
maintain  it.  This  man  usually  gets  a  gang  of  men  and 
teams  together  and  does  his  share  all  at  once,  when  the 
farmers  are  slack — which  again  means  that  during  the 
I)alance  of  the  year,  when  traffic  is  heaviest,  the  road 
gets  no  attention  at  all.  A  third  method  is  the  patrol 
system,  after  the  kind  adopted  in  New  York  State 
which  appears  to  be  a  most  satisfactory  method  for 
maintaining  roads.  The  patrol  man,  supplied  with 
tools  and  machinery  from  the  municipality,  is  em- 
ployed continuously  to  maintain  from  five  to  ten  miles 
of  road.  His  work  consists  in  preventing  unnecessary 
deterioration  of  the  road  surface,  in  the  removal  of 
loose  stone,  the  repair  of  the  centre  of  the  road  due  to 
the  wear  from  horses'  feet,  sanding  the  road  and  sup- 
plying binder  in  wet  weather  to  prevent  ravelling, 
cleaning  out  gutters,  culverts,  catchbasins  and  water- 
ways, lowering  the  shoulders  of  the  road,  repairing 
damages  due  to  wash-outs  and  freshets  on  all  slopes, 
and  making  any  necessary  repairs  on  wood  floors  of 
culverts  and  bridges.  He  should  report  once  a  week 
on  the  location  and  nature  of  each  day's  work  to  a 
tiighway  foreman  or  inspector.  This  foreman  should 
have  sufficient  knowledge  and  experience  to  justify 
spending  his  entire  time  in  supervising,  planning,  and 
setting  out  the  work.  This  foreman  is  given  a  cer- 
tain area  or  section,  for  the  maintenance  of  which  he 
is  held  directly  responsible.  This  area  generally  cov- 
ers from  sixty  to  one  hundred  miles  of  roadway,  with 
from  eight  to  ten  patrol  men  under  the  foreman.  The 
foreman  shall  not  have  the  power  to  engage  or  dis- 
charge any  patrol  man  without  first  reporting  to  the 
superintendent,  but  otherwise  shall  have  full  control 
inver.them.     The  foreman  is  required  to  report  weekly 


to  the  superintendent  on  the  work  done,  time  spent, 
materials  used,  and  the  need  of  larger  necessary  re- 
pairs, such  as  resurfacing,  rolling,  oiling,  and  repairs 
to  bridges,  culverts,  etc.,  which  are  to  be  done  under 
the  supervision  of  the  superintendent- 

The  duties  of  the  road  superintendent  in  connection 
with  road  maintenance  are  similar  to  those  of  a  muni- 
cipal clerk, — reporting  to  and  carrying  out  the  instruc- 
tions of  the  council.  He  shall  attend  all  meetings  of 
the  council  which  relate  to  work  carried  out  by  him, 
and  shall  supervise  all  work  and  employ  inspectors  or 
foremen  as  may  be  required,  who  shall  also  be  subject 
to  dismissal  by  him.  He  shall  employ  and  discharge 
any  patrol  men,  teams,  or  laborers  required  to  carry 
out  the  work,  and  purchase  all  necessary  material  and 
tools.  He  shall  keep  an  accurate  record  of  men  and 
teams  employed,  work  done,  material  used,  and  furnish 
an  O.  K.  pay-sheet  account  to  a  proper  committee  for 
their  approval  before  the  municipal  treasurer  issues 
any  checks  in  payment  thereof.  The  superintendent 
must  pay  the  foreman  and  men  under  him  in  accord- 
ance with  the  time  sheets  and  obtain  a  receipt  for 
the  same. 

One  of  the  chief  difficulties  in  the  maintaining  of 
macadam  roads  is,  perhaps,  ravelling  of  the  stone  in 
dry  weather  when  the  road  has  not  sufficient  binding 
material.  One  method  of  alleviating  this  trouble  is, 
by  sprinkling  the  road  with  water  where  water  is  con- 
venient and  plentiful,  or  by  applying  a  thin  coat  of 
sharp  clean  sand  or  screenings  thoroughly  tamped. 
Another  evil  is  the  tendency  for  the  road  to  rut,  due  to 
a  greater  wheel  load  than  the  road  is  capable  of  carry- 
ings inferior  binding  material,  and  the  tendency  of  a 
team  to  follow  the  wheel-tracks  of  the  preceding 
vehicle.  The  best  remedy  for  this  is  to  loosen  the 
stone  in  and  around  the  depressions  and  fill  them  in 
with  new  material  of  the  same  size  and  quality,  tamp 
well,  leaving  the  surface  slightly  higher  than  the  sur- 
rounding surface  in  order  to  allow  for  compaction. 

Dust  prevention  is  a  necessity  in  prolonging  the 
life  of  a  macadam  roadway.  Dust  can  be  overcome  by 
watering,  sweeping,  or  by  the  use  of  oil.  Proper  main- 
tenance of  a  road  cannot  be  carried  out  without  the 
use  of  a  roller.  This  should  be  used  in  the  spring  of 
the  year,  when  the  road  is  soft  and  pliable-  Ditching 
is  also  a  big  item  in  maintenance  work.  All  ditches 
need  constant  attention.  They  should  be  kept  free 
from  weeds,  grass  and  rubbish,  and  given  sufficient  fall 
to  carry  water  off  immediately.  This  patrol  system 
wherever  used,  has  been  found  to  give  good  satisfac- 
tion ;  it  keeps  the  road  in  good  repair  in  all  seasons. 


Western  Railway  Building 

An  interesting  announcement  was  recently  made 
in  connection  with  the  Dunvegan  and  Fort  McMurray 
railway  now  under  construction  north  of  Edmonton 
by  the  J.  D.  McArthur  Co.  340  miles  of  railway 
north  of  Edmonton  are  to  be  ballasted  this  3-ear.  Plans 
are  being  prepared  for  a  big  steel  bridge  over  Peace 
River  at  Peace  River  Crossing;  this  will  include  a 
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traffic  deck  and  tlie  total  cost  will  be  about  three- 
tjuarters  of  a  million  dollars.  The  building"  of  the 
bridge  will  enable  the  line  of  the  Central  Canada  Rail- 
way Company  to  be  continued  westward  one  hundred 
miles,  guaranteed  by  the  provincial  government. 

Fifty  miles  already, are  constructed  to  Peace  River 
Crossing  and  the  remainder — fifty  miles — has  been  lo- 
cated to  the  Waterhole  district. 

By  the  end  of  the  present  winter  the  total  mileage 
will  be  as  follows : 

Miles. 

E.D.  &  B.C.  main  line  to  Spirit  River.  .  357 

Grande  Prairie  branch   60 

Central    Canada    from    McLennan  to 

Peace  River    50 

A.  &  G.  W   250 


Total  mileage   717 

These  roads  all  were  built  under  the  guarantee 
policy  of  the  provincial  government  and  run  through 
districts  that  were  badly  in  need  of  railway  facilities. 

Mr.  McArthur  also  announced  that  the  Northwest 
Lumber  Company,  of  which  he  is  president,  is  cutting 
25,000,000  feet  of  lumber  this  winter,  about  350  men 
being  employed.  A  cut  of  10,000,000  feet  is  being- 
made  near  Lac  la  Biche  and  another  cut  of  15,000,000 
feet  near  Sawindg'e-  The  mills  at  West  Edmonton  will 
reopen  about  the  middle  of  March. 


Progress  on  Breakwater,  Victoria,  B.C. 

During  1915  work  on  the  breakwater  at  Ogden 
Point,  Victoria,  B.  C,  has  progressed  so  rapidly  that 
the  structure,  which,  at  the  beginning  of  the  year,  was 
not  visible  above  the  surface  of  the  water  is  now  two- 
thirds  finished.  The  breakwater  is  composed  of  three 
arms,  the  first  extending  only  330  ft.  from  shore,  the 
main  arm  having  a  total  length  of  1,500  ft.,  and  the 
outer  arm  which  will  be  700  ft.  long-  On  Jan.  1  the 
work  had  been  completed  for  a  distance  of  1,630  ft. 
from  shore.  Over  1,000,000»  tons  of  coarse  and  fine 
rubble  have  been  used  in  the  construction  thus  far, 
it  is  reported.  J.  S.  Maclachan,  Dominion  govern- 
ment engineer,  has  given  out  the  following  figures 
referring  to  total  quantities  thus  far  handled  on  this 
contract:  Coarse  rubble  dumped,  792,415  tons;  core, 
or  fine  rubble  dumped,  241,925  tons;  granite  blocks 
placed  in  position  93,279  tons ;  concrete  p(9ured,  20,883 
cu.  yd.  During  1915  273,000  tons  of  rubble  stone  were 
deposited,  75,000  tons  of  granite  blocks  placed  and 
19,000  cu.  yd.  of  concrete  poured. 


Mr.  Jones  Prophesies  Good  Year 

At  the  annual  meeting  of  the  Canada  Cement  Com- 
pany, held  in  Montreal,  on  February  15,  Mr.  F.  P. 
Jones,  vice-president,  stated  that  an  entirely  new  plant 
had  been  erected  for  the  making  of  mimitions,  and  that 
the  two  orders  received — one  for  machining  and  the 
other  for  manufacturing  steel  and  forgings  for  mach- 
ining;-— would  keep  them  fully  running  until  the  end  of 
the  year.  lie  believed  this  year's  sales  of  cement 
would  be  larger  than  during  1915.  Cities  and  munici- 
palities could  not  use  less  cement  during  the  coming 
seasrjii  tiian  tiie)  did  last  year,  and  were  now  in  a 
better  financial  jjositifjn  to  carry  on  inipnjvements.  In 
addition  to  this  all  the  large  Gcjvernn-ient  works,  in- 
cluding the  Welland  Canal,  would  be  continued. 


Reinforced  Concrete  Buildings 

In  a  paper  on  "Interesting  Features  of  Reinforced 
Concrete  Buildings  In  and  Around  Montreal,"  read  at 
a  meeting  of  the  Canadian  Society  of  Civil  Engineers, 
Montreal,  Mr.  C.  M.  Morssen,  of  the  Atlas  Construc- 
tion Company,  gave  a  description  of  cracks  in  con- 
crete walls,  outside  finish,  winter  made  concrete,  and 
the  adaptability  of  concrete  to  complicated  structure. 
As  an  instance  of  the  latter  he  referred  to  St.  Michael's 
Church,  corner  of  St-  Urbain  and  St.  Viateur  Streets. 
This  building-  has  no  columns  and  is  built  of  plain  and 
reinforced  concrete.  The  basement  ceiling  is  carried 
by  flat  arches  54  ft.  clear  span,  having  a  raise  30  in. 
The  arches  are  18  ft.  centre  to  centre  and  connected 
with  a  flat  slab  7  in.  thick.  The  main  auditorium  is 
covered  b}'  a  dome,  which  is  carried  by  four  full  centre 
arches,  each  52  in.  diameter,  and  by  four  consoles, 
which  arches  and  consoles  are  carried  down  to  rock 
by  four  strong  tower  abutments.  The  dome  is  about 
118  ft.  above  the  sidewalk  and  110  ft.  above  the  audi- 
torium floor. 

The  outside  walls  are  covered  with  Greendale  brick 
and  terra  cotta ;  the  dome  and  roofs,  however,  are  fin- 
ished in  concrete,  the  dome  having  received  a  col- 
ored waterproof  cement  finish  abou4  an  inch  thick, 
showing  green  shamrocks  on  a  white  field.  The  green 
color  was  obtained  by  n-iixing  a  green  pigment  with 
the  ordinary  cement  and  the  white  color  was  secured 
by  the  Atlas  white  cement.  The  main  cujiola  is  carried 
on  a  series  of  semi-circular  arches  fixed  rigidly  into  a 
heavy  ring  of  concrete  reinforced  with  steel  bars  in 
the  front  of  circular  hoops.  There  are  12  semi-cir- 
cular arches,  which  are  36  in.  deep,  12  in.  wide  at  the 
bottom  and  6  in.  wide  at  the  crown.  At  the  crown 
the  arches  are  connected  b}^  a  disc  4  in.  in  diameter  and 
36  in.  deep.  Each  arch  carries  l/12th  of  the  load  on 
the  cupola  and  its  own  weight. 

For  the  computing  of  the  stresses  in  the  concrete 
and  steel  the  total  weight  of  the  cupola,  including  sus- 
pended ceiling,  wind,  snow,  etc.,  Avas  taken  at  150 
pounds  per  square  foot.  The  twelve  semi-circular 
ribs  are  reinforced  with  four  one  in.  twisted  bars,  two' 
near  the  top  and  two  near  the  bottom,  and  connected 
with  stirrups  about  every  12  in-  The  cupola,  which  is 
of  a  uniform  thickness  of  5  in.,  is  reinforced  with  1/2 
round  bars  at  6  in.  centre  to  centre. 

Mr.  Morssen  briefly  described  the  method  by  which 
the  stresses  were  ascertained.  He  stated  that  the 
cupola  was  first  designed  without  ribs  and  of  a  uni- 
form thickness  of  8  in.  following  the  theory 
given  by  E.  Collignon,  "Cours  de  Mecaniques,"  p.  631. 
This  theory  is  that  in  a  spherical  cupola  the  stress  in 
the  material  used  are  independent  of  the  thickness  of 
the  cupola  and  are  determined  only  by  the  diameter  of 
th  cupola  and  the  specific  gravity  of  the  material  used 
With  hoops  made  of  1/2  sq.  bars  and  placed  at  9  in. 
centre  to  centre  the  stresses  in  the  steel  and  concrete 
would  be  kept  within  the  safe  limits.  The  thickness 
of  the  cupola  will  be  rather  governed  by  the  stifTness 
to  be  attained  than  by  the  safe  stresses.  However, 
taking  into  consideration  the  large  proportions  of  the 
cupola  it  was  decided  to  provide  12  ribs  as  described, 
and  making  the  assumption  rather  more  severe  than 
the  actual  conditions  -warranted,  the  stresses  in  the 
steel  and  concrete  were  kcjU  within  the  safe  limits-  As 
built  the  cupola  is  about  40  ])ei-  cent  cheaper  than  a 
Gosta\ini)  tile  cuiJola  and  about  50  ])cr  ct'ul.  cheaper 
than  a  slecl  siniclure  firei)|-oofed  with  ciincrete  or 
tiles. 

A  half  splu  rical  cupola  at  the  rear  with  a  diameter 
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of  52  feet,  and  a  small  20  foot  cupola  at  top  of  the 
tower  are  of  uniform  thickness,  and  are  reinforced  with 
hoops  made  of  round  half-bars.  The  four  main 
arches  carrying  the  cupola,  the  cantilevers,  and  the 
arches  in  the  basement  were  designed  on  established 
methods.  The  winding  stairs  and  the  large  windows 
were  made  of  reinforced  concrete,  although  no  estab- 
lished formulae  were  available. 


High  Level  Reservoir,  New  West- 
minster, B.  G. 

The  city  of  New  Westminster,  with  the  completion 
of  the  new  high  level  reservoir  capable  of  serving  a 
population  of  at  least  80,000  persons,  have  realized 
their  ambition  of  many  years'  standing  to  possess  an 
entirely  modern  waterworks  system.  The  new  reser- 
voir was  completed  in  November  1915,  construction 
work  having  occupied  approximately  a  year.  It  is 
situated  adjacent  to  the  old  reservoir  on  the  highest 
point  within  the  city  limits  and,  together,  they  now 


Discharge  Chamber  of  Reservoir,  at  New  Westminster. 

supply  the  whole  area  with  water.  The  new  reser- 
voir has  a  capacity  of  42,000,000  gallons. 

Coincident  with  the  construction  of  the  new  re- 
servoir the  embankment  of  the  old  high  level  reservoir 
was  raised,  adding  500,000  gallons  to  its  capacity.  The 
total  capacity  of  both  reservoirs  is  now  8,900,000 — 
approximately  seven  days'  supply  for  the  present 
population-  The  minimum  discharge  from  the  25-in. 
main  is  6,250,000  gallons  per  24  hours,  with  a  maximum 
discharge  of  7,000,000  gallons  under  high-water  level 
on  Lake  Coquitlam.  The  14-in.  main  has  a  minimum 
discharge  of  600,000  gallons,  with  a  maximum  of  about 
one  million.  The  reservoir  was  designed  by  Mr.  J. 
W.  B.  Blackman,  city  engineer,  at  an  estimated  cost 
of  $40,200,  and  was  built  under  his  supervision  with 
the  assistance  of  superintendent  Ankers. 


Tlie  Commissioners  of  the  Transcontinental  Rail- 
way liavc  issued  their  11th  annual  rep<irt.  covering 
the  fiscal  year  ending  March  31.  1915. 


Sand  Molds  for  Concrete  Steps 

In  certain  classes  of  work  it  becomes  convenient 
to  use  a  process  of  sand  casting,  for  an  irregular  con- 
crete form  which  is  to  be  repeated  over  and  over  again. 
The  way  this  is  done  is  in  all  respects  analogous  to  the 
casting  of  iron.  The  wooden  pattern  used  to  prepare 
the  mold  in  sand  is  handled  in  exactly  the  same  way 
as  the  pattern  for  a  metal  casting.  The  sketch  in  Fig. 
1  shows  how  separate  sections  of  the  step  are  placed 
upon  the  steel  structure  which  supports  them. 


pattern. 


Step  mold  and  method  of  erection. 


The  molding  is  a  simple  matter,  the  pattern  is 
placed  upon  the  drag  (d).  Fig.  2  and  sand  is  then  ram- 
med all  around  it  (b)  within  the  flask.  A  hol- 
low wooden  core,  placed  at  one  side  of  the  flask  as 
shown,  nfakes  it  unnecessary  to  use  large  quantities  of 
sand,  and  what  is  more  important,  largely  reduces  the 
weight  to  be  handled.  Sand  is  then  rammed  up 
around  the  top  (cc),  and  the  top  board  put  in  place  and 
clamped- 

The  whole  thing  is  then  turned  upside  down  with 
the  aid  of  a  small  jib  crane.  Upon  removing  the 
drag  (d),  and  the  wooden  pattern,  the  form  is  ready 
for  the  insertion  of  reinforcement  in  the  same  way  as 
a  mold  for  an  iron  casting  is  completed  by  the  inser- 
tion of  cores. 

Wire  cloth  with  a  good-sized  mesh  is  used,  as 
shown  in  dotted  lines  in  Fig.  1,  with  a  single  twisted 
rod  at  one  corner,  as  indicated.  The  cement  used  is 
the  proportion  of  1  :2:4,  small-sized  stone  being  re- 
(piired  because  of  the  small  space  into  which  the 
concrete  has  to  be  poured. 

The  hard  packed  sand  gives  a  finish  to  the  con- 
crete steps  which  is  final.  Nothing  more  remained 
to  be  done  in  preparing  them  for  erection,  with  the 
exception  of  a  little  smoothing  in  some  cases  at  the 
points  (e)  at  which  they  come  in  contact  with  eacli 
other  and  with  the  steel  structure. 

The  under  side  of  the  step  as  erected  is  the  sur- 
face which  is  free  to  the  air  when  cast.  Any  irre- 
gularities appearing  in  it  are  hidden  by  the  way  in 
which  the  steps  are  erected — Concrete. 


A  two  days'  convention  of  the  Canadian  Fairbanks- 
Morse  Company,  Limited,  was  recently  held  in  Mon- 
treal. The  convention  was  attended  by  heads  of  de- 
partments, salesmen,  and  representatives  of  firms  in 
Canada  and  the  United  States  whose  goods  are  handled 
by  the  Canadian  Fairbanks  Morse  Company.  The 
representatives  of  these  concerns  spoke  at  the  conven- 
tion along  the  lines  of  familiarising  the  heads  of  de- 
partments and  salesmen  with  the  various  eoods.  At 
a  banquet  held  in  the  St.  James  Club.  Mr-  H.  J.  Fuller, 
the  president,  referred  to  the  large  number  of  men  in 
the  compan3''s  service  who  had  volunteered  for  over- 
seas. Mr.  Graham  Drinkwater.  vice-president ;  Mr. 
C.  W.  Wiggin,  manager  of  the  Montreal  branch  ;  and 
Mr.  C.  J.  Rrittain,  manager  of  the  Winnipeg  branch, 
also  spoke. 
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Stresses  in  Lattice  Bars  of  Columns 


Explanatory 

The  Editor,  Contract  Record: — 

I  send  you  herewith  a  discussion  on  the  stresses  in 
lattice  bars  o.f  columns. 

In  the  Engineering  Record  of  November  2,  1907,  I  pub- 
lished an  article  on  the  same  subject,  in  which  I  gave  a 
formula  for  the  transverse  shear  as  follows:— 
2?j2  a  r 

R=   (1) 

n 

Where  A=:area  of  column, 

r=radius  of  gyration,  axis  parallel  to  back  of 
channels, 

n— distance  from  neutral  axis  to  extreme  iibrc 
Equatrion  (1)  was  based  on  the  New  York  law  for  columns, 
as  follows: 

P  1 

—  =  15,200—58  —  (3) 

A  r 

Now  if  the  American  Railways  Engineering,  Associa- 
tion's formula  is  used,  which  is 
P  1 

—  —  16,000—70  —  (a) 

A  .  r  _ 

380  A  r 

Then  R  =    (4) 


By  W.  W.  Pearse,  C.E. 

Referring  to  Table  1  of  the  discussion  I  send  you,  it 
will  be  noted  that  the  stresses  for  different  lengths  vary. 
Columns  that  are  9  ft.  long  have  much  less  stress  in  the 
lattice  bars  than  columns  that  are  SO  ft  long. 

It  is  also  evident  for  the  same  reasons  cited  above  that 
the  value  .0351  given  for  the  transverse  shear  in  Bulletin  No. 


/  ,4i  _     1  M  M  o  n  /  1  ^ . 


This  value  given  in  equation  (4)  is  what  has  been  adopted 
hy  several  authorities. 

It  will  be  noticed  that  the  length  (1)  does  not  appear  in 
cither  equations  (1)  or  (4). 

Now,  referring  to  equations  (3)  and  (3),  if  we  put 
1  1 

1  :=  0,  the  quantities  58  —  and  70  —  drop  out  and  there  is     i-oi,]fi  gye'r  cover 
r  r 

no  stress  to  be  deducted  due  to  the  bending  of  the  column 


Fig.  2. 

44  of  the  University  of  Illinois  must  only  be  true  for  values 
1 

of  ratios  —  =  37.8  or  thereabouts,  and  you  will  notice  by 
r 

1 

referring  to  my  Table  that  for  values  of  37.8  for  —  my 

r 

formula  agrees  very  closely  indeed  with  the  tests. 

For  columns  that  are  fixed  top  and  bottom  an  entirely 
new  discussion  and  table  would  have  to  be  worked  up  along 
the  lines  outlined  in  my  discussion. 

In  conclusion  would  say  that  of  course  there  are  stresses 
Cfiused  by  imperfections  in  fabrication,  etc.,  that  no  formula 


Yours  truly, 

W.  W.  PEARSE, 
City  Architect  and  Sup't  of  Buildings. 


-f-4 


I 


X 


1? 


I 
~Z 


Fig.  1, 

or, 'in  other  words,  as  the  length  of  the  column  approaches 
zero,  the  stress  to  be  deducted  due  to  the  bending  also  ap- 
proaches zero.  There  is  a  much  greater  stress  in  the  column 
due  to  bending  when  the  column  is  long;  it  is  only  the  stress 
caused  by  the  bending  of  the  column  that  causes  any  stress 
in  the  lattice  bars. 


Toronto,  Feb.  5. 

Stresses  in  Lattice  Bars  of  Columns 

The  stresses  in  lattice  bars  of  columns  have  always  been 
considered,  at  best,  a  very  rough  approximation. 

Euler's  column  theory  is  universally  accepted  as  a  cor- 
rect analysis  of  the  subject.  The  following  discussion  of 
the  stresses  in  lattice  bars  is  based  on  the  same  theory  of 
bending  in  columns  and  should  be  equally  as  correct. 

In  Merriman's  Mechanics  of  Materials,  1894  edition,  page 
115,  he  gives  for  Euler's  formula,  for  the  resisting  of  col- 
umns, the  following  equation: — 

X 

y  =  A  sin.  n^r  —  (1) 

1 

If  it  is  assumed  that  the  column  is  hinged  tup  and  bot- 
tom and  a  load  P  is  applied,  then  under  tliese  conditions, 
n  =  1  and  equation  (])  reduces  to, 

X 

y  =  A  sin.  TT  _  (2) 

1 

See  Figure  I. 

Let  1  =  length  of  column  in  inches. 

A  =  area  of  column  in  square  inches. 
S  =  safe  stress  per  sq.  inch  (very  short  columns). 
S'  =  safe  stress  per  sq.  inch  (long  columns). 
Then  (S  —  S')  A  —  total  stress  due  to  bending  at  centre 
of  column. 

If  equation  (3)  is  plotted  assuming  1  as  any  length  of 
column  in  inches,  and  divided  into  twelve  equal  parts,  the 
ordinates  shown  in  Figure  3  will  be  found  and  will  apply  in 
all  cases.    If  for  A  we  sulisfilutc  (S  —  S')  A,  we  will  get 
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the  stress  strain  curve  in  tlie  column  due  to  bending  of 

column.  ■  r  ■  1 

Referring-  again  to  Merriman's  Mechanics  of  Materials, 
1894  edition,  he  gives  the  following  column  formula: — 
Sc 

S'  =   


bending  of  column  in  panel  bd.  Therefore  the  stress  in  lat- 
tice bars  be  is  equal  to  y  sec  v.  There  are  two  lattice 
bars  be  so 


stress  in  each  bar  be  = 


y  sec  V 


2 


Sc 


1  + 


X 


(3) 


 (5) 

iiul  the  secant 


m     E  r'' 

Substituting  usual  values  for  the  difTerent  quantities  in  equa- 
tion (3)  we  get, 

16000 

gi  _  

1  1'   (4) 

1  +    X  - 

12000  r' 

Referring  to  Figure  2,  y  —  stress*  in  channel  due  to 

*It  should  be  noted  here  that  this  whole  stress  is  taken  up  by  one 
channel  when  the  axis  of  bending  is  parallel  to  back  of  channels,  for 
when  the  column  bends  one  channel  will  be  plus  and  one  channel  will 
lie  minus,  and  it  is  only  the  plus  side  that  adds  any  additional  stress 
to  the  column,  and  it  is  this  stress  that  must  be  deducted  from  the  carry- 
ing capacity  of  the  column  due  to  bending. 


But  the  angle  v  is  usually  taken  at  60  degs. 
of  60  degs.  is  2, 

Therefore  the  stress  in  the  lattice  bar  be  =  y  (6j 

As  the  stress  in  the  lattice  bar  be  is  a  maximum,  all  that 
it  is  necessary  to  do  is  to  design  one  lattice  bar  for  the  end 
panel  and  make  the  balance  of  the  bars  the  same  length  and 
area.  Each  end  lattice  bar  would  have  to  be  designed  to 
act  as  a  column  having  a  length  equal  to  f  and  a  load  equal 
to  y. 

Referring  to  Bulletin  No.  44,  University  of  Illinois,  page 
47,  they  give  a  formula  for  lattice  bars  as  columns  based  on 
actual  tests: — 

P  1 

—  =:  21400  —  45  —  (7) 

A  r 
Equation  (7)  gives  the  ultimate  fibre  stress  per  square  inch. 
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Therefore  the  safe  load  would  be: — 
P  1 

—  =  0600  —  45  —   (S) 

A  r 
Equation  (8)   is  using  a  factor  of -safety  of  ;-i>4,  which  is 
about  the  same  as  is  given  in  equation  (4). 

Referring  now  to  Figure  3,  it  will  be  noticed  that  the 
y  ordinate  for  the  end  panel,  right  hand  side,  is  .36  A  or- 
very  nearly  half  that  found  for  the  second  panel,  which  is 
..')  A,  this  shows  that  the  curve  is  very  nearly  a  straight  line 
at  each  end.  .Assuming  that  it  is  a  straight  line,  the  follow- 
ing analysis  may  be  made: — 

Referring  to  Fig.  3" we  get  the  following; — 
.36  A         3.13  A 

Tan   z  =    =    (9) 

1  1 

13 

Therefore  y  =  x  tan  z. 
3.13  A  X 

or  V  =   -.  .  ...  (10) 

1 

If  for  A  we  substitute  (S  —  S')  A,  equation  (10)  becomes 
3.13  (S  — S')  A  X 

y  =   (11) 

1 

Equation  (11)  will  give  the  stress  in  end  lattice  l)ar  be, 


Hi 


* 

■ 

/z 


I 


Fig.  3. 

which  will  always  be  a  maximum.  A  alue  for  must  be 
found  l)y  equation  (4)  or  any*other  column  fornmla  that 
may  be  desired  to  find  the  safe  load  per  square  inch,  of 
column. 

From  equation  (11)  Table  No.  I.  was  figured,  which 
gives  the  stress  in  the  end  lattice  bars  for  channel  columns 
havin-  lengths  of  9  ft.,  13  ft.,  15  ft.,  18  ft.,  and  30  ft.  For  in- 
termediate lengths  it  would  be  safe  to  interpolatfe.  For  dif- 
ferent areas  it  will  be  directly  proportional  to  the  area,  as 
will  l)c  seen  by  referring  to  equation  (11). 

In  figuring  Table  I.  the  values  D,  A,  r,  and  x  were  taken 
from  Cambria  Steel  Company's  Handbook,  see  Fig.  3. 

If  the  angle  v  is  not  60  degs.  then  equation  (11)  will 
become, 

3.13  (S  — S')  Ax    sec.  v 

y  =   .     (13) 

1  2 
which  reduces  to, 

1.56  (S  — S')  Ax 
y  =  sec.  V. 


1 


(13) 


Note: — Equations  (11)  and  (13)  are  only  true  for  the 
end  panel. 

Now  to  prove  that  equation  (11)  and  (13)  are  correct 
and  agree  with  experiments,  refer  to  Bulletin  No.  44,  of  the 
University  of  Illinois,  page  33,  supplementary  to  Table  6, 
wh/;re  it  gives  in  the  last  column  of  the  table, — ratio  of  trans- 
verse shear  to  compression  load  —  .0351.  This  was  the 
result  of  tests  on  column  marked  I.  By  referring  to  page 
10  of  the  Bulletin  44  a  full  description  is  given  nf  Column 

1 

No.  1  :— .\  =  18.76;  L  =  31  ft.;  —  =  37.8;  angle  of  lafticc 

r 

I)ar  with  axis  of  column  —  (Ki  degs.  30  niins. 

It  seems  reasonable  that  all  columns  having  a  rati(j  of 


— •  =  37.8  or  thereabouts  and  having  the  lattice  bars  sloping 
r 

approximately  63  degs.  30  mins.  should  have  a  ratio  of  trans- 
verse shear  to  compression  load  —  .0351.  Referring  to  Table 
No.  1  herewith  it  will  be  noticed  that  for  two  15-in.  channels 
at  33  lbs.,  30  ft.  long,  the  stress  given  in  the  end  lattice  bar 
1 

is  4060  lljs.    —  =  43,  which  is  reasonably  close  to  what  is 
r 

given  in  the  tests  to  give  approximately  the  same  results. 
Therefore  we  get  for  transverse  shear  the  following,  where 
A  —  19.8  and  the  compressive  load  per  sq.  inch  =  13900  lbs.: 

Transverse  shear  =  19.8  X  13900  X  .0351  =:  6880  lbs. 
But  there  are  two  lattice  bars, 
6880 

Therefore  •         =  3440  lbs.  transverse  shear  on  each  lattice 

2 

bar,  see  Fig.  4. 

The  secant  of  30  degs.  =  1.155.  Therefore  3440  X  1.155 
=  3973  lbs.  =  stress  in  end  lattice  bar,  which  is  very  nearly 
what  is  given  in  Table  1,  which  is  4060  lbs. 

Referring  to  Table  1  again,  it  will  be  noticed  that  for 

1 

two  7-in.  channels  at  9%  lbs.,  9  ft.  long;  —  =  40,  S'  =  14300 

r 

lbs.  and  stress  in  end  lattice  bar  is  1160  lbs.  And  A  =  5.7 
square  inches. 

Therefore,  transverse  shear  =  5.7  X  14200  X  .0351  = 
3030 

3030  lbs.,  and    =  1015  lbs.  =  transverse  shear  for  each 

3 

lattice  bar. 

Then  1015  X  1.155  =  1170  lbs.,  which  is  wi-thin  10  lbs.  of  that 
given  in  the  formula,  which  was  1160  lbs. 

Referring  to  Table  1.,  two  10-in.  channels  at  15  lbs., 
1 

13  ft.  long,  —  =  38,  S'  =  14300  lbs.  per  sq.  inch,  A  =  8.93 
r 

sc|.  inches,  stress  in  the  lattice  bar  =  1760  lbs. 
Transverse  shear  =  8.93  X  llliOO  X  .0351  =  3200  lbs. 
3300 

Therefore    =  1600  lbs.  transverse  shear  for  each  lattice 

2 

bar.  Then  1600  X  1.155  =  1848  lbs.  stress  in  lattice  bar, 
which  is  within  88  lbs.  of  what  is  given  in  Table  1. 

Referring  to  Table  1,  two  13-in.  channels  at  30^  lbs., 
1 

1.5-  ft.  long,  —  =  39,  S'  =  14200,  stress  in  lattice  bar  =  2560 
r 


Kig.  ^. 

\hs..  A  =  13.06  sq.  inches,  transverse  shear  =  13.06  X  14300 
X  .0351  =  4300  lbs. 
4300 

Therefore,   =  2150  lbs.  transverse  shear  for  each  lattice 

2 

bar.  Then  3150  X  1.155  =  3480  1I)S.  stress  in  lattice  bars, 
which  is  80  lbs.  less  than  Table  1  gives. 

Referring  to  Table  1,  two  15-in.  channels  at  33  lbs.,  18  ft. 
1 

long,  —  =  39,  S'  =  14200,  stress  in  lattice  bar  =  3937  lbs., 
r 

A  =  19.8  sq.  inches,  transverse  shear  =  19.8  X  14200  X  .0351 
—  7060  lbs. 

7060 

Tiurefore,    =  3530  lbs.  transverse  shear  for  each  lattice 

bar.  Then  3530  X  1.155  =  4077  lbs.  stress  in  lattice  bar, 
wliirli  is  80  lbs.  less  than  Table  1  gives. 

.Sizes  of  lattice  bars  given  in  the  last  column  nf  Table  1 
were  figured  by  equation  (8). 
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The  Practical  Value  of  Curves 

The  Application  of  Curves,  Charts  and  Graphs  to  Facilitate  the 
Analysis   of   Engineering   Problems   and   Statistical  Information 

By  F.  H.  Martin* 


The  talk  this  evening  can  hardly  be  termed  a  paper — 
il  is  more  in  the  nature  of  a  resume  or  collection  of  curves 
;uid  diagrams  that  have  been  found  helpful,  especially  in  pre- 
liminary design  work,  and  they  are  described  in  the  hope 
that  they  may  be  of  value  to  some  of  you. 

It  was  the  intention  originally  to  analyse  the  mathe- 
matical side  of  .the  art  of  curve  plotting,  but  mathematical 
discussions  are  usually  rather  dry,  so  this  phase  has  been 
omitted  and  may  be  taken  up  later  in  the  season  if  desired. 

The  talk  this  evening  will  be  confined  to  the  practical 
values  of  the  curves  which  will  be  shown  after  a  few  intro- 
ductory remarks: 

Graphs  are  statements  of  results  presented  liy  means  of 
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By  reducing  the  value  of  facts  to  properly  proportioned 
pictures  or  symbolic  drawings,  and  arranging  these  geomet- 
rical diagrams  in  such  a  position  that  their  relationship  is 
apparent,  their  relative  values,  are  instinctively  appraised  by 
the  eye.  and  the  lesson  they  are  intended  to  teach,  promptly 
and  easily  grasped. 

Statistics  are  a  collection  of  facts  tabulated  numerically, 
or,  a  group  of  facts  brought  out  by  collecting  numbers;  in 
other  words,  it  is  the  science  of  measurements  of  the  social 
oi'ganism. 

Each  )'ear  thousands  of  dollars  are  spent  in  collecting 
all  kinds  of  data,  which  is  usually  arranged  in  a  tabulated 
form,  and  anyone  who  has  ever  had  an  occasion  to  analyze 
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Transmission  line  regulation  diagram. 


diagrams,  geometrical  figures,  or  pictures  to  delineate  or 
convey  information  in  a  vivid,  forcible,  and  instructive  man- 
ner; to  put  it  tersely,  it  might  be  termed  a  picturization  of 
facts. 

Charts  are  maps  of  results  or  facts,  similar  to,  but  sligiit- 
more  complex,  than  graphs. 

'Designing  Engineer.  Winnipeg  River  Power  Company,  before  tlie  Elec- 
trical Section  of  the  Manitoba  Rranch  of  the  Canadian  Society  of  Civil  Engin- 
eers. 


this  enormous  mass  of  information  will  have  felt  the  need 
of  a  more  coherent  and  concise  means  of  arranging  the 
same,  in  order  to  enable  the  avei-age  individual  to  recognize 
the  salient  features  of  these  facts,  and,  to  serve  as  a  guide 
in  making  correct  deductions  therefrom,  instead  of  accept- 
ing ready-made  conclusions  handed  tn  him. 

If  the  average  citizen,  and.  esiiccially  the  business  man 
who  usually  dodges  the  simplest  charts,  obsessed  with  the 
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idea  tliat  they  involve  liigher  mathematics,  or,  some  other 
mysterious  agency,  knew  how  to  interpret  charts  and  curves, 
it  would  be  feasible  to  elucidate  to  him  in  effective  form 
those  facts,  relating  to  broad  social  and  public  improvements, 
public-service  operations,  and  international,  state  or  muni- 
cipal affairs. 

To  the  ordinary  person  this  does  not  seem  to  be  a  mat- 
ter of  great  importance,  and  at  first  sight  we  cannot  see  its 
relationship  to  engineering,  but  when  we  consider  that  dur- 
ing the  five  years  that  the  French  engineers  labored  on  the 
Panama  Canal,  they  lost  22,189  men.  while  America  has  lost 
5,000  in  twice  that  time,  and  has  also  succeeded  in  trans- 
forming the  region  from  one  of  the  most  deadly  to  one 
of  the  most  healthy  localities  on  this  continent,  due  largely 
to  the  praiseworthy  efforts  of  Surgeon-General  Gorgas,  who 
recognized  how  potent  in  the  reductions  of  the  cause  of 
those  losses  are  sanitary  environments  and  the  separation 
of  the  infected  from  the  sound,  we  see  how  essential  it  is 
to  standardize  all  the  facts  that  would  influence  an  engineer- 
ing project  in  such  a  manner  as  to  permit  just  comparison 
being  made  and  then  analyze  the  results  grai)hically  so  that 
correct  deductions  can  be  made.  Then  there  will  no  longer 
be  any  excuse  for  acting  in  ignorance  since  the  curves  will 
show  exactly  what  i.s  happening  so  that  all  conscientious 
workers  for  social,  sanitary  and  other  reforms  will  be  able 
to  discover  at  once  the  direction  in  which  it  is  most  desirable 
to  concentrate  attention. 

Tlie  two  principal  methods  u(  elementary  statistics  which 
ought  to  be  understood  by  all  students  or  officials  who 
handle  figures,  and,  which  arc  easily  within  the  .grasp  of  all 


independent  of  mathematical  training,  but  which  are  gen- 
erally misunderstood,  or  ignored  by  the  uninterested  or  un- 
initiated, are,  the  method  of  averages,  and  the  method  of 
diagrams,  or  the  graphic  method. 

When  we  deal  with  large  and  complex  masses  of  figures, 
we  are  unable  to  grasp  them  in  their  entirety,  however  clear- 
ly they  may  be  tabulated.  A  list  of  figures,  as  for  instance, 
the  population  of  different  cities,  the  wages  of  numerous 
individuals,  etc.,  becomes  less  comprehensive  as  its  length 
increases.  A  list  of  ten  numbers  can  easily  be  grasped,  of 
twenty,  only  with  an  effort,  even  by  the  highly  skilled  reader, 
while  a  series  of  figures  for  one  hundred  successive  years 
leaves  hardly  any  impression  on  the  mind  at  all — wc  cannot 
see  the  wood  for  the  trees — and  we  find  that  this  also  holds 
true  in  all  fields  of  endeavor. 

As  civilization  advances  there  is  being  brought  to  the 
attention  of  the  average  individual  a  constantly  increasing 
volume  of  comparative  figures  and  general  data  of  a  scientific, 
technical,  and  statistical  nature.  The  graphical  method  per- 
mits the  presentation  of  such  figures  and  data  with  a  great 
saving  of  time,  and  also  with  more  clearness  than  would 
otherwise  be  obtained. 

If  simple  and  convenient  standards  can  be  found  and 
made  generally  known,  and  adhered  to,  there  will  be  possible 
a  more  universal  use  of  graphic  methods,  with  a  consequent 
gain  to  mankind,  because  of  the  greater  speed  and  accuracy 
with  which  complex  information  may  be  imparled  and  in- 
terpreted. 

The  graphic  method  is  also  used  in  solving  problems 
in  every  branch  of  engineering  (which  otherwise  would  in- 
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volvc  very  complicated  or  laborious  mathematical  computa- 
tion) by  drawing  vectors  to  scale,  and  estimating  slopes 
and  arears  under  curves.  This  method  not  only  gives  the 
student  a  mental  picture  of  the  operation,  but  compels  him 
to  think  of  the  relation  between  the  various  quantities  in- 
volved, instead  of  merely  performing  operation  by  fixed 
rides,  and  the  principles  so  illustrated  are  more  deeply  im- 
pressed. 

Much  of  the  work  of  calculation  done  by  engineers  or 
designers  is  in  the  repeated  application  of  a  limited  number 
of  formulas  to  a  variety  of  different  conditions,  which  in- 
volves merely  the  substitution  of  different  variables  in  iden- 
tical equations.  Any  mechanical  means  for  performing  this 
operation  expeditiously  will  not  only  lead  to  a  saving  of 
time  and  mental  wear  and  tear,  but  will  also  minimize  the 
chances  of  error.  Such  a  device  is  the  calculating  chart,  or 
monogram,  and  the  increasing  frequency  with  which  it  is 
employed  in  the  more  recent  publications,  is  a  good  evi- 
dence of  the  growing  recognition  of  its  value. 

Many  excellent  examples  of  these  charts  have  appeared 


WHERE  the:  nickel  goes 
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Believing  that  this  subject  should  be  particularly  useful 
to  the  practical  engineer,  who  is  often  a  trifle  rusty  in  some 
parts  of  his  mathematics,  an  effort  has  been  made  to  sim- 
plify the  mathematical  treatment,  and  a  series  of  problems 
has  been  worked  out  in  detail,  illustrating  the  application  of 
all  the  chart  forms  herein  explained. 

It  is  thought  that  a  study  of  these  would  afford  a 
clearer  insight  into  the  methods  employed,  and  a  better  un- 
derstanding of  the  difficulties  likely  to  be  encountered,  tlinn 
would  be  possible  from  a  purely  theoretical  analysis. 

It  will  be  observed  that  the  corresponding  metric  di- 
mensions have  been  added  to  the  scales  of  some  of  the  dia- 
grams shown,  this  practically  makes  the  charts  international 
in  character  and  like  music,  tliey  may  be  arranged  and  in- 
terpreted in  any  language.  This  feature  is  greatly  appreci- 
ated by  engineering  organizations  whose  scope  is  internation- 
al and  frequently  saves  considerable  time  in  translating  and 
converting  from  one  system  to  the  other. 

The  great  advantage  of  the  graphic  method  is  that  all 
of  mankind's  observations  and  calculations  may  be  arranged 
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of  late  years  and  are  available  for  use,  but  it  is  evident  that, 
to  realize  their  full  value  as  useful  instruments,  the  engineer 
should  have  a  sufficient  acquaintance  with  their  underlying 
principles  to  construct  charts  suited  to  his  individual  needs. 

Some  of  the  chart  forms  employed  to-day  have  been 
known  and  used  for  many  years,  but  it  is  only  within  recent 
times  that  any  systematic  study  has  been  made  of  the  sub- 
ject as  a  whole,  or  any  attempt  to  properly  classify  and  cor- 
relate the  different  types. 

In  this  work  the  French  have  l)een  pioneers,  and,  it  is 
to  one  of  them,  Maurice  D'Ocagnc,  that  we  owe  what  is 
probably  the  most  thorough  and  comprehensive  text 'on  the 
subject,  his  "traitc  de  Nomographic."  Soreau  and  others  have 
also  produced  very  creditable  work  on  this  subject. 

Although  books  on  Nomography  have  been  published  in 
many  foreign  languages,  there  does  not  appear  to  have  been 
anything  written  on  the  subject  in  English,  outside  of  a  few 
scattered  magazine  articles,  which  have  covered  only  re- 
stricted portions  of  the  field. 

Books  in  English  on  graphical  calculus  are  by  no  means 
uncommon,  but  this  is  generally  looked  upon  as  something 
different  from  Nomography,  although  a  strict  line  of  de- 
marcation between  the  two  subjects  would  be  somewhat 
difficult  to  trace. 


or  charted  on  co-ordinate  paper,  just  as  the  hydrographcr 
charts  the  position  of  the  coasts,  islands,  rocks,  channels, 
etc.,  on  a  chart,  which  is  used  to  guide  the  mariner  on  his 
voyage,  so  the  graphic  method  may  be  employed  as  a  guide, 
especially  for  preliminary  designs  and  estimates. 

The  prevailing  tendency  in  engineering  design  is  towards 
projects  of  greater  magnitude  containing  a  minimum  number 
of  units  of  maximum  output,  in  making  the  initial  layouts 
the  approximate  dimensions  of  the  various  apparatus  must 
often  be  guessed  at,  and  the  uncertainty  as  to  the  exact  re- 
quirements to  be  fulfilled  by  the  work  when  completed  is 
also  a  disadvantage,  which  cannot  be  escaped;  but  the  more 
difficult  it  is  to  reach  absolute  correctness,  the  greater  need 
we  have  of  some  guide  which  shall  reduce  the  unavoidable 
guess-work  to  its  lowest  terms,  and  to  save  us  from  manifold 
hazards  which  result  from  not  only  guessing  at  facts,  but 
at  the  effects  of  those  facts. 

Whatever  care  we  use  we  can  never  attempt  with  suc- 
cess to  fix  the  exact  point,  where  economy  ends  and  ex- 
travagance begins,  but  the  graphic  method  helps  us  to  es- 
tablish certain  narrow  limits  in  either  direction,  somewhere 
within  which  lies  the  truth,  and  anywhere  outside  of  which 
lies  a  certainty  of  error. 

The  final  results  must,  of  course,  always  be  modified  ac- 
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cording-  to  the  results  desired,  conditions  of  working,  the 
personal  elements,  etc.,  and  accurate  computations  made  for 
each  particular  case.  The  whole  value  of  the  charts  shown 
this  evening  lies  in  their  suggestive  possibilities,  as  no  at- 
tempt has  been  made  to  apply  them  to  any  specific  case. 

The  continuation  of  this  article,  which  will  appear  in  a 
subsequent  issue,  covers  the  mathematical  phase,  starting 
from  the  simple  geometric  definition  of  a  point  in  space 
moving  in  the  shortest  direction  between  two  points  gen- 
erating a  line,  or  one  dimensional  unit,  movement  of  the 
line  generating  a  plane  or  two  dimensional  unit,  motion  of 
the  plane  in  a  direction  not  contained  within  itself,  generat- 
ing a  cube  of  three  dimensions,  and  so  on. 

There  will  be  explained  more  fully  the  two  dimensional 
planes,  containing  the  X  and  Y  axis,  which  divides  the  plane 
into  four  quadrants,  also  positive  and  negative  numbers, 
rectangular  and  polar  co-ordinates,  complex  quantities  in- 
volving the  quadratic  or  square  root  of  minus  one  quantities, 
which  are  so  helpful  in  solving  alternating  current  compu- 
tations, and  the  equations  for  the  straight  line,  circle,  para- 
bola, hyperbola  and  higher  curves;  graphical  calculus;  in- 
cluding integration  and  differentiation. 

The  graphical  analysis  of  all  of  these  gives  a  much 
clearer  insight  into  their  value,  and  allows  the  average  in- 
dividual to  apply  them  daily  to  the  solution  of  what  would 
otherwise  appear  very  complex  problems.    Until  recent  years 
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it  was  regarded  as  a  very  advanced  and  difficult  branch  of 
pure  mathematics,  its  knowledge  being  the  possession  of  a 
privileged  few  and  especially  endowed  mathematicians. 

The  study  of  graphics  is  a  common  one,  and  no  branch 
of  matliematics  knowledge  has  a  more  practical  application. 
This  is  as  it  should  be,  for  the  fundamental  ideas  of  graphics 
arc  common  possessions. 


New  Books. 

Kidder's  Architects'  and  Builders'  Pocket  Book— a  hand- 
book for  architects,  structural  engineers,  builders,  and 
draughtsmen,  by  the  btc  Frank  E.  Kidder,  C.  E.,  Ph.D., 
Thomas  Nolan,  Editor-in-Chief;  sixteenth  edition;  John 
Wiley  &  Sons,  Inc.,  New  York,  publishers;  i)rice  S.l  net. 
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Chart  for  assigning  vacation  periods  in  an  office. 

The  present  edition  is  the  result  of  an  entire  re-writing  and 
resetting  of  the  earlier  editions.  This  book  should  prove 
particularly  valuable  as  a  reference,  as  its  very  broad  scope 
may  be  gathered  from  the  following  brief  review  of  the  con- 
tents. Part  I.  deals  with  practical  arithmetic,  geometry,  and 
trigonometry.  Part  II.  deals  with  the  strength  of  materials 
and  the  stability  of  structures,  under  the  following  chapter 
headings:  (1)  Explanation  of  terms  used  in  architectural 
engineering;  (2)  Foundations;  (3)  Masonry  walls,  footings 
for  light  buildings,  cements,  and  concretes;  (4)  Retaining- 
walls,  and  vault-walls;  (5)  Strength  of  brick,  stone,  mass- 
concrete,  and  masonry;  (fi)  Forces  and  moments;  (7)  Sta- 
bility of  piers  and  buttresses;  (8)  The  stability  of  masonry 
arclies;  (9)  Reactions  and  bending  moments  for  beams;  (10) 
Properties  of  structural  shapes,  moment  of  inertia,  moment  of 
resistance,  section-modulus,  and  radius  of  gyration;  (11)  Re- 
sistance to  tension,  properties  of  iron  and  steel;  (12)  Resist- 
ance to  shear,  riveted  joints,  pins  and  bolts;  (13)  Bearing- 
l)hites  and  bases  for  columns,  beams  and  girders.  Brackets 
on  cast-iron  columns;  (14)  Strength  of  columns,  posts  and 
struts;  (15)  Strength  of  beams  and  beam  girders.  Framing 
and  connecting  steel  beams;  (IG)  Strength  of  cast-iron  lintels 
and  w,ooden  beams;  (17)  Strength  of  built-up,  flitched  and 
trussed  wooden  girders;  (18)  Stiffness  of  continuous  girders; 
(20  Riveted  steel  plate  and  box  girders;  (31)  Strength  and 
stiffness  of  wooden  floors;  (22)  Wooden  mill  and  warehouse 
construction;  (33)  Fireproofing  of  buildings;  (24)  Reinforced- 
concrete  construction;  (25)  Reinforccd-concrete  factory  and 
mill  construction;  (26)  Types  of  roof-trusses;  (27)  Stresses 
in  roof-trusses;  (28)  Design  and  construction  of  roof-trusses; 
(29)  Wind-l)racing  for  tall  buildings.  Part  M.  contains  use- 
ful information  for  architects,  ljuilders,  and  superintendents, 
under  the  following  chapter  headings:  (1)  Heating  and  ven- 
lilalion,  heat,  fuel,  gas  and  gas-piping;  (3)  Lighting  and 
illumination  of  buildings;  (4)  Electric  work  for  ])uildings; 
(5)  Architectural  acoustics;  (C)  Miscellaneous  data.  1810 
pages;  flexible  covers;  well  illustrated;  '1'/  by  7  ins. 
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Haddin  &  Miles,  Limited 

It  is  announced  that  the  name  of  the  John  Gait 
Engineering  Company,  Limited,  has  been  changed  to 
Haddin  &  Miles,  Limited.  The  company  have  offices 
in  Winnipeg  and  Calgary,  the  Winnipeg  address  be- 
ing the  Curry  Building.  They  will  specialize  in  the 
design  and  construction  of  waterworks,  sewerage, 
sewage  purification  works,  electric  lighting  and  general 
municipal  engineering.  Mr.  John  Haddin,  M.  Can. 
Soc.  C.  E.,  A-  M.  L  C.  E.,  well  known  throughout  the 
Dominion  in  connection  with  his  work  in  the  John 
Gait  Engineering  Company,  Limited,  is  the  chief  mem- 
ber of  the  firm. 


Sub-contractors  on  Rogers  Pass  Tunnel  Win  Suit 
for  Bonus 

Damages  for  breach  of  contract  in  connection  with 
construction  work  on  the  Canadian  Pacific  Railway 
tunnel  at  Rogers  Pass  were  recently  awarded  Mcllwee 
&  Sons,  of  Denver,  Col.,  in  their  claim  against  Foley 
Bros.,  Welch  &  Stewart,  of  Vancouver,  B.  C,  by  a 
judgment  of  the  Privy  Council,  delivered  in  London, 
England-  The  exact  amount  of  damages  has  not  yet 
been  decided,  but  it  is  reported  that  the  council  upheld 
the  principle  that  Mcllwee  &  Sons  were  entitled  to  full 
damages,  including  profits,  just  as  if  they  had  been 
allowed  to  complete  the  contract. 

After  Foley  Bros.,  Welch  &  Stewart  ^secured  the 
contract  for  boring  the  five-mile  tunnel  at  Rogers 
Pass,  they  sublet  the  contract  for  the  pioneer  and 
center  headings  to  Mcllwee  &  Sons,  offering  as  a 
special  inducement  for  rapid  work  a  bonus  of  $1,000 
a  foot  for  every  foot  over  a  stipulated  advance  to  be 
made  each  month.  Mcllwee  &  Sons  began  work  and 
made  such  rapid  progress  that  at  the  end  of  three 
months  they  had  a  claim  for  bonus  amounting  to  over 
$200,000.  Difficulties  then  arose  between  the  en- 
gineers on  the  work  and  Mcllwee  &  Sons  were  ord- 
ered to  stop  work  and  vacate  the  contract  for  alleged 
refusal  to  obey  the  orders  of  Foley  Brothers'  en- 
gineers. After  a  period  of  six  weeks  permission  was 
given  to  Mcllwee  &  Sons  to  resume  work,  but  instead 
they  quit  work  entirely  and  brought  suit  for  $500,000 
for  breach  of  contract.  The  amount  was  later  in- 
creased to  $800,000. 


Bill  to  Include  Outside  Contractors  Rejected 

The  Bill  of  the  Montreal  Council  amending-  the  by- 
laws contained  a  clause  imposing  a  tax  of  $50  on  con- 
tractors from  outside  municipalities  doing  work  in 
Montreal.  When  the  Bill  came  before  the  Private 
Bills  Committee  on  February  11  it  was  very  strongly 
opposed  and  was  rejected.  Alderman  Turcot  spoke  in 
favor  of  the  tax,  pointing  out  that  contractors  from 
outlying  districts  could  come  into  Montreal  and  get 
contracts  while  Montreal  contractors  had  to  pay  a  tax 
before  seeking  lousiness  in  outside  municipalities,  and 
several  complaints  had  been  received  of  unfair  treat- 
ment of  Montreal  contractors.  The  Hon.  Walter 
Mitchell  objected  to  the  clause  on  the  ground  that  it 
might  deprive  citizens  of  the  advantages  of  competi- 
tion and  thus  result  in  higher  prices. 


Is  It  Any  Wonder  It  Sets? 

Here  is  a  new  definition  of  that  prosaic  material, 
Portland  cement,  by  Mr.  Jerome  Cochran,  an  Ameri- 
can author  of  technical  repute: — "Portland  cement 


shall  be  defined  as  the  finely  pulverised  product  result- 
ing from  the  calcination  to  incipient  fusion,  of  an  inti- 
mate mixture  of  properly  proportioned  argillaceous 
and  calcareous  materials,  and  to  which  no  addition  of 
other  material  greater  than  3  per  cent,  has  been  made 
subsequently  to  calcination.  No  slag,  pozzolana, 
sand,  nor  mixed  cements  will  be  accepted  under  this 
classification.  In  other  words,  the  cement  shall  be 
manufactured  of  a  mixture  of  argillaceous  and  calcar- 
eous material  in  definite  proportions,  and  shall  contain 
no  furnace  slag,  grey  limestone,  hydraulic  lime  or 
trass." 


Personals 

Mr.  P.  A.  Macdonald,  the  recent  appointee  as  Manitoba 
Public  Utilities  Commissioner,  who  succeeds  Mr.  H.  A.  Rob- 
son,  K.C.,  was  born  in  Gananoque,  Ont.,  in  1857,  and  edu- 
cated at  Queen's  University,  graduating  in  1876.  Following 
his  graduation  he  studied  law  in  Toronto  and  began  practis- 
ing in  Winnipeg  in  1880.  In  1888  he  was  appointed  Master 
and  Referee  in  the  Court  of  King's  Bench,  which  position  he 
held  until  1911,  when  he  resigned  to  open  an  office  for  pri- 
vate practice.  The  new  Commissioner  thus  brings  to  his 
work  qualifications  and  experience  which  eminently  fit  him. 
for  tlie  position.  His  many  years  of  service  as  Referee  and 
Master  in  the  Court  of  King's  Bench  brought  him  in  touch 
with  law  and  business  of  various  kinds.      His  appointment 


Commissioner  Macdonald. 


on  numerous  boards  of  arbitration — notably  the  labor  dispute 
between  the  C.  P.  R.  Company  and  its  employees  in  1908,  of 
which  board  Mr.  Macdonald  was  chairman — also  shows  a 
widely-recognized  public  appreciation  of  his  sound  judg- 
ment. 

Commissioner  Macdonald  will  be  assisted  in  his  work 
by  an  engineering  staff,  who  will  not  only  be  at  the  service 
of  the  Commission  in  aiding  investigations  and  settling- 
technical  disputes,  but  will  also  be  avail'able  for  the  purpose 
of  conferring  with  and  advising  upon  the  operation  of  tele- 
phone, gas,  electric,  and  water  supply  systems,  whether  pri- 
vate or  municipal,  in  any  matters  arising  in  the  course  of 
business.  By  the  aid  of  these  engineers  the  Commissioner 
will  be  relieved  of  the  hearing  of  conferences  between  per- 
sons interested  in  purely  technical  matters,  and  will  thus  be 
relieved  of  certain  burdens  of  office  and  left  freer  to  devote 
his  time  to  larger  administrati^■e  work. 
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Mr.  Seton  Goes  to  Ottawa 

Mr.  Bertram  \V.  Seton,  a  member  of  the  Dominion  En- 
gineering and  Inspection  Company,  has  temporarily  severed 
his  active  connection  with  that  company  to  take  charge  of 
the  Adjustment  Department  of  the  Imperial  Munitions  Board 
for  such  time  as  the  Board  will  require  his  services.  He 
commenced  his  duties  on  February  21,  his  headquarters  b^> 
ing  in  Ottawa.  Mr.  Seton  was  born  in  Australia  and  ob- 
tained his  early  mechanical  engineering  experience  at  the 
Sydney  Technical  College  in  New  South  Wales.  He  also 
gained  considerable  practical  experience  in  mechanical  en- 
gineering shops  in  the  same  city.  Later  he  spent  some  time 
at  sea  in  the  capacity  of  engineer  on  steamshijis  ]ilying  be- 


Mr.  Bertram  W.  Seton. 


tween  Australian  ports,  Japan  and  England.  Following  his 
sea  experience  he  held  an  engineering  position  with  William 
Beardmore  &  Sons'  Naval  Construction  Works  in  Glasgow, 
Scotland,  and  afterwards  was  inspecting  engineer  with  E.  G. 
Carey,  consulting  engineer,  Glasgow.  Mr.  Seton  came  to 
Canada  in  1911  and  organized  Ihe  Dominion  Engineering 
and  Inspection  Company  jointly  with  Mr.  H.  J.  Griswold, 
of  Montreal,  and  for  some  time  has  had  charge  of  the  Toronto 
end  of  this  firm's  business.  The  position  to  which  Mr.  Seton 
has  been  appointed  is  a  responsible  one,  and  his  wide  tech- 
nical and  mechanical  experience  will  prove  invaluable  in 
adjusting  and  overcoming  any  difficulties  which  may  l)e  met 
with  in  the  manufacture  of  munitions. 


Obituary  and  Mainly  Constructional 

Precision  Tool  and  .Vfacliincry  Company,  Limited,  Mont- 
real, have  registered. 

Gilletz  &  Company,  builders  and  contractors,  Montreal, 
Que.,  have  registered. 

Mr.  Alphonse  Venne,  architect,  has  been  re-elected 
Mayor  of  St.  Lambert,  P.O. 

The  Kingfisher  Mining  and  Development  (■omi>any,  Win- 
nii)eK,  Limited,  have  been  incorporated. 

The  Canadian  Highway  I^ngineering  and  Conlracling 
CoiTlpany,  Montreal,  Que.,  have  registered. 

Building  permits  to  the  value  of  $12,810  were  issued  in 
Toronto  during  the  first  eight  days  of  February. 

The  contracting  firm  of  James  Worswich  &  Company, 
Limited,  Winnipeg,  Man.,  have  increased  their  capital  to 
.^200,000. 


Building  operations  in  Quebec  City  are  beginning  to  take 
an  upward  trend.  During  the  week  ending  February  12  ten 
permits,  of  a  value  of  .$18,400,  were  issued. 

The  management  and  employees  of  the  Canada  Metal 
Company,  Toronto,  on  February  12  laid  the  foundation  of 
what  will  be  one  of  the  largest  shot  factories  in  Canada. 

The  death  of  Mr.  F.  W.  Spencer  architect,  of  Sydney,  N. 
S.,  occurred  on  the  9th  inst.  Mr.  Spencer,  who  was  47  years  of 
age,  had  been  engaged  in  his  profession  in  Sydney  for  a 
number  of  years,  and  had  designed  a  number  of  the  larger 
buildings  in  that  city. 

Mr.  Alexander  C.  Humphreys,  president  of  the  Stevens 
Institute  of  Technology  at  Hoboken,  N.  J.,  and  one  of  the 
leading  engineers  of  the  United  States,  was  the  speaker  at 
the  Canadian  Club  luncheon  held  in  the  Chateau  Laurier, 
Ottawa,  on  the  10th  inst. 

Mr.  Walter  R.  Leavens  passed  away  at  his  home  in 
Hallowell  Township,  Ont.,  recently,  at  the  age  of  59.  He 
had  been  road  surveyor  for  the  township  of  Hallowell  for 
many  years,  and  had  superintended  the  construction  of  most 
of  the  bridges  in  that  district. 

Mr.  H.  S.  Van  Scoyoc,  chief  engineer,  Toronto-Hamil- 
ton Highway,  read  a  paper  on  Wednesday,  February  16,  be- 
fore the  American  Concrete  Institute  at  their  Chicago  Con- 
vention. The  subject  of  Mr.  Van  Scoyoc's  paper  was,  "Con- 
struction of  the  Toronto-Hamilton  Highway  by  Day  Labor." 

The  Board  of  Control  of  the  city  of  Toronto  have  recom- 
mended the  expenditure  of  $60,000  on  equipping  the  new 
Registry  Office  building  with  steel  filing  apparatus  and  other 
metal  furniture,  as  well  as  the  provision  of  electric  lighting- 
fixtures.  This  equipment  was  not  included  in  the  building 
specification. 

Mr.  Henry  Brown,  manager  of  the  South  Stukely  Marble 
Quarry,  and  formerly  of  Waterloo,  Que.,  died  recently.  When 
a  young  man  he  entered  the  lumber  business,  and  later  on 
took  up  marine  diving,  inspecting  steamers  in  Montreal  har- 
bor for  some  years.  Subsequently  he  opened  up  the  marble 
quarries  at  Philipsburg  and  South  Stukely,  Que. 

Mr.  W.  G.  Mackendrick,  of  the  Warren  Bituminous  Pav- 
ing Company,  has  been  made  a  Captain  in  the  British  Army. 
Mr.  Mackendrick  went  to  England  and  offered  his  services 
to  the  Government  in  any  capacity.  He  was  granted  the 
rank  of  Captain  and  sent  to  France  in  connection  with  road- 
way work,  for  which  he  is  well  qualified  by  experience  and 
training. 

It  is  doubtful  if  any  corporation  in  Canada  has  supplied 
a  larger  number  of  recruits  for  military  service  in  proportion 
to  the  size  of  its  staff  than  has  the  Nova  Scotia  Steel  and 
Coal  Company,  721  of  whose  employees  have  volunteered  for 
military  service  in  various  units.  This  number  is  equivalent 
to  aljout  forty  per  cent,  of  those  in  the  employ  of  the  com- 
pany who  are  of  military  age. 

Filion  &  Freres,  Limitec,  is  the  name  of  a  company  in- 
corporated recently  at  Montreal  "to  undertake  the  construc- 
tion of  structures,  buildings  of  all  kinds,  roads,  streets,  ways, 
canals,  wharves,  sewers,  aqueduct  systems,  warehouses,  and 
other  works  of  a  similar  nature."  Those  interested  are 
D.,  A.,  O.,  and  J.  Filion  and  A.  Laverdurc,  all  of  Montreal. 
Tlie  capital  stock  of  the  company  is  $49,000. 

The  annual  meeting  of  the  Bricklayers'  Union,  Regina 
branch,  was  held  on  the  11th  inst.,  and  the  following  officers 
were  elected  for  the  ensuing  year:  ])resident,  G.  Somcrsciles; 
vice-president,  J.  Baggalay;  financial  secretary,  George  Alley; 
treasurer,  J.  Farmer.  The  membership  of  the  Regina  local 
has  been' well  maintained,  largely  owing  to  the  fact  that  a 
number  of  large  buildings  have  been  erected  in  the  city  dur- 
ing the  season. 


Contracts  Department 


News    of  Special   Interest  to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Aldborough  Township,  Ont. 

The  Township  Council  will  shortly 
commence  the  construction  of  the  Ca- 
hili,  Mumford  and  Watson  Drains. 
Clerk,  E.  A.  Hugill,  Rodney. 

Brockville,  Ont. 

The  Town  Council  will  have  plans 
prepared  for  the  diversion  of  the  Thames 
Street  sewer.    Engineer,  G.  H.  Bryson. 

Elma  Township,  Ont. 

The  Township  Council  intend  to  pro- 
ceed with  the  construction  and  improve- 
ment of  the  Peet  Drain.  Clerk,  George 
Lochead,  Atwood. 

Leamington,  Ont. 

The  Town  Clerk.  R.  M.  Selkirk,  will 
receive  tenders  until  March  10th  for  the 
construction  of  approximately  16,000 
square  yards  of  concrete  pavements. 
Plans  at  offices  of  the  Clerk  and  the  En- 
gineer, J.  J.  Newman,  C.  E.,  Windsor. 

London.  Ont. 

The  City  Council  have  decided  to  have 
plans  prepared  for  asphalt  pavement  to 
be  laid  on  Dundas  Street  E.  Estimated 
cost,  $30,000.    Engineer,  H.  A.  Brazier. 

The  City  Council  propose  to  lay  an 
asphalt  pavement  on  Beaconsfield  Ave- 
nue and  will  shortly  call  for  tenders  on 
the  supply  of  tile  for  sewer  purposes. 
Engineer,  H.  A.  Brazier. 

Plans  are  to  be  prepared  for  the  con- 
struction of  an  8-inch  sewer  on  Linwood 
Street  for  the  City  Council.  Engineer, 
H.  A.  Brazier. 

Moncton,  N.B. 

The  Town  Council  contemplate  laying 
a  pavement  on  Main  Street  and  propose 
to  issue  bonds  for  this  purpose.  Clerk, 
J.  S.  Mager. 

Scarboro  Township,  Ont. 

The  Township  Council  will  shortly 
commence  the  laying  of  watermains  on 
Queen  and  Victoria  Streets  and  Windsor 
Avenue.  Engineer,  F.  Barber,  ^57  Ade- 
laide Street  E.,  Toronto.  Estimated  cost, 
$5,000. 

Tillsonburg,  Ont. 

The  Town  Council  are  considering  the 
laying  of  sewers  to  the  buildings  used 
by  the  soldiers,  and  the  installation  of 
.shower  baths.  Particulars  from  Coun- 
cillor Conn. 

CONTRACTS  AWARDED 

Montreal,  Que. 

The  contract  for  the  installation  of  a 
pump  at  the  Papineau  Avenue  Pumping 
Station  has  been  let  by  the  City  Council 
to  Canadian  Allis-Chalmers  Ltd.,  Rock- 
field,  Que. 

Sarnia,  Ont. 

The  City  Council  have  awarded  a  con- 
tract for  the  construction  of  vitrified 
sewers  to  P.  Corrigan,  410  Brock  Street. 


Railroads,  Bridges  and  Wharves 

Calgary,  Alta. 

The  City  Council  propose  to  call  for 
tenders  on  the  supply  of  343  tons  of 
steel  required  for  the  completion  of  the 
Centre  Street  Bridge.  Clerk,  J.  M.  Mil- 
ler. 

Detroit  River. 

The  Department  of  Public  Works, 
Ottawa,  have  provided  in  their  estimates 
for  channel  improvements  between  Fight- 
ing" Island  and  the  Canadian  Side,  esti- 
mated to  cost  .$57,000.  Secretary,  R.  C. 
Desrochers. 

Public  Buildings,  Churches 
and  Schools 

British  Columbia  Province 

The  Dominion  Government  Depart- 
ment of  Public  Works  have  provided  in 
their  estimates  for  the  erection  of  the 
following  buildings  :  — •  Merritt,  Public 
Building,  $25,000;  Mission  City,  Public 
Building.  $20,000;  New  Hazelton,  Drill 
Hall,  $9,000;  Penticton,  Public  Building, 
$15,000;  Powell  River,  Public  Building, 
$20,000;  Prince  Rupert,  Quarantine  Sta- 
tion. $8,000.  Public  Building,  $147,000; 
Revelstoke,  Public  Building,  $50,000;  Sid- 
ney, Public  Building,  $17,000;  South  Van- 
couver, Post  Office,  $60,000;  Trail,  Pub- 
lic Building,  $20,000;  Vancouver.  Postal 
Station,  $124,000,  Drill  Hall,  $94,000,  De- 
tention Building,  $55,000;  William  Head, 
Quarantine  Station,  $75,000. 

Orangeville,  Ont. 

Dufferin  County  Council  have  author- 
ized the  County  Clerk  to  call  for  tenders 
on  re-wiring  the  Court  House  and  Reg- 
istry Office  to  comply  with  Standard  Reg- 
ulations.   Clerk,  J.  C.  Reid. 

Orford  Township,  Ont. 

Tenders  on  the  erection  of  a  school 
for  the  Trustees  of  School  Section  No.  7 
will  be  received  until  March  10th  by  the 
Secretary,  J.  D.  Anguiss,  Muirkirk. 
Pressed  brick  construction.  Estimated 
cost,  $5,000. 

Peace  River,  Alta. 

The  Presbyterian  Congregation  have 
purchased  a  site  for  a  church  and  work 
will  start  in  the  spring.  Pastor,  Rev.  W. 
Granan. 

Peace  River  Crossing,  Alta. 

The  Town  Council  are  considering  the 
erection  of  a  Municipal  Office  and  Fire 
Hall;  but  may  not  start  work  for  two 
months.     Secretary,   L.  W.  Divine. 

Stamford  Township,  Ont. 

The  Trustees  of  School  Section  No.  2 
have  decided  to  build  a  school  and  will 
call  for  tenders  shortly.  Plans  are  be- 
ing prepared  by  J.  Upper  Collins,  49 
Benson  Street,  Niagara  Falls. 

St.  Marie,  Que. 

Repairs  to  the  Roman  Catholic  Church 
are  being  considered.    Work  will  include 


new  roofing  and  installation  of  an  electric 
lighting  system.  Estimated  cost,  $25,000. 
Curate,  J.  E.  Feuiltaut. 

St.  Pacome,  Que. 

The  installation  of  a  heating  system 
at  the  Parish  Church  is  being  considered. 
Curate,  Rev.  A.  Caron. 

Strathroy,  Ont. 

Work  will  start  in  the  spring  on  al- 
terations to  the  Methodist  Church.  Work 
will  include  installation  of  a  steam  heat- 
ing plant,  painting  and  seating.  Pastor, 
Rev.  A.  E.  Jones.    Estimated  cost,  $5,000. 

Sydney,  N.S. 

The  School  Board  are  considering  the 
erection  of  an  addition  to  the  Argyle 
Street  School.  Chairman,  W.  A.  Rich- 
ardson. 

Toronto,  Ont. 

In  connection  with  the  Administration 
Building  which  has  been  erected  on  Col- 
lege Street  for  the  Board  of  Education, 
the  sum  of  $5,000  for  electric  fixtures  and 
furniture  has  been  included  in  the  esti- 
mates and  passed.  Secretary,  W.  C.  Wil- 
kinson. 

Property  Vommissioner  Chisholm  has 
reported  to  the  Board  of  Control  that 
$60,000  will  be  required  for  steel  filing 
cabinets  and  electric  fixtures  for  the  Reg- 
istry Office.  Plans  are  now  being  pre- 
pared by  the  Architect,  C.  S.  Cobb,  71 
Bay  Street. 

Trail,  B.C. 

The  erection  of  an  addition  to  the 
school  is  being  considered  by  the  School 
Board.  Secretary,  Walter  Cody.  Esti- 
mated cost,  $15,000. 

Walkerville,  Ont. 

The  Congregation  of  the  Presbyterian 
Church  are  considering  the  erection  of 
a  Sunday  School  building  at  an  approxi- 
mate cost  of  $8,000.  Pastor,  Rev.  P. 
Taylor. 

West  Salisbury,  Alta. 

The  Trustees  of  West  Salibury  School 
District  propose  to  build  a  brick  school 
in  the  spring.  Particulars  from  the  Sec- 
retary-Treasurer. 

CONTRACTS  AWARDED 

Fredericton,  N.B. 

The  contract  for  the  installation  of 
customs  fittings  has  been  awarded  by  the 
Department  of  Public  Works,  Ottawa,  to 
J.  T.  Schell  Company,  Kenyon  Street, 
Alexandria,  Ont. 

Ottawa,  Ont. 

The  Carleton  County  Council  have  let 
the  contract  for  plumbing  at  the  County 
Jail  to  McKinley  &  Nordiwood,  Rideau 
Street.    Electrical  work  not  yet  let. 


Business  Buildings  and  Indus- 
trial Plants 

Cobalt,  Ont. 

Work  by  day  labor  has  been  started 
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on  the  erection  of  a  hotel  for  J.  O'Con- 
nor.   Estimated  cost,  $15,000. 

Dundas,  Ont. 

Ellis  &  Oborne  are  preparing  plans  for 
a  l)rick  store  and  residence  to  be  erected 
on  King  Street  for  Harry  Cohen,  King- 
Street.    Estimated  cost,  $3,500. 

Edmonton,  Alta. 

The  Great  West  Garment  LOmpan)-, 
10438  97th  Street,  propose  to  build  an 
addition  to  their  factory. 

Elmira,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  a  business  block  on  Ar- 
thur Street  for  William  Moser.  Archi- 
tect, J.  McMillan.  White  brick  construc- 
tion, cement  foundation,  corrugated  roof- 
ing.   Approximate  cost,  $4,000. 

Halifax,  N.S. 

Tenders  on  the  construction  of  janit- 
or's quarters  inside  the  market  building 
are  being  received  by  the  engineer.  Ma- 
jor Doane,  City  Hall.  Estimated  cost, 
$4,500.  Architect,  S.  P.  Dumaresq,  St. 
Paul  Building. 

Hamilton,  Ont. 

The  Automobile  Owner's  Association, 
108  King  Street  W.,  propose  to  erect 
a  garage  shortly. 

Highgate,  Ont. 

George  Oakes  proposes  to  rebuild  his 
store,  which  was  recently  gutted  by  fire. 

Lindsay,  Ont. 

The  work  required  in  the  construction 
of  a  chemical  plant  for  T.  Hodgson,  9 
Tecumseh  Street,  Orillia,  will  be  done 
under  the  supervision  of  the  owner. 
Work  will  start  in  April. 

Montreal,  Que. 

The  Canada  Car  &  Foundry  Company, 
120  St.  James  Street,  are  about  to  make 
repairs  to  their  foundry  and  machine 
shop,  and  will  employ  their  own  staff. 

North  Vancouver,  B.C. 

Tenders  are  now  being  received  for  the 
construction  of  the  main  buildings  for 
the  projected  plant  of  the  Vancouver 
Creosoting  Company.  Engineer,  J.  C. 
.Storey. 

Quesnel,  B.C. 

The  following  parties  have  decided  to 
rebuild  their  premises,  destroyed  in  the 
recent  fire: — Bank  of  British  North  Am- 
erica. Strand  Hotel,  Occidental  House. 
Vaughan  Realty  Company.  John  Fraser 
Company,  Cowan  Supply  Company. 

Spirit  River,  Alta. 

Platzcr  &  Eckler  have  commenced  the 
erection  of  a  hotel  and  livery  barn,  esli 
mated  to  cost  $3,500. 

St.  Catharines,  Ont. 

In  connection  with  the  factory  which 
lias  been  built  for  the  Marathon  Tire  & 
Rubber  Comi)any,  Eimited.  45  King  St., 
fenders  are  being  received  for  the  in- 
stallation of  a  sprinkler  system.  Heat- 
ing by  owners. 

Stratford,  Ont. 

Wi)rk  will  start  in  the  sjiring  on  Ihe 
erection  of  an  addition  to  the  factory 
of  the  McLagan  Furniture  Manufactur- 
ing Company.  93  Trinity  Street. 

St.  Thomas,  Ont. 

The  St.  Thomas  I'ure  Milk  Company 
propose  to  erect  a  new  plant,  at  an  ap- 


,proximate  cost  of  $10,000.  Mianager, 
Alexander  Anderson. 

Tilbury,  Ont. 

The  Crawford  Block  has  been  pur- 
chased by  Henry  Benglet,  Henry  Hal- 
lot  and  J.  A.  Magee,  and  will  be  con- 
verted into  three  stores. 

Toronto,  Ont. 

'J'enders  are  now  being  received  for 
allerations  to  the  old  Central  Prison 
building,  Strachan  Avenue,  for  the  W. 
K.  Kellogg  Cereal  Company,  Battle 
crreelv,  Mich.  Local  Representative,  R. 
\i.  Thomson,  Room  E..  Queen's  Hotel. 

City  Architect,  W.  W.  Pearse,  City 
Hall,  has  prepared  plans  for  a  Fire  Hall 
to  be  erected  in  the  Wychwood  District, 
and  will  call  for  tenders  in  a  short  time. 
Steel  and  brick  construction. 

Vancouver,  B.C. 

Tlie  erection  of  a  picture  theatre  is 
contemplated  by  F.  Gow,  Broadway  The- 
atre, 114  Broadway  E.  Estimated  cost, 
$50,000. 

In  connection  with  the  addition  which 
is  being  erected  at  the  premises  of  the 
American  Can  Company,  535  Railway 
.Street,  tenders  will  be  called  shortly  for 
the  installation  of  heating,  electrical 
work  and  elevators.  Plans  and  specifi- 
cations at  office  of  the  Company. 

Plans  have  been  prepared  for  a  large 
shed  to  be  erected  for  the  Department 
of  Public  Works,  Ottawa.  British  Col- 
umbia fir  construction,  composition  roof- 
ing.   Secretary,  R.  C.  Desrochers. 

CONTRACTS  AWARDED 

Brandon,  Man. 

G.  W.  Vincent.  710  Rosser  Street,  has 
let  the  contract  for  repairs  to  his  stores 
to  Higgins  Bros.  Approximate  cost, 
$16,000.  " 

Fort  Erie,  Ont. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  bakery  and 
residence  which  has  been  built  for  E. 
Hawkins  has  been  let  to  George  Mann, 
Fort  Ei-ie. 

Hamilton,  Ont. 

The  Tallman  Brass  Company,  Wilson 
Street,  have  let  the  contract  for  laying 
2.000  square  feet  of  Sarco  Mastic  Floor- 
ijng  at  their  factory  to  the  Construction 
Supply  Company,  Limited,  Telephone 
Building,  Toronto. 

Montreal,  Que. 

The  general  contract  for  repairs  to  the 
stores  and  offices  at  238  St.  James  Street 
has  been  awarded  to  George  Roberts. 
79  Lagauchctiere  .Street.  No  sub-con- 
tracts will  be  let.  Approximate  cost, 
$4,000. 

In  connection  with  the  alterations  now 
being  carried  out  at  the  planing  mill  of 
P.  E.  Bourassa,  1495  Notre  Dame  Street 
W.,  the  contract  for  electrical  work  has 
been  let  to  Pepin  &  Normandin.  GOS 
Mount  Royal  Avenue  E. 

Ottawa,  Ont. 

S.  McClennaghan,  Bank  and  Sparks 
Streets,  has  let  the  contract  for  altera- 
tions to  his  premises  to  Garnet  Douglas, 
382  Waverley  Street. 

Sherbrooke,  Que. 

The  contract  for  painting  in  connec- 
licju  with  the  addition  to  the  market 
building  has  been  let  by  the  City  Coun- 
cil to  O.  Lesperane,  39  Council  Street. 


Spirit  River,  Alta. 

The  general  contract  for  the  erection 
of  a  store  and  warehouse  for  Race, 
Hunter  &  Giddy  has  been  let  to  W. 
Wade.    Frame  construction. 

W.  Wade  has  been  awarded  the  con- 
tract for  the  erection  of  a  hotel  on  First 
Avenue.  Frame  construction.  Owner's 
name  withheld. 

'J'oronto,  Ont. 

Work  has  been  started  on  alterations 
to  a  store  at  130  Yonge  Street  for  T.  J. 
Fallett,  132  Yonge  Street.  The  contract 
for  store  front  has  been  awarded  to  H. 
J.  St.  Clair  Company,  Limited,  27  Yonge 
Street  Arcade.  Contracts  for  interior 
decoration,  fixtures,  show  cases,  etc.,  will 
be  let  by  the  tenants.  Page  &  Shaw, -Ltd., 
(ilO  St.  Catherines  Street  W..  Montreal. 

The  general  contract  for  alterations  to 
the  premises  of  the  Sheet  Metal  Products 
Company  of  Canada,  Ltd.,  199  River  St.. 
has  been  let  to  Brown  &  Cooper,  Ltd.. 
297  Carleton  Stre'et  Steel  and  brick  con- 
slruction.    Estimated  cost,  $20,000. 

Work  has  been  started  on  repairs  1.- 
the  store  at  68  Queen  Street  West  for  the 
A.  Manning  Estate,  Manning  Arcade. 
Contractor,  S.  B.  Bagshaw,  477a  Marion 
Street. 

The  contract  for  the  masonry  required 
in  the  erection  of  an  addition  to  tin- 
factory  of  the  Carhartt  Hamilton  Manu- 
facturing Company,  535  Queen  Street  F... 
has  been  let  to  F.  W.  Wedle,  35  Lind- 
say Avenue.  Brick  construction,  felt  and 
gravel  roofing.    Estimated  cost,  $4,000.  , 

Work  has  been  started  on  alterations 
to  a  building-  at  146  Bay  Street  for  the 
Dominion  Automobile  Company,  145 
Bay  Street.  The  general  contract  has 
been  let  to  R.  G.  Kirby.  539  Yonge  Street, 
and  the  masonry  to  K.  Chalkley  &  Son, 
Ltd.,  34  Victoria  Street. 

Vancouver,  B.C. 

In  connection  with  the  addition  to  the 
factory  of  the  American  Can  Company, 
535  Railway  Street,  the  contract  for 
]-)ainting  has  been  let  to  A.  V.  Lewis. 
1202  Seventh  Avenue  W..  the  mill  work 
to  Cornish  &  Cooper.  Dufiferin  Street, 
and  the  glass  work  to  Bo.gardus  Wick- 
ins  &  Begg,  Ltd.,  1000  Homer  Street. 


Residences 

Corinth,  Ont. 

T.  Ford  is  considering  the  rebuildin.g 
of  his  residence,  which  has  been  com- 
pletely destroyed  by  fire. 

Hensall,  Ont. 

W.  Dickson,  Main  .Street,  is  preparing 
plans  for  a  residence,  estimated  to  cost 
$3,000.  White  brick  construction,  stone 
and  concrete  foundation,  shingle  roofing. 

Lindsay,  Ont. 

L.  V.  O'Connor  and  J.  O'Reilly  are 
considering  the  erection  of  two  resi- 
dences on  Queen  Street.  Red  brick  con- 
struction, stone  foundation,  shingle  roof- 
ing. 

London,  Ont. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  built  for  John  Puthcrbough, 
100G  Wellington  Street.  .Xrchitects, 
Watt  &  Blackwell.  Bank  of  Toronto 
Huilding.  Tapestry  brick  construction, 
slate  roofing.    Estimated  cost,  $5,000. 

Montreal,  Que. 

S,   Frapi)ier,   2238   Park   Avenue,  has 
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prepared  plans  for  a  residence  to  be 
erected  on  Belinore  Avenue  for  Louis 
Clement,  338  Garnier  Street.  Tenders 
will  be  called  shortly.  Brick  construc- 
tion, concrete  foundation,  felt  and  gravel 
roofing.    Appro.ximate  cost,  $5,000. 

Orangeville,  Ont. 

John  Wilson.  Architect,  Collingwood, 
Ont.,  is  preparing  plans  for  a  residence 
to  be  erected  for  Judge  Fisher,  at  an 
approximate  cost  of  $3,500.  Denison 
interlocking  tile  construction. 

Ottawa,  Ont. 

Bower  Bros.,  133  Hopewell  Avenue, 
have  commenced  the  erection  of  two 
residences  on  Ossington  Avenue,  esti- 
mated to  cost  $4,500  each.  Brick  ve- 
neer construction,  stone  foundation, 
shingle  roofing. 

Frank  Cowan,  1110  Somerset  Street, 
is  considering  the  erection  of  a  resi- 
dence on  Bethany  Road.  Brick  veneer 
construction,  stone  foundation,  shingle 
roofing.    Estimated  cost,  $4,000. 

The  erection  of  a  number  of  residences 
in  the  West  End  is  being  considered  by 
J.  Villeneuve,  164  Bayswater  Avenue. 
Brick  veneer  construction,  stone  founda  - 
tion, shingle  roofing.  Estimated  cost. 
$8,800  each. 

J.  Slack,  Riverside  Park,  Ottawa  West, 
contemplates  the  erection  of  a  residence 
on  Huron  Avenue.  Brick  veneer  con- 
.struction,  stone  foundation,  shingle  roof- 
ing. 

W.  C.  Leech,  140  Spadina  Avenue, 
coTitemplates  the  erection  of  several  res- 
idences on  Bethany  Road,  at  an  approxi- 
mate cost  of  $4,000  each.  Brick  veneer 
construction,  stone  foundation,  shingle 
roofing. 

Leon  Petregorsky,  87  Goulbournc  St., 
has  commenced  the  erection  of  apart- 
jnents  at  Laurier  and  King  Streets,  es- 
timated to  cost  $8,000.  Brick  construc- 
tion, stone  foundation,  felt  and  gravel 
roofing. 

Quebec,  Que. 

George  Montniagny,  312  Bagot  Street, 
has  commenced  the  erection  of  a  resi- 
dence on  Napoleon  Street,  estimated  to 
cost  $3,000.  Frame  and  brick  construc- 
tion, felt  and  gravel  roofing. 

Work  has  been  started  by  J.  Julien. 
339  Ste.  Helene  Street,  on  the  erection 
of  a  residence  on  Fifth  .'\venue,  Do- 
niaine  Lairet.  Frame  and  brick  con- 
struction, metal  and  asbestos  roofing. 
Estimated  cost,  $6,000. 

J.  E.  Tremblay,  30  St.  Nicholas  Street, 
has  commenced  the  erection  of  a  resi- 
dence on  Fourth  Avenue,  Limoilou. 
Brick  construction,  felt  and  gravel  roof- 
ing.   Estimated  cost,  $5,000. 

Shallow  Lake,  Ont. 

Dr.  Howes  is  considering  rebuilding 
liis  residence,  recently  destroyed  by  fire. 

Stayner,  Ont. 

Plans  of  a  residence  to  be  built  for  T. 
A.  McDonald  are  being  prepared  by  John 
Wilson,  Collingwood.  Tenders  will  be 
called  upon  completion  of  plans.  Pressed 
brick  construction. 

St.  John,  N.B. 

Gandy  &  Allison  have  completed  the 
\  an  Guilder  concrete  house  on  Lancaster 
.\venue,  and  propose  erecting  three  more 
self-contained  dwellings  as  soon  as  wea- 
ther conditions  permit.    They  will  take 


quotations  on  dimension  lumber,  hard- 
wood flooring,  metal  lath,  hot  water  heat- 
ing, etc.  Plans  at  their  office,  3  and  4 
North  Wharf,  St.  John,  N.  B. 

Toronto,  Ont. 

L.  Speirs,  94  Glenholme  .\venuc,  is 
about  to  erect  a  residence,  estimated  to 
cost  $3,500.  Smaller  trades  will  be  sub- 
let.   Brick  construction,  shingle  roofing. 

A.  A.  Mitchell,  503  Palmerston  Boule- 
vard, is  about  to  erect  a  pair  of  two- 
family  residences  at  Gormley  and  Law- 
ton  Streets.  Smaller  trades  will  be  let. 
Brick  construction,  shingle  roofing.  Es- 
limated  cost,  $6,500. 

CONTRACTS  AWARDED 

l^orest,  Ont. 

Work  will  start  shortly  on  the  erec- 
tion of  a  bungalow  for  Mrs.  George 
Webster.  General  contractor,  Phil 
] 'rouse.  Milton  pressed  brick  construc- 
tion, concrete  foundation,  felt  and  gravel 
loofing.    Estimated  cost,  $3,000. 

Ottawa,  Ont. 

Work  is  progressing  on  the  erection  of 
two  residences  on  Ossington  .Vvenuc  for 
H.  L.  Morrison,  15  Ossington  Avenue. 
The  general  contract  has  been  let  to 
Bower  Bros.,  133  Hopewell  Avenue,  the 
l)lastering  to  R.  J.  Patterson,  66  Rosedalc 
Street,  and  the  heating  and  ])lumbing  to 
(iervin  &  Lillico,  1093  Bank  Street.  .Ap- 
proximate cost,  $4,000  each. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  residence 
which  has  been  erected  on  Grove  Street 
by  McCallum,  54  Glen  Avenue,  has'been 
awarded  to  W.  McCallum,  535  Bank  St. 

In  connection  with  the  apartments 
which  are  being  built  at  Laurier  and 
King  Edward  Streets  for  J.  S.  Wilson 
&  Petregorsky,  356  Kent  Street,  the 
roofing  contract  has  been  let  to  J.  Car- 
nochan,  151  Fifth  Avenue,  and  the  heat- 
ing and  plumbing  to  Coldrey  &  Chap- 
man, 330  Rideau  Street.  Plastering  by 
day  labor.  Painting  and  electrical  work 
not  yet  awarded. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  built 
on  Centre  Street  for  F.  Carl,  care  of 
McAulifTe  Davis  Lumber  Company:  — 
carpentry,  J.  H.  Saunders,  Westl)oro; 
])lastering,  A.  Bowman,  Gilmour  Street; 
heating,  J.  Cameron,  Lewis  Street; 
plumbing,  T.  Walters,  Booth  and  Somer- 
set Streets;  electrical  work,  A.  L.  Young. 
335  First  Avenue. 

Quebec,  Que. 

C.  E.  Morissette  Ltd.,  308  Latourelle 
.Sti'eet,  have  commenced  repairs  to  the 
residence  of  Alfred  Boivin,  37  Notre 
Dame  Street.    Approximate  cost,  $4,000. 

Work  has  been  started  on  repairs  to  a 
residence  on  Remparts  Street  for  Rene 
Dupont,  Clarendon  Hotel.  General  con- 
tractors, E.  Paquet  &  Company,  18  Couil- 
lard  Street.    Estimated  cost,  $3,000. 

D.  Maranda,  813  St.  Valier  Street,  has 
commenced  the  erection  of  a  residence 
on  King  Street  for  A.  Drouin,  93  King- 
Street.    Estimated  cost,  $3,000. 

The  contract  for  roofing  the  residences 
which  have  been  built  on  Dolbeau  Street 
for  A.  Demeules,  174  Des  Stigmates  St., 
has  been  awarded  to  N.  Barbeau,  36 
Bridge  Street.     Painting  l)y  owner. 

Toronto,  Ont. 

The  contract  for  plumbing  and  Iieat- 


ing  rcfjuired  in  connection  with  the  resi- 
dence in  course  of  erection  on  Astley 
.Avenue  for  C.  F.  Fell,  60  Ravina  Cres- 
cent, has  been  awarded  to  McNaughton 
&  MacKenzie,  10:i'.i  Shaw  Street,  and  the 
wiring  to  Hall  &  Dollcry  Electric  Com- 
pany, 4.")7  Delaware  .\venue. 

Power  Plants,  Electricity  and 
Telephones 

Aniherstburg,  Ont. 

'Fhe  Town  Council  are  considering  the 
installation  of  a  street  lighting  system 
Clerk,  G.  E.  Pulford. 

Craik,  Sask. 

The  Bennett  Rural  Telephone  Com- 
pany have  l)een  empowered  to  borrow 
$3,000  for  the  construction  of  their  sys- 
tem.   Secretary,  L.  M.  Bennett,  Craik. 

Brussels,  Ont. 

The  Brussels,  Morris  iS:  (irey  Tele- 
phone Company  propose  to  make  ex- 
ten.sive  improvements  to  their  system  in 
llie  spring.    Secretary,  M.  Black. 

Forest,  Ont. 

The  People's  Telephone  Company  are 
considering  improvements  and  exten- 
siims  to  llieir  system.  Secretary,  William 
Lawrie. 

Grand  Valley,  Ont. 

.V  by-law  to  authorize  the  installation 
ol  a  hydro  electric  system  will  be  sub- 
mitted to  the  ratepayers  on  March  14th. 
Town  Clerk,  J.  A.  Richardson. 

Kindersley,  Sask. 

The  Clover  Hill  Rural  Telephone 
Company.  Limited,  have  been  authorized 
to  borrow  $7,500  for  the  construction  of 
their  system.  Secretary,  Oscar  Davis, 
Kindersley. 

Maidstone  Township,  Ont. 

The  Township  Council  propose  to 
make  extensions  and  other  improve- 
ments to  the  telephone  system.  Clerk 
W.  R.  Phillips,  Essex,  Ont. 

Noelville,  Ont. 

VV.  G.  Daoust  will  start  work  in  the 
spring  on  the  construction  of  eighteen 
niiles  of  telephone  lines.  Prices  are  be- 
ing received  on  telephone  equipment. 

Rockhaven,  Sask. 

Permission  has  been  granted  to  the 
Rockhaven  Rural  Telephone  Company. 
Limited,  to  borrow  $4,500  for  the  con- 
struction of  their  system.  Secretary,  \V. 
B.  Cruikshank. 

South  Churchbridge,  Sask. 

Permission  has  been  granted  to  the 
South  Churchbridge  Rural  Telephone 
Company,  Limited,  to  borrow  $3,000  for 
the  construction  of  their  system.  Sec- 
retary, A.  T.  Penwarden. 

Stratford,  Ont. 

The  R.  M.  Ballantyne  Company.  Lim- 
ited, propose  to  make  an  addition  to  tiieir 
power  plant. 

CONTRACTS  AWARDED 

Petrolia,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  equipment  for  the  transformer 
station  to  the  Westinghouse  Company 
Limited,  Hamilton, 
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St.  Thomas,  Ont. 

The  Hydro  Electric  Commission,  City 
Hall,  have  let  the  contract  for  the  sup- 
]ily  of  two  transformers  to  the  Canadian 
General  Electric  Company,  312  King  St. 
\\'..  Torontc^ 


Fires 

Campbellford,  Ont. 

The  plant  of  the  Northumberland  Pa- 
per &  Electric  Company  has  been  entire- 
ly destroyed  by  fire.  Loss  is  covered  by 
insurance. 

Carberry,  Man. 

The  grist  mill  owned  by  J.  E.  McCor- 
mack  has  been  entirely  destroyed  by  fire. 
No  insurance  was  carried. 

Cobden,  Ont. 

Fire  has  destroyed  the  stores  owned 
by  J.  McDermott,  Main  Street.  Loss, 
$6,500. 

Eastview,  Ont. 

The  residence  of  Charles  Aubry,  Main 
Street,  has  been  destroyed  by  fire.  Loss, 
$3,500,  partially  insured. 

Edmonton,  Alta. 

Fire  has  destroyed  the  Emery  Blo«k, 
owned  by  J.  Ramsay,  First  Street.  Loss, 
125,000,  covered  by  insurance. 

Fairbank,  Ont. 

Fire  has  destroyed  residences  at  32  and 
36  Fairbank  Avenue,  owned  by  William 
Harris  and  Robert  Blair.  Loss,  $1,300 
and  $2,000  respectively.  Frame  construc- 
tion. 

Fenelon  Falls,  Ont. 

The  stores  owned  by  Frank  McGee 
and  John  Slater  have  been  destroyed  by 
fire.    Owners  may  rebuild. 

Frobisher,  Sask. 

Fire  has  completely  destroyed  the 
school.  Loss,  $8,000,  covered  by  insur- 
ance. 

Granby,  Que. 

Fire  has  badly  damaged  the  ^ctory 
of  R.  B.  McComiskey  &  Company.  Loss 
partly  covered  by  insurance. 

Guelph,  Ont. 

Fire  has  destroyed  the  stores  belong- 
ing to  L.  E.  Rowen.  Loss  is  covered  by 
insurance. 

Hull,  Que. 

Fire  has  destroyed  a  tenement .  build- 
ing at  St.  Laurent  and  Maisonneuve  St., 
owned  by  L  Zumor.  Loss,  $16,000;  in- 
surance, $8,000. 

Ingersoll,  Ont. 

The  purifier  of  the  Ingersoll  Gas  Light 
Company,  Charles  Street,  has  been  des- 
troyed by  an  explosion. 

Kedgwick,  N.  B. 

The  lumber  mill  of  the  Richards  Manu- 
facturing Company  has  been  entirely  de- 
stroyed by  fire.  Plans  are  being  pre- 
pared for  rebuilding  on  a  larger  scale. 

Keene,  Ont. 

The  residence  of  C.  W.  Ross  has  been 
totally  destroyed  by  fire. 

Kelowna,  B.C. 

Fire  has  totally  destroyed  a  residence 
at  Glenwood  Avenue  and  Richter  Street 
owned  by  W.  Chawford.  Loss,  $10,000, 
partially  insured. 


Loretteville,  Que. 

The  sawmill  owned  by  Joseph  Boule 
has  been  destroyed  by  fire.  Loss,  $6,000, 
no  insurance.  Owner  will  rebuild  and 
will  require  machinery. 

Little  Bras  D'Or,  N.S. 

The  colliery  engine  house,  briquette 
plant  and  mine  head,  owned  by  the  Col- 
onial Mine  Company,  have  been  totally 
destroyed  by  fire.  Loss,  $50,000.  Man- 
ager, G.  B.  Burchell. 

MacLeod,  Alta. 

The  Hotel  Alamo,  owned  by  Mrs. 
Griffith,  has  been  destroyed  by  fire.  Loss, 
$10,000,  partially  insured. 

Matane,  Que. 

The  residence  and  offices  belonging 
to  J.  Lyons,  Matane,  have  been  des- 
troyed by  fire;  Loss  is  covered  by  in- 
surance. 

Middle  Sackville,  N.B. 

The  residence  of  Rev.  A.  V.  Landry 
has  been  partially  destroyed  by  fire.  Loss, 
$2,000,  covered  by  insurance. 

Montreal,  Que. 

Fire  has  damaged  the  premises  and 
plant  of  the  Canada  Car  &  Foundry 
Company,  120  St.  James  Street,  to  the 
extent  of  about  $25,000. 

Fire  has  damaged  the  premises  at  60 
St.  Paul  Street  W.,  to  the  extent  of 
about  $5,000.  Owners,  Masson  Estate, 
13  St.  James  Street.  Repairs  will  be 
made  at  once  by  the  owners. 

The  kitchen,  lunch  room  and  restaur- 
ant of  the  Hotel  Prince,  Windsor  and 
St.  Antoine  Streets,  have  been  destroyed 
by  fire,  causing  a  loss  of  about  $7,000. 
The  owner,  Joseph  Pullam,  858  Tupper 
Street,  will  call  for  tenders  on  repairs. 

North  Battleford,  Sask. 

Fire  has  destroyed  the  school  belong- 
ing to  the  Roman  Catholic  School  Board. 
The  loss  is  heavy. 

Ottawa,  Ont. 

The  warehouse  of  the  Grant-Holden- 
Graham  Company,  Limited,  Albert  St., 
has  been  destroyed  by  fire.  Loss,  $200,000. 

Fire  has  destroyed  the  main  block  of 
the  Parliament  Buildings.  Estimated 
loss,  $3,000,000. 

The  residence  of  D.  Tufifey,  Main  St., 
has  been  destroyed  by  fire.    Loss,  $3,500. 

Quebec,  Que. 

The  factory  on  Desprairies  Street, 
owned  by  the  G.  A.  Vandry  Biscuit  Com- 
pany, has  been  badly  gutted  by  fire. 
Loss,  $42,000,  covered  by  insurance. 

Fire  has  destroyed  the  biscuit  factory 
owned  by  G.  A.  Vandry,  50  Ste.  Ursule 
Street.  Loss,  $42,000,  covered  by  insur- 
ance. 

The  offices  and  freight  shed  of  the 
Quebec  Central  Railway  have  been  des- 
troyed by  fire.  Loss  is  covered  by  in- 
surance.   Local  Agent,  F.  S.  Stocking. 

Fire  has  damaged  the  offices  and  bag- 
gage rooms  of  the  Quebec  Central  Rail- 
way to  the  extent  of  about  $10,000.  The 
company  may  rebuild.  Plead  offices, 
-Sherbrooke,  Que. 

Ste.  Sabine  Station,  Que. 

The  hotel  has  been  destroyed  by  fire. 
Owner,  W.  Brousseau,  Ste.  Sabine  Sta- 
tion. 

Tomstown,  Ont. 

The  Hotel,  owned  by  Tough  &  Smith, 
has  been  completely  destroyed  by  fire. 


Toronto,  Ont. 

The  premises  of  S.  Levinter,  413  Queen 
Street,  have  been  damaged  by  fire  to  the 
extent  of  about  $7,000. 

Fire  has  gutted  the  American  Club, 
Wellington  Street.  Secretary,  A.  H. 
McNeal,  17-19  Wellington  Street  West., 

Valleyfield,  Que. 

Fire  has  destroyed  the  Methodist 
Church.  Loss,  $7,000.  The  edifice  will 
be  rebuilt.  Stone  and  brick  construction. 
Pastor,  Rev.  J.  A.  Crane. 


Miscellaneous 

Belmont,  Ont. 

The  Belmont  Oil  Company,  care  of 
William  Barrens,  will  start  drilling  for 
oil  and  gas  as  soon  as  possible. 

Brantford,  Ont. 

Fire  Chief  D.  J.  Lewis  has  recommend- 
ed the  purchase  of  one  motor  tractor, 
one  motor  steam  engine,  re-wiring  the 
alarm  system  and  installation  of  a  new 
heating  system  at  the  fire  hall. 

Davidson,  Sask. 

Prices  and  other  information  with  re- 
gard to  the  following  materials  are  be- 
ing received  by  D.  Wilkie: — air  compres- 
sor, store  fronts,  steam  and  hot  water 
boilers,  wood  paint,  plumbing  fixtures, 
garage  equipment  and  accessories. 

Hahfax,  N.S. 

The  City  Clerk,  L.  F.  Monaghan,  will 
receive  tenders  until  noon,  February  20th, 
on  the  supply  of  2,000  feet  of  2i^-inch 
fire  hose  and  300  feet  of  1-inch  chemical 
hose,  with  couplings. 

Kincardine  Township,  Ont. 

The  Township  Clerk,  John  Corbet  t, 
Armow,  Ont.,  will  receive  tenders  until 
March  8th  for  the  supply  of  tile  required 
during  the  year. 

Kingston,  Ont. 

The  City  Engineer,  R.  J.  McClelland, 
will  receive  tenders  until  3.30  p.m.,  Feb- 
ruarjr  25th,  for  supply  of  the  following 
materials  during  the  year: — portland  ce- 
ment, lumber,  hardware,  rubble  stone, 
sand,  sewer  pipe,  manhole  covers,  light- 
hole  covers  and  street  grates.  Specifica- 
tions at  office  of  the  Engineer. 

London,  Ont.  , 

The  City  Council  will  shortly  call  for 
tenders  on  the  supply  of  cement  required 
during  the  year.  Engineer,  H.  A.  Bra- 
zier. 

Montreal,  Que. 

The  Board  of  Commissioners  will  rc- 
receive  tenders  until  noon,  March  2nd,  tor 
the  supply  of  6,000  tons  (more  or  less), 
of  refined  asphalt.  Specifications  at  office 
of  the  Superintendent  of  Purchases  and 
Sales. 

Nilestown,  Ont. 

James  Grieves,  Keyser,  Ont.,  is  con- 
sidering the  installation  of  new  equip- 
ment in  the  disused  cheese  factory.  Es- 
timated cost,  $6,000. 

Springbank,  Ont. 

The  Springbank  Creamery  Company 
propose  to  instal  cheese  factory  equip- 
ment at  an  approximate  cost  of  $5,000. 
Particulars  from  W.  L.  Wallace,  Ford- 
wich,  Ont.  , 

(Continued  on  page  48) 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto.  • 

THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  *'Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Banl<  Street  Chambers 


Tenders  and  For  Sale  Department 


Tenders  for  Paving 


Paving  tcn.lcrs  are  called  for,  to  be  in  by 
March  10.  1916,  for  Reinforced  Concrete  Pave- 
ment, for  :;.S(iii  square  yards  on  Russell  Street; 
:i,91;'.  Miiiare  yard-,  on  .Slil!  Street;  8,314  square 
yariK  on  l  aHicl  Slrect  ;  together  with  the  neces- 
sary excavation,  cinli--,  etc.  Plans  and  specifica- 
tions at  the  office  of  .1.  J.  Newman,  C.  E.,  Wind- 
•sor,  Ont..  and  at  tlie  office  of  the  Town  Clerk. 
Adilress   tenders   to   the  undersigned. 

R.        SKI. KIRK,  Town  Clerk. 
Dated,   l.eamin-t..,..    Feb.  17,  IfllO.  « 


Tenders  for 
Radial  Brick  Chimney 

liidk  tenders  will  be  received,  liy  registered 
post  only,  up  to  noon  on  Tuesday,  March  7th, 
1916,  for  fiirnishin.g  and  constructing  Radial  Brick 
Chimney  anrl  Foimdations  for  the  Refuse  Incin- 
erating Plant  on  Don  Roadway,  Toronto.  Ten- 
ders must  be  addressed  to  the  Chairman  of  the 
Board  of  Control,  City  Hall,  and  be  plainly 
marked  on  outside  of  envelope,  "Tenders  for 
Radial  Brick  Chimney  for  Refuse  Incinerating 
Plant."  Specifications  and  forms  of  tender  may 
be  obtained  from  the  office  of  the  Street  Com- 
missioner, City  Hall,  Parties  tendering  must 
comply  strictly  with  conditions  of  City  By-law, 
as  to  deposits  and  sureties,  as  set  out  in  speci- 
fications and  forms  of  tender.  The  lowest  or 
any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
8-8  Chairman  Board  of  Control. 


♦ 


Tenders  for 
STREET  CARS 


'I'enders  will  be  received  hy  registered  post  only, 
addressed  to  the  Chairman,  Board  of  Control, 
City  Hall,  Toronto,  iij)  to  12  o'clock  noon  on 
Tuesday,  March  14th,  1916,  for  the  supply  and 
delivery  of : 

Tender 
Numbers 

•  r)ne  single-truck  double-end  street  car,  com- 
pletely equipiitd.  ready  for  operation,  for 
Bloor  .Street  Division,  Toronto  Civic  Rail- 
way  37 

One  car  body,  double-end,  single-truck,  for 

Bloor  Street  Division,  Toronto  Civic  Ry.  .'JT-A 

Kcjuipment  for  one  ^inuh  inick  for  Bloor 
.Street  Division,  'Icuniiio  Civic  Railway, 
electrical  equipment  37-B 

Equipment  for  one  single-truck  car  for 
Bloor  Street  Division,  Toronto  Civic  Rail- 
way, single-truck  37-C 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Speci- 
fications and  forms  of  tender  may  be  obtained 
at  the  Works  Department,  Room  12,  City  Hall. 
Tenders  mtist  comply  strictly  with  conditions .  of 
city  by-law  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  The 
lowest  or  any  tender  not  necessarily  accepted. 

T    I..  CHURCH,  Mayor, 
7-7  Chairman,  Board  of  Cojitrol. 


Department  of  Railways  and  Canals,  Canada 


Dartmouth  Branch  Line 


BUILDINGS 


Notice  to  Contractors 


Sealed  tenders  addressed  to  the  tuidersigned  and 
marked  "Tender  for  Buildings  on  the  Darmouth 
Branch  Line,"  will  be  received  at  this  office  un- 
til 12  o'clock  noon  on  Wednesday,  March  15th, 
1916.  ■ 

Plans,  specifications  and  form  of  contract  to 
be  entered  into  can  be  seen  on  or  after  this  date 
at  the  office  of  the  Chief  Engineer  of  the  Depart- 
ment of  Railways  and  Canals,  Ottawa,  at  the 
office  of  the  Chief  Engineer,  Canadian  Govern- 
ment Railways,  Moncton,  N.B.,  and  at  the  office 
of  the  Engineer  in  Charge,  Dartmouth,  N.S. 

An  accepted  bank  cheque  on  a  chartered  bank 
of  Canada  for  an  amount  equal  to  ten  per  cent, 
of  the  total  siun  tendered  made  payable  to  the 
order  of  the  Minister  of  Railways  and  Canals, 
miust  accompany  each  tender,  which  sum  will  be 
forfeited  if  the  party  tendering  declines  entering 
into  contract  for  the  work,  at  the  rates  stated 
in  the  offer  submitted. 

The  cheque  thus  sent  in  will  be  returned  to 
the  respective  contractors  wdiose  tenders  are  not 
accepted. 

The  cheque  of  the  successful  tenderer  will  be 
held  as  security,  or  part  security,  for  the  due 
fulfilment  of  the  contract  to  be  entered  into. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

By  order, 

J.  W.  PUGSLEV, 

Secretary. 

Depaitment  of  Railways  and  Canals. 

Newspapers  inserting  this  advertisement  with- 
out authority  from  the  Department  will  not  be 
paid  for  it.— 92982.  8-9 


WE  ARE  IN  THE  MARKET 

for  new  or  second-hand  Aluminium  Cable  or  Wire 
in  any  size.  Samples  should  accompany  offers, 
with  price  and  quantity. 

Box  315,  Electrical  News,  Toronto,  Ont. 
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Late  News  Items 

Bathurst,  N.B. 

The  stores  owned  by  W.  J.  Kent  & 
Company  have  been  destroyed  by  fire. 
Loss,  $200,000;  insurance,  $90,000. 

Beadle,  Sask. 

Tenders  on  the  construction  of  the 
proposed  system  of  the  Beadle  Rural 
Telephone  Company  will  be  received  un- 
til March  1st  by  the  Secretary,  J.  Buck- 
ingham, Beadle.  Plans  and  specifications 
at  office  of  the  Secretary  and  of  tlie  De- 
partment of  Telephones,  Regina. 

Bishop's  Crossing,  Que. 

Tenders  on  the  erection  of  a  school 
are  being  received  by  the  Secretary  to  the 
School  Board,  H.  Cunningham.  Frame 
and  brick  construction.  Estimated  cost, 
$.'),0()0.    Architect,  H.  R.  Bishop, 


Quebec,  Que. 

Work  has  been  started  on  the  con- 
struction of  stock  yards,  stables  and 
other  buildings  for  the  Quebec  Abattoir 
Company,  Limoilou.  The  general  con- 
tractor is  J.  Gosselin,  96  St.  George  St., 
Levis.    Approximate  cost,  $35,000. 

St.  Albans,  Que. 

D.  Beaubien,  28  Royal  Insurance  Com- 
pany Building,  Montreal,  will  receive 
tenders  for  the  installation  of  the  fol- 
lowing 500  h.p.  unit  for  the  Portneuf 
Hydro  Electric  Company,  Portneuf, 
Que.: — one  vertical  water  wheel,  one 
generator,  one  switchboard  and  general 
ecpiipment. 

Stanstead,  Que. 

Work  has  been  started  on  the  erection 
of  a  factory  for  G.  &  G.  Ltd.,  Stanstead. 
The  general  contract  has  been  let  to 
Loomis,  Dakin,  Ltd.,  St.  Gabriel  Street, 
Sherbrooke.  Metal  siding  construction, 
concrete  foundation,  felt  and  gravel  roof- 
ing.   Approximate  cost,  $15,000. 

Sydney,  N.S. 

Tenders  are  being  received  by  the  Sec- 
retary to  the  Knights  of  Columbus  for 
the  erection  of  a  hall  in  either  frame  or 
concrete  construction.  Architect,  R.  A. 
Frechette,  30  Bonnacord  Street,  Monc- 
ton.   Estimated  cost,  $8,000. 

Torquay,  Sask. 

A.  G.  Vinge,  Torquay,  will  receive  ten- 
ders until  noon,  March  10th,  for  the  con- 
struction of  the  Marienthal  Rural  Tele- 
phone Company's  proposed  system.  Plans 
and  specifications  at  Department  of  Tele- 
phones, Regina,  and  at  office  of  Mr. 
Vinge. 

Vancouver,  B.C. 

Tenders  will  be  received  until  noon, 
March  6th,  by  the  Purchasing  Agent, 
James  Stuart,  for  the  supply  of  cement, 
sand,  gravel  and  castings  during  the  year 


Strauss  Cantilever  Swing  Bridge 

During  the  past  fifteen  or  twenty  years 
improvement  in  movable  bridges  has 
been  confined  largely  to  the  very  great 
advances  in  bascule  design.  More  re- 
cently the  vertical  lift  type  has  also  un- 
dergone extensive  development.  The 
swing  bridge  or  horizontal  draw  type, 
however,  has  received  comparatively  lit- 
tle attention.  J.  B.  Strauss,  consulting 
engineer,  Chicago,  whose  last  contribu- 
tions to  bridge  engineering  was  the 
counterbalanced  lever  lift  bridge,  has 
now  developed  a  swing  bridge  which 
lays  claim  to  much  originality. 

This  design,  known  as  the  Strauss 
cantilever  swing  brid.ge,  departs  radically 
from  all  existing  types,  while  at  the  same 
time  having  no  elements  which  are  un- 
known and  untried.  Its  characteristic 
features  are:  First,  the  use  of  direct 
driven  trucks  running  upon  ordinary  rail- 
road rails  to  ef¥ect  rotation;  and  second, 
the  construction  of  the  central  portion 
of  the  draw  span  as  a  cantilever  project- 
ing beyond  the  centre  pier  with  the  arms 
pin-connected  at  their  ends  so  as  to  con- 
stitute simple  spans  from  the  ends  of  the 
cantilever  to  the  abutments. 
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Long  service  at  low  cost- 


MA  N  Y  buildino-s 
have  just  "roofs". 
The  contractor  says  "I'll 
build  you  a  pitch  and 
gravel  roof"  —  and  he 
does  so. 

It  may  be  a  good  roof 
or  it  may  be  a  poor  one  ; 
yet  a  pitch  and  gravel 
roof  is  the  best  and  most 
economical  roof  for  any 
building — provided  it  is 
built  right. 

There  is  one  sure  way  to 
eliminate  all  guess-work 
and  chance — incorporate 
The  Barrett  Specification 
in  full  in  your  building 
plans  and  employ  a  re- 
sponsible roofing  con- 
tractor to  do  the  work. 


The  result  will  be  a  roof 
which  will  give  satisfac- 
tory service  for  20  years 
and  upwards,  and  that 
will  show  a  unit  cost  (the 
cost  per  square  foot  per 
year  of  service)  of  about 
%,  of  a  cent. 

No  other  roof  covering 
known  can  even  approx- 
imate this  figure. 

Remember  that  a  Barrett 
Specification  Roof  is  not 
a  ready-made  roofing.  It 
is  constructed  on  the 
building  and  is  recog- 
nized as  standard  by  tech- 
nical men  generally. 

These  roofs  take  the  base 
rate  of  insurance  and  are 
approved  by  the  Under- 
writers' Laboratories. 


Special  Note 

We  advise  incor- 
porating in  plans 
the  full  wording  of 
The  Barrett  Spec- 
ification in  order  to 
avoid  any  misun- 
derstanding. If 
any  abbreviated 
form  is  desired, 
however,  the  fol- 
lowing is  suggest- 
ed : 

ROOFING  —  Shall 
be  a  Barrett  Specifi- 
cation Roof  laid  as 
directed  in  printed 
Specification,  revised 
August  15,  1911, 
usino^  tlie  materials 
specified  and  subject 
to  the  inspection  re- 
f|uirement. 


Barrett  Specification  Roof 
on  the 

NEW  TOOL 
PLANT 
LONGUEUIL,  QUE. 
Owners  —  Armstrong-Whit- 
worth  Company 
London,  England 
Engineer— M.  S.  Butler, 

Montreal,  Quebec 
General  Contractor— 
E.  G.  M.  Cape,  Montreal 
Roofers— Metal  Shingle  & 
Siding  Co..  Montreal 


A  copy  of  The  Barrett  Specification,  with  roofing  diagrams, 
free  on  request.     Address  our  nearest  office. 

THE     PATERSON     MANUFACTURING     OOMPANY,  LIMITED 

.MONTRE.^I,  TORONTO  WISNIPKC,  VAXCOVVER 

THE    CARRITTE-PATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HAI,TF.\X.  N.  S.  SYDNEY.  N.  .S. 
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Miscellaneous 

(Continued  from  page  44) 

Tilbury,  Ont. 

The  Union  Natural  Gas  Company-, 
Sarnia,  propose  to  lay  a  ten-inch  steel 
gas  main  between  Tilbury  ^nd  Sarnia. 
Work  will  start  in  the  spring.  Particu- 
lars from  S.  L.  McKay,  care  of  the  com- 
pany.   Estimated  cost,  $30,000. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  March  14th  on  the  supply  of 
one  single  truck  double  end  car  and  one 
single  truck  double  end  car  body,  with 
electrical  equipment.  Specifications  at 
Room  12,  City  Hall. 

The  Board  of  Control  will  receive  ten- 
ders until  March  7th  for  the  construc- 
tion of  a  radial  brick  chimney  at  the  Don 
Roadway  Incinerating  Plant.  Plans  and 
specifications  at  office  of  the  Street  Com- 
missioner, G.  B.  Wilson. 

Vancouver,  B.C. 

The  Canadian  Pacific  Railway  Com- 
pany, Montreal,  contemplate  the  instal- 
lation of  a  fifty-ton  electric  crane  at  Bur- 
rard  Inlet. 

CONTRACTS  AWARDED 

Niagara  Falls,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  waterworks  supplies: — ■ 
brass  work,  Mueller  Manufacturing  Com- 
pany, Sarnia;  hydrants,  Doherty  Manu- 
facturing Company,  Sarnia;  gate  valves, 
James  Morrison  Brass  Manufacturing 
Company,  93  Adelaide  Street  W.,  Tor- 
onto. 


Committee  Advocates  Mortar  Bed  for 
Wood  Blocks 

A  mortar  bed  for  wood-block  paving, 
instead  of  a  sand  cushion,  is  recommend- 
ed by  Clyde  H.  Teesdale,  H.  S.  Loud 
and  Frank  Cherrington  in  their  commit- 
tee report  submitted  at  the  annual  meet- 
ing in  Chicago  of  the  American  VVood 
Preservers'  Association.  A  1:4  mixture, 
brought  to  a  thickness  of  from  ^  to  1 
in.  by  templates,  and  containing  just 
enough  water  to  insure  a  proper  setting 
of  the  cement,  is  advocated.  The  inten- 
tion is  to  produce  a  granular  mixture 
which  may  be  raked  to  the  desired  grade. 

Under  certain  conditiony,  especially 
where  vibration  may  be  expected,  the 
committee  report  specifies  that  a  mortar 
cushion  may  be  omitted  and  a  bitumin- 


ous coating  of  one  or  two  thicknesses, 
spread  upon  the  smoothly  finished  and 
thoroughly  dry  concrete  base,  substitut- 
ed therefor.  A  bituminous  filler  for  the 
joints  is  recommended. 

In  another  report  to  the  same  asso- 
ciation Mr.  Cherrington  gave  the  results 
of  a  circular  letter  requesting  informa- 
tion as  to  wood  block  paving  practice  in 
a  number  of  cities.  Of  155  cities  circu- 
larized replies  were  received  from  sev- 
enty-nine. The  majority  called  for  a 
bituminous  filler,  with  pitch  having  a 
slight  advantage  over  asphalt.  The  fa- 
fored  cushion  is  shown  to  be  about  equal- 
ly divided  between  sand  and  mortar.  The 
heavy  creosote  is  by  far  the  most  popu- 
lar preservative  oil. 

The  data  show  that  very  few  cities 
install  the  blocks  by  ramming  the  rows 
or  courses  tightly  together.  Most  of 
the  pavements  are  laid  with  the  blocks 
in  slight  contact  or  by  leaving  interstices 
of  at  least  one-eighth  of  an  inch  between 
the  ends  of  the  individual  blocks.  A 
large  majority  advocate  laying  the  blocks 
at  an  angle  of  90  degs.  with  the  curb 
line. 

Slipperiness  of  wood  block  pavement 
is  retarded,  up  to  six  per  cent,  grades, 
with  either  lug  blocks,  creosoted  lath 
strips  or  beveled  blocks.  Very  few  cities 
specify  expansion  joints  transversely; 
most  of  them  require  a  1-in.  joint  par- 
allel and  adjacent  to  each  curb.  These 
expansion  joints  are  filled  with  asphalt, 
pitch,  fiber  or  sand,  the  preference  being 
in  the  order  named.  In  only  two  in- 
stances was  a  cement  grout  filler  speci- 
fied for  wood  blocks. 


Excavation  to  Backfill  in  One  Handling 
via  the  Roof 

In  the  east  portal  of  the  Twin  Peaks 
tunnel  which  the  city  of  San  Francisco 
is  constructing  as  a  municipal  venture,  a 
considerable  length  of  the  concreting 
was  done  in  open  cut.  It  was  found  that 
the  last  of  the  excavation  in  this  section 
could  be  expedited  and  that  at  the  same 
time  the  work  of  backfilling  on  completed 
parts  of  the  concrete  arch  could  be 
cheapened  by  cutting  through  the  arch 
and  delivering  muck  direct  to  the  back- 
fill with  one  handling,  using  an  inclined 
railway  through  the  finished  roof. 

Loaded  dump  cars  were  delivered  by 
gravity  to  the  foot  of  the  incline  on  the 
right,  were  drawn  up  by  an  electrically- 
driven  endless-chain  belt,  and  after  being 
dumped  in  fill  were  returned  empty 
down   the    incline   on    the   left.  About 


10,000  cu.  yds.  of  material  were  handled 
over  this  incline  improvised  after  the 
work  was  under  way.  In  making  the 
openings  in  the  arch  roof  the  reinforc- 
ing was  left  in  place  so  that  the  sec- 
tions could  be  readily  restored  to  normal. 

While  mucking  was  in  progress  the 
electric  motor  ran  continuously,  cars  be- 
ing handled  at  about  five-minute  inter- 
vals. The  link  belt  operated  by  this  mo- 
tor carried  dogs  which  engaged  steel 
brackets  riveted  to  the  running  gear  of 
the  dump  cars,  so  that  the  mechanism 
required  no  attention  at  either  end  of 
the  incline.  From  the  top  a  slight  des- 
cending grade  delivered  the  cars  to  the 
dump  by  gravity.  On  the  return  incline 
the  link  belt,  which  was  not  provided 
with  power,  was  controlled  by  a  hand- 
operated  friction  brake  working  on  the 
shaft  that  carried  the  link  belt  sprocket 
at  the  head  of  the  incline. 

The  most  important  problem  that  had 
to  be  solved  in  getting  the  scheme  to 
work  satisfactorily  was  the  proper  grades 
for  the  inclines.  The  grades  first  se- 
lected were  too  steep  and  a  reconstruc- 
tion of  the  track  was  required.  As  fin- 
ally adopted  the  ascending  grade  was 
made  28  per  cent,  and  the  descending 
grade  40  per  cent.  The  cars  handled  had 
a  capacity  of  1^  cubic  yards. 

The  work  is  being  done  under  the  di- 
rection of  M.  M.  O'Shaughnessy,  city 
engineer.  The  escalator  was  designed 
and  built  by  the  contractors,  R.  C.  Stor- 
rie  &  Company,  of  San  Francisco. 


Steam  engine  indicators  for  determin- 
ing governor  effort  have  been  employed 
successfully  in  the  River  Mill  plant  of 
the  Portland  Railway,  Light  &  Power 
Company.  Company  engineers  working 
on  this  problem  concluded  that  simultan- 
eous pressure  records,  secured  on  each 
end  of  the  governor  cylinder,  form  the 
most  satisfactory  basis  of  rating,  because 
under  test  the  conditions  are  identical 
with  those  of  normal  operation,  and  elab- 
orate changes  of  the  mechanism  are  un- 
necessary. Graphic  record  pressure 
gauges  were  used,  equipped  so  as  to  in- 
crease the  speed  of  chart  travel  and  pro- 
duce a  record  with  appreciable  length 
in  the  space  required  for  the  governor 
to  operate  through  a  considerable  part 
of  its  travel.  Charts  were  taken  from  in- 
dicators on  each  end  of  the  governor 
cylinder  so  as  to  secure  a  continuous  re- 
cord on  the  cards  of  the  varying  pres- 
sures from  each  side  of  the  governing 
piston  throughout  two  complete  strokes 
or  one  cycle  of  operation. 


1^  A  ¥¥   O   New  and  Relaying 

Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Smith-Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


VANCOUVER  VlfOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  of  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling- Positively  LEAK  PROOF 
Write  for  1915  Catalogue 

319  Pender  St.  VANCOUVER,  B.  C. 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.    Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


k.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.    C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 
Write  us  for  information  and  testimonials. 
650  Pacific  Street  VANCOUVER,  B.  C. 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Acents:     Mussens  Ltd,  Montreal 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  \V  ood  btave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  :-TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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Ormsby- 
Lupton 
Steel 
Sash 

The  muntins  of  Orms- 
by-Lupton  steel  sash 
are  rigidly  locked  to- 
gether forming  a  light 
joint  at  all  intersections. 

Have  you  our 
literature  ? 

A.B.Ormsby 

Company 

Limited 

TORONTO 

Associated  with — 
The  Metal  Shingle  &  Siding  Co.,  Limited 

Preston       Montreal      Winnipeg      Saskatoon  Calgary 


Keith 
Fans 

The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "Keith*'  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.       Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Mesers.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD..  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


DUMB  WAITERS 

Roelofson  self  retaining 
dumb  waiters  are  fast  re- 
placing the  old  styles. 

They  are  so  constructed  that  they  will 
hold  the  car  stationary  at  any  point 
desired  without  the  use  of  brake  or 
rope  clamp. 

We  will  furnish  drawings  and  estimates 
of  costs  for  special  machines  to  be  used 
as  wall  hoists,  freight  or  invalid  eleva- 
tors. ^ 

Roelofson  Elevator  Works 

Gait,  Ont 


Galvanized 
Steel  Tanks 


Reservoir  Tanks 
Water  Tanks 
Dipping  Tanks 
Toat  Pans 
Oil  Storage 
Tank  and 
Measuring  Pumps 


Prices  quoted  promptly  on  heavy  gal- 
vanized steel  tanks  for  every  purpose. 

Wayne  Measuring  Systems  for  handling 
your  gasoline  and  oils  will  save  you 
money. 

Wayne  Oil  Tank  &  Pump  Co. 

Limited 

Woodstock,  Ont. 
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4  Plate  Switch  Frogs 


12  Lb. 
$7.00 

FORGED 


16  Lb.  20  Lb. 
$7.35  $7.70 

MILLED 


25  Lb. 
$8.10 

RIVETED 


B.  E.  BECHTEL  -  Waterloo,  Ont. 


Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

]V/|  ANY  Carpenter-contractors  in  the  small- 
er  cities  and  towns  are  making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  parttcitlat  s  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Co  o  k 's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


I  Your  Grandfather 
P       Knows  Us! 


{ 


IT  PAYS  TO  BUILD 
OF  CLAY 


We  have  been  serving  Canadian  Municipalities  since 
i860,  and  are  therefore  the  oldest  Sewer  Pipe  Makers 
in  Canada  and  among  the  oldest  on  the  continent. 
During  all  these  years  we  have  supplied  many  mill- 
ions of  feet  of  VITRIFIED  CLAY  PIPE  for  sewage  and 
drainage  work 

and  TO-DAY,  we  do  not  flatter  ourselves  when  we  say 
that  we  have  as  our  regular  customers,  most  of  the 
Biggest  Buyers  in  Canada  ;  and  when  we  say  that,  we 
mean  not  only  Corporations,  but  Contractors,  Deal- 
ers and  even  many  consumers. 

Surely  there  must  be  some  reason  for  our  ever  in- 
creasing business. 

It's  up  to  you  to  find  this  reason  !  ' 


The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd. 

Hamilton  and  Toronto 
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BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages;  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915  by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.   50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.     Price  $5.00. 

t 
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347  Adelaide  St.  West,  Toronto,  Ont. 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling- and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking-  forward  to  considerable 
business  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.,  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 


February  33,  1916 


THE    CONTRACT  RECORD 


53 


Boviog  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery, 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost-Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


1 1  ftiiiimL 


**A  ready-made  bon-fire  on 
top  of  my  house" 

Is  the  way  one  customer  described  his  wood 
Shingles  when  he  placed  his  order  for  "EAST- 
LAKE"  GALVANIZED  SHINGLES.  His 
neighbor's  house  and  barn  had  just  gone  up  in 
smoke  from  flying  sparks  settling  on  the  roof.  The 
scare  of  thousands  of  similar  cases  all  over  Canada 
help  you  land  big,  profitable  business  in  Eastiake 
Shingles  and  we  help  you  in  everyway — samples, 
up-to-date  illustrated  advertising  matter  for  dis- 
tribution, etc.  etc.    Write  us  today. 

Metallic  Roofing  Co.,  Ltd. 

Toronto     Manufacturer.  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  greatt  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  UAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


Beamt— Channels 
Angles— Plate* 

Always  in  Stock 

Reinforcing  Bar* 

'  'Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


STANDARD  STEEL 
CONSTRUCTION  CO. 

UMITED 
WELLAND      -  CANADA 

Manufactureks  and  Erectoks 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  cMr  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  6&1 

Phones,  Office  North  {  gyj     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadturers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples  Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 


Write  for  catalogue  or  see  our  pages  in  "Specification  Data.' 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  ofEnameled  Brick  «xclusively 
1182  Broadway,  New  York. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  MonoN<Rail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

—Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  WaikerviUe,  Ont. 


COPPER  rATH 
ALLOY  LA  1 1 1 

And  The  Contractor 

Evei^y  contractor  realizes  that  a  reputation  for  doing  good  work  is  essential  to  his  con- 
tinued success.  This,  as  well  as  the  economy  of  operation,  has  led  many  contractors  here- 
tofore to  use  Herringbone  Lath  even  where  it  was  not  specified. 

Now  that  all  Herringbone  Lath  is  Herringbone  Copper  Alloy  Lath  this  voluntary  use 
of  the  best  lath  will  become  general.  Contractors  will  be  quick  to  appreciate  the  significance 
of  the  fact  that  this  additional  quality  is  given  them  without  increased  cost.  They  can 
therefore  use  in  their  buildings  a  lath  having  a  greatly  increased  resistance  to  rust  without 
having  their  pocket  books  touched  by  the  substitution. 

Pride  in  their  work  will  have  unimpeded  sway.  All  contractors  hereafter  should  use 
Herringbone  Copper  Alloy  Lath. 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Compant/,  Manufacturers 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Ti- 


MALACCA  DRAIN  CLEANING  RODS 

The  tle.xible  malacca  cane  clcaniny;  rods  replace  the  e.-cpeimive  work  of 
tearing  up  floors,  etc.,  to  clean  drains,  boiler  tubes,  cable  conduit  etc 
They  have  a  thousand  uses—write  us. 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— delivered  in  5-barrel  lots,  .$1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime— grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14 ;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED    STONE,    SAND.    AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  l-in„  $1.25;  3/^-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  SOc.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 
Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29:  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  wliite  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  Vn  by  G 
and  10-in.  pine  shelving,  $33  to  $.36;  14  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
1  pine  decking  D  2  S,  $28;  spruce  decking, 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5  in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $.3.35;  N.  B.  extras 
$4;  N.  B.  clears  .$.3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 


Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
.$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base ,  twisted  and  de- 
formed, $2.50;  structural  sections  $3.00;  small 
sizes  $3.25. 


Bteel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.;  'A  in.,  6/16  in.  and  U  in.,  $2.75 
per  100  lbs. ;  gauge  plates.  No.  10,  $3.10, 
No.  12,  $3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessamer  plates,  28  gauge, 
$6.35  per  100  lbs. 


Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $.33;  12  in.  up  $32  50,  with  $1  extra  for 
gat  pipe. 


Corrugated   Sheets— 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in., 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 
Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 
Raw  linseed  oil — in  bbls.,  80c.  per  gal. ;  red  lead, 
dry,    $10    per    100    lbs. ;    putty    in  bulk, 
$.3.50  per  100  lbs.;  in  100-lb.  drums,  $3.85; 
putty  in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel 
sash  putty,  $4.50  per  100  lbs. ;  turpentine,  in 
bbls.,  86c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including 
sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 

Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes  (per  foot) — not  reinforced,  8-in. 
26c;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.  Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  H-in.,  $1.66;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs..  $70.00.  Leading  wire, 
in  coils  of  500  ft..  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  SOc. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
$4.10;  6-foot,  single  $4.04.  double  $4.64;  8- 
foot.  single  $4.58,  double  $5.18;  10-foot, 
single  $5.12,  double  $5.72;  12-foot,  single 
$5.66,  double  $6.26;  14-foot,  single  $6.20, 
double  $6.80;  16-foot,  single  $6.74,  double 
,$7.34;  18-foot,  single  $7.28.  double  $7.88;  20- 
foot,  single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32. 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82.  double  $11.42; 
30  foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  ih.  and  up,  $3.50,  1  in. 
x  1  in.  X  H  in.,  25c.  extra;  ^  in.  x  H  in. 
X  '/i  in.  50c  extra  Boiler  plates — 'A  in. 
tliick  and  thicker,  $2.95.  Circular  plates 
riance  quality,  30  in.  dimensions  and  over, 
$3.25;  under  30  in.  dimensions,  .$3.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.75; 
.35  lbs.  per  yd.  and  over,  $3.20;  f.o.b.  Mont- 
real net  cash.  Corrugated  iron — 26  gauge. 
$4.85;  28  gauge,  $4.50  per  sq.  net  cash.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 

gauge,  $4  per  lUO  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  10-in.,  SOc;  12-in..  $1; 
24-in.,  $3.25.  Bends,  each,  75c,  $1.20;  $2.20 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60. 
$4.50.  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2>4  ft.,  $2.  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15. 
12-in.)  Buchan  trap  cesspools,  double  syphon, 
running  trap  and  hand-hole  trap,  $2.25,  $3.60, 
$6.00,  $8.40,  $9.60,  $15  (12-in.)  These  prices 
are  subject  to  a  discount  of  50  per  cent,  for 
less  than  car  load  lots  delivered,  and  a  dis- 
count of  from  62  per  cent,  to  70  per  cent, 
for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
20c.  basis  per  pound;  British  manilla,  16^c. 
basis;  African  hemp,  16^ c;  sisal  rope,  13c. 
basis;  lath  yarn,  loi^c.  Boiled  linseed  oil — 
in  barrels,  $1.02}4  per  gal.  of  9  lbs.  Raw  lin- 
•  seed  oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebrick,  $52.50. 

CRUSHED   STONE,   SAND,   AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
^-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered.  $13  per  cord.  Del. 
south  of  Assiniboine  $1  extra. 

Sand — for  cement  or  brick  work,  delivered 
Winnipeg.  $1.85  per  cu.  yd. 

Gravel— Per  yd.,  delivered.  $1.85. 
Crushed  Granite— Ij/^  and  2-in.,  $2.65;  H-in.  and 
1-in.,  $2.90;  M-in.  and  dust,  $3.20. 


LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in..  $43;  6  in..  $46; 
No.  3  red  pine,  4  in..  $38;  6  in.,  $40;  No.  i 
red  and  white  pine  or  spruce,  4  in.,  $28 j  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade.  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  .$55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  taniarac, 
fir  or  cedar)— 8  x  8,  8  x  10.  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $.39;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft,  S'/i-in.  ditto,  $4,40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.80; 
No.  1  B.  C.  cedar  dimension,  $5.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,  $2.35  per  100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 

Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.   Winnipeg,  $38  per  ton. 

(Continued  on  page  58) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Gypsum  Products 

^-Pillar  Brand" 


Hardwall  Plaster,    Cement  Plaster,    Land  Plaster 
Whitewall  Finish,    Plaster  of  Paris 

"  Pillar  Brand  "  Gypsum  Products  are  calcined  and  prepared 
by  expert  workmen  under  experienced  supervision.  The 
material  used  is  the  best  grade  of  pure  Nova  Scotia  rock. 
Our  facilities  for  handling  crushed  gypsum  are  unexcelled. 
Shipments  by  rail  or  water. 


Write  Us, 


The  lona  Gypsum  Co.,  Limited 

Head  Office,  Sydney,  N.  S.         Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued   from   page  (56) 

SEWER  PIPE  ' 
Sewer  Pipe — Wliolesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
IG  cents;  6  in.,  18H  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hammer  Brand,  $3.75  pcf 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  pain'  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  TCeens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,   sacks   10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house; $9  to  $11  in  car  lots  f.o.b.  Van- 
couver; pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1,25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.C.  fir.)— all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;   fir  lath,  $2. 


STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel   —    (round   and   square  bars)   $2.90   base ; 


twisted  and  deformed, 
tions  .$4.25  to  .$4.75. 


!.90 ;  structural  sec- 


Galvanized  iron — 28  gauge,  $6.75  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$4.45,  9  and  10  ft.  sheets,  $4.60  per  square. 

Black  steel  sheets,  24  gauge,  $4.45  per  100 
lbs. 

Steel   channels   and  beams,  angles  and  plates  

•$3.75  to  .$4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

Steel  channels  and  beams,  and  plates — $4.25  to 
$4.7.");  angles,  $3.75  to  $4.25;  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices,  f.o.b.  warehouse, 
4-in.,  12}^c  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$L05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,   sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
14^c  basis;  sisal  rope,  12j^c  basis. 

PAINTS  AND  OILS 
Mixed  paint — per  gal..  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  p'utty  in  25-lb  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jambs  Thomson,  President. 


J.  U.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  a.nd  Flange  Pipe, 
Special  Casting's  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  1H<^ 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castinirs 
of  all  kinds.  Mooring  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 


Plain  and  Galvanized 


Prompt  Shipment  from  Stock 


Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


Clams  for  excavating  and  rebandling         Steel  Leg  Derricks 
Sizes  V2  yd.  upwards  Capacity  5  to  50  tons. 

M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELLAND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS   St.  John,  N.  B. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg, Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc.  j| 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Electrical 
Mechanical 

Directory  of  Engineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
IVA   Gosford  St.  MONTREAL 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Tlios.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  MolTat, 


Robert  W.  Hunt  &  Co.- 

Limited 

Consulting  and  Inspecting  Engineer)), 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto  Vancouver         London,  England 


''  limited  I 

CONTRACTINO 
ENGINEERS 

MONTREAL 


LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

riione  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


Tbe  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

DikemanSurveyorCo.,^t'3i*oS; 


STANLEY  LIGHTFOOT 

REG'O  PATENT  SOLICITOR  AND  ATTORNCV 
LUMSDEN   BLDG.('^'Jyo"oe"  )  TORONTO. 


H.  J.  Gfiswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

RRANCH  OFFICES: 
'-'4  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement    Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Simm  Avenue,  Sioux  City,  Iowa. 

Many  of  the  Best  Paved  Streets  in  the  country  liave  Carey 
Elastite  installed.  Leading  engineers  specify  and  insist  on 
it.  Mr.  Fr^d  C".  Smith,  city  engineer  of  Sioux  City,  Iowa, 
'says: — "I  have  watched  this  joint  through  our  hottest 
summer  and  also  tlirough  some  very  cold  weather,  and  it 
has  proven  so  satisfactory  and  such  an  improvement  over 
the  old  methods,  tliat  we  will  specify  it  exclusively  for 
the  next  season's  work. 


EXPArJsiotJ 

JOIIMTT 

is  away  ahead  of  the  old  pouring  method.  It  means  a 
■better  job,  at  less  cost  and  with  less  trouble.  No  moulds, 
pouring  equipment,  etc.  Just  a  perfect,  permanent  ex- 
pansion joint. 

Write  for  Samples  and  Illustrated  Literature 

Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 

WINNIPEG  TORONTO  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

Succestorsto 

Wm.  P.  McNeil  &  Company,  Limited 

Manufacturers  of 

Bridges — Steel  Buildings 
Roof  Trusses— Turntabl e s 
Towers — Girders  and 
Structural  Steel  Work 

of  all  kinds 

Estimates  Furnished  Promptly 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  IS 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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Planoidal  Type  *'L"Fans 


Made  in  Canada 


represent  tlie  latest  developments  and  improvements  in  steel 
plate  fans.  Shape  of  housing — relation  between  blast-wheel  di- 
ameter, inlet  and  outlet — and  elimination  of  intake  losses — make 
the  Planoidal 

The  Most  Efficient 
Radial  Blade  Fans 

on  the  market  at  the  present  time.  Built  in  all  sizes — for  high 
or  low  pressures. 

Planoidal  Fans  are  less  sensitive  to  changes  in  resistance  than  multiblade  fans — of  which  our  Niagara 
Conoidal  is  the  leading  type — and  arfe  recommended  in  all  installations  requiring  a  uniform  air  delivery 
over  a  wide  range  of  pressures.  We  guarantee  capacity — speed — and  horsepower  tables  in  our  new 
catalogs. 

Planoidal  Fans—  Catalog  200-12       Niagara  Canoidal  Fans—  Catalog  201-12 

Canadian  Blower  and  Forge  Company,  Limited 

BERLIN,  ONTARIO 


ST.  JOHN 


TORONTO 


MONTREAL 


WINNIPEG 


VANCOUVER 


Why  Run  the  Big  Engine 
When  Only  Part  of  the 
Force  Is  Working? 


Vertical 
Engine 
Generating 
Set 


m 
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When  only  part  of  the  force  is  working  at  night  it  wastes  money  to  run 
the  large  engine.  This  is  a  useless  expense  which  can  be  done  away 
with  by  installing  a 

Sturtevant  Engine  Generating  Set 

They  are  small  units  made  in  sizes  up  to  I  00  Kilowatts  with  vertical 
engines  and  up  to  1  50  kilowatts  with  horizontal  engines.  In  some 
plants  they  will  carry  the  whole  load.  A  decided  saving  can  be 
made  with  one  su  ted  to  your  needs.  Sets  with  turbine  drive  are  also 
furnished. 

B.  F.  Sturtevant  Co.  of  Canada,  Limited 

Gait,  Ontario 

Montreal  Toronto  Winnipeg  Vancouver 

SollitiK  Assents  ;    Sanford  Riley  Stoker  Co.,  Limited.        "THE  RILKK  STOKRK  " 
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Air  Compressor  Service 


When  you  buy  an  air  compressor,  give  sufficient  con- 
sideration to  the  question  of  permanent  satisfactory  service. 

You  will,  of  course,  want  a  machine  that  will  stand 
up  to  its  work  for  a  long  time,  without  repairs  or  loss  of 
efficiency  ;  one  that  will  require  the  minimum  of  attention 
and  which  will  maintain  its  adjustments. 

If  repairs  are  ever  necessary,  you  will  want  them 
quickly  and  expect  them  to  fit. 

It  must  be  a  machine  with  enclosed  construction  and 
bath  lubrication,  the  moving  parts  of  which  are  well 
balanced  and  run  in  oil,  thus  reducing  friction  and  vibra- 
tion, and  lengthening  the  life  of  the  parts. 

It  follows  then  that  you  will  want  a  Canadian  Inger- 
soll-Rand  Compressor.  They  fulfill  these  requirements. 
There  are  thousands  of  them  in  use. 


CANADIAN  INGERSOLL  -  RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDINC 

MONTREAL,     -  CANADA 

Vancouver        Nelson        Winnipeg       Timmins       Cobalt       Toronto  Sydney 
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WIRE  ROPE 

for 

Hoisting,  Haulage,  Guys,  Semaphores,  Transmis- 
sion of  Power,  Towing,  Bridges,  Mines,  Der- 
ricks, Cranes,  Cableways,  Coal  Towers,  Etc. 

carried  in  our 
Montreal,  Winnipeg  and  St.  Catharines  Stock 

THE  DOMINION  WIRE  ROPE  CO.,  Ltd. 

MONTREAL 


"  Pulsometer  Pumps 
"  Hay  ward  Buckets 
"  Napanee  "  Hoisting  Engines 
"  Ransome  "  Concrete  Mixers 
"Andrews''  Drill  and  Tool  Steel 


"  MARION  " 

Railroad  Ditchers 
Steam  Shovels 
Drag  Line  Excavators 
Dredges,  etc. 

F.  H.  HOPKINS  &  CO.,  MONTREAL 

Branch: —  St.  Catharines,  Ont. 


Vol.  30 


Toronto,  March  1,  1916 


No.  9 


The  Best  Good  Road — 

Any  road  to  be  best  must  embody  to  the  fullest  ex- 
tent the  factors  of  quality,  economy  and  permanence, 
which  create  satisfaction. 

Quality 

The  quality  road  must  be — easy  riding  over 
the  full  width — easy  to  maintain — sanitary — 
suitable  for  both  automobile  and  horses,  and 
present  a  pleasing  appearance. 

Permanence 

The  permanent  road  must  be  able  to  stand  up 
under  the  most  severe  traffic  strain  and  have 
long  life.  It  must  be  built  of  a  material  that 
cannot  be  blown  away  by  the  wind,  washed 
out  by  rain  or  ground  out  by  wheels. 

All  of  these  factors  are  summed  up  in  their  highest  degree  of  development  in  the 
road  that 

— is  Built  of  Concrete 

Concrete  approaches  nearer  to  the  ideal  for  road  construction  than  does  any 
other  material. 

Concrete  has  a  relatively  low  first  cost,  minimum  of  maintenance  and  long  life  under  any 
kind  of  traffic.  It  permits  of  a  low  crown,  has  a  smooth,  non-slippery  surface,  is  clean 
and  easy  of  traction.  It  increases  property  values,  community  pride  and  the  satisfaction 
of  every  one  using  it. 

If  you  are  interested  in  good  roads  let  us  send  you  our  new,  free  Booklet  "  Concrete  Roads.' 

Canada  Cement  Company  Limited 

781  Herald  Building,  Montreal 


Economy 

The  economical  road  must  be  constructed  at 
a  relatively  low  cost  and  be  cheaply  main- 
tained. Funds  should  be  devoted  to  building 
more  good  roads  instead  of  resurfacing  and  re- 
pairing old  roads. 

Satisfaction 

The  satisfactory  road  must  satisfy  every  one 
using  it  every  day  in  the  year.  It  brings  mar- 
kets nearer,  increases  property  values  and  per 
capita  wealth,  it  creates  pride  in  the  commun- 
ity and  gives  the  greatest  advantages. 
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CANADIAN  BRASS^^^a 




<%r  

^^i^mXO  M  PANYUMTED. 

 ■  


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 


MADE 
IN 

CANADA 


Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


Write 
us  for 
Catalog 


Canadian  Brass  Co. 


Limited 

GALT  ONTARIO 


Easy  Work  Is  An  Essential  of  Tapping 

There  is  no  use  in  breaking  a  man's  back  with  a  hard        lSiit|i!U  ^-^j^^u^ 
pulling,  hard  cutting  tapping  machine.  ^jL- 
With  an  easy  working  machine  like  ^-"^ 

THE  MUELLER  , 
WATER  MAIN  TAPPER  ^ 

It  is  a  simple  matter  to  make  a  tap  either  in  a  dry  main 
^     or  a  main  under  pressure.      Thousands  of  water  works 
men  will  verify  this  statement.     No  new  water  com- 
\      pany  should  start  business  without  a  Mueller  Water  Tapping  Machine. 

C  R  X 

V  It's  an  everlasting  tool — wears  20  to  30  years. 

H 

Mueller     ^\  Clip  and  mail  the  coupon. 

Mfg.  Co.         N  MADE  IN  SARNIA,  CANADA 

Ltd. 

sA«N..  oNr  Mueller  Mfg.  Company,  Ltd. 

Send  me  your  general       ^  *  " 

catalog  and  quote  me  prices    ^  SARNIA,  ONTARIO 

on  No.  2  Tapping  Machine.  ^ 

Signed   \^     Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 

City  Prov  
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28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


It  Always  Pays 


to 


Buy  the  Best 

Just  as  it  pays  to  plant  the  best  seed,  so  it  always  pays  to  buy  the  best 
goods. 

BEST  QUALITY 
BEST  CONSTRUCTION 
BEST  WORKMANSHIP 


In  our  Rubber  Goods,  it  is  QUALITY  that  counts.  We  stand  back  of  the  quality, 
workmanship  and  construction  of  our  lines.  That  protects  your  interests,  and  you 
are  sure  to  be  satisfied. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our  prices  are  right.  Let 
us  show  you  what  we  can  do. 


IT  IS  OUR  DESIRE  TO  SERVE  YOU 


ftOMimo 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 
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Eastern  Canada  Steel 

and  Iron  Works,  Limited 

Engineers,  Manufacturers^ 
Contractors 

Steel  Buildings^  Roof  Trusses 

Railway 

and 

Highway 
Bridges 

Capacity  15,000  per  annum 

Designs  and  Estimates  Promptly  Furnished 

Large  stock  of  Steel  T  Beams,  Angles,  Channels, 
Tees,  Plates,  Flats,  Bars,  etc.,  on  hand 

Send  us  your  enquiries 

Head  Office  and  Works       -  QUEBEC 
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TURBINE  PUMP 


INSTALLED  AT  MAIN  PUMPING  STATION,  MONTREAL 


Three  Stage  Turbine  Pump  direct  connected  to  a  750  H.P.,  Triple  Expansion  Steam  Engine  run- 
ning at  338  R.P.M. 
Capacity  twelve  million  Imperial  gallons  per  24  hours  against  210  ft.  head. 

When  you  are  in  the  market  for  pumps  of  any  description,  write  us  for  prices  and  engineering 
information  at  any  time,  and  we  feel  sure  that  we  will  certainly  be  able  to  give  you  some 
very  interesting  data. 

We  manufacture  pumps  of  all  sizes  from  1  in.  up,  for  any  capacity  or  any  head,  either  direct  con- 
nected or  belt  driven  pumps,  whichever  suit  your  requirements. 

Manufacturers  of  Boilers,  Stacks,  Smoke-boxes,  Tanks,  Elevators,  Hydraulic  Machinery,  Water 
Wheels,  Castings,  Machine  Work  of  all  descriptions. 

Canadian  Agents  for  Henry  R.  Worthington  ;  handling  all  kinds  of  reciprocating  pumps,  Venturi 
Meters  and  Filters. 

The  John  McDougall 
Caledonian  Iron  Works  Company,  Ltd. 

Works:  Seigneurs  St.,  Montreal 
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ENGINEERS  WANT  WIRE-CUT-LUG 


Experience  and  Observation  have  Convinced  Eminent  City  and  County  Engineers  of  the 
Superiority  of  Wire-Cut-Lug  Paving  Brick. 

READ  THESE  TESTIMONIALS  : 

Mr.  R.  Keith  Compton,  Chairman  of  the  Paving  Commission,  of  Baltimore,  which  city  is  repaying  all  its  streets  and 

alleys,  ^^'.lYVi^eXuV-^Lug  block  have  given  entire  satisfaction  in  this  city.    We  have  used  the  same  on  the  majoiity  of 
our  brick  streets  since  the  early  part  of  1913.     At  this  time  we  are  using  Wire-Cut-Lug  almost  exclusively." 
Wm.  M.  Acheson,  Division  Engineer,  New  York  State  Highway  Department,  with  headquarters  at  Buffalo,  on  April  12th 

"Dunn  Wire-Cut-Lug  brick  used  on  work  in  this  Division  has   given   satisfactory   service— both   from  a  con- 
struction and  wearing  standpoint."  •     ,r      a  ,         ,     t^-  ■  • 
Niagara  and  Erie  Counties,  New  York,  which  are  in  Mr.  Acheson  s  Division,  have  nearly  two  hundred  miles  of  brick 

pavements^.   ^^^^^^^  jj^^^j  Engineer  of  Cuyahoga  County,  Ohio,  in  which  County  there  are  three  hundred  miles  of  brick 

pavements, ^says  ""J^^er  ^^^^ q^^^^^^^^   County   are  now   being  constructed  largely  of  Wire-Cut-Lug  brick  1 

am  convinced  of  the  superiority  of  Wire-Cut-Lug  brick  over  repressed.     By  having  the  more  suitable  bonding  sur- 
face on  the  sides  of  the  Wire-Cut-Lug  brick  the  cement  grout   filled   pavement   produces    a    wearing    surface  of 
much  greater  slab  strength  than  we  have  formerly  obtained.' 
Mr    W    A.  Stinchcomb,  County  Engineer    of  Cuyahoga  County,  Ohio,  says: 

'  "As  to  our  experience  with  Dunn  Wire-Cut- Lug  brick  1  wish  to  state  that  it  has  been  very  satisfactory.  In 
fact  we  have  encouraged  contractors  on  work  that  was  let  before  the  Wire-Cut-Lug  brick  came  on  the  market, 
to  substitute  Wire-Cut-Lug  for  the  repressed.  Our  experience  is  that  we  are  able  to  prepare  a  much  better  bond 
by  the  use  of  this  brick  than  with  the  repressed." 

Mr   D.  R.  Lyman,  Chief  Engineer,  Louisville,  Ky.,  writes:  .     ^     .    .„     .  , 

"We  have  been  laying  Wire-Cut- J^ug  vitrified  block  in    Louisville  for-  about   two  years  and  are    very    well  - 
oleased  with  results  obtained.     We  have  always  used  cement  filler  with  Wire-Cut-Lug  blocks  and  in  this  class  of 
construction   I   think  Wire-Cut-Lug  blocks  are  superior  to  repressed  blocks  on  account  of  the  square  edges  and 
better  density     In  general  we  have  secured  better  results    with      Wire-Cut-Lug     blocks     than       with  repressed 
blocks  and  I  hope  we  will  be  in  a  position  to  lay  a  greater  yardage  of  Wire-Cut-Lug  blocks  in  the  future." 

Twenty-nine  independent  competing  companies,  operating  forty-six  plants  and  having  an  aggregate  annual 
productive  capacity  of  500,000,000  lO-pound  briclt,  mai<e  Wire-Cut-Lug  paving  brick 


Corry  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Glean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville   Brick  Company,   Danville,  111. 
Clinton    Paving   Brick   Company,    Clinton,  Jnd. 
Alton  Brick  Company,  Alton,  111.  ,    ^,  • 

Deckman-Duty   Brick   Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Olno. 

Four  plants  at  Canton,  C,  one  at  Willow,  O. 
liessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa.  . 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Murpliysboro,  111. 
Southern  Clay  Mfg.  Company,  Chattanooga,  'lenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 

WRITE  FOR  DATA 


McAvoy  Vitrified  Brick  Company,  Philadelphia,  Pa. 

Plant  at  Perkiomen  Junction,  Pa. 
Windsor  Brick  Company,  Akron,  Oliio. 
Hocking  Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver   Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  111. 
Terre  Haute  Vitrified   Brick  Co.,   Terre   Haute,  Ind 
Albion  Vitrified  Brick  Co.,  Albion,  III. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport   Paving   Brick   Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New    Cumberland,  W.Va. 
The   Hydraulic-Press   Brick   Company,  St.   Louis,  Mo. 
Barr   Clay   Company,   Streator,  III. 
Tturton-Townsend  Company,  2  plants,  Zanesville,  O. 
The  Trimble  Paving  Brick  Company,  Dayton,  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouster,  Ohio. 
Thornton  Fire  Brick  Company,  Clarksburg,  W.  Va. 
Plant  at  Thornton,  W.  Va. 


THE  DUNN  WIRE-CUT-LUG  BRICK  CO.  (Licensors)  Conneaut,  Ohio 


i 
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These  Reports  Will  Help  You 
Increase  Your  Sales  and 
Your  Profits 

GET  SAMPLES  FREE 

WE  would  like  very  much  for  you  to  become  familiar  with  MacLean 
Daily  Reports,  even  though  you  may  not  seriously  consider  sub- 
scribing at  the  present  time.  Just  now  we  have  a  very  good  opportunity 
to  arrange  it  so  that  you  can  do  this  if  you  wish. 

During  the  past  few  days  we  have  printed  a  few  extra  copies  of 
reports  covering  building  operations  of  value  to  you.  There  are  about 
eighty  different  sample  reports  on  hand  now.  If  you  wish  we  will  send 
you  a  set  so  that  you  may  be  better  able  to  judge  whether  the  MacLean 
Service  will  be  helpful  to  you  in  your  business. 

Should  you  feel  any  hesitancy  about  doing  this,  we  want  to  explain 
that  the  reports  will  be  sent  entirely  at  our  expense,  and  your  using  them 
will  not  obligate  you  in  any  way. 

SEND  FOR  SAMPLES  TO-DAY. 


MacLean  Daily  Reports,  Limited 

25  Charlotte  Street 
TORONTO 

Send  MacLean  Reports  (FREE) 

Name  of  Concern  

Address  

Individual  

Position  with  firm  

What  territory  do  you  cover?  

Nature  of  your  business  
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Rogers  Cement 


Crawford  Street  Bridge,  Toronto 


This  bridge  is  numbered  among  the  recent  not- 
able accomplishments  in  concrete  construction. 

The  sharp  refined  detail  and  attractive  design 
were  made  possible  by  the  uniform  high  quality  of 

ROGERS  PORTLAND  CEMENT 

The  Crawford  Street  Bridge  is  only  one  example 
of  many  such  monuments  to  the  superiority  of 

ROGERS  CEMENT 


Alfred  Rogers  Limited 

28  King  St.  West,  Toronto 


March  1,  1915 
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Our 

CRUSHED  STONE 

Makes  Poor  Roads  Good — 
Good  Roads  Better 


STORAGE  BINS— Capacity  2000  tons 


Canada  Crushed  Stone  Corporation 

Limited 

DUNDAS       -.  ONTARIO 

Toronto  Agents:  Rogers  Supply  Company,  TORONTO,  ONT. 
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Culverts 


For 


Good  Roads 

The  best  road  may  be  damaged  by  whole  or  partial  failure  of  a  culvert. 

We  are  making  a  special  concrete  culvert  thoroughly  reinforced  that  will 
stand  extreme  loads  and  vibration. 

We  use  the  most  up-to-date  machinery  and  by  the  practical  and  scientific 
blendingand  mixing  of  materials  are 
able  to  procure  an  everlasting  cul- 


vert. 


All  our  goods  are  matured  be- 
fore shipping. 

Write  us  for  catalogue. 
« 

The 

Dominion 
Concrete 

Company,  Limited 

KEMPTVILLE, 
ONT. 
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Kahn  Armor  Plates 


Kahn  Curb  Bars  -<>  Kahn  Road  Mesh 

FOR  CONCRETE  ROADS  AND  CURBS 


Cross  sectional  view  showing  joint  protected  by  Katin 
Armor  Plates  witti  filler  between  them. 


Kahn  Armor  Plate. 

The  Beveled  Edge  Protects  the  Concrete. 


KAHN 


CURB 
BARS 

The  scientific  practical,  efficient 
and  economical  protection  for 
edges  of  concrete  curbs,  columns, 
walls,  entrance  posts,  platforms- 


Straight  or  Curved  Bars 

Unit  of  Plate  and  Anchorage. 
Substantial  Steel  Protection. 
Rigid,  Positive  Anchorage.  No 
Splitting  of  Concrete.  Easy 
to  handle  and  install. 


SEE  OUR  EXHIBIT  Canadian  International  Good  Roads  Convention  and  Exhibition  at  Montreal,  P.Q. 


WRITE  FOR  SPECIAL  PAMPHLETS 


Trussed  Concrete  Steel  Company 

of  Canada,  Limited 

Works—         «         «        «         WALKERVILLE,  ONT. 
District  Offices— Vancouver  Winnipeg  Toronto  Montreal 
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Builders  of  Good  Roads  ! 


It  will  pay  you  to  be  just  as  particular  in 
selecting  your  small  equipment,  as  you  are  in 
choosing"  your  larger  requirements.  In  the  matter 
of 

Screens  J  ChuteSy 
Truck  ShovelSy  etc. 

We  are  in  a  splendid  position  to  take  care  of 
your  needs. 


Our  chutes  are  made  of  heavy  galvanized  or  black  sheet  iron,  thoroughly 
reinforced  at  edges  with  angle  iron.  Made  as  a  single  chute  of  any 
length  or  in  telescoping  sections. 


Yard  Screen  :  — Frame  work  of  well  seasoned  ash. 
Wearing  surfaces  protected  by  sheet  iron  and  the 
screening  area  braced  by  stout  iron  bar. 


THE  GEORGE  B.  MEADOWS 

Toronto  Wire,  Iron  and  Brass  Works  Co.,  Limited 

479  Wellington  Street  Westy  TORONTO 
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Let  Pedlar  Products  Answer  the  Question 
of  BETTER  Bridges  at  SMALLER  Cost- 


Pedlar's  Rib  Fabric 

for 

Permanent  Bridge  Work 

Anchored  right  in  the  concrete  work  it 
forms  a  positive  and  rigid  bond.  Greatly 
reduces  cost  and  time  of  erection  by  do- 
ing away  with  expensive  field  labor  and 
forms.  Furnished  in  either  straight  or 
curved  sheets,  both  possessing  the  same 
advantages  of  economy  and  strength, 
producing  permanent,  tireproof,  endur- 
ing construction — no  repairs.  Perman- 
ence, such  as  Pedlar's  Rib  Fabric  brings, 
will  do  much  to  increase  property  value 
without  the  tax  of  continual  repairs. 

Write  for  data  and  information. 


Pedlar's 
Ferro-Dovetail 
Plates 


make  concrete  bridge  work  easy 
and  everlasting.  The  leading  bridge  builders  and  engi- 
neers specify  Ferro-Dovetail  Plates  especially  for  floor  and 
arch  construction.  Ferro-Dovetail  Plates  take  the  place  of 
special  forms.  The  cement  locks  itself  into  the  lateral 
dovetailed,  cross  ribbed,  corrugations  shown  in  illustration, 
and  the  underside  is  plastered.  Such  a  floor  requires  no  fur- 
ther attention  and  repairs,  as  the  plaster  prevents  corrosion 
of  the  plates.    Valuable  booklet  C.R.  free  on  request. 

See  Exhibit  on  Main  Stage,  Good  Roads 
Congress,  Sohmer  Park,  Montreal 

THE  PEDLAR  PEOPLE,  LIMITED 

Established  1861 

Executive  Office  and  Factories— OSHAWA,  ONT. 


Branches-MONTREAL,   OTTAWA,   TORONTO,  LONDON, 


WINNIPEG 

99-W 


A  Paying  Field  for  Progressive  Contractors — 
Apply  the  Oxy-Acetylene  Welding  and  Cutting  Process 

It  helps  you  to  do  a  COUNTLESS  NUMBER  of  jobs  in  a  novel  way 
-QUICKER-CHEAPER- BETTER- than  by  old  methods 

Modern  APPARATUS  (stationary  and  port- 
able) as  well  as  GASES  (Oxygen  and  Acety- 
lene) supplied  on  SHORTEST  NOTICE  and 

Made-in-Canada  by 

L'AIR  LIQUIDE  SOCIETY 


WEST  TORONTO  MONTREAL 
26  Boler  St.  Maitonneuve 


WINNIPEG 
325  William  Ave. 


-THE  OXY-ACETYLENE  PEOPLE- 
Branches  the  World  over.         "SERVICE"  our  Motto. 


L'Air  Liquide  Society,  Maisonneuve, 

MONTREAL,  P.  Q. 

Gentlemen :  — Please  send,  post  paiti,  without 
obligating  me,  your  NEW  BOOKLET. 

Name  

Address   

Prov  Date  

Business  C.  R. 


Welding  of  light-gauge  shells— later  on  armoured  and  embedded  in  cement  — for 
Water  Mains,  Gas  Mains,  etc. 


THIS  COUPON  will  bring  you— without  obligating  you— MUCH  INFORMA- 
TION about  this  rapidly  spreading  process. 


DO  NOT  POSTPONE 


SEND  COUPON  NOW 
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Everything  in 

Contractors'  and  Railway 

Equipment 

And  we  pride  ourselves,  not  only  upon  the 
great  number  of  lines  we  handle,  but  also  upon  the 
way  in  which, each  one  of  them  will  stand  the  most 
rigid  test  to  which  it  may  be  subjected,  and  the 
high  degree  of  efficient  work  which  it  is  capable  of 
producing. 

We  can  quote  you  to  your  advantage  on  the  following  lines : 

Western  Road  Making  Machinery,  Dump 
Cars,  Flat  Cars,  Passenger  Coaches,  Box 
Cars,   Locomotives,    Locomotive  Cranes 

BUCYRUS 

»■ 

Steam  Shovels,  Dragline  Excavators,  Pile 
Drivers,  Dredges,  etc.,  etc. 

When  attending  the  Good  Roads  Convention  and 
Exhibition,  call  at  our  offices  and  we  will  help 
make  your  visit  both  pleasant  and  profitable. 


Canadian  Equipment  Co.,  L 


imited 


Branch  :  St.  Catharines,  Ont.  MONTREAL 

Western  Representatives: 

Dominion  Equipment  &  Supply  Co.,  Limited 

WINNIPEG  VANCOUVER 
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The  Most  Advanced  and 

Efficient  Method  of 
Chimney  Construction 

Monnoyer^s  System 

Patented 

The  difificulties  which  confront  the  builder  of 
ferro-concrete  chimneys,  towers,  condensers,  etc., 
who  uses  the  ordinary  method  of  construction, 
are  eliminated  in  a  very  practical  manner  by  the 
application  of  MON NOYER'S  system. 

This  ing'enious  process  does  away  with  the 
enormous  cost  of  shuttering",  a  feature  alone 
which  makes  for  less  cost. 

Other  features  of  vital  importance  are  : 

Lightness 

(Chimneys,  towers,  etc.,  made  by  the  MON- 
NOYER'S  system  are  extremely  light,  saving 
considerably  on  foundations.) 


Durability 


The  MONNOYER  process  insures  great 
durability. 

Very  Pleasing  Appearance 

The  accompanying  illustration  is  an  example. 

We  will  gladly  explain  the  merits  of  this 
system  in  detail.     Write  us  for 
the  information  you  need. 


The  above  designed  chimney  [1 98'  high, 
9'  diam.  at  summit]  was  constructed  at 
the  works  of  the  Transcontinental  Nat- 
ional, Quebec,  Canada,  by  Ed  Pelletier 
&  Son,  with  only  the  help  of  their  men 
and  without  any  previous  preparation. 


Edward  Pelletier  and  Son 

111  Colomb  Si.     Grantees  for  Canada  and  United  States  QuebeC 

The  R.  E.  CLEATON  CO..  20  St,  Nichola*  St..  MONTREAL- S.ik-s  l-tepi esentatiws  Ici  (Jiu-lu-i-  P, i.viiur. 
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BITULITHIC 

The  Pavement  Which  Has  Proven  To  Be  "  Best  By  Every  Test " 


Marion  Street,  St.  Boniface,  Man.   A  creditable  example  of  Bitulithic  Pavement 

The  greatest  care  is  used  in  the  mixing  and  laying  of  the  BlTULFfHIC  pavement.  It  renders 
unfaiHng  service. 

BITULITHIC  is  constructed  for  all  kinds  of  traffic.  It  is  composed  of  varying  sizes  of  the 
best  stone  obtainable,  combined  with  bituminous  cement,  and  laid  under  close  laboratory  super- 
vision. 

The  integrity  of  the  construction  of  BITULITHIC  and  the  satisfaction  of  municipalities  which 
have  and  are  still  usin^  it,  far  outweigh  any  saving  in  first  cost. 

In  these  days  of  frenzied  competition  in  the  paving  field,  we  believe  this  declaration  of  prin- 
ciple is  needed.  And  our  reputation  of  many  years'  standing  in  the  street  paving  industry  will 
back  it  up. 

BITULITHIC  can  be  laid  as  satisfactorily  over  sound  macadam  foundation  as  over  concrete 
foundation. 

BITULITHIC  is  the  development  of  many  years'  experience  in  road  building.  We  are  pav- 
ing specialists  and  give  you  the  benefit  of  our  experience. 

BITULITHIC  PAVEMENT  is  the  cities'  best  asset— as  you  will  have  a  well  paved  street 
for  years  to  come. 

No  Time  Like  the  Present  to  .Specify — BITULITHIC  for  streets  to  be  paved  this  spring. 
The  sooner  you  award  your  contract  for  BITULITHIC  the  earlier  your  streets  will  be  ready  for 
use. 

BITULITHIC  is  the  delight  of  all  automobilists,  abutting  residents  and  taxpayers. 

"Bitulithic  the  Pavement  of  Quality" 
A  postal  card  will  bring  you  illustrated  booklets  regarding  BITULITHIC  PAVEMENT. 

Why  not  write  one  today  to 

WARREN   BROTHERS  COMPANY 

Executive  Offices  :   BOSTON,  MASS. 

'  Dis'i'HicT  Offices  : 

New  York,  N.  Y.  Chicago,  111.  Rochester,  N.  Y. 

Los  Angeles,  Cai.  Portland,  Ore  Phoenix,  Ariz. 

St.  Louis,  Mo.  Richmond,  Va.  Nashville,  Tenn. 
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are  being  used  by  Municipal 
and  contracting  Engineers 
who  are  doing  big  things  in 
building  Canada's  roads. 

More  than  200  are  in  use. 
They  are  working  on  all  kinds 
of  road,  in  every  part  of  Can- 
ada and  under  every  sort  of 
condition. 

The  best  proof  of  their  effici- 
ency and  reliability  is  their 
endorsement  by  every  user. 

Write  for  specifications 
and  prices. 


mm 


ml. 


11      I  I 


nkmRmi/\Er\GinE 


Catalogue  No.  301 
and  List  of  User* 
on  request.  - 
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LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
(Tatalogiie  No.  1. 


CHAMPION  HOIST 

Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools. 


TurnbuU 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  TurnbuU  Elevator 

Mfg.  Company 

TORONTO,  ONT. 
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Harvard's  Wonderful  New  Library 

The  Harry  Elkins  Widener  Memorial  Library  is  truly  a 
wonderful  institution,  and  pre-eminently  fitting  for  the 
great  uni^-ersity  which  it  adorns. 

In  this  beautiful  building  Sturtevant  Multivane  Fans  are 
used  exclusively  for  supplying  fresh  air  wherever  needed 
and  for  exhausting  foul  air  from  halls  and  toilets. 

A  complete  system  of  distributing  ducts  below  the  stacks 
supplies  fresh  air  to  keep  the  books  in  good  condition. 
The  fresh  air  outlets  are  located  10  feet  apart. 


Photot^raph  shows 
Harvard  Yard  Fa- 
cade of  Widener  Li- 
brary— Capacity  two 
and  a  quarter  mil- 
lion volumes  —  Cost, 
$2,000,000.00 — Archi- 
tect, Horace  Trum- 
bauer,  Philadelphia 
and  New  York. 


-A: 


The  Sturtevant  or- 
ganization comprises 
the  largest  and  most 
capable  body  of 
trained  fan  engi- 
neers in  the  world. 
They  will  be  glad 
to  co-operate  with 
you. 


Multivane  Fan  Wheel 


B.  F.  Sturtevant  Co.  of  Canada,  Limited 

Montreal,  Toronto  Gait   Ontario  Winnipeg,  Vancouver 


Siirl©¥«ni 


(reg.  can.  pat.  off) 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full       paye,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Workl 

Aluminium 

Spielmann  Agencies  Regd. 

Architects'  Instruments 
Stanley  Company,  \V.  F. 

Air  Hoists 

Noithern  Crane  Works 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Architectural  Terra  Cotta 

Northwestern   Terra-Cotta  Co. 
Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 

Bituminous  Paving 

Warren  Bros.  Company 
Warren    Bituminous   Paving  Co. 
of  Ontario 

Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inghs  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian.  Iron  Wks. 

Boxes-Junction 

Standard  Underground  Cable  Co. 
•  of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 
North- Western  Terra  Cotta  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Buckets 

Beatty  &  Sons,  M. 
Browning  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 

Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 

Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Easte»n    Canada    Steel    id  Iron 
Works 

Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Sarnia  Bridge  Company 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 
Cast  Stone  Block  &  Machine  Co. 

Cement 

.\lfred   Rogers,  Limited 
liritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps  ' 

iioving  Hydraulic  &  Engineering 
Company 

Chains 

Woodhouse  Chain  Company 

Clayworking  Machinery 
Bechtel,  B.  E. 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Woiks. 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Building  Blocks 
Montreal  Concrete  Works 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 
> 

Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Pipe 

.Montreal  Concrete  Works 

Conduits 

(^an.  H.  W.  Johns  Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,   W.  L. 

Contractors'   Plant  &  Supplies 
Beatty  &  Sons,  M. 
Iioving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
(,'anadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh    &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Diinlop  Tire  ^ir  Uul)l)cr  Company 


Conveying  Machinery 

Goodwin,    Barsby    &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic   Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 
Pater'son  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
-Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

rr^^-.q  .    ■  a"  ;  ' 
Dredges 

Beatty  &  Sons,  M. 

Browning  Company 

Canadian  Equipment  Company 

Hopkins  &  Company,  F.  H. 

Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc, 
Bechtel,   B.  E. 

Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.    Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 

Gent   &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Punip 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
Roelofson  Elevator  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blpwer  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Plait   Iron  Works 

Filtration  Plants 

New     York     Continental  Jewell 
Filtration  Company 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed  Concrete  Steel  Co. 

(Continued  on   Paje  221 
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CRUSHED  STONE 

For  Concrete  and  Macadam 
THE  TOUGHEST  STONE  FOR  MACADAM  IN  ONTARIO 


Capacity  1,000  tons  per  day. 

The  only  quarry  producing  the  famous  Hagersville  Blue  Stone, 

the  best  for  road  work  in  Ontario. 

Used  extensively  by  the  counties  of  Middlesex,  Oxford,  Brant,  Lin- 
coln, Halton,  Peel  and  York;  and  the  Ontario  Government  roads. 


The  Hagersville  Contracting  Co.,  Limited 

Office  and  Quarries:  Hagersville,  Ontario 

Correspondence  Solicited 
Stone  delivered  on  G.  T.  R.,  M.  C.  R.,  C.  P.  R.  and  T.  H.  &  B.  Railways 

J.  C.  Ingles,  Mgr.,  Hagersville,  Ontario 

Long  Distance  Phone  No.  71 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Qo. 

Manitoba  Bridge  &  Iron  Works 

McGregor  &  Mclntyre 
Flag  Poles 

Ontario   Wind   Engine   &  Pump 
Company. 
Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

C.oold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Goold,  Sliapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind   Engine  .  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer   Prism  Company 
Toronto  P.late  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   IngersoII-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 


Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Browning  Company 
Canadian   IngersoU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

llunlop  Tire  &r  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr   Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 

Canadian  Ofifice  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Levels 

I'.erger  &  Sons,  C.  L. 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes)  * 
Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Dnnlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
liessenier  Limestone  Company 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Paving  Pitch 

Canadian  Tar 


Products  Co. 


Pipe   (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  24' 


Canadian  Pacific  R.  R.  Office  Building 
Dominion  Bridge  Co.  Steel  Fabricators 
Structural  Steel  Painted  with 
"SUPERIOR  GRAPHITE  PAINT" 


The  Structural  Steel  of 

The  Highest  Commercial  Buildings 

in  the  British  Empire 
are  protected  by 

"SUPERIOR  GRAPHITE 
PAINT" 


The  use  of  this  Paint  absolutely  insures  steel 
against  damage  by  Rust  or  Electrolysis. 

SPECIFIED  BY  LEADING  ARCHITECTS 

Because  it  has  Twenty-five  years  of  proven  service 

to  its  credit. 


Made  only  by 

DOMINION  PAINT  WORKS,  LIMITED 


WALKERVILLE,  ONT. 


Montreal 
Toronto 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich 


Winnipeg 
Vancouver 
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MADE  IN  CANADA 


BY 


SAWYER  «  MASSE Y  COMPANY 

Road  Machinery 


A  Full 
Line  of 


Reversible  Steel  Grader 

Over  2000  in  use 


Including  Steam  Road  Rol- 
lers, with  differential  gear, 
the  only  Steam  Roller  built 
in  Canada  equipped  in  this 
way,  Steel  Stone  Crushers, 
Elevators,  Screens  and  Port- 
Double  Cylinder  Steam  Roller     able  Bins,   Road  Graders, 

Dump  and  Spreading  Wagons,  Vertical  Boilers,  Tile  Moulds,  etc. 

SEND   FOR  CATALOG. 

See  our  exhibit  at  Good  Roads  CongresSy  Montreal,  March  6th  to  10th 

Head  Office  and  Factory  :  HAMILTON,  CANADA 


Branches— Winnipeg,  Man.,  Retina,  Sask.,  Calgary,  Aita. 


Agency— Buenos  Aires 


Delegates  to  the 
Good   Roads   Convention ! 

A  Trip  Through  MontreaVs  Filter  Plants 

"V/OUR  visit  to  Montreal  will  not  be  complete  without  a  trip  through 
Montreal's  big  filter  plants.  We  have  made  plans  to  personally 
condudt  you  through  them.  We  want  to  explain  to  you  how  we  have 
been  instrumental  in  making  Montreal  famous  as  a  centre  from  which 
to  visit  filtration  systems. 

We  place  ourselves  entirely  at  your  disposal  and  can  assure  you  a 
pleasant  and  profitable  time. 

Let  Us  Be  Your  Guide! 

New  York  Continental  Jewell  Filtration  Co. 

619  New  Birks  Bldg.,  Montreal 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating)  , 
Dominion   Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian  IngersoU-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   IngersoII-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American   Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind  Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.  W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 

Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Sawyer-Massey  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 

Shovels  (Steam) 
Browning  Company 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes   &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
Tlicr    Iron  Works 

(Continued  on  page  28) 
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Both  are  "One-Man"  Hoists 


Both  Are  Operated  from  Grade  Level  by   Hand  Power 

NVESTIGATE  the  G  &  G  Tele- 
scopic Hoist.     It  is  in  general 
use  throughout  the  Dominion  for  the  the  model  b  hoist 

removal    of    ashes     in     residences,    ^''^  one  man  unaided  can 

III  I  rr-        ,      •  1  J  •  Derform  entire  operation  of  raising  ash 

schools,  churches,  OttlCe  buildings,  etc.      cans  from  cellar  to  top  of  ash  wagon 

and  lowering  empty  cans  to  cellar. 
Hoisting  head  revolves  with  overhead 
crane  to  swing  can  over  top  of  wagon. 
No  reliandling  necessary  at  grade. 

MADE  IN  CANADA 


THE  MCDDEL  A  HOIST 
With  this  hoist,  one  man  unaided 
can  perform  the  entire  operation 
of  raising  ash  cans  from  cellar  to 
grade  and  lowering  empty  cans  to 
cellar.  Hoisting  head  revolves  to 
place    can    on    sidewalk    clear  of 


=  hatch. 


MADE  IN  CANADA 


Raises  load  at  a  guaranteed  speed  of  30  feet  per 
minute.  When  not  in  use  hoist  telescopes  and  no 
part  shows  above  street  level. 

Operated  from  grade,  insuring  fullest  protection 
for  both  public  and  operator  against  injury  due 
to  open  hatch.  Every  hoist  is  subjected  to  thor- 
ough working  test  before  shipment  and  is  shipped 
completely  assembled — not  "knocked  down." 

^      SEND  FOR  BOOKLETS 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


Write  for  complete  information 
about  the  automatically  operated 
G  &  G  SIDEWALK  DOOR 
OPENING  &  CLOSING 
DEVICE 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agenti  (or  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Afenti  (or  British  Columbia 

II 


B.  & 


CO., 


S.  H.  THOMPSON  tt 
LTD..  MONTREAL 
Agents  (or  Quebec. 
W.  T.  GROSE, 
Agent  (or  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 

Ill 
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OOD 


CHAMPION  MACHINERY 

Made  from 

CHAMPION  STEEL 

the  (dst- Iron  shot  of - 

Competitors- 


CANADIAN 
MATERIAL 


CANADIAN 

LABOR 


Why  import  inferior  macfiin- 
ery  when  you  can  purchase 
Canadian  product  superior  in 
quality  ? 


If  interested  write  for  catalogue  of  our  com- 
plete line  of  Crushers,   Elevators,  Screens,  Road 
Graders,   Road  Rollers,    Road    Levellers,  Road 
Plows,    Road  Oiling  Machinery,  Street  Sweepers,  Street  Sprinlkers  and  Cleaners. 

The  ONLY  exclusive  manufacturers  of  Stone  Crushing,  Earth  Moving,  and 
Street  Cleaning  Machinery  in  Canada. 

The  Dominion  Road  Machinery  Co. 

Limited 

Factory  and  Head  Office : 

Goderich       -  Ontario 
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FOR  SALE 

2  50-ton  10  Wheel 
Locomotives. 

2  Model  60  Marion 
Steam  Shovels 


2  27-ton  Shay  geared 
Locomotives 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


^EW  Glasgow,N.S. 
and  St.  Johns, PQ. 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipe  and  connections  .are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  guUey  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipment  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :    St,  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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Rubber-Made  Goods 


Dunlop  Main  Drive  Belts 

Gil)raltar — red,  friction  face,  heavy 
(luck — every  inch  a  dependable  belt  and 
tlie  highest  grade  obtainable.  Ideal  for 
lieavy  service.  Stands  up  under  any 
tests  no  matter  how  irregular  and 
severe.  Xo  separation  of  plies,  no  rot- 
ting of  duck  from  dampness,  no  ab- 
normal stretching.  We,  also,  make  any 
.grade  of  rubber-faced  belt  for  main 
drive  purposes. 

Dunlop  Conveyor  Belts 

Are  known  for  their  endless  fund  of 
toughness  and  enduring  quality.  [Con- 
sistency and  continuity  of  service  are  so 
important,  especially  in  the  conveyance 
of  materials,  that  it  pays  to  select  a  belt- 
ing of  proven  efficiency.]  Resist 
moisture  and  the  cutting  action  of 
sharj)  materials.  Retain  their  pliability 
Will  not  chip  nor  separate.  Ample 
provision  is  made  for  the  protec- 
tion of  the  edges  of  the  belts  from  the 
guiders  by  the  addition  of  a  liberal  thick- 
ness of  rubber. 

Dunlop  Steam  Hose 

Is  the  final  result  of  continuous  experi- 
mentation to  produce  an  ideal  steam 
hose.  Has  a  specially  compounded  tube 
to  resist  the  action  of  steam  under  vary- 
ing pressures.  Being  seamless,  also, 
there  is  no  possibility  of  the  steam  work- 
ing its  way  into  the  duck.  The  best  of 
Ime,  specially-woven  cotton  in  the  body 
of  the  hose  and  a  high-grade,  scientifi- 
cally compounded  rubber  friction  ensure 
protection  a.gainst  abnormal  treatment. 


Dunlop  Fire  Hose 

The  Pride  of  Every  Fire  Department 

I'tmost  Power,  Greatest  Wear  and 
L'ndisputed  Leadership,  characterize  all 
i'^ire  Department  Hose  branded  with  the 
name  "Dunlop"  and  the  famous  "Two 
Hands"  trademark.  Municipalities  in 
great  numbers  proclaim  Dunlop  Fire 
Hose  superior  by  using  it  exclusively  and 
continually.  Straight  and  smooth  water- 
way— weight,  grade  and  texture  of  cot- 
ton jackets  always  right.  Supplied  with 
Cotton  Jacket  or  Rubber  Cover — any 
grade  to  suit  all  requirements. 

We  are  the  only  rubber  company  in 
Canada  authorized  by  the  Underwriters' 
Laboratories,  Inc.,  Chicago,  to  manu- 
facture Fire  Hose,  bearing  their  rubber 
label  of  approval. 


Dunlop  Pneumatic  Tool 
Hose 

Impervious  to  oils.  Has  the  requisite 
strength,  yet  is  light  and  flexible  so  as 
to  be  easily  ha>ndled.  Plain  cover,  wire- 
wound,  if  desired. 

Dunlop  "Sunset"  High 
Pressure  Packing 

Remains  soft  on  the  hottest  joint. 
That  flexibility  gives  it  the  necessary 
"life"  to  withstand  the  highest  pressures. 
A  perfect  packing  for  all  joints  and  im- 
mune to  the  effects  of  steam,  alkalies  or 
ammonia. 


The  Dunlop  line  consists  of  High-Grade  Tires  for  Auto- 
mobile, Motor  Truck,  Bicycle,  Motorcycle  and  Carriage,  and 
High-Grade  Rubber  Belting,  Packing,  Fire  Hose  and  General 
Hose,  Mats,  Tiling,  Heels,   Cements   and   General  Rubber 
Specialties. 

Dunlop  Tire  &  Rubber  Goods  Co. 

Limited 

Head  Office  and  Factories:  TORONTO,  CANADA 

BRANCHES 


Victoria  Vancouver 
Saskatoon  Regina 
Hamilton  Toronto 
St.  John 


Edmonton  Calgary 

Winnipeg  London 

Ottawa  Monireal 
Halifax 


inilliiiiiiiiiiiriiiilllill 
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Steel    &  Iron 


Fteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Buildings 
Eastern  Canada 
Works 
Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-ManviUe  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel   Plate  Construction 

Thor    Iron  Works 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers    Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 

Burlington   Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba   Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Sarnia  Bridge  Company 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyor's  Instruments 

Dikeman  Surveyor  Company 

Swinging  Gears 

Dake   Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Thor  Iron  Works 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Terra  Cotta 

Northwestern  Terra  Cotta  Co. 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,   Shapley  &  Muir  Co. 

Transits 

Berger  &  Sons,  C.  L. 

Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh  _  Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 


Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 
Water  Tapping  Machine 

Mueller  Mfg.  Co.,  H. 
Water  Turbines 

Boving  Hydraulic  &  Engineering 
Company 

McDougall  Caledonian  Iron  Wks. 
Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 
Welding   and   Cutting  Plants 

L'.Mr   Liquide  Society 

Prest-O-Lite  Company,  Inc. 
Well  Drilling  Plants 

American  Well  Works 

Ontario   Wind   Engine   &  Pump 
Company. 
Wheelbarrows 

Meaford  Wheelbarrow  Co. 
Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 
Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 
Wood  Pipe 

Canadian  Pipe  Company 

Pacific  Coast  Pipe  Company 

Vancouver  Wood  Pipe  &  Tank  Co. 
Wood  Tanks 

Pacific  Coast  Pipe  Company 

Vancouver  Wood  Pipe  &  Tank  Co. 


— for  painting  gas  tanks,  water  tanks,  bridges,  structural 
iron  work  and  all  metal  surfaces 

Anchor  B-H  Graphite  Paint 

gives  most  years  wear  per  dollar 


Graphite  is  one  of  the  most  inert  of  pig- 
ments. It  resists  the  action  of  acids  and  alkalies. 
It  is  imaffected  by  heat  or  cold  These  quali- 
ties make  a  properly  compounded  graphite 
l)aint  the  ideal  coating  for  metal  surfaces  ex- 
posed to  action  of  smoke,  steam,  aoid  fumes, 
gases,  heat,  etc. 

The  value  of  any  graphite  paint,  therefore, 
depends  upon  tlic   quality   and   percentage  of 


.graphite  it  contains.  Anchor  B-H  Graphite 
Paint  is  made  from  the  highest  grade  of  pure 
graphite.  This  pigment  is  ground  to  the  extreme 
degree  of  fineness  so  that  the  paint  carries  the 
largest  possible  portion  of  pure  graphite- 
Anchor  B  -  H  Graphite  Paint  prevents  rust 
and  makes  an  indestructible  elastic  covering. 
It  is  put  up  ready  to  use  in  l^arrels  and  five 
tiallon  cans. 


Write  for  color  card  and  prices. 

RRANDRAM  HENDERSON 

mm^ma^^m^mmm^^^m      'iAnHHa^HB^HB  limited 


MONTREAL,   HALIFAX,   ST.  JOHN,   TORONTO,  WINNIPEG. 
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Cheapen  the  Cost  of  Good  Roads  with 

NATIONAL  Trucks 


NATIONAL  Worm  Drive  Trucks  are  made  in  the  largest  Motor  Truck 
Plant  in  Canada.  The  design  is  the  product  of  our  own  Engineering 
Department,  and  is  the  result  of  the  most  searching  investigation  of  the 
requirements  of  Canadian  roads  and  conditions.  The  materials  used  in 
NATIONAL  TRUCKS  are  the  same  as  specified  by  the  British  War  Office 
in  ordering  Trucks  for  war  purposes. 

Municipalities  will  find  NATIONAL  MOTOR  TRUCKS  the  most  econom- 
ical to  carry  materials  for  building  Good  Roads  and  other  public  works. 

Our  Traffic  Engineers  will  present  facts  and  figures  that  will  prove  the  economy 
of  NATIONAL  MOTOR  TRUCKS  in  comparison  with  other  methods  of  hauling. 

Address  Truck  Dept. 

NATIONAL  STEEL  CAR  COMPANY,  LIMITED 


HAMILTON 


CANADA 

Montreal  Office : 
Shaughnessy  Building 
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ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


Notre  Dame  St.,  Three  Rivers,  Que. 
Part  of  the  Montreal  and  Quebec  highway  showing  the  smooth  surface  given  by 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


mm 


mm  tmmiM  mbwts  f  ®r 
mt^  OF  TEMIDI 


:MLi  ©IE,  C?  Umm 
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Tar  Binders  Dust  Layers  Paving  Pitch 


Creosote 
Oil 


Roofing 
Materials 


Canadian  Road  Tars 

Make  Good  Roads 

CANADIAN  OLD  STYLE  PAVING  PITCH 

Granite  Block 

FOR    Brick  PAVEMENTS 

Creosoted  Wood  Block 


q  Our  TAR  BINDERS  are  manufactured  in  three  grades  C.  T.  &  P. 
Any  condition  encountered  in  construction,  resurfacing  or  maintenance 
work  can  be  dealt  with  successfully  and  economically  with  one  of 
these  grades. 

^  All  goods  guaranteed  to  be  of  the  highest  quality.  We  are  prepared  to 
ship  promptly  in  tank  cars  or  barrels,  to  any  specification. 

^  See  us  at  the  International  Good  Roads  Congress,  Montreal,  week 
of  March  the  6th,  Booth  No.  29,  or  write  for  information  and  particulars. 


Canadian  Tar  Products  Company 

Limited 

Montreal 
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Gray  Construction  Co.,  John  V   101 
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MacLean  Daily  Reports   7 
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Manitoba  Bridge  Works  Co   34 

Mansfield  Engineering  Co   103 

Maritime   Bridge    Co   105 

Marsh  &  Henthorn,  Limited   79 

McDougall  Caledonian  Iron  Works 

Company   5 

McDougall,  Geo.  K   104 

McGregor  &  Mclntyre   105 

Meadows  Co.,  Geo.  B   12 

Meaford  Wheelbarrow  Co   101 

Metallic  Roofing  Company   99 

Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works   78 


Morrison  Brass  Company,  James  .  .  82 
Mueller  Mfg.  Company,  H   2 

National  Steel  Car  Company   29 

Neptune  Meter  Company   99 

New  York  Continental  Jewell  Fil- 
tration Company    23 

Noble,  Clarence  W  

Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co  106 

Oakley  &  Son,  Geo  

Ontario  Sewer  Pipe  Company  ....  90 
Ontario  Wind  Engine  &  Power  Co.  99 
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Pacific  Coast  Pipe  Company   98 

Paterson  Mfg.  Company   81 
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Peerless  Form  Clamp  Co  107 
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Pittsburg  Valve,   Foundry   &  Con- 
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Piatt  Iron  Works   91 
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Ric-wiL  Underground  Pipe  Covering 

Company  ...  ,   93 

Rogers  Agencies  

Sawyer  Massey  Company  .........  23 

Sheldons  Limited    

Spielmann  Agencies  Regd.   

Standard  Clay  Products  Limited  . .  30 

Standard  Steel  Construction  Co.  . .  .  103 
Standard  Underground  Cable  Co.  of 

Canada   101 

Stark  Rolling  Mills  Company   87 

Structural  Steel  Company   103 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  19 

Tifiin  Wagon  Company  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   11 

Turnbull  Elevator  Company   18 

N'ancouver  Wood  Pipe  &  Tank  Co. 

Warren  Bros.  Company   10 

Warren  Bituminous  Paving  Company 

of  Ontario   75 

Waterous  Engine  Works  Co   17 

Wayne  Oil  Tank  &  Pump  Co  

Woodstock  Concrete  Machinery  Co. 
Wynne-Roberts,  R.  0  104 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterpris*^ 
ini  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Made 


Pipe 


1    N    ^  .  ■ 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  M^hy  ? 

Because  it  is  made  by  a  special  process  which  makes  it  • 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Manufacturers  of 


Roofs,  Steel  Buildings  and  Structural  Iron 
Work  of  all  Descriptions 

Railway  and  Highway  Bridges 

Designs  and  Estimates  promptly  furnished 


The  large  stock  at  our  Plant — 6000 
tons — of  Beams,  Channels,  Angles, 
Plates,  Flats,  Bars  and  Reinforcing 
Steel  is  ready  for  Quick  Delivery, 


We  operate  a  large  Grey  Iron  Foun- 
dry with  an  annual  capacity  of  5000  tons. 
Also  Structural  Tank,  Forge  and  Ma- 
chineshops,  each  up-to-datein  everyway. 


Office  and  Works :  Winnipeg,  Man. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Work*, 


Branch  Offices  and  Works, 


Montreal,  P.  Q.  Toronto,  Ottawa  and  Winnipeg 

Enginkers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
New  Work  Shop — Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract— Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 
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Good  Roads  Enthusiasm 

MONEY  wisely  invested  in  providing  good 
roads  is  one  of  the  best  legacies  the  people  of 
today  can  leave  to  posterity.  Good  roads 
are  an  economic  necessity,  essential  to  all  the 
phases  of  our  social  and  commercial  intercourse  and  a 
prime  factor  in  the  development  of  the  province.  The 
highways  we  have  always  had  with  us  and  always 
will.  Upon  them  we  meet  with  a  common  feeling  of 
ownership  and  it  is  our  duty  to  ourselves  to  improve 
our  economic  conditions  by  paying  greater  attention 
to  the  prosecution  of  highway  improvements. 

Road  improvement  is  a  matter  of  deep  interest 
throughout  the  farming  districts  of  the  Dominion. 
Every  journey  is  wholly  or  in  part  over  the  common 
road,  and  the  comfort  and  prosperity  of  the  agricul- 
tural community  and,  therefore,  of  the  cities  and 
towns,  are  closely  reflected  in  road  conditions. 

Steam  and  electric  railways  are  all-important.  Yet 
neither  of  these  does  away  with  the  necessity  for  good 
highways.  They  rather  increase  the  demand.  Rail- 
ways bring  development,  and  development  means 
more  people  on  the  land,  and  more  production,  with 
an  attendant  greater  use  of  local  roads-  Observa- 
tion appears  to  bear  out  the  statement  that  good  high- 
ways are  more  generally  found  adjacent  to  steam 
roads  or  suburban  electric  lines. 

Appreciating  the  necessity  of  the  situation,  a  num- 
ber of  Canadian  Good  Roads  organizations  have  for 
some  years  been  endeavoring  to  accelerate  the  move- 
ment towards  better  highways  by  every  means  in  their 
power  and  from  the  number  of  associations  formed 
throughout  the  Dominion  of  Canada,  the  keen  in- 
terest taken,  and  the  enthusiasm  shown,  by  the  mem- 
bers of  the  associations,  it  is  evident  that  substantial 
progress  is  being  made.  This  is  further  evidenced  by 
the  greatly  increased  mileage  of  good  roads  through- 
out the  Dominion.  In  Ontario,  interest  in  the  good 
roads  movement  has  been  further  stimulated  by  the 
passage  of  the  Macdiarmid  bill  which  now,  we  believe, 
justifies  this  province  in  claiming  that  the  road  laws 
of  Ontario  are  the  best  in  the  Dominion. 

*      *  * 

That  the  Canadian  people  are  becoming  educated 
and  are  realizing  the  benefits  of  good  roads  has  been 
amply  evidenced  by  the  co-operative  spirit  reported 
throughout  the  various  conventions  recently  held  at 
many  points  in  the  Dominion.  Among  these  may  be 
mentioned  the  Conference  on  Road  Construction  for 
county  superintendents  and  engineers  recently  held 
by  the  Ontario  Department  of  Highways  at  the  Par- 
liament Buildings,  Toronto,  to  promote  a  closer  rela- 
tionship between  the  engineers  of  the  department  and 
the  county  superintendents,  and  eiffect  a  more  efficient 
prosecution  of  highway  improvements.  The  recent 
successful  meeting  of  the  Ontario  Good  Roads  Asso- 
ciation, a  report  of  which  is  printed  in  this  issue,  also 
clearly  demonstrated  the  great  advances  that  are  be- 
ing made  all  over  the  province  of  Ontario.  In  Al- 
berta, at  a  recent  convention,  Mr.  Charles  Steward, 
Minister  of  Public  Works,  mentioned  the  decision  of 
that  province  to  lay  before  the  provincial  authorities 
a  proposal  for  the  appointment  of  a  highwa)^  or  good 
roads  commission,  as  the  best  solution  of  the  complex 
and  difficult  problem  of  providing  the  province  not 
only  with  efficient  and  serviceable  roads,  but  also  with 
an  effective  road  maintenance  svstem.  And  last, 
there  is  the  work  done  by  the  Manitoba  Good  Roads 
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Association  and  the  Manitoba  Go\-ernment  which, 
under  the  efificient  direction  of  Archibald  ]\IcGilUvray, 
Comissioner  of  Highways,  have  completed  266  miles 
of  roads  out  of  373  miles  under  construction.  The 
progress  of  the  Good  Roads  Movement  in  Manitoba  is 
described  by  Mr.  McGillivray  in  an  article  reproduced 
elsewhere  in  this  issue.  The  ^ood  work  of  the  Quebec 
Department  of  Roadways,  which,  under  a  most  en- 
ergetic management,  has  done  wonders  in  the  past  two 
or  three  vears.  is  also  outlined  in  this  number. 


The  climax  is  reached,  however,  in  the  interest 
l:)eing  taken  in  the  Third  Canadian  International  Good 
Roads  Association  Congress  to  be  held  in  Montreal, 
March  6  to  11.  The  consensus  of  opinion  is  that  this 
International  Congress  is  providing  a  long-felt  want, 
as  all  evidence  shows  that  the  information  provided  at 
the  last  two  congresses  has  been  of  inestimable  value 
to  those  interested  in  improving  and  developing  the 
roads  of  the  Dominion. 

Summed  up,  Good  Roads  are  an  absolute  necessity 
if  the  country  is  to  continue  progressive  and  the  evid- 
ence is  that  public  opinion  is  being  thoroughly  aroused 
to  the  advantages  of  good  roads  so  that  development 
may  proceed  along  the  broad  lines  that  are  essential 
to  the  continued  progress  and  prosperity  of  the  Dom- 
inion. The  success  of  the  Good"  Roads  Movement, 
iiowe\er.  still  depends  on  further  educating  the  public 
to  its  many  great  advantages,  until  they  became  con- 
vinced that  every  dollar  wisely  and  efficientl}^  spent 
for  this  purpose  is  an  investment  that  will  pay  an  in- 
terest in  gold  dollars,  to  say  nothing  of  the  added 
pleasure  in  life,  the  added  pride  the  individual  will 
feel  in  his  surroundings  and  the  added  comfort  during 
the  hours  actualh'  spent  passing  up  and  down  the 
highway. 


17th  and  18th,  1916.  lie  urged  the  increased  value  of 
permanent  roads  under  present  methods  of  warfare 
where  mot(ir  vehicles  play  such  a  prominent  part.  He 
declared  that  the  use  General  Joffre  made  of  motor' 
cars  and  good  roads  around  Paris  in  August  1914 
saved  the  city  and  halted  the  German  offensive.  He 
spoke  of  the  value  to  the  United  States  of  permanent 
roads  along  the  coasts  and  land  boundaries.  Even 
when  a  considerable  distance  from  the  borders  East 
and  West  roads  would  be  of  great  value  if  North  and 
South  feeders  were  built  as  movements  over  them 
could  be  made  without  the  knowledge  of  the  enemy 
thus  providing  the  surprise  so  essential  to  success. 


Good  Roads  in  War  Time 

Canadians  at  this  time  should  be  specially  inter- 
ested in  the  address  1)}^  Major  Amos  A-  Fries,  corps  of 
Engineers,  United  States  Army,  on  "The  Value  of 
Permanent  Highways  for  National  Defense,"  deliv- 
ered at  the  Second  National  Conference  on  Concrete 
Road  Ihiilding  held  in  Chicago,  Fel^ruarA'  15th,  16th, 


Progress  on  Quebec  Union  Station 

Considerable  progress  has  been  made  in  the  con- 
struction of  the  Union  Station,  Quebec,  by  the  con- 
tractors, W.  S.  Downing-Cook,  of  Montreal.  The  gen- 
eral plans  of  this  building  were  shown  in  our  issue 
of  November  24,  1915.  "Ilie  exterior  of  the  building 
is  now  practically  completed ;  the  power  house  is  also 
completed,  the  boilers  are  in  position,  and  the  general 
building  is  under  steam.  The  exterior  is  of  Chateau- 
vert  stone,  with  Argenteuil  granite.  The  window 
frames  and  iron  doors  are  in  place,  and  the  exterior 
iron  sashes  ready  for  installation.  The  gypsum  block 
covering  is  now  on,  and  the  roof  has  only  to  be 
sheathed  and  covered  Avith  copper. 

In  the  interior  the  partitions  are  being  made  ready 
for  the  plastering ;  brick  and  facience  work  in  the  con- 
course has  been  started,  and  w^ork  will  be  commenced 
on  the  ticket  lobby.  The  brick  work  here  is  of  an  un- 
usually difficult  character.  Nearly  all  matters  connect- 
ed with  the  general  office  building  have  been  settled, 
including  the  re-aiTangement  of  the  ticket  office ;  an 
exception  is  the  lighting  fixtures,  and  this  will  shortly 
be  under  consideration. 

In  the  spring  the  old  station  will  be  removed  and 
broad  sidewalks  enclosing  the  plaza  and  i^oad  from 
St.  Paul  Street  to  the  Henderson  Street  entrance,  to- 
gether with  lamp  standards,  started  on.  The  object 
is  to  comjjlete  portions  of  the  station  to  enable  the 
railway  companies  and  the  public  to  use  them  in  June. 
'Mr.  H.  E.  Prindle,  of  Montreal,  is  the  architect. 


C.eneral  view  of  construction  work 


on  Quebec  Union  Station. 
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Third  Canadian  and  International  Good 
Roads  Congress,  Montreal,  March  6-11. 


B.  Michaud,  President 

Evidence  of  the  keen  interest  beini;-  taken 
in  the  Third  Canadian  and  International 
Good  Roads  Congress,  whicli  is  to  be  held  at 
Sohmer  Park  from  March  6th  to  March  11th 
inclusive,  is  shown  by  the  number  of  in- 
quiries received  daily  by  Secretary  G.  A. 
McNamee. 

The  congress  will  have  eight  business 
sessions,  not  including  the  official  opening 
and  at  each  of  these  certain  aspects  of  the 
road  question  will  be  discussed  by  experts 
m  that  line.  It  is  the  opinion  of  these 
well-known  men  that  the  highway  author- 
ities wish  to  hear  and  profit  by.  The  aim 
of  the  congress  is  not  to  be  the  means  of 
advocating  the  construction  of  any  one  kind 
of  road,  but  to  disseminate  information  as 
to  the  value  of  good  roads  to  all  industries, 
and  the  best  methods  of  constructing  and 
maintaining  them.  There  will  be  papers  on 
the  construction  of  roads,  methods,  main- 
tenance, bridges,  machinery,  materials,  how 
to  successfully  meet  difficulties  of  various 
kinds,  etc.  The  majority  of  the  .speakers 
will  be  practical  men,  who  have  had  to  solve 
problems  either  of  construction  or  mainten- 
ance. 

The  Lieut. -Governor  of  Quebec  has 
promised  to  open  the  Congress,  and  invita- 
tions have  been  forwarded  to  many  prom- 
inent men  associated  with  the  good  roads 
movement.  The  following  are  some  of  the 
speakers  and  their  subjects:  Messrs.  Gabriel 
Henry,  chief  engineer.  Province  of  Quebec, 
"Gravel  and  Stone  Roads"  ;  E.  Farfard,  chief 
of  equipment  department,  Province  of  Oue- 


Geo.  A.  McNamee,  Secretary 

bee,  "Handling  and  Care  of  Machiner}  "  ; 
Alex.  Eraser,  engineer,  roads  department. 
Province  of  Quebec,  "Highwav  Culverts"; 
J.  W.  Levesque,  M.  L.  A., '"Road  Laws";  A. 
V.  Macalhnn,  city  engineer,  Llamilton,  Ont., 
"I'reosoted  Wood  hllock  Pavements";  J. 
Duchastel,  engineer,  City  of  Outremont,  P. 
O.,  "Brick  Highway's  and  Streets"  ;  W-  Hub- 
er,  engineer,  Ontario  Highways  Depart- 
ment, "Maintenance  Systems";  W.  H.  Con- 
nell,  chief  of  the  bureau  of  highways,  Phila- 
delphia, "Maintenance  Materials  and  Meth- 
ods"; Frank  Smith,  consulting  engineer, 
New  York,  "Bituminous  Macadam,  hot  mix, 
using  asphaltic  binder"  ;  Prof.  A.  FI.  Blanch- 
ard,  Columbia  Liniversit^-,  N.  Y.,  "Bitumin- 
ous Macadam,  hot  mix  and  penetration 
methods  using  tar  binder"  ;  Major  W. 
Crosby,  Baltimore,  "Drainage  and  Founda- 
tions" ;  Elmer  Thomson,  Auto  Club  of 
.\merica,  "Motor  Traffic,  its  trend  and  ef- 
fect" ;  Col.  W.  A.  Sawyer,  chairman  of  the 
Massachusetts  Highways  Commission,  "Dif- 
ferent Types  of  Development  used  under 
various  traffic  conditions  "  The  Hon.  T.  FI. 
Johnson,  Minister  of  Public  Works.  Mani- 
toba, will  deliver  an  address;  Mr.  P.  C.  Em 
mett.  secretary  of  the  Manitoba  Motor  Lea- 
g-ue.  "The  Legislative  .Aspect  of  Road  Con- 
struction" ;  Mr.  A.  W.  Dean,  chief  engineer 
of  the  Massachusetts  liighway  Commis- 
.sion  ;  Mr.  L.  E.  Allen,  consulting  engineer, 
Belleville;  Mr.  Percy  H.  Wilson.' consulting 
engineer,  Philadelphia;  and  Mr.  A.  G- 
Batchelder  of  the  .\merican  Automobile 
.Association. 
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General  Types  of  Improved  Roads — Methods 
of  Construction  and  ^Maintenance 

By  George  Hogarth,  Assoc.  Mem.  C.  S.  C.E.* 


THE  program  of  road  work  to  be  undertaken 
during  the  coming  summer  will  shortly  be  giv- 
en consideration  by  the  different  councils  in 
charge  of  municipal  expenditure,  and  a  short 
discussion  of  the  various  types  of  roads  which  are 
customarily  built  appears  timely. 

There  are  many  details  to  be  considered  before 
adopting  any  particular  class  of  road  in  a  certain  lo- 
cality, and  the  more  prominent  of  these  are  the  esti- 
mated cost  of  the  road  per  mile,  the  local  material 
available  for  construction  purposes,  the  road-making 
machinery  or  equipment  possessed  by  the  council  or 
the  use  of  which  can  be  obtained  if  a  contract  is  let, 
and  the  necessary  local  labor  to  accomplish  the  result. 

A  road  used  only  by  a  small  number  of  residents 
does  not  warrant  great  expense,  and  the  simpler  con- 
struction methods  are  usually  employed.  Where  a 
highway  serves  a  larger  population,  a  heavier  traffic 
is  to  be  anticipated,  and  a  type  of  road  structure 
capable  of  giving  satisfaction  under  such  loading  is 
necessary.  A  suburban  road  leading  away  from  a  town 
or  city  may  be  subjected  to  a  large  traffic  composed  of 
all  the  various  sorts  of  vehicles  usually  met  with,  and 
such  traffic  calls  for  stout  road  construction  capable  of 
withstanding  all  the  influences  tending  to  destroy  it. 

Experience  tvith  the  development  of  the  traffic  on 
main  roads  betAveen  cities  and  towns  has  demonstrated 
that  the  most  substantial  pavement  is  required  in  or- 
der that  the  road  may  be  easily  travelled  at  all  sea- 
sons of  the  year.  It  is  quite  evident  that  roads  must 
•be  constructed  to  carry  the  traffic  which  naturally 
reaches  them,  and  to  build  a  light  surface  on  a  high- 
way subjected  to  a  heavy  traffic  is  hardly  to  be  con- 
sidered as  economy.  In  many  cases  it  is  not  difficult 
to  decide  on  the  proper  kind  of  road  to  build,  but  the 
selection  of  a  road  surface  to»be  placed  on  the  more 
important  thoroughfares  requires  earnest  considera- 
tion, and  it  is  suggested  that  where  there  is  doubt  as 
between  a  light  and  a  heavy  type  of  construction,  the 
stronger  be  adopted,  since  traffic  is  t^xpected  to  in- 
crease on  properly  built  highways. 

The  earth  road  is  probably  to-day  the  one  type 
cf  construction  with  which  everybody  is  well  acquaint- 
ed, and  when  such  a  road  is  given  any  reasonable  at- 
tention it  gives  fair  satisfaction  with  light  traffic.  Such 
a  road  is  constructed  at  a  low  cost,  and  during  the 
dry  months  of  the  year  it  can  be  put  to  good  use.  No 
other  type  of  road  is  so  seriously  affected  by  bad  drain- 
age, and  great  attention  should  be  given  to  the  side 
ditches  and  tap  drains,  to  see  that  all  water  flows 
rapidly  away  from  the  road  allowance.  Water  lying 
in  the  side  ditches  is  an  indication  that  the  foundation 
of  the  road  is  in  a  soggy  condition  and  the  entire  sur- 
face will  soon  be  cut  up  and  made  into  a  mire.  To 
prevent  such  a  condition  developing,  proper  attention 
should  from  time  to  time  be  given  to  the  various  parts 
of  the  road.  Ditches  should  be  cleaned  out  and  ren- 
dered effective,  and  the  split-log  drag  frequently  em- 
ployed to  round  up  and  surface  off  the  crown  of  the 
road.  This  maintenance  of  an  earth  road  is  of  great 
importance  and  every  encouragement  should  be  given 
to  those  endeavoring  to  carry  out  improvement  along 
such  lines.    The  results  of  such  labor  amply  repay 

♦  Chief  Engineer  Ontario  Dept.  of  Public  Highways. 


those  in  charge,  and  the  more  efficient  road  surface 
presented  is  much  appreciated  by  the  taxpayer. 

In  some  localities  sand  roads  are  of  frequent  oc- 
currence, and  two  methods  of  producing  a  good  road 
surface  might  be  considered.  The  first  would  be  to 
endeavor  to  keep  the  road  low  and  close  to  the  water 
level  of  the  surrounding  country.  Should  the  damp 
condition  be  maintained  all  summer  a  desirable  road 
is  produced.  Should  a  more  permanent  type  of  sur- 
face be  desired,  the  sand  may  be  mixed  with  clay 
and  the  crown  shaped  up.  Thorough  attention  should 
then  be  given  to  the  drainage  of  side  ditches,  and  by 
keeping  the  road  dry  and  shaping  it  up  at  proper 
times  a  satisfactory  result  will  be  obtained. 

Clay  roads  demand  proper  drainage  from  the  first 
day  they  are  constructed,  and  their  improvement  can 
be  furthered  by  the  use  of  an  application  of  coarse 
sharp  sand  and  dragging  with  the  split-log  drag. 
Good  judgment  and  thorough  working  is  necessary  in 
applying  the  sand ;  surplus  of  either  sand  or  clay  be- 
ing undesirable.  Where  heavy  frost  is  experienced 
during  winter  seasons  a  clay  road  may  become  very 
soft  in  the  spring  of  the  year.  A  partial  remedy  for 
such  a  condition  is  a  well  crowned  surface  and  an 
adequate  depth  and  efficiency  of  drains  and  side 
ditches.  The  construction  of  a  sand-clay  road  is  not 
completed  when  the  first  effort  is  expended  and  fin- 
ished. Such  a  kind  of  road  is  the  only  one  obtainable 
in  many  localities  and  perseverance  in  reconstructing 
and  maintaining  it  is  essential  to  final  success.  With 
intelligent  work  applied  to  rounding  up  the  crown 
and  providing  outlet  for  all  water  to  run  away  from 
the  road,  great  improvement  will  soon  be  shown. 

Value  of  Gravel  Roads 

The  application  of  gravel  to  an  existing  road  marks 
a  long  step  in  advance  in  highway  improvement. 
Gravel  is  cheap  in  many  sections  of  the  country,  and 
the  character  of  the  surface  which  it  produces  is  sec- 
ond only  to  the  more  expensive  stone  roads.  A  gravel 
road  is  easily  constructed,  readily  repaired,  and  when 
well  built  is  capable  of  carrying  fairl}^  heavy  traffic. 
There  are  many  methods  of  constructing  such  a  road, 
and  the  almost  universal  and  undoubtedly  the  cheapest 
appears  to  be  to  dump  the  gravel  in  a  ridge  in  the 
centre  of  the  road  and  let  the  traffic  beat  it  down  and 
consolidate  it.  Many  people  prefer  to  drive  in  the 
ditch  or  along  the  fences  of  such  a  road,  and  in  many 
cases  probably  considerable  damage  is  done  to  the 
shoulders  and  ditches  before  all  traffic  will  naturally 
again  keep  to  the  centre.  A  better  method  to  follow  is 
to  round  up  the  shoulders  of  the  road  and  spread 
and  compact  the  gravel  when  placed.  This  practice 
may  cost  a  little  more,  but  the  results  will  usually 
warrant  the  slightly  larger  outlay,  and  the  people  will 
appreciate  the  convenience  with  which  the  new  road 
can  be  travelled.  Careful  maintenance  of  a  gravel 
road  is  real  economy,  since  a  better  surface  is  con- 
tinuously secured  and  more  wear  is  obtained  from  the 
one  coating  of  gravel.  Drainage  also  requires  atten- 
tion to  prevent  soft  spots  appearing  in  the  road,  and 
a  small  amount  of  money  intelligently  spent  along 
these  lines  will  be  amply  repaid  in  greater  service. 

To-day  the  stone  or  macadam  road,  composed  of  a 
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layer  of  varying  sized  stones  with  a  top  binder  of 
screenings  or  gravel,  is  receiving  more  consideration 
than  ever  before.  The  earth  and  gravel  roads  being 
weak  in  supporting  power  have  crushed  down  under 
heavy  traffic  and  necessitated  the  use  of  a  stronger 
and  more  durable  foundation.  In  the  construction  of 
these  roads  it  is  customary  to  use  the  local  rock  near- 
est to  the  site  of  the  work.  Some  localities  are  pro- 
vided with  splendid  road  building  rock  of  a  hard  and 
tough  nature,  while  in  others  a  softer  rock  may  be 
all  that  is  available.  The  character  of  the  material 
composing  the  road  is  very  important  and  if  a  hard, 
tough  rock,  possessing  good  binding  qualities  be  used, 
it  is  natural  to  expect  a  very  superior  surface ;  while 
with  a  softer  rock  a  grading  down  in  the  value  of  the 
roadway  is  expected.  In  other  lines  of  business  a 
lowering  in  the  price  of  a  commodity  has  resulted  in 
an  increased  volume  of  trade,  and  with  a  steadily  in- 
creasing demand  for  the  better  classes  of  road  build- 
ing material,  a  reduction  of  unit  price  would  appear 
to  be  the  best  advertisement  the  quarries  could  have. 

Treating  Macadam  Roads 

Where  a  stone  or  macadam  road  has  become  dusty 
and  worn,  one  method  of  repair  is  to  clean  it  off,  and 
during  warm  dry  weather  apply  a  coat  of  tar  or  as- 
phaltic  oil  to  the  surface ;  this  has  the  effect  of  elim- 
inating the  dust  and  furnishes  a  binder  which  for  some 
time  will  absorb  the  particles  of  dust  worn  from  the 
stone  in  the  road.  Should  the  road  be  subjected  to 
very  heavy  traffic,  the  wear  may  be  considerable  and 
a  smooth  surface  may  be  a  necessity,  in  which  case 
a  thin  layer  of  new  stone  may  be  applied  to  the  road 
and  the  tar  or  asphaltic  oil  poured  on  and  compacted, 
thus  creating  a  smooth  bituminous  surface  which 
gives  a  good  wearing  road.    The  application  of  the 


bitumen  and  the  new  layer  of  stone  may  be  made  by 
mixing  the  two  in  a  mixer  and  then  applying  and  roll- 
ing onto  the  road  in  a  coat  of  definite  thickness. 

The  bituminous  pavements  are  very  popular  at  the 
present  time,  and  satisfactory  results  with  this  type 
of  construction  are  being  obtained. 

In  busy  highways  carrying  heavy  traffic  the  con- 
crete road  furnishes  at  the  present  time  a  stout  founda- 
tion and  a  good  surface  possessing  many  points  of  in- 
terest. Concrete  is  not  a  new  material  of  construc- 
tion, and  many  stretches  of  splendid  roads  of  this  type 
are  in  use.  The  accepted  method  of  construction  to- 
day is  to  build  a  concrete  slab  probably  six  inches  thick 
at  the  sides  and  eight  inches  thick  at  the  centre,  and 
having  a  width  of  a  double  roadway,  which  is  now 
usually  eighteen  feet.  This  slab  may  be  of  reinforced 
or  plain  concrete,  depending  on  local  conditions,  and 
the  steepest  grade  to  which  it  is  advisable  to  construct 
it  is  four  per  cent.  The  completed  roadway  furnishes 
a  surface  which  is  very  even  and  pleasant  to  ride  over, 
and  is  to-day  one  of  the  accepted  types  of  paving  ap- 
plied to  heavy  traffic  highways. 

In  conclusion  there  are  to-day  various  types  of 
roads  such  as  earth,  sand,  clay,  gravel,  stone,  bitumin- 
ous and  concrete,  each  of  which  requires  adequate 
drainage,  proper  maintenance  and  intelligent  repairs 
in  a  more  or  less  degree.  Drainage  is  a  necessity  in 
every  case,  except  in  one  class  of  sand  road,  and  with 
good  side  ditches  almost  any  type  of  road  furnishes 
a  relatively  satisfactory  surface.  The  maintenance  and 
repair  of  roads  is  now  being  encouraged  in  many  ways 
since  such  work  is  essential  to  preserve  and  keep  the 
surface  in  a  satisfactory  condition,  and  when  such  a 
system  is  in  proper  operation  all  roads  which  are  given 
attention  should  be  passable  at  all  seasons  of  the  year. 


North  Shore  Marine  E 

By  W.  H. 

THE  North  Shore  Marine  Drive  is  the  initial  sec- 
tion of  that  long-projected  extension  of  the 
Pacific  Highway  which  will  extend  eventually 
from  Vancouver  to  Alaska.  The  municipality 
of  the  district  of  West  Vancouver  was  the  first  to  take 
active  steps  to  carry  their  ambitions  to  a  fruition. 
Aided  by  the  active  co-operation,  advice  and  financial 
assistance  of  the  Premier  of  the  Province,  Sir  Richard 
McBride,  a  good  roads  enthusiast,  the  municipality 
has  recently  completed  a  magnificent  section  of  per- 
manent pavement. 

On  the  11th  of  August  Sir  Richard  had  the  plea- 
sure of  formally  opening  this  first  section  of  the  road. 
In  his  address  he  expressed  surprise  at  the  easy  grades, 
the  heavy  rock  cuts,  the  permanent  and  beautiful  con- 
crete bridges,  and  finally  said  that  it  was  his  convic- 
tion that  the  North  Shore  Marine  Drive  had  no  super- 
ior, in  quality  of  construction  and  beauty  of  scenery. 

The  Drive  has  been  in  the  development  stage  for 
the  last  four  years.  In  1913  the  Marine  Drive  by-law 
was  passed  by  the  ratepayers  of  West  Vancouver  to 
provide  for  the  permanent  improvement.  The  war 
caused  a  cessation  of  all  plans  for  some  time,  but  after 
the  municipality  had  failed  in  their  attempts  to  finance 
the  work  the  Cotton  Company,  Limited,  of  Vancouver, 
took  up  the  work  and  accepted  the  bond  issue  in  pay- 
ment. The  contract  consisted  of  clearing  and  grading 

*  Engineer,  M.  D.  Cotton  Co.,  Ltd. 


)rive,  West  Vancouver 

Larson* 

from  Station  0  to  Station  67,  a  reinforced  concrete 
bridge,  and  four  miles  of  asphaltic  concrete  pavement. 
It  was  the  original  intention  of  the  municipality  to  put 
in  a  macadam  roadway,  but  the  contractors  were  suc- 
cessful in  showing  the  false  economy  of  constructitig 
a  macadam  road,  with  a  life  of  possibly  three  years, 
to  be  paid  for  with  forty-year  bonds ;  the  plans  and 
specifications  submitted  by  the  contractor  for  the  pave- 
ment proper  called  for  permanent  construction — that 
is,  one  and  one-half  inches  wearing  surface  of  asphaltic 
concrete  on  a  four-inch  hydraulic  concrete  base. 

Concrete  Base. — After  a  careful  study  a' 'concrete 
base  was  selected  as  more  economical  than  a  riiacadam 
or  a  bituminous  one.  The  type  adopted  consisted  of 
a  four-inch  base  with  the  edges  turned  up  to  form  a 
monolithic  curb.  The  mix  was  one  cubic  foot  of  ce- 
ment to  nine  cubic  feet  of  sand  and  gravel.  The  con- 
crete was  mixed  in  an  eighteen-cubic-foot  Foote  Mixer 
and  hauled  in  Briggs  concrete  carts  to  extreme  hauls 
of  fifteen  hundred  feet.  The  concrete  crew  was  or- 
ganized as  follows :  four  men  at  the  mixer,  seven  men 
spreading,  four  single-horse  carts  hauling,  two  men 
on  water  supply  pipe-lines,  two  men  setting  screens, 
and  six  men  grading.  This  crew  averaged  one  thous- 
and square  yards  a  day,  and  had  a  maximum  of  fifteen 
hundred.  As  the  mix  was  low  in  cement  and  the  base 
thin,  extraordinary  care  was  taken  in  workmanship 
and  in  the  mechanical  grading  of  the  aggregate.  Daily 
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tests  were  made,  a  short  summary  of  which  are  tabu- 
lated : — 

Test  of  Cement — Vancouver  Brand 

High  Low  Average 

Specific  gravity   3.168  :i.l22  3.152 

Initial  set  '   2hr.  45m.    -ihr.  5m.    3hr.  30m. 

Final  set  5hr.  40m.    Ghr.  55m.    6hr.  Om. 

Per  cent,  passing  Xo.  100  sieve      9'J.l  98.5  98.9 

Per  cent,  passing  No.  200  sieve      89.0  97.2  87.7 

Boiling  test  .. .    O.K.  O.K.  O.K. 

Tensile  strength  neat  24  hrs.  483  lbs.  362  lbs.  419  lbs. 
Tensile  strength  neat  7  days  .  .  758  lbs.  555  lbs.  678  lbs. 
Tensile  strength  neat  28  days.  .  813  lbs.  677  lbs.  739  lbs. 
Tensile  strength,   1   cement,  3 

sand.  7  days   39S  lbs.      312  lbs.      358  lbs. 

Tensile  strength,   1   cement,  3 

sand,  28  days   ...      483  lbs.      377  lbs.      420  lbs. 

Compression,  1  cement,  :!  pump 

sand,  7  days   1591  lbs. 

Compression,  1  cement,  3  job 

sand,  7  days   2590  lbs. 

Compression,  1  cement,  3  Otta- 
wa test  sand   •       257G  lbs. 

Compression,   1  cement,  9  cu. 

ft.  sand  and  gravel,  7  days.     2107  lbs.      974  lbs.    1384  lbs. 

38  days.     2794  lbs.    1106  lbs.    1904  lbs. 
Mechanical  grading  of  materials:  Sand. 

Per  Cent.       Per  Cent. 
Passed  Passed 
Sieve  Pumped  Sea  Sand    Job  Santi 

y>    100 

V\   '.  .  .  99  100 

No.  10    97.8  72.8 

No.  20    90.8  50.4 

No.  30    48.2  38.6 

No.  40   21.2  19.0 

No.  50    4.4  9.0 

No.  80    0.6  3.6 

No.   100   .0.3  '1.8 

No.  300    0.1  0.4 

Per  Cent.  Passed 

Sieve  Job  Gravel 

2H-inch  ^   100 

2-inch   80.1 

l^-inch   43.7 

1-inch     18.2 

?4-inch   2.5 

  0.0 

;i-incii   0.0 


Two  kinds  of  sand  were  at  first  used,  the  mix  being 
one  part  of  pumped  sea  sand,  two  parts  of  washed  bank 
sand,  and  six  parts  of  gravel.  As  a  result  of  the  above 
tests  the  pumped  sand  was  discarded. 

Asphaltic  concrete  wearing  surface  was  mixed  in  a 
new  type  of  portable  plant  built  on  the  concrete  mixer 
type,  with  a  surrounding  heat  jacket  with  fire  grates 
beneath.  The  plants  are  most  economicallj'  Avorked 
in  pairs,  one  gang  handling  both.  The  gang  is  or- 
ganized as  follows:  1  foreman,  1  steam  engineer,  1 
tcjrch  tender,  1  platform  man,  1  dump  man  and  fire 
tender,  1  wheelbarrow  man  for  coarse  fines,  1  wheel- 
barrow man  for  graded  fines,  1  wheelbarrow  man  for 
sand,  1  asphalt  kettle  tender,  1  asphalt  carrier,  1  water 
and  chore  team. 

The  street  gang  is  organized  as  follows :  1  fore- 
man, 1  roller  man,  1  raker,  2  shovellers,  1  flush  coat 
and  squeegee  man,  1  concrete  sweeper,  1  asphalt  tamp- 
er, 1  tender  for  asphalt  kettles  and  fire  wagons. 

The  sequence  of  operations  is  as  follows :  wheel- 
barrow men  load  the  mixer  with  four  cubic  feet  of 
coarse  fines,  four  cubic  feet  of  graded  fines,  and  two 
cubic  feet  of  asphalt  sand.  The  torch  man  now  in- 
serts the  kerosene  torch  into  the  mixer  and  the  min- 
eral aggregate  is  heated  by  the  combined  action  of 
the  torch  and  the  heat  from  the  fire  beneath  the  drum. 
In  about  eight  minutes  the  aggregate  is  thoroughly 
dried  and  heated  to  a  temperature  of  about  250  to  275 
(legs.  Fahr.  The  torch  is  now  removed  and  the  plat- 
form man  ])uts  90  lbs.  of  asj^haltic  cement  at  a  tem- 
])eraturc  of  about  275  to  ,300  degs.  Fahr.  The  as- 
])haltic  cement  is  passed  to  him  in  buckets  by  the  kettle 
tender.  The  batch  is  now  heated  without  the  use  of 
the  torch,  so  that  the  bitumen  is  not  exposed  to  the 
direct  action  f)f  a  flame  at  any  time.  The  mixing 
action  of  the  machine  is  that  of  kneading  or  folding. 
This  action  is  superior  to  that  of  the  pug-mill  or 
paddle  mixer  for  the  mixing  of  asphaltic  concrete,  as 
the  paddles  have  a  tendency  to  separate  the  larger 
rock  from  the  sand.  This  same  point  is  noticeable  in 
over-raked  asphalt  on  the  street;  the  rakes  bring  the 
larger  particles  to  the  surface.  The  dump  man  now 
dumps  the  batch  into  the  Briggs  concrete  cart  and 
the  recharging  begins.  The  cart  is  now  moved  over 
to  the  second  mixer,  which  has  followed  up  the  same 
sequence  of  operations,  but  with  all  operations  two 
minutes  later.  The  cart  is  filled  with  the  second  batch 
and  hauled  to  the  sj)reading  gang.  The  economic  limit' 
(if  haul  with  the  single-horse  carts  we  foimd  to  be 
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TABLE  I— GRADING  OF 

MATERIALS 

USED  IN 

ASPHALTIC 

CONCRETE  TOP 

Sieve : — 

No.  300 

No.  100 

No.  80  No.  50 

No.  40 

No.  30 

No.  30 

No.  10 

34-in. 

^-in. 

7.G 

9.4 

12.2 

1  0.6 

31.6 

10.0 

7.8 

2.0 

3.6 

4.6 

0.0 

0,0 

0.0 

0.0 

0.0 

0.0 

o.i; 

0.0 

23.4 

76.4 

Graded  Fines   

9.3 

6.3 

3.0 

0.2 

5.6 

5.4 

13.0 

1C.8 

28.6 

5,4 

Ideal 

Per  cent,  passing  each  screen.. 

6 

10 

14 

22 

20 

38 

34 

43 

65 

100 

Per     cent.     retained     on  next 

smaller  sized,  screen  

G 

4 

4 

8 

4 

2 

0 

8 

23 

35 

First  Trial 

20  per  cent,  asphalt  sand  ...    : . 

1.52 

1.88 

3.44 

3.32 

5.32 

2.00 

1.50 

0.52 

0.53 

0.93 

4.)  per  cent,  graded  fines   

4.14 

3.79 

1.63 

2.79 

2.52 

3.43 

5.85 

7.50 

13.87 

2.43 

3o  per  cent,  coarse  fines   

0.00 

0.00 

0.00 

0.00 

0.00 

0.00 

0.31 

0.31 

7.84 

36.74 

Per     cent.     retained     on  next 

smaller  sized  screen  ...   

5. 60 

4.67 

4.00 

(i.ll 

7.84 

4.43 

7.02 

8.39 

31.33 

30.09 

Per  cent,  passing  each  screen  . . 

5.66 

10.33 

14.39 

20.50 

28.34 

33.77 

40.39 

48.68 

69.91 

100.00 

Second  Trial 

20  per  cent,  asphalt  sand  

1.53 

1.88 

2.44 

3  33  ■ 

5.32 

3.00 

1.50 

0.53 

0.53 

0.93 

40  per  cent,  graded  fines   

3.68 

3.48 

1.44 

2.4S 

3.24 

2.10 

5.20 

6.72 

11.44 

3.16 

40  per  cent,  coarse  fines   

0.00 

0.00 

U.OO 

(1.00 

0.00 

0.00 

0.24 

0.34 

8.96 

30.56 

T'cr     cent.     retained     on  next 

5.20 

4.36 

3.88 

5.80 

7.50 

4.16 

7.00 

'  7.48 

20.92 

33.04 

Pe.r  cent,  passing  each  screen  .  .  . 

5.20  , 

9.56 

13.44 

19.24 

26.80 

30.90 

37.96 

45.44 

66.36 

100.00 

Average  grading  of  56  samples  on 

job 

Per  cent,  passing  each  screen  . . 

5.  It  7 

9.93 

12.55 

17.08 

23.48 

28.93 

38.47 

48.34 

73.69 

100.00 

Per     cent.     retained     on  next 

smaller  sized  screen  

5.97 

3.90 

3.63 

5.13 

5.80 

5.45 

9.54 

9.87 

34.35 

27.31 

about  two  thousand  feet ;  at  this  distance  six  carts  are 
re(iuired ;  at  a  thousand-foot  haul  two  carts  will  keep 
the  plants  working  to  full  capacity.  The  material  is 
now  spread  with  shovels  and  raked  to  a  true  surface 
and  thoroughly  consolidated  by  means  of  a  ten-ton 
roller.  While  the  surface  is  still  warm  a  seal  cast  of 
asphaltic  cement  is  spread  and  then  covered  with  a 
light  layer  of  one-quarter-inch  screenings  which  are 
thoroughly  rolled  in.  The  elements  of  prime  cost  of 
one  thousand  square  yards  of  asphaltic  wearing  sur- 
face one  and  one-half  inches  thick  is  as  follows : 

At  the  plant:  labor,  229  hours;  asphalt,  21,172  lbs.; 
asphalt  sand,  19.5  cu.  yds.;  rock  fines,  58.5  cu.  yds.; 
coal,  3.4  tons;  kerosene,  48  gallons;  water  team,  11 
hours. 

Hauling  hot  stuff :  single  horse  32  hours. 

Street  gang:  spreading-  labor,  139  hours;  sweeping 
concrete,  31  hours  ;  roller  coal,  6.6  sacks ;  asphalt  for 
flush  coat,  3.9  bbls. ;  rock  fines  for  squeegee,  2.5  cu.  yds. 

The  method  of  obtaining  the  best  grading  of  the 
mineral  aggregate  for  use  in  this  type  of  asphalt  plant 
is  somewhat  different  to  that  in  use  in  larger  and 
more  expensive  plants.  The  scheme  used  is  that  of 
blending  two  or  more  materials  in  varied  proportions 
to  obtain  the  required  amount  on  each  screen.  The 
procedure  is  illustrated  in  Table  I. 

First,  the  various  materials  available  are  screened 
and  their  respective  gradings  placed  in  the  table. 

The  ideal  and  the  various  materials  are  now  studied 
with  a  view  of  selecting  unit  cubic  feet  or  half  cubic 
feet  to  a  total  number  of  ten,  which  is  the  box  or  batch 
size  in  use;  which  when  combined  will  conform  to 
the  predetermined  standard.  The  calculations  are 
smiple,  and  a  few  trials  will  at  once  show  up  the  in- 
herent possibilities  of  the  materials.  The  success  of 
this  method  depends  upon  the  materials  running  uni- 
form from  day  to  day,  and  also  upon  the  \\-heelbarrow 
men  getting  the  right  amount  in  each  load.    As  to  the 


first  objection,  the  materials  used  were  very  good,  and 
daily  tests  showed  practically  no  variation.  The  sec- 
ond objection  is  more  serious,  and  called  for  careful 
coaching  of  the  laborer  and  frequent  admonitions  from 
the  foreman.  However,  an  error  of  one-half  cubic  foot 
is  about  the  limit,  and  a  study  of  the  tabulation  will 
show  that  this  would  cause  no  serious  injury  to  the 
mix. 

Daily  samples  were  taken  and  analyses  were  made 
1)}'  competent  chemists,  who  reported  to  the  plant  fore- 
man. The  plant  foreman  varied  his  mix  as  indicated 
by  the  daily  tests.    Tests  as  follows  : — 

Analysis  of  Asphaltic  Cement 

High  Low  Average 

Penetration  77  F.  5s.  No.  3N.  lOOG        64  43  57 

%  %  % 

Los.s  at  :i25  F.  20G  for  7  hours  .  .  .  1.31  0.55  0.87 
Soluble  in  carbon  bisulphide  (25C 

18  hours)                                          99.71  99.51  99.63 

Soluble    in    carbon  tetrochloride 

(25C  18  hours)                                 99.57    '  99.40  99.40 

Soluble  in  86  Naptha  (25C  18  hrs.)    78.12  75.36  76.80 

Fixed  carbon                                        10.80  9.15  10.17 

Per  cent,  of  asphalt  in  asphaltic 

concrete                                          10.20  7.20  8.03 

Reinforced  Concrete  Bridge 

The  east  branch  of  the  Capilano  River  was  span- 
ned by  two  thirty-foot  girder  skew  spans,  with  filled 
abutments  and  retaining  walls.  The  girder  type  was 
selected  in  preference  to  an  arch,  as  the  character  of 
the  stream  and  the  footings  rendered  the  cost  of  the 
arch  abutments  prohibitive  in  ])rice,  and  the  necessarx- 
rise  of  the  arch  could  not  be  obtained  without  undulv 
raising  the  grade  of  the  roadway,  'i'he  design  con- 
sisted of  main  girders  spaced  six  feet  centre,  con- 
nected l)y  a  transverse  stift'ening  girder  and  a  con- 
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Reinforced  Concrete  Bridge,  Marine  Highway,  B.  C 

Crete  deck  slab.  The  spans  were  designed  to  carry  a 
twenty-ton  road  roller,  which  gives  an  equivalent  load- 


ing of  1,300  lbs.  dead  load  and  1,100  lbs.  live  load  per 
lineal  foot  or  maximum  moment  of  255,000  foot-pounds. 
The  imit  costs  of  construction  are  as  follows : — 

Excavation  for  footings,  per  cubic  yard  $0.88 

Fill  in  approaches,  per  cubic  yard   O.DO 

Reinforced  Concrete: 

Screening  gravel  and  teaming, 

per  cu.  yd.  of  concrete  $0.75 


Labor,  mixing  and  placing 

do 

1.81 

Reinforcing  steel 

do 

3.30 

Reinforcing  steel,  teaming 

do 

0.10 

Reinforcing  steel,  placing 

do 

0.63 

Forms  erection  labor 

do 

1.44 

Forms  stripping  labor 

do 

0.48 

Forms,  lumber 

do 

1.52 

Cement 

do 

2.80 

Total 

do 

Concrete  railing,  per  lineal  foot 


11.86 
1.58 


Maintaining  the  Public  Highways 


By  R.  H.  Fair* 


IN  Canada  at  the  present  time  we  have  one  job  to 
attend  to.  Those  who  are  fit  should  don  the 
khaki,  and  those  who  are  not  fit  should  assist  fin- 
ancially and  in  every  other  way  possible  to  bring 
the  great  world  struggle  to  a  successful  conclusion. 
In  doing  so,  it  is  not  necessary  to  lose  interest  or  sight 
of  the  great  problems  which  present  themselves  in  a 
young  and  growing  country  like  Canada. 

One  of  the  problems  I  will  mention  in  our  home 
province  and  which,  before  the  war  broke  out,  was  of 
the  greatest  moment — it  is  the  question  of  building 
and  maintaining  the  highways  of  Ontario.  This  will 
have  to  be  grappled  with  because  it  affects  either  dir- 
ectly or  indirectly  every  person  in  the  province. 

Great  movements,  to  be  successful,  must  be  backed 
up  by  the  majority  of  the  people.  Many  great  re- 
forms have  met  disaster  or  have  been  retarded  by  try- 
ing to  force  them  in  advance  6i  the  sentiments  of  the 
people.  Consider  the  great  revolution  which  is  to 
take  place  in  changing  the  building  and  care  of  high- 
ways from  the  old  form  of  statute  labor — favored  by 
some  because  of  getting  rid  of  the  annual  road  tax, 
and,  by  others,  because  of  the  pride  they  have  taken 
in  their  beats,  although  the  latter  are  sadly  in  the  min- 
ority— to  a  system  of  government  and  county  control- 
When  you  think  of  it,  the  road  that  ten  years  ago  was 
considered  satisfactory  is  not  considered  at  all  an 
economical  kind  of  road  to  construct  for  the  mixed 
traffic  of  today.  This  means  larger  expenditures, 
which,  outside  of  government  or  other  assistance,  must 
be  met  by  a  direct  taxation,  which  should  make  it  as 
light  as  possible  on  the  rural  population,  so  that  the 
movement  of  people  from  urban  to  rural  points,  or 
vice  versa,  should  not  be  hindered. 

Education  must  go  in  advance  of  the  Good  Roads 
movement.  The  ratepayers  should  know,  if  possible, 
what  type  of  road  would  be  required  in  their  munici- 
pality, what  it  would  cost  per  mile  and  the  share  that 
caclT  would  be  called  upon  to  pay. 

There  have  been  many  changes  brought  about  by 
legislation  and  Good  Roads  Acts  since  such  laws  were 
first  placed  on  the  Statute  books.  For  instance,  this 
year,  the  percentage  for  construction  has  been  raised 
from  33  to  40  per  cent,  and  for  the  first  time  20  per 

*Road  Superintendent,  Frontenac  County 


cent  of  maintenance  requirements  is  to  be  paid  by  the 
government.  However,  I  think  that  when  things  be- 
come normal  again,  there  will  be  room  for  further  im- 
provement in  the  percentage  of  construction.  I  would 
suggest  that  the  fees  from  auto  vehicles  be  placed  in  a 
special  fund  for  maintenance  only  and  used  for  no 
other  purpose.  Then  this  percentage  could  be  raised 
from  year  to  year,  as  the  fund  would  permit. 

The  argument  is  often  raised  by  the  farmers: 
"What's  the  use  of  building  a  first  class  road  for  the 
autos  to  destroy?"  This  could  be  ofifset  if  it  was 
proved  that  the  autos  were  paying  their  fair  share  for 
the  use  of  the  road. 

There  are  a  number  of  counties  that  arc  past  the 
initial  stages  in  the  Good  Roads  movement.  It  largely 
depends  upon  their  success  or  failure  whether  other 
counties,  that  have  not  taken  up  the  work,  do  so  or 
not.  Before  they  go  into  the  system  of  Good  Roads, 
they  are  likely  to  make  enquiries  from  counties  that 
have  tried  it- 

To  sum  up,  the  success  or  failure  depends  largely 
on  the  county  roads  engineer  or  superintendent,  who 
is  in  daily  touch  with  the  ratepayers  of  the  county. 
He  should  seize  every  opportunity  to  demonstrate  the 
advantages  of  good  roads  and  to  publish  in  pamphlet 
form  every  detail  for  the  expenditure  of  each  piece  of 
work,  so  that  if  anyone  chooses  he  may  know  how  the 
money  has  been  spent  on  the  piece  of  road  opposite  his 
own  property.  If  you  can  convince  them  that  there 
is  no  graft,  that  the  money  is  being  judiciously  spent 
and  that  they  are  not  being  taxed  tmjustly,  we  shall 
soon  have  little  or  no  opposition. 


The  Boston  Elevated  Railway  Company,  owners  of  a 
brick  office  building  occupied  by  the  Bay  State  Street  Railway 
Company  as  headquarters  of  its  electric  freight  business,  re- 
cently moved  the  building  about  150  feet  to  a  new  location, 
on  Atlantic  Avenue,  Boston.  During  the  process  of  moving, 
heating  for  the  offices,  which  continued  to  be  occupied  with- 
out interruption,  was  provided  by  means  of  about  50  electric 
radiators,  which  were  connected  to  the  Elevated  Company's 
circuits  by  means  of  temporary  wiring.  As  the  moving  took 
place  during  mid-winter,  the  need  of  artificial  heat  presented 
a  problem  which  could  only  be  successfully  met  by  the  elec- 
tric heating  installation. 
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Quebec    Province   Added   Three  Hundred 
Miles  Macadam   Roads  in  1915 


THE  progress  of  the  Good  Roads  movement  in 
the  province  of  Quebec  is  well  evidenced  by 
the  fact  that  during  1915  there  was  construct- 
ed in  that  province  under  the  direction  and 
with  the  aid  of  the  local  Government  295.6  miles  of 
macadam  roads  and  140.7  miles  of  gravel  roads,  in  addi- 
tion to  a  very  large  amount  of  maintenance  work,  par- 
ticularly on  earth  roads.  The  Department  is  well  or- 
ganized. The  work  of  the  instructors,  contractors,  and 
fnspectors  is  clearly  outlined  and  vigorously  prose- 
cuted. 

A  report  just  to  hand  of  the  Minister  of  Roadways, 
Mr.  B.  Michaud,  indicates  that  the  sentiment  in  favor 
of  good  roads  has  undergone  a  marked  change  through- 
out the  province  within  the  last  few  years.  Instead 
of  it  being  necessary  for  the  Government  to  carry  on 
a  campaign  of  education,  the  people  have  actually 
taken  the  matter  in  their  own  hands,  and  are  urging 
the  Government  to  the  limit  to  spend  all  the  funds  that 
ai'e  available  on  the  amelioration  of  the  roads  of  the 
province.  The  work  is  being  carried  out,  as  already 
noted,  in  a  most  scientific  and  efficient  manner.  A 
testing  laboratory,  referred  to  below,  operates  con- 
tinually in  the  interests  of  Good  Roads  problems. 

Gravel  Roads 

The  Minister  of  Roadways  expresses  his  opinion 
that  while  he  is  willing  to  admit  the  necessity  of  the 
gradual  substitution  of  hard  surface  roadways,  he  be- 
lieves that  the  gravel  road  is  capable  of  rendering  very 
distinct  service.  When  it  is  properly  made  it  affords 
as  favorable  a  roadway  for  automobile  traffic  as  for 
ordinary  vehicular  traffic,  and  it  may  well  be  em- 
ployed in  place  of  macadam,  especially  on  account  of 
its  relative  low  cost — one-third  to  a  quarter  that  of 
macadam.  Regarding  the  use  of  gravel  there  are,  how- 
ever, two  principal  points  to  consider — the  distance  it 
has  to  be  transported,  and  the  quality  of  the  gravel. 
Up  to  two  miles  the  carrying  of  gravel  is  economical, 
especially  if  it  is  of  a  superior  quality.  Certain  gravels 
have  a  binding  quality,  requiring  neither  rolling  nor 
watering,  and  so  their  use  saves  a  very  considerable 
expenditure.  Much  depends  on  the  quality  of  the 
gravel  and  on  its  cleanliness  A  gravel  containing 
more  than  twenty  per  cent,  of  earth  matter  should  be 
!  ejected,  or  the  earth  separated  out. 

Macadam  Roadways 

Regarding  macadam  roadways,  the  province  is  di- 
vided into  districts  for  purposes  of  construction  and 
inspection.  The  supervision  of  this  work  is  import- 
ant and  costly,  but  is  one  of  the  features  that  the 
Roadways  Department  considers  most  necessary. 
They  work  towards  greater  efficiency  in  this  direction 
from  day  to  day,  and  endeavor  to  keep  their  inspectors 
at  maximum  efficiency.  This  system  of  inspection  is 
indicated  in  the  following  instructions,  which  are 
given  out  to  the  different  inspectors : 

Inspectors'  Instructions 

Teach  the  instructors  the  l^est  method  of  making  the 
macadam,  draining,  building  the  culverts,  proper  manner  of 
disposing  of  the  men  over  the  work,  and  the  necessary  care 
of  the  machines.  The  inspector  must  assure  himself  that 
ihe  workmanship  conforms  with  the  specifications  furnished 
the  instructor. 

Re-set  the  machines   in   better  position   if  necessary. 


Make  little  adjustments,  which  ought  to  be  made  without 
having  recourse  to  repairers;  have  the  mechanics  make  these 
little  repairs. 

Inspect  carefully  the  works  at  least  two  days  to  each 
plant.  If  it  seems  wise  to  remain  longer,  advise  the  De- 
partment by  telephone  or  send  telegram  to  obtain  authority. 

Work  seriously  towards  reforming  the  organization,  so 
as  to  carry  on  the  work  economically;  it  is  one  of  your  most 
important  duties.  Dismiss  immediately  the  useless  or  in- 
competent workman. 

See  that,  each  course  of  stone  is  separately  rolled. 

See  to  it  that  the  stone-dust  is  distributed  over  the 
road  with  a  shovel,  and  be  sure  that  this  dust  is  not  used 
to  fill  in  depressions  or  left  in  heaps.  See  to  it  that  the 
roller  does  not  roll  more  than  sixty  feet  in  length  at  one  time. 

It  is  the  duty  of  the  instructor-inspector  to  study  the 
instructions  and  duties  of  the  instructor,  of  the  man  who 
operates  the  roller,  and  the  man  who  operates  the  engine, 
that  he  may  be  well  advised  of  the  various  operations  and 
the  better  able  to  make  his  report.  Every  week  it  is  his 
duty  to  fill  in  the  blank  report  furnished  and  send  it  to  the 
Department  every  Saturday  evening. 

In  each  municipality  where  an  inspection  is  made  in- 
spectors are  expected  to  get  in  touch  with  the  superin- 
tendent or  overseer  of  the  work  appointed  by  that  muni- 
cipality, as  well  as  the  Government  instructor,  where  there 
is  one. 

In  municipalities  which  have  their  own  equipment,  if 


Montreal-Quebec  Route,  Macadam  made  in  1915. 

the  instructors  or  the  superintendents  are  incompetent  or 
fail  to  do  their  duty,  advise  the  Department  immediately  by 
telegram  and  give  explanations  at  length  by  letter.  It  is 
the  duty  of  inspectors.  The  greatest  care  is  enjoined  on 
the  inspectors  as  to  the  method  of  making  their  inspections, 
and  very  complete  written  instructions  are  provided. 

Provincial  Roads 

Montreal-Quebec  Section. — This  great  highway,  al- 
ready the  admiration  of  tourists,  and  which  also  has 
a  very  great  value  for  the  agricultural  interests  which 
it  serves,  is  almost  completed.  The  eastern  division 
has  a  length  of  48.37  miles.  On  the  centre  division 
26.4  miles  are  finished  and  6.63  miles  well  under  way. 
On  the  west  division  27.94  miles  are  completed,  and 
the  foundations  laid  on  the  remaining  20.5  miles. 

Levis-Jackson  Section. — This  is  a  stretch  of  road- 
way 90.15  miles  long  between  Levis  and  the  frontier. 
Unusual  difficulties  have  been  met  with  over  this 
piece  of  roadway,  but  a  total  of  66.28  miles  is  complete. 

Sherbrooke-Derby  Line. — This  is  about  thirty-two 
miles  in  length,  from  Sherbrooke  to  the  frontier.  6.6 
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miles  have  been  macadamized,  23.24  miles  have  been 
gravelled,  and  a  short  distance  in  the  village  of  Rock 
Island  has  been  gravelled  and  covered  with  tarvia. 
This  is  a  most  attractive  road,  following  the  shore  of 
the  beautiful  Lake  Massawippi,  and  constitutes,  both 
for  the  agriculturists  of  this  section  and  for  the  tour- 
ists from  the  United  States,  an  improvement  already 
full  of  advantages  and  promise.  Many  difficulties 
were  met  with  on  this  work,  but  the  contractors  work- 
ed with  a  will,  so  that  in  one  single  season  another 
artery  of  the  Good  Roads  system  of  the  province  has 
been  completed. 

Chambly  Road. — This  is  about  twenty  miles  long, 
and  is  completed.  It  was  constructed  by  the  municipal- 
ities interested,  and  opens  direct  communication  be- 
tween Montreal  and  the  frontier  by  way  of  St.  Jean. 

Some  of  the  fine  roadways  of  the  province  of  Que- 
bec arc  shown  herewith. 

The  Testing  Laboratory 

The  following  interesting  report  by  Gabriel  Henry, 
chief  engineer  of  the  Department  of  Roads  for  the 
province  of  Quebec,  indicates  the  care  taken  by  this 
Department  in  the  efficiency  of  the  work  carried  on. 
It  is  headed  "A  Report  concerning  the  examination, 
tests,  and  analyses  of  materials  made  at  the  laboratory 
of  the  Minister  of  Roadways  of  the  Province  of  Que- 
bec." 

Materials  generally  sent  to  this  laboratory  consist 
of  stones,  gravels,  sands,  cements,  and  concrete  pipe, 
which  are  examined  from  the  viewpoint  of  their  ac- 
ceptability for  roadway  construction  or  for  concrete 
work. 

Stone. — Samples  of  stone  are  sent  either  by  the  in- 
structors and  roadways  inspectors,  by  the  municipali- 
ties, or  by  the  owners  of  quarries  who  may  propose 
selling  stone  to  the  municipalities.  The  choice  of  a 
sample  of  stone  is  an  operation  that  requires  consider- 
able precautions.  The  quality  of  stones  in  one  quarry 
may  vary  greatly  from  the  stones  in  another  quite 
close.  Even  in  the  same  quarry  one  often  finds  stones 
of  quite  dififerent  qualities.  'In  any  quarry  stones  on 


Banlieue  to  Three  Rivers— Concrete  laid  in  1915. 

the  surface  are  not  representative  in  general  of  those 
found  at  greater  depth  In  the  same  quarry  we  find 
dififerent  layers  at  different  levels  with  stones  of  dif- 
ferent natures. 

Of  course,  the  laboratory  can  only  pronounce  on 
the  samples  which  are  sent  to  it,  and  it  frequently  hap- 


pens that  these  do  not  represent  accurately  the  stones 
which  it  is  intended  shall  be  used.  For  example,  a 
municipality,  or  an  individual,  sends  a  sample  of  stone 
taken  from  the  surface  of  the  quarry  or  from  a  layer 
of  inferior  quality.  The  report  is  unfavorable.  Some 
time  afterwards  the  same  individual  may  send  another 
sample  taken  from  the  same  quarry  but  more  carefully 
chosen,  and  the  report  may  be  favorable.    It  is  neces- 


Good  Roads  in  Compton,  P.Q.,  Macadam  built  in  1915,  Road  before, 
during  and  after  construction. 


sary  that  the  attention  of  instructors,  inspectors,  muni- 
cipalities, and  quarry  owners  should  be  drawn  to  this 
matter. 

Again,  a  stone  of  fair  quality  may  easily  be  ac- 
cepted in  one  case  and  refused  in  another.  For  ex- 
ample, one  might  accept  a  stone  which  is  not  very 
hard,  though  quite  sound,  for  a  road  where  the  traffic 
is  light  or  where  automobiles  do  not  pass,  if  the  muni- 
cipality is  not  able  to  procure  better  quality  or  may 
not  be  in  a  position  to  pay  the  necessary  price ;  while 
for  a  road  with  more  trafific  it  would  be  more  econ- 
omical for  the  municipality  to  procure  a  better  quality. 
In  this  latter  case  the  sample  submitted  would  be 
refused.  Sandstone  may  be  accepted  when  the  sub- 
structure of  the  road  is  very  solid,  but  refused  in 
other  cases  because  it  would  be  absolutely  impossible 
to  bind,  employing  a  calcium  binding.  It  will  thus  be 
seen  that  a  multitude  of  considerations  regulate  the 
choice  and  acceptance  of  stone.  In  the  laboratory  the 
stones  are  examined  from  the  viewpoint  of  their  geo- 
logical production,  their  nature,  their  hardness,  their 
resistance  to  crushing  and  wear,  their  friability,  and 
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the  facility  with  which  they  will  bind  themselves  to- 
gether. 

Gravels  and  Sands 

For  the  selection  of  samples  of  gravel  the  same 
remarks  hold  good  as  in  the  case  of  stone.  Gravels 
and  sands  are  examined  either  from  the  viewpoint  of 
their  employment  in  road  construction  or  their  use  in 
concrete  work.  In  the  first  case  the  examination  con- 
sists in  making  note  of  the  nature  of  the  flints  and 
grains  which  compose  them,  of  their  hardness,  their 
size,  and  of  the  nature  and  proportion  of  the  sand 
and  earth  matter  present.  This  examination  permits 
of  issuing  directions  on  the  method  of  employing  these 
gravels  and  making  a  choice  between  several  gravels 
taken  from  different  beds. 

When  the  sands  or  gravels  are  to  be  employed  in 
concrete  construction  work,  one  examines  their,  nature, 
then  establishes  their  granulometric  form  by  means  of 
sifting.  The  sifting  determines  the  relative  propor- 
tions of  grains  of  different  size.  The  granulometric 
degree  of  a  gravel  or  sand  is  extremely  important.  A 
gravel  or  sand  of  which  the  relative  proportions  of 
different  sizes  are  just  right  gives  a  cement  more  re- 
sisting than  another  in  which  the  proportions  are 
wrong.  The  granulometric  study  of  sands  and  gravels 
before  their  employment  in  concrete  means  economiz- 
ing cement  in  large  measure,  as  well  as  obtaining  a 
higher  resistance. 

The  gravels  to  be  used  in  the  making  of  concrete 
are  also  examined  for  clay,  organic  matter,  and  earth 
matter  which  may  be  contained.  Organic  matters,  even 
in  very  small  quantities,  prevent  the  hardening  of  the 
concrete.    Plaques  and  briquettes  of  cement  are  made 


with  the  gravels  and  sands,  and  are  tested  with  a 
tension  machine,  which  indicates  their  resistance  to 
compression  in  pounds  per  square  inch.  Certain  tests 
are  made  after  allowing  the  plaques  and  briquettes 
to  stand  in  water  for  varying  periods.  If  the  resist- 
ance, either  to  compression  or  separation,  is  too  low, 
these  sands  and  gravels  ought  to  be  rejected. 

Cements 

Samples  examined  cover  generally  cements  em- 
ployed by  contractors  or  municipalities  in  the  con- 
struction of  bridges  and  culverts  or  in  the  fabrication 
of  various  concrete  pipe.  The  cement  tests  are  made 
according  to  the.  method  recommended  by  the  Canadi- 
an Society  of  Civil  Engineers,  and  show  the  density, 
the  fineness,  purity,  the  hardness  in  the  early  and  in 
final  stages,  the  constancy  of  volume,  and  the  resist- 
ance of  briquettes  and  plaques  to  compression  and 
separation.  Just  as  with  sand,  these  two  last  tests 
are  made  with  samples  seven  days  and  twenty-eight 
days  old.  These  samples  are  made  with  tested  cement 
and  with  sand  known  as  the  "Standard  Ottawa  Sand." 
This  is  a  white  sand  which  comes  from  Ottawa,  111., 
and  is  now  employed  in  such  tests  by  all  laboratories. 

Concrete  Tiles 

Manufacturers  of  concrete  tiles  for  the  most  part 
make  their  own  pressure  tests.  The  resistance  to 
compression  ought  to  be  that  of  a  good  concrete — ■ 
that  is  to  say,  at  least  200  pounds  per  square  inch  at 
the  end  of  one  month.  The  concrete  in  these  pipes  is 
also  examined  as  to  its  constitution. 

A  register  of  all  the  tests  is  kept  in  the  laboratory. 
The  samples  submitted  are  also  preserved. 


The  Good  Roads  Problem  in  Manitoba 


By  Archibald  McGillivray' 


DESPITE  the  fact  that  the  year  1915  may  be 
considered  an  ofi:  year  in  the  expenditure  of 
large  sums  of  money  in  public  enterprises, 
with  the  exception  perhaps  of  those  directly 
associated  with  a  vigorous  prosecution  of  the  war, 
municipalities  in  the  province  were  able  to  carry  out 
such  contracts  as  they  were  engaged  in  and  others 
have  contracted  for  fairly  large  expenditures. 

The  Municipality  of  Assiniboia  completed  its  con- 
tract with  the  National  Paving  Company,  of  Winni- 
peg, for  the  construction  of  5.42  miles  of  asphaltic  con- 
crete pavement  on  the  Portage  Highway.  The  total 
expenditure  in  connection  with  this  contract  was  $163,- 
000.  This  gives  the  above  municipality  5.38  miles  of 
continuous  pavement  24  feet  wide  from  the  western 
limits  of  the  city  of  Winnipeg  and  4.00  miles  of  the 
16  ft.  pavement  continuing  from  the  end  thereof,  or 
a  paved  road  from  the  city  of  Winnipeg  to  the  village 
of  Headingly,  9.38  miles  distant  to  the  west.  The 
total  cost  of  this  mileage  of  road  was  $386,192.62,  of 
which  $85,733.50  was  borne  by  the  provincial  govern- 
ment. 4 
The  municipality  of  St.  Vital  entered  into  contracts 
with  the  Guilbault  Construction  Company,  of  St.  Boni- 
face, for  the  construction  of  0.8  miles  of  reinforced  con- 
crete pavement  16  feet  wide,  at  the  contract  price  of 
$14,120;  and  with  Thos.  Jackson  &  Sons,  of  the  city  of 
Winnipeg,  for  5.4  miles  of  concrete  pavement  for  the 
sum  of  $94,594.  This  work  is  on  St.  Marys  Highway, 
leading  from  the  city  of  St.  Boniface  to  the  south, 

•  Highway  Commissioner  for  the  Province. 


along  the  east  bank  of  the  Red  River.  The  first  men- 
tioned contract  in  the  municipality  was  completed  last 
year,  and  a  start  made  by  the  Thos.  Jackson  &  Sons 
on  the  grading  of  the  second  portion  of  the  road,  which, 
portion  it  is  proposed  to  complete  early  in  the  pre- 
sent year. 

In  the  municipality  of  Wallace,  situated  in  the  ex- 
treme west  of  the  province,  the  prosecution  of  its 
scheme  to  construct  194  miles  of  roads  at  the  esti- 
mated cost  of  $301,500  was  continued  last  year.  A 
contract  for  the  grading  of  an  additional  58.0  miles 
to  that  previously  under  way  was  let  to  A.  R.  Boivin, 
of  Winnipeg,  last  June,  at  the  price  of  20  cents  per 
cubic  yard,  pit  measurement.  Contracts  were  also  let 
for  the  construction  of  9  reinforced  concrete  bridges 
and  3  reinforced  concrete  culverts,  all  of  which  bridges 
were  constructed  last  year.  It  is  the  intention  to. 
gravel  105  miles  of  the  roads  included  in  the  whole 
scheme  and  to  bridge  the  total  mileage  with  permanent 
structures. 

The  Municipal  Council  has  just  completed  the  sale 
of  $40,000  worth  of  40-year  debentures  to  carry  out 
its  share  of  next  season's  programme  of  construction. 
The  Provincial  Government  contributes  fifty  per  cent, 
of  the  total  cost  of  constructing  gravel  roads  and  per- 
manent culverts  and  bridges,  and  33  1/3  per  cent,  of 
the  cost  of  graded  roads. 

The  cost  per  mile  for  grading  an  18-ft.  roadway  in 
this  municipality  averages  about  $800,  constructing 
and  placing  pipe  culverts  about  $110  per  mile  of  road. 
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and  the  average  cost  of  gravelling  with  525  cubic  yards 
of  gravel  per  mile  is  about  $425. 

Upon  the  completion  of  this  scheme  in  hand  this 
municipality  will  have  what  may  be  considered  its 
leading  market  roads  in  splendid  shape,  and  will  have 
the  foundation  of  a  good  system  of  main  roads.  The 
Municipal  Council  has  authorization  from  the  ratepay- 
ers to  issue  $150,000  worth  of  debentures  bearing  in- 
terest at  4^  per  cent,  per  annum,  $25,000  of  which  are 
for  thirty  years  and  the  balance  for  forty  years.  Of 
this  amount  the  proceeds  $85,000  worth  are  as  yet  un- 
expended, and  $45,000  yet  unsold. 

The  assessed  valuation  of  the  taxable  area  of  the 
municipality  is  $3,723,180,  there  being  in  all  twelve 
townships  in  the  municipality. 

Four  other  municipalities  were  also  engaged  last 
year  in  constructing  roads  under  the  Good  Roads  Act, 
but  these  operated  on  a  much  smaller  scale  than  the 
last  mentioned  municipality,  although  a  well  defined 
plan  has  been  laid  out  in  each  of  the  municipalities. 
In  the  majority  of  municipalities  in  this  province  there 
is  an  averseness  as  yet  to  the  issuing  of  long  termed 
debentures  for  road  construction  purposes.  The  rate- 
payers appear  more  satisfied  to  proceed  on  the  "pay 
as  you  go"  plan.  Whatever  be  the  arguments  in  favor 
of  following  such  a  course,  it  will  certainly  require  a 
number  of  years  before  the  municipalities  will  have  the 
systems  of  well  constructed  roads  that  many  of  them 
should  have. 

It  is  the  aim  of  the  Good  Roads  Department  of 
the  Government  to  induce  the  Municipal  Councils  to 
avail  themselves  of  the  assistance,  both  financial  and 
engineering,  provided  in  the  good  Roads  Act,  1914,  in 
their  expenditure  of  this  amount.  The  acceptance  by 
the  municipalities  of  this  assistance  and  the  direction 
of  the  annual  expenditure  made  by  them,  if  devoted 


along  up-to-date  and  systematic  methods,  such  as  are 
laid  down  in  the  Act,  would  result  in  decided  improve- 
ments in  the  conditions  of  the  rural  roads  in 
this  province.  From  the  applications  now  being  re- 
ceived from  different  parts  of  the  province,  it  is  ob- 
vious that  the  mvinicipalities  will  more  generally  avail 
themselves  of  the  assistance  of  the  Act,  and  it  is  ex- 
pected that  the  benefits  resulting  therefrom  will  induce 
many  of  them  to  undertake  larger  and  more  compre- 
hensive schemes. 

The  intent  of  the  Good  Roads  Act  of  this  province 
is  to  formulate  and  assist  municipal  councils  in  build- 
ing the  main  market  roads  in  their  respective  muni- 
cipaHties,  the  construction  of  great  provincial  high- 
ways across  the  province  being  as  yet  considered  of 
secondary  importance  to  the  establishment  of  local 
main  road  systems, — the  extension  and  development  of 
which  would,  of  course,  ultimately  result  in  a  pro- 
vincial-wide system.  The  needs  of  the  municipalities 
in  providing  the  producer  with  better  facilities  in 
reaching  his  market  are  more  apparent  than  the  neces- 
sity of  trans-provincial  or  even  inter-urban  communi- 
cation, as  there  is  no  doubt  but  the  improvement  of 
market  roads  will  assist  materially  in  developing  im- 
proved conditions  between  towns  and  villages. 

The  Act  also  provides  for  financial  assistance  to 
municipalities  of  fifty  per  cent,  of  the  cost  of  the  con- 
struction of  permanent  bridges  and  culverts.  In  many 
municipalities  where  such  structures  in  considerable 
numbers  are  required,  attention  is  being  given  to  this 
phase  of  the  road  problem  first.  There  is  no  doubt 
much  wisdom  in  pursuing  such  a  course,  as  a  road  can- 
not be  considered  any  better  than  its  poorest  portion, 
and  the  existence  of  an  improperly  constructed  bridge 
in  a  road  is  more  to  be  avoided  than  an  indifferently 
built  roadway. 


The  Haldimand  Cc 

By  D.  W. 

IN  this  county  we  have  123  miles  of  road  under  our 
system,  25  miles  of  which  has  been  graded  and 
metalled  and  the  balance  are  clay  roads.  This 
present  season  we  expect  to  see  them  all  graded 
for  the  first  time.  Four  years  ago  we  organized  a 
maintenance  system,  dividing  our  123  miles  of  road 
into  forty  divisions,  The  Superintendent,  assisted  by 
the  Reeves  of  the  different  municipalities,  made  a  selec- 
tion of  the  best  available  men  to  act  as  foremen  on 
the  forty  divisions.  This  system  has  given  us  good 
results. 

In  March  we  hold  a  conference  for  one  day  with 
forenoon  and  afternoon  sessions.  This  conference  is 
composed  of  the  forty  Foremen,  the  seventeen  Coun- 
cillors, the  Engineer  and  Superintendent.  The  Super- 
intendent presides  and  gives  the  opening  address,  we 
then  have  about  six  good  practical  lectures  delivered 
on  the  different  kinds  of  maintenance  work.  A  limited 
amount  of  time  is  given  after  each  lecture  for  discus- 
sion. 

J£ach  foreman  is  furnished  with  two  time  books,  in 
which  he  keeps  a  record  of  the  time  of  each  person  he 
employs  and  how  employed.  At  the  end  of  each  month 
he  forwards  one  of  his  time  books  to  the  Superintend- 
ent, who  checks  it  over  and  then  transfers  it  to  a  time 
sheet  and  certifies  to  its  correctness.    It  is  then  for- 

^    *  County  Road  Superintendent,  Haldimand. 


>unty  Road  System 

Burney* 

warded  to  the  Warden,  who  signs  it  and  forwards  it 
to  the  Treasurer,  who  issues  a  cheque  to  each  person 
on  the  time  sheet  and  forwards  them  to  the  foreman 
of  the  Division.  The  Superintendent  in  the  meantime 
returns  the  time  book  to  the  foreman,  who  compares 
the  cheques  with  his  time  book  and  then  gives  each 
person  their  cheque,  having  theni  receipt  for  same  in 
a  column  in  the  time  book  for  that  purpose.  The  Sup- 
erintendent keeps  in  his  office  a  maintenance  ledger 
in  which  is  opened  an  account  with  each  of  the  forty 
divisions,  with  headings  as  follows: — Grading,  Level- 
ing, Draining,  Weeds,  Repairs  to  Entrance  Culverts, 
Road  Culverts  and  Bridges,  and  Resurfacing  and  Re- 
pairing Metalled  Roads. 

As  early  as  possible  in  the  spring  the  Superintend- 
ent goes  over  each  division  with  the  foreman  and  de- 
cides what  work  is  to  be  done  the  coming  season, 
making  an  estimate  of  same.  Fle  submits  his  report  to 
the  Road  Committee,  who  check  it  over,  making  what 
revisions  they  may  think  necessary,  and  hand  it  on  to 
the  whole  council  for  adoption. 

We  usually  spend  about  $6,000  on  the  whole  sys- 
tem, averaging  $150  to  each  division.  This  expendi- 
ture keeps  our  roads  in  good  shape  and  our  foremen 
take  a  keen  interest  looking  after  their  division.  After 
four  years  of  experience  in  this  system  the  people  gen- 
erally are  well  pleased  with  the  results. 
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Latest  Developments  in  Concrete  Roadways* 

ByH.  S.  VanScoyoc,  A.M.C.S.  C.E.* 


POSSIBLY  no  stronger  evidence  of  the  increasing 
interest  in  concrete  road  building  could  be  of- 
fered than  the  fact  that  the  registered  attend- 
ance at  the  Second  National  Conference  on 
Concrete  Road  Building,  held  in  Chicago,  February 
15th,  16th,  17th  and  18th,  1916,  was  more  than  fifty  per 
cent,  greater  than  that  at  the  first  conference,  held  in 
February,  1914.  College  professors,  highway  engineers 
and  contractors  spent  four  days  in  discussing  commit- 
tee reports,  exchanging  experiences,  and  outlining  the 
most  satisfactory  methods  for  future  work. 

In  1914  more  than  14,000,000  square  yards  of  con- 
crete paving  was  laid  on  streets,  roads  and  lanes  in 
Canada  and  the  United  States,  a  quantity  just  about 
equal  to  the  total  yardage  laid  previous  to  that  time. 
In  1915  contracts  were  let  for  more  than  19,000,000 
square  yards,  but  the  extraordinary  weather  conditions 
interfered  so  seriously  Avith  construction  work  that  the 
yardage  completed  amounts  to  about  15,250,000  square 
yards.  From  present  indications  more  than  20,000,000 
square  yards  will  be  laid  during  1916. 

Few  changes  have  been  made  in  the  standard  speci- 
fications, but  there  are  certain  tendencies  that  are  well 
worth  noting. 

Reinforcing 

There  is  increasing  evidence  of  the  value  of  rein- 
forcing, but  it  must  be  admitted  that  no  rational  basis 
for  determining  the  quantity  required  or  the  most  de- 
sirable form  has  yet  been  devised.  Experience  seems 
to  be  the  only  guide. 

Joints 

The  serious  difficulty  experienced  in  installing  some 
of  the  earlier  forms  of  metal  protection  plates  and 
the  discovery  that  improperly  installed  joints  require 
practically  the  same  amount  of  maintenance  as  un- 
protected joints  has  led  to  a  very  general  use  of  un- 
protected joints.  However,  certain  localities  have 
found  value  in  metal  plates  and,  if  the  mechanical  dif- 
ficulties are  overcome  by  the  manufacturers,  their  use 
may  increase. 

The  space  between  joints  is  being  increased,  especi- 
ally where  the  paving  is  reinforced.  The  use  of  a 
poured  filler  has  been  almost  entirely  discontinued,  ex- 
cept where  a  joint  is  used  along  the  curb.  A  built-up 
filler  consisting  of  a  bituminous  central  portion  en- 
closed in  felt  impregnated  with  bituminous  material 

*  Chief  Engineer,  the  Toronto  andlHamilton  Highway. 


seems  most  satisfactory.  The  thickness  is  seldom 
greater  than  one-quarter  of  an  inch. 

■  Increasing  stress  is  being  placed  on  the  necessity 
for  careful  testing  of  the  cement,  sand  and  stone.  Sand 
and  stone  must  be  carefully  inspected  before  going  in- 
to the  work  and  definite  requirements  as  to  grading, 
strength,  resistance  to  wear,  etc.,  must  be  met  before 
the  materials  can  be  considered  satisfactory. 

Mixing 

The  unsatisfactory  results  from  attempting  to 
speed  up  the  revolutions  per  minute  have  led  to  the 
setting  of  sixteen  revolutions  per  minute  as  a  maxi- 
mum. Each  batch  should  remain  in  the  drum  a  full 
minute. 

Sloppy  mixtures  must  not  be  permitted.  The  pro- 
per quantity  of  water  must  be  added  to  produce  a 
concrete  of  rather  stiff  consistency. 

The  advance  in  the  construction  of  mixers  with 
chutes  has  been  such  that  where  sufficient  slope  is 
given  to  the  chute  concrete  of  proper  consistency  can 
be  deposited  in  this  manner.  Where  bucket  and  boom 
is  used  the  overturning  bucket  has  been  found  more 
satisfactory  than  the  bottom-dump  bucket. 

Handling  and  Transporting  Materials 

Important  savings  can  be  effected,  especially  on 
the  larger  contracts,  by  the  installation  of  labor  saving 
devices.  The  value  of  any  particular  method  depends 
upon  the  conditions  to  be  met.  Unloading  machinery 
of  the  conveyor  type  and  cranes  or  derricks  with  buck- 
ets are  satisfactory.  Tractors  with  trailers,  motor 
trucks  and  industrial  railways  have  all  shown  strik- 
ing savings  under  advantageous  circumstances.. 

Maintenance 

The  chief  advance  in  this  respect  has  been  the  use 
in  some  sections  of  a  repair  outfit  motinted  on  a  light 
motor  truck.  In  some  instances  costs  have  been  re- 
duced one-third  in  this  way. 

Width  of  Paving 

The  desirable  width  of  concrete  for  single  traffic 
roads  is  ten  feet,  for  double  traffic  roads  eighteen  feet 
and  for  triple  traffic  roads  twenty-four  feet.  While  the 
use  of  narrower  widths  may  be  justifiable  in  special 
cases,  the  great  increase  in  the  number  of  vehicles  and 
the  speed  of  the  motor  traffic  that  follow  the  comple- 
tion of  a  good  road  usually  lead  to  regret  almost  as 
quickly  as  the  road  is-  opened  to  traffic. 


Good  Roads  in  and 

By  R. 


ORT  WILLIAM  besides  being  a  distributing 
centre  for  Canadian  West  grain  is  the  centre  of 
a  well  populated  farming  district. 


The  Ontario  Government  has  provided  a 
good  system  of  roadways  to  serve  the  farming  district 
and  the  international  highway  to  Duluth  is  well  on  the 
way  to  completion. 

The  district  roads  are  for  the  great  part  graded 

*  City  Engineer.  Fort  William,  Ont. 


around  Ft.  William 

.  Wright* 

earth  roads,  the  main  feeders  being  mostly  gravel  and 
some  few  broken  stone. 

In  the  City  of  Fort  William  there  are  about  71 
miles  of  improved  streets.  The  following  is  a  list 
showing  the  mileage  of  road  improvements  to  date  in 
Fort  William : — 

Miles 

Asphalt  Block  Paving    1.672 

Street  Asphalt  Paving  595 

Bitulithic  Paving  340 
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Asphaltic  Concrete  Paving  ,   2.159 

Tarvia  X  Macadam   073 

Rocmac  Macadam    1.485 

Macadam  (earthbound)    5.365 

Gravel  Streets  '   35.51 

Graded  Streets   34.10 


The  high  cost  of  pavements  has  been  the  cause  of  a 
curtailed  street  improvement  programme  in  the  cit)' 
up  to  the  beginning  of  the  war,  and  in  1914  it  was  de- 
cided to  construct  macadam  roads  at  an  average  cost 
of  $1.20  per  square  yard  or  approximately  57  per  cent, 
of  the  average  cost  of  asphaltic  concrete  paving  at  $2.10 
per  square  yard.  The  results  obtained  are  highly 
satisfactory  and  compare  very  favorably  with  a  paved 
street. 

The  construction  was  carried  out  as  follows :  The 
surface  was  shaped  and  rolled  with  a  10  ton  roller.  A 
course  of  blue  sandstone  and  slate  consolidated  to  8 
in.  in  thickness  with  a  15  ton  roller  furnished  the  base. 
On  this  was  spread  a  layer  of  4j/2  inches  of  2  inch 
gauge  broken  hard-trap  rock,  and  2  inches  of  binding 
fearth)  ;  the  whole  was  consolidated  by  a  10  ton  roller 
and  well  slushed  with  water  to  a  finished  thickness  of 
Z]/2  inches.  After  the  surface  had  become  smooth, 
even,  and  to  grade  and  camber  a  hose  was  played  on 


and  the  surface  cleaned  of¥  free  from  dirt.  The  road 
was  then  left  to  dry  out  and  no  traffic  allowed  on  it. 
As  soon  as  it  was  dry  Tarvia  B  was  spread  by  hand 
brooms  and  ^  in.  hard-trap  screenings  (sufficient  to 
conceal  the  tar)  thrown  evenly  over  the  top.  The 
street  was  then  opened  up  for  trafBc. 

After  one  month  of  traffic  a  second  coat  of  Tarvia 
B  and  screenings  was  applied  and  the  street  completed- 

There  is  no  doubt  that  a  reasonably  cheap  and  dur- 
able road  had  been  built.  It  is  sanitary,  waterproof 
and  of  high  tractive  quality. 

When  it  is  realised  that  such  excellent  results  can 
be  obtained  by  constructing  macadam  roads  in  a  scien- 
tific manner  there  should  be  no  excuse  for  the  extra 
outlay  upon  pavements  of  different  kinds.  Moreover 
a  macadam  road  can  be  dug  up  and  repaired  without 
any  real  injury  being  done  so  that  a  good  road  may  be 
laid  along  a  street  without  the  extra  capital  outlay  for 
sewer  and  water  connections  being  necessary  at  the 
outset. 

The  general  tendency  under  present  circumstances 
is  to  curtail  expenditures  and  economise.  The  macad- 
amised road  properly  constructed  and  surface  treated 
should  therefore  come  into  its  own. 


Road  Maintenance  in  Quebec 


(Contributed) 


During  the  last  three  working  seasons  the  province 
of  Quebec  has  made  tremendous  strides  in  the  matter 
of  road  construction,  and  it  is  to  be  hoped  that  the 
Government  Avill  not  stay  its  hand  until  it  has  brought 
to  a  measure  of  completion  the  work  it  has  set  itself 
to  do.  When  all  the  well  settled  portions  of  the  pro- 
vince have  been  provided  with  a  fairly  complete  sys- 
tem of  improved  rural  roads,  the  saving  to  the  agri- 
cultural community  In  time  and  wear  and  tear  of 
horses  and  gear,  will  total  a  very  large  amount.  The 
effect  in  retaining  the  young  men  and  women  in  agri- 
cultural pursuits  by  iinproving  their  social  and  educa- 
tional opportunities  will  also  make  for  the  solid  pros- 
perity of  the  province,  the  gains  in  this  direction  being 
more  than  the  original  cost  of  the  improvements.  Fur- 
ther, the  ef¥ect  upon  local  and  tourist  motor  traffic  is 
not  to  be  overlooked. 

One  feature,  however,  appears  to  have  been  left 
out  of  consideration  in  the  original  scheme — a  matter 
which  demands  the  immediate  and  serious  attention 
of  the  Roads  Administration.  This  is  the  burning 
(|uestion  of  maintenance,  or  rather  lack  of  maintenance. 
Unlike  the  Portland  cement  concrete  structure,  which 
improves  with  age  from  the  day  of  its  coinpletion,  a 
macadam  road  is  at  its  best  within  a  very  short  period 
after  its  completion,  and  thereafter  is  subject  to  decay 
and  disruption  whether  used  or  idle.  The  elements 
conspire  against  it ;  those  who  benefit  by  it  and  use  it 
often  abuse  it  remorselessly,  persistently,  and  with  an 
utter  disregard  of  its  value  and  service  to  them.  A 
farmer  so  shiftless  and  indolent,  and  a  motorist  so 
careless  and  indifferent  of  their  respective  machinery 
investments  would  be  more  or  less  of  a  scandal,  to  be 
apologized  for  by  their  neighbors  and  friends.  But 
even  without  the  inexcusable  abuse  to  which  it  is  usu- 
ally subjected,  a  macadam  road,  no  matter  how  per- 
fectly designed  and  constructed,  will  not  long  remain 
in  a  satisfactory  condition  without  proper  maintenance, 
and  in  many  cases  will  become  utterly  disreputable  in 


a  surprisingly  short  time.  Money  properly  spent  on 
maintenance  is  money  saved. 

The  province  of  Quebec  has  now  a  respectable  mile- 
age of  macadam  and  gravel  roads  such  as  any  country 
might  justly  prize.  Without  any  special  publicity 
campaign  the  people  have  embraced  the  opportunity 
afforded  by  the  Good  Roads  Act  of  1912  so  widely 
that  the  newly  organized  Roads  Department  has  been 
swamped  with  such  a  volume  of  work  as  would  well 
have  staggered  a  much  larger,  more  thoroughly  or- 
ganized and  experienced  combination.  The  absolutely 
necessary  clerical  work  in  the  Department  has  con- 
stituted a  tremendous  burden  upon  the  shoulders  of 
the  Deputy  Minister  and  the  heads  of  the  various  sub- 
departments,  and  we  have  reason  to  know  that  these 
responsible  officials  have  worked  overtime  and  nights 
constantly  through  the  whole  construction  season  in 
order  to  keep  up  with  the  great  volume  of  work. 
Whether  or  not  a  re-organization  or  a  simple  exten- 
sion of  the  personnel  of  the  Department  is  necessary 
we  do  not  presume  to  suggest,  but  we  believe  that 
the  immediate  organization  of  maintenance  work  on 
an  adequate  and  efficient  basis  is  imperative.  If  it  be 
possible  that  the  Government  is  not  yet  seized  of  the 
vital  necessity  of  this  work,  and  has  not  settled  upon 
a  plan  of  supervising  and  financing  it,  then  it  is  high 
time  their  responsible  officials,  backed  by  the  undi- 
vided and  solid  support  of  all  interested  in  the  ulti- 
mate success  of  the  Good  Roads  Movement  in  the 
province,  pressed  it  upon  them  in  so  impressive  a  man- 
ner as  will  coinpel  attention  and  action. 

The  approaching^  Good  Roads  Congress  in  Mont- 
real will  give  a  timely  opportunity  for  a  thorough  dis- 
cussion of  this  important  matter.  We  look  forward 
to  an  official  announcement  being  made  that  adequate 
measures  for  maintenance  are  being  taken,  failing 
which  the  Government  should  take  this  opportunity 
of  memorializing  the  Government  and  supporting  their 
suggestions  by  a  strong  deputation. 
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Better  Highway 

By  A.  W.  Connor,  B.A.,  < 

A good  road  and  a  poor  bridge  is  an  anomaly. 
In  view  of  the  large  expenditure  required  for 
bridges  in  Good  Roads  systems,  a  discussion 
of  some  points  in  connection  with  bridge  con- 
struction may  be  of  interest  to  municipal  bridge  com- 
mittees and  road  superintendents. 

The  Old  Bridge 

Most  of  the  old  bridges  in  this  country  are  of  wood, 
or  of  wood  and  steel,  and  were  built  for  much  lighter 
loads  than  now  prevail.  In  general  their  days  are  num- 
bered. The  old  steel  bridges  are  mostly  of  the  pin 
connected  type,  and  are  too  light.  Some  of  these  might 
be  rebuilt  for  shorter  spans,  with  a  new  floor  system, 
but  putting  in  a  new  floor  system  and  concrete  floor  in 
an  old  bridge,  without  a  thorough  examination  as  to 
its  carrying  capacity,  is  very  risky.  It  is  very  un- 
likely to  be  capable  of  carrying  a  floor  three  times 
as  heavy  as  its  original  one.  The  investigation  should 
include  measuring  and  examining  all  main  members, 
especially  adjustable  ones,  all  joints,  sizes  of  pins,  ar- 
rangement of  bars  or  pins  and  calculation  of  bending 
moments  in  same,  examination  for  rust  around  pins, 
and,  where  water  may  collect,  examination  of  shoe 
plates  and  rollers. 

The  New  Bridge 

The  kind  of  bridge,  the  span,  the  width  of  road- 
way and  kind  of  pavement  should  be  determined  by 
local  conditions,  the  nature  of  the  foundations,  water- 
way required  and  relative  costs.  The  question  of 
aesthetics  should  in  future  receive  much  more  atten- 
tion than  it  has  in  the  pioneer  days  of  bridge  construc- 
tion. The  structure  should  conform  to  the  surround- 
ings, and  be  treated  in  a  simple,  not  in  an  ornate,  man- 
ner. Reasonable  extra  cost  is  justified  in  permanent 
structures,  as  "a  thing  of  beauty  is  a  joy  forever," 
but  a  monstrosity  is  a  perpetual  eyesore. 

The  question  as  to  how  much  more  should  be  paid 

*  Bowman  &  Connor,  Consulting  Engineers,  Toronto  and  Berlin. 
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to  obtain  a  permanent,  instead  of  a  temporary,  struc- 
ture may  be  figured  out  by  computing  the  amount  of 
the  difference  in  first  cost  and  any  annual  difference 
in  maintenance  at  compound  interest  during  the  life- 
time of  the  temporary  structure,  and  equating  it  to  the 
cost  of  a  new  one.  Thus  (if  difference  in  maintenance 
be  omitted)  one  might  pay  three-eighths  more  for  a 
permanent  structure,  if  interest  be  at  4  per  cent.,  or 
one-third  more  at  4}4  per  cent.,  than  for  one  lasting 
twenty-five  years.  In  general  one  might  pay  more, 
as  the  maintenance  charge  would  likely  be  less.  As 
the  premises  are  somewhat  variable,  the  figures  are 
only  approximate.  Exception  is  sometimes  taken,  how- 
ever, to  building  for  posterity. 

Substructure 

Abutments,  wing  and  retaining  walls,  and  piers 
are  now  nearly  all  built  of  concrete  in  mass,  or  of 
reinforced  concrete.  A  small  amount  of  steel  is, 
however,  advisable  in  the  former,  to  prevent  tempera- 
ture or  contraction  cracks.  The  relative  costs  of  con- 
crete and  steel  at  the  site  is  the  determining  factor. 
Stone  masonry  is  now  generally  superseded  by  the 
cheaper  concrete.  Steel  cylinders,  well  braced  to- 
gether and  filled  with  concrete  may  still  be  used,  but 
lack  the  stability  of  heavy  piers  against  jams  of  ice 
and  floating  debris.  Wing  and  retaining  walls  are  re- 
quired to  protect  the  earth  fill  in  the  approaches.  They 
may  be  flared  out  and  have  sloping  tops  to  suit  the 
fill,  or  run  back  parallel  with  the  road  (forming  a  U 
abutment).  The  latter  are  now  the  most  common,  as 
they  provide  for  handrailings,  are  readily  lengthened 
if  required,  and  have  a  better  appearance.  Where  the 
embankment  is  high,  and  there  is  little  risk  of  erosion, 
wings  or  core  walls  are  built  from  the  centre  of  the 
T  abutment,  serving  to  steady  the  same.  Retaining 
walls  should  be  tapered  at  least  on  the  back,  so  that 
frost  action  will  force  the  earth  up  instead  of  spread- 
ing the  wall.  Expansion  joints  should  be  made  about 
every  25  feet  to  30  feet  and  drainage  from  the  back 


Bloor  Street  Viaduct  design  in  concrete,  Rosedale  section. 


202 


THE-  CONTRACT  RECORD 


March  1,  1916 


of  the  wall  provided  for.  A  coating  of  water  1  inch 
thick  would  exert  as  great  pressure  as  if  it  were  a 
mile  thick.  If  the  stream  does  not  strike  the  line  of 
the  roadway  square,  it  may  be  necessary  to  build  the 
abutment  or  pier  on  the  skew,  or  lengthen  the  span. 
This  involves  extra  cost. 

If  solid  enough  foundations  are  not  obtainable  at 
reasonable  depths,  it  may  be  necessary  to  drive  bear- 
ing piles,  or  carry  the  foundations  down  to  a  solid  sub- 
structure by  means  of  pneumatic  caissons,  if  the  depth 
below  water  level  is  considerable.  Wood  and  con- 
crete piles  (either  cast  separately  or  driven,  or  cast 
in  position)  are  used.  If  provision  against  possible 
undermining  is  required,  steel  interlocking  sheet  pil- 
ing or  the  wood  piling  of  the  cofiferdam  may  be  driven 
down. 

Superstructure 

The  materials  available  are  steel,  concrete,  masonry 
and  wood.  The  last  two  are  seldom  used,  masonry 
on  account  of  its  cost  and  wood  on  account  of  diffi- 
culty in  getting  suitable  quality,  and  also  on  account 


pearance,  if  properly  treated.  The  flat  surface  of  the 
beam  bridge,  combined  with  the  same  in  the  abut- 
ments is  very  monotonous  and  requires  panelling,  or 
the  use  of  an  open  type  of  handrail.  An  inexpensive 
type  of  the  latter,  consisting  of  separately  cast  rail- 
ing-s  and  posts  has  been  used  by  the  writer  on  various 
occasions. 

The  generally  accepted  advantages  of  reinforced 
concrete  are  :  permanency  ;  small  cost  for  maintenance  ; 
greater  adaptability  to  architectural  treatment ;  rigid- 
ity with  lack  of  noise  under  traffic ;  employment  of 
local  labor  in  construction  and  keeping  most  of  the 
money  in  the  locality ;  the  cement  is  made  in  Canada, 
while  structural  steel  is  all  imported.  These  advantages 
are  however  lost  unless  all  work  and  materials  are 
in  strict  accordance  with  plans  and  specifications. 
Careless  inspection  is  more  disastrous  to  concrete  than 
to  steel.  The  advantages  of  steel  are :  it  has  no  com- 
petitor for  very  long  structures,  or  for  long  beams 
with  limited  depth ;  greater  adaptability  to  all  kinds 
of  trusses  and  forms  of  construction ;  greater  uni- 


Tower  Street  Bridge,  Fergus,  Ont. 


of  its  temporary  nature.  Steel  and  concrete  are  strong 
competitors,  both  being  excellent  materials  when  pro- 
perly used.  Local  conditions  in  all  cases  will  deter- 
mine which  is  the  best  to  use.  Concrete  structures 
may  be  of  either  mass  concrete  or  of  reinforced  con- 
crete. The  former  is  very  much  heavier  than  the 
latter  and  is  seldom  used  for  superstructures.  The 
"raison  d'etre"  of  reinforced  concrete  is  the  fortunate 
provision  of  nature  that  both  steel  and  concrete  have 
the  same  coefficient  of  expansion  or  they  could  not 
be  used  together.  Steel  is  our  best  material  for  ten- 
sion, and  concrete  in  general  best  for  compression, 
price  considered.  Concrete  superstructures  are  of 
slab,  beam  or  arch  type,  and  occasionally  cantilevers. 
On  account  of  being  cast  as  monoliths,  concrete  slabs 
and  beams  are  generally  continuous,  a  distinct  ad- 
vantage both  for  economy  and  rigidity.  Arches  must 
be  built  on  unyielding  foundations  or  provision  made 
for  taking  up  the  thrust  by  steel  embedded  in  the 
floor  of  the  stream  or  through  a  concrete  floor  stis- 
pended  from  the  arch  ribs.  The  latter  type  of  arch  is 
getting  to  be  very  popular  for'  sjKUis  too  long  for 
beams,  and  where  small  headroom  for  waterway  is 
available.    The  arch  has  a  decided  advantage  in  ap- 


formity  of  material  and  consequent  less  danger  from 
faulty  inspection.  It  is  the  lightest  structure  that  can 
be  built. 

The  various  types  of  steel  superstructures  are : 
beams,  plate  girders,  trusses  of  various  kinds,  arches, 
cantilevers,  suspension  and  swing  bridges. 

Length  of  Span  "  . 

The  span  is  determined  by  estimating  the  total  cost 
of  larger  spans  with  fewer  piers  or  shorter  spans  with 
more  piers ;  by  the  location  for  the  safest  position  for 
piers,  and  by  the  consideration  of  the  amount  of 
waterway  required  to  take  care  of  the  greatest  floods 
likely  to  occur.  In  general,  the  most  economical  ar- 
rangement is  when  the  cost  of  substructure  and  super- 
structure are  about  equal.  The  determination  of 
waterway  necessary  requires  careful  study.  Enquiry 
should  be  made  from  old  residents  as  to  how  neighbor- 
ing bridges  carry  the  floods,  having  regard  to  their 
spans  and  relative  drainage  areas.  This  can  be  sup- 
plemented by  calculations  from  drainage  area,  maxi- 
mum rainfall,  runofl:'  and  slope  of  the  stream.  Maxi- 
mum rainfall  is  subject  to  great  variation  and  judg- 
ment is  required  as  to  how  much  waterway  should  be 
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provided  for,  without  undue  cost.  Allowance  should 
be  made  for  piers,  causing  jams  of  ice  and  floating- 
materials,  and  for  the  fact  that  floods  are  apt  to  be 
greater  now  that  the  country  is  cleared  and  drained. 
It  is  unwise  to  reduce  the  waterway,  as  a  municipality 
may  thus  be  held  liable  1)y  the  courts  for  damage  to 
property  through  floods. 

Loads 

The  bridge  should  be  designed  to  carry,  with  a  fac- 
tor of  safety  of  4,  any  loads  likely  to  come  on  it,  and 
to  allow  for  future  increases.  There  has  been  a  rapid 
increase  in  the  weight  of  traffic  in  recent  years.  It 
is  expected  that  the  maximum  legal  weight  that  may 
pass  over  bridges  is  to  be  twelve  tons,  so  provision 
for  fifteen  tons  at  least  should  be  made  now  for  coun- 
try roads. 

Width  of  Roadway 

Likewise,  greater  width  of  roadway  should  be  pro- 
vided on  permanent  bridges.  Country  bridges  on  im- 
proved roads  should  be  IS  or  20  feet  wide.  The  roads 
may  be  widened  when  required,  l)ut  the  bridge  can- 
not be. 

Duties  of  Engineer 

It  may  be  of  interest  to  state  the  duties  of  the  en- 
gineer. He  should  examine  the  site,  test  the  founda- 
tions, make  surveys  and  gather  all  available  informa- 
tion.   He  should  make  estimates  of  the  cost  of  the 


various  propositions  and  advise  as  to  the  best.  Pre- 
pare plans,  making  all  calculations  as  to  stresses  and 
sizes  of  material  required,  stability  of  foundations,  and 
so  forth.  Prepare  specifications,  instructions,  with  es- 
timates of  quantities  for  contractors  and  forms  of  ten- 
der. Advise  as  to  the  letting  of  the  contract,  draw 
the  contract  and  prepare  any  further  drawings  re- 
quired, or  check  over  any  prepared  by  ine  contractor. 
In  the  case  of  a  steel  bridge  it  is  important  that  the 
detail  joints  should  be  of  full  strength  (a  matter  often 
neglected).  Inspect  the  work  during  construction  and 
generally  see  that  everything  is  carried  out  strictly  in 
accordance  with  the  contract.  Issue  certificates  for 
payment,  and  for  the  final  acceptance  of  the  work. 

The  too  common  practice  of  asking  contractors  to 
submit  their  own  ])lans  should  not  be  continued.  The 
only  way  to  determine  the  best  tender  is  to  have  all 
bid  on  the  same,  unless  the  engineer  reports  on  each 
plan  (a  rather  laborious  undertaking).  It  is  assumed, 
of  course,  that  the  engineer  is  an  expert  and  that  his 
plans  are  both  theoretically  correct  and  practically 
feasible  and  economical  in  construction.  Cheap  ad- 
vice, as  in  everything  else,  may  be  very  expensive  in 
the  long  run.  There  are  a  lot  of  weak  bridges,  said  to 
be  standing  only  from  the  force  of  habit.  There 
should  be  some  government  inspection  or  regulation 
requiring  county  engineers  to  report  faulty  structures 
in  all  cases  where  human  life  mav  be  risked. 


A  Satisfactory  Paving  Material 


By  J.  F.  Rhodes* 


THE  time  has  arrived  when  good  roads  must  be 
l)uilt.  The  people  are  now  educated  in  re- 
gard to  road  value  from  the  standpoint  of 
financial  gain  and  the  social  advantages  of 
the  rural  people.  The  graded  earth  or  gravel  road  no 
longer  fulfils  the  demands  of  traffic.  These  types 
provide  only  seasonal  roads,  which  the  public  no 
longer  desire.  This  condition  makes  it  necessary  to 
adopt  durable  roads  of  the  hard  surface  type. 

Formerly,  farmers  objected  to  hard  surface  roads, 
claiming  they  were  too  hard  on  horses'  feet,  btit  they 
now  realize  that  a  good  hard  surface  road,  usable 
every  day  in  the  year,  is  such  a  great  advantage  that 
this  objection  is  negligible. 

In  adopting  the  hard  surface  road  (that  composed 
of  stones)  the  road  builders'  problem  is  to  select  a 
binder  that  will  keep  the  stones  in  place.  The  auto- 
mobile, being  driven  by  the  rear  wheels,  soon  loosens 
the  stones  in  a  loosely  bound  road,  causing  the  road  to 
ravel  and  rut.  To  overcome  this  trouble  the  binder 
used  must  be  rigid  and  permanent.  Portland  cement 
is  the  only  binder  that  meets  these  requirements. 

Quality 

Portland  cement  concrete  makes  a  road  of  the  high- 
est quality.  It  fulfils  all  the  advantages  required  of  a 
good  road.  By  having  a  low  crown,  being  smooth  and 
non-slippery,  it  forms  a  road  surface  which  is  very 
favorable  for  travelling.  As  concrete  wears  very  slow- 
ly by  abrasion,  a  concrete  road  does  not  form  dust  or 
mud.  The  only  dirt  ever  noticeable  is  that  carried 
upon  it  from  adjoining  earth  roads,  which  is  readily 
removed  by  the  wind  and  rains.  Another  valuable 
quality  of  a  concrete  pavement  is  its  ease  of  mainten- 
ance.   The  contraction  joints  and  any  defects  which 

•Publicity  Managrer  Canada  Cement  Co.,  Ltd. 


may  develop  due  to  poor  construction,  are  repaired 
with  bitumen  and  sand  or  stone,  and  is  a  very  simple 
operation.  Repairs  are  also  very  slight,  seldom  cost- 
ing over  $25  per  mile  per  year,  and  can  be  done  with- 
out closing  the  roads  to  traffic. 

Economy 

Present  conditions  demand  economy,  not  retrench- 
ment, in  expenditures.  Money  should  be  invested,  not 
spent.  Roads  should  be  constructed  which  are  econ- 
omical when  considered  as  investments.  Investigation 
will  show  the  high  initial  cost,  cheaply  maintained 
road,  to  be  an  economical  investment,  and  the  low  in- 
itial cost,  expensively  maintained  road,  a  costly  ex- 
penditure. Concrete  roads  can  easily  be  maintained 
for  the  life  of  at  least  twenty-year  debentures  for  $50 
per  mile  per  year.  Wayne  County,  Michigan,  main- 
tains their  concrete  roads  for  $25.50  per  mile  per  year. 
The  average  yearly  cost  for  maintaining  the  macadam 
types  used  in  New  York  and  Massachusetts  is  over 
$600  per  mile,  and  these  roads  reciuire  rebuilding  every 
ten  years.  Assume,  for  example,  a  concrete  road  sur- 
face can  be  constructed  for  $14,000  a  mile  and  can 
be  maintained  for  twenty  years  at  a  yearly  cost  of  $50 
per  mile.  The  money  to  build  the  road  is  obtained  by 
issuing  twenty-year  debentures.  It  is  essential  that  the 
road  be  maintained  every  year,  that  the  interest  (as- 
sume five  per  cent.)  on  the  debentures  be  paid  yearly 
and  enough  money  procured  by  yearly  payments  to 
rebuild  the  road  in  twenty  years.  The  total  yearly 
cost  for  this  perpetual  improvement  is  $1,173.40.  A 
road  of  the  macadam  type  can  be  constructed  for 
$8,000  per  mile,  and  can  be  maintained  for  ten  years 
at  a  yearly  cost  of  $500  per  mile.  Ten-year  debentures 
are  issued  to  build  this  road.  The  total  yearly  cost 
for  this  perpetual  improvement  is  $1,536.04.   The  com- 
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munity  by  building  concrete  saves  annually  $362.64 
per  mile.  Choosing  this  road  would  certainly  be 
economy. 

Permanence 

The  permanency  of  concrete  road  is  unquestioned 
Concrete  paving  which  has  been  in  use  many  years 
shoAvs  practically  no  signs  of  wear,  as  instanced  in 
Bellefontaine,  Ohio,  where  it  was  introduced  in  1893, 
•and  Wayne  County,  Mich.  Wayne  County  built  2^^ 
miles  on  Woodward  Avenue  in  1909.  This  road  has 
had  very  heavy  mixed  traffic.  A  census  taken  in  1913 
showed  a  daily  average  of  320  horse-drawn  vehicles 
and  2,290  automobiles.  This  road  proves  the  perman- 
ence of  concrete  roads  for  all  classes  of  traffic.  The 
following  paragraph  is  taken  from  their  Ninth  Annual 
Report,  dated  Detroit,  Mich,  December  20th,  1915. 

"With  the  exception  of  the  finishing  up  of  the  small 
stretch  of  brick  roadway  on  Gratiot  Road  (let  by  con- 
tract) and  643  feet  of  gravel  construction  on  the  Ford 
Republic  Road,  all  of  our  work  is  of  our  standard 
concrete  construction  and  has  been  done  under  our  own 
supervision  and  jurisdiction  by  our  own  forces.  We 
have  made  no  changes  in  our  concrete  specifications 
as  we  feel  that  the  manner  in  which  our  concrete  roads 
have  stood  the  test  of  time  and  use  during  the  past 
seven  years  and  the  small  amount  spent  annually  on 
their  upkeep  is  ample  justification  for  our  adherence 
to  the  specifications  we  have  evolved  and  the  methods 
we  have  followed  in  their  building.  We  have  never 
taken  up  and  replaced  a  twenty-five  foot  section  since 
we  have  been  building  and  developing  this  type  of  road, 
and  its  freedom  from  ruts  and  holes  has  .permitted  us 
to  devote  our  energies  and  moneys  to  new  work  in- 
stead of  resurfacing  and  repair  work,  which  forms  so 
large  a  part  of  the  activities  of  other  communities 
where  a  less  durable  type  of  road  has  been  built  at 
the  outset." 

Satisfaction 

Concrete  roads  embody  the  three  characteristics 
essential  for  a  satisfactory  modern  highway:  quality, 
economy  and  permanence.  Permanent  roads  make  the 
country  property  more  valuable.  Economical  improve- 
ments make  the  people  wealthier,  and  these  advantages, 
combined  with  the  high  quality  of  concrete  roads,  com- 
pletely satisfies  them.  When  people  are  satisfied  with 
an  article  they  pin-chase  it  again.  When  the  road 
builders  give  the  public  roads  which  are  satisfactory 
the  whole  country  will  be  lifted  out  of  the  mud  in 
record  time. 


Canadian  Brass  Company,  Limited 

The  Canadian  Brass  Company,  Limited,  Gait,  Ont., 
are  preparing  a  new  catalogue  covering  their  various 
I)roducts  which  will  be  of  great  interest  to  the  trade. 
The  products  of  this  well-known  company  comprise 
corporation  brass  goods  and  plumbers'  suppHes.  In 
connection  with  the  first  they  make  the  well-known 
line  of  "Canadian"  main  cocks  and  curb  cocks,  lead 
unions,  lead  and  iron  unions  and  service  boxes.  Their 
curb  and  main  cocks  are  equal  to  the  best  quality  ,pro- 
duced  in  Canada.  They  are  all  ground  key  work,  i.e., 
after  the  cock  body  is  reamed  and  the  key  or  plug  is 
turned  on  a  lathe  they  are  then  put  in  what  is  called 
a  cock  grinder  and  every  plug  is  ground  to  fit  the  body. 
This  has  to  be  done  by  a  practical  mechanic.  When  a 
perfect  "ground  fit"  is  accomplished  the  plug  or  key 
is  thinly  coated  with  a  specially  prepared  grease  that 
is  guaranteed  not  to  harden.  The  complete  cock  is 
then  subjected  to  an  hydraulic  test,  and  if  it  does  not 
show  any  leak,  either  through  the  metal  body  or 
around  the  plug,  it  goes  to  the  field.  What  such 
careful  work  means  to  a  corporation  can  be  surmised 
if  one  considers  that  it  costs  more  to  dig  up  and  re- 
place a  defective  cock  than  the  article  is  worth. 

The  lead  and  iron  unions  and  service  boxes  of  de- 
signs sold  by  this  company  for  years  have  been  univer- 
sally accepted  as  high  grade  by  many  of  the  muni- 
cipalities. In  plumbers'  supplies  they  also  make  the 
"Adanac"  bath  and  basin  cock.  These  two  lines  are 
probably  as  well  known  among  the  high-class  plumb- 
ing trade  in  eastern  Canada  and  parts  of  the  west  as 
any  bath  cock  on  the  market.  They  are  of  red  metal, 
carefully  polished,  carefully  assembled  and  then 
nickel-plated,  the  majority  of  the  trade  buying  them 
with  porcelain  index  handles.  These  articles  are  sub- 
ject to  two  tests,  one  when  the  casting  is  rough  and 
the  other  when  it  is  finished. 

To  fill  out  their  line  this  company  manufacture  in 
the  same  careful  way  compression  bibbs,  sink  cocks, 
drain  cocks,  comp.  bath  and  basin  cocks,  gas  cocks, 
round  and  straightway  service  cocks,  either  lever  or 
tee  handle,  with  the  "Canadian"  patent  cap. 

The  plant  of  the  Canadian  Brass  Company  has  bijen 
in  operation  in  Canada  for  a])out  nine  vears,  and  is 
splendidly  equii)ped. 


The  Imperial  Oil  Company  have  awarded  the  con- 
tract to  the  London  Concrete  Machinery  Company  to 
supply  two  half-yard  batch  mixers  to  be  used  on  their 
new  plant  at  Regina. 


March  J,  1916 


THE   CONTRACT  RECORD 


205 


Foundation  and  Fire  Wall  for  Oil  Tank         Revision  of  Canadian  Society  By-laws 

The  accompanying  illustration  shows  the  founda- 
tion of  a  thirty  thousand  barrel  oil  storage  tank  at  the 
Grand  Trunk  Pacific  Railway  wharf  at  Vancouver, 
for  the  Imperial  Oil  Company,  Limited.  The  placing 
of  the  concrete  was  handled  in  a  very  economical  man- 
ner, as  described  below : 

After  the  piling  was  all  completed,  the  hoisting- 
tower  was  erected  and  the  hoist  motor  put  in  place. 
The  sheave  supporting  beams  were  made  longer  than 
usual  and  temporarily  placed  on  the  top  of  the  tower 
and  allowed  to  project  over  the  mixer  platform ;  the 
mixer  and  its  motor  were  then  hoisted  in  a  few  min- 
utes by  the  hoist  motor.  The  height  of  the  mixer  plat- 
form was  so  arranged  that  when  the  form-Avork  for 
the  fire  wall  was  completed  the  mixer  was  at  the  cor- 
rect height  for  discharging  direct  into  buggies  ;  at  the 
same  time  it  was  of  sufficient  height  to  spout  the  con- 
crete for  the  tank  foundation,  which  is  two  inches  thick. 
The  tower  was  placed  just  over  the  outer  edge  of  the 
wharf,  so  that  the  hoisting  skip  can  be  lowered  to  suit 
any  stage  of  the  twelve-foot  tide.  The  scow  was 
brought  direct  from  the  gravel  pit,  and  on  it  was 


H.  B.  Muckleston,  M.  Can.  Soc.  C.  E.,  has  been 
nominated  by  the  Calgary  Branch  and  endorsed  by 
the  Edmonton  Branch  as  one  of  the  members  repre- 
senting District  No.  6  on  the  Committee  to  consider 
the  revision  of  the  by-laws  and  other  matters  as 
set  forth  in  a  resolution  adopted  at  the  last  annual 
meeting  of  the  Canadian  Society  of  Civil  Engineers. 
Mr.  Muckleston  is  a  past  chairman  and  a  present 
member  of  the  executive  committee  of  the  Calgary 
Branch.  He  has  always  taken  an  active  interest  in 
the  afifairs  of  the  Society  and  will,  if  elected,  make  a 
valuable  member  of  the  committee. 


Concrete  Pile  Foundation  for  a  thirty  thousand  barrel  oil  storage  tank. 

placed  the  cement  which  was  received  from  the  ce- 
ment boat,  which  brought  cement  straight  from  the 
cement  mills.  The  correct  amount  of  aggregate  and 
two  sacks  of  cement  was  then  dumped  by  wheelbar- 
rows into  the  hoisting  skip,  which  was  hoisted  and 
discharged  into  the  mixer. 

The  specifications  for  the  material  for  the  founda- 
tion slab  called  for  a  mixture  of  1-3-5.  By  measure- 
ment it  was  found  that  three  cubic  feet  of  sand  and 
five  cubic  feet  of  gravel,  when  thoroughly  mixed,  mea- 
sured seven  cubic  feet.  At  the  gravel  pit  the  correct 
amount  of  gravel  and  sand  were  discharged  from  dif- 
ferent hoppers  on  to  a  belt  and  loaded  on  the  scow. 
Care  was  taken,  with  the  result  that  the  material  was 
very  evenly  mixed.  The  result  of  having  the  material 
mixed  at  the  pit  was  that  it  was  much  more  easily 
handled  at  the  job  and  also  one  yard  of  mixed  materi- 
al equals  one  and  one-seventh  yards  of  separated  ma- 
terial. From  the  above  description  it  will  be  noticed 
that  the  onl)^  plant  used  was  the  hoist  mixer,  which 
is  an  important  consideration  when  only  handling  a 
thousand  yards  of  material.  The  contractors  were  the 
l^oiainion  Construction  Company,  Limited,  Vancouver. 


Good  Roads  Men  Want  Duty  Removed 

The  Manitoba  Good  Roads  Association,  with  S.  R. 
Henderson,  president,  in  the  chair,  held  a  meeting  in 
the  Industrial  Bureau  February  24,  at  which  the  fol- 
lowing resolution  was  passed : 

"Whereas,  it  is  to  the  interest  of  all  residents  in 
the  Dominion  of  Canada  to  secure  at  the  lowest  pos- 
sible cost  the  best  road-making  materials  available, 
and  as  asphaltum  oil  and  its  by-products  are 
'^VHBjj      valuable  road-making  materials  and  produced 
chiefly  in  the  United  States  of  America,  it  is 
^      the  opinion  of  this  association  that  this  ma- 
terial should  be  admitted  free  of  duty  for  road- 
building  purposes ;  and  it  is  hereby  resolved 
to  petition  the  Dominion  Government  to  pass 
such  legislation  as  will  allow  the  free  importa- 
tion of  such  asphaltum  oil  or  any  other  oil 
that  may  be  used  for  road-building  purposes." 

It  was  decided  to  bring  the  foregoing  reso- 
lution before  the  attention  of  the  Canadian 
and  International  Good  Roads  Congress, 
which  meets  in  Montreal,  March  6,  when  W. 
F.  Tallman  will  represent  the  Manitoba  Good 
Roads  Association. 

Split-log  Drag  Competition 

The  question  of  split-log  drag  competitions 
was  also  discussed  at  some  length. 

Mr.  A.  McGillivray,  highways  commis- 
sioner, expressed  the  opinion  that  these  com- 
petitions should  be  treated  from  a  purely 
business  standpoint  and  not  entirely  with  the 
idea  of  winning  prizes.  It  should  be  in  the  interest  of 
all  municipalities  to  maintain  and  improve  their  roads, 
added  the  commissioner,  who  stated  that  the  govern- 
ment was  ready  at  any  time  to  help  along  the  work 
in  every  possible  way. 

It  was  ultimately  agreed  to  appoint  the  following 
gentlemen  to  wait  on  the  Minister  of  Public  Works 
regarding  some  definite  line  of  action :  Mayor  Waugh, 
S.  R.  Henderson,  A.  C.  Emmett  and  Reeve  Haddow. 


Mr.  Thornton  on  "The  Development  of 
the  Mountain  Park  Goal  Field" 

Mr.  N.  M.  Thornton,  C.  E.,  General  Manager  of  the 
Mountain  Park  Coal  Company,  Limited,  addressed  the 
Edmonton  Branch  of  the  Canadian  Society  of  Civil 
Engineers,  at  their  regular  meeting  held  on  the  16th 
February.  His  subject  was  "The  Development  of  the 
Mountain  Park  Coal  Field."  This  property  is  located 
about  75  miles  south  of  Edson  on  the  Grand  Trunk 
Pacific  Railway.  Mr.  Thornton's  address  was  illus- 
trated by  numerous  photographs  showing  the  various 
features  of  interest  in  the  development  of  the  field, 
and  was  greatly  enjoyed  by  those  present. 
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The  Ontario  Good  Roads  Convention 

Most  Successful  in  History  of  Association — Record  Attendance  and  Splendid 
Enthusiasm— Important  Topics   Discussed   by   Best   Men   in   the  Business 


THE  14th  Annual  Meeting-  of  the  Ontario  Good 
Roads  Association,  which    was    lield   in  the 
York  County  Buildings,  F"ebruar3^  22,  23  and 
24,  was  largely  attended,  tlie  number  of  dele- 
gates present  from  all  parts  of  the  province  being  the 
largest  in  the  history  of  the  Association.      The  total 
registration  was  upwards  of  two  hundred. 

President's  Address 

President  S.  L.  Squire,  of  Watford,  opened  the 
proceedings  with  a  short  resume  of  the  work  accom- 
plished during-  the  year  and  outlined  the  aims  of  the 
Association  for  the  future.  Dealing  with  the  expen- 
diture of  the  people's  money  after  the  war,  Mr.  Squire 
favored  the  erection  of  highway  memorials  at  dif¥er- 
ent  points  throughout  the  province  coriimemorating 
the  work  done  by  our  Canadian  soldiers  in  the  present 
war  and  providing-  a  means  for  employing-  a  part  of 
the  great  army  of  men  and  immigrants  who  will  re- 
turn to  Canada  after  the  victorious  termination  of  the 
struggle.  Even -in  a  period  of  comparative  financial 
stress  like  the  present  the  work  of  provincial  improve- 
ment should  go  ahead.  Among-  other  provincial 
works  suggested  by  Mr.  Squire  was  the  building  of  a 
great  through  highway  between  Ontario  and  Quebec 
which  should  conduce  to  mutual  trade  and  better  social 
relations  between  the  two  provinces. 

Limit  Motor  Loads 

Mr.  George  S.  Henry,  M.  P.  P.,  secretary-treasurer 
of  the  Association,  presented  a  bill  to  limit  the  weight 
to  be  carried  on  country  roads  and  bridges  by  motor 
vehicles.      This  bill  was  referred  to  a  committee  for 


discussion  and  the  wardens  of  the  counties  were  ap- 
pointed a  special  committee  to  forward  legislation 
looking-  to  the  improvement  of  county  roads- 
Afternoon  Session 
Alderman  J.  G.  Ramsden,  together  with  Acting 
Mayor  John  O'Neill  and  Controller  Thomas  Poster, 
represented  the  city  council  and  welcomed  the  dele- 
gates to  the  city.  Alderman  Ramsden,  referring-  to 
the  Toronto-Hamilton  Highway,  said  that  Mr.  Gooder- 
ham  had  acted  in  good  faith  when  he  estimated  the 
cost  of  the  Highway  at  $600,000,  but  he  was  not  a  prac- 
tical road  man  and  must  have  been  poorly  advised. 
Mr.  Ramsden  expressed  the  opinion  that  before  the 
Highway  was  completed  it  would  probably  cost 
$1,000,000,  but  whatever  the  cost,  the  work  will  have 
to  go  through  now. 

Knowledge  Gained  by  Experience 

Knowledge  gained  by  experience  was  the  warning 
taught  by  Sir  John  Plendrie,  who  spoke  briefly,  wel- 
coming- the  Association,  and,  in  passing,  touching-  on 
the  cost  of  the  Toronto-Hamilton  Highway:  'T  can 
speak  feelingly  of  the  cost  of  the  Highway  for  I  am  a 
taxpayer  in  Flamboro  and  have  to  pay  my  share  of  tlie 
assessment.  The  province  must  soon  spend  millions 
on  its  roads;  let  us  learn  the  lesson  of  the  need  of  cm- 
ploying  the  best  technical  skill  to  estimate  the  cost  of 
the  work  and  supervise  the  construction." 

The  Lieutenant-Governor  also  spoke  of  the  effect 
of  good  roads  in  improving  social  and  farming  condi- 
tions in  the  country  and  hoped  that  it  would  not  be 
long-  until  every  road  in  the  province  would  be  greatly 
improved. 


Why  Counties  Have  Not  Adopted  County  Road  Systems 


Mr.  K.  W.  McKay,  vice-president  of  the  associa- 
tion, touched  on  the  splendid  system  of  highway  laws 
as  at  present  in  force  in  Ontario,  before  calling  on  re- 
jjrcsentatives  of  the  counties,  who  had  not  adopted  the 
good  road  system,  to  tell  why  they  had  not-  Mr. 
John  A.  Best,  M.  P.,  speaking  of  the  good  roads  sys- 
tem in  the  county  of  Duft'erin,  partly  blamed  the  past 
relationship  with  Simcoe  and  Welland  for  not  having 
gone  into  the  matter.  Mr.  Best  spoke  forcibly  of  the 
good  effect  of  better  roads  between  the  farm  and  the 
market  towns  to  the  farmer.  Perishable  produce  is 
often  spoilt,  due  to  the  fact  that  the  farmer  can't 
market  it  immediately  on  account  of  the  l)ad  rcjads. 
The  system  of  statute  labor  should  be  a  thing  of  the 
past.  Under  the  present  system  some  parts  of  the 
road  are  looked  after  I)etter  than  others.  War  con- 
ditions need  not  seriously  interfere  with  the  estab- 
lishment of  a  good  roads  system.  If  the  statute  labt)r 
system  could  be  gotten  rid  of  and  the  good  roads  sys- 
tem applied,  the  (piestion  would  be  generally  solved - 
The  question  rcsolxcs  itself  into  educating  the  i)e()i)le 
to  the  benefits  to  lie  derived.  Until  recently  the  coun- 
try people  have  been  very  much  prejudiced  against 
the  motors  and  have  been  averse  to  taking  up  good 
roads,  but  they  are  begiiming  to  see  the  ])cnents  ol 
them  and  it  is  the  duty  of  this  association  to  furliier 
1  hat  education. 


The  item  of  the  cost  and  the  fear  of  the  ballot  box 
has  led  many  governrnent  members  to  play  safe  rather 
than  to  take  a  stand  on  a  question  his  con.stituents 
might  not  understand,  even  though  it  be  ultimately  for 
their  own  good-  The  Government  pays  40  per  cent, 
of  the  cost  of  new  roads  and  the  i)eople  are  doing 
themselves  a  great  injustice  not  to  take  advantage  of 
the  opportunity.  Everybody  pospers  when  the  farmer 
prospers.  It's  up  to  the  farmer  to  take  advantage  of 
the  op])ortunities  offered. 

Situation  in  Elgin  County 

Mr.  N.  y.  Cornell,  of  Port  Stanley,  exi)laining  the 
situation  in  Elgin  County  ascribed  the  tremble  to  lack 
of  education  on  the  part  of  some  of  the  comity  coun- 
cillors and  to  the  n-iistaken  idea  held  sonic  comi- 
ties, where  material  was  i)k'ntiful,  that  tiiey  could  l)uilcl 
cheaper  themselves  than  by  contributing  and  working 
under  the  supervision  of  the  Government. 

Owing-  to  the  lack  of  sufficient  data  on  the  cost  of 
roads  in  diff'erent  counties,  and  the  present  financial 
crisis  due  to  the  iMiropean  war  and  the  eternal  fear  ol 
the  ballot  box  the  system  had  not  as  yet  been  adopted 
by  the  county  council  of  Elgin — the  home  of  the  Min- 
ister ()f  Works  and  the  Deputy  Ministci-  of  1  liglnvays. 

I  )r.  .Meek  of  Pc^rt  Rowan,  i)ast  ineniber  ol  the 
county  council  of  Norfolk,  spoke  of  conditions  there. 
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Some  well  populated  counties  have  lots  of  good  readily 
available  material,  with  which  to  build  ^ood  roads, 
while  other  sparsely  settled  counties  lack  not  only 
the  money  but  also  the  material.  This  with  the  ad- 
vent of  motor  traffic,  the  present  war  and  the  inade- 
quate education  of  the  county  councillors,  who  feel 
that  good  roads  are  a  luxury  rather  than  a  necessity, 
prompts  the  wait-and-see  attitude,  and  is  the  reason 
why  many  counties  haven't  been  progressive  enough 
to  take  the  step  in  advance. 

Don't  Know  the  Cost 
Warden  McDowell,  of  Norfolk,  in  defending  their 
"play-safe"  policy  stated  that  they  weren't  sufficiently 
informed  on  the  cost  of  roads.  Estimates  had  been 
su1)mitted  to  them,  which  when  gone  into  were  only 
about  one-third  of  what  they  should  have  been.  The 
l)ig  item  was  the  expense  of  materials  wliich  were  not 
very  convenient  and  necessitated  long  haulage. 

People  Need  Educating 

Mr.  Anderson,  also  of  Norfolk,  in  behalf  of  good 
roads  mentioned  the  difficulties  to  be  overcome,  but 
stated  that  they  could  be  overcome  if  the  government 
would  send  a  representative  out  to  meet  the  people  in 
a  convention  and  show  them  the  benefits  to.  be  de- 
rived. 

Kent  County  Would  Benefit 

On  behalf  of  Kent,  a  flat  low-lying  country,  Mr.  G. 
.\.  Frazer,  of  Thamesville,  stated  that  no  county 
would  benefit  more  than  Kent  by  a  good  roads  system. 
The  increase  in  propert}^  value  would  more  than  re- 
compense for  the  extra  taxation.  But  the  people, 
now  under  a  heavy  drainage  tax  on  account  of  the  low 
llat  nature  of  the  country,  could  see  nothing  more  than 
increased  taxation.  They  have  to  be  educated  to  the 
economical  benefits  to  be  derived  in  increased  land 
values,  due  to  better  production,  from  better  drainage, 
better  transportation  facilities,  the  increased  comfort 
and  the  moral  efifect  on  the  rising  generation.  Kent 
is  somewhat  in  the  position  of  the  man  who  owned  a 
gold  mine  but  wouldn't  spend  enough  to  buy  a  pick 
and  shovel  to  work  it-  Educate  the  ])eople  who  may 
choose  men  whom  they  know  will  carry  out  their  best 
interests  regardless  of  consequences. 

Want  Concrete  Roads 

Mr.  Elennigan,  warden  of  Kent  county,  stated 
that,  due  to  the  flat  nature  of  the  countr}',  the  onlv 
roads  they  considered  at  all  permanent  were  concrete, 
and  so  far  they  were  marking  time  until  they  saw  some 
examples  of  it. 

Proper  Handling  of  Highways 

Mr.  W.  A.  McLean,  Deput}^  Minister  of  Highways, 
was  loudl}^  applauded  when  he  i"ose  to  address  a  few 
remarks.  The  public  highways  have  always  been 
with  us  and  always  will  be.  Every  man  has  to  travel 
nn  them.  The  great  problem  of  the  people  is,  there- 
fore, the  proper  handling  of  these  highways.  "On 
the  highways  of  the  province,"  said  Mr.  Mcf.ean,  "we 
all  meet  on  a  common  level.  There  is  no  fee  charged. 
There  is  no  ticket  to  purchase-  There  is  a  sense  of 
ownership  when  a  man  is  on  a  highway  to  l^e  found  in 
no  other  place  in  this  or  any  other  country.  I^et  us 
make  these  highways  the  best  we  possibly  can." 

Before  January  18,  1916,  the  Highways  Department 
had  never  been  able  to  present  a  fixed  policy  with  re- 
gard to  the  aid  they  could  extend.  In  1910  the  de- 
partment was  organized,  whicli  consisted  of  Mr.  Mc- 


l^ean  and  his  stenographer.  The  government  paid 
one-third  of  the  cost  of  the  construction  of  new  roads. 
In  1913  a  commission  was  appointed  but  nothing 
positive  could  be  said  in  regard  to  their  policy.  In 
1914  this  commission  handed  in  their  report  and  in  191. i 
the  act  was  passed,  but  up  to  January  18,  1916,  nothing- 
definite  could  be  said  as  to  when  it  would  take  eftect. 
The  first  step  taken  on  receiving  definite  authority  was 
to  send  out  a  statement  to  all  the  county  councils, 
showing  how  it  would  afifect  them-  From  the  re- 
sponse the  department  feel  it  has  been  very  beneficial 
and  this  first  step  will  be  followed  up  by  others. 

Answering  a  number  of  questions,  Mr.  McLean 
mentioned  how  difficult  it  was  to  state  oflfhand  the 
cost  of  any  particular  road.  The  trouble  is,  a  count} 
asks  for  the  cheapest  road  under  the  regulations,  as 
to  cost-  When  it  is  started  people  recognize  the  room 
for  improvement  and  demand  it,  with  the  result  that 
the  final  part  of  the  road  may  be  twice  as  good  as  the 
initial  part  and  consequently  cost  in  proportion,  but 
the  people  don't  at  once  realize  why.  With  good 
roads  a  farmer  can  produce  a  maximum  and  sell  it  im- 
mediately. l'>ut  (in  poor  roads  he  can  only  produce 
what  he  can  trans|)(irt.  It  is  evident  that  the  good 
roads  will  soon  pay  for  themselves  in  return.  Start  in 
cautiously  and  work  up  to  a  system  embracing  all 
roads. 

The  system  is  not  perfect,  no  human  scheme  known 
is  perfect,  but  its  good  features  are  vastly  in  advance 
of  its  disadvantages.  There  are  oljstacles,  but  thev 
liave  their  compensation. 

The  European  war  casts  its  shadow,  true,  but  we 
are  all  confident  of  the  outcome  and  should  go  forward 
and  ])repare  plans  for  the  time  when  the  war  is  vic- 
toriousl}'  over  and  the  great  army  of  men,  and  pos- 
sibl}'  almost  as  large  a  one  of  immigrants,  come  back. 
We  owe  them  something  and  the  opportunity  of  giv- 
ing them  employment  on  highway  construction  should 
be  our  aim. 

Mr.  McLean  assured  those  present  that  the  De- 
partment is  always  at  their  service,  always  ready  and 
willing  to  meet  and  advise  anyone  in  regard  to  the 
betterment  of  good  roads. 

Mr.  Merrion  spoke  of  the  condition  in  Prescott 
and  Russell,  and  the  hope  they  had  of  efTecting-  a  bond 
between  Ontario  and  Quebec. 

Legacy  for  Posterity 

Money  wisely  invested  in  providing  good  roads  is 
one  of  the  best  legacies  the  people  of  today  can  leave 
to  posterity,  was  the  keynote  of  an  address  by  the  Hon- 
F.  G.  Macdiarmid,  Minister  of  Public  Works.  Good 
roads  were  not  only  a  provision  for  the  future,  but  thev 
increased  the  value  of  the  farm  land  and  property  in 
general.  "Let  us  make  our  highways  the  best  we  pos- 
sibly can.  Good  roads  are  necessarv  from  an  econo- 
mic point  of  view  whatever  the  cost." 

Mr.  Macdiarmid  said  that  in  spite  of  war,  the  cam- 
paign throughout  the  province  to  secure  more  good 
roads  had  made  progress  and  it  was  possible  even  at 
such  a  time  that  legislation  to  helj)  further  with  the 
work  might  be  passed  if  the  people  of  the  counties 
Avould  work  together  and  prepare  the  preliminaries. 
There  had  been  talk  of  the  country  passing  through  a 
])eriod  of  stress  and  strain,  but  he  believed  that'  the 
stress  was  less  today  than  18  months  ago.  There  was 
being  exhibited  by  British  people  everywhere  a  feeling 
of  confidence  that  was  truly  remarkable.  Neverthe- 
less it  was  not  a  time  for  reckless  expenditure  nor  was 
it  a  time  for  standing  still  on  the  matter  of  securine 


THE   C  O  N  T  R  A  C  T  RECORD 


March  1,  1910 


better  roads.  The  Government  asked^for  tlieir  co-  prepared  for  it.  Highways,  the  best  that  could  pos- 
operation  and  hoped  for  a  period  of  great  prosperity  sibly  be  made,  were  essential  to  the  success  of  the  pro- 
and  great  immigration  after  the  war  and  wished  to  be     vince,  both  from  point  of  view  of  utility  and  economy. 

The  Benefits  of  a  County  Roads  System 


This  (luestion  was  discussed  on  Wednesday  after- 
noon by  a  number  of  county  representatives.  Major 
."^heppard,  speaking  un  behalf  of  the  county  of  Wel- 
land.  which  was  one  of  the  last  counties  to  come  into 
the  new  sj'stem,  referred  to  the  benefits  derived  from 
the  .system.  Since  coming  into  the  system  Welland 
has  made  162  miles  of  good  roads  in  the  last  four 
years.  Before  these  roads  were  improved  the  roads 
in  Welland  were  aljout  the  worst  in  the  province,  but 
since  improvement  tlie  difficulty  is  now  not  to  get  the 
])eople's  consent  to  build  more  roads,  but  where  to 
build  them,  cacli  townslii])  clamoring  for  more  in  their 
particular  division-  Statute  lal)or  is  unsatisfactory. 
The  time  has  come  when  an  organized  system  is  ne- 
cessary throughout  the  province.  The  cost  of  road 
building  per  mile  is  hard  to  determine  without  a  syste- 
matic estimate  of  local  ci^nditions ;  every  mile  will  cost 
difl^erent.  depending  on  the  convenience  of  materials, 
length  of  haul,  number  of  culverts  to  be  placed,  and 
grades  and  hills  encountered.  In  the  county  of  Wel- 
land today,  after  a  few  years  of  Good  Roads,  there  is 
not  a  dissenting  voice. 

Untiring  Efforts  of  County  Engineer 

Warden  Campbell,  of  Middlesex,  one  of  the  first 
counties  to  adopt  a  Good  Roads  system,  in  1907,  stated 
that  their  success  was  due  to  the  untiring  efforts  of 
their  county  engineer,  Mr.  Charles  Talbot.  Up  to  the 
end  of  1915,  240  miles  of  improved  roads  had  been  laid, 
and  the  programme  for  1916  calls  for  165  miles  more. 
The  cost  of  good  roads  in  Middlesex  is  from  $1,000 
to  $1,500  where  gravel  is  convenient,  and  $4,000  for 
l)roken  stone  roads,  the  average  cost  being  from  $1,800 
to  $2,000  per  mile.-  Mr.  Campbell  would  like  to  see  a 
limit  put  on  the  load  for  fast  motor  trucks.  Due  to 
the  increasing  traffic,  these  motfers  are  breaking  up 
the  roads  throughout  the  country. 

Nothing  But  Praise 

Mr.  Wheelock,  of  Peel  County,  stated  that  after 
eight  years  of  experience  under  the  Highway  Im- 
f)rovement  Act  the  people  of  the  county  had  nothing 
i)Ut  praise  for  the  system.  People  are  insisting  on 
good  roads  at  whatever  cost.  In  Peel  nearly  all  the 
roads  have  been  reconstructed,  and  the  question  now 
is  mainly  one  of  maintenance.  The  good  effects  to 
be  gained  from  Government  supervision,  in  which 
the  Government  pays  forty  per  cent,  on  construction 
and  new  machinery  and  twenty  per  cent,  on  mainten- 
ance, should  appeal  to  any  progressive  county. 

The  lime  is  approaching  when  country  traffic  will 
l)e  done  entirely  with  motors,  carrying  an  average  load 
of  from  ten  to  fifteen  lf)ns,  and  roads  must  be  built 
now  to  maintain  this  lieavy  traffic  in  tlie  near  futiu'e- 

Increased  Property  Values 

Mr/  W.  Anderson,  Prince  Edward  County:  Aftei' 
nine  years  under  the  county  system  land  values  in 
I'rince  Edward  have  increased  at  least  25  per  cent. 
This  should  be  a  big  item  in  influencing  those  coun- 
ties not  yet  imder  the  system  to  take  it  u]).  The  cost 
in  I'rince  lulward  averages  from  $2,200  to  $4,000  per 
mile,  depending  on  (he  kind  of  lanrl  o\ci'  wliicli  tlic 


road  is  built  and  the  convenience  of  the  building  ma- 
terial. 

Wentworth  County 

The  county  of  Wentworth,  which  receives  some  of 
the  heaviest  traffic  of  the  province,  due  to  the  fact  that 
it  lies  in  the  path  of  traffic  passing  between  Detroit 
and  Niagara  Falls,  has  been  working  under  this  sys- 
tem since  1902,  and  have  spent  about  $378,000  on 
county  good  roads.  The  system  now  is  in  very 
good  shape,  153  miles  of  improved  roads  having  been 
laid.  The  social  and  moral  advantages  claimed  for 
this  system,  and  the  increased  value  in  land,  are  great 
assets  to  the  county.  When  it  is  considered  that 
240,000  acres  have  increased  in  value  from  $2  to  $50 
an  acre,  one  will  see  the  good  effects  of  such  a  sys- 
tem. 

Cost  $1,500  to  $4,000  a  Mile 

Mr.'Pugsley,  of  York  County,  the  pioneer  county 
in  Good  Roads  systems,  spoke  of  the  attempt  made 
ten  or  twelve  years  ago  to  have  good  roads  over  all 
York,  and  the  subsequent  division  into  north  and 
south  when  the  system  was  turned  down — the  south- 
ern portion  adopting  the  system,  and  the  northern 
staying  out. 

Good  roads  in  York  have  cost  from  $1,.S00  to 
$4,000  a  mile.  The  fact  that  most  of  these  roads  lead 
to  Toronto,  and  the  excessive  nature  of  the  traffic,  has 
necessitated  a  very  permanent  form  of  construction. 
About  115  miles  of  roads  have  been  constructed,  at  a 
cost  of  approximately  $600,000. 

North  York,  realizing  the  ad\antages  of  the  new 
system,  were  unanimous  at  the  last  meeting  of  the 
council  to  adopt  Good  Roads.  Mr.  Pugsley  would 
like  to  see  all  the  counties  adopt  this  system,  and  have 
good  roads  from  one  end  of  the  province  to  the  other. 
It  would  not  only  be  an  economic  benefit  to  the 
people,  but  also  a  benefit  from  a  military  standpoint, 
due  to  the  great  advantage  of  rapid  transportation. 

Hastings  County  a  Pioneer 

Ex-President  Vermilyea,  of  Belleville,  representing 
Hastings  County,  which  was  one  of  the  early  pioneers 
in  the  good  roads  movement  on  which  it  had  spent  two 
millions  of  dollars  before  the  Government  had  made  a 
grant,  advised  other  counties  to  follow  suit-  Begin 
now  on  roads  nearest  the  respective  market  towns  and 
progress  year  by  year  as  finances  would  allow  and  for- 
get that  it  was  a  stupendous  task,  was  Mr.  Vermilyea's 
advice,  for  in  years  to  come,  he  said,  the  saving  in 
horseflesh,  labor,  and  increase  in  farm  values  would 
soon  repay  more  than  tlie  roads  would  cost. 

Land  Values  Increased  25  Per  Cent. 

Mr.  Willoughby  Anderson.  Prince  Edward  Ct)Unl  \  , 
said  his  county  adopted  a  good  road  system  nine  years 
ago,  and  in  farm  centres  the  land  A'alues  had  since  in- 
creased as  mucli  as  25  per  cent. 

Good  Roads  Sign  of  Prosperity 

Mr.  C.  R.  \Vhcelock  of  Duffcrin  t^)unty,  expressed 
a  similar  view,  and  advised  the  counties  to  build  their 
roads  to  meet  heavv  IrafTic  for  heavv  motors  would 
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be  the  chief  meaus  of  transport  in  the  near  future.  i  f 
the  counties,  still  years  behind  the  times,  would  adopt 
a  good  road  system  the  townships  would  follow  suit. 
Good  roads  were  a  sure  sign  of  the  alertness  and  pro- 
gressive spirit  of  the  farmer. 

Financing  Good  Roads 

Mr.  K.  W-  McKay,  St.  Thomas :  Good  roads  are 
investments  and  must  be  paid  for;  there  are  no  bargains 
in  road  building.  The  question  resolves  itself  into 
one  of  legislation  and  our  present  laws  are  evidence  of 
our  aim  to  provide  better  equalization  ;  to  derive  the 
funds  from  the  proper  source.  That  the  Highways 
Improvement  Act  has  only  been  adopted  in  one-half  of 
the  counties  suggests  that  increased  legislation  is 
needed.  With  the  improved  county  roads,  both  the 
country  and  city  resident  benefits  by  the  results  of  im- 
proved transportation  facilities. 

Mr.  McKay  believed  that  the  present  legislation  is 
somewhat  inadequate.  Townships  should  .pay  accord- 
ing to  the  benefits  derived,  and  should  assess  the  land 
as  they  derive  benefit  from  the  road.  A  nian  on  a 
back  road  does  not  get  as  much  benefit  as  the  farmer 
living  on  the  improved  highway.  The  assessments 
should  be  made  on  benefits  derived  rather  than  on 
frontage.  Under  the  new  regulation  the  government 
pays  20  per  cent,  on  maintenance  and  40  per  cent,  on 


new  construction,  also  40  per  cent-  i>n  new  machinery. 
Provincial  aid  is  extended  in  the  case  of  country  roads, 
sul)ur])an  roads  and  main  highways — that  is  between 
cities.  The  Department  encourages  the  adoption  of 
the  system  and  the  appointment  of  road  superinten- 
dents. 

Highways  are  classified  by  the  traffic  thereon,  and 
the  ways  in  which  they  are  improved.  Maintenance 
is  the  keynote  of  a  good  roads  system.  It  should  start 
as  soon  as  the  new  road  is  finished.  Counties  carry  on 
their  road  improvement  financially  in  three  ways- — 
first,  by  an  annual  levy,  which  is  employed  by  seven 
counties ;  second,  by  a  combination  of  annual  levy  and 
debenture  issues — three  counties  employ  this  system — 
and  last,  by  debenture  issues  alone,  which  seems  to  be 
the  popular  system,  ten  counties  having  adopted  it. 
The  time  limit  of  the  debenture  is  set  by  the  depart- 
ment. It  would  ])e  unwise  to  extend  them  beyond  the 
reasonable  life  of  the  highway. 

In  conclusion  Mr.  McKay  said,  (1)  Give  the  coun- 
ties time  to  study  the  system  and  inaugurate  it;  (2) 
Have  proper  provision  in  the  Highways  Act  for  the 
township  to  pay  in  proportion  to  the  benefits  derived; 
(3)  Have  the  Department  supervise  the  issue  of  de- 
bentures and  (4)  Build  the  best  road  possible,  as  the 
most  expensive  first  cost  highway  is  the  cheapest  in 
the  end- 


When  Are  Gravel  Roads  Profitable? 

By  Chas.  Talbot.  C.  E.* 


A good  road  gravel  is  composed  of  hard  and 
tough  pebbles  and  stone  of  difTerent  sizes  and 
sufficient  sand  and  binding  material  that  whpn 
consolidated  in  position  on  the  road  it  will 
form  a  solid  mass. 

Where  large  stones  are  found  in  a  gra^'el  pit  they 
should  be  removed  before  loading  the  gravel  and 
where  a  large  proportion  of  the  gravel  is  composed  of 
large  stone  the  whole  of  the  material  should  be  run 
through  a  crusher  and  screened,  the  excess  of  sand  re- 
sulting from  the  screening  may  be  placed  in  the  base 
of  the  road  with  the  larger  stone  and  on  top  of  this  the 
smaller  stone  filled  with  sufficient  filler  from  the  small 
screen.  Where  gravel  deposits  have  not  sufficient 
binder  to  consolidate  the  necessary  binder  will  be  pro- 
duced by  passing  the  material  through  the  crusher. 

In  the  construction  of  the  gravel  road  the  subgrade 
should  be  firm  and  the  gravel  deposited  and  rolled  in 
layers  of  four  or  five  inches  and  finished  by  using  a 
moderate  amount  of  rolling  and  watering.  A  gravel 
composed  of  large  stone  and  fine  sand  is  very  objec- 
tionable and  results  in  inferior  work.  Gravel  composed 
of  small  pebbles  coated  with  an  iron  oxide  or  a  clay 
binder  sets  readily  and  produces  a  very  serviceable 
road  for  light  traffic. 

The  more  difficult  it  is  to  consolidate  the  gravel 
the  harder  and  more  durable  is  the  surface  formed. 
The  gravel  that  has  an  excess  of  binder  dissolves 
easily  under  traffic  in  wet  v/eather  and  ruts  are  formed  ; 
is  may  however  be  restored  with  a  grader  or  log  drag 
if  used  at  the  proper  time.  This  cannot  be  done  with 
the  better  class  of  gravel  and  the  ruts  and  depressions 
must  be  filled  with  fresh  material. 

In  the  construction  of  gravel  roads  the  roller  is 
useful  to  consolidate  the  grade  and  roll  the  gravel 
b^ufficiently  to  form  a  reasonably  firm  surface-  After 

*  Road  Engineer,  Middlesex  County. 


this  is  done  I  am  inclined  to  the  opinion  that  further 
rolling  is  not  beneficial  as  it  apparently  requires  the 
action  of  the  traffic  upon  the  small  stone  to  produce 
the  binder  that  results  in  its  final  consolidation. 

The  selection  of  suitable  gravel,  the  treatment  ne- 
cessary and  the  quantity  used  must  all  be  decided  by 
the  person  in  charge  of  the  work  and  his  decision  will 
depend  upon  local  conditions.  AV'hen  traffic  is  heavy 
and  liable  to  increase  gravel  should  not  be  used  in  new- 
work. 

Upon  highways  adjacent  to  cities  such  as  Toronto. 
Hamilton  and  Buffalo  and  throughout  the  counties 
connecting  these  cities,  traffic  conditions  are  quite  as 
congested  as  they  are  on  city  streets.  Consequently 
they  and  all  such  roads  must  be  treated  in  a  class  en- 
tirely by  themselves  and  as  they  at  most  represent  less 
than  2  per  cent,  of  the  road  mileage  of  the  Province 
they  are  of  little  importance  to  the  people  as  a  whole 
except  as  an  object  lesson  representative  of  the  condi- 
tions that  will  obtain  in  the  near  future  through  a 
much  wider  area. 

Eight  per  cent,  of  the  total  mileage  has  a  traffic  of 
less  than  375  and  more  than  100  vehicles  per  day  and 
90  per  cent,  has  a  traffic  of  less  than  100  vehicles  per 
day. 

Earth  and  sand  roads  compose  some  19,000  miles 
of  the  total  road  mileage  of  the  organized  portion  of 
Ontario,  20,000  miles  are  represented  as  gravel  roads. 
4,000  miles  stone  roads;  the  balance,  some  12,000 
miles,  are  unimproved. 

From  the  foregoing  you  must  conclude  that  while 
the  problem  of  meeting  conditions  where  traffic  is 
congested  is  large  and  ever  increasing  the  subject  af- 
fecting the  greatest  number  of  people  of  Ontario  ex- 
clusive of  those  residing  in  tlie  cities  is  the  one  that 
deals  with  the  long  stretches  of  country  roads  wdiere 
traffic  is  comparatively  light  and  less  expensive  con- 
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struction  answers  the  requirements  demanded  of  the 
roads. 

Convenience  of  Material 

Where  material  such  as  stone  and  gravel  must  be 
transported  over  the  railvi^ays  or  by  Avagons  or  tractors 
over  long  stretches  of  roads  for  the  original  construc- 
tion of  the  road  no  material  progress  has  been  made, 
the  cost  being  considered  prohibitive. 

On  the  other  hand  marked  improvement  has  been 
made  in  every  instance  where  gravel,  stone  or  rock  is 
available  within  hauling  distance  of  the  highways- 

As  the  people  who  control  the  matter  consider  the 
importation  of  material  for  the  road  crust  too  expen- 
sive, the  question  resolves  itself  for  the  present  into  a 
consideration  and  treatment  of  the  materials  available 
and  a  systematic  use  of  them  to  produce  economic  re- 
sults. 

Where  earth  roads  obtain  l:)ecause  of  lack  of 
metal  the  roads  will  remain  unsurfaced  until  the  rate- 
payer decides  he  can  afford  the  cost  of  importing 
stone  or  gravel  for  their  improvement,  or  some  method 
is  discovered  whereby  the  clay  and  sand  may  be  con- 
verted into  a  suitable  road  crust. 

With  the  gravel  road,  conditions  are  different ;  al- 
ready long  stretches  of  these  roads  are  constructed 
and  are  in  serviceable  condition,  and  with  a  Provincial 
Department  of  Highways  to  supervise  and  direct  the 
organization  plans  for  the  systematic  impro\  ement  in 
both  townships  and  counties  marked  advancement 
must  necessarily  follow  and  at  least  the  foundation 
work  of  a  complete  S)^stem  of  highways  in  the  near 
future  will  be  constructed  consisting  of  properly 
formed  and  drained  grades  strengthened  by  the  ap- 
plication of  such  local  material  as  is  available  and  for 
the  time  being  constituting  both  the  base  and  wearing- 
surface  of  the  present  highway  but  which  will  in  the 
future  constitute  the  foundation  for  the  more  expen- 
sive road  surface  which  will  be  demanded  as  the  coun- 
try increases  in  population  and  wealth. 

For  the  present  however  we  are  compelled  l)y  tlie 
magnitude  of  the  work  and  the  comparative  un- 
developed state  of  the  country  to  utilize  the  material 
immediately  at  liand  and  with  them  in  so  far  as  pos- 
sible meet  the  problems  confronting  us  in  the  matter 
of  the  constructing  of  new  roads  and  the  improvement 
and  maintenance  of  the  old.  . 

Drainage 

As  this  paper  is  not  supposed  to  treat  with  drain- 
age or  the  construction  of  the  grade  I  must  assume 
that  in  all  cases  before  gravel  is  placed  the  water  line 
has  been  lowered  to  at  least  3  feet  below  the  top  of 
the  grade  and  adequate  provision  made  by  a  proper 
under  drainage  system  to  keep  the  sub-grade  free  from 
water;  failing  this  no  satisfactory  results  will  be  ob- 
tained by  placing  gravel  or  stone  on  the  road. 

I  stipulate  the  use  of  under  drains  because  the 
use  of  an  unguarded  open  drain  upon  tlie  highway  is 
unlawful  and  useful  only  to  carry  off  the  surplus  water 
from  the  adjoining  lands.  Farmers  have  long  since 
learned  the  open  drain  is  serviceable  only  as  an  outlet 
for  his  under  drains  and  the  road  Superintendent  will 
after /a  series  of  expensive  experiments  discover  the 
open  drain  on  the  highway  is  useful  and  jealous]}' 
guarded  by  the  farmer  for  the  same  puri)()se. 

Assuming  the  drainage  is  good  and  the  grade  prop- 
erly constructed  you  have  what  constitutes  the  onl)- 
foundation  required  for  a  light  traffic-  .\  surface  coat  ol 
best  available  gravel  or  stone  is  then  ai)i)He(l  using 


from  800  to  1,800  c.  yards  per  mile;  this  consolidated 
with  the  road  roller  or  lacking  a  roller  consolidated  by 
the  traffic  with  repeated  leveling,  produces  a  road  that 
will  be  serviceable  and  that  Avill  be  maintained  with 
an  expenditure  of  $50  to  $100  per  mile  per  year. 

Such  a  class  of  construction  will  meet  the  require- 
ments of  roads  where  traffic  does  not  exceed  100 
vehicles  per  day  and  represents  approximately  90  per 
cent,  of  the  total  mileage.  There  remains  however 
approximately  8  per  cent-  of  the  total  mileage  with  a 
traffic  from  100  vehicles  to  350  vehicles  per  day  which 
is  a  more  serious  and  difficult  problem. 

Here  as  in  the  former  case  the  drainage  and  grade 
must  be  considered  the  most  important  part  of  the 
foundation.  In  order  however  to  sustain  the  in- 
creased number  of  heavy  loads,  the  most  destructive 
auto  traffic  and  the  excessively  loaded  and  rapidly 
moving  auto  truck,  the  foundation  must  be  strength- 
ened by  a  depth  and  width  of  metal  suitable  to  the 
traffic  requirements.  Where  traffic  exceeds  200 
vehicles  or  where  the  greater  portion  of  the  traffic  is 
composed  of  heavy  loads  a  double  track  road  should 
be  constructed  say  12  or  14  ft.  wide  while  on  the  roads 
of  less  travel  an  8  or  10  ft.  road  will  suffice. 

Subsoil 

On  tlie  subsoil  will  depend  the  depth  of  metal  re- 
quired. Sand  and  gravel  subsoil  will  require  a  lighter 
base  of  gravel  while  open  loam  and  certain  clay  sub- 
soils require  a  greater  depth.  It  is  impossible  with- 
out extensive  experiments  to  ascertain  the  approxi- 
mate depth  required.  This  however,  is  a  matter  of 
no  serious  import  as  an  additional  depth  may  be  added 
where  conditions  demand  at  a  price  equal  to  the  cost 
of  the  original  construction. 

The  most  economic  plan  would  he  to  err  on  the 
light  side  provided  the  defect  is  detected  and  remedied 
before  the  gravel  is  forced  into  or  mixed  with  the 
subgrade  which  is  a  matter  easily  detected  and  pre- 
vented. The  piling  on  of  gravel  or  stone  to  an  ex- 
cessive depth  without  first  ascertaining  what  depth  of 
metal  is  necessary  is  a  matter  where  thousands  of  d(^l- 
lars  may  be  wasted  without  a  possibility  of  a  return 
for  the  expenditure. 

After  a  roadway  has  become  firm  and  ceases  to 
yield  under  traffic  only  sufficient  new  metal  should  be 
used  to  maintain  the  crown  to  its  original  form  and  fill 
the  depression  that  may  develop-  Such  a  process  will 
require  an  expenditure  of  $75  to  $150  per  mile  per  year. 

An  old  gravel  road  which  has  been  properly  con- 
structed and  reveals  a  considerable  depth  of  gravel  in 
the  foundation  should  be  repaired  by  removing  the 
shoulders  and  adding  a  sufficient  amount  of  gravel  to 
complete  the  crown.  ^Vhere  the  old  deposit  of  metal  has 
worn  excessively  or  is  mixed  with  the  sub-grade  better 
results  will  be  obtained  by  adding  sufficient  metal  on 
top  of  the  old  gravel  to  restore  the  crown.  The  gravel 
required  to  construct  a  road  12  ft.  wide  at  $1.00  per 
cubic  yard  will  cost  approximately  $3,000  per  mile.  .\ 
road  8  ft.  wide  will  cost  about  $2,000  per  mile  and  the 
resurfacing  of  the  worn  road  al:)out  $1,000  |)er  mile. 

Until  this  year  no  systematic  attemjit  has  l)een 
made  to  encourage  or  organize  an  eftOrt  looking  to- 
ward the  maintenance  of  country  roads.  This  year 
the  legislature  lias  provided  that  where  a  systematic 
plan  is  adopted  by  a  county  they  will  C(MitriI)ute  20 
per  cent,  of  the  cost,  which  is  one  half  what  they  pay 
toward  construction. 

The  maintenance  of  a  highway  is  adinittcdi\'  more 
important  than  construction  or  re-construction,  conse- 


March  1,  1916 


THE   CONTRACT  RECORD 


211 


quently  were  the  larger  percentage  paid  for  mainten- 
ance and  the  smaller  for  construction  or  had  they  been 
placed  on  equal  basis  we  would  conclude  due  consider- 
ation had  been  given  the  matter  before  the  final  deci- 
sion was  made  and  a  premium  placed  upon  the  neglect 
of  the  more  important  phase  of  the  work. 

Where  traffic  exceeds  250  to  400  vehicles  per  day 
and  consists  in  part  of  auto  trucks,  a  gravel  road  will 
not  maintain  its  binder  and  must  be  replaced  by  a  bet- 
ter class  of  road.  Where  such  conditions  have  de- 
veloped there  is  no  hesitation  upon  the  part  of  the 
County  Council  to  assume  the  responsibility  and  con- 
struct the  new  and  more  expensive  road- 

The  ease  with  which  such  men  adapt  themselves  to 
the  changed  conditions  and  decide  on  the  large  expen- 
ditures necessary  to  finance  the  change  is  accounted 
for  by  the  fact  that  they  have  through  the  construc- 
tion of  the  lighter  class  of  road  and  its  maintenance  be- 
come accustomed  to  the  expenditure  of  comparatively 
large  sums  of  money  and  this  has  served  as  an  educa- 

When  is  Crushed 

By  Lucius  E. 

THE  subject,  "When  is  Stone_  Profitable  for 
Roads,"  which  I  have  been  asked  to  speak 
upon  this  morning  is  one  which  if  thoroughly 
treated  in  detail  would  require  considerable 
time,  and  in  the  time  allotted  for  introducing  this  sub- 
ject for  discussion,  I  can  only  outline  some  of  the  more 
important  points  with  reference  to  the  use  of  stone 
as  a  material  for  road  construction. 

The  use  of  stone  for  the  construction  of  ordinary 
highways  is  of  ancient  origin,  the  remains  of  stone 
metaled  roads  having  been  found  in  Egypt  dating  from 
the  time  of  the  Pharaohs.  The  Carthaginians  also 
used  stones  bound  with  sand,  and  the  so-called  Roman 
roads  were  mostly  built  of  stone  laid  in  various  ways, 
but  probably  the  modern  methods  of  using  broken 
stone  and  afterwards  consolidating  by  natural  or  arti- 
ficial means  dates  from  the  time  of  those  forefathers 
of  Good  Roads  McAdam  and  Telford  in  England, 
and  Tresaguet  and  Polonceau  in  France- 

The  systems  of  road  construction  as  designed  and 
introduced  by  Tresaguet  and  McAdam  differed  only 
in  the  matter  of  the  foundation.  The  system  as  in- 
troduced by  Tresaguet  consisted  of  a  stone  foundation 
six  to  eight  inches  in  depth  formed  up  of  stone  blocks 
laid  on  a  bed  whose  surface  was  given  the  same  cam- 
ber as  the  finished  roadway.  These  stone  blocks 
were  placed  by  hand  and  the  crevices  filled  with  stone 
chips  well  hammered  in.-  Upon  this  stone  foundation 
a  layer  of  crushed  stone  was  placed  of  from  four  to 
six  inches  in  depth  and  thoroughly  rolled,  or  con- 
solidated. In  modern  practice  the  surface  metaling 
is  usually  put  down  in  two  layers,  each  layer  being- 
well  rolled,  with  the  addition  of  fine  screenings  to  act 
as  a  binder.  This  type  of  roadway,  while  being  rather 
expensive  in  first  cost,  if  properly  constructed  has 
been  found  to  be  a  very  durable  type  of  roadway  and 
well  adapted  for  certain  localities. 

On  account  of  the  heavy  built  up  stone  foundation 
which  takes  up  the  impact  and  shock  upon  the  metal 
surface  from  heavy  traffic,  this  type  of  roadway  is 
consequently  well  adapted  for  roads  where  the  char- 
acter of  the  traffic  consists  of  heavy  moving  loads  such 

*  Engineer  Hastings  County. 


lion  to  train  them  for  the  larger  expenditure.  This  is 
in  marked  contrast  to  the  people  living  on  the  earth 
road  who  have  been  inactive  and  their  inactivity  has 
not  only  left  him  without  education  along  such  lines 
but  has  created  a  condition  within  themselves  which 
they  are  incapable  of  overcoming.  When  told  by  an 
outsider  or  by  one  of  their  companions  who  has  re- 
mained normal  under  such  conditions  how  they  may 
receive  and  finance  a  scheme  to  bring  them  out  of  their 
(lifficult}^  they  will  not  believe,  or  if  they  do,  they 
sicken  at  the  thought  of  the  expense  like  a  young  child 
who  has  received  an  overdose  of  pap.  They  realize 
their  weakness  and  express  a  desire  for  strength.  If 
they  take  their  nourishment  in  increasing  quantities 
they  will  soon  be  able  for  a  full  meal  of  solid  food  in 
the  form  of  gravel  stone  or  concrete.  Their  first  dose 
must  necessarily  be  a  County  road  Bylaw. 

Gravel  roads  are  profitable  so  long  as  they  satisfy 
the  demands  of  the  people  who  use  them  and  can  be 
maintained  for  less  than  the  interest  on  the  cost  of  a 
new  and  better  class  of  highway. 

Stone  Profitable? 

Allen,  C.E.* 

as  trucks,  tractors,  etc.  The  metal  wearing  surface 
when  worn  down  can  be  renewed  many  times  without 
extra  labor  or  material  being  expended  on  the  stone 
foundation. 

McAdam's  system  is  essentially  the  same  as  the 
French  system  except  that  the  stone  foundation  is 
omitted,  the  roadway  consisting  of  a  more  or  less 
dense  layer  of  metal  of  varying  sizes  held  together  by 
a  binder  of  fine  material  and  well  rolled.  Polonceau, 
a  French  engineer,  in  1829  improved  upon  McAdam's 
system  of  construction  by  first  making  use  of  road 
rollers  to  compact  and  consolidate  the  metaled  surface. 

Undoubtedly  the  macadamized  road  where  the  na- 
tural sub-soil  is  good  is  the  most  economical  type,  as 
the  wear  on  a  roadway  is  largely  on  the  surface,  and 
as  long  as  the  metal  surface  is  kept  in  good  repair 
there  is  no  necessity  for  an  expensive  stone  foundation 
similar  to  the  original  French  system.  Where  good 
gravel  is  difficult  to  obtain  and  a  suitable  crushed 
rock  is  available,  a  road  surface  composed  of  from 
four  to  eight  inches  of  crushed  stone,  placed  on  the 
old  gravel  or  earth  roadway,  after  scarifying  same,  and 
well  rolled  down  with  a  road  roller  is  for  our  ordinar}' 
highways  the  best  type  of  roadway,  provided  they  are 
properly  constructed  and  the  best  material  used. 

While  a  roadway  constructed  in  this  manner  may 
be  adapted  for  districts  where  the  traffic  conditions 
are  not  too  excessive,  it  is  no  doubt  advisable  where 
the  conditions  are  favorable  and  warrant  a  more  per- 
manent road  surface  to  adopt  some  form  of  bitumin- 
ous binder  or  carpet  which  will  bind  the  stone  aggre- 
gate into  a  more  or  less  solid  mass  that  will  withstand 
the  hammering  action  of  heavy  traffic- 
Where  the  motor  traffic  is  considerable — and  few  of 
our  main  highways  are  not  now  extensively  made  use 
of  by  motor  cars — a  treatment  with  road  oil  on  the 
surface  will  greatly  increase  the  durability  of  the  i-oad- 
way,  and  decrease  the  dust  nuisance. 

It  is  not,  however,  within  the  scope  of  this  paper 
to  enter  into  a  discussion  of  tar  or  bituminous  bound 
macadam,  or  carpeted  stone  roadways,  or  oil  treated 
roads,  but  rather  to  refer  to   several   points  which 
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should  be,  and  many  times  are  not,  carefully  consid- 
ered in  selecting-  stone  for  roads. 

Quality  and  Kinds  of  Stone  Adapted  for  Roads 

Too  little  attention  is  often  given  to  an  examina- 
tion of  the  kind  and  qualjty  of  the  stone  which  is  to 
be  placed  on  our  roads.  There  are  many  instances 
where  a  crushed  rock  has  been  carelessly  selected  and 
used,  which  in  the  end  proved  to  be  far  inferior  to  a 
good  gravel.  Within  the  Province  of  Ontario  occur 
a  great  variety  of  igneous,  sedimentary  and  metamor- 
phic  rocks  some  of  which  make  excellent  material  for 
road  metal,  while  others  which  may  appear  firm  and 
hard  superficially  soon  weather  or  rapidly  deteriorate 
under  traffic. 

Within  the  past  few  years  many  of  the  Highway 
Departments  of  the  principal  countries  in  Europe  and 
in  America  have  realized  the  importance  of  a  syste- 
matic examination  of  those  rocks  best  adapted  for  road 
construction,  by  establishing  testing  laboratories  for 
this  purpose. 

To  France  must  be  given  the  credit  for  first  estab- 
lishing in  1878  a  laboratory  for  testing  road  materials. 
Colonel  Crompton,  Consulting  Engineer  to  the  British 
Road  Board,  established  a  few  years  ago  at  Tedding- 
ton,  England,  an  excellent  testing  laboratory  for  de- 
termining the  relative  value  of  various  road  building 
materials  and  designed  and  put  in  operation  a  machine 
which  subjects  various  types  of  roads  and  pavements 
to  the  actual  conditions  found  in  all  classes  of  high- 
way traffic,  and  most  valuable  information  has  been 
secured  from  the  results  of  his  work. 

The  Provincial  Department  of  Highways  of  On- 
tario, under  the  efficient  direction  of  Mr.  McLean,  is 
also  equipped  to  carry  out  the  testing  of  rocks  for  road 
building. 

In  addition  to  a  chemical  analysis  of  a  rock,  which 
in  many  cases  will  indicate  its  suitability,  there  are 
four  essential  physical  tests  which  should  always  be 
applied  in  determining  the  relative  suitability  of  the 
rock.  These  tests  when  applied  will  show:-7(l) 
The  relative  hardness;  (2)  Toug-hness;  (3)  Abrasive- 
ness,  or  resistance  to  wear;  (4)  Cementing  value. 

It  is  obvious  that  a  rock  which  best  withstands  the 
destructive  agencies  of  the  atmosphere,  water  and  the 
severe  wear  and  tear  of  traffic  is  under  normal  condi- 
tions the  most  economical  to  use,  and  in  many  cases 
it  will  be  found  that  the  use  of  a  rock  which  happens 
to  be  in  close  proximity  to  the  work,  and  therefore 
costing  much  less  for  haulage  or  transportation,  may 
yet  be  far  less  economical  than  a  rock  found  many 
miles  distant. 

A  determination  of  the  hardness  of  a  rock  will  indi- 
cate its  ability  to  withstand  the  displacement  of  its 
surface  particles  by  the  friction  caused  by  steel  tyred 
vehicles- 

The  relative  ability  of  a  rock  to  resist  fracture  from 
the  hammering  action  of  rapidly  moving  vehicles  is  a 
measure  of  its  toughness. 

The  abrasion  test  will  show  the  relative  degree 
which  a  rock  will  withstand  wear,  or  the  grinding  ac- 
tion of  the  steel  tyres  and  the  steel  caulks  of  horses' 
shoes. 

The  relative  degree  to  which  a  rock  dust  will  ce- 
ment or  hold  the  rock  particles  together,  thereby  form- 
ing an  impervious  and  smooth  road  surface,  is  its 
cementing  value. 

Just  as  a  poorly  burned  or  porous  clay  brick  will 
absorb  a  large  amount  of  water,  •  thereby  tending  to 
disintegrate  the  brick  structure,  so  a  soft  and  porous 


rock  will  tend  to  disintegrate  under  the  continual  ac- 
tion of  water  and  frost. 

As  a  general  rule  the  granites  are  much  harder 
than  the  limestones,  but  on  the  other  hand  have  much 
less  cementing  value.  There  is  no  doubt  that  for 
toughness  and  ability  to  withstand  severe  wear  the 
trap  rocks  are  the  best  for  road  making-  material,  how- 
ever on  account  of  the  excessive  first  cost  of  trap  rock 
in  many  localities  the  use  of  crushed  granite,  field  stone 
and  limestone  prove  to  be  the  most  economical  in 
practice. 

As  a  general  principle  it  may  therefore  be  stated 
that  a  rock  that  combines  to  the  highest  degree  the 
properties  above  referred  to  is  the  best  adapted  for 
road  construction.  The  following  record  of  a  large 
number  of  rocks  tested  by  the  United  States  Bureau 
of  Roads  will  serve  to  show  the  comparative  values  of 
the  various  rocks  used  for  road  construction. 

Table 

Showing  the  average  results  of  all  of  the  tests  con- 
ducted on  characteristic  road  building  rocks  up  to  Jan. 
1,  1912,  as  carried  out  by  the  U.  S.  Department  of 
Roads. 


Cementing 

Per.  cent 

f  Hardness 

Toughness 

Value 

of  Wear 

Limestone  .  . 

14.4 

8 

54 

5.2 

Sandstone  .  . 

15.0 

12 

62 

5.7 

Granite  .  .  .  . 

18.5 

12 

18 

4.5 

Trap  Rocks. 

17.6 

17.4 

95.4 

3.1 

Construction  and  Maintenance 

The  first  essential  in  the  construction  of  a  stone 
roadway  is  to  provide  proper  drainage.  It  is  obvious 
that  if  water  is  allowed  to  soak  into  and  penetrate  the 
soil  foundation  of  the  roadway,  the  road  crust  will  soon 
be  disrupted,  the  result  being  that  the  lower  portion  of 
the  stone  crust  penetrates  into  the  wet  soil  and  gradu- 
ally the  soil  becomes  mixed  with  the  stone,  causing 
holes  and  eventually  almost  complete  destruction  to 
the  original  roadway.  Good  drainage  can  be  secured 
by  keeping  the  earth  shoulders  well  down,  and  provid- 
ing side  ditches  of  sufficient  depth  and  width  to  quickly 
remove  the  water. 

Many  times  the  lack  of  suitable  culverts  to  carry 
the  water  from  a  higher  to  a  lov^er  level  underneath 
the  roadway  is  the  cause  of  serious  destruction  to  the 
road-  In  soft  and  boggy  soil  it  is  necessary  in  some 
cases  to  construct  lateral  drains,  leading  from  the  cen- 
ter of  the  roadway  to  the  side  ditches.  Proper  and 
ample  road  drainage  is  just  as  essential  as  farm  drain- 
age and  the  initial  cost  will  soon  be  repaid  in  the  in- 
creased life  of  the  roadway. 

Grades  and  Crown 

As  the  ordinary  constructed  roadway  surface  is  not 
impervious  to  water  proper  crown  should  be  given  to 
the  road  to  prevent  water  settling  on  the  road  crust. 
Ordinarily  a  crown  of  (Mie-half  to  three-quarters  of  an 
inch  per  foot  is  sufficient  for  macadam  roads. 

In  the  construction  or  reconstruction  of  so-called 
main  trunk  roads  reduction  of  excessive  grades  is  also 
important.  The  increased  hauling  power  of  heavy 
loaded  vehicles  due  to  decreased  grades  on  highways 
will  in  many  instances  soon  repay  tlic  initial  cost  of  the 
reduction  of  the  grade. 

Too  much  care  cannot  be  exercised  in  rolling.  It 
should  commence  at  the  edge  and  work  towards  the 
center,  .the  roller  at  all  times  traveling  parallel  to  the 
center  line  of  the  roadway.  With  proper  rolling  the 
consolidation  of  the  crushed  stone  surfacing  should  be 
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equal  to  about  33  1-3  per  cent-  of  the  loosely  deposited 
stone. 

The  size  of  crushed  stone  best  adapted  for  road 
metal  depends  upon  the  type  of  road  under  construc- 
tion. Usually  larger  size  stone  up  to  three  inches 
may  be  used  in  the  bottom  or  foundation  course,  and 
the  finer  stone  for  the  top  courses.  The  aggregate 
should  be  so  graded  as  to  furnish  sufficient  sizes  to 
consolidate  into  a  typical  mosaic  under  compression. 
Sufilicient  fine  stone  screenings  should  be  used  on  the 
finished  road  surface  and  watered  to  thoroughly  seal 
and  fill  the  voids  in  the  compacted  metal. 

The  question  of  maintaining  our  stone  roads  is  of 
almost  greater  importance  than  new  construction 
work.  Much  thought  and  attention  has  been  given  the 
matter  of  how  best  to  keep  our  roads  up  to  a  high 
state  of  repair.  The  use  of  narrow  tyred  heavy 
vehicles  should  at  once  be  prohibited.  The  cutting 
action  upon  the  metal  road  surface  of  such  a  vehicle 
passing  over  a  roadway  during  wet  weather  is  one  of 
the  most  destructive  agencies  to  roads.  •  Once  a  rut  is 
formed,  water  immediately  collects  in  the  rut  and  pene- 
trates transversely  throughout  the  road  surface,  there- 
by hastening  the  disintegration  of  the  road  surface. 

Two  general  methods  of  maintenance  are  followed 
in  various  countries,  namely  the  "Patchwork  System" 
and  the  "Periodic  Renewal  System." 

It  is  truly  said  that  maintenance  should  start  as 
soon  as  a  roadway  is  completed.  The  "Patchwork 
System"  as  generally  carried  out  involves  the  constant 
and  immediate  repair  of  any  portion  of  a  stone  road- 
way as  faulty  spots  develop.  It  can  be  carried  out 
by  a  system  of  patrols,  who  become  responsible  for  a 
given  length  of  road  section-  The  work  of  repairing 
and  filling  holes  and  bad  ruts  should  be  done  by  men 
familiar  with  and  experienced  in  the  work.  The  old 
adage  "A  stitch  in  time  saves  nine"  aptly  applies  to 
road  repair  work.  In  the  patrol  repair  system  suit- 
able quantities  of  crushed  stone  should  be  kept  at  in- 
tervals on  each  road  section.  One  man  and  a  horse 
and  cart  can  keep  in  repair  a  considerable  length  of 
roadway.  As  to  whether  such  a  system  of  road 
maintenance  would  work  out  to  the  best  advantage  in 
this  country  is  not  within  the  scope  of  this  paper. 

The  "Periodic  Renewal  System"  is  based  on  the 
principle  of  a  general  resurfacing  of  a  given  roadway 
as  soon  as  it  becomes  badly  worn.  The  disadvantage 
of  the  system  is  that  it  requires  a  much  larger  amount 
of  material  to  complete  the  resurfacing  of  an  entire 
roadway.  The  unit  cost  of  carrying  out  the  work 
is  no  doubt  less  than  in  the  "Patchwork  System"  as 
materials  can  be  handled  on  a  larger  scale  and  the  work 
is  concentrated  at  one  point. 

It  would  appear  that  possibly  a  combination  of 
these  two  systems  could  be  worked  out  to  better  ad- 
vantage in  this  country  than  either  the  one  or  the 
other. 

As  much  depends  on  the  amount  and  character  of 
the  traffic  over  a  given  highway  as  to  the  amount  and 
depth  of  road  metal  and  foundation  that  should  be 
used,  it  is  essential  that  a  careful  census  be  taken  ex- 
tending over  a  considerable  length  of  time.  As 
traffic,  especially  automobile  traffic,  will  seek  the  best 
road,  it  is  necessary  to  make  due  allowance  for  the 
probable  area  from  which  new  traffic  will  originate. 

Conclusions 

In  concluding  the  introduction  of  the  subject  of 
crushed  stone  for  roads,  it  may  be  stated  that  no  hard 
and  fast  rule  can  be  laid  down  as  to  when  stone  can  be 


used  for  road  construction  in  general,  neither  can  any 
fixed  figure  be  given  for  the  cost  of  a  macadam  road- 
way, as  the  cost  of  labor  and  materials  will  vary 
greatly  in  different  localities.  It  may  be  stated,  how- 
ever, that  in  districts  where  suitable  stone  adapted  for 
road  metal  is  found,  it  is  generally  preferred  to  other 
material  such  as  ordinary  untreated  bank  gravel. 

The  uniformity  of  crushed  stone  as  compared  to 
natural  gravel  is  no  doubt  an  advantage,  as  bank  gravel 
has  been  laid  down  in  strata  the  result  of  glacial  drift 
or  sedimentation  and  it  is  difficult  to  always  obtain 
sufficient  uniformity  to  ensure  the  necessary  binding 
and  wearing  properties  for  road  construction. 

The  salient  points  to  be  considered  in  the  construc- 
tion or  re-surfacing  of  a  rock  metaled  roadway  are : — 

1.  Careful  examination  and  selection  of  the 
c(uality  of  the  rock,  taking  into  consideration  the 
relative  durability  and  initial  cost. 

2.  The  proper  preparation  or  scarifying  of  the 
foundation. 

3.  The  drainage  of  the  foundation  by  means  of 
ditches,  drains  or  cvilverts  and  the  removal  of 
the  earth  shoulders  to  secure  surface  drainage. 

4.  Consideration  before  construction  is  started 
of  the  estimated  amount  and  character  of  the 
traffic,  upon  which  the  type  of  construction  can 
best  be  determined  to  meet  existing  or  future 
traffic  conditions. 

5.  Due  attention  to  the  grade  and  crown  of  the 
roadway  to  ensure  uniform  wear  over  the  traveled 
portion  of  the  roadway. 

6.  After  construction  is  completed  the  im- 
mediate and  constant  attention  to  repair  and 
maintenance,  which  will  add  to  the  ultimate  life 
of  the  highway. 

In  many  sections  of  Ontario  it  will  be  many  years 
before  the  density  and  wealth  of  the  population  will  be 
such  as  to  warrant  the  construction  of  so-called  per- 
manent highways,  and  the  use  of  the  cheapest  and 
most  abundant  natural  road  material  such  as  gravel 
and  stone  will  have  to  be  resorted  to,  so  that  the 
methods  of  constructing  stone  metaled  highways  will 
continue  to  be  of  greater  importance  to  a  larger  num- 
ber of  people  than  the  construction  of  more  expensive 
highways. 

It  is  quite  possible  that  as  these  materials  and 
methods  are  further  investigated  the  present  methods 
will  be  so  improved  upon  that  for  a  majority  of  our 
roads,  the  use  of  crushed  stone  will  continue  to  be  the 
predominant  road  building  material- 


When  is  Bituminous  Material  Profitable  ? 

Mr.  E.  A.  James,  County  Engineer  for  York,  states 
that  in  some  parts  of  York  County  the  country  roads, 
as  far  as  traffic  goes,  are  regular  city  streets ;  on  some 
roads  as  high  as  200  vehicles  per  hour  and  12  trucks 
from  12  to  16  tons,  pass  per  hour.  Under  such  condi- 
tions brick  laid  on  in.  concrete  foundation,  18  ft. 
wide,  with  stone  shoulders  on  an  old  24  in.  stone 
foundation,  has  proved  the  most  satisfactory.  This 
road  in  1911  cost  $22,000  a  mile  and,  after  four  years 
wear,  has  only  cost  $2.00  to  $3.00  per  mile  mainten- 
ance. Rocmac  pavement,  a  preparation  of  silica,  with 
limestone  dust,  forming  an  insoluble  chemical  com- 
pound, has  been  used  to  good  advantage  on  some  roads 
in  York' county,  giving  much  better  service  than  water 
bound  macadam. 

In  1913  the  county  of  York  commenced  building 
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with  bituminous  pavement  on  old  iiiacadam  roads, 
which  had  about  9  in.  of  stone  foundation.  The  old 
macadam  was  first  thoroughly  cleaned  with  a  rotary 
brush,  picked  and  swept  and  a  four  inch  layer  of  2  in. 
limestone  laid  and  consolidated.  154  to  1^^  gals,  of 
Intumen  per  sq.  yd.  was 'then  sprayed  on  by  pressure 
tank  and  any  excess  taken  up  by  stone  chips,  after 
which  the  whole  surface  was  consolidated  to  3  in.  in 
depth.  Yz  to  \  gal.  of  bitumen  per  sq.  yd-  was  then  ap- 
plied and  the  surface  sanded  and  rolled  again.  The 
average  cost  in  1913  and  1914  was  62c  per  sq.  yd.; 
stone  costing  $1.05  per  ton,  labor  20c  an  hour  and 
teams  45c  per  hour.  On  old  gi^avel  roads  of  4  in.  to 
9  in.  thickness,  which  are  being  subjected  to  increased 
traffic,  it  is  considered  unwise  to  resurface  with  gravel, 
but  rather  to  reshape  the  road  with  a  5  in.  coat  of  1/4 
to  lJ/2  in.  stone  with  some  tarvia,  similar  to  a  water 
bound  macadam  construction.  This  costs  about  85c 
to  $1.00  per  sq.  yd.  On  grades  over  7  per  cent,  it  is 
found  extremely  difficult  for  heavy  traffic  to  pass  up  on 
bituminous  surfaces,  without  sanding.  Brick  is 
passable  up  to  8  per  cent,  grade  without  sanding-  The 
advantages  of  these  surfaces  is  the  elimination  of  dust 
— present  in  water  bound  macadam  roads.  The  ap- 
paratus needed  in  the  penetration  method  is  very 
simple  and  very  cheap.  In  the  mixed  method,  of  mix- 
ing the  material  and  the  bitumen,  then  placing,  the 
apparatus  is  more  expensive,  but  the  type  of  road  is 
also  superior  to  that  built  by  the  penetration  method. 


The  cost  for  the  latter  method  is  about  ten  per  cent, 
in  advance  of  the  penetration  method.  Mr.  James,  in 
replying  to  the  questions  of  bridges  rutting  and  the 
effect  of  frost  in  spring  on  surfaced  roads  on  clay  soils, 
said  that  he  had  found  a  mixture  of  bitumen  with  ■>'4 
in.  stone  thoroughly  compacted  in  the  road  rut  to  give 
thorough  satisfaction.  Improved  roads  have  always 
been  well  drained  and  being  waterproof  have  kept  dry 
and  have  given  no  trouble. 


When  is  Concrete  Profitable 

Mr.  H.  S.  Van  Scoyoc,  chief  engineer  of  the  Tor- 
onto-Hamilton Highway,  addressed  the  convention  on 
"When  are  Concrete  Roads  Most  Profitable?"  Mr. 
Van  Scoyoc  spoke  of  the  various  items  to  be  carefully 
considered  and  properly  balanced  in  deciding  upon  any 
particular  type  of  surfacing  for  any  locality.  While 
improved  roads  create  values  that  cannot  be  measured 
in  dollars  and  cents,  the  commercial  standard  is  the 
one  most  readily  set  up.  Mr.  Van  Scoyoc  spoke  of 
the  cost  of  different  types  of  highways,  and  common 
factors  of  cost  in  different  types.  He  also  gave  spe- 
cific examples  of  roads  of  difTerent  widths  in  township, 
county  and  suburban  road  construction  and  the  pro- 
portion of  cost  to  be  borne  by  the  province,  county, 
city,  or  municipality.  Also  a  few  words  on  deprecia- 
tion and  maintenance  of  different  types  of  roads.  Mr. 
Van  Scoyoc's  paper  will  be  printed  in  full  in  an  early 
issue  of  the  Contract  Record. 


The  Importance  of  Road  Maintenance 

By  Major  J.  M.  Sheppard* 


THE  problem  of  maintaining  the  42,000  miles  of 
highways  in  the  Province  of  Ontario  will  for 
all  time  to  come,  tax  the  energy  and  resources 
of  the  Road  Engineer  and  call  for  an  increasing 
and  continuous  expenditure. 

When  we  realize  that  from  one  and  a  half  to  two 
millions  of  dollars  in  cash  iB  expended  annually  by 
the  Townships,  and  that  an  equal  amount  or  more  is 
worked  out  in  a  more  or  less  useful  way  by  Statute 
Labor,  we  begin  to  realize  that  it  is  time  that  a  more 
practical  and  intelligent  system  of  Road  Maintenance 
should  be  inaugurated.  Present  conditions  Avhich  are 
bound  to  increase  and  become  exacting,  demand  some- 
thing more  efficient  than  Statute  Labor,  or  the  hap- 
hazard work  that  has  tided  us  over  in  the  past. 

In  addition  to  the  large  sum  above  mentioned, 
there  has  been  expended  since  1902  approximately 
$5,000,000  on  different  County  Road  Systems,  the 
annual  expenditure  being  now  about  $800,000.  As  it 
is  the  province  of  the  County  Road  System  to  build 
roads  that  will  be  a  stimulus  and  example  to  the 
Townships,  so  it  must  be  the  duty  of  the  Counties  to 
so  maintain  and  care  for  the  County  Roads,  that  the 
townships  whose  roads  are  the  feeders  of  the  system, 
will  build  and  maintain  their  roads  in  a  like  manner. 

In  most  of  the  counties  we  are  still  in  the  construc- 
tiv-c  period  and  no  dou])t,  further  large  sums  will  be 
expended  on  construction  in  the  near  future,  but  we 
must  not  forget  in  our  enthu.siasm  for  new  roads,  that 
the  $5,000,000  already  expended  must  be  protected  and 
the  only  way  this  can  be  accomplished  is  to  carefully 
maintain  the  roads  already  built.     To  do  this,  it  has 

♦.Road  Superintendent,  Welland  County. 


been  found  in  every  case  that  some  plan  of  perman- 
ent and  continuous  patrol  must  be  organized. 

Circumstances  must,  of  course,  determine  what  is 
necessary  but  the  principle  that  someone  is  in  charge 
of  the  road  and  responsible  for  its  maintenance  and 
that  suitable  material  and  tools  are  always  available, 
so  that  repairs  can  be  promptly  made  and  damage  and 
accidents  avoided,  must  be  kept  in  mind. 

In  some  cases  on  the  roads  where  the  traffic  is 
heavy  and  continuous,  it  is  necessary  to  at  once  divide 
the  highways  into  suitable  divisions  and  employ  per- 
manent men  to  take  charge.  In  other  cases,  men 
might  be  engaged  and  paid  for  the  time  actually  em- 
ployed. No  matter  which  plan  may  be  adopted, 
something  must  be  done  to  preserve  the  original  con- 
dition of  the  roads,  following  construction.  The  gen- 
eral public  have  too  much  interest  and  the  taxpayers 
too  much  money  invested  to  allow  the  roads  to  get 
into  such  a  condition  that  they  would  have  to  be  re- 
built in  a  few  years. 

A  few  of  the  main  features  of  Highway  Mainten- 
ance are  noted  as  follows : 

Drainage 

As  drainage  is  the  first  principle  of  construction,  so 
it  is  the  first  to  consider  in  maintenance.  All  side 
ditches  culverts  and  outlets  should  be  kept  free  from 
obstructions  at  all  times,  ice  and  snow  removed  when 
needed,  and  if  possible  underdrains  laid  where  the 
road  seems  to  have  a  tendency  to  heave;  outside  the 
metal  or  gravel  kept  smooth  and  shoulders  thrown 
outside  the  ditch  or  removed  so  the  water  can  flow  to 
the  side  ditches  and  not  sink  into  the  road. 

Weeds,  brush  and  other  obstruction  of  that  kind 
ought  to  ])e  kept  down;  not  alone  is  it  against  the  law 
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to  allow  noxious  weeds  to  grow  on  the  highways,  but 
weeds,  grass  and  other  objectionable  matter  growing 
on  the  side  of  the  road  give  it  an  untidy  appearance 
and  hold  snow  and  water  and  prevent  quick  drying. 
Too  many  trees  also  keeps  the  road  wet,  a  heavy  row 
of  trees  especially  on  the  south  side  prevents  the  sun 
drying  out  the  road.  An  effort  should  be  made  to 
have  part  of  them  removed  or  have  them  well  trimmed 


Hills  require  constant  attention ;  the  crown  must 
be  kept  higher  than  on  level  stretches,  as  the  water 
will  follow  the  wheel  tracks  and  wash  out  ruts.  Side 
slopes  also  require  to  be  watched  to  prevent  slides 
filling  up  the  ditches  and  turning  the  water  into  the 
road  bed. 

Culverts 

Culverts  also  need  care  to  prevent  floating  material 
from,  obstructing  the  openings;  brush  leaves,  grass, 
etc.,  form  dams  which  prevent  the  water  passing 
through  freely.  When  freezing  follows  the  pressure 
of  the  ice  cracks  or  breaks  the  tile  or  side  walls  and 
damage  follows,  which  a  few  minutes  attention  would 
hav*  prevented. 

Guard  Rails 

Another  matter  that  often  needs  attention  is  the 
guard  rails  which  protect  approaches  to  bridges  and 
other  dangerous  places.  Nothing  looks  worse  than 
old  broken  and  out-of-line  rails  that  have  been  al- 
lowed to  get  out  of  repair,  not  alone  the  neglected  ap- 
pearance but  the  danger  to  the  municipalities  from 
their  liability  in  case  of  accident.  We  know  from  ex- 
perience that  every  one  that  goes  on  the  highway  is 
insured  and  the  only  way  the  public  can  be  protected 
is  to  have  all  bridges,  culverts  and  other  dangerous 
places  fool  proof. 

Finally 

We  must  provide  for  an  ever-increasing  and  con- 
tinuous wearing  traffic.  Ten  years  ago,  it  was  a  curi- 
osity to  meet  a  motor  car,  now  on  many  roads  it  is 
just  as  rare  to  meet  a  horse-drawn  vehicle,  except  it  be 
a  team  doing  farm  work.  The  radius  of  travel  is  in- 
creased four-fold,  before  the  era  of  the  motor  car  ten 
miles  was  considered  quite  a  journey  to  go  and  return 
in  an  afternoon,  now  forty  miles  is  only  a  little  spin. 
A  few  years  ago,  a  farmer  passed  along  his  team  mak- 
ing 3  miles  an  hour  drawing  fifty  bushels  of  wheat 
weighing  Ij^  tons.  Now  the  motor  truck  rushes  past 
carrying  four  or  five  tons  at  a  speed  of  15  miles  an 
hour.  All  these  changes  may  make  for  the  business 
and  pleasure  of  the  community,  but  they  provide  many 
problems  for  the  future  Road  Builder. 

Report  of  Committees 

The  committee  on  resolutions  reported  the  follow- 
ing and  recommended  their  adoption  : — 

1.  That  the  Minister  of  Highways  be  requested  to  con- 
sider the  advisability  of  making  provision  for  supplying  road 
building  material  at  a  minimum  of  cost. — Carried. 

2.  That  we  approve  of  the  action  of  the  Legislature  in 
increasing  their  contribution  towards  the  construction  of 
county  roads  and  by  making  provision  for  maintenance  and 
express  the  hope  that  additional  assistance  will  be  granted 
when  the  provincial  revenues  warrant  it. — Carried. 

3.  That  we  approve  of  the  Bill  to  regulate  the  load  of 
vehicles  operated  on  highways,  with  the  addition  of  a  clause, 
authorizing  municipalities  to  place  notices  on  bridges  al- 
ready constructed  specifying  the  load  that  they  will  carry, 
and  that  this  notice  be  operative  to  protect  municipalities  for 
ten  years  or  until  a  bridge  is  strengthened  to  carry  the 
weight  specified  in  the  Bill.— Carried. 


4.  That  the  Highways  department  be  requested  to  con- 
sider the  advisability  of  supplying  standard  bridges  to  coun- 
ties working  under  the  Highway  Improvement  Act. — Lost. 

5.  That  the  section  of  the  Municipal  Act  providing  for 
the  approval  of  County  Bridge  plans  by  the  I'rovincial  High- 
ways department  be  extended  to  include  the  plans  of  bridges 
of  25  ft.  or  over  in  townships. — Carried. 

6.  That  a  uniform  system  of  accounting  for  highway 
improvement  should  be  considered  by  the  Department  of 
Highways,  so  that  information  showing  the  comparative 
cost  of  highways  in  the  various  counties  receiving  aid  from 
the  Province  will  be  available. — Carried. 

T.  That  the  Good  Roads  Association  arrange  with  the 
Department  of  Highways  for  a  campaign  of  education  in  all 
countries  that  have  not  adopted  a  country  road  system  under 
the  provisions. — Carried. 

8.  That  the  Minister  of  Highways  be  requested  to  com- 
plete the  construction  of  sample  roads  in  the  counties  that 
have  not  adopted  a  county  road  system. — Lost. 

9.  — That  the  executive  of  the  Good  Roads  Association  be 
requested  to  continue  their  efforts  to  obtain  lower  freight 
rates  for  all  road  building  material  used  by  municipalities; 
and  other  matters  pertainmg  thereto. — Carried. 

10.  That  the  secretary  of  this  association  convey  to 
Major  T.  L.  Kennedy,  past  president  who  is  now  on  the  fir- 
ing line  in  France,  their  pride  and  satisfaction  in  knowing 
that  one  so  long  associated  with  the  Good  Roads  movement  in 
Ontario,  is  now  upholding  the  honor  of  his  country  in  its  day 
of  trial  and  express  our  sincere  hope  that  he  may  live  to 
return  to  us  in  victory,  and  that  we  may  again  have  the 
pleasure  of  his  presence  among  us  and  his  sympathy  and 
advice  in  the  cause  he  has  so  much  at  heart. — Carried. 

11.  The  Minister  of  Highways  be  requested  to  consider 
the  advisability  of  amending  the  Highway  Improvement  Act 
by  providing  for  the  assessment  of  lands  adjoining  and  con- 
tiguous to  county  roads,  for  benefit  derived  from  the  con- 
struction of  said  roads. — Carried. 

Mr.  G.  S.  Henry  brought  in  the  treasurer's  report, 
which  was  accepted. 

New  Officers 

Mr.  J.  A.  Sanderson,  past  president,  chairman  of 
the  nominating  committee,  presented  the  following 
list  of  new  officers  which  was  accepted:  Honorary 
Presidents,  N.  Vermilyea,  Belleville,  and  J.  A.  Sander- 
son, Oxford  station;  Pres.  S.  L.  Squire,  Watford; 
First  Vice-President,  C.  R.  Wheelock,  Orangeville; 
Second  Vice-President,  J.  J.  Parsons,  Haldimand; 
Secretary-Treasurer,  George  S.  Henry,  M.P.P. ;  Direc- 
tors; W.  H.  Pugsley,  York;  Major  Kennedy,  Peel;  L. 
E.  Allen,  Hastings;  F.  A.  Senecal,  Prescott;  David 
Clow,  Leeds,  and  K.  W.  McKay,  St.  Thomas. 

Mr.  A.  T.  Laing,  secretary  of  the  School  of  Science, 
Toronto,  spoke  of  the  road-builder  as  being  almost  as 
great  a  factor  in  the  building  of  the  Empire  as  the 
soldier  in  the  trenches.  Mr.  Laing  also  spoke  on  the 
system  of  accounting  in  the  counties  under  the  High- 
way Improvement  Act,  and  looks  to  see  the  time  when 
people  will  see  the  advantages  of  a  Good  Roads  sys- 
tem over  and  above  the  financial  considerations. 

Mr.  George  Hogarth,  chief  engineer  of  Highways, 
commented  on  the  enthusiasm  and  interest  shown  in 
the  convention,  and  extended  an  invitation  from  the 
Highways  Department  to  the  delegates  present  to 
consult  them  on  any  matters  whatsoever  in  regard  to 
highway  improvement,  at  any  time. 

Major  Kennedy,  Past  President  of  the  Ontario 
Good  Roads  Association,  who  is  now  somewhere  in 
Belgium,  in  a  letter  to  the  Secretary,  Mr.  Geo.  S. 
Henry,  M.  P.  P.,  described  some  of  the  roads  over 
which  he  has  passed  on  the  wa}^  to  the  firing  line. 

The  Raymond  Concrete  Pile  Company,  Limited, 
have  been  awarded  the  contract  for  the  foundations 
and  new  additions  to  the  Belgo-Canadian  Pulp  and 
Paper  Company,  Limited,  plant  at  Shawinigan  Falls, 
P.  Q. 
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Aggregates  for   Concrete  Roads 

Important  advances  made  in  the  knowledge  of  concrete  aggregate  which  com- 
pose 80%  of  material  in  a  concrete  road— Life  of  concrete  roads  depends  on 
the  durability,  grading,  cleanness  and  chemical  composition  of  the  aggregates 

By  D.  A.  Abrams* 


A permanent  road  must  be  designed  and  built 
to  withstand  three  different  destructive  agen- 
cies;  namely,  traffic,  weather,  and  structural 
stresses.  All  of  these  agencies  must  be 
adequately  provided  for.  It  is  generally  im- 
possible to  distinguish  between  the  effects  of 
traffic  and  weather;  the  combined  effect  of  these  two 
agencies  requires  the  most  careful  consideration  on 
the  part  of  the  road  builder.  Assuming  that  weather 
resistance  and  structural  stresses  have  been  properly 
considered  in  the  selection  of  the  type  of  road  to  be 
built,  and  in  the  design  and  methods  of  construction 
to  be  used,  the  total  effect  of  all  other  desirable  quali- 
ties of  a  permanent  road  may  be  expressed  as  its 
wearing  resistance. 

The  wearing  resistance  of  a  concrete  road  sub- 
jected to  given  conditions  of  traffic  and  weather  will 
depend  upon  the  following  factors,  named  in  the  order 
in  which  they  are  encountered :  The  properties  of  the 
concrete  materials ;  proportions  and  consistency  of 
mix;  thoroughness  of  mixing;  method  of  placing;  sur- 
face finish;  conditions  of  seasoning;  and  age  of  the 
concrete. 

The  wearing  surface  of  a  concrete  road  is  subjected 
to  a  most  severe  usage.  The  aggregates  constitute  75 
to  85  per  cent,  of  the  material  in  a  concrete  road ;  hence 
the  resistance  to  weather  and  traffic,  and  the  final  in- 
tegrity of  the  structure,  depend  largely  on  the  proper- 
tie's  of  the  aggregates-  Aggregates  of  the  highest 
quality  are  essential.  It  is  the  function  of  this  com- 
mittee to  report  on  the  present  state  of  our  knowledge 
of  concrete  aggregates. 

Properties  of  Concrete  Aggregates 

Important  advances  have  been  made  in  our  know- 
ledge of  concrete  aggregates  and  in  the  practices  gov- 
erning the  selection  and  use  of  these  materials  since 
the  adjournment  of  the  First  National  Conference  on 
Concrete  Road  Building.  The  carefully  compiled 
specifications  for  aggregates  formulated  by  that  Con- 
ference and  other  bodies  have  been  widely  adopted  and 
used  with  results  which  have  been  most  beneficial. 
Greater  care  in  the  selecting  and  testing  of  aggregates 
has  been  a  characteristic  feature  of  recent  practice  in 
concrete  road  construction. 

Experience  has  shown  that,  other  factors  being 
equal,  the  life  of  a  concrete  road  depends  on  the  fol- 
lowing qualities  of  the  aggregates : 

Durability  of  particles.  (Toughness,  strength, 
hardness,  brittleness,  density,  resistance  to  weather, 
impact,  abrasion,  etc.) 

Grading.  (Size  and  shape  of  particles,  amount  of 
voids,  etc.) 

•Cleanness,    (Amount  and  character  of  impurities.) 
'Miscellaneous  properties.    (Chemical  and  mineral- 
ogical  cf)mposition,  structure,  etc.) 

These  jjroperties  are  named  in  the  order  of  tlieir 
importance  for  usual  conditions. 

All  tests  of  concrete  aggregates  are  made  for  the 
purpose  of  classifying  the  materials  with  reference  to 

*  Chairman  of  Committee  on  Concrete  Agffregrates,  before  National  Con- 
ference on  Concrete  Road  Building.  ChJcagro. 


one  or  more  of  these  qualities-  Since  wearing  resist- 
ance is  an  important  property  of  concrete  for  road 
building,  we  are  principally  interested  in  those  quali- 
ties of  aggregates  which  combine  to  produce  a  con- 
crete of  high  resistance  to  wear. 

Testing  Concrete  Aggregates 

All  tests  of  structural  materials  are  made  for  the 
purpose  of  enabling  the  constructor  to  learn  in  ad- 
vance of  use  whether  the  material  is  suitable  for  tht 
purpose  and  to  determine  the  relative  utility  of  diff'er- 
ent  available  materials.  The  knowledge  gained  from 
the  experimental  studies  of  aggregates  has  not  kept 
pace  with  the  demands  of  construction.  Most  of  our 
knowledge  of  the  requirements  for  aggregates  for  use 
in  concrete  roads  has  been  derived  from  observation  of 
the  behavior  of  the  materials  in  service. 

Due  largely  to  the  recognition  of  the  necessity  for 
careful  scrutiny  of  the  materials  which  are  proposed 
for  use  in  concrete  roads,  a  wide-spread  interest  has 
arisen  during  the  past  few  months  in  the  study  of  ag- 
gregates and  the  tests  which  may  be  expected  to  indi- 
cate their  suitability  for  this  and  other  service.  Ag- 
gregate testing  as  practised  at  the  present  time  is  of 
recent  origin,  hence  standard  methods  for  conducting 
many  of  the  tests  have  not  been  developed.  Several 
of  the  leading  engineering  societies  now  have  technical 
committees  which  are  actively  engaged  in  studying 
these  problems.  The  testing  of  concrete  aggregates  is 
receiving  more  attention  at  the  present  time  than  ever 
before.  It  seems  probable  that  these  materials  are 
now  the  subject  of  a  larger  number  of  experimental 
studies  than  any  other  group  of  engineering  materials. 
Many  of  the  materials  testing  laboratories  are  carrying 
out  researches  which  will  prove  of  the  utmost  value  in 
arriving  at  a  rational  basis  for  proper  specification  re- 
quirements and  tests. 

It  may  be  expected  that  long  experience  would  in- 
dicate the  relative  merits  of  different  materials  and 
methods  of  constructing  concrete  roads.  It  is  the 
function  of  careful  tests  and  experimental  researches 
to  replace  evolution  and  accomplish  the  ,  desired  re- 
sults without  the  costly  errors  and  delays  which  gen- 
erally result,  if  the  lessons  of  experience  in  service  arc 
to  be  our  only  guide.  The  tests  of  service  will,  of 
course,  continue  to  be  the  court  of  last  resort  in  de- 
termining the  fitness  of  a  material  and  the  value  of 
methods  of  construction,  as  well  as  to  furnish  a  guide 
to  proper  laboratory  tests- 
Aggregate  Tests 

Tests  of  concrete  aggregates  may  be  made  on  the 
materials  as  delivered  for  use,  or  on  mortars  and  con- 
cretes made  from  the  materials. 

Concrete  ^is  a  manufactured  product  which  results 
from  mixing  cement,  water  and  suitable  inert  materials 
in  the  proper  proportions  and  allowing  the  mass  to 
season  under  favorable  conditions.  Recent  advances 
in  materials  testing  show  the  advantages  of  testing  the 
finished  product  or  the  completed  structure,  rather 
than  attempting  to  determine  the  quality  of  the  pro- 
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duct  solely  from  information  gained  by  a  study  of  the 
component  materials. 

The  wearing-  resistance  of  concrete  is  its  most  im- 
portant characteristic  for  use  in  roads.  Wear  on  a 
road  surface  is  due  to  the  combined  action  of  stresses 
such  as  impact,  abrasion,  crushing,  etc.  Experience 
shows  that  concrete  which  will  withstand  street  traiific 
will  give  a  good  account  of  itself  in  other  respects. 
These  considerations  suggest  a  wear  test  of  concrete 
as  the  most  direct  method  for  studying  the  relative 
merits  of  different  materials  and  methods.  Experi- 
mental work  of  this  kind  is  in  progress  in  several 
laboratories. 

The  Talbot-Jones  Rattler,  which  was  originally  de- 
signed for  tests  of  paving  brick,  has  been  used  for  ex- 
posing the  concrete  surface  to  the  tumbling  action  of 
a  heavy  charge  of  iron  shot  or  blocks.  This  test  is 
the  most  promising  which  has  come  to  the  attention 
of  the  committee.  The  Deval  Abrasion  Testing 
Machine  has  also  been  used  for  tests  on  small  mortar 
speciments.  These  methods  of  testing  have  not  been 
studied  sufficiently  to  fully  establish  standard  methods 
and  to  indicate  the  exact  relation  between  the  indica- 
tions of  the  tests  and  the  behavior  of  similar  concrete 
in  service.  The  data  now  available  on  wear  tests 
of  concrete  do  not  justify  the  attempt  to  formulate 
specification  requirements  for  aggregates  on  the  basis 
of  such  tests. 

In  the  absence  of  a  satisfactor}^  wear  test  of  con- 
crete, we  must  continue  to  depend  upon  the  tests  of 
materials  and  concrete  which  have  been  shown  to  be 
significant  in  furnishing  information  on  the  quality  of 
the  aggregates. 

On  account  of  the  great  economies  which  result 
from  utilizing  materials  that  are  readily  available,  and 
the  absence  of  well-developed  sources  of  supply  in 
many  localities,  it  is  of  prime  importance  that  all  ag- 
gregate materials  for  concrete  roads  be  tested  before 
use.  All  engineers  of  wide  experience  in  concrete 
road  building  agree  as  to  the  importance  of  careful 
selection  of  aggregates. 

In  the  following  discussion  only  the  more  import- 
ant tests  are  mentioned.  A  complete  discussion  is 
not  attempted. 

Under  the  heading  "Durability,"  a  number  of  the 
fundamental  physical  properties  of  aggregates  have 
been  grouped.  It  is  difficult  to  discriminate  between 
the  effect  of  toughness,  strength,  hardness,  brittleness, 
and  resistance  to  weather,  impact,  abrasion,  etc.,  in 
aggregates.  It  has  not  generally  been  considered  ne- 
cessary to  make  tests  for  the  purpose  of  determining 
the  effect  of  each  of  these  properties.  However,  even 
though  no  tests  are  made,  we  must  consciously  or  un- 
consciously weigh  and  pass  judgment  on  all  these  fac- 
tors before  we  can  reach  a  conclusion  as  to  the  suit- 
ability of  a  given  aggregate  for  use  in  concrete  roads. 

No  satisfactory  method  of  measuring  the  hardness 
of  an  aggregate  is  available.  The  exact  influence  of 
different  degrees  of  hardness  of  the  aggregates  on  the 
wearing  resistance  of  concrete  has  not  been  deter- 
mined. H-owever,  it  would  seem  that  the  hardness  of 
the  aggregate  should  be  well  in  excess  of  that  of  the 
cement  itself  after  it  has  thoroughly  set  and  seasoned, 
to  the  end  that  the  impact  and  abrasion  of  traffic  may 
be  fully  resisted.  Uniformity  in  the  qualities  of  an 
aggregate  is  of  the  utmost  importance. 

A  direct  determination  of  the  compressive  strength 
of  an  aggregate  is  seldom  necessary,  since  the  ultimate 


value  of  a  material  for  concrete  road  building  generally 
depends  on  other  factors. 

Certain  tests  for  determining  the  toughness,  abra- 
sive resistance,  etc-,  of  crushed  rocks  have  been  used. 
These  tests  were  introduced  in  this  country  by  the 
United  States  Office  of  PubHc  Roads.  They  have 
heretofore  been  carried  out  with  particular  reference 
to  determining  the  suitability  of  rocks  for  use  in  ma- 
cadam road  construction.  It  is  not  clear  now  just 
what  relation  the  evidence  of  these  tests  has  to  the 
suitability  of  a  crushed  rock  for  use  as  a  concrete  ag- 
gregate. Some  of  the  tests  which  generally  have 
been  made  cannot  readily  be  applied  to  material  of  the 
size  used  for  aggregates;  none  of  them  is  applicable  to 
natural  sands  and  gravels.  Modified  forms  of  the 
standard  abrasion  test  with  the  Deval  Abrasion  Testing 
Machine  have  been  used  by  some  engineers  as  a  basis 
for  specification  requirements  for  concrete  aggregates. 
In  these  tests  charges  of  cast  iron  or  steel  shot  have 
been  placed  in  the  test  chamber  with  the  aggregate 
sample.  The  proportion  of  material  reduced  below 
a  given  size  is  taken  as  a  measure  of  the  abrasive  re- 
sistance of  the  aggregate.  This  form  of  test  de- 
serves further  study.  There  is  a  great  need  for  a 
simple  standard  test  which  will  serve  to  distinguish 
between  aggregates  which  are  too  soft  or  too  brittle 
for  use  in  concrete  roads,  and  those  which  may  be 
expected  to  give  satisfactory  results. 

Weather  resistance  is  an  important  property  of 
materials  which  are  to  be  used  in  the  wearing  surface 
of  concrete  roads.  A  laboratory  test  which  will  fur- 
nish a  reliable  guide  to  the  weather  resistance  of 
rocks  under  different  climatic  conditions  has  not  been 
discovered,  although  many  tests  have  been  prop.osed 
and  used.  Alternate  freezing  and  thawing,  acids  and 
disrupting  agencies  represent  the  most  commonly  used 
tests  for  this  purpose. 

The  appearance  of  natural  sands  and  gravels  and 
a  consideration  of  their  origin  and  geological  history 
will  frequently  furnish  an  indication  of  their  probable 
resistance  to  weather.  The  examination  of  portions  of 
the  same  stratum  which  has  been  exposed  to  the 
weather  for  several  years  will  generally  furnish  a  sat- 
isfactory criterion  of  the  weather  resistance  of  a 
crushed  rock. 

Grading 

The  division  of  aggregates  into  fine  and  coarse  is 
an  arbitrary  one.  The  distinction  arose,  no  doubt, 
from  the  practice  of  securing  the  fine  and  coarse  ma- 
terials from  different  sources,  and  has  been  preserved 
largely  for  convenience  in  proportioning.  It  is  almost 
universally  customary  to  consider  particles  smaller 
than  inch  as  fine  aggregate  and  larger  material  as 
coarse  aggregate. 

Experience  in  the  use  and  testing  of  concrete  has 
shown  that  with  a  given  proportion  of  cement,  wide 
variation  in  the  quality  of  the  concrete  results  from 
differences  in  the  grading  of  the  aggregates. 

A  study  of  tests  of  sands  and  sand  mortars  indi- 
cates that  the  grading  of  the  material,  or  the  relative 
proportions  of  the  particles  of  dift'erent  sizes,  is  one  of 
the  most  important  factors  which  influence  the  mortar- 
making  qualities  of  natural  sands.  All  tests  empha- 
size the  advantage  of  using  sands  in  which  the  coarse 
particles  predominate  and  the  fine  are  reduced  to  a 
minimum.  A  coarse,  well-graded  sand  gives  low 
voids,  hence  correspondingly  high  strength  and  im- 
proved wearing  qualities.  The  so-called  straight- 
line  grading  of  sand  conforms  closely  to  that  giving 
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the  highest  strength  in  mortar  tests.  ^  However,  a 
certain  degree  of  "workabiUty"  is  essential;  hence  a 
larger  proportion  of  line  sand  than  that  indicated  by 
the  straight-line  grading  is  generally  desirable  and  is 
nearly  always  found  in  natural  sands. 

It  seems  probable  that'  a  more  thorough  study  of 
the  effect  of  grading  of  sands  will  demonstrate  econo- 
mies which  may  be  effected  by  more  accurate  grading, 
and  make  it  desirable  to  specify  the  required  grading 
within  narrower  limits  than  is  now  customary.  It  is 
frequently  found  that  a  high-grade,  tine  aggregate  can 
be  produced  by  combining  in  the  proper  proportions 
two  lots  of  material,  neither  of  which  is  satisfactory 
for  concrete  roads  if  used  alone.  The  mixing  of  fine 
sand  with  a  coarse  sand  or  screenings  from  crushed 
rock  of  good  quality  is  sometimes  an  economical  pro- 
cedure. 

It  seems  probable  that  the  grading  of  coarse  ag- 
gregates exerts  an  important  intiuence,  although  the 
relative  variation  in  grading  is  generally  much  less 
than  in  natural  sands. 

The  earlier  builders  of  concrete  roads  used  coarse 
aggregate  graded  from  about  ^  to  1  or  lj4  inches-  It 
has  long  been  recognized  that  concrete  of  greater  den- 
sity and  strength  can  be  produced  by  using  coarser 
material.  A  saving  in  the  cost  of  crushing  can  be 
effected  by  using  aggregates  as  coarse  as  the  nature 
of  the  work  will  permit.  With  the  richer  mixes  that 
are  now  common  in  concrete  road  construction  no 
difficulty  is  encountered  in  placing  and  finishing  roads 
with  aggregates  graded  up  to  2  inches.  It  is  believed 
that  this  size  of  material  will  produce  a  superior  con- 
crete for  use  in  a  one-course  road.  In  two-course  con- 
struction or  where  required  by  local  conditions  of 
supply,  finer  material  may  be  used. 

In  certain  instances  it  may  be  desirable  to  consider 
fine  aggregate  as  material  graded  up  to  Ys  inch  instead 
of  34  inch.  In  this  case  corresponding  changes  must 
be  made  in  the  specification  requirements  for  the  grad- 
ing of  aggregates  and  in  the  proportions  used.  The 
use  of  fine  aggregate  graded  up  to  34  inch  is  recom- 
mended. 

Owing  to  the  wide  variations  in  practice  in  screen- 
ing coarse  aggregates,  it  does  not  seem  feasible  to 
specify  the  sizes  to  be  required,  within  too  narrow 
limits. 

There  is  great  need  for  a  standardization  of  sieve 
sizes  and  of  the  methods  of  conducting  sieve  tests  both 
of  fine  and  coarse  aggregates. 

The  voids  in  aggregates  are  largely  a  function  of 
the  shape  and  grading  of  the  particles.  Low  voids 
should  be  secured,  since  the  strength  and  "work- 
ability" of  the  concrete  will  thus  be  greatly  improved. 
A  well-graded  natural  sand  will  show  voids  as  low  as  28 
per  cent. ;  in  a  poorly  graded  sand  the  value  may  be  as 
high  as  38  per  cent-  The  voids  in  crushed  stone  fre- 
quently run  to  50  per  cent. 

Cleanness 

The  impurities  in  aggregates  generally  consist  of 
clay  or  loam.  The  presence  of  a  small  percentage  of 
clay  in  a  loose,  finely  divided  condition  is  not  usually 
found  to  be  harmful.  Clay  which  coats  the  particles 
is  liltely  to  prove  injurious.  A  large  percentage  of 
clay  in  sands  or  gravels  suggests  the  presence  of  clay 
pebbles.  The  })resence  of  vegetable  loam  or  other 
organic  materials  always  has  a  deleterious  eft'ect.  Mica 
in  sand  reduces  the  strength  of  the  mortar.  The  pos- 
sibility of  the  presence  of  other  impurities  should  not 
be  disregarded. 


The  term  "silt"  is  used  to  designate  all  foreign  ma- 
terial which  may  be  present  in  an  aggregate  in  the 
form  of  a  coating  on  the  grains  or  in  a  finely  divided 
state,  or  which  is  of  a  soft  or  soluble  nature.  It  is  in 
tests  of  natural  sands  that  a  study  of  the  silt  is  most 
important.  Various  methods  of  determining  the 
amount  and  nature  of  the  silt  are  in  use. 

W ashing  a  given  weight  of  sand  in  a  glass  percola- 
tor with  running  water  under  a  constant  head  tmtil 
the  wash  water  becomes  clear,  and  determining  the 
amount  of  silt  on  the  basis  of  the  loss  of  weight,  seems 
to  be  the  most  accurate  and  scientific  method  for  lab- 
oratory use.  For  a  discussion  of  another  method, 
see  Appendix  A,  on  "Field  Inspection  of  Aggregates." 
A  chemical  analysis  of  the  silt  frequently  indicates 
the  presence  of  injurious  materials.  The  strength  test 
of  mortars  and  concretes  generally  furnishes  a  safe 
criterion  of  the  effect  of  such  impurities  as  are  con- 
tained in  the  silt. 

Miscellaneous  Tests 

The  exact  bearing  of  the  chemical  and  mineralogi- 
cal  composition  of  an  aggregate  on  its  suitability  for 
use  in  concrete  roads  has  not  been  definitely  estab- 
lished. In  so  far  as  variation  in  these  properties  af- 
fects the  toughness,  resistance  to  weather,  wear,'  etc., 
they  will  influence  the  final  value  of  the  material.  The 
form  of  fracture,  and  the  nature  of  the  surface  of  the 
particles,  have  an  important  bearing  on  the  road-mak- 
ing quality  of  aggregates. 

Tests  of  Mortars  and  Concretes 

A  discussion  of  the  properties  of  concrete  aggre- 
gates must  of  necessity  deal  largely  with  tests  of  mor- 
tars and  concretes.  A  wear  test  of  concrete,  stand- 
ardized with  reference  to  the  behavior  of  concrete  in 
service,  would  furnish  the  most  direct  indication  of  the 
value  of  different  aggregates  for  concrete  road  con- 
struction. Such  a  test  would  be  of  assistance  in 
studying  the  effect  of  other  variables  such  as  the  pro- 
portioning, mixing,  and  seasoning  of  the  concrete. 

A  suitable  strength  test  of  a  mortar  or  concrete 
made  up  fi'om  cement  and  the  aggregates  in  question 
is  without  doubt  the  most  reliable  single  determina- 
tion which  can  be  made  in  view  of  our  present  know- 
ledge. This  test  gives  information  as  to  whether  or 
not  the  aggregate  affects  the  setting  and  hardening  of 
the  cement — a  consideration  of  prime  importance.  It 
also  indicates  what  may  be  expected  from  the  stand- 
point of  strength.  If  the  form  of  test  specimen,  pro- 
portions, method  of  mixing,  seasoning,  etc.,  are  stand- 
ardized or  are  made  to  approximate  those  used  in  the 
work,  an  excellent  indication  can  be  secured  of  the 
probable  strength  of  the  concrete  in  the  structure.  It 
is  apparent  that  tests  of  concrete  furnish  the  best  cri- 
terion of  the  concrete-making  quality  of  either  a  fine 
nr  a  coarse  aggregate. 

(Continued  in  next  issue.) 


Damage  to  Sooke  Lake  Waterworks 

Twelve  lengths  of  pipe  were  swept  away  and  con- 
si(leral)le  water  wasted  owing  to  a  break  in  the  con- 
crete flow  line  of  the  Sooke  Lake  waterworks  system 
Jan.  22.  This  is  the  first  accident  which  has  occurred 
to  the  line.  Tt  was  caused  by  a  landslide.  The  dam- 
age is  slight,  it  is  reported,  and  until,  repairs  can  be 
made  a  temporary  wooden  trestle  l^earing  a  wooden 
flume  will  be  used.  The  water  stored  in  the  Hump- 
back reservoir  is  reported  to  be  more  than  sufficient 
to  supply  the  city  while  repairs  are  being  made. 
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Developing  the  Export 

A  special  luncheon  of  the  Canadian  Manufacturers'  As- 
sociation was  held  on  February  23rd  at  which  the  members 
were  given  an  opportunity  of  hearing  an  address  by  Mr. 
F.  C.  Armstrong,  European  manager  of  the  Export  Asso- 
ciation of  Canada,  Limited.  Mr.  Armstrong  is  on  a  brief 
visit  to  Canada,  after  making  a  careful  study  of  the  general 
l)usiness  situation  in  England  and  France.  While  abroad  he 
had  exceptional  opportunities  for  obtaining  reliable  informa- 
tion regarding  the  fiscal  policies  likely  to  be  adopted  by  the 
allies  in  the  near  future.  Mr.  Armstrong  said  that  he  had  gone 
to  England  to  look  over  the  situation  there  and  on  the  con- 
tinent, in  behalf  of  the  Export  Association  of  Canada.  He 
had  now  returned  to  report  upon  the  position  as  he  found 
it,  and  to  consult  with  the  directors  and  shareholders  of  the 
Association  as  to  future  steps. 

The  speaker  stated  that  the  subject  of  export  trade  was 
of  the  most  vital  importance  to  every  Canadian.  Next  to 
the  winning  of  the  war  the  most  important  thing  for  Canada 
and  for  all  the  allies  was  to  organize  their  manufacturing 
industries,  transportation  facilities,  etc.,  so  thoroughly  that 
after  the  war  the  prosperity  of  the  country  would  go  on  with- 
out interruption.  When  one  spoke  of  "after  the  war"  there 
had  formerly  been  a  great  deal  of  misunderstanding  as  to  just 
what  war  meant.  During  his  visit  to  England  and  France 
he  had  realized  that  a  great  unanimity  of  opinion  was  de- 
veloping as  to  what  this  term  involved.  The  people  of  the 
allied  countries  had  come  to  realize  that  they  could  not  be 
satisfied  with  winning  the  war,  but  must  rid  the  world  of 
German  aggression  after  defeating  Germany's  army  in  the 
field.  If  they  allowed  Germany,  after  the  war,  to  build  up 
her  commerce  and  wealth,  they  would  be  giving  her  power 
once  more  to  forge  another  weapon  with  which  to  renew  her 
scourge  upon  civilization.  Therefore  it  had  become  a  matter 
of  the  salvation  of  humanity  that  Germany  should  not  again 
be  entrusted  with  the  power  to  repeat  the  damage  which  she 
had  been  inflicting  during  the  present  war. 

It  was  necessary,  first  of  all,  to  crystallize  public  senti- 
ment into  some  concrete  and  definite  understanding  of  the 
method  by  which  they  could  put  it  beyond  the  power  of  any 
individual  to  buy  German  goods,  or,  if  he  bought  them,  to 
make  the  price  so  high  that  the  goods  would  no  longer  be 
attractive.  The  ordinary  machinery  for  accomplishing  such 
a  result  was  that  of  tariffs.  Mr.  Armstrong  had  spoken  with 
many  representatives  of  both  political  parties  in  Great  Brit- 
ain and  had  become  convinced  that  all  were  now  a  unit  upon 
the  subject  of  dealing  with  the  tariff  question  on  national 
and  economic  lines.  Prominent  Liberals  had  told  him  that 
there  would  be  no  resumption  of  the  tariff  fight.  The  free 
trade  and  conscription  fights  in  Great  Britain  had  gone  into 
the  melting  pot.  England  would  deal  in  future  with  the 
tariff  problem  from  an  entirely  new  angle,  so  that  the  way 
Viuuld  be  clear  for  working  out  a  plan  for  consolidating  and 
strengthening  the  whole  Empire. 

The  British  Government  and  nearly  every  important  com- 
mercial association  in  Great  Britain  had  taken  the  matter 
actively  in  hand  and  were  calling  for  some  form  of  preferen- 
tial trade  arrangements  which  would  be  effective  along  these 
lines.  Sir  Richard  Musgrave,  secretary  of  the  London  Cham- 
ber of  Commerce,  had  put  the  matter  in  a  very  definite  form, 
saying  that  what  they  had  in  view  was,  first  of  all,  to  make 
arrangements  for  looking  after  the  interests  of  the  Empire, 
then  to  do  all  they  could  to  promote  the  interests  of  the 
allies,  then  to  treat  with  neutrals  as  they  had  deserved,  and 
finally  to  deal  with  the  enemy  and  to  take  the  necessary 
steps  to  exclude  his  trade  from  allied  countries.  Invitations 
had  been  sent  out,  Mr.  Armstrong  said,  for  a  meeting  on 
June  4th,  of  the  Imperial  Chamber  of  Commerce,  to  be  held 


Trade  of  the  Dominion 

in  London,  the  chief  object  of  which  would  be  to  get  the 
best  business  opinions  from  the  different  portions  of  the 
Empire  to  aid  in  working  out  the  commercial  problems 
which  would  develop  after  the  war.  First  of  all,  he  believed, 
there  would  be  a  trade  preference  given  within  the  British 
Empire, 

It  was  important,  therefore,  to  perfect  their  representa- 
tion in  all  the  countries  which  make  up  the  Empire,  in  Aus- 
tralia, New  Zealand,  South  Africa,  the  Crown  Colonies,  India, 
etc.  The  Export  Association  of  Canada  had  already  been 
able  to  make  arrangements  for  representatives  in  New  Zea- 
land and  Australia,  both  of  which  organizations  were  work- 
ing extremely  satisfactorily,  except  for  the  difficulty  in  se- 
curing transportation.  These  representatives  would  no 
doubt  become  distributing  machinery  of  great  value.  In 
England  Mr.  Armstrong  had  been  able  to  conclude  arrange- 
ments for  promoting  Canada's  trade  with  the  Crown  Col- 
onies. He  had  even  been  able  to  secure  orders  for  many 
thousands  of  dollars  worth  of  material,  which,  in  most  cases, 
unfortunately,  we  could  not  supply  because  we  were  so 
heavily  engaged  in  the  production  of  war  order  materials. 
Canada,  however,  could  count  upon  a  very  large  field  for  her 
manufactured  goods  in  these  colonies  in  the  future. 

In  regard  to  India  and  the  east  it  had  appeared  to  him 
to  be  inadvisable  to  open  up  connections  there  at  present 
when  they  were  unable  to  furnish  either  the  goods  or  the 
transportation.  The  promotion  of  trade  in  these  countries 
might  be  left  in  abeyance  for  the  time  being. 

In  South  Africa  they  were  being  pressed  by  the  Trade 
Commissioner,  Mr.  Egan,  to  extend  their  organization  and 
to  help  in  building  up  Canada's  trade  with  that  country. 

Perhaps  the  most  difficult  country  of  all  to  deal  with 
was  Great  Britain,  especially  under  the  present  restrictions 
in  regard  to  transportation.  The  recent  statement  by  Mr. 
Lloyd  George  that  the  Government  of  Great  Britain  had 
made  a  mistake  in  not  taking  complete  control  of  shipping 
at  the  beginning  of  the  war  was  of  great  importance.  Mr. 
.\rmstrong  believes  that  if  the  Government  should  take  con- 
trol of  shipping,  Canada  would  really  be  benefited  thereby 
because,  when  tonnage  is  scarce  it  is  inadvisable  to  tie  up 
shipping  in  carrying  goods  from  very  distant  countries  such 
as  Australia  and  the  Argentine,  when  the  necessary  materials 
can  be  had  from  countries  such  as  those  of  North  America 
which  are  so  much  nearer  Great  Britain. 

At  the  beginning  of  the  war  Great  Britain  had  lost  con- 
siderable confidence  in  the  ability  of  Canada  to  supply  war 
materials.  In  those  days  the  manufacturers  of  Canada  had 
not  been  organized,  nor  had  they  been  able  to  study  all  the 
important  aspects  of  the  problem. 

Mr.  Armstrong  drew  attention  to  Germany's  former 
strong  position  in  regard  to  international  trade.  After  the 
war,  many  countries  would  be  urgently  in  need  of  article." 
which  formerly  were  only  made  in  Germany.  The  allied 
countries  could  only  complete  Germany's  economic  defeat  by 
supplying  these  materials.  Russia  had  been  buying  300  mil- 
lion dollars  worth  of  goods  from  Germany  annually,  in  fact 
over  fifty  per  cent,  of  the  manufactured  goods  she  imported. 
She  could  not  produce  these  goods  herself.  As  soon  as  the 
war  was  over  she  would  have  to  get  them.  She  would  not 
be  able  to  buy  them  from  France  or  Belgium,  because  all 
of  Belgium  and  the  finest  manufacturing  districts  of  France 
had  been  devastated  by  Germany.  She  would  have  to  turn 
to  Great  Britain,  which  country,  being  fully  occupied,  would 
only  be  able  to  take  care  of  a  portion  of  the  demand.  So 
Russia  would  have  to  come  across  the  Atlantic.  She  would 
come  to  Canada,  beyond  any  doubt.  But  she  would  not 
come  to  Canada  to  anything  like  the  possible  maximum  ex- 


220 


THE   CONTRACT  RECORD 


March  1,  191G 


leiil  unk-ss  wc"  went  to  Russia  first,  an-d  showed  her  our 
ability  to  furnish  such  materials  as  she  required.  We  must 
therefore  study  the  markets  of  Russia  and  organize  our  pro- 
duction, distribution  and  finance,  otherwise  this  business 
would  go  to  the  United  States,  which  was  already  organiz- 
ing for  the  purpose  in  the.  most  thorough  manner  possible. 

Mr.  R.  T.  Young,  Joint  Manager  of  the  Export  Associa- 
tion of  Canada,  Limited,  also  spoke  briefly,  emphasizing  what 
Mr.  Armstrong  had  said  regarding  the  importance  of  organ- 
ization and  stating  that  he  intended  to  call  upon  as  many 
Canadian  manufacturers  as  possible,  chiefly  those  directly  in- 
terested in  the  export  situation,  so  as  to  urge  upon  them 
the  necessity  for  joining  the  .Vssociation.  Some  time  in 
June  or  September  they  intended  to  hold  a  Canadian  Na- 
tional Export  Trade  Convention  which  would  bring  together 
the  carriers,  the  financiers,  the  manufacturers  and  every  other 
national  interest  which  was  a  factor  in  the  building  up  of 
export  trade. 


Personal 

Mr.  M.  J.  Costello,  of  Seattle,  traffic  manager  on  the 
Pacific  division  of  the  Great  Northern  Railway,  stated  re- 
cently that  the  railway  would  proceed  this  year  to  con- 
struct more  concrete  snow  sheds  in  the  Cascades. 

Mr.  W.  W.  Pearse,  city  architect  of  Toronto,  favors  a 
new  type  of  revolving  door,  which,  upon  cross  pressure  be- 
ing applied,  collapses,  thus  creating  two  clear  openings  with 
the  collapsed  door  in  the  centre.  The  old  type  of  revolving- 
door  is  not  condemned  by  Mr.  Pearse,  but  he  points  out 
that  in  case  of  panic  it  would  certainly  be  a  source  of  danger. 

Mr.  Christopher  J.  Yorath,  civic  manager  of  Saskatoon, 
Sask.,  delivered  an  int<'resting  address  before  the  Ottawa 
Board  of  Trade  on  February  18th,  his  theme  being  Civic 
Government.  Mr.  Yorath,  who  is  an  expert  on  this  sub- 
ject, outlined  the  various  systems  of  conducting  municipal 
administration.  The  impression  his  remarks  made  on  his 
hearers  was  evidenced  by  the  discussion  which  followed. 

Mr.  A.  F.  Macallum,  city  engineer  of  Hamilton,  Ont., 
has  been  elected  president  of  the  Society  of  Engineers  of 
North  America.  He  also  received  another  tribute  to  hi.s 
abilities  recently  in  being  asked  by  the  Canadian  Fire  Un- 
derwriters' Association  to  act  as  their  arbitrator  in  connec- 
tion with  hydraulic  disputes  in  several  Canadian  cities.  Stress 
of  local  business  made  it  necessary  for  Mr.  Macallum  to 
decline  this  offer,  however. 

Messrs.  Forrest  &  Lightfoot,  consulting  engineers  and 
contractors,  have  opened  an  ofifice  in  Morin  Block,  Mountain 
Hill,  Quebec.  Both  of  these  gentlement  have  had  much  ex- 
perience in  their  work.  Mr.  Lightfoot  has  been  connected 
with  the  contracting  business  for  eighteen  years.  He  was 
an  engineer  on  the  staff  in  connection  with  the  construc- 
tion of  the  immense  Transcona  shops  at  Ottawa.  Mr.  For- 
rest is  well  and  favorably  known  in  Quebec.  He  was  but 
recently  Government  engineer  in  charge  of  the  construc- 
tion of  the  St.  Malo  shops  in  Quebec.  He  has  also  been 
connected  with  railroad  and  building  construction  work,  both 
in  the  United  States  and  Canada. 


Mainly  Constructional 

'  Rees  &  Hawken,  builders,  Toroiito,  have  dissolved  part- 
nership. 

The  Eastern  Machinery  Company,  Montreal,  Que.,  have 
registered. 

The  Phoenix  Building  Coniijany,  Limited,  Quebec,  Que., 
liave  been  granted  a  charter. 


The  Andrews  Wire  Works  of  Canada,  Limited,  AVatford, 
Ont.,  suffered  loss  by  fire  recently. 

Maclntyre  Granite  Quarries  &  Manufacturers,  Limited, 
have  been  incorporated,  headquarters  in  Winnipeg. 

Phoenix  Iron  Works,  Limited,  is  the  name  of  a  new 
N'ancouver  concern  incorporated  with  a  capital  of  $10,000. 

Thomas  Tomlinson,  proprietor  of  the  iron  foundry  busi- 
ness of  Tomlinson  &  Son,  Toronto,  died  on  February  22. 

The  Western  Ontario  Clay  Workers  held  their  nineteenth 
annual  convention  in  the  Builders'  Exchange,  London,  Ont., 
on  February  23  and  24. 

It  IS  announced  that,  as  the  entire  staff  of  the  firm  of 
Chadwick  &  Beckett,  architects,  Toronto,  arc  now  on  active 
service  or  making  munitions,  the  ofifice  has  l)een  closed. 

Building  permits  issued  by  the  city  t)f  Chatham,  Ont., 
in  the  month  of  January,  1916,  totalled  $9,500 — an  increase  of 
$6,525  over  Januar}',  1915,  when  the  value  of  the  permits 
issued  was  $3,975. 

The  H.  P.  Peterson  Construction  Company,  Limited, 
has  been  incorporated,  and  will  carry  on  a  general  contract- 
ing and  engineering  business  in  Vancouver,  B.  C.  The  cap- 
ital stock  of  the  company  is  $10,000. 

A  fire  causing  a  loss  estimated  at  between  fifty  and  one 
hundred  thousand  dollars  occurred  on  the  10th  ult.  at  the 
premises  of  the  Record  Foundry  and  Machine  Company, 
Moncton,  N.  B.    The  loss  is  covered  by  insurance. 

The  partnership  which  existed  between  John  Hastie  and 
McPherson  &  Fullerton  Bros.,  as  contractors  in  the  city  of 
Victoria  imder  the  style  of  the  British  Columbia  Construc- 
tion and  Engineering  Company,  has  been  dissolved  by  mutual 
consent.    Mr.  John  Hastie  will  continue  the  business. 

Hayden,  Stone  &  Company,  of  Boston,  have  organized 
under  Massachusetts  laws  the  Cuban  Portland  Cement  Com- 
pany, to  manufacture  and  sell  Portland  cement  in  Cuba.  The 
new  company  will  have  an  authorized  capital  of  200,000  shares, 
par  $10,  of  which  100,000  are  to  be  sold  by  the  company  at 
$!.■)  a  share. 

Plans  are  being  prepared  for  a  big  steel  bridge  over  the 
Peace  River  at  Peace  River  Crossing,  Alberta.  It  will  in- 
clude a  traffic  deck,  and  the  total  cost  of  construction  will 
be  about  three-quarters  of  a  million  dollars.  The  building 
of  this  bridge  will  enable  the  line  of  the  Central  Canada 
Railway  Company  to  be  continued  westward. 

Tile  annual  meeting  of  the  Manitoba  Good  Roads  As- 
sociation was  held  in  the  board  room  of  the  Industrial 
Bureau,  Winnipeg,  on  February  14.  The  president,  Mr.  S.  R. 
Henderson,  submitted  his  sixth  annua!  report,  showing  the 
excellent  work  accomplished  by  the  association  during  the 
year  in  all  matters  pertaining  to  better  roads. 

The  annual  convention  of  the  Provincial  Builders'  and 
Supply  Association  was  held  on  February  32  and  23  in  the 
rooms  of  the  Builders'  Exchange,  Hamilton,  Ont.  There  was 
a  good  attendance.  Mr.  George  Gander,  of  Toronto,  presi- 
dent of  the  association,  presided.  On  the  evening  of  Febru- 
ary 32  the  delegates  were  entertained  at  a  banquet  held  in 
the  Wentworth  x'Vrms. 

The  Princess  Theatre,  Toronto,  is  to  be  rebuilt.  If  ar- 
rangements can  be  made,  the  work  will  be  started  at  once,  in 
the  hope  that  the  theatre  will  be  ready  for  the  season  coni- 
mencing  in  September.  The  seating  capacity  will  be  in- 
creased from  1,«50  lo  2,200,  and  the  building  will  be  made 
twenty  feet  wider.  The  work  is  expected  to  cost  in  the 
neighborhood  of  $200,000. 

W.  .\.  McLean,  Deputy  Minister  of  I'ublic  Works  for 
(  )ntarii),  reports  that  in  accordance  with  tiic  (jrcjvisions  at- 
tending increased  Government  grants  to  municipalities  under- 
taking schemes  of  roadway  construction,  plans  for  an  ini- 
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])roved  system  of  roadways  are  being  prepared  by  the  fol- 
lowing counties:— Brant,  Lambton,  Kent,  Victoria,  Elgin, 
Prescott,  Dnndas  and  Stormont  and  Glengarry, 

The  expenditure  during  the  past  fiscal  year  on  the  Que- 
bec Bridge  was  $2,810,30.5.  paid  out  of  capital,  making  the 
total  capital  expenditure  on  the  reconstruction  of  the  bridge 
$7,70-1,393.  The  total  expenditure  by  the  railway  department 
up  to  the  end  of  the  year  in  connection  with  this  bridge 
is  given  as  $8,198,74-8,  irrespective  of  the  subsidy  of  $374,353, 
paid  by  the  Quebec  Bridge  Company,  and  of  the  sum  of 
$0,975,360,  paid  for  the  guaranteed  bonds  of  that  company. 

"Better  Roads  for  Alberta,"  was  the  subject  of  an  ad- 
dress given  by  the  president,  Mr.  J.  H.  Lamb,  at  the  recent 
convention  of  the  Alberta  Association  of  Local  '  Improve- 
ments, held  in  Edmonton.  Mr.  Lamb  said  that  the  Govern- 
ment had  spent  over  six  million  dollars  since  1905  on  roads 
and  bridges  in  the  province,  but  a  great  many  miles  ol 
roads  were  to-day  in  the  ditch.  He  urged  the  maintenance 
of  the  roads,  and  the  construction  of  permanent  roads 
throughout  the  province — particularly  on  behalf  of  the  farm- 
ers, who,  he  said,  did  not  receive  benefits  commensurate 
with  the  vast  sums  expended  oi)  roads. 

Messrs.  Pearson  and  Martin,  the  architects  who  were 
asked  by  the  Government  to  examine  the  condition  of  the 
Ottawa  Parliament  Building  after  the  fire,  report  that  with 
the  exception  of  the  central  interior  and  the  rear  walls  the 
structure  itself  can  be  repaired  without  entirely  rebuilding. 
Most  of  the  walls  are  still  intact,  and  what  is  left  of  the 
■building  represent  a  value  in  lal)or  and  material  of  apprcjxi- 
inately  two  million  dollars,  or  considerably  over  half  of  the 
original  cost.  A  tentative  ground  plan  of  the  main  Parlia- 
ment Buildings  has  been  prepared,  and  it  is  probable  that  an 
early  start  will  be  made  on  the  work  of  reconstruction. 

Saskatoon  is  in  a  fair  way  for  adding  another  to  its 
industries,  in  the  form  of  reinforced  concrete  products,  which 
is  likely  to  commence  operations  this  spring.  Mr.  A.  C. 
McEown  has  an  incorporation  with  extensive  powers  known 
as  "Sand  and  Gravel  Deposits.  Limited,"  the  object  of  which 
is  to  manufacture  concrete  chimneys,  fence  posts,  window 
sills,  ornamental  work,  etc.  Mr.  McEown  is  now  showing 
a  reinforced  concrete  l:)lock  for  chimneys,  which  will  be 
made  in  different  sizes.  This  chimney,  it  is  contended,  will 
not  sweat  or  drip,  and  will  give  perfect  ventilation.  When 
built,  the  chimney  has  a  double  wall  with  an  air  space  be- 
tween, and  is  reinforced  with  wire  running  through  each 
wall  and  the  connecting  walls. 

The  opening  proceedings  of  the  annual  convention  of  the 
International  Association  of  Master  House  Painters  and 
-Decorators  of  the  United  States  and  Canada,  which  was 
held  in  Cincinnati  last  month,  were  delayed  for  thirty  min- 
utes because  no  British  flag  1)earing  the  coat-of-arms  of 
Canada  was  displayed  in  the  decorative  scheme  of  the  hall 
where  the  meeting  was  held.  ,  There  were  two  American 
flags  draped  above  the  speaker's  stand,  and  between  them 
was  the  United  States  shield,  with  an  insert  of  the  Can- 
adian coat-of-arms.  Many  Canadians  are  members  of  the 
Association,  and  those  present  at  the  convention  refused  to 
consider  any  business  until  a  British  flag  bearing  the  Can- 
adian shield  was  included  in  the  display.  A  committee  ap- 
pointed for  the  purpose  succeeded  in  finding  such  a  Hag- 
after  spending  half  an  hour  in  visiting  many  stores. 

Mr.  James  H,  McKechnie,  president  of  the  Canadian 
(-■onsolidated  Rul:ber  Company,  Limited,  and  also  president 
of  the  Canadian  Consolidated  Felt  Company,  Limited,  passed 
away  on  .February  8,  following  a  brief  illness  of  ten  days.  In 
1877  Mr.  McKechnie  commenced  the  manufacture  ni  waler- 
proof  clothing,  and  in  18S3,  in  cominnis  witii  the  lair  S.  If.  C. 
Miner  and  others,  organized  the  Granby  Kubljer  t.Ompany, 
of  which  he  became  general  manager.      When  that  company 


was  amalgamated  with  the  Canadian  Cnnsoliclated  company 
Mr.  McKechnie  became  vice-president  of  the  latter,  and  in 
April  1915  was  elected  president.  His  sterling  qualities  and 
fine  character  exerted  an  influence  for  the  betterment,  not 
onl\  of  business  conditions,  but  of  the  community  in  which 
he  lived.  That  his  death  is  sincerely  regretted  is  evidenced 
by  many  messages  of  sympathy  that  have  lieen  received  from 
all  parts  of  Canada  and  the  United  States. 

The  men  who  have  been  engaged  in  making  charts  of 
the  different  channels  in  the  Fort  William,  Ont..  harbor  will 
linish  their  task  shortly,  according  to  Mr.  Craig,  the  local 
government  engineer.  Each  winter,  after  ice  has  formed  up- 
on the  water,  a  chart  is  made  of  the  channels,  showing  the 
depths,  widths,  and  other  particulars,  so  that  the  government 
is  able  to  strike  an  estimate  of  the  amount  of  money  required 
to  carry  on-  the  harbor  work  during  the  months  of  naviga- 
tion. It  is  too  early  yet  to  get  any  line  on  just  how  much 
work  will  be  done  in  the  harbor  this  year,  but  it  will  likely 
be  of  considerable  quantity.  Some  of  the  old  channels  have 
to  be  deepened,  and  it  is  probable  that  ef?orts  will  be  made 
to  complete  the  turning  basin  in  the  Kaministiquia  River 
above  the  Grand  Trunk  Pacific  railway  bridge.  Between  ten 
and  fifteen  acres  of  land  remains  to  be  dredged  out.  An- 
other undertaking  which  most  likely  will  be  completed  this 
.summer  is  the  new  breakwater  at  the  Mission.  Part  of 
this  huge  concrete  wall  was  seriously  damaged  last  fall  in 
a  bi.g  snow  storm,  when  it  was  cracked  and  part  of  it  shifted. 

The  special  committee  appointed  by  the  Quebec  Health 
C'omniittee  to  make  a  test  of  the  city's  water  supply  and  to 
confer  with  experts  on  the  best  means  of  purifying  it  have 
recommended  the  adoption  of  a  sterilizing  system  of  chlor- 
ination  as  the  most  practical  for  the  time  being,  in  view 
of  the  vast  expenditure  which  a  filter  system  would  entail. 
The  latter  system,  it  was  pointed  out.  would  cost  about 
$300,000,  besides  an  additional  $35,000  a  year  for  upkeep. 
On  the  invitation  of  the  special  committee  Mr.  George  A. 
Johnson,  expert  sanitary  engineer,  of  New  York,  has  been 
in  Quebec  making  a  thorough  inspection  of  the  water-works. 
In  his  report  Mr.  Johnson  says  that  the  water  shows  the 
presence  of  bacteria  of  sewage  origin,  and  strongly  recom- 
mends the  immediate  construction  of  a  filtration  plant  as  the 
only  means  of  rendering  the  water  pure.  He  points  out 
that  sterilization  by  chlorination  will  not  do  more  than 
kill  a  large  proportion  of  the  bacteria,  but  advises  the  in- 
stallation of  such  a  plant  pending  the  construction  of  a 
filtration  plant.  When  the  filtration  plant  has  been  built 
and  put  in  operation,  says  Mr.  Johnson,  the  chlorination 
plant  can  be  made  a  part  of  it,  and  be  continued  as  a  de- 
sirable adjunct  to  the  filtration  process  of  purification. 


New  Books 

The  Colorado  Industrial  Plan — by  John  D.  Rockefeller. 
Jr.  This  booklet  contains  a  complete  copy  of  the  Plan  of 
Employees'  Representation — or  "Industrial  Constitution" — 
and  the  agreement  between  the  company  and  its  employees 
adopted  at  the  coal  and  iron  mines  of  the  Colorado  Fuel 
and  Iron  Company.  In  order  that  the  scope  and  purpose  of 
the  plan  may  be  more  clearly  understood,  there  are  also 
included  an  article  entitled  "Labor  and  Capital — Partners," 
reprinted  from  the  Atlantic  Monthly  for  January,  1916,  and 
two  addresses  delivered  by  John  D.  Rockefeller,  Jr.,  while 
in  Colorado  in  October,  1915. 

Altitude  in  Canada— by  James  White,  F.R.S.C.,  F.R.G.S., 
assistant  to  chairman  and  deputy  head  of  the  Commission 
of  Conservation  of  Canada.  The  report  is  accompanied  by  a 
numlier  of  \alualile  maps,  slidwing  the  iirofiles  and  altitudes 
along  the  transcontinental  lines,  t'.  N.  R..  (.'.  p.  and 
G.  T.  P.  An  interesting  map  also  is  that  showing  the  high 
and  low  levels  since  1866  of  the  four  Great  Lakes. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Anderdon  Township,  Ont. 

The  Township  Council  contemplate  a 
large  amount  of  drainage  this  season. 
Clerk,  A.  C.  Mailloux,  Amherstburg. 

Brant  County,  Ont. 

The  County  Council,  in  conjunction 
with  the  Ontario  Highways  Board,  are 
considering  the  establishment  of  a  good 
roads  system.  Engineers,  Jackson  & 
Company,  Temple  Building,  Brantford. 

Brantford,  Ont. 

G.  A.  Ward,  Chairman  of  the  Board  of 
Works,  will  receive  tenders  until  noon, 
March  13th,  on  the  supply  of  vitrified 
sewer  pipe,  sizes  6  to  24-inch.  Specifica- 
tions at  office  of  the  Engineer,  T.  H. 
Jones. 

Drummondville,  Que. 

The  Town  Clerk,  W.  A.  Moisan,  will 
receive  tenders  until  7  p.  m.,  March  15th, 
for  the  construction  of  a  pumping  sta- 
tion and  mechanical  gravity  filters.  Plans 
and  specifications  at  office  of  the  Clerk 
and  of  the  Consulting  Engineers,  M.  M. 
Ouimet  &  Lesage.  76  St.  Gabriel  Street, 
Montreal. 

Dudswell,  Que. 

The  Municipality  propose  to  spend 
.$4,000  during  the  year  on  the  construc- 
tion of  roads.  Secretary,  H.  Cunning- 
ham. 

Humberstone,  Ont. 

The  Village  Council  propose  to  spend 
$3,000  on  roads  and  sidewalks.  Clerk, 
John  J.  Wichman.  » 

Leeds  &  Lansdowne  Township,  Ont. 

The  expenditure  of  $8,000  on  roads  is 
being  considered  by  the  Township  Coun- 
cil. Clerk,  J.  D.  W.  Darling.  Lansdowne, 
Ont. 

Lindsay,  Ont. 

The  Town  Council  are  considering  the 
expenditure  of  $3, .'500  on  sewers,  $2,500 
on  sidewalks  and  $2,500  on  waterworks. 
Clerk,  D.  Ray. 

London,  Ont. 

The  City  Council  contemplate  the 
laying  of  asphaltic  concrete  paveinent  on 
Waterloo  Street  and  Carfrae  Crescent, 
at  an  approximate  cost  of  $33,200.  Clerk, 
S.  Baker. 

The  City  Council  propose  to  purchase 
an  asphalt  plant  and  to  submit  tenders 
on  all  paving  reciuired  during  the  year. 
Engineer,  H.  A.  Brazier. 

Moncton.  N.  B. 

The  City  C'ouncil  contemplate  the  ex- 
Ijenditure  of  $60,000  on  sewers  and 
$50,000  on  pavements.  Clerk,  J.  S.  Magee. 
Engineer,  J.  Edington. 

Napanee.  Ont. 

Work  by  day  labfjr  will  start  in  the 
spring  on   the   construction   of  cement 


walks  for  the  Town  Council.  Clerk,  W. 
A.  Grange.    Estimated  cost,  $5,000. 

Niagara  Falls,  Ont. 

Tenders  will  be  received  until  noon, 
March  8th,  by  B.  Carr,  Secretary  to  the 
City  Council,  for  excavation  and  back- 
filling of  trenches  for  watermains. 

Pelee  Island,  Ont. 

The  Township  Council  will  shortly 
call  for  tenders  on  a  quantity  of  ditching 
and  rock  blasting  for  Big  Marsh  im- 
provements. Particulars  from  C.  Par- 
sons, Pelee  Island. 

Port  Credit,  Ont. 

The  Village  Council  have  passed  a  by- 
law providing  for  the  construction  of  a 
number  of  sidewalks.    Clerk,  F.  W|  Ott. 

Preston.  Ont. 

The  Town  Council  propose  to  spend 
$25,000  on  pavements  and  $5,000  on  sew- 
ers and  sidewalks.    Clerk,  H.  C.  Edgar. 

Quebec,  Que. 

The  City  Council  contemplate  pur- 
chasing an  asphalt  plant  at  an  estimated 
cost  of  $12,000  and  the  installation  of  a 
filtration  plant.  Engineer,  W.  D.  Bail- 
lairge. 

Regina,  Sask. 

Tenders  will  be  received  until  noon, 
April  1st,  by  the  Division  Engineer,  T. 
C.  McNabb,  Moose  Jaw,  for  paving  ap- 
proaches to  the  freight  sheds.  Plans, 
etc.,  with  the  Division  Engineer,  with 
J.  G.  Sullivan,  Chief  Engineer,  Winni- 
peg, M.  McKenzie,  Resident  Engineer, 
Regina,  C.  S.  Moss,  Resident  Engineer, 
Moose  Jaw,  and  E.  A.  Kelly,  Resident 
Engineer,  Saskatoon. 

St.  Francois,  Que. 

The  expenditure  of  $5,000  on  sidewalks 
is  proposed  by  the  Municipal  Council. 
Clerk,  J.  D.  Jutras. 

Toronto.  Ont. 

Commissioner  of  Works  R.  C.  Harris 
has  recommended  the  construction  of  an 
asphalt  pavement  on  Pacific  Aveime  at 
an  estimated  cost  of  47,800  and  a  brick 
block  pavement  on  Lansdowne  Avenue 
at  an  approximate  cost  of  5.831. 

Truro.  N.  S. 

The  Town  Council  propose  to  con- 
struct about  1,300  yards  of  concrete  side- 
walks this  season.    Clerk,  H.  McDougall. 

Valleyfield,  Que. 

The  Town  Council  are  about  to  start 
work  on  the  laying  of  a  macadam  pave- 
ment, estimated  to  cost  $5,000  and  the 
construction  of  cement  walks  at  an  ap- 
proximate cost  of  $4,000.  Engineer, 
r)scar  Viau. 

CONTRACTS  AWARDED 

Ottawa.  Ont. 

The  City  Council  have  let  the  contract 
for  the  supply  of  pipe  required  in  the 
construction  of  the  distribution  system 
to  the  National  Iron  Works,  Ltd., 
Cherry  Street,  Toronto. 


Railroads,  Bridges  and  Wharves 

Esquimau,  B.  C. 

The  sum  of  .$200,000  for  improvements 
to  the  dry  dock  is  included  in  the  esti- 
mates of  the  Department  of  Public 
Works,  Ottawa.  Secretary,  R.  C.  Desro- 
chers. 

Marieville,  Que. 

The  Town  Council  are  considering  the 
erection  of  a  concrete  bridge,  estimated 
to  cost  $4,000.    Clerk,  J.  E.  Ostiguy. 

North  Vancouver,  B.  C. 

The  District  Council  have  instructed 
Engineer  A.  M.  West  to  prepare  esti- 
mates of  the  cost  of  repairs  to  the 
wharves  at  Cove  Clifif  and  Woodlands. 

Toronto,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  March  14th  for  special 
track  work,  etc.,  for  the  Civic  Railway 
Plans  at  Room  13,  City  Hall. 

Vancouver.  B.  C. 

The  Department  of  Public  Works,  Ot- 
tawa, have  included  in  their  estimates 
the  sum  of  $350,000  for  harbor  improve- 
ments. 

Victoria.  B.  C. 

Provision  has  been  made  in  the  esti- 
mates of  the  Department  of  Public 
Works.  Ottawa,  for  improvements  to 
the  harbor.    Approximate  cost,  $100,000. 

Warwick  Township,  Ont. 

The  Township  Council  propose  to 
spend  about  $6,000  on  bridges  through- 
out the  Municipality.  Clerk,  N.  Her- 
bert, Watford,  Ont. 

CONTRACTS  AWARDED 

Victoria,  B.  C. 

The  Canadian  Northern  Railway  Com- 
l)any,  Toronto,  have  awarded  the  con- 
tract for  the  construction  of  a  wooden 
bridge  over  Selkirk  Water  to  S.  Doe,  522 
Sayward  Building. 


Public  Buildings,  Churches 
and  Schools 

Alberta  Province. 

The  Department  of  Public  Works,  Ot- 
tawa, have  made  provision  in  their  esti- 
mates for  the  erection  of  the  following: 
btiildings : — 

Grand  Prairie,  Immigration  Hall, 
$3,000. 

High  River,  Public  Building,  $20,000. 
Macleod,  Public  Building,  ,$25,000. 
Medicine     Hat,     Immigration  Hall, 
$20,000. 

Red  Deer,  Public  Building,  $34,000. 
Vegreville,  Public  Building,  $25,000. 
Vermillion,  Public  Building.  $20,000. 
Wainwright,  Public  Building,  .$20,000. 

Bracebriidge,  Ont. 

The  School  Board  are  considering 
the  installation  of  lavatories  at  the 
schools.    Estimated  cost,  .$4,000. 
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Cayuga,  Ont. 

The  Board  of  Education  propose  to 
build  a  new  wing  to  the  school.  Brick 
construction.  Secretary,  E.  B.  Davis, 
Cayuga. 

Davidson,  Sask. 

The  erection  of  an  office  building  is 
contemplated  by  D.  S.  Hutcheon. 

Delia,  Alta. 

The  erection  of  a  school  is  contem- 
plated by  the  Trustees  of  School  District 
No.  3261.     Estimated  cost,  $3,000. 

Emerson,  Man. 

The  School  Board  are  considering  the 
erection  of  an  addition  to  the  school. 

Exeter,  Ont. 

Alterations  to  the  Sunday  School 
rooms  of  James  Street  Methodist  Church 
are  being  considered.  Estimated  cost. 
$4,000. 

Fitch  Bay,  Que. 

The  School  Commissioners  are  having 
plans  prepared  for  a  school,  estimated  to 
cost  $3,000.    Secretary  B.  H.  Rider. 

Fort  William,  Ont. 

It  is  intended  to  rebuild  St.  Luke's 
church,  which  was  recently  destroyed  by 
fire.  Pastor,  Rev.  Canon  Burt,  313 
Cameron  Street. 

Joliette,  Que. 

Tenders  on  the  erection  of  a  school 
will  be  called  in  about  one  month.  Stone, 
brick  and  frame  construction.  Approxi- 
mate cost,  $30,000.  Secretary  to  the 
School  Commissioners,  J.  M.  Mondor, 

Masonville,  Ont. 

The  erection  of  an  addition  to  the 
I  school  is  being  considered  by  the  Lon- 
j  don  Township  Council.  Secretary, 
•    ■  Mary  Grant,  110  Dundas  Street,  London. 

New  Dundee,  Ont. 

Work  on  the  erection  of  a  Town  Hall 
will  start  shortly  under  the  supervision 
of  Charles  Beckman.  Frame  construc- 
tion. 

North  Ridge,  Ont. 

Plans   are   being   prepared   by   J.  C. 
Pennington,  La  Belle   Building,  Wind- 
sor, for  a  school  to  be  built  for  the  Pub- 
lic  School  Trustees.       Concrete  block 
I      and  brick  construction,  concrete  founda- 
I      tion,  shingle   roofing.     Estimated  cost, 
I  $5,000. 

Stamford  Township,  Ont. 

Tenders  will  be  received  until  March 
Uth  on  the  erection  of  a  school  for  the 
frustees  of  School  Section  No.  3.  Plans 
,  at  office  of  the  Architect,  J.  U.  Collins, 
|i  49  Benson  Street,  Niagara  Falls.  Red 
brick  construction,  stone  foundation. 
Approximate  cost.  $6,000. 

i     Stanstead,  Que. 

i  Loomis,  Dakin  Ltd.,  St.  Gabriel 
)  Street,  Sherbrooke,  Que.,  general  con- 
i  tractors  for  the  Registry  Office  and 
[      Municipal  Hall  now  in  course  of  erec- 

ition,  will  do  all  work  except  heating, 
-  plumbing  and  electrical  work. 
CONTRACTS  AWARDED 
Berlin.  Ont. 
\        The  contract  for  installation  of  elec- 
j     trie  wiring  and  fixtures  at  the  Post  Office 
I      has  been  awarded  by  the  Department  of 
Public  Works,  Ottawa,  to  A.  Lockhart 
&  Company,  Berlin. 

Hull,  Que. 

The  general  contract  for  the  erection 


of  a  church  on  Chaudiere  Street  for  the 
Parish  of  the  Holy  Redeemer  has  been 
let  to  Noel  &  Monette,  St.  Patrick  Street, 
Ottawa.      Estimated  cost,  $150,000. 

London,  Ont. 

The  contract  for  installation  of  wiring 
and  electric  fixtures  at  the  County 
Buildings  has  been  let  to  the  Benson- 
Wilcox  Electric  Company,  364  Dundas 
Street. 


Business  Buildings  and  Indu  - 
trial  Plants 

Arkona,  Ont. 

H.  Johnson  is  having  plans  prepared 
for  barns  to  cost  about  $3,000.  Work 
will  start  in  the  spring.  Frame  con- 
struction, concrete  foundation,  shingle 
roofing. 

Barrie,  Ont. 

The  Bell  Telephone  Company  propose 
to  build  an  office  building  on  Elizabeth 
Street.    Manager,  A.  G.  Price. 

Bathurst,  N.  B. 

W.  J.  Kent  &  Company,  Ltd.,  intend 
to  rebuild  their  premises  immediately. 
Brick  construction. 

Brampton,  Ont. 

The  Omeka  Farms  have  purchased 
about  300  acres  and  intend  to  build  a 
number  of  cottages,  workships,  chapel 
and  school.  Architect  not  yet  ap- 
pointed. Superintendent,  J.  A.  Mundell, 
Box  38,  Brampton. 

Campbellford,  Ont. 

The  Northumberland  Paper  &  Electric 
Company  are  making  arrangements  for 
the  rebuilding  of  their  plant,  and  work 
may  start  shortly. 

Davidson,  Sask. 

The  erection  of  a  garage  is  contem- 
plated by  E.  R.  Mann  &  Son,  Railway 
Street. 

Chatham  Township,  Ont. 

Gordon  Mayville,  Chatham  Gore,  is 
considering  the  erection  of  barns  to  re- 
place those  recently  destroyed  by  fire. 

Dungannon,  Ont. 

The  erection  of  a  store  and  residence 
is  contemplated  by  Allen  &  McFarlane, 
R.  R.  No.  1  Dungannon.  Estimated  cost, 
$4,000. 

East  Branch,  Ont. 

W.  McKarl,  Wallaceburg,  Ont.,  is  pre- 
paring plans  for  barns  to  be  erected  in 
the  spring.      Estimated  cost,  $3,000. 

Fort  William.  Ont. 

Plans  are  being  prepared  for  a  feed 
mill  to  be  built  on  River  Front  for  the 
Ogilvie  Flour  Mills  Company,  Ltd. 
Architects.  Barnett  &  McQueen,  Chris- 
tina Street.  Reinforced  concrete  con- 
struction, pile  and  concrete  foundation. 
Estimated  cost,  $150,000. 

D.  A.  Gordon,  Luci  Court,  is  preparing 
plans  for  an  elevator  to  be  built  for  Guy 
&  Company,  406  Grain  Exchange  Build- 
ing. Crib  construction,  pile  and  coti- 
crete  foundation.  Elstimated  cost, 
$20,000. 

Kedgwick,  N.  B. 

Work  will  start  shortly  on  the  erec- 
tion of  a  lumber  mill  for  the  Richards 
Manufacturing  Company.  Plans  have 
been  prepared  by  R.   McLean,  builder. 


J-'rame  construction,  fireproof  roofing. 
Estimated  cost,  $4,000. 

Lindsay,  Ont. 

Home  Bros.,  William  Street,  are  hav- 
ing plans  prepared  for  woollen  mills. 
Manager,  Alexander  Home. 

Loretteville,  Que. 

Work  is  about  to  start  on  the  erection 
of  a  sawmill  for  J.  Boule.  Wood,  ce- 
ment and  metal  construction.  Esti- 
mated cost,  10,000. 

Mimico.  Ont. 

The  Grand  Trunk  Railway  Company 
propose  to  build  a  station  and  a  confer- 
ence will  be  held  to  decide  upon  site  and 
other  details.  Clerk  to  the  Village 
Council,  A.  J.  Telfer. 

Moncton,  N.  B. 

Albert  Sincennes,  643  Main  Street,  is 
preparing  plans  for  a  store  building'  to 
be  erected  for  W.  S.  Smith,  Main  Street 
Tenders  will  be  called  early  in  March. 
Approximate  cost,  $8,000. 

Ottawa,  Ont. 

Horwood,  Taylor  &  Horwood,  130 
Sparks  Street,  are  preparing  plans  for  a 
rink  to  be  erected  on  Argyle  Street. 
Work  may  proceed  in  the  near  future. 
Owner's  name  withheld. 

Pelee  Island,  Ont. 

Sketch  plans  of  a  store  and  warehouse 
are  being  prepared  for  Norman  Mac- 
Cormick  by  J.  C.  Pennington,  La  Belle 
Building,  Windsor.  Concrete  and 
brick  construction. 

Peterboro,  Ont. 

Plans  are  in  course  of  preparation  for 
a  store  house  and  elevator  to  be  erected 
on  George  Street  for  the  Campbell  Flour 
Mills,  Company,  Ltd.,  George  Street. 
Concrete  foundation,  galvanized  corru- 
gated iron  construction.  Head  office  of 
Company,  Cawthra  Avenue,  Toronto. 

Quebec,  Que. 

The  Quebec  Central  Railway,  Sher- 
brooke, Que.,  are  building  an  office  and 
freight  shed  by  day  labor  under  the  sup- 
ervision of  J.  A.  Shield,  34  Dalhousie 
Street.  Frame  construction,  metal  and 
asbestos  roofing.  Approximate  cost 
$8,000. 

Saskatchewan  Province. 

Tenders  on  the  erection  of  stations  at 
Admiral,  Scotsguard  and  Meyronne  for 
the  Canadian  Pacific  Railway  will  be  re- 
ceived until  noon,  April  1st,  by  the  Di- 
vision Engineer,  T.  C.  McNabb,  Moose 
Jaw.  Plans,  etc.,  with  the  Division  En- 
gineer and  with  the  following  Resident 
Engineers: — J.  G.  Sullivan,  Winnipeg,  M. 
McKenzie,  Regina,  C.  S.  Moss,  Moose 
Jaw  and  E.  A.  Kelly,  Saskatoon. 

Selkirk,  Ont. 

J.  W.  Holmes  contemplates  the  erec- 
tion of  a  store  at  an  approximate  cost  of 
$5,000. 

Smooth  Rock  Falls,  Ont. 

The  Mattagami  Pulp  &  Paper  Com- 
pany, Ltd.,  are  about  to  start  work  on 
the  construction  of  a  sulphite  mill.  The 
company  also  propose  to  build  a  sawmill 
and  a  model  town  for  their  employees. 
General  Manager,  A.  G.  Mclntyre,  706 
Traders  Bank  Building,  Toronto. 

Sorel,  Que. 

The  City  Council  are  considering  the 
erection  of  a  Fire  Hall.  Particulars 
from  Clerk. 
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Stratford.  Ont. 

T.  G.  Hepburn,  29  Downie  Street,  is 
preparing  plans  for  an  addition  to  the 
premises  of  the  Williams  Trow  Knitting 
Company,  St.  Patrick  and  Erie  Streets. 
Work  includes  the  installation  of  "a 
freight  elevator. 

St.  Jerome,  Que. 

The  St.  Jerome  Manufacturing  Com- 
pany, Ltd..  will  call  for  tenders  in  the 
early  spring  for  the  erection  of  an  addi- 
tion to  their  factory.  Stone,  lirick  or 
cement  block  construction. 

St.  John,  N.  B. 

F.  Xeil  Brodic,  43  i'rincess  Street,  is 
preparing  plans  for  alterations  to  the 
premises  of  J.  M.  Roche,  King  Street. 

Three  Rivers,  Que. 

The  Canada  Iron  Corporation  propose 
to  make  an  addition  to  their  plant. 

Toronto,  Ont. 

Work  is  al)out  to  start  on  alterations 
to  the  theatre  owned  l)y  John  Wollson, 
1184  Queen  Street  \\  .  Seating  capacity 
is  to  be  more  than  doubled. 

Vancouver,  B.  C. 

The  Department  of  I'ublic  Works,  Ot- 
tawa, will  receive  tenders  until  4  p.  m.. 
March  23rd,  for  the  erection  of  a  freight 
shed  on  the  Government  Wharf.  Plans 
and  specifications  at  office  of  the  District 
Engineer,  Victoria,  with  the  Postmaster, 
Vancouver,  and  at  the  Department. 
Specifications  only  at  office  of  MacLeaii 
Daily  Reports,  Ltd.,  25  Charlotte  Street, 
Toronto. 

Wainwright,  Alta. 

Tenders  on  the  erection  of  a  flour  mill 
for  the  Wainwright  Milling  Company 
will  be  called  early  in  April.  Architects, 
C.  E.  Bird  &  Company,  616  Corn  Ex- 
change, Minneapolis.  Approximate  cost, 
.$.'!.-), 000. 

Walkerton,  Ont. 

Frank  Antona  is  considering  the 
erection  of  a  brick  warehouse  and  store. 

Walsingham,  Ont. 

D.  A.  Langfield  is  having  plans  pre- 
pared for  a  barn,  estimated  to  cost 
$3,000.  Timber  construction,  stone  and 
concrete  foundation. 

Weston,  Ont. 

The  recently  incorporated  Weston 
Golf  Club.  Ltd.,  will  build  a  club  house 
in  the  spring  and  make  alterations  to  ex- 
isting buildings.  H.  J.  Church,  Main 
.Street,  is  an  interested  party. 

Windsor,  Ont. 

Walker  &  McPhail,  Tuson  Building, 
are  preparing  plans  for  alterations  to  a 
store  on  Ouellette  Avenue  for  the 
Hcintzman  Piano  Company.  Estimated 
cost,  $3,000. 

J.  C.  Pennington,  La  Belle  Building, 
is  preparing  plans  for  a  warehouse  tf) 
be  built  on  Glengarry  Street  for  Salzen- 
stein  Bros.,  Erie  Apartments,  Erie 
Street.  Concrete  block  construction, 
concrete  foundation,  composition  paper 
roofing.    Estimated  cost,  $3,000. 

Wingham,  Ont. 

VV.  L^epjiard  is  considering  reniodelling 
his  hotel  anrl  the  erection  of  new  stable!*!- 
at  an  apprnxiniale  cost  of  $1,000. 

CONTRACTS  AWARDED 


the  erection  of  a  freight  shed,  etc.,  to  E. 
Xonroy  and  H.  Hickey,  417  Stewart 
Street,  Peterboro. 

Dundas,  Ont. 

Ihe  I'ublic  L'tilities  Commission  have 
let  the  general  contract  for  the  erection 
of  an  otfice  and  store  to  the  Dickson 
I'uilding  Company,  l^td..  King  Street. 

London.  Ont. 

The  contract  for  plumbing  required  in 
connection  with  the  car  barns  which 
have  been  built  for  the  I^ondon,  Port 
."Stanley  Railway  Board  has  been  let  to 
Noble  &  Rich,  237  Queen's  Avenue,  at 
$4,19.5. 

Montreal,  Que. 

Ihe  sub-contract  for  reinforcing  steel 
required  in  connection  with  the  erection 
of  a  grand  stand  at  the  Blue  Bonnets 
Race  i'rack  has  been  awarded  to  VV.  H. 
Wardwell,  413  New  Birks  Building. 

The  general  contract  for  repairs  to 
the  Hotel  Prince  for  J.  Pullam,  858  Tup- 
per  Street,  has  been  let  to  M.  B.  Shaw, 
151  Metcalfe  Street. 

In  connection  with  the  store  and  re- 
sidences which  have  been  erected  for  E. 
Gagnon,  525  Dandurand  Street,  the 
brick  work  contractor  is  J.  Perron,  393 
h'lrst  Avenue,  Rosemount,  and  the  elec- 
trical work  has  been  let  to  Lafreniere  & 
Bissonnett,  377  ^'iftii  Avenue,  I^!ose- 
mount. 

Work  has  been  started  on  the  erection 
of  five  stores  and  residences  on  Mount 
Ivoyal  Avenue.  The  general  and  mas- 
onry contracts  have  been  let  to  William 
Boivin,  317  Fourth  Avenue,  Ivosemount, 
and  the  brick  work  to  Primiano  Lopa, 
c|o  the  general  contractor.  Tenders  on 
smaller  trades  are  now  being  received 
by  the  general  contractor.  Owner's 
name  withheld. 

Rock  Island,  Que. 

The  .general  contract  for  the  erection 
a  factory  and  store  for  G.  &.  G.  Ltd., 
Stanstead,  has  been  let  to  Loomis,  Dakin 
Ltd.,  St.  Gabriel  Street,  Sherbrooke,  and 
work  has  been  started.  Estimated  cost, 
$15,000.  This  work  has  been  previously 
reported  as  being  at  Stanstead. 

Stratford,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  factory  of  the  Avon 
Hosiery  Company,  Erie  Street,  has  been 
let  to  Kalbfleisch  Planing  Mill  Company, 
100  Milton  Street,  the  brick  work  to  F". 
Marson,  c|o  the  general  contractors,  and 
the  plastering  to  W.  Soeder,  210  Huron 
Street.      Estimated  cost,  $12,000. 

The  general  contract  for  alterations 
and  additions  to  the  Sunday  School  of 
St.  Andrew's  Church  has  been  let  to  R. 
L.  Oman,  24  Earl  Street.  Work  in- 
cludes the  erection  of  a  gallery. 

Toronto,  Ont. 

Work  has  been  startt'd  nn  the  creclion 
of  an  addition  to  the  engine  room  of  the 
Harris  Abattoir  Company,  Ltd.,  Union 
Stock  Yards.  The  contract  has  been  let 
to  Wells  &  (iray.  Confederation  Life 
Building.  Brick  construction.  Esti- 
mated cost,  $7,000. 

The  general  contract  for  alterations 
and  additions  to  a  factory  on  .Strachan 
Avenue  for  tlie  W.  K.  Kellogg  Cereal 
Company,  I'atlle  Creek,  Mich.,  has  Ix'eii 
awarded  to  J.  Uees,  705  Manning  Avenue. 


Belleville,  Ont. 

The  l)ei)ar1iiicnt  of  I'ublic  Works,  Ot- 
tawa, ha\c  let  tlie  general  coiitrac(  lor 


Whitebread,  Ont. 

X.  \'oung  and  'I".  Kill)ri(le.  Wallace- 
burg,  ()nl..  ha\c  U't  coiitracls  lor  sicil 


barns  to  H.  A.  MacDonald,  Wiiitebread. 
Steel  frame  construction. 

Windsor,  Ont. 

The  Windsor  &  North  Essex  Agricul- 
tural Society  have  let  the  following  con- 
tracts for  the  erection  of  an  addition  to 
the  agricultural  building  at  the  Race 
Track: — masonry,  R.  Wescott,  55  Oak 
Street;  carpentry,  W.  Dupuis,  147  Dou- 
gal  Street;  ro.ofing  and  plumbing,  Pen- 
nin.gton  &  Brian,  Sandwich  Street  E. ; 
painting,  l^ossing  &  Harris,  10!)  Church 
Street. 


Residences 

Aldershot,  Ont. 

Tenders  will  Ije  called  shortly  for  tlu- 
erection  of  a  residence  for  F".  W.  Easter- 
lirook.  Architect,  J.  A.  Amies,  68  l'"e(l- 
eral  Life  Buildin.g,  Hamilton.  Pressed 
lirick  construction,  tile  foundation, 
sliingle  roofing.      Estimated  cost,  $5,000. 

Ameliasburg  Township,  Ont. 

W.  W.  .\nderson,  Rossmore,  Ont.,  pro- 
poses to  reljuild  his  residence  this  sea- 
son.     Estimated  cost,  $4,000. 

Atwood,  Ont. 

(ieorge  Gorch)n,  Main  Street,  is  hav- 
ing plans  prepared  for  improvements  to 
ris  residence.  Work  will  include  ven- 
eering with  white  brick. 

Exeter.  Ont. 

Mrs.  T.  Brock  is  considering  the  erec- 
tion of  a  residence,  estimated  to  cost 
$3,000.      White  brick  construction. 

The  erection  of  a  residence  is  con- 
templated l)y,H.  Jones  &  Son.  Brick 
construction.     Estimated  cost,  $3,000. 

Fred  Brock  is  considering  the  erection 
of  a  residetice.  Brick  construction.  Es- 
timated cost.  $3,000. 

Cliarles  IS.  Snell  contemplates  the 
erection  of  a  residence  at  an  approxi- 
mate cost  of  $.'!,000.  lirick  and  concrete 
ci  instruction. 

London,  Ont. 

(ieorge  Mills,  527  Dundas  Ctreet,  pro- 
poses to  build  a  residence  in  tlie  spriii.y'. 
Estimated  cost,  $3,000. 

.\lbert  Vincent,  c|o  R.  C.  Struthers  & 
Company,  is  considering  the  erection  of 
one  or  two  residences  in  the  spring,  and 
will  prepare  plans.  Estimated  cost, 
$3,000  each. 

hrank  Moore,  25  Kensin.gton  Street, 
contemi)Iates  the  erection  of  two  residen- 
ces, estimated  to  cost  $5,000.  Plans  will 
be  prepared. 

Meaford,  Ont. 

The  erection  of  a  residence  is  con- 
templated by  William  McCutcheon. 
Garryowen,  Meaford.  Owner  will  pre- 
pare plans. 

Montreal,  Que. 

Henri  Demers,  1379  De  I^a  Roche 
.Street,  has  commenced  the  erection  of 
four  Hats,  estimated  to  cost  $5,000,  and 
is  receiving  tenders  on  roolln.g,  heating, 
plumbing  and  electrical  work.  ISrick 
construction,  stone  foundation,  fell  ami 
.L;ra\el  roofing. 

I'".  I'eiiin.  129  Marlowe  Street,  is  re- 
ceivin.g  tenders-  on  rooling,  heating, 
plumbing  and  electrical  work  required  in 
connection  with  the  Hals  which  he  is 
building.  lirick  construction,  concrete 
f(nmdation,  felt  and  .gravel  roolin.g.  /Xp- 
proxiniale  cost,  $4,000. 
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Orford  Plains.  Ont. 

John  -B.  McDonald,  Orford  Plains, 
Rodney,  Ont.,  proposes  to  remodel  his 
residence.  Work  will  include  veneer- 
ing". 

Ottawa,  Ont. 

Work  is  about  to  start  on  alterations 
to  apartments  on  Laurier  Avenue  W.  for 
Donald  Fraser,  82  O'Conner  Street. 
Most  of  work  will  be  done  by  owner. 
Estimated  cost,  $3,000. 

The  Oakland  Land  Company,  1111 
Bank  Street,  are  considering  the  erec- 
tion of  a  number  of  residences  at  an 
average  cost  of  $4,300.  Brick  veneer 
construction,  stone  foundation,  shingle 
roofing.      Plans  will  be  prepared. 

Outlook,  Sask. 

I.  .\.  Fraser  intends  to  build  a  resid- 
ence this  summer.  Estimated  cost. 
$.-),ono. 

Quebec,  Que. 

.\.  Z.  Lefebvro.  101)  Marie  Louise 
Street,  has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $5,000.  Brick 
and  frame  construction,  stone  foundation, 
metal  and  asbestos  roofing. 

St.  Jerome,  Que. 

.\.  Yaillancourt,  Labelle  Street,  will 
call  for  tenders  early  in  the  spring  for  the 
erection  of  a  residence.  Brick  and 
frame  construction. 

St.  John,  N.  B. 

A  bill  will  be  presented  at  the  next 
sitting  of  the  Provincial  Legislature  to 
authorize  the  City  to  build  homes  for 
working  men.     Clerk.  H.  E.  Wardroper. 

Sutherland,  Sask. 

Tenders  will  be  received  until  i  p.  m., 
March  33rd,  by  R.  C.  Desrochers,  De- 
partment of  Public  Works,  Ottawa,  for 
the  erection  of  a  boarding-  house  at  the 
Forest  Nursery  Station.  Plans  and 
specifications  at  offices  of  W.  T.  Mollard, 
Clerk  of  Works,  Regina,  the  Superin- 
tendent. Forest  Nursery  Station,  Suther- 
land, with  the  Postmaster,  Brandon,  and 
at  the  Department.  Specifications  only 
at  office  of  MacLean  Daily  Reports,  Ltd., 
2.")  Charlotte  Street,  Toronto. 

Toronto,  Ont. 

Tenders  on  wiring  and  lathing  re- 
quired in  connection  with  the  residence 
which  has  been  erected  at  1238  Kings- 
wood  Road  are  being  received  by  G.  H. 
Wallace,  336  Kingswood  Road. 

Tenders  are  being  received  by  W.  B. 
Galbraith,  22  St.  Leonards  Avenue,  for 
the  erection  of  a  residence  at  Lawrence 
Park.  Hollow  tile  and  brick  construc- 
tion.   Estimated  cost,  $7,500. 

Warwick  Township,  Ont. 

Malcolm  Perry,  R.  R.  No.  2,  Watford, 
Ont.,  contemplates  the  erection  of  a  re- 
sidence. 

We.sley  McKay.  R.  R.  No.  2,  Watford. 
Ont.,  is  considering  the  erection  of  a  re- 
sidence, 

Windsor.  Ont. 

Peter  Octerhout,  23  Pitt  Street  E.,  is 
preparing  plans  for  a  number  of  bunga- 
lows to  be  built  on  Pierre  and  Lincoln 
Streets.  Frame  construction,  concrete 
Inundation,  shingle  roofing.  Estimated 
cost,  $3,000. 

CONTRACTS  AWARDED 

Montreal,  Que. 

W.  L.  Ployart,  1S1   Harvard  .\vcnue. 


has  let  tiie  general  contract  for  the  erec- 
tion of  a  residence  on  Grosvenor  Avenue 
to  Anglin's  Ltd.,  05  Victoria  Street. 
Work  will  start  in  the  spring.  Brick 
construction,  concrete  foundation,  felt 
and  gravel  roofing. 

Ottawa,  Ont. 

In  connection  with  the  residence  in 
course  of  erection  for  William  Eastman, 
24  Ossington  Avenue,  the  contract  for 
plumbing  has  been  let  to  Gervin  &  Lil- 
lico,  1095  Bank  Street,  and  the  electrical 
work  to  the  Dominion  Electric  Com- 
l^any,  477  Sparks  Street. 

The  general  contract  for  the  erection 
of  a  cottage  on  Williard  Street  for  Mc- 
Leod  McAllister,  23  Glen  Avenue,  has 
been  awarded  to  J.  E.  Cooper,  514  Mc- 
Leod  Street.  Brick  veneer  construction, 
concrete  foundation,  shingle  roofing. 
Estimated  cost,  $3,000.  > 

Walkerville,  Ont. 

In  connection  with  the  bungalow  to  be 
built  on  Lincfdn  i'ioad  l)y  tiie  Burns  & 
Walker  Construction  Cr)mpany,  Tuson 
I'uilding,  Windsor,  the  plumbing  has 
lieen  awarded  to  Roy  Hicks.  150  Wyan- 
dotte Street  E.,  Windsor. 

Power  Plants,  Electricity  and 
Telephones 

Chesley,  Ont. 

Krug  Bros.  Company,  Ltd.,  are  in  the 
market  for  electric  motors,  500  volt, 
d.  c,  5  to  10  h.  p. 

Dungannon,  Ont. 

The  Goderich  Rural  Telephone  Com- 
pany, Ltd.,  propose  to  make  extensions 
to  their  sj'stem  this  year. 

Emerson,  Man. 

The  Town  Council  are  considering  the 
installation  of  an  electric  lighting  plant. 
Clerk.  W.  W.  Unsworth. 

Marieville,  Que. 

The  Town  Council  are  considering  the 
installation  of  an  alarm  system  at  an  ap- 
proximate cost  of  $2,000.  Clerk,  J.  F. 
Ostiguy. 

Pelee  Island.  Ont. 

Albert  Muir,  c|o  Pelee  Island  Tele- 
phone Company,  has  been  appointed  to 
look  after  extensions  and  other  improve- 
ments to  the  Company's  system. 

Saskatchewan  Province. 

The  Beadle  Rural  Telephone  Company 
have  been  empowered  to  borrow  $4,300 
for  the  construction  of  their  system. 
Chairman  of  the  Local  Government 
Board,  A.  J.  McPherson. 

Whitby,  Ont. 

The  Town  Council  have  instructed  the 
Property  Committee  to  report  on  the 
installation  of  a  new  fire  alarm  system. 
Clerk.  Joseph  White. 


Fires 

Beauport,  Que. 

The  Parish  Church  has  been  destroyed 
by  fire.  Loss,  $3,000,  partially  covered 
by  insurance.      Curate,  L,  A.  Deziel. 

Bowden,  Alta. 

The  business  block  owned  by  C.  A. 
Johnston  has  been  destroyed  by  fire. 
Loss,  $30,000,  partially  covered  by  in- 
sttrance. 

Fort  William,  Ont. 

.St.    Luke's   Presbyterian    Cliurch  has 


l)een  damaged  b\'  lirt^  and  tiie  organ  en- 
lirely  destroyed.      Total  loss,  .$.5,000. 

Moncton,  N.  B. 

'J^lie  plant  of  the  Kecord  Foundry  & 
Machine  Company  has  been  damaged  by 
fire  to  the  extent  of  about  $100,000.  Los.s 
is  covered  hy  insurance. 

Sherbrooke,  Que. 

I'"ire  has  damaged  the  interior  of  the 
Queen's  Hotel  to  the  extent  of  about 
$4,000.  Owner,  D.  McManamy,  0  Gor- 
don Street. 

Sydney  Mines,  N.  S. 

The  residence  of  Jolm  Barrington, 
Street,  has  been  destroyed  by  iire. 

Toronto.  Ont. 

I'ire  lias  damaged  the  warehouse  of 
ihe  William  Rennie  Company,  Ltd.,  130 
■  Vdelaide  Street  E.,  to  the  extent  ol 
about  $7,000.      Loss  is  fully  insured. 

The  building  owned  by  James  Carnell. 
1932  Dundas  Street,  has  been  damaged 
by  lire.      Loss.  $2,100. 


Miscellaneous 

Brantford.  Ont. 

The  Chairman  of  the  Board  of  Works 
will  receive  tenders  until  noon,  March 
l.Sth,  on  the  supply  of  road  oil  during  the 
year.  Estimated  quantity,  130,000  gal- 
lons. Specifications  at  ofiicc  of  the  En- 
gineer, T.  FI.  Jones. 

London.  Ont. 

The  Fire  Cliief  has  recommended  to 
the  City  Council  that  an  auto  tractor 
and  combination  waggon  be  purchased, 
as  well  as  1,000  feet  of  2^',  inch  fire 
hose.     Clerk,  S.  Baker. 

Merlin,  Ont. 

The  Town  Council  are  considering  the 
purchase  of  fire  fighting  equipment. 
I'articulars  from  Dr.  Bell. 

Moose  Jaw,  Sask. 

Tenders  on  the  excavation  of  a  re- 
servoir abovi-  the  dam  for  the  Canadian 
Pacific  Railway  Company  will  be  re- 
ceived until  noon,  April  1st,  by  the  Divi- 
sion Engineer,  T.  C.  MacNabb,  Moose 
Jaw.  Plans,  etc.,  with  the  Division  En- 
gineer, with  J.  G,  Sullivan.  Chief  En- 
gineer, W^innipeg,  M.  McKenzie,  Resid- 
ent Engineer,  Regina.  C.  S.  Moss,  Re- 
sident Engineer,  Moose  Jaw,  and  with 
E.  A.  Kelly,  Resident  Engineer,  Saska- 
toon. 

New  Glasgow,  N.  S. 

The  Department  of  Public  Works,  Ot- 
tawa, have  extended  the  time  for  re- 
ceiving tenders  on  the  construction  of 
lock  gates  for  the  East  River  Lock  until 
March  13th. 

Peace  River,  Alta. 

The  Town  Council  have  secured  a  loan 
for  the  purchase  of  fire  fighting  equip- 
ment.     Secretary  A.  E.  Carlisle. 

Saanich,  B.  C. 

I'ire  Chief  Davis  will  recommend  the 
estal)lishment  of  three  or  four  fire  "sta- 
tions equipped  with  reels,  short  ladders 
and  hose.  Municipal  Clerk,  Hector  S. 
Cooper,  Municipal  Hall. 

Walkerville,  Ont. 

The  Canadian  Hoskins  Ltd.,  Sandwich 
Street,  are  considering  the  purchase  of 
machinery  for  the  manufacture  of  wire 
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goods.  Estimated  expenditure,  $10,000. 
Manager,  R.  H.  Cunningham. 

CONTRACTS  AWARDED 

Cornwall,  Ont. 

The  Town  Council  have  let  a  contract 
for  the  supply  of  a  boiler  and  pump  to 
John  Inghs  Company,  Ltd.,  14  Strachan 
Avenue,  Toronto,  at  .1!2,S00. 

Montreal,  Que. 

The  Harbor  Commissioners,  Common 
Street,  have  awarded  the  contract  for  the 
supply  of  Douglas  Fir  to  Mason,  Gordon 
&  Company,  80  St.  Francois  Xavier 
Street. 

The  Harbor  Commissioners  have  let 
the  contract  for  the  supply  of  elm  and 
maple  timber  and  hemlock  railway  ties 
to  W.  H.  Kelly,  Buckingham. 

The  City  Council  have  let  the  con- 
tract for  the  supply  of  15,000  tons  of  sand 
to  J.  Aybram,  Ste.  Emelie  de  Joliette, 
Que.,  and  for  200  tons  to  the  Touzin 
Sand  Company,  Ltd.,  70  Common  Street, 
Montreal. 

Tilbury,  Ont. 

The  Union  Natural  Gas  Company, 
Sarnia,  Ont.,  have  let  the  contract  for 
supply  of  gas  pipe  to  the  National  Sup- 
ply Company,  Queen  Street  E.,  Tilbury. 
Approximate  cost,  $300,000. 


Late  News  Items 

Campbellton,  N.  B. 

The  Town  Council  are  considering  the 
expenditure  of  $25,000  on  the  erection  of 
a  Town  Hall,  and  of  $5,000  on  a  stree: 
lighting  system.     Clerk,  J.  T.  Reid. 

Dundee  Township,  Que. 

Tenders  on  the  construction  of  six 
small  concrete  bridges  will  be  received 
until  10  a.  m.,  March  6th,  by  the  Secre- 
tary to  the  Township  Council,-  T.  W. 
Eraser,  Dundee.  Flans  and  specifica- 
tions with  the  Secretary. 

Flos  Township,  Ont. 

Tenders  on  the  erection  of  a  school 
for  the  Trustees  of  School  Section  No. 
5,  Flos  Township,  will  be  called  very 
shortly.  Architect,  J.  Wilson,  CoUing- 
wood,  Ont.  Brick  construction,  asbestos 
roofing.    Estimated  cost,  $31,000. 

Fort  William,  Ont. 

Fire  has  destroyed  the  store  and  other 
premises  owned  by  J.  Weisner,  133  Og- 
den  Street.  Loss,  about  $8,000.  Owner 
will  probably  rebuild. 

Halifax,  N.  S. 

The  School  Board,  SackviUe  Street, 
will  probably  call  for  tenders  shortly  on 
the  erection  of  a  school.  Architect,  H. 
E.  Gates,  Queen  Builduig. 

The  City  Council  have  let  the  follow- 
ing contracts  for  the  erection  of  a  re- 
sidence on  Grafton  Street: — general  con- 
tract, Falconer  &  MacDonaid,  St.  Paul 
Building;  painting,  David  Roche,  35 
Blowers  Street;  heating,  Longard  Bros., 
313  Hollis  Street;  plumbing,  M.  Day,  T3 
Cornwallis  Street;  electrical  work.  J. 
Starr,  So.n  &  Company,  (iranville  Street. 
Appr6ximate  cost,  $4,500. 

Lachute,  Que. 

Tlie  Town  Council  liave  awarded  the 
contract  for  the  construction  of  a  bridge 
over  the  North  River  to  Lafleur  & 
Rerniquer.  Steel  construction.  Esti- 
mated cost,  $10,750. 


-Quebec,  Que. 

La  Banque  Nationale,  75  St.  Peter 
Street,  have  let  the  contract  for  the  erec- 
tion on  St.  Foye  Road  to  C.  E.  Moriss- 
ette  Ltd.,  308  Latourelle  Street.  Esti- 
mated cost,  $6,000.    Brick  construction. 

West  Wawanosh  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  the  Trustees  of  School 
Section  No.  4  has  been  awarded  to  J. 
W.  Henderson,  Lucknow,  Ont.  Seat- 
ing, slate  blackboards,  hot  air  heating 
system  and  other  equipment  will  be  pur- 
chased by  the  Secretary.  William  Mc- 
Quillan, R.  R.  No.  4,  St.  Helens  P.  O. 

Weston,  Ont. 

A.  J.  Barker  will  shortly  start  work  on 
the  erection  of  a  garage  on  Main  Street. 
Estimated  cost,  $10,000. 

Winnipeg,  Man. 

Work  is  expected  to  start  immediately 
on  the  erection  of  the  first  unit  of  the 
proposed  store  for  the  T.  Eaton  Com- 
pany, head  ofitice,  Yonge  Street,  Toronto. 
The  structure  will  be  erected  in  four 
units;  the  last  of  which  will  be  a  new 
building  on  the  site  of  the  present  store. 
Approximate  cost  of  first  unit,  $300,000. 
Fireproof  construction,  stone  facings. 
Chief  Engineer,  George  W.  Thomson, 
c|o  the  Company. 


Wood-Block  Flooring  Said  to  Have 
Proved  Its  Worth 

It  is  only  a  few  years  that  creosoted 
wood  blocks  have  been  used  for  the 
flooring  of  factories,  warehouses  and 
other  buildings.  Yet  they  have  already 
proved  their  worth,  judging  from  infor- 
mation presented  at  the  wood  preservers' 
convention  in  Chicago  by  C.  H.  Teesdale 
of  the  U.  S.  Forest  Products  Laboratory. 
Mr.  Teesdale  has  summed  up  and  tabul- 
ated the  answers  to  questions  submitted 
to  a  large  number  of  users  of  wood- 
block flooring,  as  well  as  the  manufac- 
turers of  the  creosoted  blocks.  His 
summarizing  of  the  data  received  is  as 
follows: 

The  results  of  this  investigation  indi- 
cate that  treated  wood  block  makes  a  de- 
sirable type  of  flooring  for  many  pur- 
poses, and  it  is  likely  that  its  use  for  in- 
terior work  will  increase.  Since  its 
large  use  for  these  purposes  is  just  be- 
ginning, one  might  expect  that  unforseen 
trouble  would  develop.  The  records  of 
160  floors  indicate,  however,  that  serious 
trouble  has  developed  in  a  very  low  per- 
centage of  cases. 

Most  of  the  trouble  has  come  from 
shrinkage  or  expansion- of  the  blocks.  To 
prevent  these  troubles  it  is  necessary  to 
study  each  case  where  blocks  are  to  be 
laid,  and  to  treat  the  blocks  according!}'. 
For  dry  situations  the  blocks  sliould  be 
well  seasoned  before  treatment  and  laid 
in  the  floor  while  thorou.ghly  dry.  In 
wet  or  alternately  wet  and  dry  situations 
dry  blocks  would  .give  expansion  trouble, 
hence  the  timber  should  be  .green  or  only 
semi-air-dry  when  laid.  Even  dry  in- 
teriors are  liable  to  be  accidentally  sul)- 
jected  to  water,  however;  hence  it  would 
seem  desirable  as  a  rule  to  use  bilum- 
inous  fillers  instead  of  sand  filler. 

Sand  cushions  were  probably  a  source 
of  trouble  in  several  cases.  If  there  is 
any  vibration,  or  if  the  sand  is  at  all 
liable  to  shift,  a  bituminous  or  cement 
grout  cushion  is  to  be  preferred.  Sand 
cushions  are  also  liable  to  cause  uneven 


floors  if  the  blocks  shrink,  and  it  seems 
likely  that  many  cases  of  shrinking 
would  not  give  serious  trouble  where 
bituminous  filler  and  bituminous  or  ce- 
ment grout  cushions  are  used. 

Bleeding  caused  very  little  trouble.  In 
dry  and  very  warm  situations,  where  it  is 
most  likely  to  occur,  it  would  be  desir- 
able to  consider  carefully  the  method  of 
treating  and  handling  the  blocks  in  order 
to  avoid  objectionable  bleeding. 

In  a  few  cases  it  seems  likely  that 
good  block  should  not  be  used.  For 
example,  it  should  not  be  used  where  but- 
ter or  tobacco  products  are  stored.  In 
some  foundries,  where  hot  castings  are 
thrown  upon  the  floor,  the  blocks  have 
burned  through  to  the  foundation.  Wood 
blocks  may  be  objectionable  where  the 
soiling  or  staining  of  certain  classes  of 
merchandise  would  lower  the  value,  and 
int  one  case  where  used  in  a  tennis  court 
wood  blocks  were  a  failure  and  had  to 
be  removed. 

Wood  block  has  been  found  to  be  very 
satisfactory  in  many  cases  where  heavy 
castings  are  thrown  about  or  where 
heavy  trucks  are  moved,  and  it  is  liked 
by  workmen  because  it  is  warm  and  easy 
on  their  feet. 

The  replies  from  the  users  of  wood- 
block flooring  indicate  quite  strongly 
that  when  new  wood-block  floors  are  to 
be  laid  a  careful  investigation  of  all  the 
conditions  existing  or  likely  to  develop 
should  be  made  by  the  manufacturer. 
The  method  of  treatment  and  construc- 
tion of  the  floor  should  then  be  adapted 
to  the  special  conditions  found.  If  this 
is  not  done  many  cases  of  dissatisfaction 
are  very  liable  to  develop. 


Deflector  Gives  Direct-Reading  of 
Building  Settlements 

A  direct  reading  deflectometer  was 
used  in  determining  the  cause  of  the 
usual  initial  settlement  in  buildings  be- 
ing underpinned  along  the  New  York 
subways.  This  deflectometer  was  never 
used  in  this  country  before  according  to 
Maurice  Deutsch,  consulting  engineer. 
New  York  City,  who  used  it  to  make 
some  original  tests  of  piles  on  this  work 
in  September  last  year.  In  consists  of 
a  steel  tape  about  ^  in.  wide  attached  to 
the  pile  being  tested  and  run  vertically 
up  and  along  a  small  wheel  at  the  end 
of  a  horizontal  shaft.  At  the  other  end 
of  this  shaft  an  index  needle  is  set  and 
revolves  around  a  calibrated  dial  marked 
in  millimeters,  thus  giving  very  exact 
indications  of  pile  movement. 


Light-Soil  Roads  Not  Suitable  for 
Traffic  Unless  Surfaced 

When  highway  traffic  exceeds  2,000 
tons  p?r  year  on  roads  constructed  of 
light  soil  it  is  time  to  adopt  some  form 
of  hard  surfacing,  according  to  a  state- 
ment by  A.  P.  Anderson,  highway  en- 
gineer, in  the  Reclamation  Record. 
Dragging  many  of  these  roads  has  not 
the  cumulative  effects,  such  as  obtain  on 
clay  roads,  as  the  only  binding  power  is 
the  capillary  moisture  lost  when  the  road 
.gets  dry.  The  maintenance  must  be  j 
directed  toward  retaining  the  moisture 
by  incorporating  with  the  surface  soil 
some  natural  binder,  such  as  clay  or  | 
adobe,  or  adding  some  temporary  fib- 
rous binder,  such  as  straw  or  sage  brush. 
In  irrigated  districts  flooding  is  worth 
considering,  one  side  at  a  time,  or,  where  i 
the  rate  of  lateral  percolation  is  rapid, 
flooding  the  side  ditches. 
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BOTH 

Scientific  and  Practical  Tests  Have  Proved 

the  Superiority  of 

BITULITHIC 

laid  over  new  concrete  foundation,  surfacing  old  maca- 
dam and  surfacing  existing  worn  out  pavement  surfaces. 

"HOW  A  GOOD  THING  GROWS" 

STATEMENT  OF  YARDAGE  OF  BITULITHIC  CONSTRUCTED  BY  THIS  COMPANY  TO  DEC.  31st,  1915 


A  REPUTATION 
BEHIND  IT 

A  FUTURE 
AHEAD  OF  IT 


City  Sq.  Yds. 

Amherst.   N.S   14.119 

Berlin.  Ont   48,148 

Brantford.    Ont   50,412 

Chatham,  Ont   70,973 

Fort  William    7.514 

Gait,  Ont   3.780 

Glace  Bay.  N.S   32,357 

Halifax,  N.S   29,341 

London,  Ont   37,746 

New  Glasgow,  N.S   10,893 

Ottawa,  Ont   21,807 

Oshawa,  Ont   15,499 

Peterborough,  Ont   2,495 

Port  Arthur,  Ont   30,345 

St.  Catharines.  Ont   94,223 

St.  John.   N.B   10,404 

Sudbury,  Ont   41,340 

Thorold,  Ont   6,233 

Toronto.  Ont   680,779 

Walkerville.  Ont   9,518 

Wallaceburg.  Ont   '  12,647 

Waterloo,  Ont   32,292 

Westmount,  P.  Q   3,088 

Totals    1,265,953 


OVER  3^/^ 

MILLION  SQ.  YDS. 

"MADE  AND  LAID 
IN  CANADA" 


As  to  the  work  yoii  arc  planning  this  spring — Bilulithic  is  worthy  of  your  careful  consideration — why  specify 
inferior  constructions? 

It  is  cheaper  to  have  a  good  substantial  bituminous  surface  in  the  beginning  than  to  have  a  cheap  inferior 
construction  which  has  to  be  repaired  within  a  year  or  two  after  it  is  laid.    Many  cities  have  found  this  out. 

BITULITHIC  has  been  adopted  by  over  340  cities  throughout  Canada  and  the  United  States  as  a  standard 
pavement  for  their  streets. 

WHY  NOT  BUILD  FOR  ALL  THE  TIME  WHEN  IT  COSTS  BUT  LITTLE  MORE  ? 

BITULITHIC 

It's  the  pavement  you  are  looking  for 

BITULITHIC  ONCE  -  BITULITHIC  ALWAYS 

Specify  Bitulithic 


The 


Warren  Bituminous  Paving  Company  of  Ontario^  Limited 

19  Melinda  Street,  TORONTO,  Ontario 


Tenders  Wanted 


Ttiiders  are  invited  for  tin  imtimi  of  a  Ijritk 
X'eneer  School  House  on  tlu  Tuwn  l,iiic  of  Moore 
and  Sombra,  I-anibton  County.  I'lan;.  and  speci- 
fications can  be  seen  at  the  liouse  of  K.  K.  John- 
son, Secretary-treasiner,  or  C.  O'Connors,  Chair- 
man of  the  Scliool  Board,  I'ickford.  Tenders  to 
be  oi)ened   Jlarch  2nth,   lOKi.  Sl-ll 


TENDERS 


TOWN  OF  DRUMMONDVILLE, 

PROVINCE  OF  QUEBEC 


Sealed  tenders,  addressed  to  Mr.  Walter  A. 
Moisan,  Town  Clerk  of  the  Town  of  Drummond- 
ville,  P.O.,  will  be  received  nntil  7  o'clock  p.m., 
the  15th~of  March,  1916,  for  the  supply  of  ma- 
terials and  the  construction  of  a  "Pumping  Sta- 
tion and  Mechanical  (jravity  Filters." 

Those  interested  can  hnd  specihcations  and 
jdans  covering  said  works  at  the  office  of  the 
Town  Clerk,  of  the  said  town  of  Drummondville, 
and  also  at  the  office  of  M.  M.  Ouimet  &  Lesage, 
7G  St.  Gabriel  Street,  Montreal,  P.Q. 

The  town  of  Drummondville  does  not  bind  it- 
self to  accept  the  lowest  nor  any  of  the  other 
tenders. 

Drummondville,  Que.,  Feb.  21st,  1916. 

W.  A.  MOISAN, 
9.9  Town  Clerk. 


Department  of  Railways  and  Canals,  Canada 


Dartmouth  Branch  Line 
BUILDINGS 


Notice  to  Contractors 


Sealed  tenders  addressed  to  the  undersigned  and 
marked  "Tender  for  Buildings  on  the  Darmouth 
I'ranch  Line,"  will  be  received  at  tliis  office  un- 
til 12  o'clock  noon  on  Wednesday,  March  15th, 
1916. 

Plans,  specifications  and  form  of  contract  to 
be  entered  into  can  be  seen  on  or  after  this  date 
at  the  office  of  the  Chief  Engineer  of  the  Depart- 
ment of  Railways  and  Canals,  Ottawa,  at  the 
office  of  the  Chief  Engineer,  Canadian  Govern- 
ment Railways,  Moncton,  N.B.,  and  at  the  office 
of  the  Engineer  in  Charge,  Dartmouth,  N.S. 

An  accepted  bank  che<iue  on  a  chartered  bank 
of  Canada  for  an  amouni  equal  to  ten  per  cent, 
of  the  total  sum  tendered  made  payable  to  the 
order  of  the  Minister  of  Railways  and  Canals, 
nTust  accompany  each  tender,  wdiich  sum  will  be 
forfeited  if  the  party  tendering  declines  entering 
into  contract  for  the  work,  at  the  rates  stated 
in  the  offer  submitted. 

Tlie  cheque  thus  sent  in  will  he  returned  to 
the  respective  contractors  whose  tenders  are  not 
accepted. 

The  cheque  of  the  successful  tenderer  will  be 
held  as  security,  or  part  security,  for  the  due 
fulfilment  of  the  contract  to  be  entered  into. 

The 'lowest  or  any  tender  not  necessarily  ac- 
cepted. 

By  order, 

J.  W.  PUGS  LEY, 

Secretary. 

Department  of  Railways  and  Canals. 

Newspapers  inserting  this  advertisement  with- 
out authority  from  the  Department  will  not  be 
paid  for  it.— !)2!).S2.  S-9 


Tenders  for  Paving 


l'a\ing  tenders  are  called  fur,  to  l.)e  in  by 
March  10,  1916,  for  Reinforced  Concrete  Pave- 
ment, for  3. 869  square  yards  on  Russell  Street ; 
3,91;^  square  yards  on  Mill  -Street;  8,314  square 
yards  on  Talbot  Street ;  together  with  the  neces- 
sary excavation,  curbs,  etc.  Plans  and  specifica- 
tions at  the  office  of  J.  T.  Newman,  C.  E.,  Wind- 
sor, Out.,  and  at  the  office  of  the  Town  Clerk. 
Address  tenders  to  the  undersigned. 

R.  M.  SELKIRK,  Town  Clerk. 
Dated,   Leamington,   Fel).  17,  1916.  8 


.\otice  is  hereby  given  that  tlie  time  for  the 
reception  of  tenders  for  Lock  Gates  and  their 
equipment,  at  East  River  Lock,  1\.S.,  near  New 
Glasgow,  is  extended  to  Monday,  March  13,  1916. 

By  order, 

R.  C.  DESROCIIERS, 

Secretary. 

Department  of  Public  Works, 

9-'.)  Ottawa,  Feb.  24,  1916.— 93423. 


CITY  OF  BRANTFORD 

Tenders  for  Road  Oil 
and  Sewer  Pipe 

.Sealed  tenders,  addressed  to  Aid.  Geo.  A.  Ward, 
Chairman  of  the  Board  of  Works,  in  care  of  the 
City  Clerk,  Brantford,  Ont.,  will  be  received  till 
12  o'clock  noon  on  Monday,  March  13th,  1916, 
for  the  supply  of  Ruad  Oil  and  .Sewer  Pipe  re- 
quired Ijy  the  City  of   lirantfnrd  during  1916. 

.'^])erilications  may  be  seen  and  forms  of  tender 
uiitaincil  on  application  to  the  City  Engineer. 

Each  tender  must  be  accompanied  by  a  marked 
cheque  payable  to  tlie  City  Treasurer  for  the 
amoiuit  called  for  in  tlie  form  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  HARRY  JONES, 

City  Engineer. 

City  llall.  Brantford, 

February  23rd,  1916.  9-10 


Board  of  Education 


Sealed  tenders,  addressed  to  the  Secretary-Trea- 
surer of  the  Board,  will  be  received  until 

Thursday,  March  9th,  1916,  for 

Electrical  Conduit  Work,  AdminisM 
tration  Building,  College  Stieet 

Ash  Hoists  and  Key  Cabinets  for 
Sundry  Schools 

Specihcations  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Mall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender  or  its 
ei|uivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  .Surety  Companies. 
Tenders  must  be  in  the  hands  of  tlie  Secretary- 
Treasurer  at  his  office  in  the  City  Hall,  not  later 
than  4  o'clock  p.m.,  on  the  day  named,  after 
wdiich  no  tender  will  be  received.  The  lowest 
or  any  tender  will  not  necessarily  be  accepted. 

W.  C.  WILKINSON, 

Secretary -Treasurer. 
MILES  YOKES, 
!).9  Chairman  of  Coinmiltcc. 


Tenders  for 
Special  Track  Work 


Tenders  will  be  received  by  registered  post 
only,  addressed  to  tlie  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon  on 
Tuesday,  March  14th,  1916,  for  the  supply  and 
delivery  of — 

Special  Track  Work,  for  St.  Clair  Avenue  Barn. 
Extension,  Toronto  Civic  Railway,  No.  36  (Recall) 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  12,  City  Hall.  Ten- 
ders must  comply  strictly  with  conditions  of  City 
By-law  as  to  deposits  and  sureties,  as  set  out  in 
specifications  and  forms  of  tender.  The  lowest 
or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
^"^  Chairman,  Board  of  Control. 


WE  ARE  IN  THE  MARKET 

for  new  or  second-hand  Aluminium  Cable  or  Wire 
in  any  size.  Samples  should  accompany  offers, 
with  price  and  quantity. 

Box  315,  Electrical  News,  Toronto,  Ont. 

8-9 

For  Quick  Sale 

One  1  yd.  Steel  Side  Dump  Car,  never  used ; 
for  24-in.  track,  3/16-in.  plate  body  and 
hand  brake  .$79. (Kl 

One  1  yd.  Steel  Side  Dump  Car  for  24-in. 
track,    used    only    one    month,    12  ga. 
plate  body,  with  roller  bearing  boxes.  40.(111 

Two  2  yd.  Steel  Side  Dump  Cars  for  3(i-in. 
track;  never  used,  10  ga.  plate  bodies, 
roller  bearing  boxes.    Each  6-"i.liO 

B.  E.  BECHTEL, 
9f  Waterloo,  Out. 

WANTED 

Wanted  for  immediate  delivery  at  Cordova 
Mines,  Ontario: 

.V.  C.  Generator,  300  to  600  K.V.A.,  60  cycles, 

3  phase,   preferably  6600  volts. 
Three  transformers,  100  K.V.A.,  single-phase,  60- 

cycles,  6600  to  600  volts. 
Two  belted  induction  or  synchronous  motors,  300 

to  400  h.p.,  CO-cycle,  3-phase,  preferably  6600 

volts. 

Two  air  compressors,  2,000  cubic  feet  each,  KKl 

lbs.   pressure,  belt  driven. 
One  Lydner  sharpener.  No.  5. 
(juote  with  full  particulars  to 

KERRY  &  CHACE,  LIMITED, 

550  Confederation  Life  Building, 
9-9  Toronto,  Ont. 

POSITIONS  WANTED 


E.xperienced  Contractor  and  Practical  Builder 
<lesires  change.  Would  accept  position  as  super- 
intendent of  construction,  or  travelling  salesman. 
Thorough  knowledge  of  all  building  material  and 
contractors'  supplies.  Bon  3.'!6,  Contract  Record 
&  Engineering  Review,  Toronto,  Out.  9-12 


Electrical  and  Civil  Engineer  of  20  years' 
standing  with  operating  CNperience  is  open  for 
apiiointment.  Highest  references.  Jlox  350,  Con- 
tract Record,  Toronto,  Ont,  9  9 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto,  i 


THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON.  7  Bank  Street  Chambers 
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General  view  of  our  Storage  Yard  at  St.  Francois  de  Sales,  Que. 

Why  OUR  Concrete  Pipe? 


The  superiority  of  concrete  pipe  over  clay  is 
so  marked,  that  it  is  hardly  necessary  to  dilate 
upon  it.  Every  civil  engineer  and  ccmtractor 
knows,  that  concrete  is  not  only  superior  to  vitri- 
fied clay  in  duraljility,  uniformity  and  poro.sity, 
but  that  it  is  more  economical  both  as  regards 
initial  and  maintenance  costs. 

Of  courbc,  there  are  dififerences  in  the  quality 
of  concrete  pipe  as  in  all  things.  Tt  all  depends 
upon  materials  and  the  process  of  manufacture. 


Our  "Hercules"  Class  A  and  1)  reinf(jrced 
culvert  and  sewer  pipe  is  made  of  the  very  l)est 
materials  procurable  By  a  special  process  of 
manufacture  it  is  made  impervious  to  all  sewage 
acids.  It  has  been  put  to  the  most  severe  chem- 
ical tests  and  has  proven  its  great  strength  and 
resisting  qualities.  Wherever  it  has  been  in- 
stalled, it  has  never  yet  failed  to  give  a  high 
degree  of  satisfactory  service.  \\'e  carry  in  stock 
sizes  from  0  to  48  inches.  Larger  sizes  made  to 
order. 


We'll  gladly  tell  you  more  about  it  and  quote  you  prices. 
Send  for  our  latest  Catalogue. 


See  Our  Exhibit  at  the  Good  Roads  Convention,  March  6-10th» 


Montreal  Concrete  Works  Co. 


17  Place  D'Armes  Hill,  MONTREAL,  Que. 


Limited 


Sales  Agent  for  Eastern  Quebec  and  Maritime  Provinces   G.  L  Lachance  Reg'd 

263  St.  Paul  St.,  Quebec,  P.Q. 
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No.  1 


The  Making  of 

BESSEMER 
LOCK 

{The  Permanent  Paving) 


We  started  making  l^essemer  Block 
when  we  discovered  that  the  BESSEMER 
SHALl'2  which  overlies  our  Eimestone 
Quarries  was  an  exceptionally  fine  pav- 
ing-block material. 

The  discovery  was  confirmed  by  ex- 
haustive tests — and  later  by  long  years 
of  PAVING  SERVICE. 

Bessemer  Shale  has  a  long  "vitrification 
range."  That  is — there  is  slight  danger 
•of  over-firing  or  under-firing.  Its  mod- 
erate drying  and  burning  shrinkage  pre- 
Acnts  excessive  kiln  marking.  It  .has  the 
ingredients  essential  to  produce  a  tough, 
hard  paving  block. 

That  is  Avhy  Bessemer  Block  is  known 
among  city  engineers  and  highway  engi- 
neers as  "The  Permanent  Paving." 

Write  for  the  full  story  of  Bessemer  Block 


Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 
TWO  PLANTS  AT  BESSEMER,  PA. 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Asents:     Mussens  Ltd,  Montreal 


Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

When-  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works:  Aurora,  III. 
Chicago  Office:  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,    Clancy   &   Grindley,   Ltd.,   Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 
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Keep  Well  Posted 

A  first  hand  knowledge  of  conditions  in  the  lumber  market 
is  a  decided  asset  to  you  at  any  time,  but  with  prices  so  uncertain 
as  they  are  at  present,  such  a  knowledge  would  be  of  incalculable 
value  to  you. 

Without  this  knowledge  your  buying  power  is  severely 
handicapped ;  you  are  taking  a  leap  in  the  dark ;  you  don't  know 
when  and  where  to  buy  to  the  best  possible  advantage. 

^dahpbmnan 

e  Wood  Worker 

will  keep  you  well  posted.  It  will  enable  you  to  follow  the  trend 
of  the  market  closely,  and  will  acquaint  you  with  prevailing  condi- 
tions in  such  a  way  that  you  will  learn  to  place  full  reliance  in  its 
absolute  authenticity. 

The  Canada  Lumberman  &  Woodworker  is  published  on  the 
first  and  fifteenth  of  each  month.  Subscription  price,  $2.00  a 
year. 

»■ 

Canada  Lumberman  &  Woodworker 

Toronto,  Canada 

Brrnch  Off  ices :         MONTREAL  WINNIPEG  VANCOUVER  LONDON,  ENGLAND 


Canada    Lumberman  ' 

and  Woodworker  I     Sign  and  Mail 
 191  Coupon 

Pulilishcrs  | 
"Canada  Liiinhennan  and  Woodworker."  Toronto. 


Please  sentl  the  "Canada  Lumlierman  and  Woodworker"  to  the  undersigned  until  ^ 
further  notice,  for  which  find  enclosed  Two  Dollars.  l)eins  <'ne  N  ear's  .Subscription  in 
J  advance.  I 

Name   

I 

Address    | 
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Made  in  Canada 


Preseri/es  Roads 
Preuents  Dust- 


Rockland  Avenue,  Outremont.  Quebec. 
Constructed  by  Tarvia  Penetration  Method. 


How  Tarviated  Roads 
Reduce  Upkeep — 


Ol^DINARY  macadam  is  surfaced 
with  fine  screening,  the  durability 
of  which  is  necessarily  slight. 
These  particles  are  readily  dislodged  by 
traffic  and  are  constantly  shifting  and 
rubbing,  forming  dust  which  is  washed 
or  blown  away. 

After  a  little  time  this  surface  dis- 
appears, exposing  the  lower  layers  of 
coarser  stone.  The  large  stone  of  the 
lower  courses,  thus  exposed,  shifts  under 
the  weight  of  traffic  and  the  road  then 
begins  to  ravel  hopelessly  and  requires 
an  expensive  renewal. 

These  larger  stones,  if  they  could  be 
held  in  position,  are  capable  of  giving 
more  wear  than  the  line  stone  of  the 


surface.  One  of  the  many  economies 
of  the  Tarvia  treatment  is  that  it  is  so 
efficient  a  binder  that  it  permits  the  use 
of  large  stone  clear  uj)  to  the  wearing 
surface,  screening  being  used  merely  to 
even  up  the  surface  for  the  sake  of 
smoothness. 

In  this  matrix  of  Tarvia,  the  larger 
stones  take  the  direct  wear  of  traffic. 
They  cannot  shift,  and  the  road  grows 
smoother  with  use  and  eventually  be- 
comes a  mosaic  of  great  durability. 
Very  little  care  or  renewal  work  is 
needed  on  such  a  road.  It  will  stand 
heavy  traffic  without  producing  dust  or 
mud.  It  is  clean  and  attractive  at  all 
seasons. 


If  you  are  interested  in  the  good  roads  proposition,  write  for 
the  free  booklet  covering  the  Tarvia  Treatment 


Special  Service  Department. 

This  Company  has  a  corps  of  trained  engineers  If  you  will  write  to  the  nearest  office  regarding 

and  chemists  who  have  given  years  of  study  to  road  problems  and  conditions  in  your  vicinity  the 

modern  road  problems.    The  advice  of  these  men  matter   will   have  prompt  attention, 
may  be  had  for  the  asking  by  anyone  interested. 


THEPATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 


THE  C  A  RRITTE- P  ATERS  ON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.B.  HALIFAX,  N.  S.  SYDNEY,  N.  S. 


■ 
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J.  M.  T.  Injector 

A  culmination  in  the  design  and 
making  of  injectors,  the  improved 
type  having  a  full  forty  pounds 
more  field  than  anything  before 
(Produced,  and  giving  absolute  ser- 
vice under  varying  conditions. 


Morrison  Steam  Gauges 
and  Recording 
Instruments  ' 

f(ir  steam,  water,  air,  ammonia,  etc. 
Our  instruments  are  of  the  very 
highest  quality  and  proven  reli- 
ability, and  are  sold  under  a  full 
guarantee  of  satisfaction. 


MORRISON 

Steam  and  Water 
Specialties 


Morrison  Water  Jet  Pump 
or  Cellar  Drainer 

For  removing  water  from  excavations,  drains, 
basements  and  other  flooded  areas.  It  is  oper- 
ated by  water  from  the  service  mains  or  other 
high  pressure  source  and  requires  no  labor  or 
attention.  Will  operate  on  pressures  of  10  lbs. 
per  sq.  inch  and  upwards. 

Capacities  up  to  1,.500  gallons  per  hour.  Can 
be  installed  automatic  self  starting  or  non- 
automatic  as  required. 


Beaver  Valves 

angle,  globe  or  cross  pattern.  Stop, 
adjustable,  check  or  non-return. 
Iron  or  semi-steel  body,  bronze 
mounted,  in  sizes  'I'/z  in.  to  10  in. 
Working  steam  pressure  'IVM  lbs. 
per  srjuare  inch. 


J.  M.  T.  Reducing 
Valve 

made  in  sizes  in.  to  6  in.  for 
use  on  steam  or  air.  It  is  the  ulti- 
mate valve  because  it  does  all  that 
a  pressure  reducing  valve  could 
possibly  do.  It  makes  no  difference 
liow  the  initial  pressure  varies,  the 
J.  M.  T.  will  keep  the  low  pressure 
const.int. 


Corporation  Service  Work 

Morrison  brass  goods  have  been  used  in  nearly  every  city  and 
town  in  Canada.  We  aim  to  do  business  by  virtue  of  making  each 
article  we  manufacture  conform  with  the  best  kno\Vn  design  and 
by  careful  workmanship  and  high  grade  material  make  each  article 
render  a  maximum  of  service. 


The  James  Morrison  Brass  Mfg.  Co.,  Ltd. 


93-97  Adelaide  St.  W.,  Toronto 
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GOOD  ROADS 

Ancient  and  Modern 

The  building-  of  good  roads  has  always  been  the  sign  of  higher  civili^^ation  and  rapid  industrial 
progress. 

In  the  days  of  the  Romans,  roads  were  built  so  thoroughly  that  many  of  them  exist  to  this  day 
— nineteen  hundred  years  after. 

They  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  spent  in  their 
construction  and  the  work  was  well  done. 

In  the  present  day  slaves  are  not  available ;  paid  labm-  is  necessary,  and  time  is  more  valuable. 
Modern  mechanical  appliances  have  reduced  the  labor  element  and  have  greatly  facilitated  good  road 
building. 


A  most  convenient  outfit  is  the 

Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 

mounted  on  a  strong  truck  with  broad  wheels.    This  outfit  is  a 
money-maker  where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all 
the  necessary  accessories  and  an  Ingersoll-Rand  dust-proof,  self- 
oiling,  high  speed  compressor  with  an  efticient  cooling  equipment. 

The  JACKHAMER 

A  "One-Man"  Rock  Drill 

is  a  light  but  very  powerful  machine  for  drilling  holes  of  average 
depth  and  size.  The  rotation  and  lubrication  are  entirely  automatic 
in  operation. 

The  valve  is  of  the  non-freezing  Butterfly  Type  and  the  drill 
may  be  operated  with  either  steam  or  air. 

CANADIAN  INGERSOLL-RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,      -  CANADA 

Vancouver        Nelson        Winnipeg       Timmins       Cobalt       Toronto  Sydney 
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TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-bari  el  lots,  $1.S5  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
witli  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  ICiO  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  tlie  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to' $35;  local  Rug.  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  .$6,50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  .$18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.     Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  :— 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  apphca- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.   B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  ii-in., 
$1.25;  rubble  stone,  in  car  lots,  $l.lo  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel' — 7oc.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x   Li   in.,  .S  tcj  1(1  fl., 

$22,  18  ft.,  .$23;  1-in.   ]lrinl..ck,  \u.   1   .f21  ; 

No.  1  Hemlock  decking  $22  Uj  $2:);   No.  2 

Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — l-in.  liy  4  in,  to  (j-in,.  $27;  1-in,  by  S  in,, 
$20:  1-in,  by  1ll-in,,  $:;o ;  Lin,  Ijy  12-in,,  $:jl» 
to  .$.'!2;  2  111,  by  4-in,  lu  l.".  in,  wliite  pine. 
12  ft.  to  Ki  fl,  long.  $26  to  $;il ;  7s  by  (i 
and  10-in,  iiinc  shelving,  $:>!  to  $30;  x 
12-in.  pine  shelving,  $4.j ;  No.  1  white  pine 
rtooring,  $35;  No.  1  spruce  flouring,  $27;  No, 
flooring,  $35;  No.  1  spruce  flooring,  .$27;  No. 
.$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in,  casing, 
$1.75  per  100  ft.;  5in,  ditto.  $2;  -S-in,  iiinu 
base,  $2.75  to  $3,25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  1'.,  C,  sliin:^]"-  -N.  I'',  ixlras 

$4;  N.  li.  cle^n  -  s:;. (;.-,;  .\.,  I  i.m,  huh  SiJ.ni); 
.\n,  2  pine  lath  .>:'i,lii;  ,N'i.  I  -|"n>r  hilh  $4,7."., 

Dimension  Timber  (  B.  C.  In  ) — 111  -x  14,  12  x  ]2, 
12  X  14,  ]4  X  14,  "14  X  IC),  .$38.00;  10  x  16, 
12  X  16,  10  X  ](!,  14  X  IS,  18  X  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $30.00;  10  x  IS, 
12  X  20,  14  X  20,  16  x  20,  $40,011.  These 
I)rices  apply  to  32  ft.  lengths;  '.'>'^  to  35  ft, 
.$1,00  per  thousand  extra;  :!li  to  40  ft.  $2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars —$2.50  base,  twisted  and  dc 
formed,  .$2..50 ;  structural  sections,  $3.00;  small 
sizes  .$3.25. 


Steel  Plates — lank  and  boiler,  $3.60-.$3.10  per 
100  lbs.;  14  in.,  5/30  in.  and  in.,  $2.75 
per  100  lbs. ;  gauge  plates.  No.  10,  $3.10. 
No.  12,  .$.3.15,  No.  14,  .$3.00  per  100  lbs.; 
1)lack  American  bessamer  plates,  28  gauge, 
.|3.:i5  per  100  lbs. 


Galvanized  iron    28  gauge  $5.25. 

Cast-iron  pil>e  Slandanl  prices,  carload  lots,  f.o.b, 
Toronto;  4in.  $34  i)er  net  ton;  0-iii.  lo  12- 
in.  $33;  J2-iii.  up  $32..50,  with  $1  extra  for 
gas  pipe. 


Corrugated    Sheets — 26  gauge  $5.25  per    sc|,,  2S 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b,  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft. ;  9-in.,  70c  ft. ;  12-in.,  $1  ft.  ;  15-in., 
$1.40;  1.8-in.,  $1.90  ft.;  20-in.,  .$2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in,,  05  per  cent.,  20- 
in.  to  24"-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls,,  80c.  per  gal.  ;  red  lead, 
dry,  $10  per  100  lbs.  ;  putty  in  bulk,  $3.50 
per  100  lbs. ;  in  100-lb.  druins,  $3.85 ;  putty 
in  25-lb.  tins,  .$4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs.  ;  turpentine,  in  bbls., 
S6c.   per  Imp.  gal.,   southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $i;;; 
Manganese  rustic,  $20;  buff  rustic.  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
•$25;  plastic,  .$8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f,o,b.  Mont- 
real. 

Concrete  Brick — grey  $22,  red  $22,  bull  $23, 
white  .$45,  plain  i)ressed  $12  per  lliousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight    pipes    (per    foot) — not    reinforced,  Sin. 
26c,;   9-in,   30c;   10-in.   34c;   12-in.  40c;  15-in. 
OOc:   18-in.  74c.     Reinforced,  LS-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in,  .$2,40; 
42-in.  $3;  4S-in.  .$4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in,,  $1.40;  ^-in.,  $1.05;  yg-in., 

$1.75  per  ton,  delivered. 
Sand  -  90c.  per  Ion,  car  load,  on  cars. 
Gravel-  $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Porly  i)er  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  .$20.75  f.o.b. 
Montreal.  Blasting  at  .$2  i>er  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  .$8.50  per  1,000;  No.  6,  15,4  grs,,  $11.25; 
No.  7,  2.3.1  grs.,  $]4..50;  No.  ,8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  :!.  20  shots,  20  lbs., 
$22.00;  No.  4,  .50  shots,  45  lbs,.  .$42.00;  No. 
.5,  100  shots,  53  Ills,,  $70,00.  Leading  wire, 
in  coils  of  500  ft..  1c,  i>rr  ft,;  leading  wire, 
twin  cable,  in  coils  of  25li  ft,,  3c.  per  dblc, 
ft.;  connecting  wire  in  luiK  oi  spools,  50c, 
per  lb.  Electric  blaslini,;  rap--,  per  100:  4- 
foot,  single  strength  $.">,.50,  iloulile  strenglli 
.$4.10;  6-foot,  single  $4,04.  double  .$4.64;  8- 
foot,  single  .$4, ,58,  double  $5,1S;  10-foot,  single 
.$.5,12,  double  .$5.72;  12-foot,  single  .$.5.66, 
double  .$6.20;  14-foot,  single  $6.20,  double 
.$6.80;  16-foot,  single  .$6.74,  double  .$7.34; 
18-foot,  single  $7.2S,  double  $7..S8 ;  20-fool, 
single  $7.82,  double  .$.8.42;  22-fool,  single 
.$S,.57,  double  .$9.17;  24-foot,  single  $9.:!2, 
double  .$9,92;  20-fool,  single  $10,07,  double 
$10,67;  2S-foot,  single  $10.82.  double  $11,42; 
.30-foot,  single  $11.57,  doulile  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3  in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  X  14  in..  25c.  extra;  in.  x  -H  in. 
X  l/i  in.  00c.  extra.  Boiler  plates — 14 
thick  and  thicker,  $2.95.  Circular  plates — 
Flange  quality,  .30  in.  dimension  and  over, 
.$3.25;  uiKlcr  .30  in.  dimensions,  $3. .50.  Beams 
and  channels — ITnder  .35  lbs.  per  yd.,  $3.75; 
3.5  lbs.  per  yd.  and  over,  $3.20;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
.$4.85;  28  gauge,  .$4. .50  per  sq.  net  cash.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S 
gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straight  pipe  (per  fool) — 4-in.,  25c;  6-in.,  40c  • 
8-in.,  55c;  9-in.,  70c;  10-in,,  80c;  12-in.,  $1; 
24-in.,  $3.25.  Bends,  each  75c,  $1.20;  $2  20 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c' 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3,15,  $3.60, 
.$4,50,  $16,25.  Double  branch,  2  ft,,  $1.75 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pine 
2!^  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60 
Syphon,  $2.25,  $3.60,  $6,60,  $8,40,  .$9,60,  $15, 
(l2-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2  25 
$3.60,  $6.00,  $8.40,  $9,60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope — Best  Manilla, 
20c.  basis  per  pound;  British  manilla,  IG'Ac. 
basis;  African  hemp,  IQyic;  sisal  rope,  13c. 
basis;  lath  yarn,  10-Hc.  Boiled  linseed  oil — 
in  barrels,  .$1.02i/^  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  I^IME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grev,  ">4  cents  per  bushel;  white,  .32  cents.* 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

(  RUSHED  STONE,  S,\ND,  AND  GRAVEL 
Crushed  Stone — 2-in.,  $2,50  per  yd,;  1-in.,  $2.75; 
o.i-in,,  $2,75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  -  -  for    cement    or    brick     work,  delivered 

Wiimipeg,  $1.85  per  cu.  yd. 
Gravel  -  Per  yd,,  delivered,  $1.,'=5. 


Crushed  Granite — Ijj  and  2in,,  $2.65;  -'/i-in.  and 
1-in.,  $2.90;   .'.J-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No,  2  red  pine,  4  in.,  $43;  6  in.,  .f46; 
No.  3  red  pine,  4  in..  $.38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in,, 
$60;  4  in.  and  6  in.,  $.55;  No.  3  fir,  edge  and 
Hat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  0  in.,  .$32;  common  2x0 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $.55;  No,  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  .$40;  No. 
4,  $32;  No.  5,  .$24. 

Dimension  Timber  (No.  1  pine,  spruce,  taniarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  .$38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  X  18,  16  X  18,  IS  x  18,  20  x  20, 
.$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  S  x  16,  S  x  18,  8  x  20, 
10  X  18,  10  x  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  connnon,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft,  5^^-in.  ditto,  .$4.40;  8-in.  pine  liasc.  .$6; 
10-in.,  .$7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  .$4;  No.  2,  .$3.50; 
No.  1  B.  C.  cedar  dimension,  $5. ,50;  band- 
sawn,  $7. 

STEEL  AXD  IRON 
Steel — Round   bars,   $2..35   ]icr   100   lbs.;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  .$.38  per  ton. 

(Continued  on  page  88) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY.  N.  S. 
MONTREAL.  QUE. 
TORONTO.  ONT. 
FT.  WILLIAM.  ONT. 


Sale*  Office*  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St..  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 

Hardwall  Plaster,     Cement  Plaster 
Land  Plaster,  Whitewall  Finish,  Plaster  of  Paris 

For  the  best  results  from  gypsum  products — specify  *'Pillar  Brand."  This 
brand  of  hardwall  plaster  is  mixed  with  the  highest  grade  goat  and  cattle  hair, 
thoroughly  washed  and  specially  prepared.  It  makes  a  hard,  clean,  sub- 
stantial wall. 

"Pillar  Brand"  plasters  are  noted  for  their  whiteness,  quick  setting  qualities 
and  hardness. 


Shipments  by  rail  or  water. 


Write  us  for  prices. 


The  lona  Gypsum  Co.,  Limited 


Head  Office,  Sydney,  N.  S. 


Mills,  lona,  N.  S. 
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WORLD'S  STANDARD 


FOR 


Water,  Gas  and  Culvert 


Bird's-eye  View  of  Plant— 28  Acres  of  Land,  3,000  Feet  of  Docks. 

Large  stocks  of  all  sizes  at  Toronto,  Montreal,  Fort  William 

Let  us  have  your  enquiries 

NATIONAL   IRON   WORKS,  LIMITED 

Head  Office,  Works  and  Docks,  TORONTO 


^^al•cll  i,  I'jic. 
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Ciosslieail  .miide,  Corliss  Engine 
repaireil  witli  regular  equipment. 
Repair  charge  .$12r>.  Cost  of 
casting  when  new  .^425  f.o.b, 
llaniiltoii,  (  ).  Saved  .'!  weeks 
delav. 


Investigate  Savings  Made 
by  Oxy- Acetylene  Welding 

Don't  follow  wasteful,  expensive  and  tedious  methods — 
remember  that  "wherever  two  pieces  of  metal  are  to  be  joined, 
you  will  find  a  profitable  use  for  Prest-O-Lite  Oxy-Acetylene 
Welding."  Investigate  the  savings  you  can  make  in  metal 
manufacturing,  construction  and  repair  work.  Other  manufac- 
turers, garage  and  shop  owners  are  gettmg  the  benefits  in 
economy,  efficiency  and  quality  that  only  this  process  can  give. 
Are  you? 

Cost  of  equipment  needed  is  low.  Operation  is  simple,  and 
easily  learned.  Often  just  one  repair,  made  "on  the  spot," 
more  than  pays  for  all  necessary  apparatus. 


Employs  both  gases  (acetylene  and  oxygen)  in 
portable  cylinders.  Prest-O-Lite  Dissolved 
Acetylene  (ready-made  carbide  gas)  is  backed 
by  Prest-O-Lite  Service,  which  provides  dry, 
purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  in  making 
crude  acetylene  in   a  carbide  generator. 


The  necessary  equipment  is  not  expensive.  We  furnish 
high-grade  welding  apparatus  for  $60  (Canada,  $75)  ;  acetylene 
service  at  additional  cost..  Also  adaptable  for  oxy-acetylene 
cutting  by  the  purchase  of  a  special  cutting  blow-pipe.  Thor- 
ough instructions  are  fuinished  free  to  every  user — any  average 
workman  can  learn  the  process  quickly.  We  will  train  your 
operators  at  our  shops  if  you  desire. 

The  many  possible  uses  for  oxy-acetylene  welding  in  your 
shops  today  will  surprise  you.  Write  us  for  engineering 
data  on  any  phase  of  welding  work  you  are  contemplating. 
You  will  find  our  literature  instructive — thoroughly  illus- 
trated. 


The  Prest-O-Lite  Co.,  Inc. 

Dept.  E. 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 

Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

53  Branches  and  Charging  Plants 


To  be  durable,  sheet  metal  must,  FIRST,  be  pure. 
All  impurities,  including  copper,  must  be  reduced. 
Secondly,  its  structure  must  be  uniform  and  dense. 
And  slow,  scientific  processes  must  be  employed. 

Such  Sheet  Metal  is— 

Rust  and  Corrosion-Resisting 

Toncan  Metal  is  as  near  one  hundred  per  cent,  pure  as 
it  is  possible  to  make  commercial  sheet  metal  from  iron 
ore.  It  is  homogeneous,  or  uniform  in  structure  and 
very  dense. 

As  a  result  there  is  no  more  durable  or  more  economi- 
cal sheet  metal  made  from  iron  ore  than  Toncan  Metal. 
Roofing,  Siding,  Eaves  Trough,  Conductor  Pipe,  Venti- 
lators, Skylights,  Blower  Systems,  Window  Frames, 
Culverts,  etc.,  made  from  Toncan  Metal  last  longer. 

Get  a  copy  of  this  booU 


The  Pedlar  People,  Ltd. 

Oshawa,  Ont. 


Canadian  Distributors 


The  Stark  Rolling  Mills 
Company 


Canton,  Ohio 

Sole  Makers 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  ofi) 

SEWER  PIPE  ' 
Sewer  Pipe — Wliolesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
IG  cents;  6  in.,  IS'A  cents;  8  in.,  30  cents; 
9  in.,  ."5  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in..  .fl.OO;  20  in., 
•1:1.50;  24  in.,  .$2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  .$13  per  ton;  sand- 
ed, .$7..50,  delivered  on  job.  Plaster  of  Paris, 
.$15.50  per  ton;  Hammer  Brand,  $3.75  per 
1)1)1.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  9S 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  .$10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  SO 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMEiS^T,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  .$32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  .350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


liouse ;  $9  to  $11  in  car  lots  f.o.b.  \'an- 
couver ;  pressed  red  brick,  $30  f.o.b.  wliarf 
Vancouver;  pressed  buff  brick  .$40  at  ware- 
house ;  $.33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  .$45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand— Brick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12:  up  to  14  X  14,  $11  to  $13;  sizes  from 
K;  X  10  tc.  20,  S  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14 ;  boards  and  shiplap,  $12 ;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  .$25;  No.  1  XXX  ]!.  C.  shingles, 
.$2.10:  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  pi  ices  f.o.b.  warehouse: 
Steel  —  (round    and    square    bars)    $2.90  base; 
twisted  and  deformed,  $2.90 ;  structin  al  sec- 
tions .$4.25  to  .$4.75. 

Galvanized  iron — 28  gauge,  .$6.75  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  slieets 
$4;  5,  9  and  10  ft.  sheets,  $4.60  per  square. 
Black  steel  sheets,  24  gauge,  .$4.45  per  10(» 
lbs. 

Steel   channels   and   beams,   angles   and  plates  

$3.75  to  ,$4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

Steel  channels  and  beams,  and  plates — $4.25  to 
$4.75;  angles,  .$3.75  to  ,$4.25;  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12>^c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  IS-in.,  $1.25  ft.;  20-in.,  $1..50  ft.; 
24-in.,  $2.25   (all  net  prices). 

SUNDRIES 

Hard  wall  plaster— $13.00  in  car  lots  f.o.b.  \'an- 

couver,  bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 

Finishing  Plaster — $15  per  ton,  sacks  extra. 

Welsh  slate— $11.50  to  .$12.00  per  square,  f.o.b. 
V^ancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
liyic  basis;  sisal  rope,  12j4C  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
100  lbs. 

Boiled  linseed  oil— in  bbls..  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $10  to  $11  per  100  lbs. ;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb.  tins,  $3.65;  tur- 
pentine, in  Ijbls.,  $1.05. 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


niams  for  excavating  and  rebandling 
Sizes  'A  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELLAND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.B.  PLANT  1790  St.  James  Street,  Montreal, Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS   St.  John,  N.  B. 

KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipeg, Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


New  Profits  for  You 

Do  you  know  the  business  that  is  to  be  had  with  NEPONSET  Wall  Board 
— business  that  ordinarily  you  do  not  get. 

NEPDNSET  WALL  BOARD 

for  Walls  and  Ceilings 

is  being-  used  in  all  kinds  of  work  instead  of  laths  and  plaster.  Our  board  is 
all  finished,  once  it  is  applied.  It  comes  that  way  in  Quartered  Oak  and 
Cream  White.  The  surfaces  have  been  waterproofed  in  order  to  prevent 
buckling.    It  is  the  most  practical  Wall  Board. 

fFrite  for  samples  to  Department  R. 

BIRD    &    SON,    Hamilton,  Ontario 
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Spruce  Dimension 

in  any  sizes  up  to  i  2-in.  and  in  any  lengths  up  to  30-ft, 

Also  Random  lengths  in  plank  and  timber. 

Spruce  treated  by  the  Kyanizing  process  to  preserve  it 
From  decay  a  specialty. 

Send  for  Illustrated  Booklet  and  Prices 

RERUN  MILLS  COMPANY 

Portland,  Maine 

(Founded  1852) 


Are  You  Building  ? 

Labor  is  cheap  and  plentiful — the  building  trades  are  slack  and 
material  prices  will  be  higher  before  they  are  lower,  but  are  you 
building?  This  is  a  most  opportune  time  to  be  business-like 
and  build,  and  to  be  patriotic  and  employ  Canadian  labor. 
Prisms  will  figure  in  your  building  operations — specify  "Luxfer 
Prisms"  and  you  will  be  sure  of  definite  results. 

Ask  us  about  "  Luxfer  Prisms 
for  your  particular  proposition, 

LUXFER  PRISM  CO.,  LIMITED 


100  KING  STREET  WEST, 


TORONTO,  ONT. 
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Smith-Vaile 


Triplex  Pumps 


Smith-Vaile  Class  B  Single  Acting  Triplex  Pumps 


Especially  designed  for  House  Supply, 
Boiler  Feeding,  Water  Works  and  General 
Service. 

Rugged,  substantial  construction  suitable 
for  the  hardest  and  most  exacting  service. 

Illustration  shows  the  highest  type  of  Tri- 
plex pump  that  can  be  desired.  Four  main 
bearings.  Crankshaft  of  selected  steel.  Sin- 
gle acting  plungers,  outside  packed.  Cross- 


Standard 

Pumps  for 
Every 
Service 


heads  v^'or.king  in  bored  guides  in  frame,  re- 
lieving packing  glands  and  boxes  of  lateral 
pressure.  Crossheads  of  size  4x6  and  larger 
fitted  with  adjustable  shoes. 

Shaft  bearings  lined  with  bes  quality  anti- 
friction metal.  Gears  of  close  grained  cast- 
iron,  machine  cut. 

Water  valves  of  the  composition  or  metal 
best  suited  for  the  liquid  to  be  handled. 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
cunslructioii  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  763  fully  describes  them. 

Smith-Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  \vear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  **0**  Type 

Either  Thoroughfare  or  Switch  Vaivc  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y.. 
indicates  the  high  erticiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  7S0  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  ail-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  6.S4  on  request. 


PL  ATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S.  C. 

DALLAS 

UENVEK 

DETROIT 

HAVANA 


tNDIANAPOLIS 

TACKSONVILLE 

KANSAS  CITV 

LONDON 

LOS  ANGELES 

MEMPHIS 


^[EXICO  CITY 

M I  \\I':apolis 

\1(  i\  I  KIOAL 
\  KW  (  )RLEANS 
NEW  VORK 
OMAHA 


PIlir.ADELPHIA 
ITl  rSBURG 
I'ORTLAND 
KiCHMOND 
SAINTT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

VOUNGSTOWN,  OHIO 
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During  1916  we  are  galvanizing  all  BT  Steel 
Stalls,  and  BT  Steel  Pens  and  are  not  charging 
extra  for  it.  We  are  doing  this  in  spite  of  the 
fact  that  galvanized  pipe  used  in  making  steel 
stalls  costs  on  the  open  market,  almost  twice 
the  price  of  pipe  that  is  not  galvanized. 

Galvanized 


STEEL 


STALLS 


When   you  buy  steel  stalls,   insist  on   having  them  galvan- 
ized.    Never    accept    stalls    which    are    only    painted.  Stable 
acids   eat   the   paint   oi¥   in   a   few  weeks,  and  allow   the  rust 
to   attack   the    steel.     Your   steel    equipment   is    thereby  weak- 
ened.     Its    lifetime    is    cut    in  two. 


You    know    the    need    of    galvanizing,    from    your    own  experi- 
ence.    You  wouldn't  think  of  buying  a  steel  tank  unless  it  was 
galvanized,  or  wire  fencing,  or  eave  troughing,  or  steel  pipe,  unless 
they  were  galvanized.      Then   be   sure   your   stalls   are  galvanized, 
too.      Galvanizing  is   the   only   finish   that   will   stand   exposure  to 
stable  acids  and  moisture. 


Not  only  is  the  tubing  of  BT  Stalls  Galvanized,  but  all  the  clamps 
and  bolts   and  nuts  as  well.    There  is  not  a  single  spot  for  the  rust  to 
attack.   There  is  no  ex])osed  part. 

We  galvanized  the  steel  stalls,  steel  hog  pens,  calf  pens,  bull  pens,  cow 
])ens,  steer   pens,  in    our   own    galvanizing   plant   by   the    electric  pro- 
cess.    Electro    galvanizing    never    comes     off    because     it    is  vmited 
chemicallv  and  electricalh'  with  the  steel. 


I)iin't  forget  about  ihe  galvanizing.  Hetter  send  today  for  our 
new,  valuable  Barn  Book  which  tells  all  tiie  facts  about  mod- 
ern, galvanized    stable  equipment. 


Beatty  Bros.,  Limited,  fergiS' ont. 


Never  rust.  Never  rot.  Never  burn.  Gal- 
vanized steel  stalls  last  a  century.  They  out- 
last the  cement  work  and  the  upper  structure 
of  your  barn.  Put  in  the  steel  and  you'll  al- 
ways be  proud  of  your  stable.  It  will  always 
look  well. 


Galvanized 


STEEL 


Galvanized 

STALLS 


Now's  the  time  to  find  out  all  the  facts  about  the  stee 
stall  proposition.   Get  a  price  on  remodelling-  your  stable  and  put- 
ting in  the  complete  sanitary,  complete  galvanized  equipment. 
Get  our  fine  new  Barn  Book.    It  illustrates  the  equipment  in  actual 
use  in  75  barns.    The  pictures  explain  everything.    They  show  how 
comfortable  the  stanchions  are  for  the  cows  when  standing  or  lying, 
how  the  divided  steel  mangers  save  feed  and  save  work,  how  handy  the 
galvanized  steel  pens  are  for  feeding  and  caring  for  calves,  cows  and  the 
bull.  Manure  and  feed  carriers  and  water  bowls  are  shown  working  in 
the  barns. 

It  contains  336  pages.    It  is  the  most  elaborate  and  complete  text  on  barn 
construction  and  equipment  ever  published.    It  tells  how  to  lay  the  floors, 
foundations,  and  build  the  walls ;  shows  how  to  frame  the  barn  by  a  method 
that  saves  half  the  cost  of  the  old  way.    There  are  working  plans  for  14  dif- 
ferent barns,  and  illustrations  showing  the  appearance  of  these  barns  when 
completed.    Many  large  blue  print  drawings  are  used  to  show  clearly  how  to 
build  a  good  barn  from  start  to  finish. 

Yet  we  offer  it  free  to  any  man  who  will  write  and  state  if  he  is  building  or 
remodelling,  when  he  expects  to  start  the  work,  and  the  number  of  head  of 
stock  he  will  keep.  Simply  fill  in  the  blanks  of  the  coupon  and  you  will  receive 
the  book  by  first  mail.   You  do  not  obligate  yourself  in  any  way. 

GET  THIS  FREE  BOOK. 
SEND  COUPON  TODAY. 

Beatty  Bros.,  Limited,  fergK^ 


Beatty 
w  Bros.,  Ltd., 

Fergus,  Ont. 

■^^r  Send    me    vour  new, 

^        illustrated    .336-page  book 
OH    Iiarii    construction  and 
equipment.      Send     it  without 
charge  or  obligation. 

Are  you  building  or  remodelling 
our  barn  ? 


When 
NAME 
P.O.   .  . 


will  yo>i  ^tarl  ? 


Prov. 
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Fig.  C21;    Mantel  Clock 

ARTISTIC  MERIT 

as  well  as  accuracy  in 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  corred  design 
at  the  right  price. 

One  ma^er  transmitter  con- 
trols any  number  of  dials, 
irrespedtive  of  size  or  posi- 
tion and  never  wants 
winding. 

Architedls,  Engineers  and 
all  interested  in  Corred 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 


W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 


Apply  the 
Service  Test 


ill  arriving"  at  conclusions  about 
pavements. 

It  is  easy  enough  to  make 
claims  about  the  merits  of  any 
pavement  or  paving  material. 

Trinidad  Lake  Asphalt  has 
been  in  constantly  increasing  use 
for  35  years,  and  taxpayers  and 
officials  need  not  take  anybody's 
word  about  it. 


LAKE 
ASPHALT 


175,000,000  square  yards  of 
Trinidad  have  been  laid  and  the 
service  record  of  this  pavement 
is  known.  It  doesn't  have  to 
be  guessed  at  or  taken  on  faith. 

Trinidad  Lake  Asphalt  has 
proved  in  service  that  it  is 
worth  all  and  more  than  the  difif- 
erence  between  its  cost  and  that 
of  inferior  substitutes. 

These  are  good  things  to  re- 
member the  next  time  paving 
propositions  come  up  in  your 
community. 

We  have  some  booklets  on 
Trinidad  Lake  Asphalt  of  par- 
ticular interest  to  officials,  engi- 
neers and  contractors.  May  we 
send  you  copies  ? 

Barber  Asphalt  Paving  Co. 

Philadelphia,  Pa. 


Bermudez  Road 
Asphalt 


Trinidad  Lake 
Asphalt 


March  1,  1915 


THE    CONTRACT  RECORD 


95 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  51)  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Publislied  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

.  Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915   by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.    50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  280 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual— A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc-' 
Graw-Hill  Book  Co.    388  pages,  illustrated.    Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Contract  Record 

3f7  Adelaide  St.  West,  Toronto,  Ont. 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling- and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
business  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.,  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 
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MIMICO 
Sewer  Blocks 


MADE  IN  CANADA 


PATENT  APPLIED  FOR 


are  the  strongest,  most  efficient,  least  expensive,  easiest  laid 
sewer  blocks  made. 

They  are  devoid  of  all  unnecessary  frills— just  a  practical,  d 
method  for  the  elimination  of  all  sewer  difficulties.     They  are 
the  product  of   men  who  are  conversant  with  your  sewer 
problems  and  who  ^«oa;  just  what  you  need. 

Sewers  made  of  Mimico  Block  will  stand  any  test  to  which 
they  may  be  subjected. 

Mimico  Block  is  made  of  indestructible  vitrified 
clay  and  is  manufactured  on  special  presses 
which  insure  uniformity  and  safety. 

Details  and  Prices  Upon  Request 

ONTARIO  SEWER  PIPE  CO.,  LIMITED 

Makers  of  the  famous  "Mimico"  brand  sewer 
pipe,  4  in.  to  24  in.  in  stock 

MIMICO      X  ONTARIO 


segment 


irect 


Three  10,000,000  Gallon  Pumps  against  200  lbs.  pressure,  direct  connected  to 
'  1,300  B.H.P.  Motors  supplied  to  the  Montreal  Water  and  Power  Co.,  Montreal. 


High  Efficiency 

Waterworks 
Pumps 


MADE  IN  CANADA 

Pumps  for  all 
Heads 

Pumps  for  all 
Purposes 


BOVING  HYDRAULIC  &  ENGINEERING  CO.,  LIMITED 

Western  Office— 1234  Grafton  Ave.,  MOOSE  JAW,  Sa.k.     Head  Office  and  Works — LINDSAY,  Ont. 


I  March  1,  191(i 
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Get  '^Backbone"  into 
your  "Good  Roads" 

If  cement  is  used  for  your  "Good  Roads"  make 
sure  it  will  give  you  the  service  of  years  with- 
out repairs,  by  binding  it,  solid,  firm  and  per- 
manently with 

CLINTON  ELECTRICALLY  WELDED  WIRE 


No  matter  how  heavy  or  continuous  the  traffic  your  roads  will 
give  you  years  of  Better  service  wnere  Clinton  Electrically  Welded 
Wire  is  used.  Each  joint  welded  together  with  special  electrical 
process,  it  cannot  come  apart. 


See    exhibit    on  Main 
Stage,  Good  Roads  Con- 
gress, Sohmer  Park, 
Montreal. 


Electrically 
Welded 


Laid  with  remarkable  speed  with  no  special  labor.  Costs  little  and 
saves  much.  Get  the  Clinton  Electrically  Welded  Wire  Booklet  C.R. 
— Contains   many   valuable  facts  on  reinforcement. 

Canadian  Distributors — 

THE  PEDLAR  PEOPLE,  LIMITED 

Established  1861 
Executive  Office  aad  Factories    OSHAWA,  ONT. 

Branches— Montreal,  Ottawa,  Toronto 
London,  Winnipeg 


98-W 


Cannot 
Disintegrate 


Complete  Units  of  One  Make 


Tlie  growing  preference  for  uniform 
quality  in  pumpin.g  machinery  is  ex- 
emplified in  the  pumping  station  at 
the  new  filter  plant  at  Port  Hope, 
Ont.,  view  of  which  i.s  given  herewith. 

In  this  plant  a  Canadian  Fairbanks- 
Morse  vertical  motor  is  direct-con- 
nected to  a  low-lift  centrifugal  pump 
of  the  same  make.  As  a  reserve  unit, 
a  Canadian  Fairbanks-Morse  oil  en- 
.gine  drives  another  centrifugal  pump 
of  the  same  make,  and  the  piping, 
etc.,  was  all  supplied  by  the  same  firm. 

There  is  no  division  of  resijonsibiliti'. 
Canadian  Fairbanks-Morse  (|uality 
guarantees  the  strength  of  each  link 
in  the  chain — electrical — mechanical 
— hydraulic. 


Literature  on  request. 

The  Canadian  Fairbanks -Morse  Co.,  Limited 

St.  John      Quebec      Montreal      Ottawa      Toronto      Hamilton      Fort  William  Winnipeg 
Retina      Saskatoon      Calgary      Edmonton      Vancouver  Victoria 
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Jambs  Thomson,  Presidect. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Casting's  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 


Tell  us  the  kind  of  Engineering  Work 
you  are  to  be  engaged  on,  and  we  can 
surely  ship  to  you  promptly  from  stock, 
any  size  or  style  of  transit  or  level  suit- 
able to  be  used  on  your  contemplated 
project. 

Own  a  BERGER,  and  have  no  regrets, 
though  they  cost  more  at  first. 

I>et  us  send  you  descriptive  Bulletins. 

C.  L.  BERGER  &  SONS 

23  Williams  Street,  Boston,  Mass.,  U.S.A. 


SUPERIOR  IN  EVERY  DETAIL 


The  Ric-wiL  Underground  Pipe  Covering  Co. 


Ric-wiL 

MethoD  of  Insulat- 
ing Underground 
Steam  and  Hot 
Water  Pipes. 

GET  A  CATALOG 
Cleveland,  Ohio 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


A.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"Tliere's  a  reason"  for  the  inside  ring. 
Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER.  B.  C. 


WOODEN  TANKS 

of  all  sizes  for 
Water  Storage 
Sprinkler 
Systems  and 
General  Mining 
Purposes 

We  also  make 

SILOS 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  VANCOUVER,  B.C. 


Canada  Iron  Foundries,  Limited 


CAST  IRDN  PIPE 


Head  Office 

Mark  Fisher  Buildini; 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castinigrs 
of  all  kinds,  Moorincr  Bollards  for  both  Concrete  and  Wooden  Docks 
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Hammer  Brand 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Make  Money  in  Bad  Weather 

Put  your  men  at  work  erecting  "MET- 
ALLIC" CEILINGS  AND  WALLS.  If 
you  work  it  right,  you  can  always  have  a 
job  or  two  ahead.  It's  profitable,  too — 
in  good  weather  or  bad,  if  you  use  Met- 
allic Roofing  Company  goods.  There  is 
many  a  prospect  near  you  ready  for  the 
"Metallic"  proposition.  We  send  adver- 
tising matter  and  help  you  with  build- 
ing plans  and  suggestions.  Write  us  now. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturer.  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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No.  4  Plate  Switch  Frogs 


12  Lb. 
$7.00 

FORGED 


16  Lb.  20  Lb. 
$7.35  $7.70 

MILLED 


25  Lb. 
$8.10 

RIVETED 


B.  E.  BECHTEL  -  Waterloo,  Ont. 


This  is  the  "Ideal"  Block 
Machine  and  "Ideal"  Au- 
tomatic   Power  Tamper. 

A  profitable,  successful 
business  awaits  the  man 
in  any  locality  who  will 
manufacture  good  Con- 
crete Blocks.  Write  us 
for  information  and  prices, 
also  on  Ornamental  Molds, 
Mixers,  etc. 

Ideal  Concrete 
Machinery  Co.,  Limited 

Windsor,  Ontario 
Box  250 


CARBIC  FLARE  LIGHT 

W.  L.  Foster,  8  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 
Dredges. 

This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple- 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c.  p.  Burns  6 
hours  without  re- 
charging. 

Agents 

Kelly  Powell 
Ltd. 

Winnipeg, 
Man. 


Good  Road  Builders 


Bear  This  In  Mind 


Vitrified  Clay  Pipe— the  proven  article 
for  drainage 


If  you  will  specify  and  use  HAMILTON  VITRIFIED 
DRAINAGE  PIPE  in  your  road  building  you  will 
always  be  assured  of  a  first  class  permanent  job,  and 
your  upkeep  cost  will  be  reduced  to  the  minimum  while 
the  initial  cost,  we  can  show  you  will  be  less  than  with 
any  other  material. 

"This  is  the  experience  of  others" 

and  what  better  reference  can  we  offer  you?  Our  goods 
have  been  used  by  municipal  officials  all  over  Canada 
since  i860  and  have  proven  satisfactory  in  every 
respect.  They  are  being  bought  by  others  in  large 
quantities.    May  we  at  least  have  your  inquiries  ? 


The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd. 


HAMILTON  and  TORONTO 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


The  Baby  Ford 
Meter  Testing 
Machine 


The  Ford  "Baby"  gives 
you  the  same  means  of 
rapidly  and  accurately 
testing  your  water  meters 
as  the  Standard  Ford. 

The  quality  of  work- 
manship and  material  are 
of  the  same  high  grade — 
but  the  price  is  only  $45. 

You  can't  afiford  to  be 
without  a  "Baby"  Ford  at 
this  price.  We  will  be 
glad  to  give  you  details 
about  this  convenient  one- 
meter  testing  machine. 

Write  us  for  the  bulle- 
tin— to-day. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 


FIRE  BRICK 

in  every  grade  and  shape  to  suit  every  type  of  furnace 
or  boiler  setting  provided  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands.  Details  concerning  them  are  contained  in  our 
booklet  "Refractory  Efficiency  Engineering"  which 
will  be  sent  on  application. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 

Federal  Life  Bldg.,  HAMILTON,  ONT. 


:ji(§.®M®K 

gV  supplying  our  customers  with  electric  wires  and 
cables  and  cable  accessories  of  the  highest  quality. 
Standard  has  come  to  mean  to  them  real  economy— 
that  is  maximum  durability  at  a  reasonable  price.  Ask 
our  customers  and  then  write  our  nearest  office  about 
your  requirements. 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man.  Seattle,  Wash. 


Trade  1^ 


Made  in 


Mark 


Canada 


You 

Need 

Them 


CONCRETE  WHEELBARROWS  — steel 
tray,  wood  handles,  steel  wheel,  channel 
legs.    Ten  sizes,  various  capacities. 


The  Meaford  line 
-  full  of  devices 
which  you  need  in  your  business,  Mr.  Contractor.  They  are  all 
built  of  the  best  materials  by  workmen  who  know  your  needs 
well.     When  in  the  market  for 

Wheelbarrows,  Drag   Scrapers  etc.  etc. 

be  sure  and  investigate  our  line.  You'll  find  in  it  iust  the 
implements  you  want,  at  prices  to  suit  you. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.   Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  BC 


lo:> 
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Increase  Your  Derrick  Output 

by  equipping  your  derricks  with 
DAKE  motor  crabs  which  posi- 
tively take  the  delays  out  of 
operation.  There  are  no  dead 
centers  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 
MOTOR  CRABS 

Start,  stop  and  reverse  instantly. 

Write  now  for  catalog  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beams — Channels 
Angles— Plates 

Always  in  Stock      CONSTRUCTION  CO. 
Reinforcing  Bars  LIMITED 

"Self-Sentering"  WELLAND      -  CANADA 

Corrugated  MANUFACTURERS  AND  ERECTORS 

Sheeting 

Send  for  Stock  List    §^^^1  BuUdings  and  Brldgcs 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  qjiantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe  . 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

CP.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 


Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(Manufacturer  of  Enameled  Brick  exclusively) 
1182  Broadway,   New  York. 


YOU  KNOW  RIGHT  NOW 


whether  you  will  need  a  new  bucket  or  an  entire  new  Pioneer 
Excavating  Outfit  for  Gravel  Excavation 

.So  why  not  write  to  ns  now — today  —  for  our  catalog  atid  prices?'  Don't 
wait  till  the  robins  come  back  and  the  voilcts  bloom,  if  you  do  it  will  be 
summer  before  you  have  your  plant  in  runnin^f  oider.    We  know 
how  many  things  there  are  to  attend  to  in  getting  a  plant  erected. 

PRICES  HAVE  ADVANCED 
on  steel  cables,  blocks,  boilers  anfl 
engines,    and    will    probably   do  so 
again   several   times   this   year.  If 
yon  need  an  outfit — buy  early. 


Send  for  "Pioneer  Excavating  Outfits" 

The  Mansfield  Engineering  Co. 

INDIANAPOLIS,  IND. 
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Concrete  Bonding 
Lockers  for  Clothe* 
Iron  Stairway* 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 

PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 

ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  A.ve.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  forC.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgeburg,  Ontario,  130  Jan<*t  Street 

Cliicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgebura.  Ont. 
Chicago,  III.  Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


*«Galvaduct"  and  '*Loricated*' 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturera  under  Canadian  and  U,  S.  Letter*  Patent 

Toronto       <  Canada 
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Civil 

Electrical 
Mechanica 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 

Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Grann 
ite  Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
nVi   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  tin  Properties  and  Processes 

Head  Office  and  Laboratories: 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


AN6LINS 


LIMITED  I 
C0NTBACTIN6 
ENGINEERS 

MONTREAL 


ALL  BUILDING  WORK 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAOB  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 
Phone  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

ConsultinK  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 


POWER  BLDG. 


MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


]mma.  COPYRIGHTS  jwiFmn 


STANLEY  LIGHTFOOT 

REG'D  PATENT  SOLICITOR  AND  ATTORNKV 

LUMSDEN   BLDG.("jY^J5,^t") TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  PRCS 

MCNT.ON   TH,»    I.APCR)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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EXPArJsiorJ 

Makes  Miles  of  Smiles 

The  engineer  smiles  when  he  sees  the  job  finished  with 
ELASTITE  Expansion  Joints  because  he  knows 
that  the  pavement  will  not  buckle  and  that  the 
water  will  never  get  through  it. 

The  contractor  smiles  because  he  has  saved  time  and 
money  and  insured  himself  against  repair  charges. 
He  has  eliminated  the  trouble  and  expense  of 
pouring  joints  and  lengthened  the  open  season  for 
his  work. 

The  public  smiles  because  the  going  is  always  good 
and  the  tax  bills  represent  value  received. 
Address  Elastite  Department 

THE   PHILIP   CAREY  COMPANY 

Winnipeg,  Toronto,  Montreal 


The  Maritime  Bridge 

Company,  Limited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46—10  in.  X  15  lbs.  x  63  ft.    0  in. 
85—10  in.  X  15  lbs.  x  60  ft.    0  in. 
127 — 13  in.  X  30  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  IQV2  in. 
17—15  in.  x  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  x  3J^  in.  x  5^  in.— 60  ft.  0  in. 

38—6  in.  x  314  in.  x  11-16  in. — 60  ft.  0  in. 

40—6  in.  X  314  in.  x  ^  in. — 60  ft.  0  in. 

22—6  in.  X  3^4  in.  x  ^  in. — 55  ft.  0  in. 

TEES 

94—  3  in.  x  2-11/16  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95-  3-1/16  in.  X  2j4in.  x  5/16  in.  x  8.5  lbs. — 50  ft.  0  in. 

Large  Tonnage  of  Plates,  Shape*  and  Bars  in  Stock 

Office  and  Plant,  NcW  GksgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  131dg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  departments 
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Does  a  reduction  in 
power  cost  of  from  15 
to  50 7o  interest  you? 

The  conveying  and  moving"  of  shavings,  sawdust, 
bark,  dust  from  abrasive  wheels,  smoke,  gases,  fumes, 
etc.,  can  be  most  efficiently  done  with 

Canadian  Slow  Speed 
Mill  Exhausters 


Canadian  Fans  run  at35%  slowerspeed 
than  standard  fans.  They  thereby  decrease 
wear  and  tear  and  increase  life  and  service 
ability  accordingly. 

Housings  are  made  reversible  and  are 
adjustable  to  either  hand  and  to  any  direc- 
tion of  discharge.  One  fan  may  be  used 
even  though  the  system  is  changed. 


Standard  Mill  Exhausters  are  also 
made  reversible  and  both  types  are  furn- 
ished single  and  double  width.  Pulley  or 
motor  drive. 

Specify  Canadian  and  be  sure. 

Catalog  256-12  contains  complete  in- 
formation and  data  on  exhaust  systems. 
Write  for  a  new  copy  now. 


Canadian  Blower  and  Forge  Company,  Ltd. 

ST.  JOHNS         MONTREAL        TORONTO        WINNIPEG  VANCOUVER 


Nova  Scotia  Steel  &  Coal  Company,  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydrauHc  forge  shop  is  now  in  opera- 
tion, as  also  IS  their  recently  installed  ''Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring     Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 


Head  Office 


For  Prices  and  Particulars  Apply  to 

New  Glasgow,  N.  S. 
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Replace  the  old 
twisted  wire  way  of  ^ 
bracing    forms  for 
concrete  work  with 


\  /  Cross  Section  Forms 


lllilf ' 

Peerless  Form  Clamp 


The  one  positive  means  of  bracing  forms. 
Forms  clamped  with  Peerless  Wire  clamps  won't  bulge  and 
won't  leak  at  the  planking  joints  when  a  wet  mixture  is  used. 

Simple  and  Inexpensive 

First  cost  is  low ;  easily  operated  by  unskilled  labor ;  requires 
least  cutting  of  form  work ;  most  easily  removed  from  forms 
and  used  over  and  over  again. 

jNIade  of  two  simple,  strong  cast  iron  parts,  weighing  2^^ 
lbs.  and  a  wrench  is  furnished,  either  style,  free. 

Price  list  and  circular  sent  on  request. 


Peerless  Form  Clamp  Company 

407  N.  8th  Street,  St.  Louis,  Mo. 

Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 

Sales  Agents  for  City  of  Winnipeg  and  Provinces  of 
New    Brunswick,    Nova   Scotia,    Ontario  and  Quebec 


Agents 
Wanted  in 

Open 
Territory 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 
Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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WIRE  ROPE 

"Made  in  Canada" 
For 

Hoisting,  Haulage, 
Elevators,  Derricks, 
Cranes,  Cableways, 
Towing,  Etc.,  Etc., 

Stocks  carried  in  Montreal,  Winnipeg  and  St,  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  Montreal 


Equipment 

of  all  descriptions 


'Reliance"  Crusher  Mounted  on  Four-Wheel  Truck, 
with  Elevator  Folded. 


We  furnish  Wagons  of  all  sizes  and  styles,  Horse  and  Steam  Rollers,  Sprinklers,  Sweepers, 
Scrapers,  Dump  Carts,  Plows,  etc.  When  interested  in  equipment  of  this  description  it  will 
surely  pay  you  to  let  us  have  your  inquiry.    Let  us  send  you  our  "Road  Equipment"  Circular. 

Prompt  Shipments 

"Ransome" 
Concrete  Mixers 

All  Sizes  and  Styles 

"Reliance" 
Rock  Crushers 

All  Capacities 

Engines  —  Boilers 


Write  for  General  Catalogue  No.  101. 

F.  H.  HOPKINS  &  CO.,  MONTREAL 

Branch:-St.  Catharines,  Ont. 


j   Vol.  30  Toronto,  March  8,  1916  No.  10 


Canadian  Pipe  Company,  Ltd. 

550  Pacific  Street,  Vancouver,  B.  C. 


MANUFACTURERS  OF  , 

Wire  Wound  Wood  Pipe,  Continuous  Wood  Stave  Pipe, 

Tanks,  Silos,  Steam  Casing 

We  contract  to  install  water-works  systems  complete. 
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WIRE-CUT-LUG  BRICK 

USED  EXCLUSIVELY  FOR  BRICK  PAVING  BY  SEVERAL  BIG  CITIES 

Including  St.  Louis,  Mo.,  Wilmington,  Del.,  Toronto,  Canada,  Baltimore,  Md.,  and 
specified  by  hundreds  of  large  and  small  cities  and  by  several  state  highway 
departments. 

Smooth,  Even,  Sanitary  and  Durable  Pavement 

67,000,000  in  service  in  New  Vork  State  alone. 
Lays  uniformly  and  bonds  much  stronger  than  any  other,  as  official  tests  prove. 

Advising  engineering  service  free. 
Manufactured  by  the  following  29  independent,  competing  companies  operating  42  plants: 


Corry  Biick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville  Brick  Company,   Danville,  111. 
Clinton   Paving  Brick  Company,   Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman-Duty  Brick  Company,  Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 
Soutliern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 


McAvoy  Vitrified  Brick  Company,  Philadelphia,  Pa. 

Plant  at  Perkiomen  Junction,  Pa.  i 
Windsor  Brick  Company,  Akron,  Ohio. 
Hocking  Valley   Brick   Company,   Columbus,  Oliio. 

Plant  at  Logan,  Oliio. 
Veedersburg  Paver  Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  111 
Terre  Haute  Vitrified   Brick  Co.,  Terre  Haute,  Ind 
Albion  Vitrified  Brick  Co.,  Albion,  III. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport   Paving  Brick   Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W  Va 

Four  plants  at   New   Cumberland,  W.Va. 
The  Hydraulic-Press   Brick   Company,  St.   Louis,  Mo 
Barr   Clay   Company,   Streator,  111. 
Huiton-Townsend  Company,  2  plants,  Zanesville,  O 
The  Trimble  Paving  Brick  Company,  Dayton,  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouste'r,  Ohio. 
Thornton  Fire  Brick  Company,  Clarksburg,  W  Va 

Plant  at  Thornton,  W.  Va. 


w 
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28  "Service"  Branches  Throughout 
Canada 


IOMINION  J  Canadian  Consolidated 

Rubber  Co.,  Limited 

Montreal,  P.Q. 


It  Always  Pays 


to 


Buy  the  Best 

Just  as  it  pays  to  plant  the  best  seed,  so  it  always  pays  to  buy  the  best 
goods. 

BEST  QUALITY 
BEST  CONSTRUCTION 
BEST  WORKMANSHIP 


In  our  Rubber  Goods,  it  is  QUALITY  that  counts.  We  stand  back  of  the  quality, 
workmanship  and  construction  of  our  lines.  That  protects  your  interests,  and  you 
are  sure  to  be  satisfied. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our  prices  are  right.  Let 
us  show  you  what  we  can  do. 


IT  IS  OUR  DESIRE  TO  SERVE  YOU 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE       -  ONTARIO 

'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


^^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 


London  Concrete  Machinery  Co. 


LONDON,  ONT. 


Limited 


Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufaclurers  of  Concrete  Machinery  ard 
Cement  Working  TooU. 
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Illustration  shows  a  motor  truck  heavily 
laden  with  Mimico  Sewer  Pipe  and  some 
other  freight.  Note  that  the  weight  of  the 
truck  rests  mainly  on  a  very  thinly  covered 
section  of  Mimico  Segment  Block.  Prices 
and  details  upon  request. 


Tried,  Tested 
TRUE 

It  is  not  an  untried  theory  we  are  bringing 
to  your  notice,  but  the  product  of  hard- 
headed,  practical  engineers,  who  know 
their  business  from  A  to  Z. 

MIMICO 

VITRIFIED,  SEGMENT 

Sewer  Blocks 

(Pat.  Applied  for) 

have  been  tried  and  tested  by  men  like  yourself,  and  have  been  found  absolutely  true 
— the  very  last  word  in  sewer  construction. 

They  have  the  greatest  strength,  highest  efficiency,  are  the  easiest  laid  and  cost  less 
than  any  other  segment  sewer  block  made. 

Let  us  tell  you  more  about  them  and  quote 
you  prices.  Write 

Ontario  Sewer  Pipe  Company,  Limited 

Makers  of  the  famous  "Mimico  Brand"  sewer  pipe,  4"  to  24"  in  stock. 


MIMICO 


ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Whaels,  Water 


]Lachine  Water  Work* 
Three  million  gallons,  eighty  pound*  dome*tic,  160  lb*,  fira. 


Works  Plants. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full       paye,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 

Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DcgMoines  Bridge  &  Iron  Co. 
Dickson    Bridge  Works 
Dominion  Bridge  Company 
.Mackinnon  llolmes  &  Co. 
.Manitolia   Bridge-  &   fron  Woiks 
Maritime  Bridge  Company 
Mational  Bridge  Company 
Pittsburgli-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Kope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement 

.\Ifre<l    Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Jioving  Hydraulic  &  Engineering 
Company 


Clayworking  Machinery 
Bechtel,  B.  E.  " 

Coal  Chutes 
Manitoba  Bridge  &  Iron  Woiks. 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edoiiard 

Concrete  Culvert  Pipe 
lilair,  P.. 

Dominion  Concrete  Company 
-Vfnntrenl  Concrete  Works 

(^oncrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
r.l;iir.  1). 

DoiiiiiiiiMi    C'nncretc  Company 
.\l  mil  n  :il   Concrete  Works 

Conduits 

Can.  II.  W.  Johiis-Manville  Co. 
Conduits   Company,  Limited 
Kic-wiL    Underground  Pipe 
Covering  Company 

Contractors 

.Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
I'oster,   W.  L. 

Contractors'   Plant  &  Supplies 
Hcatty  &  Sons,  M. 
I'.oving  Hydraulic  &  Engineering 

Company 
('an.    Fairbanks-Morse  Company 
Canadian   I'^qnipment  Company 
Dake  Engine  Company 
Coodwin,  Barsby  &  Company 
.Marsh    &:  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dnnlop  Tire  R:  Rubber  Cnmfiany 


Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Work* 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 
Paterson  Mfg.  Company 


Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,   F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
(Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  11. 


Drill  Steel  Sharpeners 

Canadian    fngersollRanil  Co. 

Dump  Carts  and  Wagons 

("anadian  Eqtiipment  Company 

Dump  Cars,  Wheels,  etc. 
Bechtel,    B.  E. 

Canadian   Equipment  Company 
Hopkins  &  Company,  F.  II. 
.Manitoba  Bridge        Iron  Works 
Marsh  &  Henthorn 
National  Steel   Car  Company 
'.ilieldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Elastite 

Carey   Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  1". 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
dent   &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Punii. 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
TurnbuU  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 
Canadian  Blower  and  Forge  Co 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
iMcDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec 

tion  Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  Q. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

.Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Filtration  Plants 

New;     York    Continental  Jewell 
Filtration  Company 

Fire  Brick 

F.Ik  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

(Continued  on   Pige  »  ) 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Jfgents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


must  be  built 
of  a 


Tough 
Stone 

that 
will  cement 


WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville  -  Ont. 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario   Wind   Engine   &  Pump 
Company. 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.    Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Sliapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind   Engine   &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer   Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt  Iron  Works 


High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern   Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr   Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 

of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 
Northern  Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American  Lead  Pencil  Company 

Lighting  and  Pumping  Installations 
Can.   H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble  Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks  ^ 
National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air   Liquide  Society 

Packing 

Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Bessemer  Limestone  Company 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.   Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  12) 


198  High,  9'  Dia.    T.N.  R.,  Quebec. 


Cheaper  Chimneys 
and  Better 

That's  our  claim,  and  we'll  prove  it  to  you,  as,  we  have  done 
to  the  immense  satisfaction  of  others. 

B}^  a  marvellous  process  called  Monnoyer's  System,  we  will 
build  you  a  chimney,  better  constructed  in  every  way ;  more  at- 
tractive ;  more  durable  and  cheaper  than  any  other  chimney  erected 
by  any  other  process. 

Monnoyer's  System 

eliminates  the  immense  cost  of  shuttering,  saves  on  foundation  and 
labor  costs,  and  creates  a  chimney  that  is  attractive  in  appearance 
and  permanent  in  construction. 

Let  us  quote  you  on  the  erection  of  chimneys,  water-towers, 
condensers,  etc. 

For  further  particulars  about  our  system — write. 

Edward  Pelletier  &  Fils 

Grantees  for  Canada  and  United  States  :  111  Colomb  St.,  QUEBEC 

Sales  Keprc-sentatives  : 
The  R.  E.  CLEATON  CO.,  Engineers.  20  St.  Nicholas  St.,  MONTREAL 


March  8,  1916 
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The  blocks  cost 
less;  they  sell  for 
more;  you  sell 
more  of  them. 

Send  fifty  cents 
and  we  will  ship, 
freight  prepaid,  a 
sample  block  with 
granite  facing,  to 
any  point  east  of 
Winnipeg;  for  one 
dollar  to  any  point 
west  of  Winni- 
peg. 

Write  for  catalog 
and  particulars. 


The  Molds 


Molds  for  Casting  Waterproof  Hollow  Cement 
Building  Blocks  With  Granite  Faces 


We  manufacture  the  only  successful  Multiple  Mold,  wet  mix  block  machin- 
ery in  Canada.  We  are  owners  of  the  only  successful  process  of  facing  a 
cement  block  with  genuine  granite,  and  doing  so  at  a  cost  in  proportion  to  the 
rest  of  the  block. 

Cast  Stone  Block  &  Machine  Co.,  Limited 

298  Howard  Ave.    (ZAGELMEYER  SYSTEM)   WINDSOR,  ONT. 


The  Product 


Large  Capacity 
Derricks 

We  can  deliver  steel  g'uy  der- 
ricks up  to  50  tons  capacity.  Our 
derricks  are  made  in  Canada  by 
the  power  of  Niagara.  Nothing- 
but  the  best  materials  enter  into 
their  manufacture.  We  manufac- 
ture derrick  irons  for  wooden 
derricks  in  all  sizes. 

Ask  us  for  literature  and  prices, 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 
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ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


Notre  Dame  St.,  Three  Rivers,  Que. 
Part  of  the  Montreal  and  Quebec  highway  showing  the  smooth  surface  given  by 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.'  Do  not  let  them  dust 
away  this  coming-  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


March  8,  1916 
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General  view  of  our  Storage  Yard  at  St.  Francois  de  Sales,  Que. 


Why  OUR  Concrete  Pipe? 


The  superiority  of  concrete  pipe  over  clay  is 
so  marked,  that  it  is  hardly  necessary  to  dilate 
upon  it.  Every  civil  engineer  and  contractor 
knows,  that  concrete  is  not  only  superior  to  vitri- 
fied clay  in  durability,  uniformity  and  porosity, 
but  that  it  is  more  economical  both  as  regards 
initial  and  maintenance  costs. 

Of  course,  there  are  differences  in  the  quality 
of  concrete  pipe  as  in  all  things.  It  all  depends 
upon  materials  and  the  process  of  manufacture. 


Our  "Hercules"  Class  A  and  D  reinforced 
culvert  and  sewer  pipe  is  made  of  the  very  best 
materials  procurable  By  a  special  process  of 
manufacture  it  is  made  impervious  to  all  sewage 
acids.  It  has  been  put  to  the  most  severe  chem- 
ical tests  and  has  proven  its  great  strength  and 
resisting  qualities.  Wherever  it  has  been  in- 
stalled, it  has  never  yet  failed  to  give  a  high 
degree  of  satisfactory  service.  We  carry  in  stock 
sizes  from  9  to  48  inches.  Larger  sizes  made  to 
order. 


We'll  gladly  tell  you  more  about  it  and  quote  you  prices. 
Send  for  our  latest  Catalogue. 


Sec  Our  Exhibit  at  the  Good  Roads  Conventiotif  March  6-lOth, 


Montreal  Concrete  Works  Co. 

Limited 

17  Place  D'Armes  Hill,  MONTREAL,  Que. 

Sales  Agent  for  Eastern  Quebec  and  Maritime  Provinces— G.  I.  Lachance  Reg'd 

263  St.  Paul  St.,  Quebec,  P.Q. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company  • 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind    Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Conipany,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.   W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 
Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
.Sawyer-Massey  Company 
Waterous  Engine  Works  Co. 


Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal   Concrete  Works 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar   People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 

(Continued  on  page  12) 


MADE  IN  CANADA 


B  One  man,  utmided,  can  perform 
B  entire  operation  of  raising  filled 
I  cans  to  sidewalk  and  lowerifig 
5  empty  ca?is  to  cellar. 


— for  Speedier  and 
Safer  Ash  Removal 


npHE  G  &  G  Telescopic  Hoist,  Model  A,  raises  a  load 
J-  of  500  lbs.  at  a  speed  of  30  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET 

GILLIS  &  GEOGHEGAN,Sherbrooke,Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Aeenti  for  British  Columbia 


B.  A  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE. 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


March  S.  1016 
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One  Aveling  &  Porter  Steam  Wagon 

1912  Model 

(as  per  aboye  photo) 

One  Garrett  Steam  Wagon 

1913  Model 

Size  of  bodies  1  1  ft.  by  6  ft. 
Capacities  seven  tons,  with  3  ton  trailer. 

W.  FRASER 


83  Craig  St.  W. 


MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow,N.S. 
and  St.  Johns, PQ. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 
'  Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
^  and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q, 
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Fteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hafeersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 


Structural  Iron  and  Steel 

Burlington   Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines   Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Raid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 

Swinging  Gears 

Dake   Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh    &  Henthorn 
McDoiigall  Caledonian  Iron  Wks. 
Mackinnon,   Holmes  &  Co. 
Ontario   Wind    Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,   Shapley  &  Muir  Co. 

■Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 


Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt   Iron  Works 

Welding  Apparatus 

Presl-O-Lite  Company,  Inc. 

Welding   and    Cutting  Plants 
L'Air   Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American   Well  Works 
Ontario   Wind   Engine   &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific   Coast    Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co; 


— for  painting  gas  tanks,  water  tanks,  bridges,  structural 
iron  work  and  all  metal  surfaces 

Anchoi*  B-H  Graphite  Paint 

gives  most  years  wear  per  dollar 


Graphite  is  one  of  the  most  inert  of  pig- 
ments. It  resists  the  action  of  acids  and  alkalies. 
It  is  unaffected  by  heat  or  cold  These  quali- 
ties make  a  properly  compounded  graphite 
paint  the  ideal  coating  for  metal  surfaces  ex- 
posed to  action  of  smoke,  steam,  acid  fumes, 
gases,  heat,  etc. 

The  value  of  any  graphite  paint,  therefore, 
depends  upon  the  quality  and   percentage  of 


^^raphite  it  contains.  Anchor  B-H  Graphite 
Paint  is  made  from  the  highest  grade  of-  pure 
graphite.  This  pigment  is  ground  to  the  extreme 
degree  of  fineness  so  that  the  paint  carries  the 
largest  possible  portion  of  pure  graphite- 
Anchor  B-H  Graphite  Paint  prevents  rust 
and  makes  an  indestructible  elastic  covering. 
It  is  put  up  ready  to  use  in  barrels  and  five 
gallon  cans. 


Write  for  color  card  and  prices. 

RRANDRAM  HENDERSON 

•li^  ■■^MBUMEBI^HBBIiHHI  'iH^^M^HH^^BI  LIMITED 


MONTREAL,    HALIFAX,   ST.  JOHN,    TORONTO,  WINNIPEG. 
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Concrete  Bonding 
Lockers  for  Clothes 
ron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


.A 


ATWOOD  ATWOOD 

ENGINEERS    FOUNDERS  MACHINISTS 
Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 
Piping 


96"  Motor  Operated  Butterfly  Valve. 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


BITUNAMEL 

Unsurpassed  (oi  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


Built  for C.P.R.  Montreal 


CANADIAN 
CHICAGO  BR1DGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations.  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgebure,  Ontario,  130  Janrt  Street 

Chicago,  Illinois,  2014  Old  Colony  BIdg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co* 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 


for  Interior  Construction 


Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U.  S.  Letters  Patent 


Toronto 


Canada 
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Serves  More  People  in  More 
Ways  than  Any  Institution 
of     its    kind    in    the  world. 


The  Permanent  Paving 

BESSEMER 
LOCK 

(No.  6  of  a  Series  on  "The  Making  of  Bessemer  BIocl<") 

Results  secured  with  BESSEMER  BLOCK  are  a 
matter  of  record.  No  failure  of  a  BESSEMER 
BLOCK  pavement  or  road  due  to  the  quality  of 
luaterial  has  ever  occurred. 

.\  combination  of  circumstances  and  intelligent 
effort  has  produced  this  ideal  road  and  paving  block. 

(I)  Bessemer  Shale  was  discovered  to  be  an  ex- 
ceptional paving  block  material.  .\  long  firing  range 
and  a  tough,  hard  product. 

(3)  Two  million  dollars  has  been  spent  to  develop 
this  deposit.  Eight  steam  shovels,  2.5  miles  of  tracks 
and  30  industrial  locomotives  are  part  of  it. 

(3)  Beds  are  stripped  carefully  before  we  dig  the 
shale — so  that  no  pebbles  or  coal  will  get  into  the 
finished  brick. 

(4)  BESSEMER  BLOCK  ARE  WIRE-CUT- 
LUG  BLOCK,  M.\DE  UNDER  DUNN  P.\TENTS. 

(."))  Big  storage  bins  and  preliminary  mixing  and 
grinding  machinery  insure  uniformity  of  product. 

(ti)  Continuous  kilns  are  used — the  most  modern 
way  of  burning  paving  block. 

(7)  Inspection  is  unremitting — our  aim  is  to  fur- 
nisli  only  paving  block  fit  for  paving. 

There  are  more  good  reasons  why  Bessemer  Block 
is  known  as  the  Permanent  Paving.  Let  us  send 
you  all  the  facts.  Write. 

(Any  engineer  may  call  the  Dunn  organization  of 
paving  engineers  into  consultation.  .\sk  us  about 
this  consulting  service.) 

Bessemer  Limestone  Co. 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 

Youngstown,  Ohio 

PLANTS  AT  BESSEMER,  PA. 


J  -  M  Asbestos  Roofings 

prove  the  service  they  will  give  you 
by  the  service  they  have  given  others 

J-M  Asbestos  Roofs  have  been  in  use  on  manu- 
facturing and  industrial  plants  from  twenty  to 
thirty  years  without  a  cent  of  upkeep. 
They  are  still  in  excellent  condition  and  are  good 
for  many  more  years  of  water-proof,  fire-resistive 
roofing  service.  As  these  roofs  are  made  only  of 
Asbestos  and  Lake  Trinidad  Asphalt  they  do  not 
break  down,  but  are  practically  permanent.  They 
never  need  coating  or  painting  or  any  other  at- 
tention, so  that  their  first  cost  is  their  only  cost. 

John  s  — Manville 


The  Registered  Roofing" 

j-M  Asbestos  Roofings  are  made  in 
several  dififerent  forms.  One  of 
these  is  best  suited  to  your  require- 
ments. Our  engineers  will  be  glad 
to  advise  you  upon  receipt  of  a 
statement  of  your  needs. 


J-M  Asliestos  Roofings  are 
furnished  in  two  forms,  built 
up  for  flat  surfaces  and  Ready 
or  roll  form  (as  illustrated) 
for  sloping  surfaces. 


THE  CANADIAN 
H.W.  JOHNS-MANVILLE  CO. 


TORONTO 
MONTREAL 


LIMITED 


WINNIPEG 
VANCOUVER 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


MORE  THAN  200  IN 
USE  IN  CANADA 

Municipal  and  Contracting  Engineers 
who  are  doing-  big  things  in  road 
tniildinpf  use  Waterous  Steam  Rollers 
practically  without  exception.  These 
machines  are  working  on  all  kinds  of 
i^oad  in  every  part  of  Canada  and  under 
ever)'  sort  of  condition.  That  they 
Jiave  the  endorsement  of  every  user  in 
the  best  proof  of  tlieir  efficiency  and 
reliability. 

WATEROUS 

STEAM 
ROAD 


ROLLERS 


have  been  built  !n  Canada  for  more 
than  20  years.  Some  of  our  first  manu- 
facture are  still  in  use.  You  want  a 
machine  as  sturdy  as  this  for  your 
\v  ork. 

Mechanical  Features 

Double  cylinder,  double  crank  engine; 
locomotive  type  high-pressure  boiler; 
shaking  grates  and  dumping  ash  pan ; 
two  speed  drive  both  forward  and  re- 
verse; all  gears  cut  from  the  solid 
steel ;  locomotive  type  valve  motion, 
special  wear  proof  rolls. 
Outfit  includes: — steel  road  picks, 
driving  pulley  for  rock  crusher,  front 
clevis  and  rear  draw  bar. 

Bullntin  No.  301  and  list  of 
users  sent  on  request. 


The  Waterous  Engine  Works  Co.,  Ltd. 


BRANTFORD,  CANADA 
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Proper  Consistency  of  Concrete 

UNSATISFACTORY  concrete  will  result  from 
the  very  best  of  aggregates  if  they  are  not 
properly  proportioned.      The   too  prevalent 
unscientific  method  of  arbitrary  selection,  at 
present  in  general  use,  wmuld  scarcely  seem  to  have 
liecn  justified  even  by  the  added  facilit}^  with  which 
the  work  can  be  constructed. 

W.  S.  Gearhart,  Chairman  of  the  Committee  on 
Proportions  of  Materials  and  Consistency  of  Concrete, 
recently  pointed  out  to  the  Conference  on  Road  Build- 
ing lield  in  Chicago  th-at  if  concrete  were  specified  to 
withstand  certain  tension,  compression,  abrasion  and 
a])sorption  tests,  and  to  be  subjected  to  expert  inspec- 
tion, most  of  tlTC  difficulties  and  failures  from  faulty 


prupurliuuing  of  aggregates  could  be  removed.  The 
requirements  for  consistency  should  be  more  definitely 
specified-  The  present  terms  used  in  defining  consis- 
tency are  altogether  too  indefinite  to  the  ordinary 
contractor.  Consistency  could  probably  best  l)e  de- 
fined l)y  describing  how  the  concrete  should  act  and 
the  form  it  should  take  when  deposited. 

Cntil  some  form  of  apparatus  is  devised  and  a  sys- 
tematic method  of  inspection  established  little  can  he 
done  to  overcome  the  present  unsatisfactory  consis- 
tency specifications.  Having  concrete  too  wet  should 
l)e  especially  guarded  against,  since  wet  concrete  gives 
a  material  inferior  in  quality  and  strength  to  concrete 
of  a  medium  or  quaking  consistency.  ILxperiments 
with  hydrated  lime  in  concrete  seem  to  indicate  that  it 
decreases  the  percentage  of  voids,  produces  a  more 
impervious  concrete,  reduces  expansion  and  contrac- 
tion under  moisture  changes,  and  prevents  segrega- 
tion. In  spite  of  the  wonderful  progress  that  has 
been  made  in  concrete  work  we  are  evidently  still  very 
consideral)ly  in  the  dark  as  to  its  scientific  preparation. 
'Jlie  report  of  Mr.  Gearhart  mentioned  above,  pub- 
lished elsewhere  in  this  issue  gives  interesting  and 
valuable  information  on  this  important  subject. 


Advantages  of  Winter  Building 

The  question  of  winter  building  is  one  that  of  ne- 
cessity must  be  decided  by  the  owner  himself,  and  he 
is  generally  not  sufficiently  informed  to  take  the 
chance.  All  kinds  of  mason  work  are  now  carried  on 
successfully  at  all  times  during  the  winter.  Buildings 
of  reinforced  concrete,  depending  almost  entirely  upon 
concrete  for  support,  are  erected  in  the  dead  of  winter. 
Mortar  will  not  set  as  rapidly  in  winter  as  in  summer, 
but  mortar  used  in  winter  will  become  more  durable 
than  mortar  used  in  summer.  One  reason  for  this  may 
be  that  brickwork  laid  in  summer  absorbs  the  moisture 
from  the  mortar  before  it  has  had  time  to  set. 

It  is  an  accepted  opinion  of  the  public  that  con- 
tracts for  winter  work  can  be  let  at  a  lower  price  than 
at  any  other  time  of  the  year,  all  things  being  normal- 
It  is  probable  that  about  10  per  cent,  of  the  cost  of  the 
building  can  be  saved  if  contracts  are  let  during  the 
winter. 

The  man  who  erects  his  building  in  the  winter  has 
the  advantage  of  securing  the  higher  class  of  workman- 
ship represented  by  the  more  competent  mechanics 
who  are  kept  on  the  pay-roll  during  that  period.  Fur- 
thermore, as  the  contractor  and  architect  are  not 
rushed  with  the  same  amount  of  work  as  in  the  sum- 
mer, each  can  devote  more  of  his  individual  time  to 
the  construction  of  the  building. 

All  woodwork  which  enters  into  the  construction 
of  a  building  is  far  superior  when  installed  during  cold 
weather,  the  atmosphere  being  much  dryer  than  in 
summer.  Much  of  the  moisture  in  the  form  of  rain, 
which  is  absorbed  by  the  rough  woodwork  during 
warm  weather,  becomes  snow  in  winter  and  is  easily 
cleaned  ofif  before  any  material  damage  can  be  done. 
The  moisture  absorbed  by  the  rough  woodwork  in 
summer  will  not  dry  out  until  some  time  after  the 
building  is  completed  and  decorated.  When  this 
moisture  dries  out  floors  and  partitions  often  settle, 
causing  cracks  and  other  defects. 

One  of  the  greatest  objections  to  summer  building 
is  the  absorption  of  moisture  from  the  air  by  the  in- 
terior wood  finish.  This  interior  finish  is  one  of  the 
most  important  features  of  a  building,  and  greater  care 


THE   CONTRACT  RECORD 


March  8,  1<)1(S 


and  skill  must  ha  emplo}'ed  in  its  installation  than 
with  any  other  part  of  a  building.  ,  It  is  always  sub- 
ject to  more  close  inspection  as  long  as  a  building 
stands,  and  it  is  important  that  every  precaution 
should  be  employed  to  preserve  the  highest  class  of 
workmanship  in  the  building  as  a  whole.  The  mois- 
ture absorbed  by  the  hnish  woodwork  in  summer  will 
dr}^  out  later  and  cause  joints  to  open,  doors  to  shrink, 
panels  to  crack,  and  the  work  to  assume  the  character 
of  a  building  that  literally  has  been  thrown  together. 

On  the  other  hand,  heat  is  maintained  in  the  build- 
ing erected  in  the  winter,  and,  as  a  result,  moisture  is 
kept  out  and  the  finish  remains  in  a  first-class  condi- 
tion.— The  Plumber. 


Unloading  Stone  Economically 

Editor,  Contract  Record : — 

One  of  the  most  troublesome  and  expensive  prob- 
lems that  confront  the  Road  Superintendent  where 
stone  has  to  be  shipped  in  by  rail,  is  the  unloading. 

Few  men  are  willing  to  .go  in  a  car,  especially  on  a 
warm  day  and  shovel  stone,  and  except  men  are  used 
to  the  work,  not  much  progress  is  made..  Many  de- 
vices have  been  invented  to  overcome  this  difficulty, 
some  have  been  tried  out  with  more  or  less  success. 
*rhe  Toronto  and  Hamilton  Highway  Commission 
have  a  steam  derrick  with  a  Clam  Shell  Dipper  which 
is  fairly  successful,  but  this  device  is  too  expensive 
and  not  portable  enough  for  county  work. 

It  has  occurred  to  me  that  a  light  derrick  worked 
by  a  Gasoline  engine  with  a  Clam  Shell  Dipper  that 
could  be  easily  taken  down  and  moved  from  station 
to  station,  would  be  a  great  help.  This  device  could 
be  set  up  some  distance  from  the  loaded  car  to  give  the 
boom  room  to  work  and  the  crushed  stone  discharged 
into  the  wagon  or  a  bin  from  which  it  could  be  loaded. 
It  is  strange  that  some  enterprising  firm  has  not  put 
something  of  this  description  on  the  market.  Der- 
ricks of  all  designs  and  capacity  are  manufactured  b}^ 
many  firms  but  none  I  have  examined  seem  to  be  what 
is  required  for  this  particular  work. 

Yours  truly, 

J&mes  M.  Sheppard, 
Queenston,  Welland  Co.  Road  Superintendent. 


Gravity  Filter  System  for  Drummondville 

Messrs.  Ouimet  &  Lesage,  engineers,  of  Montreal, 
have  designed  a  pumping  station  and  mechanical 
gravity  filter  system  for  the  town  of  Drummondville, 
P.  Q.,  to  replace  the  present  one  which  has  been  found 
inadequate  to  meet  modern  conditions.  The  plans  pro- 
vide for  a  plant  of  1,500,000  U.  S.  gailons  capacity  per 
twenty-four  hours,  but  it  is  proposed  to  now  install 
two  of  the  three  units,  each  with  a  capacity  of  500,000 
gallons;  the  existing  reservoir  will  be  utilized.  The 
water  will  be  taken  from  the  .St.  Francis  River,  and  will 
be  automatically  purified  by  filtration,  alum  solution, 
and  liquid  chlorine.  The  chlorine  is  to  be  fed  through 
a  Vcnturi  meter  into  the  filtered  water.  The  sedi- 
mentation basin  will  have  a  capacity  of  140,000  gal- 
lons, and  the  clear  water  basin  one  of  <S0,000  gallons. 
Each  filtering  unit  will  be  operated  by  hydraulic 
valves,  the  action  being  on  marble  tables  in  front  of 
each  'unit.  The  four  pumps — two  high  lift  and  two 
low  lift — will  be  driven  by  electric  and  gasoline  motors, 
the  latter  to  be  used  as  auxiliary  forces.  The  electric 
current  will  be  supplied  by  the  Southern  Canada 
Power  Company.    The  pumping  station  and  filtration 


plant  will  ])e  of  concrete  and  pressed  brick,  the  build- 
ings being  made  fireproof  as  far  as  possible.  The 
former  structure  will  be  heated  by  a  hot  water  system. 


Moldless  Concrete  Construction 

A  new  phase  in  Portland  cement  concrete  construc- 
tion which  should  prove  of  practical  value  to  contrac- 
tors and  builders  has  recently  been  developed,  and 
many  ingenious  details  of  construction  have  been 
worked  out  to  take  care  of  practical  problems  which 
the  contractor  encounters  on  the  job.  This  new  plan 
is  the  erection  of  reinforced  concrete  without  the  use 
of  forms  or  molds  of  any  kind ;  the  only  special  equip- 
ment necessary  being  a  few  inexpensive  gauge  strips 
and  tamps.  The  walls  in  this  construction  are  made  up 
of  concrete  panels,  molded  flat  on  the  ground  and  con- 
fined within  light  steel  channels  (known  as  metal  lum- 
ber). The  channels  are  held  apart  by  steel  rods  which 
also  serve  to  reinforce  the  concrete.  When  the  panels 
are  assembled,  the  channels  come  together  back  to 
back,  and  are  easily  locked  in  place.  The  method  of 
concrete  building  construction  is  claimed  to  be  revo- 
lutionary in  its  simplicity,  low-cost,  and  adaptability. 


"Ladies  Night"  in  Calgary 

The  Calgary  Branch  of  the  Canadian  Society  of 
Civil  Engineers  held  its  third  dinner  of  the  season  at 
the  Palliser  Flotel,  Thursday  evening,  February  24th. 
An  innovation  was  tried  at  this  meeting.  It  was  de- 
signated as  "ladies  night"  and  all  present  agreed  that 
it  was  a  success. 

After  the  dinner  Dr.  J.  G.  Rutherford,  Superin- 
tendent of  Agriculture  and  Animal  Industry,  C.  P.  R.. 
Department  of  Natural  Resources,  addressed  the 
Branch  on  the  subject  "Some  Thoughts  on  the  Present 
World  Situation." 

In  his  remarks  the  speaker  referred  to  the  remark- 
able development  in  the  world  during  the  past  hundred 
years,  which  might  justify  one  in  saying  that  the 
world  as  we  know  it  is  not  more  than  a  hundred  vears 
old. 

Within  that  time  there  had  been  the  wonderful 
spread  of  transportation  facilities,  the  development  of 
the  lighting  system  and  the  spread  of  education,  for 
about  one  hundred  years  ago  the  number  of  people 
who  could  read  and  write  was  about  equal  to  those 
who  could  not  do  so  now-  Dr.  Rutherford  first  saw 
the  electric  light  in  1880  and  the  telephone,  which  is 
now  in  such  general  use,  he  first  utilized  in  1878. 

While  this  development  was  going  on  there  had 
been  an  era  of  wastefulness  which  he  .said  would  com- 
pare to  a  financial  drunken  spree.  The  resources  of 
the  country  had  been  wasted  and  now  the  penalty  must 
be  paid.  Had  we  husbanded  our  wealth  instead  of 
wasting  it  Canada  would  have  been  better  prepared  for 
the  present  struggle. 

In  the  absence  of  William  Pearce,  Chairman,  A.  S. 
Dawson,  Chief  Engineer,  Department  of  Natural  Re- 
sources, C.  P.  R.,  occupied  the  chair. 


Toronto  Section  G.  S.  C.  E. 

The  regularly  monthly  meeting  of  the  Toronto 
branch  of  the  Canadian  Society  of  Civil  Engineers  will 
be  held  in  the  Society's  rooms  at  the  Engineer's  Club, 
<)0  King  Street  West,  on  Thur.sday.  March  9,  at  8  p. 
m.  The  work  of  the  Committee  appointed  in  1915  to 
suggest  desirable  changes  in,  or  additions  to,  the  pre- 
sent by-laws  will  bo  discussed. 
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The  Clays  of  Southern  Saskatchewan 

Canada  Well  Supplied  With  an  Abundance  of  High  Grade  Clays — Suitable  for 
Manufacture  of  Refractories,  Stoneware,  White  Earthenware,  Structural  Products 

By  N.  B.  Davis* 


IN  the  southern  part  of  the  province  of  Saskatche- 
wan there  is  located  one  of  the  most  valuable  and 
extensive  clay  fields  of  the  Dominion  of  Canada. 
From  the  vicinity  of  Estevan,  westward  along  the 
international  boundary  some  two  hundred  and  fifty 
miles,  and  north  to  make  a  triangular  area  with  the 
a])ex  west  of  Moose  Jaw,  the  country  is  imderlain  by 
a  series  of  clays,  silts,  sands  and  lignites,  comprising 
what  is  known  to  geologists  as  the  Fort  Union  forma- 
tion. West  of  this  again,  smaller  detached  areas  of 
this  same  formation  outcrop  in  those  elevated  areas 
known  as  Boundary  Plateau,  White  Mud  River  Plat- 
eau, and  the  Cypress  Hills. 

Although  the  Fort  Union  formation  is  known  to 
generally  underlie  these  areas,  the  valuable  clays  are 
not  available  everywhere  over  them.  It  is  only  in  the 
escarpments  of  the  plateaus,  and  in  the  large  river  val- 
leys, with  their  tributary  coulees,  that  good  workal^le 
sections  of  the  clays  are  to  be  found. 

The  most  important  beds  of  this  formation,  to  the 
clayworker,  are  the  white  and  grey  refractory  clays 
and  clayey  sands,  constituting  what  are  locally  known 
as  the  "white  muds."  The  white  plastic  clays  are  of 
stoneware  character,  fusing  around  cone  15.  The  more 
sandy  beds  are  quite  refractory,  some  of  them  standing 
up  to  cone  30. 

These  refractory  clays  are  followed  in  importance 
by  yellow  calcareous  clays  and  clay  silts,  which  are 
suitable  for  common  clay  ware,  such  as  brick  and  drain 
tile;  and  for  mixing  with  the  stoneware  clays  to  reduce 
tlie  temperature  of  vitrification  in  making  sewer  pipe 
and  hollow  block. 

Dark  grey,  brown,  and  black,  gumbo-like  clays  oc- 
cur in  the  same  formation,  but  their  drying  defects  are 
so  bad  that  they  cannot  be  used  without  special  pre- 
liminary treatment,  such  as  the  pre-heating  practised 
at  Estevan. 

Lignite  beds  of  fair  quality  are  here  and  there  asso- 

*  Mines  Branch,  Ottawa,  before  C.N.C.P.A.,  Toronto. 


ciated  with  the  clays,  and  their  economic  aspects  are 
of  great  importance  to  the  future  of  the  clayworking 
industry.  The  accompanying  sketch  map  (Fig.  1) 
shows  the  general  distribution  of  the  clay-bearing  Fort 
Union  formation,  the  important  clay  outcrops  being 
suitably  indicated. 

It  will  be  noticed  that  the  largest  area  includes  the 
elevations  known  as  Wood  Mountain  and  the  Dirt 
Hills,  and  in  the  following  notes  these  localities,  along 
with  other  prominent  topographical  features,  such  as 
the  Frenchman  Valley,  Souris  Valley,  and  Cypress 
Hills,  will  be  used  as  headings. 

Cypress  Hills 

The  section  of  clays  found  in  the  Cypress  Hills  is 
the  most  complete  one  in  the  province.  The  hill  tops 
are  protected  at  the  highest  elevations  by  quartzite 
gravel,  the  pebbles  of  which  should  prove  of  value  for 
grinding  purposes.  Below  the  gravel  there  is  a  great 
thickness  of  fine,  plastic,  greyish  white,  to  mottled  red 
and  green  clays.  They  are  best  exposed  near  the 
western  end  of  the  hills.  Some  of  these  are  slightly 
calcareous.    Their  working  qualities  are  excellent. 

The  white  refractory  clays  are  not  exposed  here,  but 
continuing  eastward,  easily  worked  outcrops  are  to  be 
found  near  old  Fort  Walsh,  on  Battle  Creek,  and  in 
the  valley  of  the  White  Mud  or  Frenchman  River, 
the  most  important  locality  being  the  last  named. 

From  Palisade  to  South  Fork  the  Canadian  Pacific 
Railroad  follows  the  deep  valley  of  the  Frenchman 
River  and  Swift  Current  Creek  coulee.  For  most  of 
this  distance,  some  fifteen  miles,  the  white  clays  can 
be  seen  outcropping  in  the  valley  sides  within  a  mile 
or  so  each  side  of  the  railroad. 

A  typical  section  measured  in  the  vicinity  of  Ra- 
venscraig  resulted  somewhat  as  shown  in  Fig.  2. 

It  will  be  noted  that  the  white  clays  are  underlain 
by  a  considerable  thickness  of  greyish-white  quartz 


Forf  Union  Formation 
Clay  Outcrops 


Index  map  of  Southern  Seskatx:hew3n,  showing  Fort  Union  Formation 
and  location  of  important  clay  outcrops. 
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sands,  which  may  prove  of  value  for  moulding  or  glass 
making. 

The  yellowish  calcareous  clays,  silts  and  sands 
overlying  the  white  clays  are  quite  thick,  but  erosion 
has  here  and  there  made  the.  white  clays  available 
without  underground  mining  operations  being  neces- 
sary. 

The  beds  are  all  more  or  less  lenticular,  all  through 
the  Fort  Union  formation ;  they  thicken  and  thin  from 
place  to  place.  Along  the  Frenchman  River  the  good 
clays  appear  to  increase  in  thickness  eastward,  while 
to  the  west  the  beds  are  more  sandy. 

In  the  vicinity  of  the  town  of  Eastend,  where  the 
railroad  leaves  the  valley  of  the  Frenchman  River,  the 
best  workable  outcrops  are  to  be  found.  To  the  north 
and  south  of  the  town,  erosion  has  bared  considerable 
quantities  of  the  valuable  white  clays ;  in  one  outcrop 
the  following  section  was  measured:  (1)  glacial  drift, 

1  to  10  ft.;  (2)  brown  clay,  8  ft.;  (3)  fine  yellow  sand, 

2  ft.;  (4)  plastic  white  clay,  5  ft.;  (5)  purplish  grey 
clay,  2  ft.;  (6)  white  plastic  clay,  6  ft. 

The  clays  below  the  glacial  drift  at  this  point  have 
good  working  qualities,  with  shrinkages  within  prac- 
tical limits.  They  burn  to  dense,  greyish  bodies  at 
cone  5,  and  do  not  soften  until  the  deformation  of  cone 
15.  The  Albany  slip,  Bristol,  and  salt  glazes  have 
been  applied,  with  success,  to  these  bodies. 

The  glacial  clay  silt  of  the  valley  bottom  near  East- 
end  burns  to  a  fine  deep  red  color  at  cone  010.  A  small 
quantity  of  sand  would  have  to  be  added  to  the  clay, 


Fig.  2— Section  of  Fort  Union  Beds  near  Havcnscraig,  Sask. 

however,  to  dry  it  without  cracking.  It  could  then  be 
used  for  the  manufacture  of  hollow  building  block 
and  common  brick. 

Wood  Mountain 

Between  Eastend  vicinity  and  the  northwest  slope 
of  Wood  Mountain  the  country  is  heavily  covered  by 
glacial  deposits,  and  the  Fort  Union  clays  are  hidden. 

In  the  coulees  tributary  to  the  Wood  River  and 


around  Twelve  Mile  Lake  the  white  clays  again  appear. 
A  sample  of  a  sandy,  Avhite  clay,  collected  on  the  north 
shore  of  Twelve  Mile  Lake,  stood  up  to  cone  28. 

Further  northeast,  in  the  Lake-of-the-Rivers  valley, 
near  Willows  Station,  on  the  Canadian  Pacific  Rail-- 
Avay,  the  Alberta  Clay  Products  Company  is  working 
a  fine  section  of  the  refractory  clays,  and  shipping 
the  run-of-bank  some  450  miles,  via  Weyburn  and 


Fig.  3— Alberta  Clay  Products  Co. 'spit  near  Willows,  Sask. 

Moose  Jaw,  to  Medicine  Hat.  At  this  place  it  is  worked 
into  sewer  pipe,  flue-lining,  wall  coping,  etc.  Fig".  3 
shows  the  pit  being  worked  during  the  summer  of  1915. 

The  run-of-bank  burns  to  a  dense,  vitrified  body  at 
cone  9.  A  sample  of  a  fifteen-foot  bed  in  this  section 
reflects  the  properties  of  a  ball  clay. 

Dirt  Hills 

The  white  clays  appear  further  north  again  in  the 
Lake-of-the-Rivers  valley,  near  Mitchellton,  on  the 
Canadian  Northern  Railway,  and  again  along  the 
north-facing  escarpment  of  the  Dirt  Hills.  It  is  here 
at  a  place  called  Claybank  that  the  Saskatchewan  Clay 
Products  Company  is  operating  the  only  plant  in  Sas- 
katchewan, using  the  refractory  Avhite  clays. 

The  plant  consists  of  the  usual  pit  equipment  of 
cars  hauled  by  cable,  a  large  storage  shed,  one  dry 
pan,  one  dry  press  machine,  and  eight  round  down- 
draft  kilns.  Power  is  supplied  by  a  150  h.p.  Diesel  oil 
engine.  The  white,  greyish-white  and  sandy  clays  are 
blended  to  make  dry  press  face  brick  of  plain  buff  and 
flashed  colors. 

Mr.  George  Shoemaker  is  manager  of  the  plant, 
and  at  present  is  carrying  on  experimental  work  with 
the  intention  of  placing  fire  brick  on  the  market,  tests 
on  some  of  the  clays  having  shown  them  to  stand  up 
to  cone  30. 

Big  Muddy  Valley 

In  the  Big  Muddy  Valley,  from  Willowbunch  Lake, 
southeast  to  the  international  boundary,  the  white 
clays  outcrop  here  and  there  all  down  the  valley.  The 
best  exposures  are  located  near  the  boundary  line  in 
the  vicinity  of  Big  Muddy  post  office.  Tests  on  a  num- 
ber of  samples  from  this  locality  show  the  clays  to  be 
in  all  respects  similar  to  those  found  in  the  other  areas 
described. 

Souris  Valley 

East  of  the  Big  Muddy  Valley,  the  white  clays  are 
not  known  to  outcrop.    The  whole  thickness  of  the 
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]u)rt  Union  beds  consists  of  dark  grey,  broken  and 
yellow  clays  and  numerous  lignite  seams.  The  best 
outcrops  occur  in  the  Souris  Valley,  and  more  particu- 
larly in  the  vicinity  of  Estevan,  where  numerous  plants 
are  working  the  red  and  buff  burning  clays  for  making 
common  and  face  bjick,  and  hollow  block.  The  red 
burning  clay  has  to  be  pre-heated  to  overcome  check- 
ing, and  is  then  made  into  dry  press  bricks. 

The  industry  is  fairly  well  established  in  the  Este- 
van field,  there  being  some  five  plants  equipped  for 
operation  at  the  present  time. 

Railroads  and  Fuel  Supply 

Until  but  recently  rail  transportation  has  been  lack- 
ing to  the  most  valuable  clay  areas.  The  Portal-Moose 
[aw  branch  of  the  Canadian  Pacific  Railway  has  served 
the  Estevan  field  for  a  number  of  years,  but  the  im- 
portant refractory  clays  do  not  occur  there. 

Just  two  )-ears  ago  the  Canadian  Northern  Railway 
completed  its  Avonlea-Gravelbourg  branch  as  far  as 
Claybank  in  the  Dirt  Hills,  and  made  the  high-grade 
clays  of  this  locality  available.  However,  the  market 
for  high-class  face  brick  broke  about  the  time  the  rail- 
road arrived,  and  the  plant  at  Claybank  suffered  ac- 
cordingly. During  the  past  year  the  same  Canadian 
Northern  Railroad  branch  has  been  constructed  west, 
and  made  available  the  clays  of  the  north  end  of  Lake- 
of-the-Rivers,  near  Mitchellton. 

Three  years  ago  the  Canadian  Pacific  Railway  start- 
ed its  Weyburn-Lethbridge  line,  and  since  then  has 
tapped  the  clays  of  the  south  end  of  Lake-of-the-Rivers, 
and  of  the  White  Mud  River  Valley.  The  line  is  now 
completed  as  far  west  as  the  Alberta  boundary,  and  it 
is  hoped  that  the  time  will  not  be  far  distant  when 
connection  will  be  made  with  the  construction  east 
from  Lethbridge. 

South  of  the  Canadian  Pacific  Railway  the  Canadian 
Northern  Railway  has  a  branch  line  extending  west- 
ward to  near  the  southeast  end  of  Willowbunch  Lake. 
If  this  line  is  completed  along  the  proposed  route  it 
will  open  up  the  clay  and  lignite  areas  immediately  to 
the  north  of  Wood  Mountain. 

At  present  most  of  the  fuel  used  is  brought  in  by 
rail  over  the  Canadian  Pacific  Railway  from  Alberta. 
It  is  mostly  a  semi-bituminous  coal,  and,  because  of  the 


long  haul,  the  ])rice  is  high.  In  the  Estevan  field  a  cer- 
tain amount  of  the  local  lignite  is  utilized,  but  its  full 
efficiency  it  not  realized. 

Extensive  tests,  carried  on  at  the  fuel-testing  plant 
of  the  Department  of  Mines,  in  Ottawa,  have  shown 
the  lignites  to  be  ideal  for  making  producer  gas  for 
power  generation  in  a  gas  engine.  No  steaming  tests 
liave  been  made,  but  the  analyses  point  to  its  success- 
ful ap])lication  in  this  way  under  suitable  mechanical 
conditions. 

The  gas  producer  has  come  to  the  clay-working  in- 
dustry to  stay,  and  the  clayworker  of  Saskatchewan, 
and  the  West  generally,  should  not  be  slow  to  adopt 
it  as  an  economical  means  of  converting  a  poor  fuel  to 
a  high-grade  one. 

Natural  gas  has  not  been  struck,  as  yet,  in  commer- 
cial quantities  anywhere  in  the  southern  part  of  the 
province.  Preparations  are  being  made  to  sink  a  well 
at  Eastend  in  the  hope  of  getting  a  cheap  fuel  to  aid 
in  the  local  development  of  the  clays. 

The  Future  of  the  Clay  Industry 

The  importance  of  the  clays  of  southern  Saskatche- 
wan to  the  whole  Canadian  West  cannot  be  overesti- 
mated. There  is  an  abundance  of  high-grade  clays 
suitable  for  the  manufacture  of  refractories,  of  stone- 
ware, Rockingham  ware,  and  white  earthenware,  as 
well  as  for  all  varieties  of  burned  clay  products  for 
structural  purposes. 

Before  the  outbreak  of  the  war  in  Europe,  the  im- 
mediate future  of  the,  clay  industry  in  Saskatchewan 
promised  well.  The  railroads  were  spreading  lines  of 
transportation  over  the  country,  crops  were  fair,  and 
the  Western  farmer  was  beginning  to  appreciate  some- 
thing better  than  a  sod  shack  to  live  in.  Lumber  had 
to  be  hauled  great  distances,  and  the  price  was,  accord- 
ingly, high.  Prairie  fires  were  teaching  the  builders 
with  wood  the  value  of  more  fireproof  construction. 
Altogether,  the  country  Avas  ripe  for  a  better  supply 
of  burned  clay  products. 

With  the  war  on,  needs  have  not  materially  changed. 
Business  is  simply  marking  time  for  a  better  monetary 
condition.  The  country  is  essentially  a  farming  one, 
and  with  wild-boom  days  over,  and  the  war  at  an  end, 
normal  conditions  should  soon  return. 


Proportioning  and  Mixing  Concrete 

Better  Proportioning  of  Aggregates  and  More  Efficient  Inspection  Necessary  to 
Procure  Best  Results  from  Concrete — Effect  of  the  Addition  of  Hydrated  Lime 

By  W.  S.  Gearhart* 


It  is  the  common  practice  at  the  present  time  to 
proportion  materials  for  concrete  roads  and  streets 
by  the  method  of  "arbitrary  selection" ;  that  is,  by 
specifying  the  number  of  parts  of  different  ingredients. 
Although  this  is  one  of  the  most  unscientific  methods 
of  proportioning  materials,  its  general  use  has  seemed 
to  be  justified  by  the  facility  with  which  the  work  can 
be  handled  under  existing  conditions.  But  unless  the 
character  of  the  aggregates  to  be  used  and  the  quality 
of  concrete  made  with  the  specified  proportions  of  in- 
gredients are  carefully  determined,  this  method  should 
not  be  used,  for  a  1  :2  :3  mixture  in  one  case  may  be 
identical  in  quality  with  a  1  :2  -.4  mixture,  or  even  a 

Chairman  of  Committee,  before  National  Conference  on  Concrete  Road 
Buildinsf. 


1  -ZYz  :5  mixture  of  another,  on  account  of  the  varia- 
tion in  size  of  aggregates. 

Proper  Mixing 

Unsatisfactory  concrete  will  result  from  the  best 
aggregates  if  they  are  not  properly  proportioned. 
Therefore  a  careful  investigation  of  aggregates  may 
mean  the  difference  between  the  success  or  failure  of 
the  road.  The  general  adoption  of  a  more  scientific 
method  of  proportioning  the  materials  is  very  much 
to  be  desired. 

By  specifying  that  the  concrete  be  of  a  standard 
([uality  which  would  withstand  certain  tension,  com- 
])ression,  abrasion,  and  absorption  tests,  probably  sim- 
ilar to  paving  brick  specifications,  and  then  by  requir- 
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ing  high-class  expert  inspection  to  eliminate  the  per- 
sonal eqnation  as  much  as  possible,  and  so  that  fre- 
quent field  tests  could  be  made,  most  of  the  principal 
objections- to  the  scientific  methods  of  proportioning 
materials  for  concrete  could  probably  be  eliminated. 

Recommendations 

The  recommendations  for  the  proportions  of  the  sev- 
eral classes  of  concrete  for  roads  and  streets  represent 
the  best  practice  at  the  present  time.  However,  they 
should  not  be  used  without  a  thorough  appreciation 
of  the  defects  in  the  method  of  arbitrary  selection. 
These  recommendations  are  therefore  made  with  the 
understanding  that  the  Portland  cement  used  complies 
with  the  Standard  Specifications  of  the  American  So- 
ciety for  Testing  Materials ;  that  the  fine  and  coarse 
aggregates  will  meet  the  standard  specifications  for 
concrete  roads  and  pavements  of  the  American  Con- 
crete Institute  for  1914 ;  that  the  character  of  these 
materials  and  the  quality  of  the  concrete  made  with 
the  specified  proportions  of  these  ingredients  will  be 
determined  by  careful  tests ;  and  that  the  coarse  ag- 
gregate shall  consist  of  sound,  hard  stone  or  gravel 
having  a  coefficient  of  wear  of  not  less  than  ten  for 
one-course  construction  and  for  the  wearing  course  of 
two-course  construction  ;  and  not  less  than  seven  for 
the  base  of  two-course  construction. 

One-Course  Concrete. — For  a  one-course  concrete 
pavement  the  materials  should  be  mixed  in  the  pro- 
portion of  one  sack  of  Portland  cement,  two  cubic  feet 
of  fine  aggregate,  and  three  cubic  feet  of  coarse  aggre- 
gate ;  and  a  cubic  yard  of  the  resulting  concrete  in  place 
should  contain  not  fewer  than  six  and  eight-tenths 
sacks  of  cement. 

Two-Course  Concrete. — For  the  base  of  a  two- 
course  pavement  the  materials  should  tc  mixed  in  the 
proportion  of  one  sack  of  Portland  cement,  two  and 
one-half  cubic  feet  of  fine  aggregate,  and  five  cubic 
feet  of  coarse  aggregate;  and  a  cubic  yard  of  the  re- 
sulting concrete  in  place  should  contain  not  fewer  than 
five  and  six-tenths  sacks  of  cement. 

If  the  base  is  to  consist  of  cement  and  fine  aggre- 
gate the  material  should  be  mixed  in  the  proportions 
of  one  sack  of  Portland  cement  to  not  more  than  four 
cubic  feet  of  fine  aggregate*;  and  a  cubic  yard  of  the 
resulting  concrete  in  place  should  contain  not  fewer 
than  eight  and  two-tenths  sacks  of  cement. 

For  the  wearing  course  of  a  two-course  pavement 
the  materials  should  be  mixed  in  the  proportion  of  one 
sack  of  Portland  cement  to  not  more  than  two  cubic 
feet  of  fine  aggregate ;  and  a  cubic  yard  of  the  result- 
ing concrete  in  place  should  contain  not  fewer  than 
eleven  and  eight-tenths  sacks  of  cement. 

Whenever  it  is  economical  to  do  so  the  materials 
in  the  wearing  course  should  be  mixed  in  the  pro- 
portions of  one  sack  of  Portland  cement,  one  and  one- 
half  cubic  feet  of  fine  aggregate,  and  two  and  one-half 
cubic  feet  of  coarse  aggregate  which  would  be  re- 
tained on  a  quarter  inch  mesh  sieve  and  which  would 
pass  a  three-quarter  inch  mesh  screen,  in  order  to  re- 
duce the  difference  between  the  expansion  and  con- 
traction in  the  base  and  wearing  courses  to  a  minimum. 

Hydrated  Lime. — Many  experiments  in  concrete 
road  construction  have  been  made  recently  with  hyd- 
rated lime  added  to  the  concrete  in  amounts  ranging 
from  five  to  ten  per  cent,  by  weight  of  the  cement. 
Information  available  at  the  present  time  seems  to  in- 
dicate that  the  addition  of  a  small  percentage  of  some 
inert  material  such  as  hydrated  lime  may  be  of  value 
in  concrete  road  construction  for  it  decreases  the  per- 
centage of  voids  and  produces  a  more  impervious  con- 


crete, and  reduces  the  expansion  and  contraction  un- 
der moisture  changes  ;  but  at  this  time  your  committee 
does  not  feel  warranted  in  making  any  definite  recom- 
mendations. 

Consistency  of  Concrete 

The  terms  used  in  defining  the  proper  consistency 
of  concrete  are  generally  indefinite  and  to  one  man  may 
mean  one  thing  and  to  another  something  else.  The 
following  examples  taken  from  the  replies  to  the  in- 
quiries sent  out  are  representative  of  the  present  prac- 
tice : 

"Plastic." 

"Plastic  enough  to  retain  its  shape  when  screedcd, 
and  not  to  be  so  plastic  that  a  flow  of  mortar  will  be 
produced  on  the  top,  or  in  which  any  segregation  can 
take  place." 

"Mixture  must  be  plastic  and  of  such  consistency 
that  it  can  be  troweled  and  will  quake  slightly  under 
the  trowel." 

"Concrete  wet  enough  so  that  it  can  be  worked 
easily,  yet  dry  enough  to  retain  its  shape — a  quaking 
mixture." 

"A  quaking  mixture  that  can  be  made  even  by 
tamping." 

"A  quaking  mixture  which  can  be  struck  off  with 
template." 

"Like  thick  cream." 

"Such  that  a  light  tamping  will  bring  mortar  to 
the  surface." 

"Wet  enough  to  produce  a  concrete  that  will  flush 
readily  under  light  tamping." 

"Dry  enough  to  require  slight  tamping  to  settle  in- 
to place." 

"Wet  enough  to  settle  in  flat  mass  but  not  to  run 
on  subgrade." 

"Works  easily  under  tem|)late." 

"Requires  use  of  hoe  to  keep  concrete  moving." 

"Wet  enough  to  flow  into  place  with  assistance  of 
laborers  and  work  easily  under  template." 

"A  concrete  which  will  hold  its  shape  when  struck 
off  with  a  template." 

"Holds  its  shape  when  struck  with  template,  but 
such  that  the  materials  will  not  separate." 

"A  consistency  such  that  concrete  can  be  conveyed 
and  deposited  without  separation  of  coarse  aggregate 
from  the  mortar." 

"No  excess  water  to  appear  after  a  thorough  tamp- 
ing." 

"Consistency  such  that  when  walked  onto  the  foot 
is  removed  with  effort  and  the  remaining  hole  does 
not  run  full  of  mortar." 

Amount  of  Water 

The  amount  of  water  necessary  to  produce  the  re- 
quired consistency  varies  from  about  six  to  twelve 
per  cent,  by  weight,  or  from  fourteen  to  thirty  per 
cent,  by  volume  of  concrete,  and  from  eighteen  to 
thirty-five  gallons,  or  from  one  hundred  and  fifty  to 
three  hundred  pounds  per  cubic  yard  of  concrete.  This 
great  variation  is  largely  due  to :  the  amount  of  moist- 
ure in  the  aggregates,  the  character  of  the  materials, 
and  the  atmospheric  conditions. 

Requirements  for  consistency  should  be  specified 
in  a  more  definite  way  than  is  usual.  It  is  evident,  how- 
ever, that  a  standard  consistency  cannot  be  expressed 
in  terms  of  the  percentage  of  water  used. 

The  re<|uired  consistency  can  probably  be  expressed 
in  the  most  satisfactory  terms  by  (lescribing  how  the 
concrete  acts  and  tiie  form  it  takes  when  thoroughly 
mixed  and  deposited  on  the  subgrade.  l""rom  this  it 
would  seem  that  some  laboratory  consistency  require- 
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inoiits  might  be  worked  out ;  and  it  is  recommended 
that  extensive  investigations  be  made  to  devise  ap- 
paratus and  a  method  of  testing  concrete  vi^hich  may 
result  in  establishing  some  standard  consistency.  Un- 
til such  an  investigation  is  made  little  can  be  done  to 
overcome  the  present  unsatisfactory  consistency  speci- 
fications. 

The  objections  to  mixing  concrete  too  wet  should 
he  especially  emphasized.  There  is  practically  no 
danger  of  having  the  concrete  mixed  too  dry  for  the 
workmen  soon  learn  that  by  using  an  excess  of  water 
the  concrete  can  be  mixed  with  less  efifort,  and  handled, 
])laced  and  finished  more  readily  than  when  it  is  of  the 
proper  consistency,  and  this  partly  accounts  for  the 
general  practice  of  mixing  concrete  for  road  work  too 
wet. 

It  is  a  matter  of  general  observation  both  in  the 
field  and  the  laboratory  that  with  the  same  materials, 


other  things  being  equal,  a  wet  mixture  is  inferior  in 
quality  and  strength  to  concrete  of  a  medium  or  quak- 
ing consistency.  The  information  available  to  date 
also  indicates  that  the  expansion  and  contraction  of 
concrete  may  be  materially  affected  by  the  amount  of 
water  used  in  the  mixing. 

Wet,  slushy  concrete  has  the  further  disadvantage 
of  bringing  to  the  surface  any  small  pieces  of  wood, 
bark  or  other  light  perishable  material  that  may  have 
gotten  into  the  aggregate.  This  causes  unsightly  pit- 
ting of  the  surface  and  necessitates  immediate  repairs. 

The  consistency  of  concrete  for  road  or  street  work 
should  be  such  that  when  deposited  from  a  chute  or 
bucket  it  will  settle  in  a  flat  mass,  but  will  not  flow 
on  the  subgrade.  No  tamping  should  be  required  and 
no  separation  of  the  mortar  from  the  coarse  aggregate 
should  occur  in  handling  the  concrete  or  in  finishing 
the  surface. 


Handsome  New  Buildings  in  Montreal 


By  E.  F.  Dartnell* 


IN  Montreal  and  the  immediate  vicinity  there  are 
many  fine  buildings  either  under  construction,  or 
just  recently  completed  which  are  a  credit  to  Can- 
ada's largest  city.  The  following  are  typical. 
The  new  High  School  on  upper  University  street, 
completed  during  1914  and  illustrated  as  Fig.  1.  The 
building  is  trimmed  with  Indiana  Limestone  and  faced 
with  light  grey  Kittanning  vitrified  brick  of  Norman 
size,  these  lend  themselves  remarkably  well  to  the  de- 
sign of  the  building  and  show  conclusively  that  ex- 
cellent artistic  efl:ects  can  be  produced  by  the  use  of 
a  smooth  brick  of  the  one  shade,  provided  the  archi- 

*  President.  Dartnell.  Limited,  Montreal. 


tect  bears  in  mind  the  texture  and  color  of  his  ma- 
terial, getting  his  tones  altogether  from  the  light  and 
shade,  which  has  been  very  successfully  carried  out  in 
this  case.  Architects,  Messrs.  E.  &  W.  S.  Maxwell; 
general  contractors,  the  Geo.  A.  Fuller  Co.,  Limited. 

Almost  opposite  to  the  High  School,  but  a  little 
further  up  the  street,  is  the  Wesleyan  Theological  Col- 
lege, Fig.  2,  a  handsome  building  faced  with  grey, 
rough  textured  Caledonian  brick,  in  mingled  shades, 
laid  up  in  Flemish  bond.  Architects,  Messrs.  Ross  & 
Macdonald;  general  contractors,  C.  E.  Deakin,  Limited. 

The  new  Southam  Office  Building,  Fig.  3,  on 
Bleury  street,  recently  completed,  is  a  striking,  well 
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desi.^iied  structure,  faced  with  grey  Caledonian  brick, 
similar  to  those  used  in  the  Wesleyan  College,  with 
white  terra  cotta  trim.  Architects,  Messrs.  D.  R. 
Brown  &  Ilut^h  Vallance;  general  contractors,  the 
Atlas  Construction  Co.,  Limited. 

The  Roman  Catholic  parish  of  St.  Arsene,  has  re- 
cently completed  a  Presbytery  at  the  corner  of 
Christopher  Columbus  and  Daniel  streets,  this  is 
faced  with  a  light  grey,  rough  Caledonian  brick. 
Architect,  Mr.  Zotique  Trudel ;  contractor  for  brick- 
work, Mr.  Paul  Labelle. 


The  Civic  Library  at  the 'corner  of  Montcalm  and 
Sherbrooke  (East)  streets  is  shown  in  Fig-  4,  Archi- 
tect, Mr.  Eugene  Payette ;  contractors,  Messrs.  John 
Quinlan  &  Co.  This  is  a  very  handsome  structure. 
The  front  is  of  stone  from  Queenston,  Ont.,  with  a 
white  Kittanning  vitrified  brick  for  facings  of  the  rear 
wings  of  building. 

The  Customs  Examining  Warehouse,  on  McGill 
street,  built  of  Nova  Scotia  sandstone  of  a  light  color, 
is  a  large  and  handsome  building.  In  the  interior  the 
lining  is  all  of  dry  pressed  buff  brick,  about  a  half 
million  of  which  were  supplied  from  the  work  of  the 
Toronto  Pressed  Brick  &  Terra  Cotta  Co.,  of  Milton, 
Ont.,  for  the  purpose.  The  building  was  designed  by 
the  chief  architect  of  the  Department  of  Public  Works, 
Ottawa,  with  Mr.  A.  H.  Lapierre,  of  Montreal,  as  as- 
sociate architect.  The  P-  Lyall  i*v:  Sons  Construction 
Co.,  Ltd.,  were  general  contractors.  It  is  the  inten- 
tion of  the  government,  in  the  near  future,  to  extend 
the  building  north  along  Mc(ji]l  street  to  Youville 
squc^re,  making  tlic  building  when  completed  fully 
doul)le  the  size  of  tlTc  ])rescnt  section,  and  thus  have 
the  custom  house  and  examining  vvai'ehonsc  under  tlie 
one  roof.  This  will  be  a  great  convenience  to  those 
of  the  public  who  have  business  to  transact  with  the 
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Fig.  4 -Montreal  Civic  Library,  Corner  of  Montcalm  and  East  Sherbrool<e. 


Customs,  as  at  present  the  two  departments  are  some 
distance  apart. 

The  new  home  for  Loyola  College,  at  Notre  Dame 
de  Grace,  is  a  handsome  group  of  buildings  from  the 
design  of  Architect  W.  J.  Murray,  with  whom  Messrs. 
Peden  &  McLaren  are  associated.  The  buildings  are 
faced  with  a  rough  textured  brick  of  a  reddish-brown 


Fig.  5-Residence  of  ].  S.  Archibald,  Architect,  Corner  of  W.  Dor- 
chester St.  and  Bruce  Ave. 

color,  in  many  shades,  laid  up  with  a  wide,  white  mor- 
tar joint.  The  buildings  are  situated  to  the  north  of 
the  C.  P.  R.  tracks,  between  Montreal  West  and  West- 
mount,  and  will  be  a  conspicuous  feature  in  the  land- 
scape. The  general  contractors  are  Messrs.  Anglins, 
Limited.     A  handsome  radial  bufif  chimney,  erected 


by  H.  R.  Heinicke,  Inc.,  is  included  in  this  group. 

In  the  same  neighborhood,  but  nearer  to  the  city, 
on  Decarie  Boulevard,  is  a  Catholic  Orphanage  from 
the  plans  of  Mr.  Alphonse  Piche,  architect,  with  the 
Deakin  Construction  Co.,  Ltd.,  as  general  contractors. 
This  will  be  a  prominent  building,  built  of  grey  Cale- 
donian brick  of  rough  texture- 
Mr.  J.  S.  Archibald,  of  the  architectural  firm  of  Saxe 
&  Archibald,  has  erected  a  handsome  dwelling  for 
himself  at  the  corner  of  Dorchester  West  and  Bruce 
streets,  Fig.  5.    This  is  of  red  "Tapestry"  brick. 

The  Sun  Life  Assurance  Co.'s  large  and  imposing 
office  building  is  built  of  Granite,  with  rear  walls  of 
grey  Kittanning  brick.  It  is  situated  on  the  East 
side  of  Dominion  square,  facing  the  Windsor  Hotel. 
Architects,  Darling  &  Pearson,  Toronto;  contractors, 
the  I'.  Lyall  &  Sons  Construction  Co.,  Limited. 

The  new  home  of  the  Liverpool,  London  &  Globe 
Insurance  Co.,  at  the  corner  of  Dorchester  street  West 
•and  Union  Avenue  is  a  fine,  handsome  structure  of 
grey  Ohio  sandstone-  Architects,  Messrs.  Nobbs  & 
Hyde  and  Mr.  J.  Rawson  Gardiner,  contractors, 
Messrs.  E.  G.  M.  Cape  &  Co.,  Limited. 

The  Ro)'al  Victoria  Hospital  are  erecting  another 
large  building,  which  they  have  been  enabled  to  do 
through  the  late  Mr.  James  Ross,  who  left  them  a 
legacy  of  a  half  million  dollars  for  the  building  and 
equipment  of  same.  Architects,  Messrs.  Stevens  & 
Lee,  with  Mr.  Kenneth  G.  Rea,  associate;  contractors, 
Messrs.  E.  G.  M.  Cape  &  Co.,  Limited. 

St.  Michael's  Church  at  the  corner  of  St.  Viateur 
and  St.  Urbaiii  Streets,  now  in  course  of  erection,  will 
be  a  handsome  building,  a  dull  red  brick  in  many 
shades  and  of  rough  texture  is  being  used.  This  will 
be  one  of  the  first  of  large  Catholic  Churches  to  be 
built  of  brick  in  this  Province-  Architect.  Mr.  Beau- 
grand-Champagne ;  contractors.  The  Atlas  Construc- 
tion Co.,  Limited. 
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Mineral  Production  of  Canada,  1915 

Output  of  mines  largest  on  record — Ontario  stands  highest  in  value 
44%  of  total  —  British  Columbia  shows  biggest  per  cent,  increase 


The  following  extracts  are  taken  from  the  annual 
preliminary  report  on  "The  jNIineral  I'roduction  of 
Canada  in  1915"  prepared  by  John  McLeish,  B.A.,  Chief 
of  the  Division  of  ]\Iineral  Resources  and  Statistics. 
The  hgures  for  production  in  1915,  while  subject  to 
revision,  are  based  upon  direct  returns  from  mine  and 
smelter  operators  and  are  fairly  complete. 

Effect  of  the  War 

As  a  result  of  the  demand  created  by  the  war,  the 
metal  mining"  industry  has,  in  1915,  shown  the  highest 
production  ever  recorded  and  notwithstanding  the 
greatly  decreased  production  of  materials  of  construc- 
tion, such  as  cement,  clay  and  stone  quarry  products, 
a  very  large  increase  is  still  shown  in  the  total  mineral 
output,  over  that  of  the  previous  year. 

The  total  value  of  the  metal  and  mineral  production 
in  1915,  as  shown  in  the  preliminary  report  presented 
herein,  Table  I,  was  $138,513,750,  compared  with  $128,- 
863,075  in  1914,  and  $145,634,812  in  1913,  the  latter 
being-  the  highest  production  recorded.  The  increase 
in  1915  over  1914  was  thus  $9,650,675,  or  7.49  per  cent, 
but  the  output  is  still  less  than  that  in  1913  b}' 
$7,121,062. 

TABLE  I. 

THE  MINERAL  PRODUCTION  OF  CANADA  IN  1915. 

SUBJECT  TO  REVISION 


'  Product. 

Quantity. 

Value. 

^^ETALLIC. 

$ 

 Lbs. 

961,040 
211,610 
379,215 
55,325 
200,032 
102,612.486 
916.076 

192,208 
1  502,388 

1  42,193 

Gold  

 Ors. 

17,726,307 
18,936.971 

Iron  ore.  sold  for  export  

Lead,  value  at  5  -60  cents  per  pound  

Molybdenite  

Nickel,  value  at  30  cents  per  pound ,  .  .  . 
Silver,  value  at  49-684  cents  per  ounce 
Zinc  ore.  


.*Tons 
!Lbs. 


Total . 


Actinolite  

Arsenic,  white. 

Asbestos  

Asbestic  

Ciiromite  (o) . . 

Coal  

Corundum .... 

Feldspar  

Graphite  

Grindstones- . 

Gypsum  

Magnesile  

Manganese. . . , 
Mi< 


Non-Metallic. 


Mineral  pigments — 

Barytes  

Ochres  

Mineral  water  

Natural  gas  

Peat  

Petroleum  

Phosphate  

Pyrites  

Quartz  

Salt  

Talc  

Tripolite  


.Tons. 
.  Bris. 
.  Tons. 


Total. 


Structvral  Materials  and  Clay  Products. 

Cement,  Portland  Brls. 

Clay  products — 

Brick:  common,  pressed,  paving  

Sewerpipe  

Fireclay,  drain  tile,  pottery,  etc  

Kaolin  Tons. 

Lime  Bush. 

Sand  and  gravel  

Sand-lime  brick  No. 

Slate    S<i. 

Stone — 

Granite  :  

Limestone  

.Marble  and  Sandstone  


158.598 
93.4441 
45,377,065 
28,600 
68,077,823 
28.401.735 
15,553 


220 
2.291 
113.115 
25,700 
11,486 
13,209,371 
262 
15,455 
2.610 
2,580 
470,335 
14,779 
47 


,740,808 
187,682 
2,541,116 
28,460 
20,423,348 
14,088,397 
636,204 


77,046,082 


18,319,710 
300 
215,464 
217 
296,910 
127,108 
119,900 
1 1 , SS5 
317 


2,420 
141 ,830 
3,491,450 
21 ,819 
162,618 
31,957,757 
33,138 
59,124 
121,023 
35.768 
849,928 
126,535 

5 , 460  " 
81 ,021 

6,875 
48,353 
118,796 
3,300.825 
1.050 
300,572 
2.502 
1,028,678 
205,153 
600,226 
40,554 
12.119 


42,755,594 


1,341.483 
795.646 
781,071 
13,000 
,015,878 
1,098,683 
182,651 
2,039 

,634.084 
,504,731 
365,784 


Total  structural  materials  and  clay  products. 

All  other  non-metallic  

Total  value,  metallic  


Grand  total.  1915. 


;, 712, 074 
,755,594 
,046,082 


•  Tons  of  2.000  pounds. 

(a)  Additional  returns  make  total  shipment:  14,291  tons  value  S208, 7 18 — See  "Chromitc"  in  text. 


Without  attempting  to  discuss  at  length  the  effect 
of  the  war  upon  the  Canadian  mining  industry,  it  may 
be  remarked  that  the  demand  for  the  metals,  copper, 
lead,  nickel  and  zinc,  led  to  great  activity  in  the  opera- 
tion of  the  already  developed  deposits  of  these  metals, 
and  also,  later  in  the  year,  to  the  opening  up  of  old  and 
the  exploitation  of  new  deposits.  The  capacities  of 
steel  furnaces  were  ta.xed  to  the  utmost  to  meet  the 
demand  for  shell  steel. 

The  fact  that  under  war  conditions  it  was  desirable 
that  our  metals  should  become  available  for  commer- 
cial or  national  use,  entirely  within  the  country  and 
that  we  should  be  less  dependent,  even  upon  a  friendly 
neutral,  for  their  recovery  in  smelters  and  refineries 
has  stimulated  the  development  of  oiu"  smelting  and  re- 
fining operations. 

Amongst  non-metallic  minerals  the  recovery  of 
benzol  and  toluol  in  by-product  coke  oven  operations 
was  a  direct  result  of  the  war,  as  was  also  the  activity 
in  the  mining  and  shipment  of  magnesite  and  of 
chrome  ores. 

Increase  or  Decrease  in  Principal  Products,  1915 

It  will  be  seen  from  Ta1)le  II  that  there  has  been 
an  increased  production  in  all  metals  with  the  excep- 
tion of  silver.  The  total  value  of  the  metallic  pro- 
duction in  1915  was  $77,046,082  as  compared  with  $59,- 
386,619  in  1914,  and  $66,361,351  in  1913,  the  increase 

TABLE  H. 

Increase  or  Decrease  in  Principal  Products,  1915. 


Principal  Products. 


Copper. . 
Gold .  . . . 
Pig  iron. 
■Lead .  .  .  . 
Nickel. . . 
Silver. . . . 


.Lbs. 
.Ozs. 
.Tons. 
.Lbs. 


Total  metallic. 


Asbestos  and  Asbestic . 

Coal  

Gypsum  

Natural  gas  

Petroleiiiii  

Pyrites  

Salt  

Cement  

Clay  products  

Lime  

Sand  and  Gravel  

Stone  


M.  ft. 
.  Brti. 
Tons. 

'  Brls. 

.  Bush. 


Total  non-metallic. 
Grand  total  


Increase  or 
Decrease  (  — )  in 
Quantity. 


-1-26.876,526 
+  142.898 
+  130.555 
+  9.039.300 
4-22,559,886 
-  48,086 


+  21,242 

-  428.158 

-  46,545 

-  3.372,794 
+  659 
-I-  68,596 
-I-  12,862 

1,491,448 


-  2,095,815 


% 
35-49 
18-48 
16-67 
24-88 
49-56 

0-17 


18-07 
314 
9- 90 
1509 
0  31 
30  04 
1202 
20-79 


28-92 


Increaae  (-(-)  or 
Decrease  (— )  in 
Value. 


-I-  7.424,701 
+  2,953,964 
+  1,589.963 
+  914,548 
-I-  6,767,967 

-  1,505,234 

-1-17.659.463 

-I-  603.463 

-  1,514,044 

-  306,279 

-  183,902 

42,552 
+  284.170 
-t-  106.578 

-  2.210.900 

-  2.940,757 

-  344,750 

-  406,628 

-  964,457 

8,008.788 
-I-  9,<>S0,675 


% 
72  07 
18-48 

15-  90 
5619 
49-56 

9-65 

29-73 

20-  74 

4-  S2 
26-49 

5-  28 
12  40 
38-16 

21-  59 
24-06 

32-  01 

33-  94 

16-  23 

17-  63 

11-53 
7.49 


over  1914  being  nearly  30  per  cent.,  and  that  over  1913 
the  highest  previous  year,  about  16  per  cent.  The 
production  of  nickel,  copper  and  zinc  are  the  highest 
that  have  been  recorded  in  these  metals.  The  quan- 
tity of  nickel  was  50  per  cent,  greater  than  in  1914, 
copper  over  35  per  cent,  greater,  lead  nearly  25  per 
cent,  greater,  gold  over  18  per  cent,  and  pig  iron 
nearly  17  per  cent.  The  falling  of¥  in  silver  was  only 
48,000  ounces  or  less  than  two-tenths  of  one  per  cent. 
Owing  to  the  high  prices  of  copper  and  lead  the  total 
values  of  these  metals  show  increases  of  72  per  cent, 
and  56  per  cent-  respectively. 

Compared  with  1914  the  average  price  of  copper 
shows  an  increase  of  27  per  cent.,  lead  an  increase  of 
27  per  cent.,  spelter  an  increase  of  154  per  cent.,  anti- 
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niony  (ordinaries)  an  increase  of  246  per  cent.,  silver 
a  decrease  of  9.4  per  cent,  and  tin  an  increase  of  12.2 
per  cent. 

Metal  Prices 

The  total  value  of  the  non-metallic  production  in 
1915  includinj^-  clay  and  quarrv  products,  etc-,  was 
$61^467,668  as  against  $69,476,456  in  1914;  $79,273,461 
in  1913.  Compared  with  1914  the  decrease  was 
$8,008,788,  or  11.5  per  cent.,  while  compared  with  1913 
the  falling- off  was  $17,805,793  or  22.5  per  cent. 

It  will  be  seen  that  the  largest  decreases  in  1915  oc- 

TABLE  III. 
Metal  Prices. 


ADtiinony  (ordinaries)  ^^^.l*^' 

Copper,  New  York   [ 

Lai  '    „ 

London  

"  Montreal*  

Nicke*.  New  York  „  ' 

Silver.  "   

Spelter,       "   Pej  lb. 

Tin,  "   


Cts. 
7-386 
12-738 

4-  446 

2-  807 

3-  246 
40-000 
53-486 

5-  520 
34-123 


Cta. 
7-540 
12-376 

4-  420 
3-035 
3-480 

40-000 
S3  -  304 

5-  758 
42-281 


Ct3. 
7-760 
16-341 
4-471 

3-  895 

4-  467 
4C-000 
60  835 

6  943 
46-096 


Cts. 

7-520 
15  269 
4-370 

4-  072 
4  659 

40  000 
59-791 

5-  648 
44  252 


Cts. 
8-763 
13-602 

3-  862 
4  146 

4-  479 
40  000 
54.-81 1 

5-  213 
34-301 


Cts. 
30-280 
17-275 

4-673 

4-  979 

5-  600 
45-000 
49-684 
13  230 
38-500 


•Quotations  furnished  by  Messrs.  Thomas  Robertson  &  Company,  Montreal,  Que. 

curred  in  materials  of  construction  such  as  cement, 
clay  products,  lime,  sand  and  gravel,  and  stone  and 
(|uarry  products,  the  falling  oft"  varying  from  16  to 
nearly  34  per  cent.  There  was,  however,  also  a  smaller 
production  of  coal,  natural  gas  and  gypsum.  On  the 
other  hand  there  were  increases  in  the  shipments  of 
asbestos,  chromite,  grapliite  magnesite,  pyrites  and 
.salt. 

Ontario  again  has  the  largest  output  with  a  value 
of  $61,800,178,  or  44.6  per  cent,  of  the  total,  and  show- 
ing an  increase  over  1914  of  $8,765,501,  or  16.5  per 
cent.  British  Columbia  occupies  second  place  with  a 
value  of  $28,932,658,  or  20.9  per  cent,  of  the  total  and 
showing  an  increase  of  $4,768,619,  or  19.7  per  cent,  over 
1914;  Nova  Scotia  is  third  with  a  production  valued  at 
$18,126,672,  or  13.1  per  cent,  of  the  total  and  .showing 
an  increase  of  $542,033,  or  3.1  per  cent,  over  1914.  Que- 
bec comes  fourth  witli  a  value  of  $12,159,436,  or  8.8 
per  cent,  of  the  total,  and  an  increase  over  1914  of 
$322,507,  or  2.7  per  cent.  Alberta  occupies  fiftli  place 
with  a  production  of  $9,915,282,  or  7.2  per  cent,  of  the 
total  and  showing  a  decrease  of  $2,768,952,  or  21.8  per 
cent,  compared  with  1914.  The  Yukon  district  min- 
eral production  including  copper  and  coal  as  well  as 
gold,  is  sixth,  with  a  value  of  $4,915,863,  or  3.6  per  cent; 
of  the  total  and  a  falling  off  from  1914  of  $502,322,  or 
9.3  per  cent.  Manitoba's  production  was  $1,351,604,  a 
falling  off  of  $1,061,885,  or  44  per  cent.  New  Bruns- 
wick's production  was  v$916,329,  a  decrease  of  $98,241, 
or  9.7  per  cent,  and  the  production  of  Saskatchewan 
was  the  smallest,  being  $395,728,  or  less  than  that  of 
1914  by  $316,585,  or  44.4  per  cent. 

Gold 

The  total  production  of  gold  in  placer  and  mill  bul- 
lion and  in  smelter  products  in  1915  is  estimated  at 
916,076  fine  ounces  valued  at  $18,936,971,  as  compared 
with  773,178  fine  ounces  valued  at  $15,983,007  in  1914, 
an  increase  of  $2,953,964  or  18-5  per  cent.  Although 
the  production  has  more  than  doubled  since  1907  it 
has  not  yet  reached  the  high  mark  attained  during 
Klondike's  best  years. 

Of  the  total  production  in  1915  about  $5,550,987 
was  derived  from  placer  and  alluvial  mining,  $9,195,307 
in  bullion  and  refined  gold  and  $4,230,677  contained  in 
matte,  blister  copper,  residues  and  ores  exported. 


The  production  in  Nova  Scotia  was  al^out  $137,178, 
or  over  twice  tlie  output  of  the  previous  year.  The 
pyrites  ores  of  Quebec  carry  small  quantities  of  gold 
and  silver  though  the  producers  are  not  paid  therefor. 
No  placer  recovery  was  reported  from  this  province. 

"  Ontario  has  now  become  the  largest  gold-producing 
province  in  Canada,  the  production  in  1915  from  fifteen 
properties  being  reported  as  $8,386,956,  or  44  per  cent, 
of  the  total  production  in  Canada,  as  against  a  produc- 
tion in  1914  of  $5,545,509  an  increase  of  $2,841,447,  or 
51  per  cent.  The  Hollinger  and  Acme  Mines  contri- 
buted about  one-half  of  the  output  in  1915  and  the 
Dome  nearly  one-fifth  of  the  total. 

The  exports  of  gold  bearing  dust,  nuggets,  gold  in 
ore,  etc.,  in  1915  are  reported  by  the  Customs  Depart- 
ment at  $16,528,143. 

Silver 

The  production  of  silver  was  28,401,735  ounces 
valued  at  $14,088,397  as  against  28,449,821  ounces  in 

1914,  valued  at  $15,593,630.  Silver  is  the  principal 
metal  that  did  not  show  an  increased  production  in 

1915.  The  falling  off  in  quantity  was  very  small  how- 
ever amounting  to  only  48,086  ounces.  Owing  to  the 
lower  price  of  silver  the  decrease  in  total  value  was 
$1,505,234  or  over  9.6  per  cent. 

Of  the  total  production  in  1915,  24,653,057  ounces, 
or  about  86.8  per  cent,  is  credited  to  Ontario. 

The  exports  of  silver  bullion  and  silver  in  ore,  etc., 
as  reported  l)v  the  Customs  Department,  were : — 
27,672,481  ounces  valued  at  $13,812,038. 

The  price  of  silver  in  New  York  varied  between  a 
minimum  of  4634  cents  in  September  and  a  maximum 
of  56  cents  in  December,!  averaging  for  the  year  49.684 
cents,  a  decrease  of  5.127  cents  from  the  average  price 
in  1914. 

Copper 

The  copper  output  in  1915  was  the  highest  record- 
ed. The  production  in  smelters  together  with  the 
estimated  recoveries  or  amounts  paid  for  in  ores  ex- 
'  ported  amounted  to  102,612,486  pounds  which  at  the 
average  New  York  value  of  refined  copper  would  be 
worth  $17,726,307.  The  highest  previous  production 
was  in  1912  when  an  output  of  77,832,127  pounds  was 

TABLE  IV. 
Mineral  Production  by  Provinces,  1914  and  1915. 


1914 

1915. 

Value  of 

Per  cent 

Value  of 

Per  cent 

Production. 

of  total. 

Production. 

of  total. 

S 

% 

S 

% 

Nova  Scotia  

17,584,639 

13-68 

18,126,672 

13-09 

New  Brunswick  

1.014,570 

0-79 

916,329 

0  66 

Quebec  -  ,  

11,836,929 

9  21 

12. 159.436 

8-78 

Ontario  

53,034,677 

41  01 

61.800,178 

44-62 

Manitoba  

2,413,4*9 

1-88 

1,351,604 

0-97 

712,313 

0-55 

395.728 

0-28 

Alberta  

12,684.234 

9-87 

9,915,282 

7-16 

British  Columbia. . . . 

24,164,039 

18-80 

28,932.658 

20-89 

Yukon  

5.418, 185 

4-21 

4,915.863 

3-55 

Dominion.. . . 

128,863,075 

lOO-OO 

138,513.750 

100-00  1 

Increase  (+)  or 
Decrease  (  — ). 


S 

542,033 
98,241 

322,507 
8.765,501 
1,061,885 

316,585 
2,768,952 
4,768,619 

502,322 


+  9.650,675 


% 

3-08 
9-68 
2-72 
16-53 
44-00 
44-44 
21-83 
19-73 
9-27 


7-49 


reached.  Compared  with  the  production  in  1914 
which  was  75,735,960  pounds  valued  at  $10,301,606  an 
increase  is  shown  of  26,876,526  pounds  or  35  per  cent, 
and  in  total  value  of  $7,424,701,  or  72  per  cent. 

The  New  York  price  of  electrolytic  copper  rose 
from  a  minimum  of  13  cents  per  pound  in  January  to 
20  cents  in  June,  falling  again  to  16  cents  in  August, 
then  rising  steadily  to  the  end  of  the  year,  reaching  a 
maximum  of  22  cents  at  the  end  of  December.  The 
average  monthly  price  for  the  year  was.  17.275  cents, 
as  compared  with  an  average  of  13.602  cents  in'  1914, 
an  increase  of  3.673  cents,  or  27  per  cent.     This  is  the 


234 


THE    CONTRACT  RECORD 


March  8,  1916 


highest  average  monthly  price  since  1907,  when  20.004 
cents  per  pound  was  reached. 

Exports  of  copper  according  to  Customs  records 
were;  copper  fine  in  ore,  etc.,  and  copper  in  pigs 
102,729,579  pounds  valued  at  $12,460,356,  there  were 
also  exports  of  old  and  scrap  copper  amounting  to 
4,161,600  pounds  valued  at  $616,553. 

The  total  value  of  tl'ie  imports  of  copper  in  1915 
are  recorded  as  $3,467,586  as  against  $4,256,901  in  1914. 
The  imports  in  1915  included  16,818,116  pounds  of 
copper  in  pigs,  ingots  and  manufactures,  valued  at 
$3,104,382;  other  manufactures  valued  at  $263,922,  and 
copper  sulphate  1,854,850  pounds,  valued  at  $99,282- 

The  imports  in  1914  included  26,280,815  pounds 
crude  and  manufactured  copper  valued  at  $3,983,322, 
copper  sulphate  1,143,039  pounds  valued  at  $53,802  and 
other  manufactures  of  copper  valued  at  $219,777. 

Nickel 

Refined  metallic  nickel  is  now  being  recovered  in 
Canadian  refineries  but  only  in  small  quantities  and  as 
a  by-product  in  the  smelting  and  refining  of  the  silver- 

TABLE  V. 


Production  of  Nickel  in  Canada. 

1911. 

1912. 

1913. 

1914. 

1915. 

Ore  mined  

Ore  3melted  

Bessemer  matte  produced  

Copper  content  of  matte  

Nickel       "  "   

Spot  value  of  matte  

Tons.* 
612,511 
610,834 
32,607 
8,966 
17.049 

$4,945,592 

Tons.* 
737,584 
725,065 
41.925 
11,116 
22.421 

$6,303,102 

Tons.* 
784,697 
823,403 
47,150 
12,938 
24,838 

$7,076,945 

Tons* 
1,000,364 
947,053 
46 , 396 
14,448 
22,759 

$7,189,031 

Tons.* 

1,364,048 
1,272,283 
67 , 703 
19,608 
34,039 

$10,352,344 

Exports  of  Nickel  from  Canada. 
Nickel  contained  in  matte,  etc. — 

Exported  to  Great  Britain  

Exported  to  United  States  

1911. 
Lbs. 

5,023.393 
27,596,578 

1912. 
Lbs. 

5,072,867 
39,148,993 

1913. 
Lbs. 

5,164,512 
44,224,119 
70,386 

I9U. 
Lbs. 

10,291,979 
36,015,642 
220,706 

1915  , 
Lbs. 

13,748,000 
52,662,400 

32.619,971 

44.221,860 

49,459.017 

46,538,327 

66,410.400 

Imports  of  Nickel  into  United  States 

1911. 

1912. 

1913. 

1914 

1915(0) 

Gross  tons  of  ore  and  matte ....  Tons. 
Nickel  contents  Lbs. 

23,993 
29,545,967 

33,101 
42,168,769 

37,623 
47,194,101 

29,564 
35.006,700 

41,053 
50,099,707 

Exports  of  Nickel  from  United  States — 

To  United  Kingdom   " 

To  other  Countries   " 

Toul   " 

5,463.358 
9,101,150 
7,196,259 
3,338,819 

5.083,947 
7,387,447 
8.191,364 
5.152,258 

3,631,858 
6,622,811 
8,221,640 
10,096,779 

3,457,157 
855, 168 
10,836,369 
12,446,458 

2,749,554 
52,770 
13,570,574 
8,130,687 

25,099,586 

25.815,016 

29,173,088 

27,595,152 

24,503,585 

*  In  tons  of  2,000  ibs.  (a)  Eleven  months  only. 


cobalt-nickel  ores  of  the  Cobalt  district,  nickel  oxide 
having  been  recovered  in  thesrf  smelters  for  several 
years.  The  nickel-copper  ores  of  the  Sudbury  district 
supplemented  by  a  small  tonnage  of  similar  ores  from 
the  Alexo  mine  in  Timiskaming,  north  of  Cobalt  are 
the  main  sources  of  nickel  production  which  in  1915 
increased  nearly  50  per  cent,  as  compared  with  1914 
and  is  greater  than  the  production  in  1913,  the  largest 
previous  record,  by  over  37  per  cent. 

The  exports  of  nickel  are  reported  by  the  Customs 
Department  as  66,410,400  pounds  valued  at  $7,394,446 
or  an  average  of  11.13  cents  per  pound.  Since  about 
80  per  cent,  of  the  Canadian  nickel  production  is  ex- 
ported to  the  United  States,  it  may  be  of  interest  to  add 
to  the  Canadian  statistics  a  record  of  the  imports 
(eleven  months  only  in  1915)  of  nickel  into  and  the 
exports  from  the  United  States. 

The  exports  of  nickel  from  the  United  States  during 
the  eleven  months  ending  November  were  24,503,585 
pounds  valued  at  $9,299,234  or  an  average  of  37.95 
cents  per  pound.  More  than  50  per  cent,  of  these  ex- 
ports went  to  the  United  Kingdom.  The  value  of  the 
United  States  exports  in  1914  ranged  from  31  to  39 
cents  per  pound  and  averaged  about  34  cents- 
It  will  be  noted  that  a  larger  quantity  of  nickel  finds 
its  way  to  the 'United  Kingdom  through  United  States 
refineries  than  is  exported  directly  from  Canada. 


The  price  of  refined  nickel  in  New  York  remained 
fairly  constant  during  the  first  seven  months  of  the 
year,  quotations  published  by  the  Engineering  and 
Mining  Journal  being  40  to  45  cents  per  pound  for  ord- 
inary forms  with  5  cents  per  pound  more  asked  for 
electrolytic  metal.  During  the  last  five  months  of  the 
year  prices  ranged  between  45  and  50  cents  for  ordin- 
ary forms. 

Lead 

Although  there  was  an  increase  of  nearly  25  per 
cent,  in  the  production  of  lead  the  1915  output  has 
been  exceeded  in  six  of  the  past  15  years.  The  pro- 
duction of  lead  in  1915  was  45,377,065  pounds,  which 
valued  at  5.60  cents  per  pound,  the  average  price  of 
])ig  lead  in  Montreal  for  the  year,  would  be  worth 
$2,541,116.  The  production  in  1914  was  36,337,765 
pounds  valued  at  $1,627,568,  or  an  average  of  4.479 
cents  per  pound.  The  1915  production  consists  chiefly 
of  pig  and  manufactured  lead  produced  at  Trail,  B.  C, 
ljut  includes  also  an  estimate  of  the  lead  probably  re- 
coverable from  ores  shipped  to  smelters  outside  of 
Canada.  The  entire  output  of  the  Surprise  mine  in 
the  Slocan  District,  B-  C,  was  shipped  to  the  United 
States,  refined  in  bond,  and  sold  in  London. 

The  exports  of  lead  in  ore,  etc.,  in  1915  are  re- 
corded by  the  Customs  Department  as  1,845,100  pounds 
valued  at  $40,273,  and  of  pig  lead  2,066,929  pounds 
valued  at  $79,067.  Exports  in  1914  were  246,100 
pounds  of  lead  in  ore  and  510,573  pounds  of  pig  lead. 

The  total  value  of  the  imports  of  lead  and  lead  pro- 
ducts in  1915  was  $2,479,261  as  against  $1,042,538  in 
1914. 

The  average  monthly  price  of  lead  in  Montreal  var- 
ied between  a  minimum  of  4.27  cents  in  January  and  a 
maximum  of  6.61  cents  in  December,  averaging  for  the 
year  5.60  cents. 

The  average  monthly  price  of  lead  in  New  York 
was  4.628  cents  and  in  London  £22.917  per  gross  ton, 
equivalent  to  4.979  cents  per  pound- 
Zinc 

Complete  returns  of  zinc  shipments  have  not  yet 
been  received  but  the  tonnage  is  estimated  at  15,553 
tons  containing  12,400,000  pounds  of  zinc.  Shipments 
include  several  hundred  tons  from  Notre  Dame  des 
Anges,  Quebec,  but  the  greater  part  is  from  fifteen 
properties  in  British  Columbia.  Zinc  shipments  in 
1914  were  reported  as  10,893  tons  containing  9,101,460 
pounds  of  zinc. 

The  price  of  spelter  in  New  York  varied  between  a 
minimum  of  5-j4  cents  per  pound  in  January  and  a 
maximum  of  25  to  27  cents  in  June,  the  price  at  the 
close  of  the  year  being  from  15  54  to  16^  cents  and  the 
average  for  the  year  13.230  cents  per  pound. 

■  The  price  of  high-grade  spelter  rose  from  10  cents 
at  the  beginning  of  the  year  to  over  40  cents  in  mid- 
summer and  was  maintained  fairly  strongly  through 
the  balance  of  the  year  at  from  35  to  40  cents. 

Antimony 

After  several  years  of  no  production  the  demand 
and  high  prices  in  1915  caused  a  renewal  of  activity  in 
mining  antimony  ores  at  West  Gore,  Nova  Scotia,  and 
Lake  George,  New  Brunswick.  About  1,288  tons  of 
concentrates  were  shipped  to  luigland  from  the  former 
locality.  The  total  i)roduction  reported  is  estimated 
at  al)out  961,040  pounds  of  antimony  refined  and  in 
concentrates. 

The  recorded  exports  of  antimony  ore  in  1^15  were 
1,149  tons  valued  at  $82,990,  while  the  imports  included 


March  8,  1916 


THE   CONTRACT  RECORD 


235 


antirpony  or  regulus  of,  etc.,  1,962,194  pounds  valued 
at  $344,918  and  antimony  salts  67,956  pounds  valued 
at  $10,320. 

The  price  of  antimony,  ordinary  grades,  in  New 
York  ranged  between  a  minimum  of  13  cents  in  Janu- 
ary to  a  maximum  of  42  cents  in  December,  averaging 
a1)out  30  cents  for  the  year. 

'Cobalt 

Metallic  cobalt  is  now  being  recovered  as  well  as 
cobalt  oxide  at  the  smelters  at  Deloro  and  Thorold. 
The  silver-cobalt-nickel  ores  of  the  Cobalt  district  are 
reduced  in  these  smelters,  silver  being  the  principal 
product  with  arsenious  oxide,  metallic  cobalt  and 
nickel,  cobalt  oxide  and  nickel  oxide  as  by-products. 
Returns  received  showed  a  production  in  1915  of 
211,610  pounds  of  metallic  cobalt  and  379,219  pounds 
of  cobalt  oxide,  equivalent  to  a  total  of  477,063  pounds 
of  metal.  In  1914  the  production  was  reported  as 
899,027  pounds  of  cobalt  oxide  and  242,572  pounds  of 
cobalt  contained  in  residues  sold  outside  of  Canada  or 
equivalent  to  a  total  of  871,891  pounds  of  cobalt. 

Molybdenum 

A  production  has  been  reported  of  about  28,600 
pounds  of  molybdenite  valued  at  $28,460,  including 
cobbed  molybdenite  and  molybdenite  contained  in  ore 
shipped  to  concentration  plants-  There  were  also 
about  50  tons  of  low-grade  ore  sent  to  the  Mines 
Branch  Ore  Testing  laboratories  for  experimental 
concentration. 

Platinum 

Efforts  are  being  continued  to  recover  platinum 
from  the  gravels  on  the  Tulameen  river  in  the  Simil- 
kameen  district  of  British  Columbia  and  there  is  also 
occasional  recovery  of  small  quantities  from  the  gold 
gravels  of  Ouesnel  division.  Cariboo  district.  A  re- 
covery of  about  20  ounces  is  reported  in  1915.  There 
was  no  recovery  of  platinum  from  the  Sudbury  nickel- 
copper  mattes. 

Customs  records  show  an  export  of  platinum  of  236 
ounces  valued  at  $11,052,  but  this  may  possibly  in- 
clude old  metal. 

The  price  of  refined  platinum  in  New  York  which 
was  about  $41  per  ounce  in  January  fell  to  $38  in  June 
and  July,  but  increased  to  an  average  of  $85.50  in  De- 
cember.    The  year's  average  was  about  $47. 

Iron  Ore 

Iron  ore  shipments  in  1915  amounted  to  398,112 
short  tons  valued  at  $774,427  as  compared  with  1914 
shipments  of  244,854  short  tons  valued  at  $542,041. 

Mine  operators  report  93,444  tons  of  ore  exported 
to  the  United  States  and  304,668  tons  shipped  to  Can- 
adian furnaces. 

According  to  the  records  of  the  Customs  Depart- 
ment exports  of  iron  ore  amounted  to  79,770  tons 
valued  at  $206,823  and  imports  of  iron  ore  to  1,499,722 
tons  valued  at  $2,320,066. 

Pig  Iron 

The  total  production  of  pig  iron  in  Canadian  blast 
furnaces  in  1915  was  913,719  short  tons,  valued  at  ap- 
proximately $11,592,819  as  compared  with  a  produc- 
tion of  783,164  short  tons  in  1914  valued  at  approxi- 
mately $10,002,856.  The  1915  output  shows  an  in- 
crease of  130,555  tons  or  16.67  per  cent-  over  that  of 
1914,  and  compares  favorably  with  the  average  of  re- 
cent years. 

Of  the  total  production  in  1915,  13,692  tons  were 
made  with  charcoal  and  900,027  tons  with  coke. 


Included  in  the  ore  charged  to  blast  furnaces  there 
was  293,305  short  tons  from  Canadian  mines  and 
1,463,681  tons  of  imported  ore.  Of  the  imported  ore 
naces  of  10,794  tons  of  ferro-alloys  (chiefly  ferro-sili- 

There  was  also  in  1915  a  production  in  electric  fur- 
naces of  10,794  tons  of  ferro-alloys  chiefly  ferro-sili- 
con  with  a  very  small  tonnage  of  ferro-phosphorus) 
valued  at  $753,406  as  compared  with  a  production  in 

1914  of  7,524  tons  valued  at  $478,355. 

The  exports  during  1915  of  pig  iron  were  17,307 
short  tons  valued  at  $231,551  or  an  average  per  ton  of 
$13.38,  and  of  ferro-silicon  and  ferro-compounds  9,238 
tons  valued  at  $537,081,  an  average  of  $50.81  per  ton, 
or  a  total  of  26,545  tons  valued  at  $768,632  as  com- 
pared with  a  total  in  1914  of  19,053  tons  valued  at 
$486,366.  The  imports  were  47,482  tons  of  pig  iron 
valued  at  $624,200,  or  an  average  of  $13.15  per  ton, 
and  13,758  tons  of  speigeleisen,  ferro  manganese  and 
ferro-silicon  valued  at  $807,312,  or  a  total  of  61,240 
tons  valued  at  $1,431,512. 

Steel  Ingots  and  'Castings 

The  production  of  steel  ingots  and  castings  in 

1915  including  5,626  tons  from  electric  furnaces,  was 
1,020,335  short  tons,  as  compared  with  a  production  in 
1914  of  828,641  tons-  The  1914  production  included 
open-hearth  ingots  608,383  tons ;  bessemer  ingots 
203,184  tons;  direct  open-hearth  castings  15,315  tons; 
and  other  steel  castings  1,759  tons. 

Asbestos 

The  asbestos  production  in  1915  was  obtained  from 
the  same  field  in  Quebec  as  heretofore.  The  output 
was  less  than  in  1914,  but  sales  showed  an  increase  of 
about  17  per  cent.  Stocks  on  hand  at  the  end  of  the 
year  showed  a  noticeable  decrease. 

The  total  output  in  1915  was  106,558  tons,  as 
against  107,668  tons  in  1914,  showing  a  decrease  of 
1,110  tons  or  1.03  per  cent.  The  sales  and  shipments 
during  1915  were  113,115  tons  valued  at  $3,491,450,  or 
an  average  of  $30.87  per  ton,  as  against  sales  in  1914 
of  96,542  tons  valued  at  $2,892,266  or  an  average  of 
$29.92  per  ton.  The  total  sales  were  larger  in  quan- 
tity than  those  of  1914  by  about  17  per  cent,  and  in 
value  by  about  20  per  cent. 

Exports  of  asbestos  during  the  calendar  year  1915 
were  84,584  tons  valued  at  $2,734,695  or  an  average  of 
$32.45  per  ton,  as  against  exports  of  81,081  tons  in 
1914  valued  at  $2,298,646  or  an  average  of  $28.35  per 
ton-  There  was  also  an  export  of  asbestos  sand 
amounting  to  25,103  tons  valued  at  $157,410  or  an  av- 
erage of  $6.27  per  ton  and  of  manufactures  of  asbestos 
valued  at  $125,003. 

Imports  of  asbestos  manufactures  for  the  year 
amounted  to  $168,894. 

Coal 

The  total  production  of  marketable  coal  for  the 
year  1915  (comprising  sales  and  shipments,  colliery 
consumption,  and  coal  used  in  making  coke,  or  used 
otherwise  by  colliery  operators),  was  13,209,371  short 
tons  valued  at  $31,957,757,  as  against  13,637,529  tons 
valued  at  $33,471,801  in  1914  showing  a  decrease  of 
428,158  tons,  or  3.14  per  cent,  in  quantity,  and  of 
$1,514,044  or  4.52  per  cent,  in  total  value. 

The  exports  of  coal  in  1915  were  1,766,543  tons 
valued  at  $5,406,058  as  compared  with  exports  of 
1,423,126  tons  in  1914  valued  at  $3,880,175,  an  increase 
of  343,417  tons  or  2.41  per  cent- 

The  imports  of  coal  in  1915  were  made  up  as  fol- 
lows: bituminous  round  and  run  of  mine;  6,106,794 
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tons,  \alucd  at  $7,504,369,  or  an  axcras^e  of  $1.24  per 
ton.  bitnminous  slack  2,286,916  -  tons  valued  at 
$2,027,256,  or  an  average  of  $0.89  per  ton,  and  anthra- 
cite 4,072,192  tons  valued  at  $18,753,980  or  an  average 
of  $4.61  per  ton,  making  a  total  of  12,465,902  tons 
valued  at  $28,345,605. 

The  apparent  consuniption  of  coal  during  1915  was 
23,849,040  tons,  as  against  a  consumption  of  the  pre- 
vious year  of  26,852,323  tons.  Canadian  mines  con- 
tributed 48  per  cent,  of  the  domestic  consumption,  and 
the  balance  was  imported.  The  total  Canadian  pro- 
duction was  equivalent  to  about  53.4  per  cent,  of  the 
consumption. 

Coke 

The  output  of  oven  coke  during  1915  Avas  1,200,766 
short  tons  made  from  1,856,393  tons  of  coal  of  which 
1,425,172  tons  were  of  domestic  origin,  and  431,221 
tons  were  imported.  The  total  quantity  of  coke  sold, 
or  used  by  the  producers  during  the  year  was  1.168,921 
tons  valued  at  $4,253,536  or  an  averag'e  of  $3.64  per 
ton- 

In  1914  the  total  output  was  1,015,253  tons,  and  the 
quantity  sold,  or  used  by  the  producers,  was  1,023,860 
tons  valued  at  3,658,514  or  an  averag-e  of  $'3.57  per  ton. 

By-products  from  coke  ovens  which  included  10,448 
tons  of  ammonium  sulphate,  7,365,931  gallons  of  tar, 
and  4,089,602  thousand  cubic  feet  of  gas,  made  in  1915 
were  in  excess  of  the  production  in  1914 ;  there  was 
also  for  the  first  time  a  production  of  1:)enzol  and  asso- 
ciated compounds.  The  production  of  trinitroto- 
luene near  the  close  of  the  year  was  reported  by  Col. 
Carnegie  of  the  Shell  Committee,  as  110,000  pounds 
per  week. 

Imports  of  coke  during  1915  amounted  to  637,857 
tons  valued  at  $1,608,464,  and  exports  were  35,869 
tons  valued  at  $160,053. 

Other  Non-Metals  < 

Graphite:  Shipments  of  milled  and  refined  graphite 
amounted  to  2,610  tons  valued  at  $121,023  or  an  aver- 
age of  $46.37  per  ton.  The  1914  production  was  1,647 
tons  valued  at  $107,203.  Operators  report  a  greatly 
increased  demand  with  higher  prices  owing  to  the 
shortage  in  supplies  in  the  UniR^d  States  from  sources 
outside  of  America. 

Gypsum:  The  production  of  gypsum  of  all  grades 
in  1915  is  reported  as  470,335  ton.s  valued  at  $849,928. 
This  is  lower  than  for  several  years,  previous  produc- 
tion having  been  516,880  tons  in  1914;  636.370  tons  in 
1913;  and  578.454  tons  in  1913. 

Exports  of  crude  gypsum  were  292,234  tons  valued 
at  $336,380  being  the  smallest  reported  since  1908. 
Exports  of  ground  gypsum  which  were  valued  at  less 
than  $10,000  yearlv  for  many  years  rose  to  a  value  of 
$35,490  in  1914  and  to  a  value  of  $80,933  in  1915. 

Magnesite:  The  production  of  magnesite  in  1915, 
chiefly  crude  but  including  some  calcined,  was  14,779 
tons  valued  at  $126,535  in  contrast  with  a  yearly  aver- 
age production  from  1908  to  1914  inclusive  of  621^ 
tons.  The  increased  production  was  due  largclv  to 
the  urgent  demands  of  steel  comi:)anies  and  manufac- 
turers of  refractory  brick. 

Manganese  Ores:  In  1915  there  was  according  to 
returns  received  to  date,  a  production  of  47  tons  of 
manganese  ore  (90  per  cent.  Mn  OO  valued  at  $5,460 
or  an  average  of  $116.17  per  ton.  as  compared  with  a 
production  in  1914  of  28  tons,  valued  at  $1,120  or  an 
average  (jf  $40.00  per  Inn. 

The  records  of  the  Customs  Dcparimcnt  show  ex- 


ports of  manganese  ores  amounting  to  255  tons,  valued 
at  $6,855,  which  would  seem  to  indicate  shipments  ad- 
ditional to  those  reported. 

Natural  Gas:  The  1915  production  of  natural  gas 
was  approximately  18,319,710  thousand  cubic  feet 
valued  at  $3,300,825. 

The  production  of  the  previous  vear  was  reported 
as  21,692,504  thousand  cubic  feet  valued  at  $3,484,727. 

Pyrites 

The  production  of  i^vrites  in  1915  was  296,910  tons 
valued  at  $1,028,678.  The  1914  production  was  228,314 
tons  valued  at  $744,508. 

Exports  of  pyrites  in  1915  were  137,598  tons  valued 
at  $527,318,  or  an  average  of  $3.83  per  ton,  as  compared 
with  exports  in  1914  of  89,888  tons  valued  at  $377,985, 
or  an  average  of  $4.21  per  ton. 

Cement 

The  general  decrease  in  production  of  structural 
materials  and  clay  products  wliich  was  a  feature  in 
1914  was  repeated  in  1915,  the  production  in  the  latter 
year  being  valued  at  $18,712,074,  as  against  a  produc- 
tion in  1914  valued  at  $26,009,227. 

The  total  quantity  of  Portland  cement,  including 
natural  Portland,  made  in  1915  was  5,153,763  barrels 

TABLE  VI. 


Production  and  Sales  of  Portland  Cement. 


1912. 

1913 

1914. 

1915 

Portland  Cement  sold  or  used  

"  manufactured  

Stock  on  hand  Jart.  1st  

Dec.  31st  

Brls. 

7.132,732 
7.141,404 
894,822 
903,094 

Brls. 

8.658,805 
8,886,333 
862,067 
1.089,595 

Brls. 

7,  172,480 
8,727,269 
1.073,328 
2.628.117 

Brls. 

5,681,032 
5,153,763 
2,620,022 
2.062,961 

Value  of  cement  sold  or  used  

S  9,106,556 
$  2,623,902 
3.461 

(11,019,418 
«  3,466,451 
4,276 

$  9.187,924 
S  2,271,006 
2,977 

$6,977,024 
t  1.180,882 
1,679 

Consumption  of  Portland  Cement. 


Calendar  Year. 

Canadian. 

Imported. 

Total. 

Barrels. 

Per  cent'. 

r-'jrels. 

Per  cent. 

BarreK 

1911 

5,692,915 

90.0 

661,916 

10.0 

6.354,831 

1912 

7,132.732 

83-3 

434.413 

16-7 

8.567  145 

1913 

8,658.805 

97-1 

254.093 

2-9 

8.912,988 

1914 

7,172,480 

98-7 

98.022 

1  3 

7.270  502 

191$ 

5,681,032 

99-J 

28,190 

0-5 

5,709,222 

of  3.50  poiuids  each,  as  compared  with  8,727,269  bar- 
rels in  1914,  a  decrease  of  3,563.506  barrels,  or  aljout 
40  per  cent. 

The  total  (piantit}'  of  Canadian  Portland  cement 
sold  or  used  during  1915  was  5,681,032  barrels,  vakied 
at  $6,977,024  or  an  average  of  $1,228  per  barrel,  as 
compared  with  7,172,480  barrels,  sold  or  used  in  1914, 
valued  at  $9,187,924,  or  an  average  of  $1.28,  showing 
a  decrease  in  quantity  of  1,491,448  barrels,  or  about  20 
per  cent. 

The  total  imports  of  cement  in  1915  were  98,664 
cwt.  equivalent  to  28,190  barrels  of  350  pounds  each, 
valued  at  $40,426,  or  an  average  of  $1,434  per  barrel, 
as  compared  with  imports  of  $98,022  barrels,  valued 
at  $147,158,  or  an  average  of  $1.50  per  barrel  in  1914. 

The  total  consumption  of  cement,  therefore, 
neglecting  a  small  export,  was  5,709.222  Inirrcls,  as 
com])ared  with  a  consumption  of  7,270,502  barrels  in 
1914,  showing  a  decrease  of  1,561,280  barrels,  or  about 
21  i)er  cent. 

The  avcr.-ige  price  per  l)arrel  at  the  works  in  1915 
was  $1,228  as  compared  with  $1.28  in  1914,  $1.27  in 
1913.  $1.28  in  1912.  and  $1.34  during  1911  and  1910. 

The  imports  of  cement  in  1915  included  1.065  bar- 
rels. \  .-lined  ;it  $1,480  from  Great  Britain,  and  27.125 
barrels,  \aluc(l  at  $38,946,  from  the  Ihiilcd  Slates. 
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Welland  and  Georgian  Bay  Canals 

Economic  and  Strategic  Aspects  of  Enlargement  of  Wel- 
land Canal  and  Construction  of  Georgian   Bay  Canal 

By  R.  W.  Leonard,  M.  C.  S.  C.  E.* 


This  is  a  most  important  subject  for  debate  by  the 
Canadian  Society  of  Civil  Engineers,  because  it  in- 
volves vitally  the  probability  of  continued  existence 
of  our  international  boundary,  as  well  as  the  question 
of  the  economic  expenditure  of  vast  sums  of  money, 
and  because  it  is  a  question  that  should  be  solved  by 
civil  engineers. 

Internationally,  the  question  involves  the  use  of 
constricted  water-ways  at  Sault  Ste.  Marie,  St.  Clair 
River,  Detroit  River,  Welland  Canal  and  St.  Lawrence 
River  by  both  peoples,  some  of  which  water-ways  are 
on  one  side  of  the  boundary  and  some  on  the  other, 
and  the  ef¥ect  of  such  a  condition  in  case  of  friction 
unhappily  arising-  between  Canada  and  the  United 
States. 

Commercially,  the  economics  of  the  projects  can 
be  compared  with  transportation  by  rail  and  with  one 
another.  The  expenditure  involved  and  where  it  is 
spent,  and  the  efifect  of  the  expenditure  upon  the  coun- 
try as  a  whole,  are  most  important. 

Civil  engineers  alone  can  make  the  surveys  and  de- 
termine the  physical  possibilities  of  construction,  the 
cost  of  construction,  and  the  relative  engineering  ad- 
vantages or  disadvantag'es  in  the  construction,  main- 
tenance and  operation,  as  compared  with  railway 
transportation  on  the  one  hand,  and  the  one  canal 
project  Avith  the  other  on  the  other  hand.  . 

This  question  is  apparently  of  such  wide  scope,  and 
involves  technical  detailed  knowledge  of  so  great  var- 
iety that  the  writer  submits  it  afifords  ground  for  much 
valuable  discussion,  which  it  is  to  be  hoped  will  be 
elicited  by  this  paper,  contributed  with  diffidence  but 
in  good  faith  b}^  the  writer  as  his  v-iew. 

Canal  Systems 

The  present  canal  systems  of  commercial  import- 
ance consists  of: — 

(1)  Sault  Ste.  Marie  Locks: — one  on  the  Canadian 
side  900  ft.  x  60  ft.  x  19  ft-  draft,  one  on  the  United 
States  side  600  ft.  x  100  ft.  x  14  ft.  draft,  one  on  the 
United  States  sides  800  ft.  x  100  ft.  x  19  ft.  draft,  one 
on  the  United  States  side  1,250  ft.  x  80  ft.  x  24^/^  ft. 
draft,  opened  October  21,  1914,  one  on  the  United 
States  side  expected  to  be  ready  shortly. 

(2)  Channels  in  United  States  territory  below  locks 
in  Sault. 

(3)  Channels  in  Canada  and  United  States  in  St 
Clair  River. 

(4)  Channels  in  Canada  and  United  States  in  De- 
troit River. 

(5)  Welland  Canal,  including  24  locks,  270  ft.  x 
45  ft.  X  14  ft.  draft. 

(6)  St.  Lawrence  canal  system,  26  locks,  270  ft. 
X  45  ft.  X  14  ft.  draft. 

After  the  War  of  1812  the  British  Government- 
recognizing  the  necessity  of  having  a  line  of  com- 
munication for  military  purposes  awav  from  the 
boundary— canalized  the  Ottawa  River  from  Montreal 
to  Ottawa,  and  the  Rideau  and  Catara(|ui  Rivers  from 
Ottawa  to  Kingston  for  barges  drawing  fwc  feet  of 
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A\ater  at  a  cost  of  $3,911,700,  which  system  Ihey  sub- 
sequently gave  to  Canada  free  of  cost. 

The  Department  of  Railways  and  Canals  has  since 
nearly  completed  the  Trent  canal  system  from  Tren- 
ton on  Lake  Ontario  to  Georgian  Bay,  for  barges 
drawing  about  five  feet  of  water  at  a  cost  to  date 
(1914)  of  $13,611,035,  exclusive  of  interest. 

These  last  two  systems — however  interesting  to 
the  summer  tourist  as  canoe  and  yachting"  routes- — are 
not  of  great  economic  or  strategic  importance  under 
modern  conditions- 

The  cost,  maintenance,  operation  and  repairs  for 
the  year  1913  being  $309,822.65,  and  the  tonnage  pas- 
sing through  (mainly  pleasure  boats,  cord  wood,  lum- 
ber and  sand)  amounted  to  227,023  tons. 

Ottawa-French  River  Route 

About  1904  the  Dominion  Government  (Public 
Works  Department)  started  a  survey  of  the  Ottawa- 
Erench  River  route  for  the  purpose  of  arriving  at  the 
cost  of  a  22  ft.  ship  canal.  The  result  is  embodied  in 
a  very  voluminous  report,  dated  1908,  including  esti- 
mates as  follows : — 

Total  length  of  canal  ....  440  miles,  including: — • 

Free  navigation   346  miles 

Improved  channels    66  miles 

Excavated  canal    28  miles 


Total   440  miles,  22  ft.  deep. 

Costing   $100,000,000.00 

The  system  is  estimated  to  be  capable  of  develop- 
ing 1,000,000  h.p.  on  the  direct  canal  route,  and  this 
estimate  might  probably  be  doubled  by  figuring  the 
power  developed  in  regulating  the  tributary  streams. 

It  is  significant  that  about  the  same  time  the  De- 
partment of  Railways  and  Canals  commenced  to  make 
surveys  to  determine  the  possibility  of  enlarging  the 
Welland  Canal  from  the  present  14  ft.  draft  to  30  ft. 
draft-  These  surveys  were  completed  in  1913  and  the 
parliamentarv  estimate  for  that  vear  included 
$2,000,000-00 'for  the  enlargement  of  the'Welland  Canal 
and  $500,000.00  for  canalizing  the  French  Ri\-er  from 
Georgian  Bay  to  Lake  Nipissing. 

The  total  estimate  of  the  cost  of  enlarging  the 
Welland  Canal  (26  miles)  is  reported  to  be 
$50,000,000.00,  probably  two-thirds  of  which  is  ex- 
pended in  the  United  States  for  fuel  and  machinery, 
and  in  various  foreign  countries  in  the  form  of  wages 
sent  home  by  labourers. 

The  lift  of  325  ft.  is  overcome  by  7  locks  of  46.5  ft. 
lift,  800  ft.  long  X  80  ft.  wide  x  30  ft.  draft. 

The  St.  Lawrence  canals  enlargement  has  not  been 
surveyed  and  no  information  is  therefore  available  to 
indicate  whether  corresponding  enlargement  to  suit 
that  at  the  AVelland  Canal  is  physically  possible  at 
any  cost  of  construction,  and  the  people  of  Canada 
liave  not  been  informed  of  any  treat}^  with  the  United 
States  sanctioning  such  deepening  of  international 
waters  with  the  prolKiblc  c(  instruction  df  int  eniatidual 
(lams,  etc- 

Dui-ing  1913-14  contracts  were  let  for  the  construc- 
tion of  about  ten  m,iles  of  the  Welland  Ship  Canal,  in- 
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eluding  all  the  locks  at  a  cost  of  probably  $35,000,000.00 
and  the  work  of  excavation  is  possibly  half  done. 

Internationally  considered,  this  question  is  of 
supreme  national  importance,  as  involvino-  such  ques- 
tions as  national  defence  and  the  very  possibility  of 
holding-  Canada  for  the  Empire. 

In  this  connection,'  it  must  be  borne  in  mind  that 
New  York  State  is  enlarging  the  Erie  Canal  from  Troy 
to  Oswego  and  to  Buffalo,  from  six  or  seven  feet  draft 
to  twelve  feet  with  a  lock  length  of  311  feet,  and 
width  of  45  feet,  to  accommodate  barges  of  1,500  tons 
capacity,  these  canals  will  open  Lakes  Ontario  and 
Erie  to  formidable  United  States  war  vessels  giving 
them  absolute  control  of  these  lakes  at  all  times,  un- 
less Canada  be  supplied  with  similar  transport  facili- 
ties apart  from  the  boundary  waters  of  the  St.  Law- 
rence River  from  Kingston  to  Prescott. 

The  enlargement  of  the  AVelland  Canal  will  also 
carry  a  great  preponderance  of  large  LInited  States 
steel  freighters  into  Lake  Ontario,  thus  giving  to  tha^ 
country  an  undisputed  conti'ol  of  that  lake. 

Canada  has  enjoyed  a  century  of  peace  with  her 
powerful  southern  neighbor,  and  it  is  the  wish  of  all 
good  citizens  to  enjoy  another  one,  even  avoiding-  in 
the  coming  century  such  incidents  as  the  "Trent  Af- 
fair," the  Fenian  Raids,  Venezuela  messages  and  the 
Panama  canal  question,  and  serious  boundary  dis- 
putes, fishery  disputes,  international  water  power 
questions,  etc.,  to  say  nothing  of  United  States  Senate 
Reports,  1889-1890  (Testimony  of  Joseph  Nimmo,  Jr.), 
etc.  Such  questions  having  arisen  in  the  past,  how- 
ever, they  will  naturally  arise  in  the  future,  and  the 
peaceful  settlement  of  them  depends  largely  upon  the 
temper  and  temptations  at  the  time.  So  long  as  an 
international  boundary  is  to  be  retained,  so  long  should 
the  policy  of  Canada  be  to  preserve  peace  while  safe- 
guarding her  honor  and  interests. 

Canada's  Most  Expensive  Commercial  Problem 

It  is  not  apparent  to  the  public  that  this  canal 
problem  (probabl}^  Canada's  most  ex])ensive  commei'- 
cial  project  under  construction)  has  been  considered 
by  the  Canadian  people  from  the  national  point  of 
view,  though  pamphlets  have'been  published,  ad  nau- 
seam, by  Boards  of  Trade  of  A-arious  municipalities 
treating  the  subject  in  a  spirit  of  parochial  politics, 
each  exaggerating  the  advantages  of  one  route  and 
the  disadvantages  of  the  other,  the  very  apparent  in- 
centive In  each  case  being  the  expenditure  of  public 
money  on  construction  in  the  immediate  vicinity  of  the 
municipalities  interested. 

If  the  question  be  approached  from  a  purely 
economic  point  of  view,  it  is  probable  that  freight  (and 
grain  from  the  prairies  to  the  Atlantic  seaboard  in 
Canada  is  the  most  important  commodity  at  present) 
can  most  cheaply  be  handled  by  rail  from  Winnipeg  to 
Fort  William  and  Port  Arthur,  by  ship  to  Georgian 
Bay,  and  by  rail  over  a  direct  line  with  easy  gradients 
to  Montreal,  than  by  any  canal  at  present  built  or 
proposed.  On  this  route  the  C-  P.  R.  has  a  double 
track  from  the  West  to  Fort  William;  the  G.  T.  P. 
and  the  C.  N.  R.  have  each  a  single  track  between  the 
same  points.  There  is  a  large  fleet  of  United  States 
steamers  engaged  in  the  coal,  grain  and  ore  trade  on 
the 'lakes,  and  the  Canadian  fleet  is  growing  rapidly. 
The  C.  P.  R.  has  a  line  with  easy  gradients  from  Port 
McNicoll,  on  Georgian  Bay,  where  it  has  built  large 
grain  elevators,  to  connect  with  its  Toronto-Montreal 
line,  with  a  view  to  carrying  grain  in  competition  with 


the  canals,  and  they  probably  have  estimates  of  com- 
parative cost  warranting  the  expenditure,  even  under 
the  unequal  conditions  that  the  traffic  by  the  railway 
must  pay  interest,  depreciation  and  upkeep,  while  the 
Government  assumes  these  enormous  sums  in  the  case 
of  the  waterways  making  the  canals  free  to  all  ships 
alike,  Canadian  and  foreign. 

Water  Transportation  Regulates  Freight  Rates 

The  people  are  educated  to  demand  water  transpor- 
tation "to  regulate  rail  freights,"  and  to  what  extent  a 
larger  canal  than  the  present  14-foot  Welland-St.  Law- 
rence system  will  result  in  a  reduction  of  rates  is  a 
question  that  can  be  figured  in  many  dififerent  ways 
with  varying  results.  Figures  have  been  prepared  by 
competent  authorities  showing  that  the  maximum  sav- 
ing in  freight  on  wheat  from  Fort  William  to  Mon- 
treal by  the  enlargement  of  the  Welland  Canal  will  be 
He.  per  bushel,  which  will  amount  to  $187,500.00  per 
year  on  50,000,000  bushels — at  a  cost  in  interest  on 
$50,000,000.00  of  say  $2,000,000.00  per  year  plus  depre- 
ciation, upkeep  and  operation. 

Return  cargoes  of  coal  are  obtained  in  Lake  Erie 
ports.  Probably  few  will  contend  that  14  ft.  draft 
ships  are  not  economical  for  package  freight  from 
Lake  Ontario  or  St.  Lawrence  points. 

It  will  be  of  interest  in  this  connection  to  have  a 
report  on  the  feasability  and  cost  from  an  engineering- 
point  of  view  of  lengthening  the  existing  locks  on 
Welland  and  St.  Lawrence  canals  100  ft-,  and  the 
economic  results  of  such  lengthening  if  it  be  practic- 
able. 

To  analyse  and  compare  the  respective  ad\  antagcs 
and  disadvantages  of  these  two  routes. 

Assuming  that  the  Government  enlarges  the  AVel- 
land Canal  and  proposes  to  canalize  the  French  River 
to  North  Bay  only : 

The  estimate  for  the  enlargement  of  the  Welland 
is  generally  stated  to  be  $50,000,000.00;  which  amount 
at  4  per  cent,  interest,  together  with  amortization,  up-  . 
keep  and  supervision  of  the  two  existing  canals  ami 
the  proposed  canal,  niav  be  estimated  at  anothcr 
$1,000,000.00,  or  a  total  of' $3,000,000.00  per  year,  which 
sum  is  probably  under  the  mark  unless  all  past  ex- 
perience in  cost  of  Government  contracts  be  reversed. 

Assuming  the  distance  from  Port  McNicoll  to  Mon- 
treal to  be  400  miles,  and  a  paying  freight  rate  to  be 
four-tenths  cents  per  ton  mile,  or  $1.60  per  ton,  or  5c 
a  bushel,  then  $3,000,000.00  per  year  would  pay  the 
rail  freight  from  Georgian  Bay  to  Montreal  on 
60,000,000  bushels,  which  is  much  greater  than  the 
amount  of  grain  and  flour  shipped  in  the  past  from 
Montreal  in  any  one  year,  and  50  per  cent,  greater 
than  the  greatest  Canadian  tonnage  through  the  Wel- 
land Canal  bound  down  in  one  year. 

Water  Rights 

This  enlargement  of  the  Welland  Canal  will  not 
materially  increase  the  water  power  development,  as 
that  is  regulated  by  international  treaty  and  works  out 
so  that,  though  Canada  owns  two-thirds  of  the  water 
flowing  over  Niagara  Falls,  she  gets  the  use  of  onlv 
one-third  of  the  power  development  therefrom,  the 
United  States  getting  two-thirds. 

It  is  manifest  that  the  only  saving  effected  b_\-  en- 
larging the  Welland  will  be  that  effected  bv  the  dif- 
ference in  freight  rates  between  2,000-ton  ships  froni 
Port  Colborne  to  Montreal  vs.  8,000-ton  ships  from 
I'ort  Colborne  to  Prescott.  plus  2,000-ton  ships  from 
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Prescott  to  Montreal,   estimated   above   at   ^v^c  per 
bushel  on  wheat. 

Oswego  is  about  150  miles  nearer  (by  Erie  Canal) 
to  Troy  than  is  Bufifalo,  and,  as  the  enlarged  Welland 
Canal  will  be,  by  treaty,  free  to  United  States  ships, 
their  largest  lake  ships  will  deliver  grain  cargoes  to 
1,500-ton  United  States  barges  at  Osweg-o,  in  the  New 
York  State  Barge  Canal  for  New  York  instead  of  into 
200  or  300-ton  barges  at  Buffalo  as  at  present,  and 
thus  compete  with  large  Canadian  ships  discharging 
into  2,000-ton  barges  at  Prescott  or  Kingston  for  Mon- 
treal. 

In  the  past  the  little  Erie  canal  boats  taking  gram 
from  Buffalo  to  New  York  have  been  very  keen  com- 
petitors against  the  St.  Eawrence  route.  What  will 
he  the  result  of  the  new  conditions  when  in  operation? 
It  would  appear  that  the  expenditure  on  the  proposed 
Welland  Canal  enlargement  when  completed  will  be 
quite  as  much  to  the  advantage  of  the  United  States  as 
to  Canada,  and  during  construction  probably  much 
more  than  half  the  cost  goes  to  the  United  States  for 
coal  and  machinery. 

Canalization  of  French  River 

The  canalization  of  the  French  River  to  North  Bay 
to  a  depth  of  22  feet,  a  distance  of  82i/<  miles,  is  esti- 
mated to  cost  $14,275,000.00,  and  would  develop  35,000 

h.p: 

It  could  bring  coal  and  coarse  freight  to  North  Bay 
for  railway  distribution,  and  return  pulp-wood  and 
probably  ores  from  that  district,  and  partially  develop 
a  lot  of  power  for  which  there  is  probably  no  immedi- 
ate market  in  sight,  but  the  value  of  which  will  doubt- 
less be  very  great  in  a  few  years  if  we  judge  from  the 
l)henomenal  increase  in  the  use  and  value  of  hydro- 
electric power  during  the  past  twent}^  years.  Proli- 
ably  this  construction  is  warranted  only  in  anticipa- 
tion of  the  completion  of  the  entire  canal  to  Montreal. 

Assuming  that  the  appropriations  in  the  estimates 
for  the  Welland  and  French  River  works  are  prelimin- 
ary to  the  extension  of  each  system  through  to  Mon- 
treal : 

The  V\'elland-St.  Lawrence  system  (unless  an  en- 
tirely new  route  inland  to  the  north  of  the  St.  Law- 
rence can  be  found)  passes  through  international  wat- 
ers from  Kingston  to  Cornwall,  and  probably  nothing- 
can  be  done  toward  enlarging  this  portion  without  in- 
ternational agreement,  including  a  natural  demand  by 
the  United  States  for  a  share  of  the  power  development 
(loosely  estimated  at  2,000,000  h.p-  by  some  writers  in 
the  press.) 

Would  the  United  States,  having  the  free  use  of 
the  enlarged  Welland  to  carry  their  big  ships  to  Os- 
wego (the  end  of  their  Erie  canal)  consent  to  the  eru- 
larging  of  the  St.  Lawrence  system  to  divert  the  trade 
from  Troy  and  New  York  to  Montreal?  What  share 
of  the  expense  would  they  bear?  What  share  of  the 
power  developed  would  they  demand? 

Sufficient  information  is  not  available  to  indicate 
the  nature  or  cost  of  such  an  enlargement  of  the  St. 
I-awrence  canals,  to  a  depth  of  22  feet. 

Ottawa-French  River  System 

In  the  case  of  the  Ottawa-French  River  system, 
careful  surveys  and  estimates  have  been  made  by  the 
Public  Works  Department.  The  total  length,  of  the 
canal  is  440  miles,  of  which  346  miles  is  free  naviga- 
tion, 66  miles  in  improved  channels  and  28  miles  in  ex- 
cavated canal.     The  cost  is  estimated  at  $100,000,000. 

The  system  is  estimated  to  be  capable  of  developing 


one  million  h.p.  on  the  direct  route  and  3,000,000  h.p. 
including  the  tributaries  which  probably  within  twenty 
years  will  (if  carefully  conserved  and  utilized  by  the 
nation)  be  worth  from  twenty  to  one  hundred  dollars 
per  year  per  horse  power  utilized  over  the  cost  of  pro- 
duction from  coal,  depending  upon  the  purpose  for 
which  it  is  used. 

In  the  absence  of  authentic  estimates  and  reports 
on  the  St-  Lawrence  route,  it  is  impossible  to  compare 
the  two  routes  as  to  practicability,  cost,  time  of  tran- 
sit and  economy  of  operation.  It  is  not  known 
whether  the  St.  Lawrence  enlargement  is  at  all  pos- 
sible due  to  international  questions.  If  it  be  possible, 
then  the  two  systems  can  be  compared  in  regard  to 
length  and  total  height  of  locking  only. 

From  Lake  Superior  to  Montreal  the  Ottawa  route 
is  661  miles  long,  and  the  total  lockage  up  and  down  is 
780  feet. 

The  Welland-St.  Lawrence  route  is  94^  miles  long, 
and  the  total  lockage  is  578  feet. 

Both  routes  pass  through  United  States  waters  in 
the  St.  Mary  River.  The  St.  Lawrence  route  passes 
through  contracted  international  waters  at  St.  Clair 
River,  Detroit  River  and  St.  Lawrence  River. 

The  deepened  Welland-St.  Lawrence  Canal  would  be 
found  to  have  probably  three  times  the  length  of  actual 
excavated  canal  and  about  the  same  length  of  re- 
stricted ri\  er  navigation,  as  compared  with  the  Ottawa 
route. 

Much  has  l)een  written  about  fogs,  rock-excavated 
channels  and  sharp  curves  on  the  Ottawa  route.  Any 
Canadian  knows  that  the  St.  Lawrence  probably  suf- 
fers quite  as  much  as  the  Ottawa  from  fogs.  About 
half  of  the  existing  Welland  Canal  is  in  rock  excava- 
tion and  the  new  canal  will  not  have  less.  It  is  not 
known  how  much  of  such  channels  the  proposed  St. 
Lawrence  enlargement  will  include.  The  Ottawa 
route  has  sharp  curves,  so  has  the  Thames  below  Lon- 
don, and  it  is  not  known  what  curves  will  be  required 
on  the  proposed  St.  Lawrence  enlargement.  There 
are,  however,  sharp  curves  in  swift  currents  in  St. 
Mary  River  at  Neebish  and  other  points. 

Without  surveys  the  distances  through  restricted 
waters  cannot  be  compared  and  therefore  neither  the 
time  necessar}^  to  pass  through,  nor  the  dangers  of 
navigation. 

The  St.  Lawrence  route  is  known  to  be  longer  and 
will  demand  greater  fuel  consumption  per  ton  of 
freight,  and  probably  more  time  in  transit- 

The  weeks  per  year  when  they  will  be  open  for 
navigation  will  probably  not  greatly  differ,  although 
the  St.  Lawrence  system  would  doubtless  have  k  slight 
advantage  in  this  respect. 

If,  as  shown  above,  the  annual  expense  of  enlarging 
the  Welland  Canal  alone  would  pay  the  freight  on 
double  the  quantity  of  wheat  and  flour  at  present  car- 
ried per  year  from  Lake  Huron  to  Montreal,  it  is  un- 
necessary to  prove  that  (commercially  speaking") 
neither  scheme  can  be  defended  as  a  canal  solelv 
Without  further  information  they  cannot  be  compared 
ph3'sicall3^,  nor  is  the  possibility  of  the  St.  Lawrence 
enlargement  even  sure. 

Conclusion 

Pending  the  result  of  discussion  the  writer  can- 
not avoid  the  following  conclusions : — 

(a)  Neither  canal  system  can  be  made,  as  a  canal, 
a  commercial  success ; 

(b)  On  account  of  the  geographical  position  and 
abundance  of  power  capable  of  being  developed  along 
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tlic  OttawaTM-fucli  Ri\  er  system,  that  canal  and  power 
development  (if  undertaken  by  the -Government)  can 
probably  be  made  a  commercial  success  in  a  few 
years  and  will  be  a  very  valuable  asset  in  case  of  in- 
ternational disputes,  f^iving-  Canada  a  chance  for  de- 
fence on  the  Upper  Lakes  that  she  can  never  enjo}^ 
\\ithout  it.  This  can^l  might  be  considered  by  the 
Dominion  Government  on  the  same  basis  as  coloniza- 
tion railways  which  ha\  e  been  freely  encouraged  all 
over  Canada. 

(c)  The  possibility  of  the  enlargement  of  the  St. 
Lawrence  system  is  as  yet  undetermined,  as  it  requires 
the  co-operation  of  the  United  States ; 

(d)  The  cost  and  value  of  the  power  development 
thereon  is  unknown  as  no  international  agreement,  sur- 
veys or  estimates  have  been  prepared  ; 

(e)  The  enlargement  of  the  Welland  Canal  with- 
out a  corresponding-  enlargement  of  the  Welland-St. 
Lawrence  system  w'ill  at  least  benefit  United  States 
quite  as  much  as  Canadian  interests,  and  it  is  ques- 
tionable if  it  will  not  divert  trade  from  Montreal  to 
New  York. 


The 


Three  Types  of  Cement 

The  similarity  of  these  three  types  of  cement  clink- 
ers is  not  surprising  if  we  consider  their  chemical  com- 
positions. The  content  of  lime,  alumina,  silica  of  each 
type  is  over  90  per  cent-,  while  the  composition  relative 
only  to  these  three  oxides  approaches  a  constant,  the 
maximum  difference  being-  2.5  per  cent,  in  the  case  of 
alumina,  since  there  is  6.5  per  cent,  in  white  cement 
and  9.0  per  cent,  in  gray  cement.  We  should  expect, 
therefore,  and  it  has  been  found  experimentally  to  be 
true,  that  these  three  types  of  aement  clinker  are  made 
up  largely  of  the  same  constituents ;  these  are,  as  we 
have  shown,  tricalcic  silicate,  dicalcium  silicate,  and 
tricalcic  aluminate,  all  compounds  of  the  three  major 
components  of  cement. 

Having  shown  that  the  components  of  Portland 
cement  are  CaO,  AhO^,  SiO=  in  certain  rather  definite 
proportions  and  that  the  constituent  substances  are 
definite  compounds  of  these  oxides,  let  us  consider  the 
percentage  of  these  compounds  in  the  clinker.  For  ex- 
ample, let  us  take  the  average  gray  cement  whose 
chemical  composition  has  been  given  in  Table  L  If 
the  clinker  for  this  cement  has  been  perfectly  burned, 
it  will  consist  of  about  36  per  cent.  3CaO.Si02.  33  per 
cent.  2CaO.SiO=,  21  i)er  cent.  3CaO.AbOs  and  10  per 
cent-  of  the  minor  constituents. 

In  the  actual  manufacture  of  Portland  cen-ient,  how- 
ever, the  clinker  is  not  always  perfectly  burned,  that 
is,  the  raw  materials  are  not  always  ground  fine  enough 
or  heated  to  a  sufficiently  high  temperature  so  that 
the  chemical  reactions  are  completed.  The  propor- 
tions' of  the  constituents  in  commercial  cement  -vvill 
then  be  somewhat  different  from  those  given.  With 
our  present  knowledge  of  the  nature  of  the  chemical 
reactions,  however,  it  is  i)ossible  to  slalc  whicli  >A  ihc 
constituents  will  not  be  c()m])lctely  formed.      It  will  be 


(f)  It  will  give  the  United  States  control  of  Lake 
Ontario  in  case  of  international  trouble,  and  be  an  im- 
portant factor  contributing  to  the  probable  loss  of  the 
wealthiest  and  most  populous  part  of  Canada. 

The  Dominion  Government  has  recently  appointed 
a  Commission  to  report  on  the  proposed  Ottawa  Ship 
Canal,  which  doubtless  will  add  much  to  the  present 
knowledge  of  the  commercial  feasibility  of  this  project, 
and  it  is  to  be  hoped  of  an  alternative  project  of  a  14 
ft.  barge  canal. 

It  is  to  be  hoped  that  it  will  also  give  some  similar 
information  regarding  the  enlargement  of  the  Welland 
Canal  and  the  proposed  extension  of  the  enlargement 
to  Montreal  that  will  guide  the  Government  in  decid- 
ing on  the  wisdom  of  such  vast  expenditures  of  public 
n-ioney  before  the  projects  are  actually  undertaken- 

It  is  to  be  regretted  that  a  similar  Commission  had 
not  been  appointed  before  the  Government  committed 
the  country  to  the  expenditure  of  several  hundred  mil- 
lions, on  the  simultaneous  construction  of  two  addi- 
tional transcontinental  railways,  and  numerous  other 
expensive  projects. 


remembered  that,  in  the  discussion  of  these  chemical 
reactions,  it  was  shown  that  3CaO.Si02  is  the  last  con- 
stituent to  form  completely  and  this  compound  is 
formed  by  combination  of  CaO  with  the  compound 
2CaO.Si02-  It  is  evident,  therefore,  that  when  com- 
mercial clinker  is  not  perfectl)^  burned,  there  is  less 
3CaO.SiO=  and  more  2CaO.Si02  and  CaO  will  be  pre- 
sent as  an  individual  constituent.  In  the  example 
given  there  will  be  less  than  36  per  cent  3CaO.SiO-', 
more  than  33  per  cent.  2CaO.Si02  and  there  will  be  a 
certain  percentage  of  free  CaO.  The  exact  percent- 
ages will  of  course  depend  upon  how  near  to  comple- 
tion the  reaction,  CaO-|-2CaO.SiO!=3CaO.SiO=  has 
been  carried. 

Complete  Reaction 

That  the  manufacture  of  good  Portland  Cement  ne- 
cessitates that  this  reaction  be  carried  practically  to 
completion  is  evident  if  we  consider  certain  facts  in  re- 
gard to  the  influence  of  lime  on  the  physical  properties 
of  Portland  cement-  Practical  experience  has  shown 
that  cements  containing  much  free  lime  are  unsound 
and  that  concrete  made  from  them  will  in  time  disin- 
tegrate. This  is  due  to  the  expansion  of  free  or  un- 
combined  lime,  when  it  reacts  with  water  to  form  cal- 
cium hydrate.  If,  however,  the  lime  in  cements  is  all 
combined,  they  are  sound  and  of  good  strength.  The 
importance  of  the  reaction  CaO-f-2CaO.Si02=3CaO.- 
SiOi  is,  therefore,  apparent,  since  this  reaction  must  go 
practically  to  completion  in  order  that  a  sound  cement 
may  be  produced.  It  has  long  been  recognized  that 
rmything  which  will  ])romote  the  combination  of  lime 
(hiring  burning  will  promote  soundness  in  cement  and 
that  the  greater  the  percentage  of  combined  lime  the 
greater  the  strength  of  the  cement. 

The  ;i\cragc  lime  contciil  of  cement  today  is  about 
02.5  pci-  cent.,  w  hich  is  largeh-  combined  as  3CaO.Si02, 
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ZCiiU.SiU'^  and  3CaU-AWJ^:.  if  the  pci-ccntat^e  of  CaC) 
were  increased,  it  would  tend  to  combine  with  the 
2CaO.Si02  to  fornt  more  3CaO.SiO=  and  would  so  com- 
bine if  the  time  of  burning-  were  long  enough  and  the 
temperature  sufificiently  high.  Since  practical_  exper- 
ience has  shown  that  increased  percentage  of  lime  in- 
creases both  the  percentage  of  SCaO.SiO^  and  the 
strength  of  cements,  it  may  be  inferred  that  the 
strength  of  cements  is  largely  due  to  the  compound 
3Ca6.SiO=.  If  this  is  true,  it  is  desirable  that  Port- 
land cement  should  contain  as  high  a  percentage  of  this 
compound  as  is  possible.  An  average  Portland  ce- 
ment contains  about  30  to  35  per  cent,  of  this  con- 
stituent. That  Portland  cement  contains  such  a  small 
amount  of  3CaO.Si02  is  due  partly  to  the  fact  that  this 
constituent  is  formed  with  great  difficulty  and  also  to 
the  fact  that  about  40  per  cent  is  the  maximum  yield 
w  hich  could  be  obtained  from  raw  materials  having-  the 
same  CaO,  AbOn,  SiO^  composition  as  are  now  used. 

Before  taking  up,  however,  a  discussion  of  the  prob- 
al)le  value  of  3CaO.SiO=  as  a  cementing  material  and  ■ 
the  possibility  of  increasing  its  percentage  in  Portland 
cement,  let  us  consider  what  is  known  as  to  the  ce- 
menting value  of  the  constituents  of  Portland  cement, 
taking  up  first  the  changes  which  take  place  when 
Portland  cement  is  mixed  with  water  and  hardens. 

Chemical  Action  With  Water 

When  Portland  cement  is  finely  pulverized  and 
mixed  with  water,  a  hard  mass  is  formed  by  chemical 
action  between  the  water  and  the  constituents  ot  the 
cement.  While  there  is  still  much  to  be  learned  as 
to  the  chemistry  of  the  hardening  of  Portland  cemeiit, 
sufificient  data  on  the  hydration  of  the  individual  major 
constituents  have  been  obtained  to  enable  us  to  account 
for  the  gradual  hardening  and  increase  in  strength  and 
to  indicate  the  relative  value  of  these  constituents  as 
cementing  materials. 

Let  us  now  consider  the  hvdration  of  the  three 
major  constituents  3CaO.AbO=.  3CaO.SiO.,  2CaO.SiO. 
in  the  order  named.  When  pure  3CaO.Abq:-.  is  mixed 
with  water,  an  amorphous  hydrated  material  is  first 
formed.  This  material  sets  and  hardens  very  rapidly- 
The  compound  3CaO.SiO:^  when  mixed  with  water,  also 
sets  and  hardens  rather  rapidly.  In  the  case  of  this 
compound,  as  in  the  case  of  3CaO.AbO^  the  setting  and 
hardening  is  due  to  the  formation  of  an  amorphous 
hydrated  material  on  the  individual  grains  which  are 
thus  cemented  together.  The  extent  of  the  hydration 
or  the  percentage  of  amorphous  material  which  each 
grain  will  yield  depends  upon  the  percentage  of  water 
used  and  the  time.  With  a  given  percentage  of  water 
the  amount  of  amorphous  material  formed  from 
the  amount  of  the  compound  SCaO.Al-Os  in  a 
given  time  is  much  greater  than  for  the  compound 
3CaO.SiO=,  that  is,  the  compound  3CaO.Al=03 
reacts  with  water  much  more  rapidly  than  the 
3CaO.SiO-  The  compound  2CaO.SiO.'  reacts  very 
slowlv  with  water  and  it  is  only  after  a  long 
period  of  time  that  sufficient  amorphous  hydrated 
material  is  formed  to  cement  together  the  grains  of 
this  compound  and  so  form  a  hard  mass. 

The  amorphous  hydrated  material  formed  by  the 
action  of  water  on  the  constituents  of  cement,  does  in 
time,  no  doubt,  crystallize  to  some  extent.  From  the 
data  available  it  would  appear  that  the  crystals  formed 
are  calcium  hvdrate  and  some  crystalline  hydrate  de- 
rived from  3CaO.AbO^^  Apparently  no  crystalline 
hydrate  of  the  calcium  silicates  is  formed. 


Im-uui  this  brief  description  uf  the  action  of  water  on 
the  constituents  of  Portland  cement,  it  will  Ijc  seen 
that  the  setting  and  hardening  of  INjrtland  cement  in- 
\-oIves  the  formation  of  an  aniori)h(jus  h)-drated  ma- 
terial which  subsequently  partially  crystallizes  ;  that  the 
initial  set  is  probably  due  to  the  hydration  oi  3Ca(J.- 
AbU";  that  the  hardness  and  cohesive  strength  at  first 
are  due  to  the  cementing  action  of  the  amorphous  ma- 
terial i)roduced  by  the  hydration  of  this  aluminate  and 
of  the  3CaO.SiO-;  and  that  the  gradual  increase  in 
strength  is  due  to  further  hydration  of  these'  two  com- 
pounds together  with  the  hydration  of  the  2CaO.SiO=. 

Of  the  three  compounds  which  thus  take  part  in  the 
setting  and  hardening-  of  Portland  cement,  the  3CaO.- 
SiO^  appears  the  best  cementing  constituent ;  that  is, 
this  compound  is  the  only  one  of  the  three  which  when 
mixed  with  water  will  set  and  harden  within  a  reason- 
aljle  time  to  form  a  mass  which  in  hardness  and 
strength  is  comparable  to  Portland  cement.  The 
compound  2CaO.Si02  rec]uires  too  long  a  time  to  set 
and  harden,  in  order  to  be  in  itself  a  valuable  cement- 
ing- material.  The  compound  3CaO.A1^0:i,  while  it 
sets  and  hardens  rapidly,  is  rather  soluble  in  water  and 
is  not  particularly  durable  or  strong. 

From  this,  again,  it  follows  that  the  compound  tri- 
calcium  silicate  is  the  essential  constituent  of  Portland 
cement,  consequently  the  higher  its  percentage  the 
better  the  cement.  Granting  for  the  time  being-  that 
this  is  true,  let  us  consider  the  nature  of  an  investiga- 
tion which  might  lead  to  the  production  of  a  cement 
containing-  a  much  higher  percentage  of  3CaO-Si02 
than  is  contained  in  Portland  cement  as  made  today. 

Effect  of  Lime 

In  the  discussion  of  the  constitution  of  Portland 
cement  we  have  shown    that   an    average  Portland 
cement  contains  about  30  to  33  per  cent,  tricalcium 
silicate,  a  proportion    -which    closely    approaches  the 
maximum  yield  if  the  components  are  in  the  propor- 
tions of  an  average  Portland  cement.     It  has  also  been 
shown  that  an  increase  in  the  lime  content  of  an  aver- 
age cement  will  increase  the  percentag-e  of  3CaO.Si02 
if  the  conditions  of  burning  are  such  that  the  reaction 
CaO+2CaO.SiO^=3CaO.Si02  goes  to  completion.  This, 
however,  necessitates  finer  grinding  of  the  raw  ma- 
terials, as  well  as  burning-  for  a  longer  time  and  at  an 
increased  temperature,  factors  which  materially  affect 
the  cost  of  production.     Now  the  data  discussed  above 
were  obtained  by  applying  the  results  obtained  by  an 
investigation  of  the  equilibrium  relations  found  to  exist 
in  the  system  CaO-AbOii-SiO-',  to  the  actual  manufac- 
ture of  Portland  cement ;  but  this  by  no  means  implies 
that  in  presence  of  other  components  the  conditions  re- 
quired for  the  production  of  an  adequate  amount  of  flux 
should  not  be  more  favorable  and  economical.  In  other 
words,  the  study  of  other  systems  may  establish  the 
economic  possibility  of  producing-  a  cement  containing 
a  high  percentage  of  tricalcium  silicate.    For  example, 
if  some  substance  were  substituted  for  the  component 
AI^Ob,  in  the  system  CaO-Al=0=-SiO^  the  study  of  the 
equilibrium  relations  found  to  exist  in  this  new  system 
would  enable  one  to  determine  whether  or  not  it  would 
be  economicall}"  possible  to  produce  a  cement  contain- 
ing a  high  percentage  of  3CaO.SiO:  from  raw  materials 
of  wdiich  the  components  are  CaO,  SiO=.  and  this  third 
substance.     Thus  if  Fe-O^  were  substituted  for  AbO-, 
we  could  from  the  studv  of  the  sy  stem  CaO-Fe^rO^-SiOj 
ascertain  the  fineness  of  the  raw  material,  and  the  time 
and  temperature  of  burning,  necessary  to  secure  a 
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clinkci"  containing  the  highest  percentage  of  3CaO  - 
SiOs  which  could  be  economically  produced  from  raw 
materials  of  w.hich  the  major  components  are  CaO, 
Fe^Os,  SiO=.  This  would  require  that  one  determine 
the  nature  of  all  compounds  formed  in  mixtures  of  these 
three  oxides  which,  when  burned,  contain  oCaO.SiO-, 
and  that  we  establish, the  identit}',  melting  temperature, 
and  rate  of  formation,  of  3Ca().SiO:;  in  such  mixtures. 
Instead  of  substituting  a  single  substance,  it  would  un- 
doubtedly be  more  desirable  to  substitute  a  number  of 
dififerent  substances,  since  the  presence  of  several  pro- 
duces a  lower  melting  fiux  and  thus  makes  possible  the 
formation  of  3CaO.Si02  at  a  lower  temperature.  By 
proceeding'  in  this  way  to  determine  systematically  the 
various  mixtures  of  substances,  which,  when  burned, 
give  high  percentages  of  SCaO.SiO^,  it  would  not  seem 
at  all  improbable  that  we  may  discover  some  mixture 
which  could  be  economically  manufactured  and  which 
would  result  in  the  production  of  a  cement  far  superior 
to  the  Portland  cement  now  made. 

Essential  Constituent 

In  this  discussion  we  have  assumed  that  tricalcium 
silicate  is  the  essential  constituent  of  Portland  cement. 
If  subsequent  investigation  should  show  that  other 
constituents  possessed  superior  cementing  qualities, 
the  nature  of  an  investigation  to  determine  the  mix- 
ture which  would  economically  produce  the  highest 
percentage  of  such  a  constituent,  would  be  of  the  same 
general  nature  as  that  described  for  tricalcium  silicate. 
Indeed,  the  determination  of  the  constituents  (com- 
pounds) which  possess  the  best  cementing  qualities  for 
various  purposes  may  be  determined  in  just  this  Avay, 
since  the  systematic  study  of  the  components  found  in 
cements  enables  one  to  isolate  the  separate  compounds 
formed  and  to  determine  their  cementing  qualities  pure 
and  in  mixtures. 

In  conclusion,  let  us  recapitulate  the  main  points 
contained  in  this  paper.  The  value  of  Portland  cement 
depends  upon  the  fact  that  when  finely  powdered  and 
mixed  with  water  it  forms  a  hard  mass ;  and  the 
strength  and  permanence  of  this  mass  depend  u])on  the 
constituents  of  the  cement.  Tlie  major  constituents 
are  tricalcium  silicate.  dicalc;um  silicate  and  tricalcium 
aluminate-  Of  these  constituents,  the  compound  tri- 
calcium silicate  is  the  one  which  hardens  and  develops 
the  greatest  strength  within  a  reasonable  time.  This 
most  important  constituent,  which  is  the  one  formed 
with  the  greatest  difficulty,  makes  up  only  about  30  to 
35  per  cent,  of  an  average  normal  I'ortland  cement.  It 
may  be  said,  therefore,  that  the  essential  process  for 
the  manufacture  of  Portland  cement  is  the  formation 
of  this  compound,  and  that  any  improvement  in  this 
process  yielding  an  increased  percentage  of  tricalcium 
silicate  will  increase  the  cementing  value  of  Portland 
cement.  In  order  to  determine  the  most  economical 
process  for  producing  tricalcium  silicate  in  the  highest 
percentag'es,  it  will  be  necessary  to  study  the  rate  of 
formation  of  this  compound  in  series  of  mixtures  of 
various  substances;  this,  in  turn,  necessitates  the  de- 
termination of  the  equilibrium  relations  of  tricalcium 
silicate  at  high  temperatures  in  such  rnixtures.  wSuch  a 
procedure  will  lead  sooner  to  the  discovery  of  the  op- 
timum composition  in  various  cases  and  for  various 
purposes  than  the  empirical  cut-and-try  methods  whicli 
hitherto  have  been  the  only  method  tried. 


Prof.  E.  Brydon-Jack  read  a  paper  entitled  "Mov- 
able Bridges"  on  February  3  before  the  Manitoba 
Branch  of  the  Canadian  .Society  of  Civil  Engineers. 


Protection  of  Concrete  During  Hot 
Weather 

It  is  not  at  all  uncommon  to  hear  prominent  en- 
gineers say  that  concrete  placed  during  periods  of  ex- 
treme hot  weather  is  in  general  weaker  than  that 
placed  in  winter,  says  the  Contractor,  if  the  materials 
are  heated  and  the  surface  protected  after  placing.  Jl 
it  could  be  forcibly  impressed  on  the  minds  of  inspec- 
tors and  contractors  that  protection  of  concrete  sur- 
faces from  the  direct  rays  of  the  sun  during  hot  days  is 
just  as  important  as  protection  against  cold  in  winter, 
this  probably  would  not  be  true.  There  seems  to  be  an 
erroneous  idea  prevalent  among  construction  men  that 
concrete  should  harden  as  rapidly  as  possible.  They 
believe  that  concrete  dries  out  in  hardening  similar  to 
the  action  of  lime  mortar  and  therefore  they  provide 
no  protection  while  the  concrete  is  hardening.  This 
state  of  afifairs  is  no  douljt  due  to  the  passing  of  many 
masons  and  helpers  from  their  original  field  into  the 
concrete  field.  Some  of  these  so-called  practical  men 
will  not  be  converted  from  this  erroneous  view  and  a 
vigorous  campaign  should  be  started  against  such 
ideas. 

The  very  name  "hydraulic"  as  applied  to  cements 
conveys  the  idea  that  water  is  required  in  the  process 
of  hardening-.  Exposed  surfaces  of  fresh  concrete 
should  be  protected  from  the  direct  hot  rays  of  the 
sun  by  boards,  building  paper,  or  tarpaulins  until  final 
set  has  taken  place;  after  this  it  is  important  that  the 
concrete  be  kept  moist  for  a  period  of  a  week  or  more 
after  placing-.  If  not  kept  moist  and  protected,  there 
is  danger  of  the  water  which  is  required  for  the  pro- 
cess of  setting-  and  hardening  becoming  evaporated 
and  the  concrete  "dried  out"  before  the  cement  has 
set.  Concrete  that  has  prematurely  set  or  dried  out 
is  ne\'er  as  strong^  as  if  kept  moist  while  setting,  and 
many  times  ultimate  failure  is  laid  to  poor  cement  or 
aggregate  when  in  reality  the  cause  was  lack  of  water 
while  hardening-. 

The  statement  that  the  strength  of  concrete  in- 
creases with  age  does  not  hold  good  if  sufficient  water 
is  not  supplied  throughout  the  first  stages  of  the  hard- 
ening process-  If  the  moisture  is  withdrawn  from  the 
concrete  the  increase  in  strength  is  arrested ;  and  even 
ii"  water  is  applied  later  it  will  do  no  good  toward  in- 
creasing the  strength. 

When  concrete  is  unprotected  and  hardens  ra])- 
idly,  the  tendency  toward  contraction  is  greatly  ag- 
gravated and  the  outer  surface  is  very  likely  to  become 
"crazed"  or  covered  with  "hair  cracks"  and  rendered 
otherwise  unsightly.  If  concrete  dries  rapidly  the 
color  will  be  much  lighter  than  if  kept  damp  and  al- 
lowed to  harden  slowly. 

After  an  exposed  concrete  surface  has  received  its 
final  set,  it  should  be  covered  with  burlap  (r^ot  cement 
sacks,  they  are  too  valuable)  or  wet  sand  spread  over 
the  surface  to  a  depth  of  about  one  inch  and  kept  wet 
by  sprinkling.  Where  surfaces  are  not  exposed  but 
the  concrete  section  is  thin,  the  forms  are  likely  to  ho 
very  light,  and  if  exposed  to  the  sun  will  dry  out 
quickly  and  absorb  n-ioisture  from  the  concrete  next  to 
the  forms.  h^^r  this  reason  it  is  important  to  see 
that  such  forms  are  thoroughly  soaked  daily  for  a  per- 
iod of  a  week  or  more.  Impress  upon  the  contractor, 
insi)ector  and  workman  that  water  is  an  essential  clc- 
niont  in  the  pro|)er  cm-ing  of  concrete  and  better  con- 
crete will  result. 
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Aggregates  for   Concrete  Roads 

Important  advances  made  in  the  knowledge  of  concrete  aggregate  which  com- 
pose S0%  of  material  in  a  concrete  road— Life  of  concrete  roads  depends  on 
the  durability,  grading,  cleanness  and  chemical  composition  of  the  aggregates 

(Concluded  from  March  1st) 

By  D.  A.  Abrams 


Experience  in  the  selection  of  materials  for  con- 
crete roads  has  indicated  the  importance  of  strength 
tests,  particularly  of  fine  aggregates.  For  strengtli 
tests  of  fine  aggregates  a  1 :3  mortar  mix  has  l)ecome 
standard,  largely  for  the  reason  that  differences  in  the 
mortar-making  quality  of  the  aggregate  ^  are  empha- 
sized by  a  comparatively  lean  mix.  Tlie  standard 
tension  briquet  has  been  generally  used  for  such  tests. 
Recent  experiences  in  the  testing  of  aggregates  have 
suggested  that  the  briquet  test  of  mortars  may  be  of 
questionable  value  as  a  criterion  of  the  concrete-mak- 
ing quality  of  any  material.  This  has  led  to  inquiry 
as  to  whether  compression  tests  of  sand  mortars  or 
concretes  in  which  the  aggregates  in  question  are  used 
may  not  be  a  safer  guide. 

It  should  always  be  recognized  that  mortar 
strength  tests  of  fine  aggregates  are  purely  comparat- 
ive. The  actual  values  obtained  in  the  test  will  de- 
pend 'largely  on  factors  whch  cannot  be  covered  by 
specification  requirements,  such  as  the  properties  of 
the  cement  used  and  minor  differences  in  manipula- 
tion. Comparison  of  mortar  strength  with  that  of 
standard  sand  mortars  seems  to  give  satisfactory  re- 
sults. 

In  the  "Proposed  Specification  for  Concrete  Aggre- 
gates," which  accompanies  this  report,  no  mention  is 
made  of  the  form  of  specimen  to  be  used.  The  pro- 
posed test  for  fine  aggregate  gives  a  direct  comparison 
with  standard  sand  mortar.  The  only  requirements 
are  that  a  1 :3  mix  shall  be  used,  that  the  plasticity  of 
the  mortar  be  similar,  that  the  parallel  sets  of  speci- 
mens be, made  by  the  same  operator  using  the  same  ce- 
ment, and  that  they  be  made,  stored,  and  tested  in  the 
same  manner.  This  leaves  the  form  of  specimen  op- 
tional. It  is  suggested  that  compression  tests  ])e 
made  on  2  by  4-inch  or  3  by  6-incli  mortar  cylinders 
until  a  standard  ])rocedure  for  compression  tests  is 
agreed  upon- 

There  is  great  need  for  a  standard  compression  test 
for  concrete  which  will  ena1)le  comi)arisons  of  coarse 
aggregates  to  be  made.  Studies  have  already  been 
directed  toward  the  selection  of  a  graded  gravel  or  a 
crushed  stone  which  may  be  used  as  a  "standard  coarse 
aggregate."  Such  a  material  would  then  bear  the  same 
relation  to  strength  tests  of  concrete  made  of  different 
coarse  aggregates  that  standard  Ottawa  sand  noAv 
bears  to  tests  of  mortars  from  fine  aggregate. 

Aggregate  Materials 

Information  furnished  by  the  x\ssociation  of  Ameri- 
can Portland  Cement  Manufacturers  indicates  that  the 
coarse  aggregates  used  in  concrete  roads  built  in  the 
United  States  to  date  may  be  classified  as  follows: 
crushed  rock,  all  kinds,  55  per  cent. ;  gravel,  40  per 
cent. ;  miscellaneous  materials,  5  per  cent.  Natural 
sands  account  for  nearly  all  the  fine  aggregate. 

Granites  and  trap  rocks,  quartzite,  conglomerates, 
hard  limestones,  sound,  clean  sands  and  gravels,  close- 
grained  sandstones  and  dense  blast  furnace  slag-  of 
proper  chemical  composition  are  excellent  aggregates 


f(jr  concrete  roads ;  soft  limestones,  inferior  sands  and 
gravels,  and  other  questiona])le  materials  should  not 
1)0  used  in  concrete  roads. 

It  has  not  been  considered  feasible  to  present  data 
on  the  distribution  methods  of  production  and  cost  of 
concrete  aggregates. 

Aggregate  Specifications 

Specifications  for  aggregates  for  concrete  road 
building  should  be  based  upon  definite  requirements 
which  are  defined  by  tests  of  such  an  exact  nature  that 
oiih'  high-grade  materials  will  be  admitted.  The  ideal 
specification  would  define  certain  cjualities  by  which 
all  materials  could  be  measured.  This  would  prob- 
ably imply  carrying  out  a  wear  test  of  the  finished 
concrete.  Our  present  knowledge  of  the  effect  of 
A  ariations  in  the  materials  used  and  the  methods  em- 
ployed in  making  and  handling-  concrete  do  not  enable 
us  to  do  this.  The  tendency  has  recently  been  in  the 
opposite  direction ;  namely,  to  fix  different  specifica- 
tion requirements  for  each  class  and  size  of  aggregate 
material 

In  the  absence  of  information  upon  which  to  base 
a  general  specification,  certain  requirements  for  grad- 
ing', cleanness,  and  mortar  strength  are  found  service- 
able. The  proposed  specification  for  aggregates  pre- 
sented is  based  on  the  requirements  of  fine  and  coarse 
aggregates  for  one-course  concrete  road  construction. 
A  change  in  the  maximum  size  of  the  coarse  aggregate 
will  be  necessary  to  adapt  the  specification  to  the  re- 
quirements for  the  top  course  of  a  two-course  road.  In 
the  base  of  a  two-course  road,  materials  of  a  somewhat 
lower  quality  may  be  used,  if  it  is  economical  to  do  so. 

Some  phases  of  the  specification  requirements  for 
aggregate  were  discussed  under  "Aggregate  Tests." 
The  fine  aggregate  specification  is  directed  with  par- 
ticular reference  to  natural  sands.*  The  form  of  spe- 
cimen to  be  used  is  left  optional  for  the  reason  that 
both  tension  and  compression  tests  are  in  use.  The 
present  trend  of  practice  seems  to  be  in  favor  of  a 
compression  test.  The  sliding  scale  of  ratios  between 
the  strength  of  concrete  sand  and  standard  Ottawa 
sand  mortars  is  based  on  the  desirability  of  placing  a 
premium  on  the  results  of  the  older  tests. 

Proposed  Specifications  for  Aggregates  for  One- 
Course  Concrete  Roads 

Aggregates :  All  aggregates  used  shall  conform  to 
the  requirements  of  these  specifications.  Before  de- 
livery of  material  at  the  site  of  the  work  the  contractor 
shall  submit  to  the  engineer  a  sample  weighing  not 
less  than  fifty  (50)  pounds  of  each  of  the  fine  and 
coarse  aggregates  proposed  for  use.  The  engineer 
shall  determine,  by  means  of  tests,  wdiether  said 
samples  comph'  with  the  requirements  of  these  specifi- 
cations.    The  acceptance  of  samples  shall  not  be  con- 

*  Mr.  Mattimore  votes  "no"  on  the  inclusion  of  screenings  under  the  speci- 
fications for  fine  aggrregates  ;  and  "no"  on  the  value  of  1.10  for  the  ratio  of  the 
ratio  of  the  strength  cf  fine  aggregate  mortars  to  standard  Ottawa  sand 
mortar  at  the  age  of  7  days. 
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sti  ucd  as  a  .guarantee  of  acceptance  of  other  lots  of  ma- 
terial from  the  same  source.  The  engineer  may  make 
tests  on  all  lots  of  aggregate  delivered  on  the  work  in 
order  to  determine  whether  specification  requirements 
are  met. 

Fine  Aggregate :  Fine  aggregate  shall  consist  of 
natural  sand  or  screenings  from  hard,  tough,  durable 
rock  or  gravel  consisting  of  quartzite  grains  or  other 
equalh-  hard  material  graded  from  coarse  to  fine  with 
the  coarse  particles  predominating- 

Fine  aggregate,  when  dry,  shall  pass  a  sieve  having 
four  (4)  meshes  per  linear  inch ;  not  more  than  ninety 
(90)  nor  less  than  fifty  (50)  per  cent,  shall  be  finer 
than  a  sieve  having  eight  (8)  meshes  per  linear  inch. 
Not  more  than  twenty  (20)  per  cent,  shall  be  finer  than 
a  sieve  having  fiftyt  (50)  meshes  per  linear  inch,  and 
not  more  than  five  (5)  per  cent,  shall  be  finer  than  a 
sieve  having  one  hundred  (100)  meshes  per  linear  inch. 
The  above-mentioned  percentages  shall  be  computed 
on  the  basis  of  weight.  Fine  aggregate  shall  contain 
no  vegetable  or  other  deleterious  materials,  and  not 
more  than  three  (3)  per  cent,  of  the  clay  or  loam,  by 
weight. 

Fine  aggregates  which  give  a  mortar  strength  equal 
to  or  higher  than  the  minimum  value  at  an}^  of  the 
ages  named  below,  shall  be  considered  as  fulfilling  the 
mortar  strength  requirements  of  this  specification. 

Minimum  Strength  of  1;3  Fine 
Age  at  Test  Aggregate  Mortar 

73  hours        '  -l.SS  times  (A) 

7  days  1-10  times  (A) 

28  days  100  times  (A) 

(A)  equals  the  strength  of  1:3  standard  Ottawa  sand  mor- 
tar specimens  of  same  form  and  size,  of  similar  plasticity, 
made  by  the  same  operator  using  the  same  cement. 

The  tests  shall  be  made  on  mortars  composed  of 
one  (1)  part  Portland  cement  and  three  (3)  parts,  by 
weight,  of  fine  aggregate  or  standard  Ottawa  sand. 
The  test  specimens  shall  be  made,  stored,  and  tested  in 
the  same  manner.  All  mortar  strength  tests  shall  be 
made  under  laboratory  conditions  in  accordance  with 
recognized  standards.  Each  value  shall  be  the  aver- 
age from  tests  of  not  fewer  than  three  (3)  specimens. 

Coarse  Aggregate:  Coarse  aggregate  shall  consist 
of  clean,,  hard,  tough,  and 'durable  crushed  rock  or 
gravel-  Coarse  aggregate  shall  contain  no  vegetable 
or  otlicr  <lclctcrious  matter,  and  shall  Ije  free  from  soft, 
flat,  or  elongated  particles. 

Coarse  aggregate  shall  be  graded  from  two  (2) 
inches  down.  The  coarsest  particles  shall  pass  a  two 
(2) -inch  round  opening.  Not  more  than  five  (5)  per 
cent.,  by  weight,  shall  be  finer  than  a  sieve  having  four 
(4)  meshes  per  linear  inch. 

Ready-Mixed  Aggregates:  Run-of-crushcr  stone, 
run-of-bank  gravel,  or  other  ready-prepared  mixes  of 
fine  and  coarse  aggregates,  shall  not  be  used. 

Field  Inspection  of  Concrete  Aggregates 

Field  inspection  of  concrete  aggregates  is  under- 
stood to  include  visual  inspection  and  all  dctermhia- 
tions  which  can  be  made  by  means  f)f  the  physical 
senses  and  such  apparatus  as  may  l)e  found  ready  at 
hand  or  conveniently  carried  about.  It  is  recognized 
that  the  value  of  field  inspection  depends  entirely  upon 
the  experience  and  training  of  the  individual  making 
sifch  inspection.  It  is  usually  assumed  that  field  tests 
are  of  such  a  simple  character  and  of  such  an  approxi- 
mate nature  that  they  can  be  carried  out  and  properly 

tThe  No.  48  sieve  lias  openinKs  of  the  same  size  as  tlie  usual  No.  51) 
sieves. 


interpreted  by  men  of  little  or  no  experience  in  the  use 
and  testing  of  .such  materials. 

The  field  tests  which  may  be  applied  to  advantage 
depend  upon  the  nature,  location,  and  previous  treat- 
ment of  the  material.  A  careful  examination  of  the 
surroundings  from  which  a  material  comes  and  an  in- 
spection of  the  operation  of  the  plant  producing  it  fre- 
quenth'  furnish  ^-aluable  guides. 

Field  tests  are  frequently  relied  upon  to  give  infor- 
mation as  to  the  probable  durability  of  a  material,  its 
cleanness,  and  grading.  A  sand  which  consists  largely 
of  soft  particles,  or  is  too  fine,  or  contains  a  large  per- 
centage of  impurities  may  properly  be  rejected  on  the 
])asis  of  field  inspection. 

The  grading  of  aggregates'  with  reference  to  the 
amounts  passing  certain  sieves  can  be  determined 
roughly  by  means  of  a  set  of  portable  sieves-  In  the 
case  of  coarse  aggregates  a  visual  inspection  will  re- 
veal the  presence  of  large  amounts  of  clay,  loam,  or 
soft  pebbles  in  a  shipment  of  gravel,  and  will  indicate 
whether  the  material  deviates  largely  from  the  proper 
grading. 

A  fairly  exact  determination  of  cleanness  of  sand 
may  be  made  in  the  field  by  filling  a  cylindrical  glass 
jar  or  bottle  about  half  full  of  sand  and  adding  suffi- 
cient water  to  cover  the  sand  to  a  depth  of  2  or  3 
inches.  Close  the  top  of  the  vessel  and  shake  Vigor- 
ously for  a  few  seconds ;  then  set  aside  and  allow  the 
suspended  material  to  settle  on  top  of  the  sand.  The 
length  of  time  required  for  the  water  to  become  clear 
and  the  depth  of  the  deposit  on  the  surface  of  the  sand 
give  a  measure  of  the  foreign  material  present.  If  a 
graduated  glass  cylinder  is  used  for  this  purpose  a 
more  accurate  determination  of  the  silt  content  of  a 
sand  can  be  obtained.  This  method  sometimes  fails 
in  the  tests  of  sands,  which,  on  account  of  the  color  or 
grading,  do  not  show  a  line  of  separation  between  the 
silt  and  sand.  It  should  be  noted  that  the  results  of 
this  test  cannot  be  compared  directl}'  with  those  ob- 
tained by  the  usual  laboratory  methods  made  on  tiic 
basis  (^f  the  loss  of  weight.  In  the  field  test  men- 
tioned above,  the  silt  is  determined  on  the  basis  of 
volume  ;  the  results  are  also  influenced  by  the  fineness 
of  the  silt  and  efi^ect  of  the  buoyancy  of  the  water.  This 
test  will  show  a  silt  content  varying  from  60  to  200 
l)er  cent,  of  that  found  ])y  the  laboratory  metliod  in 
which  running  water  is  used  and  in  which  the  loss  is 
determined  un  the  basis  of  weight. 

Certain  engineering  organizations  have  provided 
their  field  inspectors  with  outfits  consisting  of  two  or 
three  sieves,  a  glass  graduate,  rule,  etc.,  which  in  the 
hands  of  intelligent  men  may  be  expected  to  give  fair 
indications  of  the  literature  on  the  use  and  testing  of 
concrete  aggregates : 

While  the  evidence  of  field  inspection  and  tests 
should  never  be  overlooked,  it  is  generally  recognized 
by  progressive  engineers  that  such  tests  are  not  stiffi- 
cient  for  the  purpose  of  discriminating  between  several 
lots  of  available  materials,  all  of  which  may  be  of  a 
good  grade.  Field  tests  may  enable  the  engineer  Id 
determine  whether  a  material  complies  with  certain 
minimum  re(|uirements  of  a  specification,  but  they  give 
no  reliable  indication  of  the  relative  merits  of  different 
materials,  and  may  prove  wholly  misleading.  Field 
tests  such  as  those  described  above  reveal  the  presence 
of  impurities,  but  they  give  no  indication  of  their  effect 
on  the  setting  and  hardening  of  the  cement  and  on  the 
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final  strength  of  the  concrete.  These  remarks  apply 
with  particular  force  to  natural  sands. 

A  few  engineers  have  carried  field  tests  to  the  ex- 
tent of  making  up  blocks  of  mortar  or  concrete.  By 
noting  whether  the  concrete  hardened  satisfactorily, 
and  by  breaking  with  a  hammer  after  a  few  days,  or  by 
loading  to  failure  as  a  beam,  they  are  assured  that  no 
serious  mistake  is  being  made.  This,  however,  is  a 
recognition  of  the  value  of  tests  of  concrete  aggregates, 
and  amounts  to  conducting  makeshift  laboratory  tests 
in  the  field. 

Dift'erences  in  the  grading,  hardness,  silt  content, 
etc.,  of  sands,  exert  such  an  important  influence  on  the 
strength,  durability,  and  watertightness  of  concrete 
that  the  selection  of  suitable  aggregates  cannot  prop- 
erly be  left  to  makeshift  methods.  Most  engineers 
are  now  agreed  as  to  the  importance  of  properly-made 
laboratory  tests  for  determining  the  relative  value  of 
aggregates  for  use  in  concrete  roads. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Alabastine  Hardmortar,  Ltd.,  have  been  succeeded 
by  the  Toronto  Builders'  Supply  Co.  Ltd. 

The  Toronto  Plaster  Company,  Ltd.,  has  been  succeeded 
by  the  Toronto  Builders'  Supply  Co.,  Ltd. 

The  Montreal  Quarry  Construction  Supply  Company, 
Ltd.,  Montreal,  Que.,  have  been  granted  a  charter. 

Plumbers'  Exact  Supplies,  Limited,  is  the  name  of  a 
new  concern  at  Fredericton,  N.  B.,  with  a  capital  stock  of 
$30,000. 

The  value  of  the  building  permits  issued  in  Welland,  Ont., 
up  to  the  end  of  February  was  $4,993,  as  against  $3,270  for 
the  corresponding  period  of  1915. 

Vancouver  building  permits  for  the  week  ending  Febru- 
ary 36  numbered  thirteen,  and  totalled  $14,724  in  value.  This 
indicates  greater  building  activity  than  for  many  weeks  past.t 

Mr.  Thomas  L  Jackson,  a  well-known  contractor  of  Ot- 
tawa, has  enlisted,  and  will  go  to  the  front  with  the  150th 
Battalion,  now  stationed  at  Brockville.  Two  of  Mr.  Jack- 
son's sons  have  also  joined  the  colors. 

The  Callander  Foundry  and  Manufacturing  Company, 
Limited,  has  been  formed  with  a  capital  of  $40,000  and  head 
office  at  Guelph,  Ont.  The  provisional  directors  are  M. 
Ferguson,  J.  P.  Walsh,  and  A.  C.  Rutherford,  all  of  Toronto. 

The  New  York  State  Assembly  recently  passed  a  bill  ap- 
propriating $10,000,000  for  highway  work  in  upstate  counties. 
The  money  will  come  out  of -the  second  $50,000,000  highway 
bond  issue,  which  has  been  apportioned  among  all  the  coun- 
ties of  the  State  except  the  five  counties  in  New  York  City. 

The  Standard  Marble  and  Tile  Company,  Limited,  has 
been  incorporated  with  a  capital  stock  of  $150,000  and  head 
office  in  Toronto.  The  incorporators  are  F.  C.  Dunham, 
G.  R.  Sproat,  F.  M.  McDowell,  C.  H.  Kemp,  and  R.  Shep- 
pard,  all  of  Toronto. 

The  members  of  the  Toronto  Section  of  the  Ontario 
Architects'  Association  have  expressed  their  strong  com- 
mendation of  the  action  of  Mr.  W.  W.  Pearse,  city  architect 
of  Toronto,  in  refusing  to  set  aside  the  building  restrictions 
by  granting  a  permit  for  the  enlargement  of  the  Gem  Picture 
Theatre.  The  city  by-laws  of  Toronto  say  that  all  houses 
seating  over  500  must  be  of  fireproof,  first-class  construction. 


The  city  council  apparently  overlooked  this  bylaw  and  voted 
by  14  to  5  in  favor  of  allowing  alterations  to  be  made  to  this 
theatre  whereby  the  seating  capacity  would  be  increased 
from  471  to  771,  without  making  the  building  of  fireproof 
construction.  The  matter  was  quickly  adjusted  however 
when  Mr.  Pearse  explained  the  situation. 

The  painters  and  paperhangers  of  Regina,  who  have 
been  out  on  strike  for  over  a  week,  have  returned  to  work. 
The  strike  was  holding  up  two  large  contracts— the  Simpson 
Building  and  the  Regina  College.  It  is  understood  that  the 
men  have  returned  to  work  pending  a  satisfactory  arrange- 
ment regarding  the  scale  of  wages  at  a  later  date. 

There  were  165  building  permits  applied  for  during  the 
month  of  February  in  the  city  of  Toronto.  These  involved 
an  expenditure  of  $627,329.  In  the  same  month  of  1915  the 
number  of  applications  was  149,  with  a  value  of  $364,821. 
The  number  of  permits  issued  during  the  month  was  156, 
representing  an  expenditure  of  $191,459,  as  against  136  and 
$199,600  in  the  same  month  of  1915. 

Until  the  independent  commission  appointed  to  investi- 
gate the  aqueduct  on  the  Greater  Winnipeg  Water  District 
line  has  fully  inspected  the  cracks  that  have  appeared,  and 
reported  on  the  best  method  of  procedure,  there  will  be  no 
more  work  on  the  project,  according  to  an  announcement 
made  by  Mayor  Waugh,  of  Winnipeg.  It  is  hoped  that  this 
report  will  be  ready  by  May  1.  The  commission  was  ap- 
pointed on  February  25. 

At  the  annual  convention  of  the  Western  Ontario  Clay 
W^orkers,  held  in  London,  Ont.,  last  month,  D.  Wigle,  of 
Kingsville,  and  R.  Wehlan,  of  Windsor,  were  appointed  a 
committee  to  investigate  conditions  at  border  points,  espe- 
cially Windsor,  where  it  is  claimed  Detroit  brick  manufac- 
turers are  shipping  in  huge  quantities  of  bricks,  and  after  pay- 
ing duty,  selling  at  a  much  lower  price  than  Canadians.  The 
Government  will  be  asked  to  increase  the  tariff. 

The  Mainland  Engineering  Company,  Limited,  Victoria, 
B.  C,  has  been  incorporated  to  take  over  the  plant  and 
goodwill  of  the  Mainland  Iron  Works,  in  liquidation,  from 
the  purchaser,  Mr.  Charles  R.  Gordon.  The  consideration 
for  the  purpose  is  32,000  shares  in  the  new  company,  fully 
paid  up,  and  the  assumption  by  the  company  of  $18,000  owing 
by  Mr.  Gordon  on  the  purchase  price  of  the  plant.  The 
new  company  does  not  take  over  any  of  the  liabilities  of  the 
Mainland  Iron  Works. 

With  the  prospect  of  an  improvement  in  building  condi- 
tions, and  a  consequent  demand  for  cement,  the  Union  Ce- 
ment Company  of  Owen  Sound,  Ont.,  have  a  number  of 
their  employees  busy  overhauling  the  plant  with  the  object  of 
starting  operations  early  next  month.  The  contract  for  a 
hundred  thousand  barrels  just  closed  with  the  city  of  Tor- 
onto, will  supply  something  definite  to  work  on  for  the 
start.  The  company  have  a  large  quantity  of  gravel  on 
hand  from  Griffith's  Island,  and  a  contract  has  been  let  for 
the  coal  supply. 

The  longest  made  road  in  the  world  is  just  now  nearing 
completion.  It  is  3,384  miles  in  length,  and  extends  from 
New  York  to  San  Francisco.  It  is  designed  primarily  for 
motor  traffic,  but  other  vehicles  will  not  be  debarred  from 
using  it.  Its  average  width  is  about  60  feet,  and  it  passes  in 
a  direct  line  through  twelve  States  and  more  than  200  coun- 
ties. It  has  been  christened  "Lincoln  Highway,"  after  Pre- 
sident Lincoln.  The  famous  "Exiles  Road,"  which  runs 
across  Siberia  from  Nishni-Novgorod  to  Kc-akh-ta,  a  dis- 
tance of  about  5,000  miles,  is,  of  course,  longer  than  the 
above,  but  it  is  not,  strictly  speaking,  a  "made  road,"  having 
been  beaten  originally  into  a  trail  by  the  feet  of  the  poor 
exiles  in  the  pre-railroad  days. 
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March  8,  1916 


A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


I  wonder  what  Premier  Hearst  and  his  friends  think 
now  of  J.  R.  Fallis,  and  at  the  same  time  I  would  like  to 
know  whether  Sir  Robert  Borden  has  seen  the  handwriting 
upon  the  wall.  Fallis  is  the  man  who  used  to  represent 
Peel  county,  Ontario,  in  the  local  legislature.  The  David- 
son Commission  showed  him  up  in  connection  with  profits 
he  is  said  to  have  made  in  purchasing  horses  for  the  Gov- 
ernment. Many  a  man  has  disappeared  from  pul^lic  life  for 
dealings  of  this  kind,  hut  Fallis  did  not  see  it  tliis  way; 
neither  did  Premier  Hearst.  h'allis  simply  resigned  and 
sought  vindication  by  the  re-election  route.  Peel  county 
electors  took  a  different  view  of  it,  however,  and  turned 
Fallis'  former  majority  of  627  into  a  Lilieral  majority  of  over 
300;  a  turn  over  of  about  1,000  votes.  They  have  given  the 
first  public  reply  to  profiteering  methods. 

Fallis'  defeat  is  a  lesson  for  Fallis,  and  a  pretty  clear  an- 
nouncement of  the  downfall  of  any  others  who  follow  his 
ideals.  If  Fallis  had  made  his  commission  honestly  on  the 
horse  deals  he  should  have  kept  it.  Handing  it  over  for  a 
patriotic  purpose  and  then  seeking  re-election  was  too  much 
for  independent  Conservatives  to  stomach.  They  simply 
felt  that  a  member  of  the  Government,  in  his  own  interest 
even,  should  keep  his  skirts  clear,  and  they  went  out  and 
voted  against  Fallis. 

When  will  political  leaders  in  Canada  realize  tliat  hon- 
esty is  the  best  policy  and  that  clean  Government  would  re- 
main in  power  indefinitely?  That  is  what  I  have  been  trying 
hard  to  hammer  in,  but  the  task  grows  more  and  more  diffi- 
cult, and  the  Government,  instead  of  taking  my  good  inten- 
tions at  their  face  value,  has  been  misconstruing  them  and 
classing  me  with  its  enemies.  »If  Sir  Robert  Borden  would 
rise  above  party  politics  he  would  realize  that  behind  these 
criticisms  there  lies  the  best  friend  tlie  Government  coulci 
have— the  independent  citizen  who  would  gladly  see  him 
measure  up  to  the  stature  of  a  clean  and  a  great  political 
leader. 

If  Sir  Robert  Borden  fails  to  see  the  Peel  result  in  the 
light  of  a  warning  closely  related  to  the  Shell  Committee 
situation,  he  ought  at  least  to  recognize  it  as  a  public  as- 
surance that  the  people  will  stand  behind  him  if  he  tries  to 
stamp  out  the  profiteering  business.  The  defeat  of  Fallis 
cannot  be  taken  as  a  Conservative  defeat  or  as  a  Liberal  vic- 
tory. It  is  an  announcement  of  tlie  pulilic  temper  about 
profiteering  and  what  it  means  to  any  jKirtj'  which  fails  lo 
stamp  it  (jut. 

Here  is  the  opinion  of  a  strong  Conservative  paper  (The 
Montreal  Star)  on  the  events  in  Peel  County: — 

The  electors  of  Peel  County,  Ont.,  are  worthy  of  public 
congratulations  and  universal  gratitude  from  the  entire  peo- 
ple of  Canada. 

*       *  * 

When  Colonel  J.  Wesley  Allison  gave  evidence  some 
time  ago  before  the  Davidson  Commission  he  stated  that  he 
"was  not  the  agent  of  any  company  which  sold  pistols  to  tiie 
Government"  and  did  not  profit  "in  any  way,  directly  or  in- 
directly," by  such  sale.      Major  General  Sir  Sam  Hughes, 


however,  now  classes  him  as  his  special  confidential  agent  in 
securing  inunition  supplies  in  the  United  States,  and  in  cut- 
ting down  war  combine  prices  charged  there.  The  latest 
evidence  about  this  special  confidential  agent  was  read  before 
the  commission  a  few  days  ago.  Samuel  M.  Stone,  vice- 
president  of  the  Colt  Patent  Fire  Arms  Coinpany  of  Hart- 
ford, Conn.,  tells  of  an  order  for  5,000  pistols  given  to  the 
company,  after  a  conference  between  the  chairman  of  the 
company's  board.  Colonel  Allison,  and  General  Hughes  at 
Moira,  N.  Y.  He  states  that  the  Canadian  Government  paid 
$18.50  for  each  pistol,  while  the  U.  S.  Government  has  for 
years  been  able  to  buy  them  for  .1)14.50,  and  that  dealers 
could  buy  them  nearly  30  per  cent,  cheaper.  Mr.  Stone 
adds  that  the  company  gave  Col.  Allison  a  "present,"  a  very 
small  one  indeed  considering  his  services,  but  a  "present" 
for  all  that,  and  that  he  "would  not  like  to  consider  Colonel 
Allison  one  of  our  regular  staff." 

At  present  Colonel  Allison  is  in  Florida  for  his  health. 
When  he  comes  back  we  are  told  he  will  be  called  upon  to 
give  more  information.  Perhaps  we  will  then  get  at  the 
facts — learn  how  much  he  got  for  a  "present"  and  just  what 
he  considered  his  duties  to  be,  as  Major-General  Sir  Sam 
Hughes'  special  confidential  agent  for  keeping  down  war 
combine  prices.  Perhaps  too,  we  shall  lie  given  an  inside 
account  of  the  conference  at  Moira  Ijetween  Colonel  Allison, 
General  Hughes  and  the  chairman  of  the  Solt  Company's 
Board. 

*       *  * 

And,  by  the  way,  it  is  decidedly  encouraging  to  note  the 
evidences  of  independence  being  shown  in  our  western  pro- 
vinces. In  Manitoba  and  Saskatchewan  the  honest  electors 
are  beginning  to  make  themselves  heard.  In  British  Colum- 
bia, two  ministers  in  one  week  is  a  fine  record  against  the 
"corrupt  combination,"  as  Sir  Hibbert  Tupper  puts  it.  Sir 
Hibbert's  active  -participation  in  this  campaign  is  all  the  more 
significant  when  we  recall  that  the  name  Tupper  has  stood 
for  many  years  in  Canada  for  staunch  Conservatism  and 
rugged  honesty. 

The  handwriting  on  the  wall  is  becoming  crowded.  Does 
Sir  Robert  Borden  still  persist  in  closing  his  eyes  to  it? 

— SEARCHLIGPIT. 


Personal 

Mr.  Phili])  J.  Turner,  F.R.I.B,A„  recently  gave  an  inter- 
esting address  on  "Belgium;  -  Its  People  and  Its  Architec- 
ture," before  the  St.  James  Literary  Society,  Montreal. 

Mr.  C.  E.  Fowler,  C.  E.,  the  well-known  engineer  of 
Seattle,  Wash.,  delivered  an  address  on  Bridge  Architecture 
before  the  Victoria  Branch  of  the  Canadian  Society  of  Cix'il 
Engineers  on  February  22.  The  address  was  illustrated  by 
a  fine  series  of  photo.graphic  slides.  Mr.  Fowler  made  a 
I'k-a  for  the  utilization  of  art  and  symmctrj-  in  design. 

Mr.  1).  H.  McDougall  lias  l)ccn  appointed  general  man- 
ager of  the  Dominion  Steel  Corporation,  of  Montreal.  Mr. 
McDougall  is  a  Nova  Scotian.  He  l)egan  his  career  at  the 
liottom  of  the  ladder  in  the  service  of  the  Dominion  Iron 
and  Steel  and  Dominion  Coal  Companies,  being  employed 
in  various  capacities  in  the  mining,  mechanical,  and  civil  en- 
gineering departments.  Subsequently  he  spent  two  years 
in  the  sttidy  of  mining  and  steel  works  engineering  in  the 
L'nited  States,  and  was  for  a  time  employed  in  the  engineer- 
ing department  of  the  New  York  Central  Railway.  He  re- 
turned to  Nova  .Scotia  to  accept  the  position  of  superin- 
tendent of  llie  extensive  iron  ore  mining  operations  of  flic 
steel  company. 


Contracts  Department 


News    of  Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Assiniboia,  Sask. 

The  Town  Council  are  considering  the 
construction  of  a  waterworks  system  this 
summer.    Clerk,  J.  R.  Nolan. 

Calgary,  Alta. 

The  estimates  for  the  year  include 
$G,").000  for  an  addition  to  the  reservoir, 
.t!")l,600  for  re-arrangement  of  the  reser- 
voir mains  and  $54,560  for  paving  and 
grading.  Engineer,  G.  W.  Craig;  Com- 
missioner, F.  Garden. 

Elma  Township,  Ont. 

Tenders  on  the  construction  of  the 
I'eet  Drain  will  be  received  until  March 
1  Itli  by  the  Reeve,  William  Scott,  Monk- 
ton,  Ont. 

Humboldt,  Sask. 

The  Town  Council  will  shortly  call 
for  tenders  on  the  construction  of  a 
concrete  reservoir.  Estimated  cost, 
$t.O00.    Clerk,  W.  H.  Stiles. 

London,  Ont. 

Tile  City  Council  arc  al)Out  to  lay 
'>,i)00  feet  of  watermains  by  day  labor. 
ICstimated  cost,  $11,500.  General  Man- 
ager, E.  V.  Buchanan. 

The  City  Council  will  shortly  take  up 
the  proposal  to  extend  the  breakwater 
at  West  London  and  to  construct  side- 
walks on  it.    Engineer,  H.  A.  Brazier. 

New  Waterford,  N.S. 

The  Town  Council  propose  to  expend 
$35,000  on  the  construction  of  pavements, 
sidewalks  and  sewers  during  the  year. 
Clerk,  James  L.  McKinnon. 

Ste.  Anne  de  Sorel,  Que. 

Frank  Cote  has  started  work  on  the 
construction  of  a  waterworks  system  for 
tlic  \'illage. 

St.  Catharines,  Ont. 

The  City  Council  propose  to  construct 
the  following  works  during  the  season: — ■ 
brick  pavements,  $7,500;  concrete  pave- 
ments, $15,500;  bitulithic  pavements, 
$19,000;  relief  sewer,  $40,000;  tile  sewers, 
$g,000;  concrete  sidewalks,  $8,000.  En- 
gineer, W.  P.  Near. 

St.  Martine,  Que. 

The  Town  Council  propose  to  lay 
about  two  miles  of  macadam  road  this 
summer.    Secretary,  N.  Mallette. 

Toronto,  Ont. 

The  following  sums  are  included  in 
the  current  estimates  of  the  Works  De- 
partment:— sewers.  $147,500;  storm  sew- 
ers, $121,500;  watermain  extensions, 
$63.30.3;  extensions  to  the  high  pressure 
system,  $500,000. 

CONTRACTS  AWARDED 

Lachute,  Que. 

The  Town  Council  have  awarded  a 
contract  to  Robert  McArthur,  Lachute, 


for  the  construction  of  an  S-inch  water- 
main  through  the  west  end  of  the  Town. 
-\pproximate  cost,  $3,300. 

Ottawa,  Ont. 

The  City  Council  have  awarded  a  con- 
tract for  the  supply  of  pipe  for  exten- 
sions to  the  watermains  to  the  National 
Iron  Works,  Cherry  Street,  Toronto. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies: — special  pipe 
castings,  Tliomas  Lawson  &  Son,  Wel- 
lington Street;  lead  pipe,  McKinley  & 
North  wood.  Rideau  Street,  $15,000;  4- 
inch  and  34-inch  valves,  McDougalls 
Ltd..  Sussex  Street,  $2,965;  5-inch  and 
30-inch  valves.  General  Supply  Company. 
Sparks  Street.  $2,546;  pipe.  National  Iron 
Works,  Cherry  Street,  Toronto;  brass 
work,  (ieneral  Supply  Company,  Sparks 
Street,  $3,820. 

Peterborough,  Ont. 

The  City  Council  have  let  contracts 
for  the  supply  of  tile  pipe  to  R.  Hicks 
Sz  Company,  Murray  Street,  and  H.  B. 
Taylor  &  Son,  KiO  Ayl  nier  Street. 

Railroads,  Bridges  and  Wharves 

Alfred,  Ont. 

The  A'illage  Council  propose  to  con- 
struct a  bridge  at  an  estimated  cost  of 
$13,000.    Clerk,  B.  G,  Parisien. 

Blandford  Township,  Ont. 

The  erection  of  a  bridge  is  being  con- 
sidered l)y  the  Township  Council.  Clerk, 
George  Oliver,  Bright. 

Lambton  County,  Ont. 

The  County  Council  have  passed  a  by- 
law providing  for  the  construction  of  a 
bridge  over  Bear  Creek  at  an  approxi- 
mate cost  of  $7,000.  Clerk,  John  Dal- 
ziel,  Sarnia,  Ont. 

Normanby  Township,  Ont. 

The  Township  Council  propose  to  con- 
struct two  or  three  steel  bridges  this 
season.    Clerk,  R.  H.  Fortune,  Ayton. 

The  Pas.  Man. 

The  Dominion  Government  Depart- 
ment of  Public  Works  are  considering 
the  expenditure  of  $30,000  on  the  docks. 
Secretary,  R.  C.  Desrochers,  Ottawa. 

Toronto,  Ont. 

The  Works  Department  have  included 
the  following  sums  in  their  estimates 
for  the  year: — Spadina  Road  bridge, 
$50,000;  Glen  Road  bridge,  $111,000; 
Summerhill  Avenue  bridge,  over  the 
C.  P.  R.  tracks.  City's  share,  $188,000. 

CONTRACTS  AWARDED 

Biddulph  Township,  Ont. 

The  contract  for  the  construction  of 
a  bridge  over  the  Sauble  River  has  been 
let  by  the  County  Council  to  D.  Wither- 
spoon,  Craig  Street,  I^ondon.  Estimated 
cost,  $3,000. 

Brantford  Township,  Ont. 

The  following  contracts  for  the  erec- 


tion of  the  Fonger  and  Barton  bridges 
have  been  let  by  the  Township  Council: 
concrete  abutments  of  both  bridges, 
George  Thomson,  Brantford.  at  $4,645; 
steel  superstructure  of  Fonger  liridge' 
Hamilton  Bridge  Works  Company,  Ltd.! 
Bay  Street  N.,  Hamilton,  at  $2,425;  steel 
superstructure  of  Barton  bridge,  Domin- 
ion Bridge  Company,  Ltd.,  Imperial  Life 
Building,  Toronto,  $2,530. 

Calgary,  Alta. 

The  contract  for  the  supply  of  steel 
required  in  the  completion  of  the  Centre 
Street  Bridge  has  been  awarded  by  .the 
City  Council  to  the  Western  Foundry 
&  Supply  Company,  Ltd.,  Calgary,  at 
$3.10  per  100  pounds. 

Rimouski,  Que. 

_  The  general  contract  for  the  construc- 
tion of  a  wharf  has  been  awarded  by 
the  Department  of  Public  Works.  Ot- 
tawa, to  Raymond  &  Talbot,  Rimouski. 

St.  Jerome,  Que. 

The  Town  Council  have  let  the  con- 
tract for  repairs  to  the  A' aillancourt 
bridge  to  A.  P.  Belair,  St.  Jerome.  Work 
has  been  started.  Steel  and  wood  con- 
struction. 

Wardsville,  Ont. 

The  Middlesex  County  Council  have 
let  a  contract  for  renio(k-lling  a  bridge 
to  the  Petrolia  Bridge  Company,  Petrolia 
at  $4,100. 

Public  Buildings,  Churches 
and  Schools 

Arnprior,  Ont. 

Plans  have  been  prepared  for  iron  and 
reinforcing  for  the  fire  escapes  at  the 
Town  Hall.  Tenders  will  be  called  by 
the  Mayor.  Architect,  J.  P.  ATacLaren, 
104  Sparks  Street,  Ottawa. 

Basswood.  Man. 

Frank  R.  Evans.  170  Pacific  Avenue, 
Winnipeg,  is  preparing  plans  of  a  school 
for  the  School  Board.  Four  rooms.  Es- 
timated cost,  $14,000.' 

Beamsville,  Ont. 

Work  may  start  in  the  spring  on  the 
erection  of  a  high  school,  estimated  to 
cost  $30,000.  Plans  have  not  yet  been 
prepared.  Secretary  to  the  School  Board, 
James  Sinclair. 

Breeshwood,  Sask. 

The  erection  of  a  frame  school  is  be- 
ing considered  by  the  Trustees  of  School 
District  No.  3668,  Breeshwood.  Secre- 
tary, Everett  Simpson,  St.  Brieux,  Sask. 

Byron,  Ont. 

The  London  Health  .-\ssociation  are 
considering  the  erection  of  an  addition 
to  the  Sanitorium.  .Approximate  cost. 
$10,000.  President,  Sir  Adam  Beck,  169 
Aliiert  Streel,  London. 

Cameron,  Man. 

The  School  Board  are  considering  the 
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erection  of  a  school  at  an  approximate 
cost  of  $5,000.  Secretary,  J.  ^\^  Hal- 
penny,  Minnedosa,  Man. 

Chinook,  Alta. 

The  School  Board  contemplate  the 
erection  of  a  school  to  cost  $5,000.  Sec- 
retary, M.  J.  Hewitt. 

Dominion  City,  Man. 

The  School  Board  propose  to  build  a 
school  at  an  approximate  cost  of  $20,000. 
.\rchitect,  Frank  R.  Evans,  170  Pacific 
.•\venue,  ^^'innipei;. 

Florence,  Ont. 

The  \"illage  Council  contemplate  the 
erection  of  a  hall  and  have  had  plans 
prepared  by  James  L.  Wilson  &  Son, 
SOyi  King  Street  \V.,  Chatham.  Esti- 
mated cost,  $3,000. 

Frobisher,  Sask. 

The  erection  of  a  school  is  being  con- 
sidered. Secretary  to  the  School  Board, 
C.  S.  Chappell.    Estimated  cost,  $5,000. 

Hilliard  Township,  Ont. 

The  Trustees  of  School  Section  No. 
are  considering  the  erection  of  a  school. 
Secretary,  Charles  Pratt,  Thornloc  P.O. 

Humber  Bay,  Ont. 

Tenders  are  now  being  received  for  al- 
terations and  additions  to  a  school  for  the 
Trustees  of  School  Section  No.  11,  Eto- 
bicoke.  Architect.  ].  A.  Thatcher,  37 
Cowan  Avenue,  Toronto.  Approximate 
cost,  $4,000. 

Kenora,  Ont. 

Tenders  will  be  called  for  the  erection 
of  a  hall  and  store  building  for  Harmony 
L.O.L.  No.  1680.  Secretary,  H.  C.  King. 
Estimated  cost,  $5,000.  Architect,  F.  A. 
Hudson. 

The  Ruthenian  Roman_  Catholic  Con- 
gregation propose  to  build  a  church. 
Secretary,  W.  Poranski. 

Kingston,  Ont. 

E.  R.  Beckwith,  Cooper  Street,  is  pre- 
paring plans  of  a  hall  for  the  Orange 
Lodge.  Pressed  brick  construction.  Es- 
timated cost.  $11,000. 

Montreal,  Que. 

Tenders  will  be  received  until  March 
15th  for  the  erection  of  a  school  for  the 
Cote  des  Neiges  Roman  Catholic  School 
Board.  Architect,  George  A.  Nonette. 
Power  Building,  Craig  Street.  Brick 
construction,  felt  and  gravel  roofing. 

Niagara  Falls,  Ont. 

Plans  are  being  prepared  l)y  C  M. 
Borter,  Main  Street.  Niagara  Falls  South, 
for  repairs  to  the  Parish  Hall  of  Christ 
Church   which  was  damaged  by  fire. 

North  Sydney.  C.B. 

The  School  Board  are  considering  the 
erection  of  a  school,  to  cost  about  $10,- 
000.  Work  many  not  start  this  year. 
Secretary,  Neil  McLean. 

Nova  Scotia  Province 

The  School  Boards  of  Central  Ons- 
low. Upper  Onslow  and  Onslow  Moun- 
tain are  considering  the  erection  of 
schools.  Secretaries.  D.  McNutt.  Cen- 
tral Onslow,  Henry  Hislon.  Onslow 
Staticxn,  and  C.  W.  McCully,  Onslow 
Mountain. 

Ottawa,  Ont. 

The  Ottawa  Collegiate  Institute  are 
h.-iving  i)lans  prepared  for  alterations  to 
the  Ladies  College,  .Mbert  Street,  which 
is  to  be  used  as  a  Collegiate,  .^rchitcct, 


J.  Albert  Ewart,  Booth  Building,  Sparks 
.  Street. 

Saskatchewan  Province 

The  erection  of  a  school  is  contemp- 
lated by  the  Trustees  of  School  District 
No.  3C67,  Cavell.  Secretary,  H.  Wright, 
Sturgis  P.  O. 

The  Trustees  of  Malonick  School  Dis- 
trict No.  3669  are  considering  the  erec- 
tion of  a  school.  .Secretary,  T.  D.  La- 
ittre,  Malonick. 

The  Trustees  of  School  District  No. 
126,  Pachonan.  propose  to  l)uild  a  school. 
Secretary,  J.  Strachan.  Glen  Mary. 

The  erection  of  a  school  is  proposed  1)y 
the  Trustees  of  Langmarch  School  Dis- 
trict No.  3683.  Secre'tary,  L.  R.  Fawcett, 
Advance,  Sask. 

Smith's  Falls,  Ont. 

The  .School  Board  contemplate  the 
rebuilding  of  the  school  which  was  re- 
cently destroyed  by  fire.  Estimated  cost, 
$30,000.    Secretary,  C.  T.  McBride. 

St.  Alphonse  de  Thedford,  Que. 

The  School  Board  will  call  for  tenders 
very- shortl)^  for  the  erection  of  a  frame 
school.  Estimated  cost,  $3,000.  Sccrc- 
tarj',  Achille  Therrien. 

Stratford,  Ont. 

James  Russell.  21  Downie  Street,  is 
preparing  plans  for  a  school  to  be  built 
on  Downie  Street  for  the  Public  .School 
Board.  Chairman,  A.  AV.  Fisher.  Esti- 
mated cost,  $25,000. 

Thamesville,  Ont. 

The  School  Board  proi)ose  to  install 
fire  escapes  and  a  quanlitv  of  seating. 
Secretary,  K.  Kistruck. 

West  Lome,  Ont. 

Plans  for  an  addition  to  the  school  are 
being  prepared  by  W.  G.  Murray,  Do- 
minion Savings  Building.  London.  Ten- 
ders will  be  called  soon.  White  brick 
construction.    Approximate  cost,  $7,000. 

Whitebread,  Ont. 

The  .School  Trustees  propose  to  build 
a  school  at  an  approximate  cost  of 
$4,000.  Inspector,  J.  H.  Smith,  47  Vic- 
toria Street,  Chatham,  is  in  possession 
of  plans  and  other  information. 

CONTRACTS  AWARDED 

Glen  Robertson,  Ont. 

In  connection  with  the  Roman  Cath- 
olic Church  now  being  built,  the  con- 
tract for  steel  has  been  let  to  P.  J.  Po- 
wert.  Bridge  Street,  Ottawa,  and  the 
roofing  to  Ludowie  Siladin  Company, 
Chicago. 

Hamilton,  Ont. 

The  City  Council  have  awarded  the 
contract  for  painting  at  the  City  Hall 
and  House  of  Refuge  to  F.  W.  Kirk, 
205  Charlton  Avenue  W. 

Joliette,  Que. 

The  basement  of  the  proposed  church 
for  the  Roman  Catholic  congregation  is 
now  being  constructed.  The  contract  for 
piling  and  cf)ncrete  work  has  been  let 
to  W.  A.  Wood.  315  Hutchison  Street, 
Montreal. 

London,  Ont. 

The  Department  of  Militia  have  let 
the  general  contract  for  the  construction 
of  a  Soldier's  Hospital  to  S.  Willis  & 
Son,  705  Talbot  Street,  at  $12,000.  \r- 
chitecl,  .\.  E.  Nutter,  Dmuinion  llank 
Building. 


London  Township,  Ont. 

The  Trustees  of  School  Section  No.  23 
have  let  the  contract  for  the  erection 
of  an  addition  to  the  school  to  M.  f. 
Morrison,  Dundas  Street  E.,  London. 
Estimated  cost,  $3,000. 

St.  Anne  de  la  Pocatiere,  Que. 

The  general  contract  for  the  erection 
of  a  chapel  at  the  College  of  St.  Anne 
Pocatiere  has  been  awarded  to  T.  St. 
Hilaire,  St.  Ronald,  Que. 

St.  Hyacinthe,  Que. 

The  contract  for  alterations  to  the 
heating  system  at  the  Seminary  of  St. 
Hyacinthe  has  been  awarded  to  Hector 
Lorange,  254  Cascades  Street.  Work 
will  include  the  repairing  of  iron  pipes 
l)y  copper  ones. 

Toronto,  Ont. 

The  following  contracts  have  been 
awarded  in  connection  with  the  chapel 
which  is  being  built  for  the  Monastry  of 
Our  Lady  of  Refuge: — slate  roofing. 
Douglas  Bros.,  124  Adelaide  Street  W.: 
painting,  A.  Richards,  403  Spadina  Ave- 
nue; plumbing,  D.  Glynn  &  Son,  156  Ar- 
thur Street.  Heating,  plastering  and 
Aviring  not  yet  let. 


Business  Buildings  and  Indus- 
trial Plants 

Burquitlam,  B.C. 

The  Burquitlam  Agricultural  Society 
are  to  have  plans  prepared  for  enlarge- 
ment of  their  buildings.  Architect,  F. 
Horrel. 

Drummondville,  Que. 

Work  is  expected  to  start  very  shortly 
on  the  construction  of  a  sulphuric  acid 
plant  for  the  Aetna  Chemical  Company 
of  Canada,  Ltd.,  Drummondville.  Esti- 
mated cost,  $300,000. 

Guelph,  Ont. 

New  plans  are  being  prepared  for  a 
theatre  to  be  erected  on  St.  George 
Square  for  the  Griffin  Amusement  Com- 
pany, Ltd.,  8  Queen  Street  E.,  Toronto. 
Estimated  cost,  $12,000.  Architect,  W. 
A.  Mahoney,  Telephone  Building. 

Halifax,  N.S. 

The  City  Council  contemplate  the 
erection  of  an  abattoir  at  an  approximate 
cost  of  $20,000.    Clerk,  L.  F.  Monaghan. 

Ingersoll,  Ont. 

Work  has  been  started  on  the  remodel- 
ling of  a  building  on  King  Street  for  M. 
J.  Clear.  Frame  construction.  Work 
by  day  labor. 

Joliette,  Que. 

The  Joliette  Steel  Company  are  build- 
ing an  addition  to  their  plant,  and  will 
require  machinery  for  steam  and  elec- 
trical power. 

London,  Ont. 

John  M.  Mppre,  243^  Richmond  St., 
is  preparing  plans  for  remodelling  stores 
for  J.  C.  Duffield,  care  of  City  Gas  Com- 
pany. Estimated  cost,  $7,000.  Work  will 
include  store  fronts,  steam  heating  and 
interior  decorating. 

The  London  Foundry  Company  arc 
considering  the  erection  of  an  addition 
to  their  premises,  to  cost  about  $10,000. 
Manager,  E.  Grobb. 

The  Department  of  Miltia  &  Defence 
are  preparing  plans  for  a  building  to  be 
erected  at  Carlings  Heights,  at  an  csli- 
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iiialed  cost  of  $4,000.  I'articulars  from 
Major  Bishop,  Wolseley  Barracks,  Lon- 
don. 

Montmorency  Falls,  Que. 

The  Dominion  Textile  Company,  Lim- 
ited, propose  to  erect  a  large  mill. 

Montreal,  Que. 

Joseph  Gertler,  G7G  Drolet  Street,  has 
commenced  repairs  to  his  iron  works 
on  Bellechasse  Street.  Estimated  cost, 
$:i,.'500. 

The  Fairman  Estate,  care  of  F.  W. 
Fairman,  332  St.  James  Street,  will  call 
for  tenders  on  repairs  to  a  business 
block  on  St.  Catlierine  Street  West  as 
soon  as  plans  and  specifications  are  pre- 
pared. 

Montrose,  Ont. 

The  Michigan  Central  Railroad  Com- 
pany, Detroit,  contemplate  the  erection 
of  a  round  house,  coal  dock,  etc.,  at  an 
approximate  cost  of  $2.50,000.  Work  may 
start  very  shortly. 

Mt.  Brydges,  Ont. 

The  Crow  Motor  Car  Companj'  pro- 
pose to  build  an  addition  to  their  fac- 
tory, at  an  approximate  cost  of  $tO,000. 
Manager,  John  Stuart. 

New  Westminster,  B.C. 

The  Canadian  Northern  Railway  Com- 
pany, Toronto,  propose  to  build  a  rail- 
way station  at  an  approximate  cost  of 
$50,000,  and  plans  have  been  submitted 
to  the  City  Council  by  the  General  Man- 
ager of  the  Western  Division.  M.  H. 
MacLeod,  Vancouver.  Brick  and  stone 
construction. 

Ottawa,  Ont. 

Plans  for  a  store  and  residence  to  be 
built  on  Bank  Street  have  been  prepared 
by  James  &  Frank  Wilson,  8  Allan 
Place.  Brick  veneer  construction,  con- 
crete foundation,  felt  and  gravel  roofing. 
Estimated  cost,  $6,000. 

Port  Elgin,  Ont. 

Tenders  will  be  called  immediately  on 
the  erection  of  a  garage  for  John  Coul- 
ter. Brick  construction.  Plans  prepared 
by  owner. 

Sorel,  Que. 

\.  Chapdelaine.  Royale  Street,  con- 
templates rebuilding  the  stores  and  resi- 
dences which  were  destroyed  by  fire  last 
fall. 

Spirit  River,  Alta. 

Plans  for  an  elevator  will  be  prepared 
by  F.  Gillipse.  Structure  will  be  built 
this  year. 

Stratford,  Ont. 

Work  is  about  to  start  oil  the  erec- 
tion of  an  addition  to  the  premises  of  the 
George  McLagan  Furniture  Manufactur- 
ing Company,  Ltd.,  Trinity  Street.  Ar- 
chitect, James  S.  Russell,  21  Downie  St. 

Toronto,  Ont. 

W.  C.  Charters.  808  Kingston  Road, 
proposes  to  build  a  block  of  stores  on 
the  Kingston  Road,  at  an  approximate 
cost  of  .$2.5,000.  Architect,  P.  H.  Finney, 
79  .Adelaide  Street  E. 

The  Property  Committee  have  grant- 
ed permission  to  the  Militia  Department 
for  the  erection  of  a  bunk  house  at 
Stanley  Barracks.  Frame  construction. 
Colonel  Coldwcll,  Exhibition  Grounds, 
is  in  charge. 

The  Property  Committee  have  ap- 
proved plans  for  a  fire  hall  in  the  Wych- 


wood  District,  estimated  to  cost  $24,000. 
Tenders  will  be  called  shortly.  Brick 
and  steel  construction.  Plans  prepared 
by  City  Architect  W.  W.  Pearse,  City 
Hall. 

Tenders  are  now  lacing  received  for 
the  erection  of  a  store  and  apartments 
at  St.  Clair  Avenue  and  Vaughan  Road 
for  Rowell  &  Company,  74  Vaughan  Rd. 
Brick  construction,  felt  and  gravel  roof- 
ing.   Estimated  cost,  $7,000. 

The  United  Cigar  Stores,  Ltd..  284 
King  Street  West,  contemplate  altera- 
tions to  a  store  at  167  Yonge  Street. 

J.  A.  Thatcher,  Architect,  .'57  Cowan 
.Avenue,  is  receiving  tenders  on  the  erec- 
tion of  a  store  and  bakery  on  King  St. 
near  Portland  Street.  Brick  construc- 
tion, felt  and  gravel  roofing.  Approxi- 
mate cost,  $10,000. 

Tenders  on  the  erection  of  a  jjrivatc 
hotel  at  559  Sherbourne  Street  will  be 
received  until  March  14th  by  N.  G.  Beggs, 
.Architect,  Cosgrave  Building.  Brick 
construction.     Estimated  cost,  $250,000. 

In  connection  with  the  erection  of  a 
garage  and  showrooms  at  240  Simcoe 
Street  for  the  Automobile  &  Supply  Com- 
pany, a  permit  has  been  issued  for  an 
additional  storey.  Engineers.  Harkness 
&  Oxley,  Confederation  Life  Building. 

Prices  on  material  recjuired  in  the  erec- 
tion of  a  warehouse  and  factory  on 
Princess  Street  for  the  Laura  Secord 
Candy  Company  are  being  received  by 
the  Superintendent  of  Construction,  11. 
T.  Hickcy,  GO  Princess  -Street. 

Victoria,  B.C. 

The  Canadian  Northern  Railway  Com- 
pao)',  Toronto,  are  considering  the  erec- 
tion of  an  office  building  at  Fort  and 
Government  Streets.  A  two-storey  build- 
ing will  be  erected,  l)Ut  provision  will  be 
made  for  raising  it  to  six  storeys  when 
desired.  Purchasing  Agent,  E.  Langhan, 
Winnipeg. 

Whitebread,  Ont. 

Hugh  Turner  proposes  to  build  a  barn 
in  the  spring  and  will  prepare  plans. 

CONTRACTS  AWARDED 

Georgetown,  Ont. 

In  connection  with  the  factory  which 
has  been  built  by  the  Glass  Garden 
Builders,  Limited,  201  Church  Street, 
Toronto,  the  contract  for  wiring  has 
been  let  to  R.  A.  L.  Gray  &  Company, 
85  York  .Street,  Toronto. 

Lanigan,  Sask. 

The  general  contract  for  the  erection 
of  a  creamery  for  the  Lanigan  Creamery 
Company,  Limited,  has  been  let  to 
Miner  Ball  Company,  614  Ninth  Street. 
Frame  construction.  Approximate  cost, 
$5,500. 

Montreal,  Que. 

In  connection  with  the  machine  shop 
which  is  being  erected  for  the  Williams 
Manufacturing  Company,  Ltd.,  1789  St. 
James  Street,  the  contract  for  installa- 
tion of  a  sprinkler  system  has  been  let 
to  W.  J.  McGuire,  332  Craig  Street  W., 
and  the  plumbing,  heating  and  painting 
to  the  general  contractors. 

The  following  contracts  have  been 
awarded  for  extensions  to  three  stores 
on  Laurier  Avenue  W..  for  G.  .A.  Tiffin, 
care  of  John  Hyde,  205  St.  James  Street: 
brick  work,  S.  Roclion,  470  Outremont 
Avenue;  roofing,  heating  and  plumbing, 
J.  T.  Briard,  1377  St.  Dominique  Street; 


plastering,  J.  Chamberland,  553  Du- 
rocher  Street;  painting,  T.  Peladeau,  197a 
Champ  de  Mars;  electrical  work,  Peer- 
less Lighting  Company,  319  St.  Law- 
rence Street.  Foundations  and  carpen- 
try by  the  general  contractors,  J.  B. 
Gratton,  Ltd.,  GOO  Labrecque  Street. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  machine 
shop  which  has  been  liuilt  for  the  Wil- 
liams Manufacturing  Company,  Limited, 
1789  St.  James  Street,  has  been  awarded 
to  Philip  Lahee  &  Company,  2081  St. 
Nicholas  Street. 

Peterborough,  Ont. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  addition 
now  being  built  to  the  premises  of  the 
.Auburn  Woollen  Mills,  River  Road,  has 
been  let  to  F.  R.  McPherson  Company, 
Limited,  George  Street. 

Quebec,  Que. 

The  contract  for  heating  and  plumb- 
ing required  in  connection  with  the  the- 
atre which  has  been  erected  on  Labrcquc 
Street  for  the  Quebec  Theatre  Company 
has  been  awarded  to  Jobin  &  Paquet,  78 
Cote  d'Abraham. 

Shawinigan  Falls,  Que. 

Plans  are  being  prepared  for  the  con- 
struction of  a  paper  mill  for  the  Belgo- 
Canadian  Pulp  &  Paper  Company.  The 
contract  for  concrete  foundations  has 
been  awarded  to  the  Raymond  Concrete 
Pile  Company,  New  Birks  Building, 
Montreal. 

St.  John,  N.B. 

Work  is  about  to  start  on  alterations 
to  the  premises  of  the  W.  H.  Thorne 
Company,  Ltd.,  Market  Square.  The 
contract  for  masonry  and  carpentry  has 
been  let  to  R.  A.  Corbet,  Douglas  Ave- 
nue, and  the  painting  to  James  Pullen, 
Horsefield  Street. 

Toronto,  Ont. 

The  general  contract  for  alterations 
to  a  store  at  Keele  and  Dundas  Streets 
for  the  United  Cigar  .Stores,  Limited, 
384  King  Street  West,  has  been  let  to 
D.  Mann,  11  Hayter  Street.  Tenders  for 
wiring  are  being  received  by  the  gen- 
eral contractor. 

The  following  contracts  have  been  let 
for  the  erection  of  a  warehouse  on 
Church  Street  for  the  Club  Cof¥ec  Com- 
pany. 27  Church  Street: — masonry,  Orr 
Bros.,  Ltd.,  29  Queen  Street  E.;  car- 
pentry, T.  J.  Sproule,  54  Shanley  Street; 
steel,  Dominion  Bridge  Company,  Vic- 
toria Street;  roofing,  Reggin  &  Spence, 
530  Front  Street  W. ;  painting  and  glaz- 
ing, J.  McCausland  &  Son,  11  Nelson 
Street;  plumbing  and  heating,  R.  Jor- 
dan, 37  Hazelton  Avenue;  wiring,  Ben- 
nett &  Wright  Company,  72  Queen  Street 
East. 

Vancouver,  B.C. 

In  connection  with  the  premises  in 
course  of  erection  at  Granville  and  Pen- 
der Streets  for  the  Merchants  Bank  of 
Canada,  Montreal,  the  contract  for  heat- 
ing and  plumbing  has  been  let  to  Kydd 
Bros.,  155  Pender  Street  W.,  the  elec- 
trical work  to  Mundy,  Rowland  &  Com- 
pany, Standard  Bank  Building,  and  the 
painting  to  J.  S.  .Abbs,  2125  13th  Ave.  W. 

The  general  contract  for  the  erection 
of  a  theatre  for  C.  M.  Bowman,  .Albert 
Street,  Southampton.  Ont.,  has  been 
awarded  to  .\dkinson  &  Dill,  Wellington 
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Block.  Some  trades  will  be  sub-let.  Ap- 
pro.ximate  cost,  $40,000. 

Welland,  Ont. 

The  fieneral  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  Union 
Carbide  Company  has  been  awarded  to 
T.  C.  Diffin.  Reinforced  concrete  con- 
struction.   Estimated  cost,  $30,000. 


Residences 

Chatham  Township,  Ont. 

The  erection  of  a  residence  is  con- 
templated liy  I.  Makiosi,  Wallaceburg, 
Ont. 

Chesley,  Ont. 

W.  G.  Murray,  Dominion  Savings 
Building,  London,  is  preparing  plans  for 
a  bungalow  to  be  built  for  Wellington 
Krug,  Chesley.  White  brick  construc- 
tion.    Estimate  cost,  $4,.50O. 

Dashwood,  Ont. 

William  Held  has  had  i)lans  jirepared 
for  a  residence,  estimated  to  cf)st  $3,000. 
White  brick  construction. 

Easthope  Township,  Ont. 

Charles  Cook,  Gravel  Road.  Stratford, 
is  preparing  plans  for  a  residence,  esti- 
mated to  cost  $.'?,.500.  Milton  pressed 
brick  construction. 

Eastview,  Ont. 

Charles  Aubrey,  Main' Street,  is  about 
to  build  a  residence,  estimated  to  cost 
Slij-jOO.    Frame  construction. 

Hagersville,  Ont. 

Charles  Robins,  R.  R.  No.  4,  Hagers- 
ville, contemplates  the  erection  of  a  resi- 
dence. 

Hamilton,  Ont. 

Plans  have  been  prepared  for  a  Nurses' 
Home  in  connection  with  tlic  Mount 
Hamilton  Hospital,  and  tenders  will  be 
called  very  shortly.  Architect.  W.  P. 
Witton,  Hamilton  Provincial  &  I^oan 
Building. 

Ingersoll,  Ont. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  Iniilt  on  Thames  Street  for 
E.  Wriglit,  care  of  Wright  Dry  Goods 
Company.  Red  brick  construction.  Es- 
timated cost,  $3,.'")00. 

Knowlton,  Que. 

F.  S.  Mallory,  r,r,  Adelaide  Street  E., 
Toronto,  is  preparing  plans  for  a  resi- 
dence, estimated  to  cost  $10,000.  Ten- 
ders will  be  called  later. 

Levis,  Que. 

Plans  of  a  residence  are  now  being 
prepared  for  R.  Roy  by  L,  E.  Auger, 
39  St.  Jean  Street,  Quebec.  Estimated 
cost,  $12,000. 

Cherrier  Bunville  is  having  plans  of 
a  residence  prepared  by  L.  E.  Auger,  39 
St.  Jean  Street,  Quebec.  Estimated  cost, 
$4,000. 

London,  Ont. 

W.  G.  Murray.  Dominion  Savings 
Building,  is  preparing  plans  for  remodel- 
ling a  residence  for  W.  Parr,  464  York 
Street.  Work  will  start  shortly.  Esti- 
mated cost,  $.5,000. 

R.  H.  Smith,  l")/'  Wharncliffe  Hoad, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $:!,000.  Whhc 
brick  vi  iHcr  cnn  ^l  nicl  ii  in. 

.\.  Dickensf)n,  4  Inglesidc  Strcil.  lias 
commenced  the  erection  of  a  residence 


on  Duchess  Avenue.  Estimated  cost, 
$3tO0().    ^Vhite  brick  veneer  construction. 

Bert  Weir.  493  Adelaide  Street,  is  pre- 
Iiaring  plans  for  three  residences  to  be 
built  on  Reyburn  Street  at  an  approxi- 
mate cost  of  $f),000.  White  brick  con- 
struction. 

William  Riley,  Glebe  and  King  Streets, 
is  preparing  plans  for  two  residences, 
estimated  to  cost  $3,800.  White  brick 
construction. 

Mandaumin,  Ont. 

W.  Storing,  Brown  Homestead.  Man- 
daumin, Wyoming,  is  considering  the 
erection  of  a  residence. 

Niagara  Falls,  Ont. 

Work  has  been  started  on  the  erection 
of  a  residence  on  Bridge  Street  for  Al- 
bert E.  Goring,  4  Pine  Street.  Brick 
and  shingle  construction. 

Ottawa,  Ont. 

John  Wilson,  care  of  F.  Wilson,  793 
Somerset  .Street,  contemplates  the  erec- 
tion of  two  residences  on  Irving  Street 
and  another  on  Bethany  Street.  Brick 
veneer  construction,  stone  foundation, 
shingle  roofing.  Estimated  total  cost, 
$9,. 500, 

W.  J.  Spratt,  157  Sunnyside  Avenue, 
contemplates  the  erection  of  a  residence, 
to  cost  about  $4,500.  Brick  veneer  con- 
struction. 

B.  .\.  Grison,  83  Bank  Street,  is  hav- 
ing ]dans  prepared  for  a  bungalow  to 
be  built  on  Fentiman  Avenue  at  an  es- 
timated cost  of  $3,500,  and  is  also  con- 
sidering the  erection  of  a  number  of 
residences  to  cost  about  $4,000  each. 
.Stucco  and  brick  construction. 

Quebec,  Que. 

L.  E.  Auger,  39  St.  Jean  Street,  is 
preparing  plans  for  two  residences  for 
J.  and  Alcide  Samson.  Estimated  cost, 
$7,000  each. 

Raleigh  Township,  Ont. 

George  Davidson  has  had  plans  of  a 
residence  prepared  by  James  L.  Wilson 
&  Son,  801^  King  Street  West,  Chatham. 
Estimated  cost,  $3,000.  Brick  veneer 
construction. 

Sorel,  Que. 

L.  S.  Robitaille,  Phipps  Street,  con- 
templates the  erection  of  four  flats  to 
replace  those  destroyed  by  fire. 

St.  Jerome,  Que. 

Charles  Jouivet.  377  Rue  Notre  Dame, 
Maisonneuve,  is  building  an  addition  to 
his  residence,  estimated  to  cost  $^,000. 
Frame  and  plaster  construction. 

Thedford  Mines,  Que. 

E.  Lacerte,  Thedford  Mines,  contemp- 
lates the  erection  of  a  residence,  and  is 
having  plans  prepared  by  L.  E.  Auger. 
39  St.  Jean  Street,  Quebec.  Estimated 
cost,  $12,000. 

Toronto,  Ont. 

P.  H.  Finney.  79  Adelaide  Street  E., 
is  preparing  plans  for  three  residences 
to  be  built  on  Kew  Beach  Avenue,  for 
v..  Elliott,  77  Vermont  Street.  Frame 
construction. 

W.  C.  Charters,  808  Kingston  Road, 
proposes  to  build  a  large  number  of 
residences  on  the  Kingston  Road,  at 
an  apprfj.ximate  cost  of  $50,000.  Plans 
ail"  being  prepared  by  T'.  IT.  Finney, 
ill  /Xdelaide  Street  V..  Frame  and  brick 
construction. 


E.  R.  Machon,  108  Oakmount  Road, 
has  commenced  the  erection  of  a  pair 
of  residences  on  Boon  Avenue.  Brick- 
construction,  shingle,  felt  and  gravel 
roofing.    Estimated  cost,  $4,200. 

Mrs.  C.  Ray,  583  Spadina  Avenue,  con- 
templates alterations  to  her  residence 
for  conversion  into  apartments. 

E.  J.  Croker,  21  Alton  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences  on  Orchard  Park  Boulevard, 
estimated  to  cost  $3,500.  Smaller  trades 
will  be  sub-let.  Brick  construction, 
shingle,  felt  and  gravel  roofing. 

E.  A.  Wilkinson,  151  Balsam  Avenue, 
is  receiving  tenders  on  the  erection  of  a 
residence,  estimated  to  cost  $4,000.  Brick 
construction,  shingle  roofing. 

Ellis  &  Ellis,  Manning  Chambers,  will 
receive  tenders  until  March  15th  for  the 
erection  of  a  residence  on  Radford  Ave- 
nue for  Dr.  Gilmour.  Estimated  cost, 
$7,500.     Brick  construction. 

Walkerville,  Ont. 

The  erection  of  a  residence  on  Kil- 
dare  Road  is  contemplated  by  F.  E.  .A.l- 
lum,  Detroit,  Mich.  Stucco  construc- 
tion. 

CONTRACTS  AWARDED 

Georgetown,  P.E.I. 

Work  will  start  in  the  spring  on  the 
erection  of  a  residence  for  Benjamin 
Stewart.  The  general  contract  has  been 
let  to  P.  Bradley,  St.  Teresa.  P.E.I. 
Frame  construction,  concrete  foundation, 
shingle  roofing.  .Approximate  cost, 
$3,000. 

Hamilton,  Ont. 

J.  W.  Gage,  507  Bank  of  Hamilton 
Building,  has  let  the  contract  for  mason- 
ry required  in  the  erection  of  two  resi- 
dences on  Belmont  Avenue  to  A.  Barnes, 
53  Cheener  Street,  and  the  carpentry  and 
roofing  to  George  Gulp,  327  Glendale 
.\venue.    Estimated  cost,  $3,500. 

The  following  contracts  have  been  let 
in  connection  with  the  apartment  house 
which  is  being  built  for  G.  A.  Rivett, 
811  King  Street  E.: — masonry  and  steel, 
D.  Tooe,  191  Robinson  Street;  carpen- 
try, W.  Bell,  113  Sherman  Avenue  N.; 
heating  and  plumbing,  P.  A.  Moore,  939 
King  Street  E.;  electrical  work,  Culley 
&  Breay,  King  Street  West. 

Ottawa,  Ont. 

D.  L.  Campbell,  0  Driveway  West,  is 
building  a  residence  on  Wilton  Avenue, 
estimated  to  cost  $8,500,  and  has  let 
the  contract  for  electrical  work  to  E. 
Headly,  045  Echo  Drive.  Brick  veneer 
construction,  stone  foundation,  shingle 
roofing. 

W.  H.  Craig,  245  Fourth  Avenue,  has 
commenced  the  erection  of  a  residence 
on  Carlyle  Street,  and  has  let  the  mason- 
ry contract  to  Beattie  &  Davidson,  Ren- 
frew Avenue,  and  the  brick  work  to  Peer- 
less Brick  Companv,  Ottawa  South.  Es- 
timated cost,  .$4,500. 

The  contract  for  electrical  work  re- 
(luired  in  connection  with  the  apartments 
in  course  of  erection  for  W.  H.  Tate, 
Bank  Street,  has  been  let  to  P.  .^ck- 
royd,  410  Bank  Street. 

Westmount.  Que. 

.Xnglin's  Limited,  05  \'icloria  Street, 
Montreal,  have  commenced  the  erection 
of  a  residence  on  Willow  Avenue  for  T. 
A.  Hubley,  4  Windsor  Avenue.  Tenders 
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arc  being  received  for  electrical  work. 
Estimated  cost,  $0,800.  Terra  cotta  and 
plastic  brick  construction. 

Power  Plants,  Electricity  and 
Telephones 

Beckwith  Township,  Ont. 

The  Township  Council  are  consider- 
ing the  construction  of  about  twenty 
miles  of  telephone  lines  during  the  year. 
Clerk,  J.  W.  Robertson,  Carleton  Place.' 

Blenheim,  Ont. 

The  Blenheim  &  South  Kent  Tele- 
phone Company  propose  to  make  exten- 
sions to  their  system.  Particulars  from 
C.  B.  Langford,  Blenheim. 

Calgary,  Alta. 

Tlic  City  Commissioners  will  receive 
tenders  until  1  p.m.,  March  1.5th,  for  the 
supply  of  underground  cable.  Specifica- 
tions at  office  of  the  City  Electrical  En- 
gineer. 

Castleton,  Ont. 

'I'he  Cramahes  Municipal  Teleplione 
Company  propose  to  construct  their  sys- 
tem this  year.  Secretary,  Herman  Rey- 
nolds, Morganston. 

Dashwood,  Ont. 

]'.lans  are  to  be  prepared  at  once  for 
the  construction  of  a  transmission  line 
between  Dashwood  and  Exeter,  with 
branches  to  Zurich  and  Crediton.  Own- 
er, H.  Eilber,  Dashwood. 

London,  Ont. 

The  City  Council  will  shortly  con- 
sider the  installation  of  an  ornamental 
lighting  system  on  the  breakwater  at 
W  est  London.    Clerk,  S.  Baker. 

Mersea  Township,  Ont. 

The  Township  Council  propose  to  con- 
struct a  Municipal  Telephone  System 
throughout  the  Township.  Clerk,  A. 
Hairsine,  Leamington. 

Niagara  Falls,  Ont 

The  Hydro  Electric  Commission  pro- 
pose to  let  a  contract  for  the  suppV  of 
lamps  and  transformers  during  the  year. 
Superintendent,  George  Foster. 

Toronto,  Ont. 

Kerry  &  Chace,  Limited,  550  Confeder- 
ation Life  Building,  desire  to  receive 
l)rices  and  other  information  with  regard 
to  the  following: — one  generator,  three 
transformers,  two  belted  induction  or 
synchronous  motors,  two  air  compres- 
sors, and  one  Lydner  sharpener.  Imme- 
diate delivery  at  Cordova  Mines,  Ont.,  is 
required. 

Yamachiche,  Que. 

The  Brunelle  Furnace  &  Boiler  Com- 
pany, Limited,  propose  to  install  electric 
motors  and  to  equip  their  machinery  for 
electrical  operation.  Manager,  A.  Her- 
oux. 


Fires 

Bout  de  L'Isle,  Que. 

The  residence  owned  by  Oscar  Ribet 
has  been  destroyed  by  fire.  Loss,  about 
$8,000.    Owner  will  rebuild. 

Bridgeburg,  Ont. 

Fire  has  destroyed  the  residence  of 
W.  M.  Hogg.    Loss,  $4,000. 

Calgary,  Alta. 

Fire  has  destroyed  the  Central  Meth- 


odist Church.  Loss,  $50,000,  partially 
covered  by  insurance. 

Chatham,  Ont. 

Fire  has  entirely  destroyed  the  resi- 
dence of  Abram  Turner  and  the  residence 
and  barn  owned  by  John  Turner. 

Clarkson,  Ont. 

A  large  barn,  belonging  to  W.  G. 
Gooderham,  42  Elm  Avenue,  Toronto, 
has  been  destroyed  by  fire.  Loss,  $30,- 
000,  covered  by  insurance. 

Dover  Township,  Ont. 

The  Presbyterian  Church  has  been 
destroyed  by  fire.  Loss,  about  $8,000. 
Pastor,  Rev.  Norman  Lindsay,  Conces- 
sion 11,  Dover  Township,  Chatham. 

Lake  Rosseau,  Muskoka,  Ont. 

Fire  has  destroyed  the  Maplehurst 
Hotel,  owned  by  Mrs.  T.  B.  Brown. 

Moncton,  N.B. 

.\  residence  owned  by  Dosite  LeBlanc, 
Emmerson  Street,  has  been  entirely  des- 
troyed by  fire. 

Montreal,  Que. 

A  Inisiness  block  on  St.  Catherine  St. 
West  has  been  destroyed  by  fire.  Own- 
er, Fairman  Estate,  care  of  F.  W.  Fair- 
man,  232  St.  James  Street.    Loss,  $20,000. 

The  residence  at  313  Bcaudry  Street, 
owned  by  Edmond  Porcheron,  63G  St. 
Denis  Street,  has  been  destroyed  by  fire. 
Loss,  about  $5,000. 

Fire  has  damaged  the  premises  of  the 
Canadian  Metal  Manufacturing  Com- 
pany, Limited,  St.  James  and  Richmond 
Streets,  to  the  extent  of  $15,000. 

Fire  has  destroyed  the  Bonaventure 
Station  of  the  Grand  Trunk  Railway 
Company.    Loss,  $300,000. 

Orillia,  Ont. 

J.  A.  Orton's  planing  mills  have  been 
destroyed  by  fire.  Loss.  $7,500,  partially 
insured. 

Fire  has  destroyed  the  Grand  Trunk 
Railway  Station. 

Ottawa,  Ont. 

Fire  has  damaged  the  foundry  of  the 
Ottawa  Steel  &  Iron  Works,  137  Broad 
Street,  to  the  extent  of  about  $3,000. 
Owners  will  rebuild. 

Port  Hope,  Ont. 

Fire  has  destroyed  five  residences 
owned  by  W.  R.  Chisholm,  Church  St. 
Loss,  $15,000,  partially  covered  by  in- 
surance. 

Sarnia  Township,  Ont. 

The  residence  of  Adam  Storing,  Con- 
cession 2,  has  been  destroyed  by  fire. 
Loss,  $3,000.  Owner  is  considering  re- 
building. 

St.  Catharines,  Ont. 

Two  stores,  owned  by  Marshall's, 
Limited,  have  been  destroyed  by  fire. 
Loss,  $18,000,  covered  by  insurance. 

Thorold,  Ont. 

The  residence  owned  by  Mrs.  C.  Bax- 
ter, Beidal  Avenue,  has  been  destroyed 
by  fire.    Loss,  $5,000,  partly  insured. 

Toronto,  Ont. 

Fire  has  badly  damaged  the  premises  of 
the  Toronto  Wood  Turning  Company 
and  the  Builders'  Moulding  Company, 
95  Richmond  Street  West. 

Welland,  Ont. 

The  planing  mills  belonging  to  S.  L. 


Lambert  has  been  destroyed  by  fire. 
Loss,  $25,000,  partly  insured. 

Winnipeg,  Man. 

Eire  has  destroyed  a  factory  building 
owned  by  J.  A.  Mullabcrry,  70  Smith  St. 
Loss,  about  $9,000. 


Miscellaneous 

Assiniboia,  Man. 

The  Municipal  Clerk,  Frank  Ness, 
Kirkfield  Park  P.  O.,  will  receive  ten- 
ders until  noon,  March  15th,  for  all  lum- 
ber required  during  the  year. 

Calgary,  Alta. 

The  sum  of  $13,000,  for  the  erection  of 
two  comfort  stations,  has  been  included 
in  the  estimates  for  the  year.  City  Clerk. 
J.  M.  Miller. 

London,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  4  p.m.,  March  13th,  for  sup- 
piles  required  during  the  year,  including 
cement,  tile,  lumber,  gravel  and  iron  cast- 
ings. Specifications  at  office  of  the  En- 
gineer, H.  A.  Brazier. 

Toronto,  Ont. 

S.  A.  Hager  &  Son,  703  C.  P.  R.  Build- 
ing, are  receiving  tenders  on  the  supply 
of  3,000,000  of  birch,  1-inch,  lj4-inch  and 
2-inch. 

Triple  Island,  B.C. 

The  Department  of  Marine  &  Fisher- 
ies, Ottawa,  propose  to  build  a  lighthouse 
and  fog  alarm.  Deputy  Minister,  A. 
Johnston,  Ottawa. 

CONTRACTS  AWARDED 

London,  Ont. 

The  London  Concrete  Machinery  Com- 
pany, Limited,  have  been  awarded  a  con- 
tract for  the  supply  of  two  batch  mix- 
ers for  use  at  the  new  plant  of  the  Im- 
perial Oil  Company  at  Point  Aux  Trem- 
bles, Que. 


Commission  Appointed  to  Advise  on 
Panama  Canal  Slides 

In  compliance  with  a  request  from 
President  Wilson,  who  is  desirous  that 
General  Goethals  have  the  benefit  of  the 
best  assistance  possible  in  solving  the 
problem  he  has  in  hand,  the  National 
Academy  of  Science  has  designated  a 
commission  to  investigate  the  subject  of 
slides  on  the  Panama  Canal  and  to  make 
a  report  to  the  President  concerning 
them.  It  is  expected  that  the  commis- 
sion will  sail  for  the  Canal  Zone  to-day. 

Those  appointed  on  the  commission 
are:  Charles  R.  Van  Hise,  president  of 
the  University  of  Wisconsin;  Brig.-Gen. 
Henry  L.  Abbot,  hydraulic  engineer,  of 
Cambridge,  Mass.;  John  C.  Branner, 
president  of  Leland  Stanford,  Jr.,  Uni- 
versity; Whitman  Cross,  of  the  U.  S. 
Geological  Survey;  John  F.  Hayford,  di- 
rector of  the  college  of  engineering, 
Northwestern  University;  Harry  F.  Reid, 
professor  of  geology  at  Johns  Hopkins 
University;  Dr.  Charles  D.  Walcott,  pres- 
ident of  the  Smithsonian  Institute;  Rolla 
C.  Carpenter,  professor  of  experimental 
engineering,  Cornell  University;  Arthur 
P.  Davis,  chief  engineer  U.  S.  Reclama- 
tion Service,  and  John  R.  Freeman,  con- 
sulting hydraulic  engineer,  of  Providence, 
R.  T. 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Tenders  are  invited  for  the  erection  of  a  Brick 
N'eneer  School  House  on  the  Town  Line  of  Moore 
and  Sonihra,  I.ambton  County.  Plans  and  speci- 
fications can  be  seen  at  the  house  of  F.  K.  John- 
s(ni,  Secretary-treasurei",  or  C.  O'Connors,  Chair- 
man of  the  School  Board,  Bickford.  Tenders  to 
he  opened  March  2fith,  1910.  9-11. 

The  lowest  or  any  tender  not  necessarily  ac- 
crpred. 


.Viitice  is  hereby  given  that  the  time  for  the 
reception  of  tenders  for  Lock  Gates  and  their 
equipment,  al  Last  River  Lock,  X.S.,  near  New 
(dasgnw,  is  extended  to  Monday.  March  13,  1916. 

By  order, 

R.  C.  DESROCIIERS, 

Secretary. 

Depaitment  of  Public  Works, 

9-9  Ottawa,  Feb.  124,  191G.— 9342:5. 


CITY  OF  BRANTFORD 

Tenders  for  Road  Oil 
and  Sewer  Pipe 

Sealed  tenders,  addressed  to  Aid.  Geo.  A.  Ward, 
Chairman  of  the  Board  of  Works,  in  care  of  the 
City  Clerk,  Brantford,  Out.,  will  be  received  till 
12  o'clock  noon  on  Monday,  March  13th,  1916, 
for  the  supply  of  Road  Oil  and  Sewer  Pipe  re- 
quired by  the  City  of  ]!rantford  during  1910. 

Specifications  may  be  seen  and  forms  of  tender 
obtained  on  application  to  the  City  Engineer. 

Each  tender  must  be  accompanied  by  a  marked 
cheque  payable  to  the  City  Treasurer  for » the 
amount  called  for  in  the  form  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  HARRY  JONES, 

City  Engineer. 

City  Hall,  Brantford, 

February  23rd,  1916.  910 


Tenders  for 
Special  Track  Work 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  ToroiUo,  up  to  12  o'clock  noon  on 
Tuesday,  March  14th,  1916,  for  tlie  supply  and 
delivery  of — 

Special  Track  Work,  for  St.  Clair  Avenue  Barn. 
Extension,  Toronto  Civic  Railway,  No.  36  (Recall) 

Knvelojies  containing  tenders  must  he  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  lender  may  be  obtained  at 
the  Works  Department,  Room  12,  City  Hall.  Ten- 
ders must  comply  strictly  with  conditions  of  City 
By-law  as  to  deposits  and  sureties,  as  set  out  in 
specifications  and  forms  of  tender.  The  lowest 
or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
9  9  Cliairman,   Board  of  Control. 


TOWN  OF  BARRIE 


Tenders  for  Road  Oil 


Sealed  tenders,  addressed  to  the  luidersigned, 
will  be  received  until  Thursday,  March  30th,  for 
the  supply  of  Road  Oil  for  the  year  1910. 

J.  .S.  LAING, 

Town  Engineer. 
Barrie.   Mar.  Oth,  1910.  10-11 


For  Quick  Sale 

One  1  yd.  Steel  .Side  Dump  Car,  never  used; 
for  24-in.  track,  .'I/lO  in.  jdate  body  and 
hand  brake  .fTO.OO 

I  hic  1  yd.  .Steel  .Side  Dump  Car  for  24-in. 
track,     used     only     one    month,    12  ga. 
plate  txidy,  with  roller  bearing  boxes.    40.  DO 

Two  2  yil.  Steel  Side  Diunp  Cars  for  oO  in. 
track ;  never  used,  10  ga.  plate  bodies, 
roller  liearing  boxes.     Each  05.00 

i;.  K.  BECHTEr>, 
9-'.n  Waterloo,  Out. 


POSITIONS  WANTED 


K,\])erienced  Contractor  and  Practical  Builder 
ilesires  change.  Would  accept  position  as  super- 
intenilent  of  construction,  or  travelling  salesman. 
Thorough  knowledge  of  all  building  material  and 
contractors'  supplies.  J^ox  330,  Contract  Record 
&  Engineering  Review,  Toronto,  Ont.  9-12 


Late  News  Items 

Charlottetown,  P.E.I 

Tenders  are  now  being  received  for 
the  installation  of  a  heating  system  at  the 
First  Methodist  Church.  Secretary,  E. 
H.  Beer,  134  Richmond  Street. 

Louiseville,  Que. 

Tenders  on  tlie  erection  of  a  church 
will  be  received  until  March  22nd  by 
Rev.  Canon  P.  N.  Tessier,  Louiseville. 
Architect,  P.  Levesque,  115  St.  John  St., 
Quebec.  Steel,  terra  cotta  and  stone  con- 
struction.   Estimated  cost,  $1.50,000. 

Merlin,  Ont. 

W.  A.  Barr  is  clearing  the  site  pre- 
paratory to  the  erection  of  a  store,  esti- 
mated to  cost  ,$10,000.  Architect  not  yet 
appointed. 

Niagara  Falls,  Ont. 

M.  H.  Buckley,  20  Ontario  Street,  will 
receive  tenders  until  March  12th  for  the 
erection  of  a  gara.ge.  Reinforced  con- 
crete construction.  Estimated  cost, 
$0,000. 

Ottawa,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies: — plank  and 
cedar,  W.  C.  Edwards,  Sussex  Street, 
$G,.S10;  vitrified  clay  pipe,  Barrett  Bros., 
Catharine  Street,  and  T.  Sidney  Kirby 
Company,  Sussex  Street;  sand,  W.  E. 
Beaton,  Canal  Basin;  stone,  Federal 
Stone  &  .Supply  Company,  Sussex  Street; 
castings,  Thomas  Lawson  &  Sons,  Wel- 
lington Street. 

The  general  contract  for  rebuilding  the 
factory  of  Grant,  Holden  Sz  Graham,  147 


.\lbert  Street,  has  been  awarded  to 
Charles  Holbrook  &  Son,  425  Somerset 
Street.  Brick  construction.  Approxi- 
mate cost,  $30,000. 

Sarnia,  Ont. 

R.  W.  Fawcett,  153  Essex  Street,  is 
preparing  plans  for  an  addition  to  the 
school  of  St.  Paul's  Presbyterian  Church. 
Estimated  cost,  $8,500. 

St.  Augustin,  Que. 

The  School  Board  propose  to  erect  a 
school  at  an  approximate  cost  of  $15,000, 
and  are  having  plans  prepared  bj'  L.  E. 
Auger,  .'!9  St.  Jean  Street,  Quebec. 

St.  Hilaire  de  Dorset,  Que. 

L.  IL  Auger,  :!9  St.  Jean  Street.  Que- 
bec, is  preparing  plans  for  a  church  to  be 
erected  for  the  Roman  Catholic  con.gre- 
gation.    Estimated  cost,  $14,000. 


Wheeled  Spout  Aids  Concreting  of 
Levee  Slopes 

Concrete  protection  for  the  river  base 
of  a  l,G00-ft.  levee  has  recently  been 
poured  economically  in  alternate  up-and- 
down  strips  by  a  light,  sectional  wheeled 
chute  which  delivered  concrete  from  a 
mixer  moved  along  the  top  of  the  em- 
bankment. 

The  dike  will  protect  a  thickly-settled 
section  of  Binghampton,  N.  Y.,  from 
floods  on  the  Chenango  River,  which 
four  times  in  recent  years  has  inundated 
this  part  of  the  city.  The  entire  levee 
is  2,600  ft.  long,  the  earth  portion  being 
built  across  the  smaller,  westerly  chan- 
nel of  the  river  to  Comming's  Island. 
The  east  channel  and  part  of  the  is- 
land was  dredged  out  with  a  dragline 
and  removed  with  a  steam  shovel  and 
cars  to  provide  material  for  the  em- 
bankment. Most  of  the  bank  required  a 
20-ft.  fill,  the  maximum  being  35  ft.  This 
brings  the  top  of  the  levee  to  26  ft.  above 
low  water  and  6  ft.  above  the  highest  re- 
corded flood.  The  remaining  section  of 
the  dike  consists  of  a  steel-sheet-pile 
section  475  ft.  long  and  a  500-ft.  concrete 
wall. 

The  6-in.  reinforced  concrete  slabs  of 
the  river  face  of  the  embankment  were 
cast  in  alternate  10-ft.  strips,  using  forms 
similar  to  sidewalk  forms.  They  are 
carried  down  4  ft.  below  low  water  mark. 
Although  it  was  expected  that  dry  mix- 
tin^e  would  have  to  be  used,  it  was  found 
possible  to  hold  a  thoroughly  wet  mix  on  . 
the  2-to-l  slope.  The  sectional  chute, 
designed  and  furnished  by  the  Foote 
Manufacturing  Company,  which  supplied 
the  mixer,  was  supported  on  wheels 
which  rolled  on  scantlin.gs  laid  at  inter- 
vals across  the  top  of  the  forms.  The 
slabs  for  this  section  of  the  work  were 
reinforced  2  in.  from  the  bottom  with 
No.  41-gage  woven  wire  mesh  to  minim- 
ize damage  from  ice  jams.  The  1,800 
cu.  yd.  of  1:2:4  concrete  laid  on  the  levee 
slope  cost  $7.90  per  cubic  yard,  according 
to  John  A.  Giles,  city  en.gineer  of  Bing- 
hampton, who  had  charge  of  the  project; 
Arthur  L.  LaRoch,  engineer  in  charge, 
supervised  the  conversation  of  both  sec- 
tions, while  H.  W.  Fitzgerald  was  con- 
tractor for  the  cmbankmonl  section  de- 
scribed. 


March  S,  19Hi 


THE   CONTRACT  RECORD 


49 


PUMPS 


t 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 

nr^HIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  **Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Ingli$  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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,  What  Will  YOUR  Roads 
Look  Like  Ten  Years 
from  Now  ? 

The  roads  you  are  figuring  on  right  now.  Only  when 
the  cement  is  definitely  bonded,  will  your  roads  be  as 
smooth  and  free  from  cracks  and  holes  ten,  fifteen  or 
twenty  years  from  now  as  the  day  you  laid  them. 

PEDLAR'S  CLINTON  WIRE  CLOTH 

ELECTRICALLY  WELDED 


adds  years  of  good  service  to  roads  Ijv  making-  it  impossible  for 
them  to  crumble  or  crack.  The  fine  mesh  embeds  itself  solidly 
into  the  cement,  so  that  it  cannot  loosen  or  come  away  No 
repairs. 


Easily  and  quickly  laid  at  small  cost.  The  Pedlar  Clinton  Wire 
C  loth  Ilooklet  C".  R.  shows  how  your  community  can  easily  turn 
roads  that  are  an  expense  into  roads  that  are  an  asset.  \Vrite  for 
your   free   copy  now. 

THE  PEDLAR  PEOPLE,  LIMITED 

Established  1861 
Executive  Office  and  Factoriet- O SH A  W A ,  CNT. 

Branches— Montreal,  Ottawa,  Toronto, 
London,  Winnipeg 


40-X 


Electrically 
Welded 


Cannot 
Disintegrate 


Road  Making 

This  combination  of  Rock  Crusher, 
Elevator  and  Telescopic  Bin  eliminN 
ates  a  great  deal  of 
the  drudgery  known 
to  road  makers. 

TI I  E  .strong-  and  heavy  wheels 
upon  which  the  bin  is  mount- 
ed are  located  on  the  inside 
of  the  frame  woi'k,  thus  allowing-  carts  or  wagons  to  be  brought  close  to  the  bin  for  conveni- 
ence in  loading-.   The  front  wheels  cut  under,  thus   enabling-  turning   the  outfit  in  a  small 
space.     The  rear  wheels  are  regularly  made  to  a  5-foot  2-inch  gauge,  but  when  specially  or- 
dered we  can  furnish  the  wheels  to  any  .gauge  desired. 

The  capacity  of  our  regular  pattern  bin  is  from  12  to  IS  tons  and  is  made  with  tliree 
compartments,  but,  wdien  specially  ordered,  it  can  be  divided  into  comix'irtmcnts  to  suit  the 
])urchaser  and  any  capacity  desired  up  to  3S  tons. 

Write  for  Prices  and  Catalogue 

The  Canadian  Fairbanks -Morse  Co.,  Limited 

St.  John      Quebec      Montreal      Ottawa      Toronto      Hamilton      Fort  William  Winnipeg 
Retina      Saskatoon      Calgary      Edmonton      Vancouver  Victoria 


III 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 


President 


Phone  Main  102 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 

Contractors  for  Waterworks  Construction, 
Manufacturers  of  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling-Positively  LEAK  PROOF. 

We  are  the  origina'ors  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogrue. 

850  Hastings  St.  W.     VANCOUVER,  B.  C. 


A  f  f   O  New  and  Relaying 
jLV^nLAjL^O  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreal 


WOOD  STAVE  PIPE 

2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 

72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks :— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments  TORONTO  and  PORT  ARTHUR 
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CANADIAN  BRASS/#/ 


Made 
in 

Canada 


™'\^C0  M  PANYumitedl 


Waterworks  Brass  Goods 

€]J  Our  product  has  several  special  features  worthy  of  Superintend- 
ent investigation.  On  the  other  hand  if  you  have  used  the  "Canad- 
ian" line,  we  are  prepared  to  abide  by  the  results  you  have  obtained. 
€{f  Other  lines  comprise  Gas  Cocks,  Plumbers'  Supplies. 

Canadian  Brass  Co. 

Limited 

Gait       «  Ontario 


Why  Not  Solve  Many  of  Your  Problems  by  Using  an 

OXY-ACETYLENE  WELDING  AND  CUTTING  PLANT  ? 

It  helps  you  to  overcome  many  difficulties,  and  has  proved  to  be  a  MONEY-SAVER  and 
a  MONEY-MAKER  in  the  Contracting  Business 


L'Air  Liquide  Society 

Maisonneuve,  MONTREAL 


26  Boler  St. 
WEST  TORONTO 


32S  William  Ave. 
WINNIPEG 


Are  Manufacturers  of 

MADE-IN-CANADA  PLANTS 
as  well  as  GASES 

-Factories  the  World  over— 

The  OXY-ACETYLENE  PEOPLE 

Our  NEW  BOOKLET  will  bring  you 
much  information. 

Write  NOW,  before  you  forget. 


USE  THIS  COUPON,  PLEASE 


L'Air  Liquide  Society,  Maisonneuve, 

MONTREAL,  P.Q. 

(ientlciiien  : -I'lease  send,  post  paid,  without 
obligating  me,  your  NEW  BOOKLET. 


Name  ... 
AdilrcsH 

I'rov  

MiisiriOHH. 


Date. 


C.R. 


Cutting  Iron  Bridge  at  Toronto. 
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There^s  a  reason 
for  the  demand 
for  "BRADFORD 
REDS  " 

There's  a  reason  why  dis- 
criminating people  every- 
where, when  they  think  of 
red  brick,  turn  their  minds 
instinctively  to 


(TRADE  MARK  RE6. U.S. PATENT  OFFICE) 


For  these  wonderful  brick  are  made 
in  a  most  modern  plant  from  the  cele- 
brated Bradford  Red  Shale,  which  we 
control.  It  is  this  which  accounts  for 
their  distinctive  shade  of  red,  which  is 
unfading,  and  which  is  the  basis  of 
their  great  popularity. 

"BRADFORD  REDS"— our  trade 
name  for  our  smooth  pressed  brick, 
made  in  both  dry-pressed  and  imper- 
vious, the  former  in  both  standard  and 
Roman  sizes.  Ideal  brick  for  all  fine 
buildings,  public  or  private. 

"BradfordRuffs" — our  rough  textur- 
ed brick  especially,  adapted  for  the 
building  of  garden  walls,  bungalows 
and  rustic  effects. 


it 


The  Red  Brick  People  " 


THE 

BRADFORD  PRESSED  BRICK  CO. 

William  Hanley,  President 

BRADFORD,  PA. 

We  also  make  Fire-proofing, 
Hollow  Brick  and  Hollow  Block. 


J        ■  V 

You  Will  Do  Better 
with  an  OSGOOD 


The  OSGOOD  "18"     yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  (or  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell   bucket    or   do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

l-'uU  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 


THE  OSGOOD  COMPANY 


MARION  Canadian  Agencies 

KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal 


OHIO 
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Ormsby-Lupton 


s 

T 
E 
E 
L 


S 
A 
S 
H 


An  important  feature  of  Ormsby-Lupton 
Steel  Sash  is  the  method  of  crossing  the 
muntins — at  each  intersection  the  muntins 
are  rigidly  locked  together  making  a  joint 
that  cannot  corrode. 

You  get  more  light,  greater  strength  and 
lower  insurance  rates  when  you  use 
Ormsby-Lupton  Steel  Sash. 

Write  for  our  Literature. 

A.  B.  Ormsby  Co.,  Limited 

TORONTO 

Associated  with — 

The  Metal  Shingle  &  Siding  Co..  Limited 

Preston     Montreal     Winnipeg      Saskatoon  Calgary 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith'*   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.       Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

- JMessrs.  ROSS  &  GREIG,  il2  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCFY  &  GKINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTONT  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  O. 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminatefl    and  full  of 
health  -  giving   oxygen  ; 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


Galvanized 
Steel  Tanks 


Reservoir  Tanks 
Water  Tanks 
Dipping  Tanks 
Toat  Pans 
Oil  Storage 
Tank  and 
Measuring  Pumps 


Prices  quoted  promptly  on  heavy  gal- 
vanized steel  tanks  for  every  purpose. 

Wayne  Measuring  Systems  for  handling 
your  gasoline  and  oils  will  save  you 
money. 

Wayne  Oil  Tank  &  Pump  Co. 

Limited 

Woodstock,  Ont. 
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Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  fioat  controlled  or  water  seal  overflow  as  may  be 
necessarv.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

We  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

ANY  Carpenter-contractors  in  the  small- 
*■  er  cities  and  towns  are  making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 
To  insure  perfectly  satisfactory  jobs  al- 
■  ways  specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


Water  Supply 

from 

Deep  Wells 

is    obtained  at  a  mini 
mum  cost  by  use  of  our 
deep  well  pumps. 


Write  for 

Bulletin  a6 
explaining 
the  use  ot 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College,  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo.  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 


S6 


tHE   CONtRACT  RECORD 


March  8,  1916 


"FERRODOR" 

RUST-PROQF,  ELASTIC  PAINT 

is  made  in  London,  England,  by 

Griffiths  Bros.  &  Co. 

(Contractors  to  the  Admiralty  and  War  Office) 

THEREFORE  IT  IS  GOOD 

"Ferrodor"  defies  all  climatic  condi- 
tions, stands  great  dry  heat  or  steam, 
and  is  so  elastic  that  it  does  not  crack. 
It  is  free  from  all  substances  that  can 
affect  the  metal,  and  is  impervious  to 
all  external  influences.  Is  made  from 
a  Pure  Steel  Grey  Rustless  Peroxide 
that  is  unaffected  by  sea  water,  acid  solu- 
tions, atmospheric  influences,  changes 
of  temperature  or  climate. 

It  is  superior  to  Redhead  or  Graphite, 
and  has  great  covering  power. 

Stocked  by 

Spielmann  Agencies 

Read  Bldg.,  St.  Alexander  St. 

MONTREAL 


Jas.  Dickson,  Pres.  Geo.  T.  Dickson,  Vice-Pres. 

Dickson  Bridge  Works  Co. 

Campbellford,  Ont. 


Bridge  over  Spanish  River  at  Massey,  Ont. 

Steel  Bridges,  Steel  Buildings 
Roof  Trusses 

and  other  Structural  Steel 

Foundry  and  Machine  Shop  in  connection. 
Estimates  on  application 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  cpme  the  over- 
hauling- and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
business  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  mofiey,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  g^oods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.,  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 
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Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery, 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


eia 

dirio^alerials. 


Build  with  Metal 
It's  a  money-making  business 

Metal  construction  is  the  modern, 
sensible,  economical  thing.  It  is  fire- 
proof, durable  and  easy  to  erect.  The 
Metallic  Roofing  Company  line,  includ- 
ing- "Eastlake"  Galvanized  Shingles, 
"Metallic"  Ceiling,  Wall  and  Siding- 
Plates  is  all  ready  lined  up  for  you  for 
a  big  Fall  trade.  Selling  and  building 
ideas  are  here,  now,  waiting  your  request. 
Write  us  today. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturer.  Winnipeg 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
FrostMProof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Ever  notice  how  many  DAKE  Swinging 

Engines  are  used  on  big  construction  jobs? 

It's  because  the  contractors  demand  that 
flexibility  of  operation— that  instant  starting, 
stopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 


Steam  Motor, 
centers. 


No  dead 


Write  for  our  latest  catalog 
of  contractors'  hoists,  swing- 
ing engines,  motor  crabs,  etc. 


Engineering  &  Contracting 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


\T.::-JuTe:  •  standard  steel 

Always  in  stock      CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Office-M  4515— M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britn^ll  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


I  661 

Phoner,  Office  North  1  gyj 


Evenidgrs,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples  Miniatureor 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  of  Enam  'led  Brick  exclusively 
1182  Broadway,  New  York, 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 


Marcli  s.  line 
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Light  Electric 
Hoist  Crane 


The  Ideal 
Crane 
Trolley  m->- 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 

OF  ALL  TYPES.  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Cranes 


Northern  Crane  Works,  Limited, 


WALKEBVILLE, 
ONTARIO 


COPPER 
ALLOY 

Effect  of  Retarder  in  Hard  Wall  Plaster 

Five  different  l)raiuls  of  plaster  were  used  m  iiiakinj:;  tiic  series  of  corrosion  tests  which 
led  to  the  determination  to  make  Herrins^bone  Lath  exclusively  of  copper  alloy.  Four  of 
these  had  a  minimum  amount  of  retarder — only  enough  to  i;ive  the  i)lasterer  sufficient  time 
to  get  his  mortar  on  the  wall.  The  remaining  brand  was  so  hea\  ily  retarded  that  the  plaster 
dried  out  rather  than  set  up.  As  might  be  exj^ected  the  long  continued  presence  of  free 
moisture  resulted  in  an  increased  rate  of  corrosion.  The  rate  was  about  lour  times  as 
great  as  would  l)e  indicated  by  the  lime  content  of  tlie  ])laster. 

Here,  as  elsewhere,  the  definite  superiority  of  copper  alloy  was  indicated.  Fifteen 
tests  of  this  heavily  retarded  plaster  on  plain  steel  indicated  an  a\  erage  rate  of  corrosion 
1.84  times  as  great  as  the  average  of  fifteen  similar  tests  on  co])per  alloy. 

The  booklet  'AA  hy  Copper  Alloy"  tells  all  al)out  it.     ^'ours  for  asking. 


Clarence  W.  Noble 


General  Sales  Agent 


117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


DARLING 
STEAM 


ARLING  BROTHERS 

I.IMITEI) 
Enftineers  and  Manufacturers 
MONTREAL,  CANADA 


Braaches: 

Toronto  and  Winnipeg 


Agents:, 

Halifax.  St.  John,  Calgary,  Vancouver 


MALACCA  DRAIN  CLEANING  RODS 

The  flexible  inalaccu  cane  cleaning:  rods  replace  the  expensive  work  of 
tearing  up  floors,  etc.,  to  clean  drains,  boiler  tubes,  cable  conduit,  etc. 
They  have  a  thousand  uses— write  us. 

Rogers*  Agencies,  84  Victoria  St.,  Toronto 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  .$18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto : — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
.$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  ?4-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  IS  ft.,  .$23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  .$36;  Ys  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35 ;  No.  1  spruce  flooring,  $27 ;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32 ;  pine  trim  4-in.  casing, 
.$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 


Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  x  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  18,  18  x  18,  20  x  20, 
.$,■{8.50;  12  X  18,  18  x  20,  .$39.00;  10  x  18, 
12  x  20,  14  x  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections,  $3.00;  small 
sizes  .$.3.25. 


Steel  Plates— tank  and  boiler,  $3.00-$3.10  per 
300  lbs.;  !4  in.,  5/16  in.  and  ^  in.,  $2.75 
per  100  lbs. ;  gauge  plates.  No.  10,  $3.10, 
No.  12,  .$3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessanier  plates,  28  gauge, 
$3.35  per  100  lbs. 


Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe— Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4in.  $.34  per  net  ton;  6in.  to  12- 
in.  .$33;  12-in.  up  .$32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per   sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  80c.  per  gal. ;  red  lead, 
dry,  $10  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs. ;  in  100-lb.  drums,  $3.85 ;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
SOc.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced,  8-in. 
26c.;  9-in.  SOc;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  5^i-in.,  $1.65;  K-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  SOc. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
.$4.10;  6-foot,  single  $4.04,  double  ,$4.64;  8- 
foot,  single  .$4.58,  double  $5.18;  10-foot,  single 
.$5.12,  double  $5.72;  12-foot,  single  $5.66, 
double  $6.26;  14-foot,  single  $6.20,  double 
.$6.80;  16-foot,  single  $6.74,  double  .$7.34; 
18-foot,  single  $7.28,  double  $7.88;  20-foot, 
single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  .$9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82,  double  $11.42; 
.30-foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  X  'A  in.,  25c.  extra;  in.  x  M  in. 
X  %  in.  50c.  extra.  Boiler  plates — !4 
thick  and  thicker,  $2.95.  Circular  plates — - 
Flange  quality,  .30  in.  dimension  and  over, 
$3.25 ;  under  30  in.  dimensions,  $3.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.75; 
35  lbs.  per  yd.  and  over,  $3.20;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4.85;  28  gauge,  $4.50  per  sq.  net  cash.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straiglit  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c- 
Sin.,  55c;  9-in.,  70c;  10-in.,  SOc;  12-in.,  $l' 
24-in.,  $3.25.    Bends,  each  75c,  $1.20;  $2  2o' 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  75c'  ' 
$1.20,  $2.20,  $2.80,  $3.20,  $4,00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60 
.$4.50,  $16.25.     Double  branch,  2  ft.,  $175 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.    Y.  Pipe".  t 
21/2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60.  I 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15,  ', 
(i2-in.)     Buchan   trap   cesspools,  double  sy-  ' 
phon,  running  trap  and  hand-hole  trap,  $2.25  ! 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,   to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope — Best  Manilla, 
20c.  basis  per  pound;  British  manilla,  IQ'Ac. 
basis;  African  hemp,  16}4c. ;  sisal  rope,  1.3c, 
basis;  lath  yarn,  1054c.  Boiled  linseed  oil — 
in  barrels,  $1.02i/2  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
34-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed*  Granite — I'A  and  2-in.,  $2.65;  M-in.  and 
1-in.,  $2.90;  H'in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
.$00;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $.33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;-  No. 
2  red  pine,  4  and  6  in.,  .$46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  x  12,  $.39;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  IS  x  18,  20  x  20, 
.$40;  6  x  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  S  x  16,  8  x  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine— 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stocks  : 

Sales  Offices  : 

SYDNEY,  N.  S. 

SYDNEY,  N.  S. 

Mills  and  General 

MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM.  ONT. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 

Offices : 

SYDNEY,  N.  S. 

WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"PiUar  Brand" 

Hardwall  Plaster 

"Pillar  Brand"  hardwall  plaster  is  made  from  the  purest  Nova 
Scotia  Rock,  calcined  and  prepared  by  expert  workmen  under  experi- 
enced supervision. 

"Pillar  Brand"  plaster  is  mixed  with  the  highest  grade  goat  and  cat- 
tle hair,  thoroughly  washed  and  specially  prepared. 

We  also  make  cement  plaster,  whitewall  finish,  plaster  of  paris,  and 
land  plaster.    Shipments  by  rail  or  water. 

Write  us  for  prices. 

The  lona  Gypsum  Co.,  Limited 

Head  Office,  Sydney,  N.  S.  Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(.Continued  fi  oiu  jiagL-  tiO  ) 
SEWKR  PIPE 

Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  0  in., 
16  cents;  6  in.,  IS'/-  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in;,  75  cents;  18  in.,  .$1.00;  20  in., 
$1.50;  24  in.,  .$2.00. 

SUNDRIES  . 

Hard  Wall  Plaster — Unsanded,  >$l;!  per  Ion;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
.■^l.").."!!  per  tun;  Ilaninier  IJrand,  .$.'!. 75  per 
Mil.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11. 5i) 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.  ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl.  ;  putty  in 
25-11).  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  .WD  IIRICK 
Cement — Grey  Portland,  .$2.35  per  bbl.  f.o.b.  ware- 
bouse,  sacks  extra;  Keens  cement,  .$.32  per 
ton,  sacks  extra;  line  wiiite,  .$7.50  per  libl.  of 
300  lbs.  ;  superfine,  white,  $9.50  per  bbl.  ; 
wliite  Portland  cement,  .$7.50  per  bbl.  o£  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick — Common  red  brick,  .$9  to  $11  f.o.b.  ware- 


house; $9  to  $11  in  car  lots  f.o.b.  \'an- 
couver ;  pressed  red  brick,  .$30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house ;  $33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  Ijrick,  $35  in  car  lots,  $40  in  ware- 
liouse ;  fire  clay,  $12  per  ton  in  car  lots. 


.SAND  AND  GRAVEL 

Sand— Brick  and  plaster  sand  $1.25  per  cu.  yd. 
i.o.h.  bunkers. 

Gravel — $1..jO  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)-    all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
10  X  1(>  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  sliiplap,  $12;  No.  1  and  2 
,  edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  fiat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
.$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 
\  ancouver  prices  f.o.b.  warehouse: 
Steel  —  (round    and    square    bars)    $2.90  base; 


twisted  and  deformed, 
lions  $4.25  to  $4.75. 


$2.90;  structural  sec- 


Galvanized  iron — 2S  gauge,  $0.75  per  100  lbs. 


Corrugated  iron— 20  gauge,  0,  7  and  8  ft.  sheets 
.^4 ;  5,  !t  and  10  ft.  sheets,  $4.00  per  square 
Black  steel  slieets,  24  gauge,  $4.45  per  101) 

11)S. 

Steel    channels   and   beams,   angles   and  plates  

$;i.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

Steel  channels  and  beams,  and  plates — $4.25  to 
.$4.75;  angles,  $3.75  to  .$4.25;  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12'<^c.  per  ft.;  C-in.,  21c  ft.;  Sin.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in. 
$1.05  ft.;  IS-in.,  $1.25  ft.;  20-in.,  $1.50  ft.  • 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster —$13.00  in  car  lots  f.o.b.  \'an- 
couver,  bags  e.xtra. 

Hydrated  lime — $13  in  car  lots. 
AIca  lime — $1G  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  IGc  basis;  2nd  grade, 
14j'jc  basis;  sisal  rope,  12j4c  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.30  to  $2.00. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
100  lbs. 

Boiled  linseed  oil — in  bbls..  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $10  to  $11  per  100  lbs. ;  putty  in  bulk, 
lilils..  $2.75;  putty  in  25-lb.  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Jamss  Thomson,  President. 


J.  G,  Allan,  Vice-President. 


James  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT, 


Canada  Iron  Foundries,  Limited 


CAST  Iff llli  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castings 
of  all  kinds,  Noorinfif  Bollards  for  both  Concrete  and  Wooden  Docks 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS"  and  1 '  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


filams  for  excavating  and  rehandling 
Sizes  %  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Works:  WELL  AND,  ONT. 

Toronto  Office: — 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

R.  LEONARD  &  SONS   St.  John,  N.B. 

KELLY-POWELL,  LTD  Mc Arthur  Bldg.  Winnipeg-, Man. 


Standard  Triple  Drum  Hoist  with  Banked  Levers 


J 
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V^lVll 

^contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engrineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


For  Concrete  Marble,  and  Gran- 
ite  Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
llVi    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
J  as.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineerv, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  arid  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


LIMITED  I 
CONTRACTING 
ENGINEERS 


BUILDIMGWORK 
LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,"  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  9(H  W)5  62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Tbe  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

Dikeman  Surveyor  Company 

Vermontville,  Mich.  Windaor,  Ont. 


[MARKS.  COPYRIGHTS &Jiny^ 


STANLEY  LIGHTFOOT 

REG-O  PATENT  SOLICITOR  AND  ATTORNIV 
LUMSDEN    BLDG.("2yo5!,^J!"  )  TORONTO. 
NEW  BOOKLET  OF  COMPLETE  INFORMATION  FREE 

M.~TrO~  THIS  ».»«ol  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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THE  MARGIN  OF  SAFETY 

Wherever  there  is  an  expansion  joint  in  tliis  magnificent  con- 
crete viaduct  at  Cincinnati,  there  is 


EXPArJsioiJ 

Not  merely  a  crack  full  of  poured  asphalt  but  a  firm,  substantial 
slab  of  asphalt  compound  compressed  between  two  layers  of 
asphalt  felt,  making  a  perfect  bond  between  the  units  of  the  con- 
struction and  expanding  or  contracting  in  complete  synchronism 
with  the  changes  in  the  concrete. 

ELASTITE  absolutely  prevents  opening  of  cracks  or  buckling  of 
slab^s  or  paving  blocks,  insures  a  better  job,  a  saving  of  time  and 
of  money  and  freedom  from  come-backs  under  the  provisions  of  the 
maintainance  bond. 

Write  for  sample  and  literature. 

Address  Elastite  Department 

THE   PHILIP   CAREY  COMPANY 

Winnipeg,  Toronto,  Montreal 


The  Maritime  Bridge 

Company,  Umited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

4G— 10  in.  X  15  lbs.  x  63  ft.    0  in. 
85—10  in.  X  15  lbs.  x  60  ft.    0  in. 
127—12  in.  X  30  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  1014  in. 
17 — 15  in.  X  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  X  3J4  in.  x  5/s  in.— 60  ft.  0  in. 

28—6  in.  X  3J4  in.  x  11-16  in. — 60  ft.  0  in. 

40—6  in.  x  3^  in.  x  ^  in.— 60  ft.  0  in. 

32—6  in.  X  314  in.  x  %  in. — 55  ft.  0  in. 

TEES 

94—  3  in.  X  2-11/16  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95—  3-1/16  in.  X  2?4jn.  X  5/16  in.  x  8.5  lbs.— 50  ft.  0  in. 

Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

OHice  and  Plant,  NcW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

D45  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1816 
Private  exchange  connecting  all  departments 
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Don't  install  an  expensive  pump  when  a 
cheaper  one  will  answer  your  requirements. 

For  contract  work  there  are  no  low  priced  pumps  on 
the  market  equal  to  our  famous 

Class  "M"  Centrifugal  Pumps 


Made  in  Canada 


Built  horizontal  and  vertical  for  capacities  up  to 
3000  gallons  per  minute  and  for  heads  as  high  as 
65  feet.  Correct  design  and  correct  workmanship 
assure  long  life  and  low  repair  bills.  It  will  pay  you 
to  get  our  prices. 

Write  for  circular  237-12 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario 


St.  John 


Montreal         Toronto         Winnipeg  Vancouver 


TR  Ai>r  \r  \RK 


Lump  the  Responsibility 

There  is  no  divided  responsiliility  when  you  buy  Sturte- 
vant  Apparatus.  Fans,  Heaters,  Air  Washers,  Motors 
Engines,  Traps  and  Pumps  all  come  from  the  same  com- 
l)any  and  they  are  guaranteed  to  lit  together  and  to  oper- 
ate successfully  in  connection  with  one  another, 
Sturtevant  Service  goes  with  the  a])i)aratus  and  it  is  worth 
having.    Send  for  catalog  and  prices. 

B.  F.  Sturtevant  Co.  of  Canada,  Ltd. 


Montreal 


Gait,  Ontario 

Toronto  Winnipeg 


Vancouver 


March  8.  1910 


THE    CONTRACT  RECORD 


GOOD  ROADS 

Ancient  and  Modern 

The  building  of  good  roads  has  always  been  the  sign  of  higher  civilization  and  rapid  industrial 
progress. 

In  the  days  of  the  Romans,  roads  were  built  so  thoroughly  that  many  of  them  exist' to  this  day 
— nineteen  hundred  years  after. 

They  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  spent  in  their 
construction  and  the  Avork  was  well  done. 

In  the  present  day  slaves  are  not  available ;  paid  labor  is  necessary,  and  time  is  more  valuable. 
Modern  mechanical  appliances  have  reduced  the  labor  element  and  have  greatly  facilitated  good  road 
building. 


A  most  convenient  outfit  is  the 

Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 

mounted  on  a  strong  truck  with  broad  wheels.  This  outfit  is  a 
money-maker  where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all 
the  necessary  accessories  and  an  Ingersoll-Rand  dust-proof,  self- 
oiling,  high  speed  compressor  with  an  efficient  cooling  equipment. 

The  JACKHAMER 

A  "One-Man"  Rock  DriH 

is  a  light  but  very  powerful  machine  for  drilling  holes  of  average 
depth  and  size.  The  rotation  and  lubrication  are  entirely  automatic 
in  operation. 

The  valve  is  of  the  non-freezing  Butterfly  Type  and  the  drill 
may  be  operated  with  either  steam  or  air. 


CANADIAN  INGERSOLL-RAND  CO..  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,     -  CANADA 

Vancouver         Nelson        Winnipeg       Timmins       Cobalt       Toronto  Sydney 
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WIRE  ROPE 

"Made  in  Canada" 
For 

Hoisting,  Haulage, 
Elevators,  Derricks, 
*  Cranes,  Cableways, 

Towing,  Etc.,  Etc., 

Stocks  carried  in  Montreal,  Winnipeg  and  St.  Catharines 

The  DOMINION  WIRE  ROPE  CO.,  Limited,  Montreal 


Equipment 

of  all  descriptions 


"Reliance"  Crusher  Mounted  on  Four- Wheel  Truck, 
with  Elevator  ^Folded. 


We  furnish  Wagons  of  all  sizes  and  styles,  Horse  and  Steam  Rollers,  Sprinklers,  Sweepers, 
Scrapers,  Dump  Carts,  Plows,  etc.  When  interested  in  equipment  of  this  description  it  will 
surely  pay  you  to  let  us  have  your  inquiry.    Let  us  send  you  our  "Road  Equipment"  Circular. 

Prompt  Shipments 

''Ransome  " 
Concrete  Mixers 

All  Sizes  and  Styles 

"Reliance  " 
Rdck  Crushers 

All  Capacities 

Engines  —  Boilers 


Write  for  General  Catalogue  No.  101. 


F.  H.  HOPKINS  &  CO.,  MONTREAL 

Branch:— St.  Catharines,  Ont. 


Report  of  International  Good  Roads  Congress 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  um.x.o 

GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 


Vol.  30 


Toronto,  March  15,  1916 


No.  11 
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CHAMPION  MACHINERY 


Made  from 


CHAMPION  STEEL 


on 

the  (dst- Iron  shot  of - 

Competitors- 


CANADIAN 
MATERIAL 


CANADIAN 

LABOR 


Why  import  inferior  macltin- 
ery  when  you  can  purchase 
Canadian  product  superior  in 
quality  ? 


If  interested  write  for  catalogue  of  our  com- 
plete line  of  Crushers,   Elevators,  Screens.  Road 
Graders,   Road  Rollers,    Road    Levellers,  Road 
Plows,    Road  Oiling  Machinery,  Street  Sweepers,  Street  Sprinlkers  and  Cleaners. 

The  ONLY  exclusive  manufacturers  of  Stone  Crushing,  Earth  Moving,  and 
Street  Cleaning  Machinery  in  Canada. 

The  Dominion  Road  Machinery  Co. 

Limited 

Factory  and  Head  Office: 

Goderich       -  Ontario 


March  15,  1916 
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28  "Service"  Branches  Throughout 
Canada 

Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


It  Always  Pays 


to 


Buy  the  Best 

Just  as  it  pays  to  plant  the  best  seed,  so  it  always  pays  to  buy  the  best 
goods. 

BEST  QUALITY 
BEST  CONSTRUCTION 
BEST  WORKMANSHIP 


In  our  Rubber  Goods,  it  is  QUALITY  that  counts.  We  stand  back  of  the  quality, 
workmanship  and  construction  of  our  lines.  That  protects  your  interests,  and  you 
are  sure  to  be  satisfied. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our  prices  are  right.  Let 
us  show  you  what  we  can  do. 


IT  IS  OUR  DESIRE  TO  SERVE  YOU 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 
28  "Service"  Branches  Throughout 
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Kahn  Road  Mesh 

Kahn  Curb  Bars Kahn  Armor  Plates 

FOR  CONCRETE  ROADS  AND  CURBS 


Cross  sectional  view  showing  joint  protected  by  Kahn 
Armor  Plates  with  filler  between  them. 


Kahn  Armor  Plate. 

The  Beveled  Edge  Protects  the  Concrete. 


KAHN  ffi 

The  scientific  practical,  efficient 
and  economical  protection  for 
edges  of  concrete  curbs,  columns, 
walls,  entrance  posts,  platforms- 


Straight  or  Curved  Bars 

Unit  of  Plate  and  Anchorage. 
Substantial  Steel  Protection. 
Rigid,  Positive  Anchorage.  No 
Splitting  of  Concrete.  Easy 
to  handle  and  install. 


WRITE  FOR  SPECIAL  PAMPHLETS 


Trussed  Concrete  Steel  Company 

of  Canada,  Limited 

Works—         w         „         M         WALKERVILLE,  ONT. 

District  Offices— Vancouver  Vl^innipeg  Toronto  Montreal 


March  15,  1916 
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MI  MI  CO  S¥ 
Sewer  Blocks 


MADE  IN  CANADA 


PATENT  APPLIED  FOR 


are  the  strongest,  most  efficient,  least  expensive,  easiest  laid 
sewer  blocks  made. 

They  are  devoid  of  all  unnecessary  frills— just  a  practical,  d 
method  for  the  elimination  of  all  sewer  difficulties.     They  are 
the  product  of   men  who  are  conversant  with  your  sewer 
problems  and  who  know  ]\xst.  what  you  need. 

Sewers  made  of  Mimico  Block  will  stand  any  test  to  which 
they  may  be  subjected. 

Mimico  Block  is  made  of  indestructible  vitrified 
clay  and  is   manufactured  on  special  presses 
which  insure  uniformity  and  safety. 

Details  and  Prices  Upon  Request 

ONTARIO  SEWER  PIPE  CO.,  LIMITED 

Makers  of  the  famous  "Mimico"  brand  sewer 
pipe,  4  in.  to  24  in.  in  stock 

MIIVIICO      "  ONTARIO 


segment 


irect 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 

Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 

Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern  Crane  Worlcs 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Gotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadiart  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
I)esM<)ines  Bridge  &  Iron  Co. 
15ickson    Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holnies  &  Co. 
Manitoba   Bridge  &   Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
-Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 
Cast  Stone  Block  &  Machine  Co. 

Cement 

Alfred   Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps' 

Boving  Hydraulic  &  Engineering 
Company 


Clayworking  Machinery 
Bechtel,  B.  E. 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Woiks. 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 


Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Bjair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  II.  W.  Johns-Manville  Co. 
Conduits   Company,  Limited 
Ric-wiL   Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,   W.  L. 

Contractors'   Plant  &  Supplies 
Beatty  &  Sons.  M. 
Boving  Hydraulic  &  Engineering 

(Company 
("an.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh    &  TIentliorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dnnlop  Tire  &  Ruljbcr  Company 


Conveying  Machinery 

Goodwin,   Barsby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
^    Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H, 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 
Paterson  Mfg.  Company 


Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 
Bechtel.   B.  E. 

(Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel   Car  Company 
Slieldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 
Canadian  Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent   &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine    &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 
Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
Turnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fo;-ge  Co 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Filtration  Plants 

New     York     Continental  Jewell 
Filtration  Company 

Fire  Brick 
Elk  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed   Concrete  Steel  Co. 

(Continued  on  Page  8  ) 
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WORLD^S  STANDARD 

FOR 

Water,  Gas  and  Culvert 


Bird's-eye  View  of  Plant— 28  Acres  of  Land,  3,000  Feet  of  Docks. 

Large  stocks  of  all  sizes  at  Toronto,  Montreal,  Fort  William 

Let  us  have  your  enquiries 

NATIONAL   IRON   WORKS,    LIMITED  i 


Head  Office.  Works  and  Docks,  TORONTO 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind  Engine   &  Pump 
Company. 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart   Mfg.    Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind   Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer   Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian    IngersoU-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 


High  Pressure  Pipe  Lines 

Pittsburgh     Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian  IngersoU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr   Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 

of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 
Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American  Lead   Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 
'    Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Bessemer  Limestone  Company 
Carey  Mfg.  Co.,  Philip 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous   Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,   Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  12' 


No  More  Shuttering 

Monnoyers  System  Eliminates 
this  Expensive  Feature 
of  Chimney  Construction 

The  construction  of  chimneys,  water-towers,  condensers,  etc., 
can  now  be  effected  in  less  time,  with  less  labor  and  at  considerably 
less  expense,  by  the  Monnoyer  System  of  Chimney  Construction. 

This  marvellous  method  is  the  most  simple,  efficient  and  highly 
satisfactory  system  for  the  erection  of  chimneys,  etc.,  that  has  ever 
been  devised. 

We  will  gladly  tell  you  how  we  can  erect  a  chimney  for  you 
l)y  this  process,  at  a  saving  that  will  agreeably  surprise  you. 

Let  us  tell  you  more  about  it. 


*  Edward  Pelletier  &  Fils 


198  High,  9  Dia.    T.N.  R.,  Quebec. 


SALES  REPRESENTATIVES: 
The  R.  E.  Cleaton  Co., 

Engineeri 

20  St.  Nicholas  St. 
Montreal 


111  Colomb  St.,  Quebec 

Grantees  for  Canada 
and  United  States 


March  15,  1916 
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Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 

that 
wilt  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


LONDON 

Paving  Mixer 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  1  0  per  cent  over  any  other  type  of  Machine.  Full  particulars  on  request.  Send  for 
Catalogue  No.  lA. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 


THE    CONTRACT    RECORD  '        March  15,  I9i6 

ROAD  MAINTENANCE  H 

is  as  Important  as  Road  Construction 


Notre  Dame  St.,  Three  Rivers,  Que. 
Part  of  the  Montreal  and  Quebec  highway  showing  the  smooth  surface  given  by 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  comingf  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


March  1."),  HUG 
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"Superior  Graphite  Paint" 

For  the  Protection  of  Steel 

Is  used  so  largely  because  it  has  behind  it  a  successful  reputation 
of  25  years.    Its  use  insures  either  exposed  or  enclosed  surfaces, 
.   against  rust. 

Leading  ENGINEERS  and  ARCHITECTS  specify  "  Superior  Graphite 
Paint"  for  all  metal  work  because  for  similar  work  it  has  shown 
ACTUAL  PROVEN  MERIT. 

Write  for  new  booklet  on  PROTECTING  STEEL  STRUCTURES,  and 
for  full  information  to 

Dominion  Paint  Works,  Limited 


Montreal  WalkerviUe,  Ont. 

Toronto       Made  in  U.S.A.  by  Detroit  Graphite  Co.,  Detroit,  Mich. 


Winnipeg 
•Vancouver 


MADE  IN  CANADA 


BY 


SAWYER- MASSE Y  COMPANY 

Road  Machinery 


A  Full 
Line  of 


Double  Cylinder  Steam  Roller 


Including  Steam  Road  Rol- 
lers, with  differential  gear, 
the  only  Steam  Roller  built 
in  Canada  equipped  in  this 
way.  Steel  Stone  Crushers, 
Elevators,  Screens  and  Port- 
able Bins,   Road  Graders, 


Reversible  Steel  Grader 

Over  2000  in  use 


Dump  and  Spreading  Wagons,  Vertical  Boilers,  Tile  Moulds,  etc. 


SEND   FOR  CATALOG. 


Head  Office  and  Factory :  HAMILTON,  CANADA 


Branches— Winnipeg,  Man.,  Retina,  Sask.,  Calgary,  Alta. 


Agency— Buenos  Aires 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint   Works  < 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 
American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian    IngersoU-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller    Mfg.    Company,  II. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Tohns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian    IngersoU-Rand  Co. 


Pneumatic  Machinery 

Canadian    Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  IngersoU-Rand  Co. 
Cook,  A.  D. 
Darling  Eros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind   Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  IngcrsoU-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
O.sgood  Company 

Railway  Supplies 

Canadian  Cliicago  Bridge  &  Iron 
Works. 

Canadian   H.   W.  Jolins-ManviUe 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &"  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Sawyer-Massey  Company, 
Waterous  Engine  Works  Co. 


Roofing  Material 

Can.  H.  W.  Jolins-ManviUe  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh- DesMoines  Steel  Co, 
Pedlar  People  Limited 

(Continued  on  page  14) 


MADE  IN  CANADA 


One  man,  iituiided,  can  perform 
entire  operation  of  raising  filled 
cans  to  sidewalk  and  lowering 
etnpty  cans  to  cellar. 


— for  Speedier  and 
Safer  Ash  Removal 


'T^HE  G  &  G  Telescopic  Hoist,  Model  A,  raises  a  load 
-■-  of  500  lbs.  at  a  speed  of  30  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET  'M" 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL    CO.,  LTD., 
VANCOUVER, 
Agenti  for  British  Columbia 

llllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll^^ 


B.  &  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


March  I.'.,  lOifi 
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WATEROUS 
ROLLERS 


STEAM 
ROAD 


Are  the  choice  of  men  who  have  done  big  things  in  build- 
ing Canada's  good  roads.  More  than  200  are  in  use. 
They  are  operating  on  all  kinds  of  road  work'  under  all 
sorts  of  conditions  and  ai  e  making  good  without  fail.  Water- 
ous  Rollers  sold  fifteen  years  ago  are  still  giving  fine  service. 

They  are  built  in  10,  12  and  1  5  ton  sizes.  Carry  a 
double  cylinder,  double  crank  engine,  a  locomotive 
type  high  pressure  boiler,  have  gears  cut  from  the 
solid  steel.  Two  speeds  forward  and  reverse  per- 
mit operation  fast  or  slow  under  full  iteam  pressure. 

Equipment  includes  road  picks,  pulley  for  rock 
crusher  drive,  rear  and  front  clevis. 

If  you  are  going  after  those  road  building  con- 
tracts this  year  see  that  a  Waterous  Roller 
heads  your  list  of  equipment 

"A  Canadian  Roller  for  Canadian  Roads" 

The  Waterous  Engine  Works 

Company,  Limited 
BRANTFORD  CANADA 


Where 
Waterous 
Rollers  are 
at  work : 

Montreal 

Quebec 

Ottawa 

Toronto 

Hamilton 

Brantford 

St.  Catharines 

Niagara  Falls 

Gait 

Guelph 

Berlin 

Waterloo 

Belleville 

Preston 

London 

Winnipeg 

Nelson 

Nanaimo 

Victoria 

Cobalt 

Vancouver 

Halifax 

and  150  others. 

200  in  use 
in  Canada 


HERCULES 

Reinforced  Concrete  Pipe 

for 

Sewers  and  Culverts 


Sizes  from  9  to  48  inches  carried  in  stock. 

to  your  specifications. 


Larger  sizes  made 


After  applying  the  Acid 
Test 

"...  the  appearance  of  the  concrete 
is  unchanged,  and  it  seems  quite 
strong  and  good." 

Extract  from  letter  received  from 
the  chief  chemist  of  the  CANADA 
CEMENT  CO.,  LTD.,  MONTREAL. 


Our  pipe  has  withstood  the  most  severe 
chemical  and  physical  tests.  It  is  made  by 
a  special  process  of  manufacture  and  is  abso- 
lutely impervious  to  all  sewage  acids.  It  is 
smooth  and  uniform  in  texture  and  has  great 
powers  of  resistance. 

Catalog  and  prices  promptly  mailed 
on  request. 


Montreal  Concrete  Works  Co.,  Limited 

17  Place  D'Armes  Hill,  MONTREAL,  Que. 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces— G.  I.  Lachance  Reg'd,  263  St.  Paul  St.,  Quebec,  Que 
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Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co.< 
Pittsburgh   Valve,   Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Cliicago  liridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 


Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air   Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine   &  Pmnp 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


— for  painting  gas  tanks,  water  tanks,  bridges,  structural 
iron  work  and  all  metal  surfaces 


Anchor  B-H  Graphite  Paint 

gives  most  years  wear  per  dollar 


Graphite  is  one  of  the  most  inert  of  pig- 
ments. It  resists  the  action  of  acids  and  alkalies. 
It  is  unafifected  by  heat  or  cold.  These  quali- 
ties make  a  properly  compounded  graphite 
paint  the  ideal  coating"  for  metal  surfaces  ex- 
posed to  action  of  smoke,  steam,  acid  fumes, 
gases,  heat,  etc. 

The  value  of  any  graphite  paint,  therefore, 
depends  upon  the  quality  and  percentage  of 


g^raphite  it  contains.  Anchor  B-H  Graphite 
Paint  is  made  from  the  highest  grade  of  pure 
graphite.  This  pigment  is  ground  to  the  extreme 
degree  of  fineness  so  that  the  paint  carries  the 
largest  possible  portion  of  pure  graphite- 
Anchor  B-H  Graphite  Paint  prevents  rust 
and  makes  an  indestructible  elastic  covering. 
It  is  put  up  ready  to  use  in  barrels  and  five 
gallon  cans. 


Write  for  color  card  and  prices. 


RRANDRAM  HENDERSON 

mJ  mmmma^^mmmmamm^^mm      MMM,wmmam^^m^^^  limited 

MONTREAL,   HALIFAX,   ST.  JOHN,   TORONTO,  WINNIPEG. 
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One  Aveling&  Porter  Steam  Wagon 

1912  Model 

(as  per  above  photo) 

One  Garrett  Steam  Wagon 

1913  Model 

Size  of  bodies  1  1  ft.  by  6  ft. 
Capacities  seven  tons,  with  3  ton  trailer. 

W.  FRASER 


83  Craig  St.  W. 


MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Copinif 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow,N.S, 

and  Sr.  JOHNS,P(i 


I  Se 


wer 


Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipe  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  guUey  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.    Prompt  shipment  on  all 


goods. 


Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :    St.  Johns.  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing-  Company  ....  74 

.\lfred  Rogers  Limited  

American  Enameled  Brick  &  Tile  Co.  fiii 
American  Lead  Pencil  Company  . .  . 

American  Well  Works    f)7 

Anglins  Limited   72 

Art  Stone  Company   73 

Asphalt  &  Supply  Company   H) 

Ault  &  Wiborg  Company   6  ! 


Barber  Asphalt  Paving  Co  

Barber,  Frank  

Beatty  &  Sons,  Limited,  M  

Berlin  Mills  Company  

Bessemer  Limestone  Company  ...  . 

Bird  &  Son  

Black  Building  Supply  Company  . .  . 

Blair  Company.  B  

Boving  Hydraulic  &  Engineering  Co. 
Bradford  Pressed  Brick  Company  . .  . 

Brandram-Henderson  Co  

Britnell  &  Company,  Limited  

Burlington  Steel  Company  


Canada  Cement  Company  

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries.  Limited  .  .  . 
Canada  Wire  &  Iron  Goods  Co.  ... 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co  

Canadian  Brass  Mfg.  Co  

Canadian  Consolidated  Rubber  Co. 
Canadian  Equipment  Company  ...  . 

Canadian  Fairbanks-Morse  Co  

Canadian  Ingersoll-Rand  Co  

Canadian  H.  ^^^  Tohns-Manvillc  Co.,' 

Limited  

Canadian  Oflice  School  Furniture  Co. 

Canadian  Pipe  Co.,  Ltd  

Carey  Company,  Philip   

Cast  Stone  Block  &  Machine  Co.  ... 
Canadian    Chicago    Bridge   &  Iron 

Works  

Chipman  &  Power  

Conduits  Company,  Limited  

Cook,  A.  D  

Crushed  Stone  Limited  


Dake  Engine  Company  

Darling  Bros  

Dennis  Wire  &  Iron  Company  . . . 
DesMoines  Bridge  &  Iron  Works 

Dickson  Bridge  Works  

Dikcnian  Surveyor  Company  . .  . 
Dominion  Bridge  Company   ...  . 


04 
73 
70 

34 
71 
13 
17 


14 
GC, 
71 


30 

GO 
03 

74 
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59 
73 


63 
72 
63 

G6 
GO 


73 
56 
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Dominion  Concrete  Company   23 

Dominion  Engineering  &  Inspection 

Company   73 

Dominion  Iron  &  Steel  Company  ...  09 

Dominion  Paint  Works    11 

Dominion  Road  Machinery  Co   3 

Dominion  Sewer  Pipe  Company  ...  15 

Dominion  Wire  Rope  Co   70 

Dunlop  Tire  &  Rublier  Co   19 

Dunn  ^Vire-Cut-Lug  Brick  Co  

Elk  Fire  Brick  Company   65 

Exeter  Manufacturing  Company  .  .  . 

Ford  Afeter  Box  Company    05 

Foster.  W.  L   74 


Frasejr,  W   1-^ 

Gartshorc,  Jolm  J  

Gartshore-Thompson  Pipe  &  Foundry 

Company   59 

Gent  Company  

Gillis  &  Geohegan    13 

Goodwin-Barsby  &  Company   Ot 

Goold.  Shapley  &  Muir  Company  .  .  03 

Gray  Construction  Co..  Jolm  V   59 

Haddin  &  Miles   73 

Hagersvillc  Contracting  Company  ..  9 

Hamilton.  S.  W   '2 

Hamilton  &  Toronto  Sewer  Pii^c  Co. 

Honkins  &  Company.  F.  H   70 

Hunt  &  Com;)any.  Robert  W   73 

Ideal  Concrete  Machinery  Co.    .....  Ot 

Inglis  Companv.  John   57 

lona  Gypsum  Comi:iany  


09 


Kerr  ICnginc  Cf)mi)any.  Limited 


01 


L'Air  Liquide  Society  

Lea,  R.  S   72 

Lightfoot,  Stanley   72 

London  Concrete  Machinery  Co.  ...  9 

Luxfer  Prism  Company   62 

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  ...  5 

Manitoba  Bridge  Works  Co   20 

Mansfield  Engineering  Co   05 

Maritime  Bridge  Company    73 

Marsh  &  Henthorn,  Limited   59 

McDougall  Caledonian  Iron  Works 

Company   18 

McDougall,  Geo.  K   72 

McGregor  &  Mclntyre   73 

Mcaford  Wheelbarrow  Co   05 

Metallic  Roofing  Comi)any   07 


Miller  &  Company,  Geo.  M   73 

Montreal  Concrete  Works   i;; 

Mueller  Mfg.  Company.  H   02 

National  Iron  Works   7 

National  Steel  Car  Company  ...  .. 

Neptune  Meter  Company   C7 

Noble,  Clarence  W  

Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Sewer  Pipe  Company  ....  5 
Ontario  Wind  Engine  &  Pump  Co.  07 

Ormsby  Company,  A.  B  

Osgood  Company   24 

Pacific  Coast  Pipe  Company   59 

Paterson  Mfg.  Company  

Pedlar  People  23-25 

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edouard   8 

Pittsburgh-DesMoines  Steel  Co.  ...  73 
Pittsburgh  \'alve.  Foundry   &  Con- 
struction Company   63 

Piatt  Iron  Works   59 

Pollard  Manufactu  ring  Company  .  . 

Power  &  Son  

Prest-O-Lite  Company    61 

Reid  &  Brown    72 

Ric  -wiL  Underground  Pipe  Covering 

Company  

Rogers  Agencies   .. 

Sawyer  Massey  Company   11 

Shcldons  Limited  

Smart  Mfg.  Co.,  Jas  

Spielmann  .Agencies  Rc.gd  

Standard  Clay  Products  Limited  . .  15 

Standard  Steel  Construction  Co   66 

Standard  Underground  Cable  Co.  of 

Canada   65 

Stark  Rolling  Mills  Company   61 

Structural  Steel  Company   66 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  60 

Tiffin  Wagon  Company    21 

Toronto  Plate  Glass  Importing  Co.  1 

Trussed  Concrete  Steel  Co   4 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co   13 

Wayne  Oil  Tank  &  Pump  Co  

Woodstock  Concrete  Machinery  Co. 
Wynne-Roberts,  R.  0   72 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprise 
in^  enough  to  spend  money  and  time  to  ^et  in  touch  with  you. 
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Specially 
Made 


*•»»»%» 


\ 


•  •  Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  lupon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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TURBINE  PUMP 

INSTALLED  AT  MAIN  PUMPING  STATION,  MONTREAL 


Three  Stage  Turbine  Pump  direct  connected  to  a  750  H.P.,  Triple  Expansion  Steam  Engine  run- 
ning at  338  R.P.M. 
Capacity  twelve  million  Imperial  gallons  per  24  hours  against  210  ft.  head. 

When  you  are  in  the  market  for  pumps  of  any  description,  write  us  for  prices  and  engineering 
information  at  any  time,  and  we  feel  sure  that  we  will  certainly  be  able  to  give  you  some 
very  interesting  data. 

We  manufacture  pumps  of  all  sizes  from  1  in.  up,  for  any  capacity  or  any  head,  either  direct  con- 
nected or  belt  driven  pumps,  whichever  suit  your  requirements. 

Manufacturers  of  Boilers,  Stacks,  Smoke-boxes,  Tanks,  Elevators,  Hydraulic  Machinery,  Water 
Wheels,  Castings,  Machine  Work  of  all  descriptions. 

Canadian  Agents  for  Henry  R.  Worthington ;  handling  all  kinds  of  reciprocating  pumps,  Venturi 
Meters  and  Filters. 

The  John  McDougall 
Caledonian  Iron  Works  Company,  Ltd. 

Works:  Seigneurs  St.,  Montreal 
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Dunlop 
Rubber-Made 
Goods 

Dunlop  Rubber  Belting 

For  Main  Drives 

"Gibraltar  Redspecial,"  friction  face,  lieavy  duck — 
every  inch  a  dependable  belt  and  the  highest  grade  ob- 
tainable. Ideal  for  heavy  service.  Stands  up  under 
any  tests  no  matter  how  irregular  and  severe.  No 
separation  of  plies,  no  rotting  of  duck  from  dampness, 
no  abnormal  stretching;  also  any  grade  of  rubber-faced 
belt  for  main  drive  purposes. 


Dunlop 
Rubber-Made 
Goods 


its  endless  fund  of  tough- 
(Consistency  and  continuity 


For  Conveyors 

"Samson" — known  for 
ness  and  enduring  quality. 

of  service  are  so  important,  especially  in  the  conveyance 
of  materials,  that  it  pays  to  select  a  belting  of  proven 
efficiency.)  Resists  moisture  and  the  cutting  action  of 
sharp  materials.  Retains  its  pliability.  Will  not  chi\i 
nor  separate.  Ample  provision  is  made  for  the  protec- 
tion of  the  edges  of  the  belt  from  the  guiders  liy  the 
addition  of  a  liberal  thickness  of  rubber.  Specially 
built  to  readily  conform,  without  injury,  to  position  of 
guiders.  We  make  a  specialty  of  Wet  Ore  Belts,  Coke, 
Coal,  Sand  and  Grain  Conveyor  belts. 


Dunlop  Hose 


For  Fire  Purposes 


Greatest  Wear  and  Undisputed  I^eadership,  char- 
acterize all  Fire  Department  Hose  branded  with  the 
famous  "Two  Hands"  trademark.  Municipalities  in 
great  numbers  proclaim  Dunlop  Fire  Hose  superior  by 
using  it  exclusively  and  continually.  Straight  and 
smooth  waterway — weight,  grade  and  texture  of  cotton 
jackets  always  right.  Supplied  with  Cotton  Jacket  or 
Rubber  Cover — any  grade  to  suit  all  requirements. 
"Dunlop"  Double  Jacket  or  "Imperial"  Solid  Woven 
Jacket  are  special  favorites. 


For  Steam  Purposes 

"Gibraltar"  and  "LongLife"  are  the  final  result  of 
continuous  experimentation  to  produce  ideal  steam  liose. 
Have  a  specially  compounded  tube  to  resist  the  action 
of  steam  under  varying  pressures.  Being  seamless, 
also,  there  is  no  possibility  of  the  steam  working  its 
way  into  the  duck.  The  best  of  fine  specially-woven 
cotton  in  the  body  of  the  hose  and  a  high-grade,  scien- 
tifically compounded  rubber  friction  ensure  protection 
against  abnormal  treatment.  Have  the  largest  steam- 
resisting  properties  of  any  steam  hose  on  the  market. 


For  Pneumatic  Tool  Purposes 

"LongLife"  and  "Hercules" — impervious  to  oils. 
Plave  the  requisite  strength,  yet  are  light  and  flexible 
so  as  to  be  easily  handled.  Plain  cover,  wire-wound,  if 
desired. 


For  Water  Purposes 

If  you  use  water  hose  you  won't  be  satisfied  with 
anything  other  than  Dunlop  "Hercules"  or  "Peerless," 
—two  admirably  adapted  brands  of  hose  for  water  pur- 
poses. "Hercules"  will  supply  the  need  for  an  un- 
usual hose  in  cases  of  abnormal  usage. 

Dunlop .  Packing 

For  Steam  Purposes 

Dunlop  "Sunset"  High  Pressure  Sheet  Packing  re- 
mains soft  on  the  hottest  joint.  That  flexibility  gives  it 
the  necessary  "life"  to  withstand  the  highest  pressures. 
A  perfect  packing  for  all  joints  and  immune  to  the 
elTects  of  steam,  alkalies  or  ammonia. 


We  are  the  only  rubber  company  in  Canada  auth- 
orized by  the  Underwriters'  Laboratories.  Inc..  Chicago, 
to  manufacture  Fire  Hose,  bearing  their  rubber  l.diel  nf 
approval. 

THE  DUNLOP  LINE 


Also  Spiral  Packing,  Valves  and 
Diaphragms. 


consists  of  High-Grade  Tires  for  Automobile,  Motor  Truck,  Bicycle,  Motor- 
cycle and  Carriage,  and  High-Grade  Rubber  Belting,  Packing,  Fire  Hose  and 
General  Hose,  Dredge  Sleeves,  Mats,  Tiling,  Heels,  Cements  and  General 

Rubber  Specialties. 


DUNLOP  TIRE  &  RUBBER  GOODS  CO.,  Limited 

Head  Office  and  Factories:  -jv, 
TORONTO  CANADA 


.-1  'nf-j 


BRANCHES 

Victoria,  Vancouver,  Edmonton,  Cal- 
gary,  Saskatoon,   Regina,  Winnipeg, 
London,  Hamilton,  Toronto,  Ottawa, 
Montreal,  St.  John,  Halifax. 
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Maintenance  Cost 
Pavements 


of 


Mr.  F.  W.  Sarr,  Deputy  State  Highway  Commissioner  of 
New  York,  in  his  paper,  "  The  Cost  of  Maintaining  New  York 
State's  Highways,"  read  at  the  Good  Roads  Congress,  March 
7th,  gave  the  following  statistics  of  the  average  expenditure 
for  maintenance,  repairing  and  reconstruction  per  mile  per  year 
for  each  of  seven  types  of  roads : 

Concrete   $129.00 

Bituminous  Macadam 

mixing  metiiod   181.00 

Block  Pavement   190.00 

Bituminous  Macadam 

penetration  method   510.00 

Gravel  Road   950.00  ' 

Concrete  Bituminous   1050.00 

Water-Bound  Macadam   1055.00 

These  figures  demonstrate  conclusively  that  Concrete  is 
by  far  the  most  economical  and  satisfactory  of  all  paving 
materials. 

Our  new  Booklet  "  Concrete  Roads  "  makes  interesting 
reading  for  the  man  who  wants  the  best  good  road  for  less 
money.    Every  Engineer  and  Town  and  County  Official, 
—every  citizen  should  have  a  copy  of  it- 
Canada  Cement  Company 
Limited 

781  Herald  Bldg.,  Montreal 
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M0DEL80    FLUSH  ETR,  FRONT  VIEW 


Progressive  Cities 


Heartily  Endorse 

TIFFIN 

"Two-Motor  System" 

FLUSHERS 


These  Combination  Motor  Driven  Flushers  and  Sprinklers  on  Tiffin  Motor  Truck  chasses  are  attract- 
ing great  and  favorable  attention  in  all  parts  of  Canada  and  the  United  States. 
No  other  apparatus  offers  such  splendid  attainment  in  efifective  operation. 
No  other  line  offers  so  many  sizes,  suitable  for  such  a  variety  of  requirements — 
300  to  720    Gallon  Horse  Drawn  Vehicles.  900  to  1500  Gallon  Motor  Driven  Machines. 

Catalog  and  engineering  data  upon  request. 


TIFFIN  MOTOR  TRUCKS 

Are  Unusually  Well  Built 

They  are  made  in  1500  pound,  1  ton,  1^/^  ton,  2  ton,  5  ton  and  6  ton  capacities, — with  options  of  either 
chain,  internal  gear,  or  worm  drives, — any  type  of  body- 

They  are  strong.  They  are  economical  in  upkeep.  They  are  backed  to  the  limit  by  a  responsible 
company 

TheyVe  built  well  as  are  all  Tiffin  Wagon  Co.  Products. 

Catalog  upon  request. 

THE 

TIFFIN  WAGON  CO. 

TIFFIN,  OHIO 


Builders  alsoof  Tiffin  Farm  Wagons 
and  Dump  Wagons. 

REPRESENTATIVES  : 
Francis  Hankin  &  Co.,  Montreal,  Canada. 
Kelly  Powell  Limited,  Winnipeg,  Canada. 
F.  H.  Hopkins  &  Co.,  St.  Catharines.  Ont., 
Canada. 

J.  A.  del  Solar,  Woolworth  BIdg-.,  New  York 
City. 

Walter  M.  Denman,  293  Bridge  St.,,  Spring- 
field, Mass. 

I-oiler  &  .Smith,  Empire  Bldg.,  Philadelphia. 
Ceo.  M.  Whaley  &  Co.,  Oliver  Bldg.,  Pitts- 
hurg. 

riie  F.  F.  Foster  Co.,  Los  Angeles. 
Miller    Supply    Co.,    Huntington,    West  Vir- 
ginia. 

 Shown  with  Standard  Stake  Body — VA  Ton  Model. 
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Save  Half  the  Time  of  Laying 


Notice  by  the  picture  how  easily 
the  Pedlar  Culverts  are  laid. 
Just  make  your  ditch,  roll  the 
culvert  into  position  and  fill  in. 
Less  time,  less  labor,  less 
trouble.     And  once  they  are  in 


PEDUR'S  "PERFECT"  <t^,^  CULVERTS 


are  there  to  keep  on  giving  good  service 
for  years.  Weather  and  strain  cannot 
wear  them  out.  Try  as  they  might,  damp- 
ness cannot  rust  nor  frost  crack  a  Pedlar 
Culvert.  Made  of  anti-corrosive  Toncan 
Metal  they  keep  your  community  free  from 


the  drain  of  constant  repairs  and  rebuilding. 

Shall  we  send  you  the  Complete  Culvert 
Booklet  No.  4  C.R.,  full  of  valuable  data 
and  drainage  tables?  Ask  us  to  mail  it  at 
once. 


THE  PEDLAR  PEOPLE,  LIMITED 

Executive  Office  and  Factories  (Established  1861) 

OSHAWA,  Ont. 


BRANCHES 

Montreal    Ottawa    Toronto    London  Winnipeg 


Pratt  &  Cady  Valves 

meet  every  waterworks  need  , 

From  the  60-inch  valves  down  to  the  smallest  size,  the  Pratt  & 
Cady  line  gives  superior  service,  and  will  stand  up  under  most 
trying  conditions.  The  seat  rings  are  independent  rings  of 
whatever  metal  is  best  adapted  to  the  purpose  for  which  the 
valves  are  to  be  used.  They  can  be  renewed  without  removing 
the  valve  from  the  line  ! 

Look  for  the  Triangle  Trade  Mark! 


It  appears  only  on  dependable  products,  specified  by 
leading  engineers.  Let  us  quote  on  your  valve  speci- 
lications.  We  will  gladly  send  you  full  information 
and  prices  on  any  sizes  or  styles.  The  Pratt  &  Cady 
valves  are  made  for  all  purposes  in  every  size  from 
f)0-inch  down.  They  are  in  use  in  leading  waterworks 
plants  throughout  the  continent,  because  they  em- 
body many  original  improvements,  besides  the  very 
best  of  workmanship. 

The  P.  &  C.  series  of  booklets  form  one  of 
the  handiest  and  most  complete  indexes 
of  waterworks    specialties  obtainable. 

.sExi)  [''OR  THE  .si'rr  to-day! 
The  Canadian  Fairbanks-Morse   Co.,  Limited 

\ronlical   St.    lulin,   ( Jiitlici-,   Ottawa,   'I'uionto,  llaniillon 
William,   \Viiiiii|n-K,    Kegina,   Saskatoon,  Calvary 
iMliiioiitoii,    Vancouver,  \'ioloiia. 
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The  Pedlar  Exhibit 
Captured  the  Congress 


Any  who  attended  will  tell  you  how  much  the  educa- " 
tive  value  of  the  Good  Roads  Congress,  Montreal, 
was  improved  by  the  Pedlar  Exhibit  on  the  Main 
Stage. 

You  who  are  expert  in  the  technicalities  of  road 
construction  would  readily  approve  the  enthusiasm 
displayed  in  the  Pedlar  Exhibit. 

You  who  only  want  to  know  that  the  roads  of  your 
community  will  Look  "Good"  at 
first  and  Stay  "Good"  for  genera- 
tions— you  too  would  recognize 
what  this   Exhibit  means  to  eco- 


TWe  CULVERT  of 


nomically-permanent  road  construction. 
Pedlar's  "Perfect"  Products  for  "Good  Koads"  Con- 
struction include 

"Perfect"  Toncan  Metal  Culverts 

Rib  Fabric  for  Reinforcement 

Ferro-Dovetail  Plates  for  Reinforcing  Bridge 
Floors. 

Clinton  Electrically  Welded  Wire  for  Con- 
tinuous Bond  Reinforcement. 

The  new  Pedlar  Booklets  and  pamphlets  explain 
fully  the  Saving  and  Permanency  they  accomplish. 
\t  least  give  yourself  the  satisfaction  of  knowing 
liow  "Good"  your  roads  Can  be  at  small  cost  hy 
writing  for  the  Pedlar  Booklets  and  Pamphlets. 
Use  the  Coupon  NOW! 


The  Pedlar  People,  Limited 

(Established  1861) 

Executive  Office  and  Factories— OSHAWA,  Ont. 

BRANCHES — Montreal  Ottawa        Toronto         London  Winnipeg 

Check  the  Booklets  You  Want  and  Mail  Now. 

The  Pedlar  People  Limited,  Oshawa,  Ont. 

Send  me  without  charge  or  obligation  the  Pedlar  Booklets  and 
Pamphlets  as  marked. 

 "Perfect"  Culverts   Ferro  Dovetail  Plates  Rilj 

Fabric   Clinton  Electrically  Welded  AVire. 

Name   

Address   


1 
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No.  2— The  Making 

BESSEMER 
LOCK 

The  Permanent  Paving 

Every  bit  of  the  surface  material 
is  carefully  stripped  from  Bessemer 
shale  beds  before  the  big  steam 
shovels  start  digging  it  out  for 
Bessemer  Block. 

To  further  make  sure  of  uniform- 
ly good  material,  the  year  'round, 
storage  has  been  provided  for  40,000 
cu.  yds.  ot  shale,  and  the  material 
is  given  a  preliminary  crushing, 
grinding  and  mixing. 

That  is  why  the  Bessemer  Block 
you  will  get  next  year  are  as  good 
as  those  you  put  in  ten  years  ago. 

Write  for  the  full  story  of 
BESSEMER  BLOCK 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 
PLANTS  AT  BESSEMER,  PA. 

l^arKt'St  Pavint;  Block  I'Iniit  in  the  World 


_J  I. 

You  Will  Do  Better 
with  an  OSGOOD 


The  OSGOOD  "18"  ^  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell   bucket   or   do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 


THE  OSGOOD  COMPANY 


MARION  Canadian  Agencies 

KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal 


OHIO 


r 
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For 


Good  Roads 

The  best  road  may  be  damaged  by  whole  or  partial  failure  of  a  culvert. 

We  are  making  a  special  concrete  culvert  thoroughly  reinforced  that  will 
stand  extreme  loads  and  vibration. 

We  use  the  most  up-to-date  machinery  and  by  the  practical  and  scientific 
blendingand  mixing  of  materials  are 
able  to  procure  an  everlasting  cul- 
vert. 

All  our  goods  are  matured  be- 
fore shipping. 

Write  us  for  catalogue. 

The 

Dominion 
Concrete 

Company,  Limited 

KEMPTVILLE, 
ONT. 
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The 


Manitoba  Bridge  &  Iron  Works,  Ltd. 


Manufacturers  of 


Roofs^  Steel  Buildings  and  Structural  Iron 
Work  of  all  Descriptions 

Railway  and  Highway  Bridges 

Designs  and  Estimates  promptly  furnished 


The  large  stock  at  our  Plant — 6ooo 
tons — of  Beams,  Channels,  Angles, 
Plates,  Flats,  Bars  and  Reinforcing 
Steel  is  ready  for  Quick  Delivery, 


We  operate  a  large  Grey  Iron  Foun- 
dry with  an  annual  capacity  of  5000  tons. 
Also  Structural  Tank,  Forge  and  Ma- 
chineshops,  each  up-to-datein  everyway. 


Office  and  Works :  Winnipeg,  Man. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Works. 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engirteers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds. 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
New  Work  Shop— Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract— Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 


Marc-li  I.';,  l9i^ 
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The  War's  Effect  on  the  Trade  PoHcy  of 
the  British  Empire 

ONK  of  the  most  revolutionary  results  of  the  war, 
so  far  as  the  British  Empire  is  concerned,  will 
be  the  utter  uprooting  of  the  old  ideals  of  free 
trade,  which  have  been  so  great  a  factor  in 
the  political  and  industrial  life  of  Great  Britain.  Al- 
icady  the  chief  exponents  of  free  trade  in  Great  Brit- 
ain have  thrown  their  former  beliefs  to  the  winds  and 
come  out  definitely  in  favor  of  radical  changes  of  fiscal 
policy,  so  as  to  enable  the  Empire,  after  the  war,  to 
maintain  the  objects  for  which  it  has  been  fighting 
and  to  make  it  impossible  for  Germany  ever  again  to 
obtain  that  international  industrial  and  commercial 
preponderance  that  has  enabled  her  to  plunge  the 
world  into  war. 

There  is  now  no  room  for  doubt  that  Great  Britain 
will  never  again  return  to  the  position  she  occupied  be- 
fore the  war  as  an  isolated  free  trade  nation.  Her  eyes 
have  been  opened  to  the  danger  of  free  trade  so  long  as 
there  are,  among  others,  nations  like  Germany  that 
will  take  advantage  of  it  to  increase  their  strength  and 
preparedness  for  war.    The  rulers  of  England  to-day 


are  working  out  the  details  oi  this  problem  and  getting 
ready  for  the  changed  conditions  which  will  follow 
the  war.  Even  now,  these  changes  are  to  some  extent 
in  effect.  By  the  time  the  war  is  over  England  will 
liave  much  of  the  necessary  machinery  in  operation,  a 
good  deal  of  the  legislation  worked  out,  and  the  public 
mind  well  prepared  for  the  new  fiscal  policy. 

In  many  ways  these  changes  will  work  out  to  the 
advantage  of  Canada  and  the  other  overseas  parts  of 
the  Empire.  For  Canadians  the  duty  is  to  consider 
what  this  change  will  mean  to  us,  and  to  see  to  how 
great  an  extent  we  can  co-operate  so  as  to  produce, 
under  the  new  conditions,  the  greatest  advantage  both 
to  ourselves  and  to  the  Empire.  The  outstanding- 
business  features  of  the  period  following  the  war  will 
be  reconstruction  and  readjustment;  reconstruction  of 
the  countries  which  have  been  devastated,  and  read- 
justment of  the  business  relationships  and  industrial 
activities  which  have  been  shattered  by  the  war.  A 
great  deal  of  consideration  has  been  given  to  the  re- 
construction problem.  Readjustment  of  the  business 
and  industrial  situation,  however,  has  not  been  con- 
sidered by  the  press  in  general  to  anything  like  the 
extent  that  it  warrants. 

In  connection  with  Great  Britain  and  Canada,  and 
to  a  large  extent  also  in  connection  with  the  allied 
countries  and  Canada,  the  readjustment  of  business 
relationships  will  be  of  great  and  vital  importance.  No 
single  country  in  the  whole  world  will  be  in  the  same 
advantageous  position  as  Canada.  When  the  war  is 
over,  having  borne  her  share  of  the  struggle  she  will 
be  favored  by  the  allied  countries  whenever  there  is  a 
possibility  of  conducting  trade  with  her.  In  the  mar- 
kets of  Great  Britain  and  France  this  will  be  a  great 
advantage  to  Canadian  manufacturers.  It  will  give 
them  the  whip  hand  in  all  transactions  in  which  Can- 
adian goods  can  stand  any  chance  at  all. 

Even  when  one  looks  at  this  question  in  a  broad 
and  general  way  he  cannot  fail  to  be  convinced  that 
of  all  the  countries  in  the  world,  the  one  which  will 
develop  most  rapidly  and  most  substantially  after  the 
war  will  be  Canada.  Our  agricultural  and  manufactur- 
ing products  are  nearly  all  of  a  class  that  will  be  in 
demand  in  Great  Britain,  France,  Belgium  and  other 
European  countries.  Our  manufacturing  and  produc- 
ing capacity  will  be  strained  to  the  utmost,  and  those 
who  have  foreseen  the  situation  and  placed  their  af- 
fairs in  such  shape  as  to  take  part  in  Canada's  great 
expansion  will  reap  a  greater  harvest  of  business  pros- 
perity than  they  ever  dreamed  of  in  the  days  before 
the  war. 

*      *  * 

To  put  the  matter  in  as  brief  and  simple  a  form  as 
possible,  Canada  will,  more  than  ever  before,  be  the 
Land  of  Promise  and  the  Land  of  Fulfilment.  Her 
plants  Avill  be  running  night  and  day,  her  merchants 
will  be  busy  from  morn  till  night.  Her  farmers  will 
be  able  to  sell  at  good  prices  everything  that  they  pro- 
duce, and  this  prosperity  Avill  attract  to  the  shores  of 
Canada  a  great  tide  of  immigration.  From  all  parts  of 
the  world  people  will  set  out  for  Canada  to  share  in 
its  expansion.  The  immigration  from  the  United 
States  to  Canada  which  started  on  an  extensive  scale 
only  a  comparatively  few  years  ago  will  be  renewed 
and  greatly  increased.  Moreover,  from  the  United 
.States  we  will  then  draw  not  only  farmers  in  large 
numbers,  but  a  far  greater  number  of  merchants  and 
manufacturers  than  we  formerly  drew.  Manufactur- 
ers in  the  United  States  will  be  quick  to  realize  that,  if 
they  want  to  share  in  the  trade  of  Great  Britain  and 
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tlu'  allied  covpt^jes  to  die  _fujle^t.ext.ent,  they  must 
establish  plants  m  taiYada  so  a's  to  be' entitled  to  the 
])referential  treatment  which  Canada  will  thdn  ojytain. 

These  are  no  idle  dreams  dictated  by  desire  and 
unfounded  on  fact,  .\nyone  who  reads  what  is  appear- 
ing daily  in  the  press  of  Great  Britain  regarding  the 
fiscal  problem,  knows  thj^t  these  views  are  warranted 
by  the  trend  of  public  opinion  in  Great  Britain.  Free 
trade  has  been  killed.  The  Manchester  Chamber  of 
Commerce,  the  historic  hot-bed  of  free  trade,  has 
voted  against  it  by  998  to  527.  The  greatest  exponents 
of  free  trade  in  Great  Britain  have  thrown  it  over. 
Im-oui  now  on,  every  man  who  thinks  about  the  fiscal 
problem  in  the  Old  Countr_\-  will  think  of  it  in  terms 
1  if  tarilt  jirotection.  The  w^orking  out  of  protection  will 
involve  many  differences  of  opinion,  but  the  great 
change  has  come  about.  The  war  has  made  protection 
the  only  logical  policy  for  Great  Britain.  After  the 
war,  and  to  a  considerable  extent  during  the  war,  |)ro- 
tective  tariffs  will  come  into  effect  and  they  will  un- 
(|uestit)nably  include  ])referential  treatment  for  the 
Overseas  Dominions  and  recii)rocity  between  the  Al- 
lied Nations. 


Cement  Bricks 

The  following  incpiiries  lia\'C  been  receixed  from 
one  of  our  readers: — 

1.  Do  vou  think  cement  bricks  and  block  are  t(.) 
stay? 

2.  Jlave  thev  anv  advantage  over  the  common  clay 
brick? 

3.  Is  a  cement  brick  the  Ijetter  by  being  made  on 
a  machine  of  heavy  pressure? 

4.  What  is  the  advantage  of  a  frogged  brick?  !)o 
they  lay  better  than  j^lain  pressed  brick? 

It  is  always  dangerous  to  prophesy,  but  Mr.  W.  \V. 
Pearse,  C.  E.',  city  architect  of  the  city  of  Ton^ito,  has 
been  good  enough  to  pass  an  opinion  on  these  ques- 
tions, which  we  print  herewith.  We  also  invite  fur- 
ther discussion  in  the  hope  that  further  light  may  be 
thrown  on  these  interesting  cjuestions.  Mr.  Pearse  is 
of  the  opinion  that  cement  blocks  are  here  to  stay,  be- 
cause they  appear  to  have  seVeral  advantages  over 
solid  brick.  Being  hollow,  they  are  warmer  and  drier, 
though  the  joints  when  filled  in  solid  act  as  fair  con- 
ductors and  offset  to  some  extent  the  eft'ect  of  the  air 
spaces.  It  is  very  generally  accepted  that  a  hollow- 
cement  brick  wall  is  warmer  in  winter  and  cooler  in 
summer  than  solid  brick.  Cement  block  has  the  dis- 
advantage, however,  of  not  having  as  good  a  bond  as 
solid  bricks  because  it  has  not  the  same  amount  of 
bearing  surface.  Therefore  much  depends  on  the  type 
of  building.  If  a  heavy  load  is  to  be  carried  solid 
blocks  should  be  used.  Hollow  cement  blocks  should 
be  laid  in  cement  mortar  on  account  of  the  small  bear- 
ing surface. 

Cement,  brick  or  Ijlock  should  be  better  if  made 
under  ])ressure.  They  will  be  denser,  with  the  result- 
ant greater  resistance  to  crushing,  and  should  absorb 
less  moisture. 

Frog  brick  ])i-operly  laid  give  a  better  key  to  tlie 
wall  than  ])lain  brick.  The  trouble  is,  however,  that 
unless  he  is  watched  the  bricklayer  will  lay  the  brick 
frog^  side  down,  to  save  mortar.  For  this  reason  it 
is  generally  accepted  that  a  wall  of  plain  brick  is  prac- 
tically as  good  as  an  ordinary  wall  laid  with  frog 
bricks.  It  is  the  general  practice  in  the  ITnited  States 
t(j  use  bricks  without  frogs. 


When  Are  Concrete  Roads 
Most  Profitable? 

By  H.  S.  Van  Scoyoc,  A.M.S.C.E.' 

Concrete  roads  are  most  i)r()fitable  when  they  give 
better  value  per  dollar  of  expenditure  than  any  other 
type  of  satisfactory  surfacing  material.  While  im- 
])roved  roads  create  values  that  cannot  be  measured  in 
dollars  and  cents,  a  commercial  standard  is  the  one 
most  readily  set  up. 

Constant  Costs 

With  any  type  of  improved  highway  there  are  cer- 
tain expenditures  which  should  remain  practically  con- 
stant regardless  of  the  surfacing  used.  In  all  cases 
the  cost  of  right  of  way  and  grading  should  be  a  per- 
manent investment ;  if  bridges  and  culverts  are  con- 
structed with  proper  regard  for  futm-e  requirements 
and  of  suitable  materials  they  should  be  practically  a 
permanent  investment.  Drainage  work  and  foundation 
courses  usually  rec[uire  expenditures  other  than  that 
of  the  first  cost.  Surfaces  can  never  be  considered  as 
permanent ;  while  there  has  been  a  tendency  to  neg- 
lect some  of  the  preliminary  work,  where  concrete  is 
used  it  is  not  to  be  commended.  In  the  opinion  of  the 
speaker  the  initial  cost  of  concrete  highways  justifies 
more  careful  grading  and  drainage  work  than  wdiere 
a  less  permanent  type  of  construction  is  used.  For 
the  purposes  of  this  discussion,  however,  it  will  be 
considered  that  all  types  of  permanent  surfacing  should 
have  the  same  amount  of  money  expended  on  the 
preparatory  work. 

Concrete  roads  are  made  up  of  cement,  sand,  stone 
and  labor.  The  first  cost  of  the  concrete  will  vary  as 
any  or  all  of  these  items  var}-.  The  labor  cost  for 
mixing  and  placing  will  show  the  least  variation  pos- 
sible. The  materials  will  increase  in  cost  chiefly  as 
the  distance  from  their  source  to  the  point  of  construc- 
tion increases.  For  exam])le,  the  cost  in  Wayne 
County,  Michigan,  where  the  same  materials  and  same 
methods  are  used  throughout  the  county,  has  varied 
from  $1.04  to  $1.70  i^er  square  yard,  depending  upon 
the  length  of  haul. 

Concrete  Cheaper  than  Macadam 

There  are  exceptional  cases  where  concrete  roads 
have  been  built  for  lower  first  cost  than  waterbound 
macadam.  This  happens  where  no  suitable  local 
stone  is  available  for  macadam,  but  local  sand  and 
gravel  are  suitable  for  concrete.  It  would  also  usually 
presuppose  a  thickness  of  macadam  greater  than  that 
of  the  concrete.  The  first  cost  of  cement  concrete  will 
usually  be  less  than  that  for  bituminous  concrete,  brick 
or  other  types  of  permanent  paving.  It  may  or  may 
not  be  less  than  that  for  bituminous  macadam.  In 
any  case,  however,  the  initial  cost  is  a  small  part  of 
the  whole  story  and  should  be  considered  as  such.  The 
total  road  cost  can  b.e  considered  as  comprising:  first, 
interest  on  the  first  cost;  second,  depreciation,  and 
third,  maintenance,  which  should  include  overhead 
charges  for  administration  and  use  of  machinery  as 
well  as  the  re])air  charges  for  materials  and  labor.  In 
special  cases  other  considerations  than  the  yearly  cost 
on  the  basis  just  mentioned  may  be  deciding  factors 
in  the  selection  of  the  material,  as  the  value  of  a  com- 
l^aratively  noiseless  pavement  in  the  vicinity  of  hos- 
pitals or  schools.    In  cities  and  towns  ease  in  cleaning 

*  Chief  Engineer  'rorontd  1 1  .-i miltoii  Hijfhway.  before  Ontario  Good 
Koads  Association. 
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is  important.  In  any  case  ease  of  traction  is  desirable 
as  affecting  not  only  the  actual  gost  of  transportation, 
Init  also  the  expenditure  for  repairs  to  vehicles. 

Cost  Depends  on  Locality 

Any  particular  locality  presents  a  problem  that  will 
give  a'  definite  figure  if  solved  along  the  lines  men- 
tioned. As  a  general  proi^osition,  however,  certain 
figures  will  have  to  be  assumed.  A  single  track  r(Xid 
will  be  considered  as  nine  feet  in  width  and  a  double 
track  one  eighteen  feet.  Interest  will  be  taken  at  five 
per  cent.,  which  is  possibly  low  just  at  the  present 
time,  but  ought  to  be  sufficient  in  ordinary  cases.  In 
estimating  depreciation  the  concrete  will  be  considered 
to  be  satisfactory  for  use  as  a  sub-base  at  the  end  of 
twentv  years.  Cases  considered  will  be  where  local 
municipalities  may  be  res])onsible  for  the  entire  cost 
of  construction  and  of  the  maintenance  as  well  as  the 
other  cases  that  may  arise  under  the  new  Highways 
Act.  As  previously  mentioned,  the  first  cost  of  con- 
crete highways  will  show  a  considerable  variation,  de- 
pending upon  local  conditions.  For  present  purposes 
a  figure  of  $1.35  per  square  yard  will  be  used.  It 
should  be  reasonably  safe  for  most  localities  where  re- 
inforcing and  steel  protection  plates  are  not  used. 

Depreciation  and  Maintenance 

.\  word  of  explanation  as  to  depreciation  and  main- 
tenance. Concrete  roads  are  a  comparatively  new 
type.  Their  life  is  not  definitely  known.  I  have  seen 
one  street  laid  twenty-three  years  ago  on  which  the 
maintenance  cost. per  year  has  been  considerably  less 
than  $50  per  mile  per  year,  and  there  is  no  present 
intention  of  using  it  as  a  sub-base  for  any  other  type. 
Some  of  the  Wayne  County  i-oads  under  very  heavy 
traffic  are  nearly  ten  years  old  and  are  still  in  good 
condition.  It  seems  to  me  that  under  average  traffic 
conditions  limiting  the  use  of  concrete  to  sub-base 
purposes  after  twenty  years  is  conservative. 

Cost  Figures 

As  to  maintenance  cost,  few  figures  are  obtainable 
for  twenty-year  periods,  but  the  report  of  the  Commit- 
tee on  Methods  and  Costs  of  Maintenance  presented  at 
the  vSecond  National  Conference  on  Concrete  Road 
Building  states  that  from  present  returns  one-half  cent 
per  square  yard  seems  a  conservative  estimate. 

Roadway  Nine  Feet  in  Width 

Township  Road: 

First  cost  is,  .-).280  X  $1.:!.-)    .lii.lSS.OO 

Interest  at  5  per  cent  $3,50.40 

.5,280  X  ($1.3.5  —  0.75) 

Depreciation  =  158.40 

20 

Maintenance  =  35.00 

Total  $549.80 

.Sulnirljan  Roads: 

First  Cost  Depreciation      Maintenance  Total 

Province  40%  $142.56  $03.36      20%        $7.00  $312.02 

City          307o    106.93  47.52      40Vr        14.00  168.44 

County     30%:     106.92  47.52      40%)        14.00  168.44 


Road  Eighteen  Feet  in  Width 

'I'ownship  Roads: 

First  cost,  10,560  X  $1.:!5  $14,356.00 

Interest  at  5%   $713.80 

10,560  X  ($1.35  — -0.75) 

Depreciation  =  316.80 

30 

Maintenance  =  50.00 

Total  $1,079.60 

.Sul)url)an  Roads: 

Say  total  cost  is  $20,000  per  mile.  Province  is  limited  to 
$4,000  per  mile,  or  20  per  cent,  of  construction  cost. 

First  Cost  Deprc'n.  Maint'ce.  Total 

Province          20%        $143.56  $63.36  $10.00  $215.92 

City                 30%          313.84  95.04          15.00  323.88 

County            30%          313.84  95.04  15.00  ;i33 . 88 

Local  Imp.     30%-         142.56  63.36  10.00  215.02 


Main  Roads: 

Province  40%  142.56 

Alunicipalities  60%  213.84 


63.36  40%  14.00 
95.04    60%  31.00 


$549.80 

319.93 
:!39 . 88 

$549.80 


$1,079.60 

Main  Roads: 

Province  limited  to  $4,000  per  mile. 

First  Cost    Deprc'n.    Maint'ce.  Total 
Province         30%         142.56         03.36         10.00  315.92 
Municipalities  80%        570.34        353.44  40.00  863.68 

These  figures  may  look  formidable,  but  1  believe 
they  are  representative.  Col.  Edwin  A.  Stevens,  Com- 
missioner of  Public  Roads,  State  of  New  Jersey,  in  a 
recent  article  stated  that  with  an  average  daily  traffic 
of  400  vehicles,  mixed  motor  and  horse  drawn,  main- 
tenance of  macadam  roads  with  bituminous  dressing- 
can  be  taken  at  $1,300  a  mile,  made  up  of  interest  $500 
(rate  4  per  cent.),  depreciation  $200  and  repair  charges 
$600. 

Maintenance  Cost  of  Macadam 

The  1915  report  of  the  Massachusetts  Commission 
states  that  especially  near  the  larger  cities  the  main- 
tenance cost  of  macadam  with  a  bituminous  dressing 
would  easily  be  $1,000  or  more  per  mile  annually,  this 
figure  not  including  interest  on  first  cost.  In  their 
1914  report  is  the  statement  that  the  average  cost  of 
maintaining  over  four  thousand  miles  of  main  county 
roads  in  England  was  $1,100  a  mile  a  year  and  the 
average  cost  of  maintaining  nearly  two  thousand  two 
hundred  miles  of  road  in  and  around  the  city  of  Lon- 
don was  $1,680  a  mile  a  year.  The  costs  given  include 
resurfacing  or  reconstruction  (considered  as  deprecia- 
tion in  our  previous  discussion)  as  well  as  ordinary 
repair  and  maintenance.  These  figures  do  not  include 
interest  on  first  cost,  however. 

The  various  items  mentioned  should  be  carefully 
considered  and  properly  balanced  in  deciding  upon  the 
particular  type  of  surfacing  for  any  one  locality. 

Traffic  Census 

In  conclusion,  just  a  word  of  caution  as  to  depend- 
ing upon  a  traffic  census  of  an  unimproved  highway  as 
a  safe  criterion  of  what  an  improved  highwa}-  in  the 
same  locality  will  be  called  upon  to  carry.  In  1908  a 
seven-mile  road  which  connected  Woodward  Avenue 
and  Jefferson  Avenue,  two  trunk  roads  leading  out  of  ■ 
Detroit  in  the  Wayne  C"ounty  system,  was  carrying  a 
total  of  forty  vehicles  per  day.  A  traffic  census  last 
year  showed  an  average  daily  traffic  of  almost  two 
thousand  vehicles,  with  a  traffic  on  Saturdays  and 
Sundays  of  from  four  thousand  to  six  thousand  ve- 
hicles. 
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Tests  on  Canadian  Commercial  Brick 

Obtaining  reliable  data  on  Canadian  Building  Materials 
to     facilitate     estimating      and      eliminate  failures 

By  W.  W.  Pearse,  C.E. 


[Some  interesting  tests  were  recently  earned  out 
under  the  supervision  of  Mr.  W.  W.  Pearse,  C.  E., 
city  architect  of  Toronto,  on  the  compressive  tensile 
strength  and  absorptive  qualities  of  various  kinds  of 
building  brick.  The  results  of  these  tests  are  contained 
in  the  following  paper  read  by  Mr.  Pearse  before  the 
annual  convention  of  the  Canadian  National  Clay  Pro- 
ducts Association.  It  is  understood  these  tests  were 
made  with  a  view  to  obtaining  information  on  which 
a  suitable  building  by-law  for  the  city  can  be  based. — 
Editor.] 

Three  bricks  were  taken  in  each  case,  one  of  which 
was  planed  down  to  an  even  surface  and  then  placed 
in  a  machine  and  crushed.  If  there  was  any  chance  of 
it  being  uneven,  it  was  embedded  in  plaster  Paris. 
Then,  when  it  came  to  the  bending  test,  .the  bricks 
were  taken  and  supported  on  supports  7  ins.  apart  and 
a  central  load  applied.  Following  this  there  was  an 
absorption  test  made.  The  samples  were  put  into  a 
furnace,  dried,  weighed,  put  into  water,  taken  out  and 
weighed  again.  (I  may  say  here  that  the  man  mak- 
ing the  test  was  not  aware  whose  brick  he  was  test- 
ing). 

The  committee  of  the  American  Society  for  Test- 
ing Materials  classify  the  bricks  under  the  .following 
headings : 

Class  A. — Vitrified  Brick — Compression  not  less 
than  5,000  lbs.  per  sq.  inch  ;  absorption  not  more  than 
5  per  cent. 

Class  B.— Hard  Burned— Compression  3,500  to 
5,000  lbs.  per  sq.  inch;  absorption  not  more  than  12 
per  cent. 

Class  C. — Common  Brick— Compression  2,000  to 
3,500  lbs.  per  sq.  inch;  absorption  not  more  than  18 
per  cent. 

Class  D.— Common  Brick,  seconds— Compression 
not  less  than  1,500  lbs.  per  sq.  inch;  absorption  no 
limit ;  not  to  be  used  in  exposed  work. 

Class  C  and  Class  D  are  more  the  type  of  brick 
which  I  had  tested.  It  was  not  necessary  to  test  the 
ordinary  hard  brick,  for  I  knew  it  was  safe.  We  wanted 
the  mercantile  brick.  This  comes  under  the  heading 
"Class  C,  common  brick."  For  results,  see  Table  I. 
In  this  table  the  number  of  brick  tested  is  given  first, 


then  the  percentage  of  absorption,  the  fibre  stress  and 
the  crushing  strength  per  square  inch. 

*Now,  taking  the  two  dif¥erent  tests,  we  have  the 
crushing  stress  and  the  bending  stress.  If  you  have 
Avhat  is  called  lime  mortar,  which  is  1  to  3  mixture,  it 
is  very  little  use  paying  any  attention  to  the  bending 
stress.  The  Avail  would  more  or  less  act  the  same  as 
a  beam  and  have  a  tendency  to  open  up  at  the  bottom. 
Lime  mortar  is  of  no  value  in  tension,  therefore  it 
would  be  no  use  considering  the  tension  in  the  brick. 
In  using  lime  mortar,  you  need  not  take  into  considera- 
tion the  tensile  strength  of  your  brick,  because  lime 
mortar  would  give  way  in  tension  before  the  bricks 
could  be  pulled  apart.  The  stress  on  the  bricks  would 
therefore  come  down  to  an  angle  of  about  60  degrees. 
If,  therefore,  you  are  using  lime  mortar  you  can  ex- 
clude the  idea  of  fibre  stress  and  get  down  to  crush- 
ing. If  you  are  using  cement  mortar  of  1  to  3  mixture 
it  will  work  very  well.  If  you  had  a  wall  of  this 
nature  you  could  treat  it  as  a  beam  and  make  it  of 
much  less  thickness  and  depth,  because  cement  mortar, 
if  of  good  quality,  would  have  an  equal  strength,  ap- 
proximately, of  the  ordinary  brick  in  tension  and  ad- 
hesive value,  and  this  would  make  the  brickwork  a 
more  or  less  homogeneous  mass. 

Referring  again  to  the  American  tests,  they  found 
that  a  brick  wall  well  laid  in  lime  mortar  only  sus- 
tained 13  per  cent,  of  the  crushing  value  of  the  brick. 
For  cement  mortar  you  could  allow  25  per  cent.  It  is 
therefore  a  question  of  cost.  I  found,  on  consulting 
with  different  contractors,  that  the  matter  of  cost  was 
one  of  importance.  On  1,000  bricks  laid,  $1.70  was 
the  cost  of  the  extra  sand,  cement  and  labor;  that  is, 
223/2  per  cent,  extra  cost  on  1,000  of  bricks  at  the  pre- 
sent market  value.  But  you  get  an  extra  strength  of 
923^  per  cent.  If  you  could  act  as  pioneers  to  get  the 
best  value  out  of  your  products  it  would  be  good  to 
have  you  advocate  using  as  much  cement  mortar  as 
possible.  We  had  a  bad  accident  recently  at  the  Uni- 
versity of  Toronto,  and  it  was  the  opinion  of  some 
of  the  experts  that  if  cement  mortar  had  been  used 
in  place  of  lime  mortar  it  might  not  have  happened. 
However,  this  was  not  proven.  It  seems  to  me,  how- 
ever, that  for  very  little  extra  cost  (you  can  add  10 
to  15  per  cent,  of  lime  to  make  the  cement  mortar 


Tests  on  Bricks. — Table  No.  I. 


Number 
of  bricks 
Tested 

0* 
l.-i* 


•■it 
fl 
JO 


Average 
percentage 
)f  absorption 

8.1 

I. 5.8 

12.0 
30.6 
1 7.0 
10.!) 

II.  :! 

18.0 
No  limit 


.\verage 
fibre  stress 
lbs.  per.  sq. in. 
Bending 

103G 

872 

915 

649 

043 

388 

404 

481 

576 

403 


Minimum 
•-■rushing 
strength 
lbs,  per. sq.  in. 

355.") 

3430 

3080 

2700 

3070 

1645 

3375 


Maximum 
crushing 
strength 
lbs. per. sq.  in. 

6315 

6150 

6170 

3540 

4080 

4640 

,3000 


Average 
crushing 
strength 
lbs. per. sq.  in. 

4453 

■>  1  (JO 

4141 

3983 

3818 

3993 

3G38 

3930 

3584 

1739 


*  Hard  brick;    f  Ordinary  brick;    S  Univcrsily  nf  Minnesota;   t  LinivcTsity 


Nature  of  Material 

Hudson  Lorraine  Shale. 
Medina  Shales. 
Interglacial  Clays  (Good). 
Redeposited  Glacial  Clays  (Good). 
Iroquois  Clay. 
Sand  Lime,  Hydrated. 
Sand  Lime,  Quick  Lime. 
Western  Brick  Co.  Underl)unie(l.$ 
Class  "C"  Common. § 
Class  "D"  Common. § 
:)f  Illinois.  Bulletin  No.  37. 
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work  easily)  you  would  get  that  much  additional 
strength. 

Referring  to  the  Western  Brick  Company's  Un- 
burned,  Table  I.,  we  find  that  there  were  16  tests 
made,  which  gave  3,920  lbs.  per  square  inch  for  the 
crushing  strength.  You  will  notice  that  Canadian 
brick  compares  quite  favorably  with  this.  By  com- 
paring the  crushing  and  tensile  strength  with  the  ab- 
sorption percentage,  it  was  found  that  there  was  no 
relation  between  them. 

The  important  thing  to  this  department  is, — how 
much  Avill  a  brick  carry  in  a  wall?  There  is  a  dif- 
ference whether  you  use  lime  mortar  or  cement  mor- 
tar. We  have  had  no  tests  made  of  ovir  large  Avails, 
so  I  had  to  fall  back  on  the  United  States.  One  was 
by  the  University  of  Illinois.  The  authorities  all 
agreed  so  very  closely  on  25  per  cent,  for  cement  mor- 
tar and  13  per  cent,  for  lime  mortar  that  I  adopted 
this  standard. 

If,  therefore,  Ave  want  to  know  what  each  brick 
Avill  carry  in  the  wall  all  we  have  to  do  is  to  multiply 
the  crushing  stress  per  square  inch  by  144 ;  this  will 
give  crushing  load  in  pounds  per  square  foot.  Then 
if  cement  mortar  is  used,  take  25  per  cent,  of  this 
value  and  it  will  give  the  approximate  crushing  load 
per  square  foot  in  a  wall  that  is  about  nine  feet  high. 
Then  this  result  must  be  divided  by  whatever  factor 
of  safety  you  may  desire  to  use.  I  think  for  a  con- 
centric load  a  factor  of  safety  of  five  would  be  a  fair 
figure. 

Now,  if  lime  mortar  is  to  be  used,  it  would  be 
safe  to  take  just  half  of  the  results  given  for  cement, 
as  Ave  found  that  for  brick  laid  in  lime  mortar  that  you 
could  only  use  about  13  per  cent,  of  the  crushing  value 
of  the  brick,  or  approximately  half  of  Avhat  you  can 
use  when  cement  mortar  is  used. 

I  Avant  you  to  understand  that  Avhen  avc  select 
these  bearing  qualities,  I  Avould  like  to  not  only  sub- 
mit the  question  to  your  organization,  but  also  to  the 
Canadian  engineering  societies,  so  that  Ave  can  get  the 
very  best  thoughts  on  the  subject. 

Erosion  or  Weathering 

Erosion,  so  preA'alent  in  many  of  our  public  and 
residential  buildings,  calls  for  some  explanation  of  the 
cause.  Almost  invariably  the  material  in  question  is 
a  red  sand  face  brick.  The  clay  from  Avhich  the  bricks 
are  made  is  either  a  surface  clay  or  an  interglacial 
deposit  common  to  the  neighborhood  of  Toronto.  Like 
the  stratified  glacial  bufif  burning  clays,  they  contain 
a  high  percentage  of  combined  lime  carbonate  ;  in  some 
deposits  over  seventeen  per  cent,  is  present.  The  buff 
burning  clay  is  easily  vitrified  under  oxidizing  condi- 
tions, and  does  not  yield  to  the  decomposing  influence 
of  the  converted  carbonate.  The  interglacial  and  sur- 
face red  burning  clays  are  not  vitrifiable  under  oxidiz- 


ing conditions,  hence  the  erosion  Avhich  is  so  prevalent. 
To  render  the  lime  content  impotent  in  these  clays,  re- 
ducing conditions  must  be  established  in  the  kiln,  and 
continued,  until  an  incipient  metallic  fusion  (often 
mistaken  for  vitrification)  takes  place,  l)ut  as  the  fire 
range  is  so  short  greater  care  must  be  exercised  in 
the  burning  of  the  Avare.  It  Avould  be  Avell  to  note 
here  that  bufi^  l)urning  shale  bricks  are  showing  signs 
of  distress  through  erosion  in  different  buildings  in 
the  city  owing  to  what  might  be  termed  underburned 
ware.  Although  the  shales  are  highly  vitrescible  it 
is  necessary  that  a  temperature  be  maintained  high 
enough  to  vitrify  the  ware.  Incipient  decomposition 
betrays  itself  in  loss  of  color.  Red  or  dark  red  bricks 
gradually  change  color  until  they  assume  the  appear- 
ance of  underburned  ware  Avhich  they  really  are.  At 
this  stage  the  sand  face  is  lost  and  they  absorb  moist- 
ure from  the  air  greedily  and  if  not  coated  Avith  a 
filler,  as  paint,  quickly  Avaste  aAvay.  Needless  to  say 
that  moisture  absorbed  from  the  atmosphere  quickened 
the  lime  content  into  action  Avhich  reduced  the  brick 
l)ack  to  its  original  state,  minus  the  carbonate. 

Summary 

1.  Face  brick,  being  of  extra  ((uality,  Avere  excluded 
in  deducing  the  averages.  Table  I. 

2.  All  the  samples  secured  of  brick  made  from  Hud- 
son Lorraine  shale  by  the  dry  press  process  are 
face  brick. 

3.  The  weakness  of  the  dry  press  shale  bricks  in 
centre  load  test  in  comparison  Avith  the  Avire  cut 
shale  bricks  is  noticeable. 

4.  The  superiority  of  the  shale  holloAv  brick  over  the 
glacial  clay  hollow  brick  is  sufficient  to  make  a 
second  classification  advisable. 

5.  The  great  A-ariation  of  the  strengths  of  the  bricks 
made  from  the  glacial  stratified  clay  by  three  dif- 
ferent processes  is  so  noticeable  as  to  require  a 
separate  class  for  each,  although  but  one  sample 
of  each  was  tested. 

6.  The  Iroquois  clay  when  burned  in  stove  kilns  gives 
an  inferior  grade  of  brick,  the  stiff  mud  bricks  be- 
ing apparently  stronger  than  the  soft  mud  bricks. 

7.  The  interglacial  stratified  clay  Avhen  burned  in 
any  form  of  doAvn-draft  kiln,  giA^es  good  bricks  by 
either  the  stifi:  or  the  soft  mud  process. 

S.  The  sand  lime  bricks  come  from  plants-  in  Avhich 
the  materials  used  vary  Avidely  in  cjuality.  The 
average  is  therefore  scarcely  a  reliable  criterion  for 
this  class  of  brick. 

9.  The  cement  brick  that  Avas  tested  Avas  not  very 
old.   A  new  test  Avill  be  made. 

10.  Test  No.  73  A,  made  upon  a  brick  similar  to  that 
used  in  test  No.  73  after  being  alloAved  to  age 
for  a  longer  time,  shoAvs  that  ■cement  bricks  tend 
to  become  stronger  with  age. 


Setting  the  Pace  in  Gontraeting 


An  exceptionally  expeditious  piece  of  brick  and 
concrete  construction  is  just  being  completed  b}- 
Anglin's,  Limited,  Montreal.  The  Williams  Manu- 
facturing Company,  Limited,  Montreal,  recently  de- 
cided to  erect  an  addition  to  their  factory  on  Bourget 
Street.  Plans  Avere  drawn  by  Mr.  J.  Cecil  McDougall, 
A.R.I.B..\.,  and  it  Avas  desired  to  erect  the  building  in 
the  shortest  possible  time.    The  floor  area  of  the  atl- 


dition  is  6,600  square  feet,  and  the  building  has  a 
frontage  of  71  feet.  The  original  plans  provided  for 
a. structural  steel  frame,  Avith  the  steel  fireproofed,  and 
I  mill  construction  floors.  After  consideration,  and  in 
order  to  save  time,  it  Avas  decided  to  change  the  design 
to  a  brick  and  concrete  structure,  that  is.  a  reinforced 
flat  slab  construction.  In  this  way  the  firm  were  able 
to  occupy  the  two  lower  floors  by  the  time  that  Avould 
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have  been  taken  to  manufacture  the  steel  had  the 
original  plans  been  adhered  to. 

The  contract  was  signed  on  January  4,  one  of  the 
conditions  being  that  the  ground  and  first  floors  were 
to  be  ready  for  occupation  on  February  15,  and  the 
entire  five  storeys  to  be  completed  on  March  15th. 
Operations  were  commenced  on  January  5,  and  the 
two  first  floors  were  ready  three  days  ahead  of  the 
scheduled  date,  when  the  company  commenced  in- 
stalling their  machinery.  Concrete  was  poured  for  the 
first  floor  on  January  20  and  21  ;  second  floor,  January 
25  and  26 ;  third  floor,  January  31  and  February  1  ; 
fourth  floor,  February  4  and  5 ;  and  roof  slab,  February 
11  and  12.  The  brick  work  was  commenced  on  Janu- 
ary 25,  and  the  work  was  completed  as  follows :  ground 
floor,  bricked  in  on  February  2 ;  first  floor,  February  9; 
entire  building,  February  24.  Present  indications  point 
towards  the  completion  of  the  contract  well  in  advance 
of  scheduled  time. 

During  prevailing  cold  weather  the  necessary  pre- 
cautions were  taken  to  prevent  the  concrete  freezing. 
All  the  materials  for  the  concrete  were  heated  by  being 
placed  over  perforated  pipes,  through  which  steam  was 
forced,  the  concrete  being  placed  hot.  The  interior 
of  the  building  was  heated  by  salamanders,  and  in 
order  to  retain  the  heat  the  building  was  closed  in  with 
tarpaulins  as  the  work  progressed. 

The  building  will,  when  finished,  l)e  an  exceptional- 
ly good  type  of  factory  construction.  The  exterior  is 
faced  with  Laprairie  National  brick,  and  the  interior 
is  lined  with  terra  cotta,  furnished  by  the  St.  Lawrence 
Brick  Company,  Limited,  Montreal,  and  has  a  plaster- 
ed cement  finish.  The  cut  stone  used  was  furnished 
by  John  Quinlan  and  Company,  Montreal.  The  floors 
are  hardwood,  laid  on  sleepers  embedded  in  cinder 
concrete.  White  enamelled  brick  is  used  for  the  in- 
terior finish  of  all  lavatories.  All  windows  are  metal, 
and  were  supplied  by  the  Steel  and  Radiation  Com- 
pany, Limited.  Darling  Brothers,  Montreal,  supplied 
the  freight  elevator,  and  the  Otis-Fensom  Elevator 
Company,  Limited,  the  automatic  electric  elevator.  The 
iron  stairs  were  manufactured  by  John  Watson  and 
Son,  Montreal,  Limited.  The  fire  doors  were  supplied 
by  the  McFarlane-Douglass  Company,  Limited,  Mont- 
real. 

The  construction  work  was  carried  out  by  Anglin's 
Limited,  with  the   exception   of  the  roofing,  which 


was  sub-let  to  G.  W.  Reed  and  Company,  Limited, 
Montreal,  the  sprinkling  system  and  the  electric 
lighting,  the  former  being  let  to  W.  J.  McGuire  and 
Company,  Limited,  Montreal,  and  the  latter  to  Philip 
Lahee  and  Company. 

Anglin's  Limited  have  also  recently  completed  sev- 
eral other  contracts  before  the  dates  specified.  Sim- 


Brickwork  complcted-Feb.  28,  1916. 


ultaneously  with  the  work  described  above,  the  firm 
put  lip  a  three-storey  building  for  the  Weaker  Blue 
Compan}-,  Sherbrooke,  in  six  weeks,  or  two  weeks 
ahead  of  time,  and  have  also  constructed  a  five-storey 
bale  warehouse  for  the  Canadian  Cotton  Company, 
Cornwall,  in  a  very  short  time.  Another  instance  is 
that  of  the  plant  of  the  Canadian  IngersoU-Rand  Com- 
paii}'.  Limited,  Sherbrooke,  where  an  extension  was 
finished  five  days  prior  to  the  contract  time  of  ten 
weeks. 


Buildings  closed  in  with  tarpaulins— Feb,  U,  1916. 


Concrete  for  first  floor  being  poured    Feb.  19,  19I(i, 
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Good  Roads  Congress  and  Exhibition 

Third  International  and  Good  Roads  Congress  Spent  Busy 
Week  in  Montreal— Delegates  from  All  Parts  of  Dominion 


ludging  by  the  attendance  at  the  Third  Canadian 
and  International  Good  Roads  Congress  and  F.xhibi- 
tion,  held  in  Sohmer  Park,  Montreal,  from  March  6  tc 
10  inclusive,  there  is  a  very  decided  awakening  as  to 
the  value  of  good  roads.  Delegates  were  present  from 
all  parts  of  the  Dominion,  although  naturally  the  ma- 
jority were  from  the  province  of  Quebec.  The  dele- 
gates included  representatives  of  municii)al  authori- 
ties, contractors,  engineers,  members  of  governments 
and  associations,  government  officials,  and  experts 
from  over  the  border. 

Throughout  the  Conventic^n  the  attendance  was  ex- 
ceptionally large,  the  papers,  in  English  and  French, 
were  followed  with  interest,  and  the  ([uestions  asked 
several  of  the  speakers  indicated  that  the  problems 
dealt  with  were  of  real  value  to  the  delegates.  .A.s 
will  be  seen  from  our  report,  the  papers  covered  a  wide 
range  of  subjects:  materials,  construction,  and  main- 
tenance being  very  prominent.  Some  of  the  best  known 
experts  from  the  United  States  were  ])resent,  and  their 
co-operation  was  cordially  welcomed  and  acknow- 
ledged. 

B.  Michaud,  Chairman 

IMr.  B.  Michaud,  Deputy  Minister  of  Roads,  Pro- 
\  ince  of  Quebec,  the  President,  occupied  the  chair  at 
the  o])ening,  and  in  welcoming  the  delegates  said  the 
liearty  co-operation  which  they  had  given  at  past 
congresses  Avas  bound  to  be  instrumental  in  carrying 
out  one  of  the  most  important  objects  of  good  roads, 
which  was  the  linking"  together  not  onl}'  of  towns  and 
cities,  but  also  the  citizens  of  the  Dominion  who  had 
a  common  love  for  justice  and  true  civilization.  H-e 
especially  welcomed  the  Ontario  and  American  dele- 
gates, and  said  that  the  methods  which  were  in  oi)era- 
tion  over  the  border  had  been  an  incentive  to  the 
Canadians  to  carry  out  similar  good  work  on  the  roads. 

In  formally  declaring  the  Congress  open,  the  Hon. 
P.  E.  Leblanc,  the  Provincial  Lieut.-Governor,  said 
that  he  did  not  know  of  an}-  two  agents  greater  in 
their  efifect  upon  human  progress  than  good  schools 
and  good  roads.  The  Provincial  Government  was  en- 
gaged in  improving  the  roads,  and  it  Avas  of  special 
and  valuable  assistance  to  them  to  have  such  a  Con- 
gress held  so  that  they  might  be  able  to  formulate  a 
series  of  propositions  regarding  road-building  on  which 
could  be  based  further  building  of  roads  with  the  aim 
of  directing  its  road  ])olicy  in  the  interests  of  the  pro- 
vince. 

Everybody  Interested 

IMonsignor  Roy,  on  behalf  of  Archbishop  Pruchesi. 
and  Bishop  Farthing,  both  jiointed  out  that  their  re- 
spective churches  Avere  interested  in  the  good  r(xids 
movement. 

The  Hon.  J.  A.  Tessier,  Provincial  Minister  of 
Roads,  si)oke  of  the  benefits  that  accrued  to  the  farmer, 
the  merchant,  the  manufacturer,  and  the  whole  com- 
niunit)-  through  the  impro\-ement  of  the  means  of 
communication,  and  he  was  sure  that  the  prosi)eritA- 
which  marked  the  pro\  ince  would  continue  to  iiuTcase 
as  its  highways  Avere  improved. 

The  Hon.  J.      Caron,  Minister  of  Agriculture,  said 


that  tlie  g(jod  roads  i)olic\-  was  first  initialed  under  his 
department.  I'he  Gcn  ernment  had  gone  about  its  road 
])olicy  in  a  systematic  way,  ])reparing  the  jjublic  for 
improvements  by  a  system  of  education  on  the  value 
of  good  roads,  and  the  results  had  been  more  than 
gratifying.  The  congresses  that  had  been  held  in  the 
])ast  had  been  a  valuable  aid  in  this  respect. 

The  Hon.  Jeremie  Decarie,  Provincial  Secretary, 
Controller  Cote,  and  Mr.  U.  PI.  Dandurand  also  spoke. 

During  the  session  the  President  read  a  telegram 
from  Mr.  W.  A.  McLean,  Deputy  Minister  of  High- 
Avays,  Ontario,  expressing  regret  at  being  unable  to  be 
present  OAving  to  illness.  He  declared  that  to  make 
Canada  famous  for  good  roads  Avas  a  Avork  of  patriot- 
ism worthy  of  the  greatest  support,  and  requiring  the 
earnest  co-operation  of  CA'ery  province  and  municipal- 
ity from  the  Atlantic  to.  the  Pacific;  to  that  end  the 
Good  Roads  Congress  had  his  best  Avishes  for  success. 

At  the  banquet  in  the  evening,  the  President  stated 
that  the  Provincial  Government's  roads  department 
was  always  Avilling  to  receive  road  engineers  from  all 
over  the  province,  feeling  that  if  they  were  advocates 
of  the  construction  of  certain  roads  they  Avere  putting 
forward  something  that  would  benefit  the  coiuitry  as 
well  as  themselves. 

Honesty  of  Public  Contracts 

The  Hon.  Jeremie  Decarie  emphasized  the  import- 
ance of  everyone  connected  Avith  the  moA^ement  being 
honest.  He  Avould  like  to  see  on  the  order  of  the  day, 
a  pa])er  read  on  the  honesty  of  public  contractors. 
I'^A  cry  pul)lic  administration  needed  Avorkers  and  they 
needed  experts^  but  more  than  that  they  needed  that 
the  contractors  should  haA'e  a  conscience  that  was  equal 
to  the  task  they  had  to  perform  for  the  public.  Let 
their  AVork  be  honest,  Avhether  it  Avas  for  roads,  or 
l)ublic  buildings,  for  the  sake  of  national  security. 
Roads  were  something  common  to  all ;  let  the  con- 
tractors be  fair  and  honest  to  the  country  that  aAvarded 
them  the  contracts. 

Mr.  S.  L.  Squire,  president  of  the  Ontario  Good 
Roads  Association,  referred  to  the  importance  of  a 
national  system  of  good  roads  linking  all  the  provinces. 

Mr.  T.  Adams,  town  planning  expert  of  the  Conser- 
vation Commission,  said  the  I<"ederal  GoA'ernment 
should  be  in  closer  touch  Avith  the  roads  movement. 
The  •  Commission  of  Conservation  Avas  interested  and 
anxious  to  help  in  every  Avay.  Problems  of  standard 
road  construction  and  other  details  needed  to  be  thor- 
oughl}^  discussed,  and  above  all  there  Avas  the  need  for 
system  in  ])lanning  roads.  '  The  public  authorities 
were  spending  a  vast  amount  of  money  without  hav- 
ing a  properly  considered  scheme  for  the  jrlanning  of 
the  roads.  The}-  had  no  settled  principles  on  Avhich 
to  proceed,  and  had  no  regard  to  future  developments. 

The  President  explained  that  the  ])rovince  had  a 
plan  in  its  building  of  roads,  that  there  was  a  system 
of  trunk  roads  betAveen  cities  for  hea\y  and  constant 
traffic,  and .  secondary  roads  in  the  municipalities  in 
addition.  He  pointed  out  that  at  the  conunencement 
of  the  (government's  Good  Roads  campaign  it  was 
faced  Avith  a  situation  Avhere  the  need  of  roads  was 
desperate,  and  it  had  to  have  roads  built  where  they 
were  needed  by  the  citizens.    In  spite  of  that  handicap. 
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it  had  linked  up  the  needs  of  the  province  in  this  way 
with  a  general  plan. 

Mr.  Adams  mentioned  that  his  reference  to  the  lack 
of  planning  referred  to  the  cities  more  particularly— 
the  provincial  authorities  were  carrying  out  their  road 
policy  on  a  good  plan. 

Mr.  J.  W.  Levesque, 'M.L.A.,  Hon.  J.  A.  Tessier, 
and  Alderman  Boyd  were  among  the  other  speakers, 
the  last  named  referring  to  the  good  work  done  in 
Montreal  by  Mr.  Paul  Mercier,  the  city's  chief  en- 
gineer. 

The  real  business  commenced  on  March  7,  when 
the  morning  session  was  presided  over  by  Mr.  B. 
Michaud.  The  first  paper  was  by  Mr.  J.  W.  Levesque, 
M.L.A.,  who  spoke  on  "Provincial  Aid  for  Road  Build- 
ing." He  reviewed  in  detail  the  road  programme  of 
the  Province  of  Quebec  during  the  last  fifteen  years, 
stating  that  the  chief  work  in  road  improvement  had 
been  accomplished  during  the  last  ten  years.  In  1841 
they  commenced  the  decentralization  of  the  laws  gov- 
erning roads  with  the  creation  of  municipal  councils, 
and  from  1845  to  1860  the  laws  formed  the  base  of  the 


actual  system.  Mr.  Levesque  spoke  of  the  excellent 
work  of  the  Provincial  Government  in  making  main 
highways,  notably  the  King  Edward  Boulevard,  and 
the  Sherbrooke-Derby,  Montreal-Quebec,  and  Levis- 
Jackson  roads.  He  insisted  upon  the  urgency  of  pro- 
vincial governments  giving  aid  to  local  authorities  in 
making  and  maintaining  roads. 

Mr.  S.  L.  Squire  briefly  discussed  the  dii¥erence 
between  the  systems  of  Quebec  and  Ontario ;  in  the 
former  the  municipality  was  the  unit,  and  in  Ontario 
the  county  was  the  unit.  The  roads  problem  was  a 
vital  one.  In  addition  to  the  contribution  of  40  per 
cent,  paid  to  such  Ontario  counties  as  went  into  the 
scheme,  there  was  one  of  20  per  cent,  for  upkeep,  the 
balance  being  paid  by  the  municipalities.  The  fact  that 
Mr.  W.  A.  McLean  had  been  appointed  Deputy  Min- 
ister of  Highways  indicated  that  Ontario  was  looking 
forward  to  the  province  taking  its  place  in  the  sun  so 
far  as  good  roads  were  concerned.  There  was  a  quick- 
ening of  interest  in  that  province.  At  a  future  con- 
gress it  might  be  possible  to  compare  the  results  under 
the  different  systems  of  Ontario  and  Quebec. 


Macadam  Road  Maintenance 

By  W.  Huber,  A.M.C.S.C.E. 


MR.  W.  Huber,  A.M.C.S.C.E.,  Ontario  High- 
ways Department,  Toronto,  oi^ened  the 
morning  session  with  a  paper  on  "Macadam 
Road  Maintenance."  The  changing  charac 
ter  and  the  increased  intensity  of  modern  tralfic  have 
brought  about  a  marked  change  in  the  methods  of 
maintenance,  and  have  advanced  the  question  to  a 
position  of  equal  imjjnrtance  with  that  of  construc- 
tion. Formerly  the  road  builder  looked  on  the  com- 
pletion of  the  road  as  the  end  of  his  work.  To-day 
it  is  only  the  beginning.  The  present  -tendency  is  to 
consider  no  road  or  pavement  permanent,  for  no  build- 
er of  highways  would  claim  the  ability  to  construct  a 
road  or  pavement  that  will  withstand  the  severe  strain 
imposed  on  it  by  present-day  tra§ic. 

Commence  Maintenance 

Maintenance  shi^uld  begin  on  the  day  the  road  is 
(ipened  to  traffic.  Realizing  that  a  well-built  road  will 
require  much  less  expenditure  to  keep  it  in  good  con- 
dition than  fine  Iniilt  to  a  lower  standard,  it  will  be 
well,  before  cinnmencing  construction,  to  consider  care- 
fully the  relation  between  original  cost  and  the  cost  of 
subsequent  maintenance.  It  is  well  to  remember  that 
a  moderate  increase  in  the  cost  of  construction  may 
materially  lower  the  annual  maintenance  charges.  It 
will,  for  instance,  ])ermit  an  increase  of  from  two  to 
three  inches  in  the  depth  of  stone,  and  a  corresponding 
increase  in  the  strength  of  the  road,  or  it  will  provide 
an  extra  inch  or  two  of  stone,  and  in  addition  a  bi- 
tuminous carpet  coat  to  protect  the  surface  and  ])re- 
vent  dust.  The  latter  will  result  in  an  im])roved  road, 
and  it  cannot  be  denied  that  tlie  annual  maintenance 
cost  of  such  a  road  will  be  materially  reduced. 

Annual  Cost  of  Maintenance 

Thy  annual  cost  of  maintenance  of  macadam  rc^ads 
may  be  qiujted  roughly  as  from  one  to  ten  cents  a 
square  yard,  depending  on  conditions  such  as  the  na- 
ture and  intensity  of  traflic,  the  (|u;i]ily  of  nialerial, 
character  of  subgrade,  excellence  of  draiii.ige  farili 
ties,  and  ijrincipally  the  iTficienc}-  of  the  maintenance 


organization.  Efficient  maintenance  consists  of  more 
than  keeping  the  travelled  roadway  smooth  ;  it  must 
include  careful  protection  to  the  metal  surface,  and  al- 
so the  earth  shoulders  and  subgrade  from  the  numer- 
ous agencies  which  tend  to  destroy  them.  Such  a  pro- 
gramme will  also  include  careful  attention  to  the  drain- 
age facilities  and  the  improvement  of  these  wherever 
possible.  The  use  of  the  split  log  drag  is  being  em- 
phasized in  connection  with  the  maintenance  of  earth 
roads.  It  may  also  be  used  with  profit  on  earth  should- 
ers of  macadam  roads,  both  in  keeping  them  smooth 
and  maintaining  a  proper  camber  and  in  preventing 
tlie  growth  of  weeds. 

Destructive  Agents 

Some  of  the  destructive  agencies  to  which  the  road 
is  subjected  are  almost  entirely  preventable,  and  may 
Avith  ]:)roper  construction  be  almost  eliminated.  Of 
these  the  chief  is  probably  the  action  of  water  and 
frost  in  the  subgrade.  With  proper  drainage  there 
will  be  no  water  tmder  the  road,  and  where  there  is 
no  water  there  is  no  damage  from  frost.  Other 
agencies,  however,  such  as  abrasion  and  pulverization, 
caused  by  horses'  feet  and  vehicle  wheels,  the  shear- 
ing action  of  fast-moving  automobile  tires,  and  the 
chemical  actions  set  up  on  the  weathering  of  the  stone, 
cannot  be  entirely  prevented,  and  protection  against 
them  consists  mainly  in  minimizing  their  effects.  Much 
of  the  wear  and  damage  sustained  by  roads  subjected 
to  increasing  heavy  trafific  are  due  to  the  inconsidera- 
tion  of  users  of  the  road.  To  counteract  this  negligence 
education  will  in  some  cases  be  necessary,  while  in 
others  legislation  will  have  to  be  brought  into  play. 
In  the  former  class  may  be  mentioned  a  tendency  to 
drive  in  a  single  track,  thereby  hastening  the  forma- 
tion of  ruts.  This  is  frequentl}-  encouraged  by  build- 
ing narrow  roads  with  high  crowns,  and  a  partial 
remedy  is  found  in  widening  the  metal  portion  and  re- 
ducing the  crown.  In  the  latter  case  the  assistance 
of  the  law  to  limit  the  speed  of  automobiles  and  the 
w  eight  and  s\>vvi\  of  motor  li  ucks  would  be  justified. 

When  all  is  said  on  tlie  causes  of  road  deteriora- 
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tion,  and  the  methods  of  pi-eventing  it,  the  fact  re- 
mains that  road  maintenance  consists  largely  of  labor 
expended  on  the  road  surface  itself.  No  matter  how 
good  the  construction,  wear  will  occur,  and  it  is  the 
chief  object  of  maintenance  to  take  care  of  this  wear 
before  it  goes  so  far  as  to  require  repair  work.  Ruts 
and  depressions  will  form,  especially  in  a  newly-built 
road  which  has  been  laid  on  an  earth  subgrade.  The 
second  season  is  usually  the  road's  worst  time. 

Repairing  Ruts 

There  are  two  general  methods  of  repairing  ruts, 
either  of  which  will  be  found  effective  and  inexpensive. 
The  first  consists  in  spiking  up  the  ruts  with  a  road 
roller,  using  short  spikes,  and  refilling  with  new  stone 
from  1  inch  to  1^  inches  in  size,  carefully  placed  and 
in  sufficient  quantity  to  restore  after  consolidation  the 
old  cross-section.  This  is  then  rolled  and  bound  with 
screenings  and  water,  as  in  the  case  of  the  original 
road.  The  second  plan  eliminates  the  loosening  of 
the  road  surface,  and  depends  on  the  use  of  tar  or  as- 
phalt to  keep  the  new  stone  in  place.  Ruts  are  first 
thoroughly  swept,  the  surface  painted  with  bituminous 
material,  new  stone  placed,  and  the  whole  rolled.  A 
small  quantity  of  bituminous  binder  is  then  applied, 
and  the  whole  surface  finished  with  stone  chips  and 
rolled  again. 

Oil  as  a  Maintenance  Material 

The  use  of  oils  on  road  surfaces  is  usually  con- 
sidered in  connection  with  the  prevention  of  dust,  but 
the  systematic  treatment  with  a  good  asphaltic  oil 
ranks  with  the  most  efficient  methods  of  road  main- 
tenance. The  most  lasting,  and  generally  the  most 
satisfactory,  treatment  of  a  macadam  surface — particu- 
larly when  subjected  to  much  motor  traffic — is  found 
in  the  carpet  coat.  This  consists  of  a  thin  covering 
of  bitumen  filled  with  stone  chips,  pea  gravel,  or 
coarse  sand,  applied  in  a  layer  of  from  one-eighth  to 
one-half  inch  thick.  While  more  expensive  than  a 
treatment  with  light  oils,  a  carpet  coat  is  usually 
cheaper  in  the  end,  owing  to  the  greater  durability  of 
a  single  application  and  the  better  condition  in  which 
the  road  is  preserved.  When  properly  applied  a  carpet 
coat  will  last,  with  a  small  amount  of  maintenance, 
from  two  to  five  seasons. 

Use  of  a  Carpet  Coat 

The  cost  of  a  heavy  carpet  coat  such  as  described 
will  usually  be  from  eight  to  ten  cents  per  square  yard. 
Including  the  cost  of  maintenance,  the  actual  cost  of 


this  form  of  road  protection  in  ordinary  cases  will  be 
from  two  to  four  cents  per  square  yard.  This  cost  will 
be  somewhat  increased  on  main  travelled  and  subur- 
ban roads,  in  which  case  it  may  be  as  high  as  from 
six  to  eight  cents  per  square  yard  per  annum. 

The  size  of  stone  chips  required  will  vary  with  the 
grade  of  bitumen  used,  from  coarse  sand  to  j^-in.  stone. 
Whatever  size  is  used,  it  must  be  free  from  dust.  Since 
it  is  to  constitute  the  actual  wearing  surface  of  the 
road,  it  should  be  carefully  selected  and  properly  ap- 
plied. Trap  or  granite  chips  should  be  used  wherever 
obtainable  at  a  reasonable  price.  First-quality  lime- 
stone is  next  in  preference,  while  pea-gravel  and 
coarse  sand  may  also  be  used. 

In  order  that  the  benefits  of  the  carpet  coat  as 
described  may  be  continued,  great  care  must  be  taken 
to  keep  the  surface  completely  covered.  The  bare 
spots  must  not  be  allowed  to  develop,  or  pits  will  form. 
When  the  bitumen  has  worn  or  peeled  ofif  the  surface, 
the  stone  beneath,  robbed  of  its  bond,  will  ravel,  and 
a  pit  is  the  result.  The  scheme  of  maintenance  should 
provide  for  a  frequent  and  systematic  inspection  of 
all  treated  roads,  and  the  application  of  a  small  quan- 
tity of  bitumen  and  stone  chips  of  the  same  grade  as 
those  originally  used  to  any  spots  where  bare  stones 
are  showing. 

Patrol  System 

The  mention  of  constant  attention  introduces  the 
subject  of  patrol  work  in  connection  with  road  main- 
tenance. The  employment  of  patrol  men  on  the  main 
roads  is  now  quite  general,  and  it  remains  to  have  this 
system  extended  to  cover  the  less  important  roads, 
which  must  also,  in  the  interests  of  economy,  be  kept 
in  a  state  of  first-class  repair. 

At  the  first  sign  of  wear  or  deterioration  steps 
should  be  taken  to  repair  it  in  order  that  the  work  may 
be  done  as  cheaply  and  expeditiously  as  possible. 
While  attention  to  the  travelled  roadway  is  perhaps  the 
most  important  of  the  patrolman's  duty,  the  mainten- 
ance of  drainage,  and  its  improvement  where  practic- 
able, are  also  of  vital  importance.  All  side  ditches  and 
culverts  must  be  kept  open  and  free  from  rubbish ; 
weeds  on  any  part  of  the  road  allowance  should  be  kept 
down,  guard  rails  repaired,  approaches  to  bridges  and 
other  property  promptly  repaired. 

In  efficiency  the  patrol  system  has  already  proved 
its  worth,  and  the  organization  of  such  a  system,  suited 
in  detail  to  local  conditions,  will  result  in  better  kept 
roads  at  less  cost. 


The  Town  Planning  Movement 

By  Thomas  Adams 


Mr.  T.  Adams  spoke  on  the  subject  of  town  plan- 
ning. The  good  roads  movement  in  Canada,  he  said, 
was  chiefly  concerned  with  roads  in  rural  municipali- 
ties. The  time  seemed  to  have  come  when  considera- 
tion should  be  given  to  the  need  for  extending  the 
scope  so  as  to  include  all  authorities  and  municipali- 
ties interested  in  road  transportation  in  any  class  of 
area.  The  chief  trouble  in  road  transportation  was 
perhaps  concentrated  in  the  semi-rural  areas,  where 
all  surrounding  traffic  radiated  towards  a  given  centre. 
Co-operation  between  the  city  and  the  rural  municipal- 
ity was  needed.  That  was  why  the  city  as  well  as 
the  country  districts  should  be  interested  in  the  good 
roads  movement,  and  why  the  extension  of  the  scope 


of  the  organization  was  desirable.  Referring  to  the  in- 
terest the  farmer  had  in  good  roads,  Mr.  Adams  said 
that  more  must  be  spent  in  future  in  getting  good 
roads,  and  the  farmer  would  have  to  bear  his  share 
of  the  cost.  Up  to  the  present  the  fault  had  been 
largely  in  the  direction  of  providing  too  many  roads. 
It  had  seemed  as  if  they  thought  by  putting  road  re- 
servations on  the  map  and  calling  them  roads  they 
would  become  roads  without  artificial  aid.  Provincial 
planning  must  precede  town  planning.  The  farmer'in 
Canada  had  not  yet  begun  to  interest  himself  in  town 
planning  because  he  had  not  seen  how  it  aft'ected  him. 
The  planning  of  road  widths  was  required  so  that  more 
importance  would  be  attached  to  the  principal  thor- 
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oughfares  and  less  space  given  and  money  spent  on 
minor  roads  in  sub-divided  districts.  -They  could  not 
altord  to  give  a  greater  average  width  to  streets  than 
60  to  65  feet,  but  they  could  arrange  so  that  more 
width  would  be  thrown  into  main  thoroughfares  and 
less  width  into  streets  of  short  length  not  required  for 
thi-ough  traffic.  The  question  of  width  should  have 
relation  to  the  traffic  purposes  of  a  street,  and  farmers 
would  gain  as  much  as  any  other  class  from  the  pro- 
per planning  of  the  roads.  Whatever  standard  of 
width  might  be  fixed  in  a  given  area,  they  could  vary 
the  width  of  the  building  lines  so  that  no  building 
should  be  erected  nearer  than  100  feet  to  a  main  thor- 
oughfare, thus  enabling  them  to  widen  such  a  thor- 
oughfare in  the  future  if  necessary.  In  most  rural 
municipalities  there  was  still  time  to  plan  so  as  to 
secure  a  most  sensible  adjustment  of  road  widths  ac- 
cording to  their  needs  and  ability  to  pay.  If  60  feet 
or  66  feet  was  a  sound  minimum  for  minor  streets  it 
was  an  absurd  width  for  main  thoroughfares.  The 


use  of  road  frontage  for  different  classes  of  buildings 
should  be  considered  with  more  care.  Manufacturers 
selected  sites  in  rural  areas  without  regard  to  the 
effect  of  their  traffic  on  roads  or  the  increased  burden 
of  taxation  they  would  put  on  the  community.  The 
fixing  of  certain  areas  for  residences  and  others  for 
manufacturing  was  even  more  important  in  rural 
areas  than  in  cities. 

After  discussing  other  aspects  of  town  planning, 
Mr.  Adams  stated  that  they  should  all  receive  urgent 
consideration  by  rural  municipalities  in  town  planning 
schemes.  He  suggested  that  the  Province  of  Quebec 
should  pass  a  compulsory  town  planning  law,  giving 
local  authorities  power  to  lay  down  schemes  which 
would  fit  in  with  the  general  schemes  of  roads  in  the 
province.  He  also  suggested  that  a  department  of 
municipal  affairs  should  be  created  which  should  give 
its  especial  attention  to  finance,  unemployment,  stand- 
ards of  value,  planning  and  construction. 


Hot  Mix  Method  of  Bituminous  Construction 

By  F.  P.  Smith,  C.  E.* 


"The  Hot  Mix  Method  of  Bituminous  Construction, 
Using  an  Asphaltic  Binder,"  was  the  subject  of  a  pa- 
per by  Mr.  Francis  P.  Smith,  Ph.B.,  M.A.S.C.E.,  M.A.I. 
C.E.,  New  York,  on  Tuesday  afternoon.  Due  to  the 
wide  variety  of  bituminous  pavements  known  at  the 
present  time,  it  is  always  possible  to  select  one  type 
which  will  satisfactorily  answer  any  given  set  of  cli- 
matic and  traffic  conditions.  Bituminous  pavements, 
therefore,  come  nearer  to  being  the  universal  ideal  type 
of  pavement  than  any  other  which  have  yet  been  de- 
vised.  , 

Bituminous  Pavements 

Bituminous  pavements  are  smooth,  non-productive 
of  dust,  almost  noiseless,  waterproof,  non-absorbent 
and  eas}'  to  clean.  They  are  capable  of  sustaining  very 
heavy  traffic,  and  last  well  under  light  traffic.  They 
are  easy  to  repair,  and  offer  sligl\t  resistance  to  traffic. 
Their  slipperiness  in  moist,  drizzly  weather  is  largely 
due  to  the  presence  of  a  thin  film  of  mud.  While  sheet 
asphalt  will  sustain  a  very  heavy  traffic,  this  statement 
applies  more  especially  to  traffic  largely  composed  of 
quick  moving,  light  to  medium  loaded  vehicles. 
Wood  block  and  granite  block  pavement  will  last 
longer  under  dense,  slow-moving,  heavily-loaded  traf- 
fic. On  account  of  its  smoothness,  sheet  asphalt  pave- 
ments are  not  suitable  for  use  on  excessive  grades. 
With  a  fair  amount  of  traffic  it  can  be  used  as  high  six 
per  cent.  Where  traffic  is  heavy  a  three  or  four  per 
cent,  grade  is  usually  considered  the  limit. 

Mineral  Aggregate 

Depending  upon  the  size  of  the  mineral  aggregate 
,used,  sheet  asphalts  may  be  considered  as  bituminous 
mortars  or  bituminous  concretes  differing  from  ordin- 
ary mortars  and  concrete  in  having  a  cementing  ma- 
terial which  is  plastic  and  which  may  be  classed  as  a 
semi-fluid  or  semi-solid.  Great  care  should  be  taken 
in  the  selection  of  the  mineral  aggregate  and  its  grad- 
ing. Pavements  produced  by  these  mixtures  are  to 
a  certain  extent  malleable  and  yielding.  This  quality 
of  flexibility  or  plasticity  makes  it  necessary  to  pro- 
vide a  stable  foundation.   If  the  foundation  is  unstable 

*  Consulting  EriKincer,  New  York.  . 


and  sinks,  the  pavement  will  gradually  sink  with  it, 
thus  forming  a  depression  where  water  Avill  collect 
and  eventually  destroy  it. 

Hot  Mix  Bituminous  Pavements 

Hot  mix  bituminous  pavements  differ  from  each 
other  chiefiy  in  the  size  and  kind  of  mineral  aggregate, 
the  bituminous  cement  or  binder  being  substantially 
the  same  in  each  case.  The  coarser  the  aggregate  used 
the  rougher  will  be  the  surface  of  the  hnished  pave- 
ment. Generally  speaking,  the  heavier  the  traffic  the 
finer  should  be  the  mineral  aggregate  used,  owing  to 
the  fact  that  the  coarse  particles  are  more  liable  to 
fracture  than  the  smaller  particles.  When  fracture 
takes  place  to  any  considerable  extent  rapid  deteriora- 
tion of  the  pavement  will  ensue. 

Foundation 

The  character  of  the  foundation  required  will  de- 
pend upon  the  traffic,  climate,  and  character  of  sub- 
soil and  drainage  conditions.  In  cold  climates,  where 
the  ground  freezes  to  a  considerable  depth  in  the  win- 
ter, and  the  spring  thaws  produce  unstable  conditions 
in  the  subsoil,  the  foundations  required  must  be  strong- 
er than  in  climates  where  there  is  little  or  no  frost.  A 
number  of  different  types  of  foundations  have  been  suc- 
cessfully employed,  such  as  old  macadam,  broken  stone 
rolled  dry  or  cemented  together  with  some  form  of 
bituminous  cement,  old  cobble  stone,  old  brick  or  as- 
phalt blocks,  bituminous  concrete,  natural  cement  and 
Portland  cement  concrete.  Before  using  any  of  these 
types  its  history,  and  more  particularly  its  condition 
in  the  spring  of  the  year,  should  be  investigated.  A 
sufficient  number  of  test  holes  should  be  put  down 
to  determine  the  depth  of  the  foundation,  and  pro- 
vision made  for  a  proper  under  and  side  drainage. 
Where  depressions  are  to  be  filled  the  road  should 
be  cleaned  and  slightly  loosened  to  ensure  a  proper 
bond  with  the  filling  material. 

Selection  of  Aggregates 

The  mineral  aggregate  constitutes  from  75  to  80 
per  cent,  of  the  pavement,  and  takes  practically  all  the 
wear  resulting  from  traffic.    It  must  therefore  be  se- 
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lected  with  a  great  deal  of  care.  It  must  have  clean 
grains  or  particles,  which  should  be  graded  from  coarse 
to  fine  so  as  to  make  the  pavement  a  maximum  density. 
The  surface  of  the  grains  or  particles  must  be  of  such 
a  character  that  the  bituminous  cement  will  adhere  sat- 
isfactorily to  them.  Sand,  gravel,  broken  stone,  or 
slag,  or  combinations  of  these,  are  the  materials  gen- 
erally used  in  this  type  of  pavement.  Sand  should  be 
clean-grained,  hard,  and  moderately  sharp.  Gravel 
should  be  clean-grained,  hard,  and  free  from  adhering 
clay,  with  a  rough,  pitted  surface,  and  gravel  contain- 
ing a  large  percentage  of  flinty  particles  should  be 
avoided.  Broken  stone  should  be  freshly  crushed, 
preferably  in  cubicle-shaped  particles,  the  size  and 
hardness  required  depending  upon  the  traffic.  Hard, 
dense,  basic  slag  is  to  be  preferred ;  it  should  be  stable 
when  exposed  to  the  weather,  and  not  show  any  tend- 
ency to  disintegrate. 

Filler  and  Binder 

The  filler  should  be  a  finely-ground  limestone  or 
Portland  cement,  the  latter  being  preferable  for  mix-' 
tures  designed  to  carry  heavy  traffic.  The  bituminous 
binder,  or  asphaltic  cement,  must  posses  such  proper- 
ties that  it  will  firmly  bind  together  the  mineral  par- 
ticles and  resist  the  disintegrating  action  of  traffic 
and  the  elements. 

Mixing  Plant 

The  plant  used  in  the  manufacture  of  paving  mix- 
ture is  a  very  important  element  in  the  success  of  the 
pavement.  A  vmiformly  good  mixture  cannot  be  turned 
out  by  an  imperfect  plant.  Great  care  must  be  taken 
not  to  overheat  either  the  mineral  aggregate  or  the  bi- 
tuminous cement,  as  this  will  injure  and  harden  the 


latter,  while  too  low  a  heat  will  result  in  imperfect 
coating  of  the  mineral  particles. 

The  standard  sheet  asphalt  construction  of  the  pre- 
sent day  is  one  and  one-half  inches  of  binder  and  one 
and  one-half  inches  of  wearing  surface.  The  binder 
should  be  of  a  close  type — that  is,  should  contain  ap- 
proximately 25  per  cent,  of  material  passing  an  8-mesh 
sieve.  The  binder  should,  of  course,  be  thoroughly 
compressed  with  a  steam  roller  before  laying  the  wear- 
ing surface  on  it.  Lack  of  compression  will  produce 
an  unsatisfactory  foundation  for  the  wearing  surface, 
and  binder  which  is  too  cold,  or  made  with  too  hard 
an  asphaltic  cement,  or  an  insufficient  quantity  of  as- 
phaltic cement,  cannot  be  properly  compressed  into  a 
dense,  tough  mass.  Before  laying  the  surface  mix- 
ture on  the  finished  binder  course  the  latter  should  be 
dried  and  swept  clean  of  dirt,  otherwise  the  laying  of 
the  wearing  surface  will  not  adhere  properly  to  it. 
Extra  care  should  be  taken  to  ensure  a  proper  union 
between  surfaces  laid  on  successive  days.  The  joints 
should  be  bevelled  and  freshly  cut  away,  unless  the 
rope  joint  or  similar  method  is  employed.  Great  care 
should  be  taken  not  to  leave  any  lumps  or  depressions 
where  the  joint  is  made. 

Handling  and  Care  of  Machinery 

Mr.  E.  Fafard,  superintendent,  plants  branch.  High- 
ways Department,  Province  of  Quebec,  read  a  paper 
on  "The  Plandling  a'nd  Care  of  Machinery."  He  re- 
ferred in  detail  to  the  plant  at  Quebec,  and  to  the 
methods  by  which  the  machinery  was  cared  for  and 
protected  from  the  weather  when  not  in  use.  He  out- 
lined the  routine  of  his  department,  and  insisted  on 
the  importance  of  carefully  looking  after  repairs  so 
that  machinery  could  be  economically  handled. 


Road  Maintenance,  Materials  and  Methods 

By  W  H.  McConnell 


William  H.  McConnell,  Chief  of  the  Bureau  of 
Highways  and  Street  Cleaning,  Philadelphia,  delivered 
an  address  on  "Road  Maintenance,  Materials  and  Meth- 
ods." A  good  organization  is  essential  in  maintenance, 
as  it  is  practically  impossible  to  continuously  and  sys- 
tematically maintain  pavements  and  roads  in  first- 
class  condition  in  an  economic  manner  without  good 
working  organization.  Maintenance  organization  and 
construction  organization  should  not  be  separated,  as 
separate  organizations  are  apt  to  shift  responsibility  as 
to  whether  the  construction  or  maintenance  division  is 
responsible  for  any  unsatisfactory  conditions  that  may 
arise  relative  to  the  pavement. 

Success  Depends  on  Details 

It  is  the  intimate  knowledge  of  the  details  of  both 
construction  and  maintenance,  not  considered  separate- 
ly, but  in  their  relation  to  one  another,  that  is  so  desir- 
able as  a  future  guide  in  highway  engineering.  Every 
engineer  engaged  in  highway  work  appreciates  the 
fact  that  there  is  no  such  thing  as  a  permanent  pave- 
ment for  either  city  streets  or  country  roads ;  conse- 
quently, in  addition  to  the  cost  of  construction,  main- 
tenance repair  charges  during  its  life  must  be  included 
in  the  final  cost,  and  is  a  most  important  factor  in  the 
selection  of  a  pavement.  The  main  and  most  perplex- 
ing problem  of  a  highway  department  is,  or  eventually 
will  be,  that  of  maintenance.  If  a  large  percentage  of 
the  roads  or  pavements  are  already  constructed,  then 
maintenance  predominates. 


Maintenance  Organization 

It  is  of  course  a  much  simpler  matter  to  cope  with 
this  problem  of  maintenance  where  the  work  involved 
is  such  that  it  can  be  controlled  from  a  central  office 
without  delegating  the  responsibilities  to  divisions  and 
subdivisions  of  the  organization.  This  is  due  to  the 
tendency  among  the  engineers  to  be  lax  in  attention  to 
details  of  an  apparently  simple  and  routine  nature. 
They  are  apt  to  overlook  the  fact  that  it  is  no  trick 
to  construct  a  pavement,  as  in  supervising  this  work 
they  are  simply  following  a  standard  well-defined  speci- 
fication ;  whereas  in  maintenance  work  there  is  no  such 
specification  to  follow,  the  success  depending  upon 
attention,  to  a  certain  degree,  to  the  daily  routine 
and  petty  details  that  present  themselves.  The  diffi- 
culty of  impressing  upon  the  supervising  force  the  im- 
portance of  this  close  personal  attention  to  detail  in 
connection  with  the  care  of  pavements  is  probably  the 
most  important  single  factor  in  the  operation  of  a 
large  highway  department. 

Classification  of  Work 

Road  maintenance  may  be  grouped  under  the  fol- 
lowing classifications:  Routine  maintenance,  general 
maintenance,  and  emergency  maintenance.  Routine 
maintenance  includes  such  work  as  the  regular  street 
cleaning  in  municipalities,  or  the  cleaning  of  country 
roads  and  gutters,  or  any  work  that  is  more  or  less 
routine,  and  should  be  performed  under  a  definite 
schedule,   The  amount  and  schedule  of  work  and  the 
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force  •necessary  to  perform  it  can  be  determined  upon 
in  advance  and  carried  out  in  a  systematic  manner 
under  a  regular  organization,  more  or  less  military. 
General  maintenance  includes  repairs  to  streets  and 
roads,  and  involves  different  characters  of  work,  each 
requiring  special  knowledge  on  the  part  of  those  en- 
gaged in  the  actual  perfotmance.  This  branch  is  gen- 
erally classified  under  the  three  following  heads  for 
repair  work:  (1)  Block  pavement  repairs  ;  (2)  Bitumin- 
ous pavement -repairs  (mixing  method),  sheet  asphalt, 
bituminous  concrete,  etc.;  (3)  Country  roads,  macad- 
am, gravel,  etc.,  bituminous  surface  treatment,  and 
earth  road  repairs.  Further  sub-divisions  can  be 
handled  by  those  directly  in  charge  of  the  different 
classes  of  work  coming  under  these  divisions  by  train- 
ing laborers  for  the  particular  character  of  work  to 
which  they  are  assigned. 

Emergency  Maintenance 

The  third  classification,  or  emergency  maintenance, 
consists  of  such  work  as  snow  removal  and  taking  care 
of  extensive  washouts,  both  of  which  require  an  emer- 
gency force,  as  work  of  this  character  must  be  per- 
formed at  once,  and  necessitates  putting-  on  an  in- 
definite number  of  men,  depending  upon  the  volume 
of  the  work,  usually  for  only  a  short  period  of  time.. 

These  are  some  reasons  why  the  maintenance  prob- 
lem is  the  most  difficult  one  in  the  highway  depart- 
ment. Construction  work,  in  the  first  place,  is  usu- 
ally carried  on  under  contract,  and  all  the  cares  and 
troubles  relative  to  the  labor  situation  are  put  up  to 
the  contractor,  while  in  the  maintenance  work  the  bur- 
den of  responsibility  is  up  to  the  officials  of  the  de- 
partment, not  only  in  so  far  as  the  character  of  the 
work  is  concerned,  but  also  for  the  control  of  the  or- 
ganization engaged  in  its  performance. 

Maintenance  Systems 

The  general  methods  employed  to  maintain  a  sys- 
tem of  highways  in  good  condition  are  the  patrol 
method  and  the  gang  method.  The  patrol  method 
usually  consists  of  having  a  man  with  a  team  and  a 
repair  equipment  control  and  be  responsible  for  mak- 
ing repairs  to  a  certain  definite  length  of  highway.  The 
gang  method  consists  of  sufficifent  gangs  being  em- 


ployed and  equipped  with  all  the  materials  to  make 
repairs  wherever  ordered.  It  would  seem  that  the  re- 
porting of  the  necessity  for  repair  by  a  special  patrol 
inspector,  and  the  making  of  these  repairs  by  a  speci- 
ally trained  gang,  would  be  the  better  method. 

Mr.  McConnell  dealt  at  some  length  with  the  meth- 
ods of  bituminous  surface  treatment  used  in  the  city 
of  Philadelphia  suburban  and  country  macadam  and 
dirt  roads,  giving  figures  as  to  cost  and  upkeep  for 
the  year  1915. 

Road  Maintenance  in  Canada 

In  conclusion  Mr.  McConnell  pointed  out  that  be- 
fore long  the  maintenance  problem  in  Canada  would 
be  looming  up  larger  and  larger  every  year.  He  point- 
ed out  the  splendid  opportunity  Canadians  had  to 
avail  themselves  of  the  experience  gained  from  the 
failure  in  other  localities  where  there  has  been  a  great 
deal  of  highway  construction.  Summing  up,  he  said 
it  would  not  be  an  unfair  statement  to  say  that  the 
failures  in  highway  construction  have  been  very  much 
exaggerated.  The  trouble  has  been  principally,  how- 
ever, the  failure  to  maintain  the  roads  and  pavements 
after  they  have  been  constructed. 

Cost  of  New  York's  Roadways 

Mr.  Fred  W.  Sarr,  Deputy  Highway  Commission- 
er, New  York  State,  read  a  paper  on  "The  Cost  of 
Maintaining  New  York  State's  Highways."  After 
pointing  out  that  the  State  had  paid  in  1915  the  sum 
of  $4,210,575  under  the  head  of  maintenance  and  re- 
pairs, Mr.  Sarr  gave  the  following  statistics  of  the 
average  expenditure  for  maintenance,  repair  and  re- 
construction per  mile  per  year  for  each  of  seven  types 
of  road  ;  193  miles  of  gravel  roads  cost  $955  per  mile ; 
2,298  miles  of  water-bound  macadam  roads  cost  $1,055 
per  mile ;  2,387  miles  of  bituminous  macadam,  penetra- 
tion method,  roads,  cost  $510  per  mile;  63  miles  of  bi- 
tuminous macadam,  mixing  method,  roads,  cost  $181 
per  mile ;  295  miles  of  bituminous  concrete  roads  cost 
$1,050  per  mile;  84  miles  of  first-class  concrete  roads 
cost  $129  per  mile;  291  miles  of  block  pavement  roads 
cost  $190  per  mile.  The  5,611  miles  of  all  types  cost 
$750  per  mile. 


Legislative  Aspect  of  Road  Construction 

By  A.  C.  Emmett 


Wednesday,  March  8 

At  the  first  session,  on  March  8,  the  chair  was  taken 
by  Mr.  L.  Howland,  of  Toronto.  The  first  sj^eaker  was 
Mr.  A.  C.  Emmett,  Winnipeg,  whose  subject  was  "The 
Legislative  Aspect  Regarding  Road  Construction." 
For  many  years,  he  said,  the  road  grants  made  were 
very  meagre,  but  many  provincial  governments  had 
now  passed  Good  Roads  Acts  and  the  various  muni- 
cipalities could  obtain  substantial  grants  towards  the 
carrying  out  of  a  definite  and  well  defined  plan  of  road 
improvement  in  the  country  districts.  In  the  Pro- 
vince of  Manitoba  the  Government  gave  a  grant  of 
50  per  cent,  of  the  total  cost  of  construction  of  all 
permanent  roads,  and  paid  one-third  of  the  cost  of  dirt 
roads.  No  provision  was  made,  however,  for  mainten- 
ance, which  was  a  weak  spot  in  many  Road  Acts,  and 
the  result  was  that  often  roads  that  were  well  con- 
structed were  ruined  through  the  lack  of  funds  to 
maintain  them.    There  should  be  a  provision  in  the 


Acts  compelling  municipalities  to  make  some  provision 
for  maintenance  for  a  period  of  time  equal  to  that  of 
the  bonds  which  were  issued  in  payment  of  the  con- 
struction work. 

There  was  no  proper  expert  supervision  of  the 
road  work,  and  to  obtain  this  there  must  be  an  abso- 
lute change  of  system.  He  suggested  that  the  roads 
of  the  country  be  divided  into  three  classes:  (1)  Do- 
minion roads — main  highways — which  should  be  built 
and  maintained  at  the  expense  of  the  Federal  Govern- 
ment, the  money  being  paid  from  the  Consolidated 
fund;  (2)  main  roads  but  of  secondary  importance, 
which  should  be  under  the  control  of  the  Provincial 
Governments  and  paid  for  by  them;  (3)  municipal 
roads,  which  would  be  feeders,  and  connected  with  the 
two  other  classes.  In  Manitoba  they  had  annual  split 
log  competitions,  supported  by  the  provincial  Good 
Roads  Association.  The  Government  this  year  were 
giving  a  special  grant  enabling  the  competitions*1:o  bc 
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extended  over  an  area  of  1,000  miles  of  demonstration 
roads.  There  was  a  difficulty  under  the  Statute  labor 
law  in  getting  work  done  at  the  time  it  would  give 
the  best  results. 

A  paper  on  "Gravel  Roads,"  by  Mr.  Gabriel  Henry, 
chief  engineer  of  highways,  Province  of  Quebec,  was 
then  read. 

Highway  Bridges 

Mr.  Lucius  E.  Allen,  C.  E.,  engineer  for  Hastings 
County,  Ontario,  read  a  paper  on  the  construction  of 
highway  bridges.  Mr.  Allen  dwelt  on  the  considera- 
tion of  the  design  and  construction  of  highway  bridges 
as  a  component  part  in  any  scheme  of  highway  de- 
velopment. 

Bridge  structures  should  be  so  restricted  as  to  be 


practically  permanent.  This  requires  not  only  care- 
ful designing  at  the  start,  but  also  the  judicious  selec- 
tion of  the  materials  to  be  used.  Mr.  Allen  spoke  of 
the  lack  of  attention  paid  to  securing  a  good  founda- 
tion, with  its  resulting  effects,  and  also  on  the  deter- 
mination of  the  size  and  type  of  piers  and  abutments. 
The  balance  of  the  paper  was  given  over  to  the  selec- 
tion of  the  type  of  bridge,  its  cost,  maintenance,  and 
artistic  design.  It  is  gratifying  to  note  that  great  ad- 
vancement has  been  made  within  the  past  few  years  in 
the  methods  of  bridge  construction,  and  when  the 
great  highway  from  the  east  to  the  west  is  begun  (as 
we  believe  it  will  be)  the  construction  of  these  bridges 
will  conform  in  beauty  and  permanency  with  the  high- 
way itself.  Mr.  Allen's  paper  will  appear  in  full  in 
an  early  issue  of  the  Contract  Record. 


Gravel  Roads  vs.  Macadam 

By  Gabriel  Henry 


Gravel  Roads 

"Gravel  Roads"  was  the  subject  of  a  paper  read  by 
Mr.  Gabriel  Henry,  Chief  Engineer  of  Highways,  Pro- 
vince of  Quebec.  The  nature  of  the  top  course  to  be 
adopted  for  a  road  depends  more  than  anything  else 
upon  the  traffic  which  it  is  destined  to  accommodate. 
The  cost  of  top  courses  varies  according  to  their  quali- 
ties and  powers  of  resistance,  and  the  more  solid  and 
durable  they  are  made  the  more  expensive,  as  a  gen- 
eral rule,  they  are.  Outside  of  cities  and  trunk  roads 
there  are  a  number  of  less  important  roads,  generally 
known  under  the  name  of  earth  roads,  gravel  roads, 
and — the  most  important  of  them — stone,  or  macadam- 
ized roads,  according  to  the  nature  of  the  top  course 
employed.  When  the  soil  is  of  good  quality  and  stoney 
they  are  maintained  as  earth  roads.  Where  there  is 
good  gravel,  as  frequently  happens,  it  is  sometimes 
preferable  to  make  use  of  it.  Yet,  even  when  stone  is 
abundant,  it  may  be  advantageous  in  some  cases  to 
prefer  gravel — provided,  of  course,  that  the  volume  of 
traffic  does  not  exceed  certain  limits. 

Drainage 

Before  gravelling  a  road,  and  when  all  the  principal 
earthworks  have  been  made,  and  the  road  straighten- 
ed, the  curves  improved,  and  the  bridges  and  culverts 
constructed,  a  perfect  drainage  of  surface  water,  and 
the  suitable  drainage  of  subterranean  water,  should  be 
provided.  These  two  conditions  are  indispensable  for 
any  road,  no  matter  what  covering  may  be  chosen  for  it. 

Laying  the  Gravel  Covering 

There  are  two  principal  ways  of  laying  gravel:  (1) 
covering  the  entire  road  width  between  the  ditches 
with  one  layer,  which  is  given  a  fixed  thickness  in 
the  centre,  gradually  diminishing  towards  the  sides : 
(2)  spreading  a  layer  of  gravel  over  the  centre  of  the 
road  for  a  determined  width  with  earthen  shoulders 
three  or  four  feet  wide  at  each  side  to  keep  the  gravel 
in  place.  In  this  case  the  thickness  of  the  layer  is  uni- 
form over  all  its  width,  or  only  slightly  deeper  in  the 
centre.  For  heavy  traffic  this  latter  system  is  the  best, 
but  is  more  expensive.  The  average  thickness  of  the 
layer  of  gravel  depends  upon  the  resistance  of  the  soil 
and  the  importance  of  the  traffic.  A  good  gravel  on 
good  solid  ground  may  be  reduced  to  an  average  thick- 
ness of  four  or  five  inches,  measured  after  settlement. 


In  cases  of  ground  with  less  power  resistance  the  gravel 
may  be  as  thick  as  twelve  inches  or  more. 

When  stone  of  a  good  quality  and  of  moderate  size 
(say  four  to  six  inches)  is  plentiful  in  the  fields,  and 
when  it  is  difficult  to  advantageously  procure  good 
gravel,  a  foundation  of  stone  may  be  interlaced  between 
the  bed  of  gravel  and  the  prepared  surface  of  the  road. 
With  light  traffic  this  system  gives  good  results,  and 
will  prove  a  good  foundation  for  future  macadam. 

Qualities  of  Gravel 

The  gravel  to  be  employed  should  not  contain  too 
large  a  proportion  of  sand,  from  20  to  25  per  cent, 
being  sufficient.  It  should  not  be  too  earthy,  and  the 
small  pebbles  should  be  hard  and  of  good  quality.  Some 
gravels  contain  a  certain  proportion  of  very  soft  peb- 
bles, which  crush  under  the  wheels  of  vehicles.  Such 
gravel  should  be  completely  rejected — it  is  not  worth 
the  transportation  even  for  a  short  distance. 

Certain  gravels  bind  with  difficulty — others  more 
easily.  Quartz  gravel,  from  the  bed  of  rivers,  is  very 
difficult  to  bind.  However,  some  silicious  gravel,  com- 
ing from  the  banks  outside  of  water-courses,  bind  well 
with  time.  When  a  hard  gravel  does  not  bind  well  a 
certain  portion  of  clay  or  marl  or  limestone  dust  may 
be  employed  by  incorporating  it  with  the  layer  of 
gravel  by  the  use  of  a  harrow  or  by  any  other  econ- 
omical means. 

The  average  distance  that  it  pays  to  transport  gravel 
depends  upon  its  quality.  First-quality  gravel  which 
makes  a  well  resisting  wearing  surface  is  worth  haul- 
ing three  miles  without  too  much  loss.  For  poorer 
qualities  this  distance  is  much  reduced.  The  cost  of 
labor  and  of  horses  also  has  an  influence  on  the  mini- 
mum haul  to  be  adopted. 

Maintenance  of  Gravel  Roads 

The  permanent  part  of  gravel  roads,  that  is  to  say, 
the  ditches,  the  drains,  the  foundations,  the  slopes  of 
fills  and  excavations,  bridges  and  culverts — should  be 
maintained  in  the  same  manner  for  gravel  roads  as  for 
other  improved  roads.  The  surface  covering  is  kept 
in  repair  by  the  use  of  the  split  log  drag,  which  should 
be  used  often,  especially  during  the  first  year,  to  fill 
in  the  ruts,  to  level  the  surface,  and  to  re-establish  the 
crown.  When  the  covering  becomes  too  thin,  and 
commences  to  break  up  from  long  usage,  it  is  neces- 
sary to  re-cover  it  with  a  sufficient  layer  of  gravel  to 


260 


THE   CONTRACT  RECORD 


March  15,  1916 


support  the  existing  traffic  without  injury.  Coverings 
constructed  with  hard  gravel  of  good  quality  will  last 
a  long  time  without  the  addition  of  new  material,  but 
those  which  are  constructed  with  sandy  or  earthy 
gravel  wear  more  quickly  and  require  more  frequent 
additions. 

Unscreened  Gravel  Roads 

Roads  with  coverings  of  unscreened  gravel  are  a 
special  type.  They  must  not  be  confounded  with 
gravel  or  macadam  coverings — that  is,  those  made  of 
screened  gravel.  They  may  be  utilized  in  a  large  mea- 
sure, and  very  economically,  to  improve  earth  roads. 


at  the  same  time  diminishing  the  cost  of  their  main- 
tenance. They  are  very  suitable  for  local  roads  where 
the  traffic  is  not  very  important.  The  maintenance  of 
these  coverings  is  very  easy  and  inexpensive.  It  does 
not  call  for  the  use  of  costly  machines  or  special  labor, 
and  the  materials  are  usually  close  at  hand.  However, 
they  support  an  active  automobile  traffic  badly ;  they 
are  generally  dusty  in  dry  weather ;  and  if  not  looked 
after  they  are  very  muddy  in  wet  weather.  They  are 
suitable  only  for  local  roads.  In  a  general  manner, 
however,  these  roads  may  play  a  very  important  part 
in  the  improvement  of  the  roadways  of  the  country. 


Brick  Pavements 

By  J.  Duchastel 


Mr.  J.  Duchastel,  engineer  of  the  city  of  Outremont, 
read  a  paper  on  "Brick  Pavements."  He  said  that  the 
main  principles  governing  the  construction  of  a  brick 
pavement  were  as  follows:  (1)  the  proper  and  efficient 
character  of  the  sub-soil,  most  important  in  this  cli- 
mate; (2)  the  careful  compacting  of  the  sub-soil  and 
the  shaping  of  same  to  a  grade  to  correspond  with 
that  of  the  finished  pavement;  (3)  the  construction 
of  a  proper  concrete  foundation,  most  necessary  in 
cold  climates  and  in  localities  where  the  drainage  of 
the  sub-soil  was  sluggish;  (4)  the  adoption  of  a  cush- 
ion layer  between  the  concrete  foundation  and  the 
bricks;  (5)  the  careful  laying  of  the  bricks  with  the 
smoothest  surface  up  and  lugs  laying  in  the  same  direc- 
tion ;  (6)  the  thorough  rolling  of  the  ungrouted  bricks 
to  an  even  surface;  (7)  the  thorough  application  of  a 
proper  cement  filler;  (8)  the  protection  of  the  filler 
from  rapid  setting;  (9)  the  prevention  of  traffic  over 
the  new  pavement  for  a  period  of  two  to  three  weeks ; 
(10)  the  competent  supervision  of  the  whole  work  by 
efficient  men. 

■  Mr.  Duchastel  then  described  the  process  by  which 
a  Dunn  wire-cut-lug  brick  pavement  was  constructed 
on  Laurier  Avenue,  Outremont,  last  year  under  his 
supervision,  by  day  labor.  Tlie  main  advantage  in 
using  these  bricks,  he  continued,  was  that  the  joints 
were  all  uniform  in  width  on  account  of  the  presence 
of  the  lugs,  which  maintained  the  bricks  at  an  equal 
distance  from  one  another,  and  also  the  fact  that  the 
bricks  had  square  corners,  and  that  the  joints  could 
be  filled  from  top  to  bottom  at  a  uniform  width  with- 
out any  danger  to  the  grouting  being  chipped  at  the 
surface  as  in  the  case  of  bricks  with  chamfer  corners. 

It  was  well  recognized  that  many  failures  in  brick 
pavements  could  be  traced  to  the  non-uniformity  of 
the  sand  cushion  or  the  lack  of  proper  compactness  of 
same.  It  was  claimed  by  some  that  a  brick  pavement 
■should  have  a  cushion  so  as  to  keep  it  resilient  under 
heavy  traffic.  It  was  very  doubtful  to  his  mind  if  the 
sand  contained  between  concrete  foundations  and  the 
brick  pavement  had  really  any  elasticity;  his  opinion 
was  that  the  brick  pavement  itself  might  spring  some- 
what under  the  heavy  traffic,  but  the  sand  cushion 
would  not  follow  and  small  air  spaces  between  the 
sand, and  the  brick  pavement  might  be  formed,  intro- 
ducing weak  spots  which  might  cause  serious  trouble 
later.  It  had  also  been  claimed  that  the  sand  cushion 
prevented  the  crushing  of  the  brick  pavement  under 
heavy  traffic;  this  idea,  to  his  mind,  was  not  well 
founded.  If  bricks  well  grouted  were  not  able  to  sus- 
tain the  load  of  modern  pavement,  the  sooner  they 


were  discarded  as  paving  materials,  the  better  it  would 
be. 

The  advantages  now  claimed  in  using  a  cement 
and  brick  bedding  were  as  follows :  elimination  of  the 
hazard  of  the  sand  cushion  during  construction,  as 
the  pavement  would  not  be  injured  at  any  time  by  rain, 
the  wearing  surface,  with  the  exception  of  the  filler, 
being  completed  each  day.  If  a  rainstorm  intervened 
no  damage  was  done  as  there  was  no  sand  to  become 
saturated  and  cause  worry  about  rolling  the  brick  sur- 
face. Each  brick  in  the  wearing  surface  would  be  as- 
sured a  cement  bond  its  entire  depth,  for  if  the  cement 
sand  should  work  in  the  joints,  it  would  set  up  and 
prevent  the  shearing  action  which  tended  to  crush  the 
top  of  the  brick.  There  was  no  chance  for  the  bed  to 
shrink  or  shift  away  from  the  bottom  of  the  brick 
wearing  surface,  as  the  brick  was  firmly  bedded  in  the 
cement  sand  or  held  in  the  mortar  of  the  concrete  base. 

The  advantages  of  brick  roadways  were  as  follows : 
when  properly  constructed  with  the  right  materials 
they  wore  smooth  without  being  slippery ;  they  were 
the  most  sanitary  pavements  known,  being  easily 
cleaned  and  absolutely  dust  proof;  they  were  practic- 
ally noiseless ;  they  were  economical  in  the  long  run 
as  they  required  very  little  attention  and  maintenance ; 
they  could  be  cut  through  when  required,  and  easily 
repaired  at  small  cost  without  any  cumbersome  plant. 

Mr.  F.  A.  Snyder,  chief  engineer,  town  of  Mount 
Royal,  asked  how  contraction  and  expansion  were 
cared  for.  In  Philadelphia  they  put  in  cement  grout 
expansion  joints  along  the  gutter  of  ^  in.  to  ^  in., 
then  one  through  the  centre,  and  also  transversely  for 
25  feet.  When  not  put  in,  there  were  cracks  of  about 
25  feet  blocks.  Mr.  Duchastel  replied  that  they  put 
in  expansion  joints,  for  the  curb  lines,  4  in.  high  by 
y2  in.  thick ;  no  transverse  joints  were  used.  He  be- 
lieved the  concensus  of  opinion  was  that  a  transverse 
joint  was  the  weakest  part  of  a  pavement,  and  it  was 
hard  to  prevent  bricks  crumbling  away  at  this  joint. 
He  thought  that  any  variations  of  temperature  would 
be  disseminated  right  through. 

Mr.  Edwards,  of  Sherbrooke,  enquired  what  was 
the  reason  why  this  particular  class  of  brick  was  se- 
lected. Mr.  Duchastel  answered  that  the  various 
points  he  had  mentioned  in  his  paper,  together  with 
the  fact  that  no  elaborate  plant  was  required  were 
the  determining  factors. 

On  the  motion  of  Mr.  J.  Ballantyne,  Mayor  of  Mont- 
real West,  seconded  by  Alderman  Munro,  of  Outre- 
mont, a  resolution  was  passed  in  favor  of  establish- 
ing national  labor  bureaus. 
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Highway  Culverts  in  Quebec 

By  Alexander  Eraser 


A  paper  on  "Highway  Culverts,"  prepared  by  Mr. 
Alexander  Eraser,  Highways  Department,  Province  of 
Quebec,  was  read.    It  stated  in  part: 

The  limits  of  application  of  the  word  culvert  is  not 
exactly  established.  In  the  following  few  words  I 
will  apply  the  word  somewhat  arbitrarily  to  all  work 
of  whatever  type,  from  the  circular  culvert  of  12  in. 
diameter,  to  the  bridge  or  culvert  of  8  ft.  spans.  In 
the  province  of  Quebec  these  culverts  are  considered 
as  an  integral  part  of  our  roads  and  their  permanent 
improvement  is  made  in  accordance  with  the  plans  and 
specifications  furnished  or  approved  by  the  Depart- 
ment of  Roads.  The  construction  of  bridges  of  greater 
dimensions  is  generally  carried  out  under  the  control  of 
the  Department  of  Public  Works.  But  here  again, 
naturally,  when  the  question  arises  of  making  of  a 
work  of  a  permanent  character  on  the  probable  line  of 
a  proposed  provincial  road,  there  is  an  understanding 
between  the  engineers  of  the  two  departments  as  to 
the  location  of  the  bridge  in  view  of  securing  the  best 
possible  alignment.  As  the  culverts  constitute  a  per- 
manent part  of  the  improvement  of  our  roads  and  their 
cost  forms  an  important  item  in  the  total  cost  of  that 
improvement,  special  attention  to  them  is  therefore 
necessary,  together  with  method  and  economy. 

On  our  provincial  roads  in  the  province  of  Que- 
bec the  average  cost  of  the  permanent  culverts  from 
12  in.  diameter  to  8  feet  span  has  varied  from  $800  to 
$1,500  per  mile. 

Circular  Culverts. — In  the  province  of  Quebec  we 
make  circular  culverts  of  12  to  36  in.  diameter  on  our 
provincial  roads.  All  the  circular  culverts  are  of  con- 
crete and  of  all  the  other  circular  culverts  made  in  the 
province  a  little  more  than  two-thirds  are  of  concrete, 
the  rest  being  of  corrugated  steel,  iron  or  vitrified  clay 
pipe. 

I  believe  that  the  concrete  culverts  will  give  the 
most  satisfactory  results  if  the  materials  used  and  the 
methods  of  construction  are  those  commonly  known 
as  the  best. 

Concrete  to-day,  although  it  may  still  improve  in 
the  future,  has  passed  the  experimental  stages  as  to 
the  certain  results  expected.  But  our  manufacturers 
of  concrete  pipes,  at  least  as  far  as  the  province  of 
Quebec  is  concerned,  do  not  all  use  the  best  methods 
of  manufacture.  Fortunately,  a  movement  is  now  un- 
der way  with  a  view  to  the  formation  of  an  associa- 
tion of  all  the  concrete  pipe  manufacturers  like  that 
existing  in  the  United  States,  whose  main  purpose  will 
unquestionably  be  to  put  on  the  market  a  more  uniform 
product  and  of  the  very  best  quality. 

The  quality  of  the  pipes  is  not,  however,  the  only 
consideration  that  can  assure  to  the  culvert  its  p*;r- 
manency  and  its  efficiency.  It  is  also  absolutely  neces- 
sary that  they  are  put  in  place  with  care  if  we  want 
them  to  give  good  results.  The  need  of  intelligent 
and  experienced  foremen  is  greater  than  we  are  com- 
monly let  to  believe,  because  it  is  often  very  expensive 
to  repair  a  culvert  when  the  roller  has  passed  or  the 
pavement  is  sometimes  nearly  finished,  breaks  or  dis- 
locations are  noticed. 

A  culvert  has  two  main  purposes  to  perform — to 
provide  a  safe  passage  to  the  traffic  and  to  secure  a 
perfect  drainage  while  protecting  the  road.   To  provide 


a  safe  passage  to  the  traffic  we  will  have  to  give  the 
culvert  a  length  equal  to  the  width  of  the  travelled  way. 
This  is  specially  important  at  the  intersections  of  the 
roads.  The  addition  of  one  or  two  pipes  to  a  culvert 
in  order  to  provide  an  adequate  length  can  be  done  in 
most  cases  without  increasing  the  cost  of  the  culvert. 
The  alignment  of  the  culvert  must  be  so  as  to  provide 
a  rapid  flow  of  the  waters.  To  that  end  the  introduc- 
tion of  two  or  four  right  angles  in  the  lines  of  a  ditch 
for  the  laying  out  of  a  culvert,  as  it  frequently  hap- 
pened in  the  old  structure,  must  be  avoided.  If  the 
line  ditch  at  the  upstream  and  downstream  sides  of  the 
culvert  happens  to  be  on  two  dififereflt  lines  of  not 
more  than  25  feet  apart  we  generally  prefer  to  place 
the  culvert  at  a  certain  angle  with  the  centre  line  of 
the  road,  so  that  its  two  ends  will  meet  the  two  lines 
of  the  line  ditch  at  each  side  of  the  road. 

We  must  specially  care  not  to  place  the  culvert  at 
right  angles  or  nearly  so  with  the  centre  line  of  the 
road  and  between  the  two  line  ditches.  If  those  two 
ditches  were  too  far  apart,  it  will  be  better  then  to 
place  the  culvert  on  the  produced  line  of  the  upstream 
and  ditch.  By  so  doing  we  will  get  one  of  the  two 
angles  and  we  will  reduce  to  the  minimum  the  under- 
minings which  may  be  caused  during  the  flooding 
season.  ■  4 

The  trench  to  be  excavated  for  the  culvert  ought  to 
be  at  least  two  feet  wider  than  the  external  diameter 
of  the  sheets  to  be  laid.  If  the  trench  has  but  a  width 
equal  or  nearly  equal  to  the  external  diameter  of  the 
culvert  it  will  be  difficult  to  sufficiently  ram  the  earth 
in  the  lower  part,  and  the  latter  will  seldom  be  rammed 
at  all.  Consequently,  the  culvert  will  not  be  held  firm- 
ly in  place,  and  when  the  rolling  starts  it  will  tend  to 
move,  and  the  joints  will  be  dislocated. 

Important  Details 

We  must  be  careful  to  give  the  bottom  of  the  trench 
a  concave  form  suitable  to  the  sheets  to  be  placed  so 
as  to  insure  to  the  latter  a  greater  bearing  surface  and 
of  a  more  uniform  resistance.  The  minimum  grade  of 
the  bottom  of  the  trench  will  have  to  be  at  least  5  in. 
per  100  ft.,  and  be  made  so  as,  when  the  culvert  is  in 
place,  to  allow  the  water  to  flow  freely  on  a  regular 
grade  inside  as  at  the  upstream  and  downstream  ends. 
It  is  very  important  to  have  all  the  joints  cemented 
on  both  sides,  so  as  to  avoid  all  washouts  and  caving 
in  of  the  soil  around  the  culvert. 

A  very  important  detail,  which  is  too  frequently 
put  aside  in  practice,  is  to  make  the  backfill  by  par- 
allel and  successive  layers  of  not  more  than  6  inches 
thick  and  to  perfectly  ram  each  of  them.  The  back- 
filling material  must  be  carefully  selected.  It  is  neces- 
sary to  pave  the  bottom  of  the  ditch  at  the  upstream 
and  downstream  end  of  each  culvert,  especially  if,  on 
account  of  a  steep  grade  or  of  a  break  in  the  profile, 
there  is  danger  of  erosion  occurring. 

We  must  be  careful  to  leave  at  least  12  inches  of 
earth  over  the  culvert,  especially  if  we  have  to  deal 
Avith  vitrified  clay,  corrugated  steel,  or  concrete  pipe. 
If  it  is  not  possible  to  give  the  12  inches,  it  will  be 
better  to  lay  a  cast  iron  pipe  culvert. 

Other  Descriptions  of  Culverts. — Most  of  the  re- 
marks made  with  regard  to  circular  culverts  apply  to 
the  other  styles  of  culverts  of  plain  or  reinforced  con- 
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Crete,  quadrangular  culverts,  slab  culverts,  with  or 
without  beams,  and  arch  culverts.  A  control  which 
cannot  be  exercised  in  the  case  of  circular  culverts, 
control  of  the  mixture,  of  the  quality  of  materials  and 
of  all  the  other  details  in  the  making  of  concrete,  can 
here  be  exercised  freely.  To  this  "end  it  is  important 
to  permanently  keep  a  competent  foreman  or  inspector 
on  the  work  being  carried  out.  His  duty  should  not 
be  limited  to  the  supervision  of  the  proportion  of  the 
mixture  and  the  time  of  mixing  each  batch. 

The  width  of  the  roadway  on  these  culverts  should 
be  of  18  feet  on  local  roads,  and  of  24  feet  on  trunk 
roads.  The  bed  of  the  creek  where  the  culvert  is 
located  must  be  paved  with  dry  stone,  if  on  account 
of  the  grade,  it  is  exposed  to  erosion. 

The  alignment  of  the  road  in  view  of  the  location 
of  these  culverts  must  be  made  in  a  judicious  way. 
Except  where  unavoidable,  they  should  not  be  located 
on  curves,  especially  on  short  radius  curves.  Too  fre- 
quently culverts  have  been  located  to  suit  the  creek, 
and  not  enough  consideration  has  been  given  to  pro- 
vide a  judicious  alignment  satisfactory  to  traffic. 

Mr.  A.  E.  Cunningham,  representing  the  Lethbridge 
Board  of  Trade,  alluded  to  the  importance  of  high- 
ways to  the  country,  which,  he  said,  would  be  under- 
stood when  it  was  remembered  that  practically  every 
bushel  of  Western  Canada's  300,000,000  bushel  yield 
must  now  pass  over  some  highway  in  its  first  stage  of 
transportation. 

The  session  concluded  with  an  illustrated  lecture 
by  Mr.  J.  S.  Crandell,  of  the  Barrett  Manufacturing- 
Company,  and  formerly  Professor  of  Highways  at  the 
Pennsylvania  State  College,  on  the  Use  of  Refined  Tar 
on  Roads,  both  in  penetration  and  treating  systems. 

Thursday,  March  9 

The  opening  paper  of  the  first  session  on  March  9, 


when  Mr.  B.  Michaud  presided,  was  by  Major  W.  W. 
Crosby,  C.  E.,  consulting  engineer,  Baltimore.  Prior  to 
the  reading  of  the  paper,  the  chairman  discussed  at 
length  the  various  types  of  roads  in  the  province  of 
Quebec,  including  natural,  sand,  gravel,  macadam,  con- 
crete, and  bituminous.  He  spoke  of  the  advantages  and 
disadvantages  of  the  different  types,  their  cost,  and 
methods  of  construction.  So  far  they  had  not  found 
either  in  this  country  or  in  the  United  States  a  road 
which  might  be  described  as  hnal  in  regard  to  perfec- 
tion, but  they  were  making  progress  along  that  line. 

Mr.  F.  A.  Snyder,  referring  to  the  dirt  road,  urged 
the  importance  of  keeping  the  drainage  ditches  open. 
They  ought  to  start  work  in  the  fall,  and  enable  tlio 
water  to  run  off  quickly.  Places  where  there  were 
bad  and  spongy  spots  should  be  replaced  with  good 
hard  material.  He  advocated  the  use  of  light  instead 
of  heavy  machinery;  the  work  would  go  further  and 
the  cost  would  be  less.  He  would  like  to  see  the  road 
drag  more  largely  used,  and  had  obtained  very  satis- 
factory results  from  a  light  road  grader.  The  patrol 
system  was  to  be  preferred  to  the  gang  system.  On 
no  account  should  roads  be  allowed  to  deteriorate ;  en- 
gineers must  keep  up  maintenance  all  tlie  time. 

Mr.  C.  D.  French,  of  the  Kinney  Construction  Com- 
pany, referred  to  his  experiences  in  constructing  the 
Montreal-Quebec  highway.  Macadam,  he  said,  cost 
practically  the  same  as  concrete,  owing  to  the  expense 
in  the  foundation  of  the  sub-soil.  Immediately  after 
the  building  of  a  macadam  road  it  was  necessary  to 
commence  repairs,  but  this  was  not  so  in  the  case  of 
concrete  roads.  After  four  months'  wear  of  macadam 
roads,  he  found  there  were  sags,  and  that,  despite 
special  precautions  for  the  pipes  and  culverts,  defects 
developed;  in  the  concrete  roads,  however,  there  were 
no  depressions  whatever. 


Road  Drainage  and  Foundations 

By  Major  W.  W.  Crosby 


"Road  Drainage  and  Foundations,"  was  the  subject 
of  a  paper  by  Major  W.  W.  Crosby,  consulting  engi- 
neer, Baltimore.  Drainage  referred  to  is  that  provi- 
sion made  for  taking  care  of  water  so  as  to  improve 
the  foundation  of  a  road  or  protect  it  from  injury. 
I'^oundations  may  be  divided  into  two  classes — natural 
and  artificial.  A  natural  foundation  must  ultimately 
be  that  portion  of  the  earth's  crust  on  which  the  be- 
giiming  of  the  artificial  structure  rests.  It  may  be 
some  distance  below  the  surface  of  the  roadway,  and 
be  separated  from  the  latter  by  various  layers  of  con- 
struction, including  an  artificial  foundation. 

Requisites  of  a  Good  Foundation 

The  requirements  for  a  good  foundation  are  (a) 
that  it  shall  be  capable  of  supporting  under  the  most 
adverse  conditions  likely  to  surround  it  the  loads  com- 
ing on  it;  (b)  that  it  shall  be  homogeneous  and  uni- 
form to  an  extent  sufficient  for  the  probabilities  (jf  the 
case;  and  (c)  that  the  above  qualities  shall  be  obtain- 
able at  a  minimum  cost  in  the  long  run.  There  may  l)e 
need,  however,  for  considering  the  question  of  the 
proba/ble  permanence  of  the  supporting  ])ovver  of  the 
material  under  such  conditions  as  may  later  arise. 
For  instance,  the  incompressibility  and  supporting 
power  of  sand  may  be  extremely  high  as  long  as  there 
shall  be  no  chance  for  the  sand  to  flow.    Tlie  tendency 


of  the  sand  to  flow  may  l)e  tremendously  increased 
by  the  presence  of  water.  Precautions  should  be  taken 
by  provision  for  drainage  to  prevent  the  existence  of 
such  dangerous  conditions.  Drainage  thus  enters  in- 
to consideration  of  the  foundation,  if  for  no  other  rea- 
son than  to  provide  means  that  water  shall  not,  by 
its  advent  into  the  foundation,  injure  the  supporting 
power  of  the  latter  seriously.  Drainage  provisions 
should  not  be  merely  sufficient  for  the  conditions  ex- 
isting at  the  time,  but  should  be  ample  to  take  care 
of  any  conditions  that  may  seem  possible  of  occur- 
rence. 

.Most  natural  materials  can  be  made  into  sufficient 
foundations  for  pavements  if  they  are  of  the  so-called 
"mineral  kingdom."  The  question,  however,  as  to 
whether  to  use  the  natural  mineral  material  in  place, 
or  whether  to  substitute  something  else  for  it,  is  often 
mainly  an  economic  one.  Modern  tendencies  are  to- 
wards the  more  severe  use  of  roads  and  streets,  with 
greater  demands  on  their  foundations  than  heretofore, 
and  these  tendencies  must  be  properly  met. 

Artificial  Foundations 

Artificial  foundations  include  all  layers  of  foreign 
material  not  naturally  found  in  place,  and  specifically 
provided  for  the  purpose  of  interposing  a  layer  of  some 
sort  between  the  natural  material  and  the  pavement 
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surfacing.  Under  this  head  will  come  sand,  gravel 
or  similar  material,  old  or  new  macadam,  old  or  new 
paving,  as  well  as  concrete  slab.  A  layer  of  sand  or 
gravel  as  an  artificial  foundation  is  used  to  good  ad- 
vantage on  subgrades  whose  supporting  power  is 
relatively  weak.  Further  advantages  of  such  a  layer 
arc  that  it  assists  in  providing  drainage  and  in  increas- 
ing the  stability  of  the  subgrade.  Well-compacted 
macadam  is  high  in  its  supporting  pt)\vers  and  in  its 
stability  in  place.  The  difficulty  of  using  an  old  arti- 
ficial foundation  is  to  get  it  surfaced  sufficiently  even 
so  that  the  final  surface  shall  be  smooth,  and  at  the 
same  time  have  the  same  degree  of  requisite  uniformity 
and  thickness. 

Concrete  Foundation 

Ajjparently  the  highest  type  of  artificial  foundation 


is  the  concrete  slab.  The  power  of  such  a  f(jundatiou 
to  distribute  widely  stresses  coming  through  it  is  very 
high.  Little  has  been  actually  determined  as  to  its 
distributing  power  and  its  ability  in  pavement  founda- 
tions to  carry  indefmitely  beamlike  strains.  Cement 
concrete  slab,  however,  has  proven  its  ability  to  aid 
weak  subgrades  to  carry  satisfactorily  continuous 
heavy  traffic.  Too  often  the  practice  has  been  to' con- 
sider no  care  necessary  in  the  selection  and  prej^ara- 
tion  of  the  subgrade  where  a  concrete  slab  was  to  be 
interposed  between  it  and  the  pavement  surface.  The 
contrary  should  be  the  real  practice. 

The  standard  concrete  foundation  pavement  in 
America  is  six  inches  in  thickness,  and  a  greater  thick- 
ness has  been  advocated  as  desirable,  and  even  neces- 
sary, under  certain  extreme  traffic  conditions. 


Surfaces  and  Materials  for  Roads 

By  Col.  Wm.  D.  Sohier 


Col.  William  D.  Sohier,  Chairman  of  the  iNlassa- 
chusetts  Highway  Commission,  gave  an  interesting 
paper  on  "Selection  of  Surfaces  and  Materials  for 
Roads  as  Governed  by  the  Traffic  that  they  must 
carry."  Col.  Sohier's  paper  included  extensive  statistics 
on  traffic  in  different  parts  of  the  state,  and  the  in- 
creased use  of  the  motor  vehicles. 

The  selection  of  the  l^est  materials  and  the  ])ro])er 
use  of  those  materials  in  the  construction  of  a  road 
surface  that  will  remain  in  good  condition  for  a  rea- 
sonable length  of  lime,  and  will  economicall}'  caiTv  the 
traffic  that  uses  tliat  particular  road,  is  the  most  im- 
portant as  well  as  the  most  difficult  problem  which  the 
highway  engineer  and  road  builder  has  to  solve.  Often, 
due  to  the  lack  of  funds,  he  cannot  l)uild  the  class  of 
road  he  wants  to,  or  use  the  materials  which  he  knows 
would  give  the  best  results.  The  engineer  therefore 
has  to  take  into  consideration  every  time  the  money 
available,  the  best  materials  that  can  be  secured  with- 
in a  reasonable  distance  of  the  road,  and  the  l.)est 
method  of  using  these  materials  in  constructing  the 
road. 

In  the  near  future,  no  doubt,  the  heavy  traffic  of 
om  roads  Avill  increase  greatly,  and  will  be  carried 
by  motor  truck  instead  of  wagon.  Road  builders  must 
consider,  therefore,  not  only  the  traffic  that  is  now 
using  any  given  road  to  be  built  or  re-surfaced,  or  even 
maintained,  but  also  what  the  traffic  will  l^e  in  the 
near  future,  and  how  much  it  will  increase,  and  what 
changes  will  come  in  its  character  and  volume.  Col. 
Sohier  dwelt  at  some  length  on  the  traffic  census  of 
roads  in  Massachusetts  since  1909  up  to  the  present, 
giving  tabulation  of  the  increases  and  changes  in 
traffic  in  both  motor  and  horse-drawn  for  the  years 
1909,  1912,  and  1915 ;  figures  which  are  very  interest- 
ing, and  show  conclusively  that  our  highways  must 
be  strong  enough  to  withstand  heavy  motor-truck 
traffic.  He  also  dwelt  with  the  pleasure  traffic  around 
Boston  and  metropolitan  parks  in  the  state.  He  also 
showed  the  increase  in  travel  caused  by  building  new 
good  roads,  quoting  as  illustrations  the  increased 
traffic  on  the  Newburyport  Turnpike,  the  Mohawk 
Trail,  and  other  shorter  popular  pleasure  drives  about 
the  state.  Motors  are  always  trying  to  find  an  easier 
route  and  to  see  a  new  country  wherever  the  roads 
are  fairly  decent,  ^^'hen  a  really  good  road  is  built 
they  come  in  hundreds  and  thousands,  especially  if 
the  scenery  is  attractive. 


Road  Practice  in  Massachusetts 

Dealing  with  the  width  of  the  road  surface,  Col. 
Sohier  said  that  the  standard  practice  for  over  fifteen 
years  had  been  15  ft.  with  a  3-ft.  shoulder  on  each* 
side,  but  with  the  increased  motor  traffic  the  present 
practice  was  18  feet  in  width  of  hardened  surface,  with 
21  feet  width  on  all  curves.  Col.  Sohier  spoke  of  the 
present  method  used  in  road  construction  in  Massa- 
chusetts, the  selection  of  the  type  of  road  and  the 
materials  used,  giving  figures  and  statistics  of  their 
experience  in  road  building  in  that  state.  Speaking  of 
the  growth  of  the  better  road  sentiment  in  Massa- 
chusetts in  the  last  eight  years,  he  said  that  at  pre- 
sent the  Massachusetts  Highway  Commission  is  spend- 
ing about  three  million  dollars  a  year  for  construction 
and  maintenance  of  State  roads,  while  eight  years  ago 
tliey  were  only  spending  some  $600,000  a  year.  In 
conclusion  Col.  Sohier  i)ointed  out  that  the  best  argu- 
ment for  a  road  is  the  road  itself :  "Get  busy  ;  build  the 
best  roads  you  can  aff  ord  to  build  ;  locate  Avell :  secure 
sufficient  width  of  location  ;  drain  it  well^  and  grade  it 
Avith  ])roper  materials:  then  keep  the  road  constantly 
shaped  and  always  in  a  passable  condition.  Show  what 
a  little  care,  attention,  and  money  will  do.  One  mile 
of  good  road  in  good  order  is  a  better  argument  for 
good  roads,  and  will  ])roduce  more  votes  and  more 
money  and  more  CiockI  Road  advocates  in  one  year, 
than  all  the  conventions  and  learned  speeches  that  have 
ever  been  held  and  delivered  in  the  last  thirty  years." 
Tn  closing  Col.  Sohier  mentioned  the  great  pleasure  it 
had  been  to  him  to  attend  the  Conference  and  meet 
with  the  several  engineers  there — particularly  Mr. 
McLean  and  Mr.  Michaud,  who  are  well-known  in 
the  States,  and  whose  advice  on  questions  affecting 
(rood  Roads  is  always  valuable. 

Mr.  Snyder  took  up  the  question  of  road  and  found- 
ations. In  most  cases,  he  said,  it  paid  to  put  in  side 
ditches  to  keep  the  water  away  from  the  roads.  He 
advocated  very  strongly  underdrainiiig,  this  being  an 
economical  expenditure.  In  planning  a  new  road,  it 
was  wise  in  the  spring  to  carefully  go  over  the  route, 
which  would  minimize  trouble  when  the  work  was 
commenced  in  the  summer. 

Mr.  Paul  Mercier,  chief ,  engineer  of  the  city  of 
IMontreal,  i)resentcd  an  illustrated  p?ii)er,  giving 'par 
ticulars  of  the  civic  de])artments,  having  special  rela- 
tion to  the  engineering,  sewerage  and  road  depart- 
ments. 
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Concrete  Roads  and  Pavements 


By  P.  W.  Wilson,  M.A.S.C.E. 


J\lr.  P.  W.  W  ilson,  Al.A.S.C.E.,  cunsultiug-  cnginccr 
of  Philadelphia,  read  an 'interesting  paper  on  "Con- 
crete Roads  and  Pavements."  The  two  most  import- 
ant items  to  be  considered  in  road  Iniilding  are  the 
selection  of  the  type  of  road  to  l)uild  and  the  raising 
of  the  money  to  build  such  roads.  Tn  selecting  the 
type  the  first  cost  of  the  road  is  a  matter  of  considera- 
tion, and  in  many  localities  those  having  to  do  with 
the  road  construction  have  permitted  their  anxiet}- 
to  stretch  the  amount  of  money  availal)le  over  as 
great  a  mileage  as  possible,  and  caused  them  to  lose 
sight  of  the  fact  that  the  road  Avas  being  built  on 
borrowed  money  and  that  the  time  Avould  come  when 
the  municipality  would  be  forced  to  ])ay  the  money 
back. 

The  type  of  road  should,  therefore,  be  moderate  in 
iirst  cost — not  necessarily  cheap — and  further,  of  the 
type  of  construction  where  the  need  of  ,  additional 
money  accruing  from  taxes  would  not  have  to  be  ex- 
pended in  maintenance,  Init  could  be  expended  from 
year  to  year  in  extending  the  road  system. 

The  ])resent  trouble  seems  to  be  to  build  too  great 
a  mileage  of  an.  inferior  grade,  rather  than  building 
less  mileage  of  greater  permanence,  which  would  not 
require  continuous  repair.  For  those  having  nothing 
but  dirt  roads  it  seems  a  big  jump  to  pass  to  hard- 
surfaced  roads  from  a  cost  of  ])ractically  nothing  for 
the  dirt  road  to  a  cost  of  about  $10,000  i)er  mile. 

Items  entering  into  the  construction  of  the  road  are 
the  consideration  of  cleanliness,  non-slipperiness  in  wet 
weather,  and  dustlessness.  These  several  conditions 
seem  to  be  A^ery  well  fulfilled  in  a  concrete  road. 

The  permanent  character  of  concrete  roads  is  best 
illustrated  by  the  condition  of  the  road  after  several 
years.  They  require  an  extremely  low  maintenance 
cost.  Roads  in  use  for  over  twenty  years  have  been 
maintained  for  less  than  $30  per  mile  per  year.  Tn 
no  case  on  record  has  the  maintenance  charge  ex- 
ceeded $50  per  mile  per  year. 

Tn  building  a  concrete  road  great  care  should  be 
taken  to  select  the  aggregates  to  secure  the  best  re- 
sults. Also,  careful  attention  should  be  given  to  the 
question  of  drainage.  The  majority  of  the  cracks  in 
concrete  roads  are  produced  by  the  lack  of  proper 
drainage  and  the  lack  of  proper  preparation  of  the 
foundations,  rather  than  from  the  effect  of  expansion 
and  contraction.  In  selecting  the  materials  the  sand 
should  be  well  graded  in  size  from  hue  to  coarse  to 
give  a  minimum  of  voidage,  and  the  coarse  aggregates 
should  be  hard,  durable,  and  clean,  since  they  are  de- 
{)ended  upon  to  take  the  wear  in  any  class  of  road 
construction.  Bank-run  materials  should  never  1)e 
used  without  first  sei)arating  by  screening  its  coarse 
and  fine  aggregates  so  that  the  exact  amount  of  each 
may  be  known. 

In  finishing  the  surface  of  a  concrete  road  wooden 
floats  arc  used  to  give  a  road  a  rough  finish.  As  thin 
a  coat  of  cement  and  sand  as  possible  should  be  drawn 
to  the  surface,  since  this  coat  under  traffic  rapidly  dis- 
ai)[)ears,  leaving  the  coarse  aggregates  to  take  the  wear. 
The  most  common  mistake  in  finishing  a  concrete  road 
is  in  overfloating.  Green  concrete  shonld  not  be  ex- 
posed to  the  hot  rays  of  the  sun. 

The  time  of  o])cniiig  a  ronrrete  r^ad  In  Iralfic  varies 


to  a  great  extent  with  th.e  time  of  the  year  the  road 
is  l)uilt.  A  road  built  in  cold  weather  should  be  kept 
closed  to  traffic  a  much  longer  length  of  time  than 
one  built  in  warm  Aveather. 

The  cracks  which  appear  in  a  concrete  road  are  due 
in  almost  every  case  to  lack  of  drainage  or  the  proper 
preparation  of  the  sub-base.  These  cracks  are,  with- 
out doubt,  unsightly,  but  they  are  not  a  serious  detri- 
ment to  the  road  provided  they  are  properly  cared  for. 
The  use  of  reinforcement  is  suggested  as  an  insurance 
against  poor  drainage,  and  the  lack  of  proper  compact- 
ing of  the'  foundations. 

One  of  the  most  satisfactoi-y  tributes  which  can  l 
])aid  to  the  concrete  road  is  that  Avhere  municipalities 
have  one  laid  they  continue  to  lay  more  of  them. 

Mr.  W.  A.  Magor,  in  a  brief  paper,  advocated  the 
construction  of  a  road  from  Montreal  to  .Ste.  Amie 
de  Bellevue,  giving  a  thoroughfare  from  one  end  of 
the  Isle  of  Montreal  1o  the  other. 

Winnipeg  Next  Year 

The  reading  of  three  papers,  the  election  of  officers, 
and  the  selection  of  Winnipeg  as  the  next  meeting 
place  of  the  Convention,  comprised  the  proceedings  at 
the  concluding  session  on  INIarch  10.  Mr.  B.  Michaud 
presided. 

Roadways  Legislation 

After  a  paper  by  Dr.  E.  M.  Desaulniers  on  "Eegis- 
lation  on  Roads  in  Canada  before  Confederation,"  Mr. 
Arthur  H.  Blanchard,  Professor  in  charge  of  graduate 
course  in  Highway  Engineering,  Columbia  UniA'crsity, 
spoke  on  "Recent  Developments  in  the  Course  of  Con- 
struction of  Bituminous  Macadam  and  Bituminous 
Concrete  Pavements."  He  dealt  Avith  the  two  types 
of  bituminous  pavements  and  gave  details  of  construc- 
tion and  design.  Three  points  were  to  be  considered  in 
connection  Avith  bituminous  macadam  paA-ements — the 
quality  of  broken  stone  to  be  used,  the  sizes  of  broken 
stone  employed,  and  the  character  of  the  bituminous 
material  used.  The  broken  stone  to  be  employed  and 
the  bituminous  materials  to  be  used  were  most  im- 
portant factors  in  the  construction  of  bituminous  con- 
crete pavements  or  paving  built  by  mixing  methods. 
Professor  Blanchard  referred  in  detail  to  many  classes 
of  bituminous  concrete  and  bituminous  macadam  pave- 
ments, and  advocated  the  more  general  use  of  alternate 
specifications,  instead  of  blanket  specifications,  in  re- 
ference to  various  types  of  bituminous  material.  Un- 
der the  fonner  contractors  had  to  bid  on  specific  ma- 
terials, instead  of  leaving  it  to  them  to  adopt  one  of 
the  many  kinds  of  material  on  the  market.  By  means 
of  slides.  Professor  Blanchard  gave  many  ]:)ractical 
hints  on  the  construction  of  bituminous  roads.  One 
slide  showed  a  specification,  in  Avhich  there  was  a 
clause  to  the  effect  that  the  work  should  be  carried  out 
to  the  satisfaction  of  the  engineers.  This  kind  of 
specification,  said  the  speaker,  did  not  meet  with  his 
approval,  although  the  particular  job  Avas  carried  out 
satisfactorily,  owing  to  the  broad-mindedness  of  the 
engineers  and  contractors.  The  matter  of  seal  coat  was 
of  great  importance,  and  imder  |)resent  conditions 
should  always  be  used. 
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i)u  behalf  uf  contracting  and  supply  firms,  Mr. 
M.  J.  Stack,  of  Montreal,  presented  Mr.  JMichaud  with 
a  gold  mounted  cane,  stating  that  the  gift  was  an 
expression  of  their  appreciation  of  Mr.  Michaud's  ser- 
\  ices.  The  President,  in  replying,  stated  that  his  work- 
had  been  a  pleasure,  and  he  intended  to  do  what  lie 
ci)uld  for  the  progress  of  the  good  roads  movement. 

Creosoted  Wood  Blocks 

Mr.  A.  V.  IMacallum,  city  engineer  of  Hamilton, 
read  an  interesting  paper  on  the  use  of  creosoted  wood 
blocks  in  street  pavements.  Mr.  Macallum  has  liad  a 
wide  experience  in  wood  block  paving  and  is  satislied 
of  their  value.  His  experience  is  that  where  traftic 
has  the  choice  between  wood  block  and  other  pave- 
ments that  the  former  is  used  to  a  much  greater  extent. 
The  first  cost  of  wood  block  pavement  is  higher  than 
most  other  paving  materials,  averaging  in  the  city  of 
Hamilton  from  $2.85  to  $3.00  per  square  yard,  exclusive 
of  grading.  However,  when  its  cheapness  of  main- 
tenance, ease  in  cleaning,  low  tractive  resistance  and 
durability,  are  taken  into  consideration  it  will  in  gen- 
eral ])r()ve  ultimately  cheaper  than  a  roadwa}'  of  lower 
first  cost.  Mr.  Macallum's  ])aper  will  be  treated  more 
fulh'  in  a  later  issue. 

Highway  Bridges 

;'liighwa)-  l^ridges,"  particularly  those  in  the  pro- 
\ince  of  Ontario,  were  exhaustively  discussed  by  Mr. 
Ceo.  Hogarth,  chief  engineer,  Highways  Department, 
Province  of  Ontario.  Mr.  Hogarth  referred  in  detail 
to  various  tyi)es  of  bridges,  from  those  in  rural  muni- 
cipalities and  si)arsely  populated  districts  to  those  in 


large  cities.  Methods  of  construction  and  material 
were  enlarged  on,  and  some  defects  in  the  old  ty])es 
|)ointed  out. 

Mr.  J.  Duchastel,  President 

This  concluded  the  reading  of  papers,  and  the  re- 
port of  the  nominating  committee  was  then  taken  up. 
This  report  rectjmmended  the  following  names  as 
officers  for  the  ensuing  year,  the  report  being  adopted : 
Hon.  Presidents:  Messrs.  U.  H.  Dandurand,  Montreal; 
W.  A.  McLean,  Toronto;  B.  Michaud,  Quebec;  O. 
Hezzehvood,  Toronto;  President,  J.  Duchastel,  city 
engineer,  (  )utremont,  P.  Q. ;  vice-president.  .S.  T. 
Squire,  President  Ontario  Good  Roads  Association; 
secretary-treasurer,  G.  A.  McNamee,  Montreal;  com- 
mittee: ]\lessrs.  A.  K.  Cunningham,  Lethbridge,  Alta. ; 
A.  C.  Emmett,  Winnipeg;  Howard  Pillow,  Montreal; 
J.  A.  Sanderson,  Oxford  Station,  Ont. ;  R.  S.  Hender- 
son, President  Manitoba  Good  Roads  Association  ;  'i\ 
Adams,  town  ])lanning  ex))ert,  Ottawa;  E.  M.  Des- 
anlniers,  M.L.A.,  Chambly  County;  J.  W  Levesque, 
M.L.A.,  Laval  County  ;  Paul  E.  Mercier,  chief  engineer, 
cit\-  of  Montreal;  A.  E.  Macallum,  city  engineer,  Ham- 
ilton; (ieorge  Hogarth,  chief  engineer.  Highways  De- 
])artment,  Ontario  Provincial  Government. 

( )n  the  motion  of  Mr.  Emmett,  representing  the 
Manitoba  Government,  seconded  by  Mr.  Cunningham, 
it  was  decided  to  hold  the  next  convention  in  Winni- 
peg. The  conventions  have  hitherto  been  held  in  the 
]^ast,  and  the  idea  is  to  give  them  a  wider  sc(^pe,  and 
to  stimulate  Western  interest  in  the  movement. 

A  Aote  of  thanks  to  the  retiring  president,  Mr. 
Michaud,  concluded  the  ])roceedings. 


Exhibition  of  Machinery  and  Road  Supph'es 


As  compared  with  the  previous  exhibition  of  ma- 
chinery, road  supplies,  materials,  etc.,  the  one  just  con- 
cluded showed  a  considerable  diminution  in  heavy  ma- 
chinery, but  a  more  di\  ersified  number  of  road  materi- 
als. The  booths,  including  those  of  "The  Contract 
Record  and  Engineering  Review,"  and  other  trade  pa- 
]jers,  were  tastefully  decorated  with  red  bunting.,  flags, 
and  palms,  and  well  furnished,  and  as  the  building  was 
particularly  well  lighted,  the  efifect  was  both  business- 
like and  artistic.  Each  booth  was  distinguished  by  a 
large  card  placed  at  the  end. 

Canada  Cement  Company,  Montreal. — Almost  the 
entire  stage  of  the  hall  was  occupied  by  the  exhibit  of 
this  company,  being  the  largest  amount  of  space  taken 
by  any  of  the  exhibitors.  In  the  front  of  the  stage  was 
a  large  ornamental  concrete  fence  made  by  Mr.  De~ 
Grelle,  of  Montreal,  and  behind  was  a  model  concrete 
roadway,  30  feet  long  by  16  feet  wide,  showing  the 
method  of  construction.  The  road  Avas  reinforced  with 
che  Kahn  system  of  the  Trussed  Concrete  Steel  Com- 
pany of  Canada,  Limited,  and  with  Clinton  fabric  re- 
inforcement manufactured  by  the  Pedlar  People,  Lim- 
ited. The  Canada  Cement  Company  had  on  view  a 
number  of  pictures  of  concrete  roads  built  through  the 
Dominion. 

The  Pedlar  People,  Limited. — The  exhibit  of  this 
company,  occupying  a  portion  of  the  stage,  was  a 
little  out  of  the  ordinary.  One  feature  \^•as,  as  above 
mentioned,  Clinton  fabric  reinforcement  in  a  roadway 
built  by  the  Canada  Cement  Company.  The  Pedlar 
People  had  on  show  ferro  dovetail  plates  for  bridge 
floor  reinforcement,  rib  fabric  lath  for  reinforcing  floor 


slabs,  roofs,  and  partitions,  and  also  Toucan  metal  cul- 
\-erts. 

Paterson  Manufacturing  Compau}-,  Limited,  Alont- 
real. — In  addition  to  many  samples  of  Tarvia,  this 
company  showed  a  large  number  of  illuminated  pic- 
tures of  roads  in  Ouebec,  Ontario  and  the  United 
.States  treated  with  their  well-known  specialty. 

Dunn  Wire-Cut-Lug  Brick  Company,  Conneaut, 
Ohio. — This  firm  have  now  29  companies,  operating 
46  plants,  under  license  manufacturing  this  class  of 
brick.  The  brick  is  extensively  used  in  Outremont, 
Lachine,  Verdun,  and  Toronto.  The  exhibit  consisted 
of  wire-cut-lug  bricks  laid  up,  this  brick  being  4  inches 
in  depth,        inches  in  de]jth,  and  3  inches  in  depth. 

.Asphalt  and  Supply  Company,  Limited,  Montreal. 
— Quite  a  large  show  was  made  of  this  company's  pro- 
ducts. There  were  samples  of  Fluxphalte — with  views 
of  the  King  Edward  highway  co\ered  with  this  ma- 
terial, a  job  which  will  be  finished  this  season.  Be- 
sides Eluxphalte,  there  were  samples  of  Eagle  asphalt 
and  asphaltic  concrete,  together  with  photos  of  Mexi- 
can oil  wells,  including  the  largest  well  in  the  world. 

Canadian  Eairbanks-Morse  Company,  Limited, 
Montreal. — In  point  of  numbers,  this  company  had  the 
most  extensive  exhibition  of  machinery  on  view.  Two 
machines  were  loaned  to  the  company  by  the  city  of 
Outremont — a  combined  tank  wagon  and  distributor, 
and  a  distributor,  the  latter  being  used  for  the  pene- 
tration method  on  loose  macadam  roads.  Three  Wett- 
laufer  mixers,  a  crusher,  a  kerosene  road  roller  by  the 
Ohio  Tractor  Company,  a  Star  reversible  traction  wag- 
on and  a  contractors'  dump  wagon  (l)oth  by  the  Glen 
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Wagon  Company),  a  INIaney  fovir-wheel  scraper,  horse 
scrapers  and  road  ploughs,  and  a  contractors'  gaso- 
line-driven pump,  were  also  shown. 

Canadian  Tar  Products  Company,  Limited,  Mont- 
real.— This  concern  is  a  comparatively  new  comer  in 
the  Canadian  field.  Its  product  is  known  as  Tarmac, 
a  preparation  used  as  a  hinder  for  macadam  roads  and 
also  for  the  re-surfacing  of  macadam  ro;ids.  The  com- 
pany had  also  on  exhilMtion  paving  pitch  for  hlock 
paving.  The  products  are  purely  Canadian,  and  are 
manufactured  from  Canadian  produced  tar.  The  com- 
pany is  operating  at  Ville  La  Salle,  near  Montreal,  a 
very  complete  tar  distilling  plant,  one  of  the  latest  on 
the  American  continent. 

The  Philip  Carey  Company,  Montreal. — At  this 
hooth  there  were  samples  of  the  Carey  Elastite  ex- 
pansion joint — "The  Sandwich  joint" — which  consists 
of  a  heavy  body  of  special  asphalt  compound  sand- 
wiched between  two  layers  of  a  special  grade  of  as- 
phalt-saturated Avool  felt, — the  whole  being  firmly 
bonded  together  by  a  combining  process  of  the  com- 
pany. The  feature  of  this  joint  is  the  increased  com- 
pressibility secured  by  increasing  the  volume  of  the 
asphalt  compound,  and  keeping  it  in  a  solid  body  in- 
stead of  distributing  it  throughout  the  joint  in  sev- 
eral thinner  layers. 

imperial  Oil  Company,  Limited,  Montreal. — The 
]M-oducts,  as  shown,  Avere  those  which  will  be  made 
in  the  new  plant  of  the  company  now  being  construct- 
ed at  Montreal  East  at  a  cost  of  a  million  and  a  quarter 
dollars.  They  will  be  manufactured  from  the  finest 
INIexican  oil  which  will  be  brought  by  tank  steamers 
to  the  port.  The  exhibit  consisted  of  asphalt  for  hot 
mix  pavements — sheet  asphalt  and  asphaltic  concrete ; 
asphalt  binders,  for  the  laying  of  penetration  asphalt 
])avements  ;  asphalt  binders  for  re-surfacing  macadam 
and  gravel  roads  ;  light  asphalts  for  re-surfacing  and 
dust  prevention  on  macadam  and  gravel  roads ;  as- 
phaltic liquids  for  dust  prevention  ;  and  block  filler  for 
sectional  pavements — wood  block,  brick  and  granite 
setts. 

Creosoted  Block  Paving  Company,  Limited,  To- 
ronto.— Here  were  shown  paving  blocks,  bridge  floors, 
factory  floors,  and  creosoted  lumber.  The  company 
have  a  fine  factory  at  Trenton,  Out.,  and  their  pro- 
ducts cover  a  wide  range  in  their  ])articular  field. 

y.  B.  Dore  and  Fils,  Laprairie,  P.O. — Road  mach- 
inery is  the  specialty  of  this  firm,  who  make  road 
crushers,  rock  crushers,  steam  road  rollers,  road  grad- 
ers, portable  and  traction  engines,  scarifiers,  etc.  They 
had  on  show  a  "Little  Ideal"  road  grader,  which  can 
be  operated  with  two  or  four  horses.  They  also  had 
specimens  of  cast  iron  culvert  pipe. 

Elder  Ebano  Asphalt  Company,  Limited,  Montreal. 
— At  this  stand  there  were  samples  of  asphalt  mac- 
adam, mastic  asphalt  for  sidewalks,  rock  mastic  as- 
phalt, Paterson  and  Shawmut  paving  blocks,  Norway 
pine  creosoted  blocks,  and  granite  blocks— a  very  com- 
j)rehensive  exhibit. 

Sawyer-Massey  Company,  Limited,  Hamilton,  Out. 
— The  c(jmjjany  exhibited  a  steel  reversible  road  grader 
of  which  there  are  over  2,000  in  use  in  Canada  ;  a  jxjrt- 
able  rock  steel  frame  crusher  with  folding  elevator; 
and  a  double  cylinder  steam  road  roller  with  all-steel 
gears,  differential  gear,  and  renewable  gear  rims.  The' 
latter  is,  it  is  claimed,  the  only  steam  road  roller  built 
in  Canada  which  is  e(|uipi)ed  in  this  manner. 

'I'he  Montreal  Concrete  Works  Company,  Limited, 
Montreal. — The  com])any  sliowed  mnncrous  sami)!cs 


of  their  difl'erent  styles  and  sizes  of  concrete  pipe  made 
at  their  plant  at  St.  Erancois  de  Sales,  Que. 

Canada  Ingot  Iron  Culvert  Company,  Limited, 
Guelph,  Ont. — Specimens  of  their  rust-resisting  "Ar- 
maco"  culvert  pipe  in  sizes  (S  in.  to  84  in.,  were  shown. 
The  company  claim  this  pipe  is  particularly  adapted 
for  permanent  hig'hways  as  it  will  not  break  from  traf- 
fic or  frost. 

Kinney  Manufacturing  Company,  Boston  and  Mont- 
real.— A  combination  power-operated  kettle  for  bitum- 
inous materials  was  on  vicAv.  It  Avill  heat  for  any 
temperature  desired.  The  material  is  put  on  under 
pressure  through  a  hand  nozzle  or  spray  pipes.  The 
other  exhibits  Avere  a  horse-drawn  distributor  for  light 
oiling  or  dust  laying,  and  a  portable  loading  outfit  from 
tank  cars  to  distributors.  In  Canada  the  company  is 
represented  by  Mussens,  Limited,  Montreal. 

Quinlan  &  Robertson,  Limited,  Montreal. — This 
firm  of  contractors  had  on  A'iew  a  large  number  of 
photos,  shoAving  progress  of  A^arious  road,  conduit, 
canal,  railway,  etc.,  contracts  carried  out  in  all  parts 
of  the  Dominion. 

Rigaud  Granite  Company,  Limited,  Montreal. — Ex- 
hibit demonstrated  methods  of  constructing  "Durax" 
pavement ;  samples  of  "Durax"  paving,  Avhich  is  "Made 
in  Canada,"  were  also  shown.  It  is  claimed  that  this 
type  of  pavement  is  used  extensively  in  the  United 
States  and  Europe. 

Aztec  Oil  and  Asphalt  Refining  Company  of  Can- 
ada, Montreal. — A  display  Avas  made  of  samples  of 
Aztec  liquid  asphalt,  road  binder,  and  refined  asphalt. 
These  are  natural  asphalt  products,  and  are  made  from" 
Mexican  raw  material. 

J.  H.  McCarty  &  Company,  Montreal,  and  Rene 
Talbot,  Quebec. — A  Avorking  model  of  a  Champion 
crusher,  made  by  the  Dominion  Road  Machinery  Com- 
pany, Limited,  Goderich,  Ont.,  Avas  shown  in  this 
booth,  together  Avith  a  gasoline  fire  engine  manufac- 
tured by  the  Waterous  Engine  Works  Company,  Lim- 
ited, Brantford,  Ont.  Besides  these,  there  were  photo- 
graphs of  a  complete  line  of  road  making  machinery, 
street  cleaning  machinery,  and  fire  apparatus. 

Comet  Motor  Company,  Limited,  Montreal. — Ex- 
hibited a  New  Packard  Avorm  driven  truck  and  a 
Chalmers  "30." 

T.  A.  Morrison  &  Company,  Montreal. — Exhibit 
shoAved  samples  of  "Tamco"  Banc  Rouge  Trap  for 
macadam  roads  ;  also  samples  of  river  sand  and  Mil- 
ton pressed  brick. 

Stack  and  Leger,  Montreal. — Photos  of  various  road 
and  paving  contracts  carried  out. 

G.  A'ybram,  St.  Emile  Junction,  P.Q. — Exhibition 
consisted  of  samples  of  Silex  gravel  sands. 

Kennedy  Construction  Company,  Limited,  Mont- 
real.— Various  photos  of  concrete  roads  built  by  the 
firm  in  the  vicinity  of  Montreal  were  on  view. 

Trussed  Concrete  Steel  Company  of  Canada,  Lim- 
ited, Walkerville,  Ont.— Featured  Kahn  road  mesh, 
Kahn  armor  plates  and  Kahn  curb  bars.  It  is  claimed 
for  the  Kahn  road  mesh  that  it  is  extremely  rigid, 
easily  ])laccd  and  Avill  stay  Avhcre  jjlaced  Avithout  be- 
ing Staked.  Kahn  armor  plate  is  used  in  ])rotecting 
edges  of  contraction  joints,  and  as  it  is  made  of  dead 
soft  steel  it  wears  down  Avith  the  road.  Kahn  curb 
bar  is  used  to  protect  the  Avearing  edges  of  concrete 
curbs. 

The  Province  of  Ontario  loaned  a  number  of  models 
showing  the  construction  and  materials  of  various  types 
of  roads,  Avhile  the  city  of  Montreal  displayed  a  num- 
ber of  |)]ans  ;in(l  ;ilso  loaned  some  road  machinery. 
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Methods  and  Costs  of  Garbage  Disposal 

Different  Systems  of  Final  Disposal  Fmpioyed  by  U.  S.  Cities — Incin- 
eration  and   Reduction  —  By-Products  —  Methods  of  Financing  Cost 


THE  State  Bureau  of  Municipal  Information  of 
the  New  York  State  Conference  of  Mayors 
and  other  city  officials — W.  P.  Capes,  director 
— have  recently  issued  their  report  No.  52  on 
"Methods  and  Costs  of  Collecting-  and  Disposing  of 
(rarbage  in  Cities."  This  report  describes  the  differ- 
ent systems  of  collection  and  disposal  now  used  by 
the  larger  cities  in  America,  points  out  the  factors 
which  aftect  the  cost,  and  gives  the  opinion  of  experts 
for  and  against. the  various  systems.  All  the  informa- 
tion has  been  recently  collected  and  published  as  a 
guide  for  those  cities  desiring  either  to  establish  sys- 
tems or  to  improve  existing  ones.  The  following  ex- 
tracts covering  the  disposal  of  garbage  are  taken  from 
the  report : — 

The  methods  that  may  be  adopted  by  a  city  for  the 
disposal  of  its  garbage  are  as  follows : — feeding  to 
swine,  dtn-nping  on  land,  dumping  into  large  volumes 
of  water,  disposal  by  sanitary  till,  burial,  incineration, 
and  reduction. 

In  selecting  its  disposal  system  a  city  should  at  the 
same  time  consider  its  collection  system.  Some  cities 
collect  and  dispose  of  their  garbage  by  contract,  others 
collect  by  contract  and  dispose  of  it  themselves,  or 
vice  versa,  and  still  others  have  all  the  work  done  by 
city  employees. 

Feeding  to  Swine 

Most  of  the  smaller  cities  in  this  country  dispose 
of  a  part  or  all  of  their  garbage  by  feeding  to  swine. 
The  others  either  collect  their  garbage  by  contract  and 
sell  it  or  give  it  to  farmers  or  those  operating  piggeries, 
or  maintain  a  municipal  collection  and  sell  to  a  con- 
tractor who  maintains  a  piggery.  The  necessity  for 
sterilizing  the  garbage  before  it  is  fed  to  hogs  is  dis- 
puted. 

Kansas  City,  Providence,  Denver,  and  other  cities 
have  their  garbage  fed  to  hogs,  with  the  uniform  re- 
sult that  the  cost  of  removal  is  reduced  to  some  ex- 
tent to  the  city  and  that  the  contractor,  according  to 
his  business  capacity,  is  able  to  make  more  or  less 
profit  from  the  feed  so  obtained.  There  is  no  danger 
in  this  system  under  proper  handling.  Any  danger  to 
the  hogs  can  be  prevented  by  prompt  handling  of  the 
garbage  to  prevent  unnecessary  fermentation,  and  by 
the  use  of  hog  cholera  serum  to  prevent  disease.  The 
proper  cleaning  of  the  pens,  if  in  the  city,  eliminates 
any  danger  to  man.  There  should  be  some  method 
of  sorting  the  garbage  before  feeding  it  to  pigs  so  that 
the  stale  garbage  may  be  discarded  and  buried  or 
burned.  Some  places  disinfect  it  by  boiling  in  large 
cauldrons  before  feeding.  In  such  cases  the  cooked 
garbage  is  commonly  used  only  as  a  base  for  the  feed 
given  to  the  pigs.  The  method  is  a  most  profitable 
one  and  warrants  consideration  in  small  cities  where 
isolated  farm  sites  are  available. 

Dumping  on  Land 

It  is  the  concensus  of  opinion  in  all  reports  and  of 
all  experts  that  this  method  is  objectionable,  especi- 
ally where  there  is  a  large  quantity  to  be  disposed  of. 
A  long  haul  is  necessitated  by  the  location  of  the  dumps 
at  a  remote  distance,  where  the  decomposition  of  any 


part  of  the  refuse  will  not  be  ofifensive  to  neighboring 
property  owners.  When  the  garbage  is  deposited  in 
sufficient  quantity  ofl-'ensive  odors  due  to  fermentation 
may  create  a  nuisance.  Unless  special  attention  is 
given  to  the  treatment  of  these  dumps,  the  method  will 
not  be  found  desirable.  A  thorough  mixing  of  gar- 
bage with  ashes  and  rubbish  will  prevent  the  nuisance 
and  the  fires  that  are  otherwise  liable  to  occur,  creat- 
ing odors  and  nuisance  from  the  smoke  and  imcon- 
sunied  gases.  This  method  is  one  that  cannot  be  de- 
fended either  from  an  aesthetic  or  sanitary  standpoint. 
The  dumps  become  an  ideal  breeding  place  for  flies. 

Dumping  in  Large  Bodies  of  Water 

Only  a  few  cities  use  this  method.  In  most  places 
where  it  has  been  tried,  it  has  been  prohibited  because 
the  material  is  washed  on  the  neighboring  shores. 

Disposal  by  Sanitary  Fill 

Ibis  method  is  practised  b}'  some  cities,  among 
them  Seattle,  Davenport,  and  New  Orleans,  which  re- 
port its  success.  It  is  being  given  more  serious  con- 
sideration than  heretofore  by  several  large  cities.  The 
method  is  dififerent  than  that  of  burial,  in  that  it  is 
carried  on  by  filling  excavations,  vacant  low  lying- 
ground  and  natural  ravines. 

The  garbage,  rubbish  and  ashes  are  dumped  and 
then  mixed  with  sufficient  earth  to  insure  oxidation 
and  thorough  digestion  of  the  decomposing  wastes. 
The  activity  of  the  bacteria  of  the  soil  breaks  down 
and  mineralizes  the  organic  matter  and  when  there  is 
sufficient  oxygen,  i.e.,  air,  no  putrefaction  or  other 
odors  result.  Success  depends  upon  the  following- 
treatment  : 

(1)  The  garbage  must  not  be  buried  so  deep  that 
bacteria  activity  is  reduced. 

(2)  The  garbage  must  not  be  spread  in  a  thick 
layer  on  the  surface  of  the  ground. 

(3)  The  ground  must  be  sufficiently  open  and 
drained  so  that  air  can  penetrate  to  a  sufficient  depth. 

(4)  The  garbage  must  not  overload  the  soil,  but 
must  be  sufficiently  diluted  with  earth,  ashes  and  rub- 
bish, so  that  putrefaction  may  take  place,  due  to  the 
presence  of  an  ample  supply  of  air  in  the  pores  of  the 
soil. 

This  method  has  been  demonstrated  to  be  not  only 
sanitary,  free  from  nuisance  when  properly  carried  out, 
but  economical  as  well.  The  Health  Commissioner  of 
Seattle  describes  their  system  and  results  as  follows : 

"This  method  of  filling  works  very  satisfactorily  in 
this  climate,  but  I  believe  it  necessary  to  include  all 
waste  materials,  as  ashes,  boxes,  tin  cans,  etc.  These 
all  assist  oxygenation  and  nitrification.  1  do  not  be- 
lieve pure  garbage  can  be  handled  in  this  wa}-. 

"We  also  find  that  it  is  best  to  keep  as  little  of  the 
face  of  the  fill  exposed  as  possible.  It  is  always  best 
to  keep  a  man  constantly  on  the  job,  whose  duty  is 
to  rake  down  to  the  bottom  of  the  fill  all  boxes,  rough 
materials,  etc.,  thus  leaving  the  ashes  to  form  a  cover- 
ing on  top.  When  this  is  not  sufficient,  we  cover  with 
a  layer  of  earth  about  five  inches  thick. 

"The  success  lies  in  the  proper  mixture  of  waste 
materials,  and  next  the  fill  must  be  properly  covered 
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to  protect  tnun  flics.  ChcinicaLs  can  also  be  used  to 
protect  same.  This  covering  also  prevents  the  slight 
sour  odor  of  fresh  garbage  and  by  keeping  ont  the 
sunlight,  at  the  same  time  encourages  bacterial  growth 
by  increasing  the  warmth  inside  of  the  fill.  People 
residing  within  one  hundred  feet  of  these  fills  make  no 
complaint,  but  the  public  has  to  l)e  educated  when 
you  first  adopt  this  method.  We  aim  to  fill  city  pro- 
perty, as  ravines,  swamjjy  lands  or  docks  on  the  lake 
or  salt  water  front. 

"Our  laboratory  findings  show  that  the  process  is 
sim])ly  one  of  slow  incineration  by  nature,  instead  of 
the  expensive  method  of  l^nrning  by  incinerators,  and 
at  the  same  time  help  prove  that  there  is  nothing  detri- 
mental to  pul)lic  health  in  these  fills. 

"We  have  eleven  fills  distributed  over  o>u-  city,  thus 
making  short  hauls,  and  these  are  taken  care  of  by 
eleven  laborers,  disposing  of  approximately  tln-ee  him- 
dred  and  fifty  tons  per  day  by  this  inethod  alone,  while 
one  incinerator  with  about  an  equal  pay-roll  will  only 
dispose  of  sixty  to  seventy-five  tons  per  da}',  running 
twenty-four  hottrs.  A  fill  increases  the  value  of  pro- 
perty, while  the  refuse  from  uxw  incinerator  has  to  l)e 
hauled  away  at  an  added  cost." 

The  Health  Commissioner  in  1913  reported  that 
after  spreading,  there  was  a])i)lied  an  antiseptic  spray 
of  crude  carliolic  acid,  rosin  and  caustic  soda  to  kill 
eggs  and  larvia  of  flies,  mosquitoes  and  other  insects 


that  might  breed.. 


Burial 


Garbage  may  l)e  buried  either  b\'  putting  it  in  shal- 
low trenches  and  covering  with  the  excavr.tion  from 
the  trenches  for  the  next  day's  deposit,  or  by  ])loughing 
tmder.  ]t  digests  and  is  thoroughly  trd<en  up  or  oxi- 
dized by  the  action  of  the  soil. 

A  svunmary  of  the  opinions  indicates  that  disj)Osal 
by  burying  when  properly  conducted  and  when  the 
point  of  disposal  is  suita])ly  located  gives  no  catise 
for  objection  from  a  sanitary  stand])oint.  The  prin- 
cipal objections  are  the  extremely  long  haul,  the 
amount  of  land  necessary  and  no  direct  income.  Jn 
small  commtmities  this  method  is  entirely  satisfactory. 
It  is  usually  not  applicable  to  large  communities. 

Disposal  Plants 

'I'here  are  two  methods  of  disposing  of  garbage 
in  plants;  incineration  and  destruction.  There  is  a 
Avide  diversity  of  opinion  among  experts  and  city  offi- 
cials as  to  which  is  the  better  from  a  sanitary  and 
financial  standpoint.  There  is,  however,  nearly  uni- 
versal opinion  upon  the  following: 

1.  'IMiat  the  revenue  from  the  b\'-products  nf  muni- 
cipal! v  owned  and  operated  plants  will  not  ])ay  the 
combined  cost  ,of  collection  and  disposal. 

2.  That  with  only  a  few  exceptions,  the  revenue 
from  the  by-products  of  mimicipally  owned  plants  ])ays 
the  cost  of  disposal. 

3.  That  the  price  received  by  cities  from  contrac- 
tors is,  with  a  very  few  exceptions,  not  sufficient  lo 
])ay  the  cost  of  collection. 

4.  That  the  disposal  of  garbage  l)y  the  reduction 
process  is  vmeconomical  for  a  city  with  a  population 
of  less  than  100,000.  Some  experts  increase  the  size 
to  150,000  and  one  to  200,000. 

'5.  That  incineration  is  better  than  reduction  for  a 
city  with  a  population  less  than  100,000. 

In  the  report  of  the  Chicago  Waste  Commission, 
some  general  rules  are  laid  down  for  the  design  of  a 
disposal  works,  irrcs]K'cti\e  of  method.     It  says  lhat 


the  design  should  [jcrniit  the  plant  to  be  operated  as 
a  whole,  or  in  part,  so  that  each  part  can  be  operated 
as  an  independent  unit. ,  This  will  permit  one  or  more 
parts  to  receive  attention  and  be  repaired  diu-ing  the 
season  when  the  minimum  qttantity  of  reftise  is  to  be 
disposed  of.  The  details  of  the  plant  should  be  such 
as  to  permit  cleanliness  at  all  times  and  hosing  and 
washing  so  as  not  to  permit  garbage  ditst  or  dirt  to 
accttmulate,  flies  to  breed  and  material  to  decompose. 
All  material,  so  far  as  possible,  should  be  enclosed 
during  the  ])rocess  of  disposal  and  the  odors  elinnn- 
ated  or  confined  and  deoderized.  The  handling  of  ma- 
terial in  the  plants,  so  far  as  possible,  should  be  elim- 
inated, where  mechanical  means  can  economically  be 
adopted.  Special  attention  should  be  paid  to  ventila- 
tion and  the  elimination  of  dust  where  men  are  rc- 
ciuired  to  work. 

The  odors  or  nuisances  caused  from  disposal  plants 
will  tisually  arise  from  one  or  more  of  the  following- 
sources  :  Garbage  or  reftise,  incomplete  combustion  or 
combustion  temperatures  not  sufficient  to  eliminate 
odors,  congestion  of  carts  in  one  locality  and  creation 
of  dttst.  The  odors  arising  from  raw  garbage  which 
are  found  in  all  plants  are  mostly  local  and  will  not 
create  a  nuisance  a  short  distance  from  the  point  of 
handling  and  the  housing  of  equipment  used  in  haulmg. 

Incineration 

Two  kinds  of  plants  are  used  for  this  method  of 
disposal, — crematories  and  destructors.  Many  des- 
tructors are  in  operation  in  America,  but  of  the  cre- 
matories which  have  been  btiilt,  many  have  l)een 
abandoned.  Heat  for  destruction  must  be  obtained  not 
only  from  the  garbage  itself,  but  also  from  ashes  and 
other  combustible  waste.  It  is  here  that  the  difTerence 
between  destructors  and  crematories  enters.  In  the 
former,  heat  is  obtained  from  the  refuse  itself;  in  the 
latter,  garbage  is  burned  at  the  expense  of  coal,  wood 
or  oil.  It  seems  to  be  the  prevailing  opinion  that  in 
order  to  make  incineration  a  success  the  material  must 
be  burned  at  a  high  temperature  and  rapid  rate  of 
combustion. 

Morse  claims  that  destructt)rs  require  twenty  ])er 
cent,  less  area  of  ground,  cost  fifteen  per  cent,  more  for 
boiler  and  machinery;  that  the  construction  is  more 
durable  ;  no  addition  of  fuel ;  that  the  gases  of  com- 
bustion are  constuned,  and  that  this  method  has  by- 
products of  clinker  and  power  and  destroys  all  com- 
btistible  refuse,  and  that  the  net  cost  of  o]ieration  is 
less  per  ton. 

Crematories,  he  says,  require  more  ground  and 
nn)re  time  for  disposal,  but  cost  less.  They  are  less 
durable,  require  addition  of  fuel,  gases  are  incompletely 
destroyed,  cannot  develop  i)ower,  the  residue  has  no 
value  and  they  can  burn  only  garbage  and  rubbish. 
The  gross  cost  of  operation  is  a  trifle  less,  but  the 
net  cost  is  more. 

Tests  of  garbage  crematories  in  ( )hio,  according  to  ^ 
the  State  Board  of  Health,  show  that  "the  plants  asjl 
operated  fail  usually  to  disi)ose  of  the  garbage  at 
temperatttre  high  enough  to  avoid  the  production  ol 
odors."   This,  says  J.  T.  Featherston,  is  significant  anq 
ci^nclusive. 

I'iegarding  mixed  refuse  destruction,  FeathersUin^ 
says:  "Three  features  may  be  noted:  No  added  fuel  is 
required,  steam  power  is  produced  and  quite  a  residue 
(clinker)  results.  Compared  with  tests  of  garbage 
crematories  the  average  destructor  temperatures  in 
connection  with  the  gas  analyses  indicate  freedom  from 
odor  due  to  unconsumed  gas.    'I'hus  the  mixed  refuse 
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(if  j)l;int  corrects  the  inlu'iTiit  defects  of  the  i^ar- 
bage  crematriry." 

Cost  of  Incineration 

The  ciist  of  incineration  plants  depends  npon  the 
garbage  to  be  handled.  The  various  incinerator  com- 
panies usually  estimate  the  capacity  of  the  ])lant  at 
about  one  ton  per  1,000  population. 

Re])orts  show  that  disposal  by  incineration  in  Ohio 
is  confined  to  cities  of  from  20,000  to  80,000  population, 
and  that  its  success  has  been  confined  to  the  very  large 
and  to  the  rather  small  cities  of  the  countr}-.  Some 
assert  that  it  is  a])plicable  in  the  very  large  cities  only 
when  the  collection  systems  are  suitable  to  provide 
for  the  burning  of  mixed  refuse.  In  small  cities,  it  is 
the  custom  to  cremate  the  garbage  alone,  the  other 
classes  of  waste  being  dumped  or  1)uried. 

The  cost  of  construction,  reports  show,  ranges  from 
$600  to  $1,000  per  ton  capacity.  The  Worcester  Spe- 
cial Waste  Commission  .says  that  "from  a  calculation 
based  on  some  thirty  incinerators  it  has  been  fomid 
that  the  cost  per  ton  dailv  capacitv  varies  from  $250 
to  $1,000,  the  average  being  between  $600  and  $700." 

The  bv-])roducts  are  clinker  and  the  steam  geiu'r- 
ated. 

Robert  W.  AVylde  says  that  the  cost  of  o])erating 
destructors  "is  in  a  great  measure  oft'set  and  frequently 
([uite  (jverbalanced  by  the  rex'enue"  from  the  sale  of 
>team  and  clinker.  One  hundred  tons  of  refuse  bm-ned 
during  16  hours  a  day  produces  800  engine  h.p.  Clinker 
from  100  tons  might  amount  to  30  tons  i)er  day  and 
would  bring  $1.00  a  ton  in  many  localities.  Another 
expert  says  that  one  pound  of  refuse  has  been  found 
to  produce  lA  to  1^  j)ounds  of  steam.  The  value  of 
refuse  as  a  fuel  is  estimated  by  one  expert  to  be  4S> 
cents  per  ton. 

The  Chicago  Waste  Commission  report  points  out, 
"that  experience  in  connection  with  the  development 
of  power  from  refuse  furnaces  demonstrates  that  it 
is  not  easy  to  find  an  available  use  whereby  the  power 
developed  can  be  utilized  regularly  as  produced  and 
the  furnace  operated  continuously.  In  the  majority 
of  plants  constructed,  it  has  not  been  possible  to  utilize 
all  the  power  available,  and  in  most  cases  the  use  is 
limited  to  the  operation  of  the  plant.  When  power  de- 
veloped is  used  in  lighting  and  power  stations,  the  de- 
mand only  comes  during  a  part  of  the  day.  Supple- 
mentary coal-fired  boilers  are  usually  found  in  con- 
nection with  destructor-electric  lighting  stations,  or 
else  the  destructor  is  much  larger  than  would  be  re- 
quired to  deal  with  the  refuse  alone.  The  power  pro- 
(luced  from  refuse  furnaces  will  best  be  utilized  by 
some  local  industry,  such  as  ice-making  plants  or  elec- 
tro-chemical plants,  which  require  continuous  opera- 
tion. When  power  is  used  in  connection  with  j)ump- 
ing  plants,  it  is  found  good  practice  to  operate  the  re- 
fuse plant  only  as  an  auxiliary  to  the  power  plant  of 
the  pumping  station.  The  saving  that  results  or  credit 
that  can  be  given  the  destructor  plant  will  amount  to 
the  value  of  the  fuel  equal  to  that  which  it  requires 
to  produce  the  amount  of  steam  developed  and  used. 
The  fluctuating  amount  of  power  developed  in  most 
cases  can  be  depended  upon  only  for  the  average  mini- 
mum production.  In  selecting  a  site  for  the  location 
of  a  refuse  disposal  plant  from  which  power  is  de- 
veloped it  is  not  always  profitable  to  utilize  the  power 
where  the  demand  is  not  constant  and  where  the  de- 
mand would  be  constant,  suitable  sites  are  not  always 
available." 

Venable  says  that  if  a  city  has  a  steam  power  plant, 


it  will  pa\-,  but  it  will  not  ])a_\-  to  l)uild  one  for  that 
piuqjose. 

In  a  suburb  of  Montreal,  the  refuse  destructor  is 
constructed  in  connection  with  a  municipal  electric 
light  power  station  and  power  is  used  in  generating 
electricity  for  lighting  ])urposes.  The  plant  is  oper- 
ated only  during  the  time  when  lighting  load  is  in  de- 
mand, and  the  material  as  delivered  is  stored  during 
the  day  and  burned  at  night.  Only  a  part  of  the  power 
is  furnished  by  the  refuse  furnaces,  the  remainder  be- 
ing obtained  from  a  coal-fired  boiler  plant. 

In  Savannah,  Ga.,  the  waterworks  boilers  are  kept 
in  service,  with  banked  fires,  to  use  in  case  of  shortage 
of  garbage. 

I  Concluded  in  next  issue) 


Personal 

Mr.  George  Herrick  Duggan,  recently  elected  presi- 
dent of  the  Canadian  Society  of  Civil  Engineers,  has 
had  a  wnde  experience  as  an  engineer.  He  is,  a  native 
of  Toronto,  born  in  1862.  He  was  educated  at  Upper 
Canada  College,  and  at  the  School  of  I'l  actical  Science, 


(  ■iui  trs>  Intern.'itionnl  I'ress 
Mr.  G.  H.  Duggan. 


University  of  Toronto,  taking  a  post  graduate  course 
in  1884-86.  Mr.  Duggan  joined  the  engineering  de- 
partment of  the  C.  P.  R.  in  1886.  From  1891  to  1901 
he  was  chief  engineer  of  the  Dominion  Bridge  Com- 
pany. Later  he  was  appointed  assistant  to  the  presi- 
dent and  consulting  engineer  of  the  Dominion  Steel 
Company  and  Dominion  Coal  Company,  and  from 
1904  to  1910  was  second  vice-president  and  general 
manager  of  the  latter  company.  In  1910  Mr.  Duggan 
was  appointed  vice-president  and  general  manager  of 
the  Dominion  Bridge  Company,  a  position  he  still 
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holds.  He  is  also  chief  engineer  of  the  St.  Lawrence 
Bridge  Company,  the  contractors  for  the  steel  work 
of  the  Quebec  bridge;  vice-president  of  the  Montreal 
Ammumtion  Company;  and  director  of  the  Montreal 
Trust  Company.  He  joined  the  Canadian  Society  of 
Civil  Engineers  in  1888,  became  a  member  in  1890, 
and  was  for  ten  years  a  member  of  the  Council.  In 
1906  he  was  vice-presideilt  of  the  Canadian  Mining 
Institution,  being  on  the  Council  of  the  same  society 
during  1911-13.  He  is  also  a  member  of  the  Institu- 
tion of  Civil  Engineers,  England,  and  of  the  American 
Society  of  Civil  Engineers. 

Mr.  Duggan  takes  a  great  interest  in  sport,  parti- 
cularly in  yachting,  and  is  a  member  of  several  yacht 
clubs;  he  has  designed  and  sailed  winning  yachts 
in  the  Seawanhaka  International  Cup  races.  In  1893 
Mr.  Duggan  was  awarded  the  Royal  Humane  Society's 
bronze  medal  and  certificate.  In  October  last  Mr. 
Duggan  lost  one  of  his  two  sons,  H.  S.  Duggan,  R.  E., 
who  was  killed  in  action. 


Colonel  Stewart,  of  the  86th  ]\Iachine  Gun  Bat- 
talion, now  on  active  service,  is  the  senior  member  of 
Stew^art  &  Witton,  the  well-known  architects  of  the 
city  of  Hamilton. 

George  T.  Evans,  architect,  Hamilton,  has  received 
a  commission  in  the  C.  A.  S.  C,  and  will  go  to  Quebec 
shortly  to  qualify. 


New  Monitor  Transit 

The  C.  L.  Berger  &  Sons,  manufacturers  of  survey- 
ing, engineering,  and  astronomical  instruments,  37 
Williams.  Street,  Boston,  have  developed  a  new  type  of 
transit  and  level  known  as  the  "Monitor,"  which  is 
claimed  to  be  a  distinct  improvement  both  in  design 
and  construction  of  field  instruments.  These  new  in- 
struments include  several  new  features,  the  most  strik- 
ing of  which  are  the  exceptionally  rugged,  strong,  and 
rigid  standards.  The  manufacturers  also  claim  the 
following  characteristic  features  for  these  instruments  : 
outer  forms  rounded,  of  greater  stiffness,  and  water- 
shedding  ;  tripod  heads  of  rigid  construction ;  centres 
long  and  stout ;  non-cramping  lev£lling  head ;  unyield- 
ing and  quick-acting  clamps  ;  improved  vernier  arrange- 
ment ;  water-tight  compass  box ;  simplified  combina- 
tion of  needle  lifter  with  arrangement  for  instantane- 
ously setting  against  declination  east  or  west ;  tele- 
scope standards  and  vernier  plates  of  great  lateral 
stability ;  eye  piece  cap  of  large  diameter ;  arrange- 
ment of  centering  instrument  from  point  above ;  level- 
ling instruments  set  low  on  tripod  ;  protection  to  spirit 
level  and  slides  ;  and  so  on. 


Montreal  Wages  Schedule 

At  a  joint  meeting  of  the  Builders'  Exchange  and 
the  Building  Trades'  Council  held  in  Montreal  recently 
the  following  schedule  of  rates  was  suggested  to  the 
Board  of  Control  for  the  year  1916;  Stone  masons,  40c. ; 
l)ricklayers,  45c. ;  structural  iron  workers,  30c. ;  orna- 
mental iron  workers,  27!^c. :  plasterers,  40c. ;  lathers — 
metal,  40c. ;  lathers— wood,  35c. ;  hoisting  engineers, 
35c. ;  tile  setters,  45c. ;  pluml)ers,  40c. ;  steam  fitters, 
40c.;  steam  fitters'  helpers,  25c.;  carpenters,  35c.; 
stone  Gutters,  45c. ;  marble  cutters,  40c. ;  marble  set- 
ters, 40c. ;  painters,  ^Oc. ;  sheet  metal  workers,  35c. ; 
roofers,  35c.;  electrical  workers,  35c. ;  cement  finishers, 
40c.;  elevator  constructors,  35c.;  laborer.s — common, 
20c. ;  laborers — hod  carriers,  ZZ'/jc. 


Steel  Bridge  over  Sauvage  River,  P.  Q. 

The  general  contract  for  the  construction  of  a 
bridge  over  the  Sauvage  River  at  Lambton,  County 
Erontenac,  P.  Q.,  has  been  let  to  Messrs.  Galbraith  & 
Gate,  Limited,  Montreal,  the  steel  being  supplied  by 
the  Dominion  Bridge  Company.  Tenders  sent  in  were 
for  a  wooden  bridge  and  a  steel  bridge,  and  the  Que- 
bec Streams  Commission,  for  whom  the  work  will  be 
done,  decided  on  a  steel  structure,  which  will  replace 
the  present  one.  The  new  bridge  will  have  three  spans 
of  180  feet  each,  supported  on  two  concrete  piers  and 
two  abutments  resting  on  solid  rock.  The  piers  will 
be  52  feet  high  from  rock  bottom,  or  31  feet  above  low 
water.  The  bridge  will  contain  200  tons  of  steel.  War- 
ren truss  spans  being  adopted,  designed  to  specifica- 
tions of  the  Public  Works  Department.  The  contract 
price  of  the  work  is  $46,734.  Mr.  O.  Lefebvre  is  the 
chief  engineer  of  the  Commission. 


In  order  to  take  care  of  its  rapidly  increasing  busi- 
ness, the  Osgood  Company,  of  Marion,  Ohio,  manufac- 
turers of  steam  shovels  and  dredges,  has  found  it  neces- 
sary to  double  its  capacity  and  has  purchased  the  man- 
ufacturing plant  of  the  Ohio  Tractor  Company.  The 
larger  machine  tools,  for  which  crane  service  is  de- 
sirable, will  be  moved  to  the  main  plant  of  the  Osgood 
Company,  while  the  smaller  tools  and  the  foundry  Avill 
be  operated  at  their  present  location.  The  Ohio  Trac- 
tor Company  has  acquired  a  new  site  in  the  south  part 
of  Marion,  and  is  making  arrangements  to  increase  its 
output. 


Only  one  company,  the  National  Brick  Company, 
of  Laprairie,  Limited,  tendered  for  the  suppl}^  of  three 
million  bricks  required  by  the  city  of  Montreal.  The 
price  was  $8.25  per  1,000  f.o.b.  cars  or  $9.50  delivered 
on  the  job.   The  Controllers  accepted  the  latter  bid. 


The  London  Concrete  Machinery  Company  have 
secured  the  contract  to  furnish  the  Chatham  Cement 
Tile  Company  with  one  10  cu.  ft.  batch  mixer  to  be 
used  in  their  tile  plant  at  Chatham. 


New  Books 

Elevators — by  John  H.  Jallings  ;  /Vmerican  Tech- 
nical Society,  Chicago,  publishers.  This  is  a  practical 
treatise  on  the  development  and  design  of  hand,  belt, 
steam,  hydraulic  and  electric  elevators,  written  l)y  an 
author  who  has  had  nearly  fifty  years  of  actual  ex- 
perience in  elevator  building  and  Avho  has  been  a  wit- 
ness of  all  the  wonderful  changes  that  have  taken  place 
rlnring  this  time,  as  well  as  a  contributor  to  the  de- 
velo])ment  of  many  of  them.  The  book  is  divided  into 
three  sections;  part  one  deals  with  hand-power  ele- 
vators, belt-power  elevators  and  worm  and  gear ;  part 
two  deals  with  steam  elevators,  and  hydraulic  elevat- 
ors ;  part  three,  motor  elevators.  As  the  available  lit- 
erature on  elevator  construction  and  design  is  very 
meagre  it  is  l)elieved  that  this  volimie  will  find  a  ])opu- 
lar  ])lace  in  the  elevator  field  and  satisfy  a  real  de- 
mand. 217  pages;  avcII  illustrated;  size  S'j  x  5j/j  ; 
honiul  in  red  cloth. 


Building  Blocks — booklet  issued  by  the  Cast  Stone 
P>lock  and  Machine  Company,  Limited.  Windsor,  Ont., 
describing  the  cast  stone  system  of  manufacturing 
granite  veneered  cement  building  blocks.  The  book- 
let is  well  illustrated  throughout  with  various  types  of 
l)lock  and  machinery  manufactured  l)v  this  conipanv. 
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Mainly  Constructional 

The  London  Concrete  Machinery  Company,  of  London, 
Ont.,  have  secured  the  contract  to  furnish  six  ^^-yard  hatch 
mixers  to  be  shipped  to  Les  Fils  dc  Jules  Wcitz,  of  Lyons, 
France. 

The  Doty  Engine  Company,  Limited,  of  Toronto,  has 
been  incorporated  with  a  capitalization  of  $100,000.  The 
company  will  carry  on  a  general  mechanical  engineering 
business. 

The  value  of  the  building  permits  issued  by  the  city  of 
London  in  February  was  $18,765,  as  compared  with  $i:!,500 
for  the  same  month  of  1915.  The  total  for  January  and  Fcli- 
ruary  was  $37,995— nearly  $13,000  more  than  for  the  same 
period  of  1915. 

Lieut.  George  T.  Evans,  architect,  Hamilton,  Ont.,  has 
gone  to  Quebec  to  qualify  for  his  commission  in  the  Army 
Service  Corps.  Lieut.  Evans  is  a  graduate  of  the  University 
of  Pennsylvania,  and  a  member  of  the  Ontario  Association 
of  .Architects.  He  has  been  practising  his  profession  for 
about  two  years. 

What  is  said  to  be  the  first  highway  for  the  exclusive 
use  of  automobiles  ever  built  was  finished  recently  between 
Tampico  and  Panuco,  Mexico,  a  distance  of  about  thirty-five 
miles.  The  highway  was  constructed  by  the  oil  companies, 
and  is  for  the  use  of  motor  trucks  and  ■automobiles  in  ex- 
tensive oil  operations  at  Panuco. 

It  is  announced  that  the  National  Construction  Com- 
pany, Limited,  the  contractors  for  the  new  Law  Courts  Build- 
ing at  Winnipeg,  have  made  an  assignment,  and  are  found 
to  have  a  deficit  of  approximately  $101,000.  A  committee 
of  creditors,  assisted  by  Mr.  C.  H.  Newton,  official  assignee, 
are  investigating  the  company's  affairs. 

A  Winnipeg  company  has  been  formed  to  open  a  granite 
quarry  in  the  district  east  of  Winnipeg  traversed  by  the 
Greater  Winnipeg  Water  District  Railway.  Former  Con- 
troller McArthur  and  A.  I^.  Mclntyre,  a  stone  worker,  are 
interested  in  the  enterprise.  It  is  said  that  the  granite  in 
the  deposit  is  equal  to  that  now  being  imported  from  Eastern 
Canada. 

Former  members  of  the  city  of  Vancouver's  engineering 
staff  who  have  joined  the  Empire's  military  forces  since  the 
war  began  are:  Private  B.  E.  Spencer,  1st  Australian  Brigade; 
Lieut.  P.  O.  Spicer,  Royal  Engineers;  Sergt.  W.  W.  Sayer, 
Canadian  Engineers  (died  at  Comox) ;  Private  W.  L.  Rail- 
ton,  67th  Battalion;  Private  H.  Whillier,  72nd  Highlanders, 
and  Private  M.  Stanbridgc,  7  3nd  Highlanders. 

Members  of  the  Legislature  paid  a  visit  to  the  limestone 
quarries  and  stone-cutting  plant  of  the  Wallace  Sandstone 
Quarries,  Limited,  near  Tyndall,  on  February  2i.  From  these 
quarries  comes  the  well-known  Tyndall  stone,  which  is  be- 
ing used  in  the  construction  of  the  new  Parliament  Buildings, 
Winnipeg.  The  party,  which  was  composed  of  thirty  mem- 
bers of  the  legislature,  several  Winnipeg  architects,  and  two 
professors  of  the  Universitj^  were  conducted  over  the  plant 
by  Messrs.  Peter  Lyall  and  A.  U.  Cote,  respectively  director 
and  manager  of  the  Wallace  Sandstone  Quarries,  Limited. 

The  city  of  Quebec  issued  thirty-six  building  permits, 
of  a  value  of  $57,030,  during  the  month  of  February.  This 
is  an  increase  over  the  same  month  of  last  year  of  $3,723. 
There  is  a  large  increase  for  the  first  two  months  of 
1916  over  the  corresponding  period  of  1915.  Last  year  from 
January  1st  to  March  1st  there  were  70  permits  issued  for 
the  sum  of  $82,203,  while  from  January  l,--t  \<<  March  1st 
of  the  present  year  63  i)crmits  have  been  given  out  to  the 
sum  of  $118,565.  While  tire  number  of  permits  arc  fewer 
this  year  so  far,  the  value  of  the  work  being  done  is  con- 
.siderably  in  excess  of  that  of  last  year. 


.\  detailed  description  of  the  Governmertt's  great  float- 
ing drydock  at  Prince  Rupert  was  given  on  March  2  by  Mr. 
Pillsbury,  of  the  engineering  staff  of  the  Grand  Trunk  Rail- 
way, and  engineer  in  charge  of  the  construction  of  the  north- 
ern dock,  before  the  members  of  the  Vancouver  Branch  of 
the  Canadian  Society  of  Civil  Engineers.  The  dock  has  a 
lifting  capacity  of  20,000  tons— about  the  tonnage  of  a  steam- 
er of  650  feet.  It  is  in  three  sections,  each- one- capable  of 
being  sunk  and  lifted  independently  for  the  accommodation 
of  smaller  vessels.  In  connection  with  it  there  is  a  very 
complete  plant,  including  light  and  power  plant,  machine 
shop,  and  shipbuilding  plant.  The  cost  of  the  whole  plant,  ' 
d(jck  and  all,  had  been  $3,600,000,  but  the  cost  of  the  dock 
and  its  accessories  was  about  $800,000. 

An  interesting  departure  from  the  ordinary  metliods  of 
home-building  is  being  introduced  into  Quebec  l)y  Mr.  V.  R. 
Lamontagne,  real  estate  broker  and  architectural  l)uilder. 
Mr.  Lamontagne  has  bought  outright,  at  a  low  figure,  a 
l)lock  of  city  land,  which  he  has  divided  into  lots  forty  feet 
wide.  Special  arrangements  have  been  made  with  regard  to 
building  material  whereby  a  substantial  reduction  in  price 
can  be  offered.  In  order  to  facilitate  the  building  up  of  this 
district,  Mr.  Lamontagne  is  prepared  to  asist  his  clients  in 
every  possible  way,  and  to  this  end  has  secured  the  services 
of  an  experienced  architectural  designer  and  construction  ex- 
pert. Artistic  appearance  is  to  be  combined  with  economical 
construction,  and  the  purchaser  of  a  lot  and  house  has  at 
his  disposal  the  best  advice  as  to  design  and  arrangement 
of  his  home,  and  obtains  all  the  most  modern  conveniences, 
every  need  being  supplied  from  one  source  at  moderate  prices. 

The  municipal  officials  of  Ladner,  B.  C,  are  considering 
the  advisability  of  inaugurating  a  new  style  of  road  con- 
struction in  the  Delta.  Recently  a  representative  of  the  Col- 
umbia Bitulithic  Paving  Company,  of  Vancouver,  made  a 
proposition  to  the  council  for  the  laying  of  a  blanket  paving 
on  a  mile  of  road  as  an  experiment.  The  roadway  which  it 
is  proposed  to  treat  with  this  material,  if  a  decision  is  arrived 
at,  is  the  main  highway  for  one  mile  from  Garvey  Road  to 
Benson  Road.  Some  of  the  councillors  are  of  the  opinion 
that  under  present  conditions  the  expense  would  be  too  heavy. 

The  efforts  of  the  Toronto-Hamilton  Highway  Commis- 
sion to  secure  a  number  of  special  privileges  for  the  new  in- 
ter-city highway,  as  embodied  in  their  bill  which  will  be  pre- 
sented to  the  Legislature  at  this  session,  are  not  acceptable 
to  the  members  of  the  York  County  Council.  At  a  meeting 
of  the  Legislative  Committee,  held  on  March  3,  in  the  County 
Municipal  offices,  Toronto,  the  members,  after  a  lengthy  dis- 
cussion, decided  to  strenuously  oppose  the  granting  of  any 
special  legislation  to  the  Toronto-Hamilton  Commission. 

The  Montreal  papers  state  that  the  city  of  Montreal  is 
saddled  with  three  million  brick  that  they  do  not  want.  A 
requisition  for  bricks  came  in  from  the  Sewer  Department, 
on  the  representation  that  there  were  none  on  hand.  The 
Board  of  Control  called  for  tenders,  and  on  March  3  last  gave 
an  order  for  three  million  brick  to  the  National  Brick  Com- 
pany. Later  it  was  discovered  that  there  was  an  uncom- 
pleted order  for  two  million  brick,  of  which  a  million  were 
available  for  immediate  delivery.  To  complicate  matters  fur- 
ther, at  a  meeting  of  the  Board  of  Control  held  on  March  6, 
Controller  Giroux  presented  a  letter  from  the  L'Islet  Brick 
Company,  which  declared  that  company's  willingness  to  fur- 
nish the  city  with  brick  at  lower  prices  than  any  other  firm 
was  charging.  The  letter  was  dated  February  26,  and  stamp- 
ed "received"  that  date.  Mr.  Giroux  wanted  to  know  why 
it  had  been  held  back  until  the  brick  contract  has  been  award- 
ed. The  Mayor  demanded  an  investigation.  Failing  to  find 
the  culprit,  the  Board  took  the  next  move,  and  asked  the 
Law  Department  to  see  if  there  was  any  way  of  cancelling 
tlie  big  contract,  or  of  reducing  it. 


Contracts  Department 


News    of  Special  Interest  to  Contractors,  Engineers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Aylmer,  Que. 

The  Town  Council  have  been  ordered 
by  the  Provincial  Board  of  Health  to 
construct  a  filtration  plant.  Estimated 
cost,  $30,000.      Clerk,  A.  Malherbe. 

Bienville,  Que. 

The  Municipality  ha^■c  had  plans  pre- 
pared for  the  construction  of  water  and 
drainage  systems  on  Wolfe  Street,  esti- 
mated to  cost  $4,000.  Engineer,  C.  Les- 
sard,  City  Engineer,  Levis. 

Hull,  Que. 

The  City  Council  have  been  instructed 
by  the  Provincial  Board  of  Health  to  in- 
stal  a  mechanical  filtration  plant,  esti- 
mated to  cost  $200,000.  "  Engineer,  J. 
P.  A.  Laforest. 

Lethbridge,  Alta. 

Work  will  start  shortly  on  the  con- 
struction of  a  sewer  to  connect  the  Duf? 
addition  sewers  with  the  disposal  plant. 
Estimated  cost,  $7,500.  Engineer,  W. 
S.  Harvey. 

London.  Ont. 

The  City  Council  propose  to  spend 
$4,000  on  the  construction  of  sanitary 
and  storm  sewers  on  Grand  Avenue,  and 
also  to  lay  a  sanitary  sewer  on  Inker- 
man  Street.     Engineer,  H.  A.  Brazier. 

Orillia,  Ont. 

The  Town  Council  are  considering  the 
installation  of  new  machinery  at  the 
sewage  pumping  station.  Engineer,  W. 
K.  Greenwood. 

Rougemont  Village,  Que. 

The  Municipal  Council  intend  to  con- 
struct cement  sidewalks,  estimated  to 
cost  $8,000.      Secretary,  A.  Ledoux. 

CONTRACTS  AWARDED 

Elmira,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  extensions  to  the  waterworks 
system  to  A.  M.  Bauman,  Floradale 
Street.  Contractor  is  now  receiving 
prices  on  iron  and  lead  piping,  brass  fit- 
tings and  pig  lead. 

Ottawa.  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  waterworks  construc- 
tion:— buildings,  Doran  &  Devlin,  104 
Sparks  ,  Street,  $.'54,000;  pipes  and  spe- 
cials, Victoria  Foundry  Company,  44 
Booth  Street,  $9,2.33;  valves.  General 
Supply  Company,  356  Sparks  Street. 
$7,(i()();  plumbing  and  heating,  A.  Guthier 
&  Company,  247  Dalhousie  Street,  $3,375. 

The  contract  for  the  supply  of  pipe 
for  the  sewer  to  be  constructed  on  Lyon 
Street  y has  been  awarded  to  T.  Sidney 
Kirby  Company,  Ottawa. 


Railroads,  Bridges  and  Wharves 

Agincourt,  Ont. 

The  Canadian  Pacific  Railway  have 
agreed  to  construct  a  bridge,  estimated 


to  cost  $15,000,  and  the  Village  Council 
will  arrange  for  new^  roads.  The  matter 
has  been  submitted  to  the  Dominion 
Railway  Board. 

Dunville,  Ont. 

The  Grand  Trunk  Railway  Company 
Ijropose  to  construct  a  siding  in  the 
spring.  Superintendent,  W.  R.  David- 
son, London. 

Edmonton,  Alta. 

The  Canadian  Northern  Railway  Com- 
pany intend  to  complete  the  St.  Paul  de 
Matis  line  by  the  end  of  June.  Parti- 
culars from  J.  McLeod  or  G.  Brown, 
McLeod  Block,  Edmonton. 

Lacombe,  Alta. 

An  effort  is  now  being  made  to  have 
the  Blind  Man  Electric  Railway  com- 
pleted. Particulars  from  W.  Puffer,  M. 
P.  P.,  Lacombe. 

London.  Ont. 

The  London  Street  Railway  contem- 
plate double-tracking  on  Dundas  Street 
E.  previous  to  the  laying  of  the  asphalt 
pavement.      Manager,  C.  B.  King. 

Port  Hope,  Ont. 

Plans  of  a  bridge  to  be  constructed 
over  the  River  at  Peter  Street  have  been 
prepared  by  Bowman  &  Connor,  31 
Queen  Street  W.,  Toronto,  for  the  Town 
Council.    Tenders  will  be  called  shortly. 

Victoria.  B.  C. 

The  City  Council  have  made  satisfac- 
tory arrangements  with  the  Railway 
Companies  and  the  Government  with  re- 
gard to  the  proposed  Johnson  Street 
liridge  and  will  submit  a  by-law  shortly. 
Clerk,  W^  J.  Dowler. 

Wainfleet,  Ont. 

The  Grand  Trunk  Railway  Company, 
Montreal,  propose  to  construct  a  pas- 
senger siding  in  the  spring.  Superin- 
tendent, W.  R.  Davidson,  London. 

CONTRACTS  AWARDED 

Renfrew  County,  Ont. 

The  County  Council  have  awarded  the 
contract  for  the  construction  of  a  bridge 
over  Indian  River  to  J.  M.  Kennedy,  R. 
R.  No.  7,  Pembroke.  Approximate  cost, 
$4,000. 


Public  Buildings,  Churches 
and  Schools 

Elmvale,  Ont. 

Tenders  on  the  erection  of  a  scliool 
for  the  Trustees  of  School  .Section  No. 
5.  Flos,  will  be  received  until  March 
3 1  St  bv  the  Secretary.  W^  J.  McGuire, 
Elmvale.  Architect.  John  Wilson,  Col- 
lingwood.      Estimated  cost,  $21,000. 

Hamilton,  Ont. 

Tlie  Board  of  Education  will  receive 
tenders  until  4  p.m..  Marcli  20th,  for  tlu' 
erection  of  an  addition  at  tlie  Robert 
r.aiid  School.      .\rchitrcl.  j.  (i.  Hutton, 


Bank  of  Hamilton  Building.  Estimated 
cost,  $30,000. 

Low  Point,  N.  S. 

Work  may  start  in  the  spring  on  tlie 
rebuilding  of  the  Roman  Catholic  church. 
Concrete  construction  may  be  used. 
Pastor,  Rev.  Father  McAulay. 

Mission,  B.  C. 

The  Municipality  propose  to  build  a 
school  at  an  approximate  cost  of  $3,000. 
Secretary,  J.  A.  Lampard,  Mission. 

Mt.  Dennis,  Ont. 

Tenders  will  be  received  until  Marcli 
20th  for  the  erection  of  a  school  for  the 
Trustees  of  School  Section  No.  28.  Arch- 
itects, S.  B.  Coon  &  Son,  Ryrie  Build- 
ing, Toronto.  Estimated  cost,  $25,000. 
Brick  construction. 

Orillia,  Ont. 

A  bj'-law  will  be  submitted  to  the 
ratepayers  on  March  29th  to  authorize 
the  raising  of  $35,000  for  the  erection  of 
a  Municipal  Building.  Town  Clerk,  C. 
E.  Grant. 

Portage  La  Prairie,  Man. 

Tenders  on  the  erection  of  a  school 
will  be  called  shortly.  Estimated  cost, 
$78,500.  y\rchitect,  F.  R.  Evans,  130 
Selkirk  Avenue,  Winnipeg. 

Quebec,  Que. 

The  IDepartment  of  Public  Work,  Ot- 
tawa, have  had  plans  prepared  for  an 
addition  to  the  Post  Office,  estijnated  to 
cost  $100,000.  Architect,  J.  P.  Ouellet,  28 
St.  Famille  Street. 

The  I-ioman  Catholic  School  Board 
are  having  plans  prepared  for  a  school  to 
be  erected  on  St.  Luc  Street.  Estimat- 
ed cost,  $10,000.  Architects,  Tanguay 
&  Lebon,  20  d'Aguillon  Street. 

Rimbey,  Alta. 

The  erection  of  a  school  is  l)eing  con- 
sidered. Secretary  to  ine  School  Dis- 
trict, William  Saunders,  Rimljey. 

St.  Antoine  De  Bienville,  Que. 

Tenders  on  interior  work  at  liie  Par- 
ish Church  will  be  called  about  1st  April. 
Architect,  P.  Levesque,  115  St.  John 
Street,  Quebe. 

St.  Edouard  De,  Frampton,  Que. 

Plans  for  an  addition  to  the  coment 
are  being  prepared  by  P.  Levesque,  115 
St.  John  Street,  Quebec. 

St.  Jean  De  Dieu,  Que. 

Tenders  will  l)e  called  about  1st  .April 
for  the  erection  of  a  church.  Estimated 
cost,  $60,000.  Architect,  P.  Levesque, 
115  St.  John  Street,  Quebec. 

Ste.  Peppetue,  Que. 

Sketch  iilans  of  an  addition  to  flic 
Parish  Church  are  l)eing  prepared  by  P. 
Pevesquc.  115  St.  John  Street.  Queliec. 

Toronto,  Ont. 

P.  H.  Finney,  79  .\dtdaide  Street  F., 
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has  prepared  plans  for  a  lodge  hall  for 
the  East  Toronto  Lodge  No.  2G3,  I.  O. 
().  I".  Estimated  cost,  ^4,000.  Erame 
and  brick  construction. 

The  Dickie  Construction  Company, 
ivvrie  Building-,  are  receiving  sub-tend- 
ers on  trades  rectuired  in  the  erection  of 
a  Home  at  Brockville,  school  at  Elmvale 
and  a  club  building  on  University  Ave- 
nue, Toronto. 

The  Separate  School  Board  have  had 
new  plans  prepared  for  the  proposed 
school  in  St.  Monica's  Parish.  Architect, 
C.  J.  Read,  30:!  Confederation  Life  Build- 
ing.    Estimated  cost,  $25,000. 

Plans  have  been  prepared  by  C.  J. 
Read,  30;5  Confederation  Life  Building, 
for  an  addition  to  St.  Peter's  School  for 
tlie  Separate  School  Board.  Estimated 
cost,  $10,000.  Tenders  will  be  called 
shortb^ 

West  Vancouver,  B.  C. 

The  Municipality  propose  to  erect  a 
school  at  an  approximate  cost  of  $4,000. 
Secretary,  J.  S.  Yates,  Hollyburn,  B.  C. 

CONTRACTS  AWARDED 

Saltfleet  Township,  Ont. 

The  Burlington  Beach  Commission 
iiave  let  the  contract  for  the  erection  of 
a  frame  school  to  Coates  &  Son,  Burling- 
ton. 

St.  Antoine  de  Pontbriand,  Que. 

The  School  Board  have  let  the  con- 
tract for  the  erection  of  a  school  ta  L. 
F'omerlcau,  Jr.,  St.  Antoine  de  Pont- 
briand. 

West  Flamboro  Township,  Ont. 

The  .general  contract  for  the  erection 
of  a  school  in  Union  School  Section  No. 
I!  has  been  let  to  M.  H.  Hewitt,  Dundas, 
Ont.  Contractor  is  recei\  ing  quotations 
in  lumber. 


Business  Buildings  and  Indus- 
trial Plants 

Aylmer,  Que. 

W.  E.  Noffkc,  Plaza  Building,  Rideau 
Street,  Ottawa,  is  preparing  plans  of  a 
toll  house  for  the  Aylmer  Road  Com- 
pany.    Concrete  and  brick  construction. 

Bathurst,  N.  B. 

W.  C.  Barnes,  Wyse  Building,  Monc- 
ton,  is  preparing  plans  for  rebuilding  the 
store  of  William  J.  Kent  &  Company, 
Ltd.     Brick  construction. 

Berlin,  Ont. 

Tiie  Regal  Auto  Company'  propose  to 
fjuild  a  factory.      Manager,  R.  Nyberg. 
is  preparing  plans    for    a    large  barn. 
Frame  construction. 

Coatsworth,  Ont. 

Levi    Coatsworth    is    considering  the 
erection  of  a  store. 
Cobden.  Ont. 

J.  McDermott,  Main  Street,  is  rebuild- 
ing his  stores,  recently  destroyed  by  fire. 
Frame  construction. 

Dalhousie,  N.  B. 

The  erection  of  a  store  is  being  con- 
sidered by  William  Hyman  &  Son.  Esti- 
mated cost,  $5,000.    Architect,  P.  B.  Troy. 

Fenelon  Falls,. Ont. 

James  Eraser  intends  to  build  three 
stores  to  replace  those  destroyed  by  tire. 
Cement  block  construction. 

Hamilton,  Ont. 

The  E.  T.  Wright  Company,  Cathcart 
Street,  propose  to  erect  an  addition  to 


their  factory  and  also  contemplate  the 
eixction  of  an  office  on  Wellington 
Street. 

Levis,  Que. 

A  numljer  of  changes  have  been  made 
in  the  plans  of  the  proposed  station  for 
the  Intercolonial  Railway  Company,  and 
the  contract  will  not  be  let  until  the 
summer.  Architects,  Ross  &  McDon- 
ald, 1  Belmont  Street,  Montreal. 

London,  Ont. 

Watt  &  Blackwell.  Bank  of  Toronto 
Building,  are  preparing  plans  for  an 
arena  to  be  erected  on  Richmond  Street 
N.  at  an  approximate  cost  of  $50,000. 
Reinforced  concrete  construction. 

The  Grand  Trunk  I^ailwa}'  Company 
propose  to  build  coal  chutes,  estimated 
to  cost  $25,000.  Steel  and  concrete  con- 
struction. Particulars  from  John  E. 
Dalrymple,  Head  Offices  of  the  Com- 
pany, Montreal. 

McBride  &  Gilbert,  Edge  Block,  are 
preparing  plans  of  a  club  house  to  be 
built  on  St.  George  Street  for  C.  S.  Hy- 
man &  Company.  Estimated  cost,  $10,000. 
Construction,  reinforced  concrete,  hol- 
low tile  and  brick. 

The  International  Harvester  Comjjany 
have  had  plans  prepared  for  a  warehouse 
to  be  built  on  York  Street,  at  an  ap- 
proximate cost  of  $75,000.  Work  may 
l^roceed  this  year.  Manager,  S.  Mc- 
Convrey. 

Loretteville,  Que. 

I'.  Ivenaud  contemplates  the  erection 
of  a  store.  An  existing  building  on  the 
site  will  be  demolished. 

Merlin.  Ont. 

Z.  Sales  will  have  plans  prepared  at 
once  for  a  blacksmith  shop  and  carriage 
factory,  estimated  to  cost  $3,500. 

Montreal,  Que. 

Plans  have  been  prepared  for  a  bank 
antl  residence  to  be  erected  at  Mt.  Royal 
and  Delorimier  Streets  for  the  Banque 
d'Hochelaga,  St.  James  Street.  Archi- 
tect, L.  A.  Amos,  78  Crescent  Street. 
Estimated  cost,  $4,000. 

Nootka.  B.  C. 

W.  R.  Lord,  Tenth  Street  W.,  Van- 
couver, proposes  to  build  a  cannery. 

Ottawa.  Ont. 

The  projected  addition  to  a  warehouse 
on  Slater  Street  for  the  Henry  Bate 
Realty  Company  will  be  erected  by  day 
labor.  Concrete  block  construction. 
Estimated  cost,  $8,000.  Architect,  W. 
E.  Nofifke,  Plaza  Building,  Rideau  Street. 

James  and  Frank  Wilson,  8  Allan 
Place,  have  commenced  the  erection  of 
stores  and  a  residence,  estimated  to  cost 
$6,000.  Prices  are  being  received  on 
the  smaller  trades. 

Port  Arthur,  Ont. 

Work  hs  been  started  on  the  erection 
of  an  addition  to  an  elevator  for  David- 
son &  Smith  Elevator  Company  under 
the  supervision  of  D.  F.  Fegles,  c|o  Bar- 
nett  &  McQueen,  Christina  Street,  Fort 
William.     Estimated  cost,  $350,000. 

Prince  Albert,  Sask. 

The  Codville  Company,  Ltd.,  First  and 
24th  Streets,  Saskatoon,  are  considering 
the  erection  of  a  large  store.  Manager, 
K.  Sinclair. 

Quebec,  Que. 

The  St.  Lawrence  Paper  Bag  Com- 
pany, 103  Marguerite  Street,  contem- 
plate the  erection  of  stores,  estimated  to 


cost  $6,000.  Architect,  J.  P.  Ouellet,  28 
.St.  ]'"amille  Street. 

Ruthven,  Ont. 

Holly  Fox  conteniplates  the  erection  of 
a  garage  and  will  have  jjlans  prepared. 

Shawenegan  Falls,  Que. 

The  Canada  Carljide  Company,  Ltd., 
propose  to  construction  an  addition  to 
their  plant  in  order  to  double  the  capa- 
city. 

Sparta,  Ont. 

Work  is  about  to  start  on  the  erec- 
tion of  two  dairy  barns  for  John  Rund'.e, 
Sparta  I^oad,  under  the  supervision  of 
Charles  Cloes.  Frame  construction. 
Estimated  cost,  $7,000, 

Tilbury,  Ont. 

Bedard  Bros,  liave  purchased  a  site  for 
a  store  and  will  have  plans  prepared. 
White  brick  construction.  Estimated 
cost,  $5,000. 

Toronto,  Ont. 

I'lans  have  been  prepared  for  a  stable 
and  wagon  house  to  be  erected  at  the 
Island  Incinerator  for  the  Board  of 
Control. 

Plans  will  be  prepared  by  P.  H.  Finney 
79  Adelaide  Street  E.,  for  three  stores 
and  apartments  to  be  built  on  Danforth 
Avenue  by  G.  N.  Ferrier,  302  Danforth 
Avenue.  Estimated  cost,  $10,000.  Brick 
construction. 

Maurice  Thaler,  :!50  e'olkgc  Street, 
will  probably  be  in  the  market  shortly 
for  seats,  generators  and  machines  for  a 
picture  theatre. 

The  current  estimates  of  tlie  Property 
Department  include  $14,000  for  an  addi- 
tion to  the  Civic  Abattoir,  including  two 
boilers, 

A.  W.  Wolfe,  163  Adelaide  Street  W., 
proposes  to  build  a  warehouse  at  Spadina 
Avenue  and  Wellington  Street,  estimated 
to  cost  $50,000.  Brick  and  mill  construc- 
tion. 

Tenders  will  be  called  shortly  for  ad- 
ditions to  the  premises  of  L.  Yolles,  379 
Queen  Street  W.  Architect,  H.  S.  Kap- 
lan, 75  Macdonell  Avenue.  Brick  con- 
struction. 

B.  Brown,  217  Queen  Street  W.,  is  re- 
ceiving tenders  on  the  erection  of  an 
addition  to  a  store  for  Charles  Lauder 
Company,  99  Ontario  Street.  Brick  con- 
struction. 

Turin.  Ont. 

Peter  McAlpine  proposes  to  erect  a 
Ijarn  in  the  spring. 

Wingham,  Ont. 

C.  E.  Lepard  will  call  for  tenders  about 
the  1st  April  for  remodelling  the  hotel. 
Work  will  include  cement  walls  and 
roofing,  and  is  estimated  to  cost  $4,000. 

A,  M,  Crawford  will  receive  tenders 
until  March  27th  for  the  erection  of  a 
garage  and  sales  room,  estimated  to  cost 
between  $5,000  and  $7,000,  Arciiitect  D 
C.  Smith. 

Winnipeg,  Man. 

P.  M.  Clemens,  498  Maryland  Street,  is 
preparing  plans  for  a  hall  and  office 
building  to  be  erected  for  the  Royal 
Templars  Hall  Companv.  Estimated 
cost  $10,000. 

CONTRACTS  AWARDED 

Aylmer  Que. 

The  general  contract  for  the  erection 
of  a  .garage  and  alterations  to  a  residence 
for  A.  Fournicr,  323  Wellington  Street, 
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lias  been  awarded  to  E.  W'entzleff,  249 
McKay  Street,  Ottawa.  Brick  and  con- 
crete construction.  Approximate  cost, 
$6,000. 

Brantford,  Ont. 

Work  will  start  shortlj-  on  the  erection 
of  a  storage  building  for  tjie  American 
Kadiator  Company,  Ltd.,  South  Market 
Street.  The  greater  part  of  the  work 
has  been  let  to  P.  H.  Secord  &  Sons, 
Ltd.,  133  Nelson  Street.  Estimated  cost, 
.$10,000.     Brick'  and  mill  construction. 

Chatham,  Ont. 

The  contract  for  plumbin.n"  in  connec- 
tion with  tlie  stores  which  arc  Ijeing  built 
for  Fred  Bates,  William  Street,  has  l^een 
awarded  to  Robert  Mitchell,  b'ourth 
Street. 

Copper  CUff,  Ont. 

The  Canadian  Copper  Company,  Cop- 
per Cliff,  have  let  the  general  contract 
for  the  construction  of  a  store  and  a 
large  number  of  lodging  houses  to  J.  B. 
Laberge  &  Son,  Sudbury.  Work  has 
been  started. 

Lindsay,  Ont. 

F.  R.  Wilford  &  Company,  Ltd.,  have 
prepared  plans  for  an  addition  to  their 
factory  on  Kent  Street  and  have  let  the 
general  contract  to  Reese  Williams,  Wil- 
liam Street.      Brick  construction. 

Montreal,  Que. 

L.  Lebel,  Sault  au  Recollect,  has  com- 
menced the  erection  of  a  residence  and 
store  for  L.  D.  Gagnon,  6400  Lajeunesse 
Street.  Estimated  cost,  $.5, .500.  Brick 
construction. 

The  general  contract  for  the  erection 
of  a  store  and  residence  for  I'ierre  Duch- 
arme,  6404  Lajeunesse  Street,  has  l^een 
awarded  to  L.  Lebel,  Sault  au  Recollect. 
Brick  construction.  Approximate  cost, 
$5,000. 

In  connection  with  the  construction  of 
a  steam  plant  for  the  Montreal  Tram- 
ways Company,  78  Craig  Street  W.,  the 
contract  for  steel  has  been  awarded  to 
the  Dominion  Bridge  Company,  Ltd., 
Lachine. 

Ottawa.  Ont. 

Bonnell  Bros.,  Slater  Street,  have  let 
the  general  contract  for  alteration  to 
their  store  front  to  R.  E.  McKinstrey,  9i 
Second  Avenue. 

The  general  contract  for  alterations  to 
a  store  for  Robert  Kennedy,  331  Sparks 
Street,  has  been  awarded  to  P.  J.  Elle- 
ment,  624  Cooper  Street.  Estimated 
cost,  $4,000. 

The  following  contracts  have  been  let 
for  alterations  to  a  store  for  The  Two 
Macs,  Ltd.,  Bank  and  Sparks  Streets: — ■ 
carpentry,  Garnet  Douglas,  ;!82  Waver- 
ley  Street;  copper  front  and  lead  work. 
McFarlane  &  Douglas,  250  Slater  Street; 
glass  work.  Colonial  Art  Glass  C(imi>any, 
H40  Bank  Street;  metal  ceilings,  R.  J. 
Cameron,  488  Lewis  Street. 

Peterborough,  Ont. 

'J  he  general  contract  for  the  erection 
of  an  addition  to  the  factory  of  the  Bon- 
ner-Worth Comi^any  has  been  awarded 
to  William  Langford,  Water  Street.  Esti- 
mated cost,  $8,000.  P,rick  and  mill  con- 
struction. 

In  connection  with  the  aihliti'iii  tn  tlie 
premises  of  tlie  Auburn  Woollen  Mills, 
River  Road,  the  contract  for  the  installa- 
tion of  a  high  pressure  steam  healing 
system  has  been  let  to  R.  G.  Sturgcmi  iS.- 
('nmi)any,  Charhidc  .Sireil. 


Toronto,  Ont. 

The  proposed  bank  at  Vaughan  Road 
and  St.  Clair  Avenue  for  the  Canadian 
Bank  of  Commerce  will  be  built  by  the 
Dominion  Realty  Company,  34  King 
Street  ^V.,  who  are  also  preparing  the 
plans.  Estimated  cost,  $20,000.  Steel 
and  brick  construction. 

Westboro,  Ont. 

J.  Hamilton  has  commenced  the  erec- 
tion of  a  store  and  residence  on  Rich- 
mond Road,  and  has  let  the  masonry  to 
Beattie  &  Davidson,  Renfrew  Avenue, 
Ottawa.  Estimated  cost,  $4,000.  Brick 
veneer  construction. 

Windsor,  Ont. 

The  contract  for  roofing  retiuired  in 
connection  with  the  plant  which  is  being- 
constructed  for  the  Curtis  Company, 
Chatham  Street  \\'.,  has  been  let  to 
^\'elsh  Bros.,  40  Sandwich  Street  \V. 

Winnipeg,  Man. 

The  general  contract  for  the  erection  ' 
of  a  warehouse  at  llargrave  Street  and 
Graham  Avenue  for  the  T.  Eaton  Com- 
pan}^  has  been  let  to  Carter-Halls-Ald- 
mger  Company,  1010  Union  Bank  Build- 
ing.    Estimated  cost,  $300,000. 


Residences 

Aylmer,  Ont. 

Clarence  M.  Smith,  clo  Milan  Powers, 
proposes  to  build  a  number  of  residences 
on  Spruce  and  John  Streets  this  summer, 
and  will  prepare  plans. 

Charlottetown,  P.  E.  I. 

Chappcll  &  Hunter,  Des  Brisay  Block, 
are  preparing  plans  for  a  residence  to  be 
built  on  Nortli  Ri\'er  Road  for  A.  E. 
Duff,  Great  George  Street.  Estimated 
cost.  $9,000.      Frame  construction. 

Chatham,  Ont  . 

Work  will  commence  very  shortly  on 
the  reljuilding  of  the  residences  of  Abram 
and  John  Turner.  Particulars  from  liav- 
\cy  Armstrong,  Sixth  Street. 

Dalhousie,  N.  B. 

Earl  Annett  proposes  to  erect  a  bun- 
galow this  summer  and  has  had  plans 
]jrepared  by  P.  B.  Troy. 

P.  B.  Troy  has  prepared  plans  of  a  re- 
sidence for  Mrs.  Troy.  Estimated  cost, 
$5,000. 

Hamilton,  Ont. 

J.  A.  Amies,  I'ederal  Life  Building,  is 
preparing  plans  for  a  residence  tf)  be 
erected  for  T.  S.  Orr,  Main  Street.  Esti- 
mated cost,  $13,000. 

Kingston,  Ont. 

William  Newlands  &  Son,  358  Bagot 
Street,  are  preparing  iilans  of  an  apart- 
ment house  for  James  Elder,  207  William 
Street. 

Kingsville,  Ont. 

W.  T.  Conklin  ijro|)oses  to  alter  a  re- 
sidence into  a  two  storey  bungalow. 

London.  Ont. 

J.  ]''.  Orme,  175  James  Street,  has  plans 
])repared  for  a  number  of  residences  to  be 
Iniilt  on  Hydro  .Street,  at  an  estimated 
cost  of  $10,000,  and  is  also  considering 
the  erection  of  several  residences  in  the 
North  V.u<\  of  the  City. 

I,oretteville,  Que. 

Tlie  erection  of  a  residence  on  llamel 
.StriH't  is  conteniplal<.'d  by  I.  Linteau. 

Montreal,  Que. 

A.   (ioudieau,    155  Jolielte  SliHH't,  has 


commenced  the  erection  of  four  l^ats  on 
Chanibly  Street,  estimated  to  cost  $3,000. 
Brick  construction. 

Ottawa.  Ont. 

Donald  L.  Campbell,  6  Driveway  West, 
lias  prepared  plans  of  a  residence,  esti- 
mated to  cost  $6,000.  Stucco  and  double 
brick  veneer  construction. 

Parry  Sound,  Ont. 

George  White,  Bowes  Street,  proposes 
to  build  four  residences  in  the  spring. 
Frame  construction. 

Peterborough,  Ont. 

William  Blackwell,  Water  Street,  is 
preparing  plans  for  a  residence  to  be 
built  at  454  Weller  Street  for  Dyson 
\Vorth,  476  Cedar  Street.  Estimated 
cost,  $5,000.    Brick  construction. 

Port  Credit,  Ont. 

W.  G.  Hunt,  17  Queen  Street  E.,  Tor- 
onto, is  preparing  plans  of  a  residence, 
and  will  call  for  tenders  very  shortly. 

Quebec,  Que. 

Work  has  been  started  on  the  erection 
of  an  addition  to  a  residence  at  Durocher 
and  Ste.  Therese  Streets  for  P.  D.  St. 
Michel,  29  Sous  le  Fort  Street.  Frame 
and  brick  construction.  Approximate 
cost,  $3,000. 

Riverside.  N.  B. 

Leonard  Heans,  84  Germain  Street,  is 
preparing  plans  of  a  residence  for  R.  W. 
Roach,  c|o  Brock  &  Patterson,  King 
Street,  St.  John.  Estimated  cost,  $5,000. 
Cimcrete  block  construction. 

Rougemont  Village,  Que. 

J.  B.  Blanchard  proposes  to  build  a  re- 
sidence, at  an  approximate  cost  of  $3,000. 

.\  residence  will  be  erected  by  D. 
Malo,  at  a  napproximate  cost  of  $4,000. 

Sarnia.  Ont. 

R.  W.  Fawcett,  152  Essex  Street,  is 
preparing  plans  for  a  residence  for  John 
Dawson.  Postmaster.  Estimated  cost, 
$3,400. 

St.  John,  N.  B. 

E.  J.  Fleetwood,  111  Carrnertlien 
Street,  contempltes  the  erection  of  a  re- 
sidence, estimated  to  cost  $4,000.  Plans 
will  probably  be  drawn  by  F.  Neil  Bro- 
die,  42  Princess  Street.  Brick  construc- 
tion. 

Toronto.  Ont. 

Plans  have  Ijcen  drawn  for  a  pair  of 
residences  to  be  erected  on  Donlands 
Avenue  by  L.  H.  Lankin,  124  Hampton 
Avenue.  Estimated  cost,  $3,000.  Rough- 
cast and  brick  construction. 

Tenders  are  now  being  received  on  all 
trades  except  painting  required  in  altera- 
tions and  additions  to  a  residence  for 
Mrs.  S.  Davies,  560  Spadina  Avenue. 

J.  H.  Bone,  18  Toronto  Street,  is  re- 
ceivin.g  tenders  on  the  erection  of  a  re- 
sidence, estimated  to  cost  $5,000.  Arch- 
itect, W.  G.  Hunt,  17  Queen  Street  E. 
Tapestrj'  brick  construction. 

Walkerville,  Ont. 

Plans  of  a  residence  to  be  built  on  Kil- 
dare  Road  for  F.  E.  Allum,  Detroit, 
Midi.,  are  bein.g  prepared  by  Williams 
liros.,  Detroit.     .Stucco  construction. 

Westboro.  Ont. 

.\  Gather,  Royal  Avenue,  is  buikUng  a 
residence,  estimated  to  cost  .$3,000.  Brick 
veneer  construction. 
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Whitby,  Ont. 

Plans  will  be  prepared  by.  P.  11.  Fin- 
ney, 70  Adelaide  Street  E.,  Toronto,  for 
a  residence  to  be  l)uilt  for  U.  Tliompson, 
Whitby.  Estimated  cost,  .'f;."),()()l).  Brick 
construction. 

Tender.s  will  be  recei\cd  until  Marcli 
L'.'Jnd  for  the  erection  of  a  residence  for 
Koliert  Hutchison,  Public  School  Inspec- 
tor. Architects,  Barber  &  'Tilley,  Temple 
lluildins",  Brantford.  J'".stimated  cost 
.$(;,()()n. 

Winnipeg,  Man. 

William  Bruce,  1280  Wolseley  Avenue, 
lias  i^repared  plans  for  a  residence  to  be 
built  for  David  Wark  &  Sou.,  70'J  Merch- 
ants Bank  Building'.  Estimated  cost, 
,'i;(i,()O0. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  L.  D.  Chapin.  :!7  Wel- 
lington Street,  has  been  awarded  to  Na- 
thaniel Kew,  97  Erie  Avenue,  and.  the 
heating  and  plumbing  to  j\.  H.  Ballan- 
tyne,  347  King  Street.  Approximate 
cost,  $8,300. 

London,  Ont. 

A  contract  has  been  let  to  .J.  E.  Orme, 
175  St.  James  Street,  for  the  erection  of 
a  residence  on  Oxford  Street,  estimated 
to  cost  $5,000.  Red  pressed  brick  con- 
struction. 

Niagara  Falls,  Ont. 

The  .general  contract  for  the  erection 
of  a  residence  for  Mrs.  C.  \\'.  Brown,  .'ils 
Bridge  Street,  has  been  awarded  to  Field 
Bros.,  80  Third  Street.  Brick  construc- 
tion. 

Ottawa.  Ont. 

Leon  Petregorskj',  87  Goulljourne  Ave- 
nue, has  commenced  the  erection  of 
apartments  at  Laurier  and  King  Streets, 
and  has  let  the  roofing  to  John  Carno- 
chan,  151  Fifth  Avenue,  and  the  heating 
and  plumbing  to  Coldrey  &  Chapman, 
;'>30  Rideau  Street. 

Quebec,  Que. 

E.  Bertrand,  288  Third  Avenue,  Limoi- 
lou,  has  commenced  the  erection  of  a  re- 
sidence, estimated  to  cost  $5,000,  and 
has  let  the  contract  for  masonry  to  J.  B. 
Verret  &  Son,  Limoilou.  Brick  con- 
struction. 

Strathroy,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  R.  Alexander  has 
i)een  let  to  W.  Hartford.  Estimated  cost 
$8,000.  Architects,  Watt  &  Blackwell, 
Bank  of  Toronto  Buildin.g,  London. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
contracts  for  the  installation  of  sanitary 
conveniences  in  a  number  of  residences 
to  F.  R.  Maxwell,  367  Queen  Street  W., 
and  to  Sheppard  &  Abbott,  78  Harbord 
Street. 

Westboro,  Ont. 

J.  Hamilton  has  commenced  the  erec- 
tion of  a  residence,  and  has  let  the 
masonry  to  Beattie  &  Davidson,  Ren- 
frew Avenue,  Ottawa.  Estimated  cost, 
$3,800.     Brick  veneer  construction. 

Power  Plants,  Electricity  and 
Telephones 

Alvinston,  Ont. 

The  Town    Council    are  considerin.g 


the  installation  oi  a  jijdro  electric  sys- 
tem.   Clerk,  Jolm  Irving. 

Bedford  Mills,  Ont. 

The  Bedford  Mills  Electric  Company, 
Xewboro,  Ont.,  contemplate  the  installa- 
tion of  a  60-k.w.  dynamo,  connected  to 
water  wheel,  with  transformers  and  all 
other  ecpiipment.  Estimated  cost, 
$6,000.    Manager,  i\.  P.  Tett. 

Calgary,  Alta. 

'1  he  City  Council  have  let  the  contract 
for  the  supply  of  switch  i)oard  equipmeul 
to  the  Canadian  Westinghouse  Com- 
pany, Hamilton,  (Jut.,  at  $9,773. 

Mt.  Forest.  Ont. 

The  Mt.  Forest,  Wellington  &  Grey 
Telephone  Company  propose  to  extend 
their  lines  to  Gleneden  from  Pike  I^ake. 
Manager,  J.  Corly,  Mt.  Poorest. 

South  Woodslee,  Ont. 

The  Rochester  Telephone  Company  in- 
tend to  construct  a  line  between  I'leas- 
ant  Park  and  Belle  River.  Secretary, 
Oscar  Ray,  clo  the  Company,  Belle 
River,  Ont. 

St.  Thomas,  Ont. 

The  City  Council  intend  to  secure  es- 
timates on  transformers.  Clerk,  W.  B. 
Doherty. 


Fires 

Ashburn,  Ont. 

Residence,  owned  by  F.  Varcoe,  com- 
|)letely  destroyed. 

Beauport,  Que. 

Residence  of  Jean  I'aptiste  Giroux 
totally  destroyed. 

Cobden,  Ont. 

Residence  of  D.  Tufify,  Main  Street. 
Loss  $3,500.  Previously  reported  under 
Ottawa. 

Fairbank,  Ont. 

Jvesidencc  of  Thomas  Whitehead,  1-t 
Stratton  Avenue.      Loss,  $3,000. 

Ford,  Ont. 

Boarding  house  owned  liy  Samuel 
Tisner.      I^oss,  about  $5,000. 

Fort  William,  Ont. 

Elevator  of  the  Grain  Growers  Grain 
Company,  Hardisty  Street,  completely 
destroyed.      Loss,  $60,000. 

Gait,  Ont. 

Imperial  Hotel,  owned  by  J.  A.  Mac- 
donald,  damaged  to  extent  of  aliout 
$35,000. 

Goderich,  Ont. 

Planing  mill  of  the  Buchanan  Planin.g 
Mills  Company.  Damage  estimated  at 
$6,000. 

Hamilton.  Ont. 

Stores  on  St.  James  Street  N.,  owned 
by  T.  H.  Gould.      Loss,  $3,000. 

Markham,  Ont. 

Agricultural  buildings  at  I'air  Grounds 
and  Skating  i\ink  completely  destroyed. 
Loss,  afiout  $15,000. 

Melita,  Man. 

Canadian  Pacific  Railway  Company's 
station  completely  destroyed. 

Moose  Jaw,  Sask. 

Packing  plant  of  the  Gordon  Ironside 
&  Fares  Companj',  Ltd.,  Lilloct  Street 
Loss,  $50,000. 


Ottawa,  Ont. 

Planin.g-  mill,  owned  by  Alderic  Cliar- 
pentier,  141  Main  .Street,  (Ottawa  East. 
J  )amage,  $3,000. 

Oxford.  N.  S. 

i'.usiness  block,  owned  by  J.  R.  Gil- 
ro\-,  totally-  destroyed. 

Quyon,  Que. 

Hotel  owned  Ijy  J.  La\ioIette  and  re- 
sidences of  \V.  McLean  and  Arthur 
Jveeder.    Total  loss  about  $10,(100. 

Renforth,  N.B. 

Residence  of  James  Gritfiihs,  c|o  Man- 
chester I'toljertson  Allison  Ltd.,  King- 
Street,  St.  John,  X.  B.      Loss,  $5,000. 

Renfrew,  Ont. 

Still  house  and  machinery  owned  by 
OT^iriens  Ltd.,  completely  destroyed. 

Rodney,  Ont. 

Residence  of  Benjamin  Miller  totally 
destroyed.  Owner  is  considering  re- 
liuildin.g. 

St.  Camille,  Que. 

Sawmill,  owned  by  Gaudias  Maurice. 
Loss,  $3,000. 

St.  John,  N.B. 

Wareh  ouse  of  Dearborn  &  Comininy. 
Ltd.      Loss,  about  $35,000. 

Trenton,  Ont. 

Garage  owned  by  Graydon  &  Clegg. 
Estimated  loss,  $10,000. 

Welland,  Ont. 

I'"urniture  factory  of  the  Jeffries  hurni- 
ture  Company  completely  destroyed. 
Loss,  $4,800.  Company  will  rclmihi  as 
soon  as  possible. 

Westmount,  Que. 

Stables,  owned  l)y  D.  Harrison,  Prince 

Albert  Street.  Loss,  $5,000.  Owner 
will  rebuild. 


Miscellaneous 

Burlington,  Ont. 

The  Town  Council  will  shortly  sub- 
mit a  by-law  to  authorize  tiie  expendi- 
ture of  $3,500  on  fire  equipment.  Clerk, 
James  S.  .'Mien. 

Calgary,  Alta. 

P'ire  Chief  Smart  has  recommended 
the  inirchase  of  5,000  feet  of  fire  hose 
immediately.      City  Clerk,  J.  M.  Miller. 

Lethbridge,  Alta. 

The  City  Council  propose  to  purchase 
a  motor-driven  pumji  for  pressure-rais- 
ing purposes.  Estimated  cost,  $4,000. 
Clerk,  W.  A.  Stevens. 

Listowel,  Ont. 

Nathan  Calder  proposes  to  instal 
equipment  at  his  planing  mill,  to  be  op- 
erated by  hydro  power. 

London,  Ont. 

The  Department  of  Militia  &  Defence 
l)ropose  to  enlarge  the  rifle  ranges  in 
the  spring,  at  an  approximate  cost  of 
$10,000.     Timber  and  steel  construction. 

Ottawa,  Ont. 

The  lioard  of  Control  will  receive 
tenders  until  March  28th  on  the  supply 
of  two  motor-driven  dushers.  Specih- 
cations  at  office  of  the  Engineer,  F.  C. 
Askwith. 

Toronto,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  March  26th  for  the  supply 
of  treated   wood    blocks    and  crushed 
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stone.  Specifications  at  Room  City 
Hall. 

Victoria,  B.  C. 

J.  E.  (iritYith,  Deputj'  Minister  of  Pub- 
lic ^\'orks,  \'ictoria.  will  receive  tenders 
until  noon,  March  ;nst,  on  the  supply- of 
()T.)  school  desks.  Specihcations  at  the 
Department.  , 

Windsor,  Ont. 

A  by-law  has  been  carried  authorizing 
the  purchase  of  a  tractor  and  two  service 
trucks  for  the  Fire  Department.  Esti- 
mated cost,  $1."),000.  City  Clerk,  S.  Lus- 
ted. 

CONTRACTS  AWARDED 

Montreal,  Que. 

The  City  Council  have  awarded  a  con- 
tract for  the  supply  of  about  3,000,000 
Ijrick  for  sewer  work  to  the  National 
ISrick  Company  of  f^aprairie,  Victori;i 
.Sciuare,  Montreal. 

Peterborough,  Ont. 

Tile  contract  for  supply  of  cement  has 
been  awarded  liy  the  City  Council  to  the 
I  V'terborough  Hardware  Company, 
(iecirnc  .Street,  and  for  sewer  pipe  to  R. 
1  licks  &  Company,  Murray  Street. 

Pointe  Aux  Trembles,  Que. 

The  Imperial  ()il  Company  have  let  a 
contract  for  the  supply  of  about 
:i. 000,000  brick  to  the  National  Brick 
Comp/any  of  Laprairie,  Victoria  Scpiare, 
Montreal. 


Subsurface  Land  Slip  Causes  Building 
Collapse  at  Baltimore 

A  subsurface  earth  movement  in 
connection  with  nearby  dredging 
l)rought  about  the  settlement  of  a  large 
area  of  ground  and  the  collapse  of  a 


stock  shed  of  the  American  Agricultural 
Chemical  Company  in  the  Canton  pier 
district.  Baltimore.  Dredging  was  in 
progress  at  the  time  in  preparation  for 
the  erection  of  a  new  coal  pier  for  the 
Pennsylvania  Railroad. 

The  stock  shed  faces  on  Clinton  Street, 
and  runs  back  about  300  ft.  to  a  bulkhead 
near  the  pier  head  line  of  the  harbor.  It 
is  one  of  a  group  of  light  timber  sheds, 
consisting  of  a  series  of  open  bays  with 
about  30  ft.  between  rows  of  timber 
columns,  which  rest  on  concrete  ped- 
estals. The  shed  floor  is  paved  with  a 
l)ituminous  concrete. 

The  level  of  the  shed  floor  was  about 
11  ft.  above  mean  tide.  On  the  side 
where  the  settlement  occurred,  there  was 
originalli^  a  plot  of  open  land,  several 
hundred  feet  wide,  and  extending  from 
the  l)ulkhead  to  the  street;  that  is,  cov- 
ering the  inshore  end  of  the  new  coal 
l)ier  site.  The  specihcations  required 
that  the  site  be  excavated  to  a  3.5-ft.  depth 
in  the  slip  at  the  side  of  the  pier,  it  being 
planned  to  leave  the  excavated  bunk  on 
a  slope  of  about  l!/2  to  1  without  bulk- 
heading,  since  adjacent  cuts  in  the  local 
strata  of  sandy  clay,  hard  sand  and  iron 
stood  almost  vertically,  and  other  slopes 
within  500  ft.  had  stood  up  for  years, 
'file  shoulder  of  the  slope  was  fixed 
about  15  ft.  outside  the  line  of  the  chem- 
ical stock  shed,  which  rought  its  toe 
about  75  ft.  away. 

The  dredges  had  been  working  in  the 
pier  slip  prior  to  the  settlement,  princi- 
pallly  beyond  the  toe  of  the  slope,  but, 
shortly  beforehand,  one  of  them  had  been 
trimming  the  slope  at  a  depth  of  aout 
16  feet.  About  three  or  four  weeks  be- 
fore the  collapse  of  the  building  a  crack 
was  noticed  in  the  floor  of  the  shed.  No 


special  significance  was  attached  to  this, 
since  it  was  from  30  to  60  ft.  back 
from  the  shouldere  line  of  the  dredging 
and  nearly  300  ft.  from  the  harbor  bulk- 
head. The  crack  widened  somewhat  as 
the  work  progressed,  and  some  settle- 
ment occurred.  Several  shed  columns 
were  shimmed  up,  but  it  was  taken  to 
e  only  a  small  local  settlement  which 
could  be  adjusted  after  the  dredging  was 
completed. 

On  Feruary  2  an  area  of  the  shed 
flood,  60  ft.  wide  by  about  200  ft.  long, 
dropped  to  a  maximum  depth  of  8  ft., 
taking  the  building  with  it.  The  greater 
depth  was  on  a  sheer  perpendicular 
cleavage  along  the  line  most  remote  from 
tlie  water.  The  slope  was  thence  up- 
ward to  the  original  ground  level  near  the 
outer  line  of  tlie  shed.  z\  tonnage  of 
land  at  original  level,  tapering  from  15 
f(.  wi(h'  at  its  inshore  end  to  nothing  at 
its  outshore  end,  remained  undisturbed 
lictween  the  sunken  area  and  the  pier  site, 
leaving  the  shoulder  of  the  excavation 
l^ractically  intact  for  a  distance  of  al)out 
50  ft.  from  the  harljor  bulkhead,  where 
it  had  also  sunk  under  water.  The  sunken 
area  was  tlien  landlocked  for  a  distance 
of  150  ft.  There  was  apparently  a  move- 
ment from  lieneath  the  area  of  the  shed 
diagonally  out  toward  the  harbor.  It  is 
thought  this  was  due  to  the  gradu-'" 
l)leeding  of  a  large  pocket  of  sand, 
though  most  of  the  material  taken  out  by 
the  dredges  had  been  noted  to  be  clayey, 
with  no  undue  amount  of  loose  sand. 

The  situation  will  be  met  by  driving 
sheet  piling  along  the  inland  line  of  the 
break  to  check  any  further  tendency  to- 
ward movement,  then  bulkheading  the 
slip  after  dredging,  and  finally  filling 
back  of  the  bulkhead. 


Sold  separately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering",  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles,  254  pages,  G  x  9,  SS 

illus.,  $3.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  (u:>  pages, 

C  X  9,  412  illus.,  34  plates,  .$5.00  net,  postpaid. 

Vol.  Ill — Bridges  and  Culverts,  688  pages,  G  x  9,  over 
600  illus.,  41  plates,  $5.00  net,  postpaid. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 


THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  **Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices* 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Tenders  are  invited  for  the  erection  of  a  lirick 
N'eneer  Scliool  House  on  the  Town  Line  of  Moore 
.■ii>(l  Somlira.  Lambton  County.  Plans  and  speci- 
fications can  be  seen  at  tlie  house  of  F.  K.  John- 
son,  Secrttary  lreasmer,  or  C  O'Connors,  Chair- 
man uf  the  Scliool  Hoard,  liickford.  Tenders  1o 
he  opened   March   L>(nh,  1910. 

■|"lie  lowest  or  any  tender  not  necessarily  ac- 
cepts. ■  O-ll 


Concrete  Bridge 


Sealed  tenders  will  be  received  Edward 
fiainer,  Towi.ship  Clerk,  Arthur,  or  by  the  \m- 
dersigned  u|  to  Monday.  March  27,  for  the  con- 
struction of  a  70  ft.  Concrete  Arch  Truss  Bridge 
on  the  10th  Con.  of  Peel. 

For  plans  and  other  information,  apply  to 
r.OWMAN  &  CONNOR. 

31  Oueen  St.  \V.,  Toronto. 

11-U 


Concrete  Bridge 


.Sealed  tenders  will  be  received  by  J.  W.  Santl- 
ers,  Town  Clerk,  Port  Hope,  or  by  tlie  under- 
signed up  to  noon  on  Saturday,  March  25,  for  the 
construction  of  a  71  ft.  concrete  arch  super- 
structure on  Peter  St.,  Port  Hope.  For  plans 
and  other  information  appiv  to  Mr.  .Sanders  or 
to 

BOWMAN  &  CONNOR 

.•51  Oueen  St.  W.,  Toronto. 
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TOWN  OF  BARRIE 


Tenders  for  Road  Oil 


Sealed  tenders,  addressed  to  the  luidersigned, 
will  be  received  until  Thursday,  March  30th.  for 
the  supply  of  Road  Oil  for  the  year  1916. 

J.  S.  LAING, 
Town  Engineer. 
Barrie,  Mar.  6tb,  191G.  10-11 


NOTICE 


Tenders  Wanted 


SEAT. EI)  TENDERS  will  be  received,  by  the 
undersigned,  up  to  4  o'clock  P.  M.  Saturday 
March  the  25th,  A.  D.,  19](i,  for  the  purchase  of 
debentin  cs,  of  the  (  < )  K  I'ORA'l" I O .\  of  the 
TOWNSHIP  of  Wh.M.I'.SI.EW  to  tlie  amount 
of  seven  tliousatid  hv(  lininlicd  dollais  (.');7,ri()ll.(10) 
to  be  issued  luider  Ihc  authority  of  By-Law 
number  722,  passed  the  7tli  day  of  February  191(), 
extending  over  a  term  of  twenty  years,  bearing 
interest  at  the  rate  of  six  per  cent,  from  Febru- 
ary the  7tli,  1910,  repayable  by  equal  annual  in- 
stallments of  six  hiuidred  and  fifty  three  dollars 
and  eighty-eight  cents  (Or).'!.S.S)  incluiling  jirin- 
cipal  and  interest,  payable  at  the  Standard  Bank 
of  Cana'fla,  St.  Clements,  Ont.  .Said  issue  of 
debentures  being  for  the  prnijose  of  providing  a 
system  of  F.lectric-Energy  for  iiowcr  and  light- 
ing purposes  in  the  Police- Village  of  Wellesley, 
Waterloo  County.  No  coupons  attached.  Pur- 
chaser to  supply  printed  debentures  at  his  ex- 
r)ensc. 

PETER  F.  SCHUMMER. 

Clerk  of  Wellesley  Ti.. 
1112  St.   Clements,  Onl. 


Notice  to  Contractors 

Motor  Driven 
Flushers 

Sealed  tenders  addressed  to  the  Cliairnian  and 
Members  of  tlie  Board  of  Control  will  be  re- 
ceived by  the  Secretary  of  the  Board  of  Control. 
City  Hall,  Ottawa,  up  to  4  p.  m.  Tuesday 
March  28th,  1916,  endorsed  "Tender  for  Two 
.Motor  Driven  Flushers." 

.\ny  tender  received  after  the  above  stated 
lime  will  be  declared  informal. 

Specifications  and  full  particulars  may  be  ob- 
tained on  application  to  the  City  Engineer's  Of- 
fice, City  Hall,  Ottawa. 

The  Corporation  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

F.  C.  ASKWITH, 
Acting  City  Engineer. 
Ottawa,   March  7th,  1910.  11-11 


Tenders  Wanted 


Coiuity  of  Lambton  invites  offers  for  pur- 
chase of  .1<51,00().00  of  its  debentures,  bearing  in- 
terest at  !5  per  cent,  yearly.  Principal  payable  in 
")  yearly  instalments.  Offers  for  whole  or  part 
will  be  received  until  28th  March  instant.  Fur- 
ther particulars  fiu'nished  on  application.  I^ow 
est  or  any  offer  not  necessarily  accepted. 

H.  INGRAM, 

County  Treasurer,  Sarnia. 
Sarnia,  March  l.S,  10] li.  11-11 


POSITIONS  WANTED 


Experienced  Contractor  and  Practical  Builder 
desires  change.  Would  accept  position  as  super- 
intendent of  construction,  or  travelling  salesman. 
Thorough  knowledge  of  all  building  material  and 
contractors'  supplies.  Box  .3.%,  Contract  Record 
&  Engineering  Review,  Toronto,  Ont.  9-12 


Late  News  Items 

Elora,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  and  repair  shop  for  D.  H. 
Jones  has  been  awarded  to  N.  Stafford, 
and  the  carpentry  to  William  Sheppard, 
Jr.  Estimated  cost.  .1!10,000.  White 
brick  construction. 

Farnham,  Que. 

Tlie  Protestant  Board  of  School  Com- 
missioners have  let  tlie  general  contract 
for  the  erection  of  a  Higli  School  to 
Loomis,  Dakin  Ltd.,  St.  Gabriel  Street. 
Sherbrooke.  Heating,  plumbing  and 
electrical  work  will  ])e  awarded  by  the 
Commissioners.  .Approximate  cost, 
$1.5.000. 

Hamilton,  Ont. 

In  connection  with  the  addition  which 
the  T.  Eaton  Company,  Ltd.,  are  build- 
ing to  their  factory  on  John  Street  N., 
tlie  contract  for  steel  has  been  let  to  the 
Hamilton  Bridge  Works,  Ray  .Street  N. 

Hathersage,  Alta. 

Tlie    store    and  warehouse  l)iiilding 

owned  by  Baly  &  Greencourt  lias  been 

destroyed  by  lire.  Loss,  $20,000. 

Kingston,  Ont. 

Tenders  on  the  erection  of  an  aparl- 


iiient  house  for  James  Elder,  207  William 
.Street,  will  be  received  until  noon,  March 
23rd,  by  William  Newlands  &  Son,  2.')8 
Ijagot  .Street. 

London,  Ont. 

In  connection  with  the  alterations  be- 
ing carried  out  at  the  premises  of  the 
Royal  Bank,  the  painting  has  been  let 
to  Ered  Cole,  the  terazzo  work  and  tiling 
to  the  Mississquoi  Marble  Company,  lo 
Cathcart  Street,  Montreal,  and  the  in- 
terior fittings  to  Estey  Bros.,  2  St.  Cecile 
Street,  Montreal. 

Montreal,  Que. 

Tenders  on  the  erection  of  a  school 
for  the  School  Commissioners  of  St. 
Bernadin  will  be  received  until  6  p.  ni., 
March  21st,  by  the  Secretary,  J.  A.  Pes- 
ant,  45  St.  Michael  Boulevard.  Archi- 
tect, E.  P.  J.  Courville,  79:j  Henri  Tulien 
Street. 

The  City  Council  have  let  the  contract 
for  supply  and  installation  of  a  sewage 
pump  to  T.  E.  Dwyer,  Room  314  Merch- 
ants Bank  liuilding.  Appro.ximate  cost, 
$10,000. 

Ottawa,  Ont. 

J.  P.  MacLarcn,  104  Sparks  Street,  is 
receiving  tentative  tenders  on  the  erec- 
tion of  gymnasium  rooms,  estimated  to 
cost  $6,500.      Brick  construction. 

Quebec,  Que. 

Work  has  been  started  on  the  erection, 
of  a  residence  for  James  Brown,  71  Eleu- 
rie  Street.  The  masonry  has  been  let 
lo  J.  Villeneuve  &  Son,  295  Prince  Ed- 
ouard  Street.     Approximate  cost,  $(5,500. 

St.  Rose,  Que. 

The  general  contract  for  the  erection 
of  a  bank  building  for  the  Provincial 
Bank  of  Montreal,  lias  been  awarded  to 
T.  Lessard  &  Sons,  Ltd.,  191  Craig 
.Street  E.    Brick  construction. 

Toronto,  Ont. 

The  Ontario  Wrecking  &  Ccuistruc- 
tion  Company,  Ltd..  1348  Dufferin  Street, 
have  started  the  demolition  of  buildings 
preparatory  to  the  erection  of  a  store 
and  bakery  for  the  Standard  Box  Lunch. 
503  King  Street  W.  Contracts  will  be 
let  shortly.  Architect,  J.  A.  Thatcher,  37 
Cowan  Avenue.    Estimated  cost.  $10,000. 


Pressure  for  Road  Oiler  with  Heater 
Comes  from  Rear  Wheel 

A  new  pressure  road  oiler  with  a 
heater  of  600-gal.  capacity  has  recently 
been  put  on  the  market  in  which  the 
power  pumps  are  driven  by  a  chain. from 
the  rear  wheel.  It  will  handle  anv 
amount  up  to  J/^  gal.  per  square  yard  on 
an  8-ft.  strip.  The  oil  heater  is  in  the 
form  of  a  jacket  surruimrting  the  tank 
and  is  operated  by  a  kerosene  oil  ini- 
provcd  burner  giving  a  ccniibustion  in 
whicr  the  smoke  and  soot  are  eliminated. 
All  levers  can  he  operated  from  the  driv- 
er's seat,  so  that  the  outfit  can  be  oper- 
ated by  one  man.  The  machine,  which 
is  built  by  the  Austin-Western  Road 
Machinery  Company,  will  handle,  it  is 
claimed,  oils  containing  40  per  cent, 
asphalt  and  all  Tarvia  producls  heated. 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  tlie  inside  ring. 

Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER.  B.  C. 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibil- 
ity.   Their  rugged  construction  guar- 
j?    antees  efficient  and  continuous  service 
whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  In  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreal 


WOODEN  TANKS 


of  all  sizes  for 
Water  Storage 

Sprinkler 
Systems  and 
General  Mining 

Purposes 

We  also  make 

SILOS 


PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  iIi0N  i*l?PE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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CANADIAN  BRASS^A 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


MADE 
IN 

CANADA 


•i  Write 
us  for 
Catalog 

Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


Mmrlmwmmi  Boiler  Feed  Pumps 





Why  THIS  Pump  is  Better  than  THIS 


It  operates  at  higher  steam  economy. 

It  is  less  complicated  and  simpler  to  operate. 

It  docs  not  subject  piping,  economizers,  etc.,  to 

excessive  shocks. 
It  has  much  less  expensive  packing  to  be  replaced. 


It  has  no  water  valves  or  seats  to  wear  out. 
It  cannot  build  up  a  pressure  sufficient  to  strain 

the  piping  severely. 
It  occupies  small  space. 
It  requires  practically  no  foundation. 


Send  for  full  details  and  mention  this  paper. 

B.  F.  Sturtevant  Company  of  Canada,  Limited,  Gait,  Ont.,  Can. 

Montreal       Toronto  Winnipeg  Vancouver 

Selling  Agents,  Sanford  Riley  Stoker  Company,  Limited,  "THE  RILEY  STOKER" 
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It  would  have  cost  $120  to  recast  this  large  kctllc,  to  say 
nothing  of  the  delay.  The  total  welding  cost  by  the  Presl- 
O-Lite  Process,  covering  time  and  materials,  was  !f4.60. 

Saved  $10,000  a  Year 
on  Repairs  Alone 

4,914  miscellaneous  repairs — very  few  alike — were  made  in 
one  railroad  shop  by  oxy-ac etylene  welding  at  a  cost  of 
$8,865.29.  The  cost  of  repairs  by  other  methods,  according  to 
past  records,  would  have  been  $19,640.32 — a  cfean-cut  saving 
of  $10,775.03  for  the  oxy-acetylene  process  in  repairs  alone — 
not  counting  the  value  of  repaired  parts,  or  cost  of  replace- 
ment 

In  your  shop  there  is  a  splendid  opportunity  for  substantial 
savings. 

Your  junk  pile  can  be  made  to  pay  you  a  profit.  When 
heavy  equipment  breaks  down,  you  can  repair  it  on  the  spot, 
preventing  costly  replacements,  delays,  and  tie-ups  in  produc- 
tion. 

Oxy-acetylene  welding  has  an  unlimited  range  of  usefulness 
ivi  manufacturing  and  construction  work  also.  The  process  is 
easy  to  learn.  Thorough  instructions  furnished  with  each 
outfit. 


PROCESS 

Employs  both  gases  (acetylene  and  oxygen)  in 
portable  cylinders.  Prest-O-Lite  Dissolved 
Acetylene  (ready-made  carbide  gas)  is  backed 
by  Prest-O-Lite  Service,  which  provides  dry, 
purified  gas,  insuring  better  welds,  quicker 
work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred 
in  making  crude  acetylene  in  a  carbide  genera- 
tor. 

The  necessary  equipment  is  not  expensive.  We  furnish 
high-grade  welding  apparatus  for  $76;  acetylene  service 
at  additional  cost.  Also  adaptable  for  oxy-acetylene  cutting 
by  the  purchase  of  a  special  cutting  blow-pipe.  Thorough 
instructions  are  furnished  free  to  every  user — any  average 
workman  can  learn  the  process  quickly.  We  will  train  your 
operators  at  our  shops  if  you  desire. 

Others  are  making  important  savings  by  oxy  acely- 
lens  welding  in  manufacturing,  construction  and  repair 
work.  Ask  us  for  interesting  data.  Oxy-acetylene 
literature,  full  of  helpful  suggestions,  sent  free. 

Tbe  Prest-O-Lite  Co.,  Inc. 

Dept.  E. 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 

Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

53  Branches  and  Charging  Plants 


Here  is  a  saving  in  material,  laboVfCOSt 
and  weight  which  is  usually  overlooked 

Note  that  Corrugated  Toncan  Metal  Roofing  can 
be  fastened  directly  to  the  rafters  or  purlins  (wood 
or  iron),  while  for  most  other  roofings  tight  board 
Sheathing  must  be  laid  over  the  rafters  first;  then 
the  roofing  is  applied  to  the  sheathing 

The  great  saving  in  material,  labor,  cost  and 
weight  of  superstructure  which  is  procured  by  using 
Toncan  Metal  Corrugated  Roofing  is  very  evident. 

Besides 

Roofing,  Siding  and  Accessories 
Resist  Rust  and  Corrosion 

Years  of  service  have  proved  Toncan  Metal's 
ability  to  withstand  the  most  severe  corrosive  in- 
fluences better  than  any  other  sheet  metal  made 
from  iron  ore. 

Of  the  many  styles  of  Ton- 
can  Metal  Roofing  made,  the 
corrugated  form  is  the  most 
economical  to  apply.  And  its 
fireproof,  lightning  proof, 
weatherproof  and  corrosion- 
resisting  properties  mean 
true  economy. 

Write  for  This  New  Book-^ 


Jobbers  Everywhere 
Sell  Toncan  Metal. 

The  Stark 
Rolling  Mills 
Company 

Canton,  Ohio 

Sole  Makers 


Send  mc  without  cost  or  ob- 
ligation a  copy  of  "Corrosion 
—The  Cause— The  Effect — The 
Remedy". 


Xame   

Firm   

.\ddress   

""CR-5 
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Why  Not  Now? 

For  Alterations  to  Building 

Now  is  a  good  time  to  make  building  alterations  or  additions — the 
trades  are  not  rushed  and  careful  work  can  be  obtained  at  attractive 
costs. 

Most  construction  will  require  some  prism  installations.  Don't 
forget  the  first  and  best  make  —  "Luxfer" 

Our  engineers  apply  the  principles  of  refraction  in  such  an  exact 
manner  that  we  are  able  to  put  daylight  where  you  want  it. 

In  our  laboratory  we  will  prove  our  claims. 

LUXFER  PRISM  COMPANY,  LIMITED 


100  King  St.,  W. 


TORONTO 


Easy  Work  Is  An  Essential  of  Tapping  j-r^^g 

There  is  no  use  in  breaking  a  man's  back  with  a  hard 
pulling,  hard  cutting  tapping  machine.  IJJ 
With  an  easy  working  machine  like 

THE  MUELLER 
WATER  MAIN  TAPPER 

It  is  a  simple  matter  to  make  a  tap  either  in  a  dry  main 
^    or  a  main  under  pressure.      Thousands  of  water  works 
"^^^     men  will  verify  this  statement.     No  new  water  com- 

\      pany  should  start  business  without  a  Mueller  Water  Tapping  Machine. 

X  It's  an  everlasting  tool — wears  20  to  30  years. 

H  X 

Mueller       \  Clip  and  mail  the  coupon. 

Mfg.  Co.        N  MADE  IN  SARNIA,  CANADA 

Ltd.  ^ 

r::::  _,\        H.  Mueller  Mfg.  Company,  Ltd. 

cat'alog  and  quote  me  prices    N  SARNIA,  ONTARIO 

on  No.  2  Tapping  Machine.  \^ 

Signed   \^     Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 

City  Prov  
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


ATWOOD  ATWOOD 

ENGINEERS   FOUNDERS  MACHINISTS 

Repreiented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Built  forC.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  BIdg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 
Chicago,  111.  Greenville,  Pa 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 
Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


Montreal 


TORONTO 


Winnipeg 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturera  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 


04 


THE  CONTR 


ACT  RECORD 


March  15,  1910 


Windsor  Ideal "  Batch  Mixers 


Handle  a  large  range  of 
work  for  the  small  con- 
tractor and  completet  he 
equipment  of  the  large 
contractor.  Let  us  tell 
you  about  our  different 
sizes  and  various  equip- 
ments, also  about  "Ideal" 
Block  Machines,  Tamp- 
ers, Ornamental  Molds, 
Derricks,  Til  eMolds, etc. 


No.  7  with  Wheelbarrow  Hopper 


Ideal    Concrete   Machinery    Co.,  Limited 


Windsor,  Ontario 


Points  on  Pavements — No.  1 

People  who  buy  shoddy  in- 
stead of  wool  ;  oleomarg- 
arine instead  of  butter,  will 
probably  buy  manufactured 
asphalt  instead  of 


LAKE 
ASPHALT 


Others  will  be  guided  by 
the  fact  that  the  3  5 -year  re- 
cord of  Trinidad  proves  it 
to  be  the  best  paving  in- 
vestment. 

The  Barber  Asphalt  Paving  Co. 


^  STONE  CRUSHER 
"ACME" 


/•at 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling- and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
business  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.,  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 
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HIGHEST  GRADE  and  GREATEST  VARIETY 

in 

rii\ 

Supplied  by 

Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 

Booklet 

ELKCO 

Federal 

detailing 

ELK  STEEL 

Life 

shapes 

ST.  MARYS 

Building, 

sent  on 

KEYSTONE 

Hamilton, 

request. 

ROTEX 

Ont. 

Another  Triumph 

A  Ford  Meter  Tester 
for  $45 


The  "Baby"  Ford  is  a 
real  triumph,  for  it  pos- 
sesses all  the  high  quality 
of  every  Ford  product. 
The  secret  of  the  low  price 
is  due  to  the  simplicity  of 
construction.  This  sim- 
plicity enables  you  to  test 
your  meters  rapidly  and 
accurately.  That  means 
time  and  money  saved. 
The  "Baby"  Ford  elimin- 
ates troublesome  fittings, 
hose  and  other  useless 
contraptions. 

The  "Baby"  Ford  will 
pay  for  itself  in  increased 
water  receipts.  Let  us 
show  you. 

Write  for  details  now. 

The  Ford  Meter 
Box  Co. 

Wabash,  Ind. 


Have  You  Considered 

the  advantages  of  installing  .S']"AM).\ki)  Steel  Tape 
Armored  Cables  directly  in  the  ground  without  con- 
duits or  manholes  I-'  There  are  many  ways  in  which 
such  cables  can  be  employed  in  your  service  with 
great  economj'. 

Write  our  nearest  office  for  full  information. 
Standard   Underground  Cable  Co. 

of  Canada,  Limited 
Hamilton,  Ont. 

Montreal.  Quu.  Winnipeg,  Man.  Seattle,  Wasli. 


'^1  Mark 


Canada 


You 

Need 

Them 


CONCRETE  WHEELBARROWS  —  steel 
tray,  wood  handles,  steel  wheel,  channel 
legs.    Ten  sizes,  various  capacities. 


The  Meafoid  line 
full  of  devices 
vvhicli  you  need  in  your  business,  Mr.  Contractor.  They  are  all 
built  of  the  best  materials  by  workmen  who  know  your  needs 
well.     When  in  the  market  for 

Wheelbarrows,  Drag  Scrapers  etc.  etc. 

be  sure  and  investigate  our  line.  You'll  find  in  it  just  the 
implements  you  want,  at  prices  to  suit  you. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


YOU  KNOW  RIGHT  NOW 

whether  you  will  need  a  new  bucket  or  an  entire  new  Pioneer 
Excavating  Outfit  for  Gravel  Excavation 

.'^o  «liy  not  write  to  us  now — today — for  our  catalog  and  prices?  Don't 
wait  till  the  robins  come  back  and  the  voilets  bloom,  if  you  do  it  will  be 
summer  before  you  have  your  plant  in  running  order.    We  know 
how  many  things  there  are  to  attend  to  in  getting  a  plant  erecterl. 

PRICES  HAVE  ADVANCED 
on  steel  cables,  blocks,  boilers  and 
engines,   and   will   probably  do  so 
again  several  times  this  year.  If 
yon  need  an  outfit — buy  early. 


Send  for  "Pioneer  Excavating  Outfits" 

The  Mansfield  Engineering  Co. 

INDIANAPOLIS,  IND. 
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SPUD  HOIST 
For  raising  and  lowering 
spuds  on  dredges. 


Motor  Crabs 

Hoisting 
Engines 

Swinging 
Engines 

Spud  Hoists 
Drill  Hoists 
Steam  and  Air  Motors 
Pneumatic  Hoists 


MOTOR  CRAB 
(Single  or  Double  Drum) 


WRITE  FOR  COMPLETE  CATALOG 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beam*— Channel! 
Angles— Plates 

Alwaysin  Stock      CONSTRUCTION  CO. 

Reinforcing  Bars  LIMITED 

"Self-Sentering"  WELLAND       -  CANADA 

Corrugated 
Sheeting 

Send  for  Stock  List 


Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  gize  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 

Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

CP.R.  Crossing,  Yonge  St.,  North  Toronto 

I  661 

Phonep,  Office  North  \  egg     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacityl8,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(Manufacturers  of  Enameled  Brick  exclusively) 

1182  Broadway,   New  York. 


Canada  Iron  Foundries,  Limited 


CAST  IR0N  RIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castinigrs 
of  all  kinds,  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works  :  — 
AURORA,  ILL. 

Chicago  Office: — 

First  National  Back  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman.  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Ca'gary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost-Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Make  a  Trial  of  Our 
Metallic  Ceilings 

When  you  buy  METALLIC  ROOFING 
CO.  CfilLlNGS,  you  also  buy  Metallic 
Roofing  Company  service— for  nothing. 
Enquiries  referred,  advertising  cuts  and 
literature  suppHed,  plans,  estimates  and 
suggestions  given.  We  always  give  you 
the  best  made  goods  that  money  can  buy, 
goods  that  save  you  time  in  erecting  and 
that  please  your  customers.  Write  us  for 
catalogue. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturer.  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  ,$2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  .$9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Te.x  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f .  o.  b.  Toronto : — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  ciuotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND.  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  5i-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  IS  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22_  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27 ;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-jn.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27j  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
.$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 


Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $.38.00;  10  x  16, 
12  X  16,  10  X  16,  14  X  IS,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
.$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections,  $3.00;  small 
sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.;  !4  in.,  5/16  in.  and  Vs  in-  $2.75 
per  100  lbs. ;  gauge  plates,  No.  10,  $3.10, 
No.  12,  $3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessamer  plates,  28  gauge, 
$3.35  per  100  lbs. 


Galvanized  iron — 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $.34  per  net  ton;  6-in.  to  12- 
in.  .$.33;  12  in,  up  $32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  80c.  per  gal. ;  red  lead, 
dry,  $10  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
86c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime— Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
.$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone- 2  in.,  $1.40;  J<t-in.,  $1.65;  Ji-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft.;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
$4.10;  6-foot,  single  .$4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot,  single 
.$5.12,  double  $5.72;  12-foot,  single  $5.66, 
double  .$6.26;  14-foot,  single  $6.20,  double 
.$6.80;  16-foot,  single  $6.74,  double  .$7.34; 
18-foot,  single  .$7.28,  double  $7.88;  20-foot, 
single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  .$9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82,  double  $11.42; 
30-foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  .$3.50,  1  in. 
X  1  in.  X  %  in.,  25c.  extra;  -54  in.  x  }4  in. 
X  'A  in-  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $2.95.  Circular  plates — 
Flange  quality,  .30  in.  dimension  and  over, 
$3.25;  under  30  in.  dimensions,  $3.50.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.75; 
35  lbs.  per  yd.  and  over,  $3.20;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$4.85;  28  gauge,  $4.50  per  sq.  net  cash.  Cop- 


per bearing  sheets — Keystone  black,  28  U  S 
gauge,  $4  per  100  lbs. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c- 
8-in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1- 
24-in.,  $3.25.  Bends,  each  75c,  $1.20;  $2  2o' 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c' 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $175 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe' 
2H  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60* 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2  25 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
20c.  basis  per  pound;  British  manilla,  16^0. 
basis;  African  hemp,  16^c. ;  sisal  rope,  13c. 
basis;  lath  yarn,  lOJ^c.  Boiled  linseed  oil — 
in  barrels,  $1.02^  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  $1  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
■H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick    work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1^  and  2-in.,  $2.65;  ii-in.  and 
1-in.,  $2.90;  34 -in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  ,$38;  6  in.,  .$40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
.$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  .$33 ;  No.  2 
white  pine,  4  and  6  in.,  ,$55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $39 ;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42,  6 
X  16,  6  X  18,  6  X  20,  8  x  16,  8  x  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20.  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
.$110;  pine  trim  4-in.  casing,  .$3.70  per  100 
ft.  5%-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2.  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2..35  per  100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
Iieams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  70) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock* : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sale*  Office*  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mill*  and  General 
Office* : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 

The  Best  Gypsum  Products 


"Pillar  Brand"  Gypsum  Products  are  made  from  the  highest  grade 
Nova  Scotia  Rock.  Every  barrel  and  bag  of  "Pillar  Brand"  pro- 
ducts are  inspected  and  tested  before  shipping.    They  include 

Hardwall  Plaster       Cement  Plaster       Land  Plaster 
Whitewall  Finish       Plaster  of  Paris 

"Pillar  Brand"  Hardwall  Plaster  is  mixed  only  with  the  highest  grade 
of  goat  and  cattle  hair,  thoroughly  washed  and  specially  prepared. 
If  you  need  high  grade  gypsum  products — get  prices  on  "Pillar 


Brand, " 


Write  us. 


The  lona  Gypsum  Co.,  Limited 


Head  Office,  Sydney,  N.  S. 


Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  68) 
SEWER  PIPE 
Sewer  Pipe — Wliolesale  prices  f.  'o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISyi  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
.$1.50;  24  in.,  ?2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton ;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 

Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mi.xed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house; $9  to  $11  in  car  lots  f.o.b.  Van- 
couver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  bufi  brick  $40  at  ware- 
house ;  $.33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12 ;  up  to  14  X  14,  $11  to  $13 ;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30 ; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —  (round    and    square    bars)    $2.90'  base; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions $4.25  to  $4.75. 

Galvanized  iron— 2S  gauge,  .$6.75  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
.$4;  5,  9  and  10  ft.  sheets,  $4.60  per  square 
ISlack  steel  sheets,  24  gauge,  $4.45  per  100 
lbs. 

Steel   channels   and   beams,   angles   and  plates  

$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

Steel  channels  and  beams,  and  plates — $4.25  to 
$4.75;  angles,  $3.75  to  $4.25;  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  123^0.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in.; 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope— Manilla,  full  coil,  16c  basis;  2nd  grade, 
141^0  basis;  sisal  rope,  12j4c  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.30  to  $2.60. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $10  to  $11  per  100.  lbs. ;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb.  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


''BEATTY" 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


fllams  for  excavating  and  rehandling 
Sizes  'A  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELL  AND,  ONT. 

Toronto  Office: --4th  Floor  154  Simcoe  Street 

Agbntb:— 

H.'b.  PLAXT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONAKD  &  SONS   St.  John,  N.  B. 

KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipep.Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


New  Profits  for  You 

Do  you  know  the  business  that  is  to  be  had  with  NEPONSET  Wall  Board 
— business  that  ordinarily  you  do  not  get. 

NEPONSET  WALL  BOARD 

for  Walls  and  Ceilings 

is  being  used  in  all  kinds  of  work  instead  of  laths  and  plaster.  Our  board  is 
all- finished,  once  it  is  applied.  It  comes  that  way  in  Quartered  Oak  and 
Cream  White.  The  surfaces  have  been  waterproofed  in  order  to  prevent 
buckling.    It  is  the  most  practical  Wall  Board. 


Write  for  samples  to  Department  R. 
BIRD  &  SON,  Hamilton,  Ontario 

The  largest  manufacturers  of  roofings,  wall  board  and  roofing  felts  in  Canada 
Warehouses— St.  John  Montreal  Halifax  Winnipeg  Calgary  Edmonton  Vancouver 
Sold  in  2,000  cities  and  towns  by  lumber  and  hardware  dealers 
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Civil 

Electrical 
Mechanical 

Directory  of  Engineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Engrineers 

TORONTO  WINNIPEG 

Willis    Chipman.     Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


For  Concrete  Marble,  and  Gran- 
ite Effects  in  Concrete  write 
for  special  offer  for  Processes, 
Formulas,  etc.,  to 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


HADDIN  &  MILES 

LIMITED 

( Formerly  The  John  Gait  Engineering  Co. ,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Uuildings,  &c.,  &c. 
llVi   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  MoflFat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


**  LIMITED  I 
C0NTRACTIN6 
ENGINEERS 

MONTREAL 


BUILDIMGWORK 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

I'lione  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


STANLEY  LIOHTFOOT 

RCC'O  PATENT  SOLICITOn  AND  ATTOXNIV 

LUMSDCN  BLDG.(*°Jy^^{.")  TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FRCK 
M.»T,o»  TH..  p.....)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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iJsiotJ 
O  O  I INIT 

ONE  PROCESS  INSTEAD  OF  SEVEN 

The  old  way  of  making  an  expansion  Joint  involved  : 

1 —  Placing  the  spacing  strips. 

2 —  Coming  back  and  removing  strips  after  grouting  is  finished. 

3 —  Hauling  tar  kettle  and  barrels  of  tar  to  the  job; 

4 —  Melting  the  tar  or  pitch  or  asphalt. 

5 —  Pouring  the  melted  filler. 

6 —  Cleaning  up. 

7 —  Removing  the  kettle  and  hauling  away  the  old  strips. 

The  new  way  consists  of  one  process  only— laying:  Elastite  strips  as 
they  are  delivered  to  the  job  direct  from  our  factory.    And  when  ycu 
are  done  you  are  done- 
Interested?     Address  Elastite  Dept. 

THE   PHILIP   CAREY  COMPANY 

Toronto,  Montreal 


The  Maritime  Bridge 

Company,  Umited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows:- — 

CHANNELS 

46—10  in.  X  15  lbs.  x  63  ft.    0  in. 
85 — 10  in.  X  15  lbs.  x  60  ft.    0  in. 
127—13  in.  X  30  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  IOV2  in. 
17—15  in.  X  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  X  31/2  in.  x  S/^  in.— 60  ft.  0  in. 

28—6  in.  X  3^  in.  x  11-16  in. — 60  ft.  0  in. 

40—6  in.  X  3^  in.  x  U  in.— 60  ft.  0  in. 

22—6  in.  X  3]^^  in.  x  %  in.— 55  ft.  0  in. 


94- 


TEES 

-3  in.  X  3-11/16  in.  x  1/4  in.  x  6.7  lbs. — 54  ft.  0  in. 


95— 3-1/16  in.  X  254jn.  X  5/16  in.  X  8.5  lbs. — 50  ft.  0  in. 
Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NeW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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Cheap 

Positive 

Ventilation 


Canadian 
Disk  Fans 


do  more  than  merely  stir  up  the  air. 
They  ventilate  thoroughly — remove 
all  objectionable  odors  and  fumes. 

You  can  install  these  disk  fans 
in  factories,  office  buildings,  boiler 
and  engine  rooms,  theatres,  restau- 
ants,  lavatories,  etc.  at  a  very  small 
expense.  Simply  bolt  the  frame  to 
an  opening  in  the  wall  or  in  a  window, 
and  connect  the  wires. 

And  they  require  no  attention 
except  an  occasional  oiling. 

Ask  for  Bulletin  182  E-12 

Canadian  Blower  and  Forge  Co. 

Berlin       -  Ontario 

St.  John  Montreal  Toronto  Winnipeg  Vancouver 


CARBIC  FLARE  LIGHT 

W.  L.  Foster,  8  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 

Dredges. 

This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple- 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c.  p.  Burns  6 
hours  without  re- 
charging. 

Agents 

KellyPowell 
Ltd. 

Winnipeg, 
Man. 


Hammer  Brand'' 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 
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GOOD  ROADS 

Ancient  and  Modern 

The  building"  of  good  foads  has  always  been  the  sign  of  higher  civilization  and  rapid  industrial 
progress. 

In  the  days  of  the  Romans,  roads  were  built  so  thoroughly  that  many  of  them  exist  to  this  day 
— nineteen  hundred  years  after. 

They  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  spent  in  their 
construction  and  the  work  was  well  done. 

In  the  present  day  slaves  are  not  available ;  paid  labor  is  necessary,  and  time  is  more  valuable. 
Modern  mechanical  appliances  have  reduced  the  labor  element  and  have  greatly  facilitated  good  road 
building. 


A  most  convenient  outfit  is  the 

Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 

mounted  on  a  strong  truck  with  broad  wheels.  This  outfit  is  a 
money-maker  where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all 
the  necessary  accessories  and  an  Ingersoll-Rand  dust-proof,  self- 
oiling,  high  speed  compressor  with  an  efficient  cooling  equipment. 

The  JACKHAMER 

A  "One-Man"  Rock  Drill 

is  a  light  but  very  powerful  machine  for  drilling  holes  of  average 
depth  and  size.  The  rotation  and  lubrication  are  entirely  automatic 
in  operation.' 

The  Valve  is  of  the  non-freezing  Butterfly  Type  and  the  drill 
may  be  operated  with  either  steam  or  air. 


CANADIAN  INGERSOLL-RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,      -  CANADA 

Vancouver        Nelson        Winnipeg       Timmins       Cobalt       Toronto  Sydney 


THE    CONTRACT  RECORD 


March  15,  191G 


MADE  IN  CANADA'' 


Long  Life  Wire  Rope 

For  Big  and  Little  Jobs 

Carried  in  our 
Montrealf  Winnipeg  and  St, Catharines  stock 

The  Dominion  Wire  Rope  Co.,  Ltd. 

Montreal 


Ransome  Concrete 

Have  you  tried  the  Bantam? 


AVOID  THE  EXPENSE  OF  DELAYS- 
HAVE  A  MACHINE  THAT  IS  PORTABLE- 
SMALL  SIZE— LARGE  CAPACITY— 


MANILLA  ROPE 

Picks,  Shovels, 
Wheelbarrows,  Bunks, 
Contractor's  Lights,  Drill 
and  Tool  Steel«In  Stock. 


F.  H.  HOPKINS  &  CO.,  MONTREAL 


Branch:— St.  CathaHnes,  Ont. 


Vol.  30  Toronto,  March  22,  1916  No.  12 


Efficient  Service 

Our  constant  aim  is  to  give  you  Efficient 
and  Reliable  Service,  the  kind  that  leaves  an 
impression  of  personal  attention. 

"Service"  Branches  throughout  Canada,  carry- 
ing complete  stocks,  make  quick,  prompt  deliveries 
possible. 

WRITE  FOR  CATALOGUE  AND  LET  US 
SHOW  HOW  WELL  WE  CAN  SERVE  YOU 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.Q. 
28  "  Service  "  Branches  throughout  Canada 
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ENGINEERS  WANT  WIRE-CUT-LUG 

Experience  and  Observation  have  Convinced  Eminent  City  and  County  Engineers  of  the 
Superiority  of  Wire-Cut-Lug  Paving  Brick. 

READ  THESE  TESTIMONIALS  : 

Mr.  R.  Keith  Compton,  Chairman  of  the  Paving  Commission,  of  Baltimore,  which  city  is  repaving  all  its  streets  and 
alleys,  said  on  April  5th:  _  .  ,     •      •     i  •      •        ,.r  , 

"Wire-Cut-Lug  block  have  given  entire  satisfaction  in  this  city.     We  have  used  the  same  on  the  majority  of 
our  brick  streets  since  the  early  part  of  1913.     At  this  time  we  are  using  Wire-Cut-Lug  almost  exclusively." 
Wm.  M.  Acheson,  Division  Engineer,  New  York  State  Highway  Department,  with  headquarters  at  Buffalo,  on  April  12th 


said : 


this  Division  has   given  satisfactory   service — both  fr 


con- 


Mr.  Acheson's  Division,  have  nearly  two  hundred  miles  of  brick 
which   County  there  are  three  hundred  miles  of  brick 


"Dunn  Wire-Cut-Lug  brick  used  on  work 
struction  and  wearing  standpoint." 
Niagara  and  Erie  Counties,  New  York,  which  are 
pavements.  . 

Mr.  D.  Moomaw,  Road  Engineer  of  Cuyahoga  County,  Ohio, 
pavements,  says  under  date  of  April  6th:  ^     »  .  ,       ,      ,  ^ 

"Brick  roads  in   Cuyahoga   County   are  now   being  constructed  largely  of  Wire-Cut-Lug  brick  I 

am  convinced  of  the  superiority  of  Wire-Cut-Lug  brick  over  repressed.     By  having  the  more  suitable  bonding  sur- 
face on  the  sides  of  the  Wire-Cut-Lug  brick  the  cement  grout  filled   pavement  produces    a   wearing    surface  of 
much  greater  slab  strength  than  we  have  formerly  obtained." 
Mr.  W.  A.  Stinchcomb,  County  Engineer,  of  Cuyahoga  County,  Ohio,  says: 

"As  to  our  experience  with  Dunn  Wire-Cut- Lug  brick  I  wish  to  state  that  it  has  been  very  satisfactory.  In 
fact,  we  have  encouraged  contractors  on  work  that  was  let  before  the  Wire-Cut-Lug  brick  came  on  the  market, 
to  substitute  Wire-Cut-Lug  for  the  repressed.  Our  experience  is  that  we  are  able  to  prepare  a  much  better  bond 
by  the  use  of  this  brick  than  with  the  repressed." 

Mr.  D.  R.  Lyman,  Chief  Engineer,  Louisville,  Ky.,  writes:  ... 

"We  have  been  laying  Wire-Cut-Lug  vitrified  block  in  Louisville  for  about  two  years  and  are  very  well 
pleased  with  results  obtained.  We  have  always  used  cement  filler  with  Wire-Cut-Lug  blocks  and  in  this  class  of 
construction  I  think  Wire-Cut-Lug  blocks  are  superior  to  repressed  blocks  on  account  of  the  square  edges  and 
better  density.  In  general  we  have  secured  better  results  with  Wire-Cut-Lug  blocks  than  with  repressed 
blocks  and  I  hope  we  will  be  in  a  position  to  lay  a  greater  yardage  of  Wire-Cut-Lug  blocks  in  the  future." 

Twenty-nine  independent  competing  companies,  operating  forty-six  plants  and  having  an  aggregate  annual 
productive  capacity  of  500,000,000  lO-pound  brick,  make  Wire-Cut-Lug  paving  brick 


Corry  Bi  ick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville  Brick  Company,  Danville,  III. 
Clinton   Paving   Brick   Company,   Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman-Duty  Brick  Company,  Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 
Southern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 

Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 

WRITE  FOR  DATA 


McAvoy  Vitrified  Brick  Company,  Philadelpliia,  Pa. 

Plant  at  Perkiomen  Junction,  Pa. 
Windsor  Brick  Company,  Akron,  Ohio. 
Hocking  Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver  Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  III. 
Terre  Haute  Vitrified   Brick  Co.,  Terre  Haute,  Ind 
Albion  Vitrified  Brick  Co.,  Albion,  111. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport  Paving   Brick   Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New    Cumberland,  W.Va. 
The  Hydraulic-Press  Brick  Company,  St.   Louis,  Mo. 
Barr   Clay   Company,   Streator,  HI. 
Burton-Townsend  Company,  2  plants,  Zanesville,  O. 
The  Trimble  Paving  Brick  Company,  Dayton,  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouster,  Ohio. 
Thornton  Fire  Brick  Company,  Clarksburg,  W.  Va 
Plant  at  Thornton,  W.  Va. 


THE  DUNN  WIRE-CUT-LUG  BRICK  CO.  (Licensors)  Conneaut,  Ohio 


0 
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Revolutionizing 
Chimney  Construction 


The  biiildint;-  of  ferro-con- 
cretc  chimneys,  water-towers, 
condensers,  etc.,  under  old 
methods,  had  many  disadvant- 
ages- The  chief  was  the  en- 
ormous cost  of  shuttering.  But 
this  and  all  other  difficulties 
have  been  obviated  by  the  ap- 
plication of  a  wonderful  method 
called 

Monnoyer's 
System 

This  system  is  the  most  in- 
genious, practical  and  perfect 
one  ever  devised  for  the  con- 
struction of  chimneys,  etc.  It 
enables  the  builder  to  build 
more  attractive  structures,  in 
quicker  time  and  at  a  lower 
cost  per  contract. 


We'll  prove  it  to  YOU.  Let 
us  supply  you  with  detailed 
information. 


T.N.K.,  Quebec,  198'  liisli,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


Continuous  Kilns 

for 

BESSEMER 
LOCK 

The  Permanent  Paving 

(No.  3  of  a  Seriei  on  "The  Making  of  Bessemer  Block") 

Continuous  kilns,  of  the  most  modern 
design,  help  us  to  give  you  BESSEMER 
BLOCK  of  uniformly  high  strength  and 
wearing-  quality  First,  the  exceptional 
cjuality  of  Bessemer  shale ;  then  the  care 
used  in  stripping  of¥  the  surface  soil;  fin- 
ally the  modern  plant  for  burning  and 
handling  BESSEMER  BLOCK— all 
combine  to  give  you  the  kind  of  material 
you  need  for 

PERMANENT  PAVING 

Write  for  the  full  story  of 
BESSEMER  BLOCK 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 
PLANTS  AT  BESSEMER,  PA. 

Largest  Pavingr  Block  Plant  in  tlic  World 
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Tried,  Tested 
TRUE 

It  is  not  an  untried  theory  we  are  bringing 
to  your  notice,  but  the  product  of  hard- 
headed,  practical  engineers,  who  know 
their  business  from  A  to  Z. 

MIMICO 

VITRIFIED,  SEGMENT 

Sewer  Blocks 

(Pat.  Applied  for) 

have  been  tried  and  tested  by  men  like  yourself,  and  have  been  found  absolutely  true 
— the  very  last  word  in  sewer  construction. 

They  have  the  greatest  strength,  highest  efficiency,  are  the  easiest  laid  and  cost  less 
than  any  other  segment  sewer  block  made. 

Let  us  tell  you  more  about  them  and  quote 
you  prices.  Write 

Ontario  Sewer  Pipe  Company,  Limited 

Makers  of  the  famous  "Mimico  Brand"  sewer  pipe,  4"  to  24"  in  stock. 

MIMICO         -  ONTARIO 


Spruce  Dimension 

in  any  sizes  up  to  12-in.  and  in  any  lengths  up  to  30-ft. 

Also  Random  lengths  in  plank  and  timber. 

Spruce  treated  by  the  Kyanizing  process  to  preserve  it 
from  decay  a  specialty. 

Send  for  Illustrated  Booklet  and  Prices 

BERUN  MILLS  COMPANY 

Portland,  Maine 

(Founded  1852) 


Illustration  shows  a  motor  truck  heavily 
laden  with  Mimico  Sewer  Pipe  and  some 
other  freight.  Note  that  the  weight  of  the 
truck  rests  mainly  on  a  very  thinly  covered 
section  of  Mimico  Segment  Block.  Prices 
and  details  upon  request. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full       paye,    twenty-four  headings. 


Air  Compressors 

Can.  IngersoU-Rand  Co.,  Ltd. 
Piatt  Iron  Workt 

Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern  Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Gotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Glower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
CanyCliicago  Bridge  &  Iron  Wks. 
DesMoines   Bridge  &  Iron  Co. 
Dickson    Bridge  Works 
Oominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba   Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgli-DesMoines  Steel  Co. 
.Structural  .Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 
Cast  Stone  Block  &  Machine  Co. 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Clayworking  Machinery 
Bechtel,  B.  E. 

Coal  Chutes 
Manitoba  Bridge  &  Iron  Woiks. 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shaplcy  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  II.  W.  Johns  Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh    &  Tlenthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubl)er  Company 


Conveying  Machinery 

Goodwin,    Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 


Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsli  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co, 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 
Bechtel.   B.  E. 

Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent   &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company.  A.  B. 

Elevators 

Northern    Crane  Works 
lurnbuU   Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H 
Mansfield  Engineering  Company 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co 
Can     Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts.  R.  O. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Filtration  Plants 

New     York     Continental  Jewell 
Filtration  Company 

Fire  Brick 
Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed  Concrete  Steel  Co. 

(Continued  on  Page  8  ) 
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The  blocks  cost 
less;  they  sell  for 
more;  you  sell 
more  of  them. 

Send  fifty  cents 
and  we  will  ship, 
freight  prepaid,  a 
sample  block  with 
granite  facing,  to 
any  point  east  of 
Winnipeg;  for  one 
dollar  to  any  point 
west  of  Winni- 
peg. 

Write  for  catalog 
and  particulars. 


The  Molds 


Molds  for  Casting  Waterproof  Hollow  Cement 
Building  Blocks  With  Granite  Faces 


We  manufacture  the  only  successful  Multiple  Mold,  wet  mix  block  machin- 
ery in  Canada.    We  are  owners  of  the  only  successful  process  of  facing  a 
cement  block  with  genuine  granite,  and  doing  so  at  a  cost  in  proportion  to  the  . 
rest  of  the  block. 

Cast  Stone  Block  &  Machine  Co.,  Limited 

298  Howard  Ave.    (ZAGELMEYER  SYSTEM)   WINDSOR,  ONT. 


The  Product 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whsels,  Water 

Works  Plants. 


ILachine  Water  Works" 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre  , 

Flag  Poles 

Ontario  Wind   Engine  &  Pump 
Company. 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart   Mfg.    Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario   Wind   Engine   &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge"  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 


High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 


Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian  Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr    Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 
Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American  Lead  Pencil  Company 

Lighting  and  Pumping  Installations 
Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble  Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,   C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal   Brass  Fittings 

Caiiailian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,   Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  12> 


The  Pipe  Everlasting 

for  Culverts    HHjR^CLJLES  Sewers 

Sizes  9  to  48  inches  Carried  in  Stock 
Larger  Sizes  Made  to  Order 

Made  of  reinforced  concrete.  Will  stand  the  most 
severe  physical  and  chemical  tests.  We  absolutely 
guarantee  it  to  give  lasting  service. 

Write  us  for  catalog  and  prices 


Montreal  Concrete  Works  Co.,  Limited 

17  Place  D'Armes  Hill,  MONTREAL,  Que. 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces— G.  I.  Lachance  Re^'d,  263  St.  Paul  St.,  Quebec,  Que. 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


f 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


J  
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sell*  Ten  More.    2000  Now  in  Use. 

Made  in  all  sizes  from  %  yd.  to  2/^  yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.  Can  be  operated  with 
less  men  than  any  other  Mixer.  Pays  for  itself  in  15 
days*  use.  Every  contractor  with  small  jobs 
should  own  a  Bull  Dog  Batch  Mixer.  Send  for 
Catalogue  No.  I  B. 

'        We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

London  Concrete  Machinery  Co.,  Limited, 

Branches  and  Agencies  in  every  large  city  in  Canada. 


London  Bull  Dog  Batch  Mixer. 


London,  Ont. 


WORLD'S  L\RGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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You  Need  These  Reports 

Your  morning  mail  can  bring  you  no  more  profitable  information  than 
I    that  contained  in  MacLean  Daily  Reports.     Your  business  thrives  and 
expands  in  proportion  to  the  knowledge  you  have  of  new  opportunities. 
So  for  anyone  who  deals  with,  or  is  engaged  in  the  building  trades,  these 
reports  contain  mformation  that  is  invaluable. 

They  are  timely,  concise  and  authoritative.  They  carefully  record 
name,  address  and  business  connection  of  each  individual  concerned  in 
the  selection  of  contractors,  material,  equipment,  furnishings,  etc. 

You  need  these  reports.     They  furnish  an  absolutely  independent  and 
impartial  source  of  information.     Upon  receiving  them  in  your  morning 
mail  you  are  able  to  see  at  a  glance  just  what  business  is  worth  going 
I    after.     Instead  of  haphazard,  irregular  information  that  requires  "  dig- 
ging" up,  systematized,  reliable  reports  are  brought  to  you. 

I  By  using  MacLean  Reports  this  spring  you  will  get  in  on  some  good 
business  which  others  less  prepared  will  overlook.  You  will  save  most  of 
the  time  you  would  otherwise  spend  in  searching  out  opportunities.  You 
won't  let  prospective  business  slip  by  for  lack  of  information. 

The  outlook  is  encouraging  and  the  indications  are  that  the  coming 
spring  will  witness  the  greatest  volume  of  new  construction  we  have  enjoy- 
ed in  many  months.     It  is  necessary  that  you  keep  in  touch  with  this  in 
,   order  to  secure  your  part  of  the  business.     MacLean  Reports  will  do  this 
j  at  a  cost  of  but  a  few  cents  a  day,  giving  you  the  best  service  available. 

Mail    the    convenient  inquiry 

I   form  and  we  will  send  you  eighty 

.  different  sample  reports.  You  will 
then  be  better  able  to  judge  how 

'  helpful  MacLean  Reports  will  be 
to  you  in  your  business.  The  re- 
ports will  be  sent  entirely  at  our 
expense  and  your  using  them  will 
not  obligate  you  in  any  way. 


Your  Coupon  For  Samples 

MacLEAN  DAILY  REPORTS,  Limited, 
25  Charlotte  St.,  Toronto. 

Gentlemen, — 

Please  send  me  without  obligation  on  my  part,  the 
folder  and  sample  reports  referred  to  in  this  advertise- 
ment.     Quote  rates  for  the  territory  checked  (X) 

B.C.  Alta.  Sask.  Man.  Ont. 

Que-         Maritime         Toronto  Montreal 

Name   

Address   

Attach  this  Coupon  to  your  business  letterhead- 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion  Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   IngersoU-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American   Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind   Engine  &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.  W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,   Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co, 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Sawyer-Massey  Company 
Waterous  Engine  Works  Co. 


Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 
Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 
Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 


Sewer  Pipe 

Britnell  &  Company 

Canada  Iron  Foundries 

Dominion  Sewer  Pipe  Co. 

Gartshore  Thomson  Pipe  Co. 

London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 

National   Iron  Works 

Ontario  Sewer  Pipe  Company 

Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar   People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 

(Continued  on  page  14 ) 


lllllllllllll 


H  One  nian,  unaided,  can  perform 
B  entire  operation  of  raising  filled 
I  cans  to  sidewalk  and  lowering 
M  empty  cans  to  cellar. 


— for  Speedier  and 
Safer  Ash  Removal 


T^HE  G  &  G  Tel  escopic  Hoist,  Model  A,  raises  a  load 
A  of  500  lbs.  at  a  speed  of  30  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET 


GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  fo''  Ontario 
WM.    N.    O'NEIL    CO.,  LTD., 
VANCOUVER, 
Aeenti  for  British  Columbia 


B.  &  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agent*  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba.  Saskatchewan, 
Alberta,  Winnipeg. 


Illllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll 
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Safety  in  Municipal 
Bridge  and  Culvert  Work 

is  assured  only  when  culverts  of  proven  durability 
are  used.  No  figuring  on  repairs  or  replacement 
when 


PEDLAR'S 


"ACME" 
NESTABLE 


CULVERTS 


are  written  into  your  specifications-  They  end  the 
waste  of  constant  repairs  for  all  time.  Supplied 
in  sections.  Easy  to  connect.  Take  less  time  and 
labor  to  instal. 

Write   nearest   branch   for   particulars   and  prices. 

THE  PEDLAR  PEOPLE,  LIMITED 

(Established  1861) 
Executive  Office  and  Factories:  OSHAWA,  ONT. 

Branches:    Montreal  -  Ottawa  -  Toronto  -  London  -  Winnipeg: 


Ormsby- 
Lupton 
Steel 
Sash 

The  muntins  of  Orms- 
by-Lupton  steel  sash 
are  rigidly  locked  to- 
gether forming  a  light 
joint  at  all  intersections. 


Have  you  our 
literature  ? 


A.B.Ormsby 

Company 

Limited 

TORONTO 

Associated  with — 
The  Metal  Shingle  &  Siding  Co.,  Limited 

Preston      Montreal     Winnipeg     Saskatoon  Calgary 


Serves  more  people 
in  more  ways  than 
any  institution  of  its 
kind  in  the  world 


40%  more  steam  with  the  same 
amount  of  coal,  why — 

J-M  Heat  Insulation 

(Actual  Case) 

"Does  it  pay  to  use  an  insulation?" 
We  asked  the  Chief  Engi  neer  of  a 
large  plant  this  question.      And  his 
answer  was — "At  the  same  time  that 
I  installed  J-M  Heat  In- 
sulations throughout  this 
plant,   I  added  apparatus 
that    called    for    40  per 
cent,  more  power.  But 
we     are     generating  no 
more   steam   than  before 
the  addition  to  the  plant 
was  made." 


J-M  Asbestocel— One  style  of 
J-M  Heat  Insulation. 


And  this  is  but  one  of 
the  many  cases  where  a 
savmg  has  been  remarked.  It  is  but  one  of  the 
thousands  of  actual  cases  where  J-M  Heat  Insulation 
has  helped  a  plant.  Helped  with  its  21  kinds  of  in- 
sulations, its  corps  of  service  men  who  get  together 
with  you  to  plan  the  job  and  who  install  it  for  you  if 
you  so  desire.     Why  not  let  it  help  you? 

J-M  Asbesto-Metallic 
Brake  Blocks — 

A  barrier  between 
you   and  disaster 

If  you  are  looking  for  the  brake  block  that  will  not 
char  or  burn  under  great  frictional  heat— that  is  not 
afTected  by  water,  oil,  climate  or  grease — 
Then  try  J-M  Asbesto-Metallic  Brake  Blocks. 
These  blocks  have  been  operated  for  months  under 
many  severe  conditions  without  any  appreciable  wear. 
They  spell  safety  in  opera- 
tion, economy  in  service  and 
cut  unnecessary  brake  block 
maintenance  costs  to  a  mini- 
mum. 

Send  a  sketch  of  your  re- 
quirements to  the  nearest 
J-M  Branch  and  give  these 
blocks  an  opportunity  to 
prove  their  worth. 


The  Canadian 
H.  W.  Johns-Manville  Co.,  Ltd. 

Montreal  Winnipeg 

Toronto  Vancouver 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Pteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry   and ' 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime    Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 

Swinging  Gears 

Dake   Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind  Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 


Paterson  Mtg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
PIUU  Iron  Works 

Wetding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
l.'Air    Liquide  Society 
Prcst-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American   Well  Works 
Ontario  Wind   Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast   Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


— for  painting  gas  tanks,  water  tanks,  bridges,  structural 
iron  work  and  all  metal  surfaces 

Anchor  B-H  Graphite  Paint 

gives  most  years  wear  per  dollar 


Graphite  is  one  of  the  most  inert  of  pig- 
ments. It  resists  the  action  of  acids  and  alkalies. 
It  is  unaffected  by  heat  or  cold  These  quali- 
ties make  a  properly  compounded  graphite 
paint  the  ideal  coating  for  metal  surfaces  ex- 
posed to  action  of  smoke,  steam,  acid  fumes, 
gases,  heat,  etc. 

The  value  of  any  graphite  paint,  therefore, 
depends  upon  the   quality   and   percentage  of 


.graphite  it  contains.  Anchor  B-H  Graphite 
Paint  is  made  from  the  highest  grade  of  pure 
graphite.  This  pigment  is  ground  to  the  extreme 
degree  of  fineness  so  that  the  paint  carries  the 
largest  possible  portion  of  pure  graphite- 
Anchor  B-H  Graphite  Paint  prevents  rust 
and  makes  an  indestructible  elastic  covering. 
It  is  put  up  ready  to  use  in  barrels  and  five 
gallon  cans. 


Write  for  color  card  and  prices. 

RRANDRAM  UENDERSON 

^^■■■■■^^■■■■■■HHB        A  i&^^^^^^^^^B  LIMITED 


MONTREAL,   HALIFAX,   ST.  JOHN,   TORONTO,  WINNIPEG. 
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One  Aveling&  Porter  Steam  Wagon 


1912  Model 

(as  per  above  photo) 


One  Garrett  Steam  Wagon 

1913  Model 

Size  of  bodies  1  1  ft.  by  6  ft. 
Capacities  seven  tons,  with  3  ton  trailer. 

W.  FRASER 


83  Craig  St.  W. 


MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining^s 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


NEW  GLMGCWVM 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  of¥er  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Cldy,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST,   JOHNS,   P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  .... 

Alfred  Rogers  Limited  

American  Enameled  Brick  &  Tile  Co.  58 

American  Lead-  Pencil  Company  ...  54 

American  Well  Works  

Anglins  Limited   64 

Art  Stone  Company   64 

Asphalt  &  Supply  Company   17 

Ault  &  Wiborg  Company   55 

Barber  Asphalt  Paving  Co  

Barber,  Frank   64 

Beatty  &  Sons,  Limited,  M   63 

Berlin  Mills  Company   5 

Bessemer  Limestone  Company  . . .  '.  4 

Bird  &  Son  

Black  Building  Supply  Company  ...  12 

Blair  Company,  B   . . 

Boving  Hydraulic  &  Engineering  Co.  52 
Bradford  Pressed  Brick  Company  . .  . 

Brandram-Henderson.  Co   14 

Britnell  &  Company,  Limited   58 

Burlington  Steel  Company   63 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation  9 

Canada  Iron  Foundries,  Limited  ...  58 

Canada  Wire  &  Iron  Goods  Co.  ...  55 

Canadian  Billings  &  Spencer   18 

Canadian  Blower  and  Forge  Co  ■  06 

Canadian  Brass  Mfg.  Co   54 

Canadian  Consolidated  Rubber  Co.  1 
Canadian  Equipment  Company  ...  . 

Canadian  Ingersoll-Rand  Co  

Canadian  H.  W.  Johns-Manville  Co.T 

Limited   13 

Canadian  Office  School  Furniture  Co.  64 

Canadian  Pipe  Co.,  Ltd   51 

Carey  Company,  Philip   65 

Cast  Stone  Block  &  Machine  Co.  . .  7 
Canadian    Chicago    Bridge  &  Iron 

Works   55 

Chipman  &  Power   64 

Conduits  Company,  Limited   55 

Cook,  A.  D   59 

Crushed  Stone  Limited   58 

Dake  Engine  Company    58 

Darling  Bros.  ...   

Dennis  Wire  &  Iron  Company   17 

DesMoines  Bridge  &  Iron  Works  . .  65 

Dickson  Bridge  Works   5t) 

Dikeman  Surveyor  Company   04 

Dominion  Bridge  Company   


Dominion  Concrete  Company   10 

Dominion  Engineering  &  Inspection 

Company   64 

Dominion  Iron  &  Steel  Company  ...  61 

Dominion  Paint  Works   

Dominion  Sewer  Pipe  Company  ...  15 

Dominion  Wire  Rope  Co   66 

Dunlop  Tire  &  Rubber  Co  

Dunn  Wire-Cut-Lug  Brick  Co   3 

Elk  Fire  Brick  Company  

Exeter  Manufacturing  Company  . . . 

Ford  Meter  Box  Company  

Foster,  W.  L  

Eraser,  W   15 

Gartshore,  John  J   53 

Gartshore-Thompson  Pipe  &  Foundry 

Company   51 

Gent  Company  

Gillis  &  Geoghegan   12 

Goodwin-Barsby  &  Company  

Goold,  Shapley  &  Muir  Company  . .  55 
Gray  Construction  Co.,  John  V   51 

Haddin  &  Miles   64 

Hagersville  Contracting  Company  . .  9 

Hamilton,  S.  W   64 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John   49 

lona  Gypsum  Company   61 

Kerr  Engine  Company,  Limited  ...  56 

L'Air  Liquide  Society  

Lea,  R.  S   64 

Lightfoot,  Stanley   64 

London  Concrete  Machinery  Co.  ...  10 
Luxfer  Prism  Company  

MacLean  Daily  Reports   11 

MacKinnon  Holmes  &  Company  . .  . 

Manitoba  Bridge  Works  Co  

Mansfield  Engineering  Co  

Maritime  Bridge  Company   65 

Marsh  &  Henthorn,  Limited   51 

McDougall  Caledonian  Iron  Works 

Company   7 

McDougall,  Geo.  K   64 

McGregor  &  Mclntyre   65 

Meaford  Wheelbarrow  Co  


Metallic  Roofing  Company   50 

Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works   g 

Mueller  Mfg.  Company,  H  

National  Iron  Works   52 

National  Steel  Car  Company   3 

Neptune  Meter  Company   59 

Noble,  Clarence  W   62 

Northern  Crane  Works    17 

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Sewer  Pipe  Company  ....  5 
Ontario  Wind  Engine  &  Pump  Co.  59 

Ormsby  Company,  A.  B   13 

Osgood  Company  

Pacific  Coast  Pipe  Company   51 

Paterson  Mfg.  Company   53 

Pedlar  People   13 

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edouard   4 

Pittsburgh-DesMoines  Steel  Co.  ...  63 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   55 

Piatt  Iron  Works   51 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company   

Reid  &  Brown   64 

Ric  -wiL  Underground  Pipe  Covering 

Company  

Rogers  Agencies   52 

Sheldons  Limited   54 

Smart  Mfg.  Co.,  Jas   56 

Spielmann  Agencies  Regd  

Standard  Steel  Products  Limited  . .  15 

Standard  Steel  Construction  Co   58 

Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mills  Company  

Structural  Steel  Company   58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  07 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   52 

Turnbull  Elevator  Company  

Vancouver  Wood  Pipe  &  Tank  Co.  17 

Waterous  Engine  Works  Co   18 

Woodstock  Concrete  Machinery  Co, 
Wynne-Roberls,  R.  0   04 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterpris>-< 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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CRANES 


Type  E  Crane— Learn  about  our  Type  E 
Electric  Traveling  Crane 


ind 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about   your   Crane  requirements   for  any  purpose. 

Northern  Crane  Works,  Limited,  Waikerviiie,  Ontario 


Not  a  road  oil  but  a  liquid  asphalt 


Photo  illustrates  application  of  "FLUX- 
PHALTE"  on  King  Edward  Highway. 
The  road  surface  was  first  thoroughly 
swept  both  by  hand  and  machine  brushes. 
"FLUXPHALTE"  was  heated  to  a  tem- 
perature of  over  200  F  and  then  applied 
as  shown  above.  The  road  was  then 
sprinkled  with  gravel  and  rolled  with  a 
hand  roller. 


BOMD  OF  TEID 


King  Edward  Highway,  from  St.  Lambert,  Que.,  to  Rouse's 
Point,  N.Y.,  a  total  length  of  39^  miles.  "FLUXPHALTE" 
was  specified  as  the  material  to  be  used  in  the  resurfacing  of 
the  entire  Highway.  Work  started  1915  and  will  be  completed 
this  year. 


mmwi 


mm  Qlh  €9  Immi 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  of  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.     VANCOUVER,  B.  C. 


Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

I^ANY  Carpenter-contractors  in  the  small- 
er cities  and  towns  are  making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


Think  of  '*  Waterous  "  when  you 
want  quotations  on 

STEEL  PLATE 
WORK 

We  can  save  you  money  on  this 
work  because  we  know  how  to 
build  it. 

We  have  a  special  department 
that  handles  practically  nothing 
else.  Keeping-  down  manufactur- 
ing costs  and  turning  a  difficult 
job  out  right  is  where 
we  shine. 

Ask  v.s  for  prices  on 

Steel  Tanks,  Steel 
Bins,  Pressure  Tanks, 
Stacks,  Steel  Buckets, 
Dumping  S^ips,  Stand 
Pipes,^Rock  Screens. 

iiiiiiiiiiiiiiiiiiiiiiiii'iiiiiiiiiiiiiiiiiiiiiiiiiilliillliiiiiy^^ 

WATEROUS  BRANTFORD,  CAN. 
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Published  Each  Wednesday  by 

HUGH  G.  Maclean,  LIMITED 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  3700 

MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
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Tenders  Without  Gompetition 

THE  town  of  Drummondville,  P.  Q-,  is  asking  for 
tenders  on  a  gravity  filtration  plant.  This  in 
itself  would  scarcely  call  for  editorial  com- 
ment if  the  method  of  procedure  were  along 
usual  lines,  but  the  fact  is  that  tenders  are  being  called 
— competitive  tenders — on  specifications  prepared  by 
a  firm  of  consulting  engineers,  that  are  worded  so  de- 
liberately that  competition  in  certain  parts  of  the  work 
is  entirely  eliminated.  So  much  so  that  these  specifi- 
cations definitely  state  the  manufacturer  from  whom 
the  various  equipments  must  be  purchased — the  pumps 
must  be  so-and-so's  make,  the  gas  engine  so-and-so, 
the  motors  so-and-so.  This  holds  throughout  the  en- 
tire list.  They  even  go  so  far  as  to  give  the  name  of 
the  sub-contractor  who  must  supply  and  install  certain 
of  the  equipment.  Indeed,  the  only  thing  that  seems 
to  have  been  omitted  in  these  specifications  is  the  name 


of  the  general  contractor  who  will  be  awarded  the  con- 
tract for  which  so-called  tenders  are  now  being  asked 
— doubtless  merely  an  oversight. 

It  is  scarcely  possible,  we  believe,  to  condemn  in 
too  strong  terms  such  a  pernicious  and  unbusinesslike 
v\^ay  of  conducting  municipal  matters.  It  must  be 
condemned  on  four  counts  at  least:  (1)  there  is  no  a.s- 
surance  that  the  most  suitable  equipment  for  the  pur- 
pose, considering  operating  conditions,  manufacturers' 
guarantees,  price,  etc.,  is  being  installed ;  (2)  there  is 
a  possibility,  to  put  it  mildly,  that  the  price  paid  for 
this  equipment,  purchased  under  compulsion,  a  fact 
known  to  the  manufacturer,  will  be  unduly  high ;  (3) 
there  is  the  unfairness  to  competitors  of  good  standing 
in  the  field  who  have  earned  the  right  to  be  heard; 
and  (4)  there  is  the  almost  certain  result  of  doing  pub- 
lic business  in  other  than  an  entirely  open  and  above- 
board  Avay — that  there  will  be  charges  and  suspicions 
of  graft. 

*  *  * 

To  the  first  it  may  perhaps  be  answered  that  the 
best  in  each  case  has  been  selected.  With  all  due 
consideration  for  the  naines  mentioned  in  this  parti- 
cular case,  we  do  not  think  this  argument  can  reason- 
ably be  advanced  in  the  present  highly  developed  state 
of  our  commercial  life.  To-day  it  is  not  a  matter  of 
choosing  the  best,  but  rather  a  question  of  choosing 
from  among  the  best.  And  this  condition,  it  is  only 
fair  to  recognize,  has  been  brought  about,  more  than 
through  any  other  agency,  by  competition-  As  a  mat- 
ter of  recognized  fact,  the  conditions  surrounding 
counts  1  and  2,  that  is,  both  high  quality  and  reasonable 
price,  are  directly  due  to  the  very  principle  of  compe- 
tition that  this  municipality  is  so  deliberately  ignoring. 

For  this  reason  too,  if  for  no  other,  competitors 
have  a  just  right  to  be  heard  in  favor  of  the  particular 
equipment  they  manufacture  and  sell.  Manufactur- 
ers and  salesmen  must  to-day  be  recognized  as  special- 
ists, each  in  his  own  particular  line.  The  history  of 
the  past  few  years  has  taught  us  that  merit  more  often 
than  not  is  democratic,  and  may  be  found  as  intimately 
associated  Avith  some  of  our  younger  industries  as 
with  those  of  time  honored  names.  But  this  can,  in 
general,  only  be  learned  through  investigation  and  de- 
monstration and  it  is  for  this  purpose  chiefly  that 
salesman  specialists  are  employed — to  demonstrate 
the  merits  of  their  goods.  It  follows  then  that  these 
men  must  be  heard  before  the  merits  of  their  goods 
can  be  properly  appreciated. 

On  the  fourth  count,  public  opinion,  there  is  per- 
haps little  that  can  be  said  that  is  not  mere  repetition. 
Honest  men  and  crooks  look  alike  from  the  outside 
and  apparently  about  the  only  way  the  public  have  of 
defending  themselves  from  dishonest  officialdom  is  to 
suspect  everybody.  The  onus  of  proof  thus  rests  with 
the  officials  and  in  consequence  the  wiser  course  is 
surely  to  so  conduct  public  business  that  the  light  of 
day  has  free  access  to  every  item.  The  people  pay 
the  bills.  Is  it  not  their  right  to  know  how  and  why 
the  money  is  spent? 

*  *  * 

The  only  reasonable  course  for  Drummondville,  or 
any  other  municipality,  to  pursue  in  such  a  case  is  to 
get  away,  as  far  as  possible,  from  this  idea  of  doing- 
things  in  an  arbitrary  way.  To-day  we  are  fighting 
for  freedom,  at  home  and  abroad — freedom  of  thought, 
freedom  of  action,  freedom  from  dictation  by  any  indi- 
vidual or  group  of  individuals  who  would  force  their 
opinions  upon  us.  It  is  the  basis  of  our  national 
strength — the  right  of  men  to  be  heard — the  right  of 
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every  individual  to  be  given  a  chance  to- convert  others 
to  his  way  of  thinking.  The  Drnmmondville  council 
will  be  well  advised  to  reconsider  their  present  course 
and  to  start  all  over  again,  call  for  tenders  for  equip- 
ment in  the  usual  way  and  give  '  everybody  a  fair 
chance-  The  rights  of  th?  citizens  of  Drummondville 
demand  this,  and,  no  less,  the  rights  of  those  men 
whose  competition  is  responsible  for  the  present  fav- 
orable conditions  of  quality  and  price  surrounding,  in 
general,  machinery  equipment  on  the  Canadian  market. 


Disposal  of  Garbage 

DIFFERENT  systems  of  collecting  and  dispos- 
ing of  garbage,  and  the  factors  which  affect 
their  cost,  form  the  basis  of  an  extensive  in- 
vestigation and  a  subsequent  report  just  to 
hand  by  the' State  Bureau  of  Municipal  Information 
in  the  New  York  State  conference  of  mayors  and  city 
officials.  This  report,  extracts  from  which  appear 
in  this  issue,  has  been  prepared  as  a  guide  for  cities 
desiring  either  to  establish  garbage  systems  or  im- 
prove existing  ones. 

The  garbage  problem  falls  naturally  into  two  divi- 
sions—collection and  disposal.  Treating  these  sep- 
arately, collection  may  be  either  combined  or  separ- 
ate, or  some  combination  of  the  two — for  instance, 
separate  collection  of  garbage  and  combined  collection 
of  ashes  and  rubbish.  Reports  agree  that  if  all 
wastes  are  collected  together  the  cost  of  collection 
will  be  less  than  if  collected  separately-  The  method 
of  collection  may  be  either  by  licensed  cartmen,  those 
served  paying  the  expense;  by  contract,  where  the 
city  pays  a  fixed  sum  annually  to  some  contractor ;  or 
by  the  municipal  system,  where  the  city  does  the 
work.  Experts  are  agreed  that  the  last  named  sys- 
tem is  the  best.  Service  is  rendered  as  desired,  the 
system  is  under  better  control,  is  carried  on  with  bet- 
ter equipment  and  is  generally  much  cheaper  to  the 
tax-payer. 

The  kind  of  equipment,  location  of  receptacles,  and 
frequency  of  collection  are  big  factors  which  vitally 
afifect  the  cost  of  collection.  MjDst  cities  specify  the 
size  of  can,  and  where  it  must  be  left  for  collection. 
No  standard  type  of  wagon  has  so  far  been  adopted  in 
the  U.  S.  cities,  dif¥erent  cities  employing  different 
designs  such  as  suit  their  ideas  and  requirements. 
The  almost  universal  practice  is  to  collect  during  the 
day.  The  frequency  of  collection  depends  entirely 
upon  the  amount  of  garbage,  the  density  and  char- 
acter of  the  population,  and  the  season  of  the  year. 
The  cost  of  collection  is  vitally  affected  by  so  many 
different  factors  that  any  attempt  to  compare  the 
economy  of  a  system  in  one  city  with  that  in  another 
would  generally  be  unsatisfactory.  The  cost  of  col- 
lection depends  on  the  cost  of  loading,  length  of  haul, 
capacity  of  wagon,  rate  of  travel,  grades,  and  traffic 
obstruction. 

The  methods  adopted  by  dift'erent  cities  for  the 
disposal  of  their  garbage  are:  feeding  to  swine;  dump- 
ing on  land;  dumping  into  large  volumes  of  water; 
disposal  by  sanitary  fill;  burial;  incineration;  and  re- 
duction. Most  of  the  smaller  cities  dispose  of  all  or 
part  pf  their  garbage  by  feeding  to  swine  The 
method  is  a  most  profitable  one,  and  warrants  con- 
sideration in  small  cities  where  isolated  farm  sites 
are  available.  Dumping  on  land,  especially  where 
there  is  a  large  quantity  to  be  disposed  of,  is  objec- 
tionable. Dumping  in  water  is  generally  prohibited 
because  the  material  is    washed    on    a  neighboring 


shore.  The  method  of  sanitary  fill,  in  dumping  the 
garbage  and  mixing  with  it  sufficient  earth  to  ensure 
oxidation,  is  not  only  satisfactory,  and  free  from  nuis- 
ance when  properly  carried  out,  but  economical  as 
well  in  filling  excavations  and  ravines.  Disposal  by 
burial,  when  properly  conducted,  is  sanitary,  but  is  not 
applicable  for  large  communities,  on  account  of  the 
large  area  of  land  required. 

The  system  generally  employed  by  large  cities  is 
a  disposal  plant,  either  by  incineration  or  reduction. 
Incineration  is  favored  for  a  city  of  less  than  one 
hundred  thousand  inhabitants.  From  estimates  it 
has  been  found  that  the  average  cost  of  incineration 
is  between  $600  and  $700  per  ton  daily  capacity.  The 
l)y-products  of  this  process  are  clinker,  used  in  brick 
manufacture  and  road-making,  and  heat  that  can  be 
used  for  steam  generation  of  light  and  power. 

In  the  reduction  method  of  disposal  two  processes 
are  used — cooking  and  drying".  In  the  former  the 
garbage  is  cooked  in  large  closed  retorts  by  means  of 
steam  under  pressure.  In  the  drying"  process  the 
grease  is  extracted  by  some  volatile  solvent  like 
naptha-  Reduction  is  a  method  that  to  be  financially 
profitable  can  only  be  adopted  in  large  cities.  The 
cost  of  reduction  will  vary  from  $1,500  to  $3,000  per 
ton  daily  capacity.  Besides  being  sanitary,  the  re- 
duction process  is  profitable  in  the  intrinsic  value  of 
the  components  restored — grease,  tankage,  hides,  etc. 

The  report  is  specially  complete  and  valuable  with 
regard  to  disposal  by  incineration  and  reduction. 
Liberal  extracts  from  the  data  furnished  under  the 
headings  are  printed  elsewhere  in  our  issue  of  March 
15  and  of  the  present  date. 


The  Recent  Road  Congress 

The  proceedings  of  the  third  Canadian  and  Inter- 
national Roads  Congress,  held  in  Montreal,  were  indi- 
cative of  a  strong  interest  in  the  good  roads  move- 
ment, partly  due  to  the  spirit  created  by  the  first  Con- 
gress, also  held  in  Montreal  two  years  ago,  but  also 
very  largely  to  the  Good  Roads  legislation  of  the  Pro- 
vincial Governments.  These  governments  gave  the 
Congress  very  strenuous  support ;  several  members 
attended,  and  some  of  the  speakers  were  officials  in 
the  highways  departments.  The  eft'orts  of  the  Gouin 
Ministry  have  clearly  had  very  beneficial  results  in 
awakening  interest  in  the  improvement  of  roads,  as 
was  evidenced  by  the  large  number  of  delegates  from 
that  province.  This  was  scarcely  less  noticeable  in 
the  case  of  Ontario  and  also  Manitoba.  The  execu- 
tive of  the  Congress  met  the  desires  of  the  section  of 
the  community  in  which  the  Congress  was  held  by 
arranging  for  several  papers  to  be  read  in  French  and 
by  prominent  French  Canadians  presiding  at  some  of 
the  sessions- 

As  compared  with  the  First  Congress,  there  was  a 
marked  all  round  improvement.  The  proceedings 
were  more  enthusiastic,  the  exhibition  more  attractive, 
and  there  was  a  general  atmosphere  of  quickened  vi- 
tality. The  Congress  was  of  real  educational  value, 
and  will  undoubtedly  further  stimulate  the  Good 
Roads  movement.  Rural  municipalities  are  very 
hard  to  move,  often  looking  upon  such  subjects  as 
good  roads  in  the  light  of  unnecessary  expenditure; 
the  feeling  expressed  in  the  saying  that  what  was  good 
enough  for  their  fathers  is  good  enough  now  is  still 
widely  held  by  many  men  in  farming  districts,  and  it 
is  difficult  to  upset  deep  rooted  prejudices  of  this 
cl)aracter.     Such  congresses  as  that  held  in  Montreal 
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are  worthy  of  support,  if  only  from  the  point  of  show- 
ing- that  good  roads  are  profitable  investments  for  the 
farmer,  and  the  delegates  who  go  back  to  their  towns 
and  villages  impressed  with  this  knowledge  will  help 
to  remove  one  of  the  chief  obstacles  to  the  advance  of 
the  movement.  Show  the  farmer  that  he  is  spending 
money  to  his  financial  advantage,  and  yon  have  made 
a  convert. 

There  were  two  or  three  points  about  the  congress 
in  connection  with  which  one  heard  an  occasional  cri- 
ticism. One  was  that  the  majority  of  the  papers 
were  too  technical.  To  the  engineers  such  papers 
are  of  great  value,  but  the  majority  of  the  delegates 
were  not  of  this  class,  and  it  is  significant  that  the 
most  popular  speakers  were  men  who  mixed  their 
technical  data  with  more  general  observations.  Then, 
again,  several  of  the  papers  were  criticised  as  being 
too  long;  they  were  weighted  with  too  much  detail, 
so  that  interest  was  apt  to  be  lost  l)y  reason  of  the 
mass  of  information  read  off  at  a  rapid  rate.  Dele- 
gates are  apt  to  become  wearied  when  a  paper  exceeds 
a  reasonable  limit,  (except  perhaps  a  few  who  have 
made  that  particular  subject  a  study),  especially  when 
they  have  perhaps  sat  for  an  hour  and  a  half  listening 
to  other  papers.  And  finally,  the  discussions  were 
on  the  wliole,  disappointing.  Most  of  the  papers 
l)assed  without  comment-  This  may  in  a  degree  be 
partly  accounted  for  by  the  disinclination  of  the 
French  Canadians  to  discuss  the  papers  written  in 
iMiglish,  and  vice  versa,  but  even  the  papers  in  French 
were  followed  by  little  comment.  The  language 
question  was  one  of  difficulty,  but  it  was  met  as  fully 
as  possible  by  Mr.  B.  Michaud,  the  president,  alternat- 
ing his  speeches  in  French  and  English. 


A  Conference  of  Toy  Manufacturers 

With  a  view  to  encouraging  the  manufacture  of 
toys  in  Canada,  both  for  home  markets  and  for  ex- 
port, a  toy  conference  has  been  arranged  to  take  place 
in  the  Royal  Bank  Building,  King  and  Yonge  Streets. 
Toronto,  on  the  28th  of  March.  A  large  number  of 
samples  of  German  toys,  such  as  were  formerly  im- 
ported into  Canada,  will  be  on  exhibition  to  show 
Canadian  manufacturers  what  the  Germans  supplied, 
and  there  will  be  a  collection  of  U.  S.  toys  also,  which 
will  indicate  what  our  neighbors  to  the  south  have 
been  doing  to  replace  the  German  article.  It  is  also 
expected  that  Canadian  manufacturers  of  toys  will 
send  samples.  There  has  been  a  very  considerable 
development  of  toy  manufacturing  in  Canada  since 
the  outbreak  of  the  war,  and  it  is  known  that  there 
are  not  less  than  twenty-four  toy  factories  in  Canada 
at  the  present  time.  The  importance  of  the  industry 
and  the  wonderful  demand  at  certain  times  of  the  year, 
would  indicate  the  necessity  of  Canadian  manufac- 
-  turers  attending  this  conference  as  a  preparatory  step 
towards  holding  this  particular  trade  permanently. 


Good  Roads  in  Quebec 

The  Hon.  L.  A.  Teschereau,  Minister  of  Public 
Works,  has  presented  a  Bill  before  the  Legislative  As- 
sembly of  Quebec  to  abolish  toll-gates  on  some  sixty- 
four  miles  of  road  around  the  city  of  Quebec.  The 
roads  are  at  present  owned  by  the  Quebec  North  Shore 
Turnpike  Roads  Company,  but  the  revenue  from  the 
toll-gates  has  not  been  sufficient  to  maintain  the  roads, 
and  the  company  is  practically  insolvent.  The  Bill 
dissolves  the  company,  and  the  roads  and  bridges  are 
to  be  municipalized  and  become  the  property  of  the 
municipalities  through  which  they  run. 


The  Lieutenant-Governor-in-Council  is  empowered 
to  create  a  commission  of  three  men  who  will  look 
after  the  road  for  ten  years,  at  the  end  of  which  time 
the  municipalities  themselves  will  take  charge.  The 
money  for  repairs  and  construction  is  to  be  secured  by 
the  municipalities  under  the  provisions  of  the  Good 
Roads  Act, — half  the  cost  of  maintenance  is  to  be  paid 
by  the  municipality,  one-quarter  by  the  city  of  Que- 
bec, and  the  balance  by  the  province,  and  the  total  cost 
of  maintenance  is  not  to  exceed  $40,000  a  year. 


Mr.  Dunlop  Before  Ottawa  Branch 

The  Ottawa  ])ranch  of  the  Canadian  Society  of 
Civil  Engineers  held  their  third  mid-day  luncheon  for 
the  season  in  the  Green  Room  of  the  Russell  House 
on  March  17th  at  which  Mr.  E.  A.  Dunlop,  M.  L.  A., 
Pembroke,  Ont-,  delivered  a  brief  address.  Mr.  Dun- 
lop has  just  returned  from  a  trip  to  Europe  where 
he  visited  the  Canadian  front  line  trenches.  He  was, 
therefore,  speciall}'  fitted  to  give  an  account  of  the 
life  and  condition  of  our  soldiers  at  the  front. 


Manitoba  Branch  G.S.G.E. 

At  a  meeting  held  on  March  3  of  the  General  Sec- 
tion of  the  Manitoba  Branch  of  the  Canadian  Society 
of  Civil  Engineers,  Messrs.  W.  G.  Chace  and  M-  V. 
Sauer  gave  an  interesting  review  of  the  present  and 
proposed  hydro-electric  development  in  the  Niagara 
F"alls  district.  The  differences  in  the  various  plants 
were  pointed  out,  special  features  were  discussed,  and 
the  advances  made  in  electric  power  transmission 
within  the  last  twenty  years  were  dealt  with. 

The  following  list  of  members  of  the  Manitoba 
Branch  of  the  Canadian  Society  of  Civil  Engineers 
have  enlisted  for  active  military  service: — 

Lieut.  Louis  Annereau,  A.M. ;  T.  W-  Clark,  A.M. ; 
W.  S.  Colhns,  S.;  Major  F.  A.  Creighton,  M.;  W.  J. 
Dickson,  S. ;  C  O.  Donnelly,  M.;  Lieut.  E.  P. 
Fetherstonhaugh,  A.M.;  J.  A.  Hesketh,  M. ;  Lieut. 
B.  A.  Johnston,  S. ;  C.  N.  Mitchell,  S. ;  Lieut  J.  M. 
L.  G.  MuUon,  A.M.;  R.  H.  Mulock,  A.M.;  W.  H. 
Richardson,  S. ;  C.  A.  Millican,  A.M.;  L.  M.  H. 
Rime,  A.M.;  Major  D.  A.  Ross,  M. ;  C  Rowan,  S. ; 
Col.  H.  N.  Ruttan,  M.;  G.  L.  Shanks,  J.;  W.  H. 
Shillinglaw,  M. ;  V-  H.  Tait,  S. ;  Lieut.  A.  J.  Taunton, 


Monthly  Meeting,  Toronto  Branch  G.S.G.E. 

The  regular  monthly  meeting  of  the  Toronto  Branch 
of  the  Canadian  Society  of  Civil  Engineers  was  held 
in  the  Society's  rooms  at  the  Engineers'  Club,  90  King- 
Street  West,  on  Thursday,  March  9th.  The  meeting 
was  devoted  to  the  discussion  of  proposed  amendments 
to  the  present  by-laws  as  formulated  by  the  Com- 
mittee appointed  in  1915  to  consider  this  matter.  While 
the  attendance  was  not  what  the  importance  of  the 
subject  should  warrant,  a  vei-y  interesting  discussion 
took  place,  and  many  good  suggestions  were  made. 
A  stenographic  report  of  this  discussion  Avill  be  avail- 
able in  a  short  time  for  members  wishing  to  consult  it. 
Mr.  G.  A.  Mountain,  of  the  Ottawa  Branch,  was  pre- 
sent at  this  meeting,  and  contributed  to  the  discussion. 


Canada's  total  revenue  to  February  29,  for 
the  eleven  months  of  the  fiscal  year,  is 
$154,348,809.  This  is  an  increase  of  about 
$34,000,000  over  a  year  ago. 
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The  Monolithic  Type  of  Brick  Pavement 

The  advantages  of  this  type  over  cushion  con- 
,  struction  —  Description   of   methods  employed 


By  Maurice  B.  Greenough* 


THE  development  and  successful  application  of 
the  monolithic  type  of  construction  for  brick 
pavements  is  a  decided  step  in  advance  in 
improved  highway  construction.    It  promises 
the  end  of  building  roads  by  rules  of  thumb  and  pre- 
cedent, and  the  beginnings  of  truly  economical  design 
and  construction. 

At  the  present  time,  the  monolithic  type  is  of  two 
kinds,  both  representing  a  breaking  away  from  the 
practice  of  constructing  brick  pavements  in  two  parts, 
separated  by  a  layer  of  foreign  material,  but  one  more 
gradual  than  the  other.  In  one  we  have  no  radical 
change  in  the  relationship  of  the  various  elements  of 
the  structure.  It  differs  from  the  sand  cushion  type 
only  in  the  addition  of  cement  to  the  cushion  course, 
producing  a  part  which  might  more  properly  be  called 
a  cement  mortar  bedding  course.  A  union  is  made 
with  the  finished  surface  of  the  concrete  base,  but  it 
is  only  such  union  as  may  be  obtained  by  bonding  a 
thin  layer  of  cement  mortar  to  a  prepared  concrete 
surface,  and  to  the  bottoms  of  vitrified  paving  brick. 
The  other,  as  typified  by  the  newly  built  roads  at 
Paris,  Illinois,  is  a  complete  divorce  from  the  old  or- 
der. It  represents  the  final  step  in  consolidating  the 
wearing  surface  and  the  foundation,  so  that  both  con- 
tribute their  united  strength  to  the  structure. 
All  semblance  of  a  cushion  or  special  bedding 
course  is  done  away  with,  and  the  vitrified 
wearing  surface  is  completely  bonded  to  the 
green  concrete  base. 

Before  proceeding  to  a  critical  analysis  of 
the  results  obtained  by  the  two  methods  of 
monolithic  construction,  let  us  examine  in  de- 
tail the  steps  involved.  First,  that  type  in 
which  the  bricks  are  laid  directly  on  the  green 
concrete  foundation,  developed  originally  for 
country  roads,  but  since  applied  t(»  city  streets. 
The  preparation  of  the  subgrade  differs  in  no 
respect  frcjm  that  of  any  improved  road.  Thor- 
ough drainage  must  be  insured  and  a  uniform- 
ly compacted  subgrade  created  as  the  founda- 
tion. 

When  the  work  begins,  concrete  of  a  quak- 
ing consistency  is  deposited  from  a  conveyor 
on  the  subgrade  between  the  forms.  It  is  then 
roughly  struck  off  by  means  of  shovels  to  a 
depth  about  two  inches  greater  than  the  re- 
(juired  depth  of  foundation.  The  concrete  hav- 
ing been  deposited,  roughly  struck  off,  and 
spaded  along  the  side  forms  in  order  to  allow 
only  mortar  to  come  in  contact  with  them, 
the  foundation  is  struck  off  to  a  true  surface 
and  luted  by  means  of  a  double  template,  in 
which  has  been  placed  a  dry  premixture  of  sand  and 
cement  in  the  proportion  of  one  to  four. 

The  character  of  the  double  template  is  of  the  ut- 
mos^t  importance  and  may  well  be  called  the  salient 
feature  of  this  method  of  construction.  As  developed 
at  Paris,  111.,  and  very  successfully  used  there,  it  con- 
sists of  a  forward  cutting  edge,  an  I-beam,  and  a  rear 
cutting  edge,  a  channel  with  the  flange  placed  out- 
ward.   The  I-beam  and  the  channel  are  spaced  from 
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two  to  three  feet  apart.  •  The  bottom  of  the  rear  cutter 
is  about  three  sixteenths  of  an  inch  higher  than  the 
lower  edge  of  the  forward  cutter.  With  the  space 
between  the  two  filled  with  dry  sand  and  cement,  a 
forward  motion  of  the  template  first  cuts  off  the  con- 
crete and  then  fills  all  irregularities  in  the  surface  with 
the  luting  mixture. 

Sufficient  water  is  used  in  mixing  the  concrete  so 
that  enough  will  work  to  the  surface  and  be  absorbed 
by  the  luting  mixture  to  insure  its  thorough  hardening. 

The  surface  thus  created  in  the  rear  of  the  tem- 
plate is  remarkably  smooth,  entirely  free  from  depres- 
sions, and  is  ready  to  receive  at  once  the  brick  surface. 
No  difficulty  has  been  experienced  in  laying  the  brick 
in  the  usual  manner,  having  them  brought  in  on  pal- 
lets with  the  best  edge  upward,  the  dropper  standing 
upon  the  brick  just  laid.  There  is  sufficient  rigidity 
in  the  green  concrete  base  even  at  this  stage  to  resist 
the  formation  of  any  depressions  in  the  surface  by 
workmen  moving  about  upon  it.  It  is  well,  however, 
to  have  boards  laid  for  the  men  to  walk  upon. 

The  brick  setting  is  immediately  followed  by  roll- 
ing. A  light  hand  roller  weighing  from  four  to  five 
hundred  pounds  has  been  found  entirely  adequate  to 
obtain  a  remarkably  smooth  surface,  in  fact,  the  sur- 


Fig.  1.— Brick  pavement  without  curbing. 

face  obtained  before  rolling  is  as  smooth  as  many  sand 
cushioned  streets  after  rolling. 

The  chief  endeavor  of  highway  engineers  is  to  ob- 
tain economy  in  construction,  to  build  pavements  for 
the  minimum  cost  that  will  promise  the  maximum  of 
durability,  consistent  with  all  the  elements  that  gov- 
ern pavement  construction  such  as  drainage,  traffic, 
and  freedom  from  excessive  maintenance  and  repair. 
If  we  compare  the  two  methods  of  building  monolithic 
brick  pavements  on  the  basis  of  results  already  demon- 
strated, we  find  that  the  sand  cement  mortar  type  has 
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increased  the  cost  of  construction,  while  that 
method  by  which  the  brick  are  placed  on  the 
green  concrete  base  has  decreased  the  cost  of 
construction. 

In  the  sand  cement  mortar  bed  type,  the 
base  is  prepared  in  advance  and  allowed  to 
harden  exactly  as  if  the  sand  cushion  type  were 
to  be  built.  The  same  depth  of  brick  is  used 
and  the  same  concrete  edging  or  curb  has  been 
retained  that  were  formerly  employed.  The 
increase  in  cost  arises  through  the  introduction 
of  the  cement  in  the  cushion  material.  Any 
saving  in  the  amount  of  sand  used  and  in  al- 
lowing faster  dropping  of  the  brick  is  offset 
by  the  cost  of  the  cement  and  the  cost  of  pre- 
mixing  the  cement  and  sand.  The  net  result 
is  an  increased  cost  per  square  yard  for  the 
construction.  The  sand  cement  mortar  bed 
type  has  had  its  widest  appreciation  in  city 
practice.  One  of  the  advantages  of  the  Paris 
type  is  found  in  the  elimination  of  the  curb- 
ing or  edging  for  country  roads,  so  that  from 
the  point  of  view  of  effecting  economy  in  ma- 
terials this  type  has  the  advantage  over  the 
sand  cement  mortar  bed  type. 

Any  innovations  in  pavement  construction 
methods  are  of  interest  to  the  engineer  particularly, 
since  it  is  he  who  forms  the  connecting  link  between 
the  contractor  and  the  taxpayer.  But  the  contractor 
is  vitally  concerned  in  these  innovations  since  it  is 
he  who  must  adapt  his  organization  to  them  in  order 
to  meet  successfully  the  requirements  of  the  engineer. 
The  public  is  interested  by  reason  of  the  fact  that  it 
is  they  who  pay  for  all  pavements  constructed  and 
enjoy  the  use  of  them.  Therefore,  in  order  to  satisfy 
all  of  these  interests,  a  pavement  must  be  of  practical 
construction  in  the  operations  and  organization  in- 
volved, it  must  meet  the  requirements  of  all  pavements, 
that  is,  ease  of  traction,  ease  of  cleaning  and  durable 
imder  the  wear  and  tear  of  traffic,  and  finally  it  should 
be  attained  at  the  minimum  expenditure  of  money 
consistent  with  good  service. 

Executives  are  agreed  that  the  maximum  efficiency 


Fig.  2— Completed  brick  pavement,  Paris,  111. 


Fig.  3— Bricks  removed  from  pavement. 

in  operation  and  organization  obtain  when  the  same 
men  continue  to  exercise  the  same  functions,  in  other 
words,  specialization  of  effort.  What  holds,  for  ex- 
ample, in  productive  industry,  is  equally  applicable  to 
the  construction  of  pavements.  Effective  effort  on  the 
part  of  workmen  building  a  road  is  obtained  when  each 
man  becomes  thoroughly  familiar  with  the  work  which 
he  has  to  perform,  and  particularly  if  he  has  but  one 
kind  of  work  to  do. 

Again,  economy  in  materials,  which  decreases  the 
amount  of  money  which  must  be  tied  up  during  the 
prosecution  of  a  contract,  appeals  strongly  to  the  con- 
tractor. A  type  of  construction  which  promises  to  be 
a  credit  to  the  man  performing  the  work  and  one  in 
which  the  hazards  of  unknown  and  unforeseen  circum- 
stances are  reduced  to  a  minimum  commends  itself 
strongly  to  the  contractor. 

All  of  these  conditions  are  satisfied  by  the 
Paris  type  of  monolithic  construction.  The 
entire  force  engaged  in  building  the  pavement 
is  distributed  over  a  distance  of  less  than 
seventy-five  feet  along  the  road,  encouraging 
economy  by  making  possible  street  supervi- 
sion of  all  the  work.  The  same  men  perform 
the  same  operations  continually.  For  instance, 
certain  men  are  always  engaged  in  roughly 
striking  off  the  concrete  base  and  spading  it 
about  the  forms  ;  others  are  mixing  the  sand 
and  cement  luting  course  and  keeping  the 
template  well  filled ;  still  others  are  constantly 
bringing  in  brick  for  the  droppers,  and  so  on. 
Thus  the  entire  operation  proceeds  at  a  uni- 
form rate  of  speed  throughout  the  day.  There 
is  no  confusion  or  loss  of  time  by  changing 
duties.  Economy  in  materials  is  effected  by 
the  elimination  of  the  curbing  or  edging  in 
country  road  construction.  A  saving  is  made 
in  the  amount  of  sand  and  cement  required  for 
the  luting  course  over  what  would  be  required 
for  a  sand  cement  mortar  bedding  course,  or 
even  a  plain  sand  cushion. 

No  time  is  lost  in  waiting  for  a  concrete 
base  to  harden  before  brick  laying  may  com- 
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mence.  In  other  words,  there  is  no  call  for  equipment 
to  be  brought  on  to  the  work  until  a^ctual  operations 
of  constructing  the  pavement  begin.  Of  course,  the 
subgrade  must  be  prepared,  but  except  in  unusual 
circumstances  that  may  be  going,  on  simultaneously 
with  the  construction  of  the  pavement  only  far  enough 
ahead  so  that  no  time  will  be  lost  by  breakdowns  or 
other  unforeseen  delays  in  preparing  the  subgrade. 

In  the  use  of  the  special  template  which  both  strikes 
of¥  and  lutes .  the  concrete  foundation  is  found  the 
critical  point  in  construction.  No  make-shift  template 
should  be  employed,  it  should  be  substantial  and  de- 
signed particularly  for  the  work  to  be  performed  by  it. 
The  cost  of  the  template  is  very  small  in  proportion 
to  the  economy  effected  by  its  use. 

Every  engineer  hesitates  to  commit  himself  to  new 
methods  of  construction,  involving  the  expenditure  of 
large  sums  of  money  without  being  certain  of  the 
ground  upon  which  he  stands,  in  order  that  his  name 
shall  not  be  lent  to  any  plan  which  may  later  result 
in  discredit  to  his  professional  judgment.  This  is  a 
natural  and  justifiable  attitude  and  it  serves  as  a  check 
on  exploitation  and  over  zealous  attempts  to  improve 
methods  which  have  been  in  use  for  many  years.  Un- 
fortunately, we  do  not  as  yet  have  in  highway  engi- 
neering the  criteria  for  predetermining  pavement  be- 
havior under  the  diversified  conditions  of  application 
which  surround  them,  so  that  opinions  upon  the  future 
performance  of  pavements  must  be  based  upon  "a  pri- 
ori" reasoning,  with  past  performances  of  accepted 
methods  in  view. 

The  principal  defects  of  the  sand  cushion 
type  of  brick  pavements  have  been  longitudin- 
al cracks  and  surface  depressions,  caused  by 
soft  spots  or  shifting  in  the  sand  cushion,  by 
imperfect  grouting,  or  combinations  of  the  two 
efifects.  The  presence  of  moisture  in  the  sand 
cushion  which  may  freeze  and  expand  during 
cold  spells  may  also  be  a  contributing  factor 
in  the  formation  of  longitudinal  cracks.  One 
thing  is  certain,  that  the  elimination  of  the  sand 
cushion  eliminates  its  hazards  as  well,  and  de- 
fects that  develop  must  be  attributed  to  some 
other  source.  So  far,  no  longitfidinal  cracks 
have  developed  in  monolithic  pavements. 

The  opinion  of  engineers  has  been  ex- 
pressed from  time  to  time  that  they  feared 
that  at  the  end  of  five  or  six  years,  the  bricks 
would  become  broken  and  battered  on  account 
of  the  anvil  efifect  of  the  base  when  the  surface 
is  subjected  to  moving  loads. 

We  know  that  the  ability  of  any  striicture 
to  withstand  the  shock  of  suddenly  a]>plied 
loads  depends  upon  the  ability  of  the  material 
to  yield  slightly  and  to  store  within  itself  in- 
ternal energy  equal  to  the  amount  of  the  ex- 
ternal energy  applied  to  produce  the  given 
state  of  distortion.  This  storage  of  internal 
energy  is  evidenced  by  the  elastic  recovery  of  the 
structure  to  its  original  position  upon  removal  of  the 
load.  We  commonly  describe  this  function  of  a  pave- 
ment as  its  resiliency.  Just  what  the  resiliency  of  a 
four-inch  brick  surface  firmly  united  to  a  four-inch 
concrete  base  will  be,  is  something  to  be  determined 
by  actiial  measurement. 

A  careful  study  of  monolithic  jjavemcnt  leads  to 
the  conclusion  that  they  are  inherently  stronger,  and 
better  suited  to  withstand  successive  deflections  with- 
out injury  than  is  that  type  having  the  wearing  sur- 
face and  the  foundation  acting  separately,  the  only 


connection  between  the  two  being  dependent  upon  a 
layer  of  sand  which  may  or  may  not  establish  a  contact. 

The  taxpayer's  interest  in  improved  roads  lies  not 
only  in  having  a  smooth  and  comfortable  road  over 
which  to  ride,  but  also  in  how  much  he  must  pay  to 
secure  such  a  road.  His  interest  in  monolithic  con- 
struction is  quickened  by  the  knowledge  that  a  type 
of  construction  for  brick  roads  has  been  developed 
which  promises  to  be  equally  and  probably  more  sat- 
isfactory than  the  sand  cushion  type,  and  as  has  been 
indicated  by  work  thus  far  performed,  it  is  secured  at 
a  cheaper  price. 


Cost  of  Applying  Mortar  with  the 
Cement  Gun 

The  upstream  face  of  the  Elephant  Butte  dam  of 
the  United  States  Reclamation  Service  is  being  water- 
proofed with  Portland  cement  mortar  mixed  in  the  pro- 
portion of  one  part  cement  to  two  parts  sand  and  ap- 
phed  with  a  cement  gun  in  a  coating  about  1  in.  thick. 
Advantage  has  been  taker  of  rising  water  in  the  re- 
servoir to  work  from  rafts  specially  constructed  for  the 
purpose.  There  are  two  of  these,  each  9x13  ft-,  made 
of  planking  on  a  framework  laid  on  and  attached  to  16 
oil  barrels.  One  raft  contains  the  machine,  operator 
and  helpers,  small  mixing  box  and  a  few  sacks  of  ce- 
ment and  sand,  while  the  other  is  loaded  with  cement 
and  sand. 

The  coating  is  appHed  in  horizontal  strips  about 
10  ft.  high  and  the  length  of  the  dam  at  water  level. 


Fig.  -l-Laying  brick,  Paris,  III. 

The  surface  is  first  cleaned  thoroughly  with  scrapers 
and  wire  brushes  and  is  then  gone  over  with  a  sand- 
blast, using  coarse  sand,  passed  through  the  machine 
to  obtain  the  necessary  pressure.  This  roughens  the 
surface  sufficiently  to  cause  the  mortar  to  adhere  to  it. 
The  surface  is  then  thoroughly  moistened  with  a  hose 
and  the  mortar  immediately  applied.  The  mortar  is 
])ut  on  m  four  layers,  each  about  y^,  in.  in  thickness.  It 
was  found  that  a  thicker  coat  than  this  applied  on  a 
vertical  wall,  without  reinforcement,  would,  on  ac- 
count of  Its  weight,  slough  of¥  before  setting.  Each 
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layer  follows  the  preceding  one  before  it  has  at- 
tained its  final  set,  and  so  far  there  is  no  indication  of 
a  parting  of  the  layers.  Numerous  samples  taken 
from  the  face  showed  perfect  adhesion  to  the  con- 
crete, it  being  impossible  in  every  case  to  break  the 
mortar  from  the  concrete  at  the  line  of  contact.  The 
cost  per  square  foot  for  the  first  100,000  sq-  ft.  of  this 
coating  is  as  follows  : 

Operating  and  repair  work,  including  cost  of 

air  and  water    $  0.015 

Staging,  cleaning  wall,  moving,  etc   .006 

Cement  024 

Sand,  including  labor,  screening  and  hauling 

(sand  only  20c  per  cu.  yd.)   .007 


Depreciation  of  gun  and  equipment  020 

Subtotal    $  0.072 

Overhead  007 

Total  cost  per  square  foot   $  0.079 

In  using  the  cement  gun  the  sand  must  be  clean, 
sharp  and  not  too  fine.  It  must  not  be  bone-dry,  or 
trouble  with  feeding  will  occur.  The  air  pressure 
should  be  about  30  lb.  in  the  gun  and  the  water  pres- 
sure over  60  lb.  It  has  been  figured  at  Elephant  Butte 
that  30  ft.  of  free  air  at  100  lb.  pressure  at  the  point  of 
delivery  to  the  gun  and  10  gal.  of  water  are  required 
])er  minute. 


Efficiency  in  Municipal  Engineering 

By  R.  O.  Wynne-Roberts 

IN  the  article  published  in  the  issue  of  February  are  given  as  to  the  number  of  actual  customers  sup- 

9th  the  writer  dealt  with  the  question  of  efficiency  plied.     The  following  table  furnishes  the  main  items 

in  municipal  engineering  in  general.     Since  then  of  the  year's  operation  at  the  above  two  places,  based 

I  ha\  e  had  the  opportunity  of  studying  the  finan-  upon  (a)  per  million  gallons  supplied  and  (b)  per 

cial  returns  of  nearly  60  Ontario  waterworks  as  pub-  capita: 
lished  in  a  government  report  for  1913,  which  is  the  (a)  p^""  '"'iiion  gallons— 

.  latest  available.  Gross      Fuelor   Salaries  Gross  per  head 

The  returns  do  not  appear  to  be  rigorously  stand-         ^  ^^4^00    ""4^^  "TsT'' 'I'sT' """"Ssf '''43^ 
ardised  because  in  a  number  of  instances  the  repay-         2  iss'.oo     9.00     29.50     62!oo     21.3.00  33 
ment  of  loans  or  debentures  is  included  in  the  annual         1          .'^.^^^^$~2.si     o.684     0.574     c.sec      2.69  437 
working  expenditure.  It  would  also  appear  that  these         2  1.65     o.io7S    0.352     0.744      2.55  33 
repayments  are  included  in  other  returns  although  the          It  will  be  observed  that  No.  2  would  appear  to 
fact  is  not  stated.     Furthermore  the  disseciion  or  al-  have  a  very  costly  water  supply  if  the  cost  per  million 
location  of  the  accounts  in  some  of  the  returns  do  not  gallons  is  taken  as  the  standard,  but  when  compared 
conform  to  the    standard    and.    therefore,    must  be  on  the  basis  of  cost  per  capita  it  is  the  most  satisfac- 
omitted.     These  conditions  are  to  be  regretted,  inas-  tory  on  almost  every  score.  These  two  places  are  re- 
much-  as  the  data  given  would  be  of  great  value  to  the  latively  small,  one  has  a  population  of  over  2,000  and 
authorities  in  order  to  compare  the  results  obtained  in  the  other  over  4,000. 

one  place  with  those  in  another.      Such  a  compari-  If  the  same  analytical  method  is  applied  to  larger 

son,  however,  is  not  always  reliable  unless  ample  in-  towns  we  get  the  following  results: 
formation  is  available  as  to  the  nature  of  the  power  p^'"  million  gallons- 

employed,    cost    of    fuel,    type    and    condition    of    the  Gross       Fuel  or  salaries  Gross     pef  head 

pumps,  average  height  to  which  water  is  raised,  man-  Cost       Energy  or  wages  interest  earnings  per  day 

\  p.  .     ^.  ,  3    S  57.00       17.50       14.70       14.10       96.00  57 

agement  and  operating  organizations,  and  so  on.  4    40.00      5.20      6  04     26.60t    57.20t  143 

A  r  jj         ■        ^,       -n        1  r-        J-        Ti-  5    62.00        6.80        7.70       39.50       S4.00  100 

A  professor  addressing  the  Royal  Canadian  Insti-  (b)  per  capita— 

tute  in  Toronto  recently,  referred  to  "the  mendacity         |  ^  HI      o|f      o|f4     ollt     2'99t  ill 

of  statistics,"  and  without  doubt  he  was  stating  a  tru-         5  ::::::::::     2:28      0:25      0:282     1:448     3.05  100 

r        r  -ji        .  1         J-  r,  ,  tincludes  repayment  of  loan. 

ism,  for  figures  without  explanations  are  often  most 

misleading.     For  example,  the  cost  of  providing  water         I"  t'^ese  instances  again  the  cost  of  water  per  mil- 

by  pumping  in  Ontario  municipalities  including  all  ex-  Hon  gallons  supplied  is  inversely  proportional  to  the 

penditures,  excepting  the  repayment  of  loans  or  de-  :iverage  daily  consumption;  whilst  if  based  upon  the 

bentures,  ranged  from  $14.00  to  about  $138.00  per  mil-  number  of  inhabitants  the  cost  was  lowest  where  the 

lion  gallons.  '   This  great  difiference  needs  explaining  consumption  was  low.      There  are,  however,  many 

and  when  the  average  daily  consumption  is  taken  into  local  circumstances  which  would  tend  to  alter  the 

account  it  is  found  that  it  will  give  a  little  light.  Where  above  figures,  but  in  the  absence  of  particulars  it  was 

the  total  cost  of  pumping  was  only  $14.00  per  million  impossible  to  consider  them.      In  most  Canadian 

gallons  pumped,  the  average  daily  quantity  of  water  towns  and  cities  there  are  some  people  who  have  m- 

per  head  was  as  high  as  437  gallons,  but  where  the  dependent  water  supplies  from  wells,  etc.,  the  num- 

cost  was  $138.00  the  consumption  was  only  33  gallons,  ^er  of  which  is  often  proportionately  greater  m  a 

The  ratio  of  the  two  consumptions  was  as  13^  is  to  1  small  town  than  in  a  large  city.      Some  towns  use 

but  the  cost  of  production  of  water  was  as  1  is  to  10.  large  quantities  of  water  for  pubhc  purposes  and  the 

The  cost  of   water   production,   however,    does  not  industrial  use  of  water  in  small  towns  is  frequently 

mount  up  in  the  proportion  of  the  quantity  used  and  Ri-eater  in  small  towns  than  in  large  ones,  when  com- 

wasted.      Labor,  repairs,  salaries,  interest,  etc.,  will  pared  on  the  per  capita  basis. 

remain  nearly  the  same,  but  fuel  or  electric  energy  wili  The  financial  returns  from  Ontario  towns  were 

cost  nearly  in  the  sam.e  ratio  as  the  quantity  of  water  analyzed  in  several  ways  so  as  to  ascertain  the  relative 

supplied.      Suppose  the  working  expenses,  etc.,  are  cost  in  different  places.     The  tables  built  up  in  this 

analysed  on  the  basis  of  the  population,  which  is  the  way  are  too  extensive  for  publication  but  they  indicate 

only  other  basis  available  in  this  case,  as  no  statistics  that  some  authorities  could  save  money  and  at  the 
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same  time  probably  have  a  more  efficient  water  sys- 
tem. 

The  average  daily  consumptions,  according  to  the 
returns,  range  in  a  crescendo  scale  from  29  to  437  gal- 
lons per  head.  Out  of  39  towns  who  reported  the 
consumption 


35 

consumed 

over 

40 'gallons 

per 

head 

per 

day 

32 

consumed 

over 

50  gallons 

per 

head 

per 

day 

31 

consumed 

over 

60  gallons 

per 

head 

per 

day 

28 

consumed 

over 

70  gallons 

per 

head 

per 

day 

27 

consumed 

over 

80  gallons 

per 

head 

per 

day 

23 

consumed 

over 

90  gallons 

per 

head 

per 

day 

20  consumed 

over 

100  gallons 

per 

head 

per 

day 

7 

consumed 

over 

150  gallons 
200  gallons 

per 

head 

per 

day 

5 

consumed 

over 

per 

head 

per 

day 

4 

consumed 

over 

250  gallons 

per 

head 

per 

day 

There  may 

be  excellent  reasons 

for  some 

of  the 

high  consumptions,  such  as  industries  requiring  large 
quantities  of  water  which  are  metered  and  paid  for. 

If  certain  U.  S.  and  European  manufacturing  towns 
can  prosper  on  40  gallons  or  less  per  head  daily,  it  is 
evident  that  50  gallons  should  suffice  in  Canada.  As 
the  daily  consumption  is  allowed  to  mount  up  it  is 
palpable  that  the  waterworks  plants  must  be  sufficient 
in  capacity  not  only  to  cope  with  the  regular  require- 
ments but  also  for  fire  purposes.  If  the  ordinary  flow 
of  water  through  the  pumps,  filters,  reservoirs  and 
mains  is  two  or  three  times  that  which  is  actually  ne- 
cessary, it  is  easy  to  anticipate  the  conditions  obtain- 
ing when  a  large  supply  is  required  for  fire  extinction. 
The  capital  necessary  to  be  spent  to  satisfy  all  these 
requirements  must  be  great  or  an  inadequate  service 
is  provided.  It  does  not  matter  which,  because  the 
ratepayer  must  pay  either  in  interest  or  expenditure 
and  for  operation  expenses,  or  as  surcharge  on  fire 
insurance.  But  if  the  waterworks  system  is  in  a 
proper  condition  the  ratepayer  has  neither  excess  to 
pay,  because  by  maintaining  the  plants  in  a  high  state 
of  efficiency  they  are  capable  of  meeting-  all  contingen- 
cies at  the  minimum  of  cost. 

By  allowing  the  water  consumption  to  mount  up 
not  only  has  the  ratepayer  to  bear  the  extra  cost  of 
pumping  and  extra  interest  on  plant,  but  the  extra 
water  that  is  allowed  to  be  used  and  misused  simply 
adds  to  another  burden,  namely  that  of  disposing  of 
the  sewage.  The  quantity  of  sewage  to  be  dealt  with 
is  more  or  less  proportional  to  the  volume  of  fresh 
water  supplied,  but  the  organic  matter  in  sewage  is 
roughly  proportional  to  the  population  served.  Cer- 
tain features  of  sewage  treatment  plants  depend  more 
upon  the  strength  of  the  sewage  rather  than  upon  the 
volume,  but  this  subject  need  not  be  discussed  further 
in  this  connection. 

The  ratepayers  have  always  to  pay  for  these  ser- 
vices, and  the  point  the  writer  desires  to  emphasize 
is  that  it  pays  directly  and  indirectly  to  avoid  waste 
of  water,  energy,  fuel,  labor,  and  therefore  money. 
Preventable  waste,  and  efficiency  are  two  elements — 
like  oil  and  water — they  will  not  blend  well,  if  at  all. 

Unfortunately  the  returns  are  incomplete  in  sev- 
eral respects,  consequently  it  is  not  possible  to  include 
all  of  the  waterworks  in  this  discussion.  It  is  never- 
theless interesting  to  note  that  out  of  20  towns  which 
gave  no  data  as  to  the  daily  average  consumption  per 
head,  10  had  made  a  profit  on  the  year's  operation  and 
10  had  deficits.  Where  the  daily  consumption  was 
under  50  gallons  per  capita  one  concern  had  a  deficit, 
four  had  surpluses.  In  the  towns  where  the  con- 
sumption was  under  75  gallons  per  head  there  were 
losses  in  two  and  surpluses  in  7  of  them.  Carrying 


the  investigation  further  it  was  found  that  with  a 
daily  consumption  of  100  gallons  and  less  3  water- 
works were  run  at  a  loss  and  11  with  profit,  whilst  in 
those  towns  where  the  people  required  more  than 
100  gallons  per  day  there  were  6  waterworks  run  at  a 
loss  and  14  profitably.  It  will  thus  be  seen  that  as 
the  consumption  per  capita  mounted  up  the  undertak- 
ings operated  at  a  loss  increased  in  number.  Out  of 
54  towns  19  had  suffered  losses  and  35  made  profits. 

The  capital  expenditures  on  waterworks  based  upon 
the  reported  assets  were  as  follows: 

Capital  Daily 

expenditure  Consumption 

per  capita  per  capita 

Cities  over  10,000  inhabitants — 


Maximum                                (6)             $  95.30  120 

Minimum                                (3)                 20.60  57 

Average                                                       33.45  113 

Cities  or  towns  under  10,000  inhabitants — 

Maximum                                (7)             $  51.00  145 

Minimum    (8)  7.55   


Unfortunately,  as  already  stated,  the  information 
given  in  respect  to  the  annual  capital  charges  is  in- 
definite, but  if  we  eliminate  those  returns  which  spe- 
cifically state  that  repayments  of  loans  or  debentures 
are  included  in  the  cost  of  production  we  find  that  the 
interest  charges  ranged  from  $1070  to  $82.20  per  mil- 
lion gallons,  that  is  as  1  is  to  7.70,  or  from  $0.13  to. 
$3.60  per  capita,  that  is  as  1  is  to  28.  It  is  known 
that  certain  towns  have  not  installed  or  maintained 
adequate  and  efficient  water  supplies  and  the  above 
figures  tend  to  prove  it. 

The  cost  of  fuel  and  energy  in  cities  of  over  10,000 
inhabitants  differed  considerably  but  in  smaller  places 
the  range  was  much  greater,  as  will  be  seen  below : 

Cost  of  Fuel  Consumption  Cost  Consumption  ' 

and  Energry  per  per  Head  of  Fuel  per  head 

Million  Gals.      per  day  per  cap.  per  day 
Cities  over  10,000  pop. 

(3)  $17.50       57  gals.  Maximum  (6)  $0.59  120  gals. 

(9)      5.20     143  gals._  _  Minimum  (5)    0.25  100  gals. 

Cities  under  10,000  pop. 

(10)  $50.00       29  gals.  Maximum  (12)  $1.04  f5  gals. 

(11)  3.04     356  gals.  Minimum  (13)    0.116     150  gals. 

The  cost  of  fuel  and  energy  varied  greatl3^  Some 
towns  have  water  power  available  to  operate  the 
pumps  and  as  far  as  the  writer's  information  extends 
they  have  not  been  included  in  the  analyses.  When 
water  power  is  utilized  the  cost  of  energy  and  fuel  is 
reduced  but  in  the  absence  of  figures  as  to  the  ratio  of 
water  power  to  steam,  electric,  oil  or  gas  power  no 
good  purpose  can  be  served  by  pursuing  this  study. 

Salaries  and  wages  amounted  to  an  average  of 
$10.31  per  million  gallons  in  cities  of  over  10,000  in- 
habitants. They  ranged  from  $4.24  to  $20.00.  When 
distributed  over  the  population  they  amounted  to  an 
average  of  $0.41  per  capita  ranging  from  $0.28  to  $0.62. 
In  smaller  cities  and  towns  this  expenditure  ranged 
from  $2.36  to  $42.50  per  million  gallons,  or  $0.13  to 
$1.19  per  capita. 

In  conclusion  it  must  be  clearly  understood  that 
the  data  obtained  from  the  published  government  re- 
port may  be  subject  to  considerable  revision  when  the 
balance  sheets  for  1915  are  analysed.  Furthermore 
the  figures  quoted  herein  are  used  to  illustrate  the 
possibilities  for  reductions  in  cost  of  operating  water- 
works, especially  in  smaller  towns.  The  ratepayers 
are  ordinarily  favorable  to  the  municipalising  of  pub- 
lic utilities,  on  the  supposition  that  the  services  are 
rendered  at  cost  price  and  evidently  they  arc.  But 
in  many  places  it  is  also  evident  that  some  of  the 
waterworks  would  be  operated  by  companies  in  a 
different  manner  and  at  less  cost  to  the  consumers. 

The  writer  has  during  his  professional  career  con- 
sistently advocated  the  municipal  ownership  of  pub- 
lic utilities,  but  according  to  some  of  the  returns  there 
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are  occasions  when  the  public  would  receive  better 
service  at  a  lesser  cost.  In  view  of  the  present  finan- 
cial situation  when  thrift,  economy  and  efficiency 
count  as  the}'  have  seldom  done  before,  it  is  important 
that  the  exhortations  of  the  governments  should  be 
respected  even  in  the  management  of  public  utilities. 
l!ut  apart  from  the  need  for  public  frugality  it  is  the 


natural  attitude  of  customers  to  strive  and  get  their 
supplies  of  commodities  at  the  most  economical  terms. 
Water  is  an  absolute  necessity;  public  health,  private 
amenity  and  general  recjuirements  are  such  that  its 
supply  should  be  pure,  abundant  and  cheap,  but  such 
conditions  are  difficult  to  maintain  without  efficiency 
in  the  several  departments  of  water  undertakings. 


Shot  Tower  for  Canada  Metal  Co. 


The  Canada  Metal  Company,  of  Toronto,  have  let 
to  the  Ontario  Wind  Engine  and  Pump  Company  the 
contract  for  a  shot  tower  to  be  built  in  connection 
with  their  new  factory.  The  tower,  which  is  still  in 
the  latter  company's  shops,  will,  when  erected,  be  160 
ft.  high,  12  ft.  square,  and  be  closed  in  with  a  corru- 
gated iron  sheathing".  Erection  will  be  commenced 
as  soon  as  all  the  members  are  fabricated  in  the  shops. 

In  designing  the  tOAver  special  attention  had  to  be 
paid  to  bracing  for  wind  loads — a  factor  very  seldom 
considered  in  large  flat  ljuildings.  This  is  necessary, 
not  so  much  from  any  excess  of  weight,  but  from  the 
excessive  height  of  the  tower  relative  to  the  width 
of  the  base.  In  fact,  in  designing  the  tower  the  wind 
load  was  the  determining-  factor  in  the  size  of  the 
members. 

On  account  of  the  limited  foundation  space,  the 
tower  was  built  12  ft.  square  and  was  kept  uniform 
throughout,  rather  than  using  a  larger  base  with  a 
design  tapering  towards  the  top-  This  necessitated 
using  heavier  members,  especially  in  the  bottom  pan- 
els, to  get  the  same  strength.  The  tower  is  built  in 
an  exterior  corner  of  the  factory,  and  is  accessible 
from  the  different  floors  of  the  factory.  This  fact 
eliminated  any  bracing  in  the  lower  panels  on  that 
side  as  high  as  the  factory  roof.  To  overcome  any 
danger  from  failure,  the  columns  were  built  heavy 
enough  to  ensure  a  large  factor  of  safety.  To  meet 
these  several  conditions  the  column  members,  as  high 
as  the  factory  roof,  were  each  built  of  four  6  in.  by  6 
in.  by  ^  in.  angles  plated  together,  star  connection, 
see  figure.  Beyond  this  two  angles  riveted  back  tn 
back  were  used. 

To  meet  the  heavy  overturning  effect,  the  founda- 
tion for  the  shot  tower,  which  was  built  simultan- 
eously with  the  factory  foundation,  was  made  fairly 
massive,  and  to  distribute  the  load  under  each  ped- 
estal over  as  large  an  area  as  possible,  was  built  of 
concrete  iron  grillage.  The  foundation  walls  are  12 
ft.  square,  3^/2  ft.  thick,  and  nearly  20  ft.  deep-  Eight 
2-in.  bolts  were  embedded  in  the  concrete  to  firmly 
secure  the  tower.  The  total  estimated  weight  of  the 
tower  is  about  90,000  pounds. 

On  the  top  floor  (see  section  C-D j  is  placed  the 
melting  pot  and  screens,  with  sufficient  floor  space  for 
workmen,  and  around  the  tower  is  built  a  three-foot 
balcony.  Material  is  elevated  by  means  of  an  eleva- 
tor, approximately  3  ft.  by  4  ft.,  operated  by  machinery 
placed  just  to  the  north  of  the  shot  tower.  A  pair  of 
stairs  also  leads  to  the  top  floor.  Shot  metal,  on  be- 
ing elevated  to  the  top  floor  by  the  elevator,  is  melted 
and  poured  through  screens  of  the  proper  mesh,  ac- 
cording to  the  size  of  shot  required,  and  caught  in  a 
tank  of  water  at  the  bottom.  The  liquid  streams,  in 
dropping  through  space,  form  into  spherical  globules, 
and  are  hardened  when  they  hit  the  water. 


SHOT  TOtV£R 


Plans  and  sections  for  Shot  Tower,  showing  wind  loads  in  the 
different  members. 
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Greosoted   Wood   Block  Pavements 

Preparation  of  Blocks  —  Methods  of  Laying  — 
Maximum  Grades — First  Cost  and  Maintenance 

By  Andrew  F.  Macallum,  C.  E.* 


For  a  number  of  3'ears  untreated  wood  block  pave- 
ments were  laid  in  this  country  and  the  States  and 
after  repeated  failures  attention  was  directed  to  the 
use  of  preservatives.  The  first  experiments  made 
simply  placed  thoroughly  dried  blocks  in  a  bath  of 
creosote  heated  to  a  temperature  of  about  210  de- 
grees F.  until  three  pounds  per  cubic  foot  of  creosote 
had  been  absorbed.  While  these  pavements  were 
fairly  successful  it  was  soon  realized  that  the  best  re- 
sults could  not  be  secured  by  merely  dipping  the 
])locks  and  they  were  then  treated  with  creosote  under 
pressure  until  they  al)Sorbed  from  ten  to  twelve 
pounds  of  oil  per  cubic  foot.  Such  a  pavement  laid  in 
Indianapolis  in  1898  gave  such  good  results  that  city 
engineers  began  to  appreciate  the  possibilities  of 
treated  wooden  blocks  and  better  results  were  ob- 
tained. 

A  small  piece  of  wood  block,  -treated  with  the 
creo-resinate  process  composed  of  one  half  creosote 
oil  and  one  half  resin,  was  laid  on  the  west  side  of 
Yonge  Street,  Toronto,  at  Front  street  opposite  the 
liead  office  of  the  Bank  of  Montreal  in  1896  and  was 
still  in  good  condition  when  taken  up  for  a  new  pave- 
ment about  two  years  ago.  In  the  City  of  Hamilton 
probably  more  treated  wood  block  pavements  have 
been  laid  than  in  any  other  city  in  Canada  and  the 
first  pavements  put  down  in  1909  are  as  good  yet  as 
when  laid,  and  although  subjected  to  the  heaviest  kind 
of  traffic  have  not  to  date  cost  a  cent  for  maintenance- 
It  has  also  been  laid  on  residential  streets  where  the 
residents  assume  its  greater  cost  to  asphalt  for  the 
added  comfort  through  its  quietness  under  traffic. 

Types  of  Wood  Used 

The  wood  principally  used  has  been  Long  Leaf 
(yellow)  Southern  pine  whiclf  from  experience  has 
been  found  to  give  excellent  results.  Most  specifi- 
cations, now,  however,  admit  Norway  ]nne  and  tani- 
arac  as  a  result  of  experiments  made  on  pavements 
laid  in  jMinneapolis,  Avhich  showed  the  suital)ility  of 
these  woods.  No  doubt  other  species  of  wood  make 
satisfactory  pavements  l)ut  on  account  of  the  incom- 
plete knowledge  of  their  value  as  paving  blocks  city 
engineers  as  a  rule  prefer  a  wood  that  has  been  proven 
satisfactory.  Blocks  are  generally  from  three  to  four 
inches  wide  and  vary  in'depth  from  three  to  four  and 
one-half  inches  and  in  length  from  5  to  10  inches.  The 
depth  of  blocks  should  not  var)-  more  than  one  six- 
teenth of  an  inch  for  a  given  size.  As  for  all  tim])er 
specifications  the  blocks  should  be  sound,  free  from 
large  or  loose  knots,  shakes,  worm  holes  and  other 
similar  defects.  The  annual  rings  are  usually  speci- 
fied to  average  not  less  than  six  to  the  inch  and  the 
blocks  to  average  80  per  cent,  of  heart  wood  or  one 
block  not  to  have  less  than  50  per  cent,  heart  wood. 
The  preservative  used  is  usually  a  pure  coal  tar  pro- 
duct'frec  from  petroleum  oil  or  its  products  having  a 
specific  gravity  of  1.10.  Water  gas  tars  have  not 
I)roven  satisfactory  and  sliould  not  be  used- 

With -a  view  of  obtaining  opinions  as  to  the  most 


*  City  EtiKinccr.  Hamilton,  Ont.    Before  (lood  Roads  ConKrcss,  Montreal. 


satisfactory  amount  of  treatment  required  per  cubic 
foot  of  block  according  to  the  experience  of  each  city 
the  writer  has  ascertained  from  replies  from  twenty 
cities  in  the  United  States  that  six  of  these  cities  use 
16  pounds,  two  of  them  18  pounds,  and  twelve  of  them 
20  pounds  depending  to  some  extent  on  local  condi- 
tions. The  percentage  of  treatment  will  vary  with  the 
block  as  the  denser  and  heavier  the  block  the  smaller 
is  the  quantity  of  oil  which  it  absorbs.  The  sapwood 
will  absorb  a  large  percentage  of  the  oil  but  if  the 
block  has  not  had  the  moisture  first  removed  from  the 
sapwood  the  oil  will  not  be  able  to  penetrate  the  block. 
Thus  it  is  invariably  found  that  a  block  which  fails 
does  so  in  the  sapwood  and  the  cause  is  an  insufficient 
amount  of  oil  or  poor  penetration  of  the  sapwood. 

Laying  the  Pavement 

The  base  for  wood  block  pavements  should  be  of 
concrete  from  five  to  six  inches  deep,  having  the  crown 
parallel  to  the  required  finished  crown  on  the  blocks. 
An  uneven  or  irregular  base  is  detrimental  to  any 
pavement  as  it  is  liable  to  cause  a  depression  in  the 
surface  which  the  repeated  impacts  of  waggon  wheels 
is  certain  to  increase,  giving  an  uneven  surface.  Upon 
this  concrete  base  is  placed  either  a  sand  or  mortar 
cushion,  usually  one  inch  deep  with  its  surface  struck 
by  templates  to  a  surface  parallel  to  the  contour  of 
the  finished  pavement.  Where  sand  is  used  it  should 
be  such  that  it  will  all  pass  through  a  quarter  inch 
screen,  besides  beings  clean.  When  a  mortar  cushion 
is  used,  some  engineers  use  a  proportion  of  one 
of  cement  to  three  of  clean  sand  to  which  sufficient 
water  is  added  to  insure  the  proper  setting  of  the  ce- 
ment, while  other  engineers  obtain  good  results  by 
mixing  and  placing-  the  cement  and  sand  dry.  This 
cushion  is  simply  a  means  of  securing  a  uniform  sur- 
face for  the  blocks  to  rest  upon  and  distribute  the  load. 
Alongside  or  between  street  car  tracks,  however,  or 
on  grades,  sand  cushions  are  apt  to  become  uneven  or 
flow  due  to  the  vibration  of  the  rails  or  by  water  get- 
ting in  alongside  the  rails,  and  washing  the  sand 
out,  so  that  under  these  circumstances  a  concrete 
cushion  should  be  used.  Away  from  the  car  tracks 
the  question  of  whether  a  sand  or  mortar  cushion 
should  be  used  is  a  matter  of  opinion.  Sand  gives 
a  l^etter  cushioning  ef¥ect  and  the  blocks  do  not  have 
to  be  rolled  so  soon  after  laying  as  when  a  mortar 
cushion  is  used,  but  the  present  tendency  seems  to 
fa^•or  a  mortar  cushion- 

Juiropean  practice  does  away  with  this  cushion  al- 
together, but  the  concrete  base  is  finished  ofl:'  as  smooth 
as  a  concrete  sidewalk  and  to  the  exact  contour  of  the 
surface  of  the  pavement.  This  extra  care  and  work- 
manship obtain  results  that  are  excellent  in  as  much 
as  the  finished  surface  of  the  blocks  have  no  depres- 
sions and  consequently  the  wheels  cause  no  impacts. 
In  some  cities  it  is  not  always  possil)le  to  lay  the 
l)locks  shortly  after  coming  out  of  the  treating  plant, 
and  the  hot  sun  and  wind,  during  shipment  and  the 
idle  period  before  laying,  is  a])t  to  check  the  blocks 
and  cause  the  oil  to  exude.      The  blocks  should  be 
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piled  closely  when  delivered  on  the  street  and  sprinkled 
or  dipped  in  Avater  before  laying. 

Expansion  Joints 

Generally  the  blocks  are  laid  at  right  angles  with 
the  curbs  with  an  expansion  joint  at  each  curb  of 
from  three  quarters  to  an  inch  and  a  half  according 
to  the  width  of  the  pavement.  Alongside  the  curbs 
three  rows  of  block  are  laid  parallel  to  the  curbs  with 
the  expansion  joint  next  to  the  curb.  Placing  a 
longitudinal  row  of  blocks  with  an  expansion  joint  on 
each  side  is  sometimes  done,  but  is  not  good  practice 
as  the  single  row  of  blocks  between  the  joints  will  al- 
most certainly  rise  up  above  the  level  of  the  adjoining 
pavement  as  the  joints  close  up.  Cross  expansion 
joints  have  been  used  also  by  th;  writer  when  the 
treated  blocks  had  been  piled  on  a  street  for  several 
months,  but  for  fresh  blocks  properly  treated  they  are 
not  necessary  on  streets  of  heavy  traffic.  On  streets 
of  light  traffic,  however,  there  should  be  cross  expan- 
sion joints  placed  from  thirty  to  fifty  feet  apart  and 
having  a  width  of  about  three  quarters  of  an  inch.  It 
is  hardly  necessary  to  say  that  the  blocks  should  be 
laid  with  the  grain  vertical  and  having  the  joints  in 
adjacent  rows,  broken  by  a  lap  of  about  2  inches.  The 
blocks  should  be  laid  neither  too  loose  nor  too  tight, 
about  one-eighth  of  an  inch  apart,  so  that  a  block  can 
be  raised  without  disturbing  the  surrounding  blocks. 

Roll  the  Surface 

After  the  pavement  is  laid  it  should  be  rolled  thor- 
oughly with  a  roller  varying  from  three  to  five  tons 
until  a  perfect  surface  has  been  secured  with  no  de- 
pressions and  the  blocks  firmly  in  place-  There 
should  be  no  difficulty  in  this  as  the  usual  specifica- 
tion for  blocks  allows  of  a  variation  of  but  one  six- 
teenth of  an  inch  in  depth  so  that  if  the  foundation 
and  cushion  have  been  properly  laid  there  is  usually 
very  little  trouble  about  depth  of  the  blocks.  Along- 
side street  railway  tracks  and  about  manholes  special 
care  should  be  taken  in  laying  the  blocks.  It  is  usual 
in  such  cases  to  thicken  the  cushion  so  that  the  blocks 
shall  be  about  one  quarter  of  an  inch  above  the  wear- 
ing surface  of  the  rail  or  cover  and  in  a  very  short  time 
the  traffic  will  rub  these  blocks  down  to  the  level  of 
the  rail.  Alongside  rails,  to  prevent  water  flowing 
down  and  under  the  blocks,  two  methods  are  used : 
one  is  to  place  specially  cut  creosoted  plank  under  the 
rail  head  to  give  a  vertical  surface  against  which  the 
blocks  are  paved  and  the  second  and  usual  method  is 
to  plaster  the  web  with  a  rich  mixture  of  sand  and 
cement  to  the  width  of  the  rail  head  and  the  blocks 
are  then  laid  against  this.  As  with  other  pavements 
it  has  been  found  that  the  girder  lip  rail  is  more  satis- 
factory than  the  ordinary  tee  rail,  unfortunately  in  use 
in  most  towns,  for  the  permanence  of  the  block  on  the 
inside  or  gauge  side  of  the  rail.  Incidentally  it  may 
be  said  that  no  pavement  will  be  satisfactory  along- 
side a  street  railway  track  if  the  rails  lack  sufficient 
weight,  stiffness  and  foundation  to  prevent  movement 
especially  at  the  joints. 

Joint  Filler 

There  is  a  diversity  of  opinion  among  engineers  as 
to  the  best  joint  filler  to  be  used.  The  American  So- 
ciety of  Municipal  Improvements  recommend  a  suit- 
able bituminous  filler  when  the  blocks  are  laid  upon  a 
sand  cushion  and  a  sand  filler  when  laid  on  a  mortar 
cushion.  It  is  claimed  for  the  bituminous  filler, 
which  fills  the  joints  between  the  blocks  about  two- 
.   thirds  their  depth  (the  remaining  depth  being  filled 


witii  sand)  that  it  makes  an  absolutely  waterproof 
pavement  and  that  it  eliminates  all  expansion  difficul- 
ties as  such  block  is  surrounded  with  an  individual  ex- 
pansion joint.  Unless  the  filler  is  a  suitable  asphaltic 
cement  with  a  high  melting  point  and  low  penetration 
there  is  apt  to  be  a  sticky  surplus  left  on  the  surface. 
This  filler  will  cost  about  15  cents  per  square  yard 
more  than  a  sand  filler. 

A  cement  grout  filler  has  been  used  but  unless  the 
traffic  can  be  kept  ofif  the  pavement  for  at  least  ten 
days  it  is  little  better  than  a  sand  filler.  The  sand 
filler  is  generally  used  on  streets  of  heavy  traffic;  the 
sand  being  coarse  and  sharp  grained,  and  preferably 
heated  before  placing.  The  writer  has  used  with  ex- 
cellent results  a  bituminous  filler  between,  and  one 
foot  outside,  of  street  railway  tracks  and  a  sand  filler 
to  the  curb  where  three  rows  are  again  treated  with  a 
bituminous  filler-  From  results  obtained  he  does  not 
consider  the  extra  expense  in  using  bituminous  filler 
justified  for  such  streets  unless  the  traffic  be  very 
light.  On  bridge  floors  it  is  better  practice  to  use  a 
bituminous  filler  with  the  blocks.  After  the  pave- 
ment is  rolled  sand  to  the  depth  of  about  a  quarter  of 
an  inch  is  spread  over  the  surface  and  the  street  is 
thrown  open  to  traffic. 

Maximum  Grades 

This  method  of  construction  is  satisfactory  up  to  a 
three  per  cent,  grade,  beyond  which  the  blocks  are 
laid  in  a  dififerent  manner.  The  crown  should  be  as 
light  as  possible,  being  just  sufficient  to  shed  the  water 
freely,  which  applies  also  to  the  pavements  between 
street  railway  tracks.  When  the  grade  of  a  proposed 
pavement  exceeds  three  per  cent,  the  question  of  a 
suitable  pavement,  and  the  method  to  be  adopted  in 
laying  it,  to  meet  the  requirements  of  the  traffic,  be- 
comes of  interest.  With  the  variability  of  conditions 
to  be  met  with  due  to  our  climatic  changes  the  limits 
of  most  paving  material  are  soon  reached,  so  far  as  the 
inclination  of  grade  is  concerned  imless  specially 
manufactured. 

The  writer  inquired  from  twenty-four  cities  to  as- 
certain the  maximum  grades  upon  which  creosoted 
wood  block  had  been  laid  and  found  that  one  city  had 
laid  this  pavement  on  a  seven  per  cent,  grade,  one  on 
six  per  cent.,  three  on  five  per  cent.,  and  five  on~  three 
per  cent,  grades.  The  five  to  seven  per  cent,  pave- 
ments were  laid  under  two  methods :  The  first  method 
used  was  probably  originated  in  the  city  of  Hamilton 
and  was  used  on  upper  James  street  where  a  block 
pavement  was  laid  in  1909  on  a  five  and  a  half  per 
cent,  grade.  Each  block  had  a  strip  one  half  inch  in 
width  and  one  half  inch  in  depth  cut  off  one  face  so 
that  when  the  blocks  were  laid  at  right  angles  to  the 
centre  line  of  the  street  there  was  a  space  of  a  half 
inch  between  each  row  of  blocks  giving  a  good  foot- 
hold for  horses  drawing  traffic.  These  blocks  were 
pitch  filled  and  the  cross  grade  of  the  street  was  suf- 
ficient to  drain  out  any  water.  The  same  method 
was  adopted  on  King  Street  west  in  the  same  city, 
during  the  same  year,  and  I  may  say  that  both  of 
these  pavements  have  been  very  successful  in  meet- 
ing the  conditions  of  heavy  traffic  on  two  of  our  main 
streets  without  a  cent  being  spent  for  repairs  or  re- 
newals since  being  laid. 

Special  Type  of  Blocks 

The  special  cutting  of  the  blocks  in  the  manner  de- 
scribed added  considerably  to  the  cost  of  the  pavement 
and  to  obviate  this  the  ordinary  rectangular  block  was 
used  with  creosoted  laths       in.  x  2  in.  laid  between 
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each  cross  row  of  blocks.  This  was  pitch  filled  as  in 
the  first  method  and  has  been  just  as  successful,  being 
toda}^  in  first  class  condition  although  subjected  to 
fairly  heavy  traffic  for  four  years. 

On  Ravenscliffe  Avenue,  Hamilton,  a  purely  resi- 
dential street,  having  a  6  i^er  cent,  grade,  blocks  spaced 
in  this  manner  were  laid.  The  reason  for  putting- 
such  a  pavement  on  a  street  like  this  having  very  little 
traffic  was  that  the  residents  insisted  on  a  creosoted 
wooden-block  pavement  because  of  its  quietness  as 
compared  with  other  pavements  suitable  for  such  a 
grade  and  it  has  fulfilled  expectations. 

Slipperiness 

One  of  the  criticisms  made  of  treated  wood  block 
pavements  is  that  it  is  slippery,  but  in  the  writer's 
experience  he  has  found  that  there  is  very  little  dif- 
ference between  these  blocks  and  sheet  asphalt  pave- 
ments. When  covered  with  a  light  frost  or  snow,  or 
when  the  weather  is  foggy  and  damp  the  pavement 
may  become  objectionably  slippery.  In  traffic  ob- 
servations made  at  Philadelphia,  Newark  and  other 


cities  the  evidence  shown  by  the  engineers  at  these 
])laces  indicated  that  where  treated  wooden  block  and 
granite  blocks  were  on  parallel  streets  70  per  cent,  of 
the  teaming  went  on  the  wooden  block.  On  Stuart 
street  in  the  city  of  Hamilton  the  writer  laid  treated 
wooden  blocks  between  the  street  car  rails  and  granite 
block  between  the  outside  rails  and  curbs,  the  pave- 
ment being  on  a  5  per  cent,  grade.  Although  most  of 
the  traffic  was  of  a  heavy  truck  teaming  nature  it  was 
found  that  fully  80  per  cent,  of  the  traffic  except  on 
wet  days  was  on  the  wooden  block. 

First  Cost  and  Maintenance 

The  first  cost  of  wood  block  pavement  is  undoubt- 
edly higher  than  that  of  most  of  the  other  paving  ma- 
terials ;  averaging  in  the  City  of  Hamilton  from  $2.85 
to  $3.00  per  square  yard,  exclusive  of  grading.  When 
its  cheapness  of  maintenance,  ease  of  cleaning,  low 
tractive  resistance  and  durabilit}^  are  taken  into  con- 
sideration this  pavement  with  its  relatively  high  first 
cost  will  compare  favorably  and  prove  ultimately 
cheaper  than  one  lower  in  first  cost. 


New  Administration  Building  for  Board  of 
Education,  College  Street,  Toronto 


The  fine  new  Administration  Building,  the  new 
home  of  the  Board  of  Education  which  is  to  be  ready 
for  occupation  this  year,  is  well  ahead  of  its  schedule. 
The  Building  is  practically  completed  under  the  ex- 
isting contracts  which  include  the  general  construc- 
tion, and  the  City  has  been  asked  to  appropriate  fur- 
ther for  completion  of  the  interior  finish  and  fittings. 


The  building  is  situated  on  College  Street,  with 
the  Main  Facade  directly  opposite  the  University 
Group  of  Buildings,  with  a  side  entrance  ofif  a  private 
driveway  on  the  west. 

The  architecture  is  of  a  simple  Classic  Greek  de- 
sign. The  feature  of  the  main  Facade  is  an  Ionic 
Portico  surmounted  upon  the  heavy  rusticated  base 


Fig.  1— Front  Elevation,  Administration  Building.  Toronto. 
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enclosing  the  principal  floor.  This  Portico  is  flanked 
by  two  end  pavilions,  the  whole  supporting  an  attic 
storey. 

Immediately  under  this  Portico,  the  main  entrance 
is  situated  which  is  a  handsome  modern  adoption  of 
the  famous  Erechtheion  doorway.  The  spandrils  be- 
tween the  stone  columns  are  treated  in  Ornamental 
Cast  Iron  fitted  with  metal  casements- 

The  building  which  is  of  fire  proof  construction  is 
of  skeleton  steel  frame,  fireproofed  with  hollow  tile 
and  carried  on  concrete  piles  far  below  the  surface  of 
the  ground,  owing  to  the  site  being  over  the  old 
Sleepy  Hollow  Creek.  All  floor  and  interior  parti- 
tions are  of  hollow  tile. 

The  material  used  throughout  is  a  common  grey 


stock  brick  with  a  recessed  joint  relieved  with  trim- 
mings and  Portico  of  Indiana  limestone  which  makes 
a  very  successful  combination. 

The  general  treatment  of  the  interior  is  very  plain 
except  the  main  entrance  hall  on  the  principal  floor, 
the  Members  room  and  the  Board  room,  which  are 
treated  to  suit  their  respective  importance. 

The  main  hall  has  a  simple  plaster  wall  treatment 
relieved  by  ante-pilasters  and  supporting  an  entabla- 
ture and  deep  panelling  ceiling. 

The  axial  line  of  the  entrance  leads  to  the  hand- 
some bronze  enquiry  wicket ;  adjacent  to  this  is  the  ele- 
vator and  staircase. 

The  enquiry  wicket  will  be  in  touch  with  all  parts 
of  the  building  with  an  up-to-date  telephone  system. 


k 


Fig.  2 -Ground  Floor 
Plan,  Showing  Board 
Room  and  Members' 
Room. 
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On  the  ri^lit  and  left  of  the  entrance  are  situated 
the  medical  inspection  and  supply  departments. 

The  members  room  is  approached  through  an  or- 
namental doorway  on  the  left  of  the  enquiry  wicket. 
This  room  is  designed  as  a  comfortable  meeting  place 
for  the  members,  being  finished  with  panelling  witli 
stucco  frieze  over  and  a  heavy  beamed  ceiling. 

The  lockers  and  telephone  booths  for  the  members 
are  arranged  in  the  wall  panelling  with  special  toilet 
accommodation  directly  off  this  room. 

The  special  feature  of  this  rooni  is  the  large  open 
brick  fire  place,  over  the  shelf  of  which  is  a  marble 
panel  with  bas  relief  carving  symbolical  of  Education- 
The  woodwork  finish  of  the  walls,  ceiling  and  furni- 
ture will.be  of  walnut. 

A  private  entrance  opens  from  the  Members  room 
into  the  Board  room.  The  Board  room  is  Italian  Re- 
naissance in  design,  the  walls  being  treated  with  twin 
fiuted  pilasters  of  the  Corinthian  Order  surmounted 
by  an  enriched  Entablature  with  panelled  frieze  and 
supporting  an  ornamental  segmental  ceiling. 

The  focal  point  in  this  room  is  the  W.alnut  Dais 
which  is  raised  up'on  a  platform.  The  desks  and 
seats  for  the  Members  of  the  Board  are  arranged  in 
horse  shoe  form,  the  space  in  the  centre  being  oc- 
cupied by  tables  for  secretary  and  the  press. 

Ample  provision  for  the  public  is  arranged  on  the 
main  floor  and  also  in  the  gallery  which  is  accessible 
from  the  main  stair  landings.  These  doorways  are 
adjacent  to  the  side  entrance  of  the  building. 

The  gallery  is  supported  on  the  cantilever  system 
so  as  not  to  obstruct  the  view  with  columns. 

The  general  finish  of  the  furniture  and  wood  trim 
will  be  walnut. 

The  second  floor  is  given  up  to  two  Committee 
rooms  and  the  wSecretary-Treasurer's  Department, 
while  the  third  floor  is  occupied  by  the  Inspector's  de- 
l)artment,  with  ample  accommodation  for  a  private 
ofiice  for  the  Chief  Inspector,  and  desk  rooms  and  an 


Fig.  3  — Steel  Erection-Administration  Building,  Oct.  21,  1915 


inspection  room  for  tlu"  junior  Inspectors.  The  lib- 
rary 1*3  also  here,  and  a  room  for  supervising  teachers. 
Use  is  also  made  of  one  room  on  tliis  flat  for  a  con- 
tractors' office  in  connection  witli  the  l)uilding  depart- 
ment, which  will  wholly  (jccupy  the  next  floor,  witli 
suitable  rooms  for  the  various  needs  of  the  work.  Spe- 
cial care  has  been  given  to  the  draugliling  room  in 


providing  ample  light  l)y  installing  skj^lights  in  addi- 
tion to  the  windows- 

The  basement  is  given  over  to  the  heating  and 
ventilating  apparatus,  fiiel  storage,  caretaker's  apart- 
ments, and  kitchen  and  lunch  rooms  for  the  staff. 

A  special  feature  of  the  l^uilding  is  the  fireproof 
^■ault,  whicli  is  l)uilt  on  a  separate  foundation  and  is 


Fig.  4. — Administration  Building,  Toronto.    Erection  Progress  Jan.  6. 

entirely  independent  from  the  skeleton  construction  of 
the  building.  Other  notable  aspects  are  the  modern 
sanitary  lavatories  on  the  different  floors,  and  the  spe- 
cial ventilation  system  in  the  Board  room.  Members 
room  and  Committee  rooms.  Steam  heating  and  fan 
ventilation  are  used  throughout.  An  electric  elevator 
Avill  provide  accommodation  to  all  floors. 

The  building,  which  will  cost  about  $140,000.00  in- " 
elusive  of  the  interior  finishings,  was  erected  under 
the  supervision  of  the  department  by  the  following 
constructors : — Masonry,  H.  N.  Dancy  &  Son  ;  Steel, 
Dom.  Bridge  Co.;  Fireproof  floors,  J.  A.  Wickett, 
Ltd. ;  Roofing,  W-  E.  Dillon  Co.  Ltd. ;  Carpenter,  F. 
Armstrong;  Painter,  F.  A.  Ovens;  Plasterer,  A.  D. 
Grant;  Wiring,  A.  R.  Rice  &  Co.;  Plumbing  &  Heat- 
ing, John  Ritchie  P.  &  H.  Co.  Ltd. ;  Iron  work.  Can- 
Orn.  Iron  Works ;  Heat  control,  Johnson  Temp.  Reg- 
Co.  ;  Marble  &  Terrazzo,  Can.  Glass. 


Metal  for  Shells 

Specifications  for  Russian  3-inch  shells  call  for  a 
loading  of  258  to  260  half-inch  bullets,  consisting  of  4 
parts  lead  and  one  of  antimony.  This  requires  practi- 
cally 4-908  lb.  lead  and  1.217  lb.  antimony  per  shell.  In 
addition,  fine  stibnite  mixed  with  magnesium  powder 
is  used  to  produce  the  smoke  that  enables  an  observer 
to  register  the  point  at  which  the  shrapnel  bursts. 
This  calls  for  0.0238  lb.  stibnite  and  0.02322  lb.  mag- 
nesium per  shell.  British  3.3  inch  shrapnel  uses  even 
more  lead,  the  total  weight  of  the  bullets  being  7.92 
lb.  and  the  composition  7  parts  lead  to  one  of  anti- 
mony. This  shell  also  requires  4.04  11).  copper  and 
1.87  lb-  spelter. 

The  London  Concrete  Machinery  Company  have  secured 
the  contract  from  the  Imperial  Oil  Company  to  supply  two 
21-cu.  ft.  batch  mixers  with  gasoline  power.  Both  mixers 
are  to  be  used  in  the  erection  of  the  concrete  work  on  the 
Imperial  Oil  Company's  new  plant  at  Pointe  Aux  Trembles, 
Que. 
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Methods  and  Costs  of  Garbage  Disposal 

Different  Systems  of  Final  Disposal  Employed  by  U.  S.  Cities — Incin- 
eration and   Reduction  —  By-Products  —  Methods  of   Financing  Cost 

(Concluded) 


The  following  are  some  of  the  reports  from  cities 
which  receive  a  revenue  from  by-products: 

Minneapolis.— The  steam  generated  lights  and  heats 
hospital  and  workhouse  buildings,  also  lights  31  miles 
of  streets.  Estimated  annual  revenue,  heat,  $6,293.89 ; 
light,  $1,080.62;  street  lights  ($60  per  arc),  $4,657.48; 
total,  $12,031.99. 

Borough  of  Richmond.— West  New  Brighton  m- 
cinerator  uses  clinker  in  manufacture  of  brick  by  mix- 
ing cement  with  ground  clinker. 

New  Orleans.— Plans  perfected  to  hght  streets  and 
public  buildings.  Claimed  that  from  500  tons  of  gar- 
bage daily,  30,000,000  kw.  can  be  generated  a  year. 

Savannah.— Ninety-five  per  cent,  of  coal  fuel  pre- 
viously used  at  pumping  station  is  now  paved  by  des- 
tructor. To  operate  waterworks  pumping  station  it 
cost  $81.90  per  day.  To  operate  the  station  and  des- 
tructor it  costs  $46.50  per  day,  or  a  difference  of  $12,921 
l)er  year,  this  being  10  per  cent,  of  the  cost  of  the  plant. 
This  is  expected  to  provide  for  repairs  and  amortiza- 
tion charges.  Besides,  the  city  has  all  of  its  refuse 
disposed  of  without  cost  at  a  central  point  and  in  a 
sanitary  manner  with  freedom  from  nuisance.  The 
clinker  is  used  for  road  building  and  is  estimated  to 
liave  a  value  equal  to  the  cost  of  hauling  it  from  the 
plant. 

All  reports  and  experts  agree  that  destructors  are 
very  successful  from  a  sanitary  standpoint  and  have 
the  advantage  over  other  methods  in  that  the  different 
classes  of  waste  can  be  destroyed  by  one  process  and 
gathered  in  one  collection.  Several  also  agree  that  the 
destructors  when  properly  constructed  and  operated, 
may  be  centrally  located,  thus  reducing  the  cost  of 
haul.  Another  point  mentioned  is  that  there  is  some 
revenue.  The  disadvantages  pointed  out  by  experts 
are  that,  if  not  properly  designed  and  operated,  there 
will  be  dust  and  odors,  all  refuse  must  be  hauled  to 
the  plant  and  expert  workmen  must  be  employed. 

The  cost  of  operation  varies  from  city  to  city,  and 
in  each  city  from  month  to  month,  depending  upon 
the  season  of  the  year,  composition  of  the  garbage  and 
climate.  Most  incinerator  companies  guarantee  to 
operate  their  furnaces  at  full  capacity  at  about  50  cents 
per  ton.  Milwaukee  operates  for  about  57  cents  per 
ton.  The  cost,  including  maintenance,  depreciation 
and  fixed  charges,  and  operating  expenses,  averages 
from  $1.50  to  $2.50  and  sometimes  $3.00  per  ton.  The 
State  Board  of  Health  of  Ohio  found  in  its  investiga- 
tion that  incineration  cost  from  $1.97  to  $2.50  in  Can- 
ton, Ohio;  $2.00  to  $2.66  in  Marion;  $1.00  to  $1.84  in 
Steubenville,  and  $2.58  in  Zanesville,  during  a  period 
of  several  years.  These  figures  include  interest,  de- 
preciation, maintenance  and  repair  charges. 

J.  W.  Turrentine,  of  the  U.  S.  Department  of  Agri- 
culture, who  has  just  completed  a  study  of  garbage 
disposal  plants,  says  in  a  recent  bulletin  that  the  aver- 
age net  cost  of  incineration  per  ton  as  obtained  in  a 
number  of  instances,  is  $2.11  per  ton,  and  that  in  one 
of  the  cities  considered  there  is  a  credit  for  power 
generated  of  22  cents  per  ton  of  garbage  incinerated. 

Venable  says,  "the  operating  expenses  are  in  the 
neighborhood  of  50  cents  per  ton  of  kitchen  garbage 


destroyed.  The  maintenance  is  from  nothing  to  $1.00 
per  ton,  according  to  the  design  and  material  employed, 
and  the  degree  is  from  10  per  cent,  to  50  per  cent,  per 
annum.  In  some  furnaces  a  less  cost  of  operation  is 
claimed,  but  the  claim  of  each  builder  should  be  sub- 
ject to  a  careful  investigation  before  being  accepted  as 
justifiable.  The  maintenance  and  depreciation  charges 
are  large  in  all  crematories,  but  they  depend  to  a  great 
extent  upon  the  character  of  the  workmanship,  and  the 
quality  of  material  used,  as  well  as  the  designs.  A 
poorly  constructed  crematory,  even  if  of  meritorious 
design,  will  not  last  a  year,  while  a  well  constructed 
one  of  good  design  should  last  ten  years  or  more  with 
occasional  replacement  of  worn  parts." 

Life  of  Plant 

Most  garbage  incinerator  manufacturers  claim  a 
life  of  twenty  years  for  their  plants  with  reasonable 
renewals. 

Morse  claims  that  when  fuel  is  necessary  the  cost 
of  destroying  refuse  and  garbage  in  crematories  is  ap- 
proximately 50  cents  per  ton.  He  also  says  that  the 
cost  of  operating  destructors  is  from  50  cents  to  70 
cents  per  ton  for  actual  labor  expenses,  while  the  cost 
of  operating  the  modern  high-temperature  destructor 
will  not  exceed  from  50  cents  to  60  cents  per  ton. 
Deducting  credit  for  power,  the  cost  will  drop,  he 
says,  to  30  cents  or  less  per  ton.  Depreciation  and 
capital  expenses  are  not  included  in  Morse's  calcula- 
tions. 

Greeley  asserts  that  the  cost  of  operation  will  range 
from  about  $1.00  to  $1.50  per  ton,  "but  local  conditions 
may  alter  these  limits." 

C.  O.  Bartlett  says :  "So  far  as  disposal  of  garbage 
is  concerned,  in  incinerators,  it  is  coming  to  be  gen- 
erally understood  that  this  method  is  far  from  sanitary 
and  is  essentially  wrong  in  that  it  neglects  to  obtain 
the  value  fc^r  the  products  so  collected." 

Rudolph  Herring  says:  "In  incineration,  if  suffici- 
ent fuel  is  added,  the  combustion  can  be  made  perfect 
and  the  garbage  can  be  destroyed  without  off'ense  and 
converted  into  unodorous  gases,  ashes  and  clinker. 
Whatever  sanitary  objection  has  been  made  to  this 
process  has  resulted  from  preventable  causes.  Unless 
ashes  and  rubbish  are  combined  with  garbage  in  suffi- 
cient quantities  to  produce  the  necessary  heat,  the 
steam  production  is  deficient  and  other  fuel  must  be 
added." 

Robert  H.  Wylde  says  of  incineration  at  a  high 
temperature :  "Here  we  have  a  method  that  is  at  once 
sanitary,  expeditious  and  economical  in  first  cost  and 
maintenance."  He  also  points  out  that  this  method 
is  free  from  nuisance,  the  plant  may  be  centrally  lo- 
cated, cost  of  collection  minimized  owing  to  the  re- 
lative shortness  of  hauls,  not  necessary  to  maintain  a 
separate  collection,  nor  is  there  any  necessity  to  keep 
refuse  in  separate  cans. 

W.  F.  Goodrich  maintains  that  modern  destructors 
are  perfectly  satisfactory  and  that  there  may  be  no 
fear  of  nuisance  wherever  they  are  located.  He  main- 
tains that  it  should  be  the  aim  of  officials  to  utilize 
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the  power  produced  for  the  best  interests  of  the  com- 
munity. 

William  M.  Venable  says  that  cities  of  from  10,000 
to  40,000  population  should  burn  garbage  and  refuse, 
the  problem  to  be  solved  being  the  advisability  of  at- 
tempting to  utilize  the  heat  generated  by  burning. 

Reduction 

When  this  method  is  used  only  garbage  and  dead 
animals  can  be  destroyed,  but  when  these  kinds  of 
wastes  are  broken  down  by  mfeans  of  heat,  valuable 
by-products  are  recovered.  This  may  be  done  in  two 
ways,  the  processes  being  known  as  cooking  and  dry- 
ing. In  the  first,  garbage  is  cooked  in  large  closed 
retorts  by  means  of  steam  under  pressure.  It  is  then 
pressed,  leaving  grease  and  a  dry  cake  known  as  tank- 
age, which  is  used  for  fertilizer.  In  the  drying  method 
the  grease  is  extracted  by  some  volatile  solvent  like 
naphtha.  The  relative  advantages  of  these  two  meth- 
ods is  disputed.  At  the  present  time  the  majority  of 
plants  are  operated  by  the  cooking  method.  C.  0. 
Bartlett  says  that  the  cooking  method  does  not  per- 
mit of  the  recovery  of  any  considerable  portion  of 
grease,  but  does  provide  for  the  retaining  of  most  of 
the  solids  in  dry  form,  after  which  they  may  be  ground 
up  to  serve  as  a  base  for  fertilizers.  He  also  says  it  is 
open  to  some  objection  on  account  of  escaping  gases 
from  the  stack  unless  there  are  sufficient  scrubbers. 

Irwin  S.  Osborn  sums  up  as  follows  the  advantages 
and  disadvantages  of  each  process : 
Drying  Process 

Advantages. — Cost  of  plant  is  less,  due  to  equip- 
ment and  building  space  required ;  the  operating  costs 
are  less,  due  to  amount  of  labor  and  power  required. 

Disadvantages. — Carbonizing  of  the  grease  in  the 
dryer,  due  to  high  temperature  required,  so  that  the 
maximum  amount  of  grease  is  not  recovered ;  the  ma- 
terial is  not  broken  down  so  that  solvent  will  act  as 
readily  on  grease  particles  to  allow  maximum  recovery; 
the  mechanical  condition  of  by-products  is  not  as  de- 
sirable without  additional  treatment ;  there  is  a  greater 
volume  of  gases  to  be  deodorized. 

Cooking  Process 

Advantages. — The  cells  of  the  material  are  more 
completely  broken  down  so  that  a  larger  amount  of 
grease  can  be  more  readily  recovered  ;  all  material  is 
enclosed  during  the  process  so  that  the  gases  are  more 
readily  deodorized  with  less  volume  to  be  deodorized ; 
in  the  modern  plants  the  mechanical  condition  of  the 
by-products  is  better. 

Disadvantages. — Increased  fixed  cost  of  building 
and  equipment;  increased  operating  cost;  increased 
maintenance  cost. 

H^e  says  that  by-products  produced  by  either  have 
the  same  relative  market  value.  In  plants  that  have 
been  operated  by  both  methods,  the  experience  has 
been  that  the  additional  amount  of  grease  recovered 
by  the  cooking  method  has  more  than  offset  the  in- 
creased costs  and  at  the  same  time  the  odors  were 
eliminated  to  a  larger  extent. 

In  establishing  a  reduction  plant,  Rudolph  Herring- 
says  that  the  great  fear  is  creating  a  nuisance.  He 
further  says  that,  owing  to  unpleasant  odors  apt  to 
arise  at  the  works,  it  is  necessary  to  have  good  ventila- 
tion ^nd  also  a  subsecpient  treatment  of  some  of  the 
vapors  and  li(|uids  which  result  from  the  process. 
These  contingencies  make  it  advisable,  he  believes,  to 
locate  the  plant  in  a  neighborhood  where  the  possi- 
bility of  occasional  unpleasant  odors  will  not  materially 
injure  value  of  adjoining  property, 


The  Chicago  Waste  Commission  contains  this  sug- 
gestion as  a  solution  of  the  odor  problem:  "In  addi- 
tion to  the  steam  and  electrical  power  that  can  be  fur- 
nished from  a  destructor  plant  to  operate  a  reduction 
plant,  the  exhausting  of  all  gases  carrying  odors  from 
the  reduction  works  and  passing  them  through  the 
destructor  would  prove  one  of  the  greatest  advantages 
from  a  sanitary  and  economical  standpoint  to  be  de- 
rived from  a  combined  method  of  disposal  of  all  muni- 
cipal wastes." 

Osborn  says :  "Economical  results  may  be  obtained 
by  utilization  of  heat  in  the  disposal  of  garbage  mixed 
with  other  refuse,  by  burning,  but  to  prove  satisfactory 
the  maximum  sanitary  results  must  be  obtained  at  a 
minimum  cost,  and  when  the  quantity  is  such  that  it 
will  warrant  utilization  the  reduction  method  will  con- 
tinue to  show  more  economical  results,  and  with  pro- 
per attention  given  to  details  and  sanitary  features  the 
work  can  be  conducted  without  nuisance." 

Reduction  is  a  method  which  can  be  adopted  only 
by  large  cities.  It  seems  to  be  usually  agreed  that 
cities  with  less  than  100,000  population  and  produc- 
ing less  than  75  tons  of  garbage  daily  will  find  the  re- 
duction process  will  not  pay  as  a  business  venture. 
One  writer  says  in  no  place  of  less  than  150,000  popula- 
tion can  these  kinds  of  plants  be  operated  successfully. 
Venable  places  the  minimum  population  at  100,000. 
He  says  that  as  approximately  80  per  cent,  to  90  per 
cent,  of  kitchen  garbage  is  water  and  only  10  to  20 
per  cent,  is  composed  of  grease  and  other  substances 
it  takes  a  large  amount  of  garbage  to  make  a  reduction 
plant  profitable. 

Parsons  fixed  the  minimum  population  at  200,000. 
He  points  out  in  his  book  on  "The  Disposal  of  Muni- 
cipal Refuse"  the  following  advantages  and  disadvant- 
ages of  the  method : 

Advantages. — The  organic  or  putrescible  matter 
of  the  garbage  is  extracted  into  compounds  which  are 
harmless, — grease  and  tankage ;  it  thus  saves  those 
components  which  have  a  material  intrinsic  value;  the 
garbage  is  cared  for  in  a  sanitary  manner ;  .the  cost  is 
about  $1.80  to  $2.00  per  ton  to  the  city  and  ho  revenue 
from  the  grease  and  tankage ;  as  the  works  are  situ- 
ated some  distance  from  the  city  the  haulage  is  only 
on  the  garbage ;  when  properly  designed  and  carefully 
operated,  the  process  need  not  be  a  nuisance,  and  its 
adoption  adds  a  new  manufacturing  industry. 

Disadvantages. — The  first  cost  is  high  ;  expensive 
machinery  and  apparatus  are  required ;  the  cost  of  re- 
newals and  repairs  is  large;  the  odors  and  smells  are 
apt  to  be  given  off  and  the  expense  to  prevent  such 
an  annoyance ;  the  distant  location  of  the  plant  from  the 
city  in  order  that  odors  may  be  least  objectionable  ; 
being  a  manufacturing  plant  it  should  be  erected  and 
operated  by  private  interests ;  being  operated  for  profit 
there  is  danger  that  the  works  may  become  a  nuisance ; 
requiring  skilled  labor,  there  is  some  danger  of  strikes ; 
the  garbage  must  be  separately  collected  ;  there  will 
always  be  some  foreign  material,  tin  cans  and  the  like, 
which  must  be  sorted  out  at  the  works  ;  there  being 
Init  one  plant  the  system  would  be  crippled  by  fire  or 
by  any  cause  stopping  the  plant ;  the  plant  cannot  be 
divided,  as  small  plants  do  not  pay  ;  the  process  cares 
for  the  garbage  only,  leaving  the  remaining  refuse  to 
be  otherwise  treated. 

Cost  of  Reduction 

The  cost  of  a  reduction  plant  will  range  from  $1,500 
to  $3,000  per  ton  of  daily  capacity,  according  to  pub- 
lished reports. 

The  gross  cost  of  garbage  (R'strtiction  by  the  rcduc- 
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tion  method  varies  from  $1.50  to  $2.50  per  ton  of  raw 
garbage.  In  only  a  few  instances  does  the  sale  of  the 
by-products  meet  or  exceed  expenses.  In  a  majority 
of  cases,  the  process  is  carried  on  by  private  companies, 
the  most  being  subsidized  by  cities  to  amounts  varying 
from  50  cents  to  $2.50  per  ton.  A  few  companies  pay 
the  city  for  all  garbage  delivered  to  the  plant. 

The  by-products  of  the  reduction  method  are  grease 
and  tankage.  It  is  generally  agreed  that  ordinary  gar- 
bage contains  from  2  to  3  per  cent,  by  weight  of  grease 
and  must  yield  from  200  to  400  lbs.  of  tankage  per  ton. 

J.  W.  Turrentine  says  that  on  the  basis  of  figures 
obtained  in  the  operation  of  a  number  of  reduction 
plants,  it  is  shown  that  the  average  cost  of  reduction 
is  $2.41  per  ton,  and  the  gross  receipts  $3.30  per  ton, 
giving  a  profit  of  89  cents  per  ton  raw  garbage.  He 
asserts  that  when  consideration  of  cost  of  collection  is 
excluded,  the  rendering  of  garbage  is  distinctly  more 
jM-ofitable  than  incineration. 

Cleveland  and  Columbus  have  been  the  cities  most 
successful  in  operating  reduction  plants.  In  1914  the 
Columbus  plant  received  21,628.97  tons  of  garbage,  or 
211  lbs.  of  garbage  per  capita.  From  this  and  the  183 
large  dead  animals  received,  the  actual  production  was 


as  follows:  Grease,  1,186,985  lbs.;  tankage,  1,753  tons; 
hides,  183.  The  value  of  these  by-products  were: 
Grease,  $52,672.21;  tankage,  $12,987.84;  hides,  $1,- 
062.30,  or  a  total  of  $66,772.35. 

Each  ton  of  garbage  produced  54.87  lbs.  of  grease 
and  162.1  pounds  of  tankage.  The  grease  value  per 
ton  of  garbage  was  $2,435 ;  the  tankage,  60  cents,  and 
the  hides,  5  cents,  or  a  total  of  $3,085  per  ton  of  gar- 
bage. The  actual  cost  of  operation  was  $40,220.78,  or 
$1,859  per  ton.  The  net  profits  were  $26,501.57,  or 
$1,226  per  ton  of  garbage. 

Cleveland,  in  1912,  produced  2,940,000  lbs.  of  grease 
and  10,016,000  lbs.  of  tankage,  the  city  receiving  for 
them  $151,162.48.  This  reduction  cost  per  ton  of  green 
garbage  was  $1.97j^,  and  the  earnings  per  ton  of  green 
garbage  was  $3.47,  making  the  net  earnings  per  ton  of 
garbage,  $1.49>^. 

New  York  City  sells  its  garbage  to  a  private  com- 
pany. It  made  a  contract  for  1914  to  1916,  inclusive, 
and  the  right  to  renew  the  contract  for  two  more  years 
on  the  same  terms  and  conditions.  The  city  receives 
at  the  rate  of  $62,500  for  the  first,  $87,500  for  the  sec- 
ond, and  $112,500  for  the  third  and  each  of  the  succeed- 
ing two  years. 


The  Practical  Selection  of  Aggregates 
for  Concrete  Construction* 


It  is  not  the  intention  of  this  article  to  deal  with 
the  hardness,  angularity,  roughness,  roundness,  or  gen- 
eral fitness  of  any  given  aggregate.  The  aggregates 
are  supposed  to  be  clean  and  of  such  quality  that 
the  work  at  hand  can  be  performed  by  properly  com- 
bining them  to  get  the  desired  result.  The  article  is 
also  based  on  the  assumption  that  the  reader  has  an 
intimate  knowledge  of  the  proper  degree  of  wetness 
or  dryness  necessary  to  attain  the  best  results ;  also 
that  the  dangers  of  inefficient  mixing  and  placing  of 
concrete  will  at  times  cause  disastrous  results,  no  mat- 
ter how  good  the  materials. 

Sand 

It  would  not  be  amiss  to  state  that  the  best  sand 
(or  stone)  is  that  which  has  grains  of  all  sizes  pre- 
sent, such  that  the  smaller  grains  fill  the  voids  of  the 
larger,  the  percentage  of  any  particular  size  being  only 
sufficient  to  fill  the  voids  between  the  grains  of  the 
next  larger.  Sand  is  generally  considered  to  be  the 
finer  aggregate,  having  grains  yi-in.  diameter  or  less. 
Moist  sand  occupies  more  space  and  has  more  voids 
than  dry  or  saturated  sand,  this  difference  ranges  from 
5  per  cent,  to  10  per  cent.,  and  is  entirely  dependent  on 
amount  of  moisture.  The  maximum  size  of  sand  grains 
can  only  be  determined  by  the  size  and  graduation  of 
the  large  aggregate.  The  larger  the  aggregate,  the 
larger  the  sand  (the  coarser  sand).  When  we  com- 
bine small  gravel  or  stone  1  in.,  ^  in.  or  less,  with 
coarse  sand  %  in.  to  1-20  in.,  we  get  concrete,  "that's 
all."  When'  we  combine  1  in.,  ^  in.,  etc.,  aggregate 
with  fine  sand  graded  through  all  sizes  (%  in-  max. 
size)  down  to  the  finest,  we  get  maximum  strength 
and  maximum  density.  The  smaller  the  coarse  ag- 
gregate the  smaller  the  sand  grain. 
The  best  sand  for  2^-in.  stone  varies  from  1/3  to  0.-3 
meshes  per  lin.  inch. 

*  By  R.  J.  Borhek  in  Bngrineering  &  Contracting:, 


The  best  sand  for  lYz-'m.  stone  varies  from  1/5  in.  to 

0.-5  meshes  per  lin.  inch. 
The  best  sand  for  1-in.  stone  varies  from  1/6  in.  to  0.-6 

meshes  per  lin.  inch. 
The  best  sand  for  ^-in.  stone  varies  from  1/10  in.  to 

O.-IO  meshes  per  lin.  inch. 
The  best  sand  for  ^-in.  stone  varies  from  1/14  in.  to 

0.-14  meshes  per  lin.  inch. 
This  can  readily  be  established  by  trial.  These 
sand  sizes  mixed  with  graded  stone  of  above-mentioned 
sizes  will  give  least  volume,  maximum  density,  great- 
est weight  per  cubic  foot.  After  you  have  once  estab- 
lished this  fact,  use  all  the  cement  necessary  to  attain 
the  required  strength.  Sand  cement  tensile  tests  are 
not  a  true  index  to  the  compressive  strength  of  con- 
crete, unless  we  grade  the  sand  to  the  size  necessary 
to  give  maximum  density  for  the  coarse  aggregate  to 
be  used. 

Large  Aggregate 

Now  take  up  the  large  aggregate,  which  we  will 
consider  as  gravel.  The  same  distinguishing  line  will 
have  to  be  drawn  as  to  what  constitutes  gravel. 

2-in.  to  1/4-in.  graded  gravel  has  an  average  of 
33  per  cent,  voids. 

lYi-'m.  to  1/5-in.  graded  gravel  has  an  average  of 
35  per  cent,  voids. 

1-in.  to  1/6-in.  graded  gravel  has  an  average  of 
37  per  cent,  voids. 

^-in.  to  1/10-in.  graded  gravel  has  an  average  of 
40  per  cent,  voids. 

Yz-'m.  to  1/14-in.  graded  gravel  has  an  average  of 
45  per  cent,  voids. 

You  cannot  combine  small  gravel  1  in.  or  less  with 
sand,  no  matter  how  you  grade  it  and  get  so  few  voids, 
so  heavy  a  mixture,  so  dense  a  mass,  as  when  you  use 
the  larger  size  gravel.  The  reason  for  this  is  you  can- 
not get  the  proper  graduation  of  sizes,  and  on  account 
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<jf  the  displacement  of  the  iiner  particles  due  to  the 
large  sizes  of  gravel.  For  maximum  density  your  pro- 
portion would  be  for  the  different  sized  stone,  consider- 
ing sand      in.  and  under — 

2-in.     stone  graded  to  j4-in.,  33  per  cent.  sand. 
lYz-'m.  stone  graded  to  y^-\n.,  38  per  cent.  sand. 
1-in.     stone  graded  to  j4-i"-.  47  per  cent.  sand, 
^-in.  stone  graded  to  YA-'m.,  54  per  cent.  sand, 
^-in.  stone  graded  to  ^-in.,  66  per  cent.  sand. 

Use  of  Coarse  Sand 

One  very  common  failing  is  when  small  gravel  or 
stone  is  used  the  sand  is  too  coarse  or  else  not  enough 
of  it  is  used.  The  voidage  in  fine  gravel  or  stone,  even 
though  the  grading  be  scientihcally  correct,  cannot 
possibly  be  as  low  as  when  a  large  graded  aggregate 
is  used. 

The  reason  for  the  denser  and  harder  concrete  is 
this :  The  coarse  particles  having  a  larger  volume  dis- 
place a  large  proportion  of  the  fine,  thus  affording  an 
excess  of  mortar. 

We  might  illustrate  this  by  comparing  the  volumes 
and  surface  areas  of  particles  of  different  sizes  and 
diameter.  The  argument  will  at  once  be  brought  forth 
that  the  gravel  particles  are  not  perfect  spheres.  That 
is  true  enough,  but  consider  also  that  a  2-in.  diameter 
sphere  is  equal  in  volume  to  two  ellipsoids  having  a 
2-in.  long  axis  by  1-in.  short  axis.  Choose  any  other 
figures  approximately  the  shape  of  a  particle  of  gravel, 
spherical  sector,  segment  or  zone,  measure  up  the 
actual  surface  area  by  forming  a  plastic  mould  around 
same,  planimeter  the  area  and  you  will  conclude  that 
the  average  gravel  particle  passing  through  a  given 
screen  approximates  a  sphere  in  volume  and  surface 
area.    Now,  with  this  assumption  proceed  as  follows : 

In  volume  1  particle  2  in.  in  diameter  ecjuals  8  par- 
ticles 1  in.  in  diameter.  In  surface  area  1  particle  2  in. 
in  diameter  contains  one-half  the  surface  area  as  the 
8  particles  1  in.  in  diameter.  Theoretically  it  would 
require  but  one-half  the  amount  of  mortar  to  cover 
the  2-in.  particle  as  it  would  to  cover  an  equal  volume 
of  1-in.  particles.  In  practice  this  is  not  quite  true  be- 
cause of  the  voids  in  fhe  volumes  of  smaller  particles, 
and  also  because  the  particles  are  not  perfect  spheres. 

Mortar  Required 

By  actual  practice  and  a  measurement  of  densities 
of  a  mass  of  sand  and  gravel  it  is  absolutely  established 
that  the  volume  of  1-in.  particles  cited  in  the  above 
case  will  require  V/i  times  more  mortar  than  the  vol- 
ume of  2-in.  * 

For  a  comparison  :  determined  by  actual  measure- 
ment : — 

1  cu.  ft.  V/2-m.  gravel  has  l.l.S  times  the  surface 
or  contact  area  of  1  cu.  ft.  2  in. 

1  cu.  ft.  1-in.  gravel  has  1.3  times  the  surface  or 
contact  area  of  1  cu.  ft.  2  in. 

1  cu.  ft.  ^-in.  gravel  has  1.75  times  the  surface 
or  contact  area  of  1  cu.  ft.  2  in. 

1  cu.  ft.  3/2-in.  gravel  has  2.00  times  the  surface  or 
contact  area  of  1  cu.  ft.  2  in. 

One  reason  for  the  excess  of  mortar  recjuired  is 
l)lainly  seen.  One  reason  for  the  more  cement  recjuired 
is  established.  The  advantage  gained  by  using  the 
largest  aggregate  possible  for  reinforced  concrete  work 
is  very  evident.  You  have  less  surface  contact,  more 
bond  adhesion,  and  stronger  concrete. 

The  arguments  brought  against  the  use  of  the 
larger  aggregates  will  be:  honeycombing  and  pocket- 
ing, can't  be  done.  I'he  objection  can  be  dismissed 
on  the  ground  that  in  intelligently  mixed  and  placed 


concrete,  pocketing  and  honeycombing  do  not  occur. 

Two-inch  aggregates  can  be  used  in  12-in.  col- 
umns and  8-in.  beam,  the  large  gravel  is  merely  dis- 
placed by  the  finer  gravel  and  mortar,  and  when  pro- 
perly agitated  will  always  flow  into  place.  What  do 
you  care  whether  you  have  2-in.  aggregate  in  the  core 
of  a  12-in.  hooped  column  or  whether  the  finer  material 
flows  to  the  outside  to  act  as  a  protective  coating? 
Concretes  richest  in  cement  are  least  permeable.  Mea- 
sure the  permeability  of  neat  cement.  Measure  the 
permeability  of  1  to  1  mortar.  Measure  the  perme- 
ability of  1  to  2  mortar.  The  1  to  2  mortar  is  about 
100  per  cent,  more  impermeable  than  the  neat  cement 
and  about  50  per  cent,  more  impermeable  than  the  1 
to  1  mortar. 

Permeability  of  Mortar 

Measure  the  permeability  of  neat  cement,  of  1-1-1 
concrete,  and  of  1-2-5  concrete.  The  1-2-5  concrete  is 
100  per  cent,  more  impermeable  than  the  neat  cement 
and  about  40  per  cent,  more  impermeable  than  the  1-1-1 
concrete.  The  permeability  of  concrete  is  much  in- 
fluenced by  grading  of  aggregate,  particularly  the  sand. 
Using  the  same  gravel  and  sand  a  1-2-7  concrete  is 
more  impermeable  than  a  1-2-4,  and  this  can  be  demon- 
strated, even  with  a  poorly  graded  and  fine  sand. 

In  considering  mortar — mortar  to  be  permeable 
should  contain  a  large  percentage  of  fine  sand,  sand 
below  No.  50  and  nothing  above  No.  20.  A  coarse 
sand  mortar  is  not  nearly  so  impermeable  as  a  fine 
sand  mortar.  Crushing  gravel  does  not  add  to  the 
strength  of  the  concrete.  Crushing  merely  increases 
the  voidage  due  to  the  angularity  of  particles.  Tests 
in  crushed  gravel  1^  in',  to  J4  in.  showed  an  increase 
of  voidage  for  35  per  cent,  natural  material  to  42  per 
cent,  for  crushed. 

Graded  crushed  stone  weighs  less  than  graded  nat- 
ural gravel,  the  specific  gravity  being  the  same.  Why? 
More  voids.  The  particles  of  crushed  stone  are  more 
nearly  cubical  than  the  gravel — more  surface  area 
(more  contact  area) — more  voids. 

Crushed  limestone  1%-in.  to  1/20-in.  voids  37  per 
cent,  weight  98  lbs.  per  cu.  ft. 

Crushed  granite  ly^-'m.  to  1/20-in.  voids  41  per 
cent,  weight  95.3  lbs.  per  cu.  ft. 

Screened  gravel  ly-'m.  to  1/10-in.  voids  33  ])er 
cent,  weight  102.4  lbs.  per  cu.  ft. 

Crushed  limestone  1-in.  to  y-'n^.  voids  45  per  cent, 
weight  85  lbs.  per  cu.  ft. 

Adhesion 

A  roughened  and  pitted  gravel  has  the  same  ad- 
hesion for  cement  as  that  of  crushed  stone.  Some 
river  gravels  on  account  of  the  smoothness,  particularly 
quartsite  pebbles,  which  are  not  only  smooth,  but  hard 
to  wash  free  of  slimy  accumulation,  are  not  as  good  as 
crushed  stone  of  the  same  hardness.  The  advantage 
of  using  gravel  over  broken  stone  is  that  gravel  con- 
crete works  smoother  (flows  easier)  and  is  more  dense. 

The  writer  would  suggest  that  in  analyzing  sand 
for  concrete  purposes,  sieves  of  4  mesh,  14  mesh  and 
40  mesh  be  used,  100  per  cent,  to  pass  No.  4,  not  more 
than  70  per  cent,  to  pass  No.  14,  not  more  than  30 
per  cent,  to  pass  No.  40;  this  would  assure  a  grading 
having  enough  sizes  present  to  give  an  excellent  mor- 
tar. 


The  Mainland  Engineering  Company,  Limited,  has  been 
incorporated  with  head  office  in  Vancouver  and  a  capital  of 
^.'iO.OOO. 
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Gothic  Church    Work    in  Toronto 


By  Walter  J.  Allen,  R.S.A. 


Among  the  many  and  varied  branches  of  wood 
work  practised  in  this  country  none  have  suffered  from 
an  ignorance  of  its  technique  as  has  Gothic  work. 

One  would  have  thought  that  a  craft  which  has 
been  eulogized  for  ages  by  all  sorts  and  conditions  of 
men — antiquaries,  historians,  architects,  philosophers, 
scientists,  travellers,  etc- — would  have  reached,  in  some 
sense,  the  exalted  plane  it  rightly  occupies  in  all  civil- 
ized countries  of  the  world. 

Our  neighbors  across  the  line  have  long  gained 
the  pseudonym  of  "globe-trotters" ;  but  the  result  of 
this  "trotting"  around  the  ancient  cathedral  churches 
of  the  Continent  and  Britain  is  reflected  in  some  of  the 
fairly  magnificent  churches  of  the  United  States — 
notably,  perhaps,  in  the  cathedral  church  of  St.  John, 
New  York. 


There  are  not  wanting  signs  that  Canada  is  slowly 
awakening  to  the  peculiar  richness  and  beauty  of  the 
true  Gothic  style.  This  is  shown  by  the  accompany- 
ing illustration,  which,  though  small,  sufficiently  con- 
veys the  idea  referred  to.  It  is  known  as  a  "reredos," 
and  was  constructed  by  L.  Rawlinson,  Limited,  for 
St.  Simon's  Church,  Toronto.  It  is  in  the  "Decorated 
Style"  (or  13th-14th  Century  work).  The  three  sub- 
ject panels  are  surmounted  by  pierced  canopy  work, 
which  finishes  with  a  cap  mould,  the  chief  member  of 
which  is  pierced  enrichment,  and  finally  the  cresting, 
also  pierced,  and  carries  the  dedicatory  "Sanctus." 

It  is  often  asked,  "Why  do  you  pierce  the  tracery?" 
"Do  you  always  cut  it  through?"  etc.  The  answer 
is :  All  the  finest  examples  of  medieval  work  are  so 
treated;  the  reason  being  that  the  "hallowed  twilight" 


Fig.  1— Reredos,  St.  Simon's  Church,  Toronto.  A  beautiful  example  of  church  woodworit 


292 


THE   CONTRACT  RECORD 


March  32,  1916 


])re\ailin<j-  in  the  interiors  of  most  of  the  old  cathed- 
rals and  churches  necessitated  such  treatment,  if  the 
richness  of  line  and  beauty  of  contour  were  not  to  be 
lost  in  the  sacred  gloom.  In  any  case,  however, 
whether  interiors  are  dim  or  coldly  light,  the  beauty 
of  the  work  is  much  enhanced  by  a  free  use  of  the 
"open  work"  wherever  possible-  This  will  be  espe- 
cially noticeable  in  the  general  effect. 

Exquisite  examples  of  this  pierced,  or  open,  work 
in  wood  and  stone  were  to  be  seen  in  the  never-to-be- 
forgotten  cathedral  churches  of  Louvain,  Lille,  Rhe- 
ims,  etc.  There  are,  of  course,  other  fine  examples 
still  extant,  some  of  which  show  the  advantage  of 
this  particular  treatment  in  other  directions — as,  for 
instance,  the  magnificent  reredos,  forty-six  feet  high, 
built  in  front  of  an  equally  magnificent  stained  glass 
window,  each  lending-  to  the  other  a  charm  more 
easily  imagined  than  described.  This  open  worked 
reredos  is  in  English  oak,  and  cost  £1,600.  It  is  in 
St.  Alban's  Cathedral,  Hertford. 

Fig-.  2  shows  one  of  the  two  "wings,"  or  sides,  to 
the  reredos  shown  in  Fig.  1.  These  connect  the 
reredos  with  the  north  and  south  walls,  respectively. 
They  are  necessarily  less  elaborate  than  the  centre 


Fig.  2. -Side  view  of  one  wing  of  Reredos. 

piece,  or  reredos  proper,  yet  are  in  strict  harmony 
therewith.  The  angels  carry  forward  the  idea  ex- 
pressed in  the  centre  panel,  Gloria  in  Excelsis- 

This  and  a  few  other  examples  were  wholly  ex- 
ecuted in  Toronto- 


The  Sovereign  Lime  Company,  Limited,  lias  been  in- 
corporated, with  a  capital  stock  of  $50,000,  to  carry  on  busi- 
ness as  manufacturers  of  and  dealers  in  lime,  terra-cotta, 
brick,  cement,  mortar,  concrete,  asphalt,  marl,  tiles,  drain 
and  sewer  pipes,  stone  and  artificial  stone,  etc.  Tlie  liead 
office  of  the  company  is  in  Montreal, 


A  Mixer  for  the  Small  Contractor 

The  London  Concrete  Machinery  Company,  Lim- 
ited, London,  Ont.,  have  brought  out  the  "Handy 
Mixer"  suitable  for  the  brick  contractor,  the  plaster- 
ing contractor,  or  for  the  smaller  jobs  in  concrete 
work.  It  is  claimed  that  in  any  job  requiring  less 
than  40  cubic  yards  of  material  per  day  this  kind  of 
mixer  will  prove  an  economy-  There  is  no  need  of 
hauling  a  large  mixer  around  for  these  small  jobs. 


while  at  the  same  time  the  expensive  hand  mixing 
method  is  done  away  with.  The  low  cost  of  moving 
and  operation  make  this  mixer  a  valuable  part  of  the 
equipment  of  all  small  jobs.  The  mix  turned  out  by 
this  machine  is  claimed  to  be  equal  to  that  of  the  large- 
size  machines  and,  of  course,  vastly  superior  to  hand 
work.  One  man  can  mix  as  much  mortar  with  the 
"Handy"  mixer  as  four  men  can  by  hand.  In  addi- 
tion, it  is  claimed  that  around  25  per  cent,  of  the  lime 
or  cement  is  saved.  The  illustration  herewith  shows 
a  side  view.  The  machine  is  operated  by  a  2  h.  p. 
gasoline  engine. 

The  Turbine  Equipment  Co.  recently  secured  a 
contract  from  the  Imperial  Oil  Company,  Limited,  for 
their  new  refinery  at  Montreal,  for  ten  De  Laval 
steam  turbine-driven  centrifugal  pumps ;  also  a  con- 
tract from  the  Standard  Chemical,  Iron  and  Lumber 
Company  for  a  one  and  a  half  million  gallon  De  Laval 
motor-driven  centrifugal  pump. 


There  are  now  employed  a  number  of  processes 
whereby  wood  can  be  so  altered  in  character  that  it 
becomes  almost  fire-proof,  and  is  no  longer  liable  to 
dry-rot  or  any  of  the  disintegrations  that  come  under 
the  head  of  decay- 
Under  what  is  probably  the  best  method,  the  wood, 
after  having-  its  sap  extracted  by  air-suction  in  a  closed 
vessel,  is  charged  with  a  solution  of  metallic  salts,  the 
entire  treatment  occupying  about  four  hours.  It  is 
said  that  green  wood  thus  treated  neither  shrinks  nor 
warps,  thus  obviating  the  seasoning  generally  neces- 
sary, and  that  soft  woods  become-  so  hardened  that 
they  can  be  utilized  for  purposes  for  which  they  were 
(|uite  unsuited  in  their  original  condition,  and  become 
almost  inc(Tm]Misti1)lc  and  capable  of  receiving  a  high 
polish. 
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Barn  Building  Catalogue 

Beatty  Brothers,  Limited,  Fergus,  Out.,  are 
distributing  a  very  attractive  catalogue,  called  Book 
No.  26,  covering  barn  construction  and  equipment. 
The  book  is  splendidly  illustrated  with  barns  (exterior 
and  interior)  and  various  equipment  as  installed  at 
many  points  in  Canada  by  this  company,  and  includ- 
ing such  well-known  names  as  Colonel  Robertson,  Wil- 
liamstown,  Ont. ;  Gordon  Gooderham,  Clarkson,  Ont. ; 
William  Innes,  Headingly,  Man. ;  C.  P.  R.  barn,  Strath- 


Bun  of  Col.  Roberlion.  WUIiuiutown,  Out. 


Col.  Robertson's  barn  at  Williamstown. 

more,  Alta. ;  Ottawa  Dairy  Company,  Ottawa,  Ont. ; 
Robert  Kelly,  Vancouver,  B.C.;  James  Dunsmuir,  Vic- 
toria, B.C.;  and  many  others,  the  illustration  shows 
the  fine  barn  recently  erected  and  equipped  by  Beatty 
Brothers  for  Colonel  Robertson. 


Montreal's  Asphalt  Contracts 

Last  year  the  city  of  Montreal  had  considerable 
trouble  over  its  supply  of  asphalt;  legal  proceedings 
followed  the  award  of  contracts,  and  for  a  time  the 
city  was  tied  up  in  the  matter  of  completing  its  road 
programme.  It  was  expected  that  this  year  the  bids 
would  be  on  a  higher  scale,  and  when  the  tenders  for 
about  6,000  tons  were  opened  it  was  found  that  about 
$5  a  ton  above  last  year's  quotations  was  asked.  The 
tenders  received  were:  Warner-Quinlan  Company, 
$19.33  per  ton;  Elder  Ebano,  $21.98,  delivered  at  the 
north  end  yards,  $23.23  delivered  at  the  eastern  yards, 
and  $22.43^  delivered  at  the  Grand  Trunk  station  ; 
United  States  Asphalt  Refining  Company,  $22.73 ; 
Sicily  Asphalt,  $26.40  for  the  Trinidad  grade,  and 
$32.40  for  the  Bermuda  grade.  The  Board  of  Control 
referred  the  bids  to  the  engineers'  and  law  departments, 
and  also  asked  that  the  samples  be  analyzed.  The  Im- 
perial Oil  Company  wrote  the  Controllers  asking  that 
the  city  buy  only  cjuantities  needed  for  immediate  use, 
as  the  company  intended  to  complete  in  August  next 
a  large  asphalt  refining  plant  at  Pointe-aux-Trembles, 
and  would  then  be  in  a  position  to  supply  the  city. 


Famous  Picture  Ads. 

Word  has  just  come  from  New  York,  which  would 
indicate  that  a  decided  compliment  has  been  paid  to 
the  Dunlop  Tire  &  Rubber  Goods  Co.  A  large 
agency  who  keep  a  portfolio  of  the  world's  best  ad- 
vertising matter  gathered  together  from  every  part 
of  the  map  include  in  that  portfolio  the  Dunlop 
"Famous  Picture"  series  which  appeared  in  Canadian 
newspapers  last  September.     The  "Famous  Pictures" 


were  the  first  ads.  of  the  type  ever  run  in  America,  or 
any  other  part  of  the  world  so  far  as  can  be  traced, 
and  that  is  probably  the  reason  why  the  agency  in 
question  selected  the  series  for  their  portfolio,  as  their 
big  endeavor  is  to  get  new  treatment  on  any  subject 
or,  in  other  words,  originality  all  along  the  line. 


Grouting  at  700  lbs.  Pressure 

Grouting  is  now  an  established  method  of  stopping 
flows  of  water  in  shafts,  adits,  and  drifts.  A  mixture 
of  cement  and  water,  say  a  bag  of  cement  to  three  12- 
qt.  pails  of  water,  with  sometimes  a  little  sand,  is 
forced  by  a  grout-machine  into  holes  drilled  in  the 
rock,  the  pressure  being  furnished  by  compressed  air. 
Pressure  of  100  to  200  lb.  above  the  hydrostatic  head 
is  used  in  difficult  shaft  problems.  The  Nova  Scotia 
.Steel  &  Coal  Co.,  in  its  iron  mine  at  Bell  Island,  New- 
foundland, where  the  mine  workings  are  several  miles 
out  under  the  ocean,  has  a  grout-car  run  on  wheels 
that  can  force  grout  into  rock  at  pressures  as  high  as 
700  lb.  per  square  inch.  By  use  of  this  grout-car  the 
workings,  although  under  the  Atlantic  ocean,  are  kept 
fairly  free  from  large  flows  of  water. 


Fireless  Steam  Engine 

A  fireless  steam  locomotive  is  used  for  switching 
cars  and  tie  trams  at  an  Ohio  creosoting  plant.  The 
locomotive  is  of  a  type  which  was  developed  in  Eur- 
ope some  years  ago  and  is  used  around  distillation 
plants,  where  cinders  and  live  ashes  would  constitute 
a  fire  danger.  This  locomotive  operates  by  steam, 
the  boiler  being  charged  about  seven  times  every 
twenty-four  hours  at  the  main  boiler,  at  150  lb.  pres- 
sure. The  maintenance  cost  of  this  type  of  switch- 
ing engine  is  very  low,  and  its  use  is  said  to  be  A'ery 
satisfactory  in  a  treating-plant  yard.  Its  tractive 
power  is  fully  equal  to  that  of  the  usual  type,  and  al- 
though it  weighs  only  22  tons  it  has  pulled  as  many 
as  twelve  loaded  gondola  cars  at  a  time.  Perhaps 
there  are  construction  contracts  on  which  a  locomotive 
of  this  type  would  be  an  economy. 


Hamilton  Gets  Another  Factory 

The  Ontario  Yarn  Co.,  Markham,  have  leased  a 
building  on  Stuart  Street,  West,  Hamilton,  for  a 
l)ranch  factory  to  manufacture  knitting  and  hosiery 
yarns.  About  25  or  30  hands  will  be  employed  and 
the  plant  will  run  24  hours  per  day.  Carding,  spin- 
ning and  winding  machinery  is  being  installed  now 
and  they  expect  to  start  operations  bv  the  first  part  of 
April. 


Mr.  H.  P.  Borden,  Member  of  Commission 

Mr.  H.  P.  Borden,  C.  E.,  has  been  appointed  a  meni- 
i)er  of  the  Government  commission  which  has  charge 
of  the  construction  of  the  new  Quebec  Bridge.  This 
appointment  is  to  fill  the  vacancy  left  by  Mr.  C.  C. 
.Schneider,  of  Philadelphia,  deceased.  Mr.  Borden  is 
well-known  to  the  engineering  profession,  as  he  has 
been  connected  with  the  board  since  its  inception,  the 
last  few  years  as  assistant  to  the  chief  engineer. 


The  Canadian  Facts  Publishing  Company,  588 
Huron  Street,  Toronto,  have  just  issued  their  1916 
edition  of  "Five  Thousand  Facts  About  Canada,"  coni- 
I)iled  by  Mr.  Frank  Yeigh,  of  Toronto. 
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Street  Railway  Track  Construction 

Development  of  Modern  Methods  of  Laying  Gar 
Tracks — Concrete  Base  the  Only  Permanent  Form 

By  R.  Keith  Compton* 


Importance  of  Construction. — One  of  the  most  difficult 
problems  which  a  municipal  engineer  faces  in  street  improve- 
ment of  today  is'  the  premanency  of  the  street  railway  track 
construction.  On  this  point  hinges  the  durability  and  in- 
tegrity of  that  portion  of  the  pavement  immediately  in  the 
railway  area  and  adjacent  thereto.  Even  in  outlying  suburban 
sections,  pavements  on  streets  where  railway  tracks  exist  are 
more  difficult  to  construct  and  maintain  than  on  streets  where 
no  tracks  exist.  The  situation  is  intensified  when  similar 
streets  are  to  be  improved  in  heavy  traffic  sections  of  busy 
cities. 

Early  History. — The  speaker  takes  the  liberty  of  introduc- 
ing into  this  subject  his  experience  in  the  City  of  Baltimore, 
where  this  matter  has  been  given  most  careful  attention,  botli 
by  the  municipal  authorities  and  the  street  railway  officials. 
In  collecting  data  on  this  subject  from  the  principal  cities 
of  this  country  we  find  that  other  cities  have  passed  through 
similar  experiences.  Some  fifteen  years  ago  it  was  the  prac- 
tice of  street  railway  companies  to  lay  the  ties  directly  on  the 
original  earth  foundation  of  the  street,  tamping  up  with 
whatever  local  material  was  convenient.  Consequently  track 
structures  had  absolutely  no  stability  other  than  that  given 
by  the  natural  earth  foundation  existing  in  the  street,  so 
that  within  a  few  months  after  the  street  \vas  improved  and 
opened  to  traffic  the  rails  would  vibrate  under  the  movement 
of  cars  and  heavy  trucks,  with  the  result  that  cracks  would 
develop  in  the  paving  adjacent  to  and  for  several  feet  on 
either  side  of  the  rails,  causing  rapid  disintegration  of  the 
paving,  particularly  in  the  case  of  sheet  asphalt.  If  the  pave- 
ment were  of  stone  or  vitrified  block,  cracks  would  develop 
and  the  paving  blocks  would  soon  begin  to  "work"  and  loosen 
up.  Within  twelve  months  the  paving  in  the  railway  area 
would  be  in  such  condition  as  to  seriously  impair  the  use- 
fulness of  the  street.  This  disintegration  did  not  confine 
itself  to  the  railway  area,  but  would  gradually  encroach  upon 
the  city  area. 

The  next  development  in  this  construction  was  the  installa- 
tion of  gravel  ballast.  This  was  somewhat  of  an  improvement 
over  the  original  construction,  the  only  difference  being  that 
the  development  of  cracks  and  disintegration  was  somewhat 
postponed.  Gravel,  being  round  and  smooth,  would  shift 
imder  the  strain  of  passing  traffic,  with  results  most  damag- 
ing to  the  paving. 

The  crushed  stone  ballast  was  then  used.  On  suburban 
streets  with  light  car  and  vehicular  traffic  this  was  a  de- 
cided improvement,  and  in  some  instances  the  results  ob- 
tained, both  as  to  track  construction  and  maintenance  of  pav- 
ing, were  most  desirable.  Care,  however,  had  to  be  taken  by 
the  track  gangs  to  see  that  most  careful  tamping  was  done. 
The  rock  ballast  construction,  however,  in  heavy  traffic 
downtown  streets,  did  not  give  the  results  desired,  so  that  in 
the  past  few  years  many  cities  have  been  installing  a  con- 
crete slab,  from  G  to  8  ins.  in  depth,  under  the  ties,  then 
brought  up  and  completely  enveloping  the  ties  in  concrete, 
and  the  coiicrctc  founchuinn  for  the  paving  installed  on  top 
of  this. 

Kiji!;ht  here  it  may  be  well  to  note  the  following  list  of  cities 
which  have  used  or  are  using  concrete  as  a  foundation  for 
track  construction,  in  whole  or  in  part.  Most  municipalities 
do  not  use  it  exclusively,  but  use  concrete  in  the  heavy  traf- 


*  Chairman  and  Consulting  Engineer,  Paving  Commission,  Baltimore, 
before  American  (lood  Roads  Congress.  Pittsburgh. 


fic  sections,  and  rock  ballast  in  the  suburban  sections  where 
car  and  vehicular  traffic  is  light,  or  where  the  paving  of 
streets  may  not  be  regarded  as  permanent  on  account  of  the 
surrounding  property  being  undeveloped.  This  information 
was  obtained  in  1913  and  1914  through  correspondence  with 
municipal  officials  in  the  respective  cities.  These  cities  are 
as  follows:  New  Orleans,  La.,  Chicago,  III,  Buffalo,  N.  Y., 
St.  Louis,  Mo.,  Norfolk,  Va.,  Boston,  Mass.,  Detroit,  Mich., 
New  York  (Brooklyn),  Cleveland,  O.,  Nashville,  Tenn., 
Memphis,  Tenn.,  Springfield,  Mo.,  Birmingham,  Ala.,  Dayton, 
O.,  Cincinnati,  O.,  Baltimore,  Md. 

It  is  a  fact  that  traction  engineers  as  a  rule  object  to 
concrete  under  the  ties,  claiming  three  distinct  disadvantages: 

Objections  of  Traction  Officials. — First,  that  concrete 
under  the  ties  makes  the  track  construction  entirely  too 
rigid,  and  that  rock  ballast  gives  equally  good  results  and 
overcomes  this  rigidity  in  that  it  allows  a  certain  amount  of 
resiliency,  and  that  such  resiliency  is  necessary,  otherwise  un- 
due wear  will  take  place  on  the  rails  from  passing  cars,  and 
that  rigid  track  construction  is  hard  on  the  equipment. 

Second,  that  in  case  of  reconstruction  the  railway  com- 
pany is  put  to  an  unnecessary  expense  removing  the  con- 
crete so  as  to  replace  defective  or  disintegrated  ties  with 
new  ones. 

Statistics  show  that  there  is  no  real  ground  for  the  firsc 
objection,  and  even  if  there  were,  this  can  be  overcome  by 
keeping  the  concerte  base  an  inch  or  so  low  and  bedding  the 
ties  in  a  thin  bed  of  loamy  sand  on  top  of  the  concrete  slab.- 
Care  should  be  taken,  however,  to  bring  the  concrete  up  on 
the  ends  of  the  ties  so  as  to  confine  the  sand  and  prevent  its 
shifting. 

Replacing  Ties 

The  second  objection  can  be  overruled  by  the  fact  tliat  in 
replacing  worn-out  or  disintegrated  ties,  the  railway  com- 
pany does  not  have  to  remove  any  more  concrete  than  it 
would  otherwise  remove  were  the  pavement  only  on  a  con- 
crete foundation  of  the  usual  thickness,  as  will  be  hereafter 
shown  by  the  method  of  construction  followed  by  the  City 
of  Baltimore.  Furthermore,  statistics  compiled  by  the  Board 
of  Supervising  Engineers  in  the  City  of  Chicago,  who  have 
been  giving  this  matter  most  thorough  study  for  the  past 
eight  years,  show  that  sound  yellow  pine  ties,  thoroughly 
emliedded  in  concrete,  are  almost  indestructiljle. 

Another  and  third  objection  made  by  the  traction  officials 
is  that  the  car  lines  have  to  be  diverted,  either  by  means  of 
laying  a  third  and  temporary  track  on  the  street  to  be  im- 
proved, or  if  the  street  is  so  narrow  as  to  prohibit  this,  there 
lias  to  be  an  entire  re-routing  of  the  cars,  causing  by  either 
method  serious  inconvenience  to  the  public  and  disorganiza- 
tion of  the  car  company's  traffic  schedule.  This  claim  can 
also  be  overruled  by  a  method  which  the  speaker  will  outline 
to  you  later,  as  followed  by  the  City  of  Baltimore. 

The  experience  of  all  municipal  engineers  along  this  line 
lias  probably  been  the  same. 

Baltimore  Work. — Owing  to  the  flat  refusal  of  the  trac- 
tion authorities  to  install  permanent  construction,  many  of  us 
have  had  to  resort  to  legislative  bodies  for  relief.  In  the 
beginning  of  the  year  1914  the  situation  in  the  City  of  Bal- 
timore was  thoroughly  studied,  both  by  the  municipal  en- 
gineers and  the  traction  officials,  with  the  result  that  the 
State  Legislature  of  Maryland  was  appealed  to  l)y  the  muni- 
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cipalily  and  a  law  was  passed  putting  the  character  of  foun- 
dation under  the  ties  of  the  several  street  railway  companies 
and  steam  railroads  under  the  jurisdiction  of  the  Paving 
Commission,  with  power  to  decide  whether  sucn  foundation 
should  be  of  plain  ballast  or  concrete.  The  commission  de- 
cided that  in  heavy  traffic  downtown  streets  concrete  con- 
struction, 6  ins.  thick,  under  and  around  the  ties,  was  neces- 
sary, but  that  in  the  outlying  suburban  section  where  the 
traffic  was  light  and  street  development  more  or  less  of  an 
uncertainty,  awaiting  property  development,  rock  ballast 
could  be  used. 

The  traction  officials  were  informed  that  they  could  in- 
stall the  ties  immediately  on  top  of  the  concrete  or  install  a 
cushion  between  the  top  of  the  concrete  and  the  bottom  of 
the  tics.     They  chose  the  former. 

It  may  be  interesting  to  note  here  that  in  the  down- 
town business  section  of  Baltimore  the  streets  are  exceed- 
ingly narrow,  not  over  40  ft.  in  width  between  curbs,  and 
there  is  no  room  for  a  temporary  third  track.  Furthermore, 
the  gauge  is  of  odd  dimension,  namely  5  ft.  4^  ins.,  so  that 
the  track  area  takes  up  more  space  than  in  most  cities.  It 
was  also  impossible,  owing  to  congestion,  to  divert  the  cars 
to  other  streets.  In  order,  therefore,  to  meet  this,  the 
third  objection  of  the  traction  officials,  it  became  necessary  to 
install  the  concrete  without  interruption  to  car  traffic.  It 
was  at  first  thought  that  this  could  be  done  by  blocking  up 
the  tracks  an  inch  or  so  above  the  exact  grade,  installing  the 
concrete,  allowing  it  to  set  and  lowering  the  tracks  to  the 
proper  and  exact  grade.  The  conclusion  was  reached,  how- 
ever, that  this  would  not  only  be  very  expensive,  but  hardly 
feasible,  so  that  it  was  then  determined  to  pursue  the  pene- 
tration method.  This  was  done  by  bringing  the  tracks  to  the 
exact  grade  and  ballasting  with  crushed  stone  from  1>2  to 
2J/  ins.  in  size,  free  of  dust  and  small  particles,  and  tamping 
the  same  thoroughly  as  in  ballasting  ordinary  track,  care 
being  taken  to  thoroughly  tamp  the  ballast  and  make  the 
same  carry  the  strain  of  passing  cars,  then  applying  a  thin 
cement  grout. 

In  improving  streets  containing  railway  tracks  the  forces 
of  the  railway  company  and  that  of  the  paving  contractor 
have  to  work  in  conjunction.  The  railway  area  is  first  graded 
out  to  the  subgrade  of  the  paving  by  the  paving  contractor. 
The  railway  company  then  takes  charge  and  grades  out  to  a 
point  6  ins.  below  the  bottom  of  the  ties.  New  rails  and 
ties  are  then  installed  where  necessary,  together  with  any 
new  special  work.  The  ballast,  of  the  size  and  depth  pre- 
viously noted,  is  then  placed  and  thoroughly  tamped  under 
the  ties  and  up  to  a  point  2  ins.  above  the  bottom  of  the 
ties,  the  rails  brought  to  the  proper  grade  and  line,  and  when 
the  entire  construction  is  "tight"  the  penetration  begins. 

Grouting  Mixture 

The  grouting  mixture  is  composed  of  1  part  cement  to  2 
parts  sand,  and  is  about  the  consistency  of  thin  cream. 
The  operation  is  readily  done  without  interruption  to  car 
traffic  by  the  use  of  a  small  continuous  mixer  (known  as  the 
Coltrin  mixer)  placed  just  outside  of  and  parallel  with  the 
railway  tracks,  with  a  flexible  chute,  in  two  sections,  to  con- 
vey the  grout  from  the  mixer  to  the  ballast.  Starting  on  the 
down-grade  end  and  working  up-grade,  the  thin  grout  is  pen- 
etrated into  the  stone  ballast,  which,  as  previously  noted,  has 
already  been  securely  tamped  and  made  to  carry  the  strain 
of  the  passing  cars.  As  already  noted,  the  chute  is  flexible 
and  in  two  sections.  When  a  car  comes  along  the  first  sec- 
tion is  thrown  out  of  service  and  the  second  section  is  low- 
ered to  the  ballast  at  about  the  ends  of  the  ties  and  the  mixer 
kept  in  service.  After  the  car  passes  the  first  section  is 
thrown  back  in  service. 

It  is  true  that  during  this  operation  some  movement  oc- 


casionally occurs  in  the  tracks,  but  there  is  a  city  inspector 
on  the  work  at  all  times  who  hunts  for  and  locates  loose  ties 
and  they  are  immediately  tamped  up  with  green  concrete. 

The  natural  supposition  is  that  sufficient  movement  of 
the  ties  and  track  would  occur  to  injure  the  concrete  while 
setting,  but  this  is  not  true  if  the  work  is  carefully  handled 
and  executed.  On  one  street  in  Baltimore  this  work  was 
successfully  handled  with  five  dififerent  lines  of  cars  passing 
up  and  down  the  street  with  but  20  seconds  headway  at  times 
during  the  day,  while  on  another  piece  of  work  it  was  suc- 
cessfully installed  with  eleven  dififerent  Hues  of  cars  passing 
over  the  special  work  with  less  than  20  seconds  headway  at 
short  intervals  during  the  day.  The  resultant  mixture  is 
about  1  of  cement,  2  of  sand  and  5^  of  stone,  with  the  con- 
crete very  dense,  as  the  ballast  has  been  thoroughly  tamped 
and  voids  reduced  to  a  minimum. 

This  ends  the  work  of  the  railway  company,  as  after  this 
section  of  concrete  is  installed,  the  paving  contractor  again 
takes  charge,  installing  the  concrete  base  for  the  pavement 
immediately  on  top  of  the  railway  base,  and  then  the  paving. 

Bond  Between  Slab  and  Base 

As  a  rule,  there  is  no  bond  between  the  paving  slab  in- 
stalled by  the  railway  company  and  the  paving  base  installed 
by  the  paving  contractor,  because  generally  the  former  is 
several  blocks  ahead  of  the  latter,  and  in  the  meantime  the 
concrete  slab  has  set.  This  therefore  overrules  the  second 
claim  of  the  traction  officials,  and  the  penetration  method 
pursued  meets  the  third  claim. 

One  of  the  principal  points  gained  by  this  form  of  con- 
struction is  that  it  shows  up  very  clearly  every  weak  place 
during  the  progress  of  the  work.  All  loose  or  poorly  tamped 
ties  are  made  apparent  by  the  bubbling  or  oozing  up  of  the 
grout  as  a  car  passes  over.  Failures  in  finished  pavement 
are  avoided  by  immediately  tamping  such  ties,  which  in 
many  cases  would  otherwise  have  been  overlooked.  It  has 
been  found  by  careful  cuts  made  in  the  finished  work  that 
this  grout  when  properly  applied  penetrates  the  ballast  to 
the  subgrade,  forming  excellent  concrete,  and  insures  solid 
track  construction,  free  from  vibration,  upon  which  the  life 
of  any  pavement  in  the  railway  area  depends. 

From  records  kept  and  compiled  by  the  Paving  Com- 
mission it  has  been  found  that  the  total  extra  cost  of  this 
construction  over  plain  ballast,  including  labor  and  material, 
is  about  .52  cts.  per  lin.  ft.  of  single  track. 

In  the  last  two  years  about  10  miles  (single  track)  of 
such  construction  has  Iseen  installed  in  the  City  of  Baltimore 
by  this  process,  in  the  busiest  streets  of  the  city,  and  car 
traffic  interfered  with  to  such  a  limited  extent  that  you  hear 
no  complaint  whatever  from  the  traveling  public  during  the 
course  of  the  work.  Included  in  the  10  miles  of  single  track 
will  be  found  all  classes  of  paving  within  the  railway  area — 
sheet  asphalt,  wood  block,  granite  block,  vitrified  Iilock  and 
scoria  block. 

Type  of  Pavement. — It  has  been  suggested  that  this  su1)- 
ject  could  properly  include  a  discussion  as  to  the  type  of 
pavement  between  and  adjacent  to  the  rails  which  has  been 
found  most  satisfactory.  The  most  satisfactory  type  of 
pavement  in  the  railway  tracks  on  heavy  traffic  streets  is 
granite  block,  with  a  cement  filler.  Excellent  results  have 
been  obtained  in  Baltimore  with  the  recut  granite.  The 
old  blocks  are  from  8  to  14  ins.  in  length.  The  8-in.  blocks 
are  re-headed,  while  the  14-in.  ones  are  split,  making  alto- 
gether, blocks  smaller  and  much  more  uniform  in  size  than 
the  standard  new  block.  The  result  is  a  very  uniform,  even 
surface,  an  excellent  pavement  for  track  areas. 

On  streets  which  may  l)e  half  business  and  luilf  resi- 
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dential,  or  in  the  retail  districts,  vitrified  blocks  should  be 
used. 

All  block  pavements  should  be  laid  on  a  cement-sand 
cushion. 

On  strictly  residential  streets  of  very  light  traffic  sheet 
asphalt  has  been  used,  but  the  speaker  rather  deplores  the 
use  of  this  material  within  the  track  areas. 

The  block  pavements  are  usually  laid  between  the  ex- 
treme outer  rails,  including  the  dummy,  with  two  rows  of 
liners  on  the  outside  of  each  outer  rail.  Selected  granite 
block,  on  a  mortar  bed,  is  most  desirable  as  liners  on  heavy 
traffic  streets.  On  streets  of  lighter  traffic  and  residential 
streets,  wood  block,  ins.  deep,  thoroughly  embedded  in 
the  concrete  and  on  a  mortar  bed,  give  most  excellent  re- 
sults as  liners  and  an  excellent  finish  to  the  street,  particul- 
arly where  sheet  asphalt  is  laid  from  the  rails  to  the  gutters. 

In  order  to  cheapen  the  cost  of  track  paving  our  policy 
.the  latter  part  of  last  year  was  to  install  sheet  asphalt  in 
the  dummy  strip,  where  there  is  very  little  traffic,  and  which 
will  give  good  results  if  the  track  work  is  stable.  We  will 
follow  this  policy  almost  exclusively  this  year,  as  a  modifi- 
cation of  our  former  standard,  where  asphalt  is  used  be- 
tween the  rails  and  curb. 

Track  Details. — The  rails  are  usually  of  the  Trilby  type, 
lO.'j  lbs.  to  the  yard,  7  ins.  deep,  with  a  slight  bevel  on  the 
outer  paving  edge.  With  this  rail,  and  the  use  of  steel  tie 
plates  and  screw  spikes,  tierods  may  be  eliminated,  and  by 
the  elimination  of  the  rods  better  results  from  a  paving 
point  of  view  are  obtained.  Tierods  are  a  nuisance  in  track 
paving,  causing  a  great  amount  of  cutting  if  a  block  pave- 
ment is  used,  and  usually  have  to  be  placed  below  the  center 
of  the  rail  in  case  sheet  asphalt  is  used  in  order  to  have  them 
in  the  concrete  instead  of  in  the  binder. 

Comparison  of  Mixing  and  Penetration  Methods. — Good 
construction  could  unquestionably  be  obtained  by  the  re- 
routing of  the  cars,  either  by  means  of  a  third  track  and 
cross-overs  or  by  diverting  the  cars  to  other  streets,  thereby 
allowing  the  concrete  to  be  placed  by  the  ordinary  mixing- 
method  and  at  the  same  time  allowing  time  for  the  concrete 
slab  to  set  before  car  traffic  is  again  restored.  While  this 
method  is  a  safer  way,  it  is  much  more  expensive  than  the 
penetration  method.  Unquestionably  excellent  results  have 
been  obtained  by  the  latter  method  such  as  has  been  de- 
scribed, its  attractiveness  being  that  it  is  cheaper  as  to  first 
cost,  owing,  principally,  to  the  economical  manner  in  which 
the  materials  can  be  handled,  and  it  overcomes  the  principal 
fibjection  of  traction  officials,  namely  interruption  to  car 
trafiic,  which  is  of  course  a  serious  objection. 

In  order  to  obtain  good  results  with  the  penetration 
method,  every  detail  must  be  carefully  looked  after  by  the 
inspectors,  such  as  tlie  quality  and  size  of  the  stone  com- 
posing the  ballast,  the  tamping,  and  the  mixing  and  placing 
of  the  grout.  Frequent  test  holes  should  be  cut  in  order 
to  see  that  thorough  penetration  is  secured,  and  wherever 
possible  the  penetration  should  be  started  at  the  down-grade 
end  of  a  block  and  proceeded  with  up-grade. 

Conclusions. — Under  the  old  system  of  earth  foundation 
iiv  ballast,  failures  and  troubles  were  numerous.  L'ndcr  the 
r.ew  system  of  concrete  under  the  ties,  installed  as  has  been 
described,  the  percentage  of  trouble  is  infinitesimal,  the 
principal  defects  being  at  crossings  and  around  special  work. 
It  proves  conclusively  that  for  strictly  up-to-date  permanent 
construction,  l)Oth  for  the  street  railway  system  and  the 
pavenient,  the  ties  should  be  laid  on  a  concrete  base,  from 
G  to  8  ins.  in  thickness,  and  completely  enveloped  in  the 
same. 


The  Western  Canada  Marl)le  and  Tile  Company,  Limited, 
Winnipeg,  Man.,  have  been  incorporated. 


Trade  Inquiries 

Names  and  addresses  of  inquirers  may  be  obtained  on 
application  from  the  Department  of  Trade  and  Commerce, 
Ottawa. 

177.  Asbestos  cement  building  sheets  and  roofing 
shingles. — A  Glasgow  firm  would  like  to  have  direct  quota- 
tions from  manufacturers. 

178.  Trinidad  asphalt  felt  roofings. — A  firm  in  Glasgow 
is  open  to  receive  direct  quotations  from  Canadian  firms. 

191.  Steel  products. — A  Glasgow  firm  wishes  to  receive 
quotations  for  mild  steel  billets,  blooms,  slabs  and  sheet 
bars,  mild  steel  round  bars,  etc.,  Siemens-Martin  wire  rods, 
Siemens-Martin  soft  drawn  wire,  bolts  and  nuts,  rails,  nails 
and  kindred  products. 

203.  Mild  steel. — A  Glasgow  firm  wishes  to  receive 
quotations  c.  i.  f.  Glasgow  on  mild  steel  butt  welded  tubes 
lJ4-inch  o/d  by  10  W.  G.  thick  in  lengths  13  feet,  13  feet  6 
inches,  and  14  feet,  cut  to  dead  lengths;  also  mild  steel  sheets 
from  13  to  17  W.G.  to  length  and  width  which  will  be  given, 
and  mild  steel  bars  1  inch  by  3-16  inch;  1  inch  by  %  inch;  lyi 
inch  by  5-16  inch;  lyi  inch  by  ^  inch;  and  2  inches  by  ^ 
inch,  also  15/16  diameter. 

204.  Mild  steel  sheet  bars  or  billets. — A  Glasgow  firm 
wishes  to  receive  quotations  c.  i.  f.  for  the  above  8  inches,  10 
inches  and  12  inches  wide  by  11  pounds  to  50  pounds  per 
lineal  foot  from  15  to  16  feet  long.  Are  open  to  negotiate 
lousiness  to  the  extent  of  1,000  tons  weekly. 

206.  Galvanized  iron. — A  Scotch  firm  asks  to  receive 
quotations  from  Canadian  exporters. 

207.  Steel  wire — A  Renfrew  firm  desires  to  hear  from 
Canadian  exporters  of  steel  wire. 

209.  Agency  for  iron  and  steel. — A  Glasgow  firm  form- 
erly representing  German  exporting  houses,  wishes  the  agency 
of  a  Canadian  iron  and  steel  manufacturer  with  a  view  to 
future  business.  Territory:  Scotland  and  the  North  of 
England.      Best  references. 


Pro  Patria 


Lf.-Col.  Stewart,  senior  member  Stewart  &  Witton, 
Architects,  Hatiilton. 
Col.  Stewart  is  O.  C.  86th  Machine  Gun  Battery. 


March  22,  1916 


THE   CONTRACT  RECORD 


Personal 

Mr-  W.  H.  Fairchild,  of  Brantford,  Ont.,  has  been  ai)- 
pointed  city  engineer  of  Gait,  Ont. 

Mr.  S.  C.  Oxton  has  been  appointed  deputy  minister  of 
public  works  for  the  province  of  British  Columbia  in  suc- 
cession to  Mr.  C-  H-  Dancer,  who  has  retired- 
Lieut.  Col.  Henry  E.  Lordly,  engineer  in  ciiarge  of  con- 
struction of  the  Lachine  Canal,  Montreal,  has  been  appointed 
as  O.  C.  to  organize  a  battalion  of  pioneers-  The  head- 
([uarters  are  at  the  Engineers'  Armory,  Point  St.  Charles. 

Mr-  J.  L-  Busfield  on  March  9  gave  an  interesting  address 
before  the  Montreal  Branch  of  the  Canadian  Society  of  Civil 
Engineers  on  the  importance  of  architecture  and  exterior 
design  in  railway  stations.  Mr.  Busfield  was  formerly  as- 
sistant engineer  in  charge  of  the  department  of  design  when 
the  Canadian  Northern  were  preparing  plans  for  their  new 
terminals- 


Mainly  Constructional 

Omer  Frechette,  contj'actor,  Montreal,  Que.,  is  dead. 

The  Stanley  Steel  Co.,  Ltd-,  Hamilton,  Ont-,  have  ob- 
tained a  charter. 

The  Frost  Steel  &  Wire  Co.,  Ltd.,  Hamilton,  Ont.,  have 
obtained  a  charter. 

•  The  London  Gas  Power  Company,  Limited,  London, 
Ont.,  have  been  granted  a  charter. 

The  Modern  Heating  &  Engineering  Co.,  Ltd.  Mon- 
treal, Que.,  have  been  incorporated. 

The  D.  B-  Fegles  Engineering  &  Construction  Company, 
Fort  William,  Ont.,  have  commenced. 

Mr.  Ross  Thompson,  a  prominent  builder  and  contrac- 
tor of  Simcoe,  Ont.,  died  on  March  10. 

The  Phoenix  Iron  Works,  Limited,  has  been  incorpor- 
ated; head  office  Vancouver,  B.  C. ;  capital  stock  $10,000. 

The  Security  Engineering  and  Contracting  Company, 
Limited,  is  a  newly-incorporated  Montreal  concern  with  a 
capital  stock  of  $25,000. 

Mr-  Charles  H-  Conery,  of  Guelph,  Ont.,  who  was  well 
known  all  over  Ontario  and  the  West  as  a  successful  paving 
contractor,  died  on  March  10th. 

The  Montgomery  Faultless  Hose  Reel  Company,  47  Gore 
Vale  Avenue,  Toronto,  have  been  awarded  the  contract  for 
18  hose  reels  for  the  Royal  Victoria  Hospital,  Montreal,  Que. 

A  fire  of  unknown  origin  destroyed  the  old  pier  No.  2 
at  Halifax,  N.  S.,  on  March  14,  and  the  shipping  facilities 
of  the  port  will  be  somewhat  hampered  for  a  short  time.  The 
loss  is  estimated  at  $50,000. 

The  Compagnie  Saint-Louis,  Limitee,  has  been  incor- 
porated with  a  capital  stock  of  $20,000  and  head  office  in 
Montreal,  and  will  carry  on  business  as  general  contractors 
and  builders.  The  company  will  also  deal  in  engineers', 
builders',  and  contractors'  supplies. 

Edward  Pelletier  &  Son,  Quebec,  have  secured  the  con- 
tract for  the  construction  of  a  chimney  in  segment  blocks 
on  Monnoyer's  system,  for  the  Monastry  of  the  Franciscan 
Fathers,  Quebec.  The  height  of  the  chimney  will  be  70 
feet,  with  a  diameter  of  30  inches  at  the  top. 

Plans  to  make  Niagara  Falls  a  city  that  will  be  in  keep- 
ing with  the  world-famous  scenic  wonder  already  provided 
by  nature  were  discussed  at  a  recent  meeting  of  the  council 
of  the  Niagara  Falls  Board  of  Trade-  Mr.  Thomas  Adams, 
the  town  planning  expert  of  Ottawa,  is  to  be  consulted- 

According  to  Richardson  Builders,  the  contractors,  the 
new  University  residence  at  Saskatoon,  Sask.,  is  to  be  com- 


pleted in  time  for  the  fall  term.  Plasterers  iiave  been  do- 
ing portions  of  the  work  for  some  time,  but  a  larger  force 
is  now  to  be  engaged  so  that  the  work  may  be  pushed  ahead. 

La  Compagnie  Castonguay,  I^imitee,  is  the  name  of  a 
newly-incorporated  firm  of  general  contractors  with  head 
office  at  ['ointe-aux-Trembles  and  a  capital  stock  of  $10,000. 

Satisfactory  progress  is  being  made  on  the  new  bridge 
spanning  the  Trent  River  at  Trenton,  Ont.  The  steel  frame 
work  is  about  completed  and  in  position.  It  is  confidently 
expected  that  the  bridge  will  be  in  shape  for  travel  when 
the  river  breaks  up.  It  will  be  an  up-to-date  structure  in 
every  respect. 

R.  H.  Fair,  road  superintendent,  Frontenac  County,  re- 
ports an  expenditure  of  $21,416  during  1915  on  the  Good 
Roads  system.  Major  J-  M.  Sheppard,  of  Welland,  states 
that  that  county  expended  last  year  $231,367,  of  which  the 
Government  grant  amounted  to  $77,222;  about  83  miles  have 
been  completed  out  of  a  total  of  133,  at  an  average  cost  of 
$5,000  a  mile. 

The  sum  of  $240,000  has  been  voted  by  the  Quebec 
Legislature  for  iron  bridges.  It  was  stated  by  the  Hon.  L. 
A.  Taschereau  that  since  the  Government  commenced  its 
policy  of  helping  municipalities,  356  bridges  had  been  con- 
structed at  a  cost  of  $2,200,000;  37  are  in.  course  of  construc- 
tion, at  a  cost  of  $500,000;  and  grants  have  been  made  for 
another  27.  While  the  contracts  are  let  by  the  municipali- 
ties, the  Government  usually  make  grants  of  half  the  cost, 
and  in  some  instances  these  are  on  a  higher  scale. 

A  new  bridge  over  the  Niagara  River  is  projected  in 
the  bill  incorporating  the  Ontario-Niagara  Connecting  Bridge 
Company.  Mr.  E-  R-  Wood  of  Toronto  heads  the  list  of 
incorporators,  which  includes  Robert  P-  Slater,  merchant, 
of  Welland;  W.  E.  D-  Mackenzie,  merchant,  of  Chippewa; 
Alexander  Eraser,  barrister,  of  Niagara  Falls;  Edward  G. 
Counette,  president  of  the  International  Railway  Company, 
Buflfalo;  F.  O.  Dudley,  attorney,  Niagara  Falls,  N.Y.;  and 
A.  J-  Porter,  president  of  the  Shredded  Wheat  Company. 
Niagara  Falls,  N.  Y.  The  bridge  is  not  to  be  constructed 
until  approved  by  the  Canadian  Government  and  the  U.  S- 
Congress,  but  the  company  may  in  the  meantime  acquire  the 
lands  and  submit  their  plans  to  the  Government. 

At  the  13th  Annual  Convention  of  the  American  Road 
Builders'  Association  held  in  Pittsburg  recently  the  follow- 
ing resolutions  were  passed:  That  this  association  invites 
the  attention  of  State,  county  and  municipal  authorities  to 
the  value  of  traffic  censuses  as  a  means  of  determining  the 
relative  values  of  various  forms  of  pavement  and  road  con- 
struction and  would  strongly  recommend  that  systematic 
traffic  censuses  be  taken  from  time  to  time  on  all  classes  of 
roads  and  pavements  in  order  that  more  definite  knowledge 
of  the  economic  value  of  the  different  types  of  construction 
may  be  obtained.  That  this  association  urges  that  laws  be 
passed  and.  enforced  in  each  state  establishing  reasonable 
limits  for  the  weight,  dimensions  and  speed  of  heavy  motor 
vehicles. 


Mr.  George  Bury,  vice-president  of  the  C.  P.  R.,  in  the 
course  of  a  short  visit  to  Toronto  recently,  looked  over  the 
progress  of  work  on  the  new  Union  Station  site  and  the  new 
station  of  the  C.  P.  R.  at  North  Toronto.  Mr.  Bury  ex- 
pressed himself  as  well  satisfied  with  the  work  at  both  sta- 
tions. He  said  that  the  contractors  are  expecting  to  com- 
mence installing  the  steel  work  about  April  10,  after  which 
the  remainder  of  the  work  will  be  rushed  ahead.  The  sta- 
tion, said  Mr.  Bury,  will  be  one  of  the  finest  on  the  North 
American  continent. 


Contracts  Department 

News    of  Special  Interest  to  Contractors,  Engineers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Bromptonville,  Que. 

The  Municipal  Council  intend  to  spend 
$3,000  on  gravel  roads  this  season.  Sec- 
retary T-  A.  Ouellette. 

Contrecoeur,  Que. 

The  Village  Council  propose  to  spend 
$8,000  on  macadam  roads  this  season  and 
the  Parish  Council  $6,000.  Secretary,  J. 
B.  Dupuy. 

Donnacona,  Qu.e 

The  Municipal  Council  liavc  had  plans 
prepared  for  a  drainage  system,  esti- 
mated to  cost  $14,600.  Engineers,  Hamel 
&  Tessier,  51  St.  Pierre  Street,  Quebec. 

Humberstone  Township,  Ont. 

The  Township  Council  have  had  plans 
prepared  for  drainage  work,  estimated  to 
cost  $4,000.  Engineer,  George  Ross,  Mc- 
Caw  Block,  Welland. 

Ottawa  West,  Ont. 

C.  H.  Phinney,  C.E.,  110  Wellington 
Street,  is  preparing  plans  for  a  road,  es- 
timated to  cost  $3,000. 

Sarnia,  Ont. 

The  City  Council  are  considering  the 
remodelling  of  the  waterworks  system 
and  have  appointed  as  Consulting  En- 
gineers R.  S.  and  W.  S.  Lea,  10  Cath- 
cart  Street,  Montreal,  and  ^.  W.  Thor- 
old,  2  Toronto  Street,  Toronto. 

St.  George,  Que. 

The  Municipal  Council  propose  to 
spend  $4,000  on  roadwork  this  season. 
Secretary,  George  Picher. 

St.  Jacques  Le  Mineur,  Que. 

The  Municipal  Council  are  considering 
the  construction  of  cement  sidewalks. 
Secretary,  J.  A.  Tetrault. 

Welland,  Ont. 

George  Ross,  McCaw  Block,  has  plans 
in  course  of  preparation  for  the  follow- 
ing works: — drainage,  $5,000;  sidewalks, 
$1,500,  pavements,  $10,000,  sewers  $1,000. 

Wickham  West,  Que. 

The  sum  of  $8,000  will  be  expended  on 
macadam  roads  this  season.  Secretary 
to  the  Municipal  Council,  L.  de  G.  Dag- 
nault,  St.  Nazairc  d'Acton. 

Willowidale.  Ont. 

Wrights  Ltd.,  32  College  Street,  Tor- 
onto, propose  to  lay  a  large  quantity  of 
macadam  roadway  in  Kingsdale  Sub- 
division this  summer. 

CONTRACTS  AWARDED 

Elma  ownship,  Ont. 

The  contract  for  the  construction  of 
the  Peet  drain  has  been  let  by  the  Town- 
ship Council  to  Joseph  McDonnell,  Ros- 
tock. 

Willowdale,  Ont. 

The  following  contracts  have  been  let 
bp  Wrights  Ltd.,  82  College  Street,  Tor- 


onto: — 14,000  feet  of  cement  sidewalk  in 
North  Kingsdale  Subdivision,  Else  & 
Tiplady,  209  Weston  Road;  7,000  feet  of 
cement  sidewalk  in  Duchess  Sub-division, 
South  Kingsdale,  A,  Simone,  414  Balliol 
Street,  Toronto;  20,000  feet  of  sewer  in 
Duchess  Sub-division,  A.  Simone. 


Railroads,  Bridges  and  Wharves 

Alberta  Province. 

The  Provincial  Department  of  Public 
Works  have  included  in  their  estimates 
th-e  sum  of  $215,000  for  bridges.  Min- 
ister, J.  R.  Stocks,  Edmonton. 

Arthur,  Ont. 

Tenders  on  the  erection  of  a  con- 
crete bridge  for  the  Township  Council 
will  be  received  until  March  27th.  En- 
gineers, Bowman  &  Connor,  31  Queen 
Street  W.,  Toronto. 

Culross  Township,  Ont. 

The  Township  Council  propose  to 
build  a  bridge  over  the  Teeswater  River 
on  Concession  G.  Clerk,  C.  Button,  Tees- 
water. 

Peterborough,  Ont. 

The  City  Council  are  iiaving  plans 
prepared  for  a  bridge  over  the  Otonabec 
River,  estimated  to  cost  $3,117.  En- 
gineer, R.  H.  Parsons. 

Port  Hope,  Ont. 

Tenders  on  the  construction  of  a  con- 
crete bridge  for  the  Town  Council  will 
1)6  received  until  March  25th.  Engineers, 
Bowman  &  Connor,  31  Queen  Street  W., 
Toronto. 

Simcoe  County,  Ont. 

Tenders  will  be  received  until  March 
27th  for  the  construction  of  concrete 
abutments  for  a  steel  bridge  to  be  erect- 
ed over  the  Nottawasaga  River  for  the 
County  Council.  Consulting  Engineer, 
F.  Barber,  57  Adelaide  Street  E.,  Tor- 
onto. 

Public  Buildings,  Churches 
and  Schools 

Acton  Vale,  Que. 

The  School  Board  propose  to  build  a 
convent.      Secretary,  J.  C.  St.  Pierre. 

Avon,  Ont. 

The  School  Trustees  are  considering 
(he  erection  of  a  school  to  replace  that 
recently  destroyed  by  fire.  Estimated 
cost,  $6,000.  Secretary,  Gilbert  Wind- 
sor, Avon  School,  Putnam. 

Bathurst.  N.  B. 

The  Eudist  l''athers.  West  Bathurst, 
contemplate  the  erection  of  a  college, 
r-.stimated  to  cost  $200,000.  Particular.s 
from  Rev.  Father  La  Bastard,  Bathurst. 

Creston,  B.  C. 

Tlie  erection  of  a  High  School  has 
l)een  remmmended  by  Tns)5ector  Dove, 
Nelson. 

Fairbank,  Ont. 

The  Congregation  of  Oakwood  Meth- 


odist Church  propose  to  erect  a  new 
building.  Pastor,  Rev.  H.  Pawson,  1 
John  Stearne  Street. 

Fitzroy  Township,  Ont. 

The  Township  Council  propose  to  sub- 
mit a  by-law  to  authorize  the  raising  of 
$10,000  for  the  erection  of  a  school  at 
Kinburn.  Clerk,  William  Boyle,  Kin- 
burn. 

Fort  William,  Ont. 

The  Board  of  Education  have  had 
sketch  plans  prepared  for  an  addition  to 
the  Collegiate  Institute.  Architect,  R. 
E.  Mason,  Room  13,  Victoria  Block, 
Approximate  cost,  $75,000. 

Hamilton,  Ont. 

The  Hamilton  Public  Library  Board 
propose  to  build  a  number  of  branch 
libraries  and  to  issue  $50,000  debentures 
for  this  purpose.  Secretary  Adam 
Hunter,  126  Duke  Street. 

Kinburn,  Ont. 

J.  P.  MacLarcn,  104  Sparks  Street,  Ot- 
tawa, is  preparing  plans  of  a  school  for 
the  Public  School  Board.  Estimated 
cost,  $10,000.      Brick  construction. 

Leclercville,  Que. 

The  School  Board  propose  to  build  a 
school  at  an  approximate  cost  of  $8,000. 
Particulars  from  M.  D.  L.  Filteau,  I^e- 
clercville. 

Ponoka.  Alta. 

The  Provincial  Department  of  Public 
Works  have  made  provision  in  their 
estimates  for  alterations  to  the  Asylum, 
estimated  to  cost  $30,000.  Architect,  R. 
Blakey,  Parliament  Buildings,  Edmon- 
ton. 

Red  Deer.  Alta. 

Provision  has  been  made  in  the  cur- 
rent estimates  of  the  Provincial  Depart- 
ment of  Public  Works  for  alterations  to 
the  Court  House,  estimated  to  cost 
$3,000. 

St.  Agathe,  Que. 

The  Roman  Catholic  Congregation 
propose  to  build  a  presbytery,  estimated 
to  cost  $12,000.  Curate,  Rev.  A.  Tur- 
cott. 

St.  Evariste  De  Forsyth,  Que. 

The  School  Board  contemplate  the 
erection  of  a  school,  at  an  approximate 
cost  of  $10,500.    Secretary,  J.  Boutin. 

St.  Madeleine,  Que. 

The  School  Commission  may  erect 
two  schools  this  season.  Estimated 
cost,  $5,000.  Secretary,  T.  D.  Rain- 
ville. 

St.  Rose  Du  Degele,  Que. 

Plans  have  been  prepared  for  interior 
alterations  to  the  Roman  Catholic 
Church.  Architect,  J.  P.  Ouellet,  28  St. 
Famille  Street,  Quebec.  Estimated 
cost,  $20,000. 

CONTRACTS  AWARDED 

Bishop's  Crossing,  Que. 

The  School  Board  have  let  the  general 
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contract  for  the  erection  of  a  school  to 
C.  H.  Parker,  Lennoxville  Street,  Sher- 
brookc.  Work  will  start  early  in  the 
spring.      Estimated  cost,  $7,000. 

Cartierville.  Que. 

In  connection  with  the  church  base- 
ment which  is  now  being  constructed  for 
the  Roman  Catholic  Congregation,  the 
contract  for  temporary  heating,  plumb- 
ing and  roofing  has  been  let  to  Camille 
Lcgault,  Cartierville. 

Moncton,  N.  B. 

The  contract  for  the  supply  and  instal- 
lation of  seating  and  desks  at  the  Aber- 
deen School  has  been  awarded  to  B.  E. 
Smith.  814  Main  Street,  at  $:!,178. 

Montreal,  Que. 

The  Roman  Catholic  School  Commis- 
sioners have  let  the  general,  heating, 
plumbing  and  ventilating  contracts  for 
the  erection  of  a  school  on  Papineau 
Avenue  to  J.  Laurier,  355  Providence 
Street.    Approximate  cost,  $176,700. 

Orford  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  School  Section  No.  7  has 
l)een  awarded  to  Horton  Bros.,  St. 
Thomas,  Ont.  Approximate  cost,  $."),000. 

RepentigJiy,  Que. 

The  contract  for  the  erection  of  a 
school  for  the  Roman  Catholic  School 
Board  has  been  let  to  Telesphore  Rivet. 

Stanstead,  Que. 

The  contract  for  electrical  work  at  the 
new  Registry  Office  has  been  awarded 
to  the  Electrical  Repair  &  Supply  Com- 
pany, 71  Wellington  Street,  Sherbrooke. 

Toronto.  Ont. 

The  Military  Hospital  Commission 
have  let  the  general  contract  for  altera- 
tions to  the  old  Knox  College  to  W.  B. 
Charlton,  412  Indian  Road.  Building 
is  to  be  converted  into  a  Hospital  and 
1 1  nine. 

Business  Buildings  and  Indus- 
trial Plants 

Alberta  Province. 

The  Alberta  Farmers  Co-Operative 
Elevator  Company,  Ltd.,  Lougheed 
lUiilding,  Calgary,  propose  to  build 
about  thirty  elevators  in  various  parts 
of  the  Province. 

Anderdon  Township,  Ont. 

John  Beaudoin  proposes  to  erect  fire- 
proof farm  buildings  in  the  spring,  to 
replace  those  recently  destroj'ed  by  fire. 
.\l)proximate  cost,  $3,500. 

Banner.  Ont. 

H.  Thornton  will  erect  a  cement  silo 
in  the  spring. 

Brantford.  Ont. 

Plans  are  being  prepared  for  a  garage 
to  be  built  for  C.  J.  Mitchell,  55  Darling 
Street.  Architect,  L.  H.  Taylor,  13  St. 
George  Street.  Brick  and  mill  construc- 
tion.  Estimated  cost,  $20,000. 

Brockville,  Ont. 

R.  Johnston  is  building  an  addition  to 
the  Revere  Hotel.  Stone  and  brick 
construction.     Work  by  day  labor. 

Chatham,  Ont.  6 

Plans  are  being  prepared  by  Adams  & 
Adams,  Market  Chambers,  for  a  ware- 
house estimated  to  cost  $12,000  and  two 
residences. 


Freeborn,  Ont. 

J.  J.  Carson,  I'"reeborn,  Millbank,  is 
considering  tlie  erection  of  a  large  ce- 
ment silo. 

Gesto,  Ont.  . 

The  following  parties  propose  to  build 
new  barns  in  the  spring:  Mark  Heat(jn, 
Clarence  Batten,  J.  Calhoun,  Fred  How- 
son. 

Grey  Township,  Ont. 

The  erection  of  a  drive  shed  is  bein.g 
considered  by  D.  Machan,  Grey  Town- 
ship, Brussels.      Cement  construction. 

Hamilton,  Ont. 

McPhic,  Kelly  &  Darling,  Bank  of 
Hamilton  Building,  are  ijreparing  plans 
for  a  number  of  factory  extensions.  Es- 
timated total  cost,  $43,000. 

The  Stanley  Steel  Company,  recently 
incorporated  with  a  capital  of  .$2,500,000, 
will  have  plans  prepared  at  once  for  a 
steel  plant.  Vice-President.  A.  F. 
Hatch,  73  Sherman  Avenue. 

Plans  are  being  preparect  for  altera- 
tions to  an  elevator  at  King  and  Hugh- 
son  Streets  for  Thomas  C.  ^\^atkins,  550 
Jarvis  Street,  Toronto.  Architect,  A.  W. 
Peene,  Clyde  Building.  Estimated  cost, 
$3,000. 

Plans  and  specifications  are  being  pre- 
pared for  the  erection  of  a  knitting  fac- 
tory for  the  Mercury  Mills,  Ltd.,  80  Park 
Street  N.,  and  tenders  will  be  called 
shortly.  Architect,  C.  T.  Main,  201 
Devonshire  Street,  Boston,  Mass.  Ap- 
proximate cost,  $250,000. 

Kirkdale,  Que. 

A.  B.  Gow  ])roi)oses  to  edect  a  steel 
liarn  this  season,  at  an  approximate  cost 
of  $6,000. 

Manseau,  Que.  • 

.Savoic  &  Cie.,  Manseau,  I^.  O.,  intend 
to  build  a  sawmill  this  season.  Esti- 
mated cost,  $4,000. 

Markham,  Ont. 

The  Markham  Agricultural  Society  will 
call  for  tenders  for  the  erection  of  an 
Agricultural  Building  at  the  Fair 
Grounds.  Estimated  cost,  $6,000.  Sec- 
retary, A.  W.  Milne. 

Montreal,  Que. 

The  Metropalitan  Coluinl)us  Associa- 
tion 255  Mountain  Street,  contemplate 
the  erection  of  a  Club  House,  at  an  ap- 
proximate cost  of  $190,000.  Architect 
not  yet  appointed. 

Ottawa.  Ont. 

John  Soublien,  207  Booth  Street,  is 
about  to  commence  the  erection  of  a 
bakery.     Brick  construction. 

The  Knights  of  Columbus  propose  to 
erect  a  Club  building  in  the  West  End. 
Secretary,  Francis  E.  Hi.ggerty,  54  Som- 
erset Street. 

Blackburn  Bros.,  Union  Bank  Building, 
have  applied  to  the  Board  of  Control  for 
permission  to  build  an  additional  two 
storeys  to  an  office  building  at  Sussex 
and  Rideau  Streets.  Estimated  cost, 
$18,000. 

Russeldale.  Ont. 

Alexander  Park,  proposes  to  build  a 
large  cement  silo  in  the  spring. 

Sebringville,  Ont. 

Aaron  Werner  proposes  to  build  a 
store  in  the  spring,  at  an  approximate 
cost  of  $3,000. 


Spirit  River,  Alta. 

Owens  &  Johnson  have  let  the  general 
contract  for  the  erection  of  a  store,  but 
will  supervise  construction  themselves. 

St.  George,  Que. 

J.  Gagnon  proposes  to  build  a  store,  at 
an  approximate  cost  of  $10,000. 

G.  P.  Gonthier  will  build  a  foundry,  at 
an  approximate  cost  of  $4,000. 

A  store  will  be  built  by  Gedeoii  Gagne, 
at  an  approximate  cost  of  $6,000. 

The  erection  of  a  store  is  being  con- 
sidered by  Octave  Papillon.  Estimated 
cost.  $4,000. 

Mathias  F'ournier  proposes  to  rebuild 
his  hotel,  at  an  approximate  cost  of 
$3,600. 

Staffordville.  Ont. 

The  erection  of  farm  buildings  is  be- 
ing considered  by  Vern  Gunstone.  Tim- 
ber and  cement  construction. 

Tillsonburg,  Ont. 

The  Tillson  Company,  Broadway 
Street,  will  shortly  make  repairs  to  their 
l)remises. 

Toronto,  Ont. 

W.  H.  Gibbs,  Brock  Avenue,  is  re- 
ceiving tenders  on  alterations  to  stores 
at  325  Symington  Street. 

Harry  Webb  Company,  Ltd.,  23  Buch- 
anan Street,  contemplate  the  erection  of 
a  warehouse  and  bakery. 

J.  F.  Hartz  Company,  Ltd.,  24  Hayter 
.Street,  propose  to  build  a  warehouse 
shortly. 

Plans  arc  being  prepared  by  the  Tor- 
onto Hydro  Electric  System,  226  Yonge 
Street,  for  additions  to  their  sub-stations 
on  Junction  and  Duncan  Streets,  and 
tenders  will  be  called  shortly.  Steel 
and  brick  construction.  Estimated  cost, 
$35,000  and  $75,000. 

Walkerton,  Ont. 

John  Ward,  Walker  House,  is  consid- 
ering the  remodelling  of  his  premises,  at 
an  estimated  cost  of  $5,000. 

Welland,  Ont. 

T.  L.  Nichols,  18  Main  Street  S.,  is  pre- 
Iiaring  plans  of  a  business  building  to  be 
erected  for  Elio  Sogovac.  Estimated 
cost,  $7,000. 

Westboro,  Ont. 

J.  A.  Clark,  Richmond  Road,  has  com- 
menced the  erection  of  a  store.  Brick 
veneer  construction.  Estimated  cost, 
$4,000. 

Winnipeg,  Man. 

The  erection  of  a  large  mail  order 
warehouse  is  being  considered  by  the 
Galloway  Mail  Order  Company,  c|o 
Stewart  «&:  Walker,  Ltd.,  202  Sterling 
Bank  Building. 

Wyoming,  Ont. 

William  Travis  is  considering  the  con- 
struction of  a  planing  mill,  at  an  esti- 
mated cost  of  $4,000. 

CONTRACTS  AWARDED 

Colquitz,  B.  C. 

The  general  contract  for  the  erection 
of  a  building  for  the  British  Columbia 
Telephone  Company,  Vancouver,  has 
been  let  to  James  Smethurst,  1110  Prin- 
cess Avenue,  Victoria. 

Guelph.  Ont. 

The  general  contract  for  the  erection 
of  a  stove  factory  has  been  let  to  J.  W. 
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Oakes,  Kathleen  Street.  Approximate 
cost,  $7,000.  Architect,  W.  A.  Mahoney, 
Telephone  Building. 

Lake  Louise,  Alta. 

Tlie  general  contract  for  the  erection 
of  a  kitchen  and  stores  building  at  the 
hotel  owned  by  the  Canadian  Pacific 
Railway  has  been  awarded '  to  Carter- 
Halls-Aldinger,  1010  Union  Bank  Build- 
ing, Winnipeg. 

London.  Ont. 

The  contract  for  installation  of  a  re- 
frigerator plant  at  the  premises  of  Small- 
man  &  Tngram,  Dundas  Street,  has  been 
let  to  the  Canadian  Ice  Company,  Chest- 
nut Street,  Toronto. 

Merriton,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  mills  of  the  Inter- 
lake  Tissue  Mills,  Ltd.,  has  been  awarded 
to  W.  J.  Trimble,  76  Adelaide  Street  W., 
Toronto.  Steel,  concrete  and  brick  con- 
struction.     Approximate  cost,  $40,000. 

Montreal,  Que. 

_  The  following  contracts  have  been  let 
in  connection  with  the  factory  now  being 
built  for  Darling  Bros.,  120  Prince 
Street: — cut  stone,  J.  Quinlan  &  Com- 
pany, 4414  St.  Catherine  Street;  reinforc- 
ing steel,  Trussed  Concrete  Steel  Com- 
pany, 59  Beaver  Hall  Hill;  roofing, 
Rickey  &  Aubut.  90  Dominion  Street; 
metal  sash,  David  McGill.  320  Lagauche- 
tiere  Street;  plumbing,  Thomas  O'Con- 
nell,  183  Ottawa  Street. 

The  contract  for  the  erection  of  a  fac- 
tory for  Darling  Bros.,  120  Prince  Street, 
has  been  awarded  to  A.  F.  Byers  &  Com- 
pany, 340  University  Avenue,  and  work 
has  been  started.  Estimated  cost,- 
.$19,000.    Brick  construction. 

Ottawa,  Ont. 

The  contract  for  marble  work  in  con- 
nection with  interior  alterations  to  the 
premises  of  the  Merchants  Bank  of  Can- 
ada has  been  let  to  Smith  Marble  &  Con- 
struction Company,  Ltd.,  Van  Horne 
Avenue,  Montreal. 

Port  Aux  Trembles,  Que. 

The  general  contract  for  the  erection 
of  an  office  building  for  the  Imperial  Oil 
Company  has  been  let  to  Tames  Shearer 
Companv,  Ltd.,  22.'5  St.  Patrick  Street, 
Montreal,  the  contract  for  reinforcing 
steel  to  W.  H.  Wardell,  New  Birks 
Building,  Montreal,  painting  to  Nash  & 
White,  Ltd.,  397  Victoria  Avenue,  West- 
mount,  heatincr  and  plumbing  to  M.  J. 
Quigley,  4228  St.  Catiieriiic  Street.  West- 
mount,  and  roofing  to  Sibley  &  Huot,  34 
St.  Martin  Street,  Montreal. 

Prescott.  Ont. 

Tlie  contract  for  the  installation  of  a 
beating  plant  at  the  premises  of  the 
Newell  Manufacturing  Company  has 
1)een  let  to  Ge(jrge  Appleton,  Prescott. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  store  for  J.  N.  Rondeau,  f>  Lache- 
vrotiere  Street,  has  been  awarded  to  J. 
Breton.  St.  Olivier  .Street.  Frame 
anil    lirirk    constnirtinn.  Appi'oximate 

St.  Humbert,  Que. 

The  following  contracts  have  been  let 
for  the  construction  of  an  auto  race  track 
for  the  Canadian  Si)eedwav  Company, 
Ltd..  07  Dandurand  Building,  Mon- 
treal:— erection  of  garage  and  machine 
shops,  A.  F.  Byers  &  Company,  Ltd.,  340 
University   Street,    Montreal;  fireproof 


partitions,  floors,  etc.,  Douglas  Milligan 
Company,  609  New  Birks  Building,  Mon- 
treal; steel  work,  Phoenix  Bridge  &  Iron 
Works,  Ltd.,  83  Colborne  Street,  Mon- 
treal; construction  of  speedway,  Ray- 
mond Construction  Company,  Ltd.,  145 
St.  James  Street,  Montreal;  plumbing 
and  drainage,  R.  G.  Williams  &  Com- 
pany, St.  Lambert,  Que.;  construction  of 
club  house.  Deacon  Construction  Com- 
pany, Ltd.,  37  Mayor  Street,  Montreal. 

St.  Rose,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  premises  now  in 
course  of  erection  for  the  Provincial 
Bank,  Montreal: — electrical  work,  J.  A. 
St.  Amour,  2173  St.  Denis  Street,  Mon- 
treal; painting,  B.  Navert,  1228  St.  Denis 
Street,  Montreal;  wood  and  tile  work, 
Lacroix  &  Vezeau,  291  De  Montigny 
Street,  Montreal. 

Toronto,  Ont. 

In  connection  with  the  factory  which 
has  been  built  at  725  King  Street  W.  for 
R.  G.  Long  &  Company,  439  Wellington 
Street  W.,  the  contract  for  electric  wir- 
ing has  been  let  to  Rogers  Electric  Com- 
pany, '145  Queen  Street  W. 

Work  has  been  started  on  the  erection 
of  a  mill  for  the  York  Knitting  Mills, 
Ltd.,  993  Queen  Street  W.  The  con- 
tract for  excavation  has  been  let  to  E. 
Corner,  698  Manning  Avenue,  and  the 
masonry  to  Brown  &  Love,  46  Price 
Street. 

Vancouver,  B.  C. 

The  general  contract  for  repairs  to  the 
store  and  apartments  at  872  Granville 
Street  for  Evans,  Coleman  &  Evans  has 
been  let  to  Baynes  &  Horie,  836  Howe 
Street.     Approximate  cost,  $10,000. 

In  connection  with  the  theatre  which 
is  being  built  at  Broadway  and  Main 
Streets  for  C.  M.  Bowman,  Southampton, 
Out.,  the  following  contracts  have  been 
let:- — sheet  metal  work.  New  Idea  Sheet 
Metal  Works;  electrical  work,  Jarvis 
Electric  Company.  Ltd.,  570  Richards 
Street;  heating,  Moscrop  Bros.,  861  Sey- 
mour Street;  plumbing,  Barr  &  Ander- 
son, 1060  Homer  Street. 

Windsor,  Ont. 

Work  is  about  to  start  on  repairs  to  a 
dairy  lunch  on  Sandwich  Street  W.  for 
Ernest  White.  The  contract  will  be  let 
to  R.  Wescott,  55  Oak  Avenue.  Ap- 
proximate cost,  $3,000. 

Winnipeg,  Man. 

The  contracts  for  masonry,  carpentry, 
steel  work,  roofing  and  fireproofing  re- 
quired in  the  erection  of  the  Eaton  ware- 
house have  been  awarded  to  the  general 
contractors. 


Residences 

Acton  Vale,  Que. 

N.  Gagnier  contemplates  the  erection 
of  a  residence. 

Brantford.  Ont. 

Tenders  on  the  erection  of  a  residence 
for  E.  L.  Gould,  103  Darling  Street,  will 
lie  called  about  the  end  of  the  month  by 
tlie  Architects.  Barber  &  Tilley,  Temple 
Hull  ding.    Estimated  cost,  $8,000. 

Britannia  Bay,  Ont. 

H.  .Shiimian,  Hope  Building,  Ottawa,  is 
building  a  residence,  estimated  to  cost 
$3,000.    Frame  construction. 

Elora.  Ont. 

Fred  Daub,  c|o  Tlor,>  Furniture  Com- 


pany, proposes  to  build  a  residence  in  the 
spring.      Appro.ximate  cost,  $3,500. 

Fonthill,  Ont. 

A.  E.  Nicholson,  Queen  Street,  St. 
Catharines,  has  prepared  plans  of  a  re- 
sidence to  be  built  for  F.  Wellington, 
c|o  Stone  &  Wellington.  Tenders  will  be 
called  shortly. 

Hamilton,  Ont. 

R.  S.  Mason,  43  Kensington  Avenue,  is 
about  to  start  work  on  the  erection  of 
three  residences,  estimated  to  cost  $2,500 
each.     Brick  construction. 

La  Tuque,  Que. 

G.  Harvey  proposes  to  rebuild  his  re- 
sidence, at  an  approximate  cost  of  $4,000. 
Frame  and  brick  construction. 

London.  Ont. 

George  Churchill,  Barrington  Street, 
West  London,  is  preparing  plans  for  two 
residences,  estimated  to  cost  $3,600. 
Frame  construction. 

D.  J.  Ferguson,  503  Quebec  Street,  is 
preparing  plans  for  a  residence  to  be 
erected  on  DufYerin  Avenue,  at  an  ap- 
proximate cost  of  $4,000.  Red  pressed 
brick  construction. 

Plans  of  a  residence  to  be  built  on  Col- 
borne Street  are  being  prepared  by 
James  R.  Haslet,  521  Richmond  Street. 
Red  pressed  brick  construction.  Ap- 
proximate cost,  $3,500. 

C.  J.  Pink,  451  Hamilton  Road,  is  con- 
sidering the  erection  of  a  residence,  at  an 
estimated  cost  of  $3,500. 

The  erection  of  a  residence  is  being 
considered  by  T.  Dixon,  c|o  London  Post 
Office.     Estimated  cost,  $3,000. 

Marieville,  Que. 

Agenor  Fontaine  proposes  to  erect  a 
concrete  residence.  Estimated  cost, 
$3,000. 

Montreal,  Que. 

J.  Bissehop,  201a  Wilfe  Street,  is  about 
to  start  work  on  the  erection  of  two  re- 
sidences, estimated  to  cost  $3,500.  Brick 
construction. 

Ottawa,  Ont. 

J.  P.  Rady,  482  Lisgar  Street,  is  con- 
sidering the  erection  of  a  number  of  re- 
sidences in  Ottawa  South  at  an  epproxi- 
matc  cost  of  $3,800  each.  Brick  veneer 
construction. 

J.  B.  Younghusband,  6  Spruce  Street, 
is  about  to  erect  apartments  on  Nelson 
Street.  Estimated  cost,  $10,000.  Smaller 
trades  will  be  let.  Brick  veneer  con- 
struction. 

Raleigh  Township,  Ont. 

Adams  &  Adams,  Market  Chambers 
Chatham,  are  preparing  plans  of  a  re- 
sidence for  George  Davidson,  R.  R.  No. 
<■>,  Chatham.      Estimated  cost,  $3,000. 

Russeldale,  Ont. 

Plans  of  a  residence  are  being  prepared 
by  John  .Sawyer.  Pressed  brick  con- 
struction.     Estimated  cost,  $3,500. 

St.  George.  Que. 

George  Richer  intends  to  erect  a  re- 
sidence this  season,  at  an  approximate 
cost  of  $3,000. 

Theodulc  Drouin  contemplates  the 
erection  of  a  residence,  estimated  to  cost 
$3,000. 

Charles  Grandin  contemplates  build- 
ing a  residence,  at  an  approximate  cost 
of  $4,000. 
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St.  Joseph,  Que. 

The  erection  of  a  residence  is  being 
considered  by  Valere  Gilbert. 

Odilou  Cliche  contemplates  the  erec- 
tion of  a  residence.  Estimated  cost, 
$4,000. 

Toronto.  Ont. 

T.  Robertson,  89  Elm  Avenue,  has 
had  plans  drawn  for  an  addition  to  his 
residence,  and  will  start  work  shortly. 
Estimated  cost,  $3,000.  Brick  construc- 
tion. 

The  erection  of  a  residence  on  Warren 
Road  is  contemplated  by  H.  E.  O'Neil, 
.211  Howard  Park  Avenue. 

Hayward  &  Whitehorn,  6  Hallam 
Street,  are  receiving  tenders  on  heating, 
plumbing-and  electric  wiring  required  at 
the  residence  at  19  Lauder  Avenue.  Par- 
ticulars on  job. 

The  erection  of  a  residence  is  being 
considered  by  P.  L.  Spiers,  95  Gladstone 
Avenue.  Approximate  cost,  $4,500. 
Brick  construction. 

Welland.  Ont. 

S.  L.  Lambert,  172  Main  Street  W., 
proposes  to  erect  an  apartment  house  on 
North  Main  Street,  and  is  having  plans 
prepared  by  T.  L.  Nichols,  18  Main 
Street  S.  Approximate  cost,  $10,000. 
Cement  and  brick  construction. 

Willowdale,  Ont. 

J.  B.  McKenzie  proposes  to  erect  a  re- 
sidence this  spring  in  the  Kingsdale 
Sub-division. 

Wolseley,  Ont. 

A.  Abell  proposes  to  build  a  residence 
in  the  spring. 

Plans  of  a  residence  will  be  prepared 
by  W.  Ward.  Estimated  cost,  $3,000. 
Work  will  start  in  the  spring. 

Woodstock.  Ont. 

B.  McNichol,  Architect,  Mary  Street, 
has  prepared  plans  for  three  residences, 
estimated  to  cost  $5,300,  $4,600  and 
$2,900  respectively. 

Yamaska  County,  Que. 

The  erection  of  a  residence  is  being 
considered  by  Antonio  Lemire,  St.  An- 
toine  de  la  Bie  du  Febvre. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

Plans  have  been  drawn  for  two  resid- 
ences to  be  built  on  Garfield  Avenue  for 
Thomson  &  Thomson,  Federal  Life 
Building.  The  masonry  contract  has 
been  awarded  to  D.  Jones,  220  Maple 
Avenue,  the  carpentry  and  roofing  to  J. 
A.  Jones,  Station  No.  6,  Hamilton  Beach, 
and  the  plastering  to  J.  L.  Wallace, 
Stoney  Creek.   Approximate  cost,  $4,600. 

Montreal,  Que. 

The  general  contract  for  alterations  to 
a  residence  on  Pearl  Street  for  A.  P. 
Stuart,  27  Summerhill  Avenue,  has  been 
awarded  to  D.  F.  Des  Lauriers,  343  Rich- 
elieu Street,  Montreal  West.  Sub-con- 
Iracts  will  be  let. 

Ottawa.  Ont. 

The  general  contract  for  alterations  to 
the  residence  of  W.  M.  Southam,  Rock- 
liffe  Park,  has  been  awarded  to  A.  Chris- 
tie &  Son,  253  Frank  Street. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  R.  Falardeau,  225 
Ste.  Helene  Street,  has  been  let  to  T. 
Mathieu,  109    Third    Street,  Limoilou, 


Frame  and  brick  construction.  Approxi- 
mate cost,  $3,000. 

Thorold,  Ont. 

The  contract  for  rebuilding  the  resid- 
ence of  Mrs.  T.  Baxter  has  been  let  to 
H.  W.  Stickle,  Thorold.  Estimated  cost, 
$5,000. 

Toronto,  Ont. 

J.  Durham  has  let  the  general  contract 
for  the  erection  of  three  residences  to 
George  Bailey,  79  McKay  Avenue.  Ap- 
proximate cost,  $15,000.  Brick  construc- 
tion, 

Woodroofle,  Ont. 

In  connection  with  the  residence  which 
is  being  built  by  F.  Harry,  the  contract 
for  electrical  work  has  been  let  to  P. 
Ackroyd,  416  Bank  Street,  Ottawa. 

Power  Plants,  Electricity  and 
Telephones 

Alberta  Province. 

Tlie  Department  of  Public  Works,  Ed- 
monton, have  made  provision  in  their 
cstmiates  for  telephone  construction,  es- 
timated to  cost  $250,000. 

Kintore.  Ont. 

The  Village  Council  propose  to  con- 
struct a  transmission  line  from  Thames- 
ford  to  Kintore.     Clerk,  William  Crellin. 

Lyndhurst,  Ont. 

G.  E.  Roddick  intends  to  construct  a 
transmission  line  from  Lyndhurst  to  Del- 
ta, a  distance  of  five  miles,  and  will  re- 
quire transformers  and  No.  6  copper 
wire. 

Mt..  Forest  Ont. 

The  Mt.  Forest,  Wellington  and  Grey 
Telephone  Company  propose  to  build  a 
number  of  extensions  to  their  system. 
Manager,  J.  B.  Moon,  Mt.  Forest. 

Port  Dover,  Ont. 

The  Town  Council  will  ask  the  Hydro 
Commission  for  estimates  on  the  instal- 
lation of  a  light  and  power  system.  Clerk, 
James  Sloan. 

Toronto.  Ont. 

The  Toronto  Hydro  Electric  Commis- 
sioners 226  Yonge  .Street,  will  receive 
tenders  until  March  38th  for  the  supply 
of  Watt  Hour  Meters.  Specifications  at 
office  of  the  Purchasing  Agent,  15  Wil- 
ton Avenue. 

The  Toronto  Hydro  Electric  System, 
326  Yonge  Street,  propose  to  do  a  con- 
siderable amount  of  underground  con- 
duit work  this  summer.  Estimated  cost, 
$85,000. 

CONTRACTS  AWARDED 

St.  Albans,  Que. 

The  Portneuf  Hydro  Electric  Com- 
pany have  let  the  contract  for  hydro 
equipment  for  their  new  plant  to  William 
Hamilton,  479  Reid  Street,  Peterborough, 
Que. 


Fires 

Birchcliffe.  Ont. 

Residences  of  A.  Partridge  and 
Thomas  Holm.     Loss,  $1,500  and  $1,200. 

Calgary,  Alta. 

Incinerator  owned  by  the  City.  Loss, 
between  $10,000  and  $15,000. 

Campbellton,  N.  B. 

Hotel  Waverley,  Water  Street,  owned  hy 
A.  J.  Gorman.    Totally  destroyed. 


College  Bridge,  N.  B. 

Residence  of  P.  D.  Vinneau,  totally  de- 
stroyed. Loss,  $2,500.  Will  rebuild  at 
once. 

Cyrville,  Ont. 

Convent  of  the  Sisters  of  Wisdom,  to- 
tally destroyed.     Loss,  $8,000. 

Forest.  Ont. 

Marble  works  owned  by  J.  Rujjp. 

Fruitvale,  B.  C. 

Hotel  owned  by  W.  R.  Mellard,  com- 
pletely destroyed.     Loss,  ,$8,000. 

Gleichen.  Alta. 

Business  block,  tenanted  by  Beach  Sad- 
lery,  Bray's  Hardware  Store,  Cosgrove 
Hardware  Store,  Farmers  Supply  Com- 
pany, Masonic  Rooms,  Corey  Law  Office, 
Central  Telephone  Office.  Loss,  about 
$100,000. 

Grafton,  Ont. 

Residence  owned  l^y  the  Misses  Cam- 
eron totally  destroyed. 

Halifax.  N.  S. 

Pier  No.  3,  owned  by  the  Department 
of  Public  Works,  Ottawa.  Loss,  about 
$50,000. 

Hamilton,  Ont. 

Factory  of  the  Diamond  Glass  Com- 
pany.    Loss,  about  $4,000. 

Montreal,  Que. 

Sawmill  owned  by  Pauze  &  Gohier, 
1822  Cote  des  Nieges  Road.  Loss,  ,$7,000. 

Neepawa,  Man. 

Store  owned  by  John  Brown  &  Sons. 
Loss,  about  $14,000. 

NewT  Liskeard.  Ont. 

Hall  owned  by  J.  Grills  and  used  as  a 
Salvation  Army  Barracks,  totally  de- 
stroyed. 

Renfrew.  Ont. 

Factory  of  the  Renfrew  Machinery 
Company  totally  destroyed  with  con- 
tents. Loss  estimated  at  $100,000.  Will 
rebuild  immediately. 

St.  Andrews.  Ont. 

Cheese  factory  owned  by  S.  G.  Law- 
son.     Loss,  $5,000. 

St.  Catharines,  Ont. 

Cuthbert  Pattern  Works,  Brewery 
Street.     Loss,  $3,000. 

St.  George,  Ont. 

Storage  building  owned  by  R.  Bell  & 
Son  Company,  Ltd.     Loss,  $10,000. 

St.  Remi  De  Tingwick,  Que. 

Parish  church  entirely  destroyed.  Loss, 
$33,000.  Will  rebuild  at  once.  Curate, 
Rev.  J.  O.  Melancon. 

Stoney  Point,  Ont. 

Residence  of  Peter  Mailloux. 

Stettler.  Alta. 

Barracks  of  the  Royal  Northwest 
Mounted  Police  entirely  destroyed. 
Owned  by  the  Department  of  Public 
Works,  Ottawa. 

Stratford.  Ont. 

Oflice,  furnace  room  and  store  room  at 
the  factory  of  the  Macdonald  Thresher 
Company.      Loss,  about  $5,000. 

Tillsonburg,  Ont. 

Shoe  store  of  H.  Swartz,  Weeke's 
barlier  shop  and  Gerow's  restaurant. 
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Miscellaneous 

Elmira,  Ont. 

Otto  Rudisliiela  is  receiving  prices  on  a 
hand-power  freight  elevator.  Capacity, 
4,000  poinids. 

Gait.  Ont. 

The  Town  Council  are  considering  the 
purchase  of  a  motor  fire  engine.  Clerk, 
Joseph  McCartney. 

London.  Ont. 

Fire  Cliief  John  Aiken  has  been  auth- 
orized to  purchase  1,000  feet  of  rubber 
lined  hose  and  a  numl^er  of  fire  alarm 
boxes. 

Montreal,  Que. 

Tenders  on  the  supply  of  cement,  sand, 
concrete,  stone,  gravel,  rails  and  angle 
bars  will  be  received  until  noon,  March 
24th,  by  the  Secreary  to  the  Harbor  Com- 
missioners, David  Seath,  Common  Street. 
Engineer,  R.  W.  Cowie. 

CONTRACTS  AWARDED 

Hamilton,  Ont. 

I'hc  C  ity  Council  have  awarded  the 
following  contracts  for  supplies: — vitri- 
fied brick.  Metropolitan  Paving  Brick 
Company,  Campden,  Ohio;  cement,  Al- 
fred Rogers,  38  King  Street  W.,  Toronto; 
asphalt,  Warner  Quinlan  Company,  79 
Wall  Street,  New  York;  creosoted  wood 
blocks,  Creosoted  Block  Paving  Com- 
pany, C.  P.  R.  Building,  Toronto;  sewer 
pipe  Hamilton  &  Toronto  Sewer  Pipe 
Company,  Ltd..  Wentworth  Street  ,,  and 
Sackville  Hill,  :>2  Elgin  Street. 

Kingston,  Ont. 

The  following  contracts  for  supplies 
have  been  awarded  by  the  City  Council: 
— cement  and  lumber,  Erontenac  Lumber 
&  Coal  Company,  Ontario  Street;  hard- 
ware. W.  A.  Mitchell,  Princess  Street; 
rubble  Stone,  Rody  &  Monk,  Patrick 
Street;  sand,  Kingston  Sand  and  Gravel 
Company,  Raglan  Road;  sewer  pipe, 
Hamilton  &  Toronto  Sewer  Pipe  Com- 
pany, Hamilton;  one  concrete  and^  as- 
phalt mixer,  E.  D.  Cummer  &  Son  Com- 
pany, Cleveland,  Ohio,  at  $6,500. 

Quebec,  Que. 

The  contract  for  the  construction  of  a 
monnoyer  ferro-concrete  chimney  for 
the  Franciscan  Brothers,  180  Grand  Al- 
ice, has  been  awarded  to  Edouard  Pel- 
letier  &  hils.  111  Colomb  Street. 

Vancouver,  B.  C. 

The  City  Council  have  let  the  following 
contracts  for  supplies: — cement,  Balfour, 
Guthrie  &  Company,  739  Hastings 
Street  W.,  Evans,  Coleman  &  Evans, 
Ltd.,  407  Granville  Street,  and  Winch  & 
Company,  739  Hastings  Street  W. ;  cast- 
ings, Vancouver  Engineering  Works,  .'iig 
Sixth  Street  W. 


Gasoline  Locomotives  Safe  in  Tunnel 
Work  if  Properly  Run 

(jasoline  locomotives  used  in  mine  and 
tunnel  work  may  develop  a  quantity  of 
carbon  monoxirle  as  great  as  .5)4  Pcr 
cent.  C)f  the  piston  displacement,  which 
makes  them  dangerous  to  health  if  oper- 
ated in  headings  where  a  good  ventilat- 
ing system  is  lacking.  This  occurs,  ac- 
cording to  O.  P.  Hood  and  R.  IT  Kud- 
litch,  who  have  just  completed  a  careful 
series  of  experiments  announced  in  Bul- 
letin 74  of  the  U.  S.  Bureau  of  Mines, 
only  when  the  locomotive  is  running  at 
full  load  on  an  excess  of  gasoline.  The 


maximum  efhciency  for  the  weight  of 
gasoline  consumed,  and  also  the  least 
amount  of  carbon  monoxide,  was  reached 
when  the  locomotives  tested  were  run- 
ning at  85  per  cent,  of  capacity  on  a  mix- 
ture just  rich  enough  to  avoid  back-fir- 
ing. Consequently  it  appears  that  if 
locomotives  of  excess  capacity  be  oper- 
ated so  as  to  obtain  the  greatest  fuel 
economy,  there  is  no  danger,  in  using 
them  in  tunnel  headings,  from  the  highly 
poisonous  gas,  carbon  monoxide.  The 
quantity  of  this  gas  given  oft  under 
these  conditions  amounts  to  one-third  of 
1  per  cent,  of  the  piston  displacement. 
To  reach  this  condition  for  any  given 
load  and  position  of  throttle  the  oper- 
ator should  close  the  needle  valve  until 
occasional  backfiring  occurs  and  then 
open  it  just  enough  to  prevent '  further 
liackliring.  H  a  first-class  ventilating 
system  exists  there  is  little  danger  from 
carbon  monoxide  poisoning  in  any  case, 
hut  the  locomotives  should  be  operated 
in  the  manner  outlined  because  of  other 
considerations.  When  running  as  de- 
.scrilied  the  cylinders  stay  cleaner.  When 
llie  cylinders  become  coated  with  carbon 
it  interferes  with  the  cooling  system, 
causes  trouble  witli  the  si^ark  plugs,  and 
induces  o\  erheating.  This  in  turn  re- 
sults in  disagreeable  "smoke"  from 
burning  lubricating  oil.  In  addition  to 
fuel  economy  the  life  of  the  locomotive 
is  increased  by  careful  operation. 

According  to  these  men,  American 
gasoline  locomotives  are  not  entirely 
safe  in  headings  where  gas  or  dust  is 
present  in  sufificient  quantities  to  form 
an  explosive  mixture  with  the  tunnel  air. 
.'Vmerican  manufacturers  have  not  yet 
appreciated  the  demand  for  a  locomotive 
tliat  is  entirely  proof  against  the  emis- 
sion of  flames  from  the  muffler  or  car- 
l)ureter.  and  against  sparking  outside 
the  cylinders.  Such  locomotives,  hav- 
ing closed  ignition  circuits  and  other  de- 
vices, are  in  use  in  Europe,  and  are  con- 
sidered perfectly  safe  under  any  condi- 
tions in  which  men  are  able  to  work. 

Gasoline  for  locomotive  use  should 
not  be  stored  underground  in  pump 
chambers  or  other  places  where  the  ven- 
tilotion  is  poor.  These  experiments 
show,  however,  that  where  there  is  a 
good  current  of  air  the  gasoline,  even  if 
spilled  in  quantities,  will  not  evaporate 
fast  enough  to  produce  an  explosive 
mixture. 


Improvised  Blow  Torch  Heats  Concrete 
Inside  the  Mixer 

An  improvised  kerosene  blow  torch 
with  its  flame  directed  into  the  mixed 
barrel  employed  for  heating  the  con- 
crete aggregates  on  New  York  subway 
work  during  cold  weather  was  described 
by  Robert  Ridgway,  engineer  of  subway 
construction  for  the  Public  Service  Com- 
mission, in  a  paper  read  before  the 
twelfth  annual  convention  at  Chicago  of 
the  American  Concrete  Institute.  The 
paper  qtioted  a  report  l)y  Andrew  Veitch, 
assistant  division  engineer  of  llie  com- 
mission, on  this  device. 

The  U.  S.  Realty  &  Improvement  Com- 
pany and  the  Rapid  Transit  Subway 
Construction  Company,  contractors  on 
-Seventh  Avenue  for  routes  4  and  38,  sec- 
tions 5  and  6,  are  using,  as  described  in 
this  report,  an  attachment  placed  on  the 
mixer  which  forces  a  flame  or  hot  blast 
directly  into  the  mixer,  thus  raising  the 
concrete  to  the  desired  temperature 
while  it  is  being  made.  Almost  any  de- 
cree f)f  heat  may  be  obtained  by  leaving 


the  materials  in  the  mixer  different 
lengths  of  time.  If  the  heat  tends  to 
dry  out  the  mix,  sufificient  water  may  be 
added  to  maintain  the  right  consistency 
for  use. 

The  apparatus  itself  consists  of  the  or- 
dinary kerosene  blow  torch  inserted  in  a 
large  pipe  placed  at  the  hopper  through 
which  the  heat  is  forced  and  directed 
into  the  mixer.  A  30  gallon  kerosene 
tank  is  placed  on  top  of  the  mixer,  from 
which  the  oil  feeds  into  the  burner.  Here 
it  is  vaporized  an'd  burns,  the  flame  be- 
ing forced  into  the  mixer  by  a  blast  of 
compressed  air.  This  air  is  supplied  by 
a  direct  connection  to  the  contractors' 
air  lines  feeding  the  rock  drills.  It  is 
evident  that  in  using  this  method  the 
contractors  are  able  to  make  a  consider- 
able labor  saving  in  eliminating  rehandl- 
ing  of  the  materials  to  heat  them.  Also 
it  is  possible  to  save  much  space  form- 
erly required  on  the  street  for  this  pur- 
l^ose,  as  with  this  arrangement  materials 
can  be  mixed  and  placed  as  fast  as  they 
are  delivered  from  the  docks  or  store 
yards. 


Concrete  Pavement  Struck  Crosswise  at 
Steel  Expansion  Joints 

In  building-  a  concrete  road  at  Tono- 
wanda,  N.  Y.,  a  novel  method  was 
used  to  bring  the  Baker  steel  ex- 
pansion joints  at  the  exact  level  of 
the  surface  of  the  concrete,  or  slightly 
below  it.  The  men  operating  the  strike 
board  were  instructed  not  to  work 
closer  to  the  joint  than  2  feet,  but  to  be 
sure  to  leave  the  concrete  around  the 
joint  a  little  high.  The  clamps  holding 
the  several  parts  of  the  point  together 
were  left  in  place  for  more  than  half 
an  hour.  The  finishers  were  then  re- 
quired to  wade  in  the  imsurfaced  strip 
of  concrete  next  the  joint,  and,  by  the 
use  of  3  foot  straightedge,  cut  the  con- 
crete down  to  the  level  of  the  finished 
))avement  adjoining,  using  the  top  of  the 
steel  joint  as  a  template  to  support  one 
end  of  the  straightedge.  In  this  way 
no  abrupt  changes  in  level  were  possible 
at  the  joints,  and  the  concrete  was  made 
to  meet  exactly  the  top  of  the  steel. 


Submit  Report  on  Building  District  and 
Limits  for  New  York 

The  commission  on  building  districts 
and  restrictions  appointed  by  the  Board 
of  Estimate  of  New  York  City  to  con- 
sider and  report  on  a  districting  plan  for 
the  purposes  of  regulating  the  height  of 
buildings,  the  area  of  courts  and  yards, 
and  the  location  of  trades  and  industries 
has  just  issued  a  progress  statement  of 
its  plans  and  filed  detailed  maps  showing 
the  suggested  districts  and  proposed 
limitations.  If  the  report  of  the  com- 
mission is  adopted  by  the  Board  of  Esti- 
mate after  public  hearings,  it  will  be- 
come law. 

The  commission  desires  thorougii 
study  of  the  proposed  plans,  and  urges 
property  owneds  and  civic  organization.s 
to  inspect  the  proposed  district  maps 
with  reference  to  their  particular  local- 
ities, so  that  mistakes  can  be  avoided 
and  the  proposed  maps  perfected  before 
submitting  them  to  the  Board  of  Esti- 
mate. Edward  M.  Barrett  is  chairman 
of  the  conrmission  and  Robert  H.  Whil- 
ten  is  secretary.  George  B.  Ford  is  con- 
sultant to  the  commission,  which  has  in 
its  memliership  representatives  of  the 
real  estate  and  civic  interests  of  the 
city. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 

THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  ''Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative:— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


Tenders  and  For  Sale  Department 


Hydro  Tenders 


Sealed  tenders  marked  "Tenders  for  Under- 
ground Work."  addressed  to  the  Chairman  of  the 
Toronto  Electric  Commissioners,  will  be  received 
until  noon  of  Tuesday,  April  4,  1916.  Each 
tender  must  be  accompanied  by  a  marked  cheque 
as  called  for  in  the  form  of  tender.  Details  ot 
work  to  be  performed,  consisting  of  laying  cable- 
duct,  building  manholes  and  transformer  vaults, 
plans,  specifications  and  form  of  tender,  may  be 
obtained  at  the  Purchasing  and  Engineering  de- 
partments, 15  Wilton  Avenue,  Toronto.  1  he 
lowest  or  any  tender  not  necessarily  accepted 


Tenders  for  the  Purchase  of  Scrap 
Metals  Removed  from  the 
Parliament  Buildings 


SEALED  TENDERS  addressed  to  the  under- 
signed, and  endorsed  "Tender  for  Scrap  Metals, 
as  the  case  may  be,  will  be  received  until  4.UU 
P.M.,  on  Tuesday,   April  4,  1916,   for   the  pur- 
chase of : — 

Lot  No.  1.— Mostly  flat  iron,  approxi- 

mate  weight    8,000  lbs. 

Lot  No.  2.— Conduit  and  gas  pipe,  ap- 

pro.ximate  weight   ■  t^OO 

Lot  No.  3.— Miscellaneous  wrought  and 

cast  iron,  approximate  weight   20,000 

Lot   No.   4.— Wrought    iron    pipe,    ap-  ^ 

proximate  weight    (.000 

Lot  No.  5.— Gas  pipe  and  conduit,  ap- 

proximate  weight    600 

Lot  No.  6— Galv.  iron  pipe  and  wrought 

iron  pipe,  approximate  weight    1,600 

Lot  No.  7. — Structural  iron  (straight),  _^ 

approximate  weight   12,550 

Lot  No.  8.— Structural  iron  (twisted), 

approximate  weight   32,000 

Lot    No.    9. — Rod    iron,  approximate 

weight    ' 

Lot   No.    10.— Sheet   copper,    aPP'  O'^'"  „  .. 

mate  weight   •.  • ;  • "  'i'l^X' 

Lot  No.  11. — Brass,  approximate  weight  100 

Tenders  may  be  made  for  either  the  whole  or 
any  number  of  lots,  and  must  be  accompanied 
by  an  accepted  cheque  on  a  chartered  bank,  pay- 
able to  the  order  of^  the  Honourable  the  Minister 
of  Public  Works,  for  10  per  cent,  of  the  amount 
of  the  tender,  which  cheque  will  be  forfeited  if 
person  tendering  refuse  to  implement  his  tender. 
Tenders  require  to  be  signed  in  full  by  the 
names  of  the  actual  tenderers. 

The  above  material  can  be  examined  any  week 
day,  between  10  A.M.,  and  4  P.M.,  on  the  Par- 
liament Grounds,  to  the  rear  of  the  Parliament 
Buildings,  by  applying  to  the  Public  Works  Of- 
ficer-in-Charge  of  the  Buildings,  Room  21,  House 
of  Commons,  west  side. 

Material  must  be  removed  by  purchaser  with- 
in two  weeks  of  acceptance  of  offer. 

Purchaser  must  make  cash  payment  before  re- 
moving material. 

Price  per  pound  to  be  quoted  for  the  different 
scrap  items. 

The  Department  reserve  tlie  right  In  lejcci 
any  or  all  tenders. 

By  order, 

R.  (  .  DKSROCHERS. 

.Secrelary. 

Department  of  Public  Works, 

Ottawa,  March  20,  1930. 

.\'evvspai)ers  will  not  be  paid  for  this  advertise- 
ment if  Ihey  inscrl  it  without  aulhorilv  from  the 
Department,    '.mm.  12-13 


Wanted 


Concrete  Bridge 


Sealed  tenders  will  be  received  by  J.  W.  Sand- 
ers, Town  Clerk,  Port  Hope,  or  by  the  under- 
signed up  to  noon  on  Saturday,  March  25,  for  the 
construction  of  a  71  ft.  concrete  arch  super- 
structure on  Peter  St.,  Port  Hope.  For  plans 
and  other  information  apply  to  Mr.  .Sanders  or 
to 

BOWMAN  &  CONNOR 

,31  Oueen  St.  W.,  Toronto. 
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NOTICE 


Tenders  Wanted 


SEALED  TENDERS  will  be  received,  by  the 
undersigned,  up  to  4  o'clock  P.  M.  Saturday 
March  the  25th,  A.  D.,  1910,  for  the  purchase  of 
debentures,  of  the  CORPOR.^TION  of  the 
TOWNSHIP  of  WELLESLEY,  to  the  amount 
of  seven  thousand  five  hundred  dollars  (.$7,500.00) 
to  be  issued  under  the  authority  of  By-Law 
number  722,  passed  the  7th  day  of  February  1916, 
extending  over  a  term  of  twenty  years,  bearing 
interest  at  the  rate  of  six  per  cent,  from  Febru- 
ary the  7th,  1916,  repayable  by  equal  annual  in- 
stallments of  si.x  hundred  and  fifty  three  dollars 
and  eighty-eight  cents  (653.88)  including  prin- 
cipal and  interest,  payable  at  the  Standard  Bank 
of  Canada,  St.  C^lements,  Ont.  Said  issue  of 
debentures  being  for  the  purpose  of  providing  a 
system  of  Electric-Energy  for  power  and  light- 
ing purposes  in  the  Police-Village  of  Wellesley, 
Waterloo  County.  No  coupons  attached.  Pur- 
chaser to  supply  printed  debentures  at  his  ex- 
pense. 

PETER  F.  SCHUMMER, 

Clerk  of  Wellesley  Tp. 
11-12  St.  Clements,  (3nt. 


TENDERS 

for  a 

FIRE  HALL 

on  Hendrick  Avenue 


Experienced  Estimators  on  I'luriibing,  Healing, 
Electrical  and  Sprinkler  work.  ,\ddress  Ho.\  37S 
Contract  Record,  Toronto,  Onl.  12-12 


Bulk  Tenders  only,  for  all  trades  required  in 
connection  with  work  on  the  above,  will  be  re- 
ceived by  registered  post  only,  addressed  to  the 
undersigned  up  to  noon  on  Tuesday,  28th  March, 
1916. 

Plans  and  specifications  may  be  seen  and 
forms  of  tender  and  all  information  obtained  at 
the  office  of  the  City  Architect,  City  Hall,  Tor- 
onto. Envelopes  containing  tenders  must  be 
plainly  marked  on  the  outside  as  to  contents. 
The  iisnal  coiiditii  uis  relating  to  tendei"ing  as  pre- 
scriljed  by  thi  (  iiy  lly-laws  must  be  strictly  coni- 
Iilied  «itli,  <ir  lenders  may  not  be  entertained. 
TeinK-reis  shall  submit  with  their  tender  the 
n.inics  of  two  person;il  sureties  or  the  bond  of  a 
(iiiarantee  Company,  approved  by  the  City 
'J'reasurer.  'l"hc  lowest  or  any  lender  not  ne- 
cessarily accepted. 

T.   I..  CHITKCH  (Mayor), 
('liatrinaii    oi    Fioaivl    nf  Control. 

12  TJ 


Locomotive  Crane  Wanted 

Wanted  15  or  20  ton  Locomotive  Crane,  sec- 
ond hand,  American  make  preferred.  Must  be 
in  good  condition.  Address  }?ox  376  Contract 
Record.  Toronto.  Onl.  1214 


CITY  OF  LONDON 
Ontario,  Canada 

Tenders  for  the 
Construction  of  Pavements 


Sealed  tenders  addressed  to  the  "Chairman  and 
Members  Board  of  Control,"  will  be  received  at 
the  Office  of  the  City  Clerk  up  to  4  P.  M.  on 
Thursday  the  30th  day  of  March,  1916,  for  the 
construction  of, 

(a)  55,000  square  yards  of  asphalt  pavement  on 

concrete  base. 

(b)  2,200    square    yards    of    vitrified  brick 

pavement  on  concrete  base. 
Plans  may  be  seen  at  and  specifications  and 
all  particulars   obtained   from   the   Office  of  the 
City  Engineer. 

Tenders  must  be  accompanied  by  a  marked 
cheque  or  cash  deposit  for  the  amount  as  stated 
in  specification. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 


H.  A.  STEVENSON, 
Mayor. 


H.  A.  BRAZIER, 
City.  Engineer. 

12-1-J 


City  of  Westmountv 
City  Engineer's  Department 


Tenders  are  invited  for  the  following  supplies 
for  the  year  beginning  1st  Mav,  1916.  and  ending 
30th  April,  1917. 

1 —  Cement. 

2—  Sand 

3 —  Crushed  Stone 

4—  Quarried  Stone 

5 —  Sewer  Pipes 

6 —  Farm  Tiles 

7 —  Bricks. 

Specifications,  forms  of  tenners  and  all  infor- 
mation may  be  obtained  at  the  office  of  the  un- 
dersigned. 

Sealed  tenders  niaiked  ''Tenders  for  Supplies" 
will  lie  received  hy  the  Secretary  Treasurer  ut> 
to  Twelve  Noon,  A"pril  5th,  1916.' 

The  City  Council  reserves  the  right  to  reject 
the  lowest  or  any  tender,  and  does  not  guarantee 
111  grant  an  exclusive  contract  to  any  tenderer. 


P.  E.  lARM.AN, 

City  Eng-iiu-er 


Westmoiinl,  March.  1916. 
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POSITIONS  WANTED  

Experienced  Contractor  and  Practical  Builder 
desires  change.  Would  accept  position  as  super- 
intendent of  construction,  or  travelling  salesman. 
Thorough  knowledge  of  all  building  material  and 
contractors'  supplies.  Box  .336,  Contract  Record 
F.iigineering  Review,  Toronto,  Ont.  9-12 


March  1916 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  ail  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  BIdg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

StaiK-laid   joint — wood   sleeve   coupling — ours  are  liored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


4.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

" Tliere's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER,  B.  C. 


Victor-Francis 

High  and  Low  Head  Water  Wheels 

The  epoch-making  installation  of 
Victor-Francis  equipment  to  produce 
50,000  horse  power  at  Cohoes,  N. 
Y.,  indicates  the  high  efficiency  that 
can  be  obtained  with  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  5nt. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     MussensLtd,  Montreal 


WOOD  STAVE  PIPE 

2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 

72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


James  A.  Thomson,  Sesretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  :— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


J^^^JJ^I^  New  and  Relaying 


Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


MALACCA  DRAIN  CLEANING  RODS 

The  flexible  malacca  cane  cleaning:  rods  replace  the  expensive  work  of 
tearing  up  floors,  etc.,  to  clean  drains,  boiler  tubes,  cable  conduit,  etc. 
They  have  a  thousand  uses— write  us. 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors 
Centrifugal  Pumps,      Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT, 


March  32,  1916 
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A  simple  statement  of  what  these  Roofs  are 
and  why  you  should  insist  upon  having  them. 

A  Barrett  Specification  Roof  consists  of  alternating  layers 
of  Specification  Felt  and  Pitch,  with  a  top  surface  of  eith- 
er gravel,  slag,  or  tile. 

A  roof  constructed  strictly  according  to  The  Barrett 
Specification  will  usually  last  20  years  or  more  ;  it  costs 
less  to  build  than  any  other  permanent  roof — and  nothing 
to  maintain  ;  it  will  take  the  base  rate  of  insurance  because 
it  is  classified  as  non-inflammable  by  fire  underwriters. 

To  guard  yourself  against  poor  workmanship  and  mater- 
ials, select  a  reputable  roofing  contractor  and  incorporate 
The  Barrett  Specification  in  full  in  your  future  building 
plans. 

A  copjr  of  The  Barrett  Specification,  with  roofing  diagrsm,  mailed  free  on  rrqueit 

THE      PATERSON      MANUFACTURING      COMPANY,  LIMITED 


MONTREAL 


WINNIPEG 


VANCOUVER 


THE     CARRITTE-PATERSON    MANUFACTURING    CO..  LIMITED 


ST.  JOHN,  N.  B. 


HALIFAX,  N.  S 


SYDNEY,  N.  S. 


BARRETT 
SPECIFICATION 
TARRED  FELT 
AND  COAL  TAR 
PITCH  WATER- 
PROOFING 

Few  important  struc- 
tures are  built  nowa- 
days without  being 
waterproofed  with  pro- 
tecting layers  of  Pitcli 
and  Felt.  The  Central 
Technical  School  is  no 
exception.  Approxi- 
mately 90,000  square 
feet  of  Barrett  Specifi- 
cation materials  have 
been  applied  to  make 
the  foundation  and 
walls  immune  from 
damage  by  under- 
ground dampness  and 
seepage  of  moisture 
from  the  huge  swim- 
ming pool. 

The  Barrett  Specifi- 
cation Waterproofing 
will  last  as  long  as 
the  building,  being 
chemically  and  physt- 
rally  immune  from 
damage  by  water  or 
acids  of  the  soil. 
Our  engineers  will 
gladly  consult  with  in- 
terested parties. 
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Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        Write  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  KOSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  GLANCE Y  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


Make  a  Test ! 

PERHAPS  you  are  not 

using  the  Veiuis  Pen- 
cil now  because  of  habit. 
We  want  you  to  discover 
for  yourself  that 


Venus 

lO^  PENCIL 


nuo'  please  you  better  tlum  anj'  others.  Tlie 
care  we  exercise  in  their  niakint^-,  the  ac- 
curacy of  our  standards,  and  the  strictness 
of  our  inspection  make  Venus  unrivalled. 
^^'hate^■er  degree  hardness  or  softness  you 
want  is  ready  for  you.  Choose  from  17 
degrees  ranging-  from  OB  softest,  to  9H 
hardest.  The  price  of  Venus  is  10c.  After 
you\e  tested  you'll  buy  Venus  always. 

To  the  technical  man  writing  on  his  letterhead  this  set 
of  nine  short  samples  and  holder  will  be  sent  free. 

American  Lead  Pencil  Co. 

236  Fifth  Avenue,  NEW  YORK 

and  Clapton,  London,  England 

The  new  VENUS  RUBBER  is  indispensable  for  all  pencil  purposes- 
unequalled  for  cleaninjf  drawings,  engravings  and  specifications. 
Pliable  and  soft. 


t 


CANADIAN  BRASS^ro« 


^'\^C0  M  PANYLiMrrED 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


S  Write 
us  for 
Catalog 

Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


MADE 

IN 

CANADA 


March  23,  1916 


Till':   CON  IMPACT  RI':C()RD 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  illustrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  Weld. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 
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ATWOOD  '  ATWOOD 

ENGINEERS   FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  forC.P.R.  Montreal 


1  CANADIAN 
CHICAGO  BRIDGE& IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  tlie  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 

Offices  :— 

Bridgeburg,  Ontario.  130  Jannt  Street 

fliicago,  Illinois,  2014  Old  Colony  BIdg. 
New   Voik,  N.  Y.,  30  Church  Street 

Shops: -BridKeburg.  Ont. 
Chicago,  111.  Greenville,  Pa 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 
WindmiUs 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  *aoricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and  full  of 
health  -  giving   oxygen  ; 
that's  the  kind  supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kel  sey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 


Water  St. 


Limited      Brockville,  Ont. 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling- and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
business  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  you  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.^  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 
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IF  IT'S  GOOD  ENOUGH  FOR  THEM- 


— IT'S  GOOD  ENOUGH  FOR  YOU 

FLEXIBLE  LEATHER  COVER— POCKET  SIZE— SENT  ON  RECEIPT  OF  $1.00 

Contract  Record,  347  Adelaide  st.  west,  Toronto 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  dural)ility 
and  efficiency  of  these  machines. 
It   will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CAXADIAX  A(;ENTS: 
Montreal— Mussens,  Ltd.  Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Baamt  -Channeli 
Angles— Plates 

Always  in  Stock    CONSTRUCTION  CO. 

Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  LiKt 


LIMITED 
WELLAND      -  CANADA 

Manufactureks  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  qyantity. 

Our  service  is  unexcelled  and  our  prices  right. 
Phone  or  writ*  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phonef,  Office  North  {  6tj5     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples~Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data  " 

AMERICAN  ENAMELED  BRICK  &  TILE  COiMPANY 

Manufacturers  of  Enameled  Brick  exclusively 
1182  Broadway,  New  York. 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


CAST  IRON  PI  PE 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castingrs 
of  all  kinds.  Mooring:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost-Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Now  for 

"Metallic"  Ceilings 

There  is  big  money  in  metal  ceiling  work  if 
you  make  sure  of  using  the  right  material. 
"METALLIC"  CEILINGS  always  lay 
right  because  they  are  made  right.  No 
gaping  joints  or  "skew"  lines.  They  make  a 
quick,  good,  satisfactory-to-everybody  job. 
Patterns  are  snappy  and  up-to-date. 

Get  our  catalogue  and  price  list. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturer*  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LliME,  AND  ]!KICK 

Cement — delivered  in  5-banel  lots,  $1.85  per  bbl. ; 
witli' bags,  ?li.25;  car  lots,  ifl.SS  on  tlie  track, 
with  pkgs.,  .$1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  ib.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  .$9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick.  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  .$18.  Sun-Te.x  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $L20;  1-in.,  $1.25;  Vs-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  SOc.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  .$23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12  in.,  $30 
to  $32;  2-in.  by  4-in.  to  13  in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $.33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
.$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
.$1.75  per  100  ft. ;  5-in.  ditto,  $2 ;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  .$3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10 ;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $38.00;  10  x  10, 
12  X  16,  16  X  16,  14  X  18,  18  x  18,  20  x  20, 
$.38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  X  20,  14  x  20,  10  X  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  base,  twisted  and  de- 
formed, $2.50;  structural  sections,  $3.00;  small 
sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.;  54  in.,  5/16  in.  and  Vg  in..  $2.75 
per  100  lbs. ;  gauge  plates.  No.  10,  $3.10, 
No.  12,  .$3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessamcr  plates,  28  gauge, 
$3,35  per  100  lbs. 

Galvanized  iron— 28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4  in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  .$32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated    Sheets — 20  gauge  $5.25  per   sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
r,5c  ft.;  9-in.,  70c  ft.;  12-in.,  ,$1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  80c.  per  gal. ;  red  lead, 
dry,  $10  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
SOc.   per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  ,$8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  .$23, 
white  .$45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
.Straight   pipes    (per   foot) — not    reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
liOc;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  .$1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  .$4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  M-in.,  $1.65;  J^-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  00  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  .3  containing  charge  of  8.3 
grs.,  .$8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  2.3.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
5,  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft. ;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft.;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strengtli 
.$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot,  single 
$5.12.  double  .$5.72;  12-foot,  single  $5.66, 
double  $6.26;  14-foot,  single  .$6.20,  double 
$6.80;  16-foot,  single  $6.74,  double  $7.34; 
18-foot,  single  $7.28,  double  .$7.88;  20-foot, 
single  $7.82,  double  $8,42;  22foot,  single 
$8.57,  double  $9.17;  24-foot,  single  .$9.,32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82,  double  $11.42; 
30.fool,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  'A  in.,  25c.  extra;  }i  in.  x  H  in. 
X  I4t  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $3.50.  Circular  plates  — 
Flange  quality.  .30  in.  dimension  and  over, 
.$3.75;  under  30  in.  dimensions,  $4.05.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.75; 
35  lbs.  per  yd.  and  over,  $3..50;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
.$.5.25,  28  gauge,  $5.00  per  100  sq.  feel.  Cop- 


per bearing  sheets— Keystone  black,  28  U  S 
gaugue,  $4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c- 
8-in.,  55c;  9-in.,  70c;  10-in.,  SOc;  12-in.,  $1- 
24-in.,  $3.25.  Bends,  each  75c,  $1.20;  $2  20 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c' 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $175 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe' 
ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.6o' 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2  25 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound ;  British  manilla,  17c. 
basis ;  African  hemp,  17c. ;  sisal  rope,  1.3c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil- 
in  barrels,  99c.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  9654c.  per  gal 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel ;  white,  32  cents 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2  75- 
■•4-in.,  ,$2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd.  - 
Gravel— Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1^  and  2-in.,  $2.65;  H-in.  and 
1-in.,  $2.90;   M-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
.$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  ,$45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  .$46;  No.  3,  .$40;  No. 
4,  $.32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  S  x  10,  10  x  10,  10  x 
12,  12  X  12,  .$38;  10  x  14,  14  x  14,  14  x  10, 
6  X  10,  6  X  12,  8  X  12,  .$39 ;  10  x  16,  12  x  10, 
16  X  16,  14  X  18,  16  X  18,  IS  x  18,  20  x  20, 
.$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  S  x  16,  8  x  IS,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  2fl, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5'A-u-i.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4  in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per  100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast  Iron  Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sale*  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


Gypsum  Products 

^Tillar  Brand'' 


Hardwall  Plaster,    Cement  Plaster,    Land  Plaster 
Whitewall  Finish,    Plaster  of  Paris 

Pillar  Brand  "  Gypsum  Products  are  calcined  and  prepared 
by  expert  workmen  under  experienced  supervision.  The 
material  used  is  the  best  grade  of  pure  Nova  Scotia  rock. 
Our  facilities  for  handling  crushed  gypsum  are  unexcelled. 
Shipments  by  rail  or  water. 


Write  Us. 


The  lona  Gypsum  Co.,  Limited 


Head  OfUce,  Sydney,  N.  S. 


Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  {.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISYz  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents ;  IS  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b.  ware- 


house ;  $9  to  $11  in  car  lots  f.o.b.  Van- 
couver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse  ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
10  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feel, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30 ; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse : 
Steel  — •  (round    and    square    bars)    $2.90    base ; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions $4.25  to  $4.75. 

Galvanized  iron — 28  gauge,  $6.75  per  100  lbs. 


Corrugated  iron— 2G  gauge,  6,  7  and  8  ft.  sheets 
$4;  5,  9  and  10  ft.  sheets,  $4.60  per  square, 
lilack  steel  sheets,  24  gauge,  $4.45  per  100 
lbs. 

Steel   channels   and   beams,    angles   and  plates  

$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

Steel  channels  and  beams,  and  plates — $4.25  to 
$4.75;  angles,  $3.75  to  $4.25;  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12Mc.  per.ft. ;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in„ 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime-— $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
liyic  basis;  sisal  rope,  12^c  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2..30  to  $2.60. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal.;  red  lead, 
dry,  $10  to  $11  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb.  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


Effect  of  Retarder  in  Hard  Wall  Plaster 

Five  dift'erent  brands  of  plaster  were  used  in  makinj^-  the  series  of  corrosion  tests  which 
led  to  the  determination  to  make  Herringbone  Lath  exclusively  of  copper  alloy.  Four  of 
these  had  a  minimum  amount  of  retarder — only  enough  to  give  the  plasterer  sufficient  time 
to  get  his  mortar  on  the  wall.  The  remaining  brand  was  so  heavily  retarded  that  the  plaster 
dried  out  rather  than  set  up.  As  might  be  expected  the  long  continued  presence  of  free 
moisture  resulted  in  an  increased  rate  of  corrosion.  The  rate  was  about  four  times  as 
great  as  would  be  indicated  by  the  lime  content  of  the  plaster. 

Here,  as  elsewhere,  the  definite  superiority  of  copper  alloy  was  indicated.  Fifteen 
tests  of  this  heavily  retarded  plaster  on  plain  steel  indicated  an  average  rate  of  corrosion 
1.84  times  as  great  as  the  average  of  fifteen  similar  tests  on  copper  alloy. 

The  booklet  "Why  Copper  Alloy"  tells  all  about  it.     Yours  for  asking. 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Burlington  Steel  Co. 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS'  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc. 


Electric  Hoists 
Derrick  Irons 
Dredges — 


Rlams  for  excavating  and  rehandling 
Sizes  %  yd.  upwards 


Steel  Leg  Derricks 
Capacity  5  to  50  tons. 


M.  Beatty  &  Sons,  Ltd. 

Main  Office  &V\^ork8:  WELL  AND,  ONT. 

Toronto  Office:— 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS  St.  John,  N.  B. 

KELLY-POWELL,  LTD    McArthur  Bldg.  Winnipeg, Man. 


Standard  Triple  Drum  Hoist  with  Banked  Levers 
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Civil 

Electrical 
Mechanical 

Directory  of  Engineers 

Contractors 

Special 

Interests 

Chipman  &:  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740  41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(FormerlyTheJohn  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
VVater   Powers.  Structural  Steel,  IJridges, 
Buildings,  &c.,  &c. 
Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Ofifice  and  Laboratories : 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


'^  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK 
LARGE  OR  SMALL, 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufactuiers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Plione  Office  and  Woiks; 

Main  904-905  62  Esplanade  E.,  Toronto 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


The  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

Dikeman  Surveyor  Company 

Detroit,  Mich.  Windsor,  Ont. 


STANLEY  LIOHTFOOT 

REG'O  PATENT  SOLICITOR  AND  ATTORNKV 
LUMSDEN   BLDG.(^y^^E")  TORONTO. 


H.  J. 


Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Take  the  Risk  OUT  of  Paving 

By  Putting  the  Service  IN 

Some  Contractors  hope  that  they  will  not  have  any 
buckling.     They  pour  their  expansion  joints. 

Others, — the  wise  ones, — know  that  they  will  not 
have  any  buckling  in  their  work.     They  use 


EXPArJsiO  J 

«J  OI  IMT 

The  Elastite  Joint  is  laid  before  tlic  street  is  surfaced.  It  fills 
llie  space  absolutely.  When  the  pavement  contracts  it  draws  the 
asphalt  compound  with  it.  When  hot  weather  comes  the 
Elastite  absorbs  the  expansion  of  the  pavement.  Keeps  the  sur- 
face true  and  flat  always. 

We  should  like  to  submit  a  sample  of 
Elastite  and  show  you  the  evidence 
of  our  claims. 

Address  Elastite  Dept. 

THE   PHILIP   CAREY  COMPANY 

TORONTO  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46—10  in.  X  15  lbs.  x  63  ft.    0  in. 
85—10  in.  x  15  lbs.  x  60  ft.    0  in. 
137—13  in.  X  30  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  lO^A  in. 
17 — 15  in.  x  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  x  314  in.  x  ^  in.— 60  ft.  0  in. 

38—6  in.  x  3J^  in.  x  11-16  in.— 60  ft.  0  in. 

40—6  in.  X  3^  in.  x  54  in- — 60  ft.  0  in. 

32—6  in.  X  33^  in.  x  K  in.— 55  ft.  0  in. 

ZEES 

94—  3  in.  x'2-11/16  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95—  3-1/16  in.  x  SMin.  x  5/16  in.  x  8.r>  lbs.— 50  f^  0  in. 

Large  Tonnage  of  Plates,  Shape*  and  Bars  in  Stock 

OHice  and  Plant,  NeW  GlaSgOW,  N.  S. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  C'uny  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tont  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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The  Quickest  Heating  Rivet  Forge  Made 

Therefore  the  Most  Efficient 


The  ability  of  any  forge  to  produce  quick 
heat  lies  in  the  blower.  The 

Canadian  Rivet  Forge 

No.  625 

is  fitted  with  the  famous  Canadian  200 
Blower — the  blower  that  gives  more  blast 
than  any  other  made.  It  is  also  guaran- 
teed for  ten  years  against  repairs  due  to 
wear. 

A  heavy  round  Tuyere  Plate  distributes 
the  blast  so  as  to  insure  the  best  results 
in  heating. 

This  is  a  very  popular  forge  with  contrac- 
tors and  you  should  lose  no  time  in  getting 
our  catalog  179-12. 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario 

St.  John      Montreal      Toronto     Winnipeg  Vancouver 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
Ijridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles,  254  pages,  G  x  9,  88 
illus.,  $3. .50  net,  i>ostpaid. 

Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 
6  X  9,  412  illus.,  :u  plates,  $5.00  net,  postpaid. 

Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 
600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 
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BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.   483  pages.    Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915  by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Elevators;  a  Practical  Treatise  on  the  Development  and  Design 
of  Hand.  Belt,  Steam,  Hydraulic  and  Electric  Elevators, 
by  John  J.  Jallings,  published  by  the  American  Technical 
Society  in  1915.    2l7  pages,  illustrated.    Price  $1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry;    Published  in   1915  by   McGraw-Hill   Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.   50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

Some  Considerations  Regarding-Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual— A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

The  Theory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  618 
pages,  illustrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   843  pages,  illustrated.    Price  $5.00. 
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Sturtevant  Turbine  showing  part  of  main  governor 
mechanism.  Note  also  emergency  governor  mech- 
anism and  the  valve  it  operates.  Valve  is  in 
sxipply  pipe  just  outside  Turbine  casing 

Governing  Mechanism 

of 

TRADE  MARK 

Turbines 

Excellent  speed  regulation  is  insured  by  a 
powerful  direct-connected  centrifugal  gov- 
ernor. The  two  revolving  weights  illus- 
trated directly  actuate  the  balanced  throttle 
valve  which  effectively  controls  the  steam 
supply. 

Besides  the  main  governor  there  is  an  inde- 
pendent emergency  governor  set  at  a  pre- 
determined maximum  speed.  Both  its  mech- 
anism and  valve  are  entirely  separate  from 
the  main  governor.  Should  the  predeter- 
mined maximum  speed  be  reached,  the  emer- 
gency governor  instantly  and  autoinatically 
shuts  off  the  steam.  i 
For  other  details  of  Sturtevant 
Turbines    get    catalog  210-Z 

B.  F.  Sturtevant  Co.  of  Canada 

Gait,  Ontario  Limited 

Monlreal     Toronto  Winnipeg 
Vancouver 

Selling  Agents:    Sanford  Riley 
Stoker  Co.,  Limited. 

"  THE  RILEY  STOKER." 


Section  of  operating 
mechanism  ;  main 
governor. 


Main  Governor  with  casing  removed. 
Threaded  end  of  governor  barrel, 
wliich  is  screwed  directly  into  the 
main  shaft  is  seen  at  left.  End  of 
hardened  steel  spindle,  which  is 
shown  at  right,  acts  against  thrust 
pin  shown  in  section  drawing. 
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Safety  First 

Use 

"  DOMINION  " 

WIRE  ROPE 

Immediate  Shipment  from  Montreal,  St.  Catharines  and  Winnipeg  Stocks 

The  Dominion  Wire  Rope  Co.  Limited,  Montreal 


Necessities 

for 


Contractors 


"KING  BEE"  Gasoline  Lights 


Drag  Scrapers 

Hoisting 
Engines 


In   our  various  warehouses  we 
carry  a  large  stock  of  all 
classes  of 

Railway  and 
Contractors*  Supplies 


HEAD  OFFICE 

MONTREAL 

Branch:-St.  Catharines,  Ont. 


Vol.  30 


Toronto,  March  29.  1916 


No.  13 


Rogers  Cement 


C.  J.  Townsend,  Contractor. 


Crawford  Street  Bridge,  Toronto. 

This  bridge  is  numbered  among  the  recent  notable  accomplishments  in  concrete  construction. 
The  sharp  refined  detail  and  attractive  design  were  made  possible  by  the  uniform  high  quality  of 

ROGERS  PORTLAND  CEMENT 

The  Crawford  Street  Bridge  is  only  one  example  of  many  such  monuments  to  the  superiority  of 


ROGERS  CEMENT 


Alfred  Rogers  Limited^ 


28  King  St.  West 

Toronto 


Alphabetical  Index  to  Advertisers,  Page  16      Classified  Directory  to  Advertisements,  Page  6 


Tiiii    CONTRACT  RECORD 


Marcli  30,  1010 


0)®! 


The   Ninth   Annual  Report  of  the 
Board  of  County  Road  Commissioners 
of  Wayne  County,  Michigan,  should  be  in  the 
hands  of  every  Engineer,  Contractor  and  public 

official  interested  in  the  building  of  streets  and  roads. 

This  report  covers  in  detail  the  building  and  mainten- 
ance costs  of  probably  the  greatest  system  of  highways  in 
the  world.    A  number  of  these  roads  have  withstood  heavy 

tralific  for  the  past  seven  years  and  all  are  in  first  class  condition. 

Tii2reare83  pages  of  facts  and  figures  of  vital  importance  to  road 
builders  and  tax  pavers,  illustrations  of  various  operations  —and  cuts  of 
sections  of  the  different  roadways  before  and  after  the  laying  of  the 
concrete.  Included  also  are  descriptions  of  the  work  prior  to  actual 
construction,  co-nplete  specifications,  economical  methods  used  in 
handling  and  hauling  materials,  water  supply,  etc. 

You  miy  have  a  copy  of  this  interesting  report  free  of  cost.  Only 
a  limited  number  are  available.    Send  for  your  copy  today. 

^^^^^  Canada  Cement  Co. 

Limited 

W^^^?  '     78 1  Herald  Building,  Montreal 


Easy  Work  Is  An  Essential  of  Tapping 

There  is  no  use  in  breaking  a  man's  back  with  a  hard 
pulling,  hard  cutting  tapping  machine. 
With  an  easy  worljing  machine  like 

THE  MUELLER 
WATER  MAIN  TAPPER 

It  is  a  simple  matter  to  make  a  tap  either  in  a  dry  main 
^    or  a  rhain  under  pressure.      Thousands  of  water  works 
men  will  verify  this  statement.     No  new  water  com- 
\      pany  should  start  business  without  a  Mueller  Water  Tapping  Machine. 

C.K.  \ 

\  It's  an  everlasting  tool — wears  20  to  30  years. 

H.  % 

Mueller       \  Clip  and  mail  the  coupon. 

Mfg.  Co.  \ 


Ltd. 
SARNIA.ONT. 


\ 


Send  me  your  general  ^ 
cdltalog  and  quote  me  prices 
on  No.  2  Tapping  Machine. 

Signed  

City  Prov  


\ 


\ 


MADE  IN  SARNIA,  CANADA 

H.  Mueller  Mfg.  Company,  Ltd. 

SARNIA,  ONTARIO 
Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 
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28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated 
^"^^^^^^Bij^^  Rubber  Co.,  Limited 

•*^^SZSHI^S*^  Montreal,  P.Q. 


It  Always  Pays 


to 


Buy  the  Best 

Just  as  it  pays  to  plant  the  best  seed,  so  it  always  pays  to  buy  the  best 
goods. 

BEST  QUALITY 
BEST  CONSTRUCTION 
BEST  WORKMANSHIP 


In  our  Rubber  Goods,  it  is  QUALITY  that  counts.  We  stand  back  of  the  quality, 
workmanship  and  construction  of  our  lines.  That  protects  your  interests,  and  you 
are  sure  to  be  satisfied. 

Our  line-up  is  complete,  our  quality  is  unexcelled,  and  our  prices  are  right.  Let 
us  show  you  what  we  can  do. 


IT  IS  OUR  DESIRE  TO  SERVE  YOU 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service" Branches  Throughout 
Canada 
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To  the 
Water  Works  Managers, 
Commissioners,  Engineers, 
and  Superintendents  :— 

Gentlemen : — 

SPRING  WILL  BE  HERE  IN  A  FEW 
MONTHS,  and  with  it  will  come  the  over- 
hauling- and  extending  of  many  waterworks 
systems  throughout  Canada- 

We  are  looking  forward  to  considerable 
business  in  Waterworks  Valves  and 
Hydrants  this  year. 

You  doubtless  appreciate  the  many  ad- 
vantages of  an  early  start.  We  would  like 
to  make  one  on  this  season's  water  works 
valves  and  hydrants. 

Orders  placed  with  us  now,  will  insure 
you  against  delays  in  delivery  when  the 
weather  is  good  and  joi\  want  to  make 
time,  and  from  present  market  indications,  it 
will  save  you  money,  as  well. 

We  wish  to  co-operate  with  our  friends 
in  the  Canadian  Municipal  Water  Plants  to 
the  end  that  this  year,  delays  in  deliveries 
may  be  avoided,  and  the  work  done  in 
seasonable  weather  and  when  help  is  avail- 
able. 

May  we  have  your  specifications,  enquir- 
ies and  orders  now? 

Get  the  goods  delivered  in  the  Spring, 
and  install  them  in  the  Summer.  December 
in  the  trenches  is  expensive  business,  and 
to  be  avoided  if  at  all  possible,  and  IT  IS 
POSSIBLE. 


The  Kerr  Engine  Co.,  Limited 

Valve  and  Hydrant  Manufacturers 

WALKERVILLE,  ONTARIO 


BOOKS 

for  Engineers 
and  Contractors 

The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Building  Stone  and  Clay  Products,  by  Heinrich  Ries.  Pub- 
lished in  1912  by  John  Wiley  &  Sons.  414  pages,  illus- 
trated.    Price  $2.00. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lislied   in   1915   by   McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Elevators;  a  Practical  Treatise  on  the  Development  and  Design 
of  Hand,  Belt,  Steam,  Hydraulic  and  Electric  Elevators, 
l-.y  lolin  T.  Tailings,  published  by  tlie  American  Technical 
Society  in  1915.    217  pages,  illustrated.    Price  $1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.     480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.60. 

New  Time  Savers  in  Hydraulics  and  Earthwork,  by  C.  E. 
Housden.  Published  in  1914  by  Longmans,  Green  &  Com- 
pany.   50  pages,  illustrated.     Price  75  cents. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  189G 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1,00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  2(>0 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Oflice  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

The  Tlieory  and  Design  of  Structures,  by  Ewart  S.  Andrews, 
Published  in  1913  by  Chapman  &  Hall,  Limited.  61.S 
pages,  ilhistrated.     Price  $2.00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Watci 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 
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VITRIFIED 
SEGMENT 


MIMICO 
Sewer  Blocks 


MADE  IN  CANADA 


PATENT  APPLIED  FOR 


are  the  strongest,  most  efficient,  least  expensive,  easiest  laid  segment 
sewer  blocks  made. 

They  are  devoid  of  all  unnecessary  frills— just  a  practical,  direct 
method  for  the  elimination  of  all  sewer  difficulties.     They  are 
the  product  of   men  who  are  conversant  with  your  sewer 
problems  and  who  know  ]\xst  what  you  need. 

Sewers  made  of  Mimico  Block  will  stand  any  test  to  which 
they  may  be  subjected. 

M  imico  Block  is  made  of  indestructible  vitrified 
clay  and  is   manufactured  on  special  presses 
which  insure  uniformity  and  safety. 

Details  and  Prices  Upon  Request 

ONTARIO  SEWER  PIPE  CO.,  LIMITED 

Makers  of  the  famous  "Mimico"  brand  sewer 
pipe,  4  in.  to  24  in.  in  stock 

MIMICO      «  ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery.  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Wlnels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domettic,  160  lb*,  fire. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;     full       page,    twenty-four  headings. 


Air  Compressors 

Can.  IngersoU-Rand  Co.,  Ltd. 
Piatt  Iron  Work* 

Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 
Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  i. 


Boilers 

Beatty  &'Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 


Brick  Machinery  and  Supplies 

Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
C4n.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson    Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-IIolmes  &  Co. 
Manitoba  Bridge  &   Iron  Works 
Maritinie  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Macliine  Co. 


Cement 

Alfred   Rogers,  Limited 
liritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 


Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 


Clayworking  Machinery 
Bechtel,  B.  E. 

Coal  Chutes 
Manitoba  Bridge  &  Iron  Woiks. 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 


Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 


Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion   Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns  Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,   W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,   Barsby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns  Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Crushers  (Stone  and  Rock) 

Canadian   Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Macliinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson   Mfg.  Company 


Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engiiieciing 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 
Bfichlel,   B.  E. 

Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  H.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric    Impulse  Clocks 
Gent   &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regil. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Nortliern    Crane  Works 
TurnbuU  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineenng  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar   People  Limited 
Trussed   Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Filtration  Plants 

New     York     Continenfal  Jewfl! 
Filtration  Company 

Rire  Brick 
Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed  Concrete  Steel  Co. 

(Continued  on  Page  8  ) 
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Points  on  Pavements — No.  2 

The  biggest  price  you  pay  for 
pavements  is  when  you  buy  a 
disappointment — no  matter  how 
little  it  costs. 


^LAKE 
ASPHALT 


''Saving"  a  few  cents  per  yard 
on  an  asphalt  pavement  by  the 
use  of  an  mferior  substitute  for 
Trinidad  is  one  way  of  buying 
a  paving  disappointment. 

The  Barber  Asphalt  Paving  Co. 


Accurate  Meter  Testing  for 
Small  Water  Works 


You  may  do  your  meter 
testing  just  as  economic- 
ally, quickly  and  accur- 
ately as  the  largest  muni- 
cipal waterworks. 

Baby  FORD 

Meter  Testing 
Machine 

Puts  the  high-grade 
Ford  equipment  within  the 
reach  of  every  waterworks. 

It  tests  all  makes  of  me- 
ters up  to  and  including 
1  inch.  The  calibrated 
outlet  ranges  from  1/32 
inch  to  1  inch,  in  ten 
graduations. 

Will  soon  save  its  cost 
in  increased  receipts. 

Write  now  for  the  full 
details  about  this  latest 
Ford  Product. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 

Makers  of  the  Famous  Frost  Proof  Meter  Boxes 


The  rise  and  fall  of  water 
in  a  Reservoir,  -Tank  or 
Well  can  be  accurately  re- 
corded in  the  Eng"ineer's 
Office,  even  if  it  is  fifty  miles 
away.  The  Transmitter 
will  show  locally  the  varia- 
tion, and  will  send  impulses 
to  the  Recorder  for  every 
inch  rise  and  fall.  The 
Recorder  will  show  all  this 
on  the  chart  and  the  pen 
acts  as  a  g^raphic  indicator, 
and  enables  the  level  of  the 
water  to  be  seen  at  a  g^lance. 

The  complete  outfit,  with- 
out batteries  or  line  wires, 
with  one  year's  supply  of 
charts  delivered  free,  duty 
paid  any  town  in  Canada 

$350.00 


Gent  &  Co.y  Ltd. 

Leicester,  Eng. 

Cables,  Lodestone 
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CLASSIFIED   INDEX   TO   ADVERTISEMENTS— CONTINUED 


Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario   Wind   Engine  &  Pump 
Company. 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart   Mfg.    Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 
Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Sliapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario   Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer   Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Hammer  Drills 

Canadian    IngersoU-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 


High  Pressure  Pipe  Lines 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern   Crane  Works 


Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian  IngersoU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh   &  Henthorn 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 

Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
Bechtel,  B.  E. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 
Canadian  Office  &  School  Fur.  Co. 

Jib  Cranes  (all  kinds) 
Northern  Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American  Lead  Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air   Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,   Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10' 


Not  a  road  oil  but  a  liquid  asphalt 


Photo  illustrates  application  of  "FLUX- 
PHALTE"  on  King  Edward  Highway. 
The  road  surface  was  first  thoroughly 
swept  both  by  hand  and  machine  brushes. 
"FLUXPHALTE"  was  heated  to  a  tem- 
perature of  over  20o"  F  and  then  applied 
as  shown  above.  The  road  was  then 
sprinkled  with  gravel  and  rolled  with  a 
hand  roller. 


King  Kdward  Highway,  from  St.  Lambert,  Que.,  to  Rouse's 
Point,  N.Y.,  a  total  length  of  39>^  miles.  "FLUXPHALTE" 
was  specified  as  tlie  material  to  be  used  in  the  resurfacing  of 
(he  entire  Iligliway.  Work  started  191.5  and  will  he  completed 
this  year. 


OF  TMD 


emCM  MiLi  OIL  C?  LransB 
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The  "Skyscrapers"  of  Toronto 

Structural  Steel  of  ALL  Four  Buildings 
Painted  With 

SUPERIOR  GRAPHITE  PAINT" 


i  38  llllil 

\]  II  II II 11  11 
1!  II II  El  M 

II II  n  11 

In 


Royal  Bank  (20  Storeys) 


Toronto 
Montreal 


C.  P.  R.  Office       Traders  Bank         Uoiiiinion  Bank 
(15  Storeys) 

Made  by-  DOMINION  PAINT  WORKS,  LIMITED 

WALKERVILLE,  ONT. 


Winnipeg 
Vancouver 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  HagersviUe  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion  Paint  Works  ' 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   IngersoII-Rand  Co. 


Illllllll 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American   Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind   Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersbll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.  _W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Revolving  Stone  Screens 

Goodwin,   Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Exeter  Mfg.   Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Sawyer-Massey  Company 
Waterous  Engine  Works  Co. 


Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 
Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 
Rogers  Supply  Company 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Ontario  Sewer  Pipe  Company 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar   People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 

(Continued  on  page  14 ) 
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MADE  IN  CANADA 


One  m  in,  unaided,  can  perform 
entire  operation  of  raising  filled 
cans  to  sidewalk  and  lowering 
empty  cans  to  cellar. 


— for  Speedier  and  | 
Safer  Ash  Removal  | 


nPHE  G  &  G  Telescopic  Hoist,  Model  A,  raises  a  load 
^  of  500  lbs.  at  a  speed  of  30  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET  'M" 

GILLIS  &  GEOGHEGAN,Sherbrooke,Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
A(cnti  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO.. 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan. 
Alberta,  Winnipeg. 


Illllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllli 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.   Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
Catalogue  No.  1. 


Champion  hoist—  ^ 

Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  33,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World'*  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tool*. 
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HEAVY  STEEL  BARS 
REINFORCED  WITH 


HERE'S  PROOF! 

"The  pipe  supplied  to  the  City  of 
Verdun  was  entirely  satisfactory." 
HENRY  HADLEY  JR. 

Engineer. 


REINFORCED 
CONCRETE  PIPE 

Sizes  9"  to  48"  Carried  in  Stock 
Larger  sizes  made  to  your  specifications 

11  r  D  f  I T  I  P  C      IS  THE  STRONGEST  AND 
niilV^ULEiJ   jviosT  DURABLE  PIPE  MADE 

for 

Sewers  and  Culverts 

Used  with  great  success  by  progressive 
communities.  Guaranteed  to  withstand 
the  most  severe  tests. 

More  Serviceable  and  Economical  than  Clay  Pipe 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 

Limited 

17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  tor  Eastern  Quebec  and  Maritime  Provinces 
G.I.  LACHANCE  Regd.,  263  St.  Paul  Street,  Quebec,  Que. 


The  National  Authority  on  Wiring  and  Construction'' 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 

Over  359,400  Sold 


22nd  Year 


By  H.  C.  Gushing  Jr. 

FelloTu  American  Institute  0/  Electrical  Engineers;  rormerly 
Electrical  Inspector /or  Boston  Board  of  Fire  Underwriters 
and  Underwriters'  Tariff' Association  oj  New  York. 


22nd  Edition 


1916  Standard  Wiring 

Officially  adopted  by  the  National  Electric  Light  Association. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recommended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  it  is  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord- 
ance with  every  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.   The  1916  Edition  has  been  completely 
revised  from  the  first  to  the  last  page,  and  contains  new  illustrations,   tables  and 
diagrams  in  accordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pages  on  House  Wiring. 

"It  settles  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  any  address, 
postpaid,  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,      347  Adelaide  street  west,      Toronto,  Canada 

"The  Best  Book  on  Wiring  Ever  Produced  "—E.  T.  BiRDSALL,  M.E.,  A.I.E.B. 
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HERE^S 
THE  RESULT 


Doesn't  lliis  chimney  please  yonr 
eye  with  its  elegance?  It  looks 
different  to  the  ordinary  run  of 
chimneys,  don't  you  think? 

And  it  is  different.     It  is  Iniilt  on 

Monnoyer's 
System 

of 

Chimney 
Construction 

And  not  only  do  chimneys,  water- 
powers,  condensers,  etc.,  built  on 
this  principle,  look  better,  but  they 
are  also  more  durable,  more  easily 
constructed,  and  cost  less  to  build. 


Why  not  have  us  explain  to  you  in 
detail?  A  postal  will  bring  you 
full  information. 


T.N.R.,  Quebec,  198'  hig-h,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


EXPApJsiOtJ 

«J  01 IXITT 

Makes  a  Self-Acting  Street 

See  those  dark  lines  on  the  concrete  street 
illustrated  above "  They  are  EL.\STiTE 
Sandwich  Joints, 

When  the  weather  is  cold  the  concrete  con- 
tracts. The  imion  l)etween  the  concrete  and 
the  felted  surface  of  the  ELASTTTE  is  so  per- 
fect that  the  KLASTITE  stretches — and  keeps 
the  crack  filled  with  imiiervious  asphalt  com- 
l)ound. 

In  warm  weather  the  i^ressure  of  the  concrete 
c(uiipresses  the  ELASTITE  which  acts  as  a 
cushion  and  absolutely  prevents  the  unit  slabs 
from  luickling. 

Write  for  the  Evidence  and  for  Free  Sample. 

Address  Elastite  Dept. 

THE   PHILIP   CAREY  COMPANY 

TORONTO  MONTREAL 


The  Maritime  Bridge 

Company,  Umited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46—10  in.  X  15  lbs.  x  63  ft.    0  in. 
85—10  in.  X  15  lbs.  x  60  ft.    0  in. 
127—13  in.  X  30  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  10^4  in. 
17—15  in.  x  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108 — 6  in.  x  3H  in.  x  ^  in. — 60  ft.  0  in. 

28—6  in.  X  3^  .in.  x  11-16  in. — 60  ft.  0  in. 

40—6  in.  X  3!^  in.  x  U  in.— 60  ft.  0  in. 

23—6  in.  x  314  in.  x  -K  in.— 55  ft.  0  in. 

ZEES 

94 —  3  in.  X  2-11/16  in.  x  1/4  in.  x  6.7  lbs. — 54  ft.  0  in. 

95—  3-1/16  in.  X  3^in.  X  5/16  in.  X  8.5  lbs.— 50  f-  0  in. 

Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Slock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Fteam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
Pittsburgh   Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W'.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind   Engine  &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 


Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 
Manitoba  Bridge  &  Iron  Worki 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Plan  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air    Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario   Wind   Engine   &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


The  Surest  Protection 

against  the  action  of  smoke,  steam,  acid  fumes,  heat,  gases,  sulphur  fumes,  rust,  etc., 
on  gas  tanks,  water  tanks,  bridges,  structural  iron  work  and  all  metal  surfaces,  is 

Anchor  B-H  Graphite  Paint 

It  has  been  proved  by  actual  tests,  that  the  pure  graphite  we  use  has  from  six  to  eight 
times  the  strength  of  that  found  in  ordinary  graphite  paints.  This  fact  is  significant, 
when  you  consider  the  fact  that  the  value  of  any  graphite  paint  depends  upon  the  quality 
and  percentage  of  graphite  it  contains. 

Anchor  B-H  Graphite  Paint  therefore  gives  more  and  better  service  per 
dollar. 

Put  up  ready  to  use,  in  barrels  and  five  gallon  cans. 
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One  Aveling&  Porter  Steam  Wagon 

1912  Model 

(as  per  above  photo) 

One  Garrett  Steam  Wagon 

1913  Model 

Size  of  bodies  1  1  ft.  by  6  ft. 
Capacities  seven  tons,  witfi  3  ton  trailer. 

W.  FRASER 


83  Craig  St.  W. 


MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningrs 
Wall  Copinif 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow.RS. 
and  Sr.  Johns, Ktt 


I  Se 


wer 


Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipe  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  guUey  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipment  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :    St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


All)ert  Manufacturing  Company  ....  52 

American  Enameled  Brick  &  Tile  Co.  58 
American  Lead  Pencil  C  ompany  .  .  . 

.\mericnn  Well  Works   

Anglins  Limited   64 

Art  Stone  Company   64 

Asphalt  &  Supply  Company   8 

Ault  &  Wiborg  Company   55 


Earlier  .\sphalt  T'aving  Co   7 

Barber,  Frank    64 

Beatty  &  Sons,  Limited,  M   63 

Berlin  Mills  Company  

Bessemer  Limestone  Company  ....  65 

Bird  &  Son   63 

Black  Building  Supply  Company  ...  10 

Blair  Company,  B   17 

Boving  Hydraulic  &  Engineering  Co. 

Brandram-Henderson  Co   14 

Britne^l  Company,  Limited   ...    ...  58 

Burlington  Steel  Company   63 


Canada  Cement  Company   2 

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries,  Limited  ...  58 
Canada  Wire  &  Iron  Goods  Co.  ...  55 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co   06 

Canadian  Brass  Mfg.  Co   54 

Canadian  Consolidated  Rubber  Co.  3 
Canadian   Equipment   Company    . .  . 

Canadian  Ingersoll-Rand  Co  

Canadian  H.  W.  Johns-Manville  Co., 

Limited   

Canadian  Office  School  Furniture  Co.  64 

Canadian  Pipe  Co.,  Ltd  .»  51 

Carey  Company,  Philip   13 

Cast  Stone  Block  &  Machine  Co.  . . 
Canadian    Chicago    Bridge   &  Iron 

Works   .   . .  55 

Chipman  &  Power   64 

Conduits  Company,  Limited   55 

Cook,  A.  D  

Crushed  Stone  Limited   58 


58 


Dake  Engine  Ccjmijany   

Darling  Bros  

Dennis  Wire  &  Iron  Company  .  .  . 
DesMoines  Bridge  &  Iron  Works 

Dickson  Bridge  Works   

Dikeman  Surveyor  Company  . .  . 
Dominion  Bridge  Company  . .  . 
Dominion  Concrete  Company  . .  . 
Dominion  Engineering  &  Inspection 
Company   64 


65 


Dominion  Iron  &  Steel  Company  ...  01 

Dominion  Paint  Works   9 

Dominion  Sewer  Pipe  Company  ...  15 

Dominion  Wire  Rope  Co   68 

Dunlop  Tire  &  Rubber  Co.  . .  . 
Dunn  Wire-Cut-Lug  Brick  Co.  . . 

Elk  Fire  Brick  Company  . .-   57 

Exeter  Manufacturing  Company  . .  . 

Ford  Meter  Box  Company   7 

Foster,  W.  L   59 

Eraser,  W   15 

Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foundry 

Company   51 

Gent  Company  7 

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company   54 

Goold,  Shapley  &  Muir  Company  . .  55 

Gray  Construction  Co.,  John  V   51 

Haddin  &  Miles   64 

Hagersville  Contracting  Company  .  .  9 

Hamilton,  S.  W   64 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Co   57 

Inglis  Company,  John   49 

lona  Gypsum  Company   61 

Kerr  Engine  Company,  Limited  ...  4 

L'Air  Liquide  Society  

Lea,  R.  S   64 

Lightfoot,  Stanley   64 

London  Concrete  Machinery  Co.  ...  11 

Luxfer  Prism  Company   66 

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  ...  67 

Manitoba  Bridge  Works  Co   18 

Mansfield  Engineering  Co   54 

Maritime  Bridge  Company    13 

Marsh  &  Henthorn,  Limited   51 

McDougall  Caledonian  Iron  .Works 

Com])any   5 

McDougall,  Geo.  K   64 

McGregor  &  Mclntyre   65 

Meaford  Wheelbarrow  Co   53 

Metallic  Roofing  Company   59 


Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works   13 

Mueller  Mfg.  Company,  H   2 

National  Iron  Works   52 

National  Steel  Car  Company  

Neptune  Meter  Company   59 

Noble,  Clarence  W  

Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Sewer  Pipe  Company  ....  5 
Ontario  Wind  Engine  &  Pump  Co.  59 

Ormsby  Company,  A.  B  

Osgood  Company  

Pacific  Coast  Pipe  Company   51 

Paterson  Mfg.  Company  

Pedlar  People  

Peerless  Form  Clamp  Co   67 

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  65 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   55 

Piatt  Iron  Works   51 

Pollard  Manufacturing  Company  ,  .  . 

Power  &  Son   64 

Prest-O-Lite  Company   53 

Rcid  &  Brown    64 

Ric-wiL  Underground  Pipe  Covering 

Company   57 

Rogers  Limited,  Alfred   1 

Rogers  Agencies  

Sheldons  Limited  

Smart  Mfg.  Co.,  Jas  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  15 

Standard  Steel  Construction  Co   58 

Standard  Underground  Cable  Co.  of 

Canada   57 

Stark  Rolling  Mills  Company   53 

Structural  Steel  Company   58 

Sturtevant  C'o.  of  Canada,  Ltd.,  B.  F.  50 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   53 

Turnl)ull  Elevator  Company  

\'ancouver  Wood  Pipe  «&  Tank  Co. 

Waterous  Engine  Works  Co  

Woodstock  Concrete  Machinery  Co. 
Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprise 
ini  enough  to  spend  money  and  time  to  get  in  touch  with  you. 


Marcli  39,  1916 


Pipe 


Made 


Concrete 


Specially 


Concrete  Pipe  that  Endures 


ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 


B.  Blair  Company,  Limited 


Woodstock,  Ontario 
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Manufacturers  of 


Roofs,  Steel  Buildings  and  Structural  Iron 
Work  of  all  Descriptions 

Railway  and  Highway  Bridges 

Designs  and  Estimates  promptly  furnished 


The  large  stock  at  our  Plant — 6000 
tons — of  Beams,  Channels,  Angles, 
Plates,  Flats,  Bars  and  Reinforcing 
Steel  is  ready  for  Quick  Delivery. 


We  operate  a  large  Grey  Iron  Foun- 
dry with  an  annual  capacity  of  5000  tons. 
Also  Structural  Tank,  Forge  and  Ma- 
chineshops,each  up-to-date  in  everyway. 


Office  and  Works :  Winnipeg,  Man. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Works. 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
New  Work  Shop— Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract — Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 
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Keep  the  Home  Fires  Burning 

The  all-important  work  of  the  British  Empire  to- 
day is  a  vio-orous,  systematic,  well-organized  prosecu- 
tion of  our  war.  This  applies  equally  to  Canada,  as 
the  most  important  colony  of  the  Empire.  Yet  Lord 
Shauo-hnessy  says  he  is  not  satisfied  of  the  wisdom  of 
raising  a  half-million  men  at  the  present  time  and  by 
the  present  methods. 

Now,  people  are  apt  to  listen  when  Lord  Shaugh- 
nessy  talks.  Some  way  or  other  we  Canadians  have 
get  into  the  habit  of  believing  in  this  big  man  who 
does  things.  So,  when  he  makes  a  public  statement 
(which  isn't  often)  we  have  felt  that  it  carries  the 
weight  of  a  tremendously  wide  and  ripe  experience 
backed  by  sound  common  sense.     If  there  is  any  one 


outstanding  figure  in  this  Dominion  to  whom  the  word 
"can't"  is  a  stranger,  it  is  surely  Lord  Shaughnessy. 
He  is  Canada's  big  man — big  through  hard  work,  un- 
doubted ability,  unconquerable  determination,  un- 
limited confidence  in  Canada  and  in  Canada's  re- 
sources. 

*      *  * 

And  now  along  comes  Lord  Shaughnessy's  state- 
ment that  he  is  not  satisfied  of  the  wisdom  of  raising 
half  a  million  men  in  Canada  for  military  service  under 
the  present  system.  The  press  is  saying,  and  some  of 
our  politicians — mere  opportunists  by  comparison — 
that  Lord.  Shaughnessy  is  all  wrong. 

Are  two  soldiers  poorly  equipped  and  badly  trained 
of  more  value  on  the  fighting  line  than  one  properly- 
equipped  and  sufficiently  trained?  If  so,  Lord  Shaugh- 
nessy is  wrong.  Are  two  soldiers  without  munitions 
better  than  one  with  plenty?  If  so,  Lord  Shaughnessy 
is  wrong.  Is  a  half-million  soldiers,  weakly  supported 
by  a  country  of  crippled  industries,  better  than  half 
that  number  vigorously  backed  by  the  money  and  the 
ample  products  of  a  country  whose  industries  are 
healthy,  vigorous,  and  thoroughly  organized?  If  so, 
then  Lord  Shaughnessy  is  wrong. 

But,  we  believe  Lord  Shaughnessy  is  right.  Is 
It  not  possible,  indeed  is  it  not  apparent,  that  undue 
pressure  is  being  brought  to  bear  to  take  our  valuable 
men  from  their  regular  avocations  before  they  are 
actually  needed?  We  have  many  men  ready  for  over- 
seas who  have  not  been  called.  Why  not,  at  least, 
divide  their  time,  meanwhile,  between  industrial  and 
military  work?  We  have  actually  reached  the  point 
where  our  wheels  of  commerce  are  beginning  to  slow 
up  for  lack  of  man-power — much  of  which,  apparently, 
is  going  to  waste  right  around  us  every  day.  On  all 
hands  we  hear  the  industrial  cry  for  more  men.  "We 
can't  get  sufficient  men  to  fill  our  orders,"  they  are  all 
saying.  And  if  this  is  true  to-day,  what  will  it  be 
like  in  another  six  months  or  a  year,  if  recruiting  goes 
on  under  the  present  haphazard  auspices?  The 
answer  is  all  too  plain.  Our  factories  will  be  crippled, 
our  farms  will  be  depleted,  our  industries  of  every 
kind — the  backbone  of  our  strength,  whether  in  peace 
or  war —  will  be  driven  to  the  wall. 

We  shall  have  a  big,  unwieldy  fighting  machine 
without  any  "punch." 

*  * 

We  believe  Lord  Shaughnessy  is  right,  and  we  be- 
lieve just  as  strongly  that  present  recruiting  methods 
are  wrong.  It  is  a  system  that  no  man  defends,  a 
system  that  no  one  approves.  It  evidently  exists 
simply  because  it  existed,  and  because  our  Govern- 
ment is  so  conservative,  so  unbusinesslike,  so  evidently 
unwilling  (whether  incapable  or  not,  we  cannot  say) 
of  taking  a  man's  grasp  of  a  man's  job.  Under  the 
present  system  of  recruiting,  the  men  who  answer  the 
call  of  duty  are  of  course  the  men  who  recognize  their 
duty.  They  are  thus  the  men  who  count  for  most  at 
home— the  men  who  can  least  be  spared— the  mei? 
whose  removal  causes  the  biggest  rift  in  our  indus- 
trial life. 

And  our  Government  sits  quietly  by.  Young  men, 
with  no  ties  and  no  responsibilities  and  in  many  cases 
occupying  positions  from  which  they  could  readily  be 
spared,  stand  back  and  allow  the  ranks  to  be  filled  by 
our  artisans,  our  captains  of  industry  and  our  profes- 
sional men.  It  is  this  the  Government  is  defending. 
It  is  this  also  Lord  Shaughnessy,  no  doubt,  has  iii 
mind  when  he  criticizes. 

Of  course  we  are  going  to  win  this  war— why 
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shouldn't  we?  We  are  immensely  richer  both  in  men 
and  money.  But  are  our  enemies  going  to  force  us  to 
use  all  our  men  and  all  our  money  just  because  we  are 
badly  organized?  It  begins  to  look  that  way.  Will 
it  then  be  a  victory  in  which  we  can  take  pride  in  after 
3'ears — a  victory  of  mere  vveight  of  men  and  superior 
wealth?  Will  it  even  be  a  victory  which  we  can  fol- 
low up  to  advantage?  Are  we  going  to  allow  Germany 
to  issue  from  this  war,  as  she  entered  it,  the  best-or- 
ganized nation  in  the  world?  Will  we  be  ready  to 
meet  her  competition  ?  Or  are  we  actually  going  to  be 
too  weak  from  lack  of  present  organization  to  count  in 
the  commercial  war  that  is  only  just  beginning,  and 
which  will  be  fiercer  and  more  prolonged  by  many 
times  than  the  present  war  of  men? 

What  Canada  cries  out  for  to-day  is  organization 
— for  war,  present  and  future.  What  business  man 
goes  on  year  after  year,  for  example,  without  taking  an 
inventory?  Yet  our  Government  takes  no  inventory, 
knows  nothing  about  the  stock  in  hand.  Is  this 
business?  What  Canada  needs  most  urgently  at  the 
moment  is  an  inventory  of  her  man  resources — the 
capacity,  the  responsibility,  the  experience,  the  fitness 
for  this  or  that  work,  the  ties — of  every  one  of  her 
citizens.  Next  we  need  an  organization  that  can  say 
to  each  man,  "Your  place  is — there."  What  Canada 
needs  is,  if  you  like,  moral  conscription,  which  does 
not  curtail  the  liberties  of  the  citizen  in  any  way,  but 
simply  points  out  in  an  authoritative  way  the  path  of 
duty.  No  one  would  oppose  it ;  few  would  fail  to 
answer  such  a  call.  It  would  mean  the  highest  con- 
servation of  all  our  resources.  It  would  mean  pre- 
paredness, not  only  for  this  year  and  next,  but  for  the 
years  which  follow.  It  would  mean  winning  this  war 
without  the  feeling  that  Germany,  even  though 
crushed,  will  laugh  up  her  sleeve  at  the  tremendous 
sacrifices  she  has  forced  us  to  make  and  at  the  ex- 
hausted condition  she  has  left  us  in. 

Lord  Shaughnessy  is  right  when  he  warns  us 
against  impairing  our  industrial  strength.  It  is  a 
vitally  important  question — scarcely  less  important 
than  the  war  itself,  because  the  two  are  so  closely  in- 
ter-related. Whatever  the  outcome  of  this  struggle 
may  be,  if  we  come  out  of  it  badly  organized,  indus- 
trially weak,  bereft  of  our  most  useful  men,  over- 
crowded with  slackers  and  incapables,  even  when  we 
reach  Berlin — we've  lost. 


Canadian  Industrial  Campaign 

The  Export  Association  of  Canada  Limited,  em- 
bracing over  one  hundred  of  the  larger  Canadian 
Manufacturers,  is  actively  engaged  in  a  campaign  to 
create  a  favorable  position  in  world  markets  for  Can- 
adian industry  as  a  whole.  The  Association,  which 
has  been  assisted  and  encouraged  by  the  Prime  Min- 
ister of  Canada,  the  Minister  of  Trade  and  Commerce, 
the  Canadian  Manufacturers  Association,  the  C.  P.  R., 
G.  T.  R.,  leading  representatives  of  the  Press,  and 
many  others  who  recognize  to  what  extent  the  future 
welfare  of  the  Dominion  depends  upon  the  building  up 
of  a  sound  and  profitable  export  trade,  has  already 
opened  offices  in  Montreal;  Lcjndon,  Eng.;  Auckland, 
New  Zealand;  and  Melbourne,  Australia.  Represen- 
tatioiiyis  about  to  be  established  in  South  Africa. 

Through  the  connections  which  it  has  made  for 
manufacturers,  the  Association  has  placed  regular 
shii)ments  for  Australia  and  New  Zealand.  The  Asso- 
ciation has  been  appointed  Purchasing  Agents  in  Can- 
ada and  the  United  States  for  the  Crown  Agents  of 
the  Colonies.      Important  orders  arc  being  received 
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from  this  source.  The  joint  general  manager  of  the 
Association  in  London  is  placing  the  Association  in 
touch  with  important  buying  channels  in  France,  Rus- 
sia, Italy  and  Belgium,  so  that  at  the  conclusion  of  the 
war,  Canadian  firms  may  have  knowledge  of  the  re- 
(|uirements  of  these  markets.  The  Association  is 
])reparing  for  large  business  abroad  when  the  scarcity 
and  liigh  rates  of  ocean  tonnage  have  been  overcome. 

Cement  Bricks 

Windsor,  Ont.,  March  21,  1916. 
Editor,  Contract  Record  : — 

In  reference  to  your  article  on  "Cement  Bricks,"  in 
the  March  15th  issue  of  your  valued  paper,  which  is 
always  a  welcome  visitor  to  our  office,  the  writer 
wishes  to  take  advantage  of  the  invitation  therein  and 
make  a  few  remarks  concerning  the  same.  The  writer 
has  had  several  years  experience  with  all  kinds  of 
building  materials,  especially  those  made  of  cement 
and  burned  clay,  and  any  remarks  made  here  are  based 
on  a  knowledge  of  the  facts  as  found  in  twenty-six 
years  in  the  business. 

First. — Cement  blocks  have  come  to  stay ;  because 
they  afford  a  cheaper  first  cost  construction  than  brick 
— and  there  will  always  be  those  who  will  use  and  ad- 
vocate cheapness  regardless  of  any  other  or  future 
consideration,  or  disadvantage. 

Second. — Cheapness  is  the  only  advantage  over  a 
hard-burned  clay  brick  that  a  cement  block  possesses. 
They  are  neither  as  dry  nor  as  warm  as  a  brick  wall 
of  the  same  thickness  laid  with  blind  headers.  In  fact 
you  cannot  keep  iron,  steel  or  leather  goods  in  a  ce- 
ment building  without  keeping  them  well  packed,  un- 
less the  walls  are  lathed  and  plastered. 

Cement  concrete  has  a  cold  nature  and  condenses 
the  moisture  in  the  air  near  it. 

Third. — I  would  think  that  the  greater  the  pres- 
sure applied  to  a  pressed  cement  brick  the  better  it 
would  be.  Although  not  having  any  experience  with 
pressed  brick  I  have  made  enough  cement  brick  for 
four  houses  with  a  machine  that  tamps  them,  and  we 
tamped  them  to  the  limit  to  be  sure  they  were  solid. 
In  spite  of  this  we  found  they  would  stand  very  little 
teaming  as  they  wore  their  corners  and  faces  off.  One 
very  bad  feature  with  a  cement  brick  or  block  is  the 
fact  that  the  least  settlement  in  a  wall  will  cause  the 
cement  brick  or  block  to  crack  straight  down,  whereas 
a  clay  brick  wall  upon  settling  will  crack  along  the 
mortar  joints  only,  making  it  much  easier  to  remedy. 

Fourth. — There  is  no  advantage  to  the  consumer  or 
contractor  in  a  frog  brick,  except  that  it  is  easier  for 
the  bricklayer  when  he  has  to  get  down  to  a  tight 
joint.  The  bricklayer  does  not  lay  the  frog  down  to 
save  mortar.  Generally  the  mortar  is  spread  in  such 
a  way  that  it  makes  no  difference  whether  the  frog 
is  up  or  down ;  but  in  laying  the  frog  down  it  leaves 
a  level  surface  on  which  he  spreads  his  mortar,  in  that 
way  making  it  easier  to  keep  to  the  line.  Another 
feature  of  the  frog,  is  that  the  struck  side  or  top 
side  when  it  is  in  the  mould,  dries  straighter  than  the 
frog  side,  and  when  the  bricklayer  strikes  the  joint 
he  presses  the  ])ottom  of  the  joint  back  from  the  face 
of  the  brick,  in  that  way  leaving  that  edge  exposed  to 
the  view  as  to  whether  it  is  straight  or  not,  generally 
the  joint  is  more  nearly  straight  where  frog  is  laid 
down. 

The  frog  was  placed  in  the  brick,  not  as  most  people 
think,  to  make  the  wall  stronger,  but  to  save  clay  in 
the  making  and  burning  less  fuel  in  the  kiln.  The 
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fact  is,  that  it  is  much  easier  to  get  a  frogged  larick 
out  of  a  wall  than  it  is  to  get  a  plain  brick  out;  the 
result  being  that  the  plain  brick  makes  the  strongest 
wall,  although  either  will  and  have  met  with  highest 
success  in  all  walls  for  the  general  building.  The 
clay  brick  will  stand  a  great  deal  more  heat  and  pres- 
sure than  a  cement  brick. 

Very  truly  yours, 

(Signed)  William  Thompson, 
Thompson  Bros. 

Pure  Iron  Culverts 

Montreal,  March  17,  1916. 

Editor  Contract  Record : 

We  have  read  with  interest  the  English  translation 
of  a  paper  prepared  by  Mr.  Eraser  of  Quebec,  and  read 
at  the  Good  Roads  Congress  under  the  title  of  "Cul- 
verts and  Maintenance"  and  we  wish  to  draw  your  at- 
tention to  a  common  error  in  translation. 

This  refers  to  our  Corrugated  Pure  Iron  Culverts. 
There  isn't  the  slightest  doubt  that  in  preparing  his 
paper,  Mr.  Fraser  intended  to  refer  to  Pure  Iron  Cul- 
verts, and  in  the  English  translation  the  reference  is 
made  to  Corrugated  Steel  Culverts. 

Our  Company  has  never  sold  any  Steel  Culverts 
in  the  province  of  Quebec,  all  our  product  being  made 
from'  pure  iron  Toucan  Metal,  which  is  nothing  more 
or  less  than  pure  iron,  from  which  all  the  corrosive 
elements  have  been  practicall  eliminated. 

Trusting  you  will  pul^lish  this  correction  in  as 
early  an  issue  as  possible,  we  beg  to  remain. 
Yours  truly. 

The  Pedlar  People  Limited. 

(Signed)  W.  E.  Ramsay. 


Committees  Toronto  Branch  C.S.C.E. 

At  a  recent  meeting  of  the  Executive  Committee 
of  the  Toronto  Branch  of  the  Canadian  Society  of 
Civil  Engineers,  the  following  members  were  appoint-, 
ed  to  the  several  working  committees  named  below : — 

Roads  and  Pavements. — M.  A.  Stewart,  Chairman  ; 
S.  G.  Talman,  G.  G.  Powell,  H.  S.  Van  Scoyoc,  W. 
Huber.  Subject— Investigation  of  sand  for  concrete 
highway  construction. 

General  Clauses  for  Specifications. — Willis  Chip- 
man,  Chairman;  E.  W.  Oliver,  E.  L.  Cousins,  Wm. 
Cross,  D.  Molitor.  Subject — To  consider  last  year's 
report  and  suggest  modifications  if  desirable. 

Steel  Bridge  Specifications. — A.  H.  Harkness,  Chair- 
man ;  Frank  Barber,  H.  L.  Steenbuch,  David  Molitor, 
Thos.  Taylor.  Subject — Steel  highway  bridge  specifi- 
cations. 

Reinforced  Concrete. — Peter  Gillespie,  Chairman  ; 
Frank  Barber,  A.  W.  Connor. 

Sewage  Disposal  and  Sanitation. — A.  Macalluni, 
Chairman;  P.  Gillespie,  W.  Chipman,  F.  W.  Thorold, 
J.  H.  Nevitt.  Subject — Report  on  Commercial  Success 
of  treating  sewage  by  aeration. 

New  Members. — J.  R.  W.  Ambrose,  Chairman;  H. 
F.  T.  Haultain,  A.  H.  Macallum,  G.  A.  McCarthy,  J.  H. 
Curzon. 

Legislation  Committee. — E.  W.  Oliver,  Chairman  ; 
J.  G.  G.  Kerry,  H.  E.  T.  Haultain. 

Track. — E.  G.  Hewson,  Chairman  ;  A.  F.  Stewart, 
A.  L.  Hertzberg,  F.  B.  Goedike.  Chairman  to  choose 
work  to  be  done  by  Committee. 

Power  Plants. — L.  M.  Arkley,  Chairman ;  A.  A. 
Bowman,  Peter  Bain,  E.  T.  J.  Brandon,  F.  G.  Clark, 
A.  G.  Hill,  Jas.  Milne,  A.  L.  Mudge.    Subject— Uni- 


form Steam  Boiler  Specifications  for  the  Dominion  of 
Canada. 

Library  Committee. — A.  L.  Mudge,  Chairman  ;  W. 
A.  Hare,  A.  A.  Bowman,  Fraser  F.  Keith. 

Hydraulics. — N.  R.  Gibson,  Chairman  ;  T.  H.  Hogg, 
H.  G.  Acres,  E.  C.  H.  Dowson,  C.  L.  Fellows,  D.  Mol- 
Pipe. 


Parliament  Buildings,  Ottawa 

Plans  for  the  remodelled  Parliament  Buildings,  Ot- 
tawa, have  been  completed  and  placed  on  exhibition  to 
the  Members  of  Parliament  in  the  office  of  the  Minister 
of  Public  Works  by  Messrs.  Pearson  of  Toronto  and 
Marchand  of  Montreal.  Plans  and  profiles  of  the  in- 
terior and  exterior  are  more  or  less  tentative,  and  have 
yet  to  receive  the  formal  endorsation  of  Parliament. 

The  main  features  of  the  new  plans  are  the  pre- 
servation of  the  present  architectural  scheme  of  the 
whole  front  elevation  as  it  now  stands,  the  tearing 
down  of  the  new  west  wing,  which  was  undamaged 
by  fire,  but  which  did  not  preserve  the  original  archi- 
tectural harmony  of  the  whole  building ;  the  construc- 
tion of  a  new  rear  elevation  following  the  lines  of  the 
original  architectural  scheme,  but  with  a  three-storey 
elevation  corresponding  to  the  front ;  the  construction 
of  chambers  for  the  Commons  and  Senate  at  the  west 
and  east  sides  respectively,  of  the  building,  instead  of 
in  the  centre,  as  was  the  case  before  the  fire ;  a  re- 
arrangement of  the  office  space  in  the  interior,  which 
will  give  38  per  cent,  increased  accommodation  with- 
out sacrificing  light  or  ventilation,  and  a  main  en- 
trance hall  and  Court  of  Fame  extending  from  the 
main  entrance  beneath  the  central  tower  clear  through 
to  the  Library  in  the  rear.  This  latter  wide  corridor 
will  give  a  much  more  imposing  vista  on  entering, 
and  will  afford  opportunity  for  a  national  gallery  of 
statesmen  in  oils  and  in  marble  or  bronze. 

The  new  Commons  chamber  will  occupy  practically 
the  whole  of  the  new  west  wing.  It  will  be  consider- 
adly  larger  than  the  former  chamber,  being  102  x  63, 
and  providing  ample  space  for  some  320  members. 
The  Speaker's  chair,  instead  of  being  in  the  centre  of 
the  west  side  as  in  the  old  chamber,  will  be  at  the 
north  end,  and  the  gallery  seating  will  be  much  better 
arranged,  both  in  regard  to  acoustics  and  in  regard  to 
accommodation  for  a  much  larger  number  of  spectators. 

The  members'  lobby  and  post  office  will  be  along 
the  front  of  the  building,  with  a  big  lounging  and  smok- 
ing room  running  along  the  ground  floor  on  the  west 
side  of  the  Commons  chamber.  Committee  rooms  and 
reading  rooms  will  be  situated  on  each  side  of  the  main 
entrance  hall,  running  from  the  front  entrance  back 
to  the  Library. 

On  the  Senate  side  the  new  chamber  will  be  at 
the  extreme  east  end,  following  the  same  line  as  the 
Commons  chamber,  but  somewhat  smaller.  Fireproof 
construction  and  an  adequate  system  of  ventilation 
are  being  provided  for.  The  plans  will  be  gone  over 
carefully  by  a  committee  of  the  House  representing 
both  sides  before  they  are  finally  approved.  It  is  ex- 
pected that  the  work  of  reconstruction  will  be  begun 
this  spring. 


Total  imports  for  the  twelve  months  ending  Janu- 
ary, 1916,  were  valued  at  $502,772,844.  This  is  less 
than  we  purchased  during  the  twelve  months  ending 
January,  1915,  when  the  total  was  $603,771,358.  For 
"the  year  ending  Januarv,  1914,  our  purchases  were 
valued  at  $661,272,527. 
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Bridge   Construction    in  Ontario 

The  Evolution  of  Building  Practices  —  Present  Traffic  Require- 
ments— Choice  Oi  Location  and  Type — Inspection  and  Maintenance 

By  George  Hogarth* 


There  are  to-day  sections  in  the  south  of  the  pro- 
vince that  have  been  settled  for  over  a  hundred  years ; 
and  in  the  north,  there  are  vast  areas  where  the  axe 
of  the  first  settler  is  only  now  being  heard.  Bridge 
construction  in  Ontario,  therefore,  varies  from  the 
primitive  types  of  timber  construction  suitable  for  the 
lightest  of  traffic  to  the  more  enduring  structures  of 
concrete  and  steel,  which  are  capable  of  safely  sustain- 
ing the  weight  of  a  twenty-ton  road  roller. 

Conditions  in  Northern  Ontario 

Our  rivers  of  the  north  are  usually  broad  and  deep 
with  nothing  more  secure  than  a  shifting,  slippery 
clay  bank  upon  which  to  build  abutments  or  piers. 
The  crossing  of  such  rivers  is  an  expensive  undertak- 
ing, since  the  river  bottom  is  frequently  soft  and  very 
liable  to  be  deeply  scoured  if  the  current  is  in  any 
way  deflected  by  a  pier.  In  Ontario  a  large  number 
of  bridges  are  reqtiired  each  year,  and  those  large  struc- 
tures which  are  more  expensive  and  serve  only  a  small 
population  must  frequently  give  way  to  less  costly 
smaller  structures  or  ferries,  which  furnish  communi- 
cation till  bridges  are  warranted.  In  deciding  on  the 
type  of  bridge  to  build,  consideration  must  be  given 
to  the  lumberman  who  is  bringing  sawlogs  down  the 
river,  and  piers  must  be  located  or  omitted  with  a 
view  to  avoiding  log  jams.  The  safe  location  of  the 
piers  usually  governs  the  length  of  bridge  span  to  use, 
since  the  crowding  of  logs  cannot  always  be  prevented, 
and  a  heavy  jam  will  often  pull  timber  piers  clean  out 
of  the  river,  piles  and  all.  There  is  also  the  ice  to 
contend  with,  and  it  works  almost  unceasingly  to  des- 
troy any  timber  structure  with  which  it  comes  in  con- 
tact. Late  in  the  fall,  when  the  water  is  low  in  the 
river,  the  ice  forms  and  sticks  solidly  to  the  piles  or 
cribs  for  a  depth  of  probably  three  to  four  feet.  Should 
a  sudden  thaw  come  in  February,  the  water  lifts  the 
ice  and  gives  the  piles  a  heave  that  throws  the  entire 
structure  out  of  grade.  For  these  reasons,  it  has  been 
found  advisable  to  bridge  the  rivers  with  one  span 
wherever  possible,  and  to  place  the  abutments  or  piers 
out  on  the  banks  of  the  stream.  The  placing  of  piers 
in  the  river  channel  is  usually  an  expensive  piece  of 
work,  and  the  maintenance  money  that  must  be  spent 
to  protect  them  from  logs  and  ice  in  the  spring  of  the 
year  is  frequently  considerable.  The  use  of  long  span 
bridges  is  often  therefore  an  economy. 

Building  Materials 

There  is  very  little  gravel  or  rock  to  l)e  found  in 
some  sections  of  Northern  Ontario,  and  concrete  abut- 
ments or  floors  cannot  be  considered.  Practically 
everywhere,  though,  there  is  standing  timber  of  fair 
size  and  quality  which  can  be  quickly  cut  into  piles 
and  roughly  hewn  to  form  portions  of  the  piers  and 
flooring.  The  design  of  structure  has  thus  developed 
along  the  most  economical  lines,  and  to-day,  you  will 
see  gn  the  highways  of  the  north  steel  bridges  rest- 
ing on  timber  piers  and  having  a  sawn  or  hewn  plank 
floor.  On  the  smaller  creeks  and  rivers,  the  timber 
Queen  Post  bridge  is  still  built,  and  is  supported  by 
pile  piers  or  timber  rock  filled  cribs;  but  where  the 
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bridge  must  be  60  feet  or  over  in  length,  a  steel  span 
is  the  best  and  cheapest  type  of  structure  that  can 
be  built.  The  cost  of  labor  in  remote  sections  of  the 
north  is  sometimes  out  of  all  proportion  to  the  work 
done,  and  these  types  of  construction  have  been  de- 
veloped from  actual  experience  as  being  the  most  ec- 
onomical under  present  conditions.  With  such  a  type 
of  bridge,  the  building  of  the  pile  piers  requires  com- 
paratively little  work,  and  four  or  five  men  and  a  team 
will  finish  the  timber  work,  erect  the  steel  span  and 
lay  the  floor  of  an  ordinary  structure  in  about  three 
weeks'  time.  Many  such  bridges  are  built  in  locations 
which  are  25  and  30  miles  from  a  railroad,  and  local 
men  accustomed  to  the  country  must  be  employed, 
since  the  ordinary  discouragements  of  life  on  that  class 
of  work  drive  the  newcomer  out  of  the  business. 

Bridge  to  Meet  Traffic  Conditions 

The  traffic  on  some  of  the  newer  roads  of  the  north 
does  not  warrant  an  expensive  bridge  across  a  broad 
river,  and  in  such  a  case  a  wire  rope  is  stretched  from 
bank  to  bank  and  a  scow  provided,  by  means  of  which 
travellers  may  ferry  themselves  across  the  stream. 
Such  a  contrivance  is  cheap  and  is  of  great  use  during 
the  summer  months  of  the  year,  but  the  crossing  will 
be  impassable  to  all  ordinary  travel  for  a  week  or  so 
during  the  spring  and  fall. 

The  highway  bridges  built  in  the  settled  districts 
and  counties  of  older  Ontario  are  of  a  more  advanced 
type  of  construction.  They  must  be  capable  of  carry- 
ing heavier  loads  and  be  built  so  as  to  withstand  the 
wear  and  tear  of  greater  traffic.  Since  good  sand, 
gravel,  and  crushed  stone  are  easily  obtained  and  ce- 
ment is  cheap,  it  is  economical  to  I)uild  the  structures 
of  concrete.  For  the  longer  spans  where  concrete  is 
not  as  serviceable,  the  steel  bridge  is  used,  and  it  is 
customarily  supported  on  concrete  abutments  and  pro- 
vided with  a  concrete  floor. 

Type  of  Bridge 

For  short  spans,  the  concrete  beam  bridge  is  a  very 
desirable  structure,  and  for  spans  of  medium  length, 
where  local  conditions  admit  of  its  use,  the  concrete 
arch  is  of  pleasing  appearance.  Such  work,  when  well 
designed  and  properly  built,  is  very  durable,  but  great 
attention  must  be  given  to  the  foundations  and  to  the 
surrounding  conditions  in  order  that  damage  to  the 
structure  may  be  prevented.  Concrete  is  easily  adapt- 
ed to  almost  any  foundation,  but  it  is  not  in  the  best 
interests  of  such  construction  to  use  it  in  important 
locations  where  settlement  of  the  piers  is  to  be  antici- 
l)ated,  or  where  the  river  channel  will  be  cramped,  due 
to  a  low  bridge  being  required.  The  safety  and  en- 
during qualities  of  a  concrete  structure  depend  to  a 
great  extent  on  the  stability  of  the  foxmdations.  The 
slightest  movement  of  the  footings  will  result  in  cracks 
opening  in  different  parts  of  the  structure,  and  while 
such  cracks  may  not  seriously  affect  the  strength  or 
safety  of  the  bridge,  they  are  unsightly  and  indicate . 
an  undesirable  condition  of  aft'airs.  Concrete  is  a 
splendid  building  material  and  will  give  good  results 
even  with  very  indifferent  workmanship.  It  is  par- 
ticularly well  adapted  to  certain  locations  and  designs, 
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but  if  used  indiscriminately  failures  are  bound  to  oc- 
cur. In  the  case  of  small  concrete  bridges,  the  placing 
of  the  footings  at  a  sufficient  depth  below  the  ground 
or  water  surface  is  frequently  disregarded.  As  a  re- 
sult, the  rush  of  water  during  a  freshet  undermines  the 
foundations  and  the  entire  structure  may  be  lost.  It 
is  good  practice  to  carry  all  footings  down  to  a  depth 
of  at  least  four  feet  below  low  water  level  since  at  that 
depth  the  foundation  will  be  safe  from  frost,  as  well 
as  from  the  scouring  action  of  the  water.  There  are 
so  many  vital  considerations  entering  into  the  design 
of  a  highway  bridge  that  the  selection  of  the  type 
and  nature  of  the  bridge  should  be  left  entirely  to 
the  engineer  and  his  decision  should  be  final. 

Heavier  Riveted  Construction 

Within  the  last  fifteen  years  there  has  been  a  grad- 
ual development  and  improvement  in  the  general  de- 
sign and  construction  of  steel  bridges.  The  tendency 
has  been  toward  strong  and  rigid  riveted  construction, 
and  the  light  types  formerly  built  have  been  abandoned. 
This  progress  is  best  illustrated  in  the  cities  by  the 
use  of  heavy  plate  girders,  and  in  the  country  by  the 
building  of  fully  riveted  bridges  in  place  of  the  pin- 
connected  structures  formerly  erected.  With  riveted 
details,  a  longer  life  is  to  be  expected  of  such  bridges. 
There  is  still,  however,  room  for  further  improvement 
in  the  design  of  typical  connections,  but  the  overcom- 
ing of  prejudice  against  new  methods  along  such  lines 
is  a  slow  process.  Details  that  were  considered  good 
design  twenty  years  ago,  but  which  are  now  obsolete, 
may  be  used  in  structures  built  to-day,  if  care  is  hot 
exercised  in  checking  the  plans.  Our  highway  bridges 
are  now  designed  to  carry  a  concrete  floor  and  a  15  or 
20-ton  road  roller,  or  a  live  load  of  100  pounds  to  the 
square  foot  of  floor  surface.  The  structure  which  is 
built  to  carry  such  loading  is  of  good  proportions  with 
fairly  stout  members.  In  the  past,  insufficient  quan- 
tities of  metal  were  used  in  many  bridges,  and  they 
were  built  so  light  as  to  be  unable  to  sustain  for  many 
years  the  wear  and  tear  to  which  they  were  subjected 
by  the  traffic  and  the  elements. 

Maximum  Load 

The  tendency  of  the  times  indicates  that  a  20-ton 
road  roller  will  be  the  maximum  load  for  bridges  for 
some  time  to  come.  In  some  localities  it  is  proposed 
to  limit  the  weight  of  road  rollers  and  auto  trucks 
allowed  to  pass  over  highways  and  to  make  the  maxi- 
mum permissible  weight  of  such  machines  ten  or 
twelve  tons.  Legislation  along  such  lines  appears 
to  be  advisable,  since  with  an  unrestricted  weight  of 
auto  trucks  we  would  soon  see  excessively  heavy  ve- 
hicles doing  considerable  damage  to  highway  bridges. 
Some  timber  and  concrete  floors  have  already  received 
severe  treatment  and  have  been  partly  destroyed  by 
the  heavy  rear  axle  weight  of  loaded  trucks,  and  un- 
less steps  are  taken  to  curtail  such  weight  the  damage 
will  greatly  increase.  It  is  advisable,  therefore,  to  enact 
laws  which  will  set  a  limit  on  these  heavy  loads  so 
that  the  highway  bridges  can  be  built  in  the  security 
of  knowing  the  heaviest  load  they  will  be  called  upon 
to  carry.  Otherwise,  great  confusion  may  result,  and 
a  condition  might  arise  where  all  our  bridges  would 
be  too  weak  the  moment  an  auto  truck  manufacturer 
increased  the  capacity  and  weight  of  his  product.  The 
establishing  of  a  definite  maximum  load  gives  the  auto 
builder  and  the  bridge  engineer  a  basis  upon  which  to 
develop  and  improve  all  designs. 

While  we  now  build  what  is  believed  to  be  a  fairly 
stout  bridge,  the  required  minimum  thjckness  of  metal 


of  5/16  inch  causes  nearly  all  highway  bridge  work  to 
be  known  as  tinwork  in  the  shop  where  it  is  fabricated. 
If  durable  structures  are  to  be  constructed,  no  skimp- 
ing or  trimming  out  of  metal  should  be  allowed.  It 
would  appear  to  be  a  step  in  the  right  direction  if  no 
metal  less  than  3/8  inch  thick  was  permitted  to  go  into 
a  highway  bridge.  Steel  highway  bridges  are  still 
built  too  light  and  flimsy  to  give  a  long  length  of  life. 
Many  steel  bridges  in  use  25  years  urgently  require 
renewal  to-day  because  of  the  serious  rusting  of  the 
thin  material,  and  if  our  work  is  to  be  enduring  and 
have  a  fair  length  of  life,  it  is  absolutely  essential  that 
a  sufficient  quantity  of  metal  be  used  in  the  new  bridge. 

Flooring 

There  are  several  types  of  flooring  used  on  high- 
way bridges  built  to-day,  and  probably  the  one  most 
frequently  placed  and  which  gives  good  satisfaction  is 
the  reinforced  concrete  floor.  The  plank  floor  and  the 
creosoted  wood  block  floor  are  also  used  in  cases 
where  concrete  materials  cannot  be  had,  or  where  it 
is  desired  to  lighten  the  dead  load  on  a  long  bridge. 
In  laying  a  concrete  floor,  too  much  care  cannot  be 
exercised  to  see  that  all  stone,  sand,  or  gravel  is  clean 
and  the  best  to  be  obtained,  since  otherwise  the  result 
will  be  a  poor  concrete  which  will  soon  show  signs  of 
wear  and  disintegration. 

The  office  methods  and  specification  data  used  in 
the  design  of  bridges  call  for  little  or  no  comment, 
but  many  of  the  methods  of  obtaining  first  hand  in- 
formation in  the  field  during  the  original  survey  or  in- 
spection of  the  site  of  the  bridge,  might  be  profitably 
revised.  Inexperienced  men  should  not  be  sent  to 
measure  up  the  location  of  a  proposed  bridge.  Each 
crossing  of  a  river  is  surrounded  by  widely  different 
conditions,  and  an  engineer  well  versed  in  building 
and  maintaining  bridges  should  make  the  original  sur- 
veys and  examinations. 

History  of  Location 

When  a  bridge  is  to  be  built,  accurate  information 
is  required  respecting  the  width  of  the  river,  the  depth 
of  the  water,  the  height  of  high  and  low  water,  the 
navigation  or  log  driving  to  be  provided  for,  the  man- 
ner in  which  the  ice  goes  out  in  the  spring,  the  quantity 
of  driftwood  brought  down  by  the  freshet,  the  nature 
of  the  banks  of  the  river,  the  character  of  the  founda- 
tions that  will  be  required,  the  local  material  available 
for  concrete  or  timber  work,  and  the  distance  to  the 
nearest  railway  station.  This  information  is  necessary, 
be  the  bridge  small  or  large,  and  in  addition  the  judg- 
ment of  the  engineer  comes  into  play  when  the  question 
is  put  as  to  what  structure  is  best  adapted  to  the  site. 
Many  instances  could  be  cited  where,  owing  to  in- 
complete information,  a  bridge  pier  was  placed 
in  the  middle  of  a  river.  The  amount  of  money  re- 
quired to  protect  and  maintain  that  pier,  together  with 
its  first  cost,  would  have  paid  for  a  steel  bridge  long 
enough  to  completely  span  the  river.  In  some  cases, 
bridges  of  insufficient  length  have  been  placed  at  cross- 
ings of  wide  rivers,  and  as  a  result  they  have  been 
swept  away  on  the  crest  of  the  first  serious  flood.  The 
position  of  the  banks  of  a  river  is  very  significant. 
They  are  standing  evidence  that,  at  one  time  or  an- 
other, the  river  possessed  sufficient  force  and  power  to 
sweep  away  everything  between  those  bankcS,  and  a 
structure  which  cramps  that  wide  waterway  is  put- 
ting up  a  losing  fight  with  nature.  The  pages  of  our 
engineering  journals  continually  record  the  Avashing 
away  of  bridges,  and  the  lesson  frequently  placed  be- 
fore us  is  that  the  waterways  provided  at  bridges 
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should  be  of  a  sufficient  size  to  pass, the  floods.  The 
creek  of  to-day  may  be  the  roaring  torrent  of  to- 
morrow, and  provision  should  be  made  for  that  ex- 
cessive rush  of  water.  It  is  only  natural  to  build 
bridges  as  small  as  possible,  and  to  construct  them 
with  the  least  expenditure  of  money,  hut  in  building 
a  bridge  the  first  consideration  should  be  the  safety 
of  the  completed  structure  and  the  size  of  the  water- 
way to  be  provided  must  govern  the  design. 

Foundations 

The  nature  <jf  the  foundation  on  which  the  abut- 
ment of  a  bridge  is  to  be  placed  deserves  mention. 
An  engineer  is  called  upon  to  construct  bridge  foot- 
ings in  every  kind  of  location  from  one  that  is  a  bot- 
tomless bog  to  one  that  is  splendid  solid  rock.  There 
are  between  those  extremes  a  number  of  different 
classes  of  material,  all  of  which  require  close  attention 
in  order  that  a  secure  footing  may  be  obtained.  A 
solid  rock  foundation  is. ready  for  the  concrete  as  soon 
as  all  the  loose  and  decayed  rock  has  been  blasted  and 
cleaned  away.  It  is  well  to  have  the  rock  footing  fairly 
level  and  yet  rough  enough  to  give  the  concrete  a  good 
bond  to  prevent  any  possibility  of  sliding.  With  a 
foundation  of  gravel,  boulders,  or  hardpan,  the  con- 
crete of  the  footing  may  be  deposited  Avhen  the  excava- 
tion reaches  a  depth  of  four  or  five  feet,  since  at  that 
depth  scouring  of  the  material  cannot  occur  and  frost 
will  have  no  effect. 

Use  of  Piles 

Where  the  foundation  is  sand,  silt,  muck,  or  soft 
clay,  the  bottom  will  require  that  piles  be  driven,  and 
soundings  should  be  made  to  ascertain  the  depth  or 
length  of  pile  required  to  bring  up  against  hard  ma- 
terial. In  driving  piles,  good  judgment  and  experience 
is  required  to  know  just  when  a  pile  is  sufficiently 
driven.  Many  specifications  require  that  driving  shall 
be  continued  to  refusal,  and  this  is  much  to  be  pre- 
ferred to  under  driving.  The  preparation  of  a  pile 
foundation  requires  just  as  much  care  as  any  other 
nart  of  the  design  of  a  bridge,  since  with  improper  or 
insufficient  driving  settlement  will  occur  and  the  abut- 
ment or  pier  will  be  destroyed. 

In  some  locations  where  an  exceptionally  soft 
foundation  occurs,  it  is  advisable  to  divert  the  road  to 
a  better  crossing,  where  a  more  secure  bottom  can  be 
obtained.  With  a  highway  bridge,  however,  there  is 
a  lack  of  vibration  and  impact  and  the  loading  is  com- 
paratively light,  so  that  in  almost  all  soft  locations  a 
good  pile  footing  will  be  found  to  be  all  that  is  required 
to  safely  carry  the  abutment. 

For  short  bridges  ud  to,  say,  40  or  45  feet  in  length, 
and  where  the  bottom  is  soft,  a  steel  beam  bridge  gives 
a  very  satisfactory  structure.  The  small  cost  of  the 
entire  work  does  not  justify  expensive  pile  foundations, 
and  a  mat  composed  of  long  timbers  may  be  laid  in 
the  bed  of  the  river  so  that  each  timber  extends  under 
both  abutments.  A  slight  settlement  is  to  be  expected 
with  such  a  structure,  but  no  harm  or  damage  to  the 
bridge  will  occur. 

Maintenance  of  Bridges 

The  maintaining  of  the  many  steel  bridges  now  on 
the  highways  is  a  work  requiring  considerable  experi- 
ence and  attention.  A  bridge  is  like  any  other  struc- 
ture built  by  man,  it  is  not  everlasting.  In  the  case  of 
steel  structures,  it  has  practically  been  a  custom  to 
neglect  them  and  they  are  seldom  painted.  This  neg- 
lect hastens  the  rusting  and  decay  of  the  metal,  and 
the  day  soon  comes  when  another  bridge  is  necessary. 


It  is  frequently  a  difficult  matter  to  have  councils  ap- 
propriate money  for  painting  bridges  when  they  have 
seen  indifferent  and  expensive  work  done  on  bridges  in 
their  own  or  in  an  adjoining  -municipality.  There  is 
no  doubt  whatever  that  money  spent  for  painting  is 
real  economy,  and  there  is  no  defense  that  can  be  of- 
fered for  allowing  a  bridge  to  go  to  ruin.  If  a  struc- 
ture is  painted  every  four  years,  it  will  take  five  com- 
plete paintings  to  protect  it  for  20  or  25  years,  and  at 
the  end  of  that  time  it  should  be  in  a  good  state  of  pre- 
servation. It  could  then  be  removed  to  a  highway  hav- 
ing lighter  traffic  and  would  probably  be  of  good  ser- 
vice in  that  new  location  for  a  number  of  years.  Ex- 
perience with  bridges  that  have  been  vincared  for  for 
25  years,  indicates  that  they  are  just  about  ready  for 
the  scrap  heap,  whereas  a  proper  painting  carried  out 
at  comparatively  small  cost  would  have  rendered  them 
still  useful  for  an  indefinite  period. 

Inspection 

A  competent  inspector  should  examine  all  bridges 
at  least  twice  a  year.  The  inspections  should  be  in 
the  spring  and  fall,  and  every  portion  of  the  structure 
should  be  examined  to  discover  any  defects.  The  older 
bridges  have  many  welded  members,  and  experience 
has  shown  that  such  details  are  liable  to  fail  while  in 
service.  Where  there  are  two  bars  in  a  member  and 
one  breaks  there  is  still  sufficient  strength  available  to 
carry  the  structure,  pending  immediate  repairs,  but  no 
chances  should  be  taken,  and  if  there  is  aiiy  doubt 
as  to  the  ability  of  the  structure  to  stand  up  it  should 
be  closed  till  repairs  can  be  completed.  Notice  boards 
calling  attention  to  a  speed  limit  on  the  bridge  may 
be  in  place,  but  are,  in  all  probability,  illegible,  due  to 
disappearance  of  the  paint.  Such  boards  are  still  neces- 
sary. They  should  be  painted  with  easily  read  type  and 
placed  conspicuously  in  order  to  obtain  compliance 
with  the  stated  request.  The  fact  that  a  notice  board 
cannot  he  read  usually  results  in  a  lack  of  observance 
of  a  very  necessary  restriction  on  the  speed  of  horses 
crossing  a  bridge. 

Repairs 

The  practical  test  of  observing  the  bridge  during 
the  passage  of  a  heavy  load  may  result  in  the  dis- 
covery that  the  various  parts  appear  to  be'  loose  and 
that  the  entire  structure  appears  to  be  working  or  mov- 
ing. If  there  are  a  number  of  adjustable  members  in 
the  trusses  and  lower  laterals,  it  is  probable  that  the 
tightening  of  such  while  no  load  is  on  the  structure 
will  cure  any  apparent  looseness,  while  if  the  bridge  is 
fully  riveted  it  is  desirable  that  close  attention  be  given 
the  various  joints  to  see  that  rivets  are  still  tight.  If 
a  number  of  loose  rivets  are  found,  it  is  best  to  cut 
them  out  and  re-drive  so  as  to  produce  a  tight  joint. 

In  Ontario  we  have  many  concrete  bridges,  and 
where  such  structures  were  originally  well  built  there 
are  no  maintenance  charges  and  little  or  no  inspec- 
tion required.  The  first  concrete  arch  bridge  built  by 
the  Department  of  Public  Works  was  constructed  in 
1907.  It  is  founded  on  solid  rock,  and  to  date  not  one 
cent  has  been  expended  for  maintenance. 

In  conclusion  it  may  be  said  that  the  highway 
bridge  is  to-day  in  an  important  stage  of  development. 
The  knowledge  gained  in  using  the  various  materials 
of  construction  is  tending  to  modify  and  improve  the 
design  and  general  appearance  of  such  structures,  and 
a  more  artistic  type  is  being  aimed  at.  With  an  estab- 
lished system  of  loads  for  all  structures,  and  a  greater 
])ul)lic  (k'niand  for  i)ermanency  in  construction,  a  con- 
siderable improvement  in  the  character  and  type  of 
bridges  is  to  be  expected. 


March  29.  1916 
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Concrete  Foundations  for  Asphalt  Pavements 
and  Roads  Subject  to  Heavy  Travel 


By  Clifford  Richardson* 


The  first  essential  in  road  construction  of  a  per- 
manent character  is  a  dry  and  firm  subsoil  upon  which 
to  build.  This  being  assured,  another  and  more  essen- 
tial factor  in  the  satisfactory  construction  of  the  high- 
est type  of  asphalt  pavement,  country  highways,  and, 
in  fact,  for  all  forms  of  road  surfaces  to  carry  heavy 
traffic,  is  a  suitable  foundation.  This  is  emphasized 
by  the  weights  which  our  main  arteries  of  communica- 
tion are  called  upon  to  sustain  owing  to  the  advent  of 
the  motor  vehicle,  more  especially  the  motor  truck, 
the  latter  rapidly  increasing  in  capacity  to  such  an  ex- 
tent that  means  of  regulatine  its  use  are  being  con- 
sidered. Portland  cement  will,  therefore,  find  an  ex- 
tended use  as  travel  on  our  roads  increases,  for  the 
puroose  of  afifording  adequate  support  for  any  type  of 
surface.  The  only  satisfactory  substitute  therefor  has 
been  found  to  be  an  old,  well-compacted  broken  stone 
road  which,  in  this  country,  is  not  often  available,  but 
of  which  good  examples  are  found  in  England. 

Foundation  Supports  the  Load 

In  the  case  of  asphalt  surfaces,  these,  in  themselves, 
possess  no  inherent  strength  to  support  heavy  loads 
and,  like  all  other  surfaces,  require  an  adeauate  support 
when  subjected  to  concentrated  travel.  Whatever  type 
of  pavement  or  road  surface,  of  a  character  to  carry 
heavy  travel,  may  be  selected,  it  must,  unquestion- 
ablv,  be  given  such  support  bv  a  proper  foundation, 
and  this  can  be  accomplished  in  no  more  satisfactory 
way  than  bv  a  suitable  Portland  cement  concrete. 
AVhile  this  has  been  recognized  for  some  years,  in 
certain  instances,  it  is  plain  that  it  must  have  a  general 
acceptance  in  the  near  future,  at  least  as  applied  to  our 
main  arteries  of  communication,  while  it  is  sfenerally 
desirable  as  a  matter  of  permanence,  where  funds  are 
available,  in  view  of  the  much  longer  life  which  any 
form  of  construction  will  have  if  placed  thereon.  The 
nrimary  difificulty  is.  of  course,  the  availability  of  funds 
for  this  purpose.  As  a  well  constructed  Portland  ce- 
ment foundation  needs  no  maintenance  its  cost  may  be 
met  by  the  issue  of  long  term  bonds.  Such  a  proced- 
ure would  violate  all  principles  of  economics  as  ap- 
plied to  the  surface  itself,  the  life  of  which,  for  any 
tvpe,  cannot  be  such  as  to  iustify  a  bond  i-^sre  for  a 
longer  period  than  ten  years. 

Thickness  of  Concrete 

The  thickness  of  concrete  which  is  called  for  as  an 
adequate  support  for  a  road  or  street  is,  of  course,  de- 
pendent upon  the  character  of  the  travel  it  will  be 
called  upon  to  carry  and  upon  the  support  which  it 
receives  from  the  sub-soil  on  which  it  is  placed.  In 
London,  England,  on  one  of  the  streets  of  the  heaviest 
traffic.  High  Holborn,  it  has  been  proposed  to  place  11 
mches  as  being  a  thickness  necessary  for  the  conditions 
to  be  met  th  ere.  The  usual  thickness  in  this  country 
for  our  most  important  thoroughfare  has  been  six 
inches,  but  with  the  enormous  disturbance  which  is 
continually  going  on  for  underground  operations  and 
with  the  increasing  weight  of  the  motor  truck  this  will, 
in  the  near  future,  have  to  be  increased  in  proportion. 

At  the  same  time,  it  is  becoming  recognized,  at  least 

*  Before  American  Concrete  Institute,  Chicag-o. 


by  experts,  that  there  must  be  a  great  improvement  in 
the  methods  employed  in  the  selection  of  the  aggre- 
gate, especially  the  sand,  of  which  concrete  is  made. 
Testing  the  sand  is  as  important  as  testing  the  cement 
if  work  of  the  highest  character  is  expected.  It  has 
also  been  demonstrated  that  one  brand  of  cement  will 
give  more  satisfactory  results  with  one  sand  than  with 
another,  although  each  cement  will  yield  the  same  re- 
sults with  standard  sand.  It  is  evident,  therefore,  that 
there  is  a  great  opportunity  for  improvement  in  the 
character  of  concrete  and  it  is  encouraging  to  know 
that  the  United  States  Office  of  Public  Roads  and  Rural 
Eneineering  and  several  specialists  on  the  subject  are 
making  extended  investigations  in  this  direction. 

Permanent  Investments 

A  Portland  cement  concrete  foundation  may  be 
looked  upon  as  a  permanent  investment  and,  to  a  cer- 
tain extent,  concrete  road  surfaces  may  be  also  con- 
sidered in  the  same  way,  as  when  they  become  too 
rousrh  with  aee  to  be  used  as  such  they  will,  with 
adeauate  repairs,  become  available  as  a  foundation  for 
an  asphalt  surface  or  one  of  some  other  type. 

California,  vmder  the  policy  pursued  by  its  State 
HieliM^ay  Commission,  is  expending  millions  of  dollars 
in  the  use  of  Portland  cement  concrete  for  highways, 
and  looks  upon  this  expenditure  as  an  asset  for  many 
years.  Upon  this  concrete  an  asphaltic  surface,  com- 
posed of  '^and  and  fine  pea-erit.  is  laid  for  the  pur- 
pose of  obtaininp-  one  which  is  more  agreeable  for 
travel  at  a  cost  of  but  8  cents  per  square  vard.  This 
is  a  temporary  expedient  where  the  travel  is  hVht  and 
funds  are  not  available  for  a  more  suitable  form  of 
construction.  It  is  expected  to  last  for  three  or  four 
years  and  five  an  adenuate  return  for  the  monev  ex- 
pended. Where  travel  is  more  concentrated,  an  as- 
phalt surface  mixture  containine  fine  stone  is  employed, 
costino"  about  50  cents  per  souare  vard.  which  mav  be 
looked  upon  as  havine  a  hieher  deeree  of  durability. 
Probably  there  is  no  State  where  as  satisfactory  a  com- 
bination of  Portland  cement  concrete  and  bitumen  has 
been  used,  looked  at  from  the  noint  of  view  of  econ- 
omics, as  in  California.  althoup"h  it  mav  be  regarded 
as  too  thin,  havin.f  a  thickness  of  only  W2  inches.  This 
is.  of  course,  due  in  part  to  the  favorable  climatic  con- 
ditions which  the  form  of  construction  employed  there 
is  called  upon  to  meet. 

It  is  worthy  of  note  that  where  Portland  cement 
concrete  is  protected  by  a  bituminous  or  other  form  of 
surface,  a  much  smaller  proportion  of  the  hydraulic 
bindiu"-  material  and  a  lean  concrete  is  called  for.  than 
where  it  is  exnosed  to  travel  and  is,  consequently,  much 
less  expensive. 

Careless  Mixing  and  Placing 

_  Experience  has  shown  that  our  present  methods  of 
mixing  and  placing  concrete  for  road  construction  mav 
be  irnproved  to  a  very  large  extent.  Too  much  work 
of  this  description  is  carried  out  carelesslv,  without  a 
proper  study  of  the  mineral  aggregate  of  which  the 
concrete  is  composed  and  without  devoting  stifficient 
time  to  its  thorough  mixture,  but  engineers  are  awak- 
ening to  their  shortcomings  in  this  respect  and  there 
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will  no  doubt  be  a  great  improvement  in  this  direction 
in  the  future. 

Of  course,  the  characteristics  of  the  Portland  ce- 
ment in  use  in  concrete  foundations  for  road  surfaces 
and  the  degree  of  fineness  to  which" it  is  ground,  form 
an  element  of  great  importance  in  the  success  with 
which  concrete  is  employed  for  any  purpose,  although 
it  is  recognized  that  the  product  of  our  American  in- 
dustry is  generally  of  a  very  high  quality. 

Climatic  Conditions 

Climatic  conditions  and  the  great  extremes  of  tem- 
perature, at  times  ranging  from  130  degs.  F.  to  40  degs. 
F.  below  zero,  result  in  the  formation  of  cracks  in 


Portland  cement  concrete  when  used  as  monolithic 
foundations  for  asphalt  surfaces,  and  these  are  often 
reproduced  in  the  surfaces  themselves,  but  the  effect 
of  such  cracks  usually  disappears  within  the  first  few 
years  of  the  life  of  the  surface  and  are  not  subsequently 
manifested  to  any  disagreeable  extent.  That  these 
cracks  are  largely  due  to  contraction,  due  to  extreme 
temperatures,  is  demonstrated  by  the  fact  that  they  are 
far  less  apparent  in  such  a  climate  as  that  of  California 
where  extreme  temperatures  do  not  occur.  In  certain 
instances  expansion  of  Portland  cement  concrete,  at 
joints  between  dififerent  day's  work,  have  been  ob- 
served, but  this  happens  but  rarely  and,  again,  is  not 
manifested  after  the  expiration  of  a  few  years'  time. 


Progress  Report  on  Nova  Scotia  Water  Power  Investiga- 
tions—Establishment of  Meteorological  Stations 

By  K.  H.  Smith* 


PROBABLY  more  small  water  power  develop- 
ments, such  as  saw  mills,  grist  mills,  and  card- 
ing mills,  have  existed  in  Nova  Scotia  than  in 
any  other  part  of  Canada.  However,  in  com- 
mon with  all  other  countries,  before  the  advent  of  long- 
distance electrical  transmission,  interest  in  water 
powers  was  purely  local  until  the  year  1909,  when 
public  interest  in  water  powers  was  sufficiently  aroused 
to  influence  legislation.  Previous  to  1910  no  reserva- 
tions had  been  made  of  the  waters  of  the  beds  of  rivers 
or  lakes  comprised  within  land  grants.  Moreover,  by 
that  time  the  greater  part  of  the  public  domain  had 
passed  into  private  hands. 

In  the  meantime  the  activities  of  the  Hydro-Elec- 
tric Power  Commission  of  the  province  of  Ontario, 
as  well  as  those  of  private  concerns  in  other  parts  of 
the  country,  did  not  go  unnoticed  in  Nova  Scotia,  and 
in  1909  an  act  was  passed  indicating  that  public  in- 
terest was  alive  at  least  to  that  particular  phase  of  the 
possibilities  of  utilizing  hydro-electric  energy  in  Nova 
Scotia.  A  culmination  of  public^  discussion  and  in- 
terest in  hydro-electric  energy  so' far  as  Nova  Scotia 
is  concerned  seems  to  have  occurred  during  the  1914 
session  of  the  local  House  of  Assembly. 

Appointment  of  Commission 

The  consideration  of  bills  passed  at  that  session 
led  to  considerable  discussion  along  general  hydro- 
electric lines,  and  the  concensus  of  opinion  seemed  to 
be  that  something  should  be  done  in  Nova  Scotia  to 
determine  whether  or  not  a  hydro-electric  policy  sim- 
ilar to  that  carried  out  in  Ontario  by  the  Hydro-Elec- 
tric Power  Commission  could  be  inaugurated  to  good 
advantage  in  Nova  Scotia.  Accordingly  an  Act  was 
passed  in  the  latter  part  of  the  session  which  provided 
for  the  appointment  of  a  Nova  Scotia  Power  Commis- 
sion to  make  certain  investigations  and  recommenda- 
tions. 

The  Commission  was  organized  in  accordance  with 
the  Act,  and  met  on  July  31,  1914.  Following  several 
conferences  between  officials  of  the  Dominion  Water 
Power  Branch  and  representatives  of  the  Commission, 
a  co-oi>erative  agreement  was  reached.  The  Commis- 
sion was  to  have  the  services  of  an  engineer  of  the 
Dominion  Water  Power  Branch,  with  his  expenses  and 
necessary  field  equipment,  while  the  Commission  was 
to  make  available  the  sum  of  $3,000  for  the  first  year's 

♦  Resident  Engineer  Uominion  Water  Power  Branch,  Halifax. 


work.  The  writer,  K.  H.  Smith,  as  engineer  of  the 
Dominion  Water  Power  Branch,  was  instructed  to 
proceed  to  Halifax  as  resident  engineer  in  charge  of 
all  work  to  be  undertaken. 

Conferences  were  held  in  Halifax  on  April  20  and 
21,  1915,  between  Mr.  J.  T.  Johnson,  chief  hydraulic 
engineer  of  the  Dominion  Water  Power  Branch,  the 
resident  engineer,  and  the  members  of  the  Commis- 
sion. Active  work  was  begun  on  May  10,  1915,  when 
gauging  stations  were  established  on  some  of  the 
rivers,  and  since  then  both  field  and  office  work  has 
progressed  without  interruption. 

Available  Power 

It  is  apparent  that  an  adequate  estimate  of  the 
water  power  possibilities  of  any  stream  depends  main- 
ly on  two  things ;  first,  the  head  or  fall  available ;  sec- 
ond, the  amount  of  water  available.  The  amount  of 
water  available  may  be  influenced  by  the  possibility  of 
storing  flood  flows  to  increase  the  low  water  flow.  The 
first  factor,  that  is,  the  head  or  fall,  as  also  the  ques- 
tion of  storage  in  lakes  or  artificial  basins,  is  constant, 
and  may  be  determined  absolutely  by  instrumental  sur- 
veys. The  second  factor,  that  of  the  amount  of  water 
available,  is  variable,  and  depends  entirely  on  the  rain- 
fall, the  amount  of  water  which  runs  off  in  the  streams 
being  further  influenced  by  local  conditions  of  tem- 
perature, wind,  geological  formation  and  vegetation. 
A  gauge  is  installed  at  a  suitable  location,  indicating 
the  height  of  the  surface  of  the  water  at  its  various 
stages.  By  means  of  an  instrument,  known  as  a  cur- 
rent meter,  registering  its  revolutions  electrically,  the 
velocity  and  depth  of  the  water  is  obtained,  at  various 
stages  of  the  stream  as  indicated  by  the  gauge.  Hav- 
ing determined  the  area  of  the  cross-section  of  the 
stream  and  the  velocity  of  the  water,  the  volume  of 
the  water  flowing  at  each  of  these  stages  can  there- 
fore be  computed  by  a  simple  multiplication  of  these 
two  factors  and  this  result  or  "run-ofl:"  is  usually 
indicated  in  cubic  feet  per  second  or  as  it  is  frequently 
abbreviated,  "second-feet."  By  tabulating  in  a  special 
way  a  relatively  small  number  of  these  measurements, 
distributed  from  low  water  to  high  water,  the  amount 
of  water  flowing  in  the  river  may  be  determined  for 
all  stages,  by  merely  reading  the  gauge.  For  this 
purpose,  local  observers  are  employed  at  small  ex- 
pense, who  read  the  gauges  on  the  various  streams, 
usually  once  a  day  and  more  often  at  special  seasons. 
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The  amount  of  rainfall  is  measured  in  a  cylindrical 
vessel  suitably  located,  and  requires  attention  from 
an  observer  at  each  period  of  rainfall. 

Gauging  Stations 

So  far  as  possible,  gauging  stations  are  established 
not  only  on  representative  streams  in  the  district, 
but  also  on  streams  which  are  of  themselves  important. 
At  most  of  these  stations  daily  gauge  heights  are  ob- 
tained with  additional  records  at  critical  periods  of 
flow.  In  one  or  two  cases,  records  twice  a  day  are 
obtained.  In  addition  to  this  all  the  larger  water 
power  developments  of  the  province  with  one  or  two 
exceptions,  and  including  all  pulp  mills  and  all  hydro- 
electric plans  supplying  various  municipalities  through- 
out the  province  have  been  personally  examined.  From 
every  possible  source  data  with  respect  to  existing 
water  power  developments  is  being  collected  and  tab- 
ulated. Considerable  ])rogress  has  been  made  in  this 
work.  A  rough  reconnaissance  has  been  made  of 
nearly  every  part  of  the  province,  in  order  that  the 
detail  work  might  be  more  intelligently  distributed. 
A  small  map  is  appended  showing  approximately  the 
locations  of  all  precipitation  and  stream  gauging  sta- 
tions. 

Satisfactory  Progress 

It  is  thought  that  with  the  exception  of  the  island 
of  Cape  Breton,  representative  stream  flow  statistics 
are  being  obtained  throughout  the  whole  province. 
The  present  system  of  stream  flow  recording  stations 
should,  however,  be  considered  merely  as  a  framework 
with  many  parts  to  be  more  completely  filled  in  as 
time  and  funds  permit.  Several  additional  stream 
gauging  stations  will  be  established  during  the  immedi- 
ate future  under  arrangements  with  the  Meterological 
Service,  or  by  means  of  voluntary  observers  already 
available.  Funds  will  also  probably  be  available  for 
one  or  two  additional  paid  observers. 


A  report  will  be  prepared  for  the  Dominion  Wa- 
ter Power  Branch  covering  the  work  accomplished  to 
the  end  of  March  31st,  1916.  This  will  contain  com- 
plete and  detailed  information  of  stream  flow  avail- 
able to  that  date.  It  will  also  include  detailed  re- 
ports on  the  power  possibilities  of  a  number  of  streams, 
which  reports  will  be  as  complete  and  comprehensive 
as  data  available  to  that  date  will  permit.  It  is  be- 
lieved that  in  the  beginning  that  has  been  made,  foun- 
dations have  been  laid  for  satisfactorily  carrying  the 
work  to  completion,  and  it  is  hoped  that  arrangements 
will  be  made  whereby  the  present  run-ofif  and  power 
studies  will  be  continued  until  the  entire  province  has 
been  systematically  covered  and  its  water  power  re- 
sources conclusively  determined. 


New  Union  Station,  Toronto 

Satisfactory  progress  is  being  made  on  the  new 
Union  Station,  Toronto.  The  excavations  for  the 
foundations  have  been  completed,  and  the  concrete 
caissons  and  piers  have  been  entirely  installed.  Ma- 
chine rooms,  furnace  rooms,  boiler  rooms,  etc.,  have 
been  excavated,  and  the  east  and  west  wings  are  ready 
for  steel.  The  centre  section  will  be  completed  and 
ready  for  steel  in  about  two  weeks. 

The  foundation  work  was  done  by  Peter  Lyall  & 
Sons,  the  general  contractors.  All  foundations  were 
carried  down  to  bedrock ;  there  are  no  clay-bearing 
foundations  in  the  whole  plan.  In  excavating,  water 
was  encountered  in  practically  all  the  foundations,  due 
to  the  proximity  of  the  site  to  the  lake.  These  were 
kept  dry  by  the  use  of  pumps  and  siphons.  Service 
tracks  for  superstructure  erection  are  already  laid,  and 
some  of  the  structural  steel  and  the  erection  derricks 
are  already  on  the  ground.  Setting  the  steel  bedplates 
is  expected  to  commence  on  April  1,  and  the  erection 
of  the  structural  steel  about  April  20. 


New  York  a  Gilded  Tragedy 

(Sydney  Brooks  in  North  American  Review) 


To  come  from  England  to  Manhattan  Island,  from 
a  country  strung  up  as  never  before  in  its  annals  to 
the  heroic  pitch,  full  of  the  spirit  of  sacrilice  and  en- 
durance and  in  daily  touch  with  the  grimmest  facts  of 
life  and  death — to  come  from  such  a  country  and  to 
land  in  New  York  is  to  make  a  change  indeed.  For 
New  York,  always  a  feverish  and  pleasure-loving  city, 
is  to-day  simply  drunk  with  money.  Even  during-  the 
height  of  the  steel  boom  of  twelve  or  thirteen  years 
ago,  when  every  train  from  the  west  seemed  to  bring 
fresh'carloads  of  brand  new  millionaires,  the  metropolis 
was  not  so  openly  reeling  with  dollars  as  it  is  at  this 
moment,  when  the  gayest  "season"  of  its  history  is 
drawing  to  a  close. 

It  almost  appals  an  Englishman  to  find  there  in  full 
swing  the  old  rotten  life  that  we  in  England  have  put 
completely  behind  us.  And  it  appals  him  still  more 
to  reflect  that  a  bare  two  years  ago  he  was  leading,  if 
one  allows  for  the  extra  intensity  that  New  York 
throws  into  all  its  activities,  very  much  the  same  life 
himself.  One  despairs  of  ever  being  able  to  convey 
to  one's  American  friends  how  completely  the  war  and 
its  conditions  and  consequences  has  become  not  merely 
a  part  of,  or  a  side  issue  to,  but  literally  the  whole 
British  existence.  They  are  so  dominant,  have  so 
utterly  swallowed  up  everything  else,  that  no  other 
form  of  life,  least  of  all  the  trivial  carelessness  of 
peace,  seems  normal  or  even  credible. 

I  catch  myself  in  New  York,  if  1  enter  a  lighted 
room,   instinctively   reaching  out  to   draw   down  the 


blinds  lest  a  Zeppelin  raider  should  note  the  glare; 
and  of  all  the  sights  that  crowd  in  upon  me,  that  of 
multitudes  of  young  men  who  are  not  in  khaki  strikes 
me  as  the  strangest  .md  the  most  repellent.  It  may 
be  one  more  proof  of  our  demented  state,  but  it  is 
the  bare  fact  that  not  for  anything  would  we  in  Eng- 
land change  places  with  you  in  America  or  part  with 
the  waste  and  misery  of  the  war  to  receive  in  return 
the  "blessings"  of  such  a  peace  as  yours.  Stay-at- 
home  Americans  simply  cannot  enter  into  or  even  con- 
ceive the  atmosphere  of  the  belligerent  nations  in  this 
struggle;  and  conversely,  so  long  as  it  lasts,  a  visitor 
from  any  one  of  the  countries  at  war  will  continue  to 
be  shocked  by  the  atmosphere  of  America  as  something 
unnatural  to  the  point  of  being  grotesque. 

In  New  York  the  fact  and  the  vastness  of  this 
chasm  of  sentiment  assail  the  visitor  with  the  sharp 
finality  of  a  bayonet  thrust.  Louvain  and  Rheims  are 
among  the  stricken  victims  of  the  war,  but  New  York 
is  its  supreme  and  gilded  tragedy,  and  has,  I  fear, 
neither  the  sense  nor  the  soul  to  know  it.  Americans 
must  by  now  have  heard  of  the  English  charwoman 
whose  husband  was  at  the  front  and  who  was  drawing 
her  weekly  separation  allowance.  She  was  asked 
what  she  thought  of  the  war. 

"What!"  she  replied.  "A  pound  a  week  and  no 
'usband!    Why,  it's  'eaven!    It's  too  good  to  last!" 

There  is  something  in  New  York's  attitude  towards 
the  war  which  reminds  one  of  this  simple  soul. 


THE  CONTRACT  RECORD 


March  29,  l91(j 


Ammonia  in  the  Ghlorination  of  Water — Effect 
of  Color,  Turbidity  and  Temperature 

By  Capt.  J.  Race* 


In  the  course  of  some  experiments  on  the  effect  of 
color,  turbidity,  and  temperature  on  the  chlorination 
of  water,  the  author  thought  it  would  be  interesting  to 
determine  the  relative  efficiencies  of  various  hypoch- 
lorites. Nothing  worthy  of  mention  was  observed 
until  ammonium  hypochlorite  was  used ;  this  was  pre- 
pared in  solution  by  the  double  decomposition  of  cal- 
cium hypochlorite  and  ammonium  oxalate,  and  great, 
care  was  exercised  to  prevent  the  addition  of  an  excess 
of  oxalate,  which,  if  present,  would  introduce  a  factor 
of  unknown  value.  It  was  anticipated  that  the  re- 
action would  proceed  somewhat  along  the  lines  repre- 
sented by  the  following  equation  : 

Ca  (OCl).  +  (NH4).O0.  =  CaCO.  +  2NH4OCI 
calcium         ammonium      calcium  ammonium 
hypochlorite        oxalate        oxalate  hypochlorite 
The  calcium  oxalate  was  deposited  by  centrifuging  at 
a  high  speed  and  the  supernatant  liquid  removed  for 
experimental  work. 

In  testing  the  efifect  of  this  solution  on  a  culture  of 
B.  coli  communior  seeded  into  raw  Ottawa  River 
water,  the  author  was  very  surprised  to  find  that  the 
germicidal  value  was  very  much  in  excess  of  the  hypo- 
chlorites of  calcium,  sodium  and  potassium.  The 
velocity  of  the  reaction  as  calculated  by  the  formula 

N. 
log— 
N= 

K  =   

t=  —  t> 

in  which  Ni  represents  the  number  of  organisms  at 
ti,  and  N-.;  at  t--,  showed  that,  with  0.3  parts  per  million 
of  available  chlorine  in  each  instance,  the  value  of  K 
for  ammonium  hypochlorite  was  twenty  to  thirty 
times  as  great  as  that  of  calcium  hypochlorite.  This 
experiment  was  confirmed  by  others,  which  gave  sim- 
ilar results. 

In  searching  for  an  explanation  of  this  phenomenon 
it  occurred  to  the  author  that  it  was  probable  that 
ammonium  hypochlorite  was  exceedingly  unstable  in 
dilute  solution,  and  spontaneously  decomposed  into 
chloramine  and  water,  as  represented  by  the  following- 
equation  : — 

NH^OCl    =    NH2CI    +  H.O 
ammonium    chloramine  water 
hypochlorite 

Chloramine  has  been  shown  by  Rideal  (Journal  of  the 
Royal  Sanitary  Institute,  1910,  31,  33-45)  to  have  a 
much  greater  germicidal  action  than  an  equivalent  of 
chlorine.  Rideal  deduced  this  fact  from  experiments 
on  the  chlorination  of  sewage,  in  which  he  found  that 
"the  first  rapid  consumption  of  chlorine  or  hypochlor- 
ite was  succeeded  by  a  slow  action  which  continued 
for  some  hours — even  days —  and  was  attended  by  a 
germicidal  power  after  free  chlorine  or  hypochlorite 
had  disappeared.  ..."  "It  became  evident  that 
chlorine,  in  supplement  to  its  oxidising  action,  which 
had  been  exhausted,  was  acting  by  substitution  for 
hydrogen  in  ammonia  and  organic  compounds,  yield- 
ing products  more  or  less  germicidal."  Rideal  sup- 
ported this  by  determining  the  carbolic  coefficients  of 
hypochlorite,  and  of  hypochlorite  with  the  addition  of 
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an  equivalent  of  ammonia;  these  gave  values  of  2.18 
and  6.36  respectively.  Although  Rideal  seems  to  have 
made  this  experiment  merely  for  the  purpose  of  ex- 
plaining an  observed  phenomenon,  it  is  curious  that 
the  possibilities  of  its  practical  application  to  water 
and  sewage  disinfection  seem  to  have  either  been  en- 
tirely overlooked  or  discarded  on  account  of  economic 
considerations. 

Ammonia  Content 

After  noting  the  above-mentioned  facts  in  connec- 
tion with  ammonium  hypochlorite,  the  author  followed 
up  Rideal's  work  and  produced  dilute  solutions  of 
chloramine  by  the  addition  of  ammonia  to  calcium 
hypochlorite  solutions.  These  had  the  same  germi- 
cidal power  as  the  chloramine  produced  by  double  de- 
composition, and  were  approximately  three  times  as 
efficient  as  an  equal  quantity  of  hypochlorite. 

The  next  step  was  to  determine  the  relative  propor- 
tions of  hypochlorite  and  ammonia  that  would  yield 
the  greatest  efficiency.  The  results  obtained,  though 
not  entirely  conclusive  as  to  the  most  efficient  ratio, 
showed  that  an  increase  in  the  ammonia  beyond  an 
equivalent  of  the  chlorine  (available  chlorine:  am- 
monia as  Nils  =  2:1  by.  weight)  did  not  produce  re- 
sults commensurate  with  the  increase  of  ammonia. 
Half  an  equivalent  of  ammonia,  or  chlorine:  ammonia 
=  4:1  gave  inferior  results,  but  the  reduction  in  effi- 
ciency was  very  much  smaller  than  the  reduction  in 
the  ammonia.  The  relative  proportions  of  chlorine 
and  ammonia  must  also  be  considered  from  the  econ- 
omic standpoint,  and  when  this  process  is  carried  out 
on  a  large  scale  these  various  considerations  will  de- 
mand a  rather  fine  adjustment. 

A  remarkable  feature  of  the  treatment  of  water 
with  a  mixture  of  hypochlorite  and  ammonia  is  the  al- 
most entire  absence  of  absorption.  On  adding  bleach 
to  the  Ottawa  River  water,  so  as  to  produce  a  mixture 
containing  10  parts  per  1,000,000  of  available  chlorine, 
about  35  per  cent,  is  absorbed  in  five  minutes  at  60 
deg.  Fahr.,  and  60  per  cent,  within  one  hour.  If  an 
equivalent  of  amounts  is  first  added  to  the  bleach,  only 
1.4  per  cent,  of  the  available  chlorine  is  absorbed  in 
one  hour  and  3.2  per  cent,  in  twenty  hours.  As  there 
is  practically  no  absorption  of  the  germicidal  agent, 
the  longer  the  contact  period  the  better  will  be  the  re- 
sults obtained.  P^or  instantaneous  sterilisation,  the 
relative  efficiency  ratio  of  3:1  for  the  mixture  of 
chlorine  and  ammonia  as  compared  with  chlorine  can- 
not be  obtained,  but  with  increase  of  contact  period 
the  efficiency  ratio  also  increases,  and  after  about  forty 
minutes  the  ratio  becomes  greater  3:1.  The  germi- 
cidal action  of  the  mixture  continues  to  persist  on  ac- 
count of  non-absorption,  and  for  a  comparatively  long 
time,  and  as  a  consequence  of  this,  no  after-growths 
are  produced. 

Cost 

IJasing  the  calculations  on  a  ratio  of  one  equivalent 
of  ammonia  to  one  equivalent  of  available  chlorine 
(0.5  part  per  1,000,000  NH^  to  1.0  p.p.m.  available 
chlorine),  a  very  conservative  estimate  of  the  most 
efficient  ratio,  this  process  becomes  economical  when 
tile  i)rice  of  hypochlorite   exceeds  $2.00   per  100  lb. 
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This  statement  is  based  on  the  mixture  produced  be- 
ing" three  times  as  efficient  as  hypochlorite ;  that  33 
per  cent,  of  available  chlorine  can  be  obtained  from 
bleach,  and  that  ammonia  can  be  purchased  for  Is.  per 
lb.  The  efficiency  ratios  of  3 :  1  can  be  obtained  un- 
der the  conditions  of  chlorination  usually  found,  and 
no  alteration  in  the  point  of  application  will  be  re- 
quired. Bleach  containiuf^  more  than  33  per  cent,  of 
available  chlorine  can  be  obtained,  but  very  few  plants 
actually  extract  more  than  this  amount,  as  there  are 
certain  losses  which  are  unavoidable.  The  present 
price  of  ammonia  aqua.  16  deg.  B,  is  quoted  in  the 
U.  S.  A.  at  2J4  to  cents  per  lb.  This  solution 
contains  10.3  per  cent,  of  NHs,  and  the  anhydrous  am- 
monia is  therefore  worth  22  to  25  cents — or  approxi- 
mately Is.  per  lb.  In  Ottawa,  bleach  can  be  obtained 
for  $3.50  per  100  lb.,  and,  by  the  adoption  of  the  am- 
monia process,  the  heavy  dosage  of  1  part  per  1,000,000 
of  available  chlorine  required  to  treat  the  Ottawa  River 
water  (color,  40  p. p.m.,  platinum  scale)  can  be  reduced 
to  0.33  p. p.m.,  with  a  saving-  of  about  $6.70  per  day,  or 
$2,400.00  per  annum,  if  the  laboratory  results  can  be 
duplicated  under  service  conditions.  In  the  United 
States,  where  much  higher  prices  ]M-evail  for  bleach, 
the  advantage  to  be  gained  by  the  substitution  of  the 
ammonia  process  is,  of  course,  even  greater. 

Aesthetic  Consideration 

For  some  years  it  has  been  considered  as  at  least 
probable  that  the  fishy  odor  and  taste  of  heavil}^ 
chlorinated  water  was  caused,  not  by  the  chlorine  or 
hypochlorite,  but  by  substituted  nitrog-enous  com- 
pounds.    At  first  sight  it  would  appear  that  by  the 


addition  of  the  substituted  nitrogenous  compounds 
contained  in  the  ammonia  mixture  this  objection  would 
be  accentuated  and  deprive  the  process  of  its  practical 
value.  In  practice  no  such  result  is  obtained,  and 
no  trace  of  the  added  mixture  can  be  detected.  As 
the  total  amount  of  chlorine  added  to  the  water  is  only 
about  one-third  of  the  usual  dosage,  the  total  amount 
of  chlorine  compounds,  nitrogenous  and  otherwise,  is 
only  one-third  also,  and  complaints  regarding  taste  and 
odor  should  be  reduced,  and  not  increased,  by  the  adop- 
tion of  the  new  process,  unless  the  compounds  pro- 
duced are  totally  different  in  the  two  cases. 

Since  writing  the  above  the  author  has  applied  the 
above  process  to  a  small  plant  treating  200,000  Im- 
perial gallons  per  day,  and  has  met  with  unexpected 
difficulties.'  When  a  10  per  cent  solution  of  bleach 
was  made  and  strong  ammonia  (0.880)  added,  a  rapid 
loss  of  available  chlorine  resulted.  This  was  reduced 
considerably  by  diluting  the  hypochlorite  solution  be- 
fore adding  the  ammonia,  but  even  then  the  results 
were  not  satisfactory.  Laboratory  experiments  con- 
firmed the  loss  produced  by  mixing  comparatively 
concentrated  solutions,  and  also  that  the  loss  could 
be  obviated  by  immediate  dilution  with  large  volumes 
of  water.  The  arrangements  in  the  experimental 
plant  are  now  being  altered  so  that  the  ammonia  and 
hypochlorite  will  only  mix  for  a  few  seconds  before 
dilution  with  the  raw  water  in  the  intake  pipe. 

Although  various  details  have  yet  to  be  worked 
out,  these  notes  are  published  in  the  hope  that  others 
will  take  up  this  work  and  endeavor  to  work  out  a 
process  that  will  give  some  relief  from  the  present  ex- 
orbitant price  of  h}^pochlorite. 


High  Level  Air  Lift  Pump  at  Quebec  Bridge  Discharges 
5,000  Gallons  per  Hour  Against  a  Head  of  500  ft. 


THE  interesting  air  lift  plant  here  to  be  described 
has  been  installed  for  supplying  the  Transcon- 
tinental Railway  yards  at  the  Quebec  Bridge. 
The  neighborhood  of  the  magnificent  St.  Law- 
rence would  seem  to  be  an  anomalous  location,  but 
several  considerations  operated  to  determine  the  in- 
stallation. The  rise  and  fall  of  the  tide,  the  height  of 
the  embankment  and  the  unsuitability  of  the  river 
water  were  important  points,  and  besides  this  the  use 
of  the  river  water  would  have  necessitated  the  con- 
struction of  a  pumping-  plant  at  a  distance  from  the 
power  house,  and  would  have  increased  the  cost  of 
attendance. 

Work  was  started  in  September,  1912.  Forty- 
three  feet  of  8  in.  wrought  iron  pipe  was  driven  from 
the  surface  to  the  rock,  and  from  that  point  a  5-in. 
bore  hole  was  started.  The  well  was  drilled  entirely 
in  shale,  red  and  gray  alternating. 

On  September  30th  a  depth  of  400  ft.  had  been 
reached,  and  a  rough  pumping  test  yielded  200  imp. 
gal.  per  hour.  At  280,  520  and  700  ft.,  respectively, 
dry  crevices  were  encountered,  while  at  775  feet  water 
was  struck  in  considerable  quantity.  The  hole  was 
then  reamed  to  a  diameter  of  8-in.,  and  a  subsequent 
test  yielded  3,200  imp.  gal.  per  hour. 

At  a  depth  of  980  ft.  another  water  crevice  was 
opened  up  and  at  a  depth  of  1,012  ft.  drilling  was  dis- 
continued. The  whole  well  w^as  then  reamed  out  to 
8-in.  diameter.     A  large  plunger  pump  was  used  for 
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a  24-hour  test,  and  with  400  ft.  of  rods  in  the  well  a 
yield  of  5,400  imp.  gal.  per  hour  was  maintained.  This 
pump  was  afterwards  operated  for  eight  days  to  clean 
out  the  well,  and  a  sample  of  water  was  analyzed  and 
reported  satisfactory  for  both  boiler  and  domestic  pur- 
poses. 

When  the  well  is  not  being  pumped  water  rises 
to  the  surface ;  when  being  pumped  to  capacity  it 
drops,  however,  to  a  depth  of  400  ft.  from  the  surface. 

A  joint  contract  was  awarded  to  Canadian  Inger- 
solI-Rand  Co.,  Limited,  and  Williams  and  Wilson, 
Limited,  of  Montreal,  for  furnishing  and  installing  a 
suitable  pumping  plant.  The  air-lift  system  was 
adopted  owing  to  its  numerous  advantages  over  other 
systems  of  deep-well  pumping,  as  with  this  system 
there  are  no  moving  or  wearing  parts  in  the  water, 
and  the  air-compressor  may  be  located  at  any  distance 
from  the  well. 

In  lowering  the  pipes  and  foot-piece,  which  were 
extra  heavy,  great  care  was  required  because  of  the 
weight ;  but  there  was  no  mishap  of  any  kind. 

The  air-compressor  is  a  Canadian  Ingersoll-Rand 
tandem  compound  steam-driven  machine,  designed  for 
a  terminal  pressure  of  250  pounds,  and  the  air  c^-lind- 
ers  are  fitted  with  a  new  type  of  valve  known  as  the 
circo-leaf  valve,  which  is  absolutely  noiseless  in  op- 
eration. The  frame  is  fully  enclosed,  and  the  moving 
parts  work  in  a  constant  flood  of  oil.  A  combined 
speed  and  pressure  governor  controls  the  compressor. 

The  air-lift  foot-piece  was  manufactured  by  the 
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Harris  Air  I'ump  Co.,  of  Indianapolis,  whose  pumps  are 
extensively  installed  throughout  Canada.  The  col- 
umn of  water  is  carried  by  an  air-jet  situated  below  a 
choker,  which  arrangement  eliminates  slippage  and 
causes  the  air  to  be  distributed  through  the  water  in 
small  bubbles.  The  booster  pump  was  also  furnished 
by  the  same  firm. 

Water  is  discharged  into  a  steel  tank  24  ft.  in  di- 
ameter, and  the  total  capacity,  including-  the  leg,  is 
61,170  imp.  gal.  The  level  of  the  water  in  feet  is  in- 
dicated b}'  a  marker  on  the  outside  of  the  tank,  and  by 
this  means  it  is  possible  to  accurately  gauge  the  capa- 
city of  the  plant.  The  tank  is  supported  by  a  steel 
frame  resting  on  a  concrete  base,  in  which  are  located 
the  valves  and  connections  to  the  service  mains  and 
to  the  main  drain.  Steam  is  furnished  to  the  com- 
pressor at  110  lbs.  pressure. 

Owing  to  the  depth  to  which  the  water  drops  in 
the  well  three  air  lines  are  used,  two  being  tapped 
into  the  water  discharge  line  at  different  depths,  and 
the  third  entering-  the  Harris  foot-piece.  Each  of 
these  three  air  lines  is  controlled  by  a  gate-valve  in 


of  90  ft.  into  the  top  of  the  steel  tank.  For  this  work 
a  Harris  booster  operates  in  conjunction  with  the  air- 
lift. 

This  booster  consists  of  a  steel  tank  resting  on  the 
top  of  the  well-casing  and  receiving  the  water  as  it 
discharges  from  the  well.  The  operating  parts  con- 
sist of  a  float  and  valve  located  inside  the  tank.  The 
water  and  air  are  separated  in  this  tank,  the  air  rising 
to  the  top  and  maintaining  sufficient  pressure  to  force 
the  water  to  the  elevated  tank.  As  the  solid  column 
of  water  discharges  the  float  drops,  allowing  the  sur- 
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the  power-house,  and  the  engineer  operates  the  sys- 
tem without  going  near  the  well,  which  is  250  ft.  from 
the  power-house.     A  gauge  over  each  line  shows  thel 
pressure  and  indicates  the  fall  of  the  water  in  the  well. 

Air  discharges  from  the  compressor  into  a  high- 
pressure  air-receiver  and  from  there  to  the  well.  The 
first  air  line  starts  the  water  flowing  and  continues  to 
pump  until  the  well  lowers  as  far  as  this  line  is  cap- 
able of  lowering  it.  Then  the  first  air  line  is  gradu- 
ally turned  ofif  until  the  second  line  begins  to  act. 
When  this  line  has  lowered  the  water  as  far  as  it  is 
capable  of  lowering  it  the  work  is  taken  up  by  the 
third  line  and  the  second  line  is  closed.  The  third 
line,  which  is  the  main  pump  line,  then  continues  to 
furnish  air  as  long  as  the  system  is  in  operation. 

The  object  of  the  first  two  lines  is  to  enable  the 
accumulation  of  water  in  the  well  to  be  pumped  away 
without  resorting  to  an  abnormally  high  air  pressure. 
These  lines  are  only  used  in  starting  the  system. 

The  yield  of  the  well  is  5,400  imp.  gal.  per  hour 
delivered  into  the  tank,  and  imder  continuous  opera- 
tion the  air  pressure  at  the  receiver  is  about  160  lbs. 
When  the  system  is  first  started  the  yield  reaches  a 
total  of  about  6,000  imp.  gal.  per  hour,  this  l)cing  due 
to  theyaccumulation  of  water  filling  the  well  to  tlic 
surface.  The  yield  gradually  decreases  under  con- 
tinuous operation  imtil  the  normal  capacity  and  pump- 
ing head  are  reached. 

At  the  surface  the  water  has  to  l)e  pinu])e(l  lim  izon- 
tally  a  distance  of  60  ft.,  and  subsequently  to  a  hciglit 


Air  lift  pump  at  the 
Quebec  Bridge— pumps 
5,000  gals,  per  hour 
against  a  head  of  500  ft. 


plus  air  to  exhaust  from  the  tank.  This  whole  opera- 
tion requires  onl}^  a  few  seconds,  as  a  discharge  takes 
place  every  time  the  booster  is  about  two-tliirds  full. 
In  fact,  practically  a  constant  flow  is  maintained. 

The  surplus  air  may  be  piped  back  to  the  compres- 
sor intake  or  discharged  into  the  vertical  riser  to 
lighten  the  column  of  water  and  reduce  the  operating 
l)ressurc.  This  latter  plan  was  followed  in  the  case 
of  the  plant  at  Quebec.  The  booster  is  automatic  in 
operation  and  requires  no  attention.  It  also  operates 
without  noise.  This  a])]")aratus  is  located  in  a  con- 
crete sump  below  the  ground  and  is  reached  through 
a  door  in  the  roof.  A  by-pass  is  connected  to  the 
main  drain  so  that  the  well  can  be  iiumped  directly 
intii  llie  sewer  for  cleaning  ])urposes. 

The  |)]ant  was  ojjerated  by  the  contractor  for  sev- 
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eral  days  under  the  supervision  of  Mr.  Alex.  Porter, 
Assistant  Engineer  of  the  Transcontinental  Railway, 
who  at  the  completion  of  the  test  said  the  plant  was 
entirely  satisfactory,  and  the  most  reliable  of  the  var- 
ious railway  divisional  pumping  units. 

The  high  lift  in  this  case  is  a  noticeable  feature, 
amounting  to  about  500  ft.  vertical  and  60  ft.  horizon- 
tal. It  demonstrates  as  far  as  it  goes  that  there  is 
practically  no  limit  to  the  height  to  which  the  air  lift 


will  raise  water  if  a  fair  amount  of  submergence  is  ob- 
tainable. 

On  a  test  recently  the  plant  pumped  nearly  6,000 
gal.  (Temp.)  per  hr.,  but  this  capacity  was  due  to  ac- 
cumulated water  near  the  well.  The  normal  capacity 
(5,000  gal.  per  hr.)  was  developed  continuously  after 
the  level  dropped  to  400  ft.  At  this  point  the  running 
pressure  was  160  lb.  per  sq.  in.  The  highest  pressure 
required  for  starting  was  225  lb. 


The  Functions  Performed  by  Stone  in 
Bituminous  Concrete  Pavements 


By  R.  B.  Gage* 


If  the  maximum  amount  of  service  is  to  be  secured 
from  any  bituminous  concrete  pavement,  it  must  not 
only  be  constructed  by  experienced  men  using  first- 
class  equipment,  but  the  various  ingredients  compos- 
ing it  should  be  so  proportioned  and  blended  that  on 
the  one  hand  the  benefits  to  be  secured  by  the  use  of 
each  will  be  the  maximum,  while  on  the  other  the  in- 
jury that  they  may  cause  will  be  reduced  to  a  minimum. 

An  examination  of  some  of  the  specifications  now 
in  use  describing  this  particular  class,  shows  quite 
plainly  that  some  of  the  pavements  defined  therein  will 
not  give  as  efficient  service  as  could  be  secured  by  using 
the  same  ingredients  in  different  proportions.  These 
variations  in  grading  are  not  the  result  of  careful  pre- 
liminary determination  of  the  conditions  to  which  the 
pavement  will  be  subjected,  with  a  subsequent  selec- 
tion of  the  particular  grade  best  suited  to  combat  these 
conditions.  The  usual  object  is  to  secure  a  pavement 
that  can  be  constructed  at  a  very  low  initial  cost  and 
yet  possess  all  the  merits  of  a  first-class  bituminous 
concrete  pavement. 

If  the  real  value  of  such  pavements  is  to  be  deter- 
mined by  the  service  rendered,  it  will  be  necessary  to 
wait  until  their  merit  has  been  thus  demonstrated  be- 
fore passing  judgment.  It  is  seldom  that  they  begin 
to  show  any  serious  signs  of  failure  before  they  are 
three  or  more  years  old,  unless  they  have  been  laid  on 
very  inadequate  foundations  or  were  of  exceedingly- 
bad  construction.  During  this  interval  a  large  quantity 
of  this  same  grade  of  pavement  may  be  laid  if  the 
firm  or  contractor  representing  the  same  is  very  ag- 
gressive. When  failures  begin  to  appear  in  the  orig- 
inal pavement  laid,  the  contractor  may  have  gone  out 
of  business  or  have  disappeared.  Another  grade  is 
then  substituted  for  that  previously  laid  which  may  at 
the  end  of  three  to  five  years,  prove  to  be  equally  as 
unsatisfactory  as  the  former. 

Selection  of  Ingredients 

If  errors  of  this  kind  are  to  be  prevented,  it  is  neces- 
sary to  determine  before  selecting  the  grading  just 
what  functions  are  performed  by  the  ingredients  to  be 
used.  Once  these  have  been  determined  it  becomes 
possible  to  so  proportion  the  ingredients  that  the  maxi- 
mum amount  of  benefit  will  be  secured  by  their  use. 
That  this  type  of  pavement  possesses  merit,  Avhen  the 
ingredients  are  properly  blended,  has  been  repeatedly 
demonstrated  and  quite  conclusively  proven  even  when 
subjected  to  very  adverse  conditions.  The  numerous 
premature  failures  have  also  shown  that  if  the  ingredi- 

*  Before  the  American  Road  Builders'  Association.  Pittsburgh. 


ents  used  are  not  properly  blended  the  life  of  these 
pavements  will  be  shortened  accordingly. 

In  the  surface  of  a  sheet  asphalt  pavement  but  three 
ingredients  are  needed,  i.e.,  sand,  filler  and  asphalt 
cement.  The  diameter  of  the  largest  size  sand  grains 
seldom  exceeds  0.1  in.  These  grains  have  a  hardness 
of  7  and  will  absorb  little  if  any  water.  With  a  given 
sand  the  percentage  of  asphalt  cement  used  is  con- 
fined to  fairly  narrow  limits.  The  same  is  also  true 
of  the  filler.  The  life  of  such  a  surface  is  greatly 
lengthened,  and  its  ability  to  resist  creeping  and  de- 
composition, caused  by  water  attack  from  beneath, 
is  mvich  reduced  by  laying-  the  same  on  a  binder 
course.  The  thickness  of  these  surfaces  varies  from 
1  in.  to  2  ins.,  being  generally  about  1^^  ins.  It  is  not 
uncommon  to  find  pavements  of  this  type  in  fairly  good 
condition  after  twenty  years  of  service.  Even  when 
subjected  to  quite  severe  traffic  they  will  last  from 
10  to  15  years  with  very  little  repairs,  yet  the  original 
surface  was  not  over  2  ins.  thick  and  contained  no 
ingredients  over  0.1  in.  in  diameter.  It  is  thus  seen 
that  the  life  or  wearing  properties  of  a  bituminous 
pavement  is  not  dependent  upon  the  use  of  stone  in 
the  Avearing  surface. 

Defects 

If  this  pavement  could  be  judged  by  its  durability 
and  resistance  to  abrasion,  it  would  be  ideal,  but  un- 
fortunately it  possesses  certain  inherent  defects.  It 
is  slippery  when  wet  and  cjuite  brittle  during  cold 
weather.  On  account  of  this  brittleness  a  very  rigid 
foundation  is  required.  The  grading  of  the  aggregate 
calls  for  the  use  of  a  greater  quantity  and  of  a  harder 
asphalt  cement  than  is  used  in  a  bituminous  concrete 
pavement.  A  greater  cjuantity  of  filler  is  also  needed. 
These  are  the  most  expensive  ingredients  used  in  bi- 
tuminous pavements.  The  use  of  a  binder  course  also 
increases  the  cost  of  construction  and  makes  the  re- 
pairing of  holes  more  difficult  than  with  a  single  course 
pavement. 

When  a  certain  per  cent,  of  the  aggregate  of  a  bi- 
tuminous pavement  consists  of  broken  stone  larger  in 
size  than  0.1  in.  in  diameter,  it  possesses  more  inherent 
stability  and  density  than  a  pavement,  the  aggregate 
of  which  is  all  smaller  than  0.1  in.  in  diameter.  The 
amount  of  inherent  stability  thus  imparted  to  a  pave- 
ment will  vary  with  the  size  and  quantity  of  the  stone 
used  and  its  thickness.  On  account  of  the  added  sta- 
bility thus  given  the  pavement  a  much  softer  asphalt 
cement  can  be  used  than  in  a  sheet  asphalt  pavement 
and  a  binder  couse  is  not  necessary  to  prevent  creep- 
ing.   The  percentage  of  voids  and  surface  area  of  the 
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aggregate  can  also  be  so  reduced  that  about  4  per  cent, 
less  asphalt  cement  will  be  required.  By  using  a  fairly 
soft  asphalt  cement  such  a  pavement  is  given  sufficient 
elasticity  and  pliability  during  cold  weather  to  safely 
allow  the  use  of  a  base  having  a  limited  amount  of 
movement.  The  stones  contained  in  these  pavements 
also  prevent  their  surfaces  from  becoming  as  smooth 
and  slippery  as  a  sheet  asphalt  surface. 

It  is  thus  seen  that  the  principal  function  of  the 
stone  are : 

First,  to  give  the  pavement  increased  stability. 

Second,  to  allow  the  use  of  a  softer  asphalt  cement. 

Third,  to  reduce  the  percentage  of  voids  and  surface 
area  of  the  aggregate. 

Fourth,  to  eliminate  part  of  the  slipperiness  in  the 
surface  during  wet  and  cold  weather. 

The  first  allows  us  to  dispense  with  the  binder 
course ;  the  second  admits  of  the  use  of  a  base  that  is 
not  altogether  rigid ;  the  third  reduces  the  quantity  of 
asphalt  below  that  required  with  a  pure  sand  mix.  All 
of  these  reduce  cost. 

The  influence  of  all  of  these  factors  will  naturally 
change  with  the  stone  content.  If  the  maximum  sta- 
bility and  minimum  void  content  should  be  fixed  be- 
tween fairly  definite  limits.  The  larger  sized  compon- 
ents of  the  aggregate  should  be  present  in  sufficient 
quantity  to  form  the  skeleton  or  framework  of  the 
pavement.  The  quantity  required  for  this  purpose 
will  vary  with  the  size,  shape  and  grading  of  stone 
used.  The  greatest  density  is  secured  when  the  smaller 
sizes  of  the  aggregate  are  present  in  sufficient  quantity 
to  just  fill  the  voids  in  the  larger  sizes.  This  is  best 
accomplished  by  using  a  fair  proportion  of  stone  whose 
largest  dimension  is  about  one-half  the  thickness  of 
the  pavement.  The  percentage  of  voids  in  the  stone 
will  generally  be  between  30  and  45  per  cent.,  conse- 
quently the  stone  content  of  the  aggregate  should  be 
from  55  to  70  per  cent. 

Percentage  of  Voids 

If  the  fine  aggregate  is  not  present  in  sufficient 
quantity  to  fill  the  voids,  the  pavement  is  not  as  dense 
as  would  otherwise  be  the  case  and  may  not  be  water- 
proof. As  the  quantity  of  the  fine  aggregate  is  in- 
creased over  that  needed  to  fill  tlie  voids  in  the  stone, 
the  inherent  stabilit}^  is  decreased  and  the  void  con- 
tent in  the  total  aggregate  is  correspondingly  increased. 
If  there  is  a  considerable  excess  of  the  fine  aggregate 
the  stone  simply  floats  in  the  mortar  aggregate  and 
the  principal  reason  for  its  use  is  thus  destroyed.  If 
the  use  of  stone  did  not  introduce  conditions  injurious 
to  the  pavement,  little  harm  would  be  done  by  its  use 
excepting  to  increase  the  cost  of  the  pavement.  How- 
ever, since  a  danger  is  thus  introduced  which  may 
shorten  the  life  of  the  pavement  considerably,  it  be- 
comes very  important  that  the  quantity  of  stone  used 
should  be  such  that  the  maximum  benefits  will  be  se- 
cured by  its  use. 

The  sand  grains  in  a  sheet  asphalt  pavement,  as 
above  stated,  are  practically  impervious  to  water,  have 
a  hardness  of  7  and  are  practically  free  from  any  defi- 
nite planes  of  cleavage.  The  stone  used  in  a  bitumin- 
ous concrete  pavement  will  not  meet  the  requirements 
of  such  a  standard.  Trap  rock  has  a  hardness  of  about 
6,  shows  planes  of  cleavage  and  is  not  impervious  to 
water.'  Granite,  limestone  and  dolomite  are  softer  yet, 
have  more  pronounced  lines  of  cleavage  and  are  much 
less  impervious  to  water. 

When  in  use,  the  thin  bituminous  coating  is  worn 
off  the  faces  of  the  stone.    The  por(jsity  of  the  stone 


is  increased  by  being  more  or  less  shattered  by  the 
shocks  of  travel.  When  unprotected  faces  are  thus 
exposed,  the  stones  become  saturated  whenever  the 
pavement  surface  gets  wet.  Moisture  is  thus  carried 
into  the  body  of  the  pavement  and  attacks  the  bitu- 
men. The  rapidity  of  decomposition  of  the  bitumen 
depends  first  upon  the  porosity  of  the  stone,  and  sec- 
ond upon  the  ability  of  the  bitumen  to  resist  hydra- 
tion and  oxidation.  The  bond  between  the  bitumen 
and  the  stone  is  first  destroyed  and  then  the  layers  of 
adjacent  bitumen  are  decomposed.  When  the  bond 
between  the  stone  and  asphalt  cement  has  been  thus 
ruined  the  stones  will  drop  out  of  a  section  of  pave- 
ment when  it  is  broken  open  like  nuts  from  their  shells. 
No  trace  of  asphalt  cement  can  be  seen  on  them  and 
their  surfaces  are  usually  bright  and  clean. 

Quality  of  Stone 

Certain  types  or  grades  of  stone  are  often  selected 
for  an  asphalt  pavement  on  account  of  their  open  tex- 
ture or  porosity  which  allows  the  asphalt  cement  to 
penetrate  into  the  surface  of  the  stone  to  a  slight  ex- 
tent. In  this  manner  a  better  bond  is  supposed  to  be 
secured  between  the  asphalt  and  the  stone.  This  ap- 
pears to  be  a  step  in  the  wrong  direction,  for  the  more 
porous  a  stone  the  more  moisture  it  will  absorb.  A 
good  asphalt  cement  will  adhere  to  sand  grains  even 
■when  they  are  fairly  smooth.  No  broken  stone  pos- 
sesses any  such  polished  surfaces.  The  denser,  harder 
and  tougher  a  stone  is,  the  better  it  is  adapted  to  fulfill 
the  functions  required  of  it  in  a  bituminous  concrete 
pavement.  No  trouble  has  ever  been  experienced  in 
securing  a  good  bond  between  an  asphalt  cement  and 
the  hardest  and  closest  grained  trap  rock  found  in 
New  Jersey. 

In  the  original  Topeka-Sterling  specifications,  if 
the  aggregate  retained  on  the  10-mesh  sieve  is  desig- 
nated as  stone,  we  find  that  not  less  than  8  nor  more 
than  32  per  cent,  of  stone  can  be  used.  In  the  modified 
Topeka  specifications  recently  adopted  by  the  Ameri- 
can Society  of  Municipal  Improvements,  the  stone  con- 
tent may  vary  between  20  and  30  per  cent.  Each  of 
these  specifications  gives  a  bituminous  mixture  in 
which  the  stones  simply  float  in  the  sand  aggregate. 
Both  of  these  gradings  give  a  pavement  Avhich  pos- 
sesses all  the  defects  inherent  in  a  bituminous  concrete 
pavement  and  some  of  those  peculiar  to  sheet  asphalt, 
with  few  if  any  of  their  respective  virtues.  They  have 
not  the  stability  or  density  of  a  properly  graded  bi- 
tuminous concrete,  require  a  greater  quantity  of  as- 
phaltic  cement,  are  more  brittle  and  slipper)^  and  lack 
the  uniformity  and  endurance  of  sheet  asphalt.  It  is 
claimed  for  these  pavements  that  they  do  not  infringe 
on  certain  patent  rights.  This  certainly  is  not  suffici- 
ent to  justify  their  use.  If  their  value  is  to  be  deter- 
mined by  the  service  rendered,  much  time  and  expense 
will  be  saved  by  selecting  types  of  construction  whose 
value  has  been  definitely  proven,  even  if  the  initial 
cost  be  somewhat  higher.  The  saving  in  initial  cost 
which  may  be  made  by  using  an  improperly  graded 
pavement  is  soon  lost  if  the  pavement  fails  premature- 
ly. In  such  cases  those  responsible  for  its  selection  or 
construction  are  usually  severely  criticized  and  not 
without  reason. 


Exports  from  Canada  were  valued  at  $85,559,782 
during  January  of  this  year.  In  January,  1915,  the  ex- 
ports were  $30,830,337,  and  in  the  same  month  in  1914, 
$29,861,359. 


March  29,  1916 


THE   CONTRACT  RECORD 


313 


More  Artistic  Designs  for  Concrete  Bridges 

The  time  has  arrived  when  we  should  expect  our 
local  public  works  to  be  constructed  with  a  neater  and 
more  finished  appearance,  to  show  a  degree  of  refine- 
ment and  finish  that  all  citizens  can  aspire  to  copy  in 
their  private  undertakings.  It  is  only  too  common  to- 
day to  see  a  highway  bridge  recently  built  in  an  ex- 
tremely rough-shod  and  slovenly  fashion. 

The  causes  for  the  poor  outward  appearance  of 
many  of  our  bridges-are :  lack  of  sympathy  on  the  part 
of  the  community  for  something  better ;  failure  on  the 


An  Artistic  Concrete  Bridge  with  Simple  yet  Graceful  Lines— A  Direct 
Contrast  to  Many  of  our  Highway  Bridges. 


part  of  the  engineer  to  enforce  specifications ;  lack  of 
efficient  inspection  ;  incompetence  on  the  part  of  the 
contractor  or  foreman.  Some  of  the  most  prominent 
and  flagrant  defects  so  far  as  appearance  are  concerned 
are :  the  edges  and  corners  not  being  chamfered  off, 
they  become  broken  and  jagged ;  the  forms  are  built 
loose  and  insecurely  braced,  and  the  surface  of  the 
concrete  improperly  spaded,  the  result  being  distorted 
walls,  with  rough,  honeycombed  surfaces  ;  and  the  use 
of  mortar  to  patch  up  or  plaster  honeycombed  surfaces. 
These  results  are  generally  due  to  the  use  of  poor  ma- 
terials, and  poorly  supported  forms,  which  allow  the 
concrete  to  settle  while  setting,  lack  of  care  to  obtain 
a  proper  foundation,  and  misplacement  of  the  steel  re- 
inforcement. 

In  direct  contrast  to  these  flagrant  defects,  the 
artistic  possibilities  of  concrete  are  clearly  set  forth 
in  the  illustration,  artistic  in  its  simplicity  of  design. 
Concrete  bridges  can  be  moulded  with  pleasing  lines 
at  a  slight  increase  in  cost  over  a  structure  with  plain, 
straight,  ungraceful  lines. 

The  structure  shown  is  designed  with  two  slightly 
arched  girders,  having  a  span  of  54  ft.  5  ins.  and  a 
width  of  .  14  ft.  between  parapets.  The  abutments  are 
founded  on  ferro-concrete  piles  extending  up  to  the 
under  side  of  the  girder  span,  where  they  are  con- 
nected by  capping,  being  monolithic  with  the  decking 
of  the  bridge.  The  main  girders  are  combined  with 
the  parapets,  the  total  depth  of  the  two  being  5  ft.  7 
ins.,  thus  providing  great  depth  and  strength  in  the 
most  economical  manner  possible.  Transverse  beams 
connect  the  main  girders,  and  the  structure  is  com- 
pleted by  a  continuous  decking  slab  4  ins.  thick,  the 
whole  being  a  monolithic  connection  throughout. 


Water  Softening  by  Electricity 

Water  softening  by  electricity,  especially  as  re- 
gards boiler  feed  water,  is  attracting  the  close  attention 
of  American  engineers.  After  the  softening  compound 
has  been  added  to  the  water  it  is  circulated  past  parallel 


electrodes  which  are  placed  close  together  in  order 
that  as  much  of  the  water  as  possible  may  be  brought 
in  contact  with  the  surface  of  the  plates.  The  ionising 
properties  of  electricity  separate  the  compounds  into 
their  components,  thereby  hastening  the  recombination 
to  form  precipitates,  which  are  easily  removed.  Ten 
million  gallons  of  water  per  day,  it  is  stated,  may  be 
treated  with  only  480  watts  per  million  gallons. 


Cast  Stone  System  of  Manufacturing 

Cement  Blocks 

The  illustrations  herewith  represent  the  products 
of  the  Cast  Stone  Block  and  Machine  Company,  of 
Windsor,  Ont.,  who  manufacture  machinery  for  do- 
ing this  work,  and  also  operate  a  large  cement  block 
plant  in  that  city.  By  the  cast  stone  system  you  can 
make  waterproof  blocks  with  granite  veneered  facing, 
either  rock  or  smooth,  at  less  cost,  it  is  claimed,  than 
you  can  turn  out  an  interior  block  by  any  other  pro- 
cess. The  manufacturers  state  that  these  have  greater 
strength  and  durability.  The  appearance,  as  shown  in 
the  illustrations,  is  also  very  attractive.  The  granite- 
faced  blocks  are  not  an  imitation  product,  but  are  ce- 
ment veneered  with  pure  granite,  possessing  strength 
and  hardness  equal  to  a  solid  granite  block.   The  man- 


Cast  stone  Bloclt,  Veenered  with  Granite  Crystals. 

ufacturing  of  granite  veneer  is  an  interesting  process. 
A  face  plate  is  first  coated  with  thin  glue,  then  covered 
with  crushed  granite.  This  company  procure  their 
granite  from  the  quarries  at  Crown  Point,  on  the  Hud- 
son River,  N.Y.,  which  is  claimed  to  be  the  most  beau- 
tiful and  practical  for  this  purpose  of  any  rock  or 
facing  material  known.  After  the  glued  plate  is  cov- 
ered with  granite  it  is  turned  over  so  that  all  loose 
particles  may  drop  off,  after  which  the  plate  is  set 
away  for  a  short  time  while  the  glue  hardens.  The 
moulds  are  then  set  up  in  the  usual  way,  but  just  be- 
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fore  they  are  filled  the  granite  crystals  that  are  now 
firmh-  held  on  the  face  plates  by  the^  hardened  glue 
are  given  a  coating  of  pure  cement  mixed  with  water 
to  the  consistency  of  a  thin  paste.  This  coating  is 
applied  with  a  brush,  the  purpose  being  to  embed  the 
crystals  in  a  layer  of  pure  cement.  The  moulds  are 
then  filled  with  slush  concrete  and  the  mixture  left 
to  harden.  While  the  cement  is  setting  the  Avater 
from  the  wet  concrete  softens  the  glue,  and  the  blocks 
when  taken  from  the  moulds  are  just  as  shown  in  the 


illustrations.  The  purpose  of  the  glue  is  to  hold  the 
crystals  in  place  and  protect  one  side  of  them  from 
cement  while  the  block  is  being  cast.  The  glue  all 
comes  away  with  the  face  plates  in  granular  form.  This 
method  of  producing  building  block  is  claimed  to  be  a 
decided  improvement  over  the  dry  process,  in  that  the 
product  is  more  beautiful  in  appearance,  has  greater 
strength,  is  impervious  to  moisture,  and  costs  less. 


Activated  Sludge  Defined 

The  best  definition  of  the  activated  -sludge  process 
of  sewage  treatment  which  he  has  ever  seen,  said  T. 
Chalkley  Hatton,  chief  engineer  of  the  Milwaukee 
Sewerage  Commission,  in  a  paper  read  before  the  In- 
diana Engineers'  Society  on  February  3,  is  the  one 
given  by  William  R.  Copeland,  chief  chemist  for  the 
Milwjiukee  Sewerage  Commission,  and  is  as  follows: 
"The  sludge  embodied  in  sewage  and  consisting  of  sus- 
pended organic  solids,  including  those  of  a  colloidal 
nature,  when  agitated  with  air  for  a  sufficient  period, 
assumes  a  flocculcnt  a])pearancc  very  similar  to  small 
pieces  of  sponge.  Aerobic  and  facultative  aerobic  bac- 


teria gather  in  these  flocculi  in  immense  numbers — 
from  12,000,000  to  14,000.000  per  c.c— some  having 
been  strained  from  the  sewage  and  others  developed  by 
natural  growth.  Among  the  latter  are  species  which 
possess  the  power  to  decompose  organic  matter,  especi- 
ally of  an  albuminoid  or  nitrogenous  nature,  setting  the 
nitrogen  free  ;  and  others,  absorbing  this  nitrogen,  con- 
vert it  into  nitrites  and  nitrates.  These  biological  pro- 
cesses require  time,  air  and  favorable  environment, 
such  as  suitable  temperature,  food  supply  and  suffici- 
ent agitation  to  distribute  them  throughout  all  parts  of 
the  sewage."  The  activated  -sludge  process,  Mr.  Hat- 
ton  points  out,  should  not  be  confused  with  the  kind 
of  artificial  aeration  of  sewage,  attempted  from  time  to 
time  in  the  past,  which  made  no  use  of  the  sludge, 
as  an  aid  to  oxidation.  The  new  process,  Mr.  Hatton 
states,  "preserves  the  aerobic  bacteria  by  keeping  the 
sludge,  which  ds  their  natural  food,  in  intimate  contact 
with  air  at  all  times  and  keeps  them  supplied"  with 
fresh  food  from  the  raw  sewage,  throughout  the  whole 
l)ody  of  which  they  ar6  in  intimate  contact." 


A  New  Expansion  Joint 

A  new  material  for  the  expansion  joints  of  con- 
crete, brick  or  block  pavements  is  now  being  ofifered 
by  The  Barrett  Company.  It  is  a  mastic  Avhich 
comes  ready  to  lay,  in  ribbon  form,  in  a  variety  of 
widths  and  thicknesses.  It  contains  no  felt  or  paper 
reinforcement.  A  new  process  known  as  the  "Fibre 
Weld"  process  gives  to  the  bituminous  mastic  the  re- 
quisite cohesiveness  to  stand  handling  and  storage  in 
the  ribbon  form,  without  affecting  the  elasticity  that 
is  necessary  for  expansion  requirements.     It  seems  to 


Barrett's  New  Fibre-Weld-Process  Expansion  Joint. 


])ossess  all  the  elasticity  of  a  poured  l^ituminous  joint 
with  all  the  advantages  of  easy  handling.  The  ma- 
terial is  watcr])roof  and  weatherproof  and  is  not  in- 
jured by  street  acids  or  automobile  oils.  It  does  not 
become  brittle  with  age  or  cold  weather  and  does  not 
soften  or  run  in  hot  weather.  Its  chief  advantage 
over  the  usual  poured  bituminous  joint  is  the  elimina- 
tion of  heating  or  pouring  apparatus  and  a  great  re- 
duction of  the  labor  item — as  it  takes  only  a  moment 
to  unroll  the  joint  and  cut  and  put  it  in  place.  It  will 
be  marketed  under  tlie  name  of  "Barrett's  Expansion 
joint." 
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London  -  Port   Stanley  Electrification 

Former  Steam  Road  Being  Successfully  Operated 
by    Electricity  —  Description   of  Main  Features 


After  several  months  of  operation  by  electricity  the  Lon- 
don &  Port  Stanley  railway  system  appears  to  be  fully  justify- 
ii!g  the  hopes  of  the  promoters  of  this  scheme  and  givea 
Iiromise  of  working  out  so  successfully  from  an  engineering 
and  financial  standpoint  that  the  dream  of  a  network  of 
hydro  radials,  covering  the  whole  of  the  province  of  Ontario, 
may  now  begin,  with  good  reason,  to  take  definite  shape. 
Though,  as  yet,  a  separate  unit  in  itself  and  as  such,  it  is 
jjelieved,  able  to  show  a  balance  of  prolit  over  operating  and 
fixed  charges,  there  is  no  doubt  that  this  road  would  find 
its  greatest  usefulness  as  the  nucleus  of  a  larger  system  of 
radiating  lines,  which  would  act  as  feeders  and  distributers 
throughout  considerable  areas  in  south-western  Ontario. 
Indeed  it  is  the  expressed  policy  of  the  engineers  of  the 
Hydro-electric  Power  Commission  of  Ontario  that  in  seek- 
ing to  standardize  their  equipments  and  system  of  opera- 
tion they  had  prominently  in  mind  the  conditions  that 
would  have  to  be  met  in  the  years  to  come  when  Hydro 
radials  shall  be  as  common  as  Hydro  transmission  lines 
are  today.  For  this  reason  practice  that  would  naturally 
have  been  followed  on  a  25  mile  line  as  a  separate  unit  has, 
in  many  cases,  been  departed  from,  and  plans  substituted 
having  in  view  a  network  of  possibly  ten  times  that  amount 
of  road  in  the  near  future. 

The  essential  difference  between  the  London  &  Port 
Stanley  electrification  and  that  of  the  earlier  systems  in 
Canada  which  have  been  considered  the  standard  up  to  the 
present  time  is  that  the  operating  voltage  is  1,500  d.c.  in- 
stead of  600.  This  change  of  course  has  demanded  higher 
factors  of  safety  at  every  point  and  the  variations  in  design 
have  been  worked  out  and  undertaken  largely  on  this  ac- 
count. It  is  of  particular  interest  to  note  that  the  increased 
voltage,  as  such,  is  causing  no  greater  operating  difficulties 
than  were  experienced  with  the  lower  voltages. 

Though  this  road  is  spoken  of  in  general  as  an  electrifi- 
cation of  a  steam  line,  it  is,  in  effect,  a  new  road  from  the 
bottom  up.  For  many  years  the  line  has  been  leased  to 
various  steam  railway  companies  and  when  it  reverted  to 
its  owners,  the  city  of  London,  in  1914,  and  it  was  decided 
to  electrify,  it  was  found  necessary  to  overhaul  the  road- 
way from  one  end  of  the  line  to  the  other.  To  this  end 
the  old  56  pound  rails  were  replaced  by  80  pound  standard 
steel,  ties  were  replaced  by  new  untreated  cedar  and  the 
track  was  reballasted  throughout.  Fortunately  the  bridges 
were  found,  for  the  most  part,  to  be  in  good  condition  but 
a  considerable  amount  of  concrete  curbing  had  to  be  built 
along  various  parts  of  the  line. 

The    Rolling  Stock 

Up  to  the  present  time  the  rolling  stock  acquired  con- 
sists of  three  60  ton  electric  locomotives,  five  61  foot  steel 
motor  cars,  three  61  foot  trailers  and  one  61  foot  express 
car  with  motor  equipment.  This  latter  car  is  well  adapted 
to  give  a  rapid  delivery  of  farm  produce  into  St.  Thomas 
and  London.  Further  equipment  includes  five  36  foot 
steam  road  box  cars,  four  36  foot  steam  road  flat  cars  and 
three  34  foot  steam  road  cabooses. 

The  specifications  of  the  various  cars  are  also  given  be- 
low in  detail. 

The  locomotives  are  of  the  type  404  G.  E.  and  arc 
carried  on  two  swivel  trucks,  bringing  all  the  weight  on  the 
drivers.  Equipment  is  housed  in  steel  box  type  cab  ex- 
tending over  practically  the  entire  length  of  the  locomotive. 
Each  locomotive  is  provided  with  four  G.  E.  251.  750/1500 


volt  motors,  designed  for  750  volts  across  each  armature 
but  insulated  for  1,500  volts.  Two  motors  are  connected 
permanently  in  series  and  the  two  motor  groups  thus  formed 
are  capable  of  connection  in  series  or  parallel  for  speed 
control  as  desired. 

The  cab  is  divided  into  three  compartments,  one  at  each 
end  for  accommodating  the  operator,  with  an  intervening 
compartment  to  house  the  control  equipment  and  access- 
ories.     1,500  V.  electric  radiators  are  used  for  heating. 

Each  of  the  motors  has  an  hourly  rating  of  254  h.p.  with 
1,500  volts  on  the  trolley.  At  this  rating  the  locomotives 
exert  a  tractive  effort  of  21,500  pounds.  Control  is  by 
double-end  Type  M.  standard  equipment,  a  master  con- 
troller at  each  operating  position  actuating  the  main  1,500 
volt  contactors  by  means  of  a  600  volt  circuit  supplied  from 
a  dynamotor.  Multiple-unit  train  operation  is  arranged  for 
so  that  the  simultaneous  control  of  all  three  locomotives 
coupled  together  can  be  accomplished  from  any  master 
controller.  The  equipment  is  designed  that  the  locomotive 
may  haul  a  train  of  passenger  trailer  cars  and  provide 
illumination  for  them. 

Current  is  collected  by  pantograph  slider  trolleys  having 
two  contact  pans  pressing  against  the  trolley  conductor. 
Both  ends  of  the  locomotives  are  provided  with  panto- 
graphs. The  pantographs  are  electro-pneumatically  con- 
trolled from  any  operating  position  with  1,  3  or  3  loco- 
motives hauling  a  train.  The  pantograph  equipments  on 
the  motor-cars  and  express  car  are  identical  with  those  on 
the  locomotives. 

Express  Car 

Body— Length  of  body,  59  ft.  6  in.;  length  over-all,  61  ft.; 
width  over-all,  9  ft.  23/^  in.;  height  from  top  of  rail  to  top 
of  trolley  board,  13  ft.;  truck  base,  40  ft. 

Truck— Type,  National  Steel  Car  Co.;  wheel  base,  7  ft.; 
diam.  of  wheel,  36  in.;  tread  of  wheel,  4  11-32  in.;  type  of 


Fig.  1.— Standard  steel  pole  carrying  trolley,  feed  and  signal  system  wires. 

wheel,  steel  tread;  size  of  journal,  5  in.  by  9  in.;  diam.  of 
axle,  6  in. 

Electrical  equipment— Motors,  type  G.  E.,  225  B.  750/ 
1,500  v.;  motors,  4-125  h.p.;  control  system,  Sprague,  type 
M.;  controller,  hand  control;  gear,  number  of  teeth,  57; 
pinion,  solid  teeth,  21;  type  of  air  compressor,  G.  E.,  C.  P., 
27-A.;  size  of  air  compressor,  35  ft.;  size  of  brake  cylinder. 
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14  in.;  type  of  governor,  M.  L.,  Form  A.,  G.  E.  Co.;  type 
of  car  heater,  1,500  volt  Consolidated  Cap  Heater  Co.;  type 
of  pantograph,  G.  E.  slider  trolley;  type  of  pilot,  steam 
locomotive  type;  type  of  snow  scraper,  H.  E.  P.  Comm.; 
type  of  lieadliglit,  U.  S.  Incandescent;  type  of  hand-brake. 
Peacock. 

General — Weight  of  bo.dy,  33,000  lbs.;  weight  of  trucks 


Fig.  2.— Standard  steel  pole  footing 

with  wheels  and  axles  only,  21,800  lbs.;  weight  of  electric 
and  air-brake  equipment,  28,000  lbs.;  total  weight  of  car 
complete,  81,800  lbs. 

Motor  Cars 

Body — Length  of  body,  59  ft.  6  in.;  length  over-all,  61 
ft.;  width  over-all,  9  ft.  6  in.;  height  from  top  of  rail  to  top 
of  trolley  board,  13  ft.  5%.  in.;  seating  capacity,  56;  truck 
base,  34  ft.  4  in. 

Truck — Type,  Baldwin  Locomotive  Co.,  M.  C.  B.;  wheel 
base,  7  ft.;  diameter  of  wheel,  36  in.^  tread  of  wheel,  4  11-32 
in.;  type  of  wheel,  steel  tread,  M.  C.  B.;  size  of  journal, 

5  in.  by  9  in.;  diam.  of  axle,  6  in. 

Electrical  equipment — Motors,  type  G.  E.  225  B.  750/ 
1,500  v.;  motors,  4-125  h.p.;  Control  system,  Sprague,  Type 
M.;  controller,  hand  control;  gear,  number  of  teeth,  57; 
pinion,  solid  teeth,  21;  type  of  air  compressor,  G.  E.,  C.  P., 
27  A;  size  of  air  compressor,  35  ft.;  size  of  brake  cylinder, 
14  in.;  type  of  governor,  M.  L.,  Form  A.,  G.  E.  Co.;  type  of 
car  heater,  1,500  volt  Consolidated  Car  Heater  Co.;  type  of 
pantograph,  G.  E.  slider  trolley;  type  of  car  seats,  Hey- 
wood  Bro.  &  Wakefield  Co.;  type  of  pilot,  steam  locomotive; 
type  of  snow  scraper,  H.  E.  P.  Comm.  design;  type  of  head- 
light, U.  S.  Incandescent;  type  of  hand  brake.  Peacock. 

General — Weight  of  body,  40,000  lbs.;  weight  of  trucks 
with  wheels  and  axles  only,  24,000  lbs.;  weight  of  electric 
and  air  brake  equipment,  28,000  lbs.;  total  weight  of  car 
complete,  94,800  lbs. 

Trailer  Cars 

Body — Length  of  body,  59  ft.  6  in.;  length  over-all,  61  ft.; 
width  over-all,  9  ft.  6  in.;  height  from  top  of  rail  to  top  of 
trolley^ board,  13  ft.  5%  in.;  seating  capacity,  60;  truck  base, 
:>A  ft.  6  in. 

Truck — Type,  National  Steel  Car  Company;  wheel  base, 

6  ft.;  diam.  of  wheel,  34  in.;  tread  of  wheel,  4  11-32  in,;  type 
of  wheel,  cast  iron;  size  of  journal,  5  in.  by  9  in.;  diam.  of 
axle,  5'Hin. 


Equipment — Control  system,  Sprague,  jtype  M;  con- 
troller, hand  control;  size  of  brake  cylinder,  14  in.;  type  of 
car  seats,  Preston  Car  &  Coach  Co.;  type  of  pilot,  steam 
locomotive;  type  of  snow  scraper,  H.  E.  P.  Comm.  design; 
type  of  headlight,  U.  S.  Incandescent;  type  of  hand  brake, 
Peacock. 

General — Weight  of  body,  40,000  lbs.;  weight  of  trucks 
with  wheels  and  axles  only,  20,000  lbs.;  weight  of  electric 
and  air-brake  equipment,  3,661  lbs.;  total  weight  of  car  com- 
plete, 62,661  lbs. 

Locomotives 

Body— Length  of  body,  28  ft;  length  over-all,  37  ft.  4 
in.;  width  over-all,  9  ft.  7%  in.;  height  from  top  of  rail  to 
lo\)  of  trolley  board,  12  ft.  lOYs  in.;  truck  base,  17  ft.  6  in. 

Truck — Type,  G.  E.,  M.  C.  B.;  wheel  base,  7  ft.  3  in.; 
diam.  of  wheel,  36  in.;  tread  of  wheel,  4  11-33  in.;  type  of 
wheel,  solid  steel;  size  of  journal,  5>4  x  10;  diam.  of  axle, 
7  in. 

Electrical  equipment— Motors,  type  G.  E.  251  R 
750/1500  v.;  motors  h.p.  250;  control  system,  Type  M, 
multiple  unit;  controller,  type  C.  107  A;  gear,  number  of 
teeth,  70;  pinion,  solid  teeth,  16;  type  of  air  compressor, 
3-C.  P.  30;  size  of  air  compressor,  35  C.  F.  per  M.;  size 
of  brake  cylinder,  16x13;  type  of  governor,  G.  K.  3;  type  of 
car  heater,  1,500  v.  Consolidated  Car  Heater  Co.;  type  of 
pantograph,  slider  trolley;  type  of  pilot,  G.  E.  design;  type  of 


■.    ;  \;-  NOTE"  for  cicarancc  of  poUs  on 

-n   ■        side  opposite  s+anda^d  consVr^c+i'on 


Fig.  .3.— Standard  steel  pole. 

Iicadlight,  U.  S.  Incandescent;  type  of  hand  brake,  racliet 
and  drop  lever  type. 

General — Weight  of  electrical  equipment,  38,950  lbs.; 
total  weight  of  car  complete,  120,000  lbs. 

Car  Construction 

The  passeii.mT  car  i,s  built  of  steel,  witli  wood  trim; 
the  entire  bottom  is  structural  steel,  diagonally  braced;  the 
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end  and  vestibule  framing  has  special  provision  against  the 
destructive  ef¥ects  of  collision;  corner  posts  and  side  posts 
are  of  channel  construction;  side  sheathing  and  roof,  steel 
plate;  insid^  trim  of  car  is  solid  mahogany  inlaid  in  quarter- 
cut  finish;  the  vestibule  is  finished  in  steel  with  ash  trim 
with  the  exception  of  the  doors  and  windows,  which  are 
mahogany.  Each  vestibule  has  two  drop  windows,  a  26-in. 
end  door,  and  two  29-in.  side  swinging  doors. 

The  interior  finish  is  green,  with  plush  seats  of  high- 
back  design  in  the  main  compartment,  and  pantasote  imita- 
tion leather,  high-backed  seats  for  the  smoking  compart- 
ment. Solid  bronze  metal  trimmings  are  used  in  the  main 
compartments.  The  toilet  rooms  are  of  white  sheet  steel 
with  white  enamel  and  white  steel  fittings.  The  exterior 
finish  of  the  car  is  black. 

At  each  end  of  the  car  is  placed  a  steam  locomotive 
type  iron  pilot,  on  the  top  of  which  is  a  steel  plate  snow 
plow  controlled  by  levers  from  the  operating  platform. 

Lighting  and  Heating  Circuits  for  Cars 

The  voltage  for  the  lighting  and  heating  circuits  is  cut 
down  from  1,500  to  600  volts  d.  c.  by  means  of  a  dynamotor. 
The  hghting  arrangement  consists  of  five  three-cluster  semi- 
indirect  ceiling  fixtures  in  the  main  compartment,  one  light 
in  each  cluster  being  in  series  with  the  corresponding  light 
in  the  next  cluster;  also  there  is  a  sixth  three-cluster  semi- 


Fig.  4.— Special  design  trolley  wire  hanger. 

indirect  ceiling  light  near  the  toilet  room  with  its  three 
lights  in  series  with  the  two  lights  in  the  toilet  rooms.  The 
baggage  room  and  vestibule  lighting  consists  of  two  series 
circuits  of  five  lights  each,  these  circuits  being  controlled 
by  two  three-way  switches,  one  in  the  baggage  room,  the 
other  in  the  vestibule.  All  lights  are  controlled  from  a 
switchboard  in  the  baggage  room.  All  circuits  are  600 
volts  d.c,  grounded,  with  five  lights  in  series. 

The  car  is  heated  by  means  of  thirty-six  electric 
heaters,  placed  on  the  walls,  two  in  the  vestibule,  one  in 
each  toilet,  twenty-eight  in  the  main  compartments,  and 
four  in  the  baggage  room.  The  heaters  are  connected  in 
two  circuits  of  18  each  in  series,  and  are  supplied  from  the 
switchboard  in  the  baggage  room. 

Lighting  Arrangement  in  Passenger  Cars 

One  of  the  figures  shows  the  complete  wiring  diagram 
of  the  passenger  cars.  The  lighting  arrangement  consists 
of  six  three-lamp  semi-indirect  ceiling  clusters  in  the  main 
compartments,  five  lights  in  the  baggage  room,  four  lights 
in  the  toilet  rooms,  and  three  lights  in  the  vestibule.  The 
lighting  arrangement  is  to  operate  five  120-volt  lamps  in 
series  on  the  600-volt  service.  To  obtain  this  number  one 
lamp  in  each  of  the  first  five  main  clusters  is  connected  in 
series  with  the  corresponding  lamp  in  the  next  cluster.  This 
makes  three  complete  circuits,  but  if  any  one  of  the  circuits 
becomes  dead  only  one  lamp  in  each  cluster  goes  out.  The 


three  lamps  in  the  sixth  cluster  are  all  in  series,  together 
with  two  lights  in  the  toilets.  For  the  vestibule  and  baggage 
room  lights  a  unique  scheme  has  been  worked  out  whereby 
the  niotorman  may  light  the  vestibule  or  the  baggage  room 
at  his  convenience  for  the  accommodation  of  passengers  en- 
tering or  leaving  the  car.  By  means  of  two  three-way 
switches,  one  in  the  vestibule  and  the  other  in  the  baggage 
room,  the  niotorman  can,  from  whichever  end  he  happens  to 
be  operating  from,  turn  out  the  lights  in  that  end  without 
interfering  with  the  lights  at  the  other  end,  and  can,  during 
stops,  illuminate  both  ends. 

Control  System 

The  system  of  control  is  the  non-automatic  type  M, 
two-speed  multiple  unit,  arranged  to  operate  the  motors  in 
series  and  series  parallel.  The  two  pairs  of  motors,  with 
their  resistances,  are  all  in  series  on  the  first  point  of  the 
controller,  the  resistances  being  varied  through  tlie  lirst  nine 
points  on  the  controller  and  short-circuited  on  the  tenth  or 
running  point.  An  electro-pneumatic  operated  change-over 
switch  is  used  to  make  the  transition  between  series  and 
series  parallel.  Either  pair  of  motors  may  be  cut  out  by 
means  of  a  separate  handle  on  this  switch.  The  control 
system  is  so  arranged  that  at  least  six  motor  cars  can  be 
operated  as  a  unit  from  citlier  end  of  any  car. 

The  Pantograph 

Tlie  current  collectors  are  the  sliding  pantograph  type 
of  trolley,  two  pantographs  per  motor  car.  .  These  panto- 
graphs are  pneumatically  raised  and  automatically  lower 
themselves  when  the  pressure  is  released.  Each  panto- 
graph can  be  raised  or  lowered  from  any  operating  position 
in  eitlier  tlie  motor  or  trailer  car.  Each  is  provided  with  a 
cut-out  plug  to  render  it  inoperative  without  interfering  with 
the  other  pantographs.  The  design  of  the  pantograph  is 
practically  standard,  with  the  exception  that  the  legs  extend 
downward  through  the  common  hinge.  This  construction 
permits  of  a  greater  vertical  range. 

The  Source  of  Supply 

The  supply  of  electric  energy  is  taken  from  the  lines  of 
the  Hydro-electric  Power  Commission  of  Ontario  at  London 
and  St.  Thomas.  At  these  two  points  arrangements  were 
made  for  housing  the  converting  equipment  in  sub-stations 
already  built,  so  that  no  new  sub-stations  were  required  for 
the  railway  system.  In  London  the  equipment  was  installed 
in  one  of  the  sub-stations  of  the  local  hydro  commission  and 
in  St.  Thomas  space  was  available  in  the  high  tension  station 
of  the  Ontario  Commission.  In  each  of  these  two  stations 
two  500  kw.  rotary  converters  13,300  a.c.  to  1,500  d.c.  were 
installed.     Feed  wires  are  500,000  cm.  aluminium. 

The  Overhead  Line 

The  overhead  work  is  carried  on  triangular  steel  poles 
which  are  utilized  for  the  combined  purpose  of  supporting 
the  feed  wires,  the  trolley  wire  and  the  wires  of  the  dis- 
patching system.  A  pole  drawing  with  cross-arm  and 
showing  relative  location  of  the  various  circuits  is  shown 
herewith.  Specifications  of  poles  are  as  follows: — Weight, 
800  lbs.;  material,  galvanized  structural  steel  angles;  height, 
35  feet;  base,  concrete,  7  feet  in  depth,  one  foot  exposed 
above  surface.  Fig.  3,  cross  arms,  4  in.  channel;  height  of 
cross-arm,  26  ft.  above  rail;  distance  apart  of  poles,  140  to 
180  ft.;  strain  test  at  top  of  poles,  3,500  lbs.  In  yards 
wooden  poles  are  used  with  span  wires,  the  standard  spacing 
being  90  feet. 

Anchoring  anrd  Sectionalization 

The  details  of  the  overhead  are  shown  for  the  most  part 
in  the  accompanying  line  drawings  and  photographs.  The 
line  is  anchored  every  three-quarters  of  a  mile  by  steel  poles. 
One  of  these  is  placed  on  the  other  side  of  the  track  opposite 
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a  standard  pole  and  connected  by  anchored  wire  to  the  next 
adjoining"  standard  pole. 

The  trolley  and  the  supply  system  are  sectionalized 
about  every  four  miles;  the  sectionalization  arrangement  is 
as  indicated  in  one  of  the  illustrations  herewith. 

Contact  System  and  Type  of  Suspension 

On  all  main  line  work  catenary  suspension  is  used.  The 
catenary  wire  is  300,000  cm.  copper,  and  the  trolley  is  4/0 
grooved.  A  special  design  for  the  trolley  wire  suspension 
was  developed  by  the  Commission  for  this  contract.  A 
clip  with  a  lip,  see  figure,  fits  into  a  groove  on  each  side  of 
the  trolley  wire,  and  is  clamped  into  place  and  suspended  by 
a  hanger  to  the  catenary.  These  suspension  clips  are  placed 
every  20  ft.  on  the  main  line.  In  yards,  where  the  poles  are 
most  closely  spaced,  direct  suspension  is  employed  as  shown. 

Rail  Bonding 

Bonds  are  of  4/0  copper,  welded  to  the  outer  side  of 
the  rail  heads.  The  oxy-acetylene  process  was  used.  In 
l)ractice,  the  bonds  together  with  a  tank  each  of  oxygen  and 
acetylene  gas  were  carried  on  a  li.ght  hand  car,  the  whole 
outfit  Ijeing  operated  l:)y  one  man.      Both  rails  are  bonded. 

Operating  records  of  such  equipment  and  apparatus  are 


Fig.  5.    Type  of  semi-indirect  unit  used  on  passenger  cars. 


interesting,  and  it  might  be  pointed  out  that  during  the  last 
five  months  since  this  road  was  placed  in  operation,  interrup- 
tions to  service  have  been  negligible. 


New  Books 

Irrigation  Practice  and  Engineering — by  B.  A.  Etche- 
verry,  head  of  the  Department  of  Irrigation,  University  of 
California.  McGraw-Hill  Book  Company,  Inc.,  New  York, 
publishers;  price  $4  net.  This  is  Volume  III.  of  a  series  of 
text-books,  of  which  the  two  latter  volumes  are  devoted  to 
a  presentation  of  the  fundamental  principles  and  problems 
of  irrigation  engineering.  The  present  volume  is  devoted 
particularly  to  irrigation  structures  and  distribution  systems. 
Illustrated  by  twenty  plates  and  186  figures;  438  pages;  bound 
in  the  usual  type  of  this  publishing  house;  approximately 
!)  by  a  inches. 


The  Western  Canada  Lime  Company,  Limited,  has  been 
incorporated  with  a  capital  of  $100,000  and  head  office  at 
New  Westminster,  B.C. 


Personal 

Mr.  Jules  Alexander  Duchastel,  B.A.Sc,  the  new  pre- 
sident of  the  Canadian  and  International  Roads  Congress,  is 
engineer  for  the  city  of  Outremont,  P.Q.  He  took  a  lead- 
ing part  in  the  recent  congress,  reading  a  paper,  and  speak- 
ing on  several  subjects.  Mr.  Duchastel,  who  comes  from 
an  old  French  family,  graduated  in  1901  at  Laval  University. 
For  a  short  time  he  was  with  the  Phoenix  Bridge  and  Iron 
Works,  and  then  for  five  years  was  on  the  engineering  staff 
of  the  C.  P.  R.,  construction  of  bridges  and  elevators  de- 


Mr.  J.  Duchastel,  Mem.  Can.  Soc.  C.  E. 


liartment.  In  1907  he  was  appointed  engineer  for  the  town 
oi  Outremont,  then  a  comparatively  small  suburb  of  Mon- 
treal. Under  Mr.  Duchastel's  supervision  extensive  works 
have  been  laid  out, '  including  a  new  sewage  system,  a  light- 
ing system  and  road  programme.  Last  year  Outremont  ob- 
tained a  city  charter;  it  is  one  of  the  finest  outlying  districts 
of  Montreal,  with  a  beautiful  park,  wide  streets,  and  splendid 
residences. 

Mr.  K.  H.  Smith,  of  the  Nova  Scotia  Water  Power  Com- 
mission, delivered  an  address  on  "Some  engineering  features 
of  the  Pan-Pacific  International  Exposition,  with  particular 
reference  to  the  lighting  arrangements  and  the  Canadian 
exhibit,"  before  the  Nova  Scotia  Society  of  Engineers  at  their 
regular  monthly  meeting  held  at  the  Technical  College,  Hali- 
fax, on  March  15.  The  lecture  was  illustrated  by  a  large 
number  of  slides  specially  prepared  for  the  purpose. 

Mr.  Hugh  Watkins,  of  London,  England,  who  is  the 
quantity  surveyor  for  the  Manitoba  Parliament  Buildings, 
and  in  this  capacity  is  required  in  Winnipeg  to  arrange  and 
prepare  the  quantities  for  the  tenderers,  tried  recently  to 
leave  for  Canada,  but  was  forbidden  to  do  so  by  the  military 
authorities,  being  eligible  for  military  service.  The  Hon. 
T.  H.  Johnson,  however,  wrote  to  Acting  High  Commission- 
er Perley  in  London,  asking  him  to  assist  Mr.  Watkins  in 
getting  away,  and  has  now  received  word  that  the  matter 
has  been  satisfactorily  arranged.  Mr.  Watkins  will  bring 
with  him  designs  for  a  dome  drawn  by  S.  Bylander,  an  Eng- 
lish engineer. 


Obituary 

Mr.  W.  L.  McCiivcrin,  vice-president  of  Dartncll,  Lim- 
ited, builders  supplies,  Montreal,  died  suddently  on  March 
17,  at  his  residence,  Regent  Avenue,  Montreal,  aged  40.  He 
was  o|5erale(l  on  a  short  time  prior  to  his  death  for  varicose 
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veins;  the  operation  was  apparently  successful,  but  he  be- 
came suddenly  ill,  and  died  within  a  day  or  two  of  taking  to 
his  bed.  Mr.  McGiverin,  who  served  in  the  Boer  war,  was 
a  native  of  Toronto. 

Mr.  C.  H.  Concry,  who  carried  on  a  cement  and  con- 
tracting business  in  Guelph  for  many  years,  died  on  March  10. 

Mr.  Charles  Sellers,  head  of  the  Peerless  Furniture  Com- 
pany, Toronto,  died  suddenly  on  March  20,  at  the  age  of  8.'i. 
Mr.  Sellers  was  born  in  Glasgow,  Scotland,  and  came  to  Can- 
ada when  about  eighteen  years  of  age. 


Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


Machineries,  Limited,  Montreal,  have  been  incorporated. 
Rochefort  &  Normand,  plasterers,  Montreal,  Que.,  have 
registered. 

The  Deakin  Construction  Company,  Quebec,  Que.,  have 
registered. 

V.  Marcotte  &  Cie,  bricklayers,  Montreal,  Que.,  have 
registered. 

Dussault  &  Verrall,  contractors,  Montreal,  Que.,  have 
registered. 

Theodule  Lessard  &  Fils,  general  contractors,  Montreal, 
Que.,  have  registered. 

The  Renfrew  Machinery  Company,  Limited,  Renfrew, 
Ont.,  were  burned  out  recently;  loss  insured. 

There  are  indications  of  considerable  building  activity  in 
.■\mherst,  N.  S.,  during  the  spring  and  summer. 

The  Ottawa  Board  of  Control  at  a  recent  meeting  de- 
cided to  advertise  for  a  Commissioner  of  Works. 

It  is  reported  that  the  Bell  Telephone  Company  will 
erect  a  new  exchange  building  in  Barrie  this  summer. 

The  Dominion  Salvage  &  Wrecking  Company,  Limited, 
!".as  been  organized,  with  head  office  in  Toronto  and  a  capital 
of  $35,000. 

Canadian  Welding  Works,  Limited,  is  the  name  of  a 
newly-incorporated  concern  with  head  office  at  Montreal 
and  a  capital  stock  of  .$10,000. 

Ice  conditions  at  Port  Arthur  seem  favorable  to  an  earl}' 
opening  of  navigation.  Grain  in  the  elevators  at  the  head 
of  the  lakes  totals  approximately  35,000,000  bushels. 

The  Dominion  Bridge  Company  have  been  awarded  the 
contract  for  the  steel  work  for  the  T.  Eaton  Coaipany  new 
building  at  Winnipeg.  The  cost  of  the  steel  alone  is  esti- 
mated at  $200,000.  The  building  will  be  300  feet  long  by 
123  feet  deep  and  eight  storeys  high. 

The  first  steps  are  now  being  taken  towards  rebuilding 
the  Northern  Navigation  wharf  at  Sarnia,  Ont.  A  steam 
pile  driver  will  start  at  once  to  drive  the  piles  which  will 
support  the  structure.  Owing  to  the  great  depth  of  water  at 
this  point,  long  piles  are  required  for  the  work. 

Leading  dealers  in  building  supplies  in  Saskatoon,  Sask., 
report  having  been  called  on  for  more  estimates  in  the  last 
three  months  than  in  all  the  year  of  1915.  The  demand  is 
very  considerable  from  the  farming  communities,  where 
many  good  buildings  will  be  erected  this  season. 

Montreal  will  have  to  pay  a  considerably  higher  price  for 
its  asphalt  this  year.  The  tender  of  the  Warner-Quinlan  As- 
phalt Company  for  6,000  tons  at  $19.33  per  ton  has  been 
accepted  by  the  Board  of  Control.  This  is  nearly  $5  per 
ton  above  that  of  last  year,  when  the  contract  was  the  sub- 


ject of  much  legislation.  The  bi<ls  ranged  from  $IO.:!:j  to 
$33.40  per  ton. 

Under  the  patronage  of  Their  Royal  Highnesses  the  Duke 
and  Duchess  of  Connaught,  the  Ottawa  Chapter  of  Architects, 
during  the  week  beginning  March  27th,  will  hold  an  exhibi- 
tion of  architectural  drawings,  paintings,  sculpture,  etc. 
Messrs.  Darwin's,  Limited,  have  placed  at  the  disposal  of  the 
Association  the  shop  at  No.  43  Sparks  Street,  in  the  Union 
Bank  Building.  The  proceeds  will  be  devoted  to  patriotic 
purposes. 

That  German  prisoners  of  war  confined  to  Fort  Henry 
were  employed  by  a  Kingston  contractor  at  the  rate  of  75 
cents  a  day  to  do  work  inside  the  walls  of  the  fort  was  a 
matter  which  came  up  for  discussion  at  a  meeting  of  the 
Trades  and  Labor  Council  of  Kingston,  Ont.  The  con- 
tractor claimed  that  the  men  were  employed  because  no 
other  labor  was  available.  The  Trades  Council  declared  that 
there  were  sufficient  local  men  available.  The  members  of 
the  Council  have  been  given  assurance  that  these  prisoners 
will  not  be  employed  again. 

The  Conley  Frog  and  Switch  Company,  of  Memphis, 
Tenn.,  have  agreed  to  have  complete  and  in  operation  by 
July  31  the  plant  which  they  started  between  Port  Arthur 
and  Fort  William  in  1913,  and  which  they  were  unable  to 
carry  on  because  of  the  financial  conditions  created  by  the 
war.  They  will  manufacture  frogs,  switches,  bolts,  nuts,  and 
all  railway  accessories,  and  will  employ  at  least  fifty  men. 
They  have  agreed  to  expend  $100,000  on  the  works,  and  the 
city  of  Port  Arthur  is  to  allow  them  a  bonus  of  $25,000  when 
the  plant  has  been  in  operation  for  thirty  days. 

The  full  pamphlet  copy  of  the  annual  report  of  the  Beth- 
lehem Steel  Corporation  for  191.5— the  first  full  year  of  the 
war— is  just  being  issued.  A  summary  of  the  chief  feature 
of  the  report,  made  public  recently,  shows  the  total  net  earn- 
ings, from  operations  of  the  corporation  and  its  subsidiary 
companies,  after  deducting  expenditures  for  ordinary  and  ex- 
traordinary repairs  and  maintenance— "approximately  $4,391.- 
000"— amounted  to  $24,831,408.35,  compared  with  $9,649,667.71 
m  1914.  The  orders  on  hand  on  December  31,  1915,  amount- 
ed to  $175,432,895,  against  .$46,513,189  on  the  corresponding 
date  in  1914. 

The  Roman  Catholic  School  Commissioners  of  Montreal, 
having  awarded  a  contract  to  Mr.  Joseph  Laurier  for  the  con- 
struction of  a  school  at  a  price  of  $176,700,  Mr.  F.  A.  Grothe 
asked  Mr.  Justice  Dugas,  in  the  Practice  Court,  for  an  inter- 
locutory injunction,  to  prevent  the  execution  of  the  contract. 
The  contention  was  that  Mr.  Grothe,  being  the  lowest  bid- 
der, ought  to  have  secured  the  contract,  and  that  there  was 
nothing  in  the  plea  of  the  Commissioiiers  that  Mr.  Grothe 
was  not  a  resident  of  the  city.  The  Commissioners,  it  was 
stated,  had  given  the  contract  to  the  successful  bidder  on 
condition  that  he  executed  the  work  at  the  price  asked  by 
the  petitioner.  The  judge  dismissed  the  petition  on  the 
ground  that  the  Commissioners  were  not  bound  to  accept 
the  lowest  tender. 

The  Ontario  Government,  in  making  good  its  pledge  to 
develop  actively  the  resources  in  Northern  Ontario,  has  spent 
in  the  last  three  years. close  on  three  million  dollars.  Up 
to  the  end  of  the  provincial  year  of  1914  the  province  had  ex- 
pended $2,076,833,  while  last  year  the  expenditure  totalled 
$689,910,  of  which  $582,914  was  spent  on  road  construction. 
Commissioner  Whitson  reports  that  597  miles  of  new  road 
were  cut  out  of  the  virgin  forest  during  the  year,  381  miles 
of  new  and  old  roads  were  graded  and  surfaced  with  gravel 
or  stone,  and  113  miles  of  old  roads  were  partly  gracred  or 
improved.  In  all  872  miles  of  road  were  under  "construc- 
tion. In  addition  to  this  a  dam  was  built  450  feet  in  length 
across  the  Frederickhouse  River  to  improve  navigation^on 
Night  Hawk  Lake  and  tributary  streams. 


Contracts  Department 


News    of  Special   Interest  to  Contractors,  Engineers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Berlin,  Ont  . 

The  City  Council  will  receive  tenders 
until  April  13th  for  the  construction  of 
about  6,000  square  yards  of  concrete 
pavement.    Engineer,  H.  Johnston, 

Chatham,  Ont. 

Work  will  start  as  soon  as  weather 
permits  on  the  construction  of  reinforced 
concrete  pavement  on  King  Street  East 
and  Lansdowne  Avenue.  Approximate 
total  cost,  $13,360.  Engineer,  F.  P. 
Adams. 

Collingwood,  Ont. 

Tenders  will  be  received  until  8  p.m., 
.\pri!  11th,  for  the  following: — (1)  pump- 
ing machinery,  consisting  of  two  motor- 
driven  units,  with  a  ca)iacity  of  1,000  Im- 
perial gallons  each;  (3)  pump  well  and 
connections.  Engineers,  Chipman  & 
Power,  Mail  Building,  Toronto. 

East  Farnham,  Que. 

The  Secretary  to  the  Village  Council. 
M.  Stevens,  will  receive  tenders  until 
noon,  April  1.5th,  for  tlie  gravelling  of 
tlic  main  road  tlirough  the  Municipality. 

Halifax.  N.S. 

The  Mayor,  P.  F.  Martin,  will  receive 
tenders  until  .\pril  .5th  for  the  supply  of 
5.000  feet  of  cast  iron  pipe.  Specifica- 
tions witli  City  Engineer. 

Lethbrids;e,  Alta. 

The  City  Council  are  considering  the 
installation  of  a  filtration  plant.  Engi- 
neer, .\.  M.  Grace. 

London,  Ont. 

Tenders  are  now  being  received  for 
the  construction  of  about  60,000  square 
yards  of  asphalt  pavement.  Engineer, 
H.  A.  Brazier. 

Moncton.  N.B. 

Tlie  City  Engineer,  J.  Edington,  has 
l)een  instructed  to  prepare  specifications 
and  to  obtain  estimates  on  the  following 
kinds  of  pavement: — creosoted  pine  block 
on  concrete  foundation:  bitulithic  on  con- 
crete: asphalt  on  concrete. 

Quebec,  Que. 

Tenders  will  be  received  until  April 
Ith  by  tlic  Waterworks  Engineer  for  the 
following  supplies: — pig,  lead,  lead  pipe, 
cast  iron  pipe,  iron  and  brass  castings, 
cement,  lirick,  drain  pipe. 

Toronto.  Ont. 

A  liy-lavv  lias  1)ecn  passed  aulliorizing 
tlic  construction  of  a  foot  subway  under 
llic  Grand  Trunk  Railway  at  Ashdale 
Avenue.  Commissioner  of  Works,  R.  C. 
Tlarri^. 

Tiic  Board  of  Control  will  receive  ten- 
ders until  April  11th  for  electrically  oper- 
ated driving  gear  for  a  36-inch  gate  valve 
at  the  Main  Pumping  Station.  Plans  at 
Room  12,  City  Hall. 


Commissioner  of  Works,  R.  C.  Harris, 
has  recommended  the  following  works: 
— cement  sidewalks,  $1,587;  rocmac  mac- 
adam pavements,  $22,835;  asphalt  pave- 
ments, $5,330. 

CONTRACTS  AWARDED 

Wallaceburg,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  the  supply  of  water  service 
equipment  to  Mueller  Bros.  Compan3^ 
.'^arnia. 


Railroads,  Bridges  and  Wharves 

Alberta  Province 

A'  delegation  has  ureed  the  Govern- 
ment to  complete  the  projected  portion 
of  the  Canadian  Northern  Railway  be- 
tween Medicine  Hat  and  Hanna. 

CONTRACTS  AWARDED 

Edmonton,  Alta. 

The  Edmonton.  T)un\-egan  &  British 
Columbia  Railwav  have  awarded  con- 
tracts to  McPherson  Si  Ouigly.  110  Ad- 
ams  Block,  for  the  construction  of  a 
bridge  over  Burnt  River  and  for  the 
piers  and  abutments  for  the  bridge  to 
be  built  over  Smokey  River, 


Public  Buildings,  Churches 
and  Schools 

Brampton,  Ont. 

The  Town  Cnuni-il  have  nassed  a  grant 
of  $18,000  to  the  School  Board  for  the 
erection  of  a  four-roomed  school.  Sec- 
rctar\'  to   the  Board,  John   D.  Gordon. 

Dslroy,  Alta. 

Tenders  on  the  construction  of  a  frame 
school  for  School  District  No,  3690  will 
be  received  until  noon.  .'X.pril  5tb,  by  the 
.Secretary,  F.  W.  Gardner, 

Hsrcourt  Township.  Ont. 

The  Trustees  of  .Scliool  Sectii:)n  No.  1 
will  call  for  tenders  about  Mav  1st  for 
the  erection  of  a  school,  Trstimated 
cost.  $9.00'0. 

Hesoeler.  Ont. 

The  Roman  Catholic  Congregation 
propose  to  build  a  ne\v"  church  as  soon 
as  possible,  at  an  approximate  cost  of 
$10,nnn.     Priest.  Rev.  Fatlier  Meyer, 

Mimico,  Ont. 

Victoria  Industrial  School  Board  have 
approvcf]  iilans  for  a  school,  estimated 
to  cost  $1,000.  Work  will  be  done  by 
(lay  labor  and  material  purchased  by 
Superintendent  C.  Fcrrier.  Steel  and 
brick  construction. 

Montreal,  Que. 

The  Protestant  Board  of  School  Com- 
missioners, Belmont  Street,  are  receiv- 
ing tenders  on  the  erection  of  a  brick 
school  on  Dc  Jumonvillc  Street.  Closing 
date,  April  3rd. 


North  Vancouver,  B.C. 

The  School  Board  propose  to  build  an 
addition  at  the  North  Lonsdale  School, 
estimated  to  cost  $3,500. 

Parry  Sound,  Ont. 

The  Board  of  Education  have  appoint- 
ed Angus  &  Angus,  of  North  Bay,  as 
Architects  for  the  proposed  school. 

Raleigh  &  Tilbury,  Ont. 

Charles  Tompkins.  Merlin  P.  O.,  will 
receive  tenders  until  .^pril  8th  for  the 
erection  of  a  school  for  Union  School 
Section  No.  2.  Architects,  Adams  & 
Adams,  Market  Chambers,  Chatham. 
Approximate  cost,  $4,000. 

St.  Julienne,  Que. 

Tenders  on  interior  work  and  the  in- 
stallation of  furniture  and  fixtures  at  the 
Parish  Church  are  being  received  by  the 
Architect,  J.  O.  Turgeon,  55  St.  Francois 
Xavier  Street,  Montreal. 

Tavistock,  Ont. 

The  School  Trustees  jiropose  to  build 
an  addition  to  the  school,  at  an  approxi- 
mate cost  of  $5,000.  Architect,  T.  S. 
Russell,  21  Downie  Street,  Stratford. 

York  County,  Ont. 

The  ratepayers  of  School  Section  No. 
14  are  considering  the  erection  of  a 
school,  at  an  approximate  cost  of  $6,000. 
Secretary,  F.  T.  Mulholland,  Eglinton 
K,  R, 

CONTRACTS  AWARDED 

Cayuga,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  school  lias  been  let 
to  William  Rolston.  Brick  construction. 
Approximate  cost,  $7,000. 

Fort  William,  Ont. 

The  contract  for  installation  of  heating 
and  plumbing  at  St.  Luke's  Church  has 
been  let  to  Anderson  &  Company,  Don- 
ald Street. 

Hamilton,  Ont. 

The  Board  of  Education  have  awarded 
the  following  contracts  for  the  erection 
of  an  addition  to  the  Robert  Land 
School: — ^masonry.  G.  F.  Webb,  Went- 
wortb  Street,  $13,829;  carpentry,  John 
Poag,  685  Main  Street  E..  $6,469;  steel, 
Hamilton  Bridge  Works,  Bay  Street  N,, 
$4,750;  roofing.  M.  V.  McLean.  314  Hess 
Street;  plastering.  Hill  Bros.,  307  Emer- 
ald Street;  painting,  William  Dodson, 
131  Victoria  Avenue  N.:  plumbing.  Adam 
Clark,  7  Main  Street  W.,  electrical  work. 
Electric  Supply  Company,  65  Janics 
Street  South. 

Montreal,  Que. 

The  Cote  des  Nieges  Roman  Catholic 
.School  Commissioners  have  let  the  fol- 
lowing contracts  for  the  erection  of  a 
school  and  residence: — general,  mason- 
ry, wrought  iron,  carpentry,  plastering, 
painting  and  glazing,  E.  N.  &  U.  Boileaii. 
313  Fabre  Street;  steel,  Thoenix  Bridge 
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&  Iron  Works,  Limited,  8.3  Colborne 
Street;  roofing,  plumbing-  and  electrical 
work,  Thomas  O'Connell,  183  Ottawa 
Street;  steam  heating  and  ventilating,  T. 
Lessard  &  Sons,  Limited,  191  Craig 
Street  East. 

Ottawa,  Ont. 

Tn  connection  with  alterations  to  the 
County  Jail,  the  contract  for  electrical 
work  has  been  let  to  Stanley  Lewis, 
Hichmond  Street,  Westboro. 

Rimouski,  Que. 

The  contract  for  interior  work  at  the 
Chanel  has  been  awarded  to  A.  M.  Mor- 
in,  Trois  Pistoles,  .\rchitect,  P.  Leves- 
quc,  11.5  St.  John  Street,  Quebec.  .\p- 
proximatc  cost,  $5,000. 

St.  Julienne,  Que. 

The  contract  for  plumbing  at  the  Par- 
ish Church  has  been  awarded  to  Hickev 
&  .'Kubut,  91!  Dominion  Street.  Montreal. 

Woodhouse.  Ont. 

The  general  contract  for  the  erection 
of  a'  school  for  the  Trustees  of  School 
Section  No.  12  has  been  awarded  to  Wil- 
liam Rankin,  Port  Dover.  Approximate 
cost,  $.5,000.     White  brick  construction. 


Business  Buildings  and  Indus- 
trial Plants 

Bathurst,  N.B. 

Ml  work  required  in  the  erection  of 
a  store  for  W.  J.  Kent  &  Company,  Lim- 
ited, will  be  (ione  by  day  labor.  .\p- 
proxiniate  cost.  $8,000. 

Berlin,  Ont. 

Plans  are  being  prepared  by  W.  C. 
Cowan,  200  Victoria  Street,  for  a  factory 
to  be  built  for  the  Canadian  Regal  Mo- 
tor Company,  T^imitcd,  4:53  King  Street 
E.  Tenders  will  be  called  shortly.  Es- 
timated cost,  $18,000. 

Brampton,  Ont. 

The  Acme  Rubber  Company  propose 
to  build  a  factory,  at  an  approximate  cost 
of  $30,000,  and  a  by-law  will  be  submit- 
ted to  authorize  certain  concessions  to 
the  Company.  F.  D.  Law,  471  Yonge 
Street,  Toronto,  is  interested  in  the  pro- 
ject, 

Brantford,  Ont. 

The  Waddell  Preserving  Company  are 
considering  the  erection  of  a  factory. 
President,  F.  W.  Ryerson,  167  West  St. 

Bromptonville,  Que. 

The  Model  Dress  Company  intend  to 
rebuild  their  premises,  which  have  been 
destroyed  by  fire. 

Clarkson,  Ont. 

Sproatt  &  Rolph,  36  North  Street,  To- 
ronto, are  preparing  plans  of  a  barn  for 
W.  G.  Gooderham,  42  Elm  Street,  To- 
ronto. 

East  Branch,  Ont. 

George  McCreary  proposes  to  build  a 
barn  in  the  spring.  Frame  construction. 
Estimated  cost,  $3,000. 

Grand  Prairie,  Alta. 

C.  B.  Foster  is  considering  the  erec- 
tion of  an  elevator,  with  a  capacity  of 
20,000  bushels. 

Hamilton,  Ont. 

Work  will  be  started  as  soon  as  pos- 
sible on  the  construction  of  a  coke  oven 
plant    for    the    Hamilton  By-Products 


Coke  Ovens,  Limited,  Sun  Life  Build- 
ing. Estimated  cost,  $3,000,000.  Plans 
will  consist  of  60  ovens  and  buildings  for 
the  manufacture  of  by-products. 

Listowel,  Ont. 

Hydro  Electric  Radiation.  Limited,  arc 
considering  the  erection  of  a  factory. 
Manager,  G.  E.  Harrison,  704  Traders 
Bank  Building,  Toronto. 

Marieville,  Que. 

The  erection  of  a  store  is  contemplated 
by  J.  P.  Leduc.    Estimated  cost,  $.''),000. 

Markham,  Ont. 

The  Markham  .Agricultural  Society 
propose  to  erect  two  buildin,gs  at  an  ap- 
proximate cost  of  $13,000.  Secretary, 
A.  W.  Milne. 

Mnicton,  N.B. 

Plans  are  beinc  nrepared  by  W.  C. 
Barns.  Wvse  Building,  for  stores  and 
offices  to  be  built  for  G.  V.  Steeves.  164 
Park  Street.    Estimated  cost,  $1,5,000. 

Nelson.  B.C. 

The  British  Columbia  Telenhonc  Com- 
pany. Vancouver,  are  considering  the 
erection  of  an  exchange  building. 

Niao'ara  Falls.  Ont. 

The  Perfection  Tire  &  Motor  Com- 
I'anv  of  Canada.  Limited,  Fort  Madison. 
Iowa,  will  have  plans  prepared  for  a 
factorv.    .'\  site  has  been  selected. 

G.  Hutton,  Bank  of  Hamilton  Build- 
inff.  Hamilton,  is  nrenaring  nlans  of  an 
addition  tn  the  nremises  of  the  Bank 
'if  Hamilton.  Quepn  Street  and  Eric 
,\\'cnu(.'.     ^^^ork  will  start  shortly. 

Nortb  Vancouver.  B.C. 

L.  E.  Ross,  care  of  Canilann  C(>dar 
Comnan}^  North  ^^ancouver.  is  consider- 
ing the  erection  of  a  shingle  mill. 

Ottawa.  Ont. 

Jackson  Booth,  Booth  Street,  prono^cs 
lo  build  a  fivc-storev  addition  to  an  office 
buildin.ar.     Steel  and  brick  construction. 

Tenders  will  be  called  shortiv  For  the 
prection  of  an  addition  to  an  office  biiild- 
i"!?-  for  Blackburn  Bros..  Union  Bank 
R"ildinp.  .Architect.  W.  E.  NofTke. 
Plaza  Buildine,  Rideau  Street.  Esti- 
mated cost.  $18,000. 

Jackson  Booth,  Booth  Street,  proposes 
to  build  a  two-storev  addition  to  an 
office  building  on  Rideau  Street.  .Steel 
and  brick  construction. 

Outremont,  Oue. 

Tenders  will  be  received  until  Anril 
6th  for  the  erection  of  a  garage  for  Wil- 
frid Duquette,  339  St.  Joseph  Boulevard 
West.  Architect,  S.  Frappier.  3338  Park 
Avenue.  Reinforced  concrete  and  brick 
construction. 

Perth,  Ont. 

Plans  are  being  prepared  for  a  garage 
to  be  built  on  North  Street  for  James  & 
Reid,  Gore  Street.    Estimated  cost,  $.5,000. 

Port  Arthur.  Ont. 

Work  will  start  in  the  spring  on  the 
construction  of  an  elevator  for  the  -Sas- 
katchewan Co-operative  Elevator  Com- 
pany, Limited,  13th  and  Smith  Streets, 
Regina. 

Quebec,  Que. 

The  Quebec  Harbour  Commissioners, 
Pointe-a-Carey  Wharf,  will  receive  ten- 
ders until  .\pril  15th  for  the  erection  of 
a  freight  shed  and  grain  galleries.  Chief 
Engineer,  St.  George  Boswell. 


A  site  on  St.  John  Street  has  been  ac- 
quired by  a  Syndicate  for  the  erection 
of  a  summer  garden  theatre.  S.  H. 
Kippan,  75  St.  Louis  Street,  is  an  inter- 
ested party. 

Renfrew,  Ont. 

O'Briens  Munitions.  Limited,  projfose 
to  rebuild  their  factory,  at  an  approxi- 
mate cost  of  $75,000.  Plans  will  be  pre- 
pared b}'  the  Company's  .Architect. 

Sault  Ste.  Marie.  Ont. 

The  .\lgoma  .Steel  Cor])oration  have 
made  arrangements  for  the  erection  of  a 
large  addition  to  their  nlant.  Estimated 
cost.  $50,000.  Steel  will  be  supplied  by 
owners. 

Spirit  River,  Alta. 

F.  Brown  has  commenced  the  erection 
of  a  store. 

The  Union  Bank  are  about  to  start 
work  on  the  erection  of  a  bank  on 
Centre  Street. 

Squamish,  B.C. 

H.  Buttcrfield.  Squamish,  will  start 
work  in  the  spring  on  the  construction 
of  a  shingle  mill  on  the  Pillchuck  River. 
Estimated  cost,  $10,000.  Dry  kiln  equip- 
ment will  be  purchased. 

St.  Catharines,  Ont. 

T.  H.  Wiley,  138  St.  Paul  Street,  is 
receiving  tenders  on  various  trades  re- 
nuired  in  the  erection  of  a  factory  for 
the  Dominion  Food  Companv,  Russell 
.\venue.     .Approximate  cost,  $30,000. 

Toronto.  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  March  38th  for  the  erection 
of  a  fire  hall  on  Hendrick  Street,  esti- 
mated to  cnst  $34,000.  Plans  at  office 
of  the  City  .Architect. 

Plans  have  been  nrepared  for  an  addi- 
tion to  the  candy  factorv  of  Robertson 
Bros.,  103  Queen  Street  East,  estimated 
to  cost  $35,000.  Steel  and  brick  construc- 
tio".  Superintendent  of  Construction, 
\\'illiam  Robertson. 

G.  C.  Briggs.  34  Victoria  Street,  is 
l)reparing  plans  for  alterations  to  a 
warehouse  at  46  Front  Street  East  for 
the  Canadian  Northern  Railway  Com- 
pany, 1  Toronto  Street. 

Tenders  are  now  being  received  for 
the  erection  of  stores  and  apartments 
at  1307  Dufferin  Street  for  A.  E.  Cor- 
nelius. 50  Walker  .Avenue.  Brick  con- 
struction. 

Tenders  are  being  received  for  the 
erection  of  a  Erarage  at  A'^onge  and  Baxter 
Streets  for  W.  J.  Fennell.  6  De  Lisle 
Avenue.  Estimated  cost.  $10,000.  Con- 
crete and  brick  construction. 

Tenders  are  now  being  received  for 
the  erection  of  four  stores  and  ajiart- 
ments  for  J.  R.  Gibson,  Bank  oi  Com- 
merce Building,  St,  Clair  Avenue  and 
Dufferin  Street.  Estimated  cost,  $30,000. 
.Architect,  J.  G.  Urc,  Bank  of  Commerce 
Building. 

The  Board  of  Control  will  receive  ten- 
ders until  .April  11th  for  the  erection  of 
a  barn  at  the  Jail  Farm,  estimated  to 
cost  $25,000.  Revised  plans  at  office  of 
the  City  Architect. 

Tenders  will  be  received  until  April 
11th  by  the  Board  of  Control  for  the 
erection  of  a  stable  and  wagon  house 
at  the  Island.  Plans  at  office  of  the 
City  Architect.     Estimated  cost.  $4,000. 
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Tenders  and  For  Sale  Department 


Tenders  for 

Concrete  Pavement 


Sealed  tenders,  addressed  to  A.  II.  llillar,  City 
t'lerk,  will  be  received  up  to  5  o'clock  p.m., 
April  13,  1916,  for  the  construction  of  approxi- 
mately fl.OOU  square  yards  of  concrete  pavement 
in   the    City   of  Berlin. 

Plans  and  specifications  can  be  seen  at  the 
office   of  the   City  Engineer. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted. 

HERBERT  JOHNSTON, 

City  Engineer. 

Berlin,  March  21,  1916.  i:!-14 


Tenders  for  the  Purchase  of  Scrap 
Metals  Removed  from  the 
Parliament  Buildings 

SEALED  TENDERS  addressed  to  the  under- 
signed, and  endorsed  "Tender  for  Scrap  Jletals." 
as  the  case  may  be,  will  be  received  until  4.00 
P.M.,  on  Tuesday,  April  4,  lOlG,  for  the  pur- 
chase of: — 


Lot  No.  1. — Mostly  flat  iron,  approxi- 
mate  weight    8,000  lbs. 

Lot  No.  2. — Conduit  and  gas  pipe,  ap- 
proximate weight    800  " 

Lot  No.  3. — Miscellaneous  wrought  and 

cast  iron,  approximate  weight   20,000  " 

Lot    No.    4. — Wrought    iron    pipe,  ap- 
proximate weight    7,000 

Lot  No.  5. — Gas  pipe  and  conduit,  ap- 

pro.ximate  weight    600 

Lot  No.  6 — Galv.  iron  pipe  and  wrought 

iron  pipe,  approximate  weight    1,600  " 

Lot  No.  7. — Structural  iron  (straight), 

approximate  weight   12,550 

Lot  No.  8. — Structural  iron  (twisted), 

approximate  weight   ..32,000  " 

Lot    No.    9. — Rod    iron,  approximate 

weight    1,000  " 

Lot   No.    10. — Sheet    copper,    approxi-  »" 
mate  weight   .23,800  " 


Lot  No.  11. — Brass,  approximate  weight     100  " 

Tenders  may  be  made  for  either  the  whole  or 
any  number  of  lots,  and  must  be  accompanied 
by  an  accepted  cheque  on  a  chartered  bank,  pay- 
able to  the  order  of  the  Honourable  the  Minister 
of  Public  Works,  for  10  per  cent,  of  the  amoutU 
of  the  tender,  which  cheque  will  be  forfeited  if 
person  tendering  refuse  to  implement  his  tender. 
Tenders  require  to  be  signed  in  full  by  the 
names  of  the  actual  tenderers. 

The  above  material  can  be  examined  any  week 
day,  between  10  A.M.,  and  4  P.M.,  on  the  Par- 
liament Grounds,  to  the  r^  n  ii  ilu;  Parliament 
Buildings,  by  applying  to  iIk  I'uliiic  Works  Of- 
lu  t  r  ill  (  liarge  of  the  Buildings,  Room  21,  House 
ni  (  01111110115,  west  side. 

AIat<  iial  must  be  removed  by  purchaser  with- 
in two  weeks  of  acceptance  of  offer. 

Purchaser  rnust  make  cash  payment  before  re- 
moving material. 

Price  per  pound  to  be  quote<l  for  the  different 
scrap  items. 

The  Department  reserve  (he  right  to  reject 
any  or  all  tenders. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 

Ottawa,  March  20,  1910. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  witliout  authority  from  the 
Department.— 94970.  ]2i:! 


Wanted 

ICNpcricnccd  lOslimatojs  on  Plumbing,  Heating, 
Electrical  and  Sprinkler  work.  Address  Box  378 
Contract  Record,  Toronto,  Ont.  J2-1 


Tenders  for 

Church  Building 


.Scaled  tenders  will  be  received  by  the  under- 
signed, or  by  Mr.  C.  M.  Borter,  Architect,  Niag- 
ara Falls,  Ont.,  endorsed  '"Tender  for  St.  James' 
Church,  Port  Colborne,"  until  6  o'clock  p.m., 
April  15th,  1916,  for  all  work  in  connection  with 
tlie  erection  of  a  stone  church  at  Port  Colborne. 
Plans,  specification^  .oil  loim  of  tender  may 
be  obtained  from  the  arrlniiir  or  the  undersigned. 
The  lowest  or  any  tender  iiuL  necessarily  accepted. 

E.  p.  JOHNSON, 

Secretary  St.  James'  Church 
13-1.3  Building  Committee. 


Town  of  Collingwood 

Province  of  Ontario 


Waterworks  Extensions 


Sealed  tenders  will  be  received  by  the  Chair- 
man of  the  Collingwood  Water  and  Light  Com- 
mission until  8  p.m.  on  Tuesday,  April  11th,  1916, 
for  the  follow  ing  works  : — 

(1)  Pumping  Machinery,  comprising  two  motor- 
driven  units,  1,000  Imperial  gallons  capacity  each. 

(2)  Pump  Well  and  Connections. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Engineers,  204  Mail  Building,  To- 
ronto, or  at  the  office  of  the  Water  and  Light 
Commission,  Collingwood. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

HUGH  A.  CURRIE,  Esq.,  Chairman. 
W.  B.  II.  PATTON,  Esq.,  Mayor. 
STEPHEN  BURNSIDE,  Esq.,  Commissioner. 
E.  J.  STAPLETON,  Esq.,  Superintendent. 
CHIPMAX  &  POWER,  Engineers.  13-13 


TENDERS 
for  Electrically 

Operated  Gear 

Teii'l'.rN  will  In  nicivcd  by  rCKi'^liKd  ]u,\{ 
only,  adi  I  re- --i' 1  lo  ilir  (liairman.  Board  of  (  Hn- 
trol.  City  llall,  'I'oi  onto,  up  to  12  o'clock  noon  on 
Tuesday,  April  11th.  1916,  for  the  supply  and 
delivery  of — ■ 

Tender 
Number 

Electrically  Operated  Driving  (iear  for  op- 
erating 36-inch  Gate  Valves,  at  Main 
Pumping  Station,  John  Street   ..  .'19 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  he  obtained  at 
the  Works  Department,  Room  12,  City  Hall. 
Tenderers  nuist  comply  strictly  with  conditions 
of  City  By-law  as  lo  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  Tlie 
lowest  or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor. 
13-13  Chairman  Ijoard  of  Control 


TENDERS 

For  a  Barn 

at  the  Men's  Industrial  Farm 

ALSO 

For  a  Stable  and 
Waggon  House 

at  the  Island 


Bulk  tenders  only,  for  all  trades  required  in 
connection  with  work  on  the  above,  will  be  re- 
ceived by  registered  post  only,  addressed  to  the 
undersigned,  up  to  noon  on  Tuesday,  April  11th, 
1916, 

Plans  and  specifications  may  be  seen  and  forms 
of  tender  and  all  information  obtained  at  the 
office  of  the  City  Architect,  City  Hall,  Toronto. 
Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  The  usual 
conditions  relating  to  tendering,  as  prescribed  by 
the  City  By-laws,  must  be  strictly  complied  with, 
or  tenders  may  not  be  entertained.  Tenderers 
shall  submit  with  their  tender  the  names  of  two 
personal  sureties,  or  the  bond  of  a  Guarantee 
Company,  approved  by  the  City  Treasurer.  The 
lowest  or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
13-13  Chairman  Board  of  Control. 


Wanted  to  Purchase 


Ten  miles  .30-lb.  rail  with  plates.  Box  88, 
Contract  Record,  119  Board  of  Trade,  Montreal. 

1313 


Wanted  to  Purchase 


Locomotive  crane  to  operate  grab  bucket.  Bo.\ 
109,  Contract  Record,  119  Board  of  Trade,  Mont- 
real. 13-13 


Locomotive  Crane  Wanted 


Wanted  15  or  20  ton  Locomotive  Crane,  sec- 
ond hand,  .\im'iiran  make  preferred.  Must  be 
in  good  condition.  Address  Box  376  Contract 
Record,  T  m,,,  (  )nt.  12-14 


Salesman  Wanted 

for  Montreal  district.  One  acquaint- 
ed with  Engineering  and  Contracting 
preferred.  Must  be  of  good  address, 
aggressive  and  resourceful.  State  ex- 
perience and  salary  required.  Box 
33,  Contract  Record,  347  Adelaide 
Street  West,  Toronto. 


March  39,  1910 


THE   CONTRACT  RECORD 


47 


Business  Buildings  and  Indus- 
trial Plants 

(Contimied  fnun  page  4o) 

Truro,  N.S. 

R.  O.  McCurdy,  Willow  Street,  pro- 
poses to  build  a  store  and  office  on 
Prince  Street,  and  is  having  plans  pre- 
pared by  L.  B.  Gray.  Estimated  cost, 
$S,000. 

Vancouver,  B.C. 

The  Ford  Motor  Company  of  Canada 
Iiave  purchased  a  site  at  Fifth  Avenue 
and  Fir  Street  for  their  assembling- 
plant.  They  will  erect  a  four-storey 
brick  structure.  Local  Manager,  W.  G. 
Patrick. 

The  Department  of  Militia  &  Defence, 
Ottawa,  are  making  arrangements  for 
the  erection  of  an  Ordnance  Depot  to 
replace  that  at  Victoria. 

Weyburn,  Sask. 

Work  will  start  soon  on  the  construc- 
tion of  a  warehouse  on  Sixth  Street  iDr 
the  Winnipeg  Oil  Company,  Railway 
Street  East. 

CONTRACTS  AWARDED 

Aylmer,  Que. 

The  general  contract  for  the  erecliou 
of  a, toll  house  for  the  .-Vylmer  Road  Com- 
))any  has  been  av/arded  to  S.  Smith,  -llS 
McLeod  Street,.  Ottawa.  Approximate 
cost,  $3,500. 

Fort  William,  Ont. 

The  Mutual  Elevator  Company,  Lim- 
ited, have  awarded  the  general  contract 
for  the  erection  of  an  elevator  to  the 
F egles  Engineering  Cons^'-nr^'T  '''^"-^ - 
pfln}-.     Approximate   cost.  if250,000. 

Hamilton,  Ont. 

The  contract  for  excavation  and 
foundations  required  in  the  erection  of  a 
factory  for  the  Mercury  Mills,  Limited, 
80  Park  Street  N..  has  been  awarded  to 
W.  H.  Cooper,  Clyde  Bviilding. 

The  Canada  W'ire  &  Iron  Goods  Com- 
pany, King  William  Street,  have  award- 
ed the  general  and  masonry  contracts 
for  the  erection  of  an  addition  to  their 
premises  to  G.  H.  Mills,  King  Street  E.. 
and  the  carpentry  to  George  White,  165 
Main  Street  E.   Appro-ximate  cost,  $3,.500. 

The  general,  carpentry  and  steel  work 
contracts  for  the  erection  of  an  addition 
to  the  factory  of  E.  T.  Wright  &  Com- 
pany. Cathcart  Street,  have  been  let  to 
George  Conglon,  31  Inchlniry  Street,  and 
the  masonry  to  Mitchell  &  Riddell, 
Head  Street.    Approximate  cost,  $4,000. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  block  of  stores  and  flats  on  St. 
Dominique  Street  for  Miss  D.  Zudick, 
829  St.  Urbain  Street,  has  been  let  to 
G.  Zudick.  829  St.  Urbain  Street.  Brick 
construction.    Approximate  cost,  $00,000. 

The  general  contract  for  repairs  to 
the  nremises  of  the  Canadian  Consoli- 
dated Rubber  Comnany,  Limited,  950 
Notre  Dame  Street  E..  has  been  awarded 
to  E.  G.  M.  Cape,  Limited,  ^if^y  'P-i'-'--'^- 
Building. 

"^V.  L.'  Ball.  3101  W-rvillc  Street,  lias 
commenced  the  erection  of  stores  and 
flats  on  Beaumont  Street,  and  has  let 
the  roofing,  heating  and  plumbing  to 
Daniel  Kochenburger  Frere,  '2739  St.. 
Hubert  Street.   Approximate  cost,  $0,000. 


Ottawa,  Ont. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  a  building  for 
Jackson  Booth  &  Syndicate,  Metcalfe 
Street,  has  been  awarded  to  the  Electric- 
al Repair  &  Contract  Company,  317  Crai,g 
Street  West,  Montreal. 

Port  Arthur,  Ont. 

The  contract  for  alterations  to  an  ele- 
vator for  Davidson  &  Smith  Elevator 
Company  has  been  awarded  to  the 
Fegles  Engineering  Construction,  Fort 
William. 

The  general  contract  for  re-building 
the  Walsh  Block  has  been  let  to  J.  L. 
McRae,  379  John  Street,  and  the  heat- 
ing and  plumbing  to  the  Barnes  Com- 
pany, 313  Park  Street. 

Quebec,  Que. 

In  connection  with  the  theatre  which 
has  been  built  on  Faljrique  Street  for 
the  Quebec  Theatre  Company,  the  con- 
tract for  painting  has  been  let  to  Mar- 
chant  Bros.,  133  Artillery  Street,  and 
the  electrical  work  to  the  Quebec  Elec- 
tric Compan}',  13  7  St.  John  Street. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  bank  and 
residence  on  Ste.  Foye  Road  for  La 
Banque  Nationale,  75  St.  Peter  Street: — 
masonry  and  carpentry,  general  contrac- 
tors; roofing,  E.  Falardeau,  143  Dor- 
chester Street;  plastering,  A.  Frenette. 
360  St.  Cyrille  Street;  painting,  B.  Vail- 
lancourt,  93  Sauvageau  Street;  heating, 
plumbing  and  electrical  work,  \"andry 
&  Matte,  169  St.  John  Street. 

J.  B.  Laliberte,  145  St.  Joseph  Street, 
has  awarded  the  general,  masonry  and 
carpentry  contracts  for  the  erection  of 
a  glove  factory  to  M.  Cauchon,  307  Rich- 
ardson Street.  Brick  and  frame  con- 
struction.   Approximate  cost,  $5,000. 

Work  has  been  started  on  interior 
office  work  for  the  Canada  Steamship 
Company,  48  Dalhousie  Street.  The 
general,  masonry  and  carpentr}^  contracts 
have  been  let  to  L.  H.  Peters,  Limited. 
10  Ste.  Angele  Street,  and  the  v)ainting 
to  J.  M.  Tardivel,  4  Abraham  Pfill.  .\p- 
proximate  cost,  $0,000. 

St.  Catharines,  Ont. 

The  general  contract  for  repairs  to  a 
store  for  Mrs.  McMaugh  has  been  award- 
ed to  George  Wilson,  10  Wiley  Street. 

St.  Rose,  Que. 

In  connection  with  the  premises  l)eing 
built  for  the  Provincial  Bank,  Montreal, 
the  contract  for  plastering  has  been  let 
to  J.  Lefebvre,  150  Ontario  Street,  and 
the  roofing,  heating  and  plumbin.g  to  the 
general  contractors. 

Sudbury,  Ont. 

The  general  contract  for  the  erection 
of  offices,  stores  and  other  buildings  for 
F.  M.  Stafford,  Durham  Street,  has  been 
awarded  to  the  Laberge  Lumber  Com- 
pany, Notre  Dame  Street,  .\pproximate 
cost,  $40,000. 

Three  Rivers,  Que. 

The  general  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  Can- 
ada Iron  Corporation  has  been  awarded 
to  Loomis,  Dakin,  Limited,  St.  Gabriel 
Street,  Sherbrooke. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  gara.ge  at  the  premises  of  the  Sheet 
Metal  Products.  Limited,  River  and-Ger- 
rard  Streets,  has  been  awarded  to  Brown 


&  Cooper,  297  Carlton  Street.  Concrete 
and  brick  construction.  Approximate 
cost,  $10,000. 

The  contract  for  carpentry  required  in 
the  erection  of  an  addition  to  the  prem- 
ises of  the  Carhartt  Hamilton  Manufac- 
turing Company,  535  Queen  Street  E., 
has  been  awarded  to  William  Bell,  5 
Brookmount  Road. 

The  contract  for  masonry  required  in 
the  erection  of  stores  and  apartments 
for  Rowell  &  Company,  75  Vaughan 
Road,  has  been  let  to  Elliott  &  Brown, 
132  Ellsworth  Avenue,,  and  the  heating 
to  R.  C.  Mansell,  85  Quebec  Avenue. 
Approximate  cost,  $8,000. 


Residences 

Adolphustown,  Ont. 

Tenders  on  the  erection  of  a  rcctorj^ 
will  be  received  until  April  1st  by  A.  S. 
Dickinson,  R.M.D.  Bath,  Ont.  Plans 
and  specifications  with  Mr.  Dickinson. 
Robert  Wright,  R.M.D.  Bath,  Ont..  and 
H.  M.  Johnston,  R.M.D.  Sillsville,  Ont. 

Chatham,  Ont. 

Louis  Palmer,  Patteson  Avenue,  is 
now  receiving  tenders  on  the  erection 
of  a  residence,  estimated  to  cost  $3,500. 
Architect,  S.  G.  Kinsey,  Fifth  Street. 

Dundas,  Ont. 

H.  C.  Clark.  King  Street,  is  consider- 
ing the  erection  of  a  brick  residence, 
estimated  to  cost  $3,000. 

Fonthill,  Ont. 

A.  E.  Nicholson,  40  Queen  Street,  St. 
Catharines,  is  receiving  tenders  on  the 
erection  of  a  residence  for  F.  Welling- 
ton, in  the  following  types  of  construc- 
tion:— fl)  brick;  (2)  stucco  on  hollow 
tile:  (3)  frame.  Approximate  cost, 
$10,000. 

Halifax,  N.S. 

Jdhn  McKay,  2  Lockman  Street,  is 
receiving  tenders  on  the  erection  of  a 
frame  residence,  estimated  to  cost  $4,500. 
Architects,  Harris'  &  Horton.  Keitli 
Building,  Barrington  Street. 

Listowel,  Ont. 

John  Reihm,  Wallace  Street,  proposes 
to  build  a  residence,  estimated  to  cost 
$3,000. 

The  erection  of  a  residence  is  being- 
considered  by  Ezra  Reihm.  .Approxi- 
mate cost,  $3,000. 

Montreal,  Que. 

J.  Hupe,  150  Duquesne  Street,  has 
commenced  the  erection  of  three  resi- 
dences, estimated  to  cost  $3,000. 

E.  L.  Judah,  81  Durocher  Street,  in- 
tends to  make  alterations  to  a  residence 
at  97  Durocher  Street,  at  an  approximate 
cost  of  $3,000.  Architect,  T.  Trotter,  28 
Fort  Street. 

Niagara,  Ont. 

Green  &  Wicks,  110  Franklin  Street. 
Buffalo,  N.Y.,  are  preparing  plans  of  a 
residence  for  H.  V.  Grant,  Clark  ^-Jill. 
Estimated  cost,  $50,000.  Stone  and  brick 
construction. 

Niagara  Falls  South,  Ont. 

C.  M.  Borter,  Main  Street,  is  prepar- 
ing plans  of  a  residence  for  Ernest  Bax- 
ter. 5  West  Barker  Street.  Brick  and 
shingle  construction. 

Oshawa,  Ont. 

Darling  &  Pearson,   2   Leader  Lane, 
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Toronto,  will  receive  tender  until  April 
8th  for  the  erection  of  a  residence  for 
R.  S.  McLaughlin.  Estimated  cost, 
$100,000.     Hollow  tile  construction. 

Ottawa,  Ont. 

A.  E.  Shaver,  45  Powell  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $5,000,  and  is  receiving 
prices  on  plastering,  painting,  heating, 
]ihnnbing  and  electrical  work. 

H.  A.  Charlebois,,  337  Daly  Avenue,  is 
about  to  build  an  addition  to  a  residence 
on  Osgoode  Street. 

W.  J.  Spratt,  157  Sunnyside  Avenue, 
will  shortly  call  for  tenders  on  the  erec- 
tion of  a  residence,  estimated  to  cost 
$4,000.  Brick  veneer  and  stucco  con- 
struction. 

Oxford,  N.S. 

The  following  parties  propose  to  build 
residences  this  spring: — James  Horton, 
.A.rthur  Myatt,  Frank  Myatt,  Wilhcrt 
Thompson. 

Port  Lambton,  Ont. 

David  Hinnegan,  Lambton  Line,  pro- 
pose to  build  a  residence  to  replace  that 
destroyed  by  fire. 

Quebec,  Que. 

Tenders  are  now  being  received  for 
the  smaller  trades  required  in  the  erec- 
tion of  a  residence  on  Mountain  View 
Boulevard  for  P.  J.  Moran.  Architect, 
A.  G.  Noesworthy,  care  of  V.  R.  Lamon- 
tagne,  Quebec  Railway  Building.  Esti- 
mated cost,  $4,000.    Brick  construction. 

Plans  are  being  prepared  by  A.  G. 
Noesworthy,  care  of  V.  R.  Lamontagne, 
Quebec  Railway  Building,  for  a  residence 
to  be  built  for  Adelard  Dorval.  Frame 
and  brick  construction.  Approximate 
cost,  $4,000. 

N.  Leblond,  38  Carillon  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  con- 
struction'. 

W.  Bouchard,  18  Second  Avenue, 
Limoilou,  is  building  a  residence,  esti- 
mated to  cost  $9,000.  Frame  construc- 
tion. 

Sawyerville,  Que. 

G.  C.  Chaddock  proposes  to  build  a 
residence,  estimated  to  cost  $3,000. 

Sherbrooke,  Que. 

Plans  of  a  residence  to  cost  about 
$15,000  are  being  prepared  by  Philip  J. 
Turner,  49  Beaver  Hall  Hill. 

St.  Catharines,  Ont. 

A.  E.  Nicholson,  40  Queen  Street,  is 
preparing  plans  for  alterations  and  ad- 
ditions to  the  residence  of  A.  F.  Fifield, 
157  Ontario  Street.  Approximate  cost, 
$10,000. 

Stirling,  Ont. 

Rev.  Father  J.  J.  Connelly,  Trenton, 
has  had  plans  prepared  for  a  rectory, 
estimated  \n  cost  $8,000.  Brick  con- 
struction. 

Toronto,  Ont. 

E.  Elliott,  77  Vermont  Avenue,  is 
about  to  start  work  on  the  erection  of 
three  residences  on  Kcw  Beach  Avenue. 
Estimated 'cost,  $4,000.  Frame  construc- 
tion. 

Tenders  are  being  received  by  J.  T. 
Wright,  535  Lansdowne  Avenue,  for  the 
erection  of  three  pairs  of  residences  on 
Rutland  Street  for  L.  Smith.  Brick  con- 
struction.    Approximate  cost,  $10,000. 


H.  W.  Bowles.  151  Broadview  Avenue, 
is  receiving  tenders  on  the  erection  of  a 
residence,  estimated  to  cost  $3,800.  Brick 
construction. 

.  Tuckersmith  Township,  Ont. 

Plans  of  a  residence  are  being  pre- 
pared by  A.  Buchannan,  Tuckersmith 
Township,  Hensall.  Estimated  cost, 
$3,000. 

Ville  St.  Pierre,  Que. 

Philip  J.  Turner,  49  Beaver  Hall  Hill. 
Montreal,  is  preparing  plans  of  two 
residences. 

Zurich,  Ont. 

Alexander  Foster  is  considering  the 
erection  of  a  residence,  at  an  approximate 
cost  of  $3,000. 

CONTRACTS  AWARDED 

Hamilton.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  four  residences  on 
Rosemont  Street  for  Thompson  & 
Thompson,  Federal  Life  Building: — gen- 
eral, masonr}',  carpentry,  stee  land  roof- 
ing, MacKay  Bros.,  104  Lister  Building; 
painting,  T.  A.  Thompson  &  Company, 
30  Edward  Street;  heating,  H.  Day,  34 
Huron  Street;  plumbing,  J.  Saynor,  173 
John  Street  S.;  electrical  work,  John 
ITines,  18  .'Kvalon  Place.  Approximate 
total  cost,  $8,000. 

McKay  Bros.,  104  Lister  Building,  are 
building  two  residences  on  Avalon  Place, 
and  have  let  the  following  contracts: — 
painting,  T.  A.  Thompson  &  Company, 
30  Edward  Street;  heating,  H.  Day,  34 
Huron  Street;  plumbing,  J.  Saynor,  173 
John  Street  S.;  .electrical  work,  John 
Dines,  18  Avalon  Place.  Estimated  cost, 
$3,500  each. 

The  following  contracts  have  been  let 
for  the  erection  of  apartments  for  J.  H. 
Robinson,  19  S.  John  Street  N. : — general 
contract,  E.  &  J.  Buscombe,  Hyde  Park 
Avenue;  carpentry  and  steel  work, 
George  Preston,  30  Stanley  Avenue; 
roofing,  George  Smith,  King  Street  W. ; 
plastering,  J.  Tramello,  Cannon  Street 
E. ;  painting,  A.  MacKenzie,  43  Ferguson 
Avenue  S.;  heating  and  plumbing,  J.  N. 
Luxon,  60  Leeming  Street;  electrical 
work,  Synder  Bros.,  37  King  Street  W. 
Approximate  cost,  $3,000. 

Kingston,  Ont. 

The  contract  for  the  erection  of  a  res- 
idence for  Byron  Derbyshire,  163  Union 
Street,  has  been  awarded  to  the  Kingston 
Cement  Products  Company,  Patrick  and 
Charles  Streets.  Approximate  cost, 
$3,800. 

Lachine,  Que. 

The  T^achine  Land  Company,  Limited, 
Dominion  Express  Building,  Montreal, 
have  let  the  contract  for  the  erection 
of  seven  cottages  to  Valmore  Saurette, 
197  Gait  Avenue,  Verdun.  Approximate 
cost,  $3,000  each. 

Maisonneuve,  Que. 

In  c(mneclion  with  the  residences 
which  are  being  built  for  M.  &  O.  Du- 
frcsne,  Ontario  and  T^a  Salle  .Streets,  the 
contract  for  rough  carpentry  lias  been 
let  to  A.  Cho<|uette,  170  Bourbonnier 
Street,  and  the  mill  work  to  Daniien 
Lalonde  Limited,  1,000  ("hristopher 
Cnlomb  StrccM,  Montreal. 

McKellar  Township,  Ont. 

Htiwcr  Bros.,  131!  Hoiiewell  .\  venue, 
Ottawa,  are  building  a  residence  on 
Fnnrth  Avenue,  estimated  to  cost  $3,500, 


and  have  let  the  electrical  work  to  E. 
Headly,  645  Echo  Drive,  Ottawa. 

Montreal,  Que. 

F.  L'educ,  314  Melrose  Street,  has  let 
the  following  contracts  in  connection 
with  the  flats  which  he  is  building: — ma- 
sonry, H.  Lachance,  1154  Chabot  Street; 
roofing,  J.  Duquette,  366a  St.  Catherine 
Street  E. ;  heating  and  plumbing,  Ernest 
Labelle;  electrical  work,  Walter  Roy, 
591  Centre  Street. 

The  following  contracts  have  been  let 
in  connection  with  alterations  to  a  resi- 
dence on  Peel  Street  for  A.  P.  Stuart, 
37  Summerhill  Avenue: — brick,  C.  Le- 
francois,  535  St.  Emelie  Street;  cut  stone 
work,  John  Quinlan  &  Company,  Lim- 
ited, 4413  St.  Catherine  Street,  West- 
mount;  roofing,  heating  and  plumbing, 
L.  Ducharme  &  Company,  1995  St.  James 
Street;  painting,  W.  D.  Rufiance,  01  Rose 
de  Lima  Street. 

The  contract  for  heating  and  plumb- 
ing required  in  connection  with  the  resi- 
dence being  built  on  Ossington  Avenue 
by  Bower  Bros.,  133  Hopewell  Avenue, 
has  been  let  to  Gervin  &  Lillico,  1095 
Bank  Street,  and  the  electrical  work  to 
G.  W.  Matthews,  700  Albert  Street. 

In  connection  with  the  residence  be- 
ing built  on  Oakland  Street  by  Donald 
Campbell,  6  Driveway  West,  the  con- 
tract for  plumbing  has  been  awarded  to 
E.  Williams,  Glenora  Avenue,  and  the 
electrical  work  to  E.  Headly,  645  Echo 
Drive. 

W.  A.  Cole,  163  Sparks  Street,  is  build- 
ing apartments  on  Russell  Street,  esti- 
mated to  cost  $7,000,  and  has  let  the 
plumbing  to  E.  Williams,  Glenmore  Ave- 
nue, and  the  electrical  work  to  E.  G. 
Tressider,  Third  Avenue. 

In  connection  with  the  residences  be- 
ing built  on  Irving  Street  by  John  Wil- 
son, care  of  F.  Wilson,  793  Somerset 
Street,  the  electrical  work  has  been  let 
to  H.  L.  Allan,  373  Somerset  Street. 

The  contract  for  heating  and  plumbing 
required  in  connection  with  the  bungalow 
being  built  by  B.  A.  Grison,  O.i  Bank 
Street,  has  been  awarded  to  J.  P.  Band, 
775  Bank  Street,  and  the  electrical  work 
to  E.  T.  Headley,  645  Echo  Drive. 

Port  Credit,  Ont. 

William  N.  Allin,  19  Balmuto  Street, 
Toronto,  has  been  awarded  the  general 
contract  for  the  erection  of  a  residence, 
estimated  to  cost  $9,000.  Architects,  Ed- 
wards &  Saunders,  18  Toronto  Street, 
Toronto.    Stone  and  brick  construction. 

Quebec,  Que. 

V.  R.  Lamontagne,  Quebec  Railway 
Building,  has  been  awarded  the  general 
contract  for  the  erection  of  a  residence 
on  Mountain  View  Boulevard  for  R. 
Wright.  Approximate  cost,  $:!,500. 
.Smaller  trades  will  be  sub-let. 

Spirit  River,  Alta. 

McLean  &  Company  arc  building  a 
frame  residence  for  F.  McEwen. 


Power  Plants,  Electricity  and 
Telephones 

Edmonton,  Alta. 

The  City  Council  propose  to  extend 
tiieir  electric  and  telephone  lines  to  Bev- 
erly, the  cost  to  be  borne  by  the  Town 
of  Beverly.     Clerk,   C.   E.  Cox. 

(Continued  on  page  50) 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 

THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. ' 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  IngUs  Company,  United 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


50 


THE   CONTRACT  RECORD 


March  39,  1916 


Power  Plants,  Electricity  and 
Telephones 

(Continued  from  page  48) 

Grand  Valley,  Ont. 

A  by-law  has  been  carried  authorizing 
the  construction  of  a  hydro  electric  sys- 
tem, at  an  approximate  co^t  of  $1],()00. 
Town  Clerk,  T.  A.  Richardson. 

Sarnia,  Ont. 

The  Town  Council  and  the  Hydro 
Commission  are  considering  a  lighting- 
system  for  the  waterfront.  Clerk,  J.  D. 
Stewart. 

Sault  Ste.  Marie,  Ont. 

The  Great  Lakes  Power  Company 
have  taken  over  the  power  department 
of  the  Algoma  Steel  Corporation,  and 
propose  to  develop  30,000  horse-power. 
Mayor  J.  A.  McPhail  is  interested  in 
the  proposition. 

Toronto,  Ont. 

The  Toronto  Hydro  Electric  Commis- 
sioners, 226  Yonge  Street,  will  receive 
tenders  until  April  4th  for  the  laying  of 
cable  ducts  and  constructing  manholes 
and  transformer  vaults.  Specifications  at 
office  of  the  Purchasing  Agent,  15  Wilton 
Avenue. 

The  Commissioners  are  also  having 
plans  prepared  for  the  following  work: — 
sub-station  on  Jefferson  Avenue,  $8,000; 
addition  to  Front  Street  Station,  $6,000; 
addition  to  Stanley  Park  Sub-Station, 
$12,000. 

Vancouver,  B.C. 

The  British  Columbia  Telephone  Com- 
pany, A/'ancouver,  intend  to  construct 
copper  circuits  between  New  Denver, 
Kaslo  and  Nelson,  and  separate  circuits 
from  Nelson  to  Rossland  and  Midway 
to  Penticton.. 

CONTRACTS  AWARDED 

Davin,  Sask. 

The  Davin  Rural  Telephone  Company 
have  awarded  the  contract  for  the  con- 
struction of  their  system  to  Brander  & 
McGuay,  Regina,  at  $8,890.  Contractors 
require  material.  » 


Fires 

Albert,  N.B. 

Residence  of  Frank  Geldart  totally 
destroyed. 

Bromptonville,  Que. 

Factory  of  the  Model  Dress  Company. 
Loss,  $25,000. 

Residence  of  O.  Lambert  entirely  des- 
troyed. 

City  View,  Ont. 

Residence  of  John  Daoust,  Raden  Ave- 
nue.   Loss,  $3,500.    May  rebuild. 

Residence  of  .S.  Cousineau,  Radcn 
Avenue.    Loss,  $4,000.    May  rebuild. 

Glencoe,  Ont. 

Store  owned  by  C.  Dean,  Main  Street. 
Loss,  about  $10,000. 

London,  Ont. 

Work  shop  at  Asylum  on  Dundas 
Slreef,  owned  by  Provincial  Department 
of  Mcahli.    Loss,  $.-.,000.    Will  he  rebuilt, 

Moncton,  N.B. 

Stf)re  owned  by  Duncan  Brace,  Kail- 
way  Avenue,  totally  destroyed. 


Montreal,  Que. 

Factory  of  the  Canadian  Rubber  Com- 
~  pany.    Loss,  $50,000. 

Quebec,  Que. 

Bowling  alley  owned  by  L.  A.  Can- 
non,  2   Ferland   Street.     Loss,  $10,000. 

Raymond,  Alta. 

Cafe  and  store  owned  by  Charles  Mac- 
Carty  totally  destroyed. 

Regina,  Sask. 

Roundhouse  of  the  Canadian  Northern 
Railway,  Toronto.    Loss,  about  $15,000. 

St.  George,  Ont. 

Agricultural  plant  owned  by  B.  Bell 
&  Sons.    Loss,  $10,000. 

St.  John's,  Que. 

Furniture  factory  of  D.  H.  Langlois 
&  Company.    Loss,  $16,000.    Will  rebuild. 


Miscellaneous 

Cottam,  Ont. 

J.  A.  Jackson,  contractor,  is  in  the 
market  for  cement,  weatlier  strips,  lum- 
ber, wood  paint,  asphalt  shingles  and 
screens. 

Hurdville,  Ont. 

James  Hardie  is  in  the  market  for 
three  saw  edger  and  portable  sawmill 
machinery,  as  well  as  a  40-h.p.  boiler. 

Kingston,  Ont. 

The  City  Engineer,  R.  J.  McLelland, 
will  receive  tenders  until  5  p.m.,  April 
3rd,  for  the  supply  of  300  tons,  more  or 
less,  of  refined  asphalt,  f.o.b.  Kingston. 

Ottawa,  Ont. 

Tenders  will  be  received  until  April 
3rd  by  William  Kearns,  110  Wellington 
Street,  for  hardware,  lumber,  cement  and 
sand  required  by  the  Ottawa  Improve- 
ment Commission. 

Quebec,  Que. 

The  City  Engineer,  W.  D.  Baillairge, 
will  receive  tenders  until  April  5th  for  the 
supply  of  broken  and  unbroken  stone, 
sand,  deals  and  nails. 

St.  Thomas,  Ont. 

Horton  Brothers  are  receiving  prices 
on  brick,  sheet  glass,  skylights  and  ven- 
tilators. 

Westmount,  Que. 

Tenders  will  be  received  until  noon, 
April  5th,  by  the  City  Secretary,  A.  F. 
Bell,  on  the  supply  of  the  following  ma- 
terials:— cement,  sand,  crushed  stone, 
sewer  pipe,  quarried  stone,  farm  tiles, 
brick.    Engineer,  P.  E.  Jarman. 

CONTRACTS  AWARDED 

London,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies: — iron  cast- 
ings. Owl  Manufacturing  Company,  Ltd., 
.')51  Glebe  Street;  gravel  and  screenings, 
G.  Alexander,  516  Piccadilly  Street;  ce- 
nu-nl,  W.  Buchanan,  Bank  of  Toronto 
Builfling;  vitrified  tile,  William  Copp,  Ol! 
York  Street. 

Montreal,  Que. 

The  City  Council  have  awarded  the 
contract  for  the  supply  of  6,000  tons  of 
refined  asphalt  to  the  W^arner-Quinlan 
Asphalt  Company,  745  St.  Catherine  St. 
W.,  at  $19.33  per  ton. 

Ottawa,  Ont. 

The  City  ("ouncil  are  havin.g  plans  prc- 
pared  for  laying  creosoted  wood  block 


and  asphalt  pavement  on  Dalhousie  St. 
Tenders  will  be  called  early  in  April. 
Estimated  cost,  $12,000.  Engineer,  F.  C. 
Askwith. 

Late  News  Items 

Huberdeau,  Que. 

The  hotel  owned  by  O.  Duclos  has 
been  totally  destroyed  by  fire.  Loss 
$25,000.    Owner  will  rebuild. 

Leamington,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  laying  concrete  pavements  on 
Mill  and  Erie  Streets  to  F.  Smithson, 
cfire  of  the  Town  Clerk,  R.  M.  Selkirk. 
Approximate  cost,  $15,000. 

London,  Ont. 

A.  E.  Nutter,  Dominion  Bank  Cham- 
bers, is  preparing  plans  for  two  resi- 
dences, estimated  to  cost  $8,000  and 
$(),000  respectively. 

Montreal,  Que. 

Alexander  McKay,  498  Argyle  Street, 
is  building  a  block  of  flats  on  Addington 
5Ureet  and  another  on  Minto  Street,  es- 
timated to  cost  $15,000  each.  Contracts 
will  be  let  for  marble  and  tiling  work. 

Napanee,  Ont. 

The  Town  Clerk,  W.  A.  Grange,  will 
receive  tenders  until  April  3rd  for  sup- 
plj'  of  the  following  materials  during  the 
year: — pine  plank,  nails,  stone,  broken 
stone,  rubble,  gravel,  cement  and  sewer 
tile. 

Ottawa,  Ont. 

Li  connection  with  the  erection  of  an 
addition  to  an  office  building  for  Black- 
burn Bros.,  Union  Bank  Building,  the 
contract  for  steel  work  has  been  let  to 
the  Dominion  Bridge  Company,  Sparks 
Street.  Tenders  on  painting,  heating, 
plumbing  and  electrical  work  will  be 
called  by  the  Architect,  W.  E.  Noffke. 
Plaza  Building,  Rideau  Street. 

Port  Colborne,  Ont. 

Tenders  on  the  erection  of  .  St.  James 
Church  will  be  received  until  6  p.m., 
April  15th,  by  the  Secretary,  E.  P.  John- 
son, or  the  Architect,  C.  M.  Borter,  Main 
Street,  Niagara  Falls  South.  Approxi- 
mate cost,  $15,000. 

Regina,  Sask. 

The  City  Council  have  awarded  the 
contract  for  supply  and  installation  of 
an  electrically  driven  pumping  plant  at 
Bogg  Creek  to  Eraser  and  Chalmers  of 
Canada,  Limited,  59  Beaver  Hall  Hill, 
Montreal.    Approximate  cost,  $12,000. 

St.  Andre  D'Acton,  Que. 

The  contract  for  concrete  work  re- 
quired in  the  construction  of  a  bridge  for 
the  Municipal  Council  has  been  awarded 
to  Grise  &  Houle,  St.  Christine,  Que.,  and 
the  steel  work  and  flooring  to  the  Do- 
minion Bridge  Company,  145  St.  James 
Street,  Montreal. 

Three  Rivers,  Que. 

In  connection  with  the  factory  which 
is  being  built  at  St.  Roche  and  St.  Mar- 
(jueret  Streets  for  the  City  Council,  the 
contract  for  heating;  plumbing  and  elec- 
trical work  has  been  awarded  to  N.  De- 
chene,  106a  Desforges  Street,  at  $13,000. 

Whitby,  Ont. 

Robert  Hutchison,  Public  School  In- 
spector, will  receive  tenders  until  April 
15th,  for  the  erection  of  a  residence,  es- 
timated to  cost  $6,000.  Architects,  Bar- 
ber &  Tilley,  Temple  Building,  Brantford. 


March  39,  1910 


THE   CONTRACT  RECORD 


51 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  BIdg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 

«1 


k.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER.  B.  C. 


Smith-Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreal 


WOODEN  TANKS 


of  all  sizes  for 
Water  Storage 

Sprinkler 
Systems  and 
General  Mining 

Purposes 

We  also  make 

SILOS 


PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


James  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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Cawthra  Mulock,  President         ~  Gordon  F.  Perry,  General  Manager 

NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks :— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


''Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  hne  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford  "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
IJuilding,  St,   Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

Biitisli  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


Hammer  Brand'' 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24 '  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Welding"  grates  for  acetylene  purifying  apparatus  — 
240  welds  per  hour  on        x  3-16  inch  steel  bars. 

Simplify  and  Improve 
Metal  Manufacturing 

Oxy-Acetylene  welding  is  full  of  wonderful 
opportunities  for  practically  every  manufac- 
turer of  metal  parts.  It  makes  possible  in- 
creased quality  and  decreased  production  costs. 

Wherever  two  pieces  of  metal  are  to  be 
joined,  oxy-acetylene  weldino-  is  probably  the 
best  and  cheapest  way — it  is  now  in  routine, 
every  day  use  by  thousands  of  manufacturers, 
doino-  work  possible  by  no  other  process,  re- 
placing riveted,  threaded  and  bronzed  joints  by 
better  unions  at  less  cost. 


Employs  both  gases  (acetylene  and  oxygen)  in  jiortable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made  car- 
bide gas)  IS  backed  by  Prest-O-Lite  Service,  which  provides 
dry,  purified  gas,  insuring  letter  welds,  quicker  work,  and 
lower  cost,  and  also  avoids  the  large  initial  outlay  and  heavy 
depreciation  incurred  in  making  crude  acetylene  in  a  carbide 
generator. 

Tlie  necessary  equipment  is  not  expensive,  ,We  furnish  high- 
grade'  welding  apparatus  for  $75 ;  acetylene  service  at  addi- 
tional cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the 
purchase  of  a  special  cutting  blow-pipe.  Thorough  instructions 
are  furnished  free  to  every  user — any  average  workman  can 
learn  the  process  quickly.  We  will  train  your  operators  at 
our  shops  if  you  desire. 

Send  for  illustrated  oxy-acetylene  liter- 
ature, full  of  helpful  ideas  for  everyone 
in  the  metal  trades. 

The  Prest-O-Lite  Co.,  Inc. 

Dept.  E. 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 

Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

53  Branches  and  Charging  Plants 


Here  is  a  saving  in  material,  labor  fCOst 
and  weight  which  is  usually  overlooked 

Note  that  Corrugated  Toncan  Metal  Roofing  can 
be  fastened  directly  to  the  rafters  or  purlins  (wood 
or  iron),  while  for  most  other  roofings  tight  board 
Sheathing  must  be  laid  over  the  rafters  first;  then 
the  roofing  is  applied  to  the  sheathing 

The  great  saving  in  material,  labor,  cost  and 
weight  of  superstructure  which  is  procured  by  using 
Toncan  Metal  Corrugated  Roofing  is  very  evident. 

Besides 

Roofing,  Siding  and  Accessories 
Resist  Rust  and  Corrosion 

Years  of  service  have  proved  Toncan  Metal's 
ability  to  withstand  the  most  severe  corrosive  in- 
fluences better  than  any  other  sheet  metal  made 
from  iron  ore. 

Of  the  many  styles  of  Ton- 
can  Metal  Roofing  made,  the 
corrugated  form  is  the  most 
economical  to  apply.  And  its 
fireproof,  lightning  proof, 
weatherproof  and  corrosion- 
resisting  properties  mean 
true  economy. 

Write  for  This  New  Book- 


Jobbers  Everywhere 
Sell  Toncan  Metal. 

The  Stark 
Rolling  Mills 
Company 

Canton,  Ohio 

Sole  Makers 


.Send  me  without  cost  or  ob- 
ligation a  copy  of  "Corrosion 
—The  Cause— The  Effect— The 
Remedy". 


Name   

Firm   

Address   

C.R-5 
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YOU  KNOW  RIGHT  NOW 

whether  you  will  need  a  new  bucket  or  an  entire  new  Pioneer 
Excavating  Outfit  for  Gravel  Excavation 

So  why  not  urirc  to  us  now — today — for  cur  catalog  and  prices?  Don't 

waif  till  tlie  robins  come  back  and  the  violets  bloom,  if  you  do  it  will  be 
summer  before  you  have  your  plant  in  running  order.    We  know 
how  many  things  there  are  to  attend  to  in  getting  a  plant  erected. 

PRICES  HAVE  ADVANCED 

on  steel  cables,  blocks,  boilers  and 
engines,  and  will  probably  do  so 
again  several  times  this  year.  If 
you  need  an  outfit — buy  early. 


Send  for  "Pioneer  Excavating  Outfits" 

The  Mansfield  Engineering  Co. 

INDIANAPOLIS.  IND. 


CANADIAN  BRASSy^ 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


i  Write 
us  for 
Catalog 

Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


MADE 
IN 

CANADA 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollari. 


THE  PATENT       |  ^    *XC  M  El"«t«^5 

STONE , ORE, ROCK  E^^ 

T'4E  MO^T  EFFICrBNT  '  \ 

FOR  ALL  SCR\//C£S  i/    "  i, 

CONCRETElTAR  MACADAM  MACHINERY [iTl^/ ^^^  ^^ 
CYRATORY& ROLLER  CRUSHERS   4 

GOODWIN. BARSBY&CHUCfcSTER  ENG. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 
We  design  and  execute  complete  piping 
contracts. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOD  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.y  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  ofifice  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg,  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  Vorl<,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Built  for  C.P.R. Montreal   Ciiicago,  111.  Greenville,  Pa 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 

and  Tanks 

for  all  pur- 

poses. 

Concrete 

Mixers 

Gas  and 

Gasoline 

fm 

Engines 

1  f 

Hoists 

Windmills 

Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturers  under  Canadian  and  U,  S.  Letters  Patent 

Toronto      «  Canada 
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Water  Purification  Plant,  Eagrle  and  Spruce  Sts..  Sewage  and  Water  Board. 
New  Orleans.  La. 

Power  Plant  Jumps  to  Over- 
load When  the  Rain  Starts 

Years  ago  New  Orleans  was  a  city  of  floods. 
Although  protected  by  levees,  the  city  was  at 
the  mercy  of  the  rain  as  parts  of  it  are  below 
river  level.  Such  conditions  are  now  a  mat- 
ter of  history  as  all  rain  water  is  pumped  up 
into  the  river  as  fast  as  it  falls.  In  the  rainy 
pumping  stations  which  jump  to  life  as  soon  as 
season  the  precipitation  is  particularly  heavy, 
but  floods  are  prevented  by  a  series  of  seven 
the  rain  starts.  They  must  have  steam — must 
have  it  quickly — that  is  when  they  need  the 


In  the  station  illustrated  heavy  overload  capa- 
city from  six  boilers  is  secured  in  a  very  short 
time  and  the  peak  load  is  handled  with  ease. 
The  fans  speed  up  automatically  as  the  load 
comes  on. 

During  the  past  ten  years,  Sturtevant  Econ- 
omizers have  forged  steadily  to  the  front  and 
in  every  large  central  station  installation  made 

i  fceiUly,  .Sturtevant  Economizers  « ere  installed.  Tliis 
is  extremely  signilieant  as  the  clioice  in  caeli  case  was 
iii.Hle  liy  |ironiinent  consulting  engineers  with  abundant 
experience  in  tiiis  line  of  work. 

u  will  write  us  a  letter,  we  will  eniuiierate  these 
iiistall.ilions  .mil  will  show  where  .Sturtevant  machines 
;ire  superior. 

B.  F.  Sturtevant  Co.  of  Canada  Limited 
Gait,  Ontario 

Mjntreal       Toronto      Winnipeg  Vancouver 

Selling'  Aiients:  Sanford  Kilcy  .Stoker  Co..  Limited 
"  THK  KILKV  STOKKR  ' 
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Elkco,  Elk  Steel,  St.  Marys 
Keystone,  Rotex 

Brands 

provide  a  type  for  every  kind  of  furnace 

FIRE  BRICK 

Our  booklet  "  Refractory  Efficiency  En- 
gineering "  detailing  shapes  and  sizes 
will  be  sent  on  request. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 

Federal  Life  Building.  HAMILTON,  ONT. 


Our  Facilities 

for  the  manufacturt'  ol 
electric  wires  and 
cables  enable  us  to  sui)- 
ply  all  kinds  and  sizes 
and  in  any  quantity-. 
No  order  is  too  small 
to  merit  our  attention 
and  none  so  lar<>e  as  to 
tax  our  facilities 

Write  our  nearest  office 
about  your  requirements 


5,000,U0I)  C.  M.  Weatherproof 
Cable     •  Actual  size.) 


Montreal.  Que 


Standard  Underground  Cable  Co 
of  Canada,  Limited 

Hamilton,  Ont. 

Winnipcy.  Man. 


Seattle.  Wash. 


Now  Ready — 

Bridges  and  Culverts 

VoL  III  of  the  Series 

Reinforced  Concrete  Construction 


iHNFQRCED 

KUFQRCED 

Concrete 

COKCRET^ 

KOOL 

HOOL 

Bool 

t. 

VoL.n 

B 

VolJI 

1 

I  H 

Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  lirst  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — - 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  2rA  pages,  6  x  9,  88 

illus.,  .$2. .50  net,  postpaid. 
Vol.   II — Retaining  Walls  and  Buildings,  07.5  pages, 

(i  X  '.),  412  illus.,  ;!4  plates,  .'i;.5.no  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


The  "IDEAL" 
Concrete  Block  Machine 


is  used  by  leading  contractors  ami 
concrete  block  makers  because  of 
its  wonderful  adaptability  to  dif- 
ferent sizes  and  designs  of  blocks, 
remarkable  speed,  simplicity,  and 
fhn-ability.  By  the  addition  of  our 
Automatic  Power  Tamper  the  out- 
put is  greatly  increased  with  less 
labor,  and  the  blocks  made  are 
denser  and  more  uniform.  Write 
for  catalogues. 

Ideal   Concrete  Machinery   Co.,  Limited 

Windsor,  Ontario 

Box  250 


Model  "A" 


SUPERIOR  IN  EVERY  DETAIL 


The  Ric-wiL  Underground  Pipe  Covering  Co. 


Ric-wiL 

MethoD  of  Insulat- 
ing Underground 
St  earn  and 
Water  Pipes. 

GET  A  CATALOG 
Cleveland,  Ohio 


Hot 
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Increase  Your  Derrick  Output 

by  equipping  your  derricks  with 
DAKE  motor  crabs  which  posi- 
tively take  the  delays  out  of 
operation.  There  are  no  dead 
centers  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 

MOTOR  CRABS 

Start,  stop  and  reverse  instantly. 

Write  now  for  catalog  of  our  contractors"  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich  ,  U.S.A. 

CANADIAN  AGENTS: 
Montreal— Mussens,  Ltd.    Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beamt  -Channels 
Angles— Plates 

Always  in  Stock      CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 

Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  gyg     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacityl8,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN'^ 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 


Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

(Manufacturers of  Enameled  Brick  exclusively) 
1182  Broadway,   New  York. 


Canada  Iron  Foundries,  Limited 


AST  ireifTPPlPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castingrs 
of  all  kinds,  Moorins  Bollards  for  both  Concrete  and  Wooden  Docks 
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CARBIC  FLARE  LIGHT 

W.  L.  Foster,  s  Lombard  St.,  Toronto 


For — 
Contractors, 
Railroads, 
Mines, 
Sewer 

Work, 

Dredges. 


This  cut  shows 
the  Flare  Light  in 
three  parts. 

Very  Simple- 
Nothing  to  get 
out  of  order. 

Costs  5  cts.  per 
hour  to  maintain 
2000  c. p.  Burns  6 
hours  without  re- 
charging. 


Agents 

KellyPowell 
Ltd. 

Winnipeg, 
Man. 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
FrostMProof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
HEW  YORK  CITY 


^^^v  ^^^^v  ^^^^^ 

Buildin 


"Big  satisfaction  with 
Empire"  Corrugated  Iron 

It  always  gives  you  a  perfect  job,  because 
every  sheet  is  true  and  straight,  absolutely 
uniform  and  snug-fitting.  "EMPIRE" 
CORRUGATED  IRON  is  made  from 
tried  and  proven  metal.  Talk  the  value  of 
fire-proof,  repair-free  conslruclicn  and  use 
"Empire"  brand  and  you've  got  a  money 
making  combination. 

Write  today  for  catalogue  and  prices. 


Metallic  Roofing  Co.,  Ltd. 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  leu-gest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Eng:ine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 


CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-banel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $G.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2,  $18.  Sun-Te.x  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $00  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — ■ 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 


CRUSHED  STONE,  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  3/i-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  SOc.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 
Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 

$22   18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 

No.  1  Hemlock  decking  $22_  to  $23;  No.  2 

Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27 ;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  10  ft.  long,  $20  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  Ji^  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 


Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  IS, 
12  X  20,  14  X  20,  IG  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1,00  per  thousand  extra;  30  to  40  ft.  $2.00 
per  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars— $2.50  base,  twisted  and  de- 
formed. $2.50;  structural  sections,  $3.00;  small 
sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  lbs.;  'A  in-.  5/16  in.  and  H  in.,  $2.75 
per  100  lbs. ;  gauge  plates,  No.  10,  $3.10, 
No.  12,  $3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessamer  plates,  28  gauge, 
$3.35  per  100  lbs. 


Galvanized  iron— 28  gauge  $5.25. 

Cast-iron  pipe— Standard  prices.  Carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated   Sheets — 26  gauge  $5.25  per  sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.  ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  IS-in.,  65  per  cent.,  20- 
in.  to  24-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  SOc.  per  gal. ;  red  lead, 
dry,  $10  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
SOc.   per   Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  bufif  rustic,  $20;  red 
rustic,  $12;  bufT  (smooth),  $21;  buff  (rough), 
$25;  plastic,  $8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per    foot) — not    reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  IS-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  $1.40;  H-in.,  $1.65;  Vg-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  $8.50  per  1,000;  No.  6,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
.$22.00;  No.  4,  50  shots,  45  lbs.,  $42.00;  No. 
.'■),  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft.;  leading  wire, 
twin  cable,  in  coils  of  250_  ft.,  3c.  per  dble. 
ft.  ;  connecting  wire  in  coils  or  spools,  SOc. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3.50,  double  strength 
$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  $4.58,  double  $5.18;  lO  foot,  single 
$5.12,  double  $5.72;  12-foot,  single  $5.66, 
double  $6.26;  14-foot,  single  $6.20,  double 
$6.80;  16-foot,  single  $6.74,  double  $7.34; 
18-foot,  single  $7.28,  double  $7.88;  20-foot, 
single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9.32, 
double  $9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82,  double  $11.42; 
.30-foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  Vg  in.,  25c.  extra;  ^  in.  x  H  in. 
X  '/i  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $3.50.  Circular  plates-- 
Flange  quality,  30  in.  dimension  and  over, 
$3.75;  under  30  in.  dimensions.  $4,05.  Beams 
and  channels — Under  35  lbs.  per  yd,,  $3.75; 
35  lbs.  per  yd.  and  over,  $3.50;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$5.25,  28  gauge.  $5.00  per  100  sq.  feet.  Cop 


per  bearing  sheets— Keystone  black,  28  U.  S. 
gaugue,  $4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in,,  55c;  9-in.,  70c;  10-in.,  SOc;  12-in.,  $1- 
24-in.,  $3,25.  Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $10.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2^2  ft.,  $2,  $3,  ,f4.12,  $5.25,  $6,  .$8.50,  $27  00 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15. 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2  25 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  '  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  02  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  manilla,  17c. 
basis ;  African  hemp,  17c,  ;  sisal  rope,  1.3c, 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil- 
in  barrels,  99c.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  QG'/ic.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime — Grey,  .34  cents  per  bushel;  white,  32  cents 
Kelly  Island  lime  .$2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $.35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  biick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2,50  per  yd.;  1-in.,  $2.75; 
•'.j-in,,  $2.75;  stone  dust,  .$2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel— Per  yd.,  delivered,  $LS5. 


Crushed  Granite— Ij^  and  2-in.,  $2.65;  M-in.  and 

1  in.,  $2.90;  H-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  0  in.,  $40; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  .$32;  No.  1  and  2  fir,  edge  grain.  3  in,. 
$00;  4  in.  and  6  in.,  .$55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  ,$45;  No. 

2  red  pine,  4  and  6  in.,  .$40;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No,  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  .$38;  10  x  14,  14  x  14,  14  x  10. 
6  X  10,  6  X  12,  8  x  12,  ,$.39;  10  x  16,  12  x  16. 
16  X  16,  14  X  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  X  14,  12  x  IS,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  x  10,  8  x  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $.3.70  per  100 
ft.  5^^-in.  ditto,  $4.40;  Sin.  pine  base,  ,$6; 
10-in.,  $7;  4  in.  pine  window  stool,  $7..50. 

Shingles— No.  1  B.  C.  cedar,  .$4;  No.  2,  $.3.50; 
No.  1  B.  C.  cedar  dimension,  $5,50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round    bars,   $2.35   per    100   lbs. ;  square 
twisted,  $2.45  per  100  Ihs. ;  channels,  angles, 
beams  and  plates,  $2.95  i)er  100  lbs. 
Cast   Iron   Pipes — .Standard   price,  car  load  lots, 
f,o,b.  Winnipeg,  $3S  per  ton. 

(Continued  on  page  02' 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St..  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 


Hardwall  Plaster,     Cement  Plaster 
Land  Plaster,  Whitewall  Finish,  Plaster  of  Paris 

For  the  best  results  from  gypsum  products — specify  "Pillar  Brand."  This 
brand  of  hardwall  plaster  is  mixed  with  the  highest  grade  goat  and  cattle  hair, 
thoroughly  washed  and  specially  prepared.  It  makes  a  hard,  clean,  sub- 
stantial wall. 

"Pillar  Brand"  plasters  are  noted  for  their  whiteness,  quick  setting  qualities 
and  hardness. 


Shipments  by  rail  or  water. 


Write  us  for  prices. 


The  lona  Gypsum  Co.,  Umited 


Head  Office,  Sydney,  N.  S. 


Mills,  lona,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  i.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  0  cents;  4  in.,  11  cents;  5  in., 
IG  cents;  6  in.,  I8J-2  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  1.8  in.,  ¥1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  ^lii  per  Ion;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  SO 
cents  per  gal.  Mi.xed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $0.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $9  to  $11  f.o.b,  ware- 


liouse;  $9  to  $11  in  car  lots  f.o.b.  Van- 
couver ;  pressed  i^d  brick,  .$30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

^     LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
l(i  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feel, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
■  edge  grain  flooring,  ceiling  and  siding,  $30 ; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  .$25;  No.  1  XXX  B.  C.  shingles, 
.$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse  : 
Steel  —  (round    and    square    bars)    $2.90  base; 
twisted  and  deformed,  $2.90;  structural  sec- 
tions $4.25  to  $4.75. 

Galvanized  iron — 28  gauge,  $0.75  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
•«4;  ',,  n  and  10  ft.  sheets,  $4.60  per  square. 
Black  steel  sheets,  24  gauge,  $4.45  per  lOU 
lbs. 

Steel   channels   and   beams,    angles   and  plates  

$3.75  to  $4.50  per  100  lbs.,  depending  on 
size,  quantity  and  specifications. 

Steel  channels  and  beams,  and  plates — .$4.25  to 
$4.75 ;  angles,  $3.75  to  $4.25 ;  depending  on 
size,  quantity  and  specifications. 

SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in.,  12'/2C.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$L05  ft.;  IS-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  .$2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster— $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $15  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
14^c  basis;  sisal  rope,  ViY^c  basis. 

PAINTS  AND  OILS 
Mixed  paint— per  gal.,  .$2.30  to  $2.60. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $10  to  $11  per  100  lbs. ;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb.  (ins,  $3.65;  tur- 
pentine, in  bbls.,  $1.05. 


New  Profits  for  You 

Do  you  know  tlfe  business  that  is  to  be  haci  with  NEPONSET  Wall  Board 
— business  that  ordinarily  you  do  not  get. 

NEPONSET  WALL  BOARD 

for  Walls  and  Ceilings 

is  being  used  in  all  kinds  of  work  instead  of  laths  and  plaster.  Our  board  is 
all  finished,  once  it  is  applied.  It  comes  that  way  in  Quartered  Oak  and 
Cream  White.  The  surfaces  have  been  waterproofed  in  order  to  prevent 
buckling.    It  is  the  most  practical  Wall  Board. 


Write  for  samples  to  Department  R. 
BIRD  &  SON,  Hamilton,  Ontario 

The  largest  manufacturers  of  roofings,  wall  board  and  roofing  felts  in  Canada 
Warehouses— St.  John  Montreal  Halifax  Winnipeg  Calgary  Edmonton  Vancouver 
Sold  in  2,000  cities  and  towns  by  lumber  and  hardware  dealers 
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Burlington  Steel  Co. 

rFormcrlv  Canada  SWl  Cn   J  Ad)  Limited 


(Formerly  Canada  Steel  Co.,  Ltd.) 

Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS"  and  V  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


''BEATTV 

Hoisting  and  Material  Handling  Plant 

Write  us  for  whatever  you  need  in  this  line. 
Probably  we  have  it  in  stock,  if  we  haven't— will  give  you  interesting  delivery. 


Olams  for  excavating  and  rehandling         Steel  Leg  Derricks 
Sizes  14  yd.  upwards  Capacity  5  to  50  tons. 

M.  Beatty  &  Sons,  Ltd. 

Main  Office  &  Work.:  WELLAND,  ONT. 

Toronto  Office: — 4th  Floor  154  Simcoe  Street 

Agents:— 

H.E,  PLANT  1790  St.  James  Street,  Montreal,  Que. 

ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS   St.  John,  N.  B. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipegr,Man. 


Hoisting  Engines 
Steel  Derricks 
Clamshell  Buckets 
Dipper,  Clamshell 
and  Hydraulic,  etc.  ^ 


Electric  Hoists 
Derrick  Irons 
Dredges — 


standard  Triple  Drum  Hoist  with  Banked  Levers 


I 
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Civil 

Contractors 

Electrical 

Directory  of  Engineers 

Special 

Mechanical 

Interests 

Chipman  &  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman       Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permnent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water    Powers,   Structural   Steel,  Bridges, 

Buildings,  &c.,  &c. 
11!^    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Kobert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  MoiTat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineer)!, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto  Vancouver  London,  England 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


LARGE  OR  small' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Maiuifatlurers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  (Jffice  and  Woiks: 

Main  904  905  62  Esplanade  E.,  Toronto. 


GEO.  K.  McDOUGALL 

Consultine  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 


POWER  BLDG. 


MONTREAL 


R.  O. 

WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


STANLEY  IJGHTFOOT 

REG  D  ea'ENT  SOv^C-'OB  ANO  *TfORN«» 

LUMSDEN    BLDG.("J  yj!'|!,q|;"  )  TORONTO. 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Back  of  Permanent 
Paving  Stands  the 


B 


essemer 
lock 


p 


lant 


("The  Making  of  Bessemer  Block"  No.  4) 

TWO  MILLION  DOLLARS'  worth  of  ma- 
chinery and  plant  equipment  has  been  installed 
in  the  Bessemer  Block  plant — because  we  know- 
that  Bessemer  Block  is  the  best  paving  surface 
available  to  engineers. 

Eight  big  steam  shovels,  twenty-five  miles 
of  tracks  and  twenty  industrial  locomotives  are 
employed  to  dig  and  haul  Bessemer  Shale. 

Bessemer  Shale  has  the  advantage  of  a  long 
"vitrification  range."  Temperature  may  vary 
widely  without  danger  of  "over-firing"  or  "un- 
der-firing." And  our  modern  continuous  kilns 
give  great  uniformit}-  of  firing. 

We  have  the  material,  the  ecjuipment  and 
the  men  to  make  Bessemer  Block 

The  Permanent  Paving 

Write  for  facts  of  vital  interest  to  municipal 
and  county  engineers. 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 

Largest  Paving:  Block  Plant  in  the  World 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives :  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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Overhead  Piping  and  Hoods  Are  a 
Menace  to  Efficiency  and  Health 

Do  away  with  such  costly  systems — costly  not 
only  in  dollars  and  cents,  but  costly  too  in  em- 
ployees' health.  The  employer  who  looks  to 
the  welfare  of  his  employees  is  surely  insuring 
the  steady  income  of  his  dollars  and  cents. 

Buffalo  Stationary  Down  Draft  Forges 

Are  built  entirely  of  cast  iron.  The  edges  are  wide  and  possess  the  strength  neces- 
sary for  any  service.  No  work  too  large  for  Buffalo  Forges.  The  Down  Draft 
Hood  is  adjustable  by  means  of  a  lever  gear  to  any  position  as  may  be  required  by 
the  operator. 

All  smoke,  fumes  and  gases  generated  by  the  fire  are  carried  away,  leaving  the  at- 
mosphere pure  and  clear.    This  is  the  commercial  shop  design. 

Write  for  Down  Draft  Catalog  12. 

Canadian  Blower  and  Forge  Company,  Limited 

BERLIN,  ONTARIO 

ST.  JOHN  MONTREAL  TORONTO  WINNIPEG  VANCOUVER 


Building  Alterations 

Make  Them  Now! 


Don't  be  a  party  to  trade  stagnation.  If  you 
have  contemplated  building  operations  or  additions 
carry  them  through.  Patriotism  and  business  de- 
mand that  you  "  Do  your  bit  "  to  keep  things 
moving  in  the  building  trade. 

Don't  overlook  "Luxfer"  Prisms  in  any  build- 
ing you  may  do.  They  put  daylight  where  you 
want  it. 

Ask  us  about  daylighting  dark  interiors. 

LUXFER  PRISM  COMPANY,  LIMITED 

100  King  St.  W.,  Toronto 


March  29,  1916 


THE   CONTRACT  RECORD 


\^_^^  Cross  Sechon  Farms 


"Peerless" 

Form  Clamps 

For  walls,  columns  or  pattern  work  of  any  size  and 
description  Peerless  Form  Clamps  will  be  found  a 
g'reat  labor  saving-  device.  Once  in  place  they  are 
there  to  stay.  The  small  illustration  shows  the  three 
simple  castings  that  comprise  the  Peerless.  The 
larger  cut  shows  a  wall  29  feet  6  in.  high  poured  in  a 
single  day.  The  forms  are  tied  throughout  with 
Peerless  Form  Clamps. 

WRITE  US.  AGENTS  WANTED. 

Peerless  Form  Clamp  Co. 

407  N.  8th  St.,  St.  Louis,  Mo. 
Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 
Sales  Agents  for  City  of  Winnipeg  and  Provinces  of  Ontario,  Quebec,  New  Brunswick  and  Nova  Scotia 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 
Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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Safety  First 

Use 

"  DOMINION  " 

WIRE  ROPE 

Immediate  Shipment  from  Montreal,  St.  Catharines  and  Winnipeg  Stocks 

The  Dominion  Wire  Rope  Co.  Limited,  Montreal 


Necessities 

for 

Contractors 


"KING  BEE"  Gasoline  Lights 
Drag  Scrapers 

Hoisting 
Engines 


In   our  various  warehouses  we 
carry  a  large  stock  of  all 
classes  of 

Railway  and 
Contractors*  Supplies 


HEAD  OFFICE 


MONTREAL 

Branch:—  St.  Catharines,  Ont. 


Vol.30  Toronto,  April  5,  1916  No.  14 


Continuous  Wood  Stave  Pipe 

Wire  Wound  Wood  Pipe,  Wooden  Tanks 
Silos,  Creosoted  Wood  Conduit 
for  Underground  Cables 


A  Recent  Installation— 72  in.  Inside  Diameter  Continuous  Wood  Stave  Pipe  for  310  ft.  Head. 


Wood  Pipe  and  Tanks  made  in  all  sizes— for  Municipal,  Mining,  Irrigation  and  Power  Purpose! 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C 
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For  Contractors 

NATIONAL 

Worm  Drive 
Motor  Trucks 

1000  lbs.,  1500  lbs. 
4000  lbs.,  7000  lbs. 
Capacities 

"Built  to  do  a  Truck's  Work" 

Ask  our   Traffic   Engineers  to  solve   your   Haulage  Problems 

NATIONAL 

Dump  Cars 

Our  engineering  department  will 
be  pleased  to  submit  special 
designs  of  cars  to  meet  any 
requirement.  Our  standard 
sizes,  however,  are  4,  5,  6,  8, 
10,  12,  16  and  20  yards.  We 
build  these  cars  to  any  gauge 
desired.  The  lo-yard-  and  larger  cars  are  power  dumped.  The  height  of  the  draw- 
bar can  be  arranged  to  suit  any  requirements.  Efficient  braking  equipment  is  applied 
as  required. 

NATIONAL  STEEL  CAR  CO.,  LIMITED 

Operating  Offices  and  Works:  HAMILTON,  ONT. 

Address  inquiries  to  Haniiltoyi 
MONTREAL  OFFICE:   Shaughnessy  Building  NEW  YORK  LONDON,  Eng. 
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28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


Efficient  Service 


Our  constant  aim  is  to  give  you  EFFIC- 
IENT and  RELIABLE  SERVICE,  the 
kind  that  leaves  an  impression  of  personal 
attention. 

"  Service  "  Branches  throughout  Canada 
with  complete  stocks,  make  quick  and  prompt 
deliveries  possible. 

IF  IT'S  RUBBER 

The  Dominion  Rubber  System 

HAS  IT 

Write  for  catalogue,  and  let  us  show  you  how  well  we  can  serve  you. 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service" Branches  Throughout 
Canada 
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When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVLHIYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  Jolin  Watson.  Pub- 
lished in  1911  at  tlie  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Publislied  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 


Construction  of  Masonry  Dams,  by  Chester  W.  Smith, 
lished  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00. 


Pub- 


Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  pages,  illustrated.  Price 

.$1..50. 

Elevators;  a  Practical  Treatise  on  the  Development  and  Design 
of  Hand,  Belt,  Steam,  Hydraulic  and  Electric  Elevators, 
by  John  T.  Jallings,  i)ublished  by  the  American  Technical 
.'-ociety  in  11)15.    '1X1  pages,  illustrated.     Price  $1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
4;iS  pages,  illustrated.     Price  .M-OO. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons,  1,116  pages,  illus- 
trated.    Price  $1.50. 


Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Rlanual— A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 
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The  blocks  cost 
less;  they  sell  for 
more;  you  sell 
more  of  them. 

Send  fifty  cents 
and  we  will  ship, 
freight  prepaid,  a 
sample  block  with 
granite  facing,  to 
any  point  east  of 
Winnipeg;  for  one 
dollar  to  any  point 
west  of  Winni- 
peg. 

Write  for  catalog 
•and  particulars. 


Molds  for  Casting  Waterproof  Hollow  Cement 
Building  Blocks  With  Granite  Faces 


We  manufacture  the  only  successful  Multiple  Mold,  wet  mix  block  machin- 
ery in  Canada.  We  are  owners  of  the  only  successful  process  of  facing  a 
cement  block  with  genuine  granite,  and  doing  so  at  a  cost  in  proportion  to  the 
rest  of  the  block. 

Cast  Stone  Block  &  Machine  Co.,  Limited 

298  Howard  Ave.    (ZAGELMEYER  SYSTEM)    WINDSOR,  ONT. 


The  Product 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,   Forgings,  Hydraulic 
Machinery.  PumDi,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Wh«els,  Water 

Works  Plants. 


JLachine  Water  Works' 
Three  million  gallons,  eighty  pounds  domestic,  160  lbs.  fire. 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 

Aluminium 

Spielmann  Agencies  Regd. 

Air  Hoists 

Northern  Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Gotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 

Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll;Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers  ^ 

Ceatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Hentliorn 

McDougall  Caledonian  Lon  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 


Brick  Dryers 
Bechtel,  E.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 

Mansfield    Engineering  Co. 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

("anadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson    Bridge  Works 
Homlnion  Bridge  Company 
Mackinnon  llolmes  &  Co. 
Manitoba   Bridge  &   Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield   Engineering  Co. 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement 

Alfred   Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps, 

Boving  Hydraulic  &  Engineering 
Company 

Clayworking  Machinery 
Bechtel,  B.  E. 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Woiks. 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Lan.  H.   vV.  Johns-ManviUe  Co., 
Limited 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrrte  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,   W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Goodwin,  Barsby  &  Company 
Marsh    &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dnnlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,   Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson   Mfg.  Company 


Derricks  and   Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill   Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 


Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 
Bechtel,   B.  E. 

Canadian   Equipment  Company 
Hoiikins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman   &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K. 
Wynne-Roberts,   R.  O. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Filtration  Plants 

New     York     Continental  Jewell 
Filtration  Company 

Pire  Brick 

Elk  File   Brick  Company 

Fireproof   Doors   and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed   Concrete  Steel  Co. 

(Continued  on  Page  8  ) 
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Points  on  Pavements — No.  3' 

Paving  economy  is  derived  from 
quality  of  materials  and  work- 
manship— not  from  price.  The 
highest  quality  is  never  obtained 
at  the  lowest  first  cost. 


^LAKE 
ASPHALT 


has  proved  that  it  is  worth  all 
and  more  than  the  difference 
between  its  cost  and  that  of 
inferior  substitutes. 

The  Barber  Asphalt  Paving  Co. 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminaterl    and  full  jf 
health  -  giving    oxygen  ; 
that's  the  kind  supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited      Brockville,  Ont. 


Serves  more  people 
in  njore  ways  than 
any  institution  of  its 
kind  in  the  world 


COVERS 
THE  CONTINENT 


A  fire-retardant  roof  that  fears 
neither   time  nor  weather— 

J-M  Asbestos  Built-up  Roofing 


Vanderbilt  Hotel,  New 
York.  Warren  &  Wet- 
more,  Architects.  JM 
Asbestos  Roofing. 


When  you  specify  a  roof,  be 
sure  that  in  the  hottest  wea- 
ther it  will  not  soften  or  run, 
that  in  the  dryest  or  coldest 
weather  it  will  not  check  or 
crack — that  it  will  resist  the 
corrosive  effect  of  acid  or  al- 
kali without  paint  or  other 
protective  agents. 

If  you  insist  on  all  these 
important  roofing  require- 
ments, you  are  specifying  a 
•J-M  Asbestos  Built-Up  Roof. 

If  yoi:  register  your  J-M 
Built-Up  Roof  with  us,  J-M 
Responsibility  will  vouch  for 
its  satisfactory  service. 

Let  us  explain  this  feature. 


Your  conditions  demand  them 
J-M  Asbestos  Brake  Blocks 

When  the  lift  is  full  and  human  life  is  at  stake — 
when  the  beams  bend  under  the  heavy  load — you  need 
brakes  that  hold.  Brakes  that  will  ease  up  perfectly 
under  a  gradual  slack-off  or  snub  fast,  if  occasion  de- 
mands it. 

The  frictional  qualities  of  J-M  Brake  Blocks  are  ex- 
ceptional. They  will  not  char,  burn  or  slip  even  in 
the  presence  of  oil,  water  or  grease,  nor  will  they  score 
the  brake  drum  or  clutch  face. 

It  is  a  conservative  esti- 
mate to  say  that  one  set  of 
J-M  Asbesto-Metallic  Brake 
Blocks  will  outlast  5  'sets  of 
wood  blocks.  They  are  made 
in  all  shapes  and  sizes  to  your 
sketch.    Ask  any  branch. 


The  Canadian 
H.  W.  Johns-Manvilie  Co.,  Ltd. 

Montreal  Winnipeg 

Toronto  Vancouver 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 

Manitoba  Bridge  &  Iron  Works 

McGregor  &  Mclntyre  , 
Flag  Poles 

Ontario   Wind    Engine   &  Pump 
Company. 
Flooring  Materials 

Armstrong  Cork  Company 
Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Furnaces 

.Smart    Mfg.    Company,  .Tas. 
Forges 

Canadian   Blower  and  Forge  Co. 

Sheldons  Limited 
Form  Clamps 

Peerless  Form  Clamp  Co. 
Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Sliapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario   Wind   Engine   &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
I^uxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Gravel  Buckets 

Mansfield    Engineering  Co. 

Hammer  Drills 

Canadian    Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian   Blower  and   Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 
.\rmstrong  Cork  Company 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 
Hoists,  Electric 

Northern   Crane  Works 
Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian   Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh    &  Henthorn 

Northern   Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Beatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 
Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr    Engine  Corfipany 
Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  H. 

Bechtel,  B.  E. 

National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur.  Co. 
Insulating  Bricks 

Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
Limited 
Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Dennis  Wire  &  Iron  Works  Co. 
Locomotives 

Canadian  Equipment  Company 
Machinery  Isolation 

Armstrong  Cork  Company 
Marble   Working  Machinery 

Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Macliinery  Co. 

Oxygen 

L'Air   Liquide  Society 

Packing 

Can.  II.  W.  Johns-Manville  Co., 

Limited 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and    Paving  Materials 
Asplialt  &  Supply  Company 
Barber   Asphalt   Paving  Co. 
Bessemer  Limestone  Company 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartsliore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10' 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


The  Premier  Road  Dressing  and  Binder  " 


(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming-  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


PMl' 

mn  OP 


MiMCM  Mill  ©IL  C?  Lmraii 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


JL 
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Pipe  and   Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller    Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American   Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind   Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian   H.   W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Revolving  Stone  Screens 

Goodwin,   Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,   F.  H. 
Osgood  Company 
Sawyer-Massey  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Sand   and    Gravel  Plants 

Mansfield   Engineering  Co. 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada   Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Ontario   Sewer   Pipe  Company 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar   People  Limited 

(Continued  on  page  14 ) 
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MADE  IN  CANADA 


One  man,  unaided,  can  perform 
entire  operation  of  raising  filled 
cans  to  sidewalk  and  lomering 
empty  cans  to  cellar. 


— for  Speedier  and 
Safer  Ash  Removal 


THE  G  &  G  Telescopic  Hoist,  Model  A,  raises  a  load 
of  500  lbs.  at  a  speed  of  30  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET  "/I" 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD..  TORONTO, 
Agents  fo"-  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Acents  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agent!  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 
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To  Secure 


ECONOMY  and  DURABILITY 


Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE  ONTARIO 

**Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


^f^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP~^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 


London  Concrete  Machinery  Co. 


LONDON,  ONT. 


Limited 


Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largest  Manufacturers  of  Concrete  Machinery  and 
Cement  Working  Tools. 
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WIRE 
MESH 


REINFORCE. 
MENT 


Town  of  Pointe  Claire, 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger   sizes   made   to   your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces 
G.I.  LACHANCE  Regd.,  263  St.  Paul  Street,  Quebec,  Que. 


TurnbuU 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  TurnbuU  Elevator 

'    Mfg.  Company 

TORONTO,  ONT. 


April  5,  I'JIO 
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Builders 


of 


Chimneys 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 
per  contract,  by 
ng 


Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormovis  expense  of 
which  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 


We'll  gladly  tell  you  more 
al)out  this  wonderful  system. 


T.N.R..  Quebec,  198'  liigli,  9'  diameter. 

Edouard  Pelletier  &  Fits 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


in 


Sioux 
City 

EXPArJsioJ  Streets 


Tiiere  has  not  lieen  a  poured  expansion  joint  in  the 
last  thirty  miles  of  street  laid  in  Sioux  City.  Not  a  tar 
kettle  on  the  job! 

Between  the  curbs  and  the  concrete  street  slabs  and 
transversely  between  unit  slabs,  sections  of  ELAS- 
TITE  were  placed.  The  concrete  was  poured  simul- 
taneously on  both  sides  of  every  joint. 
When  the  concrete  was  set  the  job  was  finished.  Not 
a  spacing  strip  to  remove,  not  a  pint  of  pitch  to  pour. 
There  has  never  been  a  case  of  buckling  in  all  this 
work. 

And  the  joints  are  always  water  tight. 

Write  today  (or  sample,  specifications  and 
opinions  of  men  who  know  by  experience. 

Address  Elastitk  Dept. 

THE  PHILIP  CAREY  CO. 

Toronto  Montreal 


The  Maritime  Bridge 

Company,  Umited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46 — 10  in.  X  15  lbs.  x  Co  ft.    0  in. 
85 — 10  in.  X  15  lbs.  x  60  ft.    0  in. 
127—13  in.  X  30  lbs.  x  60  ft.    0  in. 
95—15  in.  x  33  lbs.  x  36  ft.  10'/^  in. 
17—15  in.  x  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  x  354  in.  x  5^  in.— 60  ft.  0  in. 
28 — 6  in.  X  3J4  in.  x  11-16  in. — 60  ft.  0  in. 
40 — 6  in.  X  3J4  in.  x  54      — 60  ft.  0  in. 
22 — 0  in.  X  3^  in.  x  ^  in. — 55  ft.  0  in. 

ZEES 

94—  3  in.  X  2-11/16  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95—  3-1/16  in.  X  2^in.  X  5/16  in.  X  8.5  lbs.— 50  f*-  0  in. 

Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Appliances 

Darling  I'.ros. 
Fteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 

Pittsburgh   Valve,    Foundry  and 
Construction  Company 

Sheldons  Limited 
Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Traps 

Can.  H.  \V.  .Tolins-Manville  Co., 
Limited 
Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns  Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 


Structural  Iron  and  Steel 
Burlington   Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine  &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns  Manville  Co., 
Ltd. 


Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air   Liquide  Society 
Prest-O-Lite   Company,  Inc. 

Well  Drilling  Plants 
American   Well  Works 
Ontario   Wind   Engine   &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific   Coast   Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


The  Surest  Protection 

against  the  action  of  smoke,  steam,  acid  fumes,  heat,  gases,  sulplnir  fumes,  rust,  etc., 
on  gas  tanks,  water  taliks,  bridges,  structural  iron  work  and  all  metal  surfaces,  is 

Anchor  B-H  Graphite  Paint 

It  has  been  proved  by  actual  tests,  that  the  pure  graphite  we  use  has  from  six  to  eight 
times  the  strength  of  that  found  in  ordinary  graphite  paints.  This  fact  is  significant, 
when  you  consider  the  fact  that  the  value  of  any  graphite  paint  depends  upon  the' quality 
and  percentage  of  graphite  it  contains. 

Anchor  B-H  Graphite  Paint  therefore  gives  more  and  better  service  per 
dollar. 

Put  up  ready  to  use,  in  barrels  .'uid  five  gallon  cans. 


April 


1910 
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FOR  SALE 


2  - 10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining^s 
Wall  CopiniT 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  ioeh  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :    St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  .... 

American  Enameled  Brick  &  Tile  Co.  (•,:> 
American  Lead  Pencil  Company  . .  . 

American  Well  Works   54 

Anglins  Limited   68 

Armstrong  Cork  Co   5^ 

Art  Stone  Company   68 

Asphalt  &  Supply  Company    8 

Aiilt  &  Wiborg  Company   59 

Barber  Asphalt  Paving  Co   7 

Barber,  Frank   68 

Beatty  &  Sons,  Limited,  M   67 

Berlin  Mills  Company  

Bessemer  Limestone  Company  ....  09 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 

Blair  Company,  B  •  •  1'^ 

Boving  Hydraulic  &  Engineering  Co.  54 

Brandram-Henderson  Co   14 

Britnell  Company,  Lijnited    62 

Burlington  Steel  Company    67 


Canada  Cement  Company  

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries,  Limited  ... 
Canada  Wire  &  Iron  Goods  Co.  ... 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ... 

Canadian  Brass  Mfg.  Co  

Canadian  Consolidated  Rubber  Co. 
Canadian   Equipment  Company    . .  . 

Canadian  Ingerso  11-Rand  Co.  

Canadian  H.  W.  Johns-Manville  Co., 

Limited     

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Co.,  Ltd  

Carey  Company,  Philip  

Cast  Stone  Block  &  Machine  Co.  ... 
Canadian    Chicago    Bridge  &  Iron 

Works  

Chipman  &  Power   

Conduits  Company,  Limited  

Cook,  A.  D  

Crushed  Stone  Limited   


9 
02 
59 
20 
70 
50 


Dake  Engine  Company   

Darling  Bros  

Dennis  Wire  &  Iron  Company 
DesMoines  Bridge  &  Iron  Works 

Dickson  Bridge  Works   

Dikeman  Surveyor  Company  . .  . 
Dominion   liridge  Company  .. 
Dominion  Concrete  Company  . .  . 
Dominion  Engineering  &  Inspection 
(oinijany  


68 
53 
13 


59 
08 
59 
54 
02 

02 
01 
53 
09 
58 


11 


Dominion  Iron  &  Steel  Company 

Dominion  Paint  Works  

Dominion  Sewer.  Pipe  Company 

Dominion  Wire  Rope  Co  

Dunlop  Tire  &  Rubber  Co.  ... 
Dunn  Wire-Cut-Lug  Brick  Co. 


05 

15 
72 

19 


Elk  Fire  Brick  Company  

Exeter  Manufacturing  Company  . .  . 

Ford  Meter  Box  Company   

Foster,  W.  L  

Eraser,  W   15 

Gart.'jhore,  John  J   01 

Gartshore-Thompson  Pipe  &  Foundry 

Company   53 

Gent  Company  

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company   54 

Goold.  Shapley  &  Muir  Company  .  .  59 

Gray  Construction  Co.,  John  V.  . .  .  53 

Haddin  &  Miles   08 

9 
08 
01 


Hagersville  Contracting  Company  .  . 

Hamilton,  S.  W  

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Hopkins  &  Company,  F.  H  

Hunt  &  Company,  Robert  W  


08 


Ideal  Concrete  Machinery  Co  

Inglis  Company,  John   49 

lona  Gypsum  Company   05 

Kerr  Engine  Company,  Limited  ...  4 

L'Air  Liquide  Society   GO 

Lea,  R.  S   08 

Lightfoot,  Stanley   08 

London  Concrete  Machinery  Co.  ...  11 

Luxfer  Prism  Company  

Maclean  Daily  Reports   18 

MacKinnon  Holmes  &  Company  ... 

Manitoba  Bridge  Works  Co  

Mansfield  Engineering  Co   50 

Maritime  Bridge  Company    13 

Marsh  &  Henthorn,  Limited   Si! 

McDougall  Caledonian  Iron  Works 

Company   5 

McDougall,  Geo.  K   08 

McGill  University   01 

McGregor  &  Mclntyrc   09 

Meaford  Wheelbarrow  Co  

Metallic  Roofing  Company   O:; 


Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works   12 

Mueller  Mfg.  Company,  H  

National  Iron  Works   58 

National  Steel  Car  Company   2 

Neptune  Meter  Company   03 

Noble,  Clarence  W   66 

Northern  Crane  Works    56 

Nova  Scotia  Steel  &  Coal  Co   70 

Oakley  &  Son,  Geo   00 

Ontario  Wind  Engine  &  Pumi)  Co.  63 

Ormsby  Company,  .'\.  B   55 

Osgood  Company   55 

Pacific  Coast  Pipe  Company   1 

Paterson  Mfg.  Company   51 

Pedlar  People  

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edouard   13 

T'ittsburgh-DesMo  ines  Steel  Co.  ...  69 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   59 

Piatt  Iron  Works   71 

Pollard  Manufacturing  Company  . .  .  57 

Power  &  Son   08 

Prest-O-Litc  Company   

]\ei(l  &  Brown    08 

Ric-wiL  Underground  Pipe  Covering 

Company  

Rogers  Limited,  Alfred  ...  . :  .  ... 
Rogers  Agencies    

Sheldons  Limited   54 

Smart  Mfg.  Co.,  Jas   7 

Spielniann  Agencies  Regd   58 

Standard  Clay  Products  Limited  . .  15 

Standard  Steel  Construction  Co.  ...  62 
Standard  Underground  Cable  Co.  of 

Canada   61 

Stark  Rolling  Mills  Company  

Structural  Steel  Company   02 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  V.  52 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   58 

Turnbull  Elevator  Company   12 

Vancouver  Wo(i<l  Pipe  &  Tank  Co.  53 

Waterous  Engine  Works  Co   20 

Woodstock  Concrete  Machinery  Co. 

Wvnne-Koberts,    R.  ')   68 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  virho  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 


April  5,  1916 
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GOOD  ROADS 

Ancient  and  Modern 

The  building  of  good  roads  has  always  been  the  sign  of  higher  civilization  and  rapid  industrial  progress. 
In  the  days  of  the  Romans,  roads  were  built  so  thoroughly  that  many  of  them  exist  to  this  day — nineteen 
hundred  years  after. 

They  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  spent  in  their  construction 
and  the  work  was  well  done. 

In  the  present  day  slaves  are  not  available;  paid  labor  is  necessary,  and  time  is  more  valuable.  Modern 
mechanical  appliances  have  reduced  the  labor  element  and  have  greatly  facilitated  good  road  building. 


A  most  convenient  outht  is  the 

Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 

mounted  on  a  strong  truck  with  broad  wheels.  This  outfit  is  a  money- 
maker where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all  the  ne- 
cessary accessories  and  an  Ingersoll-Rand  dust-proof,  self-oiling,  high 
speed  compressor  with  an  efficient  cooling  equipment. 

The  JACKHAMER 

A  "One-Man"  Rock  Drill 

is  a  light  but  very  powerful  machine  for  diilling  holes  of  average  depth  and 
size.      The  rotation  and  lubrication  are  entirely  automatic  in  operation. 

The  valve  is  of  the  non-freezing  Butterfly  Type  and  the  drill  may  be 
operated  with  either  steam  or  air. 


CANADIAN  INGERSOLL-RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,    -  CANADA 

Vancouver         Nelson         Winnipeg         Timmins         Cobalt         Toronto  Sydney 
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l/IIIIMIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIUf 

E    7rom  Montreal  1 

=  "Your  advance  informa-  = 

H  lion  is  up-to-date  and  very  = 

=  valuable   to   us."       The  E 

=  Asphalt  &  Supply  Co.  Ld.  E 

I  7rom  Meaford  i 

E  "  MacLean  Reports  have  = 

=  been  a  great  deal  of  assist-  = 

E  ance  to  us  in  obtaining  new  E 

=  business.    We  can  tell  at  = 

E  a    moment's    notice    the  E 

E  amount  of  work  carried  on  = 

E  in  each  town.  Your  seivice  = 

E  is  well  worth  the  money."  E 

E  Seaman  Kent  Co.  Limited.  E 

E  IFrom  Woronto  | 

E  "It  might  interest  you   to  =3 

E  learn  that  we  are  obtaining  = 

E  good  results  from  your  Re-  = 

E  ports."     Toronto  Pottery  E 

E  Co.  Limited.  = 

E  7rom  Detroit  1 

E  "We  thank  you  for  your  E 

E  able  co-operation."    Berry  E 

E  Bros.  Ld.,  the  world's  larg-  E 

E  est  varnish  manufacturers.  E 

I  Jrom  Montreal  i 

E  "You  have  done  well  with  E 

E  your  Reports,  and  we  find  E 

E  them    of   distinct  value."  E 

E  Asbestos  Mfg.  Co.  Ld.  = 

I  Jrom  Pittsburg  | 

E  "We  are    well   satisfied.  = 

E  There  havebeenmanycases  E 

E  where  our  only  information  E 

E  in  regard  to  certain  work  E 

E  was  secured  through  your  E 

E  service.     We  are  indeed  E 

E  gratified  to  know  that  it  has  E 

E  proven  of  such  value  to  our  E 

E  Sales  Dept."      Standard  E 

E  Underground  Cable  Co.  E 

E  d^rom  "Winnipeg  i 

=  "I  havehadeverysatisfaction  = 

=  with  your  reports  and  have  = 

=  been  able  to  follow    up  = 

=  prospects  which  we  would  = 

=  not  otherwise  have  had."  = 

=  E.  M.  Elliott,  for  Zimmer  = 

5  Vacuum  Machine  Co.  Ld.  = 

i  7rom  War  onto  | 

E  "Your    Reports  save  me  E 

5  much  time  from  compiling  E 

E  press  clippings,  trade  papers  E 

E  and  other  inadequate  data.  E 

E  The  reports  are  clearer  and  E 

E  give  information  not  found  E 

E  elsewhere,  such  as  names,  E 

E  addresses,  valuations,  class-  = 

E  es  of  material,  notification  E 

E  of  awardsand  priceof  com-  = 

E  petitors*  tenders."     J.  L.  = 

E  Brower,  Mgr.,  Structural  = 

E  Steel    Dept.,     Canadian  = 

E  General  Electric  Co.  Ld.  = 


-^IIIIIIIMIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIi;: 

I  7rom  Sderbroode  | 

E  "  We  are  emphatically  in  E 

E  favor  of  your  reports  as  a  E 

E  business  necessity."  E 

=  MacKinnon,    Holmes   &  = 

=  Co.,  Ltd.,  Structural  Steel.  = 

i  7rom  Montreal  f 

E  "  Your  reports  are  a  useful  = 

E  medium  through  which  we  = 

E  gel  in  touch  with  firms  re-  = 

E  quiring    our    appliances.'  E 

E  Vogel  Company  of  Canada,  = 

E  Ltd.,    Sprinkler   Systems.  E 

I  7romWallaee,Tf.S.  | 

E  "Your  service  is  all  that  we  = 

E  expected.  "  WallaceSand-  E 

E  stone    Quarries,    Limited.  E 

£  = 

E  .Jrom  Qlyieago  | 

E  "We  are  well  satisfied."  E 

=  Moran  &  Hastings,  Elec-  E 

E  trie  Fixtures.  E 

1  7rom  f{ew  "i/orh  | 

E  "The  service  you  are  giv-  E 

E  ing  us  is  entirely  satisfactory  = 

E  and  has  been  the  means  of  = 

E  materially   increasing    cur  E 

E  business  in  Canada.  "    Star  E 

E  Expansion  Bolt  Company.  = 


E  'Jrom  §alt 

E  "  We  have  received  ccn- 

E  siderable  benefit  from  your 

E  system."  Roelofson 

E  Elevator  Works,  Limited. 


E  7rom  Toronto  e 

=  "  You  are  steadily  improv-  E 

=  ing  your  system.  "    A.  D.  = 

=  Dame,    Master    Builders  = 

=  Company    of    Cleveland,  = 

E  Cement  Waterproof  ing  E 

E  Comoound.  E 

I  Jrom  Qalgarif  | 

E  "  Your  reports  are  all  we  = 

E  expected."      Canadian  = 

E  Equipment     &      Supply  = 

E  Company,  Limited.  = 


E  Jrom  Montreal 

E  "  Your  reports  are  quite 

E  satisfactory."  Mr.  Adams, 

E  Canadian  Fairbanks  Morse 

E  Company,  Limited. 

E  7rom  Woledo 

E  "  We    have    received  a 

E  large   contract    from  the 

E  McCormack    Mfg.  Co., 

E  London.    Our  first  intima- 

E  tion    came  through  your 

E  reports,  and  we  arc  entirely 

E  satisfied."  H  aught  on 

E  Elevator  &  Machine  Ct  m- 

E  pany. 

E  7rom  Isoronto 

E  ''  Your  reports   are  more 

E  correct  than  any  we  have 

E  had   to    deal  with." 

E  Dominion  Rad.ator  Com- 

E  pany.  Limited. 

E  O'rom  Montreal 

E  "  You  have  succeeded  in 

E  g'vmg  the  best  service  yet, 

E  and  I  see  no  reason  why 

E  you  should  not  merit  and 

E  obtain  an  almost  undivided 

E  patronage  along  this  line 

E  in  Canada."  E.C.White, 

E  of  Tiffany  Studios,  New 

I  York. 

1  7rom  Paris 

E  "  We  find  the  information 

E  received    from    you  very 

E  valuable.'  Alabastine 

E  Company,  Limited. 

E  7ro/«  "Winnipeg 

E  "  We  think  very  highly  of 

E  your   reports    and  could 

E  not  do    without  them." 

=  Winnipeg  Paint  &  Glass 

E  Company,  Limited. 

I  Jrom  Woronto 

=  "  Your  service  is  satisfac- 

=  tory."    United  States 

E  Fidelity  &  Guaranty  Com- 

=  pany. 

E  7rom  "Winnipeg 

E  "  We  are  well  satisfied  and 

E  look  for  large  benefits  from 

=  your    system.  "  Taggart 

=  Ornamental    Iron  Works. 


^Illllllllllllllllllllllllllllllllllllilllllllllllllllli; 


H'lllllllllllllllillllllllllllllllllllllllllllllllllllHF, 


Tilllllllllllllllllllllllllllllllllllllllllllllllllllllli'^ 


VVc  tlo  not  claim  that  the  firms  mentioned  above  are  progressive  because  they  use  MacLean  Daily  Reports 
for  securing  actual,  live  prospects  for  their  products  or  services;  but  we  can  fairly  claim  that  because  they  are 
progressive  they  tried  MacLean  Reports,  and  because  they  found  them  an  efficient  and  profitable  help,  they 
adopted  them  as  part  of  their  business  methods.  Wc  believe  you,  too,  would  adopt  the  service  were  you  to  see 
^he  «(»  sample  reports  which  we  will  send  you  free  to  try  out.  These  reports  will  give  you  actual,  definite  and 
precise  data  about  projiosed  buildings  and  other  forms  of  construction  where  you  stand  a  good  chance  of  doing 
business.    Write  today.    See  the  samples,  and  after  that  we  will  leave  the  answer  to  your  own  good  judgment. 


MacLean  Daily  Reports,  Limited,  25  charlotte  street,  Toronto 
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WIRE-CUT-LUG  BRICK 

USED  EXCLUSIVELY  FOR  BRICK  PAVING  BY  SEVERAL  BIG  CITIES 

Including  St.  Louis,  Mo.,  Wilmington,  Dei.,  Toronto,  Canada,  Baltimore,  Md.,  and 
specified  by  hundreds  of  large  and  small  cities  and  by  several  state  highway 
departments. 

Smooth,  Even,  Sanitary  and  Durable  Pavement 

67,000,000  in  service  in  New  York  State  alone. 
Lays  uniformly  and  bonds  much  stronger  than  any  other,  as  official  tests  prove. 

Advising  engineering  service  free. 

Manufactured  by  the  following  29  independent,  competing  companies  operating  42  plants: 


Corry  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at  Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Reynoldsville  Brick  &  Tile  Co.,  Reynoldsville,  Pa. 
Danville  Brick  Company,   Danville,  111. 
Clinton    Paving   Brick   Company,   Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman-Duty   Brick   Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  CarroUton  and  Malvern,  O. 
Tuna  Valley  Pressed  Brick  Company,  Bradford,  Pa. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Bessemer  Limestone  Company,  Youngstown,  Ohio. 

Three  plants  at  Bessemer,  Pa. 
Peebles  Paving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmouth,  Ohio,  one  at  Firebrick,  Ky. 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 
Southern  Clay  Mfg.  Company,  Chattanooga,  Tenn. 
Plants  at  Robbins,  Tenn.,  Coaldale,  Ala. 


McAvoy  Vitrified  Brick  Company,  Philadelpliia,  Pa. 

Plant  at  Perkiomen  Junction,  Pa. 
Windsor  Brick  Company,  Akron,  Ohio. 
Hocking  Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver  Company,   Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  III. 
Terre  Haute  Vitrified   Brick  Co.,  Terre  Haute,  Ind, 
Albion  Vitrified  Brick  Co.,  Albion,  111. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport  Paving  Brick  Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New   Cumberland,  W.Va. 
The  Hydraulic-Press   Brick  Company,  St.   Louis,  Mo. 
Barr   Clay   Company,   Streator,  111. 
Burton-Townsend  Company,  2  plants,  Zanesville.  O. 
The  Trimble  Paving  Brick  Company,  Dayton,.  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouster,  Ohio. 
Thornton  Fire  Brick  Company,  Clarksburg,  W.  Va. 
Plant  at  Tliornton,  W.  Va. 


0 

0 
% 

THE  DUNN  WIRE-CUT-LUG  BRICK  CO.  # 

(Licensors)  r^i^^^ 

CONNEAUT,  OHIO  ^ 


0 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


Waterous  Boilers 

For  Contractors  and  Builders 


These  boilers  are  ex- 
ceptionally well  con- 
structed to  stand  up 
to  the  severe  service 
expected  of  them. 

They  are  quick,  steady 
steamers,  are  readily 
transportable,  easy  to 

keep  in  good  condition 
and  trustworthy. 

Vertical    Boilers  are 

liuilt  in  11  sizes  from 
r,  to  ,-.0  H.P. 

Locomotive  Boilers  on 

skids  or  wheels — from 
2,5  to  1.50  H.P. 

.Ml  are  built  to  Pro- 
vincial Regulations 
and  under  Govern- 
ment Inspection.  They 
are  better  built  than 
llu-  law  requires. 

IVrt/c. 


Catalogues  on  request. 


The  Waterous  Engine  Works  Co.,  Ltd.,    BRANTFORD,  Canada 
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An  Agreeable  Surprise 

THE  business  men  of  Toronto  have  been  agree- 
ably surprised  by  the  action  of  their  city  coun- 
cil in  appointing  Mr.  Thomas  Bradshaw  as 
head  of  their  finance  department.  The  sur- 
prise is  intensified  by  the  facts  that  Mr.  Bradshaw  did 
not  seek  the  position,  is  not  a  politician,  was  not  even 
the  subject  of  a  largely  signed  electors'  petition  or  de- 
legation and,  finally,  is  well  suited  by  training,  exper- 
ience and  ability  for  the  work. 

The  salary  naturally  was  some  considerable  bone 
of  contention  among  certain  of  the  aldermen  but  even 
on  this  point  there  was  surprisingly  little  liesitatiori. 
The  chances  are  that  Mr.  Bradshaw  will  save  his  sal- 


ary man)-  times  over  to  the  city  each  year.  We  have 
only  to  recall  a  comparatively  recent  sale  of  City  or 
Toronto  bonds  where  the  price  obtained  was  tor. 
small,  it  was  charged,  by  somewhere  between  a  c|uar- 
ter  and  a  half  a  million  dollars.  The  employment  of 
novices  in  work  of  this  sort  is  not  true  economy. 

The  only  possible  objection  that  the  appointment 
of  Mr.  Bradshaw  seems  to  be  open  to  is  that  heads  of 
some  of  the  other  departments  will  immediately  begin 
to  pull  wires  and  get  their  machinery  oiled  for  agita- 
tion to  even  salaries  up.  They  will  forget  that  Mr. 
Bradshaw  is  being  paid  this  amount  because  he  is 
worth  that  much  to  the  city.  They  will  forget,  some 
of  them,  that  the}'  are  already  paid  all,  and  iiiuch  more 
than  all,  they  are  worth  to  the  city.  We  hope  the 
Toronto  city  council,  having  done  a  really  commend- 
able act  and  shown  good  judgment,  will  continue  in 
the  way  of  discriminating  between  men  who  are  cap- 
ably holding  their  positions  and  those  who  are  just 
capably  holding  on. 


The  Gity  Beautiful 

SYSTEMATIC  organization  l)y  municipal  authori- 
ties of  a  spring  "clean-up"  campaign  is  being- 
more  widely  extended  each  year.  The  movement 
has  received  valuable  assistance  by  the  informa- 
tion gathered  and  published  l)y  the  New  York  State 
Conference  of  mayors  and  city  officials  in  their  re- 
port on  Municipal  Clean-Up  Campaigns,  extracts  from 
which  are  printed  in  this  issue.  "Clean-up"  week  has 
in  recent  years  become  increasingly  popular  as  a 
means  of  beautifying  the  city  and  in  stimulating  civic 
pride  in  the  cleanliness  and  safety  of  the  home  and 
the  development  of  public  afifairs.  Upwards  of  three 
thousand  cities  in  the  United  States  and  Canada  take 
an  active  interest  in  a  "clean-up"  week,  and  the 
methods  employed  by  the  difi^erent  cities  are  many  and 
varied.  The  value  of  the  press  cannot  be  overesti- 
mated as  a  factor  in  the  clean-up  movement.  By 
means  of  announcements,  editorials,  cartoons,  adver- 
tisements, etc.,  it  can  probably  interest  a  larger  num- 
ber of  people  than  any  other  agency.  Insurance  com- 
panies and  civic  improvement  organizations  do  a 
great  deal  by  their  co-operation  in  the  movement  for 
sanitary  laws  and  conditions. 

Clean-up  time  generally  comes  some  time  during 
April  or  early  In  May,  and  in  most  cities  extends  over 
a  period  of  two  weeks,  with  a  regular  programme  for 
each  day  of  that  period.  The  mayor  of  the  city  or 
town  usually  appoints  a  clean-up  week  committee  who 
adopt  some  plan  of  action  and  appoint  sub-commit- 
tees and  divide  the  work  among  district  organizations. 
Publicity  is  then  given  to  the  campaign  through  news- 
paper bulletins,  circulars,  posters,  moving  pictures, 
private  advertising,  etc.  Motion  pictures  are  a  valu- 
able medium  of  bringing  before  school-children  and 
citizens  the  ravages  of  the  fly  and  actual  conditions 
existing  from  unsanitary  conditions.  One  of  the 
greatest  factors  in  a  c!ean-up  campaign,  to  make  it  a 
sticcess,  is  the  co-operation  of  the  school-children. 
One  of  the  best  means  of  reaching  the  adults  is 
through  the  children,  and  the  education  of  the  child- 
ren themselves  along  these  lines  will  contribute  ma- 
terially to  their  sense  of  proper  community  condi- 
tions when  they  grow  up.  Lectures  on  home  and 
community  gardens  and  the  benefits  to  be  derived 
from  a  cleaner  and  more  beautiful  city,  with  prizes 
for  the  best-kept  yard,  aid  very  consideral)ly  in  fur- 
thering, the  campaign. 

The  good  eft'ects  of  clean-up  week  have  been  so 
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universally  recognized  that  some  cities  have  crys- 
tallized the  movement  into  an  ordinance,  making  it 
unlawful  to  deposit  within  the  city  limits  rubbish  of 
any  description.  A  tour  through  any  city  after 
"clean-up  week"  would  convince  the  most  incredulous 
that  in  promoting-  this  movement  municipalities  have 
materially  lessened  their'  fire  risk  and  improved  their 
sanitary  conditions.  Some  of  the  good  results  con- 
ceded to  a  "clean-up"  campaign  are — improvement  of 
housing  conditions,  reduction  of  fire  loss,  elimination 
of  unsightly  lots,  stimulation  of  civic  pride,  and  the 
development  of  the  community  spirit  in  a  movement 
for  improved  public  welfare. 


Change  of  Name 

The  Regina  branch  of  the  Canadian  Society  of  Civil 
Engineers,  recently  organized,  are  considering  the  ad- 
visability of  changing  their  name  to  the  "Saskatche- 
wan  Branch"  so  that  it  may  be  more  apparent  that  all 
members  of  the  engineering  profession  in  that  prov- 
ince are  members  of  the  C.  S.  C.  E.  and  included  in 
the  organization.  The  following  letter  is  being  sent 
out  to  Society  Members  throughout  the  province  by 
the  secretary  of  the  Regina  branch  and  is  self-explan- 
atory : 

Dear  Sir: — Only  a  fev.'  months  ago  the  Members 
of  the  Canadian  Society  of  Civil  Engineers  residing  in 
Regina  and  its  vicinity  followed  the  example  of  nearly 
all  eastern  cities  and  most  of  our  western  centres  in 
forming  a  branch  of  our  Parent  Society  here.  Dur- 
ing its  short  existence,  it  has  proved  a  valuable  med- 
ium of  professional  intercourse,  giving  an  opportunity 
of  meeting-  representatives  of  our  profession  in  its 
many  dififerent  branches  of  work. 

While  it  is  true  that  we  all  belong  to  one  Society, 
yet  the  considerable  distance  which  separates  the 
members  residing  in  Saskatchewan  from  the  head- 
quarters at  Montreal  prohibits  a  very  active  and  per- 
sonal interest  being  taken  by  them  in  the  af¥airs  of  the 
Society  and  therefore  decreases  considerably  the  ser- 
vice and  usefulness  of  our  Society.  In  order  to  over- 
come this  difficulty  and  to  give  our  members  living  in 
this  Province  a  centre  for  periodieal  meetings  for  the 
exchange  of  their  views  on  various  professional  sub- 
jects and  eventually  perhaps  for  the  formation  of  a 
small  provincial  Library,  etc. — it  is  the  intention  to 
follow  the  example  of  the  Branch  at  Winnipeg  and  to 
extend  our  scope,  so  as  to  include  all  members  resid- 
ing- in  Saskatchewan.  We  propose  therefore  with  the 
support  of  a  majority  of  those  members  to  change  our 
name  into  "Saskatchewan  Branch." 

The  undersigned  Secretary  therefore  would  thank 
you  to  advise  him  as  soon  as  possible  of  your  views  on 
the  subject. 

Sgd.  J.  H.  deStein, 
Seer. -Treasurer  Regina  r>r. 


Make  Specifications  Clear 

Recently  the  Montreal  Catholic  School  Commis- 
sioners rejected  a  tender  for  the  erection  of  a  school 
on  the  ground  that  the  person  tendering  was  not  a 
citizen  or  ratepayer  of  Montreal.  The  Montreal 
Builders'  Exchange  has  taken  up  this  matter  and  in  a 
lettef  addressed  to  the  Commissioners  point  out  that 
the  advertisement  calling  for  tenders  contained  no 
stipulation  of  any  kind ;  consequently  it  was  expected 
all  tenders  would  be  considered  and  adjudged  on  their 
merits.  "My  board,  however,"  says  Mr.  1).  K.  Trot- 
ter, the  secretary  of  the  l^xcliangc,  "were  surprised  to 


learn  that  at  the  meeting  at  which  tenders  were  opened 
the  question  was  raised  whether  certain  of  the  tend- 
erers were  or  were  not  citizens  and  ratepayers  of  the 
city  of  Montreal.  I  have  been  instructed  to  suggest 
that  in  future  advertisements  calling  for  tenders,  your 
board  should  specify  clearly  and  definitely  the  class  of 
contractors  whose  tenders  will  be  accepted.  Should 
your  board,  however,  persist  in  the  method  I  have  re- 
ferred to  the  Builders'  Exchange  is  advised  that  this 
will  tend  to  discourage  reputable  firms  from  tendering 
on  future  work,  and  thus  deprive  your  board  of  some 
of  the  benefits  to  be  derivecl  from  competitive  sealed 
tenders.  You,  of  course,  are  well  aware  that  when 
any  general  contractor  submits  a  tender  to  your  board, 
money  and  time  have  been  consumed  in  its  prepara- 
tion, and  there  is  no  apparent  reason  why  this  work 
should  be  done  without  an  opportunity  being  afiforded 
of  having-  its  merits  tested  alongside  its  competitors." 
The  Exchange  asks  that  in  future  advertisements  the 
Commissioners  should  define  more  specifically  the  con- 
ditions on  which  tenders  will  be  considered  and  ac- 
cepted. 


Toronto  Harbor  Work 

It  is  understood  that  the  Toronto  Harbor  Commis- 
sion will  spend  $700,000  in  connection  with  this  sum- 
mer's work.  The  work  started  by  the  Government  in 
Ashbridge's  Bay  and  the  Humber  Bay  will  be  com- 
pleted, and  in  addition  the  transformation  of  the  old 
harbor  and  water-front  will  be  proceeded  with.  An 
order-in-council  has  been  passed  at  Ottawa  establish- 
ing a  permanent  headline  in  the  Toronto  harbor  be- 
tween Bathurst  Street  and  a  point  opposite  Yonge 
Street. 

The  plans  provide  for  the  establishment  of  seven- 
teen acres  of  industrial  area  at  the  foot  of  Bathurst 
Street,  which  will  be  served  by  800  feet  of  dock  and 
20  feet  of  water.  There  will  also  be  modern  freight 
sheds  and  factory  buildings.  In  connection  with  the 
extension  of  the  pier-head  and  bulkhead  line,  the  C. 
P.  R.  and  G.  T.  R.  have  waived  their  riparian  rights 
to  water  lots  between  Bathurst  and  John  Streets,  and 
will  join  the  Commission  in  application  to  the  Govern- 
ment for  approval  of  the  new  lines. 


Edmonton  Branch  C.  S.  C.  E. 

Through  the  courtesy  of  the  National  lilectric 
Light  Association  of  New  York  City,  the  Edmonton 
Branch  of  the  Canadian  Society  of  Civil  Engineers  had 
the  opportunity  of  showing  a  series  of  lantern  views  of 
the  Panama  Pacific  Exposition  at  their  regular  meeting 
oil  Eriday  evening,  March  24th.  These  views  showed 
very  clearly  the  wonderful  lighting  ef¥ects  secured  by 
the  Engineers  in  charge  of  the  illuminations  at  the  Ex- 
position. The  chair  was  occupied  by  Mr.  G.  H.  V. 
I>ulyea,  Chairman  of  the  Public  Utilities  Commission 
for  Alberta.  The  Lecturer  for  the  evening  was  Dr. 
J.  A.  Allan,  of  the  University  of  Alberta,  who  spent 
Some  four  weeks  at  the  Exposition. 


Toronto  Branch  C.  S.  C.  E. 

The  regular  monthly  meeting  of  the  Toronto 
lii'anch  of  the  Canadian  Society  of  Civil  Engineers  will 
be  held  in  the  Chemistry  and  Mining  lUiilding  of  the 
University  of  Toronto  on  Thursday,  A])ril  13tli.  1916. 
Profes.sor  A.  P.  Coleman,  Ph.D.,  will  give  an  illustrated 
address  on  "A  Visit  to  the  Mountains  of  Northern 
I  .abrador." 
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Shall  I  Build  Now,  or  Wait?  Comparative 
Prices  Today  and  at  Outbreak  of  War 


Does  it  cost  more  to  build  to-day  than  it  did  at 
the  outbreak  of  war?  This  is  the  question  repeatedly 
and  persistently  asked  almost  daily  of  the  contractor, 
the  architect  and  the  manufacturer.  Is  the  price  of 
materials  higher?  Is  labor  dearer?  Sluill  I  build  now 
or  wait? 

This  is,  in  reality,  a  more  complex  ])roblem  than 
may  appear  on  the  surface  and  the  answer  is  noi 
easily  found.  One  of  the  biggest  difficulties  is  thai 
conditions  vary  greatly  with  diiTerent  buildings. 
Plainly,  much  will  depend  on  the  type  of  construction. 
For  example,  a  building  in  which  brick  bulks  larg-e 
will  benefit  more  by  the  low  price  of  that  material 
than  one  to  be  constructed  chiefly  of  stone  or  steel. 
The  most  apparent  fact  of  the  whole  situation  is  that 
the  variation  in  the  prices  of  the  things  that  go  to 
make  a  building  has  not  been  uniform.  This  will 
l^robably  mean  a  readjustment  of  plans  in  many  cases. 
Quite  often,  no  doubt,  it  will  be  found  that  certain  ma- 
terial, which  ordinarily  would  be  specified,  has  in- 
creased in  price  correspondingly  more  than  another 
material  that  will  serve  the  purpose  almost  equally 
well.  This  might  lead  to  a  re-planning  of  the  whole 
structure.  It  is  evident  then  that  instead  of  the 
owner  planning  his  building  to-day  on  the  basis  of  a 
couple  of  years  ago  he  will  do  well  to  consider  the 
trend  of  prices  in  the  meantime  and  so  determine 
whether  some  other  type  of  construction  formerly 
more  expensive  may  not  now  have  become  more  eco- 
nomical. 

The  subject  of  varying  prices  in  building  materials 
looms  up  so  prominently  on  the  construction  horizon 
to-day,  and  the  question  is  raised  so  frequently,  that  it 
has  occurred  to  us  that  possibly  a  more  or  less  com- 
])rehensive  review  of  the  price  situation,  as  it  aft'ects 
the  different  elements  of  the  building  trade,  might 
l)rove  of  interest  and  value  to  our  readers.  With 
this  in  mind  we  have  been  endeavoring"  to  collect, 
from  many  sources,  during  the  past  few  weeks,  com- 
parative figures  and  prices  now  and,  say,  a  year  ago 
or  at  the  outbreak  of  the  war.  These  figures  we  are 
now  placing  at  the  disposal  of  our  readers  in  the  hope 
that  they  may  prove  helpful.  The  quantity  of  ma- 
terial collected  makes  it  almost  necessary  that  we 
should  spread  it  out  o\'er  more  than  one  issue.  This 
week  we  are  dealing  more  particularly  with  what  may 
be  considered  the  coarser  construction  materials  and, 
generally  speaking,  those  which  represent  the  largest 
percentage  of  the  cost  of  building,  namely :  stone, 
brick,  cement  and  lime  and  sand.  In  following  issues 
it  is  our  purpose  to  deal  with  other  more  or  less 
closely  associated  groups. 

Stone 

The  price  of  building  stone  and  sand  is  practically 
the  same  as  it  was  in  1913 — if  anything  a  little  easier — 
and  quarry  owners  report  that  unless  the  labor  situa- 
tion becomes  more  acute  they  do  not  look  for  any  im- 
mediate advance  in  prices.  The  cost  of  imported 
stone  has  been  increased  by  the  extra  war  tax,  which 
amounts  to  three  cents  per  cubic  foot,  but  this  is  ap- 
l)arently  oft'set  by  the  keener  competition  which  is  the 
result  of  the  slowing  up  in  building  operations.  It  is 
a  peculiar  fact  that  the  price  of  stone  has  remained 
practically  the  same  during  the  last  decade,  no  doubt 


due  to  the  improved  machinery  and  equipment  for 
quarrying  which,  to  a  large  extent,  offsets  the  in- 
creased labor  cost.  Crushed  stone  also  stands  today 
at  the  same  price  as  at  August  1,  1914.  Approxi- 
mately a  year  ago  lower  prices,  from  10  to  15  per  cent., 
were  quoted  for  crushed  stone  but  it  has  recently  been 
found  necessary  to  re-establish  the  former  prices. 
Rubble  stone  has  been  unchanged  throughout. 

Brick 

Without  doubt,  of  the  larger  industries,  ])rick  lias 
been  hit  harder  by  the  war  than  any  other  building 
industry.  The  manager  of  one  of  the  largest  brick 
works  in  Canada  writes  us  that  their  "prices  to-day  are 
fully  twenty-five  per  cent,  less  than  prices  received 
previous  to  the  outbreak  of  the  war."  Another  man- 
ager writes  us  of  a  case  where  brick  is  being  delivered 
on  the  job  about  two  miles  from  the  brickyard  at 
$7.50  per  thousand.  This  is  for  a  kiln  run  stock  of 
l)rick  that  would  have  cost  at  least  $9.50  in  1913  and 
from  $10.50  to  $12.00  in  1911.  It  will  thus  be  seen  that 
prices  on  common  brick  are  away  below  what  they 
have  sold  at  for  several  years.  The  price  of  face 
brick  is  probably  about  $2.00  less  than  at  the  outbreak 
of  war. 

It  must  be  understood  that  these  are  conditions 
apparently  brought  about  by  many  of  the  works  being 
over-stocked  when  war  broke  out  and  that  present 
prices  result  from  their  determination  to  keep  their 
Inisinesses  going  at  almost  any  cost.  With  any  con- 
siderable increase  in  building  it  is  believed  that  prices 
are  due  for  an  advance  anywhere  up  to  20  per  cent. 
As  there  is  unmistakable  evidence  of  much  greater 
building  activity  this  year  than  in  1915  the  advice  of 
one  manufacturer  to  prospective  buyers  "buy  their 
material  at  once  if  at  all,  otherwise  they  will  be  un- 
able to  take  advantage  of  the  prevailing  low  prices" 
would  seem  to  be  sound  and  worth  heeding. 

Cement 

The  price  of  cement  has  varied  from  constant  to 
about  ten  cents  lower.  .  One  western  Ontario  firm 
places  the  reduction  at  15  cents  a  barrel  since  the  war 
broke  out.  It  is  pointed  out,  however,  that  the  de- 
mand has  been  less  than  half  of  normal  and  that  this 
reduction  will  not  likely  hold  as  soon  as  the  demand 
increases.  So  far  as  cement  is  concerned  there  are 
many  reasons  why  building  should  go  forward  this 
year.  In  the  use  of  concrete  in  buildings  or  else- 
where a  large  percentage  of  the  men  on  the  job  are  un- 
skilled laboring  men  who,  at  the  present  time,  need 
work  and  are  willing  to  work  at  the  same  or  even 
reduced  wages.  This  is  probably  more  true  in  the 
province  of  Quebec  than  elsewhere.  This  means  that 
concrete  construction  can  be  carried  out  at  a  lower 
price  than  was  possible  during  1913,  1914  or  1915.  In 
no  case  have  we  been  quoted  an  increased  price  for 
cement,  though  it  is  frequently  pointed  out  that  all 
indications  are  that  prices  of  building  materials  will 
advance  owing  to  a  possible  scarcity  of  labor,  in- 
creased demand  for  buildings,  and  the  uncertaintv  of 
the  price  of  coal. 

Lime 

Lime  also  has  stood  at  exactly  the  sanu'  price  for 
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the  last  two  years.  One  dealer  quotes  iis  38  cents  per 
hundred  pounds  on  August  1.  1914,  IMarch  1,  1915,  and 
March  1,  1916.  Neither  in  bulk  or  in  the  hydrate 
form  has  there  been  any  increase  in  price  whatever. 

It  is  evident,  therefore,  that  so  far  as  these  four 
items  are  concerned  buildino'  may  lie  carried  on  during 
the  present  year,  providing  today's  prices  are  main- 
tained, at  a  cost  may  be  10  to  20  per  cent,  less  than 


last  year  or  the  year  before.  The  importance  of  tlie 
iigures  discussed  above  will  of  course  depend  on  the 
percentage  of  the  total  cost  of  the  building  which  these 
four  items  represent  which,  as  already  pointed  out,  will 
vary  greatly  with  the  type  of  building  to  be  erected. 
There  is  evidently  no  change  in  price  in  immediate 
prospect,  with  the  probability,  in  case  of  any  change 
at  all,  that  prices  will  increase. 


The   Engineer   in   Peace  and  War  —  The 
Increasing  Value  of  Trained  Men 


At  a  sacred  and  patriotic  concert,  organized  by  the 
Ottawa  branch  of  the  Canadian  Society  of  Civil  En- 
gineers, held  in  the  Dominion  Theatre,  on  March  26, 
Mr.  Walter  J.  Francis,  of  Montreal,  read  a  paper  on 
"The  Engineer  and  the  War."  After  a  reference  to 
the  relation  of  the  engineer  to  the  normal  conditions 
of  the  present  day  life,  Mr.  Francis  alluded  to'  the  part 
Sir  P.  Girouard  played  in  the  Soudan  and  South  Afri- 
can wars.  Col.  H.  S.  Greenwood  and  Mr.  A.  F.  Stew- 
art, both  of  the  C.  N.  R.,  also  took  a  leading  part  in  the 
Boer  war.    He  proceeded  : 

"The  Right  Honourable  David  Lloyd  George,  the 
Minister  of  Munitions,  in  a  speech  delivered  last  sum- 
mer is  reported  to  have  said  that  the  present  war  is 
a  terrific  contest  between  engineers  of  the  warring  na- 
tions. The  object  lesson  so  tragically  taught  by  Ger- 
many has  aroused  the  other  nations  of  the  world  to 
a  keen  appreciation  of  the  result  of  the  application  of 
engineering  energy  to  military  purposes.  While  Ger- 
many was,  as  we  all  think,  so  misapplying  a  great  part 
of  her  engineering  talent,  the  other  nations  had  been 
devoting  their  efforts  to  the  development  of  the  arts 
of  peace.  We  have  been  forced  to  meet  the  exigencies 
of  the  situation,  and  to  our  military  engineers  and  to 
the  engineers  in  civil  life  has  fallen  the  task  of  over- 
taking Germany's  forty  years  of  preparation  not  only 
on  the  fields  of  battle,  but  in  the  workshops  at  home. 
Two  of  the  most  eminent  military  engineers  of  the 
world  are  in  foremost  places — Lord  Kitchener  and 
General  Joffre. 

A  Cold,  Calculated  Programme 

"The  war  is  an  immense  work  of  cold,  calculated 
programme.  Let  us  draw  an  analogy.  A  building 
contractor,  let  us  say,  determines  to  carry  out  a  piece 
of  work  in  a  certain  time.  He  calls  his  superintend- 
ent and  explains  what  is  to  be  done  and  when  it  is 
to  be  finished.  The  superintendent  in  turn  calls  his 
foremen  and  the  various  interests  to  whom  he  looks 
for  co-operation  and  assistance.  The  materials  are 
ordered.  The  laborers  and  artisans  start  their  work — 
and  the  work  is  completed  according  to  the  wishes 
of  the  master  mind.  It  is  all  a  matter  of  mature  fore- 
thought and  cold  calculation.  There  is  nothing  of 
accident  or  haphazard  trust-to-luck  haste.  It  is  all 
carefully  thought  out  ahead.  The  proceedings  in  the 
war  arc  quite  analcjgous,  only  on  a  stupendous  scale. 
Nothing  happens  by  chance.  The  constant  care  is  to 
be  in  readiness  at  the  necessary  or  appointed  lime. 
I  would  not  modify  my  analogy  but  would  point  out 
that  Germany  stands  in  the  position  of  a  contractor 
with  an  organization  complete  and  ready,  while  the 
Allies  have  to  be  likened  to  one  who  may  be  withf)u1 
any  organization  and  have  to  build  it  up.    'Hiank  the 


Lord,  King  Albert  and  the  Belgian  engineers  and  the 
engineers  of  France  and  the  British  Navy  were  partly 
prepared,  or  we  should  not  have  the  privilege  of  dis- 
cussing the  subject  this  evening. 

Lt.-Col.  Charles  H.  Mitchell,  G.S.O. 

"There  was  one  at  least  of  the  Canadian  engineers 
who  specially  prepared  himself  in  his  spare  hours 
for  the  service  of  his  country  in  time  of  need,  and 
I  hold  in  my  hand  a  card  received  from  him  not  long- 
since.  He  is  a  close  friend  of  a  number  before  me 
and  an  acquaintance  of  very  many  not  only  in  Canada 
but  in  Europe — I  refer  to  Lt.-Colonel  Charles  H. 
Mitchell,  General  Staff  Officer  in  charge  of  the  Intel- 
ligence Department  of  the  Canadian  Army  Corps  in 
France.  It  happens  to  be  a  card  of  felicitation,  and  he 
starts  out  "All  goes  well  at  this  end."  Later  he  pro- 
ceeds, "The  nice  feature  about  my  work  is  that  after  all 
it's  pretty  much  the  same  in  its  type  as  consulting 
engineering — in  fact  is  the  same  if  you  substitute  the 
Huns  for  the  forces  of  nature."  Colonel  Mitchell's 
reference  is,  of  course,  thoroughly  well  understood  to 
many  of  you,  but  for  the  uninitiated  let  me  explain 
that  there  is  a  definition  of  engineering  which  des- 
cribes the  engineer  as  one  who  deals  with  the  forces 
of  power  in  nature.  Colonel  Mitchell  finds  that  the 
process  of  handling  is  the  same,  only  instead  of  deal- 
ing with  water  powers  and  all  the  rest  of  it  his  prob- 
lems are  with  the  enemy.  In  a  letter  just  received  he 
says,  "It  is  strange  and  yet  very  fortunate  what  an 
analogy  there  is  between  this  work  and  my  own  pro- 
fessional work  at  home.  The  general  character  of  the 
work,  hours,  life  and  thought  is  similar,  the  assistants 
similar  and  one's  activities  are  quite  the  same — office 
work,  reports,  analysis,  correspondence,  direction  of 
investigations,  deductions,  maps,  outside  tours  of  in- 
spection, constant  telephone  activity — all  the  same  if 
you  substitute  the  enemy  for  the  forces  of  nature. 
There  is  a  difference,  though.  It  is  seven  days  a  week 
from  9  a.m.  until  11  p.m."  The  Colonel  goes  on  "Our 
headquarters  are  in  the  Hotel  de  Ville  of  this  little 
city  (about  12,000  people  normally)  and  it  is  really 
quiet  and  peaceful  if  one  gets  used  to  the  i)assing  to 
and  fro  of  thousands  of  men  and  hundreds  of  motor 
lorries,  motor  cars,  wagons,  and  so  on,  in  the  day, 
and  the  recent  aeroplane  activity  by  the  enemy,  in 
which  he  has  been  dropping  bombs  on  various  parts 
of  the  town,  railway  station,  flying  aerodrome  locality, 
and  not  forgetting  the  cemetery.  I  had  the  misfortune 
last  Sunday  to  lose  one  of  my  best  draughtsmen,  killed 
on  the  street  on  his  way  to  a  noonday  meal."  All  this 
is  a  specific  u])-to-the-minute  statement  from  an  inti- 
mate friend  at  the  front,  who  went  to  the  front  at  the 
start,  won  the  Distinguished  Conduct  Medal  at  Lange- 
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marck  and  has  since  been  decorated  with  the  Legion 
of  Honour  of  France. 

Railway  and  Forestry  Corps 

"Canada  is  to  be  congratulated  on  the  special  ser- 
vices required  of  her  soldiers.  Like  Sir  Percival  Gir- 
ouard,  Colonel  Ramsay  of  the  C.  P.  R.,  has  been  called 
to  the  front  with  a  corps  of  railway  constructors,  every 
man  a  specialist  in  a  particular  branch  of  railway  con- 
struction. He  has  since  been  followed  by  a  second 
corps,  and  now  other  engineering  parties  are  being 
called  for  to  render  special  services  at  the  front.  One 
of  the  most  unique  of  these  parties  is  one  armed  with 
broad-axes  and  recently  inspected  by  His  Royal  High- 
ness in  this  city.  In  Flanders  we  can  see  them  per- 
forming their  task  fearlessly  and  faithfully.  Under 
the  fire  of  the  enemy  they  unflinchingly  construct  their 
bridges  and  prepare  their  highways.  With  tireless 
energy  they  minister  to  the  needs  and  convenience  of 
the  men  in  the  trenches.  Anywhere,  everywhere,  their 
services  are  required  and  the  special  skill  stands  them 
in  good  stead,  for  it  must  be  remembered  that  in  these 
bodies  of  men  are  artisans  of  all  classes.  Let  me  quote 
you  some  of  the  classes  required  by  the  engineer  corps 
now  being  recruited  by  Captain  Charlebois :  bricklay- 
ers, carpenters,  draughtsmen,  mechanics,  masons, 
wheelrights,  shoemakers,  clerks,  drivers,  chaufifeurs, 
•  saddlers,  plumbers  and  tailors.  In  this  connection  you 
will  doubtless  have  noted  the  similarity  between  these 
organizations  and  the  work  of  the  engineer  in  private 
life.  To  every  engineer  there  are  many  assistants  all 
the  way  through  the  various  grades  to  ordinary  labor. 

"The  Canadian  Society  of  Civil  Engineers,  of  which 
the  Ottawa  branch  is  such  an  important  part,  has 
nearly  five  hundred  of  its  members  on  the  field  of 
honor,  and  some  have  made  the  supreme  sacrifice.  We 
all  congratulate  the  Ottawa  branch  on  the  fact  that  it 
is  taking  a  systematic  military  engineering  course. 

The  Struggle  at  Home 

"This  reference  naturally  leads  me  to  the  fact  that 
the  whole  of  the  struggle  is  not  on  the  battle  fields  nor 
indeed  in  Europe.  Soldiers  must  not  be  without  am- 
munition. At  the  outbreak  of  the  war  nobody  in  Can- 
ada knew  how  to  make  ammunition  on  a  commercial 
scale.  Metal  manufacturing  industries  were  paralyzed 
by  the  interruption  of  normal  conditions.  The  Allies 
needed  shells.  The  Canadian  manufacturers  in  a  body 
rose  to  the  occasion  and  transformed  the  shops  of  the 
Dominion  into  shell  factories.  The  speed  with  which 
this  transformation  was  accomplished  probably  stands 
without  a  parallel  in  the  history  of  manufacturing.  The 
Government  appointed  as  the  head  of  a  commission  an 
engineer  whose  knowledge  of  the  machine  shops  of 
Canada  had  been  gained  from  a  lifetime  in  the  work 
following  his  father  and  in  a  few  months  the  shops  of 
Canada  had  learned  their  lesson  and  were  exporting 


shells  to  the  Allies.  In  recognition  of  his  services  Alex- 
ander Bertram  was  knighted  by  His  Majesty  King 
George  at  the  New  Year. 

"The  celerity  with  which  new  methods,  new  pro- 
cesses and  accurate  measurements  were  put  into  prac- 
tice is  a  standing  monument  to  the  skill  of  Canadian 
manufacturing  engineers.  Let  me  by  a  few  figures 
illustrate  the  transformation  which  has  taken  place 
in  one  shop  alone.  Prior  to  the  war  this  engineering 
firm  employed  about  twelve  hundred  men  and  had  a 
daily  output  valued  at  about  $30,000.  To-day  the 
employees  number  five  thousand  men  and  the  value 
of  the  daily  output  is  $200,000.  It  is  a  significant  fact 
that  the  President  of  the  Canadian  Society  of  Civil 
Engineers,  as  well  as  two  of  the  immediate  Past-Presi- 
dents, are  all  directly  or  indirectly  engaged  in  the 
manufacture  of  ammunition. 

The  Future 

"Naturally  from  the  present  conditions  in  Canada 
we  pass  to  the  thought  of  the  future.  When  the  war  is 
over  and  when  German  militarism  will  have  been 
crushed,  what  of  Canada?  Already  a  new  word  has 
been  coined  in  the  United  States,  'preparedness.'  Pre- 
sident Wilson  recently  said  'there  may  come  a  time 
when  I  cannot  preserve  both  the  honor  and  the  peace 
of  the  United  States,'  and  the  outcome  of  this  move- 
ment has  been  the  appointment  of  a  consulting  board 
of  specially  chosen  engineers,  composed  principally 
of  the  representatives  from  the  five  foremost  engineer- 
ing institutions  of  the  United  States,  the  American 
Society  of  Civil  Engineers,  the  American  Society  of 
Mechanical  Engineers,  American  Institute  of  Electric- 
al Engineers,  American  Institute  of  Mining  Engineers, 
and  the  American  Chemical  Society.  Its  immediate 
work  will  be  to  make  an  inventory  of  the  facts  neces- 
sary to  be  known  to  the  army  and  navy  relating  to 
the  resources  of  the  nation  for  the  supply  of  munitions 
of  war  in  case  of  need.  The  French  Republic  has  or- 
ganized a  similar  civilian  board  and  has  raised  it  to 
the  dignity  of  a  ministry,  'Le  Ministere  des  Inven- 
tions.' Great  Britain  has  also  enlisted  the  services  of 
civilian  scientists  and  technologists  with  a  view  to  the 
development  of  the  utmost  of  the  nations'  industries 
for  the  prosecution  of  the  war. 

"Meanwhile  the  world  struggle  is  becoming  fiercer. 
The  engineers  in  civil  life  must  attend  to  the  produc- 
tion and  the  transportation.  The  mines  must  be  kept 
producing  the  raw  materials,  and  the  factories  the 
finished  products.  The  railways  and  the  steamships 
and  the  motor  cars  must  take  them  to  the  front,  where 
the  military  engineers  amidst  the  inferno  of  shell  and 
machine  gun  fire  are  doing  their  part  under  the  old 
motto  of  the  Royal  Engineers?  'Ubique,'  'Every- 
where,' and  continuing  the  fight  led  by  the  stirring 
war  cry,  'Quo  fas  et  gloria  ducunt,'  'Where  right  and 
glory  lead.' " 


The  Toronto  and  York  Highway  Commis- 
sion's Specifications  for  Road  Tars 


The  specifications  given  herewith  are  those  used  by 
the  Toronto  and  York  Highway  Commission,  and  have 
been  prepared  by  Mr.  E.  A.  James,  of  James,  Loudon 
&  Hertzberg,  chief  engineer  of  the  Commission. 

For  a  number  of  years  tar  products  have  been  used 
by  the  York  Highway  Commission,  and  these  specifi- 


cations represent  what  is  considered  by  Mr.  James  the 
products  best  suited  for  urban  and  suburban  road  work. 

The  light  tars  may  be  used  as  dust  preventives 
where  there  is  a  predominance  of  iron  tired  traffic. 

The  medium  tars  are  well  suited  for  blanket  cover- 
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ing  of  water-bound  macadam  roads  where  there  is 
heavy  rubber  tired  traffic. 

The  heavy  tars  are  suitable  for  bituminous-bound 
macadam  roads  by  either  the  penetration  or  the  mixed 
method. 

Specifications  for  Coal  Tar  Cement  for  Road  Purposes 

The  following  specifications  cover  the  requirements 
of  the  Toronto  &  York  Highway  Commission  for  1916 
delivery. 

The  tar  j^roducts  required  by  the  York  Highway 
Commission  will  fall  into  three  general  grades: — 
(I.)  Light  Tars. 
(II.)  Medium  Tars. 
(III.)  Heavy  Tars. 

Material 

(1)  The  tar  cement  shall  be  a  residue  of  the  distilla- 
tion of  coal  tars  only,  and  shall  be  refined  for  the  spe- 
cial purpose  of  making  a  paving  cement. 

(2)  No  mixture  of  hard  pitch  with  the  lighter  oils 
of  coal  tar  will  be  permitted. 

(3)  It  shall  be  uniform  in  its  grade  as  to  its  physical 
characteristics  and  chemical  composition. 

(4)  It  shall  not  contain  over  0.5  per  cent;  of  water 
soluble  materials. 

(5)  The  product  shall  be  free  from  water  as  deter- 
mined by  distillation. 

(6)  The  ])roduct  shall  show  complete  ignition  in 
more  than  0.5  per  cent,  of  inorganic  matter. 

I.  Light  Tars 

The  specific  gravity  shall  not  be  less  than  1.10  nor 
more  than  1.20  at  60  degs.  F.  The  viscosity  tested  by 
the  standard  Engler  viscosimeter  shall  not  be  more 
than  250  sec.  or  less  than  100  sec.  for  100  c.c.  at  104 
degs.  F.  On  distilling  100  grams  of  the  material  to 
337  degs.  F.  not  more  than  10  per  cent,  shall  distill 
over.  On  containing  the  distillation  to  600  degs.  F. 
the  residue  shall  not  be  less  than  65  grams.  This  resi- 
due shall  be  a  soft  pitch  at  60  degs.  F.  If  the  residue 
appears  hard  it  shall  be  tested  for  melting  point  and 
the  melting  point  shall  not  exceed  140  degs.  F.  by  the 

inch  cube  method  in  water.  The  specific  gravity  of 
the  entire  distillate  shall  be  not  less  than  1.01  at  60 
degs.  F.  The  free  carbon  shall  be  not  less  than  4 
per  cent,  nor  more  than  12  per  cent. 

II.  Medium  Tars 

The  specific  gravity  shall  be  not  less  than  1.18  or 
more  than  1.28  at  60  degs.  F.  The  viscosity  tested  by 
the  standard  Engler  viscosimeter  shall  be  not  less  than 
125  sec  nor  more  than  200  sec.  for  100  c.c.  at  212  degs. 
F.  On  distilling  100  grams  of  the  material,  no  dis- 
tillate shall  come  over  below  328  degs.  F.    On  con- 


tinuing the  distillation  to  600  degs.  F.  not  more  than 
25  per  cent,  of  distillate  shall  come  over.  The  specific 
gravity  of  the  entire  distillate  shall  not  l)e  less  than 
1.03  at  60  degs.  F.  The  residue  from  the  foregoing 
distillation  shall  have  a  melting  point  not  greater  than 
165  degs.  F.  The  free  carbon  shall  be  not  less  than 
12  per  cent,  nor  more  than  24  per  cent. 

III.  Heavy  Tars 

The  specific  gravity  shall  not  be  less  than  1.22  or 
more  than  1.30  at  60  degs.  F.  The  material  shall  have 
a  melting  point,  determined  by  the  J/2  inch  cube  meth- 
od in  water  of  not  less  than  100  degs.  F.  nor  more  than 
110  degs.  F.  On  distilling  100  grams  of  the  material, 
no  distillate  shall  come  over  below  338  degs.  F.  On 
continuing  the  distillation  to  600  degs.  F.  not  more 
than  15  per  cent,  of  distillate  shall  come  over  and  the 
specific  gravity  of  the  entire  distillate  shall  be  not 
less  than  1.03  at  60  degs.  F.  The  residue  from  the 
foregoing  distillation  shall  have  a  melting  point  not 
greater  than  165  degs.  F.  The  free  carbon  shall  be 
not  less  than  12  per  cent.  n(jr  more  than  25  per  cent. 

Delivery 

The  material  will  be  delivered  by  the  manufacturer, 
freight  prepaid  at  any  siding  in  York  County  at  a 
])rice  per  Imperial  gallon  (railway  weights  not  ac- 
cepted). Measurement  to  be  made  when  tar  has  a 
temperature  of  77  degs.  F. 

Payment 

Eighty  per  cent.,  thirty  days  after  delivery.  The 
balance  sixty  da3's  after  delivery  upon  the  estimate  of 
the  engineer.  In  all  cases  payment  will  be  withheld 
until  a  certificate  has  been  presented  showing  the 
grade  of  the  material  and  that  it  is  according  to  speci- 
fications. If  the  material  is  according  to  said  s])ecifi- 
cations  said  certificate  will  be  supplied  within  the  i)ay- 
ment  dates. 

Price  per  Imperial  gallon  ; —  Brand 

In  carload  lots   Cents   

  Cents  

  Cents  

In  five  barrel  lots   Cents   

  Cents   

  Cents   

On  the  Road    Cents   

  Cents   

The  Commission  is  to  sweep  the  road  and  later 
supply  the  sand. 

Name  of  Company   

Address   

Location  of  Plant   


The  Deterioration  of  Creosoted  Wood 

Block  Pavements 


The  following  article  is  based  on  a  paper  presented 
before  the  American  Society  of  Municipal  Im])rove- 
ments  at  a  recent  convention  in  Dayton,  Ohio.  The 
paper  ^contains  a  collection  of  data  gathered  from  an 
extensive  investigation  of  existing  wood  block  pave- 
ments. 

I  lercloforc,  discussion  of  \v()od-pa\  ing  ])lock  speci- 
fications ha\  c  been  largely  theoretical.  These  discus- 
sions have  dealt  with  the  relative  advantages  or  dis- 
advantages of  straight  coal-tar  creosote,  additions  of 


refined  coal  tar  to  creosote,  water-gas  tars,  etc. — theor- 
ies unsupported  by  experience  and  clouded  by  a  gen- 
eral lack  of  knowledge  as  to  what  the  various  terms 
meant;  even  at  the  Dayton  convention  there  was  a 
dilTerence  of  opinion  as  to  just  how  to  define  commer- 
cial creosote. 

Actual  Experience  With  Creosote  Preservatives 

.\.  study  of  i',ur(j|)ean  speciricali(jns  [ox  wood-pre- 
serving oils  has  likewise  sho-\\  n  wide  \  ariation  in  re- 
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quirements,  but  at  the  same  time  uniformly  satisfac- 
tory results.  All  these  specifications,  however,  dis- 
tinctly require  that  the  oil  shall  be  a  coal-tar  creosote 
derived  from  strictly  pure  coal  tar.  European  exper- 
ience has  further  shown  that  any  good  creosote  de- 
rived from  pure  coal  tar  injected  in  proper  quantities 
into  sound  seasoned  timber  protects  the  timber  from 
decay  for  25  or  more  years.  The  particular  percent- 
age of  naphthalene,  tar  acids,  etc.,  appears  to  have  very 
little  to  do  with  results. 

The  results  of  examinations  clearly  show  that  in 
the  majority  of  cases — practically  universally — failures 
and  defects  in  streets  paved  with  creosoted  yellow-pine 
blocks  could  be  attributed  to  improper  laying,  poor 
foundations,  omission  of  expansion  joints,  want  of 
proper  drainage,  etc.  Failures  caused  by  decay  of 
the  blocks  were  far  less  numerous,  and  such  failures 
were  usually  in  comparatively  old  pavements. 

Very  thorough  examinations  were  made  of  two 
wood-paved  streets  in  St.  Louis,  Mo.  In  addition  to 
removing  many  of  the  decayed  blocks  a  careful  exam- 
ination was  made  of  the  sound  blocks' in  the  immedi- 
ate vicinity  of  those  decayed.  Oil  was  extracted  from 
the  sound  blocks  and  analyses  made,  which  were  com- 
pared with  the  analyses  of  the  oils  originally  used.  On 
both  streets  what  are  usually  known  as  extremely  light 
oils  were  used;  one  showed  evidences  of  petroleum 
adulteration. 

The  causes  of  failure  in  these  blocks  are  laid  to  one 
or  more  of  the  following:  (1)  Insufficient  amount  of 
oil;  (2)  poor  penetration,  particularly  of  the  sapwood ; 
(3)  use  of  oil  containing  petroleum  compounds  instead 
of  one  of  strictly  coal-tar  origin ;  (4)  insufficient  ab- 
sorption due  to  high  water  content  in  the  sapwood ; 
(5)  use  of  a  very  light  naphthalene-containing  oil,  a 
large  percentage  of  which  had  evaporated  from  the 
blocks. 

None  of  the  blocks  treated  with  a  straight  coal-tar 
oil  showed  decay  in  any  of  the  sapwood  which  still 
contained  the  preservative,  which  could  not  be  said  of 
the  blocks  treated  with  the  oil  containing  petroleum. 

Similar  examinations  were  made  of  streets  iri  Tol- 
edo, Ohio,  which  served  to  indicate  even  more  strongly 
than  those  in  St.  Louis  that  the  two  factors— ^poor 
quality  of  oil  (that  containing  petroleum  additions) 
and  insufficient  penetration — had  in  all  probability 
caused  the  failures.  The  failure  of  blocks  in  a  pave- 
ment in  Charleston,  S.  C,  was  traced  to  the  use  of  a 
straight  water-gas  oil  and  very  poorly  penetrated 
blocks.  Efficient  penetration  depends  on  the  condi- 
tion of  the  timber — its  water  content  and  soundness; 
on  the  character  of  the  wood  treated  ;  on  the  volume  of 
oil  injected;  to  a  slight  degree  on  the  character  of  the 
oil  used — that  is,  the  percentage  of  insoluble  matter ; 
and  on  the  temperature  employed  during  the  treating 
process. 

In  treating  paving  blocks  the  absorption  and  pene- 
tration are  determined  by  two  factors — (1)  The  indi- 
vidual characteristic  of  the  piece  of  wood  to  be  treated, 
that  is,  the  natural  density  and  the  percentag'e  of 
water  contained  in  the  individual  stick,  and  (2)  the 
volume  of  the  oil  injected. 

The  densest  piece  absorbs  the  least  quantity  of  oil, 
the  most  porous  piece  the  highest  quantity,  when 
l)Oth  are  treated  in  the  same  charge  under  the  same 
conditions.  Pieces  with  high  water  content  absorb 
less  oil  than  those  with  low  water  content.  A  charge 
into  which  an  average  of  20  lb.  per  cu.  ft.  of  creosote  is 
injected  shows  better  penetration  than  one  in  which 
only  10  lb.  per  cu.  ft.  is  injected. 

In  order  to  determine  the  law  of  penetration  for 


paving  blocks,  a  number  of  experiments  were  made, 
using  both  a  solution  of  coal  tar  and  creosote  oil  and 
a  straight  creosote  oil.  Five  different  tests  were  con- 
ducted, each  at  a  different  treating  plant.  In  each 
case  100  paving  blocks,  picked  at  random,  were  care- 
fully weighed  individually  before  treatment.  Each 
block  was  carefully  numbered  for  identification. 

These  100  blocks  were  treated  in  a  regular  charge, 
and  immediately  after  the  treatment  the  blocks  were 
weighed  again,  to  determine  the  amount  of  oil  ab- 
sorbed. The  results  of  these  five  tests  were  plotted 
on  diagrams.  There  were  two  diagrams  for  each  test, 
one  set  showing  the  variation  in  absorption  in  the  100 
blocks,  without  relation  to  the  weight  of  the  individual 
blocks  before  treatment.  At  the  bottom  of  the  dia- 
gram two  scales  were  given,  the  lower  one  showing 
the  number  of  ounces  absorbed,  the  upper  showing  the 
number  of  pounds  per  cubic  foot.  Individual  crosses 
were  used  to  show  the  number  of  paving  blocks  which 
absorbed  the  quantity  of  oil  indicated  by  the  figures  at 
top  and  bottom. 

A  study  of  these  charts  shows  that  no  matter  what 
kind  of  oil  was  used,  no  matter  at  what  plant  the 
blocks  were  treated  and  irrespective  of  the  condition 
of  the  timber  at  the  time  of  treatment,  there  was  a 
small  number  of  blocks  in  each  case  which  absorbed  a 
comparatively  small  quantity  of  oil.  Similarly  a  small 
number  of  blocks  absorbed  a  comparatively  large 
quantity  of  oil,  and  between  these  two  there  were  var- 
ious degrees  of  absorption  ;  but  the  largest  number  of 
blocks  invariably  fell  near  the  point  which  gives  the  in- 
tended average  absorption. 

The  other  set  of  charts  shows  the  relation  between 
the  weight  of  individual  blocks  and  the  amount  of  oil 
absorbed  per  cubic  foot  in  those  blocks.  These  charts 
also  show  that  irrespective  of  the  kind  of  oil  used  or 
the  kind  of  timber,  there  is  a  definite  relationship  be- 
tween the  weight  before  treatment  and  the  amount  of 
oil  absorbed.  The  denser  and  heavier  the  block  the 
smaller  is  the  quantity  of  oil  which  it  absorbs.  That 
there  is  an  important  relation  between  the  amount  of 
oil  absorbed  per  block  and  the  penetration  is  of  course 
obvious.  Blocks  which  absorbed  only  2  oz.  of  oil 
showed  a  far  different  penetration  from  those  which 
absorbed  30  oz. 

Conclusions  from  Accumulated  Data 

The  conclusions  drawn  from  all  these  experiments 
and  the  examinations  of  actual  conditions  in  the  street 
are  that  a  thorough  penetration  of  every  block  is  im- 
possible, but  that  a  thorough  penetration  of  the  sap- 
wood  is  absolutely  essential  for  the  preservation  of  the 
block.  This  can  be  easily  obtained,  provided  suffi- 
cient quantities  of  oil  are  used  and  provided  that  the 
process  of  injection  is  properly  conducted,  irrespective 
of  whether  a  straight  creosote  distillate  oil  or  a  solu- 
tion of  a  reasonable  amount  of  coal  tar  and  creosote  is 
used  for  preservative. 

As  to  bleeding  of  newly  laid  wood-block  pave- 
ments, both  the  straight  creosote  and  the  coal-tar  solu- 
tion stand  on  identically  the  same  basis,  provided  the 
method  of  treatment  is  faulty.  The  criterion  to  be 
used  in  specifying  the  preservative  ought  to  be  only 
availability  and  cost.  Both  creosote  oil  and  creosote 
oil  mixed  with  coal  tar  are  available  and  should  be 
used.  A  reasonable  addition  of  coal  tar  to  creosote  is 
held  to  be  good  practice,  but  a  straight  coal-tar  pro- 
duct free  from  the  admixture  of  other  substances 
should  be  specified. 
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Municipal  "Glean -Up"  Campaigns 

Various  Methods  and  Plans  as  Employed  by  U.S. 
Cities  —  Organization  —  Programmes —  Benefits  Derived 


The  season  of  "clean-up"  is  about  due.  Systematic 
spring  campaigns  have  of  late  become  more  and  more 
popular  and  are  recei\  ing  recognition  in  all  parts  of 
the  world.  Not  only  among  towns  and  villages  has 
the  idea  taken  hold,  but  in  some  of  our  largest  cities 
extcnsi\-c  work  is  undertaken  each  spring  to  beautify 
the  streets  and  parks.  Clean-up  week  is  generally  set 
for  some  time  in  April  or  early  in  May. 

In  this  connection  we  are  just  in  receipt  of  a  re- 
])ort,  "Municipal  Clean-up"  by  the  State  Bureau  of 
Municipal  Information  of  the  New  York  State  Confer- 
ence of  mayors  and  other  city  officials.  This  report 
describes  various  methods  and  plans  adopted  by  U.  S. 
cities  for  municipal  "clean-up"  campaigns,  their  or- 
ganization, literature  used,  programmes,  etc.  As  indi- 
cating the  wide-spread  interest  among  our  neighbors 
to  the  south  in  city  cleanliness  we  print  the  following 
extracts  from  this  report.  Many  Canadian  towns 
would,  we  believe,  do  well  to  become  more  conversant 
with  this  subject. 

In  1914  more  than  2,500  cities  and  towns  in  the 
United  States  took  an  active  interest  in  "clean-up 
week."  As  many  cities  use  practically  the  same  plans, 
the  Bureau  has  attempted  in  this  report  to  give  only  a 
restune  of  the  various  methods  and  plans  adopted. 

That  clean-up  week  does  not  mean  simply  clearing 
the  streets  and  vacant  lots  of  rubbish  and  waste  is 
shown  by  the  extensive  programmes  carried  out  in 
most  of  the  larger  cities  :  Committees  on  fly  extermina- 
tion, mosquito  extermination,  vacant  lots,  school 
grounds,  parks,  back  yards,  front  yards,  fences,  grass 
seed,  flower  seed,  plants,  railroad  yards,  manufacturing 
districts,  business  districts,  alleys,  public  dumps,  garb- 
age, inspection  of  unsanitar}-  conditions,  fire  preven- 
tion, etc.,  all  enter  into  the  clean-up  element.  Un- 
sightly abandoned  buildings,  old  houses  and  factories 
must  be  inspected  and  razed ;  ccrfnbustible  materials, 
wooden  boxes,  paper,  furniture,  etc.,  to  be  collected ; 
chicken  3^ards,  stables,  and  railroad  yards  with  their 
litter  of  scrap  iron  must  all  come  in  for  their  share  of 
attention  if  the  clean-up  campaign  is  to  be  a  success. 

Propaganda 

At  the  head  of  propaganda  as  well  as  publicity 
stand  the  insurance  companies.  They  reach  the  indi- 
vidual citizen  and  endeavor  to  get  his  co-operation  in 
the  movement  for  more  sanitary  laws  and  conditions. 
Unlike  the  press  they  reach  the  foreigner,  and  the  class 
of  people  who  do  not  read  the  newspapers,  or  at  best 
only  the  Sunday  editions.  One  insurance  company, 
which  maintains  an  extensive  welfare  department,  has 
ten  millions  of  industrial  i)olicyholders  in  the  United 
States  and  Canada.  A  collector  makes  a  weekly  visit 
to  every  one  of  these  homes,  and  at  the  same  time  dis- 
tributes leaflets  and  circulars  disseminating  sound 
ideas  in  regard  to  public  and  ])rivate  health. 

It  is  not  possible  to  over-rate  the  value  of  the  jjress 
as  a  factor  in  the  clean-u])  movement.  Its  work  does 
not  stop  with  the  spreading  nf  information  both  before 
and  during  the  campaign,  but  in  some  instances  has 
taken  part  in  the  activities.  its  columns  have  ])ccn 
(il)en  to  every  tiling  of  a  news  nature  that  would  ma- 
terially assist — news  stories,  special  articles,  editorials, 
daily  programmes,  cartoons,  a(l\ertisements,  etc. 


While  the  removal  of  rubbish  is  essentially  a  muni- 
cipal afTair,  it  would  appear  that  it  has  been  left,  in 
most  instances,  to  civic  organizations,  chambers  of 
commerce,  women's  clubs  and  school  clubs  to  stir  up 
the  agitation  in  regard  to  the  collection  of  it. 

Regular  Programmes 

Some  cities  have  a  regular  programme  for  each 
day,  such  as  paint  day,  fire  prevention  day,  front  yard, 
back  yard,  vacant  lot,  dandelion  day,  lawn-making,  etc. 
Although  clean-up  programmes  vary  in  length  from 
two  days  to  a  month,  two  weeks  is  the  usual  length  of 
time,  and  the  following  is  the  two  weeks'  programme : 

Monda}'  and  Tuesday  (fire  prevention  days)  :  In- 
duce all  merchants,  manufacturers  and  property  own- 
ers to  give  special  attention  to  cleaning  up  accumula- 
tions of  rubbish  out  of  attics,  cellars,  hallways,  base- 
ments and  barns.  Make  a  special  effort  to  get  rid  of 
all  material  that  will  cause  fire. 

Wednesday  and  Thursday  (repair  days):  These 
da3's  should  be  devoted  to  repairing  porches,  porch  fur- 
niture, lawn  swings,  sidewalks,  fences,  screens  and 
screen  doors. 

Friday  and  Saturday  (paint-up  days)  :  These  days 
are  set  apart  for  painting  porches  and  porch  furniture, 
doors,  windows,  screens,  etc. 

Second  Week 

Monday  and  Tuesday  (front  yard  days)  :  Give  spe- 
cial attention  to  beautifying  lots.  Rake  ofif  all  rub- 
bish and  clean  sidewalks  and  gutters,  plant  flowers  and 
make  concerted  efifort  to  get  rid  of  dandelions. 

Wednesday  and  Thursday  (back  yard  days)  :  Clean 
yards,  sow  grass  and  flower  seeds,  plant  trees,  general 
clean-up. 

Friday  (vacant  lot  day)  :  This  is  the  day  when  peo- 
ple living  in  each  neighborhood  should  help  clean  up 
vacant  lots. 

Saturday  (inspection  day)  :  This  ends  the  campaign 
and  should  be  given  over  to  public  celebration,  parades, 
inspection,  etc.  Usually  a  parade  of  school  children 
headed  by  a  band,  motors  carrying  the  mayor,  super- 
intendent of  schools  and  other  persons  having  charge 
of  the  campaign. 

(The  report  here  deals  with  the  organization  of 
committees  by  the  mayor  and  the  adoption  of  a  plan  of 
action  or  procedure  to  be  followed  by  any  particular 
city.) 

Publicity 

In  the  Philadelphia  campaign  the  total  space  de- 
voted to  newspaper  publicity  amounted  to  14,225  lines, 
or  88  full  length  columns  of  printed  matter,  or  one 
column  a  day  for  eleven  days  in  each  of  the  daily 
papers.  For  the  benefit  of  the  foreign  born  the  same 
information  was  printed  in  every  foreign  newspaper 
pulilished  in  that  city.  Cartoonists  depicted  "clean-u]) 
week"  as  a  family  affair  and  showed  it  to  be  a  real 
pleasiu-e  as  well  as  a  necessity.  The  editorial  writers 
in  a  more  serious  vein  urged  the  necessity  of  co-opera- 
tion and  pointed  the  way  to  communal  benefits  to  fol- 
low. 

Cincinnati  reports  that  no  dllicr  factor  contributed 
to  nnich  to  the  success  of  the  camjiaign  as  the  news- 
paper.    P>y  giving  daily  reports  of  the  progress  of  the 
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work  durin.c;'  clean-up  week  tlie  newspapers  create  a 
rivalry  among'  the  various  wards. 

(The  report  publishes  here  a  number  of  sample 
bulletins  and  posters  as  employed  by  different  cities  to 
excite  public  interest  in  their  campaigns.) 

Circular  Letters 

Over  the  signature  of  the  director  of  the  department 
of  public  works  lettel-s  were  sent  to  all  advertisers,  and 
ever}^  concern  known  to  manufacture,  advertise  or  sell 
any  kind  of  an  article  used  for  cleaning  purposes  ;  busi- 
ness men's  associations,  women's  clubs,  civic  organiza- 
tions, theatre  managers  and  real  estate  agents.  The 
purpose  of  these  letters  was  to  request  co-operation 
and  secure  local  publicity.  Neighborhood  meetings, 
|)rize  competitions  for  boys  and  girls,  window  displays 
and  local  newspaper  advertising,  were  ideas  suggested. 

Circulars 

Four  million  circulars  i^rinted  in  five  languages,  five 
municipal  departments  co-operating,  in  the  municipal 
house  cleaning  in  New  York  City.  One  official  cir- 
cular reads  as  follows : 

"To  every  owner,  occupant,  representative  of  any 
])uilding,  apartment,  room,  yard  or  vacant  lot :  You 
are  hereb}'  notified  to  prepare  and  place  within  the 
stoo])  line  for  removal  all  rubbish  and  waste  material, 
from  lots,  lofts,  fire  escapes,  cellars,  yards,  alleys,  air 
shafts,  rooms  and  apartments.  Old  bedding,  rugs, 
paper,  furniture,  broken-up  boxes  and  barrels ;  glass- 
ware should  be  placed  in  barrels,  boxes  and  bundles. 
It  is  against  the  law  to  throw  materials  in  the  streets. 
Neglect  to  comply  with  this  notice  will  result  in  pro- 
secution. The  wagons  will  call  at  8  ,\.  Af.  Wednes- 
day, May  20,  l')14.'" 

Placards 

I'lacards  bearing  the  silhouette  figure  of  William 
Penn  majestically  swinging  a  broom  over  the  city  from 
his  dizzy  perch  on  top  of  the  city  hall  appeared  in  every 
one  of  Philadel])hia's  3,200  trolley  cars.  These  were 
placed  in  the  front  and  rear  entrances  in  such  a  way 
that  onl}^  the  figure  was  visible  from  the  outside.  The 
appearance  of  the  black  and  white  sketch  minus  title  or 
descriptive  matter  of  any  kind  was  perplexing  to  the 
])assengers  on  entering  the  car  and  they  would  im- 
mediately look  at  the  reverse  side  for  an  explanation. 
They  got  it  in  the  form  of  an  announcement  for  the 
annual  "clean-up  week,"  with  just  enough  information 
and  advice  to  be  profitable,  and  most  effective.  This 
same  figure  was  also  distributed  among  the  schools, 
libraries,  railroad  stations  and  other  ])rominent  ])laces. 

300,000  badges  and  blotters  I)earing  sketches  and 
jingles  applicable  to  Clean-Cp  week  were  distributed 
among  the  schools. 

School  children  dressed  as  little  White  Wings  car- 
ried banners  with  the  following  inscription,  in  Toledo  : 
Brighten  up. 

200,000  14  x  16-inch  show  cards,  featuring  the 
figure  of  William  Penn,  and  below,  the  four  words, 
"Soap,  Water,  Paint,  Polish." 

A  large  ])oster,  20  x  30  inches,  along  the  same  lines 
as  the  show  card,  was  given  space  by  the  posting  com- 
panies in  more  than  500  places  throughout  the  city. 

Street  cars,  elevated  trains  and  platforms  are  utiliz- 
ed in  an  effort  to  attract  the  attention  of  citizens  to 
their  duty  of  cleaning  their  premises: 

1.  Remember  the  time — April  25. 

2.  Help  us  clean  up  Philadelphia. 

3.  Soap — Water — Paint — Polish. 

Small  leaflets,  with  applicable  inscrii)tions,  dis- 
tributed by  retail  stores  on  packages. 


Motion  pictures  and  lantern  slides  showing  the 
ra\ages  of  the  fly,  actual  conditions  existing  from  dirtj 
etc.,  have  beqn  a  large  factor  in  bringing  the  necessity 
for  cleanliness  before  citizens  and  school  children. 

Rochester,  one  of  the  pioneer  cities  in  the  organiza- 
tion of  the  clean-u])  mox  ement,  arranged  its  publicity 
for  1914  thus: 

1.  The  co-operation  of  the  daily  ])ress. 

2.  The  exhibition  of  slides  in  motion  picture 
houses. 

3.  Sending  letters  to  all  lodges  and  orders  asking 
for  co-operation. 

4.  Printing  by  the  local  railways  and  light  com- 
panies on  the  backs  of  their  bills  a  fire  warning.  The 

"same  company  also  displayed  similar  informaticjn  on 
their  electric  signs. 

5.  Use  of  the  Boy  Scouts  to  distribute  dodgers  to 
householders. 

6.  The  co-operation  of  the  clergy  in  preaching- 
proper  sermons. 

7.  Co-operation  of  the  real  estate  exchange  in 
cleaning  up  and  keeping  clean  all  buildings  which  the 
exchange  have  charge  of. 

8.  Inducing  manufacturing  concerns  to  print  suit- 
able copy  on  pay  envelopes. 

9.  Sending  the  fire  warning  in  printed  form  to 
cigar  stores. 

10.  Arranged  that  all  caps  for  milk  bottles  during 
clean-up  week  be  printed  with  a  fire  warning. 

11.  Secured  the  co-operation  of  all  concerns  selling 
fire-proof  materials,  such  as  cement,  asbestos,  fire-proof 
paint  and  ntofing  to  advertise  heavily  during  the  clean- 
up week. 

Commissioners  of  public  works  consented  to  allow 
posters  put  on  the  back  of  the  rubbish  wagons  and  the 
commissioner  of  public  safety  offered  the  use  of  the 
big  fire  engines  for  the  same  purpose. 

Private  Advertising 

In  all  the  large  cities  there  is  much  private  advertis- 
ing during  the  clean-up  campaigns:  In  Philadelphia  the 
regular  advertising  pages  of  the  newspapers  for  weeks 
ran  individual  advertisements  of  department  stores, 
calling  attention  to  the  reduced  prices  of  articles  used 
for  cleaning  purposes.  The  more  enterprising  man- 
agers tried  to  outrival  each  other  in  the  amount  of 
space  covered. 

Special  two-page  sections  contained  nothing  but 
ad\  ertisements  on  "clean-up  week." 

2,648  square  inches  of  space  were  paid  for  by  pri- 
vate advertisers,  counting  only  single  appearances. 
The  majority  of  the  advertisements,  however,  appear- 
ed at  least  three  times,  and  in  many  cases  daily  for  a 
week  or  longer. 

The  Metropolitan  Insurance  Company  distributed 
150,000  circulars  to  their  policyholders  through  their 
agents,  who  in  making  their  weekly  premium  calls 
went  into  the  homes  of  thousands  of  foreigners  and 
told  them  in  their  own  tongue  what  "clean-up  week" 
meant  and  why  it  was  necessary  for  them  to  do  what 
they  were  asked  to  do.  This  work  is  handled  through 
the  district  agents  in  each  city. 

Miscellaneous  Activities 

It  is  impossible  to  include  in  a  condensed  report  of 
this  kind  a  full  record  of  the  help  received  from  every 
source — by  means  of  personal  and  telephone  com- 
munications. No  record  is  kept  of  such  communica- 
tions. Individuals  and  organizations  all  over  the 
country  have  accomplished  great  results  which  have 
not  come  to  the  notice  of  the  ])ublic  through  the  news- 
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papers.  It  is  only  possible  to  give  here  a  partial  list 
of  the  workers  and  organizations  taking  important 
part  in  these  campaigns:  The  Press,  Mothers'  Clnbs, 
Women's  Clubs,  Federation  of  Women's  Clubs,  Y.  M. 
C.  A.,  Advertising  Clubs,  Federation  of  Churches. 
Rotary  Club,  Civic  Clubs,  City  Improvement  Associa- 
tions, Public  Schools,  Chambers  of  Commerce,  Paro- 
chial Schools.  All  have  done  their  utmost  to  make 
their  cities  more  livable.  Even  the  City  Officials 
themselves  have  not  been  backward  about  taking  part 
in  the  actual  work.  In  the  case  of  one  Mayor  it  was 
said  that  an3^one  calling  him  on  the  telephone  in  the 
morning  during  clean-up  week  would  be  told  that  lie 
was  out  shoveling. 

1.  The  names  of  600  owners  of  unimproved  prop- 
erty which  req.uired  cleaning  up  were  obtained  and  to 
each  one  was  sent  a  written  request  to  remedy  condi- 
tions. Approximately  the  entire  number  replied  say- 
ing they  intended  to  clean  up,  and  they  did  so. 

2.  The  city  repainted  its  hydrants  and  the  gas 
company  repainted  its  street  lamp  posts. 

3.  The  City  Commissioners  of  Muskogee,  Okla., 


planned  to  sow  Bermuda  grass  on  all  vacant  lots,  and 
the  committee  appointed  was  to  canvass  all  owners 
of  vacant  lots,  urge  them  to  sow  grass  and  keep  it 
closely  cropped. 

4.  4,500  tons  or  6,136  cubic  yards  of  miscellaneous 
waste  were  deposited  at  the  dump  during  clean-up 
week  in  Washington.  Not  only  city  dump  wagons, 
but  contractors  and  private  teamsters  were  pressed 
into  service  to  haul  it  away. 

5.  Brookl}^'!,  divided  into  40  districts,  cleaned 
eight  sections  a  day ;  local  organizations  distributed 
150,000  pamphlets  printed  in  three  languages;  the 
Housewives'  League  posted  22,000  clean  store  pla- 
cards through  the  city;  lectures  were  given  l)y  mem- 
bers of  the  City  Departments  which  were  illustrated 
by  moving  pictures  and  lantern  slides. 

6.  An  agitation  has  been  started  in  Chicago  to 
clean  the  roofs  of  the  downtown  district,  as  it  is 
claimed  that  most  of  the  dirt  filling  the  air  and  streets 
is  blown  from  the  roofs  which  had  not  been  cleaned 
since  they  were  put  up.  The  Street  Cleaning  Bureau 
is  considering  the  complaint. 


An  Inexpensive  Split  Log  Drag  for  Maintaining 

Country  Roads 


Any  road  construction  is  without  |)ermanent  value 
unless  a  proper  system  of  maintenance  is  established. 
An  earth  road,  unless  well  cared  for,  is  sure  to  rut 
and  spread  because  of  its  soft  surface  in  wet  weather. 
This  is  especially  true  in  the  spring  of  the  year,  when 
the  frost  is  leaving  the  ground.  The  surface  of  the 
road  ruts  easily,  and  unless  repaired  while  still  in  a 
soft  condition  ])resents  added  difficulties  later  on.  A 
systematic  use  of  the  split  log  drag  at  the  proper  sea- 
son is  one  of  the  best  and  easiest  methods  of  efiicient 
maintenance. 

The  split  log  drag  is  easily  and  quickly  made,  and 
should  be  included  in  every  township's  road  machin- 
ery. A  light  log  from  5  to  7  fl:.  long,  preferably  of 
cedar,  ])ine,  or  basswood,  such  as  can  easily  be  handled 
by  a  team,  is  split  or  sawn  in  halves.  I'lace  the  halves 
parallel  to  one  another,  somewhat  offset,  edges  down, 
with  the  flat  face  to  the  front,  secure  them  firmly  in 
this  position  with  three  2-in.  oak  or  elm  crossbars, 
wedged  into  2-in.  holes  bored  in  each  half.  These 
holes  should  be  made  somewhat  above  the  centre  line 


to  allow  the  earth  being  dragged  by  the  rear  half  to 
pass  under  the  crossbars.  Place  two  planks  about 
the  same  length  as  the  log  on  the  crossbars ;  this  en- 
ables the  operator  to  stand  on  the  planks  and  regulate 
the  draft  at  either  end,  simply  by  moving  to  that  end — 
for  instance,  if  he  desires  to  drag  some  material  out 
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Road  m.iintenance  with  a  steel  drag. 


Details  of  a  simple  split  log  drag. 

of  the  ditch  and  place  it  in  the  centre  of  the  road,  by 
moving  to  the  ditch  end  the  draft  is  increased  there, 
and  the  other  end  of  the  drag  sufficiently  elevated  to 
allow  the  earth  to  pass  under.  To  fill  a  low  spot  or 
a  mud-hole,  step  quickly  to  the  opposite  end. 

The  length  of  the  draw-chain  also  changes  the  line 
of  draft;  lengthening  the  chain  is  e([ui\alent  to  putting 
a  weight  on  the  drag.  I  f  the  drag  is  too  heavy, 
shorten  the  chain;  to  remove  more  cartli,  lengthen  the 
chain.  Use  some  si^rt  of  catch  cle\'is  so  that  the  drag 
may  be  drawn  at  any  desired  angle. 

'I'lic  drag  may  be  either  built  with  scpiare  ends  or 
with  the  rear  half  offset,  so  that  when  the  drag  is 
drawn  at  an  angle  the  ends  of  both  liah  es  are  parallel 
with  the  axis  of  the  road.  There  are  arguments  in 
favor  of  each  design.  If  the  road  is  soft  and  the  lal- 
ter  type  is  used  the  front  half  takes  all  the  draft,  where- 
as if  the  halves  were  scpiare  and  drawn  at  an  angle  each 
half  would  lake  a  shari'  of  (he  material  beiiisj  m{>ve(l. 
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The  use  of  a  strip  of  steel  alon^'  the  cutting  edye  not 
only  gives  the  drag'  a  better  cutting'  edge,  but  also  pre- 
serves the  face.  Fasten  a  strip  of  steel  2x4  ins.  wide 
and  }i-  in.  thick  along'  the  lower  edge  of  the  drag,  and 
secure  with  stove  ])olts  or  heavy  screw  nails  properly 
countersunk.  Handles  on  the  drag  are  often  a  de- 
cided advantage. 

By  dragging  this  implement  up  one  side  of  the 
road  and  down  the  other  the  edges  of  the  log  plane  off 
the  ridges  and  rough  places,  drawing  the  material  side- 
ways and  forward,  tilling  in  the  ruts  and  hollows,  and 
crowning'  it  at  the  centre  of  the  road.      Use  the  drag 


when  the  road  is  very  wet  and  slushy,  or  when  very 
dry.  There  is  an  intermediate  stage  when  the  earth 
sticks  and  rolls  up  in  lumps.  If  a  clay  road  is  drag- 
ged in  a  wet  state  a  tough,  rubber-like  surface  is  pro- 
duced. By  means  of  this  drag',  together  with  a  plow 
and  harrow,  much  can  be  done  to  create  a  new  road 
and  keep  old  ones  in  good  repair. 

The  steel  drag  is  also  very  extensively  used  in 
some  parts  of  the  country,  and  while  it  may  be  more 
efficient  for  certain  types  of  roads,  it  is  often  too  heavy 
for  a  team  of  horses,  and  is  not  so  cheap  or  easily 
handled  as  the  split  log  drag. 


Progress  Report,  Imperial  Oil  Building, 
Church  Street,  Toronto 


|{xcepti(;nally  rapid  i)rogress  is  being  made  on  the 
new  Imperial  Oil  building,  located  at  the  corner  of 
I'ourt  and  Church  Streets,  'J\)ronto.  Work  on  the 
new  building  commenced  on  December  8,  1915,  when 
excavations  were  begun,  the  foundations  being  carried 
down  22  feet  below  street  grade.  Steel  erection,  in- 
cluding all  riveting'  and  painting  was  completed  on 


Imperial  Oil  BuilJing,  Church  and  Court  Streets,  Toronto. 

March  31.  The  contract  for  the  steel  was  jdaccd  on 
December  10,  1915,  and  steel  was  on  the  site  ready  for 
erection  in  two  months'  tinie.  The  arches  were  com- 
menced on  March  13.  and  are  all  in  as  far  as  the  third 
lloor  at  the  i)resent  time.  The  exterior  stone  work 
started  on  March  25,  and  will  be  com])leted  on  or 
about  Mav  10.  I'lumbers,  electricians,  and  steam  fit- 
ters are  already  on  the  job,  and  the  work  is  well  ;ihead 
of  schedule. 

The  building  occupies  a    frontage    of    76  feet  on 


Church  Street,  and  extends  back  115  feet  on  Court 
Street.  It  is  of  fireproof  construction,  steel  framework 
with  limestone  exterior  walls,  and  is  seven  storeys 
high,  including'  the  basement.  The  building-  was  de- 
signed by  Clinton  &  Russell,  architects,  and  the  con- 
tract was  let  to  the  Thoi-npson-Starrett  Company,  of 
New  York. 

The  exterior  of  the  building'  will  be  Bedford  lime- 
stone, in  the  Italian  Renaissance  style.  The  main  en- 
trance is  on  Court  Street,  which  opens  into  a  large  hall 
leading  to  the  three  elevators  and  tower  staircase.  The 
ground  floor  will  be  given  over  for  a  banking  room  and 
stores,  and  will  not  at  present  be  partitioned  off.  All 
the  upper  floors  will  be  occupied  by  the  Imperial  Oil 
Company  and  its  subsidiary  companies.  The  rear  of 
the  building',  adjacent  to  a  23-ft.  driveway  on  the  west 
side,  will  be  taken  up  by  storage  room  and  display 
rooms  for  the  products  of  the  company.     In  the  base- 


steel  erection,  March  21,  191(1. 
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ment  provision  is  made  for  a  gymnasium,  a  court, 
shower  baths,  and  locker  rooms  for  the  convenience 
of  the  occupants  of  the  building". 

The  interior  trim  will  be  most  elaborate,  the  build- 
ing being-  finished  in  marble  with  marble  mosaic  floors 
and  steel  doors  and  trim.  The  board  room  of  the  Im- 
perial Oil  Company  will  be  finished  in  panelled  ma- 
hogany with  ornamental  plaster  ceiling.  Contractors 
are  as  follows:  structural  steel,  Dominion  Bridge  Com- 


pany;  masonry  and  fireproofing,  AVitchall  &  Sons ; 
steel  casings  and  trim,  A.  B.  Ormsby  ;  plumbing  and 
heating,  W.  J.  McGuire,  Limited ;  ornamental  iron 
works  and  bronze.  Architectural  Bronze  and  Iron 
W^jrks ;  electric  wiring,  L.  K.  Comstock  Company; 
hardware,  American  Hardware  Company;  elevators, 
Otis-Fensom  Elevator  Company  ;  ]dastering,  A.  Petrie ; 
marble,  Missisquoi  Marble  Company;  vaults,  J.  &  J. 
Taylor. 


Modern  Methods  of  Garbage  Collection  by 

Wagons  and  Motors 


FOR  collecting  garbage  in  the  larger  cities  of  the 
United  States  many  types  of  vehicles  are  used. 
Most  cities  are  at  ])resent  using  a  steel  tank 
wagon,  with  either  a  bottom  or  a  rear  dump,  de- 
pending upon  the  house  treatment  of  garbage  and 
whether  the  system  is  combined  or  separate.  To  be 
clean  and  sanitary  any  garbage  vehicle'  should  be 
metallic,  fitted  with  covers,  easily  cleaned  and  disin- 
fected, and  as  large  as  is  convenient  with  the  grades 
and  conditions  of  the  route  traversed.  Particular  at- 
tention should  be  paid  to  the  loading  height,  which 
should  be  at  a  convenient  distance  from  the  ground 
so  that  the  collector  can  easily  dump  the  garbage. 

Type  of  Cover 

The  type  of  cover  is  also  important.  'Lhe  most 
satisfactory  type  is  the  light,  ri])l)ed  roof,  arched  over 
the  top  of  the  wagon  at  sufficient  height  to  give  a  free 
space  above  the  whole  of  the  garbage,  and  to  allow 
trap  doors  in  the  side  of  the  wagon  for  emptying  cans. 
The  use  of  wooden  or  iron  doors  is  impracticable,  be- 
cause they  do  not  allow  for  expansion  of  the  load. 
Wooden  covers  warp,  do  not  fit  tightly,  need  repairs 
often,  and  are  in  the  way  during  collection.  Iron  cov- 
ers are  almost  universally  condemned  on  account  of 
their  weight  and  noisiness.  Most  cities  use  canvas 
covers.  - 

Whatever  the  type  of  vehicle,  the  dumping  arrange- 
ment should  be  cpiick  and  simi)le.  The  Ijottom  dump- 
ing wagons  give  good  results,  but  they  cannot  be  used 
for  town  garbage  unless  wraj^ped.  Man}-  cities  suc- 
cessfully use  a  rear  dump  wagon  which  is  tilted  l)y  a 
hand-turning  g^ear  at  the  front. 

Motor  Truck  vs.  Wagon 

The  use  of  the  motor  truck  for  garbage  collection 
lias  not  always  excited  favorable  comment  in  cities. 
There  are  several  motor  trucks  in  service  in  LJ.  S. 
cities,  but  practically  all  of  them  are  used  for  hauling 
from  transfer  stations  over  long  distances  to  the  place 
of  disposal.  The  general  concensus  of  opinion  is  that 
for  distances  less  than  a  mile  horse-drawn  vehicles  are 
best,  while  above  that  a  motor  truck  is  most  economi- 
cal, and  that  the  electrically-driven  motors  are  cheaper 
to  operate  than  the  gasolene-driven  where  the  haul  is 
short  and  many  stops  have  to  be  made. 

.St.  Eouis  recently  made  computations  comparing 
tiic  existing  cost  of  hauling  garbage  from  the  longer 
hauf  distances  with  mule  teams  and  by  tractors.  The 
distance  was  seven  miles,  and  the  saving  in  adopting 
the  motor  truck  system  was  $3,500  a  year.  The  Wor- 
cester Commission  reports  that  for  heavy  long  hauls 
under  conditions  where  the  truck  can  be  kept  moving 
the  motor  truck  is  the  more  economical.     'i'lie  city  of 


Seattle  hauls  its  garbage  b}'  motors  from  bunkers  to 
place  of  final  disposal  and  claim  that  they  save  from 
one-fifth  to  one-quarter  of  the  time  consumed  l)y  horse- 
drawn  vehicles. 

New  York's  Gas-Electric  Trucks 

The  New  York  City  Department  of  Street  Clean- 
ing recently  made  a  test  on  motor  trucks  and  proved 
their  efficiency  over  the  present  system,  giving  a  pos- 
sible 18  per  cent,  for  time  lost  in  hauling,  loading,  and 


New  York  garbage  collection    One  of  the  12  gas  electric  trucks  with  trailer. 


returning  light,  as  against  4,-!  ])cr  cent,  iindci-  the  exist- 
ing system. 

The  twelve  motor  tractor-and-trailer  iniils  now  em- 
ployed in  the  model  "street-cleaning  district  of  New 
^'ork  cit\',  under  the  siii)er\ision  of  Commissioner 
I'etiierston,  are  designed  to  do  all  the  work  in  that 
district,  including  the  collection  of  garbage,  ashes  and 
paper  refuse  in  the  day,  the  sweejiing  and  Hushing  of 
the  streets  at  night,  and  the  cleaning  ofi'  of  snow  in 
w  inter      Aside  from  the  multifarious  work  which  tlu'\ 
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are  designed  to  do  and  the  elimination  of  all  horse- 
drawn  vehicles  in  the  area  in  which  they  work,  the 
tractors  are  featnrcd  by  the  use  of  g'as-electric  drive 
and  by  the  fact  that  they  haul  hu<^e  20-ton  detachable 
trailers. 

Cheapness  and  Simplicity 

The  selection  of  the  i^as-electric  type  of  drive  on 
the  tractors  was  made  for  cheapness  and  operating 
simplicity.  \\1iile  the  electric  tractor  was  highly  de- 
sirable from  the  standpoint  of  ease  of  operation,  the 
fact  that  each  unit  has  to  work  16  out  of  the  24  hours 
every  day  made  its  use  impossible  except  by  the  em- 
ployment of  two  sets  of  batteries,  because  of  tlie  mile- 
age limitations  imposed  upon  it  by  the  storage  battery 
equipment.  On  the  other  hand,  the  gasoline  tractor 
with  gear  transmission,  clutch  and  spark  and  throttle 
controls  was  impracticable  because  of  the  great  num- 
ber of  stops  in  collection  work,  averaging  from  60  to 
100  per  hour,  and  the  subsequent  slow  acceleration  be- 
tween stops,  the  comparatively  large  consumption  of 
gasoline  during  these  periods,  and  the  resulting"  ne- 
cessity for  drivers  of  a  higher  class. 

The  gas-electric  type  of  drive,  comprising  a  gaso- 
line motor  directl}'  connected  to  an  electric  generator 
whose  output  is  used  in  motors  driving  the  rear  wheels, 
combines  the  desirable  qualities  of  both  the  purely 
gasoline  and  the  purely  electric  tractor.    The  mileage 


Unloading  at  docks  by  electric  hoist. 

limitation  of  the  latter  is  overcome  through  the  gen- 
eration of  the  current  by  means  of  a  gasoline  motor  in- 
stead of  being  taken  from  a  storage  battery.  The 
simplicity  of  the  electric  is  retained  through  the  elim- 
ination of  the  gearset  and  the  conventional  controls  of 
the  gasoline  tractor,  while  the  comparatively  large 
gasoline  consumption  of  the  latter,  when  the  motor  is 
run  at  normal  s])ee(l  during  the  many  shcjrt  stops,  is 
eliminated  by  the  use  of  a  special  device  which  auto- 
matically cuts  the  speed  of  the  motor  in  half  when 
there  is  no  load  on  the  generator. 

Governor  Device 

i  he  governor  device  consists  of  a  solenoid  of  the 
plunger  type,  which  is  connected  in  the  throttle  lever 
of  the  gasoline  motor  by  linkage.  It  is  wired  in  mul- 
tiple across  the  generator  terminal  through  a  contrac- 
tor on  the  driver's  controller  shaft,  which  in  turn  is  so 
arranged  that  a  slight    movement    of    the  controller 


handle  from  neutral  position  in  either  direction  will 
close  the  circuit,  automatically  speeding  up  the  gaso- 
line engine  before  the  driving  motors  at  the  rear  wheels 
begin  to  draw  current.  Conversely,  throwing  the  con- 
troller to  neutral  automatically  reduces  the  gasoline 
motor  speed  to  half  that  when  there  is  a  load  on  the 
generator. 

The  solenoid  device  is  locked  t(j  l)e  tamper-proof. 
P"rom  the  moment  the  gasoline  motor  is  started  at  the 
beginning  of  the  day's  work,  it  is  kept  running  without 
any  attention  on  the  part  of  the  driver,  its  speed  being- 
regulated  by  the  solenoid  apparatus.  All  the  driver 
has  to  do  is  to  steer  the  A  chicle  and  operate  the  con- 
troller, which  gives  hve  speeds  forward  and  two  re- 
verse. 

Trailers 

Perhaps  of  equal  importance  with  the  design  of  the 
tractors  is  that  of  the  trailers  for  the  collection  of  garb- 
age, ashes  and  paper  refuse  at  the  same  time.  The 
trailers  make  use  of  eight  double-decked  steel  buckets, 
as  shown  in  the  accompanying  illustration  depicting 
the  electric  crane  at  the  river-front  dump  lifting  off  the 
upper  deck.  The  lower  buckets  are  arranged  in  two 
longitudinal  rows  of  four  each,  set  into  the  trailer 
frame.  On  top  of  these  are  two  other  buckets  with  V- 
shaped  bottoms  and  side  doors.  The  latter  are  opened  to 
permit  the  men  to  dump  the  cans  of  garbage  or  ashes 
into  the  eight  buckets  on  the  lower  deck,  the  paper  and 
other  refuse  collected  being  thrown  directly  into  the 
upper  ljuckets  from  the  sidewalk. 

In  unloading  at  the  disposal  pier,  the  upper  buckets 
are  lifted  off  first,  dumped  into  scows  and  then  set 
down  on  the  pier  floor.  Then  each  of  the  lower  buckets 
is  hoisted  out  and  dumped  in  a  similar  manner.  They 
are  then  loaded  back  onto  the  trailer  in  the  reverse 
manner,  when  the  unit  is  read}'  to  return  to  its  next 
l)oint  of  collection. 

Snow  Removal 

The  sweeping  and  flushing  of  the  streets  and  the 
lilowing  of  snow  in  the  winter  is  to  be  done  by  special 
trailers,  but  the  city  authorities  have  not  yet  appro- 
priated the  money  for  the  purchase  of  these.  The 
tractors  were  used  to  plow  snow  during  the  recent 
storms,  however,  by  uncoupling  the  trailers  and  ai)ply- 
ing  the  conventional  front-end  plows. 


Spring 

With  the  fine  weather  of  the  last  week  contractors 
are  putting  their  machinery  in  shape  preparatory  to 
the  active  commencement  of  construction  work.  The 
next  five  or  six  weeks  will  see  more  excavations  com- 
])leted  than  in  the  balance  of  the  year.  On  the  foun- 
dations depends  very  largely  the  life  of  a  building. 
They  should  be  broad  and  deep,  going  down  suffi- 
ciently far  to  reach  a  good  bearing  surface,  and  in  any 
case  should  be  below  the  frost-line.  Concrete  for 
footings  and  foundations  should  receive  special  atten- 
tion, should  be  well  mixed,  and  carefulh^  tamped  in 
the  trench  to  insure  the  maximum  density.  Build- 
ings built  on  such  f(nmdations  will  never  settle. 


The  Metals  Coating  Company  oi  Canada  are  oper- 
ating a  demonstrating  Laboratory  at  90  St.  James 
Street,  Montreal,  for  the  purpose  of  showing  the  highly 
efficient  method  by  which  metals  of  all  kinds  may  be 
deposited  on  any  surface.  This  is  of  particular  in- 
terest to  the  shell  manufacturers  for  building  up  short 
weight  shells  or  covering  iron  shell  clips  with  copper 
or  zinc. 
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Road  Construction  and  Maintenance 

The  Different  Methods  of  Construction  and  Repair  of  High- 
way  Pavements — The   Necessity  of   a   Good  Organization 

By  W.  H.  Connell* 


A GOOD  org^anization  is  essential  particularly 
in  so  far  as  maintenance  is  concerned,  as  it  is 
practically  impossible  to  continuously  and 
systematically  maintain  pavements  and  roads 
in  first  class  condition,  in  an  economical  manner,  with- 
out a  j^ood  working-  organization  built  np  along  the 
lines  best  adapted  to  cope  with  the  conditions  involved 
in  this  important  branch  of  work  coming  under  the 
jurisdiction  of  a  highway  department.  By  this  it  is 
not  intended  to  give  the  impression  that  the  mainten- 
ance organization  should  be  separated  from  the  con- 
struction, as  separate  organizations  are  apt  to  result 
in  an  overlapping  of  jurisdiction  and  a  tendency  to 
shift  responsibility,  and  open  up  a  field  for  unlimited 
excuses  as  to  whether  the  construction  or  maintenance 
division  is  responsible  for  any  unsatisfactor}^  condi- 
tions that  may  arise  relative  to  the  pavements.  h'ur- 
thermore,  it  is  obvious  that  the  logical  organization  tn 
maintain  the  pavements  is  the  one  that  saw  them  laid 
and  is  familiar  with  every  detail  of  the  construction, 
as  very  often  a  knowledge  of  apparenth'  trivial  condi- 
tions in  connection  with  the  construction  bears  an  im- 
portant part  in  the  future  maintenance. 

Knowledge  of  Details 

It  is  the  intimate  knowledge  of  the  details  of  both 
construction  and  maintenance,  not  considered  separ- 
ately but  in  their  relation  to  one  another,  that  is  so  de- 
sirable as  a  future  guide  in  highway  engineering;  con- 
sequently the  combination  of  the  two  organizations  in 
one  will  accomplish  far  better  results  than  they  would 
working  more  or  less  independently  of  one  another, 
each  with  a  limited  responsibility.  Highway  en- 
gineering may  be  considered  a  specialty,  but  further 
specializing  in  construction  and  maintenance  is  not 
logical  as  the  two  are  dove-tailed  and  cannot  l^e  con- 
sidered separately.  Every  engineer  engaged  in  high- 
way work  appreciates  the  fact  that  there  is  no  such 
thing  as  a  permanent  pavement  for  either  city  streets 
or  country  roads,  consequently,  in  addition  to  the  cost 
of  construction,  the  maintenance  repair  charges  during 
its  life  must  be  included  in  the  final  cost  and  is  a  most 
important  factor  in  the  selection  of  a  pavement. 

The  main  and  most  perplexing  problem  of  a  high- 
way department,  no  matter  whether  the  department 
be  a  State,  Municipal,  County  or  Town  Department, 
is,  or  eventually  will  be,  that  f)f  maintenance.  If  a 
large  percentage  of  the  roads  or  pavements  are  con- 
structed, which  is  usually  the  case,  then  the  main- 
tenance predominates,  and  in  fact  it  is  only  in  locali- 
ties where  there  are  practically  no  roads  or  pavements, 
that  the  maintenance  is  subordinated  to  the  construc- 
tion. 

The  activities  coming  under  the  jurisdiction  ol'  liic 
Municipal  and  State  Highway  Departments  are  not 
similar  in  every  respect,  but  the  principal  functions  do 
not  differ  sufficiently  to  affect  the  ])rol)1em  in  the 
main. 

A  large  Munici])al  Department  embracing  street 
cleaning,  cf)lIection  and  disijosal  of  ashes,  garbage  and 
rnhbi-ii   and  "-now  rcino\al,  logctlicr  wilh  the  general 

*  Chief.  Bureau  of  Highways  and  Street  ("leaninsr,  I'hiladelpbi.i.  before 
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problems  such  as  construction  and  maintenance  of 
pavements,  etc.,  embraces  a  greater  variet\-  of  work 
than  does  a  State  Department,  hut  principalh'  of  a 
nature  that  is  essentially  maintenance  work.  Like- 
wise in  a  large  State  Department,  with  an  acti\-e  or- 
ganization controlling  a  large  area  of  improved  liigh- 
ways,  the  maintenance  pr()I)lem  is  more  involved  and 
complicated  than  in  a  Count\-  or  State  Dc])artment 
with  a  less  mileage  of  pavements  or  roads  luider  its 
care,  so  that  the  perplexity  of  the  problem  increases 
not  only  with  the  number  and  variety  of  activities,  but 
with  the  area  of  the  territory  and  the  mileage  of  roads 
and  pa\ements  coming  under  the  jurisdiction  of  the 
department.  It  is,  of  course,  a  much  sim])ler  matter 
to  cope  with  this  problem  where  tlie  work  involved  is 
such  that  it  can  be  controlled  from  a  central  office, 
without  delegating  the  responsibility  to  divisions  and 
sub-divisions  of  the  organization.  This  is  especially 
true  in  maintenance  work,  as  there  is  always  a  tend- 
ency among  engineers  to  be  lax  in  attention  to  details 
of  an  apparently  simple  and  routine  nature.  They  are 
apt  to  overlook  the  fact  that  it  is  no  trick  to  con- 
struct a  pavement,  as  in  supervising  this  work  they 
are  simply  following  more  or  less  standard  and  Avell 
defined  principles,  where,  in  maintenance  work,  there 
is  no  set  specification  to  follow,  the  success  depending 
tipon  attention,  to  a  certain  degree,  to  daily  routine 
and  principally  to  petty  details  that  present  themselves 
in  the  actual  physical  work,  and  in  this  there  is  an  un- 
limited field  for  initiatixe.  Personal  experience  in 
observations  of  the  wear  and  i)cculiarities  of  the  dif- 
ferent types  of  pavements  and  road  surfaces  is  in- 
valuable as  a  guide  in  research  work,  as  there  is  not  a 
pa\'ement  today  that  cannot  and  should  not  be  im- 
proved u])()n.  TItc  difficulty  of  im])ressing  upon  the 
supervising  force  the  importance  of  this  close  personal 
attention  to  detail  in  connection  with  the  care  of  the 
pavements  is  probably  the  most  important  single  fac- 
tor in  the  operation  of  a  large  highway  department, 
and  must  be  reckoned  with'  and  especially  in  these 
times  when  the  public  are  becoming  more  and  more 
exacting  and  virtually  demanding  that  the  roads  and 
])avements  be  kept  continuously  in  good  repair.  This 
sliould  be  obvious  to  all  engineers  in  charge  of  liigh- 
way  organizations. 

Classification  of  Maintenance 

For  convenience  the  different  l)ranches  of  mainten- 
ance work  will  be  gr( )U])ed  under  tlie  following  classi- 
fications ; 

1.  Routine  Maintenance. 

2.  General  ]\Iaintenance. 

v3.    E,mergency  Maintenance. 

Routine  maintenance  inchidcs  such  work  ;is  the 
regular  street  cleaning  in  municipalities,  and  the  clean- 
ing of  country  roads  and  gutters,  and  an\-  other  work 
of  this  character  that  is  more  or  less  routine  and 
should  be  performed  under  a  definite  schcdide.  The 
streets  in  the  thickly  i)opulated  sections  of  the  city 
should  be  cleaned  every  day;  in  less  thickly  populated 
sections,  every  other  day;  every  third,  and  so  on  until 
we  come  to  the  country  roads-which  should  he  clc.uied 
once  ;i  w  eek,  once  every  tv\  o  weeks,  and  some  only 
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once  a  nionlli,  dei)endinf4"  upon  the  amuunt  and  cliar- 
acter  of  the  traffic  which  largely  Governs  the  fre(|uency 
with  which  the  cleaninj^'  should  I^e  done.  The  amount 
and  schedule  of  work  and  the  force  necessary  to  per- 
form it  can  be  determined  upon  in  advance  and  carried 
(in  in  a  systematic  manner  under  a  regular  organiza- 
tion, more  or  less  military. 

General  Maintenance 

General  maintenance  includes  repairs  tt)  streets  and 
roads,  and  involves  different  characters  of  work,  each 
requiring"  special  knowledge  on  the  part  of  those  en- 
gaged in  the  actual  performance  of  the  physical  work 
for  which  special  gangs  have  to  be  organized.  Stone 
block,  wood  block,  and  brick  repairs,  for  example,  re- 
quire skilled  laborers  who  have  made  a  specialty  of 
this  Avork  and  are  emplo3'ed  luider  tlie  title  of  pavers 
and  rammers;  while  repairs  to  asphalt  and  bituminous 
])avements  must  be  performed  by  men  specially  trained 
in  this  line  of  work,  in  addition  to  the  necessary  force 
engaged  at  the  mixing  plants.  Macadam  road  re- 
pairs, the  care  of  earth  roads,  and  bituminous  surface 
treatments,  also  require  men  specially  trained,  and 
while  it  is  desirable  to  train  the  gangs  for  each  par- 
ticular branch  of  this  work,  such,  for  example,  as  bitu- 
minous macadam  built  b}"  the  penetration  method, 
waterbound  macadam,  bituminous  surface  treatments, 
and  the  care  of  earth  roads,  the  three  classifications 
below  are  the  three  branches  into  which  the  organiza- 
tion is  usually  divided.  Further  sub-divisions  can  be 
handled  by  those  directh'  in  charge  of  the  different 
classes  of  work  coming  under  these  divisions  by  train- 
ing the  laborers  for  the  ])articular  character  of  work 
to  which  they  are  assigned. 

1.  lUock  pavement  repairs, 

2.  Bituminous  pavement  repairs  (mixing  method), 
sheet  asphalt,  bituminous  concrete,  etc., 

3.  Country  roads,  macadam,  gravel,  etc.,  bitum- 
inous surface  treatments,  and  earth  road  repairs. 

This  illustrates  the  difficulty  of  handling  the  work 
coming  under  the  heading  of  general  maintenance, 
which  not  only  requires  separate  organizations  made  up 
of  men  specially  trained  in  the  different  branches  of 
tlic  work,  but  the  character  and  amount  of  the  work 
itself  is  of  such  an  indefinite  ((uantity  that  it  is  very 
hard  to  control,  and,  furthermore,  can  only  lie  per- 
formed in  seasons  of  the  year  when  weather  condi- 
tions are  suitable,  all  of  which  tends  to  make  it  difficult 
to  maintain  a  good  working  organization,  as  is  always 
the  case  when  men  are  not  regularh^  employed  all  year 
round. 

The  principal  element  leading  to  success  in  this 
work  is  the  ap])lication  of  the  theory  that  "a  stitch  in 
time  saves  nine."  This  not  only  applies  to  the  patching 
of  different  characters  of  pavements,  but  to  bituminous 
surface  treatments,  particularly  when  the  treatment 
only  consists  of  a  ])aint-coat  lightly  covered  with 
\vashed  gravel  or  chi])s,  which  is  only  intended  to  last 
liir  a  year  or  two.  Very  often  when  a  treatment  is 
recpiired  on  a  road  and  the  performance  of  the  work  is 
l^ostponed  for  a  couple  of  weeks,  the  road  will  deter- 
iorate and  require  resurfacing,  so  that  it  not  only  ne- 
cessitates a  more  or  less  flexible  organization  for  the 
actual  performance  of  the  work,  but  a  very  thorough 
study  of  the  probable  amount  of  material  required, 
which  should  be  purchased  sufficiently  in  advance  to 
avoid  any  delay  in  furnishing  the  material.  This  re- 
quires in  addition  to  an  efficient  overhead  organiza- 
tion composed  of  engineers  well  versed  in  tiic  art  of 


carrying  on  the  work,  a  thoroughly  systematized  pro- 
cedure suited  to  In-ing  about  the  best  results  under  the 
conditions  to  be  met. 

Emergency  Maintenance 

The  third  classification,  or  emergency  maintenance, 
consists  of  such  work  as  snow  removal  and  taking  care 
of  extensive  washouts,  both  of  which  require  an  emerg- 
ency force,  as  work  of  this  character  must  be  per- 
formed at  once  and  necessitates  putting  on  an  inde- 
linite  number  of  men,  depending  upon  the  volume 
of  \\  ork,  usually  for  only  a  short  period  of  time.  This 
makes  it  necessary  for  the  organization  to  keep  in 
touch  with  all  available  sources  where  men  can  be  em- 
ployed on  short  notice. 

These  are  some  of  the  reasons  why  the  maintenance 
problem  is  the  most  difficult  one  in  a  highway  depart- 
ment. Construction  work,  in  the  first  place,  is  usually 
carried  on  under  contract  and  all  the  cares  and  troubles 
relative  to  the  labor  situation  are  up  to  the  contractor, 
the  department  requires  the  contractor  to  perform  a 
specific  piece  of  work  under  definite  conditions  and  is 
only  charged  with  the  inspection,  and  the  responsibil- 
ity of  seeing  that  it  is  performed  in  accordance  with 
the  requirements  of  the  specifications.  While,  in  the 
maintenance  work  the  bui'den  of  the  responsibility  is 
up  to  the  officials  of  the  department  not  only  in  so  far 
as  the  character  of  the  work  is  concerned,  but  for  the 
control  of  the  organizations  engaged  in  its  perform- 
ance. 

The  details  of  the  diff'erent  characters  of  repair 
work  including  the  methods  and  materials  used  are,  of 
course,  ver}^  important,  but  nothing  like  as  important 
as  the  length  of  time  that  elapses  between  the  origina- 
tion of  the  necessity  for  the  repairs  and  the  perform- 
ance of  the  work.  Re])airs  should  be  made  as  soon  as 
the  defects,  no  matter  how  slight,  present  themselves, 
and  not  weeks  afterward.  The  secret  of  success  in 
highway  work  is  continuous  and  systematic  mainten- 
ance. The  up-keep  is  the  real  problem.  The  high- 
ways should  be  patrolled  every  week  and  oftener  if 
necessary,  and  all  defects  reported  and  repairs  made'  at 
once. 

Patrol  and  Gang  Methods 

The  general  methods  emi)loyed  to  maintain  a  sys- 
tem of  highways  in  good  condition  are  the  patrol 
method  and  the  gang  method.  The  patrol  method 
usually  consists  in  having  a  man  with  a  team  and  the 
repair  equipment  patrol  and  be  responsible  for  making- 
repairs  to  a  certain,  definite  length  of  highway.  The 
gang  method  consists  in  sufficient  gangs  being  em- 
ployed, equipped  with  all  the  materials  to  make  re- 
])airs  where  ordered,  the  difference  between  the  two 
methods  being  that  in  the  first  method  the  man  who 
makes  the  rei)airs  also  patrols  the  highways,  while  the 
gang  method  is  dependent  upon  the  reporting  of  de- 
fects l^eing  made  by  special  patrolmen,  Avho  may  be 
ins|)ectors,  engineers,  etc.  There  is  some  difference 
(if  (ii)iui(in  as  to  the  better  methdd,  I)ut  it  would  seem 
that  the  reporting  of  the  necessity  for  repairs  ])}■  a  spe- 
cial patrol  inspector  and  the  making  of  these  repairs 
by  a  si)ecially  trained  gang  would  be  the  better 
method.  A  detailed  description  of  the  methods  of 
making  repairs  to  the  various  types  of  roads  and  pave- 
ments Avould  constitute  quite  a  voluminous  document. 
■Consequently,  it  will  only  be  possible  to  discuss  the 
fundamental  principles. 

Dirt  roads  should  be  well  crowned  and  drained. 
'J^he  shoulders  should  be  kept  clear,  and  the  drainage 
ditches  open.      Road  drags  and  road  scrapers  must 
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also  be  used  from  time  to  time  in  order  to  keep  dirt 
roads  in  ^ood  condition.  An  application  of  about  a 
20  Beaume  gravity  road  oil  once  a  year  will  not  only 
lay  the  dust,  but  will  help  to  compact  the  road  surface 
under  travel  and  form  a  sort  of  crust. 

Gravel  and  waterbound  macadam  roads  should  be 
well  crowned,  well  drained,  and  the  shoulders  and 
draina,8:e  ditches  kept  clear.  The  most  effective  method 
of  maintainino-  gravel  and  macadam  roads  is  through 
the  use  of  bituminous  surface  treatments.  The  method 
and  type  of  treatment  used,  however,  will  depend  upon 
whether  it  is  to  be  used  for  a  gravel  or  macadam  road 
and  the  character  of  gravel  and  stone  used  in  the  con- 
struction of  the  respective  types  of  roads.  On  other 
classes  of  roads  and  pavements,  such  as  bituminous 
paA^ements  by  the  mixing  and  penetration  methods,  ce- 
ment concrete,  brick  and  stone  block  pavement,  it 
is  also  important  to  keep  the  roads  well  drained,  the 
shoulders  clear,  and  the  drains  and  ditches  open. 
The  methods  of  bituminous  surface  treatments  used 
on  the  City  of  Philadelphia  suburban  and  country 
macadam  and  dirt  roads  are  as  follows : 

Suburban  and  Country  Roads 

The  suburban  and  country  streets  and  roads  re- 
ceive bituminous  surface  treatments  of  the  character 
best  suited  to  the  respective  roads,  which  are  selected 
only  after  making  a  study  of  the  type  of  construction, 
the  traffic  and  social  and  local  conditions  in  each  in- 
stance. Generally  speaking,  two  methods  of  treat- 
ment are  used  on  the  roads.  For  convenience  they 
are  divided,  first,  into  bituminous  surface  treatments, 
intended  to  eliminate  the  dust  nuisance  and  preserve 
the  roads,  and  secondly,  a  cheaper  method  of  bitumin- 
ous surface  treatment,  used  simply  for  the  purpose  of 
laying  the  dust  on  macadam,  cinder  and  dirt  roads, 
and  not  intended  to  preserve  the  road  to  any  great 
extent. 

The  first  method  of  treatment  is  used  only  on 
macadam  roads  that  have  been  put  in  good  condition, 
as  it  is  a  waste  of  money  to  put  a  high  class  bitumin- 
ous surface  treatment  on  a  road  that  is  full  of  ruts  and 
pot  holes  and  not  properly  shaped  up. 

The  bituminous  materials  used  in  the  City  of  Phila- 
delphia consist  of  coal  tar  treatment,  hot  application, 
known  as  Tarvia  A.  coal  tar  treatment,  cold  applica- 
tion, known  as  Tarvia  B,  water  gas  tar  treatment,  hot 
application,  known  as  Ugite  No.  2.  water  gas  tar  treat- 
ment, cold  application,  known  as  Ugite  No.  1.  and 
asphalt  cut-back  treatments  which  consist  of  a  mixture 
of  60  per  cent,  to  65  per  cent,  of  80  to  100  penetration 
asphalt,  conforming  to  specifications  adopted  by  the 
Association  for  Standardizing  Paving  Specifications  at 
Pittsburgh  in  1913,  and  35  to  40  per  cent,  of  53  to  60 
commercial  naphtha.  All  of  these  materials  are  applied 
in  quantities  just  sufiicient  to  paint  the  road  and  to 
avoid  i)ossibilities  of  building  uj)  a  pad.  Tn  other 
words,  the  ))urpose  is  simply  to  have  a  film  coat  of 
bituminous  material  on  the  surface  of  the  road  and  to 
re-treat  the  road  as  often  as  is  necessary  to  maintain 
the  film  coat,  and  in  this  way  eliminate  the  pushing 
and  rolling  under  traffic,  whicli  occurs  with  bitumin- 
ous pads. 

Method  of  Application 

The  method  of  applying  these  bituminous  matci'- 
ials,  when  the  road  is  in  ])roper  condition  to  receive 
such  a  treatment  and  the  material  to  l)e  used  on  the 
respective  roads  has  been  selected,  is  as  follows:  The 
roads  are  first  lightly  sprinkled  with  water  and  then 
swept  with  a  horse-drawn  broom.      They  arc  then 


swept  with  hand  brooms  until  the  surfaces  of  the  stone 
are  free  from  dust.  This  sweeping,  however,  should 
not  be  done  in  such  a  manner  that  the  stone  dust  or 
binder  will  be  removed  from  between  the  stones.  The 
bituminous  material  is  then  applied  with  a  pressure 
distributor  at  a  certain  rate  per  gallon  which  varies  on 
different  roads,  depending  upon  their  condition,  and 
also  whether  it  be  a  first,  second  or  third  treatment. 
The  bituminous  material  is  then  allowed  to  remain  on 
the  road  for  about  twelve  hours  or  over  night,  after 
which  fine  washed  gravel — 

Passing  3^  inch  screen  100  per  cent. 

Passing  No.  4  screen  .50  to  60  per  cent. 

Passing  No.  6  screen  20  to  30  per  cent. 

Passing  No.  10  screen  not  over  10  per  cent, 
is  spread  over  the  road  at  the  rate  of  13  to  18  pounds 
to  the  square  yard,  depending  upon  the  amount  of 
bituminous  material  applied.  Tn  some  cases  clean 
trap  rock  chips  passing  a  ^-inch  ring  and  maintained 
on  a  -^^-inch  ring  are  used. 

The  theory  of  using  fine  washed  gravel  in  place  of 
stone  chips  is  two-fold  ;  first,  to  use  a  covering  that 
will  grind  up  and  pulverize  before  the  bituminous  ma- 
terial has  set  up,  and  thus  incorporate  with  it  and  build 
up  a  pad,  such  as  is  the  case  with  the  stone  chips  as 
they  pulverize  ver}'  quickly  under  any  appreciable 
amount  of  traffic ;  second,  it  only  contains  10  per  cent, 
of  the  fine  sand  and  the  pebbles  constituting  the  rest 
of  the  material  are  so  hard  that  they  do  not  grind  up 
and  pulverize  for  from  three  weeks  to  two  months,  de- 
pending upon  the  traffic.  The  process  of  pulverizing  is 
so  slow  that  the  fine  material  is  washed  off  the  road 
after  each  rain,  thus  doing  away  with  the  necessity  of 
sweeping  the  road  to  eliminate  the  dust,  which  is  ne- 
cessary where  stone  chips  are  used. 

These  treatments  last  for  a  year  and  have  pro\c(l 
to  be  not  only  the  most  economical  method  of  pre- 
serving roads  of  this  character,  but  the  cost  is  less 
than  the  cost  of  sprinkling  with  water  provided  the 
roads  are  sprinkled  three  times  a  da}'  and  this,  by 
the  way,  is  not  sufficient  to  lay  the  dust,  and,  of  course, 
it  must  also  be  understood  that  the  sprinkling  witli 
water  will  not  preserve  the  roads  under  automobile 
traffic. 

Use  of  Asphaltic  Oil 

The  second  class  of  treatment  generally  used  con- 
sists of  asphaltic  road  oil  from  18  degrees  to  23  de- 
grees Beaume  gravity.  This  material  is  applied  to 
all  of  the  macadam  roads  that  are  not  in  fit  condition 
for  the  first-class  bituminous  surface  treatment  and 
to  all  dirt  roads,  and  is  applied  at  the  rate  of  2/10  to 
yi  gallon  to  the  sqiiare  yard.  On  some  roads,  de- 
pending upon  the  amount  of  traffic  and  whether  or  not 
the  road  is  shaded,  it  is  necessary  to  treat  the  road  in 
May  and  treat  it  again  in  September.  Such  roads, 
however,  are  the  exception.  Tn  most  cases  this 
method  of  treatment  will  last  for  one  season.  The 
roads  as  a  rnle  are  not  swept  before  the  application, 
nor  is  any  covering  put  over  this  l^ituminous  material, 
as  it  is  applied  in  such  small  (juantities  that  there  is 
scarcely  any  necessity  for  covering.  The  pnr])osc  in 
putting  on  this  small  (|uantity  is  to  insure  its  disap- 
pearing from  the  road  before  the  winter  sets  in.  in 
order  to  avoid  the  mushy  condition  that  ]n-c\;iils  when 
there  is  too  much  oil  on  the  road  in  this  season  of  the 
year.  *  * 

Tile  paint  coat  method  of  tar  bituminous  surface 
treatments  on  first-class  macadam  roads  has  been  a 
success  for  seven  or  eight  years  in  this  country,  and 
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it  has  also  been  used  to  a  very  threat  extent  for  a  num- 
ber of  years  in  Ent^land. 

The  asi)halt  cut-l)acl<:  ])aint  coat  treatments  are 
somewhat  new,  and  lune  been  larj:;ely  developed  in 
Philadelphia  durin;^"  the  last  four  years.  The  suc- 
cessful results  in  Philadelphia  have  led  to  its  use  in 
other  hjcalities  in  the  cast  this  year,  notably  b}-  the 
Highway  Department  of  the  State  of  I'ennsyl vania, 
where  a  large  mileage  of  roads  ha\  e  been  treated  using 
this  method. 

The  asphalt  cut-back  bituminous  surface  treat- 
ment, was  evoh  ed  through  research  work  carried  on 
with  a  \  iew  1o  llnding  some  wa}'  to  utilize  an  asi)halt 
in  the  paint  coat  method  of  treatment  wdiich  had  been 
so  successful  \\  ith  the  tars.  In  order  to  do  this,  it 
was  necessary  to  use  a  comparatively  stiil  asphalt  so 
that  it  would  set  up  quickly  on  the  road.  This  ne- 
cessitated cutting  back  an  asphalt  of  about  100  per 
cent,  penetration  with  from  35  per  cent,  to  40  per  cent, 
of  naphtha.  The  purpose  of  the  naphtha  is  to  make 
the  material  of  such  a  consistency  that  it  can  be  ap- 
plied to  the  road  when  it  is  moderately  warm.  In 
other  words,  the  naphtha  simply  acts  as  a  carrying 
agent  and  after  it  has  done  its  work,  it  evaporates  and 
leaves  the  paint  coat  of  asphalt  on  the  road. 

This  material  has  proved  to  be  a  success  under  a 
four  year  test,  re-treating,  of  course,  every  year  or 
two,  or  as  often  as  is  necessary,  as  is  also  the  case  with 
the  tars. 

The  methods  of  bituminous  treatments  described, 
however,  are  not  applicable  to  all  conditions.  The 
roads  treated  must  be  built  of  comparatively  hard 
stone,  and  the  traffic  conditions  must  be  taken  into 
consideration. 

Range  of  Application 

The  method  of  bituminous  surface  treatment  de- 
scribed for  macadam  roads  built  of  hard  tstone  and  in 
good  condition  can  also  be  used  on  gravel  roads  con- 
structed of  materials  similar  to  Avhat  is  commonly 
called  Poughkeepsie  gravel,  which  consists  of  large 
and  small  sized  stones  with  fine  gravel  for  a  binder. 
Where  the  gravel  is  composed  of  any  appreciable 
amount  of  clay,  this  method  of  treatment  would  not 
give  very  satisfactory  results.  The  dust  layer  re- 
ferred to,  however,  would  benefit  such  roads  to  ,a  con- 
siderable extent.  In  discussing  these  bituminous 
surface  treatments  it  will  be  noted  that  great  stress 
has  been  laid  on  a  paint  coat  or  film  coat  to  be  re- 
newed each  year  or  so,  or  as  often  as  necessary.  The 
object  of  this  paint  coat  or  film  coat  is  to  avoid  the 
formation  of  a  pad,  but  where  the  road  is  built  of  soft 
stone  that  would  naturally  be  affected  more  by  traffic 
than  Avould  the  hard  stone,  this  paint  coat  or  film  coat 
would  not  be  satisfactory.  In  such  cases,  it  would 
be  necessar)^  to  use  a  larger  amount  of  material  and 
build  up  a  -y^  to  ^-inch  pad.  It  is  practicall}-  impos- 
sible to  give  any  general  description  for  bituminous 
surface  treatment  w^ork  that  will  apply  to  all  condi- 
tions, Imt  there  is  no  road  that  cannot  be  benefited  by 
the  application  of  bituminous  surface  treatments.  It 
is,  however,  very  important  that  all  the  details  of  the 
cleaning,  etc.,  ])reviously  described  should  be  given 
very  careful  attention,  and  the  roads  should  be  re- 
treated before  they  have  gone  into  a  condition  of  l)ad 
re])air.  After  these  re-treatments  have  been  applied, 
that  does  not  mean  that  the}'  will  not  recjuire  any  at- 
tention until  the  following  year.  Some  roads,  of 
course,  will  not  recpiire  any  attention  until  the  time  for 
the  re-treatment,  but  a  great  many  of  the  roads  where 
the  traffic  is  heav}'  will  require  patching  all  through 


the  winter.  The  metlKuls  used  in  patching  these  bitu- 
minous surface  treated  roads  in  Philadelphia  are  as 
follows:  Where  the  surface  treatment  has  worn  oft  in 
spots  and  there  is  likelihood  of  a  pot-hole  forming, 
the  road  is  painted  with  tar  used  for  cold  treatments 
or  asjjhalt  cut-back,  depending  upon  the  character  of 
material  the  road  was  originality  treated  with,  and 
chips  or  gra\el  spread  o\cr  the  area  of  the  surface, 
that  has  been  painted.  Where  i)ot  holes  ha\  e  formed, 
a  mixtin-e  of  ■)4-inch  stone  and  a  hea\  y  tar  somewhat 
similar  to  Tarvia  A  or  an  as])halt  of  about  100  pene- 
tration is  placed  in  the  hole  and  tamped,  and  dry 
grax  el  or  chii)s  sjjread  ox  er  the  surface.  This  can  be 
done  by  heating  the  tar  or  asphalt  on  the  road  and 
mixing  it  with  the  stone.  Put  a  more  effecti\e  and 
better  way  to  handle  this  kind  of  patching  is  to  make 
up  a  mixture  of  the  tar  and  stone  and  the  asphalt  and 
stone  and  place  it  at  different  locations  along  the  line 
of  the  system  of  highways.  By  the  use  of  a  suitable 
mixture  of  asphalt  or  tar  cut  back  with  naphtha,  it  is 
l)ossible  to  prepare  large  quantities  of  patching  ma- 
terial which  will  not  set  up  so  that  it  cannot  be  re- 
handled  and  used  for  repair  work  during  the  winter, 
without  the  necessity  of  re-heating.  This  is  known 
as  the  cold  mixing  method  of  patching  bituminous 
macadam  and  bituminous  surface  treated  roads.  Such 
materials  as  Amiesite  and  Bicomac  are  also  adopted 
for  winter  patching  and  have  given  very  satisfactory 
results.  The  main  point  that  should  be,  and  has  been, 
brought  out  in  connection  with  repairs  to  roads  and 
pavements  of  all  descriptions  is  to  make  the  repairs 
promptly  when  there  is  the  slightest  indication  of  the 
necessity  for  repairs,  and  thus  avoid  pot  holes  in  the 
country  roads  and  necessity  for  making  extensive  re- 
])airs  to  roads  and  pavements  of  all  descriptions. 

Now  that  you  are  building  a  large  mileage  of  high- 
ways in  Canada,  it  will  not  be  long  before  your  main- 
tenance problem  will  predominate  as  it  will  be  looming 
up  larger  each  year,  and  you  have  a  splendid  oppor- 
tunity to  avail  yourself  of  the  experience  gained  by  the 
failures  in  other  localities  where  there  has  been  a  great 
deal  of  highway  construction.  In  conclusion,  it  will 
not  be  an  unfair  statement  to  say  that  the  failures  in 
highway  construction  have  been  very  much  exagger- 
ated. The  trouble  has  been  principally,  however,  the 
failure  to  maintain  the  roads  and  pavements  after  their 
having  been  constructed. 


Trade  Inquiries 

Names  and  address  may  be  had  on  application  to 
the  Department  of  Trade  &  Commerce,  Ottawa. 

260.  Reinforcing  rods  for  concrete  construction — 
A  New  York  firm  of  exporters  desires  to  be  placed  m 
touch  with  Canadian  manufacturers  of  reinforcing 
rods  for  concrete  construction  for  shipment  to  Great 
Britain  and  Indian  ports. 

271.  Wire.— In  22i^,  23  and  24  gauge.  Quota- 
tions for  ten  tons  c.  i.  f.  Glasgow. 

273.  Boiler  tubes.— luther  lap-welded  or  solid 
drawn.  A  Glasgow  firm  is  prepared  to  receive  quota- 
tions for  the  above. 

277.  Scrap-iron. — A  Glasgow  firm  wishes  to  im- 
port heavy  wrought-iron  scrap,  used  iron  or  steel 
railway  axles,  shipyard  steel  scrap. 

278.  Steel  wire,  nuts  and  bolts. — A  large  Glasgow 
concern,  at  present  importing  from  the  United  States, 
will  be  pleased  to  receive  quotations  for  bright,  mild 
steel  wire,  bright  hexagon  and  square  nuts,  small  bolts, 
etc.     Would  prefer  to  give  Canada  preference. 
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The  Use  of  Vitrified  Clay  Segment  Blocks 

in  Sewer  Construction 

By  J.  M.  Egan,  Jr..  C.E.* 


At  the  present  time,  there  are  on  the  market  two 
vitrified  sewer  blocks  of  dififerent  design,  one  being 
a  single-ring  block  and  the  other  a  two-ring  Idock. 
The  single  block  has  a  ship-lap  joint  on  the  ends  and 
a  tongue  and  groove  joint  on  the  sides,  while  in  the 
double  block,  the  laps  and  joints  are  made  in  the 
construction  of  the  sewer  and  the  blocks  are  placed 
one  on  top  of  the  other  as  in  a  two-ring  brick  sewer. 
The  blocks  are  hollow  longitudinally  with  welj  braces. 
1diey  are  made  for  sewers  ^arying  in  size  from  30  to 
108  inches  in  diameter,  and  according  to  size,  weigh 
from  40  up  to  120  pounds,  are  18  and  24  inches  long, 
are  from  9  to  15  inches  wide,  and  are  from  5  to  10 
inches  thick.  Short  lengths  are  also  made  for  con- 
\-enience  in  construction  and  for  use  on  sharp  curves. 
Si)ecial  blocks  are  also  made  for  connections  and 
junctions  and  consequently  this  type  of  sewer  is  as 
flexible  as  any  pipe,  brick,  or  concrete  sewer.  The 
blocks  are  also  made  for  use  in  egg-shaped  sewers,  in 
which  case,  an  extra  heavy  l>ase  block  is  furnished. 
Excavations 

In  constructing  the  sewer  with  the  blocks,  the 
method  of  excavating  the  trench  does  not  vary  from 
methods  used  in  constructing  sewers  of  other  types. 
If  the  soil  excavated  is  stifif  enough  to  permit,  the 
bottom  of  the  trench  should  be  shaped  to  conform  to 
the  outside  of  the  sewer,  thus  forming  a  good  founda- 
tion and  eliminating  excessive  tamping.  A  template 
may  be  used  to  procure  this  shape  as  well  as  a  means 
of  guidance  for  laying  the  blocks.  The  first  block  is 
laid  in  the  centre  of  the  trench  to  line  and  grade  and 
the  blocks  comprising  the  invert  are  laid  to  it.  As  the 
l)locks  of  the  invert  are  laid  up,  care  in  back-filling 
])ehind  the  blocks  must  be  practised.  Hie  joints,  both 
end  and  side,  must  be  mortared  a])out  ^  in.  thick, 
and  the  blocks  must  be  laid  broken  or  staggered.  The 
ji lints  of  the  invert  may  be  poinied  up  as  they  are 
laid.  Careful  tamping  on  each  side  of  the  spring  line 
l)ehind  the  blocks  will  gi\'e  much  added  strength  to 
the  sewer  and  this  tamping  should  continue  to  the 
second  course  above  the  spring  line.  Wooden  forms 
are  used  for  the  arch  and  are  usually  placed  a  little 
l)it  higher  than  the  required  diameter  in  order  to  allow 
a  little  wider  space  for  the  key  block.  The  blocks  are 
then  laid  u])  on  either  side  of  the  form,  the  key  block 
tinally  inserted,  the  form  immediately  removed,  and 
the  arch  will  then  settle  into  place  and  form  the  cor- 
rect diameter.  Back-filling  can  then  l)e  started  at  once. 
In  laying  these  blocks,  experienced  bricklayers  are  not 
needed,  as  the  ordinary  pipe  layer  can  soon  pick  up 
the  art  of  laying  the  blocks,  if  wet  and  quick  sandy 
conditions  prevail  in  the  trencii  and  sheeting  is  neces- 
sary, it  must  be  driven  low  and  cut  ofl'  and  left  in  tlie 
trench  below  the  s])ring  line.  In  cases  where  steel 
sheeting  would  be  used,  very  careful  backfilling  must 
be  resorted  to  and  as  the  sheeting  is  slf)wdy  pulled, 
water  flushing  must  be  carried  on  as  it  is  very  neces- 
sary that  a  good  bearing  be  given  the  invert.  In  cases 
wherd  the  soil  conditions  in  the  trench  bottom  are  very 
bad,  planks  may  be  laid  under  the  first  block  or  a  cradle 
may  be  used  for  holding  the  first  few  blocks.  How- 
ever, there  are  no  disadvantages  in  using  the  block  in 
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bad  trench  work  not  eiicduntered  in  using  other  ma- 
terials and  it  is  claimed  by  some  of  the  engineers  that 
have  used  them  in  bad  trench  conditions,  that  they  are 
to  be  ])rcferred  to  an}-  other  ty])e  of  material. 

Cost 

The  cost  of  la}'ing  the  blocks,  of  course,  waries  with 
the  efficiency  of  the  contractor  and  his  organization, 
and  with  the  varying  labor  conditions.  It  should  not 
exceed  1  cent  per  inch  in  diameter  of  the  sewer  i)er 
lineal  foot;  this  to  include  labor  of  laying,  cost  of 
mortar,  and  backfilling  up  to  the  s])ring  line.  The  cost 
of  the  block  is  moderate  and  has  the  advantage  over 
the  large  sewer  ])ipe  in  that  it  takes  a  smaller  freight 
rate,  the  breakage  in  transit  is  exceedingly  small,  and 
the  cost  of  handling  from  cars  to  trench  and  in  the 
trench  is  low  as  it  is  easily  a  one-man  job.  The  cost  of 
the  block  sewer  complete  is  undoubtedly  lo\ver  than  the 
cost  of  either  the  brick  or  reinforced  concrete  sewer, 
and  on  account  of  its  lower  coefficient  of  friction,  small- 
er sewers  may  be  used  with  as  good  results  as  larger 
sizes  of  the  other  two  materials  Avith  a  consequent 
lowering  of  cost.  There  is  only  7  ])er  cent,  of  surface 
exposed  to  the  jointing  material  in  the  block  sewer  as 
against  28  per  cent,  in  the  brick  sewer,  and  the  highly 
glazed  imper\ious  block  is  certainly  superior  to  the 
(irclinary  sewer  brick,  (iood  s])eed  in  construction  can 
be  made  and  it  is  not  necessary  to  have  much  trench 
open  ahead  of  the  block  laying  and,  as  mentioned  be- 
fore, backfilling  can  be  done  as  soon  as  forms  are 
lowered  and  the  work  cleaned  u]i  generally  as  it  pro- 
gresses. All  of  these  points  tend  to  lower  the  cost  of 
this  tyi)e  of  sewer  with  the  ad\'antage  of  giving  a  more 
efficient  structure. 

Good  connections  can  be  made  between  segment 
block  sewers  of  different  size  as  well  as  between  seg- 
ment block  sewers  and  pi])e  lines.  The  segment  block 
sewer  can  also  be  adjusted  to  fit  sharp  curves  with 
\^cry  little  loss  of  efficiency.  Sjjccial  blocks  are  made 
for  the  small  connections  with  the  pipe  molded  to  the 
block  and  in  the  large  sizes,  four  or  six  adjacent  blocks 
are  so  molded  in  the  manufacture  to  ])ermit  of  the 
entrance  of  the  large  pi])e  and  thus  saves  any  cut- 
ting or  chip])ing  of  the  block  on  the  construction 
work. 

Adaptability  of  Segment  Blocks 

These  blocks,  while  being  ])articularly  adapted  for 
use  in  constructing  storm  and  sanitary  sewers,  are 
also  coming  into  use  as  outlet  drains  for  large  farm 
drainage  projects  instead  of  small  open  ditches.  They 
can  also  be  used  for  ser\ice  tunnels  as  well  as  for 
highway  cnherts.  Sewers  of  vitrified  chn-  segment 
blocks  have  been  constructed  during  the  past  few  years 
in  many  large  cities. 

Both  internal  hydrostatic  pressure  and  loading  tests 
lia\e  been  carried  on  in  connection  with  this  type  of 
sewer  and  the  results  of  these  tests  ma}'  be  obtained 
from  the  manufacturers  and  testing  laboratories,  it  be- 
ing t'lioiigh  to  state  here  that  the  strength  of  the  blocks 
Iia\  e  proven  ample  and  sufficient  for  the  use  for  which 
they  are  made.  Examinations  of  segment  block  sewers 
have  been  made  after  they  have  been  in  use  for  some 
time  and  the  reports  are  that  they  are  in  good  shape. 
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New  Steel  Bridge,  Trenton 

Subslantiiil  i)roj4re.ss  is  Ijeint^'  made  on  the  new  steel 
brid.^e  over  the  Trent  River  at  Trenton,  Ont.  This 
structure  will  replace  an  old  covered-in  wooden  cause- 
way with  a  li.^ht  steel  swing  span,  and  is  ])eing  ljuill 
on  the  same  site  as  the  old  bridge. 

The  substructure  was  commenced  early  in  (  )ctober, 
1915,  and,  favored  with  mild  weather,  excellent  pro- 
gress was  made,  considering"  the  obstacles  to  be  (j\  er- 
come  in  placing  the  concrete  piers  in  16  to  18  ft.  of 
water.      Due  to  the  fact  that  this  bridge  offers  the 


The  Old  Bridge  at  Trenton,  Ont. 

only  means  of  communication  between  the  eastern  re- 
sidential section  and  the  western  business  section,  the 
erection  of  the  superstructure  was  held  up,  due  to  mild 
weather  in  January,  until  traffic  could  be  maintained 
over  the  ice.  Steel  erection  commenced  on  January 
15,  and  was  completed  in  forty  days,  including  lost 
time. 

The  total  length  of  the  bridge  between  abutments 
is  560  ft.,  which  includes  three  fixed  spans  119  ft.  cen- 
tre to  centre  of  pins,  and  one  swing-  span  200  ft.  centre 
to  centre.  There  is  a  24-ft.  roadway  between  trusses, 
and  two  5-ft.  sidewalks.  The  floors  on  the  fixed  spans 
are  concrete,  while  a  double  wood  floor  is  placed  on  the 
swing  span.  The  capacity  of  the  bridge  is  given  as 
twenty  tons  on  two  axles  with  10-ft.  centres.  The 
swing  span  is  operated  either  by  hand  or  by  electricity. 
The  general  contract  for  the  entire  structure  was 
awarded  to  the  Ontario  Bridge  Company,  Limited.  A 
more  detailed  description  will  be  furnished  on  com- 
pletion of  the  work. 


Regent  Theatre,  Montreal 

The  Regent  Theatre  is  the  latest  addition  to  the 
suburban  moving  jiicture  houses  in  Montreal.  It  is 
situated  on  Park  A\  enue,  in  the  north  end  of  the  city, 
and  is  b}^  far  the  best  equipped  of  any  similar  place  of 
amusement  in  Montreal's  outlying  districts.  The 
dimensions  are — fr(.)ntage  50  feet;  depth  104  feet;  and 
height  60  feet.  The  building  is  of  reinforced  con- 
crete on  the  Kahn  system  ;  the  roof  is  of  48  in.  steel 
girders,  while  the  span  of  50  feet  is  without  intermed- 
iate support,  thus  giving  an  uninterrupted  view  of  the 
stage.  The  front  portion  of  the  theatre  is  faced  with 
terra  cotta,  with  just  sufficient  ornamental  detail  to 
emphasize  the  lines  and  proportions. 

On  entering  the  foyer,  which  is  lined  with  marble 
and  has  a  vaulted  roof,  there  are  two  marble  stair- 
ways on  the  right  and  left  landing  to  the  gallery  which 
gives  accommodation  for  about   500  people.  Two 


wide  stairways,  with  stone  steps,  provide  entrance- 
ways  to  the  seats.  The  front  section  of  the  gallery 
constitutes  the  family  circle,  htted  with  easy  chairs  and 
separated  by  brass  rails  from  the  i)osition.  lietween 
the  main  floor  and  the  gallery  is  a  mezzanine  floor, 
above  the  entrance,  on  which  is  situated  the  board 
room  and  secretary's  office.  The  auditorium  has 
three  aisles,  and  has  accommodation  for  nearly  700 
spectators.  Lender  the  overhang  of  the  gallery  is  a 
\  aulted  dome,  with  concealed  lighting  in  the  ceiling. 
Two  small  flights  of  stairs  give  access  to  the  boxes  on 
either  side  at  the  stage  end.  The  internal  plaster  de- 
tails were  designed  by  Mr.  Hubert  Tompkins  of  Mon- 
treal. The  walls  and  ceilings  are  panelled  and  de- 
corated in  green,  cerise,  and  old  gold,  with  the  glare  of 
the  lighting  softened  with  green  and  amber  leaded 
glass  shades. 

The  main  heating  and  \  entilation  e(-|uipment  is 
situated  in  the  basement,  the  sAstem  being  designed 
l)y  Mr.  Fred  Hoadley,  of  Montreal.  The  blast  sys- 
tem of  ventilating  is  used  with  an  exhaust  fan  on  the 
roof.  Heat  is  provided  by  two  low  pressure  steam 
boilers. 

The  building  is  made  as  fireproof  as  is  practicable; 
there  is  very  little  lumber  used,  all  the  floors  being 
either  of  concrete  or  terrazzo,  and  the  stairways  of 
marble  or  stone. 

The  architect  was  Mr.  L).  j.  Crighton,  of  Montreal, 
who  designed  the  theatre  for  the  Independent  Amuse- 
ment Company. 

The  general  contractors  were  the  Nicholson  Con- 
structions, Limited,  Montreal,  and  the  sub-contractors: 
structural  steel.  Structural  Steel  Company,  Montreal  ; 
roofing,  Douglas  Bros.;  heating  and  \  entilation,  T.  II. 
Iligginson,  Limited,  Montreal;  plumbing,  John  A. 
Gordon,  Montreal;  plastering,  Geo.  H.  Knott  and  Com- 
pany, Montreal';  painting.  Castle  and  Son,  Montreal; 
ornamental    iron    work,    Union    Architectural  Iron 


I, 


New  Steel  Bridge  completed  March  9th, 

\^'orks,  Montreal;  lighting  fixtures  and  marble  and  tile 
work,  the  Robert  Mitchell  Company.  Montreal ;  wir- 
ing, Philip  Lahee  and  Company.  • 


List  of  Manufacturers  for  Russia 

The  Russo-British  Trade  Exchange,  Limited,  16 
Regent  Street,  London,  England,  recently  published  in 
book  form  a  list  of  Enghsh  manufacturers,  which  has 
been  distributed  throughout  Russia.  This  Exchange 
now  announces  that  a  similar  book  covering  Canadian 
manufacturers  is  in  course  of  preparation,  and  that  in- 
formation may  be  obtained  from  the  AlcCann  .\d\er- 
tising  Agency,  Toronto. 
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Paid  Visit  to  Battle  Front 

Mr.  E.  A.  Dunlop,  M.L.A.,  of  Pembroke,  was  the 
i^uest  of  the  Canadian  Societ}^  of  Civil  F^n^ineers  at 
a  luncheon  in  the  Russell  house,  after  whicii  he  gave 
a  very  interesting"  address  on  his  recent  trip  to  the 
western  l)attle  front. 

Mr.  Dnnloj)  while  at  the  front  was  the  guest  of 
the  Canadian  Army  H  eadcpiarters  staff  and  thus  had 
special  opportunities  of  observing  the  organization 
and  condition  of  the  I'ritish  Arm}',  and  more  i)arti- 
cularly  the  Canadian  troo])s.  The  s])eaker  graphically 
described  his  trip  across  the  English  channel  in  a  tor- 
pedo boat  destroyer  and  the  organization  the  British 
navy  has  for  protecting  the  channel.  In  describing 
the  very  efficient  measures  taken  at  the  front  to  look 
after  the  welfare  of  the  men  in  the  trenches  the 
speaker  paid  a  ver}-  high  tribute  to  the  efficiency  of 
the  engineering  service. 

Work  of  Canadian  C.  E. 

The  work  of  Col.  Mitchell,  a  member  of  the  Can- 
adian Society  of  Civil  Engineers,  and  head  of  the  Can- 
adian Intelligence  Department,  was  specially  men- 
tioned. Mr.  Dunlop  had  the  unique  experience  of 
entering  front  line  trenches  during  daylight,  and  on 
Mill  63  he  had  an  opportunity  of  seeing  the  German 
trenches  as  well  as  portions  of  the  ground  held  by 
them.  Mr.  Dunlop  contrasted  the  view  taken  by  the 
people  of  France  with  the  people  of  England  and  Can- 
ada. In  France  the  old  men  and  boys  and  the  women 
are  doing  all  the  work  keeping  the  roads  repaired,  etc. 
In  Paris  places  of  amusement  are  all  closed,  hotels, 
etc.,  are  turned  into  hospitals  and  all  privately  owned 
automobiles  are  given  over  for  war  purposes. 

The  Need  for  Economy 

In  conclusion  Mr.  Dunlop  particularly  pointed  out 
the  absolute  necessit}^  for  every  one  in  this  country 
to  economize  and  give  up  all  unnecessary  luxuries  in 
order,  not  only  that  the  cost  thereof  may  be  saved, 
but  that  tlie  labor  used  in  the  production  of  same  may 
be  utilized  for  the  production  of  munitions  and  other 
defensive  purposes. 

The  meeting  was  presided  over  by  Mr.  John  Mur- 
jiliv,  chairman  of  the  branch.  A  very  hearty  vote  of 
thanks  was  moved  by  Mr.  C.  R.  Coutlee  and  seconded 
by  Col.  Anderson,  after  which  Sir  Mackenzie  Bowell, 
the  veteran  Canadian  statesman,  made  a  short  address 
in  which  he  impressed  u])on  the  members  the  neces- 
sity of  everyone  contributing  his  share  to  the  defence 
of  the  Empire. 


The  Town  of  Mount  Forest,  Out.,  have  just 
awarded  a  contract  to  the  Turbine  Equipment  Com- 
pany, Toronto,  for  one  million  Imperial  gallons  a  day 
De  Laval  centrifugal  pump,  to  be  ojierated  by  a  50 
h.  p.  Canadian  Westinghouse  motor.  This  equipment 
will  be  installed  in  the  Mount  Forest  ^^^atervvorks' 
pimiping  station. 


Mr.  Ernest  McCullougli,  for  many  years  a  well 
known  consulting  engineer  who  has  specialized  largely 
on  reinforced  concrete  design  and  construction,  has  re- 
cently become  identified  with  the  I'ortland  Cement 
Association,  111  West  Washington  Street,  Chicago. 
Mr.  McCullough  will  be  known  officially  in  his  new 
connection  as  Chief  Tuigineer,  Firei)roof  Construction 
Btu'eau. 


Hudson  Bay  Railway  Progress 

'i'lie  total  ex|)enditure  on  the  Hudson  Bay  Railway 
and  terminals  to  December  31st,  1915,  was  $15,465,304, 
according  to  a  statement  l)y  Hon.  Dr.  Reid,  made  up  as 
follows : — 

General  expenses,  engineering,  etc   $  721,974 

Le  Pas  bridge  and  terminals   388,172 

Le  Pas  44iicket  Portage  : 

On  contract  account   $3,229,994 

Rails,  l)ridgcs,  etc   2,680,896 

  5,910,890 

Thicket  Portage  to  Si)]it  Lake  Junction.  .  .  .  1,661,291 

Split  Lake  Junction  to  L'ort  Nelson    1,815,869 

Port  Nelson  terminus   4,977,208 

The  length  of  the  line  from  Le  Pas  to  Port  Nelson 
is  424  miles,  and  the  road  has  been  graded  to  mile  378, 
Steel  has  been  laid,  including  sidings,  to  mile  242,  at 
which  point  erection  is  proceeding  with  the  Manitou 
Rapids  bridge  over  the  Nelson  River.  This  work,  it 
is  expected,  will  be  completed  in  April  when  track 
work  will  be  resumed.  The  track  is  surfaced  to  mile 
225.  The  telegraph  line  keeps  pace  with  the  steel  and 
has  now  been  laid  to  mile  242. 

The  work  is  divided  into  three  sections,  and  all 
three  contracts  are  held  by  J.  D.  McArthur  and  Com- 
pany. On  section  1  $3,229,994  has  been  expended 
to  date,  on  section  No.  2  $1,602,300,  and  on  section  No. 
3  $1,865,795,  a  total  of  $6,698,089.  The  total  value  of 
the  work  under  contract  is  estimated  at  $9,629,605. 
During  the  coming  summer  the  track  will  be  carried 
forward  to  the  second  crossing  of  the  Nelson  River  at 
Kettle  Rapids  at  mile  332.  Here  there  is  a  large 
bridge  to  construct  and  it  is  not  expected  that  track 
work  can  proceed  bevond  this  point  until  the  spring 
of  1917. 


Mr.  D.  H.  McDougall 

]\lr.  D.  H.  McDougall,  the  newly-appointed  general 
manager  of  the  Dominion  Steel  Corporation,  has 
achieved  his  ))resent  position  by  dint  of  unremitting 
labor,  by  tactfulness  and  courtes}'  under  the  most  try- 
ing circumstances,  and  by  a  most  characteristic 
modesty. 

Mr.  McDougall  was  l)orn  in  Glace  Bay,  Nova 
Scotia,  and  has  been  connected  with  the  Dominion 
Coal  Company  and  the  Dominion  Iron  and  Steel  Com- 
pany since  a  boy.  The  new  general  manager  entered 
the  survey  stafif  of  the  Coal  Company,  afterwards  join- 
ing the  engineering  stafif  of  the  .Steel  Company.  He 
spent  several  years  in  the  employ  of  the  New  York 
Central  as  an  assistant  engineer,  coming  back  to  the 
Steel  Company  to  become  field  engineer.  Mr.  Mc- 
Dougall was  then  appointed  as  superintendent  of  mines 
and  quarries  in  charge  of  the  Steel  Company's  ore  and 
limestone  mines,  and  the  general  i)rovision  of  raw  ma- 
terials. In  the  beginning  of  1910  Mr.  McDougall  was 
api)ointed  as  assistant  general  manager  of  the  Domin- 
ion Coal  Company,  l\]r.  M.  J.  lintler  being  at  that  time 
general  manager  of  tlie  Dominion  .Su-el  Corporation. 
On  Mr.  Butler's  retirement  from  this  ])osition,  Mr.  Mc- 
Dougall was  appointed  general  manager  of  the  Coal 
Compau}',  hax  ing  throughout  also  retained  his  position 
as  superintendent  of  mines  and  (|uarries  of  the  Steel 
Company. 

Mr.  McDougall's  ])osition  now  inxoK'cs  direction, 
of  the  coal  mines  at  (ilace  liay,  and  at  Springhill,  of 
the  Steel  Company's  operations  in  Sydney,  of  the  ore 
mines  at  Wabana,  the  limestone  quarries  at  Marble 
Mountain  and  Georges  River,  C.  B.,  at  Port-au-Port, 
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Newfoundland  ;  of  extensive  lunibering  operations  and 
saw  mills  around  Springhill  and  in  New  Brunswick;  of 
two  railways,  namely  the  Sydney  &  Louisburg  Rail- 
way and  the  Cumberland  Railroad. 

Ml-.  McDougall  is  president  of  the  Mining  Society 
of  Nova  Scotia,  a  vice-president  of  the  Canadian  Min- 
ing Institute,  a  member  of  the  Institution  of  Mining- 
Engineers  (England),  and  a  member  of  the  Canadian 
Society  of  Civil  Engineers. 


Mr.  A.  W.  Wheatley 

Mr.  A.  W.  Wheatley,  president  of  the  Lima  Loco- 
motive Corporation,  Lima,  Ohio,  was  born  October  12, 
1870,  at  Ashford,  Kent  County,  England.  He  is  a  son 
of  William  Wheatley  and  of  Agnes  (Holly)  Wheatley, 
both  of  English  birth  and  ancestry.  At  the  age  of 
fifteen  years  he  began  as  a  rivet  boy  in  the  shops  of 
the  South  Eastern  Railroad,  and  in  1887,  apprenticed 
himself  as  a  machinist,  attending  night  school.  In 
1892,  he  came  to  America  and  entered  the  employ 
of  the  Northern  Pacific  Railroad  at  Brainerd,  Minn., 
as  machinist ;  in  1893  was  transferred  to  Staples,  Minn., 
in  the  same  position.  In  1895  he  was  made  foreman, 
occupying  that  position  until  1900 ;  transferred  to  Liv- 
ingston, Mont.,  as  general  foreman  in  December,  1902, 
and  later  was  made  master  mechanic  of  Yellowstone 
Division,  headquarters  at  Glendive,  Mont.  In  June, 
1903,  was  appointed  shop  superintendent  at  Brainerd, 
Minn.,  and  in  April,  1904,  was  a])pointed  general 
master  mechanic  of  the  entire  system  of  the  Northern 
Pacific  Railway.  In  February,  1905,  he  accepted  a 
position  on  Rock  Island  Railway  as  shop  superintend- 
ent at  Moline,  111. ;  March  1906,  accepted  position  as 
assistant  superintendent  of  moti\'e  power  of  Union 


Mr.  A.  W.  Wheatley. 

Pacific  Railway  with  headquarters  at  Omaha.  June, 
1907,  entered  the  employ  of  the  i\merican  Locomotive 
Company  at  Schenectady  as  general  inspector.  De- 
cember, 1907,  was  transferred  to  Montreal,  Canada,  as 
manager  of  American  Locomotive  Company's  plant  in 
that  city.  November,  1910,  was  transferred  to  Dun- 
kirk, N.  Y.,  in  charge  of  that  plant.  June,  1911,  ac- 
cepted an  offer  from  the  Canadian  Locomotive-  Com- 
l)any  at  Kingston,  Out.,  and  was  chosen  as  vice-presi- 
dent and  general  manager  of  that  company,  which 
position  he  resigned  March  1st  of  this  year  to  accept 
the  presidency  of  the  Lima  Locomotive  Corporation. 


Pro  Patria 

Lieut.  Hugh  Heaton  prior  to  the  war  was  a  stud- 
ent in  the  School  of  Practical  Science  in  the  1916  class 
and  he  was  serving  his  apprenticeship  in  the  office  of 
Mr.  F.  S.  Baker.  In  May,  1914,  he  went  to  England 
to  join  Martin  Baldwin,  of  the  office  of  Sproatt  & 
Rolph  and  the  two  spent  the  early  summer  on  a  bicycle 
trip  throughout  England,  sketching  and  studying  arch- 
itecture. On  the  day  war  broke  out  they  were  both 
in  London  and  immediately  enlisted  as  privates  in  the 
King  Edward  Horse.  Early  in  1915  Heaton  obtained 
his  commission  in  the  8th  Battalion  King's  Own  Royal 


Lieut.  Hugh  Heaton. 


Lancaster  Regiment  and  Martin  Baldwin  obtained  his 
commission  in  the  9th  Lancashire  Regiment.  Early 
in  September  Lieut.  Heaton  went  over  to  France  and 
since  then  he  has  been  stationed  near  Ypres.  News 
has  just  been  received  giving  particulars  of  his  wound- 
ing at  the  Ypres  Salient.  His  I'.attalion,  after  a  long- 
stay  in  the  international  trench  had  been  relieved  and 
during  their  absence  the  relie\'ing  Battalion  lost  the 
trenches.  On  their  return  the  King's  Own  proceeded 
to  retake  the  trenches  and  it  was  during  these  opera- 
tions that  Lieut.  Heaton  was  wounded.  He  was  in 
comrnand  of  a  machine  gun  section.  A  memorandum 
has  been  received  from  a  Tommy  who  saw  him  fall. 
He  says  that  he  was  on  the  edge  of  a  dyke  and  fell, 
badly  wounded,  into  water,  which  was  knee  deep.  He 
offered  to  help  him,  but  Heaton  refused  to  allow  him 
to  remain  and  sent  him  on  fearing  that  the  gun  sec- 
tion was  being  cut  off.  He  reported  the  incident  and 
Lieut.  Heaton  was  taken  to  the  Relieving  Station  al 
Abeele.  He  was  badly  wounded  by  several  bullets 
across  the  stomach,  in  the  buttocks  and  in  the  left 
arm.  For  his  conduct  in  these  operations  he  has 
been  awarded  the  Military  Cross.  For  ten  days  he 
was  reported  by  the  War  Office  to  be  in  a  dangerous 
condition,  but  latest  reports  from  the  Red  Cross  Hos- 
pital at  Le  Touquet  state  that  he  is  "wonderfully  bet- 
ter and  daily  improving." 


Mr.  A.  G.  Hillberg,  hydraulic  engineer,  New  York 
City,  is  distributing  reprints  from  the  Engineering  Re- 
cord covering  his  papers  on  the  design  of  intakes, 
scroll  cases,  and  turbine  draft  tubes  for  single-runner 
turbines. 
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A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


My  friends  have  been  wondering  what  has  become  of 
nie  recently,  and  enquiring  about  my  silence.  I  have  not 
l>een  asleep.  I  have  been  very  much  awake,  watching  with 
wide  open  eyes  the  course  of  events  at  Ottawa.  I  liave  seen 
the  storm  clouds  gathering  for  an  outbreak  that  is  likely 
to  end  at  an  early  date  in  a  political  cycloiie.  But  what  was 
the  use  of  continually  hammering  away  and  telling  al)out 
crooked  letting  of  contracts  for  shells  and  shell  lioxcs?  I 
just  got  sick  and  tired  of  the  job,  but  I  could  see  the  chickens 
poking  their  heads  over  the  horizon  on  their  way  home  to 
roost.  So  I  settled  down  to  wait  until  they  be.gan  to  flutter 
into  the  government  cooj)  and  start  something.  A  goo(l 
many  of  the  flock  have  reached  home  already  and  others  are 
on  the  way. 

"I  told  you  so" — that  is  the  way  I  feel  about  it  all  just 
now.  When  I  began  saying  things  about  profiteering  and 
crooked  contracts  generally  in  connection  with  supplying 
war  materials,  perhaps  some  readers  thought  I  was  .going  it 
pretty  strong.  I  only  wish  I  could  have  gone  it  a  good 
deal  stronger.  However,  this  paper  takes  a  good  deal  of 
pride  in  the  fact  that  at  a  time  when  the  public  knew  very 
little  about  tlie  real  state  of  affairs  it  was  t!ie  first  paper  in 
Canada  that  had  courage  enough  to  come  out  clearly  and 
draw  public  attention  to  what  the  Shell  Committee  was  doing. 
From'  that  day  to  this,  every  single  day  has  been  adding  to 
the  justification  of  our  course. 

*       *  * 

Today  we  are  told  on  the  responsibility  of  a  memiier 
of  parliament  that  things  appear  to  be  even  more  rotten 
than  we  had  thought.  The  latest  charades  are  briefly  as  fol- 
lows:— 

That  while  Canadian  firms  were  unable  to  get  contracts 
for  the  production  of  time  fuses,  two  United  States  companies, 
which  were  simply  middlemen,  received  fuse  orders  amount- 
ing to  ,$23,000,000  and  were  given  cash  advances  amounting 
to  $3,252,900  as  an  inducement  to  take  the  contracts; 

That  one  of  these  coinpanies  was  the  yVmerican  Ammuni- 
tion Company,  a  mushroom  company,  with  capital  of  $1,000, 
having  no  plant,  which  received  orders  for  aliout  $12,000,000 
vvortli  of  fuses  and  an  advance  of  $1,. 505, 400  in  cash; 

'I'hat  the  other  company  was  the  National  Arms  and 
P'usc  Company  which  got  a  contract  for  $1 1 ,2.'")0,000  worth  of 
fuses  and  an  advance  of  $I,()87,500,  being  also  a  mushroom 
com[)any.  witii  capital  of  $3,000,  and  no  plant; 

'I'hal  one  F,.  li.  Caldwell,  jjresident  of  the  J  ntenialii  mal 
Arms  and  Fuse  Company;  one  B.  F.  Yoakum,  New  York, 
and  one  E.  N.  Bassick,  Bridgeport,  Conn.,  entered  into  a 
written  agreement  {n  divide  $1,000,000  for  getting  contracts 
from  the  shell  committee,  before  such  contracts  were  in 
writing; 

Thai  (  ol.  j.  \V\'sk'y  .Mlison  was  in  an  ;igi\'C'nienl  with 
Yoakum  and  oni'  iuigene  Ligiianti,  an  orchestra  leader  of 
Montreal,  to  secure-  contracts,  and  Ih.al  l.ignaiili  (bsposed  of 
liis  one-tenth 'interest  for  $r.0,00(); 

And  lastly,  that  (ieneral  Hughes  ga\T  his  formal  ap 
proval  of  Allison's  transactions. 


Are  not  the  indications  pretty  strong  that  the  govern- 
tnent  we  have  in  Canada  to-day  is  about  the  rottenest  we 
ever  had,  and  that  it  is  led  Ijy  about  the  weakest  leader 
imaginable?  Such  is  the  general  opinion  on  the  street  to-day. 
While  we  in  Canada  have  been  straining  every  nerve  and 
every  muscle  to  do  our  share  as  a  part  of  the  Empire,  to 
lead  cleaner  lives,  atid  to  help  along  the  great  task  of  defend- 
ing the  Empire  a.gainst  her  foes,  some  of  our  trusted  repre- 
sentatives in  Parliament  appear  to  have  been  bending  all 
their  energies  and  using  every  favorable  opportunity  for 
private  profiteering. 

There  are  many  other  things  besides  these  war  con- 
tract matters  that  the  country  wants  to  learn  about.  Many 
of  us  would  like  to  know,  for  instance,  about  those  Canadian 
officers  now  in  England,  some  1,500  I  am  told,  who  are  doing 
nothing,  so  far  as  we  can  learn,  but  draw  their  pay  just  the 
same — living  at  the  expense  of  the  country. 

*  * 

Now  that  possibly  the  most  strenuous  period  of  the  war 
is  over,  the  Government  seems  to  lie  willing  to  make  some- 
thing in  the  way  of  a  bluff  at  protecting  the  Canadian  people, 
l)y  appearing  to  prohibit  the  export  of  nickel  to  our  enemies, 
just  what  this  bluff  is  based  upon  we  mav  nf)t  know,  but  it  is 
said  that  the  government's  nickel  policy  is  really'  controlled 
l)y  two  ministers,  one  at  Ottawa  and  one  at  Toronto.  I  do 
not  know  about  this,  but  would  like  someone  to  ask  the 
government  about  it. 

*       *  * 

It  must  not  be  lost  sight  of  that  a  strong  T^ihcral  vote — 
the  silent  vote — placed  the  Borden  party  in  i>ov\'er. 

This  vote  is  not  going  to  be  satisfied  with  anything  but 
the  fullest  investigation  of  the  Shell  Committee.  .Sir  Robert 
I'orden  may  think  that  by  throwing  dust  in  the  eyes  of  the 
country  he  will  save  tlie  party,  but  the  "silent"  vote  waits 
round  the  corner. 

Sir  Sam  Hughes  as  the  "goat"  will  not  satisfy.  It  is 
diflicult  to  imagine  Hughes  so  openly  grafting  (  ?)  as  claimed. 
The  egotism  of  the  Minister  of  Militia — appears  an  ass  to 
the  pul)lic — is  equally  distasteful  to  all  of  us,  bu.t  there  are 
many  works  and  deeds  to  his  credit. 

It  is  folly  for  Borden  and  his  cabinet  to  claim  ignorance 
of  what  is  going  on.  Did  Hughes  carry  on  these  tremendous 
transactions  unknown  to  the  Cabinet?  Did  he  draw  those 
enormous  sums  of  money  unknown  to  Sir  Thomas  White, 
drop  the  Customs  barrier  unknown  to  Hon.  j.  D.  Reid? 
Surely  Hon.  A.  E.  Kemp,  under  obligation  to  Sir  Sam  and 
the  Shell  Committee  for  many  large  orders,  must  have  known. 

Sam  Hughes  may  come  back  and  deny  the  charges.  He 
has  nerve  enoup!'-  to  face  any  old  charge,  Init  will  he  stand 
being  made  the  "goat."  I  don't  believe  ho  will  and  I  don't 
l.ielicvc  the  goNcrnment  dare  make  a  goat  of  him. 

No  man  should  be  in  the  Cabinet  who  is  interested  in 
contracts. 

SICA  RC H  1.1  CUT. 


Personal 

Mr.  R.  C.  1).  Temi)est.  resident  enginetr  of  the  sewer 
section,  Toronto,  has  resigned  on  account  of  ill  hcaltii. 

Ml'.  If.  (i.  (iirvin,  chief  chemist  of  the  .Steel  Company  of 
Canada,  delivered  an  interesting  address  on  Iron  and  Sleel 
before  a  large  and  appreciative  audience  at  the  Technical 
.Schoiil,  Hamilton,  on  March  27. 

Mr.  Tom  Mo(]re.  of  Niagara  Falls,  Out.,  organizer  f(U- 
Ihe  C.'irpeiilers'  I'nion,  says  that  members  of  Ibis  trade  are 


April  5,  1010 


r  T  T  E    CON  T  R  /\  C  T    R  T<.  C  f )  R  D 


enlisting  in  large  numbers.  He  estimates  that  12  per  cent, 
of  the  organized  carpenters  have  enlisted  already.  There  arc 
about  8,000  carpenters  in  the  Union  at  present. 


Obituary 

Mr.  John  Flook,  of  Chatham,  Out.,  one  of  the  best- 
known  marine  conti'actors  in  western  Ontario,  died  sud- 
denly on  March  36.  He  had  been  a  contractor  on  pier  and 
breakwater  construction  for  nearly  half  a  century.  He  con- 
structed the  Tecumseh  Park  breakwater  at  Chatham  and 
the  first  piers  at  Erieau,  as  well  as  many  other  works. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Canadian  Welding  Works,  Limited,  Montreal,  Que., 
have  registered. 

The  Union  Cement  Company,  Owen  Sound,  Ont.,  have 
commenced  work  for  the  season.  They  have  a  contract  to 
supply  100,000  barrels  of  cement  to  the  city  of  Toronto. 

The  work  of  rebuilding  the  I'rinccss  Theatre  at  Toronto, 
which  was  burned  to  the  ground  a  year  ago,  is  to  be  begun 
immediately.    It  is  planned  to  open  it  on  September  15. 

Work  on  the  Bloor  Street  Viaduct,  Toronto,  was  stopped 
by  the  unusually  heavy  flood  on  the  Don  River  last  week. 
There  was  no  loss  around  the  viaduct,  however,  all  the  low- 
lying  concrete  having  been  finished. 

According  to  figures  compiled  from  tests  made  a  year 
ago  at  the  new  waterworks  plant  at  Sarnia,  Ont.,  the  city  at 
the  present  time  is  losing  close  on  $3.5,000  a  year  from  water 
wastage. 

Preparations  are  being  made  by  the  Canadian  Stewart 
Company  to  proceed  with  the  Harbor  Improvement  work  at 
Toronto.  The  ice  in  the  bay  is  expected  to  break  up  shortly, 
and  construction  work  will  proceed  as  soon  as  the  tugs  can 
get  out. 

It  is  stated  that  the  Empire  Hippodronie  Company  has 
taken  out  a  charter  for  .$1,000,000,  and  as  soon  as  plans  are 
perfected  will  erect  a  mammoth  theatre  at  the  corner  of 
College  and  Teraulay  Streets,  having  a  seating  capacity  of 
from  4,000  to  5,000. 

The  Economy  Foundry  Company,  of  Portage  la  Prairie, 
Man.,  have  received  a  contract  to  furnish  all  the  ornamental 
iron  work  required  in  the  new  building  for  the  T.  Eaton  Com- 
pany at  Winnipeg.  The  contract  is  worth  about  $35,000,  and 
work  on  it  is  to  begin  immediately. 

Some  thirty-five  members  of  the  Calgary  Branch  of  the 
Canadian  Society  of  Civil  Engineers  attended  the  fourth  din- 
ner of  the  season,  held  on  March  16,  and  after  the  repast  en- 
joyed an  address  by  Mr.  G.  N.  Houston,  of  Denver,  on  the 
legislative  control  of  civil  engineering. 

The  Bloor  Street  Bridge  over  the  Humber  River,  To- 
ronto, has  been  swept  away  by  the  ice  carried  downstream 
by  the  swollen  and  swiftly-flowing  current  as  the  result  of 
the  spring  thaws.  The  bridge  had  a  span  of  100  feet.  It 
will  probably  be  replaced  l)y  a  new  steel  bridge. 

At  a  recent  meeting  of  the  Toronto  Bricklayers'  Union, 
No.  3,  of  the  International  Union,  the  members  decided  each 
to  .give  a  day's  pay  for  the  purpose  of  keeping  in  good  stand- 
ing those  of  their  number  who  are  fighting  the  Empire's 
battles.    Twenty-five  per  cent,  of  the  members  have  enlisted. 

Trail,  B.  C,  will  be  the  scene  of  considerable  activity 
in  the  building  line  this  spring.    Projected  plans  include  a 


new  fire  hall,  a  school  building  costing  about  $15,000,  and  a 
building  for  the  Trail  Mercantile  Company  at  a  cost  of 
from  $,S,000  to  $10,000,  in  addition  to  a  number  of  residences. 

The  Laberge  Lumber  Company,  Limited,  of  Sudbury. 
Ont.,  have  secured  from  the  Canadian  Copper  Company,  of 
Copper  Clifif,  contracts  for  the  building  of  twenty-one  lodg- 
ing houses  and  a  store  at  Mileage  17  on  the  Algoma  Eastern. 
A  start  has  been  made  with  three  .gangs,  and  the  work  is 
being  rushed  to  completion. 

The  town  of  Mount  Forest,  Out.,  have  just  awarded  a 
contract  to  the  Turbine  Equipment  Company,  Toronto,  for 
one  million  Imperial  gallons  a  day  De  Laval  centrifugal 
pump,  to  be  operated  by  a  50  li.p.  Canadian  Westinghouse 
motor.  This  equipment  will  be  installed  in  the  Mount  Forest 
waterworks  pumpin,g  station. 

The  Ottawa  Board  of  Control  have  recommended  to 
the  City  Council  that  the  building  by-law,  limiting  the  height 
of  buildings  to  110  feet,  be  amended  to  make  the  maximum 
height  130  feet.  There  is  some  opposition  to  this,  on  the 
grounds  that  the  Board  of  Control  are  violating  their  agree- 
ment with  the  Town  Planning  Commission. 

The  Builders'  Exchange  of  Stratford  and  Perth  County, 
Ont.,  which  meets  each  week,  reports  the  organization  to  be 
in  a  very  flourishing  condition.  A  memljership  of  over  thirty 
has  l)een  secured  already,  and  this  will  reach  the  forty  mark 
in  time  for  the  annual  meeting,  which  will  be  held  shortly. 
All  branches  of  the  building  trade  are  represented. 

A  defective  flue  was  the  cause  of  a  fire  which  partly 
destroyed  the  oldest  building  in  Truro,  N.  S.,  "The  Cottage," 
the  residence  of  the  late  Sir  Adams  Archibald.  The  building 
was  of  quaint  architecture,  in  the  old  English  style,  and  was 
erected  nearly  one  hundred  years  ago  by  the  Rev.  John  Burn- 
yeat,  an  Anglican  missionary  in  Truro  from  1830  to  1835. 

An  asphalt  road  is  planned  to  be  built  between  the  city 
of  Quebec  and  the  concentration  camp  at  Valcartier.  The 
cost  will  be  around  $3,000  a  mile,  or  a  total  of  some  $135,000, 
the  larger  part  of  which  will  be  borne  by  the  Provincial 
Roads  Department.  Work  is  to  be  started  as  soon  as  the 
snow  melts,  and  alien  enemies  will  be  employed  principally. 

The  Municii)al  Building  of  Walkerton,  Ont.,  which  was 
built  in  1897,  is  showing  many  defects  as  the  result  of  the 
sinking  of  the  foundations.  The  council  have  condemned 
the  hall  for  use,  and  the  architect  was  asked  to  report  on  it. 
He  recommends  the  building  of  two  buttresses  each  on  the 
west  and  north  sides,  which  work  will  be  carried  out  at  a 
cost  of  $1,500. 

It  is  reported  in  Calgary  that  the  cement  plant  at  Daunt- 
less, south  of  Medicine  Hat,  Alta.,  which  has  remained  in 
an  unfinished  state  since  the  collapse  of  the  building  trades 
business  some  few  years  ago,  is  now  to  be  completed.  This 
plant  was  started  by  Mr.  Leigh  Hunt,  of  Kansas  City,  who 
is  well  known  in  Canadian  circles,  and  wh*o  was  employed  by 
Sir  Max  Aitken  interests. 

St.  John,  N.  B.,  is  preparing  to  enter  the  housing  busi- 
ness for  the  benefit  of  the  city  workmen.  The  first  step 
was  taken  at  a  recent  meeting  of  the  common  council,  when 
a  bill  giving  the  city  power  to  expropriate  required  lands,  to 
erect  houses  suitable  for  homes  of  working  men,  and  to  issue 
bonds  to  cover  the  cost  of  purchase  and  erection,  was  for- 
warded to  the  Legislature. 

Mr.  Jackson  Booth,  of  Ottawa,  has  a  large  building 
l)rogramme  for  this  spring.  He  intends  to  raise  his  new 
Rideau  Street  Building  to  ten  storeys,  and  to  make  a  six- 
storey  structure  out  of  the  building  on  Sparks  Street  occupied 
by  the  Standard  Bank,  removing  the  present  two  storeys 
over  the  bank  and  substituting  five  modern  storeys.  Mr. 
Booth  also  intends  to  build  on  vacant  property  at  the  corner 
of  Bank  and  Slater  Streets. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Barrie,  Ont. 

It  is  probable  that  the  Town's  pump- 
ing plant  will  have  to  be  replaced  in  the 
near  future  with  electrically  driven  equip- 
ment and  a  standpij^e  constructed  at  the 
head  of  Bayfield  Street.  Engineer,  J.  S. 
Lang. 

Leamington,  Ont. 

The  Town  Council  jsropose  to  lay 
watermains  on  a  numl)er  of  streets. 
Clerk.  R.  M.  Selkirk. 

Ottawa.  Ont. 

The  City  Council  are  considering  the 
laying  of  asphalt  and  stone  block  pave- 
ment on  Somerset  Street,  at  an  approxi- 
mate cost  of  $1  1,440.  Engineer,  F.  C. 
.Vskwith. 


CONTRACTS  AWARDED 

Arthur,  Ont. 

The  Township  Council  have  let  a  con- 
tract for  the  erection  of  a  concrete  arch 
truss  bridge  to  J.  Kilker,  Harristpn,  Ont. 

Ottawa.  Ont. 

The  Ottawa  Electric  Railway  Com- 
pany have  awarded  the  contract  for  ex- 
tensions to  their  tracks  on  Rideau  Street 
to  the  United  States  Steel  Products 
Company,  Bank  of  Ottawa  Building. 
Montreal. 

Port  Hope,  Ont. 

In  connection  with  the  construction 
of  a  Ijridge  on  Peter  Street  for  the  Town 
Council,  the  contract  for  cement  work 
lias  been  awarded  to  Thomas  Garnett  & 
Sons,  Port  Hope,  and  the  steel  work  to 
the  I'ctrolia  Bridge  Company,  Petrcdia. 


a  Municipal  Building.  Architects,  Burke, 
Horwood  &  W  hite.  R\-rie  Building,  Tor- 
onto. 

Port  Arthur,  Ont. 

E.  J.  Blaquier,  200  Arthur  Street,  is 
about  to  start  work  on  the  erection  of  a 
school  at  Jumbo  Gardens. 

Renfrew,  Ont. 

The  by-law  (o  authorize  the  ereclion 
of  a  Collegiate  Institute  has  been  de- 
feated. 

Sacre  Coeur,  Que. 

Tenders  are  being  received  for  repairs 
to  the  Roman  Catholic  Church.  Cur- 
ate, Ke\.  E.  dWuteud. 

Simcoe,  Ont. 

The  I'loard  of  Education  will  select 
sites  and  have  competitive  plans  pre- 
pared for  two  schools,  estimated  to  cost 
$30,000    each.    Secretary,    F.  E.  Curtis. 

Smith's  Falls,  Ont. 

The  Public  School  Board  have  pur- 
chased a  site  for  a  new  school  to  replace 
that  recently  destroyed  by  fire.  Esti- 
mated cost  of  building,  $.S0,000.  Secre- 
tary, C.  T.  Mc Bride. 

St.  Cesaire,  Que. 

The  Village  School  Board  propose  to 
l)uild  a  model  school,  at  an  approximate 
cost  of  $8,000,  and  the  Parish  School 
Board  are  also  considering  the  construc- 
tion of  two  schools,  estimated  to  cost 
$:i,000.      Secretary,  P.  Dusseault. 

Toronto,  Ont. 

The  Congregati(Mi  of  North  Parkdale 
Methodist  Lhurch  are  raising  funds  for 
the  erection  of  a  Sunday  School.  Work 
is  not  likely  to  start  this  year.  Pastor, 
Rev.  J.  S.  Speer,  112  .Sorauren  ,\venue. 

Westboro,  Ont. 

Tenders  on  tlie  erection  of  a  school 
are  being  received  by  the  Secretary  to 
the  School  Board.  Estimated  cost, 
$25,000.  .Vrchitects,  Richards  &  Abra, 
Booth  Building,  (  )tta\va.  Closing  date, 
April  loth. 

Winnipeg.  Man. 

The  lVo\incial  IJepartment  of  Public 
Works  will  probably  call  for  tenders 
about  the  end  of  the  month  for  tlie  com- 
pletion of  the  Parliainent  Buildings. 
.\rchitects,  .Simons  iV  I'adilington,  Par- 
liament liuilding.  b'stimated  cost, 
$1,000,0(10. 

CONTRACTS  AWARDED 

Hull,  Que. 

Tile  cniitract  for  slrel  work  rciiuired 
in  the  erection  of  the  Church  of  the 
llidy  i\edeeiiier  lias  been  let  to  the 
I'lioenix  Jiridge  &  iron  Works,  Ltd.,  s:i 
t'olliorne  Street,  Montreal,  the  i)ainting 
to  R.  Jacques,  CJianiplain  Avenue,  and 
the  sheet  metal  and  ornamental  iron 
work  to  Mcl'"arlane  &  Douglas,  2.')l) 
Slater  Street,  ( )ttawa. 

London,  Ont. 

Ill  connection  with  the  construction  ol 
a  .Soldiers'  lliispil;il  for  the  I  )cparl men t 


Quebec,  Que. 

JJie  Provincial  Roads  .Department  will 
commence  the  construction  of  an  asphalt 
road  between  the  City  and  Valcartier 
("amp  as  soon  as  weather  iJermits.  Es- 
timated cost.  $:!,000  per  mile.  Work  by 
day  labor. 

Sault  Ste.  Marie,  Ont. 

The  City  Council  are  considering  the 
construction  of  a  waterworks  system, 
estimated  tci  cost  $:!00,0()0.  (  lerk,  R. 
G.  Campbell. 

St.  Cesaire,  Que. 

The  Municipality  propose  to  spend 
$:C.")00  on  macadam  roads  this  season. 
.Secretary.  I'.  lJu,ssault. 

Toronto,  Ont. 

The  Board  of  L'ontrol  will  receive 
tenders  until  Ajjril  llth  on  the  construc- 
tion of  sewers  on  various  streets.  I'laiis 
at  Room  8,  City  Hall. 

Railroads,  Bridges  and  Wharves 

Dalhousie,  N.  B. 

The  Syilne>'  Lumber  Comiuinx-  propose 
to  construct  a  wharf  and  piers  this  sum. 
Manager,  ]■'.  McEvoy,  Dalhousie. 

Saskatoon,  Sask. 

The  City  Council  have  had  plans  pre- 
IJared  for  asphalt  paving  on  a  new  con- 
crete bridge.  Engineer,  J.  H.  Archi- 
bald. 

St.  Boniface,  Man. 

It  is  understood  thai  the  M  uniciiiality 
of  St.  Boniface  and  the  C'ity  of  Winni- 
l^eg  have  agreed  as  to  the  apporticjnmenl 
of  the  cost  of  the  i)roposcd  Provencher 
.Avenue  bridge,  and  that  work  may  pro-  , 
ceed  sliortb'.  .\pproximate  cost, 
$204,000.      I'.iigineer,  \V.  P.  I'.lair. 

York  Codnty,  Ont. 

The  old  wooden  bridge  over  the  1  lum- 
ber River  at  Bloor  Street  has  been  <le- 
stroyed,  and  will  be  replaced  by  a  steel 
bridge,  estimated  to  cost  $:iO,0()0.  County 
t.lerk,  W.  R.  Phillip.s,  57  Adelaide  Street 
E.,  Toronto. 


Public  Buildings,  Churches 
and  Schools 

Amabel  Township,  Onv. 

The  Trustees  of  School  Section  No.  7 
will  receive  tenders  until  April  39th  for 
remodelling  the  school.  Work  will  in- 
clude bricking  of  building,  erection  of 
porch  and  interior  alterations.  Secre- 
tary, H.  W.  Robinson,  He])\vortli. 

Avon,  Ont. 

W.  Murray,  Dominion  Savings  Build- 
ing, London,  is  preparing  plans  of  a 
schoril  for  the  .School  Board.  Estimated 
cost,  $(),000.  Red  pressed  brick  con- 
struction. 

Calgary,  Alta. 

Central  Methodist  Church,  which  was 
recently  destr(i\ed  by  lire,  will  be  rebuilt. 
Pastor,  l\e\.  K.  I'allis. 

Dauphin,  Man. 

Plans  of  a  Court  House,  estimated  to 
cost  $80,0(10,  have  been  prepared  for  the 
Provincial  Department  of  Public  Works 
by  J.  H.  liossoms.  Dauphin.  Tenders 
will  lie  called  shortly.  Brick  and  cut 
stone  construction. 

Hull,  Que. 

Charles  ISrodeur,  (il!  t."ity  Hall  Slreetj 
is  jjreparing  jilans  of  a  convent  for  the 
Grey  Nuns  of  the  Cross,  Ottawa,  Ont. 
I'ressed  brick  veneer  construction  with 
limestone  trimmings.  Estimated  cost, 
$18,000.  Tenders  may  be  called  in  about 
(me  iiioiith. 

Kinburn,  Ont. 

Tt'uders  on  the  erection  of  a  schocd 
will  be  received  until  April  0th  by  tin- 
Secretary  to  the  Public  School  Board, 
h'-slimated  cost.  $10,000.  Architect,  |. 
P.  MacLaren,  104  Sparks  Street.  Ottawa. 

Middlesex,  Ont. 

A.  v..  Nutter,  D'ominiou  Rank  t  hanib- 
crs,  London,  is  i)reparing  plans  of  a 
school,  estimated   to  cost  $4,000. 

Orillia,  Ont. 

.\  by-law  has  been  carried  authorizing 
the  raising  of  $115, 000  for  the  erection  of 
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of  Militia  &■  Defence,  the  contract  for 
plastering  has  been  let  to  W.  Scott  & 
Son,  87  Bruce  Street,  the  painting  to  1. 
Quick,  190  Colborne  Street,  and  the 
plunibiny  to  Noble  &  Rich,  3:!7  Queen's 
Avenue. 

Montreal,  Que. 

The  contract  fur  electrical  work  re- 
quired in  the  erection  of  a  school  on 
J'apineau  Avenue  for  the  Roman  Catholic 
School  Commissioners  has  been  awarded 
to  W.  J.  O'Leary  &  Company,  ;!0  Recol- 
let  Street. 

Mt.  Dennis,  Ont. 

In  connection  with  the  erection  of  a 
school  for  Section  No.  28,  the  contract 
for  masonry  has  been  let  to  Albert 
Webb,  13  Shirley  Street,  Toronto.  Tend- 
ers on  excavation  are  now  being  received 
by  Mr.  Webb. 

Ottawa,  Ont. 

The  general  contract  fur  alterations 
and  additions  to  the  City  Hall  has  been 
awarded  to  A.  E.  Farley,  La  Banque  Na- 
tionale  Building. 

St.  Michel,  Que. 

The  School  Commissioners  of  St.  Ber- 
iiardin  Ville,  St.  Michel,  have  awarded 
the  contract  for  the  erection  of  a  school 
to  Valin  &  Bail,  3  Lamoriciere  Street, 
Montreal.    Brick  construction. 


Business  Buildings  and  Indus- 
trial Plants 

Bridgewater,  N.S. 

Work  will  start  shortly  on  the  re- 
building of  the  Fairview  Hotel  for  W.  E. 
Await.  Architects,  Boehmer  Bros., 
West  Laha\'e.  Frame  construction.  Ap- 
proximate cost,  $13,000. 

Calgary,  Alta. 

The  Alberta  l*'armers  Co-operative  Ele- 
vator Company  Ltd.,  Lnugheed  Building, 
will  receive  tenders  until  April  1.5th  for 
the  supply  of  lumber  required  in  the  con- 
struction of  fourteen  elevators. 

Crinan,  Ont. 

Jacob  Zoller.  Concession  A,  Crinan, 
will  prepare  plans  for  a  large  barn,  esti- 
mates to  cost  $3,000. 

Elmira,  Ont. 

Plans  are  now  being  prepared  for  re- 
Iniilding  the  sash  and  door  factory  of 
Bauman  &  L'etson.  A  large  quantity  of 
machinery  will  be  required.  Particulars 
from  Noah  Beringer,  .Arthur  Street. 

Grand  Prairie,  Alta. 

J.  Thompson  is  about  to  erect  a  store 
and  warehouse  on  Third  Avenue  South. 

Halifax,  N.  S. 

The  Halifax  Electric  Tramway  Com- 
pany, Lower  Water  Street,  are  receiving 
tenders  on  the  erection  of  a  cold  storage 
building  in  connection  with  their  gas 
idant.  Steel  and  brick  construction. 
Engineer,  H.  R.  Barrett,  c|o  the  Com- 
pany. 

The  Halifax  Electric  Tramway  Com- 
pany, Lower  Water  Street,  are  receiving 
tenders  on  the  construction  of  the  By- 
product Building  in  connection  with 
their  gas  plant. 

Harrow.  Ont. 

The  W.  Clark  Company,  Ltd.,  83  Am- 
herst Street,  Montreal,  are  considering 
the  erection  of  a  cannery.  Estimated 
cost.  $15,000. 


Lethbridge,  Alta. 

P.  Burns  &  Comi)any,  Edmonton,  have 
inirchased  a  site  for  an  abattoir,  and  may 
start  work  shortly.  ' 

London,  Ont. 

A.  E.  Nutter,  Dominion  Bank  Chamb- 
ers, is  preparing  i)lans  of  a  dining  hall, 
estimated  to  cost  $3,000. 

Middleton,  N.S. 

The  Dominion  .\tlantic  Railway,  Kent- 
\illc.  propose  to  ljuild  an  engine  house. 
General  Manager,  G.  E.  Graham,  Kent- 
ville. 

Montreal,  Que. 

J.  Ortiz,  :!7G  b'ahre  Street,  is  consider- 
ing the  erection  of  a  store  and  two  flats, 
estimated  to  cost  $3, 500.  Brick  con- 
struction. 

Niagara  Falls,  Ont. 

J.  A.  J.  l'i)per  Collinri,  49  lienson 
Street,  is  preparing  new  plans  of  a  .gar- 
age to  l)e  built  on  Bridge  Street  for  M. 
H.  Buckley,  20  Ontario  Avenue.  .Ap- 
proximate cost,  $0,000. 

Orillia,  Ont. 

The  Canada  Builders,  Ltd.,  will  shortly 
commence  the  erection  of  planing  mills. 
Brick  construction: 

Ottawa,  Ont. 

.Sub-tenders  on  roofing,  painting,,  heat- 
ing, plumbing  and  electrical  work  re- 
(|uired  in  the  erection  of  a  factory  for 
Grant,  Holden  &  Graham  will  be  re- 
ceived until  .A^pril  8th  by  the  general  con- 
tractors, Charles  Hilbrook  &  Son,  425 
Somerset  Street. 

Peterboro,  Ont. 

^^'illiam  Blackwell,  Water  Street,  has 
almost  completed  plans  of  a  storehouse 
and  elevator  for  the  Campbell  Flour 
Mills  Company,  Ltd.,  George  Street. 
Tenders  will  be  called  shcirtly.  Esti- 
mated cost,  $5,500. 

Regina,  Bask. 

The  Prairie  Biscuit  &  Confectionery 
Company,  Ltd.,  have  had  preliminary 
plans  prepared  for  a  factory,  estimated 
to  cost  $60,000.    Manager,  H.  W.  Fox. 

Sault  Ste.  Marie.  Ont. 

The  City  Council  will  shortly  call  for 
lenders  on  the  erection  of  a  power  and 
])umping  station  on  Gore  Street,  esti- 
mated to  cost  $7,500.  Engineer,  A.  E. 
Pickering. 

Plans  are  being  prepared  by  B.  Mc- 
Phail,  Tuson  Building,  Windsor,  for  a 
theatre  to  be  built  on  Brock  Street  for 
S.  W.  Fawcett.      Estimated  cost,  $20,000. 

St.  George,  Ont. 

The  factory  of  R.  Bell  &  Son  Com- 
pany, Ltd.,  will  be  rebuilt  under  supervi- 
sion of  the  Company.  Approximate 
cost,  $5,000. 

Steelton.  Ont. 

Tenders  are  now  being  received  on  the 
erection  of  a  storage  building  for  the 
Algoma  Steel  Corporation,  \ViIde  Ave- 
nue, Sault  Ste.  Marie.  Estimated  cost, 
$11,000.      Steel  and  frame  construction. 

Sutherland.  Sask. 

The  erection  of  a  factory  is  contem- 
plated by  the  Trussed  Wall  &  Concrete 
Company,  Saskatoon.  President,  .A.  C. 
Gohn.  Saskatoon. 

Timmins,  Ont. 

Charles  Pierce  will  receive  tenders  un- 
til April  15th  for  the  erection  of  a  tlie- 
atre,  estimated  to  cost  $25,000. 


Plans  are  being  prepared  for  a  station 
to  be  built  l)y  the  T.  &  N.  O.  Railway, 
Toronto.  Estimated  cost,  $12,000.  En- 
gineer, S.  B.  Clemen!,  North  I'ny,  Out. 

Toronto,  Ont. 

B.  L.  Slayer,  41)6  I'.loor  Street  W..  has 
commenced  the  erecticjn  of  an  addition 
to  a  store.     Brick  construction. 

C.  J.  l\ead.  Confederation  Life  I'.uild- 
ing,  is  preparing  plans  of  an  arena  for 
the  Old  (jrchard  Club.  375  Df)vercort 
Road.      Steel  and  brick  construction. 

William  Long,  400  Yonge  Street,  is 
considering  the  ereetif)n  of  an  otifice  and 
warehouse  building. 

Work  is  about  to  start  on  the  erection 
of  a  factory  building  for  William  Neil- 
son.  Ltd.,  277  Gladstone  Avenue.  Plans 
have  been  prepared  by  Sproatt  &  Roli)h, 
30  North  Street.  .Approximate  cost. 
$25,000. 

The  Comfort  .Soap  (.'i>mpau\,  Fastern 
A\enuc,  have  started  work  on  the  erec- 
tion ol  an  a(hliti<iii  to  their  premises, 
estimated  to  cost  $4, ()()().  Keinforced 
concrete  construction. 

Trail,  B.  C. 

The  erection  of  a  store  is  lieing  con- 
sidered by  the  Trail  Mercantile  Com- 
pany. Estimated  cost,  $10,000.  Con- 
crete and  brick  construction. 

Walkerville.  Ont. 

1  he  erection  of  a  factory  is  contem- 
l)lated  b)'  the  Canadian  Brush  Machinery 
Company,  Ltd.      Secretary,  W.  Elsey. 

Wilkie,  Sask. 

'I  be  Saskatoon  Pure  Milk  Company, 
Saskatoon,  are  ljuilding  a  creamery,  es- 
timated to  cost  $6,000, 

CONTRACTS  AWARDED 

Brantford,  Ont. 

The  general  contract  for  the  erection 
of  a  station  for  the  Canadian  Pacific 
Railway  has  been  awarded  to  Schultz 
Brothers  &  Company,  Ltd.,  47  Albion 
Street.    Approximate  cost,  $25,000. 

The  general  contract  for  an  addition 
to  the  premises  of  the  Waddell  Preserv- 
ing Company,  Ltd.,  131  Clarence  Street, 
has  been  awarded  to  Schultz  Bros.  & 
Company,  Ltd.,  Albion  Street. 

The  general,  masonry,  carpentry,  steel 
work  and  roofing  contracts  for  altera- 
tions to  a  building  on  Market  Street  for 
W.  T.  James,  52  Marlboro  Street,  have 
been  awarded  to  the  Purdy  &  Hender- 
son Company,  Ltd.,  910  New  Birks 
Building,  Montreal.  Approximate  cost, 
$  to, 000. 

Dartmouth,  N.S. 

The  Department  of  Railways  and 
Canals,  Ottawa,  have  awarded  the  con- 
tract for  the  erection  of  buildings  on 
the  Dartmouth  Branch  Line  to  Denton 
&  Condon,  Digby,  N.  S. 

Edmonton.  Alta. 

The  Department  of  Indian  Affairs,  Ot 
tawa,  have  awarded  the  contract  for  the 
erection  of  a  number  of  houses  to 
Pheasy  &  Batson,  203  Alexandra  Block, 
Edmonton.      Approximate  cost,  $16,285. 

Fraserville,  Que. 

The  I-'reres  Dionnc  have  let  the  genera! 
contract  for  the  conversion  of  premises 
into  a  restaurant  to  Francois  Lachance. 
.Approximate  cost,  $5,000. 

(Continued  on  page  47) 


Tenders  and  For  Sale  Department 


For  Sale 


Tenders  for 

Concrete  Pavement 


Sealed  tenders,  addressed  to  A.  II.  Millar,  City 
Clerk,  will  be  received  up  to  5  o'clock  p.m., 
April  13.  1916,  for  tlie  construction,  of  approxi- 
mately (i.dOO  square  yards  of  concrete  pavement 
in  the   City  of  Berlin. 

Plans  and  specifications  can  be  seen  at  the 
office   of   the   City  Engineer. 

The  lowest  or  any  tender  will  not  necessarily 
be  accepted. 

HERBERT  JOHNSTON, 

City  Engineer. 

Berlin,  March  21,  191G.  13-14 


Tenders  Wanted 


Tenders  for  the  erection  of  Cochrane  (Ont.) 
Public  School,  according  to  plans  and  specifica- 
tions of  Angus  and  .Angus,  will  be  received  up  to 
(<  p.m..  April  25,  1916.  Plans  and  specifications 
can  be  seen  at  Secretary's  office,  Cochrane.  Con- 
tractors to  view  present  building  and  price  to 
include  wrecking  and  salvage.  Marked  cheques 
for  five  per  cent,  of  teiider.  payable  to  School 
Board,  to  accompany  each  tender. 

14-14  W.  McD.  DOUGLAS,  Secretary. 


TENDERS 
for  Second-Hand  Rail 
and  Switches 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon 
on  Tuesday,  April  11th,  1916,  for  the  purchase 
from  the  city   of  the  following:  — 

200  Long  Tons  30-pound  Rail ; 

20  only  No.  5  x  30-pound  Switches. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifi- 
cations may  be  obtained  at  the  Works  Depart- 
ment, Room  12,  City  Hall.  Tenderers  must  com- 
ply strictly  with  conditions  as  to  deposits,  as  set 
out  in  specifications. 

T.  L.  CHURCH,  Mayor, 
14-14  Chairman,  Board  of  Control. 


City  of  London 

Ontario,  Canada 


Sealed  lenders,  addressed  to  tlic  "Cliairnian  and 
Members  of  the  IJoard  of  Control,"  will  be  re- 
ceived at  the  office  of  the  City  Clerk,  up  to  10 
a.m.,  on  Friday,  the  14th  day  of  April,  1916,  for 
the  supply  of 

(a)  Motor-Driven  .Street  l-'kisber. 

(b)  ^oad   Oil  Distributer. 

Specifications  and  plans  can  be  iiblained  at 
the   City   Engineer's  office. 

Tenders  to  be  accompanieil  by  a  marked  cheque 
or  a  cash  deposit  for  5  per  cent,  of  amount  of 
tender. 

The  lowest  or  any  lender  mil  necessarily  ac- 
cepled. 

H.  A.  STEVENSON,  Mayor. 

H.  A.  BRAZIER,  City  Engineer.       H  1  I 


Tenders  for  Paint 


Tenders  will  be  received  by  registered  post  only, 
addressed  to  the  Chairman,  Board  of  Control, 
Citv  Hall,  Toronto,  up  to  12  o'clock  noon  on 
Tuesday,  April  11th,  1916,  for  the  supply  and 
.lelivery  of  Field  Paint  for  Bloor  Street  Viaduct, 
No.  40. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents,  bpecihca- 
tions  and  forms  of  tender  may  be  obtained  at  the 
Works  Department,  Room  12,  (  ity  Hall.  ien- 
ilerers  must  comply  strictly  with  conditions  of 
(  ity  By-laws  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  Ibc 
lowest  or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
]4.]4  Chairman,  Board  of  Control. 


Locomotive  Crane  Wanted 


Wanted  15  or  20  ton  Locomotive  Crane,  sec- 
ond hand,  American  make  preferred.  Must  be 
in  good  condition.  Address  Box  376  Contract 
Recoid,  Toronto,  Ont.  l^  li 


Board  of  Education 


Sealeil  lenders,  adilressed  to  the  Secietary-Trea- 
surer.   Board  of  Education,  will  lie  received  until 

THURSDAY,  APRIL  13th,  1916, 

for  t'le  following  trades: 

FOR  COMPLETION  OF 
ADMINISTRATION  BUILDING, 

College  Street. 

Concrete  Walks  and  Driveway. 

Cabinet  Work,  Counters,  Screen  Parti- 
tions, Doors,  etc. 

Ornamental  Iron  Work,  Spiral  Stairs, 
Iron  Railings,  etc. 

Leaded  Lights. 

Elevator. 

Ash  Hoist. 

Vault  Doors. 

Hardware  Trimmings. 

also 

For  Furniture  for  Sundry  Schools,  in- 
cluding Teachers'  Desks,  Tables,  and 
Chairs,  Pupils'  Desks,  Kindergarten 
Furniture,  Folding  Chairs,  and 
Lounges. 

and 

For  Temperature  Regulators  for  Dewson 
Street  School. 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Supei  intendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque  for 
five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash,  applying  to  saiil  tender  only. 
Sureties  for  al!  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer,  at  his  office  in  the  City  Hall,  not  later 
than  4  o'clock  on  tlie  day  named,  after  which  no 
tender  will  be  received.  Tlie  lowest  or  any  tender 
will   not   necessarily  be  acccpleil. 

MILES  VOKES,  Chairman  of  Coniniiltee. 
W.  C.  WILKI\Sf)N',  Secretary-Treasurer. 
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Concrete  Plant  and  Cravel  \'ards  for  sale,  at 
Wallaceburg.  Ont.  New,  up-to-date,  fully  equip- 
ped with  dry  kilns  and  machinery;  good  location; 
four  hundred  feet  along  main  street  river  front; 
block  building  34  x  137  ft.,  one  storey  high,  iron 
roof;  good  stock  of  sand  and  gravel.  Reason 
for  selling,  death  of  owner.  Apply  Mrs.  Anna 
Mae  McDougall,  Bo.n  !),  Wallaceburg,  Ont.  14-15 


Motor  Squeegee  Street  Washer  Removes 
Impacted  Filth 

A  motor  driven  street  washer  that  is 
said  to  clean  a  street  as  a  nibher  squeegee 
cleans  a  window,  and  wliicli,  it  is  claimed, 
will  remove  impacted  dirt  and  filth  in  a 
manner  impossililc  h)'  ordinary  methods 
lias  been  put  on  the  market  hy  the  Sterl- 
ing Motor  Truck  Company,  of  West 
Allis,  Milwaukee.  Wis.,  under  the  name 
of  the  Sterling-Kindling  motor  squeegee 
sireet  washer. 

The  machine  consists  of  a  special 
Sterling  worm-driven  chassis  upon  which 
is  mounted  a  1 ,00()-gallon  steel  tank.  Im- 
mediately in  front  of  the  front  fenders 
are  two  flusher  nozzles  controlled  by  the 
driver  by  means  of  a  lever.  The  nozzles 
by  sprinkling  the  surface  of  the  street 
prevent  the  agitation  of  dust,  and  also 
dampen  the  attached  matter  so  that  the 
squeegee  roller  can  force  it  loose  from 
the  pavement,  and  wash  the  surface  clean 
Supplementing  the  function  of  the  noz- 
zles in  loosening  the  attached  matter, 
and  to  prevent  the  squeegee  from  being 
compelled  to  handle  too  large  a  mass  of 
material,  a  pair  of  heavy  pavement  sweep- 
ing brooms  are  fitted  behind  the  front 
nozzles,  the  purpose  of  which  are  to 
force  aside  the  large  refuse  so  that  it 
will  1)6  suspended  in  the  water,  leaving 
the  squeegee  to  wash  up  the  tightly  ad- 
hered material  by  frictional  action. 
Mounted  near  the  centre  of  the  chassis 
frame,  and  underneath  it,  is  a  squee.gec 
19  inches  in  diameter,  and  8  feet  long. 
Each  rubber  spiral  is  easilv  detachable, 
and  is  mounted  in  a  special  kiln-dried 
wood  holder  of  large  wearing  surface. 
The  squeegee  attachment  is  flexibly 
mounted  and  counterbalanced  in  such  a 
way  that  when  adjusted  to  a  certain  pres- 
sure, it  is  impossible  for  the  roller  to 
work  loose,  and  the  pressure  against  the 
surface  of  the  street  is  uniform,  the  rub- 
ber strips  being  6  inches  deep  and  afford- 
ing large  wearing  surface.  A  toggle  joint 
linkage  terminating  in  a  lever  in  the 
driver's  cab,  enables  him  to  easily  and 
quickly  place  the  squeegee  attachment 
in  and  out  of  engagement  with  the  street 
and,  when  returning  from  washing  a  sec- 
tion of  street,  to  lift  the  roller  out  of  con- 
tact with  the  pavement. 

The  tank  is  fitted  with  a  water  meter 
which  indicates  the  amount  of  water 
flowing  through  it.  It  contains  four 
valves  near  the  front  end  for  distribut- 
ing water  to  the  front  and  to  the  side 
nozzles  near  the  squeegee  roller. 
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Business  Buildings  and  Indus- 
trial Plants 

(Continued  from  page  45) 

Halifax.  N.  S. 

In  connection  with  the  construction  of 
car  barns  for  the  Halifax  Electric  & 
Tramway  Company,  Lower  Water 
Street,  the  contract  for  switches  and 
frogs  has  been  let  to  Loraine  Steel  Com- 
pany, 21  State  Street,  New  York,  the 
steel  work  to  the  Nova  Scotia  Con- 
struction Company,  Upper  Water  Street, 
and  the  roofing  to  the  Canadian  Asbes- 
tos Company,  44  Youville  Square,  Mon- 
treal. 

Hamilton,  Ont. 

The  Skedden  Brush  Company,  130 
King  Street  N.,  have  let  the  general, 
masonry,  carpentry  and  steel  work  con- 
tracts for  the  erection  of  a  factory  to  G. 
H.  Gayland,  54  Lamoreaux  Street.  Esti- 
mated cost,  $3,000. 

Hull.  Que. 

The  general  contract  for  an  addition  to 
tiie  premises  of  the  Hull  Iron  &  Steel 
Company,  Ltd.,  Montcalm  Street,  has 
l)een  awarded  to  H.  P.  Beck,  136  Sparks 
Street,  Ottawa.  Brick  construction. 
Estimated  cost,  $4,500. 

Leamington,  Ont. 

The  Leamington,  Mersea  &  Gosfield 
.Agricultural  Society  have  let  the  gen- 
eral contract  for  the  erection  of  a  hall 
at  the  Eair  Grounds  to  Lewis  Campbell, 
Leamington,  at  $5,430. 

Maissoneuve,  Que. 

The  .general  contract  for  the  erection 
of  a  store  for  Dufault  &  Reed,  575  Notre 
Dame  Street,  has  been  awarded  to  A. 
Choquette,  170  Bourbonniere  Avenue. 
.'\l)proximate  cost,  $10,000.  Brick  con- 
struction. 

Montreal,  Que. 

Tlie  Montreal  Locomotive  Works 
Ltd.,  Longue  Pointe,  have  awarded  the 
general,  masonry  and  carpentry  contracts 
for  an  emergency  hospital  to  A.  F.  Byers 
&  Company,  340  University  Street.  Ap- 
proximate cost,  $7,000.  Tenders  are  be- 
ing received  for  the  remaining  trades. 

The  general  contract  for  the  erection 
of  an  abattoir  for  A.  Leduc,  262  Green 
-Avenue,  Westmount,  has  been  let  to  R. 
Laberge,  141  Convent  Street. 

.Anglins  Ltd.,  65  Victoria  Street,  have 
been  awarded  the  general  contract  for 
an  addition  to  the  central  exchange  of 
the  Bell  Telephone  Company,  118  Notre 
Dame  Street  W.  The  contract  for  steel 
work  has  been  let  to  the  Dominion 
Bridge  Company,  Ltd..  Lachine.  Esti- 
mated cost,  $52,000. 

In  connection  with  repairs  to  stores 
for  the  Fairman  Estate,  the  general, 
masonry,  carpentry,  roofing,  plastering 
and  painting  contracts  have  been  let  to 
McRobert  &  Gibeau,  10  Benoit  Street, 
the  heating  and  plumbing  to  Whyte  & 
Delaney,  51  City  Councillors  Street,  and 
the  electrical  work  to  CoUyer  &  Brock. 
131  St.  Alexander  Street. 

The  contract  for  steel  work  required 
ui  connection  with  the  stores  and  resid- 
ences being  built  for  E.  De  Hivers  has 
been  let  to  the  Dominion  Bridge  Com- 
pany. Ltd.,  Lachine. 

The  contract  for  ornamental  iron  work 
required  in  the  erection  of  a  factory  for 
Darling  Bros.,  120  Prince  Street,  has 
heen  let  to  Fred  A.  McKay,  14  St. 
(jeorge  Street. 


North  Vancouver,  B.  C. 

1'he  contract  for  pile  driving  required 
in  the  construction  of  the  plant  of  the 
Vancouver  Crcosoting  Company  has 
been  let  to  Palmer  Brothers  &  Henning, 
929  Main  Street,  the  contract  for  supply 
of  boilers  to  Vancouver  Engineering 
Works,  519  Sixth  Street  W.,  and  for 
tanks  and  condensors  to  Rtiss  &  How- 
ard Iron  Works,  Woodland. 

St.  Catharines,  Ont. 

The  general  and  masonry  contracts 
for  an  addition  to  the  premises  of  the 
McKinnon  Dash  &  Hardware  Company, 
Ontario  Street,  has  been  let  to  Newman 
Bros.,  71  St.  Paul  Street,  and  the  steel 
work  to  the  Hamilton  Bridge  Company, 
Bay  Street  N.,  Hamilton.  Approximate 
cost,  $3,500. 

Steelton.  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  addition  now  be- 
ing built  at  the  plant  of  the  Algoma 
Steel  Corporation,  Wilde  Avenue,  Sault 
Ste.  Marie: — masonry.  D.  J.  Jannison  & 
Sons,  635  Albert  Street,  Sault  Ste.  Marie; 
roofing,  McPhail  &  ^Vright,  Gouin 
Street,  Sault  Ste.  Marie,  Roofing  l)y 
owners. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  L'.Air  Li(|uide  Society. 
16  Boler  Street,  has  been  let  to_J_J[i. 
Young  &  Son.  835  College  Stjrcct,  and 
iTir  the  concrete  footings  and"floors  to  the 
Ramsay  Construction  Company.  39  In- 
dian Road  Crescent.  Apprr)ximate  cost. 
$3, .530. 

The  Board  of  Contrcjl  have  awarded 
the  .general  contract  for  the  erection  of 
a  Fire  Hall  on  Hendrick  Street  to  A.  T- 
Pemberthy,  272  Booth  Avenue,  at 
$33,523. 

In  connection  with  the  erection  of 
premises  at  Queen  and  Crawford  Streets 
for  the  York  Knitting  Mills,  Ltd..  the 
carpentry  contract  has  been  let  to  R.  G. 
Kirl^y,  539  Yonge  Street. 

The  following  contracts  have  been  let 
for  the  erection  of  a  store  and  bakery  for 
the  Standard  Box  Lunch.  563  King 
Street  W.: — masonry.  W.  Montgomery, 
Lake  Shore  Road.  Mimico;  carpentry, 
S.  R.  Hughes.  79  Portland  Street;  steel 
work.  Reid  &  Brown.  Esplanade  Street 
E.:  glass.  Consolidated  Plate  Glass  Com- 
l)any.  241  Spadina  Avenue. 

Woodstock,  Ont. 

The  contract  for  Ijrick  work  required 
in  the  erection  of  a  business  l)lock  on 
Dundas  Street  for  Arthur  Patrick,  Mar- 
ket Square,  has  been  awarded  to  Charles 
Lewis.  Greater  part  of  work  l)y  day 
labor.      Approximate  cost,  $15,000. 


Residences 

Aldborough  Township,  Ont. 

Charles  Dodfe,  Concession  8.  is  con- 
siderin.g  the  erection  of  a  residence  to 
replace  that  recently  destroyed  b}'  fire. 

Anderson  Township,  Ont. 

The  erection  of  a  residence  is  being 
considered  bv  John  Odette,  Amhcrst- 
hurg.  Ont.      Estimated  cost,  $3,000, 

Belmont.  Ont. 

W.  Murray,  Dominion  Savin.gs  Build- 
in.g,  is  preparing  plans  of  a  bungalow 
for  A.  W.  Beattie  Estimated  cost. 
$5,000      Red  pressed  brick  construction. 

Brownsville.  Ont. 

A.  Rutherford  is  ci)nsiderin,g  the  erec- 
tion of  a  residence. 


Camrose,  Alta. 

Antoni  Pintowski  is  receiving  tenders 
on  the  erection  of  a  residence,  estimated 
to  most  $3,000.      Frame  construction. 

Essex,  Ont. 

John  T.  Rogers  proposes  to  build  two 
residences  on  Centre  Street,  at  an  a])- 
proximate  cost  of  $3,500. 

Falmouth,  N.  S. 

Stafford  Akin  ijroposes  to  build  a  re- 
sidence, and  will  probably  start  work 
shortly. 

The  erection  of  a  residence  is  being 
considered  by  Charles  Manning,  c!o  tiic 
Hants  County  Fruit  &  Produce  Com- 
pany, Windsor,  N,  S, 

Fingal,  Ont. 

The  erection  of  a  residence  is  being 
considered  by  Samuel  Lethbridge,  Es- 
timated cost,  $3,000, 

Hagersville,  Ont. 

W.  C,  Vanhoon  propcjses  to  build  a 
residence,  and  will  probably  call  frir 
tenders.      Brick  construction. 

Leamington,  Ont. 

Walter  White  is  about  to  prepare 
plans  of  a  residence,  estimated  to  cost 
$3,500. 

Lindsay,  Ont. 

Plans  are  to  be  prepared  for  two  re- 
sidences for  L.  V.  O'Connor  and  T. 
O'Reilly,  Architect,  M,  H,  McGeough, 
Simcoe  Street,    Red  lirick  construction, 

Listowel,  Ont. 

Henry  Karges  contemplates  the  "erec- 
tion of  two  residences,  estimated  to  cost 
$4,000, 

London,  Ont. 

Plans  have  been  prepared  for  residen- 
ces to  be  built  on  Windsor  Avenue  for 
Hyatt  Bros,,  Egerton  Street,  South  Lon- 
don, Estimated  cost,  $15,000,  Red 
pressed  brick  construction, 

Charles  Dyson,  779  Duf¥erin  Avenue,  is 
preparing  plans  of  a  residence,  estimated 
to  cost  $4,000,  Red  pressed  brick  con- 
struction, 

G,  C.  Raymond,  2  Erie  Avenue,  pro- 
poses to  build  a  residence  on  Windsor 
Avenue.     Approximate  cost,  $4,000. 

London,  Ont. 

P.  Lizmore.  211  Ridout  Street,  has 
commenced  the  erection  of  three  resid- 
ences on  Duchess  Avenue,  estimated  to 
cost  $11,000.  Red  pressed  brick  con- 
struction. 

London  Township,  Ont. 

The  erection  of  a  residence  is  being 
considered  by  Thomas  Guest,  R.  R.  No. 
2,  London.     Estimated  cost,  $3,500. 

Mt.  Elgin,  Ont. 

Plans  of  a  residence  are  being  pre- 
nared  bv  Walter  Ellery,  R.  R.  No.  2. 
Mt.  Elgin.  Estimated  cost,  $3„500.  Red 
pressed  brick  construction. 

F,  Harris,  R,  R,  No,  2,  Mt,  Elgin,  in- 
tends to  erect  a  residence,  estimated  to 
cost  $3,200 

Niagara-on-the-Lake,  Ont. 

Charles  Bufton  proposes  to  build  a  re- 
sidence on  Gate  Street, 

Outremont,  Que. 

A.  Gamelino  C.  P.  K.  Hotel,  lias  pre- 
pared iilans  of  four  cottages  to  l)e  built 
by  A.  Claude,  196  De  I'Epee  .Avenue  Ap- 
proxnnate  cost,  $24,000.  Brick  con- 
struction. 
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Peterborough,  Ont. 

James  Lewis,  c|o  Oriental  Barber 
Shop,  is  receiving  tenders  on  the  erection 
of  a  residence  on  Stewart  Street.  Archi- 
tect, William  Blackwell,  373 14  Water 
Street.  Estimated  cost,  $,-,,000.  l^rick 
construction. 

Port  Elgin,  Ont. 

D.  J.  Izzard  will  probably  erect  a  re- 
sidence on  Gustavus  Street  this  season. 

Charlie  Gilbert  proposes  to  build  a 
l)ungalow  and  may  start  work  shortly. 

Port  Hope,  Ont. 

Ellis  &  Ellis,  Manning  Chambers,  Tor- 
onto, have  prepared  plans  for  a  resid- 
ence to  be  built  on  King'  Street  for  J.  A. 
Hume.  Estimated  cost,  $10,000.  Arti- 
ficial stone,  steel  and  pressed  l)rick  con- 
struction. 

Quebec,  Que. 

E.  Larclier,  124.)  St.  V^alier  Street,  has 
ciimmenced  the  erection  of  a  residence, 
estimated  to  cost  $:!,000.  Brick  and  frame 
construction. 

Work  has  been  started  on  the  erection 
of  a  residence  on  Hermine  Street  for 
Leon  Dolbec.  152  Lockwell  Street.  Brick 
and  frame  construction.  Approximate 
cost  $,'i.000. 

St.  Catharines,  Ont. 

Plans  of  a  residence  lo  he  built  on 
Glen  Ridge  for  A.  H.  Wallace,  !»?  St. 
Paul  Street,  are  being  prepared  by  A.  E. 
Nicholson.  46  Queen  Street.  Approxi- 
mate cost,  $10,000.  Hollow  tile  and 
stucco  construction. 

St.  Marys,  Ont. 

Stafford  &  Henderson  propose  to  build 
a  residence  on  James  Street,  at  an  ap- 
proximate cost  of  $3,500.  Red  pressed 
brick  construction. 

F.  H.  Smith  intends  to  prei)are  plans 
of  a  residence  to  be  built  on  James 
Street  at  an  approximate  cost  of  $4,000. 
Red  pressed  brick  construction. 

Thorndale.  Ont. 

Plans  of  a  residence  are  being  pre- 
pared by  James  H.  Murphy.  R.  R.  No.  2. 
Thorndale.  Red  pressed  brick  oon- 
struction.     Estimated  cost,  $4,000. 

Toronto,  Ont. 

Tenders  have  been  received  for  the 
erection  of  a  residence  for  P.  Morgan,  68 
Bellefair  Avenue,  and  contracts  will  be 
let  shortly.  Approximate  cost,  $9,000. 
Architect.  A.  J.  Stringer,  53  McLean 
Avenue.  Brick  construction. 

W.  H.  Avison,  573  Indian  Road,  is 
about  to  start  work  on  the  erection  of  a 
residence,  estimated  to  cost  $3, .500 
Smaller  trades  will  be  sub-let.  Brick 
construction. 

Plans  have  been  comijleted  for  a  re- 
sidence to  be  erected  on  Glendale  Street 
by  J.  Carroll,  223  Garden  Avenue.  Brick 
construction.  Estimated  cost,  $3,000. 

Plans  are  being  prepared  for  two  pairs 
of  residences  to  be  built  on  Keene  Street. 
York  Township,  by  J.  Gifford,  190  I'ape 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $8,000. 

P.  McMaster,  97  VVoodycresl  Avenue, 
intends  to  build  a  pair  of  residences  on 
Kin^  Edward  Avenue,  at  an  approxi- 
mate cost  of  $4,500.  lirick  and  rougli- 
east  construction. 

CONTRACTS  AWARDED 

London,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  L  B.  Whale,  21  Elm 


,  wood  Avenue,  has  been  awarded  to  A. 
Dickinson,  4  Ingleside  Place.  Red 
pressed  brick  construction.  Approxi- 
mate cost,  $3,000. 

Montreal,  Que. 

The  contract  for  plastering  in  connec- 
tion with  the  flats  being  built  by  F.  Le- 
duc,  314  Melrose  Avenue,  has  been  let 
to  J.  A.  Lacombe.  914  Papineau  Avenue. 

The  general  contract  for  alterations  to 
a  residence  for  M.  Larue,  402  Lagauche- 
tiere  Street,  has  been  let  to  Lacroix  & 
Yezeau,  491  DeMontigny  Street. 

In  connection  with  the  residences 
which  are  being  built  by  D.  Peloquin, 
447  Old  Orchard  Avenue,  the  contract 
for  roofing,  heating,  plumbing  and  elec- 
trical work  has  been  let  to  Ducharme, 
Blais  &  Company,  1995  St.  James  Street. 

The  contract  for  roofing,  heating, 
l)lumbing  and  electrical  work  required  in 
connection  with  the  flats  now  being  built 
by  C.  E.  Pepin,  129  Marlowe  Street,  has 
been  let  to  Ducharme.  Blais  &  Company, 
J995  St.  James  Street,  and  the  plastering 
to  Donat  Perron,  524  Moreau  Street. 

Niagara  Falls  South,  Ont. 

Work  has  been  started  by  J.  F.  Lang- 
ley,  McRae  Street,  Niagara  Falls,  on  the 
erection  of  a  residence  for  F.  Macintosh. 
-Approximate  cost,  $3,000.  \ 

Peterboro,  Ont. 

The  general  contract  for  tiie  erection 
of  a  residence  for  Dyson  Worth,  470 
Cedar  Street,  has  been  awarded  to  Epli- 
grave  &  Barrett,  492  Cedar  Street,  the 
masonry  to  W.  J.  Mein,  437  Mark  Street, 
and  the  plumbing  and  heating  to  George 
Brenton,  Hunter  and  Queen  Streets.  Ap- 
proximate cost,  $5,000. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  F.  Gingras,  108  Artil- 
lerie  Street,  has  been  awarded  to  Odina 
Nolin,  113  Des  Stigmates  Street.  Brick 
construction.     Approximate  cost,  $5,000. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  being 
built  by  J.  E.  Tremblay,  73  Second  Ave- 
nue, Limoilou: — carpentry,  A.  Drouin, 
Canardiere  Road;  roofing,  plumbing  and 
electrical  work,  U.  Gauvin,  Limoilou; 
plastering,  J.  Villeneuve  &  Son,  295 
Prince  Edward  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  Pierre  Bertrand,  134 
Napoleon  Street,  has  been  awarded  to  J. 
Noel,  1237  St.  Valier  Street.  Brick  and 
frame  construction.  .Ajii^roximatc  cost, 
$3,000. 

St.  Catharines.  Ont. 

Tile  general  contract  for  the  erection 
of  four  cottages  for  W.  H.  McCordick, 
199  St.  Paul  Street,  has  been  awarded  to 
G.  M.  Elson,  98  Henry  Street.  Cement 
block  construction.  .\pproximate  cost, 
$4,000. 

Three  Rivers,  Que. 

The  general  and  masonry  contracts  for 
the  erection  of  a  residence  for  Jules 
i'riere  have  been  let  to  Anselme  Dulee, 
i'cllefcuille  Street.  Wood  and  brick 
construction.      .Apiiroximate  cost,  $5,000. 

Toronto.  Ont. 

Work  has  been  started  on  an  addition 
to  the  residence  at  110  .St.  George  Street 
for  Mrs.  R.  T.  Gooderham,  331  Sher- 
bourne  Street.  The  contract  for  mas- 
onry has  i)een  let  to  T.  Cannon  &  Son. 
75  I'rock  Avenue.  Ai,i)roximate  cost, 
$1  1,000. 

\\'r)rk  will  .slart  sli()rli\-  mi  the  erectimi 


of  a  pair  of  residences  for  W.  Hughes,  59 
Amroth  Avenue.  The  general  contract 
has  been  let  to  A.  Binns.  50  Amroth  Ave- 
nue. Smaller  trades  will  be  sub-let.  Ap- 
proximate cost,  $4,000. 

William  Yokes,  228  Rusholme  Road, 
has  been  awarded  the  general  contract 
for  the  erection  of  a  residence  for  J.  H. 
Bone,  18  Toronto  Street.  Estimated 
cost,  $5,000.  Smaller  "trades  will  be  sub- 
let. 

The  contract  for  masonry  in  connec- 
tion with  the  residence  and  garage  being 
built  by  A.  E.  Whatmough,  491  Keele 
Street,  has  been  let  ta  Purton  &  Chen- 
nells,  158  Ellsworth  Street.  Other 
trades  will  be  let  by  owner.  Estimated 
cost.  $3,500. 

The  contract  for  masonry  required  in 
connection  with  the  erection  of  a  resid- 
ence and  garage  for  C.  James,  Nanton 
Court  Apartments,  has  been  awarded  to 
Booth  Bros.,  51  Kingswood  Road.  Tend- 
ers have  been  received  for  carpentry,  and 
other  trades  will  be  let  later.  Estimated 
cost,  $5,000. 

Westboro,  Ont. 

W.  C.  Leech,  140  Spadina  Avenue, 
Toronto,  is  building  a  residence,  and  has 
let  the  contract  for  electrical  work  to 
Charles  Presby,  138  Irving  Avenue, 
Ottawa.  Brick  veneer  construction. 
Approximate  cost,  $3,000. 

Westmount,  Que. 

The  contract  for  most  of  the  work  re- 
quired in  interior  alterations  to  a  resid- 
ence for  A.  A.  Larocque,  Linton  Apart- 
ments, Sherbrooke  Street  W.,  has  been 
let  to  C.  Thibault,  553  Henri  Julien  Ave- 
nue, and  the  electrical  work  to  F.  Wil- 
son.     Estimated  cost,  $5,000. 

Windsor,  N.  S. 

The  general  contract  for  the  erection 
of  a  residence  on  King  Street  for  D.  N. 
Slack  has  been  awarded  to  R.  H.  Cana- 
van.  Frame  construction.  Approxi- 
mate cost,  $5,000. 

R.  H.  Canavan  has  been  awarded  con- 
tracts for  the  erection  of  a  residence  on 
King  Street  for  D.  N.  Slack  and  another 
on  Park  Street  for  Mrs.  A.  Forsyth. 
Frame  and  brick  construction.  Esti- 
mated cost,  $5,000  each. 

WoHville.  N.S. 

Charles  E.  Wright,  Wolfville,  is  about 
to  start  work  on  the  erection  of  a  re- 
sidence for  Olto  Foshary.  Estimated 
cost,  $3,000.  Concrete  and  stucco  con- 
struction. 

Power  Plants,  Electricity  and 
Telephones 

Appin,  Ont. 

The  Village  Council  are  considering 
the  installation  of  an  electric  lighting 
system.      Clerk,  Dugald  Mclntyre. 

Boston  Creek,  Ont. 

The  R.  A.  P.  Syndicate,  Boston  Creek, 
propose  to  instal  a  100-li.p.  motor  when 
the  power  line  from  Cobalt  is  built.  Man- 
ager, John  Papassimakes. 

Cobalt,  Ont. 

The  Northern  Ontario  Power  Com- 
pany, Colialt,  will  shortly  call  for  tend- 
ers on  the  construction  of  a  transnn's.sion 
line  to  Kirkland  Lake,  a  distance  of  sixty 
miles.  Transformers  and  other  equip- 
uuMit  will  lie  required. 

Easthope  Township,  Ont. 

The  installation  of  a  hydro  system  is 
(Continued  on  page  5() 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto.  > 

THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Power  Plants,  Electricity  and. 
Telephones 

(Continued  from  page  48) 

being  considered  by  the  Township  Coun- 
cil. '  Clerk,  J.  D.  Fisher,  Stratford. 

Gait.  Ont. 

A  by-law  to  authorize  the  installation 
of  an  electric  fire  signal  system  at  an  ap- 
proximate cost  of  $16,000  will  be  sub- 
mitted on  April  28th.  Town  Clerk, 
Joseph  McCartney. 

Glencoe.  Ont. 

The  Town  Council  propose  to  obtain 
estimates  on  the  installation  of  a  hydr<. 
system.     Clerk,  George  Wilson. 

Kirkland  Lake,  Ont. 

Tenders  on  the  supply  and  installation 
of  motors  for  running  a  day  mill  and 
compressor  will  be  called  shortly  by  the 
Buffalo  Mines,  Cobalt. 

Vernon.  B.  C. 

Fire  Chief  Moffat  has  recommended 
the  installation  of  a  fire  alarm  system, 
estimated  to  cost  $6,000.  City  Clerk  D. 
J.  Tate. 

Winnipeg,  Man. 

The  Board  of  Control  will  receive 
tenders  until  10  a.m.,  April  17th,  for  the 
supply  of  material  for  overhead  and  in- 
door construction,  watt  hour  meters  and 
three  transformers  for  the  City  Light  & 
Power  Department. 

CONTRACTS  AWARDED 

Emerson,  Man. 

The  Town  Council  have  awarded  the 
contract  for  the  installation  of  an  elec- 
tric lighting  system  to  the  Dodge  County 
Power  Company,  Hayfield,  Minn. 


Fires 

Aylmer,  Ont. 

Nairn  Bhjck,  owned  by  J.  J.  Nairn, 
damaged. 

Berlin.  Ont. 

Pavillion  in  Victoria  Park,  owned 'by 
the  City  Council.     Loss,  ,$6,000. 

Blenheim,  Ont. 

Garage  owned  by  the  Springsteen 
Company.     Loss,  $16,000. 

Bryson,  Que. 

Mining  mill  and  store  owned  by  the 
Calumet  Zinc  and  Metals  Company,  to- 
tally destroyed.  '  Will  rebuild. 

Dauphin,  Man. 

Town  Hall.     Loss,  about  ^.'i.OOO. 

Elmira.  Ont. 

Sash  and  door  factory  owned  by  Ban- 
man  &  Letson.      Loss,  $10,000. 

Fassett,  Que. 

h'actory  of  the  Standard  Chemical  Iron 
&  Lumljer  Company.  Loss,  $7.5,000. 
Will  rebuild. 

Granby,  Que. 

kesidence  of   I.   I'rudcur  destroyed. 

Halifax,  N.  S. 

I'actory  owned  l)y  James  Roue,  121 
Lower  Water  Street.  Loss,  about  $14,000. 

McKay's  Corner.  N.  S. 

Residence  of  If  ugh  Mcl'lu-c  totally  de- 
stroyed. 

Montreal,  Que. 

Tiirec  flats  belonging  to  Mr:-.  Lepail- 
ieur,  lliliS  St.  Denis  Street.      Los;.    '  '  000. 


Ottawa,  Ont. 

Residence  of  Edward  Pieche,  Rock- 
liffe  Annex.     Loss,  $.S,000. 

Port  Burwell,  Ont. 

Livery  barn  owned  by  George  Riddell. 
Loss,  $.5,000.  Jvebuilding  is  contem- 
plated. 

A.  R.  Wright  &  Sons'  warehouses. 
Loss,  about  $6,000. 

South  Bay.  N.  B. 

Residence  of  John  E.  Moore.  Loss, 
about  $3,000. 

St.  Clothilde,  Que. 

Sawmill  owntd  by  C)nier  Bergeron. 
Loss,  .$7,000.      Will  rebuild. 

Toronto,  Ont. 

Office  and  warehouse  at  7  7  Bay  Street 
tenanted  by  Brown  &  Stainton,  Station- 
ers, Joss  Ltd.,  Furriers,  and  L.  Babayan, 
Rug  Merchant.      I^oss,  about  $60,000. 

Trenton.  Ont. 

King  George  Hotel,  owned  by  H. 
Cook.      Loss,  $35,000. 

Welland,  Ont. 

Residence  of  Fred  Guido.  Loss,  $.{,500. 
May  rebuild. 

Whonnock,  B.C. 

Store  owned  by  J.  H.  '  Methot  com- 
pletely destroyed. 


Miscellaneous 

Arnprior,  Ont. 

Maurice  Sullivan,  Contractor,  Harriett 
Street,  desires  to  receive  iirices  and  other 
information  with  regard  to  all  kinds  of 
building  material. 

Blenheim,  Ont. 

The  Union  Natural  Gas  Company  pro- 
pose to  lay  an  8-inch  main  on  Talbot  and 
South  Hall  Streets.  Manager,  T.  E.  Bas- 
sett,  Charles  Street. 

Gait,  Ont. 

The  Town  Council  will  submit  a  by-law 
on  April  281h  to  authorize  the  purchase 
of  a  motor  lire  engine,  at  an  approxi- 
mate cost  of  $12,000.  Clerk,  Joseph  Mc- 
Cartney. 

Halifax,  N.  S. 

The  Halifax  Electric  Tramway  Com- 
pany, Lower  Water  Street,  are  receiving- 
tenders  on  elevating  and  conveying 
machinery  for  their  new  gas  plant.  En- 
gineer, H.  R.  Barrett,  c|o  the  Company. 

Montreal,  Que. 

The  Miner  Lunil)er  Company,  Ltd., 
Coristine  Building,  are  in  the  market  for 
wood-working  lathes. 

Ottawa,  Ont. 

'J'iie  Worlds  Dei)artnient  will  ])urchase 
several  tank  cars  of  tarvia  for  use  this 
sjiring.      h'n.gincer,  I'".  C.  .Asl'cwilli. 

CONTRACTS  AWARDED 

Ottawa,  Ont. 

The  City  Council  iia\e  awarded  the 
contract  for  the  supply  of  asphalt  to  the 
Barber  Asphalt  C  ompany,  Philadelphia, 
and  for  brick  to  the  Ottawa  lirick  Com- 
pany, Castle  Building. 


Late  News  Items 

Dartmouth,  N.S. 

Tenders  on  tlie  completion  (jf  a  foundry 
for  the  Williston  .Steel  Foundry  Com- 
pany a)"e  b'.'iny  rcc,i\i(l  liy  the  I'.ngineer. 


C.  Hedley  Williston,  501  Robie  Street, 
Halifax.    Approximate  cost,  $16,000. 

Dover  Township,  Ont. 

Tenders  will  be  received  until  April 
11th  for  the  erection  of  a  church  for  the 
Presbyterian  Congregation.  Architect, 
S.  G.  Kinsey,  14  Fifth  Street,  Chatham. 

Kinburn,  Ont. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  .\pril  12th  by  F. 
Stackhouse,  Secretary  to  the  Public 
School  Board.  Estimated  cost,  $10,000. 
.Architect,  J.  P.  Macl..aren,  101  Sparks 
Street,  Ottawa. 

London,  Ont. 

The  Board  of  Control  have  awarded  tin- 
contract  for  laying  52,000  square  yards 
of  asphalt  pavement  to  the  Standard 
Paving  Company,  Central  Chambers, 
Ottawa,  at  $104,000. 

Nassagaweya  Township,  Ont. 

S.  B.  Coon  &  Son,  Ryrie  Building,  To- 
ronto, will  receive  tenders  until  April 
8tli  for  the  erection  of  a  school,  estimated 
to  cost  $5,000. 

Niagara  Falls,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Bank  of  Hamilton, 
Queen  Street  and  Erie  Avenue,  has  been 
let  to  John  Blair,  Morrison  Street,  the 
painting  to  J.  Smith  &  Sons,  168  Ontario 
Avenue,  and  the  plumbing  and  electrical 
work  to  the  Niagara  Electric  Company, 
Niagara  Falls  South.  Approximate  cost, 
$15,000. 

Quebec,  Que. 

Tenders  will  be  received  until  4  p.m., 
April  11th,  by  the  Secretary  to  the  City 
Council  for  the  supply  of  between  3,000 
and  4,000  feet  of  fire  hose,  battery  zincs, 
sulphate  of  copper  and  waterproof  wire. 
Specifications  at  office  of  the  Fire  De- 
partment. 

Sault  Ste.  Marie,  Ont. 

Tenders  on  the  erection  of  a  power  and 
pumping  station  will  be  received  until 
5  p.m.,  April  10th,  by  the  City  Clerk.  Es- 
timated ■  cost,  $15,000.  Engineer,  .A.  E. 
Pickering. 

Toronto,  Ont. 

The  general  contract  for  the  erection 
of  a  machine  shop  for  Whitfield  &  Com- 
pany, 33  Sherbourne  Street,  has  been 
awarded  to  Davidson  &  Company,  188 
Duke  Street,  and  work  has  been  started. 
.Approximate  cost,  $12,000. 

K.  R.  Clarke  &  Company,  633  Eastern 
.Avenue,  are  receiving  tenders  on  the 
erection  of  a  workshop,  estimated  to  cost 
$30,000.  Concrete,  steel  and  brick  con- 
struction. 

The  Board  of  Education  will  receive 
tenders  until  April  11th  on  the  supply  of 
four  motors  for  the  Technical  School, 
Lil)pincott  Street.  Plans  and  specifica- 
tions at  Principal's  Office. 

Tenders  on  the  supply  of  field  paint 
for  the  Bloor  Street  Viaduct  will  be  re- 
ceived until  April  11th  ])y  the  Board  of 
Control.  Specifications  at  Room  13,  City 
Hall. 

Tenders  will  be  received  until  .April 
11th  by  the  Board  of  Control  for  quan- 
•tities  of  asphalt,  brick  and  bitulithie 
pavement  and  concrete  curbs  and  side- 
walks. Specifications  at  office  of  the 
Works   Department.   City  Hall. 
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Made  in  Canada 


Pointe  Claire  Road.  Quebec. 
Tarvia  Filled  >lacadam. 


An  Economical 
Roadway— 


T  1  ERE  is  a  handsome,  economical 
-■-  tarviated  road.  It  will  take  a  large 
amount  of  traffic  without  developing  a 
dust  nuisance  in  dry  weather  or  a  nuid 
nuisance  in  wet,  without  getting  rough  or 
changing  contour. 

This  road  has  been  constructed  with 
"Tarvia-X"  as  a  binder  throughout. 

Once  a  year,  or  once  in  two  years,  it 
would  be  advisable  to  go  over  this  road 
and  spray  it  with  "Tarvia-B",  a  lighter 
grade,  which  requires  no  heating  to  pre- 
pare it  for  use  on  the  road. 

A  light  coat  of  screenings  should,  per- 
haps, be  spread  down  at  the  same  time, 
and  with  such  inexpensive  attention  this 


road  will  keep  its  contour  and  perfect 
waterproof  surface  for  many  years. 
The  cost  per  year  of  the  Tarvia  treat- 
ment will  be  very  much  less  than  the 
tirdinary  maintenance  expense  of  a  plain 
macadam  road  and  the  results  will  be 
vastly  more  satisfactory. 

Modern  engineers  have  given  up  building 
plain  macadam  roads  and  expecting  them 
to  withstand  modern  automobile  traffic. 
They  recognize  the  need  for  a  bitumin- 
ous binder.  The  cheapest,  the  simplest 
and  the  best  binder  is  Tarvia. 

Illustrated  booklets  describing  the  treat- 
ment free  on  request.  Address  our  near- 
est office. 


Special  Service  Department. 


This  Company  has  a  corps  of  trained  engineers 
and  chemists  who  have  given  years  of  study  to 
modern  road  problems.  The  advice  of  these  men 
may  be  had  for  the  asking  by  anyone  interested. 


If  you  will  write  to  the  nearest  office  regarding 
road  problems  and  conditions  in  your  vicinity  the 
matter  will   have  prompt  attention. 


THE  PATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTKEAL  TORONTO  WINNIPEG  VANCOUVER 

THE  CARRITTE-PATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  S.  SYDNET,  N.  P. 


Illlllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll^ 


52 


THE  CONTRACT  RECORD 


April  o,  1910 


Chicago  Issues  New  Rules  for  Sewer 
Trenching 

Utilities  in  the  space  to  be  occupied 
by  sewe'rs  in  Chicago  are  subject  to  new 
rules  recently  put  out  in  standard  specifi- 
cations by  the  board  of  local  improve- 
ments of  that  city.  The  principal  fea- 
tures of  interest  to  contracto;"s  relate  to 
trenches  dug  by  excavating  machines  and 
are  as  follows: 

Utilities  in  the  way  of  trench  mach- 
ines of  the  steam-shovel  type  used  to 
excavate  for  a  sewer  3  feet  in  diameter, 
or  larger,  must  be  removed  and  replaced 


without  expense  to  the  contractor.  This 
diameter  is  reduced  to  24  inches  when 
machines  of  the  endless-belt  type  are 
used.  Below  24  inches  the  utility  must 
be  left  in  place  and  maintained  at  the 
expense  of  the  contractor.  Utility  com- 
panies must  take  care  of  their  lines  when 
rock  is  to  be  blasted,  provided  five  days' 
notice  is  given. 

Where  sewer  trenches  are  excavated 
without  the  use  of  excavating  machinery, 
except  in  rock,  all  utilities  will  be  left 
in  place  and  maintained  at  the  expense 
of  the  contractor. 


In  paved  streets  utility  companies  must 
replace  disturbed  pavement  areas  outside 
the  limit  of  the  sewer  trench. 

Service  lines,  except  water  services,  to 
buildings,  must  be  removed  without  ex- 
pense to  the  contractor  on  48  hours'  no- 
tice, when  excavating  machines  are  used, 
also  all  interfering  aerial  equipment  must 
be  removed  or  altered.  The  latter,  how- 
ever, will  not  be  removed  to  accommo- 
date backfilling  machinery,  except  at  the 
expense  of  the  contractor.  Somewhat 
similar  rules  are  in  effect  with  reference 
to  water  mains. 


The  P 


Betwe^ 


It's  4.30.  Night  is  coming  on.  The  sockets  are  clicking  one  by  one  and  the 
huge  buildings  are  hghting  up.  The  load's  going  up.  What's  to  be  done? 
Shut  something  off?    No,  not  with  the 


TRADE  MARK 


Forced  Draft  Equipment  and  Fuel  Economizers 

in  Sturtevant-equipped  plants  the  evening  peak  is  not  dreaded.  It  is  not  a 
catastrophe.  The  forced  and  induced  draft  fans  speed  up  automatically  as 
the  load  comes  on.  The  boilers  are  enabled  to  carry  tremendous  overloads — 
sometimes  as  much  as  200  per  cent.  N  ew  boilers  may  prove  unnecessary. 
Sturtevant  Fuel  Economizers  in  conjunction  with  mechanical  draft  is  a  com- 
bination installed  in  hundreds  of  up-to-date  modern  plants.  Here  are  some 
iMg  points  on  Sturtevant  Economizers — 


(1)  staggered  pipes  (a  patented  feature)  ; 

(2)  metal-to-metal  joints;  (3)  l)uilt  for  300  lbs 
pressure. 

Adopt  the  Sturtevant  way;  it  is  flex- 
ible, economical  and  wasteless  — 
Our    Bulletin    187- Z    on  request. 


B.  F.  Sturtevant  Co.  of  Canada,  Ltd. 

Gait,  Ontario 
Toronto  Winnipeg  Vancouver 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood   sleeve   coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C,  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  ns  for  information  and  testimonials. 
550  Pacific  Street      -      -      -      -      -      -     VANCOUVER.  B.  C. 


Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

ANY  Carpenter-contractors  in  the  small- 
er  cities   and   towns   are   making  big 
money  erecting  wire  fences  in  place  of  the 
old  stjde,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agents:     Mussens  Ltd,  Montreal 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  of  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Ihomson,  Secretary, 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


CCteT»I««!rRPI»l«Pff 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 

3  inches  to  60  inches  diameter. 

of  Waterworks  Supplies.  foj.  Water,  Gas,  Culvert  and  Sewer 

HAMILTON,  ONT, 
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Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  x6 
explaining 
the  use  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Reqctest 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtaineil 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 

These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
b  i  n  a  t  i  o  n  with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
13  inches  in  diam- 
eter and  larger,  and 
.deliver  to  ,3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 
Write  for  it. 

The  American  Well  Works 

General  Office  and  Works  :  AURORA.  ILL. 
Chicago  Off  ice :    First  National  Bank  Building 

Special  Canadian  Dealers 
K.  H.  Buchanan  &  Co.,  -  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 

Kdmonton  and  Calaary 
B.  C.  lOciuipment  Co.,       -      Vancouver, B.C. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 

LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing  and  Ven- 
tilating is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  beingr  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        ^Vrite  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  HOSS  &  GRKIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St..  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vnncoiiver,  B.  C. 
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Ormsby-Luplon 


s 

T 
E 
E 
L 


S 
A 
S 
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An  important  feature  of  Ormsby-Lupton 
Steel  Sash  is  the  nietliod  of  crossing  tlie 
muntins — at  each  intersection  the  muntins 
are  rigidly  locked  together  making  a  joint 
that  cannot  corrode. 

You  get  more  light,  greater  strength  and 
lower  insurance  rates  when  you  use 
Ormsby-Lupton  Steel  Sash. 

Write  for  our  Literature. 

A.  B.  Ormsby  Co.,  Limited 

TORONTO 

Associated  with — 
The  Metal  Shingle  &  Siding  Co.  Limited 

Preston      Montreal      Winnipeg       Saskatoon  Calgary 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 

347  Adelaide  St.  West       -  Toronto 


-J  u 

You  Will  Do  Better 
with  an  OSGOOD 

The  OSGOOD  "18"  H  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  tlie  OSGOOD  "18"  will  handle  a 
clamshell   bucket    or   do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels— all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal  | 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  MonoMRail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

— Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  Walkerville,  Ont. 


CANADIAN  BRASS 


^>^^^C0  M  PAN  Ylimited 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 


Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers*  Supplies. 


MADE 
IN 

CANADA 


^  Write 
us  for 


Catalog 

Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable — Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Truat  &  SavinKS  BIdK. 
INDIANAPOLIS.  IND. 
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Cutting  the  High  Cost 
of  Power 


To  do  this  you  buy  your  fuel  on  specification,  burn 
it  under  boilers  of  guaranteed  efficiency,  and  conduct 
the  steam  through  insulated  lines  to  the  most  econom- 
ical engines  and  turbines  you  can  buy.  It  would 
seem  that  these  precautions  would  reduce  all  heat  loss 
to  a  minimum,  but  unless  your  boiler  settings  are 
well  insulated  you  are  still  wasting  fuel. 


Shuwing  middle  course  of  Xmiip.m  t  il  liisulatiiiff 
lirick  in  Boiler  Setting,  Pennsylvania  Kiililiii  Com 
pany,  Jeannette,  Pa.  .'id.dlMI  Xonpareil  IJrick 
used  in  this  installation. 


Nonpareil  Insulating  Brick 


for  Boiler  Settings 


are  tlie  most  efficient  insulation  yet  devised  for  protecting 
boiler  settings  against  heat  losses  by  radiation.  They  are 
composed  principally  of  diatomaceous  earth  (Kieselguhr), 
yvhich  is  one  of  the  best  nonconductors  of  heat,  and  will 
only  transmit  one-tenth  as  much  heat  as  common  brick 
or  fire  brick. 


The  convenient  form  of  Nonpareil  brick  makes  them 
especially  suitable  for  use  in  boiler  settings.  They  are  the 
same  size  as  fire  brick  and  are  bonded  with  courses  of  fire 
brick  and  common  lirick.  They  arc  also  made  in  standard 
shapes  for  arches,  etc. 


FULL  INFORMATION  AND  FREE  SAMPLES  ON  REQUEST 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  mcgiu  Building,  Montreal,  Que. 

Also  manufacturers  of  Nonpareil  High  Pressure  Coveringr  for  steam  lines  and  Linotile  for  Hoorina:  oftiees,  residences,  buildings,  etc. 


Steel  Derricks 

50  Tons  Capacity 

We  specialize  in  the  manufacture  of 
steel  guy  derricks  and  are  prepared 
to  ship  this  class  of  derrick  in  capaci- 
ties from  5  to  50  tons. 

The  illustration  shows  the  largest 
steel  guy  derrick  in  Canada.  It  is 
our  make  and  "Made  in  Canada". 

Electric  Hoists — Cranes — Derrick  Irons 
Stone  and  Marble  Working  Machinery 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Lord  Goschen 

England's  greatest  Finance  Minister  and  First 
Lord  of  the  Admiralty,  laid  down  this  axiom : 

"The  Truest  Economy  is  to  buy,  not 
in  the  cheapest  market,  but  in  the 
best." 

That  is  why  the  British  Govt.  Depts.,  Admiralty, 
War  Office,  etc.,  use  and  specify 

FERRODOR 

Rust-Proof,  Elastic  Paint, 

which  has  proved  itself  to  be  by  far  the  beit  pro- 
tection for  all  Iron,  Steel,  or  Wood  Structures,  and 
superior  to  Red  Lead  or  Graphite. 

It  is  made  in  London,  England^  by 

GRIFFITHS  BROS.  &  CO. 

Contractors  to  the  Imperial  and  Overseas  Govts.,  etc. 


STOCKED  BY 


SPIELMANN  AGENCIES  (Regd.) 

Specialists  in  Protective  Paints 
Read  Bldg.,  St.  Alexander  St.  MONTREAL 


J.vs.  Dickson,  Pres. 


Geo.  T.  Dickson,  Vice-Pres. 


Dickson  Bridge  Works  Co. 

Campbellford,  Ont. 


Bridge  over  Spanish  River  at  Massey,  Ont. 

Steel  Bridges,  Steel  Buildings 
Roof  Trusses 

and  other  Structural  Steel 

Foundry  and  Machine  Shop  in  connection. 
Estimates  on  application 


CCA/TIVT  DTD  UV  DTD  for  partitions,  suspended  ceilings 

DEa  V  iLll    t\lD    n  I  -IxlD  SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON 
GOODS  CO.,  Hamilton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


■4 


ATWOOD  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Rapreiented  by  W.  M.  Campball,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 

Offices 

Bridgeburg,  Ontario,  130  Janet  Street 

C'liicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Built  for  C.P.R. Montreal   Chicago,  111.  Greenville,  Pa 


Montreal 


TORONTO 


Winnipeg 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manuiacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College,  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo.  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 


A  Paying  Field  for  Progressive  Contractors — 
Apply  the  Oxy-Acetylene  Welding  and  Cutting  Process 

It  helps  you  to  do  a  COUNTLESS  NUMBER  of  jobs  in  a  novel  way 
-QUICKER-CHEAPER -BETTER- than  by  old  methods 

Modern  APPARATUS  (stationary  and  port- 
able) as  well  as  GASES  (Oxygen  and  Acety 
lene)  supplied  on  SHORTEST  NOTICE  and 

Made-in-Canada  by 

L'AIR  LIQUIDE  SOCIEH 

WEST  TORONTO   MONTREAL  WINNIPEG 

26  Boler  St.         Maiaonneuve     325  William  Ave. 

-THE  OXY-ACETYLENE  PEOPLE- 
Branches  the  World  over.         "SERVICE"  our  Motto 

L'Air  I>iquide  Society,  Maisonneuve,  ^ 
MONTREAL,  P.  Q.  . 

Gentlemen ;  —  Please  send,  post  paM,  without  I 
obligating  me,  your  NEW  BOOKLET. 


Name  .. 
Add  cess 
Prov  


.Dale 


Business 


('  R 


Welding  of  light-gauge  shells— later  on  armoured  and  embedded  in  cement- (or 
Water  Mains,  Gas  Mains,  etc. 

THIS  COUPON  will  bring  you— without  obligating  you— MUCH  INFORMA- 
TION about  this  rapidly  spreading  process. 

DO  NOT  POSTPONE  SEND  COUPON  NOW 
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Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 


Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


You  Eliminate  Needless  Risk 

when  you  install  Hi'andabd  Huhhci-  Insulated 
Wii'es  and  Oables  in  that  building  of  yovirs.  Ask 
our  nearest  office  t'oi-  prices  of  Sta.ndakd  wiie 
before  buying. 

Standard  Underground  Cable  Co. 

of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  Que.       Winnipeg-,  Man.        Seattle,  Wash. 
Manufacturers  of  Electric  Wires  and  Cables  of  all  kinds,  for  all 
services,  also  Cable  Accessories. 


For  More  than  Half  a  Century 

We  have  Served  the  Canadian  Engineer 


As  permanent  as  the 
Earth  itself 


and  throughout  all  these  years  it  has  been  our  con- 
stant endeavor  to  improve  our  product,  until  today 
we  candidly  believe  that  our  Vitrified  Salt  Glazed 
Sewer  Pipe  is  equal,  if  not  superior  to  that  produced 
by  any  other  maker  on  the  continent. 

We  have  steadily  increased  our  plant  and  kiln  cap- 
acity to  keep  pace  with  the  ever  increasing  demand, 
and  right  now  we  are  prepared  to  give  prompt  ship- 
ment to  you. 

Our  goods  have  the  approval,  and  are  bought  by  the 
best  engineers  throughout  this  Dominion.  They 
are  convinced  that  a  permanent  job  can  be  ob- 
tained by  their  use,  and  it  is  to  the  "Stranger" 
that  we  address  our  appeal. 

May  we  have  your  inquiries? 


The  Hamilton  &  Toronto  Sewer  Pipe  Co,  Ltd. 

HAMILTON  and  TORONTO,  CANADA 


1^  A  f  f   C!   New  and  Relaying 
Ix/^lli^O  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


DARLING^ 
STEAM 


PPLIAiCE 


IDARLING  BROTHERS  i 

LIMITED  --'  ^ 


Engineers  and  Manufacturers 
MONTREAL,  CANADA 


Branches: 

Toronto  and  Winnipeg 


Agents: 

Halifax.  St.  John,  Calgary.  Vancouver 
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Ever  notice  how  many  DAKE  Swinging 

Engines  are  used  on  big  construction  jobs? 

It's  because  the  contractors  demand  that 
flexibility  of  operation — that  instant  starting, 
stopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 
Steam  Motor.     No  dead 
centers. 

Write  for  our  latest  catalog 
of  contractors'  hoists,  swingf- 
ing  engines,  motor  crabs,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal :  Mussens.  Ltd.      Toronto :  A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


aIZ-":::  •    STANDARD  STEEL 

Always  in  stock  CONSTRUCTION  CO. 
Reinforcing  Bar* 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  AND  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  aize  or  quantity. 

Our  service  is  unexcelleS  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Esiery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 


PboncF,  Office  North -{  ggg     Evenings,  North 


2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000 Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadturers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples  Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data  " 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  of  Enameled  Brick  exclusively 

1182  Broadway,  New  York. 


Canada  Iron  Foundries,  Limited 


Head  Office 


Mark  Fisher  Buildini; 
MONTREAL 


CAST  I  RdN  PI  PI 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castinsrs 
of  all  kinds,  Noorins:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost  ►^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Tenders 
Wanted 


should  be  advertised  for  in  the 
''Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


~A  <  t  \  I  t  \  I  t.  ^  \  «,  V  »  ^  V  \      \  ?  X  ^  ■•   <  V  <   .  V*)P 


Get  the  Name  in  Your  Town  as 
the  right  man  for 

Metallic  Ceilings  and  Walls 

Write  us  for  samples  to  show  your 
customers  and  up-to-date  advertising 
matter  to  mail  to  the  dozens  of 
prospects  in  your  vicinity.  Our  plates 
fit  snug  and  right — you  get  a  good 
job  quickly!  That  means  profit  and 
reputation. 

Write  us  today  for  catalogue  and  prices. 

Metallic  Roofing  Co.,  Ltd. 

Toronto       Manufacturers  Winnipeg 


3 

i 

Si 

5» 


T?TT-?-^,"vvw»mwi'ii.i»amnn 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  S  hariel  lots,  $1.S5  per  bbl. ; 
with  bags,  $2:25:  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M.  ;  No.  2,  $18.  Sun-Te.x  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.     Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.   B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  ^  in., 
.$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  SOc.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22  IS  ft.,  $23;  1-in.  Hemlock,  No,  1  $21; 
■  No.  1  Hemlock  decking  $22_  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in,,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  .$30;  1-in.  by  12-in.,  $.30 
to  $32;  2-in.  by  4-in.  to  1.3-in.  white  pine, 
12  ft.  to  IG  ft.  long,  $26  to  $31;  Ji  hy  G 
and  10-in.  pine  shelving,  $33  to  $36;  Ji  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $.35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;J*Jo. 
.$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
.$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
.$4;  N.  B.  clears  ,$3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10  ;  No.  1  spruce  lath  $4.75. 


Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  x  14,  14  X  16,  $3.8.00;  10  x  16, 
12  X  10,  10  X  10,  14  X  1.S  X  -iS,  20  x  20, 
.$.38.50;  12  x  l.S,  IS  x  20.  .$39.00;  10  x  IS, 
12  X  20,  14  X  20,  16  x  20,  .$40.00.  These 
prices  apply  to  32  ft.  lengths;  .32  to  35  ft. 
$1.00  per  thousand  extra;  .36  to  40  ft.  $2.00 
per  thousand  extia. 


STEEL  AND  IRON 

Steel  and  Iron  Bars— $2. .50  base,  twisted  and  de- 
formed, $2. .50;  structural  sections,  $.3.00;  small 
sizes  .$3.25. 


Steel  Plates— tank  and  boiler,  .$.3.00$3.10  per 
100  lbs.;  !4  in.,  .5/16  in.  and  -ji  in.,  $2.75 
per  100  lbs.;  gauge  plates.  No.  10,  $3.10, 
No.  12,  $3.15,  No.  14,  ,$3.05  per  100  lbs,; 
black  American  bessamer  plates,  28  gauge, 
$3,35  per  100  lbs. 


Galvanized  iron    28  gauge  $5,25. 

Cast-iron  pipe — Standard  prices,  carloa<l  lots,  f.o.b. 
Toronto;  4  in.  $34  per  net  ton;  6  in.  to  12- 
in.  .$33;  12  in.  up  .$32.50,  with  $1  extra  lor 
gas  pipe. 


Corrugated    Sheets — 26   gauge  $5.25   per   sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6in.,  40c  ft.;  8-in. 
.5.5c  ft.;  9in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  1.8-in.,  $1.90  ft.;  20-in.,  .$2.25  ft.;  24- 
in.,  $3.25  ft.  ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  IS-in.,  05  per  cent.,  20. 
in.   to  24-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  SOc.  per  gal.;  red  lead, 
dry,  $10  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
86c.   per   Imp.  gal,,   southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20 ;  buff  rustic,  $20 ;  red 
rustic,  $12;  buff  (smooth),  $21;  buff  (rough), 
$25;  plastic,  .$8.50;  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  $10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight    pipes    (per    foot) — not    reinforced,  8-in. 
26c.;  9-in.  30c;   10-in.   34c;   12  in.  40c;  15-in. 
60c;  IS-in.  74c.     Reiftforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36  in.  $2.40; 
42-in.  .$3;  4S-in.  .$4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  .$1,40;   ^^in.,  $1.65;  5i-in., 

$1,75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $10.25;  60  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  3  containing  charge  of  8.3 
grs.,  .$8.50  per  1,000;  No.  6,  15.4  grs,,  $11.25; 
No.  7,  2.3.1  grs.,  $14.50;  No.  8,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weight,  $15.00  each;  No.  3,  20  shots,  25  lbs., 
$22.00;  No.  4.  50  shots,  45  lbs,,  $42,00;  No, 
5,  100  shots,  .53  lbs,,  $70,00,  Leading  wire, 
in  coils  of  500  ft,,  Ic.  per  ft,  ;  leading  wire, 
twin  cable,  in  coils  of  250  ft,,  3c.  per  dble. 
ft. ;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strengtlr  $3.50,  double  strength 
.$4.10;  6-foot,  single  $4.04,  double  $4.64;  8- 
foot,  single  .$4.58,  double  $5.1S;  10-foot,  single 
$5.12.  double  .$5.72;  12foot,  single  $5.66, 
double  .$6.26;  14-foot,  single  .$6.20,  double 
$6.80;  16-foot,  single  $6.74,  double  $7..34; 
IS-foot,  single  .$7.28,  double  $7.88;  20-foot, 
single  $7.82,  double  $8.42;  22-foot,  single 
.$8,57.  double  .$9.17;  24-foot,  single  $9.32, 
double  .$9.92;  26-foot,  single  $10.07,  double 
$10.67;  28-foot,  single  $10.82,  double  $11.42; 
30.foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  %  in.,  25c.  extra;  -54  in.  x  H  in. 
X  in.  50c.  extra.  Boiler  plates — J4  'n. 
thick  and  thicker,  $3.50.  _  Circular  plates- 
Flange  quality,  30  in.  dimension  and  over, 
.$3.7.5;  imder  .30  in.  dimensions.  $4.0.5.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $3.75; 
35  lbs.  per  yd.  and  over.  $.3. .50;  f.o.Ii.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$.5.25,  28  gauge,  $5,00  per  100  sq,  feet.  Cop 


per  bearing  sheets — Keystone  black,  28  U.  S. 
gaugue,  $4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in.,  70c;  lOin.,  SOc;  12-in.,  $1; 
24  in.,  $3.25.  Bends,  each  75c,  $1.20;  $2.20, 
.$2.S0,  $3.20,  $4.00,  $13.  Double  collar,  75c, 
$1.20,  $2.20,  $2.80,  $3.20,  .$4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
.$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4,90,  $5,50,  $8,  $26.  Y.  Pipe, 
ft,,  $2,  $3,  $4.12,  .$5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  .$2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster — $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla. 
21c  basis  per  pound;  British  manilla,  17c. 
basis;  African  hemp,  17c.;  sisal  rope,  13c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil — 
in  barrels,  99c.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  96J^c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  .34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
.$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in,,  $2,50  per  yd,;  1-in,,  .$2.75; 
i^-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $1.3  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  — -for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd,,  delivered,  $1,85. 


Crushed  Granite— lj4  and  2-in,,  $2.65;  54  in.  and 
1-in.,  $2.90;  -J^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  ,$46; 
No.  3  red  pine,  4  in.,  .$.38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $.32;  No.  1  and  2  fir,  edge  grain,  3  in., 
.$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  ,$46;  No.  3,  $40;  No. 
4,  $32  ;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac. 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  .$.38;  10  x  14,  14  x  14,  14  x  10, 
6  x  10,  6  x  12,  8  X  12,  .$.39;  10  x  16,  12  x  16, 
16  X  16,  14  X  IS,  16  X  18,  18  x  18,  20  x  20. 
.$40;  6  X  14.  8  x  14,  12  x  18,  18  x  20,  .$42;  0 
X  16,  6  x  18,  6  X  20,  8  x  16,  8  x  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20. 
$43. 

Pine— 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5'A-ui.  ditto,  $4.40 _;  S-in.  pine  b_ase,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  ,$3,50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  hand- 
sawn,  $7. 

STEEL  AND  IRON 
Slccl— Round    bars,   ,$2.,35   per    100   lbs.;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard   price,  car  load  lots, 
f.o.b.  Winnipeg,  ,$3.S  per  ton. 

(Continued  on  page  66) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

LIMITED 

BAR  STEEL 


Warehouse  Stocks  : 

Sales  Offices  : 

SYDNEY,  N.  S. 

SYDNEY,  N.  S. 

Mills  and  General 

MONTREAL,  QUE. 

MONTREAL 

Offices : 

112  St.  James  St. 

TORONTO,  ONT. 

TORONTO 

SYDNEY,  N.  S. 

FT.  WILLIAM,  ONT. 

18  Wellington  St.,  E. 

WIRE  NAILS  -  o  -  WIRE  PRODUCTS 


"Pillar  Brand" 

Hardwall  Plaster 

"Pillar  Brand"  hardwall  plaster  is  made  from  the  purest  Nova 
Scotia  Rock,  calcined  and  prepared  by  expert  workmen  under  experi- 
enced supervision. 

"Pillar  Brand"  plaster  is  mixed  with  the  highest  grade  goat  and  cat- 
tle hair,  thoroughly  washed  and  specially  prepared. 

We  also  make  cement  plaster,  whitewall  finish,  plaster  of  paris,  and 
land  plaster.     Shipments  by  rail  or  water. 

* 

Write  us  for  prices. 

The  lona  Gypsum  Co.,  Limited 

Head  OMcCj  Sydney,  N.  S.  Mills,  lona,  N.  S. 


66 


THE   CONTRACT  RECORD 


April  5,  1916 


CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  64) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISJ/J  cents;  S  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton  ;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
.fl5.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.  ;  raw  linseed  oil,  in  bbls.,  95 
i:ents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mi.xed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LliME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse  ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.  C.  f^r)—  all  sires  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  .$11  to  ,$13;  sizes  from 
16  X  16  to  20,  8  X  20.  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No,  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base ;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 28  gauge,  $6.75  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 
Black  steel  sheets,  24  gauge,  $4.60  per  100  lbs 

Steel  angles— $4,50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4,50  to  .$5,00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12j^c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in,,  $1,50  ft,; 
24  in,,  $2.25  (all  net  prices), 

SUNDRIES 

Hard  wall  plaster —$13,00  in  car  lots  f,o,b,  Van- 
couver, bags  extra, 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $17.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f,o,b, 
Vancouver. 

Rope — Manilla,   full   coil,   16c  basis;   2nd  grade, 
liyic  basis;  sisal  rope,  12yic  basis. 


PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.40  to  $2.75. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 

100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $11  to  $12  per  100  lbs.;  putty  in  bulk, 
bbls._,  $2.75;  putty  in  25-lb.  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.00. 


The  Herringbone  Policy 

On  account  of  its  fireproof  qualities  the  use  of  Metal  Lath  should  be  greatly  extended. 
Two  things  prevent  this,  cost,  and  the  possibility  of  corrosion. 

Our  Sherardized  coating  prevents  corrosion  but  increases  the  cost.  Our  cold  japanned 
coating  is  economical  and  generally  efficient,  but  leaves  the  steel  unprotected  at  points 
where  it  becomes  scratched.  Our  latest  Herringbone  improvement,  the  use  of  copper  alloy 
instead  of  steel,  reduces  corrosion  at  scratched  places  to  a  negligible  amount. 

This  improvement,  adding  greatly  to  the  manufacturing  cost  of  Herringbone  Lath,  is  not 
being  used  as  the  occasion  for  any  advance  in  price.  By  reason  of  this  generous  policy  Her- 
ringl)onc  Copper-Alloy  Lath  becomes  the  final.- word  in  the  metal  lath  industry. 

.  Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 


April  5,  1916 


THE   CONTRACT  RECORD 


67 


Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 

Hamilton,  [^Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4',  7/8'  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 

"BEATTY" 

Hoisting  Engines^  Dredges^  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

1 —  7  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 

2 —  6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X    8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  j4  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6>^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que.        -Agents—       ROBT.  HAMILTON  &  CO  Vancouver  B  C 

E.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipep.Man. 
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Civil 

Electrical 
Mechanical 

Directory  of 

Engineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Eng^ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  iJisposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Huildings,  &c.,  &c. 
H'/j    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineer)), 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


anglins 

LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


Al-I- BUILDING  WORK 
LARGE  OR  SMALL 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufarhners  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Cliannels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

I'lioiie  Ofhcc  and  Works: 

Main  904-9<l5  62  Esplanade  E..  Toronto. 


GEO.  K.  McDOUGALL 

Consulting  Engineer 

Electric  and  hydraulic  power  stations,  high 
voltage  transmission  lines,  industrial  electrical 
installations,  reports,  specifications,  tests,  etc. 

POWER  BLDG.    -  MONTREAL 


R.  O. 
WYNNE  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


Power  &  Son, 

Arctiitects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


MARK5.  COPYRIGHTS  &_nny|^ 


STANLEY  LIGHTFOOT 

REG  O  PARENT  SOiiC'^OR  AND  ATTORNEY 
l-UMSDEN   BLDG.('^'5-yJ!'|5|qe")  TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FHtt 
".~T,oN  T„,,  •..oenl  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement    Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Ready  to 
Ship  on 
Short 
Notice 


B 


essemer 
lock 


The  Permanent 
Paving 


(No.  5  of  a  Series  on  "The  Making  of  Bessemer  Block" 

If  you  looked  into  our  brick  yards  you  might 
get  one  of  two  impressions — either  that  we 
were  selHng  lots  of  BESSEMER  BLOCK  or 
that  we  had  never  sold  any. 

For  the  big  piles  of  BESSEMER  BLOCK 
might  suggest  the  accumulation  of  years  to  the 
man  who  didn't  know.  The  big  storage  piles 
and  the  modern  yard  layout  and  loading  equip- 
ment are  your  insurance  of  rapid  delivery. 

No  danger  of  having  the  paving  or  highwa}' 
"job"  held  up,  waiting  for  BESSEMER 
BLOCK. 

Made  under  the  Dunn  Patents.  (  Our  users 
may  consult  free  of  charge  with  the  Dunn  or- 
ganization of  noted  paving  engineers.) 

Write  for  the  interesting  history 
of  BESSEMER  BLOCK 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 

Largest  Paving  Block  Plant  in  the  World 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 
Co.,  Ltd. 

50,(100  gallons.  149  feet  to  top 
niO.OOO     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 


ro 
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Buffalo  Niagara  Conoidal  Fans 
Are  Strongest 

One  of  the  largest  American  concerns  has  occasion  to 
use  fans  for  service  where  sudden  starting  and  stopping  is 
necessary.  A  testing  machine  was  made  to  approximate 
actual  working  conditions,  by  bringing  the  fan  wheels 
from  rest  to  1500  R.P.M.  and  stopping  in  one  second. 

Fans  of  a  well  known  make — multiblade  type — after 
several  improvements  and  changes  in  design  made  as  their 
best  tests  2580  and  1488  cycles  of  starting  and  stopping 
before  they  went  to  pieces. 

A  Conoidal  Wheel,  the  only  one  offered,  and  without  the  advantage  of  pre- 
vious test,  has  made  37333  cycles  when  the  shaft  of  the  testing  machine  broke, 
leaving  the  fan  apparently  in  good  condition  to  go  on  indefinitely  as  reported  by 
the  buyers'  Engineers. 

SEND  FOR  CATALOG  201 

Canadian  Blower  and  Forge  Company,  Limited 

BERLIN,  ONTARIO 

ST.  JOHN  MONTREAL  TORONTO  WINNIPEG  VANCOUVER 


Nova  Scotia  Steel  &  Coal  Company^  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydrauHc  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  "Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 

For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 
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PIATT  IRON  WORKS'  -  DAYTON,  OHIO. 


Centrifugal  Pumps 


for  High  Lift 


Figure  2249.    7-inch  Five-Stage  Piatt  High  Lift  Centrifugal  Pump 

Can  be  direct  connected  to  an  electric  motor,  as  shown,  or  to  a  steam  turbine 


Single  rotating  element.  Automatic 
balancing  pistons.  Removable  composition 
wearing  rings.  Semi-flexible  couplings. 
Bed  Plate  provided  beneath  pump  and 
motive  power.  Low  center  gravity.  In- 
terchangeable parts. 

Full  guarantee  for  each  pump.  Every 
pump  given  running  test  before  shipment 
under  approximate  operating  conditions. 


Simplicity 
Compactness 

Economy 
Accessibility 

Reliability 


Split  casing,  two  parts  only,  allowing 
removal  of  rotating  element. 

No  disturbing  of  connecting  pipe  flanges. 

Heavily  babbitted  ring  oiling  bearings. 

StuflUng  box  separate  from  bearing,  water 
sealed  on  suction  side. 

Cast  iron  casing,  bronze  impellers,  steel 
shaft  with  bronze  covers. 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
whether  installed  where  every  facility  is  at  hand,  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  pacl^ed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  witer  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  7S0  covers  the  complete  line. 

Stilwell  Feed  Water  Heaters 

Class  **0''  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  7S3  is  descriptive. 


Victor- Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 


Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  6S4  on  request. 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


PLATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 

COLUMBIA,  S. 

DALLAS 

DENVER 

DETROIT 

HAVANA 


C. 


INDIANAPOLIS 

TACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS' 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PITTSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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Safety  First 

Use 

"  DOMINION  " 

WIRE  ROPE 

Immediate  Shipment  from  Montreal,  St.  Catharines  and  Winnipeg  Stocks 

The  Dominion  Wire  Rope  Co.  Limited^  Montreal 


Necessities 

for 


Contractors 


"KING  BEE"  Gasoline  Lights 


Drag  Scrapers 

Hoisting 
Engines 


In   our  various  warehouses  we 
carry  a  large  stock  of  all 
classes  of 

Railway  and 
Contractors*  Supplies 


HEAD  OFFICE 


MONTREAL 

Branch:-St.  Catharines,  Ont. 


Vol.  30  Toronto,  April  12.  1916  No.  15 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  u„,t.o 

GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 
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Improved  Steel  Champion  Reversible  Road  Machine 

WRITE   FOR  CATALOGUE 


i 


Manufactured  by 


The  Dominion  Road  Machinery  Co.,  Limited 

A  Full  and  Complete  Line  of  Road,  Street  and  Contractors'  Machinery  and  Supplies 

Goderich,  Ontario 


Easy  Work  Is  An  Essential  of  Tapping  jj^iji 

There  is  no  use  in  breaking  a  man's  back  with  a  hard 
pulling,  hard  cutting  tapping  machine. 

With  an  easy  working  machine  like  ^ 

THE  MUELLER  ^ 
WATER  MAIN  TAPPER 

It  is  a  simple  matter  to  make  a  tap  either  in  a  dry  main 
^     or  a  main  under  pressure.      Thousands  of  water  works 
men  will  verify  this  statement.     No  new  water  com- 
\      pany  should  start  business  without  a  Mueller  Water  Tapping  Machine. 

\  r    .  1-1 

\  It  s  an  everlasting  tool — wears  20  to  30  years. 
H.           \  , 

Mueller       \  ma\\  the  coupon. 

Mfg.  Co.         N  ^  MADE  IN  SARNIA,  CANADA 

Ltd.  > 

r::::  .„J\        H.  Mueller  Mfg.  Company,  Ltd. 

sarma,  ontario 

S'Kne*^  "^.^    Makers  of  High-Grade  Water,  Plumbing  and  Gas  Brass  Goods. 

City  Prov  


April  }2.  ion; 
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28  "Service"  Branches  Throughout 
Canada 

MINION 

Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


Efficient  Service 


Our  constant  aim  is  to  give  you  EFFIC- 
IENT and  RELIABLE  SERVICE,  the 
kind  that  leaves  an  impression  of  personal 
attention. 

"  Service  "  Branches  throughout  Canada 
with  complete  stocks,  make  quick  and  prompt 
deliveries  possible. 

IF  IT'S  RUBBER 

The  Dominion  Rubber  System 

HAS  IT 

Write  for  cataloguCf  and  let  us  show  you  how  well  we  can  serve  you. 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Mod  ern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVt -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious .Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents.. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill   Book  Company.     190  pages,  illustrated. 


Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith, 
lished  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00. 


Pub- 


Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
.$1.50. 

Elevators;  a  Practical  Treatise  on  the  Development  and  Design 
of  Hand,  Belt,  Steam,  Hydraulic  and  Electric  Elevators, 
liy  John  J.  Jallings,  published  by  the  American  Technical 
Society  in  1915.    217  pages,  illustrated.    Price  $1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  .$2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
4.'!S  pages,  illustrated.     Price  .'54.00, 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 


Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  ilkistraled.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Publislied  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead.  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 
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Settle  Now  the  Question  of 
Permanent  Concrete  Bridge  Work 

Get  your  letter  off  today  for  the  free  booklet  contain- 
ing much  important  data  and  many  valuable  tables 
and  sectional  illustrations  showing  plainly  the  Pedlar 
Principle  of  Permanent,  Fire-Proof,  Economical 
Concrete  Construction  for  bridges,  rcofs,  sidings, 
segmental  arch  floors,   etc.,  with 


PEDLAR'S  FERRO  DOVE-TAIL  PLATES 

l.carn  how  well  Pedlar's  Kerru-i)o\etail  Plateb  piudiice  more  secure  construction  while  saving  much 
time  and  money. 

Learn  how  easily  they  do  away  with  special  form  work  and  help  you  get  through  the  work  at  smaller 
Jahor  cost. 

See  how  tiioroughly  they  protect  your  construction  from  the  influences  of  air,  water,  gas,  acid  fumes 

or  corrosion.     Read  with  what  certainty  you  can  put  an  end  to  continual  repairs. 

The  booklet  and  the  valuable  data  and  tables  it  contains  is  free  to  anyone  interested  in  permanent 

jconcrete  construction.     Shouldn't  the  information  this  booklet  contains  he  in  your  hands? 

Let  us  know  today  where  to  send  your  copy.     Write  now! 

Address  Nearest  Branch 

THE  PEDLAR  PEOPLE  LIMITED 

Established  1861 

Executive  Office  and  Factories — OSHAWA,  ONT. 

Branches  -   MONTREAL,         OTTAWA,  TORONTO,         LONDON,  WINNIPEG 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,   Forgings,  Hydraulic 
Machinery.  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whaels,  Water 

Workt  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160  Ibt.  fire. 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Worki 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Workt 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons   Limited  ,  t7 

Sturtevant  Co.  of  Can.,  Ltd.,  15.  t. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 
Bradford  Pressed  Brick  Co. 


Brick  Dryers 
Bechtel,  B.  E. 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 

Mansfield    Engineering  Co. 


Brick  Machinery  and  Supplies 
Bechtel,  B.  E. 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 

'  Can.  Chicago  Bridge  &  Iron  Wks. 
UesMoines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba   Bridge  &   Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield   Engineering  Co. 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cement 

Alfred   Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Clayworking  Machinery 
Bechtel,  B.  K. 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Woiks. 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.   \V.  Johns-Manville  Co., 
Limited 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  ,&  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
'Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion   Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  11.  W.  Jolms-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,   W.  L. 

Contractors'   Plant  &  Supplies 
Realty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Dniiiinion   Koful  Macliinery  (  ci. 
Goodwin,  Barsby  &  Company 
Marsh    &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,   Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.    Ingersoll-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  II.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Work* 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Rogers  .Supply  Company. 

Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Exeter  Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 
Bechtel,    B.  E. 

Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel   Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Elastite  I 
Carey   Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills  ' 

Canadian    Ingersoll-Rand  Co 

Electric    Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems  1 
Ontario  Wind  Engine    &  Pump  '; 
Company.  | 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co.  | 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec 

tion  Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
McDougall,  Geo.  K.' 
Wynne-Roberts,   R.  O. 

Expanded  Metal 

Pedlar  People  Limited  , 
Trussed  Concrete  Steel  Co.  | 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pellelier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Filtration  Plants 

New     York     Continental  Jewell 
Filtration  Company 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Window! 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed  '  Concrete  Steel  Co. 

(Continued  on  Page  8  ) 
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Points  on  Pavements — No.  4 

Long  life  in  pavements  is  like 
endurance  in  an  athlete.  It's 
havino  the  riorht  stuff  to  work 
with  and  then  making  the 
most  of  it. 


LAKE 
ASPHALT 


has  proved  in  an  endurance 
test  of  35  years  that  it  builds 
the.  pavements  of  longest  life 
with  least  expense  for  upkeep. 

The  Barber  Asphalt  Paving  Co. 


The  Baby  Ford 
Meter  Testing 
Machine 


The  Ford  "Baby"  gives 
you  the  same  means  of 
rapidly  and  accurately 
testing  your  water  meters 
as  the  Standard  Ford. 

The  quality  of  work- 
manship and  material  are 
of  the  same  high  grade — 
but  the  price  is  only  $45. 

You  can't  afford  to  be 
without  a  "Baby"  Ford  at 
this  price.  We  will  be 
glad  to  give  you  details 
aljout  this  convenient  one- 
meter  testing  machine. 

Write  us  for  the  bulle- 
tin— to-day. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 


FIREPROOF      — ( 

RESISTING 

^/[LIGHTNING- 

\\       [  PROOF  J 

WEATHER- 

-PROOF J 

True  Building  Economy 

True  economy  in  building  construction  is  procured  by 
using  roofing,  siding  and  accessories  wliich  are  cor- 
rosion-resisting, fireproof,  lightning-proof  and  weather- 
proof.   Such  material  is 

Rust  and  Corrosion-resisting 
Roofing,  Siding  and  Accessories 

An  inferior  material  costs  just  as  much  to  apply  as 
Toncan  Metal  Roofing,  Siding,  etc.  Then,  while  you 
are  at  it,  why  not  specify  material  that  will  reduce  the 
maintenance  expense?   Toncan  Metal  will  do  it. 

Other  uses  for  Toncan  Metal: 

Conductor  Pipa  Shingles 

Enves  Trough  Tanks 

Ventilators  Metul  Lath 

Skylights  Cornices 

Blower  Systems  Window  Frames 


Get  this  Book^ 


THE 

PEDLAR  PEOPLE 

LIMITED 

Oshawa,  Ont. 

Canadian  Distributors 

The  Stark  Rolling 
Mills  Co., 

Canton,  Ohio 

Sole  Makers 


A 


The  Pedlar  People  Ltd. 

Oshawa,  Ont. 

Semi  nie  witliout  cost  or  ob- 
ligation a  copy  of  "Corrosion 
—The  Cause— The  Effect— The 
Remedy". 

Xame   


.\aaiess 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 

Manitoba  Bridge  &  Iron  Works 

McGregor  &  Mclntyre 
Flag  Poles 

Ontario   Wind   Engine   &  Pump 
Company.  • 
Flooring  Materials 

Armstrong  Cork  Company 
Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Furnaces 

Smart    Mfg.    Company,  Jas. 
Forges 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 
Form  Clamps 

Peerless  Form  Clamp  Co. 
Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Sliapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario    Wind    Engine   &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Gravel  Buckets 

Mansfield    Engineering  Co. 

Hammer  Drills 

Canadian    IngersoU-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  o{  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 
Armstrong  Cork  Company 

High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 
Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian   Ingersoll  Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh   &  Henthorn 

Northern   Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Beatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Irofi  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr   Engine  Company 
Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  H. 

Bechtel,  B.  E. 

National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur.  Co. 
Insulating  Bricks 

Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

Northern  Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Jolins  Manville  Co., 
Limited 
Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Dennis  Wire  &  Iron  Works  Co. 
Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 
Armstrong  Cork  Company 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air   Liquide  Society 

Packing 

Can.  H.  W.  Joliiis-Manville  Co., 

Limited 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Bessemer  Limestone  Company 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,   Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


OF  trmd: 


April  13,  1916 
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II 


^■^■■Kk;  -«:bs  ■  ■ 


Section  of  Canadian  Pacific  Railway  Terminals,  TORONTO 

Because  Architects  and  Engineers 
know 

it's  "A  LITTLE  BETTER" 


WHY? 


Structural  Steel  painted  with 

"SUPERIOR  GRAPHITE  PAINT" 

DOMINION  PAINT  WORKS,  Limited 
^On?peg  walkerville,  ont. 


MONTREAL 
VANCOUVER 


Macadam  Roads 


must  he  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Pipe  and   Boiler  Coverings 

Can.  H.  W.  Jolins-Manville  Co., 
Limited 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion  Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
.  Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plate  Switch  Frogs 
Bechtel,  B.  E. 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Tohns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian    Ingersoll-Rand  Co. 


Pneuntatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blonier  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind   Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.   W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Cnii.  11.  W.  Juliiis-Maiiville  Co., 
i.iiiiitfd 

Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington   Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 


Waterous  Engine  Works  Co. 


Sawyer-Massey  Company 
-     ■  Wor- 

Roofing  Material 

Can.  H.  W.  Jolins-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson   Mfg.  Company 
Pedlar    People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 
Rogers  Supply  Company 

Sand   and   Gravel  Plants 

Mansfield   Engineering  Cu. 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Segment  Sewer  Pipe 

Ontario  Sewer  Pipe  Company 


Sewer  Pipe 

Britnell  &  Company 

Canada  Iron  Foundries 

Dominion  Sewer  Pipe  Co. 

Gartshore  Thomson  Pipe  Co. 

London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 

National   Iron  Works 

Ontario   Sewer   Pipe  Company 

Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Silo  Moulds 

London  Concrete  Macliine.y  Co. 

Skylights 

Pedlar    People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Irqn  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 

(Continued  on  page  14 ) 
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MADE  IN  CANADA 


1  Que  man,  uiuiided,  can  per/onn 
I  entire  operation  of  raising  filled 
B  cans  to  sidetoalk  and  lowering 
B  empty  cans  to  cellar. 


—for  Speedier  and  | 
Safer  Ash  Removal  | 


THE  G  &  G  Telescopic  Hoist,  Model  A,  raises  a  load 
of  500  lbs.  at  a  speed  of  30 .  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET  ''A" 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL    CO.,  LTD., 
VANCOUVER, 
Agent!  for  British  Columbia 


B.  A  S.  H.  THOMPSON  4  CO., 
LTD.,  MONTREAL 
Agenti  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


lllllllllll 
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Architects       Engineers       Public  Authorities 

British  Columbia  Douglas  Fir 

is  UNEXCELLED  for 

Heavy  Construction        Mill  Construction 
Harbour  Works        Warehouses  Factories 

and  all  work  requiring 

Strength       Durability  Dependability 

British  Columbia  Douglas  Fir  is  obtainable  in  the  largest  sizes  required. 
Full  information,  including  Strength  Tests,  will  be  gladly  furnished  free  on  application 

B.  C.  LUMBER  COMMISSIONER 

Phone  M.  1 1 88  Excelsior  Life  Building,  Toronto  and  Adelaide  Sts.,  TORONTO 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 

Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger  sizes  made   to   your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 

Limited 

17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces 

G.L  LACHANCE  Regd.,  263  St.  Paul  Street,  Quebec,  Que. 


WIRE 

REINFORCE- 

MESH 

MENT 

Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 


from 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
IS  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  I  0  per  cent  over  any  other  type  of  Machine.  Full  particulars  on  request.  Send  for 
Catalogue  No.  lA. 

We  tiave  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  Clement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 


April  12,  I'JlO 
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Builders 


of 


Chimneys 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 
cost  per  contract,  by 
adopting 

Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormous  expense  of 
which  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 


We'll  gladly  tell  you  more 
about  this  wonderful  system. 

Write  today. 


T.N. R.,  Quebec,  198'  high,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


EXPArJsiOlJ 

O  O  I  INT 


No  Joints 
To  Pour 


Think  of  the  economy  in  time  and  labor,  the 
satisfaction  of  having  no  spacing-  strips  to  re- 
move, no  tar  kettle  to  heat  and  no  come  backs. 
All  the  work  in  front  of  the  gang  all  the  time! 

ELASTITE  is  a  scientific  expansion  joint  of 
high  grade  asphalt  compound  with  faces  of  spe- 
cial asphalt  felt.  It  comes  to  the  job  in  sections 
of  any  required  dimensions.  It  makes  a  perfect 
bond  with  the  grout  or  concrete  and  expands 
and  contracts  uniformly  with  the  structure. 

Contractors  who  have  used  miles  of  ELAS- 
TITE in  streets  and  bridges  have  found  it  most 
economical.  They  say  that  it  is  a  life  preserver 
for  the  nian  who  does  work  under  the  provisions 
of  a  maintenance  bond. 

For  free  sample,  specifications  and  literature, 
address  Elastite  Dept. 


The  Philip  Carey  Company 


TORONTO 


MONTREAL 


.'^jUrilMy.,.-, 


The  Maritime  Bridge 

Company,  Limited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46—10  in.  X  15  lbs.  x  63  ft.    0  in. 
.  85—10  in.  x  15  lbs,  x  60  ft.    0  in. 
127—13  in.  x  30  lbs.  x  60  ft.    0  in. 
.95—15  in.  X  33  lbs.  x  36  ft.  10 J4  in.  • 
17—15  in.  X  33  lbs.  x  60  ft.    0  in. 

. ANGLES 

108—6  in.  X  3H  in.  x       in.— 60  ft.  0  in. 
28—6  in.  X  3J^  in.  x  11-16  in.— 60  ft.  0  in. 
40—6  in.  X  3^  in.  x       in. — 60  ft.  0  in. 
22—6  in.  X  3^^  in.  x  J4  in.— 55  ft.  0  in. 

ZEES 

94—  3  in.  X  3-11/16  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95—  3-1/16  in.  xSMin.x  5/16  in.  X  8.5  lbs.— 50  f'-  0  in. 

Large  Tonnage  of  Plates,  Shape*  and  Bars  in  Stock 

Office  and  Plant,  NeW  GlaSgOW,  N.  S. 
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Steam  Appliances  ' 

Darling  Bros, 
Pteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 

Pittsburgh    Valve,    Foundry  and 
Construction  Company 

Sheldons  Limited 
Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Steam  Traps 

Can.  H.  \V.  Tohns-Manville  Co., 
Limited 
Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel  Bars 

Burlington  Steel  Company 
Dominion   Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyor's  Instruments 

Dikeman  Surveyor  Company 


Swinging  Gears 

Dake   Engine  (^ompany 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Ilenthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario   Wind   Engine  &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 


Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,   Shapley   &  Muir  Co. 

Turnbuckles 

Canadian     Billings     &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent   &  Company 

Water  Softeners 
Piatt   Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 


I'aterson   Mfg.  Company 
Trussed   Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

r>oving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Plait  Iron  Works 

Welding  Apparatus 

Prest-O-lLite  Company,  Inc. 

Welding   and   Cutting  Plants 
L'.-Xir    Liquide  Society 
Prcst-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario   Wind   Engine   &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

.Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast   Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


The  Surest  Protection 

against  the  action  of  smoke,  steam,  acid  fumes,  heat,  gases,  sulphur  fumes,  rust,  etc., 
on  gas  tanks,  water  tanks,  bridges,  structural  iron  work  and  all  metal  surfaces,  is 

Anchor  B-H  Graphite  Paint 

It  has  been  proved  by  actual  tests,  that  the  pure  graphite  we  use  has  from  six  to  eight 
times  the  strength  of  that  found  in  ordinary  graphite  paints.  This  fact  is  significant, 
when  you  consider  the  fact  that  the  value  of  any  graphite  paint  depends  upon  the  quality 
and  percentage  of  graphite  it  contains. 

Anchor  B-H  Graphite  Paint  therefore  gives  more  and  better  service  per 
dollar. 

i^it  up  ready  tn  use,  in  barrels  and  five  gallon  cans. 


J 
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FOR  SALE 

2  - 10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining^s 
Wall  Copingr 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Cooneotion) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


]^EW  Glasgow,N.S. 

and  St.  JOHNS  PA 


I  Se 


r 


wer 


Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  ri|)es  and  connections  are  a  siJecialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns.  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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This  trade  mark  is 
an  unfailing  em- 
blem of  reliability. 


Dunlop  Rubber  Belting 

We  take  pride  in  the  fact  that  Dimlop  Rubber  Belting  is  unbeatable  for  any  ser- 
vice, under  any  conditions.  Twenty-two  years'  experience  gives  us  quality  precedence 
over  any  other  rubber  manufacturer  in  Canada,  in  the  making  of  belting,  as  well  as 
other  rubber  products. 

Because  all  the  knowledge  that  we  ha\'e  gathered  together  during  those  many 
3-ears  has  been  combined  to  produce. 

"GIBRALTAR  REDSPECIAL"— a  Friction  face 
belt  for  heavy  and  abnormal  main  drives, 

and 

"SAMSON" — for  conveyance    purposes  requiring 
utmost  staunchness  in  a  belt. 

No  matter  how  unusual  the  service  might  be,  for  which  you  desire  a  belt,  if  it's  on 
main  drives,  you  need  Gibraltar ;  and  if  it's  on  conveyors,  nothing  else  than  Samson  will 
do.  ,  - 

■  Either  of  these  belts — or  for  that  matter  any  Dunlop  Rubber  faced  or  stitched  belt 
—will  cost  you  less,  and  give  you  more,  in  the  final  accounting. 


Dunlop  Packings 


We  believe  Dunlop  "Sunset"  Packing  to  be  right.     That's  why  we  make  it. 
Buyers  know  it  is  unexcelled.     That's  why  they  continually  use  it. 
Dunlop  "Sunset"  Packing  has  that  desirable  flexibility  that  ensures  the  necessary 
"life"  in  a  packing.     Its  remarkable  tenacity  holds  on  the  hottest  joint.      Also,  Spiral 
Packing,  Valves  and  Diaphragms  of  enduring  quality. 

DUNLOP  TIRE  &  RUBBER  GOODS  CO.,  Limited 

Head  Office  and  Factories  :  TORONTO,  Can. 

Branches:  Victoria,  Vancouver,  Edmonton,  Calgary,  Saskatoon,  Regina,  Winnipeg,  London, 
Hamilton,  Toronto,  Ottawa,  Montreal,  St.  John,  Halifax. 


RUBBER- 
MADE 
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Look  for  this  Trade  Mark 
on  the  Rubber-Made 
Goods  You  Buy 


We  specialize  in  the  manufacture  of  Hose  for  the  following  purposes: — 

Fire — "Dunlop  Rubber  Jacket,"  '^Imperial 

Woven  Jacket" 
Steam— "Gibraltar,"  "  Longlif e  " 
Pneumatic  Tool — "  Longlif e,"  "  Hercules  " 
Water— "Hercules,"  "Peerless" 

Besides  making-  every  other  type  of  hose  it  is  possible  to  use.  Up-to-date  ideas,  mod- 
ern equipment,  and  expert  artizans,  ensure  users  of  the  Dunlop  Product  all  that  is 
best  in  hose. 

Just  here  we  wish  you  to  remember  that  we  are  the  only  rubber 
company  in  Canada  authorized  by  the  Underwriters'  Laboratories, 
Inc.,  Chicago,  to  manufacture  Fir^  Hose  bearing  their  rubber  label  of 
approval, 

THE  DUNLOP  LINE 

Consists  of  High-Grade  Tires  for  Automobile,  Motor  Truck,   Bicycle,  Motorcycle  and  Car- 
riage, and  High  Grade  Rubber  Belting,  Packing,  Fire  Hose  and  General  Hose,  Dredge  Sleeves, 
Mats,  Tiling,  Heels,  Cements  and  General  Rubber  Specialties, 


P 

m 

DUNLOP  TIRE  &  RUBBER  GOODS  CO 

Branches:  Victoria,  Vancouver,  Edmonton,  Calgary,  Sas 
Hamilton,  Toronto,  Ottawa,  Montreal 

f                J     Head  Office  and  Factories 
.,  Limited,  TORONTO 

skatoon,  Regina.  Winnipeg,  London, 
,  St.  John.  Halifax. 

1 
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Nova  Scotia  Steel  &  Coal  Co  
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Pacific  Coast  Pipe  Company  
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Pittsburgh  Valve,  Foundry  &  Con- 
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Structural  Steel  Company   62 
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Toronto  Plate  Glass  Importing  Co.  1 
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Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
in^  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Specially 


Made 


Concrete 


Pipe 


Concrete  Pipe  that  Endures 


ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 


And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 


B.  Blair  Company,  Limited 


product  proves  its  superiority. 


Woodstock,  Ontario 
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The 


Manitoba  Bridge  &  Iron  Works,  Ltd. 

Office  and  Works:     Winnipeg,  Man. 
Manufacturers  of 

Roofs,  Steel  Buildings  and  Structural 
Iron  Work  of  all  Descriptions 

Railway  and  Highway  Bridges 

Designs  and  Estimates  promptly  furnished 


The  large  stock  at  our  Plant— 6000  tons 
— of  Beams,  Channels,  Angles,  Plates, 
Flats,  Bars  and  Reinforcing  Steel  is 
ready  for  QUICK  DELIVERY. 


We  operate  a  large  Grey  Iron  Foundry 
with  an  annual  capacity  of  5000  tons. 
Also  Structural  Tank,  Forge  and  Ma- 
chine Shops,  each  up-to-date  in€very  way. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Works. 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 


t 


m'tSm 


Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
,New  Work  Shop— Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract — Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 
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Publislied  Each  Wednesday  by 


HUGH  G.  Maclean,  LIMITED 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 

MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  856  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.   --------   16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  18th,  1914,  at  the  Postoffice  at 


Buffalo,  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 
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Bad  Management  of  Toronto-Hamilton 
Highway 

THE  Board  of  Control  of  the  city  of  Toronto 
have  taken  the  only  possible  course  in  agree- 
ino-  to  recommend  the  payment  of  an  extra 
htmdred  thousand  dollars  to  complete  the 
Toronto-Hamilton  highway.  It  would  be  exceedingly 
unwise  to  hold  this  work  up  at  the  present  time  when 
it  is  two-thirds  completed  and  equally  unwise  to  re- 
\ise  the  original  plans  to  the  extent  of  saving  money 
by  constructing  an  inferior  roadway.  The  whole 
scheme  has  apparently  been  l^adly  managed,  con- 
ceived in  ignorance  and  carried  forward  in  a  way  that 
these  same  men  wotild  never  dream  of  handling  their 
"wn  private  affairs.  The  management  of  this  work, 
by  the  commission  entrusted  with  it,  is  open  to  the 
gravest  censure  and  road  building  in  Ontario  has  been 
discredited  to  such  an  extent  that  it  will  take  years  to 
recover.     The  only  ray  of  sunshine  in  the  whole  mat- 


ter is  that  the  province  has  learned  its  lesson  and  will 
know  in  future  where  not  to  look  for  highway  com- 
missioners. However,  when  we  get  in  a  hole  there 
is  nothing  to  do  but  get  out  of  it  as  best  we  can  and 
\\  e  are  entirely  in  accord  with  the  idea  that  this  road- 
way should  be  completed  as  early  as  possible  and 
that  it  should  be  built  as  permanently  as  the  best  en- 
gineering practice  teaches  us  how  to  build  it. 

In  censuring  the  mis-management  of  this  com- 
mission, however,  we  must  not  overlook  the  fact  that 
when  the  roadway  is  completed,  expensive  though  it 
may  be,  we  shall  have  fair  value  for  money  expended. 
It  will  be  a  good  road,  located  where  a  good  road  is 
needed.  That  will  always  be  some  satisfaction  to 
the  people  who  paid  for  it,  although  they  would  not 
have  built  it,  just  now  anyway,  if  they  had  been  given 
full  information  in  the  first  place.  We  hope  the 
province  will  be  able  to  live  down  the  impression  that 
has  generally  (and  naturally)  gone  abroad  that  the 
cost  of  good  roads  is  a  gamble.  Nothing  could  be 
farther  from  the  facts.  There  is  no  doubt  that  if 
proper  engineering  advice  had  been  sought  the  cost 
could  have  been  determined  beforehand  to  within  a 
few  htuidred  dollars.  That  this  was  not  done  prob- 
ably merely  indicated  the  unbusinesslike  attitude  of 
the  commissioners. 

Whether  the  lack  of  proper  information  was  de- 
liberate or  simply  due  to  a  credulity  born  of  enthus- 
iasm we  trust  the  province  has  paid  a  sufficient  price 
for  their  experience,  so  that  in  our  road  work  of  the 
future  we  shall  obtain  definite  advice  on  two  points 
before  committing  ourselves  to  large  expenditures, 
(1)  the  cost  of  the  work  shall  be  carefully  figured  by- 
engineers  of  ample  experience  and  facilities  for  learn- 
ing all  the  conditions  and,  (2),  the  men  who  have  been 
responsible  for  the  mismanagement  of  the  present 
work  shall  never  again  have  a  chance  to  get  us  into 
such  a  mess. 


Should  We  Stop  Recruiting  in  Ontario  ? 

To  the  Britisher,  to  the  Canadian,  there  is  some- 
thing repulsive  about  the  word  "conscription."  Vol- 
untary service  has  been  so  long  recognized  through- 
out the  British  Empire  as  the  ideal  form  of  military 
law  that  we  do  not  take  kindly  to  the  thought  of  being- 
compelled  to  shoulder  arms.  But  in  the  face  of  what 
is  happening  in  Canada,  if  we  look  right  at  the  facts 
we  cannot  but  feel  that  there  is  much  to  be  said  in 
favor  of  conscription. 

What  is  the  situation  in  Ontario?  Recruiting  has 
been  carried  on  to  such  an  extent  and  in  such  a  hap- 
hazard manner  that  our  industries  are  crippled,  pro- 
duction is  at  low  ebb,  labor  for  the  factory  is  unobtain- 
able, and  contracts  which  rightly  belong  to  us  are 
going  to  the  United  States.  Ontario  is  sufTering  as 
the  result  of  her  activity  in  recruiting,  a  statement 
which  cannot  be  made  of  certain  other  provinces  of  the 
Dominion.  Conscription  would  remedv  this  in- 
equality. 

This  war  is  a  business  and  should  be  conducted  in 
a  businesslike  way.  Have  we  not  recruited  beyond 
the  requirements?.  If  we  have  not,  why  are  battal- 
ions which  were  in  camp  at  Niagara  last  year  prepar- 
ing to  return  there  this  summer?  The  time  necessarv 
to  train  a  soldier  is  surely  not  a  satisfactory  answer — 
and  all  the  time  our  industries  crving  for  men. 

Sir  Robert  Borden  offered  to  send  500,000  men  if 
required,  but  it  would  seem  that  the  Minister  of  Mili- 
tia's call  for  the  second  250,000  has  not  vet  been  justi- 
fied. 

If  we  are  recruiting  more  men  than  are  required,  it 
means  a  loss  to  the  country  and  to  the  Empire.  Every 
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required,  but  it  would  seem  that  the  Minister  of  Mili- 
tia's call  for  the  second  230,000  has  not  vet  been  justi- 
fied. 

If  we  are  recruitini^-  more  men  than  are  required,  it 
means  a  loss  to  the  country  and  to  the  Empire.  Every 
man's  time  should,  in  this  crisis,  be  employed  where  it 
will  be  most  effective. 

The  scarcity  of  labor  is  serious.  The  suggestion 
has  been  made  that  women  take  the  place  of  men  in 
the  banks  and  offices  and  other  business  places,  and 
that  the  men  thus  replaced  who  do  not  join  the  colors 
go  to  the  farms.  Yet  in  the  face  of  this  situation  we 
find  the  Government  appropriating  $100,000  for  a  cam- 
paign in  the  daily  newspapers  to  encourage  increased 
production  and  thrift  on  the  farm,  where  the  supply  of 
labor  is  already  totally  inadequate.  There  are  grave 
economic  problems  before  us.  Can  they  be  satisfac- 
torily worked  out  under  the  present  system  of  recruit- 
ing?   ^^'hat  are  the  opinions  of  our  readers? 


The  Brick  Industry 

AMiat's  the  matter  with  the  brick  industry?  This 
question  has  been  raised  very  frequently  of  late,  yet 
no  one  manufacturer  seems  prepared  to  say  just  what 
the  reason  is  for  the  slump  in  the  demand  for  brick 
as  a  building  material,  but  each  is  willing  to  say  what 
has  happened  in  his  own  locality. 

Brick  today  are  fully  25  per  cent,  less  than  before 
the  outbreak  of  war,  while  many  other  building  ma- 
terials have  advanced,  or  remained  constant  in  price, 
f-^ack  of  organization  among  brick  manufacturers  may 
be  cited  as  the  real  difficulty  in  the  brick  industry — 
"United  we  stand ;  divided  we  fall"  seems  to  be  apt 
and  timely. 

Mr.  W.  B.  Wreford,  in  a  paper  before  the  National 
Brick  Manufacturers'  Association,  published  in  this 
issue  unreservedly  tells  the  brick  manufacturers  to 
pull  together — advertise,  create  a  demand  for  brick, 
and  the  price  will  very  shortly  adjust  itself.  He  ad- 
vocates a  National  Building-Brick  Bureau  to  encour- 
age advertising  on  the  part  of  the  brick  manufacturer, 
to  assist  in  preparing  advertising"  material  and  in 
directing  the  lines  of  exploitation  A\'ork,  and  to  collect 
and  furnish  specific  data  for  its  members  that  would 
be  of  value  in  the  promotion  of  brick  as  a  building 
material  against  all  competitors. 

Speaking  on  the  organization  of  the  cement  and 
lumber  industry,  Mr.  Wreford  quotes  figures  to  show 
the  annual  expenditure  in  publicity  campaigns  spent 
each  year  by  these  industries.  As  a  result  the  field  of 
cement  and  lumber  is  world-wide,  while  that  of  the 
brick  industry  is  usually  confined  to  local  communi- 
ties where  brick  is  manufactured.  The  cement  indus- 
try has  a  department  whose  function  it  is  to  furnish 
such  data  as  architects  may  require  for  their  consid- 
eration of  reinforced  concrete,  and  to  lend  such  aid  as 
may  be  desired  in  preparing  designs  in  which  the  rein- 
forcing is  very  detailed.  Such  information  is  given 
free. 

This  seems  to  be  the  solution  to  the  (piesti(jn — ])c 
alive,  get  together,  create  a  demand,  make  people  talk 
brick  then  they  will  buy  and  use  it. 


Toronto  Branch  G.S.G.E.  to  hold  Luncheon 

The  Secretary  cjf  the  Toronto  branch  of  the  Can- 
adian Society  of  Civil  luigineers,  Mr.  L.  M.  Arklev , 
has  mailed  the  following  notice  to  niciul)ers: 

The  regular  monthly    meeting    ol'    Ihc  Toronto 


Branch  of  the  Canadian  Society  of  Civil  Engineers 
will  be  held  in  the  Chemistry  and  Mining  Building  of 
the  University  of  Toronto  on  Thursday,  April  13th. 
1916.  Professor  A.  P.  Coleman,  Ph.D.,  will  give  an 
illustrated  address  on  "A  Visit  to  the  Mountains  of 
Northern  Labrador."  Come  and  hear  this  very  in- 
teresting address. 

The  executive  of  the  Toronto  Branch  propose 
holding  a  luncheon  at  the  St.  Charles  Plotel  on  Thurs- 
day, April  27th,  inst.,  at  1  p.  m.,  if  we  are  assured  of 
a  sufficient  attendance  to  justify  our  getting  a  good 
speaker  for  the  occasion.  Please  state  on  the  ac- 
companying card  if  you  will  be  able  to  attend,  and  re- 
turn to  the  Secretary  at  an  early  date. 

We  have  been  asked  by  the  Secretary  of  the  Can- 
adian Society  of  Civil  Engineers,  Prof.  C.  H.  McLeod, 
to  ascertain  the  names  and  standing  of  as  many  pros- 
jiective  members  as  possible  in  the  vicinity  of  our 
1 1  ranch.  Each  member  is  therefore  requested  to  re- 
turn a  li.--t  of  such  names  to  the  secretary  of  the 
branch  as  soon  as  possible.  Your  prompt  and  hearty 
co-operation  in  these  matters  will  be  much  appre- 
ciated. 


Barge  Replaces  Trestle  in  Making  Rock 
Fills  at  Halifax 

By  vising  a  dumping  bridge  supported  between  the 
end  of  the  fill  and  a  large  scow  by  an  A-frame  boom, 
the  difficulties  of  building  a  trestle  on  rock  bottom 
and  maintaining  it  while  making  a  rock  fill  have  been 
avoided  in  constructing  the  Halifax  ocean  terminals 
in  Nova  Scotia.  The  stringers  of  the  bridge  are  of 
timber,  and  are  suspended  from  the  A-frame  at  the 
centre  of  the  bridge  on  the  same  principle  as  is  used 
in  swinging  the  gang  plank  of  the  familiar  river  steam- 
er. Two  18-yard  side  dump  cars  at  a  time  can  be 
dumped  from  the. bridge  into  clear  water  between  the 
barge  and  the  end  of  the  fill.  In  order  to  save  switch- 
ing, the  track  extends  the  full  length  of  the  barge  to 
accommodate  four  cars  that  have  been  dumped  while 
the  fifth  and  sixth  are  dumping.  Thus  the  only  loss 
over  operation  on  a  trestle  is  that  the  whole  train  can- 
not be  dumped  simultaneously.  This  is  more  than 
made  up  by  saving  the  time  and  expense  of  building 
and  maintaining  a  trestle  on  rock  bottom  in  30  to  60 
feet  of  water. 

The  fill  for  the  breakwater  has  been  finished,  that 
for  the  centre  of  pier  B  is  now  being  completed,  and 
that  for  the  centre  of  pier  A  will  be  made  in  this  way. 
All  three  are  long,  narrow  fills  built  out  from  the  end. 
Material  from  a  heavy  cut  on  the  railroad  approach- 
ing the  terminal,  for  which  the  Cook  Construction 
Company  and  Wheaton  Brothers  are  contractors,  is 
being  used. — Eng.  Record. 


The  Engineer  at  the  Front 

'I'he  ( )ttawa  branch  of  the  Canadian  Society  of 
C'i\il  iMigineers.  are  holding  their  fourth  luncheon  for 
the  season  at  the  Ladies'  Cafe,  Chateau  Laurier,  on 
April  13  at  12:45.  Lieut.-Col.  Melville.  ( ).  C.  I'.n- 
ginccriug  Training  l)e|)ot,  Ottawa,  will  address  the 
nicm])ers  on  the  subject:  "With  an  Lngineer  ISattalion 
at  the  l'"ront."'  Lieut.-Col.  Melville  has  just  returned 
from  active  service  to  assume  charge  of  the  l""nginecr 
Training  Depot  at  Lansdowne  Park  in  the  city  of 
(  )tta\\a.  lie  will  describe  the  work  and  duties  of  the 
I'.uginec'i"  l'"orces  at  the  front. 
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Shall  I  Build  Now,  or  Wait?  Comparative 
Prices  Today  and  at  Outbreak  of  War 


(Continued  from  April  5] 


In  our  last  issue  we  printed  the  first  of  a  short 
series  of  articles  which  have  for  their  object  the  pub- 
lication of  information  which  may  enable  the  pros- 
pective builder,  the  architect  or  the  general  contractor, 
to  compare  the  cost  of  building  to-day  with  the  cost 
a  year  a^o  or  at  the  outl^reak  of  the  war.  We  discussed 
*in  that  article  more  particularly  the  elements  that 
enter  into  the  initial  stages  of  the  ordinary  building — 
stone,  brick,  cement  and  lime.  Our  ligures  for  these 
items  pointed  to  a  considerable  reduction  in  price, 
twenty-five  per  cent.,  and  over  in  the  case  of  brick 
and  averaging  anywhere  from  ten  to  twenty  per  cent, 
decrease.  So  far  as  these  materials  go  to  make  up 
a  building,  therefore,  it  is  less  expensive  to  build  to- 
day than  it  was  at  the  date  of  the  outbreak  of  war. 

Just  to  what  extent  these  four  items  enter  into  the 
cost  of  a  building  depends,  of  course,  on  the  type  of 
construction.  In  a  steel  structure  it  would  be 'much 
less  than  in  an  ordinary  brick  dwelling  or  a  factory 
or  warehouse  built  chiefly  of  brick  or  cement,  or  both. 
Brick  being  the  material  that  has  shown  the  greatest 
decrease  in  price,  it  follows  that  those  buildings  that 
use  a  maximum  of  brick  will  profit  the  most  by  pre- 
sent conditions.  In  a  residence,  for  example,  where 
the  cost  of  the  brick  alone  may  run  from  15  to  20  per 
cent,  of  the  total  cost,  the  saving  should  be  very  con- 
siderable. 

Labor 

We  must  not  overlook  the  important  place  occupied 
in  this  discussion  by  the  item  of  labor  cost.  Gener- 
ally speaking  it  probably  would  not  be  too  liberal  an 
estimate,  on  the  average  building  contract,  to  allow 
one-third  for  the  cost  of  the  labor,  as  compared  with 
two-thirds  for  material  laid  down  at  the  job.  For  the 
purpose  of  argument  anyway  this  estimate  is  near 
enough.  Carpenter  labor  would  run  nearer  one-half; 
painting,  tinwork,  etc.,  still  higher.  Now  what  is  the 
condition  Avith  regard  to  labor? 

It  may  truthfully  be  argued  that  labor  is  scarce, 
but  equally  truthfully  that  building  work  is  scarce. 
The  war,  so  far  as  the  workman  who  has  stayed  at 
home  goes,  has  been  a  godsend  in  sidetracking  what 
would  otherwise  have  been  one  of  the  most  trouble- 
some labor  problems  of  recent  years.  Even  at  the 
moment  it  is  by  no  means  proven  that  there  is  a  short- 
age of  labor  for  such  building  work  as  there  is  in  hand. 
For  example,  it  was  announced  only  the  other  day  that 
twelve  per  cent,  of  a  certain  trade  had  responded  to 
the  call  to  arms.  This  still  leaves  88  per  cent,  to  attend 
to  construction  work  that  does  not  run  to  more  than 
half,  and  in  many  cases  to  not  more  than  ten  per 
cent,  of  what  was  going  forward  three  years  ago. 
Many  of  these  men  have,  of  course,  changed  their 
occupation,  but  it  is  not  characteristic  of  a  mechanic 
to  want  to  do  other  work  than  his  own  except  under 
compulsion.  The  result  is  that  labor  to-day  in  very 
many  lines  of  the  building  trades  is  easier  to  get  than 
it  was  a  year  or  two  before  the  war  and  consequently 
costs  less.  A  comparison  between  labor  costs  to-day 
and  at  the  outbreak  of  war  probably  shows  that  wages 
have  advanced  but  slightly.  The  labor  market,  how- 
ever, is  uncertain  and  subject  to  influences  from  the 
United  States.  It  does  not  appear  that  the  remo\al 


of  a  half  million  men  from  this  continent  should  cause 
any  serious  shortage  in  mechanics,  though  it  may 
cause  us  a  little  temporary  delay  and  inconvenience. 

Lumber 

The  other  big  item  is  lumber,  under  wiiich  mill- 
work  is  generally  included.  Lumber,  not  including 
carpenter's  wages,  usually  accounts  for  somewhere  be- 
tween 15  per  cent,  and  20  per  cent,  of  the  total  cost  of 
a  private  residence.  In  a  factory  it  may  be  less,  in 
an  office  building  more,  all  depending  on  the  individual 
requirements.  Lumber  prices  shortly  after  the  Avar 
broke  out  shoAved  signs  of  Aveakening,  but  it  seems  to 
be  a  fact  that  the  lumbering  trade,  though  they  do 
not  deal  to  any  great  extent  in  Avar  materials,  have 
been  able  to  adjust  their  business  to  conditions  Avith 
a  fair  degree  of  satisfaction  to  themselves.  The  result 
is  that  prices  to-day  are  about  the  same  or  slightly  in 
advance  of  Avhat  they  Avere  in  August,  1914,  though 
still  considerabh'  less  than  in  the  boom  years  of 
1912-13. 

Mill-Avork  stands  in  about  the  same  position  as 
lumber — slightly  advanced  over  prices  of  two  years 
ago.  The  future  of  mill-work  prices  is  dependent  to  a 
more  considerable  degree  on  labor  conditions,  material 
being  a  less  important  item. 

However,  though  both  of  these  items  are  inclined 
to  show  slight  increases  it  must  be  taken  into  con- 
sideration that  contractors  are  eager  for  contracts  to- 
day and  willing,  rightly  so,  we  believe,  to  accept  work 
at  actual  cost  so  as  to  be  able  to  take  care  of  their 
overhead  and  keep  their  organization  together.  This 
may,  or  may  not,  ofifset  the  increase  in  the  price  of 
lumber  and  mill-Avork.  We  are  inclined  to  think  it 
Avould.  « 

(To  be  continued) 


Irrigation  Dam 

ArroAvrock  Dam,  in  Idaho,  is  the  key  to  an  irriga- 
tion system  that  is  transforming  234,000  acres  of  bar- 
ren sagebush  desert — adjacent  to  Boise,  the  State  cap- 
ital— into  fruitful  gardens,  orchards  and  farms.  By 
throwing  a  dam  across  a  gorge  in  the  canyon  twenty- 
tAVO  miles  above  the  city  the  channel  of  the  river  is 
converted  into  a  reservoir  running  back  eighteen  miles 
into  the  mountains.  It  holds,  Avhen  full,  244,000  acre 
feet  of  water,  enough  to  cover  381  square  miles  to  the 
depth  of  one  foot.  It  will  reclaim  234,000  rich  acres 
in  the  Boise  Valley.  Arrowrock  is  the  highest  dam  in 
the  world  to-day,  348.5  feet  from  the  Ioav  point  in  the 
foundation  to  the  sixteen-foot  driA'CAvay  OA^er  the  top. 
It  is  240  feet  thick  at  the  base  and  1,060  feet  long.  The 
great  mass  is  beloAV  the  bed  of  the  river ;  it  Avas  neces- 
sary to  go  down  91.5  feet  through  volcanic  rock  to 
reach  a  solid  foundation  in  granite.  In  its  construc- 
tion 530,000  cubic  yards  of  concrete  were  used. 


The  Department  of  the  Interior,  Ottawa,  have  just 
issued  a  report  of  the  progress  of  stream  measure- 
ments (hydrometric  surveys)  for  the  calendar  year 
l'U4,  prepared  under  the  direction  of  F.  H.  Peters, 
Commissioner  of  Irrigation,  by  P.  M.  Sauder,  chief 
h\ (In  mictric  engineer,  assisted  by  G.  H.  White  and  G. 
R.  lUliott. 
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Dale  Presbyterian  Church,  Toronto 

The  "Roofless"  Church  finally  becomes  one  of  Toronto's 
mos.t  beautiful   edifices  —  Capacity    2000  —  Cost  $90,000 


THE  culmination  of  seven  years  of  unceasing  en- 
deavor and  self-sacrifice  by  the  Rev.  J.  D. 
Morrow  and  his  congregation  came  on  Sun- 
day, April  2nd,  when  the  new  Dale  Church 
was  dedicated  and  the  "roofless  church"  became  a 
thing  of  the  past. 

In  1873  "New"  St.  Andrew's  Church,  King  Street, 
started  a  mission  on  the  then  outskirts  of  the  city,  at 
King  and  Tecumseh  Streets.  In  1889  this  small  wood- 
en structure,  known  as  St.  Mark's  Mission,  was  moved 
to  one  side  and  St.  Mark's  Church,  a  plain  red  building, 
became  the  house  of  worship.  At  first  St.  Mark's  was 
not  very  prosperous,  being  situated  in  a  district  where 
honest  poverty  was  the  rule  and  prosperity  the  excep- 
tion. But  in  1905,  with  the  advent  of  the  Rev.  J.  D. 
Morrow,  things  brightened  so  considerably  that  in 
1908  the  condition  of  affairs  proved  the  dire  necessity 
of  a  larger  church. 

Robert  F.  Dale,  a  retired  baker,  and  a  member  of 
St.  Mark's  for  some  years,  showed  his  appreciation  of 
Rev.  J.  D.  Morrow's  work  by  giving  the  present  site 
at  the  corner  of  Bellwoods  Avenue  and  Queen  Street 
to  the  congregation.  The  old  building  was  sold  and 
on  July  24,  1909,  the  first  sod  of  the  new  site  was 
turned. 

"Pay  as  you  go"  was  the  principle  upon  which  the 
Rev.  J.  D.  Morrow  insisted,  and  the  "going"  was  no 
faster  than  the  "paying" — which  was  pretty  slow.  But 
J.  D.  Morrow  never  wavered;  he'worked  on  with  faith 


and  persistence  ably  supported  by  his  congregation, 
and  his  efforts  were  finally  rewarded  in  the  dedication 
of  the  new  church  last  week. 

The  church  is  situated  on  the  corner  of  Queen 
Street  and  Bellwoods  Avenue,  fronting  on  Queen 
Street.  Entrance  is  made  through  two  large  en- 
trance vestibules  in  the  south-east  and  south-west 
corners,  and  through  two  side  vestibules  in  the  north- 
east and  north-west  corners.  The  main  vestibules 
have  double  entrances — one  oft'  Queen,  and  one  on  a 
side  street. 

The  churcii,  which  is  90  ft.  ])y  106  ft.,  is  in  the 
Perpendicular  Cothic  style,  built  of  brick  for  the  main 
body,  with  stone  for  the  Sabbath  school,  the  whole 
being  set  on  concrete  foundations.  Difficulty  was  ex- 
perienced with  the  foundations,  which  were  laid  in 
1909,  the  western  portion  of  the  site  being  composed 
of  artificial  fill  over  boggy  ground.  This  necessitated 
sinking  the  foundations  very  deep  to  procure  a  good 
bearing.  The  east  side  of  the  site,  however,  was 
good  clay,  necessitating  only  a  relatively  shallow 
foundation.  The  foundations  cost  approximately 
$2,000. 

Auditorium 

The  auditorium,  or  church  proper,  has  a  seating- 
capacity  of  1,700 — probably  the  largest  percentage 
per  square  foot  of  floor  space  of  any  church  in  Tor- 
onto. One  of  the  special  features  that  attracts  the 
attention  is  the  fan-shaped  choir  loft,  situated  in  front 
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%    AVDlTOi:21Wn-FLQoB-pLAH  ^ 
Fig.  2— General  Floor  Plan  Auditorium,  seating  capacity  1700. 


of  the  platform.  The  latter,  44  ft.  by  10  ft.,  is  acces- 
sible on  both  sides  from  both  the  auditorium  floor  and 
the  ,s^allery. 

The  oroan  loft  is  directly  behind  the  speaker's 
platform,  and  is  closed  in  by  an  artistic  open  screen. 
This  screen  work  is  backed  in  the  lower  larg-er.  arches 
by  heavy  curtains,  and  in  the  upper  smaller  ones  by 
bronze  nettin,<^"  and  entirely  excludes  all  view  of  the 
organ  pipes.  The  screen  is  artistically  decorated 
and  streaked  with  .t^old,  adding  materially  to  the 
l>cauty  of  the  church. 

The  vestry  on  the  west  side  of  the  organ  loft  is 
about  12  by  12  ft.,  and  is  completely  fitted  with  all 
modern  conveniences.  On  the  east  side  is  a  similar 
room  used  for  a  study.  Another  special  feature  has 
been  installed  at  the  back  of  the  auditorium  where 


the  space  between  the  main  vestibules  under  the  gal- 
lery can  be  completely  closed  of¥  by  means  of  rolling 
doors  and  used  as  a  prayer  room  or  baptistry.  The 
same  system  has  been  adopted  in  the  Sabbath  school 
below.  The  gallery  extends  completely  around  the 
auditorium,  and  is  accessible  from  the  main  entrance 
vestibules,  the  side  entrance  vestibules,  and  from  the 
choir  loft.  It  is  supported  by  marble  pillars  with  or- 
namental cappings,  and  faced  with  an  oak  railing. 

The  floor  of  the  auditorium  is  reinforced  concrete 
supported  by  pilasters,  and  is  probably  the  only  one 
of  its  kind  in  a  church  in  Toronto.  It  has  a  slope  of 
between  4  and  5  feet  front  to  rear,  and  is  covered  with 
As-in.  oak  flooring.  The  interior  trim  and  fittings 
throughout  the  church  are  oak.  Special  attention  has 
l)een  given  to  the  design  of  the  pews,  which  are  most 
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Comfortable.  Individual  choir  chairs  have  been  pro- 
\  ided  in  the  choir  loft. 

Acoustic  Properties 

The  roof  of  the  building'  is  a  steel  truss,  with  prob- 
ably the  largest  unsupported  span  of  any  Canadian 
church,  being  90  ft.  between  walls.  The  steel  work 
is  entirely  closed  in,  and  the  decorated  ceiling-  presents 
an  even,  unbroken  surface,  free  from  any  obstructions, 
which  has  made  possible  the  remarkable  acoustic 
properties  of  the  church.  ^Yith  the  exception  of  ten 
small  marble  pillars  supporting  the  gallery,  there  are 
no  obstructions  of  any  kind  in  the  church,  which  is 
probably  unparalleled  in  Toronto  for  the  remarkable 
ease  with  which  the  speaker  can  be  heard  in  any 
corner  of  the  building. 


capacity  of  1,000.  Above  the  vestry  and  study  rooms, 
on  the  gallery  floor,  are  two  choir  rooms,  and  above 
these,  across  the  whole  north  end  of  the  building,  are 
large  recreation  rooms  and  work  rooms  for  young 
men,  and  across  the  south  end  similar  recreation 
rooms  and  committee  rooms  for  young-  women. 

The  church  was  designed  by  Herbert  G.  Paull, 
architect,  395  College  Street,  Toronto,  and  was  built 
by  E.  T.  C.  Poole.  The  building  was  constructed  bv 
day  labor,  at  a  total  cost,  including-  material,  of  $90,000 
— financial  matters  being  left  in  the  hands  of  the 
architect.  Sub-contractors  on  the  work  were :  con- 
crete foundations  and  reinforced  floors,  John  Leach  t^' 
Company ;  stone  work.  Cement  Products ;  steel,  Hep- 
burn &  Disher ;  brick,  Walker  Morley  ;  plaster,  Balmer 

PJlakely;    interior    decorations,    Doxee ;  windows. 


i 
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Fig.  3— Queen  Street  Elevation  and  Section,  showing  choir  and  organ  lofts,  also  section  of  roof-span. 


The  steel  roof  is  covered  with  asbestos  shingles. 
Steel  lath  is  used  throughout,  and  the  windows  are 
leaded  art  glass  with  cut-stone  sashes.  The  stairs 
are  of  fireproof,  iron  construction,  with  mastic  treads. 

Light  and  Ventilation 

Every  attention  has  been  given  to  the  lighting, 
heating-,  and  plumbing.  Semi-indirect  lighting  is 
used  in  the  auditorium,  light  being  difl:'used  uniformly 
from  forty-five  suspended  indirect  lights.  Heating 
and  ventilation  is  by  hot  air  heated  by  direct  steam  ; 
rold  air  is  drawn  in  by  a  large  fan,  heated,  and  distri- 
buted throughout  the  building  through  o])enings  in 
the  walls  and  ceilings,  foul  air  being  drawn  off  by 
automatic  ventilators.  A  comjjlete  chai-ige  of  air  is 
effected  every  ten  minutes. 

,  The  church  is  finely  and  beautifully  decorated  in 
soft,  pleasing  tints — bright,  yet  not  gaudy — providing 
a  sense  of  rcstfulness  and  comfort. 

Other  Features 

The  Sin-iday  school  in  the  basement,  which  has 
been  uscd  in  the  nicautinic  as  a  church,  has  a  seating 


Oueen  City  Glass  Company  ;  lighting  fixtures.  Knight 
lirothers;  iron  stairs.  Ever  Hardwood  Companv :  mas- 
tic treads.  Johns  Manville ;  rolling  doors,  ^\'ats()n 
Smith. 


The  buying  movement  in  structural  steel  is  now 
probably  greater  than  it  has  been  at  any  time  since 
1906.  According  to  a  Pittsburgh  press  rlispatch  con- 
tracts for  fully  500,000  tons  of  this  material  were  pend- 
ing last  week.  Bridge  contracts  placed  in  February 
were  the  largest  in  a  single  month  for  the  last  six  years, 
and  it  is  expected  that  the  tonnage  ordered  in  March 
will  be  even  larger  than  that  of  the  previous  month. 
The  steel  industry  is  having  the  greatest  period  of  pros- 
perity in  its  history. 


In  the  Contract  Record  of  March  29  we  printed  a 
bi  icf  description,  with  illustration,  of  a  new  ex])ansioii 
joint  recently  placed  on  the  market  by  the  Barratt 
Comi)any  of  New  York.  This  material  ma}'  now  be 
obtained  from  the  Paterson  Manufacturing  Company. 
Limited,  of  Toronto  and  Montreal. 
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The  Determination  of  the  Physical  Properties 

of  Road-Building  Rock 

By  Provost  Hubbard  and  F.  H.  Jackson,  Jr.* 


It  is  now  g;enerally  recognized  that  any  stone,  to 
be  snitable  for  use  in  macadam  construction,  must 
possess  to  a  certain  degree,  depending  on  circum- 
stances such  as  character  of  traffic  and  method  of 
construction,  three  distinct  physical  properties,  whicli 
may  be  briefly  defined  as  follows : 

(1)  Hardness,  the  resistance  which  a  rock  ofifers  to 
the  displacement  of  its  surface  particles  by  abrasion  ; 

(2)  Toughness,  the  resistance  which  a  rock  offers 
to  fracture  under  impact ; 

(3)  Binding  power,  the  ability  wliich  the  dust  from 
the  rock  possesses,  or  develops  by  contact  with  water, 
of  binding  the  larger  rock  fragments  together. 

Of  these,  the  first  two  are  of  particular  interest 
from  the  standpoint  of  the  present  discussion,  and 
they  may  be  very  briefly  described  as  follows : 

The  degree  of  hardness  of  a  rock  is  determined  by 
what  is  known  as  the  Dorry  method.  It  consists  es- 
sentially of  subjecting  a  cylinder,  25  mm.  in  diameter, 
of  the  material  to  be  tested  to  the  abrasive  action  of 
crushed  quartz  sand  fed  upon  a  revolving  steel  disc, 
against  which  the  test  specimen  rests.  The  end  of 
the  specimen  is  ground  away  in  inverse  ratio  to  its 
hardness,  so  that  the  hardness  may  be  computed  by 
determining  the  loss  in  weight  after  any  given  number 
of  revolutions  of  the  disc.  The  coefficient  of  hardness 
discussed  later  is  obtained  by  subtracting  one-third 
of  the  loss  in  weight  in  grams  from  20,  after  1,000  re- 
volutions of  the  disc. 

Toughness 

The  degree  of  toughness  is  determined  ])y  the  Page 
impact  method.  A  cylinder  1  in.  in  diameter  and  1  in. 
high,  cut  from  the  rock  specimen,  is  subjected  to  the 
impact  caused  by  the  free  fall  of  a  2-kgm.  weight 
dropped  from  successively  increasing  heights  until 
the  energy  of  the  blow  is  sufficient  to  fracture  the  test 
specimen.  The  test  consists  of  a  1-cm.  fall  for  the 
first  blow,  followed  by  falls  increased  by  1  cm.  after 
each  blow  until  failure  occurs.  The  height  from  which 
the  weight  drops  when  failure  takes  place  is  used  as 
a  measure  of  the  toughness  of  the  material. 

Since  the  establishment  of  the  road-material  labor- 
atory by  the  United  States  Government,  upwards  of 
3,000  samples,  representing  every  known  variety  of 
road-building  rQck,  and  obtained  from  every  State 
m  the  Union,  as  well  as  from  foreign  countries,  have 
been  subjected  to  the  tests  outlined  above.  The  re- 
sults of  these  tests  are  plotted  in  graphic  form,  in  a 
curve  in  which  the  coefficients  of  hardness  are  plotted 
as  abscissae  and  the  factors  of  toughness  as  ordinates. 
Small  circles  represent  the  corresponding  hardness 
and  toughness  of  an  individual  rock  sample.  Large 
circles  represent  the  average  of  all  the  coefficients  of 
hardness  for  each  value  of  toughness.  Hardness 
values  range  from  0  to  20  and  toughness  values  from  1 
to  47. 

A  study  of  this  curve  brings  out  the  following- 
points  : 

(1)  That  the  average  toughness  for  all  tests  made 
is  about  9. 

(2)  That    the   average   hardness   increases  with 

*  Respectively  Chemical  Eng-ineer  and  Assistant  Testing  Engineer,  United 
states  OflSce  of  Public  Roads  and  Rural  Engineering  in  Surveyor. 


toughness,  and  that  the  rate  of  increase  becomes  less 
as  the  toughness  values  become  larger. 

(3)  That  individual  values  of  hardness  vary 
through  wide  limits  for  low  values  of  toughness,  and 
that  the  variations  from  the  average  decrease  uniform- 
ly with  the  increase  in  toughness  up  to  a  certain  point, 
about  20,  after  which  they  remain  constant  with  very 
little  variation  from  the  average. 

(4)  That,  when  any  given  value  for  toughness  falls 
within  certain  limits,  which  define  the  suitability  of 
the  material  for  macadam-road  construction  under 
different  traffic  conditions,  the  corresponding  value 
for  hardness  will  fall  within  similar  limits  for  hard- 
ness. 

The  first  three  facts  are  clearly  indicated,  but  in 
order  to  substantiate  the  last  deduction  it  will  be 
necessary  to  define  the  limiting  values  of  hardness 
and  toughness  which  experience  has  shown  should  be 
applied  when  judging  the  fitness  of  stone  for  use  in 
macadam  construction  under  different  traffic  condi- 
tions. Such  limiting  values  for  toughness  are  shown 
on  the  curve  in  the  ordinates  at  4.5,  9.5,  and  18.5,  and 
the  corresponding  limiting  values  for  hardness  at  10, 
14  and  17.  In  other  words,  after  making  all  allow- 
ances for  variations  due  to  local  conditions,  it  may  be 
fairly  assumed  that  stone  for  use  under  light,  horse- 
drawn,  steel-tired  vehicles  should  show  a  toughness  of 
from  5  to  9  and  a  hardness  of  from  10  to  17;  for  mod- 
erate traffic  a  toughness  of  from  10  to  18  and 
a  hardness  of  over  14,  and  for  heavy  traffic  a  tough- 
ness of  19  or  over  and  a  hardness  of  17  or  over.  The 
terms  "light,"  "moderate"  and  "heavy"  in  this  con- 
nection refer  to  the  total  volume  of  traffic  upon  the 
road,  calling,  say,  under  100  teams  a  day  "light,"  100 
to  250  "moderate,"  and  over  250  "heavy." 

Practically  all  the  values  of  hardness  shown  in  the 
figure  are  above  the  various  lower  limits  set  by  the 
best  water-bound  macadam-road  practice. 

For  light  traffic  conditions,  94  per  cent,  of  all  the 
samples  tested  have  a  hardness  of  more  than  10 ;  for 
moderate  traffic,  95  per  cent,  have  a  hardness  of  more 
than  14;  and  for  heavy  traffic,  94  per  cent,  have  a 
hardness  of  more  than  17. 

Light  Traffic 

A  large  number  of  hardness  tests  appear  above  the 
upper  limit  of  17  set  for  light  traffic  conditions.  Al- 
though on  its  face  this  would  indicate  that  a  deter- 
mination of  the  hardness  is  necessary  in  this  instance, 
reference  to  test  records  show  that  by"  far  the  greatest 
number  of  these  tests  (about  75  per  cent)  are  on 
granites,  quartzites,  and  hard  sandstones,  which  are 
unsuited  for  use  in  the  wearing  course  of  water-bound 
macadam  roads,  owing  to  their  lack  of  binding  power, 
as  shown  by  actual  test. 

Finally,  the  results  of  2,500  individual  routine  tests 
made  by  the  Office  of  Public  Roads  and  Rural  Engi- 
neering show  that  for  practical  routine  work  the 
hardness  test  adds  nothing  to  our  knowledge  of  the 
value  of  any  particular  rock  sample  for  use  in  water- 
])ound  macadam-road  construction  over  that  obtained 
from  the  toughness  test. 

AVhile  the  l)inding  or  cementing  \  alue  ni  a  rock  is 
a  most  important  consideration  from  the  standpoint  of 
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ordinar}'  macadam  construction,  the  same  is  not  true 
of  broken  stone  roads  which  are  surface  treated  or 
constructed  with  an  adhesive  bituminous  material. 
The  hardness  of  the  rock  is  also  of  relatively  less  im- 
portance, owing-  to  the  fact  that  the  fine  mineral 
particles  produced  by  the  abrasion  of  traffic  combine 
or  should  combine  with  the  bituminous  material  to 
form  a  mastic,  which  is  held  in  place  and  protects  the 
underlying-  rock  from  abrasion  so  long  as  by  proper 
maintenance  it  is  kept  intact.  The  toughness  of  the 
rock,  however,  is  of  more  importance,  as  the  shock  of 
impact  is  to  a  considerable  extent  transmitted  through 
the  seal  coat,  and  may  cause  the  underlying  fragments 
to  shatter.  It  would  therefore  seem  that  the  mini- 
mum toughness  of  a  rock  for  use  in  the  construction 
of  a  bituminous  broken  stone  road,  or  a  broken  stone 
road  with  a  bituminous-mat  surface,  should  for  light 
traffic  be  no  less  than  for  ordinary  macadam  subjected 
to  the  same  class  of  traffic.  For  moderate  and  heavy 
traffic,  however,  the  same  minimum  toughness  may 
probably  prove  sufficient,  owing  to  the  cushioning  ef- 
fect of  the  bituminous  matrix.  No  maximum  limit  of 
toughness  need,  however,  be  considered  for'any  traffic. 

In  the  case  of  bituminous  concrete  roads,  where  the 
Ijroken  stone  and  bituminous  material  are  mi.xed  prior 
to  laying  and  consolidation,  it  would  perhaps  appear 


advisable  to  set  a  minimum  toughness  of  6  or  7  for 
light  traffic  roads  instead  of  5,  in  order  to  insure 
against  the  possibility  of  the  fragments  of  rock  which 
have  been  coated  with  bitumen  being  fractured  under 
the  roller  during  consolidation,  and  of  12  or  13  for 
moderate  and  heavy  traffic,  instead  of  10  and  19,  as 
in  the  case  of  water-bound  macadam  roads. 

For  broken  stone  roads  which  are  to  be  maintained 
with  dust  palliatives,  it  would  appear  that  the  same 
limits  of  toughness  ^should  hold  as  for  ordinary  mac- 
adam. 

For  easy  reference  the  following  limits  of  tough- 
ness are  given  in  Table  1,  as  representing  facts  de- 

TABLE  I. 

Limits  for  touK'niess  for  rock  used  in  the  construction   of  broken- 
stone  roads. 

Liglit  Moderate  Heavy 

traffic.  traffic.  traffic. 

Type  of  road.  Mini-  Maxi-  Mini-  Maxi-  Mini-  Ma.\i- 

mum.   mum.   mum.  mum,  miuii.  mtmi. 

Macadam   

Macadam    with    dust    palliative....      5         '.)        10       18       19  — 
Macadam  with  bitimiinous  mat 
liituniinous  broken  stone  with 

carpet   coat   5        —        10        —        10  — 

liituminous  concrete  with  or  without 

carpet   coat    7        —        1^1        —  13 

x  eloped  in  the  foregoing  discussion.  It  is,  of  course. 
(|uite  probable  that  these  limits  will  require  modifica- 
tion as  the  correlation  of  laboratory  tests  to  service  re- 
sults becomes  more  perfect. 


New  Monnoyer  Type  of  Cement  Block 

Chimney  at  Quebec 


contract  for  a  new  cement  block  chimney  for  the 
Monastery  of  the  Franciscan  Fathers,  Quebec,  was  re- 
cently awarded  to  Eduoard  Pelletier  &  Fils,  Quebec. 
The  chimney  will  be  65  feet  in  height  above  the 
ground  level,  with  an  inside  diameter  at  the  summit 
of  2  ft.  6  ins.,  and  at  the  base  of  5  ft.  3  ins.  Founda- 
tions for  the  chimney  will  be  carried  down  to  rock, 
about  5  ft.  below  the  ground  level.  The  ffue  opening 
will  be  above  the  ground  level,  and  will  be  3  ft.  high 
by  2  ft.  6  ins.  wide,  to  be  built  of  reinforced  concrete. 
The  vertical  reinforcing  rods  of  the  foundation  will  be 
extended  into  the  footing  almost  to  the  base,  and  will 
be  continued  above  the  substructure,  overlapping  and 
bonding  with  the  vertical  reinforcing  of  the  substruc- 
ture for  four  or  five  feet. 

The  shaft  of  the  chimney  is  to  be  constructed  on 
the  Belgian  "Monnoyer"  system.  Blocks  are  cast  ten 
inches  in  height,  for  average  diameters,  with  a  hook 
or  hollow  projection  at  one  end,  as  shown.  The  op- 
posite end  is  tapered  at  an  angle  fixed  by  the  diameter 
of  the  chimney  and  the  number  of  blocks  per  course, 
r. locks  are  cast  in  a  steel  form,  being  mixed  rather 
dry.  and  on  removal  from  the  form  are  sprinkled  re- 
gularly for  about  a  week  before  being  used  in  con- 
struction. Blocks  arc  reinforced  horizontally,  as 
shown  in  the  lower  cut,  and  are  moulded  with  a  Imri- 
zontal  groove  on  the  top  face,  in  which  horizontal  re- 
inforcement is  laid  every  course. 

The  method  of  erection  is  to  i)lace  a  coiu'sc  of 
block's,  the  number  of  which  \-ary  according  to  the 
diameter  of  the  chimney,  the  blocks  being  set  with  the 
hook  around  the  vertical  reinforcement,  and  the  square 
end  set  into  the  head  of  the  adjoining  bU)ck,  as  shown. 
The  head  room  is  sufficient  to  allow  considerable  lati- 
tude in  setting  to  permit  of  adjustment  in  the  dianieter 
of  successive  courses,  thus  making  it  possible  to  obtain 


a  conical  shape,  which  is  so  much  more  desirable  than 
the  cylindrical  form. 

The  operation  of  erecting  is  effected  very  rapidly; 
masons  working  in  the  interior  of  the  chimney,  re- 
ceive their  blocks  ready  to  lay,  put  them  in  place,  mor- 
tar the  10  inches  in  the  interior  of  the  rib,  prepare  the 
joints  for  the  new  blocks,  and  continue  very  rapidly 
to  lay  them. 

The  chimney  will  be  terminated  at  its  summit  hy 


Monnoyer  Type  of  Cement  Block— Showing  shape  of  block  and 
manner  of  laying. 

two  l)ands  of  si)ecially  constructed  ])locks  and  a  cas 
iron  coping". 

The  concrete  for  the  blocks  consists  of  a  1-2-4  mix 
ture  and  is  i)laced  in  the  steel  forms  in  a  semi-dry 
state,  the  reinforcing  rods  inserted  and  the  whole  well 
tanii)ed.  h"or  the  mortar  forming  lionds  between  tlic 
blocks,  a  mixture  of  one  of  cement  and  two  of  sand 
is  used.  The  chimney  will  be  lined  inside  with  4  ins. 
of  lire  brick  set  in  fire  clay,  to  a  height  of  \S  feet  be- 
low the  smoke  fine.  .\  sectional  steel  ladder  will  In 
built  up  along  with  the  erection  of  the  chinnioy,  the 
su|)porls  being  tied  into  the  vertical  reinforcing  rods. 


V 
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Aerial  Gableway  over  Niagara  River 

Torres  System  of  Constant  Tension  Steel  Gables  Supports  a 
46   Passenger  Gar   over   Whirlpool   Rapids  —  Gost  $60,000 


ANEW  scenic  pleasure  device  in  the  form  of  an 
aerial  cableway  over  the  Whirlpool  Rapids, 
Niagara  River,  has  recently  been  completed 
at  Niagara  Falls,  Ont.  The  span  is  said  to 
be  the  longest  in  the  world,  being  approximately  1,800 
feet.  The  Niagara  whirlpool  is  about  three  miles  be- 
low the  Falls,  and  is  almost  entirely  in  Canadian  terri- 
tory. The  cableway  has  both  anchorages  within  the 
province  of  Ontario;  yet  it  crosses  a  point  in  the 
boundary  line,  and  for  that  reason  international  con- 
sent was  necessary  for  the  promotion  of  the  project. 
The  cableway,  which  is  based  on  a  Spanish  patent,  was 
built  by  the  Niagara  Spanish  Aerocar  Company,  Lim- 
ited, Gonzolo  Gorres  y  Polanco,  C.E.,  chief  engineer 
and  vice-president  of  the  company,  to  whom  we  are 
indebted  for  the  following-  information. 

Anchorages 

The  design  of  the  anchorages,  both  of  which  are 
on  the  Canadian  side,  one  at  Colt's  Point  and  the  other 
at .  Thompson's  Point,  was  governed  largely  by  the 
fact  that  the  cableway  was  not  allowed  to  cross  the 
tracks  of  the  Niagara  Belt  Line  Railway,  that  the  ap- 
pearance of  the  cliffs  on  neither  side  of  the  whirlpool 
should  be  altered  and  that  no  towers  or  structures 
should  rise  above  the  level  of  the  track  of  the  railway 
which  runs  along  the  cliff. 

The  passenger  car  is  suspended  from  a  running 
gear  which  travels  on  six  parallel  track  cables  of  1-in. 
crucible  steel  rope.  Each  cable  is  anchored  securely 
at  Colt's  Point  by  means  of  a  2-in  rod  bent  into  an 
anchorage  in  a  740-ton  concrete  block.  At  the  other 
terminus  each  track  cable  passes  over  a  sheave  and 
is  fastened  to  a  counterweight  or  stretcher.  Boxes  12 
ft.  high  by  6  ft.  7  in.  wide  by  11  in.  deep,  made  of 
riveted  steel,  contain  cast-iron  weights  sufficient  to 
make  a  total  of  10  tons  for  each  track-cable  counter- 
weight. 

Each  track  cable  is  entirely  independent  of  the 
others.  The  breaking  of  any  one  of  them  would  not 
be  serious,  as  the  other  cables  would  support  all  the 
weight  of  the  car  without  any  increase  in  their  ten- 
sion. The  car  would  drop  several  feet  suddenly, 
and,  after  a  few  vertical  oscillations,  would  assume  a 
new  position  of  equilibrium. 

Thus,  the  breaking  of  one  cable  does  not  imperil 
the  passengers,  and  the  breaking  of  two  cables  at  the 
same  time  would  be  nearly  as  improbable  as  the  sim- 
ultaneous breaking  . of  two  cables  belonging  to  totally 
separate  installations. 

Central  Tension  System 

The  simplicity  and  safety  of  this  system  lie  in  the 
fact  that  each  cable  is  put  into  fixed  tension  from  the 
start  of  operations,  that  this  tension  never  varies,  that 
the  resistance  of  the  cables  can  be  verified  at  any  time 
by  increasing  the  load  on  the  weight  boxes,  that  if  any 
cable  or  fastening  is  faulty  it  will  probably  break  when 
heavily  weighted  for  trial  or  inspection  trips,  and  that 
if  a  cable  does  break  practically  no  extra  strain  is  put 
upon  the  other  cables. 

The  car  built  for  Niagara  provides  seats  for  24  pas- 
sengers, and  standing  room,  in  a  raised  aisle  in  the 
centre  of  the  car,  for  21  more,  besides  the  conductor. 


The  weight  of  the  car  empty  is  3j/2  tons,  fully  loaded 
7  tons.  It  is  10  ft.  10  in.  wide,  24  ft.  long  and  23  ft. 
high.  It  was  manufactured  complete  in  Spain,  and 
assembled  here. 

The  car  is  propelled  by  a  J^-in.  6  x  19  plow-steel 
traction  cable,  fastened  to  one  end  of  the  car.  This 
cable  passes  over  a  sheave  on  Colt's  Point,  runs  back 
across  the  Whirlpool,  over  a  sheave  in  front  of  the 
Thompson's  Point  station,  and  to  the  driving  sheave. 
I'^rom  here  is  passes  around  three  sheaves,  to  one  of 
which  is  fastened  a  10-ton  counterweight  box,  ar- 
ranged in  guides  similarly  to  the  track  cable  counter- 
weights, and  this  creates  a  tension  in  the  cable  which 
adjusts  any  slack  caused  by  the  rising  and  falling-  of 
the  car.  After  passing  around  another  groove  in  the 
driving  sheave,  the  traction  cable  passes  out  to  the 
other  end  of  the  car.  » 

Motive  Power 

The  8-ft.  driving  sheave  is  turned  by  a  75-h.p., 
3-phase,  440-volt,  480  r.p.m.  Westinghouse  motor, 
through  a  30  to  1  Hindley  worm  gear,  giving  a  speed 
to  the  car  of  about  400  ft.  per  minute  when  the  con- 
troller is  at  full  speed.     The  trip  can  be  made  in  about 


AYz  minutes,  but  it  is  planned  to  permit  it  to  occupy 
six  minutes  by  running  at  half  speed  part  of  the  time. 

To  provide  against  breakdown  of  the  motor,  or  in- 
terruption in  the  power  supply,  there  is  a  clutch  in  the 
driving  shaft  b}^  means  of  which  the  motor  can  be 
disengaged,  and  a  5-h.p.  Gray  gasoUne  engine  engaged 
both  through  a  worm  gear  and  through  sprocket 
wheels.  The  speed  at  which  the  gasoline  engine 
would  haul  in  the  car  would  be  very  sluw.  but  it  would 
be  ample  to  meet  the  emergency. 

If  the  traction  cable  were  to  break  during  a  trip, 
the  car  would  oscillate  backwards  and  forwards  along 
the  track  cables  until  it  would  come  gently  to  rest  at 
the  lowest  point  of  the  sag  of  the  cable,  which  would 
be  about  the  centre  of  the  span,  as  the  two  terminals 


Fig.  1— Sketch  showing  location  of  Cableway. 
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are  nearly  at  the  same  height,  one  beiixg"  249.5  ft.  above 
the  river  level,  and  the  other,  246.5.  To  bring  the 
car  back  to  Thompson's  Point  in  such  an  emergency, 
a  relief  car  and  a  relief  traction  cable  are  available. 
Attached  to  the  driving  sheave  shaft,  and  running  idle 
ordinarily,  there  is  a  drum  on  which  a  ^-inch  wire 
rope  is  coiled,  with  one  end  fastened  permanently  to 
the  drum.  -After  the  breaking  of  the  traction  cable, 
the  free  end  of  the  relief  cable  would  be  fastened  to 
the  relief  car,  a  light  basket  which  holds  one  man  and 
which  hangs  from  pulleys  that  can  be  readily  thrown 
over  two  of  the  track  cables.  The  driving  sheave 
would  then  be  reversed  slowly,  paying  out  the  relief 
cable  imtil  the  man  reaches  the  car.  After  the  relief 
cable  is  fastened  to  the  car  by  chains  provided  for 


Fig.  2-Aero  car  and  cableway.  Fig.  3— Automatic  control  stop. 


the  purpose,  the  driving  sheave  would  haul  the  car 
back  to  Thompson's  Point. 

One  thousand  cubic  yards  of  earth  and  2,500  cu. 
yds.  of  rock  were  excavated  for  the  two  stations.  The 
station  at  Thompson's  Point  is  cut  out  of  the  solid 
rock  and  lined  with  concrete  and  buf¥  tapestry  brick. 
Two  flights  of  concrete  steps  provide  entrance  to  and 
exit  from  the  landing  platform.  *  The  footings  for 
the  track  sheave  towers  and  for  the  traction  sheave 
tower  are  concrete.    The  towers  are  steel. 

At  the  opening  of  the  station  a  horizontal  steel 
platform,  9  ft.  10  in.  long  by  the  full  width  of  the 
opening,  is  hinged.  At  the  outer  edge  of  this  short 
platform  there  is  hinged  another  platform,  38  ft.  long, 
extending  over  the  edge  of  the  cliff.  The  latter  plat- 
form is  suspended  from  the  track  cables  by  wire  ropes 
and  pulleys  at  the  outer  corners  and  at  the  hinged 
corners,  each  rope  being  fastened  to  three  pulleys,  one 
on  each  of  three  track  cables.  All  four  ropes  are  of 
the  same  length,  so  that  the  long  platform  always 
hangs  parallel  to  the  track  cables,  whatever  inclina- 
tion the  latter  may  take;  the  four  ropes  are  of  such 
length  that  the  platform  clears  the  bottom  of  the  car 
by  6  in. ;  therefore,  the  car  always  comes  right  onto 
the  platform.  The  platforms  are  guarded  at  the  sides 
by  railings. 

At  Colt's  Point  a  similar  landing  extends  from  the 
foot  of  the  anchorage,  and  two  lliglits  of  concrete  steps 
lead  i^ip  to  the  groimd  level. 

Automatic  Control 

An  automatic  control  stop  is  provided  at  each  ter- 
minus which  stops  the  car  without  jar  within  3  ft.  4  in. 
The  stop  can  be  seen  extending  from  the  face  of  the 
concrete  block  in  Fig.  3.  The  traction  cable  runs 
longitudinally  through  the  5-in.  pneumatic  cylinder 


and  through  the  centre  of  the  piston.  A  clamp  on 
the  traction  cable,  just  ahead  of  the  car,  strikes  the 
face  of  the  piston,  and  also  engages  with  it  in  such 
manner  that  the  car  cannot  shp  back  from  the  landing 
platform.  There  are  gates  at  both  ends  of  the  car, 
operated  by  the  conductor  by  means  of  a  crank,  and 
these  gates  cannot  open  until  the  clamp  has  engaged 
with  the  stop  piston,  releasing  a  ratchet  under  the 
car.  Even  then,  only  the  right  gates  can  be  opened ; 
that  is,  the  gates  at  the  end  of  the  car  where  the 
clamp  has  engaged.  When  the  car  starts,  the  clamp 
is  disengaged  by  another  crank,  but  this  cannot  be 
done  until  the  gates  are  shut.  This  is  contrived  by 
interlocking  discs,  enclosed  in  a  locked  box  on  the 
car. 

After  the  traction  and  track  towers  and  sheaves 
had  been  erected,  a  very  long  rope  was  carried  at^ound 
the  face  of  the  clifif  from  Thompson's  Point  to  Colt's 
Point.  This  rope  was  then  hoisted  over  the  tops  of 
the  trees  until  it  could  be  pulled  taut  from  Point  to 
Point.  A  ^-inch  wire  rope  was  pulled  across  with 
the  aid  of  a  hoisting  engine,  and  then  the  %-in.  trac- 
tion cable  was  pulled  into  place. 

Cables 

The  strength  of  the  track  cables  is  92,000  lbs.  each, 
allowing  for  bending  over  sheaves,  and  the  working 
tension  is  20,000  lbs.,  so  the  factor  of  safety  is  4.6. 

The  maximum  torque  of  the  motor  is  2.5  times  the 
torque  required  to  haul  the  car  when  fully  loaded. 

The  ma.ximum  pull  on  the  traction  cable  idler  at 
Colt's  Point  is  28,000  lbs.  The  pull  on  each  of  the 
six  carrying  cables  is  20,000  lbs.,  For  any  position  of 
the  car,  the  tension  in  the  lower  traction  cable  between 
the  car  and  the  transmission  sheave  equals  half  the 
counterweight,  or  10,000  lbs.,  neglecting  friction  of 
counterweight  and  sheaves.  The  tension  in  the  re- 
maining part  of  the  traction  cable  depends  on  the  po- 
sition of  the  car,  varying  from  6,000  lbs.  when  the  car 
is  at  Thompson's  Point  to  14,000  lbs.  when  the  car  is  at 
Colt's  Point.  The  traction  cable  has  a  strength  of 
70,000  lbs.,  so  this  allows  a  factor  of  safety  of  more 
than  4,  after  deducting  from  strength  of  cable  for 
bending  over  sheaves. 

The  sag  of  the  track  cables  unloaded  is  47.6  ft. 
The  maximum  sag  when  loaded  with  car  and  passeng- 
ers is  100.1  ft.  The  car  will  still  be  148  ft.  above  the 
surface  of  the  water  at  the  point  of  maximum  sag. 

The  cost  of  the  Niagara  project  was  nearly  $60,000 
for  labor  and  materials  alone,  being  exclusive  of  the 
cost  of  engineering  and  other  expenses,  and  exclusive 
also  of  the  loading  platforms  and  car,  both  of  which 
were  built  in  Spain. 

The  general  contractors  were  Norman  McLeod, 
Ltd.,  Toronto,  on  a  cost  plus  percentage  basis.  The 
superintendent  in  charge  of  the  construction  was 
Lewis  S.  Roy.  J.  E.  Taylor  was  resident  engineer, 
representing  Wright  &  Howard,  consulting  engineers, 
Toronto,  who  were  employed  by  the  Spanish  company 
to  adapt  their  design  to  local  conditions,  and  who  pre- 
jiared  the  ])lans  and  supervised  the  construction. 


Building  operations  in  connection  with  the  Jeffrey  Hale 
Hospital,  Quebec,  will  probably  be  commenced  some  time  in 
May.  The  amount  involved  is  ,$70,000.  It  is  intended  to  ex- 
tend the  already  existing  wards,  to  remove  the  old  power 
house  and  erect  a  new  one.  Another  building  jiroject  in 
Quebec  is  the  erection  of  a  structure  for  the  Young  Women's 
Christian  Association  on  Ann  Street.  Tenders  have  been  in- 
vited, and  it  is  expected  that  the  work  of  construction  will 
be  begun  shortly. 
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Municipal  "Glean -Up"  Campaigns 

Various  Methods  and  Plans  as  Employed  by  U.  S.  Cities 
—  Organization  —  Programmes  —  Benefits  Derived  (Con.) 


THE  greatest  factor  in  the  "clean-up  campaigns" 
is  the  children,  for  nothing  that  has  been  done 
could  have  been  accomplished  without  their 
help.  Of  the  hundreds  of  cities  interested  in 
the  clean-up  campaigns  very  few  can  be  found  where 
the  school  children  have  not  been  actively  identified 
with  the  work.  And  the  co-operation  of  the  school 
children  is  most  important.  No  stone  has  been  left 
unturned  to  encourage  the  teachers  to  give  the  child- 
ren the  clean-up  spirit.  One  of  the  best  means  of 
reaching  adults  is  through  their  children,  and  the 
education  of  the  children  themselves  along  these  lines 
will  contribute  materially  to  their  sense  of  proper  com- 
munity conditions  when  they  become  men  and  women. 
It  is  acknowledged  that  what  is  most  needed  in  a  boy 
nowadays  is  the  right  spirit,  to  insure  him  of  a  clean 
life  in  talk,  habits  and  associates;  keeping;  the  city's 
streets  clean  is  a  certain  responsibility  that  makes  him 
more  careful  in  his. own  habits.  The  State  of  Ohio 
spends  $3,000,000  a  year  to  produce  such  a  boy. 

Children  have  been  pressed  into  service  in  many 
ways — through  clubs  composed  of  boys  and  girls,  boy 
scouts,  camp  fire  girls,  city  clubs,  junior  league  clubs, 
junior  civic  clubs,  etc. 

There  are  various  ways  of  rewarding  the  children 
for  their  work.  Some  cities  believe  that  money 
prizes  appeal  to  the  children  more  than  medals,  badges, 
etc.,  and  so  have  created  special  funds  for  that  pur- 
pose, usually  collected  by  some  civic  organization. 
Other  cities  give  medals,  buttons,  puzzles,  school 
equipment — stereopticon  with  lantern  slides,  maps, 
pictures,  plans;  sporting  equipment — baseball  and  foot- 
ball masks,  balls  and  bats ;  cameras,  free  tickets  to 
moving  pictures  theatres,  etc. 

In  some  instances  the  school  children  ha\  e  become 
enthusiastic  to  the  point  of  organizing  magazines  in 
the  schools,  devoted  entirel}'  to  the  "clean-up"  cam- 
paign. 

Boy  Scouts 

Everywhere  the  boy  scout  has  found  his  level  in 
the  "clean-up"  campaigns.  It  is  a  scout  law  that  he 
must  be  clean,  and  he  is  an  expert  in  sanitation.  Al- 
most every  troop  of  scouts  has  done  its  full  quota  in 
civic,  local  or  county  clean-ups.  In  patrol  (8  boys) 
or  by  troops  (24  or  more),  they  care  for  school 
grounds,  public  grounds,  make  systematic  campaigns 
against  flies  and  mosquitoes,  destroy  their  breeding" 
places;  plant  trees,  bushes  and  shrubs;  in  general, 
keep  the  streets  free  of  litter  and  waste  of  all  kinds. 
Divided  into  squads,  they  do  much  for  city  better- 
ment. Vacant  lots,  waste  property,  fields  and  streets 
are  rid  of  tin  cans,  bottles,  scrap  iron,  weeds,  and  in 
their  places  flowers,  vegetables  and  shrubbery  planted ; 
unsightly  billboards  removed. 

In  many  cities  the  Scouts  have  done  particularly 
splendid  work  in  inspection  duty,  reporting  all  un- 
sanitary conditions.  In  patrols,  troops  or  companies 
(40)  they  are  assigned  to  investigate  and  report  to 
the  superintendent  of  streets  or  the  organization  having 
charge  of  the  "clean-up".  The  inspection  is  done  day 
by  day  as  the  clean-up  progresses,  and  any  oversight 
or  unsanitary  condition  reported  at  once. 


City  Clubs 

Another  method  of  interesting  children  is  the  or- 
ganization of  boys  and  girls  into  what  is  known  as 
City  Clubs,  whose  duty  it  is  to  keep  the  streets  clean. 
The  clubs  are  limited  to  25  members  each.  The  mem- 
bers wear  buttons  and  each  one  is  provided  with 
blanks  on  which  to  report.  In  some  instances  these 
clubs  work  throughout  the  year,  but  usually  their 
work  is  confined  to  the  spring  clean-up,  in  which  event 
they  attend  to  the  general  clearing  up  of  vacant  lots, 
back  yards,  school  property,  and  cart  it  to  the  curbs 
for  the  city  dump  wagons  to  haul  away.  Chicago  is 
one  of  the  cities  using  these  clubs. 

In  Boston,  the  Junior  Municipal  League,  under  the 
auspices  of  the  Women's  Municipal  League,  loaded 
with  posters  reading,  "Do  you  have  pride  in  your 
city?  Then  clean  it  up,"  and  armed  with  brooms, 
shovels  and  rakes,  proceeded  to  clean  up. 

Clean-up  Plays: 

A  school  in  one  city  presented  a  one-act  play 
typifying  the  following-  characters :  Fly,  waste  paper, 
fire,  soot,  dirt,  microbe,  sickness,  death,  sorrow,  pov- 
erty, cleanliness,  swatter,  refuse  pail,  fire  protection, 
paint,  scrub  brush,  soap,  water  and  flowers.  Lines 
were  fitted  to  each  character,  and  in  the  end  cleanli- 
ness and  happiness  overcame  sickness  and  dirt. 

Although  not  always  taking  an  active  part  in  the 
cleaning  up,  women's  clubs  have  been  a  great  factor 
for  good  in  instigating  general  clean-up.  There  is 
scarcely  a  city  in  the  country  where  the  women  in 
one  way  or  another  have  not  done  much  propaganda 
work,  and  in  many  instances  of¥ered  active  service 
and  financial  support.  Taking  pictures  of  unsanitary 
conditions  is  a  favorite  method  of  bringing  such  con- 
ditions to  the  notice  of  citizens  and  health  officials. 
Lectures  on  home  and  community  gardens  was  one  of 
the  features  of  Cincinnati's  campaign.  One  of  these 
lectures  was  furnished  by  the  National  Cash  Register 
Company. 

To  meet  the  demand  for  lecturers  in  Cincinnati, 
the  Speakers'  Committee  secured  the  services  of  a 
number  of  speakers,  who  addressed  the  welfare  asso- 
ciations, mothers'  clubs,  business  associations,  district 
organizations,  etc. 

Some  cities  use  wire  incinerators  for  burning  paper 
rubbish  in  parks.  The  cage  with  a  top  prevents  the 
paper  blowing  away,  and  a  match  applied  reduces  it 
to  ashes  in  a  moment. 

LInder  the  auspices  of  the  City  Improvement  Com- 
mittee of  the  Akron,  Ohio,  Chamber  of  Commerce,  a 
successful  yard  campaign  was  carried  on.  Three 
prizes  of  $20,  $10  and  $5,  and  four  prizes  of  $2.50  each 
were  given. 

Wichita  Falls,  Texas,  ofl^ered  a  prize  of  $100  for 
the  best  kept  back  yard. 

A  prize  of  $25  was  oft'ered  for  the  best  "Cleau-Up 
and  Paint-Up"  song  in  Cincinnati. 

Prizes  to  children  range  from  $2.50  to  $5  in  gold, 
with  diplomas  for  honest  efifort,  buttons  with  suitable 
inscriptions,  badges,  etc. 

Through  tireless  energy  the  Director  of  Social  Cen- 
ters of  the  Public  Schools  in  Cincinnati  succeeded  in 
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having;  hundreds  of  school  gardens  planted.  Many 
of  these  were  planted  in  vacant  lots  which  had  form- 
erly been  the  abiding  place  of  heaps  of  rubbish.  One 
was  upon  what  had  been  for  years  an  objectionable 
public  dump  adjacent  to  the  Windsor  School.  Sev- 
eral loads  of  dirt  were  applied  to  this  in  the  fall  and 
the  cost  defrayed  from  the  campaign  fund. 

In  September  an  exhibit  of  school  garden  product 
was  held  and  prizes  offered.  $25  was  appropriated 
from  the  campaign  fund  for  this  purpose. 

Prizes  of  school  equipment  to  the  children  making 
the  best  showing  in  the  growing  of  vegetables  during 
the  summer  were  given  in  Kewanee,  Ills. 

Fire  Prevention  and  Inspection 

Taking  into  consideration  the  fact  that  in  1914  the 
loss  in  Philadelphia  alone  from  combustible  materials 
was  $300,000,  the  question  of  fire  prevention  is  a  big 
factor  in  the  clean-up  work,  and  at  least  one  city,  Cin- 
cinnati, has  laid  special  emphasis  upon  safety  as  well 
as  sightliness  and  cleanliness — as  a  result  of  the  clean- 
up campaign.  The  efforts  of  Cincinnati  in  this  direc- 
tion will  bear  repeating: 

"The  success  attained  in  the  Cincinnati '  campaign 
in  1914  so  impressed  the  State  Fire  Marshal  that  he 
assigned  one  of  his  assistants  to  spend  his  entire  time 
in  the  1915  season  going  about  the  state  organizing  in 
the  different  cities  clean-up  campaigns  based  upon  the 
Cincinnati  plan,  and. in  which  inspections  by  the  State 
Fire  Marshal's  department  played  an  important  part. 
Since  it  is  estimated  that  80  to  90  per  cent,  of  all  fires 
are  caused  by  accumulation  of  rubbish  or  trash  of  some 
sort,  a  thorough  renovation  of  all  premises  in  the 
city  must  decrease  the  risk  of  fire.  Therefore  the 
more  thorough  the  Clean-Up  Campaign  the  more  work 
done  toward  fire  prevention.  The  $600,000  reduction 
in  fire  loss,  from  $1,341,348  in  1913  to  $793,796  in  1914, 
may  be  traced  largely  to  the  result  of  the  Clean-Up 
movement.  This  means  a  reduction  of  insurance 
rates  in  the  business  district  of  from  5  to  8  per  cent, 
and  an  annual  saving  of  perhaps  $160,000  in  fire  insur- 
ance premiums." 

Inspection 

Another  distinctive  feature  of  tht  Cincinnati  cam- 
paign was  that  of  inspection  of  the  city,  which  became 
an  important  factor.  In  order  to  assist  in  the  work- 
ing out  of  the  system  to  be  used,  the  State  Fire  Mar- 
shal, with  the  Chief  Inspector,  made  a  special  trip  to 
Cincinnati  for  a  conference,  and  later  the  General  Sec- 
retary went  to  Columbus  to  examine  the  system  of  in- 
spection at  the  office  of  the  State  Fire  Marshal.  The 
report  card  printed  below  was  finally  adopted.  The 
inspection  was  laid  out  as  follows : 

1.  Inspection  in  the  downtown  business  district  to 
be  made  by  deputy  state  fire  marshals  and  members 
of  the  State  Fire  Prevention  Association. 

2.  The  rest  of  the  city  to  be  inspected  by  firemen 
and  policemen. 

3.  All  inspection  cards,  when  turned  in  by  in- 
spectors, to  be  sent  to  the  office  of  the  Cincinnati  F"ire 
Prevention  Bureau,  where  the  particular  department 
to  which  each  defect  should  be  referred  for  correction 
might  be  indicated  upon  the  card. 

4.  The  cards  then  to  be  sent  to  the  office  of  the 
general  secretary  for  (1)  tabulation  to  be  made  of  all 
defects  reported,  (2)  the  department  interested  in  the 
defect  to  be  notified,  (3)  copy  of  the  notice  to  the  de- 
partment to  be  mailed  under  two-cent  postage  to  the 
person  responsible  for  the  defect. 

5.  After  re-inspection  by  the  various  departments, 
and  correction  of  the  defects,  the  notices  to  be  re- 


turned to  the  office  of  the  general  secretary  with  a 
statement  in  each  case  as  to  just  what  had  been  done. 

6.  The  general  secretary  then  to  tabulate  the  acts 
of  the  various  departments,  thus  making  possible  to 
set  forth  statistics  in  regard  to  things  accomplished, 
something  that  was  impossible  in  1914. 

The  improved  conditions  found  in  the  downtown 
section  in  1915  are  reflected  in  the  fact  that  in  both 
campaigns  the  Ohio  State  Fire  Prevention  Association 
followed  up  its  work  by  a  bulletin  to  the  fire  insur- 
ance companies  upon  which  all  defects  were  listed  in 
detail.  In  1914  it  covered  38  pages,  and  only  7  pages 
in  1915,  the  district  inspected  being  practically  the 
same  for  both  years.  This  indicates  most  clearly  the 
improved  conditions  of  1915,  and  the  effectiveness  of 
the  1914  campaign  toward  permanently  better  condi- 
tions. When  the  time  for  inspection  arrived  37  non- 
resident members  of  the  Ohio  State  Fire  Prevention 
Association  came  to  Cincinnati  and  remained  for  sev- 
eral days.  Their  services,  together  with  the  help  of 
the  local  members,  were  invaluable.  In  1914  the  in- 
spections made  by  the  members  of  the  Association 
were  handled  by  them  alone,  but  in  1915  all  their  in- 
spection cards  took  the  regular  course.  Of  the  to- 
tal inspections  made  in  the  city  (43,424),  61  per  cent, 
were  reported  free  from  defects.  The  Cincinnati  Fire 
Prevention  Bureau  made  inspections  in  the  congested 
district  during  the  campaign  which  other  inspectors 
were  unable  to  cover. 

(To  be  continued) 


Drainage  for  Wetness  and  Drought 

The  Ontario  Agricultural  College,  Guelph,  is  send- 
ing out  notices  calling  attention  to  the  importance  of 
proper  drainage  of  farms  and  to  the  assistance  rend- 
ered by  College,  when  requested.  The  following  in- 
formation is  taken  from  one  of  their  circulars : 

The  great  factor  in  moisture  control  is  drainage, 
natural  or  artificial.  Few  farms  are  sufficiently 
drained  by  natural  means.  Nearly  all  require  some 
artificial  drainage.  The  problem  then  is,  "Where  shall 
we  place  our  drains?"  "How  deep  shall  we  put  them?" 
"What  size  of  tile  shall  we  use?"  The  position  of  the 
drains  depends  largely  on  the  slope  of  the  field;  the 
depth,  on  the  kind  of  soil ;  the  size  of  tile,  on  the  ex- 
tent drained  and  the  fall  or  grade  given  the  drain.  If 
any  farmers  are  uncertain  about  these  points  or  anti- 
cipate any  difficulties  the  Ontario  Agricultural  College 
will  send  a  drainage  surveyor  who  will,  if  necessary, 
prepare  a  map  of  the  farm  showing  the  location  of  the 
drains,  the  size  of  tile  to  use  and  the  grades  and  depths 
of  the  drains.  The  cost  for  these  services  will  be  the 
travelling  expenses  of  the  surveyor,  and  as  several 
surveys  are  made  on  one  trip  the  charge  is  seldom  over 
three  dollars  for  each  survey.  Those  who  have  had 
their  farms  surveyed  and  have  installed  part  or  all  of 
their  drains  may  have  a  new  plan  prepared  free  of 
charge  if  they  will  return  the  old  plan  after  marking 
in  all  changes  made  in  the  original  system.  On  the 
same  terms  as  those  for  surveys,  the  College  will  send 
a  man  to  .give  any  farmer  a  start  on  the  installation  of 
his  drains  if  he  has  had  no  previous  experience.  He 
will  show  how  to  set  grade  stakes,  grade  the  ditch 
l)ottom,  make  the  junctions  of  main  and  lateral,  lay 
the  tile  and  assist  in  any  way  required. 

If  you  contemplate  draining  during  1916  or  are 
planning  for  1917  and  need  assistance  write  to  the  De- 
partment of  Physics,  O.  A.  College,  Guelph,  or  your 
District  Agricultural  Office,  state  your  difticulties  and 
request  assistance. 
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Clay  Qualities  Testing  and  Sampling 

To  Overcome  Difficulties  in  Manufacture  and 
Ascertain  the  Possibilities  of  a  Profitable  Business 

By  H.  B.  Henderson* 


THE  purpose  of  a  laboratory  test  is  to  determine 
the  qualities  of  the  clay,  the  troubles  which 
will  have  to  be  overcome  in  the  manufacture  of 
any  type  of  ware,  the  process  best  adapted  to 
the  material,  and  the  possibilities  of  a  profitable  busi- 
ness. 

With  this  end  in  view,  we  will  give  some  observa- 
tions from  the  experience  of  a  number  of  years  and 
based  on  the  examination  of  a  wide  ran^e  of  materials 
cominjj-  from  practically  every  state  in  the  Union  and 
a  number  of  foreign  countries.  During  this  time  we 
have  observed  many  peculiarities  in  materials  used  in 
the  clay-Avorking  industries.  Such  observations  as  I 
shall  present  may  not  be  new  to  all  of  you  ;  some,  prob- 
ably, will  not  be  new  to  any  one.  But  why  should  we 
concern  ourselves  about  the  new  things  when  it  is  the 
same  old  set  of  troubles  that  the  clay  worker  is  up 
against  whether  his  factory  is  located  in  the  United 
States,  Canada,  Argentine  or  Africa.  Therefore,  our 
first  observation  is:  The  best  way  to  keep  out  of 
trouble  is  to  avoid  it.  Adopt  the  principle  of  prepar- 
edness by  lirst  finding  out  the  limits  of  your  material, 
then  stay  within  the  boundary. 

Physical  Defects  in  Clay 

This  paper  is  limited  to  a  discussion  of  clay  testing, 
l)ut  equally  important  is  the  clay  sampling.  We  test 
the  clay  that  is  sent  to  us,  but  it  may  or  may  not  fairly 
represent  the  working-  bed  of  material.  The  physical 
properties  of  the  clay  afifect  the  working  behavior,  and 
the  particular  difficulty  is  lamination,  the  bete  noir  of 
many  clayworkers.  This  is  a  machine  trouble  but 
oftentimes  it  does  not  show  its  efifect  until  the  drying 
and  then  it  is  attributed  to  the  drying.  Frequently  it 
will  not  develop  its  harmful  effects  until  the  burning, 
and  then  the  fault  is  ascribed  to  the  burning.  Lam- 
ination, in  brief,  is  simply  the  slippage  of  the  clay  on 
itself,  forming  planes  or  "shckensides"  in  the  clay 
mass.  If  the  clay  is  a  sticky  one  and  of  an  adhesive 
character  rather  than  a  cohesive,  it  will  stick  to  the 
dies,  retarding  the  flow  of  the  clay  next  to  the  dies, 
while  the  clay  within  the  mass  flows  ahead.  This  is 
die  lamination  and  very  common  in  the  manufacture  of 
thin-walled  ware,  such  as  fireproofing.  drain  tile  and 
sewer  pipe. 

In  an  auger  machine  the  auger  cuts  the  clay  into  a 
spiral,  which  is  packed  into  and  forced  through  the  die. 
If  the  clay  is  lacking  in  cohesiveness  and  in  binders  the 
layei-s  may  not  bond  together  and  under  the  strains  of 
shrinkage  in  drying  and  burning  they  may  separate. 
This  is  auger  lamination,  and  its  seriousness  depends 
upon  the  degree  to  which  the  layers  bond  together  in 
the  burning.  Badly  laminated  ware,  such  as  drain  tile 
in  the  green  state,  is  simply  a  series  of  layers  which 
may  be  easily  peeled  off.  In  the  drying,  or  burning, 
esjiecially  if  conducted  too  rapidly,  the  outer  layer  will 
^^hrink  and  crack  and  curl  off.  which  we  call  "slabbing." 

If  the  outer  layer  does  not  crack  and  peel  off  in  the 
burning,  it  often  happens  that  during  freezing  weather, 
after  the  ware  is  piled  on  the  yard,  the  layers  are  forced 
oft',  one  by  one,  and  the  ware  goes  to  pieces.  Ware 
of  larger  mass,  such  as  brick,  has  both  die  and  auger 

*  Before  National  Brick  Manufact^rers■  Association,  Cleveland. 


lamination  and  may  be  a  series  of  more  or  less  concen- 
tric layers  from  the  surface  to  the  center. 

The  only  test  for  these  troubles  is  a  machine  test, 
although  often  tests  are  made  by  simply  working  up  a 
mass  of  clay  by  hand,  drying  and  burning  it.  .Such  a 
test  gives  some  information  but  misses  the  difficulties 
which  might  arise  in  machine  work.  The  practical 
test  is  to  make  up  ware  on  a  machine,  and  in  the  course 
of  this  operation  determine  whether  the  clay  has  suffi- 
cient strength  to  stand  factory  handling,  both  in  the 
green  state  and  when  dry.  It  is  not  important  to  de- 
termine the  degree  of  strength ;  in  fact,  we  have  no 
standard  of  comparison. 

Plasticity 

A  number  of  methods  have  been  proposed  and  de- 
vised to  determine  the  degree  of  plasticity,  and  while 
of  scientific  interest  and  value,  yet  they  do  not  meet  the 
requirements  of  a  practical  test.  They  may  show  the 
degree  of  plasticity,  each  method  having  a  range  of  its 
own,  but  the  most  plastic  or  the  strongest  clay  because 
of  lamination  difficulty  may  be  the  least  valuable  for 
clay-working". 

The  machine  operation  alone  determines  one  thing 
the  clay-worker  wishes  to  know,  namely  :  That  the  clay 
will  make  good  machine  ware,  and  that  the  ware  will 
be  strong  enough  to  stand  factory  handling.  Objec- 
tions are  frequently  raised  against  laboratory  tests,  but 
these  tests  are  most  important  in  determining  the  lim- 
its of  the  material.  In  this  connection,  the  operator's 
experience  and  knowledge  of  the  working  qualities  and 
peculiarities  of  a  wide  range  of  different  materials  be- 
comes most  valuable.  Only  by  relating  the  material 
under  examination  with  other  materials  of  a  similar 
laboratory  behavior  and  which  have  later  been  proven 
in  factory  practice,  can  he  form  a  correct  judgment  as 
to  the  value  of  the  material. 

Kaolin  or  kaolinite  is  the  clay  base  and  is  highly 
refractory.  Our  pure  fire  clays  are  really  kaolin,  al- 
though we  do  not  use  this  term,  but  instead  call  them 
flint  clay.  No.  1  and  No.  2  plastic  fire  clay.  The  melt- 
ing point  of  pure  kaolin  is  cone  5  and  is  lowered  with 
increasing  content  of  other  minerals.  The  most  com- 
mon and  predominating  mineral  associated  with  the 
clay  base  is  silica,  which  is  also  highly  refractory.  It 
sinters  about  cone  26,  but  retains  its  shape  above  cone 
30,  perhaps  as  high  as  cone  34.  Here,  then,  are  two 
highly  refractory  minerals,  but  any  mixture  of  the  two 
IS  less  refractory  than  either  alone.  In  general,  any 
mixture  of  refractory  minerals  will  fuse  at  a  lower  tem- 
perature than  the  minerals  alone. 

Silica  Clays 

Silica  plays  an  important  part  in  clay  ware  manu- 
facture. We  use  it  to  overcome  lamination,  to  reduce 
plasticity,  and  to  counteract  shrinkage.  Some  highly 
silicious  clays  swell  in  the  burning  instead  of  shrinking 
and  the  increase  in  size  is  due  to  the  mineralogical 
changes  in  the  silica  under  heat  treatment.  These 
changes  in  volume  within  our  kiln  temperatures  may 
amount  to  nearly  15  per  cent.  The  condition  of  the 
sand,  fine  or  coarse,  has  material    effect    on    the  be- 
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havior  in  dryino-  and  burning  and  upcHi  the  resulting 
product.  To  go  into  a  discussion  of  . the  efifects  in  de- 
tail would  too  greatly  expand  this  paper,  and  it  need 
only  be  said  that  in  testing  the  material,  consideration 
must  be  given  to  the  generally  considered  inert  ma- 
terial sand.  Particularly  is  this  true  in  salt  glazed 
ware,  because  the  glaze  is  dependent  upon  the  quan.tity 
and  degree  of  fineness  of  the  silica. 

Feldspar  is  another  common  mineral  in  clay  and  a 
more  active  one  than  silica,  but  there  are  few  troubles 
traceable  to  it,  at  le<ist  in  the  more  common  wares.  It 
is  an  alkali  alumina  silicate  and  is  valuable  in  giving  a 
permanent  bond  to  our  burned  ware.  It  fuses  from 
cone  4  to  cone  9,  depending  upon  its  purity — probably 
at  lower  temperatures  with  other  minerals,  bringing  it 
within  an  average  kiln  temperature  for  common  wares. 
We  count  it  as  a  fluxing  material  and  it  ha:  the  ad- 
vantage that  it  acts  slowly,  thus  giving  us  a  safe  burn- 
ing range.  It  is  not  necessary  to  determine  the  feld- 
spar in  making  a  practical  test,  except  for  pottery 
wares.  We  are  chiefly  concerned  witl^  the  burning- 
behavior  and  need  only  look  out  for  those  minerals 
which  give  trouble  in  the  burning. 

Mica  is  also  common  in  clays,  and  some  clays  are 
largely  mica,  as,  for  instance,  the  micaceous  sands  of 
New  Jersey,  formerly  known  as  "kaolin."  Some  mica- 
ceous kaolins  cannot  be  distinguished  by  casual  ex- 
amination from  kaolin,  yet  may  be  80  to  90  per  cent, 
mica.  Its  determination  is  very  important  in  tests 
for  pottery  bodies,  but  of  little  importance  in  common 
clays.  It  fuses  at  temperatures  above  that  of  ordin- 
ary kilns  and  frequently  passes  through  the  fire  with- 
out any  appreciable  change.  Mica  is  also  an  alkali 
alumina  silicate  and  illustrates  the  point  that  chemical 
analvses,  upon  which  man}'  rely,  are  of  little  value.  A 


micaceous  clay  and  a  feldspathic  clay  might  have  the 
same  ultimate  composition  and  yet  behave  widely  dif- 
ferent in  the  burning. 

Popping 

Lime  minerals  are  very  common  and  very  trouble- 
some. The  efifect  of  limestone  pebbles  is  well  known. 
The  stone  burns  to  caustic  lime  at  about  1,600  F.  and 
when  exposed  to  atmospheric  agencies,  hydrates, 
swells  and  pops  ofl^  flakes  of  the  surface  of  the  ware 
called  "popping." 

Clays  which  "pop"  after  burning  in  up  or  down 
draft  kilns,  often  will  not  "pop"  when  burned  in  a  con- 
tinuous kiln,  especial!}'  if  the  kiln  has  no  advanced 
heating  flue.  The  sulphur  gases  of  the  continuous 
kiln  convert  the  lime  into  sulphate  which  does  not  hyd- 
rate. Lime  in  an  extremely  fine  condition  or  as  a  con- 
stituent of  a  mineral  which  dissociates  at  kiln  tempera- 
tures is  extremely  troublesome  in  the  burning.  It 
does  not  act  as  a  flux  at  a  low  temperature  nor  until 
disassociation  takes  place  and  then  it  seems  to  act 
suddenly  and  completely.  A  clay  bed  must  not  al- 
ways be  condemned  because  of  the  presence  of  lime 
pebbles,  some  limestone,  likely  because  they  are  earthy 
or  perhaps  dolomitic,  do  not  cause  "popping."  The 
shale  beds  near  Bufifalo  and  Toronto,  Out.,  have  inter- 
satisfied  streaks  of  limestone  six  to  twelve  inches  thick, 
yet  the  ware  made  from  this  shale  does  not  "pop."  The 
ware  may  be  soft  up  to  a  point  when  the  lime  begins  to 
act  as  a  flux,  then  hardens  and  begins  to  fuse  all  with- 
in a  range  of  one  or  two  cones.  We  consider  three 
cones  the  minimum  kiln  range  in  practical  work  with- 
out excessive  fuel  consumption,  but  many  limey  clays 
will  harden  and  fuse  within  two  cones,  even  within  one 
cone  range  and  are  impractical  in  commercial  kilns. 

((To  be  continued) 


Quarrying  and  Gutting  a  Granite  Block 

Weighing  225  Tons 


What  is  believed  to  be  the  largest  piece  of  granite 
ever  quarried  in  this  country  for  any  particular  pur- 
pose is  the  bowl,  or  basin,  of  a  large  fountain  on  the 
estate  of  J.  D.  Rockefeller  at  Tarrytown,  N.  Y.,  which 
was  cut  from  a  granite  block  measuring  22  ft.  square 
by  5  ft.  3  ins.  thick,  weighing  approximately  450,000 
lbs.,  taken  from  the  J.  J.  Goss  Corporation's  quarries 
in  Maine.  The  Rockefeller  fountain  stands  32  ft. 
high,  is  20  ft.  8  ins.  across  the  bowl,  and  is  an  exact 
reproduction  of  the  beautiful  La  Fontana  Del  'Oceano 
in  Florence,  Italy.  The  method  of  cutting  the  block 
is  graphically  described  by  Mr.  Goss  in  the  American 
Stone  Trade. 

"We  enjoyed  a  peculiar  advantage  in  the  execution 
of  this  contract  since  the  distance  from  our  quarry  to 
tide  water  in  Penobscot  bay  is  but  1,000  feet  and  down 
grade  all  the  way.  We  had  a  ledge  of  granite  in  our 
quarry  10  feet  thick  and  large  enough  otherwise  to  get 
out  the  rough  block,  which  was  done  by  putting  in  a 
lateral  row  of  plugs  and  "feathers"  clear  around  the 
two  exposed  sides  of  the  sheet  at  a  distance  of  about 
five  to  six  feet  down  from  the  top  ledge.  In  addi- 
tion, we  drilled  three  horizontal  holes  one  and  one- 
quarter  inches  in  diameter  and  six  feet  deep  into  both 
the  exposed  sides  of  the  ledge  directly  in  line  with  the 
plug  holes.  Blasting  powder  was  exploded  in  the  six 
deep  holes  (three  on  a  side)  and  the  rough  block  was 


successfully  split  loose  from  the  main  ledge,  but  with 
a  very  uneven  bottom. 

"B}'  driving  iron  wedges  in  the  crack  split  by 
blasting,  the  block  was  raised  high  enough  to  take  the 


lil)s  of  various  jacks,  after  which  it  was  mo\cd  from 
its  natural  bed  bv  iron  rollers  to  a  roadway  built  up  for 
the  purpose,  when  some  70  or  more  knotty,  spruce, 
wooden  rollers  about  eight  feet  long  and  from  10  to  12 
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inches  in  diameter  were  employed  to  roll  the  stone 
about  600  feet  to  a  position  on  level  ground  for  work- 
ing. A  portable  engine  securely  anchored  supplied  the 
proi)elling-  power. 

"Once  in  position,  the  upper  or  concave  side  of  the 
bowl  was  first  hewed  out,  leaving  the  rim  partly  finish- 
ed. Our  next  step  was  to  turn  up  the  bottom  side  to 
which  there  was  yet  attached  about  100  tons  of  grout 
or  waste  granite  that  would  have  to  come  of¥.  This 
was  done  by  digging  a  hole  wide  enough  to  take  the 
block  in  the  process  of  turning  15  feet  across  the  top 
and  13  feet  deep,  the  end  of  the  stone  projecting-  about 
four  feet  over  the  edge  of  the  excavation.  Into  this 
we  piled  loose  dunnaffe,  level  full,  to  cushion  the 
nearly  finished  rim  of  the  basin  which  was  heavily 
padded  with  felt.  This  rim  of  the  basin  had  to  take 
the  impact  of  the  enormous  strain  in  turning  the  bot- 
tom side  up  and  the  basin  at  the  stage  must  have 
weighed  fully  125  tons,  so  you  will  understand  that 
we  had  to  be  exceedingly  careful. 

"When  all  Avas  ready,  the  side  farthest  from  the 
excavation  was  bridled  with  the  tackle  of  a  60-ton 
derrick  and,  by  starting  the  mass  with  jacks,  the  strain- 
ing cables  of  the  derrick  bv  degrees  caused  the  block 
to  slide  ponderously  into  the  hole,  pressing  down  the 
dunnage  about  eight  feet,  and  come  to  rest  on  the  edge 
of  the  excavation  at  an  angle  of  about  45  degrees. 
From  this  position  it  was  slowly  jacked  and  pulled  to 
a  perpendicular,  rising  over  20  feet  in  the  air.  A  pier 
of  railroad  ties  intended  to  trip  the  bowl  on  its  over 
and  downward  course  had  been  already  built  up  in 
the  hole  to  a  level  with  the  ground.  Eoosc  dunnaee 
mixed  with  tree  saplings  to  break  the  shock  of  the  fall 
were  then  piled  up  almost  as  high  as  the  bowl  itself. 


which  was  then  given  a  tilt  by  the  cables  of  the  der- 
rick and  with  a  crash  came  to  rest  bottom  side  up  for 
further  work. 

"All  the  exposed  surface  of  the  bowl  had  to  be 
honed  or  rubbed  smooth  which  was  accomplished  by 
making  a  wheel-shaped  wooden  frame  and  attaching  to 
it  a  series  of  carborundum  bricks,  one  to  follow  the 
other  and  cut  to  fit  the  contour  of  the  surface.  A  six- 
inch  hole  had  been  drilled  through  the  exact  center  of 
the  basin  to  admit  the  water  pipes  and  into  this  hole 
was  thrust  an  iron  pin,  around  which  the  frame  re- 
volved like  a  great  wheel  driven  by  the  power  from  a 
portable  engine.  After  a  section  of  surface  or  race- 
wav  eoual  to  the  width  of  the  carborundum  bricks  was 
rubbed  smooth,  a  series  of  new  bricks  were  inserted  in 
the  frame  overlapping  the  smooth  race-wav  already 
made  and  so  on  until  the  work  was  completed. 

"In  order  to  finish  the  upper  or  concave  side  which 
was  now  down,  it  was  necessary  to  turn  the  bowl  back 
to  its  first  position.  This  was  done  by  filling  the 
excavation  made  for  the  first  turn,  after  which  the 
bowl  was  rolled  back  to  its  original  working  position. 
The  hole  in  the  ground  was  again  dug  out  and  the 
second  turning  of  the  bowl  was  accomplished  bv  fol- 
lowing the  method  emploved  at  first  when  the  inner  or 
concave  side  was  completed  and  rubbed  smooth  down 
to  the  water  line  bv  means  of  the  revolving  frame 
which  our  workmen  facetioush^  dubbed  the  'Merry-go- 
round.' 

"When  finished,  the  bowl  measured  20  feet  and 
eieht  inches  in  diameter,  three  feet  three  and  three- 
eighths  inches  from  the  top  of  the  rim  to  the  bot- 
tom joint  with  a  thickness  of  one  foot  and  three  inches 
in  its  center,  where  the  water  pipes  come  through." 


A  Contractor's  Suggestionto  Engineers  and 

Building  Inspectors 


By  J.  H.  Gordon' 


DUE  consideration  of  the  title  of  this  paper  and 
an  adequate  study  guided  by  the  experience  of 
the  average  contractor  leads  us  to  the  conclu- 
sion that  "suggestions  from  the  contractor  to 
the  engineer  and  inspector"  must  reach  him  through 
the  highway  commissioner  and  his  immediate  depu- 
ties in  order  to  be  effective.  For  the  i:)olicy  of  the 
commissioner  becomes  immediately  upon  his  accession 
the  policy  of  the  rank  and  file  ;  his  opinions,  his  point 
of  view,  his  very  idiosyncrasies  are  at  once  reflected 
in  his  subordinates.  If  he  be  perchance  a  believer  in 
brick  construction  for  state  highways,  the  department 
immediately  uncovers  a  host  of  advocates,  exponents, 
?nd  experts  for  this  form  of  construction  ;  but  should 
he  be  succeeded  by  a  commissioner  who  is  in  favor  of 
bituminous  macadam,  the  erstwhile  brick  advocates 
subside  and  are  replaced  or  join  the  ranks  of  the  ad- 
vocate of  the  bituminous  roads.  This  reflection  of 
policy  is  carried  out  even  in  detail,  and  if  we  find  one 
administration  with  a  hobby  for  nice  looking  culverts 
it  will  leave  behind  culverts  with  a  finish  that  would 
do  justice  to  a  household  mantel;  but  should  this  com- 
missioner retire  and  his  successor  be  particular  about 
shoulders  and  slopes  we  will  find  the  culvert  work  re- 
suming its  proper  importance  in  construction  and  now 
we  have  a  modeled  and  molded  shoulder  and  a  mathe- 


matically correct  slope.  This  attitude  upon  the  part 
of  the  subordinates  is  very  natural  and  very  normal 
There  are,  of  course,  some  intrepid  spirits,  generally 
among  the  older  and  more  experienced  men,  who  al- 
ways bear  in  mind  the  fundamental  and  are  respect- 
fully but  not  unduly  impressed  by  the  various  hob- 
bies that  they  are  confronted  with.  AVe  are  therefore 
led,  as  stated  in  the  beginning,  to  the  inevitable  con- 
clusion that  if  the  contractors  are  to  make  their  posi- 
tion plain  and  their  experience  of  value  and  eflfect  they 
must  address  themselves  to  the  highway  commission- 
ers and  their  deputies. 

Form  of  Contract 

The  form  of  contract  in  use  in  most  of  the  states 
and  municipalities  is  a  relic  of  the  dark  ages  and  con- 
tains certain  stock  sentences  and  paragraphs  that  are 
absolutely  unfair  to  the  contractor  and  are  never  in- 
cluded in  contracts  between  individuals.  These 
clauses  seek  to  make  the  contractor  liable  not  only  for 
his  own  mistakes  and  misfortunes,  and  the  ordinary 
hazards  of  construction,  but,  in  unmistakal)le  terms, 
fasten  upon  him  the  liability  for  the  errors,  inefficiency, 
or  carelessness  of  the  state's  agents  and  employees. 

We  find  in  many  of  these  contracts  the  clause: 
"The  Contractor  further  agrees  that  he  will  make  no 
claim  against  the  vState  bv  reason  uf  estimates,  tests. 
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or  representations  of  any  officer  or  agent  of  the  State." 
We  find  further  in  this  same  form,  that  the  "contractor 
assumes  all  responsibility  for  damages  through  the 
negligence  of  himself  or  his  agents  or  employees" — 
all  proper  enough,  but  we  find  added,  "or  for  any  other 
cause."  I  might  cite  further,  but  from  these  two 
quotations  it  is  apparent 'that  there  is  a  one-sidedness 
to  this  form  which  is  revolting  to  every  man's  sense 
of  justice  and  fair  play.  The  phrases  are  old  ofTend- 
ers,  but  it  is  time  they  were  finally  removed.  The 
whole  form  of  contract  needs  revision ;  it  should  be 
made  modern ;  it  should  be  drawn  with  due  regard  to 
the  rights  of  both  parties,  and  the  great  states  and 
municipalities  should  assume  for  their  agents  that  re- 
sponsibility which  they  demand  of  the  contractor  for 
his  eniplo3'ees.  The  inexperienced  and  timid  in  office 
too  often  take  refuge  behind  these  clauses,  and  the 
contractor's  only  recourse  is  the  courts  where  he  has 
been  met  before  now  with  the  charge  of  the  judge, 
that  having  signed  a  contract  carrying  these  clauses 
he  is  liable,  however  unjust  the  clauses  themselves 
may  be. 

Inspection 

The  inequality  in  inspection  is  as  marked  as  it  is 
deplorable  and  much  of  it  could  be  eliminated  if  care 
were  taken  to  accurately  state  what  is  meant  and  in- 
tended. 

This  care  should  begin  with  the  preliminary  sur- 
vey which  is  too  often  made  hurriedly  or  under  ad- 
verse weather  conditions,  and  when  the  actual  con- 
struction begins  the  contractor  finds  that  his  work  is 
radically  different  from  his  idea  as  derived  from  the 
plans  and  specifications.  Final  surveys  of  excavation 
and  embankment  at  times  show  as  great  a  discrepancy 
at  25  per  cent.,  although  no  great  departure  has  been 
made  from  the  plans — a  result  scarcely  excusable.  The 
preliminary  survey  should  be  made  with  the  utmost 
care  and  the  plans  and  specifications  drawn  therefrom 
should  be  the  subject  of  the  most  careful  thought  and 
stud)-,  and  when  finally  adopted  should  not  be  lightly 
changed.  The  location  of  the  material  to  be  used 
should  be  definitely  and  exactly  stated  and  the  respon- 
sibility for  these  locations  and  quality  of  material 
should  rest  with  the  state.  Should  these  sources  of 
supply  be  exhausted  or  deteriorate  in  quality  it  should 
be  the  state's  burden  to  bear  the  loss  and  not,  as  now 
in  many  contracts,  the  contractor's.  No  impartial 
tribunal  could  rule  otherwise. 

Quality  of  Materials 

A  word  here  as  to  the  quality  of  materials :  The 
rise  and  progress  of  the  testing  bureaus  has  been  rapid. 
Has  too  mucli  weight  been  given  to  their  reports? 
And  is  it  not  true  that  actual  results  in  construction 
have  been  disregarded  because  of  conflict,  even  slight, 
with  theoretical  test  reports?  Has  not  this  insistence 
on  exact  compliance  with  a  fractional  standard  added 
greatly  to  the  cost  of  construction  witiioiit  adequate 
return  ? 

The  commissioners  of  highways  would  receive 
much  and  valuable  information  by  more  frequent  con- 
sultations with  intelligent  and  cx|)erienced  contractors. 
No  specifications  should  l)c  drawn  without  the  opin- 
ions of  contractors  being  gi\  en  due  consideration,  for 
it  is  tjje  contractor  and  not  the  engineer  who  builds 
the  road.  Look  over  the  records  of  your  departments. 
You  will  find  that  a  contractor,  Mr.  A,  has  been  build- 
ing good  roads  for  man}'  years,  tliat  his  roads  endure, 
that  the  repairs  on  them  are  the  minimum.  You  will 
lind  that  Mr.  15,  who  has  been  building  roads  for  ;i 
like  period,  has  usually  poor  roads,  requiring  early  and 


constant  repairs,  and  yet  l)oth  men  were  working 
under  the  same  specifications  and  under  the  same  en- 
gineering force.  There  is  emple  evidence  to  support 
the  claim  that  the  contractor  is  the  one  to  whom  we 
must  look  for  results  and  that  his  judgment  and  ex- 
perienced opinion  should  be  given  more  weight  than 
they  have,  in  most  instances,  in  the  past. 

The  solution  of  the  questions  of  the  disposition  and 
handling  of  the  engineering  force,  and  a  proper  equal 
and  fair  supervision  of  the  work  of  the  contractors  is 
difificult  and  trying.  The  complex  human  equation 
always  confronts  us.  In  the  vast  volume  of  work  in 
highway  construction  it  is  necessary  many  times  to 
place  young  and  inexperienced  engineers  in  charge. 
Their  opinion  should  not  be  given  the  weight  of  the 
opinion  of  the  experienced  engineer  as  it  so  often  is 
when  in  conflict  with  the  contractor.  For  his  own  pro- 
tection the  division  engineer  is  apt  to  place  the  inex- 
perienced man  in  charge  of  the  work  of  the  reliable 
contractor,  and  the  more  experienced  and  diplomatic 
engineer  with  the  inexperienced  and  perhaps  trouble- 
some contractor,  with  the  result  that  the  good  con- 
tractor's work  is  more  costly  to  him,  and  as  a  conse- 
quence we  see  today  many  of  the  best  men  being  driven 
from  the  business. 

Organization 

The  position  of  commissioner  of  highways  in  a 
great  state  spending  vast  sums  of  money  is  arduous 
and  trying  and  I  know  of  few  positions  more  difficult 
to  adequately  fill.  The  highway  laws  are  often  loosely 
and  hastily  drawn  and  the  commissioner  is  hedged  in 
with  so  many  restrictions  that  he  is  at  times  almost  an 
automaton.  There  are  few  points  that  I  have  brought 
out  here  that  are  not  in  accord  with  tlie  judgment  of 
tlie  experienced  commissioner,  but  until  the  laws  are 
clianged  and  he  is  given  more  discriminating  power  he 
is  !ieli:)less.  Politics  have  been  the  bane  of  road  1)uild- 
ing  both  from  the  standpoint  of  the  contractor  and 
the  engineer,  and  yet  if  the  leaders  of  both  great  par- 
ties will  review  the  past  and  consider  the  future  they 
must  conclude  that  as  a  political  asset  highway  pat- 
ronage is  a  boomerang. 

In  my  opinion  the  ideal  highway  department  would 
have  three  commissioners,  one  engineer,  one  contrac- 
tor, and  one  man  of  afl"'airs,  with  terms  of  office  of  two, 
four  and  six  years.  This  would  give  a  continuity  to 
the  policy  of  the  department  without  making  it  too  in- 
elastic. It  would  secure  the  position  of  the  engineer- 
ing force,  it  would  enable  the  commissioners  to  be- 
come acquainted  with  their  work  and  their  depart- 
ment, with  the  engineers  under  them  and  the  contrac- 
tors doing  business  with  them.  It  would  give  time 
for  the  tests  of  materials  and  forms  of  construction. 
Tt  would  develop  experts.  Politics  should  l)e  re- 
moved. Only  under  a  continuous  and  stable  policy 
can  good  and  permanent  work  be  done. 

In  a  few  short  years  an  organization  ccnild  be  per- 
fected that  would  be  of  incalculable  benefit  to  the 
cause  of  good  roads,  and  would  be  a  source  of  pride  to 
the  citizens  of  the  commonwealth,  for  the  raw  ma- 
terial is  there.  Taken  all  in  all,  as  a  body  the  men 
engaged  in  the  engineering  profession  are  as  fine,  de- 
voted and  conscientious  a  body  of  men  as  adorn  any 
profession  or  walk  of  life.  And  may  I  say  for  the 
contractors  that  most  of  them  value  their  reputation 
highly  and  are  anxious  to  do  good  work  at  a  reason- 
able profit,  and  only  ask  from  tlie  states  and  miuiici- 
l^alitics  that  fair,  equal  and  proper  treatment  whicli 
Ihey  would  demand  and  be  granted  if  contracting  with 
an  individual? 
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Go-Operation   in  the  Brick  Industry 

The  need  of  unity  among  manufacturers  to  restore 
the   demand    for    brick    as    a    building  material 

By  W.  B.  Wreford* 


Tlie  brick  industry  today  is  prubably  at  the  lowest 
ebb  it  has  known  for  several  years.  The  demand  is 
lii^ht,  and  many  manufacturers,  to  keep  their  plants 
in  operation,  have  cut  their  prices  so  much  that  the 
price  of  brick  is  from  $2  to  $5  per  M.  lower  than  in 
1911.  The  question  naturally  arises,  "What  is  the 
matter  with  the  brick  industry?"  Mr.  W.  B.  Wre- 
ford, of  Detroit,  in  a  paper  before  the  National  Brick 
Manufacturers'  Association  in  a  recent  convention  at 
Cleveland,  points  out  the  lack  of  unity  in  the  brick 
industr}^  and  the  necessity  of  working;  together  in 
order  to  restore  the  demand  for  brick  as  building-  ma- 
terial. 

What's  the  matter  with  the  brick  industry?  The 
daddy  of  all  building-  material  is  in  excellent  health, 
but  if  you  took  an  able  seaman,  fireman,  engineer  or 
any  other  human  being-  with  a  trade  and  told  him 
that  he  must  set  back  absolutely  and  not  complain, 
whether  you  gave  him  anything-  to  do  or  not,  he  would 
fret  himself  into  an  illness.  The  same  thing-  can  be 
done  with  an  industr}^  for  industry  is  life  itself.  There 
is  an  old  saying-,  "you  cannot  make  money  without 
spending  it."  There  never  was  a  truer  axiom  written. 
Trade  conditions  have  proven  it  over  and  over  again. 

I  do  not  think  any  one  man  in  the  country  could 
tell  "what's  the  matter  with  the  l)rick  business."  Each 
of  us  can  tell  what  has  happened  to  it  in  the  particular 
locality  in  which  we  are  working-,  each  of  us  can  point 
to  instances  of  success  here  or  there,  caused  by  certain 
circumstances,  i)eculiar  to  that  locality.  We  go, 
however,  into  the  realm  of  theory  when  we  say  that 
the  principles  applied  anywhere  will  produce  the  same 
results. 

White  a  man  may  talk  pleasantl}'  upon  theories,  he 
talks  convincingly  onl)-  upon  such  subjects  as  he  has 
touched  with  his  hand  or  seen  with  his  eye.  There- 
fore, I  am  going-  to  endeavor  to  deliver  a  message 
which  I  hope  will  be  more  convincing  than  pleasant, 
and  confine  myself  to  organization  work. 

I  once  rode  on  the  front  seat  of  a  stage-coach  with 
a  typical  old  driver,  who  amused  me  for  some  time 
killing  bees  by  the  snap  of  his  whip.  I  watched  him 
kill  over  a  dozen  in  as  many  tries ;  finally,  I  spotted 
a  bee-hive  with  at  least  twenty-five  bees  around  it  and 
asked  him  if  he  could  kill  them  ;  his  reply  was :  "Noth- 
ing doing,  lad,  them's  organized."  The  story  very 
clearly  illustrates  the  position  of  the  brick  manufac- 
turers. This  is  not  a  new  condition  nor  a  new  state- 
ment, but  stands  out  so  clearly  as  a  fact  that  it  bears 
repetition. 

I  would  like  to  see  every  l)uilding  brick  manufac- 
turer, big  or  little,  materially  assist  toward  the  making 
of  a  national  campaign  for  brick.  Ask  any  paving  brick 
manufacturer  if  he  would  like  to  see  the  National 
Paving  Brick  Manufacturers'  Association  die. 

About  six  months  ago,  following  out  a  resolution 
passed  at  the  last  convention  of  the  National  Brick 
Manufacturers'  Association,  a  group  of  brick  manufac- 
turers met  at  Indianapolis,  organized  and  incorporated 
the  National  Building  Brick  Bureau,  and  elected  of- 
ficers. 

*  Before  the  National  Brick  Manufacturers  Association,  Cleveland. 


Notification  was  sent  out  ty  all  brick  manufac- 
turers, memberships  and  subscriptions  solicited.  Ui) 
to  date  something  less  than  v$5,000  has  been  subscribed. 

The  main  idea  underlying  the  formation  of  the 
Building  Brick  Bureau  is  to  make  of  it  a  power  sta- 
tion and  clearing  house  for  the  development  of  local 
advertising  and  publicity  all  through  the  country. 

The  bureau  has  a  three-fold  task  mapped  out  for 
itself  in  this  connection  and  others  can  be  added  from 
time  to  time.  The  three  primary  lines  of  activity  are 
to  encourage  advertising  on  tlie  part  of  the  brick 
manufacturers,  to  assist  in  preparing  advertising  mat- 
ter and  directing  the  lines  of  exploitation  work,  and  to 
collect  and  furnish  specific  data  for  its  members  that 
will  be  of  value  in  the  promotion  of  brick  as  a  build- 
ing material  against  all  competitors. 

The  bureau  is  organized  along  proper  lines  and  has 
no  intention  of  going  into  a  wild  campaign  of  money 
spending,  but  proposes,  by  systematic  effort,  to  place 
before  the  building  public  facts,  figures  and  selling- 
talks  to  aid  the  sale  of  brick.  One  of  the  first  ser- 
vices of  the  bureau  is  the  publication  of  a  booklet,  en- 
titled "Distinctive  Brick  Homes."  Jf  money  enough 
can  be  raised,  the  booklet  will  be  placed  in  the  hands 
of  every  architect,  builder  and  contractor  in  the 
United  States.  If  you  Avill  secure  a  copy  of  the  book- 
let, you  will  see  in  a  moment  the  advantage  such  a 
campaign  would  have.  It  takes  money  to  do  this, 
which  means  that  every  brick  manufacturer  should 
contribute  something,  a  $50  or  $100  check  would  help, 
though  it  is  not  enough  to  gain  the  actual  results  de- 
sired. 

You  all  know  how  thoroughly  the  cement  industry 
is  organized.  y\nnually  they  expend  in  their  publi- 
city campaign  twelve  millions  of  dollars,  which,  as 
they  say,  rej^resents  but  a  fraction  of  a  cent  of  each 
dollar's  worth  of  business  done.  The  market  value  of 
material  has  gone  steadily  upward,  yet  the  market 
value  of  cement,  as  shown  in  the  following  table,  never 
reached  the  market  value  of  brick  in  any  one  of  the 
given  years : 

Amount  Manufactured.  Market  A'aluo. 


—Year  1912— 

Brick   11,194,795,000  $  91,303,448 

Cement   85,925,651  bbls.  69.554.385 

Lumber   39,158,414,000  ft.  601.081,645 

—Year  1913— 

Brick   10,892,434,000         $  93,849,649 

Cement   89,541,348  bbls.  89,550,527 

Eiimber   38,387,009,000  ft.       589.142  588 

—Year  1914— 

B.rick   9,704,874,000  $  83,187,045 

<-"ement   87,257,552  bbls.  80,553,203 

Lumber   37,887,142,000  ft.  *580,557,629 


*  Estimated. 

Still  they  ha\-e  an  organized  publicit\  lund  of 
twelve  millions  of  dollars,  Avliich  does  not  represent 
the  money  spent  by  the  individual  firms  for  advertising 
purposes.  Then  take  the  lumber  industrv  which 
s])ends  annually  $50,000  through  its  National  Lumber 
Manufacturers  .Association,  and  is  after  more  money 
and  unquestionably  they  will  get  it.     They  have  the 
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jiiinij  on  the  brick  manufacturers,  and-whilc  $50,000  is 
not  such  a  big;  jump  when  all  the  brick  manufacturers 
in  the  United  States  are  considered,  it's  a  lead  that 
must  be  overcome.  The  ever  present  reason  that 
l)rick  men  must  organize  is  the  fact  that  brick  is  sold 
in  communities,  especiall}^  common  l^rick,  whereas  the 
cement  and  lumber  interests  have  the  entire  country 
for  their  market.  This  fact  alone  makes  it  especially 
vital  that  the  brick  interests  should  organize  for  pub- 
licit}'  and  advertising  purposes.  Just  stop  to  think 
what  a  wonderful  assistance  a  semi-monthly  magazine 
]iublished  b}^  the  National  Building  Brick  Bureau 
would  be  to  you,  containing  suggestions  for  advertis- 
ing" and  publicity  copy.  Tt  would  not  be  expensive 
and  if  a  start  were  made  bv  all  brick  manufacturers 
agreeing-  on  an  assessment,  for  organization  purposes, 
of  one-half  cent  per  thousand  on  all  brick  manufac- 
tured it  would  stimulate  the  brick  market  to  a  desree 
almost  unbelievable.  However,  there  can  be  no  half 
wa}^  station.  No  small  group  of  brick  manufacturers 
can  make  a  success  of  such  an  imdertaking.  One 
and  all  must  realize  its  imoortance.  Tt  is  simply  a 
case  of  "United  we  stand,  divided  we  fall."  ' 

You  will  sav  that  what  I  have  alreadv  stated  can 
be  done  in  one  communitv  necessarilv  cannot  be  done 
in  others.  However,  there  are  thousands  of  things 
that  can  be  worked  out  for  the  brick  manufacturer,  no 
matter  in  what  section  of  the  countrv  he  mieht  be  in. 
No  eflfort  need  be  made  to  tell  vou  bow  to  run  your 
business,  but  suggestions  could  be  ofifered  that  would 
materialh^  assist  the  individual  manufacturer. 

Here,  for  instance,  is  a  sample  of  what  one  of  the 
big  cement  concerns  are  doing:.  The  letter  which 
I  am  about  to  read  has  been  received  by  every  live 
architect  in  the  United  States. 

New  York,  N.Y.,  January  3,  1916. 

My  Dear  Sir : 

Beginning  Januarv,  1916,  an  unusual  and,  we  be- 
lieve, a  sienificant  series  of  our  advertisements  will  ap- 
pear in  the  iournal'=  of  the  architectural  profession. 
They  will  deal  Avith  the  merits  of  reinforced  concrete 
for  industrial  buildings.  And  also  for  ihe  first  time  thev 
will  extend  to  architects  the  services  of  our  Reinforced 
Concrete  Engineering  Department. 

The  function  of  this  department  is  to  furnish  such 
data  as  architects  may  reauire  for  their  consideration 
of  reinforced  concrete,  and  to  lend  such  aid  as  mav  be 
desired  for  preparing-  designs  in  which  the  reinforce- 
ment is  completely  detailed.     This  service  is  free. 

Simultaneously  there  will  appear  a  series  of  ad- 
vertisements to  prospective  owners  in  the  standard 
mag-azines,  directing  their  attention  to  the  merits  of  re- 
inforced concrete  for  industrial  buildings.  They  will 
not  recommend  reinforced  concrete  indiscriminately 
for  building's  not  suited  to  its  use.  Thev  will  em- 
phasize the  advantages  for  certain  kinds  of  industrial 
l)uildings.  They  will  tell  owners  that  it  is  permanent, 
fireproof,  economical,  sanitary  and  that  it  carries  the 
lowest  insurance  rates. 

The  result  of  this  we  hope  to  make  the  owner  see 
the  wisdom,  of  permanent  construction,  so  that  he  may 
be  the  better  prepared  to  receive  his  architect's  recom- 
mcndaJ:ions. 

Tiie  object  of  this  entire  campaign  is  obviously  to 
increase  the  legitimate  use  of  cement.  We  naturally 
want  you  to  use  Atlas,  but  the  whole  purpose  of  this 
letter  will  be  missed,  and  our  project  itself  not  tmdcr- 
stood,  if  you  are  left  with  the  impression  that  in  order 
to  obtain  the  services  of  our  Engineering  Department 


vou  must  use  Atlas.  We  can  well  afford  to  be  satis- 
fied with  our  share  of  the  increased  business  that 
should  result. 

Yours  very  truly, 
The  Atlas  Portland  Cement  Co., 

John  R.  Morron,  Pres. 

Just  think  at  what  a  little  cost  could  be  maintained 
a  brick  bureau  for  the  disseminating  of  ideas  to  archi- 
tects concerning  brick. 

With  your  indulgence  I  am  going-  to  tell  you  what 
has  been  done  through  a  local  organization  in  Detroit, 
known  as  The  Detroit  Brick  Manufacturers  and  Deal- 
ers Association,  operating  since  a  year  ago  last  Sep- 
tember. Partly  as  the  result  of  the  work  of  this  as- 
sociation it  is  necessary  for  every  brick  plant  in  De- 
troit to  work  full  force  all  winter  in  order  to  prepare 
for  the  present  demand  and  the  rush  of  the  spring- 
building  season.  There  is  nothing  very  difficult  about 
the  work  of  the  association.  Here  are  a  few  of  the 
lines  of  endeavor  that  are  being  followed : 

During  the  first  year  they  paid  for  1.000  inches  of 
newspaper  advertising  and  as  the  result  of  this  they 
had  2.000  inches  free  publicity  published.  Let  me 
call  your  attention  to  the  fact  that  names  of  brick 
manufacturers  are  not  used  in  any  of  the  copv. 

Thev  also  have  a  buildino-  sip-n.  a  card  22x28  inches, 
which  is  placed  on  every  brick  building  imder  con- 
struction. These  signs  cost  $2.80  per  hundred.  Then 
there  is  the  road  sip-n.  These  signs  are  placed  on  all 
roads  leading  into  Detroit  with  the  arroAv  pointing-  to- 
ward Detroit.  These  signs  are  14x22  inches  and  cost 
$2.00  per  hundred. 

The  wagon  sign  is  used  on  all  wagons  that  haul 
brick.      They  cost  $5.00  per  hundred. 

The  back  of  the  Detroit  building  code  carries  the 
Build  with  Brick  advertisement.  The  cost  is  $3.00 
per  year,  5,000  copies  being  printed  bv  the  publishers. 

Our  test  booklet,  known  as  "Practical  Tests,"  con- 
tains facts  pertaining-  to  brick  and  hollow  tile  construc- 
tion. These  tests  were  conducted  under  the  supervi- 
sion of  Professor  F.  N.  Menefee,  in  charge  of  the  Ma- 
terials Testing  Laboratory  at  the  University  of  Michi- 
gan. These  tests  cost  about  $3,200,  a  copj^  of  the 
booklet  has  been  supplied  to  all  architects,  contractors 
and  builders  in  the  city  of  Detroit. 

Space  has  been  retained  at  the  Builders  and  Trad- 
ers Exchange  permanent  exhibit  at  a  monthly  cost  of 
$35.  An  architect  is  now  at  work  drawing  plans  for 
a  miniature  brick  house  to  build  of  miniature  common 
brick.     The  size  of  this  space  is  10  feet  by  11  feet. 

Last,  but  not  least,  the  booklet  supplied  by  the  Na- 
tional Brick  Bureau.  This  booklet  contains  informa- 
tion relative  to  the  history  of  the  brick  making  indu.s- 
try,  in  addition  to  the  twelve  designs  for  brick  homes. 
These  designs  were  selected  from  among  the  ones  that 
were  submitted  to  the  Lidianapolis  Star  during  its  re- 
cent competition  for  the  best  drawings  for  brick  homes 
to  cost  not  over  $7,500.  All  Detroit  architects  and 
contractors  have  been  supplied  with  a  copy. 

This  gives  a  general  outline  of  our  activities  in  De- 
troit, which  you  see  is  simple  publicity  and  advertis- 
ing work  that  can  be  successfully  handled  in  any  com- 
munity. 

Summing  up,  what  answer  do  we  get  to  "What's 
the  Matter  with  the  Brick  Business?"  As  I  see  it  the 
answer  is,  "Be  Alive."  Make  them  talk  brick  and 
they  will  buy  and  use  it. 

The  last  word  I  have  to  sa)'  is  on  the  everlasting 
cjuestion  of  price.  My  suggestion  along  this  line  is  to 
create  a  demand  and  the  price  will  take  care  of  itself. 
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The   Design  of  Modern   Power  House 
Foundations  and  Footings 

By  J.  N.  Hatch* 


IN  the  early  uses  of  electricity  before  lon<;-distaiice 
transmission  of  energy  had  developed,  the  amount 
of  power  required  from  any  one  station  was  small. 
Therefore  the  requirements  in  the  way  of  build- 
inos  for  housing  the  generating  machinery  were 
simple.  Today!  however,  with  the  centralization  of 
power  in  large  units,  the  problem  of  working  out  a 
proper  design  for  the  building  and  foundations  has  be- 
come an  important  branch  of  engineering. 

The  layout  of  the  machinery  is  the  fundamental 
determination  in  planning  a  power  station,  but  if  this 
is  made  arbitrarily  without  any  special  reference  to 
the  building  design,  it  often  becomes  difficult,  if  not 
impossible,  to  design  a  neat  well-balanced  building  to 
inclose  the  machinery.  For  any  power-station  design 
it  is  desirable  that  the  mechanical,  electrical  and  build- 
ing engineers  work  closely  together  so  that  the  mach- 
inery and  the  electrical  layout  can  be  arranged  with 
some  reference  to  the  building  features.  To  accom- 
plish this  it  is  generally  necessary  to  make  a  number 
of  preliminary  studies  and  then  by  a  process  of  elini- 
ination  and  rectification  work  out  a  design  that  will 
best  serve  the  end  of  all.  As  soon  as  a  design  that 
will  determine  the  main  features  of  the  building  is  ten- 
tatively decided  upon,  the  work  of  the  real  design  of 
the  building  can  be  started. 

Site 

One  of  the  first  things  to  be  decided  is  the  kind  of 
foundations  that  will  be  required.  The  site  for  a 
power  station  may  be  on  the  lake  shore,  where  the 
high  waves  and  shifting  sands  make  a  problem  of  one 
nature ;  or  on  salt  water,  where  the  corrosive  condi- 
tions are  severe ;  or  on  the  bank  of  a  river,  where  the 
rise  and  fall  of  the  stream  between  extreme  high  and 
low  water  is  60  or  70  ft. ;  or  it  may  be  along  a  river 
where  the  quicksands  are  extremely  treacherous,  or 
along  a  river  where  the  foundations  will  be  on  solid 
rock.  If  the  site  of  the  proposed  building  is  in  a 
city  or  town,  it  is  often  possible  to  gain  considerable 
knowledge  from  the  investigation  of  structures  that 
have  been  built  in  the  vicinity  and  from  an  inquiry  of 
the  nature  and  character  of  the  underlying  soil.  But 
it  often  happens  that  a  power  station  is  built  far  away 
from  any  other  building  and  the  engineer  in  charge 
must  make  all  preliminary  determinations  from  his 
own  investigations. 

Generally  it  is  necessary  to  have  a  number  of  bor- 
ings made,  and  in  addition  it  is  often  advisable  to  have 
a  few  test  holes  dug  down  as  deep  as  the  earth  can  be 
conveniently  excavated.  These  test  holes  will  afiford 
a  means  of  examining  the  nature  of  the  dif¥erent  strata 
of  earth.  From  this  examination  a  good  idea  can  be 
obtained  of  what  loads  the  earth  will  safely  bear  per 
square  foot.  Whether  the  foundation  is  simply  to  rest 
upon  the  earth  or  must  have  piles  or  caissons  is  a 
matter  to  be  decided  by  the  building  engineer  from  his 
investigation  of  the  soil  and  surroundings. 

It  is  generally  necessary  to  bring  a  large  intake 
and  discharge  tunnel  into  the  center  of  the  building. 
This  complicates  the  foundation  problem.  If  the  un- 
derlying material  is  solid  rock,  the  tunnel  can  be 
driven  through  it,  but  if  it  is  sand  and  gravel  to  an 
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indefmite  depth,  the  jirobleni  is  much  more  difticult, 
j^articularly  if  the  tunnel  must  be  sunk  to  a  depth  of 
50  or  60  ft.  so  that  it  will  always  be  below  the  low- 
water  level  of  the  river  on  which  the  station  is  located. 

Foundation  Materials 

Next  to  solid  rock,  sand  and  gravel  are  about  the 
best  materials  upon  which  to  place  a  foundation  for  a 
heavy  building,  but  they  must  be  confined  and  must 
not  be  undermined  by  deeper  foundations  near-by. 
Clay  is  always  a  treacherous  substance  on  which  to 
place  a  heavy  foundation,  especially  if  it  is  subject  to 
alternate  saturation  and  extreme  dryness.  It  is  difficult 
to  judge  of  the  load  that  clay  will  safely  bear,  as  it 
seems  that  almost  anv  clav  is  subject  to  some  compres- 
sion, which,  although  taking  place  slowly,  may  con- 
tinue for  many  years  and  become  a  significant  amount 
in  time. 

If,  upon  an  examination  of  the  site,  the  engineer 
thinks  that  the  underlying  materials  will  not  carry  the 
building  safely,  he  must  resort  to  some  method  of  in- 
creasing its  bearing  power  sufficiently  to  make  it  safe. 
If  there  is  a  hard  underlying  stratum  at  a  reasonable 
depth,  it  may  be  determined  to  drive  piles,  but  if  the 
miderlying  materials  do  not  become  solid  initil  a  depth 
of  80  or  100  ft.  is  reached,  so  that  piles  cannot  be 
utilized,  it  may  be  desirable  to  use  so-called  caissons. 
These  are  made  by  digging  wells  5  to  8  ft.  in  diameter 
to  a  solid  footing,  and  then  filling  with  concrete  and 
distributing  all  loads  to  them. 

If  a  heavy  building  is  to  be  placed  on  soil  of  a 
quicksand  nature  Avhere  piles  would  not  be  practicable, 
a  method  considerablj^  used  is  to  place  the  entire  struc- 
ture on  a  reinforced-concrete  mat,  generally  5  or  6  ft. 
thick  and  thoroughly  reinforced  in  both  directions, 
both  top  and  bottom,  in  the  hope  that  if  there  is  settle- 
ment it  will  be  so  uniform  over  the  entire  building  as 
not  to  be  noticeable.  One  serious  difficulty  with  the 
arrangement  is  to  know  what  is  going  to  happen  where 
the  tunnel  joins  the  mat.  If  the  entire  mat  settles 
considerably,  it  is  likely  to  break  away  from  the  tun- 
nel where  the  two  join. 

It  is  clear  that  the  determination  of  the  stvle  of 
foundation  best  adapted  for  any  particular  location  is 
a  problem  of  itself  and  must  be  solved  for  that  par- 
ticular site  and  the  particular  building  which  is  re- 
quired. 

Design  of  Foundations 

As  soon  as  the  seneral  arrangement  of  the  mach- 
inery has  been  decided  upon  and  a  skeleton  plan  and 
cross-section  of  the  building  has  been  worked  out  and 
the  elevation  of  the  exterior  has  been  tentatively  fixed 
upon,  the  detailed  location  of  all  walls,  piers  and 
columns  must  be  decided,  so  that  the  foundation  walls 
and  footings  can  be  designed.  A  fairlv  close  estimate 
can  be  made  of  thicknesses  of  walls,  sizes  of  piers  and 
outside  dimensions  of  columns  just  from  a  studv  of  the 
skeleton  of  the  building,  and  a  fairly  close  approxi- 
mation can  be  made  of  what  the  w^eight  of  the  mach- 
inerv  will  be  from  the  weiehts  of  similar  machinerv 
used  elsewhere.  It  is  therefore  possible  to  figure  the 
load  from  the  roof  downward  that  will  be  transferred 
to  the  walls  and  columns  and  piers.  A  careful  schedule 
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should  be  made  of  these  loads,  showing  at  what  eleva- 
tion they  come  and  what  each  is  from.  These  should 
be  put  on  an  outline  plan  of  the  buildino-  and  on  a 
cross-section,  so  that  they  can  be  readily  checked  over 
and  so  that  if,  after  more  data  are  received,  there  are 
changes  required,  it  wilj  be  easily  seen  how  the  orig- 
inal assumption  will  be  affected.  This  loading  sched- 
ule will  be  referred  to  until  the  building  is  completed, 
and  should  be  carefully  made  and  checked.  With 
the  schedule  completed,  the  design  of  the  foundation 
can  be  undertaken. 

Foundation  walls  and  footings  for  buildings  and 
machiner}^  are  made  at  present  almost  without  excep- 
tion of  concrete.  If  below  the  high-water  level  the 
basement  floor  must  be  carefully  built  and  joined  to 
the  walls  so  that  there  will  be  no  leakage. 

In  the  modern  large  station  the  smoke-stack  is 
frequently  carried  on  a  steel  structure  over  the  boilers. 
This  has  a  number  of  advantages — it  permits  a  saving 
in  land  and  in  the  size  of  the  building  and  allows  one 
uninterrupted  row  of  boilers.  The  argument  against 
this  arrangement  is  its  extra  cost.  In  some  the 
stack  structure  is  joined  rigidly  to  the  building  struc- 


ture and  in  others  it  is  not  connected  in  a.ny  direct  way 
to  the  building. 

Power-Plant  Chimney  Foundaitions 

Stacks  and  chimneys  that  rest  directly  on  the  earth 
do  not  involve  any  special  features  that  need  to  be 
dwelt  upon.  It  is  necessary  to  remember  that  under 
the  maximum  wind  conditions  the  earth  pressure  at 
the  toe  of  the  foundation  on  the  leeward  side  of  the 
chimney  may  become  as  much  as  twice  the  average 
earth  pressure  over  the  entire  base  with  no  wind  blow- 
ing. Care  must  be  taken  to  insure  there  being-  no  up- 
lift under  the  toe  of  the  foundation  on  the  Avindward 
side. 

While  the  purely  architectural  features  should  be 
given  careful  study  and  the  whole  design  of  the  sta- 
tion should  be  made  with  the  architectural  scheme  in 
view,  still  the  usefulness  of  economy  of  the  plant 
should  not  be  appreciably  hampered  to  carry  througli 
some  preconceived  scheme.  In  fact,  this  is  not  ne- 
cessary, for  a  building  of  good  appearance  can  be 
worked  out  in  harmony  with  almost  any  well-planned 
machinery  layout,  especially, if  the  two  are  worked  out 
together. 


Work  Started  on  Papineau  Roman  Catholic 
School  at  Montreal,  P.Q. 


On  instructions  of  the  Roman  Catholic  School 
Commissioners,  Montreal,  Messrs.  Marchand  and  Ker- 
oack  and  Messrs.  Doucet  and  Morrissette  have  drawn 
up  plans  for  a  new  boys'  school,  to  be  constructed  on 
a  site  on  Papineau  Avenue  and  Lafontaine  and  La- 
londe  Streets,  Montreal.  The  general  contract  has 
Ijeen  let  to  Laurier  &  Rondeau,  Montreal. 

The  total  site  is  365  feet  long  aiul  157  deep,  this 


including  a  large  playground  at  the  Lalonde  Street 
end.  The  dimensions  of  the  building  are  65  feet  by 
164  feet,  the  area  being  about  22,000  square  feet.  Tlie 
structure  is  to  be  set  back  30  feet  from  the  main  front- 
age on  Papineau  Avenue,  there  being  the  same  amount 
of  free  land  at  the  rear,  forming  another  play  ground. 

The  building  will  consist  of  a  basement  and  three 
stories.     The  foundations  are  to  be  of  concrete,  witli 
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:i  granite  base,  and  grey  canyon  sand  stone  to  the 
lirst  floor.  From  here  the  exterior  will  be  of  Kittan- 
ning  brick,  sandstone  trimmings  and  terra  cotta  corn- 
ices. 

There  are  to  be  six  entrances,  the  two  main  ones 
oil  ['apineau  Avenue,  one  each  on  Lalonde  and  Lafon- 
taine  Streets,  and  two  at  the  rear  of  the  school.  The 
stairways  will  be  constructed  of  slate  for  the  steps 
and  landings  with  cast  iron  risers. 

The  basement  will  contain  a  storage  room,  coal  bin 
and  equipment  for  heating  and  ventilation,  including 
a  I)oiler  for  the  hot  water  system. 

The  plans  show  a  large  recreation  in  the  centre  of 
the  ground  floor  with  toilet  adjoining;  on  one  side  are 
to  be  the  caretaker's  quarters  and  store  room,  and  on 
other  administration  offices.  The  floors  on  the  re- 
creation room  and  in  the  toilet  will  be  of  ceramic  tile, 
while  in  the  caretaker's  quarters  and  the  offices  they 
will  be  of  concrete  slab  covered  with  hardwood. 
Tiiroughout  the  building  there  are  to  he  suspended 


ceilings  on  metal  lath.  Terra  cotta  will  be  used  for 
all  interior  wall  linings. 

The  next  two  floors  will  give  accommodation  for  in- 
struction. Each  floor  will  contain  seven  class  rooms, 
with  a  cloak  room  adjoining  each  class  room.  There 
will  also  be  toilets,  and  ou  the  lirst  floor  a  teachers' 
room  is  to  be  provided.  ( )n  the  second  floor  a  steno- 
graphers' room  takes  the  place  of  the  teachers'  room. 
The  class  rooms  are  to  be  divided  by  a  main  corridor 
ten  feet  wide  running  the  entire  length  of  the  building. 
The  rooms  are  finished  in  chestnut,  while  the  floors  of 
the  corridor  and  of  the  rooms  are  to  be  of  maple.  Cera- 
mic tile  will  be  used  for  the  floors  of  the  various  toil- 
ets. The  class  rooms  will  be  reached  from  the  main 
entrance  by  two  wide  staircases. 

The  roof  is  to  be  of  tar  and  gravel.  A  fire  escape 
with  iron  stairways,  will  be  provided  on  the  I-^alonde 
Street  side  of  the  school.  The  building,  it  will  be 
noticed,  is  to  be  exceptionally  well  lighted  as  the  site, 
being  open  on  four  sides,  gives  facilities  for  the  provi- 
sion of  a  large  number  of  windows. 


How  to  Build  Good  Roads  at  Lowest  Cost 

for  Modern  Traffic 


By  F.  E.  Everett' 


IX  these  days  of  modern  road  building,  when  large 
sums  of  money  are  being  expended  for  highway 
improvement,  when  any  sort  of  so-called  perman- 
ent type  of  pavement  will  cost  from  $10,000  to 
$30,000  per  mile,  many  engineers  and  commission- 
ers are  brought  face  to  face  with  the  question  of  how 
the  mileage  necessary  to  complete  their  highway  sys- 
tem can  be  built  without  bankrupting  the  state  or 
county  which  they  represent. 

There  is  no  doubt  that  the  high  class  types  of  road 
are  most  essential  and  necessary  on  trunk  lines  or 
main  roads  between  cities  or  county  seats,  that  are 
subjected  to  all  sorts  of  traffic  from  horse-drawn 
vehicles  to  motor  trucks.  But,  outside  of  these  main 
arteries,  is  it  not  necessary  that  a  cheaper  type  of  road 
be  constructed?  Even  if  a  commonwealth  can  ar- 
range a  bond  issue  ample  to  construct  its  whole  sys- 
tem of  bituminous  macadam,  concrete  or  brick  pave- 
ment, is  it  not  economy  for  it  to  construct  a  less  ex- 
l^ensive  road?     I  say  emphatically,  yes. 

With  our  present  completed  system  the  tourist 
can  reach  the  mountains  by  any  one  of  three  routes 
and  return  by  either  of  the  other  two,  but  had  we  been 
obliged  to  confine  ourselves  to  a  high  class  type  of  con- 
struction, we  could  have  made  but  a  poor  showing  on 
any  one  of  these  routes,  to  say  nothing  of  building- 
three.  In  the  building  of  these  three  lines  we  have 
resorted  to  the  material  we  had  at  hand.  In  a  good 
many  localities  there  are  deposits  of  good  gravel  and 
where  this  occurs  it  has  been  comparatively  easy  to 
get  good  results.  In  numerous  other  places  gravel 
could  not  be  found  or  if  found  it  was  of  an  inferior 
quality  lacking  in  some  iijiportant  feature,  perhaps  in 
binding  material,  perhaps  as  is  more  often  the  case,  in 
metal. 

Under  these  conditions  we  resort  to  a  combination 
of  material  to  get  the  desired  effect.  If  the  gravel  is 
sandy,  with  no  binding  material  we  alternate  the  lay- 
ers of  gravel  with  clay  or  marl  or  sometimes  mix  the 
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two  materials  thoroughly  by  harrowing  or  some  such 
other  method.  If  there  is  not  enough  metal  we  have 
found  that  with  a  stone  foundation,  material  of  a  very 
inferior  quality  can  be  used  for  surfacing  and  with 
very  satisfactory  results. 

We  have  in  New  Hampshire  a  mixture  of  cla}'  and 
sand  and  gravel  called  hardpan.  This  is  probably 
more  common  than  any  other  native  material.  This 
material  mixed  with  sand  or  sandy  gravel  or  even  laid 
directly  on  the  stone  foundation  or  telford  is  quite 
satisfactory  under  our  system  of  maintenance. 

Construction 

In  construction  we  pay  due  attention  to  the  essen- 
tials— alignment,  grading,  drainage  and  foundation. 
In  connection  with  the  alignment  it  may  not  be  out  of 
place  to  say  just  a  word  as  to  our  methods  of  survey. 
Contrary  to  the  general  practice  adopted  by  most 
states,  we  do  not  make  a  plan  of  the  road  first  and 
then  plot  the  new  road  on  paper. 

The  first  procedure  is  to  establish  the  center  line  of 
the  new  road  on  the  ground,  correcting  the  old  align- 
ment where  possible.  With  this  as  a  base  line  we  are 
enabled  to  stake  out  the  new  layout  and  also  make  a 
survey  of  the  existing  conditions.  Stakes  are  set  every 
50  ft.  on  an  offset  from  the  center  line.  When  the 
cross  sections  are  taken  an  elevation  is  obtained  of  the 
top  of  these  offset  stakes  so  that  when  the  finished 
grade  is  obtained  it  is  easy  to  determine  the  cut  of  lill 
from  the  top  of  these  stakes. 

]f  for  any  reason  it  is  desired  to  change  the  align- 
ment after  the  survey  is  plotted  on  the  plan,  the 
stakes  are  on  the  ground  and  it  IS  an  eas\'  matter  {^^ 
figure  the  offset  either  way  from  them.  1  believe 
this  method  of  survey  and  staking  out  saves  the  ex- 
])ense  of  one  engineering  operation  in  the  lield. 

The  essentials  of  drainage  and  foundation,  we  give 
particular  attention  to,  for  with  these  gravel  or  dirt 
roads  it  is  very  necessary  that  the  water  be  thoroughly 
taken  care  of.  A  great  many  of  our  roads  have'  the 
telford  foundation,  especially  if  the  gravel  is  of  an  in- 
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feriur  quality  with  a  tendency  to  be  heavy  or  sticky 
in  wet  weather. 

We  have  built  most  of  our  roads  21  ft.  wide  from 
ditch  to  ditch.  No  doubt  many  of  you  will  say  that  this 
is  not  wide  enough.  In  some  cases  I  am  inclined  to 
think  so  myself.  Howpver,  they  have  answered  very 
well  for  the  traffic  they  are  subjected  to.  Our  orig- 
inal specifications  called  for  15  ft.  of  metal  and  3-ft. 
dirt  shoulders.  The  gravel  was  laid  in  three  courses 
of  sufficient  thickness  to  make  the  whole  compacted 
mass  8  ins. 

Today  we  believe  that  we  can  get  better  results  by 
sub-grading-  the  entire  width  of  21  ft.  in  practically  a 
flat  section.  If,  however,  the  stone  foundation  is  used 
we  crown  it  slightly.  On  this  section  the  surfacing 
material  is  placed  in  two  courses,  using  a  dumping- 
board  or  dumping  the  loads  in  such  a  way  that  all  the 
material  will  be  handled  over. 

We  desire  to  roll  each  layer,  using  in  most  cases 
a  horse-drawn  corrugated  roller.  Some  of  the  larger 
towns,  however,  use  a  steam  roller  and  some  of  the 
smaller  ones  have  no  roller  and  depend  on  the  traffic 
to  do  the  compacting,  keeping  it  in  shape  1)v  dragging 
and  raking.  Of  course  we  get  results  quicker  where 
we  are  able  to  use  a  sprinkler  and  thoroughly  wet 
down  the  separate  layers,  but  in  most  cases  we  have  to 
depend  upon  nature  for  the  wetting.  The  finished 
section  has  a  thickness  of  metal  of  about  10  ins.  in 
the  center  and  practically  nothing  on  the  edges.  This 
gives  a  crown  to  the  road  of  about  1  in.  per  ft.,  which 
we  believe  is  necessary  for  roads  of  this  nature. 

We  have  built  in  the  ten  years  that  the  department 
has  been  in  existence,  1,171  miles  of  road  of  which  558 
is  trunk  line,  outside  of  the  compact  portion  of  towns 
having-  a  population  of  over  2,500.  Of  this  latter 
amount  422  miles  are  of  gravel  construction  and  repre- 
sent an  expenditure  of  $1,614,503,  or  an  average  per 
mile  of  $3,826. 

Maintenance 

After  any  road  has  been  properly  rolled  and  the 
surface  has  been  made  compact  and  smooth,  it  is  de- 
sirable that  it  should  always  be  jnaintained  in  that 
condition.  It  is  a  common  rule  that  the  finest  roads 
are  the  result  of  good  construction  and  system  of 
maintenance  whereby  every  defect  is  corrected  before 
it  has  time  to  cause  serious  damage.  This  rule  is 
chiefly  applicable  to  a  gravel  road  for  the  very  obvious 
reason  that  if  we  are  to  build  gravel  roads  and  expect 
them  to  give  their  users  the  same  satisfaction  that 
the  more  expensive  types  would  give,  we  must  main- 
tain as  near  a  true  section  as  is  possible,  free  from  ruts 
and  holes. 

The  question  next  arises  what  kind  of  maintenance 
will  accomi^lisli  this  result.  As  we  all  know  there  are 
two  general  forms  of  maintenance,  which  may  be 
called  continuous  maintenance  and  periodical  repairs. 

It  is  not  my  purpose  to  analyze  the  merits  or  de- 
fects of  these  systems.  Both  have  their  advocates 
and  critics  and  both  their  strong  and  logical  argument. 
Personally,  I  feel  that  both  systems  are  correct.  The 
type  of  road  to  which  they  arc  applied  should  regulate 
their  selection.  It  would  certainly  be  a  waste  of 
money  to  employ  constant  maintenance  upon  a  high 
class' pavement  which  we  have  every  reason  lo  c.xpect 
will  wear  uniformly  until  such  time  as  ti>  need  resur- 
facing. On  the  other  liand  it  would  be  pdor  i)()licy  to 
let  a  gravel  road  go  until  it  needed  resurfacing. 

It  is  important  that  every  rut  and  hole  be  tilled  as 
soon  as  they  appear  for  they  will  hold  water  whirli 


will  soften  the  gravel  bed  and  cause  the  road  to  wear 
rapidl}^ 

The  question  now  arises:  What  is  the  best  method 
to  adopt  to  accomplish  this  continuous  maintenance? 
There  could  be  only  one  answer  to  this  so  far  as  the 
gravel  road  is  concerned,  namely  the  patrol  system.  A 
patrolman  equipped  with  a  one-horse  hitch,  shovel, 
rake  and  drag,  etc.,  given  a  mile  of  road  per  diem,  will 
find  plenty  to  do.  A  gravel  road  to  insure  the  main- 
tenance of  its  cross  section  should  be  dragged  after 
every  rain.  Under  the  periodic  system  we  could  not 
do  this  as  it  was  impossible  to  have  the  maintenance 
gang  at  the  proper  places  at  the  proper  times. 

Dragging 

As  we  all  know,  a  gravel  road  can  be  too  wet  or  too 
dry  to  drag.  In  other  words  there  is  a  certain  time 
after  a  rain  when  the  road  is  in  the  best  possible  condi- 
tion to  work  and  obtain  results.  The  patrolman  con- 
stantly on  the  road  is  going  to  know  just  when  this 
time  arrives.  He  is  going  to  discover  the  weak 
places.  He  will  see  the  small  hole  when  it  starts  and 
l^efore  it  has  developed  into  a  large  one  or  a  series  of 
small  ones.  He  can  patch  the  roads  in  the  early 
stages  of  disintegration  without  serious  trouble  or  ex- 
cessive cost. 

Theoreticall3%  if  a  patrolman  gives  his  gravel  road 
proper  attention  it  should  never  need  resurfacing".  He 
will  cart  on  and  distribute  enough  new  gravel  to  take 
the  place  of  that  which  has  been  worn  out  under 
traffic.  The  patrolman  fully  illustrates  that  old  adage, 
"A  stitch  in  time  saves  nine." 

As  an  illustration  of  the  favor  in  which  we  hold  the 
patrolman's  services,  I  will  cite  the  increase  that  has 
been  made  in  this  branch  of  our  organization.  In  the 
year  1911  there  were  two  men  employed  as  patrolmen 
on  one  of  our  trunk  lines  for  about  two  months.  This 
was  our  first  attempt  with  the  patrol  system.  We 
have  already  appointed,  for  the  year  1916,  225  patrol- 
men. These  men  will  be  employed  from  April  1.  or 
sooner  if  the  weather  conditions  permit,  until  Decem- 
ber 1.  Their  average  pay  will  be  $3.25  per  day.  Now 
arises  the  question  :  How  much  money  can  be  justifi- 
ably expended  in  the  maintenance  of  a  gravel  road? 

Assuming  the  cost  of  a  modern  country  road  pave- 
ment of  the  so-called  permanent  type  at  $15,000  a  mile 
(conservative)  and  supposing  this  to  be  paid  for  by 
20-year  bonds  at  4^  per  cent.,  the  annual  charges  for 
interest  on  and  redemption  of  the  bonds  amount  to 
about  $1,150  per  annum.  It  is  safe  to  assume  that 
even  the  most  permanent  type  of  country  road  pave- 
ment will  require  repairs  and  maintenance  of  at  least 
$50  per  mile  per -year,  or  in  round  figures  we  have  a 
minimum  of  $1,200  per  mile  per  year  as  the  cost  of  the 
improved  road. 

Assuming  that  a  good  gravel  road  may  be  built  for 
$4,000  per  mile  (which  we  have  shown  is  more  than 
the  average  cost  of  New  Hampshire  roads),  the  an- 
nual charges  for  interest  on  and  redemption  of  bonds 
(if  the  roads  are  built  by  bond  issues)  at  the  end  of  20 
years  would  amount  to  about  $310.  Therefore,  it  is 
theoretically  economical  to  spend  nearly  $900  per  mile 
l)er  year  for  the  maintenance  of  gravel  roads,  if  fof 
that  sum  the  rcjads  can  be  maintained  in  a  condition 
o(|ual  to  a  ])avement  in  the  $15,000-a-mile  class. 

Our  claim  is,  that  in  New  Flamixshire,  we  arc  able 
to  maintain  this  condition  on  four-fifths  of  our  roads. 
This  four-fifths  carries  an  average  traffic  of  about  300 
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to  600  vehicles,  mostly  motors,  per  day  durin<^-  the  va- 
cation season. 

From  the  comparison  just  cited,  we  find  that  we 
can  economically  spend  $900  per  mile  per  year  for 
maintenance.  Under  the  patrol  system  we  do  not 
find  this  expenditure  necessary.  Takin,^  forty  towns 
in  New  Hampshire  whose  state  roads  have  been  built 
of  gravel  and  maintained  by  the  patrol  system,  we  find 
that  in  the  year  1915  our  average  cost  of  maintenance 
per  mile  was  $240.  This  cost  includes  in  some  cases 
the  surface  application  of  a  light  asphalt  or  non-asphal- 
tic  oil.  I  will  leave  it  to  your  judgment  if  this  type 
of  road  is  not  the  most  economical  for  moderate  traffic. 

A  doubt  will  probably  exist  in  the  minds  of  some 


when  the}'  take  into  consideration  the  am(junt  of  traffic 
that  these  roads  carry  and  compare  it  with  some  of 
the  elaborately  worked  out  theories  as  to  the  wearing 
qualities  of  plain  gravel  roads,  but  we  have  the  exper- 
ience of  several  years  of  this  type  of  maintenance  and 
construction  as  a  refutation. 

In  fact  any  of  these  gravel  or  so-called  combination 
roads,  which  were  originally  built  of  necessity,  have 
worn  so  satisfactorily  that  today  we  are  advocating 
this  sort  of  construction  as  a  principle.  We  believe 
that  for  four-fifth  of  our  trunk  line  roads  this  type  of 
construction  is  absolutely  satisfactory  for  moderate 
traffic,  if  properly  maintained,  and  by  far  the  most 
economical  road  to  build. 


Completed  Reinforced  Concrete  Girder 
Causeway  at  Corpus  Christi,  Texas 


Nueces  County,  Texas,  have  completed,  at  a  cost  of 
$166,500,  a  causeway,  8,700  ft.  long  connecting  the  city 
of  Corpus  Christi  with  San  Patricio  County  across  the 
Corpus  Christi  Bay.  The  following  details  of  the 
work  are  taken  from  Engineering  Record.  The 
causeway  forms  an  important  link  in  the  system  of 
roads  connecting  San  Antonio  with  a  number  of  re- 
sorts on  the  Texas  Gulf  coast. 

The  construction  adopted  consists  of  6,200  ft.  of 
protected  fill,  and  2,532  ft.  of  short  reinforced  concrete 
spans,  providing  sufficient  waterway  for  the  passage  of 
high  waters  and  floods  of  the  Nueces  River.  It  also 
includes  a  small  bascule  bridge  with  a  32-ft.  clearance. 

The  bridge  portion,  consisting  of  76  reinforced 
concrete  girder  spans,  with  30-ft.  clear  openings,  and 
the  draw  span  were  placed  at  the  south  end  where  the 
deepest  water  existed,  and  provides  a  total  waterway 
at  high  tide  of  8,600  square  feet.  The  piers  consist  of 
a  bent,  creosoted  long-leaf  pine  piling,  24  lbs.  treat- 
ment, with  a  concrete  cap  2y2  ft.  wide,  extending  down 
to  the  existing  bottom.  The  top  of  the  piers  is  an 
elevation  of  3  ft.  above  low-water  datum.  The  con- 
crete was  placed  in  the  water  with  a  tremie.  Piers 
are  reinforced  with  four  rods,  two  on  each  side  on  the 
row  of  pile  heads,  to  avoid  danger  of  cracking  opposite 
the  piles. 


The  piles  vary  in  length  up  to  a  maximum  of  55  ft. 
They  were  driven  to  a  penetration  of  in.  under  a 
6,800  lb.  gravity-drop,  steam  hammer,  striking  sixty- 
blows  per  minute. 

Reinforced-Concrete  Girders 

The  spans  are  composed  of  four  reinforced-concrete 
girders  32  }^  ft.  center  to  center  and  30-ft.  clear  span. 
The  bottoms  of  the  outer  girders  are  in  elliptical  arch 
form,  and  the  inside  girders  are  corbelled.  The  gird- 
ers and  the  concrete  floor  slab  were  run  continuously 
through  five  spans ;  at  every  fifth  pier  the  entire  sup- 
erstructure was  completely  cut  by  a  contraction  joint. 

The  roadway  is  19  ft.  10  ins.  wide  between  concrete 
railings  of  ornamental  type,  top  of  floor  slab  being  9 
ft.  above  low-water  datum.  Provision  for  continuity 
in  both  floor  slab  and  girders  is  made  by  bending  up 
reinforcement. 

The  roadway  is  drained  by  cast-iron  gratings  and 
scuppers  through  the  curb.  A  wiring  conduit  and 
anchor  bolts  were  provided  for  future  installation  of 
light  brackets  over  alternate  piers. 

Concrete  and  Form  Work 

The  concrete  was  composed  of  washed  crystalline 
limestone  gravel  1 :2 :4  mix,  and  was  reinforced  by  de- 
formed square  rods  of  medium  grade  structural  steel. 


Corpus  Christi  Causeway— 76  -  30  ft.  concrete  spans  with  32  ft.  Bascule  Bridge. 
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A  field  testing-  laboratory  was  maintained  throughout 
the  work.  Tests  of  4-in.  cubes  of  concrete  for  girders 
and  floor  showed  an  average  strength  of  2,800  lb.  per 
square  inch  at  30  days. 

Placing  Paneled  Knockdown  Forms 

'l"hc  forms  for  the  spa'ns  were  carried  without  false- 
work upon  eight  lines  of  10  x  20-in.  timbers  32  ft.  long- 
resting  on  the  piers  in  pairs  on  either  side  of  the  four 
girders.  The  forms  were  composed  of  dressed  lumber 
screwed  together  in  panels  and  oiled.  The  panels 
were  supported  on  the  aforesaid  timbers  and  held  in 
position  by  a  sj'stem  of  knockdown  framing  requiring 
no  nailing,  and  wired  only  for  the  outer  girder  sides. 
The  forms  were  used  eight  times  with  very  little  re- 
working. 

The  drawspan  is  of  the  Strauss  bascule  lift  type. 
'J1ie  girders  have  a  span  of  42  ft.  from  center  of  main 
trunnion  to  bearing  of  moving  leaf,  and  provide  a  clear 
span  between  fenders  of  32  ft.  The  floor  is  a  4-in. 
slab  of  reinforced  concrete  carried  on  steel  floorbeams 
and  stringers  and  with  2  in.  of  trap-rock  granolithic  for 
the  wearing  surface. 

Oyster  Shell  Approach  Fills 

The  approach  fills,  200  ft.  long  at  the  south  end  and 
6,000  ft.  at  the  north  end,  are  composed  entirely  of 
oyster  shell  dredged  from  the  shell  reef  which  under- 
lies the  greater  portion  of  the  entire  structure.  The 
top  width  is  40  ft.  and  the  side  slopes  6  to  1,  making  a 
base  of  approximately  120  ft.  width.  A  berm  of  100 
ft.  was- left  between  the  toe  of  the  slope  and  the  dredge 
pits.  The  fill  was  dredged  in  to  elevation  6.00  above 
low  water  and  subsequently  crowned  to  elevation  6.50 
for  the  roadway. 

The  fill  is  protected  by  very  shallow  water  on  the 
west  side ;  by  a  bar  and  by  comparatively  shoal  water 
on  the  outer  or  eastern  side  fronting  on  Corpus  Christi 
Bay.  The  anticipated  shoaling  action  due  to  stoppage 
of  cross  currents  as  above  mentioned  has  already  de- 
\  eloped  to  a  noticeable  extent.  Although  the  fill  is 
30  miles  inland  from  the  Gulf  of  Mexico  and  is  exposed 
to  no  severe  storm  nor  wave  action,  it  was  thought 
best  to  supplement  the  protection  from  natural  condi- 
tions by  the  following  construction  precautions :  B'irst, 
the  use  of  oyster  shell  for  building-  the  entire  fill;  sec- 
ond, the  adoption  of  very  flat  side  slopes  comparable  to 
the  slopes  of  the  adjacent  sand  beaches;  and  third,  by 
the  use  of  brush  faggots  and  riprap  to  protect  the  toes 
of  the  fill. 

Brush  Faggots  and  Riprap 

The  faggots  consist  of  bundles  of  mesquite  brush 
somewhat  over  8  ft.  long  and  12  in.  in  diameter  bound 
securely  and  tightly  by  four  wire  stays.  These  fag- 
gots were  placed  at  right  angles  to  the  center  line  with 
brushy  ends  out  and  in  continuous  rows,  simultaneous- 
ly with  the  placing  of  the  fill.  Two  rows  of  faggots 
were  placed  on  the  outer  side  and  one  on  the  inner  side, 
except  near  the  abutments,  where  three  and  two  rows 
respectively  were  used.  The  fill,  and  especially  the 
finer  particles  of  shell,  settled  into  the  crevices  of  the 
faggots  to  form  a  solid  toe.  On  top  of  the  other  slope 
as  thus  constructed  was  placed  the  riprap  composed  of 
50  per  cent,  one  man  and  .50  per  cent,  two  man  stone 
placc;l  by  hand  in  an  apron  one  layer  thick  and  14  ft. 
wide.  The  heavier  rocks  were  placed  at  the  foot  of 
the  slope.  iMghtcen  thousand  faggots  and  2,600  tons 
of  riprap  were  used. 

The  abutments  and  bulkhead  wings  protecting  the 
ends  of  the  fills  at  the  junction  with  the  bridge  arc  of 


concrete  extending  down  to  the  existing  bottom  and 
resting  on  creosoted  bearing  piles  and  a  line  of  6  x  12 
in.  creosoted  sheet  piles  forming  a  continuous  bulk- 
head. 

Road  Surface  and  Approach 

The  road  siu-facing  over  the  concrete  slab  is  com- 
posed of  a  mat  course  of  tarviated  trap  rock,  and  the 
surface  of  the  shell  fill  after  it  becomes  thoroughly 
compacted  by  traffic  will  be  treated  likewise.  All 
materials  for  the  construction  of  the  bridge  had  to  be 
imported  from  distances  in  excess  of  125  miles.  The 
Causeway  was  constructed  by  \Y.  L.  Pearson  &  Co., 
Houston,  Texas. 


Clamps  for  Pulling  Steel  Piles 

In  i^uUing  steel  sheet  piling  the  use  of  a  hook  in 
a  hole  in  the  pile  is  not  always  effective,  as  the  hook 
may  tear  through  the  metal  without  loosening  the  pile. 
Two  forms  of  clamps  designed  to  give  a  sure  grip 
on  the  pile  are  shown  herewith. 

In  the  design  shown  at  A  the  web  of  the  pile  is 
gripped  between  the  eccentric  cams  formed  by  the  ends 
of  two  levers  journaled  in  a  heavy  steel  forging.  A 
chain  sling  is  attached  to  the  outer  ends  of  the  levers ; 


and  as  the  pulling  strain  is  applied  to  the  sling,  the 
serrated  faces  of  the  cams  grip  the  web  between  them 
In  the  second  design  B  the  arrangement  is  more  com- 
pact. The  two  jaws,  or  grips,  are  carried  by  arms 
pivoted  in  the  horseshoe  frame,  so  that  the  downward 
pull  on  the  jaws  (due  to  the  resistance  of  the  pile) 
tends  to  draw  the  arms  inward,  thus  forcing  the  jaws 
together. 


Slate  is  generally  quarried  on  the  gallery  system, 
that  is  to  say,  terraces  are  cut  out  of  the  hillside  at 
regular  intervals  one  above  the  other,  each  terrace 
forming  a  vantage  ground  from  which  the  adjacent 
rock-face  may  be  worked.  The  terraces  are  connected 
by  inclined  planes,  up  and  down  which  the  slates  and 
quarry  debris  are  hauled  in  small  trucks  by  means  of 
winding  gear.  Where  a  large  amount  of  worthless  rock 
overlies  the  slate,  the  latter  is  often  more  economically 
obtained  by  running  galleries  into  the  valuable  bed, 
the  workings  being  thus  underground. 


Road  surfacing,  as  distinguished  from  applications 
of  oil  for  dust  laying,  is  covered  in  principle  and  prac- 
tice in  a  booklet,  Trinidad  Liquid  Asphalt,  just  issued 
by  The  Barber  Asphalt  i'aving  Company  (Philadel- 
phia). The  essei-itials  of  successful  "carpet  coating" 
with  asi)haltic  materials  are  fully  explained.  As  il- 
lustrations the  pamphlet  contains  photos  of  i)ark 
drives,  city  boulevards,  suburban  streets  and  country 
roads  resurfaced  with  liquid  asphalt  by  both  hot  and 
cold  applications.  Full  specifications,  in  the  form  of 
explicit  directions  foi-  the  laying  of  carpet  coats,  are 
included. 
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Personal 

Mr.  R.  H.  Lee  lias  been  appointed  city  engineer  of  Kain- 
loops,  B.  C. 

Mr.  John  Pender  West,  a  Winnipeg  architect,  has  enlist- 
ed as  a  private  in  the  44th  Canadian  Battalion.  He  has  been 
recommended  for  a  commission. 

The  city  council  of  Fredericton,  N.  B.,  have  offered  the 
l)osition  of  city  engineer  to  Mr.  George  McKnight,  an  ex- 
alderman.  Mr.  McKnight  is  engaged  at  present  as  an  en- 
gineer with  the  St.  John  and  Quebec  Railway  Company,  hav- 
ing been  engaged  in  the  construction  work  on  the  St.  John 
Valley  Railwaj'  from  the  commencement  of  that  project. 


Obituary 

Mr.  Henrj'  Hartung,  a  well-known  sewer  contractor,  of 
Hamilton,  Ont.,  died  on  April  3  at  the  age  of  51  years. 

Mr.  George  Smith,  engineer,  Lindsay,  Ont.,  died  sud- 
denly while  on  a  visit  to  Toronto.    He  was  sixty  years  of  age. 

Mr.  W.  D.  Baillarge,  chief  engineer  of  the  city  of  Que- 
bec, has  suf?ered  a  sad  bereavement  in  the  loss  of  his  wife, 
who  died  on  April  5.  Mrs.  Baillarge  was  a  sister  of  the 
Hon.  L.  A.  Taschereau,  Minister  of  Public  Works  for  Quebec. 

Mr.  W.  E.  Mann,  a  civil  engineer,  and  formerly  divisional 
engineer  for  the  Grand  Trunk  Pacific  Railway,  Edmonton, 
Alta..  died  on  March  .31st  as  the  result  of  a  fourteen-foot  fall 
to  the  bottom  of  an  elevator  shaft  in  the  Alberta  Hotel,  Ed- 
monton.   He  was  about  45  years  of  a,ge,  and  unmarried. 

Mr.  H.  N.  Dancy,  a  member  of  the  firm  of  H.  N.  Dancy 
&  Sons,  masonry  builders  and  contractors,  Toronto,  died  on 
the  4th  inst.,  at  the  age  of  70.  Mr.  Dancy  was  associated 
with  many  important  buildings  in  Toronto,  among  them  be- 
ing the  new  Knox  College,  the  administration  building  of 
the  Toronto  General  Hospital,  and  the  Lumsden  Building. 
He  was  born  in  England,  and  came  to  Canada  at  ten  years 
old,  spending  practically  his  whole  life  in  Toronto. 


Mainly  Constructional 

East  and  West — From  Coast  to  Coast 


The  indications  are  that  Winnipeg's  building  in  1916 
will  be  at  least  double  that  in  1915. 

The  Grand  Site  Construction,  Limited,  is  the  name  of  a 
new  Montreal  concern  capitalized  at  .1;49,000. 

The  Robert  Simpson  building  at  Regina,  Sask.,  is  ex- 
pected to  be  completed  by  the  middle  of  April. 

The  Hamilton  Stock  Brick  Supply  Company,  Limited, 
Hamilton,  Ont.,  have  been  granted  a  charter. 

The  Chadwick  Brass  Company,  Limited,  Hamilton,  Ont., 
have  changed  their  style  to  the  Wentworth  Brass  Company, 
Limited. 

Twenty-five  building  permits,  of  the  value  of  $26,330. 
were  issued  by  the  city  of  Quebec  during  the  week  ending 
April  1. 

Messrs.  Leonard  Foulds  and  A.  B.  Bowes  have  opened 
an  office  at  166  Bay  Street,  Toronto,  as  structural  and  civil 
engineers. 

The  Brown  Copper  &  Brass  Rolling  Mills.  Limited,  are 
erecting  a  brass  rod  and  shape  mill  in  New  Toronto,  Ont., 
at  a  cost  of  $125,000. 

A  two-storey  building,  finished  and  ready  for  occupa- 
tion in  eight  days'  time,  has  just  been  completed  in  Trail, 
B.  C,  by  Mr.  W.  K.  Esling. 

The  Robidoux  Sand  Company,   Limited,   has  been  in- 


corporated with  a  capital  stock  of  $:iO,0()0.  The  head  office 
of  the  company  is  in  Montreal. 

The  Port  Hope  Manufacturing  Company,  Port  Hope, 
Ont.,  expect  to  start  operations  at  once,  and  will  probably 
employ  about  two  hundred  men. 

Construction  work  on  the  new  building  at  Winnipeg  for 
the  T.  Eaton  Company  is  progressing  rapidly.  .Ml  of  the 
caissons  are  to  be  completed  by  April  15. 

The  Leary  Brick  Company,  of  Carman.  Man.,  who  have 
an  order  for  750,000  bricks  for  the  dome  of  the  Winnipeg 
Parliament  Building,  are  now  turning  out  20,000  bricks  a  day. 

During  the  month  of  March  the  city  of  Montreal  issued 
119  building  permits,  of  a  value  of  $343,345.  In  the  corres- 
ponding month  of  1915  174  permits,  of  a  value  of  $346,695 
were  issued. 

.\  plan  is  on  foot  to  revive  the  granite-quarrying  industry 
on  Grindstone  Island,  in  the  .St.  Lawrence  River.  It  is  stated 
that  New  York  parties  have  leased  the  property  for  the  pur- 
pose of  operating  it. 

F.  E.  Rivard,  A.  J.  Violctte,  C.  L.  Cyr,  F.  I.  Cyr,  R. 
Devost,  and  E.  P.  Nadeau,  all  of  Saint  Leonard,  N.  B.,  have 
formed  a  co-partnership  to  carry  on  business  in  Saint  Leon- 
ard under  the  style  of  the  Saint  Leonard  Brick  Company. 

To  overcome  the  difficulty  in  securing  a  proper  entrance 
to  the  city  of  Hamilton,  Ont.,  a  bridge  1,400  feet  in  length 
is  planned  by  the  Toronto-Hamilton  Highway  Commission. 
The  highway  and  the  Hydro  radial  will  both  run  over  the 
bridge. 

During  the  month  of  March  the  city  of  \'ancouver  issued 
48  building  permits,  of  a  value  of  $305,485,  compared  with  75 
permits,  value  $30,915,  for  the  corresponding  month  of  last 
year.  For  the  three  months  of  1916  the  figures  are  $293,749, 
as  against  $371,037  for  the  same  period  in  1915. 

Figures  showing  the  progress  made  on  the  enlarging  and 
finishing  work  of  the  Rogers  Pass  Tunnel  from  January  37 
to  February  36,  are  as  follows:  East  end,  main  tunnel,  603 
ft.,  total  10.151  ft.;  west  end,  main  tunnel,  619  ft.,  total  8,868 
ft.  The  main  tunnel  faces,  at  February  26,  were  7,381  feet 
apart. 

Extensive  improvements  to  the  water  supply  of  Mac- 
Donald  College,  Montreal,  have  been  completed,  and  the 
new  plant  was  placed  in  operation  on  April  3.  The  im- 
provements consist  of  an  elevated  steel  water-tank,  holding 
100,000  gallons,  supported  on  four  steel  columns.  A  mech- 
anical gravity  filter  plant  has  also  been  installed. 

Arrangements  for  the  building  of  the  rear  portion  of  the 
new  City  Hall.  Winnipeg,  are  now  being  seriously  considered 
by  the  Board  of  Control.  The  work  is  expected  to  cost  in 
the  neighborhood  of  $200,000,  which,  covered  by  a  loan  at 
5)/^  per  cent.,  would  cost  the  city  $11,000  per  annum,  but 
would  bring  all  the  departments  under  one  roof. 

The  cornerstone  of  the  Salvation  Army's  new  training 
college  on  Davisville  Avenue,  Toronto,  was  laid  on  April  1 
by  Commissioner  W.  J.  Richards,  in  the  presence  of  a  large 
gathering.  The  College,  which  is  being  erected  as  a  memorial 
to  the  late  General  Booth,  will  be  one  of  the  most  up-to-date 
institutions  of  its  kind  in  the  country.  It  is  estimated  to 
cost  $150,000,  and  the  site  comprises  eight  and  a  half  acres. 
The  building  will  be  four  storeys  high. 

The  construction  of  a  twenty-million-dollar  bridge  across 
San  Francisco  Bay,  connecting  San  Francisco  and  Alameda, 
is  a  possibility  of  the  near  future.  The  proposed  bridge  would 
be  four  miles  long,  and  of  an  average  height  of  30  feet  above 
the  water.  The  greatest  altitude  of  the  bridge  would  be  125 
feet  at  one  place,  to  permit  the  passing  of  lofty-sparred  sail- 
ing vessels.  The  plans  provide  for  four  railway  tracks  and 
two  roadways— one  for  automobiles,  the  other  for  slower- 
moving  vehicles. 


Contracts  Department 


News    of  Special   Interest   to   Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Clarence  Township,  Ont. 

Jules  Bolieu,  Clarence  Creek,  will  re- 
ceive tenders  until  May  1st  on  excava- 
tion and  reinforced  concrete  work  re- 
quired in  the  construction  of  a  drain. 
Plans  and  specifications  with  Mr.  Boliean 
and  the  Engineers,  Magwood  &  Stid- 
well,  Pitt  Street,  Cornwall, 

Glencoe,  Ont. 

The  Town  Council  are  considering  the 
construction  of  cement  sidewalks  on 
Simpson  Street.    Clerk,  George  Wilson. 

Leamington,  Ont. 

The  Leamington  Electric  Railway  pro- 
pose to  pave  the  track  allowance  with 
vitrified  brick,  and  will  start  work  short- 
ly. Manager.  F.  Eastman. 
'  The  Town  Council  contcmplaU'  laying 
a  coating  of  Tarvia  on  the  existing  Roc- 
mac  pavement.    Clerk,  R.  M.  Selkirk. 

London,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  10  a.m.,  April  14th,  for  the 
construction  of  4,530  feet_  of  sanitary 
sewer  with  private  connections,  etc. 

City  Engineer  H.  A.  Brazier  has  ijre- 
pared  plans  for  sewers,  estimated  to  cost 
$fiO,00().    Tenders  will  be  called  shortly. 

Metcalfe  Township,  Ont. 

Tenders   on   the   construction    of  the 
Ward  Drain  will  be  received  until  May 
1st.    Clerk,  H.  Thompson,  R.  K.  N... 
Kerwood,  Ont. 

Nanaimo,  B.  C. 

Tlie  City  Council  propose  to  construct 
sewers  at  an  estimated  cost  of  $34,000. 
Engineer,  \V.  A.  Owen. 

Ottawa,  Ont. 

Waterworks  Engineer  H.  I^.  Haycock 
is  preparing  plans  for  a  15-inch  high  pres  - 
sure main  on  Ridcau  Street,  estimated  to 
cost  $0,000. 

Pelee  Township,  Ont. 

'I'enders  on  ditching,  removal  ol  rdck 
and  other  work  required  in  the  construc- 
tion of  a  drainage  system  will  be  rcceivt'd 
until  April  38th  by  the  Township  Clerk. 
William  Stewart,  Pelee  Island. 

Preston,  Ont. 

It  is  probable  that  the  Town  Council 
will  shortly  commence  the  construction 
of  a  sewer  on  Fountain  Street,  estimated 
to  cost  $35,000.  Engineer,  C.  S.  Mc- 
Kcnzie. 

Saskatoon,  Sask. 

■  City  Engineer  G.  D.  Archibald  is  pre- 
paring plans  for  the  construction  of  a 
force  watermain  under  the  river,  at  an 
approximate  cost  of  $20,000. 

Vancouver,  B.C. 

The  exi.->liiig  walei'niaiii>     acrnss  tin- 

l'"irst  Narrows  have  to  be  removed  lur 

Covernment  dredging  imrjio^es,  ami  tin- 


City  Council  propose  to  replace  them  by 
13  or  18-inch  mains.  Engineer,  F.  L. 
Fellowes. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

The  City  Council  have  let  the  contract 
for  supply  of  salt  glazed  sewer  pipe  to 
the  Dominion  Sewer  Pipe  Company, 
Swansea,  Ont.,  at  $3,407. 

Burlington,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  the  supply  of  .'iO-inch  concrete 
pipe  to  B.  Blair  &  Company,  Riddell 
Street,  Woodstock. 

Leeds  and  Lansdowne  Twps.,  Ont. 

The  Township  Council  have  awarded 
the  contract  for  road  work  to  F.  J.  War- 
ren, Lansdowne.  Approximate  cost,  $8,- 
000.    Stone  has  been  purchased. 

Maiden  Township,  Ont. 

The  contract  for  the  sup])ly  of  140,000 
tile  has  been  awarded  by  the  Township 
Council  to  G.  H.  Leslie,  Amherstburg. 

Nova  Scotia  Province 

The  Dei)artment  of  Public  \\'orks,  Idal- 
ifax,  lia\e  let  the  contract  for  the  con- 
^tniclion  of  cuK'crl^  in  Hants  C'ouiity  to 
Arthur  Hood,  Slielbume,  at  $11,13:!. 

Railroads,  Bridges  and  Wharves 

Calgary,  Alta. 

The  City  Council  are  considering  the 
extension  of  the  street  railway  to  Sarct'e 
(  ami).  Aiiproximate  cost,  $10,000.  Clerk, 
.1.  M.  Miller. 

Newtonbrook,  Ont. 

The  dam  at  the  Empire  Mills,  owned 
by  H.  Schmidt,  lias  been  destroyed  by 
Hood,  and  will  be  rebuilt. 

Nova  Scotia  Province 

The  Department  of  Public  Works,  Hal- 
ifax, are  having  plans  prepared  for  a  con- 
crete and  steel  bridge  to  be  constructed 
between  Annapolis  and  Granville,  at  an 
aiiproximate  cost  ol  $,so,00().  Engineer, 
W.  G.  Yorston,  Halifax. 

Ottawa,  Ont. 

Plans  are  to  be  ]ireparcd  by  the  De- 
liartment  of  i'ublic  Works,  Ottawa,  for 
;i  bridge  over  the  Ottawa  Piver  Ijelow 
the  Clnaudiere  Falls. 

Victoria.  B.C. 

'i'he  City  Council  have  authorized  the 
construction  of  a  swing  siuin  bridge,  es- 
timated to  cost  $9,500,  and  work  will 
now  iiroceed.     F.n.gineer,  C.  H.  Rust. 

CONTRACTS  AWARDED 

Charlotte  County,  N.B. 

'I'he  Provincial  Department  of  Public 
Works,  Fh-edericton,  have  awarded  the 
i-ontracl  for  steel  reipiired  in  the  erec- 
tion of  .-i  bridge  over  the  Waweig  River 
lo  llu-  Canadian  Steel  Company.  130  St. 
laniev  Strcil,  Montri-.'il. 


Normanby  Township,  Ont. 

The  Township  Council  have  awarded 
a  contract  for  the  construction  of  a  steel 
and  concrete  bridge  to  Alexander  Hill. 
Approximate  cost,  $4,600. 

Simcoe  County,  Ont. 

In  connection  with  the  erection  of  a 
bridge  over  the  Nottawasaga  River  for 
the  County  Council,  the  contract  for 
concrete  abutments  has  been  let  to  J.  ]. 
Dumond,  Brentwood,  Ont.,  and  the  steel 
work  to  the  Sarnia  Bridge  Company, 
T^imited.  Sarnia. 


Public  Buildings,  Churches 
and  Schools 

Brampton,  Ont. 

The  School  Board  have  appointed  W. 
Connery.  Manning  Chambers,  Toronto, 
as  Architect  for  the  proposed  school. 
Plans  will  be  prepared  for  a  four-roomed 
brick  building. 

Cochrane,  Ont. 

Tenders  will  l)e  received  until  (i  p.m., 
\pril  35th.  on  the  erection  of  a  school 
lor  the  School  Board,  including  the 
wrecking  and  salvage  of  the  existing 
building.  Estimated  cost,  $40,000.  Ar- 
chitects. Angus  &  Angus,  Angus  Block, 
North  Bay.  Secretary,  W.  D.  McDoug- 
las. 

Exeter,  Ont. 

Plans  are  being  prepared  for  altera- 
timis  to  the  hall  of  James  Street  Meth- 
odist Church,  to  include  re-arrangement 
of  basement  and  installation  of  a  heat- 
ing system.    Approximate  cost,  $4,000. 

Montreal,  Que. 

Tenders  on  the  construction  of  (irc- 
escai)es  at  the  City  Hall  will  be  received 
until  .April  15th  by  .A..  Chausse,  City  Hall. 

Ho.gle  &  Davis,  80  St.  Francois  Xavier 
Street,  are  preparing  plans  for  an  addi- 
tion to  the  Hervey  Institute,  500  Clare- 
mont  .Vvenue.     Estimated  cost,  $30,000. 

Orillia,  Ont. 

Work  b}'  day  labor  will  start  soon  on 
the  erection  of  a  Municipal  Building  on 
^Vest  Street,  estimated  to  cost  $50,000. 
Material  will  be  purchased  l)y  tender. 
•Architects,    Burke,    Horwood   &  White, 

Ryrie  Building,  Toronto. 

The  Town  Council  are  having  plans 
prepared  for  an  addition  to  the  General 
Hosjiital.  and  tenders  will  be  called  short- 
ly.   Brick  construction,  three  storeys. 

The  Town  Council  have  appointed  W. 
H.  Croker,  Atherley  Street,  as  Architect 
for  the  projected  addition  to  the  General 
Hos|)ital. 

Portage  la  Prairie,  Man. 

The  by-law  to  authorize  the  raising  of 
$05,000  for  the  erection  of  a  school  has 
been  defeated,  and  the  School  Board 
propose  to  submit  another  for  $01,500. 
(  hairman.  A,  P.  RIacKinnon. 
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Quebec,  Que. 

The  Anti  Tuberculosis  League  are  in- 
viting competitive  plans  for  a  hospital 
to  cost  about  $100,000.  Plans  to  be  in 
by  May  1st.    President,  Arthur  Rousseau. 

Rapide  de  L'Original,  Que. 

The  School  Board  propose  to  build  two 
schools,  at  an  approximate  cost  of  .$3,000. 
Secretary,  E.  H.  Sabourin. 

Regina,  Sask. 

The  City  Council  have  had  plans  pre- 
pared by  A.  F.  Rowley  for  an  addition 
to  the  Library,  estimated  to  cost  $8,000. 

Richmond  Hill,  Ont. 

.\  by-law  will  be  submitted  early  in 
May  to  authorize  the  purchase  of  a  site 
for  a  Municipal  Building.  \'i!lage  Clerk. 
.\.  T.  Hume. 

Shenley,  Que. 

The  School  Board  are  considering  the 
erection  of  a  Model  School,  at  an  ap- 
proximate cost  of  $9,000. 

St.  Edourd  des  Mechins,  Que. 

Tenders  on  the  erection  of  a  church 
for  the  Roman  Catholic  congregation 
will  be  received  until  April  29th  by  the 
Curate.  Rev.  J.  A.  Langlois.  Approxi- 
mate cost,  $,33,000.  Arcliitect,  Thomas 
Raymond,  43  Caron  Street,  Quebec. 

Timmins,  Ont. 

The  Presbyterian  Congregation  pro- 
pose to  build  a  church.  Pastor,  Dr. 
Allen. 

Toronto,  Ont. 

The  Provincial  Department  oi  Public 
\\'orks  have  included  in  their  estimates 
the  sum  of  $14,000  for  construction  of 
(ire  escapes  at  the  Parliament  Buildings. 
Secretary,  H.  F.  McNaughton. 

Tweed,  Ont. 

.\  by-law  will  be  submitted  shortly  to 
authorize  the  erection  of  a  High  School, 
at  an  approximate  cost  of  $15,000.  Chair- 
man of  the  School  Board.  J.  F.  Hauston. 

Vaudreuil,  Qlue. 

The  erection  of  a  Convent  is  being 
considered  by  the  School  Board.  Sec- 
retary. Evariste  .Shuve. 

CONTRACTS  AWARDED 

Hull,  Que. 

Li  connection  with  llie  erection  of  a 
church  for  the  Parish  of  the  Holj'  Re- 
deemer, the  contract  for  terra  cotta  floor 
arching  has  been  awarded  to  the  Mont- 
real Terra  Cotta  Company,  Limited,  42 
St.  Sacrament  Street,  Montreal. 

Maisonneuve,  Que. 

The  contract  for  installation  of  seat- 
ing at  the  Church  of  St.  Jean  Baptiste  dc 
LaSalle,  has  been  let  to  Louis  Caron  & 
Fils,  Limited,  Nicolet,  Que. 

Montreal,  Que. 

In  connection  with  the  erection  of  a 
school  and  residence  for  the  Cote  des 
Neiges  Roman  Catholic  School  Commis- 
sioners, the  contract  for  tile  work  has 
been  awarded  to  the  Smith  Marble  & 
Concrete  Company,  Limited,  14.5  Van 
Ho  rne  Avenue,  and  the  electrical  work 
to  W.  J.  O'Leary  &  Company,  36  Rc- 
coUet  Street. 

In  connection  with  the  church  which  is 
being  built  for  the  Parish  of  St.  Pierre 
Claver,  the  carpentry  contract  has  been 
let  to  J.  Marcotte,  116  Third  Avenue. 
Maisonneuve,   the   plastering   to  Pascal 


Larocque,  341  DeLanaudiere  Street,  and 
the  painting  to  the  general  contractor. 

In  connection  with  the  school  now  in 
course  of  erection  on  Laverdure  Street, 
the  contract  for  plumbing,  electrical 
work  and  roofing  has  been  awarded  to 
Vaillancourt  &  Bastien,  692  Papineau 
Avenue,  and  the  plastering  to  H.  Mail- 
hiot,  6202  St.  Charles  Avenue. 

The  Roman  Catholic  School  Commis- 
sioners have  let  the  following  contracts 
in  connection  with  the  school  on  Papin- 
eau x\venue: — concrete  foundation,  Se- 
curity Engineering  &  Contracting  Com- 
pany, Limited,  363  St.  James  Street;  car- 
pentry, Guertin  &  Bouchard,  410  Par- 
thenais  Street;  cut  stone,  Megantic  Gran- 
ite CompanJ^  Limited,  Lake  Megantic, 
Que. 

Mt.  Denis,  Ont. 

The  Trustees  of  School  Section  No.  38 
have  let  the  following  contracts  for  the 
erection  of  a  school: — carpentry,  Hud- 
son &  Mosely.  5  Jerome  Street  Toronto; 
heating.  George  Sainsbury,  Coulter  .\ve- 
nue,  Weston;  steel,  McGregor  &  Mcln- 
tyre,  1139  Shaw  Street,  Toronto;  steel 
sash,  H.  Hope  &  Sons,  Limited.  45  King 
Street  West.  Toronto;  plastering.  George 
White,  688  Kingston  Road,  Toronto. 
.Approximate  cost,  $25,000. 

Pointe  aux  Trembles,  Que. 

The  general  contract  for  the  erection 
of  a  portal  at  the  Parish  Church  has  hecu 
awarded  to  Emile  Cote,  358  Richelieu 
Street,  Quebec.    Estimated  cost.  $6,000. 

St.  Luc,  Que. 

The  contract  for  heating  in  connection 
with  the  Parish  Church  now  in  course  of 
erection  has  been  let  to  J.  A.  Fournier, 
3  Abraham  Hill,  Quebec. 

St.  Narcisse,  Que. 

The  general  contract  for  alterations  to 
the  Roman  Catholic  Church  has  been 
awarded  to  Anselme  Dube,  Bcllefeville 
Street,  Three  Rivers. 

Stamford  Township,  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  school  for  Union 
.School  Section  No.  2: — general  contrac- 
tors, W.  LTtting  &  Sons,  5  Florence  Ave- 
nue, Niagara  Falls  South;  masonry,  R.  J. 
Jolly  &  Company.  Stanly  Street.  Niagara 
Falls  South;  plumbing,  Payne  &  Nesbitt, 
132  Main  Street,  Niagara  Falls  South. 

Stanstead,  Que. 

The  contract  for  installation  of  heat- 
ing at  the  Registry  Office  now  being 
built  has  been  let  to  E.  Conley,  6  Alex- 
ander Street,  Shcrbrooke,  and  the  plumb- 
ing to  the  general  contractors. 


Business  Buildings  and  Indu  - 
trial  Plants 

Barrie,  Ont. 

W.  J.  Carmichael,  Bell  Telephone  Com- 
pany, Montreal,  is  preparing  plans  for 
the  proposed  office  building  for  the  Bell 
Telephone  Company. 

Brampton,  Ont. 

A  by-law  has  been  carried  granting  cer- 
tain concessions  to  the  Acme  Rubber 
Company,  and  plans  are  now  being  pre- 
])ared  for  a  factor}',  estimated  to  cost 
$30,000.  F.  D.  Law.  471  Yonge  Street, 
Toronto,  is  interested. 

Forest,  Ont. 

John  Baldry  is  preparing  plans  for  a 
store,  estimated  to  cost  $5,000.  Concrete 
block  construction. 


Gait,  Ont. 

The  Perfect  Machinery  Company, 
Water  Street  N.,  are  having  jjlans  pre- 
pared for  a  factory,  estimated  to  cost 
$5,000.     Red  brick  construction. 

Halifax,  N.S. 

-S.  P.  Dumaresq,  St.  Paul  Building,  is 
preparing  plans  for  alterations  to  the 
theatre  of  the  Academy  of  Music,  Ltd., 
Barrington  .Street.  (Estimated  cost, 
$35,000.  Tenders  will  be  called  by  the 
.\rchitect  early  in  May. 

Hamilton,  Ont. 

Ford  &  Featherstone,  55  King  Street 
W.,  are  considering  the  erection  of  a  fac- 
tory for  the  manufacture  of  safes,  vault 
doors,  etc. 

Leduc,  Alta. 

The  Co-operative  Elevator  Company 
are  considering  the  erection  of  an  ele- 
vator.   Particulars  from  F.  Sangster. 

Lion's  Head,  Ont. 

Selby  Fries  is  considering  the  re- 
Ijuilding  of  his  store,  recently  destroyed 
by  fire. 

Merritton,  Ont. 

The  Moulton  Engineering  Corpora- 
tion, 120  Exchange  Street,  Portland,  Me., 
are  preparing  plans  for  a  factory  addi- 
tion to  be  built  for  the  Riordon  Pulp  & 
Paper  Company.  Tenders  will  be  called 
shortly. 

Mitchell,  Ont. 

The  Mitchell  Wixdlen  Mills  propose 
to  erect  an  addition  to  their  premises  and 
are  negotiating  with  the  Council  with 
regard  to  the  closing  of  a  street. 

Montreal,  Que. 

Tenders  will  be  called  shortly  for  the 
erection  of  a  factory  for  L.  Wisintainer 
&  Sons,  58  St.  Lawrence  Boulevard.  Ar- 
chitect, L.  J.  Bigonesse,  93  Notre  Dame 
.Street  E.  Trussed  concrete  construc- 
tion. 

New  Westminster,  B.C. 

Mosscrop  &.  Whitl)urn,  \\'estern  Trust 
Block,  have  prepared  plans  for  a  theatre 
for  the  Alhambra  Theatre  Company, 
I..ondon,  England.  Estimated  cost,  $175,- 
000.  Steel  and  reinforced  concrete  con- 
struction. 

Niagara  Falls,  Ont. 

Tenders  are  now  being  received  for 
the  construction  of  a  greenhouse  for  W. 
H.  Schoellkoff,  Falls  View  P.  O. 

The  Pollard  Manufacturing  Company, 
Welland  Avenue,  are  about  to  start  work 
on  the  erection  of  a  foundry,  estimated 
to  cost  $10,000.  Construction  will  be 
superintended  by  F.  LeBombard. 

Port  Rowan,  Ont. 

A.  Ferris  has  commenced  the  construc- 
tion of  a  packing  house.  Frame  construc- 
tion. 

Quebec,  Que. 

L.  A.  Cannon  has  sold  a  destroyed  fac- 
tory on  Collins  Street  to  La  Cie  de  Lith- 
ographic de  Quebec,  and  re-building  is 
contemplated.  Manager,  J.  .\.  Beriault. 
180  Cartier  .\venue. 

Tanguay  &  Lebon,  20  d'.\guillon  St.. 
will  call  for  tenders  privately  on  the 
erection  of  an  addition  to  premises  on 
Ste.  Helene  Street  for  the  Dominion 
Corset  Manufacturing  Company.  Dor- 
chester Street.  Estimated  cost,  $50,000. 
(Continued  on  page  49) 


Tenders  and  For  Sale  Department 


CITY  OF  SHERBROOKE 


TENDERS  FOR 

One  Power  Pump 
and  Water  Wheel 

for  the  City  of  Sherbrooke 

Tenders  acMicsseil  to  the  undeisigncil  will  be 
received  until  April  29th,  1916,  at  noon,  for  a 
jiower  pumji  of  tlie  capacity  of  four  million  Im- 
perial gallons  per  twenty-four  hours  at  not  more 
than  thirty  revolutions  per  minute,  to  work  sat- 
isfactorily under  a  dynamic  head  of  250  feet ; 
also  a  vertical  water  wheel  (give  the  name  of  the 
maker)  flume,  shaft,  brackets,  etc.,  of  sufficient 
size  under  a  head  of  eleven  feet,  to  operate  the 
above  mentioned  pump;  the  whole  to  be  erected 
on  the  foundation  made  by  the  city  of  Sherbrooke, 
at  its  waterworks  plant  "Drnmmoud,"  on  Magog 
River,  a  distance  of  about  three  and  a  half 
miles  from  the  centre  of  the  city.  Specification 
and  plan  of  the  power  foundation  can  be  seen 
at  the  office  of  City  Engineer  Tremblay,  Sher- 
brooke, P.  Q. 

Plan  and  description  of  proposal  must  accom- 
pany each  tender. 

The  work  to  be  completed  five  months  after 
the  signing  of  the  contract. 

Each  bid  must  be  accomiianied  by  a  certified 
cheque  equal  to  five  per  cent,  of  the  total  bid. 

The  city  council  reserves  the  right  to  reject 
any  or  all  bids. 

E.  C.  GATIEN, 
l.'j-lS  .Secretary-Treasurer. 


Dealers  in  Cement 

Sealed  tenders,  endorsed  "Tcniicr  for  Cement," 
will  be  leceived  by  the  inidcrsigned  up  to  IG 
o'clock  on  Tuesday.  April  18th,  1916,  for  the 
supply  of  some  4i:,(l(i(l  b^irrcls  nf  cement,  more 
or  less,  required  fur  the  n  in-.t  i  lu  I  i' mi  and  main- 
tenance of  the-  various  c^tkiI-  'if  iIh-  llouiinion, 
and  to  be  delivered  in  mu  li  qn.i  iil  ilics,  at  such 
I)laces,  and   at   such   limes  as  may  be  directed. 

Dealers  in  cenicnl  may  tender  for  the  total 
i|uaiilil.v  rci|iiivci|,  en  for  such  |iorticins  thereof 
as   may    -nit    1 1 i<  i r   i      \  '  iiiriwc. 

Spciilii.ii  fill  III-  ill  i-iiiln   and  Inll  informa 

lion  can  III-  i.l.l.inicl  Imhii  tin  I'urcliasin;"  Aj,'ent 
of  the  I  )r|,a  I  I  mcnl  of  K',aiK\a\s  and  Canals,  Otta- 
wa, nil   .111"!   alter  this  daU'. 

The  llipartment  docs  not  liind  ilself  to  accept 
the  lowest  or  any  tender. 

By  order, 

J.   VV.  I'CCSl.EN', 

.Secretary. 

Depaitment  of   Kailwavs  ami  Canals. 
Ottawa,  Ap,ril,  lOlO. 
Xewsjiapers  inserting  this  advertisement  v\itli- 
out   authojity   from    the    I  lejiart  ment    \s  ill    not  be 
paid  for  it.— 221.      Cl.'iO.  1">  IT) 


FOR  SALE 


One  twelve-ton  Austin  gasoline  road  roller. 
n»14  model.  Worked  tliree  months.  In  perfect 
'onditicn.  Uox  rjSfi,  Contract  Record,  Toronto, 
Ont.  151<) 


Hydro 
Tenders  Wanted 

Sealed  tenders  for  extension  to  sub-station  build- 
ing at  Edwin  and  Ruskin  Avenues,  addressed  to 
the  Secretary  of  the  Toronto  Electric  Commis- 
sioners, will  be  received  until  noon  of  Wednesday, 
April  19th,  1916. 

Separate  tenders  wdll  be  received  for  and  should 
be  marked  as  follows:  Structural  steel  work;  gen- 
eral and  ornamental  iron  w"ork ;  roofing  and 
waterproofing;  plymbing;  painting  and  glazing; 
excavating;   masonry  work. 

Specifications  and  form  of  tenders  may  be 
obtained  and  plans  consulted  at  Engineering 
Office,  corner  I!)uncan  and  Nelson  Streets.  The 
lowest  or  any  tender  not  necessarily  accepted. 


Tenders  for  Supplies 

for  the 

Toronto  and  York  Highway 
Commission 

Tenders  will  be  received  up  to  G  o'clock  p.m., 
on  April  19th,  1916,  by  E.  A.  James,  Engineer, 
Toronto  &  York  Highway,  57  Adelaide  St.  East, 
Toronto,  for  the  supply  of  Stone,  Sand,  Road  Oil, 
Road  Tar,  and  Cement  dming  the  season  of  191G. 

Specifications  and  a  statement  of  requirements 
may  be  had  at  the  office  of  the  Engineer. 
R.  W.  PHILLIPS,  Secretary. 
T.  FOSTER,  Chairman  of  the  Board.  15-15 


Late  News  Items 

Laval,  Que. 

The  Town  Council  will  receive  ten- 
ders until  April  35th  for  macadamizing 
the  roads  of  Bout  de  I'lle.  Plans  and 
specifications  at  office  of  the  Secretary, 
Richmond  Delelles,  Pointe  aux  Trembles, 
Que. 

Levis,  Que. 

J.  Blais  is  building  two  residences  for 
J.  Samson  and  Alcide  Samson.  Approxi- 
mate cost,  $7,000  each.  Architect,  L.  E. 
Auger,  39  St.  Jean  Street,  Quebec. 

Port  Colborne,  Ont. 

The  Canada  Cement  Company,  Mont- 
real, will  receive  tenders  until  April  ;J9tli 
for  the  construction  of  about  7,000  square 
yards  of  concrete  roadway  at  the  Com- 
|)any's  plant.  Plans  and  specifications 
at  the  Port  Colborne  office. 

St.  Albans,  Que. 

The  contract  for  concrete  foundations 
for  the  plant  of  the  Portneuf  Hydro 
Klectric  Company  has  been  let  to  Archi- 
bald &  Conway,  3;)2  Bleury  Street,  Mont- 


real,  and  the  contract  for  equipment  to 
the  Electric  Company,  Minneapolis,  Ind. 

St.  John,  N.B. 

The  contract  for  sash  required  in  al- 
terations to  the  premises  of  the  W.  H. 
Thorne  Company,  Limited,  Prince  Wil- 
liam Street,  has  been  let  to  A.  B.  Orms- 
by  Company,  Limited,  King  Street  West, 
Toronto. 

St.  John's,  Nfid. 

A.  D.  Swan,  10  Phillips  Place,  Mont- 
real, Engineer  to  the  Anglo-Newfound- 
land Development  Company,  is  in  the 
market  for  cranes,  transporters  and  elec- 
tric conveyors  for  harbor  equipment. 

St.  Louis  de  Terrebonne,  Que. 

The  Municipal  Council  propose  to 
spend  $9,000  on  roads  during  the  season. 
Secretary,  Aiine  Masson,  Terrebonne. 

Toronto,  Ont. 

Purton  &  Chennels.  156  Ellsworth 
Avenue,  propose  to  build  duplex  resi- 
dences on  Frederica  Street,  at  an  ap- 
proximate cost  of  $8,000.  and  may  start 
work  shortly.     Brick  construction. 

The  following  sub-contracts  have  been 
let  in  connection  with  the  erection  of  a 
warehouse  for  the  Robert  Simpson  Com- 
pany, Limited,  176  Yonge  Street :— plumb- 
ing, heating  and  sprinkler  system,  Purdy 
Mansell,  Li  mited,  63  Albert  Street;  glaz- 
ing and  glass.  Imperial  Glass  Works,  35 
Mutual  Street;  painting,  F.  G.  Roberts 
&  Company,  106  Wells  Street;  ornament- 
al iron,  fireproof  doors,  etc..  Ornamental 
Bronze  &  Iron  Works,  83  Ryerson  Ave- 
nue; elevators,  Otis  Fensom  Elevator 
Company,  Ltd.,  50  Bay  Street. 

The  Toronto  &  York  Highways  Com- 
mission will  receive  tenders  until  April 
19th  on  the  supply  of  stone,  sand,  road 
oil,  road  tar  and  cement  durin.g  the  sea- 
son. Engineer,  E.  A.  James,  57  Ade- 
laide Street  E. 

C.  H.  Pickering.  300  Rushton  Road, 
proposes  to  build  duplex  residences,  es- 
timated to  cost  $8,000,  and  will  let  the 
smaller  trades.     Brick  construction. 

West  Lome,  Ont. 

Tenders  on  the  erection  of  an  addition 
to  the  school  will  be  received  until  April 
15th  by  D.  McPherson,  Secretary  to  the 
Scliool  Board. 


Miscellaneous 

Gait,  Ont. 

The  Shurly  Dietrich  Company.  Ltd.. 
are  in  the  market  for  100,000  feet  of 
beech.    Prices  f.o.b.  Gait. 

Three  Rivers,  Que. 

Prices  and  other  information  with  re- 
gard to  the  following  materials  are  de- 
sired by  .\nselme  Dube,  Contractor: — 
l^rick,  cement,  fireproofing,  granite,  hol- 
low tile,  steel,  metal  lath,  metal  sash, 
plumbing  fixtures,  woodworking  mach- 
inery. 

Victoria,  B.C. 

The  Purchasing  Agent,  W.  Gait,  will 
receive  tenders  until  April  17th  for  the 
supply  of  335  tons  of  mineral  dust,  1,400 
cubic  yards  of  sand  for  asphaltic  paving, 
and  300  tons  of  asphaltic  cement. 


TENDERS  WANTED 


Department  of  Railways  and  Canals 

Dominion  Canals 


Notice  to 


For  Sale 


Concrete  Plant  and  Gravel  ^'ards  for  sale,  at 
Wallaceburg,  Ont.  New,  up-to-date,  fully  equip- 
ped with  dry  kilns  and  machinery;  good  location; 
four  hundred  feet  along  main  street  river  front ; 
block  building  34  x  1.'57  ft.,  one  storey  high,  iron 
roof ;  good  stock  of  sand  and  gravel.  Reason 
for  selling,  death  of  owner.  Apply  Mrs.  Anna 
Mae  McDougall,  Box  9,  Wallaceburg,  Ont.  14-15 
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Business  Buildings  and  Indus- 
trial Plants 

(Continued  from  page  47) 

Rossland,  B.C. 

The   Fraternal   Order  of   Eagles  are 
considering  the  erection  of  a  hall. 

St.  Helene  de  Breakeyville,  Que. 

lohn  Breakey  is  considering  the  con- 
struction of  a  sawmill,  at  an  approxi- 
mate cost  of  $7,000. 

St.  Honore,  Que. 

The  erection  of  a  convent  will  be 
commenced  in  June,  under  the  supervi- 
sion of  the  Curate,  Thomas  Cloutier. 
.Approximate  cost,  $8,000. 

St.  John,  N.  B. 

F.  Neil  Brodie,  43  Princess  Street,  is 
preparing  plans  for  alterations  to  the 
premises  of  T.  McAirty  &  Sons,  King  St. 

St.  John's,  Que. 

Work  has  started  on  the  re-building 
of  the  furniture  factory  owned  by  D.  H. 
Langlois  &  Company.  .Approximate 
cost,  $8,000. 

Toronto,  Ont. 

The  Toronto  Electric  Commissioners. 
326  Yonge  Street,  will  receive  tenders 
until  .  April  19th  on  the  following  trades 
required  in  the  erection  of  an  addition 
to  the  sub-station  at  Ruskin  and  Edwin 
Streets:— structural  steel,  general  and 
oranmental  iron  work,  roofing  and  water- 
proofing, plumbing,  painting,  excavating 
and  masonry.  Plans  and  specifications 
at  Engineering  Office,  Duncan  and  Nel- 
son Streets. 

Work  has  been  started  on  the  erection 
of  an  office  building  for  the  Toronto  Sub- 
urban Railway  Company,  936  Keele  St., 
under  the  supervision  of  the  Architect, 
G.  C.  Briggs.  34  Victoria  Street.  Steel 
and  brick  construction.  Approximate 
cost,  $1.5,000. 

Plans  are  being  prepared  for  a  block 
of  stores  and  apartments  to  be  built  by 
Adam  Walker,  169  Lauder  Avenue,  at 
an  approximate  cost  of  $3.5,000.  Brick 
construction. 

I.  Crang.  90G  St.  Clair  Avenue  W.,  pro- 
pose to  build  a  block  of  stores  and  apart- 
ments, at  an  approximate  cost  of  $13,000. 
Brick  construction. 

Trail,  B.C. 

F.  G.  Quimby  has  prepared  plans  for  a 
Fire  Hall  for  the  City  Council,  and  ten- 
ders will  be  called  shortly.  Brick  con- 
struction.   Estimated  cost,  $.5,000. 

Welland.  Ont. 

John  Cooper,  Dexter  House,  wdl  re- 
ceive tenders  until  April  15th  for  the 
erection  of  a  laundry  on  Patterson  Ave- 
nue. Estimated  cost.  $3,000.  Architect. 
.  B.  F.  Forbes,  Temple  Building.  Brick 
and  tile  construction. 

Weston,  Ont. 

.\.  B.  Moffatt,  Main  Street,  has  ap- 
plied to  the  Township  Council  for  fixed 
assessments  contingent  upon  the  erec- 
tion of  a  factory,  estimated  to  cost 
$60,000. 

CONTRACTS  AWARDED 

Ailsa  Craig,  Ont. 

The  general  contract  for  remodelling 
1  store  for  Mrs.  Munro,  Main  Street,  has 
been  let  to  W.  D.  Yelf,  and  the  carpentry 
to  Gibson  &  Son,  Lucan. 


Brantford,  Ont. 

Most  of  the  smaller  contracts  in  con- 
nection with  the  erection  of  a  station 
for  the  Lake  Erie  &  Northern  Railway 
Company  have  been  let  to  the  general 
contractors,  Schultz  Brothers  Company, 
Limited. 

Drummondville,  Que. 

The  general  contract  for  the  construc- 
tion of  a  sulphuric  acid  plant  for  the 
.'\etna  Chemical  Company  of  Canada, 
Limited,  has  been  awarded  to  the  West- 
inghouse  Church  Kerr  Company,  New 
York  City.    Approximate  cost,  $300,000. 

Hamilton,  Ont. 

The  general,  masonry  and  steel  con- 
tracts for  an  addition  to  the  premises  of 
the  Canadian  Hart  Wheels  Company, 
Burton  Street  E..  have  been  let  to  Wil- 
liam Yates,  Jr.,  34  Lceming  Street.  .Ap- 
proximate cost.  $7,000. 

Kingston,  Ont. 

The  City  Council  have  let  the  general 
contract  for  the  erection  of  a  store- 
house to  A.  McCartney,  University  Ave- 
nue. Brick  and  reinforced  concrete  con- 
struction.   Approximate  cost,  $10,000. 

Lindsay.,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  on  William  Street  for  Horn 
Brothers  has  been  let  to  Reese  Williams, 
William  Street.  Architects,  T.  Pringle 
&  Son,  Continental  Life  Building,  To- 
ronto. 

London,  Ont. 

The  contract  for  heating  and  plumbing 
in  connection  with  the  erection  of  a 
dance  hall  for  Halls,  Limited,  has  been 
awarded  to  T.  L.  Partridge,  430  Welling- 
ton Street. 

H.  Hayman,  491  Ontario  Street,  has 
been  awarded  the  general  contract  for 
the  erection  of  a  store  and  residence  on 
Dundas  Street  for  Charles  Dyson,  779 
Duf¥erin  .\venue.  Approximate  cost, 
$7,000. 

The  contract  for  remodelling  the 
premises  of  Miss  F.  A.  Mitchell,  114  Dun- 
das Street,  has  been  awarded  to  John 
Putherbough,  1006  Wellington  Street. 
Estimated  cost,  $10,000. 

Macksville,  Ont. 

The  general  contract  for  alterations 
to  the  barns  of  Neil  Carruthers,  Macks- 
ville, has  been  awarded  to  Dougal  Black, 
Appin. 

Maisonneuve,  Que. 

In  connection  with  the  store  which  is 
being  built  on  Ontario  Street  for  Du- 
fault  &  Reed.  575  Notre  Dame  Street, 
the  contract  for  brick  work  and  masonry 
has  been  let  to  J.  P.  Desjardins,  Limited, 
162  St.  Jeanne  d'.Arc  .Avenue,  and  plaster- 
ing to  E.  Tessier,  370  William  David 
Street,  and  the  carpentry  and  interior 
fittings  to  the  general  contractor. 

Montreal,  Que. 

Work  has  been  started  on  the  con- 
struction of  a  garage  for  William  Scully, 
330  University  Street.  The  general  con- 
tract has  been  let  to  J.  Wighton,  19  Sus- 
sex Street.    Estimated  cost,  .$3,000. 

The  contract  for  foundations  and  sub- 
structure required  in  the  erection  of  a 
boiler  room  for  the  Montreal  Tramways 
Company  has  been  let  to  Laurin  & 
Leitch,  5  Beaver  Hall  Square. 
Montreal  West,  Que. 

F.  J.  Friedman,  357  St.  Catherine  St. 


W.,  Montreal,  is  building  a  refrigeration 
plant  for  the  Elmhurst  Dairy  Company. 
Limited. 

Ottawa,  Ont. 

In  Cdiiiu-ctioii  with  the  stores  which 
are  being  l)uilt  by  James  and  Frank  Wil- 
son, S  .'\llan  Place,  the  heating  and 
pluml)ing  contract  has  been  let  to  Ger- 
vin  &  I^illico,  1095  Bank  Street,  and  the 
electrical  work  fn  I'.  Ackroyd.  41  (i  Rank- 
Street. 

Quebee,  Que. 

The  contract  for  roofing,  heating, 
plumbing  and  electrical  work  required  in 
connection  with  the  store  now  being 
built  for  J.  N.  Rondeau,  6  Lachevrotiere 
Street,  has  been  awarded  to  A.  Noreau, 
Fifth  .Avenue,  Domaine  Lairet,  and  the 
painting  to  Garneau  &  Arteau.  330 
d'.Aguillon  Street. 

J.  A.  Voyer,  03  Scott  .Street,  has  let 
the  general  contract  for  the  erection  of 
a  store  and  residence  on  Artillerie  St.  to 
W.  Boucher,  43  Bayard  Street.  Esti- 
mated cost,  $5,000.     Brick  construction. 

St.  Catharines,  Ont. 

W'ork  has  been  started  on  the  erection 
of  a  factory  for  the  Dominion  Food  Com- 
pany, Russell  Avenue.  The  general  con- 
tract and  masonry  have  been  let  to  New- 
man Brothers,  St.  Paul  Street,  and  the 
carpentry  to  C.  F.  Monk,  Wilson  Street. 
Approximate  cost,  $30,000. 

Stratford,  Ont. 

The  general  contract  for  an  addition 
to  the  premises  of  the  Williams  Trow 
Knitting  Company,  St.  Patrick  and  Erie 
Street,  has  been  let  to  the  Metal  Shingle 
&  Siding  Company,  Preston. 

The  contract  for  plumbing  and  sheet 
iron  work  required  in  connection  with 
the  addition  to  the  premises  of  the  Avon 
Hosiery  Company,  Erie  Street,  has  been 
awarded  to  J.  R.  Myers  &  Sons,  99  On- 
tario Street,  and  the  painting  to  A.  Cash, 
168  Ontario  Street. 

Toronto,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  garage  for  W.  J.  Fen- 
nell,  6  DeLisle  Street,  has  been  let  tc^ 
the  BiitneH  Contracting  Cou\ganyjBax- 
ter  Street,  afi'a  the  steel  work  to  ij.an- 
adian  Allis-Chalmers  Ltd.,  212  King  St. 
W.    Approximate  cost,  $10,000. 

The  contract  for  masonry  required  in 
the  erection  of  a  business  block  at  Bloor 
and  North  Streets  for  F.  Nicholls  has 
been  awarded  to  William  Edwards,  337 
Rusholme  Road,  and  the  carpentry  to 
Hudson  &  Mosley,  5  Jerome  Street. 

The  general  contract  for  re-building 
the  Princess  Theatre  has  been  let  to J^' - 
rington  (Construction  Companv.  Detroit. 
Mich.  _  Smaller  trades  will  be  sub-let. 
"*Tpproximate  cost,  $300,000.  Architect, 
C.  Howard  Crane,  Ford  Building,  De- 
troit. 


Residences 

Brigden,  Ont. 

John  Poland  is  preparing  plans  of  a 
residence,  estimated  to  cost  $3,000.  Frame 
and  white  brick  construction. 

E.  Johnston  has  commenced  the  erec- 
tion of  a  residence,  estimated  to  cost 
$3,000.    ^Vhi(e  brick  construction. 

City  View,  Ont. 

John  R.  Daoust,  Raden  Avenue,  is 
about  to  rebuild  his  residence,  at  an  ap- 
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proximate  cost  of  $3,000.  Electrical 
work  may  be  let.    Frame  construction. 

Exeter,  Ont. 

The  erection  of  a  residence  is  con- 
templated hy  Ernest  Davis.  Estimated 
cost,  $3,000.  ' 

Georgetown,  P.E.I. 

John  Stewart  proposes  to  build  a  resi- 
dence, at  an  approximate  cost  of  $4,000. 

The  erection  of  a  residence  is  being 
considered  b}-  John  Dalziel.  Estimated 
cost,  $3,500. 

Grafton,  N.B. 

The  erection  of  a  residence  is  beinsj 
considered  by  H.  Smalley.  Approxi- 
mate cost,  $3,000. 

Halifax.  N.S. 

The  Eastern  Investment  Corporation, 
Cra.sj.a;  Building-,  will  receive  tenders  un- 
til May  1st  for  heating,  plumbing  and 
electrical  work  required  in  the  erection 
of  a  residence  on  Larch  Street. 

Hamilton,  Ont. 

Plans  have  been  drawn  for  three  resi- 
dences to  be  built  by  D.  Hamilton,  1300 
King  Street  E.  Frame  construction,  .^p- 
jiroximate  cost,  $3,600. 


Plans  are  being  prepared  for  a  number 
of  residences  to  be  built  on  Hamilton 
Road  for  Mrs.  Mary  Graham,  Marmora 
Street.  Estimated  cost,  $10,000.  White 
Brick  construction. 

R.  H.  Smith,  191  Wharncliffe  Road,  is 
preparing  plans  for  a  bungalow,  estimated 
to  cost  $3, ,500.  Tapestry  brick  construc- 
tion. 

A.  Evans,  905  Queens  Avenue,  has  pre- 
pared plans  for  a  residence,  estimated  to 
cost  $3,000,  and  will  shortly  start  work. 
Brick  construction. 

H.  Pocock,  552  King  Street,  will  short- 
ly commence  the  erection  of  two  resi- 
dences. Red  pressed  brick  construction. 
Approximate  cost,  $7,000. 

Lynnville,  Ont. 

The  erection  of  a  residence  is  con- 
templated by  William  Walmsley.  Ap- 
proximate cost,  $3,000. 

Middle  Sackville,  N.B. 

Rev.  A.  \'.  Landry  proposes  to  re- 
build his  residence  this  spring. 

Montreal,  Que. 

F.  A.  Job.  1()3  Jacques  Street,  has  com- 
menced the  erection  of  a  residence.  Ap- 
proximate cost.  $3,000. 


dence  on  Got'hic  Avenue,  estimated  to 
cost  $3,800.  Smaller  trades  will  be  let. 
Brick  construction. 

A.  A.  Mitchell,  503  Palmerston  Ave- 
nue, has  commenced  the  erection  of  a 
duplex  residence,  estimated  to  cost 
$6,500.    Smaller  trades  will  be  let. 

Work  has  been  started  by  William 
Davis,  3  Scarboro  Road,  on  the  erection 
of  a  residence,  estimated  to  cost  $3,500. 
Smaller  trades  will  be  let. 

H.  Lucas,  118  Felstead  Avenue,  has 
commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $4,000. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

Mcllroy  &  Lowry,  105  Clendennan 
Avenue,  have  commenced  the  erection 
of  two  residences,  estimated  to  cost 
$6,000.    Smaller  trades  will  be  let. 

E.  Gagnon,  2359  Queen  Street  E.,  is 
receiving  tenders  on  all  trades  required 
in  the  erection  of  apartments,  estimated 
to  cost  $20,000.     Brick  construction. 

J.  D.  Naylor,  129  Glenholme  Avenue, 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $3,500,  and  is 
receiving  tenders  on  smaller  trades. 
Brick  construction. 

Work  has  been  started  by  S.  B. 
Green,  111  Evelyn  Crescent,  on  the  erec- 
tion of  a  residence  on  Conduit  Street. 
Approximate  cost,  $3,000.  Smaller  trades 
will  be  let. 

Walkerville,  Ont. 

Harold  Wilson,  Windsor,  will  shortly 
start  work  on  the  erection  of  two  resi- 
dences at  Windermere  and  Cataraqui 
Streets. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  erected  for  Mrs.  E.  C. 
Walker,  Willistead,  Walkerville.  Work 
may  start  this  season. 

Welland,  Ont. 

D.  F.  Forbes,  Temple  Building,  is  pre- 
paring plans  of  a  residence  for  JD.  Dick, 
Jr.  Estimated  cost,  $10,000.  Brick  con- 
struction. 

CONTRACTS  AWARDED 

Fonthill,  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  residence  for  F. 
Wellington: — masonry,  F.  Hoare,  St. 
Paul  Street,  St.  Catharines;  carpentry, 
C.  F.  Monk,  Wilson  Street,  St.  Cath- 
arines; electrical  work,  Clifford  Electric 
Company,  Ontario  Street,  St.  Catharines; 
heating  and  plumbing,  J.  Peart,  King  St., 
St.  Catharines;  painting,  Rachar  &  Hyatt, 
86  Main  Street,  Welland;  plastering, 
Dakers  &  Hemphill,  51  St.  Catharine 
Street,  St.  Catharines. 

Halifax,  N.S. 

The  Eastern  Investment  Corporation, 
Limited.  Cragg  Building,  have  awarded 
the  following  contracts  in  connection 
with  the  erection  of  a  residence  on  Larch 
.Street  and  flats  oji  LeMarchant  Street: — 
heating,  Longard  Brothers,  313  Hollis 
Street,  plumbing,  W.  S.  Craig,  316  Upper 
Water  Street;  electrical  work,  J.  .Starr, 
Son  &  Company,  Granville  Street. 

Hamilton,  Ont. 

'l"hc  following  contracts  liavc  been 
awarded  in  connection  with  -  the  resi- 
dences which  are  being  built  by  J.  H. 
Somerville,  166  Prospect  Street: — mason- 
ry, Lemington  &  White,  140  Rosslyn 
Avenue;  plastering,  Fred  Mountain,  '.'>'> 
(Continued  on  page  52 


Ingersoll,  Ont. 

New  plans  are  being  prepared  for  the 
residence  to  be  built  on  Thames  Street 
for  F.  Wright,  care  of  Wright  Dry  Goods 
Company.  Red  brick  construction.  Ap- 
proximate cost,  $4,000. 

Tenders  on  the  erection  of  a  residence 
are  being  received  by  G.  C.  Wright,  care 
of  Wright  Dry  Goods  Company.  .\p- 
proximate  cost,  $5,000. 

Kingston,  Ont. 

Thomas  Andre,  340  Earl  _  Street,  is 
about  to  commence  the  erection  of  two 
residences,  estimated  to  cost  $5,200. 
Brick  construction. 

London,  Ont. 

Hyatt   Brothers,   288   Egerton  Street, 
will  shortly  commence  the  erection  of^ 
three  residences  on  Ridout  Street  South, 
estimated  to  cost  $10,000.   Tapestry  brick 
construction. 

Plans  of  four  bungalows  to  be  built  on 
Windsor  Avenue  are  being  prepared  by 
Norman  S.  Roberts,  care  of  Roberts  En- 
graving Company,  Dundas  Street.  Ap- 
proximate cost,  $11,000.  Stucco  con- 
struction. 

Max  Lerner,  503  Hill  Street,  is  about 
to  prepare  plans  for  an  apartment  house 
to  be  built  on  Dundas  Street,  at  an  ap- 
proximate cost  of  $25,000.  Carbex  brick 
construction. 

J.  C.  Anderson,  Industrial  School,  is 
preparing  plans  of  a  residence  to  be  built 
on  Duchess  Avenue,  at  an  approximate 
cost  of  $3,500.  Red  pressed  brick  con- 
struction. 

Plans  will  he  prepared  by  T.  H.  Janes, 
Market  Lane,  for  three  residences  to  be 
built  on  Bruce  Street.  Approximate 
cost,  $10,000. 

Watt  &  Blackv/ell,  P..ink  of  Toronto 
Building,  are  preparing  plans  of  a  resi- 
dence to  be  built  for  H.  N.  Abel,  61 
Oaig  Street.  Approximate  cost,  $10,000. 
Tapestry  brick  construction. 

D.  A.  Graham,  3  Perry  Street,  proposes 
tf)  build  three  residences,  and  is  prepar- 
ing plans.  Red  pressed  brick  construc- 
tion.   Approximate  cost,  $10,000. 


Ottawa,  Ont. 

Mark  Wilson,  01  Irving  Avenue,  is 
considering  the  erection  of  a  residence, 
estimated  to  cost  $4,000,  Brick  veneer 
construction. 

Port  Colborne,  Ont. 

Russell  Adams  is  considering  the  erec- 
tion of  a  residence  on  Elm  Street,  to  re- 
place that  destroyed  by  fire. 

Quebec,  Que. 

Lavoie  &  Frere,  53  Jeanne  d'Arc  St., 
are  preparing  plans  of  a  residence  to  be 
built  on  Cartier  Avenue,  at  an  estimated 
cost  of  $10,000.    Brick  construction. 

M.  Cauchon,  309  Richardson  Street, 
will  shortly  start  work  on  the  erection 
of  live  residences,  estimated  to  cost 
$30,000.    Artificial  stone  construction. 

Roundhill,  Alta. 

M.  M.  Burkholder,  Dodds,  Alta.,  is 
about  to  start  work  on  the  erection  of 
a  residence  and  barn. 

Seaforth,  Ont. 

James  Watson  is  considering  the  erec- 
tion of  a  residence  and  will  prepare  plans. 
Estimated  cost,  $3,000. 

St.  Elie  de  Caxton,  Que. 

Denis  Brodeur  is  considering  the  erec- 
tion of  a  residence,  at  an  approximate 
cost  of  $3,000. 

Toronto,  Ont. 

J.  Lucan  &  Company,  508  Dupont  St., 
are  receiving  tenders  for  finishing  three 
residences  on  Arlington  Avenue.  Work 
includes  carpentry,  plastering,  painting, 
glazing  and  galvanized  iron  work. 

J.  G.  Hough,  340  Parliament  Street,  is 
receiving  tenders  on  concrete  founda- 
tions for  five  residences  in  the  Tod- 
morden  District. 

J.  F.  Alexander,  8  Temple  .Avenue,  is 
about  to  commence  the  erection  of  a 
duplex  residence  at  an  approximate  cost 
of  $7,000,  and  requires  tenders  immedi- 
ately on  excavation.    Brick  construction. 

W.  P.  Levack,  519  Roxton  Road,  has 
started  work  on  the  erection  of  .i  resi- 
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FUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the  University  of  Toronto. 


THIS  Pump  is  hydraulically  balanced  against  end 
thrust  and  in  addition  has  a  water  cooled  thrust 
Bearing.  The  Pump  is  arranged  so  that  it  may 
be  operated  with  guide  vanes  or  without  for  demonstration 
purposes.  Oil  ring  bearings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  ''Inglis"  Turbine 
Pumps. 

We  make  pumps  of  all  kinds  for  any  service. 
INGLIS'  PRODUCTS  ARE  "MADE  IN  CANADA" 
Write  us  for  prices. 

The  John  Inglis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Residences 

West  Avenue  N.;  lieating  and  plumbing. 
H.  Barnes,  93  Clyde  Street;  electrical 
work,  T.  Thornton,  174  Balmoral  Ave. 

R.  S.  Mason,  43  Kensington  Avenue, 
is  luiilding  five  residences,  estimated  to 
cost  .f3,000  each,  and  has  awarded  the 
contract  for  masonry  to  Lcrtiington  & 
White,  140  Rosslj'n  Avenue. 

The  general  contract,  masonry  and 
carpentry  for  the  erection  of  residences 
for  R.  Sharp,  Alexandra  Street,  Moun- 
tain Top,  have  been  awarded  to  Andrew 
Spittal,  489  Concession  Street.  Brick 
construction.     Approximate  cost,  $3, .500. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  Connor,  .57.')  Prin- 
cess Street,  has  been  awarded  to  James 
Gough,  170  York  Street.  Pressed  brick 
construction.    Approxinlate  cost,  $3,500. 

Work  will  start  shortly  on  the  erec- 
tion of  an  apartment  house  for  James 
Elder,  207  William  Street.  The  masonry 
has  been  let  to  H.  W.  Watts,  98  Fron- 
tenac  Street,  the  carpentry  to  Henry 
Hunter.  332  Barrie  Street,  plumbing  to 
Elliott  Brothers,  77  Princess  Street,  elec- 
trical work  to  H.  W.  Newman  Electric 
Company.  79  Princess  Street,  and  paint- 
ing to  T.  Milo,  Princess  Street. 

Lachine,  Que. 

The  general  contract  for  the  erection 
of  residences  for  G.  Guzzi,  43  Notre 
Dame  Street,  has  been  awarded  to  B. 
Lacolli,  70  Tenth  Avenue.  Brick  con- 
struction.   Estimated  cost,  $3,000. 

Levis,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Cherrier,  Bienville, 
has  been  let  to  J.  Blais,  Levis.  Esti- 
mated cost,  $4,000.    Brick  construction. 

London,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  James  R.  Haslett,  521 
Richmond  Street,  has  been  let  to  H.  Hay- 
man,  491  Ontario  Street.  Approximate 
cost,  $3,500. 

Work  is  about  to  start  on  the  erection 
of  a  residence  for  D.  J.  Ferguson,  503 
Quebec  Street.     Estimated  cost,  $4,000. 

Hyatt  Brothers,  288  Egerton  Street, 
are  about  to  start  work  on  the  erection 
of  a  residence  for  Charles  Gilbert.  Ap- 
proximate cost,  $4,000.  Red  pressed 
brick  construction. 

The  general  contract  for  the  erection 
of  a  residence  on  Hill  Street  for  Charles 


Lee  has  been  awarded  to  Hyatt  Brothers, 
3.88  Egerton  Street.  Red  pressed  brick 
construction.    Appro.ximate  cost,  $3,500. 

The  general  contract  for  the  erection 
of  a  residence  for  D.  C.  McNaughton, 
care  of  McCormick  Manufacturing  Com- 
pany, has  been  let  to  Harry  Hayman. 
491  Ontario  Street.  Approximate  cost. 
$4,000. 

Work  is  about  to  start  on  the  re-build- 
ing of  a  residence  for  James  Black,  care 
of  Grigg  House.  The  general  contract 
has  been  let  to  Jones  Brothers,  Hamilton 
Road.    Estimated  cost,  $3,000. 

The  general  contract  for  the  erection 
of  a  residence  for  George  Mills,  527  Dun- 
das  Street,  has  been  let  to  Harry  Hay- 
man,  491  Ontario  Street.  Red  pressed 
brick  construction.  Approximate  cost, 
$3,000. 

C.  J.  Pink,  451  Hamilton  Road,  has 
awarded  the  general  contract  for  the 
erection  of  a  residence  to  Tutt  &  Mc- 
Rae,  90  Chesley  Avenue.  Red  pressed 
brick  construction.  Estimated  cost, 
$3,500. 

Maison.neuve,  Que. 

The  contract  for  carpentry  in  connec- 
tion with  the  residences  in  course  of 
erection  for  M.  &  O.  Dufresne  has  been 
let  to  I.  Allard,  1360  Des  Erables  Street, 
and  for  asphaltic  mastic  roofing  to  H.  H. 
Symmes  &  Brothers,  42  St.  Sacrament 
Street. 

Montreal,  Que. 

The  contract  for  electrical  work  re- 
quired in  connection  with  alterations  to 
a  residence  for  A.  P.  Stuart,  27  Summer- 
hill  Avenue,  has  been  let  to  E.  A.  Greg- 
ory, 1594  Cadieux  Street. 

Quebec,  Que. 

The  contract  for  carpentry  required  in 
the  erection  of  a  residence  for  James 
Brown,  71  Fleurie  Street,  has  been  award- 
ed to  E.  Morissette  Ltd.,  208  Latourelle 
Street,  the  roofing  to  N.  Barbeau,  36 
Bridge  Street,  and  the  heating,  plumbing 
and  electrical  work  to  D.  Cote,  St.  Louis 
de  Courville,  Que. 

The  contract  for  painting  in  connec- 
tion with  the  erection  of  a  residence 
for  Boisvert  &  St.  Laurent,  56  d'Artigny 
Street,  has  been  awarded  to  A.  S.  Bedard, 
116  Des  Stigmates  Street,  and  the  heat- 
ing, plumbing  and  electrical  work  to  A. 
Fournier,  Abraham  Hill. 

Raleigh  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  residence     for     George  Davidson, 


R.  R.  No.  6,  Chatham,  has  been  let  to 
Robert  Lewis,  120  St.  Joseph  Street, 
Chatham.    Estimated  cost,  $5,000. 

Sarnia,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  A.  W^atson,  Front 
Street,  has  been  let  to  David  Giffin,  the 
masonry  to  E.  McDonald,  and  the  plumb- 
ing to  F.  Goodwin  &  Company,  215 
Christina  Street.  Frame  and  stucco  con- 
struction.   Approximate  cost,  $4,000. 

St.  Catharines,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  in 
course  of  erection  for  A.  F.  Fifield,  157 
Ontario  Street: — masonry,  Newman  Bro- 
thers, 71  St.  Paul  Street;  carpentry,  steel 
work  and  roofing,  R.  B.  Williams, 
Beecher  Street;  heating  and  plumbing, 
H.  A.  Bald  Company,  Academy  Street; 
plastering,  Dakers  &  Hemphill,  51  St. 
Catharine  Street;  painting.  Leach  & 
Jones,  James  Street;  electrical  work, 
Sandham  &  Roberts,  St.  Paul  Street. 

Toronto,  Ont. 

Work  is  about  to  start  on  alterations 
to  the  residence  of  F.  G.  B.  Allan,  6 
Wellesley  Place.  The  contract  has  been 
let  to  F.  Browning.  Tenders  are  being- 
received  for  excavation.  Approximate 
cost,  $4,500. 

W.  R.  Maton,  173  Glenholme  Avenue, 
has  been  awarded  the  general  contract 
for  the  erection  of  a  residence  for  F". 
Trelford,  103G  St.  Clair  Avenue  West. 
Stucco  and  tapestry  brick  construction. 
Approximate  cost,  $5,000. 

Walkerville,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  on  Kildare  Road  for  F.  E. 
.\llum,  Detroit,  Mich.,  has  been  awarded 
to  Euclide  Jacques,  87  Assumption  St., 
Windsor,  and  the  masonry  to  Cross  Bro- 
thers, 25  Louis  Avenue,  Windsor. 

Westmount,  Que. 

Anglins,  Limited,  65  Victoria  Street, 
Montreal,  have  commenced  the  erection 
of  a  residence  on  Willow  Avenue  N.  for 
Harding  &  Heward,  and  are  receiving 
tenders  on  roofing  and  electrical  work. 
Approximate  cost,  $14,000. 

Windsor,  Ont. 

The  general  contract  for  the  erection 
of  flats  on  Dougal  Avenue  for  Mrs.  G. 
Hallett,  Langlois  Avenue,  has  been 
awarded  to  Lambert  &  Braithwaite,  10 
Riviera  Street,  Sandwich.  Approximate 
cost,  $8,000. 


Science  is  Applied  to  Brickmaking  in  the 

Eikco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 


brands  of 


FIRE  BRICK 

Our  booklet  on  "  Refractory  Efficiency  Engineering" 
contains  details  about  grades  and  shapes  we  manu- 
facture.   Send  for  it. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  Building. 


HAMILTON,  ONT. 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  himdreds  of  dollars. 


April  12,  1916 


THE    CONTRACT  RECORD 


53 


-  R  ■ 


Quality 


Reliability 


Servi 


vice 


Cement  -  Crushed  Stone 

Trap  Rock    -  Granite 

Sand    -  Gravel 

Contractors  and  Engineers  will  find  Rogers  Service  indls- 
pensible  to  the  successful  completion  of  any  contract. 

ROGERS  SUPPLY  CO.,  LIMITED 

28  King  St.  West,  TORONTO 


^^The  National  Authority  on  Wiring  and  Construction'' 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 


Over  359,400  Sold 


By  H.  C.  Gushing  Jr. 


22nd  Year 


Fellow  American  Instiiute  o/  Electrical  Engineers;  formerly 
Electrical  Inspector Jor  Boston  Board  of  Fire  Underwriters  OO    J  I7J*4>* 

and  Underwriters'  Tariff' Association  oj  New  York.  ^^HQ  fjCHriOIl 


^1916  Standard  Wiring 


Officially  adopted  by  the  National  Electric  Light  Acsociation. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recommended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  it  is  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord- 
ance with  every  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.   The  1916  Edi'ion  has  been  completely 
revised  from  the  first  to  the  last  page,  and  contains  new  illustrations,   tables  and 
diagrams  in  accordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pages  on  House  Wiring. 

"It  settles  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  any  address, 
postpaid,  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,      347  Adelaide  street  west,      Toronto,  Canada 

"The  Best  Book  on  Wiring  Ever  Produced"— E.  T.  Bibdsall,  m.e.,  a.i.e.e. 
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The  Tougher  the  Job — 
the  More  Necessary  a  Bucyrus 


Bucyrus  Revolving  Shovels   in  Action 

THE  illustration  graphically  depicts  the  severe  con- 
ditions under  which  these  two   Bucyrus  shovels 
are  laboring. 

The  country  is  rough  and  the  material  hard  to  dig. 
Boulders  and  stumps  predominate.  It  is  necessary  to  over- 
cast. Yet  the  Bucyrus  makes  light  of  these  adverse  con- 
ditions and  digs  away  vigorously  and  without  interruption. 

The  Bucyrus  direct  thrust  digs  around  stumps  and 
boulders  and  enables  them  to  be  removed,  without  the 
delay  and  inconvenience  of  changing  the  position  of  the 
shovel  or  adjusting  the  dipper.  It  also  gives  the  shovel  a 
wider  reach  than  any  other  shovel  of  similar  size  made. 


Bucyrus  Draglines,  Excavators,  Pile  Drivers,  Wrecking 

e 

Cranes,  Unloading  Plows,  Dredges. 

e 

TRIED-TRUSTED— TRUE 

Canadian  Equipment  Co.,  Limited 

Montreal  -  St.  Catharines 

Western  Representatives: 

Dominion  Equipment  &  Supply  Co.,  Ltd.,  Winnipeg,  Vancouver 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well*  &  Gray) 

President  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


4.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER.  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sale*  Agents:     Mussens  Ltd,  Montreal 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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MALACCA  DRAIN  CLEANING  RODS 

The  flexible  malacca  cane  cleaning  rods  replace  the  expensive  work  of 
tearing-  up  floors,  etc.,  to  clean  drains,  boiler  tubes,  cable  conduit,  etc. 
They  have  a  thousand  uses— write  us. 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 


Smith- Vaile 

Yoke  Type  Boiler  Feed  Pumps 

Not  an  ordinary,  every-day  Boiler 
Feed  and  General  Service  Pump,  but 
something  better. 

Provided  with  removable  and  inter- 
changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


CANADIAN  BRASS;# 

 .  


COMPANYuMiTEa 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  jhe  key  \yill  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise —  •     ■     -  V 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


MADE 
IN 

CANADA 


us  for 
Catalog 

Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Lei  U5  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable — Immediate  Delivery, 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trust  &  SavinES  Bldg. 
INDIANAPOLIS.  IND. 
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"Ideal" 
Concrete 
Blocks 

can  be  made  in  as 
largre  quantities  as 
required  for  any 
building  construc- 
tion, on  the  "Ideal" 
Block  Machine  and 
Automatic  Power 
Tamper.  Write  for 
all  particulars  to 

Ideal   Concrete   Machinery   Co.,  Limited 

Box  250,  Windsor,  Ontario 


School  built  of  "  Ideal  "  Blocks. 


The  Glue  Book 


What  it  Contains:— 

Chapter  i — Historical  Notes 
Chapter  2 — Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


^  STONE  CRUSHER 

IS  THE 

"ACME"  Kmi 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


\\  rldin-^  fi 'jiiic  of  aiitonioliile  top  liy  oxy-acutylcne  process.  Done 
•  luirKly,  aiul  sfLUres  neat  rniish  and  quality  of  joint 
.  .    iiniMis>^il)]e  Ity  any  'jtlicr  process 

Metal  Manufacturing 
Simpli  f  ied  by  Welding 

Because  _of  its  greater  economy  and  the  better 
quality  of  work  done,  oxy-acetylene  welding  is  being 
adopted,  in  preference  to  older  methods,  by  thous- 
ands of  manufacturers  of  metal  products. 
■  It  is  replacing  riveted,  threaded  and  brazed  joints 
with  better  unions  at  less  cost.  Practically  every 
metal  manufacturer  can  avail  himself  of  this  econ- 
omy in  metar  production. 

In  nearly  all  cases  where  two  pieces  of  metal  are 
to  be  joined,  in  manufacturing,  construction  or  repair 
work,  oxy-acetylene  welding  provides  the  best  and 
cheapest  way. 

Quick,  emergency  repairs  on  important  machinery, 
right  on-the-spot  by  oxj'-acetylene  welding,  often- 
times more  than  pays  for  necessary  apparatus  by 
avoiding  tie-ups  in  production  and  expensive  re- 
placements and  attending  delays. 


'  "Employs  both  gases  (acetylene  and  oxygen)  in  portable 
'cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready-made  car- 
bide gas)  is  backed  by  Prest-O-Lite  Service,  which  provides 
dry,  purified  gas,  insuring  tetter  welds,  quicker  work,  and 
lower  cost,  and  also  avoids  the  large  initial  outlay  and  heavy 
depreciation  incurred  in  makin_g  crude  acetylene  in  a  carbide 
g;enerator. 

The  heifessarj^'^e'cflirimWh't Triiot  "gxpeiTsiv  "W^^  furnish  high- 
grade  welding  a^iaratus  for  .  $75;  acetylene  service  at  addi- 
tional cost. Also-,  adaptable'  for  oxV-acetylene  cutting  by  the 
puithase  of  a  ■Speijial  cutting -blOw-plpe.  *  Thorough  instructiiui-. 
are  furnished  ^ee,  to  every,  user — any  average  \vorkman  wlio 
understands  metals  can  learn  tlfe  process  quickly.' 

There  are  ini^ort^af  savings'  possible  in  all  metal 
manufacturing,  repairing  and  construction  ■work. 

We  have  thoroughly- illustrated  literature  on  oxy- 
acetylene  weMing  and  cutting  for  free  distribution 
to  interested  persons.    Ask  for  it. 

The  Prest-O-Lite  Co.,  Inc. 

Dept.  E. 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 

Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

53  Branches  and  Charglns  Plants 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  ^-TORONTO 


CASt  IRCIM  PVPW 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


Lairgesi" 

CbncreleDome 
in  CaneLddc 


This  handsome,  $250,- 
000  structure,  one  of 
the  few  examples  of 
pure  Byzantine  archi- 
tecture in  the  country, 
is  built  of  reinforced 
concrete  throughout, 
with    stone    trim    and  brick  facing. 

The  immense,  all  concrete  dome — 75^  feet  wide 
by  .37  feet  high — is  unsupported  by  any  frame  work. 
It  is  carried  from  four  jioiiits  and  the  entire  weiglit 
of  the  dome  and  roof  rcsis  wliolly  upon  the  walls. 
Tliere  are  no  inside  i)illars. 

The  pattern  on  the  dome  is  obtained  with  colored 
concrete. 

.\nother  feature  of  St.  Michael's  Church  is  the 
long  span  concrete  beams  (lower  illustration)  that 
support  the  main  concrete  floor.  T+iese  beams  measure 
.52  feet  from  post  to  post. 

Dimensions   of   Building — Outside   170   ft.    x   00  ft. 
sidewalk. 

The  construction  of  this  church  proves  conclusively  that  any  size  or  style  pf  structure  can  be 
built  more  substantially  and   economically  with  concrete  than  with  any  other  material. 

Architects,  Engineers  and  Contractors  interested  in  concrete-  construction  may  obtain  information 
regarding   this   and   other   notable   examples   ofconcrttt  construction  by  addressing: 


inside,    120  ft. 


S4   ft. ;    tower,   172   ft.  frc 


Canada  Cement  Company  Limited 

781  Herald  Building,  Montreal 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS.  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 


Enquiries  solicited. 

CANADA  WIRE  &  IRON', 
GOODS  CO., 


Hamilton 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PITTSBURGH,  PA. 


ATWOOD 

ENGINEERS    FOUNDERS  MACHINISTS 
Repreienled  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 

Piping 


96"  Motor  Operated  Butterfly  Valve. 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exp>osed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 

Offices  :— 

Bridgeburg,  Ontario,  1 30  Janrt  Street 

t'liicago,   Illinois,  2014  Old  Colony  Bldg. 
New  ^■ork,  N.  Y.,  P,0  Cluirch  Street 
SHOPS:"Bridgeburg.  Ont. 
H.iilt  for  C.P.R.  Montreal   Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water    supply    outfits    of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Maoutacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       •  Canada 
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Hammer  Brand" 


Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


''Meaford'' Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


Road  Machinery 


Concrete  Machinery 

Road  Graders 


The  "PANAMA  LINE'*  -  KSat 

The  Most  Complete  Line  of  Road  Machinery  ",MADE  IN  CANADA' 


GRADERS 

The  "Panama  Line" 
offers  you  the  most 
complete  assortment 
of  modern  road  ma- 
chinery ever  shown 
in  Canada.  A  grader 
for  every  class  of 
work,  ranging  in  size 
from  a  two  horse  and 
one  man  light  grader 
and  leveller,  to  our 
Giant  Tractor  Grader. 


CULVERTS 

The  Panama  Round 
culvert  will  eventu- 
ally be  used  by  every 
Municipality  that 
considers  culvert  life 
when  putting  their 
money  into  this  im- 
portant work. 
Write  to-day  for  our 
catalogue  describing 
the  Panama  Round 
Cast  Iron  culverts. 


.  The  Panama  Giant  Grader  with  Built-in  Scarifier. 

This  road  machine  is  designed  and  constructed  for  Tractor  use.      It  has  great  strength,  all  useful  adjustments, 
and  a  wider  range  of  use  than  any  other  road  machine  ever  built,  and  will  stand  the  strain  of  engine  power  or 
twelve  heavy  horses,  and  of  doing  its  own  plowing  in  any  soil.      Although  the  machine  is  built  for  tractor  use,  it 
can  be  equipped  for  horsepower.      il  is  not  disadvantageously  lieavy  for  working  with  six  or  eight  horses. 

15lade  8  ft.  long,  ]^  in.  thick.  Wheelbase  14  ft.  Front  wheel  30  in.  high,  in.  tire.  Rear  wheel  40  in.  high, 
'■'•1/2  in.  tire.      Roller  ])carings  tliroughout.      Weight  without  attachments  3,300  pounds. 

THE  EXETER  MANUFACTURING  CO.,  LIMITED 


602  McArthur  Bldg. 
WINNIPEG,  MAN. 


EXETER,  ONTARIO 

Write  for  our  Catalog 


Cor.  Dalhousie  and  St.  Jacques 
QUEBEC,  QUE. 
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Are  You  Building  ? 

Labor  is  cheap  and  plentiful — the  building  trades  are  slack  and 
material  prices  will  be  higher  before  they  are  lower,  but  are  you 
building?  This  is  a  most  opportune  time  to  be  business-like 
and  build,  and  to  be  patriotic  and  employ  Canadian  labor. 
Prisms  will  figure  in  your  building  operations — specify  ''Luxfer 
Prisms"  and  you  will  be  sure  of  definite  results. 

Ask  us  about  ''Luxfer  Prisms 
for  your  particular  proposition. 

LUXFER  PRISM  CO.,  LIMITED 


100  KING  STREET  WEST, 


TORONTO,  ONT. 


Sold  separately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  tlie  lirst  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles,  354  pages,  6  x  9,  88 
illus.,  .$2.50  net,  postpaid. 

Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 
0  X  9.  412  illus.,  34  plates,  .$5.00  net,  postpaid. 

Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 
600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Motor  Crabs 

Hoisting 
Engines 

Swinging 
Engines 

Spud  Hoists 
Drill  Hoists 
Steam  and  Air  Motors 
Pneumatic  Hoists 


MOTOR  CRAB 
(Single  or  Double  Druni> 


SPUD  HOIST 
For  raising  and  lowering 
spuds  on  dredges. 

WRITE  FOR  COMPLETE  CATALOG 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal ;  Mussens,  Ltd.  Toronto:  A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


Beams  —Channels 
Angles— Plate* 

Always  in  Stock 

Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


STANDARD  STEEL 
CONSTRUCTION  CO. 

LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

{664 
g(j5     Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data.'' 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(M  anufacturers  of  Enameled  Brick  exclusively) 
1182  Broadway,   New  York. 


Canada  Iron  Foundries,  Umited 


CAST  IR0N  prPE 


Bead  Offlcc 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castinflfs 
of  all  kinds,  Moorins:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost  "-Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Contractors 


RUSH! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity? 

If  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  affected  by  Wind.  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

L'sed  by  All  leading  Contracttirs  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTRACTOR  of  the  CARBIC  FLARE 
LIGHTS'  ability  and  we  will  stand  by  his  words. 

Write  or  wire  for  immediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 


\v  «  1  »  V  A  t  I  <  I  V  \  ^  r  <  \  X  ^  V  *  t  '  K  y  \  x  r 


No  trouble  at  all  to  sell 

"EASTLAKE" 
GALVANIZED  SHINGLES 

They  have  the  reputation  of  30  years' 
successful  use.  Their  patented  features 
make  them  unique  for  ease  in  laying, 
rain  and  wind-proof  qualities.  Add  to 
these  the  great  big  general  advantage 
that  they  make  a  roof  I'IREPROOl' 
and  cheaper  than  wood  and  nuihing  can 
stop  you  from  getting  the  order. 
Sample  and  advertising  matter  free  on 
request. 

Write  us  for  catalogue  and  prices  today. 

Metallic  Roofing  Co.,  Ltd. 


Toronto       Manufacturers  Winnipeg 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply  ' 

We  shall  be  pi  eased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
witli  bags,  $2.25;  car  lots,  $1.35  on  tlie  track, 
with  pkgs.,  $1.75. 

Lime — grey  .3Sc,  wliile  40c  per  100  llis.,  delivered 
in  not  less  tlian  1500  lb.  lots.  At  the  ware- 
house,  white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buflf, 
§17  f.o.b.  the  job;  No.  2,  $14;  common  re.l 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foiuidation  work,  $S.50  on 
the  cars,  delivered  .f0.5U ;  "I'apestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $S.50  delivered  on  job.  Paving 
brick,  No.  1,  .$18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M.  ;  No.  2,  $18.  Sun-Te.x  face  brick,  $10 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $00  per  M.     Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
Wliite  $52.  bufT  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 


CRUSHED  STONE,  SAND,  AND  GRAVEL 

Toronto  prices,  F.  O.   B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H  'm., 
$1.25;  rubble  stone,  in  car  lots,  .$1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  SOc.  per  ton, 
f-O.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 


LUMBER   (BUILDING  MATERIAL) 

Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft..  .$23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  0-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  lO-in.,  $30;  l  in.  by  12-in.,  $.30 
to  $32;  2  in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $.33  to  $36;  7/s  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $.32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window:  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.05;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  .No.  1  spruce  lalh  $4.75. 


Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  .$38.00;  10  x  10, 
12  X  16,  16  X  10,  14  X  IS,  18  x  IS,  20  x  20, 
.$.38.50;  12  x  18.  18  x  20.  $39.00;  10  x  IS, 
12  X  20,  14  x  20,  10  X  20,  $40.00.  These 
prices  apply  to  .32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  .30  to  40  ft.  .$2.00 
I'er  thousand  extra. 


STEEL  AND  IRON 

Steel  and  Iron  Bars — $2.50  liase,  twisted  and  de- 
formed. $2.50;  structural  sections,  $3.00;  small 
sizes  $.3.25. 


Steel  Plates— tank  and  boiler,  $3.60-$3.10  per 
100  Ihs.  ;  %  in.,  5/16  in.  and  'A  in.,  $2.75 
per  100  lbs.  ;  gauge  plates.  No.  10,  $.3.10, 
No.  12,  $3.15,  No.  14,  $3.05  per  100  lbs.; 
black  American  bessamer  plates,  28  gauge, 
$3.35  per  100  lbs. 


Galvanized  iron-  28  gauge  $5.25. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4in.  $34  per  net  ton;  C-in.  to  12- 
in.  $33;  12  in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 


Corrugated    Sheets — 26   gauge  $5.25   per   sq.,  28 
gauge  $5.00  per  square. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
lorv,  4  in.,  25c  per  ft.;  0  in.,  40c  ft.;  8-in. 
.^i^c  ft.;  9  in.,  70c  ft.;  12  in.,  $1  ft.;  15-in., 
.n.40;  18  in.,  $1.90  ft.;  20-in.,  .$2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent..  4  in.  to  12  in.. 
70  per  cent.,  15-in.  to  IS-in..  '.')~>  per  cent.,  2fl- 
in.   to  24-in. 


PAINTS  AND  OILS 
White  lead— ground  in  oil,  $9.90  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  90c.  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  SOc.  per  gal.  ;  red  lead, 
dry,  $10  per  KJO  lbs.  ;  putty  in  bulk,  $3.50 
per  10(1  llis. ;  in  100-lb.  drums,  $3.85;  putty 
in  25  1b.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs.;  turpentine,  in  bbls., 
SOc.   per   Imp.   gal.,   southern  gauge. 


MONTREAL  PRICES 

CfiMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton  ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic,  $12;  buff  (smooth),  $21;  buf?  (rough), 
$25;  plastic,  $8.50 ;_  C.  P.  R.  50c  extra  except 
for  plastic.  Dominion  silicate,  1st  quality, 
$13;  second  quality,  .$10.50;  all  f.o.b.  Mont- 
real. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per    foot) — not    reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15  in. 
00c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  .$4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 

Crushed  Stone— 2  in.,  .$1.40;  J^-in.,  $1.65;  3^-in., 

$1.75  per  ton,  delivered. 
Sand — 90c.  per  ton,  car  load,  on  cars. 
Grave! — $1.20  per  ton  f.o.b.  cars. 

EXPLOSIVES 
Forty  per  cent,  dynamite  $17.75  per  100  lbs. 
in  single  case  lots  of  50  lbs.  each ;  50  per 
cent,  at  $19.25;  00  per  cent,  at  $20.75  f.o.b. 
Montreal.  Blasting  at  $2  per  25  lb.  keg. 
Detonators,  No.  .3  containing  charge  of  8.3 
grs.,  $S..50  per  1,000;  No.  0,  15.4  grs.,  $11.25; 
No.  7,  23.1  grs.,  $14.50;  No.  ,S,  30.8  grs., 
$18.50.  Batteries,  St'd  Rack  Bar,  "Push 
Down,"  No.  2  capacity  10  shots,  15  lbs.  net 
weiglit,  $15.00  each  ;  No.  3,  20  shots.  25  lbs., 
$22.00;  No.  4,  50  shots,  45  lbs..  .$42.00;  No. 
5.  100  shots,  53  lbs.,  $70.00.  Leading  wire, 
in  coils  of  500  ft.,  Ic.  per  ft.;  leading  wire, 
twin  cable,  in  coils  of  250  ft.,  3c.  per  dble. 
ft.  ;  connecting  wire  in  coils  or  spools,  50c. 
per  lb.  Electric  blasting  caps,  per  100:  4- 
foot,  single  strength  $3. .50,  double  strength 
.$4.10;  O  foot,  single  $4.04,  double  $4.04;  8- 
foot,  single  $4.58,  double  $5.18;  10-foot,  single 
.$5.12,  double  $5.72;  12-foot,  single  $5.60, 
double  $6.26;  14-foot,  single  $6.20,  double 
.$0.80;  16-foot,  single  .$6.74,  double  .$7.34; 
18-foot,  single  $7.28,  double  $7.88;  20-foot, 
single  $7.82,  double  $8.42;  22-foot,  single 
$8.57,  double  $9.17;  24-foot,  single  $9..32. 
double  $9.92;  20  foot,  single  $10.07,  double 
$10.67;  2S-foot,  single  $10.82,  double  $11.42; 
.30-foot,  single  $11.57,  double  $12.17. 

STEEL  AND  IRON 
Steel  angles — 3  in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  x  %  in.,  25c.  extra;  54  in.  x  )4  in. 
x  %  in.  .50c.  extra.  Boiler  plates — 14  i"- 
thick  and  thicker,  $3..50.  Circular  plates  — 
Flange  quality.  .30  in.  dimension  and  over, 
.$3.75;  under  .30  in.  dimensions.  $4.05.  Beams 
and  channels — Under  .35  lbs.  per  yd.,  $3.75; 
.35  lbs.  per  yd.  and  over.  $3.50;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$5.2,'),  28  gauge,  $5.00  per  100  s(|.  feel.  Cop- 


per bearing  sheets — Keystone  black,  28  U.  S. 
gaugue,  .$4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4-in.,  25c;  0-in.,  40c; 
Sin.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in,  $1- 
24-in.,  $3.25.  Bends,  each  75c,  $1.20;  $2  20 
$2.80,  $3.20,  $4.00,  $13.  Double  collar,  75c 
$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $175 
$2.80.  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pine 
2^  ft.,  $2,  $3,  .$4.12,  $5.25,  .$0,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2  25 
$3.00,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  02  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  ner  ton.  Plaster  of 
Paris— $2..35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  manilla,  17c. 
basis ;  African  hemp,  17c.  ;  sisal  rope,  1.3c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil — 
in  barrels,  99c.  per  gal.  of  9  lbs.  Raw 
luiseed  oil — in  barrels,  965^c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
;i-in.,  ,$2.75;  stone  dust,  .$2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel— Per  yd.,  delivered,  $1.85.  . 


Crushed  Granite — I'/i  and  2  in.,  $2.65;  f^-in.  and 

1  in.,  $2.90;   i^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  .$46; 
No.  3  red  pine,  4  in.,  .$.38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  .$32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 

2  red  pine,  4  and  6  in.,  .$40;  No.  3,  $40;  No. 
4,  .$.32;  No.  5,  .$24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  .$38;  10  x  14,  14  x  14,  14  x  10, 
0  X  10,  6  X  12,  8  x  12,  $39;  10  x  16,  12  x  10, 
16  X  16,  14  X  IS,  16  X  18,  18  x  18,  20  x  20. 
.$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  0  X  20,  8  x  16.  8  x  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine— 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4  in.  casing,  $3.70  per  100 
ft.  5'4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  .$4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100   lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $.38  per  ton. 

(Continued  on  page  66) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"Pillar  Brand" 

The  Best  Gypsum  Products 


"Pillar  Brand"  Gypsum  Products  are  made  from  the  highest  grade 
Nova  Scotia  Rock.  Every  barrel  and  bag  of  "Pillar  Brand"  pro- 
ducts is  inspected  and  tested  before  shippings.    They  include 

Hardwall  Plaster       Cement  Plaster       Land  Plaster 
Whitewall  Finish       Plaster  of  Paris 

"Pillar  Brand"  Hardwall  Plaster  is  mixed  only  with  the  highest  grade 
of  goat  and  cattle  hair,  thoroughly  washed  and  specially  prepared. 
If  you  need  high  grade  gypsum  products — get  prices  on  "Pillar 
Brand," 

Write  us. 

The  lona  Gypsum  Co.,  Limited 

Head  Office  and  Mills,  lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS—continued. 


(Continued  from  page  64) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  0  cents;  4  in.,  11  cents;  5  in., 
16  cents;  G  in.,  ISyi  cents;  S  in.,  oO  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  5lt 
cents;  15  in.,  75  cents;  IS  in.,  .fl.OO;  20  in., 
.fii  nO;  24  in.,  $2.00. 

SL;.\  DRIES 

Hard  Wall  Plaster — Unsanded,  .fi:?  per  ton  ;  saml 
ed,  $7.50,  delivered  on  job.  Plaster  of  Paris, 
.$15.50  per  ■  ton ;  Hammer  Brand,  $3.75  per 
hhl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  gronnd  in  oil,  .flLTid 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  OS 
cents  per  gal.  ;  raw  linseed  oil,  in  bbls.,  05 
cents  per  gal.  ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl.  ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  SO 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 

VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keejis  cement,  $32  per 
ton,  sacks  e.Ntra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl.  ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick — Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
\'ancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
N'ancouver;  pressed  buff  brick  $40  at  ware- 
house; $;13  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
liouse;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  CRAVEL  ' 

Sand  —  lirick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  hunkers. 

Gravel-  $1.50  per  yard  delivered. 

LUMP.ER  (BUILDING  MATERIAL) 
\'ancau\'er  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
10  X  10  to  20,  S  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;,  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  fiat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;   fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base ;  structural  sec- 
tions, $4.50  to  $5,00. 

Galvanized  iron — 2.S  gauge,  $6.75  per  100  lbs. 


Corrugated  iron — 26  gauge,  C,  7  and  S  ft.  sheets 
$5.50 ;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 
Black  steel  sheets,  24  gauge,  $4.60  per  100  lbs 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  anil 
specifications. 


SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  r2</,c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  80c 
ft.;  loin.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  IS-in.,  $1.25  ft.;  20-in.,  $1.50  (t. ; 
24  in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster— $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $17.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,   full  coil,  16c  basis;  2nd  grade, 
14j^c  basis;  sisal  rope,  12l4c  basis. 


PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.40  to  $2.75. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 
1(10  lbs. 

Boiled  linseed  oil-;-in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $11  to  $12  per  100  lbs.;  putty  in  bulk, 
bbls.,  $2.75;  putty  in  25-lb.  tins,  $3.65:  tur- 
pentine, in  bbls.,  $1.00. 


The  Roof  for 

SATISFACTION 

Twenty-five  years'  study  of  roofing  and  waterproofing  problems  has  resulted  in  a 
roofing  for  factories  and  other  buildings  that  gives  perfect  satisfaction  under  the  pecul- 
iarly trying  conditions  of  the  Canadian  climate — 

NEPDNBET  BuUt-up  ROOF 

Suitable  fnr  flat  nuifs,  i)itch  and  saw  tooth,  or  any  other  type  of  roof,  and  laid  with 
great  success  on  the  fi ilh ivviui.;  well  known  buildings,  to  name  but  a  few: — Wrigley 
.Spearmint  Gum  Factory,  Toronto;  Steel  Cnmiiany  of  Canada,  b'ort  \\^illiam  ;  Hie  h'ord 
.Motor  addition  at  Ford,  Ont. 

Write  for  full  |)articulars  and  specificalion^  of  thi>  durable,  watcr-i)roof,  lire-re- 
sisting roof.      .Vddres.s — 

BIRD  &  SON        Dept.  K.  Hamilton,  ont. 

/  Warehouses— Winnipeg,  Vancouver,  Calgary,  Montreal,  Halifax, 

St.  John,  Edmonton 

The  Largest  Manufacturers  of  Roofings,  Wall  Board  and  Roofing  Felts  in  Canada 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 


Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  I    Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


"BEATTY" 

Hoisting  Engines^  Dredges^  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

1 —  7  X  12  Double  Cylinder,  Double  Drum  HOIST  with  boiler 

2 —  6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 

2 — 6}4  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from       cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Diiect  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6^^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLAMT  1790  St.  James  Street,  Montreal,  Que.        -Agents-        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.B.  KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg-, Man. 
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Civil 

Electrical 
Mechanical 

Directory  of 

Engineers 

Contractors 

Special 

Interests 

Chipman  &:  Power 

Civil  Eng-ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo     H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Seweiagc  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.  I 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 


WINNIPEG 


CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water    Powers,   Structural   Steel,  Hridges, 

Fiuildings,  &c.,  &c. 
llVi    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


'^  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK 
LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

riione  Office  and  Works; 

Main  904  905  62  Esplanade  E..  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC  SECURED  OR  OUR 
rM  I  Cn  I  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
tl]us  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts.     Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


MARKS.  COPYRIGHTS  &nrs|rMS 


STANLEY  LIGHTFOOT 

BEG  O  PATENT  SOLICITOR  AND  ATTORNIV 
LUMSDEN    BLDG.(*'Jy^^i")  TORONTO. 
NEW  BOOKLET  OF  COMPLETE  INFORMATION  FREE 

MKNT.ON  THIS   PAPen)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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The  Economy  of 

BESSEMER 
LOCK 

(No.  7  of  a  Series  on  "The  Making  of  Bessemer  Block" 

"ECONOMY  is  based  upon  long  life,"  you  say. 
True— and  we  claim  that  BESSEMER  BLOCK— 
properly  laid  will  give  you  a  permanent  wearing  sur- 
face for  years  to  come. 

But  there  is  another  economi^— ECONOMY  OF 
FIRST  COST. 

The  enormous  output  of  the  Bessemer  Plant — 
300,000  ten-pound  paving  blocks  a  day — the  .modern 
machinery  we  use  in  MAKING  BESSEMER 
BLOCK — lowers  its  cost  to  you. 

Write  for  the  interesting  details. 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 

Plants  at  Bessemer,  Pa. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons,    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Cun  y  131dg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tont  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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The  Secret  of 
Efficiency 

Carrier 
Air  Washers 

Built  for  the  most  efficient  and 
economical  washing  of  air  under 
varying  atmospheric  conditions. 
Simple  in  design,  free  from  all 
theoretical  or  untried  attach- 
ments. Finely  atomized  spray 
with  large  discharge  opening  in 
the  nozzle.  Have  four  times  the 
washing  surface,  four  times  as 
many  eliminators,  and  offer  less 
resistance  to  the  air  than  any 
other  standard  washer  made. 

Let  us  send  you  our  catalog  No. 
13-12,  with  notes  on  humidity. 
It  is  a  text  book  on  Air  Condit- 
ioning. 

Canadian  Blower  and  Forge  Co. 


Limited 


Berlin 


Ontario 


St.  John  Montraal         Toronto  Winnipes  VancouTer 


Ai)r;i  12.  IDIC, 


Speeding  Up 
Production 

High  speed  production  is  promoted  by  fresh  air. 
Your  supply  of  fresh  air  is  made  positive — in- 
dependent of  weather  conditions — when  you 
install 


Trade  Mark 


Propeller  Fans 

They  solve  the  ventilating  problem — permanent- 
ly.   In  summer  they  make  the  shop  cooler. 

Write  for  Bulletin  208-Z 

B.  F.  Sturtevant  Co.  of  Canada 

Limited 

GALT      -     -  ONTARIO 


=    Montreal  Toronto 


Winnipeg       Vancouver  = 


^illllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll^ 
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Spruce  Dimension 

in  any  sizes  up  to  12-in.  and  in  any  lengths  up  to  30-ft. 

Also  Random  lengths  in  plank  and  timber. 

Spruce  treated  by  the  Kyanizing  process  to  preserve  it 
from  decay  a  specialty. 

Send  for  Illustrated  Booklet  and  Prices 

BERLIN  MILLS  COMPANY 

Portland,  Maine 

(Founded  1852) 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 
Write  us  for  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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SHELL  BOX  HANDLES 


^^^^^ 


MADE  IN 

CANADA 


Our  Offices  at 


i  ''DOMINION" 
WIRE  ROPE 

"/E  ARE    THE  ORIGINATORS  OF  THE 

Marline  Covered  Hand  Gri 

PATENTED 


Montreal,  St.  Catharines  and  Winnipeg 

will  quote  you 

Lowest  Prices  for  Immediate  Shipment. 


Cut 

Construction  Costs 


Portable 


By  Using  Our 


Engines  and  Boilers 

"MARION"  Shovels 

We  give  below  an  illustration  of  "MARION"  Model  281 

Excavator  and  Drag  Line  Machine 

'  used  on  the  Halifax  Harbour  Work 


We  can  deliver  you 

Immediately  from  Stock 

a  duplicate  of  this 

*Money  Saving^  Machine 


HEAD  OFFICE 


MONTREAL 

Branch.— St.  Catharines,  Ont. 


Vol.  30  Toronto,  April  19,  1916  No.  16 


Efficient  Service 


Our  constant  aim  is  to  give  you  Efficient 
and  Reliable  Service,  the  kind  that  leaves  an 
impression  of  personal  attention. 

"Service"  Branches  throughout  Canada,  carry- 
ing complete  stocks,  make  quick,  prompt  deliveries 
possible. 

WRITE  FOR  CATALOGUE  AND  LET  US 
SHOW  HOW  WELL  WE  CAN  SERVE  YOU 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.Q. 
28  "  Service  "  Branches  throughout  Canada 
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Improved  Steel  Champion  Reversible  Road  Machine 


WRITE  FOR  CATALOGUE 


Manufactured  by 


The  Dominion  Road  Machinery  Co.,  Limited 

A  Full  and  Complete  Line  of  Road,  Street  and  Contractors'  Machinery  and  Supplies 

Goderich,  Ontario 


Cutting  the  High  Cost 
of  Power 

To  do  this  you  buy  your  fuel  on  specification,  burn 
it  under  boilers  of  guaranteed  efficiency,  and  conduct 
the  steam  through  insulated  lines  to  the  most  econom- 
ical engines  and  turbines  you  can  buy.  It  would 
seem  that  these  precautions  would  reduce  all  heat  loss 
to  a  minimum,  but  unless  your  boiler  settings  are 
well  insulated  you  are  still  wasting  fuel. 

Nonpareil  Insulating  Brick 

for  Boiler  Settings 

are  the  most  efficient  insulation  yet  devised  for  protecting  The  convenient  form  of  Nonpareil  brick  makes  them 

boiler  settings  against  heat  losses  by  radiation.    They  are     especially  suitable  for  use  in  boiler  settings.   They  are  the 
composed  principally  of  diatomaceous  earth  (Kieselguhr).     same  size  as  fire  brick  and  are  bonded  with  courses  of  fire 
which  is  one  of  the  best    nonconductors  of  heat,  and  will      brick  and  common  brick.    They  are  also  made  in  standard 
only  transmit  one-tenth  as  much  heat  as  common  brick     shapes  for  arches,  etc. 
'or  fire  brick. 

FULL  INFORMATION  AND  FREE  SAMPLES  ON  REQUEST 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  McGiu  Buiwin^,  Montreal,  Que. 

Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  steam  lines  and  Mnotile  for  flooring  offices,  residences,  buildings,  etc. 


Sliowing  middle  course  of  Nonpareil  Insulating 
Brick. in  Boiler  Setting,  Pennsylvania  Rubber  Com- 
pany, Teannette,  Pa.  30,000  Nonpareil  Brick 
used  in  this  installation. 
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Our  Traffic  Engineers  know  from  actual 
experience  the  Hauling  Problems  of  every 
business.  This  knowledge  is  worth  money 
to  you — if  you  will  use  it.  We  maintain 
a  staff  of  trained  Traffic  Engineers  who 
will  tackle  your  problems  of  Haulage  and 
delivery  in  a  business-like  way,  and  give 
you  a  report  that  will  present  in  tacts  and 
figures  the  most  economical  method  that 
you  can  adopt  to  get  the  most  efficiency 
in  the   delivery    end    of  your  business. 


NATIONAL  Motor  Trucks  are  made  in 
four  models — 1500  pounds,  2000  pounds, 
4000  and  7000  pounds.  Capacities  that 
provide  a  truck  for  every  line  of  business. 

If  you  are  as  thorough  in  your  investiga- 
tion of  the  different  makes  of  Trucks  as  we 
are  in  the  construction  of  the  NATIONAL 
you  will  own  a  NATIONAL  Truck. 

Conferring  with  us  entails  no  obligation. 

Catalogue  mailed  upon  request. 


NATIONAL  STEEL  CAR  COMPANY,  Limited 

Works  and  Operating  Office:  HAMILTON,  CAN.  Montreal  Office  :  SHAUGHNESSY  BLDG. 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVL -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 


Construction  of  Masonry  Dams,  by  Chester  W.  Smith, 
lished  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00. 


Pub- 


Dams  &  Weirs,  by  W.  G.  Bligh,  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

Elevators;  a  Practical  Treatise  on  the  Development  and  Design 
of  Hand,  Belt,  Steam,  Hydraulic  and  Electric  Elevators, 
by  John  J.  Jallings,  published  by  the  American  Technical 
Society  in  1915.    217  pages,  illustrated.    Price  $1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
y,U  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in   1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  E.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
4;58  pages,  illustrated.    Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.50. 

Practical    Mathematics   for   the    Engineer   and    Electrician,  by 

I'^Imer  E.  Burns  and  Joseph  (.i.  Branch.  Second  edition. 
I'ublislied  by  the  Joseph  d.  Branch  Publishing  Company  in 
1914.     143  pages,   illustrated.     Price  $1.00. 

Press-working  of  Metals,  by  Oberlin  Smith.  Published  in  1896 
by  John  Wiley  &  Sons.  276  pages,  illustrated.  Price 
$1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp,  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  bv  William  D.  Pence,  C.E.. 
and  Milo  S.  Ketchum.  C.E.  Published  in  1915  bv  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead.  2nd  edition. 
The  Theory.  Tnvestigatinn  and  Development  of  Water 
Powers.  Published  in  191.5  by  McGraw-PIill  Book  Com- 
pany.    S4.1  pages,  illustrated.     Piire  S5.0n. 

Waterworks  Engineering.  .^  Practical  Treatise  on  tlie  (  on- 
slriK-lion  of  Waterworks  for.  the  use  of  Eneinecrs  anil 
Students  of  Engineering,  by  Fred.  (".  JTvcn,  M.  Inst.  C. 
E.  I.  With  numerous  nlales  and  1ST)  illustrations.  Pub- 
lislred  by  Castle  T.itho  Limited,  Bristol,  England,  in  1014. 
268  pages.     Price  $3.(iO, 
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The  blocks  cost 
less;  they  sell  for 
more;  you  sell 
more  of  them. 

Send  fifty  cents 
and  we  will  ship, 
freight  prepaid,  a 
sample  block  with 
granite  facing,  to 
any  point  east  of 
Winnipeg;  for  one 
dollar  to  any  point 
west  of  Winni- 
peg. 

Write  for  catalog 
and  particulars. 


The  Molds 


Molds  for  Casting  Waterproof  Hollow  Cement 
Building  Blocks  With  Granite  Faces 


We  manufacture  the  only  successful  Multiple  Mold,  wet  mix  block  machin- 
ery in  Canada.  We  are  owners  of  the  only  successful  process  of  facing  a 
cement  block  with  genuine  granite,  and  doing  so  at  a  cost  in  proportion  to  the 
rest  of  the  block. 

Cast  Stone  Block  &  Machine  Co.,  Limited 

298  Howard  Ave.    (ZAGELMEYER  SYSTEM)   WINDSOR,  ONT. 


The  Product 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneuri  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers.  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumpi,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whaels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  1601bs.  fire. 


« 


THE   CONTRACT  RECORD 


April  19,  1910 


CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full      paye,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 

Aluminium 

Spielmann  Agencies  Regd. 

Air  Hoists 

Nortliern   Crane  Works 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Architectural  Terra  Gotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 

Asphalt 

Asphalt  Si  Supply  Company 

Asphalt  Shingles 
Ijird  &  Son. 


B.  C.  Fir 

B.  C.  Lumber  Commissioner 

Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  IngersoU-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Ilenthorn 

McDougall  Caledonian  Iron  Wks. 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada  Limited 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

lieatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 

Man.sfield    Engineeiiiig  Co, 

Brick  Machinery  and  Supplies 
Sheldons  Limited 

Bridges  (Steel) 

(,"anadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
I)e|Moines  Bridge  &  Iron  Co. 
Dickson   Bridge  Works 
Dominion  Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Hiril  &  S(Mi. 

Cable- 
Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield   Engineering  Co. 

Casements 

Trussed  Concrete  Steel  Co. 

Cast  Stone  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Cedar  Shingles 

B.   C.   Lumber  Commissioner 

Cement 

Alfred   Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Woiki. 

Coal   Handling  Apparatus 

Beatty  &  Sons,  M. 
Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Can.  H.   \V.  Johns-Manville  Co., 
Limited 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
lilair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 
Canadian   Fairbanks-Morse  Co. 
Exeter  Manufacturing  Company 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL   Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,   W.  L. 

Contractors'  Plant  &  Supplies 

Realty  &  Sons,  M. 

Roving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Dumiiiion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
Marsh    &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 
Goodwin,   Barsby   &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co, 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Worki 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern  Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 

Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
E-xeter  Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F. 


Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co 

Electric   Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine    &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Nortliern    Crane  Works 
TurnbuU   Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Fcvge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.    Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  Tohn 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Pire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

(Continued  on  Pafc  8) 
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Points  on  Pavements — No.  5 

Nobody  expects  to  get  silk  for 
the  price  of  calico,  or  wool  for 
the  price  of  cotton,  or  seasoned 
oak  for  the  price  of  pine. 


LAKE 
ASPHALT 


is  the  seasoned  oak  among  as- 
phalts. A  service  test  of  35 
years  has  proved  that  it  is  well 
worth  the  small  difference  in  cost 
between  Trinidad  and  cheaper 
substitutes. 

The  Barber  Asphalt  Paving  Co. 


1^  Kf  11^ 


..  .. 

1 

1 

Ormsby- 
Lupton 
Steel 
Sash 

The  muntins  of  Orms- 
by-Lupton  steel  sash 
are  rigidly  locked  to- 
gether forming  a  tight 
joint  at  all  intersections. 


Have  you  our 
literature  ? 

A.B.Ormsby 

Company 

Limited 
TORONTO 
Associated  with — 
The  Metal  Shingle  &  Siding  Co.,  Limited 

Pre«ton      Montreal     Winnipeg     Saskatoon  Calgary 


Canadian  Pacific  Railroad  Trainsheds, 
Windsor  Street  Station,  Montreal. 
J-M  Asbestos  Built-up  Roofing 

A  Better  Roof  for  the  Industrial 
or  Office  Building 

Jl\/T  Asbestos  Built-up  Roofing  is  built-up 
of  asbestos  felts  and  Trinidad  Lake 
combined  with  other  natural  asphalts. 
Every  layer  of  its  laminations  is  in  itself  a 
practically  imperishable,  fire-resisting  roof- 
covering.  Built-up  into  a  multi-ply  fabric  it 
becomes  a  roofing  that  is  permanently  trouble- 
proof  and  looks  as  well  as  it  wears.  Needs  no 
painting.  Keeps  interior  warmer  in  winter 
and  cooler  in  summer. 


WRITE  FOR  DATA 


COVERS 
THE  CONTINENl 


Canadian 
H.  W.  Johns- 
Manville  Co.,  Ltd. 

Toronto  Montreal 
Winnipeg  Vancouver 


J-M  Waterproofing  Materials 
offer   permanent  protection 

In  sclfcliiig  a  iiiateiial  fur  waterproofing  purposes,  the 
lirst  cousideratiuu  is  duraljility,  because  waterproofing 
lliat  is  uot  permanent  sooji  becomes  an  expense  rather 
Ihau  a  protection  and  saving. 

I'he  initial  cost  is  so  small  in  comparison  to  the  total 
amount  of  outlay  involved  in  building  operations,  that 
it  is  vital  to  choose  the  best  materials. 
J-M  Waterproofing  has  been  applied  in  the  largest  opera- 
tions and  has  been  proved  by  test  of  time  and  service. 
The  installation  of  these  materials  is  based  on  the  study 
of  individual  requirements  by  a  practical  engineering 
staff  attached  to  our  branches  and  the  specifications  are 
drawn  up  in  co-operation  with  the  contractoi'. 

Soo  Terminal,  Chicago,  J-M  Waterproofing. 
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CLASSIFIED   INDEX   TO   ADVERTISEMENTS— CONTINUED 


Fire  Escapes 

Dennis  Wire  &  Iron  Works ,  Co. 

Manitoba  Bridge  &  Iron  Works 

McGregor  &  Mclntyre 
Flag  Poles 

Ontario   Wind   Engine   &  Pump 
Company. 
Flooring  Materials 

Armstrong  Cork  Company 
Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Furnaces 

Smart   Mfg.    Company,  Jas. 
Forges 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 
Form  Clamps 

Peerless  Form  Clamp  Co. 
Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario   Wind   Engine   &  Pump 
Company. 

Glass 

Consolidated  Glass  Company 
Luxfer    Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Gravel  Buckets 

Mansfield    Engineering  Co. 

Hammer  Drills 

Canadian   Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 
■  Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern   Crane  Works 
Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian  Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh   &  Henthorn 

Northern   Crane  Works 

Pollard  Mfg.  Company  ■ 
Hoisting  Engines 

Beatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 
Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr    Engine  Company 
Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  H. 

National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur.  Co. 
Insulating  Bricks 

Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
Limited 
Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Dennis  Wire  &  Iron  Works  Co. 
Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble   Working  Machinery 
Pollard   Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co, 

Oxygen 

L'Air   Liquide  Society 

Packing 

Can.  JI.  W.  Johns-Manville  Co., 

Limited 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Rraiidram-Henderson  Co. 
Dominion   Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving   and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt   Paving  Co. 
Bessemer  Limestone  Comoany 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,   Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion   Concrete  Company 
Gartshore-Thomson  Pipe  C<y. 
National  Iron  Works 

(Continued  on  page  10) 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"The  Premier  Road  Dressing  and  Binder" 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  comingf  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


OP  TEID 


April  19, 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Macadam  Roads 


must  be  built 
of  a 


Tough 
Stone 

that 
will  cement 


WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Pipe  and  Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American   Lead   Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 
Armstrong  Cork  Company 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American    Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind    Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersofl-Rand  Co. 
Hopkins  &  Company,  F.  H, 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.  W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Joliiis-Maiivillc  Co., 
Limited 

Revolving  Stone  Screens 

Goodwin,   Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son. 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 
Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Sand   and   Gravel  Plants 

Mansfield    Engineering  Co. 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada   Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 


Shovels  (Gasoline) 

Osgood  Company 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar   People  Limited 


Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,   Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
(Continued  on  page  14) 
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MADE  IN  CANADA 


One  man,  unaided,  can  perform 
entire  operation  of  raising  filled 
cans  to  sidewalk  and  lowering 
empty  cans  to  cellar. 


— for  Speedier  and 
Safer  Ash  Removal 


THE  G  &  G  Telescopic  Hoist,  Model  A,  raises  a  load 
of  500  lbs.  at  a  speed  of  30  feet  per  minute.  When 
not  in  use  hoist  telescopes  and  no  part  shows  above  street 
level.  Operated  from  sidewalk — insuring  fullest  protection 
for  both  public  and  operator  against  injury  due  to  open 
hatch.  Every  hoist  subjected  to  thorough  working  test 
before  shipment. 

SEND  FOR  BOOKLET  'M" 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  lor  Ontario 
WM.    N.    O'NEIL   CO..  LTD., 
VANCOUVER, 
Acenti  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO., 
LTD..  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE. 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


Illlllllllll 


lllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll^ 
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"Hammer  Brand'' 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
''Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


-J  L_ 

You  Will  Do  Better 
with  an  OSGOOD 

The  OSGOOD  "18"  3/  yd.  Traction 
Revolving  Steam  Shovel 

ib  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  tlie 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clanisliell    bucket    or    do    Crane    service  efificiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  sliovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 

SEWERS 


from 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  SelU  Ten  More.    2000  Now  in  Uge. 

Made  in  all  sizes  from      yd.  to  2     yd.  Batch.    Get  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.  Can  be  operated  with 
less  men  than  any  other  Mixer.  Pays  for  itself  in  15 
days'  use.  Every  contractor  with  small  jobs 
should  own  a  Bull  Dog  Batch  Mixer.  Send  for 
'  Catalogue  No.  I  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


London  Bull  Dog  Batch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont. 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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Builders 


of 


Chimneys 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 
cost  per  contract,  by 
adopting 

Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormous  expense  of 
which  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 

We'll  gladly  tell  you  more 
about  this  wonderful  system. 

Write  today. 


T.N.R.,  Quebec,  19«'  higfh,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colotnb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


See  that  strip  i 


An  Ordinary  Laborer 

can  satisfactorily  install 


EXPArJsiOtJ 


One  man  places  it  in  position  and  the  joint  is 
complete — one  operation.  Compare  this  with 
the  seven  laborious  operations  of  the  pouring 
gang.  Elastite  makes  a  ])erfect,  lasting  joint. 
Specified  by  leading  engineers  and  CdUtractors 
on  construction  work  of  all  kinds. 

Write  today  for  illustrated  literature,  samples,  etc. 
Address  Elastite  Dept. 

The  Philip  Carey  Company 

TORONTO  MONTREAL 


The  Maritime  Bridge 

Company,  Limited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    Tlie  list  is  as  follows: — 

CHANNELS 

4C— 10  in.  X  15  lbs.  x  63  ft.    0  in. 
8.5 — 10  in.  X  15  lbs.  x  CO  ft.    0  in. 
137—13  in.  X  ,10  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  10J4  in. 
17—15  in.  X  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  x  31^  in.  x  Vs  in.— 60  ft.  0  in. 

38—6  in.  x  SJ^  in.  x  11-16  in.— 60  ft.  0  in. 

40—6  in.  X  syi  in.  x  ^  in.— 60  ft.  0  in. 

23—6  in.  x  '.VA  in.  x  i/i  in.— 55  ft.  0  in. 

TEES 

04—3  in.  X  3-11/16  in.  x  ]/4  in.  x  6.7  lbs.— 54  ft.  0  in. 
9.5— 3-1/16  in.  X  3Min.  X  5/16  in.  X  8.P  lbs.— 50  f^  0  in. 

Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NeW  GlaSgOW,  N.  S. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Sound  Deadening 

Can.  H.  W.  Johns  Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 
Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 

McGregor  &  Mclntyre 
Steam  Appliances 

Darling  Bros. 

Fteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 
Steam  Engines 

Sturtevant  Co.  of'Can.,  Ltd..  B.  F. 

Steam  Traps 

Can.  H.  W.  .Tohns-MaHville  Co., 
Limited 
Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Steel 

Hopkins  &  Company,  F.  H. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 
Steel   Plate  Construction 

Waterous  Engine  Works  Co. 
Steel  Sash 

Steel   &  Radiation  Limited 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers   Supply  Company 


Stone  Working  Machinery 
Pollard    Mfg.  Company 

Structural  Iron  and  Steel 
Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton   Bridge   Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime   Bridge  Company 
McGregor   &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 

.  Standard  Steel  Construction  Co. 

Structural  Timbers 

B.  C.  Lumber  Commissioner 

Surveyor's  Instruments 

Dikeman  Surveyor  Company 

Swinging  Gears 

Dake  Engine'  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind   Engine  &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  RolUng  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,     Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Bird   &  Son. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Worki 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Plait  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and  Cutting  Plants 
L'.Mr   Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American   Well  Works 
Ontario   Wind   Engine   &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


The  Surest  Protection 

against  the  action  of  smoke,  steam,  acid  fumes,  heat,  gases,  sulphur  fumes,  rust,  etc., 
on  gas  tanks,  water  tanks,  bridges,  structural  iron  work  and  all  metal  surfaces,  is 

Anchor  B-H  Graphite  Paint 

It  has  been  proved  by  actual  tests,  that  the  pure  graphite  we  use  has  from  six  to  eight 
times  the  strength  of  that  found  in  ordinary  graphite  paints.  This  fact  is  significant, 
when  you  consider  the  fact  that  the  value  of  any  graphite  paint  depends  upon  the  quality 
and  percentage  of  graphite  it  contains. 

Anchor  B-H  Graphite  Paint  therefore  gives  more  and  better  service  per 
dollar. 
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Build  More  Years  Right  into 
Your  Structure 


vim 


"Rib  Fabric"  Partition 


Rib  Fabric"  Ceiling 


Those  buildings  you  erect — someone  is  looking  forward  to  many 
years  of  good  service  tlicy  will  give.  Someone  is  looking  to  you 
to  see  this  result  is  accomplished.  Too  late  for  excuses  after  the 
building  is  up  and  weaknesses  begin  to  show.  Build  the  expected 
years  of  better  service  right  into  the  structure. 

PEDLAR'S  RIB  FABRIC 

ensures  your  buildings  safe  against  early  decay,  repair  and  des- 
truction, and  at  smaller  construction  cost.  Not  only  is  it  the 
strongest  fireproof  reinforcement  by  actual  tests,  but  it  simplifies 
construction  and  does  away  with  costly  forms. 

Pedlar's  Rib  Fabric  binds  itself  to  the  plaster  or  concrete  with  such 
a  definite,  unyielding  grip,  permanent  smoothness  and  safety  are 
a  practical  certainty.  Made  in  three  depths;  Deep  Rib,  Five  Rib 
and  Three  Rib,  and  in  gauges  to  suit  any  requirements.  Ask  us 
to  send  you  the  complete  Fireproofing  Catalogue  C.  R.  Write  for 
it  today. 


"Rib  Fabric"  Floar 


The  PEDLAR  PEOPLE,  LIMITED 

Established  1861 

Executive  Office  and  Factories— OSHAWA,  ONT. 

Branches  —   MONTREAL,      OTTAWA,      TORONTO,      LONDON,  WINNIPEG 


ilEIHFORt.  ReHFORC 

CoNCREP  tmm 

HOOL      HOOL  HOOL 


Yoi.n  VBiJE 


Sold  teparately 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles,  254  pages,  6  x  9,  88 

illus,,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9,  412  illus.,  34  plates,  .$5.00  net,  postpaid. 

Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 
600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Advance  Information 

About  Building  Operations,  Engineering  Projects,  Municipal 
Improvements    and    all   lines    of  Constructional  Activities. 

MacLean  Daily  Reports  give  the  building  and  engineering  news 
of  all  Canada  from  one  Coast  to  the  other — and  give  it  daily  and  accurately 
in  readily  available  form.  If  there  is  an  office  building  to  be  erected  in 
Toronto,  an  apartment  block  in  Montreal,  a  bridge  in  Ottawa,  or  a 
residence  in  a  new  town  just  breaking  out  on  the  map,  you  can  find  out 
all  about  it  in  the  MacLean  Daily  Reports — specifications,  estimates  of 
cost  and  the  names  and  addresses  of  owners  and  designer.  The  contractor, 
the  building  supply  and  specialty  dealer  and  every  one  who  must  keep  in 
close  touch  with  the  construction  business  in  any  or  all  of  its  branches 
cannot  afford  to  be  without  a  daily  knowledge  of  all  that  is  new  in  his 
territory.  Competition  makes  this  compulsory.  The  one  sure  way  to 
this  knowlege  is  the  MacLean  Daily  Reports  service. 

Every  morning  our  clients  find  on  their  desk  a  readily  available  mass 
of  information  selected  to  their  requirements — specialized  advance  news 
of  interest  and  of  hard  dollar  and  cents  value.  Don't  give  your  com- 
petitor this  leverage.     Use  it  yourself. 

If  you  will  send  your  name  and  address  we  shall  consider  it  a 
pleasure  to  mail  sample  reports  and  literature  for  your  leisurely  con- 
sideration. This  will  involve  not  the  slightest  obligation  on  your  part. 
We  wish  to  show  you  the  value  of  our  daily  report  system  and  give  a 
few  sound  reasons  why — ^when  you  are  ready — it  will  pay  you  to  use 
our  service  as  an  aid  in  following  the  business  offering  you  throughout 
Canada. 

MacLean  Daily  Reports,  Limited 

25  Charlotte  St.,       1 1 9  Board  of  Trade  Bldg.,      Travellers'  Bldg.,    Winch  Bldg.,. 
TORONTO  MONTREAL  WINNIPEG  VANCOUVER 
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FOR  SALE 

2  -  10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


l^EW  Glasgow,N.S. 
and  Sr.  Johns, PQ. 


f 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 


THREE  SEWER  PIPE  FACTORIES 


ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Mamifacturins;-  Company   .  .  . 

American  Enameled  Brick  &  Tile  Co.  02 
American  Lead  Pencil  Company  . .  . 

American  Well-  Works   54 

Anglins  Limited   08 

Armstrong-  Cork  Company    2 

Art  Stone  Company   68 

Asphalt  &  Supply  Company   8 

Ault  &  \Viborg  Company   61 

Barber  Asphalt  Paving  Co.  ,   7 

Barber.  Frank   68 

Beatty  &  Sons,  Limited,  M.  .  .'.   ...  67 

Berlin  Mills  Company   .. 

Bessemer  Liinestone   Company    ...  C9 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  54 

Brandram-Henderson  Co   I't 

Britnell  Company,  Limited    62 

Burlington  Steel  Company    67 

Canada  Cement  Company  ......  . . 

Canada  Crushed  Stone  Corporation  9 

Canada  Iron  Foundries,  Limited  ...  02 

Canada  Wire  &  Iron  Goods  Co.  ...  01 

Canadian  Billings  &  Spencer   20 

Canadian  Blower  and  Forge  Co.  ...  70 

Canadian  Brass  Mfg.  Co   56 

Canadian   Consolidated  Rubber  Co.  1 

Canadian  Dolarway  Paving  Co.  ...  19 
Canadian  Equipment  Company  ..... 

Canadian  Ingersoll-Rand  Co   71 

Canadian  H.  W.  Johns-Manville  Co., 

Limited  

Canadian  Office  School  Furniture  Co.  (>6 

Canadian  Pipe  Co.,  Ltd   57 

Carey  Company,  Philip   13 

Cast  Stojie  Block  &  Machine  Co.  ...  5 
Canadian    Chicago    Bridge    &  Iron 

Works   01 

Chipman  &  Power   08 

Conduits  Company,  Limited    61 

Cook,  A.  D   54 

(_'rushed  Stone  Limited   62 

Dakc  Engine  Company   02 

Darling  Bros  

Dennis  Wire  &  Iron  Company   .  .  .  59 

DesMoines  Bridge  &  Iron  Works  ..  69 

Dickson  Bridge  Works  

Dikeman  Surveyor  Company   ()8 

Dominion  Bridge  Company    20 

Dominion  Concrete  Company   12 

Dominion  l'".ngineerin.g  &  Inspection 

('i)m])any    (18 


Dominion  Inm  iS:  Steel  Company 

Dominion  i'aint  Works   

Dominion  Road  Machinery  Co. 
Dominion  Sewer  Pipe  Company 

Dominion  Wire  Rope  Co  

Dunlop  Tire  &  Rubber  Co.  . .  . 
Dunn  Wire-Cut-Lug  Brick  Co. 


Elk  Fire  Brick  Comi)any  

Exeter  Manufacturing  Comi)any 


GO 


■)8 


Ford  Meter  Box  Company   

Foster,  W.  L  

Eraser,  W   17 

Gartshore,  John  J   59 

Gartshore-Thompson  Pipe  &  Foundry 

Company   57 

Gent  Company  

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company  

Goold,  Shapley  &  Muir  Company  .  .  61 
Gray  Construction  Co.,  John  V.  ...  57 

Haddin  &  Miles   08 

Hagersville  Contracting  Company  .  .  '  9 

Hamilton,  S.  W   68 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Flopkins  &  Company,  F.  H   72 

Hunt  &  Company,  Robert  W   68 

Ideal  Concrete  Machinery  Co  

Inglis  Company',  John   51! 

lona  Gypsum  Company   65 

Kerr  Engine  Company,  Limited  ...  4 

L'Air  Liquide  Society  

Lea,  R.  S   08 

Lightfoot,  Stanley   08 

London  Concrete  Macliinery  Co.  ...  12 
Luxfer  Prism  Company  

MacLean  Daily  Reports   14 

MacKinnon  Holmes  &  Company  . .  . 

Manitoba  Bridge  Works  Co  

Mansfield   Engineering  Co   50 

Maritime  Bridge  Company    i:! 

Marsh  &  Henthorn,  Limited   57 

McDougall  Caledonian  iron  Works 

Company   5 

McGill  University   57 

McGregor  &  Mclntyre    09 

Meaford  Wheelbarrow  Co  

Metallic  Rooting  Company   (i;! 


Miller  (.K:  Company,  (jeo.  M  

Montreal  Concrete  Works   id 

Mueller  Mfg.  Company,  H  

National  Iron  \\'orks   58 

National  Steel  Car  Company   ;j 

Neptune  Meter  Company   03 

Noble,  Clarence  W   gg 

Northern  Crane  Works    ,5G 

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  o:! 

Ormsby  Company,  A.  B   7 

Osgood  Company   n 

Pacific  Coast  Pipe  Company   .'57 

Paterson  Mfg.  Company   5-, 

Pedlar  People   1.5 

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  G9 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   (;] 

Piatt  Iron  Works   59 

Pollard  Manufacturing  Company  .. 

Power  &  Son  

Prest-O-Lite  Company   

livid  &  Brown   os 

Ric-wiL  Underground  Pipe  Covering 

Company  

Rogers  Limited,  Alfred   

Rogers  Agencies  '  

Rogers  Supply  Company  

Sheldons  Limited   54 

Shipman  &  Co.,  Harold  C   68 

Smart  Mfg.  Co.,  Jas   59 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  17 

Standard  Steel  Construction  Co.  ...  02 
Standard  Underground  Cable  Co.  of 

Canada   59 

Stark  Rolling  Mills  Company  

Structural  Steel  Company   ('i2 

Sturtcvant  Co.  of  Canada,  Ltd.,  B.  F.  70 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   58 

'J'urnbull   Elex'alor  Company   

\  ancoiu'cr  Wdud   i'ipf  iS;  Tank  C'o.  59 

Waterous  JCngine  Works  Co   20 

W(in(lslocl<  (.'oucrete  Machinery  Co. 
Wvnne-Robcrls,    R.    0   08 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Laid  At  Small  Cost— One  To  Three  Cents  Per  Square  Yard  Maintenance 


Concrete  pavement,  when  protected  from  the  elements 
and  direct  blows  of  traffic,  means  everlasting  pavement 
if  DOLARWAY  surfacing  has  been  applied. 
The  secret  of  smooth,  dustless,  noiseless  pavement  is 
DOLARWAY  SURFACING. 


DOLARWAY  surfacing  is  a  highly  refined,  bituminous 
preparation  that  is  lowest  in  cost,  lowest  in  upkeep,  easy  to 
apply  and  is  the  only  real  guaranteed  surfacing  for  concrete 
roads.  DOLARWAY  surfacing  will  quickly  solve  pave- 
ment maintenance  problems.  One  to  three  cents  per  square 
yard  upkeep — where  can  you  hope  to  duplicate  this  ? 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


WINDSOR, 
ONT. 
84SandwichSt.W 


THE  CANADIAN  DOURWAY  PAVING  CO.  LTD. 


WINDSOR, 
ONT. 
84San<lwichSt.W 


WIRE 
MESH 


Town  of  Pointe  Claire, 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger  sizes  made   to   your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces 
G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


Do  Your  Hoisting  With 

WATEROUS 

STEEL  BUCKET 

ELEVATORS 

Keep  down  the  cost  of  handling  your  raw  materials  by 
using  efficient  transport  systems.  Watcrous  Bucket  Ele- 
vators and  Conveyors  are  built  in  sizes  to  take  up  to  600 
tons  per  hour.    They  arc  unexcelled. 

For  Rock,  Gravel,  Sand,  etc. 

Our  standard  equipments  cover  practically  every  require- 
ment. If  your  needs  are  s])ecial  we  can  give  you  expert 
advice  and  sjiecial  c(.|uii)meul  to  cover  them. 

Ask  us  for  quotations  on  Steel  Buckets,  too. 

The  Waterous  Engine  Works  Co.  Ltd. 

BRANTFORD,  CANADA 
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Decent  Gonsideration 

DEAN  Cappon,  of  Queen's  University,  voices  the 
sentiments  of  a  very  large  percentage  of  the 
Canadian  people  when  he  says :  "Let  there 
be  decent  consideration  for  those  who  think 
they  have  good  enough  reasons  not  to  go,  at  least  as 
yet,  to  the  war." 

Possibly,  if  Dean  Cappon  spoke  all  that  is  in  his 
mind,  he  would  put  it  more  strongly.  Doubtless  he 
has  seen  the  ill-advised  methods  of  recruiting  that  are 
being  utilized  from  day  to  day  by  the  rank  and  file 
of  various  battalions.  Doubtless  he  realizes  that  the 
])resent  system  of  semi-coercion  has  little  to  commend 


it,  and  in  a  very  large  number  of  cases  does  more 
harm  than  good.  Its  biggest  weakness,  perhaps,  is 
that  it  fails  to  discriminate  between  the  man  who  holds 
back  because  he  is  a  coward  and  the  man  who  delays 
])ccause  his  intelligence  tells  him  that  his  proper 
l)lace,  as  yet,  is  where  he  is. 

The  methods  of  recruiting  as  practised  in  Canada, 
if  Toronto  may  be  taken  as  a  criterion,  lack  nothing 
so  much  as  intelligence  and  good  sound  horse-sense. 
There  is  ample  and  laudable  enthusiasm — but  mis- 
directed. Khaki  enthusiasts  fail  to  see,  or  refuse  to 
see,  that  the  business  of  the  country  is  next  in  im- 
portance to  the  war,  and  as  such  demands  fair  con- 
sideration. They  fail,  or  refuse,  to  see  that  many  a 
young  man,  however  desirable  as  a  member  of  their 
unit,  may  be,  by  comparison,  still  more  useful  as  a 
civilian  in  this  present  time  of  stress.  They  fail,  or 
refuse,  to  grant  to  the  intelligent  individual  the  right 
to  use  his  own  judgment  as  to  when  is  the  proper 
time  for  him  to  give  up  the  one  and  take  hold  of  the 
other.  In  other  words,  the  present  system  of  recruit- 
ing is  specially  designed  for  the  dilettante,  the  indif- 
ferent, the  man  lacking  in  moral  and  mental  fibre ;  it 
is  a  reflection  on  the  man  who  does  his  duty  as  he 
sees  it. 

*      *  * 

All  of  this,  and  more,  no  doubt.  Dean  Cappon  has 
])rominently  in  mind  when  he  makes  a  plea  for  merely 
"decent  consideration"  for  the  men  who  do  their  own 
thinking.  If  these  men  had  followed  the  line  of  least 
resistance  many  of  them  would  have  been  in  uniform 
months  ago.  Fortunate  it  is,  as  we  see  it,  that,  in  the 
absence  of  the  slightest  apparent  efifort  on  the  part 
of  our  Government  to  cope  with  this  problem  of  fill- 
ing up  the  ranks  of  the  numerous  battalions  they  have 
authorized,  there  are  men  strong  enough  to  brave  the 
jibes  and  insinuations  of  these  miscellaneous,  mis- 
guided recruiting  agents.  They  are  simply  making 
juvenile  attempts  at  a  man's  job!  How  can  we  com- 
bat efficiency  except  with  efficiency? 

The  men  who  are  strong  enough  to  "think"  to- 
day, men  who  are  strong  enough  to  resist  following 
the  lines  of  least  resistance,  cry  out  for  some  movement 
on  the  part  of  our  Government  which  will  enable  us, 
as  a  nation,  to  carry  on  our  share  of  this  war  in  such 
a  way  as  to  conserve  in  the  best  possible  manner  our 
fighting  resources— present  and  future.  There  is  not 
a  man  of  these  who  is  not  ready  to  go  when  and  where 
he  is  told — if  the  authority  who  gives  the  order 
knows._  Why  doesn't  our  Government  find  out?  Why 
hasn't  it  an  inventory  of  every  citizen  of  Canada,  that 
it  could  say  to  him,  "Here  is  your  place !"  ?  But  in- 
-stead  of  acting,  our  Government  delegates  this  author- 
ity to  the  illiterate  private  in  the  ranks,  and,  indirectly 
at  least,  authorizes  the  man  of  small  intelligence  to 
badger  and  coerce  the  man  who  sees  his  duty  clearly 
and  is  doing  it.  Why  cannot  our  Government  move 
in  this  matter?  Why  cannot  they  give  so  important  a 
([uestion  at  least  "decent  consideration"? 


Mountains  of  Northern  Labrador 

♦ 

The  regular  monthly  meeting  of  the  C.  S.  C.  E. 
was  held  in  the  Chemistry  and  Mining  Building  of 
the  University  of  Toronto  at  8  p.m.  on  April  13^  A 
very  interesting  descriptive  address  Avas  given  by 
Prof.  A.  P.  Coleman,  entitled  "A  Visit  to  the  Moun- 
tains of  Northern ,  Labrador." 

The  speaker  described  how,  to  reach  Torngat  Moun- 
tains in  Northern  Labrador,  1,300  miles  from  Toronto 
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as  the  crow  flies,  he  had  to  travel  a  roundabout  way 
of  4,000  miles — by  rail  to  Sydney, -N.S.,  ice-breaker 
"Bruce"  to  Port  aux  Basques,  Nfld.,  railway  (3J/^  ft. 
gauge)  to  St.  John's,  steamer  to  Main  on  Labrador 
coast,  motor  boat  to  Hebron  (last  Moravian  settle- 
ment); balance  of  the  way  to  Komaktorvik  Bay,  lati- 
tude 59  degs.  30  min.  in  a  fishing  skif¥  with  two  Eski- 
mos. 

Prof.  Coleman  mapped  the  country  in  the  neigh- 
borhood of  Komaktorvik  Bay.  The  highest  mountain 
was  4,700  feet- — which,  of  course,  the  Professor,  as 
usual,  climbed :  one  of  Dr.  Coleman's  recreations  is 
reaching  the  highest  point  of  the  highest  mountains. 
Proceeding  southward,  Nakvak  Fjord,  which  the 
speaker  described  as  comparable  in  beauty  with  the 
fjords  of  Norway,  was  also  explored.  In  this  neigh- 
borhood the  highest  summit  reached  5,000  feet. 

Various  items  of  keen  interest  to  his  listeners  were 
noted  by  Dr.  Coleman  as  the  lecture  proceeded.  He 
spoke  ot  the  fine  trout  in  the  northern  rivers,  the  largest 
he  had  ever  seen,  golden  and  copper  color,  and  more 
than  two  feet  long.  He  spoke  also  of  the  great  num- 
ber of  ice-floes  encountered  on  the  journey  to  and 
from  the  north  land,  and  the  influence'  these  must 
have  on  future  navigation  possibilities  in  and  around 
Hudson  Bay.  On  the  various  mountains  glaciers  were 
very  frequently  met  with. 


Bids,  Bidders  and  Bidding 

By  G.  Alexander  Wright 

To  bid  or  not  to  bid?  That  is  the  question — ■ 
whether  it  is  better  to  be  idle  and  save  money,  or  take 
a  job  and  lose  it? 

Is  it  any  use  to  figure?  That  is  the  perplexing- 
question  of  today  for  the  competent  and  careful  bid- 
der, for  he  knows  that  the  more  competent  and  careful 
he  is,  the  less  chance  he  has  of  competing  and  getting 
a  job  with  any  profit  in  it.  It  certainly  looks  as  if 
our  present  estimating"  methods  are  a  failure  from  the 
bidder's  standpoint.     What  is  to  be  done? 

Is  it  that  there  are  not  jobs  enough  to  go  around? 
Or,  are  there  too  many  bidders?  And  are  they  too  ag- 
gressive, too  eager  for  the  good  ofthe  business?  One 
thing  is  certain,  that  so-called  competition  among  the 
building  industry  has  degenerated  largely  into  cut- 
throat practices,  and  trade  destruction. 

If  bids  to  owners  are  so  low  that  the  contractor  is 
unable  to  make  a  profit  legitimately,  what  happens, 
and  whose  fault  is  it?  Is  it  the  owner's?  Is  it  the 
architects's?  We  think  not.  It  is  well  known  that 
many  architects  do  not  favor  such  conditions.  They 
will,  when  about  to  invite  bids,  prepare  their  list  of 
bidders,  say  eight  responsible  and  well-known  con- 
tractors, sufficient  competition  surely,  one  would  think 
(especially  as  the  owner  is  not  paying  for  the  time  and 
study  these  eight  men  will  give  to  his  plans  and  speci- 
fications). Then  see  what  happens!  First  the  subs 
get  wind  of  it,  then  the  material  men;  these  tell  their 
friends,  their  customers  and  other  material  men  that 
such  and  such  an  office  is  taking  figures  on  a  job. 
Those  in  the  game  know  what  follows.  By  the  time 
bids  are  actually  received  the  architect  is  unwillingly 
swamped  with  bids,  good,  bad  and  indififerent.  Prob- 
ably fifteen  or  twenty.  The  usual  result  is  that  the 
better,  or  rather  more  competent  type  of  contractor, 
is  badly  beaten  by  the  "uninvited"  bidders,  who  force 
their  way  in  and  crowd  them  out,  by  submitting  ridi- 
culously low  bids,  based,  generally  speaking,  upon  in- 
correct quantities,  and  not  incorrect  prices. 


Such  methods  destroy  what  the  better  class  of 
architects  seek,  viz :  "legitimate"  competition.  Where 
in  the  name  of  common  sense,  is  the  logic  of  this?  No- 
body is  benefitted  by  such  methods,  not  even  the  un- 
invited bidders  themselves.  Such  men,  however,  are 
largely  responsible  for  the  ruinous  and  demoralized 
condition  of  the  building  business  today.  These  men 
will  beg  almost  for  the  chance  to  figure  a  job,  regard- 
less of  anything.  There  are  architects  who  realize 
the  conditions  and  will  try  and  stand  such  bidders  off, 
at  the  risk  of  making  an  enemy.  But  it  is  no  use.  They 
take  it  as  a  personal  afifront  if  refused.  Sometimes 
other  means  have  to  be  adopted,  to  save  these  bidders 
from  themselves,  to  save  them  wasting  their  time,  but 
this  is  seldom  appreciated. 

Some  way  must  be  found  of  identifying  these  kinds 
of  bidders,  if  they  belong  to  an  organization,  and  of 
convincing  them  of  their  folly,  and  of  the  great  injury 
they  do  the  building  business  as  a  whole.  Should 
this  prove  insufficient,  then  other  means  might  be 
adopted.  Something  must  be  done,  and  soon.  That 
is  certain. 

It  is  so  easy  to  blame  architects  for  the  conditions, 
but  the  truth  is  the  remedy  lies  among  the  bidders 
themselves.  If  the  latter  want  a  square  deal,  they 
can  get  it.  If  they  want  better  conditions,  it  is  with- 
in their  power  to  get  them.  But  they  must  act,  and 
co-operate.  Other  objectionable  features  of  present 
loose  practices  are  a  source  of  inconvenience  to  the 
architects,  the  majority  of  whom  would  appreciate 
better  methods  among  contractors.  If  the  architect 
selects  a  sufficient  number  of  bidders  for  a  job,  why 
should  bidders  compel  them,  almost,  to  increase  their 
list  two  and  three  fold?  Then  there  are  the  numerous 
and  entirely  unnecessary  interruptions  the  architect 
experiences  answering  inquiries  after  bids  are  opened. 
Not  from  the  bidders  originally  selected,  nor  even 
from  the  uninvited  bidders,  but  from  the  almost  end- 
less number  of  sub-bidders,  specialty  men,  material 
men  who  have  given  figures  to  the  bidders,  and  who 
afterwards  keep  the  architect's  office  busy  answering 
inquiries  about  the  bids,  instead  of  getting  their  in- 
formation direct  from  the  bidders  for  whom  they  fig- 
ured. Even  if  bids  are  to  be  opened  at  a  fixed  time  in 
the  presence  of  bidders,  it  is  found  that  even  this  does 
not  obviate  these  objectionable  features,  as  it  cer- 
tainly should. 

The  whole  question  is  a  complex  one,  it  is  true,  but 
the  bidders  themselves  can  do  something,  and  a  great 
deal,  if  they  will  but  co-operate  towards  improving 
conditions.     It  is  up  to  the  men  in  the  business. 

These  columns  are  always  open  to  a  discussion  of 
these  subjects,  and  to  suggestions  in  aid  of  better- 
ment. We  shall  be  glad  to  publish  our  readers'  opinions 
concerning  "Bids,  Bidders  and  Bidding"  in  future  is- 
sues, either  with  or  without  their  names  appearing. 

All  we  want  is  practical  facts  and  suggestions  for 
l)etterment.  Every  reader  has  some  ideas,  and  all 
are  at  perfect  liberty  to  express  them.  Let  us  hear 
from  3-ou.  Address  "Editor"  Contract  Record,  Tor- 
onto. 


The  I 'ittsburgh-Des  Moines  Steel  Company,  Pitts- 
burgh, Pa.,  arc  distributing  a  new  illustrated  booklet 
on  railway  service  tanks.  There  is  considerable  in- 
formation in  this  booklet  which  will  be  of  interest  to 
our  readers.  One  of  the  illustrations,  which  are  num- 
erous, shows  a  100,000-gallon-capacity  tank  installed 
for  the  Grand  Trunk  Pacific  Railway  at  Melville,  Sask. 
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Shall  I  Build  Now,  or  Wait?  Comparative 
Prices  Today  and  at  Outbreak  of  War 

[Continued  from  April  12J 


ALTHOUGH,  generally  speaking,  the  two  main 
items  entering  into  the  cost  of  a  building, 
other  than  steel  construction,  are  the  masonry 
and  the  carpentry,  there  are  a  variety  of  mis- 
cellaneous items  to  be  considered  which  in  the  aggre- 
gate are  as  important  as  either  of  these.  Indeed,  one 
would  not  be  far  wide  of  the  mark  if  he  divided 
the  ordinary  building  under  these  three  headings — 
mason,  carpenter,  miscellaneous — allowing  each  of 
them  one-third  of  the  total  cost. 

Under  miscellaneous,  fall  such  items  as  heating, 
plumbing,  painting,  glazing",  trimming,  hardware, 
plastering,  wiring,  and  so  on.  How  does  the  price  of 
these  items  today  compare  with  prices  at  the  outbreak 
of  war? 

In  two  previous  issues  we  have  published  informa- 
tion with  respect  to  the  mason  and  carpenter  con- 
tracts. Roughly  summarized,  the  masonry  cost,  one- 
third  of  the  total  cost,  has  been  reduced  anywhere 
from  10  to  20  per  cent :  carpenter  work,  another  third, 
remains  practically  the  same,  with  a  slight  tendency  to 
increase.  Therefore,  if  the  cost  of  the  items  which  fall 
under  the  head  of  "Miscellaneous"  have  not  increased 
more  than  10  to  20  per  cent.,  to  ofifset  the  saving  in 
masonry  costs,  it  is  evident  that  building  today  is  at 
least  no  more  costly  than  at  the  outbreak  of  war. 

Hardwall  Plaster 

The  prices  of  hardwall  plasters,  now  generally 
used  on  better-class  buildings,  were  exceptionally  low 
for  some  months  after  the  war  broke  out.  Within  the 
last  few  months,  however,  one  manufacturer  reports 
that  a  considerable  advance  has  taken  place,  until  to- 
day neat  hardwall  plaster  will  perhaps  average  15c  to 
20c  per  ton  higher  than  in  August  1914:  this  represents 
an  increase  of  only  3  or  4  per  cent,  however.  Another 
manufacturer  states :  "We  have  made  very  few 
changes  in  our  prices,  and  where  we  have  there  has 
been  a  slight  reduction.  There  is  every  indication 
that,  instead  of  prices  advancing  because  of  the  high 
cost  of  production,  1916  prices  will  be  lower  than  last 
year,  due  to  the  keen  competition  caused  by  the  ne- 
cessity of  each  manufacturer  securing  a  fair  share  in 
a  shrinking  market  so  as  to  keep  his  organization  to- 
gether." 

Price  conditions  in  this  material  vary  somewhat  in 
various  localities,  however.  In  the  city  of  Montreal 
the  competition  was  so  keen  for  a  time  that  a  reduction 
from  $11  to  $6.50  held  for  several  months.  In  the 
maritime  provinces,  on  the  other  hand,  we  are  ad- 
vised the  price  of  hardwall  plaster  has  just  been  in- 
creased 70  cents  per  ton,  and  the  trend  of  prices  has 
been  upward.  The  tariff,  too,  has  been  a  contribu- 
tory factor,  as  many  of  the  materials  used  in  the  manu- 
facture of  hardwall  plaster  come  from  the  United 
States. 

Plumbing  and  Heating 

There  are  many  items  which  enter  in  these  con- 
tracts and  we  are  indebted  to  the  James  Morrison 
Brass  Manufacturing  Company,  Toronto,  for  the  fol- 
lowing interesting  information : — 

"The  price  of  seamless  drawn  brass  tubes  advanced 
about  100  per  cent,  between  August  1914  and  August 


1915,  and  the  price  today  as  compared  with  that  of 
1914  is  an  advance  of  120  per  cent.  Brass  rod  and 
sheet  brass  advanced  100  per  cent,  between  August 
1914  and  August  1915,  and  present  prices  are  165  per 
cent,  of  that  of  August  1914. 

"Regarding  raw  metal,  such  as  copper,  tin,  etc.,  the 
average  price  of  lake  copper  in  January  1915  was 
13.89  cents  per  lb.;  in  December  1915  it  was  20.37 
cents  per  lb.  The  price  of  pig  tin  January  1915  aver- 
aged 34.3  cents  per  lb.,  and  in  December  1915,  38.75 
cents  per  lb.  This  metal  reached  a  price  during  the 
year  as  high  as  57  cents  per  lb. 

"The  price  of  pig  lead  in  January  1915  was  3.74 
cents;  in  December  1915,  5.34  cents.  During  the  in- 
terval it  reached  as  high  as  7  cents  per  lb.  Spelter 
(zinc)  was  selling  at  6.52  in  January  1915,  and  in  De- 
cember 1915  the  price  was  16.91 ;  in  the  interval  it  had 
gone  as  high  as  22.6  cents." 

This  company  state  that  the  prices  covering  cop- 
per, tin,  zinc,  and  lead  have  advanced  still  further  dur- 
ing the  present  year;  tin  was  as  high  as  55  cents  per 
lb.  a  few  days  ago;  copper,  28.5  cents  per  lb.;  zinc- 
spelter  and  lead  were  also  proportionately  higher.  This 
gives  a  fair  idea  of  the  trend  of  the  metal  market. 

Very  interesting  figures  have  been  furnished  by 
another  firm.  This  information  is  in  the  form  of  per- 
centage advances.  The  items  illustrated  in  the  table 
below  cover  pretty  fully  the  requirements  of  the  aver- 
age plumbing  or  heating  installation : — 


Advance 

Advance 

1915 

1916 

P.C. 

P.C. 

Enamelled  ware  

10 

Earthenware  

12J4 

Soil  pipe  and  fittings  

22 

  20 

55 

Lead  traps  and  bends  

  20 

40 

Galv.  range  boilers  

  30 

52 

  35 

100 

45 

Iron  pipe  (galv.)   

60 

Iron  pipe  fittings   

10 

45 

  10 

33  1-3 

  10 

50 

30 

  12 

22 

Heating  boilers  

17 

(To  be  continued) 


The  average  strength  of  Douglas  Fir  stringers,  sub- 
jected to  a  process  of  creosoting  involving  boiling  un- 
der vacuum  and  resulting  in  the  removal  of  35  per 
cent,  of  the  total  moisture  in  the  specimen,  has  been 
shown  to  be  approximately  five-sixths  of  the  original 
strength,  compared  to  a  one-third  decrease  with  other 
processes. 


Messrs.  Peden  &  McLaren,  architects,  have  moved 
from  20  St.  Alexis  Street  to  54a  Beaver  Hall  Hill. 
Montreal. 
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The  Use  of  Oil  as  a  Dust  Preventative 

Methods  of  Treating  Road  Surfaces  With  Asphaltic  Oils 
as,  a  Cure  or  Prevention  of  Dust.     Some  Cost  Figures 

By  W   Huber,  A.  M.  C.  S.  C.  E.* 


The  problem  of  dust  prevention  on  rural  roads  has 
become  acute  only  since  the  advent  of  the  automobile 
as  a  serious  factor  in  transportation.  Prior  to  that 
tim.e  neither  the  nature  of  the  traffic  nor  its  speed  was 
such  as  to  cause  serious  inconvenience  to  travellers 
on  the  roads  or  the  inhabitants  along  them.  It  is 
not  to  be  denied  that  the  deterioration  of  properly  con- 
structed stone  roads  before  this  time  was  due  in  a 
large  measure  to  the  formation  of  dust,  but  it  was  not 
nearly  so  rapid  as  it  has  been  since  the  use  of  auto- 
mobiles has  become  general.  It  is  now  generally  ad- 
mitted that  if  the  formation  of  dust  can  be  prevented, 
by  removing  the  causes  of  this  formation,  the  life  of 
the  road  will  be  increased,  to  say  nothing  of  the  added 
comfort  and  convenience  to  the  users  pf  the  road. 

Dust 

Dust  may  be  defined  as  the  detritus  resulting  from 
the"  abrasion  or  pulverization  of  the  material  compos- 
ing the  road  surface.  It  may  result  from  a  number  of 
causes,  including  the  grinding  and  pulverizing  action 
due  to  the  impact  of  horses'  feet  and  vehicle  tires,  the 
shearing  action  of  self-propelled  vehicle  wheels,  the  i 
physical  actions  of  rain,  frost  and  wind,  the  chemical 
action  set  up  in  the  weathering  of  stone,  and,  usually 
most  important  of  all,  internal  attrition  or  the  grind- 
ing together  of  the  individual  stones  of  which  the  sur- 
face crust  is  composed.  Of  all  these  agencies,  only 
the  last  mentioned  is  preventible ;  protection  against 
the  others  consists  in  minimizing  their  effects. 

The  term  dust  as  applied  to  roads  usually  implies 
such  of  the  material  as  is  raised  from  the  road  and 
blown  about,  and  the  objectionable  features  of  the 
dust  situation  are  largely  in  this  connection.  If  it 
were  possible  to  confine  the  dust  to  the  road  surface 
it  would  act  as  a  cushion  between  the  road  and  the 
traffic,  and  protect  the  road  from  many  of  the  agencies 
tending  to  its  destruction.  The  annoyance  caused  by 
the  clouds  of  dust  now  lifted  and  transported  from 
the  road  would  be  eliminated,  and  the  dust  would  be 
a  benefit  to  the  road  rather  than  a  nuisance.  As  it 
is,  the  dust  generated  on  many  heavily  travelled  roads 
is  so  offensive  as  to  make  driving  along  them  or  living 
near  them,  unpleasant  and  unhealthy,  and  to  render 
unfit  for  use  the  products  of  fields  and  orchards  ad- 
joining them.  Apart  then,  from  the  increased  life  of 
the  road  and  the  decreased  cost  of  maintenance  there 
are  other  benefits  resulting  from  the  suppression  or 
prevention  of  dust,  and  these  benefits  are  most  felt 
by  those  who  come  into  daily  contact  with  the  roads. 

Suppression  of  Dust 

All  being  agreed  that  the  prevention  of  dust  is  very 
desirable,  the  means  by  which  this  object  may  be  ac- 
complished may  next  be  considered.  The  problem  of 
the  selection  of  suitable  dust  preventives  and  the  most 
ejionomical  and  effective  employment  of  such  materi- 
als as  are  chosen,  form  one  of  the  most  important 
subjects  of  modern  highway  engineering  practice.  Not 
only  must  the  formation  and  dispersion  of  dust  be  pre- 
vented, but  such  methods  must  be  employed  as  will 
give  the  greatest  returns  for  the  money  spent.  As 

♦  Asst.  Engr.  Ontario  Department  of  Highways. 


the  benefits  of  many  of  the  methods  of  dust  prevention 
in  common  use  are  of  a  temporary  nature,  it  follows 
that  before  any  comparison  can  be  made,  the  items 
of  cost  of  treatment,  life  of  results,  and  effectiveness 
in  dust  prevention  must  be  carefully  considered  in 
their  relation  to  each  other.  Generally  speaking,  for 
a  given  finished  road  surface  requiring  treatment,  the 
material  and  the  method  of  application  which  will 
maintain  it  in  as  nearly  a  dustless  condition  as  pos- 
sible at  the  least  cost  per  square  yard  per  annum,  is 
to  be  chosen. 

Cure  and  Prevention 

There  are  two  methods  by  which  dust  may  be  pre- 
vented from  rising,  which  may  be  classified  respect- 
ively as  cure  and  prevention,  firstly  the  application  of 
such  substances  to  the  road  surface  as  will  hold  down 
the  dust  formed,  and  secondly  the  employment  of  such 
methods  and  materials  in  construction,  or  the  treating 
of  the  finished  road  surface  in  such  a  way  that  the 
formation  of  dust  will  be  reduced  to  a  minimum. 

The  first  method  consists  of  applying  various  liq- 
uids such  as  water,  salt  solutions,  light  oils,  light  tars, 
and  oil  and  tar  emulsions,  to  the  road,  the  particles  of 
dust  being  held  together  by  the  surface  tension  of  the 
liquid.  Benefits  resulting  from  thus  treating  the  road 
are  only  temporary,  and  repetitions  of  the  treatment 
are  necessary  at  intervals  depending  on  the  character 
of  the  liquid,  the  condition  of  the  road  surface,  the 
nature  and  intensity  of  traffic,  etc.  Water  has  long 
been  used  as  a  dust  layer,  but  its  rapid  evaporation, 
and  the  comparatively  high  cost  of  obtaining  continu- 
ously satisfactory  results  render  its  use  on  country 
roads  both  unprofitable  and  unsatisfactory.  Granu- 
lated calcium  chloride  has  been  used  as  a  dust  pre- 
ventive for  a  number  of  years,  and  under  certain  favor- 
able conditions,  has  given  excellent  results  as  a  tem- 
porary dust  layer.  It  is  purchased  in  the  powder  form 
and  is  applied  in  the  dry  state  or  in  solution.  Its  dust- 
laying  qualities  depend  on  its  ability  to  absorb  and 
hold  moisture  from  the  atmosphere,  thus  keeping  the 
road  surface  constantly  moist.  In  humid  climates  its 
use  is  attended  with  considerable  success,  but  in  dry 
localities  subjected  to  little  rain,  and  a  dry  atmosphere, 
additional  sprinkling  with  water  will  frequently  be 
necessary. 

Oils  and  Tar 

Emulsions  of  oil  and  tar  have  been  used  to  a  con- 
siderable extent  as  dust  layers.  In  the  process  of 
classification  the  oil  is  treated  with  some  alkali  or 
other  saponifying  material,  which  renders  it  capable 
of  mixing  with  water.  In  this  way  the  oil  may  be 
diluted  and  applied  to  the  road  in  small  quantities,  at 
the  same  time  covering  the  entire  surface.  Results 
of  such  treatment  are,  however,  not  lasting,  and  sev- 
eral applications  per  season  arc  required.  Light  oils 
having  either  a  paraffin  or  asphaltic  base  are  also  used 
for  dust  laying,  their  benefits  also  being  only  tem- 
porary, the  length  of  time  during  which  an  application 
will  retain  its  effectiveness  depending  on  the  factors 
mentioned. 

The  foregoing  materials  for  dust  prevention  are 
now  giving  way  largely  to  the  use  of  heavier  asphaltic 
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oils,  which,  in  addition  to  their  dust-laying  properties, 
contribute  to  the  bond  of  the  road.  The  asphalt, 
which  is  usually  from  40  to  60  per  cent,  of  the  total, 
remains  on  the  road  and  penetrates  the  surface  to  a 
certain  extent  after  the  volatile  constituents  have  evap- 
orated, and  assists  in  binding  the  surface.  With  a 
good  grade  of  asphaltic  oil,  on  a  moderately  travelled 
road,  one  or  two  applications  per  season  will  usually 
suffice,  and  later  applications,  owing  to  the  retention 
of  a  part  of  the  oil  on  the  road  may  be  made  lighter 
than  the  first. 

The  value  of  an  oil  as  a  dust  preventive  is  gauged 
largely  by  the  quantity  and  quality  of  the  bituminous 
base  retained  by  the  road  after  the  evaporation  of  the 
volatile  parts.  The  base  of  mineral  oils  used  for  this 
purpose  vary  from  almost  pure  parafifin  to  almost  pure 
asphalt.  The  parafifin  in  these  oils  has  no  value  as  a 
permanent  binder,  and  oils  containing  a  pure  paraffin 
base  or  one  containing  a  relatively  high  proportion  of 
paraffin  to  asphalt,  are  used  only  as  temporary  binders 
or  dust  layers.  The  asphaltic  base  is,  however,  a  true 
binder,  and  each  application  of  oil  containing  an  as- 
phalt base  provides  the  road  with  a  certain  amount  of 
real  binding  material.  The  lightest  grades  of  refined 
tar  are  also  used  extensively  in  the  surface  treatment 
of  roads.  In  the  case  of  these  materials  there  is  also 
a  certain  degree  of  penetration  into  the  road  surface 
and  the  results  of  such  treatment  may  be  considered 
as  partially  permanent. 

For  best  results  and  lowest  costs  in  dust  prevention 
and  road  preservation  it  is  necessary  to  start,  on  a  well- 
built  road.  Thorough  consolidation  and  binding  of 
the  stone  will  prevent  the  internal  movement  which  is 
so  productive  of  dust,  while  a  good  crown  will  shed 
the  water  which  Avould  otherwise  lie  on  the  surface 
and  soften  the  stone,  making  the  work  of  attrition  by 
traffic  so  much  easier.  First-class  construction  is  the 
first  and  greatest  essential  as  a  basis  for  efficient  and 
economical  maintenance. 

Sweep  Before  Oiling 

The  practice  of  applying  oil  to  a  thick  coat  of  dust 
on  a  road  surface,  while  affording  temporary  relief,  is 
not  economical  financially  nor  will  it  yield  satisfactory 
results.  A  small  application  of  oil  to  the  dust  will  keep 
it  down  only  until  the  traffic  has  brought  the  dry  dust 
to  the  surface,  while  the  use  of  sufficient  oil  to  hold 
down  the  whole  layer  of  dust  will  entail  unnecessary 
expense,  and  worse  still,  will  produce  a  surface  with 
objectionable  features  almost,  if  not  quite,  as  bad  as 
those  of  the  untreated  dust.  In  wet  weather  the  dust, 
oil,  and  water  Avill  churn  into  a  most  ofifensive  and 
injurious  mixture  that  will  indelibly  soil  any  cloth- 
ing, carpets  or  other  textile  goods  with  which  it  may 
come  in  contact.  In  commencing  the  oiling  of  a  stone 
road  the  dust  should  be  removed  as  completely  as 
possible.  Not  only  swept  off  the  road,  but  in  cases 
where  it  is  liable  to  be  blown  back  it  should  be  carted 
away.  For  the  purpose  of  cleaning  the  road  of  dust 
preparatory  to  oiling,  a  horse-drawn  rotary  sweeper 
which  may  be  purchased  at  a  cost  of  about  $275  is 
almost  indispensable.  The  actual  cost  of  sweeping  is 
very  little,  and  will  soon  be  repaid  in  the  saving  of 
oil  and  the  better  results  obtained. 

Oil  the  Second  Season 

Oil  must  never  be  applied  when  the  road  is  wet 
or  even  damp.  An  almost  insignificant  amount  of 
moisture  on  the  surface  will  prevent  adhesion  between 
the  oil  and  the  road  and  failure  is  sure  to  result. 
Neither  should  oil  be  applied  to  a  newly  built  mac^ 


adam  road  until  the  stone  has  become  thoroughly  set. 
While  protecting  the  road  after  setting  has  taken  place, 
it  appears  to  retard  this  setting  when  applied  before 
it  is  complete.  Best  results  arc  frequently  obtained 
from  leaving  the  road  to  thoroughly  harden  during 
the  first  season  and  commencing  the  oiling  during  the 
second.  Whenever  possible  oil  should  be  applied  in 
warm  weather.  Whether  the  oil  is  heated  or  not,  the 
heat  of  the  road  will  increase  its  fluidity  and  permit 
greater  penetration.  When  applied  during  cool  wea- 
ther it  thickens  on  the  road  surface  and  is  picked  up 
1)y  vehicle  wheels  and  horses'  feet,  and  its  benefits  are 
largely  lost. 

Penetration  into  the  road  surface  is  one  of  the 
most  important  factors  in  road  oiling,  and  all  means 
should  be  adopted  to  assist  it.  After  the  oil  has  been 
applied  the  road  should,  if  at  all  possible,  be  closed 
to  traffic  for  several  hours  in  order  that  this  penetra- 
tion may  proceed  undisturbed,  and  the  maximum  bene- 
fits derived  from  the  oiling,  with  the  minimum  incon- 
venience to  the  users  of  the  road. 

Application 

Methods  of  applying  oil  are  numerous,  the  original 
one  being  that  of  sprinkling  by  hand  with  ordinary 
sprinkling  cans.  This  method  is  sIoav,  inefficient  and 
wasteful  of  oil  and  labor.  It  is  impossible  to  secure 
a  imiform  treatment  Avithout  using  more  oil  than 
would  be  necessary  to  obtain  like  results  when  the 
oil  is  distributed  by  mechanical  means.  Mechanical 
sprinklers  are  of  two  kinds,  gravity  and  pressure.  The 
gravity  sprinkler  is  the  more  common,  probably  be- 
cause the  cheaper.  For  the  lighter  oils  an  ordinary 
water  wagon  with  sprinkler  attachment  will  serve. 
With  the  heavier  oils  and  tars,  a  pressure  sprinkler 
should  always  be  used.  The  pressure  sprinkler  is 
usually  operated  by  a  pump  driven  by  the  axle  of  the 
wagon  or  truck  carrying  the  tank,  and  the  oil  or  tar  is 
delivered  in  the  form  of  a  spray.  The  velocity  at  which 
the  oil  strikes  the  road  assists  the  penetration  and 
much  better  results  are  obtained  than  with  the  ordin- 
ary gravity  methods. 

Heating 

Whether  an  oil  will  require  to  be  heated  will  de- 
pend partly  on  its  percentage  of  asphalt,  and  partly 
on  the  weather.  On  a  hot  day  an  oil  containing  as 
much  as  forty  per  cent,  asphalt  may  be  applied  cold, 
but  even  when  the  oil  will  run  freely,  better  results 
will  be  obtained  by  heating  it.  In  heating  oil,  care 
must  be  taken  not  to  overheat  it.  Specifications  for 
the  use  of  a  given  oil  usually  state  the  temperature  at 
which  it  should  be  applied,  and  this  temperature 
should  never  be  exceeded. 

Quantity  Necessary 

The  quantity  of  oil  applied  should  be  carefully 
watched.  An  insufficient  quantity  will  not  accomp- 
lish the  desired  results,  while  too  much  is  not  onl}^ 
wasteful,  but  leaves  a  surplus  on  top  which  is  harm- 
ful to  anything  it  touches.  The  quantity  should  be 
such  that  the  surface  is  completely  covered,  and  no 
more.  This  quantity  will  vary  with  the  fluidity  of 
the  oil  and  the  condition  of  the  road  surface.  On  a 
smooth  surface,  from  which  the  dust  has  been  well 
cleaned,  the  amount  required  will  be  a  minimum ; 
with  a  light  oil,  the  entire  surface  may  be  covered  with 
an  application  of  one-eighth  gallon  per  square  yard. 
It  is  hardly  to  be  expected,  however,  that  such  an  ap- 
plication will  prevent  dust  for  an  entire  season ;  sev- 
eral applications  may  be  necessary,  but  the  cost  will 
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still  be  reasonable,  owing  to  the- moderate  quantity- 
used  at  each  application. 

A  light  sprinkling  of  sand  over  the  oil  when  first 
applied  will  take  up  any  excess  of  oil  and  prevent  it 
adhering  to  vehicle  wheels,  etc.  When  the  oil  has 
penetrated  the  road  any  excess  of  sand  may  be  swept 
off.  Costs  of  dust  suppression  with  light  oils  vary 
between  wide  limits,  owing  largely  to  the  indiscrim- 
inate manner  in  which  they  are  frequently  applied. 
On  many  country  roads  a  single  application  of  forty 
per  cent,  asphaltic  oil  will  keep  them  fairly  dustless 
for  an  entire  season,  at  a  cost  of  from  one  to  one  and 
one-half  cents  per  square  yard. 

Disintegration  of  Bare  Spots 

In  order  to  continue  the  benefits  of  road  oiling, 
care  must  be  taken  to  keep  the  surface  covered.  Bare 
spots  must  not  be  allowed  to  develop  or  pits  will  form. 

Experience  has  shown  that  where  the  stone  be- 
comes bare,  disintegration  is  more  rapid  than  in  the 
case  of  the  untreated  road.  This  is  due  to  the  fact 
that  the  oil  has  prevented  the  penetration  of  moisture 
to  the  road.  In  the  case  of  an  untreated  road,  the 
surface  will  absorb  a  certain  amount  of  moisture  which 
is  necessary  to  maintain  the  bond.  Proof  of  this  is 
seen  in  the  ravelling  of  many  macadam  roads  during 
continued  hot,  dry  weather.  When  oil  is  applied  it 
takes  the  place  of  the  moisture  and  the  surface  bond  is 
maintained,  and  even  improved.  When  the  oil  is 
worn  from  the  surface,  the  stone  beneath,  robbed  of 
its  bond,  will  rapidly  ravel,  and  a  pit  in  the  road  is 
the  result.  The  scheme  of  road  maintenance  should 
provide  for  a  frequent  and  systematic  inspection  of 
all  oiled  roads  and  the  application  of  a  small  quantity 
of  oil  to  any  spots  where  bare  stone  is  showing. 

Carpet  Coat 

The  second  method  of  dust  prevention  on  finished 
roads  is  prevention  in  fact  as  well  as  in  name.  Where- 
as the  materials  already  enumerated  are  more  for  the 
purpose  of  holding  down  dust  which  has  already 
formed,  the  more  eflfective  plan  aims  at  preventing  the 
formation  of  the  dust.  This  consists  of  covering  the 
entire  surface  with  what  is  known  as  a  carpet  coat  of 
heavy  asphaltic  oil  or  medium  grade  tar,  filled  with 
stone  chips  free  from  dust.  This  results  in  a  surface 
from  one-eighth  to  one-half  inch  thick  composed  of 
stone  chips  and  a  bituminous  binder,  the  object  of  the 
stone  being  to  take  the  wear  of  traffic,  and  of  the 
bitumen  to  bind  the  stone  together  and  hold  it  on  the 
road. 

While  more  expensive  than  the  application  of  light 
oils,  the  carpet  coat  is  usually  more  economical  in  the 
end,  since  a  single  treatment  will  last  several  times  as 
long.  When  properly  applied  a  carpet  coat  of  bitumen 
and  stone  chips  may  last,  with  a  small  amount  of  main- 
tenance, for  from  two  to  five  seasons,  providing  a 
road  which  has  many  advantages  equal  to  those  of  a 
bituminous  macadam  road.  In  some  respects  a  pro- 
perly constructed  macadam  road  with  a  bituminous 
carpet  coat  is  to  be  preferred  to  one  with  several 
inches  of  bituminous-bound  surface.  The  cost  is  less, 
being  equal  to  that  of  an  ordinary  macadam  road,  plus 
eight  or  ten  cents  per  square  yard.  The  body  of  the 
road,  if  built  on  a  firm  subgrade  is  jierhaps  more  rigid 
than  the  bituminous  macadam,  owing  to  the  danger 
in  the  construction  of  the  latter  type  of  using  an  ex- 
cessive quantity  of  bitumen.  This  is  particularly  true 
of  country  roads,  where  experience  in  the  use  of  bi- 
tuminous binders  is  not  so  extensive  as  in  the  case 
of  city  streets.    If  the  road  is  systematically  main- 


tained, the  only  work  and  material  necessary  are  those 
required  for  keeping  the  carpet  coat  in  good  condition, 
the  correct  practice  being  to  mend  any  defects  in  th 
surface  before  the  body  of  the  road  is  injured.  This 
follows  the  principle  of  maintenance  of  city  streets, 
where  the  concrete  base  is  considered  permanent,  and 
the  wearing  surface,  of  whatever  character,  is  renewed 
as  occasion  requires. 

Application 

The  successful  application  of  a  carpet  coat  depends 
on  a  number  of  things,  among  the  most  important  of 
which  are  the  thorough  cleaning  of  all  dust  oflf  the 
road  so  that  the  bare  stone  is  exposed  over  the  entire 
surface,  and  the  taking  up  of  all  the  bitumen  with 
stone  chips.  The  first  condition  is  necessary  to  se- 
cure the  adhesion  of  the  coat  to  the  road,  while  the 
second  prevents  the  creeping  of  the  carpet  coat  in 
hot  weather  and  the  consequent  formation  of  lumps. 
Of  recent  years  the  tendency  has  been  to  apply  the 
carpet  coat  as  thinly  as  possible  in  order  to  prevent 
any  danger  of  creeping.  This  is  accomplished  by  u^ing 
a  somewhat  lighter  oil  or  a  lighter  grade  of  tar,  which 
permits  of  distribution  in  a  thinner  layer. 

In  order  to  obtain  best  results,  a  warm  day  should 
be  selected  for  the  application  of  the  bitumen.  If  the 
application  is  made  in  cool  weather  it  will  be  found 
to  have  become  cold  and  thick  before  it  has  had  an 
opportunity  to  penetrate  the  road,  and  peeling  will 
probably  occur.  Also,  the  stone  chips  used  in  cover- 
ing will  not  go  into  the  bitumen  as  they  should,  and 
much  "bleeding"  on  subsequent  warm  days  will  result. 
The  application  is  best  made  by  means  of  a  pressure 
sprinkler,  which  assists  penetration  by  forcing  the  bi- 
tumen onto  the  road  at  a  considerable  velocity.  Both 
horse-drawn  sprinklers  and  motor-trucks  are  used  for 
this  purpose,  the  latter  giving  the  better  results,  being 
more  easily  regulated  as  to  speed  and  discharge,  and 
covering  the  ground  more  expeditiously. 

Adhesion  to  Old  Surface 

As  results  are  to  a  considerable  extent  dependent 
on  the  degree  of  penetration,  or  at  least  on  the  adhe- 
sion between  the  bitumen  and  the  road,  it  should,  if 
possible,  be  left  undisturbed  for  some  time  after  being 
applied.  This  is  where  a  warm  day  assists  materially 
in  the  operation.  On  no  account  should  any  traffic  be 
allowed  on  the  road  before  the  application  of  the  stone 
chips.  The  bitumen  will  adhere  to  wheels  and  horses* 
feet,  and  when  permitted,  the  results  may  usually  be 
seen  in  the  subsequent  removal  of  that  part  of  the 
bituminous  coat  which  has  been  disturbed.  Frequent- 
ly, where  such  disturbance  has  occurred,  the  tracks  of 
vehicles  may  be  distinctly  seen,  several  weeks  later, 
in  bare  strips  where  the  carpet  coat  has  worn  oflf  or 
scaled  oflf.  Most  of  the  bare  spots  which  develop 
shortly  after  a  road  has  been  treated  in  this  way  are 
due  to  one  of  two  causes :  insufficient  cleaning  of  the 
stone  before  application  of  the  bitumen,  or  disturbance 
of  the  bitumen  before  it  has  had  a  chance  to  adhere 
firmly  to  the  surface  of  the  stone.  If  it  is  impracticable 
to  keep  the  traffic  entirely  oflf  the  road,  only  one-half 
the  width  should  be  treated  at  a  time. 

The  size  of  stone  chips  required  will  depend  on 
the  grade  of  bitumen  used.  For  the  heavier  grades  of 
asphalt  and  tar  used  for  this  purpose  half-inch  chips 
are  preferable,  while  with  the  lighter  tars  and  asphaltic 
oils,  quarter-inch  stone  or  coarse  sand  will  give  better 
results.  Whichever  size  of  stone  is  used  it  must  be 
free  from  dust.  As  the  stone  chips  or  sand  is  to  com- 
pose the  actual  wearing  surface  of  the  road  it  must  be 
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carefully  selected  and  as  carefully  applied.  Wherever 
obtainable  at  a  reasonable  price,  trap  or  granite  chips 
should  be  used.  First  quality  limestone  is  next  in  pre- 
ference, while  pea  gravel  and  coarse  sand,  if  of  good 
(|uality,  may  also  be  used. 

Oil  Content 

Considering  first  the  application  of  the  heavier  oils 
and  tars  to  road  surfaces,  the  bitumen  is  distributed 
at  the  rate  of  one-third  to  one-half  gallon  per  square 
yard,  and  after  allowing  it  to  penetrate  to  as  great 
an  extent  as  possible,  half-inch  stone  chips  are  spread 
over  the  entire  surface,  in  quantity  sufficient  to  provide 
a  layer  from  one-third  to  one-half  inch  thick.  Since 
the  success  of  the  treatment  and  the  prevention  of 
creei)ing  depend  on  the  consolidation  of  the  stone,  it 
must  be  rolled,  and  Avarm  weather  during  the  period 
of  rolling  is  of  great  assistance  in  obtaining  a  maxi- 
mum consolidation.  During  the  process  of  rolling  the 
stone  is  forced  into  the  bitumen,  which  comes  to  or 
near  the  surface.  The  principle  on  which  the  rolling 
is  done  is  that  the  voids  in  the  stone  shall  be  reduced 
to  a  minimum,  and  these  voids  be  filled  with  bitumen. 
Tf  the  voids  are  not  as  small  as  possible  there  is  an 
excess  of  bitumen  which  will  come  to  the  surface  and 
cause  "bleeding"  of  the  road  in  hot  weather,  when, 
assisted  by  the  crown  of  the  road  it  will  tend  to  run 
toward  the  sides  and  cause  lumps.  The  roller  should 
make  several  passages  over  each  portion  of  the  road, 
and  fresh  stone  should  be  applied  wherever  the  tar 
or  oil  comes  to  the  surface. 

In  order  that  running  of  the  bitumen  may  not  oc- 
cur, a  number  of  conditions  must  be  complied  with. 
First,  the  bjtumen  must  not  be  applied  in  larger  quan- 
tities than  iust  sufficient  to  cover  the  road.  Care  must 
be  taken  that  it  is  heated  to  the  correct  temperature, 
else  its  viscocity  will  require  a  larger  amount  to  be 
used  than  is  necessary  or  advisable.  Sufficient  stone 
must  be  used  to  take  up  all  this  bitumen,  so  that  no 
free  bitumen  will  remain  on  the  surface.  Rolling  must 
be  thoroughly  done  in  order  to  reduce  the  volume  of 
the  stone  to  a  minimum,  and  the  rolling  must  take 


The 


The  subject  of  electric  road  rollers  is  one  which 
has  had  but  slight  consideration  in  this  country. 
England,  more  keenly  alive  to  the  possibilities  of  elec- 
tricity as  a  motive  power  than  ever  before,  has  favored 
the  electric  vehicle  for  municipal  service  in  many  and 
varied  ways,  and  an  eminent  English  engineer  has 
published  in  a  recent  issue  of  the  London  Electrical 
Times  an  account  of  his  investigations  and  study  of 
the  feasibility  of  the  electric  road  roller.  England  is 
growing  accustomed  to  the  electric  vehicle  and  finds 
it  satisfactory.  That  it  is  an  ill  wind  that  blows  no 
good  is  quite  applicable  to  the  electric  truck  situation 
in  England  at  the  present  time,  and  while  horses  and 
gasoline  trucks  during  the  early  part  of  the  war  were 
commandeered  in  great  numbers  for  transport  service, 
electric  truck  installations  have  been  greatly  increased 
and  many  concerns  that  had  formerly  employed  either 
horse  or  petrol  equipment,  have  come  to  realize  the 
superiority  of  electricity    as    a    motive    power  for 


place  before  the  road  has  cooled  to  such  a  degree  that 
the  bitumen  will  not  flow  freely  between  the  particles 
of  stone.  Tf  work  of  this  character  is  done  in  cool 
weather  the  surface  is  almost  sure  to  run  and  bleed 
badly  in  ensuing  hot  days.  If  the  foregoing  precau- 
tions are  observed,  a  satisfactory  surface  should  re- 
sult, with  creeping  eliminated. 

Cost 

The  cost  of  a  heavy  carpet  coat  such  as  described 
will  usually  be  from  eight  to  ten  cents  per  square 
yard,  and  the  life  of  such  a  coat,  with  careful  though 
not  expensive  maintenance,  is  estimated  at  from  two 
to  five  years.  Including  the  cost  of  maintenance,  the 
annual  cost  of  this  form  of  road  protection  in  ordin- 
ary cases  will  be  from  two  to  four  cents  per  square 
yard.  The  cost  will  be  somewhat  increased  on  main 
travelled  and  suburban  roads,  in  which  case  it  may 
be  as  high  as  six  or  eight  cents  per  square  yard  per 
annum. 

As  the  tendency  to  creep  depends  largely  on  the 
thickness  of  the  carpet  coat,  and  as  this  tendency  con- 
stitutes one  of  the  main  obiections  to  this  form  of  road 
preservation,  recent  practice  has  changed  somewhat 
to  a  preference  for  a  thinner  coat  comoosed  of  a  lighter 
grade  of  asphaltic  oil  or  tar.  filled  with  smaller  stone 
chips  or  coarse  sand.  The  durability  of  such  a  treat- 
ment is  not  nearly  equal  to  that  of  the  heavier  carpet 
coat,  but  the  lower  cost  at  which  it  can  be  applied 
will  permit  of  more  frequent  re-surfacing.  It  possesses 
the  additional  advantage  that  rolling  is  not  absolutely 
necessary,  and  the  cost  of  this  item  may  be  eliminated. 

The  cost  of  the  latter  treatment,  using  approxi- 
mately one-quarter  gallon  per  square  yard  and  cover- 
ing Avith  sand  is  ordinarily  from  three  to  four  cents 
per  square  yard.  With  ordinary  country  road  traffic 
this  treatment  will  last  a  full  season,  and  in  most 
cases  a  moderate  amount  of  repair  work  will  make 
it  good  for  a  second,  making  an  average  cost  of  from 
one  and  one-half  to  three  cents  per  square  yard  per 
season,  or  somewhat  less  than  the  usual  cost  of  the 
heavier  treatment. 


vehicles  used  in  urban  delivery  and  trucking  indus- 
tries of  all  kinds.  With  the  cost  of  gasoline  always 
high  and  now  rising  to  prohibitive  prices  and  the  dras- 
tic measures  which  the  English  government  has  taken 
to  prevent  the  gasoline  supply  from  being  entirely  ex- 
hausted, it  is  reasonable  to  expect  that  England  will 
turn  to  the  electric  vehicle  which  is  dependent  for  its 
power  on  the  great  natural  resource — England's  inex- 
haustible coal  supply.  Municipalities  have  been 
forced  to  recognize  the  economy,  simplicity,  ease  of  op- 
eration and  cleanliness  of  the  electric  and  the  result 
has  been  the  adoption  of  this  type  for  many  forms  of 
municipal  service.  As  a  result  of  the  action  taken  by 
the  board  of  health  of  the  City  of  Manchester  to  for- 
bid the  maintenance  of  stables  in  urban  areas,  electric 
vehicles  have  been  adopted  in  the  place  of  horses  in 
several  branches  of  municipal  work.  Electric  omni- 
buses, electric  fire  apparatus,  electric  vans  for  the  col- 
lection of  refuse,  electric  street  sprinkling  carts  are  all 


Increasing  Use  of  Electricity 

The  Electric  Road  Roller  in  England  Proves  to  be  Cheaper, 
Gleaner  and  More  Economical  than  Steam  or  Gas  Rollers 
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very  extensively  used  in  England  already  and  now 
comes  the  electric  road  roller. 

Increased  Use  of  Electricity 

During-  the  past  decade  many  material  conditions 
have  changed,  though  in  every  respect  they  are_  favor- 
able to  the  utiUzation  of  electric  road  rollers  in  city 
and  town  areas.  One  of  the  changes  is  the  greatly 
increased  use  of  electricity,  and  another  is  the  im- 
provement of  all  common  roads  resulting  from  the 
increase  of  power  propelled  vehicles.  Naturally  in 
congested  areas  the  unit  stress  on  pavement  is  more 
acute,  while  the  business  aspect  calls  for  a  much  higher 
degree  of  engineering  capacity  than  that  entailed  by 
rural  highways.  Before  1865.  when  the  steam  roller 
was  a  nine  days'  wonder  in  Paris,  horse  rollers  had 
been  used  which  were  for  many  reasons  quite  unsatis- 
factory. In  1869  and  70  the  first  discussions  on  the 
steam  roller  took  place  in  Birmingham,  England. 

Weight  and  Speed 

The  pressure  per  square  inch  imposed  on  the  road 
surface  by  the  weight  of  the  roller  must,  with  water, 
be  greater  by  25  per  cent,  than  that  of  the  heaviest 
vehkles  using  finished  roads.  Where  a  30-ton  steam 
roller  supphed  this  condition,  the  effect  with  water 
lubricant  was  to  unduly  crush  the  metal.  With  a  15- 
ton  roller  this  destruction  did  not  occur,  but  the  pres- 
sure was  insufficient.  As  a  lubricant  and  bmdmg 
agent,  bitumen  has  modified  very  considerably  these 
considerations. 

The  speed  of  rolling  should  not  exceed  2.5  miles 
per  hour,  and  the  horse-power,  for  which  no  indicator 
diagrams  seem  to  be  available,  appears  to  be  roughly 
one  horse-power  per  ton  gross.  If  the  commercial 
efficiency  of  an  enclosed  traction  electric  motor  is 
taken  at  the  convenient  figure  of  74.6  per  cent.,  then 
for  a  15-ton  roller  a  15  horse  power  motor  equipment 
would  require  a  specific  discharge  rate  for  its  accumul- 
ator (storage  battery)  of  15  kilowatts.  The  weight 
of  the  battery  carried  by  any  vehicle,  states  the  Elec- 
trical Times,  depends  upon  the  specific  discharge  rate 
of  the  cells  employed.  But  in  this  case  the  ten  hour 
rate  favored  by  battery  makers  fits  in  with  a  ten  hour 
working  day  favored  by  road  roller  attendants. 

Today  the  first  demand  is  for  an  8  and  10-ton  rol- 
ler for  bituminous  work,  particularly  for  a  roller  with 
short  road  base  for  transverse  work  and  patching 
Such  a  roller,  if  electrically  operated,  can  stand  and 
charge  all  night.  It  can  be  worked  with  one  attend- 
ant with  the  utmost  simplicity  and  the  minimum  of 
effort.  At  any  time  it  is  ready  instantly  to  go  out  to 
its  work,  without  that  one  hour  to  get  up  steam  which 
is  necessary  for  a  small  steam  patching  roller,  and  it 
can  be  designed  to  travel  at  a  good  speed  when  riui- 
ning  from  job  to  job  over  normal  roads  where  traffic 
resistence  is  lower  than  upon  the  actual  work. 

Battery  CapaiCity 

Allowing  for  a  minimum  discharge  at  a  ten-hour 
rate  and  a  maximum,  when  rolling  upon  hills,  at  a 
three  hour  rate,  an  equipment  of  .75  kilowatts  per  ton 
is  estimated.  As  the  roller  advances  and  oscillates 
over  a  given  piece,. there  is  a  point  of  stop  and  reverse. 
This  point  has  puzzled  the  steam  roller  makers  and 
led  them  to  produce  at  great  pains  a  (piick  reversing 
link  motion  or  other  similar  gear,  whereby  the  halt  at 
the  change  of  direction  may  be  reduced  to  the  mini- 
mum On  this  point  electric  control  is  especially 
favorable,  and  the  point  is  mo.st  important  because 
undulations  form  in  the  roadway  where  these  halts 


have  occurred.  In  electrical  working,  it  is  possible  to 
cut  off  the  current  and  allow  the  roller  to  decelerate 
while  the  motor  has  been  switched  to  that  connection 
which  has  changed  its  direction  of  rotation  and  started 
it  to  accumulate  its  effort  in  the  reverse  sense,  all  ready 
for  an  instantaneous  reverse  movement. 

Even  Surfaces 

Because  of  the  tendency  to  the  formation  of  undu- 
lations or  corrugations  which  develop  later  in  traffic, 
due  initially  to  these  halts  and  reverses  in  rolling, 
three  rolls  in  tandem  have  been  advocated,  instead  of 
the  time  honored  two  side  rolls  and  one  center  leading 
roll.  In  addition  to  this,  the  halt  point,  which,  with 
a  good  operator  should  not  be  a  repeated  point,  should 
also  be  varied  by  different  pressure  upon  the  three,  or 
upon  two  rollers.  Thus  the  unit  downward  pressure 
upon  the  leading  roller  would  be  appreciably  lower 
than  upon  those  succeeding  it.  This  can  of  course  be 
easily  arranged  in  the  design. 

For  city  work  neither  steam  nor  gasoline  propul- 
sion could  compete  with  the  electric  automatic  road 
roller.  All  automatic  controls  undoubtedly  increase 
efficiency  and  precision.  The  electric  road  roller 
lends  itself  to  automatic  control.  At  the  same  time 
automate  control  is  likely  to  be  a  strong  feature  in 
urging  common  adoption  of  electric  rollers.  With 
steam  and  gasoline  there  are  other  inherent  complexi- 
ties, and  automatic  controls  cannot  be  nearly  so 
simple  as  in  the  case  of  electricity.  The  real  reason, 
however,  why  automatic  rollers  have  never  been  pro- 
posed is  probably  that  onl}^  in  the  case  of  electric  road 
rollers  is  the  attendant  not  required  continuously  on 
the  vehicle  for  purposes  other  than  running  control. 
Once  the  simplicity  of  electric  driving  and  control  is 
considered  there  follows  naturally  the  simplicity  of 
various  means  of  setting  the  reversal  distances  and 
cross  feeds,  and  the  automatic  road  roller,  with  its 
obviously  higher  efficiency  than  with  hand-feed  and 
control,  is  the  progressive  result. 

Advantages  of  the  Electric 

In  addition  to  a  type  of  electric  roller  weighing 
eight  or  ten  tons,  there  is  a  demand  in  most  cities  for 
a  four  to  six  ton  type.  The  latter  would  almost  cer- 
tainly be  a  one-man  machine  equipped  with  suitable 
materials  as  well  as  with  heating  and  mixing  trays  and 
spraying  devices,  all  complete  for  the  repair  of  those 
numerous  holes  and  ruts  of  one  square  foot  upwards, 
which  automobile  drivers  discover  to  their  cost  in 
every  part  of  the  road.  There  are  few  towns  that 
would  benefit  markedly  b}'  two  or  three  of  these  one 
man  electric  automatic  repair  rollers  dressing  con- 
tinually the  small  pot-holes  in  the  streets  which  are  .so 
injurious.  These  four  ton  rollers  would  be  of  about 
the  same  weight  in  the  frame  as  the  eight  ton  type,  but 
lighter  all  around  in  the  cells,  rollers  and  motors. 

On  the  whole  there  is  no  doubt  that  the  low  speed 
of  rollers  and  short  radius  of  service  within  a  given 
area  favor  electric  cells  and  propulsion.  There  is 
every  evidence  now  of  a  demand  for  electricity  in 
England  to  supersede  steam  and  the  more  modern 
gasoline  and  oil  types  of  road  rollers.  It  is  not  a 
question  of  first  cost  of  plant,  or  of  operating  costs, 
for  modern  cities  are  prepared  to  pay  without  excep- 
tion, even  should  there  be  an  increased  charge,  for 
healthful  improvements  and  silent  workings  and 
cleanliness,  to  say  nothing  of  more  uniform  wear 
after  automatic  rolling.  Electric  road  rollers  consti- 
tute an  improvement  over  and  an  advance  upon  the 
noisy  and  dirty  working  of  steam  rollers. 
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Troubles  in  the  Engineering  Profession 

Stricter  Qualifications  to  Protect  Both  the  Public 
and   the   Qualified   Engineer    from    the  Quack 


By  G.  N.  Houston 

There  is  a  growino-  tendency  among  certain  en- 
gineers to  attempt  to  remedy  some  of  the  troubles  in 
the  engineering-  profession  by  means  of  legislation, 
limiting  those  who  can  legally  practise  to  engineers 
having  certain  qualifications. 

The  reasons  advanced  for  advocating  the  licensing 
of  the  profession  come  under  two  classes — self  protec- 
tion and  public  protection. 

Self  Protection 

We  are  all  familiar  with  the  Rodman,  who  having 
been  endowed  by  nature  with  a  vivid  imagination,  a 
superabundance  of  self-confidence  and  a  glib  tongue, 
hires  an  office,  hangs  out  his  shingle,  fakes  his  exper- 
ience and  poses  as  a  consulting  engineer. 

Should  not  the  competent  engineer  be  protected 
from  this  class  of  fakers?  Doctors,  lawyers  and  even 
school  teachers  are  required  to  have  certificates  before 
they  can  practise.    Why  not  the  engineer? 

The  only  grounds  upon  which  we  should  ask  the 
public  for  legislative  control  of  the  engineering 
practice  is  that  of  pubUc  protection.  The  public 
need  protection  because  they  are  not  in  a  position  to 
judge  of  the  ability  of  an  engineer. 

An  engineer's  ability  must  be  inferred  from  either 
his  education,  his  works  or  his  membership  in  the 
strictl)^  engineering-  societies. 

Experience  Necessary 

If  the  problems  of  engineering-  design,  construction 
and  operation  were  merely  matters  of  figures  the  man 
fresh  from  college  would  usually  qualify  as  the  best 
engineer.  Many  men  leave  our  institutes  with  this 
view  but  soon  find  that  long  before  the  time  for  apply- 
ing formulae  is  reached  the  scheme  must  be  viewed 
by  an  engineer  of  sound  judgment  Ixised  upon  long- 
experience. 

Diplomacy,  tact  and  good  judgment  are  so  essen- 
tial in  all  engineering  operations  that  any  attempt  to 
judge  an  engineer  by  mere  degrees  and  diplomas  is 
.likely  to  prove  a  failure.  Can  the  public  judge  his 
ability  by  his  works?  Unfortunately  popular  descrip- 
tions of  engineering-  works  do  not  find  their  way  into 
the  public  press  except  occasionally  and  the  public 
does  not  read  the  engineering  press.  An  engineer's 
works  do  not  always  indicate  his  ability.  A  badly 
designed  bridge  may  stand  for  years  a  menace  to  the 
public  and  finally  go  down  when  the  critical  load 
comes  on  it.  A  dam  may  stand  until  a  flood  comes. 
It  takes  time  to  demonstrate  the  ability  'of  an  en- 
gineer by  his  works.  Membership  in  Engineering 
Societies  should  be  a  good  criterion  by  which  to  judge 
the  ability  of  an  engineer.  In  other  words  how  does 
he  stand  in  the  profession?  What  do  his  associates 
think  of  him?  They  are  in  a  far  better  position  to 
correctly  estimate  his  ability  than  the  public  in  gen- 
eral. 

Licensing  Engineers 

The  ' Committee  of  the  American  Society  of  Civil 
Engineers,  appointed  to  consider  this  matter,  while 
reporting  against  the  general  principle  of  licensing 
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engineers,  realized  that  there  were  many  engineers 
who  favored  the  idea  and  that  many  very  inferior 
acts  had  been  drawn  up  and  submitted  to  the  law  mak- 
ing jjodies  for  enactment.  Should  some  of  these  pass, 
licenses  would  be  issued  to  men  totally  incompetent, 
thus  deceiving  the  public  instead  of  protecting  them. 
The  Committee,  therefore,  draughted  a  Model  Bill  to 
be  used  as  a  basis  for  proposed  legislation.  The 
Acts  which  have  been  proj^osed  come  under  two 
classes. 

(a)  Those  which  attempt  to   license   all   in  the 
profession. 

(b)  Those  which  apply   to   engineers  practising 
only  in  certain  lines. 

Many  difficulties  are  encountered  in  draughting  an 
Act.  The  first  trouble  comes  in  defining  to  whom  the 
Act  applies.  Especially  is  this  true  under  the  first 
class  of  bills. 

In  the  Colorado  Act  submitted  to  the  Legislature 
in  1910  the  definition  of  the  Civil  Engineer  wa-s  very 
broad. 

Civil  Engineering  Defined 

In  1914  the  proposed  definition  of  Civil  Engineer- 
ing was  modified  as  follows : — 

"The  profession  of  Civil  Engineering,  within  the 
meaning-  of  this  Act,  embraces  the  design,  inspecticju 
and  supervision  of  construction,  and  reports  on  th>j 
safety,  of  public  or  private  utilities  which  require  ex- 
perience and  the  same  technical  knowledge  as  en- 
gineering schools  of  recognized  reputation  require  for 
graduation ;  provided,  however,  that  none  of  the  pro- 
visions of  this  Act  shall  apply  to  the  practice  of  sur- 
veying, and,  provided  further  that  the  provisions  of 
this  act  shall  be  limited  to  the  services  of  engineers  in 
the  design,  inspection  and  supervision  of  construction, 
and  reports  on  the  safety,  of  any  structure  or  works 
on  any  of  the  following  kinds  or  classes  of  structure 
and  works. 

1.  '  Bridges  16  feet  or  more  in  length  or  other  struc- 
tures requiring  a  determination  of  stresses  and  strains 
for  their  proper  design,  on  public  highways  or  roads 
open  to  the  use  of  the  public,  or  on  steam  or  electric 
or  other  railroads. 

2.  Structures  built  of  stone,  plain  concrete  or  re- 
inforced concrete. 

3.  Structural  steel  structures  including  steel  in 
buildings  and  similar  structures  when  said  buildings 
or  structures  are  three  or  more  stories  in  height,  also 
steel  in  mill  buildings,  steel  in  grain  elevators,  steel  in 
mine  and  mill  structures,  steel  in  industrial  buildings, 
and  steel  in  plants  and  steel  in  structures  on  ditches, 
canals,  sewers,  waterworks  and  power  plants. 

4.  Canals,  ditches  and  conduits  having  a  capacity 
of  fifty  cubic  feet  per  second  or  more. 

5.  Sewers  and  sewer  systems  and  sewage  disposal 
plants  ;  water  supply  plants  for  domestic  use,  and 
])ower  plants  including  power  plants  for  irrigation. 

6.  Dams  and  reservoir  embankments  of  a  height  of 
ten  feet  or  more. 

7.  Mill  and  power  plant  buildings  of  timber,  brick. 
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concrete  or  any  combination  of  these  materials  and 
electric  transmission  lines. 

8.  Timber  bridges,  trestles  or  structures  for  mill, 
mine  and  industrial  plants,  grain  elevators,  ditches, 
canals,  sewers,  waterworks  and  power  plants. 

9.  No  maps,  plans,  ,designs.  reports,  statements  or 
filings  to  be  certified  or  approved  by  an  engineer  shall 
be  accepted  or  filed  by  any  State  official  unless  the 
certification  or  approval  is  executed  by  a  person  duly 
licensed  in  accordance  with  the  provisions  of  this  act. 

It  is  a  serious  question  whether  a  license  law 
really  excludes  the  incompetent  man  from  the  profes- 
sion. There  are  quacks  still  practising  in  the  medi- 
cal profession  and  incompetents  in  the  legal  profession 
in  spite  of  the  Acts  governing  the  practice.  It  is 
suggested  that  strict  government  supervision  of  plans, 
specifications  and  construction  of  all  structures  where 
the  safety  of  the  public  is  involved,  combined  with 
laws  requiring  a  high  qualification  for  engineers  at  the 
head  of  the  departments,  will  result  in  a  more  effective 
public  protection  than  any  legislative  attempt  to  con- 
trol the  engineering  practice. 

The  qualifications  for  the  heads  of  departments 


requiring  engineering  knowledge  should  provide  for 
(1)  a  minimum  residence  in  the  country,  province  or 
state  in  order  to  ensure  familiarity  iVith  local  condi- 
tions. (2)  Membership  in  one  or  more  of  the  three 
National  Engineering  Societies — Can.  Soc.  C.  E.,  Am. 
Soc.  C.  E.  or  British  Institution  of  Civil  Engineers. 
The  requirements  for  admission  to  the  grade  of  Mem- 
ber in  all  of  these  Societies  are  high  and  the  tendency 
is  to  stiffen  the  requirements.  (3)  A  minimum  amount 
of  experience  in  the  particular  line  of  engineering,  a 
knowledge  of  which  is  required  in  order  to  fill  the  po- 
sition. The  above  suggestion  has  greater  possibilities 
in  it  for  public  protection  than  any  system  of  licensing 
engineers.  The  proper  method  of  handling  the  fake 
engineer  is  through  the  local  branches  of  these  na- 
tional societies.  His  record  can  be  investigated  by 
them  and  shown  up. 

In  addition  to  the  above  these  local  branches  can 
do  a  considerable  amount  of  advertising  which  would 
be  considered  unprofessional  on  the  part  of  the  indi- 
vidual to  the  end  that  the  public  may  be  kept  in  touch 
with  engineering  matters  and  be  made  to  realize  that 
membership  in  these  societies  represents  high  quali- 
fications as  an  engineer. 


New  Eight  Room  Public  School  for 

Cochrane,  Ont. 


In  spite  of  frequently  repeated  statements  that 
building  is  at  a  very  low  ebb,  there  are  very  encourag- 
ing evidences  that  many  private  individuals,  munici- 
palities, school  boards,  etc.,  are  now  going  forward 
with  work  that  has  been  temporarily  delayed.  This 
is  no  doubt  due  to  a  gradually  increasing  confidence 
in  the  outcome  of  the  war,  but  even  more,  we  believe, 
to  the  quite  remarkable  demonstration  of  Canada'.? 
stability,  both  financially  and  industrially,  which  has 
been  so  much  in  evidence  since  the  war  began. 

A  good  example  of  this  renewal  of  building,  tem- 
porarily held  up,  is  that  of  the  pwblic  school  in  Coch- 
rane, Ont.  This  was  planned  in  1914,  architects  were 
appointed,  and  everything  was  in  readiness  when  the 
war  decided  the  municipality  to  wait.  The  returning 
confidence  is  shown  in  the  call  for  tenders  which  has 


just  been  sent  out.  This  town,  too,  is  itself  typical  of 
Canadian  development,  in  that,  though  quite  recently 
placed  on  the  map,  and  known  to  most  of  us  only  by 
hearsa}',  an  eight-roomed  school  building  is  being 
erected. 

The  school  is  approximately  96  by  65  feet  over-all 
dimensions.  The  main  exterior  and  interior  carrying 
walls  are  solid  brick;  the  construction  is  wood  joists 
with  bearings  on  steel  or  brick  walls  in  every  case. 
The  exterior  facing  is  red  pressed  brick  with  galvaniz- 
ed iron  copings  and  cornices. 

The  foundation  walls  are  concrete  20  inches  thick, 
on  48-in.  concrete  footings.  The  basement  floor  and 
interior  carrying  walls  to  a  height  of  4  ft.  are  also 
concrete,  the  remaining  walls  being  solid  brick. 

The  building  is  two  storeys  and  ])asement,  laid 


Fig.  1.  — Front  elevation  of  an  eight  room  Public  School  for  Cochrane,  Ont. 


April  lil,  1916 


THE   CONTRACT  RECORD 


381 


Fig.  2.— Ground  floor  plan,  Cochrane  School. 


out  uniformh'  with  a  main  corridor  on  each  floor 
across  the  buildings  with  class-room  in  each  corner. 

The  basement  plan  shows  four  large  play-rooms, 
each  approximate!}'  25  by  33  ft.,  fuel  room,  boiler  room 
with  two  boilers  for  the  one-pipe,  gravity,  low-pres- 
sure steam  heating,  and  the  individual  lavatories. 

Wooden  steps,  a  small  portico  surmounted  with 
wooden  pillars  and  a  cast-iron  coping,  lead  to  the  main 


entrance  which  opens  into  a  large  vestibule  somewhat 
below  the  g-round  floor  level.  There  are  also  two 
side  and  a  rear  entrance.  The  principal's  room  is 
directly  opposite  the  main  entrance,  on  the  opposite 
side  of  the  corridor.  Four  class-rooms  32  ft.  6  ins. 
by  24  ft.  6  ins.,  with  separate  cloak-rooms  for  each, 
account-  for  the  remaining  floor  space. 

(Continued  on  page  391) 
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Sewage  Treatment  at  Milwaukee,  Wis. 

Results  of  Two  Years  Exhaustive  Practical 
Experiments  on  the  Activated  Sludge  Process 

By  T.  Chalkley  Hatton 

Exhaustive  experiments  on  the  activated  skidge 
process  of  treating  sewage  to  determine  the  best 
method  of  securing  a  uniform  diffusion  of  air  have 
been  carried  on  at  Milwaukee,  Wis.,  for  the  past  two 
years,  under  the  direction  of  T.  Chalkley  Hatton  and 
W.  R.  Copeland,  of  the  Milwaukee  Sewerage  Com- 
mission. The  following  notes,  giving  a  short  sum- 
mary of  the  process  and  the  results  of  experiments, 
are  abstracted  from  a  paper  by  Mr.  Hatton  before 
the  Illinois  sections  of  the  American  Water-works 
Association  and  the  Society  of  Engineers  and  Sur- 
veyors. 

The  plant  has  been  equipped  with  the  best  ap- 
paratus available  to  determine  the  volume  of  sewage 
treated,  volume  and  rate  of  air  applied,  and  the  mak- 
ing of  the  chemical  and  bacteriological  investigations. 
It  has  been  run  continuously  night  and  day,  always 
with  skilled  supervision  on  duty. 

Early  in  March  of  1914  laboratory  experiments 
were  begun  by  using  two  glass  tubes  6  feet  long  and 
1%  inches  in  diameter.  At  the  bottom  of  one  a  filtros 
plate  was  inserted  through  which  the  air  was  passed 
and  diffused.  A  small  glass  tube  was  placed  inside 
of  the  other  tube,  and  carried  to  near  the  bottom  of 
the  latter.  Through  this  smaller  tube  the  air  was  dis- 
charged from  an  orifice  and  diffused  throughout  the 
mixture  of  sludge  and  sewage  contained  in  the  large 
glass  tube. 

Experimental  Plant 

This  experimental  plant  was  erected  and  operated 
simply  to  secure  information  necessary  to  design  a 
larger  outside  tank  for  trying  out  the  process,  and  also 
to  observe  the  difference  of  the  effect  of  diffusing  the 
air  through  a  porous  plate  and  open  orifice. 

The  second  series  of  experimenfs  were  conducted 
in  a  tank  (improvised  from  a  chemical  precipitation 
tank),  32  ft.  long,  10  ft.  6  ins.  wide  and  10  ft.  deep, 
having  a  volume,  when  in  operation,  of  22,200  gals. 
In  the  bottom  of  this  tank  there  are  51  filtros  plates 
set  in  castings.  The  plates  are  12  ins.  square  and 
ins.  deep.  The  ratio  of  plate  surface  to  tank  surface 
is  about  1  to  6.6.  The  coarse  screened  sewage  is  dis- 
charged directly  from  an  orifice  box  (in  which  its 
volume  is  measured),  in  one  end  of  the  tank.  The 
effluent  is  drawn  off  by  means  of  a  floating  circular 
weir. 

This  tank  was  put  in  operation  on  May  6,  1914, 
and  was  continuously  operated  until  November  24. 
Numerous  variations  were  made  in  the  cycles,  volume 
and  rate  of  air,  but,  under  normal  conditions,  the  cycle 
was  as  follows : 

Filling  1  hour,  aeration  hours,  settling  hour, 
drawing  1  hour.  As  soon  as  filling  began  the  air  was 
always  turned  on  for  the  purpose  of  blowing  the  pre- 
cipitated sludge  off  of  the  top  of  the  filtros  plate  be- 
fore the  full  head  of  water,  when  the  tank  was  full, 
made  the  operation  more  difficult ;  thus  the  average 
aeration  period  was  3  hours  only. 

The  third  line  of  experiments  was  conducted  in 
two  inspection  tanks  10  ft.  deep,  5  ft.  wide,  by  1  ft. 
between  sides.    In  each  of  the  sides  glass  windows 


were  inserted  to  permit  of  observing  the  action  of  the 
liquid  during  the  several  operations. 

These  experiments  were  conducted  from  June  to 
the  middle  of  November  and  gave  us  some  very  valu- 
able information. 

The  fourth  line  of  experiments  was  carried  out  to 
test  the  process  by  the  continuous  flow  method.  The 
tank  used  was  the  same  size  as,  and  built  alongside  of, 
the  tank  in  which  the  second  series  of  experiments  was 
conducted  by  the  fill  and  draw  process.  It  was  32  ft. 
long,  10  ft.  deep  and  10  ft.  6  ins.  wide.  One-sixth  was 
divided  off'  at  one  end  for  the  sedimentation  chamber, 
and  the  balance  was  divided  into  a  continuous  chan- 
nel about  3  ft.  4  ins.  wide  and  81  ft.  long,  at  the  bot- 
tom of  which  42  filtros  plates  were  set  in  castings, 
and  air  delivered  to  the  underneath  side  of  the  plates. 
This  tank  was  put  in  operation  (after  securing  acti- 
vated sludge),  the  first  of  August,  and  has  been  in 
continuous  operation  to  date,  with  the  exception  of 
necessary  shut  downs  due  to  the  break  down  of  the 
main  sewage  pumping  station. 

Many  series  of  experiments  have  been  conducted 
with  this  tank.  The  volume  of  air  has  been  varied 
from  1  to  3  cu.  ft.  per  gallon  of  sewage  treated.  The 
rate  from  75  to  200  cu.  ft.  per  minute.  The  rate  of 
flow  from  22,000  gals,  to  74,000  gals,  per  24  hours,  or 
from  14  hours  to  a  little  less  than  four  hours'  running- 
through  period,  and  a  great  many  observations  made 
for  controlling  the  sludge  feed  and  the  effects  upon 
the  process  by  varying  volume  of  activated  sludge. 

The  sewage  treated  has  been  taken  from  the  main 
intercepting  sewer  serving  a  population  of  about  275,- 
000,  to  which  is  added  the  liquid  wastes  from  the 
packing  house  district,  tanneries,  breweries,  and  other 
large  and  varied  industries. 

Its  average  characteristics  for  the  year  have  been 
as  follows :  16.3  cu.  yd.  of  solids  per  million  gallons 
settleable  in  2  hours ;  259  parts  per  million  of  suspend- 
ed matters,  varying  from  150  to  600  parts,  1,109  parts 
of  total  solids ;  32.9  parts  of  organic  nitrogen,  125  parts 
oxygen  consumed ;  2.2  parts  of  dissolved  oxygen,  and 
1,461,000  bacteria  per  cubic  centimeter  at  20  degs.  C. 
Temperatures  have  ranged  from  44  degs.  to  70  degs. 
F.  The  variation  of  flow  and  strength  of  sewage 
throughout  the  average  week  is  approximately  82  per 
cent. 

Air  Diffusion 

We  feel  that  the  best  method  of  diffusing  air  has 
not  been  determined,  although  there  are  many  avail- 
able. As  the  use  of  this  process  becomes  general  this 
problem  will  no  doubt  be  satisfactorily  solved  by  pro- 
gressive means. 

The  open  air  jet  reduces  the  loss  of  air  pressure, 
but  reduces  its  efffciency  owing  to  the  size  of  the  air 
bubbles  produced.  This  objection  may  be  overcome 
by  reducing  the  size  of  the  orifice. 

Another  objection  we  found  to  the  open  jet  is  its 
tendency  to  clog  the  air  feed  pipes  with  sludge  drawn 
into  the  pipe  when  the  air  is  shut  off  for  any  reason. 

The  monel  metal  cloth  has  only  been  tried  out  for 
about  a  month,  and  has  proved  quite  satisfactory.  Al- 
though, much  more  porous  than  the  filtros  plate,  it 
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produced  smaller  bubbles,  due  probably  to  the  fact  that 
the  surface  of  the  cloth  was  smooth  and  the  air,  while 
building-  the  bubble,  could  not  adhere  to  the  surface 
as  it  does  to  the  rough  granular  surface  of  the  filtros 
plate. 

Kisselghur  was  tried  out.  This  gave  the  smallest 
bubble  of  any  other  agent  tried,  but  the  initial  fric- 
tional  loss  sustained  in  getting  the  air  through  a  plate 
i4-in.  thick  was  20  lbs.,  which  made  this  diffuser  im- 
practicable owing  to  cost. 

Filtros  Plates 

The  filtros  plates,  if  furnished  of  uniform  porosity, 
have  given  the  most  satisfactory  results,  but  they  have 
a  few  characteristics  which  should  be  realized. 

It  is  of  the  greatest  importance  that  the  agent  used 
shall  diffuse  the  air  uniformly  per  cubic  foot  of  liquor, 
therefore  great  care  should  be  taken  in  getting  a  dif- 
fuser of  uniform  porosity.  So  far  this  has  not  been 
possible  with  the  filtros  plate.  Out  of  780  plates  test- 
ed for  our  new  2,000,000-gal.  plant,  where  we  specified 
a  plate  which  would  pass  2  cu.  ft.  of  air  per  minute 
under  a  2-in.  water  pressure,  and  allowed  a  5  per  cent, 
variation  either  way,  35  per  cent,  of  the  plates  received 
were  rejected  and  only  27  per  cent,  came  within  the 
strict  terms  of  the  specifications. 

Tests  made  with  the  plates  used  showed  that  when 
wet  the  initial  loss  of  pressure  due  to  passing  the  air 
through  the  plate  under  5  lb.  pressure  was  ^  lb.,  and 
for  every  cubic  foot  of  air  per  minute  per  square  foot 
of  surface  passing  the  plate  there  was  an  additional 
loss  of  %  lb. 

There  are  two  ways  of  overcoming  this  great  fric- 
tional  loss,  and  the  factor  is  an  important  one  to  con- 
sider in  large  plants.  One  is  by  reducing  the  thick- 
ness of  plate  to,  say,  3/2  in.,  and  reinforcing  it  with 
wire  similar  to  Avindow  glass  reinforcement ;  and  the 
other  is  by  soaking  the  plate,  before  use,  in  a  mixture 
of  paraflfin  and  benzine,  blowing  with  air  until  the 
])araffin  appears  at  surface  of  plate.  This  establishes 
fine  pores  through  the  plate,  which  are  coated  with  a 
non-absorbent,  permitting  the  air  to  pass  with  the  least 
friction  and  the  paraffin  impels  the  water  so  that  the 
plate  does  not  become  waterlogged. 

We  have  been  operating  filtros  plates  for  nine 
months  under  all  sorts  of  conditions,  and  have  ob- 
served no  difficulty  in  keeping  the  plates  from  absorb- 
ing the  solids  in  the  sewage,  or  becoming  clogged  on 
the  underneath  surface.  It  may  be  possible  for  the 
pores  to  become  filled  in  time  with  bacterial  growths, 
which  may  be  removed  by  forcing  heated  air  through 
them. 

It  is  necessary,  however,  to  filter  the  air  before  de- 
livering it  to  the  plate  to  prevent  dust  and  dirt  from 
reaching  it.  This  is  done  by  passing  the  air  through 
a  filter  composed  of  excelsior  built  into  the  feed  line. 

The  efficiency  of  the  air  varies  almost  directly  as 
the  size  of  the  bubbles.  We  call  the  critical  diameter 
Ys  in.  Below  this  size  the  efficiency  increases  very 
rapidly  and  the  reverse  is  true  for  bubbles  over  this 
size. 

There  are  three  factors  of  special  importance  to 
be  considered  in  choosing  a  diffuser  agent.  First,  the 
smaller  the  air  bubble  produced  the  greater  the  effici- 
ency. Second,  greater  density  increases  the  frictional 
losses,  and  hence  the  cost.  Third,  the  tendency  to 
absorb  and  retain  sludge,  or  to  permit  it  to  reach  the 
underneath  surface  of  the  diffuser  tends  to  reduce  the 
efficiency  of  the  diffuser,  and  allows  sludge  to  precipi- 
tate on  the  top  surface  of  the  diffuser. 


Functions  of  Activated  Sludge 

Activated  sludge  accomplishes  four  principal  func- 
tions :  The  clarification  of  the  liquor,  removal  of  the 
putrescible  organic  matter,  reduction  of  bacteria  and 
finally,  if  the  process  be  continued  for  a  sufficient  per- 
iod, oxidizes  the  ammoniacal  compounds  into  nitrates. 
Therefore,  one  of  the  first  steps  in  designing  a  plant 
in  which  this  process  is  to  be  employed  is  to  determine 
the  degree  of  purification  required,  following  which  the 
question  arises  as  to  efficiency,  volume  of  air  required, 
period  of  application  and  volume  of  activated  sludge 
necessary  to  be  kept  in  retention  with  the  raw  liquor. 

Our  problem  in  Milwaukee  embraces  the  clarifica- 
tion of  the  liquor,  securing  an  effluent  stable  for  five 
days,  the  reduction  of  the  suspended  matters  90  per 
cent,  and  95  per  cent,  removal  of  bacteria  at  20  degs. 
C.  With  our  continuous  flow  tank  we  have  secured 
this  average  effluent  for  months  by  using  1.75  cu.  ft. 
of  air  per  gallon  of  sewage  with  4  hours'  aeration,  20 
per  cent,  activated  sludge  and  from  10  to  15  minutes' 
sedimentation  period.  Basing  these  results  upon  the 
operation  of  a  50,000,000-gal.  plant,  the  estimated  cost 
will  be  $4.38  per  1,000,000  gal.,  including  all  overhead 
and  boiler  room  charges,  but  excluding  engine  room 
and  plant  attendance,  and  the  cost  of  disposing  of  the 
sludge. 

There  appears  to  be  no  difference  in  the  results 
obtained  by  carrying  out  the  process  either  by  the 
"fill  and  draw"  or  "continuous  flow"  methods  consider- 
ing volume  of  air  applied  per  gallon,  cost  of  aeration 
and  volume  of  activated  sludge  required ;  but  mea- 
sured in  terms  of  cost  of  construction  and  operation 
the  "continuous  flow"  is  the  superior  method.  With  a 
wide  variation  in  strength  of  liquor  and  rate  of  flow 
a  more  uniform  standard  of  effluent  can  be  obtained 
from  the  "fill  and  draw"  method  because  it  is  suscept- 
ible of  better  control,  which  is  true  of  all  "fill  and 
draw"  processes. 

In  order  to  maintain  clarification  and  stability,  and 
remove  at  least  95  per  cent,  of  the  bacteria  from  the 
Milwaukee  sewage  we  have  found  it  necessary  to  carry 
on  the  nitrogen  cycle  far  enough  to  develop  from  3  to 
5  parts  of  nitrates.  This  has  not  been  at  all  difficult 
to  maintain. 

Effect  of  Low  Temperature 

Low  temperatures  are  not  going  to  affect  the  pro- 
cess as  much  as  we  had  anticipated.  We  believe,  how- 
ever, that  the  effect  of  such  low  temperature  continu- 
ing over  long  periods  may  be  easily  overcome  in  one 
or  two  ways ;  either  by  adding  more  air,  or  a  higher 
degree  of  activated  sludge,  or  both.  Thus  the  trouble 
can  be  overcome  without  excess  tankage. 

If  more  air  is  applied  for  a  greater  period,  of  course 
the  nitrates  are  greatly  and  rapidly  increased.  This 
increases  the  value  of  the  sludge.  Whether  this  in- 
crease will  pay  for  the  additional  air  used  is  a  mat- 
ter yet  to  be  determined. 

The  most  economical  ratio  between  diffusing  sur- 
face and  tank  surface  has  not  been  definitely  deter- 
mined. Our  ratios  run  from  1  to  5.0  to  1  to  8.5.  There 
appears  to  be  no  appreciable  difference  in  the  results 
obtained.  We  are  inclined  to  the  belief,  however,  that 
a  much  greater  ratio  would  reduce  the  efficiency  by 
permitting  more  air  to  escape  without  giving  the  liquor 
the  maximum  opportunity  to  absorb  it. 

While  all  of  our  experiments  have  been  made  upon 
tanks  holding  8  to  10  ft.  of  liquor,  our  supplementary 
experiments  indicate  that  more  efficiency  of  air  can 
be  obtained  in  deeper  tanks  by  reason  of  the  longer 
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contact  period  between  the  air  and  liquor,  and  the 
tendency  of  the  air,  as  it  escapes  from  the  dif¥user,  to 
break  up  into  smaller  bubbles  because  the  pressure 
head  upon  it  has  been  increased.  Local  conditions 
might,  and  probably  would,  largely  control  the  depth 
of  tank. 

Volutne  of  Air 

The  puritication  of  sewage  obtained  varies  decided- 
ly with  the  volume  of  air  applied.  Small  volumes 
applied  for  five  or  six  hours  do  as  well  as  larger  vol- 
umes applied  for  three  or  four  hours  ;  but  the  time  of 
aeration  required  to  obtain  a  like  effluent  does  not 
vary  directly  with  the  volume  of  air  applied  per  unit 
of  time.  For  instance,  air  applied  at  a  rate  of  2  cu.  ft. 
per  minute  purifies  the  sewage  in  less  time  than  1  cu. 
ft.  of  air  per  minute,  but  will  not  accomplish  an  equal 
degree  of  purification  in  one-half  the  time. 

There  is  also-  a  limit  to  the  volume  of  air  applied 
per  period  of  application  below,  which  it  is  not  pos- 
sible to  secure  any  significant  degree  of  purification. 
If  less  than  1  cu.  ft.  of  air  per  gallon  of  sewage  treated 
be  applied  for  a  period  of  four  hours  the  degree  of 
purification  of  the  Milwaukee  sewage  rapid-ly  decreases 
until  little  or  none  is  effected  ;  but,  if  the  period  of  ap- 
plication is  continued  long  enough,  this  rate  of  air  will 
produce  any  degree  of  purification  required. 

In  view  of  the  fact  that  the  air  is  the  most  import- 
ant item  of  cost  in  the  operation  of  the  activated  sludge 
process,  we  tried  out  many  experiments  with  a  view 
of  determining  the  effect  of  decreasing  the  period  of 
aeration  and  rate  of  application. 

Data  on  Unit  Quantities 

Our  experiments  so  far  indicate  that  with  15  ft. 
deep  rectangular  tanks  15,000,000  gals,  of  sewage  can 
be  treated  per  acre  of  ground  covered,  which  includes 
influent  and  effluent  conduits,  sedimentation  and  sludge 
tanks,  and  that  the  cost  of  such  tanks,  including  in- 
fluent and  effluent  conduits,  pipe  foundations  and  all 
piping,  will  be  approximately  $18,000  per  1,000,000  gals. 
This  cost  is  based  upon  our  local  conditions  where  the 
tanks  have  to  be  built  out  into  the  lake  and  supported 
upon  piles  40  ft.  long  Avith  4  ft.  centres. 

The  sedimentation  period  required  to  reduce  the 
suspended  solids  to  10  to  12  parts  per  1,000,000  is  from 
10  to  25  minutes  ;  the  latter  seeming  to  be  a  maximum 
with  low  temperatures. 

We  now  come  to  the  consideration  of  the  sludge, 
and  it  is  interesting  here  to  describe  how  the  percent- 
age of  activated  sludge  in  contact  with  the  liquor  is 
determined. 

We  speak  of  maintaining  a  certain  percentage  of 
this  sludge  with  the  sewage  during  aeration,  and  in 
order  to  establish  a  unit  which  is  easily  determined 
we  have  fixed  on  that  volume  settling  during  one-half 
hour.  It  is  true  this  is  an  arbitrary  determination,  but 
it  is  logical,  nevertheless.  From  a  great  many  deter- 
minations it  has  been  found  that  78  per  cent,  of  well 
activated  sludge  will  settle  otit  of  the  mixture  in  one- 
half  hour,  and  that  during  the  next  one-half  hour  the 
addition  is  but  4  per  cent.  It  is  desirable  in  operating 
the  plant  to  determine  frequently  the  volume  of  this 
sludge  in  contact  with  the  liquor.  One  hour  is  often 
too  fete  to  get  the  most  benefit  from  any  change  de- 
manded. This  sludge,  so  settled  out,  has  about  OS 
per  cent,  moisture  content,  and  it  is  desirable  to  return 
this  sludge  to  the  raw  sewage  with  as  little  water  con- 
tent as  ])racticable,  because  the  more  water  the  more 
lank  area  required. 


To  get  this  result  it  is  necessary  not  only  to  let 
the  sludge  settle  for  at  least  one-half  hour,  but  to  put 
it  under  a  pressure  due  to  a  head  of  water  over  it. 
In  our  new  tanks  we  let  the  sludge  from  the  sedimenta- 
tion tank  settle  to  the  bottom  of  a  4-ft.  chamber  built 
under  the  tank  35  ft.  deep,  from  whence  it  is  pumped 
out  after  being  compacted  by  a  head  due  to  34  ft.  of 
the  liquor  over  it.  Then  it  is  further  aerated  in  reser- 
vation sludge  tanks,  again  settled,  and  pumped  from 
the  bottom  of  the  second  sludge  settling  tank  to  the 
raw  sewage. 

From  our  experiments  we  find  that  under  a  26-ft. 
head  of  liquor  the  sludge  Avill  be  de-watered  in  one- 
half  hour  from  98  per  cent,  to  94  per  cent,  and  lose  40 
per  cent,  of  its  volume.  If  a  94  per  cent,  rich  activated 
sludge  can  be  mixed  with  the  raw  sewage  as  it  enters 
the  aerating  tanks,  the  size  of  these  tanks  can  be  ma- 
terially reduced.  By  extra  aerating  the  sludge  to  be 
returned  to  the  raw  sewage  it  is  believed  that  the  vol- 
mne  of  air  required  to  treat  the  raw  sewage  will  be 
diminished.  Thus  the  cost  will  be  decreased  because 
it  Avill  require  only  one-fifth  of  the  volume  of  air  to 
give  this  sludge  the  extra  aeration  (providing  20  per 
cent,  of  activated  sludge  is  being  maintained  in  the 
sewage  tanks)  as  to  give  the  whole  body  of  sewage 
treated  the  same  air  treatment. 

It  has  been  demonstrated  beyond  doubt  that  the 
richer  the  activated  sludge  in  nitrates  the  quicker  the 
purification  of  the  sewage  and  less  air  is  required. 

The  sludge  produced  is  quite  brown  in  color,  ap- 
pears like  pieces  of  finely  divided  sponge,  and  settles 
out  of  the  quiet  liquor  very  rapidly ;  65  per  cent,  will 
settle  in  10  minutes.  It  is  readily  drained  on  the  or- 
dinary sludge  drying  beds,  requiring  about  one-half 
the  time  of  well  digested  Imhofif  sludge,  but  it  acts 
quite  differently.  During  the  first  hour  the  liquid 
drains  through  the  bottom,  the  sludge  gradually  set- 
tling ujion  the  surface  seems  to  close  the  interstices 
of  the  bed  and  the  liquid  rises  to  the  top  of  the  sludge 
from  which  it  can  be  titrated  without  disturbing  the 
settled  sludge. 

With  two  days  of  dry,  warm  weather  its  moisture 
Cdntent  will  be  reduced  on  drying  beds  from  98  to  82 
]3er  cent.,  and  in  two  weeks  the  moisture  will  be  re- 
duced to  65  per  cent. 

The  sludge  seems  to  absorb  the  colloidal  matter 
very  rapidly.  Highly  colored  liquor  introduced  into 
it  will  be  decolored  in  a  few  minutes.  It  has  no  ap- 
])arent  odor.  When  well  activated  the  sludge  pro- 
duced by  the  Milwaukee  sewage  contains  from  14,- 
000,000  to  18,000,000  of  bacteria  per  cubic  centimeter, 
from  5  to  6  per  cent,  of  fats  and  total  nitrogen  in  the 
form  of  NHs  from  4.4  to  9  per  cent,  based  upon  10 
per  cent,  moisture.  At  the  present  market  the  value  of 
this  sludge  when  degreased  and  reduced  to  fertilizer, 
that  is,  dried  to  10  per  cent,  moisture  and  ground, 
ranges  from  $10  to  $20  per  short  ton. 

The  Milwaukee  sewage  produced  on  an  average 
a])out  3,000  gals,  of  sludge  per  1,000,000  gals,  at  98 
per  cent,  moisture.  On  the  basis  of  10  per  cent,  moist- 
ure it  i)roduces  about  Yz  ton  per  1,000,000  gals. 

The  cost  of  dewatering,  degreasing  and  drying  the 
sludge  has  not  yet  been  definitely  determined,  but 
from  a  careful  study  of  this  question  it  is  believed 
this  cost  will  not  exceed  $6  per  dry  ton.  Apparatus 
for  performing  this  portion  of  the  work  has  already 
been  arranged  for  and  will  be  installed  in  our  new 
2,000,000-gal.  plant  dui  -ing  the  coming  month. 
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General  Conclusions 

As  far  as  we  have  progressed  with  our  experiments 
upon  the  treatment  of  sewage  by  the  activated  sludge 
process  nothing  has  occurred  which  indicates  that  the 
process  is  unreUable,  unworkable  or  unduly  expensive. 


We  feel,  however,  that  there  are  many  engineering 
problems  yet  to  be  solved  before  the  ideal  plant  can 
be  designed.  We  cannot  hope  to  solve  all  of  these  in 
the  first  plant  built,  but  expect  this  to  be  done  pro- 
gressively as  other  plants  are  built  and  operated. 


Roman  Catholic  School  and  Residence 


for  Cote  des 

A  contract  for  the  construction  of  a  boys'  and  girls' 
school  and  teachers'  residences  for  the  Cote  des  Nei- 
ges  Roman  Catholic  School  Commissioners  has  been 
let  to  Messrs.  E.  N.  and  U.  Boileau,  Montreal.  The 
school,  designed  by  Mr.  G.  A.  Monette,  architect. 
Power  Building,  Montreal,  will  be  on  a  site  on  the 
Cote  des  Neiges  Road,  measuring  234  feet  by  65  feet. 
The  school  proper  is  to  be  162  x  65  feet,  the  residences 
for  the  teachers  being  situated  one  at  each  end.  The 
building  is  to  consist  of  a  basement  and  three  storeys. 
The  exterior  will  be  constructed  of  rustic  brick,  (sup- 
plied by  the  National  Brick  Company  of  Laprairie) 
and  stone  trimmings,  on  a  steel  frame  ;  the  foundations 
will  be  of  concrete,  with  a  Megantic  granite  base  up  to 
the  first  floor. 

The  three  storeys  will  contain  a  total  of  22  class 
rooms,  each,  on  an  average,  accommodating  40  pupils. 
The  school  is  to  be  separated  into  two  sections,  one 
for  boys  and  the  other  for  girls,  and  the  division  will 
be  made  by  means  of  a  terra  cotta  wall  constructed 
through  the  centre  of  the  building.  There  are  sep- 
arate entrances  for  each  section. 

The  floors  are  to  be  of  Seigwart  concrete  beams, 
covered  with  maple.  The  partitions  of  the  class  rooms 
will  be  of  plaster  over  terra  cotta,  the  interior  finish 
being  of  red  pine.  Semi-indirect  electric  lighting  is 
to  be  provided.     The  roof  is  of  felt  and  gravel. 

Arrangements  have  been  made  on  the  ground  floor 
for  a  library  and  for  administration  offices,  while  on 
the  other  floors  there  will  be  the  usual  toilet  accommo- 
dation. Each  residence  will  have  accommodation 
for  15  teachers.  A  large  playground  will  be  provided 
at  the  rear  of  the  school. 


Neiges,  P.  Q. 

A  recreation  room  and  caretakers'  quarters  will  be 
situated  in  the  basement.  In  another  portion  of  the 
basement,  will  be  placed  the  equipment,  including  two 
boilers,  for  the  steam  heating,  on  the  Dunham  sys- 
tem ;  fans  for  the  forced  ventilation  ;  and  a  vacuum 
S5^stem. 

The  following  sub-contracts  have  been  let :  steel. 
Phoenix  Bridge  and  Iron  Works  Ltd.,  Montreal;  heat- 
ing and  ventilating,  T.  Lessard  and  Son,  Ltd.,  Mon- 
treal ;  brick  work,  E.  Rochefort,  Montreal ;  cut  stone, 
C.  Piche,  Montreal ;  plumbing,  roofing  and  galvanized 
iron  work,  T.  O'Connell,  Montreal;  tile  and  marble. 
Smith  Marble  and  Construction  Company  Limited, 
Montreal;  electric  lighting,  W.  J.  O'Leary  and  Co., 
Montreal. 


Reinforced  Concrete  Failures 

There  seems  to  be  a  general  impression  that  rein- 
forcing rods  stripped  clean  of  concrete  at  a  break  in  a 
reinforced-concrete  failure  are  proof  of  green  concrete. 
Investigators,  in  fact,  are  apt  to  take  such  a  condition 
as  primary  evidence  that  the  concrete  had  not  set  and 
to  search  for  some  cause  that  would  explain  such 
weakness.  It  is  more  than  doubtful,  however,  that 
such  an  assumption  is  warranted. 

The  fact  is  that,  under  shock  of  collapse,  steel  ten- 
sile resistance  or  sufficient  embedment  will  prqve 
stronger  than  adhesion  and  that  a  firm,  well-set  con- 
crete will  strip  clean  from  rods  to  which  it  has  an  ad- 
hesion far  beyond  that  necessary  for  a  proper  trans- 
mission of  normal  stress. 


Architect's  Perspective,  Roman  Catholic  School,  Cote  des  Neiges. 
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Municipal  "Glean -Up"  Campaigns 

Various  Methods  and  Plans  as  Employed  by  U.  S.  Cities 
— Organization  —  Programmes  —  Benefits  Derived  (Gone.) 


Sanitary  Inspection 

As  a  preliminary  to  the  Clean- Up  campait^n  in 
Kirkville,  Mo.,  an  inspection  was  made  of  all  j4rocery 
stores,  drua^  stores,  bakeries,  dairies,  etc.,  by  the  State 
Pure  Food  Inspectors.  The  work  continued  over 
many  months,  and  every  Sunday  one  of  the  local  news- 
papers devoted  an  entire  page  to  the  report  of  the 
conditions,  good  and  bad.  Each  concern  was  scored 
on  various  points  of  sanitation  on  the  basis  of  100  per 
cent,  perfect,  and  the  Sunday  paper  printed  the  scores 
of  all  concerns  inspected  the  previous  week.  Thus 
the  interest  of  the  public  was  roused  to  watch  the 
scores.  In  the  instances  where  the  low  scores  were 
made  the  effects  of  public  disapproval  were  instantly 
felt. 

Flies  and  Mosquitoes 

Swatting"  the  fly  plays  an  important  part  in  the 
Clean-Up  campaign  of  every  community,  and  in  nearly 
every  city  fly  extermination  literature  is  distributed 
during  clean-up  week.  Bulletins,  rubber  stamps,  fly 
traps,  motion  pictures,  lectures,  lantern  slides,  etc., 
ever3'thing  available  is  used  to  depict  the  ravages  of 
the  fly.  Fly  extermination  leaflets  were  sent  to  busi- 
ness establishments,  to  mothers'  clubs,  and  post  cards 
were  sent  to  merchants  whose  places  of  business  might 
be  noticed  to  be  fly  infected.  Boy  Scouts  distributed 
the  literature  and  also  reported  as  to  stable  conditions. 
Letters  directed  to  business  establishments,  suggest- 
ing the  use  of  fly  swatters  and  traps  as  advertising  ma- 
terial, were  a  further  movement  against  the  house  fly. 
In  Cincinnati  a  circular  explaining  the  need  of  exterm- 
inating the  winter  fly  was  distril)utc(l  through  school 
children,  and  a  marked  reduction  in  the  number  of 
flies  was  secured.  In  1''15  a  si)ccial  general  commit- 
tee on  fly  extermination  was  named  and  became  one  of 
the  most  acti\  c  factors  in  the  campaign.  Classes  in 
manual  training  in  the  pu])lic  sclfools  made  fly  traps, 
the  Public  Library  had  prej^ared  a  complete  set  of 
lantern  slides  on  fly  extermination,  and  the  committee 
had  prepared  and  printed  and  distributed  50,000  circul- 
ars on  the  house  Hv  and  methods  of  extermination. 

A  rifl:)l)er  stamj)  Avith  the  inscription  "Kill  That 
Fly,"  together  with  the  cut  of  a  fly  and  a  hand  point- 
ing in  its  direction  was  effectively  used  in  the  Cin- 
cinnati Clean-Up  campaign.  These  stamps  were  so 
poj)ular  for  use  on  correspondence  and  other  literature 
that  several  lots  were  procured  before  the  demand 
could  be  met. 

The  use  of  fly  traps  so  effectively  demonstrated, 
cspeciallv  in  the  ])acking-house  district  and  wholesale 
district  din  ing  the  1915  campaign,  that  the  ijurchase  of 
a  great  many  more  and  larger  ones  was  urged  for  the 
1916  campaign. 

Ordinances 

In  some  instances  the  Clean-U|j  movement  has 
crystallized  into  an  ordinance  making  it  unlawful  for 
any_,i)erson  to  deposit  on  any  lot  or  tract  of  land  within 
the  city  limits,  tin  cans,  waste  ])aper,  or  rubbish  of  any 
kind. 

In  St.  Paul  the  Health  Department  is  empowered 
to  clean  up  vacant  lots  when  the  owners  fail  to  do  so 
and  assess  the  cost  against  the  property. 


Paterson,  N.  J.,  ])roIiibits  the  dumping  uf  refuse  on 
vacant  lots. 

A  Toledo  ordinance  |)rohibits  the  sweeping  of  side- 
walks during  the  day,  obstruction  of  sidewalks  with 
tables  and  fruit  stands,  and  the  distribution  of  hand- 
bills. 

The  Los  Angeles  Weed  Cleaning  Ordinance  calls 
for  the  removal  of  weeds  from  vacant  lots  in  the 
spring  and  fall,  and  a  request  for  a  revolving  fund  of 
$15,388  has  been  made  to  the  Council  by  the  Board  of 
Public  AVorks.  The  ordinance  provides  that  prop- 
erty owners  must  have  removed  from  their  vacant  lots 
all  weeds  in  the  two  weeks  following  the  third  Monday 
in  April ;  otherwise  the  work  Avill  be  done  by  the  City 
and  the  cost  charged  to  the  property  owner  and  col- 
lected along-  with  the  taxes.  The  ordinance  also  pro- 
vides for  a  fall  clean-up. 

New  York  avoids  a  set  time  for  Clean-Up  by  the 
provisions  of  its  charter,  which  makes  it  the  duty  of 
the  department  to  remove  and  dispose  of  light  rubbish 
and  refuse  as  often  as  the  public  health  and  the  use 
of  the  streets  require,  and  since  this  document  was 
written  public  attention  has  been  brought  to  the  ne- 
cessity for  this  work  as  fire  prevention  and  thus  has 
added  to  its  importance.  Because  the  materials  are 
light  and  may  be  distributed  over  the  streets  the 
ordinance  provides  that  all  light  refuse  likely  to  be 
blown  about  the  streets  shall  be  properly  wrapped, 
boxed  or  secured.  Large  cards  such  as  are  used  for 
notifying  express  companies  to  call  are  placed  in  the 
windows  and  the  rubbish  cart  calls  at  the  door. 

Waste  a  Source  of  Revenue 

Tin  cans  and  rubbish  as  a  source  of  revenue  must 
not  be  lost  sight  of.  For  instance,  one  city  collected 
37,000  tin  cans  which  were  deposited  in  the  city  dnnrp. 
These  cans  might  have  been  sold. 

A  Missouri  city  possessed  but  two  miles  of  paved 
streets,  which  were  a  continual  source  of  annoyance 
because  they  were  not  kept  clean.  'Jlie  city  possessed 
neither  a  sprinkler  nor  a  cleaning  system,  and  there 
was  no  money  in  the  treasury  for  either.  The  wom- 
en's clubs  besought  the  merchants  on  these  streets  to 
turn  over  to  them  whatever  funds  they  could  spare  to 
buy  a  sprinkler.  This  done,  a  second-hand  sprinkler 
was  bought.  With  extraordinary  fore-sightedness 
the  women  noted  the  amount  of  dirt  on  the  pavement, 
and  so  before  turning  the  sprinkler  on  the  streets  sold 
v$100  worth  of  the  dirt  and  had  the  remainder  carted 
tf)  the  low  ))laces  that  needed  filling  in  in  the  cemetery. 
In  this  manner  they  utilized  their  foe  for  revenue. 

Cost 

The  unit  cost  is  almost  impossible  to  obtain  as 
most  cities  do  not  keep  an  accurate  account  of  same. 

Philadelphia  removed  140,000  cubic  yards  of  waste 
material  at  a  net  cost  of  9  cents  per  cubic  yard,  and  a 
gr(xss  cost — which  includes  every  item  of  expense — 
slightly  in  excess  of  12  cents  per  cubic  yard,  or  5  cents 
per  family.  One  hundred  and  thirty-two  dollars  and 
forty-eight  cents  represents  the  unit  cost  per  square 
mile  for  making  129  square  miles  of  city  area  cleaner 
and  brighter. 

A  tour  through  any  city  on  the  first  day  after 
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Clean-Up  Week  would  convince  tlie  most  incredulous 
that  in  promotinj^'  this  movement  the  municipality 
had  materially  lessened  the  fire  risk  and  made  a 
marked  improvement  in  sanitary  conditions.  Every- 
where are  heaps  ©f  waste  materials  and  discarded  art- 
icles, such  as  old  bed  sprinj^s,  mattresses,  sofas,  glass, 
crockery,  stoves,  carpets,  baby  coaches,  piled  along 
the  curb  line. 

The  following  are  some  of  the  results  conceded 
worth  while  in  most  of  the  cities  engaged  in  the  move- 
ment : 

A  continU(jus  campaign  accomplishing  permanent 
good. 

Stimulation  of  business.  (A  canvass  of  the  cities 
of  the  United  States  having  clean-up  campaigns  re- 
sulted in  the  showing  that  71  per  cent,  of  the  merch- 
ants were  positive  that  their  business  had  been  in- 
creased.) 

Improvement  of  housing  conditions. 
Distinct  educational  value  for  the  young. 
Prohibition  of  open  garbage  cans  in  some  cities. 
Sanitation  in  the  handling  of  food  products. 
Better  laws  and  methods  in  the  disposal  of  garbage 
and  rubbish. 

Reduction  in  fire  loss ;  thus  reduction  in  insurance 
rates. 

Elimination  of  unsightly  lots  and  spots. 
,  Hundreds  of  school  gardens. 

Renovation  in  most  of  the  homes  in  a  way  they 
had  never  been  renovated  before. 

A  great  reduction  in  the  number  of  flies  and  mos- 
quitoes. 

A  stimulation  of  civic  pride  and  cleanliness  and 
safety  of  the  home. 

A  united  effort  by  practically  the  entire  popula- 
tion toward  an  end  for  the  public  good. 


The  education  of  school  children  toward  a  better 
idea  of  living  conditions. 

The  razing  of  dangerous  buildings. 

Elimination  of  public  dumps,  prospecti\  c  early  eli- 
mination of  many  more. 

Hundreds  of  new  street  litter  cans. 

Higher  standards  of  the  peo])le  for  home  and  city. 

Cleaner  yards  and  vacant  lots. 

DistriI)ution  of  thousands  of  fruit  and  shade  trees. 

Collection  of  combustible  waste  by  Salvation 
Army,  relieving  Street  Cleaning  lJe])artment,  and  re- 
ducing dump  evil. 

Development  of  community  spirit  through  united 
action  in  a  movement  for  public  welfare. 

Safer,  cleaner,  healthier  and  more  beautiful  cities. 

Recommendations  for  1916 

Special  effort  to  devise  some  workable  plan  to  at- 
tack successfully  the  problem  of  the  vacant  lot. 

Special  stress  laid  on  the  downtown  section  by  or- 
ganized effort  of  the  residents  and  owners  of  down- 
town buildings. 

Some  organized  effort  to  interest  manufacturers. 

Instruction  of  all  inspectors. 

Revision  of  city  ordinances. 

A  "vigilance  committee"  made  up  of  people  with 
leisure  time  and  who  are  willing  to  devote  it  to  the 
campaign. 

Uniform  reports  from  schools. 

Some  methods  to  bring  about  better  conditions  on 
streets  and  alleys. 

Greater  effort  toward  securing  the  use  of  proper 
receptacles  for  garbage  and  rubbish,  and  the  adequate 
removal  of  same. 

Some  jilan  for  securing  observance  of  the  law  for 
tenants  as  well  as  landlords  of  tenement  houses. 


The  Schoop  Metal  Spray  Process 

Coating  Surfaces  of  any  Nature  with  any  Metal,  Demonstrated 
at  University  of  Toronto.    Paper  read  at  McGill  University 

By  T.  Stanfield  Worthington 


A  new  process  of  coating  objects  of  almost  any 
nature,  Avith  any  kind  of  metal,  has  recently  been 
placed  before  the  public  in  demonstration  at  McGill 
and  Toronto  Universities.  The  invention  is  not  at 
all  a  new  one,  but  is  the  culmination  of  years  of  re- 
search work  by  Dr.  Max  Ulrich  Schoop,  of  France, 
an  electro-chemist  of  international  reputation.  Solid 
particles  of  any  metal  are  rendered  molten,  atomized, 
and  projected  on  metal  or  other  surfaces  so  that  they 
form  an  amorphous  part  thereof  rather  than  simply  a 
thin  covering  which  will  wear  oft'  by  abrasion,  oxida- 
tion, or  corrosion. 

No  surface  of  any  nature  whatever  is  too  small 
nor  too  large  to  receive  a  coating  of  almost  any  metal, 
varying  in  thickness  from  1/lOOOths  of  an  inch  to  as 
thick  as  may  be  desired. 

As  already  stated,  the  process  of  spraying  metal 
is  not  a  new  one ;  crude  attempts  had  been  made  of 
applying  metal  to  surfaces  by  pouring  molten  metal 
into  a  high-pressure  jet  of  steam  directed  at  the  ob- 
ject. This  process  was  very  unreliable  and  inefficient, 
and  was  ultimately  abandoned.  Experiments  with 
spraying  hot  metal,  however,  showed  that  adhered 
coatings  were  sometimes  formed.  These  observations, 
together  with  those  of  the  spreading  and  adhesive 


action  of  bullets  fired  at  an  iron  plate,  .suggested  a 
combined  apparatus  for  pulverization  and  deposition 
which  proved  a  vast  improvement  on  previous  pro- 
cesses.   This  apparatus  is  now  in  quite  extensive  use. 

Apparatus 

The  essential  parts  of  the  machine,  or  "pistol,"  as 
it  is  called,  are  a  combined  melting  and  spraying  jet, 
and  a  feed  mechanism.  The  metal,  in  the  form  of  rod 
or  wire,  is  fed  to  the  melting  flame,  which  is  formed  by 
coal-gas,  water-gas,  acetylene,  or  hydrogen — burning 
in  air  or  oxygen,  according  to  the  metal  used.  The 
gases  are  supplied  at  such  pressures  as  to  insure  a 
highly  de-oxidizing  flame  and  yet  prevent  blowing  out. 
The  spraying  jet  is  carbon  dioxide,  nitrogen,  air,  or 
steam,  and  is  fed  at  such  a  pressure  as  to  produce 
sufficient  velocity  for  successful  coating.  The  various 
pressures  must  be  kept  constant  by  accurate  gauges 
and  reducing  valves.  The  feeding  of  the  wire  is  ac- 
complished by  a  small  pneumatic  motor,  driven  by 
the  spraying  medium,  either  in  series  or  parallel  with 
the  main  jet.  The  dimensions  of  the  wire  nozzle  and 
feed  mechanism  vary  with  the  different  metals,  and 
are  so  designed  as  to  be  readily  interchangeable.  For 
small  work,  hand  operation  is  sufficient ;  but,  when 
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large  work  is  undertaken,  it  is  more  convenient  to 
have  mechanical  traverse  and  control. 

To  obtain  the  best  adhesion,  the  surface  on  which 
the  metal  is  sprayed  must  be  thoroughly  clean  and 
of  an  open  nature  to  give  a  key  for  the  deposit.  Sand 
blasting  with  sharp  sand  has  been  found  best,  shot 
giving  too  polished  a  surface.  Such  surfaces  as  fab- 
rics, wood,  unglazed  earthenware,  and  asbi!stos  require 
only  freedom  from  grease,  as  their  surfaces  give  a 
natural  key.  The  mention  of  wood  and  fabrics  as 
suitable  substances  to  coat  by  means  of  an  apparatus 
in  which  an  intense  flame  is  used  may  cause  some 
surprise,  which  will  be  increased  by  the  statement  that 
celluloid,  and  even  explosives,  can  be  safely  sprayed 
with  metal. 

Jet  Design 

With  a  given  design  of  jet  there  is  only  a  certain 
volume  left  by  the  air-jet  which  can  be  filled  with 
flame,  and  this  flame  has  a  limiting  temperature  which 


Plan,  Elevation  and  Sections  of  "Pistol." 


cannot  be  exceeded.  The  wire,  passing  through  this 
cone  of  flame,  is  melted,  partly  by  radiation,  but 
chiefly  by  conduction.  There  is  a  definite  limit  to  the 
amount  of  heat  which  can  be  picked  up  by  the  wire 
])assing  through  the  flame,  and  a  definite  limit  to  the 
rate  at  which  it  can  be  melted,  which  cannot  be  in- 
creased by  forcing  more  gas  into  the  flame,  as  the  ex- 
tra gas  is  merely  blown  away  by  the  air-jet.  It  is 
])ossible  to  increase  the  rate  of  melting  by  shaping 
the  nozzles  so  as  to  leave  room  for  a  larger  cone  of 
flame.  There  is,  therefore,  a  definite  and  most  econ- 
omical (|uantity  of  gas  which  should  be  used  in  the 
pistol,  this  (juantity  being  about  1.5  cubic  foot  of 
liy(H-()gcn  i)er  minute  and  0.5  cubic  foot  of  oxygen,  or 
about  0.8  cubic  foot  of  coal-gas  to  0.65  cubic  foot  of 
oxygen  for  the  present  standard  designs. 

The  outer  jet  ])erforms  a  threefold  purpose ;  it 
keeps  the  wire  and  nozzles  cool,  cools  the  object,  and 
produces  the  requisite  velocity.    The  velocity  of  the 


air  leaving  the  jet  will  be  independent  of  the  Volume 
discharged,  and  depends  only  upon  the  pressure  at 
the  jet,  so  long  as  there  is  no  disturbance  due  to  the 
entraining  of  air  from  the  surrounding  atmosphere. 
This,  of  course,  will  actually  occur  in  practice,  and 
the  layer  of  air  must  have  a  certain  thickness  in  order 
to  prevent  its  being  broken  up  and  its  velocity  des- 
troyed by  mixing  with  the  surrounding  atmosphere. 
In  addition  to  this  the  air-jet  has  to  atomize  the  molt- 
en metal,  and  accelerate  the  particles  up  to  its  own 
velocity. 

As  at  present  constructed  the  standard  pistol  uses 
about  0.55  to  0.6  cu.  ft.  per  minute  for  every  pound 
per  square  inch  of  air  pressure,  so  that  with  an  air 
supply  at  80  lbs.  per  sq.  in.,  which  is  a  very  suitable 
figure  for  ordinary  spraying,  the  air  consumption  will 
be  from  45  to  50  cu.  ft.  per  minute.  The  mass  of 
this  air  will  be  from  830  to  920  grammes,  and  the  mass 
of  metal  sprayed  will  amount  to  about  8  grammes  in 
the  case  of  iron  to  about  200  grammes  in  the  case  of 
lead. 

Deposition 

The  action  of  deposition  is  probably  a  complex  one. 
The  minute  particles  of  solid  metal  are  driven  with 
such  force  against  the  object  that,  in  some  cases,  they 
fuse,  but  owing  to  their  small  relative  size,  are  prompt- 
ly chilled  by  the  object  to  which  they  adhere.  In 
addition,  the  suddenly  chilled  particles  are  possibly, 
or  even  probably,  in  the  state  of  unstable  equilibrium 
found  in  "Prince  Rupert's  Drops,"  and  act  like  so 
many  minute  bombs,  bursting  on  impact  into  almost 
molecular  dimensions,  and  penetrating  the  smallest 
cracks  and  fissures  of  the  object. 

The  process  requires  some  care  in  manipulation, 
as,  by  varying  the  conditions  it  is  possible  to  spray 
porous  or  non-porous  coatings,  and,  with  some  metals, 
anything  from  a  pure  metal  to  a  pure  oxide.  With 
care,  however,  non-porous,  oxide-free,  adhering  coat- 
ings can  be  produced  of  almost  any  metal  on  almost 
any  solid.  In  addition  to  metals,  it  is  possible  to 
spray  fusible  non-metals,  or,  by  standard  wires,  alloys 
of  metals,  or  mixture  of  metals,  with  non-metals. 

Uses  of  Metal  Spraying 

The  process  is  so  new  that  its  uses  are  still  partly 
to  be  developed,  but  it  is  easy  to  see  that  it  may  have 
far-reaching  value  for  protective  coatings  against 
weather  or  fire,  for  ornamental  work,  for  electrical 
work,  for  the  production  of  special  alloys,  for  joint 
making,  and  for  many  other  purposes. 

Quite  in  a  dififerent  category  comes  that  of  very 
fine  casting.  The  surface  of  a  pattern  polished  or 
slightly  greasy  is  most  minutely  copied,  and  it  is  pos- 
sible to  produce  process  blocks  very  rapidly.  It  may 
also  be  useful  to  line  molds  before  pouring  in  the 
metal. 

The  bulk  of  the  work  has  hitherto  been  carried  on 
in  laboratories,  but  the  ai)paratus  is  gradually  becom- 
ing used  in  the  more  progressive  factories  where  ex- 
tended facilities,  and  the  knowledge  of  specialized  re- 
tjuirements,  will  insure  rapid  improvements  in  tech- 
nique and  results. 

The  Metal  Coating  Company  of  Canada,  Montreal, 
holders  of  the  Canadian  patents  on  this  ])rocess,  gave 
an  interesting  demonstration  of  the  process  at  tlu- 
University  of  Toronto  from  April  10  to  15  inclusive. 
Many  interesting  specimens  and  samples  of  the  pro- 
cess were  on  exhibit,  and  many  practical  i;perations 
were  performed  for  the  benefit  of  visiting  business 
men. 
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Clay  Qualities— Testing  and  Sampling 

To  Overcome  Difficulties  in  Manufacture  and  Ascertain 
the   Possibilities   of   a   Profitable   Business  (Cone.) 

By  H.  B.  Henderson 


The  burnins>'  ranj^e  temperature  is  most  important. 
7"here  are  many  clays  and  shales  which'  will  burn  to  a 
]:)eautiful  product  at  a  certain  temperature,  but  fail 
either  above  or  below  this  temperature.  A  sample 
ware  burned  at  this  temperature  mi^ht  induce  one  to 
build  a  plant  for  the  manufacture  of  the  ware,  but  com- 
mercial operations  would  soon  develop  the  fact  that 
the  material  was  impossible  and  the  plant  doomed  to 
failure. 

Limey  cla)'s  often  burn  red  at  low  temperatures, 
due  to  the  iron  content,  but  at  hig'her  temperatures 
when  the  lime  bet^ins  to  act,  the  iron  is  taken  up  with 
the  lime  to  form  a  lime  iron  silicate,  which  has  a  buff 
^reen  color. 

A  small  amount  of  finely  divided  lime  in  a  clay  has 
no  material  effect,  but  as  the  lime  increases  in  quantity 
it  be,s;ins  to  get  the  lime}'  color  and  short  burnini:;- 
rano^e  effect  noted  in  heat  curves.  Still  his/her  quanti- 
ties may  act  as  a  refractory  and  prevent  the  mass  from 
fusing",  but  such  very  high  limey  clays  Avill  slake  and 
crumble  to  pieces  when  exposed. 

Gypsum  (sulphate  of  lime)  is  frequently  found  in 
clays.  It  is  the  mineral  which  causes  scumming,  and 
any  clay  ware  suitable  for  face  building  material 
should  be  tested  for  this  trouble.  Gypsum  does  not 
dissociate  at  low  kiln  temperatures  and  consequently 
nia}^  not  act  as  a  flux.  When  it  develops  as  a  white 
coating"  it  goes  through  the  fire  unchanged,  and  the 
ware  is  unsig'htly  in  consequence.  This  is  particularly 
true  in  oxidizing  kiln  conditions.  Under  reducing 
conditions,  the  sulphate  breaks  up  and  the  lime  content 
is  set  free  to  pla}'  the  part  of  lime,  and  this  may  occur 
at  a  temperature  when  the  ware  may  have  nearly  ap- 
proached the  failing"  point,  and  this  additional  flux  in- 
troduced may  be  the  last  straw.  When  the  surface  is 
heavily  coated  with  it,  it  may  increase  the  density  of 
the  surface  materially  and  cause  increased  shrinkage. 
Tf  the  ware  has  lamination  the  result  would  be  to  crack 
the  surface  and  perhaps  cause  it  to  curl  up  and  peel  off. 

Iron 

Every  cla}'  contains  iron  in  some  form  and  in  some 
degree,  but  any  detailed  discussion  of  iron  in  clay  is 
far  beyond  the  limits  of  this  paper.  Briefly,  the  iron 
may  be  present  as  a  ferric  (red)  oxide,  and  it  is  to  this 
that  the  red  color  is  due ;  it  may  be  ferrous  oxide,  or  a 
carbonate,  or  a  sulphide,  or  a  constituent  of  some  of 
the  silicate  minerals.  It  can  be  seen  at  a  glance  that 
its  effect  as  a  coloring  agent  Mall  largely  depend  upon 
the  state  in  which  it  occurs  in  the  clay.  As  a  red  stain, 
coating  each  grain  of  clay,  it  would  have  the  maximum 
coloring  power.  As  mineral  grains  its  coloring  power 
depends  upon  the  disassociation  of  the  mineral  at  kiln 
temperatures  and  upon  the  fineness  and  distribution 
through  the  clay  mass. 

Usually,  Avhen  in  the  form  of  a  mineral  other  than 
the  ferric  oxide,  a  part  or  all  of  it  passes  into  some 
other  mineral  form  and  it  is  lost  as  a  red  coloring 
agent.  For  instance,  in  the  form  of  di  sulphide  (iron 
pyrites),  when  sulphur  is  driven  off,  the  iron  remains 
as  ferrous  oxide,  in  which  form  it  is  an  active  flux  and 
readily  takes  up  silica,  lime,  etc.  If  the  kiln  condi- 
tions are  oxidizing-,  some  of  the  ferrous  oxide  will  be 


oxidized  to  the  red  oxide  and  serve  to  color  the  ware 
red,  but  a  part,  and  the  greater  part,  will  be  ferrous 
oxide  which  will  combine  with  silica  to  form  a  black 
silicate.  Such  clays  will  first  develop  a  red  color  from 
the  free  red  oxide  present,  then  become  red-brown,  the 
brown  due  to  the  effect  of  the  black'  silicate,  hence 
good  color  range  may  be  \  ery  short  and  varying-.  As 
a  red  stain  on  the  grains  of  clay,  and  without  any  ap- 
preciable amount  of  other  iron  minerals  the  red  color 
may  continue  even  until  the  ware  is  burned  to  glassi- 
ness.  Iron  carbonates  will  behave  the  same  as  the 
sulphides  so  far  as  color  effect  is  concerned 

This  again  shows  how  futile  chemical  analyses  are 
in  determining  the  value  of  common  clays,  and  also 
how  important  it  is  to  determine  the  burning-  range 
which  at  the  same  time  determines  the  color  range. 
We  may  have  beautiful  ware  at  a  certain  temperature 
and  there  might  be  a  safe  burning  range,  but  the  color 
range  may  be  very  unsatisfactory. 

Iron  sulphide  is  frequently  the  cause  of  "popping." 
The  little  spot  in  the  center  of  the  "pop"  will  be  red  or 
black  and  will  appear  at  a  low  red  heat  below  cone  010 
if  due  to  iron  minerals. 

The  danger  from  iron  pyrites  is  dependent  upon  the 
quantity  and  state  of  aggregation.  Thus,  5  per  cent, 
of  20  to  40-mesh  pyrites  would  not  be  noticeable  in 
ordinary  stiff'  mud  products,  while  5  per  cent,  of  16  to 
20-mesh  pyrites  would  cause  some  popping-  and  where 
a  grain  happened  to  lie  near  the  surface,  a  small  frag- 
ment would  fly  off,  destroying  surface  effect.  If  the 
quantity  is  large,  as  sometimes  happens,  the  volume 
change  of  the  pyrites  may  be  great  enough  to  burst  the 
I)rick. 

Iron,  when  in  the  form  of  pyrites,  gives  its  greatest 
trouble  in  burning-.  The  sulphur  begins  to  come  off 
at  a  low  temperature,  but  it  does  not  come  off  com- 
pletely at  any  temperature,  although  the  greater  part 
of  it  can  be  roasted  out  before  the  clay  becomes  vitri- 
fied. Any  sulphur  g;iven  off"  after  the  mass  becomes 
vitrified  will  cause  blebs  in  the  mass — bloated  ware, 
familiar  to  nearly  every  clayworker.  The  swelling-  of 
ware  in  continuous  kilns,  which  nearly  every  operator 
of  a  continuous  kiln  has  experienced,  is  probably  a  sul- 
phur trouble  due  to  the  sulphur  gases  of  the  kiln  and 
not  to  the  sulphur  in  the  clay. 

Magnesia  is  always  present,  usuallv  in  small 
amounts  and  gives  no  trouble.  It  may  be  in  the  form 
of  a  carbonate  (dolomite  and  magnesite)  or  as  a  con- 
stituent of  some  silicate.  Small  amounts  of  magnesia 
are  said  to  be  beneficial  as  a  flux,  in  that  they  produce 
toughness.  In  large  amounts,  we  have  found  the  ma- 
terial to  have  a  short  burning  range  similar  to  the  be- 
havior of  lime.  Magnesia,  potash  and  soda  in  the 
form  of  sulphates  cause  efflorescence — the  white  scum 
which  comes  out  on  the  wall  after  the  brick  are  laid  ; 
indeed,  it  oftei-i  appears  on  the  \\  are  in  the  piles  on  the 
yard. 

Carbon 

Carbon  gives  lots  of  trouble  and  if  the  clay  is  dark 
colored,  the  burning  should  be  Avatched  closelv  and  a 
proper  test  should  cmer  this  feature.  Carbon  is  a 
reducing  agent,  i.  c,  it  takes  oxygen  from  other  min- 
erals.     Until  the  carbon  is  burned  out  oxidation  of 
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other  minerals  cannot  take  place  and  in  their  reduced 
condition  they  ma}'  be  active  fluxes.  On  the  one  hand, 
we  have  fluxes  producing"  a  vitrous  impermeable  body, 
and  on  the  other  hand,  we  have  carbon  and  sulphur 
gases  unable  to  escape  as  they  develop,  and  instead, 
fill  the  mass  with  blebs  which  become  larger  and 
larger  as  the  temi^eratur'e  advances. 

Laboratories  properly  e(piip])ed  ha^'C  machines  for 
the  se\  eral  i)rocesses  which  duplicate  commercial  con- 
ditions and  are  especially  adapted  to  develop  the  diffi- 
culties in  the  cla^'.  The  laboratory  machines  are  ne- 
cessarily small  and  the  results  are  largely  dependent 
upon  the  experience  of  the  operator  and  his  knowledge 
of  commercial  operations.  The  tests,  to  be  of  value, 
must  be  practical,  and  a  laboratory  equipped  with 
machinery'  for  practical  operations  would  require  mach- 
ines of  all  tA^pes  and  would  be  a  greater  institution 
than  any  factory,  which  is  out  of  the  question. 

The  point  is  this :  Materials  are  sent  in  with  the 
request  that  samples  of  sewer  pipe,  brick,  stif¥  mud 
and  dry  pressed  tile,  hollow  ware,  etc.,  be  submitted 
with  the  report.  This  is  clearly  beyond  the  province 
of  a  laboratory  test.  The  laboratory  test  digs  into 
the  behavior  of  the  clay  in  every  stage  of  the  manufac- 
ture and  the  tests  are  extreme  in  order  to  search  out 
every  weakness  in  the  clay.  All  the  products  of  the 
machines  are  subjected  to  subsequent  tests  which  en- 
deavor to  destroy  the  product  in  order  to  determine 
the  limits  of  the  clay  in  every  step  of  the  manufacture. 

Presentable  ware  is  not  practical  in  a  laboratory 
test  except  the  test  be  repeated  under  conditions  in 
each  stage  which  the  real  test  has  shown  to  be  best. 
This  subsequent  work  belongs  to  the  manufacturer  of 
equipment.  The  manufacturers  of  machinery  are  in- 
terested in  the  sale  of  such  machinery  and  are  pre- 
pared to  make  tests  of  clays  in  their,  machinery  which 
will  show  how  good  a  quality  of  ware  can  be  pro- 
duced. More  should  not  l)e  expected  of  them,  and 
herein  lies  the  cause  of  man}^  failures.  One  cannot 
expect  a  manufacturer  of  equipment  to  go  outside  of 
his  field  to  search  out  the  faults  of  clay.  He  tests  the 
clay  honestly  and  sends  back  the  results  of  the  test, 
and  is  expected  and  expects,  to  give  guarantees  in  re- 
g"ard  to  the  Avorking  behavior.  R  is  not  his  fault  if 
the  clay  has  had  drying  (|ualities.  short  burning  range, 
scumming  or  efflorescence  difficulties,  bad  color  or  lack 
of  color  range.  Neither  his  machinery  nor  his  test  is 
iit  fault  if  the  clay  contains  iron  pyrites  or  concretion- 
ary iron  or  lime,  if  it  develops  cooling  cracks  or  is 
seriously  handicapped  by  porosity  or  lack  of  hardness 
range. 

Cause  of  Failures 

The  manufacturer  knows  what  his  equipment  will 
do  with  the  material  and  there  his  responsibility  should 
end.  If  failure  follows,  the  fault  largely  lies  with  the 
owner  of  the  material  or  the  promoter  of  the  project. 
The  work  of  an  occulist  and  optician  are  a  parallel ;  the 
one  tests  your  eyes,  the  other  fits  your  glasses  to  them. 
If  the  eyes  are  normal,  if  they  are  not  defective  other 
than  mere  focal  adjustment,  the  optician's  work  is  sat- 
isfactory, otherwise  not.  In  clayworking  the  time  to 
settle  such  (picstions  is  before  the  plant  is  built,  not 
afterward. 

A  recent  test  is  illustrative.  'I'lu'  material  i-cquired 
an  excessive  amount  of  water  to  pug  and  it  changed 
quickly  from  a  mealy  mass  to  one  too  soft  to  work. 
Unless  tempered  just  right,  there  is  danger  of  break- 
ing the  machine  on  one  hand,  or,  on  the  other  hand, 
ware  too  soft  to  handle.  Tliis  fact,  small  as  it  seems, 
should  be  brought  out  and  the  factory  equipped  for  a 
more  unif<jrm  degree  of  pugging  than  is  generally  pro- 


vided. Thousands  of  dollars  may  be  lost  in  factory 
operations  before  this  fault  is  determined  and  cor- 
rected. 

In  the  laboratory  tests  it  is  often  necessary  to  sup- 
plement the  tests  by  chemical  or  mineralogical  re- 
search. These  are  of  little  value  alone,  but  are  often 
of  great  value  in  determining  the  cause  of  failure. 

Nearl}^  every  clayworker  appreciates  the  troubles 
and  loss  in  drying.  One  may  build  a  dryer  and  if  it 
fails,  build  another,  and  another,  if  his  money  holds 
out,  until  he  has  found  a  satisfactory  one  or  proven 
that  the  clay  cannot  be  profitably  dried.  Many  have 
done  this.  We  have  seen  clays  possessing  all  the  de- 
sirable machine  qualities  with  none  of  the  defects,  yet 
they  would  persistently  crack  under  all  degrees  of 
drying  treatment  that  might  be  commercially  practic- 
able. The  burning  range  was  sufficient  and  the  color 
good,  but  the  clay  was  worthless  because  the  market 
would  not  warrant  the  expensive  treatment  necessary 
to  insure  reasonably  good  ware. 

Laboratories  cannot  be  equipped  with  all  types  of 
dryers,  but  must  be  equipped  to  determine  the  drying 
qualities  of  a  clay.  Ohio  probably  has  more  good  and 
fewer  bad  clays  than  any  state  in  the  Union.  Of  the 
sixty-eight  known  clays  tested,  only  15  per  cent,  were 
first  class,  namely :  That  could  be  safely  dried  in 
twenty-four  hours  or  less;  51  per  cent,  were  second 
class,  requiring-  from  thirty-six  to  seventy-two  hours 
to  dry  safely ;  19  per  cent,  required  from  seventy-two 
hours  to  one  week  to  dry  safely,  and  15  per  cent,  re- 
quired some  preliminary  treatment  to  make  them  prac- 
tical. These  dryers  ma}^  be  operated  as  sample  dry- 
ers duplicating  commercial  dryers,  or  they  may  be 
adapted  to  special  humidity  conditions. 

Shrinkage 

Drying  and  burning  shrinkages  are  obtained  by 
marking  the  test  bars  with  an  instrument.  The  points 
are  set  accurately  100  mm.  apart.  When  the  ware  is 
finished  and  set  to  dry,  it  is  stamped  very  lightly,  leav- 
ing a  sharp  yet  distinct  impression.  At  any  stage  of 
the  test  thereafter  the  distance  between  the  point 
marks  may  be  read  directly  in  percentage  on  a  milli- 
meter scale.  As  a  method  adapted  to  all  classes  of 
clays  we  find  it  superior  to  anything  yet  proposed. 

The  burning  requires  a  variety  of  kilns  and  must 
be  under  the  direction  of  somecMie  who  has  a  knowledge 
of  combustion  and  the  effect  of  oxidation  and  reduction 
of  pimpling,  black  coring",  bloating  and  other  burning 
difficulties.  A  description  of  these  kilns  is  out  of  place 
here,  but  suffice  it  to  say  laboratory,  kilns  are  very  in- 
adequate for  burning"  sample  ware,  but  they  have  been 
designed  and  are  operated  to  determine  the  difficulties 
in  burning"  clay  wares. 

Following"  the  burning  comes  the  examination  and 
testing  of  the  ware,  hardness  and  porosity,  sometimes 
a  freezing^  and  thawing"  test  is  required  to  determine 
the  value  of  the  product.  Color  and  color  range  must 
be  considered  and  this  involves  getting  a  series  of  re- 
sults at  different  temperatures.  A  clay  may  burn 
light  red,  dark  red  to  brown  within  three  cones.  An- 
other may  be  dark  red  through  a  range  of  five  or  six 
cones.  If  we  select  the  dark  red  of  the  first  to  com- 
pare with  a  dark  red  of  the  second,  it  may  have  the 
better  color,  but  because  of  the  limited  range  of  good 
color  it  is  doubtful  material  for  a  profitable  business. 

Ordinarily  we  carry  the  burning  through  a  range  of 
fourteen  cones,  07  to  7,  which  includes  the  average 
commercial  kiln  temperatures,  not  counting"  pottery  or 
refractories.  The  greater  mmiber  of  red  burning 
clays  fail  at  or  below  cone  7.     On  the  other  hand,  an 
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occasional  clay  develoi^s  a  good  body  below  cone  07,  as 
sliown  in  curves  No.  2  and  No.  7. 

Scumming 

Scumming-  must  be  looked  for  and  reported  and 
tests  must  be  made  for  efflorescence.  Blistering  and 
popping  must  be  accounted  for.  Vitrification  range  is 
very  important  for  an  impervious  ware  and  besides  in 
paving  materials  tlie  character  of  vitrification  must  be 
considered. 

Attempts  have  been  made  to  develop  a  satisfactory 
laboratory  test  for  payers  without  success.  Only  a 
commercial  test,  followed  by  a  rattler  test,  is  conclus- 
ive. The  ordinary  preliminary  tests,  however,  show 
the  character  and  range  of  vitrification  and  serve  to 
eliminate  anv  clays  which  are  not  worth  further  test- 
ing. 


Third  Longest  Steel  Arch 

The  Needles  bridge,  across  the  Colorado  River  be- 
tween Arizona  and  California,  near  Needles,  Cal., 
which  was  dedicated  on  March  25,  is  the  third  longest 
steel-arch  bridge  span  in  the  United  States.  Its  592- 
ft.  arch  is  surpassed  only  by  the  840-ft.  Clifton  arch 
at  Niagara  Falls  and  the  979i^-ft.  Hell  Gate  arch  at 
New  York  City.  This  new  highway  bridge  is  the  sec- 
ond, highway  crossing  of  the  Colorado  in  the  1,000  miles 
from  its  mouth  in  the  Gulf  of  California. 

The  Needles  bridge  is  a  three-hinged  braced  steel 
arch,  592  ft.  centre  to  centre  of  end  pins  and  with 
100-ft.  rise.  The  floor,  a  22-ft.  highway,  is  suspended 
from  the  arch  ribs  in  the  middle  of  the  span  and  sup- 
ported by  posts  at  the  ends.  Approaches  at  each  end, 
of  56  ft.,  make  a  total  floor  length  of  832  ft.  The  end 
hinges  are  of  the  ordinary  pin  type,  but  the  centre 
hinges  are  of  the  ball-and-socket  type  with  a  spherical 
compression  bearing. 

The  method  of  erection  was  unique.  The  trusses 
from  both  the  California  and  Arizona  sides  were  built 
with  the  crown  end  resting  on  temporary  pilework  in 
the  middle  of  the  river  and  with  the  encl  hinges  in 
place  against  the  abutments.  One  truss  was  built  so 
as  to  rest  on  the  other.  The  tower  for  hoisting  the 
trusses  to  make  the  centre-hinge  connection  was  built 
from  the  material  that  was  later  used  in  the  floor  sys- 
tem. Sufiicient  end  bracing  was  left  from  each  truss 
to  allow  it  to  be  hoisted  into  position  without  striking 
the  tower,  which  was  slightly  narrower  than  the  width 
of  the  trusses.  The  bridge  was  designed  by  J.  A.  Sour- 
wine,  County  Surveyor,  San  Bernardino  County,  Cal- 
ifornia. The  steel  was  fabricated  and  erected  by  the 
Kansas  City  Bridge  Company.  J.  P.  Kemmerer  was 
the  construction  engineer  in  charge  of  the  work.  The 
total  cost  of  the  bridge,  exclusive  of  the  concrete  wing 
walls  for  the  abutments,  was  $75,500.  The  Federal 
Government,  the  State  of  California  and  the  State  of 
Arizona  each  contributed  $25,000,  while  the  balance 
was  furnished  by  the  County  of  San  Bernardino. — 
Eng.  News. 


A  Combination  Tamper  and  Strikeboard 

h'or  best  results,  concrete  should  be  thoroughly 
tam])ed,  and  l)e  as  dense  as  possible.  For  sidewalk 
and  road  construction  the  practice  generally  followed 
is  to  place  tlie  concrete  of  such  a  consistency  that  it 
will  not  slide  on  a  grade.  While  this  is  advantageous 
in  so  far  as  eflficient  handling  is  concerned,  it  is  not 
conducive  to  best  results  in  the  matter  of  density.  Es- 
])ecially  is  this    true    when    the    rapid  commercial 


methods  of  striking  off  arc  used  ;  the  concrete  is  merely 
sheared  ofif  to  the  desired  level,  rather  than  tamped 
down.  If  a  strikelioard  which  could  be  used  as  a 
tamper  as  well  could  l)e  made,  a  firmer  and  more  dense 
surface  would  result  than  one  from  the  shearing  ac- 
tion alone  of  the  ordinary  strikeboard.  For  this  rea- 
son handles  should  be  provided  to  the  strikeboard,  so 
that  it  can  be  worked  up  and  down  as  it  is  drawn 
alicad.  The  following  suggestion  of  such  a  coml)ina- 
tion  is  taken  from  a  report  of  the  Committee  on  Mix- 
ing and  IMacing  Concrete  as  presented  at  the  National 
Conference  on  Concrete  Road  Building,  Chicago. 

The  construction  of  the  tamper  and  strikeboard  is 
very  simple,  as  shown  in  Fig.  1,  the  strikeboard  being 
crowned  sliglitly  in  excess  of  the  finished  road  require- 
ment, while  the  tamper  is  finished  to  the  exact  cross- 
section  of  the  finished  road.  After  the  concrete  is 
struck  ofif  in  the  usual  way  for  10  or  15  ft.,  the  center 


being  left  slightly  high,  the  tamper  is  used  by  two 
men,  and  moved  forward  a  few  inches  at  each  applica- 
tion until  the  strikeboard  is  reached.  In  addition  to 
giving  the  benefits  of  tamping  for  density,  this  brings 
the  mortar  to  the  face  so  that  very  little  floating  is  ne- 
cessary to  secure  a  nicely  finished  road. 


New  Eight-room  Public  School  for 
Cochrane,  Ont. 

(Continued  from  page  381) 

The  first  floor  plan  is  similar  to  the  ground  floor, 
except  that  a  teachers'  room  takes  the  place  of  the 
principal's  room,  and  the  space  over  the  entrance  ves- 
tibule is  reserved  for  a  library.  The  staircases  are  at 
each  end  of  the  main  corridor,  and  are  built  of  oak. 

The  class-rooms  are  lighted  with  large  mullioned 
windows  from  the  left  side  only,  with  provision  for 
electric  lights.  The  walls  have  a  7-ft.  dado  of  bur- 
lap, with  a  tinted  sanded  finish  plaster  above.  The 
ceilings  are  stamped  metal,  and  all  the  floors  except 
the  basement,  which  is  concrete,  are  double,  with  in- 
sulating quilt  and  strips,  the  top  or  finish  floors  being 
hardwood.  The  ventilation  is  by  heating  ducts, 
which  take  ofif  the  foul  air,  fresh  air  being  supplied 
through  cased,  indirect  steam-heated  radiators. 
Plumbing  requirements  are  modern,  and  very  com- 
plete. 

The  school  was  designed  and  its  construction  will 
be  supervised  by  Angus  &  Angus,  architects.  North 
Bay  and  Sudbury,  Ont. 


Messrs.  T.  11.  Iligginson  Eimited,  70  Lom])ard  St., 
Toronto,  have  just  finished  the  sprinkler  svstem  in  the 
South  plant  of  the  Goldie  &  McCulloch  Co.  Ltd..  of 
Gait,  Ont.,  within  the  time  limit,  and  they  have  been 
awarded  the  contract  to  equip  the  North  jilant. 
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Montreal  Builders'  Exchange 

AlthDuo'h  the  Montreal  Builders'  Exchange  re- 
quested the  Board  of  Control  to  revise  the  schedule  of 
wages  to  be  inserted  in  civic  contracts,  the  scale  as 
adopted  shows  little  change.  In  two  or  three  inst- 
ances a  slightly  lower  fate  has  been  inserted,  but  in 
the  main  the  schedule  is  from  5  to  15c  an  hour  above 
that  paid  by  the  Ijcst  city  contractors.  The  following 
are  the  rates:  liricklayers,  55  cents  per  hour;  carpent- 
ers and  joiners,  45;  cement  finishers  (foreman)  40; 
engineer  on  the  crane,  35;  electricians,  40;  electricians' 
helpers,  2/3/  ;  do.  laborers,  22^  ;  elevators :  construc- 
tors, 35 ;  iron  workers :  structural,  35  ;  do.  ornamental, 
30;  laborers,  common,  25;  do.  on  buildings,  25;  lath- 
ers: metal,  40;  do.  wood,  35;  masons,  50;  marble  cut- 
ters, 45;  do.  setters,  45;  plasterers,  45;  painters,  40; 
plumbers,  42 >^  ;  do.  helpers,  27y2\  do.  steam  fitters, 
42)/.;  do.  steam  fitter  lielpers,  25;  stone  cutters,  50; 
sheet  and  metal  workers,  40;  tile  layers  45-50;  carters: 
single  wagon,  $3.75  per  day;  doul^lc  wagon,  $6  per 
day. 

I^^or  road  work  the  rates  are:  for  laying  curbstones 
and  rtagstones,  35  to  45  cents  per  hour ;  for  laying  pav- 
ing" blocks,  48  cents  an  hour,  and  for  asphalt,  40  cents 
an  hour.  Cement  sidewalk  finishers  are  to  be  i)aid 
42  cents  an  hour.  The  wages  of  helpers  are  tn  be 
from  20  to  35  cents  an  hour. 

Members  of  the  jVIontreal  iUiilders'  Exchange  on 
April  11  paid  a  visit  to  the  Forests'  Products  Labora- 
tories, University  Street,  Montreal.  They  inspected 
various  departments,  including  those  for  the  testing 
for  strength  of  lumber  and  for  the  creqsoting  of  lum- 
ber. The  Laboratories  have  installed  a  small  experi- 
mental plant  for  the  latter  purpose.  Experiments  are 
also  constantly  being  carried  on  with  a  view  of  determ- 
ining difl^erent  uses  to  which  Canadian  woods  can  be 
applied,  and  of  substituting  native  woods  for  purposes 
for  which  imported  woods  arc  now  employed. 

The  Montreal  Builders'  Exchange  have  made  a  re- 
quest to  be  represented  on  the  Board  of  the  Montreal 
Technical  School.  A  deputation  which  waited  on 
Sir  Lomer  Gouin,  the  Provincial  ^Premier,  received  a 
very  sympathetic  hearing,  the  Premier  promising  to 
take  the  matter  up  with  his  colleagues.  It  was  sug- 
gested by  the  deputation  that  representation  of  the 
Exchange  on  the  school  board  would  encourage  young 
men  to  become  more  technicall}^  efficient  in  the  build- 
ing trades. 


Increased  Demand  for  Canadian  Asbestos 

Before  the  outbreak  of  the  European  war  over  50 
per  cent,  of  Canada's  asbestos  was  shipped  to  Ger- 
many and  Austria,  writes  Consul  Felix  S.  S.  Johnson, 
from  Kingston.  AVhen  war  broke  out  the  two  big 
asbestos  corporations  doing  business  in  Canada  found 
matters  almost  at  a  standstill.  In  a  surprisingly  short 
time  they  found  a  new  and  larger  market  for  their 
entire  output,  with  the  result  that  the  sales  of  the  As- 
bestos Corporation  of  Canada  increased  12]/  per 
cent,  over  those  of  1914,  while  the  Black  Lake  Asbes- 
tos Co.  turned  a  deficit  of  $32,000  in  1914  into  a  profit 
of  $20,000.  Prior  to  the  war  asbestos  was  used  largely 
for'industrial  purposes,  such  as  the  making  of  shingles, 
fireproof  boards,  fireproof  curtains  for  theatres,  cover- 
ing for  machinery,  etc.  Today  Canadian  asbestos  is 
finding  a  market  in  Great  Britain,  where  it  is  being 
used  as  packing,  for  the  covering  of  boilers  and  piping 
in  the  new  ships  built,  and  for  other  ])urposes. 


Business  Prospects  Bright 

Bird  &  Son,  whose  Roofing  and  Wall  Board  fac- 
tory is  located  at  Hamilton,  report  business  prospects 
for  1916  as  exceptionally  good.  Building  operations 
and  repairs,  especially  on  the  Western  farms,  have 
been  more  or  less  held  up  during  the  last  two  years, 
and  nov^  with  money  flowing  more  freely  again,  and 
prosperity  returning,  extensive  repairs  and  new  build- 
ings are  being  pushed  rapidly.  Bird  &  Son  are  well 
posted  as  to  actual  conditions  throughout  the  country, 
having  branches  in  Vancouver,  Calgary,  Winnipeg, 
M^ontreal,  Halifax,  St.  John,  and  Edmonton,  from 
which  their  well  known  Neponset  Paroid  Roofing, 
Neponset  Wall  Board,  and  other  products  are  dis- 
tributed. 


Preparing  Harbor  Plans 

Mr.  A.  D.  Swan,  consulting  engineer,  of  Montreal, 
is  preparing  plans  for  the  mechanical  equipment  of 
harbors  in  Newfoundland,  on  the  instructions  of  the 
Anglo-Newfoundland  Development  Company.  The 
high  freights  now  Ijeing  charged  by  steamship  ov\'ners 
have  made  it  necessary  to  install  machinery  for  the 
rapid  handling  of  steamers.  Canadian  harbors  are 
not,  as  a  rule,  provided  with  complete  mechanical 
equipment,  thereby  making  the  charges  of  handling 
very  high  as  compared  with  those  prevailing  in  the 
I'tiited  Kingdom. 


Canadian  Fairbanks  Morse 

Against  a  net  loss  of  $101,099  in  1914,  the  accounts 
of  the  Canadian  Fairbanks  Morse  Company  for  1915 
sliow  a  net  profit  of  $709,048.  The  company's  recov- 
ery was  due  to  the  demand  for  machines  and  equip- 
ment for  munition  factories  and  the  enormous  harvest 
in  the  West.  Mr.  H.  J.  Fuller,  the  president,  states 
that  the  company's  facilities  are  being  at  present  taxed 
to  the  utmost,  and  prospects  are  good  for  the  balance 
of  the  year. 


Montreal  Branch  C.S.C.E. 

The  Rolling  and  Floating  Steel  Caissons  of  the 
Levis  dry  dock  were  described  by  Mr.  L.  R.  Thomson 
at  a  meeting  of  the  mechanical  section  of  the  Canadian 
!^ociety  of  Civil  Engineers,  Montreal,  on  March  30. 
The  dock,  when  finished,  will  accommodate  the  largest 
vessels  afloat,  and  is  being  built  for  the  Government 
by  M.  P.  and  J.  T.  Davis.  The  work  on  the  caissons 
is  sub-let  to  the  Dominion  Bridge  Company,  and  is 
now  in  course  of  completion. 


Correction 

In  the  description  of  the  Dale  Presbyterian  Church, 
Toronto,  which  appeared  in  last  week's  issue  of  the 
Contract  Record,  we  inadvertently  misspelled  the 
name  of  the  Eberhard-Wood  Manufacturing  Cbm- 
jiany,  the  contractors  for  the  iron  stairways. 


A  report  from  Quebec  states  that  the  I'roNincial 
Government  has  decided  to  construct  an  asphalt  road 
between  the  city  of  Quel)ec  and  Valcartier  camp.  The 
greater  part  of  the  cost  of  $125,000  will  l)e  borne  Iw  the 
Provincial  ( lovernmcnt. 
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Cement  Blocks  vs.  Bricks 

Windsor,  Out.,  April  13th,  1916. 
Editor  Contract  Record : 

We  were  very  much  interested  in  a  letter  on  the 
subject  of  "Cement  Bricks"  which  appeared  in  the 
March  29th  edition  of  your  very  excellent  magazine 
and  are  takins^'  the  liberty  of  calling-  this  gentleman's 
attention  to  certain  facts  relative  to  cement  blocks, 
which  he  has  apparently  overlooked. 

The  cement  block  has  certain  advantages  over 
brick  and  these  points  were  described  in  the  article 
written  by  W.  W.  Pearse,  C.E.,  city  architect  for  the 
city  of  Toronto.  He  states  that,  "cement  l)locks  are 
here  to  stay  as  they  appear  to  have  certain  advantages 
over  solid  brick.  Being  hollow,  they  are  warmer  and 
drier."  He  also  says,  "It  is  xevy  generally  accepted 
that  a  hollow  cement  brick  wall  is  warmer  in  winter 
and  cooler  in  summer  than  solid  brick." 

Vet  this  letter  in  your  issue  of  March  29  tells  us 
that,  "they  are  neither  as  dry  nor  as  warm  as  a  brick 
wall — you  cannot  keep  iron,  steel,  or  leather  goods  in 
a  cement  building  without  keeping  them  well  packed." 
This  gentleman  can  tell  you  in  a  very  few  words  why 
such  is  the  case.  We  venture  to  say  if  he  were  asked 
his  reply  would  be:  "Because  they  are  made  from  the 
dry-mix." 

There  you  have  the  key  to  the  situation.  Make 
yoiir  blocks  from  the  wet-mix  or  slush  concrete  and 
you  at  once  eliminate  all  the  objections  mentioned  by 
Mr.  Thompson  and  retain  the  advantages  over  iM'ick, 
described  by  Mr.  Pearse. 

Mr.  Thompson  has  been  in  the  business  twenty- 
six  years  and  apparently  does  not  know  that  poured 
cement  blocks  are  now  being  manufactured  from  the 
wet-mix  concrete  and  that  they  are  superior  to  brick. 
Clay  brick  will  disintegrate  in  time ;  cement  blocks, 
like  wine,  become  better  with  age. 

In  Mr.  Thompson's  city,  a  certain  machine  com- 
pany built  an  addition  to  their  plant  and  used  a  poured 
cement  block.  All  their  valuable  stock  and  tools 
are  stored  in  this  addition  and  the  proprietors  state 
that  the  place  is  perfectly  dry  and  that  there  is  abso- 
lutely no  sign  of  moisture  on  the  walls.  These  walls 
are  neither  lathed  or  plastered. 

We  will  admit  that  Mr.  Thompson  is  justified  in 
his  severe  criticism  of  the  cement  block,  when  he  refers 
to  the  dry-tamp  product.  However  the  wet-mix  con- 
crete is  being  substituted  for  the  dry  in  practically  all 
lines  of  cement  work  and  in  no  product  is  this  change 
more  necessary  or  beneficial  than  in  that  of  the  cement 
block. 

We  trust  Mr.  Thompson  will  agree  with  our  state- 
ment that  a  wet-mix  cement  block  is  cheaper,  costs  less 
to  lay  and  is  a  better  building  material  than  solid 
brick. 

Yours  very  truly, 

Cast  Stone  Block  &  Machine  Co.,  Ltd. 

By  F.  J.  Kinzinger,  Secty. 


Tenderer  Deserves  More  Consideration 

The  Sherbrooke  Board  of  Trade  has  passed  a  re- 
solution asking  the  Federal  Government  to  instruct 
the  different  departments  to  alter  the  present  system 
of  tendering  so  far  as  it  relates  to  the  retention  of  certi- 
fied cheques — given  as  evidence  of  good  faith — for  cer- 
tain percentages  of  contracts  tendered  on.  The  resolu- 
tion points  out  that  the  cheques  of  the  successful  bid- 
ders are  not  only  retained  but  are  cashed  and  the  pro- 
ceeds held  in  the  Government  bank  account  until  the 


respective  contracts  are  completed  to  the  satisfaction 
of  the  Government. 

This  procedure,  it  is  contended,  ties  up  unduly  and 
unnecessarily  for  indefinite  periods,  capital  and  credit 
of  the  various  contractors,  needed  in  many  cases  to 
properly  finance  them  through  the  very  contracts  they 
apply  to — a  particularly  undesirable  procedure  in  sucli 
a  young  country  which  needs  every  cent  of  capital  and 
credit  for  expansion  and  development.  While  such 
procedure  may  not  have  a  serious  or  detrimental  efifect 
in  the  case  of  large  contractors  who  have  immense 
capital,  yet  it  undoubtedly  and  frequently  deters  and 
often  debars  contractors  of  merit,  who  have  not  suffi- 
ciently abundant  capital  or  credit  to  allow  a  large 
amount  of  same  to  lie  dormant,  from  tendering  on 
public  contracts,  all  to  the  detriment  of  the  best  in- 
terest of  the  public. 

It  is  suggested  that  the  Govcrumenl  should  accept 
from  successful  tenderers  guarantee  bonds  of  ap- 
proved Trust  and  Guarantee  Companies,  in  lieu  of  ac- 
cepted cheques,  after  the  awarding  of  a  contract,  this 
method  having  been  found  satisfactory  in  many  other 
cases. 

The  Montreal  Builders'  Exchange  has  endorsed  the 
resolution  and  will  ask  other  Iniilders'  exchanges  to 
follow  this  example. 


Manitoba  Branch  G.S.C.E. 

At  the  last  regular  meeting  of  the  Manitoba  Branch 
of  the  Canadian  Society  of  Civil  Engineers,  held  at 
Winnipeg",  Mr.  Victor  Gilbault  delivered  an  interest- 
ing address  upon  the  Panama-Pacific  Exposition, 
which  was  illustrated  with  lantern  slides  supplied  bv 
Mr.  M.  C.  Hendry.  Mr.  W.  G.  Chase,  of  Winnipeg, 
explained  those  slides  pertaining  to  the  waterpower 
developments  throughout  Canada. 


The  Department  of  Mines  have  issued  bulletin 
No.  13,  being  a  description  of  the  laboratories  of  the 
Mines  Branch  of  the  Department  of  Mines,  Ottawa. 


Membersof  the  Vancouver  Branch  C.S.C.E. 
on  Active  Service 

Members — \V.  M.  Davis,  Colonel,  47th  Battalion;  J.  R. 
Grant,  Lieutenant,  Royal  Engineers;  H.  St.  J.  Montizam- 
bert,  Lieutenant,  29th  Battalion;  J.  H.  Parks,  J.  M.  Rolston, 
39th  Battalion. 

Associate  Members — H.  L.  Bodwell,  Adjutant.  4Tth  Bat- 
talion; J.  F.  Cahan,  Lieutenant,  1st  Canadian  Pioneer  Bat- 
talion; J.  R.  Cosgrove,  Lieutenant,  Div.  Engr.  1st  Canadian 
Contingent;  J.  A.  Delancey,  C.  G.  Du  Cane,  Major.  Royal 
Engineers;  M.  L.  Gordon,  LeR.  F.  Grant,  Adjutant,  Can. 
Overseas  Rly.  Constn.  Corps,  c|o  Office  1/c  Records.  Lon- 
don; N.  M.  Hall,  2nd  Lieutenant,  Royal  Engineers;  E.  N. 
Harvie,  6th  D.C.O.R.  Vancouver;  J.  B.  Holdcroft,  Serg- 
eant, 6th  Field  Co.  Div.  Engineers;  R.  G.  E.  Leckie,  Col- 
onel, 16th  Battn.  1st  Contingent;  Campbell  Macdonald, 
Lieutenant,  Eng.  Corps,  1st  Contingent;  Tlios.  Muirhead, 
Lieutenant,  30th  Battalion,  2nd  Contingent,  K.  M.  Perry, 
1st  Contingent. 

Juniors — A.  W.  McKnight,  Lieutenant,  Div.  Engrs.  1st 
Contingent:  W.  S.  Ford,  Private,  Can.  O'seas  R'ly  Constn. 
Corps. 

Students— J.  Hammer-Schou,  2nd  Contingent;  A.  E.  Hum- 
phrey, Captain,  2nd  Contingent;  J.  C.  Glanville,  1st  Contin- 
gent. 

Roll  of  Honor — D.  P.  Bell-I rving.  Lieutenant.  Divi. 
Engrs.  1st  Can.  Contingent. 
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Personal 

Mr.  Angus  Matheson,  a  brick  mason  of  Fort  Frances, 
Ont.,  has  enlisted  for  overseas  service  with  the  141st  Batta- 
lion. 

Mr.  Hugh  Walker,  a  well-known '  contractor  of  Algon- 
quin, Ont.,  has  just  returned  from  a  four  months'  visit  to 
ICngland  and  France. 

Mr.  J.  Martin  Sterling  was  the  guest  of  lionor  at  a  ban- 
quet given  by  local  engineers  in  the  Vancouver  Hotel,  Van- 
couver, B.  C,  on  the  8th  inst. 

Mr.  R.  S.  Lea,  Montreal,  has  been  in  attendance  at  the 
session  of  the  International  Waterways  Commission,  Wash- 
ington. Mr.  Lee  reported  to  the  Commission  on  the  level 
of  the  Lake  of  the  Woods,  Manitoba. 

Mr.  E.  D.  W.  Courtice,  Assistant  Superintendent  of  the 
John  Street  Pumping  Station,  City  of  Toronto,  has  resigned 
his  position  to  enter  the  employ  of  the  Hare  Engineering 
Company  Limited,  as  Assistant  Engineer. 

Mr.  N.  K.  Hay,  who  has  been  city  engineer  of  Sydney, 
N.  S.,  for  the  last  three  years,  has  resigned  his  position  to 
enlist  in  the  224th  (Forestry)  Battalion.  He  has  been 
granted  leave  of  absence  while  at  the  front. 

Mr.  John  D.  McBeath,  a  well-known  civil  engineer  ot 
Moncton,  N.B.,  has  been  given  a  commission  with  the  Can- 
adian Engineers  for  overseas  service,  and  will  leave  shortly 
for  Ottawa,  where  he  will  take  the  necessary  course.  Mr. 
McBeath  is  a  graduate  of  the  University  of  New  Brunswick, 
and  was  for  a  time  assistant  engineer  in  Moncton,  and  later 
assistant  engineer  in  Medicine  Hat. 

Lieut.-Col.  J.  A.  Hesketh,  recently  connected  with  the 
engineering  stafif  of  the  C.  P.  R.,  has  been  promoted  from 
Major  to  Officer  Commanding  the  Lord  Strathcona  Horse, 
with  the  rank  of  Lieutenant-Colonel.  I^ieut.-Col.  Hesketh  is 
well  known  in  Winnipeg,  where  he  resided  for  a  number  of 
years,  and  also  throughout  the  West.  He  is  a  graduate  of  the 
Royal  Military  College,  Kingston,  and  served  in  the  North- 
VVest  Rebellion.  He  was  director  of  bridge  work  for  the 
C.  P.  R.  throughout  the  West,  and  is  a  member  of  the  Can- 
adian Society  of  Civil  Engineers. 


Obituary 

Mr.  Frank  Anthony,  a  retired  painting  and  decorating 
contractor  of  Brampton,  Ont.,  was  accidentally  killed  f)n 
April  8  by  falling  from  the  railway  liridgc  near  firamptnu 
station  to  the  street  below. 

The  death  occurred,  on  April  9,  of  Mr.  David  A.  Mc- 
llroy,  a  prominent  manufacturer  of  Hamilton,  Ont.  Mr. 
Mcllroy,  who  was  born  in  Hamilton  thirty-seven  years  ago, 
commenced  his  business  career  as  a  junior  in  the  otfice  of 
Hendrie  &  Co.,  of  Hamilton.  Later  he  transferred  to  the 
oftice  of  the  Hamilton  Bridge  Works  Company,  in  which  he 
rose  rapidly  to  a  position  of  trust,  which  he  held  for  many 
years,  until  failing  health  compelled  his  resignation  live  years 
ago.  After  spending  a  year  travelling  in  the  south,  he  re- 
turned, with  health  improved,  to  Hamilton,  and  started  the 
Hamilton  Steel  Construction  Company.  The  news  of  his 
death  came  as  a  shock  to  his  friends,  as  his  condition  was 
not  considered  seriou.s.  until  a  few  days  before  he  died. 

The  Hare  Engineering  Company  Liniiud,  have  recently 
received  a  contract  to  install  their  Inilton  Water-cooled 
Mechanical  Stokers  in  the  new  plant  being  built  by  the  York 
Knilti^ig  Mills   Ltd.,  Toronto. 

Jf,  as  anticipated,  tlie  C.  N.  I\.  .!;"es  to  Medicine  Hat, 
Aha.,  this  year,  it  is  announced  that  the  Saskatchewan 
Bridge  and  Iron  Works  will  complete  and  operate  their 
plant  there,  employing  some  200  men. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Iron  Works,  Limited,  Owen  Sound,  Out.,  have  ol)- 
lained  a  charter. 

The  Cement  Company  of  Port  Coll)orne,  Ont.,  have  re- 
sumed operations. 

The  city  of  Ottawa  has  seventy-two  applications  for  the 
filfice  of  Works  Commissioner. 

The  International  Engineering  Company,  of  Montreal, 
report  a  profit  of  .$77,778  for  the  year  191.5. 

The  building  permits  issued  by  the  city  of  Hamilton  this 
year  to  date  represent  an  expenditure  of  .$159,315. 

The  style  of  the  Berlin  Machine  Works,  Limited,  Ham-, 
ilton,  Ont.,  has  been  changed  to  P.  B.  Yates  Machine  Co., 
Ltd. 

The  name  of  the  Chateauvert  Quarry  Company,  Limited, 
has  been  changed  to  that  of  Deschambault  Quarry  Corpora- 
tion. 

The  City  Council  of  Toronto  has  made  an  additional 
grant  of  $100,000  towards  the  cost  of  the  Toronto-Hamilton 
Highway. 

It  is  rumored  that  the  Canada  Cement  Company  have 
an  order  for  one  million  barrels  of  cement  from  the  French 
Ciovernment. 

The  Canadian  Steel  Specialty  Company,  Limited,  has 
been  organized,  with  head  office  at  Grimsl^y,  Ont.,  and  a 
capital  of  $100,000. 

The  Builders'  Exchange  of  Saskatoon,  Sask.,  at  a  recent 
meeting,  passed  a  resolution  favoring  the  erection  of  an  in- 
cinerator in  that  city. 

Messrs.  Wm.  Steele  &  Sons  Co.,  Philadelphia,  Pa.,  Arch- 
itects &  Engineers,  have  opened  an  oftice  at  Room  No.  42;! 
Uyrie  Bldg.,  Toronto. 

There  are  signs  of  a  marked  improvement  in  the  Imild- 
ing  trades  in  Toronto.  On  the  6th  inst.  the.  city  issued 
building  permits  representing  an  outlay  of  $21,700. 

Messrs.  R.  S.  and  W.  S.  Lea,  of  Montreal,  will  report  on 
inijjrovements  to  the  water  power  at  the  paper  mills  at  Pont 
l\ouge,  P.  Q.,  of  F.  W.  Bird  and  Son,  East  Walpole,  Mass. 

h'owler  Machine  Works,  Limited,  is  the  name  of  a  re- 
cently incorporated  company  with  head  office  in  Vancouver 
and  capital  of  $10,000.  to  carry  on  the  business  of  iron- 
fcnmders,  mechanical  and  electrical  engineers,  brassfounders, 
boiler-makers,  etc. 

The  building  permits  issued  by  the  city  of  Ottawa  during 
January,  February,  and  March,  1916,  totalled  $156,900— an  in- 
crease over  the  same  period  of  last  year  of  $28,475.  Ottawa 
contractors  complain  of  the  indisposition  of  the  loan  com- 
panies to  advance  money  for  large  buildings  at  the  present 
time. 

A  commission  of  water  experts,  consisting  of  Messrs.  R- 
S.  and  W.  S.  Lea,  Montreal;  F.  W.  Thorold  and  Co.,  Tor- 
onto; and  Mr.  I"".  A.  Dallyn,  sanitary  engineer  of  the  On- 
tario Provincial  Board  of  Healtli,  will  report  on  the  water 
supply  for  the  city  of  Sarnia,  Ont.  The  object  is  to  obtain 
a  better  and  larger  supply  of  water. 

The  Builders'  Exchange  of  the  City  of  .Stratford  and 
County  of  Perth,  Ont.,  held  their  annual  meeting  on  April 
(■),  marking  the  close  of  a  very  successful  year,  during  whicii 
the  membership  had  almost  doubled.  Mr.  (George  Pounder 
was  elected  president.  After  the  business  of  the  evening 
had  l)een  disposed  of  tlie  members  held  their  annual  l)an- 
([uet  at  the  Royal  Cafe. 


Contracts  Department 


News    of  Special   Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Beauceville,  Que. 

The  Town  Council  propose  to  con- 
struct a  quantity  of  concrete  sidewalk 
this  season.     Clerk,  F.  Fortin. 

Clarendon,  Que. 

The  Municipality  intend  to  spend 
$5,500  on  roads  during  this  season.  Sec- 
retary. E.  T.  Hodgins,  Shawville. 

Clinton,  Ont. 

The  Town  Council  are  considering 
extensions  to  the  waterworks  system,  to 
cost  about  $5,000.  Engineer,  J.  H.  Chant. 

Edmonton,  Alta. 

Plans  for  extensions  to  the  water  and 
sewage  systems  have  been  submitted  to 
the  City  Council  by  Engineer  .\.  Had- 
dow.  Civic  Block.  Approximate  cost. 
$15,000. 

Ely  Township,  Que. 

The  sum  of  $4,550  will  be  expended 
on  macadam  roads  this  season  by  the 
Municipal  Council.  Secretary,  G.  A. 
Racine,  Valcourt  P.  O. 

Lanoraie,  Que. 

The  Municipal  Council  intend  to  spend 
$9,000  on  road  work  during  this  season. 
Secretary,  L.  J.  Desrosiers. 

Leamington,  Ont. 

The  Town  Council  propose  to  lay  a 
number  of  gas  and  water  mains  and 
sewers.    Clerk,  R.  M.  Selkirk. 

North  Bay,  Ont. 

Tenders  on  the  construction  of  sew- 
ers will  l)e  received  until  5  p.m.,  April 
38th.  by  Town  Engineer  H.  J.  McAuslan. 

Notre  Dame  de  Portneuf,  Que. 

The  sum  of  $3,500  will  be  expended 
on  roads  this  season  by  the  Municipal 
Council.  Secretary,  N.  Marcotte,  Port- 
neuf Station. 

Ottawa,  Ont. 

The  City  Engineer,  F.  C.  Askwith, 
proposes  to  advertise  for  about  1,500 
lineal  feet  of  steel  forms  for  concrete 
sidewalks. 

Outremont,  Que. 

The  estimates  now  being  considered 
by  the  City  Council  include  the  follow- 
ing:— concrete  sidewalks,  $15,000;  sew- 
ers, $17,000;  grading  and  macadamizing, 
$.'tG,500;  granite  block  paving.  $5,350; 
garbage  destructor,  $17,700.  Clerk,  E. 
T.  Samson. 

Port  Colborne,  Ont. 

The  Canada  Cement  Company  have 
decided  to  postpone  the  construction  of 
concrete  roadways  at  their  plant. 

Saskatoon,  Sask. 

Tenders  may  be  called  shortly  for  the 
cornpletion  of  the  sedimentation  basin 
which  was  commenced  in  1914.  Cement, 


sand  and  gravel  will  he  re(|uired.  City 
Engineer,  (i.  1).  Archibald. 

St.  Catharines,  Ont. 

The  City  Council  will  shortly  call  for 
lenders  on  the  construction  of  a  relier 
sewer  on  Carlton  Street.  Prices  will 
be  asked  on  concrete  segment  block  and 
Ijrick  construction.  En,gineer,  V.  P.  Near. 

St.  Severe,  Que. 

P.  Gelinas  proposes  to  spend  $8,000  on 
the  construction  of  waterworks  this  sea- 
s(m. 

Toronto,  Ont. 

The  Boartl  of  Control  will  receive  ten- 
ders until  April  2.")th  for  excavation,  lay- 
ing and  jointing  of  waternipes,  etc.,  re- 
quired durinp-  the  3'ear.  Plans  at  Room 
320,  Citv  Hall. 

The  Board  of  Control  will  shortly 
start  work  on  improvements  on  the 
Humber  Boulevard,  including  a  concrete 
roadway  and  grading.     Estimated  cost, 

$:!i.ooo. 

The  Board  of  Control  will  receive  ten- 
ders until  April  35th  on  quantities  of  as- 
phalt, bitulithic  and  brick  block  paving, 
concrete  walks  and  curbs.  Plans  and 
specifications  at  office  of  Works  De- 
jiartment. 

Villeneuve  Township,  Que. 

Road  work  estimated  to  cost  $:i,500 
will  be  done  this  season  by  the  Muni- 
cipal Council.  Secretary,  C.  L.  Morin, 
Val  des  Bois,  Que. 

CONTRACTS  AWARDED 

Bienville,  Que. 

The  Municipality  have  let  the  contract 
for  supply  of  cast  iron  pipe  to  Drum- 
mond,  McCall,  38  Victoria  Square,  Mont- 
real, and  for  clay  pipe  to  Pruneau  & 
Company,  140  St.  Peter  Street. 

London,  Ont. 

The  contract  for  laying  asphalt  pave- 
ment on  Beaconsfield  Avenue  for  the 
City  Council  has  been  let  to  the  Stand- 
ard Paving  Company,  Central  Chambers, 
Ottawa.    Approximate  cost,  $7,000. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
contracts  to  the  following  firms  for  as- 
phalt paving: — Godson  Contracting  Com- 
pany, Manning  Chambers,  $10,900;  Con- 
structing &  Paving  Company,  Confeder- 
ation Life  Building,  $30,850;  Grant  Con- 
tiacting  Company,  Front  Street  East, 
$t,100;  Works  Commissioner  Harris, 
bitulithic,  $18,800. 

Winnipeg,  Man. 

The  Provincial  Department  of  Public 
Works  have  awarded  the  contract  for 
the  construction  of  watermains  and  other 
services  for  the  Deaf  and  Dumb  Insti- 
tute to  Nagle  &  Dunlea. 


Railroads,  Bridges  and  Wharves 

Essex,  Ont. 

The  Town  Council  propose  to  have 
plans  drawn  for  a  cement  bridge  on  \'ic- 


toria  Street,  and  will  appoint  an  Engi- 
neer.   Clerk,  R.  R.  Brett. 

Kettle  Rapids,  B.C. 

Tenders  on  the  construction  of  a  large 
steel  bridge  will  be  called  privately  by 
the  Department  of  Railways  &  Canals, 
Ottawa.  Minister,  Hon.  F.  Cochrane, 
Ottawa. 

Prince  George,  B.C. 

The  Provincial  Department  of  Pul)- 
lic  Works,  Victoria,  have  prepared  plans 
for  a  bridge  to  be  constructed  over  the 
Nechako  River,  and  have  subfnitted  them 
to  Ottawa  for  approval. 

Welland,  Ont. 

C.  J.  Laughlin,  Jr.,  is  building  an  elec- 
tric railway  from  Welland  Town  to  Wel- 
land Junction. 


Public  Buildings,  Churches 
and  Schools 

Basswood,  Man. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  5  p.m.,  April  35th 
by  the  Secretary  to  the  School  Boardi 
James  Robertson.  Architect.  Frank  R 
Evans,  901  Confederation  Life  Build- 
mg,  Winnipeg.    Estimated  cost,  $14,000. 

Birchcliff,  Ont. 

Plans  of  a  church  to  be  built  for  St. 
Nicholas  .-Anglican  Congregation  have 
been  prepared  by  Carter  &  Ford,  and 
tenders  will  be  called  shortly.  Esti- 
mated cost,  $13,000.    Brick  construction. 

Cameron,  Man. 

The  by-law  to  authorize  the  erection 
of  a  school  has  been  carried  and  F  D 
Tuttle,  705  McArthur  Building.  Winni- 
peg, appointed  as  Architect.  Approxi- 
mate cost,  $4,000. 

Charlottetown,  P.E.I. 

The  City  Council  intend  to  have  plans 
prepared  for  an  addition  to  the  City 
Buildmg.    Clerk,  W.  W.  Clerk. 

Dunach,  B.C. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  noon,  April  35th 
by  J.  E.Grifi^th,  Deputy  Minister  of  Pub- 
he  Works.  Victoria.  Plans  and  specifi- 
cations with  F.  C.  Campbell,  Govern- 
ment Agent,  New  Westminster;  J  Ma- 
honey,  Agent,  Vancouver,  William  Mer- 
ryfield.  Secretary  to  the  School  Board, 
Mt.  Lehman,  and  at  the  Department. 

Finch,  Ont. 

Tenders  on  the  erection  of  a  six- 
roomed  school  for  the  Trustees  of 
School  Section  No.  .!  will  l)e  received 
until  noon,  .\pril  3(>th.  Plans  and  spe- 
cifications with  the  Secretary,  G.  S.  Cas- 
selman.  Finch.  Approximate  cost 
$14,000. 

Fraserville,  Que. 

The  Town  Council  are  considering  the 
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reconstruction  of  the  Town  Hall.  Clerk, 
E.  Talbot. 

Fredericton,  N.B. 

The  Trustees  of  Victoria  Hospital  arc 
considering  the  erection  of  a  wing,  pro- 
vision for  which  was  made  by  the  late 
Donald  Fraser.  President,  R.  B.  Van- 
Dine.  1 

Howe's  Lake,  N.B. 

F.  Neil  Brodie,  42  Princess  Street,  St. 
John,  is  preparing  plans  of  an  isolation 
hospital  for  St.  John's  County.  Secre- 
tary, J.  King  Kelly,  Prince  William  St., 
St.  John. 

Listowel,  Ont. 

The  Town  Council  are  considering  the 
installation  of  heating  and  ventilating 
systems  in  two  schools,  and  other  alter- 
ations.   Particulars  from  Trustee  Smith. 

t 

Macklin,  Sask. 

The  Trustees  of  School  District  No. 
3420  have  been  authorized  to  borrow 
$3,300  for  the  completion  of  a  school. 
Treasurer,  A.  W.  A.  Corscadden,  Mack- 
lin.    Brick  construction. 

Maisonneuve,  Que. 

Rev.  E.  Contant,  599  Adam  Street,  is 
having  plans  prepared  for  a  Presbytery, 
estimated  to  cost  $45,000.  Tenders  will 
be  called  in  June.  Stone  and  brick  con- 
struction. 

Mersea  and  Gosfield  Townships,  Ont. 

A  site  will  be  selected  and  plans  pre- 
pared as  soon  as  possible  for  a  school 
to  cost  about  $6,000.  Particulars  from 
W.  H.  Noble,  Cottan. 

Ninette,  Man. 

The  Provincial  Department  of  Public 
Works  are  considering  the  erection  of 
an  addition  to  the  Sanatorium,  at  an 
approximate  cost  of  $30,000.  Architect, 
J.  D.  Atchison. 

Ottawa,  Ont. 

Tenders  on  the  installation  of  metal- 
lic fittings  at  the  Customs  House,  Sus- 
sex Street,  will  be  received  until  4  p.m., 
April  37th,  by  R.  C.  Desrochers,  Depart- 
ment of  Public  Works,  Ottawa.  Plans 
and  specifications  with  E.  Francis,  Post 
Office,  London;  R.  L.  Deschamps,  Over- 
seer, Post  Office,  Montreal;  A.  Hastings, 
Postal  Station  F,  Toronto,  and  at  the 
Department.  Specifications  at  office  of 
MacLean  Daily  Reports,  Limited,  25 
Charlotte  Street,  Toronto. 

Outremont,  Que. 

Tenders  on  the  supply  of  desks,  seats 
and  chairs  for  the  Bloomfield  Street 
School  will  be  received  until  noon.  May 
1st,  by  J.  A.  Gauthicr,  464  Durocher  St. 

Quebec,  Que. 

Tanguay  &  Lebon,  30  d'Aguillon  St., 
have  prepared  plans  of  a  college  for  the 
Commercial  Academy.  Cook  Street,  and 
will  call  for  tenders  i^rivately.  Estimated 
cost,  $200,000. 

St.  Thomas,  Ont. 

Plans  are  being  prepared  for  a  Mis- 
sion Building  to  be  erected  on  Fifth 
Avenue  for  the  Central  Baptist  Church, 
at  an  approximate  cost  of  $6,000.  Archi- 
tect, J.  T.  Findlay,  386  Talbot  Street. 

Timmins,  Ont. 

Tenders   will    be    received    until  May 


I5th  for  the  erection  of  a  school  for 
the  School  Board.  Architect,  Canadian 
Mining  &  Finance  Company.  Estimated 
cost,  $13,000.     Frame  construction. 

Toronto,  Ont. 

The  Board  of  Education  will  receive 
tenders  until  April  27th  for  the  follow- 
ing work  at  the  Administration  Build- 
ing, College  Street: — concrete  walks  and 
driveway,  cabinet  work,  counters,  par- 
titions, doors,  ornamental  iron  work, 
spiral  stairs,  railings,  leaded  lights,  ele- 
vator, ash  hoist,  vault  doors  and  hard- 
ware. 

Tenders  will  be  received  until  April 
35th  for  the  supply  and  installation  of 
steel  furnishings  for  the  Registry  Office. 
Plans  and  specifications  at  office  of  the 
City  Architect. 

Glenmount  Methodist  Church  have  had 
plans  prepared  for  a  new  brick  and  frame 
building,  to  cost  about  $6,000.  Tenders 
will  be  called  shortly.  Chairman  of 
Committee,  E.  Faw,  37  Fairmount  Cres. 

Weljand.  Ont  

Plans  are  to  be  prepared  for  an  addi- 
tion to  the  Welland  County  Hospital. 
The  Architects  will  probably  be  Langley 
&  Howland,  King  Street  West,  Toronto, 
who  designed  the  existing  building.  Ap- 
proximate cost,  $30,000. 

CONTRACTS  AARDED 

Caradoc,  Ont. 

In  connection  with  the  erection  of  a 
school  for  the  Trustees  of  School  Sec- 
tion No.  1.  the  masonry  contract  has 
been  awarded  to  Northey  ^  Tullett,  825 
Dufiferin  Avenue.  London,  and  the  car- 
pentry to  J.  B.  MacVicar,  Mt.  Bridges. 

Charlottetown,  P.E.I. 

In  connection  with  alterations  to  the 
First  Methodist  Church,  the  contract  for 
beating  has  been  awarded  to  B.  Stewart 
&  Company. 

Kingston,  Ont. 

The  contract  for  repairs  to  the  Con- 
valescent Home  on  Fetter  Cairn  Island 
has  been  let  by  the  Department  of  Pub- 
lic Works,  Ottawa,  to  Robert  Wallace. 
380  Barrie  Street.  Approximate  cost, 
$6,000. 

London,  Ont. 

The  contract  for  installation  of  seat- 
ing at  the  new  school  has  been  awarded 
to  George  M.  Henry  Company,  315  Vic- 
toria Street,  Toronto. 

The  Provincial  Department  of  Health 
are  having  plans  prepared  for  repairing 
the  workshop  at  the  Insane  Hospital. 
Estimated  cost,  $8,000. 

Louiseville,  Que. 

It  is  probable  that  the  general  con- 
tract for  the  erection  of  the  proposed 
Parish  Church  will  be  let  to  J.  Couture, 
17  St.  Joseph  Street,  Levis,  and  the  car- 
pentry to  Paquet  &  Godbout,  21  William 
Street. 

Orford  Township,  Ont. 

In  connection  with  the  school  now  in 
course  of  erection  for  the  Trustees  of 
School  .Section  No.  7.  the  carpentry  has 
been  let  to  D.  L.  Shafer,  131  Curtis 
Street.  St.  Thomas,  and  the  wiring  to 
Sandhani  &  Roberts,  531  Talbot  Street, 
St.  Thomas. 

Sandy  Bay,  Que. 

The  Roman     Catholic  Congregation 


have  awarded  the  general  contract  for 
the  erection  of  a  church  to  A.  H.  Morin. 
Stone  and  concrete  construction. 

Wolfe  Island,  Ont. 

The  contracts  for  masonry,  carpentry, 
plastering  and  painting  required  in  the 
erection  of  the  Roman  Catholic  Church 
have  been  awarded  to  the  general  con- 
tractor, the  steel  work  to  the  Dominion 
Bridge  Company,  Imperial  Life  Build- 
ing, Toronto,  and  the  plunil)ing  to  F.  R. 
J.  Macpherson,  341  George  Street,  Peter- 
boro. 


Business  Buildings  and  Indus- 
trial Plants 

Benjamin  River,  N.B. 

J.  &  .'\.  Culligan  propose  to  start  work 
in  the  fall  on  alterations  to  the  mill  of 
the  Prescot  Lumber  Company,  Limited, 
which  they  have  purchased. 

]^"orest,  Ont. 

Howard  Fraleigh  will  head  a  Company 
novv  being  formed  to  equip  flax  mills  at 
Alvinston  and  Petrolia.  Approximate 
cost,  $100,000. 

Hamilton,  Ont. 

The  Steel  Company  of  Canada,  Har- 
vey Lane,  have  commenced  the  installa- 
tion of  two  open  hearth  furnaces.  En- 
gineers, A.  Laughlin  Company,  Pitts- 
burgh, Pa. 

La  Tuque,  Que. 

Joseph  Gauthier  proposes  to  l)uild  a 
store  and  residence,  at  an  approximate 
cost  of  $3,500. 

Lions  Head,  Ont. 

Saul  Klengon  is  considering  the  erec- 
tion of  a  store  to  replace  that  recently 
destroyed  by  fire.  Approximate  cost, 
$3,000. 

London,  Ont. 

Plans  are  being  prepared  by  J.  M. 
Moore,  435  Richmond  Street,  for  a  ware- 
house to  be  built  for  Webster  &  Harvey, 
Richmond  and  Oxford  Street.  Estimated 
cost,  $13,000.     Fireproof  construction. 

Quebec,  Que. 

Simonds  &  Ritchie,  105  Mountain  Hill, 
have  prepared  plans  for  a  theatre  to  he 
built  on  St.  John  Street  at  an  approxi- 
mate cost  of  $6,000.  Tenders  will  be 
called  privately  by  the  Architects.  Brick 
and  frame  construction. 

Rimouski,  Que. 

Plans  have  been  prepared  for  a  barn 
and  stable  to  be  erected  for  Rt.  Rev. 
Andre  Albert  Blais.  Frame  and  brick 
construction.    Approximate  cost,  $5,000. 

Saskatoon,  Sask. 

The  Alaska  Bceding  Company,  Gonicx 
Street  N.,  Winnipeg,  have  had  plans  pre- 
pared for  a  factory  to  be  built  on  First 
Avenue  N.  Frame  and  mill  construc- 
tion. 

Three  Rivers,  Que. 

E.  Morrissette  and  A.  P.  Gouin  pro- 
pose to  start  work  immediately  on  the 
rebuilding  of  their  business  blocks,  des- 
troyed in  the  recent  fire.  Stone  and 
brick  construction. 

Timmins,  Ont. 

Charles  Pierce  will  receive  tenders 
until  April  35th  for  the  erection  of  a 
theatre  and  business  block.  Frame  con- 
struction.   Approximate  cost,  $35,000. 
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Toronto,  Ont. 

The  Flint  Varnish  &  Color  Company, 
Perth  Avenue,  are  about  to  make  altera- 
tions to  a  factory  at  Perth  and  Kings- 
ley  Avenues,  estimated  to  cost  $150,000. 
They  will  purchase  the  necessary  ma- 
terial. 

Work  is  about  to  start  on  the  erection 
of  a  warehouse  and  factory  on  Terauley 
Street  for  the  T.  Eaton  Company,  Lim- 
ited. Steel  frame,  reinforced  concrete 
and  brick  construction.  Estimated  cost, 
!f500,000.  Engineer,  George  W.  Thomp- 
son, Louisa  Street 

Tenders  on  all  trades  required  in  the 
erection  of  stores  and  apartments  on 
Bathurst  Street  are  being  received  by  W. 
Argue,  335  Broadview  Avenue.  Esti- 
mated cost,  $6,000.    Brick  construction. 

H.  S.  Kaplan.  75  Macdonnell  Avenue, 
will  receive  tenders  until  April  36th  for 
the  erection  of  an  addition  to  the  prem- 
ises of  L.  Yolles,  ,379  Queen  Street  W. 
Estimated  cost,  $8,000.  Plans  have  been 
redrawn.    Brick  and  steel  construction. 

The  Board  of  Control  will  shortly  call 
for  tenders  on  the  erection  of  an  addi- 
tion to  car  barns,  estimated  to  cost  $35.- 
000.  Commissioner  of  Works,  R.  C. 
Harris. 

.\.  M.  Hough,  1666  Queen  Street  W., 
is  receiving  tenders  on  excavation  re- 
quired in  the  erection  of  a  store  and 
apartments  on  St.  Clair  Avenue,  esti- 
mated to  cost  $6,000.  Smaller  trades  will 
be  let  later. 

A.  Walker.  169  Lauder  Avenue,  has 
had  plans  prepared  for  a  store  and  apart- 
ments to  be  built  at  an  approximate  cost 
of  $6,000.  Smaller  trades  will  be  let. 
Brick  construction. 

R.  Barrett,  20  Roblock  Street,  has 
commenced  the  erection  of  three  stores 
and  residences  on  Danforth  Avenue,  and 
will  let  the  smaller  trades.  Estimated 
cost.  $9,000.     Brick  construction. 

Plans  are  being  prepared  for  a  bakery 
to  be  built  at  Davenport  and  Dartnell 
Streets  for  the  Harry  Webb  Company, 
Limited,  33  Buchanan  Street. 

Welland,  Ont. 

Frank  Adelman  has  commenced  the 
erection  of  six  stores,  estimated  to  cost 
•i;! 0.000.    Frame  construction. 

Westmount,  Que. 

D.  J.  Crighton,  383  St.  Catherine  St. 
VV.,  is  preparing  plans  of  a  picture  the- 
atre to  be  built  on  Sherbrooke  Street. 

Weston,  Ont. 

Barker  &  Farr  have  commenced  the 
erection  of  a  garage  on  Main  Street, 
e.itimated  to  cost  $6,000.  Brick  con- 
struction. 

Winnipeg,  Man. 

The  Royal  Templars  Hall  Company 
have  commenced  the  erection  of  a  hall 
and  office  building  on  Young  Street  by 
day  labor,  under  supervision  of  J.  Simp- 
son. Contracts  will  be  let  for  plumbing 
and  heating.    Approximate  cost,  $10,000. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

In  connection  with  the  erection  of  a 
station  for  the  Canadian  Pacific  Rail- 
way, the  contract  for  heating  and  plumb- 
ing has  been  let  to  T.  J.  Minnes  &  Com- 
pany, 9  King  Street,  and  the  electrical 
work  to  Harry  Alexander,  Bank  of  To- 
ronto Building,  Toronto. 


London,  Ont. 

John  Purdon,  439  King  Street,  has 
been  awarded  the  general  contract  for 
an  addition  to  a  warehouse  for  John 
Eraser,  Eraser  House,  King  Street. 
White  brick  construction.  Approximate 
cost,  $3,000. 

Merritton,  Ont. 

The  contract  for  the  erection  of  a  re- 
inforced concrete  building  and  altera- 
tions to  an  existing  building  for  the 
Riordan  Pulp  &  Paper  Company  has 
been  awarded  to  the  John  V.  Gray  Con- 
struction Company,  Tuiuiilu.  ""^ 

Mitchell,  Ont. 

The  general  contract  for  an  addition 
to  the  Mitchell  Woollen  Mills  has  been 
awarded  to  John  Avery,  Mitchell.  Ap- 
proximate cost,  $5,000. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  block  of  stores  and  tenements  for 
M.  Field.  43  Dorchester  Street  West, 
has  been  awarded  to  Valin  &  Bail.  3 
Lamoriciere  Street.  Brick  and  con- 
crete construction. 

Niaeara  Falls,  Ont. 

The  Concrete,  Stone  &  Coal  Com- 
pany. 504  Ferry  Street.  Niagara  Falls 
■South,  have  been  awarded  the  general 
contract  for  the  erection  of  a  factory 
for  the  Dominion  Safe  &  Vault  Companv, 
Farnham.  Que.,  and  have  started  work. 
Approximate  cost,  $7,000. 

Ottawa,  Ont. 

The  Gfeneral  contract  for  the  erection 
of  a  rink  on  Argyle  .Street  has  been 
awarded  to  John  Sutherland.  216  Cooper 
Street.  Approximate  cost.  $25,000.  Sub- 
tenders  are  now  being  received.  Ar- 
chitects. Horwood.  Taylor  &  Horwood. 
130  Sparks  Street. 

The  ceneral  contract  for  alterations 
to  a  building  for  G.  P.  Matthewman,  130 
Snarks  Street,  has  been  let  to  Alexander 
Christie  &  Son.  3.j3  Frank  Street.  Es- 
timated cost,  $7,000. 

Paris,  Ont. 

The  general  contract  for  an  addition 
to  the  premises  of  Penman's  Limited 
has  been  awarded  to  P.  H.  Secord  & 
Sons,  133  Nelson  Street,  Brantford.  Mill 
and  concrete  construction,  .'\pproximate 
cost.  $10,000. 

Quebec,  Que. 

W^ork  has  been  started  on  the  erec- 
tion of  a  factory  for  La  Cie  de  Litho- 
srraphie  Limited,  estimated  to  cost  $7,500. 
The  general  contractor  is  T.  J.  Cote. 
Garneau  Boulevard.    Brick  construction. 

Sault  Ste.  Marie,  Ont. 

The  City  Council  have  let  the  con- 
tract for  the  erection  of  a  power  and 
pumping  station  to  L  1.  Fitzpatrick, 
Biggins  Avenue,  at  $5,500.  Stone,  ce- 
ment and  steel  construction. 

Sherbrooke,  Que. 

Anglins,  Limited,  65  Victoria  Street, 
Montreal,  have  commenced  the  erection 
of  a  machine  shop  for  the  Canadian  In- 
gersoll  Rand  Company,  Limited,  esti- 
mated to  cost  $33,000.  The  contract  for 
roofing  has  been  let  to  Campbell  & 
Gilday,  793  St.  Paul  Street  West,  Mont- 
real. 

Smooth  Rock  Falls,  Ont. 

The  Mattagami  Pulp  &  Paper  om- 
pany.  Limited,  have  awarded  the  con- 


tract for  the  construction  of  a  dam, 
power  house  and  railway  to  Morrow  & 
Beatty,  Limited,  415^1  George  Street, 
Peterboro,  Ont. 

Stamford  Township,  Ont. 

The  general  contract  for  the  construc- 
tion of  a  carborundum  plant  for  the  Can- 
adian Aloxitc  Company,  Limited,  Niagara 
Falls,  Ont.,  has  been  let  to  the  Brown- 
Pollard  Company,  Niagara  Falls,  N.Y. 
Brick  and  mill  construction.  Approxi- 
mate cost,  $100,000. 

St.  Thomas,  Ont. 

The  following  contracts  have  been  let 
for  alterations  to  an  office  building  on 
Talbot  Street  for  the  Municipal  World 
Limited: — masonry,  J.  S.  Belbin.  142 
Curtis  Street;  carpentry,  P.  A.  Camp- 
bell, 67  Curtis  Street;  roofing,  C.  Riddle, 
119  Wellington  Street;  plumbing,  C.  T. 
Bull.  7  Hiawatha  Street;  metal  work, 
Ingram  &  Davey,  Limited,  468  Talbot 
Street:  electrical  work,  Sandham  &  Rob- 
erts, 531  Talbot  Street. 

Steelton,  Ont. 

The  general  contract  for  the  erection 
of  a  storage  building  for  the  Algoma 
Steel  Corporation.  Wilde  Avenue,  Sault 
Ste.  Marie,  has  been  let  to  R^A^  Gib- 
son, 319  Albert  Street,  Sault  gteTMari'e, 
;nrd"TKe' masonry  to  Jannison  &  Sons, 
Albert  Street,  Sault  Ste.  Marie.  Ap- 
proximate cost,  $11,000. 

Stratford,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  the 
Will  iams  Trow  Knitting  Company.  St. 
Patrick  and  Erie  Streets,  has  been 
awarded  to  L_E^  Mvers  &  Son.  99  On- 
tario  Street.     Previous  report  in  error. 

Toronto,  Ont. 

In  connection  with  the  buildings  now 
in  course  of  erection  for  Gutta  Percha 
&  Rubber  Limited,  47  Yonge  Street,  the 
contract  for  steel  sash  has  been  let  to 
H.  Hope  &  Sons,  Limited,  45  King  St. 
W.,  and  the  carpentry  to  Ge<ij;:g:e_S4iarL- 
ing,  7."!)  nufTerin  Street. 

The  contract  for  masonry  required  in 
connection  with  the  building  now  be- 
ing erected  for  William  Neilson  Ltd., 
377  Gladstone  Avenue,  has  been  awarded 
to  Gordon  Brothers,  1  De  Lisle  Avenue, 
and  the  steel  work  to  McGregor  &  Mc- 
Intyrc,  1139  Shaw  Street.  Approximate 
cost,  $10,000. 

The  Robert  Simpson  Company  pro- 
pose to  erect  a  home  for  their  employees, 
at  an  approximate  cost  of  $250,000,  and 
have  let  the  general  contract  to  the 
Wells  Brothers  Company  of  Canada, 
Limited,  95  Gould  Sfreet.  Work  will 
start  shortly. 

R.  Robertson  &  Sons,  Confederation 
Life  Building,  have  started  work  on  an 
addition  to  a  garage  for  W.  W.  Dun, 
367  Yonge  Street.  Estimated  cost, 
$4,500.    Brick  construction. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  grain 
warehouse  and  elevator  for  the  E.  W. 
Gillett  Company.  Eraser  Avenue: — gen- 
eral contract,  Witchall  &  Sons,  156  S.t. 
Helens  A y e mi ej_s t e el ,"~lTc  Grego r  &  Mc- 
Ihtyre,  1139  SKaw  Street;  carpentry,  W. 
S.  Henry,  11  Albertus  Avenue;  sheet 
metal  and  roofing,  A.  B.  Ormsby  Com- 
pany, King  Street  W.  Approximate 
cost,  $30,000. 

The  contract  for  ornamental  iron,  etc., 
in   connection   with   the   erection   of  a 
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warehouse  on  Mutual  Street  for  the  Rob- 
ert Simpson  Company.  Limited,  has 
been  awarded  to  tlie  Canadian  Orna- 
mental Iron  Companv,  S.s  River  Street. 
Previous  rejiort  in  error. 

The  Board  "f  Control  li;ive  let  the 
cieneral  contract  for  tiie  erection  of 
frame  and  concrete  barn  at  Ihe  Tad 
Farm  to  T.  A.  Wickelt  Limited.  Traders 
Bank  Building,  at  .$3.5.72:!. 

The  contract  for  the  erection  of  a 
stable  buildin.c:  at  the  Island  for  the 
Board  of  Control  has  been  awarded  to 
Pai?e  &  Company.  80  Crescent  Koad.  at 
$;!,813.    Frame  and  concrete  construction. 

Welland,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  the  \'olta  Manufactur- 
ing- Comnany  has  been  awarded  to  J.  C. 
Dillin,  Welland.    Estimated  cost,  $3,. '500. 

Westboro,  Ont. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  store  now 
heme:  built  by   T.   A.   Clark.  Richmond 
Road,  has  been  let  to  H.  L.  -Mian. 
Somerset  Street. 

Westmount,  Que. 

The  general  contract  for  the  erection 
of  a  siarase  for  O.  H.  &  N.  A.  Timiruns, 
4  Park  Crescent,  has  been  let  to  E.  Gar- 
risan.  .'US  Gallantyne  Avenue  N.  Brick 
construction.    .Vpproximate  cost.  $10,500. 

Windsor,  Ont.  ^  .  .. 

The  Canadian  Salt  Company,  Limited. 
Sandwich  Street,  have  let  the  contract 
for  the  construction  of  a  salt  plant  to 
the  Westinshouse  Church  Kerr  Com- 
pany, New  York  City. 

Windsor,  Ont. 

The  general  contract  for  alterations 
to  a  store  on  Ouellette  Street  for  the 
Heintzman  Piano  Company  has  been  let 
to  J  R.  Sculland,  care  of  the  Architects, 
Walker  &  McPhail,  Tuson  Building.  Ap- 
proximate cost,  $3,000. 


Residences 

Carlow,  Ont.  . 

William  Watson  proposes  to  build  a 
residence,  at  an  approximate  cost  of 
$.',000,  and  is  having  plans  prepared. 

Charlottetown,  P.E.I. 

Work  is  about  to  start  on  alterations 
and  additions  to  the  residence  of  Russel 
White,  North  River  Road.  Frame  con- 
struction. Approximate  cost,  $3,500. 
Architects,  C.  B.  Chappell  &  Hunter, 
I)es  Brisay  Block. 

Clinton.  Ont. 

i'lans  are  to  be  prepared  tor  a  resid- 
ence to  be  built  fof  William  Glenn, 
Joseph  Street,  at  an  approximate  cost  of 
$3,500. 

Cornwall.  Ont. 

Marry  Williams  is  considering  the 
erection  of  an  addition  to  a  residence  on 
Pitt  Street.  Approximate  cost,  $3,000. 
Brick  construction. 

Dutton,  Ont. 

G.  y.  Binks,  R.R.  No.  I,  has  prepared 
plans  for  a  residence,  estimated  to  cost 
$4,000,  and  will  start  work  shortly.  Car- 
hex  brick  construction. 

Essex.  Ont. 

Plans  of  a  bungalow  will  be  prepared 
by  William  Wilcox,  c|o  Mrs.  F.  S.  Ad- 
ams, Essex.    Estimated  cost,  $3,000. 


Hamilton.  Ont. 

J.  M.  Honeyford,  ISO  Maple  Avenue, 
is  having  plans  prepared  for  three  resid- 
ences to  be  built  on  Kensington  Street, 
at  an  apprcjximate  cost  of  $3,500  each, 
and  for  another  on  Prospect  .\venue,  es- 
timated to  cost  $4,500.  Brick  construc- 
tion.    Greater  part  of  work  by  (jwner. 

Kingsville,  Ont. 

E.  Scratch.  Cedar  Beach.  Kingsville. 
has  commenced  the  erection  of  a  resid- 
ence.   Approximate  cost,  $3,000. 

Komoka,  Ont. 

Richard  Frank  proiioses  to  build  a  re- 
sidence, estimated  to  cost  $3,000.  White 
lirick  construction. 

London,  Ont. 

Plans  of  four  residences  to  be  built  on 
Windsor  venue  for  W.  T.  Spettigue.  261 
Hill  Street,  are  being  prepared  by  J.  V. 
Munro,  Bank  of  Toronto  Chambers.  Es- 
timated cost,  $10,000.  Red  brick  con- 
struction. 

John  Hayman  &  Sons,  43  Wellington 
Street,  contemplate  the  erection  of 
apartments,  at  an  approximate  cost  of 
$40,000. 

Plans  are  being  prepared  by  W.  G. 
Murray.  Dominion  Savings  Building,  for 
remodelling  a  residence  for  H.  Colerick, 
082  Queens  Avenue.  Approximate  cost, 
$3,500. 

Montreal,  Que. 

J.  Sawyer,  407  Guy  Street,  is  preparing 
plans  for  alterations  fo  the  residence  of 
the  Ste.  Elizabeth  Society,  39  Seymour 
Avenue.    Approximate  cost,  $5,000. 

J.  Chrisaphi,  592  St.  Christophe  Street, 
has  commenced  the  erection  of  a  block  of 
flats,  estimated  to  cost  $10,000. 

Preston,  Ont. 

James  illies  is  considering  the  erection 
of  two  residences  on  Moore  Street,  and 
will  prepare  plans.  Approximate  cost, 
$0,000. 

Quebec.  Que. 

Plans  of  a  residence  to  be  built  on 
Lockwell  Street  are  being  drawn  by  E. 
C.  Brochu,  147  St.  Cyrille  Street.  Esti- 
mated cost,  $8,000.  Quotations_  are  be- 
ing received  on  British  Columbia  fir. 

The  erection  of  a  residence  is  being 
considered  by  PL  M.  Cote,  631  St.  John 
Street.  Brick  construction.  Estimated 
cost,  $18,000. 

G.  Cantin,  23  Lee  Street,  is  preparing 
plans  of  a  residence  to  be  built  on  Car- 
trier  Street,  at  an  approximate  cost  of 
$7,000.    Brick  construction. 

Plans  have  been  drawn  by  J.  Cau- 
chon,  364  Richelieu  Street,  for  a  resid- 
ence to  be  erected  on  Stigmates  Street. 
Estimated  cost,  $8,000.  Brick  and  con- 
crete construction. 

Freres  Le  Rossignol,  39  Decourcellcs 
.Street,  have  commenced  the  erection  of  a 
residence  on  Seventh  Street,  Limoilou. 
Estimated  cost,  $4,000. 

A.  Guilmette,  313^2  St.  Jose|)h  Street, 
is  building  a  residence  estimated  to  cost 
$6,000.    Frame  and  brick  construction. 

Work  on  the  erection  of  a  residence 
has  been  started  by  Alexander  Fackncy. 
107  St,  Joachim  Street.  Brick  construc- 
tion.   Estimated  cost,  $7,000. 

Norbert  Cauchin,  59  Dorchester  Street, 
is  considering  the  erection  of  three  re- 
sidences on  Carticr  Avenue,  at  an  ap- 
proximate cost  of  $12,000.  Brick  con- 
struction. Work  may  start  early  in 
May. 


Sault  Ste.  Marie,  Ont. 

Plans  are  being  prepared  for  a  resid- 
ence to  be  built  on  Albert  Street  for  R. 
T.  Lane,  10  Queen  Street.  Approxi- 
mate cost,  $5,500. 

T.  R.  Wilks.  Queen  Street,  is  orepar- 
ing  plans  of  a  residence  for  ^V.  H.  Ew- 
ing,  Albert  Street.  Estimated  cost, 
$6,000. 

Toronto,  Ont. 

T.  A.  Gibson,  433  Walmer  Road,  has 
had  plans  prepared  for  a  residence  to  he 
built  on  Blythewood  .\venue,  at  an  ap- 
nroximatc  cost  of  $5,000.  Contracts  will 
be  awarded  shortly.    Brick  construction. 

Hayward  &  Whitehorn,  6  Hallam 
.Street,  propose  to  start  work  shortly  on 
the  erection  of  a  residence  on  Lauder 
Avenue,  estimated  to  cost  $5,000.  Brick 
construction. 

F.  H.  Miller,  c|o  Miller  &  Sons.  Laud- 
er Avenue,  contemplates  the  erection  of 
a  residence,  at  an  approximate  cost  of 
$5,000.    Brick  construction. 

C.  J.  Cudmore.  03  Pacific  Avenue,  has 
commenced  the  erection  of  two  residen- 
ces on  Glendenning  Street,  estimated  to 
cost  $6,000.     Smaller  trades  will  be  let. 

Venn  &  Evans.  776  Crawford  Street, 
are  receiving  tenders  on  plastering, 
plumbing  and  heating  required  in  the 
erection  of  a  pair  of  residences  at  14 
Palmerston  Square.  Approximate  cost. 
$4,500. 

J.  T.  Twigg,  38  First  Avenue,  is  about 
to  start  work  on  the  erection  of  a  resid- 
ence, estimated  to  cost  $3,500.  Smaller 
trades  will  be  let.     Brick  construction. 

John  Price,  100  Greenwood  Avenue,  is 
about  to  commence  the  erection  of  a  pair 
of  residences,  to  cost  about  $4,000,  and 
will  let  the  smaller  trades.  Brick  con- 
struction. 

H.  H.  Wood,  97  Avenue  Road,  is  now 
receiving  tenders  on  all  trades  required 
in  the  erection  of  a  pair  of  residences  on 
Ashworth  Avenue.  Approximate  cost, 
$5,000.    Brick  construction. 

Plans  have  been  prepared  for  a  resid- 
ence to  be  built  on  Moore  Street  for  J. 
Skelton,  Room  36,  No.  33  Richmond 
.Street.  Brick  construction.  Estimated 
cost,  $4,800. 

Plans  of  a  rooming  house  to  be  built 
at  83  Gerrard  St.  E.,  are  being  prepared 
by  A.  W.  &  R.  S.  McConnell,  107  \  onge 
Street.    Estimated  cost,  $12,000. 

J.  &  T.  H.  Bishop,  08  Pembroke 
Street,  propose  to  build  three  residences, 
at  an  approximate  cost  of  $6,000  Tend- 
ers on  smaller  trades  will  be  received 
after  May  8th.    Brick  construction. 

Tenders  on  all  trades  except  carpentry 
re(iuired  in  the  erection  of  a  residence 
are  bein.g  received  by  W.  H.  Avison,  573 
[iidian  Ivoad.  Brick  ■construction.  Esti- 
mated cost,  $3,500. 

F.  E.  Larkin,  233  I'uHon  Avenue,  has 
commenced  the  erection  of  three  pairs 
of  residences  on  Lamb  Avenue,  esti- 
mated to  cost  $7,300.  Smaller  trades  will 
he  let.  Brick  and  roughcast  construction. 

Plans  have  been  drawn  for  a  pair  of 
residences  to  be  erected  on  Nairn  Ave- 
nue for  W.  Pidgeon,  41  Nairn  Avenue. 
Tenders  on  smaller  trades  will  be  receiv- 
ed after  April  25th.  Brick  construction. 
ICstimated  cost,  $4,000. 

W.  H.  Little,  528  St.  Clarens  Avenue, 
is  l)uilding  a  residence,  estimated  to  cost 
$3,000.  Smaller  trades  will  be  let.  Brick 
construction. 

W.  J.  W.  Butchart,  1  St.  Ives  Avenue, 
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has  commenced  the  erection  of  a  :-esid- 
cnce  on  Dawlish  Avenue,  and  is  about  to 
start  work  on  four  others  on  St.  Leon- 
ards Avenue.  Estimated  cost,  $6,000 
each.     Smaller  trades  will  be  let. 

Muir  &  Lumb,  63  Arundel  Avenue, 
have  had  plans  prepared  for  a  pair  of  re- 
sidences, to  cost  $4,000.  Smaller  trades 
will  be  let.     Brick  construction. 

Tenders  on  excavation  and  brick  work 
required  in  the  erection  of  a  residence 
are  being  received  by  William  Davis,  3 
Scarboro  Road.  Smaller  trades  will  be 
let  later.      Estimated  cost,  $3,500. 

Tenders  on  brick  work  required  in 
the  erection  of  four  residences  are  being 
received  by  J.  Stone,  49  Coleman  Ave- 
nue. Smaller  trades  will  be  let  later. 
Approximate  cost,  $5,000. 

A.  Edmonds,  105  Oakwood  Avenue, 
has  commenced  the  erection  of  a  resid- 
ence on  Thome  Crescent,  and  will  let 
smaller  trades.  Brick  construction. 
Estimated  cost,  $3,800. 

Plans  have  been  prepared  for  a  dup- 
lex residence  to  be  built  by  W.  G.  Mc- 
Clean,  499  St.  Johns  I'ioad.  Estimated 
cost,  $5,000.  Smaller  trades  will  be  let. 
Brick  construction. 

W.  J.  Nixon,  32  Columbine  Avenue, 
has  had  plans  drawn  for  a  pair  of  resid- 
ences, estimated  to  cost  $5,000.  Smaller 
trades  will  be  let.     Brick  construction. 

A.  R.  Wililamson,  304  Indian  Road, 
has  commenced  the  erection  of  an  addi- 
tion to  apartments  at  Augusta  Street  and 
Grange  Avenue,  estimated  to  cost 
$13,000.  Tenders  for  smaller  trades  will 
be  called  about  May  10th.  Brick  con- 
struction. 

Work  on  the  erection  of  a  residence 
has  been  started  by  F.  Flubacker,  92 
O'Hara  Avenue.  Estimated  cost,  $3,000. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

Wellesley,  Ont. 

John  I'v.  Schmidt  has  commenced  the 
erection  of  a  residence.  White  brick 
construction.     Estimated  cost,  $3,000. 

West  Lome,  Ont. 

Dugald  McCallum,  Main  Street,  in- 
tends to  prepare  plans  for  a  residence,  to 
cost  about  $3,500. 

Weston,  Ont. 

J.  Nason,  Main  Street,  has  had  plans 
drawn  for  a  pair  of  residences,  estimated 
to  cost  $4,000.  Smaller  trades  will  be 
let.     Brick  construction. 

The  Humber  Home  Development 
Company,  Main  Street,  propose  to  build 
two  residences,  at  an  approximate  cost 
of  4,000  each,  and  to  resume  the  con- 
struction of  another  partly  built. 

CONTRACTS  AWARDED 

Barrie,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  two  residences  for  W.  C. 
Thompson,  15  Owen  Street,  has  been 
let  to  John  Sindry,  the  plastering  and 
cement  work  to  T.  Thompson,  and  the 
iieating  and  plumbing  to  Buchanan  & 
Moffat,  86  Dunlop  Street.  Approximate 
cost,  $3,000  each. 

Charlottetown,  P.  E.  I. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  E.  Duff,  Great 
George  Street,  has  been  awarded  to  H. 
&  S.  Lowe,  238  Hillsboro  Street.  Ap- 
proximate cost,  $9,000. 

Eastview,  Ont. 

The  general  contract  for  the  erection 


of  a  residence  for  F.  Gladu  has  been 
awarded  to  J.  Francouer.  Brick  con- 
struction.   Approximate  cost,  $.3, 000. 

Hamilton,  Ont. 

The  contract  for  masonry  required  in 
connection  with  the  residence  being 
l)uilt  by  M.  L.  Fair,  131  Berlin  Avenue, 
has  been  let  to  Lemington  &  White,  140 
Roslyn  Avenue,  the  carpentry  and  roof- 
ing to  Blake  &  McDonald,  73  Central 
Avenue,  and  the  electrical  work  to  A. 
Phoenix,  341  McNab  Street  N.  Esti- 
mated cost,  $3,000. 

The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of 
twelve  residences  for  Williamson  &  Tor- 
rence,  948  Main  Street  E.,  have  been  let 
to  S.  S.  Forbes,  165  Sanford  Street  S., 
the  plastering  to  H.  Hancox,  41  Robins 
Avenue,  and  the  painting  to  J.  Omand, 
177  Walnut  Street  W.  Estimated  cost, 
$30,000. 

Kingston,  Ont. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  an  apartment 
house  for  James  EJder,  207  William 
.Street,  has  been  let  to  the  Halliday  Elec- 
tric Company,  345  King  Street.  Prev- 
ious report  in  error. 

Levis,  Que. 

The  general  contract  for  the  erection 
of  a  residence  on  Eraser  Street  for  L. 
Saindon,  34  Wolfe  Street,  has  been 
awarded  to  J.  Cote,  395  Richelieu  Street, 
Quebec.    Approximate  cost,  $5,000. 

Lindsay,  Ont. 

The  general,  carpentry  and  roofing 
contracts  for  the  erection  of  four  resid- 
ences for  J.  O'Reilly  and  L.  V.  O'Connor 
have  been  let  to  Neil  Gray,  the  masonry 
to  John  Sproule,  plastering  to  Way  & 
Reeves  &  Company,  and  heating  to  W. 
R.  Keys,  Kent  Street.  Brick  construc- 
tion. 

London.  Ont. 

The  general  contract  for  remodelling  a 
residence  and  erection  of  a  garage  for 
John  Smallman,  Elmwood  Avenue,  has 
been  let  to  John  Putherbough,  1006  Wel- 
lington Street.  Approximate  cost, 
$10,000. 

The  general  contract  for  the  erection 
of  a  residence  for  R.  Pearson,  459  Grey 
Street,  has  been  let  to  T.  Leah,  1047  Dun- 
das  Street.  White  brick  construction. 
Estimated  cost,  $3,000. 

William  Copp,  23  Belgrave  Avenue, 
has  been  awarded  the  general  contract 
for  the  erection  of  five  residences  for  the 
Copp  Syndicate.    Estimated  cost,  $15,000. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Frand  Cowan,  1110 
Somerset  Street,  has  been  let  to  J.  Ville- 
neuve,  64  Bayswater  Avenue.  Approxi- 
mate cost,  $4,000. 

Port  Credit,  Ont. 

The  contract  for  plumbing  and  heating 
required  in  connection  with  the  resid- 
ence now  being  built  by  W.  N.  Allin,  19 
Balmuto  Street,  Toronto,  has  been  let 
to  J.  H.  Doughty,  Lake  Shore  Road,  Mi- 
mico.  • 

Quebec,  Que. 

Work  has  been  started  on  the  erection 
of  a  residence  for  Madame  H.  R.  Dus- 
sault,  163  Fifth  Street,  Limoilou.  Gen- 
eral contractor,  Maxime  Picotte.  161 
Fifth  Street,  Limoilou.  Brick  and  frame 
construction.      Estimated  cost,  $7,000. 

The  general  contract  for  the  erection 


of  an  addition  to  a  residence  for  Brown 
&  Rochette,  480  St.  Valier  Street,  has 
been  awarded  to  A.  I>es  Lauriers,  402 
St.  Francois  .Street.  Approximate  cost, 
$4,000. 

Work  has  been  started  on  an  addition 
to  a  residence  for  E.  Tremblay,  100 
Cremazie  Street.  General  contractors. 
Parent  &  Lachance,  7  St.  Marie  Street. 
Approximate  cost,  $3,000. 

St.  Thomas,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  T.  H.  Walley  has  been 
awarded  to  Horton  Brothers,  the  carp- 
entry to  D.  L.  Shafer,  131  Curtis  Street, 
and  wiring  to  Sandham  &  Roberts,  531 
Talbot  Street.  Approximate  cost,  $3,000, 

Toronto,  Ont. 

R.  Dale,  96  Castle  Frank  Avenue,  has 
commenced  the  erection  of  a  residence, 
and  has  let  the  heating  and  plumbing  to 
J.  Elliott,  98  Concord  Avenue.  Brick 
construction.    Estimated  cost,  $4,000. 

In  connection  with  the  residence  being 
built  by  Hayward  &  Whitehorn,  6  Hal- 
lam  Street,  the  heating  has  been  awarded 
to  A.  Pountney,  361  Ossington  Avenue, 
and  the  plumbing  to  F.  Adams. 

The  general  masonry  and  carpentry 
contracts  for  an  addition  to  the  residence 
of  J.  G.  Caven,  88  Bloor  Street  E.,  have 
been  let  to  James  McKenzie,  447  Glad- 
stone Avenue,  and  work  has  been  started. 
Estimated  cost,  $3,500. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  on  Oakmount 
Road  for  H.  Fussell,  201  Howard  Park 
Avenue,  has  been  let  to  Albert  Webb,  13 
Shirley  Avenue,  and  the  carpentry  to'  E 
E.  Woodley,  5  Poplar  Plains  Crescent. 

In  connection  with  the  residence  which 
IS  bemg  built  on  Glengrove  St.  E.,  for 
W.  B.  Galbraith,  22  St.  Leonards  Ave- 
nue, the  contract  for  masonry  and  plas- 
tering has  been  let  to  F.  Bailey  the 
carpentry  to  J.  Tait,  58  Manor  Road 
heatmg  to  W.  Schulkins,  932  Colle^^e 
Street,  and  plumbing  to  A.  Wilson  Ap- 
proximate cost,  $7,500. 

Ireland  Brothers,  118  Belleview  Ave- 
nue, have  been  awarded  the  general  con- 
tract for  the  erection  of  a  residence  and 
garage  for  Harton  Walker,  20  Toronto 
Street,  and  have  started  work  Ap- 
proximate cost,  $10,000.  Brick  construc- 
tion. 

Verdun,  Que. 

Work  has  been  started  on  the  erec- 
of  a  residence  for  John  Hunt,  603 
Rielle  Avenue.  General  contractors 
Anglins,  Limited,  65  Victoria  Street' 
Montreal.  Brick  construction  Esti- 
mated cost,  $3,500. 

Westboro,  Ont. 

In  connection  with  the  residence  be- 
ing built  by  F.  Labounty,  Roxborough 
Avenue,  the  contract  for  electrical  work 
has  been  let  to  C.  C.  Gould.  Brick  ve- 
neer construction.  Approximate  cost 
$3,000. 

Windsor,  Ont. 

In  connection  with  the  erection  of 
flats  for  Mrs.  G.  Hallett,  Langlois  Ave- 
nue, the  contract  for  masonry  has  been 
let  to  Alfred  Cross,  Louis  Avenue,  the 
Itlastering  to  N.  Troup,  313  Victoria 
Road,  Walkerville,  and  heating,  plumb- 
ing and  steel  to  L'Heureux  Brothers  13 
Wyandotte  Street  E. 

The  following  contracts  have  been  let 
for  the  erection  of  a  residence  for  S.  E. 
Rigg,  35  Pitt  Street  E. : — masonry  and 


To  Contractors 


Sealed  tenders  will  be  received  up  till  noon, 
April  26th,  1916,  by  the  Secretary,  for  the  erec- 
tion and  completion  of  a  six-roomed  Public  School 
Building  for  Finch  School  Board  Section  No.  3, 
in  the   V'illage  of  Finch,  Ont. 

Drawings  and  specifications  can  be  seen  at  the 
undersigned.  The  Board  reserves  the  right  to 
reject  any  or  all  tenders.  The  successful  tenderer 
will  be  required  to  furnish  satisfactory  guarantee 
as  to  good  faitli.  Tenders  will  be  opened  after 
S.30  o'clock  p.m.  May  1st. 

GEO.  S.  CASSELMAN, 
16-17  Secretary. 


Tenders  for  Bridge 


Tenders  will  be  received  and  contracts  award- 
ed by  tlie  Council  of  the  Township  of  Bland- 
ford  at  the  Commercial  Hotel,  Woodstock,  on 
Saturday,  the  29th  day  of  April,  at  the  hour  of 
2  p.m.,  for  the  construction  of  a  40-foot  steel 
girder  span  with  concrete  floor  and  abutments,  at 
Ratho.  Tenders  may  be  separate  or  in  bulk,  and 
may  be  addressed  care  of : . 

F.  J.  URE,  C.E.,  Woodstock,  Ont. 
GEORGE  OLIVER,  Twp    Clerk,  Bright. 
EDW.'\R1>  ADAMS,  Reeve,  Woodstock. 

1616 


Construction  of  Cribwork 
and  Concrete  Wall 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "'Tender  for  metallic  fittings  for 
New  Customs  Offices  and  Examining  Warehouse, 
Sussex  Street.  Ottawa,"  will  be  received  until 
4  p.m.,  on  Thursday,  April  27,  1916,  for  the  work 
mentioned. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  on  appli- 
cation to  the  office  of  Edwin  Francis,  Caretaker, 
Post  Office,  London,  Ont.,  R.  L.  Deschamps, 
Overseer  of  Dominion  Buildings,  Post  Office, 
Montreal,  Thos.  A.  Hastings,  Clerk  of  Works, 
Postal  Station  "F,"  Toronto,  and  at  this  De- 
partment. 

Firms  or  others  tendering  are  hereby  advised 
that  two  separate  tenders  are  to  be  submitted; 
one  to  cover  filing  cases,  etc.,  the  other  to  cover 
shelvings,  etc. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied, and  signed  with  their  actual  signatures, 
stating  their  occupation  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  eacli  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honorable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  for- 
feited if  the  person  tendering  decline  to  enter 
into  a  contract  when  called  upon  to  do  so,  or 
fail  to  complete  tlie  work  contracted  for.  If  the 
tender  be  not  accepted  the  cheque  will  be  re- 
turned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

>  By  order, 

R.  C.  DESROCHERS. 

Secretary. 

Department    of   Public  Works, 

Ottawa,  April  13,  1916. 

Newspapers  will  not  be  paid  for  this  adver- 
tisement if  they  insert  it  without  authority  from 
the  Department. — 148.  16-lC 


Sealed  tenders  will  be  received  up  to  12  o'clock 
noon,  Monday,  May  1st,  1916,  addressed  to  the 
Chairman  of  the  Toronto  Harbor  Commissioners, 
50  Bay  Street,  Toronto,  Ont.,  and  marked  "Ten- 
ders for  Harbor  Head  Walls." 

All  information  may  be  obtained  by  applying 
to  the  above  address.  Tenders  received  after  the 
time  above  named  will  not  be  considered. 

The  Commissioners  reserve  the  riglit  to  reject 
anv  or  all  tenders  received. 


16-17 


E.  L.  COUSINS, 

Chief  Engineer  and  Manager 


Tenders  for 
Drainage  Work 


.Sealed  tenders,  addressed  to  Alex.  McFarlane, 
Clerk  uf  the  Township  of  South  Norwich,  Otter- 
ville,  will  be  received  up  to  7.30  p.m.,  of  Wed- 
nesday, the  10th  day  of  May,  for  the  construc- 
tion of  "The  CoUver  Drain"  9,817  lineal  feet  of 
tile  drain  and  1,475  lineal  feet  of  open  drain. 

Tenders  for  the  supply  of  tile,  F.O.B.  Havvtry, 
will  be  received  at  the  same  time.  Plans  and 
specifications  may  be  seen  at  the  Clerk's  office, 
Otterville,  or  at  the  office  of  the  undersigned, 
Woodstock. 

16-16  l''.  J.  URE,  Township  Engineer. 


Tenders  Wanted 


.Sealed  tenders  will  be  received  by  the  under- 
signed, addressed  to  Chester  S.  Walters,  Esquire, 
Mayor,  Chairman  Board  of  Control,  up  to  5 
o'clock  p.m.,  Monday,  the  Eighth  day  of  May, 
1916,  for  supplying  mechanical  rakes  and  ap- 
purtenances  for    Gage   Avenue   pumping  station. 

Tenders  to  be  on  forms  supplied  by  the  City 
Corporation  and  plainly  marked  on  the  outside 
as   to  contents. 

Plans,  specifications,  and  further  details  can 
be  obtained  upon  application  to  the  City  En- 
gineer's office,  Hamilton,  Ont.,  Canada. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

S.  H.  KENT, 

City  Clerk. 

Hamilton,  April  11th,  1916.  16-16 


Notice  to  Contractors 
Sidewalk  Plant 


Sealed  tenders,  addressed  to  the  Chairman  and 
Members  of  the  Board  of  Control,  will  be  re- 
ceived by  the  Secretary  of  the  Board  of  Control, 
City  Hall,  Ottawa,  up  to  4  p.m.,  Tuesday,  April 
25th,  for  the  sujjply  and  delivery  of: — 
One  1/3  cubic  yard  batch  power  Concrete  Mixer. 
1,500  lin.   ft.   complete,  of  steel  sidewalk  forms. 

Any  tender  received  after  the  above  stated 
time  will  be  declared  informal. 

Specifications  and  full  particulars  may  be  ob- 
tained on  application  to  the  City  Engineer's 
Office,  City  Hall,  Ottawa. 

The  Corporation  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

F.  C.  ASKWITH, 

Acting  City  Engineer. 
Ottawa,  April  14th,  1916.  16-16 


To  Contractors 


Sealed  bids  for  all  trades  required  in  the  erec- 
tion of  a  residence  in  Warren  Road,  Toronto, 
will  be  received  up  to  noon  of  Saturday,  April 
29th.  1916.  Plans  and  specifications,  and  all 
particulars  may  be  obtained  at  the  office  of  the 
architect. 

The  lowest  or  any  bid  not  necessarily  accepted. 

F.  S.  BAKER,  Architect, 

Traders   Bank  Building, 
16-16  Toronto,  Ont. 


TENDERS 


Tenders  for  all  trades  in  connection  with  the 
erection  of  addition  and  alterations  to  St.  Peters 
Separate  School  and  a  new  School  at  St.  Monica's 
Parish,  for  the  Separate  School  Board  for  the 
city  of  Toronto,  will  be  received  until  5  p.m., 
Wednesday,  April  26,  1916,  at  the  office  of  the 
Board,  67   Bond  Street. 

Tenders  to  be  submitted  on  forms  suppliea  by 
the  Architect,  and  to  be  addressed  to  E.  F.  Hen- 
derson, Chairman  of  Sites  and  Buildings  Com- 
mittee, and  must  be  accompanied  by  a  marked 
cheque  for  10  per  cent,  of  the  amount  of  tender. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Architect,  Charles  J.  Read,  Rooms 
137  and  138  Confederation  Life  Building,  Toronto. 

16-16 


Tenders  for 
Bridge  Construction 


Sealed  tenders,  plainly  marked  as  to  contents, 
will  be  received  by  the  undersigned  up  to  12 
o'clock  noon  of  Thursday,  April  27th,  1916,  for 
the  construction  of  a  reinforced  concrete  bridge 
of  25  ft.  span  on  the  East  Boundary  of  Lot  21, 
Con.  A,  fronting  the  Humber  River  in  the  Town- 
ship of  Etobicoke,  known  as  the  Culhara  Bridge. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned,  57  Adelaide  St.  East, 
Toronto. 

The  lowest  or  any  tender  will  not  neces- 
sarily be  accepted. 

FRANK  BARBER, 

Township  Engineer. 
Toronto,  April  7th,  1916.  16-16 


TENDERS 
for  Steel  Furnishings 

at  the  New  Registry  Office 


Tenders  required  in  connection  with  work  on 
the  above  will  be  received  by  registered  post 
only,  addressed  to  the  undersigned  up  to  noon 
on  Tuesday,  April  25th,  1916.  Plans  and  speci- 
fications may  be  seen  and  forms  of  tender  and 
all  information  obtained  at  the  office  of  the  City 
.\rchitect.  City  TTall,  Toronto.  Envelopes  con- 
taining tenders  must  be  plainly  marked  on  the 
outside  as  to  contents.  The  usual  conditions  re- 
lating to  tendering,  as  prescribed  by  the  City 
By-laws,  must  be  strictly  complied  with  or  ten- 
ders may  not  be  entertained.  Tenderers  shall 
submit  with  their  tender  the  names  of  two  per- 
sonal sureties  or  the  bond  of  a  Guarantee  Com- 
pany, approved  by  the  City  Treasurer.  The  low- 
est or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
16-16  Chairman  of  Board  of  Control. 


April  19,  1916 


Board  of  Education 


Sealed  tenders,  wliole  or  separate,  addressed 
to  the  Secretary-Treasurer  of  the  Board  of  Edu- 
cation, will  be  received  until : 

THURSDAY,  APRIL  27th,  1916. 

for 

ORNAMENTAL  IRON  FENCING, 

RODEN  SCHOOL 

For  Supplying  25,000  feet  2  inch  Pine 
Planks  and  8,000  feet  4  in.  x  4  in. 
and  4  in.  X  6  in.  Cedar 

also 

For  Supplying  Linseed  Oil,  Turpentine  and 
Sundry  Materials  for  Painters'  Work 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings.  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amoiuit  of  tender  or  its 
equivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Siu'ety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer,  at  his  office  in  the  City  Hall,  not 
later  than  4  o'clock  on  the  day  named,  after 
which  no  tender  will  be  received.  The  lowest  or 
any  tender  will  not  necessarily  be  accepted, 

Mir.ES  YOKES, 

Chairman  of  Committee. 
\V.  C.  WILKINSON, 
10-16  Secretary-Treasurer. 


Locomotive  Wanted 


Wanted  Second-Hand  Industrial  Locomotive, 
medium  size,  good  condition.  Send  full  particu- 
lars to  The  pueenston  Ouarry  Company,  Limit- 
id.  St.   Davids,   Ont.      "  16-10 


DERRICK  WANTED 


Electrically  operated,  four  to  five  ton  stiff  leg 
derrick,  boom  fifty  to  sixty  feet  long.  Must  be 
in  first  class  condition.  The  Toronto  Iron  Works 
Ltd.,   Foot  of  Cherry  Street,   Toronto.  16-16 


FOR  SALE 


One  twelve-ton  Austin  gasoline  road  roller, 
1914  model.  Worked  three  months.  In  perfect 
condition.  Box  386,  Contract  Record,  Toronto, 
Ont.  15-16 


FOR  SALE-Asphalt  Roller 


One  "Erie"  5-Ton  Tandem  Steam  Roller,  in 
perfect  condition.  Used  about  one  week.  Full 
specification  and  price  upon  request.  P.  O.  Box 
65,  St.  Catharines,  Ont.  16-17 


FOR  SALE 
Second-Hand  Pipe  Threading 
and  Cutting  Machines 

Two — No.  2  (Murchey  Type)  Semi-Automatic 
double  head  Nipple  and  Pipe  Threading 
Machine,  }4-inch  to  2-inch  inclusive,  com- 
plete with  Countersunk  Pulleys,  etc. 

Two — New  Rapid  Upright  Roller  Pipe  Cutters, 
(Murchey  Type)  J^-inch  to  2-inch  inclusive. 

One — Heavy  Duty  Pipe  Cutter  (Murchey  Type) 
IJ^-inch  to  4-inch  inclusive. 

One— No.  4  (Williams  Type)  Power  Pipe  Ma- 
chine, 254 -inch  to  8-inch  inclusive,  all 
complete. 

One — No.  12  Power  Pipe  Machine,  4-inch  to  12- 
inch  inclusive. 
Apply  Box  391,  Contract  Record,  Toronto,  Ont. 

16-16 


THE   CONTRACT  RECORD 

Construction  Work 

Superintendent  or  foreman  on  general  con- 
struction work  (Railway  or  Canal)  on  Concrete, 
Rock  and  Earth,  wants  position.  Frank  Brown, 
General  Delivery,  Sub-Station  F,  Toronto.  16-17 


Reinforced  Concrete  Superintendent 


Superintendent  for  past  twelve  years.  Had 
full  charge  of  some  of  the  largest  plants  and 
buildings.  Now  open  for  engagement.  A  Mar- 
tin, care  of  51  Macpherson  Ave.,  Toronto.  16-17 


Residences 

(Continued  from  page  49) 

carpentry,  J.  R.  ScuUard;  plumbing  and 
heating,  Roy  Hicks,  159  Wyandotte  Ave- 
nue E.  Street  E.;  plastering,  Nicol  Troup, 
213  Victoria  Road,  Walkerville;  roofing, 
Windsor  Hardware  Company,  71  Sand- 
wich Street  E. ;  electrical  work,  W.  A. 
LeFave.    Approximate  cost,  $8,000. 


Power  Plants,  Electricity  and 
Telephones 

Mono  Mills,  Ont. 

The  Mono  Mills  Independent  Tele- 
phone Association,  Ltd.,  have  been  in- 
corporated to  construct  a  telephone  line 
in  the  Townships  of  Adjala,  Caledon, 
Mono  and  Albion.  W.  J.  Miller  is  in- 
terested. 

Rodney,  Ont. 

The  Town  Council  will  submit  a  by- 
law to  authorize  the  installation  of  a 
lighting  and  power  distribution  system. 
Estimated  cost,  $7,000.  Clerk,  S.  B. 
Morris. 

Saskatoon,  Sask. 

The  City  Council  will  require  2,500 
feet  of  4-core  lead  covered  wire  and 
power  cable.  Electrical  Engineer,  E. 
Hanson. 

St.  Emelie  De  L'Energie,  Que. 

The  installation  of  an  electric  lighting 
system  is  contemplated  by  Evangeliste 
Lagacee.    Approximate  cost,  $50,000. 

Strathroy,  Ont. 

The  Town  Council  are  considering  the 
installation  of  an  electric  fire  alarm  sys- 
tem.     Clerk,  F.  W.  Atkinson. 

Weyburn,  Sask. 

A  by-law  has  been  carried  authorizing 
the  raising  of  $35,000  for  the  purchase  of 
one  500-k.w.  turbine  and  equipment.  En- 
gineer, George  W.  Reid. 

CONTRACTS  AWARDED 

Ottawa,  Ont. 

The  City  Council  have  let  the  contract 
for  supply  of  underground  cable  to  the 
Standard  Unledground  Cable  Company, 
Sherman  Avenue  N.,  Hamilton,  at 
$10,600. 


Miscellaneous 

Kirkland  Lake,  Ont. 

H.  Oakes,  Lake  Shore  Mine,  will  re- 
ceive tenders  immediately  on  the  supply 
of  one  300-h.p.  motor,  compressor,  drill 
and  pumps. 

Ottawa,  Ont. 

The    Board    of    Control    will  receive 
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tenders  until  April  35th  for  the  supply  of 
one  concrete  mixer  with  a  capacity  of 
one-third  yard. 

Ottawa,  Ont. 

The  Department  of  Railways  &  Can- 
als will  receive  tenders  until  April  18th 
on  the  supply  of  42,000  barrels  of  cement. 
Specifications  at  office  of  the  Purchas- 
ing Agent. 

Preston,  Ont. 

The  Town  Council  are  considering  the 
purchase  of  a  steam  or  chemical  fire  en- 
,L;inc.      Clerk,  H.  C.  Edgar. 

Sherbrooke,  Que. 

The  City  Council  are  now  receiving 
tenders  for  one  piston  power  pump,  ca- 
pacity 4,000,000  Imperial  gallons,  triplex 
power,  horizontal  or  upright,  with  out- 
side packing,  to  work  against  a  350-foot 
head.    Secretary,  E.  C.  Gatien. 

The  City  Council  will  receive  tenders 
until  noon,  April  39th,  for  the  following 
machinery  : — one  piston  power  pump,  one 
vertical  water  wheel,  flume,  shaft  and 
brackets.  Specifications  at  ofiice  of  the 
CJity  Engineer,  Thomas  Tremblay. 

Toronto,  Ont. 

The  Toronto  Harbor  Commissioners. 
50  Bay  Street,  will  receive  tenders  until 
May  1st  for  the  construction  of  crib 
work  and  concrete  wall.  Chief  Engi- 
neer, E.  L.  Cousins. 

CONTRACTS  AWARDED 

Berlin,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies: — iron  piping, 
J.  Hainsworth,  14  Foundry  Street  N.; 
sewer  pipe  and  cement,  R.  Boehmer  & 
Company,  78  King  Street  E.;  catch  ba- 
sins and  manhole  covers,  Farwell 
Foundry  Company,  225  Queen  Street; 
concrete  tile,  P.  Bergman,  King  Street, 
Waterloo;  curb  iron,  A.  B.  Miller,  Ber- 
lin. 

Brantford,  Ont. 

The  City  Council  have  awarded  the 
contract  for  the  supply  of  road  oil  to 
the  Crescent  Oil  Company,  Limited,  136 
Cannon  Street  West,  Hamilton. 

Gait,  Ont. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies :— castings. 
Gait  Foundry  Company,  Stone  Road; 
hardware,  Buchanan  &  Tail,  Main  Street; 
cement,  I.  D.  Burns,  Main  Street,  and 
Scott  &  Hogg,  Water  Street  S.;  lumber, 
W.  I.  Reid  Company,  Water  Street  N. 

London,  Ont. 

The  London  Concrete  Machinery  Com- 
pany, Ltd.,  have  awarded  contracts  for 
the  supply  of  machinery  to  the  following 
firms: — Sparks  &  McKay,  Hamilton; 
William  Fralick,  Wellandport;  Globe 
Graphite  Mining  &  Refining  Company, 
Port  Elmsley;  J.  C.  Hunt,  Dorchester; 
Dominion  Steel  Metal  Company,  Ham- 
ilton; Corporation  of  Village  of  Orms- 
town,  Que.;  George  Bannister,  Ottawa; 
J.  E.  Tomlinson,  Malton. 

Quebec,  Que. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies: — pig  lead  and 
lead  pipe,  Charles  A.  Parent,  106  St. 
Joseph  Street;  cast  iron  pipe,  Canada 
Foundry  Company,  162  St.  Antoine  St., 
Montreal;  iron  and  brass  castings.  F.  X. 
Drolet,  306  De  Pont  Street,  and  Terreau 
&  Racine,  196  St.  Paul  Street;  brick,  W. 
Cantin,  Les  Saules  Street;  clay  pipe. 
Standard  Clay  Products  Company,  St. 
James  Street,  St.  John's,  Que. 
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Fires 

Ange-Gardien,  Que. 

Stable  and  barn  owned  by  Joseph  Le- 
tarte.    Loss,  $3,000.    Will  rebuild. 

Aylmer,  Que. 

Residence  of  Herbert  Routliff.  Loss, 
$5,000.    May  rebuild. 

Brooke  Township,  Ont. 

Barns  owned  by  Robert  Toohill,  Nap- 
ier. Will  be  replaced  b}'  fireproof 
structures. 

Chateau-Richer,  Que. 

Sawmill  owned  by  J.  Cauchon.  Loss, 
$7,000.    Will  rebuild. 

Drumheller,  Alta. 

Business  block  owned  by  W.  E.  Mc- 
Donald.   Loss,  about  $10,000. 

Highfield,  N.  B. 

Store  and  residence  of  Tobias  Broth- 
ers.    Loss,  about  $5,000. 

Killarney,  Man. 

Plant  of  the  Crescent  Creamery  Com- 
pany, Ltd.,  Sherburn  Street,  Winnipeg. 
Loss,  $5,000. 

Lion's  Head,  Ont. 

Store  of  Tackaberry  &  Tackaberry. 
Loss,  $15,000.  Owners  considering  re- 
Iniilding. 

Napinka,  Man. 

Warehouses  owned  Ijy  James  Carn- 
duff.      Loss,  $0,000.      Will  rebuild. 

Ottawa,  Ont. 

Residence  of  L.  Charbonneau,  Holland 
Avenue.    Loss,  $3,000. 

Russell,  Man. 

Premises  of  the  Union  Bank  of  Can- 
ada. Loss,  about  $15,000.  Manager, 
W.  W.  Barry. 

St.  Adalbert,  Que. 

Sawmill  owned  by  Albert  Caron.  Loss, 
$4,000. 

Ste.  Foye,  Que. 

Residence  owned  by  Ernest  Myrand, 
144  Latourelle  Street,  Quebec.  Loss 
$4,000.     May  rebuild. 

St.  Hyacinthe,  Que. 

Hotel,  owned  by  P.  Jubinville.  Loss, 
about  $8,000.      Will  rebuild. 

St.  John,  N.  B. 

Business  block  owned  by  the  McLean 
Estate.     Loss,  $5,000. 

Moulding  shop  of  McLean,  Holt  & 
Company,  Ltd.  Loss,  about  $4,000.  Man- 
ager, D.  J.  Barratt. 

St.  Lazare,  Que. 

Store  and  residence  of  Oscar  Lavigne. 
Loss,  $15,000.     Will  rebuild. 

St.  Paul  du  Buton,  Que. 

Sawmill  owned  by  A.  Blais  and  F.  Le- 
tourneau. 

St.  Thomas,  Ont. 

Residence  owned  by  Duncan  Wright- 
man,  c|o  Pere  Marquette  Railway.  Loss, 

Business  block  owned  by  E.  Morris- 
sette.    Loss,  about  $30,000. 


Late  News  Items 

Berlin,  Ont. 

The  contract  for  laying  about  0,000 
square  yards  of  concrete  pavement  with 
curbs  and  gutter  has  been  awarded  by 
the  City  Council  to  Ernest  J.  Holland, 
Ingersoll,  at  $8,742. 

Brantford,  Ont. 

Tenders  on  the  erection  of  a  residence 
for  E.  L.  Gould,  103  Darling  Street,  will 


be  received  until  noon,  April  32nd,  by 
the  Architects,  Barber  &  Tilley,  Temple 
Building.     Approximate  cost,  $8,000. 

Brockville,  Ont. 

The  General  Hospital  Board  have  let 
the  contract  for  masonry,  carpentry  and 
steel  work  required  in  the  erection  of  a 
Home  to  A.  Cameron,  Alexandria.  Ap- 
proximate cost  of  building,  $77,000. 

Cottam,  Ont. 

The  Secretary  to  the  Gosfield  Town- 
ship Council,  W.  H.  Noble,  Cottam,  will 
receive  tenders  until  April  29th,  for  (1) 
drilling  an  artesian  well  and  supply  of 
castings,  ets.,  and  (3)  drilling  only. 

Dartmouth,  N.S. 

The  general  contract  for  the  erection 
of  a  foundry  for  the  Williston  Steel 
Foundry  Company  has  been  awarded  to 
Rhodes,  Curry  &  Company,  Limited, 
Kempt  Road,  Halifax.  Approximate 
cost,  $16,000. 

Halifax,  N.S. 

Tlie  following  are  contractors  for  the 
apartments  now  being  built  for  F.  A. 
Shaw,  33  Blower  Street: — general  con- 
tract, masonry,  carpentry  and  roofing. 
J.  D.  Lavers,  1  Argyle  Street;  heating, 
Andrews  Heating  Company,  Minneapo- 
lis; plumbing,  C.  H.  Cragg,  Water  St.; 
electrical  work,  J.  Starr  Son  &  Company, 
Granville  Street.  Approximate  cost, 
$10,000. 

Montreal,  Que. 

The  Protestant  Board  of  School  Com- 
missioners, Belmont  Street,  have  award- 
ed the  general  contract  for  the  erection 
of  a  school  on  De  Jumonville  Street  to 
the  Raymond  Construction  Company, 
Limited,  145  St.  James  Street.  Approxi- 
mate cost,  $6,700. 

Quebec,  Que. 

W.  Brochu,  87  Claire  Fontaine  Street, 
has  commenced  the  erection  of  a  resi- 
dence on  Aberdeen  Street,  estimated  to 
cost  $7,000.  Brick  and  frame  construc- 
tion. 

Work  has  been  started  on  a  building 
for  the  Y.  W.  C.  A.,  125  Ste.  Anne  Street. 
The  contract  for  excavation  has  been  let 
to  the  Sharp  Construction  Company,  109 
Fleurie  Street.  Tenders  will  be  called 
shortly  for  the  erection  of  the  building. 
Estimated  cost,  $50,000. 

St.  Christophe  Pont  Viau,  Que. 

Vautrin  &  Bernier,  381  St.  Andre  St.. 
Montreal,  will  receive  tenders  until  April 
38th  for  the  erection  of  a  chapel  and 
parsonage. 

St.  Maurice  de  Thetford,  Que. 

The  contract  for  interior  alterations  fo 
the  Roman  Catholic  Church  has  been 
awarded  to  J.  .St.  Hilaire,  St.  Romuald, 
Que.,  at  $35,000. 

Toronto,  Ont. 

The  plans  for  the  proposed  Masonic 
Temple  on  .Spadina  Road  have  been  re- 
vised, and  the  cost  reduced  to  about 
$175,000.  The  Directors  expect  to  call 
for  lenders  shortly.  Architect,  H.  B. 
Knowles,  J 170  Broadway,  New  York 
City. 


Wood  Coffer  Against  Back  of  Dam  Used 
in  Replacing  Masonry 

Two  temporary  spillways  left  in  con- 
structing the  La  Boquilla  dam  of  the 
Northern  Mexican  Power  Company, 
Limited,  were  closed  under  a  considerable; 
liead  of  water  by  constructing  timber 
shutters  across  the  upstream  openings. 


building  a  rubble  -  masonry  vi^all  across 
them  and  filling  the  space  between  wall 
and  shutter  with  concrete  in  which  large 
stones  were  bedded.  The  masonry  placed 
in  this  space  was  laid  under  water,  as 
the  shutters  could  )iot  well  be  made  tight. 
The  east  spillway  was  deeper  than  the 
west,  and  the  masonry  proved  so  porus 
that  it  was  not  practicable  to  grout  it. 
G.  G.  Underbill,  chief  engineer,  and  Ed- 
win Duryea,  Jr.,  consulting  engineer  for 
the  power  company,  then  decided  to  re- 
place the  back  face  of  this  masonry,  do- 
ing the  work  in  a  timber  cofferdam  seat- 
ed against  the  back  of  the  dam.  The 
method  is  described  by  them  in  a  recent 
issue  of  the  Cornell  Civil  Engineer. 

The  construction  of  the  dam,  which  is 
in  the  State  of  Chilhuahua,  Mexico,  had 
been  delayed  by  the  difficulty  of  secur- 
ing cement.  Meanwhile  the  reservoir 
filled  so  that  at  the  time  the  33-foot-wide 
east  spillway  was  closed  it  was  passing 
water  at  a  depth  of  30  feet.  The  volume 
of  water  descending  into  the  gorge  be- 
low at  high  velocity  menaced  the  founda- 
tions of  the  power  house.  140  feet  below 
the  spillway  floor.  By  the  time  it  wa.* 
decided  to  remove  the  porous  masonry 
from  the  back  of  this  spillway  section 
cement  had  been  secured,  the  dam  had 
been  carried  considerably  higher,  and  the 
reservoir  had  filled  to  about  33  feet  above 
the  bottom  of  the  section  to  be  repaired. 

A  cofferdam  46  feet  high  and  braced 
with  horizontal  I-beam  stringers  inside 
vertical  studding  was  used.  Over  the 
latter  were  nailed  two  layers  of  3-inch 
plank  covered  with  canvas.  Because  there 
was  no  site  convenient  for  a  launchway, 
the  studding,  floor  and  lower  part  of 
the  sheeting  were  assembled  on  shore 
and  handled  to  place  by  the  two  cable- 
ways  spanning  the  dam.  The  cofTerdanv 
was  completed  in  place  and  lowered  a 
few  feet  at  a  time  as  it  was  built  up. 
On  reaching  the  required  depth,  the  sides 
and  floor  of  the  cofferdam  were  caulked 
against  the  back  face  of  the  dam  with 
bags,  etc.,  by  a  diver.  Several  vertical 
cross  walls  of  three  2  x  13  inch  40-foot 
timbers  each  were  then  set  and  wedged 
against  the  I-beams  by  the  diver.  These 
were  found  far  easier  to  place  than  cross- 
braces,  and  were  considered  much  super- 
ior. During  the  building  of  the  coffer- 
dam it  was  hung  on  two  1-inch  wire  ropes 
fastened  to  the  floor  near  the  upstream  i 
edge  and  clamped  ofif  around  blocks  hung 
from  eyebolts  in  the  masonry  above.  ' 
These  lines  pulled  the  bottom  of  the  cof- 
ferdam against  the  masonry,  while  the 
top  was  held  in  by  short  side  lines  fast- 
ened to  eyebolts  on  either  side  of  the  j 
section.  The  lowering  was  done  by  two 
stiffleg  derricks,  set  one  on  each  side  of 
the  old  spillway,  helped  when  necessary 
by  the  cableways.  The  floor  of  the  cof- 
ferdam was  weighted  with  stone  to  help 
sink  it.  ' 

When  the  cofferdam  was  in  place  and  ! 
])raced  it  was  unwatered  with  three  8- 
itich  centrifugal  pumps.     As  the  water 
was  lowered,  inclined  timber  struts  were 
placed  from  notches  in  the  masonry  to 
blocks  bolted  to  the  studs.    They  were  j 
required  in  addition  to  the  friction  of  | 
the  cofferdam  against  the  masonry  to  : 
overcome  the  uplift. 

The  coffer  once  pumped  out.  the  work  ; 
of  removing  the  defective  masonry  to  an 
average  depth  of  a  yard  and  replacing  it  \ 
with  good  concrete  was  readily  accomj)- 
lished,  working  from  the  bottom  up.  This 
wall  provided  a  solid  backing,  enabling 
the  interior  part  of  the  porous  section  of  l( 
concrete  to  be  grouted  without  difficulty.  |; 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  l)alanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Ingiis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Ingiis  Co.,  Limited,  Toronto 


The  John  Ingiis  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

OHawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalooub  Mailbd  Upon  Reqitbst 


Meet  All  Requirements 

"American"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
material  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

Wiien  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works:  Aurora,  III. 
'        Chicago  Office:  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,    Clancy   &    Grindley,    Ltd.,    Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


OUR  LINDSAY  WORKS 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        y^nte  tor  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLKY,  LTD..  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMH^TON  &  CO..  LTD.,  Bank  ot  Ottawa 
Bldg.,  Vancouver,  B.  C. 
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As  to  Big  Roofs 


As  to  big  roofs,  those  that  cover 
great  manufacturing  establish- 
ments,high  office  building's,  vast  ware- 
houses, etc. — they  are  almost  always 
Barrett  Specification  Roofs.  When  an 
architect  starts  to  figure  roof-costs  on 
large  areas,  he  cannot  escape  the  ob- 
vious economies  of  using  the  roofing 
which  is  lowest  in  price  and  costs 
exactly  nothing  to  maintain! 

It  is  a  bit  unusual, perhaps, tofind  that 
the  cheapest  permanent  roof  to  build 
is  the  best  roof — yet  that  is  the  case 
with  Barrett  Specification  Roofs. 

Their  low  cost  and  long  life  account 
for  their  high  standing  and  popularity 


with  first-class  architects,  engineers 
and  roofers. 

These  roofs  take  thebase  rate  of  insur- 
ance and  are  approved  by  the  Under- 
writers' Labororaties. 

To  he  sure  of  getting  a  Byrrett  Specification 
l\oof  on  your  building,  send  to  our  nearest  office 
for  a  copy  of  The  Barrett  Specilication  with 
diagrams  and  incorporate  same  in  your  buihling 
plans. 

The  Barrett  Specification  in  your  Iniilding  plan 
furnishes  a  fair  basis  for  competitive  liids.  It 
insures  the  best  materials  1)eing  used.  It  speci- 
lies  tile  most  approxed  method  of  consli-uclion. 

We  should  like  to  send  every  architect,  en- 
gineer and  building  owner  a  copy  of  the  Under- 
writers' Laboratories  report  on  Barrett  Specili- 
cation Roofs. 


A  copy  of  The  Barrett  Specification  ,with  roofing  diagrain,  free  on  requeit.  Address  our  nearest  office 

THE     PATERSON      MANUFACTURING     COMPANY",  LIMITED 

MONTREAL  TORONTO  \VINN1PE(J  VANCOUVER 

THE     C  A  R  R  I  T  T  E  -  P  A  T  E  R  SON    MANUFACTURING     CO.,  LIMITED 


ST.  .lOIlN,  N.  B. 


HALIFAX,  N. 


SYDNEY,  N.  S. 


Barrett  Specification  Roofs  on  the 
Elevator,  Power  House  and 
Conveyors  of  the  C.P.R.  Eleva- 
tor at  West  St.  John.N.B. 

Designing  Eng.  &  Contractors- 
John  S.  Metcalf  Co.,  Limited 
Montreal,  Quebec. 


i 
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Light  Electric 
Hoist  Crane 


The  Ideal 
Crane 
Trolley 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 

OF  ALL  TYPES,  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades— Grab  Bucket  Cranes 


Northern  Crane  Works,  Limited, 


WALKERVILLE. 
ONTARIO 


CANADIAN  BRASS/^ 


Made 
in 

Canada 


Waterworks  Brass  Goods 

Cjf  Our  product  has  several  special  features  worthy  of  Superintend- 
ent investigation.  On  the  other  hand  if  you  have  used  the  "Canad- 
ian" line,  we  are  prepared  to  abide  by  the  results  you  have  obtained. 
€|[  Other  lines  comprise  Gas  Cocks,  Plumbers'  Supplies. 

Canadian  Brass  Co. 

Limited 

Gait       M  Ontario 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  U3  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable — Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Truat  &  Savlnss  Bldg. 
INDIANAPOLIS,  IND. 


April  l!t,  i'jk; 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  BIdg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

Preiident  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


4.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.    C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER,  B.  C, 


Crushed  Stone 

for  Contractors 

Sizes,  3^,  I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  in  Harbor  at  Port  Welter.  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Agent*:     Mussens  Ltd,  Montreal 


WOODEN  TANKS 


of  all  sizes  for 
Water  Storage 

Sprinkler 
Systems  and 
General  Mining 

Purposes 

We  also  make 

SILOS 


PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  Praiident. 


J.  G.  Allan,  Vice-President. 


James  A,  Thomson,  Secretary, 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  J— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Road  Machinery 


Concrete  Machinery 

Road  Graders 


The  "PANAMA  LINE'*  -  Kg^t 


The  Most  Complete  Line  of  Road  Machinery  "MADE  IN  CANADA' 


GRADERS 

The  "Panama  Line" 
offers  you  the  most 
complete  assortment 
of  modern  road  ma- 
chinery ever  shown 
in  Canada.  A  grader 
for  every  class  of 
work,  ranging  in  size 
from  a  two  horse  and 
one  man  light  grader 
and  leveller,  to  our 
Giant  Tractor  Grader. 


CULVERTS 

The  Panama  Round 
culvert  will  eventu- 
ally be  used  by  every 
Municipality  that 
considers  culvert. life 
when  putting  their 
money  into  this  im- 
portant work. 
Write  to-day  for  our 
catalogue  describing 
the  Panama  Round 
Cast  Iron  culverts. 


The  Panama  Giant  Grader  with  Built-in  Scariher. 

Tliis  road  machine  is  designed  and  constructed  for  Tractor  use.      It  has  great  strength,  all  useful  adjustments, 
and  a  wider  range  of  use  than  any  other  road  machine  ever  built,  and  will  stand  the  strain  of  engine  power  or 
twelve  heavy  horses,  and  of  doingjts  own  plowing  in  any  soil.     Although  the  machine  is  built  for  tractor  use,  it 
can  he  equipped  for  horsepower.      It  is  not  disadvantageously  heavy  for  working  with  six  or  eight  horses. 

Hladc  8  ft.  long,  in.  thick.  Wheelbase  14  ft.  Front  wheel  .'iO  in.  high,  3}/2  in.  tire. 
'Al/z  in.  tire.      Roller  bearings  throughout.      Weight  without  attachments  3,300  pounds. 


Rear  wheel  40  in.  high, 


THE  EXETER  MANUFACTURING  CO.,  LIMITED 


602  McArthur  Bldg. 
WINNIPEG,  MAN. 


EXETER,  ONTARIO 

Write  for  our  Catalog 


Cor.  Dalhousie  and  St.  Jacques 
QUEBEC,  QUE. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 


April  19,  191G 
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Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

TWIANY  Carpenter-contractors  in  the  bmall- 
er  cities  and  towns  are  making  big- 
money  erecting  wire  fences  in  place  of  tlie 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  7is  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


1^  A  f  ¥   O  New  and  Relaying 
ilvxAiU^O  Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


Piatt  Double  Suction 
Centrifugal  Pumps 

^G^~)    ^J^^^       Split  case  features  insure  accessibil- 
j^^H^^^Hp   ity.    Their  rugged  construction  guar- 
^^JHh^^K    antees  efficient  and  continuous  service 
^^^^^^^^^    whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumps  for  Every  Service 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Our  Facilities 

fnr  the  manufacture  of 
electric  wires  a  n  d 
cables  enable  us  to  sup- 
]ily  all  kinds  and  sizes 
and  in  any  fiuantit\. 
No  order  is  too  small 
to  merit  our  attention 
and  none  so  lar^e  as  to 
tax  (un-  facilities 

Write  our  nearest  ofificc 
about  your  requirements 


M.  Weatherproof 
Actual  size.) 


Standard  Underground  Cable  Co. 
of  Canada,  Limited 


M<jntrcal,  Que. 


Hamilton,  Ont. 

Winnipeg.  .Man. 


Seattle,  Wash. 


Pure, 
Warm 
Air 

in  large  volumes,  uncon- 
taminated    and    full  jf 
health  -  giving    oxygen  ; 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


VANCOUVER  WOOD  PIPE 

&  TANKtCO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling   Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogrue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 
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ENGINEERS  WANT  WIRE-CUT-LUG 

Experience  and  Observation  have  Convinced  Eminent  City  and  County  Engineers  of  the 
Superiority  of  Wire-Cut-Lug  Paving  Brick. 

READ  THESE  TESTIMONIALS  : 

Mr.  R.  Keith  Compton,   Chairman  of  the  Paving  Commission,  of  Baltimore,  which  city  is  repaving  all  its  streets  and 
allevs.  said  on  April  6th:  _  .......  ,  ,  , 

"Wire-Cut-Lug  block  have  given  entire  satisfaction  in  this  city.     We  have  used  the  same  on  the  majority  of 
our  brick  streets  since  the  early  part  of  1913.     At  this  time  we  are  using  Wire-Cut-Lug  almost  exclusively." 
Wm.  M.  Acheson,  Division  Engineer,  New  York  State  Highway  Department,  with  headquarters  at  Buffalo,  on  April  12th 

"Dunn  Wire-Cut-Lug  brick  used  on  work  in  this  Division  has  given  satisfactory  service — both  from  a  con- 
struction and  wearing  standpoint."  ■  ,  ,  ,   

Niagara  and  Erie  Counties,  New  York,  whicli  are  in  Mr.  Aclieson  s  Division,  have  nearly  two  hundred  miles  of  brick 

pavements.  ^^^^^^^  Road  Engir\f  er  of  Cuyahoga  County,  Oh  io,  in  which  County  there  are  three  hundred  miles  of  brick 
pavements,  says  under  date  of  April  6th:  .      ,  j  ,       ,      t  x.r-     ^     t       ^  •  , 

"Brick   roads  in   Cuyahoga   County   are   now   being  constructed  largely  of  Wire-Cut-Lug  brick  1 

am  convinced  of  the  superiority  of  Wire-Cut  Lug  brick  over  repressed.     By  having  the  more  suitable  bonding  sur- 
face on  the  sides  of  the  Wire-Cut-Lug  brick  the  cement  grout  filled   pavement   produces    a   wearing    surface  of 
much  greater  slab  strength  than  we  have  formerly  obtained." 
Mr    W.  A.   Stinchcomb,  County  Engineer,  of  Cuyahoga  County,  Ohio,  says: 

"As  to  our  experience  with  Dunn  Wire-Cut- Lug  brick  I  wish  to  state  that  it  has  been  very  satisfactory.  In 
fact  we  have  encouraged  contractors  on  work  tliat  was  let  before  the  Wire-Cut-Lug  brick  came  on  the  market, 
to  substitute  Wire  Cut-Lug  for  the  repressed.  Our  experience  is  that  we  are  able  to  prepare  a  much  better  bond 
by  the  use  of  this  brick  than  with  the  repressed." 

Mr   D   R    Lyman,  Chief  Engineer,  Louisville,  Ky.,  writes:  ... 

"We  have  been  laying  Wire-Cut-Lug  vitrified  block  in  Louisville  for  about  two  years  and  are  very  well 
pleased  with  results  obtained.  We  have  always  used  cement  filler  with  Wire-Cut-Lug  blocks  and  in  this  class  of 
construction  I  think  Wire-Cut-Lug  blocks  are  superior  to  repressed  blocks  on  account  of  the  square  edges  and 
better  density.  In  general  we  have  secured  better  results  with  Wire-Cut- Lug  blocks  than  with  repressed 
blocks  and  I  hope  we  will  be  in  a  position  to  lay  a  greater  yardage  of  Wire-Cut-Lug  blocks  in  the  future." 


Twenty-eight  independent  competing  companies, 
productive  capacity  of  500,000,000 

Corry  Brick  &  Tile  Company,  Corry,  Pa. 
United  Brick  Company,  Greensburg,  Pa. 

Plant  at   Conneaut,  Ohio. 
Sterling  Brick  Company,  Olean,  N.  Y. 
Keynoldsville  Brick  &  Tile  Co.,  Keynoldsville,  Pa. 
Danville   Brick  Company,   Danville,  111. 
Clinton    Paving    Brick   Company,    Clinton,  Ind. 
Alton  Brick  Company,  Alton,  111. 
Deckman-Duty  Brick  Company,   Cleveland,  Ohio. 

Plants  at  Cleveland,  Carrollton  and  Malvern,  O. 
Metropolitan  Paving  Brick  Company,  Canton,  Ohio. 

Four  plants  at  Canton,  O.,  one  at  Willow,  O. 
Hcsscmer   Limestone  Company,   Youngstown,  Ohio, 

Three  plants  at  Bessemer,  Pa. 
Peebles  I'aving  Brick  Company,  Portsmouth,  Ohio. 

Two  plants  at  Portsmoutli,  Oliio,  one  at  Firebrick, 
Murphysboro  Paving  Brick  Co.,  Murphysboro,  111. 
Southern  Clay  Mfg.  Company,  Cliattanooga,  Tenn. 

Plants  at  Robbins,  'lenn.,  Coaldale,  Ala. 
Windsor  Brick  Company,  Akron,  Oliio. 


operating  forty-five  plants  and  having  an  aggregate  annual 
10-pound  brick,  make  Wire-Cut-Lug  paving  brick 

McAvoy  Vitrified  Brick  Company,  Philadelpliia,  Pa. 

Plant  at  Perkiomen  Junction,  Pa. 
Hocking   Valley   Brick   Company,   Columbus,  Ohio. 

Plant  at  Logan,  Ohio. 
Veedersburg  Paver  Company,  Veedersburg,  Ind. 
Springfield  Paving  Brick  Company,  Springfield,  111. 
Terre  Haute  Vitrified   Brick   Co.,  Terre  Haute,  Ind. 
Albion  Vitrified  Brick  Co.,  Albion,  111. 
Alliance  Clay  Product  Company,  Alliance,  Ohio. 
Westport   Paving   Brick   Company,   Baltimore,  Md. 
Mack  Manufacturing  Company,  New  Cumberland,  W.Va. 

Four  plants  at   New   Cumberland,  W.Va. 
The   Hydraulic-Press   Brick   Company,   St.    Louis,  Mo. 
Harr   Clay   C'ompany,   Streator.  111. 
I >ui  lon-'i"o\viiseiul  Company,  "  plants,  Zanesville,  O. 
Ky.  The  Trimble  Paving  Brick  Company,  Dayton,  Ohio. 

One  plant  at  Trimble,  one  plant  at  Glouster,  Ohio. 
Thornton  Fire  Brick  ('ompany,  Clarksburg,  W.  Va. 

Plant  at  Thornton,  W.  Va. 
Infli.'ina    I'avin.L*'   I'rick         lilock   Co.,   r.i;i/.il,  Indi.-m.'i. 


WRITE  FOR  DATA 


0    THE  DUNN  WIRE-CUT-LUG  BRICK  CO.  (Licensors)  Conneaut,  Ohio  ^ 


April  19,  1916 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON) 
GOODS  CO.,  Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOD  '  ATWOOD 

ENGINEERS   FOUNDERS  MACHINISTS 

Repreiented  by  W.  M.  Campball,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  foi  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


Built  for  C. P. R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinoif,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— BridseburK.  Ont. 
Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


**Galvaduct"  and  '*Loricated" 

Conduits 


for  Interior  Construction 


Conduits  Company,  Limited 

Sole  Manufacturers  uader  Canadian  and  U,  S.  Letters  Patent 


Toronto 


Canada 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great  favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich..  U.S.A. 

CANADIAN  AGENTS: 
Montreal-Mussens,  Ltd.  Toronto-A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beams  -Channela 
Angles — Plates 

Always  in  Stock  CONSTRUCTION  CO. 

Reinforcing  Bars 

'  'Self-Senterjng" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Bbeotors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  in  the  market. 

Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phoner,  Office  North  \  EveninKS,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacityl8,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples~Miniatureor 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  of  Enameled  Brick  exclusively 

1182  Broadway,  New  York. 


Canada  Iron  Foundries,  Limited 


CAST  IRCIN  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castinsrs 
of  all  kinds,  Moorins:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost  •^Proof 
Water 
Meters 

Write  for  Catalogne 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i— Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3— Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5— Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


ij^toallicl 

gpuildirig  Malerialsi! 


1885  "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Fay  You. 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

Always  Big  Stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  tlie  Trade 
TORONTO  and  WINNIPEG 


#,:;;iiiiiujiiiRiLii 

;S  iiiUllUiiijiiiillill 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  ?2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  {oimdation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — ■ 
White  $52,  buff  $2S,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H  in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16^  ft,, 
.$22,  IS  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  .$22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
.$29;  1-in.  by  lO  in.,  .$30;  1-in.  by  12-in.,  $30 
to  $.32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  J/a  by  6 
and  10-in.  pine  shelving,  $.33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $.32 ;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  .$3.35;  N.  B.  extras 
.$4;  N.  B.  clears  .$3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  X  14,  14  x  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  18,  IS  x  IS,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  .$.39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel   and   Iron   Bars    $2.90  to  .$3  base,  twisted 
and    deformed,    $3.25;    structitral  sections, 
$3..V»;   small  sizes  $.3.25. 


Steel  Plates— tank  and  boiler,  $3. .50  per  100  lbs. ; 
Vi  in.,  5/16  in.  and  Vs  i"-.  13.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bcssemcr  plates,  28 
gauge,  $3.75  to  .$4.00  per  100  lbs. 

Galvanized  iron — 28  gauge  $0.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.:  15-in., 
$1.40;  18in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.  ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead — ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
.SOc.   per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  l>st  quality,  $13;  second  quality, 
$10..50;   all   f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not    reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  f^-in.,  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — 3  in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  in.,  25c.  extra;  54  in.  x  54  >n. 
X  14  in-  50c.  extra.  Boiler  plates — 14  in. 
thick  and  thicker,  .$4.00.  Circular  plates — 
Flange  quality,  .30  in.  dimension  and  over, 
.$4.2.5;  luider  .30  in.  dimensions,  .$4.75.  Beams 
and  channels — Under  .35  lbs.  per  yd.,  $4.00 ; 
35  lbs.  jier  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gaugue,  $4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9  in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  .$.3.25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
.$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'/2  ft.,  $2,  $3,  $4.12,  .$5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00.  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  manilla,  17c. 
basis;  African  hemp,  17c.;  sisal  rope,  13c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil — 
in  barrels,  98c.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  95}<2C.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime— Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel— Per  yd.,  delivered,  $1.85. 

Crushed  Granite— Ij^  and  2-in.,  $2.65;  54-in.  and 
1-in.,  $2.90;  H-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in..  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
.$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $.32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No, 
2  red  pine,  4  and  6  in,,  $46;  No.  3,  $40;  No, 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac. 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10.  10  x 
12,  12  X  12,  .$38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10.  6  X  12,  8  x  12,  $.39 ;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20. 
$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20. 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in.,  ; 

$110;  pine  trim  4-in.  casing,  $3.70  per  100 

ft.   5j4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 

10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 
Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 

No.  1  B.  C.  cedar  dimension,  $5.50;  band 

sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs.;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2,95  per  100  11)S, 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  66)  V 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,   Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY.  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  '*  Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  64)  ' 
SEWER  PIPE 
Sewer  Pipe — Wliolesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  G  in.,  18;/^  cents;  S  in.,  30  cents; 
9  in.,  ."JS  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  .$1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, .$7.50,  delivered  on  job.  Plaster  of  Paris, 
■tilSOO  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.  ;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  SO 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  e.xtra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse  ;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  .$40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.25  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.50  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  S  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
.$2.10;  fir  latb,  $2. 


STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base ;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 28  gauge,  $6.75  per  100  lbs. 


Corrugated  iron — 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square 
Black  steel  sheets,  24  gauge,  $4.60  per  100  lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  jjeams  and  plates — $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 
Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12i^c.  per  ft.;  6  in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in,,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster— $13.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4  per  bbl. 
Finishing  Plaster — $17.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
1454c  basis;  sisal  rope,  12%c  basis. 


PAINTS  AND  OILS 
Mixed  paint— per  gal.,  $2.40  to  $2.75. 
White  lead— ground  in  oil,  $12.50  to  $16.00  per 

100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.20  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  $1.18  per  gal. ;  red  lead, 
dry,  $11  to  $12  per  100  lbs. ;  putty  in  bulk, 
bills..  $2.75;  putty  in  25-lb.  tins,  $3.65;  tur- 
pentine, in  bbls.,  $1.00. 


nEKMBONESlMl 

The  Herringbone  Policy 

On  account  of  its  fireproof  tiuulitics  the  use  of  Metal  Lath  should  be  greatly  extended. 
Two  things  i^revent  this,  cost,  and  the  possibility  of  corrosion. 

Our  Sherardi/.ed  coating  prevents  corrosion  but  increases  the  cost.  Our  cold  japanned 
coating  is  economical  and  generally  efficient,  but  leaves  the  steel  unprotected  at  points 
w  here  it  becomes  scratched.  Our  latest  Herringbone  improvement,  the  use  of  cop])er  alloy 
instead  of  steel,  reduces  corrosion  at  scratched  i)laces  to  a  negligible  amount. 

'I'iiis  improx  emeiit,  adding  greatly  to  the  manufacturing  cost  of  Herringbone  Lath,  is  not 
being  used  as  tlie  occasion  for  any  advance  in  price.  By  reason  of  this  generous  policy  Her- 
ringbone C'o])i)er-Alloy  T>ath  becomes  the  final.- word  in  the  metal  lath  industry. 


Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 


Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4',  7/8'  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

1 —  7  X  12  Double  Cylinder,  Double  Drum  HOIST  with  boiler 

2 —  6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 

2 — 6j4  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from      cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6^^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.K.  PLANT  1790  St.  James  Street,  Montreal, Que.       -Agkntb—  .     ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipeg-,  Man. 
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l^ontractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &:  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
11"^    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

E.xpert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches  : 

Toronto         Vancouver         London,  England 


AN6LINS 

**  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


AU  BUILDING  WORK 
LARGE  OR  SMALL,' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

I'lione  Office  and  Works: 

Main  904-90(5  62  EspUnade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC    SECURED  or  our 

rn  I  nil  I  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Ofifice,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts.     Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys  Ottawa,  Canada 


Tbe  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 

.      .        the  New  -  

Dikeman  Automatic  Surveyor  Level 

Accurate  reBTilts  giraraTiteed.      "  " 
Send  for  Circular. 

Dikeman  Surveyor  Company 

Detroit,  Mich.  Windsor,  Ont. 


STANLEY  IJGHTFOOT 

REG  O  PATEN'  SOtiC'O"  ftND  AtTORNEr 
LUMSDEN   BLOG.C'l  yo'iSi^J.'"  )  TORONTO. 

New  BOOKLET  OF  COMPLETE  INFORMATION  FRCC 

MINTION    TH.B    PAPCP)  M.  3713 


J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchettere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 
Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago  ;  Glasgow  and  London,  Eng. 
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(No.  8  of  a  Series  on  "The  Making  of  Beiaemer  Block" 

We  Are  Prepared 

to  deliver  BESSEMER  BLOCK  to  you 
as  fast  as  you  can  use  them.  The 
longest-lived  paving  known  to  man 
costs  no  more  and  cjften  far  less  than 
construction  which  by  com])arison  is 
temporary. 

The  picture  above  illustrates  one 
phase  of  our  equipment  which  helps  to 
lower  cost  and  increase  output.  It  is 
a  trolley  transfer  car  used  to  haul  brick 
to  and  from  the  "continuous  kilns." 

Bessemer   Block   are  Wire-Cut-lug 

paving  block  (Dunn  Patent).  The 
whole  Dunn  engineering  organization 
is  ready  to  consult  with  you  on  request. 

Write  for  full  descriptive  matter. 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Members  of  the  Nat'l  Pav.  Brick  Mfrs'.  Assn. 
Largest  Paving  Block  Plant  in  the  World 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Papei 
Co.,  Ltd. 

50,000  gallons.  149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Plopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1615-1616 
Private  exchange  connecting  all  departments 
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Canadian  Steel 
Plate  Blowers 


Built  to  order  and  to  stand  high  press- 
ures. Housing  made  of  heavy  gauge 
steel  plate,  riveted  and  bolted  to  stay. 
Every  point  where  the  strain  comes 
reinforced  by  a  strong  angle  iron 
frame. 

Every  blast  wheel  is  putjto  the  sever- 
est tests  to  insure  perfect  balance, 
smooth  running,  strength  and  safety. 
"Canadian"  Pressure  Blowers  run 
without  noise,  require  less  space  and 
always  maintain  their  original  effic- 
iency. You  can't  truthfully  say  that 
about  positive  blowers. 

State  work  and  we  will  advise  what  a 
direct-connected  "  Canadian  "  unit 
will  cost  to  buy  and  operate. 

Send  for  Catalog  No.  182-12 

Canadian  Blower  and  Forge  Co. 

Limited 

y 

Berlin       -  Ontario 

Manufacturers  :~-l'"orKes.  Ulowers,  Heating  and  Ventilatintf 
and  Dryinsc  Apparatus. 

Branch  Offices  in  all  Principal  Cities 


Draft 

Independent 
of  Weather 


IMechanical  draft  is  absolutely  independ- 
ent of  weather  conditions.  Fog,  wind,  hu- 
midity, sleet  or  snow  make  no  difference. 

If  v(»u  sufTer  from  lack  of  draft  install  a 


Trade  Mark 


Turbo-Undergrate  Blower 

It's  a  small,  inexpensive,  and  easy-to-install 
unit,  with  Sturtevant  experience  and  cjuality 
back  of  it — just  the  thing  for  boilers  rang- 
ing from  50  to  300  H.P. 

The  Sturtevant  set  consists  of  a  single 
stage  impulse  steam  turbine  made  accord- 
ing to  the  same  design,  and  of  the  same 
material  as  our  regular  turbines,  and  just  as 
carefully  constructed.  The  rotor  has  indes- 
tructible buckets.  They  are  milled  in  the 
solid  forged  steel  rim.  This  is  absolute  in- 
surance against  rotor  trouble. 

The  steam  casing  is  easily  accessible  for 
cleaning  and  repairs  through  the  blank 
flange.  It  has  a  patented  floating  metallic 
stuffing  box  which  makes  the  casing  steam 
tight.  It  also  prevents  steam  from  getting 
into  the  bearings  and  blowing  out  the  oil, 
and  it  allows  the  tur])ine  to  work  against 
high  back  pressures. 

Fan  is  of  the  pr()j)eller  type,  solidly  and 
sul^stantially  built,  consisting  of  6  sheet 
aluminum  blades  rigidly  riveted  to  a  bronze 
hub,  accurately  machined  to  insure  proper 
balance-  Note  that  blades  are  not  ordinary 
cast  aluminum.  They  are  stamped  with 
dies  the  exact  shape  required  and  always 
the  same.  The  balance  and  efficiency  of 
the  fan  do  not  depend  on  inaccurate  cast- 
ings made  in  sand  molds. 

Sturtevant  Turbo-Undergrate-B lowers  are 
built  so  that  there  is  really  nothing  to  get 
out  of  order  or  require  repair.  Further 
details  on  request. 

The  bulletin  to  ask  fox  is  214-Z. 
Where  shall  we  send  your  copy? 

B.  F.  Sturtevant  Co.  of  Canada 

_    ,       _  .  Limited 

Lialt,  Untario 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents:  Sanford  Kiley  Stoker  Co.,  Limited, 
•'  THK  KILRY  STOKKR  " 
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GOOD  ROADS 

Ancient  and  Modern 

The  building  of  good  roads  has  always  been  the  sign  of  higher  civilization  and  rapid  industrial  progress. 
In  the  days  of  the  Romans,  roads  were  built  so  thoroughly  that  many  of  them  exist  to  this  day — nineteen 
hundred  years  after. 

They  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  spent  in  their  construction 
and  the  work  was  well  done. 

In  the  present  day  slaves  are  not  available;  paid  labor  is  necessary,  and  time  is  more  valuable.  Modern 
mechanical  appliances  have  reduced  the  labor  element  and  have  greatly  facilitated  good  road  building. 


A  most  convenient  outfit  is  the 

Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 

mounted  on  a  strong  truck  with  broad  wheels.  This  outfit  is  a  money- 
maker where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all  the  ne- 
cessary accessories  and  an  IngersoU-Rand  dust-proof,  self-oiling,  high 
speed  compressor  with  an  efficient  cooling  equipment. 

The  JACKHAMER 

A  "One-Man"  Rock  Drill 

is  a  light  but  very  powerful  machine  for  drilling  holes  of  average  depth  and 
size.     The  rotation  and  lubrication  are  entirely  automatic  in  operation. 

The  valve  is  of  the  non-freezing  Butterfly  Type  and  the  drill  may  be 
operated  with  either  steam  or  air. 


CANADIAN  INGERSOLL  -  RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDINC 

MONTREAL,    -  CANADA 

Vancouver         Nelson         Winnipeg         Timmins         Cobalt         Toronto  Sydney 
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Every  Motorist  Should  Carry 


our 


"  Dominion 
Autowline  " 

If  you  want  your  car  towed  use  the 
only  STEEL  Towing  Line 

Weight  6  lbs.  Diameter  i  ft. 

Goes  under  a  cushion. 


Inexpensive 


Durable 
MONTREAL 
WINNIPEG 
ST.  CATHARINES 


If  you  are  in  need  of  a 

SCRAPER  BUCKET 
EXCAVATOR 

Let  us  quote  you  for  a 

MARION"      Immediate  Shipment 


Keystone  Blast  Hole 

DRILLS 


for 


Big  Blast  Holes 

With  or  Without  Traction 


HEAD  OFFICE 


MONTREAL 

Braneh:-St.  Cathariues,  Ont. 


Vol.  30 


Toronto,  April  26,  1916 


No.  17 


Rogers  Cement 


C.  J.  Townsend,  Contractor. 


Crawford  Street  Bridge,  Toronto. 

This  bridge  is  numbered  among  the  recent  notable  accomplishments  in  concrete  construction. 
The  sharp  refined  detail  and  attractive  design  were  made  possible  by  the  uniform  high  quality  of 

ROGERS  PORTLAND  CEMENT 

The  Crawford  Street  Bridge  is  only  one  example  of  many  such  monuments  to  the  superiority  of 


ROGERS  CEMENT 


Alfred  Rogers  Limited^ 


28  King  St.  West 
Toronto 


Alphabetical  Index  to  Advertisers,  Page  16 


Classified  EMrectory  to  Advertisements,  Pa^e  6 
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Improved  Steel  Champion  Reversible  Road  Machine 


WRITE  FOR  CATALOGUE 


Manufactured  by 

The  Dominion  Road  Machinery  Co.,  Limited 

A  Full  and  Complete  Line  of  Road,  Street  and  Contractors'  Machinery  and  Supplies 

Goderich,  Ontario 


Why  Not  Now? 

For  Alterations  to  Building 

Now  is  a  good  time  to  make  building  alterations  or  additions — the 
trades  are  not  rushed  and  careful  work  can  be  obtained  at  attractive 
costs. 

Most  construction  will  require  some  prism  installations.  Don't 
forget  the  first  and  best  make  —  "Luxfer" 

Our  engineers  apply  the  principles  of  refraction  in  such  an  exact 
manner  that  we  are  able  to  put  daylight  where  you  want  it. 

In  our  laboratory  we  will  prove  our  claims. 

LUXFER  PRISM  COMPANY,  LIMITED 

100  King  St.,  W.  TORONTO 
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28  "Service"  Branches  Throughout 
Canada 


Canadian  Consolidated!  If  ONtlNlOl 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


Efficient  Service 


Our  constant  aim  is  to  give  you  EFFIC- 
IENT and  RELIABLE  SERVICE,  the 
kind  that  leaves  an  impression  of  personal 
attention. 

"  Service  "  Branches  throughout  Canada 
with  complete  stocks,  make  quick  and  prompt 
deliveries  possible. 

IF  IT'S  RUBBER 

The  Dominion  Rubber  System 

HAS  IT 

Write  for  catalogue^  and  let  us  show  you  how  well  we  can  serve  you* 


Canadian  Consolidated 
Rubber  Co.,  Limited 

Montreal,  P.Q. 


28  "Service"  Branches  Throughout 
Canada 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVL- HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lislied    in    1915   by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligli.  Published  in  1915  by  the 
American  Teclinical  Society.  20G  pages,  illustrated.  Price 
.$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  II.  Sprague,  with  worked  examples  and 
S9  illustrations.  Publislied  by  Scott,  Greenwood  &  Son 
in   1914.     Price  ifl.OO. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.60. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. lust  published  by  McGraw-Hill  Book  Company. 
4.38  pages,  illustrated.     Price  .$4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.60. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Khner  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  loseph  G.  Branch  Publishing  Company  in 
1014.     US  pages,  illustrated.     Price  .$1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers,  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany,    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  l*ra<i  ical  Tioalisc  nn  the  Cnn- 
sliiuliiiii  nf  Walersvnrks  foi  the  use  of  Engineers  anil 
Studfiils  (if  l'".n.i>iiieerinti',  by  Fvi-il,  ('.  Uron,  M.  1tis(.  <". 
K,  T.  Willi  luunerous  plalcs  and  ISO  illustrations.  I'lih- 
lisluil  bv  Caslle  Litlio  T.iiiiilcd,  Brislol,  iMiRland,  in  1914. 
•JfiS   pants.      Price  $:!.(I0. 
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The  BEST  Results  in  Painting 

are  obtained  from 

Special   Paints  made  Specially  to  meet  Special  Conditions 

A  Paint  made  to  give  the  best  possible  results  on  ALL  kinds  of  surfaces 
cannot  (the  fact  is  self  evident)  give  the  same  protection  that  a  paint 
made  specially  to  protect  ONE  special  surface  will  give. 

SPECIAL   PAINTS  ARE  OUR  SPECIALTY 


BRIDGES 
BUILDINGS 
GAS  HOLDERS 
STEEL  CARS 


If  You  Contemplate  the  Painting  of : 

STRUCTURAL  STEEL 
STACKS  ana  BOILERS 
ROOFS  (metal  or  canvas) 
GRAIN  ELEVATORS 

We  shall  be  glad  to  tell  you  of  these  Special  Coatings 
They  will  REDUCE  YOUR  MAINTENANCE  COST 


TANKS 

PENSTOCKS 

PIPING 

TROLLEY  POLES 


DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 

Made  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO.  Detroit.  Mich. 


Winnipeg 
Vancouver 


Concrete  Sewers 
have  "made  good" 
in  Canada  and 
the  United  States 


M 


^  F^^  OF  the  largest 
^^^^  cities  on  this 
continent  have 
concrete  sewers. 
A  number  of  these  have 
been  in  continual  use  for 
more  than  a  quarter  of  a 
century. 

11  to  40  years  are  the 
records  of  New  York, 
Boston,  Winnipeg,  Pitts- 
burg, Milwaukee,  Halifax, 
Pawtucket,  Saginaw,  Wash- 
ington, Oakland,  Salt  Lake 
City  and  Hamilton,  Ont., 
and  in  each  of  these  cities 
the  sewers  are  still  in  ex- 
cellent condition  and  will 


remain  so  for  many  years 
to  come. 

Concrete  sewers  and  con- 
duits have  "made  good." 
They  have  demonstrated 
their  value  in  every  way. 
Their  durability  has  been 
conclusively  proven. 

Some  very  interesting  in- 
formation regarding  the 
experience  of  these  cities 
has  been  supplied  to  us 
by  some  of  the  best 
known  engineers  on  the 
continent.  If  desired,  we 
shall  be  glad  to  pass  it 
along  to  you  without  cost 
or  obligation.  Address: 


Canada  Cement  Company  Limited 

781  Herald  Building,  Montreal 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  ,six  headings;  half  page,  twelve     headings;    full       page,    twenty-four  headings. 


Air  Compressors 

Can.  IngersoU-Rand  Co.,  Ltd. 
Piatt  Iron  Work* 


Aluminium 

Spielmann  Agencies  Regd. 

Air  Hoists 

Northern  Crane  Works 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  .Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  L,td. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Boilers 

Beatty  &  Sons,  M. 

Inglis  Company,  John 

Marsh  &  Ilenthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 
Standard  Underground  Cable  Co. 
of  Canada  Limited 


Brick 

American  Enamelled  Brick  Co. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 

Mansfield    Kngiiieeiing  Co. 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian  Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson    Bridge  Works 
Dominion  Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
liiril  &  .Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield   Engineering  Co, 

Casements 

Trussed  Concrete  Steel  Co. 

Cement 

Alfred   Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson   Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Woiks. 

Coal   Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.  W.  Jolms-Manville  Co., 
Limited 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 

Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian   Fairbanks-Morse  Co. 
ICxeter  Mannfacliu  iiig  Conipanv 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal   Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion   Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
RicwiL    Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.    Fairbanks-Morse  Company 
("anadian   Equipment  Company 
Dake  Engine  Company 
Dominion  Koarl   Macliinciy  Co. 
Goodwin,  Barsby  &  Company 
Marsh   &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &   Rubber  Company 


Conveying  Machinery 

Goodwin,   Bargby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Core  Drills 

Can.   IngersoU-Rand   Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Nortliern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian   Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Rogeis  .Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Macliinery  Co. 
E.xeter   Maiuifacturing  Company. 
Goodwin,  Barsby  &  Company 
London  Concrete  Macliinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-OLite   Company,  Inc. 

Damp  Proof  Coating 

Can.  11.  W.  Johns-Manville  Co., 

1  -iniitetl 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 


Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 

t^anadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba   Bridge  &  Iron  Works 
Marsh  &  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey   Mfg.    Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co 

Electric    Impulse  Clocks 
Cent   &  Company 

Electric  Water  Systems 

Ontario  Wind  Engine     &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ornisby  Company,  A.  B. 

Elevators 

Northern    Crane  Works 
lurnbull   Elevator  Company 

Enamelled  Brick 

American     Enamelled     Brick  & 
I  lie  Company 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F  H 
Mansfield  Engineering  (Tompany. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co 
bheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co 
Can     Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis   Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Expanded  Metal 

Pedlar   People  Limited 
Trussed   Concrete  Steel  Co. 

Fans 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Plait  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Plait   Iron  Works 

Fire  Brick 

KIk  Fire  Brick  Company 

Fireproof   Doors   and  Windows 
llo|ir  iV  .Sons,  llciny 
Ormsby  Company,  A.  B. 
Pedlar   People  Limited 
Trussed   Concrete  Steel  Co. 

(Continued  on   Page  S) 
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Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneuri  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,    Elevators,  Engines,  Filters,   Forgines,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Tv-rbines,   Tanks,   Water   Wheels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  I60lbs.  fire. 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  tiic  first  treatise  on  practical  design  an.d  construction  of 
bridges  and  culverts.     It  completes  this  remarkable  series.     You  prob- 
ably know  something  about  Ihese  books- 
How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  354  pages,  6  x  9,  88 
illus.,  $3.50  net,  postpaid. 

Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

(■)  .\  !),  413  illus.,  :i4  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Fire  Escapes  < 
Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario   Wind   Engine   &  Pump 
Company. 
Flooring  Materials 

Armstrong  Cork  Company 
Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart   Mfg.    Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerlesi  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind   Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer   Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company 

Gravel  Buckets 

Mansfield    Engineering  Co. 

Hammer  Drills 

Canadian   IngersoU  Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 
Piatt   Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern   Crane  Works 
Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian   IngersoU  Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh   &  Henthorn 

Northern   Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Beatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 
Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr    Engine  Company 
Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  H. 

National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur.  Co. 
Insulating  Bricks 

Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Kyanized  Spruce 

Berlin   Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
Limited 
Lockers  (Clothes) 

Canada  Wire  &  Iron  Goods  Co. 

Dennis  Wire  &  Iron  Works  Co. 
Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 
Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard    Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed   Concrete   Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Moulds  for  Cement  Blocks 

Cast  Stone  Block  &  Machine  Co. 

Municipal    Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Paving  and   Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Canadian  Dolarway  Paving  Co. 
Carey  Mfg.  Co.,  PhiHp 
Dunn  Wire-Cut-Lug  Brick  Co. 
National  Paving;  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 
Warren    Bituminous    Paving  Co. 

of  Ontario. 
Warren  Bros.  Company 

Pipe   (Concrete,   Iron  4  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson  Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10) 


Road  Machinery 


The  "PANAMA  LINE'* 


of 


Concrete  Machinery 

Road  Graders 
Road  Drags 


The  Most  Complete  Line  of  Road  Machinery  "MADE  IN  CANADA' 

THE  STANDARD  GRADER 


ROAD  DRAGS 

We  make  15  styles 
and  sizes  of  road 
drags  every  one  made 
entirely  of  iron  and 
steel,  and  construcled 
to  stand  the  work.  If 
you  want  to  see  a 
roniplete  line  of  roail 
ilraKs,   ,i?el   our  cata- 

loKUC. 


CULVERTS 

'I'lif  Panama  Kouinl 
Cast  hull  Culverts 
arc  tlic-  kind  that 
lasi  a  life  time,  Our 
calalii.iiuc  c  .N  p  I  a  i  n  s 
I  he  exclusive  fcat- 
III  cs  that  are  pro- 
Icctccl  liy  a  Canadian 
pali'iil.     Write  for  il. 


The  Panama  Standard  Road  Grader. 

f  )m-  .Standard,  llu>  same  de.sigii  and  construction  as  our  (iiani  ^iradcr,  hut  i)ro])or(i(iua1cly  li^litcr,  wcigliiug  2,S()()  lbs., 
IS  a  .yrcat  favorite  with  road  enj^inccrs.     The  arched  frame  allows  tlic  oiicralor  to  tilt  tlie  blade  to  a  .sjroaler  angle  for 
ditching.      The  low  down  platform  gives  you  a  better  view  of  the  woi'k  you  arc  doing. 
Specifications. 

liiade  ~i  fl.  :;  in.  long,  Hi  in.  wide  x  :!/«  ihiids.  i''ronl  wluels  :i()  in.  high,:;  fl.  '.i  in.  ti-ead.  l\ear  wheels  40  in.  higli,(ift. 
1  in,  tread.      Weight  pounds.      :iJ/2  in,  .">  in,  or  0  in.  tires  furnished  on  either  of  tiie  (liant  or  Standard. 

J      Roller  I'earings  in  all  wheels, 

THE  EXETER  MANUFACTURING  CO.,  LIMITED 


602  McArthur  Bldg. 
WINNIPEG,  MAN. 


EXETER,  ONTARIO 


Cor.  Dalhousie  and  St.  Jacques 
QUEBEC,  QUE. 
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Quality 


Reliability 


Service 


Cement  -  Crushed  Stone 

Trap  Rock    -  Granite 

Sand   -  Gravel 

Contractors  and  Engineers  will  find  Rogers  Service  indis- 
pensible  to  the  successful  completion  of  any  contract. 

ROGERS  SUPPLY  CO.,  LIMITED 

28  King  St.  West,  TORONTO 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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Pipe  and   Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion   Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 
American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   IngersoU-Rand  Co. 
Hopkins  &  Co.,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller   Mfg.    Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

lona  Gypsum  Company 

Plug  Drillers 

Canadian   Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American   Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario   Wind   Engine   &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railvray  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Canadian  H.   W.  Johns-Manville 

Company,  Limited 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Revolving  Stone  Screens 

Goodwin,   Barsby   &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington    Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Macliinery  Co. 
Exeter   Mfg.    Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son. 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Carey   Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar   People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Sand   and   Gravel  Plants 

Mansfield    Engineering  Co, 

Safes  and  Vaults 

Can.    Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 


Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National   Iron  Works 
Standard    Clay    Products  Ltd. 


Shovels  (Electric) 
Osgood  Company 


Shovels  (Gasoline) 

Osgood  Company 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 


Silo  Moulds 

London  Concrete  Machine>  y  Co. 


Skylights 

Pedlar   People  Limited 


Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 
(Continued  on  page  14 ) 
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Easily  Operated  By  One  Man 


Illustration  also  shows  the  G  &  G 
Sidewalk  Door  Opening  and  Clos- 
ing Device  with  Spring  Guard 
Gate.  Doors  automatically  open 
and  close  when  hoisting  head  is 
raised  or  telescoped,  and  lock  in 
^position  whether  open  or  shut. 


JNVESTIGATE  the  G  &  G  Telescopic  Hoist.  It  is  in  general  use  through- 
out the  Dominion  for  the  removal  of  ashes  in  residences,  schools,  churches, 
office  buildings,  etc.    It  may  be  readily  installed  in  old  buildings  and  is  recom- 
mended as  a  very  desirable  addition  to  all  plans  for  new  construction. 


"Made  in  Canada" 


"Made  in  Canada" 


intent 


Raises  load  of  .'iOO  lbs.  at  .guaran- 
teed sjjeed  of  :!0  feet  per  minute. 
When  not  in  use  hoist  telescopes 
and  no  part  shows  al)ove  street 
!e\cd.  Oi^crated  from  grade — in- 
suring fullest  i^rotection  for  hotli 
pui)lic  and  operator  against  injury 
due  to  oiien  hatch. 


Every  hoist  is  subjected  to  thor- 
ough working  test  and  is  so  com- 
pact in  construction  that  it  may  be 
shipped  com])letcIy  assemljlcd  — 
not  "knocketl  d(jwn."  Easily  in- 
stalled. No  pit  is  recjuired — heel 
of  hoist  rests  on  basement  Hoor. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 


GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO. 
Agents  fo"-  Ontario 


WM.    N.    O'NEIL    CO.,  LTD., 
VANCOUVER, 
Afent*  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO.,  W.  T.  GROSE, 

LTD.,  MONTREAL  Agent  for  Manitoba,  Saskatchewan, 

Agents  for  Quebec.  Alberta,  Winnipeg. 


■IIIIIIIIIIIIIIIUIH 
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Laid  At  Small  Cost— One  To  Three  Cents  Per  Square  Yard  Maintenance 


Concrete  pavement,  when  protected  from  the  elements 
and  direct  blows  of  traffic,  means  everlasting  pavement 
if  DOLARWAY  surfacing  has  been  applied. 
The  secret  of  smooth,  dustless,  noiseless  pavement  is 
DOLARWAY  SURFACING. 


DOLARWAY  surfacing  is  a  highly  refined,  bituminous 
preparation  that  is  lowest  in  cost,  lowest  in  upkeep,  easy  to 
apply  and  is  the  only  real  guaranteed  surfacing  for  concrete 
roads.  DOLARWAY  surfacing  will  quickly  solve  pave- 
ment maintenance  problems.  One  to  three  cents  per  square 
yard  upkeep — where  can  you  hope  to  duplicate  this  ? 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


WINDSOR. 
ONT. 
84SandwichSt.W 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


WINDSOR. 
ONT. 
84 Sandwich  St.W 


WIRE 
MESH 


REINFORCE- 
MENT 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger  sizes  made  to   your  orders. 

WRI  fE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces 

G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 


SEWERS 


from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE       -  ONTARIO 

**Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
Catalogue  No.  1. 


CHAMPION  HOIST— 


Direct  connected.    No  lost  power.    Built  very  strong.    A  high 
grade  hoist  at  a  moderate  price.    We  make  a  full  line  of  Hoists, 
'both  Gasoline  and  Steam. 

Send  for  Catalogue  No.  2.'),  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
Worlil'i  Largeit  Manufacturer*  of  Concrete  Machinery  and  Cement  Working  T  oolt. 
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Builders 


of 


Chimneys 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 
cost  per  contract,  by 
adopting 

Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormous  expense  of 
Avhich  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 


We'll  gladly  tell  you  more 
about  this  wonderful  system. 

Write  today. 


T.N. R.,  Quebec,  198'  high,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


On  Dixie  Highway 

Engineers  in  cliarge  of  tliis  great  concrete 
roadway  connecting  the  Northern  and 
Southern  boundaries  of  the  United  States, 
used  Carey  Elastite  Expansion  Joint. 
The  result  is  a  magnificent,  smooth,  per- 
manent surface. 

On  the  finest  streets  and  roadways  every- 
where ELASTITE  is  specified  because  it  is 
the  Modern  Way  of  providing  for  surface 
expansion.  Does  away  with  old-fashioned 
tar  and  kettle  gang  with  its  laborious, 
tedious  methods. 

Write  for  samples  and  literature.  Address 
Elastite  Dept. 

THE   PHILIP    CAREY  COMPANY 
Toronto  Montreal 


The  Maritime  Bridge 

Company,  Limited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46 — 10  in.  X  15  lbs.  x  63  ft.    0.  in. 
85—10  in.  X  15  lbs.  x  60  ft.    0  in. 
127—13  in.  x  30  lbs.  x  60  ft.    0  in. 
95—15  in.  X  33  lbs.  x  36  ft.  IQi^  in. 
17—15  in.  x  33  lbs.  x  60  ft.    0  in. 

ANGLES 

108—6  in.  X  3J4  in.  x  5^  in. — 60  ft.  0  in. 

28—6  in.  X  3J4  in.  x  11-16  in. — 60  ft.  0  in. 

40—6  in.  X  3H  in.  x  ^  in.— 60  ft.  0  in. 

22—6  in.  X  SJ/^  in.  x  %  in.— 55  ft.  0  in. 

TEES 

94—  3  in.  X  2-11/16  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95—  3-1/16  in.  x  2^in.  x  5/16  in.  x  8.?  lbs.— 50  f*^  0  in. 

Larga  Tonnage  of  Plates,  Shape*  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 
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Sound  Deadening 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Fteam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
Pittsburgh    Valve,    Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Traps 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company,  F.  H. 

Steel  Bars 

Burlington  Steel  Company 
Dominion   Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 

Steel   Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Hope  &  Sons,  Henry 

Steel  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville   Contracting  Co. 
Oakley   &  Son,  Geo. 
Rogers    Supply  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 
Structural  Iron  and  Steel 

Burlington   Steel  Company 

Can.  Chicago  Bridge  &  Iron  Wks. 

DesMoines  Bridge  &  Iron  Co. 

Dominion  Bridge  Company 

Hamilton   Bridge   Works  Co. 

Mackinnon  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Maritime    Bridge  Company 

McGregor   &  Mclntyre 

Pittsburgh-DesMoines  Steel  Co. 

Reid  &  Brown 

Structural  Steel  Company 

Standard  Steel  Construction  Co. 
Structural  Timbers 

B.  C.  Lumber  Commissioner 
Surveyor's  Instriaments 

Dikeman  Surveyor  Company 
Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  .Bridge  &  Iron  Wks. 

Goold,  Shapley  &  Muir  Co. 

Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind   Engine   &  Pump 

Company 
Pittsburgh-DesMoines    Steel  Co. 
Waterous  Engine  Works  Co, 
Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian     Billings    &  Spencer, 
Limited 

Valves 

Canada  Iron  Foundries 
Can.    Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 
Bird   &  Son. 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent   &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 
Ltd. 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water  Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air   Liquide  Society 
Prest-O  Lite  Company,  Inc. 

Well  Drilling  Plants 
American   Well  Works 
Ontario   Wind   Engine   &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion   Wire   Rope   Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank  Co. 


The  Surest  Protection 

against  the  action  of  smoke,  steam,  acid  fumes,  heat,  gases,  sulphur  fumes,  rust,  etc., 
on  gas  tanks,  water  tanks,  bridges,  structural  iron  work  and  all  metal  surfaces,. is 

Anchor  B-H  Graphite  Paint 

It  has  been  proved  by  actual  tests,  that  the  pure  graphite  we  use  has  from  six- to  eight 
times  the  strength  of  that  found  in  ordinary  graphite  paints.  This  fact  is  significant, 
when  you  consider  the  fact  that  the  value  of  any  graphite  paint  depends  upon  the  quality 
and  percentage  of  graphite  it  contains. 

Anchor  B-H  Graphite  Paint  therefore  gives  more  and  better  service  per 
dollar. 

Put  up  ready  to  use,  in  barrels  and  five  gallon  cans. 


April  26,  I'JKi 
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FOR  SALE 

2  -  10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  Vitrified 

SEV^^ER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining-s 
Wall  Copingr 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


EW  Glasgow,N.S. 

and  Sr.  JOHNS.EQ. 


r 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes;  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  Ncw  Glasgow,  N,  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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London  Concrete  Machinery  Co. 
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Manitoba  Bridge  Works  Co  
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Maritime  Bridge  Company   

Marsh  &  Henthorn,  Limited  
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Company  
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Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works   u 

Mueller  Mfg.  Company,  H   oij 

National  Iron  Works  ■.  52 

National  Steel  Car  Company   3 

Neptune  Meter  Company   51) 

Noble,  Clarence  W  

Northern  Crane  Works  

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  j'j 

Ormsby  Company,  A.  B  

Osgood  Company  

Pacific  Coast  Pipe  Company   51 

Paterson  Mfg.  Company  

Pedlar  People  

Peerless  Form  Clamp  Co   C7 

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  05 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   57 

Piatt  Iron  Works   ,)6 

Pollard  Manufact  uring  Company  . , 

Power  &  Son   (54 

Prest-O-Lite  Company   53 

Reid  &  Brown    ^4 

Ric-wiL  Underground  Pipe  Covering 

Company   ,-,(; 

Rogers  Limited,  Alfred  ...   l 

Rogers  Agencies    

Rogers  Supply  (^Ompany   9 

Sheldons  Limited  

Shipman  &  Co.,  Harold  C   (14 

Smart  Mfg.  Co.,  Jas  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  15 
Standard  Steel  Construction  Co.  ...  58 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mills  Company   55 

Structural  Steel  Company   58 

Slurtevant  Co.  of  Canada,  Ltd.,  B.  I''. 

Toronto  Plate  Cilass  Imptirling  C  o. 

Trussed  Concrete  Steel  Co   53 

Turnbull  Elevator  Company   

Vancouver  Wood  l'i])e  &  Tank  Co. 

Waterous  Engine  Works  Co  

Woodstock  Concrete  Machinery  Co. 
Wynne- Roberts,   R.  O   M 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprisM 
in^  enoufih  to  spend  money  and  time  to  ^et  in  touch  with  you. 
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Specially 

I  miu'  Made 
•*a4.  v»  .  Concrete 


Ji-,^  ^  


Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock)  Ontario 


18 


THE   CONTRACT  RECORD 


April  30,  1916 


The 


Manitoba  Bridge  &  Iron  Works,  Ltd. 

Office  and  Works  :     Winnipeg,  Man. 


Manufacturers  of 


Roofs,  Steel  Buildings  and  Structural 
Iron  Work  of  all  Descriptions 

Railway  and  Highway  Bridges 

Designs  and  Estimates  promptly  furnished 


The  large  stock  at  our  Plant— 6000  tons 
— of  Beams,  Channels,  Angles,  Plates, 
Flats,  Bars  and  Reinforcing  Steel  is 
ready  for  QUICK  DELIVERY. 


We  operate  a  large  Grey  Iron  Foundry 
with  an  annual  capacity  of  5000  tons. 
Also  Structural  Tank,  Forge  and  Ma- 
chine Shops,  each  up-to-date  in  every  way. 


DOMINION  BRIDGE  COMPANY,  LIMITED 


Head  Office  and  Work*. 

Montreal,  P.  Q. 


Branch  Offices  and  Works, 

Toronto,  Ottawa  and  Winnipeg 


Engineers,  Manufacturers  and  Erectors  of  Steel  Structures 

 1       Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc., 
Gear  Cutting  and  General 
New  Work  Shop— Canadian  Vickers  Limited,  Montreal  Machine  Work. 

View  23  working  days  after  award  of  contract — Weight  380  Tons. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 


yKpril  36,  1916 
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Good  Roads  in  Peace  and  War 

THAT  good  roads  are  an  indispensable  asset  to 
any  country  is  being  fully  demonstrated  by 
the  present  European  war.  Engineers  gen- 
erally have  recognized  that  good  roads  are  a 
military  asset,  but  few  have  fully  realized  the  mo- 
mentous part  being  played  by  good  roads  in  the  out- 
come of  the  present  war.  They  were  probably  the  de- 
termining factor  in  stopping  the  great  German  drive 
early  in  the  war  on  Paris.  General  Joffre,  by  the  aid 
of  motor  transports,  taking  advantage  of  the  splendid 
highway  system  around  Paris,  concentrated  forces  at 
strategic  points  with  such  rapidity  that  he  was  able 
to  check  the  German  drive  and  prevent  the  investment 
of  Paris  by  the  Teutonic  invaders.    By  cominandeer- 


ing  all  available  motors  he  was  able  to  transport  dur- 
ing the  days  previous  to  the  battle  of  the  Marne  a 
steady  stream  of  soldiers  night  and  day,  which  was 
efifective  in  turning  the  tide  of  invasion. 

*      *  * 

Again,  the  Kaiser's  stupendous  drive  on  Verdun, 
wlien  that  strategist  launched  his  human  battering  ram 
against  the  great  French  fortress,  was  apparently  de- 
feated by  the  mobilization  of  sufficient  French  troops 
and  munitions  by  vehicular  traffic  over  well-maintained 
highways  with  sufficient  rapidity  to  withstand  the 
fiercest  onslaught  in  the  history  of  human  warfare. 

Add  to  these  the  conditions  necessary  to  bear  the 
heavy  traffic  transporting  modern  artillery,  ammuni- 
tion columns  and  the  great  number  of  fast-moving 
motor  transport  trucks,  the  strain  of  which  may  be 
partly  realized  when  one  remembers  the  millions  of 
men  to  be  fed  daily  with  both  food  and  shells.  The 
nature  of  the  surface  required  to  withstand  such  traffic 
indeed  must  be  of  a  most  permanent  nature.  This 
volume  and  weight  of  traffic  is  such  as  to  justify  and 
reciuire  only  the  most  substantial  of  roads,  surfaces 
permanent  enough  to  bear  the  shearing  action  of  these 
heavily-laden,  fast-inoving  trucks.  Traffic  must  move 
c|uickly ;  the  ever-present  watchful  eye  of  the  eneiny, 
the  air-craft,  are  always  ready  to  detect  any  traffic 
on  highways  and  the  slow-moving,  mule-drawn  trans- 
port which  had  its  place  in  the  South  African  cam- 
paign would  only  furnish  good  bomb  practice  in  the 
present  conflict. 

The  same  argument,  though  in  a  less  degree,  proves 
the  superiority  of  motor  transport  over  steam  roads. 
The  steam  line,  being  fixed  in  position,  is  a  much 
easier  target  for  air-craft  and  a  tie-up  must  cause 
much  greater  and  more  prolonged  delay. 

=N      *  * 

Indeed,  the  present  conflict  appears  to  bring  home 
to  us  sharply  the  strategic  value  of  good  military  roads 
which  appear  to  outweigh  that  of  railways  from  a 
military  point  of  view.  Railways  are  much  more  easily 
demolished,  harder  to  repair,  and  not  nearly  so  flexible, 
especially  in  a  rough  country.  Added  to  this  there  are 
generally  many  i)arallel  roads,  leading  to  the  same 
destination,  any  one  of  which  could  be  utilized  in  case 
another  is  destroyed.  In  modern  warfare,  where  two 
large,  well-equipped  armies,  of  practically  equal 
strength,  battle,  success  is  generally  going  to  come 
only  by  applying  at  the  crucial  moment  a  strong,  well- 
mobilized  force  at  the  weakest  point  in  the  enemy's 
lines.  To  do  this,  mobility  and  rapidity  of  movement 
in  all  directions  is  the  essential  feature,  and  here  the 
great  tactical  value  of  the  improved  highway  in  les- 
sening the  fatigue  of  forced  marches  and  increasing  the 
effective  radius  of  action,  is  appreciated. 

Considering,  then,  how  good  roads  conduce  to 
the  wealth  of  a  country  in  peace  times,  as  well  as  to 
the  national  defence  in  war  time,  the  plea  for  more 
improved  highways  seems  amply  justified. 


Architects'  Association  Has  Not  Exclusive 
Rights 

An  important  decision  respecting  the  Association 
of  Architects  of  the  Province  of  Quebec  has  just  been 
handed  down  in  the  Court  of  Review  by  Acting  Chief 
Justice  Archibald  and  Justices  McDougall  and  Mer- 
cier. 

It  appears  that  a  Mr.  Gariepy  had  transgressed  tlie 
rules  of  the  Association  of  Architects  of  the  Province 
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of  Quebec  by  giving  himself  the  title  of  architect  with- 
out first  becomino-  a  member  of  the  association.  The 
association  took  the  matter  up,  and  the  Supreme 
Court  some  time  ago  confirmed  a  ruling  of  the  associa- 
tion which  condemned  Mr.  Gariepy  to  pay  a  fine  of 
$100.  The  Court  of  fieview  now  reverses  the  judg- 
ment of  the  Supreme  Court,  and  in  so  doing  denies 
the  Association  of  Architects  of  the  Province  of  Quebec 
the  right  to'  exclude  architects  who'  are  not  members 
of  their  association  from  practising  in  Quebec. 

The  following  extract  from  the  recent'  judgment 
indicates  clearly  the  attitude  of  the  Court  of  Review 
on  this  question  : — 

"To  justify  plaintiff's  conclusions  we  would  have 
to  rely  upon  inference  and  implication  to  agree  to  the 
proposition  that  the  provincial  architects'  association 
is  a  close  corporation — that  the  charter  under  which 
this  action  is  brought  gives  the  Association  of  Archi- 
tects the  exclusive  right  for  their  members  to  practise 
as  architects  in  this  province  and  to  bar  out  all  others 
who  do  not  join  their  ranks.  We  cannot  subscribe  to 
such  doctrine. 

"The  privileges  afforded  the  association  are  stated 
in  the  terms  of  the  statute — neither  more  nor  less.  By 
inference,  we  are  now  asked  to  decide  that  because 
the  Bar,  the  physicians,  notaries,  surveyors  and  cer- 
tain other  professions  have  obtained  exclusive  charters 
wherein  the  prohibitive  enactment  is  expressed  in  clear 
and  unmistakable  terms,  the  I^egislature  intended  to 
do  the  same  thing  for  the  profession  of  architects,  al- 
though the  language  used  in  the  Architects'  Act  pre- 
sents serious  points  of  difference  from  the  simple, 
direct  and  plain  phraseology  of  these  other  acts. 

"If  such  was  the  intention,  why  not  express  it? 
The  fact  that  it  was  not  so  expressed  is  apt  to  lead  one 
to  the  presumption  that  the  law-giver  did  not  intend 
to  grant  exclusive  rights  here.  Coupled  with  the  fur- 
ther circumstance  that  the  architects  when  applying 
for  and  obtaining  their  charter,  as  well  as  the  legisla- 
tors upon  granting  it,  had  before  their  eyes  and  in 
their  minds  the  charters  already  granted  to  the  said 
other  corporate  entities,  what  conclusion  are  we  to 
draw  when  we  see  them  departing  from  well-known, 
symmetrically-drafted,  bomb-proof  models,  to  ask  for 
and  receive  a  version  so  at  variance  therefrom?" 


The  Sanitary  Service  at  the  Front 

Writing  in  the  London  Times  on  the  R.A.M'.C. 
service  in  Flanders,  Dr.  Grenfell,  of  Labrador,  who 
has  been  working  with  a  Canadian  unit,  says : — 

"The  sanitary  services  of  all  the  towns  and  villages 
near  the  line  have  been  taken  over  entirely  by  the  R. 
A.  M.  C.  Sewers  and  drains  have  been  put  in  order ; 
garbage  and  filth  disposed  of  at  the  least  possible  cost. 
At  certain  jilaces  near  the  line  one  sees  a  series  of  fur- 
naces all  made  from  old  tins  filled  with  clay,  having 
air  spaces  l)etween,  which  once  lighted  require  next  to 
no  attention,  but  are  eternally  doing  their  work,  like 
modern  'Valleys  of  Hinnom.'  Water  supplies  are  all 
the  while  being  tested  and  retested  by  ambulatory  lab- 
oratories. One  sees  everywhere  the  trail  of  their 
work  in  labels  hanging  to  melancholy  looking  taps, 
such  as  'This  water  is  not  to  be  used  until  chlorinated.' 
It  is  at  best  a  muddy  fluid  that  serves  for  trench  tea. 
Yet  at  the  front  there  is  is  less  typhoid  than  measles. 

"The  happiest  men  we  saw  in  France  were  in  the 
I)aths  close  behind  the  trenches.  In  one  converted 
dyeing  factory  2,000  men  got  baths  in  a  day.  One 
saw  batches  of  men  rolling  about  in  the  huge  vats  filled 
with  clean  hot  water,  while  their  uniforms  in  sui)er- 


heated  steam  chests  and  under  heavy  hot  irons  were 
being  freed  from  the  plague  of  trench  vermin,  and  en- 
tirely new  sets  of  well-aired  underclothing  were  being 
put  out  for  each  man.  The  splendid  physique  of  the 
men,  as  one  viewed  these  regiments  in  statu  naturae 
before  they  returned  once  more  to  the  battle  line,  sug- 
gested the  pathos  of  the  preparations  of  the  Spartans 
before  their  'field  of  honour'  at  Thermopylae.  Yet  to 
be  of  service  these  prophylactic  measures  have  to  l)e 
conducted  so  close  to  the  firing  line  that  just  before  we 
entered  'the  ])aths'  a  stray  'Jack  Johnson'  lopped  over 
fussily  past  the  side  entrance  into  the  canal  that  fur- 
nislies  its  water  supply.  The  lot  of  a  washerwoman 
is  not  looked  upon  as  heroic  in  civil  life,  but  anyone  in- 
specting the  conditions  under  which  the  laundries 
close  behind  the  lines  carry  on  their  warfare,  with  the 
essential  coverings  of  a  trench  army,  would  find  no 
reason  to  grumble  if  an  occasional  decoration  fell  into 
the  hands  of  some  of  the  leaders  of  these  tireless 
hosts." 


Ottawa  Branch  G.S.G.E. 

At  the  meeting  of  the  Canadian  Society  of  Civil 
Fngineers,  Montreal,  on  the  13th  inst.,  Mr.  John  Mur- 
phy, chairman  of  the  Ottawa  branch  of  the  Society, 
gave  an  informal  talk  on  a  visit  to  the  Panama  Canal. 
By  means  of  slides,  Mr.  Murphy  described  in  parti- 
cular the  earth  slides  in  the  Calebra  cut,  referring  to 
the  manner  in  which  the  earth  was  forced  up  from  the 
bottom  of  the  canal,  the  means  taken  to  remove  the 
enormous  masses  which  obstructed  the  waterway,  and 
the  difficulties  which  were  encountered  by  the  en- 
gineers. Afterwards  Lieut.  Col.  F.  A.  Snyder,  a  mem- 
ber of  the  society,  gave  an  address  on  map  making  and 
map-reading  in  military  work.  He  described  an  or- 
iginal diagram  for  making  military  scales  for  inter- 
polation of  contours  and  the  reduction  and  enlarge- 
ment of  maps,  a  method  which  has  been  adopted  by 
the  Canadian  Militia  Department. 


Proceeding  with  Construction  Work 

The  Montreal  Board  of  Control  has  decided  to  pro- 
ceed with  the  completion  of  the  north  wall  and  the 
construction  of  the  south  wall  in  connection  with  the 
aqueduct  scheme  and  the  new  filtration  plant.  Plans 
are  also  being  prepared  for  the  new  power  house  re- 
quired for  the  proposed  hydro-electric  development 
portion  of  the  scheme,  by  which  power  will  be  pro- 
vided for  pumping  and  lighting  purposes. 


Gollingwood  Adding  Waterworks  Equipment 

The  Board  of  Water  Commissioners  of  the  town  of 
Collingwood  have  awarded  the  Turbine  Equipment 
Company,  Toronto,  a  contract  to  supply  and  install 
two  De  Laval  single  stage  centrifugal  pumps,  each 
having  a  capacity  of  1,000  Imperial  gallons  a  minute, 
against  165  feet  head,  and  each  direct-connected  to  a 
75  h.p.  Canadian  Crocker-Wheeler  motor,  complete 
with  valves,  piping  and  Venturi  meter. 


Work  on  the  nave  of  the  Episcopal  Cathedral  of  St. 
John  the  Divine,  in  New  York  City,  which  will  be  the 
largest  church  in  the  United  .States,  will  begin  May  8. 
The  work  is  expected  to  take  5  years  and  to  cost  near- 
ly $3,000,000. 

The  10th  report  of  the  Board  of  Railway  Commis- 
sioners for  Canada,  covering  the  year  ending  March 
31 ,  l'>15,  is  just  to  hand. 
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Shall  I  Build  Now,  or  Wait?  Comparative 
Prices  To-day  and  at  Outbreak  of  War 

(Continued  from  April  19) 


Stone  and  sand — 1 'rices  somewhat  easier. 
Brick — Fully  twenty-five  per  cent.  drop. 
Cement — Reduction  of  10  to  15  cents  a  barrel. 
I.ime — Exactly  same. 

Lumber  and  millwork — Same,  or  slightly  in  ad- 
vance of  1914;  considerably  lower  than  1912-13. 
Hardwall  plaster — No  advance. 

Plumbing-  and  heating — A  considerable  advance  in 
nearly  all  metal  prices. 

This  sums  up  the  situation  so  far  as  we  have  been 
able  to  gauge  price  conditions  in  our  last  three  issues. 
A  number  of  miscellaneous  items  remain  which  are 
of  more  or  less  importance,  such  as  paints,  glass,  roof- 
ing, etc.    Discussion  on  these  follow: 

Fireproof  Doors,  Windows,  Sash,  Etc. 

The  .\.  i!.  ( )rmsbv  Company,  Toronto,  have  sup- 
plied us  with  the  following  data  regarding  prices  of 
metal  doors  and  windows  : 

"In  connection  with  hollow  metal  sash  the  price  of 
iron  has  been  steadily  advancing  and  today  we  arc 
paying  about  $3.00  more  per  cwt.  for  it  than  we  were 
when  the  war  broke  out. 

"In  connection  with  steel  sash — .\ny  manufacturer 
that  has  not  a  heavy  stock  on  hand  at  the  present  time 
will  find  it  impossible  to  get  section,  as  the  Steel  Trust 
are  so  busy  they  do  not  know  what  to  do.  The  price 
on  this  has  also  been  steadily  advancing. 

"Regarding  fireproof  doors,  tin  plate  has  gone  up 
in  sympathy  with  the  other  metals,  and  on  account  of 
ihc  scarcity  of  luml^ermen  the  price  of  timber  has  gone 
up,  so  that  there  is  a  considerable  increase  in  the  price 
of  fireproof  doors. 

"I^abor  is  getting  scarcer  every  day  and  the  quality 
poorer,  the  result  being  that  it  costs  considerably  more 
to  make  up  the  goods  today  than  it  did  at  the  begin- 
ning of  the  war  or  a  year  ago." 

Papers  and  Felts 

The  enemy  found  us  unprepared  in  more  ways  than 
one.  We  had  been  satisfied  to  purchase  a  number  of 
items  of  commerce  from  Germany  because  the  cheap 
labor  conditions  of  that  country  prevented  our  com- 
peting with  them  in  cost  of  manufacture.  Such  items, 
for  example,  were  bleaching  and  dyeing  materials. 
The  increase  in  cost  of  the  analine  dye,  which  has 
made  itself  so  indispensable  during  the  past  ten  years, 
figures  out  at  more  than  10,000  per  cent.  Bleaching 
materials  have  advanced  about  1,000  per  cent.  For- 
tunately these  items  do  not  bulk  large  in  the  building 
trade,  but  manufacturers  of  ready  roofing,  Avallboard, 
felt,  etc.,  used  in  building  have  advanced  their  prices 
sharply  and  are  taking  orders  for  immediate  ship- 
ment only.  The  following  figures  covering  ingredi- 
ents which  enter  into  the  manufacture  of  these  articles 
show  clearly  the  reason  of  the  advance  in  price  (Table 
I.)  For  these  figures  we  are  indebted  to  Messrs.  Bird 
&  Son,  Hamilton,  Ont. 

Table  I. 

Before  the  War  Mar.  1,  1916 


Roofing  ra^s  ...  . 

. .  .  .  per  cwt. 

.85 

$3.12 

Alum  

,  ,  .   .  per  cwt. 

.9.5 

4.75 

Bleach  

.  .  .  per  cwt. 

\:m 

12.00 

.65 

4.00 

Starch  

per  cwt. 

1.79 

3.05 

New  colored  cuttings  . . 

per  cwt. 

1.40 

3,50 

New  dark  cuttings    . . 

per  cwt. 

1.00 

3.00 

Flax  waste  

per  cwt. 

1.60 

5.00 

.Sulphate  pulp   

per  cwt. 

1.75 

3.05 

Sulphite  pulp   

per  cwt. 

1.60 

3.00 

Bleached  sulphite  pulp, 

per  cwt. 

3.60 

4.50 

Mixed  papers   

per  ton 

5.00 

10.00 

Folded  news  

per  ton 

6.00 

12.00 

Kraft  papers   

per  cwt. 

1.00 

3.30 

Analine  dyes  

per  lb. 

.37 

30.00 

Metallic  Roofing 

Prices  of  most  lines  have  advanced  from  10  to  25 
per  cent.,  metallic  ceiling  material  alone  remaining  at 
the  old  figure.  The  following  table  (Table  H.)  shows 
the  relative  cost  of  materials  to-day  as  compared  with 
August  4,  1914.  These  figures  were  kindly  furnished 
by  the  Metallic  Roofing  Company  of  Canada,  Toronto, 
who  state  that  unless  steel  and  spelter  show  a  decline 
in  the  near  future  these  prices  must  further  advance. 


Table  II. 

Aug.  4,  1914  To-day 


Galv.  "East  Lake"  Shingles 

 per  sq. 

5.00 

5.50 

Painted  "East  Lake"  Single 

s   ...   per  sq. 

3.50 

3.75 

Cialvanized  Siding  

.   ...  per  sq. 

3.95 

4.45 

Painted  Siding  

 per  sq. 

3.75 

3.00 

38  G  Galv.  Corr  

per  100  sq.  ft. 

4.00 

5.00 

33  G  Galv.  Corr  

per  100  sq.  ft. 

6.75 

8.50 

38  G  Painted  Corr  

per  100  sq.  ft. 

3.00 

3.35 

33  G  Painted  Corr  

per  100  sq.  ft. 

5.35 

5.75 

Metallic  Ceiling  

.    . .  .   per  sq. 

4.00 

4.00 

10-in.  O.  G.  Trough  

per  100  ft. 

3.97 

4.15 

3-in.  Conductor  Pipe  ...  . 

. .  per  100  ft. 

3.90 

5.33 

F>om  the  above  information  it  is  plain  that  under 
the  heading  of  "Miscellaneous"  we  encounter  a  num- 
btv  of  items  that  cost  appreciably  more  than  they  did 
a  few  months  ago.  Whether  these  increases  are  off- 
set by  the  gains  at  other  points,  or  whether  they  can 
l)e  balanced  against  the  general  willingness  of  contrac- 
tors to  do  business  these  days  on  a  very  narrow  mar- 
gin, can  only  be  determined  when  the  exact  conditions 
surrounding  any  individual  case  are  known.  Looking 
at  the  matter  superficially,  it  seems  to  be  quite  possible 
that  this  may  be  the  case.  Further  items  under 
"Miscellaneous"  will  be  considered  in  our  next  issue. 

(T©  be  Continued.) 


What  promises  to  be  an  important  new  develop- 
ment in  roofing  material  for  homes,  is  being  shown  by 
Bird  &  Son,  Hamilton,  Ont.,  who  operate  the  largest 
factory  for  roofing  and  wall  boards  in  Canada.  It 
consists  of  an  asphalt-saturated  felt  base  with  crushed 
slate  surface,  and  made  twice  the  size  of  an  ordinary 
shingle.  It  is  claimed  for  the  shingle  that  it  is  not 
only  as  handsome  as  slate,  but  that  it  is  economical  as 
to  cost,  very  durable,  resists  fire,  and  is  easy  of  appli- 
cation on  account  of  uniform  size.  The  new  shingle 
is  being  marketed  in  conjunction  with  this  firm's  par- 
oid  roofing  and  Neponset  wall  board. 
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The  Construction  of  Highway  Bridges 

More  Careful  Consideration  of  Bridge  Design  and 
Construction  as  a  Factor  in  Improved  Highways 

By  Lucius  E.  Allen* 


A  consideration  of  any  scheme  of  highway  develop- 
ment must  include  as  a  component  part  of  such  system 
its  highway  bridges,  which  in  many  highways  bears 
no  small  part  of  the  total  cost  of  the  road.  In  view  of 
this  fact,  a  careful  study  on  the  part  of  highway  offi- 
cials and  engineers  should  be  given  to  the  designing 
and  construction  of  bridges  that  in  point  of  cost  and 
durability  combined  with  the  utmost  safety  will  best 
conform  to  present  and  future  conditions  upon  our 
highways. 

While  the  wearing  surface  of  the  roadway  will  wear 
out  and  require  renewal  froin  time  to  time,  the  bridge 
structure  should  be  so  constructed  as  to  be  practically 
permanent.  To  attain  permanency  in  bridges  as  in 
other  structures,  requires  not  only  careful  designing 
at  the  start,  but  also  the  judicious  selection  of  those 
materials  best  adapted  for  that  particular  bridge,  and 
finally,  experienced  workmanship  in  combining  the 
materials  at  hand  into  a  finished  structure. 

Substructure  Design 

It  would  be  of  little  interest  to  many  members  of 
this  Congress  to  enter  into  a  technical  discussion  of 
the  engineering  of  bridge  design,  but  there  are  certain 
facts  common  to  almost  every  bridge  that  is  to  be 
constructed,  that  have  an  important  relation  to  the 
life  of  a  bridge,  which  should  be  of  interest  to  every- 
one connected  with  highway  work.  One  common 
error  often  made  in  the  construction  of  a  bridge  is 
the  lack  of  attention  paid  to  securing  a  good  founda- 
tion. It  matters  not  what  the  superstructure  may 
be,  whether  of  steel  or  reinforced  concrete,  unless  the 
foundation  is  sound,  the  superstructure  may  be  dam- 
aged beyond  I'epair.  Accurate  and  careful  soundings 
should  always  be  taken  to  determine  the  character  of 
the  bottom  upon  which  the  abutments  or  bridge  piers 
will  rest.  This  may  be  done  by  the  use  of  steel  rods 
driven  until  either  solid  rock  or  a  sound  foundation 
is  found.  In  some  cases  a  wash  drill  outfit  may  be 
used  consisting  of  a  drill  point  attached  to  short  sec- 
tions of  iron  pipe  which  may  be  connected  together 
as  the  drill  penetrates  into  the  soil.  Water  is  forced 
through  this  pipe  by  means  of  a  force  pump  and  in  this 
way  the  character  of  the  sub-soil  can  be  determined. 
In  rivers  or  streams  where  ice  conditions  are  severe, 
it  is  usually  necessary  to  trench  into  the  rock  bottom 
so  that  the  pier  will  have  proper  and  secure  footing 
to  withstand  ice  jams.  This  also  prevents  under- 
washing  of  the  pier  from  the  currents  existing  in  the 
stream. 

As  a  general  rule  it  is  not  advisable  to  construct 
the  arch  type  of  reinforced  concrete  bridges  upon  any- 
thing less  than  a  good  rock  foundation  or  its  equiva- 
lent. Where  the  foundation  conditions  are  not  suit- 
able for  the  use  of  the  arch  type  of  bridge,  the  girder- 
beam  type  of  reinforced  concrete  may  be  used.  In  this 
type,  should  settlement  subsequently  occur  in  the 
abutments,  the  concrete  slab  would  still  be  intact, 
the  reinforced-concrete  beams  acting  in  a  similar  capa- 
city to  the  steel  girders  in  the  girder  type  of  steel 
bridge.   

•Ensrineer  County  of '  Hastings,  before  the  Canadian  and  International 
(iood  Roads  Congress,  Montreal. 


Due  attention  should  also  be  given  to  the  size  and 
type  of  piers  and  abutments.  In  some  cases  it  is  econ- 
omy to  use  reinforcement  in  the  piers  and  abutments, 
thereby  reducing  the  size  of  the  pier  or  abutment  and 
adding  to  its  strength  and  ability  to  withstand  heavy 
lateral  strains.  The  wing  or  reventment  walls  connect- 
ed with  the  abutments  should  be  constructed  of  such 
height  and  length  as  to  prevent  backwashing  of  the 
abutment,  and  also  retain  to  a  proper  slope  the  earth 
approaches  to  the  bridge.  In  some  cases  it  is  ad- 
vantageous to  start  the  growth  of  willows  along  the 
edge  of  the  stream  adjoining  the  wing  walls  to  further 
restrict  washing,  etc.  It  is  important  to  remember 
that  as  in  many  sections  of  this  country  the  forests 
are  being  depleted,  the  watersheds  of  many  rivers  and 
streams,  while  not  being  changed  in  area,  yet  the 
spring  runoff  of  water  is  much  quicker  than  formerly, 
thereby  increasing  the  danger  of  washouts  to  bridge 
foundations.  It  is  therefore  good  practice  to  antici- 
pate such  conditions,  and  so  construct  the  foundations 
of  our  bridges  as  to  withstand  the  test  of  time. 

Selection  of  Type  of  Bridge 

Unlike  highway  construction,  there  can  be  no 
standard  type  of  bridge  that  will  be  adapted  for  every 
locality.  Local  conditions  should  in  every  case  gov- 
ern the  choice  or  selection  of  the  type  of  bridge.  This 
will  in  most  cases  resolve  itself  into  a  consideration 
of  three  points : — length  of  span  and  head  room  ;  char- 
acter of  river  or  stream  as  well  as  traffic  conditions; 
and  the  character  of  the  foundation  available. 

The  length  of  span  will  depend  largely .  on  cal- 
culating the  relative  cost  of  long  spans  with  fewer 
piers,  or  shorter  spans  with  an  increase  in  the  cost  of 
the  foiuidation.  The  cost  of  the  superstructure  should 
be  made  to  balance  as  nearly  as  possible  the  cost  of  the 
substructure.  In  some  cases  the  lack  of  head  room  or 
elevation  of  the  approaches  to  the  bridge  will  prevent 
the  adoption  of  the  reinforced  concrete  arch  type,  in 
which  case  the  girder-beam  type  may  ])e  used  to  ad- 
vantage. 

If  steel  is  selected  as  the  best  material  to  use  for 
a  bridge,  the  length  of  span  will  determine  the  type 
of  truss.  Usually  bridges  with  spans  up  to  75  to  (SO 
feet  the  low  tr.uss  type  is  the  most  economical,  above 
80  foot  span  the  high  truss  type  is  usually  used.  The 
use  of  pin  connected  truss  bridges  is  being  displaced 
to  a  large  extent  to  the  use  of  riveted  sections,  either 
singly  or  made  up  of  angles,  channels  and  plates. 

The  girder-beam  type  of  reinforced  concrete  bridge 
above  45-foot  span  is  not  usually  as  economical  as  the 
arch  type.  In  the  construction  of  reinforced-concrete 
bridges  too  great  care  cannot  be  exercised  in  the  selec- 
tion of  the  best  materials  entering  into  the  concrete. 
Many  concrete  bridges  have  been  made  failures  simply 
from  the  use  of  poor  material  or  inexperienced  work- 
manship. The  work  of  pouring  the  concrete  should 
be  as  continuous  as  possible,  especially  in  the  slab 
or  rib  of  the  arch.  A  careful  check  should  be  made 
during  construction  to  see  that  every  piece  of  steel 
reinforcement  is  placed  in  its  proper  location  in  the 
bridge.    Many  times  a  careless  workman,  not  realiz- 
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ing  the  importance  of  the  location  of  a  steel  reinforc- 
ing bar,  will  displace  it  from  its  proper  location,  there- 
by weakening  for  all  time  the  strength  of  the  bridge. 
Sufficient  camber  and  grade  should  be  given  the  con- 
crete floor  slab  to  drain  the  water  from  the  bridge 
floor.  If  solid  concrete  side  walls  are  used,  short  sec- 
tions of  iron  pipe  may  be  placed  at  the  bottom  of 
the  floor  and  through  the  side  wall  to  drain  the  water 
(juickly  away  from  the  floor. 

Traffic 

As  before  stated,  the  character  of  the  river  or 
stream  will  in  many  cases  determine  the  best  type  of 
bridge  adapted  for  the  locality,  but  the  character  and 
amount  of  traffic  passing  over  a  bridge  should  always 
be  taken  into  consideration  in  determining  the  char- 
acter and  width  of  the  bridge.  While  it  is  difficult 
in  all  cases  to  anticipate  future  traffic  conditions  on  a 
given  highway,  on  main  connecting  roads  or  roads  lead- 
ing into  large  cities  or  towns,  the  trafific  is  very  likely 
to  increase.  For  ordinary  country  roads,  a  clear  road- 
way of  sixteen  feet  is  sufficient  for  ordinary  traffic. 
For  main  roads,  where  the  motor  traffic  is  heavy  a 
bridge  width  of  twenty  feet  is  not  too  great.  In  Eng- 
land many  of  the  old  masonry  arch  bridges  have  in 
recent  years  been  widened  to  accommodate  the  large 
increase  in  traffic. 

It  may  be  of  interest  to  note  that  in  a  report  pre- 
sented by  Mr.  H.  Howard  Humphreys  and  Mr.  W.  J. 
Taylor,  County  Surveyor,  Southampton,  England,  at 
the  Third  International  Road  Congress  in  London,  it 
is  stated  that  of  thirty-three  Engineers  of  County 
Councils,  who  furnished  information  regarding  the 
use  of  reinforced  concrete  for  bridge  work,  eighteen 
reported  that  reinforced  concrete  had  been  used  for 
the  construction  of  bridges  anl  culverts  carrying  main 
roads  within  their  respective  counties,  while  others 
were  considering  its  use. 

The  reasons  chiefly  advanced  by  these  county  en- 
gineers in  favor  of  reinforced  concrete  bridges,  as 
compared  with  steel  and  masonry  were  "economy  in 
first  cost"  and  "economy  in  maintenance."  If  the  floor 
slabs  of  reinforced  concrete  bridges  are  kept  properly 
covered  with  from  five  to  six  inches  of  gravel  or 
crushed  stone,  there  will  be  little  wear  on  the  concrete 
surface  of  the  slab  itself. 

Artistic  Design 

The  artistic  design  and  finish  of  a  reinforced  con- 
crete bridge  should  also  not  be  neglected.  With  little 
if  any  additional  expense  artistic  efifects  may  be  given 
to  the  concrete  sidewalls  by  panels  or  open  balus- 
trades and  suitable  panelled  end  posts.  If  surfaced 
lumber  is  used  for  forms  and  the  forms  are  removed 
before  the  concrete  is  too  hard,  the  surface  can  be 
brushed  and  given  a  uniform  appearance  which  will 
add  much  to  the  general  effect  of  the  bridge  structure. 

If  steel  has  been  chosen  as  the  best  material  suited 
to  the  locality,  the  engineer  for  the  municipality  should 
prepare  suitable  plans  and  specifications  which  may  be 
submitted  to  the  various  bridge  builders  for  tender. 
The  old  practice  of  allowing  each  bridge  builder  to 
submit  his  own  plans  should  be  avoided,  as  in  this 
way  there  is  no  uniformity  of  design,  and  many  times 
price  was  the  main  consideration.  The  fabrication  of 
the  steel  work  should  also  be  inspected,  especially  the 
riveted  connections.  While  ordinary  shop  riveting 
is  usually  well  done,  the  riveting  done  in  the  field  in 
erecting  the  bridge  is  often  poorly  done.  All  rivets 
after  being  driven  and  inspected  should  be  immedi- 


ately painted  in  the  field,  previous  to  the  jjainting  of 
the  entire  bridge.  Two  coats  of  paint  in  the  field  in 
addition  to  the  shop  coat  should  be  given  the  steel 
work,  each  successive  coat  being  of  a  dift'crent  color 
to  insure  every  portion  being  covered. 

Too  much  stress  cannot  be  put  upon  the  matter  of 
painting  steel  bridges.  Many  steel  bridges  in  Can- 
ada which  when  constructed  were  first  class  bridges, 
through  neglect  to  properly  repaint  them  have  prac- 
tically been  destroyed.  The  speaker  has  examined 
some  steel  highway  bridges  which  were  constructed 
from  twelve  to  fifteen  years  ago,  which  have  had  to 
be  replaced  by  new  bridges  owing  largely  to  the  lack 
of  proper  painting.  Steel  is  not  often  put  to  a  more 
severe  test  than  when  used  in  bridge  work,  the  action 
of  moisture,  water,  the  acids  from  the  bridge  floor,  etc., 
all  tending  to  contribute  to  rapid  corrosion  unless  pro- 
tected by  paint. 

Bridge  Floors 

The  matter  of  the  best  type  of  floor  covering  for 
a  given  bridge  is  also  of  great  importance.  V/hile  the 
use  of  concrete  as  a  floor  covering  adds  greatly  to  the 
weight  of  the  floor  system,  and  thereby  increases  the 
size  of  the  trusses,  etc.,  it  is  generally  considered  to  be 
better  than  wood  floors  on  account  of  the  lower  cost 
of  maintenance.  On  main  highways,  or  in  cities,  a 
combination  of  concrete  and  wood  blocks  makes  a 
very  durable  bridge  floor.  The  wood  blocks  should  be 
creosoted,  and  the  joints  filled  with  pitch  or  asphalt 
to  seal  the  joints.  One  advantage  of  Avood  block 
bridge  floors  is  a  reduction  of  vibration  due  to  traffic, 
as  well  as  being  noiseless. 

The  capacity  or  safe  load  that  a  steel  bridge  is 
designed  to  carry  is  an  important  factor,  and  should 
be  given  attention  before  designing  the  structure. 
The  future  traffic  requirements  should  again  be  borne 
in  mind,  as  it  is  much  easier  to  design  a  bridge  for  a 
20-ton  moving  load  than  after  having  been  constructed 
to  reinforce  or  strengthen  it  for  increased  loads.  Ow- 
ing to  the  increased  use  of  heavy  road  making  mach- 
inery, such  as  tractors,  road  rollers,  etc.,  which  pass 
over  bridges,  it  is  necessary  to  design  the  bridge  to 
safely  take  a  maximum  load  equivalent  to  the  Aveight 
of  this  machinery. 

Capacity 

The  load  capacity  for  different  highway  bridges 
may  very  conveniently  be  divided  into  two  or  more 
classes,  depending  upon  traffic,  and  ranging  from 
bridges  capable  of  carrying  ten  tons  up  to  twenty  tons 
or  more,  which  will  ordinarily  be  sufficient  for  any 
heavy  moving  load  as  above  mentioned.  Allowance 
should  also  be  made  for  decrease  in  strength  due  to 
age,  so  that  at  the  end  of,  say,  fifty  years,  what  was 
originally  designed  as  a  20-ton  capacity  bridge,  may 
have  fallen  to  15  tons  loaded  capacity. 

There  are  many  other  details  which  time  will  not 
allow  me  to  mention  that  must  be  considered  in 
selecting  and  constructing  a  highway  bridge  that  com- 
bines economy  of  design  with  permanency.  It  is,  how- 
ever, a  source  of  much  gratification  to  highway  engi- 
neers, that  more  careful  attention  is  being  given  to 
this  important  branch  of  highway  work  than  formerly, 
and  great  advancement  has  been  made  within  the 
past  few  years  in  methods  of  construction,  so  that 
when  the  construction  of  a  great  Canadian  national 
highway  from  east  to  west  is  commenced,  as  we  be- 
lieve it  will  be,  the  construction  of  its  bridges  will 
conform  in  beauty  and  permanency  with  that  if  the 
highway  itself. 
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Mail  Order  Building  of  the  Robt.  Simpson 
Co.,  Mutual  Street,  Toronto 


WORK  on  the  new  Mail  Order  Building  and 
Warehouse  of  the  Robert  Simpson  Com- 
paii}-,  Avhich  is  to  be  completed  and  read}^  for 
the  fall  trade,  is  advancing  rapidly.  Pro- 
liting-  by  the  splendid  weather,  the  general  contractors, 
Wells  Brothers,  have  been  rushing-  the  work,  and  at 
the  present  time  are  pouring^  concrete  on  the  third 
floor.  The  building;  is  the  result  of  the  increasing  de- 
mand for  larger  accommodation  due  to  the  growth  of 
tlie  mail  order  business. 

The  building-  is  situated  on  Mutual  Street,  just 
north  of  Wilton  Avenue,  and  occupies  the  whole  site 
279  feet  by  115  feet  3  inches.  It  is  of  fireproof  con- 
struction, reinforced  concrete  on  seventy-eight  con- 
crete caissons,  which  go  to  rock,  with  brick  panels;  is 
eleven  storeys  high,  and  in  addition  has  two  mezzanine 
floors.  The  Mutual  Street  elevations  on  all  eleven 
floors  except  the  first  have  the  concrete  columns  set 
well  back  from  the  front  wall,  and  show  an  unbroken 
expanse  of  glass  between  the  two  corner  towers  Avhich 
surmount  the  entrances.  On  the  west  elevation  the 
building  will  back  up  against  the  old  warehouse  build- 
ing; the  concrete  parapet  of  the  old  building,  which  is 
five  storeys  high,  will  be  removed  to  roof  level,  the 
roof  patched,  and  space  between  the  two  buildings 
closed  ofif.  Thus  the  west  •  elevation  of  the  new 
building  will  haAe  windows  only  above  the  fifth 
storev. 


'J'he  main  entrance  is  ofif  Mutual  Street  at  the 
south  end,  and  the  employees'  entrance  is  also  off 
Mutual  Street  at  the  north  end.  The  main  entrance 
has  double  plate-glass  doors,  with  a  transom  above, 
and  over  all  a  frieze  with  a  granite  name-plate  bear- 
ing the  company's  name.  The  entrance  vestibule, 
which  is  very  spacious,  has  a  tile  floor  with  marble 
wainscot  and  trim.  Through  the  entrance  vestibule 
the  lobby,  also  tiled  floor  and  trimmed  with  marble, 
opens  to  two  passenger  elevators  and  contains  the  in- 
quiry bureau. 

The  ground  floor  plan  shows  on  the  south  side  a 
paved  driveway,  the  Retail  Receiving  Court,  with  a 
platform  with  freight  elevators  at  each  end.  On  the 
west  side  is  a  similar  driveway,  the  Retail  Shipping 
Court,  with  an  8-ft.  trucking  walk  beside  it,  also  paved  ; 
and  on  the  nortli  side  the  Mail  Order  Shipping  Court, 
with  a  platform  with  freight  elevators  similar  to  that 
on  the  south  side.  The  concrete  columns  around 
these  courts  have  cast  wagon  bumpers,  with  steel 
guards  to  protect  them  from  deterioration.  A  steel 
stack  for  the  boiler  room  is  built  up  on  a  concrete 
foundation  on  the  south-west  corner  of  the  building. 

The  first  floor  store}'  is  18  ft.  1  in. ;  the  second  is 
16  ft.  4  ins. ;  and  the  remaining  floors  12  ft.  in  height. 
Over  the  area-wa^^s  on  the  first  floor  is  a  mezzanine 
floor  with  a  7  ft.  4  in.  ceiling,  and  on  the  second  floor 
is  a  similar  floor.      The  second  floor  plan,  which  is 
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Fig.  2. — Ground  Floor  Plan  of  the  New  Robt.  Simpson  Mail  Order  Building  Showing  Arrangement  oi  Foundation;  Piers,  and  Shipping  Courts. 


typical  of  the  remaining  floors  except  the  top  one, 
shows  the  two  passenger  elevators  near  the  main  en- 
trance vestibule,  with  a  flight  of  stairs  beside ;  fire  es- 
cape stairs  in  south-west  and  north-west  corners  in- 
side the  building;  a  pair  of  stairs  leading  from  the  em- 
ployees' entrance ;  freight  elevators  at  each  end  of 
the  building;  lavatories  in  the  south-east  and  north- 
east corners  of  all  floors.  On  the  eleventh,  or  top, 
floor  is  the  elevator  machinery  ^nd  the  water  storage 
tanks  for  the  water  system.  There  are  two  square 
9,000-gallon  tanks  fed  from  a  40,000-gallon  tank  on  the 
roof,  and  in  addition  to  these  two  3,000-gallon  tanks  in 
the  machine  rooms. 

The  roof  is  five-ply  composition  and  gravel,  3/8  in. 
to  1  ft.  pitch,  made  with  Ij^-in.  grout  on  cinder  fill  on 
ceiling  slabs.  The  roof  is  counter-flashed  with 
galvanized  iron,  at  all  vertical  walls  and  all  copings 
are  cast  concrete.  The  four  penthouses  over  the 
elevators  containing  the  elevator  machinery,  have  con- 
crete floors,  brick  walls,  moped  cast  concrete  copings, 
and  sky-lights.  The  tower  roofs  are  built  of  steel 
angle  irons  covered  with  copper,  with  copper  gutters. 

The  floors  throughout  the  building-,  except  the  mez- 
zanine floors,  which  are  hardwood,  are  concrete.  All 
doors  and  elevator  doors  are  fireproof;  steel  stairs, 
diamond  pattern,  with  safety  tread ;  windows,  leaded 
glass,  steel  sash ;  sills,  cement,  poured  after  sashes  are 
set.  The  building  is  equipped  throughout  with  a 
sprinkler  system. 

The  building,  which  will  cost  $750,000,  was  de- 
sisj'ned  by  Max  Dunning,  Chicago  (Burke,  Horwood 
&  White,  local  representatives).  The  general  con- 
tractors are  Wells  Brothers,  and  the  following  sub- 
contracts have  been  awarded :  plumbing,  heating  and 
sprinkling,  Purdy  Mansell ;  glazing  and  glass.  Imperial 
Glass  Works ;  plastering,  F.  G.  Roberts ;  ornamental 
iron,  fireproof  doors,  etc.,  Canadian  Ornamental  Iron 
Company ;  elevators,  Otis-Fensom  Elevator  Com- 
pany. 


The  Electric  Zinc  Company  has  constructed  a  plant 
at  Welland,  Ontario,  for  the  recovery  of  refined  zinc 
from  zinc  oxide.  It  is  intended,  eventually,  to  treat 
the  zinc  ores  from  Notre  Dame  des  Anges,  Quebec,  at 
this  plant. 


Contractor  Offers  Some  Good  Advice 

Mr.  Frank  Gilbreth,  the  New  York  contractor,  who 
built  several  large  buildings  in  San  Francisco  after 
the  big  fire,  has  summarized  his  views  on  steel  and 
concrete  construction  as  follows : 

1.  A  steel  frame,  properly  painted  and  buried  in 
masonry,  will  not  rust  enough  in  thirteen  years  to 
afTect  its  strength  any  measurable  amount. 

2.  The  better  the  steel  is  coated  with  mortar,  the 
less  it  will  rust. 

3.  Portland  cement  is  better  than  lime  mortar  for 
imbedding  steel  to  prevent  it  from  rusting. 

4.  Unpainted  iron  rods  buried  in  mortar  composed 
of  lime  and  a  large  proportion  of  Portland  cement  rust 
very  little,  certainly  not  enough  to  impair  their 
strength. 

5.  Columns  should  be  of  such  cross  section  that 
they  can  be  thoroughly  imbedded  in  Portland  cement, 
avoiding  a  hollow  column  unless  latticed  and  filled  with 
very  soft  concrete. 

6.  Wherever  possible,  preference  should  be  given  to 
those  shapes  of  steel  that  present  the  least  surface  to 
the  action  of  rust. 

7.  If  steel  is  not  thoroughly  cleaned  from  rust  be- 
fore it  is  painted,  the  paint  will  not  greatly  retard  the 
progress  of  the  rust. 

8.  It  is  much  easier  to  cover  steel  thoroughly  with 
concrete  than  with  brick  masonry.  If  brick  masonry 
is  to  be  used,  the  bricklayer  should  thoroughly  plaster 
the  steel  work  ahead  of  the  brick  work. 

9.  The  quality  of  the  paint  used,  though  important, 
is  not  so  important  as  surrounding  every  part  of  the 
steel  with  Portland  cement. 

10.  Interior  columns  do  not  rust  as  much  as  exterior 
columns. 

11.  Cinder  concrete  does  not  injure  to  the  slightest 
degree  a  steel  floor  beam  that  has  been  painted. 

12.  No  pipes  or  wires  should  ever  be  placed  behind 
fireproofing,  as  they  will  buckle  from  the  heat  and 
push  off  the  fireproofing. 
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Wall  Plaster  and  Gypsum  Products 

The  Production,  Chemical  Constitution, 
and    Building   Properties    of  Gypsum 


Gypsum,  the  material  used  so  extensively  at  the 
present  time  in  building  construction,  chiefly  for  wall 
plaster,  was  the  main  subject  of  a  paper  on  "Plaster 
and  Gypsum  Products."  delivered  by  S.  G.  Webb,  sec- 
retary of  the  Gypsum  Industries  Association,  Inc.,  be- 
fore the  New  York  State  Builders'  Supply  Association. 
Mr.  Webb's  paper  deals  with  gypsum,  its  occurrence, 
its  composition,  its  manufacture,  its  uses,  and  some  of 
its  products. 

To  begin  with,  gypsum  is  one  of  the  oldest-known 
building  materials  and  is  found  as  the  material  on 
which  mural  decorations  were  placed  in  the  tombs  of 
the  Califs  in  Egypt,  erected  over  4,000  years  ago,  and 
to-day,  in  the  pyramids  of  Egypt  it  is  found  in  the 
form  of  plastering  on  the  surfaces  of  walls  in  the 
interior  chambers,  as  solid  as  the  stone  upon  which  it 
is  placed. 

Gypsvmi  is  the  geological  name  for  hydrated  sul- 
phate of  lime  and  is  composed  of  lime  in  chemical 
combination  with  sulphur  radical  and  water,  the  water 
being  in  the  form  of  water  of  crystallization.  It  is 
found  quite  lavishly  distributed  over  the  earth's  sur- 
face and  occurs  as  rock,  which  is  either  in  the  form 
of  veins  below  the  ground  of  in  masses  near  the  earth's 
surface  covered  with  only  a  thin  layer  of  soil. 

In  the  United  States  it  is  found  in  twenty-three 
states,  including  Alaska.  The  total  amount  mined  in 
these  states  during  1914  was  2,476,465  tons.  A  part 
of  this  production  of  gypsum,  amounting  to  443,687 
tons,  was  used  without  calcining  as  an  ingredient  for 
Portland  cement,  in  paint  and  as  land  plaster.  The 
remainder  of  the  output  was  calcined  and  sold  in  the 
form  of  wall  plaster  or  manufactured  into  gypsum 
blocks,  gypsum  plaster  boards  and  other  structural 
forms. 

Production  of  Gypsum 

In  the  production  of  gypsum.  New  York  State  pro- 
duced the  largest  quantity,  Iowa  ranking  second  and 
Michigan  third,  and,  therefore,  the  building  supply 
dealers  of  New  York  State  are  peculiarly  interested 
in  this  material  for  the  reason  that  not  only  is  it  pro- 
duced in  the  State  of  New  York,  but  is  produced  in 
larger  quantities  in  this  State  than  in  any  other  part 
of  the  United  States. 

In  addition  to  the  gypsum  produced  in  the  United 
States,  a  considerable  tonnage  was  mined  in  Nova 
Scotia  and  New  Brunswick  and  shipped  to  calcining 
mills  located  on  the  Atlantic  seaboard,  at  New  York, 
Newark,  N.J.,  Newburgh,  N.Y.,  and  Chester,  Pa.  The 
quantity  so  imported  from  Canadian  points  amounted 
in  the  year  of  1914  to  369,214  tons,  making  a  total  of 
material  manufactured  and  used  in  the  United  States 
of  2,845,679  tons. 

It  will  be  noticed,  therefore,  that  not  only  does  the 
State  of  New  York  produce  the  largest  amount  of  the 
domestic  production  of  gypsum,  but  it  also  uses  up 
the' greater  part  of  the  gypsum  imported  from  Can- 
ada in  the  eastern  mills.' 

Chemical  Conversion 

The  gypsum  to  be  converted  into  ])laster  and  manu- 
factured articles,  such  as  gypsum  block,  gypsum  board, 
etc.,  has  to  be  calcined  into  plaster  of  Paris.    This  is 


efifected  by  crushing  the  gypsum  rock  and  then  grind- 
ing it  to  a  very  fine  powder  and  placing  this  powder 
in  what  are  known  as  kettles  and  subjecting  the  ma- 
terial in  these  kettles  to  external  heat.  In  this  way 
some  of  the  water  of  hydration  is  liberated,  which  is 
approximately  fourteen  per  cent.,  leaving  about  seven 
l)er  cent,  of  water  of  hydration  still  remaining  in  the 
material. 

The  gypsum  is  thus  converted  into  plaster  of  Paris 
and  this  plaster  of  Paris  is  mixed  in  mixing  mills  with 
ingredients  such  as  wood  fibre,  sand,  hair,  retarder, 
asbestos  fibre,  or  combinations  of  these  materials,  to 
form  wall  plaster.  In  the  case  of  neat  gypsum  wall 
plaster,  the  sand  is  omitted.  Such  plaster  is  known 
as  neat  gypsum  plaster  and  when  the  plasters  are  ready 
for  use,  they  are  known  as  ready  mixed  gypsum  wall 
plasters. 

It  may  be  well  to  consider  the  qualifications  of  gyp- 
sum wall  plasters,  which  have  been  responsible  for 
the  very  great  and  rapid  growth  of  the  use  of  gypsum 
or  hard  wall  plasters,  as  illustrated  by  the  fact  that  the 
gvpsum  mined  in  the  United  States  has  grown  from 
90,000  short  tons  in  1880  to  2,476,465  short  tons  in 
1914.  Gypsum  plasters  must,  therefore,  possess  dis- 
tinctive merits  to  bring  about  such  a  wonderful  in- 
crease in  their  use. 

Qualities 

I  will  mention  some  of  these  qualifications,  not 
necessarily  in  the  order  of  their  importance,  as  follows: 

First — Hardness;  Plaster  of  Paris  is  a  h)^draulic  ce- 
ment which  resumes  the  form  of  gypsum  or  hydrated 
sulphate  of  lime  when  water  is  added  to  it.  It  thus 
"sets"  or  becomes  hard  and  is  so  hard  that  it  will 
withstand  a  breaking  pull  of  100  or  more  pounds  per 
square  inch  and  this  qualification  of  hardness  acts  as 
a  valuable  means  of  stiffening  f)r  strengthening  the 
building  in  which  it  is  used,  particularly  in  the  case 
of  frame  buildings. 

Second — Sanitation  ;  It  is  sanitary  because  of  its 
very  hardness,  this  hardness  being  throughout  the 
entire  mass  of  plaster,  the  hydraulic  or  setting  quali- 
ties of  the  plaster  occurring  throughout  its  entire  mass. 
This  gives  a  wall  surface  in  which  injurious  disease 
germs  or  objectionable  insects  cannot  find  lodgment, 
and  it  also  offers  an  impediment  through  which  larger 
vermin  find  it  impossible  to  make  holes. 

Third — Durability;  I  have  mentioned  the  fact  that 
gypsum  plaster  is  found  to-day  in  perfect  and  hard 
condition  as  the  covering  of  many  of  the  walls  of  the 
chambers  of  the  Pyramids  in  Egypt  and  that  it  has 
been  there  for  upwards  of  4,000  years.  Under  the  city 
of  Paris,  France,  gypsum  is  found  in  large  quantities 
and  has  been  used  there  for  plastering  and  structural 
purposes  for  hundreds  of  years — the  name  of  plaster 
of  Paris  being  derived  from  this  fact.  This  qualifica- 
tion, therefore,  of  durability  of  gypsum  wall  plasters 
means  that  they  resist  wear  and  tear  in  a  building 
very  efficiently. 

Fourth — Quick  Setting  and  Quick  Drying ;  Gyp- 
sum wall  plasters  can  be  used  during  any  time  of  the 
year,  and  will  set  and  become  hard  and  dry  out  very 
quickly,  so  that  the  owner  can  have  the  use  of  his 
building  in  the  least  possible  time.    He  can  also  pro- 


April  36,  101C 


THE   CONTRACT  RECORD 


403 


ceed  with  his  painting  and  decorations  with  very  Httle, 
if  any,  misgiving  that  these  will  be  injured  by  too  early 
application. 

Fifth — Convenience  in  Handling;  The  fact  that 
gypsum  plasters  are  usually  marketed  packed  in  bags 
in  the  ready  mixed  form,  necessitating  only  the  plaster 
being  mixed  with  water  at  the  building,  enables  the 
dealer  and  the  builder  to  handle  in  convenient  packages 
only  the  exact  amount  of  material  that  is  required, 
and  in  a  minimum  amount  of  space  in  the  building. 
This  great  convenience  in  handling  and  using  has  been 
a  considerable  factor  in  increasing  the  popularity  of 
gypsum  hard  wall  plasters,  and  is  a  very  good  and 
real  reason  why  the  dealer  can  handle  the  ready  mixed 
gypsum  wall  plasters  to  considerable  advantage. 

This  is  a  brief  outline  of  some  of  the  principal 
advantageous  qualifications  which  gypsum  wall  plas- 
ters possess,  about  which  there  is  no  real  dispute. 

Corrosion  of  Metals 

I  desire  to  refer  at  this  time  to  one  question  that 
is  frequently  raised  as  an  objection  to  the  use  of  gyp- 
sum plasters,  and  that  is  the  assumption  that  gypsum 
tends  to  corrode  metal.  Gypsum  is  a  neutral  salt,  that 
is,  it  is  neither  acid  nor  alkaline,  and,  therefore,  can- 
not be  corrosive  when  in  contact  with  steel  or  iron. 
This  statement  has  been  amply  demonstrated  by  ex- 
perience, namely,  that  in  the  absence  of  damp  condi- 
tions there  is  no  corrosion  of  the  metal  when  in  con- 
tact with  gypsum  plaster.  In  the  earlier  days  of  gyp- 
sum plaster  manufacture,  however,  it  was  the  prac- 
tice to  use  some  acids  as  retarding  agents,  and  it  was 
because  this  acid,  in  conjunction  with  damp  condi- 
tions, in  some  cases  caused  corrosion,  that  there  grew 
a  certain  amount  of  prejudice  against  gypsum  in  this 
connection.  The  bugbear,  therefore,  of  con-osion  may 
be  properly  dismissed.  When  corrosion  occurs  on 
metal  which  is  surrounded  by  gypsum  plaster,  it  is 
generally  found  that  damp  conditions  would  bring- 
about  corrosion  of  the  metal  in  any  event,  and  whether 
Portland  cement  or  lime  was  the  plastering  material 
used  instead  of  gypsum.  Such  cases  are  due  to  the 
oxidation  of  the  iron  from  the  combination  of  damp- 
ness and  oxygen  gaining  access  to  the  metal,  and  are 
not  caused  by  anything  in  the  gypsum. 

Is  Gypsum  "Noisy"? 

Another  question  which  is  frequently  raised  as  an 
objection  to  the  use  of  gypsum  plaster  is  that  it  is 
"noisy."  The  fact  is  that  gypsum  plaster  is  no  more 
"noisy"  than  any  other  plastering  material.  I  recall 
very  well  making  an  examination  of  the  New  England 
Conservatory  of  Music  in  Boston,  the  walls  between 
the  classrooms  of  which  were  constructed  of  double 
gypsum  blocks,  separated  by  an  inch  space  in  which 
was  hung  a  sheet  of  Cabot's  seaweed  quilt.  The  out- 
side faces  of  the  walls  forming  the  interior  faces  of  the 
walls  of  the  rooms  were  plastered  with  gypsum  hard 
plaster.  In  the  earlier  use  of  this  building  a  great  deal 
of  complaint  had  been  made  about  the  noisiness  of 
these  rooms  by  the  professors  conducting  the  musical 
classes,  until  some  bright  person  was  able  to  draw  a 
distinction  between  echoed  sound  and  transmitted 
sound.  They  then  placed  rugs  on  the  floors,  draperies 
at  the  windows  and  tapestries  on  the  walls,  and  this 
reveberated  sound  ceased  to  exist ;  and  then  it  was 
that  they  found  that  no  sound  whatever  passed  through 
the  walls  from  room  to  room.  In  the  designing  of 
buildings  it  is  frequently  found  that  there  are  pipes, 
air  ducts  or  openings  permitting  sound  to  pass  from 


room  to  room  or  from  floor  to  floor,  and  when  such 
sounds  are  noticed,  immediately  the  gypsum  plastered 
walls,  which  are  what  are  seen  in  the  room,  are  blamed 
for  the  noise,  and  gypsum  plaster  is  said  to  be  "noisy." 

I  recall  another  case  where  the  owner  of  a  two- 
storey  brick  business  building  in  a  small  town  in  Ohio 
improved  one  of  the  two  stores  on  the  street  level  and 
then  rented  it  as  a  drug  store.  He  put  tile  on  the  floors, 
covered  the  walls  with  cases  with  glass  fronts,  and 
put  a  metal  ceiling  over  the  existing  plastered  ceiling. 
After  he  had  done  all  this  he  found  that  the  words 
spoken  in  ordinary  tones  in  the  store  were  clearly 
heard  in  the  Masonic  Hall  immediately  above  this 
room  and  vice  versa,  and  so  bad  was  this  condition 
that  the  Masonic  lodge  contemplated  cancelling  its 
lease.  The  other  store  on  the  street  level  was  a  cloth- 
ing store,  which  he  did  not  improve.  It  had  wooden 
floors  and  plaster  ceilings,  and  clothing  was  exhibited 
throughout  the  store.  Now  notice  the  difference.  No 
word  spoken  in  that  room  could  be  heard  in  the  hall 
above,  which  was  occupied  as  a  Knights  of  Pythias 
lodgeroom,  and  neither  could  any  word  spoken  in  the 
Knights  of  Pythias'  room  be  heard  in  the  clothing 
store  beneath.  In  considering  this  question  of  sound, 
therefore,  it  is  necessary  to  be  acquainted  with  the 
conditions  and  find  out  whether  there  are  other  con- 
ditions responsible  for  the  sound  trouble.  You  will 
find  that  invariably  there  are. 

Gypsum  Products 

I  see  that  the  subject  assigned  to  me  includes  gyp- 
sum products.  I  hope  I  may  be  pardoned  therefore,  if 
I  say  a  word  or  two  about  other  gypsum  materials 
that  are  or  should  be  of  considerable  interest  to  the 
building  material  dealer.  There  is  gypsum  plaster 
board,  the  use  of  which  is  growing  tremendously  as 
its  usefulness  is  recognized  and  I  question  very  much 
whether  there  is  any  dealer  within  hearing  of  my 
voice  who  does  not  at  this  present  time  find  it  to  his 
advantage  to  sell  plaster  board. 

In  addition  to  the  advantages  there  is  from  a  busi- 
ness point  of  view  in  selling  plaster  boards,  you  are 
undoubtedly  interested  in  the  fact  that  plaster  boards 
have  a  very  real  value  in  preventing  the  spread  of  fire. 
Many  cases  might  be  cited  of  fires  that  have  occurred 
where  the  damage  has  been  kept  to  a  minimum  be- 
cause boards  have  been  used  as  a  lathing  material. 
In  selling  plaster  boards  therefore,  you  are  helping 
the  cause  of  fire  prevention. 

In  recent  years  a  very  large  growth  has  occurred 
in  the  use  of  gypsum  plaster  blocks,  principally  for  the 
construction  of  partitions  in  the  so-called  "fireproof" 
type  of  buildings.  Many  tests  have  been  conducted 
by  the  Underwriters'  Laboratories  and  other  institu- 
tions, which  have  demonstrated  that  gypsum  block  par- 
titions have  a  very  high  efficiency  in  fire  resistance 
and  so  its  growth  has  been  rapid  until  to-day  in  the 
country  at  large  probably  sixty  times  as  much  gyp- 
sum plaster  blocks  are  used  as  were  used  only  eight 
years  ago. 

This  growing  appreciation  of  the  value  of  gypsum 
plaster  blocks  is  leading  to  recognition  for  the  protec- 
tion of  important  vertical  openings  in  buildings,  such 
as  elevator  shafts  and  for  steel  protection  and  more 
recently,  as  book  tile  for  roofs,  placed  between  the  steel 
frames  or  steel  perlins  of  steel  roofs.  A  very  consider- 
able area  of  structural  floors  are  now  being  used  made 
of  gypsum  in  poured  form  reinforced  by  steel.  In  this 
connection,  it  will  be  interesting  to  you  if  I  refer  to 
what  happened  in  Paris,  France,  during  the  days  of 
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the  Commune  immediately  following  the  Franco- 
Prussian  War.  As  you  know,  efforts  were  made  to 
burn  Paris,  but  these  eft'orts  were  futile  and  it  is  a 
coincidence,  if  it  can  not  be  proved  to  ])e  directly  the 


reason  for  this  failure  to  burn  up  Paris,  that  ninety- 
five  per  cent,  of  the  floors  of  buildings  in  Paris  were 
and  are  to-day,  constructed  of  poured  plaster  of  Paris; 
in  other  words,  reinforced  gypsum. 


The  Improved  Highway  as  a  Tactical 
Unit  in  National  Defence 


By  P.  S.  Bond,  M.A.S.C.E. 


The  usefulness  in  war  of  a  substantial  system  of 
highways  can  scarcely  be  overstated,  but  it  can  be 
misunderstood  and  frequently  is.  Our  freedom  from 
wars,  during  long  periods,  has  made  the  term  "military 
road"  little  more  than  an  historical  phrase  in  America. 
It  calls  to  mind  the  Cumberland  pike  and  suggests 
the  conditions  of  military  enterprise  that  gave  rise  to 
our  constitutional  provision  for  federal  military  roads. 

Those  conditions  antedate  the  railroad.  In  the  pre- 
sent state  of  affairs  the  longer  hauls  for  the  assembling 
of  soldiei^s,  munitions  and  supplies  will  almost  invari- 
ably be  made  by  rail.  Military  considerations  do  not 
call  for  long  single  lines  of  road  through  the  interior 
of  the  nation  so  much  as  for  intensive  systems  of  par- 
allel and  intersecting  roads  in  the  probable  zones  of 
actual  warfare  in  case  of  attack  by  a  foreign  enemy. 

Military  Roads 

To  appreciate  the  tremendous  usefulness  of  such 
road  systems,  it  may  be  necessary  to  review  some  of 
the  conditions  of  modern  war  as  exemplified  in  Europe 
to-day.  In  speaking  of  innovations,  I  use  the  word 
with  respect  to  popular  United  States  conceptions  of 
war,  which  are  still  largely  founded  on  the  civil  war 
of  the  sixties.  The  European  war  has  really  developed 
very  few  innovations,  from  the  standpoint  of  the  mil- 
itary student.  Attacks  by  gas  and  licjuid  fire,  effective 
as  surprises,  have  been  among  these  few.  The  general 
nature  of  the  struggle  was  either  anticipated  by  mil- 
itary men  or  actually  demonstrated  in  the  other  wars 
of  the  last  two  decades.  I  wish  particularly  to  refer 
to  some  phases  of  modern  war  with  reference  to  the 
use  of  highways. 

While  less  reliance  than  formerly  is  placed  upon 
permanent  fortifications,  trench  warfare  between  nearly 
equal  forces  tends  to  develop  a  condition  of  deadlock, 
in  which  the  tactics  are  similar  to  those  of  a  siege. 
Hence,  the  routes  of  supply  do  not,  under  certain  con- 
ditions, vary  as  much  as  in  the  old  days  of  open  fight- 
ing when  one  army  would  pursue  another  half  across 
a  continent  on  foot. 

Nature  of  Military  Traffic 

Not  only  are  routes  of  distril)ution  more  nearly 
permanent,  hut  the  volume  and  weight  of  the  traffic 
is  such  as  to  justify  and  recpiire  the  most  substantial 
kind  of  highways.  Larger  armies  eat  more  food. 
Larger  and  more  intricate  guns  consume  immensely 
more  ammunition.  The  British  army  in  Belgium  is 
said  to  have  fired  more  shells  in  a  single  day  than  were 
used  in  the  entire  Hoer  war.  'i'liese  are  transported 
from  the  railroad  terminals  to  the  ])lace  of  consump- 
tion very  largely  by  motor  truck  and  the  effect  on  any 
but  the  most  substantial  roads  can  be  imagined. 

Add  to  these  conditions  the  mobility  now  recjuired 
for  very  heavy  guns.    It  can  be  seen  that  the  ])lacing 
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and  replacing  of  ordinance  weighing  many  tons  per 
jiiece — the  saving  of  guns  in  case  of  a  sudden  retreat — 
would  be  virtually  impossible  under  the  conditions  that 
prevail  on  most  United  States  highways  during  long 
seasons,  or  would  impose  the  heaviest  possible  tasks 
upon  the  engineering  arm  of  the  service. 

We  have  pictures  showing  the  kind  of  improvised 
roads  upon  which  the  Germans  have  been  compelled 
to  rely  in  Russia.  They  follow  the  principles  of  the 
old  American  corduroy  road,  with  a  foundation  of 
stringers  and  transverse  logs,  on  which  are  laid  brush 
and  dirt.  The  contrasting  advantages  of  level,  dur- 
able road  surfaces,  prepared  in  time  of  peace  with  an 
eye  to  the  exigencies  of  war,  are  so  striking  as  to  make 
comment  unnecessary. 

Motor  Truck  in  Tactics 

But  the  greatest  advantage  of  .motor  trucks  and 
suitable  motor  roads  has  yet  to  be  mentioned.  To 
appreciate  it,  one  must  bear  in  mind  the  broad  nature 
of  battle  tactics.  War  is  not  unlike  football.  An  army 
must  hold  the  foe  in  check  at  all  points  on  the  line 
and  rely  for  its  success  upon  smashing  attacks  by  the 
concentration  of  troops  at  some  particular  point.  In 
the  old  days  the  plan  of  attack  was  often  concealed 
from  the  enemy  until  the  moment  when  it  was  sprung. 
Distance  and  natural  obstacles  to  vision  made  it  pos- 
sible to  work  out  a  manoeuvre  with  comparative 
leisure.  To-day  the  hostile  aeroplane  hovers  overhead 
and  conveys  prompt  information  of  the  concentration 
of  any  considerable  body  of  troops  at  any  given  quarter. 

To  render  such  an  attack  effective,  it  is  therefore 
necessary  to  make  it  a  sudden  attack,  like  the  dash 
of  the  backfield  in  a  football  game.  To  be  able  to 
move  a  whole  division  by  truck  and  auto  to  a  critical 
point  at  a  rate  of  twenty  or  thirty  miles  an  hour 
would  greatly  facilitate  both  off'ence  and  defense.  It  is 
said  that  the  battle  of  the  Marne  was  won  by  the  sud- 
den concentration  of  French  troops,  using  motor  tran.s- 
port  over  the  splendid  chaussees  of  France,  upon  the 
German  left  wing. 

System  of  Roads 

One  road  will  not  suffice  for  this  variety  of  tactics, 
although  one  is  better  than  none,  'ilie  ideal  would 
be  a  number  of  parallel  routes  traversing  the  line  of 
battle,  with  frequent  cross  roads  to  permit  the  distri- 
bution of  reinforcements  at  any  desired  point  or  points. 
In  war  there  is  only  one  rule  for  success,  and  that  is 
to  oppose  a  lesser  force  with  a  greater  force  at  the 
crucial  point  in  the  conflict.  This  does  not  mean  that 
the  largest  army  always  wins,  for  the  largest  army 
may  have  three-quarters  of  its  numbers  out  of  action 
through  lack  of  generalship  or  failure  of  transport 
facilities.  Mobility  can  take  the  place  of  numbers 
much  better  than  numl)ers  can  be  made  to  take  the 
place  of  mobility.     When  this  fact  is  digested,  the 
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immense  tactical  value  of  paving  can  be  better  ap- 
preciated. 

The  motor  can  thus  lessen  the  fatigue  of  forced 
marches  and  increase  their  possible  radius  five  fold 
or  more.  It  is  also  probable  that  motors  will  take 
over  part  of  the  work  of  transport  formerly  accomp- 
lished by  rail.  There  is  considerable  necessary  delay 
in  entraining  troops  and  getting  a  clear  track  for  their 
movement,  so  much  so  that  the  old  rule  was  to  under- 
take movements  of  thirty  miles  or  less  on  foot,  as 
being  prompter  than  train  service.  With  suitable 
roads  and  an  abundance  of  motor  vehicles,  this  line 
of  demarcation  might  be  placed  at  sixty  or  a  hundred 
miles  or  more,  depending  on  the  particular  circum- 
stance of  the  case. 

Efficiency  of  Brick  Pavements 

The  unimproved  highway  is  our  weakest  link  to- 
day from  the  standpoint  of  military  transport.  Am- 
erica has  the  railroads.    It  has  the  autos  and  auto 


trucks.  Whether  the  latter  can  be  used,  or  whether 
we  must  go  back  to  the  age  of  the  mule  whacker  and 
the  dreary  march  rests  with  those  who  are  responsible 
for  our  highway  improvements.  Any  city  within  a 
hundred  miles  of  our  coast  or  frontier  may  some  day 
be  the  base  of  military  operations  that  will  put  its 
surrounding  highways  to  the  severest  test.  Very  few 
would  meet  it  creditably.  Cuyahoga  County,  sur- 
rounding Cleveland,  would  offer  a  better  opportunity 
for  modern  manoeuvres  than  any  similar  locality  with 
which  I  am  familiar.  The  brick  road,  properly  con- 
structed, stands  high  in  the  estimation  of  army  men 
for  such  purposes  as  I  have  been  describing. 

In  a  military  crisis  such  a  system  of  roads  would 
much  more  than  pay  for  itself  in  the  saving  of  other 
forms  of  military  expenditure.  Considering  also  how 
they  conduce  to  the  wealth  of  the  nation  in  times  of 
peace,  there  seems  to  be  no  possible  argument  against 
this  phase  of  preparedness. 


Silverthorne  Public  School,  Mount  Dennis 
Ont.,  Under  Construction 


Contracts  have  been  awarded  for  a  new  public 
school  for  School  Section  No.  28,  Mount  Dennis,  Ont., 
and  work  has  been  actively  commenced. 

The  new  school  is  to  be  semi-fireproof  in  con- 
struction, to  be  built  of  common  stock  red  brick,  with 
stone  trimmings  and  copings ;  foundations  and  foot- 
ings are  concrete.  The  building  will  be  two  storeys 
and  basement  high,  to  have  five  standard  classrooms, 
kindergarten,  a  principal's  and  teachers'  room.  The 
basement  has  provision  for  large  playrooms  for  boys 
and  girls,  the  usual  room  for  fuel  and  heating  equij)- 
nient,  and  lavatories.  The  classrooms  will  have  mul- 
lioned,  leaded  glass  windows,  hardwood  floors,  slate 
l)]ackboards,  and  are  all  provided  with  a  separate 
cloakroom.    The  corridors  on  the  first  and  second 


floors  run  the  width  of  the  building,  and  will  have  ter- 
razzo  floors.  The  basement  floors  are  concrete.  The 
stairs  will  be  steel  with  mastic  treads.  The  system  of 
heating  and  ventilation  is  to  be  by  forced  steam  with 
electric  fan  ventilation.  A  more  complete  description 
of  the  school  will  be  furnished  on  completion. 

The  school  was  designed  by  S.  B.  Coon  &  Son,  ar- 
chitects, Toronto,  and  the  following  contracts  have 
been  awarded  :  masonry,  Albert  Webb  ;  carpentry,  Hud- 
son &  Mosely ;  heating,  plumbing,  and  ventilation, 
George  Sainsbury ;  steel,  McGregor  &  Mclntyre ;  steel 
sash,  Henry  Hope  &  Sons;  plaster,  George  White; 
painting,  Fells  Bros. ;  electric  wiring.  Moon  &  Com- 
pany; terrazzo  floors,  Italian  Mosaic  and  Marble  Com- 
pany. 


Silverthorne  Public  School,  Mount  Dennis  now  under  course  of  erection. 
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Canadian  Railway  Statistics,  1915 

Dominion  Roads  Show  Creditable  Record  Despite 
Adverse  Conditions— Gross  Earnings,  $199,843,072.13 


Returns  of  the  railway  statistics  of  the  Dominion 
of  Canada  for  the  year  ending  June  30,  1915,  are  to 
some  extent  rather  remarkable  for  the  first  year  of  the 
war.  Receipts  show  a  decrease,  but  the  operating- 
expenses  show  a  decrease  also,  while  the  total  mileage 
shows  an  increase. 

Though  the  railways  were  hit  hard  by  the  war, 
due  to  the  scarcity  of  freight  for  transportation  and 
the  decreased  tourist  trade,  but  more  particularly  by 
the  poor  western  crop  of  1914,  they  showed  a  remark- 
able adaptability  in  adjusting  themselves  to  the  ad- 
verse existing  conditions.  With  the  record  crop  of 
1915  to  handle,  the  increasing  activity  in  industrial 
life,  especially  in  munition  work  and  trades  pertaining 
thereto,  we  may  safely  say  that  the  lowest  point  has 
been  reached  and  passed,  and  that  returns  for  the 
present  year  will  show  a  big  increase  in  receipts  and 
gross  earnings. 

There  was  an  unprecedented  increment  in  the  mile- 
age operated,  reports  showing  an  increase  of  4,789.9 
miles,  as  compared  with  1,491.01  miles  increase  in 
1914.  This  addition  brought  the  total  mileage  in 
Canada  up  to  35,582.44— a  mileage  which  places  Can- 
ada in  the  first  place  among  the  nations  on  the  basis 
of  railway  mileage  per  capita,  and  fourth  among  the 
nations  in  regard  to  the  total  mileage,  being  exceeded 
only  by  the  United  States,  Russia  and  Germany.  There 
was  also  1,593.4  miles  of  line  reported  as  still  under 
construction.  Ontario  led  in  the  increase  in  mileage 
with  1,447.53  miles,  with  Alberta  a  close  second  with 
1,122  miles. 

The  capitalization  of  railways  officially  classified 
as  being  in  operation  stood  at  $1,875,810,888  on  June 
30,  as  against  $1,808,820,761  in  1914— an  increment  for 
the  year  of  $66,990,127.  There  was  an  increase  for 
1915  of  $2,977,412  in  consolidated  ^lebenture  stock,  an 
increase  of  $69,322,267  in  funded  debt,  and  a  decrease 
of  $5,300,552  in  stocks.  The  falling  off  in  stocks  was 
due  to  an  adjustment  of  capitalization  by  the  Canadian 
Northern  and  its  subsidiary  corporations.  The  total 
amount  of  cash  aid  given  during  the  year  was  $5,059,- 
284.17.  This  contribution  was  made  up  as  follows: — 
by  the  Dominion,  $4,644,664.17;  by  the  provinces, 
$414,620.  Land  grants  by  the  Dominion  Government 
and  the  province  amounted  to  43,929,312  acres. 

Traffic 

The  public  service  of  Canadian  railways  in  1915 
was  represented  in  the  carrying  of  46,322,035  pas- 
sengers and  87,204,838  tons  of  freight.  As  compared 
with  1914  there  was  a  decrease  of  380,245  in  the  num- 
ber of  passengers  carried,  and  a  decrease  of  14,189,151 
tons  in  the  movement  of  freight.  It  should  be  under- 
stood in  connection  with  the  number  of  passengers 
carried,  that  in  1915,  for  the  first  time,  the  report  of 
the  Canadian  Northern  Railway  system  includes  traffic 
attaching  to  the  Niagara,  St.  Catharines  and  Toronto 
Railway  heretofore  classified  with  electric  railways. 
The  number  of  passengers  carried  by  this  electric  line 
was  4,771,004.  Earnings  from  passenger  train  service 
— including  ticket  sales,  mails,  express,  baggage,  etc., 
were  $65,354,768.16,  as  compared  with  $72,564,203.20 
in  1914.   The  record  of  passenger  service  for  the  year 


shows  quite  clearly  that  fewer  people  travelled  by 
rail,  and  that  the  average  journey  was  considerably 
reduced.  These  basic  facts  are  reflected  in  lowered 
earnings  and  a  smaller  average  number  of  passengers 
per  train  and  per  car. 

Of  freight,  87,204,838  tons  were  carried  in  1915, 
which  showed  a  decrease  of  4,189,151  tons  as  com- 
pared with  1914. 

Gross  Earnings 

Gross  earnings  for  1915  amounted  to  $199,843,- 
072.13,  or  $43,240,456.91  less  than  for  1914.  This  de- 
crease was  equal  to  17.8  per  cent.  Operating  expenses 
aggregated  $147,731,099.47,  which  involved  a  decrease 
of  $31,244,159.43,  or  17.5  per  cent,  as  compared  with 
the  preceding  year.  The  ratio  of  operating  expenses 
to  gross  earnings  was  73.94,  as  against  73.63  in  1914. 
These  figures  show  how  flexible  the  railways  were  in 
adapting  themselves  to  meet  the  adversity  of  the  de- 
creased traffic,  the  percentage  of  operating  expenses 
to  earnings  increasing  only  a  fraction  of  one  per  cent. 

The  dift'erence  between  gross  earnings  and  operat- 
ing expenses,  popularly  regarded  as  net  earnings,  was 
$52,111,972.66,  as  compared  with  $64,108,280.14  in  1914. 
Gross  earnings  from  the  outside  operations  of  Canadian 
railways  were  $20,332,305.65,  as  against  $23,882,141.90 
in  1914.  Combining  ordinary  earnings  and  outside 
earnings,  a  total  gross  corporate  revenue  of  $220,175,- 
2)77.7^  is  established  for  the  year.  After  deducting 
operating  expenses,  the  net  earnings  from  outside  oper- 
ations in  1915  were  $6,273,794.26,  as  compared  with 
$4,097,338.28  for  the  previous  year.  The  aggregate 
of  net  earnings  from  these  two  sources,  as  represented 
by  the  dift'erence  between  gross  receipts  and  operating 
expenses,  was  $58,385,766.92.  To  the  foregoing  should 
be  added  the  income  of  railways  from  other  sources 
than  ordinary  and  outside  operations,  amounting  to 
$14,111,482.85.  With  this  addition  the  final  net  rev- 
enue would  be  $72,497,249.77.  This  total  in  1914  was 
$82,134,693.  The  total  revenue  from  passenger  train 
service  for  1915  was  $60,699,934.82,  made  up  as  fol- 
lows: passengers,  $50,173,267.29;  mail,  $3,026,773.41; 
express,  $6,059,384.72;  other  sources,  $1,440,509.40. 

The  railways  were  perhaps  the  first  industry  to  feel 
the  shock  of  the  war,  and  within  the  year  the  number 
of  employees  was  reduced  from  159,142  to  124,142. 
Yet,  with  this  large  decrease  in  men,  the  high  stand- 
ard formerly  maintained  on  road-bed  and  equipment 
was  not  sacrificed.  With  the  decreasing  traffic  the 
rolling  stock  was  correspondingly  decreased,  the  old 
deteriorated  equipment  being  taken  off,  leaving  only 
the  better  equipment.  Fuel  consumption  was  also 
very  materially  decreased,  from  8,547,675  tons  in  1914 
to  6,903,418  tons  in  1915;  and  with  a  lower  cost  per 
ton  of  $3.02  as  compared  with  $3.12  the  previous  year, 
expenses  were  thus  materially  reduced.  A  striking 
feature  of  the  fuel  consumption  was  the  increased  use 
of  oil  by  locomotives. 

A  large  factor  in  the  increased  cost  of  maintenance 
has  been  the  rising  price  of  ties,  and  the  increasing  use 
of  treated  ties  is  the  natural  result  of  the  excessive 
cost  of  untreated  wood. 

The  number  of  accidents  from  train  movement  was 
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ever  so  much  less  than  in  the  previous  year — 360 
killed  in  1915,  against  565  in  1914,  and  1,578  injured  in 
1915  compared  with  2,287  in  1914. 

Electric  Railways 

Electric  railways  seem  to  follow  pretty  closely  the 
steam  roads  ;  again  the  reports  show  an  increase  in 
the  growth  of  the  industry  but  a  decrease  in  the  rev- 
enue. During  the  year  50.51  miles  were  added  to  the 
mileage,  bringing  it  up  to  2,102.95.  Capitalization  in- 
creased from  $147,585,342  in  1914  to  $150,344,002  in 
1915.  Gross  earnings  amounted  to  $26,922,899.70,  as 
compared  with  $29,691,077.21  for  1914.  Operating  ex- 
penses had  a  total  of  $18,131,842.18,  as  against  $19,- 
107,817.60  for  the  year  preceding. 

Reviving  Activity 

The  crisis  seems  to  be  past ;  yet  we  cannot  hope 
for  some  time  to  attain  again  the  high-water  mark  of 
1913.    Especially  in  railway  construction.  According 


to  the  reports,  there  is  only  about  1,600  miles  contract- 
ed for  for  the  coming  year.  Railways  are  built  on 
borrowed  capital,  and  with  the  stringent  state  of  the 
money  market  capital  is  at  too  high  a  premium  to  make 
financing  an  easy  matter.  Yet  trade  in  general  has 
responded  to  the  confidence  of  the  people,  already  the 
railways  are  beginning  to  make  up  the  deficit,  and  the 
railways  are  a  good  barometer. 

Canada  is  in  a  grand  position  to  stand  the  strain 
(jf  the  war,  and  well  adapted  to  take  advantage  of 
commercial  opportunities  when  it  is  successfully  term- 
inated. For  years  immigration  has  aided  both  the 
railways  and  the  country,  and  with  the  termination 
of  the  European  struggle  Canada  should  again  experi- 
ence a  marked  increase  in  immigration.  Whether  we 
build  more  railways  or  not  in  the  near  future,  we  are 
supplied  jn  the  meantime  with  sufficient  mileage  to 
develop  the  resources  of  the  country — which  should  be 
our  chief  consideration. 


Recommended  Practice  in  Concrete  Road 
Construction  Adopted  at  Chicago 


THE  report  of  the  Committee  on  Resolutions  to 
the  Second  National  Conference  on  Concrete 
Road  Building,  held  at  Chicago,  February  18, 
contained  a  number  of  interesting  conclusions. 
In  an  outline  of  the  conclusions  of  the  conference, 
the  report  gives  a  list  of  12  salient  features  of  practice. 
These  are:  (1)  Drainage  of  the  roadbed  is  vital;  (2) 
subgrade  must  be  of  uniform  density  and  should  be 
compacted;  (3)  aggregates  must  be  clean,  hard  and 
tough;  (4)  fine  aggregates  (sand)  should  be  coarse 
and  well  graded;  (5)  a  rich  mixture  must  be  used; 
(6)  materials  must  be  accurately  proportioned;  (7) 
mixing  must  be  most  thorough;  (8)  sloppy  concrete 
must  not  be  used;  (9)  in  general,  the  use  of  reinforce- 
ment is  justifiable;  (10)  inspection  must  be  intelligent 
and  thorough;  (11)  concrete  must  be  protected  from 
rapid  drying;  (12)  pavements  must  not  be  opened  to 
traffic  too  soon. 

The  following  principles  were  adopted  as  repre- 
senting good  practice  in  the  construction  of  concrete 
roads  and  pavements : 

Materials. — Portland  cement  shall  meet  the  require- 
ments of  the  standard  specifications  of  the  American 
Society  for  Testing  Materials,  and  tests  should  be  made 
in  accordance  with  the  methods  outlined  by  the  Am- 
erican Society  of  Civil  Engineers. 

Aggregates.^ — Samples  of  materials  should  be  sub- 
mitted to  the  engineer  for  approval  before  orders  are 
placed,  and,  if  possible,  laboratory  tests  should  be 
made.  If  this  is  impracticable,  field  tests  should  be 
made.  The  different  aggregates  should  be  kept  clean 
and  separate.  Aggregates  to  be  used  in  the  wearing 
course  of  two-course  pavements  should  be  placed  on 
planks  or  some  other  means  provided  to  keep  them 
free  from  dirt. 

Water. — A  large  supply  of  water  is  necessary  for 
(a)  sprinkling  the  subgrade;  (b)  mixing  the  concrete, 
and  (c)  keeping  the  concrete  moist  during  early  stages 
of  hardening.  For  this  latter  purpose  25  to  30  gallons 
per  square  yard  of  pavement  will  be  required  during 
the  summer  months.  Insufficient  sprinkling  is  detri- 
mental to  the  wearing  qualities  of  the  pavement. 


Reinforcement. — The  use  of  reinforcement  is  in- 
creasing. A  coating  of  light  rust  will  not  be  detri- 
mental, but  excessive  rust,  paint  or  other  coatings  in- 
terfere with  proper  bond.  Reinforcement  should  be 
kept  free  from  dirt  and  should  be  subjected  to  occa- 
sional tensile  and  bending  tests. 

Joint  Filler. — Joint  filler  should  preferably  be  of 
single  thickness.  Transverse  joint  filler  should  be  cut 
to  the  crown  of  the  pavement  by  the  manufacturer 
when  metal  plates  are  used.  A  type  of  joint  filler  which 
will  iron  out  rea'dily  under  traffic  is  preferable  for  use 
in  unprotected  joints.  A  joint  filler  which  will  not 
bend  easily  when  concrete  is  deposited  against  it  is  to 
be  preferred. 

Joint  Protection  Plates. — Metal  joint  protection 
plates  should  be  properly  bundled  and  wired  by  the 
manufacturer.  Plates  up  to  20  feet  should  be  shipped 
in  single  lengths.  The  exact  length  should  be  provided 
so  that  the  contractor  would  not  have  to  cut  plates. 
In  cutting  plates  for  length,  spacing  between  eccen- 
trics on  the  installation  bar  should  be  considered  to 
avoid  interference  with  anchorage  lugs  on  plates.  The 
manufacturer  should  use  particular  care  in  crowning 
.the  bar  to  avoid  the  necessity  for  duplication  of  work 
by  the  contractor. 

Drainage. — For  roads,  proper  drainage  may  be  se- 
cured through  lateral  ditches.  For  streets,  as  well  as 
roads,  tile  drains  may  be  used.  They  should  be  laid 
on  each  side  of  the  roadway  or  on  one  side  only,  with 
cross  drains  leading  thereto.  Drainage  trenches,  if 
placed  under  the  subgrade,  should  be  completed  before 
the  final  rolling. 

Grading. — In  general,  fills  should  be  made  in  thin 
layers,  the  depth  depending  upon  the  character  of  the 
material  used.  The  fill  should  be  allowed  to  stand  for 
as  long  a  time  as  possible,  giving  it  an  opportunity  to 
settle  before  the  pavement  is  placed  on  it.  Deep  fills 
should  be  allowed  to  settle  through  one  winter  when- 
ever possible.  Puddling  will  be  found  advantageous 
in  compacting  deep  fills.  Wetting  and  rolling  should 
be  performed  Avhen  making  a  fill,  in  order  to  secure 
thorough  compaction.   Fills  should  never  be  made  with 
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frozen  materials  nor  with  lumps  greater  than  6  inches 
in  their  greatest  dimension. 

Subgrade. — The  fundamental  requirement  of  the 
subgrade  is  that  it  should  be  of  uniform  density  so 
that  it  will  not  settle  unevenly  and  cause  cracks  in 
the  surface  of  the  pave,ment.  When  the  pavement  is 
constructed  on  virgin  soil,  care  should  be  taken  to 
remove  all  soft  spots.  If  laid  on  an  old  roadbed,  even 
more  care  should  be  taken,  as  the  subgrade  is  likely  to 
be  more  compact  in  the  centre  than  at  the  sides.  An 
old  roadbed  should  be  scarified,  re-shaped  and  rolled. 
The  subgrade  adjacent  to  curbs  should  be  hand- 
tamped. 

Forms. — Metal  forms  are  preferred.  When  wood- 
en forms  are  used'  they  should  of  be  at  least  2-in. 
stock,  capped  with  2-in.  angle  iron,  so  constructed  that 
sections  can  be  lapped.  Particular  care  should  be  taken 
to  see  that  top  edges  of  forms  are  clean,  so  as  to  avoid 
unevenness  in  the  finished  pavement. 

Pavement  Section :  Thickness. — In  view  of  the  in- 
creasing use  of  the  heavy  motor  truck  and  bus,  it  seems 
unwise  to  build  pavements  less  than  6  inches  thick  at 
any  point.  In  general,  pavements  should.be  thicker  at 
the  centre  than  at  the  sides.  Alleys  with  an  inverted 
crown  and  narrow,  one-slope  roads  should  have  a  uni- 
form thickness.  Wherever  increased  thickness  can  be 
secured  without  excessive  cost  to  secure  a  flat  or  nearly 
flat  subgrade.  such  increase  is  advisable. 

Width. — The  desirable  wMdth  for  a  single-track  road 
is  10  feet ;  for  double-track  road,  18  feet.  The  total 
width  should  be  not  less  than  20  feet  for  single  and 
26  feet  for  double-track  roads. 

Crown. — The  crown  of  roads  and  pavements  should 
not  be  less  than  1/lOOth  nor  more  than  l/50th  of  the 
total  width.  Except  in  unusual  cases,  1/lOOth  is  suffi- 
cient for  country  roads  and  l/50th  will  be  considered 
satisfactory  for  alley  pavements.  For  city  streets  an 
average  crown  of  l/75th  will  generally  be  found  suffi- 
cient and  should  not  be  reduced  except  on  grades. 

Joints. — Transverse  joints  should  be  placed  across 
the  pavement  perpendicular  to  the  centre  line,  about 
50  feet  apart.  There  seems  to  be  a  tendency  to  widen 
the  distance  between  joints.  Joints  should  extend  en- 
tirely through  the  pavement  as  well  as  through  the 
curb  if  integral  curbs  are  used. 

Longitudinal  joint  filler  should  be  staked  or  other- 
wise securely  held  against  the  curb.  Joint  material 
should  be  placed  around  manholes,  catch  basins,  etc. 

The  tendency  of  present  practice  is  toward  the 
omission  of  metal  protection  plates  for"  joints.  Plates 
are  more  essential  in  street  pavements  than  in  country 
highways.  Plates  for  protected  joints  should  be  wired 
together  with  the  joint  filler  and  securely  held  in  the 
installing  bars,  even  when  short  sections  of  filler  are 
used.  Supports  should  be  used  when  the  pavement  is 
of  such  width  that  the  installing  bar  deflects.  On  wide 
streets  every  joint  should  be  checked  as  to  crown  with 
sighting  T's.  When  necessary  to  have  plates  in  two 
sections,  the  contractor  should  arrange  to  have  the 
manufacturer  drill  the  abutting  ends  so  that  tlic  jjlates 
may  be  wired  or  strapped  together.  As  the  ])lates  do 
not  fit  tight  to  the  installing  bar,  a  ^-in.  shim  is  placed 
under  each  end  of  the  installing  bar  to  insure  that  the 
plates  are  not  covered  with  concrete. 

IVIixing  and  Placing  Concrete:  Measuring. — It  is 
recommended  that  a  sack  of  Portland  cement,  contain- 
ing 94  lbs.  net,  l)e  considered  the  e<|uivalent  of  1  cubic 
foot,  'i  he  method  of  measuring  materials,  including 
water,  should  insure  accurate  ])ro])()rtions  at  all  times. 

Proportioning. — The  proportions  should  not  exceed 


five  parts  of  coarse  aggregate,  measured  separately,  to 
one  part  of  Portland  cement.  The  fine  aggregate 
should  not  exceed  40  per  cent,  of  the  mixture  of  fine 
and  coarse  aggregates. 

Aggregates.— Bank-run  material  shall  not  be  used. 
Proportioning  based  on  sieve  analysis  or  by  relative 
density  tests  is  not  practical  for  concrete  roads  except 
where  laboratory  direction  is  available.  Where  pro- 
per facilities  are  available,  the  above  proportions  should 
be  varied  as  the  tests  warrant. 

Mixing. — The  ingredients  should  be  mixed  in  a 
batch  mixer  of  approved  style  and  the  size  of  the  batch 
should  not  exceed  the  rated  capacity  of  the  mixer.  The 
mixing  should  be  continued  for  at  least  one  minute 
after  all  the  materials  are  in  the  mixer  and  before 
any  of  the  concrete  is  discharged.  The  speed  of  the 
mixer  should  not  be  less  than  ten  revolutions  per  min- 
ute. The  time  and  not  the  number  of  revolutions 
should  be  the  gauge  of  proper  mixing. 

Consistency. — The  practice  is  to  mix  entirely  too 
wet.  The  consistency  should  be  such  as  not  to  require 
tamping,  but  not  so  wet  as  to  cause  the  separation  of 
the  mortar  from  the  aggregate  in  handling  and  placing. 

Placing. — If  the  subgrade  has  been  disturbed  by 
teaming  or  other  causes,  it  should  be  brought  to  its 
former  surface  and  thoroughly  saturated  with  water. 
The  concrete  should  be  deposited  rapidly  to  the  re- 
quired width  and  depth.  The  section  should  be  com- 
pleted to  a  transverse  joint  without  the  use  of  inter- 
mediate forms  or  bulkheads,  or  a  transverse  joint  may 
be  placed  at  the  point  of  stopping.  If  the  mixer  breaks 
down,  the  concrete  should  be  mixed  by  hand  to  com- 
plete the  section.  Where  reinforcement  is  used,  it 
should  be  embedded  in  the  concrete  before  it  has  begun 
to  set.  The  concrete  above  the  reinforcement  should 
be  placed  within  20  minutes  after  placing  the  concrete 
below.  In  two-course  pavements,  the  top  should  be 
placed  within  20  minutes  after  placing  the  bottom. 

Finishing. — The  surface  should  be  struck  off  by 
means  of  a  template  moved  with  a  combined  longitud- 
inal and  transverse  motion.  The  excess  material  ac- 
cumulated in  front  of  the  template  should  be  uniformly 
distributed  over  the  surface  of  the  pavement,  except 
near  the  transverse  joint,  where  the  excess  material 
should  be  removed.  The  concrete  adjoining  the  trans- 
verse joint  should  be  dense  and  any  depressions  in  the 
surface  should  be  filled  with  concrete  of  the  same  com- 
position as  the  body  of  the  work.  After  being  brought 
to  the  established  grade  Avith  the  template,  the  con- 
crete should  be  finished  from  a  suitable  bridge,  with 
a  wood  float  to  true  surface.  A  metal  float  should  not 
be  used.  Brooming  of  the  surface  is  not  necessary  and 
grooves  are  objectionable,  even  on  grades. 

Retempering. — Retempering  of  mortar  or  concrete 
that  has  partially  hardened,  that  is,  mixing  with  addi- 
tional materials  or  water,  is  strongly  condemned. 

Protection  and  Curbing. — Too  rapid  drying  out, 
early  exposure  to  low  temperature  or  opening  to  traffic 
at  too  early  a  period  may  seriously  damage  the  best 
concrete.  Hot  sun  and  drying  winds  are  most  liable 
to  dry  out  concrete  too  rapidly,  causing  shrinkage 
cracks  or  a  surface  which  will  not  wear  well  under 
traffic.  The  use  of  a  canvas  covering  will  be  found 
effective  in  ])reventing  this.  Sprinkling  should  not 
be  omitted  during  the  day  in  case  the  stn-face  shows  a 
tendency  to  dry  out.  Where  there  is  danger  of  freez- 
ing, ftprinkling  should  be  omitted  and  a  covering  of 
canvas  or  straw  and  canvas  should  be  used.  Placing 
concrete  roads  in  temperatures  at  or  near  the  freezing 
])oint  is  not  advisable.    Where  such  i)ractice  is  un- 
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avoidable  the  water  and  aggregates  should  be  heated 
and  fresh  work  protected  from  freezing  for  at  least  ten 
days.  Chemicals  should  not  be  used  to  lower  the  freez- 
ing point  of  the  mixture.  Concrete  should  not  be  de- 
posited on  a  frozen  subgrade. 

Opening  to  Trafific. — Under  most  favorable  condi- 
tions a  concrete  pavement  should  not  be  opened  to 
trafific  in  less  than  two  weeks.  When  conditions  war- 
rant, the  interval  should  be  at  least  four  weeks. 

One-Course  Pavement. — Where  the  materials  must 


readily  available  are  such  as  to  give  good  construc- 
tion in  one-course  pavement,  such  construction  is  re- 
commended. 

Integral  Curb. — The  integral  curb  is  recommended 
in  preference  to  straight  curb  or  combined  curb  and 
gutter.  Precaution  should  be  taken  that  the  curb  is 
thoroughly  bonded  to  the  pavement  proper. 

Specifications. — The  standard  specifications  for 
pavements  and  roadways  of  the  American  Concrete 
Institute  are  recommended. 


Building  Construction  and  a  Few  Common 

Causes  of  Failures 


Failures,  whether  in  the  building  trade  or  in  any 
branch  of  engineering,  always  furnish  a  peculiarly  in- 
teresting subject  for  investigation  ;  because  from  the 
failures  and  errors  of  the  past  present  builders  may 
gain  experience  and  incorporate  new  ideas,  which 
should  result  in  a  better  class  of  buildings.  "Danger- 
ous Structures"  was  the  subject  of  a  practical  paper 
along  this  line,  recently  read  by  W.  G.  Perkins,  dis- 
trict surveyor,  before  the  Concrete  Institute,  London. 
The  following  extracts  from  Mr.  Perkins'  paper  in  The 
Surveyor  are  interesting. 

Causes  of  Failures 

Amongst  the  causes  of  a  dangerous  structure  are 
the  following: — (a)  faulty  construction;  (b)  faulty  ma- 
terials: (c)  faulty  design:  (d)  decay  and  fatigue:  (e) 
overloading;  (f)  removal  of  extraneous  support;  (g) 
wind  pressure,  shock,  etc.;  (h)  fire  and  explosion, 
bombs. 

I  propose  to  enumerate  a  number  of  cases  where 
failures  have  resulted  from  one  or  more  of  these  causes ; 
particularly  (a),  (b)  and  (c). 

Perhaps  few  of  us  have  had  any  experience  with 
failures  arising  from  faulty  design  and  materials  in 
modern  structures,  as  a  sufficient  period  has  not  elapsed 
for  time  to  have  done  its  work,  but  there  are  numer- 
ous instances  in  buildings  erected  by  former  genera- 
tions. 

We  moderns  are  often  called  to  account  for  the 
supposed  inferior  manner  in  which  we  build,  being  told 
that  our  buildings  are  not  solid  like  those  erected  in 
"the  good  old  times,"  that  we  have  lost  the  art  of 
making  good  mortar,  etc.  People  who  make  such  re- 
marks have,  I  fear,  only  an  accjuaintance  with  the  jerry- 
builder  of  the  very  bad  type.  The  majority  of  build- 
ings erected  in  London  100  to  200  years  ago  were  con- 
structed in  a  most  inferior  manner.  The  mortar  ap- 
l)ears  to  have  been  compounded  with  a  fat  lime,  dry 
slaked,  and,  judging  from  the  nodules  of  loam  it  con- 
tains, mixed  with  a  good  deal  of  the  "top  spit"  of  the 
field.  Naturally  such  stuff  has,  and  had,  no  binding 
qualities,  and  to  this  day  is  only  so  much  dusty  rub- 
bish. 

The  bricks  were  badly  shaped  and  easily  broken, 
so  much  so  that  in  taking  down  old  walls  one  finds 
course  after  course  of  what  appeared  to  be  headers  to 
be  only  "bats." 

In  many  old  buildings  the  main  beams  of  the  floors 
are  placed  diagonally  and  the  loads  from  the  roof  and 
four  storeys  are  imposed  upon  a  pier  of  brickwork 


about  14  inches  square.  Needless  to  say,  such  piers 
have  crushed. 

Strangely  enough,  this  kind  of  brickwork  is  always 
stronger  in  damp  positions,  the  moisture  having  en- 
abled the  lime  to  a  certain  extent  to  set.  Workmen 
refer  to  this  state  as  being  "water  bound." 

Again,  I  have  found  a  wall  of  this  period  built  with 
two  skins  of  brickwork,  ins.  thick,  "tied"  together 
with  wooden  laths  at  intervals  of  about  IS  inches  in 
height,  the  space  between  being  filled  with  small  pieces 
of  brick  and  stone. 

A  form  of  construction  frequently  found  is  a  shell 
of  4^2-in.  brickwork  around  a  stout  timber  post.  You 
see  the  brickwork  bulging  and  wonder  why  a  stout- 
looking  jner,  ])erhaps  2'{>  bricks  square  and  8  feet  in 
height,  should  be  failing  under  a  comparatively  light 
load.  The  explanation  is  that  the  timber  post  has  de- 
cayed at  its  lowest  end  and  the  thin  shell  of  brickwork 
is  unable  to  carry  the  superstructure. 

Modern  Brickwork 

Modern  brickwork  is  not  without  its  faults,  due 
l>rincipally  to  the  lax  manner  in  which  it  is  supervised 
and  an  imperfect  knowledge  on  the  part  of  the  specifi- 
cation writer.  He  will,  for  instance,  require  that  four 
courses  shall  not  exceed  12  inches  in  height,  and  then 
select  bricks  that  are  very  little  less  than  3  inches  in 
thickness.  The  consequence  is  that  the  bricklayer,  to 
keep  to  the  specification,  will  put  an  insufficient  bed  of 
mortar  in  laying  the  bricks.  I  have  had  as  much  as 
3  feet  of  glazed  brickwork  at  a  time  taken  down  be- 
cause there  was  absolutely  no  mortar  in  any  of  the 
beds.  And  this  was  on  a  first-class  job,  under'  archi- 
tects and  a  clerk  of  works.  Again,  when  the  bricks 
have  a  frog,  that  frog  should  be  upwards  when  the 
brick  is  laid,  otherwise  the  brick  beds  only  on  the  rim 
and  its  bearing  area  is  reduced  by  one-third.  When 
the  bricks  have  two  frogs,  one  should  be  "buttered." 
or  filled  in  before  laying. 

Unless  strictly  supervised,  the  vertical  joints  are 
never  filled  solid.  Some  mortar  is  rubbed  over  the  top 
of  the  course  with  the  flat  of  the  trowel,  which  ma)^ 
enter  the  joints  some  three-quarters  of  an  inch. 

A  habit  of  the  bricklayer,  after  having  spread  the 
bed  is  to  work  the  mortar  away  from  the  centre  with 
the  point  of  the  trowel.  The  mortar  does  not  squeeze 
along  and  make  a  solid  bed  as  some  people  argue. 
To  ensure  solid  work  the  beds  should  be  thickly  spread 
and  the  bricks  pressed  down  into  it,  frogs  up,  and  the 
whole  course  grouted  up  by  heaping  mortar  on  the 
wall  and  softening  it  with  water  from  a  "gauge  pot" 
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SO  that  it  becomes  soft  enough  to  flow  into  the  vertical 
joints  until  they  are  full. 

Unless  the  beds  and  joints  are  full  you  cannot  ex- 
pect to  get  the  full  value  out  of  your  walls  and  piers, 
which,  by  the  way,  are  always  eccentrically  loaded. 
The  evil  is  aggravated  when  the  wall  is  faced  with 
stone,  for  the  mason  generally  spreads  a  bed  of  putty, 
3  or  4  inches  wide,  along  the  outer  edges  of  the  stone 
he  is  laying  (which  may  be  14  or  18  inches  on  bed), 
points  up  the  back  edge,  and  after  having  poured  some 
grout  down  the  vertical  joints,  considers  he  has  made 
a  solid  job !  Have  the  stone  taken  up  again  and  note 
the  result. 

Workmanship  of  this  sort  leads  to  "flushing"  and 
the  fall  of  pieces  of  stone.  The  bed  of  every  course 
of  masonry  should  be  screeded. 

Many  people  object  to  slate  damp-proof  courses, 
as  they  become  inefficient  owing  to  the  slate  cracking. 
They  only  crack  or  crush  when  they  have  been  im- 
perfectly bedded.  The  usual  way  is  to  lay  them  on  a 
i)ed  of  cement (  perhaps  containing  a  number  of  small 
stones)  and  tap  them  down  with  the  trowel.  This 
always  results  in  the  centre  of  the  slate  being  un- 
bedded.  Walk  along  such  a  damp  course  on  your 
heels,  and  you  will  demonstrate  to  the  builder  in  a 
striking  manner  the  hollowness  of  his  work. 

Use  cement  made  with  a  sand  that  contains  no 
small  stones,  rub  each  slate  well  into  its  bed,  and 
you  will  get  a  damp-proof — not  a  damp — course. 

I  am  not  partial  to  asphalt  damp-proof  courses  un- 
less they  are  of  genuine  asphalt.  Artificial  asphalts 
are  brittle  when  cold,  but  become  soft  in  the  heat  of 
summer  or  near  a  heating  chamber,  and  squeeze  out. 
This  allows  settlement,  and  in  the  case  of  a  retaining 
or  other  wall  with  a  lateral  thrust  to  sustain,  may  allow 
sliding  on  the  bed,  a  result  which  happened  not  very 
long  ago  "somewhere  in  the  Midlands." 

Dangerous  Concrete 

Failures  have  occurred  by  using  unsuitable  materi- 
als in  the  composition  of  concrete. 

There  was  the  case  of  the  reservoir  where  blast  fur- 
nace slag  Avas  used  as  the  aggregate  for  its  concrete 
walls.  The  water  afifected  the  concrete  so  that  it  be- 
came quite  soft  and  rotten,  and  the  walls  had  to  be 
rebuilt. 

Concrete  made  with  breeze  is  a  dangerous  material. 
It  is  one  of  the  materials  specified  in  the  London  Build- 
ing Acts  as  a  fire-resisting  material,  and  as  a  district 
surveyor  I  have,  much  against  my  better  knowledge, 
to  pass  it.  This  stufif  was  used  for  the  floors  of  scul- 
leries in  the  first  storeys  of  a  row  of  houses  built 
under  my  official  supervision.  In  every  house  this 
stufif  expanded,  pushing  out  the  walls,  some  of  which 
had  to  be  rebuilt. 

In  another  district  1  had  to  inspect  a  block  of  resi- 
dential flats,  the  walls  of  which  were  bulged  at  every 
floor  level,  owing  to  the  expansion  of  the  breeze  con- 
crete. 

Loading  of  Bressummers 

It  is  convenient  at  this  point  to  refer  to  the  load- 
ing of  bressummers.  "i'ext-books  state  that  when  an 
imperforate  wall  is  built  upon  a  beam  the  load  on  that 
bc/im  may,  owing  to  the  bond  of  the  brickwork,  be 
assumed  as  the  weight  of  the  brickwork  enclosed  by 
an  equilateral  triangle  which  has  the  clear  span  for 
its  base. 

It  is  dangerous  to  make  this  assumption,  for  it  can- 
not hold  good  unless  the  bond  is  practically  perfect, 
and  all  the  vertical  joints  filled  solid  with  cement. 
Unless  you  watch  every  brick,  the  work  is  not  done 
in  this  manner,  but  as  I  have  already  described. 


And  1  would  ask,  if  by  the  bond  all  the  load  of 
brickwork  above  the  equilateral  triangle  can  be  trans- 
ferred direct  to  the  supports,  why  should  not  any  por- 
tion of  the  load  near  the  supports  or  any  concentrated 
load  actually  over  the  supports  be  distributed  over  and 
towards  the  centre  of  the  span? 

The  method  of  building  a  wall  brick  by  brick  with 
soft  mortar  ensures,  I  think,  that  the  whole  of  the  ma- 
sonry over  the  spans  is  borne  by  the  beam,  and  this 
view  is  borne  out  by  a  case  with  which  I  have  re- 
cently dealt. 

Wooden  storey  posts  supporting  bressummers  de- 
cay at  the  ground  line,  and  are  a  fruitful  source  of 
dangerous  structures,  as  a  rule  easily  dealt  with. 

You  are  all  familiar  with  the  small  suburban  house 
of  two  or  three  storeys  in  which  one-half  of  the  weight 
of  the  roof  and  floors  is  imposed  upon  a  central  par- 
tition of  slender  timbers  lathed  and  plastered.  The 
timbers  of  this  partition  in  the  lowest  storey  are  some- 
times  found  to  be  in  a  state  of  decay  owing  to  the  want 
of  a  damp-proof  course.  Rotting  at  the  feet,  they 
allow  the  floors  and  roof  to  sag  towards  the  centre  of 
the  building  and  tend  to  push  out  the  walls. 

By-laws  which  permit  the  most  heavily  loaded  por- 
tion of  the  building  to  be  constructed  with  2x4  in. 
or  2x3  in.  battens  are  seriously  defective. 

Ends  of  beams  and  roof  trusses  solidly  built  into 
walls  sooner  or  later  decay,  and  cause  dangerous  floors 
and  roofs.  Ventilation  is  a  sine  qua  non  wherever 
timber  is  used.  A  roof  boarded,  felted,  and  covered 
with  slate  or  metal  and  ceiled  will  develop  dry  rot. 

Foundations 

The  term  "foundation"  is  sometimes  used  in  a  very 
indefinite  manner,  and  may  mean  the  actual  base  up- 
on which  the  superstructure  is  reared  or  the  soil  itself. 

It  has  been  suggested  that  the  proper  meaning  of 
the  word  is  the  artificial  arrangement  or  construction 
])repared  or  made  to  support  the  base  of  a  superstruc- 
ture ;  whilst  the  soil  beneath  should  be  termed  the 
foundation  bed. 

Foundations  are  important,  as  when  defective  or 
insufiicient  they  will  lead  sooner  or  later  to  a  danger- 
ous structure. 

In  dealing  with  structures  rendered  dangerous  by 
settlement  owing  to  the  insufificient  bearing  capacity 
of  the  soil,  I  prefer,  wherever  there  is  an  underlying 
stratum  of  firm  material,  to  sink  down  to  it,  even 
though  it  should  be  at  a  considerable  depth.  The 
sinking  should  be  in  the  form  of  pits  (the  area  of 
which  would  be  determined  by  the  loading  and  the 
bearing  caj)acity  of  the  firm  material),  filled  up  with 
good  mass  concrete.  Then  from  pier  to  pier  either  con- 
struct beams  of  reinforced  concrete  or  fix  rolled  steel 
joists  encased  in  a  rich  and  well-graded  concrete  or 
turn  arches. 

I  am  not  an  advocate  of  raft  foundations,  for  unless 
your  structure  can  be  symmetrically  disposed  about 
the  raft  or  its  centre  of  gravity  be  made  to  coincide 
therewith — a  very  difficult  thing  to  do  except  in  a 
symmetrical  building — the  ])ressure  on  the  soil  will 
be  unequal,  the  raft  Avill  tilt  and  throw  your  structure 
out  of  the  perpendicular.  The  same  thing  will  happen 
if  the  soft  soil  is  not  of  even  consistency  and  bearing 
value  all  over. 

Trenches 

Digging  trenches  for  drains  and  sewers  without 
sufficient  timbering  has  been  a  fruitful  source  of 
dangerous  structures. 

(Continued  on  n;igc  4\2) 
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Vertical  and  Horizontal  Reinforcing  of 

Concrete  Columns 


Considerable  has  been  written  from  a  teclinical 
point  of  view  on  the  strength  of  reinforced  concrete 
members,  as  governed  by  the  systematic  placing  of  the 
reinforcing  bars  in  such  positions  as  to  give  tlie  maxi- 
mum strengtli  to  the  members.  Mr.  A.  M.  Wolf, 
C.E.,  writing  in  the  Cement  World,  gives  a  few  notes 
on  placing  reinforcing  in  concrete  columns,  from  a 
practical  point  of  view. 

A  plain  concrete  column  should  not  be  allowed  in 
any  first  class  building;  this  does  not  mean  that  it 
should  not  be  used  in  piers,  but  for  slender  columns, 
those  less  than  18  inches  in  least  dimension,  never. 
The  chances  taken  with  such  construction  are  out  of 
all  proportions  to  the  additional  cost  of  a  few  rein- 
forcing bars,  which  will  at  least  give  the  column  a 
factor  of  safety  of  more  than  1.  Experience  on  actual 
construction  shows  that  the  same  care  is  not  exercised 
in  pouring  plain  concrete  as  is  in  the  placing  of  rein- 
forced concrete;  and  for  this  reason,  if  no  other,  some 
reinforcement  should  be  used  in  a  bearing  member. 
Even  if  a  column  with  a  ratio  of  length  to  least  dimen- 
sion of  six  with  a  imit  stress  of  only  200  pounds  per 
square  inch  is  used,  it  is  in  the  writer's  opinion,  money 
well  spent  to  provide  longitudinal  reinforcement 
stayed  at  intervals  of  not  greater  than  6  to  12  inches, 
depending  on  the  size  of  column  or  size  of  bars.  In 
other  words,  plain  concrete  columns  should  be  abso- 
lutely forbidden,  since  they  have  no  place  in  building" 
work.  When  they  are,  we  will  have  fewer  failures 
to  record. 

As  for  considering  eccentric  load  on  ])lain  concrete 
columns,  the  writer  considers  this  ])rocedure  as  flirt- 
ing with  danger.  It  is  i)erfectly  logical  and  correct  to 
consider  this  in  the  development  of  a  discussion  on 
columns,  but  in  the  writer's  opinion  all  such  discussion 
should  be  plainly  labeled  as  theoretical  and  not  prac- 
tical, since  the  man  who  had  little  experience  is  not  in 
a  position  to  distinguish  the  practical  limits  of  theory. 

In  connection  with  the  design  and  construction  of 
what  are  commonly  known  as  longitudinally  rodded 
columns,  the  waiter  has  found  that  where  such  columns 
are  used,  that  is  for  carrying  light  loads  as  in  the  up- 
])er  stories  of  buildings,  and  in  which  the  unit  stresses 
are  low,  i.e.,  below  500  pounds  per  square  inch  on  net 
section,  a  continuous  spiral  at  a  wide  pitch  is  1)etter 
than  a  number  of  loose  ties.  Such  a  spiral  at  6  to  8- 
inch  pitch  by  virtue  of  being  continuous,  is  unques- 
tionably better  fitted  to  stay  the  longitudinal  bars  than 
a  number  of  disconnected,  loosely  fastened  hoops  and 
at  the  same  time  requires  only  a  trifle  more  steel.  It 
also  eliminates  the  difficulty  experienced  in  holding- 
longitudinal  bars  and  the  hoops  themselves  in  place. 
By  using  two  light  spaces  on  such  a  spiral  it  can  be 
shipped,  "knocked-down,"  and  when  expanded,  and 
the  spacers  set  opposite  one  another,  a  fairly  stifif  cage 
is  formed  to  which  the  vertical  bars  can  be  fastened ; 
this  insures  proper  spacing  of  bars  and  hooping  which 
the  loose  hoop  tie  method  does  not.  The  fabrica- 
tion cost  for  such  spirals  is  less  than  that  for  hoops 
at  about  the  same  spacing,  and  the  cost  of  placing  the 
reinforcement  is  also  much  less  than  where  hoops  are 
used.  Since  economy  can  be  effected,  and  the  column 
materially  strengthened  by  the  use  of  spirals  at  wide 
pitch  in  place  of  hoops,  it  seems  rather  unprogressive 
to  continue  the  use  of  the  latter,  except  of  course  in 


cases  wliere  the  vertical  bars  are  placed  in  the  form  of 
a  square  or  rectangle  instead  of  in  a  circle. 

Recent  experiences  in  severe  fires  have  shown  con- 
clusively that  a  covering  of  2  inches  outside  of  rein- 
forcing bars  cannot  be  relied  upon  to  stay  the  latter 
under  such  conditions,  and  engineers  are  now  practi- 
cally agreed  that  a  rodded  column  without  ties  is  not 
good  practice.  A  study  of  the  various  reports  on  the 
Edison  fire  v\'ill  reveal  the  truth  of,  and  the  basis  for 
this  statement. 

A  few  words  regarding  the  splicing  of  column  bars 
at  floor  levels  will  probably  not  be  amiss.  As  for  wir- 
ing or  clamping  bar  together,  to  transfer  the  stress 
from  one  to  the  other  in  lieu  of  the  longer  lap  of  bars 
wherein  the  transference  of  load  is  obtained  by  bond 
between  concrete  and  steel,  it  has  been  shown  by  tests 
that  such  methods  of  splicing  will  not  develop  the 
proper  strength.  With  both  wired  and  clamped 
splices  wh.ere  the  length  of  bar  lap  is  cut  down  to 
make  allowance  for  the  "supposed"  efficiency  of  the 
splices,  it  has  been  found  that  they  cannot  be  made 
tight  enough  to  act  before  considerable  slip  of  bars. 
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sufficient  to  rupture  the  concrete,  has  taken  place  when 
stress  is  applied.  To  the  present  time  no  more  effi- 
cient s):)lice  has  been  found  than  the  simple  method  of 
lapping  bars  a  certain  number  of  diameters  dependent 
upon  the  stresses  in  same.  Such  a  splice  depends  on 
bond  between  concrete  and  steel  for  its  strength  and 
it  is  highly  important  therefore  that  the  bars  are  en- 
tirely surrounded  by  concrete,  ncjt  less  than  2  diam- 
eters o.f  l)ar  center  to  center  of  bars.  This  means 
that  where  columns  of  the  same  size  and  also  of  dif- 
ferent sizes  are  spliced,  the  bars  from  the  lower  story 
column  should  be  lient  in  on  easy  ])ends  to  form  a 
circle  well  inside  the  circle  formed  by  the  bars  above, 
rather  than  to  have  them  close  together,  for  where 
they  touch,  no  bond  value  can  be  developed. 

Splicing  bars  by  means  of  pipe  sleeves  is  not  done 
very  often  at  present.  Such  splices  do  not  tie  the 
.different  stories  of  a  building  together  as  well  as  lap 
splices,  nor  are  the  bending  stresses  likely  to  be  de- 
veloped in  the  columns  so  well  provided  for,  with  the 
use  of  pipe-sleeve  splices.  If  the  sizes  of  column  bars 
are  limited  to  Ij^-inch  to  1^-inch  bars  as  a  maximum 
size,  splices  can  be  developed  without  difficulty  by 
bond  between  lapped  ends  of  bars. 

In  special  cases,  as  at  footings,  as  combination  lap 
and  bearing  splice  between  columns  can  be  used  to 
good  advantage,  the  vertical  bars  resting  on  a  steel  or 
cast  iron  ring  will  transmit  some  of  their  load  direct 
by  bearing  of  ring  on  the  concrete,  and  the  remainder 
by  bond  between  concrete  and  the  stub  bars. 
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Municipal  Power  and  Pumping  Station, 
Sault  Ste  Marie 

'  I  "MIE  contract  for  an  electrical  sub-station  to  cost 
I       between  $10,000  and  $15,000  has  been  awarded 
M.      by  the  city  of  Sault  Ste.  Marie.      When  the 
city  assumed  the    municipal    control    of  the 
water  and  li.^ht  distributing-  systems  in  1914,  at  which 
date  the  franchise  of  the  Tacoraa  Water  and  Light 
Company  expired,  they   entered   into   an  agreement 
with  the  Algoma  Steel  Corporation  to  supply  tliem 
with  power  for  lighting,  and  with  the  city  water-works 
department  to  operate  the  pumping  system. 

Up  to  the  present  the  pumping  and  electrical  mach- 
inery have  been  operating  in  their  former  location  in 
the  power  house  of  the  Algoma  Steel  Corporation.  The 
cit}',  however,  decided  to  build  a  power  and  pumping 
station  and  to  move  their  equipment  into  it.  Ac- 
cordingly plans  were  prepared  by  their  engineer  for 
a  building  on  city  property  on  Gore  Street. 

The  site  is  an  irregular  one,  being  much  longer  on 
the  front  elevation  than  on  the  rear.     The  building  is 


■  lEast  Elevation  of  Municipal  Power  and  Pumping  Station.  Sault  Ste  Marie. 


consequently  irregular  also.  The  building  is  twcj 
storeys,  of  fireproof  constructi(Mi,  brick  with  stone 
base  and  trimmings,  with  concrete  floors  and  roof. 

The  lower  floor  will  be  taken  uj)  largely  by  tvv(j 
sewerage  pump  wells  with  space  for  future  extension. 
!-^witchb()ard  and  electrical  equipment  will  be  placed 
(;n  the  second  floor  at  the  North  end,  where  there  will 
also  be  ample  room  for  exten.sion.  The  larger  part  of 
this  floor  is  partitioned  off  for  use  as  a  meter-testing 
room  for  testing  water  and  light  meters.  The  switch- 
board, which  was  only  recently  purchased,  is  very 
cdinplctc  and  up-to-date;  no  new  c(|uipment  will  be  in- 
stalled at  present. 

The  contract  for  the  I)uilding  has  been  awarded  to 
I.  1.  Fitzpatrick,  Sault  Ste.  Marie,  and  was  designed 
by'A.  E.  Pickering,  City  Engineer. 


The  Philij)  Carey  Comi)any,  Eockland,  Cincinnati, 
are  distributing  an  attractive  booklet  entitled  "Archi- 
tects' Specifications  for  Carey  lluilding  Materials." 
'J'he  booklet  is  si)lendidly  illustrated  throughout  in 
colors. 


Construction  Activity  in  Berlin,  Ont. 

The  following  items  indicate  the  work  likely  to  be 
carried  on  in  Berlin  during  the  present  summer: 

Queen  Street  is  to  be  paved  with  6,000  sq.  yds.  of 
reinforced  concrete;  Tarvia  pavement  with  concrete 
base  will  be  laid  on  Eby  Street  and  a  macadam  road- 
way on  South  Street ;  a  number  of  macadam  roadways 
are  also^  to  be  re-surfaced.  Ornamental  lighting  on 
Queen  Street  to' Schneider's  Creek  is  under  way.  A 
large  storm-drain  is  contemplated  through  part  of 
Berlin  and  Waterloo.  Sewers  will  be  built  on  Glas- 
gow Street,  Prince  Arthur  Avenue  and  Dundas  Street. 
A  reinforced  concrete  bridge  is  to  be  built  on  South 
Street  and  also  one  on  Cburtland  Avenue.  The  new 
auxiliary  sewage  disposal  works  consisting  of  pumping 
station  and  pumping  machinery,  sedimentation  tanks, 
spraying  filters  and  humus  tanks,  were  partly  con- 
structed last  fall  and  will  be  complete  this  year,  prob- 
ably about  July.  George  Moogk,  of  Weston,  is  the 
contractor.  The  Regal  Motor  Company  intend  to 
build  a  new  factory  on  South  Street.  The  Onward 
Manufacturing  Company  have  taken  out  a  permit  to 
build  a  $10,000  factory  on  Ahrens  Street. 


Improvement  in  Montreal 

With  the  advent  of  open  weather,  the  construction 
and  supply  trades  of  Montreal  are  improving.  As  far 
as  can  be  seen,  no  very  ambitious  building  schemes 
are  likely  to  materialise  at  present,  but  a  large  amount 
of  repair  work  is  being  carried  out.  The  permits  for 
last  month  show  only  a  trifling  decrease  as  compared 
with  the  corresponding  period  of  1915,  and  this  is  all 
the  more  satisfactory  in  view  of  the  falling  off  in  the 
first  two  months  of  the  current  year.  Reports  from 
the  province  are  to  the  effect  that  a  considerable 
amount  of  building  is  in  ])rogress,  and  that  the  farmers 
are  spending  freely  on  repairs  and  on  new  construc- 
tion. 


Have  Increased  Pumping  Capacity 

The  city  of  Charlottetovvn,  P.E.I.,  Water  Depart- 
ment has  just  successfully  completed  the  work  of  in- 
stalling a  new  pump  and  turbine,  having  a  capacity  of 
2,000,000  gals,  daily,  as  an  addition  to  the  water  sup- 
ply service  for  the  city.  W^ork  has  been  done  under 
the  specifications  and  supervision  of  R.  S.  &  W.  S. 
Lea,  hydraulic  and  sanitary  engineers,  Montreal.  The 
machinery  was  supplied  by  Eraser  and  Chalmers, 
Montreal.' 


Building  Construction  and  a  Few  Common 
Causes  of  Failures 

(Continued  from  page  410) 

]''xtremc  care  should  be  taken  when  working  in 
bad  ground,  and  the  scantlings  of  the  timber  should 
err  on  the  large  side,  as  it  is  difficult  (o  calculate  the 
pressure  to  which  they  will  be  subjected.  If  the  ground 
contains  water,  the  pressure  may  be  ecpial  to  the  ex- 
tent of  the  weight  of  the  adjoining  buildings.  The 
struts  which  fix  the  walings,  from  tlie  ver_y  manner 
in  which  they  are  fixed  by  driving  in,  are  eccentrically 
loaded  by  the  earth  thrust,  and,  in  my  opinion,  a  sys- 
tem of  cross-bracing  and  vertical  tics  should  be  pro- 
vided to  the  struts  in  all  deep  trenches  (of  course,  at 
intervals  sufficient  to  leave  working  room),  so  that 
the  timl)ering  would  not  fall  to  pieces  should  a  move- 
ment of  earth  occur. 


April  3(i,  l!M(i 
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Montreal's  New  Street  Lighting  System 

Cast  Iron  Standards  Fed  from  Cables  in  Underground  Ducts  Em- 
bedded in  Concrete,  Replace  Poles  and  Wires  in  Business  Section 


An  ornamental  lighting  system, — the  cables  for  which 
arc  installed  in  the  municipal  conduits, — has  lately  been  put 
into  operation  in  Montreal.  The  streets  lighted  by  the  new 
system  are  St.  Catherine  Street,  between  Atwater  and  Papin- 
eau  Avenue,  a  distance  of  2^  miles,  Bleury  Street  and  Park 
Avenue,  between  Craig  Street  and  Pine  Avenue,  a  distance 
of  one  mile.  The  system  is  now  being  extended  down  town 
to  include  Craig,  St.  James  and  Notre  Dame  Streets  and  For- 
tification Lane  between  Victoria  Square  and  St.  Lawrence 
Street,  the  square  being  included.  The  light  is  furnished  by 
ornamental  inverted  magnetite  6.6  ampere  arc  lamps  mounted 
on  cast  iron  standards  of  special  design. 

On  St.  Catherine  Street  there  are  141  of  the  new  lamps, 
replacing  57  aerial  arcs,  while  on  Bleury  Street  and  Park 
Avenue  41  of  the  new  lamps  replace  18  aerial  arcs.  These 
182  lamps  are  divided  into  four  circuits,  so  interconnected  in 
pairs  that  should  one  circuit  be  interrupted  some  of  the 
lamps  on  the  end  of  the  circuit  can  be  thrown  on  the  other 
circuit  by  changing  the  connection  of  the  four  point  cut- 
outs in  these  lamps.  The  down-town  system  will  have  91 
new  lamps  to  replace  the  43  aerial  arcs  now  in  service.  These 
91  lamps  will  be  divided  into  two  circuits.  The  lamps  are 
spaced  at  an  average  distance  of  135  feet  on  alternate  sides 
of  the  street,  there  being  one  standard  at  every  intersection 
and  two  standards  at  important  intersections  and  transfer 
points. 

The  cable  carrying  the  current  to  the  lamps  is  No.  6, 
Iwin-conductor,  paper-insulated,  lead-covered,  7500  volt  cable, 
and  is  installed  in  a  special  duct  of  the  Municipal  Conduit 
System  which  loops  in  and  out  of  each  standard.  The  cut- 
outs are  of  the  absolute  type,  and  were  especially  designed 
to  meet  the  requirements  of  the  Light  Department,  having 
four  accessible  terminals.  The  location  of  faults  in  the  cable 
is  thus  greatly  facilitated,  as  all  four  conductors  can  be  ex- 
posed in  every  standard.  The  leads  from  the  cut-outs  to  the 
lamps  are  No.  6,  single  conductor,  varnished  cambric  in- 
sulated and  braided  cable.  The  cables  and  leads  were  sub- 
jected to  a  factory  test  of  30,000  volts  for  30  minutes  and  a 
test  of  10,000  volts  for  5  minutes  after  installation. 

The  cost  of  the  erection  now  in  operation  was  approxi- 
mately $42,000— and  the  cost  of  the  erection  now  being  in- 
stalled will  be  approximately  $35,000. 

The  contracts  for  the  supply  and  installation  of  the  stand- 
ards, which  included  the  construction  of  the  concrete  bases, 
were  let  to  G.  M.  Gest,  Limited,  of  Montreal,  Winnipeg  and 
Vancouver,  for  both  sections.  The  contracts  for  the  supply 
and  installation  of  the  lamps  (the  glassware  for  which  was 
manufactured  by  the  Jefferson  Glass  Company,  Limited) 
were  let  to  the  Canadian  General  Electric  Company  for  both 
sections,  while  the  order  for  the  supply  and  installation  of 
the  cable  and  cut-outs  was  given  to  the  Eugene  F.  Phillips 
Electrical  Works,  Limited,  for  the  system  now  in  opera- 
tion, and  to  the  Northern  Electric  Company  for  the  section 
at  present  being  installed.  The  cut-outs  are  manufactured 
by  the  Northern  Electric  Company. 

The  current  for  the  lamps  is  supplied  by  the  Montreal 
Light,  Heat  &  Power  Company,  under  a  ten  years'  contract, 
at  $72.70  per  annum  per  lamp,  this  price  including  the  sup- 
ply of  station  apparatus  and  the  general  care  and  maintenance 
of  the  whole  system. 

The  putting  into  operation  of  the  municipal  conduits  and 
the  new  lighting  system  on  St.  Catherine  and  Bleury  Streets, 
and  Park  Avenue  has  enabled  the  city  to  remove  a  consider- 


able part  of  the  unsightly  poles  and  overhead  wires  from 
these  streets,  and  the  remainder  will  be  removed  as  soon 
as  conditions  permit.  The  clearing  away  of  this  aerial  equip- 
ment, of  which  there  was  a  great  quantity,  has  greatly  im- 
proved the  appearance  of  the  streets — especially  when  seen 
at  night  under  the  brilliant  illumination  of  the  new  lights. 
The  clean  and  uncongested  appearance  of  St.  Catherine  Street 
as  compared  with  that  of  former  days  is  especially  notice- 
able. 

.  As  soon  as  the  Municipal  Conduit  System  is  extended 
over  other  districts  the  new  lighting  system  will  also  be 
extended.  The  districts  now  under  consideration  are  the  sec- 
tion of  the  city  bounded  by  Commissioners,  Notre  Dame, 
McGill  and  St.  Lawrence  Streets,  and  the  district  comprising 
St.  Lawrence  Boulevard  from  Craig  Street  to  Sherbrookc 
Street.  The  work  of  preparing  the  estimates,  plans  and 
specifications  for  the  new  system  and  the  general  supervision 
of  the  installation  was  under  the  direct  charge  of  Mr.  Arthur 
Parent,  superintendent  of  the  Light  Department,  and  Mr. 
P.  S.  Gregory,  his  assistant. 

The  removal  of  the  poles  and  wires  above  referred  to 


NpTC^ANCMOH  BOOS  SHOULD 
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Design  of  Montreal's  new  lighting  standards. 

was  only  possible  owing  to  the  construction  of  underground 
conduits.  In  the  spring  of  1913  tenders  were  first  called  by 
the  Electrical  Commission  for  the  installation  of  the  con- 
duits. Contractors  from  many  sections  bid  on  this  work, 
G.  M.  Gest,  Limited,  being  the  successful  tenderers. 
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The  first  installation  was  made  on  ^t.  Catherine  Street 
from  Guy  Street  to  Papineau  Avenue,  conduit  being  placed 
in  the  sidewalks  on  both  sides  of  the  street  with  runs  at  each 
intersecting  street,  while  at  very  important  corners  these 
runs  were  placed  at  each  side  of  the  intersecting  street.  Later 
in  the  same  year  the  ducts  were  extended  on  St.  Catherine 
Street  from  Guy  Street  to  Atwater  Avenue,  and  a  system 
was  also  installed  on  Bleury  Street  from  Craig  to  Sherbrooke 
Streets,  on  both  sides  of  the  streets,  and  on  Park  Avenue 
from  Sherbrooke  Street  to  Pine  Avenue,  but  on  the  west 
side  of  the  street  only. 

The  following  year  tlie  downtown  section  was  construct- 
ed on  Notre  Dame,  St.  James  and  Craig  Streets  from  St. 
Lawrence  Boulevard  to  McGill  Street  and  Victoria  Square, 
including  all  intersecting  streets  within  these  limits,  and  For- 
tification Lane.  G.  M.  Gest,  Limited,  made  this  installation, 
as  well  as  that  on  the  two  preceding  contracts,  and  in  the 
meantime  completed  another  contract  on  St.  Lawrence  Boule- 
vard from  Notre  Dame,  southward. 

It  was  during  the  construction  of  the  downtown  section 
that  the  war  started,  and  the  work  was  ordered  closed,  but 
through  the  negotiations  of  G.  M.  Gest,  Limited,  with  the 
city  of  Montreal,  the  former  carried  on  theii'  work  success- 
fully, thereby  giving  employment  to  many  men. 

In  all  the  conduit  contracts  the  same  general  type  of 
construction  has  been  used.    Three  and  one-naif  square  bore 


15  duct  run  showing  concrete  encasement. 


tile  duct  has  been  used  for  all  light  and  power  cables,  except- 
ing that  for  the  services  into  the  buildings,  which  are  of 
3J/2-in.  fibre.  The  top  ducts  for  the  police  and  fire  alarm  sig- 
n^  wires,  street  lighting,  Gresham  Guarantee  Company,  are 
V/2-\n.  fibre,  and  arc  separated  by  a  concrete  fill  from  the 
balance  of  the  system.  The  ducts  are  all  enclosed  in  a  three- 
inch  concrete  encasement,  and  graded  to  drain  through  the 
manholes  at  each  end. 

Main  and  service  manholes  are  of  concrete  of  octagonal 
shape,  the  6  ft.  x  8  ft.  holes  occurring  at  street  intersections, 
with  service  holes  4  ft.  x  6  ft.  located  between  street  corners, 


providing  for  services  into  all  buildings.  Each  hole  is  drained 
through  a  trap  and  connected  to  the  street  sewer,  thereby 
affording  perfect  drainage  through  the  whole  system.  Ven- 
tilated covers  are  provided  and  these  are  of  such  design  as 
to  give  sufficient  strength  without  being  unduly  heavy. 

Each  of  the  operating  power  companies  is  provided  witli 
its  own  transformer  manholes,  which  in  general  are  about 
10  ft.  X  13  ft.  with  8  ft.  headroom.  These  are  located  in  the 
side  streets  and  are  connected  with  the  main  manholes  by 
fibre  pipes.  They  have  covers  made  in  three  sections  of 
ample  size  to  admit  of  transformers  being  placed.  These 
holes  are.  also  of  concrete  and  are  connected  to  the  sewer 
through  a  trap. 

Owing  to  sub-surface  conditions  of  many  of  the  streets. 


St.  Catherine  Street,  Montreai. 

it  seemed  at  times  almost  impossible  to  place  some  of  the 
intersecting  runs  and  manholes,  as  the  streets  were  already 
filled  with  the  sewer,  gas  and  water  pipes  on  each  side,  the 
duct  systems  of  the  Montreal  Light,  Heat  &  Power  Company, 
and  the  Bell  Telephone  Company.  However,  the  past  ex- 
perience of  the  conduit  contractors  was  of  great  service  in 
overcoming  these  obstacles,  and  in  no  instanc^e  was  it  found 
impossible  to  make  an  installation  as  required. 

The  Bleury  Street  and  Park  Avenue  section  differed  from 
that  of  the  other  streets  in  that  a  portion  of  the  system  was 
made  jointly  with  the  Bell  Telephone  Company,  having  sep- 
arate ducts  and  manholes.  These  joint  holes  had  a  common 
wall,  but  with  enough  offset  on  each  side  to  allow  ducts  to 
take  care  of  the  distribution  in  intersecting  streets. 

The  telephone  ducts  are  of  multiple  tile,  and  at  all  points 
are  separated  from  the  power  ducts  by  at  least  six  inches 
of  concrete  and  gradually  fanning  out  to  reach  the  manholes. 
In  addition  to  the  power  company  having  cables  in  the  muni- 
cipal ducts,  the  street  lighting  occupies  a  duct  as  also  the 
fire  alarrrt  system.  Ample  space  is  provided  so  that  future 
electrical  needs  can  be  taken  care  of  without  undue  crowding. 

It  is  the  plan  of  the  Electrical  Commission  to  gradually 
extend  the  conduit  system  over  the  entire  city  of  Montreal, 
removing  all  overhead  wires  and  poles,  thereby  making  Mont- 
real entirely  free  from  delay  and  danger  to  which  it  had  been 
subjected  in  the  past. 


Ninety-one  members  of  the  Corporation  of  B.  C.  Land 
Surveyors  have  become  members  of  overseas  forces  since 
war  broke  out.  Four  have  been  killed  in  action,  four  have 
been  wounded,  and  two  are  prisoner?  in  Germany.  Anions 
the  wounded  is  Lieut.  P.  D.  Booth,  Royal  Field  Artillery, 
who  lias  been  awarded  the  military  cross  for  bravery  at  the 
Dardanelles. 


April  20,  I  Die. 
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Regulations  Respecting  Highways 

Ontario  Department  Issues  Rules  for  the  Guidance  of  Road  Superin- 
tendents and  Engineers  in  County  Road  Construction  and  Repairs 


The  following-  are  the  Regulations  of  the  Depart- 
ment of  Public  Highways  with  respect  to  county  road 
construction,  maintenance  and  repair  under  The  High- 
way Improvement  Act  and  The  Ontario  Highways 
Act,  upon  compliance  with  which  the  county  becomes 
entitled  to  the  Provincial  subsidy  payable  under  the 
said  Act: — ■ 

County  Supervision  and  Records 

1.  The  management  of  all  road  improvement,  maintenance 
and  repair  is  to  be  centralized  in  a  capable  county  road  super- 
intendent appointed  by  and  acting  under  the  direction  of 
the  county  council.  A  foreman  is  to  be  placed  by  the  super- 
intendent in  charge  of  any  works  which  he  cannot  person- 
ally oversee. 

2.  An  approved  system  of  keeping  road  accounts  is  to  be 
adopted  showing  the  extent  and  location  of  each  work  of 
improvement,  and  the  cost  of  labor  and  materials  used.  Ex- 
penditures for  maintenance  and  repair  are  to  be  kept  sep- 
arate and  distinct  from  construction  costs.  Time  sheets  and 
time  books  are  to  be  used  for  the  payment  of  men.  Such 
returns,  reports  and  statements  respecting  all  details  of  work, 
methods  and  expenditure,  are  to  be  supplied  to  the  Depart- 
ment of  Public  Highways  as  may  from  time  to  time  be 
reciuired.  Blank  forms  for  annual  returns  will  be  supplied 
to  superintendents  or  other  officials  upon  request. 

Departmental  Returns 

:!.  Returns  to  the  Department  of  Public  Highways  are  to 
show  definitely,  according  to  township,  lot  and  concession, 
the  location  and  terminal  points  of  the  work  done;  there- 
after, similar  work  of  construction  for  that  road  is  not  to 
be  a  charge  upon  the  Province.  Each  section  of  road  is  to 
be  fully  completed  at  one  time  unless  circumstances  do  not 
permit.  A  repeated  charge  for  any  class  of  work,  such  as 
draining,  grading,  metalling,  etc.,  will  not  be  allowed  as 
construction;  but  when  reported  complete  by  the  superin- 
tendent is  to  be  regarded  as  finally  completed  for  that  class 
of  work  on  the  defined  section  of  road. 

4.  Statements  of  annual  expenditure  are  to  close  on  De- 
cember 31st  of  each  year,  and  are  to  be  transmitted  to  the 
Department  of  Public  Highways  as  soon  thereafter  as  cir- 
cimistances  will  permit. 

GENERAL  CONSTRUCTION 

5.  Improvements  are  to  be  of  a  character  suited  to  the 
requirements  of  the  district  as  regards  the  amount  of  travel, 
nature  of  the  soil,  quality  of.  road  metal  available,  and  other 
local  conditions. 

6.  Construction  is  to  be  guided  by  the  last  revised 
"Handbook  of  Roadmaking"  issued  by  the  Deputy  Minister 
of  Highways,  except  as  more  specifically  stated  in  these  regu- 
lations. 

7.  Work  on  old  gravel  or  stone  roads  of  the  nature  of 
reconstruction  or  repair  may  consist  of: — 

(a)  Grading  by  cutting  away  shoulders  of  earth  and  sod 
at  the  sides,  and  improvement  of  drainage. 

(b)  Grading,  draining  and  metalling  with  good  gravel  or 
broken  stone,  or  other  approved  surface  material. 

8.  Work  on  new  roads  may  consist  of: — 

(a)  Grading  and  draining. 

(b)  Grading,  draining  and  metalling  with  good  gravel  or 
broken  stone,  or  other  approved  surface  material. 

9.  General  construction  is  to  be  in  continuous  stretches 


of  not  less  than  one  mile  in  length.  Unless  for  unavoidable 
reasons,  work  done  on  shorter  sections  will  be  rated  as  main- 
tenance. 

10.  The  road  allowance,  before  construction  is  under- 
taken, is  to  have  a  minimum  width  of  66  feet  between  fences. 

Grading  and  Earthwork 

11.  It  is  essential  that  all  roads  be  permanently  graded 
and  earthwork  completed  before  putting  on  gravel,  broken 
stone  or  other  surface  material.  Old  gravel  and  stone  road- 
beds are  not  to  be  unnecessarily  injured  or  destroyed  by 
being  covered  with  earth  and  sods  from  the  sides.  (Vide 
section  26).  Roads  are  to  be  given  easy,  flowing,  uniform 
grades,  cutting  down  hills  and  knolls,  and  filling  depres- 
sions. The  standard  grade  shall  be  4  per  cent.,  but  a  maxi- 
mum rise  of  8  per  cent,  may  be  permitted  by  the  Department. 
Thorough  grading  is  insisted  upon. 

13.  The  roadway  graded  for  traffic  is  to  be  as  straight  as 
practicable,  and  in  the  centre  of  the  road  allowance,  with  a 
uniform  width  between  the  inside  edges  of  the  open  ditches, 
and  the  superintendent  shall  see  that  work  is  carefully  staked 
out  for  this  purpose  in  advance  of  draining,  grading  and 
metalling. 

13.  The  width  of  the  graded  roadway,  shoulder  to 
shoulder  between  ditches,  should  not  be  less  than  18  feet 
for  least  travelled  single-track  roads;  and  roads  of  heavier 
traffic  should  be  graded  to  a  width  of  24  feet  if  for  single- 
track  and  27  feet  if  for  double-track. 

14.  Side  slopes  are  to  be  suited  to  the  natural  stability 
of  the  soil,  but  are  to  be  not  less  than  one  and  one-half 
feet  horizontal  to  one  foot  vertical. 

Finished  Camber  or  Crown 
].").  The  crown  or  camlier  given  the  newly  graded  and  con- 
solidated roadway  is  to  be  uniform,  and  on  single-track  roads 
is  to  have  a  rise  of  one  inch  to  the  foot  from  the  shoulder 
of  the  ditch  to  the  centre  of  the  road.  On  double-track  roads 
metalled  with  broken  stone  and  thoroughly  consolidated  by 
rolling,  a  crown  of  one-half  inch  to  the  foot  will  be  suffici- 
ent. Special  care  is  to  be  given  to  the  crown  at  or  near 
the  top  of  hills  and  at  the  foot.  The  crown  on  hills  is  to 
be  sufficient  to  turn  the  water  to  the  gutters  and  prevent  it 
from  following  the  wheel  tracks.  In  resurfacing  old  gravel 
and  stone  roads,  the  camber  of  the  consolidated  surface 
should  be  not  less  than  one-half  inch  to  the  foot. 

Foundation 

16.  Stone  and  gravel  roads  should  have  an  adequate 
foundation  adapted  to  the  strength  of  subsoil  and  the  prob- 
able weight  and  frequency  of  traffic;  the  upper  four  inches 
of  consolidated  material  to  be  regarded  as  the  wearing  sur- 
face, and  the  remainder  of  the  road  crust,  with  the  subsoil, 
to  be  considered  as  the  foundation. 

Gravel  and  Broken  Stone 

17.  Road  metal  (gravel  and  broken  stone)  is  to  be  placed 
in  the  centre  of  the  grade  to  a  width  and  depth  sufficient 
to  form  a  serviceable  road,  having  due  regard  to  the  char- 
acter and  extent  of  traffic.  Single-track  roads  shall  prefer- 
ably be  metalled  to  a  width  of  ten  feet,  and  double-track 
roads  to  a  width  of  eighteen  feet. 

18.  The  gravel  or  stone  spread  on  the  road  should  not 
be  of  a  less  width  than  eight  feet,  nor  of  a  less  depth  than 
eight  inches. 

19.  The  gravel  or  broken  stone  used  on  the  road  should 
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preferably  l)e  obtained  in  the  vicinity  of  the  road,  but  must 
be  of  good  quality. 

30.  The  stone  used  may  be  broken  field  stone,  quarry 
stone,  crushed  and  screened  ,Q,Tavel  or  natural  gravel  of  good 
quality,  care  being  taken  to  select  a  durable  quality  such  as 
will  withstand  wear  and  exposure  to  the  atmosphere,  discard- 
ing weathered  limestone,  friable  sandstone,  or  other  weak 
metal. 

31.  Gravel  is  to  be  clean,  moderately  coarse  and  free  from 
an  excess  of  clay,  sand  or  earthy  material. 

33.  In  applying  natural  pit  gravel  containing  many  large 
stones,  the  large  stones  are  to  be  raked  forward  from  the 
loose  gravel,  spreading  them  so  as  to  be  underneath  the  next 
load  and  in  the  bottom  of  the  road. 

3.T.  The  gravel  or  broken  stone  placed  on  main  roads  is 
to  be  thoroughly  rolled.  Roads  of  less  importance,  if  not 
rolled,  arc  to  be  maintained  by  raking,  or  trimmin.g  with  a 
grader  until  consolidated  by  traffic.  Each  county  shall  have 
at  least  one  steam  roller. 

31.  Stone  when  crushed  is  to  be  elevated  into  bins,  from 
which  it  can  be  conveniently  and  quickly  loaded  into  wagons. 

2.5.  Clay,  sod  or  other  earthy  material  is  not  to  be  used 
as  a  surface  dressing  or  binder  on  broken  stone  roads.  Stone 
screenings  are  to  be  used  for  this  purpose.  Care  is  to  be 
taken  that  an  excess  of  this  surface  dressing  is  not  used. 

30.  Where  roads  have  heretofore  had  gravel  or  broken 
stone  placed  on  them,  they  should  be  reconstructed  or  re- 
paired by  cutting  af¥  shoulders  with  a  grader  and  adding  a 
sufficient  amount  of  gravel  or  broken  stone  to  fill  ruts,  de- 
pressions, properly  crown  and  make  a  road  sufficiently  strong 
to  accommodate  the  travel.  The  sod  and  soft  material  is 
to  be  thrown  outward,  never  drawn  to  the  centre. 

Drainage 

37.  Good  drainage  is  of  primary  importance.  Open  drains 
are  to  be  provided  at  both  sides  of  the  road,  witli  a  constant 
fall  to  a  free  outlet,  and  with  suflicient  capacity  to  carry  away 
surface  water. 

38.  Tile  under  drains  are  to  be  laid  to  carry  away  ex- 
cessive subsoil  water,  lower  the  water-line,  and  secure  a 
dry  roadbed  wherever  a  moist,  damp  or  springy  condition 
of  the  subsoil  exists. 

Bridges  and  Culverts 

30.  Duralile  sluices  and  culverts  are  to  be  built  when 
necessary.  Bridges  must  be  substantial  in  character,  pre- 
ferably of  concrete  or  steel. 

no.  Pjrid.ges  are  to  comply  with  the  approved  specifica- 
tions of  the  Department  of  Public  Highways;  all  forms  of 
tender,  specifications,  and  the  work  throughout,  are  to  be  in 
charge  of  an  en.gineer  qualified  to  see  that  such  specifications 
for  steel  and  concrete  bridges  are  carried  out.  Wherever 
practicable,  bridges  are  to  be  built  by  contract,  for  which 
tenders  shall  be  received  after  due  pulilic  notice  has  Iieen 
given. 

Machinery  and  Miscellaneous 

Modern  roadmaking  machinery,  equipment,  imple- 
ments and  plant  are  to  l)e  used  sn  as  to  secure  the  .greatest 
results  from  tlie  expenditure,  and  {<<  dn  the  best  work.  Ma- 
chinery and  iitlu-r  equipment  is  to  be  ^ull'u'ient  only  for  pro- 
])cr  construct i( ju.  maintenance  an<l  re])air,  and  authority  to 
jiurchase  is  subject  to  approval. 

'■nl.  Work  is  to  I)e  carried  on  in  such  mannt'r  and  at  such 
rate  as  will  ensure  completion  of  the  designated  system  of 
ro;^ds  without  unnecessary  delay  and  within  a  reasonable 
|)criod,  consistant  with  the  local  extent  and  cost  of  construc- 
t  ion. 

When  in  any  comity  tlir  roads  assumed  as  county 
loaiK  are  not  ol  equal  inq)ort,incc.  they  may  be  classified, 
and  the  nature  and  extent  of  inipi'ovement  to  be  carried 
on!  oil  I'acli  class  designated   by  the   I  )fpart  iiuii  I   of  I'liblic 


Highways.  Provincial  liability  shall  thereafter  be  limited 
to  the  cost  of  improvement  so  designated. 

34.  All  plans  of  road  construction,  systems  and  means  of 
carrying  on  the  work,  contracts  and  specifications  pertaining 
thereto,  are  to  be  such  as  will  produce  durable  construction 
with  economy  of  outlay,  and  are  to  be  submitted  for  and 
shall  be  subject  to  approval. 

35.  Whenever  a  concrete,  brick,  bituminous,  wooden 
block,  stone  block,  or  other  durable  type  of  surface  is  con- 
sidered desirable  by  the  county  authorities,  rather  than  a 
water-bound  broken  stone  or  gravel  roadway,  specific  ap- 
proval must  be  obtained  for  such  construction,  together  with 
approval  of  plans  and  specifications. 

MAINTENANCE  AND  REPAIR 
Repair 

3t).  For  small  repairs  the  county  shall  employ  patrol- 
men to  take  charge  of  definite  sections  of  all  heavily  travel- 
led roads.  The  length  of  each  section  may  vary  with  traffic 
and  general  requirements  of  the  road,  as  experience  may 
determine,  but  the  number  of  men  so  employed,  and  the 
section  allotted  to  each,  shall  be  such  that  the  system  of 
roads  will  be  kept  in  an  efficient  state  of  repair. 

37.  Patrolmen  may  work  singly  or  in  pairs  as  the  super- 
intendent may  direct,  and  shall  be  subject  solely  to  the  in- 
structions of  the  superintendent. 

38.  Patrolmen  employed  by  the  county  are  to  be  in- 
dustrious, honest,  sober,  and  of  practical  ability  so  thai  they 
will  give  full  value  in  service  for  every  dollar  received.  Fail- 
ure in  these  particulars  is  to  he  met  by  dismissal  by  the 
superintendent. 

Duties  of  Patrolmen 

39.  For  purposes  of  repair,  suitable  gravel  and  stone 
will  be  supplied  by  the  county,  preferably  in  piles  along 
the  roadside,  for  use  of  the  patrolmen. 

40.  For  the  repair  of  depressions,  holes  and  wheel  tracks, 
stone  of  the  largest  size  possible  is  to  be  used,  up  to  3-inch 
gauge,  and  stone  dust  and  chips  are  to  be  used  for  binding. 
The  i:se  of  clay,  loam,  sods  or  earthj'  material  of  any  kind 
is  prohibited. 

41.  Holes  and  depressions  in  the  road  surface  are  to  be 
filled  promptly,  using  the  same  material  as  was  employed 
for  construction,  viz.:  gravel  for  gravel  roads,  and  l>roken 
stone  for  stone  roads. 

42.  Ruts  and  holes  should  be  so  filled  that  there  will 
be  neither  a  lump  nor  a  depression  when  the  new  material 
is  consolidated. 

43.  Deep  holes  in  gravel  and  stone  roads  should  have 
earth  and  soft  material  cleaned  out  of  them  before  filling  with 
new  metal. 

44.  Loose  stones  are  to  be  raked  from  the  surface  of  the 
road,  collected  in  piles,  and  thereafter  used  in  the  improve- 
ment of  the  road. 

4.5.  Sod,  loam  or  earthy  material  is  under  no  circum- 
stances to  be  drawn  from  the  shoulders  to  the  surface  or 
centre  of  a  stone  or  gravel  road. 

46.  When  it  is  necessary  to  place  loose  gravel  or  stone 
on  a  road  (without  rolling)  the  wheel  tracks  are  to  be  raked 
full  from  time  to  time  until  the  road  surface  has  been  con- 
solidated by  traffic. 

47.  Ditches  and  drains  are  to  lie  kept  clean  and  free 
from  obstruction. 

48.  Attention  is  to  be  given  at  all  times  not  merely  to 
keeping  the  exislin.g  drains  in  the  condition  following  con- 
struction, but  to  improving  .such  drains  wherever  pr;iclicablc 
so  that  water  will  not  ri'iiiaiii  in  depressions  on  the  road  or 
roadside. 

4'.).  Special  care  is  to  be  taken  tliat  the  shoulders  of  the 
road  are  kejit  smootli  ami  free  from  weeds  so  that  surface 
drainage  is  not  iiiqicilid. 

.')0.  .Snow  and  ice  are  to  be  iciiim'cd   finiii  the  ciid>  of 
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drains  and  culverts,  and  drainage  outlets  are  at  all  times 
to  be  carefully  watched  to  see  that  they  are  not  obstructed 
by  leaves,  weeds,  silt  or  other  material. 

^1.  Brush  and  noxious  weeds  are  to  be  cut  and  l)urnt(l. 
or  otherwise  removed  from  the  roadside. 

r,2.  Brush  is  to  be  cut  at  all  cross-roads,  bridges,  railway 
crossings,  curves  or  other  points  of  danger. 

r>:i.  Floors  of  bridges  and  culverts,  the  approaches  to 
bridges  and  culverts,  and  all  guard  rails  are  to  be  kept  in 
repair  by  the  patrolman. 

54.  The  patrolman  is  to  promptly  provide  protection  in 
case  of  washouts  or  other  emergency,  and  to  place  red  lights, 
notifying  the  superintendent  immediately  of  any  such  con- 
ditions. 

5.'i.  Unauthorized  signs  erected  within  tlie  road  allowance 
are  to  be  removed  if  so  directed  by  the  county  road  super- 
intendent. 

56.  The  patrolman  for  water-bound  macadam  or  gravel 
roads  is  to  supply  a  horse  and  light  wagon  (or  cart),  and 
is  to  have  a  shovel,  rake,  scythe,  pick,  heavy  broom,  tamper, 
and  such  other  tools  as  he  may  from  time  to  time  require. 
Where  tar  or  heavy  oil  is  used,  the  foregoing  are  to  be  sup- 
plemented with  the  necessary  equipment  in  accordance  with 
the  quality  of  material  used. 

57.  The  patrolman  will  be  held  responsible  for  tools  pro- 
vided by  the  county,  which  are  to  be  kept  suitably  protected 
and  in  proper  repair. 

58.  Snowdrifts  are  to  be  shovelled  out  by  the  patrol- 
man, and  when  help  is  needed  to  do  this  work  promptly,  he 
should  engage  the  necessary  assistance. 

50.  The  patrolman  should  keep  a  time-book  showing  time 
employed  on  the  road,  and  nature,  location  and  amount  of 
work  performed.  The  time-book  should  be  mailed  or  sent 
each  week  to  the  superintendent  (and  by  having  two  such 
books  they  can  be  used  for  alternate  weeks). 

Maintenance 

fiO.  The  maintenance  of  roads  (as  distinguished  from 
small  repairs)  and  including  re-surfacing,  oiling,  widening 
or  other  improvement  authorized  by  the  Department,  is  to 
be  adequately  and  promptly  carried  out  by  the  county,  so 
that  unnecessary  injury  will  not  result  to  the  road  from 
neglect. 

61.  The  work  of  maintenance  is  to  be  performed  under 
the  general  organization  and  regulations  provided  for  first 
construction  in  so  far  as  applicable,  the  county  preferably 
to  have  one  outfit  under  a  foreman,  with  suitable  tools, 
equipment  and  workmen,  continuously  engaged  on  such 
maintenance,  or  construction  and  maintenance,  during  the 
working  season. 

63.  Earth  roads  prior  to  metalling  may  be  maintained  by 
the  systematic  use  of  the  grader  and  drag. 

6:!.  Work  of  repair,  such  as  the  removal  of  sod  shoulders 
and  occasional  cleaning  of  ditches,  which  can  be  cheaply 
done  by  machinery,  is  to  be  done  by  the  maintenance  outfit 
rather  than  by  the  patrol  system. 

Special  Local  Conditions 

64.  Where,  owing  to  special  local  conditions,  any  depart- 
ure from  the  foregoing  regulations  may  be  desired,  upon  ap- 
plication to  the  council  or  superintendent  to  the  Deputy 
Minister  of  Highways,  an  examination  of  the  road  or  roads 
or  circumstances  in  question  will  be  made  by  an  engineer 
of  the  Department  for  the  purpose  of  deciding  with  regard 
thereto. 

Interpretation 

65.  In  these  regulations  relating  to  construction,  main- 
tenance and  repair  of  county  roads,  "superintendent"  shall 
mean  county  road  superintendent  appointed  by  the  county 
council  in  accordance  with  section  7  of  the  Highway  Im- 
provement Act. 


66.  "Approved"  or  "approval"  shall  mean  approval  by 
the  Deputy  Minister  of  Highways,  whose  decision  as  to  the 
scope,  intention  and  interpretation  of  these  regulations,  or 
any  part  thereof,  is  to  be  final. 

67.  "Old"  roads  include  such  highways  as  have  been  pre- 
viously well  graded  and  metalled  with  gravel  or  brf>ken 
stone,  and  which  have  a  solid  and  deep  roadi)ed.  Former 
toll  roads,  and  roads  of  a  similar  character  will  usually  fall 
within  this  class. 

68.  "New"  roads  in  general  include  earth  roads  which 
yiay  or  may  not  have  been  previously  graded,  and  which 
have  had  little  or  no  gravel  or  stone  placed  upon  them. 

60.  "Single-track"  roads  shall  be  those  metalled  from  8 
to  12  feet  wide,  and  "double-track"  roads  shall  be  those  met- 
alled more  than  12  and  up  to  IS  feet  wide. 

70.  "Repair"  shall  mean  the  mending  of  holes  and  ruts, 
the  cutting  of  weeds,  the  cleaning  of  ditches  and  gutters,  the 
raking  of  loose  stones,  and  such  mending  as  is  necessary  tn 
keep  the  road  smooth  and  in  good  condition  for  traffic,  and 
to  prevent  rapid  deterioration. 

71.  "Maintenance"  shall  relate  to  the  uniform  wear  of 
the  road  under  traffic,  and  the  periodic  expenditure  and  work 
necessary  to  re-surface  and  restore  the  road  crust  to  its 
original  thickness,  or  may  include  the  widening  or  strength- 
ening of  the  road  crust  made  necessary  by  increased  traffic, 
also  oiling  or  the  use  of  bituminous  or  other  carpet-coat 
materials  to  protect  the  road  and  prevent  dust  after  first 
construction. 

72.  "Department"  shall  mean  the  Department  of  Public 
Highways  of  the  Province  of  Ontario. 


Trade  Inquiries 

Names  and  addresses  may  be  obtained  from  the  Depart- 
ment of  Trade  and  Commerce,  Ottawa. 

320.  Asbestos  cement  sheets — A  London  firm  of  en- 
gineers are  in  the  market  for  250,000  square  yards  of  asbes- 
tos cement  sheets,  3/16  in.  thick,  and  invite  quotations  froui 
Canadian  manufacturers. 

324.  Brass  steam  fittings — A  Glasgow  firm  wishes  to 
obtain  the  representation  of  a  Canadian  house  for  the  above. 
Satisfactory  references. 

325.  Steel  billets  and  wire  rods — A  Coatbridge  firm  asks 
for  Canadian  sources  of  supply. 

326.  Rolled  steel  joists;  bars  of  all  sections,  rivets  and 
bolts.  A  Glasgow  house  will  be  glad  to  receive  catalogues 
and  quotations  c.i.f.  Glasgow  quay. 

337.  Steel  joists — A  large  Glasgow  firm  would  i)e 
pleased  to  receive  quotations  for  say  150  tons  steel  joists  to 
the  following  sections,  or  nearest  procurable  sizes:  0  in.  by 
4  in.  by  31  pounds;  8  in.  by  4  in.  by  18  pounds;  7  in.  by  4  in. 
by  16  pounds;  6  in.  by  3  in.  by  12  pounds;  5  ins.  by  3  in.  l)y  11 
pounds;  all  in  40  ft.  lengths. 

338.  Galvanized  fencing  wire — A  Glasgow  firm  desires 
to  know  if  galvanized  fencing  wire  can  be  obtained  from 
Canada.      Supplies  formerly  procured  from  Belgium. 

330.  Tinned  steel  mattress  wire — .\  firm  at  Liverpo(d 
manufacturing  wire  mattresses  would  like  to  receive  quota- 
tions from  Canadian  manufacturers  of  tinned  steel  maltresses 
wire  in  21J/^,  32J/2  and  33  standard  wire  .gauges. 

:!20.  Iron  or  steel  bars — A  Glasgow  firm  is  open  to  pur- 
chase iron  or  steel  bars  notably  bulb  tee  bars  1^  by  1  >^ 
equal  3^  pounds  per  foot,  and  varillas  ]-iy       in.  l)y  .S 

oz.  /ft. 

339.  Representation — A  gentleman  in  New  York  who 
has  travelled  throughout  Asia,  the  Pacific  Islands  and  .\us- 
tralia  for  the  past  seventeen  years  in  the  interest  of  certain 
United  States  manufacturers,  desires  to  be  put  in  touch  with 
Canadian  manufacturers  who  are  anxious  for  export  trade, 
since  he  has  had  many  demands  on  past  trips  for  goods 
manufactured  in  Canada. 
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A  budget  of  comment  presented  in  the  interest  of  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


After  eighteen  months  of  silence  "Industrial  Canada," 
the  mouthpiece  of  the  Canadian  Manufacturers'  Association, 
has  joined  its  voice  to  those  of  other  journals  that  could 
not  stomach  what  went  on  at  Ottawa  in  connection  with 
the  letting  of  contracts  for  shells  and  fuses  by  the  late  Shell 
Committee.  "Industrial  Canada"  tells  us  in  its  latest  issue 
a  few  things  it  knows  about  fuse  contracts  and  says  that 
eighteen  months  ago  the  Canadian  Manufacturers'  Associa- 
tion went  to  the  Government  and  tried  to  make  it  realize 
that  the  "license  to  loot"  ought  to  be  terminated.  Their 
warnings,  like  those  of  many  of  the  Government's  political 
supporters  were,  according  to  "Industrial  Canada"  allowed 
to  pass  unheeded.  So,  at  this  late  date,  after  giving  the 
matter  eighteen  months  of  silent  thought,  the  organ  of  the 
Canadian  Manufacturers'  Association,  the  members  of  which 
are  both  liberal  and  conservative,  comes  into  the  lime-light 
with  its  statement  of  some  of  the  things  that  have  come 
under  its  notice. 

*       *  * 

I  will  outline  the  story  told  by  "Industrial  Canada"  a 
little  later  on,  after  I  have  said  what  I  feel  about  the  part 
this  mouthpiece  of  the  manufacturers  has  been  taking.  While 
the  making  public  of  this  story  is  better  late  than  never,  I 
cannot  help  wondering  how  such  a  journal  can  square  itself 
with  its  own  conscience  for  having  kept  silence  all  these 
months.  It  seems  to  me  that  this  is  just  another  example 
of  the  weakness  exhibited  by  90  per  cent,  of  the  journals 
of  Canada  in  failing  to  do  their  plain  duty.  What  is  a  public 
journal  for,  if  it  is  not  to  tell  the  public  some  of  the  plain 
facts  about  its  public  men,  especially  when  the  good  name  of 
the  country  is  being  soiled?  When  the  Resting  time  comes, 
many  of  .these  journals  lack  the  backbone,  or  the  nerve  to 
speak  out.  They  act  the  part  of  Falstaff  whose  chief  maxim 
was  the  comfortable  idea  that  "discretion  is  the  better  part 
of  valor"  and  they  just  keep  mum.  They  wait  until  the 
burglar  gets  away  with  the  swag,  and  finally,  when  so  much 
has  been  filched  from  the  public  purse  that  no  one  can  shut 
his  eyes  to  it  any  longer,  some  of  them  join  in  the  chase 
with  a  great  hue  and  cry. 

Why  did  not  "Industrial  Canada,"  in  the  interests  of 
manufacturers,  make  its  public  protest  eighteen  months  ago, 
when  the  trail  was  hot  and  there  was  some  prospect  of 
getting  hold  of  the  culprits  before  they  cleared  off  with 
whole  skins  and  a  big  swag?  It  was  left  to  this  paper — the 
Contract  Record — to  make  the  first  protest  in  the  interests 
of  the  manufacturers  of  Canada,  and  in  the  interests  of  clean 
government  and  the  good  name  of  the  people  of  Canada; 
and  for  some  time  it  was  left  to  us  also  to  continue  the 
protest  almost  alone.  The  Canadian  Manufacturers'  Asso- 
ciation, through  their  organ  "Industrial  Canada,"  made  their 
protest  silently  and  without  effect  eighteen  months  ago. 
They  s.hould  have  followed  this  up  at  that  time  witii  a  public 
statetiient,  instead  of  waiting  for  eigiiteen  monfiis  and  watch- 
ing the  continuation  of  those  evils  ahonl  wliirli  they  told 
the  government  in  a  whisper. 

I  do  not  relish  the  idea  of  saying  nuuli  about  my  own 
doings,  but  I  may  be  excused  for  pointing  out  such  short- 
comings on  tile  part  of  other  journals,  and  saying,  that  in 
spite  of  my  own  loneliness  all  these  months,   I   have  felt, 


and  still  feel,  that  I  have  been  doing  the  Canadian  manu- 
facturers and  the  Canadian  public  a  real  service  in  laying- 
bare  some  of  these  ugly  truths;  a  service  which  the  public 
had  a  right  to  expect,  the  manufacturers  especially,  from 
those  other  journals,  and  more  especially  from  their  own 
industrial  mouthpiece. 

*       *  + 

Here  is  tlie  story  of  "Industrial  Canada,"  told  as  briefly 
as  we  can  put  it: — Eighteen  months  ago  the  Canadian  Manu- 
facturers' Association  approached  the  Government  and  told 
them  some  of  the  things  they  knew  about  the  way  in  which 
fuse  contracts  were  being  given  to  Americans  and  refused 
to  Canadians,  and  what  people  were  saying  about  it  all. 
"The  reception  given  these  suggestions,  says  Industrial  Can- 
ada, "was  not  of  a  character  calculated  to  invite  further 
co-operation." 

"There  are  limits,"  Industrial  Canada  continues,  "to  the 
patience  of  loyal  citizens  even  in  war  time,  and  much  as  we 
may  deplore  the  disgrace  that  the  fuse  scandal  has  brought 
publicly  home  to  Canada,  and  warmly  as  we  may  resent  the 
effort  to  make  political  capital  out  of  it  at  a  time  when  our 
national  energies  ought  all  to  be  centred  on  winning  the 
war,  there  is  no  getting  away  from  the  fact  that  the  situa- 
tion was  intolerable,  and  that  the  license  to  loot  had  to  be 
terminated." 

After  a  little  more  in  the  way  of  an  introduction,  the 
article  continues,  saying  that  Mr.  T.  A.  Russell  and  Mr. 
Lloyd  Harris,  of  the  Russell  Motor  Car  Company,  Limited, 
heard  in  April,  1915,  that  fuse  contracts  had  been  "going- 
begging,"  since  November,  1914.  Their  first  inforrnatioi-i 
about  it  was  received  in  New  York  from  Sir  Sam  Hughes, 
who,  by  personal  introduction  referred  them  to  Col.  Allison 
in  the  Manhattan  Hotel  for  details.  Preferring  to  do  busi- 
ness direct  with  the  Shell  Committee,  Messrs.  Russell  and 
Harris  went  to  Montreal  and  rnade  overtures  to  the  Com- 
mittee through  Gen.  Bertram  and  Col.  Carnegie."  The  up- 
shot of  this  business  was  that  they  were  again  referred  to 
Col.  Allison,  "who  was  said  to  have  the  matter  in  hand  for 
prospective  contractors  in  the  United  States."  After  con- 
siderable perseverance  and  general  rebuffs,  Messrs.  Russell 
and  Harris  "were  given  a  promise  that  one  niillion  of  the 
five  million  fuses  required  would  be  held,  pending  the  receipt 
of  a  tender  from  them,  providing  that  tenders  were  submitted 
within  a  reasonable  time."  A  reasonable  time  in  their  case 
"was  defined  as  two  weeks,  notwithstanding  the  fact  that 
Allison  had  presui-nal)ly  been  busy  on  the  proposition  for  five 
months  without  beiiig  able  to  oft'er  anything  definite." 

Within  the  two  weeks  Messrs.  Russell  and  Harris  noti- 
fied the  .Shell  Committee  that  their  proposition  would  he 
ready  on  the  date  specified.  "And  now  for  the  fact  that  re- 
quires explanation,"  continues  the  article  in  Industrial  Can- 
ada. "On  May  25th,  1915,  the  Russell  tender  was  turned  in, 
offering  to  make  1,000,000  fuses  at  $4.20.  On  May  19,  with- 
out waiting  for  this  competitive  tender,  which  was  known 
to  be  on  the  way,  and  regardless  of  the  promise  given  to 
hold  at  least  a  portion  of  the  business  open,  the  committee 
awarded  contracts  for  the  whole  of  the  5,000,000  fuses  to  the 
companies  promoted  by  Allison  and  his  associates,  a  small 
fraction  of  them  at  .$4.00,  but  the  majority  of  them  at  ,$4.50. 
The  loss  in  money  is  a  i-natter  of  easy  calculation  from  the 
records  of  the  committee.  The  loss  in  time  of  delivery  is 
also  determinable,  because  whereas  the  United  States  con- 
tractors have  fallen  far  behind  with  their  obligations,  the 
Russell  Motor  Company  are  now  delivering  ahead  of  time 
under  a  contract  they  sul)se(iuently  secured  at  $.'!,70.  The 
indirect  loss  to  Canada  and  to  the  Empire  through  the  sac- 
rifice of  domestic  to  foreign  enteriirise  is  beyond  compu- 
tation." 

*       *  * 

It  is  unnecessary  l(j  coninicnt  on  this  story  at  present. 
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It  simply  adds  a  chapter  to  many  that  I  have  already  pub- 
lished. Nor  is  it  necessary  to  say  much  about  the  char- 
acters of  the  parties  who  are  referred  to  as  taking  part  in  it. 
The  fact  that  one  of  these  parties  is  Mr.  Lloyd  Harris,  stamps 
the  story  as  deserving  of  every  confidence.  Mr.  Lloyd  Har- 
ris is  one  of  the  brightest  and  cleanest  men  we  have  in  Can- 
ada today,  and  there  are  a  good  many  others  of  his  type. 
The  thing  that  I  cannot  quite  understand  is  why  he,  or  others 
of  his  calibre,  were  not  employed  by  the  government  in  this 
crisis.  Can  it  be  that  he  was  too  big  a  man  for  them?  What- 
ever reply  you  give  to  this  question,  the  Dominion  Cabinet 
needs  a  good  cleaning  out,  if  the  conservative  party  is  to  be 
saved  from  defeat. 

*       *  * 

Just  by  way  of  an  example  of  the  above  idea,  I  may 
mention  the  case  of  Hon.  A.  E.  Kemp,  the  chairman  of  the 
Purchasing  Commission,  who  also  has  been  acting  Minister 
of  Militia  during  the  absence  of  Sir  Sam  Hughes.  Is  it  in 
the  interests  of  the  people  that  a  man  who  is  so  interested 
in  companies  selling  goods  to  the  Government  should  be 
occupying  an  important  position  on  a  Purchasing  Commis- 
sion? Is  there  not  even  a  sufficiently  vigorous  public 
opinion  in  Canada  to  teach  such  men  that  their  positions 
as  members  of  Parliament  are  positions  of  trust,  to  be  exer- 
cised for  the  public  welfare,  not  positions  of  profit  to  be 
utilized  in  their  own  interests?  Does  it  not  make  you 
question  whether  the  men  who  get  to  the  top  of  the 
tree  in  our  political  life  are  men  of  the  large  calibre  they 
should  be?  In  the  name  of  Heaven,  are  there  no  big  men 
in  this  country  who  could  handle  our  affairs  more  after  the 
manner  in  which  we  have  every  right  to  expect  they  should 
be  handled? 

SEARCHLIGHT. 


Personal 

Mr.  William  G.  Murdoch,  city  engineer  of  St.  John,  N.B., 
delivered  an  instructive  address  to  the  engineering  students 
of  the  University  of  New  Brunswick  on  the  17th  inst.,  his 
.suliject  being  the  Suspension  Bridge. 

Mr.  J.  Quail,  formerly  sales  engineer  for  the  Manitoba 
Bridge  and  Iron  Works,  has  accepted  the  position  of  man- 
ager of  the  western  office  of  the  Canadian  Bridge  Company, 
of  Walkerville,  Out.  His  office  will  be  in  the  Garry  Building, 
Winnipeg. 

Mr.  H.  V.  Keating,  civil  engineer.  Fort  Frances,  Ont., 
has  charge  of  the  construction  of  a  large  paper  mill  for 
Warren  Curtis,  of  Thorold,  Ont.,  to  be  built  about  sixteen 
miles  from  Shelter  Bay,  on  the  lower  St.  Lawrence,  below 
the  island  of  Anticosti. 

Mr.  E.  J.  Lennox,  a  Toronto  architect,  has  received  a 
judgment  for  .$1,309  against  the  Russell  Motor  Company. 
Hve  years  ago  Mr.  Lennox  was  entrusted  to  prepare  plans 
for  a  factory  for  the  defendant  company,  and  the  action  was 
for  recovery  of  money  due  on  the  work. 

Mr.  W.  H.  Fairchild,  the  newly-appointed  city  engineer 
of  Gait,  Ont.,  has  had  a  long  and  varied  experience  in  his 
profession.  He  is  a  native  of  Brant  county,  and  started 
his  engineering  career  in  1895  with  City  Engineer  Jones  of 
Brantford.  After  four  years'  training  he  moved  to  Simcoe. 
where  he  engaged  in  private  practice  and  received  the  ap- 
pointment of  engineer  for  the  counties  of  Norfolk  and  Haldi- 
mand.  In  1907  he  returned  to  Brantford,  and  controlled 
practically  all  the  engineering  outside  the  city  of  Brantford 
in  the  counties  of  Brant,  Norfolk,  and  Haldimand.  In  1911! 
Mr.  Fairchild  went  to  Vancouver,  where  he  had  charge  of 
the  Pacific  Coast  Freight  Buildings  for  the  C.  N.  R.  On 
the  outbreak  of  war,  work  ceasing  on  this  job,  he  went  back 
to  Brantford,  where  he  practised  his  profession  until  ap- 
pointed city  engineer  of  Gait.  • 


Mainly  Constructional 

Owing,  it  is  said,  to  lack  of  competition,  tiie  price  of 
cement  in  Calgary  is  2:5  cents  higher  than  in  Edmonton. 

The  town  of  Dundas,  Ont.,  are  considering  the  installa- 
tion of  a  sewerage  system,  and  have  engaged  Messrs.  Murray 
&  Lowes  to  prepare  plans  and  estimates. 

Work  that  will  run  up  to  a  quarter  of  a  million  dtjllars  is 
in  sight  already  in  South  London,  Ont.,  and  a  very  busy  sea- 
son in  the  building  line  is  expected.  A  large  number  of 
splendid  residences  are  being  erected. 

The  Ohio  State  Highway  Department  has  made  the  first 
important  awards  of  the  season  of  state  highways  work. 
The  amount  of  the  contracts  exceeds  $1,2.50,000  and  the  work 
covers  more  than  90  miles  of  roads  in  many  counties. 

The  property  of  the  Nova  Scotia  Car  Works,  Limited, 
Halifax,  N.  S.,  is  to  be  sold  for  the  benefit  of  creditors.  The 
company's  liabilities  amount  to  $347,000.  It  is  understood 
that  the  Nova  Scotia  Steel  and  Iron  Company  are  desirous 
of  securing  the  property. 

It  is  now  said  that  the  Nova  Scotia  Steel  and  Coal  Com- 
pany are  about  to  embark  upon  the  steel  ship-building  indus- 
try, and  that  this  was  the  reason  for  the  increased  capitaliza- 
tion of  the  company  which  was  authorized  at  the  annual 
meeting  a  few  weeks  ago. 

Thomas  Kelly,  the  Winnipeg  contractor,  has  lost  his 
fight  against  extradition  in  the  Supreme  Court  at  Washing- 
ton, and  will  have  to  return  to  Winnipeg  to  face  a  charge  of 
having  obtained  $1,2.50,000  by  false  pretences  in  connection 
with  the  Parliament  Buildings  contract. 

The  Blystone  Manufacturing  Company,  of  Cambridge 
Springs,  Mass.,  are  considering  the  erection  of  a  factory 
shortly  in  Niagara  Falls,  Ont.,  on  a  site  purchased  by  the 
company  a  year  ago.  The  company  manufacture  concrete 
mixing  machinery,  and  the  Niagara  Falls  plant  will  be  used 
as  an  assembling  department  of  the  main  factory  in  Phila- 
delphia. 

Mr.  E.  W.  Bowness,  of  the  Edmonton  Power  Compatiy, 
is  on  his  way  to  England,  where  he  will  consult  with  the 
head  office  of  Sir  John  Jackson,  Limited,  regarding  the 
city's  power  scheme.  Mr.  Bowness  states  that  on  his  re- 
turn, some  time  in  May,  the  work  on  the  railway  end  of  the 
project  from  Edmonton  to  Blue  Rapids  will  be  commenced 
immediately. 

Bradstreets  report  that  building  permits  for  ten  Canad- 
ian cities  in  March  numbered  339,  with  a  total  value  of 
$745,515,  this  being  a  decrease  of  53..'!  in  the  number,  but  an 
increase  of  6.4  in  value.  For  the  first  quarter  of  1916  per- 
mits totalled  660,  with  a  value  of  $1,367,219,  a  decrease  of  48.7 
in  number  and  of  26.5  in  value.  At  the  same  time  149 
United  States  cities  showed  a  decrease  of  20.2  per  cent,  in 
value. 

The  city  of  Edmonton  has  constructed  at  the  foot  of 
101st  Street  on  Ross  Flats  a  sewage  disposal  plant  at  a 
cost  of  $50,000.  The  plant  is  being  completed  along  ex- 
perimental lines,  and  thus  serves  the  double  purpose  of 
treating  part  of  the  city's  sewage  and  acting  as  a  guide  in 
the  design  of  larger  plants  which  will  be  constructed  later. 
The  new  activated  sludge  process  of  sewage  purification  is 
being  tried. 

Mr.  M.  H.  MacLeod,  general  manager  of  the  Canadian 
Northern  Railway,  has  completed  arrangements  for  the 
west  coast  terminal  facilities  of  the  railway,  and  a  million- 
dollar  station  at  Vancouver  will  be  commenced  in  a  few 
weeks.  The  station  will  provide  for  development  of  the 
railway,  being  planned  to  meet  all  possible  requirements 
for  many  years.  In  addition  to  this,  the  company  are  under- 
taking a  car  ferry  service  from  Vancouver  to  Vancouver 
Island,  part  of  which  will  be  in  operation  next  month. 


Contracts  Department 

News    of  Special  Interest  to  Contractors,  En^neers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Dundas,  Ont. 

The  Town  Council  will  submit  two 
!)j'-]aws  to  the  ratepayers  on  May  2nd 
to  authorize  the  construction  of  sewers 
at  an  approximate  cost  of  $74,600,  and  a 
sewage  disposal  plant,  estimated  to  cost 
$38,000.  Engineers,  Murray-Love  Com- 
pany, Toronto. 

Hamilton,  Ont. 

The  City  Council  intend  to  commence 
the  construction  of  a  waterniain  on 
Cumberland  Avenue  as  soon  as  the  per- 
mission of  the  Provincial  Board  of  Health 
is  obtained.  Estimated  cost,  $:i,300.  En- 
gineer, .\.  R.  Macalluni. 

Leamington,  Ont. 

Tlie  Town  Council  propose  to  lay  a 
concrete  jiavement  on  Russell  Street. 

Levis,  Que. 

The  City  Council  propose'  to  extend 
the  watermain  system  at  an  approximate 
cost  of  $9,000.    Clerk,  L.  Leinieux. 

The  City  Council  propose  to  construct 
artesian  wells  at  an  approximate  cost  of 
$3.5,000  and  to  lay  pavements  estimated 
to  cost  $;i,').000.    Engineer,  C.  Lessard. 

London,  Ont. 

The  City  Council  are  considering  the 
construction  of  the  following  works: — 
asphaltic  concrete  pavement,  $9,500;  con- 
crete pavement,  $4,500;  4-inch  water- 
mains,  $10,000.    Engineer,  H.  A.  Brazier. 

Merritton,  Ont. 

The  Riordan  I'ulp  &  Paper  Company 
are  receiving  tenders  on  laying  about 
1,500  feet  of  :iO-inch  cast  iron  pipe. 

Ridgetown,  Ont. 

The  Town  Council  will  shortly  sub- 
mit a  by-law  to  authorize  the  construc- 
tion of  improvements  to  the  waterworks 
system,  estimated  to  cost  $10,000. 

St.  Hyacinthe,  Que. 

E.  F"ield.  ,\twater  Avenue,  Mont- 
real, is  preparing  new  plans  for  mech- 
anical gravity  fdters,  with  a  capacity  of 
4.000,000  gallons  daily.  Estimated  cost, 
$75,000.    Tenders  will  be  called  in  May. 

Toronto,  Ont. 

The  ('(jniniissioncr  of  Works  has  re~ 
c(jmmended  tlie  construction  of  asi)halt 
|)avemcnt  on  Heintznian  and  Lansdownc 
Avenues,  to  cost  about  $15,640. 

Vancouver,  B.C. 

Tcjidcrs  will  be  called  immediately  for 
the  construction  of  the  jiroposed  Stan- 
ley Park  Causeway  and  trunk  sewer 
across  the  harbor  for  the  City  Council 
and  the  Vancouver  Sewage  Commission. 

The  Vancouver  &  Districts  Joint  Sew- 
erage &  Drainage  Hoard,  718  Granville 
Street,  jiropose  to  construct  a  trunk  sew 
er  at  Stanley  Park  by  day  labor.  .A.p- 
proximate  cost  $;i00,000.     Tenders  will 


be  called  for  cement,  sand  and  gravel. 
Engineer,  A.  D.  Creer. 

CONTRACTS  AWARDED 

Collingwood,  Ont. 

In  connection  with  extensions  to  the 
waterworks  system,  the  contract  for  sup- 
ply of  pumping  machinery  has  been  let 
to  the  Turbine  Equipment  Company,  C. 
P.  R.  Building.  Toronto,  and  the  contract 
for  pump  well  and  connections  to  H.  G. 
Wynes. 

Cornwall,  Ont. 

The  Township  Council  have  let  the 
contract  for  tlie  construction  of  a  drain 
to  Hilliard  McLean.  Cornwall.  .Approxi- 
mate cost,  $0,000. 

London,  Ont. 

Tlic  City  Council  have  let  contracts 
for  sewer  construction  to  the  following 
firms:— Mitchell  &  Mohan,  150  Wharn- 
cliffc  Street,  $2,058;  Johnson  &  Agncw, 
I.'k!  Kent  Street;  J.  Murphy,  Hyman 
Ifall.  $4,000. 


Railroads,  Bridges  and  Wharves 

Perth,  Ont. 

Tenders  on  the  construction  of  con- 
crete abutments  and  flooring  for  a  pro- 
posed bridge  over  the  River  Tay  will 
be  received  until  noon.  May  1st,  by  the 
Town  Council.    Clerk,  John  A.  Kerr. 

St.  Marys,  Ont. 

Tlie  Grand  Trunk  Railway  propose  to 
build  a  steel  and  concrete  bridge  over 
the  tracks  at  Queen  Street.  Approxi- 
mate cost,  $6,000.  Particulars  from 
Charles  Forrester,  care  of  the  Company, 
Stratford. 

Tenders  will  be  received  -  until  May 
1st  for  the  construction  of  a  woven  wire 
swing  bridge  with  cement  abutments  for 
the  Town  Council.    Clerk,  T.  M.  C'lark. 

Sunbury  County,  N.B. 

Tenders  on  the  erection  of  a  bridge 
will  be  received  until  noon.  May  3rd,  by 
John  Morrissy,  Minister  of  Public 
Works,  Frcdericton.  Plans  at  Govern- 
ment Rooms,  St.  John,  with  Felix  Smith, 
Central  Blissville.  T.  B.  Hart,  Frederic- 
ton  Junction,  Fred  Davis,  Oronocto,  and 
at  the  Department. 


Public  Buildings,  Churches 
and  Schools 

Addison,  Ont. 

B.  Dillon,  Architect,  King  Street, 
I'rockville,  is  receiving  lenders  on  the 
erection  of  a  church.  Estimated  cost, 
$5,000. 

Brantford,  Ont. 

The  Roman  Catholic  Church  are  con- 
sidering the  erection  of  a  school  at  Col- 
borne  and  Brock  .Streets,  to  cost  about 
$12,000.  Architect  not  yet  appointed. 
Pastor,  Rev.  P.  J.  Padden. 


Chatham  and  Dover  Townships,  Ont. 

Tenders  will  be  called  very  shortly  for 
tlie  erection  of  a  school  for  Union  School 
Section  No.  15.  Architects,  Adams  & 
Adams,  Market  Chambers,  Chatham. 
.\pproxiniate  cost.  $3,500.  Cement  block 
and  brick  construction. 

Joliette,  Que. 

The  Provincial  Department  of  Public 
VVorks  propose  to  build  an  annex  to  the 
Court  House,  and  plans  arc  being  pre- 
pared by  George  St.  Michel,  Parliament 
Budding,  Quebec.  Stone  and  brick  con- 
struction.   Approximate  cost,  $12,000. 

London,  Ont. 

The  School  Board  propose  to  instal  a 
boiler  at  the  new  Technical  School 
which  will  necessitate  the  erection  of  a 
large  chimney,  and  will  also  be  in  the 
market  for  iron  and  woodworking  mach- 
inery, electrical  apparatus  and  equipment. 

Moncton,  N.B. 

The  City  Clerk,  J.  S.  McCiee,  is  receiv- 
ing tenders  on  the  installation  of  seat- 
ing at  the  City  Hall. 

Ottawa,  Ont. 

Millson  &  Burgess,  Lhiion  Bank  Build- 
ing, are  preparing  plans  of  sun  parlors 
to_  be  erected  for  the  City  Council,  and 
will  call  for  tenders  very  shortly.  Stucco 
and  brick  construction.  Approximate 
cost,  $10,000. 

Peterboro,  Ont. 

William  Blackwcll,  372J/i  Water  Street, 
has  prepared  sketch  plans  of  a  church 
for  St.  James  Methodist  Church.  Ap- 
proximate  cost,  $25,000. 

Port  Credit,  Ont. 

The  Town  Council  have  been  asked  to 
provide  funds  so  that  the  School  Board 
can  proceed  with  the  erection  of  a  school, 
estimated  to  cost  $20,000.  .Architects, 
Designing  &  Draughting  Company,  54 
.Adelaide  Street  E.,  Toronto. 

St.  Antoine  de  Bienville,  Que. 

Tenders  on  carpentry,  plastering  and 
electrical  work  at  the  Parish  Church  will 
be  received  until  April  3<)th  by  the 
Curate,  Rev.  D.  Pelletier.  .Architect,  P. 
Levesque,  115  St.  John  Street,  QucIjcc. 
.\l)proxiniate  cost,  $30,000. 

Timmins,  Ont. 

The  plans  for  the  projiosed  school 
are  being  revised  by  Ellis  &  lillis,  Archi- 
tects, Manning  Chambers,  Toronto.  Ap- 
proximate cost,  $12,000. 

W.  Simpson,  187  Hillsdale  Avenue,  has 
l)repared  plans  for  a  chapel  which  he  will 
erect  for  the  Davisville  Baptist  Congre- 
gation. Estimated  cost,  $:!,00().  Brick 
construction. 

Union  on  the  Lake,  Ont. 

Tenders  will  be  called  shortly  for  the 
erection  of  fvn  addition  to  the  Essex 
Tuberculosis  Hospital.  A|5proxiniate 
cost,  $15,000.  Architect,  J.  C.  Penning- 
ton, La  Belle  Building,  Windsor. 
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CONTRACTS  AWARDED 

Belleville,  Ont. 

The  general  contract  for  the  erection 
of  a  Children's  Home  has  been  let  by 
the  Childrcns  Aid  Society  to  L.  E.  Al- 
ien, 198  Bridge  Street.  Estimated  cost, 
$ir),000.  Architects,  Ellis  &  Ellis,  Man- 
ning Chambers,  Toronto. 

Hamilton,  Ont. 

The  contract  for  the  installation  of 
an  elevator  at  the  Mountain  Hospital 
has  been  awarded  to  the  Otis-Fensom 
Elevator  Company,  Limited,  Victoria 
Avenue  N. 

Kinburn,  Ont. 

The  Public  School  Board  have  award- 
ed the  general  contract  for  the  erection 
of  a  brick  school  to  R.  A.  Kemp,  14'.) 
First  .Avenue,  Ottawa.  Approximate 
c-ost,  $10,000. 

Moncton,  N.B. 

The  contract  for  plastering  at  the  new 
Aberdeen  School  has  been  awarded  to 
W.  O.  Calkin,  647  Union  Street. 

Montreal,  Que. 

The  general  contract  for  alterations  to 
the  Montreal  Maternity  Hospital,  710 
St.  Uu'rbain  Street,  has  been  let  to  E.  G. 
M.  Cape  &  Company,  Limited.  10  Cath- 
cart  Street.    Estimated  cost,  $.S,000. 

!n  connection  with  the  basement  now 
being  built  on  Rosemount  .Avenue  for 
the  Trustees  of  St.  Jean  Berchmans, 
Cartier  Street,  the  contract  for  heating, 
plumbing  and  roofing  has  been  awarded 
to  T.  Latourelle  &  Son,  Limited.  6  Craig 
Street  \V..  and  the  electrical  work  to  j. 
A.  St.  .Amour,  2171  St.  Denis  Street. 

St.  Remi  de  Tingwick,  Que. 

The  contract  for  rebuilding  the  Parisii 
Church  has  been  let  to  Louis  Caron  & 
Son,  Nicolet,  Que. 

St.  Thomas,  Ont. 

in  connection  with  alterations  to  Wil- 
son Avenue  School,  the  contract  for 
painting  and  decorating  has  been  award- 
ed to  C.  L.  Lumas.  the  carpentry  to  T. 
\'an  Horne.  and  the  plumbing  to  J.  B. 
Hammond. 

Westboro,  Ont. 

The  following  contracts  have  been 
let  in  connection  with  the  erection  of  a 
school  on  Broadway  Avenue: — plaster- 
ing, T.  H.  Patterson.  70  Rosedale  Street, 
Ottawa;  painting,  Higman  &  Sons,  176 
Rideau  Street,  Ottawa;  heating,  McFar- 
lane  &  Douglas,  250  Slater  Street,  Otta- 
wa; electrical  work,  H.  L.  Allan,  377 
Somerset  Street,  Ottawa;  masonry, 
Murphy  Brothers,  Arthur  Street. 


Business  Buildings  and  Indus- 
trial Plants 

Belleville,  Ont. 

W.  S.  Cook,  21!  Campbell  Street,  is 
considering  the  erection  of  a  storehouse 
near  the  Grand  Trunk  Station. 

Blenheim,  Ont. 

The  Springsteen  Company  intend  to 
erect  a  garage,  and  will  superintend  the 
work  themselves.  Approximate  cost, 
$10,000. 

Brampton,  Ont. 

W.  E.  Down  proposes  to  build  a  gar- 
age this  summer,  at  an  approximate  cost 


o.f  ,$6,000.  Steel  and  Ijrick  veneer  con- 
struction. 

British  Columbia  Province 

iM,  M.  Wall,  care  of  the  Buffalo  Hard- 
wood I^mnber  Company,  Buffalo,  N.  Y., 
is  considering  the  construction  of  a  lum- 
l)er  mill  in  the  Yale  and  Carilioo  district. 

Calgary,  Alta. 

The  Western  Mausoleum  Company, 
I^iniited,  Boyd  Building,  Winnipeg,  are 
about  to  start  work  on  the  erection  of 
a  mausoleum,  estimated  to  cost  $400,000. 
Granite  construction,  marble  interior, 

Dundas,  Ont. 

The  Dickson  Building  Company,  King 
.Street,  have  commenced  the  erection  of 
a  factory  on  Hatt  Street.  Brick  con- 
struction. 

Harry  Cohen,  King  Street,  is  now  re- 
ceiving tenders  on  the  erection  of  a  store 
and  residence,  estimated  to  cost  $0,000. 
Brick  and  concrete  construction.  Archi- 
tects, Ellis  &  Osborne.  Dundas  and 
Toronto,  Ont. 

Edmonton,  Alta. 

The  Western  Mausoleum  Company, 
Limited,  Boyd  Building.  \Vinnipeg,  pro- 
pose to  build  a  mausoleum  at  an  ap- 
proximate cost  of  $400,000.  Work  may 
start  this  summer.  Granite  construction, 
marble  interior. 

Gait,  Ont. 

Dr.  J.  ,A.  McDonald  has  decided  to 
rebuild  the  Imperial  Hotel,  and  will 
have  iihi'TS  prepared. 

Hamilton,  Ont. 

The  Grasselli  Lhemica!  Company  have 
prepared  plans  for  an  addition  to  their 
factory,  estimated  to  cost  $:"!0,()00.  Brick 
and  corrugated   iron  construction. 

Kentville.  N.S. 

Perry  Bisboj)  is  about  to  liuild  a  busi- 
ness block  by  day  labor  under  supervi- 
si<m  of  .Arthur  B.  Ward.  Frame  con- 
struction.    Estimated  cost,  $0,000. 

Kingsville,  Ont. 

The  Erie  Toliacco  Comjiany  intend  to 
rebuild  their  premises,  which  were  re- 
cently destroyed  by  fire.  Manager. 
Oliver  Fox. 

London,  Ont. 

Tenders  will  l)e  called  early  in  may 
for  the  erection  of  a  warehouse  for  Web- 
ster &  Harvey.  Richmond  and  Oxford 
Streets,  for  which  plans  are  being  pre- 
pared by  J.  M.  Moore,  41.')  Richmond 
Street.     Approximate   cost,  $12,000. 

Markham,  Ont. 

The  Markham  .A.gricultural  .Society  will 
receive  tenders  until  May  12th  for  the 
erection  of  a  building  suitable  for  an 
agricultural  hall  and  rink.  Particulars 
at  offices  of  James  Malcolm. 

Montreal,  Que. 

W.  A.  Mahoney,  Telephone  Building, 
Guelph,  Ont..  is  preparing  plans  for  an 
addition  to  the  premises  of  the  Canada 
Stove  Company. 

New  Westminster,  B.C. 

The  City  Council  will  shortly  call  for 
tenders  on  the  erection  of  a  market  build- 
ing on  Lytton  Square.  Concrete  con- 
struction.    .Approximate  cost,  $30,000. 

Ottawa,  Ont. 

The  Imperial  Motor  Company,  150  Al- 


bert Street,  propose  to  erect  an  addi- 
tion to  their  premises. 

Quebec,  Que. 

Work  has  been  started  by  day  labor 
on  the  conversion  of  a  store  into  a 
theatre  for  Delphis  Brochu,  63  St.  John 
Street.  Estimated  cost,  .$6,000.  Archi- 
tects, Tanguay  &  Lebon,  30  d'Aguillon 
Street. 

Saskatoon,  Sask. 

Plans  have  been  prepared  for  an  in- 
cinerator to  be  built  for  the  City  Coun- 
cil. It  is  probable  that  the  contract  let 
in  1914  to  Laurie  &  Lamb,  Montreal,  will 
be  cancelled  and  new  tenders  called.  Ap- 
proximate cost,  $100,000.  Engineer,  G 
D.  Archibald. 

Toronto,  Ont. 

The  Campbell  Flour  Mills  Company. 
Limited,  are  considering  the  erection  of 
a  storehouse  and  cooperage,  at  an  ai*- 
proximate  cost  of  $5,000.  Work  will  in- 
clude the  wrecking  of  existing  buildings. 

The  Brandon  Company,  108  Vine  St.. 
have  had  plans  prepared  for  a  machine 
shop  to  cost  about  $5,000.  Steel  and 
brick  construction. 

Whitby,  Ont. 

The  erection  of  two  stores  on  Brock 
.Street  is  being  considered  by  W.  J.  H, 
Richardson  and  the  Misses  Richardson. 
Brick  construction.  .Approximate  cost, 
$5,000. 

Whitebread,  Ont. 

R.  Stenton,  Wallaceburg.  is  about  to 
start  work  rm  the  erection  of  a  barn, 
estimated  to  cost  $3,000.  Frame  and 
concrete  construction. 

Windsor,  Ont. 

Plans  of  stores  and  apartments  to  be 
built  for  H.  Benstein,  54  Pitt  Street  E., 
are  being  prepared  by  G.  Jacques.  Boug 
Block.  Tenders  will  be  received  from 
May  6th  to  15th.  Brick  and  concrete 
construction.     Estimated  cost,  $18,000. 

Yarmouth  Township,  Ont. 

J.  B.  Turner,  Edgeware  Road,  -St. 
Thomas,  proposes  to  rebuild  his  barns, 
recently  destroyed  by  fire.  Fireproof 
construction.    Approximate  cost,  $3,500. 

CONTRACTS  AWARDED 

Fenelon  Falls,  Ont. 

The  general  contract  for  the  erection 
of  three  stores  for  James  Eraser  has 
been  let  to  A.  McLeod,  57  Benlamond 
Avenue.  Smaller  trades  will  be  sub-let. 
Concrete  block  construction.  Estimated 
cost,  $4,000. 

Halifax,  N.S. 

The  .general  ct)nlract  for  the  erection 
of  a  machine  shop  for  the  Halifax  Grav- 
ing Dock  Company,  Granville  Street, 
has  been  awarded  to  G.  M.  Brookfield 
Ltd..  Granville  Street,  and  the  electrical 
work  to  Farquhar  Brothers.  Barrington 
Street.  Approximate  cost,  $16,000.  Re- 
inforced concrete  construction. 

Hamilton,  Ont. 

George  Hill,  31  A'ine  Street,  is  build- 
ing a  stable,  estimated  to  cost  $6,000, 
and  has  let  the  contract  for  masonrj'  to 
H.  Jones,  29  Macaulay  Street  E.  Con- 
tracts will  also  be  let  for  steel  work  and 
roofing. 

The  contract  for  the  construction  of 
(Continued  on  page  47) 


Tenders  and  For  Sale  Department 


To  Contractors 


Sealed  tenders  will  be  received  up  till  noon, 
April  26th,  1916,  by  the  Secretary,  for  the  erec- 
tion and  completion  of  a  six-roomed  Public  School 
Huilding  for  Finch  School  Board  Section  No.  3, 
in  the   Village  of  Finch,  Ont. 

Drawings  and  specifications  can  be  seen  at  the 
undersigned.  The  Board  reserves  the  right  to 
reject  any  or  all  tenders.  The  successful  tenderer 
will  be  required  to  furnish  satisfactory  guarantee 
as  to  good  faith.  Tenders  will  be  opened  after 
8.30  o'clock  p.m.  May  1st. 

GEO.  S.  CASSELMAN, 
16-17  Secretary. 


Construction  of  Cribwork 
and  Concrete  Wall 

Sealed  tenders  will  be  received  up  to  12  o'clock 
noon,  Monday,  May  1st,  1916,  addressed  to  the 
Chairman  of  the  Toronto .  Harbor  Commissioners, 
50  Bay  Street,  Toronto,  Ont.,  and  marked  "Ten- 
ders for  Harbor  Head  Walls." 

All  information  may  be  obtained  by  applying 
to  the  above  address.  Tenders  received  after  the 
time  above  named  will  not  be  considered. 

The  Connnissioners  reserve  the  right  to  icjcct 
any  or  all  tenders  received. 

E.  L.  COUSINS, 
1(!-17  Oiief  .Engineer  and  Manager. 


Tenders  for  Dredging- 


SKAI.KI)  TKNDKRS  addressed  lo  llu-  tin.ler- 
signet!,  ;inrl  ru'lor^ud  "  lender  for  Dred^in^,  Port 
Hope,  Ont.."  uill  he  received  until  4.(1(1  I'.  M., 
Tuesday,  May  2,  llIKi,  for  dredging  rciiuircd  at 
Port  Hope,  Ontario. 

Tenders  will  not  be  considered  luiless  made  on 
the  forms  supplied,  and  signed  with  the  actual 
signatures  of  tenderers. 

Coml^ined  specifications  and  form  of  tender 
can  be  obtaineil  on  application  to  line  Secretary, 
Department  of  Public  Works,  Ottawa.  Tenders 
must  include  the  towing  of  the  plant  to  and 
from  the  work. 

The  dredges  and  other  |>l;(nr  which  are  in- 
tended to  be  employed  on  this  work  shall  have 
been  duly  registered  in  (";in;tda  at  the  time  of 
the  tiling  of  this  tender  \\ilh  tlic  Dejiai  tnient ,  (jr 
shall  have  been  built  in  Canada  after  the  tiling 
of  the  tender. 

Contractors  must  be  ready  to  begin  work  witli- 
in  two  weeks  after  the  date  they  have  been 
notified  of  the  acceptance  of  their  tender. 

Each  tender  must  be  accompanied  by  an  ac- 
eejited  che<|ne  on  a  chartered  bank,  payable  to 
the  order  of  the  Honornaljle  the  Minister  of  Pub- 
lic Works,  for  five  per  cent  (Ti  p.c. )  of  the  con- 
tract price,  but  no  cheque  to  be  for  less  than 
fifteen  hundred  dollars,  which  will  be  forfeited 
if  the  person  tendering  decline  iff  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  ten- 
der be*  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  lo  aeeepl 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works,  Ottawa. 
Tuesday,  April  22,  1916. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from  llu- 
Department.-- 1147. 


Tenders  for 
Diaphragm  Pumps 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  noon  on  Tuesday, 
May  9th,  1916,  for  the  supply  of  Two  Gasoline- 
driven  Diaphragm  Pumps. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions  and  forms  of  tender  may  be  obtained  at  the 
Worlis  Department,  Room  6,  City  Hall.  Tend- 
erers must  comply  strictly  with  conditions  of  City 
By-law  as  to  deposits  and  sureties,  as  set  out  in 
specifications  and  forms  of  tenaer.  The  lowest 
or  any  tender  not  necessarily  accepted. 

T.  L.  CHURCH  (Mayor), 
Chairman  Board  of  Control. 
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CITY  OF  LONDON,  ONTARIO 


Storm  Sewers  and 
Sewage  Disposal  Works 


Sealed  tenders  addressed  to  the  "Chairman  and 
Members  Board  of  Control"  will  be  received  at 
(lie  ofifice  of  the  City  Clerk  until  10  A.  M.,  Fri- 
day, May  12th,  1916,  for  tlic  following  works: — 


Contract  1 — Wharnclifle.    etc  2,300  Lin.  ft. 

Contract  2 — Victoria,  etc  6,000    "  " 

Contract  3 — Waterloo,  etc  4,400    "  " 

Contract  4 — Elizabeth,  etc  3,000    "  " 

Contract  5 — Quebec,   etc  2,400    "  " 


Contract  6 — East   End    Sewage    Disposal  Works. 

Siieeifications,  forms  of  temler,  |)lans,  profiles, 
etc.,  may  be  seen  at  the  City  Hall,  London,  or  at 
Room  204  Mail  lildg.,  Toronto,  after  May  Isl, 
191H. 

Each  tender  is  lo  be  aeeomijanied  by  a  marked 
cheque  as  called  for  in  the  Instructions  to  Bid- 
ders. 

The  lowest  or  any  lender  not  necessarily  ac- 
cepted. 

II.  ,\.  STEN'KNSON,  Esq.,  Mayor. 
II.  A.  BR.\Z1KR,  Esq.,  City  Engineer. 
CIIIJ'M.VN        POWER,  Consulting  Engineers. 
.\pril  24th,  P.IKi. 


FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com 
jilete  with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  sciuare  feet  of  steam  radiation.  Further 
particulais — MacM.  R.  <K-  D.,  4  lieaver  Hall  S(|., 
Montreal.  17  t.f. 


FOR  SALE-Asphalt  Roller 


One  "Erie"  5  Ton  Tandem  Steam  Rollei,  in 
perfect  condition.  Used  about  one  week.  Full 
specification  and  price  upon  request.  P.  O.  Box 
60,  St.  Catharines,  Ont.  16-17 


Construction  Work 


Superintendent  or  foreman  on  general  con- 
struction work  (Railway  or  Canal)  on  Concrete, 
Rock  and  Earth,  wants  position.  Frank  Brown, 
General  Delivery,  Sub-Station  F,  Toronto.  16-17 


Reinforced  Concrete  Superintendent 


Superintendent  for  past  twelve  years.  Had 
full  charge  of  some  of  the  largest  plants  and 
buildings.  Now  open  for  engagement.  A  Mar- 
tin, care  of  51  Macpherson  Ave.,  Toronto.  16-17 


AGENTS  WANTED 

Canadian  sales  agents  wanted  for  best  line  of 
excavating  outfits  made  in  the  United  States. 
Apply  Box  893  "Contract  Record  &  Engineering 
Review,"  Toronto,  Ont.  17-19 


Good  Form  Design  Saves  in  Labor  and 
Lumber  on  Building  Work 

Form  designs  should  be  arranged  to  re- 
duce the  number  of  special  panels  and 
pieces,  should  take  into  account  the  to- 
tal quantity  required,  considering  the 
movement  of  the  forms  throughout  the 
job,  and  should  furnish  an  accurate  key 
to  the  quantity  and  size  of  stock  required 
and  to  the  order  in  which  the  component 
parts  should  be  made,  according  to  a 
paper  presented  at  the  twelfth  annual 
convention  of  the  American  Concrete 
Institute  at  Chicago  by  R.  A.  Sherwin. 
of  the  engineering  force  of  the  Aberthavv 
Construction  Company. 

Such  a  design  requires  a  careful  study 
of  the  building  plans,  with  a  view  to  hav- 
ing modified  such  details  as  would  make 
the  form  work  unnecessarily  expensive, 
and  the  immediate  preparation  of  a  pro- 
gress chart.  The  latter  is  usually  de- 
termined by  the  time  allowed  for  com- 
pleting the  biulding.  As  soon  as  it  has 
been  prepared,  the  quantity  of  forms  and 
the  order  in  wliich  they  are  to  be  erected 
and  moved  can  be  determined.  This 
chart  also  shows  when  the  form  desigti 
must  be  ready  to  allow  sufficient  time 
for  making  up  and  erection. 

A  conference  is  tiien  held  between  the 
man  in  charge  of  form  design  and  the 
field  men,  at  which  the  sizes  and  kind 
of  lumber  that  will  be  cheapest  and  that 
can  be  delivered  on  time  are  determined. 
The  point  at  which  work  must  begin 
and  the  location,  type  and  capacity  of 
the  concrete  plant  must  also  be  settled. 
The  general  scheme  of  the  form  work 
should  be  outlined  at  this  conference  with 
field  men  to  make  sure  that  the  design 
is  understood  and  acceptable  to  them.  If 
this  is  the  case,  they  can  carry  it  out 
much  more  readily.  The  first  study  and 
drawings  are  made  from  a  general  as- 
sembly, which  is  selected  from  different 
comliinations  as  the  most  economical  for 
the  conditions.  Joists  and  girts  should 
be  in  as  few  lengths  as  possible.  Stock 
sizes  of  lumber  should  be  used. 
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Business  Buildings  and  Indus- 
trial Plants 

(Continued  from  page  45) 

an  ice  plant  fo  rthe  City  Hospital  Board 
lias  been  awarded  to  the  Canadian  Ice 
Machine  Company,  350  Wellington  St. 
Approximate  cost,  $13,645. 

The  contract  for  masonry,  carpentry, 
steel  work  and  roofing  required  in  an 
addition  to  the  premises  of  the  Zimmer- 
man Manufacturing  Company  has  been 
let  to  George  Frid  Company,  701  Bank 
of  Hamilton  Building.  Approximate 
cost  of  building,  $25,000. 

The  general,  masonry  and  carpentry 
contracts  for  an  addition  to  the  premises 
of  the  Steel  Company  of  Canada,  Hess 
Street  North,  have  been  let  to  R.  A. 
Campbell,  117  Duke  Street,  and  the  roof- 
ing to  T.  Irwin  &  Son,  32  McNab  St.  S. 

London,  Ont. 

The  general  contract  for  remodelling 
a  store  for  J.  G.  Steele,  Dundas  Street, 
has  been  let"  to  S.  Willis,  765  Talbot  St. 
Estimated  cost,  $3,500. 

Merritton,  Ont. 

The  contract  for  the  construction  of 
an  electro-chemical  plant  for  the  Rior- 
dan  Pulp  &  Paper  ompany  has  been 
awarded  to  the  John  V.  Gray  Construc- 
tion Company,  59  Marmaduke  Street, 
Toronto.     Estimated   cost,  $30,000. 

Montreal,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  stores  which  are 
being  built  by  William  Boivin,  317  Fourth 
Avenue,  Rosemount,  for  E.  De  Hivers: — 
mill  work,  H.  Beaucage,  Sorel;  roofing, 
Samuel  &  Frere,  563  Panel  Street;  heat- 
ing, plumbing  and  electrical  work,  G. 
Champagne,  78a  Inspector  Street. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  an 
emergency  hospital  for  the  Montreal 
I.ocomotive  Works,  Limited,  Longue 
Pointe,  Montreal  :  —  structural  steel. 
Structural  Steel  Company,  10  Cathcart 
— ^Street;  rooting,  feibley  &  Huot.  34  Mar- 
fm  Street;  plastering.  Watson  &  Wilson, 
1678  Hutchison  Street;  reinforcing  steel, 
A.  H.  Cederberg,  10  Cathcart  Street; 
plumbing,  L.  E.  Moulton  &  Company, 
Limited,  143  Inspector  .Street. 

Montrose,  Ont. 

The  general  contract  for  the  construc- 
tion of  round  house,  coal  dock  and 
T.  other  buildings  for  the  Michigan  Cen- 
,'\tral  Railway  Company  has  been  let  to 
Walbridge  &  Aldinger,  Detroit,  Mich. 
Ti stimatea"co'?tr"$^"50V0007 ""B i-"ick  and  con- 
crete construction. 

Ottawa,  Ont. 

The  general  contract  for  constructing 
gymnasium  rooms  for  the  Y.  W.  C.  A. 
Hintonburg  Branch,  has  been  awarded 
to  J.  H.  White,  Eastview,  near  Ottawa. 
Approximate  cost,  $7,000. 

In  connection  with  the  erection  of  a 
power  station  on  Slater  Street  for  the 
Imperial  Realty  Company,  the  contract 
/  for  construction  of  building. has  been  let 
)'v  to  John  Sutherland,  216  Cooper  Street.  _ 
/    ^^nd  tor  supply  ot  steel,  boilers,  refrigera- 
tion  plant,  etc.,  to  the  Campbell  Steel 
&     Iron     Works,   855   Carling  Avenue. 
Brick  and  concrete   construction.  Ap- 
proximate cost,  $30,000. 


Peterboro,  Ont. 

The  contract  for  cement  required  in 
the  erection  of  an  addition  to  the  prem- 
ises of  the  Bonner-Worth  Company  has 
been  let  to  H.  Shurter,  599  King  Street, 
and  the  carpentry  to  William  Padgett, 
576  Boliver  Street. 

Pointe  aux  Trembles,  Que. 

The  general  contract  for  the  construc- 
tion of  an  oil  plant  for  the  Imperial  Oil 
Company,  Limited,  918  St.  Patrick  St., 
Montreal,  has  lieen  let  to  the  James 
Shearer  Company,  Limited,  235  St.  Pat- 
rick Street,  Montreal.  Work  consists 
of  an  underground  viaduct  of  reinforced 
concrete,  mechanical  and  stores  building, 
power  house,  boiler  house  and  transfer 
pump  house.  Structural  steel  will  be 
supplied  by  the  Structural  Steel  Com- 
pany, Limited,  10  Cathcart  Street,  Mont- 
real. 

Saskatoon,  Sask. 

The  City  Council  have  let  the  general, 
masonry,  carpentry,  steel,  roofing,  plas- 
tering and  painting  contracts  for  an  ad- 
dition to  the  power  plant  to  James  Priel. 
Estimated  cost,  $9,882. 

St.  Catharines,  Ont. 

The  general,  masonry,  carpentry,  steel, 
roofing  and  plastering  contracts  for  the 
erection  of  an  office  building  for  the 
Waterloo  Mutual  Fire  Insurance  Com- 
pany have  been  awarded  to  Casper 
Braun,  295  King  Street  W.,  Berlm.  Ap- 
proximate cost,  $5,500. 

In  connection  with  the  factory  now  in 
course  of  erection  for  the  Dominion  Food 
Company,  the  contract  for  steel  work 
has  been  let  to  the  Hamilton  Bridge 
Company,  Bay  Street,  Mamilton,  and 
the  painting  to  Begy  &  Son,  Company, 
James  Street. 

Three  Rivers,  Que. 

The  contract  for  structural  steel  re- 
quired in  an  addition  to  the  plant  of  the 
Canada  Iron  Foundries  Ltd.,  7  .St.  Maur- 
ice Street,  has  been  let  to  Canadian 
Bridge  Company,  Walkerville,  Ont.  Re- 
mainder of  work  by  general  contractor. 

Truro,  N.S. 

R.  O.  McCurdy,  Willow  Street,  has  let 
the  contract  for  heating  and  plumbing 
required  in  the  erection  of  a  store  and 
office  to  F.  Dexter,  and  the  electrical 
work  to  W.  Conn. 

Vancouver,  B.C. 

In  connection  with  the  addition  to  the 
premises  of  the  American  Can  Company, 
535  Railway  Street,  the  contract  for  in- 
stallation of  an  elevator  has  been  let  to 
the  Otis  Fensom  Company,  New  York, 
N.  Y. 

The  general  contract  for  the  erection 
of  an  addition  to  the  plant  of  the  Begg 
Motor  Company  has  been  awarded  to  the 
Dominion  Construction  Company,  509 
Richards  Street.  Approximate  cost, 
$15,000. 


Residences 

Aylmer,  Ont. 

F.  H.  Kent  and  A.  W.  Pierce  are  each 
considering  the  erection  of  a  residence 
on  Talbot  Street,  to  cost  about  $3,500. 

C.  M.  Smith,  Wellington  Street,  pro- 
poses to  build  five  residences.  Frame 
construction. 

A.  W.  Pierce  has  had  plans  prepared 


for  a  residence  to  be  built  on  Talbot 
Street,  at  an  approximate  cost  of  $7,000, 
Brick  construction. 

Bromptonville,  Que. 

Mrs.  O.  Lamljcrt  has  decided  to  re- 
build her  residence,  which  was  recently 
destroyed  by  fire.  Approximate  cost, 
$6,000. 

Essex,  Ont. 

Work  is  about  to  start  on  the  first 
of  two  frame  residences  to  be  built  for 
John  T.  Rogers.  Work  will  he  super- 
vised by  owner. 

Guelph,  Ont. 

W.  H.  Mahoney,  Telephone  Building, 
is  receiving  tenders  on  the  erection  of 
a  residence  for  A.  J.  Frank,  Oxford  St. 
Stone  and  brick  construction.  Esti- 
mated cost,  $3,500. 

Hamilton,  Ont. 

W.  Tomes,  23  High  Park  Avenue,  is 
receiving  tenders  on  the  construction 
of  twenty  residences.  Frame  construc- 
tion. 

J.  A.  Amies,  Federal  Life  Building, 
is  preparing  plans  for  a  residence  for  T. 
S.  Orr,  Main  Street,  and  will  call  for 
tenders  shortly.    Estimated  cost,  $13,000, 

E.  R.  Bond,  652  Main  Street  E.,  has 
had  plans  prepared  for  two  residences  to 
be  built  on  Cedar  Avenue,  at  an  approxi- 
mate cost  of  $3,600.  Brick  and  concrete 
construction. 

Hullett  Township,  Ont. 

Plans  of  a  residence  to  cost  about 
$3,200  are  being  prepared  by  John  Brig- 
ham,  Concession  12,  Blyth.  VVhite  brick 
construction. 

Joseph  Wheatley,  Concession  13. 
Blyth,  proposes  to  build  a  residence  at 
an  approximate  cost  of  $3,000,  and  is 
preparing  plans.  White  brick  construc- 
tion. 

Kingston,  Ont. 

Isaac  Allan,  98  Victoria  Street,  has 
commenced  the  erection  of  two  resi- 
dences, estimated  to  cost  $5,000.  Brick 
construction. 

Listowel,  Ont. 

F.  W.  Hay,  Main  Street,  has  started 
work  on  a  double  residence,  estimated  to 
cost  $4,000.  Red  pressed  brick  con- 
struction. 

Work  has  lieen  started  by  K.  B.  Smith 
on  the  erection  of  three  brick  residences 
on  Main  Street.    Estimated  cost,  $7,500. 

John  Granger  has  commenced  the 
erection  of  a  residence  on  Inkerman 
Street,  estimated  to  cost  $3,000.  Red 
pressed  brick  construction. 

London,  Ont. 

H.  C.  McBridge,  Edge  Block,  has 
plans  in  course  of  preparation  for  a 
double  residence  to  cost  about  $6,000 
and  apartments  estimated  to  cost  $7,000. 

Mitchell,  Ont. 

W.  B.  Barley  intends  to  prepare  plans 
for  a  residence  to  cost  approximately 
$3,000. 

F.  C.  Hord  intends  to  prepare  plans 
for  a  residence  to  cost  about  $3,000. 
Brick  construction. 

David  Etty  proposes  to  build  a  resi- 
dence on  Toronto  Street,  and  will  pre- 
pare plans.    Approximate  cost,  $3,000. 

Outremont,  Que. 

J.  C.  Perron,  722  Outremont  Avenue, 
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intends  to  build  residences  on  Querbes 
Avenue,  at  an  approximate  cost  of 
$8,000.    Brick  and  concrete  construction. 

Port  Rowan,  Ont. 

Plans  of  a  residence  to  cost  about 
$:!,00()  will  be  prepared  by,  W.  P.  Fer- 
riss,  Rllis  Street. 

Quebec,  Que. 

Plans  of  a  residence  are  being  pre- 
pared for  E.  Beaudoin,  25()  Prince  Ed- 
ouard  Street,  and  work  will  start  early 
in  May.  Approxiinate  cost,  $6,000.  Brick 
and  concrete  construction. 

O.  S.  Laviolette  has  started  work  on 
a  residence,  estimated  to  cost  $;{,000. 
Brick  and  frame  construction. 

Leon  Nadeau,  105  Franklin  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  .$8,000.  Brick  and  con- 
crete construction. 

D.  Pare,  107  Third  Avenue,  propose  to 
build  a  residence,  at  an  approximate  cost 
of  $5,000,  and  will  probably  start  work 
early  next  month.  Brick  and  frame  crui- 
struction. 

A.  Faucher.  30  Joliette  Street,  has  com- 
menced the  erection  of  a  residence  at 
St.  Sauveur  and  Arage  Streets.  Brick 
and  frame  construction.  Estimated 
cost,  $3,000. 

South  Porcupine,  Ont. 

The  Dome  Mines,  T^imitcd,  arc  pre- 
paring plans  for  aliout  forty  houses  to 
accommodate  their  married  workmen. 

Toronto,  Ont. 

.).  T.  &  H.  Hutson,  43  Victoria  Street, 
have  commenced  the  erection  of  a  resi- 
dence at  St.  Andrews  Gardens,  and  will 
let  the  smaller  trades.  Estimated  cost, 
.$6,000.     Brick  construction. 

W.  Moad,  46  Oakwood  Avenue,  has 
had  plans  prepared  for  duplex  residences 
to  be  built  on  Oakwood  Avenue,  and 
will  let  smaller  trades.  Approximate 
cost,  $5,000.    Brick  construction. 

S.  B.  Green,  111  Evelyn  Crescent,  is 
building  a  residence  on  High  Park  Ave- 
nue, estimated  to  cost  $3,500.  Smaller, 
trades  will  be  let.     Brick  construction. 

Work  has  been  started  by  S.  B.  Green. , 
ni  Evelyn  Crescent,  on  the  erection  of 
a  residence  on  High  Park  Avenue,  esti- 
mated to   cost  $3,500.     Brick  construc- 
tion.   Smaller  trades  will  be  let. 

P.  L.  Speirs,  95  Glenholme  Avenue,  is 
about  to  commence  the  erection  of  a 
duplex  residence,  estimated  to  cost  $6,500. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  on  Forest  Hill  Road 
by  C.  E.  Tyler,  85  Cumberland  Street. 
Contracts  for  smaller  trades  will  be  let 
about  the  end  of  next  month.  Approxi- 
mate cost,  $5,000. 

Winterbourne,  Ont. 

Charles  Goetz  is  about  to  start  work  on 
a  residence,  estimated  to  cf)st  $:'.,000. 
White   brick  construction. 

CONTRACTS  AWARDED  N  N 

Aldcrstot,  Ont. 

In  <-onnectioii  with  the  erection  of  a 
residence  on  Ontario  Street  for  F.  W. 
Kasterbrook,  tiie  contract  for  masonry 
has  been  let  to  1".  Jones,  241  I'rospect 
Street,  Hamilton,  and  the  carpentry  to 
.\.  ('oates  &  Son,  i'urlingtnn. 

Chatham,  Ont. 

The  general  contracl   for  the  erection 


of  a  residence  for  J.  H.  Bucnie,  173  Ade- 
laide Street  S.,  has  been  awarded  to 
Frank  Sparks,  Sandys  Street,  the  paint- 
ing to  C.  R.  Guy,  8  Poplar  Street,  and 
the  heating  to  the  Watt  Heating  Com- 
pany, King  Street.     Brick  construction. 

The  general  contract  for  the  erection 
of  a  residence  for  l^ouis  Palmer,  Patte- 
son  Avenue,  has  been  awarded  to  G.  W. 
Rayment,  228  Thames  Street,  and  the 
heating  and  plumbing  to  J.  C.  \\'anless. 
King  Street.     Approximate  cost,  $4,500. 

Grey  Township,  Ont. 

The  general  ccjntract  fur  the  erection 
of  a  residence  for  William  Menary,  Con- 
cession 9,  has  l)een  let  to  Charles  Seel, 
Cranbrook.  White  brick  veneer  con- 
struction.    Approximate  cost,  $3,000, 

Hamilton,  Ont. 

The  general,  carpentry  and  roofing 
contracts  for  the  erection  of  two  resi- 
dences for  Alexander  Stewart,  615  Main 
Street  E..  have  been  awarded  to  E.  H. 
Jones.  37  Senator  .\  venue.  Estimated 
cost,  $3,500. 

Hebron,  N.S. 

Work  is  abdut  to  start  on  a  resi- 
dence for  Knovvles  E.  Crosby.  General 
contractor,  A.  M.  Knowlan,  Hebron. 
.Xpproximate  cost,  $4,000. 

Hullett  Township,  Ont. 

1^,  Hill.  Blj'th,  has  been  awarded  the 
contract  for  the  erection  of  a  residence 
for  John  Scott,  Concession  10,  Blyth. 
Frame  and  white  brick-  construction. 
ICstimated  cost,  $3,000. 

Kinburn,  Ont. 

R.  Groves  has  let  the  general  contract 
for  the  erection  of  a  residence  to  R.  A. 
Kemp,  149  First  Avenue,  Ottawa.  Frame 
and  brick  construction.  Approximate 
cost,  $11,000. 

Listowel,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  on  Wallace  Street  for 
N.  A.  Gowdy  has  been  awarded  to  N. 
Calder,  and  work  will  start  shortly.  Es- 
timated cost,  $3,000.  Red  brick  con- 
struction. 

Henry  Karges  has  let  the  contract  for 
the  erection  of  two  residences  on  Inker- 
man  Street  to  W.  H.  McT..achlan.  Ap- 
proximate cost,  $4,000.  Re<l  pressed 
brick  will  be  used. 

The  .general  contract  for  the  erection 
of  ;i  residence  for  F.zra  Reihm  has  been 
awarded  to  tieor.ge  Wahl.  White  brick 
construction.     .Approximate  cost,  $3,000, 

Montreal,  Que. 

The  general  contract  for  alterations  to 
a  residence  for  the  Ste.  h'li/'alieth  .So- 
ciety, 29  Seymour  Avenue,  has  been  let 
to  R.  Laberge,  141  onvent  .Street.  Es- 
timated cost,  $5,000. 

The  general  contract  for  the  erection 
of  a  residence  on  Rosemount  .Street  for 
the  Trustees  of  St.  Jean  Berchmans  has 
been  awarded  to  T.  Belanger,  Vallcy- 
lield.  Que.,  the  hcatin.g,  plumbing  and 
roofing  to  T.  Laturoclle  &  Son,  Ltd.,  (J 
Craig  .Street  W.,  and  the  electrical  work 
to  I.  A.  St.  Amour,  3171  St.  Denis  St. 
ICstunaled  cost,  $34,000. 

Overbrook,  Ont. 

O.  Jolcouer  has  commenced  the  erec- 
tion of  a  residence  at  King  and  George 
.Streets,  and  has  let  the  electrical  work 
to  H.  L.  Allan,  37.3  Somerset  Street.  Ap- 
pro.xiniale   Cdsl,  $3,000. 


Port  Burwell,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  Sampson  has  been 
let  to  W.  Morley,  and  work  will  start 
shortly.  Frame  and  brick  construction. 
.Approximate  cost,  $3,000. 

Quebec,  Que. 

P.  N.  Mathieu,  Montmorency  Village, 
has  commenced  the  erection  of  a  resi- 
dence on  First  Avenue,  Limoilou,  for 
J.  M.  Dore,  St.  Gregoire  De  Montmor- 
ency. Brick  and  frame  construction. 
b:stimated  cost,  $3,000. 

I^.  E.  Labrecque,  128  Bridge  Street, 
lias  let  the  general  contract  for  the  erec- 
tion of  a  residence  to  G.  Pare,  7  Lali- 
berte  Street.  Brick  and  frame  construc- 
tion.   Estimated  cost,  $5,000. 

Sault  Ste.  Marie,  Ont. 

The  contract  for  foundations  and  lirick 
work  required  in  the  erection  of  a  resi- 
dence f(jr  R.  T.  Lane,  10  Queen  .Street, 
has  been  let  to  McLarty  Brothers,  and 
the  carpentry  tn  William  Oben,  Murray 
Street. 

Toronto,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  being 
built  for  P.  Morgan,  68  Bellefair  Ave- 
nue;— masonry,  H.  A.  Dancy  &  Son,  Ltd., 
C.  P.  R.  Building;  carpentry,  McMillan 
&  Turner,  39  Huron  Street;  plumbing 
and  heating,  R.  F.  R.  Maxwell  &  Com- 
pany, 367  Queen  Street  W. ;  plastering, 
J.  Robertson,  615  Lansdowne  Avenue; 
painting,  Taylor  &  Company,  9  Bloor 
Street  E.;  wiring,  A.  E.  Paradine.  1987 
Queen  Street  E.;  roofing,  W.  E.  Dillon 
Company,  Limited,  183  George  Street. 
Approximate  cost,  $9,000. 

In  connection  with  the  erection  of  a 
residence  for  H.  Fussell,  301  Howard 
Park  Avenue,  the  contract  for  heating 
and  plumbing  has  been  awarded  to  Pur- 
dy.  Mansell,  Limited,  63  Albert  Street, 
and  sheet  metal  work  to  G.  M.  Bryan, 
534  Yonge  Street,  and  the  wiring  to 
R.  A.  L.  Gray  &  Company,  85  York  St. 

Work  has  been  started  on  the  erection 
of  a  residence  and  garage  for  A.  E. 
Whatmough,  491  Keele  Street,  and  the 
contract  for  masonry  let  to  Purton  & 
Chennelle,  158  Ellsworth  Avenue.  Esti- 
mated cost,  $3,500. 

In  connection  with  the  residence  be- 
ing built  on  Jackman  Avenue  by  J.  T. 
Twigg,  38  First  Avenue,  the  masonry 
has  been  awarded  to  William  Bully,  119 
Dinnick  Crescent,  and  the  carpentry  to 
Kay  Brothers.    Approximate  cost,  $3,500. 

Work  has  been  started  on  the  erec- 
tion of  a  residence  for  J.  H.  Bone,  18 
Toronto  Street.  General  contractor, 
William  Vokes,  338  Rusholme  Road. 
Brick  construction.  Estimated  cost 
$5,000. 

Vancouver,  B.C. 

In  connectiim  with  repairs  to  a  store 
and  apartments  for  Evans,  Coleman  & 
Evans,  407  (iranville  Street,  the  con- 
tract for  rootin,g  and  sheet  metal  work 
ba^  been  let  to  Campbell  &  Grill,  :;3I 
(ieorgia  Street  E.;  I)eams  and  tile  work 
electrical  work  to  the  Jarvis  Electric 
Company,  570  Richards  .Street,  and  the 
heating  and  plumbing  to  E.  A.  Bailey, 
5.36  Helmcken  .Street. 

Verdun,  Que. 

.  .Anglins,  Limited,  65  Victoria  Street. 
Montreal,  have  commenced  the  erection 

(Continued  on  page  50 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  ])ahinced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing".  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 


14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 


50 


THE   CONTRACT  RECORD 


April  26,  1916 


of  a  residence  for  J.  Lyman,  Willibrords 
Avenue.  Estimated  cost,  $3,500.  Brick 
construction. 

Windsor,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  C.  Pennington,  La 
Belle  Building,  has  been  awarded  to  Wil- 
liam Dupuis,  147  Dougal  Avenue.  Ap- 
proximate cost,  $5,000. 

Power  Plants,  Electricity  and 
Telephones 

Goderich  Township,  Ont. 

The  Goderich  Township  Municipal 
Telephone  Company  propose  to  con- 
struct a  line  between  Holmesville  and 
Clinton,  a  distance  of  about  four  miles. 
Clerk,  N.  Trewartha,  Holmesville. 

Ottawa,  Ont. 

Tenders  on  the  supply  of  ten  knots  of 
single  conductor  submarine  cable  will 
be  received  until  4  p.m..  May  15th,  by 
R.  C.  Desrochers,  Department  of  Public 
Works,  Ottawa.  Specifications  at  office 
of  the  General  Superintendent,  Govern- 
ment Telegraph  Service,  Ottawa. 

Regina,  Sask. 

D.  C.  McNab,  Deputy  Minister  of  Tele- 
phones, will  receive  tenders  until  noon, 
May  6th,  on  the  supply  of  glass  insu- 
lators, toppins,  connecting  sleeves,  cross 
arms,  galvanized  iron  and  steel  strand 
wire,  pole  line  hardware  and  anchor  rods. 
Specifications  at  the  Department. 

Truro,  N.S. 

The  Town  Council  propose  to  pur- 
chase and  remodel  the  Chalmers  Electric 
Plant.  Boilers,  blowers,  stacks,  pumps, 
engines,  generators  and  motors  will  be 
required. 

Walkerton,  Ont. 

The  Town  Council  intend  to  secure 
estimates  on  the  installation  of  a  power 
and  lighting  distribution  system.  Clerk, 
A.  Collins. 

Whitby,  Ont. 

Tenders  on  the  installation  of  a  fire 
alarm  system  will  be  received  until  May 
Ist,  by  Harry  Watson,,  Chairman  of 
Committee.    Town  Clerk,  Joseph  White. 

CONTRACTS  AWARDED 

Kincora,  Sask. 

The  contract  for  the  construction  of 
the  Kincora  Rural  Telephone  Company's 
system  has  been  let  to  Brown  &  Mc- 
Kenzie,  care  of  E.  H.  joll,  Kindersley, 
Sask.     Cost,  $13,040. 


Fires 

Brant  Township,  Ont. 

Barns  of  Alexander  Mclntyre,  Con- 
cession 9.     Loss,  $7,000.     Will  rebuild. 

Broughdale,  Ont. 

Mill  owned  by  Milton  Sutherland. 
Loss,  $6,000. 

Charlesbourg,  Que. 

.Stable  and  barn  of  C.  T.  Parent.  Loss, 
$3,000.'  Will  rebuild. 

Fredericton,  N.B. 

Premises  of  Fredericton  .Steam  Laun- 
dry and  .Smith  Foundry  Company.  Loss, 
$5,000  each. 

London,  Ont. 

Stables  owned  by  F.  Cline,  507  Queen's 
Avenue.    Loss,  $6,000.    Will  rebuild. 


Mill  Creek,  B.C. 

Chipping  shed  and  drying  kiln  of  the 
British  Columbia  Sulphite  Fibre  Com- 
pany, Standard  Bank  Building,  Van- 
couver.   Loss,  $40,000. 

Port  McNicoll,  Ont. 

Store  of  P.  H.  Beattie.    Loss,  $3,000. 

St.  Thomas,  Ont. 

Barns  owned  by  J.  B.  Turner.  Loss, 
$3,000. 


Miscellaneous 

Burlington,  Ont. 

The  Town  Council  will  receive  ten- 
ders until  May  13th  on  the  supply  of  a 
combination  chemical  engine  and  hose 
truck.    Clerk,  J.  S.  Allen. 

Hamilton,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  5  p.m.,  May  8th,  for  the  sup- 
ply of  mechanical  rakes  and  appurten- 
ances for  the  Gage  Avenue  pumping  sta- 
tion.   Engineer,  A.  F.  Macallum. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  May  9th  for  the  supply  of  two 
gasoline-driven  diaphragm  pumps.  Speci- 
fications at  Room  6,  City  Hall. 

CONTRACTS  AWARDED 

Halifax,  N.S. 

The  City  Council  have  let  the  follow- 
ing contracts  for  supplies: — cast  iron 
pipe,  Drummond  McCall  &  Company,  38 
Victoria  Square,  Montreal;  castings, 
Dartmouth  Foundry  Company,  Maple 
Street,  Dartmouth;  lumber,  Brookfield 
Brothers,  Limited;  cement,  J.  C.  Calder, 
Central  Whtrf;  brick,  Rhodes,  Curry  & 
Company,  Windsor  Street;  drain  pipe, 
E.  F.  Stevens,  16  Prince  Street. 

Kingston,  Ont. 

I  he  City  Council  have  awarded  a  con- 
tract for  the  supply  of  refined  asphalt  to 
the  Aztec  Oil  &  Asphalt  Refining  Com- 
pany, 83  Craig  Street,  Montreal,  at  $36.31 
••  per  ton. 

Montreal,  Que. 

The  Harbor  Commissioners  have 
awarded  the  following  contracts: — ce- 
ment, Canada  Cement  Company,  Ltd., 
Herald  Building,  Craig  Street  W.,  sand, 
Canada  Sand  &  Gravel  Company,  Ltd., 
486  William  Street;  broken  stone,  Rog- 
ers &  Quirk,  1701  Iberville  Avenue;  rails 
an<l  angle  bars.  Dominion  Bridge  Com- 
pany, Ltd.,  Lachine. 

Ottawa,  Ont. 

The  Ontario  Motor  Car  Company,  39 
Queen  Street,  and  the  General  Supply 
Company,  Sparks  Street,  have  each  been 
awarded  a  contract  for  the  supply  of  a 
fiusher  for  the  City  Council.  Prices, 
$7,150  and  $7,800  respectively. 

The  Ottawa  Improvement  Commission 
have  awarded  the  following  contracts  for 
supplies: — cement,  Wright  &  Company, 
35  Garneau  Street,  Hull;  sand,  Rideau 
t.'anal  Supply  Company,  Canal  Basin; 
lumber,  McAuliffe  Davis  Lumber  Com- 
pany; hardware,  McDougalls  Ltd.,  Sus- 
sex Street. 

Quebec,  Que. 

The  City  Council  have  let  the  following 
contracts  for  supplies: — stone,  Quebec 
lirick  t.'ompany,  Quebec  Railway  Build- 
ing; stone  dust,  J.  J.  Tierney,  304  Ror- 
chester  .Street;  lumber,  J.  PI.  Gignac  & 
Son,  143  Church  Street,  N.  Gignac,  68  La 
Lenient  Street,  E,    A.    Hooks,    40  St. 


Francois  Street,  and  O.  S.  Chalifour, 
Prince  Edward  Street. 

Winnipeg,  Man. 

The  City  Council  have  awarded  the 
contract  for  supply  of  the  cast  iron  pipe 
to  C.  E.  Chown,  147  Bannatyne  Avenue. 


Late  News  Items 

Berlin,  Ont. 

Reitzel  Brothers,  Allan  Street,  have 
been  awarded  the  contract  for  all  work 
except  heating,  plumbing  and  electrical 
work  required  in  the  erection  of  a  factory 
for  the  Onward  Manufacturing  Com- 
pany, King  Street  W.  Approximate 
cost,  $10,000. 

Hamilton,  Ont. 

The  general,  masonry  and  steel  con- 
tracts for  the  erection  of  a  block  of  stores 
and  apartments  for  J.  A.  Morrow,  317 
Caroline  Street  S..  have  been  let  to  D. 
Tope,  191  Robinson  Street.  Approxi- 
mate cost,  $30,000. 

Hull,  Que. 

The  City  Council  will  shortly  call  for 
tenders  on  the  installation  of  a  temporary 
plant  for  treating  the  water  and  will  also 
have  plans  prepared  for  a  permanent 
filtration  plant,  to  cost  approximately 
$300,000.     Engineer,  J.   P.  A.  Laforest. 

Kenogami,  Que. 

Price  Brothers  &  Company,  Limited, 
56  St.  Peter  Street,  Quebec,  are  con- 
sidepng  extensions  to  their  lumber  mills, 
to  cost  about  $300,000.  Architect,  A. 
Whipple.  Concrete  construction  is  prob- 
able. 

The  Town  Council  are  having  plans 
prepared  for  i  Town  Hall,  estimated  to 
cost  $10,000.  Architects,  Syndicate  des 
Engineers  des  Saguenay,  Chicoutimi. 
Steel  and  brick  construction. 

Quebec,  Que. 

J.  Lafrance,  31  Plessis  Street,  has  com- 
menced the  erection  of  a  residence,  esti- 
mated to  cost  $8,000.  Brick  and  concrete 
construction. 

The  Quebec  Harbor  Commissioners, 
Pointe-a-Carey  Wharf,  have  let  the  gen- 
eral contract  for  the  erection  of  a  freight 
shed  and  grain  galleries  to  J.  Gosselin, 
96  St.  George  Street,  Levis. 

The  contract  for  the  erection  of  a  resi- 
dence on  Cartier  Street  for  H.  M.  Cote. 
631  St.  John  Street,  to  G.  Cantin,  32 
Lee  Street.  Approximate  cost,  $18,000. 
Brick  construction. 

The  general,  masonry  and  carpentry 
contracts  for  the  erection  of  a  factory  on 
Ste.  Helene  Street  for  the  Dominion  Cor- 
set Manufacturing  Company  has  been 
awarded  to  M.  Cauchon,  307  Richardson 
Street.  Brick  and  stone  construction. 
Approximate  cost,  $50,000. 

Radison,  Sask. 

R.  M.  Thompson,  Masonic  Temple. 
Saskatoon,  is  preparing  plans  of  a  school 
estimated  to  cost  $14,000.  Brick  and 
concrete  construction. 

Sherbrooke,  Que. 

Ths  Catholic  Board  of  School  Commis- 
sioners are  having  plans  prepared  for 
an  addition  to  the  school  on  First  Ave- 
nue, to  cost  about  $15,000.  Brick  and 
stone  construction.  Architect,  J.  W. 
Gregoire,  119a  Wellington  Street. 

Toronto,  Ont. 

G.  Ferrier,  303  Danforth  Avenue,  is 
receiving  tenders  on  the  erection  of  a 
garage,  estimated  to  cost  $6,500.  Steel 
and  brick  construction. 
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John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  WelU  &  Gray) 

President  Phone  Main  102 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.    C.  Complete  joint,  tightened  and  caulked. 

"Tliere's  a  reason"  for  the  inside  ring. 
Write  us  for  information  and  testimonials. 
560  Pacific  Street  VANCOUVER.  B.  C, 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


MARSH  AND  HENTHORN 

MODERN 

HOISTING  MACHINERY 


M  &  H  Hoisting  Engine  driving  Piles  In  Harbor  at  Port  Weller,  Ont. 

Standard  Machines  in  stock.     Prompt  shipments. 
Prices  moderate 

Marsh  &  Henthorn,  Limited 

Belleville,  Ontario 

Sales  Asenti:     Mussens  Ltd,  Montreal 


WOOD  STAVE  PIPE 

2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


72  in.  I.  D.  Wood  Stave  Pipes. 


Write  for 
Illustrated  Literature 


PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  •  VANCOUVER,  B.C. 


Jambs  Thomson,  Praaident. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Saoretai^. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds  ^ 

.  1  ^  inches  to  60  inches  diameter. 

Of  Waterworks  Supplies.  f^,  ^v^ter,  Gas,  Culvert  and  Sewer 

HAMILTON.  ONT. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder 


(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Larg-e  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming^  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


PIAL' 


CAilllMMllTS  f@E 

mn  OF  mm 


'Mlt  ©IL  C?  Imtm 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 


April  36,  1916 


THE   CONTRACT  RECORD 


53 


Fig.  C  21.    Mantel  Clock 


ARTISTIC  MERIT 

as  well  as  accuracy  in 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  corredl  design 
at  the  right  price. 

One  mafler  transmitter  con- 
trols any  number  of  dials, 
irrespedlive  of  size  or  posi- 
tion and  never  wants 
winding. 

Architects,  Engineers  and 
all  interested  in  Corre(fl 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 

W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 


9 


A  large  manufacturer  of  gas  ranges  uses  the  Prest-O-Lite  Pro- 
cess for  welding  pipe  on  to  gas  burners.  Many  times  faster 
tlian  tapping.     Has  welded  215  per  hour. 


Improves  Quality  in 
Metal  Manufacturing 

Somewhere  in  the  manufacture  of  your  product 
you  can  utilize  the  superior  quality  and  decreased 
production  costs  that  oxy-acetylene  welding  makes 
possible. 

Thousands  of  progressive  manufacturers  are  now 
making  these  savings.  From  roller  skates  to  metal 
furniture  oxy-acetylene  welding  is  playing  an  im- 
portant part  in  the  manufacture  of  a  better  grade  of 
article  and  is  simplifying  production  as  well. 

lhi(|uestionably  many  riveted  joints  and  thread- 
ed unions  on  your  product  can  be  replaced  by  welded 
juiuts  at  less  cost.  You  secure  the  added  quality 
of  the  welded  joint  at  no  extra  expense. 

By  having  o.\y-acetyIene  welding  equipment  close  at  hand, 
you  can  make  instant  repairs  of  broken  or  worn  machine 
parts  right  in  your  own  shop,  avoiding  expensive  delays  and 
replacements. 

Wherever  two  pieces  of  metal  are  to  be  joined,  the  best 
and  cheapest  solution  is  offered  by 


l'".iii|ilnys  both  gases  (acetylene  and  oxygen)  in  portable 
I  yhndcrs.  Prest-O-Ute  Dissolved  Acetylene  (ready- 
made  carbide  gas)  is  backed  by  Prest-O-f^ite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
(|uicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  inciu'red  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  liigh- 
giade  welding  apparatus  for  $75;  acetylene  service  at  addi- 
tional cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the 
purchase  of  a  special  cutting  blow-pipe.  Thorough  instructio'" 
aic  furnished  free  to  every  user — any  average  workman  who 
understands  metals  can  learn  the  process  quickly. 

Why  delay  investigation  of  this  valuable  process  for 
your  metal  manufacturing,  construction  and  repair 
work?  Thoroughly  illustrated  oxy-acetylene  weld- 
ing and  cutting  literature  sent  free  on  request. 

The  Prest-O-Lite  Co.,  Inc.,  Dept  e  a 

Tlie  World's  Larg'est  Makers  of  Dissolved  ^fl '^ijy 

Canadian  Main  Office  and  Factory  TfS  V  Pi 

MERRITTON,  ONTARIO  -iMMllf 

Factory  Branch  —  WINNIPEG,  Man.  j  yMK^O 

53  Branches  and  Charging  Plants 
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FIRE  BRICK 

in  every  grade  and  shape  to  suit  every  type  of  furnace 
or  boiler  setting  provided  in  the 

Elkcoy  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands.  Details  concerning  them  are  contained  in  our 
booklet  "Refractory  Efficiency  Engineering"  which 
will  be  sent  on  application. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  BIdg., 


HAMILTON,  ONT. 


Pompeian 
Balls 


Write  for  prices  on  Ornamental 
Molds 

We  can  supply  4'  and  6' 
Columns,  Capitals,  Spin- 
dles, Balls,  Lawn  Vases, 
Chimney  Molds,  etc. 

Ideal  Concrete  Machinery  Co. 

Box  250,  Windsor,  Ont.  Limited 


Grecian 
15  "-6" 
Diam. 


CANADIAN  BRASS,, 


COMPANYlimiteix 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


MADE 

IN 
CANADA 


^  Write 
us  for 
Catalog 


Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 
Prices  Reasonable— Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
■bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trutt  &  Savings  BIdg. 
INDIANAPOLIS.  IND. 
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''Hammer  Brand'' 

Hard  Wall  Plaster 


[t  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


Another  Triumph 

A  Ford  Meter  Tester 
for  $45 


The  "Baby"  Ford  is  a 
real  triumph,  for  it  pos- 
sesses all  the  high  quality 
of  every  Ford  product. 
The  secret  of  the  low  price 
is  due  to  the  simplicity  of 
construction.  This  sim- 
plicity enables  you  to  test 
your  meters  rapidly  and 
accurately.  That  means 
time  and  money  saved. 
The  "Baby"  Ford  elimin- 
ates troublesome  fittings, 
hose  and  other  useless 
contraptions. ' 

The  "Baby"  Ford  will 
pay  for  itself  in  increased 
water  receipts.  Let  us 
show  you. 

Write  for  details  now. 

The  Ford  Meter 
Box  Co. 

Wabash,  Ind. 


True  Building  Economy 

True  economy  in  building  construction  is  procured  by 
using  roofing,  siding  and  accessories  which  are  cor- 
rosion-resisting, fireproof,  lightning-proof  and  wealher- 
proof.    Such  material  is 

Rust  and  Corrosion-resisting 
Roofing,  Siding  and  Accessories 

An  inferior  material  costs  just  as  much  to  apply  as 
Toncan  Metal  Roofing,  Siding,  etc.  Then,  while  you 
are  at  it,  why  not  specify  material  that  will  reduce  the 
maintenance  expense?   Toncan  Metal  will  do  it. 

Other  uses  for  Toncan  Metal: 


Conductor  Pipe 
Eaves  Trough 
Ventilators 
Skylights 
Blower  Systems 


Shingles 
Tanks 
Melul  Lath 
Cornices 
Window  Frame 


Get  this  Book"^ 


THE 

PEDLAR  PEOPLE 

LIMITED 

Oshawa,  Ont. 

Canadian  Distributors 

The  Stark  Rolling 
Mills  Co., 

Canton,  Ohio 

Sole  Makers 


The  Pedlar  People  Ltd. 

Oshawa,  Ont. 

Send  me  withotit  cost  or  ob- 
ligation a  copy  of  "Corrosion 
—The  Cause— The  Effect— The 
Remedy". 


Name 


Address 
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The  Low  Cost/^ 


of  installation  and  the 
almost  total  absence  of 
maintenance  expense 
make  the 


RicwiL  METHOD 

the  choice. of  the  great  majority  of  engineers,  architects  and 
contractors,  who  have  had  occasion  to  study  the  installation 
of  underground  steam  and  hot  water  pipes. 

Ask  for  the  reasons  and  for  definite  data  on  any  specific 
class  of  work. 

THE  Ric-wiL  COMPANY 


640  New  England  Buildins 


CLEVELAND.  OHIO 


Contractors 


RUSH! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity? 

H  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  affected  by  Wind,  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

Used  by  All  leading  Contractors  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTR.\CT()R  of  the  CARBIC  FLARl' 
L1GHT.S'  ability  and  we  will  stand  by  his  words. 

Write  or  wire  for  iniiiiediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 


Stilwell  Feed  Water  Heaters 

Class  *'0'*  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  float  controlled  or  water  seal  overflow  as  may  be 
necessarv.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

We  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


''Meaford'' Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.   Nicliolas  Street,  Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

Britisli  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


Tenders 


A  few  dollars  spent  in  advertising 

your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollan. 


ACME 


FOR 

StONE, ORE, ROCK 

THE  MOS  T  EFFICIENT 

FOR  ALL  5EFtV/C£S 

CONCRETEtTAR  MACADAM  MACHINERY  jSifP 
CYRATORr& ROLLER  CRUSHERS  *• 

CO.ODWlN,aARSBY&  C5  LEICESTER  ENG. 
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E  goods: 


Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA    WIRE    &  IRON', 
 GOODS  CO.,  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  ilhistrates  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  Weld. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


■4 


ATWOOD  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Repreiented  by  W.  M,  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
mg  rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg.  Ontario,  130  Janrt  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  V'orlf,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Built  for  C.P.R. Montreal   Ciiicago,  111.  Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

t  li. 

ii 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 

Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  **Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manulacturara  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      •  Canada 
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Increase  Your  Derrick  Output 

by  equipping  your  derricks  with 
PAKE  motor  crabs  which  posi- 
tively take  the  delays  out  of 
operation.  There  are  no  dead 
centers  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 
MOTOR  CRABS 

Start,  stop  and  reverse  instantly. 

Write  now  for  catalog:  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal— Mussens,  Ltd.   Toronto-A.  R.  Williams  Machinery  Co.,  Ltd 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


A:r3uTe:"  standard  steel 

Alwaysin  stock      CONSTRUCTION  CO. 

Reinforcing  Bars  LIMITED 

"Self-Sentering"  WELLAND       -  CANADA 

Corrugated 
Sheeting 

Send  for  Stock  List 


Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 
Phone  or  write  us  for  quotations  when  you  are  in  the  market. 
Ofltice-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  OiBce  North  j  gyg     Eveningt,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(Manufacturers of  Enameled  Briclc  exclusively) 
1182  Broadway,   New  York. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


HcaA  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  aU  kinds,  Moorinc:  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost --Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


iKuilding  Material^l 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 

quickly  and  straight— they  never  run 

askew.     They  are  stamped  on  steel 

dies  with  Machine-Cut  Beads  and  the 

joints  are  snug  and  neat.    The  labor 

you  save  in  laying  our  ceilings  makes  a 

nice  profit  in  itself. 

THE  QUALITY  HOUSE  IS  SAFEST-THINK 
OF  SAFETY  FIRST 


The  Metallic  Roofing  Co. 


ygy  f  V  V  y  v  V ".'  >.■  ii  n  n'    »  » »' » t  v  t  twmam 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 

Send  for  special  Tank  and  Tower  Catidogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  1,1  ME,  AND  liRICK 
Cement — delivered  in  5-ban  el  lots,  $1.85  per  bbl. , 
with  bags,  $2.25;  car  lots,  $1.35  on  Ibe  track, 
with  pkgs.,  $1.75. 

Lime — grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  tlie  ware- 
bouse,  white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $S.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported.  $25  to  $35;  local  Rug.  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.     T,ots  over  100,000  $55. 

Concrete  brick  —  Ouolations  f.  o.  b.  Toronto: — 
White  $52.  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  S>ND.  AND  GRAVET, 
Toronto  prices.  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in..  $1.25;  fi-in.. 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER   (BUILDING  MATERIAL-) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft.. 
.$22,  IS  ft..  .$23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  .$22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in..  $27;  1-in.  by  S  in.. 
.$29;  1-in.  by  10-in..  .$30;  1-in.  by  12-in.,  $.30 
to  $32;  2-in.  by  4-inr  to  13-in.  white  pine. 
12  ft.  to  16  ft.  long,  .$26  to  $.31;  Vt.  by  6 
and  10-in.  pine  shelving,  $33  to  .$.36;  ^  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $.35;  No.  1  spruce  flooring,  $27;  No. 
flooring.  $.35;  No.  1  spruce  flooring.  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto.  $2;  Sin.  pine 
base.  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  .$3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  .$6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

■  Dimension  Timber  (H.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  x  14,  14  X  16,  $.38.00;  10  x  16, 
12  X  16,  16  X  16,  14  x  18,  IS  x  IS,  20  x  20, 
■^.38.50;  12  x  18,  IS  x  20,  .$.39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
pi  ices  apply  to  .32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  30  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel   and    Iron   Bars    $2.00  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
•  .$3.50;   small   si/cs  $3.25. 


Steel  Plates-  tank  and  Imiki,  .f:;.,">ll  ]Kr  KM)  lbs.; 
;i  in.,  5'10  ill.  and  i,s  in.,  ^ill.fiO  pri  KM)  lbs.; 
.yaiiBC  plates.  No.  10,  12,  14,  $l.nO  per  10(1 
His.  ;  lilack  .^nlcrican  bessciiu'r  plates,  '2S 
yaiiKC  $:!.7.%  lu  $4.(10  per  KM)  II, s. 

Galvanized  iron  -2.S  gauge  ^i.bO  to  $7.00. 

Cast-iron  pipe— Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $.34  per  net  ton;  6-in.  to  12- 
in.  $.33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.:  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
•  m.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  OSc.  per  ijal.  ;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3..50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lh.  tins,  .$4.00  per  100  lbs.;  steel  sash 
putty.  $4. .50  per  100  lbs.;  turpentine,  in  bbls., 
80c.   per   Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks. 
Lime — Hydrated,  $14  per  ton ;  lump,  $8. 
Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 

Maniranpse  rustic.  $20;  buff  rustic.  $20;  red 

rnslic    No.    1,   $14;    red    rustic    No.    2.  $12; 

bnff    (snioolh).    $21;    buff    (rouglO.   .$25;  C. 

I'.   R.  .""inc.  extra  CNCcpl   for  plastic.  Dninin- 

iiin  silicalc,  Isl  (piality,  $13;  second  ([ualily, 

$10.50;   all   f.o.b.  Montreal. 
Concrete    Brick— grey    $22,    red    $22,    buff  $23, 

white  .$45,   plain   pressed  $12  per  thousand. 

all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
.Straight    pipes    (per    foot) — not    reinforced.  Sin. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  IS-in.  74c.     Reinforced.  IS-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  .36  in.  $2.40; 
42-in.  $3;  4S-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  J^-in.,  $1,65;  -J^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 

Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 

Steel  angles — .3-in.  x  3  in.  and  up,  $3,50,  1  in. 
X  1  in  X  %  in,,  25c.  extra;  \i  in.  x  14  in. 
x  5^  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $4.00.  Circular  i)latcs— 
Flange  nualitv.  .30  in.  dimension  and  over. 
$4.2.^1 ;  under  .30  in,  diinenvions,  $4,7.^i,  r.c'^iiis 
and   cliaiinels     I'nder  .35  lbs,   per   yd,.  $4.00; 

li  s.  per  yd.  and  civei,  $3.75;  f.ii.b.  Mont- 
real, net  cash.  Coirn.galed  iinii  26  gauge, 
.$6.00;  2S  gauge,  .$5,.50  per  100  s(|.  feet.  Cup- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gaugiie,  .$4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9  in.,  70c;  lO  in.,  80c;  12  in.,  $1; 
24-in.,  $3.25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  .$3.20,  $4.00,  $1.3:    Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1,60,  $2,50,  $3.15,  $3.60, 
.$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2M  ft.,  $2,  .$3,  .$4,12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— ,$2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  manilla,  17c. 
basis;  African  hemp,  17c.;  sisal  rope,  13c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil- 
in  barrels,  OSc.  per  gal.  of  9  lbs.  Raw 
linseed  oil— in  barrels,  95Hc.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime— Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  .$52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
^■in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivtery  south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1,85  per  cu.  yd. 
Gravel— Per  yd.,  delivered,  $1.85. 

Crushed  Granite— 1^2  and  2-in.,  $2.65;  )4-in.  and 
1-in.,  $2.90;  J^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  .$38;  6  in.,  ,$40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  f^r,  edge  grain,  3  in.. 
.$60;  4  in.  and  6  in.,  .$55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $.32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $.33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $.32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10.  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  .$.39;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  IS  X  IS,  20  x  20. 
.$40;  6  X  14,  8  x  14,  12  x  1,8,  18  x  20,  .$42;  6 
X  16,  6  X  18,  6  X  20,  8  x  16.  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  (o  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $.3.70  per  100 
ft.  5j4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3,50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  .$2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warahouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM.  ONT. 


Sale*  Offices  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  18}/^  cents;  S  in.,  .30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  .$1.00;  20  in., 
?1.50;  24  in.,  .$2.00. 

SUN])RIES 

Hard  Wall  Plaster— Unsanded,  $13  per  ton  ;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.  ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl.  ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  SO 
cents  per  gal.  Mi-xed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  e.xtra;  fine  white,  .$7.50  per  bbl.  of 
300  lbs.  ;  superfine,  white,  .$0.50  per  bbl.  ; 
wliite  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,   sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Coninioii  red  brick,  $]0..5()  to  $13.00  f.o.b. 


warehouse;  $10,50  to  $13.00  in  car  lots  f.o.b. 
X'ancouver;  pressed  red  brick,  $.30  f.o.b.  wharf 
Vancouver;  pressed  bufif  brick  $40  at  ware- 
house; $.33  in  car  lots;  tapestry  brick,  .$45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $.35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — r.iick  and  [ilaslcr  saii<l  $1.,35  per  cii.  yd. 
f.o.b.  bunkers. 

Gravel — $1.75  per  yard  delivered. 


LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
IG  X  16  to  20,  S  X  20,  $13  to  $15  squares. 

Coijimon  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  .$.3,00  base;  structural  sec- 
tions, $4.50  to  $5,00. 

Galvanized  iron — 2S  ■,>auj;e,  $7,2.%  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square, 
r.lack  steel  slieets,  24  gauge,  .$4.f>.5  jier  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
per  100  lbs,,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f,o,b.  warehouse: 
4-in.,  i2'/2C.  per  ft,;  6-in„  21c  ft.;  Sin..  30c 
ft.;  10-in,,  40c  ft.;  12-in.,  50c  ft.;  15-in  , 
$1.05  ft.;  18-in..  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 
Hard  wall  plaster — $15,00  in  car  lots  f.o.b.  V  an- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $1S.OO  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  squaie,  f.o.b. 
Vancouver. 

Rope — Manilla,   full   coil,   16c  basis;   2nd  grade, 
Hyic  basis;  sisal  rope,  12j4c  basis. 


PAINTS  AND  OIL^5 
Mixed  Paint— Per  ual.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14,00  to  $17.00  per 
KMI  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.12  per  gal.  of  !) 
lbs. 

Raw  linseed  oil  In  bbls.,  $1.10  per  gal,;  red 
lead,  drv,  $14,011  to  $1.''>.00  per  100  lbs,; 
putty  in  bulk,  bbls..  .$4.<I0;  putty  in  2.5-lb. 
tins,  $4.S5;  turpentine,  in  bbls,,  $1,00. 


HeponbeT 

PAROID 


ROOFiNG 


"iv**"'  «»»•  Ctb.  »•-»» 

!Und  on  0" 


ROOF  with  PAROID 

Buitders  and  Contractors  who  have  never  used  NEPONSET 
PAROID  ROOFING  can  safely  use  it  on  factories  and  large 
buildings  of  all  descriptions. 

NEPDMBET^ 

Paroid 

ROOFING 

is  most  carefully  made  to  ensure  long  and  satisfactory  service 
—  a  quality  product,  through  and  through,  with  a  record  of  i8 
years'  satisfactory  service.  Made  in  three  colors — Red, 
Green  and  Grey. 


BIRD  &  SON     Dept.  K. 

HAMILTON,  ONT. 

Warehouses— Winnipeg,  Vancouver,  Calgary, 
Montreal,  St.  John,  Edmonton 


The  Largest  Manufacturers 
of  Roofings,  Wall  Boards  and 
Roofing  Felts  in  Canada. 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 


Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


"BEATTY" 

Hoisting  Engines^  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

1 —  7  X  12  Double  Cylinder,  Double  Drum  HOIST  with  boiler 

2 —  6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 

2 — 6^  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  }4  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from       x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.       -Agents-       ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.B.  KELLY-POWELL,  LTD  McArthur  Bldfc.  Winnipeg-,  Man. 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &:  Power 

Civil  Eng'ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Waier  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740  41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
boat's  bottom. 


on  a 


Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
llVi   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moflfat, 


Robert  W.  Hunt  &  Co. 

Limited 

Coniulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      •  •  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


ALL  BUILDING  WORK 
LARGE  Oft  SHALL. 
RECEIVES  OUR 

BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
QARBAQE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Plione  Office  and  Works: 

Main  W)i  W>6  H'^  Ksplaiiade   K.,  Toioiilu 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCUTC  SECURED  OR  OUR 
rA  I  Cil  I  O         FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
liave  personal  interviews  with  Examiners, 
tluis  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  wlio  realize  the  advisability  of  hav- 
ing their  Patent,  business  transacted  by 
Experts.     Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys         Ottawa,  Canada 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


STANLEY  LIOHTFOOT 

BEC  D  PATENT  SOLICITOA  AND  ATTOBNIY 
LUMSDEN    BLDG.("Jy'^^{;")  TORONTO. 
NEW  BOOKLET  OF  COMPLETE  (NFORMATION  FRCK 

..•..T.ON  T».>   rA>i>>  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauch«ti«re  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 
Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports 
Represented  at  New  York   Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 


April  26,  1916 


THE   CONTRACT  RECORD 


Continuous  Kilns 

for 


B 


ESSENER 
LOCK 


The  Permanent  Paving 

(No.  3  of  a  Series  on  "  The  Making  of  Be««emer  Block") 

Contimious  kilns,  of  the  most  modern 
design,  help  us  to  give  you  BESSEMER 
BLOCK  of  uniformly  high  strength  and 
wearing  quality.  First,  the  exceptional 
quality  of  Bessemer  shale  ;  then  the  care 
used  in  stripping  off  the  surface  soil  ; 
linally  the  modern  plant  for  burning  and 
handhng  F^ESSEMI'LR  BLOCK  —  all 
combine  to  give  you  the  kind  of  material 
yon  need  for 

PERMANENT  PAVING 

Write  for  the  ftill  story  of 
BESSEMER  BLOCK 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Members  of  the  Nat'l  Pav.  Brick  Mfrs'.  Assn. 

PLANTS  AT  BESSEMER,  PA. 
Largest  Paving  Block  Plant  in  the  World 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     '■  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  lildg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  .Representatives  :  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  93S  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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CANADIAN  LONG  SERVICE  TOOLS 

Forges  —  Blowers  —  Drills 

The  standard  by  which  all  others 
are  judged 


Made  in  Canada— Built  for  Service 

We  are  the  largest  manufacturers  of  Black- 
smiths' Tools  in  the  British  Empire.  You 
should  have  our  catalog.     Write  for  a  copy. 

Canadian  Blower  and  Forge  Company,  Ltd. 

Berlin,  Ont. 

ST.  JOHNS    MONTREAL    TORONTO    WINNIPEG  VANCOUVER 


152 


SPRING  IS  HERE 

and  you  are  likely  considering  the  ove;hauling  and  extension  of  your  Waterworks  Systems  and  we 
take  this  opportunity  to  bring  before  your  notice 

THE  "MUELLER" 

EXTENSION  SERVICE  BOXES 

which  have  solved  a  vexatious  problem  for  many  waterworks  engineers  and  municipalities. 

They  are  VANDAL  PROOF  and  DIRT  PROOF.  The  experts  designing  these 
boxes  successfully  combined  the  good  points  of  the  various  boxes  upon  the  market,  and  entirely 
eliminated  all  the  objectionable  features. 

The  Mueller  Service  Box  we  consider  perfect.    We  invite  your  investigation. 

WRITE  us  FOR  CATALOGUE  AND  PRICES 

We  also  manufacture  a  COMPLETE  LINE  of  WATERWORKS  GASWORKS  and 
PLUMBING  BRASS  GOODS  and  into  each  individual  piece  is  worked  the  MUELLER 
policy  of  giving  you  full  value  in  SERVICE  and  in  QUALITY. 

Muelley  Brass  Goods  are  tested  under  200  lbs.  Hydraulic  Pressure 
(Did  unconditionally  guaranteed 

IVIade  in  Canada  by  Canadian  Workmen 

H.  MUELLER  MFG.  CO.,  LIMITED 


Arch  and  Minneapolis 
patterns 


D-22000 


D-22002 


SARNIA,  ONTARIO 

Makers  of  High  Grade  Water,  Plumbing  and    Ga*  Brass  Goods  and  Jobbers  of  General  Plumbind  Supplies 
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The  Modern  Way 
To  Clamp  Forms 

Look  at  the  illustration  and  contrast  this  strong 
sure  wire  clamp  with  the  old  and  inadequate 
method  of  clamp  forms. 

The  picture  tells  the  story.  Plate  and  loop  the 
wire  over.  Thread  up  the  wire  on  the  spindle — 
and  tighten  up — the  ratchet  holds  it  taut.  The 
wire  can't  slacken. 

Made  of  two  simple,  strong  cast  iron  parts,  and 
a  wrench  is  furnished. 

Write  for  a-  price  list  and  circular. 
Agents  wanted  in  open  territory. 

Peerless  Form  Clamp  Co. 

407  N.  8th  St.,  St.  Louis,  Mo. 

Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 
Sales  Agents  for  City  of  Winnipeg  and  Provinces  of  Ontario,  Quebec,  New  Brunswick  and  Nova  Scotia 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  al.so  build 

Steel  Structures 

to  support  them. 

Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE.  QUE. 
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Every  Motorist  Should  Carry 


our 


"  Dominion 
Autowline  " 

If  you  want  your  car  towed  use  the 
only  .STEEL  Towing  Line 

Weight  6  lbs.  Diameter  i  ft. 

Goes  under  a  cushion. 


Inexpensive 


Durable 
MONTREAL 
WINNIPEG 
ST.  CATHARINES 


If  you  are  in  need  of  a 

SCRAPER  BUCKET 
EXCAVATOR 


Let  us  quote  you  for  a 


MARION*'      Immediate  Shipment 


Keystone  Blast  Hole 

DRILLS 


for 


Big  Blast  Holes 

With  or  Without  Traction 


HEAD  OFFICE 


MONTREAL 

Branch:-St.  Catharines,  Ont. 


Vol.  30 


Toronto,  May  3.  1916 


No.  18 


Continuous  Wood  Stave  Pipe 

Wire  Wound  Wood  Pipe,  Wooden  Tanks 
Silos,  Creosoted  Wood  Conduit 
for  Underground  Cables 


A  Recent  Installation— 72  in.  Inside  Diameter  Continuous  Wood  Stave  Pipe  for  310  ft.  Head. 

Wood  Pipe  and  Tanks  made  in  all  sizes — for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 
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Improved  Steel  Champion  Reversible  Road  Machine 


WRITE  FOR  CATALOGUE 


.  ..1.^,       .  ,.,ii,i,irliffflL 

Manufactured  by 


The  Dominion  Road  Machinery  Co,,  Limited 

A  Full  and  Complete  Line  of  Road,  Street  and  Contractors'  Machinery  and  Supplies 

Goderich,  Ontario 


Large  Capacity 
Derricks 

We  can  deliver  steel  g'uy  der- 
ricks up  to  50  tons  capacity.  Our 
derPicks  are  made  in  Canada  by 
the  power  of  Niagara.  Nothing 
but  the  best  materials  enter  into 
their  manufacture.  We  manufac- 
ture derrick  irons  for  wooden 
derricks  in  all  sizes. 

Ask  us  for  literature  and  prices. 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 


May  3,  1916 
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RUBBER  HOSE 

For  more  than  fifty  years  we've  been  manufacturing 
Rubber  Hose,  and  to-day  our  brands  are  recognized 
as  the  standard  by  which  Rubber  Hose  is  judged. 

Wle  manufacture  Hose  for  every  use,  including : 

STEAM  HOSE      WATER  HOSE 
FIRE  HOSE  OIL  HOSE 

SUCTION  HOSE    DREDGING  HOSE 
GARDEN  HOSE    SAND  BLAST  HOSE 
PNEUMATIC  TOOL  HOSE 

If  you  are  not  getting  the  service  you  want  from 
your  Hose,  let  us  show  you  what  our  brands  will  do. 

WRITE  OUR  NEAREST  BRANCH  OR  DIRECT 
TO  THE  HEAD  OFFICE 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.Q. 
28    Service**  Branches  throughout  Canada 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


IIMITED 


VALVt-HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious .Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    4!S3  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 


Construction  of  Masonry  Dams,  by  Chester  W.  Smith, 
lished  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00. 


Pub- 


Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Tiiigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical    Mathematics   for    the    Engineer   and    Electrician,  by 

Elmer  E.  Burns  and  Joseph  d.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,   illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  bv  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany,    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  (Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  lS(i  illustrations.  Pub- 
lished hy  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
I'tiS  iiages.     Price  $3.00. 
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Architects       Engineers       Public  Authorities 

British  Columbia  Douglas  Fir 

is  UNEXCELLED  for 

Heavy  Construction      Mill  Construction 
Harbour  Works       Warehouses  Factories 

and  all  work  requiring 

Strength       Durability  Dependability 

British  Columbia  Douglas  Fir  is  obtainable  in  the  largest  sizes  required. 
Full  ixiformation,  including  Strength  Tests,  will  be  gladly  furnished  free  on  application 

B.  C.  LUMBER  COMMISSIONER 

Phone  M.  1188  Excelsior  Life  Building,  Toronto  and  Adelaide  Sts.,  TORONTO 


TurnbuU 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


The  TurnbuU  Elevator 

Mfg.  Company 

TORONTO,  ONT. 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Plait  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Worl<s 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 

Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co., 


F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Eeatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

■Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Brick 

American  Enamelled  Brick  Co. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
.Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield    Engineering  Co. 


Brick  Machinery  and  Supplies 
.SlieUlfuis  Limited 


Bridges  (Sceel) 

('an.'jdian    Bridge  Company 
(  an.  Chicago  Bridge  &  Iron  Wks. 
JJisMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnnn  llolmcs  &  Co. 
Manitoba  I'.ridge  &  Iron  Works 
Maritime  Bridge  Company 
.National  Bridge  Company 
Pittsburgli-DesMoines  .Steel  Co. 
Structural  Steel  Company 
.Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
.Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  ("*o. 

Car  Wheels 

-Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

11.   C.    Liniilier  Conimissionei- 

Cement 

.Alfred   Rogers,  Limited 
liritnell  &  (.'omi)any 
Canada  Cement  Company 
Uogeis  .Supply  Company 

Cement  Waterproofing 

Palerson  Mfg.  Company 

Centrifugal  Pumps 

lioving  Hydraulic  &  Engineering 
Company 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 

Reatty  &  Sons,  M. 

Cold  Storage  Insulation 

-Armstrong  Cork  Company. 
Can.  II.  W.  Johns-Manville  Co., 
Limited. 

Concrete  Block  Machines 

Ideal  Concrete  Macliineiy  Co. 
London  Concrete  Macliinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edonard 

Concrete  Culvert  Pipe 
Blair.  B. 

Dominion   Conciete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

I'^.xeter  Manufacturing  Comi>aiiy 

Goold,  Shapley  &  Muir  Co. 

lloid<ins  &  Co.,  F.  U. 

Ideal  Concrete  Macliinery  Co. 

London  Concrete  M.m  liiiit-i-y  Co, 

Wettlanfer  Bros. 

Woodstock  Conc-rclf   Mmli,  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.    II.   W.  Johns-Manville  Co. 
CoMduits  Comiiany,  Limited 
Kit'-wiL    Undergiound  Pifie 
t  overing  Comj^any 

Contractors 

.\nglins  Limiteil 

Gray  Construction  Co.,   jofin  \'. 

Contractors'  Lights 
l'"oster,  W.  L. 

Contractors'  Plant  &  Supplies 
lieatly  &   Sons,  M. 
Itoving  Hydraulic  ^i:  Engineering 

( Company 
Can.  Fairbanks-Morse  Company 
Canadian    Kr|iii|>ni<iit  Company 
I  )ake  Enginr  (  niii|j;niv 
Dominion  Kuail   .Machinery  Co. 
Goodwin,    Harsby  Comjiany 
Marsh  &  Henthorn 
Meaford  Wheelbai  i ow  Company 

Conveyor  Belting 

Dnnliii,  Tiic  iV   Unblici  ('(niijiaiiv 


Conveying  Machinery 

(ioodwin,  Barsby  &  Company 
Sturtevant  Co,  of  Can.,  Ltd.,  B,  F 

Core  Drills 

Can.  Ingersoll. Rand  Co.,  Ltd, 

Corrugated  Iron 

Can.  II.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Plait  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &■  Company,  F.  XL 
.Northern    Crane  Works 
( >sgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   .Stone  Corpoia- 
lion 

Canadian   Etiiiipment  Comjiany 
Ciusbed  Stone,  Limited 
llagersville   (Vmlracting  Co. 
Rogers  .Supply  Company. 

Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road   Machinery  Co. 
Exeter   Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
Jenckes  Machine  Co. 
I.ondon  Concrete  Machinery  Co. 

Culverts 

Pedl.ni-  Peo|de 

Cutting  and  Welding  Plants 
L'Air    Li(|uiile  .Society 
Prest-( )- Lite  (  iimiiany.  Inc. 

Damp  Proof  Coating 

Can.   H.   W.   Johns-Manville  Co., 

Limited 
Palerson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Fieatty  &■  Sons,  M. 
Hopkins  it  Company,  V.  H. 
Marsh  &  Henthorn,  Limited 
Northern  Crane  Works 
Osgood  C(jmfiany 
Pollard     Mfg.  Comijany 

Douglas  Fir 

1!.   ( ",    l.nnibcT  (  nininissitiner' 

Dredging  Pumps 

Hoving  Hydraulic  it  F.ngineeiing 
Company 

Dredges 

P.eatty  &  Sons,  M, 
Canadian   EquipmeiU  Company 
Hopkins  &  Com|)an\',  T'\  IT. 
( )sgood  Coniiiany 

Drills 

Canadian  I'.louer  and  I'orge  Co. 

Canadian  I  ngersoll-Ranil  Co. 
Hopkins        (Vimpany,   F.  H. 

Drill  Steel  Sharpeners 

Canadian    In,gersoll  Rand  Cn. 

Dump  Carts  and  Wagons 

('.inadiaii   EqiiiinnenI  Company 

Dump  Cars,  Wheels,  etc. 

Canadian  F.(|ui|inicnt  C<nnpany 
Hopkins  &  Company,   I".  H. 
Manitoba   llridge  &   li  on  Woi  ks 
Marsli  and  Hcntlioni 
National  .Steel  Car  Company 
.Sheldons  Limited 

Drying  Apparatus 

Sinrtevant  Co,  c,f  (  an.,  Ltd.,  I',,  ]•", 


Elastite 

Carey  Mfg,  Co,,  Philip 

Electric  Fans 

Stm  levanl  Co,  of  Can,,  Ltd.,  It,  F, 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co, 

Electric  Impulse  Clocks 
(ient  &  Company 

Electric  Water  Systems 

Ontario    Wind    Engine   &  l'uii,|, 
Comiiany, 

Electrical  Specialties 

.Spielmaiin  ,\!Jeiu-irs  Regd. 

Elevator  Doors 

()rmsby  Company,  A.  I!. 

Elevators 

Noithern  Crane  Works 
'I'm  nbiill  Elevator  Company 

Enamelled  Brick 

.\niciican    lOnanielleil    T.rick  Si 
Tile  ("onijiany 

Engineering  Instrumenis 

Heller  S:  Bri.ghlly 

Excavators 

lUatty  ^:  Sons,  M. 
Ilulikiiis  &  Company,  F.  H. 
Mansfield   Engineering  Company. 
1  isHiiod  Company 

Exhaust  Heads 

Canadian  Blower  and  I'Virge  Cu, 
.Sheldons  Limited 

Engines 

Canadiaii  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
I'.owman  &  Connor 
Cliiliman  &  Power 
Dominion  Engineering  &  InsptT 

lion  Company 
lladdin  &  Miles 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

.Slieldons  Limited 

SlnrtevaiU  Co,  of  .Can..  Ltd..  II.  I". 

Feed  Water  Heaters 

Plait  Iron  Works 

Ferro-Concrete  Chimneys 

IVllelier  &  Fils.  Edonard 

Filter  Presses 

IM.it  I    Iron  Works 

Fire  Brick 

b'Ak    l'"ire   lliick  Conijiaiiy 

Fireiiroof  Doors  and  Windows 
Hope  &  Sons,  Hemy 
Ormsby  Company.  A.  B. 
Pedlar  People  Limited 
Trussed   Concrete  .Steel  Co. 
(Continued  on   Page  !i 
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HENRY  HOPE  & 


The 

Winslow  Window 

Austral  Balance 

The  only  window  providing  per- 
fect ventilation  without  draft. 

Made  of  specially  rolled  steel 
shapes. 

The  improved  design  eliminates 
pulleys,  counterweights,  awnings, 
weatherstrips,  window  boxes  and  in- 
creases light  area  15  to  25%. 

For  further  information  and 
catalogues  write 

SONS  OF  CANADA  LIMITED 

TORONTO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneur*  &  William  St«.,  Montreal. 
Manufacturers  of  Boilers.  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery.  Pumos,  centrifugal  and  reciprocating,  Steam   Turbines,   Tanks,   Water   Whaels,  Water 

Works  Plants. 


Lachine  Water  Work* 
Threa  million  gallons,  eighty  pounds  domestic,  1601bs.  fira. 
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Fire  Escapes 

Dennis  Wire  S:  Iron  Works  Go. 
Manitoba  Bridge  &  Iron  Works 
Mctiregor  &  Mclntyre 

Flag  Poles 

(  )ntario   Wind   Engine  &  I'mnp 
( "unipan  y. 

Flooring  Materials 

Arnislrony   (,'oik  Company 

Fuel  Economizers 

Sturtevant  I'o.  of  Can..  Ltd.,  ]!.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  IJlower  and  Forge  Co. 
.Slieldons  Limited 

Form  Clamps 

Peerless   Form  Clamp  Co. 

Gas  Engines 

Cioold,  Shapley  &  Mnir  Co. 

Gasoline  Engines 

r>oving  Hydraulic  &  Engineering 

Company 
Canadian   Fairbanks-Morse  Co. 
Cood,  .Shapley  &  Mtiir  Co. 
London  Concrete   Macliinery  Co. 
Ontario   Wind   Engine  &  Pump 
Company. 

Glass 

Consolidated   Class  Company 
•  l.u.xfer  I'risni  Company 
Toronto  Plate  Class  Imp't'g  Co. 

Governors 

IJoving  Hydraulic  &  Engineerini,' 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  JJlower  and  Forge  Co. 

Slieldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  1!.  F. 


Heat  Insulating  Materials 

.\rmstrong  Cork  Company 

High  Duty  Pumping  Engines 
I'iatt  Lon  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     \'alve,     Foun<li  y  & 
Construction  Company 

Hoists,  Electric 

Xorthern  Crane  Works 

Hoisting  Apparatus 

I'.eatty  &  Sons,  M. 

Canadian    Ingersoll-Rand  Co. 

Ciillis  &  Geoghegan 

CiOold,  .Shapley  &  Mnir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

-Vorthern  Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Peatty  &  Sons,  M. 

Hopkins  &  Company,  F.  II. 

Marsh  &  Llenthorn,  Limited 

Hose 

Can.  Consolidated  Ridjber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr  Engine  Company 

Mc.Xvily  &  Sons,  T. 
Insulating  Compounds 

Can.   II.   W.   Johns-Manville  Co., 
Limited 

Spielmann   Agencies  Regd. 

StaiKlaiil   Undcrgiound  Cable  Co. 
of  Canada,  f.iniilcd 
Industrial  Cars 

Hopkins        Company,  F.  IL 

.Xational  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian   (.)ffice  &   School  Fur. 
Company. 
Insulating  Bricks 

.Xrmstrung  C  <jrk  (  Ompany 
Jib  Cranes  (all  kinds) 

.Xorllicrn    (."ranc  Works 


Kilns 

Canadian   Blower  and  Forge  Co. 

Sheldons  Liniiled. 

Slnrlevanl  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

I'.ci  lin  .Mills  t  ompany 

Lead  Pencils 

American    Lead    Pencil  Company 

I  ighting 

Can.    II.   W.   .lohns-.Manvillc  Co., 
I  .iniited 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &   Iron  Works  Co. 

Locomotives 

Canadian  Eipiipment  Company 

Machinery  Insulation 

.\rmstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic   Kooling  Company 
Noble,  C.  W. 
Pedlar   IVi.ple  Limited 
Trussed  Conci  etc  Steel  t'o. 

Metallic  Roofing 

Pedlar   Peojile  Limited 

Mechanical  Draft  Apparatus 

Sturtevant   Co.  of  Can.,  Ltd.,  I!.  F. 

Meter  Boxes 

Fold  Meter  Box  Com|iany 

Meters,  Water 

McDougall  Caledonian  Iron  WUs. 
Neptune   Meter  Company 

Motor  Trucks 

National  StccI  Car  Company 

MuniciiJal  Brass  Fittings 

(  aiiadian   ilrjiss  Mf,i;.  (.'(finpany 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co.  | 

Oil  Tanks 

Boving  Hydraulic  iX  En;_;incer'iit; 

(  ompany 
Wayne  Oil  Tank       Pumii  (  > 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen  i 
L'.\ir  l.iquide  .Society  ' 

Packing 

Can.  H.  W.  Johns-Manville  Co.,  [ 

Limited. 
Dunloi)  Tire  &  Rubber  Co. 

Paints  and  Varnishes  | 

Brandrani-llenderson  Co.  j 
Dominion  Paint  Works^ 
Hopkins  &  Conijiany,  F.  II. 
Spielmann   .\gencies  Rcgd. 

Patents 

Sliipmaii,  Harolrl  C.  > 

Paving  and  Paving  Materials  | 
.\sphalt  &  Supply  Company  , 
P.arber  .\si)halt   Paving  Co. 
Bessemer  I.iinestone  Company 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
National  I'aving  Brick  Mamifac- 

tureis'   Association  i 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 

lloving  Hydraulic  &  Engineering 

( Dnipany 
Dominion  Concrete  Company 
C.artshore-Thomsou    Pipe  Co. 
National    Iron  Works 

(Continued  on  paee  Ifl^ 


WIRE 
MESH 


REINFORCE. 
MENT 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  T  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
.  Larger   sizes   made   to   your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Solo  A(,'cnts  for  ICaslcrn  Quebec  and  Maritime  Provinces 

G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

I'an.  H.  W.  Jolms-Manville  Co.', 
Limited. 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Hominion  Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

.\mericaM  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 
Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Raiid  Co. 
Hopkins  &  C"ompany.  F.  H. 
Marsh  &  Hentliorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  11. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  R.  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited, 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Iiigersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian   fngersoll  Rand  t'o. 


Power  Engines 

Hoving  Hydraulic  &  Enginceiing 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
.\merican  Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blowei-  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  IngersoU- Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  I*'.  11- 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine   Works  (  o. 


Quarry  Machinery  , 

Canadian  IngersoU  Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Can.  H.  W.  Johns-Manville  Co., 

.  Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  II. 


Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
limited. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &-  Company 

Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &•  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel-  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asiihalt  &  .Supply  Company 


Road  Machinery 

Dominion  Road  Machiiieiy  Cn. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
(.)sgood  Company 
Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 


Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 


Scales 

Can.  Fairi'anks- Morse  Company 
Screens 

Canada  Wire  S:  Iron  (joods  Co. 
(iocidwin,  I'.arsliy  &  Company 

Sewer  Pipe 

Biilnell  &  Company 
Canada  Iron  Foundries 
Dominion  .Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
.Standard  Clay  IVoducts  Ltd. 

Shingles 

It.    C.    Lumber  (."onnnissioncr 

Shovels  (Electric) 
( 'sgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Beatty  &•  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  (Tompany,  F.  H. 
(  tsgood  C  ompany 

Spruce 

1!.   C.    Lumber  Conunissioner 
Silo  Moulds 

London  Concrete  Machinery  Co. 
Skylights 

Pedlar  People  Limited 
Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 

DesMoines  Bridge  &  Iron  Co. 

MacKinnon,  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Pittsburgh-DesMoines  Steel  Co. 

Pedlar  People  Limited 
(Continued  on  page  14 1 
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Simplified  Ash  Removal 

TH  K  G  &  ( j  Telescopic  Hoist  is  easy  to  install — for  it  comes  to  the  build- 
ing completely  assembled  and  ready  to  erect.    Its  rugged  construction 
prevents  annoying  delays  in  service.    Its  operation  is  so  simple  and 
certain  that  it  may  be  handled  by  the  most  inex])orienccd  labor.  Moreover — 
it  now  makes  possible  the  removal  of  ashes  by  one  man,  unaided. 


Illustration  shows  how 
one  man  unaided  can 
perform  entire  opera- 
tion of  ash  removal.  It 
also  shows  the  newly 
patented  G  &  G  Side- 
walk Door  opening  and 
closing  device  with  a 
spring  guard  gate. 


'Made  in  Canada' 


"Made  in  Canada" 


ment 


Raises  load  at  a  giiaraiiteed  speed  of  :!0 
feet  per  minute  and  does  it  noiselessly. 
When  not  in  use  hoist  teleseopcs  and 
no  part  shows  above  street  level.  Op- 
erated from  grade,  insuring  fullest  pro- 
tection for  both  public  and  operator 
against  injury  due  to  open  hatch. 

WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 


Every  hoist  is  subjected  to  thorough 
working  test  before  shipment  and  is  so 
compact  in  construction  that  it  may 
be  shipped  completely  assembled — not 
"knocked  down." 

ICasily  installed.  No  pit  is  required — 
heel  of  hoist  rests  on  basement  floor. 


GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  fo'-  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Agent!  for  British  Columbia 


B   4  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


Illllll 


lllllll 


lllllllllllll 
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Dolarway  Surfacing  Acts  As — 

Pavement  Insurance — Put  It  On — Keep  It  On 

The  secret  of  PERMANENT  pavement  is  MAINTENANCE.    Concrete  pavement  has  become  popu- 
lar on  account  of  its  low  cost,  but  to  make  Concrete  pavement  everlasting,  a  surfacing  must  be  applied. 
"Dolarway"  Surfacing  is  PAVEMENT  INSURANCE.     Its  use  eliminates  the  direct  wear  from  the  ' 
concrete — makes  possible  dustless  and  noiseless  roadways — it  creates  pavement  immune  from  climatic 
influences— it  is  easy  to  apply  and  it  KEEPS  the  COST  of  UPKEEP  DOWN. 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  West, 
WINDSOR,  ONTARIO 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE       -  ONTARIO 

**Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


^gf^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  in  every  large  city  in  Canada. 

World's  Largeat  Manufacturer*  of  Concrete  Machinery  and 
Cement  Working  Tools. 
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Builders 


of 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 


Chimneys  r/oX 

Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormous  expense  of 
which  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 


We'll  gladly  tell  you  more 
about  this  wonderful  system. 

Write  today. 


T.N.R,,  Quebec,  198'  high,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


Demonbruen   St..  Nashville 
Paved   with   wood  block  and 
Carey    Elastite  Joint 

No  Buckling  in  this 
Wood  Block  Street 


EXPArisiorJ 
J  01  INT 

The  Original  and  only  Elastite  Joint. 

It  is  laid  with  ample  provision  for  expansion  by  the  use  of  Carey 

Expansion  Joint.      J^ook  at  the  above  diagram; 

at  the  curb  lines  are  longitudinal  Elastite  strips  54  wid;. 
At  intervals  of  25  or  30  feet  are  laid  transverse  strips  ol 
Elastite  J/^  in.  thick.  As  an  additional  precaution,  small 
Elastite  sections  ^'s  wide  are  placed  at  intervals  at  ends 
of  blocks,  staggered  in  courses. 

There  were  no  jomts  to  pour — just  strips  all  cut  to  fit  exactly — laid 

quickly  and  economically,  giving  a  permanent,  smooth  surface. 

Hefore  building  your  next  wood  block  street,  write  for  sample  and 

literature.    Address  Elastite  Dept. 

THE   PHILIP   CAREY  COMPANY 

TORONTO  MONTREAL 


The  Maritime  Bridge 

Company,  Umited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 


CHANNELS 

46—10  in.  X  15  lbs.  x  63  ft.    0  in 
85—10  in.  X  15  lbs.  x  60  ft 
127—13  in.  X  30  lbs.  x  60  ft 
95—15  in.  X  33  lbs.  x  36  ft 


17—15  in.  X  33  lbs.  x  60  ft 


0  in. 
0  in. 
1014  in. 
0  in. 


ANGLES 

108—6  in.  X         in.  x  5^  in.— 60  ft.  0  in. 
28 — 6  in.  X  3^  in.  x  11-16  in. — 60  ft.  0  in. 
40—6  in.  X  354  in.  x  U  in.— 60  ft.  0  in. 
22—6  in.  X  SYz  in.  x  M  in.— 55  ft.  0  in. 

TEES 

94—3  in.  X  3-11/16  in.  x  l/4  in.  x  6.7  lbs.— 54  ft.  0  in. 
9,5— 3-1/16  in.  X  2j4in.  X  5/16  in.  x  8.5  lbs.— 50  f*^  0  in. 

Large  Tonnage  of  Plate*,  Shape*  and  Bar*  in  Stock 

OHice  and  Plant,  NcW  GlaSgOW,  N.  S. 
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Sound  Deadening 

(  an.   }\.   W.  .lo'.ins-Maiiville  Co.,' 
Limited. 
Sprinkler  Tanks  (Steel) 

Canadian  Cliicago  Bridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  ]5ros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
.Mc.\vity   &  Sons,  T. 
Pittsburgh   Valve,  Foundry  and 

Construction  Coinjiany 
Sheldons  Limited 

Steam  Engines 

.Stnitcvanl  Ci 


i.  of  Can.,  Ltd.,  V..  F. 
Tohns-Manville  Co., 


Steam  Traps 
(an.   II.  W. 
Limited. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
.Stiirtevant  Co.  of  Can.,  Ltd.,  IL  F. 

Steel 

Hopkins  &  Company,  F.  II. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
IJominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  11. 
.Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks.. 
l^age-Il ersey   Iron  Tulie  &  Lead 
Co.,  Ltd. 
Steel  Plate  Construction 

VVaterons  Engine   Works  Co, 

Steel  Sash 
Hope  &  .Sons,  Henry 
Steel  &  Radiation  Limited 


Stone 

Hritnell  &  Company 
1 1  agerj-ville  Contracting  Co. 
( lakley  &  Son,  Geo. 
Rogers  .Supply  Company 
S.ackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh- DesMoines  Steel  Co. 
Reid  &  Brown 
.Structural  Steel  Company 
Standard  .Steel  Construction  Co. 

Surveyors'  Instruments 

Dikeman  .Surveyor  Comjiany 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
(loold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  C'aledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pumii 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

lllack  Building  .Supply  Company 
(iillis  &  Geoghegan 


ings    S:  .Spencer 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

.Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 
Canadian  l!il 
Limited 

Valves 

Canada  Iron  Foundries 
(  an.  Fairbanks-Morse  Company 
( iartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
I'ittsburgh    Valve,    Fotmdry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

C  anadian  Blower  and  Forge  Co. 

.Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F., 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Biril  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Can.   H.  W.  .Tolins-Manville  Co., 

Limited. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


,  Waterproofing  Compound 
Pateis(ni  Mfg.  Company 

Water  Softeners  and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Jioving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding  Apparatus 

Prest-O  Lite  Company,  Inc. 

Weldirig  and   Cutting  Plants 

L'Air  Litjuide  Society 
Prest-()-Lite  (.'ompany.  Inc. 

Well  Drilling  Plants 

.American  Well  Works 
Ontario   Wind   Engine  &  Pmnp 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

.Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver    Wood    Pipe  Tank 
Company. 


Anchor  B-H 
Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnisnes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


Graphite  Paint  is  generally  acknowledged  to  be  the 
best  protective  coating  for  metal  surfaces  of  all  kinds. 
B-H  Anchor  Graphite  Paint  is  made  from  the  finest 
grade  of  Pure  Graphite,  and  is  invaluable  for  use  under 
conditions  that  would  be  too  severe  for  ordinary 
Graphite  Paint.  It  is  therefore  unexcelled  for  use  on 
bridges,  tanks,  towers  and  structural  iron  work 
generally. 


I 


RRAN DRAM- HENDERSON 

Montreal  Halifax  St.  John  Toronto  Winnipeg 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Crushing  Plants  for  Road  Building 


The  Crusher  Elevator  Screen  and  Bin  are 
compactly  arranged  and  mounted  on  wheels, 
making  a  very  compact  portable  rig. 

Crusher  is  "All  Steel,"  jaw  plates  being  Man- 
ganese Steel.  All  parts  readily  accessible  for 
examination  or  adjustment. 

We  offer  several  plants  for  prompt  shipment, 
including  the  boiler  and  engine,  which  we  have 
on  hand. 


THE  JENCKES  MACHINE  CO.,  LIMITED 

Works :  SHERBROOKE,  QUE.   -   ST.  CATHARINES,  ONT. 

Sales  Offices:       Montreal       Toronto       Cobalt       So.  Porcupine       Nelson  and  Vancouver,  B.  C. 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  . .  . 

American  Enameled  Brick  &  Tile  Co.  OG 

American  Lead  Pencil  Company  ...  5G 

American  Well  Works   59 

Anglins  Limited   ''2 

Armstrong  Cork  Company    19 

Art  Stone  Company                      ...  72 

Asphalt  &  Supply  Company   00 

Ault  &  Wiborg  Company   05 

Barber  Asphalt  Paving  Co  

Barber,  Frank   73 

B.  C.  Lumber  Commissioner   5 

Beatty  &  Sons,  Limited,  M   71 

Berlin  Mills  Company   58 

Bessemer   Limestone   Company    ...  73 

Bird  &  Son  

Black  Building  Supply  Company  ...  10 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  59 

Brandram-HendersonCo   14 

Britnell  Company.  Limited    06 

Burlington  Steel  Company    71 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation  15 

Canada  Iron  Foundries,  Limited  . .-.  66 

Canada  Wire  &  Iron  Goods  Co.  ...  65 

Canadian  Billings  &  Spencer   33 

Canadian  Blower  and  Forge  Co.  ...  74 

Canadian  Brass  Mfg.  Co   03 

Canadian  Consolidated  Rubber  Co.  .  .  3 

Canadian  Dolarway  Paving  Co   11 

Canadian  Equipment  Company  .... 

Canadian    Ingersoll-Rand    Co   75 

Canadian  Office  School  Furniture  Co.  73 

Canadian  Pipe  Co..  Ltd   57 

Carey  Company,  Philip   13 

Canadian    Chicago  Bridge    &  Iron 

Works   05 

Chipman  &  Power    72 

Conduits  Company.  Limited   05 

Cook.  A.  D   59 

Crushed  Stone  Liiriited    66 

Dake  Engine  Company    GO 

Darling  Brc;   52 

Dennis  Wire  &  Iron  Company    ...  01 

DesMoines  Bridge  &  Iron  Works  .  .  73 

Dickson  Bridge  Works   50 

Dikeman  .Surveyor  Comi^any  

Dominion  Bridge  Company   

Dominion  Concrete  Company   13 

Dominion  Engineering  &  Inspection 

Con^paiiy   73 


Dominion  Iron  &  Steel  Company  . .  09 

Dominion  Paint  Works   

Dominion  Road  Machinery  Co.   ...  3 

Dominion  Sewer  Pipe  Company  ...  17 

Dominion  Wire  Rope  Co   70 

Dunlop  Tire  &  Rubber  Co  

Elk  Fire  Brick  Company  

Exeter  Manufacturing  Company  . .  . 

Ford  Meter  Box  Company   

Foster,  W.  L  

Eraser,  W   17 

Gartshore,  John  J   01 

Gartshore-Thompson  Pipe  &  Foundry 

Company   57 

Gent  Company  

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company  

Goold.  Shapley  &  Muir  Company  .  .  05 

Gray  Construction  Co..  Tohn'V.  ...  57 

Haddin  &  Miles   72 

Hagersville  Contracting  Company  . .  11 

Hamilton,  S.  W   72 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   53 

Hope  &  Son,  Henry   7 

Hopkins  &  Company,  F.  H   70 

Hunt  &  Company,  Robert  W   73 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John   53 

lona  Gypsum  Company   09 

Jenckes  Machine  Co   15 

Kerr  Engine  Company,  Limited  ...  4 

L'Air  Liquide  Society   03 

Lea,  R.  S   73 

Lightfoot,  Stanley   73 

London  Concrete  Machinery  Co.  ...  12 

Luxfer  Prism  Company  

MacLean  Daily  Reports   74 

MacKinnon  Holmes  &  Company  . .  , 

Manitoba  Bridge  Works  Co  

Mansfield   Engineering  Co   03 

Maritime  Bridge  Company    13 

Marsh  &  Henthorn,  Limited   57 

Mc.\vity  &  Sons,  F   54 

McDougall  Caledonian  Iron  Works 

Company   7 

McGill  University   57 

McGregor  &  Mclntyre    73 

Meaford  Wheelbarrow  Company  . .  .  5G 

Metallic  Roofing  Company   07 


Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works  

Mueller  Mfg.  Company,  H.  ...  ... 

National  Iron  Works   (io 

National  Steel  Car  Company   30 

Neptune  Meter  Company   07 

Noble,  Clarence  W   70 

Northern  Crane  Works   03 

Nova  Scotia  Steel  &  Coal  Co   58 

Oakley  &  Son,  Geo   G.") 

Ontario  Wind  Engine  &  Pump  Co.  07 

Ormsby  Company,  A.  B   Gl 

Osgood  Company   54 

Pacific  Coast  Pipe  Company   1 

Paterson  Mfg.  Company   "),'; 

Pedlar  People   19 

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  73 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   65 

Piatt  Iron  Works   Gt 

Pollard  Manufacturing  Company  . .  3 

Power  &  Son   73 

Prest-O-Lite  Company   

Reid  &  Brown   73 

Ric-wiL  Underground  Pipe  Covering 

Company  

Rogers  Limited,  Alfred    ... 

Rogers  Agencies   Gf 

Rogers  Supply  Company  ...  ... 

Sackville  Freestone  Co   18 

Sheldons  Limited   59 

Shipman  &  Co.,  Harold  C   72 

Smart  Mfg.  Co.,  James   61 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  ...  17 

Standard  Steel  Construction  Co.  ...  00 
Standard  Underground  Cable  Co.  of 

Canada   61 

Stark  Rolling  Mills  Company  

Steel  Co.  of  Canada,  Limited   !* 

.Structural  Steel  Company   GO 

Sturtevant  Co.  of  Canada,  Ltd.,  H.  F.  3f 

Toronto  Plate  Glass  lnipc>rting  (_'o. 

Trussed  Concrete  Steel  Co   09 

Turnbull  Elevator  C'onipany    5 

N'ancouver  Wood   Pipe  &  Tank  l"o.  57 

W'aterous  Engine  Works  Co   33 

Wettlaufcr  Bros   5G 

W  oodstock  Concrete  Machinery  Co. 

Wvnne-Roberts,  R.  0   73 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
in^  enouf^h  to  spend  money  and  time  to  iet  in  touch  with  you. 
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FOR  SALE 

2  -  10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


SWANSEA 

Salt  Glazed  and  VitriHed 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  34  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningfs 
Wall  Copingr 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  CoDneofcion) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


T^EW  Glasgow,N.S. 
and  St.  Johns, PQ. 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 


THREE  SEWER  PIPE  FACTORIES 


ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 


18 


THE   CONTRACT  RECORD 


May  ;i,  lyifi 


Built  of  Saekville  Freestone 

"Quarried 
in 

Canada " 


11**1 

rift 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance 

Saekville  Freestone  Company,  Limited 

Saekville,  N.  B. 

Toronto  Agent:  A.  P.  Steward,  Builders'  Exchange 


^^The  National  Authority  on  Wiring  and  Construction" 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 

Over  359,400  Sold 


By  H.  C.  Gushing  Jr. 


22nd  Year 


Felloiu  American  Institute  o/  Electrical  Engineers;  formerly 
Electrical  Inspector /or  Boston  Board  of  Fire  Underwriters  nr%    j  irj'i.* 

and  Underwriters'  Tariff  Association  oj  New  York.  Z^tM  £.01(100 


1916  Standard  Wiring 


Officially  adopted  by  the  National  Electric  Light  Association. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recommended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  it  is  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord- 
ance with  every  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.   The  1916  Edition  has  been  completely 
revised  from  the  first  to  the  last  page,  and  contains  new  illustrations,   tables  and 
diagrams  in  accordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pages  on  House  Wiring. 

"It  settles  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  any  address, 
postpaid,  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,      347  Adelaide  street  west,      Toronto,  Canada 

"The  Best  Book  on  Wiring  Ever  Produced"— E.  T.  B1RD8AX.L,  M.E.,  A.I.B.E. 
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The  Largest  Mercantile 
Plant  in  the  World,  Sears, 
Roebuck  &  Co.,  safeguard- 
ed with  Saino  Fire  Doors. 


One  ot  the  most  assuring  signs  in  fireproofing  construc- 
tion is  the  large  number  of  big  commercial,  industrial 
and  public  buildings  safeguarded  for  all  time  with 
Saino   Fire  Doors. 


PEDLAR'S  Sme 


everywhere  marks  the  building  built  for  permanent 
service.  For,  should  mishap  occur,  it  gives  the  definite 
assurance  that  fire,  however  severe,  will  be  held  to 
the  area  in  which  it  originated,  until  help  arrives. 

.In  your  endeavor  to  make  your  buildings  absolutely 


safe,  consider  the  greater  safety  and  security  of  Ped- 
lar's Saino  Fire  Door.  Made  with  two  walls  of  cross 
laid  galvanized  corrugated  iron,  with  air  spaces  and 
asbestos  sheets  lietween,  warping  is  impossible,  and 
expansion  and  contraction  are  adequately  provided 
for  by  means  of  patented  telescopic  channels  and  locks. 


Write  now  for  Tests,  Illustrations,  Testimonials,  and 
list  of  prominent  users.    Ask  for  Saino  I^eaflet  "C.  R." 

THE  PEDLAR  PEOPLE,  LIMITED 


Executive  Office*  and  Factories  :  OSHAWA,  ONT. 


Established  1861 

Branches-MONTREAL,   OTTAWA,  TORONTO,   LONDON,  WINNIPEG 

(49-Z) 


When  4V2  inches  =  45  inches 

If  you  built  your  boiler  .setting'  walls  45  inches 
tliickcr  than  they  are  now,  using  fire  brick  and  com- 
mon brick,  the}'  would  hold  much  more  heat  in  the 
boiler,  reduce  your  fuel  bills  and  keep  your  boiler  room 
cooler.  But  instead  of  adding  all  this  extra  brick 
work  you  will  get  the  same  results  by  replacing  one 
course  of  common  brick  with  a  single  4^-4-inch  course 
of 

Nonpareil 
Insulating  Brick 

When  you  use  Nonpareil  Brick  in  all  the  walls  and 
arches  of  the  boiler  settings  you  don't  increase  the  thick- 
ness and  take  up  valuable  space.  But  you  do  save  65  per 
cent.,  or  more,  of  the  heat  that  ordinarily  is  lost  by  radia- 
tion, and  tlie  fuel  saving  will  pay  for  the  brick  in  less  than 
a  year. 

Sample  and  full  information  on  request. 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,so5  McCiii  BuUding,  Montreal,  Que. 

Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  Steam  Lines 


Central  High  Sctiool,  Detroit.  Mich.    Tops  of  Boilers 
Insulated  with  Nonpareil  Insulatingr  Brick. 


Many  engineers  are  not  waiting  until  they  rebuild  the 
old  settings  or  install  new  boilers  to  use  Nonpareil  In- 
sulating Brick.  They  are  putting  a  4J/^-inch  course  on 
the  tops  of  the  settings  and  over  the  steam  drums  now. 
It  will  pay  you  to  do  the  same. 
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Our  Traffic  Engineers  know  from  actual 
experience  the  Hauling  Problems  of  every 
business.  This  knowledge  is  worth  money 
to  you — if  you  will  use  it.  We  maintain 
a  staff  of  trained  Traflfic  Engineers  who 
will  tackle  your  problems  of  Haulage  and 
delivery  in  a  business-like  way,  and  give 
you  a  report  that  will  present  in  tacts  and 
figures  the  most  economical  method  that 
you  can  adopt  to  get  the  most  efficiency 
in  the   delivery    end    of  your  business. 


NATIONAL  Motor  Trucks  are  made  in 
four  models — 1500  pounds,  2000  pounds, 
4000  and  7000  pounds.  Capacities  that 
provide  a  truck  for  every  line  of  business. 

If  you  are  as  thorough  in  your  investiga- 
tion of  the  different  makes  of  Trucks  as  we 
are  in  the  construction  of  the  NATIONAL 
you  will  own  a  NATIONAL  Truck. 

Conferring  with  us  entails  no  obligation. 

Catalogue  mailed  upon  request. 


NATIONAL  STEEL  CAR  COMPANY,  Limited 


Works  and  Operating  Office :  HAMILTON,  CAN. 


Montreal  Office  :  SHAUGHNESSY  BLDG. 
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Preparedness! 


THE  big  attack 

o'clock  —  an  en(|t 
ands  will  board  th 
go  click,  click,  one  aft4r 
That's  when  preparect 
you  will  need  to  qitve 
to  200  or  300  p 


Mechanical 


Where  additions 
for  small  boilers 
Blowers  will 


SlortcTant 
Torbo-Undergrate 
Blower  for  tmall  boiler* 


For  high  pressure  forced  draft  work  such  as 
usually  obtains  in  underfeed  stoker  installations, 
the  5turtevant  Turbovane  Fan  is  the  latest  de- 
velopment. Being  specially  designed  to  operate 
at  the  efficient  speeds  of  5turtevant  Turbines, 
the  Sturtevant  Turbine-Turbovane  5et  has  a 
very  high  overall  efficiency  and  forms  a  com- 
bination that  is  absolutely  unique  in  its  field. 
There  is  no  other  manufacturer  making  both  fan 
and  turbine.  By  buying  a  5turtevant  you  have 
the  advantage  of  a  set  which  is  designed  with  a 
unity  of  purpose  and  in  which  both  members 
operate  in  harmony 


Are  You  Prepared  1) 

for  the  Five  O'clock  Peak* 

Send  complete  details  of  your  plant  and  We  will  make  recommendations. 

B.  F.  Sturtevant  Company  of  Canada 

GALT  Limited  ONTARIO 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents  for  Sanford  Riley  Stoker  Co.,  Limited— "THE  RILEY  STOKER" 


Turbovane  Fan  Wheel 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 


Welland,  Ontario 


WATEROUS 
ROLLERS 


STEAM 
ROAD 


Are  road  builders  in  every  sense  of  the  word.  They  can  be 
used  in  every  operation  fronr  driving  the  rock  crusher,  hauling 
road  material  picking  and  plowing  the  old  road,  to  the  last  light 
finishing  roll. 

Constructional  Features 

Twin  cylinder  engine  with  cranks  set  on  the  (|uarter,  runs  like 
a  watch,  no  dead  centres,  no  hanging  up  in  a  soft  spol,  lui 
bucking  on  the  reverse. 

The  boiler  of  locomotive  type,  built  to  stand  a  working  pies- 
sure  of  105  pounds.  A  quick  steady  steamer  that  will  carry 
the  Roller  up  a  i!0  per  cent,  grade  without  a  hitch, 
lias  two  speed  drive  for  fast  and  slow  work,  under  full  slcani 
pressure,  both  forward  and  back.  All  change  si)ceds  and  driv 
ing  gears  cut  from  the  solid  steel. 

Outfit  includes,  rear  draw  bar,  front  clevis,  set  of  road  picks, 
driving  pulley  for  rock  crusher. 

More  than  200  Waterous  Steam  Rollers  are  in  use  in 
Canada — that's  a  real  proof  of  quality.  Every  user  a 
booster. 


THE  WATEROUS  ENGINE  WORKS 
COMPANY,  LTD.,  brantford,  can. 
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Liability  After  Number  of  Years 

AN  miusuall\'  interestinj^-  lef^al  case  is  just  now 
receiving-  ]jr( jmiiience  in  Montreal,  wliicli  con- 
cerns the  liability  of  the  contractor  and  archi- 
tect fc)r  too  rajjid  deterioration  of  materials 
used  in  the  constrnctron  of  a  hiiilcHiii^.  In  this  inst- 
ance it  is  a  case  of  dry-rot  settin.i;-  in  in  tlie  tiniljers 
used  in  a  spool  thread  factory  and  the  owners  liave 
sued  the  contractors,  I'eter  Lyall  iK:  Sons,  and  tiie  arcli- 
itects,  l^>rown  V'allance,  for  recovery  of  the  cost  of 
replacino-  the  defective  timbers  with  steel. 


llrown  and  Vallance  drew  plans  for  this  company 
in  1907  and  tliey  were  submitted,  (by  authority  of  the 
lilaintififsj  to  j.  iK:  I'.  Coates,  an  English  firm,  and  re- 
ceived their  approval.  The  work  was  bei^un  in  1908 
l)y  the  Lyall  company.  It  appears  that  complaint  of 
the  construction  work  was  made  soon  after  the  factory 
v\  as  occii])ied  and  the  defendants  in  the  case  were  asked 
to  remedy  the  defects.  ]'"ollovvin^-  their  failure  to  do 
this  the  plaintiffs  (The  Canadian  Spool  Cotton  Com- 
l)an\  )  themselves  ripped  out  tlie  rotted  wood  and  re- 
placed it  with  steel  at  a  cost  of  some  $90,000.  The 
Superior  Court  has  already  awarded  $71,000  t(^  the 
])laintift's  and  it  is  as^ainst  this  judgment  that  the  argu- 
ment  is  now  made  before  the  Court  of  Review. 

The  contractors,  as  we  read  the  evidence,  argue  that 
the  timber  used  was  according  to  si)ecitications.  For 
tiie  architects  it  is  maintained  that  the  submission  of 
the  plans  to  the  iMiglish  lirm  removes  responsibility 
irom  their  shoulders,  and  that  in  any  case  neither  they 
nor  the  contractors  can  ])e  held  liable  for  the  cost  of 
replacing  the  defective  wood  timbers  with  steel.  It 
ap])ears  that  the  architects  at  one  time  offered  $5,000 
to  settle  the  matter  without  litigation.  This  may  be 
taken  bv  the  Court  as  e\  idence  of  their  acknowledge- 
ment of  liabilit)-.  The  judgment  is  awaited  as  we  go 
to  press,  but  whatever  the  immediate  outcome,  it  looks 
like  a  cjuestion  for  the  Privy  Cotincil. 

In  this  same  connection  we  ask  the  attention  of  our 
readers  to  a  ])aper  reproduced  in  this  issue  of  the  Con- 
tract Record  read  by  Mr.  Geo.  H.  Montgomery,  K.C., 
of  Montreal,  beiore  the  Canadian  Society  of  Civil  En- 
gineers. This  paper  is  particularly  interesting,  espe- 
cially at  this  time,  to  architects,  engineers  and  contrac- 
tors, in  that  one  of  the  points  discussed  very  fully  is  the 
liability  to  damage  for  a  period  of  years  after  a  build- 
ing or  engineering  work  has  been  completed. 


The  Load  of  Vehicles  Act— Ontario 

IN  1915  Mr.  Geo.  S.  Henry,  M.L.A.,  for  East  York, 
introduced  a  bill  in  the  Ontario  Legislature  wdiich 
liad  for  its  purpose  regulating  and  limiting  the 
load  vehicles  might  carry  on  highways.  At  that 
session  of  the  Legislature  the  matter  was  discussed 
and  allowed  to  stand  over  for  one  year.  At  the  1916 
session  of  the  Legislature  Mr.  Henry  re-introduced 
the  bill,  and  after  it  was  referred  to  a  sub-committee  of 
the  Municipal  Committee,  fully  discussed  and  amended, 
it  was  given  its  third  reading  and  is  now  law. 

A  number  of  the  States  of  Union  as  well  as  cer- 
tain European  countries  have  adopted  similar  meas- 
ures, but  (Ontario  is  the  first  of  the  Canadian  Provinces 
to  make  it  a  Provincial  measure. 

In  the  early  days  of  the  Good  Roads  movement,  an 
attempt  was  made  to  increase  the  width  of  tire  and  in 
this  way  limit  the  load  per  inch,  but  because  of  the 
large  investment  in  narrow  tired  vehicles  regulations 
of  that  character  seemed  impossible. 

Then  followed  the  motor  truck  with  its  four  or  five 
ton  load,  and  the  new  conditions  that  were  created 
each  succeeding  year  as  the  weight  and  size  of  the 
trucks  increased  were  leading  to  hopeless  confusion  had 
not  Mr.  Lien ry  been  successful  in  pressing  this  meas- 
ure on  the  Statute  books.  In  brief  the  terms  of  the 
bill  are  : 

(T )  No  \  ehicle  shall  carry  upon  the  highway  a 
load,  including  the  vehicle,  greater  than  12  tons  or 
mtire  thaii  4'/«  tons  on  any  one  wheel. 

(2)  No  vehicle  sliall  carry  a  load,  including  the 


i2i 


THE   CONTRACT  RECORt) 


May  3,  1916 


vehicle,  which  will  impose  a  greater  weight  than  650 
lbs.  per  inch  of  tire  on  the  highway. 

(3)  No  vehicle  shall  have  a  greater  width  than  90 
inches  except  traction  engines,  which  are  limited  to 
110  ins. 

(4)  The  traction  engine  act  is  amended  in  so  far  as 
it  conflicts  with  this  acf. 

With  this  measure  to  act  as  a  guide,  luigineers  will 
he  in  a  better  position  than  iieretofore  to  work  out 
economical  designs  for  bridges,  pavements  and  road- 
ways. 


A  Few  Plastering  Hints 

Builders  often  wonder  why  shrinkage  checks  and 
cracks  appear  in  wall  plaster.  There  are  different  rea- 
sons that  might  be  given  for  this — plasterers  are  some- 
times guilty  of  making  their  plastering  mixtures  too 
rich,  the  old  guessed-at  proportion  of  three  of  sand  to 
one  of  lime  or  cement  is  quite  unnecessary  with  the 
high  grade  mixtures  that  are  in  use  today.  h'ive  or 
six  or  even  seven  to  one  gives  a  density  which  dries 
out  more  perfectly  and  causes  no  shrinkage  after  set- 
ting has  taken  place.  The  old  proportion,  being  too 
rich,  causes  shrinkage  cracks  which  admit  moisture, 
which,  on  the  action  of  frost,  enlarges  the  checks  and 
destroys  the  work.  Even  when  there  is  no  weather 
exposure,  moisture  and  variation  in  temperature  will 
soon  enlarge  small  checks  to  unsightly  proportions. 

Another  cause  of  checking  or  cracking  is  the  lath, 
which  may  afTect  the  plaster  in  several  wa3^s.  If  the 
lath  is  too  dry  when  the  plaster  is  applied,  it  absorbs 
water  which,  together  with  that  which  evaporates  in 
dry  weather,  does  not  leave  sufficient  moisture  for 
crystallization.  This  may  be  overcome  by  dampen- 
ing the  lath  before  commencing  to  plaster,  enclosing 
the  room  to  reduce  the  ventilation,  so  that  evaporation 
will  not  take  place  so  rapidly.  A  great  deal  of  trou])le 
in  jilastering  is  due  to  lath  expending  or  buckling  by 
the  additional  moisture  from  the  plaster.  This  is 
overcome  by  proper  nailing  of  the  lath,  leaving  a  space 
between  the  ends  to  allow  for  expansion  and  securely 
nailing  to  intermediate  studding.  Also  the  lath,  for 
best  results,  should  be  uniformly  spaced  and  of  uni- 
formly graded  wood.  Green  lath,  or  lath  with  bark 
on,  should  never  be  used  along  side  of  lath  properly 
seasoned. 

Lathing  and  improper  mixing  are  the  causes  of  most 
difficulties  seen  in  hard  wall  plaster.  Use  a  little 
more  care  in  the  selection  and  nailing  of  the  lath — a 
trade  which  too  many  men  nowadays  try  to  see  how 
quickly  can  be  done,  rather  than  how  well  it  can  be 
done.  Al.so  use  leaner  mixtures  and  most  of  these 
difficulties  can  be  done  away  with. 


Revival  in  Brick 

I'^lorida  these  days  is  "eating  l)rick."  The  building 
of  l)rick  roads  has  been  given  a  strong  impetus  during 
the  past  year  by  the  introduction  of  new  constructional 
methods  which  make  for  durability.  In  Volusia 
county  recently  a  contract  was  let  to  the  Southern  Clay 
Manufactiu-ing  Company  of  ("hattanooga,  Tennessee 
for  200.0()()  yards  of  3>2-inch  wire-cut  lug  brick  pave- 
ment, in  the  DelandLake  Helen  district,  the  l)rick  to  be 
laid  on  edge  on  a  natural  .soil  foundation  and  grouted. 
Tins  road  will  1)C  about  26  miles  long,  and  nine  feet 
wide  except  in  Ueland.  in  the  latter  ])lace  the  road- 
way will  be  paved  50  feet  wide.  Many  miles  of  this 
type  of  road  were  coxistructcd  in  Orange  county  in 
1015,  and  a  large  amount  of  yardage  will  l)e  built  in 
other  seiiioiis  diu-ing  the  current  calendar  \ear. 


Canadian  Research  Bureau 

The  Canadian  Research  Bureau  has  been  estab- 
lished, under  a  Dominion  charter,  to  carry  out  research 
work  in  connection  with  the  country's  natural  re- 
sources, including  mineral,  metal,  hydro-electric  and 
chemical  branches.  The  Bureau  has  been  established 
by  the  C.  P.  R.  with  the  object  of  aj^plying  the  results 
of  the  researches  to  Canadian  industries;  it  is  hoped  to 
utilise  many  products  now  wasted,  and  to  enable  addi- 
tional industries  to  l^e  founded.  The  Canadian  Paci- 
fic Railway  aims  to  secure  the  mobilization  of  the 
ablest  scientists  and  chemists  of  Canada,  and  to  asso- 
ciate them  with  a  central  organization,  to  direct  the 
activities  of  the  scientists  and  experts  engaged  in  re- 
search work  in  all  parts  of  the  Dominion.  The  dis- 
coveries and  information  gleaned  by  the  central  or- 
ganization will  he  disseminated  from  time  to  time  l)v 
l)ulletins.  Mr.  Arthur  D.  Little  has  been  appointed  to 
establish  this  central  organization  at  Montreal.  He 
is  a  past  ])resident  of  the  American  Chemical  Society,  a 
member  of  the  institute  of  Chemical  Engineers,  and  a 
director  of  liie  Ciiemical  and  I^ngineer  Department  of 
the  Institute  of  'l>chnoiogy.  ile  is  asking  for  tlie  co- 
operation of  scientists  and  chemists  now  engaged  in 
research  work. 


Progress  on  Victoria  Breakwater 

The  large  work  of  constructing  tlie  reinforced  con- 
crete breakwater  at  Victoria  is  now  well  under  way. 
Although  no  new  records  were  estal:)lished  during  last 
month,  steady  progress  was  maintained  according  to 
statistics  compiled  by  the  supervising"  engineers.  Now, 
that  the  weather  conditions  are  more  settled,  the  con- 
tractors are  satisfied  that  the  work  will  proceed  at  a 
more  rapid  rate  than  has  been  the  case  during  the 
winter  months. 

Eor  the  greater  part  of  its  entire  length,  the  break- 
water looms  up  well  above  the  water-line,  presenting 
a  solid  buttress  of  stone  and  concrete  for  over  two- 
thirds  of  its  length  to  seaward.  The  contractors  are 
now  concentrating  operations  at  the  extreme  shoulder 
of  the  main  arm,  where  divers  are  engaged  in  placing 
the  huge  granite  blocks  and  levelling  off  the  founda- 
tions at  the  commencement  of  the  extreme  arm  of  the 
seawall.  As  the  work  proceeds  the  operations  are  ne- 
cessarily carried  on  at  a  lower  level.  Thousands  of 
tons  of  coarse  rubble  continue  to  be  deposited  to  form 
the  foundations  of  the  extreme  arm.  and  as  it  reaches 
the  desired  le\'el  it  is  siu-faced  off  for  the  reception  of 
the  granite. 

It  is  interesting  to  nt)te  that  since  the  contract  was 
started  no  less  than  1,082,800  tons  of  rubble  has  been 
dutnped  for  the  breakwater  foundations.  This  tre- 
mendous amount  of  foundation  includes  242,000  tons 
of  what  is  technically  known  as  "core." 

There  has  also  been  ])laced  to  date  a  total  of 
108,900  tons  of  granite  blocks,  wdiile  23,900  cubic  yards 
of  concrete,  forming  tiie  superstructure,  have  been 
poured. 

During  last  month,  22,300  tons  of  rul)l)le  were 
dumped;  7,700  tons  of  granite  blocks  were  set  in  place 
and  1,700  cubic  yards  of  concrete  poured,  making  live 
l)locks. — Rock  i  'roducts. 


Tlie  Might  Directories,  in  their  review  of  1915,  esti- 
mate the  poi)ulation  of  Toronto  to  be  544.456.  I  he 
city  contains  100,825  l)nildings  of  all  varieties,  situated 
on  some  1 ,740  streets. 
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Shall  I  Build  Now  or  Wait?  Comparative 
Prices  Today  and  at  Outbreak  of  War 


(Concluded) 


Paints  and  Varnishes 

C0NSII)|<:RAI!IJ>:  advance  is  noted  in  tlie 
])rice  of  most  of  the  ingredients  from  wliich 
paints  are  made.  I.inseed  oil  today  is  sell- 
ing- at  ahont  $1.00  per  gallon,  as  compared 
with  53c  in  the  Fall  of  1014;  red  lead  has  increased 
from  5c  to  10c  ;  zinc  white,  from  7c  to  30c  ;  litho[)hone, 
from  5c  to  Ific  ;  pnre  white  lead  in  oil,  from  $8.40  to 
$11.85.  Red  oxide  of  iron  and  graphite  i)aint,  fre- 
(|uently  specified  hy  engineers,  has  increased  only 
ahont  40c  per  gallon,  as  the  pigment  is  produced  in  this 
country.  The  advance  on  high  grade  liquid  ])anit 
ligures  out  at  an  increase  of  about  45c  a  gallon,  while 
the  advance  on  liigh  grade  white  paint  in  liquid  form, 
on  account  of  high  cost  of  metals,  lias  been  about  60c  a 
gallon. 

So  far  as  \arnishes  are  concerned,  there  has  been 
comparatively  little  advance,  but  owing  to  the  higher 
cost  of  the  gums  and  linseed  oil  used  in  their  manu- 
facture, it  is  stated  that  an  all-round  advance  is  com- 
ing.- 

We  are  indel)ted  for  the  above  figures  to  the  Canada 
Paint  Co.  The  International  X'arnish  Co.  advise  us 
that,  excepting  for  limited  lines  into  which  various  in- 
gredients enter  which  have  previously  been  secured 
from  Germany,  the  varnish  prices  are  the  same  as  at 
the  outbreak  of  war. 

Fire-proofing  Material 

There  does  not  appear  to  have  been  any  appreciable 
increase  in  the  cost  of  fire-proofing  material.  The 
National  Fire-proofing  Co.  advise  that  prices  are  ap- 
|)roximately  the  same  as  before  the  war  broke  out. 
Whether  there  will  be  an  increase  in  the  immediate 
future  depends  largely  on  the  demand,  the  cost  of  fuel, 
and  the  difificulty  of  obtaining  labor. 

Glass 

The  following  information,  for  which  we  are  in- 
debted to  Mr.  Edwin  Hill  of  the  Toronto  Plate  Cdass 
lnii)orting  Co.,  sums  up. the  glass  situation. 

The  conditions  in  the  glass  market  are  abnormal, 
and  may  be  said  to  be  acute,  from  the  jobbers  point  of 
view,  as  it  is  difficult  to  get  supplies  of  glass  at  all.  The 
immediate  cause  of  the  shortage  is  the  great  revival  of 
building  in  the  U.  S.  A.  1914  with  the  U.  S.  A.,  as 
with  us,  was  a  declining  year,  and  when  war  was  de- 
clared, the  building  trade  simply  died.  This  circum- 
stance gave  the  Canadian  glass  importers  some  relief 
in  getting  supplies  which  were  cut  of¥  from  Europe. 
In  "the  U.  S.  A.  the  domestic  demand  had  fallen  off  so 
heavily  that  it  scarcely  absorbed  50  per  cent,  of  their 
production.  In  plate  glass,  1^15  opened  for  U.  S.  A. 
manufacturers  with  scarcely  an  order  in  sight,  and 
prices  declined  25  per  cent,  or  more.  The  larger  works 
pressed  hard  to  secure  export  business  in  Great  Bri- 
tain and  her  colonies,  and  towards  the  end  of  1915  good 
orders  were  received,  because  Belgium,  the  great  sup- 
lilier  of  plate  glass,  is  under  control  of  the  (Jerma.ns. 

The  stagnant  condition  caused  three  large  U.  S.  A. 
plate  glass  works  to  close  indefinitely,  due  to  ruinous 
price  cutting.  However,  November  1915  saw  a  re- 
markable change,  as,  with  the  three  works  closed  and 
the  export  business  taking  one-third  of  the  production 
of  the  U.  S.  A.  factories,  the  largest  American  jobbers 


began  to  lay  in  stocks  f(jr  fear  of  being  left  without 
glass.  The  1916  revival  of  United  States  building, 
however,  has  resulted  in  these  jobbers  being  over-sold. 
It  is  thus  evident  why  the  Canadian  jobber  finds  it 
difficult  to  get  glass  at  all. 

August  25,  1915,  saw  the  lowest  price  plate  glass 
was  ever  sold  at  in  the  United  States.  On  November 
1,  I'M 5,  prices  adx  anced  10  [)er  cent.,  on  December  20, 
PM5,  another  10  per  cent.,  on  H'ebruary  1,  1916,  another 
35  per  cent.,  and  other  advances  are  pending.  As 
noted  already,  however,  it  is  not  the  cost  the  Canadian 
jobber  has  to  contend  with  so  much  as  the  shortage  of 
supply. 

The  sheet  glass  (common  window  glass)  situation 
is  not  quite  so  acute,  but  generally  speaking,  the  same 
factors  have  entered  into  it,  only  in  a  more  modified 
form.  ("dass  is  now  coming  into  Canada  bought  at 
85  per  cent,  increase  on  1914  prices,  and  further  ad- 
\  ances  are  expected. 

The  Luxfer  Prism  Co.  advise  that  they  are  getting 
a  number  of  their  own  lines  at  the  same  prices  as  when 
war  started.  The  demand  has  been  small  and  they  have 
been  supplied  through  advance  contracts.  Regarding 
such  lines  of  window  glass  as  they  use  for  leaded  and 
steel  windows,  they  figure  the  cost,  including  war  tax, 
has  advanced  from  30  to  35  per  cent.  Manufacturers, 
however,  generally  have  withdrawn  their  prices,  as 
they  are  subject  to  continual  advance. 

Beaver-Board 

As  many  houses  and  offices  are  now  trimming  in 
beaver  board,  this  is  becoming  a  more  important  fac- 
tor in  the  total  cost.  There  has  apparently  been  no 
change  in  the  price  of  this  material;  so  the  Beaver 
Board  Companies  advise  us.  They  state  that  the 
price  of  raw  material  has  gone  up  from  50c  to  $1.00  a 
thousand  square  feet,  but  that  no  increase  in  the  fin- 
ished product  has  been  made,  as  they  have  felt  it  would 
be  better  to  absorb  the  additional  cost  themselves,  dur- 
ing the  present  period  of  stress,  than  to  ask  the  con- 
sumer to  carry  it.  The  beaver  board  business  in  Can- 
ada is  growing  rapidly,  and,  so  far,  this  year  shows  a 
big  increase  over  l')15. 

Steel 

The  price  of  steel  today,  as  compared  with  a  year 
a.go,  depends  to  a  considerable  extent  on  how  soon  the 
material  is  wanted  and  wdiether  or  not  the  fabricator  is 
covered  by  a  contract  with  the  mills,  made  several 
months  ago,  covering  present  specifications.  There  is 
also  a  considerable  variance  in  the  price  of  steel,  de- 
pending on  the  sections  required,  and  we  do  not  believe 
that  an  authoratative  statement  can  be  made  as  to  the 
exact  increase.  On  some  items,  wanted  quickh',  the 
plain  material  liiay  run  from  50  per  cent,  to  100  per 
cent,  higher  than  a  year  ago,  but  as  the  fabricating 
shops  are  not  busy,  the  actual  cost,  to  the  consumer,  of 
delivered  steel  work  would  be  increased  only  by  the 
increased  cost  of  the  raw  material,  which  might  be 
anywhere  from  15  per  cent,  to  30  per  cent.  The  item 
of  steel  is,  of  course,  a  negligible  one  in  residence  con- 
struction. 

Electric  Wiring 

The  cost  of  electric  wiring  has  been  affected  most 
by  the  increased  cost  in  copper,  but  practically  every- 
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thino-  else  that  is  used  in  tiie  wiring:  of  a  building  has 
been  increased  in  price — switches,  plates,  screws,  and 
So  on.  Copper  wiring-  has  increased,  depending  on  the 
class  of  wire,  anywhere  from  60  per  cent,  to  100  per 
cent.  At  a  rough  estimate,  the  wiring  of  a  building 
would  cost  from  30  per  cent,  to  35  per  cent,  more  than 
at  the  outbreak  of  the  war. 

Summary 

Summed  up,  therefore,  the  whole  situation  with  re- 
gard to  building  appears  to  be  about  as  follows: — 
Stone  and  sand — price  somewhat  easier. 
Brick — fully  25  per  cent.  drop. 
Cement — reduction  of  10c  to  15c  a  barrel. 
I  Jme — no  change. 

Lumber  and  mill  work — no  change  or  sliglit  ad- 
vance, still  considerably  lower  than  1''12  and  1''13. 


Hard  wall  plaster — no  advance. 

Plumbing  and  heating — a  considerable  advance  on 
account  of  higher  metal  prices. 

Fire-proof  doors,  windows,  sash,  etc. — a  consider- 
alile  advance. 

Papers  and  felts — big  advances  in  spots,  especially 
dye  materials. 

Metallic  roofing — increase  of  10  per  cent,  to  25  per 
cent. 

I^aints — increase  varies. 
Kireprooling  materials — no  increase, 
(ilass — increase  of  50  per  cent,  to  60  per  cent,  and 
hard  to  get. 

Varnishes — alioul  the  same. 

Reaver  board — no  advance. 

wSteel — 15  per  cent,  to  30  per  cent,  increase. 

Electric  wiring — 35  per  cent,  increase. 


Some  Figures  on  the  First  Year's  Operation  of 
the  Ontario  Workmen's  Compensation  Act 


y\fter  a  year's  o])erati(^n  the  Ontario  Workmen's 
Compensation  Act,  according  to  the  annual  report  just 
issued,  has  fully  justified  its  existence.  It  is  inti- 
mated that  under  the  present  Act  the  relations  between 
employer  and  employee  have  become  more  amicable, 
and  as  a  result  great  benefits  have  been  derived  from 
the  new  legislation.  Under  the  old  arrangement 
where  a  workman  had  to  sue  and  prove  negligence  on 
the  part  of  the  employer,  (which  he  was  often  not  able 
to  do  immediately  on  account  of  his  physical  disabil- 
ity), only  a  small  proportion  of  accidents  were  dealt 
with  and  many  judgments  that  might  reasonably  have 
gone  in  favor  of  the  workman  were  never  made.  Under 
the  present  system,  however,  where  all  accidents  have 
to  be  reported  to  headquarters  within  three  days,  com- 
pensation is  given  in  many  cases  without  delay  and 
even  though  the  workman  may  be  at  the  time  so  far 
disabled  as  to  know  nothing  of  it.  This  is  as  it  should 
be,  because  if  an  injured  workman  is  to  get  compensa- 
tion at  all,  the  first  few  days,  or  weeks,  is  just  the 
time  he  usually  will  need  aid  most. 

Accidents  in  1915 

The  report  shows  that  up  to  December  31,  17,033 
notices  of  accidents  had  been  received  and  only  1,117 
remained  imadjusted  at  the  close  of  the  year.  The 
assessments  collected  during  the  year  1915  amounted 
to  $1,539,492.40,  of  which  $1,186,221.62  was  distributed 
or  set  aside  for  accidents.  A  net  balance  or  surplus 
of  $395,026.40  was  left  part  of  which  will  be  remitted 
to  employers  in  the  form  of  lowered  rates  for  the  ccjm- 
ing  year. 

The  total  number  of  accidents  for  which  compensa- 
tion was  made  was  9,829.  Of  these  there  were  8,544 
cases  of  temporary  disability,  1,034  of  permanent,  and 
251  deaths.  The  largest  niunber  of  accidents  occurred 
from  falling,  rolling,  and  flying  objects,  namely,  2,587; 
the  next  from  macliinery  and  parts,  2,0')8 ;  third,  from 
falls,  1,10(J;  fourth,  dangerous  substances,  such  as  elec- 
tric currents,  623;  moving  vehicles,  270;  hoisting  aj)- 
pamius,  208;  runaways  and  animals,  78.  ( )ut  of  thest- 
773  cases  develojjed  blood-jxiisoning,  of  whicli  four 
caused  death  and  11  ami)utation.  Then'  were  170, 711 
days  lost,  equivalent  to  .56')  men's  lal)oi-  lor  one  year. 

The  amount  paid  by  the  board  for  injuries  and  dis- 
al)lements  rcfpiired  on  an  average  1.50  cheques  daily, 
amounting  1o  .$3,r)00. 


Where  Accidents  Occurred 

There  were  14,750  employers  in  Schedule  1  contrib-  ^ 
uting  to  the  Accident  Fund,  but  not  individually  liable. 
Vor  Schedule  2  there  were  1,252  employers  liable  for 
payment  of  compensation  fixed  by  the  board,  but  not 
contributing  to  the  Accident  Fund.  These  included 
such  bodies  as  railways  and  municipalities.  There  were 
also  Crown  cases,  including  the  Timiskaming  and  Nor- 
thern Ontario  Railway  and  the  Hydro-Electric  Power 
Commission,  who  voluntarilv  placed  themselves  under 
the  operation  of  the  board. 

The  figures  show  that  the  average  wage  of  those  in- 
jured was  $13.27  a  week,  the  average  age  being  33 
years,  running  between  81  vears,  the  oldest,  and  11,  the 
youngest. 

The  largest  number  of  cases  reported  were  from 
York  County,  1,868;  Wentworth  County,  in  which 
ffamilton  is  located,  was  second,  with  919;  Algoma,  in 
which  the  big  salt  works  are  located,  was  third,  with 
473 ;  while  Sudbury,  with  the  copper  mines,  was  fourth, 
with  468.  No  pa3'ments  are  made  except  where  the 
injury  disa])les  a  man  for  at  least  seven  days. 

New  Act  Satisfactory 

The  act  in  general  seems  to  be  very  popular.  The 
workmen's  attitude  towards  it  needs  no  mention.  The 
general  attitude  of  the  employers  is  indicated  by  the 
request  of  a  large  number  who  are  not  liable  under  the 
present  provision  for  assessment  or  payment  of  com- 
pensation, who  have  expressed  the  desire  to  come 
under  the  terms  of  the  act.  According  to  the  report, 
the  act  has  been  working  smoothly  and  satisfactorily, 
and  the  many  benefits  seem  to  be  generally  recognized 
and  appreciated  by  the  employers  and  the  workmen. 

l'!ei)orts  have  Ijeen  made  promptly  and  claims,  for 
the  most  part,  disposed  of  expeditiously.  The  old 
annovaucc  of  litigation  between  employee  and  eni- 
|)loyer  in  case  of  accident  has  l)een  removed,  ;ind  the 
intricacies  and  hardships  upon  the  workmen  and  their 
f.'imilies  of  tiie  old  system  of  negligence,  couunon  eni- 
l)lo\nu-nt  and  assumed  risk,  have  been  eliminated. 
Legal  fees  of  any  sort  have  been  done  away  with.  The 
act  has  increased  the  percentage  of  cases  where  coin- 
pi'u^ation  has  been  granted  for  injiu-ies,  and  the  mun- 
Ikt  of  dependents  benefited  is  one  ol  tlie  most  gratify- 
ing; fe.'ilnres  of  the  report. 
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New  Administration  Building  of  the  Hydro- 
Electric  Power  Commission  of  Ontario 


OWMNG  to  tlie  rapid  increase  of  the  business, 
and  therefore  of  the  staff  requirements  of  the 
Hydro-electric  Power  Commission  of  On- 
tario, it  was  found  that  the  old  quarters  in  the 
Continental  Life  Jjuildint^-  were  too  congested,  and  the 
board  of  directors  decided  in  1914  to- erect  a  new  office 
building".  After  various  sites  had  been  examined  and 
considered,  it  was  finally  decided  to  build  on  Univer- 
sity Ave.  on  part  of  the  old  Caer  Howell  property. 
The  building-  is  situated  just  below  College  St.,  with 
the  main  facade  facing  on  University  Avenue  directly 
opposite  the  General  Hospital.  The  architecture  is 
simple  classic,  Greek  design ;  front  elevation,  cut 
stone,  with  side  and  rear  walls,  brown  pressed  faced 
brick,  cut  stone  window  caps  and  sills.  The  feature 
of  the  main  facade  in  an  artistic  portico  with  an  arched 
roof,  with  a  cast  stone  plate  bearing  the  commis.sion's 
name.  Surmounting  the  portico  are  four  large  Ionic 
columns  flanked  by  end  pavilions,  supporting  an  ex- 
tended stone  coping,  the  whole  supporting  the  top  or 
sixth,  storey. 


Immediately  under  the  portico  the  main  entrance 
is  situated,  with  the  main  double  doors  of  solid  bronze. 
The  main  entrance  hall  has  a  floor  of  white  Renfrew 
marble  with  a  dado  of  Bancroft  white  marble.  All 
doors  off  this  main  entrance  are  solid  bronze.  An 
enquiry  desk  is  placed  in  the  main  hall,  off'  which  are 
located  the  stairways  and  elevators,  situated  in  in- 
terior bays. 

Basement 

The  heating  is  by  the  forced  hot  water  system, 
two  large  Spencer  heaters  supplying  hot  water  to  a 
tank  directly  over  the  heaters,  which  are  automatic 
feeders  burning  buckwheat  coal.  Hot  water  is  forced 
up  throughout  the  building  by  two  centrifugal  pumps, 
operating  one  at  a  time  or  both  in  parallel,  driven  by 
two  2  h.p.,  220  volts,  3  phase,  25  cycle,  motors.  Fuel 
room  for  the  heaters  is  underground  outside  the  build- 
ing, and  has  a  capacity  for  one  car  load  of  coal.  There 
is  a  steel  stack  on  the  west  side  of  the  building  in  con- 
nection with  the  heaters. 

There  is  also  in  the  basement  a  i)rivate  and  a  main 
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dinino'  room  where  lunch  will  be  served  for  the  em- 
ploj-ees ;  these  rooms  are  separated  by  three  large  slid- 
ing- doors  which  may  be  opened  out  for  banquet  pur- 
poses. There  is  also  a  large  sitting-room  adjacent  to 
the  dining-  room,  and  the  necessary  kitchen,  which  will 
be  electrically  fitted  and  operated,  besides  the  pantry 
and  refrigerator.  Filing  and  stationery  storage 
rooms,  and  a  large  vault  room,  take  up  the  remaining 
basement  floor  space. 

First  Floor 

The  first  floor,  with  the  exception  of  the  toilet  and 
the  switch  board  booth,  is  used  entirely  by  the  Ac- 
coiniting  and  Filing-  departments.  The  accounting- 
department  occupy  two  large  rooms  to  the  right  and 
left  of  the  main  entrance,  and  the  filing  department 
occup}'  the  rooms  in  the  rear  of  the  building.  The 
files  are  steel,  five  files  high  single,  ten  double,  set  in 
rows  of  eig-ht}^  Files  may  be  despatched  to  any 
floor  by  means  of  an  automatic  dumb  waiter. 

Second  Floor 

The  second  or  executive  floor  contains  the  Hoard 
Room  on  the  north  west  corner  with  a  private  office 
connected  for  the  use  of  the  Commissioners,  Chair- 
man's office  and  committee  room  connected  to  the 
Board  Room  by  a  private  passageway,  Chief  Engine- 
er's and  Secretary's  offices,  and  also  a  library  and  con- 
ference room.  This  floor  throughout  is  finished  in 
mahogany-finish,  hollow  steel  doors  and  trim,  with 
court  linoleum,  ceinented  directly  to  the  concrete,  in 
the  main  corriddrs  and  hall-wavs.      The  FJoard  Fxooni 


is  finished  with  oak  wall  panelling,  real  mahogany 
dados,  oak  floors,  and  beamed  ceiling.  Chairman's 
and  Commissioners'  rooms  are  finished  in  real  mahog- 
any with  oak  floors. 

Upper  Floors 

The  upper  floors,  which  are  all  ver^^  similar  in 
floor  plan,  contain  the  Municipal,  Purchasing-.  Operat- 
ing, Railway,  Hydraulic,  Station  Equipment  and 
Ihiilding,  Line  Construction,  other  departmental  offices 
and  drafting  rooms,  all  arranged  for  maximum  effici- 
ency. These  floors  are  finished  in  Circassion  walnut- 
finish,  hollow  steel  doors  and  trim.  All  floors  with 
the  excei)tion  of  the  ground  flot)r  have  a  drinking 
fountain  at  the  head  of  the  stairs. 

Foundations 

A  great  deal  of  difficulty  was  encountered  with  the 
foundations,  part  of  the  site  being  on  artificial  fill  over 
an  old  ravine  which  ran  diagonally  across  the  lot.  Be- 
low this  ravine  quick  sand  was  encountered,  which 
made  it  essential  to  sink  the  foundations  to  bed  rock 
some  sixty  feet  below  ground  level.  The  building 
stands  on  twenty-eight  re-inforced  concrete  cassions, 
fifty  feet  high,  sunk  to  bed  rock — twenty-four  cas- 
sions being  3  ft.  6  in.  in  diameter,  and  four,  6  ft.  in  dia- 
meter. The  space  between  the  piers  is  filled  in  with 
a  reinforced  web  or  wall  which  acts  as  a  beam  to  sup- 
l)ort  the  walls  of  the  building-.  Building  was  delayed 
matcriall\-  Dw'ing  to  the  difficully  with  ihc  foiuula- 
tions. 

Constructiiiu  is  rn-e-i)r( lof,  steel  and  re-inlorced  con- 


Fij4.  2.    Plan  ol  Ihe  second  or  executive  floor— Administration  Biiildins?, 
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Crete,  hollow  tile  floors  and  walls,  steel  stairs  with 
mastic  treads,  court  linoleum  in  corridors,  oak  floors 
in  office  rooms.  All  doors  and  trim  are  steel,  in  ma- 
hoi^any  or  walnut  finish,  windows  are  leaded  ^lass  with 
steel  frames,  walls  are  rough  hard  wall  plaster,  with 
picture  moidding-.  A  fire  escape  corridor  from  each 
central  hall  on  each  floor  leads  to  steel  fire  escapes  at 
the  rear  of  the  buildin,^'. 

Electrical  Equipment 

Electric  i)ower  for  lig^hting  and  power  in  the  build- 
iiij;-  is  furnished  by  the  Toronto  Tlydro-Electric  Sys- 
tem at  2.300  volts,  which  voltage  is  reduced  to  230  and 
115  by  transformers  in  the  transformer  room.  This 
room  i.s  a  cement  underground  building  on  the  north 
west  corner  of  the  larger  building,  and  opens  into  the 
boiler  and  switch  board  room  in  the  basement.  There 
are  three  30  kw.  2.200/230  v.  Crocker  Wheeler  trans- 
formers for  power,  and  two  20  kw.  2200/100  v.  trans- 
formers for  lighting,  besides  these  are  the  storage  bat- 
teries for  the  lighting  and  telephone  systems. 

From  the  transformer  room  cables  are  led  under- 
ground through  conduit  to  the  switch  board  in  the 
north  cud  of  the  basement,  Avhich  consists  of  two  18 


Fig.  3.— Hollow  tile  floor  and  partition  construction. 

in.  panels  8  ft.  high,  and  2  panels  24  in.  wide,  8  ft. 
high,  black  slate.  The  board  contains  a  high  tension 
volt  meter,  3,000  volts,  a  400  kw.  watt  hour  demand 
meter,  two  ampere  meters,  one  for  the  total  load  and 
the  other  connected  to  measure  the  load  on  any  cir- 
cuit b}^  simply  plugging  in  the  circuit  to  be  read ;  two 
oil  breakers  and  four,  single  phase,  overload  relays, 
complete  the  equipment  on  this  half  of  the  board.  The 
other  half  contains  the  switches  for  the  different  cir- 
cuits— elevators,  vacuum,  pumps,  lights,  dumb  waiter, 
blueprint,  etc.  The  switchboard  equipment  is  Can- 
adian Westinghouse. 

A  vacuum  cleaning  system,  pump  operated  by  3  h.p. 
C.G.E.  induction  motor,  has  three  outlets  on  each  floor, 
the  system  is  automatically  controlled  from  all  floors 
and  may  be  started  from  any  place  in  the  building  at 
the  will  of  the  operator,  simply  by  pressing  the  button 
beside  the  outlet,  which  closes  the  switch  on  the 
switch  board  and  starts  the  motor.  There  are  two 
bronze  elevators,  electrically  lighted,  driven  by  two  2.S 
cycle  motors. 

A  novel  system  about  the  building  is  the  automatic 
dumb  waiter.  This  waiter  runs  in  a  flue,  back  and 
west  of  the  main  halls,  which  contains  all  cables, 
wires,  pipes  and  plumbing  outlets  of  the  different 
floors.    The  waiter  is  automatically  controlled  from 


the  ground  floor  by  push  buttons.  On  the  request  for 
files  from  any  floor,  they  are  put  on  the  elevator  and 
despatched  simply  by  pushing  the  button  correspond- 
ing to  the  floor.  The  elevator  goes  up  to  the  desired 
floor,  stops  and  turns  on  a  bulls-eye  light  in  the  door. 
Opening  any  door  on  intervening  floors  automatically 
stops  the  elevator  at  that  floor  and  thus  prevents  ac- 
cidents. 

Lighting  Fixtures 

Lighting  outlets  are  lavishly  installed  through  the 
whole  building.  Halls  and  corridors  have  semi- 
translucent,  completely  closed  in,  shades,  while  ofifices 
have  semi-indirect  lighting.  The  Board  Room  has  an 
elaborate,  bronze,  candlestick  chandelier.  Every  office 
is  equipped  with  four  base  board  receptacles  for  elec- 
trical appliances.  All  dark  rooms  are  automatically 
lighted  on  opening  the  doors. 

Telephone  and  Signal  System 

There  is  an  automatic  telephone  system  with  a 
switch  board  in  the  boiler  and  switch  board  room  in 
the  basement.  This  S3'stem  operates  in  connection 
with  the  company's  private  lines  over  the  distributing 
system  and  the  private  lines  to  the  store  house  and 
stock  room,  and  also  with  the  Bell  system.  The  connec- 
tion between  the  difl^erent  lines  is  made  in  the  tele- 
phone booth  on  the  main  floor.  Telephones  and 
signal  systems  are  wired  in  all  offices.  Beside  the 
dumb  waiter  is  a  telephone  box  on  each  floor  from 
which  cables  lead  to  every  room,  so  that  at  the  least 
notice  a  telephone  or  a  signal  s\  stcm  between  any  two 
rooms  may  be  connected  without  anv  iiiterfeicnce  to 
the  ofiice  fittings. 

Contractors 

In  ])lacing  contracts  the  Commission  endeavored  to 
use,  where  suitable,  material  manufactrn-ed  in  Canada, 
and,  where  possible,  by  Hydro  power.  The  General 
Contractors  were  Witchall  &  Son,  who  covered 
c.\ca\ation,  concrete,  brick  and  stone  masonry,  struc- 
tural steel  work,  floors,  interior  |:)artiti()ns,  in  short,  the 
structural  portions  of  the  building.  The  following- 
are  some  of  the  sub-contractors  of  G.  C.  Witchall  & 
Son,  who  use  Hydro  power  in  the  production  of  ma- 
terial sui^plied  by  them: — pressed  brick,  Inter-Provin- 
cial Brick  Co.,  Cheltenham  ;  cement,  St.  Marys  Port- 
land Cement  Co.,  wSt.  Marys;  cut  stone  work,  Witchall 
&  Son,  Toronto;  gypsum  partition  blocks,  Ebsary  Co., 
Caledonia;  paint.  Dominion  Paint  W^orks,  Walker- 
ville. 

Other  contracts  which  were  placed  direct  by  the 
Commission  with  contractors  using  Hydro  power  are 
as  follows : — sash  and  casement.  Trussed  Concrete 
Steel  Co.,  Walkerville ;  plastering,  R.  C.  Dancy,  Tor- 
onto;  marble  work,  Canada  Glass,  Mantels  &  Tile  Co., 
Toronto ;  hollow  steel  doors  and  trim,  A.  B.  Ormsby 
Co.,  Toronto;  elevators  and  dumb  waiter,  Otis-l-'en 
som  Elevator  Co.,  Toronto ;  radiators.  Steel  &  Radia 
tion,  Ltd.,  Toronto;  iron  valves,  Canadian  Fairbanks- 
Morse,  Toronto;  pumps,  Canadian  BulTalo  Forge,  Ber- 
lin; door  hardware,  Aikenhead  Hardware  Co.  (Canad- 
ian Yale  and  Towne). 

Some  of  the  other  contracts  placed  by  the  Com- 
mission were: — fire  escapes,  Dominion  Ornamental 
Iron  Co.;  bronze  work.  Architectural  Bronze  &  Iron 
Works ;  boilers,  ^Valdon  Pleating  Co. ;  switchboard. 
Canadian  Westinghouse  Co. ;  automatic  Presto  tele- 
phone switch  board,  Canadian  Independent  Telephone 
Co.,  Toronto;  piping  G.  E.  B.  Grinyer;  plumlnng  sys- 
tem, Keiths,  Ltd.  ;  plumbing  fixtures.  Imperial  Pro- 
ducts ;  smokestack,  Toronto  Iron  W^orks  ;  glazing,  Tor- 
onto Plate  Glass  Co. 
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The  Law  and  the  Engineer  and  Architect 

The  Interpretation  of  Modern  Specifications  with  Respect  to 
the  Relations  Between  Proprietor,   Engineer  and  Architect 

By  Geo.  H.  Montgomery,  K.  C* 


TC)  anyone  familiar  with  the  wording  of  the  mod- 
ern specification  as  drawn  by  the  modern  en- 
gineer, a  paper  upon  the  law  and  the  engineer 
would  seem  superfluous,  since  the  engineer 
would  seem  to  be  made  a  law  unto  himself,  the  de- 
cision of  the  engineer  or  the  architect,  as  the  case  may 
be,  being  declared  to  be  final  in  every  second  paragraph 
of  the  specification.  However,  the  law  has  jealously 
guarded  its  prerogatives,  and  there  is  possibly  no 
branch  of  our  jurisprudence  more  complex  than  that 
surrounding  the  functions  of  the  architect  and  engi- 
neer. In  the  province  of  Quebec  this  is  particularly 
the  case,  since  we  are  operating  under  a  mixed  system 
of  law,  French  and  English  being  cited  and  applied  al- 
most indiscriminately,  with  the  result  thkt  varying  as 
they  do  in  their  basic  principles  we  are  faced  with  a 
mass  of  conflicting  jurisprudence,  making  the  task 
of  counsel  who  are  called  upon  to  advise,  rather  a  dif- 
ficult one.  This  is  especially  so  in  the  branch  relat- 
ing to  the  responsibility  of  the  architect  or  engineer 
for  the  stability  of  the  work  entrusted  to  him,  as  well 
as  in  that  relating  to  the  necessity,  cfl^ect  and  finality 
of  his  certificate.  In  grouping  the  architect  and  engi- 
neer together  I  do  so  advisedly,  as  their  duties  and 
responsibilities  are  so  analogous  that  the  jurisprudence 
that  has  grown  up  can  be  applied  to  one  or  the  other 
indiscriminately.  So  much  so  is  this  the  case  that  it 
has  been 'expressly  held  that  the  somewhat  stringent 
and  exceptional  provisions  which  exist  both  in  our  own 
Code  and  in  the  Code  Napoleon  regarding  the  re- 
sponsibility of  architects,  apply  equally  to  engineers, 
notwithstanding  the  fact  that  in  the  application  of 
these  articles  in  every  other  respect  they  have  been 
treated  as  exceptional  provisi(ins  not  to  be  extended 
l>eyond  their  literal  terms.  ' 

Engineer's  Ambiguous  Position 

Occupying  as  the  engineer  does  a  somewhat  am 
biguous  position,  in  that  he  is  called  upon  in  practic 
ally  every  contract  to  act  as  agent  and  representative 
of  the  proprietor  as  against  the  contractor,  and  at  the 
same  time  to  act  in  a  quasi-judicial  position  between 
the  contractor  and  the  i)roprietor,  he  must  find  his 
position  an  embarrassing  one,  and  it  is  to  the  credit 
of  the,  engineering  profession  that  the  resultant  liti- 
gation of  disputes  is  not  e\  en  more  frequent  than  it  is 
found  to  be  in  practice.  It  must  be  admitted  that  the 
law  has  not  dcjne  much  to  relieve  him  of  his  embar- 
rassment, since  as  towards  the  proprietor,  the  party 
by  whom  he  is  em])l()yed,  it  calls  upon  him  to  exercise 
all  the  care  and  zeal  which  can  be  expected  from  one 
who  is  cm]jloyed  only  in  the  interests  of  the  proprietor, 
and  at  the  same  time  severely  criticizes  him  if  he  acts 
in  other  than  an  impartial  manner  as  between  the  pro- 
prietor and  the  contractor  whenever  by  the  terms  of 
the  contract  matters  are  referred  to  him  for  decision. 
Mr.'  Cregory,  who  was  both  a  lawyer  and  an  engi- 
neer, has  attemjjted  to  reconcile  his  position  in  tlie 
f(jllowing  terms : — 

"In  accei)ting  an  a])pointment  from  the  employer, 
the  engineer  or  architect  undertakes  responsibilities 
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to  the  employer  under  the  contract,  but  to  the  contrac- 
tor only  under  the  law.  To  the  employer  he  may  be 
liable  for  an  error  in  the  performance  of  his  duties ; 
but  to  the  contractor  only  for  a  fraud  committed  or 
aided  by  him,  in  the  performance  of  his  functions  un- 
der the  contract,  or  otherwise." 

"As  fraud  and  deceit  are  mala  in  se,  and  in  the 
performance  of  functions  under  the  provisions  of  a 
contract,  as  in  every  other  transaction,  a  person  is 
under  the  legal  obligation  to  be  a  party  to  no  fraud, 
and  to  make  no  false  statement  for  the  purpose  of  it 
being  used  to  another's  injury,  the  employer's  direc- 
tion or  request  to  the  engineer  or  architect  as  to  the 
])erformance  of  his  duties  under  a  contract  is  no  justi- 
fication for  a  fraudulent  ])erformance  of  them." 

"That  his  functions  shall  not  be  exercised  in  bad 
faith,  is  the  extent  of  the  engineer  or  architect's  ob- 
ligation to  the  contractor  with  whom  he  has  no  privity 
of  contract ;  while  to  the  employer,  he  may  be  under 
the  obligation  to  duly  perform  all  the  duties  which,  by 
his  acceptance  of  the  appointment,  he  undertook  to 
perform." 

".Such  disparity  between  the  responsibility  which 
the  engineer  or  architect  has  to  the  contractor  and  that 
w  hich  he  has  to  the  employer,  nuist  necessarily  exist 
where  he  is  the  agent,  appointed  solely  l)y  the  etn- 
])loyer,  to  exercise  a  control  over  a  contractor  who  has 
no  ])art  in  his  ap])ointinent." 

As  a  ci)rollary  to  the  proixisition  that  no  contrac- 
tual relation  exists  or  can  exist  excei)t  with  the  pro- 
prietor, and  not  with  the  contractor,  it  follows  that 
the  architect  or  engineer  cannot  be  employed  in  the 
interests  of  both,  or  receive  fees  from  both. 

Quoad  the  Proprietor 

111  his  relations  with  the  ])roprietor  wc  have  to 
consider,  first,  the  extent  of  his  mandate  and  how  far 
lie  can  bind  the  proprietor.  In  this  respect  reference, 
of  course,  must  first  be  made  to  the  terms  of  the  par- 
ticular contract,  l)ut  as  a  general  proposition  it  can 
be  laid  down  that  while  he  is  the  agent  of  the  projiri- 
etor  he  has  only  the  ])ower  to  bind  him  within  the 
strict  limits  of  his  mandate,  as  it  has  been  held  that 
with  regard  to  drawings  and  plans  he  has  no  implied 
authority  to  warrant  they  are  correct,  or  that  the  work 
can  be  carried  out  in  accordance  with  them,  or  that 
temi)orary  constructional  works,  in  the  case  of  en- 
gineering-  contracts,  are  ])racticable.  Again,  the  au- 
thority of  the  architect  or  engineer  as  agent  does  not 
empower  him,  without  the  knowledge  or  consent  of 
his  employer,  to  make  promises  that  the  conditions 
contained  in  it  will  be  followed  or  waived,  or,  if  there 
are  omissions  in  the  drawings,  plans  or  specifications, 
to  order  as  extras  such  things  omitted  as  are  necessary 
to  conii)lete  the  contract,  or  where  the  scheme  is  im- 
practicable, to  order  as  an  extra  work  which  is  neces- 
sary to  enable  the  works  to  be  constructed.  It  is  laid 
down  as  a  principle  that  the  architect  or  engineer  has 
no  general  authority  to  vary,  waive  or  dispense  with 
any  of  the  conditions  contained  in  the  contract  without 
being  specially  authorized  to  do  so,  and  even  where 
he  is  authorized  by  the  contract  to  give  directions  as 
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to  the  manner  in  which  the  contract  is  to  be  carried 
out,  he  can  only  give  such  directions  as  fall  within  the 
contract,  and  may  not  vary  the  whole  scheme  of  the 
proposed  works,  or  allow  the  substitution  of  entirely 
different  materials  for  those  specified  in  the  contract. 
Again,  an  architect  or  engineer  has  authority  to  order 
extras  only  when  the  contract  so  provides,  and  then 
only  to  the  extent  provided  therein.  He  cannot  waive 
or  dispense  with  a  condition  that  extras  shall  be  or- 
dered in  writing,  or  any  similar  condition.  It  is  to  be 
noted,  however,  that  if  he  has  power  by  a  final  and 
conclusive  certificate  to  adjust  the  amount  payable  by 
the  employer  to  the  contractor,  the  employer  must  pay 
the  amount  certified  for  if  the  certificate  is  honestly 
given,  although  it  may  include  extras  not  ordered  in 
the  manner  prescribed  in  the  contract. 

Engineer's  Relation  to  the  Proprietor 

As  regards  his  duties  and  responsibilities  towards 
the  proprietor,  they  dififer  somewhat,  as  far  as  responsi- 
bilities are  concerned,  in  this  province,  from  the  law 
which  obtains  in  the  provinces  which  are  under  the 
common  law.  Under  the  common  law  system  archi- 
tects and  engineers  are  only  required  to  exercise  rea- 
sonable skill  and  diligence.  As  to  the  amount  of  skill 
required,  the  architect  or  engineer  need  not  exercise 
an  extraordinary  degree  of  skill.  It  is  not  enough  to 
make  him  responsible,  that  others  of  far  greater  ex- 
perience or  ability  might  have  used  a  greater  degree 
of  skill,  or  even  that  he  might  have  used  some  greater 
degree ;  the  questions  is  whether  there  has  been  such 
a  want  of  competent  care  and  skill  leading  to  the  bad 
result  as  to  amount  to  negligence.  He  is  bound,  how- 
ever, to  acquaint  himself  with  the  requirements  of  all 
public  and  local  statutes,  as  well  as  to  exercise  rea- 
'  sonable  precaution  in  the  examination  of  the  site  on 
which  the  works  are  to  be  constructed.  The  mere  ap- 
proval of  the  plans  and  specifications  by  the  employer 
will  not  exonerate  the  architect  or  engineer  from 
liability  when  the  design  of  the  works  is  struc- 
turally defective,  or  does  not  carry  out  the  instructions 
of  the  employer,  although  the  employer  has  been  told 
by  the  architect  or  engineer  to  examine  them. 

Responsibility  of  the  Engineer 

Under  the  civil  law  system  in  force  in  this  pro- 
vince, the  responsibility  of  the  architect  or  engineer  is 
more  extensive.  A  presumption  of  fault  is  cast  upon 
him  and  he  is  responsible  jointly  and  severally  with 
the  contractor  for  the  failure  of  the  structure  without 
evidence  of  special  negligence. 

(Articles  1688  and  1689,  Civil  Code) 

"1688.  If  a  building  perish  in  whole  or  in  part  with- 
in ten  years,  from  defect  in  construction,  or  even  from 
the  unfavorable  nature  of  the  ground,  the  architect 
superintending  the  work,  and  the  builder  are  jointly 
and  severally  liable  for  the  loss." 

"1689.  If,  in  the  case  stated  in  the  last  preceding 
article,  the  architect  does  not  superintend  the  work, 
he  is  Hable  for  the  loss  only  which  is  occasioned  by 
defect  or  error  in  the  plan  furnished  by  him." 

These  articles  are  in  substance  a  reproduction  of 
corresponding  articles  in  the  Code  Napoleon.  The 
origin  of  the  principles  thus  laid  down  no  doubt  is 
to  be  found  in  the  fact  that  in  earlier  days  the  architect 
was  commonly  the  principal  contractor  for  the  build- 
ing. At  that  time  the  trade  guilds  still  flourished  and 
one  of  the  rules  of  the  guilds  was  that  no  member 
of  any  guild  should  contract  for  or  do  work  belonging 
to  any  other  guild,  so  that  the  only  way  to  include 
the  whole  building  in  one  contract  was  to  make  an 


agreement  with  someone  outside  the  trades  and  let 
him  make  the  sub-contracts  for  the  different  portions 
of  the  work.  The  person  with  whom  the  principal  con- 
tract was  usually  made  would  naturally  be  the  archi- 
tect, and  as,  like  any  other  contractor,  he  would  be 
tempted  to  save  money  for  himself  by  surreptitious 
means  to  the  detriment  of  the  strength  of  the  building, 
the  law  made  him  and  his  sub-contractors  responsible 
for  a  fixed  term  for  the  solidity  of  the  structure.  It 
has  been  held  that  these  articles  fall  within  the  cate- 
gory of  matters  of  public  order,  and  in  consequence 
cannot  be  derogated  from  so  as  to  relieve  the  architect 
or  engineer  from  responsibility,  even  when  so  express- 
ly stipulated. 

With  the  idea  of  avoiding  the  rigorous  responsi- 
bility thus  imposed  upon  the  engineer  under  the  Que- 
bec system,  certain  engineers  have  been  stipulating 
that  in  the  execution  of  the  works  they  shall  act  mere- 
ly as  the  servants,  agents  and  employees  of  the  pro- 
prietors, and  perform  the  work  under  the  proprietors' 
direction.  Although  the  Code  only  makes  use  of  the 
word  "building,"  the  jurisprudence  is  that  the  word 
will  include  any  large  undertaking  such  as  a  dam,  or 
other  analogous  work.  This  liability  has  been  im- 
posed even  in  a  case  in  which  the  plans  were  made 
by  another  architect  before  the  persons  sued  assumed 
charge  of  the  works  to  be  erected. 

The  responsibility  of  the  architect  or  engineer  who 
not  only  prepares  the  plans  but  supervises  the  work, 
extends  not  merely  to  the  sufficiency  of  the  plans,  but 
also  to  the  materials  employed.  Thus  in  a  case  cited 
in  this  province  where  the  floors  of  a  building  sank 
in  consequence  of  the  insufficiency  of  the  timber  speci- 
fied, it  was  held  that  the  architect  and  contractor  were 
jointly  and  severally  liable,  and  in  a  more  recent  case 
now  pending  in  the  Appeal  Courts,  the  architects  and 
contractor  were  held  jointly  and  severally  responsi))le 
for  the  failure  of  timber  which  perished  through  dry 
rot.  [Mr.  Montgomery  cited  as  examples  of  this,  the 
case  of  the  Royal  Electric  Company  vs.  Wand,  and 
Wand  vs.  Walbank]. 

Engineer's  Certificates 

In  most  building  contracts  it  is  customary  to  pro- 
vide that  payment  shall  only  be  made  upon  the  certi- 
ficate of  the  engineer,  and  that  the  latter  shall  be  final 
and  conclusive  as  between  the  parties.  Here  again 
we  find  a  certain  degree  of  conflict  between  the  Eng- 
lish jurisprudence  and  that  of  our  own  province.  Un- 
der the  English  jurisprudence  it  is  held  that  if  the 
certificate  of  the  engineer  is  made  a  condition  pre- 
cedent to  any  right  of  payment,  effect  will  be  given  to 
the  clause,  and  no  action  can  be  maintained  against 
the  proprietor  until  a  certificate  has  first  been  procured. 

As  to  the  finality  of  the  certificate,  the  English 
jurisprudence  varies  according  to  the  wording  of  the 
particular  contract.  If  a  contract  contains  a  provision 
that  disputes  shall  be  referred  to  arbitration,  the  cer- 
tificate of  the  architect  or  engineer  will  not  be  treated 
as  final,  even  though  the  same  architect  or  engineer 
is  by  the  contract  named  as  arbitrator,  and  in  order 
that  his  certificate  should  be  treated  as  final,  it  must 
have  been  given  before  any  dispute  has  arisen.  Under 
our  own  jurisprudence  there  is  some  question  as  to 
the  binding  force  and  legal  effect  of  such  a  clause, 
and  we  are  face  to  face  with  a  flat  conflict  of  opinion 
upon  the  point.  Thus,  in  a  case  of  Mireau  vs.  Gauthier. 
it  is  held  by  one  of  the  judges  of  the  Superior  Court! 
that  the  obtaining  of  an  architect's  approval  and  cer- 
tificates, and  an  order  for  payment  on  the  proprietor, 
when  such  is  the  agreement  between  the  parties,  was 
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a  necessary  condition  to  any  demand  upon  the  pro- 
prietor and  a  condition  precedent  to  any  action  for  the 
recovery  of  the  contract  price.  If  the  architect  ar- 
bitrarily refuses  to  comply  Avith  the  just  demands  of 
the  contractor,  the  latter  can  take  proceedings  against 
him  to  compel  him  to  perform  his  functions,  but  he 
could  not  proceed  against  the  proprietor.  On  the 
other  hand,  another  of  the  learned  judges  of  the  Super- 
ior Court,  in  the  case  of  Quinlan  vs.  Redmond,  came, 
to  an  exactly  opposite  conclusion,  supported  by 
weighty  argument  and  authority,  to  the  eflfect  that 
clauses  of  this  nature  in  a  contract  were  of  no  legal 
efifect  in  this  province,  and  that  they  were  to  be  treated 
as  general  arbitration  clauses,  or  clauses  compro- 
misoires,  which  could  have  no  efifect  unless  they  com- 
ply with  the  rules  of  the  Code  of  Civil  Procedure,  that 
is  to  say,  unless  they  specified  the  particular  subject 
of  the  dispute,  named  the  delay  within  which  the 
award  shall  be  rendered,  and  complied  with  the  other 
requirements  of  the  Code. 

Must  be  Impartial 

In  one  respect  the  jurisprudence  under  both  the 
common  law  system  and  the  system  in  being  in  our 
province  is  in  accord,  and  that  is,  that  the  engineer  or 
architect  called  upon  to  exercise  the  quasi-judicial 
function  must  not  be  placed  in  the  position  where  his 
opinion  is  likely  to  be  influenced,  at  least  to  a  greater 
extent  than  is  known  to  both  parties  at  the  time  the 
contract  is  entered  into.  In  the  latter  connection  it 
is  no  bar  to  the  exercise  of  his  functions  that  he  is 
employed  by  the  proprietor  and  is  paid  by  him,  and  is, 
in  a  sense,  the  representative  of  the  proprietor,  since 
this  is  a  fact  which  would  have  been  well  known  to 
both  parties  at  the  time  the  contract  was  entered  into. 
The  mere  fact  that  the  engineer  was  in  the  permanent 
employ  of  the  contractor  would  not  afifect  the  finality 
of  his  certificate,  or  the  finality  of  his  award  in  the  ad- 
justment of  a  dispute.  If,  however,  a  secret  agreement 
existed  between  the  proprietor  and  the  engineer,  such 
as  an  agreement  that  the  engineer  would  only  act  as 
the  servant,  agent  and  employee  of  the  proprietor, 
and  in  all  things  obey  the  latter's  directions,  this  would 
absolutely  disqualify  the  engineer  from  performing 
any  judicial  function  as  between  the  proprietor  and  the 
contractor.  Again,  it  has  been  held,  both  here  and  in 
England,  that  if  the  architect  or  engineer  has  given  the 
proprietor  a  guarantee  that  the  works  would  not  cost 
more  than  a  certain  amount,  this  would  be  a  fact  to  so 
influence  his  judgment  as  to  disqualify  him  from  acting 
as  an  arbitrator,  or  granting  any  certificate  binding 
against  the  contractor. 

Remuneration 

As  to  the  right  of  the  architect  or  engineer  to  re- 
muneration, this  will  ordinarily  be  governed  by  ar- 
rangement. In  the  absence  of  an  arrangement  there 
will  be  an  implied  contract  to  pay  what  is  reasonable, 
usually  based  upon  the  customary  charges  or  com- 
missions for  similar  work.  Where  drawings  are  mere- 
ly submitted  for  a])i)roval,  it  has  been  held  in  Eng- 
land that  no  claim  for  remuneration  arises  unless  the 
work  is  approved  or  used,  and,  similarly,  in  the  case 
plans  or  drawings  submitted  in  competition,  subject, 
of  course,  to  the  ])ublic  terms  of  the  competition  ;  such 
jjrobationery  drawings  are  in  the  nature  of  a  tender, 
that  is,  a  mere  ])roposal  or  offer  to  do  the  work,  and 
without  accei)tance  there  is  no  mutuality  on  which  an 
imjjlied  contract  to  be  paid  for  can  be  placed.  [  Here  the 
writer  discussed  a  case  where  the  court  decided  that 


plans  or  drawings  submitted  for  approval  and  used 
for  any  purpose,  should  be  paid  for]. 

Where  an  engineer  is  engaged  at  a  yearly  salary, 
payable  monthly,  it  has  been  held  in  this  province  that 
the  contract  must  be  construed  as  being  by  the  year, 
and  that  the  words  "payable  monthly"  are  a  mere 
indication  of  the  manner  in  which  such  remuneration 
is  to  be  paid.  Silver  vs.  Standard  Gold  Mines  Lim- 
ited. In  the  same  case  it  is  held  that  a  professional, 
e.g.,  an  engineer  with  managerial  functions  is  not 
obliged  to  seek  for  menial  work  if  he  cannot  find  a 
position  equal  in  importance  to  that  from  which  he 
has  been  dismissed  imjustly,  and  the  employer,  in  that 
event,  is  responsible  for  the  payment  of  the  salary  for 
the  entire  period  of  the  contract  up  to  the  date  of  its 
expiry. 

Disposing  of  Plans 

Ordinarily,  unless  some  particular  statute  provides 
that  the  originals  of  all  plans  shall  remain  of  record 
with  the  engineer  or  architect,  the  plans  and  specifi- 
cations that  have  been  prepared  can  be  claimed  by 
the  owner.    Thus  : — 

"An  architect  was  employed  by  the  owner  of  cer- 
tain houses  to  design  and  carry  out  the  conversion 
of  the  houses  into  flats,  and  he  was  to  receive  five  per 
cent,  on  the  contract  price  for  his  services.  The  archi- 
tect accordingly  prepared  plans  and  specifications,  and 
superintended  the  work  of  conversion.  At  the  con- 
clusion of  the  work  the  owner  paid  the  architect  his 
fees,  and  claimed  to  be  entitled  to  the  plans  and  speci- 
fications. At  the  trial  the  architect  tendered  evidence 
of  a  custom  in  the  profession  by  which,  in  the  cir- 
cumstances of  the  case,  the  plans  and  specifications 
were  the  property  of  the  architect : — Held,  that  the 
custom  was  unreasonable,  and  that  the  evidence  was 
not  admissible,  and  that  the  plans  and  specifications 
belonged  to  the  building  owner :  Ebdy  vs.  McGowan 
(1870),  2  Hudson  on  Building  Contracts  7;  Gibbon 
vs.  Pease,  (1905)  1  K.B.  810,  74  L.J.K.B.  502,  69  J.P. 
209,  53  W.R.  417,  92  L.T.  433,  21  Times  L.R.  365.  3 
L.G.R.  461." 

Discussion 

Mr.  Montgomery  then  discussed  the  ordering  of 
extras,  stating  that  neither  an  architect  nor  an  engi- 
neer could  claim  remuneration  unless  these  were  or- 
dered in  writing  and  unless  the  price  was  fixed  in 
writing  and  agreed  to  by  the  proprietor.  In  dealing 
with  the  clauses  providing  for  a  time  limit  for  the 
completion  of  contracts,  where  there  was  no  penalty^ 
damage  was  not  payable  unless  it  could  be  shown 
that  time  was  the  essence  of  the  contract.  Mr.  Mont- 
gomery also  took  up  the  question  of  stipulated  dam- 
ages and  penalties,  and  said  that  the  courts  were  dis- 
posed to  alleviate  what  might  be  regarded  as  an  ex- 
treme application  of  the  clauses.  It  had  been  held  that 
in  the  case  of  a  delay,  say  in  the  delivery  of  a  site, 
the  contractor  was  absolved  from  paying  stipulated 
damages  ;  in  fact  the  courts  generally  sought  a  solu- 
tion which  tended  to  reduce  damages  payable  by  a 
contractor. 

Several  questions  were  asked,  and  Mr.  Montgom- 
ery elaborated  many  of  the  points  of  his  paper.  A 
discussion  which  followed  was  taken  part  in  by  Sir 
John  Kennedy,  and  Messrs.  I'^^ancis,  Surveyer,  Ross, 
Duchastel  and  Swan. 


Waiter  |.  I'Vancis  i!^  Comjiany,  consulting  engineers, 
have  removed  from  the  Commercial  Union  lUiilding, 
232  St.  James  Street,  to  the  new  I'ank  of  Toronto 
lluilding,  260  St.  James  Street,  Montreal. 
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Canadian  Imports  and  Exports  for  the  Year 
Ending  February  29,  1916 


TWR  tables  reproduced  herevvitli  summarize  the 
export  and  import  trade  of  the  Dominion  of 
Canada  with  the  rest  of  the  world  for  tlie  12 
months  endin^^  Feb.  29,  1916.  Comparative 
lii^ures,  showini^  the  increase  or  decrease  over  the  pre- 
vious year,  are  also  included.  Total  imports  for  the 
year  amounted  to  $520,335,754.00,  a  decrease  of  about 
eighty  millions  from  the  figures  of  the  previous  year. 
The  total  exports  were  '$862,782,899.00,  practically 
double  of  the  figures  for  the  previous  year,  which 
leaves  a  balance  in  our  favor  of  some  $340,000,000.00. 
Most  of  our  imports  are  from  the  United  States,  the 
total  amounting  to  approximately  $380,000,000.00.  This 
is  a  decrease  from  previous  years  of  about  10  per  cent. 
'I'he  United  Kingdom  has  given  us  im])orts  to  the 
value  of  $77,582,813.00,  a  drop  of  about  45  per  cent. 

Principal  Articles  of  Canadian  Produce  Srported  from  Canada. 


Articles  Exported. 


Animals,  living— Total. 


Cattle.. 
Hurees. 
Sheep. . 


Cread3tuff8 -Total. 


Barley     , 

Brau  

Cereal  foods  

Oats  

Oatmeal  

Wheat     

Wheat  flour  

CoiJ,  coke,  cinders  and  charcoal. 
Cordage,  rope  and  twine  


Fi^h-Total. 


Cod,  etc,  dry-salted. 

Lobster.,  canned  

Salmon,  canned  


Fniits— ToUl- 


Apples,  i'reah  

Furti,  akina  and  manufacturea  of. 

Hay  

Hides  and  skins,  other  than  fur 


Leather  and  manufactures  of— Total 

Siile  and  upper   

Metals,  minerals,  etc.— Total  


Aluminium  in  bars,  blocks,  etc    

Asbesto*  

Copuer    

Gola-bes'-ing  quartz,  dust,  etc  

Iron  and  steel  and  manufacturea  of  

Nickel   .       -.  .   

Silver.      .    .        ..  ..... 

Paper    

Potatoes    , 

Provisions- Total  

Butter    

Cheese    

Meats— Bacon  and  hama. .  . . 

Seeds  

Settlers'  effects ....  ... 

Whisky      

Wood  and  manufactures  off— Total  

Logs    

Lumber- Deals,  pine   ;  

Spruce  and  other  

Laths,  palings  and  pickets  

Planks  and  boards  

Shingles  

Timber,  square  

Wood  blocks  for  pulp    

Wood-pulp  

Total  value  of  principal  and  other  Articles  Exported 

Canadian  produce  

Foreign  produce  

Total  exports,  merchandise  

Coin  and  bullion  ... 


Total  Exports. 


Twelve  Months  Endkd  FBttBUABY. 


1915. 

1916. 

Total. 

To  LlDited 
Kingdom. 

To  Unitwl 
States. 

$ 

14,710,707 

S 

18,109,534 

t 

3,723,688 

S 

12,740,154 

9,136,667 
1,645,573 
286,662 

12,789,705 
4,167,169 
593,392 

106,120 
3,617,947 

11,314,111 
301,270 
584,466 

110,315,860 

229,034,018 

186,806,451 

13,286,616 

3,328,807 
J.030,942 
1,995,265 
X,  149, 141 
322,438 
71,333,  .5.36 
22,708,723 
4,615,172 
1,073,655 

3,491,729 
1,691,«9S 
1,946,917 
14  040  502 
'385,808 
169,468,413 
36,987,133 
5,96»,9S6 
1,336,976 

2,984,257 
76,986 
1,724,338 
7,36.3,353 
'34l!786 
151,728,019 
22,162,368 
210,004 
242,807 

189,888 
1,495,470 
22,013 
510  120 
42a99 
8,654,353 
1.148,667 
4,319,875 
604,064 

18,737,420 

4,034,442 
2,890,066 
4,801,297 

3,318,125 

21,993,592 

6,313,010 
2,703.610 
6,401,405 

3,141,762 

6,736,766 

134,167 
1,256,238 
5,056,0.33 

2,602,003 

8,540,797 

1,408,837 
538,749 
2,592 

246,803 

2,390,797 
2,660,244 
2,118,39<) 
8,016,950 

8,539,021 

1,880,630 
4,774,871 
5,211,104 
6,626,001 

16,587,888 

1,698,764 
1,369,373 
1.262,636 
3,752 

8,442,127 

18,172 
3,.396.544 
.508,475 
6,605,323 

3,920,829 

5,463,150 
60,928,313 

6,662,942 
118,506,247 

3,039,612 
49.478,221 

3,201,345 
54,699,940 

2,315,174 
2,291,793 
7,607,714 
1.5,391,155 
10,616,861 
6,057,532 
14,209,671 
15,365,636 
6S0,210 
40,947,195 

3,640,176 
2,880.576 
13,629,807 
10,655,366 
51,643,315 
7,862,125 
14,126,480 
19,602,728 
464,070 

2,308,641 
727,981 
1,095,981 
100 

33,4.39,023 
1,«86,749 
8,190,476 
,S86,043 
7 

1,21,5,864 
1,835,054 
12,433826 
16,655,266 
5,271,938 
6,976,370 
5,146,314 
16,278,387 
22,316 
1,749,304 

65,405,731 

69,811,163 

631,043 
19,237,267 
12,645,534 
11,015,869 
3,677,802 

866,650 

1,016,757 
v26,218,190 
25,324,670 
3,397,695 
4,182,086 
1,01,5,283 

605,916 
25,953,149 
24,963,999 
198,040 
439,576 
188,907 

23,165 
21,938 
267,178 
3,166,687 
3,684,646 
709,112 

51,827,610 

62,566,755 

15,084,963 

43,875,851 

994,086 
1,161,310 
6.264,057 
1,840,929 
18,678,864 
2,937.253 
546,404 
6,815,396 
9,170,187 

1,285,835 
1,248,605 
9,799,752 
2,507,461 

23,520,769 
3,662,143 
477,668 
6,030,803 

10,050,051 

49,359 
1,168,696 
8,951,971 

11,268 
2,129.073 

1,236,136 
49,539 
263,907 
2,481,396 
19,727,097 
3,643,670 
11,73S 
6,030,803 
9,013,062 

105,820 

.314,061 

391,000,905 
50,314,760 

698,315,322 
39,293.938 

416,610.328 
11,737,659 

195,544,199 
16,803,376 
212,347,575 
125,169,866 

441,316,665 
18,177,217 

737.609,260 
126,173,639 

428,347,987 

459,492,882 

S62.782,899 

428,347,987 

337,307,140 

as  coini:>ared  with  the  years  1913  and  1914.  Germany 
sent  $95,552.00  worth  of  material  as  compared  with 
$14,735,834.00  in  1914. 

The  United  Kini^dom  gets  the  hon's  share  of  our 
exports,  totalhno-  $428,347,987.00,  about  twice  what  we 
n'ere  siving-  her  the  year  before  .the  war.  The  United 
States  is  also  taking'  more,  $212,347,575.00,  as  compared 
with  $183,049,307  in  1914.      France  also  took  about 


Principal  Articles  Imported  for  Conaamption  into  Canada. 


Articles  Imported. 


Ale,  beer  and  porter  

Animals,  living  

Books,  periodicals  etc  

Hreadstuffs  

Bricks,  tiles,  clays  ond  manufactures  of. 

Carriages,  carts,  wagona,  cars,  etc.  

Cennent  

Coal,  coke,  etc  

Cocoa,  chocolate,  etc  

CV)ffee  

Cordage,  rope  and  twine  

Cottons  ,  . 

Curtains  

Drugs,  dyea,  chemicals,  etc  

Earthenware,  china  and  graniteware  . 

Electric  apparatus  

Fancy  goods  

Fish   

Flax,  hemp,  jute  and  manufacturea  of. . 

Fruits    

Furs,  skins  and  manufactures  of  

Grass  

Gloves  and  mitts.  

Grasses,  fibres  and  manufactures  of  

Grease  

Gunpowder  and  explosives   

Gutta-percha,  india-rubber  and  mfra.  of 

Hats,  caps,  bonnets,  etc  

Hides  and  skins  other  than  fur  

Leather  and  manufactures  of  

Metals,  minerals,  etc.— Total. 

Brass  and  manufactures  of  

Copper  and  manufactures  of  

Iron  and  steel  and  manufactures  of. 

Tin  and  manufactures  of  , 

Musical  instruments  

Oils  

Oilcloth    

Paintings,  drawings,  engrarings,  etc  . . . 

Paints  and  colours     

Paper  and  manufactures  of . .   

Precious  stones   

Provisions  ;  

Ribbons  

Seeds   

Settlers'  effecta  

Silk  and  maoufftcturea  of  

Soap  

Spirits  and  wine*     

Sugar,  molasses,  etc  

Tea    

Tobacco  

Vegetables  ;  

Watches  

Wood  and  manufacturea  of  

Wool  and  manufactures  of  

Total  Value  of  Principal  and  other  articles 
Imported— 

Dutiable  Gonds  

Free  Goods  

Total  Imports,  inercbandiae . 
Cora  and  bullion  

Total  lupoaTe  


TVIBLVB  MONTHB  EnDED  FbBBUABY. 


1916. 

1916. 

Total. 

From  United 

From  United 

Kingdom. 

States. 

S 

$ 

t 

$ 

767,311 

240.7.% 

121,81b 

117, 1S7 

1,410,57€ 

625,690 

64,374 

554, 179 

(J,030,27C 

5,065,089 

920,796 

3,%7.233 

13,012,784 

12,044,116 

235,184 

9,824,746 

2,143,367 

1,62.3,427 

204,935 

1,422,570 

!),314,262 

10,5.30. 12^ 

139,841 

10,390,230 

117,807 

47,710 

65C 

46,684 

10,318,75!* 

31,151,600 

26,043 

31,124,550 

2,'J42,045 

2,200,132 

999,89S 

1.107,000 

2,118,003 

1,721,242 

ll7,5!*a 

266,922 

3,302,228 

3,483,467 

400.496 

3,078,382 

28,279,832 

31,288,230 

10,447,077 

19,741,651 

430,676 

390,631 

208,773 

64,252 

13,621,305 

16,012,902 

2,492,375 

11,994,978 

2,0[)-'>,^i81 

1,466,243 

945,537 

287,947 

6,150,802 

4,986,910 

256,741 

4,706,085 

3,364,062 

2,832,622 

908,611 

1,526,117 

1,752,071 

1,396,-367 

112,539 

454,457 

6,465.6ly 

7,835,472 

3,249,872 

2,102,722 

1,5.796,574 

14,056.441 

362,563 

12,247,864 

2,36C,!>41 

2,656,569 

2)9,423 

2,326,1 61 

3,563.197 

2,443,242 

155,669 

2,197,934 

1,918,727 

1,299,540 

506,119 

298,923 

2,352,013 

2,498,326 

90,263 

2, 37  "1,207 

1,026,220 

962,794 

33,847 

923,387 

1, 134,004 

1,017,320 

174,426 

838,229 

7,937,427 

9,025,939 

3,2.59,895 

5,551,054 

3,987,427 

3,269,549 

942,227 

2.110,403 

11.9,59,6GH 

13,234,954 

798,990 

4,516,938 

7,339,510 

6,343,189 

794,173 

5,540,683 

88,238,324 

98,062,824 

5,836,129 

90,986,029 

2,968.923 

3,672.525 

92,889 

3,564,210 

3.810,001 

4,416,146 

12,186 

4,400,282 

67.862,9.''8 

72,580,521 

3,862,226 

67,75C,214 

6,103,793 

4,865,273 

1,06.'*,  694 

3,767,433 

1,490,906 

1,310,270 

94,590 

1,366,762 

14,032,508 

12,604,013 

516,131 

11,126,624 

1,511,970 

1,078,150 

619,50:i 

457,883 

1,262,920 

777,098 

194,603 

558,888 

1,611,835 

l,928,.'j83 

304,321 

1,593,290 

6^062,159 

4,640.558 

862,635 

3,607,660 

2,130,283 

907,329 

676,273 

118,806 

6,537,521 

10,293,461 

1,S1,351 

9,523,160 

1,862,862 

1 ,434,723 

592,572 

227,438 

2,303,039 

2,789,132 

259,821 

2.402.682 

8,880,474 

3,918,492 

455,711 

3,385,826 

8,329.018 

8,401,133 

1,864,148 

2,669,711 

1,187,108 

1,057,208 

108,340 

862,288 

5,541,055 

3.886,119 

2,197,038 

62,160 

19,220,686 

22,209,998 

425,272 

3,044,193 

7,282,763 

8,370,117 

.3,138,719 

42,499 

6,857,231 

5,452,670 

573,976 

4,322,814 

3,165,651 

2,177,308 

33,644 

1,927,843 

921,028 

1,013,010 

66,708 

657,487 

15,656,974 

8,477,118 

111,395 

8,040,895 

24,960,152 

28,219,793 

19,676,019 

6,499,920 

29(1,910,628 

278,303,387 

50,841,195 

189,719,513 

177,160,463 

207,856,753 

24,038,339 

161,122,968 

468,071,091 

486,160,140 

74,879,5:M 

350,842,431 

132.955,322 

34, 175,614 

2,703,779 

28,114,117 

601,026,413 

620,335.754 

77,682,813 

378,956,598 

34K'  millions,  as  compared  with  less  than  4  millions  in 
1914. 


A  moving  pictnre  machine  is  being  used  in  con- 
nection with  the  clean-up  campaign  to  be  conducted 
in  Montreal  by  the  City  Improvement  Association. 
Contracts  have  been  let  for  the  printing  of  75,000 
Ixioklets  which  will  be  distributed  through  the  medium 
of  the  schools,  by  the  members  of  the  fire  department 
and  by  an  arrangement  whereby  they  will  be  sent  out 
with  parcels  from  the  large  stores.  For  backyard 
gardens  there  will  be  a  distribution  of  $1,250  in  prizes. 
There  will  also  be  special  contests  for  school  children 
and  arrangements  are  being  made  so  that  seeds  can  be 
sold  for  1  cent  per  package.  The  campaign  is  being- 
well  organized  and  promises  to  be  the  most  successful 
vet  conducted. 


An;act  to  provide  for  compensation  to  workmen  for 
injiu-ies  sustained  and  industrial  diseases  contracted  in 
the  course  of  their  employment  has  l)een  introduced  in 
the  Legislative  Assembly  of  the  Province  of  liritish 
Columbia. 
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Some  Novel  Methods  Used  in  the  Construction 

of  a  Model  Highway 


HIGIRVAV  engineers  will  note  witli  interest 
some  of  the  featnres  and  unusnal  methods 
adopted  by  the  Philadelphia  State  Highway 
Department  in  the  model  concrete  road  build- 
ing between  Easton  and  Allentown,  a  distance  of  ap- 
proximately ten  miles.  Road  engineers  are  paying- 
more  attention  than  ever  in  their  endeavor  to  find  a 
type  of  construction  that  will  not  only  present  a  sur- 
face permanent  enough  to  withstand  present  day  traf- 
fic but  will  also  be  economical  in  the  first  cost  and  in 
maintenance  charges.  To  determine  the  practicability 
of  such  a  road,  the  Pennsylvania  State  Highway  De- 
partment have,  with  the  co-operation  of  the  cement  in- 
terests, undertaken  to  build  this  model  road.  The 
description  of  the  work  on  the  road  was  given  by  Mr. 
William  D.  Uhler,  chief  engineer  of  the  department, 
before  the  recent  American  Roadbuilders'  Conference, 
Pittsburg,  in  part  as  follows  : — 

In  the  construction  of  this  highway,  which  is  not 


Philadelphia  Model  Highway  Construction- Canvas  Huls 
for  Sheltering  Cement. 

yet  completed,  especial  attention  is  and  has  been  paid 
to  every  engineering  detail,  starting  with  the  subgrad- 
ing-  and  drainage,  thorough  rolling  of  subgrade  before 
placing  materials,  proper  grading-  of  aggregates,  the 
exact  proportioning  of  n-iaterials  and  the  amount  of 
water  used.  Other  details  closely  watched  are  the 
timing  of  the  mix,  laying  of  the  concrete,  striking  oft 
and  curing-  of  the  pavement. 

After  the  subgrade  is  finished  accurately,  drained 
and  rolled,  the  forn-is  are  |)laced,  which  consist  of  6-in. 
channels  in  12-ft.  lengths,  held  in  place  by  steel  pins; 
particular  care  being  taken  to  have  the  alignment  and 
grade  of  these  forms  accurate.  The  steel  forms  are 
bei'ng  used  both  for  economy  and  on  account  of  the 
ease  with  which  they  can  l)e  handled. 

Placing  Materials 

To  eliminate  the  re-handling  of  materials,  a  .system 
was  devised  for  the  i)ropcr  distribution  of  the  aggre- 
gate and  cement.      On  this  work  all  materials  have 


been  brought  to  the  point  of  use  on  trolley  cars,  ad- 
vantage being-  taken  of  the  fact  that  the  car  tracks  par- 
alleled the  full  length  of  the  road,  making  it  by  far  the 
most  economical  way  of  handling  the  materials.  This 
method  of  delivery  proved  advantageous  for  unload- 
ing sand  and  stone  at  measured  intervals.  Portable 
canvas  sheds,  holding  90  sacks  each,  used  for  the  stor- 
age of  the  cement,  were  placed  at  measured  distances 
along  the  route,  and  as  emptied  were  moved  ahead. 

In  proportioning  the  batches,  the  sand  and  stone 
were  handled  in  specially  devised  wheelbarrows,  of  3 
cubic  feet  capacity,  to  insure  accurate  measuring,  and 
when  loaded  these  barrows  were  struck  of¥  with  a 
shovel.  The  same  care  has  been  given  with  refer- 
ence to  the  amount  of  water  used  in  each  batch,  just 
enough  being  put  in  to  secure  a  plastic  mixture,  which 
would  not  quite  level  down  in  the  bucket  when 
dumped. 

Duration  of  Mix 

Every  batch  of  concrete  is  mixed  for  one  and  one- 
half  minutes ;  the  reason  for  this  being  that  a  number 
of  experiments,  made  during  the  progress  of  the  work, 
indicated  that  the  greatest  strength,  commensurate 
with  economy  in  cost  of  mixing,  was  obtained  from  a 
mix  of  this  timing. 

Before  placing  the  concrete  the  subgrade  is  thor- 
oughly wet  and  the  concrete,  which  is  mixed  in  propor- 
tions of  1  :2  :3,  is  placed  to  a  depth  of  6  in.  at  the  side 
and  8  in.  at  the  center.  A  heavy  strike-board  is  then 
used  to  compact  the  concrete  and  give  the  road  its 
proper  form,  and  this  board  is  followed  by  a  lighter 
one.  When  the  strike  board  comes  within  3  ft.  of  a 
joint,  it  is  lifted  and  placed  alongside  the  joint.  Work 
then  proceeds  away  from  the  strike-board.  After 
water  disappears  from  the  surface  of  the  concrete,  it 
is  floated  smooth  with  a  wooden  float.  Transverse 
joints  are  placed  36  to  40  ft.  apart  and  consist  of  a  >4-in. 
thick  prepared  bituminous  material  9  in.  wide.  Part 
of  the  bituminous  strip  above  the  surface  is  sheared  off 
after  the  concrete  is  placed,  leax  ing  it  projecting  abo;iit 
1  in.  above  the  finished  surface.  This  part  is  flattened 
down  by  traffic  and  protects  the  joint.  A  split  float  is 
used  to  finish  the  concrete  on  eacli  side  of  the  joint,  so 
that  both  sides  will  be  at  the  same  elevation.  The 
edges  of  the  joint  are  rounded  with  a  3/16-in.  edger. 
Tlie  sides  of  the  roadway  slab  are  rounded  with  a 
^i-in.  edging  tool. 

Metal  Protection  Plates 

Concerning  the  use  of  metal  protection  ])lates  and 
of  reinforcement  in  the  road,  Mr.  Uhler  says: 

There  is  a  vast  difiference  of  opinion  as  to  the  ad- 
A-isability  of  using  steel  protection  plates  at  the  joints. 
Experience  leads"  me  to  believe  that,  if  proper  care  is 
taken  in  the  maintenance  of  the  unprotected  joints, 
built  as  outlined  herewith,  far  more  satisfactory  and 
economical  results  will  I^e  attained  than  by  the  use  of 
steel  joints,  csi)ecially  if  there  is  any  difterence  in  the 
rate  of  wear  of  the  concrete  and  the  steel  in  the  joints. 
Only  a  thousand  feet  of  this  road  has  been  constructed 
with  steel  protection  joints,  and  up  to  the  present  time 
no  advantage  in  this  method  of  protection  is  notice- 
able. 

The  road  in  (|ucstion  is  reinforced  also  with  a  hglu 
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metal  fabric,  which  is  shipped  to  the  job  in  sheets  5  ft. 
in  width  and  6  ft.  and  10  ft.  in  length.  This  fabric  is 
placed  with  longitudinal  joints  staggered  and  with  a 
lap  of  4  in.  crosswise  and  12  in.  longitudinally.  Of 
course,  it  would  be  preferable  if  sheets  could  be  ob- 
tained the  full  width  of  the  roadway.  Reinforcing 
shipped  in  sheets,  in  my  opinion,  is  more  satisfactory 
because  it  is  easier  to  handle  and  can  be  installed  with 
less  trouble,  while  with  rolled  reinforcement  there  is 
bound  to  be  more  displacement  of  the  concrete  when 
the  workmen  endeavor  to  force  it  into  place. 

This  metal  reinforcement  is  placed  2  in.  below  tlie 
top  of  the  slab.  It  reduces  the  number  and  size  of 
the  cracks  and  is  designed  also  to  overcome  longitud- 
inal cracks  that  may  occur  because  of  the  settlement  of 
the  shoulders. 

Throughout  the  West  the  general  practice  is  to 
build  concrete  roads,  without  reinforcement,  6  in.  at 


the  side  and  8  in.  in  the  center.  Personally,  I  believe 
that  far  better  results  can  be  obtained  at  the  same  cost, 
and  under  some  conditions  at  less  cost,  by  the  con- 
struction of  5-in.  and  7-in.  concrete  roads  with  light 
metal-fabric  reinforcement. 

Protection  While  Setting 

To  protect  it  from  the  sun  and  air  while  it  is  setting, 
the  concrete  is  shaded  with  canvas.  Portable  forms 
are  used,  which  are  set  along  the  edges  of  the  pave- 
ment and  project  about  12  in.  above  it.  The  canvas 
sheets  are  mounted  on  rollers  laid  on  these  forms  and 
unrolled.  After  the  concrete  has  hardened,  the  can- 
vas is  removed  and  the  pavement  is  covered  with  two 
or  three  inches  of  earth  and  kept  wet  10  to  14  days, 
when  the  road  is  opened  to  traffic.  About  3%.  mi.  of 
this  road  was  completed  last  season,  and  thus  far  only 
two  slight  cracks  have  appeared. 


Comparative  Costs  of  Handling  Gravel  by 
Team  and  by  Tractor  for  Roadwork 

By  O.  L.  Kipp* 


TPIE  data  presented   and   the   conclusions  sug- 
gested are  derived  from  the  Gravel  Checkers' 
records  on  five  team  hauling  jobs  totalling  22 
miles  of  road  gravelled  and  one  tractor  hauling 
job  covering  3.6  miles  of  road  gravelled;  the  gravet 
being  placed  at  the  rate  of  15  cu.  yd.  per  100  ft.  sta- 
tion on  each  job. 

Team  Hauling 

Gravel  hauling  by  team  is  familiar  to  all  and  no 
description  of  outfit  or  method  is  necessary,  other 
than  the  statement  that  ordinary  dump  planks  were 
used  and  Ij^  cu.  yd.  per  load  were  hauled  uniformly. 
The  team  wagons  were  loaded  by  hand  shoveling.  The 
number  of  shovelers  in  addition  to  the  teamsters 
shoveling  varied  from  none  for  a  portion  of  the  time 
on  Job  No.  1  to  a  maximum  of  two  on  all  the  jol)s. 

The  data  obtained  from  the  checkers  together  with 
percentages  and  averages  derived  therefrom  have 
i)een  compiled  in  the  attached  Table  I,  in  which  is 
shown  for  each  job  and  each  haul  length  on  each  job, 
the  following  data:  Total  loads  hauled,  average  num- 
ber of  teams  hauling,  average  number  of  loads  per 
team  day,  load  miles  per  team  day,  per  cent,  of  time 
dumping,  per  cent,  of  time  in  pit,  per  cent,  of  time  re- 
quired for  loading  at  12  minutes  per  load,  minutes 
actually  used  in  loading  each  load,  per  cent,  of  time 
lost  in  loading,  average  number  of  teams  at  the  pit, 
hauling  cost  per  cubic  yard,  total  loading  and  hauling 
cost,  contract  price,  and  the  hauling  cost  per  cubic 
yard  mile  for  each  length  of  haul. 

From  the  same  table  we  also  find  that  providing 
the  time  of  loading  were  reduced  to  12  minutes  per 
load  the  hauling  cost  per  cubic  yard  mile  would  be  as 
follows:  0  to  i/<-mile  haul,  43  ct. ;  14  to  1-mile  haul, 
27.8  ct.;  1  to  IJ^-mile,  23.8  ct. ;  1^  to  2-mile  haul,  22 
ct. ;  2-mile  haul  and  over,  21.5  ct.  If  the  loading  time 
could  be  reduced  to  6  minutes  per  load  the  hauling 
cost  per  cubic  yard  mile  would  be  further  reduced  as 
follows:  0  to  Yz-mile  haul,  34.1  ct. ;  >^  to  1-mile,  24.5 
ct. ;  1  to  1^-mile,  21.7  ct. ;  and  above  that,  21.5  ct.  per 
cubic  yard  mile.   

♦District  Engineer.  Redwood  County,  Minnesota  ;  before  Minnesota  En- 
gineers' and  Surveyors'  Society. 


Also,  on  a  12-minute  loading  basis  the  cost  per  yard 
for  the  hauls  would  be  as  follows :  0  to  ^-mile,  13.5  ct. ; 
Vz  to  1-mile,  20.5  ct. ;  1  to  1^-mile,  29.8  ct. ;  1}^  to 
2-mile,  38.5  ct. ;  (2  plus  X)  miles,  44  ct.  plus  22  miles. 

The  data  in  the  table  warrants  these  conclusions 
for  we  find  in  Job  No.  2  on  the  j/2  to  1-mile  haul  the 
cost  was  22.9  ct.  with  an  8.7  per  cent,  loss  of  time  at 
the  pit;  on  the  1  to  1^-mile  haul  the  cost  was  29.4  ct., 
as  compared  with  29.8  ct.  as  estimated,  while  on  the 
1^  to  2-mile  haul  of  Job  No.  3  the  cost  was  38.4,  as 
compared  with  the  estimated  cost  of  38.5  ct.  and  on  a 
2.95-mile  haul  the  cost  was  67  ct.,  with  a  12.3  per  cent, 
loss  of  time  as  compared  with  the  estimated  cost  of  65 
ct. 

It  would  thus  appear  that  efificiency  in  team  haul- 
ing and  consequent  low  cost  is  largely  dependent  upon 
and  might  easily  be  secured  by  obtaining  the  ma.xi- 
mum  efficiency  in  loading.  This  problem  is  by  no 
means  as  easy  as  that  of  the  hauling  for  many  varying 
conditions  are  encountered.  The  total  loading  and 
hauling  cost  on  the  various  jobs  was  figured  to  pro- 
\  ide  for  the  shovelers  actually  employed  and  $5  per 
day  additional  for  the  general  superintendence  of  a 
foreman  or  the  contractor.  The  resulting  loading- 
costs  varying  from  7  ct.  to  25  ct.  per  yard,  the  lower 
figures  being  too  low  on  account  of  the  teamsters  act- 
ing as  shovelers  while  waiting  to  get  into  the  pit  and 
the  highe'st  figures  being  boosted  on  account  of  an 
excessive  amount  of  frost  and  firewater,  and  poor  sup- 
ervision. The  lowest  job  average  for  loading  was  se- 
cured on  Job  No.  2,  it  being  9  ct.  per  yard.  Favorable 
pit  conditioKS  were  a  large  factor  in  producing  this 
low  figure.     It  would  appear  that  for  average  pits  10 

\5  ct.  per  cubic  yard  should  cover  the  item  df  loaH- 
ing  by  hand.  Whether  or  not  some  mechanical  loader 
would  be  able  to  reduce  this  item  I  am  unable  to  state. 

Tractor  Hauling 

The  failure  successfully  to  solve  this  mechanical 
loading  problem  contributed  in  a  large  measure  to- 
wards increasing  the  figures  I  am  able  to  present  on 
gravel  hauling  by  tractor. 

The  tractor  hauling  outfit  used  in  Redwood  County 


436 


THE   CONTRACT  RECORD 


May  3,  1916 


TABLE  I.— GRAVEt.  HAUUNG  COST  DATA,  REDWOOD  COUNTY,  MINNESOTA. 

LenEth  of  haul   ^0-%  mile.^     r-%-lmlle.-^  , — —1-1%  miles.  ^  , — 1%-2  miles. — ,       •       t  t 

Job  No                ..     .      ..   1        251251234      -5  1345331 

Total  No '"loads  hauled    407     475     482     327   1571     364     606     525     898      44     746  312     873     434     198     337     267  714 

A^v^aee  No   teams  hauling    7.2     5.2     4.5     9.6     7.0     9.0     6.5     7.6     7.0     6.0     8.7       6.4     7.5     5.2     4.6     8.0     7.2  18.7 

Averale  No  loads  oer  team  day   12.1    14.0     9.43    9.75  11.67    7.35    7.0     9.1     7.55    7.33    6.0       5.4     6.93    6.73    5.35    4.6     4.0  3.9 

Load  miles  oer  t^m  day    4-24    4.62    2.83    7.31    8.75    5.51    8.75  11.38    9.44    9.16    7.5U      9.45  12.13  11.78    9.36  10.35  11.00  11  51 

Per  cent  time  dumping  (5  min.  per  load).....  10.0    10.9     7.8     8.1     9.7     6.1     5.8     7.6     6.3     6.1     5.0       4.5     5.8     5.6     4.4     3.8     3.3  3.2 

Averaee  actual  tinie  in  Pit  P^^    30.6    25.0    46.0    23.6    16.5    46.7    30.7    11.0    24.4    24.5    45.0  36.0    11.5    14.2.37.2    36.0    35.1  30.9 

Per  cent  actual  time  in  pit  per  Wad   61.7    58.3    73.3    43.2    32.0    57.2    35.9    16.7    30.7    32.9    45.0  32.5    13.3    15.9    33.2    27.2    23.4  20.1. 

Per  cent  time  reauired  for  loading  at  12  min. 

oer  load     24.2    28.0    18.9    19.5    23.3    14.7    14.0    18.2    15.1    14.7    12.0  10.8    13.9    13.5    10.7      9.2      8.0  7.8 

Per  cent  of  time'actually  lost  in  pit   37.5    30.3    54.4    23.7     8.7    42.5    21.9    ....    15.0    18.2    33.0  21.7    ....      2.4    22.5    18.0    15.4  12.3 

Average  No  of  teTms  a^^^    4.5     3.0     3.3     4.1     2.2     5.1     2.3     1.3     2.2     2.0     3.9       2,0     1.0     0.8     1.5     2.2     1.7  3.8 

Hauling  cost  per  cu.  yd.  in  cts   21.9    19.0    28.3    27.3    22.9    36.3    38.1    29.4    35.3    36.4    44.4  49.4    38.4    40.0    50.0    58.0    66.7  67.0 

Total  cost  per  cu.  yd.  in  cts.,  loading  and 

haulinc                             .   29.9    28.0    38.3    34.3    30.9    46.3    49.1    39.4    47.3    51.4    56.4  66.4    ,51.4    60.0    75.0    76.0    89.7  76.0 

Contract  price'  per'cu   yd    cts   iS.O    39.0    35.0    60.0    50.0    45.0    70.0    65.0    65.0    60.0    65.0  85.0    80.0    75.0    80.0  107.5  122.5  109.0 

Spreadinc-  cost  per  cii    yd     cts    2.00    2.25    3.75    1.75    2.00    2.50    3.75    2.50    3.00    3.75    3.O0      5.O0    3.25    5.00    6.25    4.50    5.75  2,25 

Hauling  cost  per  cu.  yd.  mile.  cts.  (actual) . .  73.0    57.6    94.3    36.4    30.5    48.4    30.5    23.5    28.2    29.1    35.5  28.2    22.0    22.8    28.5    25.8    24  3  22.7 

^min"^or°!oad?ng)"'..^^!.?!\^^!'..*^^.^.\.^^^^  43.0    43.0    43.0    27.8    27.8    27.8    23.8    23.5    23.8    23.8    23.8  22.0    22.0    22.0    22.0    21,2    20,6  21.2 

Hauling  cost  per  cu.  yd.  mile,  cts.  (witli  6  ^_  „ 

min.  for  loading)   34,1    24.5    21.7   

Hauling  cost  per  cu.  yd.,  cts.  (with  12  min.  „„  „ 

for  loading).   13.5    20.5    ....    29.8    3S.5  

Hauling  cost  per  cu.  yd.,  cts.  (with  6  min. 

for  loading)   '   '  .■  

Above  figures  based  on  25  cIs.  per  hour  for  man  alone  and  40  cts.  per  hour  for  man  and  team. 
*2-2y2  miles.    t2%-3  miles.    t2.95  miles. 


consisted  of  a  30-60  Holt  Caterpillar  Gas  Tractor  and 
a  train  of  7  Troy  3^-yd.  reversible  spreader  wagons, 
a  50-yr.  storage  bin  and  a  belt  conveyor  -  loader. 

Difficulties  were  encountered  from  the  very  start. 
Considerable  time  was  consumed  in  erecting  the  stoi'- 
age  bin  and  loader.  When  the  first  train  was  finally 
loaded  ready  to  start  it  was  found  that  the  tractor 
would  not  pull  nioi:e  than  two  cars  over  a  short  sharp 
pitch  at  the  railway  crossing-  on  the  most  direct  route. 
After  some  investigation  and  experimenting  it  was 
found  that  four  cars  could  be  hauled  across  private 
fields  to  the  top  of  a  short  pitch  about  Yx  of  a  mile 
from  the  pit  and  that  by  doubling  back  for  the  re- 
maining three  cars  a  train  of  5  cars  could  be  made  up 
and  hauled  the  remaining  distance  of  2^  miles.  A 
total  of  1,365  cu.  yd.  was  hauled  in  this  way  over  an 
average  haul  of  3  miles  or  a  total  of  4,125  cu.  yd.  miles 
at  the  average  I'ate  of  129  cu.  yd.  miles  per  day,  which 
on  a  basis  of  $20  per  day  to  cover  the  cost  of  operation, 
interest  and  depreciation,  was  at  the  rate  of  15.4  ct.  per 
cubic  yard  mile  for  the  hauling. 

From  the  next  pit  they  hauled  a  total  of  1,584  cu. 
yd.  onto  a  stretch  from  1  to  3.6  miles  dfstant,  making  a 
total  of  3,422  cu.  yd.  miles.  There  were  no  grades 
greater  than  2  per  cent,  on  this  stretch  and  they  made 
an  average  of  l42  cu.  yd.  miles  per  day  on  this  work, 
the  cost  being  14.1  ct.  per  cu.  yard  mile.  In  several 
days  they  were  able  to  make  as  high  as  216  cu.  yd. 
miles,  which  v/ould  be  at  the  rate  of  9.2  ct.  jier  cubic 
yard  mile. 

From  the  foregoing  it  would  appear  that  the  cost  of 
hauling  by  tractor  was  considerably  less  than  by 
teams.  The  advantage  in  favor  of  the  tractor  would 
have  been  even  greater,  in  my  opinion,  had  there  been 
more  power  available.  A  40-80  tractor  would  have 
made  a  much  better  showing.  Another  factor  cutting 
down  the  capacity  of  the  train  was  the  inability  of  the 
loading  equipment  to  supply  gravel  fast  enough.  With 
ample  power  to  pull  six  cars  and  a  train  load  of  gravel 
always  ready  when  the  train  arrived  at  the  pit  there 
is  no  doubt  that  the  record  of  9.2  ct.  per  cubic  yard 
mile  made  on  a  few  days  could  have  been  maintained 
throughout  the  job. 

Ilowever,  in  tractor  liauliug  it  is  essential,  as  1 
liave  suggested,  to  have  a  bin  full  of  gravel  ready  to 
dump  into  the  cars  quickly  when  the  train  arrives  at 
the  pit,  for  the  outfit  cannot  make  any  money  while 
waiting  to  be  loaded.  i\  bin  of  from  25  to  30  cu.  yd. 
capacity  must  be  provided.  The  bin  must  be  port- 
able, easily  transported  from  pit  to  pit.     This  portable 


feature  is  essential  for  the  loading  apparatus  also.  Un- 
fortunately my  experience  in  this  instance  does  not 
prepare  me  to  tell  you  what  equipment  is  practical,  l)ut 
I  can  tell  you  that  a  belt  conveyor  and  a  non-portable 
bin  is  not  practical  for  Fve  seen  them  ti'ied  and  the 
cost  of  tearing  down,  moving  and  re-erecting  the  bin 
amounted  to  fully  10  ct.  per  yatd  of  gravel  handled. 
The  belt  conveyor  may  be  successful  on  a  level  grade 
or  a  very  slight  incline,  but  when  it  comes  to  raising 
the  gravel  about  30  ft.  vertically  you  have  gone  beyond 
the  practical  range  of  a  belt  conveyor.  I  have  no  de- 
finite data  as  to  the  cost  of  loading  with  this  appara- 
tus, but  as  nearly  as  I  can  estimate  it  was  between  25, 
and  30  ct.  per  yard,  which  together  with  the  cost  of 
moving  the  bin  makes  a  total  loading  cost  of  35  to  40 
ct.  per  yard. 

It  would  seem  with  the  proper  equipment  the  total 
loading  cost  should  not  exceed  10  ct.  per  cubic  yard. 
If  this  is  possible  the  comparison  between  tractor  and 
team  hauling  is  very  much  in  favor  of  the  tractor. 

Besides  the  cost  there  are  other  features  in  favor  of 
the  tactor  hauling  which  I  wish  to  point  out  brieHy. 
First:  By  applying  the  gravel  in  two  courses  with  a 
tractor  you  get  your  gi^ave!  rolled  without  additional 
cost  and  the  road  is  ready  for  travel  as  soon  as  the 
gravel  is  applied  instead  of  a  month  or  more  later  as 
with  teams.  Second :  By  loading  into  a  bin  ;  thence 
to  wagons  and  thence  to  the  roacl  you  obtain  an  etifi- 
cient  mix  of  the  materials  so  that  instead  of  having 
one  load  with  good  gravel  with  a  fair  amount  of 
binder  followed  by  a  load  of  sand  with  no  binder  and 
the  resulting  hard  bump  and  chuck  hole  a  few  weeks 
later  you  have  a  gravel  of  uniform  consistency  which 
does  not  tend  to  develop  wa\-es  or  chuck  holes. 


Big  Machine  Plant 

The  city  council  for  .St.  John,  N.P).,  has  ratified  the 
taxation  agreement  made  with  Messrs.  T.  McAvity  iK: 
Sons  in  l'U4,  looking  to  the  erection  of  a  large  iron 
and  brass  foundry  on  the  Marsh  Road,  immediately 
adjacent  to  the  I.  C.  R.  tracks.  It  is  understood  that 
the  firm  have  recently  been  awarded  a  heavy  order  for 
munitions  and  that  they  will  rush  the  erection  of  their 
plant  in  order  to  fill  this  order.  The  agreement  calls 
for  the  expenditure  of  $100,000  the  first  year.  This 
the  firm  are  prepared  to  do?  The  plant  that  the  firm 
have  in  i)rospect  will  be  one  of  the  largest  in  the  lower 
jjrovjnces. 
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Improved  Granite  Block  Pavements 

The  Evolution  of  the  Commercial  Stone  Paving  Block — Some 
of  the  Present   Methods  in  Modern  Highway  Construction 

By  C.  F.  Knowlton* 


Stone  block  paxements  are  perliaps  the  citdest  tyi)e 
(if  street  pa\in,t;-  known.  The  early  Romans  paved 
streets  with  lar^e  irregular  shaped  stones,  often  twn 
or  three  feet  in  depth,  the  joints  being"  filled  witli 
smaller  stones  wedged  in  witli  mortar.  The  earliest 
type  of  stone  pavements  in  this  country  were  built 
with  round  field  stone  and  beach  cobbles,  laid  in  sand, 
with  joints  filled  with  gravel.  More  recently  cpiarry- 
split  rectangular  or  cube  paving  blocks,  of  which 
there  was  an  abundant  supply  in  the  granite  hills  of 
Maine  and  Massachusetts,  came  into  prominence  in 
the  New  England  States.  These  blocks  were  usually 
about  12  inches  square  on  top  and  from  8  to  12  inches 
in  depth,  laid  on  natural  soil  in  a  sand  bed  with  sand 
joints.  This  made  a  very  permanent  pavement,  but 
it  was  rough  and  uneven. 

F"ollowing"  this,  smaller  blocks  were  used,  ljut 
these  also  settled,  when  laid  in  a  sand  bed,  leaving  an 
uneven  surface.  About  1880  concrete  foundations  for 
street  paving  came  into  general  use.  The  size  of  the 
blocks  was  then  reduced,  both  in  surface  area  and 
depth,  builders  figuring  that  with  a  concrete  base 
nuicli  less  depth  of  brick  would  sufifice. 

This  line  of  reasoning  caused  them  to  adopt  a  block 
4  to  A-Yi  ins.  deep,  3>4  to  4^/2  ins.  wide,  and  6  to  12  long. 
Laid  on  a  concrete  base  with  cement  grouted  joints, 
this  proved  to  be  an  ideal  pavement  and  opened  up  an 
era  of  improved  granite  block  paving.  The  engineers 
of  some  of  the  large  cities  hesitated  to  make  such  a 
radical  change  from  a  deep  block  to  such  a  shallow 
block,  but  made  concessions  in  favor  of  shallower 
Mocks.  The  consequence  of  this  was  the  paving  cut- 
ters were  obliged  to  cut  dififerent  sizes  for  different 
localities,  but  the  requirements  were  more  strict  as  to 
the  quality  of  the  stone  and  the  fineness  of  the  cutting. 

Block  Sizes 

In  1912,  an  effort  was  made  by  a  committee  of  the 
officials  of  the  large  cities  to  standardize  paving  speci- 
lications  and  resulted  in  recommending  a  special  size 
paving  block  to  be  called  the  "standard."  This  was 
not  so  universally  adopted  as  was  expected  and  as  a 
result  the  paving  block  manufacturers  are  at  present 
turning  out  a  number  of  dififerent  sizes  and  grades  of 
granite  paving  block,  each  known  among  the  trade  in 
New  England  by  a  special  designation. 

A  block  4  to  4^  ins.  deep,  to  4^  ins.  wide,  and 
6  to  12  ins.  long,  will  require  about  31  blocks  to  a 
square  yard  with  joints  not  to  exceed  ^  in.  in  width. 

The  "standard"  size  block  is  4.>4  to  SYa  ins.  deep, 
3^  to  4J^  ins.  wide,  and  8  to  12  ins.  long,  cut  to  lay 
about  28  blocks  to  a  square  yard  with  joints  not  to  ex- 
ceed ^  in.  in  width. 

The  "N.  Y.  special"  size  block  is  6  to  10  ins.  long, 
with  %-in.  joints. 

The  "Boston  special"  size  l)lock  is  5  to  SYi  ins. 
deep,  4  to  4>4  ins.  wide,  and  8  to  12  ins.  long,  joints 
not  to  exceed  ^  in.  in  width. 

The  "6-inch"  size  block  is  6  to  7  ins.  deep,  3^  to 
4^  ins.  wide,  and  9  to  14  ins.  long,  cut  to  lay  about  25 
blocks  to  a  square  yard  with  joints  not  to  exceed  ^ 
ins.  in  width. 

*Before  American  Road  Builders'  Association,  Pittsburgh, 


The  "city"  block  is  7  to  8  ins.  deep,  4  to  5  ins. 
wide,  and  9  t(j  14  ins.  long,  cut  to  lay  about  23  blocks 
to  a  square  yard  with  an  indefinite  joint. 

The  "track"  block  is  Sy>  to  6;/  ins.  deep,  3'/  to 
4K'  ins.  wide,  and  6  to  12  ins.  long,  rather  rough  cut 
and  with  an  indefinite  joint. 

In  addition  to  these  regular  trade  sizes,  the  manu- 
facturer is  often  called  u])on  for  special  sizes  for  spe- 
cial conditions,  among-  which  is  the  "durax"  size. 
These  are  cubes  of  from  2><  to  4  ins.  It  is  obvious 
that  so  many  sizes  of  granite  blocks  leads  to  confusion 
and  irregularity  in  method  and  cost  of  construction 
and  in  the  pavement  surface. 

Standard  Types 

During  the  year  191.S,  the  Granite  Paving  Block 
Manufacturers  of  the  United  States  decided  to  con- 
fine their  production  of  blocks  to  three  sizes,  except 
where  specials  were  called  for  to  meet  some  peculiar 
requirements,  like  track  paving,  etc.  These  three 
sies  are : 

The  "standard"  size  block  as  given  before. 

The  "shallow  standard  block,"  size  4  to  4>^  ins.  sq. 
and  7  to  11  ins.  long,  cut  to  lay  with  joints  not  ex- 
ceeding Yz  in.  in  width. 

The  "resurfacing"  blocks,  designed  to  be  used  for 
resurfacing  on  original  foundation  when  asphalt,  wood 
block,  or  brick  pavements,  are  to  be  replaced,  size 
3%  ins.  to  AY2  ins.  wide,  ZY2  to  4  ins.  deep,  and  7  to 
11  ins.  long,  cut  to  lay  with  joints  not  exceeding  Y^  i"- 
in  width. 

These  sizes  and  all  special  blocks  are  all  cut  and 
split  by  hand  labor,  have  square  edges,  smooth  sur- 
faces and  lay  with  close  joints.  All  of  these  sizes 
may  be  termed  "improved  granite  blocks." 

Improved  granite  ])lock,  lia\ ing  scpiarc  edges, 
smooth  surfaces  and  close  joints,  are  usually  laid  on  a 
concrete  foundation. 

The  "6-inch,"  "city,"  and  "track"  are  considered  as 
rough  cut  blocks  of  the  old  type  and  are  laid  with  wide 
joints,  generally  on  a  gravel  base  and  with  sand  or 
gravel  joints. 

No  engineer  should  accept  or  specify  a  stone  l)lock 
pavement  which  failed  to  result  in  an  even  surface  in 
every  way  acceptable  for  both  horse  and  automobile 
traffic.  To  secure  this  smooth  even  surface,  it  is  ne- 
cessary for  the  engineer  to  require  a  carefully  split 
stone  block  having  no  projections  exceeding-  in. 
from  a  true  plane,  and  that  the  blocks  be  laid  in  the 
■street  on  a  properly  drained  sub-foundation,  a  sub- 
stantial concrete  foundation,  and  with  close,  even 
joints,  and  these  joints  be  filled  with  a  rich  mixture  of 
cement  grout  or  with  a  bituminous  filler  of  asphalt  or 
pitch. 

The  use  of  the  two  dififerent  fillers  is  largelv  a 
question  of  prospects  of  future  openings  being  made 
in  the  pavements.  If  frequent  openings  and  quick  re- 
pairs are  necessary,  the  bituminous  filler  is  more  con- 
venient and  economical,  openings  can  be  made  easily 
and  the  surface  replaced  satisfactorily  without  loss  or 
wastage  of  blocks.  Where  openings  are  not  apt  to  be 
frequent  or  where  traffic  conditions  will  allow  the 
street  to  be  closed  for  a  period  to  allow  the  cement 
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grout  filler  to  properly  harden,  the  c-ement  filler  should 
be  used  and  will  ^ive  a  smooth  surface,  protect  the 
ed,8:es  of  the  blocks,  and  give  better  results  usually 
than  the  bituminous  filler. 

Subgrade 

A  firm  subgrade  and  a  strong  concrete  foundation 
are  just  as  essential  in  laying  a  stone  block  pavement 
as  they  are  in  laying  other  types  of  smooth  pavements. 
It  is  true,  however,  that  many  grouted  stone  block 
pavements  have  been  laid  without  a  concrete  founda- 
tion and  some  have  been  in  small  cities  and  towns 
where  the  traffic  could  not  be  considered  heavy  and 
where  the  sub-soil  is  especially  good.  Danger  lies  in 
the  liability  of  the  blocks  to  settle  under  heavy  loads ; 
if  this  occurs  in  the  slightest  degree  the  bond  of  the 
cement  is  broken  and  it  scales  off  and  loosens  in  the 
joints. 

In  this  type  of  pavement  it  is  necessary  to  use  a 
deep  "city"  block  and  have  the  cement  grout  fill  the 
joints  their  entire  depth  to  get  the  necessary  stability. 

The  cost  of  handling  and  transporting  these  deep 
and  heavy  blocks  is  nearly  twice  that  of  the  small 
blocks  and  in  localities  far  removed  from  the  quarries 
it  will  be  found  that  a  4-in.  stone  block  can  be  laid  on 
a  concrete  foundation,  requiring  no  more  excavation 
and  less  labor  and  cement,  for  less  money  and  will 
give  a  more  permanent  smooth  surface. 

As  to  the  construction  of  improved  granite  block 
pavements,  I  will  describe  the  methods  we  used  in 
constructing  nearly  a  million  square  yards  in  Massa- 
chusetts and  Rhode  Island  in  the  past  ten  years. 

In  excavating  and  preparing  the  subgrade,  great 
care  is  taken  to  have  the  subsoil  thoroughly  com- 
pacted by  a  steam  roller  and  hand  tamps,  all  soft  and 
spongy  material  is  removed  and  good  firm  dry  material 
takes  its  place,  especial  care  being  taken  to  see  that 
newly  filled  trenches  are  well  compacted.  The  sub- 
grade  is  left  smooth  and  exactly  parallel  with  the  pro- 
posed finished  grade.  On  this  subgrade  a  well  mixed 
concrete  base  is  laid  6  ins.  in  depth.  On  good  undis- 
turbed natural  soil  a  1  :3  :6  mixture  is  strong  enough  ; 
on  filled  ground  where  underground  pipes  have  re- 
cently been  laid  a  1  :2>4  :5  mixture'should  be  used. 

Concrete  Foundation 

W'c  usually  lay  our  concrete  foundation  by  the 
grouting  and  compression  method.  Many  tests  made 
show  that  for  equal  thickness,  the  compressed  con- 
crete is  33  per  cent,  stronger  under  a  bending  strain 
and  40  per  cent,  stronger  under  a  compression  test, 
than  ordinary  mixed  concrete,  hence  under  this 
method  the  thickness  of  a  concrete  foundation  can  be 
reduced  to  4  or  5  ins.  with  perfect  safety  and  with  a 
cunsideral)le  saving  in  ct)sts. 

A  layer  of  egg-size  crushed  ledge  stone  is  placed  on 
the  subsoil  and  rolled  to  the  required  thickness.  A 
Portland  cement  grout  is  then  poured  into  the  stone 
and  the  stone  rolled  during  this  process  until  all  the 
voids  are  filled  and  the  grout  flush  with  the  surface. 
The  grout  is  mixed  in  different  proportions  according 
to  the  thickness  and  character  of  the  wearing  surface 
of  the  pavement.  One  ])art  of  cement  and  foiu-  jxirts 
(if  sand  is  most  generally  used.  This  is  mixed  in  a 
patented  grout  mixer  operated  by  a  gasoline  engine 
and  which  is  self-propelling. 

The  sand,  cement  and  water  are  carefully  measured 
by  volume  for  every  mix  and  the  grout  is  distributed 
evenly  into  the  stone  through  pipes  long  enough  to 
rover  the  entire  width  of  the  foundation.  Concrete 
foundations  laid  in  this  manner  liax  c  pro\eu  \-ery  suc- 


cessful. They  can  be  laid  much  faster  than  by  the 
ordinary  method  and  cause  less  obstruction  to  travel 
in  the  handling  of  materials.  The  surface  of  the  con- 
crete base  is  left  smooth  and  exactly  parallel  with  the 
proposed  surface.  Upon  this  we  place  our  sand 
cushion.  This  should  never  be  more  than  2  ins.  nor 
less  than  1  in.  in  depth.  We  prefer  a  maximum  of  1 
ins.  In  some  cases  we  have  used  a  dry  mortar  bed. 
>j  to  1  in.  in  depth,  mixed  in  proportion  of  one  cement 
to  three  or  four  of  sand,  but  do  not  recommend  it. 
\Yhen  it  sets  up  the  pavement  is  too  much  of  a  mono- 
lith and  is  noisy.  A  sand  cushion  deadens  the  noise 
of  traffic  and  furnishes  a  little  elasticity  to  the  pave- 
ment, which  is  essential. 

Cushion 

The  cushion  is  to  compensate  for  any  irregulari- 
ties in  the  depth  of  the  blocks  and  to  give  a  uniform 
bearing  to  the  bases.  In  the  old  type  of  blocks  the 
variation  was  1  in.  and  sometimes  as  much  as  2  ins. 
in  the  depth,  hence,  if  shallow  blocks  were  laid  in  with 
deep  blocks,  the  strength  of  bearing  would  be  unequal 
and  under  traffic  the  shallow  block  would  be  pounded 
down,  causing  an  uneven  surface.  The  improved 
blocks  are  cut  with  only  3^  in.  variation  in  depth  and 
the  thickness  of  the  cushion  is  therefore  more  uniform. 
The  granite  paving  blocks  are  laid  on  this  sand  cush- 
ion by  the  most  experienced  pavers  we  can  find. 
Blocks  are  laid  in  regular  courses  end  to  end  across 
the  street  at  right  angles  to  the  curb.  Joints  are 
broken  by  a  lap  of  at  least  3  ins. 

Clean  J^-in.  pea  stone  is  then  scattered  over  the 
surface  and  broomed  into  the  joints,  only  enough  be- 
ing used  to  steady  the  blocks  while  being  rammed. 
The  blocks  are  then  rammed  to  a  firm,  unyielding  bed 
with  a  60-lb.  rammer  or  rolled  with  a  6-ton  tandem 
roller  until  the  surface  is  smooth  and  regular. 

Granite  paving  blocks  should  be  of  medium  grained 
granite  showing  an  even  distribution  of  constituent 
minerals  of  imiform  quality  and  texture,  without 
seams,  scales  or  discolorations  showing  disintegration, 
free  from  an  excess  of  mica  or  feldspar.  Usually  a 
better  selection  of  granite  can  be  made  by  reference  to 
past  performance  of  any  particular  granite  from  any 
particular  quarry  than  to  attempt  to  make  a  selectit)n 
from  local  tests. 

Where  a  cement  filler  is  to  be  used,  the  granite 
blocks  need  not  be  cut  so  fine  and  the  joints  can  be 
wider  than  where  a  bituminous  filler  is  used.  We- 
find  that  blocks  4  to  4^/2  ins.  deep,  33^  to  4j/2  ins.  wide 
and  6  to  12  ins.  long  are  most  suitable  for  this  purpose 
and  have  used  them  in  75  per  cent,  of  our  work. 

Joint  Filler 

Filling  the  joints  in  the  pa\  ement  is  the  most  im- 
portant part  of  the  construction,  as  upon  it  depends 
the  smoothness  and  permanency  of  the  surface. 

We  seldom  use  a  bituminous  filler,  as  it  does  nut 
protect  the  edges  of  the  block  as  they  should  be.  After 
a  few  years  the  filler  is  worn  down  in  the  joints  and 
the  ^dges  of  the  blocks  become  rounded  and  the  ])ave- 
ment  l)ecomes  rough  and  noisy.  Nearly  all  our  ini- 
])roved  granite  i)avements  have  a  cement  filler. 

We  first  wet  the  blocks  until  they  have  absorbed 
all  the  water  possible  and  keep  them  wet  until  the 
grout  is  a])plied.  The  grout  is  composed  of  one  part 
of  cement  and  one  part  of  clean  sharp  sand  with  en- 
ough water  added  to  make  it  of  the  consistency  of  thin 
cream.  This  is  mixed  in  our  self-propelling  grout 
mixer  which  travels  on  planks  placed  on  the  pavement. 
Tlic  grout  is  kept  constantly  agitated  until  it  readies 


May  3,  1916 


THE   CONTRACT  RECORD 


439 


the  joints  and  every  mix  is  exactly  alike.  The  grout 
is  run  directly  on  the  surface  and  broomed  evenly  into 
the  joints. 

During  this  operation  clean  pea  stone,  well  wet,  is 
lightly  scattered  into  the  grout  and  broomed  into  the 
joints.  After  this  grout  has  subsided  in  the  joints  and 
before  the  initial  set  takes  place,  the  surface  is  again 
treated  with  a  grout  of  the  consistency  of  thick  cream 
which  is  evenly  broomed  over  the  surface  until  the 
joints  are  full  and  flusTi  with  the  top  of  the  blocks.  A 
rubber  of  wood  squeegee,  or  scraper,  is  then  used  to 
scrape  off  all  the  surplus  cement  from  the  surface. 

The  effect  of  this  is  to  leave  the  dei)ressions  in  the 
block  filled  with  cement  while  there  is  none  on  the  pro- 
jections, thus  making  a  smooth  surface.  When  the 
cement  is  sufficiently  hardened,  the  surface  is 
sprinkled  from  a  can  and  a  fine  floor  brush  used  to 
brush  and  smooth  out  all  irregularities.  After  the 
cement  is  set,  the  surface  is  copiously  sprinkled  and 
kept  wet  for  three  or  four  days. 

All  travel  is  kept  off  the  pavement  for  six  to  ten 
days.  Plenty  of  water  is  used  to  wash  the  blocks — 
you  cannot  get  satisfactory  results  if  dirty  blocks  are 
used.  The  joints  must  be  open  sufficiently  to  allow 
the  grout  to  flow  in  and  penetrate  to  the  bottom.  The 
cement  must  not  be  allowed  to  set  too  quickly  and 
in  very  dry  weather  the  surface  should  be  kept  cov- 
ered with  wet  sand  for'at  least  three  days. 

Expansion  Joints 

On  a  business  street,  we  lay  a  felt  expansion  strip 
y>  in.  thick  and  6  ins.  wide,  along  the  curbstone,  be- 
tween the  blocks  and  the  earth.  This  acts  to  deaden 
the  sound  and  prevents  vibrations  being  carried  into 


the  buildings.  W  here  there  are  car  tracks  in  the 
street,  the  web  of  the  rails  is  plastered  with  cement 
mortar  flush  with  the  outside  of  the  head  of  the  rail, 
after  the  foundation  is  laid.  This  allows  the  blocks 
to  lay  firmly  against  the  rails  and  still  not  be  affected 
by  any  slight  movement  of  the  rails. 

If  cars  are  running  during  the  grouting  operations, 
the  shaking  and  vibrations  of  the  rails  may  cause  the 
blocks  to  "float"  that  is :  the  vibrations  cause  the 
block  to  shake  and  the  fresh  grout  works  down  under 
the  block  forcing  them  up,  a  little  above  the  head  of 
the  rails.  In  such  cases  the  cars  should  be  kept  off 
the  tracks  until  the  grout  has  well  set,  in  fact,  it  is  de- 
sirable that  cars  be  kept  off  during  the  whole  time  pav- 
ing operations  are  going  on  and  for  six  days  after  com- 
pletion. If  this  is  impossible,  they  should  be  made 
to  travel  very  slowly. 

As  "Eternal  vigilance  is  the  price  of  liberty,"  so  it 
is  with  improved  granite  block  pavements.  Care- 
ful attention  to  the  quality  and  kind  of  materials  and 
constant  watchfulness  in  putting  them  together  are 
the  true  secrets  of  our  success. 

\\'hen  you  lay  a  pavement  that  is  going  to  last 
forty  or  fifty  years,  you  cannot  afford  to  take  any 
chances  in  its  construction.  You  should  have  the 
best  material  and  the  most  expert  assistance  you  can 
get.  Do  not  consider  first  cost  too  seriously.  What 
does  a  few  extra  dollars  amount  to  on  the  first  cost  of 
a  pavement  that  will  cost  you  nothing  for  upkeep,  if 
properly  laid,  and  at  all  times  and  seasons  meet  the 
demand  of  all  classes  of  traffic?  The  cost  of  improved 
granite  block  will  vary  a  great  deal  in  different  locali- 
ties. 


Making  Forms  for  Concrete  Work  in  a 
Model  Shop  Built  in  the  Field 


REINFORCED  concrete  enjoys  probably  the 
largest  field  of  endeavor  today  of  all  the  build- 
ing materials.  All  sorts  of  public  and  private 
buildings,  public  works,  dams  and  retaining 
walls,  etc.,  are  now  almost  universally  built  of  either 
massed  or  reinforced  concrete.  With  the  increasing 
use  of  concrete  and  the  complexity  of  design  to  gain  a 
more  artistic  effect  in  the  architectural  features,  the 


problem  of  the  design  and  construction  of  the  neces- 
sary forms  becomes  a  most  intricate  problem.  The 
car])entry  work  of  form  making  is  now  a  large  factor 
in  reinforced  concrete  construction,  both  as  to  cost 
and  in  the  quality  of  the  finished  work. 

For  a  contract  of  any  considerable  size,  a  large 
carpenter  force  of  skilled  mechanics  is  necessary  to  cut, 
s'.iape  and  place  the  forms  in  advance  of  the  concrete 
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Plan,  elevation  and  enlarged  section  of  an  open  mill. 
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f^"ans4"s.  If  the  design  is  at  all  complicated,  the  forms 
become  ever  so  much  more  so,  and  require  a  great  deal 
of  skill  in  making  and  setting  them.  Of  late  years 
any  contractor  building  concrete  structures,  to  save 


Layout  plan  for  yard  for  form  making. 

labor  almost  invariably  has,  on  the  ground,  some  ar- 
rangement for  preparing^  forms  and  other  lumber  and 
timber  details — usually  a  small  carpenter's  shop,  or 
an  open  planing  mill,  set  u])  in  charge  of  a  competent 
car])enter.  All  lumber  used  in  the  construction  of  the 
work,  besides  that  for  scaffolding,  studding,  bracing, 
etc.,  is  repared  in  this  shop. 

The  carpentry  work  of  form  building  is  such  a 
large  item  in  re-inforced  concrete  construction  that 
the  handling  of  this  work  to  the  best^idvantage  means 
working  u])  the  luml^er  on  ])ower  saws  and  assembling 
it  on  special  benches,  made  for  the  ])urpose,  to  obtain 
the  maximum  efficiency  and  lowest  cost  factors.  Mr. 
S.  T.  Koon,  a  contributor  to  the  "Cement  World,"  de- 
scri])es  the  standard  shop  of  a  large  Boston  concrete 
compan}',  who  use  the  plans,  as  shown,  on  most  of 
their  jobs,  enlarging  them  whenever  necessary. 

They  handle  all  form-making  by  power  machinery, 
right  on  the  job,  em])loying  for  the  purpose  several 
power  saw  rigs  and  portable  wood-workers.     The  cuts 


Plan  of  mill  showing  arrangement  of  machinery. 

show  a  Standard  set  of  their  plans,  which  can  be  ex- 
tended, if  necessary,  to  suit  any  requirements.  The 
location  of  lumber  in  relation  to  the  shop  is  shown. 
The  shed  measures  34  ft.  x  15  ft.  C  in.,  while  an  exten- 
sion of  the  saw  bench  carries  the  length  16  ft.  further. 


An  over-hanging-  section  of  the  roof  is  7  ft.,  bringing 
the  total  length  of  the  roof  to  31  ft.,  with  the  total 
length  of  the  saw  bench  57  ft. 

Such  shops  can  be  quickly  and  economically  built 
by  any  large  contracting  firm  in  the  cement  business, 
and  would  save  considerable  time,  expense  and  labor, 
and  prevent  hold-ups  of  the  concrete  gang,  due  to 
carpenters  being  behind  time.  The  principal  tools 
necessary  would  be  a  swing  saw;  band  saw,  rip  saw, 
and  planer,  with  any  special  machinery  that  would  be 
deemed  advisable  for  the  particular  contract.  Such 
machinery  could  be  driven  from  a  central  line  shaft 
run  by  electric  motor  where  electric  current  is  cheap 
and  convenient,  or  by  a  gasoline  engine,  if  the  plant 
is  isolated. 

The  benefit  of  such  a  system  is,  that  forms  are 
generally  cut  truer  and  more  uniform  resulting  in  a 
smoother  face  on  the  concrete,  carpenters  are  kept 
busy  all  the  time  in  spite  of  other  delays  and  they  are 
g^enerally  able  to  keep  the  forms  so  well  in  advance  as 
to  exclude  the  possibility  of  a  hold-up  on  their  account. 
Slack  periods  alternating  with  rush  periods  are  done 
away  with ;  work  becomes  a  steady  operation  from 
start  to  finish ;  scientific  management  of  the  shop  and 
the  materials,  after  carefully  planning  their  location 
relatively  to  the  wok,  eliminates  any  excessive  handl- 
ing" of  material  and  reduces  the  carpentry  bill  for  form- 
making-  to  a  minimum. 


World's  Highest  Reinforced  Concrete 
Water  Tank 

What  is  claimed  to  be  the  highest  reinforced  con- 
crete water  tank  in  the  world,  was  recently  built  for 


Sec+ionol  Eievotion 


Bo&e  of  Tower 

te'Orcufar  'fi'OverflOvv 


Pton 

Plan,  elevation  and  sections  of  world's  highest  reinforced 


Detoil  of  Rfeln^rcement 
ir>  Bonom  of  ronk 


concrete  water  tank. 


May  3,  1916 


THE   CONTRACT  RECORD 


441 


the  city  of  Middleboro,  Mass.,  and  is  described  by  the 
Blaw  Steel  Construction  Co.,  Pittsburg,  whose  forms 
were  used  in  the  construction,  as  follows : — - 

Concrete  was  chosen  for  this  tank  and  the  tower 
supportin^s;-  it  for  several  reasons.  The  cost  of  a  steel 
tower  and  tank  would  have  been  less,  but  the  life 
would  be  short  and  the  repairs,  paintin<^-,  etc.,  would 
also  cause  more  expense  than  a  concrete  tank.  In  ad- 
dition to  this,  the  concrete  could  be  finished  in  an 
artistic  and  attractive  way  and  as  designed  and  built  is 
very  pleasing-  from  an  architectural  standpoint. 

The  bare  surface  of  the  tower  is  broken  up  by 
twelve  4  by  24-inch  pilasters  and  at  the  junction  of  the 
tower  and  the  tank,  108  feet  above  the  ground,  is  a 
balcony  of  reinforced  concrete  with  bracket  supports. 


The  details  shown  here  give  an  idea  of  the  design  and 
the  reinforcing  that  was  used.- 

The  tank  itself  is  of  the  same  inside  diameter  as  the 
tower,  which  is  41  feet,  and  will  have  a  depth  of  water 
in  it  at  the  center  of  59  feet  when  full.  The  bottom  of 
the  tank  is  hemispherical,  which  is  the  first  time  thai 
this  type  of  construction  has  been  attemjjted  with  con- 
crete tanks. 

Blaw  steel  forms  were  used  for  the  outside  of  Ijotli 
the  tank  and  the  tower.  They  were  justified  because 
of  the  reduction  in  time  and  expense  that  attended 
their  use  and  they  also  formed  a  dense,  smooth  surface 
that  required  very  little  finishing.  Their  forms  as 
used  on  the  tank  and  tower  were  made  as  two  rings, 
each  4  feet  wide.  Wooden  forms  were  used  on  the 
interior. 


The  Larger  Use  of  Canadian  Timber 

Toronto  Architect  Urges  the  Use  of  B.  G.  Fir  in  Preference 
to  U.  S.  Pine;  and  Canadian   instead  of   U.  S.  Architects 


MR.  A.  R.  DENISON,  of  Denison  &  Stephen- 
son, Architects,  Toronto,  recently  addressed 
the  Lumbermen's  section  of  the  weekly  meet- 
ing of  the  Toronto  Board  of  Trade,  on  the 
importance  of  Canadians  using  Canadian  lumber  when- 
ever possible,  and  for  closer  co-operation  between 
architects,  lumbermen  and  owners  of  buildings  under 
construction  for  the  prompt  settlement  of  accounts  for 
.supplying  material. 

Separate  Cheques  for  Lumber  Bills 

Mr.  Denison  recited  a  specific  case  of  misunder- 
standing between  owner,  contractor  and  lumberman, 
wherein  the  lumberman  did  not  receive  his  proper 
compensation,  and  suggested  as  a  remedy  that  the 
owner  pay  the  lumberman  direct.  The  speaker  went 
into  this  situation  more  in  detail  and  finally  asked  why 
something  should  not  be  done  to  put  the  whole  situa- 
tion beyond  any  peradventure.  It  seemed  to  him  this 
would  he  quite  easy  if  the  interested  parties  would  get 
together.  His  idea  was  that  an  arrangement  should 
be  made  in  writing  between  the  proprietor  and  the 
contractor  at  the  time  of  signing  the  contract,  requir- 
ing the  contractor  to  submit  to  the  proprietor  a  sum- 
mary of  the  lumber  to  be  used  in  the  building;  and 
further,  that  a  statement  should  l)e  rendered  to  the 
proprietor  from  time  to  time  during  the  continuance  of 
the  work,  and  that  the  proprietor  should  be  required 
to  draw  separate  cheques  in  favor  of  the  lumber  mer- 
chant as  each  certificate  became  due ;  the  lumber  mer- 
chant to  be  subject  to  a  drawback  clause  of  80  per 
cent,  in  the  contract  and  also  to  have  a  claim  upon  the 
20  per  cent,  retained  by  the  architect ;  a  duplicate 
statement  to  be  rendered  to  the  architect  if  required. 
He  believed  that  a  plan  of  this  sort,  in  which  the  own- 
er, the  architect  and  the  contractor  co-operated  would 
remove  a  great  deal  of  trouble.  If  the  lumbermen 
would  take  it  up  and  pass  a  definite  resolution  in  re- 
gard to  it,  asking  the  architects  to  co-operate,  he  would 
put  the  matter  before  the  architects,  and  felt  jiretty 
sine  that  they  would  fall  in  line. 

Use  Canadian  Materials 

Mr.  Deni.son  is  a  strong  advocate  of  using  Canad- 
ian woods  wherever  possible.  He  referred  to  the 
fact  that  the  original  Toronto  city  by-law  made  Geor- 
gia pine  the  basis  for  timber  construction  purposes.  He. 


had  asked  the  city . architect  to  use  15.  C.  fir  for  such 
purposes  and  had  simply  been  told  that  it  was  not 
allowed  by  the  by-law  and  could  not  be  done.  This 
was  a  mistaken  view  of  the  city  architect.  He  shoidd 
have  been  interested  solely  in  the  strength  of  the 
timbers  used,  not  the  variety  of  timber.  Although  he 
expressed  this  opinion  to  the  city  architect  at  that  time, 
the  reply  he  received  was  simply  that  Douglas  fir  was 
not  allowed  by  the  by-law  and  he  would  not  permit 
it  to  be  used. 

However,  Mr.  Denison,  against  the  advice  of  the 
city  architect,  made  preparations  for  building  two 
houses,  one  to  be  built  of  Douglas  fir  and  the  other  of 
Georgia  pine,  and  was  hailed  l)efore  a  judge,  who  i)er- 
mitted  him,  after  seeing  tests  on  the  two  timbers,  to 
go  ahead.  Tests  were  made  upon  both  Georgia  pine 
and  Douglas  fir.  The  Georgia  pine  selected  was 
8^4  in.  X  19-)4  in.  x  18  ft.  long."  The  Douglas  fir  stick 
was  8  in.  x  19^  in.  x  18  ft.  long.  The  tests  were  made 
at  the  School  of  Practical  Science,  Toronto.  The 
Georgia  pine  stick  broke  off  at  43.5.^0  lbs.,  and  the 
Douglas  fir  stick  split  lengthwise  Init  did  not  break  at 
5.S,320  lbs.  l^'rom  that  day  on  they  had  been  allowed 
to  use  Douglas  fir. 

Douglas  Fir 

Douglas  fir  was  unquestionably  the  best  wood  they 
could  get  for  construction  purposes.  It  was  also  the 
strongest  wood  and  it  was  one  of  our  own  native 
woods.  He  urged  that  lumbermen,  architects  and 
contractors  should  put  forth  every  effort  to  use  Canad- 
ian materials  on  Canadian  buildings.  Mr.  Denison 
referred  to  instances  of  failure  that  he  had  come  across 
in  using  Geogia  pine.  He  had  been  obliged  to  take 
out  at  least  six  sticks  of  long  leaf  pine  within  five  years 
from  the  time  they  were  put  in,  because  of  dr}'  rot. 
There  seemed  to  be  a  failure  in  a  certain  percentage  of 
Georgia  pine  stock.  It  really  required  an  expert  to 
know  Georgia  pine.  In  fact,  he  had  known  men  who 
called  themselves  experts,  who  differed  with  one  an- 
other in  deciding  whether  certain  southern  timbers 
were  long  leaf  pine  or  not.  He  had  always  found  that 
Georgia  pine  checked  to  a  greater  extent  than  Douglas 
fir.  It  was  also  much  more  combustible,  as  it  was  full 
of  gum  and  was  easy  to  set  on  fire. 

The  speaker  urged  that  lumbermen  commence  at 
once  upon  an  effort  to  encourage  the  use  of  Canadian 
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woods.  The  Dominion  Government  had  taken  a  step 
in  this  direction  by  passing-  an  order^that  nothing  but 
Douglas  fir  was  to  be  used  in  the  construction  of  pub- 
he  works.  If  an  effort  were  made  along  this  line  and 
followed  up  vigorously  it  would  .make  a  great  differ- 
ence to  Canadian  lumber  manufacturers.  Me  under- 
stood that  during  the  last  year  over  four  million  dol- 
lars worth  of  Georgia  pine  had  been  imported  into 
Canada.  In  normal  times  he  understood  that  the 
amount  was  far  greater. 

Employing  U.  S.  Architects 

Underneath  all  this  was  a  question  of  vital  import- 
ance to  Canadians,  frequently  one  would  see  a  com- 
l)any  with  a  name  that  would  lead  one  to  suppose  that 
it  was  a  Canadian  company,  who  in  the  construction 
of  large  buildings  employed  U.  S.  Architects.  The 
U.  S.  architects  would  naturally  specify  U.  S.  brick, 
U.  S.  wood,  etc.  Every  lock,  every  fitting,  the  plumb- 
ing, everything  throughout  the  building  would  l^e 
brought  in  from  the  United  States  because  the  archi- 
tect would  be  getting  his  percentage  on  every  one  of 
these  items.  Canadian  architects  would  not  be  al- 
lowed to  put  up  l)uildings  in  the  United  States.  Can- 


adian dentists,  veterinary  surgeons,  lawyers,  doctors, 
all  classes  of  professional  men,  except  the  architects 
were  protected  against  this  sort  of  thing.  Moreover 
the  brick-layer  and  the  carpenter  were  also  protected 
in  Canada  to  a  certain  extent  by  the  alien  labor  law. 
In  this  way  the  U.  S.  firms  were  cutting  both  the  lum- 
bermen and  the  architect  out  of  their  own  business. 
In  order  to  carry  out  this  kind  of  work  the  contractor 
who  wanted  to  make  use  of  a  U.  S.  architect  had  no 
trouble  at  all.  He  simply  obtained  blue  prints  and 
had  them  put  through  the  customs  at  their  cost,  pay- 
ing in  duty  a  nominal  sum  of  a  few  dollars.  Under 
present  conditions  there  was  no  escaping  from  this 
situation,  but  he  believed  that  the  architects,  on  a 
short  time,  would  make  an  effort  to  have  the  law  en- 
forced more  fairly  in  connection  with  the  importation 
of  plans. 

After  an  interesting  discussion  on  Mr.  Denison's 
remarks,  Mr.  Reid,  the  chairman,  stated  that  together 
with  M.  W.  J.  Hetherington,  he  would  draw  up  and 
present  at  a  later  meeting  of  the  board  a  resolution 
upon  Mr.  Denison's  proposal,  and  he  hoped  that  in  the 
near  future  something  definite  would  be  forthcoming. 


Activated  Sludge  Sewerage  Experiments 


THE  Sanitary  District  of  Chicago  began  experi- 
ments with  the  activated  sludge  process  of 
sewage  treatment  on  Stockyards  and  Packing- 
town  sewage  in  Ai)ril,  1913.  The  operation  on 
the  fill  and  draw  jjlan  was  carried  on  in  two  galvanized 
iron  tanks,  each  holding  approximately  200  gal.  of  sew- 
age. These  experiments  were  continued  well  into  the 
cold  season,  being  discontinued  when  the  contents  of 
the  tanks  froze  solid.  Certain  o])servations  were  made, 
which  can  be  explained  by  the  effect  of  low  tempera- 
tures upon  the  process.  These  observations  were  sub- 
stantiated on  the  larger  4  unit  installation  of  the  San- 
itary District  designed  to  treat  from  30,000  to  100,000 
gal.  on  the  continuous  How  Ijasis  daily.  This  installa- 
tion was  put  into  operation  early  in  J916  and  is  under 
the  direction  of  Langdon  Pearse. 

The  changes  of  the  nitrogenous  constituents  during 
llie  aeration  process  have  been  carefully  studied.  Our 
experience  has  coincided,  so  far  as  I  am  aware  with 
the  experience  of  other  obser\  ers.  During  the  warmer 
season  a  reduction  of  the  free  ammonia  to  about  1  or 
2  p. p.m.,  and  an  increase  of  the  nitrites  to  5  or  10  p. p.m., 
indicates  complete  oxidation  and  clarification.  This 
ceased  to  be  the  case,  however,  when  colder  weather 
set  in  with  the  small  galvanized  iron  tanks,  which  were 
easily  affected  by  changes  in  temperature  in  the  air. 
Absolute  stabilities  were  reached  in  cold  days  with  the 
free  ammonia  actually  increasing  several  hundred  per 
cent,  and  with  little,  if  any,  change  in  the  nitrites  and 
nitrates.  The  reduction  of  the  organic  nitrogen  was 
just  as  marked  as  in  summer.  Clarification  was  very 
satisfactory.  The  results  I  speak  of  are  those  noted 
when  the  eflluent  showed  a  relative  stability  of  100  or 
thereabouts.  With  the  small  galvanized  iron  tanks, 
in  which  the  warm  sewage  (juickly  chilled,  it  took  a 
considerably  longer  time  in  the  cold  weather  to  obtain 
such' a  high  stability,  l)Ut  the  chemical  results  were 
consistently  as  noted. 

It  is  deal-  that  in  sucii  cases  tlie  mechanical  feat- 
ures of  the  i)rocess  outweighed  liw  biologic  features. 
The  highly  putrescible  colloids  have  .simply  been  whij)- 

•Extracts  of  a  paper  by  A.  Lederer  before  the  American  Chemical  Society. 


ped  out  of  suspension  by  the  continuous  agitation. 
Repeated  observations  indicate  that  the  mere  mechani- 
cal removal  of  the  colloidal  matter  from  sewage  brings 
aljoiit  an  improvement  far  out  of  proportion  to  the 
actual  i^ercent  of  sul)stance  removed.  There  is  no 
doubt,  however,  that  there  is  some  biologic  activity 
even  in  a  liquid  near  freezing,  otherwise,  we  could 
liardly  account  for  the  persistent  increase  in  free  am- 
monia. We  further  noted  various  active  protozoa, 
such  as  infusoria  and  trachelomonas  in  the  sludge  at 
all  times.  More  highly  developed  animal  or  plant  or- 
ganisms were  not  found.  Our  work  indicates  that  the 
temi^erature  of  the  liquid  treated  will  be  a  controlling 
factor.  On  a  large  scale  temperature  changes  will 
probably  be  much  lower  than  t)n  the  \  ery  small  scale 
of  200-gal.  steel  tanks  exposed  tt)  weather. 

During  the  cold  weather  we  had  no  ready  chemical 
index  to  go  by,  although  the  regular  routine  tests  of 
long  duration  were  available.  The  removal  of  the  col- 
loidal matter  was  the  only  immediate  indication  of  ac- 
complished oxidation.  This  forced  us  to  determine  re- 
gularly the  turbidity  of  the  settled  aerated  sewage. 
Used  with  the  methylene  blue  putrescibility  test,  a 
fairly  definite  working  relation  can  be  established.  The 
tabulation  of  a  large  number  of  results  obtained  shows 
that  the  stability  is  100  with  turbidities  of  10  p. p.m.  or 
less.  With  a  turbidity  of  15  p. p.m.,  the  relative  stab- 
ility varies  usually  between  50  and  100.  With  turbi- 
dities above  15,  the  quality  of  the  effluent  shows  rapid 
deterioration.  At  turbidities  ranging  from  20  to  25 
the  stabilities  are  usually  below  50.  To  compare  tur- 
bidities above  25  p. p.m.  with  stabilities  appears  un- 
safe. Such  stabilities  are  without  exception  very  low. 
T!ie  relation  siK)ken  of  is  bound  to  vary  with  sewages 
of  (lifi'erent  ciiaracter.  Recently  with  the  advent  of 
wanner  weather,  the  nitrites  are  again  picking  up  in 
the  efihient,  and  no  doubt  our  ammonia  index  will 
again  serve  the  purpose.  The  determination  of  other 
constituents,  such  as  the  organic  nitrogen  albuminoid 
ammonia,  ])ermanganate  oxygen  consumed,  chlorine 
and  the  bacterial  content,  are  merely  of  scientific  inter- 
est.     rhe\'  are  not  essential  for  a  routine  control.  This 
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holds  good  to  a  certain  extent  for  the  dissolved  oxygen, 
but  it  is  quite  conceivable  that  the  rate  of  de-oxygena- 
tion  at  a  given  temperature  can  be  made  to  serve  as  an 
index  of  the  degree  of  stabilization  accomplished.  The 
quantity  of  the  settling  suspended  matter  in  the  final 
effluent  merely  indicates  the  efificiency  of  the  settling- 
process,  and  has  nothing  to  do  with  the  activated 
sludge  process  proper.  Packingtovvn  sewage  com- 
pletely oxidized  by  the  activated  sludge  process  is  clear 
with  a  sli"htlv  yellowish  tint  barelv  noticeable  in  small 
bulk. 


Sturtevant  Contracting  Set 

The  following  illustration  shows  a  new  adaptation 
of  the  Sturtevant  gasoline  generating  set.  These 
sets  are  intended  to  be  used  in  direct  connection  witli 
lighting  and  power  circuits  and  not  through  storage 
batteries,  although  they  may  be  so  arranged  if  de- 
sired. A  very  sensitive  governor  control,  together 
with  other  fineness  in  design  of  engine  and  generator, 
insure  a  constant  voltage  through  wide  variations  of 
load.  The  unit  consists  of  a  direct  current  electric 
generator  direct  connected  to  a  gasoline  engine.  A 
switchboard  and  gasoline  tank  is  also  included.  A 
special  type  of  disc  fan  is  mounted  on  an  extension  of 


sturtevant  Gasoline  Contracting  Set. 

the  generator  shaft  and  arranged  to  blow  air  through 
a  cellular  type  radiator.  .\11  of  this  apparatus  is 
mounted  upon  two  channel  irons  and  the  engine  gen- 
erator and  switchboard  are  covered  by  a  sheet  metal 
housing,  similar  to  an  automobile  hood.  The  engine 
is  of  the  four  cylinder,  water  cooled,  vertical  type  with 
either  four  or  six  cylinders,  according  to  the  size  of 
the  unit.  Three  sizes  of  these  sets  are  built,  5  kw., 
10  kw.,  and  15  kw.  capacity  capable  of  lighting  200, 
400,  and  600,  20  candle  power  tungsten  lamps.  Both 
engine  and  generator  are  capable  of  operating  under 
an  overload  of  23  per  cent,  for  two  hours. 


Trade  Inquiries 

Names  and  addresses  may  be  obtained  from  tlic  De- 
partment of  Trade  and  Commerce,  Ottawa. 

.102.  Steam-electric  power  plant  apparatus  and  engineering 
specialties. — A  gentleman  who  intends  visiting  New  Zealand 
during  the  coming  summer  is  desirous  of  securing  the 
agencies  of  Canadian  engineering  manufacturers  of  steam- 
electric  plant  apparatus  and  engineering  specialties,  and  is 
desirous  of  receiving  full  technical  description  of  apparatus 
together  with  illustrations,  weight  of  apparatus,  shipping 
weight,  and  weight  of  heaviest  piece,  and  over-all  dimensions. 


] 'resent  prices  either  f.o.b.  Canadian  or  American  port  or 
c.i.f.  New  Zealand  port. 

384.  Glass. — An  English  firm  of  glass  importers  inquires 
for  Canadian  exporters  of  glass  for  lighting  purposes  and 
table  use,  to  replace  supplies  formerly  imi)orted  from  Cer- 
many,  Austria  and  Belgium. 

:!7T.  Brassed  rods. — A  Birmingham  l)edstead  maiuifacturer 
is  open  to  purchase  cased  brass  rodding.  .Samples  on  file 
at  the  Department  of  Trade  and  Commerce.  I'rices  must 
include  delivery  Birmingham  or  Liverpool. 


Personal 

Mr.  C.  Dufort,  architect,  has  removed  from  198  St.  Cath- 
erine Street  West,  to  19.)  St.  Catherine  Street  East,  Montreal. 

Major  Howard  Dinnel  Bodwell,  of  the  2nd  Pioneer  Bat- 
talion, was  recently  wounded  in  action.  Major  Bodwell  was 
an  engineer  in  civil  life  in  Vancouver,  and  saw  active  service 
in  the  South  African  campaign. 

Mr.  J.  Quail,  until  recently  sales'  engineer  of  the  Mani- 
to))a  Bridge  &  Iron  Works,  Winnipeg,  has  taken  up  new 
duties  with  the  Canadian  Bridge  Company,  \Valkerville,  Ont., 
as  manager  of  their  Winnipeg  ofificc. 

Mr.  George  D.  Mackie,  City  Engineer-Commissioner, 
Moose  Jaw,  Sask.,  has  been  appointed  a  member  of  the  Royal 
Commission  recently  formed  to  enquire  into  and  report  on 
the  work  of  the  Provincial  Highwaj's  Department  of  .Sack- 
atchewan  carried  out  by  that  l)ody  from  1913  to  191(1. 


Obituary 

Mr.  D.  Gladstone,  liead  of  the  Fort  William  Granite 
Works,  recently  died  at  his  home  in  Fort  William.  Mr. 
(Gladstone,  who  was  a  prominent  business  man  of  P'ort 
William,  had  l)een  in  ill  health  for  some  time. 

The  death  occurred  recently  in  England  of  Mr.  Harold 
A.  Copp,  formerly  head  of  the  Copp  Stove  Works  of  Fort 
William.  Mr.  Copp  has  lieen  an  active  business  man  and 
was  a  widely-known  philanthropist,  taking  special  interest 
in  Y.  M.  C.  A.  work  in  Fort  William. 

At  a  largely  attended  meeting  of  the  Quebec  branch  of 
the  Canadian  Society  of  Civil  Engineers,  held  on  the  17th 
inst.,  a  resolution  was  passed  expressing  sympathy  witli  the 
relatives  of  their  late  colleague,  Mr.  L.  B.  Verge,  C.E.,  in 
his  untimely  demise,  and  with  Mr.  W.  D.  Baillarge,  C.E.,  on 
his  recent  bereavement. 

The  death  occurred  recently  of  Mr.  .\lbert  C.  .Smith, 
president  of  the  Smith  Foundry  Co.,  one  of  Fredericton's 
most  prominent  business  men.  Besides  being  president  of  the 
Smith  Foundry  Company,  he  also  acted  as  mechanical  super- 
intendent of  the  plant,  and  had  been  directing  operations 
in  munition  work  of  both  the  day  and  night  crews.  His 
fleath  was  caused  by  pneumonia  contracted  during  a  recent 
fire  in  the  company's  plant.  , 

The  death  occurred  recently  of  Dr.  W.  F.  King,  Chief 
yVstronomer  of  Canada  .and  Commissioner  for  the  Survey 
and  Marking  of  International  Boundaries,  at  the  Observatory 
residence,  Ottawa.  The  late  Dr.  King  was  born  in  England 
in  18,')4,  came  to  Canada  at  the  age  of  eight,  and  entered  the 
Dominion  Government  service  as  Assistant  Astronomer  on 
the  North  American  Boundary  Conuiiission  in  1873.  In  188(i 
he  was  made  Chief  Inspector  of  Survey,  and  in  IS'.H)  Chief 
.Astronomer  of  the  Department  of  the  Interior. 


The  Halifax  Electric  'Tramway  Company,  who  are  con- 
structing a  gas  plant  at  Halifax,  are  also  calling  tenders  for 
the  erection  of  a  by-product  building,  cold  storage  building, 
and  for  elevating  and  conveying  machinery  in  connection 
with  the  same. 
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Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Building  outlook  in  Calgary  for  the  coming  year,  ac- 
cording to  R.  G.  Dun  &  Company,  looks  particularly  bright. 

The  Alliance  Power  Company,  Limited,  has  recently 
been  incorporated  in  Edmonton,  Alia.,  with  a  capital  of 
$;j.j(>,000. 

Building  operations  in  the  city  of  Quebec  continue  active 
during  the  last  week.  Permits  amounting  to  $63, 060  were 
issued  at  the  city  hall. 

It  has  been  decided  to  rebuild  the  isolation  hospital 
on  Sandy  Point  Road,  St.  John,  N.  B.,  recently  destroyed 
by  fire.    The  new  building  will  cost  $1.'),000. 

The  work  of  constructing  the  joint  sewerage  system  of 
the  villages  of  New  Toronto  and  Mimico,  is  in  full  swing. 
A  big  effort  is  being  made  to  have  the  system  ready  for  use 
ibis  year. 

The  Municipal  Concrete  Construction  Company,  of 
Ingersoll,  have  placed  an  order  with  Wettlaufer  Bros,  for  two 
heart-shaped,  traction  paving  mixers,  and  one  tilting  drum, 
heart-shaped  mixer. 

The  Board  of  Control  of  the  city  of  Toronto  have 
refused  the  request  of  the  T.  Eaton  Company  to  allow  them 
to  place  the  footings  of  their  new  building  lieyond  the  street 
line  of  Terauley  Street. 

The  plant  of  the  Union  Cement  Company,  (3wen  Sound, 
who  are  working  on  a  50,000  barrel  contract  for  the  city  of 
Toronto,  recently  sustained  damage  by  fire.  Reconstruction 
work  will  begin  at  once. 

Messrs.  Barott,  Blackader  &  Webster,  architects,  Mont- 
real, are  preparing  plans  for  a  large  moving  picture  theatre 
to  be  erected  on  Sherbrooke  Street,  Westmount,  for  the 
Imperial  Theatre  Company. 

Following  the  consideration  of  a  large  number  of  lenders, 
the  city  of  Kingston  have  awarded  the  contract  to  VVetl 
laufer   Bros,    for   one   heart-shaped    traction    paving  mixer, 
with  boom  and  bucket  attachment. 

Work  on  the  Tdronto-Hamilton  highway  in  the  Port 
(.;redit  district  is  progressing  rapidly;  a  part  of  the  road  will 
be  closed  temporarily  to  traffic  in  order  that  the  railway  for 
hauling  cement  and  material  may  be  laiil. 

Sackville,  N.  B.,  has  just  finished  one  of  the  most  suc- 
cessful clean-up  and  paint-ui)  weeks  in  its  history.  Ihe 
usually  attractive  little  town  has  been  rendered  much  more 
attractive  by  the  renovation  it  has  received. 

The  work  on  the  new  Great  Northern  depot  at  False 
Creek,  near  Vancouver,  is  being  rapidly  pushed  forward 
by  the  contractors.  Grant,  Smith  &  McDonnell.  Pile  driving 
has  started  and  concrete  work  on  the  piers  is  expected  to 
be  under  way  shortly. 

Interned  alien  eneiiiies  within  Canadian  territory  are 
at  jiresent  employed  in  building  good  roads  through  the 
Canadian  Rockies.  Camps  are  located  at  several  points  in 
Alberta  and  British  Columbia,  and  so  far  the  aliens  are  doing 
valiial)le  productive  and  development  work,  as  a  return  lor 
the  care  being  taken  of  them  during  the  present  i)eri(jd  of 
sti'ess. 

As  a  result  of  the  determined  light  of  j(din  ;\llen,  tnem- 
bcr  for  West  Hamilton,  it  is  believed  that  the  govertiment 
may  agree  to  give  a  sidjstantial  special  grant  for  the  con- 
struction of  a  high  level  bridge  to  link  up  Hamilton  with  llie 
Toronto-Hamilton  highway  and  do  away  with  the  objection- 
able sleep  grades  involved  in  the  present  plan.    The  bridge. 


which  will  be  partly  outside  the  city  limits,  would  benefit 
other  places  as  well  as  the  city. 

A  provisional  school  in  military  engineering  has  been 
authorized  for  the  benefit  of  the  civil  engineers  in  Ottawa 
at  the  request  of  the  Ottawa  branch  of  the  Canadian  Society 
of  Civil  Engineers,  and  has  been  largely  attended  by  the  civil 
engineers  of  that  city.  Colonel  Maunsell,  Director  General 
of  the  Engineer  forces  of  Canada,  assisted  by  Lieutenant  At- 
tfield,  and  Sergeant-Major  Innes,  have  charge  of  instruction. 

St.  Vincent's  High  School  for  Girls,  St.  John,  N.  B., 
which  is  to  be  built  in  that  city  under  the  direction  of  Bishop 
LeBlanc,  will  be  one  of  the  largest  and  most  up-to-date  school 
buildings  in  the  province.  The  building  will  be  107  by  1.30 
feet,  three  storeys  in  height.  There  will  be  twelve  class- 
rooms, besides  chemical  and  physical  laboratory,  domestic 
science  room,  recreation  room,  assembly  hall,  gymnasium, 
swimming  pool  and  shower  bath. 

The  will  of  the  late  Robert  Davies  has  been  filed  for 
probate,  and  shows  in  summary — real  estate  .'i;896,898,  money 
secured  by  mortgages  .$14,045.42,  book  debts  $36,938.09,  se- 
curities for  money,  life  insurance,  cash  in  bank,  $121,059.08, 
bank  and  other  stock  $34,000.  The  real  estate  comprises  ex- 
tensive properties  throughout  different  parts  of  the  city.  For 
the  Don  Valley  Brick  Works,  no  amount  has  l)een  inserted 
in  the  schedule.  The  title  to  this  property  is  in  litigation 
and  no  value  can  be  placed  upon  it  until  the  litigation  is 
terminated. 

The  city  of  St.  John,  N.  B.,  is  now  revelling  in  the  pos- 
session of  one  of  the  finest  post  offices  in  eastern  Canada. 
The  removal  from  the  old  to  the  new  building  took  place 
a  few  days  ago.  The  new  building  occupies  a  site  on  the 
eastern  side  of  Prince  William  Street,  almost  opposite  the 
old  building  and  facing  the  harbor.  The  general  entrances 
are  on  Prince  William  Street,  while  the  mails  enter  froin 
Canterbury  Street  in  the  rear.  The  front  of  the  new  building 
is  of  granite  and  freestone,  ornamented  with  large  columns, 
which  give  it  an  imposing  appearance. 

A  large  deputation  of  public  men,  residents  of  Niagara 
Falls  and  Stamford,  will  go  to  Ottawa  shortly  to  interview 
the  Department  of  Railways  and  Canals  and  ask  that  body 
to  give  its  official  approval  to  the  plan  to  make  the  proposed 
Ifydro-electric  power  canal  navigable  between  Chippewa 
Creek  and  Niagara  Falls,  a  plati  which,  if  successful,  is  ex- 
pected to  make  Niagara  Falls  the  leading  industrial  city  of 
the  Niagara  peninsula,  also  converting  it  into  a  lake  port. 
The  plan  is  to  make  the  canal  50  feet  wide  and  16  feet  deep, 
large  enough  to  accommodate  lake  steamers. 

Mr.  Justice  Weir  has  given  judgment  in  the  Superior 
Court  in  favor  of  C.  Dufort  and  J.  T.  Decary,  architects,  who 
claimed  $1,350  from  Carl  Rosenberg  as  fees  for  the  prepara- 
tions of  certain  plans  they  drew  up  on  defendant's  order  in 
-May,  1913.  The  defendant  pleaded  that  as  he  had  not  utilized 
the  plans  he  was  not  bound  to  pay  for  them.  To  follow  them 
would  have  made  the  building  he  wished  to  construct  too 
costly.  Therefore  he  had  to  obtain  new  plans  more  in  ac- 
cordance with  a  building  of  his  means.  "All  the  same,"  ruled 
the  judge,  "you  must  pay  for  the  first  set  of  plans  that  you 
ordered  made." 

The  entrance  piers  at  the  graving  dock  at  St.  Joseph 
de  Levis  have  been  completed,  and  work  on  the  structure  is 
beginning  to  take  a  tangible  form.  Up  to  the  present  the 
work  has  been  rather  of  a  preparatory  nature,  but  the  entrance 
])ier  is  completed  and  the  excavations  for  the  dock  itself  well 
jiegim.  The  dock,  wlicn  completed,  will  be  1,150  feet  lon.g, 
130  feet  wide  at  base,  and  144  feel  wide  at  toj).  ft  will  be 
divided  inUi  two  sections,  the  inner  section  650  feel  long, 
enclosed  by  a  floating  .gale  weighing  600  tons,  the  outer 
section  500  feel  long,  Iniilt  with  a  rolling  caisson  gate  of 
650  tons.  The  structure  will  be  concrete,  faced  with  granite. 
Cril)  work-  will  take  7  million  feet  of  British  Columbia  fir. 


Contracts  Department 


News    of  Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Beverley,  Alta. 

Tlie  Town  Council  have  let  a  contract 
for  grading  and  other  improvement  on 
Alberta  Avenue  to  Malcolmn  McCrim- 
mon,  9814-103rd  Street,  Edmonton.  Ap- 
proximate cost,  $4,617. 

Charlottetown,  P.E.I. 

R.  S.  &  W.  S.  Lea,  New  Birks  Build- 
in.if,  Montreal,  will  receive  tenders  until 
May  20th  for  the  erection  of  a  pumpi'ng 
station  and  installation  of  a  pump  with 
a  capacity  of  one  million  gallons  per 
(lay,  to  be  driven  by  oil  engine. 

East  Zorra  Township,  Ont. 

The  Township  Clerk,  Edwin  Parker, 
Tavistock,  will  receive  tenders  until 
May  8th  for  the  construction  of  a  quan- 
tity of  tile  drains  with  cach-basins,  etc. 
.Specifications  with  the  Clerk  and  the 
Engineer,  F.  J.  Ure,  Woodstock. 

Edmonton,  Alta. 

Tlie  City  Council  ccnitcnii>late  laying 
pavement  on  lOlst  Street  at  an  appro.xi- 
nuite  cost  of  $C),TSO,  and  pavement  and 
sidewalks  on  a  portidu  of  Portage  Ave- 
nue, to  cost  about  $1(17. :)()().  Engineer, 
A.  Haddow,  Civic  (.)rtice. 

London,  Ont. 

The  City  Clerk,  S.  Baker,  will  receive 
lenders  until  9.30  a.m..  May  12th,  for  tin- 
construction  of  storm  sewers,  estimated 
to  cost  $(50,000.  Consulting  Engineers, 
Chii)nian  &  Power.  Mail  Building,  Tor- 
iiiiti.>. 

'i'he  construction  of  i)a\ement  on  .\de- 
laide  Street  and  Cove  Road  is  being  con- 
>i(k-red  by  the  City  Council. 

CONTRACTS  AWARDED 

Ottawa,  Ont. 

Tre  City  Council  lia\e  awarded  con- 
tracts for  the  c(.)nslruction  of  asphalt 
:ind  wood  block  pavemeni  to  ibe  (  )ttawa 
Construction  Company.  Central  Chamb- 
ers, at  $.51,!):!7. 

Petrolia,  Ont. 

In  connection  with  the  reliuilding  ol  a 
sevVer  for  the  Town  C(juncil,  the  con- 
tract for  supply  of  tile  has  been  awarded 
to  the  Toronto  Pottery  Company,  Dom- 
inion l^iank  Building,  Toronto.  Work 
will  be  done  under  supervision  of  Street 
Commissioner  Barnes. 

Toronto.  Ont. 

The  following  contracts  for  pavements 
have  been  let  by  the  Board  of  Control: — 
asphalt  on  Fisken  Avenue,  Godson  Con- 
iractin.g  Company,  Manning  Chambers, 
asplialt  on  Hiawatha,  Indian  Grove  and 
Lincoln  Streets,  Contracting  &  Paving 
Company,  Ltd..  Confederation  Life 
Unilding;  bitulithic  on  Western  Avenue, 
Works  Commissioner  Harris. 


Railroads,  Bridges  and  Wharves 

Enniskillen  Township,  Ont. 

The  Michigan  Central  Railway  Com- 
pany Detroit,  Mich.,  are    having  plans 


prepared  for  a  steel  l)ridge  over  Bear 
Creek,  estimated  to  cost  $(50,000. 

Lansdowne,  Man. 

Tenders  on  the  erection  of  a  reinforced 
concrete  bridge  over  the  White  Mud 
River  will  be  received  until  1  p.m.,  May 
16th.  by  the  Municipal  Secretary,  M.  E. 
Broughton,  Arden.  Plans  and  specifi- 
cations at  office  of  the  Highway  Com- 
missioner, Winnipeg,  and  with  the  Sec- 
retary. 

Loniion,  Ont. 

The  L(.indon  &  Port  Stanley  Railway 
Board  propose  to  construct  additional 
sidings  and  a  covered  timber  platform, 
and  will  start  work  shortly.  .Secretary, 
William  Spittal,  c|o  Peoples  Building  & 
Loan  Company. 

York  County,  Ont. 

The  City  Council  will  have  plans  pre- 
pared for  a  bridge  over  the  Humber 
River  at  Bloor  Street.  Engineer,  F.  Bar- 
ber, .")7  .\delaide  Street  E.,  Toronto. 

CONTRACTS  AWARDED 

Charlotte  County,  N.  B. 

The  contract  tor  steel  supersi  nu  turr 
re(piire{l  for  llie  bridge  to  be  built  o\'er 
the  W'aweig  River  for  the  Pro\incial  De- 
liartment  of  Public  Works  lias  been  lei 
lo  ibe  Canadian  Brid.ge  Company,  Ltd., 
Walkerville,  Ont. 


Public  Buildings,  Churches 
and  Schools 

Beauport,  Que. 

Tanguay  &  Lel)on.  20  d'Aguillon  St., 
(Juebec,  h;\\v  lieen  ai>poinled  Architects 
for  the  nl)nilding  of  (lie  Parish  Church. 
Curate,  L.  A.  Deziel. 

Berlin.  Ont. 

Tenders  on  all  work  except  Iieatin.g 
and  wiring  required  in  the  erection  of  a 
cliurch  for  the  Polish  Roman  Catholics 
will  be  receixed  until  May  Lith  hy  A. 
W.  Holmes,  Arcliitecl,  10  Bloor  Street 
E.,  Toronto.  Approximate  cost,  $4.'). 000. 

Fassett,  Que. 

Charles  Bodcur,  o:!  City  Hall  Street, 
I  full,  is  preparing  plans  for  a  Parish 
Church,  to  cost  about  $2ri.OOO,  and  will- 
call  for  tenders  about  the  middle  of  the 
month.  Frame,  brick  veneer,  stone  and 
concrete  construction. 

Ford  City,  Ont. 

The  Public  School  Board  i^ropose  to 
Intild  a  school  at  an  ai:)iM-oximate  cost  of 
$35,000,  and  plans  will  be  preiJared  by  J. 
C.  Pennington,  La  Belle  Buikling,  Wind- 
sor. Brick  and  reinforced  concrete  con- 
struction. ^ 

Happy  Thought,  Man. 

The  Trustees  of  School  District  No. 
1452  propose  to  build  a  school  at  an  ap- 
proximate cost  of  $12,000.  Municipal 
Secretary,  Thomas  Bunn,  Selkirk,  Man. 

Kingston,  Ont. 

The  Departmetit  of  Puljlic  Works,  Ot- 
tawa, are  preparing  plans  for  a  Riding- 
School,  estimated  to  rost  $18,000.  Sec- 
retary, R.  C.  Desrochers. 


Medelec,  Que. 

The  Municipal  Council  intend  to  erect 
a  school,  at  an  approximate  cost  of 
$4, .-500.      Secretary.  F.  A.  Blouin. 

Montreal,  Que. 

J.  Sawyer,  407  Guy  Street,  is  preparing 
plans  of  a  Presbytery  for  the  Roman 
Cath  r)lic  Parish  of  St.  Catherme. 
Ontario  Province. 

Provision  has  been  made  in  the  esti- 
mates of  the  Provincial  Government  for 
the  following  works: — t5rockville,  altera- 
tions and  additions  to  Hospital  for  the 
Insane,  $9,800;  Burwash,  construction  of 
Industrial  Farm,  $40,000;  Fort  William, 
cijnstruction  of  Industrial  F^arm.  $30,000; 
Guelph,  alterations  and  additions  to 
buildings  and  plant  of  Reformatory, 
$5,000;  Haileybury,  construction  of  a 
Gaol,  $5,000;  Hamilton,  alterations  and 
additions  to  Hospital  for  the  Insane, 
.$12,900;  Kingston,  alterations  and  addi- 
tions to  Hospital  for  the  Insane,  $5,400; 
London,  alterations  and  additions  to 
Flospital  for  the  Insane.  $11,900;  Mimico, 
alterations  and  additions  to  II(js])ital  for 
the  Insane,  $7,000;  rjrillia,  additions  an<l 
alterations  to  Hospital  for  tlie  insane, 
$.s,5(iO;  Penetanguisliene,  additions  and 
alteralions  to  Mospitjil  for  the  insane, 
$."i.l)0(;. 

Ottawa,  Ont. 

'riie  ilaptisi  Con.gregation  are  consid- 
ering the  ereclion  of  a  church.  Pastor, 
l\e\-.   .Veil   lierman,  550  Gilmour  Street. 

Cliarles  I'.rodeur,  (5:;  City  Hall  Street 
Mull,  is  preijariiig  plans  of  a  church  for 
the  Greek  Roman  (^atholic  Congre.ga- 
lion  and  will  call  for  tenders  towards  the 
end  of  tlie  month.  .Xpiiroximate  cost, 
$17,500.  I*"rame  .-ind  brick  veneer  con- 
struction. 

The  Pas,  Man. 

Work  is  expected  lo  start  this  spring 
on  the  erection  of  a  ("oiirt  Iriouse  and 
Gaol  for  tlie  Provincial  Department  of 
i'ublic  Works.  A])poximate  cost. 
$50,000.      Engineer,  G.  X.  Taylor. 

Thorndale,  Ont. 

I'lans  ol  a  school  arc  being  prepared 
by  \\'att  and  Blackwell,  London.  Bank 
of  Toronto  Building,  and  lenders  will  be 
called  shortly.  Brick,  stone  and  con- 
crete construction.  .\|iproxiiiiate  c'.)st, 
$15,000. 

Union-on-the-Lake.  Ont. 

Tenders  will  be  received  until  May 
L5th  for  the  erection  of  an  addition  to 
the  hospital  of  the  Essex  County  Health 
Association.  Architect.  J.  C.  Penning- 
ton, La  Belle  Building,  Windsor.  Esti- 
mated cost,  $15,000. 

CONTRACTS  AWARDED 

Avon,  Ont. 

Tile  .general  contract  for  the  erection 
of  a  school  has  been  awarded  lo  George 
Craik,  Mossley  R.R.  No.  2.  Approxi- 
mate cost.  $(5,000.  Pressed  brick  con- 
struction. 

Belleville,  Ont. 

In  connecti(-in  with  tlie  Home  lo  be 
erected  for  the  Children's  Aid  Society, 
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the  contract  for  plumbing  and  heating- 
has  been  let  to  J.  H.  DeMarsh,  Front 
Street. 

Brockville,  Ont. 

The  General  Hospital  Board  have  let 
the  contract  for  heating  and  plumbing 
required  in  the  erection  o'f  a  Home  for 
()ld  Women  to  George  Ross  &  Com- 
pany, King  Street,  sheet  metal  and  roof- 
ing to  McFarlane-Douglass  Company, 
Ltd.,  ;Ua  Dorchester  Street  W.,  Mon- 
treal, plastering  to  McNulty  Brothers, 
183  Mountain  Street,  Montreal,  electrical 
work  to  A.  G.  Dobbie,  King  Street  W., 
and  marble  work  to  Calkins-Leete  Ltd., 
lOi:!  St.  Catherine  Street  W.  Montreal. 

Cartierville,  Que. 

In  connection  with  the  church  base- 
ment which  is  being  built  on  Main 
Street  for  the  Roman  Catholic  Congrega- 
tion, tlie  contract  for  seating  has  been 
let  to  D.  L.  Benoit  &  Fils,  195  Timothee 
Street. 

Montreal,  Que. 

In  connection  with  the  school  now  be- 
ing built  for  the  Cote  des  Neiges  Roman 
Catholic  School  Commissioners,  the  con- 
tract for  cut  stone  has  been  let  to  C. 
Pichc,  21G9  Papineau  Avenue,  the  brick 
work  to  E.  Rochefort,  358  Nicolet  Street, 
and  terra  cotta  work  to  Montreal  Terra 
Cotta  Company,  Ltd.,  43  St.  Sacrament 
Street. 

The  contract  for  seating  in  connection 
with  the  cluircb  now  being  l)uilt  for  the 
Parisli  nf  St.  Pierre  Claver  has  l)cen 
awarfU'd  to  Paquctte  &  Godbout,  St. 
fiyacinthe,  Que. 

Nassagaweya  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  let  to  Da\'ic  Men- 
zies,  Milton,  at  $3,300. 

Quebec,  Que. 

In  connection  with  the  Parish  Church 
now  being  ljuilt,  the  contract  for  roofing 
has  been  let  to  C.  Labrecque,  53  Sauva- 
geau  Street,  and  the  basement  plastering 
to  the  general  contractors. 

The  contract  for  plastering  at  tlic 
school  which  has  been  built  for  the 
Roman  Catliolic  School  Commissioners 
has  Ijeen  awarded  to  G.  Therrien,  34 
Wolfe  .Street,  Levis. 

Work  is  about  to  start  on  the  erec- 
tion of  a  monastery  for  the  Rev.  Fathers 
St.  Sacrament,  308  Mount  Royal  Avenue, 
Montreal.  The  general  contract,  mas- 
onry, carpentry  and  interior  fittings 
contracts  have  been  awarded  to  L.  G. 
I'auteux,  St.  Benoit,  Que.,  who  is  now 
receiving  tenders  on  other  trades.  Ap- 
proximate cost,  $70,000. 

Sandy  Bay,  Que. 

In  connection  with  the  erection  of  a 
church  for  tlic  Roman  Catholic  Con- 
.gregation,  the  contract  for  roofing  has 
been  let  to  C.  Labrecque,  the  painting  to 
E.  Gervais,  88  Baggot  vStreet,  Quebec, 
and  heating  to  Jobin  &  Paquet,  78  Cote 
d'Abraham,  Quebec. 

Toronto,  Ont. 

The  lioard  of  Education  have  awarded 
the  contract  for  an  iron  fence  at  Roden 
School  to  the  Page  Wire  Fence  Com- 
l)arfy,  Ltd.,  1137  King  Street  W.,  and 
the  following  contracts  in  connection 
with  their  Administration  Building  on 
College  .Street: — caljinct  work,  D. 
Springman,  388  I'.alhurst  Street,  $1.3,350; 
iirnamenlal  iron  work.  Luxfer  Prism 
Company,  Ltd.,  100  King  Street  W., 
$2,940;  ventilators,  Buskard  Machine 
Company,  15  Pearl  Street,  $1,097. 


Wolfe  Island,  Ont. 

In  connection  with  the  church  which 
is  now  being  erected  for  the  Roman 
Catholic  Diocese,  the  contract  for  metal 
roofing,  heating,  electrical  work  and  tin- 
smithing  has  been  awarded  to  F.  R.  J. 
Macpherson  Company,  341  George 
Street.  ■ 

Youngstown,  Alta. 

The  School  Board  have  let  the  general 
contract  for  the  construction  .of. a  school 
to  the  Alberta  School  Supply  Company, 
10135-104th  Street,  Edmonton.  Approxi- 
mate cost,  $8,500. 


Business  Buildings  and  Indus- 
trial Plants 

Belleville,  Ont. 

The  City  Council  are  considering  the 
erection  of  a  Fire  Hall.  Clerk,  J.  W. 
Holmes. 

Bethune,  Sask. 

The  Royal  Bank  dI  t  anaiia  propose  t(.) 
build  a  bank,  and  tenders  have  been  re- 
ceived. Achitect,  N. ,  R.  Darrach,  '  C8 
Western  Trust  Building,  Regina.  Ap- 
l^ro.ximatc  cost,  $4,500. 

Elderslie  Township,  Ont. 

James  Dudgeon.  Concession  13,  Tara. 
is  considering  the  erection  of  fireproof 
barns,  to  cost  about  $:!,000. 

Enniskillen  Township,  Ont. 

John  Stapletiin,.Coiu(,'Ssion  H,  Petrolia, 
is  considering  .llie  erection  of  a  fireproof 
liarn  to  rcidacc  that  recently  destroyed 
l)y  fire.      Api>roxiinate  cost,  $3,000. 

Eramosa  Township,  Ont. 

Stanley  Leslie,  Fergus,  (Jnt.,  is  con- 
sidering the  erection  of  a  fireproof  Iiarn 
to  replace  that  .recently  destroyed  by 
fire.    Approximate  cost,  $3,000.  ■ 

Forest,  Ont. 

Howard  iM-aleigli  is  aliout  to  start 
work  on  inipro\'emeiils  to  warehouses, 
estimated  to  cost  $10, 000. 

Fort  William,  Ont. 

Work  l)y  day  laI)or  has  been  started 
on  an  addition  to  an  elevator  on  the 
River  Front  for  N.  M.  Paterson  &  Com- 
pany, Ltd.  iM-anie  crili  construction, 
concrete  and  iiile  foundation.  Approxi- 
mote  cost.  $30,000. 

Hamilton,  Ont. 

The  Hamilton  Bridge  Works,  Bay- 
Street  N.,  propose  to  build  an  addition 
to  their  premises,  and  have  had  plans 
prepared.  Steel  and  concrete  construc- 
tion.     Approximate  cost,  $7,500. 

Plans  have  been  prepared  for  an  addi- 
tion to  the  premises  of  the  Dominion 
Sheet  Metal  Cominmy,  to  cost  aliout 
$(i,0()0.  Galvanized  iron  construction. 
(  )wncrs  will  do  all  work. 

V.  Crawford,  497  King  Street  W.,  has 
commenced  the  erection  of  a  block  of 
stores  and  apartments,  estimated  to  cost 
$10,000.  Brick  and  concrete  construc- 
tion. 

Harrow,  Ont. 

The  W.  Clark  Company,  Ltd.,  83  Ain- 
lierst  Street,  Mfintreal,  proiiose  to  Iniild 
a  cannerv,  and  plans  are  l)eing  prepared 
by  R.  iMiidlay,  10  Phillii)s  Place,  Mon- 
treal.     ;\p])oximate  cost,  $15,000. 

Hull,  Que. 

Plans  liave  been  prei)ared  by  William 
Si  Laurieiil.  13  Si.  Henry  Street,  for  a 
store  and  Hat  to  be  built  for  P.  Drapcau, 
brontenac  and  Chateauguay  Streets. 
Tenders  will  be  called  in  about  one  week. 


Approximate  cost,  $3,500.  Frame  and 
brick  veneer  construction. 

Montreal,  Que. 

M.  Tcssier,  Les  Cedres,  Que.,  is  con- 
sidering the  erection  of  four  stores  and 
residences  on  Sherbrooke  Street  W.,  at 
an  approximate  cost  of  $5,000. 

Plans  have  been  drawn  for  a  carriage 
shop  to  be  built  on  Catherine  Street  by 
S.  W.  Halliday,  30  Arlington  Avenue. 
Brick  and  concrete  construction.  Esti- 
mated cost,  $6,000. 

Plans  are  being  prepared  for  stores 
and  apartments  to  be  built  at  Spadina 
and  Somerset  Streets  for  Charles  Joyce, 
883  Somerset  Street.  Tenders  for 
smaller  trades  will  lie  called  shortly. 
Estimated  cost,  $13,000.  Brick  veneer 
and  concrete  construction. 

Petrolia,  Ont. 

Tenders  will  be  called  imnicdiateb'  for 
part  of  the  work  required  in  the  erection 
of  an  office  for  the  Crown  Savings  & 
Loan  Company.  Architect,  Russell  W. 
Soper,  106^^  Fron^  Street,  .Sarnia.  Fire- 
proof construction. 

The  erection  of  a  store  on  Main  Street 
is  contemplated  by  R.  Stirrett.  Esti- 
mated cost,  $15,000. 

Port  Arthur.  Ont. 

H.  R.  Haltoii.  Port  Arthur,  is  prepar- 
ing plans  of  a  l)Iock  of  stores  and  apart- 
ments, estimated  to  cost  $0,000. 

Preston,  Ont. 

Ho|)e  ilrotiiers  contemplate  repairs  to 
their  store,  wiiich  was  recently  dan.iagcd 
by  lire  to  the  extent  of  about  .$3., 500. 

Quebec,  Que. 

T.  R.  Peacock.  .Architect,  81  St.  Peter 
.Street,  will  receive  tenders  until  May  8th 
for  the  erection  of  a  building  for  the 
Y.  VV.  C.  A.,  135  Ste.  Anne  Street.  Brick, 
steel  and  terra  construction.  Estimated 
cost,  $50,000. 

Arthur  Drapcau,  158  Ste.  Helene 
Street,  has  iiad  plans  prepared  for  a 
theatre  to  lie  built  on  St.  Joseph  .Street, 
at  an  approximate  cost  of  $35,000.  Brick, 
stone  and  steel  construction.  Work 
will  start  in  about  one  month's  time. 

Esdras  Lavoie,  Romaine  Lairet,  con- 
templates the  erection  of  a  store  and  re- 
sidence, at  an  approximate  cost  of 
$10,000.  Brick  and  concrete  construc- 
tion. 

Ruthven,  Ont. 

William  Tapping  &  Sons  propose  to 
build  two  drying  kilns  and  a  large  barn, 
estimated  to  cost  $3,000. 

Simcoe,  Ont. 

The  Unique  Slioe  Company  propose  to 
build  a  factory  at  an  approximate  cost  of 
$10,000,  if  a  l)y-law  to  grant  them  cer- 
tain concessions  is  approved.  Secretary, 
J.  W.  Phillips,  10  West  Market  Street, 
Montreal. 

Springbank,  Ont. 

The  Victoria  Amusement  Company 
propose  to  erect  a  large  frame  building 
to  accommodate  a  merry-go-round.  Par- 
ticulars from  George  Holding,  c|o  Lon- 
don Street  Railway,  London. 

Toronto,  Ont. 

Tlie  T.  Eaton  Company,  Ltd.,  190 
Yonge  Street,  will  receive  tenders  until 
May  Gth  for  tlie  erection  of  an  office  and 
warehouse  at  Teraulay  and  Alice  Streets. 
.Architects  and  Engineers,  William 
Steele  Sons  Company,  433  Ryrie 
iiuildiiig.  ISrick,  reinforced  concrete  and 
terra  cotta  construction. 

The  Board  of  Control    will  receive 
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tciulcrs  until  May  9th  for  tlic  erection  of 
a  cottage  at  the  Women's  Industrial 
['"arm,  Concord,  nt.  Plans  at  office  of 
liie  City  Architect. 

George  Kerr,  509  Confederation  Life 
lUn'lding,  has  had  plans  drawn  for  a 
dairy  building,  estimated  to  cost  .155,500. 
llrick  construction. 

Ci.  Lucas,  5  Playter  Crescent,  has  com- 
menced the  erection  of  a  block  of  stores 
and  apartments,  estimated  to  cost 
$15,000.  •  Smaller  trades  will  be  let.  Brick 
construction. 

The  Toronto  Hydro  Electric  Commis- 
sioners, 226  Yonge  Street,  have  had 
l>Ians  prei)ared  for  an  addition  to  the 
transformer  station  at  Front  and  Cherry 
Streets.  Tenders  will  be  called  shortly 
for  trades  other  thon  brick  and  concrete 
work.    Approximate  cost,  $6,000. 

Work  by  day  labor  has  been  started 
on  the  erection  of  a  factory  for  the  Flint 
Varnisli  &  Color  Company,  Perth  Ave- 
nue. Estimated  cost,  $150,000.  Brick 
and  concrete  construction. 

Welland,  Ont. 

The  Hydro  Commissioners  propose  to 
build  an  addition  to  the  transformer  sta- 
tion at  Hellems  Avenue  and  Lincoln 
Street  and  to  purchase  e<|uipmenl,  at  an 
approximate  cost  of  $40,000.  Secretary, 
11.  E.  Zinimermon. 

Westmount,  Que. 

The  Imijerial  'Hieatre  C'innpan\-.  file- 
my  Street.  Montreal,  cuntcmplate  the 
erection  of  a  llieatrc  on  .Sbcrbrooke 
Street.  Architects.  liarott.  Mlackader  <!t 
Webster,  New  iiirks  fUiibliug,  Mcmlrcil. 

CONTRACTS  AWARDED 

Cap  Madeleine,  Que. 

The  contract  Idr  supply  of  reinforcing 
steel  rcfpiired  in  the  construction  of 
paper  mills  for  tht  St.  Lawrence  Tai)er 
Company,  524  Board  of  Trade  P>uilding, 
Montreal,  has  been  let  to  the  Burlington 
Steel  Company,  Homilton,  Ont. 

Guelph,  Ont. 

\\'ork  is  about  to  start  on  the  con- 
struction of  a  foundry  for  the  Guelph 
Stove  ['"oundry.  The  contract  for 
masonry  has  been  awarded  to  W.  E. 
Taylor,  Eramosa  Road,  the  carpentry  to 
Cr.  .\.  Scroggie.  Flora  Road,  and  painting 
In  Dennis  &  Bennett,  Suffolk  Street. 

Hamilton,  Ont. 

The  general  coiTtract,  masonry,  car- 
pentry and  roofing  required  in  the  erec- 
tion of  a  factory  for  the  Stanley  Steel 
Company,  Arthur  Avenue,  have  l)een  let 
to  John  MacBetli,  25  Fife  Steet.  Frame 
and  concrete  construction.  Approxi- 
mate cost,  $5,000. 

Leamington,  Ont. 

Wesley  Link,  Leamington,  has  been 
awarded  a  contract  for  the  erection  of  a 
warehouse  for'  the  Rock  City  Tobacco 
C,)nipany,  244  Dorchester  Street,  Que- 
bec, and  will  start  work  at  once.  Cor- 
rugated iron  construction.  Approximate 
cost,  $5,000.  The  Compan"  have  decided 
not  to  build  the  brick  factory  previously 
reported. 

London,  Ont. 

The  general  contract  for  remodelling 
stores  for  J.  C.  Duffield,  c|o  City  Gas 
Company,  hos  been  let  to  John  Hayman 
&  Sons,  432  Wellington  Street.  Approxi- 
mate cost,  $7,000. 

Marieville,  Que. 

J.  P.  Leduc  has  awarded  the  general 
contract  for  the  erection  of  a  store  to 
Ernest  Dubois.      Estimated  cost,  $5,000. 


Montreal,  Que. 

The  following  contracts  have  been  let 
in  connection  with  the  addition  to  the 
Central  Exciiange  of  the  I'ell  Telephone 
Company: — supply  of  cut  stone.  John 
Quinlan  &  Compony.  4414  St.  Catherine 
.Street,  Westmount;  metal  sash.  Metal 
Shingle  &  Siding  Conii)any.  Ltd..  <.}\'/2 
Delorimier  .\venue;  roofing,  McFarlane- 
Douglass  Company.  Ltd.,  .'Ma  Dorchester 
Street  W.;  sprinkler  system,  Rockwood 
Sprinkler  Companj-  of  Canada,  Ltd.,  143 
St.  Maurice  Street:  i)lumbing.  general 
contractors:  lireproof  floors,  Douglas 
Milligan  Company.  N'ew  Birks  Building. 

In  connection  with  the  emergency  hos- 
pital which  is  being  built  for  the  Mon- 
treal Locomotive  Works,  Ltd.,  Longue 
Pointe,  the  contract  for  mill  work  has 
been  let  to  I.  Allard,  1360  Des  Erables 
Steet,  cut  stone  contract  to  John  Quin- 
lan, 4412  St.  Catherine  Street,  West- 
mount,  and  the  terazzo  flooring  to  Smith 
Marble  &  Construction  Company,  Ltd., 
145  Van  Horne  Street. 

The  contract  for  roofing  retiuired  in 
connection  with  the  Grand  Stand  in 
course  of  erection  for  the  Montreal 
Jockey  Club  has  been  let  to  Douglas 
Milligan  Company.  Xew  Birks  Building. 

Niagara  Falls,  Ont. 

The  general  contract  for  the  erection 
of  a  garage  and  show  room  on  Bridge 
Street  for  M.  H.  Buckley,  20  Ontario 
Avenue,  has  1)een  awarded  to  Ireland  & 
Dinham.  Glenholm  .\\enue,  ond  tiie 
contract  for  tar  rooling  to  the  If.  W. 
Jolins-Mamillc  ('onipan.\',  19  I'ront 
Street,  Toroulo.  Approximate  cost, 
$().000. 

Peterboro,  Ont. 

The  Quaker  Oats  Compaii>',  .14  Hunter 
.Street,  liave  awarded  tlie  general  con- 
tract for  an  addition  to  their  premises  to 

the     Canadion  Esyiuard  Construction, 

Tost  0TTTc"(n3ox''!i  1 9. 'Teterboro".  BrTck 
construction,   .\iiproximate  cost.  $50,000. 

Quebec,  Que. 

1 11  connection  witii  tlie  factory  now 
being  Iniilt  for  J.  1!.  Lalii)crte,  145  St. 
Joseph  Street,  the  contract  for  roofing 
has  been  let  to  N.  I'arbcau,  :!6  Bridge 
.Street,  and  the  lieating,  i)]uml)ing  and 
electrical  work  to  Jobin  &  Paipiet,  78 
.\braham  Flill. 

The  general  contract  for  the  erection 
of  a  theatre  at  St.  Valier  and  CariHon 
Streets  has  been  awarded  to  M.  Cau- 
chon,  309  Richardson  Street,  and  work 
has  been  started.  Brick  and  concrete 
construction.    Approximate  cost,  $15,000. 

Renfrew.  Ont. 

The  Renfrew  Machinery  Company. 
Ltd.,  have  let  th€  general  contract  for 
tlie  erection  of  a  factory  to  the  Renfrew 
Manufacturing  Company.  Brick  and 
frame  construction.  Estimated  cost, 
$8,000. 

Sandwich,  Ont. 

In  connection  with  additions  to  the 
premises  of  the  Canadian  Salt  Company, 
Ltd..  Windsor,  the  roofing  has  been  let 
to  Welch  Brothers,  40  Sandwich  Street, 
Windsor,  and  the  masonry,  carpentry 
and  steel  work  to  the  general  contrac- 
tors.   Electrical  work  by  owners. 

Toronto,  Ont. 

In  connection  with  the  factory  now  in 
course  of  erection  for  William  Neilson 
Ltd.,  277  Gladstone  Avenue,  the  carpen- 
try contract  has  been  let  to  J.  D.  "N'oung 
&  Son,  835  College  Street. 

Charles   Hough,  906  Broadview  Ave- 


nue, has  been  awarded  tlie  general  con- 
tract for  the  erection  of  a  block  of  stores 
and  apartments  for  A.  M.  Hough.  1660 
Queen  .Street  W.  Tenders  are  being  re- 
ceived for  heating,  plumbing,  plastering, 
painting,  roofing  and  electric  wiring. 
.Vpproximate  cost.  $6,000. 

I  he  contract  for  masonry  recpiircd  in 
alterations  and  additions  to  a  building  at 
York  and  Pearl  Streets  for  the  Central 
Press  Agency  has  been  let  to  Smallwood 
Broth  ers,  97  Clinton  Street,  the  carpeiiry 
to  Cox  &  Cumniings,  Canada  Life  Build- 
ing, heating  to  Bennett  &  Wright,  Queen 
Street  E.,  and  roofing  to  Feather  & 
Roddhouse,  11  Foster  Place.  Approxi- 
mate cost  $10,000. 

Waterloo.  Ont. 

The  generol,  masonry,  carpentry,  steel 
work,  roofing  and  plastering  contracts 
for  the  erection  of  an  office  building  for 
the  Waterloo  Mutual  Fire  Insurance 
Company  have  been  awarded  to  Casper 
Brown.  295  King  Street  W.,  Berlin.  Pre- 
viously reported  under  the  head  of  St. 
Cathearines. 

Windsor.  Ont. 

W'ork  has  been  started  on  tlie  erection 
of  stores  and  fiats  on  Church  Street  for 
D.  M.  Kemp,  and  the  contract  for 
masonry  has  Ijeen  let  to  Thompson 
Brothers,  Chatham  Street  W.  Brick  and 
concrete  construction.  Approximate 
cost,  $6,500. 


Residences 

Avon  Head,  Ont. 

Ezra  Laiitz,  Stratford,  Ont.,  is  prepar- 
ing iilans  of  a  residence,  to  cost  about 
$3,300,  Brick  and  concrete  construction. 

Belleville,  Ont. 

Daniel  Doyle  is  considering  tlie  erec- 
tion of  two  residences  on  Charles  Street, 
^t  an  approximate  cost  of  $4,000.  Brick 
construction. 

Coatsworth,  Ont. 

l\ol)ert  McKay,  Jasperson  I'"arm,  has 
coiiimenced  the  erection  of  a  residence, 
estimated  to  cost  $3,500.  Brick  and  con- 
crete construction. 

Cottam.  Ont. 

Richard  Wigle  proposes  to  build  a  re- 
sidence at  an  approximate  cost  of  $3,500, 
and  has  prepared  plans.  Frame  and  white 
brick  construction. 

Hamilton.  Ont. 

Plans  have  been  drawn  for  two  re- 
sidences to  be  built  on  Balmoral  Avenue 
by  C.  G.  Hudson,  10  Edinburgh  Street. 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $4,800. 

Plans  have  been  drawn  for  two  resid- 
ences to  be  built  on  Balmoral  Avenue 
by  D.  G.  Hudson,  10  Edinburgh  Street, 
and  for  another  to  be  erected  on  Rosslyii 
Avenue.  Approximate  total  cost,  $7,800. 
Brick  and  concrete  construction. 

J.  M.  Cummings,  c|o  Balmoral  Hotel, 
proposes  to  build  a  residence  on  Main 
Street,  and  has  drawn  plans.  Brick  and 
stone  construction.  Estimated  cost, 
$4,000. 

Listowel,  Ont. 

A.  W.  Zurbrigg  has  prepared  plans  for 
a  residence  to  be  built  on  Elma  Street  at 
an  approximate  cost  of  $3,200.  Brick 
and  concrete  construction. 

London,  Ont. 

The  Congregation  of  the  Church  of  the 
Redeemer  are  considering  the  erection 
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Tenders  and  For  Sale  Department 


CITY  OF  LONDON,  ONTARIO 

Storm  Sewers  and 
Sewage  Disposal  Works 

Sealed  tenders  addressed  to  tlie  "Cliairman  and 
Memljers  Hoard  of  Control"  will  be  received  at 
the  office  of  tlie  City  Clerk  until  10  A.  M.,  Fri- 
day, May  12th,  1916,  for  the  following  works: — 


Contract  1 — Wharncliffe,    etc  2,300  Lin.  ft. 

Contract  2 — Victoria,  etc  6,000  "  " 

Contract  3 — Waterloo,  etc  4,400  "  " 

Contract  4 — Elizabeth,  etc  3,000  "  " 

Contract  5 — Quebec,    etc  2,400  "  " 


Contract  6 — East   End    Sewage    Disposal  Works. 

Siieeilicalions,  forms  of  tender,  plans,  proliles, 
etc.,  may  lie  seen  at  the  City  Hall,  London,  or  at 
Room  204   Mail   Kldg.,   Toronto,  after   May  1st, 

v.na. 

Each  tender  is  to  be  accompanied  by  a  marked 
cheipie  as  called  for  in  the  Instructions  to  Bid- 
ders. 

'I"he  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

II.  .\.  .STK\  K.\S(JN,  Ksq.,  Mayor. 
II.  ,\.  I'.K.\/,1  liK,  Ksq.,  Cily  Engineer. 
ClllPM.\i\  &  roVVEK,  Consulling  Engineer.s. 
.\pril  -J-llh,  V.nii.  17-18 


WANTED 
THEW  STEAM  SHOVEL 

Will  rent  for  six  or  eight  montiis,  with  option 
of  pmchase.  on*-  'rhe\\'  Steani  .Shovel,  size  No.  O 
preferred.  Shovel  nnist  l>e  in  good  condition. 
Keply   at  once, 

The  Hamilton  &  Toronto  Sewer  Pipe  Co.,  Ltd., 

l.S  IS  Uaniihoii   and  Toroiilo. 


Cap  Madeleine,  Que. 

The  pulp  and  paptT  mills  to  be  built 
here  are  for  tlie  St.  Maurice  Paper  Com- 
pany, 524  Board  of  Trade  Building. 
Montreal.    Previous  report  in  error. 

Guelph,  Ont. 

The  City  Council  have  awarded  the 
contract  for  supply  of  vitrified  sewer 
pipe  during  the  year  to  Gowdy  Brothers. 
Garden  Street. 

Halifax,  N.S. 

The  School  Board,  Sackville  Street, 
will  receive  tenders  until  May  15th  for 
the  erection  of  a  school  on  Young  St. 
Architect,  W.  J.  Busch,  60  Bedford  Row. 
.\pproximate  cost,  $75,000.  Granite,  re- 
inforced concrete  and  pressed  brick  con- 
struction. 

Maisonneuve,  Que. 

The  Deakin  Construction  Company, 
Sonimer  Building,  Montreal,  have  been 
awarded  the  general  contract  for  the 
erection  of  the  Orleans  Theatre  for  the 
Maisonneuve  Amusement  Company,  T^ini- 
ited,  088  Notre  Dame  Street  E.  Terra 
cotta,  steel  and  pressed  brick  construc- 
tion. 

Raoul  (iariepy.  Architect,  35  St.  James 
Street,  will  receive  tenders  until  May 
15th  for  the  erection  of  a  picture  the- 
atre for  the  Theatre  Maisonneuve  Ltd. 
Steel  and  concrete  construction,  seatin.i; 
ca])acity  1,00. 

Montreal,  Que. 

Fire  has  destroyed  a  drying  house 
owned  l)y  j.  Therrien.  I-oss,  about 
$8,000. 

Daniel  Blay,  Clifton  Street,  is  about 
to  start  work  on  foui-  Hats,  estimated 
to  co^t  $7,000.  I^-ick  and  concrete  coii- 
strirclion. 


Concrete  Bridge 


Sealed  teiiilei^  will  be  received  by  the  nnder- 
signed  np  to  Monday.  May  8th.  at  6  p.m.,  oi' 
at  the  lettins;  at  l';iniira  on  Tuesday.  May  9th,  at 
1  |..ni..  for  building  a  :<'i  ft.  concrete  bridge  near 
Wallenstein,  between  tlie  Counties  of  Waterloo 
and   Webington.     For  plans,  etc.,  apply  to 

BOWMAN  &  CONN.OR,  . 
;{1  Oueen  Street  West,  Toronto,  or 
lj<-|S  Berlin,  Ont. 


Tenders  Wanted 


Sealed  lenders  will  be  received  by  W.  K.  Snulh, 
•|o«ii  Chik,  Ingersoll,  up  to  S  p.m..  May  8th, 
for  K  llo.Hini;  and  paving  Thames  Street  Itndge 
uilli  ,nos,,ii-  blocks.  Plans  and  specifications 
wilh    Town  Clerk. 

J.  HOLLAND, 
I.S-J.s  Town  Engineer. 


Notice  to  Contractors 


Pretoria  Ave.  Bridge 


Sealerl  lenders  ad.lrcssrd  lo  the  Chairman  and 
Members  of  Ih.^  r.oanl  .d  (onlrol  »ill  l"' 
ceived  bv  the  Secretary  ol  llic  board  oi  .(  on- 
|,ol  Cily  Hall.  Ollawa,  uii  to  4  p.m.,  Tuesday, 
May  16th.  1916,  eii.h.rsr.l  ■"l.ndcr  for  Super- 
slructuic    (or    I'letoria    .\\eiiiie  I'.iidgc. 

Plans,  specihcatioiis  and  full  luirticulars  may 
he  obtained  on  application  lo  the  City  Engineer  s 
Office  on  a  deposit  of  if'iO,  same  beuig  rettn  liable 
wdien  iilans  are  returned  in  \imn\  condition  to 
Ihe   City    lingineer's  Department. 

Aiiv  lender  rrreivcd  afler  llie  above  slaU.I 
lime  "will   be   c|<(lared  iidormal. 

The  Corpoialion  dots  not  bind  ilsell  lo  accept 
llie    lowest    ov    any  tender. 

F.  C.  .VSKWI'ITL 

.\(ling   City  Engineer. 
Ollaua,   .\i.ril  liSlh.  i:>ir..  18-1.S 


Tenders  for  Cottage 


liulk  tenders  only  for  all  trades  re(|iiired  in 
eonneclion  witli  work  on  the  erection  of  Cot- 
lage  No.  1,  Women's  Industrial  I'arni,  near  Con- 
cord, Onl.,  will  be  received  by  rcgistere'd  post 
only,  addresseil  lo  the  undei  signed,  up  to  noon 
on  Tuesday,  May  9th,  1916. 

Plans  and  specificalions  may  be  seen  and 
forms  of  tender  and  all  information  oblaimd  al 
the  oflice  of  the  City  Arcliit-ect,  City  Hall,  To 
ronto.  Envelopes  containing  tenders  must  be 
plainly  marked  on  the  outside  as  to  contents. 
The  usiial>  conditions  relating  to  tendering  as 
prescribed  by  the  Cily  I'.y-laws  must  be  strictly 
com|)lied  with  or  tenders  may  not  he  entertained. 
Tenderers  shall  submit  with  their  tender  the 
names  of  two  personal  sureties  or  the  bond  (if 
a  Guaranlec  Company  apin oved  by  the  (  ily 
Treasurer.  The  lowest  or  any  Icmler  nol  neces- 
sarily accepted. 

T.        CHllRCM,  Mayor. 
18-18  Chairman  of  Board  of  Control. 


FOR  SALE 

Tw-o  low  piessuie  .'HI  II. P.  steel  boilers  com 
pleic  with  nioutilings,  grates,  etc.  Have  been  in 
use  less  than  lw<>  monlhs.  Good  for  steam  or 
hoi  water  healing  purposes.  Each  will  carry 
.'I.MOll  --cinan'  feel  of  steani  radiation.  Further 
particulars  MacM.  K.  &  D.,  4  Beaver  Hall  Sq., 
Moiilieal.  17-t.f. 


AGENTS  WANTED 

Canadian  sales  agents  wanted  for  IirsI  line  of 
excavating  oiitlils  niatle  in  the  lliiitrd  Stales. 
.\pply  I'.ov  :!!•;>  "Coiilrael  Record  &•  I'.ngincering 
Ucview,"  Toronto,  (_)nt,  17-19 


iMigincer  wants  agencies  for  Montreal  and  <lis- 
liict.  sicle  line  <.)r  spcciallies,  on  commission  basis. 
Engineer.  Contract   Recoid,  I'loard  of  Trade, 

iMontreal.  IS-l.S 


Late  News  Items 

Alberta  Province 

The  .Mberta  Farmers  C'o-opcrative 
■'"levator  Company,  Limited,  Lougheed 
Building,  Calgary,  have  awarded  the  con- 
tract for  the  erection  of  seven  elev.itors 
to  Thomas-  lamieson-M  c  Kenzie,  Limited. 
:!01  Travis  Building,  Calgary,  and  will 
build   seven   others  themselves. 


Saskatoon,  Sask. 

.1.  H.  .\slulown,  5;^'.)  Wellington  Cres- 
cent, Winnipeg,  has  ])urchased  a  site 
on  Second  .\venue  for  ,i  picture  theatre, 
to  cost  about  $50,000.. 

St.  George,  Que. 

Work  is  aboul  to  start  on  the  erec- 
tion of  a  store  for  I.  (iagnon,  estimated 
to  cost  $10,000.  Tenders  will  nol  be 
called.  .'Vrchitects,  Berube  Si  Frere,  St. 
(ieorge.  Que.  Brick  and  frame  con- 
struction. 

Toronto,  Ont. 

R.  D.  Kilgour.  45  Willcocks  Street,  has 
had  plans  drawn  for  a  residence  to  be 
ercct^^d  at  High  Park  Gardens.  Brick 
construction.    Appro.\imate  cost,  $i:i,oo(). 

J.  F.  Alexander,  8  Temple  .Avenue,  has 
commenced  the  erection  of  ;i  duplex  resi- 
dence, estimated  to  cost  $7,000.  Hrick 
construction. 

C.  E.  Tyler,  85  Cumberland  Street,  has 
started  work  on  a  residence  at  Tl  Forest 
Hill  Road,  and  will  let  smaller  trades 
about  the  end  of  the  month.  Brick  con- 
struction.   .Approximate  cost,  $7,500. 

K.  Taylor,  103  Delaware  Avenue,  has 
commenced  the  erection  of  apartments 
at  ;Ji)  Breadalbanc  .Street,  estimated  to 
cost  $15,000.  Brick  and  stone  construc- 
tion. 


May  3,  1916 
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Residences 
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of  a  Rectory.  Pastor,  Rev.  H.  B.  Ashby, 
i)U  William  Street. 

Middleton.  N.  S. 

A.  P.  Dodge  is  considering-  the  erec- 
tion of  a  double  tenement,  at  an  ap- 
proxmiate  cost  of  $:{,()()().  Concrete  block 
construction. 

New  Glasgow,  N.S. 

VV.  H.  George,  Castle  Building,  Queen 
.Street,  Ottawa,  is  preparing  plans  of  a 
residence  for  J.  H.  St.  Claire,  M.P.,  New 
Glasgow,  and  will  call  for  tenders  short- 
ly. Brick  and  stone  construction.  .'\p- 
p'roximatc  cost,  .$11,000. 

Niagara  Falls,  Ont. 

Simon  Larke,  Main  .Street,  Niagara 
Falls,  N.Y.,  is  preparing  plans  of  a  resi- 
dence to  be  built  for  Albert  Walter- 
house,  Morrison  Street.  Approximate 
cost,  $4, .500. 

Northampton,  N.B. 

11.  H.  Smalley  is  building  a  bungahiw 
by  (lay   labor.     Rstimated   cost,  $:!,00, 

Ottawa.  Ont. 

A.  II.  Shaver,  45  I\)well  .\venue,  is 
lireparing  plans  of  a  residence  to  be 
Iniilt  on  I'indlay  Street  at  a  cost  of  about 
.$(),. ")00.  Brick,  stucco  and  stone  con- 
struction. 

T.  J.  Somerville,  38  Waverdley  Street, 
has  had  plans  drawn  for  two  double 
residences  to  be  built  at  an  approximate 
cost  of  .$7,000.  Brick  veneer  and  stone 
construction. 

A.  Levinson,  96  Blackburn  Avenue,  is 
considering  the  erection  of  a  residence 
on  Murray  Street,  to  cost  about  $.5,000. 
Brick  veneer  construction. 

The  erection  of  a  residence  is  being- 
considered  by  A.  E.  Thomas,  155  Sunny- 
side  Avenue.  Estimated  cost,  $4,500. 
Brick  veneer  construction. 

Plans  have  been  prepared  for  two  resi- 
dences to  be  built  for  A.  E.  Shaver,  45 
Powell  Avenue,  at  an  approximate  cost 
of  $,3,500  each.  'Stucco  and  brick  veneer 
construction. 

E.  L.  Parent,  387  Booth  Street,  is  about 
to  commence  alterations  to  a  residence, 
estimated  to  cost  $3,000.  Brick  veneer 
and  concrete  construction. 

Robert  Christie,  152  Bell  Street,  has 
prepared  plans  for  a  residence  to  be  built 
on  Sunnyside  -\venue  at  an  approximate 
cost  of  $4,000.  Double  brick  veneer  con- 
struction. 

.\.  E.  Shaver,  45  Powell  Avenue,  has 
drawn  plans  for  a  residence  to  be  built 
on  Broadway  at  an  approximate  cost  of 
$(),000.  Stucco  and  brick  veneer  con- 
struction. 

Paisley,  Ont. 

J.  A.  McArthur  is  preparing-  plans  of  a 
residence  to  be  built  on  Queen  Street, 
at  an  approximate  cost  of  $3,500.  White 
l>rick  and  concrete  construction. 

Quebec,  Que. 

P.  X'illeneuve.  241  Prince  h'dward  St., 
(•(intemplates  the  erection  of  a  residence, 
and  will  prepare  ])lans.  Estimated  cost, 
$t),(i00.  Brick,  stone  and  concrete  con- 
struction. 

F"elix  DeLisle,  129  Herminc  Street,  has 
commenced  the  erection  of  an  addition 
t()  his  residence.    Estimated  cost,  $3,500. 

Work  has  been  started  by  Wilfrid  Le- 
gare,— 3_d'ArgehsQn . Street,.-  on  llie._er.ec- 


tion  of  a  residence,  estimated  to  cost 
$4,000.  Brick,  frame  and  concrete  con- 
struction. 

Jules  Dorion,  139  Fifth  Street,  has 
commenced  the  erection  of  a  residence 
on  Third  Avenue,  Limoilou,  estimated  to 
cost  $3,000.    Brick  construction. 

K.  Rochette,  Bourlamarque  yVvcnne, 
has  started  work  on  ;i  residence  csli- 
n-iatcd  to  cost  $(),000.  Brick  and  cnncretc 
construction. 

Sarnia,  Ont. 

E.  E.  Corey,  203  Brock  Street  S.,  will 
shortly  start  work  on  four  residences 
on  Campbell  Street.  Fran-ie  and  concrete 
construction.     Estin-iatcd   cost,  $5,000. 

St.  Catharines,  Ont. 

A.  E.  Nicholson,  architect.  Queen  St., 
will  receive  tenders  until  May  8th  for  the 
erection  of  a  residence  for  A.  II.  Wal- 
lace, 97  St.  Paul  Street.  Estimated  cost, 
$10,000. 

St.  Remi  D'Amherst,  Que. 

Paul  Thomas  proposes  to  erect  a  resi 
dence  at  a  cost  of  al)out  $:i,00(). 

Stayner,  Ont. 

Tenders  will  be  received  until  May  8lh 
for  the  erection  of  a  residence  for  T.  A. 
McDonald.  Architect,  John  Wilson,  Col- 
lingwood,  Ont.     Brick  construction. 

Toronto,  Ont. 

Plans  have  been  drawn  for  a  pair  of 
residences  to  l)e  erected  on  Gillard  Ave- 
nue by  J.  R.  GifTord,  190  Pape  Avenue. 
Brick  construction.  Approximate  cost, 
$4,300. 

H.  D.  Lang-,  605  Traders  Bank  Build- 
ing, has  commenced  the  erection  of  a 
l>air  of  residences  on  Keewatin  Avenue, 
estimated  to  cost  $10,000  Brick  con- 
struction.   Various  trades  will  be  let 

C.  Caldwell,  583  Carlaw  Avenue,  is 
building  a  pair  of  residences  on  Kent  St. 
Brick  construction.  Estimated  cost 
$6,000. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  on  Westmount  Street 
by  W.  Colwell,  179  Delaware  Avenue. 
Smaller  trades  will  be  let.  Brick  con- 
struction.    Approximate  cost,  $3,500. 

The  City  Home  Limited,  care  of  G. 
H.  McLaughlin,  48  Hogarth  Avenue,  have 
commenced  the  erection  of  a  pair  of 
residences  estimated  to  cost  $5,000. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

A.  Milne,  G6  Laml)  Avenue,  has  com- 
menced the  erection  of  a  residence,  es- 
timated to  cost  $3,300.  Smaller  trades 
will  be  let.     Brick  construction. 

Work  has  been  started  by  J.  Mel- 
drum,  213  Quebec  Avenue,  on  the  erec- 
tion of  a  residence,  estimated  to  cost 
$3,000.  Smaller  trades  will  be  let.  Brick 
construction. 

F.  San-ilow,  3  Muir  Avenue,  proposes 
to  build  a  pair  of  residences  on  St.  Hel- 
ena Avenue,  and  has  had  plans  drawn. 
Brick  construction.  Approximate  cost, 
$3,600. 

N.  Mills,  :!19  I'almcrston  Boulevard, 
has  commenced  tin-  ercctii->n  of  a  resi- 
dence on  Ward's  Island.  Frame  con- 
struction.    ,\])proxiniate  cost,  $4,000. 

J.    Carlisle,  Pacihc    .\venue,  has 

commenced  the  crtction  of  a  residence 
on  T'^velyn  Crescent,  estimated  to  cost 
$3,300.  .Smaller  trades  will  lie  let.  Brick 
construction. 

N.  Hicks,  ()12  Delaware  Avenue,  is 
Jjuikling ..twi'.^iiairs   of   residences  esti- 


mated to  cost  $12,000,  and  will  let  smaller 
trades.     Brick  construction. 

Plans  haye  been  prepared  for  three 
residences  to  be  built  by  Cox  &  Cum- 
mings,  2118  Queen  Street  E.  Brick  con- 
struction.    Approximate  cost,  $6,600. 

Westmount,  Que. 

J.  .Sawyer,  407  Tiny  .Street,  has  prc- 
jjared  plans  of  a  residence  for  the  Chris- 
tian Brothers,  360  (.'lark  .-Kvenue.  Brick 
and  concrete  construction. 

Windsor,  Ont. 

J.  C.  Pennington,  La  Belle  Building, 
has  plans  in  hand  for  a  block  of  four 
family  flats  to  be  built  on  .Sandwich  .St.. 
at  an  approximate  cost  of  $10,000.  Brick 
veneer  and  concrete  construction. 

S.  C.  Robinson,  Devonshire  Road, 
Walkerville,  is  having  a  bungalow  built 
on  Dougal  Avenue  by  day  labor  under 
supervision  of  R.  Wescott,  55  Oak  Ave- 
nue. F"rame  and  concrete  construction. 
.\pproximate  cost,  $3,500. 

CONTRACTS  AWARDED 

Belmont,  Ont. 

Tlie  general  contract  for  the  erection 
of  a  brick  bungalow  for  A.  \V.  Beattie 
has  been  let  to  Turner  Brothers,  Bel- 
mont,   Approximate  cost,  $5,000. 

Gananoque,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Richard  Johnston  has 
been  let  to  Mitchell  &  Wilson,  Market 
Street.  Brick  ■  construction.  Approxi- 
mate cost,  $3,000. 

Gosfield  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  Jackson,  Conces- 
sion 8,  has  been  awarded  to  Joseph  A  . 
Jackson,  Cottam.  Brick  veneer  con- 
struction.   Approximate  cost,  $3,000. 

Hamilton,  Ont. 

C.  H.  McKay,  Lister  Building,  has  let 
the  general,  masonry,  carpentry  and  roof- 
ing contracts  for  the  erection  of  a  resi- 
dence to  McKay  Brothers,  Lister  Build- 
ing. Brick  and  concrete  construction. 
Approximate  cost,  $3,000. 

Work  has  been  started  on  a  residence 
for  E.  A.  Mark,  8  John  Street  N.  The 
general  contract,  masonry,  carpentry 
steel  work  and  roofing  have  been  award- 
ed to  G.  E.  Mills,  King  Street  E.  Esti- 
mated cost,  $5,000. 

W.  J.  Whitfield,  224  Main  Street  E., 
has  let  the  general  contract,  masonry, 
carpentry  and  roofing  for  alterations  to 
a  residence  to  J.  J.  Giles.  134  Grant 
Avenue.    Approximate  cost,  $3,000. 

E.  A.  Seymour,  65  Fairholt  Road,  is 
Iiuilding  three  residences  on  Cumberland 
Avenue  for  F.  McNiven.  The  contracjt 
for  heating  and  plumbing  has  lieen  let 
to  P.  A.  Moore,  939  King  Street  E.  Ap- 
proximate cost,  $2,000  each. 

The  general  contract,  masonry,  car- 
pentry and  roofing-  for.  the  erection  o'i 
two  residences  for  J.  F.  Bethune,  57  St. 
Clair  Avenue,  have  been  awarded  to 
James  McNaughl,  477  Wilson  Street. 
.\pproximate  _cost,  $3,600. 

Kingston,  Ont. 

The  .general  contract  lor  llu'  erection 
of  a  residence  for  .Sanuiel  Green.  74 
Brock  Street,  has  been  let  lo  Douglas 
&  Mcllguhani,  510  I'.rock  Street.  Brick 
and  stone  construction.  .\p{»ro.ximate 
cost,  $5,000.  ' 

London,  Ont. 

The  general  contract  ,  fur  the  crecliiHi 
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of  a  residence  for  Mrs.  F.  C.  Vrooman, 
21  Askin  Street,  has  been  let  to  S. 
Stinchconibe,  Pipe  Line  Road,  and  work 
has  been  started.  ^Vhite  lirick  and  con- 
crete con.structinn.  .Approximate  cost, 
$3,000. 

Middlemiss,  Ont. 

W.  Saunders,  Dutton,  Ont.,  has  been 
awarded  the  .ijcncral  contract  for  the 
erection  of  a  residence  for  Alexander 
Battin,  Middlemiss,  and  will  shortly  start 
work.  Brick  and  concrete  cmislrnclidn. 
Estimated  cost,  $3,000. 

Montreal,  Que. 

The  contract  for  roofing"  required  in 
the  erection  of  a  residence  for  D.  C.  d. 
Hig-ginson.  3435  Park  Avenue,  has  been 
let  to  Campbell,  Gilday  Company,  793  St. 
Paul  Street,  and  the  electrical  work  to 
Electric  Repair  &  Contracting  Company, 
Limited,  317  Craig  Street  West.  Re- 
mainder of  work  by  general  contractors. 

The  contract  for  roofing  required  in 
the  erection  of  a  residence  for  E.  W. 
Herring,  2  McGill  College  Avenue,  has 
been  awarded  to  Campbell,  Gilday  Com- 
pany, 793  St.  Paul  Street  W..  and  the 
electrical  work  to  the  Electric  Repair  & 
Contracting  Company,  Limited,  317 
Craig  Street  W. 

T.  C.  Perron.  fi69  Querbes  Street,  has 
commenced  the  erection  of  a  residence 
and  garage,  and  has  let  the  contract 
for  foundations  and  masonry  to  F.  X. 
Cusson.  2200  St.  Lawrence  Boulevard, 
the  carpentry  to  J.  B.  Beaumont.  2480 
Waverley  Street,  brick  work  to  S.  Ro- 
chon,  470  Outremont  Avenue,  and  roof- 
ing, heating  and  plumbing  to  J.  E. 
Blanchard  &  Son.  21fi8  St.  Lawrence 
Boulevard. 

Mrs.  C.  M.  Hays,  694  Mountain  St., 
has  awarded  the  general  contract  for 
the  erection  of  a  residence  and  .garage 
to  T.  H.  Huntchison,  64  St.  Antoine  St. 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $5,000. 

Montreal  West,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  A.  Elder,  108  Stra- 
thearn  Avenue,  has  been  let  to  W.  H. 
Payne  &  Company,  62  Westminster 
Avenue  N.    Estimated  cost,  $.5,000. 

Ottawa,  Ont. 

C.  Sutherland.  460  McLeod  Street,  has 
let  the  contract  for  masonry  required 
in  the  erection  of  a  residence  on  Carling 
Street  to  Beattie  &  Davidson,  Renfrew 
Avenue.  Other  contracts  will  be  let 
later.    Approximate  cost,  $7,500. 

\.  Y.  Caldwell,  Kirchofter  Avenue,  has 


commenced  the  erection  of  two  resi- 
dences on  Carleton  Avenue,  and  has 
awarded  the  contract  for  electrical  work 
to  P.  Ackroyd,  416  Bank  Street.  Esti- 
mated cost,  $3,500  each. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  Lucien  Gaboury,  404 
St.  Valier  Street,  has  been  let  to  V.  R. 
La  Montague,  Quebec  Railway  Building. 
Brick  construction.  ;\ppr(ixiniate  cost, 
$4,00. 

The  contract  for  roofing,  heating, 
plumbing  and  electrical  work  required 
in  the  erection  of  a  residence  for  Mde. 
H.  R.  Dussault,  163  Fifth  Street,  has 
l)een  let  to  A.  Lapointe,  74  Sixth  Ave- 
nue, I^imoiloii. 

N.  Jobidon,  110  Fifth  Street,  has  com- 
mencetl  the  erection  of  a  residence  for 
Robert  Jobidon.  Brick  construction. 
.'Approximate  cost,  $8,00.  Tenders  on 
roofing,  plumbing"  and  electrical  work 
are  now  being  received  l)y  tiie  owner. 

St.  Marys,  Ont. 

Frank  11.  Smith  has  awarded  the  gen- 
eral contract  for  the  erection  of  a  resid- 
ence on  James  Street  to  \V.  fleuther,  the 
carpentry  to  Stafford  &  Henderson. 
Queen  Street  W.,  plastering  to  C.  Ham- 
mond, painting  to  F.  Willard,  Water 
Street  X..  and  heating  and  i^lumbing  to 
Cline  &  Wellington  Steet.  Approximate 
cost.  $4,000. 

Toronto,  Ont. 

The  contract  for  mas(jnry  required  in 
the  erection  of  a  residence  for  Mrs. 
().  G.  Palm,  133  Roxboro  Street  E.,  has 
been  awarded  to  Gordon  Brothers,  1  De- 
lisle  Avenue,  and  the  carpentry  to  Mad- 
den Brothers,  552  Adelaide  Street  W. 
Estinfated  cost,  $14,000. 

James  Allan,  30  Castlefield  Avenue, 
has  been  awarded  the  general  contract 
for  the  erection  of  a  residence  for  T. 
A.  Gibson,  423  Walmer  Road,  and  will 
let  smaller  trades.  Estimated  cost, 
$6,500. 

Roberts  Brothers,  241  Dovercourt 
Road,  have  commenced  the  erection  of 
apartments  , estimated  to  cost  $50,000, 
'and  have  let  the  contract  for  excavation 
to  E.  Corner,  698  Manning  Avenue. 
Brick  and  stone  construction. 

Walkerville,  Ont. 

In  connection  with  the  residence  in 
course  of  erection  for  F.  E.  Allum,  De- 
troit, Mich.,  the  carpentry  has  been 
awarded  to  the  general  contractor, 
plumbing  to  R.  Hicks,  159  Wyandotte 
Street   E.,  heating  to  J.   E.   Purser,  30 


Glengarry  Avenue,  and  electrical  work  to 
Gilbert  Campeau,  131  Tuscarora  Street. 

Windsor,  Ont. 

The  contract  for  pluniliing  required  in 
tlie  erection  of  a  flat  for  Mrs.  T.  Hal- 
Ictt.  1  Dougal  Avenue,  has  been  let  to 
l'"lelclier  &  Jones,  Windsor  .\venue,  and 
the  electrical  work  to  \V.  Lefave,  235 
Bruce  Avenue. 


Power  Plants,  Electricity  and 
Telephones 

Brooke  Township,  Ont. 

Tile  Tovvnshii)  Council  intend  to  peti- 
tion for  tiie  installation  of  a  hydro-elec- 
tric system.  Clerk,  W.  I.  Weed,  Invvood. 
Ont. 

Edmonton,  Alta. 

Tlie  Provincial  Legislature  ha\c  rati- 
lied  the  agreement  l)etween  the  Edmon- 
ton Power  t'om]iany,  c|o  G.  W.  Farrell 
&  Com])any,  43  St.  I'ancois  Xavier 
Street.  Montreal,  and  the  City  Council 
•  for  the  supply  of  ]iower  for  31  years.  Tiic 
jiroject  includes  the  construction  of  a 
large  dam,  power  houses  and  electric 
railway.  The  contract  for  dam  and 
power  house  may  he  let  to  Sir  Jolni 
Jackson,  I^^td.,  London.  I'",nglaiid.  An- 
l>roximate  cost,  $6,0()0.()0(). 

Enniskillen  Township,  Ont. 

The  Township  Council  propose  to  se- 
cure estimates  on  the  cost  of  a  light  and 
power  system.  Clerk,  G.  V.  Wyant, 
Petrolia. 

Ingersoll,  Ont. 

The  Town  C  ouncil  are  considering  the 
installation  of  an  ornamental  lighting 
system  on  the  paved  streets.  Clerk,  W. 
R.  Smith. 

Kingston,  Ont. 

The  City  Council  are  having  plans  pre- 
pared for  electric  lighting  at  Barrielield 
Camp.    Clerk,  W.  W.  Sands. 

St.  Francois  de  Beauce,  Que. 

The  Beauceville  Telephone  Company 
propose  to  construct  a  system  at  an  ap- 
l)roximate  cost  of  $10,000.  Secretary,  .\. 
Doyon. 

CONTRACTS  AWARDED 

Amherstburg,  Ont. 

The  Town  Council  have  let  the  con- 
tract for  the  installation  of  a  street 
lighting  system  to  the  Ontario  Hydro 
Commission,  Toronto,  and  work  will  be 
done  under  supervision  of  the  Commis- 
sion's Engineers.  Approximate  cost, 
$5,000. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
cf)mpany  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investig.'ite  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

*'  Mathematically  Precise  " 

.\rc    ri^'*'.  li'K'ilfst    jMactical  coiistnictioii. 

Accural  f.  Satisfactoi  ily  retains  adjust  men  Is 
niuler  haul  service,  Desij^ned  anfl  olTered  l>y 
life  time  ^peeialisls  in  the  manufacture  .of 
Mil  vfviri^   aud   enKiiieei  inj;  instruments. 


HELLER  &  BRIGHTLY, 


Write  for  Catalogue  now 

1120  Spring  Garden  Street 
PHILADELPHIA.  PA.. "Since  1870" 


STEAM 


>ARL1NG  BROTHERS 

LIMITED 
Eniilneers  and  Manufacturers 
MONTREAL,  CANADA 


Branches:  . 

TuroDto  and  WinnltK'li 


Aiients : 

Halifax.  St.  John,  Calgary,  Vano 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 


INGLIS  PRODUCTS  ARE  MADE  IN  CANADA 


Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  IngUs  Company,  Umited 

ENGINEERS  AND  BOILERMAKERS 
-  14  Strachan  Ave.,  Toronto,  Canada 

OHawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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VALVES  and 
HYDRANTS 


for 


WATER- 
WORKS 


and 


POWER 
PLANTS 


AAvJ' 


0-1 


We  manufacture  a 
complete  line  of  sup- 
plies for  Water- 
Works  and  Power 
Plants.  Our  79 
years  of  experience 
is  at  your  service. 

The  large  number 
of  installations 
throughout  Canada 
where  "  McAvity  " 
supplies  are  used  is 
proof  of  their  qual- 
ity and  reliability. 

Write  us  ior 
quotations 


T.  McAVITY  &  SONS 

LIMITED 

St.  John,  N.  B.,  Canada 
Montreal  Winnipeg 


_J  u 

You  Will  Do  Better 
with  an  OSGOOD 


The  OSGOOD  "18"  }(  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  ai  mored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell    bucket    or   do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels— all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal 
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Made  in  Canada 


Good  roads 
at  low  cost' 


Strange  St. ,  Berlin,  Ontario.     Constructed  1915 
3  inch  Tarvia  Penetration  Top 
on  5  inch  concrete  base. 


TARVIA  roads  are  notan  ex- 
periment— they  are  well  and 
favorably  known  in  hundreds  of 
towns  throughout  the  country. 

Taxpayers  in  such  communities 
are  favorable  to  the  use  of  Tarvia 
because  it  relieves  them  from 
the  dust  nuisance  and  gives 
them  clean,  easy-traction,  auto- 
mobile-proof highways. 

The  use  of  this  material  in  road 
construction  is  also  a  real  econ- 
omy, because  the  reduction  in 


maintenance  expense  more  than 
offsets  the  original  cost  of  the 
Tarvia. 

Tarvia  roads  are  an  asset  to  the 
community.  They  invariably 
mean — increased  property  val- 
ues, more  accessible  markets 
and  reduced  transportation  ex- 
penses. 

As  more  and  more  taxpayers  realize  that 
at  practically  no  extra  expense  they  can 
secure  waterproof,  dustless  and  automo- 
bile-proof roads,  more  and  more  towns 
will  build  most  of  their  highways  with 
Tarvia  exclusively. 

Illustrated  booklet  oil  request. 


Special  Service  Department. 


This  Company  lias  a  corps  of  trained  engineers 
and  chemists  wlio  liave  given  years  of  study  to 
modern  road  problems.  The  advice  of  these  men 
may  be  had  for  the  asking  by  anyone  interested. 


If  you  will  write  to  the  nearest  office  regarding 
road  problems  and  conditions  in  your  vicinity  the 
matter    will   have   prompt  attention. 


THEPATERSON   MANUFACTURING    COMPANY.  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE  GARRITTE-PATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  S.  SYDNEY,  N.  S. 


Illlllllllllllllllllllllllll 


lllllllllllllllllll 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"'I'liere's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
650  Pacific  Street  VANCOUVER.  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  WelU  &  Gray) 

President  Phone  Main  102 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Conlractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling -Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


manufacturers  of 


CAST  IRXiN  PI 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 

3  inches  to  60  inches  diameter. 

of  Waterworks  Supplies.  f^j.  ^^ter,  Gas,  Culvert  and  Sewer 

HAMILTON,  ONT. 
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Famous  Heart  Shape  Mixers 

made  in  Canada  l)y  a  Canadian 
iirm  with  Canadian  capital, 
hacked  up  liy  i>nr  slrons*  g-uar- 
antecs  liave  no  eipial  in  the 
iiixint?  of  concrete.  See 
.nir  latest    lmprove<l  Mod.ds. 

Write   for   onr  sin-ci 
and   calalot^  IU-. 


pver  300  used 
in  city  of  Tor- 
onto alone. 

Famous  for 
their  rapid  and 
thorough  niix- 


\Ve  manufacture  Crushers,  Road  1^; 
Machines,  Crushing  Rolls,  .!  )um|i  C 
loi's    Machinery,  etc. 


Tile,  llrick  and  Hlock 
Moists,    Mixers,  Contrac- 


HOISTS 

Equipped  with  Gas, 
Steam  oi-  Electric 
|)0\ver,  mounted  on 
skids  or  trucks.  Be- 
fore purchasing  a 
Hoist  get  in  touch 
with  us.  It  will  pay 
you  as  we  can  save 
you  50  per  cent,  on 
this  class  of  machin- 
ery. Let  us  demon- 
strate    this     to  you. 


WETTLAUFER  BROS.,  LIMITED 

Improved  Concrete  Machinery 
178  W.  Spadina  Ave..  TORONTO 

Halifax:  H.  L.  Mclnnis,  188  Harrington  St. 
Montreal:    Canadian   Fairbanks-Morse   Company,  Limited. 


J.\8.  Dickson,  Pres. 


Geo.  T.  Dickson,  Vice-Pres. 


Dickson  Bridge  Works  Co. 

Campbellford,  Ont. 


Limited 


Bridge  over  Spanish  River  at  Massey,  Ont. 

Steel  Bridges,  Steel  Buildings 
Roof  Trusses 

and  other  Structural  Steel 

Founrlry  and  Machine  Shop  in  connection. 
Estimates  on  application 


Venus 

10^  PENCIL 


We  want  YOU 
to  try  these 
FREE  Venus 


samples 


VENUS  Perfect 
Pencils  have  been 
adopted  as  the 
standard  by  many 
of  the  largest  cor- 
porations in  the 
country. 

Tlie.v  are  made  in 
17  degrees,  ranging 
from  0  IT  hardest  to  6  B  softest. 
Because  they  give  perfect  ser- 
vice for  the  inost  special  of 
sketching  or  drafting  work  you 
will  he  extremely  well,  pleased 
ivilh  them.  Note  the  distinctive 
Venus  water  mark  hnish. 


HB 

To  the 
technical 
man  writing 
on  his  letter- 
head    this  set 
of      nine  short 
samples  and  holder 
will  be  sent  FREE. 


American  Lead  Pencil  Co. 

236  Fifth  Avenue,  NEW  YORK 


Lord  Goschen 

England's  greatest  Finance  Minister  and  First 
Lord  of  the  Admiralty,  laid  down  this  axiom  : 

*'The  Truest  Economy  is  to  buy,  not 
in  the  cheapest  market,  but  in  the 
best." 

That  is  why  the  British  Govt.  Depts.,  Admiralty, 
War  Office,  etc.,  use  and  specify 

FERRODOR 

Rust-Proof,  Elastic  Paint, 

which  has  proved  itself  to  be  by  far  the  be^  pro- 
tection for  all  Iron,  Steel,  or  Wood  Structures,  and 
superior  to  Red  Lead  or  Graphite. 

It  is  made  in  London,  England,  by 

GRIFFITHS  BROS.  &  CO. 

Contractors  to  the  Imperial  and  Overseas  Covts.,  etc. 


STOCKED  BY 


SPIELMANN  AGENCIES  (Regd.) 

Specialists  in  Protective  Paints 
Read  Bldg.,  St  Alexander  St.  MONTREAL 
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Nova  Scotia  Steel  &  Coal  Company^  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydrauHc  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  **Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring  "Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 

For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 


Spruce  Dimension 

in  a.ny  sizes  up  to  i  2-in.  and  in  any  lengths  up  to  30-ft. 

Also  Random  lengths  in  plank  and  timber. 

Spruce  treated  by  the  Kyanizing  process  to  preserve  it 
from  decay  a  specialty. 

Send  for  Illustrated  Booklet  and  Prices 

RERUN  MILLS  COMPANY 

Portland,  Maine 

(Founded  1852) 
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Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 

Bulletin  a6 
explaining 
the  use  ot 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  special 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  Well  Works 

General  Office  and  Works:  — 
AURORA.  ILL. 

Chicago  Office: — 

First  National  Bank  Building. 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Calgary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating i.i  em- 
phasized in  the  "Keith*'  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      ^^^^  catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  i;59-261  Stanley  St..  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  j— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming-  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 

UPP 


PfWi' 


»MBf!TSf@l 

OP  TEMDI 


CCX/ITM  DTD  UV  DTD   for  partitions,  suspended  ceilings 

OEj  V  £aI\    IxlD    n  I  -I\iD  SIDE  WALLS,  ROOFS,  ETC.  GAUGES 

24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.^of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

]\yiANY  Carpenter-contractors  in  the  small- 
er  cities  and  towns  are  making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


IT  PREACHES  FRESH  AIR 


Ormsby  Swartout 
Rotary  Bali- 
Bearing  Ventilator 


pulls  the  bad  air  out  of  a  building  by  the  force  of  a 
partial  vacuum.  It  afifords  constant  air  supply.  When 
fitted  with  the  self-cleaning  pitched  glass-top  it  serves 
also  as  a  serviceable  skylight. 

All  sorts  of  work-rooms  in  factories,  mills  and  found- 
ries are  successfully  ventilated  by  Swartwout.  Send 
for  "The  Gospel  of  Fresh  Air" — real  stories  of  ventila- 
tion experience.    It  tells  why  ventilation  pays. 

A.  B.  ORMSBY  CO.,  LIMITED,  Toronto 

Associated  with — 
The  Metal  Shingle  &  Siding  Co.  Limited 

Preston      Montreal      Winnipeg       Saskatoon  Calgary 


DRAIN  CLEANING  MACHINE 

At  supplied  to  Hii  Majesty'i  Goverptnent 


Rogers  Malacca  Rodii"  are  strong  and  pliable  fitted  with  attachments 
to  ?lean  drains  and  sewers,  boiler  tubes,  chimneys,  conduits,  etc. 


WRITE  ti.s 


Rogers'  Agencies,  84  Victoria  St.,  Toronto 


Standard 
Colonial  Copper  Clad  Wire 

lias  satisfactorily  met  the  requirements  of  large  and 
discriminating  buyers  who  have  purchased  millions 
of  pounds  of  it  annually  for  many  years.  It  stands 
among  copper  clad  wires  as  docs  E.  B.  B.  among 
galvanized  iron  wires,  that  is,  for  extra  best  best  in 
quality. 

For  further  information  write  our  nearest  oflicc 
for  C.  C.  C.  Bulletin  No.  302. 

Standard  Underground  Cable  Co.  of  Canada 
Limited 

General  Offices  and  Works:  Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man. 

Hamilton,  Ont.  Seattle,  Wash. 


Pure, 
Warm 
Air 

in  large  volumes,  uncon- 
taminateH    and    full  A 
health  -  giving    oxygen  ; 
that's  the  kind  supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited      Brockville,  Ont. 


U  A  IT   Q  Relaying 
lX./\lL^O  Switches,  Turntables,  Etc. 

Carried  in  Stock 

Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 
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CRANES 


Type  E  Crane— Ijearn  about  our  Type  E 
Electric  Traveling  Crane 


and 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
U3  about   your   Crane  requirements   for  any  purpose. 

Northern  Crane  Works,  Limited,  Waikerviiie,  Ontario 


Made 
in 

Canada 


CANADIAN  BRASSy^ 


■"^S.  CO  M  PANYuMiTEa 


Waterworks  Brass  Goods 

<|  Our  product  has  several  special  features  worthy  of  Superintend- 
ent investigation.  On  the  other  hand  if  you  have  used  the  "Canad- 
ian" line,  we  are  prepared  to  abide  by  the  results  you  have  obtained. 
<|f  Other  lines  comprise  Gas  Cocks,  Plumbers'  Supplies. 

Canadian  Brass  Co. 

Limited 

Gait       «  Ontario 


I 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable— Immediate  Delivery 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trust  &  Savings  BIdg. 
INDIANAPOLIS,  IND. 
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CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College,  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo*  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 


Why  Not  Solve  Many  of  Your  Problems  by  Using  an 

OXY-ACETYLENE  WELDING  AND  CUTTING  PLANT  ? 

It  helps  you  to  overcome  many  difficulties,  and  has  proved  to  be  a  MONEY-SAVER  and 
a  MONEY-MAKER  in  the  Contracting  Business 


L'Air  Liquide  Society 

Maisonneuve,  MONTREAL 


26  BoUr  St. 
WEST  TORONTO 


325  William  Ave. 
WINNIPEG 


Are  Manufacturers  of 

MADE-IN-CANADA  PLANTS 
as  well  as  GASES 

—Factories  the  World  over— 

The  OXY-ACETYLENE  PEOPLE 

Our  NEW  BOOKLET  will  bring  you 
much  information. 

Write  NOW,  before  you  forget. 
USE  THIS  COUPON,  PLEASE 


L'Air  Liquide  Society,  Maisonaeuve, 

MONTREAL,  P.Q.  ) 

Gentlemen  : -Please  send,  post  paid,  wit liout 
obligating  me,  your  NEW  BOOKLET.  | 

Name   | 

Address   | 

l^rov  Date   I 

Business  


C.Il.  I 


Cutting  Iron  Bridge  at  Toronto. 
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PIATT  IRON  WORKS'  -  DAYTON.  OHIO. 


mm 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 


A  Feed  Water  Heater 
A  Condensation  Purifier 


A  Feed  Water  Purifier 
A  Feed  Water  Softener 


Stilwell  Heaters  are  complete  with  accessories  for  controlling 
the  raw  water  supply  automatically,  for  proper  heating  of  the  water, 
for  filtering  and  purifying  both  steam  and  water. 

Steam  is  purified  oh  entrance  to  heater  by  specially  designed 
oil  separator,  ample  space  is  provided  for  steam  passage  without 
causing  back  pressure.  Steam  travels  through  heater  counter- 
currently  to  flow  of  water. 

Amount  of  raw  water  is  automatically  controlled  by  balanced 
valve  operated  by  non-waterlogging  float. 

tilwell  Heating  Pans  are  self-locking  and  cannot  be  dislodged 
by  steam  pulsations,  yet  readily  removed  through  cleaning  door. 

Double  Filtration  of  the  up  and  down  type  effectively  removes 
mud,  sand,  etc. 

Water-sealed  overflow  for  no  back  pressure  systems,  trapped 
overflow  for  systems  carrying  back  pressure. 

Every  heater  is  tested  in  factory  before  shipping. 


Complete  stock  of  all  sizes  carried.    We  can  make  immediate  shipments 


ATLANTA 

HOSTON 

HALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


Piatt  iDouble  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibility.  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
wllether  i nstalled  wfiere  every  facility  is  at  tiand.  or  in 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  7S0  will  interest  every  engineer. 

Smith-Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  7S0  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  **0'*  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohocs.  N.  Y., 
indicates  the  high  efHciency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith-Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith-Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 

Smith-Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  o-  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PL  ATT  IRON  WORKS 


DAYTON,  OHIO 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 


CLEVELAND 
rOI  UMBIA,  S.  C. 
DALLAS 
DENVER 
DETROIT 
HAVANA  ■ 


rNDIANAPOLIS 

lACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


MEXICO  CITY 
MINNEAPOLIS 
MONTREAL 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


PHILADELPHIA 
PIT  rSBURG 
PORTLAND 
RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN,  OHIO 
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m 

E.GpflBSi, 

Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 


Enquiries  solicited. 

CANADA  WIRE  &  IRON) 
GOODS  CO., 


Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 

We  design  and  execute  complete  piping- 
contracts. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOD  '  ATWOOD 

ENGINEERS    FOUNDERS  MACHINISTS 

Repreiented  by  W.  M.  Campbell,  32  Albany  Kve..  Toronto.  Ont. 


BITUNAMEL 

Unsurpassed  (or  waterpioofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 

Offices  :— 

^-si  Bridgeburg,  Ontario,  130  Janet  Street 

3         Chicago,  Illinois,  2014  Old  Colony  Bldg. 
fl  New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 

Built  for  C.P.R.  Montreal   Chicago,  111.  Greenville,  Pa. 


Goold^  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated** 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturer!  under  Canadian  and  U,  S.  Letters  Patent 

Toronto      -  Canada 


fi6 
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Ever  notice  how  many  DAKE  Swinging 
Engines  are  used  on  big  construction  jobs  ? 

It's  because  the  contractors  demand  that 
flexibiUty  of  operation-^ that  instant  starting, 
stopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 
Steam  Motor.     No  dead 
centers. 

Write  for  our  latest  catalog 
of  contractors'  hoists,  swing- 
ing engines,  motor  crabs,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S  A. 

CANADIAN  AGENTS: 
Montreal :  Mussens.  Ltd.      Toronto :  A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


A:x:-Hre:"  standard  steel 

Always  in  stock    CONSTRUCTION  CO. 

Reinforcing  Bar* 

"Self-Sen  tering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


UMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sand,  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Offica  North  ^g^jg     Bveninsrip  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
facflurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples~Miniatiireor 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data  ' 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  of  Enameled  Brick  exclusively 

1182  Broadway,  New  York. 


Canada  Iron  Foundries,  Limited 


ACT  I  RO  N  PI  P  E 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castings 
of  all  kinds,  MooriniT  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost  "^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


o  ^9 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2 — Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


Melalli 

Building  Materia 


Good  Prof  its  Here- Wake  Up! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  ihe 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back. 
THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO       and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  F*RIGES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5-ban  el  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  .$1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime_g,-ey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house,  white  3Tc,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M.  ;  No.  2.  $18.  Sun-Tex  face  brick,  .$16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.     I-ots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.o.b.  Toronto:— 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Otlrer  duotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1  in.,  $1.25;  ^  in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

^and— for  cement  or.  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21k; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— l  in.  by  4  in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  l  in.  by  10-in.,  $.30;  -l  in.  by  12-in.,  $.30 
to  $32;  2-in.  by  4-in.  to  13  in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  .$31;  H  by  6 
and  lO  in.  pine  shelving,  $33  to  .$.36;  H  ^ 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $.35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5in.  ditto,  $2;  Sin.  pine 
base,  $2.75  to  .$3.25;  4  in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3..35 ;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  .$38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  IS,  18  x  18,  20  x  20, 
$38.50;  12  X  18,  18  x  20,  $39.00;  10  x  IS, 
la  X  20,  14  x  20,  16  x  20,  .$40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  .35  ft. 
$1.00  per  thousand  extra;  .30  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel   and   Iron   Bars    $2.00  to  $3  base,  twisted 
and    deformed,    .$3.2.''.;    st  i  n.  I  in  .i  1  scclinns, 
$3.50;   small   sizes  $3.20. 


Steel  Plates— tank  and  boiler,  .$3..'50  per  100  lbs.  ; 
'A  in.,  5/16  in.  and  Vs  in.,  $3.50  per  100  lbs. ; 
sauge  plates.  No.  ID,  12,  14,  $4.00  per  lOfI 
lbs.  ;  Iilack  .'\nu-i  ican  bcsscnu-r  plates,  2S 
,L;aiiKi-,  .f;;.7,'j  to  .'PLOO  per  100  ll>s. 

Galvanized  iron— 28  gauge  $C..W  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $.34  per  net  ton;  6-in.  to  12- 
in.  $.33;  12  in.  up  $.32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.;  6-in.,  40c  ft.;  8-in. 
55c  ft.;  9-in.,  70c;  ft. ;  12-in.,  $1  ft.:  15  in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  .$2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  Ori.S 
White  lead— ground  in  oil,  $14.25  per  1(10  lbs.- 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  blils.,  OSc.  per  gal.  ;  ]  cd  lead, 
dry,  $14  per  100  lbs.  ;  putty  in  bulk,  .$;!..'")0 
per  lUO  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  .$4.50  per  100  lbs. ;  turpentine,  in  bbls., 
.SOc.  per  Imp.   gal.,  southern  gauge. 

MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton  ;  lump,  $8. 

Bl-ick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  led  rustic  No.  2,  $12; 
buff  (smoolli),  $21;  bulf  (rough),  .$25;  C. 
P.  K.  50c.  extra  except  fur  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
.$10.50;   all   f.o.b.  Montreal. 

Concrete  Brick— grey  .$22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot)— not    reinforced,  8-in. 
26c. ;  9-in.  SOc ;  10-in.  34c ;  12-in.  40c ;  15-in. 
60c;  18-in.  74c.     Reinforced,  IS  in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  .36  in.  $2.40; 
42-in.  $3;  4S-in.  .$4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  3/4-in.,  $1.05;  Jfin., 
.$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  J/^  in.,  25c.  extra;  54  in.  x  H  in. 
X  14  in.  SOc.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  qitality,  .30  in.  dimension  and  over, 
.$4.25;  under  :>0  in.  dimensions,  $4.75.  ]!cams 
and  chaiuiels — Under  35  lbs.  per  yd.,  .$4.00; 
.3!j  lbs.  per  yd.  and  over,  $.3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
.$6.00;  28  gauge,  .$5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gaugue,  .$4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe  (per  foot) — 4  in.,  25c;  6in.,  40c; 
S  in.,  .'■..5c;  9-in.,  70c;  lOin.,  SOc;  12in.,  $1; 
24  in.,  $3.25.     Bends,  each  7.5c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    .Double  collar,  75c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
.$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2/2  ft.,  $2,  $3,  $4.12,  $5.25,  .$0,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.00,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, runnrng  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  nianilla.  17c. 
basis ;  African  hemp,  17c. ;  sisal  rope,  13c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil- 
in  barrels,  98c.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  QS'/zC.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime— Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $.35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
v'4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel— Per  yd.,  delivered,  $1.85. 

Crushed  Granite— 1}4  and  2-in.,  $2.65;  H  i",  and 
1-in.,  $2.90;   V^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in..  $46; 
No.  3  red  pine,  4  in.,  $.38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $2S;  (i 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  G  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  lir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $.32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10.  10  x 
12,  12  x  12,  .$38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $.39 ;  10  x  16,  12  x  10, 
16  -X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  IS,  6  X  20,  8  X  16,  8  X  IS,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — l  in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  554-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10  in.,^$7;  4  in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2.  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round    bars,   $2.35   per   100   lbs.;  sijuaie 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  (icr  100  lbs. 
Cast   Iron   Pipes — Standard   pi  ice,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  70 1 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twitted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY.  N.  S. 
MONTREAL.  QUE. 
TORONTO.  ONT. 
FT.  WILLIAM.  ONT. 


Sales  Offices  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St..  E. 


Mills  and  General 
Offices : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


"THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  G3rpsum  Co.,  Limited 

lONA,  N.  S. 


I 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe— Wholesale  prices  f.'  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  centsj  5  in., 
16  cents;  C  in.,  IS'/i  cents;  S  in.,  30  cefits; 
9  in.,  85  cents;  10  in.,  40  cents;  lU  in.,  50 
cents;  15  in.,' 75  cents;  IS  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton  ;  sand- 
ed, .^7.50,  delivered  on  job.  Plaster  of  Paiis, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11. .50 
per  100  lbs,  ;  boiled  linseed  oil,  in  bbls.,  9.S 
cents  per  gal.  ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-11).  tins,  $3.75;  tur])enline,  in  bbls.,  80 
cents  per  gal.  Mi.xed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  wliite,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl.  ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


ivarehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
N'ancouvei  ;  pressed  red  brick,  $30  f.o.b.  wharf 
N'ancouver;  pressed  buff  brick  .$40  at  ware- 
house; $.'!;!  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; tire  brick,  $.35  in  car  lots,  $40  in  ware- 
iiousc;  lire  clay,  $12  per  ton  in  car  lots. 

SANTD  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.,'!5  per  cii.  yd. 
f.o.b.  bunkers. 

Gravel — $1.75  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b,  mills: 
Timber  (B.  C.  fir) —  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  ,S  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
,$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  fiat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —  (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $.3.00  base;  structural  sec- 
lions,  $4.50  to  $5.00. 

Galvanized  iron— 28  gauge,  .$7,25  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
■$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square 
I'.hick  steel  sliects,  24  gauge,  .$4.85  per  ]U0 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity  and  specifications. 

Steel  channels,  beams  and  plates— $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in..  12!4c.  per  ft.;  6  in.,  21c  ft.;  8-in.,  30c 
ft.;  10  in.,  40c  ft.;  12-in.,  50c  ft.;  15  in  , 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft,; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 
Hard  wall  plaster — $15.00  in  cjir  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots, 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  .$4.50  jier  hhl. 
Finishing  Plaster — $18.00  per  ton,  sacks  exlr;i. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
li'/zc  basis;  sisal  rope,  \2%c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $17.00  per 
100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.12  per  gal.  of  9 

lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


Gauge 

Two  reasons  cause  the  user  of  ordinary  metal  lath  to  use  a  heavy  gauge;  the  need  for 
stiffness,  and  as  a  precaution  against  corrosion.  Herringbone  users  are  freed  from  the 
first  reason  by  the  ribbed  design  of  the  lath.  Co])per-alloy,  the  latest  Herringbone  improve- 
ment, gives  Herringbone  Lath  without  increase  in  weight,  an  increase  of  61  per  cent,  in 
resistance  to  corrosion.  In  other  words,  assuming  a  failure  of  the  protective  coating,  twenty- 
seven  gauge  Herringbone  Copi>er-Alloy  Lath  will  last  longer  than  twenty-three  gauge  ord- 
inary metal  lath.    And,  best  of  all,  the  price  has  not  been  advanced. 

Contractors  who  have  been  using  twenty-three  gauge  ordinary  metal  lath  may  therefore 
substitute  twenty-seven  gauge  Herringbone  Copper-Alloy  Lath,  maintain  the  ciuality  of  their 
work,  and  increase  their  profits. 

Ask  for  the  booklet  "Why  Copper  Alloy?" 

.  Clarence  W.  Noble        -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Companify  Manufacturers 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 

Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4',  7 IS'  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 


"BEATTY" 

Hoisting  Engines^  Dredges^  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

1 —  7  X  12  Double  Cylinder,  Double  Drum  HOIST  with  boiler 

2 —  6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 

2 — 6^  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  j2"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  }4  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from        x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.K.  PLANT  1790  St.  James  Street,  Montreal, Que.        -Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipep.Man. 
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Civil 

1^  • 

Contractors 

Electrical 
Mechanical 

Directory  or 

Lngmeers 

Special 
Interests 

Chipman  &  Power 

Civil  Eng-ineers 

TORONTO  WINNIPEG 

Willis    Chipiimn      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Wilier  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Lotig  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  In  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
Colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices.  - 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

( Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG    —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Uridges, 

Buildings,  &c.,  &c. 
llVi   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt. 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  MoflFat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      -  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


LIMITED  I 
CONTRACTtNG 
ENGINEERS 

MONTREAL 


BUILDING  WORK. 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
QARBAQB  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works  : 

Main  904  906  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


liavc 
tlilis 
1  ui  V  c- 
liusiii 
olhei 

Reg. 


1" 


1 11 


SECURED  OR  OUR 
FEES  RETURNED 

(lonr  to  tlie  Patent  Office,  we 
al  i]iler\'ie\\  s  w  ith  J'^.xaniiners. 
allowance  of  yonr  Patents.  VVe 
to  all  Records  and  solicit  the 
Manufacturers,  Engineers,  and 
1  wlio  realize  the  advisability  of  hav- 
tlicir  Patent  business  transacted  hy 
ts        Senfl   for  oiu'  Booklet,  etc. 

HAROLD  C.  SHIFMAN  &  CO. 
Patent  Attorneys  Ottawa,  Canada 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


STANLEY  LIOHTFOOT 

REG  O  PATENT  SOLICITOR  AND  ATTORNIY 
LUMSDEN   BLDG.(''Jy^^i")  TORONTO. 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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No.  2— The  Making 

BESSEMER 
LOCK 

The  Permanent  Paving 

Every  bit  of  the  surface  material 
is  carefully  stripped  from  Bessemer 
shale  beds  before  the  big  steam 
shovels  start  digging  it  out  for 
Bessemer  Block. 

To  further  make  sure  of  uniform- 
ly good  material,  the  year  'round, 
storage  has  been  provided  for  40,000 
cu.  yds.  of  shale,  and  the  material 
is  given  a  preliminary  crushing, 
grinding  and  mixing". 

That  is  why  the  Bessemer  Block 
you  will  get  next  year  are  as  good 
as  those  you  put  in  ten  years  ago. 

Write  for  the  full  story  ot 
BESSEMER  BLOCK 

Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Members  of  the  Mat'l  Fav.  l?rick  Mfrs'.  Assn. 

PLANTS  AT  BESSEMER,  PA. 
Largest  Paving  Block  Plant  in  the  World 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittslnii  gli,  Pa.  New  York  City  Dallas,  Texas 

a45  Cuny  lildg.  42  Cluircli  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto^  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tom  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  dcpartmenti 
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Buffalo  Slow  Speed 
Exhausters 

Require  Least  Power 

Direct  connected  installations 
require  accurate  estimate  of  fric- 
tion,  definite  speed  and  power 
requirements. 

All  necessary  data  for  design- 
ing exhaust  systems  given  in 
Catalog  No.  256-12  sent  on 
request. 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin       -  Ontario 

Manufacturers :— Forges,  Blowers,  Heating  and  Ventilating 
and  Drying  Apparatus. 

Branch  Offices  in  all  Principal  Cities 


Locating  the  Selling  Points 


If  you  ha\c  s;ilesmcii  on  tlie  yvm\  arc  you 
paying  tliein  to  do  missionary  work,  scout- 
ing after  prospects,  when  they  may  work 
more  economically,  eftectively  and  on  a 
much  larger  scale  by  following  the  definite 
leads  our  reports  suggest? 

Today,  as  never  before,  time  is  reckoned 
in  dollars  and  cents.  If  your  salesmen  can 
save  hours  in  searching"  for  prospects,  you 
save  capital  by  coining  it  into  money. 

The  greatest  savers  of  time,  effort  and 
money  for  the  business  man  of  today  are 
MacLean  Daily  Reports.  They  are  the 
direct  route  from  the  man  who  is  buying  to 
the  man  who  is  selling.  They  enable  your 
salesmen  to  devote  their  time  in  following- 
up  business  after  it  has  been  located,  in 
stead  of  trying  to  locate  it. 

Our  daily  reports  will  tell  you  who  are 
buying,  what  they  are  buying  and  when  they 
are  buying  regarding  any  building  materi- 
al whatsoever  and  thus  aid  yon  materially 
in  the  sale  of  your  products. 

Any  territory,  any  line,  specialized  to 
your  individual  requirements.  Rates  scaled 
according  to  the  natiu'e  of  your  business 
and  the  territory  to  be  covered.  Send  for 
our  latest  booklet  and  learn  how  we  can 
help  you  in  your  business. 

Maclean  Daily  Reports,  Limited 

25  Charlotte  St.,  Toronto,  Can. 
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GOOD  ROADS 

Ancient  and  Modern 

The  building  of  good  roads  has  always  been  the  sign  of  higher  civilization  and  rapid  industrial  progress. 
In  the  days  of  the  Romans,  roads  were  built -so  thorouglily  that  many  of  them~exist  to  this  day — nineteen 
hundred  years  after. 

Thej'  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  spent  in  their  construction 
and  the  work  was  well  done. 

In  the  present  day  slaves  are  not  available;  paid  labor  is  necessary,  and  time  is  more  valuable.  Modern 
mechanical  appliances  have  reduced  the  labor  element  anil  lia\e  greatly  facilitated  good  road  building. 


A  most  convenient  outfit  is  the 

Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 

mounted  on  a  strong  truck  with  broad  wheels.  This  outfit  is  a  money- 
maker where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all  the  ne- 
cessary accessories  and  an  IngersoU-Rand  dust-proof,  self-oiling,  high 
speed  compressor  with  an  efficient  cooling  equipment. 

The  JACKHAMER 

A  "One-Man"  Rock  Drill 

is  a  light  but  very  powerful  machine  for  drilling  holes  of  average  depth  and 
size.      The  rotation  and  lubrication  are  entirely  automatic  in  operation. 

The  valve  is  of  the  non-freezing  Butterfly  Type  and  the  drill  may  be 
operated  with  either  steam  or  air. 


CANADIAN  INGERSOLL-RANO  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDING 

MONTREAL,    -  CANADA 

Vancouver  Nelson  Winnipeg  Timmins  Cobalt  Toronto  Sydney 
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Every  Motorist  Should  Carry 


our 


Dominion 
Autowline" 

If  you  want  your  car  towed  use  the 
only  STEEL  Towing  Line 


Inexpensive 


Weight  6  lbs.  Diameter  i  ft. 

Goes  under  a  cushion. 

Durable 
MONTREAL 
WINNIPEG 
ST.  CATHARINES 


If  you  are  in  need  of  a 

SCRAPER  BUCKET 
EXCAVATOR 

Let  us  quote  you  for  a 


MARION         Immediate  Shipment 


Keystone  Blast  Hole 

DRILLS 


for 


Big  Blast  Holes 

With  or  Without  Traction 


HEAD  OFFICE 


MONTREAL 

Branch:— St.  CathaHues,  Ont. 


Vol.  30 


Toronto,  May  10,  1916 


No.  19 


GLASS  BENDERS 


TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY 


LIMITED 


GLASS  IMPORTERS  AND  MANUFACTURERS 

9M13  DON  ROADWAY,  TORONTO 
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Improved  Steel  Champion  Reversible  Road  Machine 

WRITE  FOR  CATALOGUE 


Manufactured  by 


The  Dominion  Road  Machinery  Co.,  Limited 

A  Full  and  Complete  Line  of  Road,  Street  and  Contractors'  Machinery  and  Supplies 

Goderich,  Ontario 


SPRING  IS  HERE 

and  you  are  likely  considering  the  oveihauling  and  extension  of  your  Waterworks  Systems  and  we 
take  this  opportunity  to  bring  before  your  notice 

THE  "MUELLER" 

EXTENSION  SERVICE  BOXES 

which  have  solved  a  vexatious  problem  for  many  waterworks  engineers  and  municipalities. 

They  are  VANDAL  PROOF  and  DIRT  PROOF.  The  experts  designing  these 
boxes  successfully  combined  the  good  points  of  the  various  boxes  upon  the  market,  and  entirely 
eliminated  all  the  objectionable  features. 

The  Mueller  Service  Box  we  consider  perfect.    We  invite  your  investigation. 

WRITE  US  FOR  CATALOGUE  AND  PRICES 

We  also  manufacture  a  COMPLETE  LINE  of  WATERWORKS  GASWORKS  and 
PLUMBING  BRASS  GOODS  and  into  each  individual  piece  is  worked  the  MUELLER 
policy  of  giving  you  full  value  in  SERVICE  and  in  QUALITY. 

Mueller  Brass  Goods  are  tested  under  200  lbs.  Hydraulic  Pressure 
and  unconditionally  guaranteed 

Made  in  Canada  by  Canadian  Workmen 

H.  MUELLER  MFG.  CO.,  LIMITED 


Arch  and  Minneapolis 
patterns 


D-22000 


D-22002 


SARNIA,  ONTARIO 

Maker*  of  High  Grade  Water,  Plumbing  and  Gas  Brass  Goods  and  Jobbers  of  General  Plumbing  Supplies 
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RUBBER  HOSE 

For  more  than  fifty  years  we've  been  manufacturing 
Rubber  Hose,  and  to-day  our  brands  are  recognized 
as  the  standard  by  which  Rubber  Hose  is  judged. 

W/e  manufacture  Hose  for  every  use^  including: 

STEAM  HOSE      WATER  HOSE 
FIRE  HOSE  OIL  HOSE 

SUCTION  HOSE    DREDGING  HOSE 
GARDEN  HOSE    SAND  BLAST  HOSE 
PNEUMATIC  TOOL  HOSE 

If  you  are  not  getting  the  service  you  want  from 
your  Hose,  let  us  show  you  what  our  brands  will  do. 

WRITE  OUR  NEAREST  BRANCH  OR  DIRECT 
TO  THE  HEAD  OFFICE 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.Q. 
28    Service*^  Brancties  throughout  Canada 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVE-  HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished   in    1915   by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Tust  published  by  McGraw-Hill  Book  Company. 
4ZS  pages,  illustrated.    Price  .fl.CKt. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Publislied  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells.  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  bv  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  2G5  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treati.'se  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  18C  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
2(18  pages.     Price  .f3,00. 
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Architects       Engineers       Public  Authorities 

British  Columbia  Douglas  Fir 

is  UNEXCELLED  for 

Heavy  Construction      Mill  Construction 
Harbour  Works       Warehouses  Factories 

and  all  work  requiring 

Strength       Durability  Dependability 

British  Columbia  Douglas  Fir  is  obtainable  in  the  largest  sizes  required. 
Full  information,  including  Strength  Tests,  will  be  gladly  furnished  free  on  application 

B.  C.  LUMBER  COMMISSIONER 

Phone  M.  1188  Excelsior  Life  Building,  Toronto  and  Adelaide  Sts.,  TORONTO 


Crushing  Plants  for  Road  Building 


The  Crusher  Elevator  Screen  and  Bin  are 
compactly  arranged  and  mounted  on  wheels, 
making  a  very  compact  portable  rig. 

Crusher  is  "All  Steel,"  jaw  plates  being  Man- 
ganese Steel.  All  parts  readily  accessible  for 
examination  or  adjustment. 

We  offer  several  plants  for  prompt  shipment, 
including  the  boiler  and  engine,  which  we  have 
on  hand. 


THE  JENCKES  MACHINE  CO.,  LIMITED 

Works :  SHERBROOKE,  QUE.   -   ST.  CATHARINES,  ONT. 

Sales  Office* :       Montreal       Toronto       Cobalt       So.  Porcupine       Nelson  and  Vancouver,  B.C. 
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Air  Compressors 

Caji.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can,,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

.Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield    Engineering  Co. 


Brick  Machinery  and  Supplies 
Slieldons  Limited 


Bridges  (Steel) 

Canadian    Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
IJesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-IIolmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Com])any 
National  Bridge  Company 
Pittslnirgh  lJesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  .Steel  (,'onstvuction  Co. 


Building  Papers 
Bird  &  Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Manslield  Engineering  Co. 

Car  Wheels 

.Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  (\   Lumber  Commissioner 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.  W.  Jobns-Manville  Co., 
Limited. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Exeter  Manufacturing  Company 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  II. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Wettlaufer  Bros. 

Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal   Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  l^imited 
Kic-wiL  Underground  Pipe 
Covering  Company 

Contractors 

.'\nglins  l.iniilcd 

Gray  ('oiistnictiuii  Co.,  John  V. 

Contractors'  Lights 
[■■..ster,  W.  L. 

Contractors'  Plant  &  Supplies 
Ileal  I  y  &   Sons,  M. 
lioving  Hydraulic  &  Engineering 

( 'onipany 
Can.   I'^airbanks-Morse  Coinpany 
Canadian    lM|iiii)ment  Comjiany 
Dakc   I'.ngint-  (  omiJany 
Dominion  Koad  Machinery  Co. 
Goodwin,    I'arshy   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Comjiany 

Conveyor  Belting 

l)inilo|)  Tire  &  Buliber  ('omi}aiiy 


Conveying  Machinery 

Goodwin,  Barsby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Comi>any 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

I'latt  Iron  Works 

Cranes,  Travelling  and  Locomotive 
Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern    Crane  Works 
Osgood  Company 
Pollard   Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed   Stone,  Limited 
Hagersville   Contracting  Co. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
r)ominion  Road   Machinery  Co. 
E.xeter   Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
Jenckes   Machine  Co. 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Heatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern  C'rane  Works 
CJsgood  Company 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraidic  &  Engineering 
Company 

Dredges 

lieatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 

('ana(lian   Equipment  Company 
Ho|)kins  X'   (  onipany,   F.  H. 
Maniloija  I'.rirlge  Si  Iron  Woiks 
Marsh  an<l  Henthorn 
National  .Steel  Car  Conqiany 
.Sheldons  ],imited 

Drying  Apparatus 

Slinlevant  Co.  of  Can,,  f-td,.  B,  F, 


Elastite 

Carey  Mfg.   Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can,,  Ltd.,  li.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario    Wind    Engine   &  Puin)i 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  li. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    IJrick  S: 
Tile  Company 

Engineering  Instruments 

Heller  &  Brightly 

Excavators 

lieatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
( )sgood  Company  ' 

Exhaust  Heads  | 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited  | 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Insjiec- 

tion  Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering   Instruments  i 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  .Steel  Co. 

Fans 

.Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  1",  F. 

Feed  Water  Heaters 

Plait  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edonaid 

Filter  Presses 

I'latI    fron  Works 

Fire  Brick 

Elk   Fire  Brick  Company 

Fireproof  Doors  and  Windows 

Hope  &  .Sons,  Henry 
Ormsby  Company,  A.  15. 
Pedlar  People  Limited  ^ 
Trtisscd  Concrete  .Steel  Co.  \ 
(Continued  on   Page  8  ' 


May  10,  1916 


THE   CONTRACT  RECORD 


7 


HENRY  HOPE 


The 

Winslow  Window 

Austral  Balance 

The  only  window  providing  per- 
fect ventilation  without  draft. 

r 

Made  of  specially  rolled  steel 
shapes. 

The  improved  design  eliminates 
pulleys,  counterweights,  awnings, 
weatherstrips,  window  boxes  and  in- 
creases light  area  15  to  25%. 

For  further  information  and 
catalogues  write 

&  SONS  OF  CANADA  LIMITED 

TORONTO 


The  right  temperature  in  fadory  or  office  will  raise  the  capacity  of  your  working  force. 

Simswaml'  Electric  Propeller  Fans 

Trade  Mark  * 

will  keep  a  room  cool  and  well-ventilated — they  pay  for  their  original  cost  in  a  short  time. 

Bulletin  208-Z  will  explain. 

B.  F.  Sturtevant  Company  of  Canada,  Limited 

Gait,  Ontario,  Canada 

MONTREAL  TORONTO  VANCOUVER  WINNIPEG 


8 


THE   CONTRACT  RECORD 


May  10,  1910 


CLASSIFIED    INDEX   TO    ADVERTISEMENTS— Continued 


Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Work's 
McGregor  &  Mclntyre 
Flag  Poles 

Ontario   Wind  f^igiiie  &  I'unii) 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

.Smart  Mfg.  Company,  Jag. 

Forges 

Canadian  Blovyer  and  Forge  Co. 
.Slieldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

CJoold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pmnp 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

.Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     \'alve.     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Heatty  &  Sons,  M. 

Canadian   Ingersoll-Kand  Co. 

Ciillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Northern  Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Heatty  &  Sons,  M. 

Hopkins  &  Company,  F.  II. 

Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop-  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr  Engine  Company 

McAvity  &  Sons,  T. 
Insulating  Compounds 

Can.   H.  W.  Johns-Manville  Co., 
Limited 

Spiebnann  Agencies  Regd. 

Standard  Underground  Cable  Co. 
'of  Canada,  Limited 
Industrial  Cars 

Hopkins  i*v  ('rin)paiiy,   V.  il. 

Niilional  Steel  Car  'Co. 
Interior  Finish  and  Doors 

Canadian   Otifice  &  Scluiul  Fur. 
Company. 
Insulating  Bricks 

.Xinistrong  Coi'k  Ctjnipany 
Jib  Cranes  (all  kinds) 

i\(n-thern    Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

.Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Comjiany 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
Li  mited 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

.Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Sleel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Stm  tevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  ('(}mpany 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Municipal  Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  llydianlic  i^t  Engineering 

C'onipany 
Wayne  Oil  Tank  iS;  Pump  Co. 

Ornamental  Iron 

Denius  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Dunlop  Tire  &  Ridiber  Co. 

Paints  and  Varnishes 

Prandram- Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  II. 
.Spielmann  Agencies  Regd. 

Patents 

Shiiiman,  Harold  C. 

Paving  and  Paving  Materials 

Asi)lialt  &■  .Supply  Company 
l!arl)er  ,'\splialt  Paving  Co. 
i'.csscnier  Limestone  Com]iany 
Canadian  D<dar\vay  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
National  Paving  Brick  Manufac- 
turers' Association 
I'atcrson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
lloving  Hydraulic  &  Engineering 

Com])any 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National    Iron  Works 

(Continued  on  page  10' 


WIRE 
MESH 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger   sizes   made   to    your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Ajjents  for  ICastcrn  Quebec  ami  Maritime  Provinces 

G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 


HAMILTON 


LIMITED 

TORONTO       MONTREAL  WINNIPEG 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS-Continued 


Pipe  and  Boiler  Coverings 

Can.  H.  W.  Jolins-Manville  Co., 
Limited. 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Dciiiiinioii  Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  I,eaJ  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 
Pile  Driving  Machinery 
rieattv  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   V-alve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 
Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 
Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 
Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Tona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  IngersoU  Kand  Co. 

Power  Engines 

I'oving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  Jolin 

Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  II. 


Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Comi>any 

Reinforcements,  Concrete  &  Steel 

Jiurlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

l'>ominion  Road  Machinery  Co. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son 

Can.  H.   W.  Johns-Manville  Co., 

Limited. 
Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  iS:  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.   Lumber  Connnissioner 

Shovels  (Electric) 

Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 

Beatty  &  Sons,  M. 
Canadian  E(|uipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Spruce 

B.   C.   Lumber  Commissioner 
Silo  Moulds 

London  Concrete  Machinery  Co. 
Skylights 

Pedlar  People  Limited 
Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 

DesMoines  Bridge  &  Iron  Co. 

MacKinnon,  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Pittsbingh-DesMoines  Steel  Co. 

Pedlar  People  Limited 
(Continued  on  page  14  ' 
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Simplified  Ash  Removal 

THE  G  &  G  Telescopic  Hoist  is  easy  to  install — for  it  conies  to  the  build- 
ing completely  assembled  and  ready  to  erect.    Its  rugged  construction 
prevents  annoying  delays  in  service.    Its  operation  is  so  simple  and 
certain  that  it  may  be  handled  by  the  most  inexperienced  labor.    Moreover — 
it  now  makes  possible  the  removal  of  ashes  by  one  man,  unaided. 


Illustration  shows  how 
one  man  unaided  can 
perform  entire  opera- 
tiorf  of  ash  removal.  It 
also  shows  the  newly 
patented  G  &  G  Side- 
walk Door  Opening  and 
Closing  Device  with 
Spring  Guard  Gate. 

Illllllllll 


"Made  in  Canada" 


Raises  load  at  a  .guaranteed  speed  of  :!0 
feet  per  minute  and  does  it  noiselessly. 
When  not  in  use  hoist  telescopes  and 
no  part  shows  above  street  level.  Op- 
erated from  grade,  insuring  fullest  pro- 
tection for  both  public  and  operator 
against  injury  due  to  open  hatch. 


'Made  in  Canada" 


■ment 


Every  hoist  is  subjected  to  tlu)roug]i 
working  test  before  shipment  and  is  so 
compact  in  construction  that  it  may 
be  shipped  completely  assembled — not 
"knocked  down." 

Easily  installed.  No  pit  is  required — 
heel  of  hoist  rests  on  basement  floor. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooice,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agenti  fo--  Ontario 
WM.    N.    O'NEIL    CO.,  LTD., 
VANCOUVER, 
Acenti  for  Britiih  Columbia 

mil 


B.  ft  S.  H.  THOMPSON  8c  CO., 
LTD.,  MONTREAL 
Agenti  for  Quebec. 
W.  T.  GROSE, 
Agent  for  Manitoba,  Saslcatchewan, 
Alberta,  Winnipeg. 
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IT  IS  MAINTENANCE 

THAT  MAKES  GOOD  ROADS— 

No  matter  liow  good  a  pavement  you  put  down  it  will  go  to  rack  and  ruin  if  it  isn't  kept  up.  Figuring 
from  all  angles,  Concrete  makes  the  most  economical  roadway.  On  top  of  Concrete  spread  DOL.\R- 
W'AY  SURFACING  and  you'll  have  an  ideal  pavement.  A  pavement  that  is  dustless,  noiseless.  A 
guaranteed  pavement  against  climatic  influences  because  it  is  WATER  and  MOISTURE  PROOF. 

DOLARWAY  SURFACING  IS  CONCRETE  PAVEMENT  INSURANCE 

It  is  a  bituminous  preparation — liquid  form — quick  in  its  action — easy  to  apply — one  to  three  cents  per 
square  yard  for  maintenance.  If  DOLARWAY  SURFACING  is  applied  regularly  your  roadway  will 
be  practically  indestructible.    PUT  IT  ON— KEEP  IT  ON. 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  " 


WINDSOR,  ONTARIO 


Macadam  Roads 


1 


iiliiiiiliiifliiBilillfilii^^ 


must  be  built 
of  a 

Tough 
Stone 

that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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To  Secure 
ECONOMY  qnd  DVRABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE 


ONTARIO 


'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON 

Paving  Mixer 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crele  on  a  roadway  at  a  saving  of  I  0  per  cent  over  any  other  type  of  Machine.  Full  particulars  on  request.  Send  for 
Catalogue  No.  lA. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  (dement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 


May  10.  I'Jlfi 
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Builders 


of 


Chimneys 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 
cost  per  contract,  by 
adopting 

Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormous  expense  of 
which  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 


We'll  gladly  tell  you  more 
about  this  wonderful  system. 

Write  today. 


T.N.R,,  Quebec,  198'  high,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


was  chosen  as  the  expansion  joint  in  paving  this 
splendid  Philadelphia  thoroughfare — Chestnut 
Street — with  wood  block. 

No  matter  what  kind  of  street  you  have  to 
lay — wood,  brick  or  concrete,  write  for 
samples  and  prices  of  Elastite — ihe  joint 
that  comes  to  the  job  prepared — does 
away  forever  with  the  troublesome  poured 
joint. 

Address  Elastite  Dept. 

The  Philip  Carey  Company 

TORONTO  MONTREAL 


FOR  SALE 

2  - 10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloade 

W.  FRASER 
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Sound  Deadening 

Can.  H.  \V.  .iohns-Manville  Co., 
Limited. 
Sprinkler  Tanks  (Steel) 

Canadian  Cliicago  I'.ridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 

Darling  Bros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,   Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Traps 

Can.  H.   W.  Jobns-Manville  Co., 
Limited. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 
Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 
Hope  &  Sons,  Henry 
Steel  &'  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 

Goold,  Shapley  &  Muir  Co. 

Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh   &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Roht.  W. 

Tile  Moulds 

London  Concrete  Macliinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   P.illings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  Sc 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Bird  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boying  Hydraulic  &  Engineering 

Cotnpany 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 
Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society  . 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 

.\merican  Well  Works 
()ntario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co, 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

t'anadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
\'ancouver   Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
X'ancouver   Wood   Pipe  &  Tank 

Com]tany. 


Anchor  B-H 
Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


Graphite  Paint  is  generally  acknowledged  to  be  the 
best  protective  coating  for  metal  surfaces  of  all  kinds. 
B-H  Anchor  Graphite  Paint  is  made  from  the  finest 
grade  of  Pure  Graphite,  and  is  invaluable  for  use  under 
conditions  that  would  be  too  severe  for  ordinary 
Graphite  Paint.  It  is  therefore  unexcelled  for  use  on 
bridges,  tanks,  towers  and  structural  iron  work 
generally. 


I 


\N  D  RI 

IM- J-JE 

ND:E:Ri 

ION 

1  1  M  I  T  E  D 

Montreal 

St.  Uohn 

Toronto 

Winnipeg 

I 
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WASHED 


Washing  Plant  at  Frenchman's  Bay. 


SAND 


We  now  carry  full  stocks  of 
WASHED  Sand  and  Gravel  in 
bins  at  our  Princess  St.  Dock. 

Quality  Guaranteed 

Ask  for  our  EUREKA  CONCRETE  SAND 

Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Traders'  Bank  of  Canada,  Toronto 

Structural  steel  painted  with  "Superior 
(iraphite  Paint" 


PROTECTION 

for  ALL  kinds 
of  surfaces 

Guaranteed 

by  using 

"SUPERIOR 
GRAPHITE 
PAINT" 


Penstocks 

Developing  96,00(1  horse  power,  painted  with 
"Superior  Penstock  Paints. 


The  most  economical  paint  that  can  be  used  when  maintenance  cost  is  considered,  for 

BRIDGES  STEEL  CARS  '  ROOFS  (metal  or  canvas)  PENSTOCKS 

BUILDINGS         STRUCTURAL  STEEL      GRAIN  ELEVATORS  PIPING 

GAS  HOLDERS  STACKS  AND  BOILERS  TANKS  TROLLEY  POLES 

Full  information  given  at  all  offices 

DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE.  ONT. 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 


16 


THE   CONTRACT  RECORD 


May  10,  I91f; 


ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company   .  .  .  55 

American  Enameled  Brick  &  Tile  Co.  58 
American  Lead  Pencil  Company  . .  . 

American  WelT  Works  

Anglins  Limited   04 

Armstrong  Cork  Company    I'J 

Art  Stone  Company   04 

Asphalt  &  Supply  Company   54 

Ault  &  Wiborg  Company   5!) 

Barber  &  Asphalt  Paving  Co  

Barber,  Frank    04 

B.  C.  Lumber  Commissioner   5 

Beatty  &  Sons,  Limited,  M   O:^ 

Berlin  Mills  Company   58 

Bessemer  Limestone  Company  ....  5:{ 

Bird  &  Son   02 

Black  Building  Supply  Company  . .  10 

Blair  Company,   B   17 

Boving  Hydraulic  &  Engineering  Co. 

Hrandram-Henderson  Co   14 

Britnell  Company.  Limited    5S 

Burlington  Steel  Company    O.S 

Canada  Cement  Company   OT 

Canada  Crushed  Stone  Corporation 

Canada  Iron  Foundries,  Limited  ...  5S 

Canada  Wire  &  Iron  Goods  Co.  . .  .  51) 

Canadian  Billings  &  Spencer   '.12 

Canadian  Blower  and  Forge  Co.  .  .  .  00 

Canadian  Brass  Mfg.  Co   53 

Canadian  Consolidated  Rubber  Co.  . .  :! 

Canadian  Dolarway  Paving  Co   11 

Canadian  Equipment  Company  ....  50 

Canadian    Ingersoll-Rand  Co  

Canadian  Office  School  Furniture  Co.  04 

Canadian  Pipe  Co.,  Ltd   51 

Carey  (."ompany,  Philip    13' 

Canadian   Chicago   Bridge    &  Iron 

Works   39 

Chipman  &  Power   04 

Conduits  Company,  Limited   51) 

Cook,  A.  D  

Crushed  Stone  Limited    58 

i-)ake  Engine  Company    58 

IJarling  Bros  

Dennis  Wire  &  Iron  Company  ... 

DesMoines  Bridge  &  Iron  Works  .  .  04 

Dickson  Bridge  Works   

IJikeman  Surveyor  Company  

Dcjminion  Bridge  Company    20 

Dominion  Concrete  Company  ...  .  12 
i)oiii)nioii  i'-ngineering  Inspectinii 

Company   04 

Dominion  iron  &  Steel  Company  ..  01 

Dominion   E'aint  Works   15 

i)f)minion  Road  Machinery  Co.   ...  2 


Dominion  Sewer  Pipe  Company  ...  19 

Dominion  Wire  Rope  Co   08 

Dunlop  Tire  &  Rubber  Co  

Elk  Fire  Brick  Company   52 

Exeter  Manufacturing  Company  . .  . 

Ford   Meter  Box  Company    55 

Foster,  W.  L   60 

Eraser,  W   13 

Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foundry 

Company   51 

Gent  Company  

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company   55 

Goofd,  Shapley  &  Muir  Company  . .  59 

Gray  Construction  Co.,  John  \'.  ...  51 

ffaddin  &  Miles   04 

Hagersville  Contracting  Company  ..  11 

Hamilton,  S.  W   64 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   48 

Hope  &  Son,  Henry   7 

Hopkins  &  Company,  F.  H   08 

ilunt  &  Company,  Rcibert  W   04 

Ideal  ('oncrete  Machinery  Co   52 

Inglis  Company.  John   49 

lona  Gypsum  Company    01 

Jcnckes  Machine  Co   5 

Kerr  Engine  Comi;)any.  Limited  ...  4 

L'Air  Liquide  Society  

Lea,  R.  S   64 

t>ightfoot.  Stanley   64 

London  Concrete  Machinery  Co.  ...  13 

Luxfer  Prism  Company  

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  ...  67 

Manitoba  Bridge  Works  Co   30 

Mansfield  Engineering  Co   52 

Maritime  Bridge  Company    55 

Marsh  &  Henthorn.  Limited   51 

McAvity  &  Sons,  F  

McDougall  Caledonian   Iron  Works 

Company   1^* 

Mc(;ill  LIniversity   51 

McGregor  &  McTntyre    05 

Meaford  \ViK'eIl)arrow  Company  ...  00 

Metallic  Roofing  Company    57 

Milb  r  &  Company.  Geo.  M  
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Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  57 
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Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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%  %  » 

A   ^  ^  


Specially 
Made 
Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 


Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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Built  of  Sackville  Freestone 

"Quarried 
in 

Canada " 


hr 

Mil 


Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance 

Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Agent :  A.  P.  Steward,  Builders'  Exchange 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneuri  &  William  Sts.,  Montreal. 
Manufacturers  of  Boileri,  Castings,  Condensers,    Elevators,   Engines,   Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam    Turbines,    Tanks,    Water    Whtels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  Ballons,  eighty  pounds  domestic,  160Ibs.  fire. 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


;True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining's 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  SOOO 


The  Dominion  Sewer  Pipe  Co, 

(The  Indepeudent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  Hght,  the  better  work  and  faster  work, 
liii;  W'indijvvs  must  he  strung'.  Only  sleel  gives  the 
rc(|uire(l  rigidity, 

" FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  c  )ntractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

I'^actory  heating  is  a  simple  prohlem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factories : —St.  Catharines  and  Toronto 


!^EW  Glasgow,N.S. 
and  Sr.  Johns, PQ. 


I  Se 


wer 


Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  .shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St,  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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Our  stock  is  complete  in  every  detail,  and  shipping  facilities  are 
the  very  best.  Your  letters  asking  for  information  and  quota- 
tions will  receive  immediate  attention.   Notice  our  large  range  of 

Concrete  Reinforcing  Bars 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  %  to 
I  ^  inches,  lengths  up  to  6o  feet. 

Medium  Steel  Plain  Round  and  Square,  sizes  from  ^ 
to  I  ^  inches,  lengths  up  to  6o  feet. 

Send  for  Monthly  Stock  List, 

Manitoba  Bridge  &  Iron  Works,  Ltd. 

WINNIPEG,  MAN. 


DOMINION  BRIDGE  COMPANY,  LIMITED 

Head  Office  and  Work*.  Branch  Offices  and  Works, 

Montreal,  P.  Q.  Toronto,  Ottawa  and  Winnipeg 

Engineers,  'Manufacturers  and  Erectors  of  Steel  Structures 

Capacity  135,000  Tons 

Railway  and  Highway  Bridges, 
Swing  and  Bascule  Spans, 

Buildings  of  all  kinds, 
Hemispherical  Bottom  and 
other  Tanks, 
Transmission  Poles  and  Towers, 
Riveted  Pipe,  Caissons, 
Barges, 

Turntables,  Electric  and  Hand 

Power  Cranes, 
Hoisting  Appliances,  Lift  Locks, 
Hydraulic  Regulating 
Gates,  etc.. 
Gear  Cutting  and  General 
Machine  Work. 

LARGE  STOCK  OF  STANDARD  STRUCTURAL  MATERIAL  AT  ALL  WORKS. 
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Should  Engineering  Societies  Pass  On 
Public  Questions? 

A  short  time  ago  a  reinforced-concrete  .structure 
was  being"  built  in  a  certain  city  under  the  supervision 
of  that  city's  engineer.  Rerolled  steel,  employed  as 
tiie  reinforcing  material,  was  objected  to  by  one  of 
tlie  city  aldermen,  who  brought  the  matter  to  the 
notice  of  the  council.  The  city  engineer  was  asked 
to  explain.  The  argument  fast  degenerated  to  the 
see-saw  order,  and  a  deadlock  restilted.  The  papers 
then  took  a  lively  interest  in  the  matter,  and  last  of  all 
that  Colossus  of  astute  intelligence — the  man-in-the- 
street — began  to  furbish  up  some  of  the  minor  parts 
of  his  subconscious  stratum. 

When  a  deadlock  is  established  in  a  controversy. 


one  of  the  contending  parties  is  very  apt  to  undertake 
hasty  action.  Otherwise,  complete  collapse  results. 
In  this  particular  case  the  council,  instead  of  taking 
the  matter  in  hand  and  obtaining-  a  rei)ort  on  tiie  dis- 
pute by  some  competent  person,  collapsed. 

What  ne.xt  happened  was  to  the  writer  incompre- 
hensible. An  engineering"  society,  uninvited,  informed 
the  council  that  it  would  be  pleased  to  go  into  the 
matter,  its  services  to  be  given  free.  The  old  adage, 
"Beware  of  entering  into  a  quarrel,"  etc.,  had  no  ter- 
rors for  the  society.  It  did  not  occur  to  the  members 
that  they  were  exposing  themselves  to  a  rebuff  in  case 
the  council  awakened  to  a  sense  of  its  responsibility 
and  again  took  the  matter  into  its  own  hands. 

This  incident  brings  up  the  cjuestion — Have  our  en- 
gineering societies  the  right  to  assume  the  role  of  ad- 
judicator on  all  subjects  of  an  engineering-  nature? 
The  writer  wishes,  if  possible,  to  ascertain  on  what 
authority  some  individuals  have  assumed  to  pass  upon 
engineering  matters  and  then  branded  their  findings 
with  the  name  of  an  engineering  society.  In  looking 
through  the  constitutions  of  engineering  societies  it  is 
difficult  to  find  any  laws  or  rules  that  clothe  the  mem- 
bers with  judicial  authority.  Neither  has  the  writer 
ever  heard  of  any  unwritten  law  or  custoi-n  bearing  on 
the  subject.  From  this  he  concludes  that  the  mem- 
bers of  our  societies  never  intended  that  their  names 
should  be  used  in  public  investigations  such  as  that 
just  cited. 

No  matter  how  high  sounding  our  societies'  titles 
may  be,  we  should  never  lose  sight  of  the  fact  that 
these  associations  are  composed  of  fallible  men.  Our 
societies  generally  recognize  this  fact,  and  for  this 
reason  they  have  not  included  in  their  plan  of  organiza- 
tion any  provision  for  investigations  of  a  public  nature. 
As  an  illustration  of  the  statement  that  engineering 
societies  are  composed  of  fallible  men,  the  writer  asked 
one  of  the  executive  of  the  society  that  proposed  the 
investigation  referred  to  what  his  views  were  on  the 
subject.  This  gentleman  said,  that  he  did  not  care 
two  straws  whether  any  reinforcing-  was  used  in  the 
structure  or  not !  This  statement  is  analogous  to 
that  of  a  baker  who  infon-ns  you  that  he  can  make 
currant  bread  without  currants.. 

\Yhen  a  society  intrudes  in  such  a  manner,  we 
naturally  ask  ourselves, — What  is  this  being  done  for? 
It  is  said  that  there  is  never  a  good  action  done  but 
that  there  is  a  small  grain  of  bad  in  it.  The  truth  of 
this  saying  can  be  seen  on  a  moment's  reflection.  Did 
the  society  offer  its  services  with  the  intention  of  plac- 
ing its  decision  in  the  category  of  "no  higher  appeal," 
or  was  there  some  extraneous  consideration? 

If  the  intention  was  to  place  the  finding  of  the  so- 
ciety above  the  opinion  of  the  individual,  then  the  so- 
ciety is  curtailing  the  freedom  of  the  profession.  If 
the  intention  was  to  allay  the  public's  fear  concerning 
the  material  under  discussion  and  if  the  finding  was 
given  with  respect  to  this,  then  the  interference  of  the 
society  was  rnost  harmful.  Such  a  decision  would 
have  an  influence  not  measured  by  the  engineering 
a]:)ility  of  the  investigators  at  all,  but  measured  solely 
])y  the  good  or  bad  judgment  of  the  men  composing-  the 
committee.  Nevertheless,  the  committee's  decision,  be- 
ing annoimced  as  an  action  of  the  society,  would  have 
with  the  public  a  weight  that  it  otherwise  would  not 
have.  If  engineering  societies  are  going  to  interfere 
when  and  where  t'.iey  think  proper,  what  will  be  the 
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state  of  mind  of  the  private  practitioner?  He  will 
never  know  when  he  may  be  brought  to  account. 

Engineering-  has  long  passed  the  stage  of  mere  al- 
gebraic formulas.  We  are  no  longer  dealing  only  with 
the  x's  and  the  y's ;  other  elements,  often  very  diffi- 
cult to  estimate,  have  entered  into  the  calculation. 
They  may  take  the  form  of  expediency  or  they  may 
be  cost  figures  or  they  may  come  under  some  other 
head.  These  other  elements  have  under  present  con- 
ditions a  strong  influence  on  our  engineering  calcula- 
tions. They  are  often  the  controlling  considerations. 
In  other  words,  they  are  functions  of  our  engineering 
problem  and  will  often  determine  the  success  or  failure 
of  a  scheme.  Our  engineering  societies,  judging  from 
their  constitutions,  are  not  concerned  with  anything 
outside  engineering  science,  so  the  harmonizing  of 
this  science  with  general  advancement  should  be  left 
with  the  private  practitioner.  For  these  reasons  the 
writer  believes  that  our  societies  should  not  take  upon 
themselves  the  role  of  "courts  of  api)eal." — Mugh  J. 
Duf¥ield,  in  Engineering  News. 


Electricity  and  Construction  Work 

The  utilization  of  electricity  in  sewer  construction 
and  foundation  work  has  reached  an  advanced  stage 
in  Canada  and  the  United  States.  In  addition  to 
pumping  purposes,  electric  motors  are  used  in  con- 
nection with  travelling  cranes,  for  operating  air  com- 
pressors for  use  in  driving,  riveting,  steel  piling,  etc., 


for  electric  shovels,  for  excavating,  on  gantries  used 
in  laying  concrete  pipe,  and  other  numerous  duties. 
Soil  excavated  is  removed  by  trucks  drawn  by  electric 
locomotives,  and  the  necessary  materials,  tools,  etc., 
are  conveyed  to  the  work  by  the  same  means  ;  they 
also  provide  transportation  for  workmen. 

The  reduced  cost  of  hydro-electric  power  in  Can- 
ada and  the  United  States  has  done  much  to  promote 
the  use  of  electricity  for  power  purposes  on  construc- 
tion work.     Besides,  there  can  be  little  dcnibt  that 


from  the  point  of  view  of  convenience  and  ease  of 
handling,  electricity  is  superior  to  the  old-fashioned 
methods  even  at  present  employed  by  some  of  our 
contractors. 

The  accompanying  illustration  is  a  typical  example 
of  the  many  uses  to  which  electricity  is  now  put.  It 
shows  the  adoption  of  an  electric  motor  in  keeping- 
caissons  and  foundation  excavations  free  from  water. 
The  apparatus  consists  of  a  4-in.  centrifugal  pump, 
mounted  on  a  heavy  steel  and  wood  frame,  belt-con- 
nected to  a  10-h.p.  electric  motor.  The  motor  is  bolt- 
ed to  the  top  of  the  frame  about  6  feet  above  the 
pump  to  eliminate  any  danger  from  water  striking  the 
motor  and  destroying  the  insulation,  thereby  injuring 
the  motor.  The  whole  unit  is  suspended  by  heavy 
chains  from  a  crane  or  derrick  or  some  adjustable 
means  of  support  above  the  excavation,  and  can  be 
placed  at  any  desired  depth  or  position  in  the  trench. 
This  makes  it  exceedingly  effective  for  this  kind  of 
work. 


Gommitte    to  Supervise 

Under  a  by-law  which  has  received  its  first  read- 
ing, the  city  of  Westmount  will  appoint  a  committee 
to  supervise  the  construction  of  all  buildings  and  all 
alterations.  The  committee  will  be  composed  of  the 
mayor,  the  general  manager  and  the  engineer  of  the 
city,  all  ex-officio,  four  architects,  and  any  other  per- 
sons that  the  council  may  appoint  from  time  to  time. 
Each  member  of  the  committee  will  act  without  any 
remuneration.  Several  architects  have  already  offered 
their  services.  All  plans  and  specifications  will  have 
to  be  submitted  to  the  committee,  and  a  decision  is  to 
be  made  within  seven  days.  If  an  alteration  is  sug- 
gested by  the  committee,  a  decision  may  be  postponed 
beyond  the  period  of  seven  days,  but  this  postponement 
is  subject  to  the  agreement  of  the  applicant.  An  ap- 
peal to  the  council  may  be  made  from  the  decision  of 
the  committee.  The  by-law  does  not  dispense  with 
the  necessity  of  obtaining  the  usual  permit.  Infringe- 
ment of  the  by-law  renders  any  person  liable  to  a 
fine  of  $40  for  the  first  offence.  Four  members,  two 
of  whom  must  be  architects,  form  a  quorum. 


Pan-American  Road  Congress 

The  proceedings  of  the  Pan-American  Road  Con- 
gress have  just  come  to  hand.  The  congress  was  held 
under  the  joint  auspices  of  the  American  Road  Build- 
ers' Association,  the  American  Highway  Association, 
with  the  co-operation  of  the  I'acific  Highway  Asso- 
ciation, at  Oakland,  Cal.,  September  13,  14,  15,  16 
and  17,  1915. 

The  proceedings,  which  covered  ten  sessions — two 
each  day,  included  all  addresses,  reports,  etc.,  besides 
papers  and  discussions  on  27  subjects  covering  the 
various  factors  involved  in  road  and  street  administra- 
tion, construction  and  maintenance,  delivered  by  men 
prominent;  in  their  special  branches.  The  proceedings, 
which  cover  416  pages  6  in.  x  9  in.,  are  paper  bound 
and  are  on  sale  by  the  executive  committee  of  the 
Pan-American  Road  Conference,  150  Nassau  Street, 
New  York,  for  $2.00. 


The  Standard  Undergrtunul  Cable  Co.  of  Canada, 
Limited,  announce  that  their  Montreal  branch  office  is 
now  located  in  the  McCill  P)uilding  instead  of  the  New 
r.irk.«;  lluilding  as  heretofore. 
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New  Steel- Arch  Bridge  at  St.  John,N.B. 

To  Replace  Old  Suspension  Bridge  Over  Gorge  at  the 

Reversible  Falls— Span  565  Feet— Deck  50  Feet  Wide 

DUE  to  the  increasing  density  and  volume  of  panel  length  is  23  ft.  4  in.  uniformly  (24  panels), 
traffic,  the  old  suspension  bridge  over  the  St.  The  structure  is  of  thoroughly  modern  highway- 
John  River  at  the  Reversible  Falls,  St.  John,  bridge  character  as  regards  detail.  This  means  heavy 
N.  B.,  had  become  inadequate  and  the  pro-  solid  floor  and  large  live-load  capacity.  The  floor  is 
vincial  government  of  New  Brunswick,  to  meet  the  a  6-in.  reinforced-concrete  slab  on  I-beam  stringers, 
increasing  demand,  has  built  a  new  long-span  steel  with  a  surfacing  of  4-in.  creosoted  wood  block.  The 
arch  bridge.  The  new  bridge  is  one  of  unusual  inter-  sidewalks  are  4yi-in.  slabs  surfaced  with  3^-in.  ce- 
est,  ranking,  with  its  565  ft.  span,  among  the  first  ment  mortar.  Two  trolley  tracks  occupy  the  middle 
half  dozen  of  America's  long-span  steel  bridges.  It  of  the  roadway.  The  bridge  also  carries  an  18-in. 
is  a  street  crossing  to  take  the  place  of  the  old  sus-  cast-iron  water  main. 

pension  bridge  which  was  built  in  1852  by  William  K.  -p^e  dead-loads  are  summarized  by  the  following 

Reynolds  on  the  design  of  Edward  Serrell,  on  almost  tabulation  for  the  completed  condition  and  for  erec- 

the  same  location.    The  late  C.  C.  Schneider,  Phila-  tion  conditions  respectively : 
delphia,  recently  a  member  of  the  Quebec  Bridge 

Commission,  was  retained  as  consulting  engineer  on  Dead-Load  of  St.  John  Arch 

the  new  bridge,  and  with  his  associate,  F.  S.  Kunz,  (-jn  lb.  per  lin.  ft.  of  bridge) 

designed  a  steel  spandrel-braced  arch  spanning  the  /^f^er  completion  • 

rock  gorge.    The  width  and  height  of  the  gorge  are  .  r 

such  as  to  make  the  arch  of  unusually  flat  proportions.        Floormg,  rails,  water  pipe,  etc   5,100 

The  span  is  565  feet.    The  ratio  of  rise  to  span  is  1  system  MOO 

to  9.2.    In  due  proportion,  the  crown  depth  is  small.        Trusses  and  bracing,  average  •  5,600 

8  ft.  6  in.,  while  the  depth  at  the  end  post  (set  2^  ft.  lonnn 

forward  of  the  skewback  hinge)  is  60  ft.  3  in.    The  ave^-age  1/1,000 

top  chord  and  roadway  have  an  initial  grade  of  3.215  Maximum  during  erection: 

per  cent.    The  arches  are  set  in  vertical  planes.  Stringers,  floor-beams  and  rails   700 

The  truss  spacing  is  41  ft.,  for  a  50-ft.  deck,  com-        Trusses  and  bracing,  average  •  5,600 

prising  36-ft.  roadway  and  two  7-ft.  sidewalks.  The 

curbs  are  thus  set  a  short  distance  in  from  the  inner        iotal,  average  o,.5UU 

face  of  the  top  chord,  and  the  sidewalk  bracket  out-  The  average  loads  given  were  not  used  in  the  cal- 

side  the  top  chord  is  correspondingly  shortened.    The  culations,  but  the  actual  panel  concentrations  were 


Fig.  1— Erection  of  Steel-arch  Bridge  in  centre,  Suspension  Bridge  to  left  since  Removed. 
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in  each  Panel 

Tie  Plates 
IP/.40'<ih 


Live-Load  Specifications 
For  roadway  stringers,  one  20-ton  road  roller. 
For  trolley  stringers  and  floor-beams,  on  each  track 
8-wheel  40-ton  cars  end  to  end,  plus  25%  impact. 
For  sidewalks,  100  lb.  per  sq.ft. 

For  main  trusses,  3.000  lb  per  lin.ft.  of  bridge.  This  rep- 
resents 60  lb.  per  sq.ft.  over  the  whole  area  between  railings, 
or  else  40-ton  40-ft.  trolley  cars  cmi  each  track  spaced  40  ft. 
In  the  clear  on  both  tracks,  and  36  lb.  per  sq.ft.  on  all  other 
floor  surface.  I 


TYI'ICAL  SECTIONS 


Dead  Load  Panel 

Per  Truss  i 
Loads  &  S-f^resses 
in  lOOO-lb.  Units 


\6B.I 
[179 


66.6  SOS  61     ns  75     7/.I    714   6^.2  799  6S    65.6  m  Durinsr  Erecfion 
153.4  151.6  m.6  me  m}  m    ms  m.7  l^d  BS.?  134    70  /IPf-er  Comp/eHon 
\\     13     15     17     19     21     t5    25     a;     21     iq  17 


cl3-eB75 
d'-  1745 
I  -964 

t    ±  62  ,   „        ,  , 

w  -670  S4Panels  3>  Z3-4  '$60-0  C.it!  C.  of  End  Posis  ■ 

e  -2Z70  ,  rf,  * 

ew  -m.5-    ■~-.—  S65-0  C.-tvC  of  Hinges 


-  A 

-A 


cl^-'DeaMoadSfress,Arch  TTiree-hing'ec/ 
d^-    "      "       "        "  Two-hinged 
ew  Erection  Wind  Stress 


,.Sidewa/lr  Stringer 
Curb  Stringer 


.■RoadtWif  Strinaer  g^t- 
,/  ,:Tn>/ley     -  i'^''- 


i 


OUTLINE  SKETCH  OP  REVERSIBLE  FALLS  ARCH,  WITH  LOADS  AND  TYPICAL  STRBSSES 


P"ig.  2— Bridge  Details  of  Steel-Arch  Bridge  at  St.  John,  N.  B. 
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WEST 


Top  of  Roadm)i    r  a  t 
Grade  Z.W/o  1193.91 


Fig.  3— Erection  Sketch  of  Reversible  Falls  Steel  Arch. 


taken.  A  traveller  load  of  75  tons  was  taken  into 
account  in  computing  erection  stresses. 

The  live-load  was  graded  for  the  design  (jf  the 
different  structural  parts  from  stringers  to  main 
trusses.  The  specifications  for  live-load  are  given  in 
the  bridge  details  shown. 

Method  of  Erection 

The  trusses  were  erected  without  falsework,  by 
the  usual  cantilever  method.  The  arrangement  of  an- 
chorage and  adjusting-  toggles  for  the  erection  and 
closure  is  shown  by  the  sketch,  Fig.  3. 

Closure  was  made  by  inserting  the  top  chord  mem- 


Fig  4— View  showing  the  Cantilever  Railway  Bridge,  New  Steel  Arch 
and  Suspension  Bridge  at  St.  John,  N.  B. 

ber  without  stress,  after  lowering  the  half  trusses  to 
contact  on  a  pin  at  the  centre  bottom-chord  joint.  The 
bridge  is  thus  three-hinged  for  the  erection  dead-load, 
but  is  two-hinged  for  live-load  and  temperature. 

The  main  span  is  flanked  by  two  46-ft.  8-in.  deck 
plate-girder  spans.  The  total  length  of  steel  super- 
structure is  654  ft.  between  back  walls. 

The  contract  for  the  work  was  let  early  in  1913 
by  the  Chief  Commissioner  of  Public  Works,  John 
Morrissy,  to  the  Dominion  Bridge  Company,  Mont- 
real.   A.  R.  Wetmore  Avas  Provincial  Engineer. 

It  is  of  interest  to  note  that  the  cantilever  railway 
bridge  near  the  arch,  which  can  be  seen  in  the  photo- 
graphs, is,  like  the  suspension  bridge,  a  historic  struc- 
ture. It  was  erected  in  1884,  just  after  Mr.  Schneider's 
Niagara  (Michigan  Central)  cantilever,  and  thus  was 
among  the  first  three  or  four  of  modern  cantilevers  in 
America.  The  Dominion  Bridge  Company  built  it. 
Its  main  span  is  477  feet  long,  containing  a  143-ft.  sus- 
pended span.  The  suspension  bridge,  also  shown,  has 
since  been  removed.  We  are  indebted  to  the  Engineer- 
ing News  for  the  above  information. 


Mr.  R.  T.  Stull,  Ceramic  Engineer  of  the  Dunn 
Wire-Cut  Lug  Brick  Company  of  Conneaut,  Ohio,  was 
elected  an  honorary  member  of  the  Paving  Brick  In- 
stitute at  the  recent  meeting  at  Portsmouth,  Ohio. 


Contracts  Secured 

'J"he  London  Concrete  Machinery  Co.,  Limited,  of 
London,  Ont.,  advise  that  they  have  recently  secured 
contracts  to  supply  the  following  machinery : — 

M.  A.  Congdon,  Digby,  N.S.,  with  a  half  yard  batch 
mixer;  George  Hintz,  Bridgeport,  Ont..  with  one 
quarter  yard  mixer;  Wm.  Rosebush,  Frankford,  Ont., 
with  one  1/6  yard  mixer;  Robert  Lattimer,  Strange- 
field,  Ont.,  with  1/4  yard  batch  mixer;  Lewis  &  Midg- 
ley,  Hamilton,  Ont.,  with  one  quarter  yard  mixer; 
Thos.  McCormick,  Carman,  Min.,  with  1/6  yard  mixer; 
H.  V.  Gray  Construction  Co.,  Merriton,  Ont.,  with  a 
3/4  yard  batch  mixer ;  Ontario  Paper  Company,  Thor- 
old,  Ont.,  with  one  half  yard  batch  mixer;  Arthur  De- 
sautels,  Crysler,  Ont.,  with  a  complete  plant  for  mak- 
ing cement  sewer  pipe  and  culvert  tile ;  Wright  &  Com- 
pany, Hull,  Que.,  with  cement  drain  tile  machine,  tile 
cars,  etc.,  to  be  installed  in  their  new  plant;  Henry 
Rel)idoux,  Amherstburg,  Ont.,  with -1/4  yard  batch 
mixer,  also  cement  drain  tile  machine  and  concrete 
I)lock  machine,  to  be  installed  in  his  new  concrete  plant. 


Australian  Steel 

A  notable  industrial  triumph,  marking  a  new  era  in 
I  he  development  of  the  Commonwealth's  resources, 
has  been  achieved  in  the  manufacture  of  steel  of  the 
iiighest  quality  at  the  works  of  the  Broken  Hill  Pro- 
prietary Company  at  Newcastle,  New  South  Wales. 
The  steel  has  been  highly  tested  hy  representatives  of 
tlie  Imperial  Munitions  Department,  with  such  suc- 
cessful results  that  a  first  order  was  given  to  the  Com- 
pany for  500  tons  of  steel  to  be  shipped  during  Febru- 
ary, for  use  in  the  manufacture  of  munitions  in  Great 
r>ritain. — United  Empire. 


Daylight  Saving  Law 

The  City  Council  of  St.  John,  N.  B.,  has  enacted  a 
by-law  putting  the  Daylight  Saving  Law  in  operation 
in  that  city  from  midnight  April  30  until  the  same  hoiu- 
on  September  30.  St.  John  is  thus  the  first  cit)^  in 
Maritime  Canada  to  adopt  Daylight  Saving,  as  it  was 
the  first  to  adopt  the  commission  form  of  civic  govern- 
ment and  the  town  planning  system.  The  provincial 
legislature  will  be  asked  to  pass  an  Act  making  the 
daylight  saving  movement  eft'ective  throughout  the 
province. 


J-M  Asbestos  Roof 

In  our  description  of  the  Robert  Simpson  ware- 
house, which  appeared  in  the  April  26  issue  of  the 
Contract  Record,  it  was  omitted  to  note  that  the  roof- 
ing to  be  applied  on  this  building  is  a  J-M  built-up 
Asbestos  Roofing,  being  installed  by  the  manufacturers, 
the  Canadian  H.  W.  Johns-Manville  Co.,  Limited. 
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Developments  in  Bituminous  Roads 

Construction  Methods  in  Laying  Bitulithic,  Warrenite  and 
Toppka — Specifications — Present  Status  of  Patent  Litigation 

By  Arthur  H.  Blanchard,  M.C.S  C.E.* 


Before  proceeding-  with  the  discussion  of  the  many- 
improvements  in  the  construction  of  bituminous  ma- 
cadam and  bituminous  concrete  pavements  which  have 
been  developed  during-  the  period  from  1914  to  1916, 
it  is  advisable,  in  order  to  avoid  misunderstandings,  to 
quote  the  definitions  of  the  two  types  of  pavements  as 
recommended  by  the  Special  Committee  on  "Materials 
for  Road  Construction"  of  the  American  Society  of 
Civil  Engineers. 

"Bituminous  Macadam  Pavement.  One  having  a 
wearing  course  of  macadam  with  the  interstices  filled 
by  penetration  methods  with  a  bituminous  binder." 

"■Bituminous  Concrete  Pavement.  One  composed 
of  stone,  gravel,  sand,  shell  or  slag,  or  combinations 
thereof,  and  bituminous  materials  incorporated  to- 
gether by  mixing  methods." 

Certain  developments  which  are  common  to  both 
classes  of  bituminous  pavements  will  be  discussed 
prior  to  considering  improvements  which  specifically 
refer  to  each  of  the  several  types. 

Foundations 

There  has  been  a  general  acknowledgment  of  the 
ultimate  economy  of  constructing  adequate  founda- 
tions to  support  the  amount  and  character  of  trafific 
v.'hich  the  several  types  of  bituminous  pavements  are 
able  to  carry.  In  the  case  of  bituminous  macadam 
pavements,  this  development  usually  has  been  char- 
acterized by  the  construction  of  well  compacted  and, 
in  many  cases,  thoroughly  filled  broken  stone  founda- 
tions. In  the  case  of  bituminous  concrete  pavements, 
due  to  numerous  failures  which  have  occurred  where 
this  type  of  pavement  has  been  built  on  old  macadam 
or  poorly  constructed  broken  stone  foundations,  there 
has  been  a  general  tendency  to  advocate  the  use  of 
cement-concrete  foundations  from  io.m  to  six  inches  in 
thickness.  It  has  generally  been  found  that  the  cost 
of  cement-concrete  foundations  does  not  exceed  the 
cost  of  well  compacted  and  filled  broken  stone  of 
equivalent  strength.  Furthermore  the  use  of  cement- 
concrete  foundations  renders  repairs  and  renewals  more 
satisfactory  and  much  easier  of  accomplishment. 

Non-Bituminous  Highway  Materials 

There  has  been  a  general  recognition  since  1914  of 
the  desirability  of  covering  in  specifications  in  more 
detail  and  with  greater  rigidity  the  physical  jMoperties 
of  the  aggregates  to  be  employed  and  the  sizes  of  the 
particles  which  compose  such  aggregates.  For  ex- 
ample, the  1914  Specifications  of  the  American  Society 
of  Municipal  Improvements  covering  bituminous  ma- 
cadam pavements  state,  with  reference  to  the  physical 
pro])crties  of  the  stone,  that  the  rock  cn-ipldved  must 
meet  the  following  requirements: 

"The  broken  stone  shall  be  subjected  to  abrasion 
tests  and  toughness  tests  conducted  by  the  luigineer 
in  accordance  with  methods  adopted  by  the  American 
Society  for  Testing  Materials,  August  \5.  190R.  The 
broken  stone  used  for  the  construction  of  the  first  and 
second  courses  shall  show  a  French  c(jefficient  of  wear 
of  not  less  than  7.0  and  its  toughness  shall  be  not 
less  than  6/).  The  broken  stone  used  for  the  construc- 

♦  Before  the  Canadian  and  International  f'.ood  Roads  Convrress,  Mont- 
real. 


tion  of  the  third  course  and  for  the  first  and  second 
applications  of  No.  1  broken  stone  shall  show  a  French 
coefficient  of  wear  of  not  less  than  11.0  and  its  tough- 
ness shall  not  be  less  than  13.0." 

The  necessity  for  more  carefully  drawn  specifica- 
tions covering  the  sizes  of  the  particles  of  which  a 
given  product  of  a  stone  crushing  and  screening  plant 
is  composed  is  illustrated  by  the  following  mechanical 
analyses  of  two  products  obtained  from  the  same  plant, 
both  of  which  products  passed  over  a  section  of  a  rot- 
ary screen  having  circular  holes  of  1J4  inches  and 
through  a  section  of  a  rotary  screen  having  circular 
holes  2>4  inches  in  diameter. 

Sample  "A"    Sample  "B" 


Per  cent.       Per  cent. 

Passing    14  inch  screen    0.3  0.1 

Passing    J4  inch  screen    0.1  0.1 

Passing    Yz  inch  screen    0.1  .  1.1 

Passing    %  inch  screen    2.2  12.6 

Passing  1      inch  screen    8.0  37.5 

Passing  1%  inch  screen   20.1  40.9 

Passing  l^/^  inch  screen   27.1  7.7 

Passing  3      inch  screen   32.9  0.0 


100.0  100.0 


It  is  hence  obvious  that  for  many  forms  of  bitumin- 
ous construction,  in  order  to  secure  successful  results, 
greater  care  must  be  used  in  the  writing  of  specifica- 
tions for  products  of  broken  stone.  As  an  illustra- 
tion of  an  improvement  in  specifications  covering  this 
detail,  there  is  cited  those  adopted  at  the  1915  Conven- 
tion of  the  American  Society  of  Municipal  Improve- 
ments covering  broken  stone  to  be  used  for  the  ag- 
gregate of  one  type  of  bituminous  concrete  pavement. 

"Broken  stone  for  the  mineral  aggregate  of  the 
wearing  course  shall  consist  of  one  product  of  a  stone 
crushing  and  screening  plant.  It  shall  conform  to  the 
following-  mechanical  analysis,  using  laboratory 
screens  having  circular  openings :  All  of  the  broken 
stone  shall  pass  a  one  and  one-quarter  (1/4)  inch 
screen;  not  more  than  ten  (10)  per  cent,  nor  less  than 
one  (1)  per  cent,  shall  be  retained  upon  a  one  (1)  incii 
screen;  not  more  than  ten  (10)  per  cent,  nor  less  than 
three  (3)  per  cent,  shall  pass  a  one-quarter  (/4)  inch 
screen." 

It  is  noted  that  in  this  form  of  specification  an  at- 
tempt is  made  to  cover  in  the  mechanical  analysis  oPily 
the  limits  of  the  smallest  and  largest  particles.  No 
attempt  is  made  to  secure  a  carefully  graded  aggregate 
but  simi)ly  a  product  suitable  for  the  type  of  pa^'enlCIlt 
in  question  and  lu-iiforn-i  ii-i  character.  For  exani])lc, 
the  following  mechai-iical  analyses  show  three  products 
used  in  the  successful  construction  of  three  dift'erent 
bitmninous  concrete  pavcmei-its  of  the  type  mentioned. 

Sample    Sample  Sami)lc 


"A 

"P." 

"C" 

Per  Cent. 

1  'assii-ig 

inch 

.screen 

.  .  .  .  1.3 

2.7 

1.0 

Passing 

Va 

inch 

screen 

.  .  .  .  4.3 

.") .  (■) 

2 . 

I'assing 

incli 

screen 

....  34.7 

4r).() 

30 . 8 

i  'assing 

Va 

inch 

screen 

.  .  .  .  40.6 

3.'-).  I 

34.3 

Passing 

1 

inch 

screen 

.  .  .  .       1  7  .  15 

10.1 

23 . 4 

1  'assing 

i!4 

inch 

scrceri 

.  .  .  .  3.0 

1  ..'S 

8.1 

100,0 

100.0 

100.0 

There 

has 

rec 

ently 

been  coi-isiderable 

discussion 

aining 

lo 

the 

adxis; 

ibility  of 

the  adoi'lioii  of  so- 
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called  "alternate  type"  specifications  in  preference  to 
the  so-called  "blanket"  specifications  for  bituminous 
materials,  iiy  alternate  type  specifications  is  meant  a 
series  of  specifications,  each  of  which  covers  the  physi- 
cal and  chemical  properties  of  the  most  desirable  grade 
of  a  oiven  type  of  bituminous  cement  for  the  purposes 
for  which  it  is  to  be  used.  On  the  other  hand  a  blanket 
specification  covers  in  one  set  of  requirements,  pertain- 
ing to  physical  and  chemical  properties,  all  the  types 
of  bituminous  cement  which  are  to  be  used  in  connec- 
tion with  the  construction  of  a  given  kind  of  pavement. 
l'"or  example,  in  the  case  of  specifications  for  asphalt 
cement  for  bituminous  concrete  pavements,  it  would 
be  desirable  under  alternate  type  specifications  to  have 
not  less  than  five  sets  of  physical  and  chemical  re- 
(|uirements,  the  limits  for  each  requirement  being  as 
narrow  as  the  several  processes  of  manufacture  would 
permit,  while  on  the  other  hand  a  blanket  specification 
would  cover  with  a  wider  range  of  limits  the  same 
chemical  and  physical  properties  for  the  five  types 
mentioned.  As  an  illustration  will  be  cited  the  limits 
in  the  case  of  Specifications  "A"  to  "E"  inclusive  under 
the  alternate  type  specification  method  for  specific 
gravity,  and  the  penetration  at  25  degrees  C.  (77  de- 
grees F.) 

Alternate  Type  Specifications 

A  B  C  D  E 

.Sp.  dr.  ..0.97  1.00  1.00  1.03  1.03  1.04  1.025  1.05  1.04  1.00 
Pent   75      90      90    100      70      90        85      95    140  100 

In  the  case  of  a  blanket  specification  to  cover  the 
same  grades  of  the  several  types,  the  limits  for  specific 
gravity  would  have  to  be  0.97  to  1.06  and  the  limits 
for  penetration  would  be  70  to  160.  The  penetration 
test,  for  example,  can  only  be  of  maximum  value  when 
applied  to  the  grade  of  a  specific  type  of  bituminous 
cement  which  is  most  suitable  for  the  type  of  pavement 
in  question.  In  the  case  of  the  bituminous  concrete 
pavement  of  the  type  mentioned,  the  proper  penetra- 
tion limits  for  a  California  asphalt  lie  between  70  and 
*X)  while  for  a  fluxed  Bermudez  asphalt  to  be  used  in 
exactly  the  same  type  of  pavement  and  under  the  same 
conditions,  the  penetration  limits  should  be  between 
140  and  160.  It  is  evident  that  to  attempt  to  cover 
the  penetration  limits  for  both  materials  in  one  speci- 
fication is  impracticable.  In  the  first  place  such  limits 
as  70  to  160  are  so  wide  as  to  insure  but  little  uniform- 
ity in  dififerent  lots  of  the  same  material  and  in  the 
second  place  an  entirely  unsuitable  material  of  one 
class  could  be  supplied  under  the  maximum  or  mini- 
mum test  limits  of  the  other  class. 

The  proper  use  of  alternate  type  specifications  al- 
lows the  contractor  to  bid  to  supply  so  many  tons  of 
bitumen  which  will  comply  with  any  one  of  the  sets  of 
requirements.  It  will  be  noted,  therefore,  that  the 
contractor  is  in  exactly  the  same  position  as  in  the  case 
when  he  bids  to  supply  any  asphalt  cement  which  will 
comply  with  the  requirements  of  a  blanket  specifica- 
tion. 

Guarantees 

There  has  been  a  general  tendency  to  abandon  the 
use  of  guarantees  on  bituminous  pavements  as  it  is  be- 
lieved that,  with  proper  specifications  and  efificient 
supervision  and  inspection,  guarantees  are  not  neces- 
sary and  that  the  requirement  of  a  guarantee  material- 
ly increases  the  prices  bid  on  a  given  pavement.  The 
subject  of  guarantees  is  too  broad  to  discuss  in  this 
paper. 

Bituminous  Macadam  Pavements 

In  addition  to  the  improvements  noted  above,  the 
most  notable  recent  development  in  the  construction 
ol  bituminous  macadam  pavements  has  been  in  con- 


nection with  the  compaction  of  the  road  metal  and  the 
distribution  of  the  bituminous  materials. 

As  a  result  of  the  numerous  failures  of  bituminous 
macadam  pavements  which  have  occurred  due  to  the 
improper  rolling  of  wearing  courses  of  road  metal  prior 
to  the  application  of  bituminous  material,  there  has 
been  a  general  recognition  of  the  necessity  for  more 
thorough  compaction  of  the  road  metal.  This  principle 
has  been  recognized  by  the  Special  Committee  on 
"Materials  for  Road  Construction"  of  the  American 
Society  of  Civil  Engineers  in  its  1915  Report,  the  con- 
clusion referred  to  reading  as  follows  : 

"An  important  factor  for  successful  results  is  the 
proper  compaction  by  rolling  of  the  road  metal  before 
the  spreading  of  the  bituminous  material." 

The  above  Committee  emphasizes  another  improve- 
ment which  is  aimed  at  the  use,  in  some  cases,  of  an 
excess  amount  of  bituminous  cement  in  this  type  of 
pavement.     This  conclusion  is  as  follows : 

"Present  indications  are  to  the  efifect  that  the  use 
of  bituminous  materials  in  quantities  of  more  than  2^^ 
gallons  per  square  yard  where  the  upper  course  of  the 
macadam  is  to  be  3  inches  in  thickness  after  compac- 
tion is  inadvisable  under  the  penetration  method." 

There  has  been  a  general  recognition  of  the  advis- 
ability of  using  properly  designed  distributors  in  con- 
nection with  the  application  of  bituminous  materials  in 
order  to  secure  uniform  distribution  economically. 
Some  specifications  cover  the  requirements  which  a 
distributor  must  meet.  For  example,  the  1914  Speci- 
fications of  the  American  Society  of  Municipal  Im- 
provements contain  the  following  paragraph  pertain- 
ing- to  the  pressure  distributor. 

"The  pressure  distributor  employed  shall  be  so  de- 
signed and  operated  as  to  distribute  the  bituminous 
materials  specified  uniformly  under  a  pressure  of  not 
less  than  twenty  (20)  pounds  nor  more  than  seventy- 
five  (75)  pounds  per  square  inch  in  the  amount  and  be- 
tween the  limits  of  temperature  specified.  It  shall  be 
supplied  with  an  accurate  stationary  thermometer  in 
the  tank  containing  the  bituminous  material  and  with 
an  accurate  pressure  gauge  so  located  as  to  be  easily 
observed  by  the  Engineer  while  walking  beside  the  dis- 
tributor. It  shall  be  so  operated  that,  at  the  termina- 
tion of  each  run,  the  bituminous  material  will  be  at 
once  shut  of?.  It  shall  be  so  designed  that  the  normal 
width  of  application  shall  be  not  less  than  six  (6)  feet 
and  so  that  it  will  be  possible  on  either  side  of  the 
machine  to  apply  widths  of  not  more  than  two  (2) 
feet.  The  distributor  shall  be  provided  with  wheels 
having  tires  each  of  which  shall  not  be  less  than 
eighteen  (18)  inches  in  width,  the  allowed  maximum 
l^ressure  per  square  inch  of  tire  being  dependent  upon 
the  following  relationship  between  the  aforesaid  pres- 
sure and  the  diameter  of  the  wheel :  For  a  two  (2) 
foot  diameter  wheel,  two  hundred  and  fifty  (250) 
pounds  shall  be  the  maximum  pressure  per  linear  inch 
of  width  of  tire  per  wheel,  an  additional  pressure  of 
twenty  (20)  pounds  per  inch  being-  allowed  for  each 
additional  three  (3)  inches  in  diameter." 

This  specification  provides  for  a  distributor  by  which 
it  is  practicable,  under  competent  supervision,  to  secure 
uniform  application  of  the  bituminous  material  and 
allows  the  use  of  a  pressure  distributor  without  danger 
of  rutting  of  the  wearing-  course  of  Ijroken  stone  by 
narrow  tires  carrying  excessive  weights. 

Bituminous  Concrete  Pavements 

The  improvements  in  the  construction  of  bitumin- 
ous concrete  pavements  to  which  attention  should  be 
called  will  be  considered  under  the  following  classifica- 
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tion  of  the  three  types  into  which  bituminous  concrete 
pavements  generally  may  be  divided.  These  types 
are  designated  as  follows  : 

(a)  A  bituminous  concrete  pavement  having  a  min- 
eral aggregate  composed  of  one  product  of  a  crushing 
and  screening  plant. 

(b)  A  bituminous  concrete  pavement  having  a  min- 
eral aggl-egate  composed  of  a  certain  number  of  parts 
by  weight'of  volume  of  one  product  of  a  crushing  and 
screening  plant  and  a  certain  number  of  parts  by 
weight  or  volume  of  fine  mineral  matter  such  as  sand 
or  stone  screenings. 

(c)  A  bituminous  concrete  pavement  having  a  pre- 
determined mechanically  graded  aggregate  of  broken 
stone  or  gravel,  either  alone  or  combined  with  fine 
mineral  matter,  such  as  sand  or  l)roken  stone  screen- 
ings. 

Patents 

Unfortunately  the  present  status  of  patent  litigation 
has  to  be  considered  in  connection  with  the  discussion 
of  the  several  types  of  bituminous  concrete  pavements. 
The  majority  of  engineers  and  highway  officials  are  in- 
terested in  the  types  of  bituminous  concrete  pavements 
which  may  be  constructed  without  danger  of  litigation 
rather  than  in  a  prolonged  discussion  of  the  probabili- 
ties of  successfully  defending  suits  for  infringement. 
There  is  ample  evidence  at  hand  that  bituminous  con- 
crete pavements  of  type  (a)  may  be  constructed  with- 
out danger  of  litigation  proceedings  provided  that  the 
mineral  aggregate  is  of  the  general  character  hereto- 
fore mentioned  in  this  paper  under  the  section  "Gen- 
eral, Non-Bituminous  Highway  Materials." 

The  history  of  litigation  cases  indicates  that  the 
construction  of  bituminous  concrete  pavements  of  type 
(b)  on  a  large  scale  will  in  all  proljabilky  lead  to  Hti- 
gation.  The  same  remarks  apply  to  the  construction 
of  bituminous  concrete  pavements  of  type  (c)  except  in 
the  case  of  the  so-called  Topeka  bituminous  concrete 
pavement  with  an  aggregate  of  the  type  specified  either 
in  the  1910  Topeka  decree,  or  of  the  grading  which  was 
adopted  at  the  1915  Convention  of  the  American  So- 
ciety of  Municipal  Improvements. 

Materials 

Type  (a).  Practice  has  demonstrated  that  broken 
stone,  because  of  the  satisfactory  mechanical  bond  se- 
cured, makes  the  most  suitable  aggregate  for  this  class 
of  bituminous  concrete  although  pavements  con- 
structed with  gravel  have  proved  satisfactory  for  light 
traffic  where  great  care  has  been  taken  in  the  selection 
of  the  gravel  and  in  the  construction  of  the  pavement. 
The  development  of  the  character  of  materials  used  in 
current  practice  has  been  covered  in  this  paper  under 
the  title  "General."  Much  more  care  has  been  taken  in 
recent  years  with  reference  to  the  quantity  of  bitum- 
inous cement  to  be  used  in  the  mix.  There  has  been  a 
general  recognition  that  the  amount  used  depends  upon 
Uie  kind  of  road  metal  and  the  bituminous  material,  the 
character  of  the  aggregate  and  the  climatic  conditions. 
For  the  product  of  broken  stone  heretofore  mentioned, 
it  has  been  found  that  Ijituminous  concrete  mixtures 
should  contain  l)ctween  S  and  S  ])er  cent,  by  weight  of 
liitumen. 

^  Mixing 

Many  imijrovements  arc  noted  in  the  methods  em- 
])loyed  in  the  mixing  of  bituminous  concretes.  '1  here 
has  been  a  general  evolution  from  hand  mixing  meth- 
ods to  the  utilization  of  mechanical  mixers  especially 
designed  for  the  manufacture  of  this  tyi)e  of  Ijitumin- 
ous concrete. 


There  has  been  considerable  discussion  pertaining 
to  the  proper  type  and  weight  of  roller  to  be  used  for 
the  compaction  of  the  wearing  course.  Experience 
demonstrates  that  in  order  to  secure  an  even  surface 
and  adequate  compaction  by  thorough  interlocking  of 
the  particles  of  broken  stone,  a  tandem  roller  weighing 
between  10  and  12  tons  should  be  used. 

Seal  Coat 

Many  methods  have  been  developed  for  the  applica- 
tion of  the  seal  coat  of  bituminous  material.  It  has 
been  found  that  seal  coats  of  from  Yi  to  1  gallon  per 
square  yard  of  bituminous  cement  are  distributed  most 
uniformly  by  the  use  of  hand-drawn  gravity  distribu- 
tors followed  by  a  squeegee. 

Experience  in  many  localities  has  demonstrated  that 
bituminous  concrete  of  this  type  should  not  be  mixed 
or  laid  when  the  air  temperature  in  the  shade  is  below 
50  degrees  F.  as  otherwise  it  is  difficult,  under  average 
conditions,  to  secure  an  even  and  well  compacted  wear- 
ing course. 

Type  (b).  Specifications  for  this  type  of  pavement 
have,  during  recent  years,  generally  stipulated  that  so 
many  parts  of  broken  stone  and  so  many  parts  of  sand 
or  other  fine  material  are  to  be  mixed  with  a  certain 
amount  of  bituminous  cement.  By  the  use  of  this 
specification,  unless  employed  under  unusual  supervi- 
sion, it  has  been  found  to  be  impracticable  to  secure  a 
well  graded  aggregate.  In  many  cases  the  mixture 
has  contained  an  excess  of  broken  stone  with  insuffi- 
cient fine  material  to  fill  the  voids  therein,  while  in 
other  cases  it  has  contained  an  excess  of  sand  in  which 
the  broken  stone  exists  as  isolated  particles.  It  is  the 
conclusion  of  many  engineers,  because  of  the  conditions 
descril^ed,  that  when  bituminous  concrete  pavements 
are  to  be  employed  either  type  (a)  or  type  (c)  should 
be  selected. 

Type  (c).  During  recent  years,  the  ])ituminoUs  con- 
crete pavements  of  this  type  which  have  been  most  ex- 
tensively employed  are  known  as  IHtulithic,  VVarrenite, 
and  Topeka. 

Bitulithic  and  Warrenite.  Differentiation. 

The  general  use  of  Bitulithic  and  Warrenite  bitu- 
minous concrete  pavements  throughout  America  has 
brought  up  for  discussion  the  matter  of  the  fundamen- 
tal dilTerences  between  these  two  types  of  patented 
pavements.  It  is  believed  that  it  will  be  of  interest 
and  value  to  the  engineering  profession  to  submit  the 
following  statement,  prepared  by  Mr.  George  C.  War- 
ren, President  of  the  Warren  Brothers  Company,  for 
the  information  of  the  engineers  enrolled  in  the  Gradu- 
ate Course  in  Highway  Engineering  at  Columbia  Uni- 
versity. 

"Bitulithic  and  Warrenite  mixtures  are  both  made 
under  the  provisions  of  the  Warren  patents,  which  the 
courts  have  held  'cover  the  product  no  matter  how  pro- 
duced.' r.itulithic  is  designed  to  meet  the  conditions 
generally  prevailing  on  city  streets,  and  Warrenite  is 
to  meet  sucli  conditions  as  may  arise  on  country  roads 
so  as  to  meet  the  ])hysical  and  economic  conditions  and 
])u])lic  demands  as  to  cost. 

"Generally  speaking,  Bitulithic  is  mixed  by  a  plant 
which  is  too  cuml)ersome  to  meet  country  road  condi- 
tions, which  provides  for  com])ining  the  materials  pro- 
])ortioned  by  separation  of  sizes  of  the  aggregate,  after 
heating,  and  then  recombining  ])y  weight. 

"Warrenite  is,  generally  speaking,  mixed  by  a  plant 
so  i)ortable  that  it  may  be  set  up  either  alongside  the 
raih-oad;  along  the  side  of  the  road  l)eing  conslructed, 
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or  in  the  quarry  or  gravel  bank  from  which  the  bulk 
of  the  ag-oregate  is  being  procured  as  may  be  most 
economical  in  any  particular  case.  This  plant  is  con- 
structed on  the  principle  of  proportioning-  the  several 
separated  sizes  by  careful  measurement  by  bulk  before 
heating  and  retaining  the  batch  so  measured  as  a  sep- 
arate entity  through  the  process  of  heating  and  de- 
livery into  the  mixer  in  which  the  bituminous  cement 
is  added. 

"Generally  speaking,  crushed  stone  predominates  in 
the  fine  aggregate  of  Bitulithic,  while  sand  predomin- 
ates in  the  fine  aggregate  of  Warrenite ;  also,  fine 
crushed  stone  and  sand  respectively  are  correspond- 
ingly used  for  the  seal  coat  aggregate. 

"In  the  selection  of  quality  of  material  (whether 
gravel  or  crushed  stone)  for  the  coarse  aggregate  a 
greater  latitude  is  permitted  in  the  case  of  Warrenite  to 
practically  meet  the  conditions  of  less  opportunity  for 
selecticius  wliich  are  liable  to  prevail  in  localities  con- 
siderable distance  from  railroad  centres.  This  latitude 
is  allowed,  because  while  the  traffic  conditions  on 
country  road  thoroughfares  are  in  point  of  weight  and 
concentration  of  traffic  rajndly  becoming  fully  as 
severe  as  on  most  city  streets,  there  is  tlie  important 
difi''erence  that  on  country  roads  generally  the  traffic  is 
more  exclusixely  the  motor  vehicle  rubber  tire  type 
and  consequently  less  exaction  in  physical  properties  of 
the  quality  of  the  stone  forming  the  basis  of  the  ag- 
gregate is  necessary.  Also,  unfortunately,  many  city 
streets  are  abused  by  constant  excessive  sprinkling  or 
daily  scoured  by  pressure  flushing  machines,  a  practice 
which  is  n:ore  or  less  injurious  to  any  road  surface, 
wiiile  country  roads  are  seldom,  if  ever,  wet  except  by 
rainfall ;  therefore,  in  cases  where  the  very  best  cpiality 
of  stone  is  unavailal)le,  it  would  be  sale  to  use  stone  of 


slightly  Icjwer  quality  in  Warrenite  on  a  country  road 
although  the  same  (piality  stone  might  not  be  safe  for 
use  in  llitulithic  on  a  city  street.'" 

Topeka 

In  many  specifications  the  mineral  aggregate  for 
the  Topeka  pavement  specified  has  been  that  contained 
in  the  decree  of  1910,  namely, 

"liitumen,  from  7  per  cent,  to  11  per  cent. 
Mineral  aggregate,  pas.sing  200-mesli  .screen,  from  5  per  cent. 

to  11  per  cent. 

Mineral  aggregate,  passing  4()-nu\sh  screen,  from  18  per  cent, 
to  HO  per  cent. 

Mineral  aggregate,  passing  10-mesh  screen,  from  2.3  per  cent, 
to  55  per  cent. 

Mineral  aggregate,  passing  4-mesli  screen,  from  8  per  cent,  to 
23  per  cent. 

Mineral  aggregate,  passing  2-mesli  screen,  less  than  10  per 
cent. 

Many  unsatisfactory  pavements  have  resulted  by 
the  unintelligent  use  of  this  grading.  It  has  been 
found  necessary,  in  order  to  seciu-e  successful  results, 
to  s])ecifically  define  the  character  of  the  sand  or  other 
line  material  which  shall  be  emi)loyed  iii  order  to  secure 
a  satisfactory  grading.  Many  specifications  now 
cover  the  sand  grading  with  almost  the  same  care  as 
in  the  case  of  sand  grading  requirements  for  sheet 
asphalt  ])avements.  in  order  to  encourage  the  use  of 
a  more  satisfactory  grading  for  this  type  of  pavement, 
the  .\merican  Society  of  Municipal  lm]Hd\  ements  in 
l'U5  recommended  the  adoption  of  the  following  grad- 
ing : 

F'assing  20()-mesli  screen  7-10  per  cent. 

Passing  8()-mesh  screen,  but  retained  on  a  200,  10-20  per  cent. 
Passing  40-mesh  screen,  hut  retained  on  an  80,  10-25  per  cent. 
Passing  20-mesh  screen,  but  retained  on  a  40,  10-25  per  cent. 
Passing  8-mesh  screen,  but  retained  on  a  20,  10-20  per  cent. 
Passing  4-mesh  screen,  but  retained  on  an  8,  15-20  per  cent. 
Passing     2-mesh  screen,  but  retained  on  a     4,    5-10  per  cent. 


Fourth  Annual  Repor 
Commission 

The  fourth  annual  report  of  the  Manitoba  Public 
Utilities  Commission  for  the  year  ending  •  November 
30,  1915,  has  just  been  published.  The  report  termin- 
ates the  period  of  office  of  the  present  commissioner, 
Mr.  H.  A.  Robson. 

The  appointment  of  Mr.  George  Guy  as  electrical 
engineer  of  the  Commission  is  announced,  which,  it 
is  expected,  will  greatly  facilitate  the  work  of  the 
Commission,  as  Mr.  Guy's  professional  ability  and 
practical  experience  will  be  invaluable  in  settling  the 
many  technical  matters  which  are  constantly  arising. 
The  Commission  have  removed  their  offices  from 
Somerset  Building  to  more  capacious  accommodation 
in  201  Tribune  Building. 

Professor  Albert  F.  Ganz,  appointed  by  the  Com- 
mission to  discover  and  apply  a  remedy  to  prevent 
injury  to  water  pipes  by  stray  electric  currents  from 
electrical  railway  return  circuits,  presented  his  report, 
and  upon  it  the  Commission  issued  an  order  against 
the  Winnipeg  Electric  Railway  Company  to  install 
and  establish  a  proper  system  of  bonding  and  cross- 
bonding  of  the  rails  in  order  to  provide  a  continuous 
conductor  and  'prevent  stray  currents.  The  Winnipeg 
Electric  Railway  Company  have  resisted  this  order, 
and  have  entered  an  appeal  in  the  Court  of  Appeals 
for  Manitoba  against  it. 

The  enlargement  of  the  Commission  by  the  ap- 


;  of  the  Public  Utilities 
of  Manitoba 

l)ointment  of  an  electrical  engineer  will  open  a  field 
of  assistance  to  municipalities  about  to  enter  into  pub- 
lic utility  undertakings.  The  Commission  will  thus 
Ije  enabled  to  investigate  and  advise  on  municipal  con- 
tracts in  the  public  interest,  and  thereby  assist  in 
securing  proper  construction  and  operation  methods 
such  as  will  ensure  efficient  service.  Municipalities  and 
public  utility  companies  will  be  fi^ee  to  ask  the  Com- 
mission for  advice  as  to  the  feasibility  of  any  proposed 
public  service,  and  the  Commission  may  investigate 
and  recommend  what  service  will  be  in  the  best  inter- 
ests of  the  municipality.  This  will  undoubtedly  prove 
a  valuable  aid  to  municipal  and  privately  owned  utili- 
ties throughout  the  province  and  be  the  means  of 
bringing  all  concerned  into  closer  relationship. 

Utilizing  Domestic  Coal 

In  the  report  presented  at  the  last  session  of  the 
Legislature  on  the  possible  hydro-electric  develop- 
ment in  the  province,  reference  was  made  to  lignite 
coal  and  its  possible  adaptability  for  power  purposes. 
The  government  gave  practical  demonstration  of  its 
interest  in  the  investigations  and  experiments  made 
by  the  Commission  through  its  gas  engineer,  Hugh 
McNair,  upon  the  uses  of  native  coals  for  power  pro- 
duction throughout  the  province.  The  installation  of 
a  model  gas  producer  plant,  which  the  government  has 
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authorized  to  be  purchased  in  England,  will  demon- 
strate the  possibilities  of  using  the  lignite  coals  of 
this  province  and  Saskatchewan  economically  for 
power  and  heating  purposes.  If  the  experiment  should 
prove  the  practicability  of  this,  a  great  step  forward 
will  have  been  accomplished  in  supplying  a  readily 
adaptable  form  of  power,  and  at  the  same  time  con- 
verting into  an  asset  part  of  the  large  bodies  of  lignite 
coal  and  peat  lying  dormant  here.  The  plant  will  be 
installed  at  Souris,  where  experiments  already  have 
been  conducted  by  the  Commission's  gas  engineer. 

Telephone  Report 

The  financial  statement  of  the  Telephone  Commis- 
sion of  Manitoba  for  the  year  ending  November  30, 
1915,  appears  in  this  report.    The  service  given  to 
subscribers  has  on  the  whole  been  satisfactory. 
Depreciation  Account 

The  Public  Utilities  Act  of  Manitoba  provides  that 


the  Commission  shall  have  power  after  hearing  upon 
notice,  to  require  every  public  utility  to  carry,  when- 
ever in  the  judgment  of  the  Commissioner  it  may  be 
reasonably  required,  a  proper  and  adequate  deprecia- 
tion account  for  the  protection  of  stock  holders,  bond 
holders  or  creditors.  Soon  after  the  Act  came  into 
efifect  the  depreciation  reserve  fund  of  the  Manitoba 
Government  telephone  system  was  established,  accord- 
ing to  the  rates  of  depreciation  fixed.  As  the  fund  is 
made  up  of  percentages  of  assets  which  may  not  wear 
out  or  require  replacement,  it  accumulates.  As  there 
appeared  no  likelihood  for  its  immediate  need,  it  was 
considered  advisable  to  invest  a  portion  in  bonds  of 
the  province. 

The  general  report  states  briefly  the  number  and 
nature  of  enquiries  and  investigations  held  by  the 
Commission  during  the  year,  and  recounts  briefly  all 
the  matters  of  varied  character  which  came  before 
the  Commission's  attention. 


Program  for  Montrei 

Clean-up 

Montreal  has  had  a  clean  up  campaign  since  1912, 
when  the  Mayor  made  an  official  proclamation  of  a 
clean  up  day  at  the  instigation  of  the  City  Improvement 
League  backed  up  by  a  petition  signed  by  132  public 
bodies  and  institutions.  In  that  year  and  the  follow- 
ing year  operations  were  confined  to  one  day,  but  the 
movement  was  so  successful  that  in  1914  and  1915  the 
period  was  extended  to  a  week,  and  this  year — May 
14-20 — the  same  time  is  allotted  to  the  efforts  to  put 
the  city  in  a  cleaner  state.  Owing  to  climatic  condi- 
tions, Montreal  is  in  a  much  more  unfavorable  position 
than  many  United  States  cities ;  the  lanes  are  choked 
with  ice  and  snow  during  several  months,  and  although 
the  garbage  is  removed  regularly,  a  certain  amount  of 
decaying  matter  and  ashes  is  bound  to  accumulate  and 
is  covered  by  successive  layers  of  snow,  making  it  im- 
perative to  have  a  clean  up  week  in  the  spring. 

While  in  the  United  States  the  initiative  is  taken  by 
the  insurance  companies,  in  Monteal  it  is  in  the  hands 
of  the  City  Improvement  League  and  the  Montreal 
Publicity  association,  assisted  by  the  civic  departments. 
The  funds  for  the  propaganda  and  other  expenses  are 
'  raised  by  contributions,  with  a  civic  grant.  The  work 
done  is  practically  all  voluntary,  and  is  carried  out  by 
a  number  of  committees,  to  which  are  relegated  various 
sections  of  the  activities  of  the  campaign.  The  chair- 
men of  these  committees  are  responsible  for  the  carry- 
ing out  of  the  particular  work,  entailing  a  large  amount 
of  personal  attention  and  organizing  effort.  Owing  to 
the  mixed  character  of  the  population,  all  literature  has 
to  be  printed  in  French  and  English,  and  in  this  connec- 
tion it  may  be  noted  that  the  two  nationalities  co-oper- 
ate in  a  very  cordial  way. 

In  1''12  in  addition  to  a  clean  up  day,  a  great  Child 
Welfare  or  Health  Exhibition  was  held  for  two  weeks, 
to  which  the  public  were  admitted  free  of  charge,  while 
tw(C  years  later  the  general  movement  received  a  de- 
cided im])etus  from  the  fact  that  the  Montreal  i'ublicity 
Association  jf)ined  hands  with  the  League,  a  week's 
campaign  being  then  decided  on,  at  the  suggestion  of 
Mr.  F.  Abraham,  president  of  the  former  body.  The 
city  provided  a  certain  amount  of  money,  and  tiie  heads 
of  the  incinerator,  lire  and  health  departments  jtjined 


lI's  Annual  Municipal 
Campaign 

the  general  committee.  The  clergy  of  all  sects  and 
races  have  undertaken  the  first  day  of  the  week  as 
"Sermon  Day."  This  year  the  School  Commissioners 
of  the  city  have  promised  their  special  co-operation, 
through  the  medium  of  the  teachers  and  the  schools. 

The  nature  of  the  campaign  can  be  judged  from  the 
following  programme : 

Sermon  Day 

.Sunday,  May  14th — Hear  the  sound  advice  from  the 
pulpits  to  keep  physically  and  morally  clean. 

Fire  Prevention  Day 

Monday,  May  15th — ISear  in  mind  that  carelessness 
is  the  chief  cause  of  fires — and  that  each  fire  prevented 
means  thousands  of  dollars  saved  to  the  communit}'. 

Front  Yard  Day 

Tuesday,  May  16th — Make  the  surroundings  of  your 
home  congenial — sow  grass  on  the  lawns,  plant  flow- 
ers— take  good  care  of  the  trees. 

Back  Yard  Day 

Wednesday,  May  17th — Clean  your  backyard  of  all 
rubbish — make  it  a  small  vegetable  garden.  Keep  the 
fences  in  order.    Whitewash  them  with  lime. 

Sanitation  Day 

Thursday,  May  18th — Remove  all  rubbish,  clean  all 
car])ets,  ventilate  your  cellars.  Scrub  everything.  Use 
plenty  of  soap  and  water  everywhere. 

Paint  Up  Day 

iM-iday,  May  19th — Make  everything  radiant  with 
frcsii  colors,  h'ollow  the  example  set  b\-  nature,  lie 
])right.     KeeiJ  1)  right. 

Children's  Day 

.Saturday,  May  20th — 50  per  cent,  of  the  newly  born 
babies  die  before  they  are  one  year  of  age.  Do  some- 
thing to  stop  these  needless  deaths.  It  is  worse  than 
murcler  to  keep  infants  unclean — and  to  give  them  food 
that  is  worse  than  f)()ison.  44ie  clcan-np  campaign 
two  years  ago  saved  the  li\cs  of  200  infants.  Last 
year  it  saved  382  lives  more  than  tiie  preceding  year. 
It  may  save  yours  this  year. 

The  feature  of  the  I'M 5  cami)aigii  was  the  enlisting 
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of  children's  interest  in  the  work — due  to  the  sugges- 
tion of  Dr.  W.  H.  Atherton,  who  had  been  the  organiz- 
ing secretary  of  the  Child  Welfare  Exhibition  in  1912. 
It  was  felt  that  no  better  way  of  securing  sanitary 
conditions  could  be  devised  than  to  obtain  the  co-op- 
eration of  the  boys  and  girls.  This  year,  greater  em- 
phasis and  concentration  is  being  laid  on  this  depart- 
ment and  with  the  co-o]jeration  of  the  scliools  the  pro- 
gramme is  arranged  with  this  end  in  view.  In  order 
to  encourage  the  children,  $1,250  are  being  given  in 
prizes.  The  city  is  divided  into  five  districts,  $250 
being  allotted  to  each.  The  children  are  reached 
mainly  through  the  various  schools.  The  teachers 
ask  the  pupils  who  desire  to  enter  the  competition  to 
sign  a  form,  which  provides  for  two  competitions,  one 
from  May  7  to  June  7,  and  the  second  from  then  to 
end  in  September.  The  second  competition  is  an  op- 
tional supplementary  one,  with  other  prizes,  obtained 
through  the  Merchants'  Committee,  for  those  who  will 
keep  up  the  good  work  until  the  end  of  the  summer. 
The  points  to  be  considered  by  the  District  Organiza- 
tion Committee  in  judging'  are  as  follows: 

Relative  to  Backyard — The  absence  of  all  rubbish, 
such  as  cans,  ashes,  broken  glass,  straw,  chips,  etc. 
Also  freedom  from  weeds. 

Relative  to  Front  yard — Absence  of  all  rubbish, 
cans,  straw,  etc.  Freedom  from  weeds.  Front  yard 
in  grass,  and  if  kept  trimmed. 

Relative  to  Exterior  Improvement. — The  painting 
of  the  exterior  of  the  house,  such  as  verandahs,  bal- 
conies, etc.  Or  if  these  do  not  need  painting  this  year, 
the  cleaning  of  them.  The  cleaning  out  of  sheds.  The 
painting  or  whitewashing  of  sheds.  The  strengthen- 
ing of  fences,  and  the  painting  or  whitewashing  of 
same.  Or  the  screening  of  them  with  vines  or 
flowers. 

Relative  to  Flower  and  Vegetable  Planting — The 
making  of  flower  gardens,  in  the  front  yard,  and  the 
putting  of  flower  boxes  in  the  windows.  The  making 
of  vegetable  and  flower  gardens  in  the  Ijack  yard. 
Several  beds  of  vegetables,  such  as  radishes,  beets, 
carrots,  etc.,  can  be  made  in  the  centre  of  the  yard, 
with  some  flowers  around  the  sides,  along  the  fences. 
The  care  given  to  flowers  and  vegetables  after  plant- 
ing. 

Relative  to  General  Improvement — Consideration 
given  to  state  of  premises  before  work  of  cleaning-up, 
and  planting  begins. 

Relative  to  General  Appearance  of  Premises. — The 
judges  to  give  consideration  as  to  how  all  parts  of  the 
premises  have  been  given  attention.  The  contestant 
to  win  must  have  a  well  balanced  piece  of  work. 

The  scoring  to  count  as  follows:  general  appear- 
ance of  back  and  front  yards  relative  to  cleanliness  to 
score  uj)  to  30  per  cent. ;  general  exterior  appearance 
to  score  up  to  20  per  cent. ;  flower  and  vegetable  plant- 
ing to  score  up  to  25  per  cent. ;  general  improvements 
to  score  up  to  15  per  cent.  ;  general  ai)pearance  to  score 
up  to  10  per  cent. 

Another  feature  this  year  is  to  lie  moxiiig  ])icturcs 
at  several  halls  in  the  different  districts.  This  is  an 
extension  of  work  previously  done  in  the  same  direc- 
tion. In  other  years  at  the  spring  cleaning  lantern 
slides  of  an  educational  and  hygienic  character  were 
shown,  though  in  1914  moving  pictures  were  exhibited 
in  the  parks  later  in  the  summer.  In  order  to  vary 
the  interest,  moving  pictures  of  a  general  character 
will  be  shown  together  with  those  of  educational  value, 
and  in  this  manner  the  minds  of  the  children  will  be 
impressed  in  a  way  which  is  calculated  to  have  a  per- 


manent ef¥ect.  The  ciiildren  are  also,  at  the  various 
meetings,  asked  to  sign  the  following  pledge: 

"I  want  to  help  make  our  town  a  better  place  to 
live  in,  and  to  this  end  I  promise  to  comply  with  the 
following  rules  to  the  best  of  my  ability: 

1.  I  will  help  clean  up  yards,  streets  and  alleys. 

2.  I  will  i)lant  flower  seeds,  bulbs,  vines,  shrubbery, 

etc. 

3.  1  will  hel])  make  gardens,  and  keep  lawn  in  good 
condition. 

4.  I  promise  not  to  deface  fences  or  buildings, 
neither  will  I  scatter  paper  or  rubbish  in  public  places. 

5.  I  will  not  spit  upon  the  floor  of  any  building  or 
on  the  sidewalk. 

6.  I  will  try  to  influence  others  to  help  keep  our 
town  clean. 

7.  I  will  always  protect  birds  and  animals,  and  all 
property  belonging  to  others. 

8.  I  promise  to  be  a  true,  loyal  citizen. 

I  may  not  be  able  to  do  all  these  things,  but  will  do 
as  much  as  I  can  to  help  our  town  and  community. 

Name   

Address   

Sign  and  Mail  this  to  P.  O.  Box  368,  Montreal,  or 
hand  same  to  your  school  teacher. 

Prior  to  clean  up  week  circulars  were  sent  to  all 
the  large  industrial  plants,  stores,  etc.,  asking  that  an 
individual  clean  up  campaign  be  made  of  the  premises. 
This  had  been  acted  upon  with  willing  co-operation, 
and  the  employees  are  thus  set  an  example  which  will 
likely  be  followed  around  their  own  homes. 

The  City  Improvement  Campaign  Committee  takes 
every  means  to  impress  on  the  public  the  importance 
of  following  out  the  programme.  Through  the  daily 
press  and  the  Publicit}^  Committee  attention  is  drawn 
to  the  various  items,  while  the  committee  in  charge  of 
the  particular  day  also  makes  inspections.  In  addi- 
tion thousands  of  booklets  are  distributed ;  these  insist 
upon  the  absolute  need  of  sanitation,  as  the  means  of 
preventing  disease  and  death.  The  clean  up  week  has 
also  become  a  Public  FTealth  week.  In  this  year's 
pamphlet,  Dr.  Boucher,  the  chief  of  the  health  depart- 
ment, suggests  rules  for  saving-  children,  and  enumer- 
ates five  "Don'ts"  as  to  methods  of  sanitation.  Fire 
Chief  Tremblay  also  tells  how  to  prevent  fire. 

The  work  of  the  City  Improvement  League  is  by 
no  means  confined  to  the  clean  up  campaign,  as  it  is 
interested  in  toAvn  planning,  the  care  of  public  parks 
and  trees,  the  extension  of  vacant  lot  gardens,  and 
good  government  generally. 


Preservation  of  Woodwork 

Generally  speaking,  any  wood  will  last  a  long  time 
when  protected  from  moisture.  ,  It  would,  however, 
lose  its  agreeable  color  and  surface  unless  some  means 
are  used  to  protect  it.  The  use  of  chemical  preserva- 
tions is  confined  almost  entirely  to  underground  tim- 
bers and  so  has  little  use  in  millwork.  One  of  the 
places  millwork  would  be  benefitted  by  chemical  treat- 
ment is  at  the  base  of  porch  columns,  where  treated 
wood  might  well  be  used  where  water  is  apt  to  pene- 
trate. Creosote  is  the  best  of  practically  all  preserva- 
tives, and  there  are  a  number  of  methods  of  using  it. 
Paint  is  also  effective  if  water  can  be  kept  out  of  all 
cracks,  crevices,  joints,  etc.  Where  the  paint  merel}' 
holds  the  water  in  a  pocket,  we  have  the  ideal  condi- 
tions for  fungus  growth  and  ultimate  decay, 
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A  Few  Suggestions  for  the  Solution  of  the  Single- 
House  Sewage  Disposal  Problem 


The  ^r()\vin>4  popularity  of  modern  con\  enienee,s  in 
tlie  shai^e  of  water  and  sewage  conveniences  in  isolated 
and  rural  residences  or  in  small  communities,  has  re- 
sulted in  the  establishment  of  a  more  or  less  standard 
arrangement  very  much  improved  as  compared  with 
the  practices  of  a  few  years  ago.  For  the  solution  ot 
the  single-house  sewage  disposal  jjlant  there  may  be 
used  the  plain  sedimentation  tanks,  such  as  leaching 
cess-pools  and  sewage  cisterns  ;  septic  tanks  of  difterent 
forms  and  the  double  deck  or  Emscher  tanks.  The 
first  tvi^e  is  rarely  used  being  as  a  rule  not  very  satis- 
factorv  ;  leaching  cess-pools  are  a  serious  menace  to 
wells  in  the  \  icinit3'  due  to  possible  soakage  through 
the  soil  and  contamination  of  the  water;  little  or  no 
reliance  can  be  placed  on  the  surface  slope  of  the 
ground  with  respect  to  placing  a  cess-pool  relatively  to 
the  well ;  the  under  strata  may  slope  directly  opposite 
to  the  surface  and  form  a  very  effective  drain  from  the 
cess-pool  into  the  well.  Sewage  cisterns  are  usuallv 
unsatisfactory  because  they  involve  the  periodical  re- 
moval of  sludge,  a  troublesome  problem. 

Septic  tanks  have  increased  in  favor  with  the  public 
and  sanitary  engineers  since  their  introduction  as  a 
means  of  sewage  treatment  and  are  very  widely  used 
though  often  incorrectly  and  more  or  less  unintellig- 
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Fig.  1— Three  apartment  septic  tank  with  sub-irrigation  system. 

cnth.  The  two  .storey  or  I'.nischcr  lank  is  coming  to 
be  fa\ored  by  sanitary  engineers,  because  il  ])roduccs 
a  fresh,  well  settled,  eftluent,  and  ])rovides  for  a  \  er\ 
com])lete  retention  and  thorough  digestion  of  the 
sludge.  This  type  is  adapted  for  a  small  communitv 
rather  than  for  single  houses. 

Vu\  a  small  community  the  only  adequate  solution 
of  the  sewage  disposal  problem  is  a  well  planned  .sys- 


tem of  sewers  cox  ering  the  entire  C(jmmunity.  The 
entire  system  need  not  be  built  at  once,  but  only  as 
deemed  necessary  and  as  the  community  is  able  to  fin- 
ance it.  The  whole  system  should,  however,  be  plan- 
ned in  advance  l)efore  any  mains  are  laid  at  all.  Treat- 
ment of  sewage  by  carrying  it  to  a  single  outfall  by  in- 
tercepting sewers  is,  relati\  ely  to  the  size  of  the  com- 
munity, x'ery  expensi\-e  and  not  always  satisfactory — 


No  9  V/ire6"c  to  c  or  2' mesh  poultry 
netting 2  from  t^oUom 


z  Round  reds 
6'ctocl'abo^e 
bottom  of  sleb- 


4'Certient\ 
Pipe  Inlet' 

£  Round  ^^.^ 
rodil-actoc^^v 


£  Round  reds  12 
top  of  floor 


und rods  12' c  toe  l" below  \?     tv'4  "/ 


Fig.  2— Single  apartment  septic  tanlt  with  siphon  and  siphon  chamber 

dei)ending  largely  on  the  grade  and  slope  or  the  topo- 
graphy of  the  town  site. 

The  system  of  sewers  which,  with  very  few  e.xcep- 
tions.  is  best  adapted  to  meeting  the  necessity  of  a 
small  community  for  purifying"  the  sewage  is  the  so- 
called  separate  system,  as  distinguished  from  the  com- 
])ined  system,  and  is  more  economical  with  a  reason- 
ably good  natural  drain. 

In  a  community  with  a  stream  into  which  the  sew- 
ers may  empty,  if  the  flow  exceeds  5  cubic  ft.  per  sec- 
ond for  1,000  persons,  crude  sewage  may  be  discharged 
directly  into  it  wdthout  nuisance,  if  the  outfall  is  prop- 
erly designed  to  insure  a  good  mixture  of  sewage  with 
the  water  in  the  stream.  If  the  minimum  stream  flow 
is  below  5  cubic  ft.  per  second  and  over  3  cubic  ft.  per 
second  for  1,000  persons  using  the  sewers,  then  some 
form  of  fine  screening  or  treatment  in  tanks  to  remove 
solids  is  necessary.  As  fine  screening  cannot  be  ap- 
plied except  on  a  rather  large  scale,  the  small  com- 
munity is  practically  confined  to  the  use  of  tanks.  If 
the  dilution  available  is  less  than  3  cubic  ft.  per  sec- 
ond for  1,000  population,  some  form  of  filtration  must 
be  added,  such  as  sand  filters,  contact  beds  or  sprinkl- 
ing filters. 

r, caching"  ce.ss-pools  and  sewage  cisterns  are  usual- 
ly nothing  more  than  some  form  of  containing  recep- 
tacles built  to  suit  requirements.  The  septic  tank  in 
its  simplest  form  is  a  single  apartment  bottomless  tank 
or  a  tank  set  on  timber,  built  in  loose  sandy  soil  in 
which  the  effluent  will  soak  away.  The  bacteria 
w  hich  compose  the  mat  on  the  surface  of  the  sewage 
liquor  and  feed  on  the  raw  sewage,  converting  it  into 
clear  effluent,  are  anaerobic  requiring  no  air  to  carry  on 
the  chemical  decomposition  of  the  raw  sewage. 

'i"he  next  step  in  the  (lc\elo])ment  of  the  septic 
tank  is  that  used  in  lieaA-ier  soils  which  requires  dis- 
tributing tiles  to  dispose  of  the  efiluent.  The  layout 
of  such  a  tank  is  shown  in  Fig.  1.  It  is  a  vitrified-clay 
septic  tank  with  sub-irrigation  tiles  distributed  be- 
neath the  owner's  garden.     The  lank  is  in  three  sec- 
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tions  or  chambers  of  2  ft.  x  2^/2  ft.  each,  with  an  esti- 
mated daily  capacity  of  50  gallons. 

The  kitchen  and  bathroom  waste  need  not  pass 
through  the  septic  tank,  but  may  go  directly  to  the 
sub-irrigation  system.  Only  sewage  containing-  sol- 
ids or  putrescible  matter  need  pass  through  the  tank. 

.\  still  further  modification  of  this  style  of  tank  is 
one  employing  a  syphon  chamber  and  a  syphon,  as 
siiown  in  Figs.  2  and  3.  This  tank  shows  only  one 
section  but  it  may  be  enlarged  to  any  number  to  suit 
the  capacity  of  the  system.  The  use  of  the  syphon 
regulates  the  discharge  so    that    a    relatively  large 


Co^er 

Fig.  3— Perspective  of  tank  shown  in  Fig.  2,  showing  concrete  construction. 

amount  of  eftluent  is  discharged  into  the  tile,  in  a  short 
si)ace  of  time  providing  a  pressure  head  which  distri- 
butes the  effluent  to  the  extreme  end  of  the  tile  lines. 
If  no  syphon  is  employed  and  the  tile  slope  is  compar- 
atively small,  the  discharge  is  slow  and  the  ground 
near  the  tank  is  likely  to  become  over-saturated  and 
sour. 


Where  a  sewer  outlet  or  a  tile  disposal  .system  ftrr 
the  elHuent  is  used,  the  tank  should  be  built  of  rein- 
forced concrete  entirely,  as  shown  in  Fig.  3.  For 
average  capacity,  a  4  in.  iiTlet  and  outlet  is  sufficient, 
although  it  is  ])etter  In  have  ])ipes  too  large  rather 
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Fig.  4— Double  Deck  or  Emscher  Tank. 

than  tot)  small.  Place  the  tile  in  porous  ground,  if 
possible  avoiding-  tight  soil,  at  a  distance  of  at  least 
24  in.  underground.  W^ith  pipes  at  this  depth  very 
little  trouble  from  frost  will  be  experienced;  keep  the 
top  of  the  tank  at  least  8  in.  to  10  in.  below  ground 
level  to  avoid  danger  from  frost.  This  depth  need 
not  be  excessive,  as  a  certain  amount  of  heat  is  gen- 
erated by  the  chemical  action  of  the  decomposition  of 
the  sewage. 

Fig-.  4  shows  an  Emscher  sewage  tank.  Sewage  is 
introduced  in  the  centre  and  passes  under  a  battle 
plate  which  causes  the  sediment  to  pass  down  through 
the  sediment  department  into  a  sludge  digestion 
chamber,  from  which,  when  thoroughly  cligested,  it  is 
pumped  ofif.  Sanitary  engineers  claim  for  this  tank 
very  good  results,  producing  a  well  settled  effluent  and 
a  thoroughly  digested  sludge. 


New  Station  for  the  L.  E.  &  N.  at 

Brantford,  Ont. 


In  connection  with  the  Lake  Erie  and  Northern 
electric  railway,  now  in  course  of  construction  from 
Gait  to  Port  Dover,  it  is  proposed  to  erect  a  large  sta- 
tion at  Brantford.  The  new  line,  which  will  connect 
with  the  C.  P.  R.  main  line  at  Gait,  is  open  from  the 
latter  town  to  Brantford,  and  it  is  hoped  to  have  the 
entire  line  to  Port  Dover  com])letcd  by  June.  In  ad- 
dition to  the  usual  |)assenger  service,  arrangements  are 
being  made  to  carry  considerable  quantities  of  freight. 

The  station  at  Brantford  is  to  be  one  storey  in 
height,  and  will  be  located  over  the  tracks  at  the  south 
west  corner  of  Colburn  and  Water  streets,  with  a  38 
ft.  frontage  on  Colburn  street  and  76  ft.  on  \Vater 
street.  The  tracks  will  pass  beneath:  the  main  fioor 
of  the  Iniilding,  with  platforms,  express  and  baggage 
accommodation  at  the  lower  level.  New  England, 
Colonial  style,  red  ])rick  and  limestone  trimmings  are 
to  be  used  for  the  exterior,  the  roof  being  of  green 
slate.  The  main  floor  at  the  street  level,  with  an  en- 
trance from  Colburn  street,  will  contain  a  waiting- 
room  35  feet  x  50  feet,  a  women's  retiring  room,  and 
lavatory,  men's  lavatory,  and  ticket  and  telegraph 
offices.     The  seats  extend  the  full  length  of  the  two 


outside  walls  in  the  waiting  room,  excejH  in  the  space 
occupied  bv  the  ticket   and   telegraph   office.  Two 
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Stairways  will  lead  from  the  main  floor  to  the  track 
■platform.  Provision  is  made  for  the  express  room 
and  the  steam  heatino-  apparatus  in  a  separate  exten- 
sion 14  ft.  wide  X  75  ft.  long,  on  the  lower  or  track 
level.  This  extension  abuts  on-  the  retaininjj-  wall  of 
Water  street  and  will  be  accessible  for  teams  at  the 


lower  end  of  the  street.  The  interior  of  the  building- 
will  be  finished  in  Canadian  Ash,  while  the  walls  and 
ceilino's  of  the  main  waiting  room  are  to  be  plastered 
and  finished  with  plastered  cornices.  The  floors  are 
of  concrete.  The  toilet  rooms  will  have  marble  wain- 
scots 6  ft.  x  ')  in.  high.     The  estimated  cost  is  $25,000. 


The  Canadian  Northern  Pacific  Railway 
Terminals  at  Victoria,  B.  C. 


When  General  Manager  MacLeod,  of  the  Canadian 
Northern  Pacific  Railway,  visited  Vancouver  on  March 
28th  he  carried  with  him  the  plans  of  the  company's 
$1,000,000  terminal  passenger  depot  and  of  its  freight 
terminals  to  be  erected  on  the  reclaimed  lands  in  False 
Creek,  Vancouver.  Mr.  MacLeod  was  accompanied 
by  Mr.  R.  B.  Pratt,  architect  of  the  company,  under 
whose  supervision  the  plans  were  drawn.  At  a  con- 
ference with  the  bridges  and  railways  committees  of 
the  city  council — which  body  has  '  b(fen  anxiously 
awaiting  a  start  on  construction — Mr.  MacLeod 
stated  that  as  soon  as  the  plans  were  approved  by  City 
Engineer  Fellowes  he  was  ready  to  call  for  tenders  for 
the  foundation  and  main  structure,  and  would  promise 
that  no  time  would  be  lost  in  its  erection.  After  hear- 
ing the  representatives  of  the  company  explain  some 
of  the  details,  the  plans  were  referred  to  the  city  en- 
gineer to  ascertain  if  the  structure  as  shown  on  paper 
would  conform  with  the  company's  agreement  with 
the  city  as  to  cost,  namely,  $1,000,000. 

The  drawings  presented  show  a  structure  of  class- 
ical Doric  design,  321  feet  long  by  120  feet  wide,  of 
modern  fireproof  construction.  Twelve  huge  Corin- 
thian columns  stand  at  intervals  across  the  entire 
front.  The  centre  portion  of  the  proposed  structure 
reaches  to  a  height  of  100  feet  from  the  ground,  the 
tower  proper  being  96  feet  high.  The  ends  of  the 
building  stand  64  feet  high,  and  those  portions  between 
the  centre  and  the  ends,  60  feet  high.  These  sections 
are  three  storeys  in  height,  while*  the  ends  and  the 
centre  portion  are  four  storeys  high.  The  I^uilding  is 
designed  for  white  or  grey  stone. 

Many  modern  features  are  embodied  in  ihc  interior 
design.     A  large  main  entrance  is  ])rovided  in  the 


central  portion  through  which  a  passage  runs  into  a 
very  wide  lobby  leading  into  the  general  waiting  room, 
150  feet  long  and  50  feet  wide.  In  this  room  are  the 
ticket  offices,  etc.  Adjacent  to  the  ticket  offices  is 
the  baggage  room  and  on  the  opposite  side  of  the 
])uilding,  with  means  of  access  from  the  waiting  rooms, 
are  the  lunch  and  dining  rooms.  There  are  numerous 
lobbies  ofif  the  waiting  room.  A  barber  shop  is  pro- 
vided ;  a  men's  waiting  room  and  a  women's  waiting 
room  and  retiring  room ;  a  government  mail  room  and 
the  dining  and  sleeping  car  department ;  C.  N.  Express 
company  and  commercial  telegraphs.  The  upper 
storeys  are  devoted  to  traffic  ofifices,  and  the  basement 
is  to  be  utilized  for  storage  purposes,  etc. 

A  great  passage-way  leads  from  the  waiting  room 
to  the  train  tracks  at  the  back  of  the  station.  Here  a 
large  covered  concourse  is  provided,  50  feet  wide  and 
covered  platforms  from  1,200  to  1,500  feet  long.  Pro- 
vision is  made  for  sixteen  tracks. 

The  floors  throughout  are  of  terrazzi  and  marble ; 
the  stairways  are  marble  and  the  finish  throughout  is 
in  natural  wood.  It  will  take  from  nine  months  to 
one  year  to  erect  and  complete  the  depot. 

B.  C.  Material  to  be  Used 

Mr.  MacLeod  stated  that  it  was  his  company's  in- 
tention to  i)urchase  as  much  of  the  material  required  in 
l>ritish  Columbia,  as  is  possible,  and  Mr.  MacLeod 
was  told  the  city  would  want  stone  instead  of  terra 
cotta  wherever  the  latter  was  called  for. 

The  ground  plans  show  the  location  of  the  depot 
sixty  feet  south  of  the  jiroposed  Great  Northern  sta- 
tion. A  main  roadway,  125  feet  wide,  running  cast 
from  Main  street,  divides  the  company's  ]>roperty  in 


Fig  1 -Architect's  perspective  of  tlie  C.  N.  P.  Terminal,  Victoria,  B.  C. 
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Fig.  2-General  Layout  of  the  C.N.P.  Terminals  at  Victoria.  B.  C. 


two,  on  eitlier  .side  of  which  provision  is  made  for  in- 
(histrial  sites  on  the  north  and  freight  sheds  on  the 
south.  According-  to  tlie  agreement  with  the  city,  12 
acres  at  the  northeastern  end  of  False  Creek  are  left. 
This  belongs  to  the  city.  A  roadway,  125  feet  wide, 
is  shown  in  front  of  the  depot,  running  from  north  to 
soutli. 


American  Lead  Pencil  Co.,  New  York 

A  unic|ue  and  useful  sample  box  is  being  sent  on 
request  to  teclmical  and  professional  men  by  the  Amer- 
ican Lead  Pencil  Co.  of  New  York,  who  have  had  made 
up  at  considerable  expense  a  box  about  three  inches 
square,  whicli  contains  nine  degrees  of  Venus  pencils, 
ranging  from  hardest  to  softest,  also  a  pencil  holder 
and  a  small  size  of  the  new  Venus  eraser.  This  little 
test  kit  enables  the  recipient  to  determine  exactly 
which  degree  of  hardness  or  softness  best  suits  his 
purpose,  so  that  in  the  future  he  can  order  a  certain 
degree  and  know  that  it  is  exactly  what  he  requires. 


London  Concrete  Machine  Company,  Limited 

\  he  London  Concrete  Machinery  Company,  Lim- 
ited, advise  us  that  they  have  been  awarded  the  fol- 
lowing contracts: — Mr.  Camillus  Van  Caeseele,  Lang- 
enburg,  Sask.,  to  be  supplied  with  1/6  yard  batch  mix- 
er; Shawinigan  Water  and  Power  Company,  Shaw- 
inigan  Falls,  Que.,  with  a  1/3  yard  batch  mixer;  Mr. 
Ernest  Jones,  Granton,  Ont.,  with  a  34  yard  batch 
mixer;  Mr.  W.  H.  Casselman,  Chesterville,'Ont.,  with 
a  1/6  yard  batch  mixer. 


The  B.  F.  Sturtevant  Company,  Boston,  Mass.,  are 
distributing  general  catalogue  No.  195,  which  des- 
cribes, with  illustrations,  the  various  Sturtevant  pro- 
ducts. 


Mr.  Lucius  E.  Allen,  Consulting  and  Constructing 
Engineer,  Belleville,  Ont.,  announces  the  removal  of 
his  ofifices  to  the  New  Bank  of  Commerce  Building. 


Miscellaneous 

Mr.  J.  H.  Kilmer  has  been  appointed  city  engineer  and 
inspector  of  water-works  construction  at  Port  Moody,  B.  C. 

Active  preparations  for  the  "Good  Roads  Day"  in  Pen- 
nsylvania counties,  which  has  been  set  for  May  25,  are  bcin- 
lirosecuted  by  the  counties  of  the  state. 

The  Dominion  Stove  and  Foundry  Company,  of  Pene^ 
tanguishene,  Ont.,  are  enlarging  their  plant  in  preparation  for 
installing  machinery  for  the  manufacture  of  furnaces. 

The  new  Wychwood  branch  library,  Toronto,  the  gift  of 
the  Andrew  Carnegie  Library  Trust,  was  formally  opened 
on  April  15,  in  the  presence  of  a  large  number  of  residents 
of  the  neighborhood. 

The  demand  for  building  and  repair  permits  in  Quebec 
during  the  week  ending  March  11  was  quite  brisk,  there  be- 
ing issued  eleven  permits,  representing  an  amount  in  new 
buildings  and  repairs  of  $14,590. 

Because  the  owners  would  not  consent  to  an  early  clos- 
ing agreement,  the  plumbers  and  gasfitters  of  Hamilton,  Ont., 
have  been  called  out  of  the  shops  of  Drake-Avery  Company' 
Adam  Clark,  W.  J.  Walsh,  and  A.  Rogers  &  Company. 

The  death  is  rei.ortcd  of  Ex-Ald.  John  Martin,  a  former 
l)uilding  contractor  of  Hamilton,  Ont.,  at  the  age  of  T."? . 
Eighteen  years  ago  Mr.  Martin  left  Hamilt(,n  to  settle  on  a 
fruit  farm  at  \'inemount.  where  he  resided  till  the  time  of  his 
death. 

There  continues  to  be  a  good  deal  of  discussion  in  Otta- 
wa relative  to  the  proposal  to  increase  the  maximum  height 
of  buildings  from  tlO  to  i:!0  feet.  Mr.  Frank  i:>arling.'  of 
Toronto,  the  architect  for  the  Federal  Town  Planning  Com- 
mission, who  has  been  asked  by  the  Board  of  Contr<d  for 
his  opinion  on  this  subject,  is  strongly  in  favor  of  the  pre- 
sent limit  of  110  feet  being  unaltered.  He  argues  that  as 
Montreal,  a  purely  cotnmercial  city,  finds  that  1,30  feet  an- 
swers all  requirements,  the  capital  of  the  Dominion  should 
be  willing  to  concede  something  in  order  that  the  Govern- 
ment buildings  may  largely  dominate  the  city.  The  Board 
will  take  no  further  action  in  the  matter  until  they  get  an 
idea  of  the  Government's  view. 
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City  of  Kamloops  Hydro-Electric  Plant 

Detailed  Description  of  Engineering  and  Economic  Features  of  Power 
Generating  and  Pumping  Systems  of  this  Growing  Western  Centre 

By  H.  K.  Dutcher,  M.  Can.  Soc.  C.  E. 


It  is  IIk'  i)ur|)t)sc  of  tliis  paper  to  refer  tu  some  of 
the  engineering  and  eeononiie  features  in  connection  with 
tile  design  and  construction  of  the  Municipal  power  pla-nt  and 
pumping  systems  of  the  city  of  Kamloops,  which  have  been 
recently  completed  and  placed  in  service. 

These  systems  include  a  steam  turbine  power  plant  and 
pumping  system,  a  new  reservoir  and  r  hydro-electric  p(_)vver 
plant  and  sub-station. 

The  steam  power  plant  and  pumping  system,  together 
with  the  sub-station  of  the  hydro-electric  plant  are  included 
in  the  one  building,  and  located  near  the  eastern  limits  of 
the  city,  while  the  generating  station  of  the  hydro-electric 
plant  is  located  on  the  Barriere  River,  which  Hows  into  the 
North  Thompson,  the  distance  of  this  plant  from  Kamloops 
being  about  forty  miles  almost  due  north. 

During  the  course  of  examination  of  the  sexcral  streams 
a\ailable  for  power  within  practical  range  of  the  city,  there 
appeared  to  be  some  prospect  that  a  company  holding  the 
power  rights  on  the  Adams  River  might  develop  power  from 
this  source,  in  which  case  the  lands  along  the  Soutii  Thomp- 
son River  would  be  looked  after. 

Attention  was  directed,  therefore,  mainly  to  an  examina- 
tion of  the  streams  flowing  into  the  North  Thompson  River, 
and  of  these  the  Barriere  River  appeared  to  answer  the  re- 
quirements for  power  development  most  satisfactorily,  especi- 
ally in  view  of  the  two  large  lakes  available  for  storage,  the 
heavy  grade  of  the  stream  and  the  convenience  of  the  trans- 
mission line  passing  down  the  valley  of  the  North  Thomp- 
son through  comparatively  open  country  with  a  prospect  of 
a  power  market  along  the  entire  route. 


After  s(une  study  of  these  dififerent  factors  afTecting  the 
immediate  and  future  requirements,  the  city  linally  decided 
to  proceed  upon  the  following  scheme  of  construction: — 

(a)  The  development  of  a  hydro-electric  power  plant  on 
the  Barriere  River  with  a  capacity  of  at  least  5,000  h.p.,  of 
which  the  first  installation  would  provide  for  3,000  h.p. 

(b)  The  construction  of  a  new  steam  plant  and  pumi)ing 
station  in  the  city,  the  steam  plant  to  provide  for  either 
oil  or  coal  fuel,  and  to  have  the  first  installation  up  to  2,000 
li.p.  capacity.  The  pumping  plant  to  include  two  motor- 
driven  centrifugal  pumps  to  deliver  1,200  Imperial  gallons  per 
minute  each,  and  one  steam  turbine  pump  of  equal  capacity. 

(c)  The  construction  of  a  covered  concrete  reservoir  of 
1,. '500,000  gallon  capacity  but  designed  for  an  extension  to 
:!,()()(), 000  gallons  by  the  construction  of  a  second  section. 

Barriere  Hydro-Electric  Power  System 
Barriere  River 

The  Barriere  ]\iver  rises  in  the  mountains  near  Adams 
Lake,  flows  in  a  westerly  direction  for  a  course  of  about 
thirty-two  miles  and  empties  into  the  North  Thompson 
Kiver  at  a  point  about  forty  miles  north  of  Kamloops, 

The  total  drainage  area  of  the  Barriere  River  is  about 
2:!0  square  miles,  with  an  average  precipitation  of  probably 
al)Out  I!")  inches.  The  mean  flow  during  a  normal  year  would 
be  about  550  cubic  feet  per  second  with  extremes  of  about 
3,000  cubic  feet  per  second  as  a  maximum  in  the  early  sum- 
mer period,  and  220  cubic  feet  per  second  in  the  low  water 
season  of  the  winter  months. 

Of  the  total  flow  about  SO  per  cent,  comes  from  the 
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Fig.  1— Cross  Section  Kamloops  Municipal  Hydro  electric  Plant. 
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North  LSarricre  Lake,  and  with  the  provision  of  storage  for 
.".O.OOO  acre  feet  in  the  East  Lake,  there  should  be  no  diffi- 
culty in  maintaining  a  How  of  from  300  to  .'ioO  cubic  feet  per 
second  for  power  development. 

Power  Development 

As  the  elevation  of  the  North  Lake  is  about  2,100  feet 
above  sea  level  and  the  elevation  at  the  outlet  of  the  river 
is  al)out  1, .")()()  feet,  there  is  therefore  an  average  grade  of  about 
,■)()  feet  per  mile.    The  plan  of  power  development  provided 


Fig.  2— Interior  Kamloops  Hydro  Generating  Station. 

f(jr  the  location  of  a  generating  plant  at  a  point  aljout  live 
miles  up  from  the  mouth  of  the  river. 

I'"or  a  distance  of  about  3^  miles  above  the  site  of  the 
generating  station  the  grade  of  the  river  averages  0.5  feet 
per  mile,  and  a  suitable  site  for  an  intake  dam  was  located  to 
give  an  effective  head  of  192  feet  at  the  generating  station 
by  17,800  feet  of  flume  system. 

The  location  of  the  generating  station  of  the  Barriere 
hydro-electric  plant  was  made,  however,  with  the  view  to 
the  abandonment  of  the  present  intake  when  the  demand  for 
power  exceeds  the  economical  maximum  capacity  of  the 
combined  Barriere  and  steam  plant  systems  as  developed, 
and  the  development  of  from  15,000  h.p.  to  20,000  h.p.  by 
constructing  about  ten  miles  of  conduit  system  direct  from 
the  North  Lake  to  the  generating  station  to  obtain  an 
et?ective  head  of  600  feet. 

Flume  System 

The  construction  of  the  flume  system,  including  the  intake 
(lam,  forebay,  and  wasteways,  was  started  in  February,  1912, 
the  work  having  been  let  in  one  contract,  to  William  Green- 
lees,  of  Vancouver. 

It  was  planned  to  have  the  entire  hydro-electric  plant 
completed,  if  possible,  by  the  end  of  the  year,  and  it  was 
therefore  important  to  complete  the  construction  of  the  intake 
l)efore  the  high  water  flow  of  the  river  in  May  or  June. 

Intake. — The  intake  dam  is  a  standard  rock  fill  crib  type 
set  with  a  pile  foundation  to  ensure  greater  stability.  The 
site  chosen  enabled  a  suitable  intake  to  be  obtained  by  rais- 
ing the  level  of  the  water  ten  feet  from  the  normal  level  of 
the  stream  to  the  crest  of  the  spillway,  the  grade  of  the 
river  above  this  point  being  such  that  the  flood  level  ex- 
tended about  1,600  feet  up  stream. 

The  intake  for  the  flume  is  located  on  the  north  side, 
and  a  logway  and  a  fishway  are  placed  on  the  other  side  of 
the  spillway,  the  logway  being  13  feet  wide  and  the  tishway 
built  in  accordance  with  the  requirements  of  the  Provincial 
Government. 

The  beds  of  the  stream  at  the  site  chosen  consisted  of 
a  top  layer  of  boulders,  underlaid  with  alternate  layers  of 


quicksand  and  blue  clay,  but  a  satisfactory  degree  of  water- 
tightness  was  secured  by  carrying  the  toe  sheeting  down  to 
a  depth  of  13  feet,  witli  the  filling  of  mastic  and  jniddled 
clay,  an  earth  fdl  being  made  oxer  this  and  carried  to  a 
height  near  the  spillway  by  an  easy  slope. 

The  foot  of  the  si)illwa3'  was  carried  well  down  stream 
on  piling,  to  take  care  of  logs  and  roots  which  might  get 
past  the  boom  above  the  dam.  The  work  was  completed 
without  dilficulty  by  Ihe  middle  of  April,  and  passed  sat- 
isfactorily the  severe  test  of  ihc  high  water  flow  of  the  fol- 
lowing months. 

Flume 

TIk-  flume  is  designed  for  an  ultimate  capacity  of  1120 
cuijic  feet  per  second  and  is  I!.  4  miles  in  length  from  the 
intake  to  the  forebay.  In  design  it  is  the  standard  type  of 
timber  flume,  8  ft.  wide  by  5J/2  ft.  high,  built  up  of  2  x  10  in. 
Ilr  lumber,  supported  every  four  feet,  and  resting  on  trestle 
or  cedar  sills. 

The  quality  of  the  lumber  available  was  good,  but  a 
better  quality  of  coast  fir  was  used  for  battens  and  flooring 
at  those  sections  where  water-tightness  was  especially  de- 
sirable. Probably  the  only  section  which  required  special 
attention  in  this  respect  was  a  length  of  about  1,000  feet, 
two  miles  from  the  intake,  where  the  flume  was  carried  past 
a  steep  bank  at  a  horseshoe  bend  of  the  river.  There  ap- 
peared some  danger  of  a  slide  occurring  at  this  section,  either 
from  undercutting  of  the  banks  of  the  river  or  from  water 
running  down  from  the  melting  snow  or  leakage  of  the  flume. 

It  was  desirable,  however,  to  continue  the  flume,  if  pos- 
sible, along  this  section,  in  view  of  the  necessity  of  getting 
timber  down  from  the  mill  for  the  construction  of  the  sys- 
tem, and  to  avoid  the  heavier  expense  of  carrying  a  syphon 
across  the  river,  the  cost  per  foot  of  the  syphon  being  about 
four  times  the  cost  of  the  flume  for  an  equal  capacity. 

The  flume  system,  including  wasteways  and  forebay  for 
penstocks,  was  completed  in  the  fall,  and  unfortunately  the 
city  was  then  obliged  to  shut  down  on  all  work  on  the  hydro- 
electric plant  on  account  of  the  failure  to  sell  the  balance 
of  the  hydro-electric  bonds  due  to  the  financial  stringency. 

The  system  as  completed  was  tested  out,  however,  and 
found  to  be  in  satisfactory  condition  for  service,  but  when 
the  completion  of  the  plant  was  carried  out,  two  years  later, 
it  was  found  necessary  to  build  the  syphon  at  the  section 
aljove  referred  to,  on  account  of  a  slide  occurring  which 


Fig.  3— Intake  Dam,  Hydro  Plant,  Kamloops,  B.  C. 

carried  away  about  six  hundred  feet  of  the  flume.  This 
syphon  is  built  with  capacity  for  half  the  ultimate  capacity 
of  the  system.  It  is  wood  stave  pipe  construction,  60  inches 
in  diameter,  2,100  feet  long  and  designed  for  varying  head 
to  a  maximum  of  120  feet. 

The  advisability  of  covering  the  flume  as  a  protection 
against  snow  was  considered,  but  as  the  desi.gn  provided  for 
a  velocity  varying  from  0>j  to  7JX  feet  per  second,  and  care- 
ful inspection  was  required  during  the  first  winters'  opera- 
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tion,  it  was  decided  to  leave  the  system -open  until  the  need 
of  a  cover  could  be  Ijetter  determined  from  actual  experience. 

Forebay 

The  forebay  is  of  timber  construction  and  located  in  a 
small  depression,  so  that  fL  liogsback  lies  between  the  fore- 
bay  and  the  power  house  as  a  protection  against  accident 
to  the  water  system.  Its  general  dimensions  are  18  ft.  by 
.10  ft.  long  and  12  ft.  deep,  with  ample  provision  for  overflow 
to  a  wasteway  down  a  small  ravine  to  the  river. 

Penstocks 

There  are  two  42-inch  penstocks  from  the  forebay  to 
the  power  house,  each  490  feet  in  length.  They  were  built 
by  the  Vancouver  Wood  Pipe  and  Tank  Company  and  are 
of  wood  stave  pipe  construction  with  staves  2J/2  inches  thick 
and  steel  bands  of  in.  to  ^  in.  diameter,  spaced  for  pres- 
sure head  from  :!0  ft.  to  210  ft.  Each  penstock  was  con- 
nected up  with  its  turbine  by  28  feet  of  steel  riveted  pipe, 
anchored  in  concrete  and  connection  between  the  wood  stave 
and  steel  pipes  was  made  by  an  expansion  joint. 

Generating  Station  Building  , 

As  already  noted,  the  location  of  the  generating  station 
was  governed  not  only  by  the  plans  for  the  present  develop- 
ment, which  can  be  brought  up  to  at  least  5,000  h.p.,  but 
the  prospect  of  a  future  development  of  from  1,5,000  h.p.  to 
20,000  h.p.  by  a  conduit  system  direct  from  the  North  Barriere 
Lake  was  also  considered. 

At  the  site  chosen,  the  sub-surface  conditions  of  alternate 
layers  of  gravel,  quicksand  and  blue  clay,  required  that  the 
entire  foundations  of  the  building  should  rest  on  piles,  and 
these  were  driven  to  an  average  depth  of  about  30  feet  to 
secure  a  firm  support. 

The  entire  structure  was  built  of  reinforced  concrete, 
the  details  for  the  tailrace  and  supporting  walls,  and  beams 
for  the  units  requiring  considerable  form  work.  The  sand 
and  gravel  for  the  concrete  was  obtained  close  by  the  plant, 
and  there  were  no  unusual  features  of  construction  worthy 
of  special  mention. 

The  accompanying  plan  and  elevation  of  the  l)uilding 
show  the  general  arrangement  and  some  details  of  con- 
struction. The  building  as  completed^  is  intended  to  form 
half  of  the  final  structure,  the  construction  of  the  other  half 
will  be  carried  out  when  other  units  are  required. 

The  present  dimensions  are  45  feet  by  48  feet,  making 
the  structure,  when  extended,  45  ft.  by  9G  ft.  It  will  be 
noted  on  referring  to  the  plans  that  the  arrangement  for  the 
installation  of  the  equipment  is  fairly  compact,  although  the 
high  tension  e(|uipnient  is  well  separated  from  the  other  sec- 


Kig.  4  — Flume  System,  Hydro  Plant— Kamloops,  B.  C. 


tion.  The  construction  of  tile  generating  station  was  carried 
out  by  Wm.  Greenlees,  of  Vancouver. 

Sub-Station,  Steam  Plant  and  Pumping  System 

The  power  line  from  the  Barriere  ]jlant  is  brought  across 
the  South  Thompson  to  the  steam  plant  building,  located 
near  the  river  at  the  eastern  limits  of  the  city.  The  main 
building  is  of  reinforced  concrete  construction  and  is  about 
90  X  75  feet  in  ground  area.  It  is  divided  into  three  bays, 
consisting  of  boiler  room,  turbine  room  and  high  tension 
sub-station.  In  the  basement  at  the  extreme  west  end  is 
located  a  reservoir  from  which  the  waterworks  pumps  take 
their  suction.  This  basement  also  contains  the  condenser 
and  condenser  auxiliary.  The  basement  under  the  turbine 
room  is  on  the  same  level  as  the  boiler  room  floor  and  the 
well  for  the  pumps  is  connected  by  some  six  hundred  feet 
of  16  in.  mains  to  the  pump  house  at  the  river's  bank. 

The  architectural  features  of  the  building  have  been 
carefully  thought  out  in  order  to  furnish  a  substantial  struc- 
ture with  ample  lighting  and  good  ventilation.  The  roofing 
over  the  boiler  room  is  supported  by  trusses,  while  that  over 
the  turljine  room  and  switchboard  is  supported  by  deep  web 
I-beams.  The  horn  gap  structure  for  the  high  tension  lines 
allows  them  to  come  in  through  the  roof  cones,  well  within 
the  confines  of  the  plant. 

The  reservoir  into  which  the  water  is  pumped  is  located 
in  the  Beckman  addition,  about  a  mile  away  from  the  plant. 
There  are  large  mains  leading  to  it  with  frequent  laterals 
for  supplying  the  various  sections  of  the  town.  When  water 
is  being  drawn  from  the  laterals,  the  head  under  which  these 
pumps  operate  is  somewhat  modified,  but  it  is  usually  kept 
within  from  320  to  340  feet,  depending  upon  the  quantity  of 
water  being  taken  out  of  the  system. 

The  discharge  from  the  waterworks  pumps  is  measured 
by  a  Simplex  Venturi  meter,  located  just  outside  of  the  build- 
ing wall,  the  recording  and  integrating  apparatus  being  placed 
in  the  corner  of  the  turbine  room. 

Auxiliary  Pump  House 

The  auxiliary  pump  house,  located  out  on  the  river,  con- 
tains two  vertical  centrifugal  pumps  operated  and  driven  by 
vertical  motors,  which  arc  above  the  highest  possible  known 
water  level.  This  pump  house  is  constructed  of  concrete, 
and  so  arranged  as  to  admit  water  to  the  inside  of  the  house 
through  long  intake  pipes  connecting  the  house  with  a 
screened  inlet  located  in  the  middle  of  the  river.  The  inlet 
pipes  terminate  in  gate  valves  hand  operated  from  the  motor 
floor  level.  These  pipes  discharge  into  a  separate  chamber 
in  which  a  secondary  double  system  of  screens  are  installed 
which  prevent  to  a  large  measure  foreign  matter  getting 
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into  the  system.  Beyond  these  screens  there  has  been  con- 
structed provision  for  stop  logs  which  will  serve  as  an  aux- 
iliary means  of  permitting  access  to  the  pumps  for  cleansing 
or  repairs,  should  anything  prevent  the  use  of  the  main  gate 
valves  for  the  purpose  of  shutting  off  the  water. 

The  pump  house  is  of  concrete,  heavily  reinforced 
throughout.  The  water  comes  through  grizzlies  or  screens 
into  the  base  of  the  pump  house,  and  is  there  handled  by  the 
vertical  centrifugal  pumps.  These  discharge  the  water  through 
the  IG-in.  main  above  mentioned. 

The  pumping  system  is  so  arranged  that  the  filter  beds 
can  be  later  constructed  in  the  space  between  the  auxiliary 
pump  house  and  the  main  pump  house.  These  filter  beds 
are  to  be  of  the  gravity  type  and  of  such  elevation  as  to 
allow  the  discharge  from  the  auxiliary  pump  house  to  run 
through  the  filter  beds  and  then  by  gravity  to  the  reservoir 
in  the  basement  of  the  pump  house. 

The  pumps  at  the  auxiliary  pump  house  are  operated 
from  the  main  switchboard,  one  bf  them  being  operated  by 
standard  hand  operated  starter  and  the  other  by  an  auto- 
matic patent  starting  device  controlled  by  a  float  switch. 
This  device  maintains  the  water  in  the  reservoir  forming 
the  suction  chamber  for  the  main  pumps  at  a  given  level. 
It  is  found  that  by  proper  regulation  of  the  inlet  valves  this 
automatic  pump  is  kept  in  practically  uniform  service  though 
its  arrangement  will  permit  of  its  starting  and  stopping  to 
automatic  control  at  the  level  in  the  reservoir. 

Engine  Room  Crane 

In  order  to  provide  means  for  readily  handling  all  parts 
of  the  power  plant  machinery  a  ten-ton  hand  operated  travel- 
ling crane  has  been  provided  which  runs  over  the  entire  tur- 
bine and  pump  room.  By  this  means  any  of  the  machinery 
can  be  readily  transmitted  for  the  purpose  of  inspection  or 
repairs.  By  means  of  transfer  cars  the  transformers  can 
be  wheeled  out  under  the  crane  to  facilitate  handling  their 
cores  for  inspection  or  repair  should  occasion  demand. 

Contracts 

The  construction  of  the  main  building  and  pump  house 
was  carried  out  by  Messrs.  Johnson  &  Gill,  of  Kamloops, 
and  the  installation  of  the  complete  plant  equipment  was 
carried  out  by  Messrs.  C.  C.  Moore  &  Company,  of  Seattle, 
and  included  turbines,  units,  motors  for  pumps,  and  complete 
switchboard  equipment  supplied  by  the  Canadian  General 
Electric  Company. 

Reservoir 

The  new  reservoir  has  a  capacity  for  1,, 500,000  Imperial 
gallons  and  is  located  south  of  the  eastern  part  of  the  city, 
between  Eighth  and  Ninth  Avenues  at  an  elevation  of  30  ft. 
head  above  the  river.  The  14-in.  steel  main  running  up 
Ninth  Avenue  connects  westward  with  the  old  power  station 
through  the  city  distributing  system,  and  eastward  through 
a  14-in.  and  16-in.  main  with  the  new  power  and  pumping 
station.  This  main  is  lapwelded  with  Matheson  joints  and 
in  addition  to  the  regular  coating  has  an  extra  wrapping  of 
burlap  as  a  protection  against  the  strong  alkaline  action  of 
the  soil  peculiar  to  the  district. 

The  design  decided  upon  was  a  totally  enclosed  rein- 
forced concrete  type  with  interior  dimensions  160  x  96  feet, 
and  a  depth  of  water  of  15  ft.  6  in.  at  the  eastern  end.  The 
roof  consisted  of  a  four-inch  slab  resting  on  a  beam  work 
supported  on  square  columns  16  ft.  centres  each  way.  The 
floor  has  a  slope  eastward  of  one  foot  in  its  length,  and  as 
the  columns  were  all  the  same  length  the  roof  had  a  similar 
grade. 

The  first  layer  is  4^  in.  and  was  poured  before  any 
forms  were  erected,  and  had  embedded  in  it  No.  26  mesh. 
After  the  forms  had  been  removed  the  final  layer  4  ins. 
thick  of  selected  materials  was  put  on  without  any  par- 
ticular bond  with  the  first  floor  l)eyond  carefully  washing  it 
down.    No  mesh  was  laid  on  the  final  layer  and  ^  x  ^  in. 


"V"  joints  were  left  about  ten  feet  from  the  walls  after  each 
day's  work.  This  floor  and  the  wetted  area  of  all  walls, 
which  were  purposely  left  rough,  was  given  a  plastered  coat 
of  l-.iyi  well  trowelled  in,  on  which  was  put  a  glazed  finish 
of  neat  cement  and  water.  The  "V"  joints  were  then  poured 
with  hot  asphalt.  Expansion  joints  divide  the  walls  vertically 
into  sections  about  32  feet  long.  These  were  formed  by 
allowing  no  special  bond  between  sections,  apart  from  a  dove- 
tail and  a  16-in.  gauge  copper  strip  with  a  3^  in.  "V"  notch 
across  the  joint. 

All  reinforcement  was  lapped  at  least  thirty  diameters 
to  form  the  splice.  Concrete  1:25^:5  mix  was  used  in  the 
rough  floor  and  all  footings,  and  1:2:4  mix  elsewhere,  ex- 
cepting the  plaster  coat  of  I'.lYz. 

On  September  24th,  1911,  the  reservoir  was  put  into 
permanent  commission.  The  wisdom  of  putting  in  the  ex- 
pansion joints  was  apparent  as  cracks  soon  appeared  in  the 
walls,  which  were  in  every  case  isolated  at  those  joints  and 
rendered  harmless  by  the  copper  strip  and  subsequent  plaster 
coat.  An  examination  six  weeks  later  showed  no  traces 
whatever  of  leakage,  all  drains  being  perfectly  dry. 

Economics  of  the  Power  Plants  Systems 

On  the  completion  of  the  above  projects  the  total  ex- 
penditure was  found  to  be  about  $550,000,  of  which  $295,000 
would  be  chargeable  to  the  hydro-electric  plant,  $130,000  to 
the  steam  plant  and  $135,000  to  the  waterworks  system,  in- 
cluding the  pumping  plant  and  reservoir. 

Hydro-Electric  Plant 

An  additional  expenditure  of  $25,000  was  made  on  the 
hydro-electric  plant  for  the  construction  of  the  syphon  on 
the  flume  system,  and  the  overhauling  of  the  flume  after 
the  two  years'  delay  in  completing  the  plant,  and  all  or  part 
of  this  should  be  charged  to  annual  maintenance.  This  charge 
added  to  the  capital  cost  would  bring  the  expenditure  of  the 
hydro-electric  plant  to  $330,000,  or  $160  per  h.p.  installed. 

Engineering 

The  engineering  of  the  several  projects  included  in  the 
systems  described  and  which  were  intended  to  form  a  com- 
plete scheme  for  future  development  was  carried  out  under 
the  direction  of  the  writer  as  Consulting  Engineer,  and  his 
firm,  Messrs.  Ducane  Dutcher  &  Fergusson,  ably  assisted 
by  members  of  the  staf¥,  including  Messrs.  N.  M.  Hall,  W.  E. 
McLean,  and  H.  A.  Daubner. 


Trade  Publications 

Asphalt  Plant — descriptive  catalogue  issued  by  the  War- 
ren Brothers  Company,  Boston,  Mass-,  manufacturers  of  all 
kinds  of  asphalt  paving  plants,  machinery  and  tools,  illus- 
trating and  describing  their  equipment. 

Cement  Belts — Bulletin  102,  issued  by  the  Cement  Gun 
Company,  Inc.,.  30  Church  Street,  New  York,  entitled  "Ce- 
ment Gun  on  the  Elephant-Butte  Dam,  New  Mexico,"  being 
a  reprint  from  an  article  in  the  Engineering  News  of  Sep- 
tember 30,  1915,  by  E.  H.  Baldwin.  The  same  company  have 
issued  bulletin  No.  91 — another  reprint  from  the  Engineer- 
ing News,  entitled  "Tunnel  Waterproofing  with  Cement  Clay 
Mortar." 


Trade  Inquiries 

214.  Builders'  supplies — A  Cape  Town  firm,  with  repre- 
sentatives covering  all  centres  in  the  Union,  asks  for  quota- 
tions on  asbestos  cement  sheets,  plumbers'  supplies,  closet 
seats,  brass  taps,  three-ply  board  and  school-boards,  black 
and  green  surface. 

227.  Metal  ceilings.— A  Newfoundland  firm  desires  to 
form  connection  with  Canadian  manufacturers  of  metal  ceil- 
ings for  dwelling  houses  and  stores. 
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Personal 

Mr.  Charles  L.  Marble  has  been  appointed  secretary 
and  manager  of  the  Wayne  Oil  Tank  and  Pump  Company, 
of  Woodstock,  succeeding  F.  R.  Haven. 

Lieut.  Eric  G.  Kingwell.  late  city  engineer,  Kamloops, 
B.  C,  is  making  a  recruiting  tour  through  the  Boundary 
and  Kootenay  districts  to  stir  up  interest  in  the  Pioneer 
battalion. 

Mr.  A.  Blair  Ripley,  who  has  had  charge  of  the  C.  P.  R. 
grade  separation  work  at  Toronto,  has  been  appointed  to 
command  a  construction  battalion  with  the  rank  of  Lieuten- 
ant-Colonel. The  battalion  will  be  composed  of  men  engaged 
in  bridge  building,  railway  construction,  roadwork  and  gen- 
eral construction  for  overseas  service.  Mr.  Ripley  is  a 
member  of  the  Canadian  Society  of  Civil  Engineers. 

Mr.  George  McKnight,  the  new  city  engineer  of  Fred- 
ericton,  N.  B.,  after  many  years  of  engineering  experience, 
returns  to  his  native  town.  Mr.  McKnight  was  born  in 
Fredericton  in  1879,  and  qualified  himself  for  his  profession 
by  special  courses  in  military  engineering.  He  started  out 
as  chain  man  on  a  land  surveying  party  in  the  province  of 
Quebec;  later  was  rod  man  on  the  National  Transcontinental 
Railway;  was  raised  to  level  in  1905;  passed  through  all  the 
promotion  stages,  until  in  1907  he  was  appointed  resident 
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Mr.  George  McKnight. 


engineer,  which  posilion  he  held  throughout  the  entire  con- 
struction of  that  work.  In  1911  he  became  construction  en- 
gineer for  J.  H.  Corbett  Company,  and  was  at  various  times 
in  Butlar  City,  Pa.,  Wheeler,  \"a.,  and  Knoxville.  Toward 
the  end  of  the  same  year  he  returned  to  Canada  to  act  as 
locating  engineer  for  the  I.  R.  C.  in  Nova  Scotia,  and  early 
in  1913  entered  the  employ  of  the  St.  John  and  Quebec 
Railway  Company,  which  position  he  resigned  on  .\pril 
!.■),  191(1,  to  take  ui)  his  duties  as  city  engineer  of  Fredericton, 


,\t  the  annual  meeting  of  tlie  National  Brick  Com- 
pany, Montreal,  it  was  reported  that  while  the  l)rick  busi- 
ness ^for  the  fiscal  year  ending  February  29  was  just  about 
as  dull  as  the  previous  year,  there  has,  however,  been  some 
improvement  within  the  past  month  or  two.  It  is  expected 
that  the  Ontario  National  Brick  plant,  near  Toronto,  will 
resume  operations  shortly,  having  closed  down  since  the 
latter  i)art  of  1914. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


F.  E.  Maxwell  &  Company,  contractors,  Montreal,  Que., 
have  registered. 

Builders  and  Contractors,  Limited,  Winnipeg,  Man.,  have 
been  incorporated. 

The  Manitoba  Plumbing  Company,  Limited,  has  been 
incorporated  with  a  capital  of  ■l^.'j.OOO,  head  office  at  Win- 
nipeg, Man. 

Building  permits  were  issued  at  St.  Catharines,  Ont., 
for  buildings  at  an  estimated  cost  of  $78,77.5  during  the 
month  of  April. 

The  Fowler  Machine  Works,  Limited,  has  been  incor- 
porated with  a  capital  of  ten  thousand  dollars;  head  oftice 
Vancouver,  B.  C. 

At  the  annual  meeting  of  the  shareholders  of  the 
berta  Sewer  Pipe  Company,  Calgary,  P.  Turner  Bone  was 
re-elected  president. 

Hon.  Mr.  Macdiarmid,  Minister  of  Pul)lic  Works,  has 
decided  to  adhere  to  the  original  Lake  Shure  route  for  the 
Toronto- Hamilton  highway. 

Building  permits  in  the  city  of  Hamilton,  Ont.,  up  to 
March  :il  of  this  year,  total  $102,315.  This  is  a  decrease  from 
the  same  period  last  year  of  $9,360. 

To  replace  the  plant  of  the  Dominion  Harvester  Com- 
pany, Medicine  Hat,  Alta.,  recently  destroyed  i)y  fire,  a  com- 
plete new  equipment  has  been  ordered. 

Building  operations  in  Amherst,  Ont.,  are  practically  at 
a  standstill.  It  is  stated  that  as  yet  there  lias  not  been  a 
single  house   contracted  for  this  season. 

Completed  plans  for  the  proposed  highway  work  to  be 
done  in  San  Diego  County,  Cal.,  under  the  bond  issue  which 
is  to  be  voted  upon  May  IG,  involve  the  expenditure  of 
$3,101,000. 

Figures  published  in  the  1915  annual  report  of  the  Bureau 
of  Labor  show  that  Iniilding  permits  througiiout  (Ontario 
declined  from  20,353  in  1914  to  31,318  in  1915,  and  llie  total 
cost  fell  from  $08,824,093  to  $33,310,943. 

In  the  city  of  Toronto  there  were  382  building  permits 
issued  during  the  month  of  April,  representing  a  total  cost 
in  buildings  of  $457,371,  as  compared  with  193  in  the  inontli 
of  March,  representing  a  total  cost  of  $273,240. 

The  Alberta  Farmers'  Co-operative  Elevator  Compaii)- 
have  awarded  a  contract  to  the  Thomas-Jamieson-McKenzie 
contracting  firm  of  Calgary,  to  erect  seven  standard-size 
elevators  in  the  northern  portion  of  the  province. 

The  Engineers  Club,  Thorold,  Limited,  has  been  in- 
corporated with  a  capital  of  $40,000,  head  office  at  Thorold. 
Ont.  The  object  of  the  company  is  the  promotion  of  social 
intercourse  and  mutual  benefit  and  friendship  amongst  its 
members. 

The  Miramichi  hospital  at  Newcastle,  N.  B.,  will  be 
opened  next  month  to  the  public.  This  building  has  a 
frontage  of  144  feet,  with  an  average  width  of  40  feet.  It 
is  a  splendidly  equipped  building,  and  was  erected  at  a  cost 
of  $90,000. 

A  million-dollar  mail  order  buildin.g  may  be  erected  liy 
the  T.  Eaton  Company  in  Toronto.  The  company  arc  negoti- 
ating with  the  city  authorities  to  obtain  for  the  site  an 
area  of  land  on  the  lake  front  from  Bay  Street  to  Yongc 
Street,  and  it  is  hoped  that  the  deal  will  be  closed  at  an 
early  date.    The  T.  Eaton  Company  are  to  obtain  a  lease 
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of  the  property  for  31  years,  the  rent  of  which  will  be  it!rir),()00 
per  annum. 

Roadmaking  is  going  on  at  Niagara  camp  under  the 
supervision  of  Lieutenant  J.  S.  McMurray  of  the  Engineer 
Corps,  in  preparation  for  the  opening  of  the  camp  on  the 
loth.    A  new  water  supply  system  is  also  being  installed. 

Negotiations  for  the  establishment  of  a  new  steel  plant 
in  Selkirk,  Man.,  are  under  way.  The  details  in  connection 
with  the  site  have  been  settled,  which  is  to  be  on  a  block 
of  land  adjoining  the  Manitoba  Roller  Mills.  The  structure 
will  be  of  steel. 

There  has  been  great  activity  in  building  circles  in 
Quebec,  P.  Q.,  recently.  A  large  number  of  building  per- 
mits have  been  issued,  amongst  them  being  included  one  to 
Hon.  George  E.  Amyot  for  the  erection  of  a  $.50,000  factory 
on  St.  Helene  Street. 

Trouble  was  experienced  recently  in  Montreal  when  the 
hank  of  the  canal  gave  way  and  the  water  threatened  to 
undermine  the  city  water  mains  and  sewer.  It  is  planned 
to  face  the  banks  with  concrete  on  a  solid  concrete  trench 
at  the  bottom  of  the  canal. 

Building  permits  at  Welland,  Ont.,  for  the  month  of 
April  this  year  amount  to  $30,086,  as  compared  with  $10,4.')3 
for  the  same  month  last  year.  Total  for  this  year  up  to 
the  end  of  April  is  $H0,134,  while  for  the  corresponding- 
period  last  year  it  was  $5.'>,0:!.3. 

Work  on  the  new  C.  P.  R.  station  at  Quebec,  P.  Q.,  is 
progressing  rapidly.  One  suite  of  rooms  is  already  com- 
pleted for  the  use  of  the  passenger  departments.  The  roof- 
ing is  practically  finished,  and  it  is  expected  that  the  whfilc 
station  will  be  completed  by  July. 

Chairman  Smithers,  of  the  Grand  Trunk  Railway  Com- 
pany, has  written  to  Premier  Borden,  suggesting  that  tlie 
Dominion  Government  take  over  the  Grand  Trunk  Pacific 
Railway  owing  to  the  inaljility  of  the  company  to  meet  the 
debts  and  deficits  on  that  system. 

The  city  of  Charlottetown,  P.E.I.,  propose  to  install  a 
low  lift  pumping  station,  to  deal  with  a  million  gallons  of 
water  per  day.  The  pumps  will  be  driven  by  oil  engines 
and  will  distriljute  the  water  to  the  reservoirs.  The  con- 
sulting engineers  are  R.  S.  and  W.  S.  Lea,  Montreal. 

Mr.  John  Kerr,  founder  of  the  firm  of  J.  &  J.  Kerr, 
builders  and  contractors,  Petrolea,  Ont.,  died  on  the  18tli 
inst.  He  was  horn  in  Bonhill,  near  Glasgow,  Scotland,  in 
1841,  and  came  to  Canada  in  1847.  Mr.  Kerr  was  also  largely 
interested  in  the  refining  and  production  of  petroleum. 

The  United  States  Government  has  taken  objection  to 
the  proposed  Chippewa  Creek  diversion  plan  for  the  de- 
velopment of  power  at  Niagara,  and  have  sent  a  note  to 
the  Ontario  Government  regarding  the  same,  suggesting 
that  the  matter  be  referred  to  the  International  Joint  Com- 
mission for  investigation. 

A  new  steel  bridge  is  to  be  built  at  Nanaimo,  B.  C,  at 
an  estimated  cost  of  about  $5,000,  to  connect  Newcastle 
Townsite  and  the  main  business  section  of  Nanaimo.  The 
City  Council  have  decided  to  purchase  two  steel  spans 
which  were  used  in  the  old  Granville  .Street  bridge,  Van- 
couver, for  use  in  its  construction. 

The  old  bridge  at  the  foot  of  Bathurst  Street,  Toronto, 
is  to  be  torn  down  immediately,  and  a  new  one  erected  on 
the  same  site,  built  on  concrete  abutments  resting  on  bed 
rock.  With  the  exception  of  the  abutments  the  bridge  is  to 
l)e  entirely  of  steel.  It  will  have  a  clearance  of  33  feet  over 
the  railroad  tracks  below.  It  will  probably  be  completed 
by  July  of  this  year. 

For  the  month  of  April  this  year  tlie  number  of  liuild- 
ing  permits  issued  in  the  city  of  Montreal  is  230,  represent- 
ing a  value  of  $428,530,  as  compared  with  313  in  April,  1915, 


representing  a  value  of  $973,891.  There  were  438  permits 
issued  up  to  April  30  this  year,  value  $911,950,  while  for  the 
same  period  last  year  there  were  efiO,  value  $1,865,827. 

The  Provincial  Lime  Company,  Limited,  with  head- 
quarters at  Brookville,  N.  B.,  have  been  granted  letters  pat- 
ent^  The  promoters  are  H.  A.  Allison,  G.  E.  C.  Gandy,  R. 
D.  Paterson,  S.  G.  Olive  and  Harry  E.  Reardon,  all  of  St. 
John.  The  purpose  of  the  company  is  to  carry  on  a  general 
business  of  quarrying  and  manufacturing  limestone  and  all 
of  its  products. 

The  special  committee  of  Parliament  formed  to  pass 
upon  the  plans  for  the  reconstruction  of  the  Parliament 
Buildings,  Ottawa,  have  decided  to  follow  the  general  plans 
as  submitted  by  Architects  Pearson  and  Marchand,  of  To- 
ronto and  Montreal.  There  will  be  a  few  minor  changes, 
and  it  is  expected  that  the  contract  will  be  let  almost  im- 
mediately for  a  sum  in  the  neighborhood  of  $1,500,000. 

Since  the  first  of  the  month  eleven  building  permits 
have  been  issued  at  the  city  hall,  Peterboro.  The  value  of 
new  buildings  represented  is  about  eighteen  thousand  dol- 
lars. The  chief  among  the  list  is  a  permit  authorizing  the 
erection  of  an  addition  to  the  plant  of  the  Bonner-Worth 
Company,  on  McDonnell  Street,  at  an  estimated  expendi- 
ture of  ten  thousand  dollars. 

Eighteen  tenders  were  submitted  to  the  Toronto  Harbor 
Commission  for  the  construction  of  a  concrete  harbor  head- 
wall  and  cribs,  part  of  the  harbor  development  work  from 
Bathurst  to  Brock  Streets.  It  has  been  decided  by  the 
Commissioners  to  award  the  contract  to  R.  Weddell  Com- 
pany, providing  the  tenders  are  in  compliance  with  the 
specifications,  on  which  report  has  yet  to  be  made.  Some 
portion  of  the  contract  will  also  probal)ly  go  to  the  Russell 
Company,  of  Toronto.  The  whole  work,  which  is  to  be  com- 
menced at  an  early  date,  will  cost  approximately  $350,000. 

Big  structures  to  cost  over  $7,000,000  are  in  the  building- 
programme  of  Toronto,  Ont.,  for  the  spring  and  summer. 
The  following  is  a  list  of  building  permits  which  liave  been 


issued  or  will  probably  be  issued  shortly: — 

Union  Station  $3,400,000 

Customs   House   1,500,000 

Robert  Simpson  Company  warehouse   . .  .  500,001) 

T.    Eaton    Company   warehouse    500, 000 

Robert    Simpson    Company    dormitories..  300,000 

Princess  Theatre    loo.ooo 

T.  Eaton  Co.  4-storey  stable    joo.ooo 

Majestic  Theatre   (changes)    50,000 

T.  Eaton  Co.  mail  order  building    1,000,000 


The  Jefferson  highway  proposition  received  hearty  en- 
dorsation  at  a  recent  meeting,  of  the  Manitoba  Good  Roads 
Association,  to  which  representative  men  of  the  city  of 
Winnipeg  had  been  specially  invited  to  consider  the  ques- 
tion. Mayor  Waugh,  who  seconded  the  motion  put  by  the 
Hon.  Thomas  H.  Johnson,  Minister  of  Public  Works,  em- 
phasized the  great  advertising  value  to  Winnipeg  and  the 
West  which  would  accrue  from  such  direct  communication 
with  the  whole  of  the  American  continent.  The  JefTerson 
highway  will  thus  connect  Winnipeg  with  New  Orleans,  which 
road  will  cross  a  transcontinental,  running  east  and  west,  and 
called  the  "Lincoln,"  at  Des  Moines. 

The  formation  of  the  Fitzhugh-Crowley  Corporation, 
engineers,  constructors,  and  railway  specialists,  with  offices 
at  60  Broadway,  New  York,  is  announced.  Mr.  E.  H.'Fitz- 
hugh,  the  president  of  the  corporation,  was  formerly  vice- 
president  of  the  Grand  Trunk  Railway  Co.,  and  president 
and  general  manager  of  the  Central  Vermont  Railway.  In 
these  capacities  he  took  a  prominent  part  in  the  great  de- 
velopment of  railroad  facilities  in  Canada  in  recent  years. 
Associated  with  him  is  Mr.  Charles  J.  Crowley,  well  known 
in  Toronto,  and  a  railroad  engineer  of  long  standing  reputa- 
tion. Mr.  Crowley  will  act  as  vice-president  and  chief  en- 
gineer of  the  newly  formed  corporation. 


Contracts  Department 

News    of   Special   Interest   to  Contractors,   Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Ayltner,  Que. 

Plans  for  the  proposed  filtration  plant 
are  being  prepared  by  F.  Meddles,  care 
of  Montreal  Power  Company,  Montreal. 
Approximate  cost,  $35,000. 


Wellesley  Township,  Ont. 

Tenders  on  the  conslrnctinn  of  the 
Halm  Drain  will  be  received  until  May 
JiOth  by  the  Township  Clerk,  Peter 
Sclmmnur,  St.  Clements. 


CONTRACTS  AWARDED 

Essex,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  the  supply  of  one  deep  well 
pump,  one  fire  pump  and  motors  to 
Canadian  Allis-Chalmers,  limited,  212 
King  Street  West,  Toronto.  Approxi- 
mate cost,  $3,050. 


Brampton,  Ont. 

Revised  plans  are  to  be  prepared  for 
the  proijosed  addition  to  the  .Sunday 
School  of  the  Methodist  Church,  and 
new   lendei'S   will    be   called.  .'\rcliitcct. 


Hartley  Galloway,  79  Adelaide  Street  E., 
Toronto.    Approximate  cost,  $10,000.  • 

Calgary,  Alta. 

The  Hospitals  Board  are  considerin.u' 
the  erection  of  an  addition  to  the  Gen- 
eral Hospital  to  accommodate  100  nurses. 
Approximate  cost,  $00,000. 

Dundas,  Ont. 

The  by-law  to  authorize  the  erection 
of  a  High  School  at  an  approximate 
cost  of  $35,000  has  been  defeated. 

Haileybury,  Ont. 

The  High  School  Board  will  receive 
tenders  until  May  15th  for  the  erection 
of  the  School  of  Mines  Building.  Plans 
and  specifications  at  office  of  the  Sec- 
retary, J.  H.  Shibley,  Box  179,  and  at 
the  T.  &  N.  O.  Station.  Approximate 
cost,  $30,000.  . 

Hazenmore,  Sask. 

The  Trustees  of  School  District  .1225 
have  been  empowered  to  borrow  $6,000 
for  the  erection  of  a  two-roomed  brick 
school.  Treasurer,  H,  Whiteley,  Hazen- 
more. 

London,  Ont. 

The  Trades  &  Labor  Council  propose 
to  build  a  Temple  at  an  approximate 
cost  of  $45,000,  and  will  have  plans  pre- 
pared. Particulars  from  James  Hussley, 
341  Colborne  Street. 

McGregor,  Ont. 

The  Catholic  Trustees  are  considering 
the  erection  of  a  school,  at  an  approxi-. 
mate  cost  of  $10,000.      Particulars  from 
Father  J.  A.  Pinsonneault. 

Ottawa,  Ont. 

The  Department  of  Public  Works  have 
included  in  their  supplementary  estimates 
the  sum  of  $240,000  for  a  new  roof  for 
the  East  Block.  Secretary,  R.  C.  Des- 
rochers. 

Portage  La  Prairie,  Man. 

The  by-law  to  authorize  the  raising  of 
$04,500  for  the  erection  of  a  school  has 
l)een  defeated. 

St.  Raphael  D'Aston,  Que. 

Work  is  about  to  start  on  the  erec- 
tion of  a  Presbytery  for  the  Parish.  The 
general  contract  will  prol^ably  be  let  to 
La  Cie.  Ouvriere,  St.  Raphael  d'Aston. 
Approximate  cost,  $8,000.  .\rcliitects. 
r^ouis  Caron  &  Fils,  Nicolet. 

Swanson,  Sask. 

The  Trustees  of  T\night  .School  Dis- 
trict 1750  have  been  authorized  to  bor- 
row $0,000  for  the  erection  of  a  school. 
Treasurer,   \V.   G.   Grigg,  Swanson. 

Tavistock,  Ont. 

The  ratepayers  have  authorized  the 
$9,000.  Tenders  will  probably  be  called 
shortly.  Architect,  J.  S.  Russell.  31 
Downie  Street,  Stratford. 

Victoria,  B.  C. 

The  .School  Hoard  are  having  plans 
drawn  for  a  school  to  be  built  on  King's 


Dundas,  Ont. 

The  by-law  authorizing  the  construc- 
tion of  concrete  sidewalks  at  an  ap- 
proximate cost  of  $5,500  has  been  car- 
ried. The  other  by-laws  for  sewers  and 
sewage  disposal  plant  were  defeated. 
Town  Clerk,  J.  S.  Fry. 

Grand  Prairie,  Alta. 

The  Village  Council  have  had  plans 
prepared  for  a  water  supply  to  be  taken 
from  Bear  Creek. 

Markham,  Ont. 

The  \'illage  Clerk,  M.  White,  will  re- 
ceive tenders  until  May  15th  for  the  con- 
struction of  approximately  35,000  square 
feet  of  concrete  sidewalk  according  to 
city   of   Toronto  specifications. 

Orford  Township,  Ont. 

The  Township  Clerk,  F.  Littlejohn. 
Highgate,  will  receive  tenders  until  May 
30th  for  the  construction  of  the  Butler 
Drain. 

Ottawa,  Ont. 

The  City  Council  are  having  plans 
prepared  for  asphalt  pavement,  gutter 
and  catch  basins  to  be  constructed  on 
Hinton  Avenue.  Approximate  cost, 
$8,000.    Engineer.  F.  C.  Askwith. 

St.  Foye,  Que. 

The  Municipal  Council  propose  to  ex- 
pend $15,000  on  sidewalks  and  $100,000 
on  macadam  roads  during  the  season. 
Secretary,  P.  N.  Robitaille. 

Sudbury,  Ont. 

The  Town  Council  propose  to  lay 
bitulithic  pavement  on  a  portion  of  Sta- 
tion Street.     Clerk,  W.  J.  Ross. 

Tilbury,  Ont. 

The  Town  Council  are  considering  the 
laying  of  pavement  on  a  number  of 
streets.     Clerk,  W.  H.  PTutton. 

Tillsonburg,  Ont. 

The  1'own  Council  are  considering  the 
laying  of  crushed  stone  on  the  roads  at 
an  approximate  cost  of  $5,000.  (  lerk, 
.\.  E.  Rayncs. 

Toronto,  Ont. 

Works  Commissioner  Harris  has  re- 
commended the  construction  of  asphalt 
pavenYent  to  cost  about  $15,800,  .ind 
wood  block  pavement  to  cost  $0,880, 


Ingersoll,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  the  construction  of  pave- 
ments during  the  year  to  the  Municipal 
Concrete  Construction  Company,  at  10c 
per  square  foot. 

North  Bay,  Ont. 

The  Town  Council  have  let  a  con- 
tract for  the  construction  of  sewers  to 
C.  Sandreldi.    Approximate  cost,  $3,500. 

Ottawa,  Ont. 

The  City  Council  have  let  the  con- 
tract for  the  supply  of  a  quantity  of 
watermain  to  the  National  Iron  Works, 
Limited,  Cherry  Street,  Toronto. 

The  contract  for  supply  of  sidewalk 
forms  has  been  let  by  the  City  Coun- 
cil to  Mussens  Limited,  318  St.  James 
Street,  Montreal. 


Railroads,  Bridges  and  Wharves 

Howick  Township,  Ont. 

The  Township  Clerk,  Mrs.  C.  E. 
Walker,  Gorrie,  will  receive  tenders  un- 
til May  17th  for  concrete  abutments  for 
two  bridges. 

Jacquet  River,  N.B. 

Tenders  will  be  received  until  noon, 
'May  17th,  by  Hon.  John  Morrissy,  Min- 
ister of  Public  Works,  Fredericton,  for 
the  superstructure  and  approaches  of 
a  jjroposed  bridge.  Plans  and  specifica- 
tions at  the  Provincial  Rooms,  St,  John, 
and  with  D.  McAllister,  Jacquet  River, 
and    D,    Stewart,   M.L.A.,  Campbellton. 

Lobo  Township,  Ont. 

Tenders  on  the  construction  of  a  steel 
bridge  for  the  Township  Council  will 
be  received  until  May  27th  by  the  En- 
gineer, Charles  Talbot,  London.  Esti- 
mated cost,  $10,000. 

Quebec  County,  Que. 

The  construction  of  an  electric  rail- 
way, estimated  to  cost  $150,000,  is  be- 
ing considered  by  the  Quebec  Railway, 
Light  &   I'ower  Company,  Quebec. 

Public  Buildings,  Churches 
and  Schools 

Amherst,  N.S. 

The  Tciwii  Council  propose  to  remodel 
the  County  Academy  and  install  a  heat- 
ing system.    Clerk,  W.  F.  Donkin. 
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Road,  at  an  approximate  cost  of  $25,000. 
Architect,  C.  E.  Watkins,  Green  Block. 
Brick  construction. 

CONTRACTS  AWARDED 

Cochrane,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  let  to  Oliver,  Ed- 
ward &  Company,  care  of  W.  D.  Mc- 
Douglas,  Secretary  to  the  School  Board. 
Approximate  cost.  .$40,000.  Architects. 
Angus  &  Angus,  North  Bay. 

Dover  Township,  Ont. 

The  contract  for  masonry,  carpentry, 
plastering  and  painting  required  in  the 
erection  of  the  Presbyterian  Church  has 
been  awarded  to  Harry  Rayment,  1.55 
Grand  Avenue  W.,  Chatham,  at  $4,813. 

Havre  au  Bouche,  N.S. 

The  contract  for  exterior  work  re- 
quired in  the  erection  of  a  church  for 
the  Roman  Catholic  Congregation  has 
been  awarded  to  Landry  &  McGillivray, 
.Antigonish.  Approximate  cost  of  build- 
ing, $35,000. 

Kingston,  Ont. 

Work  has  been  started  on  the  erection 
of  a  school  for  the  Public  School  Board, 
and  the  plumbing  contract  has  been  let 
to  Taylor  Brothers,  Almonte. 

Montreal,  Que. 

The  contract  for  carpentry  required  in 
the  erection  of  a  Presbytery  for  Ste. 
Catharine  Parish  has  been  let  to  R. 
Marsolais.  319  Beaudry  Street,  the  roof- 
ing, heating  and  plumbing  to  T.  Les- 
sard  &  Sons.  Ltd..  191  Craig  Street  E., 
plastering  to  J.  Chamberland,  553  Dur- 
ocher  Street,  and  electrical  work  to  L. 
Ortiz,  376  Fabre  Street. 

The  general  contract  for  the  erection 
of  a  Presbytery  for  the  Trustees  of  Ste. 
Catherine  Parish,  408  .\mherst  Street, 
has  been  awarded  to  O.  .\rchambault. 
610  Pare  Lafontaine  Street.  Approxi- 
mate cost,  $28,000. 

The  general  contract  for  the  construc- 
tion of  a  basement  for  the  proposed 
Church  of  St.  Peter  and  St.  Paul  has 
been  awarded  to  Prima  Corbeil,  383 
Fabre  Street. 

Mt.  Dennis,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  school  now  be- 
ing built  for  the  Trustees  of  School  Sec- 
tion 38: — roofing,  W.  E.  Dillon  Com- 
pany. Limited.  183  George  Street,  To- 
ronto; terrazzo  floors.  Italian  Mosaic  & 
Marble  Company,  Colle.ge  Street.  Toron- 
to; electrical  work.  \V.  F.  Moon  &  Com- 
pany. 1724  Dundas  Street,  Toronto: 
Ddinting.  Fell  Brothers.  44  McMurray 
Street,  Toronto. 

Ponteix,  Sask. 

The  general  contract  for  the  erection 
of  a  church  and  rectory  for  the  Roman 
Catholic  Congregation  has  been  award- 
ed to  the  Poole  Construction  Company, 
Limited,  Smith  and  13th  Streets,  Re- 
gina.    Approximate  cost,  $30,000. 

Quebec,  Que. 

The  Commercial  Academy,  Cook  St., 
have  awarded  the  general  contract  for 
the  erection  of  a  College  on  Chauveau 
Street  to  Jinchereau  &  Lamonde,  335 
Richardson  Street,  at  $260,000. 

St.  Antoine  de  Bienville,  Que. 

In  connection  with  the  erection  of  the 
Parish  Church,  the  masonry  contract  has 


been  let  to  I'aquet  &  Godbout,  St.  Hya- 
cinthe. 

In  connection  with  the  Parish  Church, 
the  carpentry  contract  has  been  let  to 
Paquet  &  Godbout,  21  William  Street, 
St.  Hyacinthc,  painting  to  O.  Lachance, 
25  Eden  Street,  Levis,  and  electrical 
work  to  P.  P.  Giguere,  55  Des  Fosses 
Street,  Quebec. 

St.  Evariste  de  Forsythe,  Que. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  Albert 
Langelier,  St.  Victor  de  Trung.  Ap- 
proximate cost,  $10,500. 

St.  Therese,  Que. 

The  contract  for  the  erection  of  a 
convent  for  the  Rev.  Sisters  of  the  Con- 
gregation Notre  Dame  has  been  let  to 
Beausejour,  Letourneau  &  Company, 
Grand'Mere,  Que.  Brick,  stone  and  con- 
crete construction.  Estimated  cost, 
$56,000. 

Toronto,  Ont. 

The  Separate  School  Board  have  let 
the  following  contracts  in  connection 
with  St.  Monica's  School: — masonry,  M. 
Manley.  1058  College  Street;  carpentry, 
D.  &  M.  J.  Madden,  553  Adelaide  Street 
W.;  roofing.  A.  Ryan.  962  Bathurst  St.; 
steel  work,  McGregor  &  Mclntyre,  1139 
Shaw  Street;  plumbing,  W.  J.  McGuire, 
Limited,  91  James  Street;  heating,  T.  E. 
Regan,  95  Booth  Avenue. 

The  following  contracts  in  connection 
with  the  addition  to  St.  Peter's  School 
have  been  let  by  the  Separate  School 
Board: — masonry,  John  McGloe,  285 
Sherbourrie  Street;  carpentry,  D.  &  M. 
J.  Madden,  552  Adelaide  Street  West. 


Business  Buildings  and  Indus- 
trial Plants 

Aylmer,  Que. 

The  Fair  Association  contemplate  the 
erection  of  Fair  Buildintrs,  estimated  to 
cost  $4,000.    Secretary,  F.  Duma. 

Banff,  Alta. 

Harold  S.  Johnston  has  been  appoint- 
ed Architect  for  the  proposed  block  to 
be  erected  on  Banff  Avenue  for  R.  G. 
Brett.     Estimated  cost,  $20,000. 

Barriefield,  Ont. 

The  Department  '  of  Militia  have  re- 
ceived tenders  on  the  erection  of  a  num- 
ber of  frame  buildings  at  the  Camp.  ,Ap- 
l^roximate  cost,  $16,000. 

Crampton,  Ont. 

John  Jenkins,  Avon  Gravel  Road.  In- 
gersoll,  is  considering  the  erection  of 
stock  barns  and  a  residence,  estimated  to 
cost  $4,500. 

Dresden,  Ont. 

Thomas  Pavy  has  commenced  the 
erection  of  stock  buildings,  estimated  to 
cost  $3,300.  Steel  and  cement  construc- 
tion. 

Greenock,  Ont. 

.Andrew  Watson.  R.  R.  No.  1,  Paisley, 
is  preparing  plans  of  a  stock  barn,  to 
cost  about  $3,000.  Frame  and  concrete 
construction. 

Halifax,  N.S. 

Bonds  Limited,  Barrington  Street,  are 
having  plans  prepared  for  remodelling 
a  restaurant  building,  estimated  to  cost 
$20,000.    Architect,  S.  P.  Dumaresq.  St: 


Paul  Building.  Reinforced  concrete  and 
brick  construction, 

Hamilton,  Ont. 

George  Hill,  21  Vine  Street,  is  receiv- 
ing tenders  on  steel  work  and  roofing 
required  in  connectif)n  with  the  stable 
which  he  is  building. 

Maiden  Township,  Ont. 

Ernest  Shaw.  Concession  3,  Amherst- 
burg,  Ont..  will  shortly  commence  the 
erection  of  a  stock  barn.  Estimated  cost. 
$3,000.  Frame  and  concrete  construc- 
tion, j 

Montreal,  Que. 

Thomas  Lamb.  Architect.  New  York, 
is  preparing  plans  for  a  theatre  to  be 
built  for  G,  Rabinovitch,  532  St.  Law- 
rence Boulevard.  Approximate  cost, 
$250,000. 

H.  Morgan  &  Company,  16  Beaver 
Hall  Hill,  are  about  to  erect  a  garage, 
estimated  to  cost  $10,000.  Brick  and 
concrete  construction. 

New  Hamburg,  Ont. 

Work  has  been  started  by  H.  Dei- 
chert  on  the  erection  of  an  addition  to 
a  store,  estimated  to  cost  $3,000.  Brick 
and  concrete  construction. 

Ottawa.  Ont. 

The  Burrows  Refining  Company.  629 
Wellington  Street,  are  about  to  com- 
mence the  erection  of  a  nickel  refinery, 
estimated  to  cost  $6,000.  Ironclad  and 
frame  construction. 

Prince  Edward  Island.  Ont. 

William  Lockhart,  Ruscomb,  Ont.,  is 
considering  the  construction  of  a  plant 
for  the  manufacture  of  brick  and  tile. 
Estimated  cost,  $10,000. 

Quebec,  Que. 

E.  Julien  &  Company.  1230  St.  \'alier 
Street,  have  commenced  the  erection  of 
a  store,  estimated  to  cost  $3,000.  Brick 
and  concrete  construction. 

Work  has  been  started  by  Bedard  & 
Kippan.  12  Cartier  Avenue,  on  the  erec- 
tion of  a  theatre  on  St.  John  Street. 
Estimated  cost,  $6,000. 

St.  Clothilde,  Que. 

Omer  Bergeron  is  about  to  start  work 
on  a  sawmill,  estimated  to  cost  $5,000. 
Frame  and  metal  construction. 

Sudbury,  Ont. 

V.  L.  Morgan  is  preparing  plans  for 
stores  to  be  erected  for  J.  P.  Coulson. 
Brick  and  concrete  construction.  .Ap- 
proximate cost,  $4,000. 

Toronto,  Ont. 

W.  G.  Hunt.  Architect,  12  Queen  St. 
E.,  is  preparing  plans  for  two  stores  to 
be  erected  on  St.  Clair  Avenue  W^.,  at 
an  approximate  cost  of  $6,000.  Tenders 
will  be  called  shortly.  Brick  construc- 
tion. 

C.  J.  Gibson,  Architect,  53  Yonge  St., 
will  receive  tenders  until  May  13th  on 
all  trades  required  in  the  erection  of  an 
office  and  warehouse  for  William  Long. 
406  Yonge  Street.  Brick  and  steel  con- 
struction.   Approximate  cost,  $25,000. 

The  Sun  Beam  Lamp  Company,  Duf- 
ferin  Street,  have  had  plans. prepared  for 
a  storage  building,  to  cost  about  $17,000. 
Brick  and  steel  construction. 

The  Board  of  Control  will  receive  ten- 
ders -until  May  33rd  for  the  erection  of 
an  addition  to  the  St.  Clair  .Avenue  Car 
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Barns,  estimated  to  cost  $35,000.    Steel  ' 
and  frame  and  brick  construction.  Plans 
at  Room  311,  City  Hall. 

Plans  have  been  prepared  for  an  addi- 
tion to  the  premises  of  the  McClary 
Manufacturing  Companj%  177  King-  St. 
W.  Brick  construction.  'Approximate 
cost,  $3,500. 

Tlie  T.  Kali  in  Companj'  arc  negotiat- 
ing with  tlic  llarliiir  t '(imniissioners  for 
a  site  fi>r  tlic  erection  of  a  warehouse. 
Estimated  cost,  $1,000,000. 

The  Toronto  Harbor  Commissioners 
are  building  a  machine  shop,  estimated 
to  cost  $15,000.  Corrugated  iron  and 
brick  construction. 

Whitby,  Ont. 

John  T.  Hornsby  is  preparing  plans 
for  two  stores  to  be  built  on  Brock 
Street  for  W.  J.  H.  Richardson.  Fire- 
])roof  construction.  Estimated  cost, 
$5,500. 

Windsor,  Ont. 

G.  Jacques  &  Company.  Boug  Block, 
will  receive  tenders  until  May  30th  for 
the  erection  of  a  block  of  stores  and  fiats 
on  Dougal  and  Pitt  Streets  for  Herman 
Benstein,  133  Goyeau  Street.  Brick  and 
concrete  construction.  Estimated  cost, 
$30,000. 

Winnipeg,  Man. 

The  Department  of  Public  Works. 
Ottawa,  have  included  in  their  supple- 
mentary estimates  the  sum  of  $500,000 
for  the  erection  of  a  grain  elevator. 

CONTRACTS  AWARDED 

Halifax,  N.S. 

The  contract  for  all  work  except 
plumbing  and  electrical  work  required 
in  alterations  to  a  theatre  for  the 
Academy  of  Music,  Limited,  has  been 
awarded  to  S.  M.  Brookfield  Limited, 
58  Granville  Street,  Approximate  cost. 
$30,000. 

The  contract  for  brick  work  required 
in  the  construction  of  a  gas  plant  for  the 
Halifax  Electric  Tram  Company  has* 
l)een  awarded  to  MacKenzic  &  Murphey. 
Sydney.  N.  S.,  and  the  contract  for  sup- 

I)  ly  of  about  1.000,000  brick  to  the  Nova 
Scotia  Clay  Works,  Ltd.,  Halifax. 

Hamilton,  Ont. 

Tn  connection  with  the  erection  of  an 
addition  to  the  premises  of  the  Zim- 
merman Manufacturing  Company,  the 
contract  for  roofing  has  been  awarded  to 
John  Riddle  &  Son,  13  Ferguson  Avenue 
N..  heating  and  plumbing  to  W.  J. 
Walsh,  315  King  Street  E.,  and  elec- 
trical work  to  Snyder  Brothers,  37  King 
William  Street. 

Maisonneuve,  Que. 

The  general  contract  for  the  erection 
of  an  office  and  residence  for  Abel. 
Fortin  &  Cie.,  Desjardins  Street,  has 
been  let  to  Arsene  Croquette,  170  Bour- 
bon Street.  Brick,  construction.  Ap- 
proximate  cost,  $3,500. 

The  general  contract  for  alterations 
and  additions  to  an  oftice  and  factory 
for  Ihe  Columbus  Rubber  Company,  llO 

II)  erville   Street,   has   been   awarded  to 

— j\     £^raHpn    T.imited     143  _Fi fth  AvenUC^ 

3Iaisonpp"'"^p-   -BnVk  and  concrete  con- 
structibn.     Estimated  cost.  $20,000. 

The  general  contract  for  the  erection 
of  an  office  and  store  building  for  the 
Grand    Trunk    Railway    Company  has 


~  Ijeen  awarded  to  E.  Garrigan.  31  s  Bai- 
lantyne  Avenue.  Montreal  West.  Esti- 
mated cost,  $3,500, 

The  contract  for  mill  work  required 
in  the  erection  of  an  addition  to  the 
exchange  of  the  Bell  Telephone  Com- 
pany has  been  let  to  William  Rutherford 
&  Sons  Company,  Atwater  Avenue. 

Montreal,  Que. 

Tlic  contract  for  ventilating  and  heat- 
ing in  connection  with  the  emergency 
hospital  now  in  course  of  erection  for 
the  Montreal  Locomotive  Works.  Ltd... 
has  been  let  to  L.  E.  Moulton  &  Com- 
pany. Limited,  143  Inspector  Street. 

New  Glasgow,  N.S. 

The  general  contract  for  the  erection 
of  a  theatre  for  McNeil  &  Smith  has 
been  awarded  to  R.  L.  Olding.  Forbes 
Street.  Steel,  concrete  and  brick  con- 
struction.    .Approximate  cost,  $35,000. 

McCulloch  &  King  have  let  the  gen- 
eral contract  for  the  erection  of  a  the- 
atre to  J,  D.  Grant.  Nelson  Street,  and 
work  has  started.  Brick,  concrete  and 
steel  constructiiin.  Estimated  cost. 
$25,000. 

Niagara  Falls,  Ont. 

In  connection  with  the  erection  of  a 
garage  for  M.  H.  Buckley.  20  Ontario 
Avenue,  the  contract  for  asbestos  roof- 
ing has  been  let  to  the  Canadian  H.  W. 
Tohns-Manville  Company,  19  Front  St. 
E.,  Toronto.  This  was  previously  re- 
ported as  being  a  contract  for  tar  roof- 
ing. 

Ottawa,  Ont. 

The  contract  for  tile  work  required  in 
alterations  to  premises  for  G.  P.  Mat- 
thewman,  130  Sparks  Street,  has  l)een 
let  to  the  Ottawa  Tile  &  Mosaic  Com- 
pany, 398  Laurier  Street,  liainting  to  W. 
T.  Carson.  393  Laurier  Street  W..  heat- 
ing and  plumbing  to  Holloway  &  Sons. 
373  Somerset  Street,  and  electrical  work 
to  W.   R.  McCallum.  535  Bank  Street. 

Outremont,  Que. 

J.  Marquis.  3655  Esplanade  Avenue, 
has  commenced  the  erection  of  a  store 
and  residence  for  Hector  Godin.  147 
Fairmount  Street  W.  Brick  and  stone 
construction.    Approximate  cost,  $15,000. 

Peterboro,  Ont. 

The  contract  for  electrical  work  re- 
quired in  connection  with  the  addition 
to  the  premises  of  the  Bonner-Worth 
Company  has  been  let  to  Alexander  Mil- 
ler, George  Street, 

Preston,  Ont. 

The  general  contract  ff)r  an  addition 
to  the  premises  of  the  Solid  Leather 
Shoe  Company  has  been  let  to  R.  Gate- 
house. Pressed  brick  construction.  .Ap- 
proximate cost.  $35,000. 

Quebec,  Que. 

In  connection  witli  the  ])remiscs  in 
course  of  erection  for  La  Cie.  De  Litho- 
.graphie  Ltd.,  the  masonry  has  been  let 
to  E.  Frenette.  86  Cremanzie  Street, 
roofing  to  O.  Barheau.  154  Franklin  St.. 
and  carpentry  to  the  general  contractor. 
Healing,  plumbing  and  electrical  work 
will  be  sub-let  by  owners. 

In  connection  with  the  stock  yards 
now  being  constructed  for  the  Quebec 
Abattoir  Company,  Limoilou,  the  con- 
tract for  roofing,  plastering,  painting 
and  heating  has  been  let  to  E.  Falar- 
deau,  .308  Queen  Street,  plumbing  to  F. 
.Gingras,   36   St.    Augustin    Street,  and 


electrical  work  to  Goulet  &  Belangcr, 
337  St.  Joseph  Street. 

The  general  contract  for  the  erection 
of  a  store  and  residence  for  G.  Lepinc, 
381  St.  Valier  Street,  has  been  let  to 
T.  Mathieu.  109  Third  Street.  Limoilou. 
and  work  has  been  started.  Frame  and 
brick  construction.  Approximate  cost, 
$4,000. 

Saskatoon,  Sask. 

The  general  contract,  masonry,  car- 
pentry, steel  work,  roofing,  plastering 
and  painting  for  the  erection  of  a  store 
for  A.  Syman  have  been  awarded  to  A. 
W.  Cassidy  &  Company.  Heating. 
])lumbing  and  electrical  work  will  be 
sub-let.     Approximate   cost,  $3,500. 

Stamford  Township,  Ont. 

The  American  Cyanamid  Company, 
Niagara  Falls,  have  let  the  general  con- 
tract for  the  erection  of  their  plant  t(> 
Snyder  &  Gulett.  594  Ferry  Street,  Niag- 
ara Falls  South.  Approximate  cost, 
$30,000. 

Steelton,  Ont. 

The  general  contract  for  the  construc- 
tion of  a  shell  cutting  building  for  the 
Algoma  Steel  Corporation  has  been  let 
to  R.  Gibson,  339  Albert  Street.  Ap- 
proximate cost.  $13,000. 

Sudbury,  Ont. 

In  connection  with  the  business  block 
now  being  built  for  F.  M.  StafTord.  Dur- 
ham Street,  the  contract  for  steel  has 
been  let  to  McGregor  &  Mclntyre,  Shaw 
Street,  Toronto,  and  the  heating,  plumb- 
ing and  electrical  work  to  the  Cochrane 
Hardware  Company,  Durham  Street. 
The  masonry,  carpentry,  roofing,  plaster- 
ing and  painting  have  been  let  to  the 
general  contractors. 

Three  Rivers,  Que. 

The  general  contract  for  an  addition 
to  the  mills  of  the  Wayagamack  Pulp 
&  Paper  Company.  Limited,  has  been 
awarded  to  Nobert  &  Dugee,  St.  Georges 
Street.  Brick  construction.  Approxi- 
mate cost,  $11,000. 

Toronto,  Ont. 

The  contract  for  masonry  retpiircd  in 
the  rebuilding  f)f  the  Princess  Theatre 
has  been  awarded  to  S.  Young,  Jr.,  St. 
Clair  Avenue  W.  Carpentry  and  con- 
crete work  by  general  contractors. 

In  connection  with  the  erection  of  the 
new  Union  Station,  the  contract  for  stone 
work  has  Ijeen  awarded  to  Gpf^]-gp  Qa|v-- 
ley  &  Son,  378  Booth  Avenue,  at  about 
$"350,00TT:  '  ' 

The  contract  for  heating  and  phnnl)- 
ing  required  in  the  erection  of  a  busi- 
ness block  at  Bloor  and  North  Streets 
for  F.  Nicholls,  has  been  let  to  G.  R. 
Baker,  37  Lappin  Avenue. 

The  contract  for  masonry  requiri'd  in 
the  erection  of  a  block  of  stores  and 
apartments  on  Bathurst  Street  for  W. 
Argue,  335  Broadview  Avenue,  has  been 
awarded  to  William  Glced,  91  Dingwall 
Avenue,  and  the  carpentry  to  F.  Moore, 
80  Soudan  Avenue.  Estimated  cost, 
$6,000. 

Vancouver,  B.C. 

The  l)ei)artment  of  Public  Works, 
Ottawa,  have  awarded  the  general  con- 
tract for  the  erection  of  a  freight  shed  on 
the  Government  Wharf  to  Snider  Bro- 
thers, 500  Beatty  Street,  Vancouver,  at 
$44,994.  Construction  of  British  Col- 
umbia fir. 
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Residences 

Carlingford,  Ont. 

R.  S.  Smith  is  building  a  residence, 
estimated  to  cost  $.3,000.  White  brick 
and  concrete  construction. 

Chatham,  Ont. 

\V.  H.  Asher,  Milliard  Street,  is  about 
ti)  erect  four  residences,  estimated  to 
cost  $3,500  each.  Frame  and  concrete 
construction. 

Exeter,  Ont. 

Harvey  Brothers  are  having  plans  pre- 
])ared  for  a  residence  which  they  propose 
U)  build  on  North  Street.  Estimated 
cost,  $3,000. 

Hamilton,  Ont. 

T.  R.  Hawkins,  00  Barnsdale  Avenue 
S.,  proposes  to  build  a  residence  on 
Leinster  Avenue  at  an  approximate  cost 
of  $3,300,  and  has  had  plans  prepared. 
Brick  and  concrete  construction. 

Work  has  been  started  by  J.  W. 
Gathercole,  439  King  Street  W.,  on  the 
erection  of  three  residences  on  Simcoe 
Street  E.  Estimated  cost,  $3,000.  Brick 
and  concrete  construction. 

T.  ,'\.  Wooley,  18  John  Street  West,  is 
considering  the  erection  of  three  resi- 
dences at  an  approximate  cost  of  $6,000. 
Brick  and  concrete  construction. 

Listowel,  Ont. 

Robert  Oliver  is  about  to  start  work 
on  the  erection  of  a  residence,  estimated 
to  cost  $.5,000.    White  brick  construction. 

Maiden  Township,  Ont. 

John  Waters,  Amherstburg,  Ont.,  will 
shortly  commence  the  erection  of  a  resi- 
dence. Frame  and  white  brick  con- 
struction.   Approximate  cost,  $3,000. 

Montreal,  Que. 

D.  Riendeau.  Mentana  Street,  has 
commenced  work  on  alterations  to  three 
flats,  estimated  to  cost  $3,000.  Brick 
and  concrete  construction. 

Work  by  day  labor  is  about  to  start 
on  the  erection  of  five  residences  for  A. 
Hoolahan,  307  Drolet  Street,  estimated 
to  cost  $3,000.  Brick  and  concrete  con- 
struction. 

C.  r^ewis,  118  Grand  Boulevard,  is 
about  to  commence  the  erection  of  a 
l)lock  of  flats,  estimated  to  cost  $30,000. 
Brick  and  concrete  construction. 

Laflamme  &  Bedford,  3137  St.  James 
Street,  have  commenced  the  erection  of 
two  residences,  estimated  to  cost  $4,500 
each,  and  are  receiving  tenders  on  roof- 
ing, lieating  and  plumbing. 

T..  A.  Gagnier,  35G  St.  Denis  Street,  is 
about  to  start  work  on  alterations  to  a 
residence,  estimated  to  cost  $0,000. 

Ottawa,  Ont. 

B.  A.  Grison,  83  Bank  Street,  has 
commenced  the  erection  of  a  residence 
on  Fentiman  Avenue,  and  will  let  the 
smaller  trades.  Brick,  stucco  and  con- 
crete construction.  Approximate  cost, 
$5,"000. 

B.  A.  Grison,  31  Fentiman  Avenue,  is 
about  to  start  work  on  a  residence,  esti- 
mated to  cost  $3,000.  Brick,  concrete 
and  stucco  construction. 

D.  Vachon,  40  Stirling  Avenue,  has 
commenced  the  erection  of  a  residence 
on  Fairmont  Street,  estimated  to  cost 
$3,500.  Brick  veneer  and  concrete  con- 
struction. 

John   Clyne,  77  Cobourg  Avenue,  is 


about  to  start  work  on  a  residence  on 
Clarence  Street,  estimated  to  cost  $3,000. 
Brick  veneer  and  concrete  construction. 

Paisley,  Ont. 

J.  S.  Dewar  proposes  to  build  a  resi- 
dence at  an  approximate  cost  of  $3,000, 
and  is  having  plans  jjrepared.  Brick  and 
concrete  construction. 

Quebec,  Que. 

J.  Lafond,  384  St.  Francois  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $7,000.  Brick  and  con- 
crete construction. 

Work  has  been  started  by  P.  Gingras, 
30  Parent  Avenue,  on  the  erection  of  a 
residence,  estimated  to  cost  $5,000. 
Brick  and  frame  construction. 

J.  Cauchon,  364  Richelieu  Street,  has 
started  work  on  a  residence  on  Stig- 
mates  Street,  estimated  to  cost  $8,000. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

E.  Beaudoin.  356  Prince  Edward  St., 
is  about  to  start  work  on  the  erection  of 
a  residence,  estimated  to  cost  $6,000. 
Smaller  trades  will  be  let. 

Work  on  the  erection  of  a  residence 
has  been  started  by  A.  Guilmette,  135 
Church  Street.  Frame  and  brick  con- 
struction.   Approximate  cost,  $4,000. 

A.  Amyot,  313  Third  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,000.  Frame  and 
brick  construction. 

A.  Couture,  1133  St.  Valier  Street,  is 
building  a  residence  on  St.  Raphael  St., 
estimated  to  cost  $6,000. 

Thamesford,  Ont. 

Plans  of  a  residence  are  being  pre- 
pared by  George  Hamilton.  Brick  and 
concrete  construction.  Estimated  cost, 
$3,500. 

Toronto,  Ont. 

W.  G.  Hunt.  Architect,  13  Queen  St. 
E.,  is  receiving  tenders  until  May  13th 
for  the  erection  of  a  residence  at  Munro 
Park,  estimated  to  cost  $4,000.  Brick 
construction. 

Devers  Brothers,  51  Bird  Avenue,  have 
had  plans  prepared  for  a  residence  to  be 
built  at  67  Lauder  Avenue,  and  will  let 
smaller  trades.  Brick  and  stone  con- 
struction.   Approximate  cost,  $3,800. 

T.  W.  Robinson,  11  Evelyn  Crescent, 
has  commenced  the  erection  of  a  resi- 
dence, and  will  let  smaller  trades.  Brick 
construction.    Estimated  cost,  $3,500. 

Work  has  been  started  by  W.  H. 
Moore,  79  Bellefair  Avenue,  on  the  erec- 
tion of  a  residence  and  garage  at  360 
Waverley  Road.  Brick  construction. 
Estimated  cost,  $3,000.  Smaller  trades 
will  be  let. 

Plans  have  been  prepared  for  a  resi- 
dence to  be  built  by  W.  Walker,  91 
Rosehill  Avenue.  Brick  construction. 
Approximate  cost,  $3,800.  Smaller  trades 
will  be  let. 

T.  Bailey,  79  McKay  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $5,000,  and  will  let 
smaller  trades.  Stone  and  concrete  block 
construction. 

J.  Stone,  49  Coleman  Avenue,  is  re- 
ceiving tenders  on  all  trades  except  brick 
work  required  in  the  erection  of  four 
residences.    Estimated  cost,  $5,000. 

Work  has  been  started  by  J.  A.  Shier. 
61  Standish  Avenue,  on  the  erection  of 
a  pair  of  residences,  estimated  to  cost 


$3,500.  Smaller  trades  will  be  let. 
(iranite  concrete  block  construction. 

C.  A.  Drew,  119  Nairn  Avenue,  is  re- 
ceiving tenders  on  all  trades  except  car- 
pentry required  in  the  erection  of  a  resi- 
dence on  Lauder  Avenue,  York  Town- 
ship, for  F.  H.  Miller.  Estimated  cost, 
$.3,000. 

A.  W.  Betson  &  Terry,  3  Fen  wick  .S(.. 
have  commenced  the  erection  of  a  pair 
of  residences  on  Greenwood  Avenue,  es- 
timated to  cost  $.3,800.  Brick  construc- 
tion. 

C.  A.  Jones.  (iO  Fairview  Avenue,  pro- 
poses to  build  a  residence  on  Woodside 
Avenue,  at  an  approximate  cost  of 
$4,300,  and  has  had  ])lans  prepared. 
Smaller  trades  will  be  let. 

R.  J.  Cole,  11  Northcliffe  Boulevard,  is 
about  to  start  work  on  the  erection  of 
seven  residences,  estimated  to  cost 
$15,000.  Smaller  trades  will  be  let. 
Brick  and  stone  construction. 

Gagnon  &  Cairns,  3359  Queen  Street 
E.,  ijropose  to  build  a  residence  at  an 
approximate  cost  of  $3,000,  and  have  had 
plans  drawn.  Smaller  trades  will  be  let. 
Brick  construction. 

A.  F.  Foster,  493  Rushton  Road,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,500.  Smaller  trades 
will  be  let.    Brick  construction. 

F.  Warner,  care  of  331  Howard  Park 
Avenue,  is  receiving  tenders  on  all  trades 
required  in  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  con- 
struction. 

B.  J.  Case,  34  Nina  Avenue,  has  com- 
menced the  erection  of  a  residence  on 
Glenholme  Avenue,  estimated  to  cost 
$3,000.  Granite  concrete  block  and  brick 
construction. 

E.  T.  Miller,  384  Lauder  Avenue,  pro- 
poses to  build  a  pair  of  residences  at  an 
anproximate  cost  of  $4,000,  and  has  had 
plans  prepared.     Brick  construction. 

A.  &  A.  Grant,  837  Logan  Avenue,  have 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000,  and  will  let 
smaller  trades.    Brick  construction. 

Westmount.  Que. 

Charles  Fyfe,  176  Mance  Street,  Mont- 
real, has  commenced  the  erection  of  two 
residences,  estimated  to  cost  $9,000. 

Windsor,  Ont. 

G.  Jacques  &  Company,  Architects. 
Boug  Block,  will  receive  tenders  until 
May  15th  for  the  erection  of  a  duplex 
residence  on  Dougal  Street  for  Percy 
England,  Tecumseh  Road.  Brick  and 
stucco  construction.  Approximate  cost, 
$7,500. 

G.  Jacques  &  Company,  Architects, 
Boug  Block,  are  preparing  plans  of  a 
residence  for  V.  Beansoliel,  Victoria 
Road,  Walkerville.  Brick  veneer  and 
concrete  construction.  Approximate  cost, 
$4,500.    Work  by  day  labor. 

Zurich,  Ont. 

R.  W.  Hess  is  considering  the  erection 
of  a  residence.    Estimated  cost,  $3,500. 

CONTRACTS  AWARDED 

Aldershot,  Ont. 

The  contract  for  plastering  required  in 
the  erection  of  a  residence  for  F.  W. 
Easerbrook  has  been  awarded  to  Watson 
Brothers,  138  Argue  Street,  and  the  heat- 
ing and  plumbing  to  Dickenson  &  Al- 
len, Emerald  Street  N. 

(Continued  on  page  47) 
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TENDERS 

For  the  Construction  of  an 
Extension  to  St.  Clair 
Avenue  Car  Barn 

Tenders  will  be  received  tlirough  registered 
post  only,  addressed  to  the  Cliairman,  Board  of 
Control,  City  Hall,  Toronto,  up  to  noon  on 
Tuesday,  May  23rd,  1916,  for  the  complete  con- 
struction of  a  steel  frame,  brick  faced  tile  addi- 
tion, includiuK  heating  plant,  to  the  St.  Clair 
Avenue  Car  Barn,  Christie  Street. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contenis. 

Specifications  and  forms  of  tender  may  be  ob- 
tained upon  application  at  Room  No.  .Sll,  De- 
partment of  Works,  City  Hall,  on  payment  of  ten 
dollars  (.flO.Od),  this  sum  to  be  refunded  upon 
return  of  plans. 

Tenderers  nnist  comply  strictly  with  conditions 
©f  City  By-law  as  to  deposits  and  sureties  as  set 
out  in  specifications  and  forms  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  L.  CHURCH,  (Mayor), 
1!)-19  Chairman,  Board  of  Control. 


Tenders  for  Street  Car. 


Tenders  will  be  receivefl  by  registered  post 
only,  addressed  to  the  Chairman  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon, 
on  Tuesday,  May  2;ird,  TOIO,  for  the  supply  and 
delivery  of : — 

Tender 
Number 

One  Single  Truck,  Double  End,  Street  Car, 
completely  equipped,  ready  for  operation, 
for  Bloor  .Street  Division,  Toronto  Civic 


Railway    .'IT 

( >ne  Car  Body,  Double  Kncl,  Single  Truck, 
for  liloor  Street  Division.  Toroiilo  (  i\ir 
Railway    .'!7-A 

K(|uipment  for  One  .Single  Truck  Car,  foi- 
I'.loor  Street  Division,  Toronto  Civil- 
Railway,  Electrical  E(|uipment    ;!7  1! 

Equipment  for  One  .Single  Truck  Car,  for 
Bloor     .Street     Division,     Toronto  Civic 

Railway,    Single    Truck    ."T-C 

P^nvelopes  containing  tenrlei'S  must  be  plainly 
marked  on  the  outside  as  to  cf>ntents,  ,S])eci(i- 
calinnb  and  fniTUs  of  teTider  may  be  obtained  .-it 


tlie  Works  Department,  Room  1 City  Hall. 
Tendei  s  must  comply  strictly  witii  conditions  of 
City  Hy-law  as  to  rleposits  aiul  sureties,  as  sot 
out  in  specifications  and  foims  of  tender.  The 
lowest  of  a.py  temler  not  necessarily  acc'iilrd. 

T.    !,.   CHI;R(TI,  (Mayor!. 
Ill  r.l^  Chairman    llniird   of   (  '(,mI  i  ..1 


FOR  SALE 
STEAM  ROLLERS 

(Jne  single  cylimlei  .Sawyer  Massey  l.'i  tons  ; 
one  double  cylinilcr  Wateious.  15  tons.  I'olli 
in  i)erfect  condition.  Apply  lo  l5ox  1!)(),  Throe 
Rivers,  (Juc.  l!»-20 


Concrete  Sidewalks 


Tenders  for  Concrete  Sidewalks  for  Markbam 
N'illage,  approximately  ,315,000  sq.  feet,  Toronto 
city  specifications,  will  be  received  by  under- 
signed up  to  May  16.  Lowest  or  any  tender  not 
necessarily  accepted.      Apply  to 

M.  WHITE, 
Clerk  Corporation  Markbam. 

1911) 


Canadian  Pacific  Railway  Co. 

North  Toronto  Grade 
Separation 

Tenders  will  be  received  by  the  undersigned  uii 
to  May  81st.  191(!.  for  the  imrchase  and  removal 
of  the  old  Canadian  Pacific  Railway  North  Tor- 
onto Station  Building. 

Proi)Osal  forms  and  other  information  may  be 
obtained  at  the  office  of  the  undersigned,  2(i2 
Avenue  road,  Toronto. 

No  tender  necessarily  accepter.. 

B.  RIPLEV, 
Engineer  of  Grade  Seiiaration. 

lO-l!) 


FOR  SALE 

Two  low  pressme  ."^O  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
.S,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


AGENTS  WANTED 

Canadian  sales  agents  wanted  tor  best  line  of 
excavating  outfits  made  in  the  United  States. 
Apply  Box  393  "Contract  Record  &  Engineering 
Review,"  Toronto,  Ont.  17-19 


Late  News  Items 

L'Islet,  Que. 

The  store  and  residence  owned  by  Al- 
Ijert  Dionne  have  been  destroyed  by  fire. 
Loss,  about  $13, ()()().  Owner  will  prob- 
ably rebuild. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  block  of  stores  and  residences  for 
Mrs.  P.  Bourdon,  478  Demontigny  St., 
ha.s  been  awarded  to  T.  Bellehunieur, 
1420  Messier  Street,  and  the  concrete 
work  to  O.  T^aquerre,  1723  Des  Erables 
.Street.  Carpentry  and  interior  work  by 
day  labor.    Approximate  cost,  $10,000. 

Ottawa,  Ont. 

In  connection  with  the  plant  now  bc- 
ing-  constructed  by  the  Burrows  Refining 
Company,  629  Wellington  Street,  the 
contract  for  tanks  and  machinery  has 
been  let  to  the  Campbell  Steel  &  Iron 
Works,  Carling  Avenue,  (Ottawa,  at 
$30,000. 

Peterborough,  Ont. 

The  general  contract  for  the  erection 


of  a  church  for  St.  James  Methodist 
Congregation  has  been  awarded  to  H. 
Fry,  190  Rubridge  Street.  Tenders  will 
be  called  shortly  for  sub-contracts.  Ap- 
proximate cost,  $25,000. 

St.  Hilaire  de  Dorset,  Que. 

The  general  contract  for  the  erection 
of  a  church  for  the  Roman  Catholic 
Congregation  has  been  awarded  to  A. 
Gagnon  &  Fils,  Lambton,  Que.  Esti- 
mated cost,  $14,000. 

Timmins,  Ont. 

The  Hollinger  Gold  Mines,  Limited, 
are  building  an  addition  to  their  mill, 
estimated  to  cost  $750,000,  and  will  re- 
quire large  quantities  of  concrete  and 
mining  machinery  and  steel. 

Toronto,  Ont. 

The  Martin  Pump  &  Machine  Com- 
pany, Limited,  43  Davies  Avenue,  pro- 
pose to  start  work  shortly  on  the  erec- 
tion of  a  factory  at  Wilton  and  Broad- 
view Avenues,  estimated  to  cost  $10,000. 
Brick  construction. 

The  Board  of  Control  have  transferred 
the  following  contracts :— paving  on 
Clendennan  Avenue  to  Warren  Bitumin- 
ous Paving  Company  of  Ontario,  Ltd., 
McKinnon  Building,  at  $18,797;  concrete 
work  on  Strachan  Avenue  Bridge  to  C. 
J.  Townsend,  79  Spadina  Avenue,  at 
$25,255. 

The  following  contracts  have  been  let 
for  the  erection  of  a  residence  and  gar- 
age at  425  Broadview  Avenue  for  G. 
Heffering: — masonry  and  carpentry,  J. 
H.  Champion.  720  Logan  Avenue;  plumb- 
ing, W.  Wray,  162  Delaware  Avenue; 
heating,  W.  Schulkins,  932  College  St.; 
plastering,  Hanna  &  Nelson,  273  Rush- 
olme  Road;  roofing,  George  Sinclair,  307 
Clinton  Street;  wiring,  M.  Nealon,  Vi 
Harbord  Street;  tile  work,  Italian  Marble 
&  Mosaic  Company,  College  Street.  Ap- 
proximate cost.  $9,000. 

West  St.  John,  N.B. 

Tenders  on  the  construction  of  a  re- 
taining wall  and  backfilling  will  be  re- 
ceived until  4  p.m..  May  22nd,  by  R.  C. 
Desrochers,  Department  of  Public 
Works,  Ottawa.  Plans  and  specifica- 
tions at  offices  of  the  District  Engineer, 
Halifax,  N.S.  and  St.  John,  Shaughnessy 
Building,  Montreal,  and  at  the  Depart- 
ment. Specifications  only  at  office  of 
MacLean  Daily  Reports,  Limited,  25 
Charlotte   Street,  Toronto. 

Westmount,  Que. 

The  following  contracts  have  been 
awarded  in  connection  with  the  erection 
of  a  residence  on  Kitchener  Avenue  for 
the  Catholic  Commissioners  of  St.  Leo: 
— masonry,  A.  Charette.  1221  St.  An- 
toine  Street;  carpentry,  R.  Laherge,  141 
Convent  Street;  brick  work,  C.  Morin, 
1792  Christophe  Colomb  Street;  heat- 
ing and  plumbing,  Ducharnie  Blais  & 
C"ompany,  1995  St.  James  Street. 

Weston,  Ont. 

W.  H.  Bell,  Hillcrest  Road,  is  about  to 
build  a  two-storey  brick  residence,  cost 
$3,000. 
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Residences 

(Continued  from  page  45) 

Amherstburg,  Ont. 

The  following  contracts  liave  been 
let  for  the  erection  of  a  residence  for  D. 
Laferte,  353  Jefiferson  Avenue  E.,  De- 
troit, Mich.: — masonry  and  plastering,  J. 
B.  Wilson,  Amherstburg;  carpentry,  W. 
Diipnis,  147  Dougal  Avenue,  Windsor; 
painting,  Lossing  &  Harris,  100  Church 
Street,  Windsor;  plumbing,  Ryan  & 
Company,  Amherstburg;  electrical  work, 
G.  Campeau,  131  Tuscarora  Street,  Wind- 
sor.   Approximate  cost,  .$5,000. 

Brantford,  Ont. 

The  general  contract,  masonry,  car- 
pentry, roofing,  plastering  and  painting 
for  the  erection  of  a  residence  for  E.  L. 
Goold,  10,3  Darling  Street,  have  been 
awarded  to  Schultz  Brothers  &  Company, 
Limited,  47  Albion  Street,  and  the  heat- 
ing and  plumbing  to  Anguish  &  Whit- 
field, 40  Colborne  Street.  Estimated 
cost,  $11,000. 

Charlottetown,  P.E.I. 

In  connection  with  the  residence  be- 
ing built  for  A.  E.  Duf¥,  26  Great  George 
Street,  the  contract  for  heating  has  been 
let  to  James  McEachern,  34  Upper  Mil- 
len  Street,  painting  to  Stanley,  Shaw  & 
Peardon,  Great  George  Street,  and  elec- 
trical work  to  W.  P.  Doull,  105  Kent  St. 

Chicoutimi,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  Charles  Duperre  has 
been  awarded  to  Adelard  Robin.  Ap- 
proximate cost,  $7,500. 

Cornwall,  Ont. 

Henry  Williams  has  awarded  the  con- 
tract for  steel  work  in  connection  with 
the  residence  which  he  is  about  to  build 
on  Pitt  Street  to  the  Phoenix  Bridge  & 
Iron  Works,  Limited,  83  Colborne  St., 
Montreal. 

Georgetown,  P.E.I. 

The  contract  for  the  erection  of  a  resi- 
dence for  John  Stewart  has  been  let  to 
Peter  Bradley,  Kelly's  Cross,  P.E.I. 
Frame  and  concrete  construction.  Ap- 
proximate cost,  $4,000. 

Hamilton,  Ont. 

The  general  contract,  masonry,  car- 
pentry, roofing,  heating  and  plumbing 
for  the  erection  of  a  residence  for  E.  A. 
Demipster.  City  Accountant,  have  been 
awarded  to  T.  D.  Barnes,  90  Jackson 
Street.     Approximate  cost,  $4,000. 

In  connection  with  the  residence  in 
course  of  erection  for  E.  A.  Mark,  8 
John  Street  N.,  the  contract  for  plaster- 
ing, painting,  heating,  plumbing  and  el.ec- 
trical  work  has  been  let  to  Barnes, 
212  Balsam  Avenue. 

In  connection  with  the  alterations  now 
being  made  to  a  residence  for  W.  J. 
Whitfield.  234  Main  Street  E.,  the  con- 
tract for  heating  and  plumbing  has  been 
let  to  J.  N.  Luxon,  60  Leeming  Street, 
and  the  plastering  and  painting  to  the 
general  contractor. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  block  of  flats  for  E.  Desmarais. 
3969  St.  Denis  Street,  has  been  let  to 
Xavier  Charbonneau,  1813  Clarke  Street. 
Brick  and  stone  construction.  Approxi- 
mate cost,  $1^,000. 

The  general  contract  for  the  erection 


of  a  residence  for  B.  Bonnier,  1639  St. 
Catherine  Street  E.,  has  been  let  to  J. 
A.  Durocher,  391  Chambly  Street.  Ap- 
proximate cost,  $10,000.  Brick  and  stone 
construction. 

A.  A.  Collett,  117  Fifth  Avenue,  Mai- 
sonneuve,  has  commenced  work  on  al- 
terations to  the  residence  of  N.  Lemieux, 
151  St.  Joseph  Boulevard.  Approximate 
cost,  $3,500. 

Niagara  Falls,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  S.  Baxter,  Niagara 
Falls  South,  has  been  let  to  Zimmerman 
Brothers,  33  McRae  Street.  Estimated 
cost,  $3,000. 

Oshawa,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Robert  Jacobs  has 
been  awarded  to  Gay  &  Company.  Brick 
veneer  construction.  Approximate  cost, 
$3,200. 

The  general  contract  for  the  erection 
of  a  residence  for  N.  F.  Mechin  has 
been  let  to  John  M.  Richards.  Brick 
veneer  construction.  Estimated  cost, 
$3,000. 

Outremont,  Que. 

James  Marquis,  3655  Esplanade  Ave- 
nue, has  commenced  the  erection  of  a 
residence  for  A.  E.  Fraser,  1337  Van 
Horne  Street.  Brick  and  stone  construc- 
tion.    Approximate  cost,  $8,000. 

Quebec,  Que. 

The  contract  for  roofing,  heating, 
plumbing  and  electrical  work  required 
in  connection  with  the  residence  now  be- 
ing built  by  Leon  Nadeau,  105  Franklin 
Street,  has  been  let  to  J.  Lafrance,  21 
Plessis  Street. 

The  contract  for  plastering  and  ma- 
sonry required  in  the  erection  of  a  resi- 
dence for  H.  M.  Cote,  631  St.  John  St., 
has  been  let  to  Poulin  &  Marcoux,  144 
Latourelle  Street.  Smaller  trades  will  be 
sub-let  by  the  general  contractor. 

In  connection  with  the  residence  be- 
ing built  by  J.  Lafrance,  21  Plessis  St., 
the  masonry  has  been  let  to  A.  Fackney, 
107  St.  Joachim  Street,  and  carpentry  to 
Leon  Nadeau,  105  Franklin  Street.  Paint- 
ing and  plastering  will  be  sub-let. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  J.  Ver- 
ret,  190  Third  Avenue,  has  been  award- 
ed to  J.  B.  Verret  &  Fils,  184  Third 
Avenue.  Brick,  stone  and  concrete  con- 
struction.   Estimated  cost,  $10,000. 

The  general  contract  for  the  erection 
of  a  residence  for  H.  P.  Couillard,  17 
Dollard  Street,  has  been  awarded  to  La- 
tulippe  &  Gosselin,  118  Bagot  Street,  and 
work  started.  Brick  and  concrete  con- 
struction.   Estimated  cost,  $4,000. 

Work  has  been  started  on  the  erec- 
tion of  a  residence  for  F.  D.  Pare,  305 
Third  Avenue.  The  carpentry  has  been 
let  to  G.  Pare,  7  Lalibeter  Street.  Ap- 
proximate cost,  $7,000. 

Sarnia,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  T.  V.  Anderson,  1655^ 
Front  Street  N.,  has  been  let  to  A.  Mc- 
Colman  120  Mitton  Street.  Brick  and 
concrete  construction.  Approximate 
cost,  $5,000. 

Tara,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  William  Munson  has 


been  let  to  W.  P.  Evans,  654  Eighth  St. 
E.,  Owen  Sound.  Brick  and  concrete 
construction.    Estimated  cost,  $3,000. 

W.   P.   Evans,  054  Eighth  Street  E., 

Owen  Sound,  has  been  awarded  the  con- 
tract for  the  erection  of  a  residence  for 
T.  McLelland.  White  brick  and  concrete 
construction.     .Approximate  Cf)St,  $3,000. 

Toronto,  Ont. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  residence 
on  Ridous  Street  for  F.  Gilmour,  care  of 
Ellis  &  Ellis,  Manning-Chambers:— ma- 
sonry and  plastering.  George  Davenport 
51  Helena  Avenue;  carpentry.  Smith  & 
McElroy,  208  Close  Avenue;  plumbin- 
and  heatmg,  R.  Paterson,  907  Keele  St  • 
tile  work,  Italian  Mosaic  &  Tile  Com- 
pany, Manning  Chambers.  Approxi- 
mate cost,  $8,000. 

D.  Muir,  233  Osier  Avenue,  has  let  the 
general  contract  for  the  erection  of  a 
residence  to  Kerr  &  Martin,  47  Gilmour 
Avenue.  Smaller  trades  will  be  •  sub- 
let. Approximate  cost,  $4,500  Brick 
construction. 

.  The  contract  for  heating  and  plumb- 
ing required  in  the  erection  of  a  resi- 
dence for  Mrs.  O.  G.  Palm,  133  Rox- 
boro  Street  E.,  has  been  let  to  Fiddes  & 
Hogarth,  122  King  Street  E.,  painting  to 
.1.  G.  McConkey,  83  Westminster  Ave- 
nue slate  roofing  and  sheet  metal  work 
to  R.  Rennie  &  Son,  198  Dupont  Street 
and  e  ectncal  work  to  W.  H.  Lodge' 
Bain  Avenue.  ' 

Watten,  Ont. 

Frank  P.  Wilson,  R.  R.  No.  2,  Tupper- 
ville,  has  let  the  contract  for  the  erec- 
tion of  a  residence  to  E.  Graham.  Ap- 
proximate cost,  $3,000.  Frame,  brick  and 
concrete  construction. 

Westboro,  Ont. 

F  Dean,  Henry  Street,  has  started 
r.°nnn°"  5  residence,  estimated  to  cost 
$3,000,  and  has  been  awarded  the  elec- 
trical work  to  J.  Frost,  Henry  Street 
Brick  veneer  and  concrete  construction. 

T.  Dagger,  Royal  Avenue,  Ottawa  W 
IS  building  a  residence,  and  has  let  the 
electrical  work  to  J.  Frost,  Westboro 
Brick  veneer  and  concrete  construction 
-Approximate  cost,  $4,000. 

F.  Smith,  Riverside  Park,  has  let  the 
electrical  work  in  connection  with  the 
residence  which  he  is  building  to  W  D 
JefTrey,  Second  Avenue,  Woodrooffe! 
Ont.  Brick  veneer  and  concrete  con- 
struction.    Estimated  cost,  $3,000. 

Windsor,  Ont. 

J.  C.  May,  199  Dougal  Avenue,  is 
building  a  four-family  flat  for  G.  -  B: 
Scott,  51  Louis  Avenue.  Brick  and  con- 
crete construction.  Approximate  cost 
$7,000. 

S.  C.  Robinson,  Devonshire  Road, 
Walkerville,  has  let  the  general  contract 
for  the  erection  of  ten  residences  of 
various  sizes  to  R.  Wescott,  55  Oak  Ave- 
nue. Frame,  stone  and  concrete  con- 
struction. 

The  contract  for  carpentry  required  in 
connection  with  the  residence  now  be- 
ing built  for  J.  C.  Pennington,  La 
Belle  Building,  has  been  awarded  to  the 
general  contractor,  and  heating  and 
plumbing  to  Pennington  &  Brian.  47 
Sandwich  Street  W. 

The  general  contract,  masonry,  car- 
pentry,  steel   work,   roofing,  plastering 
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and  painting  required  in  the  erection  of 
a  four  family  flat  for  Mrs.  R.  Haraer. 
47  Louis  Avenue,  have  been  let  to  J.  C. 
May,  199  Dougal  Avenue,  the  plumbing 
to  George  Smith,  153  Wyandotte  Street 
E.,  and  the  electrical  work  to  F.  E.  Gar- 
fat,  Glengary  Avenue.  Approximate 
cost,  $6,000. 

William  Hedrick,  6  Glengary  Street, 
is  building  a  residence  for  James  Wilkins, 
165  Sandwich  Street  E.  Brick  veneer  and 
concrete  construction.  Estimated  cost, 
$3,500. 

Yorkton,  Sask. 

Plans  have  been  prepared  by  D.  S. 
Sedgwick,  1135  Lumber  Exchange,  Min- 
neapolis, Minn.,  for  a  residence  to  be 
built  on  Third  Avenue  for  A.  O.  Whit- 
man, and  the  contract  for  construction 
of  basement  has  been  let  to  W.  Peter- 
son. Frame  and  brick  construction.  Ap- 
proximate cost,  $4,000. 

Power  Plants,  Electricity  and 
Telephones 

Gait,  Ont. 

The  by-law  to  authorize  the  installa- 
tion of  a  fire  alarm  system  and  the  pur- 
chase of  equapment  has  been  defeated. 

Rodney,  Ont  ■  • 

A  by-law  has  been  carried  authoriz- 
ing the  construction  of  a  hydro  electric 
system,  at  an  approximate  cost  of  $7,000. 
Town  Clerk,  S.  B.  Morris. 

Saskatchewan  Province 

The  following  Rural  Telephone  Com- 
panies have  been  authorized  to  1)orrow 
money  for  the  construction  of  their  sys- 
tem:— Banner  Rural  Telephone  Com- 
pany, $10,000,  Secretary,  R.  Brown,  Kip- 
ling; Speers,  $14,000,  S.  Chivers  Wilson, 
Speers;  Pelican,  $10,000,  G.  A.  Haist, 
Mortlach;  Balgonie,  $12,000.  C.  C.  Rigby, 
Balgonie;  School,  $6,700,  J.  G.  Brown, 
Scott;  Cullen,  $4,000,  C.  C.  Davison,  Cul- 
len;  Landshut,  $4,000,  John  Betz,  Jr., 
Langenburg. 

St.  Foye,  Que. 

The  Municipal  Council  are  consider- 
ing the  installation  of  an  electric  light- 
ing system,  estimated  to  cost  $15,000. 
Secretary,  P.  N.  Robitaille. 

Stratford,  Ont. 

The  Town  Council  are  considering  ex- 
tensions and  improvements  to  the  elec- 
trical system,  estimated  to  cost  $.'!;i,000. 
Clerk,  R.  R.  Lang. 


Wyoming,  Ont. 

-  A  by-law  has  been  carried  authorizing 
the  installation  of  a  hydro  system,  at  an 
approximate  cost  of  $6,500.  Town  Clerk, 
H.  G.  Taylor. 


Fires 

Bentley,  Alta. 

Business  block  owned  by  J.  G.  Bliss. 
Loss,  $15,000. 

Effingham,  Ont. 

Residence  and  barn  owned  by  Peter 
Ward.  Loss,  $5,000.  Owner  may  re- 
build. 

Gourock,  Ont. 

Store  and  Post  Office  owned  by  Alex- 
ander Ireland.  Loss,  $3,500.  Owner 
contemplates  rebuilding. 

Levis,  Que. 

Store  and  residence  of  G.  E.  Couture. 
Loss,  $25,000.     Will  be  rebuilt. 

Residence  owned  by  T.  Bissonnette, 
129  Cote  du  Passage.    Loss,  $5,000. 

Maisonneuve,  Que. 

Residence  owned  by  Walter  Reed,  135 
De  Beaujeu  Street.  Loss,  $3,000.  Re- 
pairs will  be  made. 

Tenement  buildings  owned  by  Reed 
&  Gratton.  Loss,  $26,000.  Will  be  re- 
built. 

Medicine  Hat,  Alta. 

Milling  plant  of  the  Lake  of  the  Woods 
Milling  Company.  Loss  estimated  at 
$500,000. 

Okanagan  Falls,  B.C. 

I'ost  Office  owned  by  the  Department 
of  Public  Works,  Ottawa.    Loss,  $4,000. 

Orillia,  Ont. 

Skating  rink,  owned  by  F.  .\.  Doolittle. 
Loss,  $10,000. 

Owen  Sound,  Ont. 

,  Plant   of   the   Union   Cement  Works 
Company   damaged.     Loss,  $4,000. 

-Pennfield,  N.B. 

Residence  and  barn  owned  by  Ciiarles 
Gillespie.    Loss,  $5,500. 

St.  Boniface,  Man. 

Mills  of  the  Rice  Malting  Coinp.Tny  of 
Canada.    Loss,  $300,000. 

St.  Catharines,  Ont. 

Business  owner  by  the  Dominion  Bank 
of  Canada.    Loss,  $20,000. 


Verdun,  Que. 

Residence  owned  by  T.  Lanquette,  317 
Gertrude  Street.  Loss,  $5,000.  Repairs 
by  day  labor. 

Winnipeg,  Man. 

Printing  and  engraving  plant  of  the 
Stovel  Company.  Loss  estimated  at 
$500,000. 


Miscellaneous 

Chatham,  Ont. 

The  Union  Natural  Gas  Company, 
Chatham,  propose  to  relay  a  10-inch  high 
pressure  gas  main  from  the  wells  at  Port 
Alma  to  Sombra,  a  distance  of  forty 
miles.    Approximate  cost,  $300,000. 

Frontenac  County,  Ont. 

Tenders  on  the  erection  of  a  wooden 
lighthouse  and  dwelling  at  Burnt  Is- 
land will  be  received  until  noon.  May 
17th,  by  the  Deputy  Minister  of  Marine, 
(J)ttawa.  Plans  and  specibcations  at  the 
Department,  the  Department  Agency, 
Prescott,  and  the  Post  Offices  at  Brock- 
ville,  Gananoque,  Belleville  and  Kings- 
ton. 

North  Bay,  Ont. 

The  City  Engineer,  H.  J.  McAuslan, 
will  receive  tenders  until  noon,  May  15th, 
for  the  supply  of  about  3,000  feet  of  6- 
inch  and  630  feet  of  4-inch  cast  iron 
watermain  and  specials. 

Ottawa,  Ont. 

The  Ottawa  Liiprovement  Commis- 
sion, 110  Wellington  Street,  are  hav- 
ing plans  prepared  for  lavatories  to  he 
l)uilt  in  Rockliffe  Park,  at  an  approxi- 
mate cost  of  $10,000.  Brick  and  con- 
crete construction. 

Sault  Ste.  Marie,  Ont. 

The  Algoma  Steel  Corporation  are  in 
the  market  for  quantities  of  brick. 

CONTRACTS  AWARDED 

Westmount,  Que. 

The  City  Council  have  awarded  llic 
following  contracts  for  supplies: — ce- 
ment, Webster  &  Sons,  Ltd.,  31  Wel- 
lington Street,  Montreal;  cement  and 
vitrified  sewer  pipe,  tile  and  inverts,  VV. 
&  F.  P.  Currie  &  Company,  345  St. 
James  Street,  Montreal;  brick,  Laprairie 
Brick  Company,  Victoria  Square,  Mont- 
real, and  St.  Lawrence  Brick  Company. 
71  St.  James  Street,  Montreal;  vitrified 
sewer  pipe,  Hamiltcm  &  Toronto  Sewer 
Pipe  Company,  Dominion  Bank  Build- 
ing, Toronto. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H  &  B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
i\cc>irate.  .Salisfacliirily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  tiie  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

lin  I  PR         RRIPHTI  Y  1120  Spring  Garden  Street 

ribLLLK  a  DtvlUnl  LI,  PHILADELPHIA.  PA.  "Since  1870" 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 


INGLIS  PRODUCTS  ARE  MADE  IN  CANADA 


Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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We  Claim 


Superiority 


in  Flushing  and  Sprinkling 

You  may  or  may  not  consider  this  a  fair  and  reasonable  claim.  But,  isn't  it  fair  to  ask  you  to  investigate 
the  subject  by  sendmg  for  our  literature  on  Street  Flushing  and  Sprinkling,  which  includes  engineering  data 
of  immense  value  to  anyone  interested  in  this  subject. 

We  believe  that  we  can  convince  you  that  we  have  made  more  improvements  and  show  a  wider  range  of 
efficient  apparatus  than  any  other  manufacturer  in  this  field. 

Tiffin  Motor  Driven 
Fiushers 

Machines  that  both  flush  and 
sprinkle  by  power  pressure — 
are  in  demand  where  apparatus 
of  big  capability  is  required. 

These  machines  have  two  mo- 
tors,— one  for  power  pressure 
and  one  to  propel  the  vehicle. 
A  single  motor  cannot  properly 
take  care  of  both  these  func- 
tions.   It  has  been  shown  again 

and  again  that  it  will  not  do  so.  This  fact  is  evidenced  by  municipal  specifications  (resulting  from  ex- 
perience) where  "two  motor"  systems  only  are  eligible. 


Tiffin  Street  Sprinklers 

have,  through  a  period  of  many  years,  main- 
tained a  high  and  satisfying  standard. 

The  line  includes  wood  and  steel  tank  models, 
with  either  vertical  or  horizontal  sprayers,  in 
capacities  of  300,  450  and  600  gallons. 

Demand  for  these  vehicles  is  strong  and  the 
material  market  is  uncertain.  An  early  con- 
sideration of  your  needs  is  logical. 


1500  GALLONS-   SIX  TONS     SIX  CYLINDERS. 
FLUSHER     DOUBLE  ENGINES 


TIFFIN  SPRINKLER,  STEEL" 
'TftNK.  VER'TICAL  SPRAYER  , 


'ritliii  Ihimp 
I'ody  strength 
iiig  (lumijiiig 
Cet    om  spcci 


Wagons  cm- 
witli  nnfail- 
nieclianisni. 
al  ciiciilar. 


THE  TIFFIN  WAGON  CO. 


TIFFIN,  OHIO 

REPRESENTATIVES  : 


Vrancis   Ilankin   &   ("o.,  Montreal. 
Kelly  Powell,  Limited,  Winnipeg. 
F.    H.    Hopkins    &    (Company,  St. 

Catharines,  Ont. 
J.  A.  del  Solar,  Woolworth  Bldg., 

New  York, 
lender   &   Smith,   Empire  iinildiiig, 

Philadelphia. 
Walter    M.     Denman.    2!);{  Bridge 

Street,    Springfield,  Mass. 


The  K.  I,.  Cliase  Company,  ;!!)()  N. 
High   Street,   Columhus,  Ohio. 


•|-he    V.    F.  Foste 
Angeles. 

Miller     Supply  Com])any, 
ingloii,    \V.  V'a. 

J..lni    C.    Livar,    172   S.  V 
M  emiiliis. 


Company,  Los 
II\nil 
)nl  St., 


Tiffin  Motor  Trncks  are  hiiill 
in  .14,  1,  I'/i,  2,  and  (i  Ion 
sizes — iintisnally  slainieli. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
550  Pacific  Street  VANCOUVER.  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 


Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  BIdg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


WOODEN  TANKS 

of  all  sizes  for 
Water  Storage 
Sprinkler 
Systems  and 
General  Mining 
Purposes 

We  also  make 

SILOS 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVEP,  B.C. 


James  Thomson,  Prtiident. 


J.  G.  Allan,  Vice-President. 


Jaues  a.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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HIGHEST  GRADE  and  GREATEST  VARIETY 

FIRE  BRICK 

Supplied  by 

Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 

ELKCO 
ELK  STEEL 
ST.  MARYS 
KEYSTONE 
ROTEX 


Booklet 
detailing 
shapes 
sent  on 
request. 


Federal 
Life 

Building, 

Hamilton, 

Ont. 


It  is  estimated  that 


Ideal''  Concrete  Block  Machines 

in  the  United  States  produce  ONE  MILLION 
CONCRETE  STONE  UNITS  per  day.  Here  is 
a  tip  worth  taking  advantage  of. 


Write  for  literature  to 


IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

Box  250,  WINDSOR.  ONT. 


CANADIAN  BRASS 


--^^CO  M  PANYUMITED 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise — 


Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


Write 
us  for 
Catalog 


MADE 
IN 

CANADA 


Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable— Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 


1014  Fletcher  Tru«t  &  Savings  BIdg. 
INDIANAPOLIS,  IND. 
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No.  1 


The  Making  of 

ESSEMER 
LOCK 


{The  Permanent  Paving) 

We  started  making  Bessemer  Block 
when  we  discovered  that  the  BESSEMER 
SHALE  which  overHes  our  Limestone 
Quarries  was  an  exceptionally  fine  pav- 
ing-block material. 

The  discovery  was  confirmed  by  ex- 
haustive tests — and  later  by  long  years 
of  PAVING  SERVICE. 

Bessemer  Shale  has  a  long  "vitrification 
range."  That  is — there  is  slight  danger 
of  over-firing  or  under-firing.  Its  mod- 
erate drying  and  burning  shrinkage  pre- 
vents excessive  kiln  marking.  It  has  the 
ingredients  essential  to  produce  a  tough, 
hard  paving  block. 

That  is  why  Bessemer  Block  is  known 
among  city  engineers  and  highway  engi- 
neers as  "The  Permanent  Paving." 

Write  for  the  full  story  of  Bessemer  Block 


Bessemer  Limestone  Co. 

Youngstown,  Ohio 

Member  of  the  Nat'l  Pav.  Brick  Mfrs'.  Assn. 
TWO  PLANTS  AT  BESSEMER,  PA. 


THE  advent  of  the  steel  aheet  about  sixty  years 
ago  created  unbounded  enthusiasm  and  brought 
voluminous  prophecies  and  unlimited  praise. 
Much  wa-s  expected  of  it.  And  it  has  fulfilled  these 
expectations  in  practically  every  way  except  one — it 
is  not  durable.  It  corrodes  quickly.  So  the  steel 
sheet  was  displaced  by 


The  Super-Sheet  Metal 


Toncan  Metal  is  rust  and  corrosion-resisting,  con- 
sequently far  superior  to  any  other  sheet  metal  made 
from  iron  ore.  And  its  durability  has  been  proven 
by  the  real  test — years  of  actual  service.  Its  cost  is 
moderate. 

Toncan  Metal  Sheets  are  made  in  various  gauges, 
either  black,  painted  or  galvanized.    There  are  Toncan 
Metal  Roofings,  Sidings,  Eaves  Troughs,  etc.  Any 
special  Toncan  Metal  formed  pro- 
ducts can  by   made  by  any  tinner 
or    manufacturer   of    sheet  metal 
products. 


COKSjOSIOH- 


Why  Toncan  Metal  is  s*  durable  and  how 
it  i*  made  is  too  lengthy  a  story  for  this 
si^ace.  However  it  is  interesting  and  well 
worth  reading.  It  is  contained  in  this 
book.     Send  for  it.  — <  »» 


The  Pedlar  People  Limited 

OSHAWA,  ONT.         Canadian  Distributors 

The  Stark  Rolling  Mills  Co. 


CANTON,  OHIO 


Sole  Matters 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks :— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

Pifew  Illustrated  Booklet  on  Request 


mwmmmtwt$  fm.t\ 


MP  OF  TEi 


mimi 


CCI/CIVT  DTD  OV  DTD   for  partitions,  suspended  ceilings 

OHi  V  HiiN  Ixio  n  I  -IxlD  SIDE  walls,  roofs,  etc.  gauges 

24,  26,  28 

standard 
sheets 

24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


walkerville, 

ONT. 
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Victor-Francis 

High  and  Low  Head  Water  Wheels 

The  epoch-making  installation  of 
Victor-Francis  equipment  to  produce 
50,000  horse  power  at  Cohoes,  N. 
Y.,  indicates  the  high  efficiency  that 
i- '   can  be  obtained  with  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


^  STONE  CRUSHER 

IS  THE 

"ACME" 

The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


The  Maritime  Bridge 

Company,  Limited 

We  have  an  over-plus  of  some  sizes  of  Struc- 
tural Steel  Carnegie  Standard  Sections  of  which  we 
would  like  to  dispose  and  we  would  be  pleased  to 
have  enquiries.    The  list  is  as  follows: — 

CHANNELS 

46—10  in.  X  15  lbs.  x  03  ft.    0  in. 
85 — 10  in.  X  15  lbs.  x  60  ft. 
127—13  in.  X  30  lbs.  x  60  ft 
95 — 15  in.  x  33  lbs.  x  36  ft 
17—15  in.  X  33  lbs.  x  60  ft 


0  in. 
0  in. 
mVi  in. 
0  in. 


ANGLES 

108—0  in.  X  3J4  in.  x  ^  in.— 00  ft.  0  in. 

28—6  in.  X  3J^  in.  x  11-16  in. — 60  ft.  0  in, 

40—6  in.  X  ZY2  in.  x  J4  in.— 60  ft.  0  in. 

22—6  in.  x  3^^  in.  x  J4  in.— 55  ft.  0  in. 

TEES 

94—  3  in.  x  2-11/10  in.  x  1/4  in.  x  6.7  lbs.— 54  ft.  0  in. 

95—  3-1/16  in.  X  2^jn.  x  5/16  in.  X  8.5  lbs.— 50  f^  0  in. 

Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Slock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


Accurate  Meter  Testing  for 
Small  Water  Works 


You  may  do  your  meter 
testing  just  as  economic- 
ally, quickly  and  accur- 
ately as  the  largest  muni- 
cipal waterworks. 

Baby  FORD 

Meter  Testing 
Machine 

Puts  the  high-grade 
Ford  equipment  within  the 
reach  of  every  waterworks. 

It  tests  all  makes  of  me- 
ters up  to  and  including 
1  inch.  The  calibrated 
outlet  ranges  from  1/32 
inch  to  1  inch,  in  ten 
graduations. 

Will  soon  save  its  cost 
in  increased  receipts. 

Write  now  for  the  full 
details  about  this  latest 
Ford  Product. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 

Makers  of  the  Famous  Frost  Proof  Meter  Boxes 
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Rebuilt  Locomotives 

sold  by  us  give  as  long  service,  without 
repairs,  as  new  ones, 


The  above  photo  will  give  you  an  idea 
of  the  class  of  equipment  we  handle. 

Immediate  shipment  can  be  made  on 
consolidation,  mogul,  10  wheel,  switching 
and  saddle  tank  locomotives. 


If  in  the  market  for  Dump  Cars,  Flat  Cars,  Passenger  Coaches, 
Box  Cars,  Locomotives,  Locomotive  Cranes,  Steam  Shovels,  Drag 
Lines,  in  fact  any  kind  of  contractors'  or  railway  equipment  write  us 
for  bulletins,  photos,  specifications  and  prices. 

CANADIAN  EQUIPMENT  CO.,  Limited 

Branch :  ST.  CATHARINES,  ONT.  MONTREAL 

Western  Representatives : 

Dominion  Equipment  &  Supply  Co.,  Limited 

WINNIPEG  VANCOUVER 
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Neptune  Meter  Co. 

Manufacturers  of  the 
well-known 


TRIDENT 
Frost  »^Proof 
Water 
Meters 

Writf  for  Catalogue 

90  West  Street 


Main  Office 


NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


V  \  1  V  \.  <.  V  V  *  ^  V  V  V  V 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 

Galvanized  "  EASTLAKE  "  Shingles 

have  made — and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There ! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof — they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 

TORONTO      and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  ioi  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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Increase  Your  Derrick  Output 

by  equipping  your  derricks  with 
DAKE  motor  crabs  which  posi- 
tively take  the  delays  out  of 
op'eration.  There  are  no  dead 
centers  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 
MOTOR  CRABS 

Start,  stop  and  reverse  instantly. 

Write  now  for  catalog-  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich  ,  U.S.A. 

CANADIAN  AGENTS: 
Montreal— Mussens,  Ltd.   Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beam*  —Channels 
Angles— Plates 

Always  in  Stock      CONSTRUCTION  CO. 


Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND 


CANADA 


Manufacturers  and  Erectors 


Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
Office -M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair   ^  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phone»,   Office  North  {  Eveniagri,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,    Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

( M  inuf  acturers  of  Enameled  Brick  exclusively) 
1182  Broadway,    New  York. 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castingrs 
of  all  kinds,  Moorinsr  Bollards  for  both  Concrete  and  Wooden  Docks 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON) 
GOODS  CO.,  Hamilton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 


4 


PITTSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto.  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
OilTank.s,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  ofifice  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburg,  Ontario.  130  Janrt  Street 

Chicago.   Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  ."^O  Church  Street 
Shops:— Bridseburg.  Ont. 
Built  for  C.P.R.  Montreal   Clilcago,  111.  Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water    supply    outfits    of  every 
description. 

CORRESPONDENCE  SOLICITED 


**Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturen  under  Canadian  and  U.  S.  Letteri  Patent 

Toronto      -  Canada 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 


Steel  Plates  -tank  and  boiler,  $.".50  per  100  lbs.; 
in.,  5/16  in.  and  Vg,  in.,  $:150  per  100  lbs.; 
gauge  plates,  No.   10,  12,  14,  $4.00  per  100 
lbs. ;    black    American    bessemer    plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2-4  ft.,  $2,  $3,  $4,12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  manilla,  17c. 
basis;  African  hemp,  17c.;  sisal  rope,  13c. 
basis;  lath  yarn  13  cents.  Boiled  linseed  oil — 
in  barrels,  98c.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  95J/2C.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
■K-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1^  and  2-in.,  $2.65;  and 

1  in.,  $2.90;   J^-in.  and  dust,  $3.20. 

LUMBER   (BUILDING  MATERIAL) 

(15  per  cent,  discount  for  cash)  | 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46;  i 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6  \ 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 

2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 

fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  X  I 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $.39 ;  10  x  16,  12  x  16, 
16  X  16,  14  x  18,  16  x  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  .$3.70  per  llTO 
ft.  5^^-in.  ditto,  $4.40;  8-in.  pine  b^ase,  $6; 
10-in.,  .$7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band-  i 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs.  , 
Cast   Iron   Pipes — Standard  price,  car  load  lots,  |^ 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 


Lime — grey  38c,  while  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buflf, 
$17  f.o.b.  the  job ;  No.  2,  $14 ;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $.35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14 ;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  : — 
White  $52,  buff  .$28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H  'n-. 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $2l'; 
No.  1  Hemlock  decking  .$22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  G  in.,  $27;  1  in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  .$26  to  $.31;  ^  by  6 
and  10-in.  pine  shelving,  $.33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  slieeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
.$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  latli  .$5.10;  No.  1  spruce  lath  .$4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  .$38.00;  10  x  16, 
12  x  16,  16  x  16,  14  X  IS,  18  x  18,  20  x  20. 
$.38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
>12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  .35  ft. 
$1.00  per  thousand  extra;  3G  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel   and   Iron   Bars— .$2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    strucHtral  sections, 
$.3.50;  small  sizes  $3.25. 


Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.:  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  .$3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.  ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime— Hydrated,  $14  per  ton;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  huff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  .$21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  .$45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  ii-\n.,  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  Ion,  car  load,  on  cars. 
Gravel— $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  ^  in.,  25c.  extra;  H  in.  x  ^  in. 
X  'A  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  .$4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4,25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs,  per  yd,,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
,$6.00;  28  gauge,  .$5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauguc,  $4  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  55c;  O  in.,  70c;  lO  in.,  80c;  12-in.,  $1 ; 
24  in.,  $.3.25.     Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4,00,  $13.    Double  collar,  76c, 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL.  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISyi  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse  ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay.  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.75  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 2S  gauge,  $7.25  per  100  lbs. 


Corrugated  iron — 26  gauge,  G,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 
Black  steel  sheets,  24  gauge,  $4.85  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12Vic.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
iiyic  basis;  sisal  rope,  1254c  basis. 

PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $17.00  per 
100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  2.5-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


Note 
Double 
Size 


Red 
or 
Green 


There  is  Satisfaction  in  Roofing 

with 

TWIN  SHINGLES 


NEPDNSCT 


By  the  time  you  have  finished  your  first 
roof  with  Neponset  Twin  Shingles,  you 
will  be  recommending  them  in  place  of 
slate,  metal  or  wooden  shingles.  They 
are  easier  to  lay,  more  attractive,  also 


light  in  weight,  waterproof  and  fire-resistmg. 
Neponset  Twin  shingles  are  composed  of 
the  same  materials  as  Paroid  Roofing  and 
are  surfaced  with  crushed  slate.  Write 
for  full  particulars. 


BIRD  &  SON,  Dept.  K 
HAMILTON,  ONT. 


fVarehouses—Montredil,  St.  John,  Winnipeg, 
Calgary,  Vancouver,  Edmonton 


The  largest  manufacturers  of  Roofings,  Wall  Boards  and  Roofing  Felts  in  Canada. 
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Burlington  Steel  Co. 

(Formerly  Canada  Steel  Co.,  Ltd.)  Limited 


Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4",  7 IS"  and  1"  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 

Plain  and  Galvanized 

Prompt  Shipment  from  Stock 

■ 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

1 —  7  X  12  Double  Cylinder,  Double  Drum  HOIST  with  boiler 

2 —  6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 

2 — 6^2  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from       cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  63^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street.  Montreal, Que.        -Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

E.  LEONARD  &  SONS  St.  John,  N.  B.  KELLY-POWELL,  LTD  McArthur  Bldfc.  Winnipep.Man. 
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Civ'A 
v^lVll 

v^oniraciors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &:  Power 

Civil  Eng-ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and   Purification,  Sewerage  and 
Sewage  Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  C740  41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices, 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


A^ANurACTURED  BY 


5,TON 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Woi  ks.  Sewers, 
Water   Flowers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
111^   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat. 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      •  Montreal 
Branches  : 

Toronto  Vancouver  London,  England 


anguns 

LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


,  BUILDING  WORK 
LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  (Jffice  and  Works: 

Main  1J()4  !»05  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC     SECURED  or  our 

rM  I  Cil  I  O         FEES  RETURNED 

Jiein^  next  door  to  the  Patent  Office,  we 
have  persiinal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
Imsiness  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  tran.sacted  hy 
JCxperts       Send  for  oiu"  J'ooklet,  etc. 

HAROLD  C.SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


STANLEY  LIGHTFOOT 

R£G  O  PATENT  SOi^stlTOB  *N0  ATTORNCV 
LUMSDEN    BLDG.C^'J  y^fiJ,^^"  )  TORONTO. 


New  BOOKLET  OF  COMPLETE 


^IFORMATION  FRCK 
M.  3  7  13 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Welding  a  seam,  by  Prest-O-Lite  Process, 
in  the  manufacture  of  metal  office  furniture. 

Welding  AU-Metal 
Office  Furniture 

Manufacturers  of  all  kinds  of  metal  products  are 
rapidly  recognizing  the  important  savings  that  are  so 
easil}'  made  by  oxy-acetylene  welding-  and  cutting. 
Makers  of  modern  all-metal  furniture  fmd  that  this 
process  provides  stronger,  better  and  cheaper  joints 
than  were  possible  by  older  processes.  In  simple 
routine  production,  it  now  permits  a  superior  de- 
sign that  heretofore  was  considered  too  expensive 
or  too  intricate  for  general  tise. 

For  the  same  reason  that  oxy-acetylene  welding  is 
so  widely  used  in  manufacturing  operations,  it  is 
universally  useful  and  economical  in  metal  repair 
work — oftentimes  saves  costly  delays  and  replace- 
ments. Avoids  expensive  dismantling  and  prevents 
tie-ups  by  making  repairs  on  broken  nr  damaged 
machinery  right  on  the  spot. 

()l)tain  the  utmost  in  oxy-acetylene  ad\'antages  by 
using  tlie 


Employs  both  gases  (acetylene  ami  oxygen)  in  porta1)le 
cylinders.      Prest-O-Lite    Dissolved    Acetylene  (ready- 
made  carbide  gas)   is  backed  by   Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator, 
llic  necessary  equipment  is  not  expensive.     We  furnish  high- 
grade   welding  apparatus   for  .$75;   acetylene   service    at  addi- 
tional cost.   Also   adaptable  for   oxv-acetylene   cutting   by  the 
purchase  of  a  special  cutting  blow-pipe.    Thorough  insf'uc'i  i 
are   furnished    free    to   eveiy-  user    of    Prest-O-Lite  dissolved 
.\cetylene — any  average  workman  who  understands  metals  can 
learn  the  process  quickly  and  easily. 

Let  us  send  you  interesting  data  and  illustrated 
literature  covering  various  classes  of  work  you  can 
do  with  oxy-acetylene  welding  and  cutting,  and  the 
important  savings  that  others  are  already  making. 

The  Prest-O-Lite  Co.,  Inc.,  Dept  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG.  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA.  


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Tons  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  departments 
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Buffalo  Slow  Speed 
Exhausters 

Require  Least  Power 

Direct  connected  installations 
require  accurate  estimate  of  fric- 
tion, definite  speed  and  power 
requu'ements. 

All  necessary  data  for  design- 
ing exhaust  systems  given  in 
Catalog  No.  256-12  sent  on 
request. 

Canadian  Blower  and  Forge  Co. 


Limii'ed 


Berlin 


Ontario 


Manufacturers :  — Forces,  Blowers,  Heatintj  and  X'cntilatini; 
and  Drying  Apparatus. 

Branch  Offices  in  all  Principal  Cities 


Contracto 


rs 


RUSH ! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity? 

If  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare- 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  affected  by  Wind,  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

Used  by  All  leading  Contractors  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTRACTOR  of  the  CARBIC  FLARE 
LIGHTS'  ability  and  we  will  stand  by  his  words. 

Write  or  wire  for  immediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 


"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  •  Canada 

SELLING  AGENTS: 

Ouebec  and  Mavitinie  Provinces:  Alexander  Gibb,  1-2  St.  Nicliolas 
Building,  St.   Nicliolas  Street,   Montreal,  Que. 

Manitoba  and  Alberta:  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man.;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

Kritisb  Columbia:  Jobn  Burns,  .329  Railway  St.,  Vancouver,  B.C. 
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TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 

Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 


The   Ninth  Annual  Report  of  the 
-  Board  of  County  Road  Commissioners 
of  Wayne  County,  Michigan,  should  be  in  the 
hands  of  every  Engineer,  Contractor  and  public 

ifficial  iaterested  in  the  building  of  streets  and  roads. 
This  report  covers  in  detail  the  building  and  mainten- 
ance costs  of  probably  the  greatest  system  of  highways  in 
the  world.    A.  number  of  these  roads  have  withstood  heavy 

traffic  for  Ihe  past  seven  years  and  all  are  in  first  class  condition. 

Ttierjar>8?  Dig?>  of  facts  and  figures  of  vital  importance  to  road 
builders  and  tax  pavers.  Illustrations  of  various  operations  -and  cuts  of 
sections  of  ttie  different  roadways  before  and  after  the  laying  of  the 
concrete.  Included  also  are  descriptions  of  the  work  prior  to  actual 
coastruction.  complete  soecifications,  economical  methods  used  in 
handling  and  hauling  materials,  water  supply,  etc. 

You  miv  hive  a  copy  of  this  Interesting  report  free  of  cost.  Only 
a  limited  number  are  available.    Send  for  your  copy  today. 


^^^^  Canada  Cement  Co. 

^^j^^^^^^  Limited 

^       781  Herald  Building,  Montreal 


-CEMENT^Hi 
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Every  Motorist  Should  Carry 


our 


"  Dominion 
Autowline  " 

If  you  want  your  car  towed  use  the 
only  STEEL  Towing  Line 

Weight  6  lbs.  Diameter  i  ft. 

Goes  under  a  cushion. 


Inexpensive 


Durable 
MONTREAL 
WINNIPEG 
ST.  CATHARINES 


•MARION 

Keystone  Blast  Hole 

DRILLS 


If  you  are  in  need  of  a 

SCRAPER  BUCKET 
EXCAVATOR 

Let  us  quote  you  for  a 

Immediate  Shipment 


for 


Big  Blast  Holes 

With  or  Without  Traction 


HEAD  OFFICE 


MONTREAL 

Branch:-St.  Catharines,  Ont. 


Vol.  30 


Toronto,  May  17.  1916 


No.  20 


28  'Service'  Branches  throughout  Canada 


Dominion  Canadian  Consolidated  f|yo;^i|^;o] 

ij^ijgggjlflfBgjj^^      Rubber  Co.,  Limited  \^«3ii<imiRnb:i 

MONTREAL,  P.Q. 


If  manufacturing  facilities  and  an  up-to-date  system  of 
distribution  mean  anything  at  all  to  those  in   need  of 
Rubber  supplies,  then  the  Dominion  Rubber  System  com- 
mends itself  to  all  wide-awake,  progressive  buyers. 

Six  factories  and  twenty-eight  "Service"  branches  at 
central  points  throughout  Canada,  so  as  to  ensure 
prompt  shipments,  afford  a  service  that  is  not  equalled 
in  Canada. 

Back  of  all  is  the  warranty  that  the  Dominion  Rubber 
System  qualities  are  absolutely  worthy  and  dependable. 

Our  constant  aim  is  to  serve  and  please  you,  no  matter 
what  the  need  in  Rubber  Goods  may  be. 


Write  for  Catalogue  and  Price  List. 


Canadian  Consolidated 

^l^^^^ll^^^^^f  \      Rubber  Co.,  Limited 
POMWIOW )      MONTREAL,  P.Q. 


28  'Service'  Branches  throughout  Canada 
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Improved  Steel  Champion  Reversible  Road  Machine 

WRITE  FOR  CATALOGUE 


Manufactured  by 

The  Dominion  Road  Machinery  Co.,  Limited 

A  Full  and  Complete  Line  of  Road,  Street  and  Contractors'  Machinery  and  Supplies 

Goderich,  Ontario 


When  4V2  inches  =  45  inches 

If  you  built  your  boiler  setting  walls  45  inches 
thicker  than  they  are  now,  using  fire  brick  and  com- 
mon brick,  they  would  hold  much  more  heat  in  the 
boiler,  reduce  your  fuel  bills  and  keep  your  boiler  room 
cooler.  But  instead  of  adding  all  this  extra  brick 
work  you  will  get  the  same  results  by  replacing  one 
course  of  common  brick  with  a  single  4^-inch  course 
of 

Nonpareil 
Insulating  Brick 

When  you  use  Nonpareil  Brick  in  all  the  walls  and 
arches  of  the  boiler  settings  you  don't  increase  the  thick- 
ness and  take  up  valuable  space.-  But  you  do  save  65  per 
cent.,  or  more,  of  the  heat  that  ordinarily  is  lost  by  radia- 
tion, and  the  fuel  saving  will  pay  for  the  brick  in  less  than 
a  year. 

Sample  and  full  information  on  request. 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  McOiii  Buiwing,  Montreal,  Que. 

Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  Steam  Lines 


Central  High  School,  Detroit.  Mich.  -Tops  of  Boiler.s 
Insulated  with  Nonpareil  Insulating  Brick. 


Many  engineers  are  not  waiting  until  they  rebuild  the 
old  settings  or  install  new  boilers  to  use  Nonpareil  In- 
sulating Brick.  They  are  putting  a  4^-inch  course  on 
the  tops  of  the  settings  and  over  the  steam  drums  now. 
Jt  will  pay  you  to  do  the  same. 
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VALVE -tlYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915  by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1,50. 

History  of  Bridge  Engineering,  by  Henry  Gvattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
J914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells.  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence.  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
.Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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HENRY  HOPE  & 


The 

Winslow  Window 

Austral  Balance 

The  only  window  providing  per- 
fect ventilation  without  draft. 

Made  of  specially  rolled  steel 
shapes. 

The  improved  design  eliminates 
pulleys,  counterweights,  awnings, 
weatherstrips,  window  boxes  and  in- 
creases light  area  15  to  25%. 

For  further  information  and 
catalogues  write 

SONS  OF  CANADA  LIMITED 

TORONTO 


iiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiii^ 


Trade  Mark 


Turbo  -  Generators 

in  plant  of  Peter  Hauck  Brewing 
Company,  New  York  City 

For  the  Power  Plants 
of  Office  Buildings  and 
Factories  and  for  Sup^ 
plying  Power  on  Con^- 
tracting  Jobs  These 
Sets  Are  Ideal. 

The  Sturtevant  Turbo-Generator  has  found  very  wide  use  in  the  power  plants  of  large  office  buildings,  banks  and 
other  industrial  and  commercial  establishments  that  generate  their  own  power. 

It  is  also  largely  used  by  contractors  who  desire  power  on  cranes,  derricks,  or  for  lighting  a  job  at  night  time. 
They  are  supplied  in  all  voltages  and  currents  in  sizes  froiii  15  to  300  kilowatts. 

Write  us  your  requirements  and  send  for  Catalogue  210-Z.'j*2..       f  i 

B.  F.  Sturtevant  Company  of  Canada  Limited,  Gait,  Ontario 

Toronto  Winnipeg  Vancouver 


Montreal 


Selling  Agents  for  Sanford  Riley  Stoker  Co.,  "THE  RILEY  STOKER." 

Illlllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll^^ 


lill 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 

Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield  Engineering  Co. 

Brick  Machinery  and  Supplies 

Sheldons  Limited 


Bridges  (Steel) 

Canadian    Bridge  Company 
Can.  Chicago  l'>ridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  I'ridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Work."^ 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
liird  &  Son. 

Cable 

Canada  Wire  .&  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement 

Alfred  Rogers,  Limited 
liritnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company  . 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.  W.  Johns-Manville  Co., 
Limited. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

E.xeter  Manufacturing  Company 

Gould,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Wettlaufer  Bros. 

Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.   Fairbanks-Morse  Company 
Canadian   Equipment  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsli  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Duiilop  Tire  &  Rubber  Company 


Conveying  Machinery 

Goodwin,  Barsby  &  Company 
Sturtevant  Co.  of  Can.,  I^td.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Exeter   Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
Jenckes  Machine  Co. 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 
Northern  Crane  Works 
Osgood  Company 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Connnissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  E<iuipment  Company 

Dump  Cars,  Wheels,  etc. 

Canadian  Equipment  Company 
lloiikiiis  &  Company,   F.  H. 
Manitoba   Itiidgt-  &  fron  Works 
Marsh  and  Hcnlhorn 
National  Steel  Car  Coniiiany 
.Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Pliilip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pumn 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 

Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
C  an.   Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H, 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Howman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller   &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt    Iron  Works 

Fire  Brick 

l'"n<  File  Urirk  Company 

Fireproof  Doors  and  Windows 
Hope  &  .Sons,  Henry 
Ormsby   Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  P>(e  8  ) 
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Our  Traffic  Engineers  know  from  actual 
experience  the  Hauling  Problems  of  every 
business.  This  knowledge  is  worth  money 
to  you — if  you  will  use  it.  We  maintain 
a  staff  of  trained  Traffic  Engineers  who 
will  tackle  your  problems  of  Haulage  and 
delivery  in  a  business-like  way,  and  give 
you  a  report  that  will  present  in  tacts  and 
figures  the  most  economical  method  that 
you  can  adopt  to  get  the  most  efficiency 
in  the   delivery   end   of  your  business. 


NATIONAL  Motor  Trucks  are  made  in 
four  models— 1500  pounds,  2000  pounds, 
4000  and  7000  pounds.  Capacities  that 
provide  a  truck  for  every  line  of  business. 

If  you  are  as  thorough  in  your  investiga- 
tion of  the  different  makes  ofTrucksaswe 
are  in  the  construction  of  the  NATIONAL 
you  will  own  a  NATIONAL  Truck. 

Conferring  with  us  entails  no  obligation. 

Catalogue  mailed  upon  request. 


NATIONAL  STEEL  CAR  COMPANY,  Limited 


Works  and  Operating  Office :  HAMILTON,  CAN. 


Montreal  Office  :  SHAUGHNESSY  BLDG. 


s 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works' 
McGregor  &  Mclntyre 
Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  IngersolM<atid  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  V. 


Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian   IngersoU-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Northern  Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Beatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 
Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co. 

Kerr  Engine  Company 

McAvity  &  Sons,  T. 
Insulating  Compounds 

Can.  H.  W.  .Tohns-Manville  Co., 
Limited 

.'-ipielmann  Agencies  Regd. 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  II. 

National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fiu-. 
Company. 
Insulating  Bricks 

Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

Nortliern    Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  X'ompaiiy 

Lead  Pencils 

American  Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Maiiville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar   People  Limited 

Mechanical  Draft  Apparatus 
.Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Municipal  Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandrara-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asplialt  Paving  Co. 
Bessemer  I^imestone  Company 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Pliilip 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Tliomson   Pipe  Co. 
National   Iron  Works 

(Continued  on  page  10' 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


WIRE 
MESH 


REINFORCE- 
MENT 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger   sizes  made  to   your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 

Limited 

17  Place  D'Armes  Hill,  Montreal 

Sole  Agent.s  for  Eastern  Quebec  and  Maritime  Provinces 

G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 


May  IT,  M)ir, 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 
Limited.  < 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Dominion  Paint  Works 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steain) 

Armstrong  Cork  Company 
Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B,  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited, 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin.  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  fl. 


Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements.  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 

Shovels  (Electric) 

Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  (Company,  F.  H. 
Osgood  Company 

Spruce 

B.   C.   Lumber  Commissioner 
Silo  Moulds 

London  Concrete  Machinery  Co. 
Skylights 

Pedlar  People  Limited 
Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 

DesMoines  Bridge  &  Iron  Co. 

MacKinnon,  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Pittsburgh-DesMoines  Steel  Co. 

Pedlar  People  Limited 
(Continued  on  page  14 » 


Simplified  Ash  Removal 

THE  G  &  G  Telescopic  Hoist  is  easy  to  install — for  it  comes  to  the  build- 
jng  completely  assembled  and  ready  to  erect.    Its  rugged  construction 
prevents  annoying  delays  in  service.    Its  operation  is  so  simple  and 
certain  that  it  may  be  handled  by  the  most  inexperienced  labor.    Moreover — 
it  now  makes  possible  the  removal  of  ashes  by  one  man,  unaided. 


Illustration  shows  how 
one  man  unaided  can 
perform  entire  opera- 
tion of  ash  removal.  It 
also  shows  the  newly 
patented  G  &  G  Side- 
walk Door  Opening  and 
Closing  Device  with 
Spring  Guard  Gate. 


'Made  in  Canada" 


Raises  load  at  a  guaranteed  speed  of  .'iO 
feet  per  minute  and  does  it  noiselessly. 
When  not  in  use  hoist  telescopes  and 
no  part  shows  above  street  level.  Op- 
erated from  grade,  insuring  fullest  pro- 
tection for  both  public  and  operator 
against  injury  due  to  open  hatch. 


"Made  in  Canada" 


ment 


Every  hoist  is  subjected  to  thorough 
working  test  before  shipment  and  is  so 
compact  in  construction  that  it  may 
be  shipped  completely  assembled — not 
"knocked  down." 

Easily  installed.  No  pit  is  required — 
heel  of  hoist  rests  on  basement  floor. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agent*  for  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Acenti  for  Britiih  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 

W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


m 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Flats,  Twisted  Squares,  Angles,  T-Bars, 
Ovals,  Half  Ovals,  Half  Rounds,  Bands,  Special  Sections. 

3/4',  7/8'  and  I  "  Channels  for  use  with  Metal  Lathing 

CROSS  ARM  BRACES— POLE  SHIMS 


Plain  and  Galvanized 


Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

'*Better  good  pipe  at  a  fair 
I  price  than  poor  pipe 

at  any  price, " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Batch  Mixer 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.    2000  Now  in  U»e. 


Made  in  all  s'zes  from  %  yd.  [o  2/4  yd.  Batch.    Get  prices  now  before 


starting  on  the  next  job. 


1 


LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'   use.     Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  I  B. 

We  make  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 

London  Concrete  Machinery  Co.,  Limited, 

Branches  and  Agencies  in  every  large  city  in  Canada. 


"Si 


London  Bull  Dog  Batch  Mixer. 


London,  Ont. 


WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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Builders 


of 


Chimneys 


Water  -  towers,  Con- 
densers, Silos,  etc., 
can  do  better  work, 
in  less  time,  at  a  lower 
cost  per  contract,  by 
adopting 

Monnoyer's 
System 

of 

Chimney 
Construction 


This  system  eliminates  shut- 
tering, the  enormous  expense  of 
which  has  been  the  chief  objec- 
tion to  the  employing  of  ferro- 
concrete in  chimney  building. 
Chimneys  constructed  the 
"Monnoyer  Way"  are  pleasing 
to  the  eye,  and  their  lightness 
enables  the  builder  to  save  on 
foundations  and  "speed  up"  on 
his  contracts. 


We'll  gladly  tell  you  more 
about  this  wonderful  system. 

Write  today. 


T.N.R.,  Quebec,  198'  high,  9'  diameter. 


Edouard  Pelletier  &  Fils 

111  Colomb  Street,  Quebec 
GRANTEES  FOR  CANADA 

Sales  Representatives — 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St.,  Montreal 


Building  a  Big  Bridge 

{Ad.  No.  1  of  a  Series) 

This  new  ctjiicit-tf  bridge,  kiiowJi  as  Ho[>pie 
Street  Viaduct.  (  inciiiTiati,  is  attracting  wide 
spread  attentiun  among  etigineeis  everywhere,  be- 
t  iusir  of  its  "cantilever  skew  arch"  construction. 
It  cwnsists  of  'lit  spans,  L'.lIM)  feet  long  in  all. 
Klastite  E.xpansioTi  loiiU  was  sjiecihtd  for  this 
great  structure  by  engineers  in  cliarge  after  care- 
ful investigation  of  its  use  in  other  structures 
elsewhere.  Illustration  afjove  shows  joint  ciU  tu 
convenient  length,  ready  for  the  forms. 

Write  for  sample  and  information. 
Address  Elastite  Dept. 

THE  PHILIP  CAREY  COMPANY 
Toronto  Montreal 


The  Sandwich 
Joint  " 


FOR  SALE 


2  - 10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloade 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


14 


THE   CONTRACT  RECORD 


May  17,  191G 


CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Sound  Deadening 

Can.  H.  W.  Jolins-Manville  Co.,, 
Limited. 
Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Traps 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co..  Ltd. 
Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Hope  &  Sons,  Henry 
Steel  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Cliicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company  ' 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Bird  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding   and    Cutting  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 

American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Undergroiuid  Cable  Co. 
of  Canada,  Limited. 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 


Wire  Rope 

Dominion  Wire  Rope  Co., 


Ltd. 


Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


(iraphite  is  pure  carbon,  and  is  therefore  nnafifected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  ])repared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  bein<^-  made  from  ])ure  (iraphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting-  of 
l)ridi4'es,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


RRANDRAM-  HENDERSQ 


IVIontre^ 


I 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Built  of  Sackville  Freestone 

"Quarried 
in 

Canada 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 
Toronto  Agent :  A.  P.  Steward,  Builders'  Exchange 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


^Albert  Manufacturing-  Company  . .  . 

'^merican  Enameled  Brick  &  Tile  Co,  C>2 
American  Lead  Pencil  Company  . .  . 

American  Well  Works   <><• 

Anglins  Limited   ''^ 

Armstrong  Cork  Company    2 

Art  Stone  Company  

Asphalt  &  Supply  Company   58 

Ault  &  Wiborg  Company   (il 

Barber  Asphalt  Paving  Co   TO 

Barber,  Frank  

B.  C.  Lumber  Commissioner   21 

Beatty  &  Sons,  Limited,  M   <'>'^' 

Bessemer  Limestone  Company   ....  <'>'•> 

Bird  &  Son  

Black  Building  Supply  C'ompany   ..  10 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co.  00 

Brandram-Henderson  Co   1-i 

Britnell  Company,  Limited    '53 

Burlington  Steel  Company    11 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation  If) 

Canada  Iron  Foundries,  Limited  ...  02 

Canada  Wire  &  Iron  Goods  Co.  ...  01 

Canadian  Billings  &  Spencer   23 

Canadian  Blower  and  Forge  Co.  ...  70 

Canadian  Brass  Mfg.  Co   ■'>'' 

Canadian  Consolidated  Rubber  Co.  . .  1 

Canadian  Dolarway  Paving  Co.  ...  1« 
Canadian   Equipment  Company    . .  . 

Canadian  Ingersoll-Rand   Co   71 

Canadian  Office  School  Furniture  Co.  OS 

Canadian  Pipe  Co.,  Ltd  

Carey  Company,  Philip   13 

Canadian    Chicago    Bridge    &  Iron 

Works   <>1 

Chipman  &  Power   f>8 

Conduits  Company,  Limited   01 

Cook,  A.  D   60 

Crushed  Stone  Limited   C2 

Dake  Engine  Company    03 

Darling  Bros  

Dennis  Wire  &  Iron  Company   ...  20 

DesMoines  Bridge  &  Iron  Works  ..  01) 

Dikeman  Surveyor  Company   'iS 

Dominion  Concrete  Company  ....  13 
Dominion  Engineering  &  Inspection 

Company    08 

Dominion  Iron  &  Steel  Company  ..  0.5 

Dominion  I'aint  Works   15 

Dominion   Road  Machinery  Co.   ...  3 


Dominion  Sewer  Pipe  Company   ..  19 

Dominion  Wire  Rope  Co   72 

Dunlop  Tire  &  Ruljber  Co   3 

Elk  Fire  Brick  Company  

Ford  Meter  Box  Com]iany   

Foster,  W.  L  ,  

Eraser,  W   13 

Gartshore,  John  J   59 

Gartshore-Thompson  Pipe  &  Foundry 

Company   57 

Gent  Company  

Gillis  &  Geohegan    10 

Goodwin-Barsby  &  Company  

Gookf,  Shapley  &  Muir  Company  ..  01 
Gray  Con.struction  Co.,  John  V.  ...  57 

Haddin  &  Miles   08 

Hagersville  Contracting  Company  ..  11 

Hamilton,  S.  W   68 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   20 

Hope  &  Son,  Henry   5 

Hopkins  &  Company,  F.  H   73 

Hunt  &  Company,  Robert  W   08 

Ideal  Concrete  Machinery  Co  

Inglis  Company,  John   53 

'lona  Gypsum  Company   05 

Kerr  Engine  Company,  Limited  ...  4 

L'Air  Liquide  Society  

Lea,  R.  S   08 

Lightfoot,  Stanley   68 

London  Concrete  Machinery  Co.  ...  12 
Luxfer  Prism  Company  

MacLean  Daily  Reports  

MacKinnon  Holmes  &  Company  . .  . 

Manitoba  Bridge  Works  Co  

Mansfield  Engineering  Co   50 

Maritime  Bridge  Company   54 

Marsh  &  Henthorn,  Limited   57 

McAvity  &  Sons,  F  

McDougall  Caledonian  Iron  Works 

Company   IS 

McGill  University   57 

McGregor  &  Mclntyre    09 

Meaford  Wheelbarrow  Company  . .  . 

Metallic  Roofing  Company    O.'i 

Miller  &  Company,  Geo.  M  

Montreal  Concrete  Works   8 

Mueller  Mfg.  Company,  II  


National  Iron  Works   58 

National  Steel  Car  Company   7 

Neptune  Meter  Company   63 

Noble,  Clarence  W   66 

Northern  Crane  Works   56 

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  (>:i 

Ormsby  Company,  A.  B   30 

Osgood   Company    59 

Pacific  Coast  Pipe  Company   ,'57 

Paterson  Mfg.  Company   55 

Pedlar  People   17 

Peerless  Form  Clamp  Co  

Pelletier  &  Fils,  Edotiard   11! 

Pittsburgh-DesMoines  Steel  Co.  ...  09 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   61 

Piatt  Iron  Works   54 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company   

Reid  &  Brown   68 

Ric-wiL  Underground  Pipe  Covering 

Company  

Rogers  Limited,  Alfred  

Rogers  Agencies  

Rogers  Supply  Company  

Sackville  Freestone  Co   15 

60 
68 
59 


Sheldons  Limited  

Shipman  &  Co.,  Harold  C.  ... 

Smart  Mfg.  Co.,  James  

Spielmann  Agencies  Regd.  . .  . 
Standard  Clay  Products  Limited  ...  19 
Standard  Steel  Construction  Co.  ...  62 
Standard  Underground  Cable  Co.  of 

Canada   59 

Stark  Rolling  Mills  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   19 
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Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprise 
ing  enouf^h  to  spend  money  and  time  to  get  in  touch  with  you. 
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IT  IS  MAINTENANCE 

THAT  MAKES  GOOD  ROADS— 

No  matter  how  good  a  pavement  you  put  down  it  will  go  to  rack  and  ruin  if  it  isn't  kept  up.  Figuring 
from  all  angles,  Concrete  makes  the, most  economical  roadway.  On  top  of  Concrete  spread  DOLAR- 
WAY  SURFACING  and  you'll  have  an  ideal  pavement.  A  pavement  that  is  dustless,  noiseless.  A 
guaranteed  pavement  against  climatic  influences  because  it  is  WATER  and  MOISTURE  PROOF. 

DOLARWAY  SURFACING  IS  CONCRETE  PAVEMENT  INSURANCE 

It  is  a  bituminous  preparation — liquid  form — quick  in  its  action — easy  to  apply — one  to  three  cents  per 
square  yard  for  maintenance.  If  DOLARWAY  SURFACING  is  applied  regularly  your  roadway  will 
be  practically  indestructible.    PUT  IT  ON— KEEP  IT  ON. 

Inexpensive  First  Cost  Inexpensive  Maintenance 

For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  West. 
WINDSOR,  ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Work»:  Seigneuri  &  William  Sts.,  Montreal. 
Manufacturer!  of  Botlerij  Castines,  Condeniers,   Elevators,  Engines,  Filters,   Forgincs,  Hydraulic 
Machinery,  Pumpi,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whsels,  Water 


Lachine  Water  Works 
Three  million  gallons,  eishty  pounds  domestic,  160Ibs.  fira. 


Works  Plants. 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


ITrue  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningfs 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  CoDneotion) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  Hght,  the  better  work  and  faster  work. 

Big-  Windows  must  be  strong.  Only  steel  gives  the 
required  rigidity. 

"  FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factories: — St.  Catharines  and  Toronto 


'New  ( 

Glasgow.RS^ 

and  S 

T.JOHNSRQ. 

Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRK  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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It 

Preaches 

Fresh 

Air 


Ormsby 
Swartwout 
Rotary 
Bali- 
Bearing 
Ventilator 

pulls  the  bad  air  out  of  a  building  by  the  force  of  a  par- 
tial vacuum.  It  affords  constant  air  supply.  When 
htted  with  the  self-cleaning  pitched  glass-top  it  serves 
also  as  a  serviceable  skylight. 

All  sorts  of  work-rooms  in  factories,  mills  and  found- 
ries are  successfully  ventilated  by  the  Ormsby-Swart- 
wout.  Send  for  "The  Gospel  of  Fresh  Air" — real  stories 
of  ventilation  experience.    It  tells  why  ventilation  pays. 

A.  B.  ORMSBY  CO.,  LIMITED,  Toronto 

Associated  with — 
The  Metal  Shingle  &  Siding  Co.  Limited 

Preston      Montreal     Winnipeg      Saskatoon  Calgary 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

.\re  rigid,  of  lightest  practical  construction. 
,\ccurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufactiue  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

UCI  I  TD  *,  ilDirUTIV  1120  Spring  Garden  Street 

nE.LLE.tV  OC  DKlUniLI,  PHILADELPHIA,  PA., "Since  1870" 


Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

R/IANY  Carpenter-contractors  in  the  small- 
er   cities   and   towns   are   making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why. 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 


Crushing  Plants  for  Road  Building 


The  Crusher  Elevator  Screen  and  Bin  are 
compactly  arranged  and  mounted  on  wheels, 
making  a  very  compact  portable  rig. 

Crusher  is  "All  Steel,"  jaw  plates  being  Man- 
ganese Steel.  All  parts  readily  accessible  for 
examination  or  adjustment. 

We  offer  several  plants  for  prompt  shipment, 
including  the  boiler  and  engine,  v\^hich  we  have 
on  hand. 


THE  JENCKES  MACHINE  CO.,  LIMITED 

Works:  SHERBROOKE,  QUE.   -   ST.  CATHARINES,  ONT. 

Sales  Offices :       Montreal       Toronto       Cobalt       So.  Porcupine       Nelson  and  Vancouver,  B.  C. 
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Douglas  Fir  for  Roof  Supports,  Finish  and  Floors.     Wharf  Reception  Room, 
Canadian  Pacific  Railway,  Vancouver. 


British  Columbia  Douglas  Fir 

is  UNEXCELLED  for 

Heavy  Construction      Mill  Construction      Harbour  Works 

Warehouses  Factories 

and  all  work  requiring 

Strength  Durability  Dependability 

British  Columbia  Douglas  Fir  is  obtainable  in  the  largest  sizes  required 
Full  information,  including  Strength  Tests,  will  be  gladly  furnished  free  on  application  to  the 


B.  C.  LUMBER  COMMISSIONER 

Phone  M.  1188  Excelsior  Life  Building,  Toronto  and  Adelaide  Sts.,  TORONTO 


A  Home  built  of  British  Columbia  Timber. 
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Standard  Turnbuckles 

Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 


Welland,  Ontario 


WATEROUS 
ROLLERS 


STEAM 
ROAD 


Are  road  builders  in  every  sense  of  tlie  word.  They  can  be 
used  in  every  operation  from  driving  tlie  rock  crusher,  hauling 
road  material  picking  and  plowing  tlie  old  road,  to  the  last  light 
finishing  roll. 

Constructional  Features 

Twin  cylinder  engine  with  cranks  set  on  the  quarter,  runs  like 
a  watch,  no  dead  centres,  no  hanging  up  in  a  soft  spot,  no 
bucking  on  the  reverse. 

The  boiler  of  locomotive  type,  built  to  stand  a  working  pres- 
sure of  165  pounds.  A  quick  steady  steamer  that  will  carry 
the  Roller  up  a  30  per  cent,  grade  without  a  bitch, 
lias  two  speed  drive  for  fast  and  slow  work,  under  full  steam 
pressure,  both  forward  and  back.  All  change  sjieeds  and  driv- 
ing gears  cut  from  the  solid  steel. 

Outfit  includes,  rear  draw  bar,  front  clevis,  set  of  road  picks, 
driving  pulley  for  rock  crusher. 

More  than  200  Waterous  Steam  Rollers  are  in  use  in 
Canada — that's  a  real  proof  of  quality.  Every  user  a 
booster. 


THE  WATEROUS  ENGINE  WORKS 
COMPANY,  LTD.,  brantford,  can. 
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Recruiting  from  Munition  Factories 

A large  Canadian  manufacturer  engaged  in  com- 
pleting, with  feverish  haste,  a  big  munitions 
contract,  stated  within  the  last  couple  of 
days  that  pressure  had  again  been  brought 
to  bear  on  one  of  his  best  mechanics  to  drop  his  work 
and  join  the  fighting  ranks.  In  spite  of  all  the  argu- 
ments of  the  employer  the  man  had  gone.  This  is 
only  one  instance  of  many  we  know  of  and  doubtless 
uf  many  hundreds  that  have  not  come  to  our  attention. 
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How  much  longer  can  our  government  sit  inanely 
by  and  watch  this  gradual  process  of  demoralization 
and  disintegration  without  taking  any  steps  to  pre- 
vent or  remedy  it?  If  our  gcwernment  is  so  lacking 
in  the  type  of  men  who  have  the  ability  to  conceive 
and  carry  out  the  necessary  organization  of  our  man 
power,  or  if  they  are  so  held  in  by  the  traditional 
curse  of  political  exigency,  can  they  not  at  least  hand 
the  matter  over  to  some  responsible  group  of  business 
men?  Such  men,  organizers  both  by  training  and 
natural  ability,  to  be  had  in  numbers  for  the  asking, 
who  would  consider  it  a  disgrace  to  accept  salary  or 
commission,  who  would  honor  themselves  by  being- 
allowed  to  express  their  deep  loyalty  in  placing  their 
services  at  the  disposal  of  the  Empire — many  of  these 
superb  business  men  in  Canada  to-day  are  chafing  at 
their  inability  to  assist  in  this  war  and  impatiently 
cursing  our  government  for  their  inactivity  and  all  too 
apparent  helplessness  in  grappling  with  some  of  our 
big  problems.  Why  don't  we  organize?  is  heard  in 
every  quarter.  Are  our  resources  so  much  more  than 
adequate  for  the  demands  to  be  made  upon  them  that 
we  can  afiford  to  fritter  them  away? 

It  is  an  old  saying  that  constant  dropping  water 
will  wear  away  even  a  stone,  and  it  is  not  impossible 
that  constant  urging  and  dinning,  in  these  pages,  may 
yet  play  some  small  part  in  arousing  our  government 
to  action  along  the  line  of  organizing  our  men  power 
and  our  other  big  resources  that  the  greatest  amount 
of  work  may  be  accomplished  with  the  least  possible 
expenditure  of  energy.  It's  a  business  man's  job,  of 
course,  but  business  men  by  the  score  are  vainly  offer- 
ing their  services.  Will  not  the  authorities  at  Ottawa 
admit,  soon,  that  the  conduct  of  the  details  of  a  great 
war  is  not  in  their  line  and  pass  the  work  along  to 
others  who  are  as  capable  as  they  are  eager  to  under- 
take it? 


Tiie  Gause  and  Prevention  of  Dry  Rot 

From  time  to  time  inquiries  are  received  at  this 
office  asking  for  information  on  the  cause  and  preven- 
tioti  of  dry  rot  in  mill  construction.  The  Contract 
Record  has  published  occasional  short  items  on  this 
subject,  but  in  the  hope  that  it  may  be  of  assistance 
and  to  more  fully  explain  the  matter  a  fairly  compre- 
hensive article  on  dry  rot  appears  elsewhere  in  this 
issue. 

Rotten  timber  is  due  to  decomposition  brought 
aliout  by  dampness,  which  generally  proceeds  by  the 
emission  of  carbonic  acid  gas  and  hydrogen.  Timber 
rot  may  be  either  wet  or  dry ;  the  former  usually  oc- 
curs in  the  presence  of  moisture  where  gases  emitted 
may  escape.  Dry  rot,  on  the  other  hand,  is  found  in 
confined  places  where  the  gases  which  are  emitted  can- 
not escape  but  enter  into  some  new  combination  aid- 
ing in  the  formation  of  fungi,  a  parasitic  vegetable 
growth  which  feeds  upon  and  destroys  the  timber.  This 
fungus  growth  is  commonly  termed  as  punk,  toad- 
stools, or  dry  rot — terms  which  are  exceeding  vague 
and  indefinite. 

The  term,  dry  rot,  is  used  to  signify  broadly  the 
following  fungi:  Merulius  lachrymans  and  other  mem- 
bers of  the  Merulius  genus;  Coniophora  cerebella  (or 
Conic^phora  peuteana).  These  dry  rot  fungi  have  two 
methods  of  reproduction — by  the  common  reproductive 
body  corresponding  to  the  seeds  of  the  higher  plants, 
which  is  called  a  spore,  a  microscopic  organism 
brown  in  color,  which  is  produced  in  millions  on  the 
surface  of  the  plant ;  or  by  the  growing"  plant  separat- 
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ing-  into  small  sections  which  grow  again  under  suit- 
able conditions. 

Dry  rot  is  usually  caused  by  moisture  and  the  lack 
of  ventilation,  or  exposure  to  alternate  wet  and  dry 
spells,  and  the  use  of  green  sap  wood.  It  is  danger- 
ous, as  is  known,  in  that  it  reduces  the  cohesion  of 
the  wood  fibre,  ultimately  reducing  it  to  powder.  Dry 
rot  is  best  prevented  by  using  seasoned  heart  wood  and 
providing  good  ventilation,  or  by  treating  it  with  some 
wood  preservative  such  as  creosote.  After  the  growth 
is  started  it  may,  if  not  too  far  advanced,  be  checked 
by  heat  and  ventilation.  Merulius  lachrymans  is  par- 
ticularly sensitive  to  heat,  a  temperature  of  108  degs. 
F.  for  three  hours  or  115  degs.  F".  for  one  hour  being 
sufficient  to  kill  it.  It  is  also  killed  by  complete  dryness. 
Antiseptic  treatment  is  practically  the  only  procedure 
to  adopt  for  lumber  of  doubtful  durability  or  for  lum- 
ber that  is  to  be  placed  in  a  position  suitable  for  the 
generation  of  dry  rot,  or  for  wood  previously  exposed 
To  dry  rot.  Much  valuable  information  on  dry  rot, 
conditions  suitable  to  its  growth,  means  of  prevention, 
etc.,  will  be  found  in  the  article  mentioned  above,  which 
should  prove  of  value  to  owners  or  builders  who  have 
met  with  this  trouble. 


What  is  a  Pavement? 

What  types  of  roadway  surfacings  should  properly 
be  classified  as  pavements? 

This  query  has  been  suggested  recently  by  an  ex- 
amination of  data  on  street  paving  in  a  number  of 
cities.  The  figures  referred  to  included  statements 
showing  the  total  mileage  of  paved  streets  and  the 
mileage  of  each  type  of  surfacing  in  each  of  a  number 
of  cities.  Some  street  officials  classed  streets  surfaced 
with  gravel  and  water-bound  macadam  as  paved 
streets,  while  others  excluded  these  two  surfacmgs 
and,  in  a  few  cases,  others. 

The  dictionary  definition  of  a  pavement  is:  "That 
with  which  anything  is  paved  ;  a  floor  or  covering  of 
solid  material,  making  a  hard  and  convenient  surface 
for  travel;  a  paved  road,  sidewalk,  or  other  surface.' 
The  verb,  pave,  is  defined  as  follows:  "To  lay  or  cover 
with  stone,  brick,  or  other  materia-!,  so  as  to  make 
a  firm,  level,  or  convenient  surface  for  travel;  to  floor 
with  brick,  stone,  or  other  solid  material ;  to  cover  as  a 
pavement."  These  definitions  are  sufficiently  broad  to 
permit  the  inclusion  of  gravel,  water-bound  macadam, 
sand-clay,  and  various  other  surfacings  as  pavements. 

On  the  other  hand,  the  American  Society  of  Civil 
Engineers'  Special  Committee  on  Materials  for  Road 
Construction  and  on  Standards  for  their  Test  and  Use 
has  defined  a  pavement  as  follows:  "The  wearing 
course  of  the  roadway  or  footway,  when  constructed 
with  a  cement  or  bituminous  binder,  or  composed  of 
blocks  or  slabs,  together  with  an  cushion  or  binder 
course."  Under  this  definition  gravel,  water-bound 
macadam  and  some  other  types  of  surfacings  would 
not  be  pavements. 

While  the  dictionary  definition  and  the  one  pro- 
posed by  the  committee  are  not  comparable,  they  re- 
precent  exactly  the  difference  of  opinion  that  appar- 
ently exists  among  street  officials  and  engineers. 
Doubtless  the  committee's  definition  merits  the  great- 
er consideration,  for  it  was  made  by  experts,  while  the 
dictionary  definition  was  not.  Certainly  it  seems  to 
represent  the  ciu'rent  usage  of  engineers  and  technical 
writers. 

Although  the  question  is  jjcrhaps  of  minor  import- 
ance, it  is  worthy  of  consideration,  for  the  subject  of 


road  building  terminology  needs  standardization. — 
Good  Roads. 


Hints  on  Sewer  Construction 

Mr.  W.  W.  Horner,  engineer  in  charge  of  division 
sewers  and  paving,  St.  Louis,  Mo.,  in  addressing  the 
12th  annual  convention  of  The  American  Concrete  In- 
stitute at  Chicago  on  reinforced  concrete  in  sewer  con- 
struction, recommends  to  engineers  and  contractors 
the  following  prescription  for  sewer  construction  : — 

(1)  Use  the  best  grade  of  concrete  and  considerable 
excess  of  mortar.  (2)  Do  not  work  concrete  at  more 
than  450  lb.,  unless  the  construction  conditions  are  to 
be  exceptionally  favorable.  (3)  The  concrete  cover 
outside  of  the  steel  should  be  at  least  2  in.  (4)  Use  a 
minimum  thickness  of  concrete  of  about  9  in.,  unless 
the  work  is  close  to  the  surface,  or  is  to  be  built  under 
\'ery  favorable  conditions,  and  increase  this  minimuin 
and  also  the  cover  over  the  steel  if  the  conditions  are 
likely  to  be  very  unfavorable.  (5)  Specify  the  setting 
of  the  reinforcement  with  especially  designed  holders. 
These  might  be  made  of  cast  iron  and  left  in  the  con- 
crete. (6)  If  there  is  any  possibility  that  the  trench 
will  be  very  wet  or  mucky,  provide  for  a  sub-case  of 
concrete  and  provide  means  of  keeping  the  trench  work 
away  from  the  work,  if  possible.  (7)  To  secure  a  con- 
crete that  will  flow  into  place  with  the  least  assistance, 
a  specification  for  a  two-and-a-half  or  a  three  minute 
mix  should  be  seriously  considered,  as  might  also  the 
use  of  hydrated  lime.  This  would  naturally  result  also 
in  a  denser  and  more  waterproof  concrete  and  might  be 
a  very  considerable  factor  in  prolonging  the  life  of  the 
reinforcement.  (8)  Provide  for  a  lining  of  vitrified 
I)rick  for  the  invert,  or  at  least  provide  an  excess  in- 
ternal area  to  allow  for  such  a  lining  at  Some  later  date. 
This  is  of  more  importance  in  maintenance  than  in  con- 
struction, as  under  average  conditions  it  is  easier  to  ob- 
tain a  reasonably  smooth  invert  with  the  brick  than  to 
attempt  to  finish  the  concrete  itself.  (9)  Specify  cold 
weather  methods.  Concrete  can  be  placed  satisfactor- 
ily and  economically  at  even  a  zero  temperature,  if 
proper  precautions  are  taken.  It  should  be  noted, 
however,  that  it  is  quite  easy  to  overheat  the  finished 
concrete  and  to  drive  out  a  portion  of  the  water. 


A  Union  Station  for  Montreal 

The  Montreal  Central  Terminal  Company  is  re- 
viving an  old  and  ambitious  scheme  for  a  Union  sta- 
tion. Mr.  C.  N.  Armstrong  has  placed  before  the 
Council  the  outline  of  the  plan,  which  includes  the 
construction  of  a  tunnel  under  the  St.  Lawrence,  thus 
connecting  the  north  and  south  shores.  The  station 
is  to  be  built  in  a  central  portion  of  the  city,  and  is  esti- 
mated to  cost  about  35  million  dollars.  It  would  give 
accomodation  for  all  the  lines  entering  the  city,  con- 
nection being  made  with  the  Windsor  Station  of  the 
C.  P.  R.  The  Bonaventure  Station  of  the  Grand 
Trunk  would  be  converted  into  a  freight  depot.  Such 
a  scheme  would  settle  the  question  of  level  crossings, 
wliich  has  been  several  times  before  the  Railway  Com- 
mission in  connection  with  the  obligation  of  the  city 
to  bear  a  portion  of  the  raising  of  the  tracks  of  the 
Grand  Trunk.  The  proposal  is  that  all  the  lines  run- 
ning into  the  union  station  should  be  electrified.  The 
I)romoters  state  that  application  is  to  be  made  to  the 
Railway  Commission  and  that  the  capital  will  be  priv- 
ately subscribed. 
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Dry  Rot  Menace  in  Factory  Timbers 

Conditions  Favorable  to  the  Growth  of  Common  Timber-Destroying 
Fungi — Discussion  of  Methods  of  Preventing  Their  Development 


All  wood  is  almost  ec|ually  durable  under  certain 
conditions.  Kept  absolutely  dry  or  submerij^ed  it  lasts 
indefinitely,  but  under  other  conditions  the  best  wood 
may  decay  very  rapidly.  Dryness  and  good  ventila- 
tion are  the  best  guarantees  of  prevention  from  decay 
in  timber  used  in  general  construction.  Water  also 
seems  to  act  as  a  preservative,  as  some  kinds  of  timber 
totally  and  constantly  submerged  in  water  not  in  mo- 
tion, have  been  found  to  remain  practically  sound  for 
hundreds  of  years. 

The  general  causes  of  decay  in  timl)cr  are  the  pres- 
ence of  sap,  exposure  to  alternate  wet  and  dryness,  or 
to  moisture  accompanied  by  heat  and  lack  of  ventila- 
tion. Rotten  timber  is  due  to  decomposition  or  ]nitre- 
faction,  generally  occasioned  by  dampness,  and  which 
proceeds  by  the  emission  of  gases,  chicfiy  carbonic  acid 
gas  and  hydrogen.  There  are  two  kinds  of  rot  to 
which  wood  work  in  a  Iniilding  is  subject,  dry  rot  and 
wet  rot.  The  chief  difference  between  them  seems  to 
be  that  wet  rot  occurs  where  the  gases  involved  can 
escape.  By  it  the  tissues  of  the  wood,  especially  the 
sappy  portions  are  decomposed.  Dry  rot,  on  the  con- 
trary, occurs  in  confined  places  where  the  gases  cannot 
escape,  but  enter  into  new  combinations,  forming 
fungi,  which  feed  ui)on  and  destroy  the  timber. 

Dry  rot  is  generally  caused  by  lack  of  ventilation  ; 
confined  air,  without  much  moisture,  encourages  the 
growth  of  the  fungus,  which  eats  into  the  timber, 
renders  it  brittle  and  so  reduces  the  cohesion  of  the 
fibres  that  they  are  reduced  to  powder.  It  generally 
commences  in  the  sapwood. 

Dry  rot  is  especially  dangerous  in  that  it  not  only 
eats  up  the  entire  timber  in  which  it  originates,  but  the 
germs  of  the  fungi  producing  it  spread  themselves  to 
all  adjacent  woodwork  without  necessary  contact  be- 
tween the  diseased  and  the  sound  wood. 

There  are  but  f-ew  common  or  popular  names  for 
fungi,  and  the  few  there  are,  such  as  dry  rot,  punk, 
toadstools,  etc.,  are  exceedingly  vague  and  indefinite. 
The  Latin  names  are  commonly  used  in  scientific  liter- 
ature. Their  use  implies  an  exact  identification.  "Dry 
rot"  is  used  to  signify  broadly  the  following  fungi : 
Merulius  lachrymans  and  other  members  of  the  Meru- 
lius  genus;  Coniophora  cerebella  (or  Conicophora  put- 
eana).  The  name  "Polyporus  family"  (fungi  having 
many  pores)  has  been  used  to  include  broadly  any  of 
the  pore  fungi  having  pores  or  holes  of  various  sizes 
and  shapes  in  the  fruiting  surface.  Fruiting  fungi 
can  be  easily  identified  but  it  is  impossible  to  positively 
identify  the  young  sterile  growth. 

The  conditions  required  for  the  germination  or 
growth  of  the  merulius  lachrymans  have  often  seemed 
mysterious.  The  spores  germinate  in  an  eccentric  man- 
and  frequently  refuse  to  grow  to  fruition  on  their  cus- 
tomary host  in  artificial  cultures.  Dry  rot  fungi  have 
two  methods  of  reproduction  and  can  remain  a  long 
time  in  a  resting  state.  The  common  reproductive 
Iwdy,  corresponding  to  the  seed  of  higher  plants,  is 
called  a  spore,  and  grows  over  the  surface  of  the  plant. 
Spores  are  brown  in  color  and  therefore  may  be  easily 
distinguished  from  the  surrounding  sterile  growth. 
They  are  microscopic  in  size,  being  about  .0004  of  an 
inch  long  and  .0002  of  an  inch  broad.     A  single  plant 


produces  many  millions  and  their  small  size  allows 
them  to  float  a  long  distance  in  the  air. 

Under  unfavorable  conditions  for  growth,  such  as 
insufficient  moisture,  some  of  these  destructive  fungi 
assume  a  form  of  reproduction  different  from  that  by 
which  they  ordinarily  spread.  In  this  form,  the  grow- 
ing plant  separates  into  small  sections  which  can  sprout 
and  grow  again  when  favorable  conditions  arise.  It 
can  remain  in  this  resting  state  for  a  considerable  time 
in  air  dry  wood. 

Rot  in  wood  was  originally  supposed  to  l)e  a  chemi- 
cal action  similar  to  rusting  of  iron,  and  the  delicate 
lace-like  plants,  tough  brackets,  or  brown  leathery 
growths  were  supposed  to  be  attracted  by  the  decayed 
wood,  rather  than  being  the  cause  of  the  rotting.  The 
chemistry  of  the  rotting  process  is  not  well  known  even 
at  the  present  time.  It  is  probable  that  there  is  some 
chemical  action  in  addition  to  the  life  progress  of  the 
fungus  through  the  wood  cells.  It  is  noted  in  blocks 
of  sound  wood,  in  which  fungus  has  been  cultivated, 
that  when  the  fungus  is  freshly  removed  from  the  moist 
wood,  it  has  the  appearance  of  being  bright  and  sound 
as  ever ;  but,  after  being  left  in  a  dry  atmosphere  for  a 
time,  the  wood  shrinks  and  forms  the  characteristic 
brown,  cracked  and  powdery  material  which  is  familiar 
as  rotted  wood. 

Without  doubt,  the  fungus  ceases  to  make  any  vital 
progress  very  soon  after  drying  commences,  and  the 


Types  of  fungi— Upper,  Lenzites  sepiaria  growing  on  a  spruce  roof  - 
Lower,  Coniopliora  with  fruit. 


final  browning  and  powdering"  is  brought  about  by- 
oxidation  by  the  air,  assisted  by  certain  organic  enzy- 
mes, either  already  present  in  the  wood  cells  or  formed 
by  the  activity  of  the  fungus. 

In  most  cases,  the  rotting  found  has  taken  place 
rapidly,  instead  of  having  been,  as  sometimes  supposed, 
a  slow  continuous  process  similar  to  the  rusting  of  iron 
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or  the  weathering  of  stone.  Sometimes  after  the  tim- 
ber has  been  partly  destroyed,  the  fungus  growth  is 
arrested,  leaving  sufificient  strength  to  carry  the  load, 
and,  when  the  rotted  timber  is  discovered  years  later, 
it  is  assumed  that  destruction  has  been  progressing 
slowly  since  the  erectiqn  of  the  building. 

Dry  rot  progresses  much  faster  in  summer  than  in 
winter  in  an  ordinary  building  which  is  heated  and  thus 
has  its  air  made    relatively    dry    during    the  winter 


Types  of  fungi— Upper,  Merulius  lachrymans  with  fruit— Lower,  Merulius 
lacfirymans  growing  on  a  pine  beam. 

months.  Moisture  produces  the  condition  most  fav- 
orable for  rapid  rotting,  the  rate  of  decay  being  de- 
pendent on  the  relative  humidity.  Relative  humidity 
is  defined  as  the  ratio  of  the  amount  of  moisture  pre- 
sent at  any  given  time  to  complete  saturation,  c)r  the 
per  cent,  of  saturation,  of  the  air  at  the  given  tempera- 
ture. 

The  relative  humidity  of  air  in  a  room,  or  basement, 
sometimes  is  very  dififerent  in  placed;  onl}'  a  few  feet 
apart.  The  difference  of  a  few  per  cent,  in  the  re- 
lative humidity  is  sometimes  sufficient  to  stop  the 
growth  of  certain  fungi. 

The  effect  of  moisture  is  not  limited  to  the  air,  but 
extends  to  the  interior  of  the  timber.  Weaving  room 
and  paper  mill  timbers  are  frequently  found  with  a 
sound  shell  both  inside  and  out,  and  the  interior  en- 
tirely rotted  away. 

That  wood  destroying  fungi  cannot  grow  under 
water,  or  with  the  wood  cells  filled  with  water,  is 
proved  by  many  examples.  One  of  the  fine  points  in 
the  successful  design  of  wood  stave  pi])c  for  conveying 
water  under  pressure,  is  to  design  its  staves  so  thin 
that  the  pressure  will  keep  the  wood  saturated;  then, 
it  is  claimed,  it  will  last  indefinitely  without  decay. 
Wood  of  great  antiquity  has  been  found  buried  in  clay 
in  a  perfect  state  of  preservation. 

Dry  rot,  or  merulius  lachrymans  fungus,  will  grow 
on  the  surface  of  wood  at  atmospheric  saturations 
from  96  per  cent,  to  100  per  cent.  It  will  grow  in- 
sidf  of  large  beams  of  susceptible  material  at  a  much 
lower  percentage  of  atmospheric  saturation.  A  pos- 
sible source  of  moisture  for  supplying  the  require- 
ments of  a  fungus  growing  inside  a  large  beam  is  the 
decomposition  of  the  beam  itself.  Chemical  analysis 
shows  rotted  wood  to  contain  relatively  less  hydrogen 
and  more  carbon  than  the  t)riginal  sound  wood;  this 


would  indicate  that  the  hydrogen  part  of  the  cellulose 
or  lignine  molecule,  is  more  strongly  attacked  than  the 
carbon  part.  This  would  result  in  the  formation  of 
water,  if  the  decomposition  is  accompanied  by  oxida- 
tion. 

The  dry  rot  disease  is  chiefly  carried  by  direct  con- 
tact, but  living  spores  carried  in  the  air  can  take  root 
when  they  find  a  favorable  resting  place.  Fungi  are 
frequently  carried  in  lumber  and  spread  by  placing  it 
in  large  piles  with  scant  ventilation. 

In  examining  a  building  affected  with  dry  rot,  the 
extent  of  the  rotting  can  generally  be  estimated  ap- 
proximately by  boring  test  holes  into  the  beams  and 
columns  at  frequent  intervals.  If  the  material  is 
badl}^  rotted,  the  borings  brought  out  will  be  in  the 
form  of  brown  powder  or  mud,  according  as  the  wood 
is  wet  or  dry. 

Hammering  on  the  timber  with  a  machinist's  ham- 
mer is  another  method  frequently  adopted.  In  thi>- 
way  the  outer  shell  of  apparently  sound  beams  has 
been  broken  through  showing  the  entire  destruction 
of  the  interior.  To  determine  whether  the  rot  is  still 
alive  is  frequently  a  complicated  matter.  If  it  is 
growing  on  the  surface  of  the  wood,  the  fresh  growth 
of  lace-like  plants  is  significant,  but  the  more  frequent 
condition  is  where  the  dry  rot  fungus  is  growing  in- 
side the  wood  with  no  outward  manifestation.  In 
this  case,  a  strong  indication  of  li\-ing  fungus  is  the 
moist  appearance  of  a  freshly  cut  section. 

Prevention  of  Rot 

h"or  ordinary  building  construction  the  best  means 
to  preserve  timber  frtim  decay  is  to  have  it  thoroughly 
seasoned  and  well  ventilated;  and  if  these  conditions 
are  secured,  there  is  little  danger  of  rot.  Ventilation 
is  generall}'  the  first  preventative  measure  suggested. 
Dry  wood,  which  is  placed  in  an  atmosphere  well  be- 
low the  moisture  requirements  of  a  given  fungus,  is 
undoubtedly  incapable  of  infection  with  that  fungus; 
but,  ventilation  does  not  necessaril}^  cause  drving,  as 
the  wood  will  become  drier  or  wetter  depending  on 
the  relative  humidity  of  the  air  with  which  it  is  venti- 
lated. Therefore  timber  ventilated  with  moist  air 
may  have  its  rate  of  rotting  accelerated  rather  than 
retarded. 

A  heavy  coat  of  paint  may  retard  or  accelerate  the 
rate  of  rotting-,  depending  upon  whether  it  prevents 
the  wood  from  absorbing  or  giving  up  moisture.  The 
condition  most  commonly  met,  in  which  paint  causes 
rotting,  is  when  it  is  applied  to  green  timber  saturated 
with  water.  With  dry  sound  timbers,  which  are  to 
be  placed  in  a  moist  atmosphere,  a  paint  will  doubt- 
less prove  beneficial  in  jjroportion  to  its  waterproofi- 
ing  qualities. 

It  is  probable  that  a  ver}'  important  factor  in  the 
resistance  of  several  woods  to  fungus  growth  is  the 
l)resence  of  some  moisture  resisting  material,  such  as 
resin,  which  ])re\'ents  sufficient  water  from  being  ab- 
sorbed under  the  ordinary  conditions  of  atmospheric 
humidity  for  the  requirements  of  common  fungi.  On 
the  other  hand,  the  jM-esence  of  hygroscopic  materials 
in  wood  cause  it  to  absorb  large  amounts  of  water,  in 
orclcr  to  maintain  equilibrium  with  the  atmospheric 
humidity,  and  would  render  it  more  susceptible  to  at- 
tack by  fungi.  "Cold  water"  or  "fireproofing"  paints, 
containing  hygroscopic  materials,  therefore  accelerate 
the  progress  of  rot. 

Ileal  and  drying  are  useful  in  stopping  rot.  Often 
an  infected  building  can  be  sterilized  by  skilful  use  of 
its  own  heating  sy.stem.      Merulius    lachrymans  is 
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l)articularly  sensitive  to  heat,  a  temperature  of  108 
degrees  F.  for  3  hours  or  115  degrees  F.  for  1  hour,  be- 
ing sufficient  to  kill  it.  It  is  also  killed  by  complete 
dryness ;  but  ordinary  air  drying  does  not  kill  it.  Large 
beams  and  girders  are  better  built  up  and  cased,  and 
posts  should  be  bored  longitudinally.  But  even  col- 
umns v\'ith  holes  through  them  and  the  sections  of 
built  up  ])eams  must  be  given  a  chance  to  season,  as 
the  common  custom  of  boring  green  or  wet  columns 
just  before  they  are  put  in  place  in  a  building,  and 
using  damp  or  green  lumber  for  built-up  beams,  leaves 
ideal  places  for  the  growth  of  fungus.  Holes  in  col- 
umns, moreover,  have  the  objection  that  they  form  a 
convenient  passageway  for  the  fungus  to  move  rapidly 
from  floor  to  floor  in  a  diseased  building. 

The  causes  of  natural  resistance  to  fungi  in  wood 
are  obscure  and  have  been  investigated  but  little. 
Heartwood  is  generally  much  more  resistant  to  fungi 
than  sapwood.  The  presence  of  starches  and  sugars 
in  the  sapwood,  which  serve  as  foods  for  fungi,  as 
well  as  the  greater  water  content,  are  probably  the 
chief  causes  of  its  more  raj^id  destruction,  while  the 
resistance  to  water  of  the  heart  resin  and  the  antise])- 
tic  action  of  tannin  are  undou])tedly  important  func- 
tions in  the  resistance  of  the  heartwood.     The  limit- 


Types  of  fungi— Upper,  Trametes  serialis  on  a  basement  beam— Lower, 
Fomes  roseus,  a  hard  rose  tinted  fungus. 


ing  power  of  resin  is  not  absolute,  but  varies  with 
the  moisture,  variety  of  fungus  and  time  of  exposure. 
The  resistance  of  wood  to  decay  does  not  depend  upon 
any  one  factor,  but  is  the  result  of  many  heterogeneous 
components  acting  together. 

Antiseptic  treatment  is  the  only  practicable  pro- 
cedure with  lumber  of  doubtful  durability  because  of 
porosity,  light  weight,  sap  or  jirevious  exposure  to  in- 
fection, or  when  it  is  to  be  used  in  a  moist  place.  Much 
attention  has  been  given  to  the  treatment  of  railroad 
ties,  posts,  etc.,  but  very  little  study  in  the  past  has 
been  given  to  the  treatment  of  mill  timber.  The  in- 
creased life  of  railroad  ties,  treated  with  an  antiseiJlic 
of  10  lbs.  of  creosote  per  culjic  foot,  is  gi\'en  by  the 
U.  S.  Forest  Products  I^aboratory  as  from  eight  to 
fifteen  years. 

The  problem  of  treating  timber  for  factory  con- 
struction however,  is  different  from  that  of  railway  ties 
or  posts.  Increased  fire  hazard,  resistance  to  paint, 
and  a  disagreeable  odor,  are  items  to  be  considered, 
which  are  of  no  importance  in  the  case  of  ties  or  posts. 


For  this  reason,  the  numerous  creosote  and  tar  com- 
pounds are  often  unsuitable.  The  metal  salts,  such 
as  corrosive  sublimate,  are  preferable  according  to  all 
the  evidence  thus  far  available.  Coal  tar  compounds 
are  more  used  for  preservative  treatments  of  wood 
than  all  other  materials  together;  they  act  mechanic- 
ally and  chemically,  serving  as  waterproofing  as  well 
as  antiseptics.  The  penetration  of  antiseptics  has 
been  increased  by  the  use  of  vacuum  and  pressure 
processes,  applied  in  closed  tanks. 

Various  observations  show  that  licpiid  oils  do  not 
thoroughly  waterproof  wood  and,  from  all  evidence  ob- 
tainable, fungus  is  able  to  thrive  about  the  same  on 
oil  soaked  wood  as  upon  wood  without  it. 

In  building  a  paper  mill  or  weaving  mill,  or  any 
structure  in  which  the  humidity  will  be  high,  antisep- 
tic treatment  is  well  worth  its  cost  with  any  timbers 
now  available. 

Summing  up  the  question  of  dvy  rot,  and  its  men- 
aces to  timber  structures.  The  variety  of  fungi 
causing  destruction  of  buildings  are  apparently  few, 
and  their  habits  are  controlled  chiefly  by  the  supply  of 
moisture  and  the  temperature.  It  is  well  worth  the 
cost  to  heat  the  l^uilding  as  soon  as  possible  after  com- 
pletion. Buy  heartwood  whenever  possible  and  sub- 
ject it  to  a  chemical  treatment  of  sufficient  strength  to 
kill  any  latent  fungi  that  it  may  contain,  and  to  pro- 
tect the  surface  from  future  attack.  Also  provide 
good  ventilation,  and  the  menace  to  the  safety  of 
structures  by  dry  rot  will  be  largely  prevented. 


G.  P.  R.  Dam  at  Moose  Jaw  Slides  on  Base 

While  the  water  is  still  too  high  for  a  verification 
of  the  cause  of  the  accident,  it  is  probable  that  the  fail- 
ure of  the  Canadian  Pacific  Railway's  concrete  dam  at 
Moose  Jaw,  which  occurred  on  the  morning  of  April 
24,  was  due  to  the  sliding  of  the  structure  upon  its 
foundation.  The  dam  across  the  Moose  Jaw  River 
is  of  the  gravity  type,  about  300  feet  long,  divided  by 
buttresses  into  eighteen  sections,  nine  of  which  are 
provided  with  stop  gates.  The  downstream  face  had 
no  concrete  apron  but  was  protected  by  stone  riprap. 
The  stop  logs  were  all  removed  at  the  time  of  failure. 

It  is  believed  that  the  dam  did  not  break  but  slid 
forward  about  15  feet  on  its  foundation,  due  to  the 
washing  away  of  the  riprap  protection.  It  is  not 
possible,  at  this  writings  to  verify  this  conclusion.  Ac- 
cording to  old  residents  in  Moose  Jaw  this  year's  spring 
run-off  has  been  equalled  only  once  during  the  past 
thirty  years,  in  1905.  In  both  years  of  high  water  the 
low  lying  and  built-up  portions  of  the  city  were  flood- 
ed about  2  feet  deep. 


Annual  Convention  of  the  Royal  Architec- 
tural Institute  of  Canada 

The  (ieneral  Annual  .Assembly  of  the  Royal  Archi- 
tectural Institute  of  Canada  will  be  held  at  Quebec, 
Que.,  on  Saturday,  'Hh  Se])tember,  1916.  All  the  Can- 
adiau  architects  will  be  in\'ited  and  a  record  attendance 
is  expected.  j.  H.  G.  Russell,  \\'inni|)eg.  Man.,  Pre- 
sident. Alcide  Chausse,  5  Beaver  Hall  Square,  Mont- 
real, Que.,  Hon.  Secretary. 


The  City  of  Verdun,  P.  0.,  has  decided  to  con- 
struct a  system  of  underground  conduits,  provided  a 
bond  issue  of  $200,000  can  1)e  arranged. 
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De  La  Salle  Training  School  at  Oak  Ridges, 

Ont.,  Officially  Opened 


The  accompanying  illustrations  show  the  pros- 
pective and  plans  of  the  De  La  Salle  training  school 
at  Oak  Ridges,  Ont.,  which  has  just  been  completed, 
and  was  officially  opened  on  May  10.  Early  in  March, 
1914,  the  Roman  Catholic  denomination  purchased  115 
acres  of  land  about  two  miles  south-east  of  Aurora, 
Ont.,  as  a  building  site  for  a  training  school  for  the 
Brethern  of  the  Christian  Schools,  a  school  in  which 
male  teachers  of  the  separate  and  other  Roman  Cath- 
olic schools  of  Ontario  should  be  trained.  Plans  were 
prepared  and  work  commenced  in  October  of  that 
year. 

The  building  is  approximately  180  ft.  x  60  ft.,  and 
is  of  fireproof  construction  throughout.  The  walls 
are  Denison  interlocking  tile  faced  with  common  red 
stock  brick  with  artificial  stone  copings  and  trim- 
mings. Foundations  and  footings  are  concrete,  rein- 
forced with  y^-\n.  reinforcing  bars  and  dowels.  The 
stone  used  for  mullions  and  transoms  in  all  windows 
is  artificial  stone  and  the  mullions  and  transoms  are 
filled  with  solid  metal  sash,  double  glazed. 

The  building  contains  class  rooms,  professors' 
rooms,  science  rooms  and  other  necessary  scholastic 
departments,  and  in  addition  a  recreation  room,  read- 
ing room,  dormitories,  dining  room,  kitchen,  etc.  On 
the  ground  floor,  besides  the  vestibule,  halls  and  cor- 
ridors, is  a  large  recreation  hall  approximately  38  ft. 
X  56  ft.,  a  parlor,  a  dining  room,  refectories  for  com- 
munity, scholastics,  senior  novices  and  junior  nov- 
ices, a  kitchen,  pantry,  storage  room,  machine  room 
and  coal  room. 

On  the  second  floor  are  the  class  rooms,  senior  and 
junior  novitiate,  with  rooms  for  the  directors  and  pro- 
fessors. A  temporary  chapel,  approximately  50  ft.  x  30 
ft.,  with  accommodation  for  200  people,  has  been  fit- 
ted up  on  this  floor.    It  is  the  intention  ultimately  to 


have  a  separate  building  for  the  chapel.  The  upper 
floors  are  given  over  to  dormitories,  bedrooms,  infirm- 
ary, bath  and  wash  rooms.  There  are  on  all  floors 
lavatories  at  each  end  of  the  building. 

The  building  has  been  made  almost  entirely  fire- 
proof by  the  elimination  of  all  hardwood  floors.  Lin- 
oleum has  been  laid  directly  on  the  concrete  floors 
and  this  idea  has  been  carried  out  even  on  the  stairs. 
All  hall  or  corridor  doors  are  of  fireproof  construction. 
The  roof  is  flat,  laid  with  red  promenade  tile,  and  may 
be  used  for  recreation  purposes.  There  are  flights 
of  stairs  at  each  end  and  in  the  centre  of  the  main  cor- 
ridor which  runs  the  length  of  the  building  on  each 
floor.  There  is  also  an  elevator,  a  dumb  waiter  and 
linen  and  dust  chutes,  to  facilitate  the  work  of  the 
attendants. 

A  brick  and  concrete  power  building  is  built  100 
feet  north  of  the  main  structure  and  contains  the  heat- 
ing boilers,  water  reservoir  tanks,  pumps,  etc.  Heat, 
light,  and  hot  and  cold  water  are  supplied  from  here 
to  the  main  building.  Electric  power,  purchased  from 
the  Toronto  &  York  Radial  Railway  Company,  is 
transformed  in  this  building. 

The  school  cost  $160,000,  and  was  designed  by 
Hynes,  Feldman  &  Watson,  architects,  Toronto.  Sub- 
contractors who  supplied  material  and  did  the  erection 
work  were  as  follows :  concrete  masonry,  Thomson 
Bros. ;  carpentry,  Geo.  L.  Robinson ;  plumbing  and 
heating,  W.  J.  McGuire  ;  plastering,  A.  D.  Grant ;  paint- 
ing, Cheshire  &  Hulnie ;  steel  sash.  Trussed  Concrete 
Steel  Co. ;  kitchen  equipment,  Geo.  Sparrow  &  Co.  and 
Murray-Kay;  linoleum  and  electric 'fixtures,  Robert 
Simpson  Co. ;  tiles,  Mississquoi-Lautz  Corporation, 
Limited  ;  wire,  A.  R.  Rice  &  Co. ;  ice  machine,  the  Can- 
adian Ice  Machine  Co.,  Ltd. 
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A  Unique  Reinforced  Concrete  Trestle 

A  3%  Mile  Concrete  Highway  Built  with  Pre-cast  Piles  and 
Floor  Slabs — Methods  Used  in  Erection  and  Transportation 


The  longest  concrete  highway  trestle  ever  built  is 
probably  that  which  the  State  Highway  Commission 
of  California  have  completed  over  the  Yolo  by-pass 
near  Sacramento.  The  highway  was  officially  opened 
for  service  a  few  days  ago.  The  trestle  is  over  three 
miles  long,  20  ft.  high,  with  a  roadway  21  ft.  in  clear 
width.  It  is  built  with  pre-cast  concrete  piles,  and 
the  floor  is  made  up  of  four  separate  rows  of  pre-cast 
slabs  placed  side  by  side  and  spanning  the  space  from 
bent  to  bent.  There  are  2,940  piles  and  3,665  slabs 
used  in  the  construction  of  the  trestle.  The  method 
of  pile  driving,  transportation  and  erection,  were 
unique.  The  following  details  of  the  construction  are 
condensed  from  articles  written  by  the  engineers  for 
the  Engineering  News. 

Existing  Conditions 

The  California  State  Highway  Commission  in  con- 
structing the  highway  across  the  Sacramento  Valley 
had  to  plan  a  road  which  should  not  be  interrupted  at 
periods  of  flood,  which  often  last  for  several  weeks. 


to  the  bridge  that  Avas  protected  by  a  levee  from  the 
flood  waters  of  the  Yolo  flood  basin. 

Concrete  Piles 

The  concrete  piles  used  are  14  ins.  square  with 
chamfered  corners.  There  is  a  reinforcing  rod  at  each 
corner  and  spiral  hooping.  The  lower  5  feet  of  the 
pile  is  tapered.  Prior  to  the  driving  of  the  piles,  num- 
erous test  borings  and  test  piles  were  put  down  along 
the  line  of  the  trestle.  An  attempt  was  made  to  have 
all  the  concrete  piles  of  such  a  length  that  they  could 
he  driven  to  the  desired  grade  and  afford  a  resistance 
to  permit  a  safe  loading  of  20  tons  each. 

Piles  of  five  diff'erent  lengths  were  cast,  as  follows: 
32  ft.  long,  860  ;  35  ft.  long,  1,084  ;  40  ft.  long,  524;  45 
ft.  long,  236 ;  50  ft.  long,  220.  By  using  these  piles  of 
varying  lengths  it  was  possible  in  nearly  cases  to  drive 
a  pile  to  the  final  grade  desired  and  obtain  the  required 
resistance.  The  soil  encountered  was  a  mixture  of  sand 
and  clay,  with  some  adobe  on  top,  and  varied  consider- 
ably in  bearing  power.    The  penetration  under  the 


Reinforced  concrete  highway  trestle  3'/  miles  long  over  Yolo  By-Pass,  California. 


It  was  necessary  therefore  that  the  roadway  across  the 
Yolo  by-pass  should  be  built  above  flood  level  and 
that  it  should  not  obstruct  the  flow  of  water  down 
the  channel. 

It  was  decided  that  the  best  and  most  economical 
structure  to  carry  the  roadway  across  this  channel 
was  a  concrete  trestle.  At  one  end,  however,  the  final 
limits  of  the  by-pass  channel  were  not  positively  de- 
termined, and  at  that  end  it  was  decided  to  build  a 
wooden  structure  on  creosoted  piles,  which  would  cost 
less  and  be  more  readily  removed  in  case  of  necessity 
than  a  concrete  structure. 

The  ground  crossed  by  the  trestle  is  a  swamp  of 
uniform  character,  so  that  it  was  possible  to  drive  piles 
accurately  and  space  the  bents  uniformly.  It  was  de- 
cided that  the  concrete  trestle  should  be  built  by  driv- 
ing pre-cast  concrete  piles,  four  piles  to  a  bent,  mold- 
ing a  concrete  cap  on  the  heads  of  each  bent  and  then 
])lacing  pre-cast  floor  slabs  on  these  bents,  leaving  the 
parapet  of  the  structure  and  the  wearing  surface  for 
traffic  as  the  final  steps  in  construction. 

For  the  manufacturing  of  these  piles  and  slabs  a 
casting  yard  was  located  one-half  mile  beyond  one 
end  of  the  bridge,  the  site  being  the  nearest  location 


final  blow  in  some  cases  was  as  much  as  J/2  in. ;  but 
in  others  the  last  twenty  or  thirty  blows  lowered  the 
pile  only  an  inch,  and  in  a  very  few  cases  it  was  neces- 
sary to  cut  off  the  piles. 

The  piledriver  was  60  ft.  high  and  was  operated 
by  a  8^  in.  x  10  in.  hoisting  engine  with  an  afixiliary 
35  h.p.  boiler  to  supply  sufficient  steam  to  the  hammer 
for  hard  driving.  A  Vulcan  steam  hammer  was  used 
for  driving.  This  machine  had  a  3}4  ft.  drop  and 
5,000  lb.  ram,  equipped  with  cast  steel  follower.  The 
hammer  and  follower  weighed  5,500  lbs.  To  carry  the 
piledriver  over  the  soft  swamp  during  the  dry  weather, 
12  X  12  x  24  in.  skids  were  laid  directly  on  the  ground 
with  2  in.  x  6  in.  greased  skidways  for  the  piledriver 
to  slide  on.  During  flood  conditions,  however,  the 
method  was  different.  A  temporary  wood  trestle  to 
carry  the  piledriver  was  driven  ahead  of  the  concrete 
trestle  by  a  small  piledriver.  The  larger  piledriver 
moved  backwards  after  driving  a  concrete  bent  and 
])ullcd  the  temporary  trestle. 

Cushioning  the  Hammer  Blow  on  the  Pile 

There  were  four  %-in.  reinforcing  rods  in  each  con- 
crete i)ile,  and  they  were  left  projecting  20  inches  above 
the  head  when  the  pUe  was  cast,  to  make  a  proper  bond 
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Fig.  2.— Gantry  for  placing  slabs  and  cap  for  driving  piles. 


with  the  concrete  caps,  which  were  later  cast  in  place. 
These  projecting  rods  necessitated  special  arrange- 
ments in  driv^ing  the  piles  to  avoid  bending  the  rods. 
Immediately  on  top  of  the  piles  was  ])laced  a  4-in.  tir 
block,  or  in  case  of  the  long  ])iles  two  blocks,  throngh 
which  holes  had  been  bored  for  the  projecting  rods. 
On  top  of  this  wooden  block  was  placed  a  strnctural- 
steel  head  with  a  sliding  cast  block.  Later  a  cast-steel 
head  was  used,  holes  being  cored  through  it  to  admit 
the  rods.  On  top  of  this  cast-steel  follower  was 
placed  a  14  X  14-in.  block  of  Australian  ironwood,  to 
receive  the  blow  of  the  hammer.  This  block,  cham- 
fered at  the  ui)per  end  and  fitted  with  a  cast-steel 
cap,  shattered  rapidly  under  the  shock  of  the  ham- 
mer, lasting  from  one  to  five  days,  or  a  maximum  of 
about  100  piles  driven. 

Erection  of  Trestle 

Each  bent  has  four  piles,  the  interior  two  being 
vertical  and  the  outside  piles  having  a  batter  of  1  to  8. 


As  soon  as  the  bent  was  driven  a  temporary  deck  was 
placed  on  the  two  south  piles.  The  deck  consisting 
of  a  10  in.  x  12  in.  cap  on  which  were  placed 
stringers  spanning  the  20  ft.  space  from  bent  to 
bent,  and  on  the  stringers  were  laid  cross  ties 
and  an  18  lb.  rail  for  3  ft.  gauge  tracks.  The  next 
operation  was  the  casting  of  the  reinforced  concrete 
cap  on  the  north  half  of  the  pile  bent.  Wood  forms 
were  built  around  the  heads  of  the  piles  and  the  caps 
poured  and  allowed  to  season  thirty  days.  The  floor 
slabs  for  the  north  half  were  then  l>rought  from  the 
casting  yard,  set  in  place  on  the  caps  and  grouted. 
The  temporary  track  was  then  removed  from  the  south 
side  of  the  bent  to  the  north  half  and  the  south  half 
finished  in  a  similar  manner. 

Floor  Slabs 

As  may  be  seen  from  the  accompanying  drawings, 
each  floor  slab  has  the  general  form  of  an  inverted 
box.  The  floor  is  6  inches  in  thickness,  with  project- 
ing flanges  of  a  total  depth  of  18  inches,  (ireat  pains 
were  taken  in  the  design  of  the  slabs  and  caps,  so 
that  the  completed  trestle  is  a  monolithic  structure, 
although  the  separate  parts  are  assembled  as  pre-cast 
units.  Rods  were  left  projecting  from  the  top  of  the 
trestle  caps,  and  3-in.  holes  were  bored  in  the  floor 
slabs,  so  that  as  the  floor  slabs  were  set  they  dropped 
over  these  rods.  The  holes  were  later  filled  with 
grout.  At  every  third  bent  of  the  trestle  was  placed 
an  expansion  joint. 

For  hauling  the  piles,  slabs  and  other  material  from 
the  casting  yard  to  the  end  of  the  trestle,  special  cars 
were  used,  consisting  of  two  sets  of  car  trucks  con- 
nected with  a  reach,  and  two  12  x  12-in.  timbers  set 
on  top  of  the  trucks.  Two  floor  slabs  made  a  load  for 
one  of  these  cars,  and  a  train  of  three  loaded  cars  was 
pulled  by  a  gasoline  locomotive. 

For  setting  the  slabs  on  the  trestle  cap  a  gantry 
crane  traveller  was  used  carrying  two  5-ton  chain 
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blocks.  When  used  to  set  the  first  row  of  slabs  on 
the  north  side  of  the  trestle,  the  traveller  ran  on  12 
X  12-in.  stringers  which  on  one  side  rested  on  the 
inner  end  of  the  concrete  cap  and  on  the  other  side 
rested  on  the  outer  side  of  the  cap  on  the  temporary 
construction  track,  as  shown.  To  prevent  the  travel- 
ler from  tipping,  it  was  chained  down  when  setting  the 
first  slab.  After  this  slab  was  placed,  however,  a 
plank  was  laid  on  top  of  it,  and  then  a  traveller  was 
used  spanning  the  entire  trestle.  With  these  travel- 
lers it  was  possible  to  set  the  floor  slabs  very  carefully 
and  accurately.  Accuracy  in  setting  was  essential, 
as  the  bottom  edges  of  the  longitudinal  joints  had 
to  be  flush  in  order  to  grout  these  joints.  Accuracy 
in  placing  the  slabs  was  essential  also,  on  account 
of  the  method  of  fastening  used. 

In  casting  the  outside  slabs  for  the  floor  a  row  of 
Ij/^-inch  holes  6  inches  deep  was  cored  in  the  slabs. 
After  the  slabs  had  been  set,  rods  12  inches  long  were 
inserted  in  these  holes  and  grouted  in  place.  These 
projecting  dowels  hold  the  parapet  in  place  on  the 


The 


A  committee  of  expert  engineers,  appointed  by  the 
municipal  legislature  of  Seattle,  after  four  months  of 
investigation,  tests  and  experiments,  recently  sub- 
mitted their  report,  in  which  they  recommended  creo- 
soted  Douglas  Fir  wood  lilock  paving  on  the  big  East 
Marginal  Way  improvement.  The  engineers  spent 
weeks  in  actual,  physical  examinations  of  different 
types  of  street  paving,  which  covered  many  miles  of 
highways,  securing  many  samples  for  test  figures.  In 
their  report  they  recommended  to  property  owners 
wood  block  paving  as  the  1)est  investment.  The  fol- 
lowing is  extracted  from  their  report: — 

Types  Adaptable 

"The  character  of  pavements  l)est  suited  to  this 
class  of  traffic  in  this  location — practically  a  water 
grade — are  concrete,  brick  and  creosoted  wood  block. 
As  it  is  customary  that  all  paving  work  done  within 
the  city  limits  should  be  done  under  the  supervision 
of,  and  upon  plans  and  specifications  drawn  by  the  city 
engineer,  the  county  commissioners  arranged  with  the 
city  engineer's  department  to  do  this  work  in  the  re- 
gular way  and  specified  brick  paving  on  a  strip  twenty 
feet  in  width  representing  39,000  square  yards  of  pav- 
ing. This  was  objected  to  by  the  wood  block  inter- 
ests on  the  grounds  that  a  certain  percentage  of  the 
al)utting  property  owners  preferred  wood  block  and 
that  it  was  an  equally  suitable  surfacing  for  the  im- 
])rovement.  The  details  of  what  developed  into  an 
acrimonious  contrcjversy  between  commissioners, 
property  owners  and  ])aving  interests  have  no  bearing 
on  this  report,  except  that  it  resulted  in  assurances 
from  the  county  commissioners  that  brick  block  and 
wood  block,  and  only  these  material.s — would  be  taken 
into  consideration  and  the  indefinite  ]K)stponement  of 
their  decision.  I'"or  this  reason  only  these  two  sur- 
facings  have  been  considered  in  this  investigation. 

"In  ])reparing  the  following  ta))lc  for  this  improve- 
ment showing  the  comparative  values  of  surfacing, 
the  percentages  have  been  arrived  at  by  using  the  pav- 


floor.  The  parapet  is  of  simple  form,  15  inches  in 
height  with  arch  openings.  Besides  acting  as  a  curb, 
it  supports  a  galvanized-pipe  railing,  the  top  of  which 
is  43  inches  above  the  floor.  The  wearing  surface  of 
the  roadway  is  a  layer  of  asphalt  1^  in.  thick.  The 
roadway  has  a  2-inch  crown  at  the  centre,  this  crown 
being  formed  by  casting  the  trestle  caps  2  inches 
higher  at  the  centre  than  at  the  sides. 

The  unit  system  of  construction  adopted  in  build- 
ing the  trestle,  not  only  produced  a  permanent  struc- 
ture built  of  tmiformly  high  quality  material  at  low 
cost,  but  enabled  the  work  to  be  prosecuted  very 
rapidly. 

A  short  span  bascule  bridge  has  been  provided, 
crossing  the  navigable  channel  at  the  east  end.  In 
building  the  trestle  the  following  amount  of  material 
was  used:  21,692  tons  of  crushed  stone,  12,553  tons  of 
sand,  32,000  barrels  of  cement,  8,200  tons  of  reinforc- 
ing steel.  These  material  cost  in  the  neighborhood 
of  $148,000.  and  the  total  cost  of  the  trestle  was  about 
$395,000. 


ing  reports  of  the  U.  S.  Forest  Service  as  a  base  and 
making  independent  investigations  to  suit  the  parti- 
cular conditions  and  location  under  which  this  im- 
provement is  to  be  laid  and  its  probable  future  duty. 
The  costs  include  labor  and  material  of  surfacing  and 
6-inch  concrete  base. 

Comparative  Values  of  Surfacing 

Creosoted 
Wood 


Qualities               Per  cent. 

Brick 

Block 

1. 

First  Cost   

25 

13.0 

13.0 

2. 

Maintenance  (in  which  is  in- 

cluded annual  cost*)   .  .  . 

25 

18.4 

20.6 

3. 

Low  Taction  Resistance  .... 

15 

13.4 

15.0 

4. 

Slipjjeryness   

10 

7.9 

5.7 

5. 

Sanitation   

10 

8.5 

8.6 

6. 

Facility  for  Cleaning   

10 

9.0 

9.5 

7. 

Freedom    from    Dust,  Mud, 

etc  

5 

3.4 

4.7 

Total  number  of  Points.  .  .  . 

100 

73.6 

77.1 

Creosoted 
Wood 
Brick  Block 


Average   cost   per   Sq.   Yd.    Laid  in 

Seattle  in  1912-14    2.60  2.65 

Average   cost   per   Sq.    Yd.    Laid  in 

.  Seattle  in  1915   2.51  2.45 


"In  all  com])arisons  city  of  Seattle  standard  brick 
block  in.  x  3^  in.  x  S'/i  in.  with  a  three  ])er  cent. 
al)sor])tion  test  and  Douglas  fir  block  3-j4  in.  x  3y2  in.  x 
6  in.  to  10  in.  with  16  ll)s.  of  creosote  per  cu.  ft.  re- 
duced to  12  11).  by  vacuum  treatment  have  been  used. 

First  Cost  Figures 

"The  lignres  for  iirst  cost  are  contract  ])rice  llgures 
of  the  city  of  Seattle  and  it  will  l)e  noted  that  during 
the  last  two  years  there  has  been  a  decided  equaliza- 

♦  Annual  Cost— Interest  on  first  cost  plus  maintenance  cost  plus  annuity. 


Use  of  Fir  Blocks  in  Pavements 

A  Committee  of  Engineers,  After  Extensive  Investigations 
Decide  on  Wood  Block  Paving  in  Preference  to  Other  Types 


May  17,  191-6 
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tion  of  the  price,  the  average  of  the  two  averages  given 
being  practically  identical. 

"There  has,  however,  been  an  item  properly 
chargeable  to  first  cost  that,  as  far  as  your  committee 
has  been  able  to  determine  has  not  been  charged  to  the 
brick  cost.  This  is  the  cost  of  sand  and  planking  laid 
over  a  new  brick  pavement  in  order  to  avoid  its  being 
closed  to  traffic  for  from  thirty  to  sixty  days  and  runs 
in  the  neighborhood  of  thirty  cents  per  yard.  This 
charge  has  not  been  taken  into  consideration  in  the 
previous  schedule  of  percentages  as  being  pertinent  to 
this  particular  improvement.  The  sand  s])rinkle(l 
upon  the  completed  surface  of  a  wood  block  pavement 
upon  its  completion  costs  about  one  cent  per  yard  and 
the  wood  block  is  ready  for  traffic  forty-eight  hours 
after  completion. 

"It  must  be  borne  in  mind  through  all  these  com- 
parisons that  the  cost  of  brick  block  in  the  East  and 
Central  West  averages  from  $16.00  to  $18.00  per  M., 
while  the  same  brick  at  Seattle  costs  $30.. ^0  per  M.  and 
that  the  treated  longleaf  yellow  pine  which  is  almost 
exclusively  used  in  the  East  and  South  for  paving, 
costs  more  in  those  districts  than  does  the  treated 
Douglas  fir  in  Seattle.  This  makes  the  first  cost  of 
material  for  surfacing  brick  pavements  in  other  parts 
of  the  country  a  little  less  than  one-half  of  the  cost 
here  while  the  cost  of  wood  block  is  correspondingly 
higher;  a  general  average  for  finished  pavement  being 
$2.05  per  sq.  yd.  for  brick  and  $3.00  for  wood  making 
the  ratio  two  to  three  for  the  completed  pavement. 

Maintenance  Charges 

"The  figures  on  brick  pavement  compiled  from  city 
data  give  a  maintenance  cost  of  .0299  cents  per  sq.  yd., 
for  something  over  1,000,000  sq.  yds. ;  an  annual  charge 
of  about  $30,'000.00. 

"Figures  from  the  maintenance  department  of  the 
local  street  car  company  for  the  year  1913  give  the  cost 
of  maintenance  of  their  portion  of  the  brick  paving  be- 
tween Pike  and  Yesler  Way  pn.  Second  Avenue  as 
$0.435  . per  yard.  - 

"The  records  of  eighteen  other  cities  in  the  United 
States  given  by  city  engineers,  highway  commission- 
ers, etc.,  shows  a  decided  preference  for  wood  block 
and,  a  much  lower  maintenance  cost  than  for  brick. 

"Your  committee  can  find  no  facts  or  figures  to 
substantiate  the  claim  that  longleaf  yellow  ])ine  or 
other  woods  are  superior  to  Douglas  fir  for  the  purpose 
under  discussion.  Records  of  failure  of  Douglas  fir 
that  your  committee  have  investigated  lead  to  the  con- 
clusion that  such  failures  were  due  to  improper  treat- 
ment or  laying,  more  frequently  the  latter.  Records 
of  failure  of  brick  block  as  a  pavement  have  shown 
they  have  been  principally  due  to  the  failure  of  the 
material  itself  though  in  some  cass  to  faulty  construc- 
tion. 

"Comparative  measurements  of  the  two  materials 
for  the  same  period  of  use  under  the  same  approximate 
condition  show  a  greater  loss  of  bulk  in  brick. 

"We  find  practically  no  difTerence  in  the  resistance 
to  traffic  and  slipperyness  in  the  two  materials  when 
laid  on  water  grades  and  with  practically  no  curves  in 
alignment  as  is  the  case  on  East  Marginal  Way. 

"Because  of  the  location  and  character  of  the  im- 
provement the  relative  merits  of  the  surfacing  of  the 
two  materials  when  compared  as  to  sanitation,  facility 
for  cleaning,  and  freedom  from  dust,  mud.  etc.,  would 
be  about  equal  with  possibly  a  slight  percentage  in 
favor  of  wood  block. 

"In  summing  up  the  more  important  considerations 
which  should  receive  attention  in  any  selection,  your 


committee  is  in  accord  with  the  report  published  in 
the  December  proceedings  of  the  American  Society  of 
Civil  Engineers,  namely,  'That  for  brick,  toughness, 
resistance  to  wear  from  shock  or  abrasion,  and  non- 
absorption  are  essential  qualities.  That  uniformity 
of  wear  is  equally  important,  and  may  properly  be  a 
controlling  consideration  even  at  the  expense  of  a  mod- 
erate sacrifice  in  the  rate  of  wear.  That  cement  joints 
when  prf)perly  made  will  maintain  the  integrity  of  the 
pavement  but  uniformity  in  the  cement  grout  and  spe- 
cial skill  and  care  in  its  application  are  essential  to 
success.  That  a  sand  cushion  is  necessary  (jnly  to  al- 
low for  irregularities  in,  thickness  of  brick  and  surface 
of  concrete  base  and  should  be  limited  to  one  inch  or 
even  one-half  inch.'  From  our  observations  and  in- 
spections we  find  that  the  brick  used  in  Seattle  has 
ajiparently  deteriorated  in  quality  in  recent  years  along 
the  following'  lines : — toughness,  resistance  to  wear 
and  non-absorption.  We  understand  that  the  city 
testing  laboratory  discovered  some  reasons  for  this 
deterioration  and  that  the  brick  block  manufacturers 
have  done  their  best  in  co-operation  to  overcome  the 
trouble.  However,  the  new  product  must  be  sub- 
jected to  actual  traffic  conditions  for  some  years  before 
a  more  favorable  report  than  is  now  possible,  can  be 
rendered.  The  city  of  Seattle  specifications  call  for 
three  per  cent,  maximum  absorption  which  will  in  all 
probability  be  specified  for  the  East  Marginal  Way 
improvement.  One  and  one-half  per  cent,  maximum 
absorption,  in  the  opinion  of  your  committee,  is  the 
proper  amount  allowable  and  the  amount  generally  in- 
sisted upon  in  other  cities  on  pavements  that  will  at 
any  time  have  a  heavy  taffic  duty  and  the  amount 
which  was  required  for  the  brick  in  the  recent  paving 
of  Second  avenue.  We  have  not  found  that  this  let- 
ting down  of  the  bars  has  improved  the  quality  and  un- 
iformity of  wear  is  not  apparent  on  several  of  the  pave- 
ments laid  within  the  past  five  years. 

Fir  vs.  Pine  Blocks 
"Continuing  to  quote  from  the  above  mentioned 
re])ort  'There  is  no  general  necessity  for  confining  the 
material  for  wood  paving  blocks  to  longleaf  Georgia  or 
yellow  pine,  that  no  necessity  exists  in  the  case  of 
wood  block  pavement,  for  a  resilient  cushion,  under 
the  blocks,  and  the  reduction  in  any  such  cushion,  to 
a  laver  as  may  be  necessary,  safely  for  the  purpose  of 
correcting  the  unevenness  of  the  foundation  and  of 
jjermitting  the  immediate  compensation  for  irregulari- 
ties in  the  depths  of  the  blocks  themselves.  That  this 
layer  should  be  of  such  character  as  to  insure  its  per- 
manence in  the  position  it  occupies  when  the  pavement 
is  opened  to  traffic.  That  an  excessive  quantity  ^f 
preservative  involves  additional  co.st  without  compen- 
sating advantages  while  if  too  little  is  used  it  may  fail 
of  its  purpose.' 

"We  have  found  in  Seattle  that  irregularities  in 
surface  of  wood  block  pavement  is  due  almost  without 
exception  to  the  shifting  of  an  excessively  thick  sand 
cushion  or  to  the  disintegration  of  l^locks  having  too 
light  a  treatment  of  preservative. 

"To  re-capitulate,  we  have  a  concrete  base,  com- 
mon to  either  pavement,  but  above  this  in  the  case  of 
the  brick  there  is  a  cushion  of  sufiicient  thickness  of 
more  or  less  unstable  material  to  make  its  retention  in 
its  original  place  a  serious  problem.  And  on  this 
cushion  is  a  wearing  surface  of  material  which  has  not 
proved  uniform  and  has  proved  comparatively  expen- 
sive to  maintain.  In  the  other  case,  on  a  concrete 
base  we  have  a  cushion  so  thin  and  of  such  a  plastic 
nature  as  to  be  easily  controlled  and  a  finished  wearing 
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surface  Avhich  has  proved  uniform Jn  quality  and  for 
which  the  maintenance  is  exceptionally  small. 

"'Judging  from  the  more  recent  bids  under  present 
Seattle  specifications,  we  believe  the  difference  in  cost 
as  between  brick  and  wood  will  be  small.  Further- 
more, we  believe  that,  with  changes  in  the  specifica- 
tions— to  secure  materials  of  recognized  equality  of 
their  respective  kinds,  the  cost  will  be  appreciably  less 
with  wood  than  with  brick. 

Recommend  Wood  Block 

"From  all  the  foregoing,  your  committee  respect- 
fully recommends  the  use  of  creosoted  wood  block 
pavement  for  the  improvement  of  Fast  Marginal  Way, 
and  further  that  the  specifications  governing  same  be 
revised  in  accordance  with  the  most  modern  and  up- 
to-date  methods  and  practices. 

"Before  closing  this  report  your  committee  feels  it 
their  duty  to  suggest  for  your  earnest  consideration, 
the  following:  Since  for  some  years  Fast  Marginal 
Way  will  not,  in  all  probability,  be  much  travelled, 
since  the  traffic  is  not  likely  to  be  heavy  concentrated 
loads,  and  since  what  ever  saving  possible  should  be 
made  to  the  taxpayers  and  abutting  property  owners, 
we  believe  it  to  be  to  the  best  interests  of  those  most 
vitally  concerned  to  install  at  this  time  the  concrete 
base,  using  a  surface  hardener  to  take  the  wear.  Such 
a  pavement  can  be  guaranteed  to  last  for  at  least  five 
years  and  will  obviate  the  expenditure  of  many 
thousands  of  dollars  till  such  time  as  the  traffic  war- 
rants such  expense. 

"For  instance,  the  cost  of  the  concrete  base  will  be 


the  same  in  any  case ;  to  this  add  twenty-two  and  one- 
half  cents  per  square  yard  for  surface  hardener  and 
when  the  proper  time  arrives  to  put  on  wood  blocks,  it 
may  be  done  with  no  delay  and  little  or  no  inconven- 
ience to  whatever  traffic  exists.  The  cost  of  cushion 
and  wood  blocks  at  present  prices  is  about  $1.60  per 
square  yard.  If  this  amount  was  invested  to  draw 
only  four  per  cent,  interest,  the  interest  would  amount 
to  $0.32  per  square  yard  in  five  years,  or  more  than  the 
cost  of  hardener,  and  with  a  guarantee  the  maintenance 
would  be  nil. 

"If  at  the  end  of  five  years  traffic  it  does  not  seem 
to  warrant  the  expense  of  blocks,  taxes  and  assess- 
ments will  be  correspondingly  kept  down. 

Estimates 

"In  other  words  your  committee  estimates  that  for 
39,000  square  yards  all  expenses  up  to  and  including 
the  concrete  base  will  be  constant  for  any  pavement. 
For  hard  wearing  surface  on  concrete,  add  $8,775.00, 
for  wood  ]:)locks,  $62,400.00,  the  dilYerence  of  which  is 
a  saving  of  $.S3,625.00.  This  sum  invested  for  five 
years  at  four  per  cent,  will  amount  to  $64,350.00,  as 
against  $62,400.00,  estimated  to  ])e  required.  Or 
figured  another  way,  property  owners  and  taxpayers 
can  be  relieved  of  the  interest  on  $53,625.00  for  a  period 
of  five  years  or  more,  for  a  road  surfacing  which  in  the 
estimation  of  your  committee  is  at  present  an  unneces- 
sary expense.  These  figures  are  based  on  the  length 
of  East  Marginal  Way  as  specified  in  the  original  bond 
issue  and  not  upon  its  length  after  connection  with 
Duwaniisli  avenue." 


M.  C.  Railway  Terminal  at  Montrose,  Ont. 


THE  cut  herewith  shows  the  proposed  layout 
of  the  new  railway  terminal  to  be  built  by 
the  Michigan  Central  Railway  Company  at 
Montrose,  Welland  County,  Ontario,  this 
year.  The  layout  includes  a  roundhouse,  machine 
shop,  office  building,  coaling  station,  sand  house,  oil 
houses,  and  cinder  pit,  besides  the  necessary  new 
tracks.  The  roundhouse,  which  has  accommodation 
for  20  locomotives,  is  to  be  brick  and  mill  work  con- 
struction ;  the  plan  is  an  arc  of  a  circle  of  140  degrees 
on  a  120  ft.  radius  circle,  inside  diameter,  217  ft.  8  in.. 


outside  diameter,  that  is,  the  width,  is  97  ft.  8  in., 
which  enlarges  to  114  ft.  8  in.  where  it  connects  with 
the  machine  shop.  There  is  an  85-ft.  turntable  in 
front  of  the  roundhouse  connected  with  three  outgo- 
ing tracks  to  the  main  line.  The  machine  shop,  which 
is  connected  directly  to  the  roundhouse,  is  123  ft.  10  in. 
x  37  ft.  3  in.,  and  together  with  the  office  building, 
which  is  situated  in  front  directly  south  of  it,  will 
be  built  of  brick.  The  oil  houses  will  be  of  reinforced 
concrete  fireproof  construction.  The  terminal  is  ex- 
pected to  be  completed  by  the  fall. 


Proposed  layout  of  the  M.  C.  R.'s  New  Terminal  at  Montrose,  Ont. 


May  17,  1916 


THE   CONTRACT  RECORD 


479 


The  Adaptability  of  Paving  Materials 

To  Different  Conditions  and  Localities — A  Good 
Opportunity  for  Utilization  of  Local  Materials 

By  F.  C.  Pillsbury* 


The  adaptability  of  road  paving  materials  to  dif- 
ferent conditions  and  localities  when  thoroughly  con- 
sidered embraces  a  very  wide  field.  The  subject,  if 
taken  literally,  does  not  permit  limitations,  and  I  as- 
sume it  is  desired  to  be  as  ccjmprehensive  as  possible. 
It  should  be  borne  in  mind  that  few,  even  of  the 
highest  authorities,  ha\  e  had  actual  and  thorough  per- 
sonal practice  and  experience  except  within  more  or 
less  limited  territory,  and  on  this  account  it  is  well  to 
emphasize  that  the  practice  which  might  be  excellent 
in  one  locality  would  fail  at  some  other  place. 

The  pavement  or  surface  of  the  road,  to  be  thor- 
ough in  the  consideration  of  this  subject,  must  be  con- 
sidered as  the  whole  of  that  portion  of  the  road  wliich 
is,  artificial  or  natural  as  the  case  may  be,  to  its  full 
depth,  serving  the  purpose  of  carrying  the  traffic.  It 
is  not  safe  to  attempt  to  decide  upon  the  selection  of 
any  wearing  surface  without  giving  due  consideration 
to  those  parts  lying  immediately  beneath,  and  which 
are  generally  termed,  (1),  the  base  or  bottom  course, 
and  (2),  the  subbase  or  foundation,  also  to  the  nature 
of  the  ground  upon  which  the  whole  is  to  rest. 

The  selection  of  pavements  and  road  surfaces  is  a 
subject  which  has  been  fully  and  ably  covered  a  num- 
ber of  times,  so  there  is  little  to  add  that  will  be  of  in- 
terest unless  it  is  taken  up  from  a  different  point  of 
view,  which  may  be  done  by  considering  in  an  element- 
ary way  some  of  the  rudiments  and  their  general  appli- 
cations, under  different  conditions  and  in  different  lo- 
calities. These  conditions  may  be  classified  under 
the  following  two  headings  which  seem  to  represent 
the  predominant  factors — climate,  including  its  prin- 
cipal conditions  of  temperature  and  moisture,  and 
traffic. 

Climatic  Conditions 

The  climatic  conditions  at  all  times  affect  all  kinds 
of  surfaces.  The  effects  are  exceedingly  various  and 
not  due  to,  nor  are  they  to  be  measured  by,  the  changes 
in  temperature  or  moisture  alone,  but  also  according  to 
the  traffic  and  the  nature  and  qualities  of  the  kinds  of 
materials  used.  A  high  temperature  has  a  tendency 
to  soften  bituminous  materials ;  a  low  temperature  to 
make  them  brittle,  with  a  tendency  to  break.  Moisture 
becomes  absorbed,  thus  causing  expansion,  while  high 
temperatures  as  well  as  extremely  low  temperatures 
increase  this  result,  and  medium  low  temperatures  gen- 
erally cause  contraction.  In  some  materials  these 
physical  changes  become  very  serious,  frequently  caus- 
ing destruction  when  not  taken  into  account.  The 
chemical  conditions  following  the  changes  of  climate 
are  usually  so  indefinite  and  of  such  slight  consequence 
that  they  need  seldom  be  taken  into  consideration.  Ma- 
terials should  be  of  such  nature  as  to  carry  the  traffic 
with  the  minimum  effect  of  these  climatic  changes. 
Some  surfaces  would  be  satisfactory  in  certain  climates 
and  would  fail  in  others.  Certain  materials  might  l)e 
used  in  one  climate  and  would  fail  utterly  under  similar 
conditions  in  another  climate,  while  the  same  type  of 
pavement  made  of  exactly  the  same  material  to  answer 
similar  requirements  would  be  successful  if  constructed 

*  Division  Engineer  Massachusetts  Highway  Commission,  before  the 
American  Good  Roads  Congress. 


by  different  designs,  taking  into  account  the  effect  of 
the  climate.  For  instance,  the  thickness  of  certain 
tyi)es  of  pavement  should  be  much  greater  when  sub- 
ject to  frost  than  in  climates  where  there  is  practically 
no  freezing. 

The  necessity  of  providing  for  the  recpiirements  of 
traffic  is  imperative  and  the  materials  which  will  sus- 
tain traffic  in  a  hot  climate  may  not  answer  in  a  cold 
climate,  and  vice  versa,  although  certain  materials  may 
be  manufactured  and  so  used  that  the  changes  of  cli- 
mate will  have  very  little  effect  upon  them.  These  in- 
clude stone  block,  wood  block,  brick,  broken  stone,  and 
other  minerals  of  more  or  less  solid  nature  as  well  as 
some  bitumens,  these  latter,  however,  acting  like  Port- 
land cement  as  cement  or  binder.  Portland  cement 
concrete  is  apt  to  break  up  from  expansion  and  con- 
traction following  extremes  of  wet  and  dry  or  heat  and 
cold.  Asphalts  and  bitumens  should  have  a  very  low 
l^enetration,  that  is,  be  quite  well  solidified  when  used 
as  a  cement  or  binder  in  warm  climates,  otherwise  they 
become  softened  under  a  high  degree  of  temperature. 
This  is  always  to  be  considered,  to  a  certain  extent,  in 
an}'  climate.  Bitumens  should  never  be  of  such  a  na- 
ture or  quality  as  to  become  brittle  when  cold.  Cer- 
tain asphalts  are  less  likely  to  be  affected  this  way  by 
low  temperature  than  others,  and  probably  nearly  all 
of  them  might  be  prepared  so  as  to  retain  the  necessary 
degree  of  plasticity  when  cold,  at  the  same  time  having 
sufficient  stiffness  when  subject  to  a  high  temperature. 
Certain  proprietary  and  patented  compositions,  consist- 
ing mainly  of  matter  with  which  it  is  necessary  to  use 
bitumen,  are  as  little  affected  by  changes  in  tempera- 
ture as  the  very  best  asphalts,  but  on  the  other  hand 
they  are  probably  readily  affected  by  moisture. 
Other  Requisites 

While  there  are  certain  other  requisites  such  as 
those  related  to  hygiene  and  aesthetics,  these  are  not 
usually  necessary  requisites,  inasmuch  as  they  do  not 
have  to  be  provided  for  in  determining  the  choice  of 
materials,  except  as  secondary  considerations.  Nearly 
all  first  class  pavements  and  road  surfaces  can  be 
easily  made  sanitary,  practically  dustless,  and  reason- 
ably free  from  mud,  and  will  remain  so  if  properly  de- 
signed and  cared  for,  considering  traffic  and  natural 
conditions  only.  Aesthetic  requirements  are  related 
usually  to  park  systems  and  private  roads,  although 
they  should  not  be  forgotten  in  connection  with  public 
highways.  They  are  almost  always  satisfied  by  the 
results  obtained  from  an  excellent  surface  and  the  sur- 
roundings of  the  road,  such  as  tree  planting,  roadsides, 
etc.  Noise,  however,  depends  directly  upon  the  kind 
of  traffic  and  cannot  always  be  easily  overcome.  There 
is  little  excuse  for  the  very  rough  and  uneven  stone 
pavements  which  exist  in  many  of  our  cities.  Stone 
pavements  can  be  so  constructed  and  maintained  as 
not  to  be  seriously  noisy,  and  the  tendency  is  toward 
smoother  pavements.  Noise  is  a  serious  consideration 
in  cities  and  should  always  be  avoided  so  far  as  pos- 
sible, but  in  these  days  of  mechanical  vehicles  there 
seems  to  be  more  of  an  opportunity  to  overcome  noise 
in  the  vehicle  itself  due  to  the  condition  of  the  vehicle 
rather  than  the  condition  of  the  street.     There  is  an- 
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other  condition,  but  this  is  related  more  directly  to 
traffic,  and  that  is  non-slipperiaess  for  horses.  While 
this  is  also  a  secondary  consideration  except  in  extreme 
cases  and  on  steep  tirades,  it  should  ever  be  kept  in 
mind  and  both  desii^n  and  materials  be  provided  to  re- 
duce the  slipperiness  to  a  minimum.  It  can  be  over- 
come to  some  extent  by  the  reduction  of  "rades  and 
tiattenin^-  of  cross  sectio'ns.  also  banking-  curves.  The 
entire  elimination  of  slipperiness  cannot  be  accomp- 
lished without  extraordinary  cost,  except  on  those 
roads  subject  to  very  light  traffic  or  in  warm  climates. 
It  would  seem  unreasonable  to  attempt  to  overcome,  in 
the  design  or  choice  of  material,  the  occasional  slipper- 
iness due  to  icing-  of  the  surface.  It  is  possible  by 
sanding  and  frequent  cleaning,  when  the  grades  and 
cross  sections  are  suitable  to  reduce  the  slipperiness 
to  a  reasonable  state.  It  would  be  possible  to  con- 
struct bituminous  pavements  with  surfaces  so  rough 
that  they  would  not  be  slippery,  but  such  surfaces,  on 
account  of  their  roughness,  would  be  subject  to  those 
forces  which  naturally  result  in  wear  and  would  lead 
to  abnormally  rapid  destruction. 

There  are  so  many  known  materials  adai)ted  for  use 
in  paving-  road  surfaces  that  they  are  almost  number- 
less. If  this  be  true  of  those  materials  that  are  known, 
how  many  must  there  be  that  are  unknown  !  This 
vastness  in  variety,  however,  seldom  applies  to  a  selec- 
tion in  any  given  locality.  Usually  the  problem  is  not 
an  extremely  difficult  one  for  an  experienced  engineer 
provided  he  is  not  limited  unreasonably  by  the  local 
demand,  financially,  or  in  other  ways.  The  writer 
has  observed  that  the  highway  laws  in  the  United 
States  are  generally  so  imperfect  and  the  highway  or- 
ganizations of  the  various  communities  in  the  states  so 
irregular  and  incomplete,  that  many  times  wisdom  is 
not  displayed  in  the  selection  of  types  of  pavement 
and  materials  with  other  matters  relating  to  the  same. 
The  development  of  this  whole  question  has  been  so 
rapid  and  it  is  continuing  to  develop  so  extensively 
that  the  general  i)ublic  as  well  as  many  of  those  actu- 
ally engaged  in  the  work  have  failed  to  realize  the 
changes  that  are  demanded  in  almost  every  way.  This 
condition  is  not  surprising,  but  is  to  be  expected.  Much 
can  and  should  be  done  to  increase  thg  knowledge  of 
those  upon  whom  the  work  will  fall,  as  well  as  the 
general  pul)lic. 

In  the  cjuestion  of  the  selection  of  materials,  as  far 
as  the}'  are  influenced  by  these  main  considerations,  it 
matters  little,  as  to  the  quality  of  material  or  actual 
design  of  the  pavement,  whether  the  location  is  in  the 
country  or  in  the  city.  These  variations  in  location 
should  be  subject  to  the  same  methods  of  treatment,  in 
providing  ftjr  the  efifects  of  traffic  and  climate,  all  other 
requisites,  of  course,  being  taken  into  due  considera- 
tion. 

It  is  a  coincidence  worth  remarking  that  road  pave- 
ments are  with  few  exce])tions  composed  of  materials 
taken  directly  from  the  earth,  usually  without  great 
change  in  composition,  and  used  for  a  jKU-pose  that  re- 
(juires  their  being  placed  back  again  on  the  earth,  and 
hence  to  a  degree  are  subject  to  the  effects  of  the 
same  natural  forces  as  before  their  removal  from  the 
earth.  When  exposed  to  the  weather,  as  road  surfaces 
are  exposed,  the  effects  of  natural  phenomena  on  these 
materials  are  greatest.  It  has  been  said,  and  truly,  I 
believe,  that  the  wear  of  a  road  surface  might  be  one 
half  due  to  the  effects  of  weather  and  one  half  due  to 
traffic.  The  weather,  through  which  climate  is  mainly 
evident,  is  working  all  the  time,  and  almost  always  for 
the  deterioration  of  the  road  surface.  This  is  not  always 


given  due  consideration.  Having  in  mind  as  far  as 
practicable  all  these  requisites  and  conditions, '  the 
writer  gives  the  following  list  of  natural  materials,  to- 
gether with  some  of  their  common  uses,  ])ut  he  believes 
the  competent  road  designer  should  be  able  to  go  still 
further  and  invent — if  that  word  is  not  an  improper  one 
to  use  in  this  connection — new  combinations  or  meth- 
ods W'hich  it  will  often  be  found  advantageous  to  adopt. 

It  is  not  practicable  to  ennmerate  here  all  the  dif- 
ferent materials,  but  almost  all,  and  enough  for  the 
purposes  of  this  paper,  are  included  in  the  following: 
Natural  Materials 

Loam,  by  which  is  meant  that  fertile  covering  of 
most  portions  of  the  earth,  composed  principally  of 
clay,  fine  particles  of  sand,  and  vegetable  matter;  sand 
including  all  so-called  sands,  from  the  finest  to  those 
in  which  there  are  no  particles  over  ^  in.  in  size ; 
gravel,  meaning  masses  composed  of  fragments  of 
rock  loosely  mixed  with  more  or  less  sand  and  some- 
times including  a  small  quantity  of  loam  or  clay,  the 
particles  of  rock  being  either  worn  smooth  and  round 
or  of  any  form  to  that  sharply  angular,  often  more  or 
less  coated  with  clay  or  marl,  but  never  compacted  so 
closely  and  firmly  in  a  solid  mass  as  to  be  confused 
with  bowlder  clay  or  the  hardpans ;  clay,  including 
pure,  fine  clays,  marls,  and  earth  consisting  of  more  or 
less  clay,  found  in  dense  and  compact  masses  with 
fragments  of  rock  of  any  size,  including  bowlder  clay 
and  clay  hardpan ;  stone  or  rock,  meaning  all  kinds  of 
stone  materials,  not  including  those  minerals  classified 
as  sand,  gravel,  clay,  etc.,  and  any  ledges,  boulders  or 
stones  when  separate  from  masses  of  clay  or  gravel ; 
bitumens,  including  asphalts,  oils  and  tars  ;  wood  ;  and 
shells. 

At  the  present  time  these  natural  materials  are  used 
in  many  ways  and  in  innumerable  combinations.  There 
is  unlimited  opportunity  for  development  in  use  and 
composition,  even  to  the  extet  of  the  discovery  of  some 
method  or  material  or  combinations  of  the  same  abso- 
lutely new,  and  perhaps  possessing  certain  qualities 
that  would  accomplish  more  of  the  results  required 
than  any  material  in  existence  at  present. 

The  more  common  uses  of  these  materials  are  .so 
well  known  that  it  is  unwise  to  include  many  of  them 
in  a  paper  of  this  kind,  but  it  may  not  be  uninteresting 
to  discuss  those  cases  which  are  connected  with  con- 
ditions which  should  govern  the  selection  and  which 
are  sornetimes  in  dispute  or  not  generally  known^  or 
perhaps  not  recognized  as  being-  of  importance.  This 
the  writer  will  endeavor  to  do,  taking  up  the  subjects 
in  terms  of  the  natural  materials  and  others,  as  already 
defined,  and  ccmsidering  not  only  their  fitness,  but 
dangers  to  l)e  avoided  when  improperly  used  or  allowed 
to  remain  in  risky  positions. 

Loam  or  loamy  material  is  seldom  of  value,  i)arli- 
cularlv  in  climates  subject  to  much  moisture  or  cold. 
In  these  climates,  however,  it  is  sometimes  used  as  a 
])inder  under  certain  conditions  with  sand,  gravel  or 
broken  stone  and  with  bituminous  mixtures.  liven 
this  use  is  to  be  avoided  when  the  cost  of  other  materi- 
als which  would  answer  the  purpose  is  not  prohibitive, 
because  the  value  of  the  loam  lies  alone  in  the  fineness 
of  its  particles,  which  enables  it  to  act  as  a  filler.  It  is  so 
(|uickly  acted  upon  bv  moisture,  frost,  wind,  etc.,  that 
it  has  practicallv  no  stability.  In  climates  subject  to 
frost  action,  excei^t  where  it  is  very  slight,  loam  should 
])e  eliminated  as  much  as  i)ossible  from  use  in  the  pave- 
nienl  material  and  should  not  be  allowed  to  remain  m 
its  natural  jiosition  in  the  roadl)ed  within  less  than 
12  ins.  of  the  bottom  of  the  base  unless  the  road  is  to 
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be  subject  to  very  lif>ht  traffic,  because  its  instability 
and  tendency  to  decompose  cause  the  surfacing"  alcove 
to  become  driven  out  of  place  and  broken  up.  A  ma- 
cadam, either  water  bound  or  bituminous,  is  more  dis- 
astrously affected  in  this  way  than  gravel,  as  the  gravel 
surface  is  somewhat  loose  and  is  not  ruined  even  if  it 
does  go  out  of  place,  whereas  the  crust-like  formation 
of  macadam  or  bituminous  surfaces  is  liable  to  break- 
ing and  to  greater  difficulty  in  restoring  afterward. 


Loamy  materials  readily  absorb,  and  generally  after 
absorption  retain  for  a  long  time,  moisture  which  when 
])resent  in  great  quantity  leads  to  tremendous  expan- 
sion on  freezing".  This  becomes  a  very  destructive  con- 
dition, under  any  pavement,  and  if  it  is  not  possible  or 
expedient  to  avoid  placing"  the  pavement  on  or  too  near 
the  loam,  every  possible  means  should  be  taken  to  keep 
tlie  water  out  of  it. 


Work  Started  on  the  Extensive  Winnipeg 
Building  Program  of  the  T.  Eaton  Go. 


On  March  3,  the  T.  Eaton  Co.  Limited,  of  Toronto 
and  \\'innipeg",  submitted  to  the  Winnipeg"  city  council 
for  approval,  plans  and  specifications  for  a  mammoth 
twelve  storey  building",  and  extensions  and  improve- 
ments to  the  existing  premises.  The  plans  were  re- 
ferred to  a  joint  committee  of  the  Water  Works  and 
Fire,  Water  and  Light  committees,  since  the  permit 
would  have  to  be  a  special  one,  due  to  the  fact  that  the 
building"  could  not  conform  to  the  present  building  by- 
law of  the  City  of  Winnipeg",  which  states  that  no 
building"  shall  be  higher  than  108  ft.,  whereas  the  plans 
for  the  new  building  call  for  a  height  of  213  ft. 

This  excessive  height  for  a  twelve  storey  building 
is  due  to  the  fact  that  the  owners  insisted  upon  special 
attention  being  paid  to  the  matter  of  ventilation.  From 
floor  to  ceiling,  the  basement  is  18  ft.;  ground  floor,  20 
ft.,  which  is  equal  to  two  storeys  in  an  ordinary  office 
building" ;  the  second  and  third  floor,  18  ft. ;  the  next  five, 
17  ft. ;  and  the  balance  16  ft.  There  were  a  few  other 
minor  details  which  were  not  in  conformity  with  the 
building  by-law,  but  the  plans  were  passed  by  the 
special  committee  of  the  Winnipeg  city  council.  Speak- 
ing" on  behalf  of  the  Timothy  Eaton  Co.,  Mr.  McGee 
assured  the  council  that,  not  only  would  the  premises 
when  completed  be  a  credit  to  \\^innipeg,  but  the 
firm  had  undertaken  to  do  everything"  possible  to  make 
the  store  the  finest  on  the  American  continent. 

The  scheme  comprises  a  series  of  connected  struc- 
tures, twelve  storeys  in  height,  replacing  the  present 
nine  storey  building.  When  complete  it  will  take  in 
the  whole  area  of  the  city  block,  between  Graham 


Ave.,  St.  Marys  Ave.,  Donald  and  Hargrave  Streets. 
Two  bridges,  3  ft.  from  the  ground  and  nine  storeys 
high,  and  sundry  tunnels  under  streets,  will  connect 
the  buildings.  The  bridge  across  Graham  Ave.  will  be  a 
means  of  life  saving  by  allowing  communication  from 
one  building  to  the  other  in  case  of  fire.  The  work 
is  to  be  done  in  units  with  the  entire  scheme  extend- 
ing over  a  period  of  eight  or  ten  years.  The  whole 
proposition  will  involve  an  expenditure  of  approxi- 
mately $6,000,000.00. 

The  plans  and  specifications  for  the  building  were 
prepared  by  Graham  &  Burnham,  architects,  Chicago. 
The  building  is  to  be  Tyndal  stone  from  the  ground 
to  the  top  of  the  second  storey  ;  the  remaining"  storeys 
to  be  of  buff  face  brick.  The  structures  will  be  fire- 
proof, with  stairs  and  elevators  enclosed,  sprinkler 
system,  conveyor,  and  the  most  modern  equipment  for 
de])artment  store  convenience.  Water  storage  to  the 
extent  of  150,000  to  200,000  gallons  will  always  be 
available,  and  the  ])umping"  facilities  will  be  of  the 
most  up  to  date  kind. 

The  work  at  present  in  progress  is  the  erection  of 
the  warehouse  section.  The  foundations  are  designed 
for  twelve  storeys,  but  of  these  only  eight  will  be  built 
this  year.  It  will  have  three  fireproof  stairs,  two  12 
ton  elevators  with  platforms  large  enough  to  accom- 
modate loaded  motor  trucks,  eight  freight  elevators — 
7,000  lbs.  capacity  each,  and  two  elevators  for  com- 
bined freight  and  passenger  service.  Spiral  chutes 
will  be  installed  for  conveying"  packages  to  the  main 
floor  and  basement,  belt  conveyances  being  used  for 
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Architect's  perspective  of  the  T.  Eaton  buildings,  Winnipeg,  when  completed— Cost  $6,000,000. 
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brin^in^'  goods  over  tlie  main  store  through  one  of  the 
tunnels.  In  fact,  e\ery  modern  labor-saving  device 
will  be  installed. 

The  contract  for  the  warehouse  was  let  the  very 
day  the  city  council  passed  the  plans,  and  the  next  day 
the  contractors  were  ex^-avating  for  the  foundation 
work.  At  i^resent  the  trenches  for  the  retaining  walls 
on  the  east  and  south  ends  on  (Iraham  Ave.  and  ITar- 
gra\'e  Street,  are  finished,  and  pouring  cement  in  these 
sections  has  commenced.  The  north  and  west  walls 
will  not  be  dug  until  excavation  is  completed.  Base- 
ment excavation  is  about  half  finished ;  work  on  this  is 
very  slow,  due  to  the  heavy  nature  of  the  clay  soil ;  it  is 
exi)ected  that  it  will  he  finished  by  June  1.  All  the 
reinforced  concrete  cassions  have  been  completed ; 
these  go  to  bed  rock,  an  average  distance  of  50  to  CO 
ft.  with  a  maximum  dei)th  of  80  ft. 

Progress  on  the  building,  which  was  expected  to  l)e 
rushed  bv  day  and  night  shifts,  is  being  somewhat  re- 
tarded bv  t'.ie  war,  and  only  a  day  shift  is  at  ]M-esent 
em])loved  on  the  foundation  work.      The  Itcthlehcm 


Steel  Works,  who  are  rolling  the  steel,  are  also  en- 
gaged in  munition  work,  making  delivery  of  steel 
somewhat  slow.  The  first  of  the  steel  girders  is  ex- 
pected early  in  June,  wdien  progress  will  become  more 
steady  and  rapid.  Some  of  the  grillage  has  already 
arrived.  Graham  Ave.  is  now  closed  between  Donald 
and  Hargrave  streets  until  the  tunnel,  on  which  work 
is  being  pushed  rapidly,  is  completed. 

The  ])roject  in  its  entirety  is  a  vast  one,  and  indi- 
cates the  confidence  of  the  Timothy  Eaton  Co.  in  the 
future  development  of  the  Canadian  West.  The 
tendering  for  the  contract  was  extensive  and  spirited, 
several  large  U.  S.  and  Canadian  firms  submitting 
tenders.  The  general  contract  of  the  warehouse  was 
awarded  to  Carter-IIalls-Aldinger,  I^imited,  for 
$600,000.00,  and  the  Dominion  Bridge  Co.  was  awarded 
the  steel  work  for  $200,000.00.  There  will  necessarily 
have  to  be  considerable  quantities  of  material  im- 
])orted  from  eastern  Canada  and  the  United  States,  be- 
cause of  the  limited  list  of  Manitoba  building  material, 
but  wherever  possible,  material  will  be  purchased  in 
Manitoba. 


Bed  Testing,  to  Determine  Its  Supporting 
Power  for  Drain  Tile  and  Sewer  Pipe 


INTERESTING  data  on  the  eft'ect  of  the  method 
of  bedding  upon  the  supporting  strength  of  drain 
tiles  and  sewer  pipe  was  recently  compiled  by  N. 
J.  Schlick,  drainage  engineer  of  the  engineering- 
experimental  station,  Iowa  State  college.  Tests  were 
made  on  24  in.  pipe  with  the  difi^erent  types  of  bedding- 
indicated  in  the  diagram,  and  were  made  when  the 
concrete  beddings  were  one  month  old ;  only  one  series 
of  tests  were  made,  and  while  they  cannot  be  taken  as 
final,  they  show  some  very  general  facts.  The  follow- 
ing extracts  are  based  on  a  paper  by  Mr.  Shlick  before 
a  recent  meeting  of  the  Iowa  Drainage  Association. 

The  ty])es  of  bedding  tested  might  be  divided  into 
three  general  classes,  namely,  earth  -beddings,  con- 
crete beddings  for  firm  soils  and  concrete  beddings  for 
yielding  soils. 

The  first  of  the  earth  beddings,  class  1,  was  made 
in  accordance  with  the  "Ordinary"  method  described 
in  the  "Standard  Specifications  for  Drain  Tile"  of  the 
American  Society  for  Testing  Materials  except  that 
the  pipe  were  only  bedded  to  a  little  above  the  mid- 
height.  The  trench  was  shaped  in  the  bottom  to  ap- 
proximately fit  the  lower  90  degrees  of  the  pipe  and 
the  ditch  filling  shoveled  in  without  tamping.  There 
was  quite  a  wide  range  in  the  supporting  strength  of 
these  pipe,  but  the  average  agreed  quite  closely  with 
the  average  strength  as  shown  by  standard  strength 
tests  with  sand  bearings.  Because  of  this  close  agree- 
ment the  average  supporting  strength  of  class  1  is 
taken  as  a  basis  for  comparing  the  strengths  developed 
by  the  other  types  of  bedding. 

The  second  class  of  bedding  was  the  "Eirst  Chiss" 
method  described  in  the  standard  specifications.  The 
trench  bottom  was  sloped  more  accurately  and  was 
covered  with  1  in.  to  2  in.  of  loose  to])  soil  before  the 
l)ipe''were  laid.  The  filling  was  carefully  tami)ed  in, 
especially  at  the  lower  points,  up  to  a  little  above 
the  mid  height.  The  average  strength  of  this  class 
was  28  per  cent,  greater  than  that  of  class  1  and  there 
was  considerably  less  variation  in  tlie  results  from  the 
individual  specimens. 


In  the  other  type  of  earth  bedding,  class  9,  the  pipe 
were  laid  in  a  flat  bottomed  trench  and  the  spaces  be- 
tween the  pipe  and  the  sides  of  the  trench  shoveled 
full  of  loose  earth.  No  especial  care  was  taken  to 
see  that  the  spaces  Ijetween  the  bottom  of  the  trench 
and  the  pipe  were  filled,  and  examination  after  the  test 
showed  that  the  filling  there  was  so  loose  as  to  give  the 
pipe  no  support.  The  average  strength  of  these  pipe 
was  26  per  cent,  greater  than  those  of  class  1.  This 
increase  in  strength  is  thought  to  be  due  to  the  frozen 
condition  of  the  ditch  filling  material  at  the  sides  of 
the  pipe  at  the  time  the  tests  were  made.  There  is 
reason  to  believe  that  this  type  of  bedding  will  usually 
give  lower  strengths  than  class  1. 

The  results  of  these  tests  of  pipe  in  earth  beddings 
bring  out  two  especially  interesting  facts.  First:  The 
strength  of  the  ])ipe  laid  in  the  "Ordinary"  method 
agreed  very  closely  with  that  shown  by  standard 
strength  tests  of  similar  pipe,  and  second,  that  an  in- 
crease in  strength  of  25  per  cent,  can  be  obtained  by 
more  careful  bedding,  as  is  specified  for  "First  Class" 
pipe  laying. 

None  of  the  pipe  in  earth  beddings  would  support 
a  larger  load  than  that  at  which  they  cracked. 

The  pipe  laid  in  concrete  cradles  as  specified  in  the 
standard  specifications  for  "Concrete  Cradles"  for 
"Solid  Soils"  were  tested  as  class  3.  The  concrete  used 
was  proportioned  1  :8.  The  bottom  of  the  trench  was 
shaped  to  fit  the  lower  90  degrees  of  the  pipe  and  2  in. 
of  concrete  placed  on  it.  The  space  between  the  sides 
of  the  trench  and  the  pipe,  about  2>^  in.  at  the  mid- 
height  of  the  pipe,  was  then  spaded  full  of  concrete  up 
to  a  height  of  one-fourth  the  nominal  diameter  of  the 
])ipe  above  the  mid-height.  These  pipe  had  an  aver- 
age cracking  strength  64  per  cent,  greater  than  those 
of  class  1. 

Class  5  beddings  were  a  combination  of  the  earth 
beddings  and  the  concrete  cradle  just  described.  The 
bottom  of  the  trench  was  shaped  to  fit  the  lower  quar- 
ter of  the  circumference  of  the  pipe  and  the  spaces  be- 
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tween  the  pipe  and  the  sides  of  the  trench,  about  3  in., 
filled  with  1  :8  concrete.  These  pipe  showed  a  cracking 
strength  of  46  per  cent,  greater  than  those  of  class  1. 

The  third  class  of  concrete  bedding  for  solid  or 
firm  soils  was  class  6.  The  trencli  was  dug  with  a  flat 
bottom  and  was  about  6  in.  to  8  in.  wider  than  the  out- 
side diameter  of  the  pipe.  The  pipe  was  laid  in  the 
trench  and  concrete  poured  in  at  the  sides,  care  being 
taken  to  get  the  concrete  well  around  the  pipe.  Tests 


Methods  of  Bedding,  Drain  Tile  or  Sewer  Pipe,  in  Testing  for 
Supporting  Power. 

of  t'.lis  type  of  bedding  were  made  with  two  grades  of 
concrete.  In  class  6-A  a  1  :5  mixture  was  used  and  in 
class  6-B  a  1  :8  proportion.  The  pipe  of  class  6-A  sup- 
ported a  load  96  per  cent,  greater  than  class  1  before 
cracking.  Those  of  class  6-B  developed  a  cracking- 
strength  80  per  cent,  greater  than  that  of  class  1. 

The  tests  of  these  classes  also  indicated  that  the 
supporting  strength  of  a  pipe  after  cracking  depends 
upon  the  bearing  power  of  the  soil. 

The  pipe  of  these  three  classes  showed  a  marked 
tendency  to  develop  side  cracks  at  or  near,  the  top  of 
the  concrete  at  the  sides.  Where  the  side  cracks  in 
the  pipe  were  below  the  top  of  the  concrete  it  usually 
cracked  opposite  the  crack  in  the  pipe.  In  each  case 
in  Class  3,  the  concrete  was  cracked  along  the  center- 
line  at  the  bottom,  the  crack  appearing  simultaneously 
with  the  crack  in  the  bottom  of  the  pipe.  In  a  great 
many  cases  the  cradle  was  cracked  near  the  lower 
points  by  the  continued  application  of  pressure  after 
the  pipe  had  cracked. 

The  bedding  designated  as  Class  7  was  patterned 
after  the  Philadelphia  method.  This  type  of  bedding 
or  cradle  would  be  equally  efifective  in  all  soils  firm 
enough  to  allow  of  the  construction.  The  trench  was 
dug  a  little  wider  than  the  outside  diameter  of  the  pipe 
and  the  bottom  left  flat.  About  3  in.  of  1 :8  concrete 
was  placed  the  full  width  of  the  trench  and  the  pipe 
laid  upon  it.  Concrete  was  then  placed  around  the 
pipe  to  a  height  of  6  in.  or  one-fourth  the  inside  diam- 
eter, above  the  bottom  of  the  pipe.  This  bedded  the 
pipe  in  concrete  for  a  little  over  90  degrees  but  fur- 
nished no  side  support  whatever,  as  the  top  of  the  con- 
crete was  just  about  even  with  the  surface  of  the 
ground. 

The  pipe  of  this  class  showed  an  average  strength 
before  cracking  82  per  cent,  larger  than  those  of  Class 
1.  As  these  pipe  received  no  side  support,  they  col- 
lapsed as  soon  as  the  main  fractures  were  developed. 

Tests  were  made  of  pipe  bedded  in  "Concrete 
Cradles"  for  "Yielding  Soils"  as  specified  in  the 
"Standard  Epecifications  for  Drain  Tile."  In  Class 
4-A  a  1 :  5  concrete  was  used  and  in  Class  4-B  1 :  8  con- 
crete. 


The  trench  was  dug  10  in.  wider  than  the  outside 
diameter  of  the  pipe  and  with  a  flat  bottom.  A  3  in. 
layer  of  concrete  was  placed  in  the  trench  and  the  pipe 
laid  upon  it.  Concrete  was  then  poured  in  at  the  sides 
up  to  the  specified  height  of  j4  the  inside  diameter 
above  the  mid-height. 

The  pipe  of  Class  4-A  showed  an  a\  erage  strength 
l)efore  cracking  38  per  cent,  larger  than  those  of  Class 
1,  while  those  of  Class  4-B  supported  .SO  per  cent,  more 
load  liefore  cracking  than  did  those  of  Class  1.  The 
fact  that  the  cradle  of  the  leaner  ccjncrete  gave  the 
larger  support  is  attributed  to  the  fact  that  the  pipe  of 
Class  4-B  were  laid  Ijefore  those  of  Class  4-A  and  that 
cool  weather  and  frosty  nights  prevailed  after  the 
cradle  of  Class  4-A  were  poured. 

The  pipe  of  these  two  classes  usually  cracked  at  or 
near  the  four  points  at  the  same  time,  though  the 
side  cracks  were  often  at  or  near  the  top  of  the  con- 
crete. In  all  cases  the  concrete  cradle  cracked  along 
the  center  line  in  the  bottom,  and  often  at  about  the 
lower  ys  points  of  the  l^ipe,  at  the  same  time  the  pipe 
developed  fractures.  After  the  cradles  were  cracked 
in  the  bottom,  the  two  sections  revolved  around  the 
lower  outside  edges  and  the  pipe  would  supi)()rt  prac- 
tically no  load. 

The  bedding  of  Class  8  were  very  similar  tu  the 
coml:)ined  earth  and  concrete  bedding  of  Class  5,  ex- 
cept that  the  earth  was  dug  away  from  the  outside  of 
the  concrete  so  as  to  reproduce  as  nearly  as  ])ossible 
the  conditions  prevailing  when  this  type  of  bedding  is 
used  in  yielding  soils. 

The  concrete  used  in  these  beddings  was  propor- 
tioned 1:9.  It  was  poured  in  cool  weather  and  had  de- 
veloped only  a  comparatively  small  portion  of  its  final 
strength  at  the  time  the  tests  were  made. 

The  pipe  of  this  class  had  an  average  supporting 
strength  only  18  per  cent,  larger  than  those  of  Class  1. 
The  concrete  received  no  side  support  so  that  the  load 
which  developed  the  cracks  in  the  pipe  was  the  maxi- 
mum. These  tests  indicated  that  this  type  of  bedding 
would  give  but  little  side  support  other  than  that  due 
to  distributing  the  pressure  over  a  larger  area.  In 
man)^  soils  this  would  result  in  a  noticeable  increase  in 
supporting  strength  but  in  very  wet  soils  the  increase 
would  be  small. 

These  results  might  be  summarized  in  three  gen- 
eral statements,  as  follows : 

1.  The  suppoting  strength  of  tile  laid  in  the  "Ordi- 
nary" method  is  practically  the  same  as  the  "Ordinary 
Supporting  Strength"  shown  by  the  standard  tests. 

2.  The  supporting  strength  can  be  increased  25  per 
cent,  by  more  careful  earth  bedding  and  80  per  cent,  or 
90  per  cent,  by  the  use  of  concrete  cradles. 

3.  The  supporting  strength  after  the  pipe  is 
cracked  depends  upon  the  bearing  power  of  the  soil  at 
the  sides  of  trenches,  irrespective  of  the  type  of  the 
bedding. 

In  our  description  of  the  new  Administration  Build- 
ing of  the  Hydro-electric  Power  Commission  of  On- 
tario in  the  May  3  issue  of  the  Contract  Record,  we 
stated  that  storage  batteries  were  installed  for  tele- 
phone and  auxiliary  lighting  service.  This  should,  of 
course,  have  read  only  for  telephone  serN'ice. 


"Why  don't  they  keep  the  streets  a  little  cleaner," 
You  ask  with  deep  annoyance  not  undue, 
"Why  don't  they  keep  the  parks  a  little  greener," 
Did  you  ever  stop  to  think  that  THEY  means 
YOU? 
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First  Church  of  Christ  Scientists  Dedicate  a 
New  Church  at  Winnipeg,  Man. 


New  First  Church  of  Christ  Scientist,  corner  of  Nassau  St.  and  Water  Ave.,  Winnipeg- Cost  SI0O,0CO. 


First  Church  of  Christ  Scientist 

The  First  Church  of  Christ  Scientist  have  made  a 
notable  addition  to  the  churches  of  Winnipeg  in  their 
new  building  on  the  corner  of  Nassau  and  River 
Streets,  which  was  recently  dedicated  for  service. 
The  new  edifice  is  in  the  simple  Greek  Ionic  design  of 
architecture,  built  on  the  plan  of  a  Gri^'ek  cross.  It  is 
simple  insofar  as  the  exterior  design  is  concerned. 
The  foundations  and  exterior  trimmings  are  Tyndall 
stone,  while  the  exterior  walls  are  buff-colored  face 
brick. 

The  general  idea  (jf  the  Christ  Scientist  churches, 
to  provide  a  large  foyer  for  a  meeting  room  wherein 
members  may  intermingle  before  and  after  service, 
has  been  carried  out  in  this  church.  A  cloak  room  has 
also  been  provided  just  within  the  main  entrance.  The 
main  auditorium  is  above  the  level  of  the  street  and 
is  accessible  by  four  stairways.  It  is  fitted  with  ma- 
hogany pews  with  acc(jmmodation  for  al^out  1,100 
people.  The  floor  slopes  gradually  toward  the  read- 
er's platform.  The  organ  loft  is  directly  back  (jf  the 
reader's  platform,  and  the  organ  will,  when  installed, 
be  entirely  obscured  by  a  grill-work  screen.  The  arti- 
ficial lighting  of  the  auditorium  is  carried  out  from 
the  alcoves  entirely.  There  is  a  Sunday  school  below 
the  auditorium  with  seating  capacity  of  300. 

The  new  church  was  designed  by  Jordan  &  Over, 
architects,  Winnipeg,  and  built  by  the  Fort  (iarry 
Construction  Company  at  a  cost  of  approximately 
$100,000. 


Steam  shovels — Circular  No.  14,  by  the  Osgood 
Company,  Marion,  Ohio,  describing,  with  illustrations, 
tbeir  "IS"  •)4  yard,  traction,  revolving,  steam  shovel, 
adapted  for  scwcr  trench  excavating  only, 


Concrete  Street  Railway  Track  Foundation 
Construction 

The  scarcity  of  permanent  street  railway  track 
construction  in  many  cities  has  been  chiefiy  due  to  the 
fact  that  railway  companies  prefer  to  build  some  sort 
of  temporary  construction,  which  can  be  ea.-^ily  taken 
up  to  make  repairs  to  the  track,  rather  than  lay  any 
permanent  type. 

These  temporary  forms  of  construction  have  bccri 
the  cause  of  a  great  deal  of  difificulty  to  street  paving 
contractors  in  paving  the  remaining  allowance  of  the 
street.  V^ibration  due  to  poor  foundations  soon 
cracks  the  pavement  near  the  rail,  and  requires  repair.s 
much  sooner  than  would  otherwise  be  necessary. 

Mr.  R.  Keith  Compton,  chief  engineer  of  the  Bal- 
timore Paving  Commission,  outlines  in  a  paper  read 
before  the  recent  ritts])urgh  Convention  of  the  Am- 
erican Road  lUiilders'  Association  the  situation  in  lial- 
timore,  liow  it  was  remedied,  and  the  joint  form  of 
construction  as  carried  on  by  the  street  railway  and 
tile  ])a\ing  contractor. 

in  tlie  beginning  of  the  year  1914  the  situation  in 
llie  city  of  lialtimore  was  thoroughly  studied,  both  by 
the  mimicii)al  engineers  and  the  traction  ofticials,  with 
the  result  that  the  State  Legislature  of  Maryland  was 
a])pealed  to  l)y  the  municipality  and  a  law  was  passed 
putting  the  character  of  foundation  under  the  ties  of 
the  several  street  railway  companies  and  steam  rail- 
roads under  the  jurisdiction  of  the  I'aving  Commis- 
sion, with  power  to  decide  whether  such  foundation 
shoidd  be  of  |)lain  ballast  or  concrete.  "ilie  Commis- 
sif)n  decided  that  in  hea\y  traffic  down-town  streets 
concrete  construction,  6  in.  thick,  under  and  around 
the  ties,  was  necessary,  but  that  in  the  outlying  sub- 
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iirl)an  sections  where  the  trafific  is  hght  and  street  de- 
velopment more  or  less  of  an  uncertainty,  awaiting 
property  development,  rock  ballast  could  be  used. 

Work  Together 

The  forces  of  the  railway  company  and  that  of  the 
paving  contractor  work  in  conjunction.  The  railway 
area  is  first  graded  out  to  the  subgrade  of  the  paving 
by  the  paving  contractor.  The  railway  company  then 
takes  charge  and  grades  out  to  a  point  6  in.  below 
the  bottom  of  the  ties.  New  rails  and  ties  are  then 
installed  where  necessary,  together  with  any  new  spe- 
cial work.  The  ballast  is  then  placed  and  thoroughly 
tamped  under  the  ties  and  up  to  a  point  2  in.  above 


Form  of  track  foundation  construction  used  in  Baltimore. 

the  bottom  of  the  ties,  the  rails  are  brought  to  the 
proper  grade  and  line,  and  when  the  entire  construc- 
tion is  "tig'ht"  the  penetration  begins. 

The  grouting  mixture  is  composed  of  1  part  ce- 
ment to  2  parts  sand,  and  is  of  about  the  consistency 
of  thin  cream.  The  mixture  is  applied  without  inter- 
ruption to  car  traffic  by  the  use  of  a  small  continuous 
mixer  placed  just  outside  of  and  parallel  with  the  rail- 
way tracks,  with  a  flexible  chute,  in  two  sections,  to 
convey  the  grout  from  the  mixer  to  the  ballast.  Start- 
ing on  the  downgrade  end  and  working  upgrade,  the 
thin  grout  is  penetrated  into  the  stone  ballast.  When 
a  car  comes  along  the  first  section  of  the  chute  is 
thrown  out  of  service  and  the  second  section  is  low- 
ered to  the  ballast  at  about  the  ends  of  the  ties  and 
the  mixer  kept  in  service.  After  the  car  passes  the 
first  section  is  thrown  back  in  service. 

During  this  operation  some  movement  occasionally 
occurs  in  the  tracks,  but  there  is  a  city  inspector  on 
the  work  at  all  times  who  hunts  for  and  locates  loose 
ties  and  they  are  immediately  tamped  up  with  green 
concrete. 

The  natural  su])pt)sition  is  that  sufficient  movement 
of  the  ties  and  track  would  occur  to  injure  the  con- 
crete while  setting,  but  this  is  not  true  if  the  work  is 
carefully  handled  and  executed.  On  one  street  in 
Baltimore  this  work  was  successfully  handled  with 
five  dilTerent  lines  of  cars  passing  up  and  down  the 
street  with  but  20  seconds  headway  at  times  during 
the  day,  while  on  another  piece  of  work  it  was  suc- 
cessfully handled  with  eleven  different  lines  of  cars 
passing  over  the  special  work  with  less  than  20  sec- 
onds' headway  at  short  intervals  during  the  day.  The 
resultant  mixture  is  about  1  of  cement,  2  of  sand  and 
5>4  of  stone,  with  the  concrete  very  dense,  as  the  bal- 
last has  been  thoroughly  tamped  and  voids  reduced  to 
a  minimum. 

This  ends  the  work  of  the  railway  company,  as 
after  this  section  of  concrete  is  installed,  the  paving 
contractor  again  takes  charge,  installing  the  concrete 
base  for  the  ])avement  immediately  on  top  of  the  rail- 
way base,  and  then  the  paving. 

As  a  rule,  there  is  no  bond  between  the  paving 
slab  installed  by  the  railway  company  and  the  paving 
base  installed  by  the  paving  contractor,  because  gen- 
erally the  former  is  several  blocks  ahead  of  the  latter, 
and  in  the  meantime  the  concrete  slab  has  set. 


One  of  the  principal  points  gained  by  this  form  of 
construction  is  that  it  shows  up  very  clearly  every 
weak  place  during  the  progress  of  the  work.  All  loose 
or  poorly  tamped  ties  are  made  apparent  by  the  bubbl- 
ing or  oozing  up  of  the  grout  as  a  car  passes  over. 
J'^ailures  in  finished  pavement  are  avoided  by  immedi- 
ately tamping  such  ties,  which  in  many  cases  would 
otherwise  be  overlooked.  It  has  been  found  by  care- 
ful cuts  made  in  the  finished  work  that  this  grout 
when  properly  applied  penetrates  the  ballast  to  the 
subgrade,  forming  excellent  concrete,  and  insures  solid 
track  construction,  free  from  vibration. 

From  records  kept  and  compiled  by  the  Paving 
Commission  it  has  been  found  that  the  total  extra  cost 
of  this  construction  over  plain  ballast,  including  labor 
and  material,  is  about  52  ct.  per  lineal  foot  of  single 
track. 

In  the  last  two  years  about  10  miles  (single  trackj 
of  such  construction  have  been  installed  in  Baltimore 
by  this  process,  in  the  busiest  streets  of  the  city,  and 
our  traffic  interfered  with  to  such  a  limited  extent  that 
no  complaints  whatever  are  heard  from  the  traveling 
public  during  the  course  of  the  work.  Included  in 
the  10  miles  of  single  track  will  be  found  all  classes  of 
paving  within  the  railway  area — sheet  asphalt,  wood 
l)lock,  granite  block,  vitrified  block  and  scoria  block. 

In  order  to  obtain  good  results  with  the  penetra- 
tion method,  every  detail  must  be  carefully  looked 
after  by  the  inspectors,  such  as  the  quality  and  size  of 
the  stone  composing  the  ballast,  the  tamping,  and  the 
mixing  and  placing  of  the  grout.  Frecjuent  test  holes 
should  be  cut  in  order  to  see  that  thorough  penetra- 
tion is  secured,  and  wherever  possible  the  penetration 
should  be  started  at  the  downgrade  end  of  a  block  and 
proceed  upgrade. 


To  Supervise  Elevator  Construction 

The  John  .S.  Metcalf  Company,  Montreal,  have  been 
retained  by  the  State  Governments  of  New  South 
Wales  and  South  Australia  to  make  plans  and  super- 
vise the  construction  of  elevators  for  the  bulk  handling 
of  grain.  The  same  firm  has  also  submitted  a  report 
to  the  Victoria  Government.  New  South  Wales  pi^o- 
poses  to  erect  a  terminal  elevator  at  Sydney  with  a 
capacity  of  3,000,000  bushels ;  a  terminal  elevator  at 
Newcastle  with  a  capacity  of  500,000  bushels  and  ap- 
proximately 200  country  elevators  with  varying  capa- 
cities from  25,000  to  200,000  bushels.  As  the  normal 
wheat  harvest  in  Victoria  is  about  equal  to  that  of 
New  South  Wales,  it  is  assumed  that  the  elevator  re- 
quirements of  both  states  will  be  about  equal.  South 
Australia  proposes  to  erect  four  terminal  elevators 
with  capacities  ranging  from  500,000  to  1,000,000 
bushels,  and  about  110  country  elevators  of  varying 
capacities.  The  John  S.  Metcalf  Company  have  sup- 
ervised, for  the  French  Government,  the  building  of  a 
number  of  temporary  elevators  at  some  of  the  ports. 


The  Turbine  Equipment  Go. 

The  Turbine  Equipment  Co.  have  been  awarded  a 
contract  to  supply  4,  single  stage,  De  Laval,  centrifugal 
]nunps,  capacity  each  3,750  gals,  per  minute  against  a 
95  ft.  head,  to  the  Imperial  Oil  Co.  of  Sarnia.  The 
])umps  will  be  direct  connected  to  75  h.p.  motors.  The 
Standard  Chemical  Co.  of  Toronto  have  also  piu^chased 
a  De  Laval  centrifugal  pump,  capacity  l-}4  million  gal- 
lons, to  operate  against  a  125  ft.  head. 
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Damp -proofing  and  Water -proofing 

The  Methods  and  Materials  Used  to  Prevent  the  Dis- 
integrating Action  of  Water  on  Completed  Structures 

By  S.  G.  Webb* 

The  general  subject  of  structural  dampproofing 
and  waterproofing  as  it  confronts  us  to-day  involves 
the  methods  and  means  of  protecting  structural  ma- 
terials against  the  disintegrating  action  of  water.  Ma- 
sonry building  materials  are  generally  more  or  less 
porous  and  capillary  in  their  structure,  permitting  the 
absorption  and  permeation  of  water.  The  presence  of 
water  in  masonry  is  structurally  injurious,  due  to  its 
solvent  action  on  any  soluble  content,  but  more  par- 
ticularly its  disintegrating  action  by  the  expansive 
force  that  is  manifested  by  the  congealing  of  the  water 
on  freezing.  While  the  subject  of  structural  water- 
proofing and  dampproofing  deals  primarily  with  the 
prevention  of  gradual  decay  and  disintegration  of  struc- 
tural materials,  it  also  performs  the  useful  and  neces- 
sary function  of  ])roviding  more  hygienic  ,  conditions 
for  the  benefit  of  humanity  in  general. 

The  subject  of  the  protection  of  structural  materi- 
als against  the  disintegrating  action  of  water  should, 
for  the  most  comprehensive  understanding,  be  con- 
sidered under  the  two  general  divisions  (^f  waterproof- 
ing and  dam])proofing.  The  term  waterproofing  sh(nild 
correctly  be  confined  to  the  consideration  of  methods 
and  means  of  protecting  subterra  construction  and 
structures  intended  for  retaining  and  containing  watfer 
under  and  against  hydrostatic  head.  Consistent  with 
this  definition,  the  term  waterproofing  as  a  part  of 
this  great  subject  would  apply  directly  to  the  methods 
of  treating  foundations,  tunnels,  reservoirs,  cisterns, 
standiMpes  and  similar  construction.  The  term  clamp- 
j^roofing  should  correctly  be  confined  to  the  considera- 
tion of  the  methods  and  means  of  keeping  water  and 
dampness  out  of  the  superstructure  of  buildings.  In 
accordance  with  this  definition,  dampproofing  should 
involve  the  various  methods  of  treating  exposed  walls 
above  grade  line  to  avoid  the  entrance^  or  penetration 
of  moisture  and  dampness  into  the  structure. 


Dampproofing 

The  subject  of  dampproofing,  which  we  have  al- 
ready defined  as  correctly  applying  to  a  consideration 
of  methods  and  means  of  keeping  water  and  damp- 
ness out  of  the  superstructure  of  buildings,  may  be 
very  simply  sub-divided  into  the  three  following  clas- 
ses, viz. : 

A — Transparent  coatings  and  treatments. 

B — Opaque  decorative  coatings. 

C — Special  bituminous  coatings. 

Again,  the  above  classification  of  dampproofing 
treatments  may  be  further  sub-divided.  The  method 
involving  the  use  of  transi)arent  coatings  may  be  sub- 
divided into  three  quite  characteristic  sub-heads,  viz. : 

(1)  — The  Sylvester  process. 

(2)  — Hot  paraffine  and  waxes. 

(3)  — Special  proprietary  products. 

(1)  The  Sylvester  process  is  one  of  the  oldest 
dampproofing  treatments,  and  while  it  has  been  used 
to  .some  practical  extent,  it  is  at  the  present  time  very 
seldom  considered.  The  Sylvester  process  jjrovides 
for  the  alternate  treatment  of  a  porous  masonry  sur- 
face with  solutions  of  soap  and  alum.  These  solu- 
tions are  preferably  applied  hot  so  as  to  insure  good 
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penetration  and  to  accelerate  the  chemical  reaction 
between  the  two  materials.  The  theory  of  this  treat- 
ment is  to  provide  by  inter-reaction  of  the  soap  and  the 
alum,  an  aluminum  salt  of  the  fat  contained  in  the 
soap,  which  will  be  deposited  in  the  pores  of  the  sur- 
face and  tend  to  repel  the  moisture. 

(2)  The  second  classification  of  transparent  damp- 
proofing treatments  covers  all  of  the  various  methods 
which  have  been  proposed  and  used,  involving  the 
heating  of  the  masonry  surface  and  the  application  of 
melted  paraffine  or  wax.  While  a  dampproofing  treat- 
ment of  this  type  can  be  made  very  effective  its  ap- 
plication is  necessarily  limited  to  only  special  cases 
where  the  high  cost  of  its  application  is  not  prohibit- 
ory. The  api)lication  can  only  be  made  slowly,  as  the 
surface  has  to  be  heated  with  a  blow  torch,  and  only 
when  at  the  pro])er  temperature  can  the  melted  par- 
affine or  wax  be  applied  to  insure  the  proper  penetra- 
tion and  absorption  of  the  repellent  material  into  the 
pores  of  the  surface. 

(3)  The  third  class  of  transparent  treatments,  viz., 
special  proprietary  products,  suggests  quite  an  inter- 
esting and  unfortunate  chapter  in  the  history  of  the 
development  of  the  general  subject  of  the  preservation 
of  structural  work  against  the  disintegrating  action 
of  water.  Following  the  general  recognition  that  one 
of  the  objections  to  concrete  construction  was  its  ab- 
sorbent nature,  there  appeared  on  the  market  an  al- 
most innumerable  number  of  transparent  liquids  pre- 
sented with  the  most  extraordinary  and  extravagant 
claims. 

Early  Products  Inefficient 

Practically  all  of  the  earlier  proprietary  transparent 
dampproofing  products  were  nothing  more  or  less  than 
low  melting  point  paraffines  or  waxes  which  had  been 
melted  and  fluxed  back  into  a  volatile  solvent.  The 
theory  of  such  a  preparation  is  entirely  correct,  but 
unfortunately  these  several  paraffines  and  waxes  can 
only  be  dissolved  in  solvents  to  a  very  limited  extent, 
producing  a  product  that  actually  carries  a  very  small 
amount  of  repellent  base  and  an  excessive  amount  of 
volatile  material.  On  application  to  the  surface,  prac- 
tically 90  to  95  per  cent,  of  the  original  material  would 
be  lost  by  evaporation,  leaving  only  a  small  residue 
deposited  in  the  pores  of  the  surface.  It  would  require 
a  number  of  repeated  applications  in  order  to  leave 
deposited  in  the  pores  of  the  surface  a  sufficient  quan- 
tity of  the  repellent  base  to  provide  any  efficient  damp- 
proofing results. 

The  reason  for  not  making  more  successful  early 
])rogress  on  a  transparent  dampproofing  treatment  of 
this  character  is  unquestionably  the  fact  that  the  con- 
dition is  by  no  means  a  simple  one.  A  satisfactory 
transparent  dampproofing  material  that  is  applied  cold 
with  a  brush  must  be  one  that  is  practically  colorless, 
as  any  tendency  for  the  material  to  stain  or  discolor 
the  surface  is  highly  objectionable.  Nature,  unfor- 
tunately, has  not  provided  many  materials  that  offer 
])ossibilitics  for  producing  a  product  of  this  kind.  The 
majority  of  products,  when  used  in  (piantity  suffici- 
ent to  provide  the  necessary  amount  of  total  solids  to 
gi\e  efficient  dampproofing  results,  will  impart  such 
a  color  to  the  material  that  when  used  over  stone  that 
is  more  or  less  sensitive  to  discoloration,  it  will  be- 
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come  badly  stained,  and  the  injury  will  be  more  seri- 
ous than  the  difficulty  which  it  was  originally  intended 
to  overcome. 

The  difficulties  which  the  requirements  for  such  a 
material  presented,  and  the  complaints  which  followed 
the  use  of  so  many  of  the  inferior  products,  have  re- 
sulted in  the  slow  disappearance  of  a  great  number  of 
products  that  originally  appeared,  and  to-day  there  are 
only  two  or  three  of  the  materials  on  the  market  that 
were  nvunbered  originally  among  the  great  list  of  speci- 
al products. 

It  is  a  problem  that  has  involved  a  great  deal  of 
careful  scientific  investigation  in  order  to  select  such 
materials  which,  due  to  their  chemical  affinity,  can  be 
so  combined  as  to  produce  a  synthetic  base  which  has 
the  properties  of  dissolving  in  the  combination  of  sol- 
vents, to  yield  a  product  that  will  contain  a  com- 
paratively high  percentage  of  base  so  that  when  ap- 
plied to  a  surface  and  the  volatile  material  has  evap- 
orated, there  will  be  a  sufficient  quantity  of  material 
deposited  in  the  pores  to  fill  them  and  change  their 
natural  absorbent  nature  to  a  negative  repellent  action. 

Opaque  Coatings 

The  second  class  of  general  dampproofing  treat- 
ments, viz.,  opaque  decorative  coatings,  may  be  sub- 
divided similarly  to  transparent  treatments  affording 
a  very  simple  consideration  of  this  important  part  of 
the  general  subject  of  dami)|)roofing.  This  classifica- 
tion is  as  follows : 

(1)  — Various  cement  washes. 

(2)  — Common  oil  coatings. 

(3)  — Special  pro])rietary  cement  coatings. 

(1)  The  first  conception  of  applying  an  opaque  dec- 
orative treatment  is  evidenced  in  the  use  of  a  mixture 
of  cement  and  water  applied  with  a  brush  for  the  dual 
])urpose  of  obscuring  any  imperfections  in  the  surface 
and  giving  an  outer  shell  that  is  of  a  denser  texture 
so  as  to  protect  the  masonry  from  the  penetration 
or  absorption  of  moisture.  While  this  treatment  is 
more  or  less  effective  in  uniforming  the  appearance 
of  the  surface,  it  hardly  possesses  any  great  or  effici- 
ent dampproofing  results.  This  is  clue  to  the  fact 
that  the  cement  is  mixed  with  water,  and  when  applied 
the  water  occupies  a  definite  volume,  and  on  evapora- 
tion leaves  the  surface  full  of  small  microscopic  pores 
and  apertures  through  which  water  can  penetrate. 

(2)  The  second  class  of  opaque  dampproofing  treat- 
ments, viz.,  ordinary  oil  paints,  has  been  tried  at  vari- 
ous times  with  unsatisfactory  results.  This  is  very  ob- 
viously due  to  the  fact  that  in  contrast  to  a  wood 
or  metal  surface,  a  concrete  surface  is  chemically 
active,  due  to  the  presence  of  alkali.  When  a  com- 
mon oil  paint  is  applied  over  wood  or  metal,  there  is 
no  chemical  influence  to  in  any  way  interfere  with  its 
normal  process  of  drying  to  a  tough,  elastic  linoxyn 
film.  When  such  a  product  is  applied  over  a  concrete 
surface,  the  condition  is  distinctly  different. 

(3)  The  third  method  of  opaque  dampproofing 
treatments,  viz.,  specialized  cement  coatings,  offers 
the  greatest  opportunity  for  producing  effective  and 
satisfactory  dampproofing  results.  With  a  full  know- 
ledge of  the  physical  and  chemical  characteristics  of 
a  concrete  or  masonry  surface,  it  is  possible  to  select 
raw  materials  and  so  treat  and  combine  them  as  to 
produce  a  product  that  is  in  every  sense  a  specialized 
cement  coating.  Such  a  product  cannot  be  produced 
by  any  effort  to  re-adapt  a  common  oil  paint  but  must 
be  built  up  fundamentally  from  special  materials 
which,  due  to  their  physical  characteristics  and  chem- 


ical properties,  are  suited  ff)r  the  production  of  a 
strictly  specialized  product. 

Bituminous  Products 

The  third  class  of  damiJ])roofing  treatment  involves 
the  application  of  bituminous  products  to  the  interior 
of  exposed  walls.  The  treatments  in  the  first  two 
classes  as  outlined  above  are  applied  to  the  exterior  of 
the  superstructure,  while  the  special  bituminous  pro- 
ducts are  distinct  in  being  applied  to  the  inside  of  the 
wall. 

These  products  are  black  in  appearance  and  usu- 
ally of  quite  heavy  body,  being  applied  with  a  brush 
so  as  to  provide  a  thoroughly  continuous  coating. 
They  are  characterized  by  indefinitely  remaining  tacky, 
and  provide  bond  for  a  coat  of  plaster  applied  directly 
to  the  coated  surface.  It  is  to  be  emphasized  that  the 
prime  purpose  in  the  application  of  such  products  to 
interior  walls  is  for  dampproofing  results,  and  the 
fact  that  they  have  the  associated  property  of  bonding 
a  coat  of  plaster  is  distinctly  secondary. 

It  has  become  a  very  general  i)ractice  in  construc- 
tion work  to  ])rovide  for  the  application  of  such  a 
dampproofing  on  the  interior  of  all  exposed  walls,  as 
it  gives  an  element  in  the  wall  that  will  prevent  the 
continuous  penetration  of  dampness  or  moisture 
through  the  wall,  which  would  injure  and  destroy  the 
interior  decorations  and  produce  a  damp  and  un- 
liealthful  condition. 

The  subject  of  waterprooiing  proper,  as  we  have 
defined  applying  to  the  treatment  of  sub-terra  con- 
struction and  structures  intended  for  retaining  and 
containing  water  under  hydrostatic  head,  may  very 
correctly  be  divided  into  the  two  characteristic  meth- 
ods, viz.,  integral  and  membrane,  each  of  which  has 
further  sub-divisions. 

The  integral  method  of  waterproofing  involves  the 
addition  of  compounds  to  the  concrete  at  the  time  it 
is  i)lace(l,  and  l:)econies  a  unit  or  integral  part  of  the 
mass.  This  method  is  also  known  as  the  rigid  method 
of  treatment  in  distinction  to  the  membrane  which 
permits  greater  movements  and  conformation  in  the 
structure  without  injuring  the  effectiveness  of  the 
waterproofing  treatment. 

Integral  Method 

The  integral  method  has  been  received  with  a  great 
deal  of  favor  by  engineers,  and  its  application  has  been 
increasing  quite  rapidly.  Various  compounds  which 
are  used  for  general  integral  waterproofing  require- 
ments may  be  divided  into  two  classes  characterized 
by  the  physical  condition  in  which  they  are  added  to 
the  concrete,  viz. : 

(1)  Finely  powdered  dry  compounds  which  are 
mixed  with  the  dry  cement. 

(2)  Compounds  either  in  liquid  or  paste  form  which 
are  added  directly  to  the  water  used  to  temper  the  dry 
mixture  of  cement  and  aggregate. 

The  products  coming  under  the  first  classification 
may  be  further  divided,  due  to  their  characteristic  phy- 
sical properties,  into  three  classes,  viz. : 

(a)  repellent;  (b)  non-repellent;  (c)  metallic. 

(a)  The  repellents  were  the  first  integral  water- 
proofing compounds  to  be  generally  used.  These  ma- 
terials are  usually  the  metallic  salts  of  various  fatty 
acids  that  import  their  characteristic  repellent  proper- 
ties. 

In  the  practical  application  of  these  dry  repellent 
l)Owders  the  material  is  mixed  in  proportions  varying 
from  1  to  5  per  cent,  with  the  dry  cement.  The  treated 
cement  is  then  combined  with  the  aggregate  and  teni- 
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pered  with  water  to  proper  consistency.  For  general 
concrete  operations  the  repellent  properties  are  great- 
ly limited,  due  to  their  repellent  action.  The  presence 
of  quite  a  large  percentage  of  hydrated  lime  is  essen- 
tial to  serve  as  a  ballast  for  the  repellent  material. 

(b)  The  objection  which  has  l)een  taken  by  the 
engineering  fraternity  to  'the  use  of  repellent  products 
on  account  of  the  uncertainty  in  uniform  results,  has 
been  a  natural  incentive  to  develop  products  which 
do  not  show  this  repellent  action.  These  products  are 
usually  constituted  on  a  basis  of  hydrated  clay,  alum- 
inum hydroxide  or  some  similar  inorganic  colloidal 
substance.  In  manufacture  they  are  ground  extremely 
fine  so  as  to  develop  the  largest  possible  surface  area, 
to  intensify  colloidal  development.  The  partial  effici- 
ency of  such  materials  is  contributed  by  their  void- 
filling  value.  They  are  also  recommended  as  beneficial 
in  lul)ricating  the  mass  of  concrete  so  that  it  flows 
together  in  a  tighter  and  closer  mass. 

The  limitations  of  such  materials  is  due  primarily 
to  the  fact  that  the  products  which  are  used,  while  of 
a  characteristic  colloidal  nature,  have  not  the  capacity 
for  sufficient  colloidal  development  to  fill, out  all  the 
voids  and  apertures  of  a  concrete  mass  and  give  a 
density  that  is  absolutely  impermeable. 

(c)  To  complete  the  classification  of  various  in- 
tegral waterproofings  which  are  mixed  with  the  dry 
cement,  metallic  compounds  should  be  mentioned. 
These  products  consist  primarily  of  very  finely  ground 
metallic  iron,  and  in  their  integral  application  are 
mixed  dry  with  the  cement  in  a  similar  procedure  to 
other  dry  integral  products. 

The  theory  of  the  action  of  such  products  is  the 
increase  in  volume  that  occurs  from  the  oxidation  of 
the  iron.  When  the  process  is  complete,  in  place  of 
the  fine  particles  of  iron,  there  is  developed  the  hyd- 
rated oxide,  which  occupies  a  volume  much  larger 
than  is  the  case  with  the  original  iron  particle.  The 
great  difficulty,  however,  in  obtaining  satisfactory  re- 
sults with  the  metallic  powders  when  used  in  integral 
application  is  the  fact  that  cement  itself  is  strongly 
basic  and  the  presence  of  the  hydroxyl  ions  developed 
in  the  crystallization  of  the  cement  naturally  inhibits 
corrosion  and  prevents  the  oxidation  and  development 
of  the  iron  throughout  the  mass  of  concrete,  which  is 
essential  for  efficient  results. 

Liquid  or  Paste  Forms 

The  second  class  of  integral  waterproofing  com- 
pounds which  are  added  directly  to  the  water,  either 
in  liquid  or  paste  form,  has  the  great  advantage  of 
absolute  certainty  in  even,  uniform  distribution 
throughout  the  concrete.  These  products  are  general- 
ly readily  miscible  with  water,  forming  a  colloidal  sus- 
pension in  the  water,  and  as  a  result  of  thorough  mix- 
ing of  the  water  with  the  cementing  materials,  are 
correspondingly  uniformly  distributed  throughout  the 
entire  mass.  The  compounds  in  this  class  may  for 
the  most  complete  consideration  be  divided  into  the 
three  following  classes : 

(2)  Compounds  in  liquid  or  ])aste  form  added  di- 
rectly to  water  used  to  temper  concrete,  (a)  Unsatur- 
ated colloids;  (b)  extended  colloids;  (c)  concentrated 
colk^ids. 

(a)  Under  this  class  are  inchidcd  practically  all 
compounds  which  contain  unsaturated  fatly  acids  that 
recpiire  reaction  with  the  constituents  of  the  cement  in 
order  to  form  the  final  water])r()ofing  compound.  These 
jiroducts  are  usually  mixed  with  the  water  used  to 


temper  the  concrete  in  proportions  varying  from  1 :25 
to  1  :50. 

The  great  general  objection  to  the  use  of  unsat- 
urated colloids  is  the  uncertainty  of  the  effect  upon 
the  tensile  and  compressive  strength  of  the  concrete. 

(b)  Products  included  under  the  classification  of 
extended  colloids  are  iK)t  usually  characterized  by 
any  tendency  to  enter  into  reaction  with  the  consti- 
tuents of  the  cement,  but  contribute  their  efficiency 
by  the  characteristic  colloidal  nature  of  the  com- 
pounds themselves. 

(c)  The  products  included  in  this  class  are  a  fur- 
ther development  of  the  extended  colloids  in  that  they 
contain  only  materials  of  a  strictly  colloidal  nature, 
which  are  capable  of  contributing  waterproofing  value. 

Insulating  Membrane 

The  second  general  division  of  the  literal  subject 
of  waterproofing  diiTers  distinctly  from  the  integral 
method  in  that  it  does  not  attempt  to  treat  the  con- 
crete, but  rather  to  insulate  it  from  contact  with 
water  by  enveloping  the  structure  in  a  continuous  bi- 
tuminous shield.  The  fact  that  the  membrane  is  not 
a  rigid  or  unit  part  of  the  structure  permits  a  certain 
freedom  of  movement  and  action  in  the  concrete  with- 
out impairing  the  efficiency  of  the  waterproofing 
treatment.  This  feature  of  the  membrane  system 
makes  it  suitable  for  waterproofing  work  not  fully  re- 
inforced and  liable  to  settlement  or  subject  to  vibra- 
tion or  shock,  such  as  a  railroad  bridge. 

It  was  early  practice  to  simply  coat  the  surface  to 
be  waterproofed  with  hot  tar  or  asphalt,  but  it  soon 
became  evident  that  this  was  not  sufficient  as  the  coat- 
ing would  crack  with  any  movement  in  the  wall.  It 
was  therefore  necessary  to  employ  some  material  in 
addition  to  the  bitumen  in  order  to  contribute  the 
necessary  toughness  and  tensile  strength.  Burlap  and 
coal  tar  felt  have  been  extensively  used  for  this  pur- 
pose and  some  very  satisfactory  waterproofing  opera- 
tions have  been  carried  out  with  such  materials.  Dur- 
ing the  last  few  years  considerably  more  attention  has 
been  given  to  the  nature  of  the  waterproofing  felt  and 
as  a  result  there  are  now  on  the  market  especially 
manufactured  felts  which  are  both  saturated  and 
coated  with  bitumen  and  possess  greater  pliability  and 
strength.  By  means  of  these  felts  more  perfect  mem- 
branes can  be  constructed  as  the  strength  and  tough- 
ness of  the  felt  permit  greater  distortion  and  twist- 
ing to  accommodate  it  to  the  design  of  the  work. 

The  bitumens  most  generally  used  for  cementing 
the  felt  together  in  constructing  the  membrane  are 
coal  tar  pitch,  commercial  asphalt  and  special  asphaltic 
compositions. 


Winnipeg  Aqueduct  Work  Proceeds 

Sub-contractors  on  the  Greater  Winnipeg  aqueduct 
will  be  alU)wed  to  ])roceed  with  their  contracts,  pend- 
ing the  final  report  of  the  engineers  now  employed  in 
making  an  investigation  of  tlie  designs  and  construc- 
tion, prox  idcd  that  the  cement  bases  of  the  foundations 
on  certain  sections  he  so  extended  as  to  render  their 
stability  beyond  any  ([uestion  of  doubt. 

'Iliis  was  decided  u])()n  at  a  meeting  of  the  (ireater 
Winnijjeg  Water  District  board,  recently,  after  receiv- 
ing an  interim  re])ort  from  the  im  esligating  engineers, 
who  had  made  a  cursor}'  examination  of  Ihc  acpieduct. 
.\  more  extensive  and  jirohably  a  final  inspection  of  the 
work  is  now  being  made. 
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Additions  to  Dominion  Sheet  Metal  Plant 

Two  additions,  20  ft.  x  100  ft.  and  40  ft.  x  80  ft. 
respectively,  are  l:)einf;-  made  at  the  plant  of  tlie  Dom- 
inion Sheet  Metal  Com])any,  Limited,  Hamilton,  Unt., 
mannfacturers  of  "Premier"  j^alvanized  sheet.  This 
company  is  sjiaring  no  ef¥ort  ov  expense  to  give  Can- 
adian buyers  of  .^ahanized  sheets  a  steady  supply  at 
this  time  when  import  shipments  are  negiigil)le.  This 
result  has  only  been  possible  by  high  pressure  w  ork  on 
the  part  of  a  thoroughly  experienced  staff  and  by  hav- 
ing provided  liberally  in  advance  against  present  ex- 
traordinary conditions.  In  this  connection  it  might 
be  noted  that  not  a  pound  of  Canadian  prime  western 
spelter  can  be  ])urchased  today,  though  it  is  hoped  that 
eventually  the  British  Columbia  product  will  be  avail- 
able. 


Armstrong  Cork  &  Insulation  Company 

An  interesting  booklet  has  been  issued  by  the  Arm- 
strong Cork  &  Insulation  Company,  of  Pittsburg,  Pa., 
describing  their  Nonpareil  high  pressure  covering  for 
high  pressure  and  superheated  steam  lines,  boilers, 
breechings,  feed  water  heaters,  tanks  and  heated  sur- 
faces, in  more  detail  than,  we  l^elieve,  has  ever  l)een 
before  attempted  by  a  manufacturing  company.  An 
interesting  feature  is  a  list  of  comparative  tests  made 
at  the  company's  Beaver  Falls  factory,  as  a  result  of 
which  they  ha^'e  been  able  to  fix  definitely  the  heat 
losses  from  \  arious  sizes  of  pipe,  both  covered  and  un- 
covered. These  losses  are  also  given  in  B.t.u.,  per 
lineal  foot,  per  degree  difference  in  temperature,  for 
twenty-four  hours.  There  are  also  included  tables 
which  show  in  a  general  way  the  most  economical 
thicknesses  of  Nonpareil  high  pressure  covering  to  use, 
based  on  different  steam  costs.  A  complete  set  of 
specifications  covering  the  correct  installation  of  these 
various  thicknesses  is  also  included  in  this  very  inter- 
esting and  well-illustrated  booklet. 


Lighting  the  Panama  Canal 

The  United  States  is  largely  indebted  to  the  efforts 
of  Swedish  engineers  for  an  economical  means  of 
lighting  the  Panama  Canal.  In  Sweden  the  reefs  and, 
narrow  inlets  are  a  menace  to  skippers  and  fishermen, 
but  the  expense  of  engaging  lighthouse  keepers  and 
providing  them  with  the  means  of  livelihood  would  be 
so  great  that  many  dangerous  points  had  necessarily 
to  be  left  unguarded.  That  resulted  in  Gustaf  Dalen 
creating  the  self-tending  lamp,  which  affords  a  prac- 
tical and  economical  means  of  light.  From  that  was 
finally  e\'olved  the  Aga  gas  accumulator,  which  con- 
tains 100  times  its  own  volume  of  gas,  and  is,  at  the 
same  time,  safe  and  nonexplosive.  It  can  be  fixed  to 
burn  for  a  year  or  even  a  longer  time  without  personal 
attention.  The  Aga  flashlight  apparatus  also  makes 
it  possible  to  give  distinctive  characteristics  to  lights, 
of  any  desired  duration  or  combination,  while  another 
marvel  of  this  economical  device  is  the  sunvalve,  which 
.extinguishes  the  light  during  the  day,  thus  further 
diminishing  gas  consumption.  It  is  that  type  of  lamp 
that  has  been  installed  along  the  Panama  Canal. — Eng. 
and  Contracting. 

The  Stone  &  Webster  Engineering  Corporation 
are  distributing  a  little  booklet,  entitled  "Work  Done 
and  Work  Doing,"  which  lists  the  various  items  of 
development  work  handled  by  this  company  in  the 
recent  past. 
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Personal 

Mr.  M.  T.  Cantfil  has  been  appointed  municipal  en- 
gineer of  St.  Vital,  Man. 

Mr.  I\.  M.  Hannaford,  assistant  chief  en^^ineer  of  the 
Montreal  Tramways  Company,  lias  ijeen  elected  president  of 
the  C  anadian  Railway  Club. 

Lieut. -Col.  (Jeorge  (J.  Nasmith,  I'll.  I).,  C.M.CL,  who  has 
rendered  \aluable  service  at  tiie  front  as  analyst  and  in  an 
advisory  caiJacity  on  sanitary  work  for  tiie  Canadian  forces, 
is  to  be  honored  by  the  University  of  Toronto  at  the  convo- 
cation to  be  held  May  I'Jth,  with  the  honorary  degree  of 
L.L.D. 

Mr.  Lobert  S.  Low,  of  the  well-known  Ottawa  contract- 
ing firm,  Bate,  McCutcheon  &  Co.,  has  been  appointed  hon- 
orary colonel  of  the  4th  Overseas  Pioneer  Battalion.  Colonel 
Low  was  engaged  in  the  construction  of  Valcartier  camp  and 
receixed  great  credit  for  the  manner  in  which  be  prosecuted 
tiiat  work. 

Mr.  Stanley  H.  Frame,  A.  M.  Can.  Soc.  C.  E.,  has  recently 
received  the  appointment  from  the  Dominion  Government  as 
District  Hydrometric  Engineer  with  the  Irrigation  Branch, 
Department  of  the  Literior,  Calgary.  For  the  past  three 
years  he  has  held  the  position  of  assistant  to  the  city  en- 
gineer of  Calgary. 

Mr.  Augustin  Frigon,  C.E.,  has  resigned  from  the  tirm 
of  Surveyer  &  Frigon,  consulting  engineers,  Montreal,  to 
become  engineering  manager  of  the  Canadian  Siegwart  Beam 
Co.  Mr.  Frigon  is  a  graduate  of  Laval  University  and  for 
several  years  has  been  a  member  of  the  Faculty  of  that 
university.  The  firm  name  of  Surveyer  &  I'^rigon  has  been 
changed  to  Arthur  Surveyer  &  Co. 


Obituary 

Lieut.  Frank  J.  Lawson,  B.A.Sc,  recently  with  the  en- 
gineering department  of  the  city  of  Calgary  is  dead  of 
wounds  received  in  France.  Lieut.  Lawson  was  the  only 
son  of  the  well-known  architect  F.  J.  Lawson  of  Calgary. 


Miscellaneous 

The  opening  of  the  Thorold  Engineers'  Club  took  place 
on  the  evening  of  the  4th  Inst.  Chief  Engineer  Weller  of 
the  Welland  Canal  formally  declared  the  Club  open.  He 
referred  to  the  excellent  progress  made  in  Thorold  in  the 
past  three  years  with  its  paved  streets  and  many  new  indus- 
tries and  hoped  the  good  work  would  continue.  Other 
speakers  were  Mr.  F.  H.  Keefer,  President  Cameron  and 
Secretary  Clifford. 

A  union  church  is  to  be  built  at  Conquest,  Sask.,  by  the 
Methodists  and  Presbyterians  of  that  town  at  a  cost  of 
.fiS.OOO.  The  design  of  the  new  structure  is  an  economic 
adaptation  of  classic  style,  and  its  auditorium  will  have  a 
seating  capacity  of  250.  The  contractor  is  Peter  Wick,  of 
Conquest,  and  the  architects  are  Storey  &  Van  Egmond,  of 
Regina. 

Returning  from  a  tour  to  New  York  and  Philadelphia, 
Mr.  Paul  E.  Mercier,  chief  city  engineer  of  Montreal,  has 
issued  instructions  that  asphalt  in  that  city  must  be  laid  at 
not  more  than  $1.90  a  yard,  as  compared  with  a  minimum  of 
$3.14  in  previous  years.  There  are  about  400,000  square 
yards  to  be  laid  in  Montreal  this  year,  'and  if  the  work  can  be 
done  at  this  figure  per  yard,  the  total  cost  will  be  $340,000 
less  than  the  estimate,  which  was  made  on  the  basis  of  $2.50 
a  square  yard.  Mr.  Mercier  will  also,  if  he  receives  the  ap- 
proval of  the  Board  of  Control,  make  improvements  in  the 
city's  asphalt  plant,  that  will,  he  declares,  save  another  10 
per  cent,  on  the  cost  of  asphalt  at  the  plant. 
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Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Messrs.  iV-dcMi  &  McLaren,  architects,  20  St.  Alexis  St., 
have  removed  to  54A  Beaver  Hall  Hill,  Montreal. 

Mr.  L.  J.  Bigonesse,  architect,  has  removed  from  92 
Notre  Dame  Street  East,  to  GO  Notre  Dame  Street  East,  Mon- 
treal. 

In  future  Montreal  will  call  for  public  tenders  on  all 
work  connected  with  streets  and  sewers;  the  city  will  also 
tender  on  the  work. 

Buildiny  activity  in  the  city  of  Quebec  still  continues. 
Fifty-three  permits  were  granted,  amounting  to  $131,495.00, 
in  one  week  recently. 

Thousands  of  dollars  have  been  expended  by  Messrs. 
Kennedy  &  Sons  on  the  revolutionizing  of  an  old  steel  plant 
in  CoUingwood,  Ont.,  and  they  have  now  a  staff  of  over  sixty 
hands  working. 

During  the  month  of  April  this  year  there  were  thirty- 
two  building  permits  issued  in  the  city  of  Woodstock,  for 
the  total  sum  of  .$25,360.00.  This  is  just  about  twice  the 
amount  for  the  same  period  in  1015. 

In  the  city  of  Gait,  Ont.,  during  the  month  of  April  there 
were  twenty  building  permits  issued  representing  a  value  of 
$13,310.00.  For  the  year  up  to  the  present  there  have  been 
37  permits  issued  amounting  to  $18,360.00. 

Contractors  in  Brandon,  Man.,  complain  that  there  is 
unfairness  in  the  letting  of  contracts  by  the  Dominion  Gov- 
ernment. They  claim  that  they  are  not  given  sufficient  time 
to  obtain  blank  tender  forms  from  Winnipeg  and  submit 
their  tenders. 

The  new  Rudkins  Brass  and  Iron  Co.  foundry  in  Peter- 
boro,  Ont.,  is  now  in  operation,  under  the  managership  of 
Mr.  Wm.  Rudkins,  and  is  now  filling  a  large  number  of 
orders.  Additional  machinery  is  to  be  installed  and  work 
will  be  proceeded  with  on  a  much  larger^ scale  than  at  pre- 
sent. 

Building  permits  issued  in  St.  Catherines,  Ont.,  for  the 
month  of  April  show  that  there  is  considerable  activity  in 
that  line.  The  total  value  of  the  permits  for  that  month 
was  $78,775,  amongst  them  being  one  to  the  Dominion  Food 
Co.,  Ltd.,  for  the  erection  of  a  factory  building  at  a  cost  of 
$14,000. 

Thomas  Kelly,  head  of  the  Winnipeg  contracting  firm  of 
Thomas  Kelly  &  Sons,  has  returned  to  Winnipeg  to  face 
charges  of  theft,  receiving  money  under  false  pretences,  and 
perjury,  having  been  unsuccessful  in  his  fight  in  the  supreme 
court  of  the  United  States  against  an  order  for  his  extradition 
to  Canada. 

A  factory  bylaw  is  l)eing  submitted  to  the  ratepayers  of 
|',,rt  Hope,  Ont.,  whereby  Mr.  Brandon,  the  head  of  a  new 
concern,  agrees  to  establish  a  manufacturing  business  in  the 
l,uilding  which  was  erected  for  tlie  international  Tool  Steel 
Co.,  and  U>  put  the  building  in  repair  and  start  manufactur- 
ing within  the  first  year. 

Satisfactory  progress  is  being  made  witii  the  Toronto- 
liafnilton  highway  in  the  district  around  liurlington,  Ont 
The  road  is  now  being  graded  between  Burlmgton  and 
Walker's  Crossing.  Engineer  Baldwin,  who  is  in  charge 
of  the  work  there,  says  it  is  probable  the  road  will  be  com- 
pleted through  the  town  l)y  the  end  of  June. 

Mr  John  E.  Pearson,  architect,  Toronto,  stated  before 
the  Commission  appointed  at  Ottawa  to  inquire  mto  the 


cause  of  the  Parliament  Buildings  fire  on  February  3,  that 
there  was  in  his  opinion  no  evidence  to  show  that  there 
had  been  an  explosion  or  anything  in  the  spread  of  the  fire 
which  could  not  be  accounted  for  by  the  structure  of  the 
building. 

There  were  38  building  permits  issued  in  the  city  of  Van- 
couver for  April  1910,  representing  a  value  of  $64,605.00,  as 
compared  with  86  for  April,  1915,  representing  a  value  of 
$31,754.00.  The  total  number  of  permits  issued  for  the  first 
four  months  of  this  year  was  125,  value  $358,350.00,  while  for 
the  same  period  last  year  there  were  378  representing  a 
value  of  $302,791.00. 

Western  Ontario  city  engineers  have  been  discussing  the 
advisability  of  grouping  the  municipal  departments  of  each 
town  or  city  in  connection  with  engineering.  It  seems  to 
he  the  general  belief  that  these  departments  could  be  run 
more  efficientl)',  were  they  operated  and  directed  from  a  cen- 
tral engineering  department.  Such  is  the  reported  opinion 
expressed  by  the  city  engineers  of  Berlin,  Guelph,  Stratford 
and  Gait. 

The  nineteenth  annual  meeting  of  the  American  Society 
for  Testing  Materials  will  be  held  in  the  Hotel  Traymore,  at 
Atlantic  City,  June  37  to  30.  The  first  day  will  be  devoted 
to  miscellaneous  reports  and  papers  on  heat-treatment  of 
steel.  Reports  on  steel  and  iron,  and  on  tests  and  testing 
will  be  presented  the  second  day.  The  last  two  days  will 
be  devoted  to  reports  on  cement  and  concrete,  ceramics  and 
road  materials,  non-ferrous  metals,  cast  iron  and  miscellan- 
eous material. 

Work  on  the  Bloor  St.  viaduct  in  the  city  of  Toronto. 
Out.,  is  progressing,  and  the  contractors  on  the  Don  Valley 
section,  Quinlan  &  Robertson,  have  the  first  150  foot  arch 
up  and  half  riveted.  One  of  the  biggest  parts  of  the  work 
will  be  the  building  of  the  timber  false  work,  into  which  the 
concrete  will  be  poured.  The  contractors  for  the  Rosedale 
section  are  further  advanced  and  will  be  putting  down  the 
floors  before  long  .  The  contractors  on  both  sections  are 
considerably  ahead  of  their  time  contract  with  the  city. 

A  contract  for  the  construction  of  a  five  storey  garage  to 
be  erected  at  the  corner  of  Laurier  Ave.  and  Durocher  St., 
Outreniont,  has  been  let  by  Mr.  Wilfred  Duquette  to  L.  A. 
Ott  &  Co.,  611  New  Birks  Building,  Montreal.  The  build- 
ing will  be  86  X  50,  and  47  feet  high.  It  will  be  constructed 
of  reinforced  concrete,  faced  with  brick.  The  mushroom 
system  will  be  used.  The  floors  will  be  of  reinforced  con- 
crete. A  freight  elevator  to  convey  the  automobiles,  either 
to  the  basement  or  the  upper  storeys  will  be  installed.  The 
architect  is  Mr.  S.  Trappier,  of  Montreal. 

Preliminary  work  for  foundations  of  a  big  C.  P.  R.  elec- 
tric crane  on  the  company's  wharf  at  Vancouver  has  just 
been  started.  The  crane,  which  is  built  to  the  design,  and 
will  be  installed  under  the  supervision,  of  Mr.  H.  Rindall,  the 
C.  P.  R.  chief  engineer  at  Vancouver,  will  be  of  the  upright 
mast  and  swinging  boom  type  with  a  50  ton  capacity.  The 
mast  will  be  50  feet  high  and  the  boom  will  be  100  feet  long, 
both  being  of  steel  lattice.  The  Cotton  Company.  Limited, 
were  awarded  the  contract  for  the.foundations,  in  which 
there  will  be  used  about  350  yards  of  concrete. 

The  Toronto  Harbor  Commission  have  awarded  tin- 
contracts  for  the  construction  of  a  concrete  harbor-hcad  wall 
and  cribs,  between  Rathurst  and  Brock  streets  to  two  loca 
firms,  the  Robert  Wcddell  Company  and"  the  Dredging  and 
Dock  Company.  The  former  company  is  to  handle  section 
I  of  the  work,  which  includes  a  new  harbor-head  wall  from 
the  west  end  of  the  present  Government  wall  to  the  west 
boundary  of  Spadina  Avenue,  and  the  latter  company  have 
the  contract  for  section  3,  consisting  of  construction  work" 
from  Spadina  Ave.  to  a  point  between  Spadina  Ave.  aiul 
Peter  St. 
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Dealers  in  Building  Supplies 


Waterworks  Sewerage  and 
Roadways 

Fernie,  B.C. 

The  City  Council  arc  having  pla'.is 
prepared  for  about  two  miles  of  sewer 
in  the  Annex-  Engineer,  William  J. 
ivamsey.     Approximate  cost,  $14, 000- 

Ingersoll,  Ont- 

The  Town  Council  propose  to  lay  a 
c|uantity  of  tarvia  pavement  on  concrete 
base.    Clerk,  W.  R.  Smith. 

Kenogami  Township,  Que 

The  Township  Council  propose  to  ex- 
pend .$6,000  on  roads  during  the  sea- 
son. Secretary,  T.  L.  I'otvin,  St.  Cy- 
riac.  Que- 

Moncton.  N.B. 

Tlie  City  Engineer,  J.  Edington,  will 
receive  tenders  until  noon,  May  2.5th,  for 
the  construction  of  about  14,300  square 
yards  of  pavement,  either  crcosoted 
wood  block,  bitulithic  asphalt  or  rein- 
forced concrete. 

Quebec,  Que 

The  Ciay  Council  propose  to  call  for 
tenders  on  the  construction  of  i)a\e- 
ments  and  sidewalks  and  the  sui)ply  ()1 
an  asphalt  plant.  Eng'neer,  W.  U. 
Baillairge. 

St.  Lambert,  Que. 

Tenders  on  the  construction  of  con- 
crete pavement  on  Waterman  and 
Bridge  Streets,  will  be  received  until 
noon,  May  23nd,  by  the  Town  Secre- 
tary, James  K.  Beatty.  Engineer,  E. 
Denkwater- 

Toronto,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  May  23rd  for  a  quantity  of 
sewers,  asphalt  and  brick  l)lock  pave- 
ment, concrete  curb  and  grading.  Plans 
at  office  of  the  Works  Wepartment. 

Usborne  Township,  Ont. 

Tenders  will  be  received  until  10  a.ni-, 
June  23rd,  for  the  construction  of  the 
Bock  Creek  Drain,  estimated  to  cost 
$7,468.  Plans  and  specifications  at  of- 
fice of  the  Township  Clerk.  Francis 
Morley,  R.  R-  No.  1,  Granton. 

Wainfleet  Township  Ont. 

The  Township  Clerk,  J.  Henderson, 
Marshville,  Ont.,  will  receive  tenders  un- 
til May  27th  for  the  construction  of  a 
number  of  drains. 

CONTRACTS  AWARDED 

Berlin,  Ont. 

The  contract  for  laying  a  concrete 
paveemnt  on  Queen  Street,  has  been 
awarded  by  the  City  Council  to  E.  J. 
Holland,  Ingersoll,  Ont- 

Edmonton,  Alta. 

The  City  Council  have  awarded  a 
contract  for  the  construction  of  about 
75,000  feet  of  sidewalk  to  D.  R-  Eraser 
Company,  10149-97th  Street. 


Lanoraie,  Que. 

The  Municipal  Council  have  let  a  con- 
tract for  roadwork  to  Stack  &  Leger, 
c|o  the  Secretary,  I^.  J.  Desrosiers.  Ap- 
proximate cost,  $9,000- 

Metcalfe  Township,  Ont- 

The  contract  for  the  construction  of 
the  Ward  Drain  has  been  let  by  the 
Township  Council  to  G.  Brooks,  c|o.  the 
Clerk,  Harry  Thompson  R.  R.  No.  2, 
Kerwood. 

Sudbury,  Ont. 

The  Town  Council  ha\'e  awarded  the 
contract  for  construction  of  about  .1,800 
square  yards  of  bitulithic  pavement  to 
the  Warren  Bituminous  Paving  Com- 
Ijany,  Ltd.,  McKinnon  Building,  Toron- 
to, at  $2-65  per  yard. 

Public  Buildings,  Churches 
and  Schools 

Beamsville,  Ont. 

W.  W.  I^achance,  l.")7  Main  Street, 
Hamilton,  has  been  appointed  .\rchi- 
tect  for  the  proposed  High  School.  /Ap- 
proximate cost,  $20,000. 

Beeton,  Ont- 

The  Public  Scliool  Board  are  consid- 
ering the  erection  of  a  school  at  an  ap- 
proximate cost  of  $30,000.  Architect 
not  yet  appointed. 

John  Wilson,  Collingwood,  has  been 
appointed  Architect  for  the  proposed 
school.  Tenders  will  be  called  shortly 
for  the  erection  of  a  four-rooined  brick 
1)uilding. 

Dominion  City.  Man. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  May  23nd-  Archi- 
tect, F.  R.  Evans,  901  Confederation  Life 
Building,  Winnipeg.  Steel,  concrete, 
brick  and  Tyndal  stone  construction. 
Approximate  cost,  $20,000. 

Dundurn,  Sask- 

R.  M.  Thompson,  Architect,  Masonic 
Temple,  Saskatoon,  is  preparing  plans 
of  a  school,  estiamted  to  cost  $i3,v)00. 
Brick  and  concrete  construction. 

Fredericton,  N  B. 

Tenders  will  Ije  called  early  next 
month  for  the  erection  of  a  Sunday 
School  for  St.  Paul's  Presbyterian 
Church.  Architect,  G-  W.  Kramer,  ] 
Madison  Avenue,  New  York.  Approxi- 
mate cost,  $30,000. 

Montreal,  Que. 

The  Roman  Catholic  School  Board 
l)ropose  to  build  a  school  at  Longue 
Pointe  and  tenders  will  be  called. 
Architect,  H.  Bergeron,  Longue  Pointe- 
Brick  and.  stone  construction. 

The  Roman  Catholic  School  Commis- 
sioners are  having  plans  prepared  for  a 
school  to  be  built  in  Notre  Dame  de 
Grace  Parish.  Architects,  Audet  &  Char- 
bonneau.  364  Dorchester  Street. 

Quebec,  Que. 

Private  tenders  for  the  erection  of  a 


chapel  for  the  Patrcjnage  Laval  will  be 
called  ])y  the  Architect,  O-  Bcaule,  19 
d'Aguillon  Street.  The  contract  pre- 
viously reported  awarded  to  J.  Cheva- 
lier was  for  excavation  only. 

Rossland,  B.C. 

The  School  Board  i)ropose  to  build  a 
school  at  an  approximate  cost  of  $.")0,0()0. 
of  which  sum  $30,000  has'  been  include<l 
in  the  estimates  of  the  Provincial  Gov- 
ernment- Secretary  to  the  Board,  T  A 
McLeod. 

St-  Andre  Avellin,  Que. 

Tenders  on  the  erection  of  a  convent 
lor  the  Sisters  of  Providence  are  being 
received  by  M.  le  Cure  Belanger  and  the 
Architect,  H.  Bergeron,  Longue  Pointe, 
Que.    Stone  and  concrete  construction. 

St.  Jean  de  Dieu,  Que. 

The  Corporation  St-  Jean  de  Dieu  con- 
template the  erection  of  an  addition  to 
tlie  Asylum,  but  tenders  will  not  be 
called  for  some  time.  Stone  and  con- 
crete construction.  Approximate  cost. 
$3.-)0,000- 

St.  Louis  de  Pintender,  Que, 

Plans  are  Ijeing  prepared  by  L.  Auger, 
39  St.  J  ean  Street,  Quebec,  for  repairs 
to  the  P  arish  C hurch, 'estimated  to  cost 
$l."i,000.  Work  includes  construction  of 
galleries  and  painting. 

Toronto,  Ont- 

Gordon  &  Helliwell,  Architects.  Con- 
federation Life  Building,  have  prepared 
sketch  plans  of  a  hospital  for  the  Wo- 
men's College  Hospital  and  Dispensary. 
Estimated  cost,  $]  25,000.  Secretary. 
Miss  J-  F.  Anderson,  55  Castle  Frank 
Road. 

Weldon,  Sask. 

Tenders  are  now  being  received  for 
the  erection  of  a  four-roomed  brick 
school,  estimated  cost  $16,000.  Archi- 
tect. William  Knox,  16  Tenth  Street  W-, 
Prince  Albert. 

CONTRACTS  AWARDED 

Basswood,  Man. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  Wors- 
wick  Brothers,  125  Hart  Avenue,  Win- 
nipeg.   Approximate  cost,  $14,000. 

Conquest,  Sask. 

The  .general  contract  for  the  erection 
of  a  Union  Church  has  been  awarded  to 
Peter  Wick,  c|o.  the  Architects,  Storey 
&  Van  Egmond,  1013  McCallum  Hill 
Block,  Regina.  Approximate  cost, 
$8,000. 

Eastview,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a 
school:  Steel  work.  Dominion  Bridge 
Company,  Sparks  Street;  plastering. 
Murphy  &  Morrow,  139  Waverley 
Street;  painting,  Higman  &  Son,  176  Ri- 
deau  Street;  electrical  work,  Charles 
Presby,  138  Irving  Street- 
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Farnham,  Que. 

The  contract  for  electrical  work  in 
connection  with  the  Hi,a:h  School  now  in 
course  of  erection  for  the  Protestant 
Board  of  School  Commissioniers,  has 
been  let  to  the  Electrical  Repair  &  Sup- 
ply Company,  Sherbrooke.  , 

Finch.  Ont. 

The  general  contract  for  tiu-  election 
of  a  school  for  the  School  Hoard  of 
Section  No-  .■?  has  been  awarded  to  Staf- 
ford R.  Rudd,  Madawaska  Street,  Arn- 
prior.  E  stimater  cost.  $12,000. 

Leclercville,,  Que. 

Work  is  profjressinj?  on  the  erection  of 
a  school,  estimated  to  cost  $8,000.  Gen- 
eral contractor.  Ernest  d'Aigle,  Ste. 
Emelie  de  Lotliljiniere- 

Montreal,  Que. 

In  connection  with  the  erection  of  a 
Presbytery  for  Stc.  Catharine  Parish,  the 
painting  contract  has  been  awarded  to 
Joseph  Guy.  :)2r>  Workman  Street- 
Port  Colborne.  Ont. 

The  general  contract  for  the  erection 
of  a  church  for  the  St.  James  Congrega- 
tion has  been  awarded  to  Ryan  &  Gard- 
ner, Welland.  and  work  will  start  short- 
ly. Approximate  cost,  $24,000-  Stone 
and  concrete  construction. 

Sherbrooke,  Que 

The  contract  for  rooling  in  connection 
with  -St.  Michael's  Cathedral,  has  been 
awarded  to  P.  M.  Hoadley  &  Company, 
284  Beaver  Hall  Hill,  Montreal. 

Business  Buildings  and  Indus- 
trial Plants 

Brantford,  Ont. 

P.  H.  Secord  &  Sons,  Ltd.,  13.'!  Nelson 
Street,  are  building  a  storage  building, 
estimated  to  cost  $4,000-  Brick  and  con- 
crete construction. 

Hamilton.  Ont. 

The  Grasselli  Chemical  Company  pro- 
pose to  build  an  addition  to  their  pre- 
mises on  Burlington  Street,  and  have 
prepared  plans-  Frame  and  corrugated 
iron  construction.  Estimated  cost,  $18,- 
000. 

Mont  Joli,  Que- 

Pierre  Levesque,  115  St.  John  Street, 
Quebec,  is  preparing  plans  for  premises 
to  be  built  for  La  Banque  Nationale,  75 
St.  Pierre  Street,  Quebec.  Stone  and 
brick  construction.  Approximate  cost, 
$15,000- 

Montreal,  Que. 

Antoine  Uinardo,  590  St.  Timothe 
Street,  has  commenced  the  erection  of  a 
garage  and  flats,  estimated  to  cost  $5,- 
500.    Brick  and  concrete  construction. 

Work  has  been  started  by  Narcisse 
Bellehumeur,  12  Montgomery  Street,  on 
the  erection  of  a  store  and  flats,  esti- 
mated to  cost  $;!,500.  Brick  and  concrete 
construction. 

The  City  (  ouncil  have  started  work 
by  day  labor  on  the  erection  of  a  tem- 
porary l'"ire  Stati(jn  on  Bickerdike  Street. 
I5rick'  and  concrete  construction.  Esti- 
mated cost,  $4,000. 

Turner  Bros.,  Ltd.,  :i4  St-  Peter  Street, 
are  about  to  start  work  on  a  warehouse, 
estimated  to  cost  $18,000.  Frame  and 
concrete  construction. 

North  Battleford,  Sask- 

Plans  have  been  prepared  for  an  addi- 


tion to  the  premises  of  Pickel  &  John- 
stone, Main  Street.  Estimated  cost, 
$7,000. 

Ottawa.  Ont. 

Millson  &  Burgess,  Union  Bank  Build- 
ing, are  preparing  plans  of  a  Club  House 
for  the  Knights  of  Columbus,  to  cost 
al>out  $35,000.  Tenders  will  be  called 
shortly-  Brick  and  concrete  construc- 
tion. 

("harles  Joyce.  881!  Somerset  Street, 
will  shortly  call  for  tenders  on  the  small- 
er trades  in  connection  with  the  stores 
and  apartments  which  he  is  building. 

Port  Glasgow,  Ont. 

Galbraith  &  IJromgole,  Rodney,  are 
considering  the  rebuilding  of  fish  houses 
recently  destroyed  by  fire-  Estimated 
cost,  $:?,ooo. 

Quebec,  Que. 

Plans  liave  been  nreoared  bv  A.  T>. 
Robitaille,  Lindsay  Building.  St-  John 
.Street,  for  the  conversion  of  a  building 
into  a  bank  for  Lacaisse  d'Eco,  Noniie 
de  Quebec.  Estimated  cost,  $8,000.  Ten- 
ders will  be  called  shortly. 

St.  John,  N-B. 

The  sum  of  $500,000  for  rebuilding  the 
elevator  owned  bv  tlie  Intercolonial  Rail- 
way has  been  included  in  the  supplemen- 
tary estimates. 

St.  Thomas.  Ont. 

Arthur  Harbour.  East  and  Talbot 
.Streets,  is  considering  extensive  interior 
alterations  to  a  business  blcok.  estimated 
to  cost  $10,000-  Architect  not  yet  ap- 
p-ointed. 

Sudbury.  Ont. 

The  Town  Council  are  having  plans 
l)repared  for  a  Dower  station  to  be  built 
on  David  Street  at  an  aoproximate  cost 
nf  $15,000.  Architect.  Victor  L.  Morgan, 
Wilson-Greenwood  Block-  Brick,  con- 
crete and  steel  construction. 

Toronto.  Ont. 

H.  T.  LePage,  1152  Dundas  Street,  is 
building  a  factory,  estimated  to  cost 
$25,000-    Steel  and  brick  construction. 

Winnioeg,  Msn. 

The  Breen  Motor  Company.  Broadwav 
and  Sherbooke  Street,  propose  to  build 
a  garage  at  an  approximate  cost  of  $15,- 
000.    Brick  and  concrete  construction. 

Woodman  &  Carey,  Lindsay  Building, 
have  nrepared  plans  of  a  publishing 
house  for  the  Stovel  Company.  Esti- 
mated cost,  $225,000.  Brick  and  lime- 
stone construction. 

CONTRACTS  AWARDED 

Bprriefield,  Ont. 

The  contract  for  construction  of  frame 
buildings  at  the  Camn  has  been  let  by 
the  Deoartment  of  Militia  to  the  Kings- 
ton Construction  Company,  Brork 
Street.  Kingston.  .Apiiroximate  cost, 
$12,000- 

Belleville.  Ont. 

The  general  contract  for  tlie  erection 
of  a  storehouse  for  W.  S.  Cook.300'/2 
Front  Street. has  been  awarded  to  R-  P. 
Wliitc.  46  Grove  Street,  and  work  has 
started.  Stone  and  brick  construction. 
Approximate  cost  $.T,000. 

Brandon.  Man. 

The  Imperial  Oil  Company  have  let 
the  contract  for  the  construction  of  a 
warehouse  and  tanks  to  A.  E.  Bullock. 
202  13th  Street.    Frame  and  reinforced 


concrete  construction-  Approximate 
cost,  $10,000. 

The  general  contract  for  the  erection 
of  five  stores  for  G.  R.  Coldwell,  123 
18th  Street,  has  been  let  to  F.  C.  Lissa- 
man,  812  11th  Street-  Brick  construc- 
tion-   Approximate  cost,  $10,000. 

The  general  contract  for  the  erection 
of  a  store  for  Doig,  Rankin  &  Robert- 
son, has  been  awarded  to  A.  E.  Bullock, 
202  l.Uh  Street.  Stone,  concrete  and 
l)rick  construction.  Estimated  cost, 
$:!9,000. 

A-  E.  Bullock  has  been  awarded  the 
.general  contract  for  an  addition  to  the 
premises  of  the  Crescent  Creamery  Com- 
pany, l.{21  Rosser  Street.  Estimated 
cost,  $4,000.     Brick  veneer  construction- 

Brantford.  Ont. 

In  connection  with  the  erection  of  a 
storage  building  for  the  American  Radi- 
ator Company,  the  contract  for  installa- 
tion of  a  sprinkler  system  has  been 
awarded  to  the  Canadian  General  h'ire 
Extinguisher  Company  Ytd.,  1200  Dun- 
das Street,  Toronto- 

Dundas.  Ont. 

The  contract  for  masonry  and  carpen- 
try rec|uired  in  the  erection  of  a  store 
and  residence  for  H.  Cohen,  King  Street, 
has  been  let  to  the  Dickson  Building 
Company,  King  Street,  heating  and 
plumbing  to  Louis  Gies.  King  Street; 
electrical  work  to  W.  G-  Laird,  and 
store  front  contract  to  Kawneer  Manu- 
facturing Companj',  Guelph  and  Toronto. 

Gait.  Ont 

The  contract  for  steel  work  required 
in  the  erection  of  additions  to  the  plant 
of  the  Goldie  &  McCulloch  Company 
Ltd.,  has  been  let  to  the  Hamilton 
Bridge  Works  Company,  Ltd.,  Bay 
Street  N.,  Hamilton,  and  the  remainder 
of  the  work  to  P.  H.  Secord  &  Sons, 
Ltd.,  IXi  Nelson  Street,  Br.antford- 
Work  includes  an  addition  to  the  power 
plant  at  the  North  Works,  a  power  plant 
at  the  South  Works,  and  additions  to  the 
office  at  the  South  Works.  Approxi- 
mate total  cost  $55,000. 

Hamilton.  Ont- 

The  contract  for  steel  work  in  connec- 
tion with  the  stable  now  being  built  by 
George  Hill,  21  Vine  Street,  has  been 
awarded  to  the  Hamilton  Steel  Construc- 
tion Company,  Lottridge  Street.  Roof- 
ing by  owner. 

Montreal,  Que. 

The  general  contract  for  an  addition 
to  the  premises  of  C.  H.  Johnson  & 
Sons,  Ltd.,  8  Dagenais  Street,  has  been 
let  to  A-  F.  Byers  &  Company,  ;i40  Uni- 
versity Street,  and  work  has  been 
started.    Appro.ximate  cost,  $4,000. 

The  contract  for  roofing  in  connec- 
tion with  tre  garage  now  being  built  by 
Henry  Morgan  &  Comi)any,  15  Beaver 
Hall  Hill,  has  been  let  to  George  W. 
Reed  &  Company,  Ltd.,  ;J7  St-  Antoine 
Street. 

The  contract  for  marble  work  required 
in  the  erection  of  an  exchange  for  Ihc 
Bell  Telephone  Company  has  been  lei 
to  the  Smith  Marble  &  Construction  Co., 
Ltd-,  145  Van  Home  Street. 

The  general  contract  for  the  erection 
of  business  premises  for  Verret,  Stew- 
art &  Company,  Ltd.,  12  Port  Street, 
has  been  let  to  M.  B-  Shaw,  151  Met- 
calfe Street.  Approximate  cost,  $15,000. 
Sub-tenders  on  most  trades  will  be  re- 
ceived by  the  general  contractor. 
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Ottawa  Ont. 

In  connection  with  the  gymnasium 
now  being  built  for  the  Y.  W-  C.  A., 
Hintonburg  Branch,  the  contract  for 
supply  of  Milton  Buff  Brick  has  been  let 
to  C-  Watt,  183  Queen  Street;  terra 
cotta  tile  to  D.  J.  McKenzie,  Queen 
Street;  heating  and  plumbing  to  Col- 
drey  &  Chapman,  348  Ivideau  Street,  and 
carpentry  to  the  general  contractor. 

Perth.  Ont. 

The  general  contract  for  the  erection 
of  a  garage  for  James  &  Reid,  Gore 
Street,  has  been  awarded  to  VV.  J.  Rabb, 
Wilson  Street.  Approximate  cost  .$.5,- 
000- 

( 
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Quebec,  Que. 

The  contract  for  steel  work  required  in 
the  erection  of  a  freight  shed  and  grain 
galleries  for  the  Quel^ec  Harbour  Com- 
missioners has  hieen  awarded  to  the 
Eastern  Canada  Steel  &  Iron  Works, 
Ltd-.  St.  Malo,  and  the  roofing  to  E. 
Falardeau,  l-i'.i  Dorchester  Street. 

The  contract  for  roofing  in  connec- 
tion with  the  theatre  now  in  course  of 
erection  at  St-  Valier  and  Carillon 
Streets,  has  been  awarded  to  E.  Falar- 
deau, 143  Dorchester  Street. 

Work  has  been  started  on  the  conver- 
sion of  a  store  into  a  hall  for  Rev.  f.  O. 
P.  Cloutier,  350  St-  Joseph  Street.  The 
general  contract  has  l)een  let  to  A-  Des- 
lauriers,  400  St.  Francois  Street.  Ap- 
proximate cost,  $3,000. 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Canadian  Conso- 
lidated Rubber  Company,  Ltd.,  has  been 
let  to  Pool  &  Emery,  Smith  and  Twelfth 
Streets-  Approximate  cost,  $24,000. 
f'^ireproof  construction. 

St.  Catharines,  Ont. 

The  .general  contract  for  the  erection 
of  a  factory  on  ')ntario  Street  for  the 
McKinnon  Dash  &  Hardware  Company, 
has  been  let  to  Sherwood  &  Sherwood, 
Mail  Building,  Toronto.  Approximate 
cost,  $75,000.  Reinforced  concrete  con- 
struction- 

In  connection  with  the  erection  of  a 
factory  for  the  Marathon  Tire  &  Ruli- 
ber  Company,  Ltd.,  45  King  Street,  the 
contract  for  installation  of  a  sprinkler 
system  has  been  let  to  T.  H.  Higgin- 
son,  Ltd.,  70  Lombard  Street,  Toronto. 

St.  George  Que. 

Berube  &  i^'rere  have  commenced  the 
erection  of  a  store  for  Octave  Papillon, 
estimated  to  cost  $4,000-       Frame  and 
brick  construction- 
Stamford  ownship,  Ont. 

The  contract  for  roofing  required  in 
the  erection  of  a  plant  for  the  American 
Cyanamid  Company,  has  been  let  to  the 
Keystone  Fireproofing  Company  of  Can- 
ada. Ltd.,  304  University  Street,  Mon- 
treal. 

Sudbury.  Ont. 

In  connection  with  the  business  block 
now  in  course  of  erection  for  F.  M. 
Stafford,  Durham  Street,  the  contract 
for  steel  has  been  let  to  Hepburn  & 
Disher  Ltd.,  18  Van  Home  Street,  To- 
ronto. Previous  report  in  error- 
Toronto.  Ont- 

The  following  contracts  have  been  let 
for  the  erection  of  an  office  building  and 
gateway  for  the  Toronto  General  Bury- 
ing Ground:  masonry,  C.  W-  Wood  & 
Sons,  013  Manning  Avenue;  carpentry,  S. 


B.  Bagshaw,  477A  West  Marion  Street; 
roofing,  R  .Rennie  &  Son,  198  Dupont 
Street;  plumbing  and  heating,  Fiddes  & 
Hogarth,  Ltd.,  123  King  Street  E.;  wir- 
ing, H-  Alexander  98  Bay  Street;  plas- 
tering, Duckworth  Brothers,  119  Huron 
Street;  marble  and  tile,  Italian  Mosaic 
&  Marble  Company,  Coiiege  Street; 
painting,  F.  G.  Roberts  &  Company, 
Ltd.,  106  Wells  Street-  Approximate 
cost,  $10,000. 

The  general  contract  for  the  construc- 
tion of  a  work  shop  for  A.  R.  Clarke  & 
Company,  633  Eastern  Avenue,  has  been 
awarded  to  J.  D.  Young  &  Son,  835  Col- 
lege Street.  Approximate  cost,  $10,000- 
In  connection  witr  the  office  building 
in  course  of  erection  for  the  Imperial 
Oil  Company,  the  contract  for  painting- 
has  been  let  to  the  Barker  Painting 
Company,  355  West  26th  Street,  New 
York  City. 

W.  Hughes,  59  Amroth  Avenue,  has 
let  the  general  contract  for  the  erection 
of  a  store  and  residence  to  A.  Binns,  50 
Amroth  Avenue.  Smaller  trades  will  lie 
sub-let  by  the  general  contractor-  Esti- 
mated cost,  $4,500. 

I'a.ge  &  Company,  Queen's  Park,  are 
building  an  addition  to  the  machine  shrjp 
of  J-  T.  Hepburn,  Ltd.,  18  Van  Home 
Street.  Brick  and  steel  construction. 
Approximate  cost  $3,500. 

The  Toronto  Electric  Commissioners, 
226  Yon.ge  Street,  have  let  the  following 
contracts  for  an  addition  to  the  sui)-sta- 
tion  at  Ruskin  and  Edwin  Streets:  ma- 
sonry, A-  J.  Penberthy,  292  Booth  /Vve- 
nue;  plumbing,  Purdy  Mansell,  Ltd.,  (53 
.A.ll)ert  Street;  steel,  McGregor  &  Mcin- 
tyre,  li:!9  Shaw  Street;  ornamental  iron 
W.  D.  Beath  &  Son,  Ltd-,  20  Cooper 
Avenue;  roofing,  A.  Matthews,  Ltd.,  2:i5 
Adelaide  Street  W.;  painting,  C.  VV. 
Landon,  569  College  Street- 

Westboro.  Ont. 

In  connection  with  the  store  and  resi- 
dence now  being  built  for  Mrs-  O'Neil, 
Highland  Park  the  electrical  work  has 
been  awarded  to  the  Rideau  Electric 
Construction  Company,  128  Bank  Street, 
Ottawa.  Brick  veneer  and  concrete  con- 
struction.    Estimated  cost,  $3,000. 

Whitebread,  Ont. 

The  general  contract  for  the  erection 
of  a  barn  for  Hugh  Turner  has  been  let 
to  Philip  Mills,  and  work  has  started. 
Steel  construction.  Approximate  cost, 
$3,000. 

Winnipeg,  Man- 

The  contract  for  steel  work  required 
in  the  erection  of  a  warehouse  for  the 
T.  Eaton  Company,  has  been  let  to 
Manitoba  Bridge  &  Iron  Works  Logan 
Avenue  W-  Heating  and  plumbing  by 
owners. 


Residences 

Halifax.  N.S. 

A  Cobb,  Architect,  Tramway  Building, 
is  preparing  plans  for  alterations  to  a 
residence  for  J.  R.  Murphy,  197  South 
Park  Street.  Frame  and  concrete  con- 
struction-   Estimated  cost,  $6,000. 

Hensall.  Ont- 

James  W.  Johnston  proposes  to  build 
a  residence,  at  an  approximate  cost  of 
$3,500   and  will  prepare  plans. 

Leamington,  Ont. 

Roland  Dunphy  is  considering  the 
erection  of  a  residence,  at  an  approxi- 


mate cost  of  $3,000,  and  wili  prepare 
Ijlans. 

Montreal,  Que. 

A.  Germain,  101  Rachel  Street  E.,  has 
started  work  on  the  erection  of  a  resi- 
dence, estimated  to  cost  $3,oou. 

Work  on  the  erection  of  a  residence 
has  been  started  by  J.  B.  Daoust,  468 
Prudii'omme  Street-  Brick  and  concrete 
construction.    Estimated  cost,  .$3,600. 

J-  Pariseau,  299  Regent  Street,  is  build- 
ing fiats  on  Harvard  .Street,  estimated 
to  cost  .$4,000.  Brick  veneer  construc- 
tion. 

Ottawa.  Ont. 

Plans  rave  been  prepared  for  a  block 
ot  apartments  to  be  built  for  W.  Shenk- 
man,  360  F'riel  Street,  at  an  approximate 
cost  ot  ,$20,000.  Owner  is  receiving 
prices  on  plastering,  painting,  heating 
plumbing  and  electrical  work. 

J.  H-  Putman,  .206  Rideau  Terrace,  has 
prepared  plans  for  residences  to  Ije  built 
at  an  approximate  cost  of  $7,000-  Dou- 
ble brick  veneer  and  stone  construction. 

W.  H.  Lee,  36  Barton  Street,  has  com- 
menced the  erection  of  a  residence  on 
VVilton  Crescent,  and  will  let  contracts 
lor  smaller  trades.  Estimated  cost,  .$4 - 
•'00.  Stucco  and  brick  veneer  construc- 
tion. 

The    Capital    Construction    Ltd  245 
J'ourth  Avenue,  are  building  a  residence 
l  "-  ,  t-stimated   to  cost 

$4,000-  Brick  veneer  and  stucco  con- 
struction. 

Quebec,  Que. 

VVilfred  Legard,  St.  Foye  Street,  in- 
tends to  build  a  residence,  at  an  approxi- 
mate cost  of  $7,000.  Brick  and  concrete 
construction. 

Leon  Lessard,  307  Morin  Street  has 
commenced  tre  erection  of  a  residence 
estimated   to   cost   .$3,()()().        Hrick  and 
trame  construction- 
Renfrew.  Ont. 

Donald  Campbell,  6  Driveway  West 
Ottawa,  has  started  work  on  three  resi- 
dences, to  cost  about  .$2,000  each-  Frame 
and  concrete  construction. 

Ridgetown,  Ont. 

Watson  &  Taylor  have  commenced 
the  erection  ol  a  residence  on  Erie  Street 
estimated  to  cost  $3,000.  hVame  and 
white  brick  construction.  ' 

Sudbury,  Ont. 

\T  Jtl?''  A'  ^^'^"Se  Lumber  Company, 
Aotre  Dame  Street,  have  commenced  the 
erection  of  a  residence  on  Larch  Street 
estimated  to  cost  $9,000-  Brick  and  con- 
crete construction. 

The  Day  Building  Company,  Elm 
Street,  propose  to  build  a  pair  of  semi- 
detached residences  on  Baker  Street  and 
have  had  plans  prepared.  Estimated 
cost  $7,000.  Brick  veneer  and  stone 
construction. 

Sydney,  N.S. 

The  J.  E.  Burchell  Company,  Ltd-  209 
Charlotte  Street,  will  let  contracts  for 
the  erection  of  eight  residences  in  vari- 

?o  L'^"""'"  ?^  ^^'^  'Approximate  cost. 

$2,000  each- 

M.  R.  Chappell,  Main  Street,  has  been 
appointed  Architect  for  the  residence  to 
be  built  for  J.  F-  MacKenzie,  Reserve 
Mines.    Approximate  cost  $3,700. 

Toronto.  Ont. 

D-  C.  Cotton,  Architect,  54  Adelaide 
Street  E.,  has  prepared  plans  for  a  pair 
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of  residences  to  be  built  on  Bathurst 
Street.  Brick  construction.  Approxi- 
mate cost,  $5,000- 

D.  Gould,  1197  St.  Clair  Avenue,  has 
started  work  on  a  pair  of  residences,  es- 
timated to  cost  .$4  000.  Smaller  trades 
will  be  let.  Brick  construction- 
Work  has  been  started  by  J.  W.  Clare, 
17.')'.)  DufYerin  Street,  on  the  'erection  of 
a  pair  of  residences,  estimated  to  cost 
.$6,500-  Brick^  construction.  Smaller 
trades  will  be  let. 

J.  Price,  134  Lee  Avenue,  has  started 
work  on  a  residence,  estimated  to  cost 
$3,500  and  will  let  smaller  trades.  Brick 
construction- 
Work  on  the  erection  of  a  duplex  resi- 
dence has  been  commenced  l)y  C.  H. 
Pickerin.^",  300  Rashton  Road.  Brick  con- 
struction.    Approxmiate  cost,  $8,000. 

H-  McLean,  77  Seventh  Street,  has 
commenced  the  erection  of  a  pair  of  re- 
sidences, to  cost  al)out  $3,500.  Brick 
construction.    Smaller  trades  will  be  let. 

Vermont,  Ont- 

. .  J.  P.  MacLaren,  104  Sparks  Street 
Ottawa,  is  preparing  plans  for  remodel- 
ling a  large  colonial  residence.  Esti- 
mated cost,  $4,000. 

Watford,  Ont. 

S.  J.  Saunders,  John  .Street,  is  consid- 
ering the  erection  of  a  residence.  Ap- 
l>roximate  cost,  $3,000. 

Welland.  Ont- 

S.  L.  Lambert  56  Main  Street  N.,  has 
started  work  on  a  residence  on  Merritt 
Street,  estimated  to  cost  $5,000.  Brick 
and  concrete  construction. 

CONTRACTS  AWARDED. 

Belleville,  Ont- 

The  general  contract  for  the  erection 
of  two  residences  for  M.  Doyle,  Grove 
Street,  has  been  let  to  Thomas  Finnegan, 
86  Chatham  Street.  Approximate  cost, 
$3,300- 

Brantford,  Ont. 

John  McGraw  &  Son,  Temple  Build- 
ing have  been  awarded  the  general  con- 
tract for  the  ereclion  of  a  residence  for 
J.  H.  Young,  86  Colborne  Street.  Brick, 
stone  and  concrete  construction.  Esti- 
mated cost,  $3,000. 

The  contract  for  electrical  work  in 
connection  with  the  residence  now  be- 
ing built  for  E.  L.  Goold,  103  Darling 
Street,  has  been  let  to  F-  Webster,  311 
Colborne  Street. 

Hamilton,  Ont. 

The  general  contract,  masonry  car- 
pentry and  roofing,  required  in  altera- 
tions to  a  residence  for  F.  Steedman, 
Bay  Street  N.,  have  been  let  to  William 
Yate,  Jr.,  34  Leeming  Street.  Estimated 
cost,  $3,000- 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  G-  Walker,  15 1 
Marlowe  Street  has  lieen  awarded  to  II. 
W.  Creed,  154  Marlowe  Street.  Esti- 
mated cost,  $6,000. 

The  contract  for  brick  work  and  ma- 
sonry required  in  c(  Jiiiiect  ion  with  the 
flats  now  being  built  liy  Daniel  IMay,  303 
Clifton  Avenue,  has  lieen  let  to  Henry 
Caul,  ,Villc  St.  Pierre  Street,  and  tlie 
roofing  to  Jules  Leduc,  758  Notre  Dame 
Street  W-     Carpentry  liy  owner. 

Oshawa  Ont 

Walter  Staeev  bas  let  the  general  con- 
tract for  the  erection  of  a  inmK'iilow  to 
Charles    N.    Stacey    and   John  Loveday- 


Estimated  cost,  $3,000.  Brick  veneer 
construction. 

The  general  contract  for  the  erection 
of  a  residence  for  R.  S-  McLaughlin  has 
been  awarded  to  the  Dickie  Construction 
Company,  Ltd-,  Ryrie  Building,  Toronto. 
Approximate  cost,  $300,000.  Architects, 
Darling  &  Pearson  3  Leader  Lane,  To- 
ronto. 

Ottawa.  Ont. 

In  connection  with  the  erection  of  a 
residence  for  C.  Sutherland,  4G0  McLeod 
Street,  the  brick  work  has  been  let  to 
H.  Spence,  Hintonburg  Street,  carpen. 
try  to  George  Eaman  &  Sons,  Catherine 
Street,  and  heating  and  plumbing  to  Mc- 
Kinley  &  Northwood,  56  Rideau  Street- 

In  connection  with  the  erection  of  a 
residence  for  C.  Sutherland  460  McLeod 
Street,  the  brick  work  has  been  let  to 
H-  Spence,  Hintonl)urg  Street;  carpen- 
try to  George  Earaan  &  Sons,  Catherine 
Street,  and  heating  and  plumbing  to  Mc- 
Kinley  &  Northwood,  56  Rideau  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Chaljot,  141  George 
Street,  has  been  let  to  A.  D.  Hudon, 
Clargestown,  near  Ottawa-  liirick  ve- 
neer and  concrete  construction.  Ap- 
proximate cost  $5,000. 

The  general  contract  for  the  erection 
of  ai3artments  for  F-  Valequette,  5  Mc- 
Kay Street,  has  lieen  let  to  A.  D.  Hu- 
don, Clarkestown.  Brick  veneer  and 
concrete  construction.  Estimated  cost, 
$7,000. 

A.  H.  Jarvis,  1.57  Bank  Street,  has  let 
the  general  contract  for  an  addition  to 
apartments  on  McLaren  Street  to 
George  Eaman  &  Sons,  8  Chamlierlain 
Street.  Brick  veneer  stone  and  con- 
crete construction-  Approximate  cost, 
$8,500. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  Symillie  has  been 
let  to  W.  H.  Craig,  345  Fourth  Avenue. 
Brick  veneer  and  stucco  construction- 
Estimated  cost,  $5,000. 

The  .general  contract  for  the  erection 
of  residences  for  Father  Myraud,  Angle- 
sea  Square,  has  been  awarded  to  E. 
Eamand,  14  Nelson  Street.  _  Double 
b'rick  veneer  and  stone  construction-  Ap- 
liroximate  cost,  $8,000. 

The  contract  for  plastering  required  in 
connection  with  the  apartments  now  be- 
ing built  by  J.  B.  Younghusband,  6 
Spruce  Street,  has  been  let  to  C.  H. 
Patterson,  873  Somerset  Street,  and  the 
electrical  work  to  P-  Ackroyd,  416  Bank 
Street.  Carpentry  and  painting  by 
owner. 

Pelham  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Elmer  Lane,  Ridge- 
ville,  has  been  awarded  to  Louis  Haney. 
I'enwick.  and  work  has  started-  h'ranie 
and  concrete  construction.  Estimated 
cost,  $:'.  000. 

W.  Grisdale,  Thorold,  has  commenced 
the  erection  of  a  residence  for  11.  G- 
Self,  Fonthill.  Brick  and  stone  construc- 
tion.   Estimated  cost,  $:'..50(1. 

Quebec,  Que- 

in  connection  with  the  erection  ol  a 
residence  for  11.  M.  Cole,  031  St.  John 
Street,  the  contract  for  rcjofing  has  been 
id  to  O.  Harbeau,  154  l'"ranklin  Sireel, 
and  the  heating,  pluniliing  and  electrical 
work  to  I-  Fafrance,  31   Plessis  Strc-el. 

Sault  Ste.  Marie,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  H-  Ewing,  Albert 


Street,  has  been  awarded  to  A.  C.  Mc- 
Leod &  Sons,  61  Dufferin  Street.  Ap- 
proximate cost,  $6,000. 

St.  Thomas.  Ont- 

The  .general  contract  for  the  erection 
of  a  residence  for  Mrs.  C.  O-  Stanley, 
Hincks  and  Wellington  Streets  has  been 
let  to  Albert  Morriss,  68  Elysian  Street. 
Pressed  brick  and  concrete  construction. 
Estimated  cost,  $4,000. 

Toronto.  Ont. 

In  connection  with  the  erection  of  a 
residence  for  Harton  Walker,  30  Toronto 
Street,  the  contract  for  plumbing  and 
heating  has  been  let  to  R.  Ross,  134i) 
Queen  Street  W.,  plastering  to  J.  Boyce 
&  Son,  347  Grace  Street,  and  wiring  to 
B.  C.  Taylor,  33  Marchmount  Road- 

The  general  and  carpentry  contracts 
for  the  erection  of  a  residence  for  1. 
Skelton,  Room  36,  33  Richmond  Street 
W-,  have  been  awarded  to  H.  T.  Belfry, 
93  Wheeler  Avenue.  Approximate  cost, 
$6,500.    Other  trades  will  also  be  let- 

Welland.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Frank  Adley,  15  Ave- 
nue Place,  has  been  let  to  C.  Timms- 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $3,200- 

Westboro.  Ont. 

Work  is  progressing  on  the  erection 
of  a  residence  for  Donald  Eraser,  (J'Con- 
nor  Street  Ottawa.  The  contract  for 
electrical  work  has  been  let  to  P.  Ask- 
royd,  416  Bank  Street,  Ottawa.  Ap- 
proximate cost,  $.3,000. 

F-  Hill,  Richmond  Road,  is  building  a 
residence  on  Springfield  Avenue,  and 
has  let  the  electrical  work  to  W.  D.  Jef- 
frey, Woodroofe.  Brick  veneer  and 
stone  construction.  Approximate  cost, 
$3  500. 

Westmount,  Que. 

In  connection  with  the  residences  now 
be'ng  erected  on  Sherbrooke  Street  by 
Charles  Fyfe,  176  Mance  Street,  Mon- 
treal, the  contract  for  brick  work  has 
been  let  to  G-  M.  Martin  Company,  Ltd., 
399  Decarie  Boulevard,  and  the  heating 
and  plumbing  to  J.  B.  Staton,  5410  Sher- 
brooke Street  W. 

Power  Plants,  Electricity  and 
Telephones 

Saskatchewan  Province. 

The  following  Rural  Telephone  Com- 
panies have  been  empowered  to  borrow 
money  for  the  construction  of  their  sys- 
tems: Conger  R.T.C-,  $11,500,  Secretary, 
E.  J.  Davis,  Traux;  Glenavon  R-T.C, 
$3,400,  S.  George,  Glenavon;  Edge  Hill 
R-T.C,  $6  800,  Edwin  Johnson,  Parkbeg; 
Davin  R.T.C-,  $9,500,  J.  F.  Parsons,  Da- 
vin;  Kalamazoo  R.T.C-,  $8,500,  E.  C. 
Crystal,  Mortlacli;  Alpha  R.T.C.,  $5,000, 
VV.  H.  Mc/\rthur,  Montniartre. 

Weyburn,  Sask- 

('(niimissioner  George  V.  Reid  will  re- 
ceive tenders  until  5  ii.m.,  June  1st,  for 
the  sui^idy  of  one  500-k.w-  steam  turbine, 
generator,  switchboard  and  auxiliaries. 

CONTRACTS  AWARDED 

St  Francois  de  Beauce,  Que. 

The  contract  for  the  construction  ul 
the  pro])osed  system  of  the  Heaceville 
'i'elephone  Conqiany  has  been  awarded 
to  Artiuir  M  artel.  Apiirtiximate  cost, 
$10,000. 
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Fires 

Blackville.  N  B. 

Residence   of   Stephen    Bropliy  com- 
pletely destroyed- 
Flesherton,  Ont. 

Grain  elevator  owned  by  J.  &  VV. 
Boyd.    Loss,  $.5,000- 

Montmagny,  Que. 

Premises  of  the  General  Car  Machin- 
ery Company  totally  destroyed.  Presi- 
dent, Charles  A.  Paquet,  Quebec. 
Port  Arthur  Ont- 

Ogden  Hotel,  owned  by  Frank  Clifton. 
Loss,  $10,000. 

Simcoe,  Ont. 

Factory  of  the  Lampkin  Pump  Works 
totally  destroyed- 


Miscellaneous 

Edmonton,  Alta. 

The  City  Engineer,  A.  Haddow,  has 
recommended  the  construction  of  a 
levee  around  the  power  house,  estimated 
to  cost  $21,000. 

Port  Stanley,  Ont. 

The  Department  of  Public  Works  Ot- 
tawa, have  included  in  their  supplemen- 
tary estimates  the  sum  of  $100,000  for 
repairs  to  the  harbour. 

Toronto,  Ont. 

The  Dickie  Construction  Company, 
Ltd.,  Ryrie  Building,  are  open  to  receive 
sub-tenders  on  all  trades  required  in  the 
erection  of  a  mill  for  Horion  Brothers, 
Lindsay,  and  a  Polish  Roman  Catholic 
Church  at  Berlin. 

CONTRACTS  AWARDED 

London.  Ont. 

The  City  Council  have  awarded  the 
contract  for  the  supply  of  a  street 
fiusher  to  Georoe  Heaman,  740  Simcoe 
Street   at  $4,950- 

Toronto,  Ont. 

The  Toronto  Harbour  Commissioners 
have  awarded  the  followino-  contracts 
for  construction  of  crib  work  and  con- 
crete wall:  Section  No.  1,  R.  Weddell  & 
Company,  foot  of  Spadina  Avenue;  sec- 
tion 3,  Dredging-  &  Dock  Company,  307 
Logan  Avenue.  Approximate  total  cost, 
$:!00,ooo. 


Late  News  Items 

Beloeil,  Que. 

The  General  contract  for  the  erection 
of  a  school  has  been,  awarded  by  the 
School  Board  to  Alphonse  Hubert,  Bel- 
oeil.   Approximate  cost,  $10,850. 

Fort  William,  Ont. 

The  general  contract  for  the  re- 
modelling of  a  business  block  for  L  C. 
Murray  has  been  awarded  to  E.  G.  Pen- 
niman,  Graham  and  Home  Block,  the 
plumbing  to  Barnes  Company,  Cameron 
Street,  and  heating  to  the  Varlow  Found- 
ry Limited,  Syndicate  Avenue.  Approxi- 
mate cost,  $12,000. 

Ottawa,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  May  30th  for  the  construc- 
tion of  a  tarvia  pavement  on  Russell 
Avenue.  Engineer,  F.  C.  Askwith.  Es- 
timated cost,  $9,000. 

Charles  Joyce,  883  Somerset  Street, 
is  receiving  tenders  on  the  smaller  trades 
required  in  connection  with  the  stores 


and  apartments  which  he  is  building. 
Closing  date.  May  19th. 

Sarnia,  Ont. 

Bulk  or  separate  tenders  on  the  erec- 
tion of  a  school  on  Lochiel  Street  will 
be  received  until  June  1st  by  the  Chair- 
man of  the  Board  of  Education.  Plans 
and  specifications  at  offices  of  the  Board 
of  Trade,  City  Hall,  and  with  the  Archi- 
tects, S.  B.  Coon  &  Son,  Ryrie  Build- 
ing, Toronto.     Estimated  cost,  $55,000. 

Ste.  Therese,  Que. 

The  contract  for  plumbing  required  in 
the  erection  of  a  convent  for  the  Rev. 
Sisters  of  the  Congregation  Notre  Dame 
has  been  awarded  to  Michel  Chouinard, 
Maisonneuve.  Plastering  and  painting 
will  be  sub-let  by  the  general  contrac- 
tors. 

Stratford,  Ont. 

The  Congregation  of  Central  Meth- 
odist Church  have  appointed  a  Commit- 
tee to  make  arrangements  for  alterations 
to  the  building,  estimated  to  cost  $15,000. 
J.  A.  Davidson,  208  Church  Street,  is 
Chairman. 

Tavistock,  Ont. 

The  contract  for  masonry  required  in 
connection  with  the  erection  of  the  Car- 
negie Library  has  been  awarded  to  John 
Piehl,  and  painting  to  Henry  Schlitt. 

Toronto,  Ont. 

The  Board  of  Control  have  let  the 
general  contract  for  the  erection  of  a 
Women's  Cottage  at  the  Industrial 
Farm,  Concord,  to  John  McLeod  &  Com- 
pany, 110  Church  Street,  at  $53,000. 
Brick  construction. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  a 
garage  at  Yonge  and  Baxter  Streets  for 
W.  J.  Fennell,  6  De  Lisle  Street:— car- 
pentry, William  Clarke;  roofing,  G.  T. 
Jackson,  83  River  Street;  plumbing  and 
heating,  J.  R.  Seager,  799  College  St.; 
wiring,  Harris  &  Marson,  81a  Parkway 
Avenue. 

Woodstock,  Ont. 

The  general  contract  for  alterations 
to  the  premises  of  the  E.  J.  Coles  Com- 
pany, 493  Dundas  Street,  has  been 
awarded  to  A.  J.  McKinney,  Ingersol 
.\venue.    Approximate  cost,  $10,500. 


Pipe  Lengths  on  Light  Bents  Hold 
Mains  Down  During  Tests 

Water  mains  under  test  have  to  be 
kept  from  pulling  apart  longitudinally, 
rising  vertically  and  creeping  sidewise. 
The  longitudinal  movement  is  perevent- 
ed  by  the  same  bracing  that  holds  the 
cap  on.  Sidewise  movement  can  be 
easily  prevented  by  blocking  and  wedg- 
ing the  pipe  in  between  the  opposite 
banks,  which  are  usually  quite  close. 

To  prevent  the  vertical  movement 
some  contractors  backfill  high  over  the 
normal  top  of  the  trench.  This  method 
does  not  serve  well  if  the  test  pressure 
is  high,  and,  in  any  case,  is  wasteful,  as 
the  trench  usually  has  to  be  re-excavated 
for  quite  a  length  to  permit  the  removal 
of  the  cap  and  the  continuance  of  the 
line.  Another  way  is  to  load  extra  pipe 
lengths  on  the  main  under  test,  using 
supports  erected  according  to  the  indi- 
vidual judgment  of  the  handy-man  or 
calker  who  happens  to  be  doing  the  work. 

A  systematizing  of  the  latter  method 
— or  an   adaptation   of  the   two   if  the 


test  pressure  is  especially  high — will  save 
the  water  main  contractor  money  if  there 
are  sufficient  test  sections  on  his  job 
to  warrant  it. 

A  supporting  platform  can  be  made  by 
sawing  two  4  x  12  inch  planks  as  temp- 
lates, cross-connecting  them  securely  and 
nailing  a  3  x  13  inch  plank  on  them. 
Two  of  these  platforms  should  be  pro- 
vided, one  for  each  end  of  the  pipe.  If 
it  is  intended  to  leave  the  main  under 
test  uncovered  for  more  than  one  length, 
enough  should  be  provided  to  carry  back 
as  far  as  the  main  has  a  tendency  to  rise. 
Light  bents  should  be  constructed  suffi- 
ciently strong  to  sustain  the  load  that 
may  be  put  upon  them,  and  of  a  height 
determined  by  the  average  depth  of 
trench. 

The  templates  should  be  set  down  on 
the  main  and  the  bents  placed  on  them 
and  secured  by  plank  straps  lightly 
spiked.  Squared  timbers  are  then  laid 
on  top  of  the  bents  parallel  to  the  trench, 
and  skids  resting  on  the  bank  on  each 
side  placed  on  the  timbers.  Extra  pipes 
can  then  be  rolled  onto  the  skids,  using 
as  many  as  are  needed  to  obtain  the 
desired  weight,  and  wedged  in  place.  The 
whole  weight  does  not  need  necessarily 
to  rest  directly  on  the  pipe — in  fact,  it  is 
desirable  that  it  should  not.  It  should 
rest  mainly  on  the  banks,  but  the  bents 
should  be  fitted  in  so  snugly  that  to  rise 
at  all  under  the  pressure  the  main  would 
have  to  lift  the  entire  weight.  In  the 
case  of  an  exceptional  trench  depth  the 
height  of  the  tops  of  the  bents  could  be 
adjusted  to  suit  by  blocking  up.  If 
when  actually  under  pressure  the  main 
shows  a  tendency  to  rise  despite  the 
weight  of  all  the  pipes  that  can  find  a 
place  on  the  skids,  dirt  to  the  amount 
required  to  overcome  the  tendency  can 
be  shoveled  on  it.  This  will  occur  only 
under  a  very  heavy  test  pressure. 

The  advantage  of  this  method  lies  in 
the  fact  that  the  greater  part  of  the 
work  is  done  at  one  time  and  not  re- 
peated. Once  the  templates  and  bents 
are  built  it  is  simply  a  case  of  blocking 
to  suit.  The  method  is  reduced  to  a 
rule-of-thumb  process.  The  units  will 
be  light  enough  to  be  handled  and  hauled 
from  point  to  point  without  difficulty, 
and  there  need  be  no  timber  butchering. 
Another  advantage  is  that  the  contractor 
need  not  waste  labor  placing  a  weight 
that  is  more  than  is  required.  He  can 
roll  on  such  pipe  as  he  thinks  are  neces- 
sary. A  water  main,  under  test,  does  not 
jump  suddently  out  of  a  trench.  It 
slides  up  slowly.  If  the  man  observing 
notices  a  tendency  to  do  so  he  can  have 
more  weight  rolled  on  as  needed. 


Treated  Ties  Save  Growing  Trees 

Of  the  3,000,000  cross  ties  used  every 
year  by  the  Chicago,  Burlington  & 
Quificy  Railroad  for  replacement  pur- 
poses over  70  per  cent,  are  treated  with 
a  preservative.  According  to  J.  H. 
Waterman,  superintendent  of  the  rail- 
road's wood-preserving  plant  at  Gales- 
burg,  111.,  the  millions  of  treated  ties  in 
their  tracks  now  last  from  twelve  to 
twenty  years,  whereas  untreated  they 
last  on  an  average  of  eight  years.  In 
each  of  the  twenty  divisions  of  the  Bur- 
lington system  there  are  tracks  for  ex- 
perimental purposes  containing  2r)(,000 
treated  ties  of  diflferent  species,  which 
are  all  carefully  inspected  at  least  once 
a  year  for  the  actual  results  of  treatment 
as  shown  by  the  service  test. 


To  Contractors 


Sealed  bids  for  all  trades  required  in  making 
alterations  and  additions  to  a  residence  in  Elm 
Ave.,  Toronto,  will  be  received  up  to  noon  of 
Monday,  May  22nd,  1916.  Plans  and  specifica- 
tions and  all  particulars  may  be  obtained  at  tbe 
office  of  tbe  architect. 

The  lowest  or  any  bid  not  necessarily  accepted. 

F.  S.   I3.'\KER,  .Architect, 

Traders    liank  HuildinK, 
i;0-L'0  Toronto,  Ont. 


Tenders  for 
Steam,  Turbine 


Sealed  tenders  will  lie  received  np  till  p.m., 
Thursday,  June  1st,  1916,  addressed  to  the  City 
(  oniniissiuners,  W'eybin  ii,  .*sask..  for  the  supply 
and  erection  of  one  5(111  K.W.  Steam  Tiirliine, 
(Jenerator,  .Switchboard  and  Au.xiliaries. 

.\11  information  may  be  hail  by  applying  at  the 
above  address. 

The  lowest  or  any  tender  not  necessarily  ao- 
cepteil, 

1)K.  C.  P.  MOORE,  Mayor. 

CEO.   V.   REEn,   Commissioner.  20-2] 


Canadian  Pacific  Railway  Co. 


North  Toronto  Grade 
Separation 


Tenders  will  be  received  by  the  undersigned  up 
to  May  ;ilst,  1!»10,  for  tbe  purchase  and  removal 
of  the  old  Canadian  Pacific  Railway  North  Tor- 
onto Station  Building. 

Proposal  forms  and  other  information  may  be 
obtained  at  the  office  of  the  undersigned,  2(12 
Avenue  road,  Toronto. 

No  tender  necessarily  acceptea. 

B.  RIPf.EV, 
Engineer  of  Orafle  .Se[)aration. 

lil  21 


Tenders  for  Paving 
Main  Street 


CITY  OF  MONCTON,  N.  B. 


Sealed  tenders,  addressed  to  the  itndersigned 
anfl  marked  "Tender  for  Paving."  will  be  received 
at  tile  City  Engineer's  ( Ifhce,  u])  till  12  o'clock 
noon,  on  Thursday,  May  the  25th,  for  the  con- 
struction of  about  1-4,2(10  scpiare  yards  of  pave- 
ment (Creosoted  Wooil  Blocks,  I'.itulithic,  .As- 
phalt or  Reinforced  Concrete),  according  to 
plans  anil  sjiecilications  whicli  may  be  seen  at 
the  City  Engineer's  Office,  where  forms  of  ten- 
der  can   be  obtained. 

Each  tender  must  be  accompanied  by  a  certi 
tied  bank  cheque  on  a  chartered  bank  equal  to 
five  per  cent,  of  the  amount  of  tender  and  made 
payable  to  tbe  City  'I'reasurer,  said  chccpie  will 
i)e  rettt^'ned  lo  those  whose  tender  is  not  accepted, 
and  in  the  case  of  those  wliose  tender  is  ac- 
cepted, cheqtie  will  be  retained  until  the  sign- 
ing of  tlie  contract  and  commencement  of  the 
work. 

The  City  Cotincil  reserves  tlie  right  to  reject 
tbe   lowest   or  any  fender. 


Tenders  for 
Bridge  Abutment 


Sealed  tenders,  addressed  to  the  Cotuity  t'lerk, 
Owen  Sound,  will  be  received  liy  the  Chairman, 
Road  &  Bridge  Cnmniittee  of  tlie  County  of 
C.rey,  up  to  (1  p.m.,  Saturday,  the  27th  day  of 
May,  1916,  fur  the  construction  of  a  Bridge  Abut- 
ment of  Cement-Concrete  at  the  Rocky  Saugeeii 
River,  4  miles  iiortli  of  Durham. 

.A  maiked  hank  cheque,  payable  to  the  Trea- 
surer, County  of  (o-cy,  for  7,  per  cent.,  shall  ac- 
comiiany  each  tender,  and  will  be  returned  upiiii 
non-acceiitaiicc. 

F*laiis  and  ^pecitications  may  be  seen  at  the 
t  lei'k's    III-    Eiigineei's  offices. 


The  lowest 
cejited. 


any    tender   nut    necessarily  ac- 


KKKI).  Kl'ITlEREORD, 

County  Clerk. 
K.    Ml  1)(  )\V.\L1.,   C.  E., 
-""-1  County  Engineer. 


Tenders  Wanted 


The  I'loaiil  of  l-.ilucat ion  of  the  City  of  Sarnia 
will  receive  sealed  tenders,  marked  "Tendet  for 
I'nhlii  .Sclinol  liutliling."  ilelivered  personally  or 
by  mail  to  the  undersigned  before  four  o'clock 
p.m.,  on  June  1st,  1916,  for  the  erection  of  an 
eleven- roomed  school  building.  Plans  and  speci- 
hcatioiis  may  be  seen  at  the  Hoard  of  Trade 
Room,  City  Hall,  Sarnia,  nr  with  the  .Architects, 
Messrs.  S.  F.  Coon  and  Son,  Ryrie  Building, 
\'onge  ,Street,  Toronto. 

Tenders  may  lie  for  the  whole  building  or  any 
[lart  thereof,  and  must  be  on  forms  supplied  by 
the  fioard.  Each  tender  must  be  accompanied 
by  a  marked  cheque  or  approved  bond  of  a  Surety 
Coiripany  for  live  per  cent,  of  the  amount  of  the 
tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

CEO.  A.  PROCTOR, 
Chaiiinan  of  Board  of  Education. 

20-2(1 


FOR  SALE 


I.  EDINC.TON', 


City  Engineer. 


Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
8,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  1).,  4  Beaver  Hall  Sq., 
Montreal.  17-t,f. 


FOR  SALE 
STEAM  ROLLERS 

One  single  cylinder  Sawyer  Massey  ].'!  tons; 
one  double  cylinder  Waterous,  1,^»  tons.  liotli 
in  perfect  condition.  Apply  to  Box  VM't,  Three 
Rivers,  ()ue.  ]!)-20 


Steam  Rollers  Travel  Slowly — Motor 
Truck  Will  Hasten  Trip 

.  .Steam  rollers  are  slow  travelers.  On 
road  work  much  time  lia.s  been  wasted 
and  the  work  cfelayed  while  the  roller 


was  journeying  from  one  distant  point 
to  another.  ^  The  Kelly-Springfield  Steam 
Roller  Company  hauls  rollers  from  the 
plant  to  the  railroad  yards  for  shipment 
on  a  ;iH-ton  Kelly-Springfield  motor 
truck,  having  found  this  a  much  quicker 
way  than  to  drive  the  roller  under  its 
own  power.  This  method  could  he  fol- 
lowed to  advantage  by  road  contractors 
if  the  distance  is  great  enough  to  justify 
it. 

Loadin.g  a  steam  roller  on  to  a  motor 
tinick  on  the  job,  however,  is  a  more 
difficult  matter  than  it  is  to  load  it  at 
the  shop,  but  the  difficulty  can  be  easily 
overcome.  Most  platform  trucks  are 
equipped  with  winches,  either  motor- 
operated  or  hand-operated.  One  way  to 
get  the  roller  up  would  be  to  place  in- 
clined skids  at  the  tail  of  the  truck,  and 
draw  the  roller  up  with  the  winch.  An- 
other method  would  be  to  run  the  roller 
up  on  the  bank — which  is  quite  frequently 
a  feature  of  the  general  run  of  country 
roads — under  its  own  power  and  drive 
It  along,  laying  down  planks  to  facilitate 
its  journey  over  the  soft  ground  to  a 
point  where  the  bank  is  somewhat  high- 
er than  the  truck  platform.  Skids  could 
then  be  laid  down  over  the  intervening 
gap  and  the  roller  easily  placed  on  the 
truck.  These  are  but  two  suggestions. 
C(infronted  with  the  task  of  doing  such 
a  job  the  average  truckinan  would  quick- 
ly devise  a  good  method. 


Stone  Pavement  in  Rochester  Under- 
mined by  Flood 

Maximum  high  water  in  the  Genesee 
River  at  Rochester,  N.  Y.,  recently 
caused  the  collapse  of  12  square  yards 
of  the  Medina  block  stone  pavement, 
with  its  concrete  base.  The  pavement 
caved  in  to  a  depth  of  10  feet. 

The  washout  was  apparently  due  to 
the  existence  of  an  abandoned  stone  sew- 
er 3  feet  9  inches  wide  and  .')  feet  3  inches 
high,  which  was  constructed  in  IS.TS  and 
superseded  in  18C3. 

The  water  from  the  river,  which  at 
the  time  stood  about  5  feet  above  the 
top  of  this  sewer,  entered  it  either 
through,  or  under,  the  present  bridge 
al)utment,  or  between  the  present  and  a 
former  liuried  bridge  abutment. 

The  water  broke  through  an  old  e.gg- 
shaped  sewer  1  foot  9  inches  by  2  feet 
()  inches,  and  entered  an  existin,g  sewer 
manhole  west  of  the  bridge  18  feet  be- 
low the  surface.  Flooding  of  cellars 
might  have  resulted  had  not  the  new 
sewer  tunnel,  8  feet  square  and  40  feet 
below  the  surface,  been  sufficient'y  com- 
pleted so  that  connections  with  the  ex- 
isting sewer  were  made.  The  only  in- 
convenience occasioned  has  been  the 
closing  of  Main  Street  to  street  car 
traffic,  during  which  time  the  local  trol- 
ley company  has  taken  occasion  to  re- 
new its  tracks  in  this  locality.  An  in- 
vestigation of  the  river  end  of  the  aban- 
doned sewer  will  be  mailc  when  the 
water  lowers. 


May  17, 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 


14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Smith -Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sates  Representatives  in  Principal  Cities 


Stone  Crushing  Rolls 


Handiest  possiljle  adjunct  to  a  stone-crush- 
ing- plant.  Will  reduce  stone  to  powder  or 
to  any  fineness  desired.  Use  stone  dust 
instead  of  doubtful  sand  and  improve  the 
quality  of  your  concrete.  Information  and 
prices  on  request. 

WETTLAUFER  BROS.,  LIMITED 

178  Spadina  Ave.,  Toronto 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Conlractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire-Wound  Wood  Pipe,  Continuous  Stave 
'  Pipe,  Tanks,  Silos,  Steam  Casing. 

See  our  new  patented  Wood  Pipe  Coupling-Posltlvely  LEAK  PROOF. 

WeBrolheoriginatorRof  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illiistratod  Catalosruc. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 


sale. 


67-6 
28-6" 
40-6' 
22-6 


Angles 

x3i/2"x5/i"-60'0" 
x3i^"xll/16"-60'0" 
x3S4"x3/4"-60'0" 
x3i4"x3/4"-55'0" 


Channels 


31-12"x30  lb.-60'O" 
83-15"x33  lb.-36'10'/^' 


Zees 


94-  3"  x  2-11/16" 

95-  3-1/16"  X  2-3/ 


X  1/4"  X  6.7   lbs.  -  54 '0" 
4"x5/16"  X  8.5  lbs.  -  50'U" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
17-7" 

19-  8 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10  0" 
x5  '16"-20  '0" 
x5/16"-30'0" 
"x5'16"-30  0" 
"x5/16"-20'0" 
i4x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-100" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12i/4"x5/8"-30'0" 

22-6i4"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  always  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 
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Made  ill  Canada 


Keeping  a 

Sugar  Refinery  Dry 


liairett   Specification  Roof  on  Atlantic 
Sugar  Retinery,  St.  John,   X.  ]!. 
Architect:    William    lligginson.  New 
York  City. 

deneral  Contractors:  E.  (I.  M.  Cape  & 
Company,  Limited,  Montreal. 


THE  h\g  sugar  refinery  at  St.  John,  N.  B., 
is  a  splendid  example  of  the  many  ways 
of  using  the  marvelous  water-resistant 
powers  of  coal  tar  pitch. 

The  ground  floors  where  there  is  considerable 
dampness  to  be  resisted  on  account  of  the 
nearness  of  deep  water,  are  paved  with  14,000 
square  feet  of  Tar-Rok  Sub-Flooring — a  tar 
concrete  which  is  spread  directly  on  the  ground 
with  plank  flooring  Ijedded  in  it,  giving  a 
strong",  solid,  dry  and  inexpensive  basement 
floor. 

Between  the  floors,  to  prevent  leakage  from 
one  floor  down  to  the  next,  are  170,000  square 
feet  of  Barrett  Specification  Waterproofing 
consisting  of  five  layers  of  felt,  all  mopped 
and  cemented  together  with  pitch. 
The  roof  consists  of  70,000  square  feet  of  pitch 


and  felt  laid  according  to  The  Barrett  Speci- 
fication. 

The  Tar-Rok  floor  and  the  Waterproofing 
will  last  as  long  as  the  building  stands,  with- 
out any  attention. 

The  Barrett  Specification  Roof  will  withstand 
wind  and  weather  for  upwards  of  twenty  years 
without  the  expenditure  of  a  penny  for  care 
or  repair.  It  is  the  least  expensive  of  all  per- 
manent roofing  to  build  and  as  its  mainten- 
ance cost  is  nothing,  the  unit  cost,  that  is,  the 
cost  per  square  foot  per  year,  is  far  below  that 
of  any  other  roofing  known  to  man. 

Barrett  Specification  Roofs  rank  as  slow  l)urn- 
ing  construction,  take  the  base  rate  of  fire 
insurance  and  are  approved  by  the  Under- 
writers' Laboratories. 


^hprinl  f^ntp        advise  incorporating  in  plans  the  full  wording  of  The  Barrett  Specification,  in  order  to  avoid 
kjpcVlUl  ly  Ulv  any  misunderstanding.   If  any  abbreviated  form  is  desired,  however,  the  following  is  suggested  ; 
ROOFING— Shall  be  a  Barrett  Specification  Roof  laid  as  directed  in  printed  Specification,  revised  August  15,  1911,  using 
the  materials  specified,  and  subject  to  the  inspection  requirement. 


A  copy  of  The  Barrett  Specificatlo    with  roofing  diagrams,  mailed  free  on  request. 

THE    PATERSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE    C  ARRITTE-PATE  RSON   MANUFACTURING   CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  S.  SYDNEY,  N.  S, 
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ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  Mono«Rail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

— Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  WalkerviUe,  Ont. 


CANADIAN  BRASS/#/ 


Made 
in 

Canada 


Waterworks  Brass  Goods 

€J  Our  product  has  several  special  features  worthy  of  Superintend- 
ent investigation.  On  the  other  hand  if  you  have  used  the  "Canad- 
ian" line,  we  are  prepared  to  abide  by  the  results  you  have  obtained. 
<[}  Other  lines  comprise  Gas  Cocks,  Plumbers'  Supplies. 

Canadian  Brass  Co. 

Limited 

Gait       «  Ontario 


THE  PIONEER  BACK-DUMP  BUCKET 


for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 
Prices  Reasonable— Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
^  bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trutt  &  Saving*  BIdg. 
INDIANAPOLIS.  IND. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
660  Pacific  Street  VANCOUVER.  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


WOOD  STAVE  PIPE 


72  in.  I.  D.  Wood  Stave  Pipes. 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomion,  Prendent. 


J.  G.  Allan,  Vice-President. 


Jaubs  a.  Thomson,  Seoretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


The  Premier  Road  Dressing  and  Binder 


(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming^  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


ms  CMMim  mmf$  F©ETii  himcm  imii  ©11,  c? 

OP  imm  mmmQ  =  momti 


CC\7irM  DTD  UV  DTD  for  partitions,  suspended  ceilings 
OEj  V  Hill   txiO  n  I  -I\.iD  side  walls,  roofs,  etc. 


GAUGES 
24,  26,  28 

standard 
sheets 

24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


walkerville, 

ONT. 
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J  L 

You  Will  Do  Better 
with  an  OSGOOD 


The  OSGOOD  "18"  3/  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
such  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell   bucket    or    do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  dcsigijed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 

Winnipeg  and  Montreal 


Have  You  Considered 

the  advantages  of  installing  Standard  Steel  Tape 
Armored  Cables  directly  in  the  ground  without  con- 
duits or  manholes!-'  There  are  many  ways  in  which 
such  cables  can  be  employed  in  your  service  with 
great  economy. 

Write  ow  nearest  office  for  full  iyiformation. 
Standard   Underground   Cable  Co. 

of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  Que.  Winnipeg,  Man.  Seattle,  Wash. 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminatecl    and    full  jf 
health  -  giving    oxygen  ; 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


J^^^JJ^g  New  and  Relaying 


Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore^  Toronto 
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Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Reqitest 


Economy  in  Large  Capacity 
Deep  Well  Pumping 

A  large  water  supply  from  deep 
wells  is  most  successfully  obtained 
with  "American"  Deep  Well  Turbine 
Centrifugal  Pumps,  because  they  de- 
liver a  remarkably  large  quantity  of 
water  from  a  deep  drilled  well,  main- 
tain high  efficiencies  and  are  reliable 
in  operation. 
These  pumps  are  made  in  styles  to 
deliver  water  at  the 
surface  or  in  com- 
b  i  n  a  t  i  o  n  with  a 
booster  centrifugal 
operating  on  the 
same  shaft  at  the 
surface,  to  produce 
a  pressure  in  the 
mains. 

Pumps  of  this  type 
operate  in  drill  holes 
12  inches  in  diam- 
eter and  larger,  and 
deliver  to  3,000  gal- 
lons of  water  per 
minute. 

Catalog  1352  describes  them. 

Write  for  it.  — 

The  American  Well  Works 

General  Office  and  Works  '  AURORA,  IL. 
Chicago  Off  ICC :    First  National  Bank  Building 

Special  Canadian  Dealers 
H.  H.  r3uchanan  &  Co.,  -  Montreal. 

Ciorman,  Clancy  &  Grindley,  Ltd., 

Kdmonton  and  Calgary 
B.C.  Equipment  Co.,       -      Vancouver, B.C. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly-Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith*'   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        ^Vrite  tor  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg.  Man. 
Messrs.  GORMAN,  CLANOEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 


Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOO  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont, 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 
Piping 


96"  Motor  Operated  Butterfly  Valve. 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


BITUNAMEL 

Unsurpassed  (or  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices:— 
Bridgeburg.  Ontario,  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg.  Ont. 
Built  for  CP. R.Montreal   Chicago,  111.  Greenville,  Pa. 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 
Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manutacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Ever  notice  how  many  DAKE  Swinging 

Engines  are  used  on  big  construction  jobs? 

It's  because  the  contractors  demand  that 
flexibility  of  operation — that  instant  starting, 
stopping  find  reversing  obtained  with  the 
DAKE  Reversing  Air  or 


Steam  Motor, 
centers. 


No  dead 


Write  for  our  latest  catalog 
of  contractors'  hoists,  swing- 
ing: engines,  motor  crabs,  etc. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich,  U.S.A. 

CANADIAN  AGENTS: 
Montreal :  Mussens.  Ltd.      Toronto  :  A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beams— Channels 
Angles— Plates 

Always  in  Stock      CONSTRUCTION  CO. 

Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 

Phone  or  write  us  for  quotations  when  you  are  In  the  market 

Office-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 
Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

I  661 

Phones,  Office  North  \  g^jg     Evening:s,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadlurers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samples  Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data." 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  of  Enameled  Brick  exclusively 

1182  Broadway.  New  York. 


Canada  Iron  Foundries,  Limited 


CAST  IRCTRr  PIPE 


Head  OflBce 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Moorine  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogae 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2 — Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


V  \  \  I    t  V  V  (  ^  \  ^  V  w .»  ^  ,f  -f  .»■»  .»  M » .f  » 9 19  9  .y  ^jf  mJvmM  »  r 

iiBuilding  Materials  I 


1885   "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You. 
We  can  give  you  prompt  shipment  of 

"EMPIRE"  Corrugated  Iron 

Painted  or  Galvanized— Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

The  "Quality  House"  i»  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 
Manufacturers  to  tlie  Trade 
TORONTO      and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— delivered  in  5-ban  el  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime— grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.     Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.o.b.  Toronto:— 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE.  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone-2  in.,  $1.20;  1-in.,  $1.25;  5^-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand— for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel— 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23 ;  1-in.  Hemlock,  No.  1  $21 ; 
No.'  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  %  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  Ji  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  x  18,  18  x  18,  20  x  20. 
$.38.50;  12  x  18,  18  x  20,  .$39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
pnccs  apply  to  .32  ft.  lengths;  .32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  .$2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars -$2.90  to  .$.3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;   small  sizes  .$3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
'A  ill.,  5/16  in.  and  Vg  in.,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs.  ;  black  American  bessemer  plates,  28 
gauge,  $.3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs.;  putty,  in  bulk,  $.3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME.  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  T)oiTiin- 
ion  silicate,  1st  quality,  $13;  second  quality, 
$10.50;   all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22.  red  $22,  buff  $23. 
white  $45,  plain  piessed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced.  8-in. 
26c. ;  9-in.  30c ;  10  in.  34c ;  12-in.  40c ;  15-in. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in..  $1.40;  H-in.,  $1.65;  J^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3ih.  x  3  in.  and  up,  $3.50,  1  in. 
x  1  in.  X  5^  in.,  25c.  extra;  in.  x  ?4  in. 
X  ]4  in.  50c.  extra.  Boiler  plates—^  in. 
tliick  and  thicker,  $4.00.  Circular  plates — • 
Flange  quality,  30  in.  dimension  and  over, 
$4.2.'^;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  casli.  Corrugated  iron — 26  gauge, 
$0.00;  28  gauge,  .$5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gaugue,  .$4  per  100  lbs.  nominal. 

SEWER  PIPE 
Sliaight   pipe   (per  foot) — 4-in..  25c;  Oin.,  40c; 
.S  in.,  .5.5c;  9-in.,  70c;  lO  in.,  SOc ;  12  in.,  $1 ; 
24-in.,  $.3.25.    Bends,  each  75c,  $1.20;  .$2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2H  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Btichan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  frorri  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
21c  basis  per  pound;  British  manilla,  17c. 
basis ;  African  hemp,  17c. ;  sisal  rope,  13c. 
basis ;  lath  yarn  13  cents.  Boiled  linseed  oil — 
in  barrels,  9Sc.  per  gal.  of  9  lbs.  Raw 
linseed  oil — in  barrels,  95Hc.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25 ;  common  grey  stock, 
$12.;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered.  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1J4  and  2-in.,  $2.65;  ^-in.  and 
1-in.,  $2.90;  54-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain.  3  in., 
$60;  4  in.  and  6  in.,  $55:  No.  3  fir.  edge  and 
flat  grain,  4  and  6  in.,  .$45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in..  $.32;  common  2  x  fl 
pine,  spruce  or  fir.  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac. 
fir  or  cedar)— 8  x  8,  8  x  10.  10  x  10.  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  X  12,  8  X  12,  $.39;  10  x  16.  12  x  Ifi, 
16  x  16.  14  x  18.  16  x  18.  18  x  18.  20  x  20. 
.$40;  6  X  14,  8  X  14.  12  x  18.  18  x  20,  $42:  6 
X  16,  6  X  18,  6  X  20.  8  X  16.  8  X  18.  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common.  6  to  10  in..  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5j4-in.  ditto.  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar.  $4;  No.  2.  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2..35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs. ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $.38  per  ton. 

(Continued  on  page  66) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO.  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  makin|;^  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  64) 
SEWER  PIPE  . 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  IS'/z  cents;  8  in.,  30  cents; 
9  in.,  35  cents;.  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00.  . 

SUNDRIES 

Hard  Wall  Plaster— Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  e.xtra ;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse  ;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.75  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron— 28  gauge,  $7.25  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  slieets,  $5.65  per  square. 
Black  steel  slieets,  24  gauge,  $4.85  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  12'4c.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 

SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis ;  2nd  grade, 
HYzC  basis;  sisal- rope,  12'/ic  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $17.00  per 
100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


Gauge 

Two  reasons  cause  the  user  of  ordinary  metal  lath  to  use  a  heavy  gauge ;  the  need  for  " 
stiffness,  and  as  a  precaution  against  corrosion.  Herringbone  users  are  freed  from  the 
first  reason  by  the  ribbed  design  of  the  lath.  Copper-alloy,  the  latest  Herringbone  improve- 
ment, gives  Herringbone  Lath  without  increase  in  weight,  an  increase  of  61  per  cent,  in 
resistance  to  corrosion.  In  other  words,  assuming  a  failure  of  the  protective  coating,  twenty- 
seven  gauge  Herringbone  Copper-Alloy  Lath  will  last  longer  than  twenty-three  gauge  ord- 
inary metal  lath.    And,  best  of  all,  the  price  has  not  been  advanced. 

Contractors  who  have  been  using  twenty-three  gauge  ordinary  metal  lath  may  therefore 
substitute  twenty-seven  gauge  Herringbone  Copper-Alloy  Lath,  maintain  the  quality  of  their 
work,  and  increase  their  profits. 

Ask  for  the  booklet  "Why  Copper  Alloy?" 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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"BEATTY" 

Hoisting  Engines^  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6^  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from      cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from       x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


K.E.  PLAVT   1790  St.  James  Street,  Montreal, Que. 

K.  LEONARD  &  SONS  St.  John,  N.  B. 


-Agents— 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldg.  Winnipeg', Man. 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $3.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9.  413  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Civil 

Electrical 
Mechanical 


Directory  of  Engineers 


Contractors 

Special 

Interests 


Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Pui  ificalion,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


>ERA 


AANUFACTURED  BY 
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HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Conoete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
UVi    Gosford   St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

^  Limited 

Consulting  and  Inspecting  Engineers, 

Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGili  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


ANGLINS 

**  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


LARGE  OR  small' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Plione  Office  and  Works: 

Main  904  905  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC     SECURED  or  our 

rM  I  CIl  I  O        FEES  RETURNED 

Being  ne.\t  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
liave  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts.     Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 

Reg.  Patent  Attorneys         Ottawa,  Canada 


The  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

Dikeman  Surveyor  Company 

Detroit,  Mich.  Windsor,  Ont. 


STANLEY  LIOHTFOOT 

RECO  PATENT  tOLICITOn  AND  ATTONNIY 

LUMSDEN  BLDG.('°J-y^^^")tORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  PHCI 

MKNTION    THI»    VAPCn)  M.  3713 


H.  J.  Griswold, 
MontreaJ. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust  Building,  Winnipeg. 

Cement   Testing  and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 
Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York    Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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The  Permanent  Paving 

BESSEMER 
LOCK 

(No.  6  of  a  Series  on  "The  Making  of  Bessemer  Block"! 

Results  secured  with  BESSEMER  BLOCK  are  a 
matter  of  record.  No  failure  of  a  BESSEMER 
BLOCK  pavement  or  road  due  to  the  quality  of 
material  has  ever  occurred. 

A  combination  of  circumstances  and  intelligent 
efYort  has  produced  this  ideal  road  and  paving  block. 

(1)  Bessemer  Shale  was  discovered  to_  be  an  ex- 
ceptional paving  block  material.  A  long  firing  range 
and  a  tough,  hard  product. 

(3)  Two  million  dollars  has  been  spent  to  develop 
this  deposit.  Eight  steam  shovels,  25  miles  of  tracks 
and  20  industrial  locomotives  are  part  of  it. 

<3)  Beds  are  stripped  carefully  before  we  dig  the 
shale — so  that  no  pebbles  or  coal  will  get  into  the 
finished  brick. 

(4)  BESSEMER  BLOCK  ARE  WIRE-CUT- 
LUG  BLOCK,  MADE  UNDER  DUNN  PATENTS. 

(5)  Big  storage  bins  and  preliminary  mixing  and 
grinding  machinery  insure  uniformity  of  product. 

(6)  Continuous  kilns  are  used — the  most  modern 
way  of  burning  paving  block. 

(7)  Inspection  is  unremitting — our  aim  is  to  fur- 
nish only  paving  block  fit  for  paving. 

There  are  more  good  reasons  why  Bessemer 
Block  is  known  as  the  Permanent  Paving.  Let  us 
send  you  all  the  facts.  Write. 

(Any  engineer  may  call  the  Dunn  organization  of 
paving  engineers  into  consultation.  Ask  us  about 
this  consulting  service.) 

Bessemer  Limestone  Co. 

Member  of  the  Nat'l  Pav.  Brick  Mfrs'.  .Assn. 

Youngstown,  Ohio 

TWO  PLANTS  AT  BESSEMER,  PA. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgli,  Pa,  New  York  City  Dallas,  Texas 

945  C  urry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal,  Monadnock  Bldg. 
Canadian  Representatives:  F.  II.  Hopkins  &  Co.,  Montreal,  Que, 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,   Iowa,  938  Tuttle  Street,  ' 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. . 


Over  5,000  Tom  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-161&-ieia 
Private  exchange  connecting  all  departments 
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Buffalo  Slow  Speed 
Exhausters 

Require  Least  Power 

Direct  connected  installations 
require  accurate  estimate  of  fric- 
tion, definite  speed  and  power 
requirements. 

All  necessary  data  for  design- 
ing exhaust  systems  given  in 
Catalog  No.  256-12  sent  on 
request. 

Canadian  Blower  and  Forge  Co. 

Limited 

'  Berlin       -  Ontario 

Manufacturers :— Forges,  Blowers,  Heating  and  Ventilating 
and  T)rying  Apparatus. 

Branch  Offices  In  all  Principal  Cities 


LAKE 
ASPHALT 


One  oi 

the.  }NondiiYS 
of  the  World 

Under  the  ultra-microscope  Trini- 
dad Lake  Asphalt  is  shown  to  contain 
billions  of  minute  particles  in  a  state 
of  active  motion. 

This  is  colloidal  matter.  It  is  so 
minute  and  exists  in  such  a  condition 
that  it  cannot  be  settled  out  or  filter- 
ed out. 

The  effect  of  this  colloidal  matter 
— found  only  in  Trinidad — is  to  make 
this  asphalt  the  most  stable  and  long 
lived. 

Colloidal  matter  provides  an  enor- 
mous surface  area  and  corresponding- 
ly great  surface  energy. 

Such  matter  also  possesses  in  a 
high  degree  the  property  of  absorp- 
tion, i  e.,  the  capacity  to  hold  tenac- 
iously about  itself  a  thick  film  of 
bitumen.  This  is  what  gives  Trini- 
dad asphalt  its  "  body." 

The  whole  story  is  tolJ  in  "The 
Asphalt  Primer  and  Colloidal  Cate- 
chism." It  is  a  story  that  means 
much  to  anyone  who  is  interested  in 
better  pavements. 

This  booklet  is  not  a  dry  disser- 
tation on  asphalt;  it  is  a  plain-as-A- 
B-C  description  of  one  of  the  scien- 
tific wonders  of  the  world.  Write  for 
a  copy  of  this  booklet  today. 

The  Barber  Asphalt 
Paving  Company 

Philadelphia,  Pa. 


Trinidad  Liquid 
Asphalt 


Bermudez  Road 
Asphalt 
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GOOD  ROADS 

Ancient  and  Modern 

"The  building  of  good  roads  has  always  been  the  sign  of  higher  civilization  and  rapid  industrial  progress. 
In  the  days  of  the  Romans,  roads  were  built  so  thoroughly  that  many  of  them  exist  to  this  day — nineteen 
hundred  years  after. 

They  were  built  by  thousands  of  slaves  superintended  by  soldiers.  Years  were  speiit  in  their  construction 
and  the  work  was  well  done. 

In  the  present  day  slaves  are  not  available;  paid  labor  is  necessary,  and  time  is  more  valuable.  Modern 
mechanical  appliances  have  reduced  the  labor  element  and  have  greatly  facilitated  good  road  building. 


A  most  convenient  outfit  is  the 


Portable  Gasolene  or  Oil  Engine 
Driven  Compressor 


mounted  on  a  strong  truck  with  broad  wheels.  This  outfit  is  a  money- 
maker where  road  construction  is  carried  to  any  extent. 

The  outfit  consists  of  a  high  grade  gasolene  or  oil  engine  with  all  the  ne- 
cessary accessories  and'  an  Ingersoll-Rand  dust-proof,  self-oiling,  high 
speed  compressor  with  an  efficient  cooling  equipment. 


The  JACKHAMER 

A  "One-Man"  Rock  Drill 


is  a  light  but  very  powerful  machine  for  drilling  holes  of  average  depth  and 
size.      The  rotation  and  lubrication  are  entirely  automatic  in  operation. 

The  valve  is  of  the  non-freezing  Butterfly  Type  and  the  ,  drill  may  be 
operated  with  either  steam  or  air. 


CANADIAN  INGERSOLL-RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDING 


MONTREAL, 


CANADA 


Vancouver         Nelson         Winnipeg         Timmins         Cobalt         Toronto  Sydney 
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USE 

"DOMINION"  EXTRA  FLEXIBLE 
DREDGE  ROPES 

Stocks  Carried  in 
Montreal,  Winnipeg  and  St.  Catharines 

Letusguoteyoufor  WIRE  CABLES  for  ARTILLERY  TRACES, 
AND  OUR  CELEBRATED  AUTOWLINE 


The  DOMINION  WIRE  ROPE  CO.,  Limited,  Montreal 


Immediate  Shipment  from 
Warehouse  Stock  of 


Andrews 


Drill  and  Tool  Steel 


"  Lidgerwood  " 
Ballast  Unloaders 


"Jordan" 
Spreaders 

"Marion" 

Steam  Shovels 
Ballast  Plows 
R.R.  Ditchers 


81  < 


"Industrial" 

Pile  Drivers 


Locomotive  and 
Wrecking 


Branch : 


St.  Catharines, 


Cf^'tA  %A  \   *  C  /*  Head  Office: 

Ont.  t*ll*n^)pn^WW  MONTREAL 


Vol.  30 


Toronto,  May  24.  1916 


No.  21 


Rogers  Cement 


This  notal)le  feat  of  concrete  construction — the  power  dam  at  Eugenia  Falls— was  made  possible  by  the 
use  of  Rogers  high  quality  cement. 

The  contractors — Ambursen  Hydraulic  Construction  Company  of  Canada.  Limited,  completed  this  dam 
six  months  after  the  contract  was  signed.  .This  is  a  record,  and  the  contractors  say,  in  writing  to  us:  "We 
may  add  that  a  considerable  factor  in  the  record  made  was  the  fact  that  your  company  co-operated  with  us 
in  every  way  possible  in  keeping  us  supplied  with  cement  of  a  very  satisfactory  quality." 

WE  HAVE  A  REAL  SERVICE  TO  OFFER  YOU  AS  WELL  AS  HIGH  GRADE  CEMENT. 


Alfred  Rogers  Limited^ 


28  King  St.  West 

Toronto 


Alphabetical  Index  to  Advertisers,  Page  16      Classified  Directory  to  Advertisements,  Page  6 
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The  Dominion  Road  Machinery  Company 


Goderich,  Ontario 


Rock  Crushers, 
Elevators, 
Screens, 
Bins. 


Spreading 
Wagons. 

Dump  Wagons. 


Contractors' 
Plows. 


Limited 


Road  Graders, 
Levelers, 
and  Drags. 


Road  Rollers, 

Sprinklers, 
Sweepers  and 
Cleaners. 


Street  Cleaners' 
Hand  Carts. 


"Champion"  Revolving  Screens  are  built  in  all  sizes,  with  perforations  that  will  turn  out  any  size  of  stone  desired. 
"  Champion"  Screens  have  a  record  for  durability.      Give  us  your  specifications  and  let  us  quote  you. 

—  CHAMPION  — 


MUELLER 

Reducing  and  Regulating 

Valves 

A  Valve  for  Every  Pressure 

I^^^^^^^^^^^^JF    whether  you  require  it  for  steam, 

s\  I  air,  oil,  gfas  or  water,  there  is  a 

I         Sign  and  Mail  '  » 

I  This  Coupon         Mueller  Valve  made  for  that  par- 

^  Y  ticular    purpose,    and    which  is 

e^uaranteed  to  give  perfect  service.  no.  laieo 

Mueller  The  name  Mueller  on- every  valve  is  your  protection 

Mfg.  Co.  ^ 

Write  for  a  Copy  of  our  Newest  Catalogue 

Ltd. 

Sarnia,  Ont.  N\  ^""^^      Sarnia,  Canada 

ReSiatorcatXgu'tshL  H.  MucUer  Mfg.  Co.,  Limited 

ing  your  complete  line.  ^  SARNIA,  ONTARIO 

Signed  

Makers  of  high  grade  Water,  Plumbing  and  Gas  Brass  Goods. 

City  Prov.  ...    N\  * 


May  24,  1916 


THE   CONTRACT  RECORD 


3 


ftOMiNlOM 


28  'Service'  Branches  throughout  Canada 

Canadian  Consolidated 

Rubber  Co.,  Limited 
MONTREAL,  P.Q. 


If  manufacturing  facilities  and  an  up-to-date  system  of 
distribution  mean  anything  at  all  to  those  in  need  of 
Rubber  supplies,  then  the  Dominion  Rubber  System  com- 
mends itself  to  all  wide-awake,  progressive  buyers. 

Six  factories  and  twenty-eight  ''Service"  branches  at 
central  points  throughout  Canada,  so  as  to  ensure 
prompt  shipments,  afford  a  service  that  is  not  equalled 
in  Canada. 

Back  of  all  is  the  warranty  that  the  Dominion  Rubber 
System  qualities  are  absolutely  worthy  and  dependable. 

Our  constant  aim  is  to  serve  and  please  you,  no  matter 
what  the  need  in  Rubber  Goods  may  be. 


Write  for  Catalogue  and  Price  List, 


hOMiNlOW 


Canadian  Consolidated 

Rubber  Co.,  Limited 
MONTREAL,  P.Q. 

28  'Service'  Branches  throughout  Canada 


hOMmiO 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


IMITCD 


VALVLH1YDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious .Sale: 

British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1011  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 


Construction  of  Masonry  Dams,  by  Chester  W.  Smith, 
lished  in  1915  by  McGraw-Hill  Book  Company, 
pages,  illustrated.     Price  $3.00. 


Pub- 


Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 


Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry.    Published  in   1915  by   McGraw-Hill    Book  Com- 


pany.   364  pages,  illustrated. 


»-riill 
Price  $3.60. 


Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.    Price  .$4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.60. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.     Published  in  1914  by  Longmans,  Green  & 
^  Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum.  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1916  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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HENRY  HOPE  & 


The 

Winslow  Window 

Austral  Balance 

The  only  window  providing  per- 
fect ventilation  without  draft. 

Made  of  specially  rolled  steel 
shapes. 

The  improved  design  eliminates 
pulleys,  counterweights,  awnings, 
weatherstrips,  window  boxes  and  in- 
creases light  area  15  to  25%. 

For  further  information  and 
catalogues  write 

SONS  OF  CANADA  LIMITED 

TORONTO 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  tirst  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9,  412  illus..  34  plates,  $5.00  net,  postpaid. 

Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 
600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

.Spielmann  Agencies  Regd. 


Air  Hoists 

N'oiUiern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McCiregoi-   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co.,  F. 


H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

.Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Brick 

American  Enamelled  Brick  Co. 


Brick  Dryers 

('anadian  Blower  and  Forge  Co. 
.Sheldons  Limited. 


Buckets 

Beatly  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield   Engineering  Co. 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridgts  (Steel) 

(  anadian    Bridge  (,'onipany 
CaY).  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  (,'ompany 
Mackinnon  Holmes  &  Co. 
Manitoba  Biidge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  ("ompany 
Pittsburgh-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  iLtd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Car  Wheels 

Steel  Co,  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lnnilier  Commissioner 

Cement 

Alfred  Rogeis,  Limited 
Britnell  &  Company 
Canada  Cement,  Company 
Rogers  bupply  Company 

Ce'ment  Waterproofing 

Paterson  Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.  W.  Johns-Manville  Co., 
Limited. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion   Concrete  Company 
Montreal  <"oncrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Exeter  Manufacturing  Company 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Wettlaufer  Bros. 

Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

(  an.  H.  W,  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Hoving  Hydraulic  &  Engineering 

Company 
Can.   Fairbanks- Morse  Company 
Canadian   Etniinnient  Company 
Dake  Engiiit-  C  ompany 
Dominion  Hoad  Machinery  Co. 
(ioodwin,    Barsby    &  ("ompany 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Hnbber  Company 


Conveying  Machinery 

Goodwin,  Barsby  &  Company 
.Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Rooting  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt   Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H, 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite  ' 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road   Machinery  Co. 
Exeter   Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
Jenckes  Machine  Co. 
f^ondon  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'AIr  Liquide  Society 
Prest-O-Llte  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-ManvlUe  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
Northern  Crane  Works 
Osgood  Company 
Pollard    Mfg.  Company 

Douglas  Fir  ' 

B.  C.  Lumber  Commissioner 

Dredging  Pumps  ' 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  (Jompany,  F.  H. 
(Jsgood  Company 

Drills 

(Janadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  ,  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

('anadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 

Canadian  Eiiuipnient  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B,  F. 


Elastite 

Carey  Mfg.  Co.,  Pliillp 

Electric  Fans 

Sturtevant  Co,  of  Can.,  Ltd.,  P..  F, 

Electric  Air  Rock  Drills 

Canadian    1  ngersoU-Kand  ("o. 

Electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

I  >ntario    Wind    Engine   &  Pump 
Company. 

Electrical  Specialties 

.Spielmann  Agencies  Regd. 

Elevator  Doors 

Onnsby  Company,  A.  B. 

Elevators 

Nortliern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

.Anierican    Enamelled    Brick  & 
1  lie  (."ompany 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

(.'anadian  Blower  and  Forge  Co. 
Can.   Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks, 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd..  B.  F, 

Feed  Water  Heaters 
I'lalt  Iron  Works 

Ferro-Concrete  Chimneys 
I'elletier       Flls,  Edoiiaid 

Filter  Presses 

Plait    Iron  Works 

Fire  Brick 

Elk   Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Hope  &  Sons,  Henry 
Ormsby  Company,  A,  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on    Pace  8  ) 
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Crushing  Plants  for  Road  Building 


The  Crusher  Elevator  Screen  and  Bin  are 
compactly  arranged  and  mounted  on  wheels, 
making  a  very  compact  portable  rig. 

Crusher  is  "All  Steel,"  jaw  plates  being  Man- 
ganese Steel.  All  parts  readily  accessible  for 
examination  or  adjustment. 

We  ol¥er  several  plants  for  prompt  shipment, 
including  the  boiler  and  engine,  which  we  have 
on  hand. 


THE  JENCKES  MACHINE  CO,  LIMITED 

Works :  SHERBROOKE,  QUE.   -   ST.  CATHARINES,  ONT. 

Sales  Office* :       Montreal       Toronto       Cobalt       So.  Porcupine       Nelson  and  Vancouver,  B.C. 


GOOD  PAINT  Is  Necessary  to  Give  Satisfaction 

ON  GAS  HOLDERS 

That  is  why 


"SUPERIOR  GRAPHITE  PAINT" 


Formula) 


Prominent  Gas  Holder  painted  witli 
Superior  Graphite  Paint  (Gas  Formula) 


Is  SO  frequently  chosen  for  this  class  of  protection. 
Being  made  under  a  special  Gas  Formula  it 

resists  successfully  the  action  of  naphthaline  de- 
posits, oil,  the  action  of  the  gas  itself,  and  actually 

Prevents  Rust 

It  is  the  most  economical  paint  for  YOUR  Holder. 
For  full  informatiorif  prices^  etc.,  write 


Montreal 
Toronto 


Dominion  Paint  Works,  Limited 

Walkerville,  Ont. 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 

Manitoba  Bridge  &  Iron  Works  ' 

McGregor  &  Mclntyre 
Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless  Form  Clamp  Co. 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

."^'leldons  Limited 

.Sturtevant  Co.  of  Can.,  Ltd..  1!.  F. 


-Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Beatty  &  Sons,  M. 

Canadian   Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn 

Northern  Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Beatty  &  Sons,  M. 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 
Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartshore-Thompson  Pipe  Co, 

Kerr  Engine  Company 

McAvity  &  Sons,  T. 
Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 

.Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  H. 

National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 
Insulating  Bricks 

.Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

>'ortbei-ti    Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

.Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American   Lead  Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
I^imited 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company  , 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  IJmited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  .Steel  Car  Company 

Municipal  Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

I^ondon  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 

Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National   Iron  Works 

(Continued  on  page  lo) 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  ReiDforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


WIRE 
MESH 


REINFORCE- 
MENT 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger  sizes   made  to   your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Asrents  for  Eastern  Quebec  and  Maritime  Provinces 

G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 


LIMITED 


HAMILTON 


TORONTO 


MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Coi, 

Limited. 
Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 
Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited, 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Tngersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rahd  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Can.  H.   W.  Johns-Manville  Co., 

Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 

Osgood  Company 

Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Can.  H.   W.  Johns-Manville  Co., 

Limited. 
Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  .Supply  Company 


Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Cioodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 

Shovels  (Electric) 

Osgood  Company 

Shovels  (Gasoline) 
Osgood  Company 

Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Spruce 

B.   C.   Lumber  Commissioner 
Silo  Moulds 

London  Concrete  Machinery  Co. 
Skylights 

Pedlar  People  Limited 
Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 

DesMoines  Bridge  &  Iron  Co. 

MacKinnon,  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Pittsburgh-DesMoines  Steel  Co. 

Pedlar  People  Limited 
(Continued  on  page  14  > 


IIIIIIIH 


Simplified  Ash  Removal 


Illustration  shows  how 
one  man  unaided  can 
perform  entire  opera- 
tion of  ash  removal.  It 
also  shows  the  newly 
patented  G  &  G  Side- 
walk Door  Opening  and 
Closing  Device  with 
Spring  Guard  Gate. 


THE  G  &  G  Telescopic  Hoist  is  easy  to  install — for  it  comes  to  the  build- 
ing completely  assembled  and  ready  to  erect.    Its  rugged  construction 
prevents  annoying  delays  in  service.    Its  operation  is  so  simple  and 
certain  that  it  may  be  handled  by  the  most  inexperienced  labor.    Moreover — 
it  now  makes  possible  the  removal  of  ashes  by  one  man,  unaided. 


'Made  in  Canada'* 


Raises  load  at  a  guaranteed  speed  of  .'iO 
feet  per  minute  and  does  it  noiselessly. 
When  not  in  use  hoist  telescopes  and 
no  part  shows  above  street  level.  Op- 
crated  from  grade,  insuring  fullest  pro- 
tection for  both  public  and  operator 
against  injury  due  to  open  hatch. 


'Made  in  Canada" 


Every  hoist  is  subjected  to  thorough 
working  test  before  shipment  and  is  so 
compact  in  construction  that  it  may 
be  shipped  completely  assembled — not 
"knocked  down." 

Easily  installed.  No  pit  is  required — 
heel  of  hoist  rests  on  basement  floor. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER. 
Acenti  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agent!  for  Quebec. 

W.  T.  GROSE, 
Agent  for  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


Illllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllll^ 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4',  7 IS'  and  1    Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 


St 


one 


J 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-ln.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.    Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  size^  of  Mixers.  Send  for 
Catalogue  No.  1. 


CHAMPION  HOIST. 

Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
"^oth  Gasoline  and  Steam. 

Send  for  Catalogue  No.  23,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  In  every  large  City  in  Canada. 
World's  Largett  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 


May  24,  1916 
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FOR  SALE 


2  - 10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 


83  Craig  St.  West 

MONTREAL 


Building  a  Big  Bridge 


(Ad.  No.  2  of  a  Series) 
With  OArietV 


xPANSlO^ 
O  O  I INTT 

The  original  and  only  Elastite  Joint 

This  picture  shows  the  second  step  in 
placing  Elastite  on  the  famous  Hopple 
Street  Viaduct — a  skew  "cantilever-arch" 
concrete  bridge  in  Cincinnati. 

Quickly  nailed  to  the  forms,  the  Elastite 
Expansion  Joint  is  ready  for  concreting  at 
once. 

Write  for  sample  and  complete  information. 


Address 
Elastite 
Dept. 


'  The  Sandwich 
Joint  " 


The  Philip  Carey  Co. 


Toronto 


Montreal 


Nailing  Elastite  to  the  Form 


198' High,  9  Dia.    T.N  R.,  Quebec. 


Cheaper  Concrete 
Chimney  Construction 

Before  the  Monnoyer  System  was  introduced  to  this  country  by  us 
there  were  a  great  many  seiious  objections  to  concrete  construction 
for  chimneys,  water-towers,  condensors,  silos,  etc.  Chief  among 
these  objections  was  the  costly  system  of  shuttenng. 

MONNOYER'S  SYSTEM 

entirely  does  away  with  this  and  other  difficulties.  The  construction 
is  made  very  much  lighter,  saving  largely  in  foundation  expense.  Also 
the  simplicity  and  speed  with  which  this  system  can  be  operated, 
means  another  big  saving. 

We  can  interest  you  if  you  have  a 
construction  in  mind.    Write  us. 

Edward  Pelletier  &  Fils 

Grantees  for  Canada  and  United  States 

111  COLOMB  ST.,  QUEBEC 

Sales  Representatives: 

The  R.  E.  CIcaton  Co.,  20  St.  Nicholas  St. 


Engineers 


MONTREAL 


u 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Sound  Deadening 

Can.  H.  W.  Jolins  Manville  Co., 
Limited. 
Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Traps 
Can.  H.  W. 
Limited. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company,  F.  II. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co..  Ltd. 
Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 

Hope  &  Sons,  Henry 
S'eel  &  Radiation  Limited 


Johns-Manville  Co., 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville   Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
Desiytoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
(ioold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsli  &  Hentliorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon.  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Ciillis  &  Geoghegan 


ings    &  Spencer 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian  Bil 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons.  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Bird  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Compaiily 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

W^ll  Drilling  Plants 

American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  I-^imited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver    Wood  ■  Pipe  '  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 

Graphite  is  pure  carbon,  and  is  therefore  unatTected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 


commonly  used  in  prei)ared  paints. 


Anchor  B-H  Graphite  Paint 

Anchor  11-11  (iraphite  I'aint  beint^"  made  from  i)ure  (lra])liite  is 
therefore  the  ideal  i)aint  for  the  economical  and  successful  ])aintinL;'  of 
I'rid.yes,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"Enghsh"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


I 


RRANDR AM -HENDERSON 


Montreal 


I 
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Washing  Plant  at  Frenchman's  Bay. 


WASHED 

SAND 

We  now  carry  full  stocks  of 
WASHED  Sand  and  Gravel  in 
bins  at  our  Princess  St.  Dock. 

Quality  Guaranteed 

Ask  for  our  EUREKA  CONCRETE  SAND 

Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Built  of  Sackville  Freestone 


f  ip^iff  If 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance 


m 

"Quarried 
in 

Canada 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 
Toronto  Agent :  A.  P.  Steward,  Builders'  Exchange 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company   .  .  50 

American  Enameled  Brick  &  Tile  Co-  58 
American  Lead  Pencil  Company  . . 

American  Well  Works   

Anglins  Limited   64 

Armstrong  Cork  Company   

Art  Stone  Company    64 

Asphalt  &  Supply  Company    54 

Ault  &  Wiborg  Company    63 

Barber  Asphalt  Paving  Company.. 

Barber,    Frank    64 

B.  C.  Lumber  Commissioner   

Beatty  &  Sons,  Limited,  M   66 

Bessemer  Limestone  Company  ....  65 

Bird  &  Son    62 

Black  Building  Supply  Company  ..  10 

Blair  Company,  B   1'' 

Boving  Hydraulic  &  Engineering  Co. 

Brandram-Henderson  Co   14 

Britnell  Company,  Limited    58 

Burlington  Steel   Company    H 

Canada  Cement  Company   67 

Canada  Crushed  Stone  Corporation 

Canada  Iron  Foundries,  Limited  . .  58 

Canada  Wire  &  Iron  Goods  Co.  . .  63 

Canadian  Billings  &  Spencer  . .  

Canadian  Blower  and  Forge  Co.  . .  66 

Canadian  Brass  Mfg-  Co   53 

Canadian  Consolidated  Rubber  Co..  3 

Canadian  Dolarway  Paving  Co.    . .  18 

Canadian  Ingersoll-Rand  Co  

Canadian  Office  School  Inirniture  Co.  64 

Canadian  Pipe  Co.,  Ltd   51 

Carey  Company,  Philip   

Canadian   Chicago    Bridge    &  Iron 

Works    63 

Chipman  &  Power   64 

Conduits  Company,  Limited    63 

Cook,  A.  D  

Crushed  Stone  Limited    58 

Dake  Engine  Company    58 

Darling  Bros-   

Dennis  Wire  &  Iron  Company  ... 

DesMoines  Bridge  &  Iron  Works..  65 

Dikeman  Surveyor  Company   

Dominion  Concrete  Company    13 

Dominion  Engineering  &  Inspection 

Company    •)4 

Dominion  Iron  &  Steel  Company.,  (il 

Dominion  Paint  Works    7 

Dominion  Road   Machinery   Co.    . .  3 

Dominion  Sewer  Pipe  Company  ..  J".) 


Dominion  Wire  Rope  Co   68 

Dunlop  Tire  &  Rubber  Co  

Elk  Fire  Brick  Company    55 

Ford   Meter   Box   Company    56 

Foster,  W.  L  

Eraser,  W   13 

Gartshore,  John  J  

Gartshore-Trompson  Pipe  &  Foun- 
dry Company    51 

Gent  Company    55 

Gillis  &  Geohegan   10 

Goodwin-Barsby  &  Company    55 

Goold,  Shapley  &  Muir  Company..  63 

Gray  Construction  Co.,  John  V-   . .  51 

Hadden  &  Mi^es    g4 

Hagersville  Contracting  Company..  11 

Hamilton,   S.  W   g4 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   52 

Hope  &  Son,  Henry    5 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Co   56 

Inp^lis  Company,  John    49 

lona  Gypsum  Company    61 

Jenckes  Machine  Co-    7 

Kerr  Engine  Company,  Limited   . .  4 

,L'Air  Liquidc  Society   

Lea,  R.  S   (U 

Lightfoot,  Stanley    64 

London  Concrete  Machinery  Co.  ..  13 

Luxfer  Prism  Company   

MacLean  Daily  Reports   

MacKinnon,  Holmes  &  Company..  53 

Manitoba  Bridge  Works  Co   20 

Mansfield  Engineering  Co   53 

Maritime  Bridge  Company    53 

Marsh  &  Henthorne,  Limited    51 

McAvity  &  Sons,  V  

McDougall  Caledonian  Iron  Works 

Company    18 

McGill  University    51 

McGregor  &  Mclntyre    65 

Meaford  Wlieelbarrow  Company  . .  53 

Metallic  Roofing  Company    59 

Miller  &  Company,  Geo.  M   64 

Montreal  Concrete  Works    8 

Mueller  Mfg-  Company.  H   3 


National  Iron  Works    54 

National  Steel  Car  Company   

Neptime  Meter  Company    59 

Noble,  Clarence  W  

Northern  Crane  Works   

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  59 

Ormsby  Company,  A.  B   30 

Osgood  Company   

Pacific  Coast  Pipe  Company    51 

Paterson  Mfg.  Company   

Pedlar  People   

Peerless  Form  Clamp  Co   07 

Pelletier  &  Fils,  Edouard    13 

■Pittsburg-DesMoines  Steel  Co-  ....  65 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company    03 

Piatt  Iron  Works    56 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company    57 

Reid  &  Brown    64 

Ric-wiL  Underground  Pipe  Cover- 
ing Company    52 

Rogers  Limited,  Alfred  . .  :   1 

Rogers  Agencies    55 

Rogers  Supply  Company    15 

Sackville  Freestone  Co   15 

Shgldons  Limited   ,  

Shipman  &  Co.,  Harold  C   64 

Smart  Mfg.  C(.).,  James   

Spielmann  Agencies  Rcgd  

Standard  Clay  Products  Limited..  19 
Standard  Steel  Construction  Co.  . .  58 
Standard  Underground  Cable  Co.  of 

Canada   .  ■ 

Stark  Rolling  Mills  Company    57 

Steel  Co-  of  Canada,  Limited    9 

Steel  &  Radiation    39 

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd.,  B. 

1^.   /• 

Tiffin  Wagon  Company   

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   54 

Turnl)nll  Elevator  Company   

Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co-   

Wettlaufcr  F.ros  

Wynne-Rol)crts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 


May  24,  1916 


THE  CONTRACT  RECORD 


17 


Specially 
Made 
Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.    A  striking  new  feature  is  our  con-  ' 
tinuous  reinforced  concrete  pipe. 

Farther  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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IT  IS  MAINTENANCE 

THAT  MAKES  GOOD  ROADS— 

No  matter  liow  good  a  pavement  you  put  down  it  will  go  to  rack  and  ruin  if  it  isn't  kept  up.  Figuring 
from  all  angles,  Concrete  makes  the  most  economical  roadway.  On  top  of  Concrete  spread  DOLAR- 
WAY  SURFACING  and  you'll  have  a.n  ideal  pavement.  A  pavement  that  is  dustless,  noiseless.  A 
guaranteed  pavement  agamst  climatic  influences  because  it  is  WATER  and  MOISTURE  PROOF. 

DOLARWAY  SURFACING  IS  CONCRETE  PAVEMENT  INSURANCE 

It  is  a  bituminous  preparation — -liquid  form — quick  in  its  action — easy  to  apply — one  to  three  cents  per 
square  yard  for  maintenance.  If  DOLARWAY  SURFACING  is  applied  regularly  your  roadway  will 
be  practically  indestructible.    PUT  IT  ON— KEEP  IT  ON. 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  West, 
WINDSOR,  ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneuri  &  William  Sts.,  Montreal. 
Manufacturers  of  BoilerSj  Castings,  Condensers,    Elevators,   Engines,   Filters,   Forgings,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whtels,  Water 


Lachine  Water  Works 
Threa  million  gallons,  eishty  pound*  domestic,  1601b*.  fire 


Work*  Plant*. 
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SWANSEA 

Salt  Glazed  and  VitriHed 

SEWER  PIPES 


.True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lininifs 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  light,  tlic  better  work  and  faster  work. 

lj\<r  Windows  must  be  strong.  Only  steel  gives  the 
required  rigidity. 

" FENESTRA  " 
Solid  Steel  Window  Sash 

Tlie  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factories  ; —St.  Catharines  and  Toronto 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johns,  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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Our  stock  is  complete  in  every  detail,  and  shipping  facilities  are 
the  very  best.  Your  letters  asking  for  information  and  quota- 
tions will  receive  immediate  attention.   Notice  our  large  range  of 

Concrete  Reinforcing  Bars 

Medium  Steel,  Square  Cold  Twisted,  sizes  from  %  to 
I      inches,  lengths  up  to  60  feet. 

Medium  Steel  Plain  Round  and  Square,  sizes  from  ^ 
to  I  ^  inches,  lengths  up  to  60  feet. 

Send  for  Monthly  Stock  List, 

Manitoba  Bridge  &  Iron  Works^  Ltd. 

WINNIPEG,  MAN. 


WM  It  preaches  Fresh  Air 


When  our  salesman  calls  on  a  prospective  purchaser  of 
Ormsby  Swartwout  Ventilators,  he  takes  this  little  model 
with  him.  Better  than  a  thousand  words  could  do  it,  this 
miniature  ventilator  explains  the  principle  of  semi- 
mechanical  ventilation. 

Working  on  that  principle,  the 


ORMSBY  SWARTWOUT 
ROTARY  VENTILATOR 


BALL-BEARING 


pulls  the  bad  air  out  of  a  building  by  the  force  of  a  partial  vacuum, 
constant  air  supply.   When  fitted  with  the  self-cleaning  pitched 
top,  it  serves  also  as  a  serviceable  skylight. 

All  sorts  of  work-rooms  in  factories,  mills  and  foundries  are 
successfully  ventilated  by  Ormsby  Swartwout.    Send  the  coupon 
for  "The  Gospel  of  Fresh  Air"  —  real  stories  of  ventilation 
experience.  It  tells  why  ventilation  pays. 

A.  B.  Ormsby  Co.,  Limited 

TORONTO 

Aiioclated  with  The  Met&I  Shingfle  &  Siding  Co.,  Ltd.,  Preston,  Montreal,  Winnipeg: 


It  af¥ords 
glass- 
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Who  Supplies  the  Heat? 

AS  long  as  specifications  are  written  we  presume 
there  will  arise  questions  which  will  admit 
of  two  interpretations  and  in  such  cases  one 
can  only  be  guided  by  precedent  and  com- 
mon sense.  Just  at  the  moment  we  are  in  touch  with 
a  dispute  between  an  owner  and  a  contractor  as  to 
whose  duty  it  is  to  pay  for  the  coal  that  heats  the 
building  during  part  of  the  construction  period. 

There  does  not  appear  to  be  any  question  but  that 
precedent  places  the  responsibility  on  the  owner.  Few 


contracts  make  mention  of  this  item  in  the  specifica- 
tion and  this,  so  far  .as  we  can  learn,  has  invariably 
been  interpreted  to  mean  that  the  owner  of  the  build- 
ing buys  the  necessary  coal  to  keep  working  conditions 
as  favorable  as  possible.  There  is  one  slight  difference 
in  the  specifications  in  question,  however,  in  that  the 
following  clause  occurs : 

"Coal,  water  and  electric  current  will  be  sup- 
plied by  the  owner  for  all  inirposcs  that  the  heat- 
ing contractor  may  require  to  effectively  prove 
and  test  the  system  during  the  time  of  execution 
and  completion." 

The  actual  point  in  dispute  is  that,  though  the 
heating  system  was  proved  and  accepted  on  January 
18,  1916,  work  continued  by  the  plasterer  and  carpenter 
up  to  March  26.  The  owner  claims  that  the  general 
contractor  is  liable  for  the  cost  of  the  coal  between 
these  two  dates. 

We  cannot  see  how  the  insertion  of  this  clause 
in  the  specification  effects  in  any  way  the  relationship 
between  the  general  contractor  and  the  owner,  or  be- 
tween any  of  the  sub-contractors  and  the  owner,  other 
than  the  heating  contractor.  No  single  case  has  ever 
come  to  our  attention  where  the  contractor  has  been 
held  responsible  for  the  heating  of  the  building  unless 
it  was  so  definitely  stated  in  the  specifications,  and  in 
such  cases  we  may  say  it  has  led  to  an  infinite  ainount 
of  trouble. 

The  work  in  question  is  on  a  church  in  the  pro- 
vince of  New  Brunswick,  where  the  custom  does  not 
appear  to  be  different  from  that  in  other  provinces  of 
the  Dominion.  The  writer  knows  of  at  least  two  very 
recent  cases  where  different  contracting  firms  com- 
pleted large  buildings  in  the  province  of  New  Bruns- 
wick. No  mention  was  made  in  the  specifications 
about  heating,  and  the  owners  assumed  the  responsi- 
bility without  the  question  ever  being  raised.  We 
fail  to  see  how  any  interpretation  could  be  put  on  the 
contract  in  question  that  would  place  any  responsi- 
bility on  the  contractor  to  pay  for  the  coal  to  heat  the 
building.  Possibly  some  of  our  readers  have  been  up 
against  experiences  of  this  nature  and  if  so  we  shall 
be  glad  to  hear  from  them,  either  for  publication  or 
for  our  private  information. 


Mill  Construction  and  Fire  Hazard 

NO  one  who  has  witnessed  a  large  conflagration- 
can  fail  to  realize  that  the  all-timber  building 
cannot  withstand  terrific  heat  if  directly  in 
the  path  of  fire.  On  the  other  hand,  build- 
ings of  fireproof  construction  with  fireproof  walls  and 
roof,  such  as  are  usually  built  to-day,  will  be  seldom 
ignited  and  may  be  easily  protected.  It  is  not  feasible, 
however,  to  build  entirely  of  a  fireproof  material,  such 
as  concrete,  because  of  the  difficulty  of  securing  mach- 
inery to  the  walls  and  floors.  For  this  reason  some 
builders  prefer  mill  construction  for  the  interior.  To 
meet  this  requirement  and  still  provide  a  fireproof 
structure,  as  far  as  possible,  is  the  problem  which 
confronts  the  present-day  architect  or  engineer. 

Experience  in  fire  protection  suggests  that  there 
should  be  as  little  combustible  material  as  possible  in 
the  construction  and  equipment;  each  floor  should  be 
entirely  cut  off  from  every  other  floor,  and  each  part  of 
the  building  should  be  equipped  with  fire  extinguishing 
apparatus.  The  advantage  of  reinforced  concrete, 
other  than  the  difficulty  mentioned  above  of  fastening 
machinery  to  it,  is  its  incombustible  nature.  Fires 
may  be  confined  to  one  floor  with  practically  no  danger 
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to  the  remainder  of  the  building.  It  must  be  remem- 
bered, however,  that  buildings  of  allnost  any  form  of 
construction  are  often  destroyed  by  the  burning  of 
their  combustible  contents.  The  floor  area  should 
thus  be  kept  down  to  a  minimum  consistent  with  the 
convenient  and  economical  operation  of  the  plant,  and 
especially  in  a  mill  construction  building  of  large  area 
should  be  divided  into  sections  by  fireproof  walls  to 
prevent  the  rapid  spread  of  fire. 

If  a  mill  work  building  is  necessary,  it  should  be 
of  slow  burning  construction.  Enough  wood  must, 
of  course,  be  used  to  insure  strength  and  stability,  but 
surperfluous  wood  surface  should  be  avoided.  It  is  a 
question  of  considerable  importance  just  how  the  quan- 
tity of  timber  to  be  used  should  be  disposed.  No  ar- 
chitect with  a  thought  for  fire  hazard  will  ever  plan  for 
either  manufacturing  or  mercantile  occupancy  those 
regular  fire  traps  known  as  "light  joist"  buildings. 

In  machine  shops  and  other  plants  requiring  es- 
pecially heavy  floor  construction  above  the  ground 
level,  steel  beams  are  generally  used.  In  such  con- 
struction provision  must  be  made  to  prevent  failure 
by  expansion  or  buckling  when  subjected  to  heat.  It 
is  obvious  that  where  steel  beams  or  posts  are  used, 
they  should  be  protected  from  fire  by  some  sort  of 
sheathing.  Another  matter  which  should  not  be  over- 
looked in  designing  a  building  is  the  consideration  of 
special  fire  hazards  incident  to  the  character  of  the 
work  to  be  done  within  the  building.  Sufficient  sta- 
tistics are  available  on  almost  every' well-known  manvi- 
facturing  process  to  indicate  just  what  elements  in 
such  processes  are  susceptible  to  fire.  Such  hazards 
should  be  segregated  to  a  separate  fireproof  compart- 
ment where  fire  may  rage  without  endangering  the 
rest  of  the  structure. 

There  remain,  however,  after  the  observance  of  the 
points  of  construction,  the  consideration  of  fire  ex- 
tinguishing apparatus.  It  is  obvious  to  any  well-in- 
formed person  that  the  manufacturer  who  builds  to- 
day without  provision  for  an  automatic  sprinkler  sys- 
tem, almost  wilfully  endangers,  not  only  the  life  of 
the  building,  but  the  lives  of  his  employees  as  well. 
There  are  many  details  to  be  considered  in  fire  pro- 
tection in  designing  a  factory,  and  the  subject  is  dealt 
with  in  some  detail  by  Mr.  Franklin  H.  Wentworth, 
of  the  National  Fire  Protection  Association,  in  a  paper 
which  is  reproduced  elsewhere  in  this  issue. 


Why  Were  Public  Tenders  Not  Called? 

CIRCUMSTANCES  of  more  than  usual  interest 
appear  to  surround  the  letting  of  contracts  for 
re-construction  going  on  in  old  Knox  College, 
Toronto.  This  is  Government  work,  and,  as 
such,  the  regulations  required  by  law  to  be  observed 
in  the  letting  of  Government  contracts  would  natur- 
ally be  followed.  Two  of  these  reg"ulatif)ns  are  ( 1 ) 
that  public  tenders  must  be  called,  and  (2)  that  a  fair- 
wage  clause  must  be  inserted  in  the  agreement.  For 
soine  reason  or  other  neither  of  these  rules,  it  is 
claimed,  were  observed.  In  one  case,  at  least,  too,  the 
wording  of  the  specification  appears  to  have  been 
such  as  til  eliminate  any  possiI)ility  of  comi)etiti(jn. 
Thtis,  in  the  plumber's  specification  the  name  of  cer- 
tain materials  that  must  be  installed  are  given  and 
the  name  and  location  of  the  manufacturer.  Wc  be- 
lieve the  Builders'  Exchange  of  the  city  of  Toronto 
have  taken  the  matter  up  and  are  investigating  the  cir- 
cumstances surrounding  the  letting  of  these  contracts. 


Canadian  No.  1  Construction  Battalion 

That  engineers  are  the  backbone  of  the  war  is  ap- 
parent, and  the  need  for  more  is  evidenced  by  the  fact 
that  a  Canadian  construction  battalion  has  been  au- 
thorized and  is  well  on  the  way  with  its  recruiting. 
Two  companies  are  to  be  raised  in  Ontario  and  two 
in  Quebec.  Recruiting  has  been  actively  iinder-  way 
for  the  last  few  days  in  Toronto  and  already  approxi- 
mately 200  men  have  enlisted.  Active  recruiting  will 
commence  immediately  in  Montreal  for  the  500  engi- 
neers required  for  the  Quebec  section.  It  is  expected 
the  battalion  will  be  completed  in  a  very  short  time 
and  will  proceed  overseas  shortly  afterwards. 

The  construction  battalion  will  work  in  conjunc- 
tion with  the  Royal  Engineers,  and  their  work  gen- 
erally will  be  repairing  and  replacing  works  destroyed ; 
also  work  on  the  lines  of  communication.  The  unit, 
which  will  be  known  as  No.  1  Construction  Battalion, 
is  under  command  of  Lieut. -Col.  Blair  Ripley,  a  civil 
engineer  who  has  had  long  and  varied  experience  in 
construction  work  in  dififerent  parts  of  the  Dominion. 
During  the  past  ten  years  he  has  been  employed  as 
construction  engineer  with  the  C.  P.  R.,  and  during 
that  time  has  been  identified  with  the  erection  of  some 
of  the  largest  viaducts  in  Canada.  He  was  engineer  in 
charge  of  the  C.  P.  R.  grade  separation  at  Toronto 
up  to  the  time  of  his  appointment  as  Lt.-Col.  of  the 
Construction  Battalion.  The  unit  will  be  composed 
of  1,040,  officers  and  men,  and  will  be  specially  attrac- 
tive to  engineers  and  construction  men.  It  has  been 
raised  at  the  direct  request  of  the  British  War  Office, 
and  every  officer  in  the  battalion  will  be  a  civil  engi- 
neer. The  men  will  be  instructed  in  railway  construc- 
tion, bridge  construction  and  such  work,  by  men  com- 
petent in  these  lines  of  engineering  work,  The  general 
class  of  men  required  is  bridge  and  building  men,  con- 
struction men,  and  all  classes  of  skilled  and  unskilled 
railway  workers. 

The  officers  who  have  been  appointed  for  the  bat- 
talion under  the  command  of  Lieut. -Col.  Ripley,  are : 
Capt.  and  Adjt.  T.  R.  Loudon  ;  Capt.  J.  H.  Byrne  ;  Capt. 
R.  R.  Holland ;  Capt.  A.  R.  Ketterson ;  Capt.  H.  G. 
Henson,  paymaster;  Capt.  V.  G.  Davis,  quarter- 
master; Lieuts. — G.  O.  Fleming;  J.  B.  Heron;  F.  G. 
Cross;  H.  R.  McQueen;  O.  P.  Hertzberg;  H.  L.  Gil- 
mour;  G.  S.  Grant;  and  V.  A.  E.  Steel. 

Recruiting  in  Montreal  will  be  in  charge  of  Capt. 
Ketterson,  with  Lieuts.  Cross  and  McQueen  assisting 
him. 


Road  Dragging  Competition 

By  lending  financial  su])port  to  road  dragging  com- 
petitions, the  Provincial  Public  Works  Department 
hopes  to  greatly  improve  Manitoba  country  roads. 
Instead  of  only  fifteen  municipalities  taking  up  the 
competitions,  the  government  desires  that  the  110 
municipalities  participate.  An  instructor  will  be  ap- 
l)ointed  to  assist  in  the  work  for  not  exceeding  two 
months.  An  organizer  will  be  appointed  t-o  assist  in 
forming  the  new  districts.  The  government  will  make 
a  grant  of  $2.50  a  mile  of  road  entered  in  the  competi- 
tion and  dragged  for  a  season  not  shorter  than  May 
1  to  October  31. 

'i'he  Manitoba  Good  Roads  Association  inaugur- 
ated the  road  dragging  comi)etiti()ns,  and  the  contests 
will  still  be  under  the  auspices  of  the  association, 
which  will  get  the  usual  grant  from  the  government. 

A.  C.  iMiimett,  secretary  of  the  association,  will 
likely  be  asked  to  accept  the  position  of  organizer  of 
(he  conqx'lition  and  districts. 
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The  Design  of  Highway  Bridge  Floors 

Determination  of  Loads  and  Stresses — Discussion 
"on    Different    Types    of    Surfacing  Materials 


The  design  of  highway  bridges  is  more  complicated 
than  that  of  ordinary  raih'oad  bridges,  partly  because 
of  the  complications  introduced  by  the  paved  floor 
and  the  provision  necessary  for  supporting  it  and  pro- 
viding for  its  proper  drainage,  partly  because  of  the 
varied  character  of  the  applied  loads,  and  partly  be- 
cause of  the  difficulty  in  determining  the  width  neces- 
sary to  furnish  reasonable  accommodation  for  present 
and  future  trafific.  The  whole  subject  is  discussed  in 
a  recent  paper  by  Mr.  Charles  M.  Spofford,  before  the 
Engineers'  Society  of  Western  Pennsylvania,  with 
special  reference  to  the  floors  and  floor  surfaces.  The 
following  extracts  are  from  Mr.  Spofford's  paper: 

For  convenience  in  presentation,  the  subject  will 
be  treated  under  the  five  following  main  headings, 
each  of  which  will  be  sub-divided : 

(1)  applied  loads;  (2)  width  of  roadway;  (3)  wear- 
ing surfaces;  (4)  supports  for  wearing  surfaces;  (5) 
distribution  of  loads,  computations  and  unit  stresses. 

Applied  Loads 

This  subject  may  be  treated  under  the  following 
subdivisions: — (a)  automobiles;  (b)  horse-drawn  ve- 
hicles; (c)  electric  cars;  (d)  road  rollers;  (e)  crowds 


occur  in  a  mixed  crowd  consisting  of  peo])le  of  both 
sexes  and  of  varied  heights.  That  extreme  crowds 
may  frequently  occur  on  bridges  is  shown  by  experi- 
ence, and  that  such  loads  may,  over  a  portion  of  the 
bridge  at  least,  amount  to  100  pounds  per  square  foot 
is  readily  believable.  This  is  particularly  true  for 
bridges  so  located  that  large  crowds  may  be  attracted 
by  reason  of  possible  accidents  on  nearbly  railway 
tracks  or  structures,  by  boat  races  underneath,  by 
wrecks  such  as  the  recent  overturning  of  a  passenger 
steamer  in  Chicago  on  the  river  immediately  adjoining 
a  bridge,  or  by  panic  conditions  occurring  on  the  bridge 
itself." 

Miscellaneous  Loads 

Amongst  the  miscellaneous  loads  which  may  be 
applied  to  bridge  floors  are  electric  trains,  cable  con- 
duits, water  and  gas  mains  and  similar  structures.  The 
weight  of  most  of  these  may  be  given.  Some  allow- 
ance- should  be  made  for  snow  loads  in  the  case  of  a 
highway  swing  bridge  when  in  an  open  position,  al- 
though it  need  not  be  considered  in  determining  the 
stress  with  bridge  in  closed  position,  as  the  presence 
of  snow  on  the  floor  would  prevent  the  application  of 


A  combined  wood  block  and  brick  pavement.—Cost,  including  all  other  floor  materials,  75c  per  sq.  ft. 


of  people;  (f)  miscellaneous  loads,  such  as  trains, 
water  pipes,  cables,  snow,  etc. ;  (g)  uniform  load  and 
combinations  of  various  live  loads;  (h)  impact;  (i) 
dead  weight;  (j)  legal  requirements. 

The  uniform  loads  due  to  motor  trucks  are  some- 
what greater  than  the  uniform  loads  usually  specified 
for  highway  bridge  trusses,  but  even  were  such  trucks 
in  common  use  no  excess  allowance  over  the  ordin- 
arily specified  uniform  load  need  be  made  for  trusses 
or  girders,  except  in  the  case  of  very  short  spans,  as 
the  probability  of  such  a  truck  being  on  any  bridge 
simultaneously  with  full  uniform  loading  from  other 
vehicles  is  practically  nil. 

As  indicated  by  the  following  discussion  of  horse- 
drawn  vehicles,  it  would  appear  that  motor  trucks 
are  not  used  to  handle  the  extremely  heavy  loads 
which  occasionally  cross  city  bridges. 

In  all  large  cities  exceptionally  heavy  loads  are 
occasionally  hauled  through  the  streets.  Amongst 
the  heaviest  of  such  loads  are  machinery,  parts  of  safe 
deposit  vaults,  steel  girders,  truss  members,  blocks 
of  granite  or  other  stone  and  heavy  merchandise. 

Experiments  show  that  the  weight  of  a  crowd  of 
people  when  carefully  selected  my  reach  the  high  fig- 
ure of  181.3  lbs.  per  square  foot.  The  writer  once  ob- 
tained a  weight  of  142.5  lbs.  per  square  foot  in  his 
office  by  filling  it  with  students  selected  at  random. 
It  is  doubtful  whether  weights  like  this  would  ever 


the  full  live  load.  The  proper  weight  to  be  allowed 
for  snow  depends  greatly  upon  the  part  of  the  country 
in  which  the  bridge  is  located. 

Combination  of  Live  Loads 

The  question  of  what  loads  shall  be  combined  in 
designing  the  various  parts  of  the  floor  system  is  one 
that  requires  serious  attention.  The  proper  allowance 
to  be  made  for  impact  on  the  floors  of  highway  bridges 
is  something  upon  which  opinions  vary  greatly. 

It  would  seem  to  the  writer  that  a  correct  allow- 
ance for  impact  on  highway  bridges  should  properly 
vary  with  the  character  of  the  paving,  the  irregularity 
of  an  ordinary  stone  block  pavement  being  such  as  to 
result  in  considerable  impact,  while  a  well-laid  wood 
block  pavement  in  good  condition  would  produce  but 
little  impact. 

Dead  Weights 

The  following  values  may  probably  be  safely  used 
in  determining  the  dead  weights  of  bridge  floors : 

Lbs.  per  cu.  ft. 
Hard   (yellow)  pine.  4  lbs.  per  ft.  B.  M. 
(Where  protected  by  waterproofing  and 

always  dry  ;  otherwise  use  4^  lbs   48 

Creo-resinate  yellow  pine  paving  blocks  ...  65 
Spruce  and  white  pine,  2^/  lbs.  per  ft.  B.  M.  30 

Bricks,  pressed  and  ^^aving   150 

Portland  cement  concrete   160 
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Tar  concrete  (base  for  asphalt  walks,  etc.)  125 

Silician  rock  (Simpson  Bros.)   140 

Trinidad  asphalt  (Barber  Asphalt  Co.),  re- 
fined   74 

As  laid   140 

Granolithic  or  artificial  stone    150 

Pavements  (exclusive  of  sand  cushion) :  Lbs.  per  sq.  ft. 

6-inch  granite  block   80 

4-inch  brick   50 

4-inch  Avood  block  (creo-resinate)   ....  22 

Roadway  waterproofing : 

ill-  thick  (felt,  roofing  pitch,  sand  and 
road  pitch)   12 

Buckle  plates   10  to  20 

Width  of  Roadway 

The  width  of  roadway  necessary  to  provide  for 
traffic  of  various  quantities  and  intensities  has  an  ini- 
jiortant  bearing  upon  the  design  of  the  floor,  and  the 


away,  in  part  at  least,  with  the  temptation  to  use 
plank  floors  for  city  bridges  except  for  bascule  bridges, 
the  floors  of  which  must  be  so  constructed  that  they 
will  not  slip  ofif  when  the  bridge  is  raised.  Even  if 
it  is  planned  to  use  wooden  sheathing  at  the  outset 
to  reduce  the  first  cost  of  a  given  bridge,  it  would, 
nevertheless,  seem  wise  to  design  the  permanent  struc- 
ture to  carry  the  weight  of  a  wood  block  floor,  as  the 
additional  cost  would  not  be  large  and  increase  of 
traffic  would  probably  eventually  result  in  the  demand 
for  a  better  floor. 

The  common  type  of  wooden  bridge  sheathing  con- 
sists of  two-inch  spruce  planks  planed  on  one  side  to 
1%  in.  thick,  laid  either  diagonally,  at  an  angle  of 
60  degrees,  or  at  right  angles  to  the  axis  of  the  bridge, 
and  supported  on  an  under  floor  of  untreated  yellow 
pine  to  which  it  is  nailed. 

The  life  of  spruce  sheathing  on  bridges  carrying 
heavy  traffic  in  a  wet  summer,  such  as  the  past  sum- 


Concrete  arch  bridge  with  a  bituminous  macadam  roadway  and  granolilhic  walk. 


writer  has  in  consequence  collected  a  considerable 
amount  of  data  upon  the  subject. 

The  width  of  ordinary  horse-drawn  vehicles  as 
measured  in  the  streets  of  Boston  is  given  in  the  fol- 
lowing table,  in  which  (a)  equals  distance  out  to  out 
of  hubs ;  (b )  equals  distance  out  to  out  of  wheels ; 
(c)  equals  distance  out  to  out  of  whiffletrees : 

(a)       (b)  (c) 

Hay  wagon   7.75      7.00  8.00 

Heavy  express   7.65     6.70  7.90 

Heavy  express   7.80     6.70  7.60 

Ice  M'agon   7,40     6.60  7.00 

Hack   6.08     5.25  6.83 

Coal  wagon  (3-horse)   8.50      ....  10.83 

Statistics  upon  width  of  and  traffic  upon  various 
streets  may  be  useful  in  determining  the  question  of 
proper  width  of  bridges.  It  should  be  borne  in  mind, 
however,  that  the  capacity  of  a  bridge  in  vehicles  per 
hour  is  considerably  greater  than  that  of  a  street  be- 
cause of  the  freedom  from  interruption  by  traffic  on 
intersecting  streets  and  by  vehicles  stopping  at  the 
curb  to  discharge  and  receive  freight  and  passengers. 

Wearing  Surfaces 

Wearing  surfaces  for  highway  bridge  floors  may 
be  classified  under  the  following  heads:  (a)  j^lank, 
(b)  stone  block,  (c)  wood  block,  (d)  brick,  (e)  asphalt, 
(f)  miscellaneous. 

Plank 

Such  floors  are  commonly  used  for  country  bridges. 
They  have  also  fre(|uently  been  used  for  movable  city 
bridges  carrying  heavy  traffic  where  lightness  of  floor 
is  important  for  economical  operation,  as  well  as  for 
low^  cost  of  permanent  structure,  and  has  been  con- 
sidered as  more  important  than  the  disadvantage  due 
to  frequent  renewal  of  a  plank  wearing  surface.  The 
introduction  of  wood  block  ])avement  and  of  certain 
patented  forms  of  wood  pavement  has,  however,  made 
it  possible  to  construct  a  light  floor  much  more  dur- 
able than  a  plank  floor  and  has  in  consequence  done 


mer  has  been  in  Boston,  may  not  be  longer  than  from 
six  to  ten  weeks,  and  the  sheathing  may  have  to  be 
replaced  five  or  six  times  per  year,  so  that  it  is  evi- 
dent that  it  is  bound  to  prove  unsatisfactory.  At- 
tempts have  been  made  in  Boston  to  lengthen,  by  the 
use  of  preservatives,  the  life  of  such  sheathing  on 
bridges  where,  because  of  the  lack  of  strength  of  the 
structure  or  for  other  reasons,  the  laying  of  a  thicker 
and  heavier  pavement  is  impracticable.  A  number  of 
preservatives  have  been  tested  and  found  to  be  un- 
successful. The  writer  is  informed  that  Tylose  pre- 
servative has  given  the  best  results  and  that  planks 
coated  with  this  on  both  sides  have  lasted  13  weeks, 
compared  with  10  weeks  for  untreated  planks  laid 
alongside.    Tarvia  has  been  tried  without  success. 

Untreated  spruce  sheathing  in  place  on  Boston 
bridges,  laid  in  accordance  with  the  specification  re- 
cently quoted,  costs  about  $38  per  1,000  cubic  feet, 
$10  of  which  is  the  labor  cost  of  removing  the  old 
sheathing  and  laying  the  new.  This  total  price  is 
equivalent  to  7.6  cents  per  square  foot. 

Stone  Block 

Stone  block  pavement  is  very  durable  and  admir- 
ably adapted  for  heavy  traffic.  It  is  expensive,  both 
in  first  cost  and  in  the  weight  it  imposes  upon  the 
structure. 

In  Boston,  it  has  been  the  custom  to  lay  this  pav- 
ing on  a  sand  cushion  varying  in  thickness  from  1 
in.  to  3  ins.,  the  sand  being  necessary  to  take  up  the 
irregularities  which  occur  in  the  blocks.  The  nominal 
depth  of  the  blocks  commonly  used  in  Boston  is  6 
inches  ;  in  Philadelphia  5-inch  blocks  are  used,  and  in 
Pittsburgh  granite  and  limestone  blocks  varying  in 
dei)th  from  5  to  7  inches  are  specified.  The  length 
of  granite  blocks  varies  from  8  to  12  inches  and  the 
width  from  3j/2  to  Ay^  inches. 

Stone  block  pavement  cannot  be  used  on  bascule 
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bridges,  as  it  would  shift  or  slide  as  the  bridge  is 
raised. 

The  cost  of  stone  block  pavement  with  pitch  joints 
laid  in  place  in  Boston,  exclusive  of.  sand  cushion,  is 
at  the  present  time  about  $2.50  per  square  yard.  Its 
weight  is  about  90  lbs.  per  square  foot. 

Wood  Block  Pavement 

Wood  block  pavement  seems  to  be  especially  suit- 
able for  bridges,  since,  in  addition  to  providing  an 
excellent  wearing  surface,  it  is  light  in  weight  and 
regular  in  thickness,  making  it  possible  either  to  elim- 
inate the  sand  cushion  or  to  reduce  it  considerably  in 
thickness.  Great  care  must  be  taken  in  laying  this 
paving  to  insure  satisfactory  results.  The  blocks 
should  be  thoroughly  impregnated  with  preservatives, 
and  expansion  joints  should  be  provided.  The  sup- 
porting surface  should  be  sufficiently  rigid  to  prevent 
disintegration  due  to  deflection. 

Experience  in  Boston  would  indicate  that  it  is 
undesirable  to  lay  wood  block  pavement  directly  upon 
a  plank  floor,  or  on  other  hard  bearing  surface,  since 
the  blocks  are  not  uniform  in  thickness.  A  layer  of 
asphalt  mastic  three-quarters  of  an  inch  thick,  made 
of  one  part  of  asphalt  and  six  parts  of  sand  properly 
mixed  and  laid  hot,  has  given  good  results  on  Boston 
bridges  with  timber  sub-planking.  Philadelphia 
specifications  require  the  blocks  to  be  laid  on  a  layer 
of  sand  and  cement  1  inch  in  thickness,  mixed  dry 
in  proportions  of  one  part  of  cement  to  four  parts  of 
sand,  and  sprinkled  with  water  immediately  before 
the  block  is  laid. 

Wood  block  pavement  may  be  safely  used  on  bas- 
cule spans  if  properly  fastened.  Mr.  J.  B.  Strauss, 
of  the  Strauss  Bascule  Bridge  Company,  states  that 
it  is  his  practice  either  to  toe-nail  the  blocks  directly 
to  the  sub-planking%  or  else  to  lay  steel  angles  spaced 
4  feet  to  6  feet  apart  and  spiked  to  the  sub-planking, 


are  all  heart  wood  making  it  possible  Id  do  this  with- 
out splitting  the  blocks. 

The  cost  of  4-inch  wood  block  pavement  as  laid 
in  Boston  in  1914,  with  a  five-year  guarantee,  averages 
about  $2.50  per  square  yard  in  place,  exclusive  of 
cushion.  It  varies  greatly,  however,  with  the  density 
of  traffic. 

Brick 

Brick  pavements  may  be  used  on  bridges  with  sat- 
isfactory results.  Such  a  pavement  is  cheaper  than  a 
wood  block  pavement  and  lighter  than  a  stone  bkjck 
pavement.  The  bricks  should  be  laid  on  a  sand  or 
mastic  cushion  similar  to  those  described  under  the 
heading  "Wood  Block  Pavement,"  and  expansion 
joints  should  be  provided.  The  city  of  Philadelphia 
specifies  that  the  bricks  should  be  3j/^  ins.  in  width, 
4  ins.  in  depth,  and  8j/^  ins.  in  length,  and  that  they 
shall  not  vary  in  depth  and  width  to  exceed  %  in.,  nor 
in  length  to  exceed  j/2  in.  They  are  also  recjuired  to 
have  raised  lugs  on  one  side  not  to  exceed  %  inch  in 
height.  The  cost  of  brick  pavements  in  place  in  Boston 
is  about  $1.75  per  square  yard  exclusive  of  sand 
cushion. 

Asphalt 

Asphalt  pavements  should  not  be  laid  on  bridges 
except  where  a  floor  base  of  concrete  or  other  rigid 
material  is  employed.  It  should  not  be  used  on  bas- 
cule spans. 

Miscellaneous  Pavements 

A  patented  pavement,  the  Shuman  pavement,  con- 
sists of  narrow  parallel  wooden  strips  of  maple,  treated 
with  asphalt  and  fastened  together  in  the  form  of 
blocks  about  2  feet  wide  by  5  feet  to  7  feet  long  by  4 
inches  thick.  This  pavement  is  apparently  no  longer 
manufactured  by  the  patentees,  but  it  is  still  built  by 
the  city  of  Boston,  which  has  the  patent  rights  for 
municipal  work  in  that  city.  This  pavement  is  light 
in  weight  and  can  be  securely  fastened  to  a  timber 


A  granite  block  road  floor  on  a  sand  cushion,  with  an  asphalt  sidewalk-  Cost,  60c.  per  sq.  ft. 


these  angles,  which  are  laid  at  right  angles  to  the 
centre  lines  of  the  bridge,  being  intended  to  act  as 
shelves  when  the  bridge  is  raised. 

Hexagonal  wood  blocks  are  sometimes  use.  The 
makers  claim  that  such  blocks  knit  together  in  such 
a  manner  as  to  equally  distribute  traffic  loads,  and  that 
blocks  as  thin  as  2j/^  inches  may  be  used  satisfactorily 
for  bridge  floors.  The  expansion  of  such  blocks  is 
radial  and  is  said  to  be  much  less  than  that  of  rec- 
tangular blocks.  The  Public  Works  Department  of 
Chicago  is  about  to  try  this  form  of  blocks,  cut  from 
young  cypress,  on  a  bascule  bridge  at  Belmont  Ave- 
nue, laying  the  blocks  directly  on  a  solid  plank  floor 
6  inches  thick.  Every  third  block  is  to  be  face-nailed 
directly  into  the  §ub-planking,  the  fact  that  the  blocks 


underplanking,  making  it  especially  desirable  for  bas- 
cule spans. 

Macadam  paving  is  probably  seldom,  if  ever,  used 
for  other  than  reinforced  concrete  or  masonry  bridges, 
where  it  can  be  laid  on  a  solid  base  in  the  ordinary 
manner  used  for  street  construction. 

Supports  for  Wearing  Surfaces 

It  is  the  writer's  opinion  that  timber  flooring  con- 
sisting of  yellow  pine  ties  and  planking  is  most  sat- 
isfactory for  ordinary  city  bridges.  Such  a  flooring 
has  been  used  with  considerable  success  in  Boston, 
and  is  the  commonly  adopted  type  of  flooring  in  that 
city.  Floors  with  timber  sub-planking  are  also  re- 
commended for  New  York  City  bridges  by  Edward  A. 
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Byrne,  Assistant  Chief  Engineer,  Department  of 
Bridges,  New  York  City. 

The  principal  advantages  of  this  form  of  flooring 
are  its  very  considerable  rigidity,  combined  Avith  light- 
ness and  consecjuent  cheapness  for  the  bridge  as  a 
whole.  If  the  timber  planking  is  laid  with  tight  joints 
snch  a  floor  is  practically  fireproof. 

The  life  of  )fellow  pine  planking  in  bridge  floors, 
when  properly  protected  by  waterproofing,  is  probably 
not  less  than  twenty  years,  while  the  steel  superstruc- 
ture has  been  known  to  give  out  in  less  time  than  this. 

Buckle  plate  floors  have  proven  satisfactory  for 
stone  block  pavement.  They  are  not  especially  rigid 
and  may  give  considerable  trouble  Avith  wood  block 
pavements. 

Concrete  and  reinforced  concrete  floors  and  brick 


faces,  no  distribution  can  be  counted  upon  other  than 
that  over  the  base  of  the  block  itself. 

For  a  pavement  of  the  Shuman  type,  described  above, 
consisting  of  pa.rallel  strips  laid  edgewise,  giving  sec- 
tions of  some  little  length  and  considerable  thickness, 
a  reasonable  distribution  of  the  load  will  occur  until 
the  surfacing  is  reduced  by  wear  so  much  that  it  should 
be  replaced. 

Distribution  Due  to  Continuity 

Under  (b)  an  approximate  analytical  solution  is 
possible,  although  such  a  solution  should  be  used  as  a 
guide  rather  than  as  an  accurate  determination  of  the 
distribution. 

The  assumption  commonly  made  in  the  design  of 
railroad-bridge  floors,  that  the  rails  distribute  the  load 


stone  arch  bridge  with  Telford  macadam  floor  surface— Cost  39c  per  sq.  ft. 


arch  floors,  while  durable  and  rigid,  are  very  heavy, 
and  in  consequence  impose  an  unnecessarily  heavy 
load  upon  the  permanent  structure. 

Distribution  of  Load 

The  determination  of  the  correct  distribution  of 
the  applied  load  over  the  various  supporting  members 
of  the  floor  system  is  a  problem  which  does  not  admit 
of  a  definite  solution,  owing  to  the  extreme  statical  in- 
determinateness  of  the  system.  The  problem  may  be 
considered,  however,  tmder  two  heads:  (a)  the  efifect 
of  the  paving  or  other  surfacing  in  distributing  the 
load  over  its  supports,  and  (b)  the  effect  of  the  con- 
tinuity of  the  supporting  surface  and  of  the  street  car 
rails  in  distributing  the  load  over  the  stringers. 

Distribution  Due  to  Paving 

The  distribution  under  (a)  is  evidently  a  matter  of 
experimental  investigation,  and  so  far  as  the  writer  is 
aware,  no  such  investigations  have  been  made.  For 
a  sheathed  floor  in  good  condition,  considerable  dis- 
tribution may  occur,  but  when  the  sheathing  is  old, 
none  can  be  counted  upon.  It  would,  therefore,  seem 
wise  to  make  no  allowance  in  the  design  of  such  a 
floor  for  the  distribution  due  to  the  sheathing. 

In  the  case  of  stone  block  paving  laid  on  paving 
sand  over  a  layer  of  waterproofing  material,  the  dis- 
tributing effect  of  the  sand  and  waterproofing  is  con- 
siderable, and  it  would,  seem  justifiable  to  consider  a 
wheel  load  as  distributed  uniformly  over  the  base  of 
a  frustrum  of  a  pyramid  with  sides  sloping  at  forty- 
five  degrees  and  with  an  upper  surface  ec|ual  to  the 
base  of  the  paving  block. 

For  brick  or  wood  block  paving  a  c()nsideral)lc  arch- 
ing'efifect  may  ])crhaps  occur,  but  it  would  seem  un- 
wise to  count  upon  this  to  distribute  the  load,  which 
should,  be  considered  as  distributed  in  a  similar  manner 
to  that  suggested  for  stone  block  pavement,  provided 
the  pavement  is  laid  u])()n  sand  or  other  yielding  sub- 
stance.   If  laid  directly  upon  j^lanks  or  other  hard  sur- 


over  three  ties,  may  be  properly  made  in  the  case  of  a 
highway  bridge,  but  the  tie  loads  resulting  from  a  50- 
ton  trolley  car  thus  distributed  would  be  less  than 
those  coming  from  a  20-ton  truck  on  two  axles  distri- 
buted through  the  floor  planking,  and  hence  would  not 
ordinarily  be  the  controlling  factor  in  determining  the 
size  of  a  tie.  It  would  seem  proper,  however,  to  test 
the  strength  of  tie  and  planking  for  any  given  bridge 
by  determining  the  stresses  due  to  a  derailed  car, 
which  case  might  readily  be  the  controlling  factor  in 
the  design. 

The  designer  should  bear  in  mind  that  the  failure 
of  the  floor  supporting  surface  would  not  result  in 
the  serious  consequences  that  would  follow  the  failure 
of  the  stringers  or  of  the  trusses  and  girders.  Fail- 
ures in  the  floor  system  occurring  in  well-designed 
bridges  would  be  due  to  exceptionally  heavy  loads,  in 
which  case  the  burden  of  responsibility  might  well 
fall  upon  the  transporting  companyi 


Barrett  Roof  Guarantees 

The  Barrett  Company,  17  Battery  Place,  New  York, 
have  given  notice  to  contractors,  architects,  and  other 
interested  i)arties,  that  in  future  a  twenty-year  surety 
bond  guaranty  will  be  given  without  charge  on  all  Bar- 
rett Specification  Roofs  of  fifty  squares,  or  more,  in 
the  United  States  and  Canada,  in  towns  of  25,000  or 
over,  or  any  smaller  place  where  the  company's  inspec- 
tion service  is  available — ])rovided  the  roof  is  laid  by 
an  ai:)pr()ved  roofing  contractor  and  in  strict  accord- 
ance with  the  Barrett  specificaticms.  The  experience 
of  this  company  is  that  the  Uarrett  roof  will  last  for  a 
minimum  of  twenty  years  without  rejiairs  and  they 
are  so  convinced  of  this  that  they  are  willing  to  give 
a  twenty-year  guarantee.  The  l)ond  will  be  issued  by 
the  United  .States  Fidelity  and  Guarantee  Company 
of  i!altimorc,  one  of  the  largest  and  best-known  surety 
com|)anies  on  llic  continent. 
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The  Adaptability  of  Paving  Materials 

To  Different  Conditions  and  Localities— A  Good  Opportunity 
for  Utilization  of  Local  Materials— (Continued  from  May  17.) 

By  F.  C.  Pillsbury 

quicksand,  loam,  etc.,  than  stones  or  telford.  Its  ex- 
cellent (iualities,  however,  frequently  lead  to  its  use 
where  traffic  ctjnditions  are  too  severe. 

Clay,  in  its  natural  state,  is  of  about  as  little  value 
for  road  purposes  as  anything'  except  loam.  Its  pres- 
ence will  generally  lead  to  the  failure  of  any  surface 
that  may  be  laid  directly  upon  it,  except  in  climates 
free  from  frost  and  surfaces  subject  to  extremely  light 
traffic.  The  writer  considers  that  pavement  a  failure 
which  does  not  carry  the  traffic  for  which  it  is  de- 
signed, at  a  cost  of  construction  and  maintenance  that 
is  not  at  a  minimum,  although  he  realizes  that  there 
may  be  times  when  the  iinancia4  condition  of  the  com- 
munity makes  it  necessary  to  adopt  a  surface  that  will 
not  be  satisfactory  in  those  respects.  The  use  of  clay 
in  the  form  of  brick,  while  very  successful  from  every 
point  of  view,  under  proper  conditions,  has  failed  some- 
times for  extrinsic  reasons.  It  is  essential  that  a  brick- 
pavement  should  be  laid  upon  a  stable  base,  especially 
in  tlu>sc  clituates  subject  to  frost  action.  It  should  not 
be  used  under  very  heavy  steel  tire  traffic.  The  writer 
has  known  of  brick  ])avements  being  severely  criti- 
cized when  the  fault  did  not  lie  in  the  brick,  but  when 
it  was  laid  on  imperfect  foundation,  or  under  unsuit- 
able traffic  conditions,  or  both.  It  makes  an  excellent 
surface  for  inotor  vehicles,  and  need  not  be  slippery 
for  horses.  However,  the  greatest  care  should  always 
be  taken  by  means  of  testing  to  obtain  brick  of  pro- 
per quality. 


Sand,  in  its  natural  condition  is  very  seldom  adapt- 
ed to  use  on  any  kind  of  road  surface  unless  used  with 
some  other  material  or  as  an  auxiliary  for  the  aid  or 
relief  of  some  kind  of  surface.  Most  sands,  even  those 
that  are  very  fine,  have  qualit'ies  which  make  such  use 
desirable.  The  fact  has  been  well  established  that  the 
I)articles  of  sand,  when  used  in  any  bituminous  or  ce- 
ment mixture  for  road  purposes,  should  have  a  certain 
gradation  from  coarse  to  fine  in  order  to  obtain  the 
greatest  strength  and  other  ([ualities  necessary  for 
superior  endurance  of  the  pavement.  It  has  been 
found  that  even  the  loose  sand  of  Cape  Cod  can  be 
used  without  grading  or  the  addition  of  other  materi- 
als, except  asphalt  or  asphaltic  oil  or  tar,  to  gi\  e  very 
practical  results  for  country  roads  even  when  subject 
to  considerable  traffic  and  some  hea\'y  teaming,  ])ro- 
vided  there  is  excellent  drainage,  i)articularly  of  the 
subsoil.  This  type  of  pavement,  in  the  work  dc^ne 
with  the  Cape  Cod  sands,  is  but  an  ai)i)roximation  of 
sheet  asphalt,  the  difference  being  between  extreme 
care  taken  to  obtain  sands  of  proper  size,  form  and 
quality,  and  perfectly  adapted  asphalt  for  the  sheet 
asphalt  work,  and  the  absence  of  any  particular  care 
except  in  the  quality  of  the  bitumen.  Excellent  results 
from  sands  are  obtained  when  used  in  mixtures  of 
other  kinds,  with  gravel  or  broken  stone.  Experience 
has  proved  the  advantage  of  using  sand  as  a  binder  in 
laying  water-bound  macadam  under  certain  condi- 
tions ;  also  for  stopping  or  arresting  the  ravelling  of 
water-bound  macadam.  Its  use  with  blanket  or  film 
coats  of  bitumen  is  well  known.  It  frequently  hap- 
pens that  bituminous  macadam  commences  to  break 
up'  under  traffic  from  the  effect  of  moisture  and  frost 
or  moisture  alone,  and  the  prompt  application  of  a 
layer  of  sand  an  inch  or  more  in  thickness  over  such 
spots  prevents  their  breaking  uj).  Fine  loamy  sands, 
quicksands,  or  others  which  absorb  and  hold  moisture 
should  be  carefully  avoided  in  the  foundation,  as  their 
presence  when  too  near  the  surface  will  lead  to  its 
destruction  sooner  or  later.  In  such  cases  the  same 
precautions  and  methods  should  be  used  in  the  found- 
ations as  when  loam  or  clay  is  jjresent.  The  sand-clay 
roads  are  also  well  known,  but  they  are  of  little  value 
in  climates  where  frost  action  obtaiiis.  Sand  is  so 
various  in  its  composition  and  formation  and  the  re- 
sults so  various  that  unless  its  qualities  are  well  known 
a  careful  study  and  analysis  should  be  made  before 
using  in  any  important  work.  The  use  of  sand  not 
qualified  for  the  desired  purpose  may  lead  to  failure, 
particularly  in  high  grade  bituminous  and  Portland 
cement  mixtures. 

Gravel 

(iravel  occurs  in  such  a  multi])licity  of  forms  and 
compositions  that  it  is  impossible  in  a  paper  of  this 
kind  to  cover  its  use.  Unless  composed  of  rock  which 
is  too  soft,  or  containing  too  much  fine  material,  it 
is  very  valuable  as  a  paving  material  and  may  be  used 
in  many  different  ways  and  for  all  kinds  of  traffic  ex- 
cept that  of  extremely  heavy  weight.  Its  presence  in 
the  subgrade  is  desirable,  and  it  may  be  used  to  ad- 
vantage in  most  foundations,  being  better  adapted  for 
that  purpose  on  extremely  soft,  moist  soils,  such  as 


Stone 

.  Stone,  commonly  si)eakin'g,  is  generally  used  in 
pavements  by  the  following  methods:  in  foundations, 
in  water-bound  macadam,  bituminous  macadam,  bi- 
tuminous and  cement  concrete  and  stone  block  pave- 
ments. There  is  frequently  much  waste  of  money  in 
laying  stone  foundations,  as  they  are  often  put  in  where 
unnecessary,  or  where  clean,  stony,  or  sandy  gravel 
would  not  only  serve  the  purpose,  but  to  better  ad- 
vantage. This  depends,  of  course,  upon  local  condi- 
tions. The  question  is  constantly  arising  between  a 
choice  of  bituminous  macadam  or  concrete  and  water- 
bound  macadam.  Almost  always  the  choice  depends 
upon  the  volume  and  nature  of  the  traffic.  Water- 
bound  macadam  will  not  carry  any  appreciable  volume 
of  motor  vehicle  traffic  unless  protected  on  the  sur- 
face by  some  bituminous  or  other  treatment,  and  even 
then  the  traffic  must  be  light.  Where  there  is  much 
horse-drawn  traffic  it  is  sometimes  better  to  surface 
with  water-bound  macadam,  thus  obtaining  a  surface 
which  is  generally  less  slippery,  even  if  reconstruction 
is  frequently  ni^cessary.  There  is  much  to  be  said  as 
to  a  choice  between  bituminous  macadam  and  bitum- 
inous concrete,  but  as  with  most  other  materials,  much 
depends  upon  local  conditions.  There  is  a  wide  dif- 
ference to  be  obtained  in  the  quality  of  either  of  these 
l)avements.  This  may  be  due  to  different  methods, 
and  is  sure  to  follow  variations  in  the  quality  of  either 
the  mineral  aggregate  or  the  bitumen.  In  the  writer's 
opinion  the  local  conditions  should  govern  the  choice 
and  always  the  best  materials  available  should  be  ob- 
tained. It  is  not  necessary,  beside  being  dangerous,  to 
copy  any  set  specifications  covering  these  methods, 
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and  it  is  impracticable  to  lay  down  rules  to  be  followed 
in  making  a  choice.  The  natural  materials  that  are 
most  available  should  be  taken  and  used  to  the  best 
advantage  according  to  their  peculiar  qualities.  In 
many  cases  stone  blocks  might  be  used  to  much  bet- 
ter advantage  than  they  are,  provided  more  pains  were 
taken  in  laying  the  pavement,  as  well  as  in  making 
the  blocks.  For  those  reasons  many  cities  are  now 
suffering  from  rough  stone  pavements.  As  stone  pave- 
ments of  good  quality  are  probably  the  most  perman- 
ent and  will  carry  the  heaviest  traffic,  they  deserve 
more  consideration  than  they  have  generally  received. 
There  is  a  difference  of  ^opinion  as  to  the  wearing 
qualities  of  certain  kinds  of  stone. 

Bitumen 

Bituminous  i)avements  provide  for  all  kinds  of 
traffic  except  the  heaviest,  by  which  is  lueanl  the  ex- 
tremely heavy  traffic  to  be  found  in  the  large  cities. 
Bituminous  pavements  have  been  the  subject  of  so 
much  discussion,  and  their  uses  are  so  familiar,  that 
this  paper  will  only  mention  in  a  brief  way  the  more 
common  methods,  surface  treatments  and  surface  com- 
positions, by  either  the  penetration  or  mixing  method. 
As  stated  under  the  use  of  broken  stone,  surface  treat- 
ments of  bituminous  materials  on  water-bound  mac- 
adam should  only  be  used  when  the  traffic  is  light,  or 
where  it  is  extremely  desirable  to  have  a  good  footing 
for  horses,  and  in  such  cases  where  the  traffic  is  at 
all  heavy,  it  is  better  not  to  adopt  the  blanket  coat 
method,' but  to  use  the  film  coat  method,  so-called. 
The  choice  between  tars,  oils  and  asphalts  is  often 
difficult  to  make.  It  is  not  possible  to  apply  so-called 
heavy  oils  or  tars  except  hot  and  in  a  blanket  coat,  as 
their  consistencies  are  such  that  a  considerable  body 
of  material  is  necessary  to  keep  its  place  on  the  sur- 
face of  the  road.  The  lighter  materials,  which  can  be 
sprayed  on  cold,  to  cover  the  surface  in  much  smaller 
quantity,  will  generally  give  more  satisfactory  and 
economical  results.  This  is  particularly  true  of  so- 
called  cut-backs  or  diluted  asphalts.  There  are  cases 
where  tars  for  surface  treatment  seem'  to  give  better 
results  than  other  materials,  and  the  same  may  be  said 
of  nearly  all  materials  used  for  surface  treatments. 
Bituminous  or  other  surface  applications  on  macadam 
or  gravel,  or  even  on  cement  concrete,  will  never  re- 
main long  enough  to  be  economical  where  there  is 
heavy  teaming  with  steel-tired  vehicles.  Usually  suffi- 
cient care  is  not  taken  in  using  bituminous  materials 
in  penetration  or  mixed  work.  Where  proper  care  is 
taken  in  selecting  the  right  kind  of  bitumen,  and  the 
right  kind  of  mineral  aggregate,  and  in  the  workman- 
ship  all  the  way  through,  bituminous  pavements  and 
surfaces  should  prove  more  economical  than  any  others 
for  all  traffic  of  the  present  day,  except  for  that  which 
is  very  light  or  very  heavy.  It  may  not  always  be, 
however,  the  most  desirable,  partly  on  account  of  slip- 
])eriness  which  sometimes  obtains,  oi'  local  reasons, 
its  widely  diversified  (|ualities  permit  of  its  use  under 
many  -different  constructive  conditions,  and  in  ])ave- 
ments  of  very  great  difference  in  cost.  It  enables  us 
to  use  sands,  gravels,  and  rocks  which  would  be  ])rac- 
tically  worthless  alone  or  with  any  other  material  than 
bitumen.  i')ituminous  pavements  have  failed  because 
of  inipro]jer  conditions  in  the  base.  Bituminous  pave- 
ments do  not  fail  any  more  than  other  kinds  of  ])ave- 
nients,  when  laid  luidcr  suitable  conditions,  and  com- 
])osed  of  good  bitumen,  with  the  ])roper  mineral  ag- 
gregate. 


The  choice  of  materials  also  depends  somewhat  up- 
on the  treatment  of  the  foundation.  Moisture,  with 
frost  action,  according  to  their  degrees  of  intensity, 
with  heavy  traffic,  usually  require  the  most  expensive 
and  strongest  pavements.  So  much  depends  upon 
drainage  in  such  cases  that  where  it  is  possible  to  ob- 
tain deep,  open  ditches  on  each  side  of  the  road,  cer- 
tain pavements  will  succeed  without  artificial  founda- 
tion where  without  the  side  ditches  or  drains,  even 
the  strongest  pavement  would  fail,  as  for  instance, 
Portland  cement  concrete,  or  stone  block  on  a  con- 
crete base.  For  the  sake  of  comparison,  consider 
climates  where  there  is  no  frost  action  with  that  of 
New  England.  In  countries  where  there  is  no  frost 
action  it  would  be  extravagant  to  build  the  types  of 
road  required  in  New  England  or  similar  cHmates. 
On  the  other  hand,  it  is  impossible  to  build  such  light 
or  thin  pavements  in  New  England  as  could  success- 
fully be  built  in  those  climates  free  from  frost  action, 
or  comparatively  so,  and  to  have  them  withstand  the 
weather  conditions. 

City  Streets 

City  streets  and  the  streets  of  the  larger  villages 
until  recently  were  considered  in  a  separate  class  from 
country  roads,  but  during  the  past  few  years,  and 
principally  due  to  the  ever  increasing  weight  and  vol- 
ume of  traffic,  the  main  through  roads  and  those  con- 
necting the  larger  centres  of  population,  have  come  to 
be  recognized  as  requiring  practically  the  same  treat- 
ment as  city  streets.  Sometimes  this  treatment  is 
more  costly,  as  in  the  case  of  old  highways  where  the 
foundations  and  drainage  have  to  be  taken  care  of,  as 
well  as  the  grades  and  alignments. 

The  greatest  skill  and  wisdom  is  necessary  in  the 
reconstruction  of  old  surfaces.  There  is  much  differ- 
ence of  opinion,  and  after  all,  the  selection  of  materials 
in  any  case  depends  more  than  any  other  thing  upon 
the  knowledge  and  judgment  of  those  making  the  se- 
lection. Advantage  should  be  taken  of  the  proximity 
of  any  natural  materials  that  may  possibly  exist.  This 
makes  it  necessary,  if  the  wisest  and  most  economical 
selections  are  to  be  made,  to  have  a  knowledge  as 
wide  as  possible  of  all  various  types  of  surfaces,  and 
all  materials  that  are  used  for  such  purposes,  including 
the  materials  in  their  natural  state.  It  is  with  this  in 
mind  that  the  writer  has  ventured  to  discuss  in  a  rudi- 
mentary way  the  simpler  applications  of  the  natural 
materials  in  their  more  common  uses. 


Goal  Harbor  Causeway  at  Vancouver 

Providing  the  moiiey  can  be  spared  from  the  vari- 
ous civic  departments  it  is  probable  the  long  talked-of 
Coal  Harbor  causeway  and  entrance  to  Stanley  Park, 
Vancouver,  will  he  proceeded  with  this  summer.  The 
actual  outlay  involved  is  approximately  $100,000,  of 
which  amount  the  Vancouver  and  District  Joint  Sew- 
erage and  Drainage  Board  will  contribute  $9,500  as 
its  pro])ortion  of  the  sewer  which  is  being  laid  in  the 
sea  wall.  This  work  will  form  a  link  in  the 
trunk  sewer  which  reaches  from  Brockton  Point 
through  Stanley  Park  across  Coal  Harbor,  and  thence 
by  tunnel  along  Park  Road  to  English  Bay,  picking 
up  the  city's  present  sewers  at  that  ])oint,  and  ulti- 
mately reaching  as  far  as  (iranville  Street,  along  Beach 
Avenue,  where  it  will  intercept  certain  outlet  sewers 
disi-liarging  at  i)resent  into  False  Creek. 
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A  Historical  Sketch  of  the  Grindstone  Quarries 
of  New  Brunswick  and  Nova  Scotia 


As  long  as  men  have  used  steel  tools  there  has 
been  the  need  for  grindstones  and  whetstones  to  give 
them  an  edge.  This  accounts  for  the  fact  that  the 
quarrying  and  manufacture  of  these  stones  was  one 
of  the  earliest  branches  of  the  stone  business  to  be 
developed  in  this  country.  It  is  an  industry,  however, 
that  is  narrowly  confined  to  the  few  localities  where 
suitable  deposits  of  sandstone  are  to  be  found.  Can- 
ada has  taken  an  important  part  in  the  production  of 
grindstones  and  whetstones,  for  the  reason  that  the 
sandstones  of  New  Brunswick  and  Nova  Scotia  have 
been  found  particularly  adaptable  to  this  use.  There 
is  one  fact  that  has  made  the  ])ro(luction  of  Canadian 
grindstones  among  the  most  interesting  of  all  (|uarry- 
ing  operations  in  the  world.  The  ledges  of  stone  that 
are  utilized  for  this  purpose  are  on  the  coast  line  and 
extend  out  into  the  ocean.  Much  of  the  stone  is  act- 
ually extracted  beneath  the  sea  level. 

One  of  the  most  important  centres  of  the  Canadian 
grindstone  industry  is  at  Stonehaven,  Gloucester 
County,  New  Brunswick.  The  cjuarries  of  the  Read 
Stone  Company,  which  have  been  operated  for  sixty 
years  are  located  there.  The  quarries  are  unicpie  in 
their  method  of  extracting  the  stone  ;  the  areas  worked 
have  been  reclaimed  from  the  sea  by  the  building  of 
dams.  This  has  been  no  small  undertaking.  The  dam 
around  the  present  quarry  which  has  just  been  fin- 
ished, is  over  one-quarter  of  a  mile  long,  and  in  all 
about  a  mile  of  dams  has  been  built  there.  Anyone 
who  has  seen  the  Bay  Chaleur  in  a  storm  will  know 
that  these  dams  must  be  very  durable.  They  have 
been  built  chiefly  of  timber  cribwork,  filled  with  stone 
and  heavily  rip-rapped  on  the  side  exposed  to  the  sea. 
The  dams  have  been  made  water  tight  by  the  use  of 
a  clay  puddle,  pounded  tight. 

After  the  dam  is  built  the  water  is  pumped  out  and 
quarrying  operations  commence.  The  stone  lies  in 
horizontal  sheets  of  varying  thicknesses,  the  total 
depth  of  rock  being  about  25  feet.  A  steam  channeller, 
steam  and  air  drills  are  used  as  required  and  by  the 
use  of  these  and  with  powder  and  wedges  the  rock  is 
quarried  to  the  required  size.  It  is  then  hoisted  to 
the  "dump"  where  the  stonecutters  take  it  and  shape 
it  round.  From  there,  if  it  is  not  too  thick  for  a  single 
grindstone,  it  goes  direct  to  the  lathe  to  be  finished. 
If  the  block  is  say  two  or  three  feet  thick  it  is  sent 
to  the  saws  and  cut  to  the  required  thickness.  This 
applies  to  the  larger  stones,  say  48  inches  in  diameter 
and  larger.  The  smaller  stones  are  split  out  of  the 
irregular  shaped  pieces  that  come  out  along  with  the 
larger  stones.  The  stones  are  cut  round  and  shaped 
as  a  rough  grindstone.  In  the  olden  days  the  grind- 
stones were  finished  by  hand  by  means  of  chisel  and 
mallet.  Now  the  rough  grindstone  is  taken  to  the  mill 
.  where  the  eye  is  drilled  and  the  stone  turned  on  a 
lathe  in  a  very  short  time.  Indeed,  an  expert  turner 
will  finish  a  small  stone  in  five  minutes.  Many  of  the 
small  grindstones,  particularly  the  thinner  ones,  are 
made  by  sawing  large  blocks  of  stone  into  thin  slabs, 
say  1^  to  2  inches  thick.  Tliese  slabs  are  then  cut 
up  into  required  sizes  and  the  grindstone  is  finished 
on  the  lathe  direct  from  the  square  slab. 

The  quarry  is  well  equipped  for  handling  stones. 
Three  derricks  are  used  at  the  cpiarry,  two  at  the 


mill  with  a  third  in  course  of  erection,  and  three  at 
the  wharf  and  station,  while  a  travelling  derrick  (Oper- 
ating under  its  own  power  and  equii)])ed  with  an  orange 
peel  bucket  has  been  used  for  stripjjing  purposes.  One 
steam  plant  of  50  h.p.  operates  the  hoisting  machinery 
for  the  quarry  derricks.  Another  of  about  the  same 
cajoacity  handles  the  pumi)ing  plant  and  the  steam 
channeller.  A  100  h.]).  plant  runs  the  mill  machinery. 
This  consists  of  an  air  compressor  {or  the  hammer 
drills  used  in  the  cpiarry,  three  gang  saws,  eight  lathes, 
two  scythe  stf)ne  boxes,  besides  the  necessary  hoist- 
ing and  pumping  machinery,  exhaust  fans,  etc.  Water 
for  the  boilers  is  ])ii)ed  from  a  reservoir  half  a  mile 
away. 

The  making  of  scythe  stones  is  an  interesting  side 
line  at  this  quarry.  The  block  of  stone  is  first  sawed 
into  slabs  lJ/>  inches  thick.  These  slabs  are  then 
broken  under  a  sj)ecial  knife  to  pieces  say  10  inches 
by  1^  inches  by  1  inch.  These  pieces  are  then  held 
under  a  weight  to  the  surface  of  a  revolving  grinding 
bed.  Sand  and  water  are  pumped  on  this'bed  and  the 
stones  are  ground  to  a  smooth  surface. 

In  the  early  days  at  Stonehaven,  the  grindstones 
were  quarried  on  the  reefs  at  low  tide,  floated  or  hauled 
ashore,  and  finished  by  hand.  These  were  perhaps 
the  picturesque  days  of  the  industry,  when  men  worked 
often  to  the  waist  in  water,  by  day  and  by  night  as 
the  tide  suited.  Stormy  weather  meant  a  partial  stop- 
ping of  the  work.  Shipments  were  made  by  scowing 
the  stone  out  to  schooners  in  the  offing.  At  this  time 
probably  300  men  were  employed.  Later  came  ma- 
chinery, and  better  shipping  facilities,  and  now  about 
100  men  are  employed  during  the  summer.  C^viarry- 
ing  starts  in  May  and  ends  in  October.  It  is  impos- 
sible to  work  when  there  is  danger  of  the  frost  crack- 
ing the  freshly  cjuarried  stone. 

The  grindstone  industry  of  Canada  had  its  begin- 
ning at  the  head  of  the  Bay  of  Fundy,  near  Minudie, 
N.  S.,  probably  by  the  French,  for  local  use,  before 
the  British  occupation.  Afterwards  a'  British  officer 
of  distinction,  Joseph  Frederick  Wallett  DesBarres, 
later  Governor  of  Prince  Edward  Island,  secured  a 
grant  from  the  Crown,  of  Minudie  and  adjacent  coun- 
try, many  miles  in  extent,  and  including  the  grind- 
stone ledges  at  "The  Joggins"  as  that  part  of  the  Bay 
shore  was  then  called. 

DesBarres  later  leased  these  ledges  to  his  farmer 
tenants  of  Minudie,  both  French  and  English,  who 
made  grindstones  by  hand  in  a  co-operative  way. 
About  1815  Joseph  Read  and  John  Seaman,  who  came 
from  Sackville,  N.  B.,  about  1808,  leased  farms  from 
DesBarres'  agent,  accpiired  control  of  these  ledges  as 
shown  by  an  old  lease  from  the  proprietors,  and  began 
regular  shipments  of  grindstones  to  the  United  States 
in  small  vessels.  The  grindstone  business  has  prac- 
tically been  in  the  hands  of  the  Read  and  Seaman 
families  ever  since. 

The  business  grew  rapidly  and  was  extended  to 
other  locations  on  the  Bay  of  Fundy,  both  in  Nova 
Scotia  aiid  in  New  Brunswick,  the  great  tides'of  this 
bay  baring  the  ledges  of  rock  twice  daily,  allowing 
the  rock  to  be  excavated  when  the  tide  was  low.  \^'ith 
the  rising  tide  boats  were  fastened  over  the  loosened 
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rock  and  large  blocks  were  floated  to  high  water  level 
in  convenient  coves  where,  after  the  tide  had  fallen 
enough,  workmen  shaped  the  stones  by  hand  into  the 
grindstones  of  commerce.  When  a  sufficient  quantity 
had  accumulated  at  any  one  place  a  vessel  would  come 


for  them,  grounding  in  a  prepared  berth  near  the 
grindstones  (there  were  no  wharves)  and  they  would 
be  hoisted  on  board  by  the  cjuarrymen,  no  light  task 
as  many  of  these  stones  weighed  over  three  tons. 
Later  oxen  and  horses  were  used  for  hoisting. 


Mill  Construction  and  Fire  Hazard 

The  Responsibility  of  the  Architect  and  Engin- 
eer in  Designing  and  Erecting  Modern  Buildings 

By  Franklin  H,  Wentworth* 


Architects  and  builders  are  slowly  entering  into  a 
new  phase  of  their  accountability.  Just  as  the  archi- 
tect, whose  primary  impulse  is  that  of  the  artist,  has 
been  compelled  in  the  interest  of  his  clients  largely  to 
master  the  techniciue  of  the  builder,  so  both  the  archi- 
tect and  the  builder  are  now  being  called  upon  to  pro- 
tect their  clients  in  the  matter  of  lire  hazard.  The 
enormous  aggregate  of  the  American  fire  v/aste,  which 
contrasts  so  unfavorably  with  European  prudence,  is 
beginning  to  cripple  and  impoverish  us  as  the  natural 
resources  of  the  country,  once  believed  to  be  inex- 
haustible, are  ceasing  to  respond  to  the  demands  of 
our  habitual' extravagance.  The  common  notion  that 
the  insurance  companies  pay  the  cost  of  fires  is  gradu- 
ally giving  way  to  an  intelligent  understanding  of  the 
fact  that  they  are  merely  the  collectors  and  distributors 
of  the  fire  tax.  They  must  recover  from  the  public 
the  sums  they  pay  out  in  losses,  plus  the  cost  of  con-- 
ducting  their  business  and  a  reasonable  interest  upon 
their  capital.  If  they  could  not  do  this  there  would 
be  no  business  of  underwriting,  and  sufi:erers  from  fire 
would  be  relieved  only  by  direct  assessment  upon  their 
more  fortunate  neighbors.  It  is  not  certain  that  a 
year  or  two  of  such  direct  assessment  would  not  be 
an  admirable  educative  experiment.  At  present  the 
cost  of  the  fire  tax  is  merged  with  everything  we  eat 
and  drink  and  wear,  and  the  masses  of  the  people  are 
ignorant  of  the  fact  that  they  bear  it.' 

This  is  no  longer  true  of  the  manufacturing  classes, 
however.  The  manufacturer  now  realizes  that  he  pays 
a  tax  directly  related  in  amount  to  the  character  of 
the  building  he  occupies  and  the  nature  of  his  manu- 
facturing processes ;  and  that  in  addition  to  this  he 
pays  for  the  carelessness  of  all  his  neighbors.  If  he 
cannot  shift  this  burden  by  passing  it  along  to  the 
users  of  his  product,  merged  quietly  in  the  selling 
price  of  his  goods,  then  he  must  pay  it  out  of  his 
profits,  which  cripples  him  in  the  competitive  struggle. 

The  manufacturer  now  clearly  sees  this  and  ex- 
pects the  architects  and  builders  he  may  employ  to 
see  it  also.  If,  after  his  factory  is  completed,  he  finds 
that  points  respecting  the  fire  hazard  have  been  ig- 
nored and  that  in  consequence  of  some  structural 
(pialification,  now  too  late  to  alter,  he  is  doomed  to 
pay  a  fire  tax  which  forethought,  with  perhaps  no 
additional  expense,  might  have  avoided,  he  may  be 
considerably  disturbed  by  it. 

Experience  in  fire  protection  engineering  suggests 
three  points  to  be  kept  in  mind  in  planning  a  factory: 

f.  There  should  be  as  little  combustible  material 
as  ])ossible  used  in  its  ccjnstruction  and  e(]uipment. 

2.  Eiich  floor  should  be  absolutely  cut  ofif  from  every 
other  floor  (and  each  section  from  every  other  section, 
so  that  fire  may  not  communicate.  

*  Of  the  National  Fire  Protection  Association  in  Architect  anil  Ensfineer- 


3.  Every  part  of  the  factory  should  be  equipped 
with  fire  extinguishing  apparatus. 

It  is  obvious  that  a  factory  of  reinforced  concrete 
will  present  certain  advantages  respecting  the  fire  haz- 
ard over  the  slow-burning  or  "mill  construction"  type  ; 
although  the  latter  is  preferred  by  many  manufacturers 
as  ])resenting  more  convenient  surfaces  for  the  attach- 
ment of  pulleys,  shafting  and  machinery.  Slow-burn- 
ing construction  is  not  undesirable  if  properly  safe- 
guarded and  protected. 

Advantages  of  Reinforced  Concrete 

The  advantages  of  the  use  of  reinforced  concrete 
appear  when  we  consider  that  with  such  construction 
every  floor  may,  by  avoidance  of  vertical  openings 
through  it,  be  made  practically  a  fire  wall.  The  floors 
being  incombustible,  a  fire  in  any  storey  may  be  ordin- 
arily confined  to  that  storey.  In  the  old  type  of  fac- 
tory, having  open  elevator  shafts  and  belt  openings 
from  floor  to  floor,  fire  quickly  ran  from  storey  to 
storey,  and  was  soon  beyond  the  control  of  the  fire- 
men. It  is  essential  that  in  all  factories,  of  whatever 
type  of  construction,  stairs,  elevator  and  belts  be 
placed  in  fireproof  enclosures  with  openings  to  each 
flo'or  protected  by  fire  doors  or  shutters.  If  in  addition 
to  the  omission  of  all  vertical  openings  provision  be 
made  to  drain  the  floors  through  scuppers  set  into  the 
outside  walls,  the  possibility  of  water  damage  to 
goods  or  materials  on  floors  below  is  much  lessened. 
The  standard  form  of  brick  or  concrete  stair  and  ele- 
vator tower  may  also  serve  this  purpose.  If  the  build- 
ing as  a  whole  is  of  fire-resistive  material,  it  naturally 
])resents  less  fuel  upon  which  a  fire  may  feed,  and 
there  is  therefore  less  chance  of  a  serious  fire  if  for 
any  reason  the  extinguishing  agents  are  temporarily 
disabled.  It  must  be  remembered,  however,  that 
buildings  are  often  destroyed  by  the  burning  of  their 
combustible  contents,  and  in  all  types  of  mills  and  fac- 
tories the  floor  area  should  be  kept  down  to  the  mini- 
mum limit  consistent  with  convenience  and  economic 
operation  of  the  plant.  These  areas  should  be  divided 
by  fire  walls,  all  openings  in  which  should  be  pro- 
tected by  standard  self-closing  fire  doors.  These  pre- 
cautions minimize  the  danger  of  a  rapid  spread  of  fire 
horizontally.  All  mill-constructed  buildings,  if  of 
large  area,  should  be  divided  into  sections  by  special 
fire  walls  extending  above  the  roof  and  out  beyond 
the  walls  of  either  side. 

Steel  Window  Sash 

Whether  exposed  to  possible  fire  from  adjacent 
buildings  or  not,  there, should  be  no  wooden  frames 
or  trim  about  the  windows.  Window  frames  should 
be  of  metal  fitted  with  sashes  of  wired  glass,  for  un- 
der strong  draught  fire  frecpiently  creeps  up  outside 
from  storey  to  storey  by  means  of  the  windows,  con- 
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suming  the  wood  trim  and  igniting-  contents  of  tlic 
building  on  each  floor.  Metal  window  frames  are  now 
so  constructed  that  they  will  stand  very  considerable 
exposure  to  hre  without  buckling  or  releasing  the  glass, 
and  their  liberal  use  in  all  varieties  of  buildings  is 
greatly  to  be  desired.  The  sashes  may  be  operated  as 
conveniently  as  those  of  any  other  window. 

It  will  be  observed,  that  all  the  suggestions  made 
for  fire  walls,  stair  and  elevator  enclosures  and  win- 
dow openings  are  as  applicable  to  buildings  of  mill 
or  slow-burning  construction  as  to  those  of  concrete. 

•  ..-  I  in  Boards,  single  or  double 
\  I  ■   


2  in  xflSintoj  I4in.  ajoists    i6in  Moc 


'  Girder  or  truss  member 

Fig.  I: 

3m.to5in.Plank  grooved 
/"Tin  Boards      for  hardwood  splines   


Mam  Girder  or  Timber.  6ft. to  lOft.on  centres 


il  in  Boards 


Fig.  2  ■  ■ 

3in  to  5in.  PlanK 


Heavy  Purlins 

SiaxlZm  or  larger 

Girder  Timber  or  Mam  Truss 

Fig.  3 

Desirable  and  Undesirable  Forms  of  Construction- Fig.  1,  Undesirable 
because  of  the  large  amount  of  fire  exposed  wood  surface. 
Figs.  2  and  3  Desirable  Forms. 

They  should  be  followed,  as  far  as  possible,  in  all 
factory  construction  and  in  mercantile  buildings  as 
well. 

In  certain  buildings. of  mill  construction,  carrymg 
stocks  of  excessive  weight,  it  has  been^  a  common 
practice  to  make  the  main  beams  of  two  pieces  of  tim- 
ber side  by  side,  bolted  together.  An  air  space  be- 
tween the  pieces  was  formerly  advocated  in  behalf,  of 
better  seasoning  and  possible  avoidance  of  dry  rot. 
Experience  has  demonstrated,  however,  that  this  space 
not  only  reduces  the  resistance  of  the  beams  to  fire 
by  of¥ering  almost  double  the  wooden  surface  to  its 
attack,  but  that  in  case  of  fire  getting  started  the  space 
between  the  beams  holds  it  for  a  long  time  and  pre- 
vents its  extinction.  It  is  abvious  that  neither  auto- 
matic sprinklers  nor  ordinary  hose-streams  can  suc- 
cessfully reach  fire  lurking  in  such  narrow  alleys. 
Such  construction  should  be  avoided. 

Slow-Burning  Mill  Construction 

Mill  or  slow-burning  construction  presents  its  own 
inherent  problems.  Enough  wood  must  be  used  to 
insure  strength  and  stability,  but  superfluous  wood 
should  be  avoided.  It  matters  very  much  as  to  just 
how  the  quantity  of  timber  used  may  be  disposed. 
The  guiding  thought  of  the  architects  should  be  to 
present"  to  the  fire  attack  the  least  practicable  amount 
of  wood  surface. 

For  example,  a  mill  ])lanned  with  heavy  beams 
eight  to  eleven  feet  on  centers  of  continuous  spans 
from  wall  to  post  or  post  to  post  of  from  twenty  to 
twenty-five  feet  is  infinitely  more  desirable  than  one 
of  miscalled  mill  construction  having  longitudinal 
girders  resting  upon  posts  on  which  girders  are  placed 


four  feet  or  less  on  centers.  The  latter  construction 
not  only  adds  to  the  ex])osed  wood  surfaces  which 
may  be  attacked  by  fire,  but  the  disposal  of  the  tim- 
bers obstructs  the  action  of  sprinklers  and  ])revcnts 
the  sweeping  of  hose  streams  from  one  side  of  the 
mill  to  the  other. 

No  architect  with  the  consciousness  of  the' fire  haz- 
ard will  ever  plan  for  either  manufacturing  or  mer- 
cantile occupancy  those  undesirable  fire  boxes  known 
as  "light-joisted"  buildings.  Light  joists  or  rafters 
two  or  three  inches  in  width,  spaced  from  ten  to  six- 
teen inches  on  centers,  ignite  and  burn  like  kindling. 
Their  numerous  corners  furnish  projections  for  easy 
ignition.  The  menace  of  such  construction  may  be 
aggravated  by  sheathing  under  the  joists.  This  pro- 
vides a  series  of  wooden  cells,  pervaded  with  con- 
cealed si)aces  in  which  fire  may  riot  and  lodge  and 
dodge  extinguishment  until  the  floor  or  roof  is  burned 
through.  By  the  same  token  partitions  of  light  wood 
should  be  avoided. 

Timber  posts  offer  greater  resistance  to  fire  than 
wrought-iron,  steel,  or  cast-iron  pillars,  and  are  pre- 
ferable in  mill  construction.  Experiments  show  that 
sound  timber  posts  of  the  proportion  customarily  used 
in  mill  work  yield  by  direct  crushing  and  not  by  crip- 
pling, the  strength  being  directly  as  the  area  of  cross 
section  of  the  smallest  part.  The  columns  yielded  at 
about  four  thousand  five  hundred  pounds  per  square 
inch,  confirming  the  general  practice  of  allowing  six 
hundred  pounds  per  square  inch  as  a  safe  load.  Square 
columns  are  therefore  one-fourth  stronger  than  round 
ones  of  the  same  diameter,  and  do  not  encroach  to 
any  appreciable  extent  upon  the  floor  space.  It  is 
the  general  practice  to  bore  a  hole  one  and  one-half 
inches  in  diameter  along  the  axis  of  the  column  to  re- 
duce checking.  This  should  be  done  in  any  event,  for 
if  posts  of  unseasoned  wood  should  by  any  chance  be 
painted,  varnished  or  filled,  they  are  liable  to  be  at- 
tacked by  dry  rot  if  unventilated. 

Case  Steel  Beams 

In  machine  shops  and  other  plants  ret|uiring  ex- 
ceptionally heavy  floor  construction  above  the  ground 
level,  steel  beams  are  frequently  called  into  service. 
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Alternate  Method, 

Rods  ir used  may  be   

sharpened. and  driven  and 
fastened  with  heavy  staple 

Atleast  Hin  of  plaster  

outside  the  lath .  2  coat  work 
Between  rods  or  channels 
wrap  lower  flan*e  with 
piece  of  metal  l5th  to 
provide  ample  thickness 
of  plaster  over  flange  , 


■--Floor  PlanK 
^■-CKannel  punched 
for  Zin.wire nails. 

■Metal  tath  to  b«  well 
Stapled  on  to  the  wood . 

^In.rod  or  ^in . 
channel  spaced 

every  18  in,  where 

beam  is  rnore 
than  10  to.  deep. 

Metal  lath  to  be  wjred 
to  channel  or  rod. 


Can  be  cut  away  for 
hangers  and  pointed 
p  after  hangers  are 
■>  place. 


Suggestion   for  Fireproofing   Steel  Beams 
Fig.  4 

With  these,  if  wide  spacings  of  from  seven  to  twelve 
and  one-half  feet  are  maintained,  the  advantages  of 
standard  mill  construction  are  not  forfeited  if  the 
steel  members  are  suitably  fire-proofed.  Desired  flt)or 
stiffness  between  beams  may  be  secured  by  making 
floors  of  two-inch  joists  on  edge  spiked  together,  the 
thickness  of  the  floors  varying  with  the  loads  and  span 
from  five  to  eight  inches  or  more.  This  floor  being 
practically  a  single  unit,  provision  must  be  made  for 
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longitudinal  contraction  by  making  a  continuous  joint 
in  the  under  flooring  at  inter\  als,  with,  of  course,  ar- 
rangement for  tying  the  building  together.  One  thick- 
ness of  hard,  close-grained  floor  boards  laid  over 
planks  with  two  layers  of  resin-sized  paper  between 
is  a  good  floor.  A  method  that  is  growing  in  favor  in 
high-class  factories  is  to  'lay  a  board  flooring  diagon- 
ally or  at  right  angles  to  the  plank,  and  over  that  a 
top  floor  of  birch  or  maple  laid  lengthwise.  This  in- 
termediate floor  gives  great  resistance  to  the  lateral 
strain  or  vibration.  It  can  be  made  of  cheap  lumber 
and  in  many  factories  is  well  worth  the  additional 
cost. 

It  is  obvious  that  where  steel  beams  or  posts  are 
used  they  should  be  properly  protected.  As  steel  or 
wrought  iron,  when  heated,  will  fail  by  buckling  or 
bending  before  an  equivalent  beam  or  post  of  wood 
will  be  dangerously  afi^ected,  it  is  of  importance  that 
steel  members  essential  to  the  stability  of  the  struc- 
ture be  fireproofed ;  otherwise  a  fire  in  a  lower  storey 
may  bring  down  in  wreck  everything  above  it.  Where 
steel  beams  support  wooden  floors  they  must  be  fire- 
proofed  if  they  are  to  resist  fire  as  well  as  the  floors. 
The  accompanying  cut  gives  in  detail  an  inexpensive 
method  of  protecting  steel  beams,  and  this  is  also 
applicable  to  wrought  iron  or  steel  columns.  A  more 
substantial  method  is  usually  advisable  for  the  latter, 
however,  and  protection  against  mechanical  injury 
near  the  -floor  should  be  provided. 

Special  Fire  Hazards 

There  is  another  matter  which  should  never  escape 
consideration  in  building  a  factory.  This  is  the  special 
fire  hazards  incident  to  the  character  of  the  factory 
product.  The  picker  room  of  the  Cdtton  mill  is  a  lum- 
inous example.  Here  fire  frequently  pccurs  from  for- 
^gn  substances  striking  the  pickers  and  igniting,  by 
the  accompanying  spark,  the  inflammable  cotton.  Suf- 
ficient statistics  are  now  available  on  almost  every 
well  known  manufacturing  process  to  indicate  just 
what  elements  in  such  j)rocess  are  especially  suscep- 
tible to  fire.  Bulwarked  by  this  knowledge,  it  is 
prudent  to  segregate  from  the  principal  values  of  the 
factory  all  special  processes  demonstrated  by  experi- 
ence to  be  especially  hazardous.  This  does  not  mean 
that  such  processes  must  be  carried  on  in  separate 
buildings  at  the  cost  of  ti'a\cling  time  and  incon- 
\  enience.  The  problem  of  segregation  can  now  be  met 
without  shifting  the  process  out  i>f  its  logical  place  in 
the  routine  of  manufacture.  In  a  fireproofed  factory 
only  a  separate  room,  or  at  best  a  separate  floor  is 
needed.  The  manufacturer  who,  once  when  he  had  a 
fire  in  some  room  where  volatile  oils,  for  example, 
were  used,  commonly  lost  half  his  plant,  or  at  any 
rate  so  drenched  his  premises  with  water  as  to  make 
a  fortnight's  suspension  necessary,  can  now,  if  he 
likes,  so  dis]M)se  that  hazard  as  to  have  a  fire  every 
other  day  without  disturbing  the  other  j^arts  of  the 
factory.  The  modern  fireproof  room  equi])ped  with 
automatic  s])rinklers,  having  a  slightly  pitched  floor 
and  scu])])ers  at  the  walls,  can  be  flooded  for  fire  ex- 
tinguishment without  a  drop  coming  through  below. 
The  water  runs  as  harmlessly  from  it  as  from  the 
deck  of  a  ship. 

In  mill  construction  it  is  easy  to  firei)roof  the  floors 
and  ceilings  of  any  room  in  which  quick,  flashy  fires 
are  liable  to  occur.  hi  the  picker  rooms  of  cotton 
mills  a  similar  ])rotection  to  that  above  suggested  for 
steel  beams  is  often  used,  the  metal  lath  being  ap|)lie(l 
directly  to  the  under  side  of  the  planking  and  arouncl 
the  beams. 
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With  the  general  outline  so  far  given  for  his  guid- 
ance the  architect  or  builder  will  have  before  him  the 
main  points  in  building  construction  for  the  protec- 
tion of  his  clients  respecting  the  fire  hazard.  A  con- 
sciousness and  proper  consideration  of  them  may  save 
many  dollars  in  insurance  premiums,  and  at  the  same 
time  provide  an  attractive  risk  that  with  suitable  fur- 
ther protection  can  hardly  under  any  circumstances 
prove  a  total  loss.  There  remains,  however,  after  ob- 
servance of  the  points  of  construction,  consideration 
of  the  fire  extinguishing  agencies.  These  may  appear 
to  be  outside  the  proper  province  of  the  architect,  but 
his  knowledge  of  their  character  and  importance  will 
help  vastly  in  the  convenience  of  their  installation, 
and  a  little  preliminary  thought  about  them  may  save 
much  tearing  out  and  minor  reconstruction.  The  ar- 
chitects who  led  the  van  in  providing  shafts,  channels 
and  runways  for  electric  wires  before  such  conveni- 
ences were  demanded  by  inspectors,  saved  their  clients 
an  incalculable  amount  of  annoyance. 

Automatic  Sprinklers 

It  is  obvious  to  any  well-informed  person  that  the 
manufacturer  who  today  builds  without  provision  for 
automatic  sprinkler  protection  almost  wilfully  en- 
dangers not  only  his  plant,  but  the  lives  of  his  em- 
ployees. It  is  not  sufficient  that  the  building  be  fire- 
proofed. Fireproofed  is  but  a  relative  term.  Build- 
ings of  fireproof  construction  are  often  wrecked  and 
ruined  by  the  burning  of  their  contents.  Provision 
must  be  made  for  the  extinguishment  of  a  fire  the 
moment  it  starts.  Automatic  sprinklers  will  do  this 
if  i)r()])erly  installed  with  an  adequate  water  supply. 
Where  a  sprinkler  system  fails  it  will  in  almost  every 
case  be  found  to  have  been  somehow  neglected  previ- 
ous to  the  fire.  Automatic  sprinklers,  with  their  in- 
creasing adoption,  have  almost  eliminated  a  kind  of 
fire  which  used  to  be  especially  destructive  ;  namely, 
explosions  of  gaseous  products  generated  by  previous 
slow  and  imperfect  combustion  in  stock  or  goods. 
Automatic  sprinkler  protection  should,  therefore,  be 
considered  imperative  and  intelligently  provided  for, 
and  all  concealed  spaces  or  places  difficult  to  protect 
projjerly  l)y  such  a  system  should  be  studiously  avoid- 
ed. Vast  inconvenience  may  be  obviated  by  architects 
and  builders  giving  thought  to  this  point.  Ample 
water  supply  for  the  average  factory  demands  two 
inde])endent  sources.  One  should  be  by  gravity  and 
of  sufficient  volume  and  pressure  to  afford  a  good  sup- 
l)ly  until  the  secondary  supply  can  be  drawn  upon. 
Pum])s,  tanks  and  other  details  are  not  within  the 
scope  of  this  article;  nor  are  fire  pails  and  hand  chem- 
ical extinguishers  which  need  no  advance  provision, 
being  placed  in  any  convenient  or  desirable  location. 

Stand  Pipes  for  High  Buildings 

The  architect  should  give  thought  to  a  stand-pipe 
system,  however,  in  factories  of  three  storeys  or 
higher.  They  arc  invaluable  for  carrying  water  for 
hose  streams  to  upper  floors,  thus_  making  unnecessary 
the  handling  of  hose  on  ladders  or  on  stairways,  which 
is  difficult  and  often  entails  costl}^  delay.  They  should 
ordinarily  be  ])laced  in  the  main  stair  towers,  or  at 
any  rate  on  the  opposite  side  of  the  wall  from  the 
rooms  or  buildings  they  are  designed  to  protect. 
Where  buildings  are  near  enough  to  each  other  for 
the  roofs  to  aflOrd  vantage  points  for  use  .of  hose 
r.treams,  stand-pipes  should  be  extended  to  supply 
1-oof  hydrants. 

In  factories  having  loose  combustible  stock  in  pro- 
cess an  equipment  of  small  linen  hose  on  each  floor 
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is  invaluable.  It  is  best  to  supply  this  from  an  inde- 
pendent system  of  small  pipes.  It  may  then  be  avail- 
able in  case  water  is  temporarily  shut  off  the  sprink- 
lers, or  in  final  extinguishment  of  smouldering  sparks 
after  sprinklers  have  been  shut  off  to  save  excessive 
water  drainage. 

There  are  many  other  details  to  be  considered  in 
properly  protecting  a  factory  from  fire,  but  they  are 


details  in  which  the  fire  ])rotection  engineer  is  not  de- 
pendent upon  the  provision  or  co-(j])eration  of  the  ar- 
chitect. If  the  points  tfniched  upon  in  this  article 
have  been  made  clear  enough  to  enable  the  architect 
or  builder  to  gain  a  general  survey  of  the  responsi- 
bilities his  clients  are  coming  to  impose  upon  him,  the 
absence  of  technical  instruction  will  not  impair  its 
value.  ]^ 


The  Utilization  of  Pulverized  Earth  in 

Asphaltic  Mixtures 


By  Francis  P.  Smith* 


[This  paper  is  a  discussion  of  Mr.  Pillsbury's  paper 
on  "The  Adaptability  of  Road  Paving  Materials  to 
Different  Conditions  and  Localities,"  which  is  con- 
cluded in  this  issue  of  the  Contract  Record.] 

Mr.  Pillsbury,  in  his  paper  on  The  Adaptability  of 
Road  Paving  Materials  to  Different  Conditions  and 
Localities,  discusses  the  fact  that  through  changes  in 
the  process  of  manufacture  and  possibly  in  cementing 
mediums  used  many  materials  which  are  not  now  con- 
sidered advisable  for  paving  purposes  may  prove  to  be 
very  valuable. 

This  is  particularly  true  as  regards  broken  stone 
or  sand  in  which  the  particles  are  covered  or  closely 
associated  with  fine  material  of  a  more  or  less  cementi- 
tious  nature,  such  as  clay  or  loam.  Up  to  very  recently 
such  materials  have  been  regarded  as  being  unsuitable 
for  paving  purposes,  owing  to  the  fact  that  during 
their  passage  through  the  drier  the  finely  divided 
cementitious  particles  have  a  tendency  to  form  loosely 
coherent  balls  or  attach  themselves  more  or  less  firmly 
to  the  larger  particles.  When  the  hot  mineral  aggre- 
gate is  mixed  with  bituminous  cementing  material  the 
attrition  of  the  mass  in  the  ordinary  type  of  mixer  is 
not  sufificient  to  remove  the  coating  which  has  been 
formed  upon  the  larger  grains  or  to  break  up  the  balls 
of  fine  material.  The  bitumen,  therefore,  does  not 
come  in  sufficiently  intimate  contact  with  the  true 
surface  of  the  larger  particles  to  form  a  permanently 
adherent  coating  and  only  the  outside  surfaces  of  the 
fine  mineral  aggregate  which  has  formed  into  balls  re- 
ceives a  bituminous  coating.  Under  the  stress  of 
traffic  and  climatic  changes  these  balls  are  broken  up 
and  the  interior  of  them,  composed  of  loose  pulverized 
material,  is  removed  by  the  action  of  traffic,  leaving 
pits  in  the  surface  in  which  water  will  accumulate. 
The  coating  of  fine  material,  which  to  a  certain  extent 
has  been  formed  on  the  surface  of  the  larger  particles, 
also  becomes  detached,  carrying  with  it  the  coating 
of  bitumen,  thus  loosening  the  bond  of  these  particles 
and  permitting  them  to  ravel  out. 

It  has  been  known  for  a  long  time  that  clay,  owing 
to  its  affinity  for  bitumen,  is  a  very  valuable  filler  or 
constituent  for  pavements  of  the  sheet  asphalt  type. 
It  has  heretofore  been  impossible  to  employ  a  sand 
containing  appreciable  quantities  of  clay  for  the  rea- 
sons above  stated  and  the  use  of  ground  clay  as  a  filler 
to  be  added  to  the  mixture  in  place  of  I'ortland  cement 
or  limestone  dust  has  been  impracticable  owing  to  the 
tendency  of  the  clay,  even  after  being  dried  and 
ground,  to  absorb  moisture  and  form  into  balls. 

Recent  developments  in  machinery  for  the  manu- 
facture of  bituminous  pavements  have,  however,  ren- 

*  Before  the  American  Good  Road.s  Congress,  Pittsburg. 


dered  it  possible  to  use  materials  containing  a  large 
])ercentage  of  clay.  This  is  accomplished  by  subject- 
ing the  dried  and  heated  aggregate  to  the  action  of  a 
pulverizer  in  which  the  attrition  of  the  particles  is 
sufficient  to  break  up  any  balls  which  may  have  been 
formed  by  the  passage  of  the  mineral  aggregate 
through  the  drier  and  also  to  thoroughly  clean  the 
larger  particles  from  any  adhering  clay  or  powder.  By 
the  action  of  the  pulverizer  the  amount  of  200-mesh 
material  can  be  increased  up  to  almost  any  desired 
point.  The  pulverizing  action  naturally  exerts  its 
greatest  force  upon  the  softer  particles  of  the  aggre- 
gate and  the  fine  material  formed  is  therefore  largely 
derived  from  the  softer  ingredients  and  thus  produces 
a  more  desirable  dust  or  filler  than  can  be  obtained 
from  pure  <|uartz.  Heretofore  one  of  the  serious  prob- 
lems connected  with  the  paving  industry,  more  especi- 
ally where  the  traffic  to  which  the  pavement  was  to 
be  subjected  was  extremely  heavy,  was  the  selection 
of  sands  which,  when  combined,  would  have  the  dif- 
ferent sized  particles  present  in  the  proper  amounts 
to  form  a  dense  and  compact  pavement.  In  many 
cases  it  has  been  extremely  difficult  to  secure  such 
sands,  more  especially  those  which  contain  the  re- 
quisite amounts  of  100-mesh  and  80-mesh  particles. 
With  the  pulverizer,  practically  any  amount  of  these 
fine  particles  can  be  produced  from  a  sand  which  is 
naturally  deficient  in  them.  Where  sands  are  natur- 
ally deficient  in  coarse  particles  of  the  10,  20  and  30- 
mesh  sizes  they  tend  to  make  a  pavement  which  is 
lacking  in  stability  and  is  susceptible  to  displacement 
under  traffic. 

To  a  very  large  extent  this  instability  of  the  mineral 
aggregate  can  be  compensated  for  by  an  increase  in 
the  amounts  of  the  finer  particles.  This  is  illustrated 
extremely  well  in  French  rock  asphalt  pavements, 
which  contain  practically  no  coarse  particles  and  are 
largely  composed  of  200,  100  and  80-mesh  particles. 
The  action  of  the  pulverizer,  therefore,  appears  to  elim- 
inate- a  number  of  the  difficulties  attendant  upon  the 
use  of  former  types  of  machinery  for  the  manufacture 
of  bituminous  pavements. 

Limit  of  Fine  Material 

This  does  not  mean,  however,  that  the  action  of 
the  pulverizer  should  be  permitted  without  proper 
supervision  and  regulation.  A  standard  sheet  asphalt 
pa-vement  for  heavy  traffic  usually  contains  a  total  of 
from  30  to  40  per  cent,  of  material  passing  the  200, 
100  and  80-mesh  sieves.  An  increase  of  this  fine  ma- 
terial beyond  a  certain  point  results  in  increased  in- 
stability ()f  the  pavement.  After  the  critical  point  has 
])een  reached  stability  again  ■  increases.  The  amount 
of  bitumen  to  be  added  to  the  mixture  also  depends 


504 


THE   CONTRACT  RECORD 


May  34,  191() 


upon  the  percentage  of  fme  particles.^  As  these  are 
increased  the  surface  area  to  be  coated  with  bitumen 
increases  and  naturally  calls  for  an  increase  in  bitumen. 
Where  the  fine  particles  form  the  bulk  of  the  mineral 
aggregate,  it  is  often  desirable  to  reduce  the  indicated 
bitumen  contents  caused  by  the  increased  surface  area 
by  thinning  the  consistency  of  the  bitumen  and  mak- 
ing the  coating  on  each  grain  thinner  than  in  the 
normal  sheet  asphalt  mixture.  This  can  safely  be  done 
where  the  particles  of  the  mineral  aggregate  (as  in  the 
case  of  French  rock  pavements)  pack  together  very 
firmly  when  dry,  and  when  so  packed  are  extremely 
stable.  Another  difficulty  is  also  met  with  in  this 
connection  and  that  is  the  tendency  of  a  hot  aggregate, 
containing  a  large  percentage  of  fine  material,  to  seg- 
gregate  in  the  storage  bins,  thus  making  it  difficidt  to 
draw  from  them  a  mineral  aggregate  of  uniform  mesh 
composition.  This,  however,  is  a  mechanical  difficulty 
which  is  not  very  hard  to  provide  for.  Mixtures  con- 
taining large  percentages  of  fine  particles  also  require 
more  thorough  mixing  than  do  those  in  which  the  pro- 
portion of  fine  particles  is  lower. 

In  asphalt  block  manufacture  the  bitumen  used 
must  necessarily  be  very  non-susceptible  to  changes 
in  temperature  and  is  therefore  relatively  low  in  ce- 
menting value  and  fluidity.  This  makes  it  more  diffi- 
cult to  thoroughly  coat  the  ])articles  with  a  firmly  ad- 
herent film  of  bitumen  and  it  has  heretofore  been  ab- 
solutely necessary  to  use  only  clean,  fresh  broken 
stone  in  which  the  larger  particles  are  free  from  ad- 
hering- stone  dust.  It  is  probable  that  if  a  successful 
device  can  be  installed  which  will  clean  the  ])articles 
after  their  passage  through  the  drying  drums,  stone, 
which  has  not  been  freshly  crushed  may  be  success- 
fully employed. 

Experience  covering  widely  different  climatic  and 
subsoil  conditions  is  essential  before  any  final  judg- 
ment of  the  value  of  particular  types  of  bituminous 
construction  can  be  made,  and  what  is  one  man's 
meat  in  one  locality  may  'well  prove  to  be  another 
man's  poison  in  other  localities. 


A  Combined  Wood  and  Concrete  Pile 

COMBINATION  piles,  designed  to  resist  de- 
cay and  to  be  sufficiently  strong  and  yet 
cheaper,  it  is  claimed,  than  precast  concrete 
piles,  are  now  made  with  the  lower  portion 
of  wood  and  the  upper  .part  of  concrete.  These  piles 
are  specially  adapted  for  bridge  or  wharf  construc- 
tion or  work  on  piers  in  water  or  low  swampy  re- 
gions. Wooden  piles,  while  they  will  last  for  a  long 
period  if  completely  submerged,  deteriorate  rapidly  if 
exposed  to  the  air  with  sufficient  moisture.  Concrete 
piles  are  an  ideal  form  of  construction  in  so  far  as 
decay  is  concerned;  they  are  also  fireproof,  but  their 
disadvantage  is  their  limited  length  due  to  their  great 
weight  and  small  cross  section.  They  are  initially 
more  expensive  than  wood  piles,  and  in  places  where 
the  lower  part  is  to  be  com])letely  submerged,  the  com- 
bination pile  should  prove  economical,  in  that  is-  is 
cheaper  and  yet  quite  as  permanent.  Wood  sub- 
merged or  sunk  in  mud  will  last  indefinitely. 

l^hc  new  pile  is  constructed  of  reinforced  concrete, 
molded  on  the  ground  in  either  steel  or  wood  forms 
])rior  to  driving.  One  eiul  is  fmnished  with  a  socket 
for  sui)erimi)Osing  upon  a  wooden  ])ile,  the  idea  being 
to  use  the  wooden  pile  in  the  ground  below  the  nnul 
line  and  place  upon  it  the  concrete  socket  pile. 


Soundings  are  first  luade  in  the  usual  manner  and 
the  length  of  the  wooden  pile  comj)uted  so  that  its 
top,  when  driven,  will  be  a  foot  or  tv/o  below  the  mud 
line.  The  ])ile  is  then  driven  to  within  a  short  distance 
of  the  water  line.  A  collar  of  burlap  or  other  material 
is  placed  around  the  pile  at  a  point  near  where  the  end 
of  the  socket  will  come  and  the  concrete  socket  pile 
is  then  placed  over  the  wooden  one.  The  socket  pile 
is  held  up  about  six  inches  while  all  the  space  in  the 
socket  not  occupied  by  the  end  of  the  wood  pile  is 
filled  with  grout  through  a  small  ])ipe  fitted  in  the 
socket  for  that  purpose  and  the  pipe  capped.  The 
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Details  of  a  Combination  Wood  and  Concrete  Pile. 

socket  pile  is  then  dropped  into  place  and  the  heavy 
pressure  forces  the  grout  into  all  voids.  The  com- 
bined pile  is  then  driven  home. 

The  most  severe  test  proved  without  doubt  that  the 
combination  ■  pile  can  be  depended  upon  for  at  least 
as  great  efficiency  as  the  ordinary  type  of  concrete 
pile.  It  is  also  being  used  with  success  for  repair  work 
on  many  existing  structures. 


The  Turbine  Equipment  Company,  Limited,  Tor- 
onto, have  secured  a  contract  from  the  Nova  Scotia 
Steel  &  Coal  Company  for  a  1,000  h.p.  De  Laval  mar- 
ine type  steam  turbine  for  one  of  the  new  boats  being 
built  by  that  com])any.  The  speed  of  the  propeller  is 
to  be  80  r.p.m.  and  a  set  of  double  helical  reduction 
gears  are  to  be  provided  to  reduce  proportionately  the 
speed  of  the  turbine.  'I'lie  "l'ur])ine  h".(|uii)ment  Com- 
])any  are  also  supplying  the  condensmg  e(|uipnient, 
bilge  and  boiler  feed  pumps. 
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Points  to  Bear  in  Mind  in  Laying  Out  Large 

Concrete  Mixing  Plants 


Reinforced  concrete  is  occupying  such  a  large  iiekl 
iu  construction  work  of  big  dimensicjns  tliat  the  ([ues- 
tion  of  distributing  the  concrete  from  a  central  mixing 
plant  to  remote  parts  of  the  work,  is  an  item  that  in- 
volves considerable  time  and  expense,  and  the  plant 
and  mechanical  equipment  necessary  is  very  often  ex- 
pensive and  occupies  considerable   space.      Thus  a 
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Fig.  1.— A  convenient  arrangement  for  storage  bins 
and  proportioning  hopper. 

mechanical  plant  for  any  large  structure  should  be 
carefully  planned  and  laid  out. 

Concrete  handling  equipment  may  be  divided  into 
two  general  classes — standard  and  special  equipment. 
The  former  consists  of  such  machinery  as  a  contrac- 
tor may  keep  on  hand  and  use  on  any  ordinary  job, 
such  as :  standard  mixers,  wheelbarrows,  cement  bug- 
gies, hoists,  etc.,  while  the  special  ecpiipment  touches 
items  not,  as  yet,  usually  included  in  a  general  con- 
tractor's equipment,  but  which  must  be  built  to  suit 
the  requirements  of  the  work  on  hand.  Such  equip- 
ment might  consist  of  standard  cars  and  tracks,  cable 
ways,  storage  bins,  concrete  chutes,  etc.  Special 
equipment,  unless  it  can  be  used  on  subsequent  jobs 
may  not  pay  for  itself  on  a  single  contract,  as  the 
extra  cost  would  more  than  overbalance  the  saving 
in  labor  and  ea-t  up  most  of  the  profits.  This  must 
always  be  carefully  figured  out  by  the  contractor  be- 
forehand. 

Positive  rules  cannot  be  laid  down  for  the  selec- 
tion of  a  plant  for  any  and  all  types  of  construction, 
yet  it  is  possible  to  fix  a  few  general  rules  for  guidance 
in  fixing  the  type.  Insofar  as  a  mechanical  plant  is 
a  substitute  for  labor,  no  more  should  be  expended 
on  it  than  would  yield  good  returns.  This  is  an  item 
which  has  too  often  been  overdone ;  too  much  has  been 
expended  for  equipment.  This  should  be  specially 
g:uarded  against,  if  it  is  at  all  uncertain  whether  the 
equipment  will  be  used  on  any  further  contracts. 
Jobs  vary  so  much  that  the  distributing  equipment 
for  one  may  not  be  at  all  advisable  for  another.  In 


many  cases  the  difference  in  efficiency  between  the 
standard  plant  already  in  the  contractor's  ])ossession 
and  a  special  one  which  might  be  erected  for  a  par- 
ticular job,  is  not  sufficient  to  warrant  the  extra  out- 
lay, since  it  must  be  charged  directly  against  the  one 
job.  In  whatever  case,  the  plant  efficiency  is  going 
to  be  gauged,  both  by  its  layout  and  operation. 

A  continuous  automatic  system  of  mixing  and  dis- 
tributing concrete  through  simjjle  standard  conveyors 
that  can  be  maintained  and  operated  in  any  position, 
easily  shifted  and  offering  very  little  obstruction,  is 
the  thing  desired.  The  figures  herewith  show  a  few 
common  methods  of  handling  and  storing  materials 
for  a  concrete  job. 

The  advisability  of  a  standard  mixing  machine  is 
now  practically  universally  conceded.  It  offers  a  very 
material  saving  in  manual  labor,  produces  a  better  and 
more  uniform  mix,  and  is  productive  of  greater  speed 
in  construction.  An  efficient  concrete  plant  is  one  in 
which  all  departments  are  kept  going.  Since  every- 
thing is  based  on  the  supply  of  concrete,  which  may 


Figs.  2  and  3. -Showing  methods  of  supporting 
chutes. 

be  called  the  pace-maker,  it  should  be  as  uniform  and 
steady  in  its  output  as  possible.  For  this  reason  it 
is  important  to  adopt  a  mechanical  mixer. 

Mixing  may  be  considered  from  three  points,  name- 
ly:  charging,  mixing  and  discharging.  In  charging 
the  mixer  a  limit  is  set  by  the  physical  laws  govern- 
ing the  flow  of  materials  from  one  vessel  into  another, 
and  the  maximum  efficiency  for  this  operation  is  at- 
tained in  proportion  as  this  limit  is  more  or  less  nearly 
approached.  This  time  may  be  substantially  cut  by 
using  carts  holding  about  six  cubic  feet  instead  of  the 
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ordinary  three-foot  wheelbarrows,  orlay  using  charg- 
ing car ;  or,  better  still,  by  so  arranging  the  mixer  that 
the  materials  may  be  stored  above  it  and  be  dis- 
charged into  the  hopper  by  the  force  of  gravity,  as 
shown  in  Fig.  1.  This  is  perhaps  the  most  economical 
and  nearly  ideal  method. 

Thorough  mixing  is  quickly  accomplished  in  any 
modern  mixer,  30  to  45  seconds  being  ordinarily  long 
enough  for  the  operation,  although  for  best  results  it 
perhaps  ought  to  stay  in  the  mixer  one  minute.  Mod- 
ern mixers  are  driven  at  from  16  to  20  revolutions  per 
minute,  and  at  each  revolution  the  material  makes  four 
or  more  complete  turns.  For  quick  and  uniform  mix- 
ing, water  should  first  be  fed  into  the  mixer  in  uniform 
amount.  If  the  water  is  introduced  before  the  materi- 
al, it  prevents  the  latter  from  adhering  to  the  sides 
of  the  mixer. 

To  discharge  the  mixer  requires  from  10  to  20  sec- 
onds, depending  upon  the  size  of  the  mixer  and  the 
size  and  consistency  of  the  batch.  The  all-important 
factor  is  the  speed  of  the  drum,  a  difference  of  5  r.p.m. 
being  enough  to  make  a  considerable  variation  in  the 
time  of  discharge. 

The  arrangement  of  the  plant,  of  course,  depends 
on  local  conditions,  the  extent  and  nature  of  the  work. 
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Fig.  4.  — Details  for  a  hoisting  tower. 


the  contour  of  the  ground,  the  accessibility  of  the  site 
for  delivery  of  material,  and  the  available  space  for 
the  plant.  The  material  may  come  to  the  work  either 
in  wagons  or  cars  and  may  be  either  dumped  in  piles 
convenient  to  the  mixer  or  placed  in  storage  bins. 
Cement  is  usually  stored  in  a  shed  or  placed  under 
some  sort  of  suitable  cover.  In  many  cases  no  special 
])W)vision  is  needed  for  storing  materials,  but  in  others 
the  handling  of  materials  economically  warrants  some 


investment  in  storage  bins.  Fig.  1.  already  referred 
to,  is  an  ingenious  arrangement  of  a  double  apartment 
bin  with  sand  in  one  side  and  stone  in  the  other,  so 
arranged  that  they  discharge  directly  into  a  propor- 
tioning hopper  below  and  from  there  into  the  mixer. 
It  is  generally  advantageous  to  place  the  mixer  below 
the  level  of  the  ground  on  which  the  material  is  placed. 
This  is  often  done  by  setting  it  in  the  basement,  if  it 
is  a  building  contract,  or  outside  of  the  foundation  in 


Fig.  5.— Details  showing  a  chute  joint,  and  method  of  suspension. 

a  pit  excavated  for  the  purpose.  This  facilitates 
charging.  A  special  arrangement,  a  storage  bin  with 
a  proportioning  hopper,  can  be  built,  and  by  adjusting 
the  movable  j^artition,  any  proportion  of  aggregates 
may  be  had.  In  cases  where  the  material  is  brought 
in  by  rail  and  the  switch  is  at  all  distant  from  the 
mixing  plant,  it  may  prove  profitable  to  carry  the  ma- 
terial to  the  plant  on  small  side-dump  cars,  which  can 
be  elevated  sufficiently  to  discharge  directly  into  the 
proportioning-  hoppers  or  storage  bins,  the  cars  return- 
ing to  the  switch  by  gravity. 

The  position  of  the  mixing  plant  depends  on  two 
factors — the  location  of  the  raw  ])roducts  and  the  dis- 
tributing of  the  concrete.  When  a  large  mixer  is  once 
set  up  it  should,  if  possible,  be  in  a  position  to  handle 
the  entire  job  without  shifting.  This  necessitates  the 
use  of  chutes  (see  Figs.  2  and  3)to  carry  the  concrete 
to  different  parts  of  the  work.  In  some  plants  the 
concrete  is  carried  from  tower  to  tower  by  chutes,  and 
re-elevated  at  each  tower,  making  the  use  of  one 
plant  only  necessary.  The  separation  of  the  coarse 
aggregates  and  the  mortar,  however,  is  a  grave  danger 
in  such  ])lants,  and  should  be  watched  carefully. 

The  tower  and  chute  method  of  distribution,  Avhich 
has  now  generally  sup])lanted  the  older  method  of 
wheeling  the  concrete  in  buggies  to  the  forms,  is 
shown  in  Figs.  2  and  3.  The  tower  must  be  of  suit- 
able construction,  rising  from  the  mixer  base  to  a 
sufficient  elevation.  Fig.  4  shows  the  details  of  a 
standard  wooden  tower  such  as  is  generally  employed. 
It  is  built  of  6  in.  x  6  in.  x  18  ft.  uprights  and  4  in.  x 
4  in.  elevator  guides,  2  in.  x  6  in.  x  12  in.  fish  plates, 
2  in.  X  6  in.  braces,  properly  bolted.  Further  details 
are  shown  in  the  drawings.  The  elevator  is  usually 
driven  by  the  same  engine  that  runs  the  mixer. 

Trip  blocks  and  a  receiving  hopj^er  are  arranged 
to  be  adjustable  to  any  height  to  suit  the  requirements 
of  the  work.  The  elevator,  on  reaching  the  block, 
trips  and  dumps  into  the  receiving  hopper,  which  usu- 
ally has  two  discharge  spouts,  one  near  the  bottom 
of  each  side.  Fach  spout  is  fitted  with  a  controlling 
gate  and  concrete  may  be  discharged  through  either 
set  of  chutes  at  the  will  of  an  operator  stationed  on 
the  tower.  Figs.  2  and  3  show  the  most  convenient 
form  of  supporting  chutes — the  cable  from  the  top 
of  the  tower  is  run  out  and  anchored  and  the  spout 
lengths  are  sus])ended  from  this  cable.  Another  meth- 
od of  su])porting  them  is  by  derricks  or  by  a 
boom  su])ported  by  ca])los  from  the  tower  with 
a  special  A  frame  at  ihe  end  mounted  on  wheels,  which 
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allows  it  to  he  moved  aljout  conveniently.  Fig'.  5 
shows  a  joint  between  two  successive  lengths  of 
chutes  and  the  means  of  suspending  the  chutes  from 
the  catenary.  The  most  convenient  slope  for  the  chutes 
is  1  vertical  to  4  horizontal.  Any  excessive  slope  soon 
wears  the  steel  chutes  out,  especially  at  the  joints. 
The  slope  should  gradually  increase  as  the  distance 
from  the  tower  increases. 


The  volume- of  concrete  construction  lhrough(jut 
the  country  is  becoming  so  great  that  it  warrants  the 
use  of  an  extensive  amount  of  standard  and  special 
equipment.  Most  of  these  items  of  machinery  are 
used  to  profitable  advantage,  and  with  a  little  more 
study  ;ind  experience,  what  is  now  special  equipment 
may  soon  be  called  standard  and  be  included  in  the 
general  contractor's  list  of  machinery. 


The  Effect  of  the  War  on  the  Price  of  Glass 


The  effect  of  the  war  on  the  price  of  glass,  however 
the  circumstances  may  be  explained,  has  been  that  the 
year  1915  saw  the  lowest  prices  in  the  history  of  the 
glass  industry.  The  situation  indeed  Avas  so  bad  that 
three  of  the  largest  manufacturers  in  the  United  States 
were  closed  down,  as  a  result,  as  one  of  the  survivors 
recently  put  it,  of  "ruinous  competition."  The  mem- 
bers of  this  trade  are  now  naturally  asking  themselves, 
why?  What  do  we  gain  by  a  price-cutting  campaign 
that  prevents  even  the  strongest  firms  from  making  a 
living  profit?  There  is  little  evidence  that  any  more 
glass  is  sold  at  the  cut  price  than  if  a  fair  rate  were 
maintained.  Would  it  not  be  better  to  get  together 
and  arrange  a  proper  working  basis  on  which  a  living 
l)rofit  could  be  made  by  whoever  gets  the  business? 
Would  it  not  be  better  to  make  the  competition  one 
of  business-getting  ability  rather  than  of  mere  under- 
selling? 

A  cou])le  of  interesting  letters  touching  uj)on  this 
situation  have  just  come  to  hand.  A  solution  of  the 
difficulty  has  been  suggested  in  a  letter  by  Mr.  Brad- 
shaw,  of  the  H.  M.  Hooker  Company,  to  Mr.  Cowan, 
manager  of  the  Luxfer  Prism  Company,  Toronto.  Mr. 
Cowan  passes  the  letter  along  to  us  with  his  own 
comment.    Both  letters  are  reproduced  below : — 

Toronto,  May  15th.  191  (i. 

Editor,  Contract  Record: — 

1  enclose  a  letter  from  one  of  the  leading  leaded  glass 
manufacturers  of  Chicago,  who  is  also  an  active  member  of 
the  Ornamental  Glass  Manufacturers'  Association  of  United 
States  and.  Canada,  and  ))elieve  that  he  is  striking  a  note 
which  needs  to  l)e  struck  hard  in  our  branch  as  well  as  in 
several  other  branches  of  the  building  trade.  It  is  not  for 
me  to  say  tliat  the  different  members  of  the  glass  business 
should  unionize,  but  1  do  know,  and  every  one  of  us  knows, 
that  something  should  be  done  to  lift  the  business  out  of 
the  slough  of  despond  which  it  is  in  to-day  and  has  been 
in  for  a  lopg  time  past.  This  applies  not  only  to  the  glass 
business,  but  also  to  certain  sections  of  tlie  ir'on  business, 
with  which  we  come  in  contact.  Although  we  have  secured 
certain  contracts  at  figures  which  we  consider  quite  low 
enough,  we  have  been  beaten  out  on  others  by  figures  'M)  to 
35  per  cent,  lower. 

I  feel  satisfied  that  for  the  general  benefit  of  the  trade 
it  would  be  wise  if  all  the  different  members  could  wake  up 
to  the  extent,  that  we  could  get  together  and  decide  that 
prices  be  put  on  a  basis  where  they  would  show  a  margin 
of  profit.  Each  apparently  at  the  present  time  is  figuring 
to  beat  the  other  on  a  price  basis.  This  simply  has  the  effect 
that  each  is  losing  his  money. 

I  do  not  believe  that  there  is  any  object  in  keeping  this 
sort  of  information  under  our  hats,  as  it  should  be  public 
property.  Everybody  in  the  business  knows  they  are  losing 
money,  and  the  sooner  we  all  wake  up  and  get  together  the 
better. 

1  send  this  as  a  member  of  the  Executive  of  the  National 


Ornamental   (ilass   Manufacturers'  Association,  and  if  you 
think  it  wise  to  publish  this  communication  I  will  be  very 
pleased  not  only  to  have  this  done  but  to  co-operate  in  any 
way  to  improve  conditions  in  the  trade. 
Yours  truly, 

Luxfer  Prism  Company,  Limited. 

Per  W.  Cowan,  Manager. 

VV.  Cowan, 

100  King  Street  West, 

Toronto,  Canada. 

Dear  Sir: — 

It  seems  to  be  the  universal  consensus  of  opinion  among 
the  art  glass  trade,  that  something  heroic  must  soon  be  done 
to  put  the  profession  on  a  paying  basis,  yet,  no  one  has 
come  forth  with  a  solution  of  the  acknowledged  difficult  prob- 
lem. We  are  all  fully  aware  that  there  are  many  defects  to 
be  cured,  l)Ut  what  we  are  all  interested  in  is  the  cure.  We 
write  about  the  abuses  which  are  perpetuated,  we  criticize 
and  sometimes  condemn  the  other  fellow,  but  fail  absolutely 
to  apply  the  cause  to  ourselves,  and,  as  a  possible  remedy, 
may  I  suggest  this  one  thought.  Unionize. 

We  are  not  equally  situated,  we  are  not  all  sharing  the 
same  responsibilities,  nor  are  we  working  under  the  same 
conditions,  which  make  it  vury  difficult  to  establish  or  main- 
tain a  uniform  price,  such  as  is  being  done  among  kindred 
trades.  You  see  other  lines  of  business  advancing  by  leaps 
and  bounds,  and  profits  piling  higher  and  higher,  while  your 
bank  account,  Mr.  Art  Glass  Man,  is  most  likely  growing 
smaller  and  smaller.  There  is  a  reason.  What  do  you  think 
oi  a  uniform  scale  of  wages,  and  a  standard  form  of  work- 
ing conditions?  Would  it  not  guide  us  in  the  direction  which 
would  result  in  the  general  up-lift  of  our  business? 

I  am  firmly  cjf  the  opinion  that  a  union  of  principles, 
backed  up  and  regulated  by  a  properly  organized  union  of 
labor  whereby  we  are  all  paying  the  same  scale  of  wages, 
and  working  in  harmony,  will  be  the  proper  thing.  What 
do  you  think  about  it.  my  Art  Glass  brother?  This  matter 
may  come  liefore  our  next  convention,  and  an  opinion  from 
you  at  your  earliest  convenience,  setting  forth  your  views,  so 
that  we  may  be  guided  intelligently,  in  our  future  delibera- 
tions, will  be  highly  appreciated  at  this  time. 

The  art  glass  workers  have  federated  with  the  Brother- 
hood of  Painters,  Decorators,  and  Paper  Hangers  of  Amer- 
ica.    What  are  we  going  to  do? 

Sincerely  yours, 

G.  N.  Bradshaw. 


The  new  Dominion  Observatory  building  on  Little 
Saanich  Mountain,  near  Victoria,  is  rapidly  nearing 
completion.  The  dome  to  house  the  largest  telescope 
in  the  world  reached  Victoria  cn  March  22nd  from 
the  Warner  &  Swasey  Works  at  Cleveland,  the  sec- 
tions occupying  eight  cars  and  weighing  125  tons. 
With  the  dome  came  a  ciuantity  of  special  erecting 
machinery  to  aid  in  putting  the  steel  work  together 
rapidly. 
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Moulding  Reinforced  Concrete  Lighting 
Standards  by  a  Centrifugal  Process 


CONCRETE  poles  for  carrviiif;-  li.^lit  and  ])()\vcr, 
as  well  as  servint^  for  lis^htint^  standards,  arc 
(|uite  common  in  the  city  of  Toronto,  wliicli 
has  perhaps  the  largest  number  of  concrete 
poles  of  any  city  on  this  continent.  The  re-inforced 
concrete  lightino;  standard  is  becominu-  recognized  as 
superior  to  those  of  bronze,  wood,  cast  iron,  pressed 
steel,  or  copper  covered.  Not  only  in  the  first  cost 
is  the  concrete  designed  lower,  but  in  the  matter  (jf 
maintenance  also.  A  new  improved  type  of  re-in- 
forced  concrete  standard  which  has  been  manufac- 
tured for  some  southern  California  cities  by  a  centri- 
fugal process,  is  descril)ed  in  Concrete  b}'  L.  R.  W. 
Allison,  of  Newark,  N.  J.  This  process  of  moulding 
oflfers  some  interesting  features  of  operation.  The 
method  of  formation  indicates,  both  in  theory  and  prac- 
tice, a  logical  and  effectual  means  of  production,  at  the 
same  time  showing  reduction  in  cost  factors  that  tend 
to  enhance  the  extensive  employment  of  these  stand- 
ards for  all  practical  and  economical  purposes. 

The  fundamental  principle  involved  in  centrifugal 
concrete  manufacture  is  that  of  effecting  proper  com- 
l)ression  by  centrifugal  action.  As  is  evident,  in  re- 
voh  ing  a  wet  mix  by  this  process  the  area  of  greatest 
com])ression  is  at  the  point  of  greatest  radius.  This 
affords  the  desired  density  in  actions  where  it  is  most 
needed,  resulting  in  a  product,  with  cored  center,  of 
great  structural  strength  and  stability. 

The  hardest  portion  will  be  at  the  outside  and  the 
thickness  of  wall  can  be  governed  by  the  amount  of 
material  used.  This  placement  of  the  heavier  and 
the  finer  particles  in  concrete  by  centrifugal  action, 
forming  the  densest  mass  at  the  outside,  affords  a 
consistent  distribution  in  the  proper  proportions  of 
the  respective  ingredients. 

These  standards  are  composed  of  a  1  :3  mixture, 
consisting  of  1  part  Portland  cement  and  3  parts  clean 
washed  sand  and  g^ravel.  This  aggregate  is  mixed 
with  sufificient  water  to  permit  pouring  into  forms 
which,  of  wood  or  metal  as  required,  are  of  the  de- 
sired outline  and  dimensions,  and  made  in  two  or  more 
parts  as  the  exterior  design  may  necessitate.  The 
steel  reinforcement  is  built  up  and  placed  in  the  mold, 
supported  from  the, wall  on  a  dead  center. 

When  filled,  the  forms  are  locked  in  a  machine  and 
revolved  at  a  proper  speed  to  compact  the  mixture, 
sustaining  the  wet  concrete  against  the  walls.  The 
exact  rotating  speed  is  dependent  upon  the  diameter  of 
the  post.  In  this  operation  all  voids  are  filled  and 
the  resultant  product  has  a  hard,  smooth  surface  that 
cannot  be  obtained  by  ordinary  tamping.  The  pre- 
liminary set  is  obtained  in  about  30  niin.  and  the  mold 
is  withdrawn  and  allowed  to  stand  for  24  hrs.  before 
removal.  After  this  time,  the  formed  structure  is 
callable  of  being  handled  without  danger  of  injury  to 
the  surface;  an  additional  curing  in  the  open  air,  keep- 
ing the  product  thoroughly  moistened,  completes  the 
process  of  manufacture. 

'A  sectional  view  of  a  typical  post  is  shown.  The 
shaft  is  reinforced  with  four  ^-in.  squ;u-e  twisted  steel 
rods,  equally  spaced  around  the  circumference  and 
?4-ins.  from  the  outside  wall.  The  rods  are  wired 
and  held  in  i)lacc  with  No.  14  wire  hooi)s.  The 
standards  have  a  hollow  core,  varying  slightly  for  dif- 
ferent types  of  design,  but  not  less  than  3  ins.,  ex- 


tending from  end  to  end.  This  core  is  concentric 
with  the  outside  surface  of  the  post. 

The  base,  of  square  or  octagonal  pattern,  as  desired, 
and  capital  are  cast  separately  under  the  centrifugal 
process.  The  former  is  provided  with  a  4-in.  x  4-in. 
X  6-in.  cut-out  box  with  concrete  cover.  Foundations 
for  the  standards  are  cast  in  place,  reinforced  with 


Concrete  lightin«  standard  manufactured  by  the  centrifugal  process. 

•}^-in.  twisted  steel  rods  5  ft.  long  in  center,  and  the 
post  securely  anchored  to  this  footing-. 

In  finished  surface  these  standards  resemble  cut  or 
polished  stone,  which  has  resulted  in  the  trade  name 
of  Marbelite.  The  post  being  hollow,  is  accordingly 
lighter  than  a  solid  column,  and  at  the  same  time,  is 
considerably  stronger.  Tests  for  absorption  show 
that  the  surface  of  these  posts  take  up  less  than  one- 
half  the  moisture  absorbed  by  well  tamped  concrete 
of  the  same  mixture  in  a  like  period  of  time. 

While  this  method  of  concrete  manufacture  is  suit- 
able for  other  products  of  post  or  column  type,  it  has 
become  particularly  applicable  in  making  reinforced 
concrete  electroliers,  and  extensive  activity  is  being 
given  this  line  of  operation.  Classic  designs  modeled 
after  Creek  and  Roman  arcliitecture  are  being  ado])ted 
for  various  column  types,  sui)plemented  by  l)ases  and 
capitals  of  harmonizing  pattern. 
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Unit  Concrete  Stairway  Construction 

The  method  of  casting  unit  stair  concrete  steps, 
which  greatly  facilitated  the  construction  of  concrete 
stairways  for  subways  in  Boston,  is  described  I^y  W.  B. 
Conant,  in  "Concrete."  The  old  method  of  setting  up 
a  timber  form  for  each  flight  of  stairs  was  found  ex- 
pensive because  a  considerable  amount  of  lumber  was 
destroyed  in  removing  the  forms.  A  unit  system  of 
casting  each  step  was  worked  out,  which  proved  to 
be  from  33  to  50  per  cent,  cheaper. 

The  plan  of  casting  is  as  follows :  a  cypress  form 
of  sufficient  length  to  carry  two  8-ft.  lengths  is  used 
to  give  the  face  of  riser  and  tread ;  i.e.,  the  stair  is  cast 
in  an  inverted  position.  The  base  plate,  7  in.  wide  by 
i/i  in.  thick,  to  which  a  corrugated  "safety  tread"  is 
attached,  is  laid  face  down  on  the  form.  Reinforce- 


ment consisting  of  ji-m.  deformed  bars,  as  indicated 
in  an  accompanying  illustration,  are  placed  in  posi- 
tion ;  lateral  rods  bent  to  conform  with  the  elbow  of 
the  unit  are  spaced  at  about  2-ft.  6-in.  intervals  in  the 
length  and  wired  to  the  longitudinal  rods,  the  rein- 
forcing being  cast  J4  in-  ^^om  the  outer  surface. 

End  bulkheads  ai-e  set  in  position  and  over  these 
is  placed  the  form  for  the  back  and  the  under  side  of 
the  unit.    This  is  screwed  to  the  bulkheads. 

Then  the  form  is  filled  with  a  mixture  consisting  of 
1  part  Newburyport  sand,  1  part  cement,  1  part  stone 
dust,  }i  in.  diam.  and  finer,  and  lb.  lampblack,  the 
materials  being  measured  by  volume.  Standard  stairs 
are  of  7-in.  riser  and  11 -in.  tread,  with  tread  IjA  in. 
thick  and  riser  1^  in.  thick. 

As  the  concrete  sets,  the  form  is  carefully  troweled 
off  to  a  finished  surface,  it  being  necessary  to  get  an 
absolutely  uniform  thickness. 

The  unit  is  allowed  about  24  hours  to  set ;  then  the 
front  form-  is  removed  and  the  riser  finished.  After 
one  more  day,  the  unit  is  turned  over  and  the  tread 
finished.  Each  stair  is  allowed  to  cure  at  least  one 
week. 

Preliminary  to  erecting,  a  flight  of  concrete  string- 
ers is  cast  against  either  wall,  and  for  a  wide  stair- 
way another  stringer  in  the  middle,  each  8  in.  to  12  in. 
wide.  The  practice  is  to  snap  a  chalk  line  on  either 
wall  for  a  nosing  line,  and  to  set  each  unit  to  this, 
beginning  with  the  bottom  stair.  Units  are  laid  in  a 
1:1:1  mortar  and  where  conditions  make  it  necessary 
the  spaces  under  the  stairs  are  groutea  with  a  similar 
mix  through  holes  1>^  in.  in  diameter  cast  in  the 


treads  by  means  of  pipe  sections.  Otherwise,  if  tn^ 
space  beneath  the  stairs  is  accessible,  the  space  is  con- 
creted from  below. 


Clayburn  Firebrick  &  Clay  Co.,  Ltd. 

The  Clayburn  Eircl)rick  (S:  Clay  Co.,  Ltd.,  Clayburn, 
B.C.,  are  doubling  the  capacity  tjf  their  plant  by  the 
erection  of  additional  buildings  and  the  installation  of 
more  machinery.  The  property  of  this  large  plant 
comprises  over  800  acres  al)out  a  mile  from  the  Clay- 
l)urn  station  of  the  British  ColuitilMa  l<-k'ctric  Railway 
and  includes  the  village  of  Clayburn,  which  is  owned 
by  the  company  and  maintained  for  the  emplcjyes. 
This  village  is  equipped  with  all  modern  improA'e- 
ments — sewage  system,  electric  light,  and  street  lights. 

Five  miles  of  electric  railway  are  o]:)erated  by  the 
company,  as  well  as  a  line  from  the  i)lant  to  Clayburn 
station.  Mechanical  operation  throughout  tlie  entire; 
works  is  l)y  electricity,  'i'lieir  large  mine,  wiiich  is  in 
Sumas  Mountain,  contains  openings  for  seven  dififer- 
ent  clays  and  shales  of  a  variety,  it  is  claimed,  not 
existing  anywhere  else  in  the  world.  I  he  clays  run 
fi'om  from  buff  to  bjight  red,  co\  ering  ])ractically  the 
entire  field  of  cla}^  goods  included  in  vitrified  briclc, 
and  the  company  are  now  experimenting  on  pa\ing 
brick.  It  has  been  found  that  on  mixing  two  different 
claj's  a  perfect  non-absorbent  l^rick  was  secured, 
which  is  now  standard  for  the  Vancouver  sewerage 
system.  All  that  is  now  required  to  perfect  a  vitrified 
paving  brick  is  to  combine  the  non-absorl^ent  quality 
with  toughness  and  in  so  doing  the  first  vitrified 
brick  manufactured  in  Canada  will  have  been  secured. 

The  material  now  in  sight  in  the  various  clays — 
and  the  property  has  barely  been  touched — will  last 
eiglit  years  and  it  is  estimated  that  there  will  be  suffi- 
cient raw  material  available  to  last  for  generations. 

The  importance  of  this  Clayburn  industry  can  be 
seen  by  the  following  figures  of  last  year's  output :  692 
tons  of  prepared  fire  clay;  315,000,000  common  brick; 
250,000,000  pressed  brick;  364.000.000  cut  brick ;  1.- 
823,000  fire  bricks;  839  tons  of  special  goods  (chiefly 
fire  brick  shapes)  ;  217  tons  of  drain  tile,  and  432  tons 
of  sewer  j^ipe.  The  capacity  of  the  plant  as  present  is 
25,000  fire  brick  per  day,  in  addition  to  other  wire-cut 
goods,  in  a  ten-hour  shift.  Hand-made  brick  for  build- 
ing and  dry-press  brick  can  be  turned  out  at  the  rate 
of  30,000  to  40,000  per  day,  and  should  building  acti- 
vity warrant,  twenty  extra  employes  could  easily  be 
accommodated. 

At  the  present  time  the  plant  is  working  on  a  large 
order  for  the  Trail  Creek  Smelter,  which  will  be  ready 
in  a  few  weeks.  Clayburn  products  have  figured 
largely  in  building  activity  in  Vancouver,  being  con- 
tained in  the  Hotel  Vancouver  and  the  big  new  C.P.R. 
station.  The  company  has  also,  after  persistent  effort, 
succeeded  in  getting  a  strong-  foothold  in  the  United 
States  and  have  recently  completed  large  orders  in  the 
States  of  Oregon  and  Washington. 

The  Clayburn  Firebrick  and  Clay  Company  are  the 
sole  manufacturers  of  fire  brick  in  Canada  and  it  is  one 
of  the  few  industries  unprotected  by  tariff  regulations, 
while  all  other  makes  of  clay  products  imj^orted  are 
subject  to  a  20  per  cent,  duty,  fire  brick  comes  in  duty 
free.  The  present  firm  took  over  the  establishment 
from  the  Vancouver  Fire  Brick  &  Clay  Company  in 
I'W),  the  officers  being:  President,  W.  H.  Armstrong; 
vice-president,  A.  L.  Russell;  secretary,  J.  J.  Plommer. 
Mr.  J.  B.  Millar  is  general  manager,  and  the  Board 
of  Directors  includes  Alex.  Morrison,  Rodge  O'C.  Mil- 
ler, C.  C.  L.  Wilson,  T.  II.  Roaf,  and  Roy  Miller.  Of 
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the  total  clay  goods  from  Canada  ~  exhibited  in  the 
Canadian  BuildinQ-  at  the  San  Francisco  Exposition. 
Clayburn  products  comprised  one-third. 


Manufacturing  Concrete  Ft  nee  Posts 

METHODS  employed  by  the  New  York  Board 
of  Water  Supply  in  manufacturing  rein- 
forced concrete  fence  posts  in  connection 
with  their  work  on  the  Catskill  Aqueduct, 
were  described  by  R.  N.  Wheeler  in  a  paper  before 
the  New  England  Water  Works  Association  recently. 
These  posts  were  cast  in  thin  metal  forms  in  a  hori- 
zontal position.  Two  methods  were  used,  namely,  the 
table  and  the  battery  methods.  In  the  former  the 
moulds  were  placed  on  a  skeleton  table,  while  in  the 
latter  a  small  steel  car  with  hinged  ends,  designed  to 
hold  fiye  layers  of  six  moulds  each  was  used.  The 
table  method  was  generally  the  more  satisfactory  of 
the  two.  It  required  a  little  more  floor  space,  but 
it  allowed  better  access  to  the  forms  for  trowelling 
the  faces  of  the  posts  at  the  proper  time. 

Mr.  Wheeler  gives  the  following  hints  as  the  re- 
sult of  his  observations : 

1.  Moulds  should  be  coated  with  a  thin  film  of  oil. 

2.  Concrete  aggregates  should  be  of  two  sizes,  well 
graded ;  the  fine  up  to  54  iii-,  and  the  coarse  from  ^  to 
1/2  ii)-  for  the  smaller  sections  of  post  and  }i  to  ^ 
in.  for  the  larger. 

3.  The  mixture  must  be  very  accurately  propor- 
tioned, analyses  being  desirable  to  determine  the  exact 
proportions.  Generally  about  one  part  of  cement  to 
three  parts  by'  volume  of  aggregates  gave  the  best 
results. 

4.  The  concrete  must  be  thoroughly  mixed  and  of 
wet  consistency. 

5.  The  ends  of  moulds  must  be  sealed  tightly  with 
clay,  plaster  of  Paris,  or  cement,  to  insure  good  tops. 

6.  The  air  must  be  expelled  by  joggling  and  run- 
ning a  trowel  back  and  forth  through  the  mixture  and 
along  the  sides  of  the  mould  while  placing. 

7.  The  reinforcement  must  be  jjlaced  in  correct  po- 
sition. This  can  be  accomplished  without  a  spacing- 
device  after  a  workman  becomes  skilled. 

8.  The  reinforcing  metal,  particularly  round  wires, 
should  be  thoroughly  rusted  or  nicked  to  give  a  proper 
bond.  Bending  the  ends  of  these  wires  back  180  degs. 
gives  good  results.  As  received  from  the  mill,  these 
wires  are  greasy  from  the  drawing  process,  and  it  is 
necessary  to  hasten  rusting  by  the  use  of  a  weak 
acid  afterward  neutralized.  Posts  tested  to  failure 
show  that  unrusted  straight  wires  pull  through,  where- 
as properly  rusted  ones,  or  those  with  ends  bent, 
break.  It  has  been  suggested  that  running  the  wire 
through  a  barbing  machine  such  as  is  used  in  the 
manufacture  of  barbed  wire  nails  would  deform  it 
sufficiently  to  give  a  good  bond.  This  would  add  not 
over  one-half  cent  per  pound  to  the  cost. 

9.  Posts  must  be  properly  cured.  They  can  be  re- 
moved from  the  moulds  in  36  hours,  and  may  be  stood 
in  a  vertical  position  and  water  sjjrayed  over  them 
from  suitably  arranged  piping,  or  preferably  they  may 
be  sjjaced  in  a  horizontal  ]KJsition  and  covered  with 
sand  or  sawdust  kept  wet.  Curing  should  cover  at 
lea.^t  two  weeks,  and  better  four. 

10.  'Jlie  rounding  of  edges  of  the  exposed  face  can 
be  accomi)lished  in  the  form,  hut  better  by  rubbing 
with  a  carborundum  brick  after  erection  and  before  the 
wire  is  stretched.  If  fencing  is  attached  by  wra])])ing 
wires,  rough  edges  assist  in  holding  the  wires. 


Welding  Methods  in  Repair  Work 

The  method  adopted  by  the  Pennsylvania  Railroad 
for  reconstructing  cast-iron  resistance  grids  of  electric 
locomotives  is  as  follows : — The  grids  are  first  sorted 
into  four  classes.  The  best  are  retained  for  reassembl- 
ing ;  those  slightly  burned  are  ground  on  an  emery 
wheel,  while  badly  burned  ones  are  re-ground  and  used 
at  the  insulated  joints,  the  surfaces  being  separated  by 
mica.  The  remainder  are  repaired  whatever  their  con- 
dition. Broken  grids  are  placed  on  a  jig  so  that  there 
is  in.  clearance  between  the  parts  to  be  joined.  A 
mould  formed  of  old  carbon  brushes  is  placed  around 
this  space,  and  the  crack  is  forced  open  1/16  in.  and  the 
grid  clamped  to  the  jig  to  provide  for  contraction 
in  cooling.  After  welding,  and  when  the  metal  has 
cooled  to  a  dull  red  heat,  the  clamp  is  removed  to  pre- 
vent breakage  by  contraction.  The  average  cost  of 
this  operation  is  10  cents,  while  a  new  grid  would  cost 
$1.05.  The  resistance  units,  after  being  re-ground  or 
welded  as  described,  are  assembled  on  Mn-steel  rods 
for  welding,  these  being  very  hard  and  not  aflfected  by 
high  temperature.  It  is  found  that  in  welding,  the 
molten  metal  does  not  adhere  to  these  rods,  and  they 
enable  the  holes  through  which  they  pass  to  be  kept 
smooth.  A  fire-clay  backing  is  employed  to  prevent 
the  molten  iron  from  flowing  down  between  the  grids. 
The  bottom  and  side  edges  of  the  contact  surfaces 
are  then  welded  and  the  rods  removed,  after  which  the 
grids  are  reassembled  on  the  insulated  rods  with  mica 
washers  between  the  joints,  and  the  A-frames  are  put 
in  place.  The  insulation  is  then  tested  with  1,000  volts 
alternating  current. 

This  method  has  proved  to  be  cheaper  than  acety- 
lene welding,  the  details  of  cost  being  as  follows : — 
Removing  burnt  grids  from  locomotives,  2  men, 

2  hours  at  50c.  per  hour  $1.00 

Grinding,  cleaning,  and  repairing  grids,  1  man, 

2  hours,  at  34c.  per  hour  68 

Assembling  grids  for  welding,  1  man,  1  hour,  at 

34c.  per  hour   .34 

Welding  grids,  1  man,  3  hours,  at  34c.  per  hour.  1.02 
Assembling  grids  on  locomotives,  2  men,  3  hours 

at  50c.  per  hour   1 . 50 

.Cost  of  electrical  energy,  33  units  at  Ic.  per  unit  .33 


$4.87 

The  cost  of  the  former  method  of  replacing  burnt 
sections  by  new  ones  and  grinding  and  cleaning  those 
slightly  burned  amounted  to  $14.40. 

Obstacles  to  successful  welding  are  sand  holes, 
blow-holes,  and  slag  piles. 

Copper  lugs  have  been  successfully  welded  to  cast- 
iron  grids  by  shortening  the  arc  to  y>  in.,  and  using 
150  am])s,  rhe  arc  is  confined  to  the  iron  until  weld- 
ing temperature  is  reached  and  then  brought  in  con- 
tact with  the  iron  and  copper.  Copper-oxide  gas  and 
copper  slag  are  sources  of  trouble  ;  the  gas  is  hea\  v 
and  masks  the  weld,  while  the  slag,  being  but  slightly 
darker  than  the  molten  cop])er,  is  difficull  to  distinguish 
from  it. 


The  Toronto  iiureau  of  Municipal  Research  have 
just  issued  their  second  annual  report,  covering  the 
year  ended  l'\'bruary  29,  191C).  The  report  covers  what 
tlie  l)ureau  has  been  working  al  during  the  year;  what 
adxances  lia\c  ])cen  made  by  tlie  civic  government  in 
city  administration  and  by  the  conununity  as  a  whole 
in  conununity  activities;  and  linally  suggests  some  ad- 
vanced  steps   for   the  future. 
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Canadian  Overseas 
Corps  Doing  Good 

IT  has  been  truly  said  that  modern  war  is  engineer- 
ing appHed  to  manslaughter.    It  is  an  engineer's 
business,  according-  to  the  classic  definition,  to 
use  the  great  forces  of  nature  for  the  service  of 
man.    How  far  the  term,  service,  may  be  ap])lied  has 


Railway  Construction 
Work  at  the  Front 

I)articular  attention.  'J'he  corps  has  already  built  many 
miles  of  track  at  strategic  points,  and  is  now  engaged 
in  surveys  for  further  construction.  The  sudden  de- 
mand for  troops  and  supplies  creates  a  condition  which 
requires  that  means  of  communication  and  transporta- 
tion should  be  supplied  as  rapidly  as  ]jossible.  The 
equipment  necessary  to  carry  on  such  construction 
must  necessarily  be  the  most  efficient  possible.  To 
meet  the  conditions,  the  Canadian  Government  re- 
cently purchased  for  the  C  O.  R.  C.  C.  a  considerable 
amount  of  equipment,  including  some   large  steam 


Lieut.-Col.  C.  W.  P.  Ramsay,  O.C. 

been  brought  out  by  the  European  war,  where  modern 
science  is  being  applied  to  the  destruction  of  the  hu- 
man race.  The  engineer  may  be  held  directly  respons- 
ible for  the  mammoth  scale  and  scientific  manner  in 
which  this  modern  war  is  prosecuted. 

The  progress  of  the  European  war  has  demon- 
strated that  engineers  are  needed  as  they  never  were 
before  to  insure  the  success  of  any  great  offensive  or 
defensive  movements.  The  work  of  the  engineer  has 
been  justly  recognized  and  the  splendid  service  done 
by  our  Canadian  engineers  at  the  front,  has  been  high- 
ly appreciated  by  the  allied  commanders.  The  work 
of  the  Canadian  Overseas  Railway  Construction 
Corps,  Colonel  C.  W.  F.  Ramsay,  O.  C,  has  attracteti 


Self-propelling  track  layer  for  the  C.O.R.C.C. 

shovels,  weighing  65  tons  each,  capable  of  excavating 
at  the  rate  of  150  to  200  yards  an  hour,  and  also  some 
self-propelling  extension  track  pile  drivers.  This 
equipment  was  purchased  by  Colonel  Ramsay's  col- 
leagues in  the  engineering  department  of  the  Canadian 
Pacific  Railway,  and  is  being  prepared  by  that  com- 
pany at  the  request  of  the  Canadian  Government  for 
shipment  to  the  corps.  The  illustrations  show  the 
types  of  machinery  that  will  be  sent.  They  bring  home 
forcibly  the  immense  proportions  on  which  modern 
warfare  is  being  waged. 

Of  the  non-commissioned  officers  and  sappers  that 
enlisted  on  the  formation  of  the  C.  O.  R.  C.  C,  eighteen 
have  received  commissions  in  the  Royal  Engineers,  a 
remarkable  tribute  to  their  efficiency,  while  Colonel 
Ramsay  and  Major  Harvey  have  been  mentioned  in 
dispatches.  Work  has  often  to  be  carried  out  under 
fire,  and  although  there  have  been  many  narrow  es- 
capes, there  have  as  yet  been  no  casualties. 


65-ton  steam  shovel  purchased  by  the  Canadian  Government  for  the  Canadian 
Overseas  Railway  Construction  Corps. 


The  Canadian  Pacific  Railway  is  engaged  on  a 
large  programme  of  broken  stone  ballasting  on  a  por- 
tion of  its  eastern  tracks  in  the  vicinity  of  Montreal 
The  main  line  from  Windsor  Station  to  Vaudreuil, 
24  miles,  and  from  Place  Viger  station  to  St.  Therese, 
20  miles,  is  now  being  being  ballasted  with  broken 
stone. 
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Two  Scholarships  for  G.P.R.  Employees 

Mr.  George  Bury,  vice-president  of  the  Canadian 
Pacific  Railway,  announces,  in  a  special  circular,  that 
two  free  scholarships,  covering  four  years'  tuition  in 
the  Faculty  of  Applied  Science  in  McGill  University, 
are  oflfered  to  apprentices  and  other  employees  en- 
rolled on  the  permanent  staff  of  the  said  company, 
and  under  21  years  of  age,  and  to  minor  sons  of  em- 
ployees, the  same  being  subject  to  competitive  exam- 
ination. 

The  competitive  examination  will  be  held  at  the 
University,  Montreal,  and  at  other  centres  throughout 
Canada,  in  June,  1916.  The  candidates  making  the 
highest  average  and  complying  with  the  requirements 
of  admission  will  be  awarded  the  scholarshi])s  and 
have  the  option  of  taking  a  course  in  any  department 
of  applied  science. 

The  scholarship  will  be  renewed  from  year  to  year, 
to  cover  a  period  not  exceeding  four  years,  if,  at  the 
close  of  each  session,  the  holder  thereof  is  entitled, 
under  the  rules,  to  full  standing  in  the  next  higher 
year.  In  case  a  scholarship  holder  finds  it  necessary 
to  interrupt  his  course  for  a  year  or  more,  notice  must 
be  given  at  the  close  of  the  session  to  the  railway 
company  and  to  the  head  of  the  railway  department 
of  the  university,  in  order  that  the  scholarship  may 
be  open  to  other  applicants. 

In  order  to  establish  prior  claim  to  the  next  avail- 
able sch(jlarship,  notice  of  the  student's  intended  re- 
turn must  be  given  to  the  railway  company  and  the 
head  of  the  railway  department  not  later  than  Janu- 
ary 1st  preceding  the  opening  of  the  session  available. 
Applications  for  certificates  entitling  eligible  persons 
to  enter  the  competition  should  be  addressed  to  Mr.  C. 
H.  Buell,  staff  registrar  and  secretary  pension  depart- 
ment, Montreal. 


^         On  Active  Service 

Ti)e  following  members  of  the  Calgary  ISrancli  of 
the  Canadian  Society  of  Civil  [Engineers  have  enlisted 
V  for  active  service: — 

Members.— 11.  B.  Muckleston,  l\  R.  i'.urlield.  Col. 
Paul  Weatherbae. 

Associate  Members. — P.  j.  Jennings,  II.  R.  Cars- 
callen,  F.  S.  Dyke,  G.  R.  Elliott,  j.  A.' Symes. 

Juniors. — R.  L.  H.  Goodday,  |.  H.  jones. 

Students.— J.  B.  McLean. 

Associate  of  Branch. — G.  H.  Whyte. 


Edmonton  Branch  G.S.G.E.  Elects  Officers 

A  special  meeting  for  the  election  of  officers  was 
held  by  the  Edmonton  branch  of  the  Canadian  Society 
of  Civil  Engineers  on  the  10th  instant  at  the  Cecil 
Hotel.  About  twenty  members  of  the  society  resi- 
dent in  Edmonton  were  present  at  an  informal  dinner 
which  was  served  at  7  o'clock.  The  following  officers 
were  elected  for  the  ensuing  year  commencing  in 
October  next: — chairman,  L.  B.  Elliot;  vice-chairman, 
J.  Chalmers;  secretary-treasurer,  C.  A.  Robb  ;  execu- 
tive committee,  A.  T.  Eraser,  1).  j.  Carter,  J.  E.  Cote, 
D,.  Donaldson. 

A  number  of  the  engineers  ])resent  s])oke  briefly 
alluding  to  the  large  number  of  the  members  who  iiad 
enlisted  in  the  service  of  King  and  Country,  the  signs 
of  returning  business  activity  in  the  west,  the  great 
undevelo])ed  resources,  the  revival  of  development 
work  following    the  close  of  the  war,  and  ihe  con- 


sequent demand  for  qualified  civil  engineers.  After 
the  disposal  of  other  regular  business  brought  before 
the  branch,  the  meeting  adjourned  at  9.30  o'clock. 


Personal 

Mr.  W.  S.  Robertson  has  resigned  his  position  as  general 
manager  of  the  Electric  Power  Company  recently  taken  over 
by  the  Ontario  Government,  and  goes  to  the  I'nited  .States 
to  accept  a  responsible  position. 

Mr.  Andrew  V.  Macallum,  for  many  years  city  engineer 


Mr.  A.  F.  Macallum.  recently  appointed  Com- 
missioner of  Works,  Ottawa. 


of  Hamilton,  has  been  appointed  Commissioner  of  Works  of 
the  city  of  ( )ttawa. 

Mr.  L.  G-  Ireland,  local  manager  of  the  Brantford  Hydro- 
electric Commission,  has  been  appointed  engineer  to  the 
Hydro-electric  Power  Commission  of  Ontario,  in  charge  nf 
the  lines  in  the  Trent  Valley  area  recently  taken  over  from 
the  Electric  Power  Company. 

Mr.  L.  G.  McNeice  has  been  appointed  general  mana- 
ger of  public  utilities  of  the  town  of  VVallaceburg.  M^r.  Mc- 
Neice formerly  represented  the  consulting  engineering  hrni 
of  Chipman  &  Power,  Toronto,  in  the  city  of  London,  and 
more  recently  was  engineer-in-charge  for  them  in  the  in- 
stallation of  the  waterworks  and  sewage  systems  at  Wal- 
kiceburg-    He  is  a  science  graduate  of  Queen's  University. 

Canadians  who  have  gained  distinction  in  professional  and 
educational  work  were  given  honorary  degrees  by  the  Uni- 
versity of  Toronto  at  Convocation  on  Friday.  .'\mong.s( 
those  who  were  honored  were  Mr.  hVank  Darling,  one  of 
Toronto's  best  known  architects,  and  Prof.  Frank  D.  Adams, 
Ph.D.,  D.Sc,  F.R.G.S.,  F.li.S.,  of  McGill  University,  who  is 
widely  known  as  a  geologist  and  educationalist,  and  past- 
president  of  the  Canadian  Mining  Institute.  International 
Congress  of  Geologists,  the  Montreal  Natural  History  So- 
ciety, and  the  McGill  Graduates'  Society-  .  ' 

Cnder  the  terms  of  a  new  by-law,  Howard  I'^erguson 
lias  been  appointed  building  inspector  at  Trail.  P>,C-,  and 
applications  for  permits  for  repairs,  alterations,  or  new 
structures  of  any  kind,  nuisl  in  future  be  referred  U<  liini. 


Obituary 

The  death  is  announced  of  Mr.  .'\.  N.  Mungall  at  his  home 
at  I'Vedericton,  N.li.     Mr.  Mungall  was  a  young  man,  only 
2H  years  of  age.    He  had  followed  the  occupation  of  ci\il 
engineer  for  a  numl)er  of  years,  and  was  engaged  in  the  cnn 
strnetidii  ai  Ihe  National  Tran>ie(inliiienlal  and  other  lines. 
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Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


Reciprocity  with  the  State  of  Michigan  takes  effect  on 
May  25. 

The  Canadian  Drawn  Steel  Co-.  Ltd.,  Hamilton.  Ont., 
have  taken  out  a  charter. 

The  Canada  Forge  Company  will  make  a  $50,000  addition 
to  their  plant  at  Welland  Ont. 

The  planing  mill  of  Lewis  Fick  &  Son,  at  Guelph,  Ont-, 
was  recently  destroyed  by  fire. 

J.  H.  Sticht  &  Company,  manufacturers  of  ornamental 
iron,  Longueuil,  Que.,  have  registered. 

The  Trades  and  Labor  Council  of  London,  Ont-,  propose 
to  build  a  temple  in  that  city,  to  cost  about  .$45,000. 

There  were  29  building  permits  issued  at  Waterloo,  Ont., 
for  the  month  of  April,  representing  a  value  of  $48,495,  a 
decrease  from  the  same  period  last  year  of  $9,330. 

Satisfactory  progress  is  being  made  on  the  site  of  the 
G.N.R-  depot  at  False  Creek,  B.C.,  and  it  is  expected  that 
work  on  the  superstructure  will  commence  shortly. 

Arrangements  were  completed  with  reference  to  the  in- 
terchange of  motor  licenses  between  Ontario  and  the  State 
of  New  York,  and  became  effective  on  the  20th  inst. 

Building  permits  to  the  value  of  $20,086  were  issued  at 
Welland,  Ont.,  during  the  month  of  April  this  year,  as  com- 
pared with  $55,032  during  the  same  period  last  year- 

The  value  of  the  building  permits  issued  in  Guelph,  Ont., 
(luring  the  month  of  April  is  $21,812.  This  makes  a  total  value 
of  the  permits  for  the  tirst  four  months  of  the  year  $24,227. 

There  is  a  rumor  that  the  Crown  Portland  Cement  plant 
at  Wiarton,  Ont.,  may  be  sold,  and  ^that  instead  of  cement 
will  be  manufactured  magnesia,  hydrate  of  lime,  potash,  etc. 

A  by-law  will  shortly  go  into  efifect  in  Westmount.  Que., 
authorizing  the  formation  of  an  architectural  commission  to 
supervise  the  outside  design  and  construction  of  buildings, 
public  and  private. 

The  Dominion  Government  is  taking  no  action  as  regards 
the  Daylight  Saving  scheme.  Premier  Borden  states  that  he 
thinks  it  is  better  for  the  municipalities  to  deal  with  the  mat- 
ter for  the  present  at  least. 

The  Department  of  Public  Works  of  Ontario  has  ap- 
proved of  a  plan  to  expend  $145,000  duiing  the  present  year 
on  additional  good  roads  in  York  County,  40  per  cent,  of  the 
cost  of  which  the  Provincial  Government  pays. 

The  number  of  building  permits  issued  in  the  city  of  Ham- 
ilton, Ont.,  for  the  first  four  months  of  this  year  was  205, 
amounting  to  $451,700,  as  compared  with  163  during  the 
same  period  in  1915,  representing  a  value  of  $387,183. 

The  Council  of  Esquimault,  B.C.,  is  taking  proceedings 
against  Thomas  E-  Young,  contractor,  to  recover  some  $5,000 
which,  it  is  alleged,  was  overpaid  him  by  last  year's  Council 
for  excavation  and  other  work  in  connection  with  sewer 
contracts. 

It  is  stated  that  the  Canadian  steel  companies  have  con- 
tracted so  far  ahead  that  they  cannot  now  accept  orders  ex- 
cept for  delivery  in  the  far-away  future,  and  that  as  a  result 
of  this  unusual  activity  they  are  all  showing  very  large 
earnings. 

Mr.  Paul  Janoushevsky,  of  the  Vladicaucase  Railway?  Rus- 
sia, has  been  visiting  Vancouver,  B.C.,  and  Portland,  investi- 
gating the  construction  of  bridges.  On  his  return  to  Russia 
he  will  superintend  the  construction  of  the  first  direct  lift 
bridge  to  be  erected  in  that  country.  - 


The  work  on  the  big  Centre  street  reinforced  concrete 
bridge  at  Calgary,  Alta.,  is  progressing  satisfactorily.  The 
first  two  spans  are  practically  completed,  and  the  false  work 
for  the  third  is  being  set  up.  It  is  estimated  that  the  bridge 
will  be  open  to  traffic  liefore  the  end  of  tlic  year. 

The  amount  of  the  building  permits  issued  in  (.Chatham, 
Ont.,  during  April  this  year,  was  $23,570,  as  compared  with 
$13,200  in  April,  1915.  The  total  value  of  the  permits  is- 
sued for  the  first  four  month  of  the  year  was  $40,120,  a  de- 
crease of  $12,280  from  the  same  period  last  year. 

The  first  steel  rolling  mill  in  the  Province  of  British 
Columbia  recently  started  operations  at  Port  Moody.  The 
mill  when  completed  will  be  in  two  units,  but  only  one  of 
them  has  been  erected  as  yet-  The  new  concern  is  under 
the  presidency  of  Mr.  E.  Francis. 

Work  on  the  aqueduct  of  the  Greater  Winnipeg  water 
district  has  been  resumed.  Construction  had  been  stopped, 
owing  to  the  belief  that  the  condition  of  the  soil  possibly 
did  not  warrant  the  pouring  of  concrete  according  to  the 
original  design.    The  design  has  been  slightly  changed. 

By-laws  were  carried  recently  l)y  the  Council  of  York 
Township,  Ont.,  providing  for  the  raising  of  sums  aggregat- 
ing nearly  $55,000,  to  cover  improvements  made  last  year. 
The  work,  which  consisted  of  the  laying  of  concrete  side- 
walks, sewers  and  cement  roadways,  was  the  most  extensive 
ever  carried  out  in  York  Township. 

G.  N.  Hatfield,  road  engineer,  in  an  interesting  paper  read 
before  the  Rotary  Club  at  St.  John,  N.B.,  outlined  plans  for 
building  a  215  mile  highway  from  St-  Stephen  through  St. 
John  and  Moncton  to  the  1)order  of  Nova  Scotia,  using  part 
of  the  revenue  from  automobile  licenses  for  carrying  out  the 
work.    The  club  approved  the  plan. 

The  work  on  the  construction  of  Welland  ship  canal  for 
which  contracts  have  been  given  out,  is  progressing  favor- 
ably, according  to  a  statement  made  by  Chief  Engineer  Wel- 
ler,  and  all  indications  are  that  with  the  exception  of  the 
Thorold  section,  where  considerable  blasting  had  to  be  done, 
operations  will  be  completed  on  schedule  time- 
Tenders  are  being  called  in  East  Trail,  B.C.,  for  the  con- 
struction of  one  mile  of  road  and  the  laying  of  over  8,000 
feet  of  mains  which  were  recently  purchased  in  Vancouver 
for  a  proposed  water  system.  A  reservoir  is  to  be  situated 
at  an  elevation  of  about  200  feet  above  the  townsite,  and  the 
water  will  be  impounded  about  one  mile  up  Randall  Creek. 
J.  D.  Anderson  is  looking  after  the  installation  for  the  own- 
ers, McKelvey  &  Randall. 

Proposals  were  made  by  a  Niagara  Falls  deputation  re- 
cently received  by  Hon.  Mr.  Reid,  Acting  Minister  of  Rail- 
ways and  Canals,  that  the  dam  and  lock,  which  it  was  in- 
tended to  place  at  Port  Robinson  in  order  to  raise  the  Wel- 
land river  to  the  level  of  the  canal,  should  instead  be  placed 
at  Montrose,  and  also  that  the  proposed  power  canal  be 
made  a  ship  canal  from  its  intake  at  Montrose  to  a  point 
south  of  Lundy's  Lane;  in  the  Township  of  Stamford. 

The  plans  of  the  new  Parliament  Buildings  at  Ottawa,  as 
drafted  by  Architects  Pearson,  of  Toronto,  and  Marchand, 
of  Montreal,  have  been  under  consideration  by  the  Commis- 
sion of  both  Houses,  and  it  has  apparently  been  decided  to 
add  a  fourth  storey  to  the  building.  The  additional  cost  of 
the  enlargement  will  probably  be  something  over  $1,000,000. 
According  to  preliminary  estimates  the  expenditure  on  the 
completed  structure  will  be  nearly  $5,000,000. 

The  Winnipeg  City  Council  have  given  permission  to  the 
Grain  Exchange  to  make  an  addition  of  three  stories  to 
their  building,  to  cost  some  $150,000.  The  architects  are  Over 
&  Jordan,  Winnipeg.  The  Council  have  also  ratified  an  agree- 
ment with  St.  Boniface,  by  which  the  construction  of  the 
superstructure  of  the  Provencher  l^iridge  will  be  erected  as 
soon  as  possible.  The  total  cost  of  the  bridge  is  estimated 
at  about  $591,000,  of  which  St..  Boniface  is  to  pay  two-thirds. 


Contracts  Department 


News    of  Special  Interest  to  Contractors,  Engineers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Markham.  Ont- 

The  Village  Council  are  calling  for 
new  tenders  on  the  construction  of 
about  35,000  square  Jeet  of  concrete 
sidewalk,  the  first  tenders  being  unsatis- 
factory.   Clerk,  M.  White. 

Montreal,  Que. 

The  City  Council  propose  to  expend 
about  $250,000  on  the  construction  of 
asphalt  and  block  pavements,  and  will 
call  for  tenders.    Engineer,  P.  Mercier. 

New  Waterford,  N.S. 

Tenders  are  now  being  received  for 
the  construction  or  sewers,  curbs,  and 
gutter  for  the  Town  Council,  estimated 
to  cost  $5,000.  Engineer,  G.  J.  Ross, 
Sydney,  N.S-  Closing  date  about  June 
20th. 

Orford  Township,  Ont. 

The  Township  Council  are  consider- 
ing the  construction  of  an  open  ditch 
drain,  estimated  to  cost  $4,454.  Engi- 
neer, J.  A.  Macdonald,  Ridgetown,  Ont. 

St.  Catharines,  Ont. 

Tenders  will  be  received  until  5  p.m., 
June  1st,  by  the  Chairman  of  the  Board 
of  Works,  for  the  construction  of  about 
5,200  feet  of  trunk  sewer.  Engineer, 
W.  P.  Near. 

St.  John,  N.B. 

The  City  Council  are  considering  the 
construction  of  extensions  to  the  water- 
works system,  ot  an  approximate  cost  of 
$330,000- 

Toronto.  Ont. 

Commissioner  of  Works,  R.  C.  Hams, 
has  recommended  the  following  work: — 
Sewers.  $46,100;  granite  block  paving, 
$31,697;  brick  block  paving,  $4,533;  as- 
phalt paving,  $5,653;  concrete  sidewalk, 
.$3,020;  concrete  paving,  $7,700. 

The  York  County  Highways  Commis- 
sion propose  to  spend  $140,000  on  the 
improvement  of  roads  throughout  the 
county,  and  the  scheme  has  been  ap- 
proved by  the  Provincial  Government. 
Engineer,  E.  A.  James,  57  Adelaide 
Street  E- 

CONTRACTS  AWARDED 

Humboldt,  Sask. 

The  contract  for  the  construction  of  a 
reservoir  for  the  Town  Council  has  been 
awarded  to  the  Northern  Construction 
Company,  Saskatoon,  at  $3,880. 

Laval,  Que. 

The  contract  for  the  construction  of 
macadam  roads  for  the  Town  Council 
has  been  let  to  A.  T.  A.  Chagnon  &  ImIs, 
Laprairie  Village.  Approximate  cost, 
$7,000.  ' 

New  Hamburg,  Ont- 

The  Town  Council  have  awarded  a 
contract  for  the  construction  of  rein- 
forced concrete  pavement  and  curbing 
to  E.  J.  Holland,  Ingersoll,  Approxi- 
mate cost,  $15,000. 


Windsor,  Ont. 

The  City  Council  have  let  a  contract 
for  the  construction  of  a  quantity  of 
concrete  pavement  to  the  Chick  Con- 
tracting Company,  McDougall  Ave.  Ap- 
proximate cost,  ,$7,500. 


Railroads,  Bridges  and  Wliarves 

Moosejaw,  Sask. 

The  City  Council  are  considering  the 
construction  of  a  pole  dam  across  the 
valley  of  Thunder  Creek.  Engineer, 
George  D.  Mackie. 

South  Dumfries  Township,  Ont. 

Tenders  on  the  constduction  of  a  steel 
and  concrete  bridge  will  1)e  received 
until  June  5th  by  the  Township  Clerk, 
Henry  Maus,  Paris.  Engineers,  Jackson 
&  Lee,  Temple  Building,  Brantford. 

Upper  Jemseg,  N.B. 

Tenders  on  the  construction  of  bridge 
superstructure  and  approaches  will  be 
received  until  noon.  May  31st,  by  Hon. 
John  Morrissy,  Department  of  Public 
Works,  Fredericton-  Plans  and  specifi- 
cations at  Provincial  Rooms,  St.  John, 
at  office  of  H.  W.  Woods,  Esq.,  Wels- 
ford,  with  Slocum  &  Townes,  Jemseg, 
and  at  the  Department. 

Waneta.  B.C. 

The  Provincial  Department  of  Public 
Works,  Victoria,  have  had  plans  prepared 
for  the  construction  of  a  l^ridge  over 
the  Pen  d'Oreille  I^iver,  at  an  approxi- 
mate cost  of  $15,000.  Engineer,  Thomas 
Kilpatrick,  Victoria- 

CONTRACTS  AWARDED 

Suhbury  Count"  N.B. 

The  Provincial  Department  of  Public 
Works,  Fredericton,  have  awarded  the 
contract  for  the  construction  of  a  bridge 
at  Black  Creek  Mouth  to  Luther  B. 
Smith,  38  Dufferin  Road,  St.  John,  N.B. 

Public  Buildings,  Churches 
and  Schools 

Calgary,  Alta. 

The  School  Trustees  propose  to  build 
two  manual  training  buildings  at  an  esti- 
mated total  cost  of  $56,000,  and  will  sul> 
mit  a  by-law. 

The  erection  of  an  auditorium  at  an 
approximate  cost  of  $150,000,  is  l)eing 
considered,  and  a  special  committee  has 
been  appointed,  of  which  City  Engineer 
Craig  is  a  memljer. 

Casselman,  Ont. 

Charles  I^rodeur,  Architect,  63  City 
Hall  Street,  Hull,  Que.,  has  prepared 
plans  for  alterations  and  additions  to 
the  Parish  Church,  estimated  to  cost 
$6,500.  Tenders  will  l)e  called  shortly. 
Frame  and  brick  veneer  construction. 

Gravenhurst,  Ont. 

The  National  Sanatarium  Association, 
223  College  Street,  Toronto,  propose  to 
construct  a  central  heating  plant,  a  voca- 
tional building  and  a  numl)er  of  cottages 


at  the  Hospital.  Architect,  C.  S.  Cobb, 
71  Bay  Street,  Toronto. 

Hespeler,  Ont. 

Sketch  plans  are  being  prepared  for  a 
Roman  Catholic  Church,  to  be  built  on 
Cooper  Street  at  an  approximate  cost  of 
$10,000.  Architect,  J.  M.  Cowan,  65  Ade- 
laide Street  E.,  Toronto. 

London,  Ont. 

Tenders  on  the  erection  of  a  Technical 
School  will  be  received  until  June  3rd  by 
A.  E.  Silverwood,  Chairman  of  the 
School  Board-  Architects.  Watt  & 
Blackwell,  Bank  of  Toronto  Building. 
Estimated  cost,  $200,000. 

Nelson,  B.C. 

Plans  are  being  prepared  for  the  erec- 
tion of  a  building  for  the  Kootenay  Lake 
General  Hospital.  Estimated  cost, 
$50,000- 

Orillia,  Ont. 

Bulk  of  separate  tenders  on  the  erec- 
tion of  an  addition  to  the  General  Hos- 
pital will  be  received  until  noon.  May 
27th,  by  George  Thompson,  Chairman  of 
the  Building  Committee.  Plans  and 
specifications  at  office  of  G-  H.  Clark, 
and  with  the  Architect, '  W.  H.  Croker, 
Atherley  Street.  Estimated  cost,  $10,000. 

Tenders  on  plumbing,  heating,  wiring, 
and  roofiing  required  in  connection  with 
the  erection  of  the  Municipal  Building 
are  being  received  by  the  Clerk,  C.  E. 
Grant,  and  the  Architects,  Burke,  Hor- 
wood  &  White,  Ryrie  Building,  Toronto. 

Ottawa,  Ont. 

Charles  Brodeur,  Architect,  63  City 
Hall  Street,  Hull,  Que.,  is  preparing 
plans  for  the  erection  of  a  dormitory 
and  laundry  in  connection  with  the 
Water  Street  Hospital.  Tenders  will  he 
called  in  about  one  month.  Approxi- 
mate cost,  $28,500. 

Sherbrooke,  Que. 

The  contract  for  heating  required  in 
connection  with  St-  Michael's  Cathedral 
will  be  let  by  F.  M.  Hoadley  &  Com- 
pany. 58  Beaver  Hall  Hill,  Montreal. 
Roofiing  contract  has  not  yet  been  let. 

Vancouver.  B.C. 

The  Department  of  Pul)lic  Works,  Ot- 
tawa, are  now  receiving  tenders  on  the 
removal  of  the  existing  buildings  pre- 
paratory to  the  erection  of  a  Postal  Sta- 
tion at  an  approximate  cost  of  $124,000. 
Secretary,  R.  C-  Desrochers,  Ottawa. 

Weston.  Ont. 

C.  S.  Cobb,  Architect,  71  Bay  Street, 
Toronto,  is  preparing  plans  for  a  Chil- 
dren's Cottage  to  be  built  for  the  Na- 
tional Sanitarium  Association,  223  Col- 
lep'e  Street.  Toronto. 

CONTRACTS  AWARDED 

Cartierville,  Que. 

In  connection  with  the  church  base- 
ment now  in  course  of  erection  for  the 
Roman  Catholic  Congregation,  the  plas- 
tering has  been  let  to  V.   Beaudoin  & 
-  ImIs,  636  Drolet  Street,  Montreal,  and 
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the  painting-  to  Charles  Larin,  468  Pare 
Lafontaine,  Montreal. 

Medelec,  Que. 

The  general  contract  for  the  erection 
of  a  school  has  l^een  let  to  Alphonse 
Robert.  Nord  Temiscamingue.  Approxi- 
mate cost,  .$4,500- 

Montreal,  Que. 

In  connection  with  the  school  and  re- 
sidence now  being  built  for  the  Com- 
missioners of  Cate  des  Nieges,  the  roof- 
ing contract  has  been  awarded  to  the 
Standard  Rootling  Company,  189  Mc- 
Cord  Street. 

Repentigny,  Que. 

The  contract  for  mill  work  rec|uired 
in  the  erection"  of  a  school  for  the  Ro- 
man Catholic  School  Board  has  been 
awarded  to  F.  Limoges,  Terrebonne. 

St.  Antoine  de  Bienville,  Que. 

The  contract  for  plastering  at  the 
Parish  Church  has  been  let  to  Paquet  & 
Godbout,  21  William  Street,  St.  Hya- 
cinthe- 

St.  Celestin,  Que.  * 

The  general  contract  for  the  erection 
of  a  hospital  for  the  Grey  Nuns  of  St. 
Celestin  has  been  awarded  to  Louis 
Caron  &  Fils,  Ltd.,  Nicolet.  Approxi- 
mate cost,  .$18,000. 

St.  Christophe  Pont  Viau,  Que. 

The  general  contract  for  the  erection 
of  a  Chapel  and  Parsonage  for  the  Par- 
ish has  been  awarded  to  Blais  & 
Lemieux,  Ahuntsic,  Que-  Approximate 
cost,  $13, .500. 


Business  Buildings  and  Indus- 
trial Plants 

Banff,  Alta. 

Tenders  on  labor  only  required  in  the 
erection  of  a  business  block  for  R.  G. 
Brett  will  be  received  until  noon,  June 
1st.  Plans  and  specifications  with  J.  D. 
Hansen  and  the  Architect.  Estimated 
cost,  $30,000. 

Burford,  Ont. 

The  Canadian  Milk  Products  Com- 
pany, Mail  Building,  Toronto,  propose 
to  build  a  plant,  at  an  estimated  cost  of 
$100,000.  Previously  reported  as  being 
at  Listowel. 

Carlton  Point,  P.E.I. 

Tenders  on  the  construction  of  a  sta- 
tion, water  tank,  engine  house,  transfer 
platform,  standpipe  pit  and  turntable, 
will  be  received  until  noon.  May  .31st,  by 
J.  W-  Pugsley,  Department  of  Railways 
and  Canals,  Ottawa.  Plans  and  specifi- 
cations with  the  Engineer,  Car  Ferry 
Terminals,  the  Chief  Engineer,  Monc- 
ton,  N.B.,  and  at  the  Department. 

Chatham,  Ont. 

The  American  Pad  &  Textile  Com- 
pany, Queen  Street,  propose  to  build  an 
addition  to  their  premises,  at  an  approxi- 
mate cost  of  $30,000. 

Markham,  Ont- 

A  Company  is  being  formed  to  erect  a 
flour  mill  at  an  approximate  cost  of 
$60,000. 

Merlin,  Ont. 

fames  T.  Mason  has  commenced  the 
erection  of  an  addition  to  his  store  and 
residence,  estimated  to  cost  $3,000. 
Frame,  white  brick,  and  concrete  con- 
struction. 

Moncton.  N.B. 

J.  D-  Creaghan  Company  are  consid- 


ering the  erection  of  an  addition  to  their 
store,  estimated  to  cost  $4,000. 

Montreal,  Que. 

The  Canadian  Tul)e  &  Iron  Company, 
Ltd.,  107  Plamilton  Street,  have  com- 
menced the  erection  of  a  factory,  esti- 
mated to  cost  $3,000.  Brick  and  con- 
crete construction. 

Tenders  are  now  l)eing  received  for 
roofiing,  heating,  plumbing,  and  electri- 
cal work  required  in  the  erection  of  an 
addition  to  the  premises  of  the  Cana- 
dian Consolidated  Rubber  Company, 
Ltd. 

Newbury,  Ont. 

R-  VVinship  is  building  a  residence  and 
barn,  estimated  to  cost  $3,000.  Frame 
and  concrete  construction. 

Ottawa,  Ont. 

Tenders  on  the  erection  of  a  factory 
for  Grant,  Holden  &  Graham,  are  being 
received  by  the  Architect,  James  Mather, 
no  Wellington  Street.  Brick  construc- 
tion.   Approximate  cost,  $30,000. 

Port  Dover,  Ont. 

Buck  Brothers  are  having  plans  pre- 
pared for  a  Casino,  estimated  to  cost 
$10,000. 

Quebec,  Que. 

Bedard  &  Kippan,  13  Cartier  Avenue, 
are  having  new  plans  prepared  for  the 
theatre  which  they  propose  to  build  on 
St-  John  Street.  Architect,  A.  G.  Nos- 
worthy,  Quebec  Railway  Building.  Es- 
timated cost,  $6,000. 

Renfrew,  Ont. 

The  Renfrew  Electric  Manufacturing 
Company,  Ltd.,  have  commenced  the 
erection  of  an  addition  to  their  premises, 
estimated  cost  of  $5,000.  Brick  and  con- 
crete construction. 

The  Renfrew  Curling  Club  contemplate 
the  erection  of  a  rink,  at  an  approximate 
cost  of  $7,000.  Secretary,  R.  D.  Scott. 
Brick  and  concrete  construction. 

Simcoe,  Ont. 

The  Hall  Glove  Company,  Jersey  City, 
N.Y-,  propose  to  build  a  textile  factory, 
at  an  approximate  cost  of  $35,000.  Par- 
ticulars from  Charles  Philip,  53  Bay 
Street,  Toronto. 

St.  Thomas,  Ont. 

A.  S.  Smith,  Palace  Livery,  propose  to 
build  an  office  building,  and  will  prepare 
plans.    Estimated  cost,  $7,000- 

Tilbury,  Ont. 

Plans  are  to  be  prepared  immediately 
for  a  station  to  be  built  for  the  Michigan 
Central  Railway,  at  an  approximate  cost 
of  $6,000.  Brick  construction.  Superin- 
tendent, F.  Williams,  M.C.R.,  St-  Thomas. 

Toronto,  Ont. 

The  McClary  Manufacturing  Com- 
pany, 177  King  Street  W.,  have  started 
work  on  an  addition  to  their  warehouse, 
estimated  to  cost  $3,500.  Brick  ■  con- 
struction. 

G-  I.  Hambly,  373  St.  Clarens  Avenue, 
is  biulding  a  pair  of  store  and  apart- 
ments at  St.  Clair  Avenue  and  Kennedy 
Street,  estimated  to  cost  $6,000.  Smaller 
trades  will  be  let.     Brick  construction. 

Eustace  G.  Bird,  6  King  Street  W.,  has 
been  appointed  Architect  for  the  pro- 
posed store  to  be  built  for  Murray-Kav, 
Ltd.,  17  Kirig  Street  E-  'Steel,  terra 
cotta,  and  brick  construction. 

Vancouver,  B.C. 

Plans  have  been  prepared  for  the  erec- 
tion of  a  garage  for  the  British  Columbia 
Sugar  Refinery  Company.  Reinforced 


concrete  construction.  .\pproximatc 
cost,  $9,000. 

The  Canadian  Northern  l-tailway  pro- 
pose to  build  a  large  hotel,  and  have 
secured  an  option  on  a  site. 

Victoria  Park,  Ont- 

The  Michigan  Central  Railway  pro- 
pose to  build  a  large  frame  storehouse, 
at  an  approximate  cost  of  $7,000.  Sup- 
erintendent, F.  Williams,  St.  Thomas, 
Ont. 

Weston,  Ont. 

Work  is  aljout  to  start  on  the  erection 
of  a  factory  for  T.  A.  Russell,  cjo.  the 
I-iussell  Motor  Company,  King  and  Dun- 
can Streets.  Toronto-  Steel  and  brick 
construction. 

Windsor,  Ont. 

Walker  &  McPhail,  Architects.  Tuson 
Building,  are  preparing  sketch  plans  of 
a  store  to  be  erected  on  Oullette  Ave- 
nue, for  a  Syndicate.  Steel,  brick,  and 
concrete  construction.  Approximate 
cost,  $30,000. 

CONTRACTS  AWARDED 

Brantford,  Ont. 

In  connection  with  alterations  to  the 
premises  at  30  Market  Street,  for  W.  T. 
Jones,  the  contract  for  heating  and 
plumbing  has  been  let  to  T-  J.  Minnes 
&  Company,  9  King  Street,  and  the  elec- 
trical work  to  Fred  Webster,  211  Col- 
borne  Street. 

Halifax,  N.S. 

,  The  general  contract  for  alterations  to 
a  restaurant  building  for  Bonds  Ltd., 
Barrington  Street,  has  been  let  to  the 
Eastern  Investment  Corpoiation,  Ltd., 
Cragg  Building.  Approximate  cost, 
$20,000. 

Harrow,  Ont- 

The  general  contract  for  the  erection 
of  a  factory  for  the  W.  Clark  Company, 
Ltd.,  83  Amherst  Street,  Montreal,  has 
been  let  to  Munn  &  Shea,  6  Cuthbert 
Street,  Montreal.  Estimated  cost 
$15,000. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  storehouse  for  the  Frontenac  Mould- 
ing &  Glass  Company,  Kingston  Junc- 
tion, has  been  awarded  to  Charles  Her- 
miston,  84  Collingwood  Street.  Approxi- 
mate cost,  $5,000. 

London,  Ont. 

Tile  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  E. 
Leonard  &  Sons,  York  Street,  has  been 
awarded  to  John  Hayman  &  Sons,  Wel- 
lington Street.  Brick  and  concrete  con- 
struction.   Estimated  cost,  $8,000- 

Tlie  contract  for  stone  work  required 
in  alterations  to  a  store  for  Miss  F. 
Mitchell.  114  Dundas  Street,  has  been  let 
to  Nobbs  Brothers,  C.P.R.  and  William 
Street,  and  the  plumbing  to  F.  C.  Hunt, 
Richmond  and  Kent  Streets. 

Maisonneuve,  Que. 

The  general  and  masonry  contracts  for 
the  erection  of  an  addition  to  the  pre- 
mises of  the  Montreal  Last  Company, 
562a  LaSalle  Avenue,  have  been  award- 
ed to  L.  Labrecque,  422  Pare  Lafontaine 
Street,  and  the  roofing:  heating  and 
plumbing  to  J.  E.  Hardy,  666  Papineau 
Avenue. 

Melbourne,  Ont 

The  general  contract  for  the  erection 
of  a  residence  and  barn  for  James  Car- 
rothers  has  been  let  to  Watson  &  Mc- 


TENDERS 


For  the  erection  of  the  New  Technical  and 
Art  School  on  Diiiulas  Street  in  the  City  of  Lon- 
don, sealed  tenders  are  invited,  bulk  and  sep- 
arate for  all  trades,  except  the  heating  and  ven- 
tilating and  wiring,  for  which  separate  sealed 
tenders  must  be  submitted. 

All  tenders  will  be  received  not  later  than  12 
o'clock  noon  on  Saturday,  June  the  third,  1916, 
at  the  office  of  the  Secretary  of  the  Board  of 
Education  at  the  City  Hall. 

A  duly  certified  cheque  for  five  per  cent,  of 
tlie  amount  of  the  bid  must  be  enclosed  with 
each  tender.  Plans  and  specifications  may  be 
viewed  at  the  offices  of  the  Architects,  A.  E. 
Nutter,  Rooms  ir)-lG,  Dominion  ISank  Chambers, 
and  Watt  &  Blackwell,  Bank  of  Toronto  Cham- 
bers. 

Plans  for  heating  and  ventilating  and  wiring 
may  be  seen  at  the  offices  of  the  above  .\rchi- 
tects  or  at  the  office  of  H.  P.  Elliott,  Heating 
Engineer. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

A.  A.  L.\NC.F(1R1), 
Chairman  of  Industrial  .\dvisory  Committee. 

R.  M.  McELHERAN, 
21-21  Secretary   lioard  of  Education. 


Tenders  for 
Steam  Turbine 


Sealed  tenders  will  be  received  up  till  5  p.m., 
Thursday,  June  1st,  1916,  addressed  to  the  City 
Commissioners,  Weyburn,  Sask.,  for  the  supply 
and  erection  of  one  ."pOU  K.W.  Steam  Turbine, 
Generator,  Switchboard  and  Auxiliaries. 

.Ml  information  may  Ije  had  by  applying  al  the 
above  address. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

DR.  C.  P.  MOORE,  Mayor. 

GEO.   V.   REED,   Commissioner.  20-21 


Tenders  for  Sewers 


Notice  to  Contractors 


Order  No.  1511 

Seale<l  tenders  will  be  received,  addressed  to 
the  (Chairman  of  the  Board  of  Works,  City  Build- 
ings, St.  Catliarines.  Out.,  up  to  "i  o'clock  of 
Thursday,  June  1st,  1916,  for  the  construction  of 
sewers  of  the  following  sizes: 

144  ft.  of  24-inch  Cast  Iron  Outlet. 
1,170  ft.  of  72-inch  .Sewer. 
2,S0(l  ft.  of  ()()-inch  Sewer. 
1,170  fl.  of  .')4-inch  .Sewer. 

vvitli   Manholes,   Bellnioiiths,  etc. 

I'lans,  profiles  and  specifications  may  be  seen 
at  and  ■form  of  tender  obtained  from  the  office 
of  the  City  Engineer.  Envelopes  containing  ten- 
ders nuist  lie  plainly  marked  as  to  contents.  All 
tenders  must  be  accompanied  by  a  marked 
cheque  for  five  per  cent,  of  the  amount  of  the 
tender,  together  with  the  names  of  two  personal 
sureties,  or  the  name  of  a  guarantee  comi)any 
approver!  by  the  City  Treasurer.  The  lowest  or 
any  tender  is  not  necessarily  acccjited. 


Tenders  for  Pavement 


Tenders  will  be  received  by  the  luulersigned  up 
to  June  3rd,  1916,  for  the  construction  of  mac- 
adam pavement  on  Turnberry  Street,  Brussels. 
Plans  and  specification  in  the  hands  of  the  Clerk 
after   May  24th,  1910. 


21-22 


F.  S.  SCOTT,  Village  Clerk. 


Canadian  Pacific  Railway  Co. 

North  Toronto  Grade 
Separation 


Tenders  will  be  received  by  the  undersigned  up 
to  May  .Slst,  1916,  for  the  purchase  and  removal 
of  the  old  Canadian  Pacific  Railway  North  Tor- 
onto Station  Building. 

Proposal  forms  and  other  information  may  be 
obtained  at  the  office  of  the  undersigned,  202 
Avenue  road,  Toronto. 

No  tender  necessarily  accepted- 

B.  RIPLEY, 
Engineer  of  Grade  Separation. 

10- 


W.  P.  NEAR, 


21-21 


City  Engineer. 


Tenders  for  Dredging 


.Sealed  tenders.  ,  addressed  to  the  imdersigned 
and  endorsed  "Tender  for  Dredging,  Port  Mait- 
land,"  will  be  received  at  this  office  until  4  p.m., 
on'Tuesday,  May  30.  1916,  for  dredging  required 
at   Port   Maitland,  Ontario. 

Tenders  will  not  be  considered  luiless  made  on 
the  forms  suiiplied,  and  signed  with  the  actual 
signatures  of  tenderers. 

Combined  specification  and  form  of  tender  can 
be  obtained  on  application  to  the  Secretary,  De- 
partment of  Public  Works,  Ottawa.  Tenders 
must  include  the  towing  of  the  plant  to  and 
from  the  work. 

The  greater  portion  of  this  work  will  be  re- 
(|uired  to  be  done  by  an  hydraulic  dredge. 

The  dredges  and  other  plant  which  are  in- 
tended to  be  employed  on  this  work  shall  have 
been  duly  registered  in  Canada  at  the  time,  of 
the  filing  of  the  tender  with  the  Department,  or 
shall  have  been  built  in  Canada  after  the  filing 
of  the  tender. 

Contractors  must  be  ready  to  begin  w<)rk  im- 
mediately upon  notification  of  the  acceptance 
of   their  lender. 

Each  tender  must  be  accompanied  by  an  ac- 
cei)ted  che(|ue  on  a  chartered  hank,  jiayable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  for  five  per  cent.  '  (.T  p.c.)  of  the  con- 
tract price,  but  no  che<iue  to  be  for  less  than 
fifteen  hun<lred  dollars,  which  Vill  be  forfeited 
if  the  person  tendering  decline  to  enter  irfto  a 
contract  when  called  upon  to  do  so,  or  fail  to 
coTnplete  the  work  contracted  for.  Tf  the  tender 
lie  tmt  accepted   the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accejit 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESUOCIIEKS, 

Secretary. 

Department  of  Public  Works, 
Ottawa.   May  19,  1010. 

Newspapers  will  not  be  paid  for  this  adver- 
tisement if  they  insert  it  without  authority  from 
I  lie  Department.  21-21 


Tenders  for 
Bridge  Abutment 


Sealed  tenders,  addressed  to  the  County  Clerk, 
Owen  Sound,  will  be  received  by  the  Chairman, 
Road  &  Bridge  Committee  of  the  County  of 
Grey,  up  to  6  p.m.,  Saturday,  the  27th  day  of 
May,  1916,  for  the  construction  of  a  Bridge  Abut- 
ment of  Cement-Concrete  at  the  Rocky  Saugeen 
River,  4  miles  north  of  Durham. 

A  marked  bank  cheque,  payable  to  the  Trea- 
surer, County  of  Grey,  for  5  per  cent.,  shall  ac- 
company each  tender,  and  will  be  returned  upon 
non-acceptance. 

Plans  and  specifications  may  be  seen  at  the 
Clerk's   or   Engineer's  offices. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

FRED.  RUTHERFORD, 

County  Clerk. 
R.  McDOWALL,  C.  E., 
2<*-21  County  Engineer. 


Concrete  Bridges 


.Sealed  tenders  will  be  received  by  R.  R. 
Ilambly,  Esq.,  Postmaster,  Drayton,  up  to  10 
a.m.,  on  Friday,  June  2nd,  for  the  construction 
of  the  following  concrete  bridges  for  the  County 
of  Wellington: 

Three  concrete  arched  trusses  of  70  ft.,  40  ft. 
and  lit)  ft.   spans  and  a  24-ft.   beam  bridge. 
For  plans  and  other  information,  apply  to 

BOWMAN  &  CONNOR, 
4.S-4S  31  Queen  St.  W.,  Toronto. 


Concrete  Bridges 


Sealed  tenders  will  be  received  by  Jas.  Beattie, 
Esq.,  County  Clerk,  Fergus,  up  to  2  p.m.  on 
Thursday,  June  1st,  for  the  construction  of  the 
following  concrete  bridges  for  the  County  of 
Wellington  : 

Four  concrete  arched  trusses  of  70  ft.,  05  ft., 
00  ft.  and  '■'>{)  ft.  spans,  and  two  14-ft.  slab  bridges. 

For  plans,  specifications  and  estimate  of  <iuan- 
tities,  apply  to 

BOWMAN  &  CONNOR, 
4S-4.S  .  31  Queen  St.  W..  Toronto. 


Concrete  Bridge 


.Sealed  lenders  will  be  received  by  W.  W. 
Scott.  Es(|.,  Moorelield.  up  to  10  a.m.  on  Saturday, 
June  3rd,  for  the  construction  of  a  24-ft.  coiuretc 
bridge  and  a  culvert  for  the  Township  of  Mary- 
boro.     F"or  plans,  etc.,  apply  to 


I 


4.S-4.S 


BOWMAN  &  CONNOR, 

.'{1  Oueen  St.   W.,  Toronto. 


FOR  SALE 


Two  low  pressure  ,'iO  II. P.  steel  boilers  corn- 
plete  with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  healing  purposes.  Each  will  carry 
.'i.OOO  square  feet  of  steam  radiation.  Further 
I)articulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


May  34,  1916 


THE   CONTRACT  RECORD 
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POSITION  WANTED 

As  Superintendent  or  Foreman,  by  capable  man 
of  large  experience  in  the  stone  business  in  charge 
of  i|uarrying,  cutting  or  construction  work.  Best 
of  references.  Box  404,  Contract  Record,  To- 
ronto, Ont.  21-23 


Lellen,  Strathroy,  (')nt.  Frame  and  con- 
crete construction.  Estimated  cost, 
$3,800. 

Moncton.  N.B. 

T.  D.  LeBlanc,  Lakeburn,  Moncton, 
has  commenced  the  erection  of  two 
stores  and  residences  for  the  City  Land 
Investment  Compony.  Stone  and  steel 
construction-     Approrimate  cost,  $5,400. 

Niagara  Falls,  Ont. 

The  contract  for  plumbing-  and  heating 
required  in  additions  to  the  Bank  of 
Hamilton,  Queen  Street,  has  been 
awarded  to  Cole  &  McMurray,  Park 
Street.  Masonry,  carepntry  and  steel 
work  by  owners. 

Ocean  Falls,  B.C. 

The  contract  for  supply  of  reinforc- 
ing steel  and  cement  required  in  'he 
erection  of  mills  for  the  Paciiic  Miiis, 
Ltd..  808  Standard  Bank  Building,  Van- 
couver, has  been  awarded  to  Balfour, 
Guthrie  &  Company,  789  Hastings 
Street  W.,  Vancouver. 

Ottawa,  Ont. 

In  connection  with  the  erection  of  a 
rink  on  Argyle  Street,  the  contract  for 
carpentry  has  been  let  to  J.  &  C.  Low, 
Catherine  Street. 

The  contract  for  painting  in  connec- 
tion with  the  erection  of  club  rooms  for 
the  Y.W.C.A.,  has  been  let  to  Higman 
&.  Son,  176  Rideau  Street,  and  the  elec- 
trical work  to  Charles  Presby,  138  Ir- 
ving Street.  Brick  work  and  masonry  by 
general  contractor. 

E.  Goodall,  305  Wellington  Street,  has 
awarded  the  contract  for  the  erection  of 
a  kitchen  and  garage  to  R.  E-  McKin- 
strey,  91  Second  Avenue.  Brick  veneer 
construction.    Estimated  cost,  $3,500. 

Quebec,  Que. 

The  general  contract  for  the  erection 
of  a  warehouse  for  E.  Latour,  199  Can- 
ardiere  Road,  has  been  awarded  to  J. 
Gravel.  106  Fifth  Street,  Limoilou-  Ap- 
proximate cost,  $6,000. 

St.  Laurent,  Que. 

The  general  contract  for  the  erection 
of  an  office  ljuilding  and  other  extensions 
pr  the  Canada  Stove  &  Furniture  Com- 
pany, Ltd.,  has  been  let  tn  F  Grnthe. 
6  Ste.  Cuthbert  Street.  Montreal.  Ap- 
proximate cost7  $60,000- 

Toronto.  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  factory  of  the 
Sheet  Metal  Products  Company  of  Can- 
ada, Limited.  199  River  Street,  has  been 
awarded  to  Brown  &  Cooper,  397  Carl- 
ton Street.  Steel  and  brick  construction. 
Approximate  cost,  $6,000. 

The  general  contract  for  alterations 
to  a  theatre  for  E.  L.  Ruddy  et  al,  11 
Wellington  Street  E.,  has  been  awarded 
to  the  Jackson  Lewis  Company,  Limited, 
Bell  l^lephone  Builclmg.  Xppi-'oximate 
c'osJl,  'l!;v.'),liUl). 

In  connection  with  the  erection  of  a 
factory  at  Teraulay  and  Alice  Streets  for 
the  T.  Eaton  Company,  the  contract  for 
excavation  has  been  let  to  W.  H.  Thom- 
son, 39  Marlborough  Avenue. 

The  Board  of  Control  have  let  the  fol- 
lowing trades  contracts  for  the  erection 
of  a  barn  at  the  Jail  F'arm:  carepntry,  G. 
L'.    Robinson,   107   Armstrong  Avenue; 


wiring,  H.  Alexander,  98  Bay  Street; 
steel,  McGregor  &  Mclntyre,  1139  Shaw 
Street;  sheet  metal,  W-  E.  Dillon,  183 
George  Street;  painting,  (.'ornelius  & 
Company,  50  Walker  Avenue;  plumbing 
and  heating,  Bennett  &  Wright  Com- 
pany, 73  Queen  Street  E.;  stable  fittings, 
Superior  Barn  Equiiiment  Company, 
I'crgus,  Ont. 

Vancouver,  B.C. 

The  following  contracts  have  been  let 
for  the  supplies  required  in  the  erection 
of  a  theatre  for  C.  W.  Bowman,  South- 
ampton, Ont.:  common  lirick,  McNeill, 
Welch  &  Wilson.  80  Pender  Street  E.; 
face  l^rick,  cement,  and  reinforcing  steel, 
Evans,  Coleman  &  Evans,  407  Granville 
Street;  lumber.  Cedar  Grove  Sash  & 
Door  Company,  Spruce  Street- 

In  connection  with  the  erection  of  an 
addition  to  the  premises  of  the  Ameri- 
can Can  Company,  the  contract  for  heat- 
ing and  electrical  work  has  been  let  to 
Carr  Brothers,  1338  Granville  Street. 

The  general  contract  for  the  erection 
of  a  station  at  F"alse  Creek  for  the  Great 
Northern  Railway  has  l:een  let  to  Grant, 
Smith  &  Company,  Pacitic  Building.  The 
contractors  are  now  receiving  tenders  on 
plumbing,  electrical  work,  form  lumber 
and  stone. 

Welland,  Ont. 

TTouis  Bunco  has  let  the  general  con- 
tract for  the  erection  of  a  store  and 
bowling  alley  on  South  Main  Street  to 
William  Mitchell,  130  Aqueduct  Street. 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $6,000. 

The  general  contract  for  the  erection 
of  stores  on  Ontario  Road  for  Walter 
Stayzer  has  been  awarded  to  William 
Mitchell,  130  Aqueduct  Street.  F"rame 
and  concrete  construction-  Estimated 
cost,  $13,000. 

The  Standard  .Steel  Construction  Com 
pany  are  building  a  faclnry  warehou.se 
Tof  Canada    bdrge    I  ()m|)any,  Ltd. 

Steel  and  brick  construction,  Estimated 
cost.  $50,000. 

Westmount,  Que. 

A.  A.  Larocque,  75  Common  Street, 
has  commenced  the  erection  of  a  garage, 
estimated  to  cost  $3,000,  and  has  let  the 
general  contract  to  Laurent  &  Frere,  635 
Papineau  Avenue,  and  heating  and 
plumbing  to  J-  &  C.  Brunei  &  Com- 
pany, 333  St.  Lawrence  Boulevard,  Mon- 
treal. Owner  will  do  masonry  and  in- 
terior fittings. 

Winnipeg.  Man. 

The  foundation  work  required  in  the 
erection  of  premises  at  Main  and  Mc- 
Dermot  Streets  for  the  Bank  of  Hamil- 
ton is  being  done  by  the  Foundation 
Company  of  Canada,  Ltd.,  Montreal  and 
Winnipeg.  Tenders  will  be  called  short- 
ly for  the  erection  of  the  building.  Ap- 
proximate cost,  $600,000- 


Fergus,  Ont. 

T.  J.  Hamilton  contemplates  the  erec- 
tion of  three  residences,  and  will  prepare 
plans:     Approximate  cost,  $4,500. 

Hamilton,  Ont. 

J.  Dwyer,  55  East  Bend  Street,  has 
commenced  the  erection  of  two  resi- 
dences, estimated  to  cost  $4,000.  Brick 
and   concrete  construction. 

Lambeth,  Ont. 

Walker  Finch  is  considering  the  erec- 
tion of  a  l)ungalow,  estimated  to  cost 
$3,500,  and  will  prepare  plans. 

London,  Ont. 

A.  E.  Nutter,  Architect,  Dominion 
Bank  Building,  is  preparing  plans  of  four 
cottages,  estimated  to  cost  $8,000.  Frame 
and  concrete  construction. 

Mersea  Township,  Ont. 

William  Ross,  Mersea  Township,  Cot- 
tani,  has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $3,000.  Frame 
and  concrete  construction. 

Moncton,  N.B. 

A.  J.  Cormier  is  having  plans  prepared 
for  two  residences,  to  cost  about  $4,000 
each.  Architect,  Albert  Sincennes,  643 
Main  Street.  Frame  and  brick  construc- 
tion. 

Montreal,  Que. 

E.  Ducharme,  734  Outremont  Avenue, 
has  commenced  the  erection  of  flats  on 
Wolfe  Street,  estimated  to  cost  $5,000, 
and  is  receiving  tenders  on  plastering 
and  electrical  work.  Brick  construc- 
tion. 

J.  B.  Daoust,  46  Prudho  mme  Street,  is 
building  a  residence  on  Addincton  St., 
estimated  to  cost  $3,700. 


Residences 

Atwood,  Ont. 

Mrs.  Bertha  Hanna  proposes  to  build 
a  residence  on  John  Street,  at  an  ap- 
proximate cost  of  $3,000. 

Belmont,  Ont. 

The  erection  of  a  residence  is  being 
considered  by  Cecil  Barons.  Estimated 
cost,  $3,500. 

Essex,  Ont. 

L.  E.  Barber  proposes  to  build  a  resi- 
dence on  Talbot  Street,  at  an  approxi- 
mate cost  of  $3,000,  and  will  prepare 
plans. 


ontreal  West,  Que. 

W.  Barnes,  Wolseley  Avenue,  is  re- 
ceiving tenders  on  brick  work,  terra  cot- 
ta,  mill  work  and  red  slate  roofing  re- 
quired in  the  erection  of  a  residence  on 
Strathearn  Avenue.  .'Approximate  cost, 
$8,500. 

Ottawa.  Ont. 

W.  H.  Lee,  36  Barton  Street,  con- 
templates the  erection  of  a  residence,  at 
an  approximate  cost  of  $4,000.  Brick  ve- 
neer construction. 

Quebec,  Que. 

Lavoie  &  Frere,  56  Jeanne  d'.\rc  St., 
have  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $9,000.  Frame 
and  brick  construction. 

N.  Poirier,  111  Third  Avenue,  has  com- 
menced tlie  erection  of  a  residence,  esti- 
mated to  cost  $4,000.  Brick  construc- 
tion. 

Toronto,  Ont. 

Plans  have  heen  prepared  for  an  addi- 
tion to  a  residence  for  Mrs.  D.  Camp- 
bell, 35  Wilton  Crescent.  Brick  con- 
struction.    Estimated  cost,  $4,000. 

.C.  Black,  330  Danforth  Avenue,  pro- 
poses to  build  a  pair  of  residences  on 
Greenwood  -A-venue,  at  an  approximate 
cost  of  $3,000,  and  will  let  smaller  trades. 

William  Davis,  3  Scarboro  Road,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,500.  Smaller  trades 
will  be  let.    Brick  construction. 

W.  Moad,  46  Oakwood  Avenue,  is 
l)uilding  a  duplex  residence,  estimated  to 
cost  $5,000.  Smaller  trades  will  be  let. 
Brick  construction. 

A.  .A.  Mitchell,  503  Palmerston  Ave- 
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nue,  is  building  a  four-apartment  resi- 
dence at  Gormley  and  Lawton  Streets, 
estimated  to  cost  $10,000.  Brick  con- 
struction. 

Work  on  the  erection  of  a  pair  of  resi- 
dences has  been  started  by  J.  Cooper,  51 
Wilton  Avenue.  Brick  and  roughcast 
construction.  Estimated  cost,  $3,000. 
Smaller  trades  will  be  let. 

J.  H.  Stamford,  17  Westmoreland  Ave- 
nue, has  prepared  plans  of  a  duplex 
residence  to  be  built  for  J.  Crai^,  f)2ft 
Grace  Street.  Estimated  cost,  $3,800. 
Brick  construction. 

Tenders  are  being  received  by  Wil- 
liam Davies,  3  Scarboro  Road,  on  plumb- 
ing, hot  water  heating  and  wiring  in 
connection  with  the  residence  which  he 
is  building. 

T.  Robinson,  131  Glenholme  Avenue, 
has  commenced  the  erection  of  a  pair 
of  residences  on  Albertus  Street,  esti- 
mated to  cost  $5,000.  Smaller  trades 
will  be  let.    Brick  construction. 

J.  H.  Stamford,  17  Westmoreland  Ave- 
.  nue,  has  prepared  plans  of  a  duplex  resi- 
dence to  be  built  for  Mrs.  Wilson,  26 
Beach  Avenue.  Brick  construction.  Es- 
timated cost,  $4,500. 

Vermont,  Ont. 

The  report  published  under  this  head 
in  our  last  issue  is  incorrect.  The  work 
mentioned  is  at  Vermont,  U.S.A. 

Walkerton,  Ont. 

J.  H.  Ranesbottom  proposes  to  build 
a  residence  at  an  approximate  cost  ot 
$3,000,  and  will  prepare  plans.  Brick  con- 
struction. 

Wheatley,  Ont. 

Thomas  Liddle  has  commenced  the 
erection  of  a  residence  on  Moore  Street. 
Frame,  white  brick  and  concrete  con- 
struction.    Estimated  cost,  $3,000. 

Winchester,  Ont. 

Tenders  on  the  erection  of  a  residence 
for  W.  J.  Eraser  are  being  received.  Ar- 
chitect, George  Tomlinson,  246  First 
Avenue,  Ottawa.  Estimated  cost,  $10,- 
000.    Closing  date,  about  May  29tTi. 

Zion,  Ont. 

Lloyd  Wharram,  Wheatley,  (3nt.,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Frame  and 
concrete  construction. 

CONTRACTS  AWARDED 

Belmont,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Adam  Harkness  has 
been  let  to  F.  McCann,  Dorchester. 
Frame  and  concrete  construction.  Esti- 
mated cost,  $3,000. 

Brantford,  Ont. 

The  contract  for  painting  in  connec- 
tion with  the  erection  of  a  residence  for 
E.  L.  Goold,  103  Darling  Street,  has  been 
let  to  Richard  Chave,  17  Pearl  Street. 

The  contract  for  electrical  work  re- 
quired in  the  erection  of  a  residence  for 
J.  H.  Young,  86  Colborne  Street,  has> 
been  awarded  to  the  general  contractor. 

The  general  contract  for  the  erection 
of  a  re/idence  for  J.  W.  Porter,  42  Dal- 
housie  Street,  has  been  let  to  Thomas 
Harris,  29]  Dalhousie  Street.  Brick  con- 
struction.    Approximate  cost,  $3,000. 

Brigden,  Ont. 

Tile  general  contract  for  the  erection 


of  a  manse  for  the  Presbyterian  Congre- 
g;ation  has  been  awarded  to  D.  P.  Shaw. 
Approximate   cost,  $3,500. 

Charlottetown,  P.E.I. 

Frank  Hennessey,  149  Great  George 
Street,  has  let  the  general  contract  for 
the  erection  of  a  residence  to  W.  J. 
Hennessey.  Frame  construction.  Ap- 
proximate cost,  $4,500. 

The  general  contract,  masonry,  car- 
pentry, roofing,  plastering  and  interior 
fittings  contracts  for  the  erection  of 
apartments  for  Ivan  Y.  Reddin  have 
been  awarded  to  Charles  H.  Coles,  96 
Brighton  Road.  Tenders  on  painting, 
heating,  plumbing  and  electrical  work 
are  now  being  received  by  Mr.  Coles. 
Approximate  cost,  $8,000. 

Dunville,  Ont. 

The  general  contract,  masonry,  car- 
pentry, plastering  and  tile  work  required 
in  the  erection  of  a  residence  for  George 
Biddell  have  been  let  to  S.  W.  Lym- 
burner,  heating  and  plumbing  to  Frank 
Haney  and  electrical  work  to  James 
Smithers.     Approximate  cost,  $12,000. 

Duttori,  Ont. 

William  Saunders,  Button,  has  been 
awarded  the  general  contract  for  the 
erection  of  a  brick  residence,  estimated  to 
cost  $3,500. 

Erin,  Ont. 

The  contract  for  carpentry  required 
in  the  erection  of  a  residence  for  J. 
Coke  has  been  awarded  to  the  Erin 
Planing  Mills  Company.  Other  work  by 
day  labor. 

Hamilton,  Ont. 

T.  Lyon,  63  Wentworth  Street  West, 
has  let  the  general  contract,  masonry, 
carpentry  and  roofing  for  the  erection  of 
two  residences  to  J.  W.  Boyd,  125  San- 
ford  Street  N.  Brick  construction.  Es- 
timated cost,  $3,200. 

In  connection  with  the  erection  of  a 
residence  for  F.  T.  Smye,  222  Herkimer 
Street,  the  .general  contract,  masonry  and 
carpentry  have  been  let  to  William  Yates, 
24^  Leeming  Street,  roofing  to  T.  Irwin, 
22  McNab  .Street,  plastering  to  Hanna- 
ford  Brothers,  232  Robinson  Street, 
painting  to  Smith  &  Omand,  179  Wal- 
nut Street  S.,  heating  and  i)lumbing  to 
Adam  Clark,  7  Main  Street  W.,  and  elec- 
trical work  to  Culley  &  Breay,  27  King- 
Street  W.    Approximate  cost,  $15,000. 

London,  Ont. 

The  general  contract  for  the  erection 
of  two  residences  for  F.  B.  Kilbourn, 
11  Cowe  Road,  has  been  awarded  to  S. 
H.  Kilbourne,  42  Bruce  Street.  Brick 
construction.    Approximate  cost,  $3,000. 

J.  A.  McDonald  has  commenced  the 
erection  of  a  residence  for  D.  Graham, 
3  Perry  Street.  Brick  construction.  Es- 
timated cost,  $3,000. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Germain,  101  Ra- 
chel Street,  has  been  let  to  Joseph  Mar- 
tel,  2477  St.  Andre  Street.  Brick  con- 
struction.   Estimated  cost,  $3,000. 

The  following  contracts  have  been  let 
in  connection  with  the  residences  now  be- 
ing built  by  J.  B.  Daoust,  468  Prud- 
h'omme  Avenue: — brick  work  and  ma- 
sonry, C.  Lefrancois;  concrete  work,  A. 
Ladouceur,  40  St.  Alphonse  Street;  roof- 
ing, F.  X.  Goudreau,  255  Visitation  St.; 


plastering,  Z.  Bouchard,  12  Bourget  St.; 
painting,  W.  D.  Rufiage,  91  Rose  de 
Lima  Street;  heating  and  plumbing,  J. 
A.  Hamelin,  922  Charlevoix  Street;  elec- 
trical work,  Vallee  &  Hamlin,  1867  St. 
James  Street;  mantel  and  tile  work,  R. 
S.  Muir  &  Company,  33  Park  Avenue. 

The  following  contracts  have  been 
awarded  in  connection  with  additions  to 
the  residence  of  the  Ste.  Elizabeth  So- 
ciety, 29  Seymour  Avenue: — masonry,  J. 
A.  Charette,  142  St.  Ferdinand  Street; 
roofing,  heating  and  plumbing,  Du- 
charme,  Blais  &  Company,  1995  St. 
James  Street;  plastering,  Z.  Bouchard, 
12  Bourget  Street;  painting,  B.  Navert, 
1229  St.  Denis  Street;  electrical  work,  J. 
A.  Hamelin,  922  Charlevois  Street. 

The  contract  for  foundations  and  ma- 
sonry required  in  connection  with  the 
flats  now  being  built  by  J.  St.  Pierre,  105 
St.  Luke  Street,  has  l)een  let  to  Corbeil 
&  Erere,  1862  Clarke  Street.  Tenders 
are  now  being  received  for  roofing, 
plastering  and  electrical  work.  Approxi- 
mate cost,  $41,000. 

Montreal  .West,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  R.  A.  Brook,  136  Bal- 
lantyne  Avenue  S.,  has  been  let  to  E. 
W.  Barnes,  Wolseley  Avenue.  Approxi- 
mate cost,  $6,000.  Sub-tenders  on  roof- 
ing, electrical  and  mill  work  are  being 
received  by  the  general  contractor. 

Ottawa,  Ont. 

A.  E.  Shaver,  45  Powell  Avenue,  has 
let  the  contract  for  heating  and  plumb- 
ing required  in  connection  with  the 
residences  which  he  is  building  to  J.  T. 
Blyth,  Frank  Street. 

The  general  contract  for  the  erection 
■of  a  residence  for  A.  Crowson,  275  Ar- 
lington Avenue,  has  l)een  awarded  to 
W.  G.  Adamson,  12  Sparks  Street.  -  Brick 
veneer  and  stucco  construction.  Ap- 
proximate cost,  $3,800. 

The  general  contract  for  alterations 
to  apartments  for  P.  J.  Nolan,  673  Wel- 
lington Street,  has  been  awarded  to  Alex- 
ander &  Campbell,  245  Bank  Street. 
Brick  veneer  construction.  Approximate 
cost,  $5,000. 

The  general  contract  for  the  erection 
of  apartments  on  Laurier  Avenue  for 
James  Neville  has  been  let  to  H.  P. 
Beck,  126  Sparks  Street.  Estimated 
cost,  $12,000. 

Oxford  West  Township,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  George 
Cook,  Beachville,  has  been  let  to  the 
McKenney  Lumber  Company,  Wood- 
stock, and  carpentry  to  J.  G.  Coulter, 
Woodstock. 

Quebec,  Que. 

Louis  Matte,  189  St.  Olivier  Street, 
has  let  the  general  contract  for  an  addi- 
tion to  his  residence  to  J.  Savard,  218 
Richelieu  Street.  Frame  and  brick  con- 
struction.    Estimated  cost,  $3,000. 

The  general  and  masonry  contracts  for 
the  erection  of  residences  for  Gordon 
and  Ernest  Ross  have  been  awarded  to 
A.  Fackney,  107  St.  Jocahim  Street.  Brick 
and  concrete  construction.  Aiiproxiniatc 
cost,  $9,000  each. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  E.  Rouillard,  30 
Maisonneuve  Avenue,  has  been  let  to  E. 
I'eletier,  70  St.  Cyrille  Street.    Brick  and 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  .purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service.  ' 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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concrete  construction.  Estimated  cost, 
$7,000. 

In  connection  with  the  residence  now 
being  built  for  G.  Lepine,  281  St.  Valier 
Street,  the  contract  for  roofing  has  been 
let  to  N.  Barbeau,  r!f>  Bridge  Street,  and 
heating,  plumbing  and  electrical  work 
to  Jobin  &  Paquet,  7S  Cote  .d'Abraham 
Street. 

Sorel,  Que. 

The  general  contract  for  the  erection 
of  four  flats  for  L.  S.  Robitaille,  Phipps 
Street,  has  been  awarded  to  Gendron  & 
Bernard,  at  $7,000.  Brick  veneer  con- 
struction. 

Toronto,  Ont. 

In  connection  with  the  erection  of  a 
residence  and  garage  for  C.  James.  Nan- 
ton  Court  Apartments,  the  carpentry  has 
been  awarded  to  T.  Frost,  169  Bellefair 
Avenue,  and  heating  to  R.  Trickey. 

W.  B.  Charlton,  413  Indian  Road,  has 
been  awarded  the  general  contract  for 
the  erection  of  a  residence  for  J.  Price, 
134  Lee  Avenue.  Brick  construction. 
Approximate  cost,  $3, .'500. 

T  Robertson,  89  Elm  Avenue,  is 
building  an  addition  to  his  residence^ and 
has  let  the  contract  for  masonry  to  Hugh 
Walker  33  Guelph  Avenue,  and  the  car- 
pentry to  W.  T.  Kendall,  434  Sackville 
Street.    Approximate  cost.  $5,000. 

The  contract  for  masonry  and  car- 
pentry required  in  the  erection  of  a  resi- 
dence for  D.  C.  Cotton,  .54  Adelaide  St. 
E.,  has  been  awarded  to  A.  Russell.  490 
Delaware  Avenue. 

Work  has  started  on  the  erection  of 
a  residence  on  Dunvegan  Road  for  Mrs. 
T  Langton.  care  of  W.  A.  Langton,  38 
North  Street.  The  masonry  contract  has 
been  let  to  H.  N.  Dancy  &  Son.  C.  P.  R. 
Building.    Approximate  cost,  $15,000. 

H.  A.  Johnson.  63  Normandy  Boule- 
vard, has  commenced  the  erection  of  a 
residence  on  Benlamond  Avenue  for  A. 
Con  Record  gal  SIX  ...  Coulthard 
K.  Gregory.  Smaller  trades  will  be  sub- 
let.   .\pi)roximate  cost,  $4,000. 

Windsor,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  S.  E.  Rigg,  Pitt  Street 
E.,  has  been  awarded  to  J.  R.  Sculland. 
Tuson  Block.  Brick  and  stucco  con- 
struction.    .\pproximate  cost,  $3,500. 

Woodstock,  Ont. 

The  contract  for  masonry  required  m 
the  erection  of  a  residence  for  R.  W. 
Brink,  care  of  B.  McNichol.  .\rchitect, 
Mary  Street,  has  been  let  to  H.  Buck, 
and  the  carpentry  to  T.  D.  Broom  & 
Son,  18  Wilson  Street.  .Approximate 
cost,  $4,000. 


Power  Plants,  Electricity  and 
Telephones 

IngersoU,  Ont. 

'i"hf  Town  Council  arc  al)()Ut  tr)  pro- 
ceed with  the  installation  of  an  orna- 
mental lighting  system  on  King  and 
'i'haiiu-s  Streets.    Ck-rk,  W.  K.  Smilli. 

Prince  George,  B.C. 

Tlic  City  Cf)uncil  contemplate  the  in- 
stallation of  a  power  plant  and  may  call 
for  tenders  shortly.    CHerk,  J.  A.  Turner. 


Fires 

Allanburg,  Ont. 

Residence  of  James  Doherty  totally 
destroyed. 

Ottawa,  Ont. 

Warehouse  owned  by  the  Cousins 
Estate,  care  of  Ottawa  Realty  Company, 
Castle  Building,  Ottawa.  Loss,  $3,500. 
Owners  will  rebuild. 

Residence  of  L.  Jolicoeur,  Beechwood 
.Avenue.     Loss,  $3,000. 

Puslinch  Township,  Ont. 

Residence  owned  by  George  Elliott, 
Hespeler.  Loss,  $3,000.  Owner  may 
rebuild. 

Quebec,  Que. 

Chateau  Frontenac,  owned  by  the 
Canadian  Pacific  Railway,  damaged  to 
the  extent  of  $25,000.     Repairs  started. 

Store  owned  by  Lockwell  &  Leclerc, 
88  St.  Peter  Street.  Loss,  $20,000.  Own- 
ers will  rebuild. 

Springfield,  Ont. 

Barn  owned  by  Hiram  Brooks  com- 
pletely destroyed.  Loss,  $3,300.  Owner 
will  rebuild  in  fireproof  construction. 

St.  Elie,  Que. 

Roman  Catholic  Church  and  Presliy- 
tery.  Loss,  $40,000.  May  be  rebuilt. 
Curate,  Rev.  M.  de  Beauport. 

Stoney  Creek,  Ont. 

Three  barns  belonging  to  Orville 
Quiglev,  Saltfleet  Street,  Hamilton.  Loss, 
$10,000. 


Miscellaneous 

Angus,  Ont.  ^ 

The  Department  of  Militia  are  con- 
structing roadways,  water  supply  sys- 
tem and  sundry  buildings  at  the  Camp. 
Work  is  under  supervision  of  Lieut.  J. 
S.  McMurray,  Headquarters,  Niagara 
Camp. 

Ottawa,  Ont. 

The  Secretary  to  the  Board  of  Con- 
trol will  receive  tenders  until  May  30th 
OH  the  supply  of  900  feet  of  wire  cable, 
one  5-7J^  h.p.  Wagner  centuary  motor 
and  one  centrifugal  pump.  Specifica- 
tions at  office  of  the  City  Engineer. 

Outremont,  Que. 

Tenders  on  the  supply  of  materials 
required  in  constructional  works  during 
the  season  are  now  being  received  by 
the  City  Engineer.  J.  A.  Duchastel  de 
Montrouge. 

Simcoe,  Ont. 

L.  Pick  &  Son  will  require  the  follow- 
ing machinery  in  connection  with  the 
rebuilding  of  their  planing  mill: — planer, 
sticker,  re-saw,  rip  table,  shafting  and 
belting,  one  40  h.p.  motor. 

Winnipeg,  Man. 

The  Ciiairman  of  the  Board  of  Con- 
trol will  receive  tenders  until  10  a.m. 
June  5th  for  the  supply  of  one  combina- 
tion gasoline-driven  pumping  engine  and 
hose  wagon,  with  a  capacity  of  700  gal- 
lons per  minute. 

CONTRACTS  AWARDED 

Windsor,  Ont. 

The  City  C'ouncil  liave  awarded  the 
contract  for  the  supply  of  fire  fighting 
equipment  to  the  Menard  Motor  Truck 
Company,  100  London  .Street  W.  Ap- 
proximate cost,  $15,000. 


Late  News  Items 

Cornwall  Township,  Ont. 

The  Township  Clerk,  J.  W.  McLeod, 
Cornwall,  will  receive  tenders  until  June 
5th  on  a  quantity  of  drainage  work.  En- 
gineers, Magwood  &  Stidwell,  Pitt  St.. 
Cornwall. 

Edmonton,  Alta. 

The  City  Council  have  let  the  contract 
for  construction  of  pavement  on  Nam- 
ayo  Avenue  and  First  Street  to  the 
Crown  Paving  Company,  11351  82nd  St. 
Approximate  cost,  $20,000. 

London,  Ont. 

The  City  Council  have  let  contracts 
for  the  construction  of  storm  sewers  to 
the  following  firms: — Webster  Construc- 
tion Company,  Bank  of  Toronto  Build- 
ing, $9,961:  J.  H.  McKnight  &  Company, 
88  David  Street,  Toronto,  $16,832;  J.  A. 
Laughlin  &  Company,  Ottawa,  $8,301; 
Arnot  &  Company,  Foot  of  Berkeley  St., 
Toronto,  $41,898. 

Montreal,  Que. 

In  connection  with  the  erection  of  an 
oratoire  for  the  Corporation  of  Notre 
Dame  College,  Cote  des  Neiges.  the  con- 
tract for  terra  cotta,  wall  furring  and  par- 
titions has  been  awarded  to  the  Montreal 
Terra  Cotta  Company,  Limited,  Board  ot 
Trade  Building.  Approximate  cost  of 
building,  $200,000. 

The  contract  for  supply  and  setting  of 
marble  in  connection  with  the  office 
building  which  has  been  erected  on  Do- 
minion Square  for  the  Sun  Life  Assur- 
ance Company  has  been  divided  between 
the  following  companies: — Mariott  Mar- 
ble Company,  Provinciale  Lane,  the  Mis- 
sisquoi  Marbles  Ltd.,  New  Birks  Build- 
ing, and  the  Smith  Marble  &  Construc- 
tion Company.  Ltd.,  145  Van  Home  St. 

Ottawa,  Ont. 

The  general  contract,  masofiry  and 
carpentry  required  in  the  erection  of 
apartments  on  Somerset  Street  for  Harry 
Graham  have  been  awarded  to  A.  Chris- 
tie &  Son,  Elgin  Street,  and  the  heat- 
ing and  plumbing  to  J.  T.  Blythe,  Frank 
Street.    Approximate  cost,  $25,000. 

Port  Maitland,  Ont. 

Tenders  on  the  dredging  of  the  channel 
of  the  Grand  River  will  be  received  un- 
til 4  p.m..  May  30th,  by  R.  C.  Desrochers. 
Secretary  to  Department  of  Publit 
Works,  Ottawa.  Specifications  at  the 
Department. 

Sherbrooke,  Que. 

In  connection  with  the  erection  of  St. 
Michael's  Cathedral,  the  contract  for 
terra  cotta  floor  arching  (Guastovino 
system),  wall  furring  and  partitions  has 
been  let  to  the  Montreal  Terra  Cotta 
Company,  Ltd.,  Board  of  Trade  Build- 
ing, Montreal.  .Approximate  cost  of 
building.  $175,000. 

Toronto,  Ont. 

Tenders  on  the  various  trades  required 
in  the  erection  of  a  factory  on  Alice  St. 
for  the  T.  Eaton  Company  will  be  re- 
ceived until  5  p.m.,  June  1st.  Plans  and 
specifications  at  offices  of  the  Architects. 
William  Steele  &  Sons,  Ryrie  Building. 
.\pproximate  cost,  $500,000. 

J.  P.  Lockhart,  197  Westminster  .-Vve- 
luie,  has  commenced  the  erection  of  a 
residence  at  High  Park  Gardens,  esti- 
mated to  cost  $10,000,  and  will  let 
smaller  trades.  Brick  and  .stone  con- 
struction. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery, 
BELLEVILLE,  ONTARIO 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
B50  Pacific  Street  VANCOUVER.  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

Genera!  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concret 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  WelU  &  Gray) 

President  Phone  Main  102 


WOODEN  TANKS 

of  all  sizes  for 
Water  Storage 
Sprinkler 
Systems  and 
General  Mining 
Purposes 

We  also  make 

SILOS 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  Praiident. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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The  Low  Cost/**\^ 


of  installation  and  the 
almost  total  absence  of 
maintenance  expense 
make  the 

RicwiL  METHOD 

the  choice  of  the  great  majority  of  engineers,  architects  and 
contractors,  who  have  had  occasion  to  study  the  installation 
of  underground  steam  and  hot  water  pipes. 

Ask  for  the  reasons  and  for  definite  data  on  any  specific 
class  of  work. 

THE  RicwiL  COMPANY 

640  New  Eaglaad  Building  CLEVELAND,  OH 


How  Do  You  Buy  a  Transit? 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorilj'  retains  adjustments 
tuider  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 


HELLER  &  BRIGHTLY, 


1120  Spring  Garden  Street 
PHILADELPHIA.  PA.. "Since  1870' 


CANADIAN  BRASS/#/ 


Twtxm.  CO  M  PAN  YuMiTCD. 


Gas  Companies'  Requirements 

A  perfectly  ground  key  in  a  Gas  Cock  means  the  absence  of  leaks.  We  guaran- 
tee every  Cock  in  this  particular  and  further  guarantee  that  the  key  will  not 
stick.     Send  us  a  sample  order  and  make  comparisons  with  what  you  are  using. 

Other  lines  comprise — 

Water  Works  Brass  Goods, 
Plumbers'  Supplies. 


Write 
us  for 
Catalog 


MADE 
IN 

CANADA 


Canadian  Brass  Co. 

Limited 
GALT  ONTARIO 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 
Prices  Reasonable— Immediate  Delivery 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trust  &  Savings  Bldg. 
INDIANAPOLIS.  IND. 
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''Meaford'' Means  Merit 

That  is,  when  it  is  apphed  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford  "  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carls,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.   Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia :  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  tlie  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 


sale. 


67-6" 
28-6" 
40-6' 
22-6' 


Angles 

x3i/2"x5/3"-60'0" 
x3i^"xll/16"-60'0" 
x3'/i"x3/4"-60'0" 
x3i/i"x3/4"-55'0" 


Channels 


31-12"x30  lb.-60'O" 
83-15"x33  lb.-36'10i/^" 


Zees 


94-  3"  x  2-11/16 

95-  3-1/16"  x  2-3/ 


X  1/4"  X  6.7  lbs.  -  54  0" 
4"x5/16"  X  8.5  lbs.  -  SO'U" 


Mild  Steel  Bars 


20 

20-10 
13-6" 
17-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
x5/16"-30'0" 
"x5/16"-20'0" 
i.4x6/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32  0" 

3-10"x9/16"-22'0" 

5-1214  "x5/8"-30'0" 

22-6i/4"xll/16"-33' 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

OHice  and  Plant,  NeW  GlaSgOW,  N.  S. 


TANKS 

for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil    Refineries,  Etc. 

We  also  build 

Steel  Structures 

to  support  them. 
Write  us  /or  quotations 

MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming-  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

Ne^  Illustrated  Booklet  on  Request 

UPP 

■mW,  ©IL  C?  LlMHSD 


3©m  cmmim  Mmt$  wr 


Cl7\7'iriVT  DTD  OV  DTD   for  partitions,  suspended  ceilings 

Od  V  EaI\    IxlD    n  I  -IXlD  SIDE  WALLS,  ROOFS,  ETC.  GAUGES 

24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKER  VILLE, 
ONT. 
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Elkco,  Elk  Steel,  St.  Marys 
Keystone,  Rotex 

Brands 

provide  a  type  for  every  kind  of  furnace 

FIRE  BRICK 

Our  booklet  "  Refractory  Efficiency  En- 
gineering "  detailing  shapes  and  sizes 
will  be  sent  on  request. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 

Federal  Life  Building.  HAMILTON,  ONT. 


DRAIN  CLEANING  MACHINE 

As  supplied  to  His  Majesty's  Government 


"Rogers  Malacca  Rod«"  are  strong- and  pliable  fitted  with  attachments 
to  clean  drains  and  sewers,  boiler  tubes,  chimneys,  conduits,  etc. 
WRITE  rs 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 


Tenders 


A  few  dollars  spent  in  advertising 

your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 


The  rise  and  fall  of  water 
in  a  Reservoir,  Tank  or 
Well  can  be  accurately  re- 
corded in  the  Engineer's 
Office,  even  if  it  is  fifty  miles 
away.  The  Transmitter 
will  show  locally  the  varia- 
tion, and  will  send  impulses 
to  the  Recorder  for  every 
inch  rise  and  fall.  The 
Recorder  will  show  all  this 
on  the  chart  and  the  pen 
acts  as  a  graphic  indicator, 
and  enables  the  level  of  the 
water  to  be  seen  at  a  glance. 

The  complete  outfit,  with- 
out batteries  or  line  wires, 
with  one  year's  supply  of 
charts  delivered  free,  duty 
paid  any  town  in  Canada 

$350.00 

Gent  &  Co.  9  Ltd. 

Leicester,  Eng. 

Cables,  Lodestone 
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Another  Triumph 

A  Ford  Meter  Tester 
for  $45 


The  "Baby"  Ford  is  a 
real  triumph,  for  it  pos- 
sesses all  the  high  quality 
of  every  Ford  product. 
The  secret  of  the  low  price 
is  due  to  the  simplicity  of 
construction.  This  sim- 
plicity enables  you  to  test 
your  meters  rapidly  and 
accurately.  That  means 
time  and  money  saved. 
The  "Baby"  Ford  elimin- 
ates troublesome  fittings, 
hose  and  other  useless 
contraptions.  , 

The  "Baby"  Ford  will 
pay  for  itself  in  increased 
water  receipts.  Let  us 
show  you. 

Write  for  details  now. 

The  Ford  Meter 
Box  Co. 

Wabash,  Ind. 


Contractors 


RUSH! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity? 

If  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  affected  by  Wind,  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

Used  by  All  leading  Contractors  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTRACTOR  of  the  CARBIC  FLARE 
LIGHTS'  ability  and  we  will  stand  by  his  words. 
'  Write  or  wire  for  immediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 


Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


"Ideal"  Concrete  Block  Construction 

The  Canadian  Salt  Works  of  Sandwich,  Ont.,  have 
erected  all  the  buildings  of  their  enormous  plant 
with  "Ideal"  Concrete  Blocks,  having  purchased 
"Ideal"  Machinery  and  made  their  own  blocks — over 
100,000. 

The  construction  of  another  building  has  just  been 
started,  requiring  22,000  more  "Ideal"  Blocks. 
The  Canadian  Salt  Company  are  building  permanent, 
fireproof,  sanitary  plants  that  eliminate  up-keep,  save 
insurance,  save  building  cost  over  other  material, 
and  secure  a  factor  of  safety  as  well. 

Write  for  literature  to 

IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 

Box  250,  WINDSOR  ONT. 


Smith- Vaile 

Yoke  Type  Boiler  Feed  Pumps 

Not  an  ordinary,  every-day  Boiler 
Feed  and  General  Service  Pump,  but 
something  better. 

Provided  with  removable  and  inter- 
changeable water  cylinder  linings  and  adjustable  packed 
water  pistons,  permitting  compensation  for  wear. 

Bulletin  No.  780  will  interest  every  engineer. 
Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 
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Welding  "shoe"  on  steel  "I"  beam  used  in  large  consliuc- 
tion  job— saving  time  and  labor. 

Even  the  Smallest  Jobs 
Show  Important  Savings 

Once  you  become  accustomed  to  specifying  oxy- 
acetylene  welding  wherever  two  pieces  of  metal  are 
to  be  joined — in  manufacturing,  construction  or  re- 
pair jobs — the  opportunities  for  savings  of  time, 
labor  and  materials  increase  at  a  surprising  rate. 
Even  the  very  small  jobs— (-oftentimes  made  to  seem 
large  solely  through  adherence  to  old,  cumbersome 
methods — can  be  made  to  show  important  savings. 

Just  as  the  simple  welding  of  base  plates  to  the 
steel  columns,  illustrated  above,  saved  valuable  time 
on  a  "rush"  construction  job,  you  will  find  that  the 
oxy-acetylene  process  can  make  regular  savings  for 
you  in  hundreds  of  similar  instances.  In  making 
shop  repairs,  expensive  dismantling,  costly  replace- 
ments and  annoying  delays  are  eliminated,  the  work 
being  done  right  "on  the  spot."  Just  one  important 
repair,  preventing  a  serious  tie-up  in  production, 
might  easily  repay  you  for  all  needed  welding  ap- 
paratus and  years  of  Prest-O-Lite  service. 

Shops  large  and  small  have  an  equal  opportunity 
to  secure  this  efficiency,  economy  and  simplicity 
through  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Lite  Dissolved  Acetylene  (ready- 
made  carbide  gas)  is  backed  by  Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  Avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnish  higli- 
grade  welding  apparatus  for  $75,  acetylene  service  at  addi- 
tional cost.  Also  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  blow-pipe.  Thorougli  instructions 
furnished  free  to  every  user  of  Prest-O-Lite  Dissolved  Acetylene 
— any  average  workman  who  understands  metals  can  learn  the 
process  quickly  and  easily. 

Send  for  special  reports,  engineering  data  and 
illustrated  literature  covering  a  wide  range  of  weld- 
ing and  cutting  work — it  is  bound  to  prove  valuable 
to  you. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Charging  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


How's  This  For 
Economy? 


So  far  this  concern  has  saved  two  bills  for  roof- 
ing; material,  two  bills  for  labor  and  avoided  two 
'shut-downs,"  because,  as  Mr.  Bastin  says,  the  severe 
conditions  "  would  rust  out  in  one  year  an  ordinary 
galvanized  steel  roof."  And  Toncan  Metal  "bids  fair 
to  last  ten  years  more." 

Rust  and  Corrosion-Resisting 

<f  c!nc:7\5!> 

Roofing,  Siding  and  Accessories 
Always  Last  Longer 

The  experience  of  the  above  concern  is  not  an 
exceptional  one.  To  the  contrary,  thousands  of  other 
Toncan  Metal  users  have  obtained  similar  results 
from  Toncan  Metal. 

This  prov«8 :  (First)  The  economy  derived  from 
the  use  of  Toncan  Metal  Products :  (Second)  That 
Toncan  Metal  is  an  actual  service  test  material — - 
not  a  theory. 

Writ*  for  a  copy  of  the  "Sheet  Metal  Primer" 

The  Pedlar  People  Limited 

OSHAWA,  ONT.         Canadian  Distributors 

The  Stark  Rolling  Mills  Co. 

CANTON,  OHIO  Sole  Makers 
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Motor  Crabs 

Hoisting 
Engines 

Swinging 
Engines 

Spud  Hoists 
Drill  Hoists 
Steam  and  Air  Motors 
Pneumatic  Hoists 


MOTOR  CRAB 
(Single  or  Double  Drum) 


SPUD  HOIST 
For  raising  and  lowering 
spuds  on  dredges. 

WRITE  FOR  COMPLETE  CATALOG 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal:  Mussens,  Ltd.  Toronto:  A.  R.  Williams  Machinery  Co.,  Ltd 


Sales  Offices 

WeHand,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beams— Channel* 
Angles— Plate* 

Always  in  Stock  CONSTRUCTION  CO. 
Reinforcing  Bar* 

"Self-Senterlng" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 
Phone  or  writ*  us  for  Quotations  when  you  Me  In  the  market. 
Office-M  4515-M  4516      Resldence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cennent  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

CP.R.  Crossing,  Yonge  St.,  North  Toronto 

Phone*,  Office  North  \  Evenings,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd, 

Main  Office  and  Works,  Montreal 


"AMERICAN" 

ENAMELED  BRICK 

The  standard 
of  quality  for 
over  twenty-one 
years. 

Write  for  catalogue  or  see  our  pages  in  "Specification  Data.' 

AMERICAN  ENAMELED  BRICK  &TILE  COMPANY 

(M muf acturers of  Enameled  Brick  exclusively) 

1182  Broadway,   New  York. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Moorinff  Bollards  for  both  Concrete  and  Wooden  Docks 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost  »^Proof 
Water 
Meters 

Write  for  Catalo^ae 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


fVhat  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2  —  Manufacture  of  Glue 
Chapter  3— Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 

quickly   and  straight— they  never  run 

askew.     They  are  stamped  on  steel 

dies  with  Machine-Cut  Beads  and  the 

joints  are  snug  and  neat.    The  labor 

you  save  in  laying  our  ceilings  makes  a 

nice  profit  in  itself. 

The  "Quality  House"  is  Safest    Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO       and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5-bari-el  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
hovise,   white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 

No.   2  $14;   paving  blocks.   No.   1,  $24  per 
M.  ;   No.  2.  $18.     Sun-Tex  face  brick,  $16 
to   $20   per    M. ;    Denison    interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — • 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,   F.  O.   B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER    (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27:  1-in.  by  8-in., 
.$29;  1-in.  by  10-in.,  $.30;  1  in  by  12  in.,  $30 
to  $32;  2-in.  by  4-in.  lo  13  in.  white  pine, 
12  ft.  to  16  ft.  long,  .$26  to  $31;  ?^  by  6 
and  10-in.  pine  shelving,  $.33  to  .$36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $.35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8  in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3,65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (E.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  X  14,  14  x  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
MJ  X  20,  14  X  20,  16  x  20,  $40.00.  These 
'  prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  .36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars- -$2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structifral  sections, 
$3.50;   small  sizes  $3.26. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs. ; 
'A  in.,  5/16  in.  and  Vs  in.,  $3.50  per  100  lbs. ; 
gauge  plates.  No.  10,  12,  14,  $4.00  per  100 
lbs.  ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $.34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  $.32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.  ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.  ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINT.^  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs.  ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;   all   f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  buff  $23, 
4  white  .$45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per    foot) — not    reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  16-in. 
60c;  18-in.  74c.     Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  J/J-in.,  $1.65;  H  'm., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  ^  in.,  25c.  extra;  ^  in.  x  H 
X  %  in.  50c.  extra.  Boiler  plates — %  in. 
thick  and  thicker,  $4.00.  Circular  plates — ■ 
Flange  quality.  30  in.  dimension  and  over, 
.$4.25;  under  .30  in.  dimensions,  $4.75.  Beams 
and  channels— Under  .35  lbs.  per  yd.,  $4.00; 
.35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop 
per  bearing  sheets — Keystone  black.  28  U.  S. 
gauge,  .$4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
'-Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
8-in.,  55c;  9-in..  70c;  10-in.,  80c;  12-in.,  $1 ; 
24-in.,  $3.25.     Bends,  each  75c,  .$1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  78c, 


$1.20,  $2.20,  $2.80.  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'A  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.       Plaster  of 
Paris— $2.35  per  bbl.     Rope— Best  Manillm, 

22p^c  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  13j^c.  basis;  lath  yarn  13;^ 
cents.  Boiled  linseed  oil — in  barrels  95c.  per 
gal.  of  9  lbs.  Raw  linseed  oil — in  Iiarrels, 
92'Ac.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbI.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone — 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-'n.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 

Crushed  Granite — lyi  and  2-in.,  $2.65;  M-'n.  and 

1  in.,  $2.90;  Ji-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55:  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 

2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  X  18,  16  X  18,  18  x  IS,  20  x  20, 
$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  x  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5l4-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,  $2.35  per   100   lbs.  ;  square 
twisted,  $2.45  per  100  lbs. ;  cliannels,  angles, 
beams  and  plates,  $2.95  per  1(10  lbs. 
Cast   Iron  Pipes — Standard  price,  car   load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 


May  34,  1916 


THE   CONTRACT  RECORD 


•1 


RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


War«house  Stock*  : 

SYDNEY.  N.  S. 
MONTREAL.  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM.  ONT. 


Sale*  Offices  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St..  E. 


Mills  and  General 
Offices : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  G3rpsum  Co.,  Limited 

lONA,  N.S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  64) 
SEWER  PIPE  ' 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
•  IG  cents;  6  in.,  IS'/i  cents;  S  in.,  30  cents; 
9  in.,  35  cents-;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS- in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hanuaier  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal.  ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.  ;  putty  in  bulk,  $3.25  per  bbl.  ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  wliite,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl.  ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 


SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.75  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$-14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 


STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel  —  (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 28  gauge,  $7.25  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square 
Black  steel  sheets,  24  gauge,  $4.85  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates— $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse; 
4-in.,  12Hc.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in,,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster— $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
14;^c  basis;  sisal  rope,  12j4c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead — Ground  in  oil,  $14.00  to  $17.00  per 
100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


Instead  of 
Lath  and  Plaster 

Neponset  Wall  Board  i.s  ready  to  put  up.  It  requires  no  painting. 
It  can  be  nailed  right  to  the  studding  for  walls,  or  to  joists  for  ceil- 
ings, or  it  can  be  put  over  cracked  and  broken  plaster. 

NEPONSET 

WaU  Board 


For  WALLS  arxd  CEILINGS 
And  a.  Hundred  other  Uses 


NEPONSET 


ciiiiu's  in  two  finishes — Quartered  Oak,  which  is  excellent  for  wainscotting,  office  partitions,  etc.; 
and  (.'ream  White,  which  can  be  painted  if  it  is  desired  to  carry  out  a  color  scheme.  Bundles 
wrapped  in  burlap  to  prevent  breakage.    Write  for  prices.    Dealers  everywhere. 


BIRD  &  SON,  Dept.  K 
HAMILTON,  ONT. 


Warehouses— Montreal,  St  John,  Winnipeg, 
Calgary,  Vancouver,  Edmonton 


The  largest  manufacturers  of  Roofings,  Wall  Boards  and  Roofing  Felts  in  Canada. 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PinSBURGH,  PA. 


4 


ATWOOO  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell.  32  Albany  Ave.,  Toronto.  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Montreal  TORONTO  Winnipeg 


1  CANADIAN 

CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Ser- 
vice. 

We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

Write  our  nearest  office  today  for 
catalogue  No.  15 
Offices  :— 
Bridgeburs.  Ontario,  130  Janet  Street 

C  hicago,   Illinois,  2014  Old  Colony  Bldg. 
New  ^■ork,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg,  Ont. 

Built  for  C.P.R. Montreal    Chicago.  111.  Greenville,  Pa. 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


Towers 
and  Tanks 
for  all  pur- 
poses. 

Concrete 
Mixers 

Gas  and 
Gasoline 
Engines 

Hoists 

Windmills 


Water   supply   outfits   of  every 
description. 

CORRESPONDENCE  SOLICITED 


"Galvaduct"  and  **Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manuiacturers  under  Canadian  and  U.  S.  Letters  Patent 

Toronto       -  Canada 
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Civil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo     H  Power 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  IJisposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

I  Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
IIJ^   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moflfat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,      •  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WOftK 
LARGE  OR  SMALL.' 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

.Main  904-906  62  Esplanade  E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC  SECURED  OR  OUR 
rn  I  Cil  I  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
liave  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts.     Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys         Ottawa,  Canada 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


WiaSB-  &jno|5 


STANLEY  LIOHTFOOT 

REG  D  PATENT  SOLICITOR  AND  ATTORNIV 
UUMSDEN   BLDG.C^'Jy^JIi^e"  )  TORONTO. 


J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Haad  Office  and  Laboratories 
318  Lagauchatiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 
Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  £ng 
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No.  2— The  Making 

BESSEMER 
LOCK 

The  Permanent  Paving 

Every  bit  of  the  surface  material 
is  carefully  stripped  from  Bessemer 
shale  beds  before  the  big  steam 
shovels  start  digging  it  out  for 
Bessemer  Block. 

To  further  make  sure  of  uniform- 
ly good  material,  the  year  'round, 
storage  has  been  provided  for  40,000 
cu.  yds.  of  shale,  and  the  material 
is  given  a  preliminary  crushing, 
grinding  and  mixing. 

That  is  why  the  Bessemer  Block 
you  will  get  next  year  are  as  good 
as  those  you  put  in  ten  years  ago. 

Write  for  the  full  story  ot 
BESSEMER  BLOCK 

Bessemer  Limestone  Co. 

Youngstown,  Ohio. 

Member  of  the  Nat'l  Paving  Brick  Mfrs.  Assn. 
PLANTS  AT  BESSEMER,  PA. 

Largest  Block  paving  Plant  in  the  World 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgli,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  BIdg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

Wt  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Omce  and  Works:  Hillcrest  1614-1616-161S 
'Private  exchange  connecting  all  department! 
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CANADIAN  LONG  SERVICE  TOOLS 

Forges  —  Blowers  —  Drills 

The  standard  by  which  all  others 
are  judged 


Made  in  Canada^Built  for  Service 

We  are  the  largest  manufacturers  of  Black- 
smiths' Tools  in  the  British  Empire.  You 
should  have  our  catalog.     Write  for  a  copy. 

Canadian  Blower  and  Forge  Company,  Ltd. 

Berlin,  Ont. 

ST.  JOHNS    MONTREAL    TORONTO    WINNIPEG  VANCOUVER 


"BEATTY" 

Hoisting  Engines^  Dredges^  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6}4  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  }i  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6^4  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E.  PLANT  1790  St.  James  Street,  Montreal, Que.        -Agkntb—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B.  KBLLY-POWKLL,  LTD  McArthur  Bid*.  Winnipeg.  Man. 
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Replace  the  old 
twisted  wire  way  of 
bracing  forms  for 
concrete  work  with 


\^    y  Cross  Section  Forms 


'■^dj^iii*yii]m 


Peerless  Form  Clamp 


The  one  positive  means  of  bracing  forms. 
Forms  clamped  with  Peerless  Wire  clamps  won't  bulge  and 
won't  leak  at  the  planking  joints  when  a  wet  mixture  is  used. 

Simple  and  Inexpensive 

First  cost  is  low  ;  easily  operated  by  unskilled  labor  ;  requires 
least  ctitting  of  form  work ;  most  easily  removed  from  forms 
and  used  over  and  over  again. 

Made  of  two  simple,  strong  cast  iron  parts,  weighing  2i/2 
lbs.  and  a  wrench  is  furnished,  either  style,  free. 

Price  list  and  circular  sent  on  request. 

Peerless  Form  Clamp  Company 

407  N.  8th  Street,  St.  Louis,  Mo. 
Sold  by  F.  H.  Hopkins  &  Co.,  Montreal  and  Winnipeg 


Sales  Agents  for  City  of  Winnipeg  and  Provinces  of 
New   Brunswick,   Nova   Scotia,   Ontario  and  Quebec 


Agents 
Wanted  in 

Open 
Territory 


CbncreieDome 
in  GvneLcldL 


This  handsome,  $250,- 
000  structure,  one  of 
the  few  examples  of 
pure  Byzantine  archi- 
tecture in  the  country, 
is  built  o^  reinforced 
concrete  throughout, 
with    stone    trim    and  brick  facing. 

The  immense,  all  concrete  dome — 75J/2  feet  wide 
by  37  feet  high— is  unsupported  by  any  frame  work. 
It  is  carried  from  four  points  and  the  entire  weight 
of  the  dome  and  roof  rests  wholly  upon  the  walls. 
There  are  no  inside  pillars. 

The  pattern  on  the  dome  is  obtained  with  colored 
concrete. 

Another  feature  of  St.  Michael's  Church  is  the 
long  span  concrete  beams  (lower  illustration)  that 
support  the  main  concrete  floor.  These  beams  measure 
52  feet  from  post  to  post. 

Dimensions  of  Building — Outside  170  ft.  x  90  ft 
sidewalk. 

The    construction    of    this    church    proves    conclusively  that 


inside 


any  size  or  style  of  structure  can  be 
built  more  substantially  and  economically  with  concrete  than  with  any  other  material. 

Architects,  Engineers  and  Contractors  interested  in  concrete  construction  may  obtain  information 
regarding  this   and   other   notable   examples   of  concrete  construction  by  addressing: 

Canada  Cement  Company  Limited 

781  Herald  Building,  Montreal 


^1  &?>Jii3?SS»^«ls;^«>!i©^ 
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USE 

"DOMINION"  EXTRA  FLEXIBLE 
DREDGE  ROPES 

Stocks  Carried  in 
Montreal,  Winnipeg  and  St.  Catharines 

Let  us  guote  y»u  for  WIRE  CABLES  for  ARTILLERY  TRACES, 
AND  OUR  CELEBRATED  AUTOWLINE 


The  DOMINION  WIRE  ROPE  CO.,  Limited,  Montreal 


Immediate  Shipment  from 
Warehouse  Stock  of 


Andrews 


Drill  and  Tool  Steel 


"  Lidgerwood 
Ballast  Unloaders 


"Jordan" 
Spreaders 

"Marion" 

Steam  Shovels 
Ballast  Plows 
R.R.  Ditchers 


"Industrial" 

Pile  Drivers 


Locomotive  and 
Wrecking 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  May  31,  1916  No.  22 


Canadian  Pipe  Company^  Ltd. 

550  Pacific  Street,  Vancouver,  B.  C. 


MANUFACTURERS  OF 

Wire  Wound  Wood  Pipe,  Continuous  Wood  Stave  Pipe, 

Tanks,  Silos,  Steam  Casing 

We  contract  to  install  water-works  systems  complete. 
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CHAMPION 

ROCK 
CRUSHER 


A  complete  line  of  Crushing^  Road  Building 
and  Street  Cleaning  Machinery 

Manufactured  by 

The  Dominion  Road  Machinery  Co.,  Limited 

Goderich       -    -  Ontario 


When  4V2  inches  =  45  inches 

If  you  built  your  boiler  setting  walls  45  inches 
thicker  than  they  are  now,  using  fire  brick  and  com- 
mon brick,  they  would  hold  much  more  heat  in  the 
boiler,  reduce  your  fuel  bills  and  keep  your  boiler  room 
cooler.  But  instead  of  adding  all  this  extra  brick 
work  you  will  get  the  same  results  by  replacing  one 
course  of  common  brick  with  a  single  4j/^-inch  course 
of 

Nonpareil 
Insulating  Brick 


When  you  use  Nonpareil  Brick  in  all  the  walls  and 
arches  of  the  boiler  settings  you  don't  increase  the  thick- 
ness and  take  up  valuable  space.  But  you  do  save  65  per 
cent.,  or  more,  of  the  heat  that  ordinarily  is  lost  by  radia- 
tion, and  the  fuel  saving  will  pay  for  the  brick  in  less  than 
a  year. 


Central  High  School,  Detroit.  Mich.    Tops  of  Boilers 
Insulated  with  Nonpareil  Insulating  Brick. 


Many  engineers  are  not  waiting  until  they  rebuild  the 
old  settings  or  install  new  boilers  to  use  Nonpareil  In- 
sulating Brick.  They  are  putting  a  4^-inch  course  on 
the  tops  of  the  settings  and  over  the  steam  drums  now. 
It  will  pay  you  to  do  the  same. 


Sample  and  full  information  on  request. 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,505  Mccm  Building,  Montreal,  Que. 

Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  Steem  Lines 
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28  'Service'  Branches  throughout  Canada 

Canadian  Consolidated 

*  Rubber  Co.,  Limited 
MONTREAL,  P.Q. 


If  manufacturing  facilities  and  an  up-to-date  system  of 
distribution  mean  anything  at  all  to  those  in  need  of 
Rubber  supplies,  then  the  Dominion  Rubber  System  com- 
mends itself  to  all  wide-awake,  progressive  buyers. 

Six  factories  and  twenty-eight  "Service"  branches  at 
central  points  throughout  Canada,  so  as  to  ensure 
prompt  shipments,  afford  a  service  that  is  not  equalled 
in  Canada. 

Back  of  all  is  the  warranty  that  the  Dominion  Rubber 
System  qualities  are  absolutely  worthy  and  dependable. 

Our  constant  aim  is  to  serve  and  please  you,  no  matter 
what  the  need  in  Rubber  Goods  may  be. 


Write  for  Catalogue  and  Price  List. 


Canadian  Consolidated 

Rubber  Co.,  Limited 
MONTREAL,  P.Q. 

28  'Service'  Branches  throughout  Canada 


POMINIOM 
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VALVt -HYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 


for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 


British  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 


Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished in   1915   by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.     213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 


Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00> 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  '  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Secon<J  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 


Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 


Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.     Price  $2  00. 


Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1916  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 


Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
.Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations,  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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A  Motor  Truck  For  Every  Purpose 


IVTATIONAL  Motor  Trucks  are  used  in  widely 
^  ^  different  lines  of  business.  Heavy  duty  models 
are  carrying  tremendous  loads  over  country  roads.  Light 

•  models  are  giving  tast  express  service  over  city  pavements. 
Five  models — .1500  lbs.,  2ooo  lbs.,  3000  lbs.,  4000  lbs. 
and  7000  lbs.  capacities — enable  you  to  choose  a  truck 
that  will  exactly  fit  into  your  haulage  or  delivery  system. 
The  National  Guarantee  and  Service  Station  plan  is 
unique.      Full   details  will  be  gladly  furnished  upon 

.  request. 

Address  Truck  Dept.  for  copy  of  catalogue. 

National  Steel  Car  Company,  Limited 

Operating  Office  and  Works:  HAMILTON,  CAN.       Montreal  Office :  SHAUGHNESSY  BLDG. 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS 

The  following  regulations  apply  to  all  advertisers: — Eighth  page,  every  issue,  three  headings; 
quarter  page,  six  headings;  half  page,  twelve     headings;    full      page,    twenty-four  headings. 


Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern  Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 
Hopkins  &  Co..  F. 


H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Brick 

American  Enamelled  Brick  Co. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield   Engineering  Co. 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian    Bridge  Company 
(  an.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
MacKinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  ("ompany 
Pittsburgli-DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 
Mansfield  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada-  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioiier 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian,  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 

Beatty  &  Sons,  M. 
Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Can.  H.  W.  Johns- Manville  Co., 
Limited. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culv«rt  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Exeter  Manufacturing  Company 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co..  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Wettlaufer  Bros. 

Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 

Foster.  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons.  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Canadian  Equipment  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby  &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 
Goodwin,  Barsby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Rooting  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada  Crushed  Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Exeter  Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
Jenckes  Machine  Co. 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liq^uide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
Northern  Crane  Works 
Osgood  Company 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 


Dump  Cars,  Wheels,  etc. 

Canadian  Equipment  Company 
Hopkins  gi  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario    Wind   Engine  &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Work^ 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Plait   Iron  Works 

Fire  Brick 

Elk  Fire  Bvick  Company 

Fireproof  Doors  and  Windows 
Hope  &  Sons,  Henry 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  Page  i  ) 


May  31,  1916 


THE   CONTkACT  RECORB 


i 


You  Pay  Nothing 
to  Try  This  Service 


Mac  Lean  Daily  Reports  are  yours  for  actual 
trial.  Send  for  the  80  sample  reports  which  we 
will  send  you  free  to  try  out.  Use  them.  Get  after 
the  prospective  business  they  will  tell  you  about. 
Compare  the  results  with  what  you  have  been 
getting  from  "  going  it  alone."  Note  the  quick, 
easy,  complete  and  effective  system  we  have 
worked  into  our  method  of  helping  you  to  a  bigger 
and  more  profitable  business.  Consider  the  time 
and  figure  the  saving  you  will  effect,  and  above  all, 
the  day-after-day  satisfaction  of  knowing  you  are 
not  overlooking  opportunities. 

You  can  learn  all  about  our  plan  without  pay- 
ing a  cent.  Fill  out  and  send  the  coupon  below, 
and  we  will  send  the  sample  reports  without  delay. 


TEAR  OFF  HERE 


MacLean  Daily  Reports  Limited 

25  Charlotte  St.,  Toronto,  Ont. 

I'll  try  it  out.  Send  the  sample  reports  referred  to  in  your 
letter,  at  your  own  expense  and  without  any  obligation  on  my 
part. 


My  Name 


My  Address 


Territory  to  be  covered 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co.. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless   Form  Clamp  Co. 

Gas  Engines 

Goold,  Sliapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Sliapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  ImpU'g  Co. 

Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Slieldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 

Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry.  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

Heatty  &  Sons,  M. 

Canadian   Ingersoll-Rand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

London  Concrete  Macliinery  Co. 

Marsh  &  Henthorn 

Northern  Crane  Works 

Pollard  Mfg.  Company 
Hoisting  Engines 

Beatty  &  Sons,  M.  ' 

Hopkins  &  Company,  F.  H. 

Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 

Dunlop  Tire  &  Rubber  Co. 
Hydrants 

Canada  Iron  Foundries 

Gartsliore  Thompson  Pipe  Co. 

Kerr  Engine  Company 

McAvity  &  Sons,  T. 
Insulating  Compounds 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Spielmann  Agencies  Regd. 

.Standard  Underground  Cable  Co. 
of  Canada,  I^imited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 

National  Steel  Car  Co.  ' 
Interior  Finish  and  Doors 

Canadian   Office  &  School  Fur. 
Company. 
Insulating  Bricks 

.Armstrong  Cork  Company 
Jib  Cranes  (all  kinds) 

Northern   Crane  Works 


Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Jolms-Manville  Co., 
Ijimited 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  'Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Bo.x  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Municipal  Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co.. 

Limited. 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  II. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National   Iron  Works 

(Continued  on  page  10' 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever, 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


WIRE 
MESH 


REINFORCE. 
WENT 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
/to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Sizes  9  in.  to  48  in.  carried  in  stock. 
Larger   sizes   made   to    your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  for  Eastern  Quebec  and  Maritime  Provinces 

G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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QUALITY    .-.    .-.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 


HAMILTON 


LIMITED 

TORONTO       MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 
Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited, 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 


Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railvyay  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 

Osgood  Company 
Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.   Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

_  Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 

Shovels  (Electric) 

Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Spruce 

B.   C.   Lumber  Commissioner 
Silo  Moulds 

London  Concrete  Machinery  Co. 
Skylights 

Pedlar  People  Limited 
Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks, 

DesMoines  Bridge  &  Iron  Co. 

MacKinnon,  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Pittsburgh-DesMoines  Steel  Co. 

Pedlar  People  Limited 
(Continued  on  page  14 ' 


pniiiiiiiiiiiiiniiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiiii^ 

Simplified  Ash  Removal  | 


Illustration  shows  how 
on^  man  unaided  can 
perform  entire  opera- 
tion of  ash  removal.  It 
also  shows  the  newly 
patented  G  &  G  Side- 
walk Door  Opening  and 
Closing  Device  with 
Spring  Guard  Gate. 

Ill 


THE'G  &  G  Telescopic  Hoist  is  easy  to  install — for  it  comes  to  the  build- 
ing completely  assembled  and  ready  to  erect.    Its  rugged  construction 
prevents  annoying  delays  in  service.    Its  operation  is  so  simple  and 
certain  that  it  may  be  handled  by  the  most  inexperienced  labor.  Moreover- — 
it  now  makes  possible  the  removal  of  ashes  by  one  man,  unaided. 


"Made  in  Canada' 


Raises  load  at  a  guaranteed  speed  of  30 
feet  per  minute  and  does  it  noiselessly. 
When  not  in  use  hoist  telescopes  and 
no  part  shows  above  street  level.  Op- 
erated from  grade,  insuring  fullest  pro- 
tection for  both  public  and  operator 
,against  injury  due  to  open  hatch. 


'Made  in  Canada" 


Every  hoist  is  subjected  to  thorough 
working  test  before  shipment  and  is  so 
compact  in  construction  that  it  may 
be  shipped  completely  assembled — not 
"knocked  down." 

Easily  installed.  No  pit  is  required — 
heel  of  hoist  rests  on  basement  floor. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agents  for  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Aeentt  for  British  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 

W.  T.  GROSE. 
Agent  for  Manitoba,  Saskatchewan. 
Alberta,  Winnipeg. 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4',  7/8'  and  1"  Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


12 


THE  CONTR 


ACT  RECORD 


May  31,  1916 


To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


^^f^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three  sizes  of  ma- 
chines and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No!  2. 

LONDON  POWER  DIAPHRAGM  PUMP~^ 

This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  1  5c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  In  every  large  city  in  Canada. 

World*!  Largett  Manufacturers  of  Concrete  Machinery  and 
Cement  Working  Tools. 


May  31,  1916 
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Build  Chimneys 

By 

Monnoyer^s  System 


You  have  a  direct 
saving  of  money  in 
building  water-towers, 
condensers,  silos,  etc., 
by  this  improved  sys- 
tem. Being  introduced 
all  over  the  American 
Continent.  Approved 
by  some  of  the  fore- 
most C(^ntract()rs  in  the 
world. 

Does  away  with 
costly  system  of  shut- 
tering, as  well  as  most 
of  the  objections  to  or- 
dinary concrete  build- 
ing. Erected  in  less 
time.  Better  finished 
appearance.  More  dur- 
able. Lisfhter. 


Write  us  for  com- 
plete information. 


T.N.R..  Quebec.  198  high,  9'  diameter 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Represenfatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


Building  a  Big  Bridge 

(Ad.  No.  3  of  a  Series) 

with 


*  The  SancJwich 
Joint  ** 


Of  o  I  rsT 

The  original  and  only  Elastite  Joint 

Tlie  Engineer  sees  just  what  lie  is  getting. 
Tliis  pliotog^rapli  sliows  an  ELASTITE  JOIN'l' 
on  tlie  I!ig  Hopple  Street  Viaduct  at  Cincinnati, 
after  the  concrete  on  one  side  had  been  poured. 

Write  for  live  data  on  Roads,  Bridges 
and  Pavements  built  with  ELASTITE. 

Address  Elastite  Dept. 

The  Philip  Carey 
Company 

Toronto 
Montreal 


FOR  SALE 


2-10  Wheel  Locomotives 
23  -  35  yard  Hartt  Cars 
1  -  75  ton  Marion  Shovel 
1  -  Ledgerwood  Unloader 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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Sound  Deadening  ' 
Can.  H.  W.  Johns-Manville  Co., 
Limited. 
Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines 

Sturtevant  Co,  of  Can. 


Ltd.,  B.  F. 

Steam  Traps 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 
Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 
Hope  &  Sons,  Henry 
Steel  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son, -Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 
Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyors*  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


&  Spencer 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Cliicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian  Billings 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T, 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

.Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Bird  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Can.   H.  W.  Johns-Manville  Co., 

Limited. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iroi^  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Ijite  Company,  Jnc. 

Well  Drilling  Plants 

American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

.Standard  Underground  Cable  C6. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


Immune  To 

« 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unatYected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  I'aint  being-  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting-  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


I 


RRANDRAM- H ENDERSQN 


IVIontreaf 


I 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents : — Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Built  of  Sackville  Freestone 


 -mtM  •■ 


"Quarried 
in 

Canada " 

Block  Stone 
Random  Stone 
Dimension  Stone 
^111      Head  Sills 
^  Shoddy 
i      Stone  Sawing 

..^i^       Q^f  Qujr  prices. 


Provincial  Parliament  Building's,  Toronto,  North  Entrance 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative:  A.  W.  Steward,  Builders'  Exchange 
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Steel  &  Radiation   19 

Structural  Steel  Company   62 
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TurnbuU  Elevator  Company  
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Waterous  Engine  Works  Co   22 
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Barber,  Frank  ...  
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Beatty  &  Sons,  Limited,  M  

Bird  &  Son  

Black  Building  Supply  Company  . . 

Blair  Company,  B  

Boving  Hydraulic  &  Engineering  Co. 

Brandram-Henderson  Co  

Britnell  Company,  Limited  

Burlington  Steel  Company   

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation 

Canada  Iron  Foundries,  Limited  .. 

Canada  Wire  &  Iron  Goods  Co.  . .  . 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  .  . . 

Canadian  Brass  Mfg.  Co  

Canadian  Consolidated  Rubber  Co. 

Canadian  Dolarway  Paving  Co.   . .  . 

Canadian  Ingersoll-Rand  Co  

Canadian  Inspection  and  Testing  Lab- 
oratories   

Canadian  Office  School  Furniture  Co. 

Canadian  Pipe  Co.,'  Ltd  

Carey  Company,  Philip  

Canadian    Chicago    Bridge    &  Iron 
Works  

Chipman  &  Power  

Conduits  Company,  Limited   

Cook,  A.  D  

Crushed  Stone  Limited  

Dake  Engine  Company   

Darling  Bros  

Dennis  Wire  &  Iron  Company  .... 
DesMoines  Bridge  &  Iron  Works.. 
Dikeman  Surveyor  Company  ...  . 
Dominion  Concrete  Company  ...  . 
Dominion  Engineering  &  Inspection 

Company  

Dominion  Iron  &  Steel  Company.. 

Dominion  Paint  Works  

Dominion  Road  Machinery  Co.  .  .  . 
Dominif)n  Sewer  Pipe  Company  . .  . 


Gartshore,  John  J  

68  Gartshore-Thompson  Pipe  &  Foun- 

dry Company  

70     Gent  Company  

Gillis  &  Geoghegan  

10  Goodwin-Barsby  &  Company  

Goold'  Shapley  &  Muir  Company.. 

60  Gray  Construction  Co.,  John  \'.  ... 
14 

62     Haddin  &  Miles  

11  Hagersville  Contracting  Company.. 

Hamilton,  S.  W  

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly  

Hopkins  &  Company,  F.  H  

Hunt  &  Company,  Robert  W  

67 
22 

Ideal  Concrete  Machinery  Co  

gg     Inglis  Company,  John   

2     lona  Gypsum  Company  

18 

H     Jenckes  Machine  Co  

53  Kerr  Engine  Company,  Limited  . .  . 
68 

I-     L'Air  Liquide  Society  

Lea,  R.  S  

Lightfoot,  Stanley  

57  London  Concrete  Machinery  Co.  . . 
5g     Luxfer  Prism  Company  

67 

50     MacLean  Daily  Reports  

50     MacKinnon,  Holmes  &  Company.. 

Manitoba  Bridge  Works  Co  

Mansfield  Engineering  Co  

62  Maritime  Bridge  Company   

54  Marsh  &  Henthorne,  Limited  

63  McAvity  &  Sons,  F  

69  McDougall  Caledonian  Iron  Works 

Company  

12  McGill  University  

McGregor  &  Mclntyre  

68     Meaford  Wheelljarrow  Company  .. 

65     Metallic  Roofing  Company   

Miller  &  Company,  Geo.  M.  

2     Montreal  Concrete  Works  

19     Mueller  Mfg.  Company,  H  


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprise 
in^  enoufih  to  spend  money  and  time  to  get  in  touch  with  you. 
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IT  IS  MAINTENANCE 

THAT  MAKES  GOOD  ROADS— 

No  matter  how  good  a  pavement  you  put  down  it  will  go  to  rack  and  ruin  if  it  isn't  kept  up.  Figuring 
from  all  angles,  Concrete  makes  the  most  economical  roadway.  On  top  of  Concrete  spread  DOLAR- 
WAY  SURFACING  and  you'll  have  an  ideal  pavement.  A  pavement  that  is  dustless,  noiseless.  A 
guaranteed  pavement  against  climatic  influences  because  it  is  WATER  and  MOISTURE  PROOF. 

DOLARWAY  SURFACING  IS  CONCRETE  PAVEMENT  INSURANCE 

It  is  a  bituminous  preparation — liquid  form — quick  in  its  action — easy  to  apply — one  to  three  cents  per 
square  yard  for  maintenance.  If  DOLARWAY  SURFACING  is  applied  regularly  your  roadway  will 
be  practically  indestructible.    PUT  IT  ON— KEEP  IT  ON. 

Inexpensive  First  Cost  Inexpensive  Maintenance 

For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  ^,^osotoNTrR,o 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneur*  &  William  Sts.,  Montreal. 
Manufactuiers  of   Boilers,  Castings,  Condensers,    Elevators,   Engines,   Filters,   Forgings,  Hydraulic 
Machinery.   Pumps,  centrifugal  and  reciprocating.  Steam    Turbines.    Tanks,    Water    Whtels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160lbs.  fire. 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


;True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linin^rs 
Wall  Copiner 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  light,  the  better  work  and  faster  work. 

Big  Windows  must  be  strong.  Only  steel  gives  the 
required  rigidity. 

"  FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factories: — St.  Catharines  and  Toronto 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 


THREE  SEWER   PIPE  FACTORIES 


ALSO  FTRE  CLAY  FACTORY  AT  ST.    JOHNS,    P,  Q. 


20 


THE    CONTRACT  RECORD 


May  ni,  1916 


IF  IT'S  GOOD  ENOUGH  FOR  THEM- 


-OFFICIALLY  ADOPTED 
BY  THE  GREATEST 
ELECTRICAL  ASSOCIATION 
IN  THE  WORLD. 


OVER  360,000 
COPIES  SOLD, 


—IT'S  GOOD  ENOUGH  FOR  YOU 

FLEXIBLE  LEATHER  COVER— POCKET  SIZE— SENT  ON  RECEIPT  OF  $1.00 

Contract  Recordy  347  Adelaide  st,  west,  Toronto 
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Famous  Heart  Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
with  Canadian  Cap- 
ital. Noted  for  their 
rapid  and  thorough 
mixing.  Manufac- 
turers of  Tile,  Brick, 
'1!  lock  Machines, 
Crushers,  Pavers, 


Contractors'  Mach- 
inery. Write  for 
special  offer. 

Over  300  Used  in 
Toronto  alone. 


HOISTS 

We  can  save  you  ftO 
l)ei-  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
liouse.  Equipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 
Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  ONT. 

Branchei— Montreal,  Halifax,  Vancouver,  Winnipeg 


Steel  need  not  rust! 


Technical  men  know  this,  of  course — but 
judging  by  the  size  of  the  junk  heaps  each 
year  in  this  country  alone,  the  fact  is 
thrust  upon  us  that  Steel  Does  Rust. 

lint  it  need  not.    Not  since  the  invention  of 

tockolith" 

THE  PATENTED  CEMENT  BUhTT 

Since  the  great  scientific  laboratories 

of  Toch  Brothers,  with  all  the  skill,  crafts- 
manship and  resourcefulness  at  their  com- 
mand, have  been  arrayed  against  rust,  the 
enemy  of  steel,  iron  and  other  metal.  .And 
they  have  conquered  it  absolutely. 

Their  great  preservatives,  Tockolith  and 
R.  I.  W.,  have  been  used  'round  the  world, 
and  are  specified  continually  by  leading 
architects  and  engineers. 

Ask  for  THE  RED  BOOK.  Please  ad- 
dress Dept.  51. 

MVJ.ff. 

DAMP-RESISTING  PAINT 

Manufactured  in  Canada  by 
^    R.I.W.  DAMP-RESISTING 
PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO.   ONT.,  CANADA 
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Crushing  Plants  for  Road  Building 


The  Crusher  Elevator  Screen  and  Bin  are 
compactly  arranged  and  mounted  on  wheels, 
making  a  very  compact  portable  rig. 

Crusher  is  "All  Steel,"  jaw  plates  being  Man- 
ganese Steel.  All  parts  readily  accessible  for 
examination  or  adjustment. 

We  offer  several  plants  for  prompt  shipment, 
including  the  boiler  and  engine,  which  we  have 
on  hand. 


THE  JENCKES  MACHINE  CO.,  LIMITED 

Works :  SHERBROOKE,  QUE.   -   ST.  CATHARINES,  ONT. 

Sales  Off  ice* :       Montreal       Toronto       Cobalt       So.  Porcupine       Nelson  and  Vancouver,  B.  C. 
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Standard  Turnbuckles 

Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 


Limited 

Welland,  Ontario 


WATEROUS 
ROLLERS 


STEAM 
ROAD 


Are  road  builders  in  every  sense  of  the  word.  They  can  be 
used  in  every  operation  from  driving  tlie  rock  crusher,  hauling 
road  mateiial  picking  and  plowing  tlie  old  road,  to  the  last  light 
finishing  roll. 

Constructional  Features 

Twin  cylinder  engine  with  cranks  set  on  the  quarter,  runs  like 
a  watcli,  no  dead  centres,  no  Iianging  up  in  a  soft  spot,  no 
bucking  on  the  reverse. 

The  boiler  of  locomotive  type,  built  to  stand  a  working  pres- 
sure of  165  pounds.  A  quick  steady  steamer  that  will  carry 
tlie  Roller  up  a  30  per  cent,  grade  without  a  hitch. 
Has  two  speed  drive  for  fast  and  slow  work,  luider  full  steam 
pressure,  both  forward  and  back.  All  change  speeds  and  driv- 
ing gears  cut  from  tlie  solid  steel. 

Outfit  includes,  rear  draw  bar,  front  clevis,  set  of  road  picks, 
driving  pulley  for  rock  crusher. 

More  than  200  Waterous  Steam  Rollers  are  in  use  in 
Canada — that's  a  real  proof  of  quality.  Every  user  a 
booster. 


THE  WATEROUS  ENGINE  WORKS 

COMPANY,  LTD.,  brantford,  can. 
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Found — One  Hour 

On  Sunday,  May  21,  Great  Britain  adopted  the 
daylight  saving  scheme.  It  seems  to  us  that  there  is 
everything  to  commend  it  and  nothing  to  criticize. 
According  to  Premier  Borden,  daylight  saving  legisla- 
tion in  Canada  is  to  be  left  to  local  option.  A  number 
of  Canadian  cities,  however,  have  already  adopted  the 
system  of  getting  up  an  hour  earlier  during  the  sum- 
mer through  the  expedient  of  putting  the  clocks  for- 
ward. 

Like  many  other  reforms  the  dayliglit  saving 
scheme  has  been  rather  skeptically  regarded.  The  suc- 
cess of  the  scheme  will  depend  largely  on  the  unan- 
imity with  which  all  the  important  interests  in  the 
Dominion  support  it.  If  one  important  interest  ad- 
heres to  the  old  schedule,  the  success  of  the  scheme 


is  impaired.  It  can  be  definitely  stated,  however,  that 
its  success  in  the  municipalities  that  have  tried  it  out 
shows  conchisively  how  beneficial  it  is. 

With  everyone  preaching  war  economy  to  his 
neighbor,  this  seems  like  a  splendid ,  opportunity  to 
apply  his  form  of  thrift.  Daylight  saving  means  econ- 
omy— reduction  of  light  and  fuel  bills.  Daylight  is 
the  natural  time  for  work  and  recreation,  even  as  the 
period  of  darkness  is  the  proper  time  for  rest.  Ob- 
serve the  forces  of  nature — to  sleep  while  the  sun  is 
shining  is  a  reversion  of  nature's  laws. 

The  chief  benefits  to  be  derived  is  from  the  stand- 
point of  better  health.  A  whole  hour  of  daylight  is 
gained  for  recreation,  the  nicest  period  of  the  day, 
that  is,  the  hour  at  the  present  time  between  about 
five  and  six  o'clock.  Oiie  more  hour  for  recreation,  for 
social  pastime,  or  for  any  of  the  small  amenities  of  Hfe  ; 
outdoor  recreation  and  refreshment  to  banish  the  cares 
of  the  day  and  fit  the  body  for  sound  and  refreshing 
sleep,  giving  everyone  renewed  energy  to  go  to  his 
daily  work  and  to  do  it  more  profitably  both  for  him- 
self and  his  employer. 

Once  changed,  the  objections  of  the  chronic  lay-a- 
bed to  getting  up  an  hour  earlier  are  unconsciously 
overcome.  Breakfast  at  8  o'clock  will  still  be  at  8 
o'clock.  Things  will  go  just  the  same  as  before;  one's 
habits  need  not  change  except  to  take  advantage  of  the 
extra  hour.  The  factory  whistles  will  still  whistle  at 
seven  and  six.  It  seems  like  a  thrifty  undertaking  in 
times  when  thrift  and  economy  are  our  motto.  Leav- 
ing it  to  local  municipalities  to  decide  for  themselves, 
however,  is  not  going  to  give  the  most  harmonious 
results.  It  will  cause  friction,  for  example,  between 
one  town  having  the  system  and  another  without  it. 
It  seems  as  if  it  would  be  better  for  the  federal  gov- 
ernment to  decide  the  matter  for  all.  Great  Britain, 
and  many  other  continental  countries  have  adopted  a 
federal  measure — why  not  Canada? 


Town  Planning  a  Modern  Necessity 

THE  mad  onrush  of  modern  industrialism  may  be 
held  largely  responsible  for  the  present  con- 
dition of  some  of  our  larger  towns  and  cities, 
with  their  utter  lack  of  beauty  and  incon- 
venient transportation  facilities.  Municipalities  are  be- 
ginning to  realize  the  state  they  have  fallen  into  after 
a  century  of  nothing  but  rush — and  are  stopping  to 
consider.  The  subject  of  town  planning  has  been  very 
much  in  the  public  eye  of  late.  It  is  a  scheme  which, 
it  seems  to  us,  might  be  appropriately  considered  at 
the  present  time.  Involving  as  it  does  little  expense 
in  its  consideration,  it  might  provide  a  means  for  muni- 
cipal activity  that  may  be  so  advanced,  now,  that  it 
could  be  immediately  applied  as  a  remedy  for  the  de- 
mand for  employment  that  will  arise  when  the  Euro- 
pean war  is  over.  The  actual  development  of  the 
scheme  must  wait,  of  course,  for  the  return  of  normal 
times,  but  it  could  be  so  far  advanced  as  to  be  ready 
for  immediate  execution  when  the  time  warrants. 

W.  R.  Davidge,  a  district  surveyor  in  the  Old 
Country,  who  is  remarkably  conversant  with  town 
planning  conditions  in  most  of  the  Canadian  and 
United  States  cities  besides  those  of  Great  Britain, 
points  out  clearly  the  need  of  town  planning,  in  a  pa- 
per before  the  Surveyors'  Institute,  London,  which  is 
published  elsewhere  in  this  issue.  Mr.  Davidge  con- 
fines himself  to  the  general  subject  of  town  planning 
and  the  consideration  of  its  broader  principles.  In 
Great  Britain,  with  its  congestion  in  the  larger  cities, 
the  creed  of  town  planning  may  be  expressed  as  "more 
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air,  more  accessibility,  more  attractiveness,"  or  in 
other  words,  health  and  social  well-being,  especially 
as  applied  to  prospective  building  land  around  the  pre- 
sent towns  and  cities.  Canadian  and  United  States 
cities,  on  the  other  hand,  regard  town  planning  from 
one  of  two  ideals,  either  the  "civic  centre"  ideal  or 
the  "rapid  transit"  ideal',  both  of  which  smack  like 
"good  business  proposals,"  and  "business"  is  the  key- 
note of  American  cities. 

One  thing  stands  out  clearly,  no  matter  what  view- 
point is  considered,  and  that  is,  the  paramount  need 
for  some  form  of  town  planning  at  the  present  time, 
whether  it  be  to  clean  up  the  slums  within  the  present 
city  limits  or  to  plan  for  future  development.  Whe- 
ther one  wants  merely  a  pretty  city  with  lots  of  parks 
and  public  space,  or  one  with  good  facilities  for  rapid 
transit,  or  l)oth,  the  universal  need  for  town  planning 
is  evident.    Such  a  system  cannot  be  called,  as  it  were. 


a  stock  article,  but  must  be  made  to  order.  A  town's 
plan  must  be  its  own. 

The  question  of  tall  ofifice  buildings  and  the  over- 
flowing of  the  business  section  into  the  residental  dis- 
trict are  items  that  must  be  considered  in  the  town's 
plan.  That  an  efficient  system  of  rapid  transit  is  one 
of  the  important  items,  is  quite  evident,  yet  this  all- 
essential  detail  is  often  omitted  in  laying  out  a  sys- 
tem. For  many  people,  town  planning  begins  and 
ends  with  the  planning  of  roads.  It  is  true,  however, 
that  the  main  roads  into  and  out  of  a  town  are  the 
skeleton  on  which  the  plan  will  hang  together. 

The  subject  of  town  planning  in  which  provision 
for  the  future  must  be  made,  is  not  one  man's  job,  but 
many.  Every  profession  and  every  business  should  be 
heard  and  the  plan  should  be  the  result  of  the  co- 
operation between  all  interests,  as  interpreted  by  the 
engineer  and  the  architect. 


Letters  to  the  Editor — Should  Engineering 
Societies  Pass  on  Public  Questions 


Calgary,  Alta.,  May  19,  1916. 
Editor  Contract  Record : 

The  Executive  Committee  of  the  Calgary  Branch 
of  the  Canadian  Society  of  Civil  Engineers  have  auth- 
orized me  to  write  to  you,  setting  forth  the  facts  con- 
cerning its  action  which  was  referred  to  in  your  issue 
of  May  10,  1916,  p.  445,  under  the  title,  "Should  En- 
gineering Societies  Pass  Upon  Public  Questions?" 

Attached  hereto  is  a  statement  of  the  facts.  The 
ouestion  as  to  what  action  Engineering  Societies  can 
and  should  take  in  public  matters  in  which  the  pro- 
fession is  interested  has  been  much  discussed  lately. 
This  is  a  record  of  how  we  handled  such  a  case,  and 
it  is  thought  that  it  will  be  of  sufficient  interest  to 
other  engineering  bodies  to  justify  its  publication,  es- 
pecially since  a  misleading  reference  has  already  been 
made  to  our  action  in  your  issue  above  referred  to. 

Yours  truly, 

Sam.  G.  Porter, 

Secretary-Treasurer. 

"Should  Engineering  Societies  Pass  Upon  Public  Questions?" 

The  author  of  the  article  under  this  heading  in  Volume 
75,  No.  17,  Page  818,  of  the  "Engineering  News,"  undoubt- 
edly refers  to  the  action  taken  by  the  Calgary  Branch  of  the 
Canadian  Society  of  Civil  Engineers  in  connection  with  the 
controversy  over  certain  features  of  the  construction  of  the 
large  reinforced  concrete  arch  bridge  lieing  built  over  tiie 
Bow  River  by  this  eity. 

The  evident  intent  of  the  article  is  to  create  the  impres- 
sion that  the  society  was  not  justified  in  taking  the  action 
which  it  did  and  that  in  so  doing  it  was  encroaching  upon 
the  rights  of  the  consulting  engineer. 

The  author  passes  over  the  facts  of  the  case  upon  wliich 
the  action  of  the  society  (of  which  he  is  a  member)  was 
based  with  one  or  two  statements  which  are  misleading. 

As  the  precedent  established  by  the  society  in  the  atti- 
tude which  it  assumed  is  new,  a  concise  statement  of  facts 
will  be  given  in  order  that  the  profession  may  judge  for 
themselves  of  the  merits  of  the  action. 

For  a  period  of  nearly  a  year  previous  to  tlie  matter  being 
taken  up  by  the  society  there  had  appeared  in  the  pul)lic 
press  a  considerable  adverse  criticism  of  the  engineering  de- 
partment of  this  city. 

•  This  came  primarily  from  an  alderman  who  had  previ- 


ously held  the  position  of  Waterworks  Engineer  for  the  city, 
but  under  a  policy  of  economy  his  services  had  been  dis- 
pensed with  and  the  Waterworks  Department  placed  under 
the  City  Engineer.  He  thereupon  entered  politics  and  was 
elected  an  alderman.  He  also  opened  an  ofifice  for  tlie  prac- 
tice of  Consulting  Engineering;  hence  his  statements  and 
opinions  regarding  engineering  matters  received  far  more 
co-isideration  from  the  public  than  otherwise  would  liave 
been  the  case.  The  work  of  the  engineering  department  was 
greatly  handicapped  by  this  continual  fault-finding. 

Finally  this  criticism  focused  itself  upon  the  construction 
of  a  large  concrete  arch  bridge  being  built  by  the  city  over 
the  Bow  River  at  Centre  Street,  and  charges  were  made  to 
the  City  Council  by  this  alderman  which  reflected  upon  the 
ability  and  good  judgment  of  those  connected  with  the 
city  engineering  department. 

The  City  Engineer  was  an  associate  member  of  the 
American  Society  of  Civil  Engineers,  and  the  local  members 
of  this  organization  realizing  the  serious  nature  of  this  cri- 
ticism took  the  matter  up  with  him,  and  after  hearing  his 
side  it  was  the  unanimous  opinion  of  those  present  that  any 
further  discussion  of  these  matters  in  the  daily  press  could 
serve  no  useful  purpose  and  that  the  local  engineering  pro- 
fession would  lose  prestige  if  it  was  allowed  to  continue. 

Furthermore,  it  was  evident  that  if  the  facts  were  as  he 
presented  them,  his  reputation  as  an  engineer  was  being 
attacked  largely  for  political  purposes.  As  this  was  a  matter 
between  engineers,  it  was  felt  that  it  should  l)e  settled  with- 
in the  profession  and  that  the  local  branch  of  the  Canadian 
Society  of  Civil  Engineers  was  the  proper  body  to  which  to 
appeal.  This  would  be  quite  fair  as  neither  party  to  the  con- 
troversy was  connected  with  this  organization  and  its  mem- 
bership was  thoroughly  representative  of  the  local  profes- 
sion, as  well  as  containing  some  of  the  larger  ratepayers  of 
tlie  city.  At  the  same  time  the  attention  of  the  City  En- 
gineer was  called  to  the  fact  that  if  the  society  could  be  pre- 
vailed upon  to  take  the  matter  up  that  he  must  be  prepared 
to  abide  by  the  findings  of  that  l)ody  regardless  of  the  con- 
sequences. 

With  this  understanding  tiie  wliole  matter  was  laid  bef(ire 
(lie  executive  board  of  tlie  local  organization. 

In  the  meantime  the  City  Council  had  ordered  the  two 
commissioners  and  mayor  to  investigate  the  matter  and  re- 
port.   The  alderman  had  been  prevailed  upon  to  submit  liie 
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verbal  charges  in  writing  and  the  City  Engineer  requested 
to  answer  them  in  the  same  manner. 

In  the  interim  between  the  submission  of  the  charges  and 
the  answers,  the  executive  board  of  the  society  unanimously 
decided  to  offer  its  services  gratis  to  the  Board  of  Com- 
missioners to  investigate  and  report  on  the  matter.  A  set 
of  resolutions  embodying  this  of?er  was  then  drawn  and 
adopted  at  a  general  meeting  of  the  society. 

The  city  accepted  the  ofifer  and  requested  the  society  to 
proceed. 

Three  members  of  the  l)ranch  were  then  selected' to  act 
as  a  committee  to  make  the  investigation. 

The  meetings  were  public  and  held  in  the  committee 
room  of  the  council  chamber  at  the  City  Hall,  and  the  pro- 
ceedings recorded  by  a  stenographer  furnished  by  the  city. 
The  alderman  preferring  the  charges  refused  to  appear  be- 
for  this  committee  for  examination  and  they  had  no  power 
to  compel  attendance.  On  the  other  hand,  the  City  En- 
gineer, the  engineer  in  charge  of  the  design  and  construc- 
tion of  thei  bridge,  and  the  city  chemist,  who  had  charge  of 
the  city  testing  laboratories,  appeared  and  submitted  very 
willingly  to  a  thorough  examination  on  the  points  at  issue. 

In  brief,  the  charges  were  as  follows: — 

(a)  The  use  of  unsuitable  re-rolled  steel  in  the  structure, 
and  extravagance  in  the  testing  of  same. 

(b)  Neglect  or  carelessness  in  not  carrying  the  founda- 
tions of  the  north  retaining  wall  to  rock. 

(c)  Failure  on  the  part  of  the  engineering  department  to 
submit  the  design  to  a  consulting  engineer  for  endorsement, 
it  having  always  been  understood  that  such  a  course  would 
be  followed. 

(d)  The  purchase  of  unsuitable  cable  for  hoisting  pur- 
poses during  construction  at  a  higher  price  than  that  at 
which  suitable  cable  could  be  purchased. 

The  commissioners  assumed  the  responsibility  for  (d), 
thus  relieving  the  committee  from  its  consideration. 

A  few  extracts  from  the  findings  of  the  committee  will 
indicate  how  much  foundation  there  was  for  these  charges: — 

"As  the  impression  conveyed  by  Aid.   's  charges 

is  that  the  safety  of  the  whole  bridge  has  been  jeopardized 
by  the  use  of  this  rerolled  steel,  the  committee  feel  that 
this  report  is  not  complete  without  a  statement  as  to  what 
use  was  made  or  contemplated  to  be  made  .of  this  steel.  It 
has  been  used  as  reinforcement  in  the  construction  of  the 
retaining  wall  which  forms  a  part  of  the  north  abutment. 
It  has  also  been  used,  or  is  contemplated,  as  dowels  to  fur- 
nish a  bond  between  successive  pourings  of  concrete  in  the 
river  piers  and  springings.  It  was  also  used,  or  contem- 
plated, in  the  curtain  walls  of  the  main  piers  and  pylons  of 
the  river  arches  and  as  carrier  or  spacing  rods  in  various 
other  parts  of  the  work.  With  the  exception  of  the  retain- 
ing walls  where  its  employment  has  already  been  covered 
by  this  report,  the  function  of  the  steel  is  arbitrary  and  the 
material  is  subject  to  no  definite  stresses.  In  the  pylons,  the 
curtain  walls  are  a  mere  architectural  effect  and  have  no 
structural  functions.  The  steel  is  used  merely  to  prevent 
unsightly  cracks  due  to  temperature  and  shrinkage  stresses 
and  its  section  is  in  most  cases  far  in  excess  of  possible  re- 
quirements. 

The  statement  has  also  been  made  by  Aid.    that 

because  the  Centre  Street  Bridge  is  larger  than  the  Mission 
Bridge,  a  better  grade  of  material  should  be  used.  This  is 
not  correct.  Mere  size  is  no  criterion;  in  fact,  the  unit 
stresses  in  a  large  structure  may  be,  and  in  this  case  actu- 
ally are,  less  than  in  the  smaller  ones,  and,  if  anything,  a 
cheaper  grade  of  material  might  be  used  with  safety." 

"Taking  up  the  charges  in  order,  as  hereinbefore  out- 
lined, the  committee  submits  its  opinions: — 

A.  The  question  of  unsuitable  reinforcing  material  and 
extravagance  in  testing  the  same. 

1.  Cost  of  testing.  The  committee  are  of  the  opinion  that 
the  cost  of  testing  will  not  be  unreasonable,  and  that  in  all 


probability  it  will  be  less  than  a  similar  service  i)erformed  \>y 
an  inspection  company. 

3.  Quality  of  steel.  The  committee  are  of  the  opinion 
that  the  use  of  rerolled  steel  in  certain  parts  of  the  structure 
was  warranted  on  the  grounds  of  economy  and  that  in  view 
of  the  relatively  high  grade  of  the  material  the  integrity  of 
the  structure  has  not  suffered  in  any  particular. 

B.  In  the  matter  of  foundations  of  the  north  abutment  or 
retaining  wall.    Thei  committee  are  of  the  opinion  that  the 

failure  of  this  wall,  from  the  causes  outlined  by  Aid.  

is  a  very  remote  possibility,  and  that  the  wall  is  safe  against 
failure  from  the  other  possible  causes  outlined  in  this  report. 
The  committee  are  also  of  the  opinion  that  the  additional 
cost  of  carrying  this  foundation  to  rock  would  not  be  justi- 
fied by  any  extra  security  so  obtained. 

C.  In  the  matter  of  employing  consulting  opinion.  The 
committee  were  unable  to  find  that  any  suggestion  to  this 

end  was  ever  made  by  Aid.   ,  or  any  one  else,  and  they 

also  find  that  if  the  understanding  existed,  as  stated  by  Aid. 

 ,  it  was  not  made  public  or  communicated  to  the 

City  Engineer. 

The  committee  further  are  of  the  opinion  that  such  a 
course  was  not  justified  on  the  grounds  of  cost. 

After  carefully  reviewing  the  statements  of  Aid.  , 

the  City  Engineer's  reply  thereto,  the  record  of  tests  of  ma- 
terial, and  the  plans  of  the  structure,  as  well  as  the  work 
itself,  and  the  evidence  submitted,  the  committee  wish  to 
state  that  they  can  find,  no  reason  for  the  charges  and  are 
unable  to  understand  why  they  should  ever  have  been  made. 

The  committee  understands  that  Aid.    could  have 

had  access  to  the  plans  of  the  structure  at  any  time,  as  well 
as  to  the  stress  calculations.  As  his  own  statement  shows, 
he  had  access  to  the  correspondence  on  file  in  the  engineer's 
office,  and  the  committee  understand  that  any  further  infor- 
mation which  he  might  have  required  would  have  been  cheer- 
fully furnished  on  request. 

From  the  evidence  offered  it  would  appear  that  the  deci- 
sion to  use  rerolled  steel  was  submitted  to  the  council  and 

approved  without  comment  from  Aid.   .    In  his 

statement  to  the  mayor,  Aid.    quotes  portions  only 

and  these  not  continuous  (although  his  statement  would  lead 
to  that  conclusion)  from  a  letter  to  the  rolling  mills,  signed 
by  the  City  Engineer  (Appendix  1).  Had  he  quoted  this 
letter  in  full,  together  with  the  reply,  the  inference  would 
have  been  very  different  from  what  the  portions  quoted 
would  seem  to  warrant." 

The  full  report  of  the  committee  was  filed  with  the  city 
authorities  and  with  the  secretary  of  the  parent  society.  The 
commissioners  and  the  City  Council  adopted  the  report  and 
thanked  the  society  for  their  assistance.  The  council  of  the 
parent  society  also  expressed  its  approval  of  the  manner  in 
which  the  Calgary  branch  had  handled  the  matter. 

The  local  society  has  no  apology  to  make  for  the  action 
taken.  On  the  other  hand,  it  believes  that  it  has  done  a  valu- 
able service  to  the  profession  and  the  public  in  establishing 
this  precedent  and  that  if  it  was  more  generally  understood 
that  charges  reflecting  upon  the  ability  of  engineers  in  public 
office  would  have  to  pass  the  investigation  of  the  local  profes- 
sion, that  a  great  deal  of  unjust  criticism  would  be  avoided 
and  the  public  relieved  of  a  large  amount  of  unnecessary 
worry. 

Sam.  G.  Porter, 

Secretary-Treasurer. 
Calgary  Branch,  Canadian  Society  C.  E. 


Better  Times 
Building  permits  in  Winnipeg,  Man.,  to  date 
this  year,  exceed  by  $500,000  those  issued  during 
the  same  period  last  year. 
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Elevators  in  Tall  Office  Buildings 

General  Rules  for  Their  Arrangement  —  Design  and 
Operation  of  Different  Types  Worthy  of  Careful  Study 


A subject  of  considerable  importance,  but  of 
which  apparently  not  very  much  is  known 
outside  of  the  architect's  and  designer's 
office,  is  the  arrangement  and  knowledge  of 
operation  of  elevators  in  tall  buildings.  With  city 
specifications  allowing  for  increased  heights  in  office 
buildings,  the  question  of  how  elevators  operate  and 
their  most  economical  arrangement  in  the  building  to 
suit  existing  conditions,  we  believe  should  receive 
more  consideration.  The  success  or  failure  of  a  tall 
office  building  depends  largely  on  the  efficiency  of  its 
elevator  service  to  accommodate  the  tenants  during 
rush  hours.  No  wideawake  business  man  wants  an 
office  flat  at  the  top  storey  of  a  high  building  with 
poor  elevator  accommodation,  even  if  the  building  is 
situated  in  a  desirable  business  district.  It  would  be 
well  if  more  people  understood  how  an  elevator  oper- 
ates ;  it  might  stand  them  in  good  stead  at  a  critical 
time.  Some  of  the  problems  of  the  arrangement  of 
elevators  in  tall  buildings  and  a  few  fundamental 
points  on  the  principle  of  their  operation  are  given 
here. 

Number  Required 

Practical  experience  has  evolved  two  theoretical 
methods  for  determining  the  number  of  elevators  re- 
quired for  any  building',  which  in  practical  use  have 
given  very  satisfactory  results.   The  two  methods  are : 

1.  Allow  one  elevator  for  every  20,000  to  30,000  sq. 
ft.  of  renting  space  above  the  first  floor. 

2.  Allow  1  sq.  ft.  of  elevator  floor  area  to  each 
1,200  sq.  ft.  of  renting  space  above  the  first  floor. 

The  first  method  is  perhaps  the  better  one,  as  the 
nmnber  of  cars  is  of  more  vital  importance  than  the 
size  of  the  cars ;  for  it  can  be  easily  seen  that  two  cars 
of  30  sq.  ft.  area  each  would  give  better  service  than 
one  car  with  a  floor  area  of  60  sq.  ft.  The  greatest 
consideration  in  determining  the  number  of  elevators  is 
to  have  enough  cars,  so  that  there  will  always  be  one 
at  the  ground  floor  ready  to  start  on  the  upward  trip. 
The  greater  the  number  of  cars  the  smaller  may  be  the 
ratio  of  the  cars  to  the  renting  area,  as  with  a  large 
number  of  cars  the  problem  of  always  having  a  car 
at  the  ground  floor  solves  itself.  Where  there  are 
less  than  six  .cars  the  ratio  should  not  fall  below  the 
maximum  of  30,000  sq.  ft.,  while  if  there  are  ten  cars 
or  over  the  minimum  of  20,000  sq.  ft.  may  be  safely 
used.  The  character  of  the  tenancy  of  the  building 
must  be  considered,  for  a  building  occupied  by  doc- 
tors, studios,  or  retail  shops,  all  having  many  callers, 
will  require  more  elevator  service  than  a  building  oc- 
cupied by  big  industrial  companies  having  but  few 
callers. 

Loca-tion  of  Elevators 

'Ihc  general  location  of  the  elex'ators  must 
be  determined  in  relation  to  the  typical  floor 
))lan  rather  than  to  the  lirst  floor  ])lan,  for 
liert»  any  extravagant  use  of  floor  space  is  multiplied 
bv  the  number  of  floors.  The  elevators  must  be  easy 
of  access  to  all  parts  of  the  typical  floors,  a  central 
location  being  the  most  desirable.  However,  in  many 
cases  a  dark  corner  or  the  blank  i)artv  wall  is  the 
wisest  location,  as  these  spaces  are  of  little  value  for 
renting  purposes.  The  bank  of  ears  should  be  ar- 
ranged so  as  not  to  divide  the  typical  floor,  because 


the  renting  area  should  be  in  an  open  space  in  order 
that  it  may  be  rented  to  a  single  tenant.  This  is 
easily  accom]3lished  when  the  elevators  are  on  the 
blank  party  wall,  but  when  they  are  centrally  located 
greater  care  is  required  to  prevent  them  from  dividing 
the  floor  area  into  two  parts  which  could  not  be  used 
advantageously  bv  a  single  tenant.  In  case  both  ex- 
press and  local  services  are  employed  the  local  cars 
should  be  stopped  at  an  intermediate  floor  and  "space 
over  them  on  the  upper  floors  rented. 

Freight  Elevators 

There  are  three  methods  for  the  arrangement  of 
freight  elevators  in  office' buildings.  The  choice  of  a 
method  depends  upon  the  amount  of  freight  that  must 
be  handled  and  the  character  and  the  promptness  of 
the  service  required.   These  methods  are: — 

1.  The  most  common  and  the  most  satisfactory 
method  is  that  of  having  a  freight  receiving  room  and 
one  or  more  freight  elevators  at  the  rear  of  the  build- 
ing, with  direct  access  to  the  alley  or  receiving  court 
at  the  first  floor. 

2.  A  more  economical  method,  but  a  fairly  satis- 
factory one,  is  that  of  installing  a  separate  freight  ele- 
vator at  the  rear  of  the  building,  but  without  a  re- 
ceiving room  at  any  of  the  floors.  In  this  case  the 
elevator  opens  directly  upon  the  alley  as  well  as  into 
the  public  corridor  on  the  typical  floors. 

3.  A  third,  and  the  more  economical  method,  is 
that  of  using  one  elevator  in  common  for  passengers 
and  for  the  delivery  of  freight,  which  means  that  no 
freight  can  be  delivered  during  the  rush  hours,  when 
the  car  must  be  used  for  passengers.  Where  this  .sys- 
tem is  used  it  is  usually  necessary  to  install  a  lift  to 
carry  freight  from  the  alley  to  the  basement,  where 
it  can  be  sorted  and  stored  until  such  an  hour  as  it  is 
possible  to  deliver  it  to  the  upper  floors.  This  type 
of  installation  necessitates  the  delivery  of  small  pack- 
ages which  cannot  be  delayed,  as  well  as  the  carrying 
of  the  building  employes  in  the  passenger  cars.  Many 
tenants  object  to  entering  elevators  with  delivery  men 
and  building  employes,  so  before  this  system  is 
adopted  the  interests  of  the  tenants  and  the  character 
of  the  service  to  be  given  them<must  be  carefully  con- 
sidered. 

Relation  of  Elevators  to  Lobby 

As  already  mentioned,  the  location  of  the  elevators 
will  be  largely  determined  by  the  arrangement  of  the 
typical  floor,  but  their  relation  to  the  ground  floor  can- 
not be  disregarded.  The  paramount  requirement  is 
that  the  elevators  be  in  direct  view  of  a  person  enter- 
ing the  building,  and  they  should  be  as  near  the  en- 
trance as  their  disposition  on  the  typical  floor  will 
allow.  The  directory  board  should  be  so  located  that 
visitors  to  the  building  will  pass  it  on  their  way  to  the 
elevators,  l)ut  so  situated  that  those  standing  in  front 
of  it  will  not  block  the  free  passage  of  others.  The 
mail  box  and  the  cigar  stand  must  also  be  so  placed 
that  people  loitering  at  either  will  not  interfere  with 
the  free  i)assage  to  and  from  the  elevators.  The  en- 
trance lo  the  main  stairs  should  be  as  near  the  build- 
ing entrance  as  possible  and  always  nearer  than  the 
elevators,  as  any  callers  to  the  second  floor  will  walk 
up  and  they  should  not  be  forced  to  mingle  with  or 
block  those  passing  to  and  from  the  elevators.    If  in 
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iA\y  large  building  there  are  two  entrances  there  sIkjuUI 
not  be  a  bank  of  elevators  at  each  entrance  unless  the 
building-  is  large  enough  to  warrant  each  bank  having 
at  least  six  cars.. 

Arrangement  Within  the  Bank 

The  manner  of  arranging  the  elevators  within  the 
bank  may  be  classed  under  four  schemes,  all  of  wliich 
may  be  varied  as  occasion  demands. 

1.  The  most  common  method  is  that  nf  placing  the 
cars  in  a  line  l)erpendicular  to  the  street.  Experience 
tends  to  show  that  this  arrangement,  when  more  than 
seven  cars  are  rec|uired,  is  not  entirely  satisfactor}',  as 
with  more  than  this  number  of  cars  the  distance  from 
one  end  of  the  bank  to  the  other  is  so  great  that  a 
person  missing  a  car  at  one  end  is  forced  to  walk  too 
far  to  catch  a  car  at  the  other  end. 

2.  Another  arrangement  is  that  of  placmg  the  cars 
parallel  with  the  street.  For  a  small,  shallow  build- 
ing this  method  is  very  satisfactory,  but  where  a  large 
number  of  cars  are  required  it  is  subject  to  the  same 
criticism  as  the  previous  scheme,  although  if  the  en- 
trance corridor  meets  the  elevator  lobby  opposite  the 
centre  of  the  bank  this  objection  is  overcome. 

3.  The  fan-shaped  bank  of  cars  gives  excellent  re- 
sults, but  is  extravagant  of  floor  space.  In  perhaps  no 
other  scheme  are  the  cars  in  so  direct  a  view  of  a  per- 
son entering  the  building  or  so  equally  distant  from 
the  entrance. 

4.  The  U-shaped  plan  has  from  the  point  of  service 
as  great  advantages  as  the  fan  plan,  while  it  has  much 
greater  advantages  from  the  point  of  economy  of 
space  and  the  possibilities  which  it  ofifers  for  a  good 
architectuarl  treatment  of  the  lobby.  To  the  writer 
this  seems  to  be  the  ideal  arrangement  for  a  bank  of 
elevators.  Upon  entering  the  lobby  a  person  can  see 
every  signal  light  and  upon  reaching  the  open  side  of 
the  U  he  is  almost  equally  distant  from  every  car,  so 
in  case  of  missing  the  one  for  which  he  had  started  he 
has  but  a  few  steps  to  take  to  reach  any  other  car. 

Design  of  Grilles  and  Fronts 

The  design  of  elevator  fronts  is  largely  a  matter  of 
architectural  design,  but  the  various  combinations  of 
materials  which  may  be  employed  in  executing  the 
design  to  some  extent  necessitates  certain  practical 
considerations  as  ef?ecting  the  efficiency  of  the  service. 
Generally  speaking  these  treatments  may  be  classed 
under  three  heads. 

1.  The  first  is  that  in  which  the  entire  wall  sur- 
faces are  covered  with  marble,  tile  or  terra  cotta.  When 
these  materials  are  employed  the  danger  to  be  avoided 
is  that  deep  door  reveals  or  heavy  pilasters  do  not  ob- 
scure the  elevator  doors,  signal  lights  and  indicators 
from  the  view  of  a  person  entering  the  lobby.  In 
treatment  of  this  sort  the  signal  lights  and  indicators 
should  always  be  outside  of  the  door  reveal.  WKen 
the  bank  of  elevators  is  parallel  to  the  street  this  dan- 
ger is  not  so  great. 

2.  The  next  method  is  a  combination  of  materials 
already  mentioned,  with  more  or  less  metal  grille,  in 
which  case  care  must  again  be  taken  that  neither  pilas- 
ters nor  columns  project  too  much.  The  writer  has 
known  of  several  instances  where  it  has  been  neces- 
sary, because  of  the  projection  of  heavy  pilasters,  to 
reconstruct  and  to  extend  the  signal  light  brackets 
dfter  the  lobby  has  been  in  use  for  some  months.  The 
same  defect  and  the  deepness  of  the  door  reveals  were 
vital  factors  among  those  which  necessitated  the  entire 
reconstruction  of  one  lobby. 

3.  An  all-srille  front  is  the  most  desirable,  as  the 
contrast  of  the  grille  with  other  parts  of  the  lobby 
aids  in  attracting  attention   to  the  elevators  and  a 


grille  lends  itself  readily  tri  a  very  flat  treatment,  thus 
obx  iating  the  dangers  of  protruding  ])r()jecti(jns  of  the 
wall  surfaces-. 

Experience  has  shown  that  the  door  widths  should 
vary  but  little  from  4  ft. ;  the  doors  sh(juld  always  b« 
two-f(jld  and,  if  possible,  the  two  folds  should  slide  in 
opposite  directions,  both  of  these  items  being  of  more 
than  teniixjrary  moment  in  the  speed  and  safety  with 
which  the  doors  can  be  operated. 

The  size  of  the  cars  will,  of  course,  (lei)encl  upon 
the  conditions  of  each  particular  problem,  but  in  few 
cases  should  a  car  have  a  floor  area  under  30  sq.  ft.  and 
seldom  should  it  l)e  over  50  sq.  ft.  The  cars  should 
always  be  wider  than  they  are  deep  in  order  to  avoid 
delay  and  danger  of  accident  occasioned  by  passengers 
passing  one  another  within  the  car. 

Accessories 

It  is  becoming  quite  a  common  i^ractice  to  install 
wire  glass  ])chind  elevator  grilles.  This  does  not  de- 
tract from  the  appearance  of  a  good  grille  and  has  two 
distinct  advantages.  The  shutting  ofT  of  the  elevator 
shafts  'does  away  with  disagreeable  drafts  Avhich  are 
so  common  in  the  corridors  of  large  buildings  with 
open  elevator  shafts,  and  the  wire  glass  will  often 
lower  the  insurance  rate.  The  glass  should  be  a  clear 
wire  plate,  for  and  obscure  glass  is  undesirable  as  the 
operator  of  the  elevator  should  be  able  to  see  out  from 
his  car  at  all  floors. 

The  signal  lights  and  indicators  should  be  placed 
immediately  over  each  door  and  at  a  height  not  greater 
than  9  ft.  The  numerals  and  hands  of  the  indicator 
should  contrast  in  color  with  the  dial,  for  as  elegant 
as  a  polished  bronze  indicator  may  be,  it  is  of  little 
use,  particularly  when  reflections  of  light  strike  its 
polished  surfaces.  The  simpler  the  signal  lights  the 
better ;  nothing  can  be  more  satisfactorv  than  a  speri- 
cal  globe  of  not  less  than  7  in.  in  diameter  wath  differ- 
ent colored  lights  in  the  upper  and  lower  halves,  one 
for  "down"  and  one  for  "up." 

The  call-back  bell  should  be  placed  at  the  point 
where  the  ele\  ator  starter  will  be  stationed,  and  the 
night  bell  should  be  conspicuously  located  at  the  end 
of  the  elevator  bank  which  is  nearest  to  the  entrance  of 
the  lobby. 

Floors  in  Cars  and  Before  Doors 

The  problem  of  floors  in  the  elevators  as  well  as  in 
front  of  the  doors  in  the  lobby  at  each  floor  is  import- 
ant for  several  reasons.  A  material  selected  for  these 
floors  must  be  very  durable.  It  must  be  non-slipping 
and  must  present  a  surface  which  can  be  easily  cleaned 
and  which  will  look  well  when  clean.  To  fulfill  these 
requirements  there  seem  to  be  but  three  materials 
which  can  be  used  satisfactorily :  loose  rubber  mats, 
rubber  tile,  or  cork  tile.  Loose  rubber  mats,  although 
cheaper  to  install  than  either  of  the  other  materials, 
are  neither  so  economical  nor  satisfactory  in  the  long 
run.  Rubber  tile  and  cork  tile  wear  well,  arc  easily 
cleaned,  and  require  no  finished  floor  under  them, 
while  their  non-slipping  qualities  are  good. 

Regardless,  of  which  one  of  these  materials  is  used, 
a  brass  angle  should  be  installed  at  the  juncture  be- 
tween it  and  the  marble  or  tile  floor.  The  non-slip- 
ping surface  should  run  the  full  length  of  the  ele\-ator 
fronts,  and  not  just  in  front  of  the  doors,  as  serious 
accidents  have  occurred  to  people  slipping  in  making 
a  short  turn  onto  a  marble  or  tile  floor  ui)on  leax  ing 
the  elevator. 

Types  of  Elevators 

There  are  two  general  types  of  elevators  commonly 
used  in  tall  buildings,  namely,  electric  and  hydraulic. 
The  mechanism  of  a  hydraulic  elevator  consists  chiefly 
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of  a  cylinder  and  piston  with  one  or^more  rods  con- 
nected to  a  cross-head,  which  carry  the  sheaves,  over 
which  run  the  Hfting  cables  from  which  the  car  is 
suspended.  Water,  under  pressure,  is  admitted  by 
means  of  suitable  valves,  which  cause  the  piston  to 
move  from  one  end  of  the  cylinder  to  the  other  and 
back  again.  Motion  is  transmitted  to  the  elevator  car 
by  means  of  the  sheaves  mounted  on  the  cross-head, 
which  carry  a  lifting  cable.  The  cylinder  may  be 
either  in  a  vertical  position  alongside  the  hatchway 
or  in  a  horizontal  position  in  the  basement  of  the  build- 
ing. 

In  some  cases  the  valves  of  a  hydraulic  elevator 
are  operated  by  a  hand  rope  passing  through  the  car 
and  over  small  sheaves  at  the  top  and  bottom  of  the 
building  and  connected  with  the  main  valve  in  the 
basement.  By  pulling  this  rope  down,  the  valve  is 
opened  and  the  car  will  ascend;  by  pulling  the  rope 
up  the  car  is  caused  to  descend.  Two  balls  are  at- 
tached to  this  hand  rope,  one  near  the  top  and  one 
near  the  bottom,  which  serve  as  safety  devices.  The 
balls  come  in  contact  with  the  top  or  bottom  of  the 
car  according  as  it  is  going  up  or  down,  and  being  car- 
ried along  they  move  the  cable,  thus  actuating  the 
valve  and  bringing  the  car  to  a  stop. 

Another  type  of  safety  device  often  employed  on 
this  type  of  elevator  is  a  set  of  safety  clamps  under 
the  control  of  a  speed  limit  centrifugal  governor  which 
causes  the  clamps  to  grip  the  guides  and  thus  hold  the 
car.  This  safety  governor  is  operated  by  a  small  cable 
connected  with  the  car  and  moving  with  it,  which 
passes  over  the  sheave  pulley  of  the  governor. 

Other  methods  used  for  manipulating  the  water 
valves  are  by  running  ropes  and  standing  ropes,  either 
of  which  may  be  operated  by  means  of  a  lever  or 
wheel  in  the  car.  These  devices  operate  a  small  pilot 
valve  which,  when  opened,  admits  water  under  pres- 
sure to  a  small  cylinder  with  a  piston  connected  to 
the  main  valve  stem.  This  actuates  the  main  valve, 
which  in  turn,  by  its  movement,  closes  the  pilot  valve. 
The  opening  of  the  pilot  valve,  and  therefore  the  main 
valve,  is  directly  proportional  to  the  distance  of  the 
lever  in  the  car  from  its  central  position.  This  central 
position  is  the  position  in  which  there  is  no  flow  of 
water  either  into  or  out  of  the  cylinder.  Moving  the 
lever  too  quickly  to  a  central  position  when  the  car 
is  moving  at  a  high  rate  of  speed  arrests  it  with  a 
sudden  jerk.  The  water  pressure  generally  used  for 
operating  hydraulic  elevators  in  ordinary  buildings  is 
from  150  to  200  lbs.  per  square  inch.  In  high  build- 
ings where  speed  service  is  required,  higher  pressure 
is  employed. 

Another  type  of  hydraulic  elevator  is  the  plunger 
type,  one  in  which  the  car  is  placed  directly  on  top 
of  a  plunger  or  piston.  A  cylinder  is  set  vertically  in 
the  ground  under  the  centre  of  the  car,  and  the  length 
of  it  is  slightly  greater  than  the  travel  of  the  car.  In 
this  cylinder  is  a  plunger  which  carries  the  car.  Water, 
under  pressure,  is  forced  into  the  cylinder,  which  lifts 
the  car  and  is  allowed  to  run  out  at  the  top  when 
the  car  descends,  so  it  is  always  full  of  water.  The 
usual  diameter  of  a  plunger  or  such  a  type  is  6J/2  to  7 
inche*^,  and  it  is  constructed  of  lengths  of  polished  pipe 
joined  together  with  an  internal  sleeve  and  has  its 
lower  end  closed.  The  top  of  the  cylinder  is  arranged 
with  a  packing  gland  through  which  the  plunger  works 
u])  and  down.  Such  a  type  cannot  be  overbalanced 
because  the  power  acts  only  during  the  up  stroke. 
Overbalancing,  or  having  a  counterweight  heavier 


than  the  car,  is  employed  on  electric  elevators.  It 
permits  the  use  of  smaller  motors.  Electric  elevators 
are  operated  either  by  alternate  current  or  direct  cur- 
rent motors.  Current  is  transmitted  to  the  motor  by 
an  electro-magnetic  controller,  operated  through  a 
switch  in  the  car.  The  brake  on  electric  elevators  may 
be  either  mechanical  or  electric.  In  an  electro-mag- 
netic control  the  brake  is  set  by  a  spring  or  weight 
and  is  released  by  a  solenoid.  Limit  stops,  or  lower 
limits  of  travel,  are  usually  buttons  or  knobs  placed 
on  the  shipper  rope  against  which  the  car  strikes  and 
automatically  shuts  ofif  the  power.  Such  buttons  are 
not  sufficient  protection  in  themselves.  They  are  apt 
to  slip  or  break.  The  more  common  form  of  limit 
stop  is  a  gear  wheel  working  loosely  in  an  extension 
of  the  drum  shaft.  Should  the  car  over-run  its  limit 
either  on  the  up  or  down  trip,  jaws  on  the  hub  of  the 
loose  gear  engage  with  jaws  fastened  to  the  drum 
shaft  causing  the  loose  wheel  to  rotate.  This  sets  in 
operation  the  gear,  which  turns  the  shipper  sheave, 
thereby  reversing  the  motion  of  the  elevator.  Con- 
siderable power  may  be  wasted  in  operating  electric 
elevators  by  careless  handling,  that  is,  in  making  un- 
necessary stops  and  starts,  as  the  power  consumed  by 
the  starting  torque  of  an  electric  motor  is  many  times 
the  power  used  in  normal  operation. 


Cast  Iron  in  High  Speed  Engines 

In  modern  high-speed  engines  cast  iron  is  the  only 
metal  which  has  proved  satisfactory  for  the  construc- 
tion of  such  parts  as  pistons,  piston  rings,  cylinders, 
and  liners.  The  chief  requirements  are  good  running 
properties  and  resistance  to  wear.  Up  to  the  present 
time  the  mechanical  properties  have  been  regarded  as 
of  secondary  importance  on  account  of  the  thickness 
of  metal  used,  but  in  the  light  of  modern  tendency 
towards  the  cutting  down  of  weight  it  is  possible  that 
stronger  irons  will  be  in  demand  in  the  near  future. 
Good  running  properties  and  resistance  to  wear  are 
often  confused  by  engineers.  The  two  properties  are 
undoubtedly  connected  with  each  other,  but  they  are 
not  identical,  and  cast  irons  are  often  condemned  "be- 
cause they  do  not  wear  well,"  when  what  is  really 
meant  is  that  they  do  not  develop  good  working  sur- 
faces in  use.  It  is  impossible  to  correlate  the  wear 
with  hardness.  The  internal  structure  has  an  im- 
portant bearing  on  the  resistance  to  wear.  Cast  iron 
consists  of  graphite  plates  set  in  a  matrix  of  ferrite, 
pearlite,  phosphide  and  cementite,  in  which  ferrite  pre- 
dominates when  the  iron  is  soft  and  perlite  is  in  ex- 
cess when  the  iron  is  hard.  Microscopic  examination 
of  worn  liners  shows  that  pitting  has  been  caused  by 
the  removal  of  certain  grains  under  the  abrasive  action 
of  the  rings  assisted  by  the  vibratory  motion  of  the 
piston.  This  pitting  has  often  been  erroneously  as- 
cribed to  the  dislocation  of  the  graphite  plates.  At 
the  same  time  as  this  dislocating  action  is  taking  place, 
a  kind  of  polishing  in  bas-relief  is  being  brought  about 
by  the  action  of  the  dislocated  powder  suspended  in 
the  film  of  oil.  Microscopic  examination  of  worn  sur- 
faces often  reveals  the  harder  phosphide  eutectic  and 
the  cementite  grains  standing  in  relief  without  the 
action  of  etching.  Further,  the  continued  rubbing  ac- 
tion gradually  converts  the  surface  of  the  iron  into 
the  vitreous  state,  when  the  iron  becomes  what  is 
commonly  known  as  "glazed,"  and  it  is  a  well-known 
fact  that  this  action  may  take  place  to  such  an  extent 
that  the  surface  becomes  so  hard  that  difficulty  is  ex- 
perienced in  filing  it. 
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Grouting  by  the  Pneumatic  Process 

An  Economical  Means  of  Stopping  Leaks  in  Driving 
Tunnels  and  Sinking  Shafts  in  Water-bearing  Ground 


IN  tunnelling  or  sinking  shafts  grouting  has  dem- 
onstrated its  effectiveness  and  has  been  the 
means  of  a  great  saving  in  the  cost  and  main- 
tenance of  pumping  machinery  and  in  prospective 
profits.  Contractors  have  lost  thousands  of  dollars  in 
tunnelling  through  bad  ground  when  a  knowledge  of 
grouting  methods  might  have  been  the  means  of  caus- 
ing them  to  adopt  such  a  system  and  would  have  saved 
them  considerably.  There  are  attractive  possibilities 
for  grouting  in  tunnelling  a  heading  which  passes 
through  water-bearing  ground ;  but  the  field  is  not 
confined  to  tunnels  and  shafts,  there  are  splendid  op- 
portunities for  it  on  the  solidification  of  dam  sites.  To 
obtain  success  with  the  process,  however,  a  thorough 
understanding  of  and  strict  attention  to  all  details  are 
necessary.  The  process  is  doomed  to  failure  if  en- 
trusted to  men  not  familiar  with  such  details.  The 
following  information  on  grouting  in  wet  ground  tun- 
nelling, and  the  methods  of  filling  cavities  and  cutting 
off  water  flows,  is  based  on  the  experience  of  James 
F.  Sanborn,  division  engineer  of  water  supply.  New 
York  City,  on  the  Catskill  aqueduct,  as  given  by  him 
in  a  series  of  articles  in  the  Engineering  Record. 

The  purpose  of  grouting  is  to  force  a  mixture  of 
sand,  cement  and  water,  into  the  space  to  be  filled. 
In  view  of  the  importance  of  securing  a  thorough  job 
of  grouting  and  the  eliminating  of  lekkage  under  pres- 
sure, careful  consideration  of  the  geology  of  the  rock, 
the  distribution,  and  the  nature  of  the  opening  must 
be  made,  and  the  methods  of  grouting  adjusted  to 
meet  such  conditions. 

Equipment 

Considerations  of  the  best  method  of  drilling  and 
placing  holes  for  grouting,  the  proper  consistency  of 
the  grout  mixture,  the  best  cement  to  use,  what  in- 
jection pressure  should  be  applied  and  the  best  means 
of  producing  and  controlling  the  flow  of  grout  are 
among  the  matters  most  vital  to  the  success  of  the 
process. 

The  best  equipment  to  use  in  any  case  depends  very 
much  upon  the  pressure  necessary  to  make  the  grout 
travel,  and  the  consistency  of  the  mix  best  adapted 
to  the  kind  of  openings  to  be  filled.  If  a  considerable 
yardage  of  grout  is  required,  an  equipment  with  large 
capacity  is  desirable,  while  a  smaller  quantity  placed 
slowly  under  high  pressure  may  demand  a  different 
equipment  to  secure  the  best  results. 

Grouting  is  often  done  by  pouring  through  pipes 
arranged  in  such  a  way  as  to  secure  the  necessary  pres- 
sure. Commonly,  however,  more  pressure  than  that 
afforded  by  the  head  of  grout  alone  is  required.  The 
equipment  ordinarily  used  may  be  classed  as  follows : 

1.  Reciprocating  pumps  furnishing  a  continuous 
flow  with  independent  means  of  mixing  the  grout. 

2.  Grouting  tanks,  which  are  of  two  classes — (a) 
paddle  mixing  and  air  ejecting  and  (b)  air  mixing  and 
air  ejecting. 

The  paddle  mixing  and  air  ejecting  type  of  grout 
tank  has  been  extensively  used  on  shield-driven  tun- 
nels and  elsewhere.  They  have  many  advantages,  and 
are  economical  when  large  quantities  of  grout  are  to 
be  placed,  as  in  grouting  dry  packing.  The  moving 
parts  and  stufhng  boxes,  however,  wear  rapidly,  while 


the  paddles  and  shaft  become  coated  with  grout.  As 
the  machines  receive  very  little  care  in  a  tunnel,  they 
wear  out  fast. 

In  grouting  the  shafts  and  pressure  tunnels  of  the 
Catskill  aqueduct  the  equipment  consisted  of  tanks 
of  the  Canniff  type,  in  which  the  grout  was  mixed,  a 
batch  at  a  time,  and  ejected  by  compressed  air  power 
through  a  heavy  wire-wound  high  pressure  hose,  at- 
tached by  fittings  to  pipes  previously  secured  in  posi- 
tion at  the  point  where  the  grout  was  to  be  introduced  ; 
2-in.  or  smaller  grout  pipes  and  2^  or  3-in.  hose  was 
commonly  used. 

The  compressed  air  is  made  on  most  contracts  by 
air  compressors  of  large  capacity,  which  are  part  of  the 
plant  used  while  driving  the  tunnel  and  furnish  air 
at  pressures  from  80  to  100  lbs.  per  square  inch. 

Canniff  Grout  Tank 

The  chief  advantage  of  the  Canniff  grout  tank  is 
that  it  has  no  moving  parts  to  be  cut  out  by  grit,  leak 
air,  and  delay  the  work  for  repairs,  as  happens  in  the 
case  of  pumps.  This  advantage  is  greatly  in  favor  of 
the  grout  tank,  particularly  for  tunnel  work,  where 
the  darkness  and  distance  from  the  shop  and  supply 
room  make  renewals  slow  and  expensive.  The  time 
lost  in  making  renewals  with  this  tank  is  very  little, 
as  only  the  gasket  of  the  door  and  the  valves  are  liable 
to  wear.  Its  compactness  and  light  weight  are  great 
advantages,  as  the  floor  space  occupied  by  a  tank  is 
very  small,  not  over  4  square  feet.  The  Canniff  tank 
is  well  adapted  for  handling  grout  rapidly.  As  high 
as  1,500  batches  or  115  cubic  yards  of  grout  have  been 
placed  in  one  day  of  three  shifts  by  a  pair  of  tanks. 
A  small  force  operates  the  tanks  and  no  high-priced 
men  are  required  for  repairs  or  operation.  Either  rich 
or  weak  grout  can  be  used,  and  the  tank  is  adapted 
for  low  as  well  as  for  very  high  pressure. 

A  disadvantage  of  the  Canniff  tank  is  shown  when 
used  for  high  pressure  work,  when  the  grout  is  dis- 
charged very  slowly  into  fine  seams,  taking  a  long 
time.  In  such  cases  the  cement  has  time  to  settle  out 
of  the  mixture  and  clog  the  openings.  However,  as 
very  thin  grout  should  be  used  in  such  cases,  the  diffi- 
culty is  not  very  serious  practically. 

Care  in  Operation 

Unless  great  care  is  taken  with  any  type  of  grout 
tank  to  shut  off  the  discharge  valve,  the  instant  the 
last  of  the  grout  leaves  the  tank,  an  after-blast  of  air 
follows,  which  has  a  bad  effect  in  stirring  up  the  grout. 
The  air  tends  to  collect  in  the  space  to  be  grouted 
and  is  displaced  with  difficulty  by  the  cement.  The 
men  operating  the  tanks,  however,  become  very  expert 
in  controlling  the  discharge.  Both  the  air-mixing  tank 
and  the  paddle-mixing  tank  discharging  a  single  mixed 
batch  by  compressed  air  pressure,  are  well  adapted 
to  mixing  and  discharging  a  large  quantity  in  a  short 
time,  especially  into  a  large  open  space  which  takes 
grout  easily.  In  work  requiring  high  pressure,  using 
thin  neat  grout,  the  results  with  the  Canniff'  tank  are 
very  good.  The  grout  commonly  used  is  1:1,  but 
grout  of  a  consistency  of  1  cement  to  2  sand  is  often 
mixed  and  discharged  without  trouble. 

As  in  all  grouting,  for  filling  large  cavities  thick 
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grout  is  placed,  while  for  success  in  filling  very  fine 
seams,  exceedingly  attenuated  mixtures  are  employed 
— 5  lbs.  of  cement  and  25  gals,  of  water  in  the  early 
stages  of  injecting  the  grout — with  the  idea  that  the 
water  will  carry  the  cement  as  far  as  possible  into  the 
fine  seams  and  avoid  blocking  up  close  to  the  drill  hole. 
This  is  a  very  important  point  if  "  complete  success  in 
the  process  of  shaft  sinking  is  to  be  attained. 
Grouting  Car 
The  grouting  car  and  equipment  generally  used  are 
shown  in  the  figure.  For  the  low  pressure  work  two 
grout  tanks  are  usually  mounted  on  a  car  provided 
with  a  platform  for  handling  the  cement  and  sand, 
which  is  emptied  directly  from  the  bags  into  the  grout 
machine  (a  bag  of  sand  and  a  bag  of  cement  to  each 
batch),  although  two  bags  of  saftd  are  sometimes  used 
to  each  bag  of  cement  in  grouting  dry  packing.  The 
water  is  commonly  added  by  hand  by  means  of  a  bucket 
from  barrels  on  the  car  or  from  the  tunnel  invert,  al- 
though some  contractors  provide  water  tanks  with  an 
overflow  at  a  designated  height.  These  water  tanks, 
of  light  gauge  steel,  are  mounted  on  the  grout  tank 
and  are  emptied  by  a  three-way  valve.  A  belted  cen- 
trifugal pump  keeps  a  continuous  stream  of  water 
circulating  to  supply  the  tanks,  but  does  not  always 
prove  as  reliable  as  a  small  air-driven  reciprocating 
pump.  The  sand  and  cement  are  transported  on  fiat 
cars  by  the  tunnel  mules  or  trolley  motors  to  the  grout- 


LThe  General  Layout  of  a  Movable  Grouting  Plant  in  a  Tunnel. 

ing  equipment  and  handled  by  hand.  It  is  essential 
for  the  rapidity  of  low  pressure  grouting  work  that 
plenty  of  material  be  always  stacked  up  on  the  grout- 
ing platform,  as  the  operation  is  so  rapid  that  the  stock 
is  quickly  exhausted  unless  constantly  renewed. 

Plant  for  High  Pressure  Work 

For  the  low  pressure  grouting,  the  air  supplied  by 
the  compressors  on  the  surface  is  usually  found  ade- 
quate, but  for  high  pressure  grouting  air  at  300  lbs. 
pressure  per  square  inch  is  used  on  account  of  the  high 
ground-water  pressures,  often  over  100  lbs.  per  square 
inch  being  encountered. 

The  high  pressure  grouting  equipment  consists  of 
a  car,  smaller  than  that  used  in  the  low  pressure 
grouting  and  carrying  one  or  two  grouting  tanks.  The 
amount  of  grout  used  in  the  high  pressure  operation 
is  only  about  one-tenth  of  that  placed  in  the  low  pres- 
sure operation  and,  furthermore,  it  takes  much  longer 
to  discharge  each  batch. 

In  addition  to  the  grout  tank,  the  high  pressure 
gro;iting  car  often  carries  an  air  pump  or  booster 
operated  by  compressed  air  from  the  tunnel  plant  at 
100  lbs.  pressure,  delivering  air  at  300  lbs.  pressure  to 
the  grouting  tank.  Another  grouting  tank  is  common- 
ly mounted  on  the  car,  but  is  used  only  as  a  receiver 
for  the  high  pressure  air.  As  in  the  low  pressure  oper- 
ation, the  grout  is  discharged  through  a  wire-wound 


hose  from  the  tank  to  the  grout  pipe  set  in  the  concrete 
or  rock.  Each  pipe  to  be  grouted  is  provided  with  a 
nipple  and  special  plug  cock  to  which  the  hose  is  at- 
tached by  a  union. 

A  wet  tunnel  is  always  slower  and  more  expensive 
to  drive  than  a  dry  one,  as  it  is  more  dilBcult  to  keep 
the  men  working  under  a  wet  roof,  and  the  necessity 
of  pumping  the  water  is  an  additional  expense. 

Filling  Cavities 

The  space  over  the  concrete  arch  in  rock  tunnels 
cannot  be  completely  filled,  as  the  soft  concrete  packed 
into  the  key  settles  away  by  gravity,  leaving  a  void  as 
much  as  2  or  3  inches  high  above  the  concrete  arch. 
Places  where  the  rock  breaks  high  are  filled  as  com- 
pletely as  possible,  and  afterwards  completed  by  in- 
jecting grout  in  the  form  of  mortar.  Experience  has 
shown  that  this  grout  is  very  effective ;  no  voids  of 
considerable  size  are  left.  Where  dry  packing  is  used 
in  bed  ground  which  requires  a  support  of  permanent 
steel  ribs  and  lagging,  grout  is  injected  to  fill  the 
spaces  between  the  pieces  of  rock  forming  the  rubble 
or  Cyclopean  concrete. 

Drains  and  drip  pans  placed  between  the  rock  and 
the  concrete  lining  to  waterproof  the  soft  concrete 
against  the  incoming  water  from  rock  seams,  is  an- 
other illustration  of  that  class  of  cavities  of  large  size 
w'here  thick  mortar  grout  is  used  as  a  backing  for  the 
concrete.  In  this  case  the  water  is  discharged  through 
weep  pipes  through  the  freshly  placed  concrete  to 
prevent  the  water,  which  is  frequently  under  high  pres- 
sure, from  washing  and  disintegrating  the  lining  be- 
fore it  has  set.  When  it  is  necessary  to  shut  off  this 
water  after  the  concrete  has  hardened,  grout  is  in- 
jected to  fill  the  drains  and  pans. 

The  grouting  of  large  cavities  requires  the  use  of 
2-inch  pipes,  through  which  the  grout  is  injected.  They 
must  be  carefully  placed  to  lead  the  grout  to  the  lower 
part  of  the  cavities.  Vent  pipes  leading  from  the  sum- 
mits of  the  cavities  are  placed  during  the  period  of  con- 
creting to  permit  the  escape  of  air  and  water  as  the 
grout  is  injected.  These  vents  further  serve  the  pur- 
pose of  telltales  to  show  when  the  cavity  is  completely 
filled  with  grout. 

For  filling  cavities  of  large  size,  sand  and  cement 
grout  in  a  mixture  of  one  part  of  each  is  used,  mixed 
with  a  quantity  of  water  just  sufficient  to  produce 
a  grout  not  too  thick  to  be  easily  pumped. 

Dry  and  Wet  Cavities 

Work  of  grouting  large  cavities  divides  itself  under 
two  heads.  First,  grouting  dry  '  cavities  displacing 
water ;  and,  second,  grouting  wet  cavities  displacing 
water.  When  both  wet  and  dry  cavities  lie  in  close 
proximity  and  are  connected,  the  best  results  are  ob- 
tained by  grouting  the  dry  cavities  first  and  permitting 
the  grout  to  set  before  attempting  to  fill  the  wet  cavi- 
ties. If  the  wet  cavities  are  grouted  first,  the  water 
ordinarily  shifts  to  some  near-by  dry  cavity,  thereby 
multiplying  the  number  of  wet  cavities  to  be  grouted. 
Grouting  Dry  Cavities 

When  considerable  stretches  of  tunnel  are  to  be 
grouted,  the  usual  method  is  first  to  grout  the  space 
over  the  arch  and  the  dry  packed  stretches,  using  an 
air  pressure  of  about  40  lbs.  to  the  square  inch,  and, 
after  this  grout  has  set,  to  make  a  second  trip  through 
the  tunnel  to  complete  the  grouting  of  any  spaces  over 
the  grout  first  placed  and  also  to  grout  all  pipes  and 
pans  carrying  water. 

The  first,  or  low  pressure  grouting,  employs  thick 
1:1  sand  grout,  while  the  second,  or  high-pressure 
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grouting,  employs  only  neat  cement  grout  injected 
generally  under  a  pressure  of  300  lbs.  to  the  square 
inch.  Entirely  different  methods  are  used  in  the  two 
processes  and  a  special  plant  is  required  in  each  case. 

Rock  Seams 

The  grouting  of  rock  seams  outside  of  a  tunnel 
lining  is,  perhaps,  the  most  difficult  type  of  grouting. 
In  the  first  place,  it  is  hard  to  drill  holes  which  will 
give  adequate  access  of  the  grout  to  the  rock  seams. 
In  the  drilling  operation,  eVen  though  the  hole  en- 
counters the  crack  in  the  rock  which  carries  the  water, 
the  pounding  action  of  the  drill  is  liable  to  calk  the 
cavity  with  powdered  rock,  so  that  when  the  grout 
pressure  is  applied  it  will  not  enter  freely. 

As  a  rule,  there  is  a  chance  to  inject  grout  into 
rock  seams,  and  where  the  chances  are  poor,  no  definite 


rule  can  be  given.  The  inward  leakage  is,  in  a  sense, 
an  index  of  the  amount  of  grout  that  can  ]je  injected. 

For  injecting  grout  into  rocks  which  show  a  seep- 
age, but  no  considerable  flow  of  water,  three  -arrange- 
ments of  grout  piping  are  tried. 

1.  Drilling  in  enough  deep-seated  pijics  to  collect 
the  water  and  protect  the  mortar  from  washing. 

2.  Putting  in  a  drip  pan  with  independent  additional 
deep-seated  pipes  to  the  rock  seams. 

3.  Using  drip  pans  alone,  grouting  them  with  thin 
grout,  then  draining  the  pan  and  filling  it  with  thick 
grout  to  complete  the  backing. 

Experience  seemed  to  indicate  that  the  second 
method  is  a  little  the  best,  although  in  most  cases  the 
third  method  gives  complete  satisfaction  in  cutting 
off  water. 


New  Department  Store  at  Brantford,  Ont. 


THE  cut  herewith  shows  the  ground  floor  plan  of 
a  large  department  store  recently  erected  in 
Brantford,  Ont.    It  was  built  by  W.  C.  Liv- 
ingston on  the  corner  of  Queen  and  Colborne 
Streets  and  has  been  leased  to  the  E.  B.  Crompton 
Company,  Limited. 

The  store  is  of  steel  construction  with  reinforced 
concrete  foundations  and  footings.  The  exterior  walls 
are  brick  with  artificial  stone  window  sills  and  caps 
and  cast  iron  cornices  and  copings.  It  is  four  storeys 
and  a  basement  high  and  has  main  entrances  on  both 
Queen  and  Colborne  Streets.  The  Colborne  Street 
entrance  has  a  wrought  iron  marquise  canopy  over  the 
door.  The  entrance  vestibule  is  approximately  15  feet 
square,  while  the  Queen  Street  vestibule  is  16  ft.  x 


9  ft.,  both  vestibules  are  tile  floored  and  have  d(iul)le 
plate  glass  doors. 

The  show  window  on  Colborne  Street  is  9  ft.  wide, 
and  on  Queen  Street,  6  ft.  wide.  The  window  bays 
are  finished  in  hardwood  with  wood  and  muranese 
glass  back,  fitted  with  sliding  doors.  The  bays  are 
lavishly  lighted  with  large  units. 

The  enquiry  office  is  situated  at  the  foot  of  the 
basement  stairway  in  the  centre  of  the  store.  There 
is  also  in  the  basement  a  parcel  room,  stock  and  ship- 
ping rooms,  storage,  cloak  rooms,  and  the  fuel  and 
boiler  rooms.  The  whole  of  the  ground  floor  is  taken 
up  by  store  space.  A  20  ft.  mezzanine  floor  runs  around 
the  end  of  the  building  furthest  from  the  Colborne 
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Street  entrance.  The  cash  registers  and  general  offices 
are  located  on  this  mezzanine  floor.  The  first  floor, 
with  the  exception  of  the  rest  room  over  the  Colborne 
Street  entrance,  is  given  over  to  .store  space,  while  a 
grill  room,  dining  room  and  kitchen  are  located  on 
the  second  floor  over  tho  Colborne  Street  entrance.  At 
the  opposite  end  of  the  building  on  the  same  floor 


are  public  lavatories.  The  third  floor  is  taken  up 
entirely  by  store  space.  The  building  is  equipped  with 
both  passenger  and  freight  elevator  service,  besides 
having  a  flight  of  stairs  at  the  centre  of  the  building. 
The  store  is  modernly  equipped  in  regard  to  lighting, 
heating  and  ventilation.  Angus  &  Angus,  Sudbury, 
Ont.,  were  the  architects  on  the  building. 


New  Great  Northern  Railway  Station  at 

Vancouver,  C. 


MESSRS.  Grant,  Smith  &  McDonnell,  con- 
tractors for  the  new  Great  Northern  De- 
pot now  being  erected  at  Vancouver  for  the 
Great  Northern  Railroad  Company,  on 
April  14  awarded  to  Palmer  Bros.  &  Henning,  the  con- 
tract of  driving  over  500  tall  piles  in  the  fiUed-in 
area  of  False  Creek,  lying  east  of  Main  Street,  to  sup- 
port the  foundations  of  the  new  structure.  To-day 
work  on  the  concrete  piers  is  well  advanced,  and  at  the 
rate  the  mixture  is  being  poured  it  will  not  be  long- 
before  a  start  is  made  on  the  sub-structure.  Mr.  E.  B. 
Ford,  chief  engineer  for  the  Great  Northern  Company 
at  Vancouver,  has  the  details  well  in  hand,  being  as- 
sisted by  Mr.  Fred  L.  Townley,  the  Vancouver  archi- 
tect, whose  plans  met  with  the  approbation  of  the  man- 
agement at  St.  Paul,  Minn.  Trade  tenders  for  most 
of  the  sub-contract  work  have  been  allotted,  and  the 
material  is  being  assembled  so  that  there  may  be  no 
delay  in  connection  with  any  department. 

The  new  station  will  occupy  a  site  on  Park  Lane 
300  feet  back  from  Main  Street,  and  will  be  in  line 
with  the  Canadian  Northern  Railway  station,  to  be 
built  in  the  near  future.  The  depot  will  be  a  hand- 
some structure  of  two  storeys,  with  the  terminal  facili- 
ties on  the  main  floor  and  offices  above,  the  material 
selected  being  brick  over  reinforced  construction,  with 
granite  base  and  terra  cotta  trimmiiT,gs  and  cornice. 
The  frontage  will  be  235  feet,  with  a  depth  of  54  feet. 
The  baggage  room  wing,  forming  an  "L,"  will  extend 
back  210  feet,  and  will  be  one-storey  in  height. 

The  main  waiting  room,  34  feet  high,  will  have  two 
entrances  from  the  street  and  two  opening  upon  the 
train  concourse,  with  a  carriage  entrance  at  the  side. 
The  room  will  have  a  terazzo  and  marble  floor,  marble 
base  and  ornamental  plaster  ceiling.  Opening  there- 
from will  be  the  men's  and  women's  retiring  rooms, 
toilets,  immigrants'  room,  parcel  and  news,  telegraph 
and  ticket  office,  exhibition  room.  Customs  office  and 


depot  master's  office,  baggage  room,  mail  room  and 
express  rooms. 

The  passenger  concourse  will  be  glass-covered  the 
full  length  of  the  building  the  width  being  25  feet. 
There  will  be  eleven  sets  of  tracks,  the  train  shed  roofs 
extending  a  distance  of  700  feet. 

Heat  will  be  supplied  from  an  isolated  power  plant, 
pipes  being  brought  into  the  main  building  through  a 
tunnel.  In  all  probability  the  electric  light  plant  will 
be  located  in  the  same  building. 


Porcupine  Good  Roads  Association 

A  Good  Roads  Association  has  been  formed  in  the 
Porcupine  district  and  already  a  policy  has  been  out- 
lined in  regard  to  the  treatment  of  traffic-  conditions 
in  and  around  the  gold  camp.  Acting  through  this  as- 
sociation a  number  of  prominent  business  men  in  the 
Porcupine  district  will  approach  the  government  in 
an  efifort  to  obtain  assistance  in  improving  the  present 
highways  and  extending  them. 


The  London  Concrete  Machinery  Company,  Lon- 
don, Ont.,  have  secured  contracts  for  the  following 
equipment :  City  of  London,  one  ^  yard  batch  mixer 
for  sidewalks ;  Guelph  Department  of  Agriculture,  one 

yard  batch  mixer  and  one  cement  drain  tile  mach- 
ine;  R.  H.  Barker  &  Co.,  Newmarket,  Ont.,  one  J4 
yard  batch  mixer ;  Schultz  Brothers  &  Co.,  one  yard 
tower  hoisting  equipment ;  Westinghouse,  Church, 
Kerr  Co.,  of  New  York,  one  %  yard  tower  hoisting 
equipment  to  be  used  on  construction  work  in  Wind- 
sor ;  Shawinigan  Water  &  Power  Company,  one  No.  10 
London  elevated  drum  paving  mixer ;  Morrison  Bro- 
thers, Pense,  Sask.,  one  1/6  yard  batch  mixer;  city  of 
Ottawa,  one  London  elevated  drum  side  discharging 
batch  mixer  with  rotary  delivery  spout. 


•y- 

'  Handsome  Building  of  The  Great  Northern  RaMway  Under  Construction  on  Reclaimed  Area  of  False  Creek  Tide  Flats,  Vancouver,  B.  C. 
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The  Benefits  of  Town  Planning 

The  Need  of  a  Carefully  Thought  Out  Scheme  to  Provide  Go- 
operative  and  Economic  Conduct  of  all  the  Varied  Interests. 

By  W.  R.  Davidge,  F.S.I. * 

BEFORE  entering  upon  the  discussion  of  accept- 
ed town-planning  principles,  it  is  well  to  re- 
alize that  the  term  "town  planning,"  embrac- 
ing all  communities  large  and  small,  is  a  very 
English  one.  In  the  United  States  and  Canada  the 
universal  description  of  the  same  thing  is  "city  plan- 
ning," which  seems  at  first  even  more  inappropriate, 
until  it  is  remembered  that  in  America  a  community 
may  be  a  "city"  even  if  it  has  only  500  people  in  it. 

With  us  the  cities  of  London  and  Westeminster 
and  our  other  cathedral  cities  are  of  so  ancient  a  found- 
ation that  it  gives  us  somewhat  of  a  shock  to  find  that 
many  of  our  Colonial  towns  have  springing  up  around 
them  scores  of  such  "cities."  Melbourne,  for  instance, 
is  surrounded  with  numerous  growing  suburbs,  nearly 
a  dozen  of  which  are  dignified  by  the  name  of  "city." 
So  general  has  the  practice  become  that,  by  special  en- 
actment of  the  State  Government,  it  is  now  possible 
to  adopt  the  name  of  "city"  as  soon  as  the  population 
reaches  20,000.  The  term  "town  planning,"  however, 
fairly  correctly  describes  the  methods  so  far  adopted 
in  England,  as  contrasted  with  the  expression  "town 
building"  ("stadtebau"  or  "construction  des  villes") 
prevalent  on  the  Continent.  In  this  country,  under  the 
Act,  our  effort  is  principally  directed  to  planning  the 
land  around  our  towns,  and  so  far  the  architectural 
or  "town  building"  side  has  hardly  been  touched.  This 
variation  in  nomenclature  expresses  in  another  form 
the  varying  ideals  and  national  characteristics  of  "town 
planning"  or  "city  planning"  as  understood  in  the  vari- 
ous countries  of  the  world.  It  is  well  that  this  diverg- 
ence of  national  outlook  should  be  appreciated  before 
we  proceed  to  discuss  "accepted  principles,  by  whom 
accepted,  where  and  why  accepted."  There  has  in  the 
last  six  years  been  an  amazing  wealth  of  literature  and 
such  a  mass  of  reports  on  various  phases  of  the  sub- 
ject that  it  is  somewhat  difficult  to  disentangle  the  ex- 
act facts  as  existent.  In  Great  Britain  the  creed  of 
town  planning  may  be  expressed  briefly  as  "more  air," 
more  accessibility,  more  attractiveness !"  or  in  other 
words,  health  and  social  well-being,  particularly  as  ap- 
plied to  the  prospective  building  land  around  our 
towns.  In  conjunction  with  this  there  is  at  the  same 
time,  so  far  as  private  estates  are  concerned,  a  very 
evident  effort,  in  some  cases  almost  a  straining,  after 
the  picturesque.  In  modern  garden  suburbs,  equally 
with  the  mediaeval  town,  the  effort  after  picturesque 
features  has  secured  many  charming  examples,  which 
are  a  welcome  relief  from  the  drab  of  the  everyday 
town. 

Municipal  surveyors,  as  a  body,  fully  appreciate  the 
great  possibilities  of  town  planning  from  the  health 
and  amenity  point  of  view,  but  so  far,  at  any  rate,  the 
"picturesque"  is  entirely  in  the  province  of  the  private 
owner  and  his  architect,  aided  or  retarded  by  the  jerry 
builder.  In  Paris  the  desideratum  is  more  often  the 
spectacular  or  monumental  art  of  "construction  des 
villes"  in  the  grand  manner.  In  Berlin  "der  Stadtebau" 
represents  the  same  ideal  of  imposing  public  buildings 
and  monumental-looking  structures  which  are  in  real- 
ity tenement  dwellings.   As  a  well-known  German  pro- 
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fessor  said  in  1910  at  the  Royal  Institute  of  British  Ar- 
chitects' Conference : — "What  we  in  Berlin  try  to  do 
is,  at  all  times  and  to  the  utmost  of  our  power,  to 
impose  upon  the  stranger !" 

American  cities  mostly  regard  city  planning  fom 
one  of  two  ideals,  either  the  "civic  centre"  ideal  or  the 
"rapid  transit"  ideal,  both  of  which  our  American 
cousins  would  describe  as  "good  business  proposi- 
tions," and  business  is  the  keynote  of  all  sound  pro- 
posals. 

Colonial  towns  are,  as  is  well  known,  mostly  laid 
out  (for  the  convenience  of  the  surveyors)  on  north 
and  south  lines,  with  all  streets  at  right  angles,  and, 
/  until  quite  recently,  this  tendency  has  manifested  it- 
self in  the  lay-out  of  practically  all  towns  which  have 
had  to  be  developed  rapidly,  generally  in  the  absence 
of  any  special  natural  features. 

It  has  been  necessary  in  nearly  all  cases  to  peg-out 
and  sell  plots  of  land  rapidly,  and  the  Colonial  surveyor 
in  laying  out  a  town  has  almost  unconsciously  come  to 
regard  it  as  "cutting  up  so  many  sections,"  simply  and 
solely  "land  jobbing."  The  idea  of  a  community  de- 
liberately moulding  its  own  growth  to  its  future  needs 
has  so  far  hardly  been  realized. 

The  Need  for  Town  Planning 

One  thing  that  stands  out  clearly,  though,  in  the 
maze  of  these  different  national  and  local  character- 
istics is  the  paramount  need  for  some  form  of  town 
planning. 

Whether  one  sets  out  with  the  purpose  of  sweep- 
ing away  slums  or  of  providing  for  the  future  growth; 
whether  one  is  an  enthusiast  for  parks  and  open  spaces, 
or  merely  desirous  of  the  commercial  advantages  of 
rapid  transit  and  business  facilities,  all  nations  and 
nearly  all  corhmunities  are  agreed  that,  if  it  is  rea- 
sonable to  plan  the  alterations  to  a  house  that  one  in- 
tends to  inhabit,  it  is  still  more  desirable  to  plan  the 
town  and  its  extension  ;  hence  the  first  general  prin- 
ciple which  we  can  all  accept  is  the  universally  recog- 
nized need  for  town  planning. 

Our  first  accepted  principle,  then,  is : — A  town  plan 
is  necessary. 

Following  on  this,  however,  must  come  the  recog- 
nition that  such  a  town  plan  is  not  a  stock  article,  but 
must  be  made  to  the  measure  of  the  district.  National 
characteristics  and  aspirations,  as  we  have  already 
seen,  have  resulted  in  widely  varying  national  con- 
ceptions on  the  subject  of  town  planning,  and  locali- 
ties vary  as  widely  in  their  views  as  to  development, 
particularly  as  to  the  kind  of  development  which  is 
suitable  for  their  town.   A  town's  plan  must  be  its  own. 

From  the  point  of  view  of  protection  of  property- 
owners  in  residential  districts,  some  form  of  restraint 
as  to  the  location  of  commercial  buildings  is  clearly 
necessary,  and,  so  far  as  the  Act  has  gone,  the  consti- 
tution of  separate  areas  for  factory  and  commercial 
purposes  has  been  carried  out  without  difficulty. 

As  so  many  of  us  are  aware,  however,  the  real  test 
of  such  restrictions  will  be  felt  in  the  next  generation. 
With  the  continual  growth  and  prosperity  of  a  town 
the  commercial  area  will  surely  expand,  and  unless 
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adjacent  space  is  provided  for  expansion  the  business 
side  of  the  town  will  necessarily  overflow  into  the  resi- 
dential quarters.  In  all  old  centres  this  alteration  of 
use  is  continually  before  our  eyes.  In  New  York, 
within  the  last  few  years,  business  which  formerly 
was  done  in  Twenty-third  Street  has  now  moved  up 
as  far  as  Forty-second  'Street,  and  an  entirely  new 
shopping  district  created. 

Even  in  London  the  one-time  quiet  residential  Han- 
over-square is  rapidly  assuming  a  commercial  charac- 
ter, and  the  once  peaceful  quiet  of  Soho  Square  has 
long  been  broken  into  by  the  pickle  factory.  Such 
changes  are  in  the  nature  of  things,  and,  however  hard 
and  fast  the  restrictions  of  a  town-planning  scheme 
may  be  drawn,  it  is  evident  that  unless  the  plan  itself 
also  provides  for  extension  mere  legal  restrictions  will 
have  no  more  force  than  the  out-of-date  paper  restric- 
tions of  many  one-time  high-class  residential  estates, 
more  honored  in  the  breach  than  in  the  observance. 

Provision  must  therefore  be  made  for  the  gradual 
expansion  of  commercial  districts. 

The  phenomenon  of  the  overflowing  of  business  in- 
to the  residential  areas  of  a  town  is  constantly  before 
our  eyes,  but  it  is  curious  to  note  that  in  nearly  all 
towns,  no  matter  how  old,  the  heart  of  the  business 
community  still  has  its  nucleus  in  the  area  of  the  or- 
iginal settlement. 

Increased  Height  of  Business  Premises 

It  is  the  endeavor  to  c'rowd  as  many  office  buildings 
as  possible  near  this  commercial  centre  that  has  cre- 
ated the  "skyscrapers"  of  Lower  New  York.  This 
tendency  towards  increased  height  of  buildings  in 
commercial  centres  is  equally  noticeable  in  such  cities 
as  Sydney,  Melbourne,  Winnipeg,  Vancouver,  and  even 
in  comparatively  small  cities  like  Regina.  There  is 
everywhere  a  tendency  to  increased  height  of  business 
premises. 

Control  of  Building  Heights 

The  New  York  authorities  have  given  much  con- 
sideration to  the  important  question  of  regulating  the 
height  of  buildings.  In  Lower  Manhattan  there  has 
for  many  years  been  a  growing  tendency  towards  the 
erection  of  tall  "skyscrapers,"  mostly  office  buildings. 
The  excuse  for  this  has  been  the  limited  area  available 
in  the  older  commercial  quarter  of  the  city,  but  the 
real  purpose  has  in  many  cases  probably  been  for  ad- 
vertisement purposes.  The  Woolworth  Building  at 
present  easily  holds  the  record. 

Limits  of  Height 

The  limits  of  height  of  buildings  in  various  cities 
are  at  present  as  under : — 
London. — 80  feet. 

Paris. — In  streets  less  than  40  ft.  wide,  street  width 
plus  20  ft.  In  streets  over  40  ft.  wide,  58.64  ft.  plus  ^ 
(width— 40  ft.). 

Berlin. — Maximum  72.2  ft.  (22  metres). 

Boston.— District  A,  125  ft.,  or  2j4  times  width  of 
street.  District  B,  100  ft.,  or  \  %  times  width  of  street. 
(Buildings  over  80  ft.  only  allowed  on  streets  over  64 
ft.  wide.)  Special  restriction  to  70  ft.  on  blocks  ad- 
joining State  House. 

Washington.  —  Pennsylvania  Avenue.  —  160  ft. ; 
other  business  streets,  130  ft.,  or  street  width  plus 
20  ft.;  residence  streets,  85  ft.;  or  streets  over  70  ft. 
v/ide,  street  width  minus  10  ft. ;  streets  60  ft.  to  70  ft., 
60  ft. ;  streets  less  than  60  ft.,  street  width. 

Other  American  Cities. — Baltimore,  175  ft.;  Chic- 


ago, 200  ft.;  Los  Angeles,  150  ft.;  Salt  Lake  City,  125 
ft. ;  Toronto,  130  ft. 

New  York. — Limit  of  height  of  apartment  and  tene- 
ment houses,  1^  times  street  width. 

The  New  York  Commission  recommend  the  limit 
of  height  for  all  buildings  within  100  ft.  of  Fifth  Ave- 
nue to  be  125  ft.,  and  that  the  general  restriction  for 
residential  districts  should  be  1^  times  street  width, 
i.e.,  for  60-ft.  streets  height  would  be  90  ft.,  and  for 
business  streets  twice  street  width  with  maximum  of 
300  ft.  A  number  of  American  cities,  including  Balti- 
more, Milwaukee,  Minneapolis,  and  Los  Angeles,  have 
in  recent  years  established  separate  residential  and 
industrial  districts. 

Trade  Facilities 

The  provision  of  efficient  and  up-to-date  means  of 
transit  is  one  of  the  most  important  items  in  the  de- 
velopment of  towns  ;  yet,  strange  as  it  may  appear, 
this  all  essential  detail  is  omitted  from  the  calcula- 
tions of  many  would-be  town-planners. 

In  America,  where  distances  are  so  immense,  the 
transit  question  inevitably  bulks  largely,  but  especi- 
ally in  recent  years  American  towns  have  given  more 
and  more  attention  to  the  problem  of  the  quick  distri- 
bution of  passengers  from  the  outlying  districts  to  and 
from  the  central  or  business  portions  of  a  town. 

"Rapid  transit"  is  therefore  one  of  the  first  con- 
siderations of  our  American  cousins  in  considering  the 
problem  of  town  development,  and  it  is  indeed  strange 
that  we  in  this  country  are  only  dimly  beginning  to 
realize  this  in  our  struggles  after  new  and  improved 
arterial  roads.  Main  roads  and  motor  traffic  are,  how- 
ever, only  one  part  of  the  problem,  and  in  America 
many  experts  are  giving  their  attention  to  the  solution 
of  the  transit  problem  as  a  whole. 

It  is  naturally  found  that  property  in  the  neighbor- 
hood of  a  "rapid  transit  line"  develops  more  rapidly 
than  other  parts  of  the  town,  and  if  only  one  such  line 
exists  it  will  naturally  absorb  the  greater  part  of  the 
normal  growth  of  the  town. 

The  question  of  the  amount  of  traffic  to  justifv  tlie 
construction  of  a  tube  railway  or  tramway  subway 
will  depend  upon  local  geographical  and  commercial 
conditions,  but  it  is  a  curious  fact  that,  so  far  as  this 
country  is  concerned,  no  town  with  a  population  of  less 
than  half  a  million  has  ventured  to  introduce  a  tube 
railway  or  electric  "rapid  transit"  line. 

Arterial  Roads 

For  many  people  town  planning  begins  and  ends 
with  the  planning  of  roads,  and  there  can  be  no  gain- 
saying that  the  main  roads  into  and  out  of  a  town  are 
the  skeleton  on  which  the  plan  will  hang  together. 
They  may,  in  some  instances,  be  the  "bone  of  conten- 
tion," but  all  will  be  in  agreement  with  the  general 
principle  of  fixing  the  routes  needed  for  new  main 
roads,  including,  of  course,  reasonable  circumferential 
and  cross-roads.  The  routes  for  arterial  roads  should 
be.  laid  down  at  an  early  stage  in  the  town  plan,  and 
definitely  secured  or  sterilized  from  other  uses. 

Roads  and  Road  Widths 

Much  discussion  and  many  conferences  during  the 
l)ast  six  years  have  taken  place  on  the  question  of 
road  widths  and  construction,  especially  perhaps  as 
to  the  allocation  of  space  for  various  classes  of  traffic. 

The  general  principles  arrived  at  may,  I  think,  be 
reasonably  summarized  as  follows : — 

To  secure  easy  and  rapid  transit — 

( 1 )  Classification  of  roads  is  desirable. 

(2)  Provision  for  fast  and  slow  traffic  (fast  traffic 
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should  not  have  to  slow  up  for  cross-traffic),  and  sep- 
arate tracks  for  tramways. 

(3)  Sufficient  width  of  roadway  for  the  traffic,  but 
not  too  wide  to  be  maintained. 

(4)  Sufficient  width  between  buildings  for  all  future 
purposes. 

To  secure  the  amenity  of  the  highway — 

(1)  Good  views  from  the  road — preserving  view 
points. 

(2)  Good  views  of  the  road — trees,  but  not  too 
thickly  planted. 

(3)  Pleasant  walks  alongside  the  road — grass  and 
trees  where  possible. 

(4)  Pleasant  halts  by  the  way — an  occasional  vil- 
lage green  or  open  space. 

It  should  be  borne  in  mind  that  estate  develop- 
ment is  not  necessarily  an  object  of  main  roads. 

And  in  the  lay-out  of  estates  the  principles  laid 
down  in  my  paper  at  this  Institution  six  years  ago  still 
hold  good,  viz. : — 

(1)  Main  routes  must  take  the  direction  required 
by  the  traffic  and  contour  of  the  ground. 

(2)  Geometrical  planning  is  not  necessarily  satis- 
factory. 

(3)  Long  straight  streets,  when  adopted,  should 
have  a  definite  motive. 

(4)  Slight  curves  or  irregularities  in  frontage  lines 
and  building  lines  may  often  be  adopted  with  ad- 
vantage. 

(5)  Line  of  sight  should  in  most  cases  be  restricted 
wilhin  reasonable  limits. 

Relaxation  of  By-laws 

A  very  important  point  on  which  most  people  are 
now  agroed  is,  that,  while  it  is  desirable  to  have  a 
minimum  distance  between  the  building  lines,  a  hard- 
and-fast  by-law  width  is  undesirable  whether  it  be 
40  ft.  or  50  ft.  (or  66 "ft.  as  in  the  Colonies). 

The  power  to  fix  building  lines  is  important. 

The  width  of  macadam  or  roadway  paving  provided 
should  be  dictated  by  the  use  to  which  the  street  is  put. 

In  residential  streets  the  remaining  width  available 
may  reasonably  be  devoted  to  grass  margins  and  tree 
planting. 

Compulsory  Town  Planning 

Another  point  which  has  been  much  discussed  is 
as  to  the  desirability  or  possibility  of  making  town 
planning  compulsory,  and  it  is  probable  that  all  will 
be  agreed  that  the  time  has  not  yet  come  for  com- 
pulsory town  planning. 

In  Massachusetts  and  other  States  the  appointment 
of  a  town-planning  board  is  compulsory  for  all  towns 
with  a  population  of  over  10,000.  In  Canada  the  Nova 
Scotia  Town  Planning  Act,  passed  in  April.  1915, 
makes  town  planning  compulsory  for  the  whole  of 
Nova  Scotia,  and  this  experiment  will  be  watched 
with  interest. 

Progress  in  the  Colonies  and  India 

The  other  Canadian  provinces  which  have  adopted 
special  town  planning  Acts  are  New  Brunswick  and 
Alberta  in  1912.  It  is  probable  that  the  remaining 
provinces  will  shortly  follow  suit,  and  the  same  may 
be  said  of  the  various  Australian  States  and  the  New 
Zealand  Government.  In  India  the  Bombay  Govern- 
ment has  already  led  the  way  in  this  respect. 

American  Ideals 

American  city  planning  may  be  divided  into  four 
phases : —  * 


(1)  Rapid  transit  (already  touched  upon),  which 
may  be  described  as  the  engineer's  ideal. 

(2)  The  civic  centre,  which  may  be  described  as  the 
architect's  ideal. 

(3)  The  provision  of  diagonal  avenues  and  park- 
ways. 

•  (4)  The  provision  and  linking  up  of  parks,  and  the 
scientific  distribution  of  children's  playgrounds. 

The  Civic  Centre 

The  value  of  magnificent  monumental  buildings,  in 
encouraging  a  sense  of  civic  pride,  is  everywhere  ap- 
preciated, and  this,  no  doubt,  is  the  reason  for  the 
American  thirst  for  civic  centres.  The  idea  of  an  ar- 
chitectural conception  or  ideal,  however,  is  unfortun- 
ately in  most  cases  limited  to  monumental  enterprises 
of  this  type  which  are  little  likely  to  be  carried  into 
efifect,  and  the  cost  of  which  would  be  almost  pro- 
hibitive. It  is  strange  that  such  an  eminently  practic- 
al people  as  the  American  should  devote  so  large  a 
portion  of  their  "city  planning"  programme  to  the  pro- 
vision of  these  costly  civic  centres,  while  allowing 
miles  on  iniles  of  rectangular  blocks  and  hundreds 
of  five-storey  tenements  to  be  built  in  all  directions 
without  a  murmur.  Business  centres  and  subsidiary 
centres  will  nevertheless  form  themselves  in  every 
town. 

Diagonal  Avenues  and  Parkways 

It  is  a  remarkable  commentary  on  the  rectangular 
block  system  of  development  everywhereto  be  found 
in  the  United  States  that,  almost  without  exception, 
planning  commissions  are  reporting  in  favor  of  the 
construction  of  new  diagonal  avenues  across  the  rec- 
tangular system  to  provide  access  in  a  radial  direction 
to  and  from  the  centre  or  business  portion  of  the  vari- 
ous cities. 

The  rectangular  system  of  lay-out  has  generally 
proved  quite  satisfactory  so  long  as  the  town  remains 
of  limited  size,  but  once  the  town  develops  beyond 
the  original  square  mile  or  so  some  form  of  diagonal 
communication  becomes  a  necessity,  and  the  improve- 
ment plans  that  are  being  prepared  by  practically  all 
American  cities  are  realizing  this  essential  point.  Phil- 
adelphia has  already  spent  some  millions  on  the  Fair- 
mount  Parkway,"  which  is  nothing  more  or  less  than 
a  diagonal  of  this  description.  The  improvement  plans 
of  Brooklyn  and  scores  of  other  cities  in  the  States, 
and  'even  so  far  afield  as  Santiago  in  Chili,  all  show 
the  now  generally  appreciated  need  for  diagonal  routes. 

The  Linking-up  of  Parks 

The  linking-up  of  parks  by  a  system  of  parkways 
or  tree-lined  avenues  is  also  a  well-recognized  part  of 
American  city  planning. 

The  South  Park  system  of  Chicago  is  an  excellent 
example  of  what  can  be  done  in  this  direction  ;  but 
Minneapolis,  Kansas  City,  and  many  others,  are  all 
examples  of  the  same  tendency.  In  fact,  there  is  a 
danger  that  the  new  fashion  of  city  will  be  almost  as 
stereotyped  as  the  old. 

Provision  of  New  Parks 

The  need  for  parks  in  the  outskirts  to  provide  for 
the  growth  which  must  come  is  everywhere  realized, 
and  during  the  ^last  few  years  there  has  grown  up  a 
system  of  acquiring  such  parks  for  the  public  by  means 
of  a  special  rate  or  levy  made  by  the  Park  Commis- 
•  sioners  on  all  land  in  the  neighborhood,  the  value  of 
which  will  be  improved  by  the  presence  of  the  park. 
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In  this  way  many  large  areas  have  already  been  se- 
cured at  Kansas  City,  Minneapolis,  and  elsewhere  at 
little  or  no  direct  cost  to  the  ratepayers,  and  it  has 
been  found  in  practice  that  the  betterment  in  value 
of  the  property  in  the  neighborhood  of  the  park  more 
than  recoups  the  owners  for  the  small  special  rate  they 
are  asked  to  pay. 

We  may  well  ask  ourselves  whether  we  should  not 
now  be  securing  further  and  larger  breathing  spaces 
around  the  built-up  area  of  all  our  large  towns,  and 
we  might  perhaps  at  the  same  time  take  a  leaf  out  of 
modern  American  practice  in  order  to  relieve  the  rate- 
payers from  any  unnecessary  burden. 

The  Preservation  of  River  Banks  and  View-points 

In  America  it  is  now  a  well-recognized  practice 
that  river  banks  and  valleys  should  as  far  as  possible 
be  preserved  for  park  purposes,  and  that  view-points 
and  hill-tops  should  be  similarly  preserved. 

Such  a  course  is  desirable  not  only  from  the  point 
of  view  of  amenity,  but  to  secure  the  stream  from  con- 
tamination, and,  at  the  same  time,  utilize  land  which 
in  ordinary  circumstances  would  be  unsuitable  for 
building  purposes. 

Street  Planting 

Not  only  is  it  necessary  to  preserve  the  hill-tops 
and  valleys  and  other  natural  beauties,  but  as  far  as 
possible  the  amenities  of  town  life.  In  most  commvmi- 
ties  there  is  a  considerable  proportion  of  the  popula- 
tion which  enjoys  reducing  everything  to  a  dull  level 
of  ugliness,  and  seems  almost  to  take  a  delight  in  re- 
moving everything  in  the  nature  of  a  tree  or  shrub. 

The  maintenance  of  trees  and  grass  is  always  a 
troublesome  question  in  England,  especially  in  the 
neighborhood  of  our  manufacturing  centres ;  but  in 
America,  although  they  have  equally  busy  manufac- 
turing districts,  it  seems  quite  easy  to  dispense  with 
forecourt  fences  and  to  throw  open  stretches  of  green- 
sward right  up  to  the  house  itself.  Such  a  town  as 
Rochester,  N.  Y.,  or  Detroit,  Mich.,  for  instance,  where 
thousands  of  motor  cars  are  manufactured  every  year, 
despite  the  absence  of  fences  there  is  abundance  of 
grass  and  trees,  and  nothing  can  surpass  such  towns 
as  Los  Angeles  and  other  towns  of  the  West  and  Mid- 
dle West  in  this  respect. 

The  way  in  which  trees  are  ruthlessly  cut  down 
in  this  country  whenever  an  estate  is  developed  still 
leaves  room  for  education,  and  the  same  process  of 
destruction  takes  place  wherever  our  countrymen  set- 
tle. It  would  be  a  good  thing  if  a  license  had  to  be 
obtained  from  the  local  authority  before  cutting  down 
any  tree  of  over  twenty  years'  growth,  but  this  is  a 
reform  which  has  yet  to  come. 

Control  of  Advertising  Hoardings,  etc. 

The  control  of  street  advertisements  and  hoard- 
ings comes  within  the  powers  given  under  the  Town 
Planning  Act,  and  here,  too,  public  opinion  is  coming 
round  to  the  view  that  advertisements  need  not  neces- 
sarily be  ugly. 

They  very  often  are,  it  is  true;  but  this  is  more 
often  due  to  want  of  thought  than  deliberate  inten- 
tion to  ofYend.  Too  often  the  landscape  along  our  rail- 
way routes  and  main  roads  is  stamped  for  ever  in  our 
memories  with  "Pott's  Pink  Pills"  or  "Biles'  Bilious 
Beans,"  writ  large  in  the  foreground.  Such  monstrosi- 
ties ought  for  ever  to  consign  these  goods  to  perdi- 
tion, but  short  of  this  all  such  advertisements  should 
be  subject  to  annual  license  by  the  local  authority  and 
a  good  license  fee  per  square  foot. 


The  establishment  of  tentative  experiments  in  civic 
survey  work  for  particular  areas  has  revealed  to  some 
extent  the  mass  of  preliminary  information  and  statis- 
tical data  necessary  to  a  full  understanding  of  the 
problem.  In  few,  if  any,  cases  is  it  possible  for  a  man 
to  grasp  the  details  of  the  many-sided  issues  which 
beset  the  problem  of  town  planning,  and  the  civic  sur- 
vey is  an  attempt  to  bring  together  and  collate  the 
w'hole  of  the  available  information  in  a  graphic  form 
which  will  appeal  not  only  to  the  professional  town- 
planner,  but  to  the  members  of  municipal  councils  and 
others  who  often  have  not  the  time  to  properly  study 
the  problems  affecting  their  town. 

The  heads  under  which  such  information  is  most 
profitably  grouped  may  be  taken  as : — 

(1)  The  site:  (a)  topography;  (b)  history. 

(2)  The  industries:  (c)  growth  of  commerce;  (d) 
causes  and  direction  of  growth. 

(3)  The  transit:  (e)  traffic  requirements — origin 
and  directions  ;  (f )  water  traffic,  railway  traffic,  road 
traffic. 

(4)  The  enjoyment  of  life :  (g)  health  requirements, 
water,  sanitation,  fire  prevention;  (h)  amenities,  archi- 
tecture, parks,  and  playgrounds. 

And  last,  but  not  least : — 

(5)  Financial  considerations:  (i)  land  value  and 
property;  (j)  rating,  taxation,  and  loans. 

It  may  seem  to  some  that  this  covers  almost  as 
wide  a  field  as  the  examinations  of  the  Surveyors'  In- 
stitution. If  so,  it  is  a  tribute  to  the  skill  and  fore- 
thought of  those  who  have  planned  the  Institution's 
examinations  to  embrace  the  many-sided  activities  of 
our  many-sided  profession. 

Conclusion 

In  matters  of  town  planning,  however,  we  must 
realize  that  to  foresee  and  provide'for  the  whole  future 
growth  of  our  towns  is  not  one  man's  job,  but  many. 

Every  profession  and  every  business  has  a  right  to 
be  heard,  and  the  plan  itself  must  be  the  result  of 
whole-hearted  co-operation  between  the  surveyor,  the 
engineer,  and  the  architect. 

In  the  town  plan  an  attractive  site  is  of  little  good 
without  proper  means  of  communication  and  efficient 
buildings. 

The  most  perfect  of  communications  by  rail,  by 
road,  or  by  water  will  be  unsatisfactory  unless  the  site 
is  wisely  chosen,  properly  surveyed,  properly  drained, 
and. properly  built. 

The  most  attractive  design  or  grouping  of  buildings 
will  be  of  no  avail  unless  the  site  is  first  of  all  suitable, 
the  roads  are  properly  graded,  and  the  means  of  com- 
munication the  very  best  that  can  be  obtained. 

Co-operation,  therefore,  between  the  professions  is 
necessary  from  the  earliest  stages  of  a  town-planning 
scheme,  and  so  far  as  this  Institution  is  concerned  we 
can  rely  upon  its  willingness  to  do  its  share  in  co-oper- 
ation with  the  architect  and  the  engineer  in  the  im- 
portant work  of  planning  the  future  of  our  towns." 


Smoke  Consumers  in  Sherbrooke 

The  Sherbrooke,  Que.,  city  council  has  passed  a 
by-law  making  it  compulsory  for  all  manufacturing 
plants  using  soft  coal  to  install  smoke  consumers.  As 
there  are  some  twenty  such  plants  in  the  city  which 
•  must  comply  with  this  by-law,  manufacturers  of  smoke 
consumers  will  do  well  to  cover  this  field. 
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The  Manufacture  of  Portland  Cement 

What  Portland  Cement  is,  and  a  Description  of  the 
Different    Processes    Followed    in    its  Production 


THE  field  of  Portland  cement  has  become  so 
broad,  with  its  applications  to  foundations,  for- 
tifications, bridg-es.  breakwaters,  docks,  canals, 
reservoirs,  dams,  buildings,  sewers,  silos, 
streets,  in  fact  almost  every  other  field  of  construc- 
tional endeavor,  and  works  of  remarkable  neatness 
'and  durability  have  been  executed,  yet  there  are  a 
great  many  builders  and  contractors  who,  when  asked 
how  Portland  cement  is  made,  show  a  hesitancy  that 
denotes  ignorance.  Mr.  A.  C.  Davis,  F.C.S.,  Assoc. 
Inst.,  in  a  paper  before  the  Institute  of  Civil  Engi- 
neers, IrelanVi,  gives  a  good  description  of  the  manu- 
facture of  Portland  cement.  The  following  is  ab- 
stracted from  his  paper  : — 

What  -Portland  Cement  Is 

Portland  cement  is  a  chemical  product  obtained  by 
the  preliminary  mechanical  combination  of  carbonate 
of  lime  with  silica  and  alumina,  and  which  after  pass- 
ing- through  the  succeeding-  stages  of  manufacture  be- 
comes a  mixture  of  silicates  and  aluminates  of  lime. 

.Portland  cement  can  be  produced  from  any  raw 
materials  containing  constituents  capable  of  yielding, 
by  calcination  of  silicates  and  aluminates  of  lime 
which  form  its  chief  components  and  the  necessary 
constituents  of  these  raw  materials  are  lime,  silica, 
and  alumina.  Small  additions  of  iron  oxide  are  desir- 
able for  fluxing  these  materials. 

The  raw  materials,  therefore,  used  for  the  manu- 
facture are  carbonate  of  lime,  usually  in  the  form  of 
chalk  or  limestone,  and  silica  and  alumina,  usually  in 
the  combined  form  of  shale  or  clay.  The  two  materials 
for  the  necessary  combination  indispensable  for  the 
manufacture  of  cement  are  not. always  found  upon  the 
same  site. 

The  suitability  of  locality  depends  upon  the  man- 
ner of  the  occurrence  of  these  requisites,  the  location 
of  the  deposit  with  respect  to  the  .cement-consuming 
market  and  the  fuel  supplies,  for  since  with  every  ton 
of  cement  manufactured  there  will  be  used  half-a-ton 
of  coal,  the  location  of  the  factory  in  regard  to  cheap 
fuel  supplies  is  quite  an  important  factor. 

If  it  were  at  all  possible  to  find  a  geological  forma- 
tion of  uniform  composition  containing-  exactly  the 
right  amount  of  naturally  mixed  chalk  and  clay,  Port- 
land cement  could  be  made  from  it  by  the  cheap  and 
simple  method  of  merely  burning^  lumps  of  the  material 
as  quarried,  and  grinding-  the  resultant  materials,  but 
since  such  a  material  has  not  been  discovered,  this 
method  of  manufacture  is  hardly  practicable,  for  a 
variation  of  even  one  per  cent,  of  the  proportion  of 
carbonate  of  lime  in  the  raw  materials,  to  say  nothing 
of  the  irregular  composition  of  the  other  ing-redients, 
is,  sufificient  to  destroy  the  reliable  quality  of  the  re- 
sultant cement. 

In  manufacturing  Portland  cement,  however,  car- 
bonate of  lime  and  clay,  or  other  argillaceous  material, 
are  first  efficiently  and  accurately  amalgamated  in  cer- 
tain fixed  proportions,  either  with  the  addition  of 
water  to  the  raw  materials,  or  by  the  fine  g-rinding 
and  mixing  of  the  same  in  their  dry  state. 

The  composition  of  a  prepared  mixture  of  these 
raw  materials  should  be  roughly  three  parts  of  chalk 
or  calcareous  constituent  to  one  of  clay  or  argillaceous 
constituent. 

■  In  the  United  States  most  of  the  cement  produced 


is  from  the  Lehigh  Valley  argillaceous  limestone 
which  contains  rather  more  cla}^  than  is  required  for 
a  correct  mixture.  To  this  a  small  amount  of  pure 
limestone,  usually  10  to  20  per  cent.,  is  added,  to  bring 
the  mixture  up  to  the  necessary  percentage  of  calcium 
carbonate  required  in  the  manufacture. 

It  will  thus  be  seen  that,  given  chalk  and  clay  in 
approximate  proportions  of  3  to  1,  or  lime  with  silica 
and  alumina  in  any  other  form,  it  is  of  the  first  im- 
portance that  these  materials  shall  be  treated  with  a 
full  knowledge  of  the  all-important  chemical  and  me- 
chanical operations  of  combining  them,  which  alone 
can  secure  the  manufacture  of  a  reliable  product. 

The  preliminary  mechanical  blending  of  the  raw 
materials  for  the  manufacture  of  Portland  cement  is  a 
stage  requiring-  the  utmost  technical  skill,  for  the  thor- 
oughness of  the  process  primarily  determines  the 
quality  of  the  resulting  cement,  and  if  the  manufac- 
turer is  to  turn  out  a  product  of  reliable  quality,  the 
scientific  supervision  of  this  branch  of  the  manufac- 
ture is  of  paramount  importance. 

The  first  conditions  of  any  method  of  preparing 
raw  materials  for  Portland  cement  manufacture  are, 
that  they  shall  be  (1)  correctl}'  proportioned,  (2)  very 
finely  comminuted,  and  (3)  thoroughly  mixed. 

The  proportions  of  chalk  and  clay  must  be  kept  to 
a  standard  as  close  as  possible  to  the  ascertained 
analysis,  work  which,  at  the  present  time,  in  the  most 
successful  cement  works,  is  carried  out  under  the 
supervision  of  the  works  chemists. 

It  is  firstly  essential  that  extreme  care  should  be 
exercised  in  obtaining  the  correct  proportions  of  the 
chalk  and  clay,  or  whatever  other  raw  materials  may 
be  used  in  the  process,  so  that  the  resultant  mixture 
may  be  relied  upon  to  contain  the  exact  chemical  con- 
stituents necessary  for  the  manufactuj-e  of  a  thorough- 
ly sound  cement ;  for,  if  the  raw  materials  are  not 
mixed  in  this  proper  proportion,  nothing^  can  be  done 
later  to  correct  it,  and  the  result  will  be  an  inferior 
product. 

The  proportion  of  the  ingredients  is  governed  bv 
continuous  laboratory  checking  of  the  raw  materials 
as  they  are  quarried,  and  this  testing-  by  the  works 
chemists  g-oes  on  nig-ht  and  day  or  as  long  as  the 
manufacture  is  proc-eeding-. 

Processes  of  Mixing 

There  are  two  principal  methods  of  mixing  the  raw 
materials:  namely,  firstly,  by  the  "Wet  Process."  ap- 
plicable mainly,  thoug-h  not  solely,  to  soft  materials, 
the  correct  quantities  of  the  raw  ingredients  being 
ground  and  mixed  by  the  aid  of  a  considerable  amount 
of  water.  Secondly,  the  "Dry  Process,"  in  which  the 
perfectly  dry  materials  are  ground  together  to  an  im- 
palpable powder  or  "flour."  and  subsequently  mixed 
to  correct  chemical  proportions. 

The  wet  process  of  mixing  the  raw  materials  is  par- 
ticularly adapted  to  such  materials  as  are  easily  disin- 
tegrated by  the  addition  of  water.  By  this  process  the 
chalk,  as  quarried,  and  clay,  are  weighed  into  what  is 
called  a  "w^ashmill,"  where  a  large  amount  of  water  is 
added.  The  wash-mill  is  a  circular  brick-lined  pit, 
some  15  feet  or  more  in  diameter,  and  5  feet  deep.  In 
the  centre  of  this  pit  is  a  concrete  or  brick  pier  carrv- 
ing  a  vertical  shaft  driven  through  a  crown-wheel  and 
pinion.    The  vertical  shaft  carries  a  circular  frame- 
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work,  from  which  are  suspended  harrows  fitted  with 
steel  tines.  The  passage  of  these  tines  through  the 
chalk  and  clay  suspended  in  water  tends  to  break  up 
the  lumps  and  convert  the  mixture  into  a  liquid  of 
thick  creamy  consistency,  which  is  kept  in  the  mill 
until  it  is  fine  enough  to  pass  the  screens  covering  the 
outlet  ports.  The  product  of  the  wash-mill  is  termed 
slurry  or  slip. 

In  some  instances  the  further  reduction  of  the  raw 
materials  is  el¥ected  in  wash-mills  alone,  while  with 
some  harder  materials  it  is  necessary  for  the  slurry  to 
be  treated  finally  in  the  tube-mill. 

Slurry  from  a  wash-mill  plant  contains  about  42 
per  cent,  of  water,  and  leaves  a  residue  of  less  than  five 
per  cent,  of  its  solid  constituents  on  a  seive  of  32,400 
meshes  per  square  inch. 

The  tube-mill,  as  used  for  wet  grinding,  consists  of 
a  drum  (about  20  feet  long  and  6  feet  diameter)  made 
of  steel,  and  protected  against  wear  and  tear  by  renew- 
able cast-iron  plates.  The  drum  is  nearly  half  full  of 
Hint  stones,  and  its  interior  is  easy  of  access  through 
manholes.  The  raw  mixture,  previously  reduced  by 
the  wash-mill,  flows  through  a  hollow  journal  into  the 
grinding  drum,  which  slowly  revolves.  After  being 
thoroughly  ground  by  the  flint  stones,  the  material  is 
discharged  through  the  hollow  journal  at  the  opposite 
end. 

In  the  latest  practice  the  wet  process  is  somewhat 
modified  to  allow  of  harder  materials  than  chalk  and 
clay  being  treated  thereby.  This  modification  is 
known  as  the  "Thick  Slurry"  process,  and  the  raw 
materials  are  first  of  all  crushed  to  a  size  not  exceed- 
ing a  2-inch  cube,  then  passed  into  a  mill  of  the  ball- 
mill  type — i.e.,  a  revolving  drum  containing  steel  balls 
up  to  5  inches  in  diameter,  together  with  a  stream  of 
water.  The  partially  ground  slurry  issuing  from  the 
ball  mill  is  then  treated  by  a  tube-mill,  where  the 
final  reduction  occurs. 

"Thick  slurry"  contains  about  35  per  cent,  of  water 
and  is  usually  even  more  finely  ground  than  wash- 
mill  slurry. 

Dry  Process  ^ 

In  the  dry  process  method  of  dealing  with  the  raw 
materials  for  cement  manufacture,  the  calcareous  and 
argillaceous  materials,  of  whatever  substances  they 
may  be  composed,  have  first  to  be  dried  after  passing 
the  preliminary  crushing  machinery.  The  dryers 
often  take  the  shape  of  expensively  constructed  brick- 
work kilns,  but,  with  the  more  general  adoption  of 
the  dry  process  of  manufacture,  little  time  was  lost  in 
inventing  a  less  costly  and  more  efficient  plant  which 
could  also  be  worked  at  a  much  reduced  labor  cost. 
The  dryers  now  usually  employed,  therefore,  in  the 
most  modern  plants,  consist  of  revolving  cylinders 
some  30  or  50  feet  in  length,  and  about  4  feet  in  dia- 
meter. These  rotary  drying  drums,  as  they  are  termed 
are  supported  on  steel  tyres,  resting  on  heavy  friction 
rolls,  and  the  drums  are  rotated  when  in  use  at  a 
speed  approximating  two  revolutions  per  minute,  and 
are  usually  set  with  an  inclination  of  about  one-half 
inch  per  foot. 

The  raw  materials  after  passing  the  crushing  rolls 
are  introduced  into  the  upper  end  of  the  dryers,  and 
are  il*nmediately  caught  by  cascading  channels  fitted 
inside  the  drums,  which  lift  and  drop  the  crushed  raw- 
materials  as  the  drum  revolves,  and  present  them  to 
the  hot  gases  passing  through  the  drums  in  the  op- 
posite direction  to  the  way  the  materials  are  traveling 
to  the  lower  or  outlet  end.  The  waste  heat  from  the 
kilns  is  thus  employed  for  drying  purposes;  or,  again, 
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furnaces  are  sometimes  arranged  to  rotary  dryers  for 
the  external  heating  of  the  drum. 

Dry  Grinding  and  Mixing 

•The  raw  materials  after  being  crushed  and  dried 
must  then  be  reduced  to  an  extremely  fine  powder  or 
"flour"  by  such  plant  as  is  adapted  for  clinker  grind- 
ing, and  then  are  carefully  and  thoroughly  mixed  to 
the  proper  chemical  proportions  before  being  con- 
veyed to  the  kilns  for  burning. 

This  dry  process  of  manufacture  has  been  employed 
where  the  raw  materials  cannot  be  satisfactorily  re- 
duced by  wash-mill  plant. 

In  United  States  and  Canada  the  dry  process  is 
generally  adopted. 

Preparing  Raw  Materials 

It  will  be  seen,  therefore,  that  in  preparing  the  raw 
materials  for  the  manufacture  of  cement,  the  chalk 
and  clay,  or  other  materials  of  similar  composition 
must  first  be  reduced  to  the  utmost  fineness,  either  by 
the  addition  of  water  or  by  dry  grinding,  either  of 
which  processes  breaks  down  the  cohesion  between 
the  particles,  and  leaves  the  material  in  a  very  finely 
divided  state,  the  physical  properties  of  the  respective 
materials  to  be  dealt  with  generally  determining  whicli 
method  of  reduction  is  to  be  adopted. 

Final  Composition  of  Raw  Materials 

Now,  before  the  prepared  raw  materials  pass  to 
the  next  stage  in  the  manufacture — that  of  burning — 
the  composition  of  the  raw  material  mixture  is  ascer- 
tained by  analysis  and  tests  and  the  carbonate  of  lime 
(familiarly  known  by  its  chemical  formula,  CaCOs) 
should  be  kept  within,  at  most,  one-half  per  cent,  of 
the  quantity  found  to  produce  the  best  cement.  This 
percentage  of  lime  varies  slightly  in  dif¥erent  works, 
according  to  the  many  geological  formations  contri- 
buting to  the  manufacture,  but.  roughly,  a  combination 
of  75  per  cent,  of  chalk  and  25  per  cent,  of  clay  will 
produce  a  cement  of  good  quality.  If  any  carelessness 
is  permitted  in  the  mixing  process,  the  results  are 
likely  to  be  disappointing,  for  when  the  proportion  of 
clay  runs  too  high  (or,  say,  the  percentage  of  lime  car- 
bonate falls  below 75)  a  compound  is  obtained  which, 
in  the  burning  process,  will  fuse  at  a  temperature 
lower  than  that  required  for  the  production  of  sound 
clinker,  thus  rendering  it  comparatively  useless.  On 
the  other  hand,  an  excess  of  chalk  (above,  say,  77  per 
cent.)  will  allow  a  mixture  to  sustain  the  highest  tem- 
perature in  the  kiln  without  risk  of  fusion,  but  the  re- 
sultant clinker  would  be  of  doubtful  qualit}^  because 
of  its  high-liming  or  expansive  tendencies  when 
ground  for  cement. 

Again,  a  variation  in  the  amount  of  carbonate  of 
lime,  even  to  one-half  per  cent.,  is  found  to  alter  ap- 
preciably the  tensile  strength  of  a  cement — namely, 
high  lime  increasing  the  strength,  and  low  lime  pro- 
ducing cement  of  little  strength. 

Analysis  of  Mixed  Raw  Materials 

The  chemically  mixed  raw  materials  prepared  in 
the  ordinary  course  of  manufacture  may,  therefore, 
analyse  in  this  way: — 

Silica   16.5  I 

Alumina  and  Oxide  of  Iron  ....      6.5  V  Clay. 

Undetermined    .  .  ' 

Carbonate  of  Lime   75.5  ) 

Carbonate  of  Magnesia   1.0  1 

From  such  a  material,  if  properlv  treated  in  the 
further  stages  of  manufacture,  a  good  commercial  ce- 
ment, testing  at  least  600  lbs  per  square  inch  in  seven 
days,  should  be  produced.    The  raw  materials  after 
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combination  are  then  carefully  mixed  and  proved  be- 
fore proceeding-  with  the  manufacture. 

Burning  or  Calcining 

The  next  stag-e  in  the  manufacture  of  Portland  ce- 
ment, followino-  the  scientific  and  mechanical  prepara- 
tion of  the  raw  material,  is  that  of  burning  at  a  high 
temperature,  or  calcining-,  the  raw  product  to  the  point 
of  slight  vitrification,  resulting  in  what  is  commonly 
called  a  cement  "clinker." 

In  the  raw  materials  it  will  be  observed  that  there 
is  no  combination  between  the  carbonate  of  lime  on 
the  one  hand,  and  the  silicate  of  alumina  on  the  other 
hand ;  in  the  conversion  of  the  prepared  raw  materials 
into  cement  clinker  by  burning,  the  silica  and  alumina 
of  the  clay  immediately  enter  into  combination  with 
the  lime,  thus  forming  calcium  silicates  and  alumin- 
ates.  These  compounds  are  the  important  constituents 
of  a  Portland  cement,  and  give  to  it,  when  combined 
in  their  proper  proportions,  its  hydraulic  properties. 
None  of  the  cements  of  commerce,  however,  are  made 
up  wholly  of  these  three  ingredients,  for  the  raw  ma- 
terials from  \vhich  cement  is  made  are  never  quite 
pure.  It  has  been  found,  for  instance,  that  iron  oxide 
behaves,  in  burning  a  mixture,  the  same  as  alumina, 
and  that  a  g-ood  cement  could  be  made  in  which  all 
the  alumina  was  replaced  by  iron  oxide,  but  the  essen- 
tial elements  of  a  good  cement  are  that  it  shall  con- 
tain at  least  the  necessary  amount  of  silica  and  lime. 

Heat  Regulation 

The  calcining  process  is  a  purely  chemical  one,  and 
it  is  a  stage  of  the  manufacture  involving  great  respon- 
sibility, for,  just  as  in  the  primary  blending  of  the 
chalk  and  clay,  a  faulty  mixing-  can  make  or  mar  the 
quality  of  the  cement,  so  can  the  deficient  burning  of 
the  material  destroy  all  that  is  valuable  in  the  finished 
product.  If  the  heat  be  not  sufficient,  the  necessary 
chemical  chan.ges  do  not  take  place,  and  a  similar  un- 
satisfactory result  is  obtained. 

The  proper  de.gree  of  burning-  is  indicated  by  the 
formation  of  a  dense  greenish-black  clinker  when  com- 
ing from  the  kilns.  Light-burned  clinker  is  yellow  and 
soft,  while  overburned  clinker  is  fused  and  slag-like. 
Thermometric  measurements  made  during  the  process 
of  calcination  show  that  for  normal  Portland  cement 
burning,  a  temperature  is  required  in  the  kiln  amount- 
ing to  about  1,400°  Centigrade,  or  "2,500°  Fahrenheit. 
The  temperature  is  variable,  according  to  the  percent- 
age of  carbonate  of  lime  contained  in  the  raw  materials 
— namely,  the  higher  the  proportion  of  lime  the  higher 
the  temperature  which  is  necessary  to  produce  com- 
plete diffusion  in  combination  with  silica.  Iron  oxide 
also  has  the  effect  of  reducing  the  clinkering  tempera- 
ture. 

Types  of  Kilns 

The  kilns  for  burning-  the  raw  materials  are  con- 
structed for  either  an  "intermittent"  or  "continuous" 
process.  The  intermittent  kilns  now  generally  adopted 
are  those  employed  in  the  wet  process,  and  are  of 
such  a  design  that  the  burning  necessitates  distinct 
loading  and  drawing  operations,  giving  intermittent 
working,  and  demanding  the  complete  cessation  of  the 
burning:  process  during-  the  drawing-  operation. 

In  the  continuous  kilns,  the  burning  of  the  raw  ma- 
terial proceeds  without  a  break,  and  the  drawing  of  a 
clinker  takes  place  at  the  same  time  without  inter- 
ruption, thus  making-  a  continuous  process. 

Continuous  kilns  are  generally  costly  to  construct 
and  require  skilled  labor  for  their  operation.  They 
are  economical  in  fuel,  and  where  they  are  used  the 


calcining  processes  are  much  more  regular,  and  the 
cement  is  of  better  quality. 

In  the  category  of  continuous  kilns  we  come  to 
the  process  of  burning-  by  the  "rotary"  kiln,  which  is 
the  most  modern  appliance  for  calcination.  The  manu- 
facture of  cement  by  the  rotary  kiln  may  be  said  to 
have  revolutionized  the  industry,  and  this  method  of 
burning  the  raw  materials  is,  perhaps,  the  most  scien- 
tific and  practical  invention  that  has  been  introduced 
into  the  manufacture  since  Portland  cement  was  first 
known.  Although  the  use  of  this  kiln  is  a  technical 
and  expensive  process,  involving  heavy  capital  outlay 
and  high  cost  of  production  and  continual  upkeep, 
there  is  nothing-  yet  in  sight  to  outclass  this  invention 
in  the  manufacture  of  Portland  cement. 

Although  the  rotary  kiln  was  the  subject  of  much 
doubt  and  prejudice  when  first  introduced,  it  is  safe 
to  say  that  no  new  cement  factory  would  be  erected 
at  the  present  day  without  a  rotary  kiln.  The  rotary 
kiln  consists  of  a  slightly  inclined  steel  or  wrought- 
iron  cylinder,  usually  from  100  to  200  feet  in  length, 
and  6  to  9  feet  in  diameter,  and  is  inclined  to  the  hori- 
zontal at  about  1  in  30.  The  size  of  the  kiln  within 
these  limits  determines  the  quantity  of  the  output — a 
rotary  kiln  200  feet  long,  and  9  feet  in  diameter,  pro- 
ducing some  1,200  tons  of  clinker  a  week,  with  night 
and  day  running.  The  rotary  kiln  is  lined  with  radial 
firebricks,  some  9  in.  in  thickness,  and  the  long  cylin- 
der is  mounted  on  tyres  running-  on  rollers,  and  is 
slowly  rotated  by  gearing-. 

Rotary  Process  of  Burning 

The  cement-making  materials  are  continuously 
fed  into  the  kiln  through  a  pipe  at  the  upper 
end  in  the  form  of  either  liquid  mud  (slurry) 
or  dry  powder,  according-  to  the  process  adopted 
in  preparing-  and  mixing-  the  raw  materials. 
Finely  ground  coal  is  almost  always  used  as  fuel,  and 
this  is  introduced  into  the  lower  or  outlet  end  by  a 
jet  of  air  issuing-  from  a  blast  fan. 

When  the  kiln  is  started  the  fine  coal  is  ignited, 
and  after  a  time  a  white  heat  is  obtained  in  the  lower 
end  of  the  cylinder.  The  raw  material  is  then  fed  into 
the  kiln,  and,  as  it  gradually  descends  into  the  zone 
of  heat  generated  by  the  perfect  combustion  of  the 
finely  ground  coal  fed  into  the  cylinder  from  the  oppo- 
site end  it  parts  with  its  carbonic  acid,  forms  little 
balls  which  reach  nearly  a  white  heat  in  the  lower 
third  of  the  kiln,  and  finally  issues  at  the  lower  end  as 
well-burned  clinker  in  grains  about  the  size  of  ,a  large 
pea.  The  g-reatest  heat  is  naturally  near  the  fuel-jet, 
or  outlet  end  of  the  kiln. 

The  operation  of  calcining  is  a  continuous  one,  and 
with  proper  care  under  or  over  burning  may  be 
avoided.  The  hot  clinker  is  cooled  by  passing  through 
rotary  cooling  drums  similar  in  construction  to  the 
rotary  kiln  but  much  smaller  in  size. 

Cooling  Drums 

The  cooling  drums  now  generally  in  use  in 
the  country  are  placed  at  the  lower  end  of  the 
kiln,  and  receive  the  hot  clinker  as  it  drops  finally 
from  the  kiln.  The  coolers  generally  consist  of  tubes 
some  40  feet  long  and  4  feet  in  diameter,  containing 
cascading  channels  for  lifting-  and  dropping  the  hot 
clinker  as  the  coolers  rotate,  thus  presenting-  it  to  the 
cold  air  passing  through  the  cooler  on  its  way  to  the 
kiln.  The  coolers  rotate  at  a  somewhat  higher  speed 
than  the  furnace  tube,  and  by  the  air  for  the  latter 
being  drawn  through  the  red-hot  clinker  a  fair  pro- 
portion of  the  otherwise  lost  heat  is  retained  and  uti- 
lised.   When  the  clinker  passes  from  the  coolers  it  is 
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quite  cold  enough  to  handle,  and  to  pass  to  the  further 
process  of  grinding  into  powder. 

The  first  stage  in  the  reduction  of  the 
clinker  is  generally  carried  out  by  an  ordinary 
stone-breaker  or  crusher,  or  by  rolls,  which  reduce  any 
larg-e  lumps  to  sizes  from, about  ^-inch  cube  down  to 
coarse  dust,  and  after  this  operation  the  clinker  is  con- 
veyed to  the  fine  grinding  machinery. 

In  modei'n  works  the  preliminary  grinding  of  ce- 
ment clinker  is  carried  out  bv  the  ball-mill,  and  from 
this  mill  the  coarsely  ground  material  is  conducted  to 
a  tube-mill  which  finishes  the  fine  grinding  previous 
to  storing-  the  cement.  The  ball-mill  consists  of  a 
cylindrical  grinding  drum,  mounted  on  a  steel  shaft 
running"  through  it,  and  provided  with  a  tightly-closed 
sheet-iron  casing.  The  grinding  drum  is  composed  of 
overlapping  steel  grinding-  plates,  in  one-half  of  which 
are  holes  for  the  gi'ound  material  to  find  its  way 
through  to  the  fine  sieves  externally  surrounding  the 
drum,  and  through  which  the  somewhat  coarsely 
ground  cement  passes  and  is  conveyed  to  the  tube- 
mills  for  finer  grinding.  The  crushing-  action  of  the 
ball-mill  is  caused  by  the  revolving-  of  the  drum,  which 
contains  a  number  of  steel  balls  of  various  sizes  be- 
tween which  the  clinker  is  crushed  and  pulverized. 

For  the  finishino-  process — the  fine  grinding  proper 
— the  tube-mill  is  employed,  which  p^rinds  by  means  of 
the  round  flint  stones  or  steel  pellets  contained  within 
it. 

The  tube-mill  consists  of  a  wrought  iron  revolving- 
cylinder,  with  hollowed  out  pivots  at  both  the  feed  and 
delivery  bearings,  and  is  about  one-half  full  of 
rounded  flint  stone,  for  other  grinding  medium.  The 
coarsely  ground  cement  is  fed  from  the  ball-mill  into 
one  end  of  the  tube-mill,  and  the  rotary  action  of  this 
mill,  similarly  to  the  ball-mill,,  finely  pulverizes  the 
cement  as  it  passes  through  the  falling  flint  stones  to 
the  delivery  end. 

The  finished  cement  is  ground  sufiiciently  fine  to 
pass  through  a  180  x  160  mesh  sieve  with  about  10 
per  cent,  residue,  and  finer  grinding  can  be  readily 
accomplislhed  by  the  manufacturer  if  necessary  ;  bi:t 
this  means  a  reduced  output  from  the  plant. 

From  the  grinding-  mills  the  cemenf  is  conveyed 
into  the  stores,  and  after  it  has  cooled  down  the  ma- 
terial is  ready  for  loading  out  at  the  factory. 


New  Substation  of  the  Mount  Royal  Tunnel 
and  Terminal  Co.,  Ltd. 

The  Mount  Royal  Tunnel  and  Terminal  Company, 
Limited,  are  constructing  on  a  site  on  Douglas  Road 
and  Canora  Street,  Mount  Royal  Model  City,  a  term- 
inal sub-station  in  connection  with  the  Mount  Royal 
tunnel.  Power  will  be  purchased  and.  brought  into 
the  station,  which  is  just  outside  the  west  portal, 
through  cables  in  duplicate  running  in  ducts  through 
the  centre  wall  of  the  tunnel  from  the  Dorchester 
Street  terminal. 

The  building  is  92.6  x  76  ft.,  and  43  ft.  in  height. 
It  consists  of  two  sections,  one  being  the  main  ma- 
chine room  and  the  other  consisting  of  rooms  for  vari- 
ous auxiliary  machines.  The  machine  room  is  sep- 
arated from  the  others  by  a  brick  wall  running  through 
the  centre  of  the  building,  communication  being  by 
means'of  two  doors.  The  chief  machine  room  occu- 
pies the  front  portion,  and  the  remaining  rooms  are 
at  the  back,  and  are  divided  into  three  storeys.  The 
motor  generator  sets  will  be  ])lace(l  in  the  main  room, 
which  has  a  floor  s])ace  of  4,000  feet,  and  will  be  equip- 
ped with  a  travelling  crane  running  the  entire  length 


of  the  room,  and  carried  on  steel  posts,  stanchions,  and 
beams.  The  concrete  floor,  12  inches  thick,  will  carry 
hundreds  of  iron  conduits  in  which  will  be  placed 
the  various  wires. 

On  the  same  level  as  the  main  room  and  at  the 
back  are  the  bus  bar  room,  feeder  entry  room,  and  the 
power  transformer  rooms.  Above  these  are  the  oil 
switch  room,  the  lightning  arrester  room,  and  the  sig- 
nal and  lighting  transformer  rooms.  On  the  third 
floor  are  situated  the  oil  switch  control  batteries  and 
the  upper  part  of  the  lightning  arrester  room.  In  the 
basement  the  oil  room,  bunkers,  etc.,  are  located. 

The  foundations  and  floors  are  of  concrete.  The 
exterior  is  of  tapestry  brick  with  trimmings  of  patent 
stone  made  by  the  company.  The  windows  have  steel 
sashes  and  rough  rolled  plate  glass.  The  roof  of  con- 
crete is  carried  on  steel  trusses,  with  a  clear  span 
of  44  feet. 

The  walls  of  the  machine  room  are  lined  with  a 
glazed  brick  dado  to  a  height  of  10  feet  from  the 
floor ;  above  this,  the  walls  are  lined  to  their  full 
height  with  cream  pressed  brick.    The. whole  of  the 


View  of  the  Substation  at  Mount  Royal  Model  City. 


backing  of  the  internal  cross  walls  is  of  plastic  brick. 
The  transformer  and  battery  rooms  are  ventilated  by 
means  of  shafts,  while  the  machinery  room  has  a 
special  system  of  ventilation,  the  ventilators  measur- 
ing six  feet  across.  The  interior  doors  are  of  iron  or 
steel  Kalamine.  The  company  are  carrying  out  the 
construction  work  themselves.  The  Metal  Shingle  and 
Siding  Company,  Limited,  Montreal,  executed  the  roof- 
ing ;  Steel  and  Radiation,  Limited,  Toronto,  supplied 
the  metal  sashes  and  boilers  for  heating;  the  James 
Walker  Hardware  Company,  Montreal,  the  hardware ; 
and  Dartnell,  Limited,  Montreal,  all  the  brick  except 
the  plastic,  which  was  made  by  the  National  Brick 
Company  of  Laprairie,  Limited. 


There  was  a  great  deal  of  optimism  shown  at 
the  annual  meeting  of  the  Builders'  Exchange, 
recently  held  at  Saskatoon,  Sask.,  and  the  gen- 
eral opinion  seemed  to  be  that  the  building  out- 
look for  the  present  year  is  brighter  than  it  has 
been  for  a  considerable  time.  Among  the  officers 
appointed  for  the  year  were:  President,  Jas.  Priel; 
Vice  Presidents,  A.  W.  Cassidy  and  A.  E.  Rich- 
ardson; Hon.  Treas.,  A.  Rutherford;  Secretary, 
M.  R.  Pout. 
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Some  Comparative  Values  and  Costs  of  Different 
Types  of  Street  Pavements  and  Roads 


Considerable  has  been  published  on  different  types 
of  street  pavements  and  roads  from  the  point  of  view 
of  the  method  of  construction.  The  followino-  paper 
by  E.  M.  Le  Qua,  in  "Engineering  and  Contracting," 
gives  some  comparative  values  of  various  approved 
forms  of  street  pavements : — 

The  life  of  a  pavement  is  determined  by  two  wholly 
different  factors  or  a  combination  of  the  two — na- 
tural durability  of  the  materials  of  which  the  pave- 
ment is  constructed,  and  the  amount  of  punishment 
the  pavement  receives  due  to  wear,  tear  and  age.  The 
destruction  due  to  age  is  independent  of  that  due  to 
travel.  The  statement  that  a  certain  pavement  has 
lasted  a  certain  number  of  years  means  practically 
nothing  as  regards  its  durability  unless  the  quantity 
of  travel,  preferably  in  tons,  per  square  yard,  per  year 
is  given.  To  the  neglect  of  this  principle  is  due  the 
conflicting  statements  about  the  durability  of  various 
kinds.  From  the  point  of  economy  alone,  the  follow- 
ing factors  must  be  taken  into  account  in  comparisons : 

(1)  First  cost. 
•   (2)  Interest  on  first  cost. 

(3)  Payments  to  sinking  fund  to  redeem  debt  in- 
curred for  construction. 

(4)  Maintenance  cost  including  cleaning  and  water- 
ing. 

(5)  Useful  life  of  the  pavement. 

(6)  Value  of  the  worn-out  pavement  for  purposes 
of  renewal. 

Maintenance  consists  of  the  following  separate 
divisions  besides  the  cost  of  watering: — 

(a)  Interest  on  first  cost. 

(b)  Annual  payment  to  a  fund  to  redeem  bonds  in 
(x)  years  at  (x)  per  cent,  interest. 

(c)  Annual  payment  to  a  sinking  fund  to  provide 
sum  necessary  for  reconstruction  at  the  end  of  (x) 
years. 

(d)  Cost  of  ordinary  repairs  during  life  of  pave- 
ment per  square  yard  per  year. 

(e)  Cost  of  cleaning  per  square  yard  per  year. 

(f)  Total  cost  per  square  yard  per  year. 

This  latter  comparison  is  for  an  annual  check  and 
is  entirely  separate  from  the  one  above.  Compared 
on  this  maintenance  basis  in  the  city  of  Boston: — 

Life. 

Granite  blocks,  cost  annually,  $0.58  per  sq.  yd.  13  yrs. 
Sheet  asphalt,  cost  annually,  $0.57  per  sq.  yd.  9  yrs. 
Macadam,  cost  annually,  $0.78  per  sq.  yd   5  yrs. 

It  was  found  that  pavements  are  often  continued 
in  use  long  after  it  would  be  more  economical  to  renew 
than  to  repair. 

Although  cost  is  the  great  item  in  pavement  com- 
parison the  public  in  general  demands  that  many  more 
things  be  taken  into  account  and  the  following  pave- 
ments will  be  compared  on  the  l)asis  of  the  essentials 
of  a  perfect  pavement,  namely  : — 

(1)  Cheapness.  No  matter  how  good  a  pavement 
is  unless  the  money  for  its  purchase  is  at  hand,  it  is 
not  available.  So  the  question  is,  what  is  the  best 
obtainable  with  the  money  you  have. 

(2)  Durability.  Some  .materials  have  only  a  cer- 
tain life  whether  they  are  subjected  to  traffic  or  not, 
such  as  asphalt  and  untreated  wood.  Where  traffic  is 
the  governing  factor,  it,  in  turn,  is  influenced  by  width 
of  street,  character  of  pavement,  presence  or  absence 
of  street  cars,  and  state  of  repair. 


(3)  Ease  of  Cleaning.    An  economic  and  sanitary 
factor. 

(4)  Resistance  to  Traffic.  Pavements  are  con- 
structed for  the  transportation  of  vehicles  and  any- 
thing hindering  this  is  important. 

(5)  Non-Slipperiness.  The  efficiency  of  a  horse 
depends  on  his  foothold.  Infinite  strength  is  of  no 
avail  if  there  is  no  place  to  apply  it. 

(6)  Maintenance.  Closely  allied  to  first  cost  and 
depending  on  material  and  traffic.  With  some  i)ave- 
ments,  as  treated  wood  and  asphalt,  a  certain  amount 
of  traffic  is  more  beneficial  than  otherwise. 

(7)  Favorableness  to  Travel.  Ease  and  comfort  of 
riding  and  decrease  of  wear  on  vehicles. 

(8)  Acceptability.  Lack  of  noise,  reflection  of 
light,  radiation  of  heat,  emission  of  unpleasant  odors 
and  other  qualities  concerning  the  pedestrian  and  ad- 
joining residents.  • 

(9)  Sanitary  Quality.  An  essential  to  health  in  any 
city. 

Sheet  Asphalt 

This  type  of  pavement  is  suitable  for  use,  with  a 
proper  foundation,  for  medium  to  heavy  traffic,  and 
in  some  parts  of  Canada  is  used  and  proposed,  with  a 
6-in.  concrete  base,  for  very  heavy  traffic.  It  is  not 
suitable  on  grades  steeper  than  5  per  cent,  as  a  gen- 
eral rule,  but  has  been  used  on  7  per  cent,  grades.  It 
wears  fairly  even,  with  a  tendency  towards  ruts  and 
holes  under  heavy  traffic.  Its  advantages  are  ease  of 
traction,  smoothness,  comparative  noiselessness  under 
traffic,  impervious  to  water,  easily  cleaned,  pleasing  to 
the  eye,  suitable  to  practically  all  classes  of  traffic,  no 
vibration  or  concussion  given  to  passing  vehicles,  and 
comparative  low  first  cost  and  maintenance.  Its  dis- 
advantages are,  slipperiness  under  certain  atmosphe- 
ric conditions,  disintegrates  if  excessively  sprinkled  or 
otherwise  subjected  to  constant  moisture,  although 
asphaltum  is  impervious  to  either  fresh  of  salt  water, 
becomes  soft  and  wavy  under  traffic  in  extreme  heat, 
may  crack  and  become  friable  under  extreme  cold,  and 
is  not  adapted  to  steep  grades. 

In  1911,  2,348  mi.  of  asphalt  sheet  were  laid  in 
Brooklyn,  Boston,  Buffalo,  Chicago,  New  York,  Phila- 
delphia, St.  Louis,  and  Washington,  D.C.  Chicago, 
Washington,  Philadelphia,  New  York,  and  Winnipeg, 
Canada,  have  more  than  of  any  other  type.  Mainten- 
ance costs  vary  from  $.35  per  sq.  yd.  in  Brooklyn  to 
$.30  per  sq.  yd.  in  London,  depending  on  age  and  traf- 
fic. When  properly  constructed,  asphalt  is  good  for  a 
life  of  from  16  to  22  years. 

Asphaltic  Concrete 

Suitable  in  most  places  where  sheet  asphalt  is  used 
and  in  some  where  it  is  not.  Has  been  used  satisfac- 
torily on  grades  of  from  2  per  cent,  to  7  per  cent,  "with 
transverse,  staggered  grooves  cut  for  a  foothold  on  the 
latter  grade.  Is  slippery  in  wet  weather,  with  ten- 
dency to  wear  into  holes  under  heavy  traffic.  Slight!}'' 
noisier  than  sheet  asphalt,  with  a  life  depending  main- 
ly on  the  toughness  of  the  stone  aggregate.  Cost 
values  are  from  $1  to  $2.50  per  square  yard,  the  latter 
including  grading  and  foundation. 

Asphaltic  Macadam 

Generally  proposed  where  traffic  is  not  quite  heavy 
enough  to  necessitate  sheet  asphalt,  with  the  same 
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foundation  as  the  latter.  It  may  take  the  place  of 
sheet  asphalt  on  grades  greater  than  d  per  cent,  in 
Canada  it  is  often  laid  on  Telford  base,  consisting  of 
stones  8  in.  thick  laid  on  edge. 

Costs  vary  from  $.77  in  Baltimore  to  $1.36  in  On- 
tario. 

Advantages  are  freedom  from  dust,  low  external 
and  internal  wear  on  road  metal,  imperviousness  and 
a  degree  of  density  of  surface,  noiselessness,  low- 
traction  resistance,  and  is  sanitary.  Disadvantages 
are  slipperiness  at  times  and  variability  of  penetration 
and  distribution  of  road  metal. 

Asphalt  Block 

This  type  aftords  a  better  foothold  than  sheet  as- 
phalt owing  to  a  coarser  stone  in  the  aggregate  and 
on  account  of  the  lomts  between  the  blocks.  An  ob- 
jection is  that  the  blocks  have  to  be  all  manufactured 
at  one  location  and  transported  to  the  locality  where 
used  while  a  portable  .sheet  asphalt  plant  permits  a 
smaller  haul.  This  is  counteracted  in  repair,  however, 
where  the  removable  blocks  allow  an  easy  reconstruc- 
tion without  necessity  of  a  resurfacer  or  mixing  plant. 

Suitable  for  residence  streets  of  light  traffic  minus 
car  tracks,  with  a  profitable  life  of  ten  years.  Cost  of 
construction  averages  $2.70,  with  maintenance  from 
$.062  to  $.10  per  square  yard.  The  pavement  is  very 
hard  to  keep  clean  when  roughened  and  worn  at 
edges. 

Wood  Block— Treated 

An  ideal  pavement  where  traffic  is  heavy  and  noise 
a  detriment.  Except  for  its  high  cost  and  a  tendency 
toward  slipperiness  when  wet  it  is  suitable_  for  streets 
with  all  degrees  of  traffic.  Cost  from  $2.50  to  $3.50, 
including  grading.  Maintenance  cost  from  $.014  to 
$.26.  It  wears  very  evenly  and  has  a  life  of  from  10 
to  20  years. 

Advantages  are  noiselessness,  long  life,  smooth, 
easily  cleaned,  and  sanitary.  Disadvantages,  tendency 
to  shpperiness  in  wet  weather  and  to  bleeding  and 
warping  in  hot  weather  due  to  improper  treatment  or 
laying. 

Brick 

This  type  is  good  under  all  conditions  as  far  as  dur- 
ability is  concerned  when  made  of  a  good  quality  pro- 
duct. It  is  noisy  and  should  not  be  used  where  noise 
is  a  detriment.  With  lugs,  it  can  be  laid  on  fairly 
steep  grades.  It  is  not  easy  to  broom,  but  cleans 
readily  with  a  flusher.  Advantages,  durability,  slight 
resistance  to  traction,  dustless,  and  furnishes  good 
foothold.  Disadvantages,  large  coefficient  of  expan- 
sion, noisy,  and  tendency  to  edge  wear  producing  cob- 
bles and  holes.  Life  with  heavy  traffic  and  car  tracks, 
8  years,  without  tracks,  15  years.  Costs  $1.85  to  $2.95, 
with  a  maintenance  cost  not  generally  exceeding  $.02 
per  year  unless  it  is  treated  with  a  bituminous  coat. 

Concrete 

Its  life  is  not  as  long  as  that  of  brick,  but  when 
properly  constructed  concrete  is  capable  of  rendering 
■service  fully  commensurate  with  its  cost  of  construc- 
tion. Costs  are  quite  modified  by  local  conditions, 
but  generally  average  about  $1.85  per  square  yard. 
Most  of  it  would  admit  of  resurfacing  after  15  years. 
On  several  jobs  in  Illinois  fi've  year  serial  bonds,  pay- 
able annually,  were  issued  which  gave  a  total  cost  at 
the  end  of  a  25-year  life,  including  first  cost,  interest 
and  maintenance  of  $3.19  per  square  yard  per  year. 
Concrete  is  smooth,  easy  to  clean,  and  gives  a  good 


foothold  when  surfaced,  but  is  dusty,  slippery,  and 
noisy  without  a  bituminous  coat. 

Stone  Block 

Is  very  good  where  the  traffic  is  of  the  heaviest 
and  most  destructive  type.  When  the  blocks  are  so 
used  they  should  be  specially  selected  and  tested. 
Granite  and  quartzite  are  usually  used,  but  the  choice 
of  kind  should  be  governed  by  the  availability.  With 
a  concrete  foundation,  well  dressed  and  close  jointed 
blocks  of  small  size,  a  life  of  30  years  is  not  uncom- 
mon. The  average  cost  with  a  grout  filler  is  $3.50  per 
square  yard,  with  a  meintenance  of  $.001  to  $.02  per 
square  yard.  The  pavement  is  durable,  adapted  to 
grades,  and  easy  to  clean  when  smooth,  but  is  slippery, 
noisy,  rough  and  unsanitary  when  worn. 

Tar  Macadam 

This  macadam  has  many  advantages  over  water- 
bound,  is  less  perishable,  has  a  longer  life,  is  practi- 
cally noiseless,  preserves  a  smoother  surface,  and  re- 
quires less  maintenance.  The  cost  is  a  little  more 
than  that  of  ordinary  macadam,  but  its  increased  life 
easily  compensates  for  this,  and  it  will  take  a  coa- 
siderably  heavier  traffic.  It  is  not  generally  used  on 
grades  of  over  1  in  30.  Cost  averages  $.85  per  sq.  yd., 
with  comparatively  little  maintenance.  A  patent  of 
this  type  called  Tarmac,  using  broken  slag  and  tar 
mixed  in  a  machine  has  been  used  to  a  considerable 
extent  in  England  and  has  given  good  satisfaction. 

Water  Bound  Macadam 

This  is  suitable  for  light  traffic  in  residence  districts 
when  treated  with  a  bitumen  or  light  oil,  but  without 
treatment  soon  ravels  and  becomes  very  dusty.  Yearly 
maintenance  is  practically  necessary  at  a  cost  of  from 
$.04  to  $.12,  depending  on  the  treatment.  First  cost 
depending  on  locality,  varies  from  $.50  to  $1  per  square 
yard.  Below  are  given  the  opinions  of  a  group  of  pro- 
minent Canadian  en.o-ineers  as  to: 

1. — Place  for  Pavements  in  Order  of  Popularity 

(1)  Light  residence  to  semi-business:  sheet  as- 
phalt, bitulithic,  asphaltic  concrete,  wood  block,  as- 
phalt block,  concrete. 

(2)  Semi-business  to  medium  heavy  traffic:  bitu- 
lithic, sheet  asphalt,  asphaltic  concrete,  wood  block, 
asphalt  block,  concrete. 

(3)  Heavy  traffic:  brick,  wood  block,  stone,  scoria 
block. 

(4)  Along  street  railway  tracks:  wood  block, 
brick. 

(5)  For  quiet  streets:  wood  block,-bitulithic,  sheet 
asphalt,  concrete. 

(6)  For  graded  streets:  brick. 

2. — Nature  of  Deterioration 

Asphalt  Block:  edge  wear,  forming  holes  and  cob- 
bles, noisy  and  hard  to  keep  clean  when  worn,  disin- 
tegrates at  bottom. 

Asphaltic  Concrete :  wears  into  holes,  susceptible 
to  marking  in  hot  weather. 

Bitulithic  :  wears  evenly,  tendency  to  Iioles  under 
heavy  traffic. 

Brick :  edge  wear  and  cobbling  under  heavy  traf- 
fic, increased  noise  and  unsanitariness  as  wear  in- 
creases, slows  down  traffic  when  badly  worn. 

Sheet  Asphalt:  wears  slowly  into  large  holes  or 
patches,  heavy  traffic  causes  ruts,  cracks  hasten  de- 
terioration; 

Wood  Block:  rots  if  untreated,  when  treated  wear 
is  slow  and  even. 
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Stone  and  Scoria  Block:  weai's  gradually  into 
holes  and  cobbles,  unsanitary  when  roug-h. 

Concrete :  wears  slowly  and  evenly  if  well  made, 
otherwise  cracks  and  chips. 

Below  are  given  various  tabulations  of  campari- 
son,  compiled  from  data  available : — 

I.— USUAL.  LIFE'  OF  PAVEMENTS.— J.  B.  HITTEL,  CHIEF 
ENGINEER,  CHICAGO. 

Asphalt  12  to  15  years 

Brick   12  to  15  years 

Wood  block   15  to  18  years 

Granite   30  to  40  years 

II.— MOST  ECONOMICAL,  PAVEMENT  UNDEK  CONDITIONS. 

(a)  Large  volume  of  heavy  traffic. 

(b)  Secondary  business  streets  virith  moderate  volume  and  weight 
of  traffic. 

(c)  Main  city  or  suburban  streets  having  large  volume  of  light 
traffic. 

(d)  Suburban  or  residenc3  streets  where  traffic  i^local  and  light. 
For  (a)  macadam  is  most  e.xpensive,  sheet  asphalt  slightly  better 

than  granite,  but  granite  is  preferable  owing  to  the  inconvenience  of 
repairs  to  asphalt. 

For  (b)  macadam  is  the  most  expensive,  sheet  asphalt  the  most 
economical. 

i'"or  (c)  granite  is  most  expensive  and  a  material  difference  exists 
in  favor  of  shee^t  asphalt  over  macadam,  though  the  relative  costs  do 
not  differ  widely. 

For  (d)  granite  is  very  expensive,  macadam  the  cheapest. 

III.— FRACTIONAL.  RESISTANCE. 

Asphalt    1  (least) 

Macadam   2-5 

Macadam  (wet)    7-8 

IV.— COSTS  FDR  PERIOD  OF  YEARS,  ASSUMING  GRANITE  HAS 
A  25-YEAR  LIFE,  WOOD  20  YE.\RS.  BRICK  15  YEARS, 
ASPHALT  18  YEARS. 

Exp.  per  yr.  Aver    ex  p. 
First    cost    per  yd.,  1st  per  yr.  per 
Material.  per  sq.  yd.-       pferiod.       yd.,  50  yrs. 

Granite    $3.50  SO. 294  '  $0,270 

Asphalt    2.00  .208  .164 

Wood   :   •?..10  .308  .274 

Brick    2.50  .224  .199 

v.— DURABILITY. 

Small  Extensive.  Complete  re- 
repairs,  repairs,  construction. 
Material.                                  Years.  Years.  Years. 

Asphalt  black                                   5-10  10-12  12-15 

Asphalt  concrete                              4-  G  6-8  8-10 

Bithulitic                                          5-  8  10-15  15-20 

Brick                                                 8-10  10-15  15-lS 

Concrete                                            j-  8  10-12  15-1 S 

Stone — Scoria                                  10-15  15-20  20-30 

Sheet  asphalt                                   4-8  10-15  15-18 

Untreated  wood  .•                            3-5  G-10  10-7:' 

Treated  ^^'00d                                   8-10  12-15  15-18 

VI.— GENERAL  QUALITIES  BY  THE  PER  CENT  SYSTEM. 

Quality.  %.  Granite.  Wood.  Asphalt.  Brick. 

Cheapness    14  8            8  11  11 

Durability    21  21          16  15  16 

Ease  of  cleaning   15  10          14  14  15 

Light  traffic  resistance   15  13          14  12  15 

Non-slipperiness    7  7            4  5  6 

Ease  of  maintenance   10  10            S  6  6 

Favorableness  to  travel   5  2            5  4  3 

Sanitary  qualities    13  9          13  12  10 

Totals    100  SO  82  79  82 

Cheapness   eliminated    72  74  68  71 

VIII— GENERAL  .QUALITIES  USING  OTHER  FACTORS. 


g       2       «  5  . 

u      a       c       S  o 

«      t-             s:   ■  B  S  •i 

PhOm      oj'ca      m  A  ts 

First  cost   :                          14     4        4        6.5     6.5     7  14  4.5 

Durability                                    20    20      17,5    10      14      12.5  .6  14 

Ease  of  maintenance                 10'     9.5    10        7.5     8        8.5  4.5  9.5 

Ease  of  cleaning                       34    10       11       14      14      12.5  6  14 

Low  traction  resistance....      14      S.3     9.5    14      13.5.  12.5  8  14 

Non-slipperiness                           7     5.5      7        3.5     4.5     5.5  6.5  4 

'Favorableness  to  travel..  .       4      2  5     3.5      4        3.5     3  3  3.5 

^Acceptability                                4     2        2.5     3.5     3.5     2.5  2.5  4 

Sanitary  quality                          13     9        8.5    13       12      10.5  4.5  12.5 

Total                                       100    71       73.5    76       79,5    74,5  55  80 

'Refers  to  smoothness  and  freedom  from  dust  and  mud. 
=To  noise,  reflection  of  li^ht  and  heat,  emission  of  unpleasant  odors 
and  other  things  concerning  pedestrians  and  adjoining  residents. 


In  conclusion  would  say  that  many  more  years 
must  pass  and  accurate  data  be  kept  before  a  reliable 
comparison  of  pavement  can  be  procured.  In  any 
pavement  construction,  great  attention  must  be  given 
to  the  supply  of  materials  at  hand.  Also,  since  prices 
are  generally  goings  upward,  it  must  be  taken  into  con- 
sideration that  the  increasing-  cost  of  construction 


and  maintenance  is  n(A  due  alone  to  an  increase  in  the 
amount  of  traffic,  but  to  a  necessary  increase  in  cost 
of  materials  in  years  to  come. 


New  Report  on  Waterworks  of  Canada 

A  new  edition  of  "Waterworks  and  Sewerage  Sys- 
tems of  Canada,"  by  Leo  G.  Denis,  has  just  been  issued 
by  the  Commission  of  Conservation.  In  the  present 
report  the  various  physical  and  financial  data  respect- 
ing waterworks  have  been  brought  up  to  date  and  a 
new  section  on  sewerage  systems  has  been  added. 
The  book  is  a  royal  octavo  volume,  handsomely  bound 
in  cloth,  contains  176  pages  of  text  and  is  well  illus- 
trated with  25  half-tones  and  5  diagrams. 

In  the  year  of  Confederation  there  were  only  7 
waterworks  plants  in  Canada;  to-day  there  are  528. 
These  have  been  built  at  a  total  cost  of  $123,725,633, 
and  entail  an  annual  maintenance  charge  of  $4,558,539. 
The  total  daily  consumption  is  426,877,000  Imperial 
gallons,  which  gives  an  average  daily  consumption  per 
capita  of  111  gallons,  ranging  from  50  gallons  in  Man- 
itoba to  143  in  New  Brunswick. 

There  are  206  plants  supplied  from  springs  or 
wells  and  322  from  lakes  or  streams.  In  72  plants  the 
water  is  filtered  and  in  21  plants  it  is  treated  with 
hypochlorite.  The  municipally-owned  plants  number 
396.  As  to  rates,  where  specified,  it  is  shown  that  flat 
rates  are  used  in  209  cases,  meters  in  30,  and  both  flat 
and  meter  in  141. 

There  are  279  sewerage  systems  in  Canada,  hav- 
ing an  aggregate  mileage  of  4,223,  and  which  have  been 
built  at  a  total  cost  of  $74,504,418.  In  only  75  muni- 
cipalities is  the  sewage  treated.  Proportionally  to  pop- 
ulation, the  West,  with  28  treatment  plants,  makes  a 
much  better  showing  than  the  East,  with  47.  The 
total  cost  of  the  treatment  plants  is  $3,218,935. 


Harbor  Development  in  New  Brunswick 

Tenders  are  being  asked  by  the  New  Brunswick 
Public  Works  Department  for  crib-work  and  back 
filling  on  Pier  16,  West  St.  John,  the  intention  being 
to  have  this  pier  ready  for  next  winter's  port  business. 
During  the  season  just  ended  there  was  an  occasional 
shortage  of  pier  accommodation.  With  another  pier 
built,  this  shortage  will  be  to  some  extent  removed.  A 
temporary  wopden  warehouse  will  be  erected  on  this 
pier.  Three  dredges  are  now  operating  at  East  St. 
John,  preparing  new  terminals  for  the  Canadian  Gov- 
ernment Railways. 

Development  work  has  been  begun  on  the  tungsten 
mines  near  Burnt  Hill,  Northumberland  County,  N.  B. 
There  is  a  great  demand  for  this  valuable  ore. 

The  federal  government  has  decided  to  erect  a  mil- 
lion bushel  grain  elevator  at  St.  John,  N.  B.,  in  con- 
nection with  the  Canadian  Government  Railway  sys- 
tem. It  is  expected  that  the  first  unit  of  500,000  bush- 
els will  be  ready  for  use  the  coming  winter  season. 

The  contract  for  the  construction  of  the  St.  John 
Valley  Railway  from  Gagetown  to  Westfield  has  been 
awarded  to  the  Nova  Scotia  Construction  Company  of 
Sydney,  N.  S.  The  contract  provides  that  the  road 
shall  be  completed  in  safe  condition  for  operation  by 
February  1st,  1917,  and  the  work  fully  performed 
August  1,  1917.  This  section  of  railway  is  to  be  em- 
ployed in  bringing  Transcontinental  Railway  freight 
to  St.  John,  the  C.  P.  R.  track  being  used  temporarily 
between  Westfield  and  the  city.  Until  the  East  St. 
John  terminals  are  completed,  export  freight  will  be 
shipped  from  West  St.  John. 
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Concrete  in  Tree  Surgery 

IN  the  science  of  medication  of  members  of  the 
vegetable  kingdom,  quite  an  important  part  is 
played  by  concrete.  This  material  has  in  the 
practice  of  surgery  a  well  defined  purpose  and  a 
certain  fixed  method  of  application.  Cement  in  trees 
fulfils  the  threefold  purpose  of  stopping  decay,  serv- 
ing as  a  structural  support,  and  providing  a  surface 
over  which  the  bark  may  heal.. 

The  real  life  of  a  tree  is  represented  by  the  bark,  a 
cambium  layer  just  behind  it,  two,  three  or  four  inches 
of  sapwood  behind  the  cambium  layer,  and  the  leaves 
and  roots.  The  inside  of  a  tree  is  practically  dormant. 
The  sap  ascends  in  the  outer  woody  fibre,  enters  the 
leaves,  undergoes  its  chemical  change  which  produces 
the  tree  food,  and  descends  just  inside  the  bark,  build- 
ing as  it  goes.  The  central  tissues  serve  no  purpose 
save  physical  support. 

Decay  in  a  tree  attacks  and  disintegrates  the  dor- 
mant fibre  first.  The  life  of  a  tree  affected  with  decay 
may  be  prolonged  for  some  time  by  removing  the 
decaying  material  and  replacing  it  with  cement.  After 
removing  the  decay,  any  remaining  fungi— which  are 
the  direct  cause  of  decomposition — may  be  killed  by 
a  coat  of  corrosive  sublimate.  The  cavity  is  then 
waterproofed  with  a  penetrating  and  adhesive  water- 
proofing material  and  the  concrete  applied. 

Cement  improperly  put  in  a  tree  is  worse  than  none. 
Sometimes  it  is  necessary  to  put  the  cement  in  in  sec- 
tions, leaving  joints  to  permit  of  the  tree  swaying 
without  damaging  the  joint.  The  exclusion  of  foreign 
substances,  especially  water,  is  the  all-important  task 
of  the  tree  surgeon.  Some  sort  of  waterproofing  is 
applied  around  the  edges  of  the  cavity,  which  will 
exclude  moisture  and  still  allow  the  bark  to  grow  over 
and  cover  the  wound. 

Nature  responds  wonderfully  to  proper  treatment. 
Save  the  trees — they  provide  to  the  human  family  com- 
fort, beauty,  and  pleasure,  they  hold  in  check  the  water 
that  forms  our  rivers,  thereby  insuring  a  more  uni- 
form flow,  besides  contributing  in  other  manifold  ways 
to  the  well-being  of  man. 


Crusher  Parts  Wanted 

A  contractor  in  the  Maritime  Provinces  wants  to 
get  in  touch  with  any  Canadian  firm  carrying  in  stock 
parts  for  the  Broadbent  Rock  Crusher.  The  name  can 
be  obtained  from  the  publishers  of  this  journal. 


In  the  opinion  of  Mr.  Paul  Mercier,  chief  engineer 
of  the  city  of  Montreal,  paving  of  streets  can  be  done 
more  economically  by  day  labor  than  by  contract. 
This  opinion  was  based  on  a  comparison  of  prices  on 
work  done  last  summer.  Mr.  Mercier,  however,  made 
an  exception  in  the  case  of  the  construction  of  asphalt 
sidewalks. 


Protecting  the  Owner  and  Architect 

'I'ornnto,  Out.,  May  11,  I'JIG.  ^ 

Editor  Contract  Kecord: 

I  noticed  a  most  interesting  article  in  The  Contract  Re- 
cord of  April  10th,  written  by  Mr.  G.  Alexander  Wright,  en- 
titled,y"Bids,  I'idders,  and  Bidding,"  and  which  asks  for  sug- 
gestions from  the  readers  of  The  Record  which  will  correct 
certain  evils  that  have  crept  in  in  this  connection. 

As  I  feel  that  a  word  from  the  standpoint  of  the  i3onding 
Company  might  be  apropos,  I  take  this  opportunity  of  rei)!y- 
ing  to  the  invitation  extended  l)y  Mr.  WriglU. 


Summing  up  Mr.  Wright's  article,  as  I  see  it,  a  responsible 
contractor,  and  by  responsible  contractor  I  mean  a  contractor 
who  is  competent  and  capable  of  handling  any  contract  he 
tenders  for,  "inasmuch  as  his  figures  will  be  carefully  com- 
piled and  allowances  made  for  a  fair  profit  on  the  contract," 
hesitates  to  bid  because  he  is  competing  with  irresponsible 
contractors  who  are  inexperienced  and  who  therefore  do  not 
figure  as  carefully  or  as  conscientiously,  their  main  idea  be- 
ing to  secure  the  contract  with  the  hope"  that  they  may  be 
able  to  complete  the  contract  profitably.  To  be  explicit: 
they  have  everything  to  gain  and  nothing  to  lose  for  the 
price  they  submit. 

The  question  therefore  resolves  itself  into  how  can  the 
owner  and  architect  protect  themselves  against  the  tendering 
of  irrsponsible  contractors  without  experience  and  without 
sufficient  financial  standing  to  back  up  their  tender. 

The  answer  is  simple.  You  have  at  your  disposal  a 
quick  remedy,  by  inserting  in  your  specifications  the  fol- 
lowing clause: — • 

"The  Contractor  shall  furnish  with  his  tender 
the  consent  in  writing  of  a  guaranty  company  au- 
thorized to  do  business  in  Canada,  to  issue  a  con- 
tract bond  on  his  behalf,  guaranteeing  the  faith- 
ful performance  of  the  contract  in  an  amount 
equal  to  20  per  cent,  of  the  amount  of  the  con- 
tract, and  contractors  proposing  to  tender  will 
make  immediate  arrangements  with  their  guaranty 
company  for  such  bond,  as  the  companies  require 
sufficient  time  to  complete  inquiries." 

This  will  compel  every  contractor  tendering  on  the  work, 
obtaining  a  bond  from  some  guaranty  company,  who  is  pre- 
pared to  back  up  his  tender  by  their  financial  resources, 
guaranteeing  that  if  the  contract  is  awarded  to  him  he  will 
sign  the  contract  and  that  he  will  carry  out  the  contract  ac- 
cording to  the  terms  and  conditions,  plans,  specifications  of 
the  contract.  If  this  plan  is  adopted  you  eliminate  the  in- 
experienced, irresponsible  contractor,  without  any  financial 
backing,  from  tendering  on  the  work  and  get  down  to  the 
only  class  of  contractor  which  the  owner  and  architect  want 
to  deal  with.  There  are  a  sufficient  number  of  responsible 
contractors  to  still  leave  the  question  of  price  on  a  compe- 
titive basis  and  this  arrangement  places  no  hardship  on  any 
contractor  who  can  do  the  work.  He  simply  arranges  with 
his  bonding  company  for  a  bond  the  same  way  he  would 
arrange  with  his  banker  for  a  line  of  credit.  It  relieves  the 
architect  and  owner  of  the  work  of  ascertaining  whether 
they  are  letting  the  contract  to  a  financially  responsible  con- 
tractor or  not,  and  also  whether  he  is  competent  in  the  line 
of  work  on  which  he  is  tendering,  and  it  does  not  legislate 
against  the  smaller  contractor  because  any  contractor,  be  he 
big  or  little,  who  is  responsible  and  bears  a  good  reputation, 
can  secure  credit  from  a  guaranty  company  up  to  the  amount 
which  they  consider  he  has  had  the  experience  and  financial 
responsibility  that  they  can  safely  back  him  up  for. 

In  conclusion,  let  me  add  that  the  first  protection  to  the 
owner  and  architect  is  the  manner  in  which  the  guaranty 
company  carefully  considers  every  contractor's  application. 
Every  application  is  dealt  with  separately  and  entirely  on  its 
own  merits.  The  moral,  as  well  as  the  financial  standing  of 
the  contractor,  is  taken  into  consideration  along  with  his 
ability  in  the  line  of  work  to  be  undertaken,  and  it  is  only 
after  every  point  is  carefully  considered  that  the  bond  is 
either  accepted  or  refused. 

I  wish  to  thank  you  for  the  opportunity  afforded  nic  of 
putting  these  suggestion  to  you  and  hope  that  they  will  be 
considered  worthy  of  publication  and  trust  that  you  will 
consider  that  this  article  is  written  entirely  from  an  educa- 
tional standpoint. 

Yours  very  truly, 

Sidney  W.  Band, 

Assistant  Manager. 
United  .States  h'idelity  and  Guaranty  Co. 
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Mainly  Constructional 

East  and  West—  From  Coast  to  Coast 


Messrs.  Henderson  &  Taylor  were  recently  apptjintcd 
municipal  engineers  at  Matsque,  B.C. 

A  brick  plant  at  Cardwell  Junction,  Unt.,  which  has  been 
closed  for  some  time,  will  resume  operations  shortly. 

The  Maisonneuve  Quarry  Company  has  been  incorpor- 
ated with  a  capital  of  $4.'5,000,  headquarters  at  Montreal,  P.Q. 

The  Canadian  Construction  Company,  Limited,  has  been 
incorporated  with  a  capital  of  $90,000,  headquarters  to  be  in 
Montreal,  P.  Q. 

The  Vulcan  Asphalt  &  Supply  Company,  Limited,  have 
been  incorporated  with  a  capital  of  $10,000,  headquarters  at 
Winnipeg,  Man. 

•  The  Sanitary  Heating  and  ^'entilating  Company,  Lim- 
ited, have  been  incorporated  with  a  capital  stock  of  $50,000. 
Their  headquarters  are  to  be  at  Ottawa,  Ont. 

P.  Lyall'  &  Sons,  Construction  Co.,  Montreal,  have  re- 
ceived a  contract  for  the  reconstruction  of  the  Parliament 
buildings  at  Ottawa  at  approximately  $6,000,000. 

The  Arnot  Construction  Company,  Limited,  has  been  in- 
corporated with  a  capital  of  $40,000.  The  head  office  of  the 
company  will  be  in  Toronto,  Ont.,  and  its  provisional  direc- 
tors will  be  David  Arnot,  Oliver  Rouse  and  John  Billington 
Nicholson. 

Amongst  buildings  for  which  permits  were  issued  re- 
cently in  the  city  of  Quebec  are  two  novitiates,  one  for  the 
Christian  Brothers  of  the  Commercial  Academy,  amounting 
to  $337,000,  and  the  other  for  the  Fathers  of  the  Sacred 
Heart,  to  cost  $68,000. 

A  large  factory  for  the  manufacture  of  oxygen  and 
liquified  acetylene  is  to  be  erected  in  Winnipeg  by  a  prom- 
inent Montreal  firm  of  chemists,  on  property  situated  between 
Wellington  and  Sargent  Avenues,  and  extending  through 
from  Spruce  to  Pine  Streets. 

A  handsome  addition  to  the  public  buildings  of  Sydney, 
N.  S.,  is  a  new  hospital  which  is  now  practically  completed. 
It  is  a  beautifully  designed  structure  built  of  the  best  quality 
pressed  brick  and  is  designed  and  finished  throughout  on 
the  most  modern  lines  of  hospital  architecture  and  con- 
struction. 

Letters  patent  of  incorporation  have  been  granted  to 
Messrs.  Luther  B.  Smith,  of  St.  John,  N.  B.,  E.  Lome  Mer- 
rithew,  of  Fredericton,  and  J.  Everett  Fenwick,  of  Millstream, 
as  Smith-Merrithew,  Limited,  to  carry  on  general  contract- 
ing business,  with  a  capital  stock  of  $49,000.  The  head  office 
is  at  St.  John. 

The  formal  opening  of  the  Public  Utilities  Commission's 
new  offices  at  Dundas,  Ont.,  took  place  recently.  The  build- 
ing, which  was  erected  by  the  Dickson  Building  Company, 
is  of  red  brick,  and  is  very  handsome  and  well  fitted.  It 
is  the  first  chimneyless  office  building  in  Ontario,  being  en- 
.tirely  lighted  and  heated  by  electricity. 

Work  on  the  Quebec  bridge  has  been  progressing  rapidly 
this  spring  and  already  two  panels  have  been  added  to  the 
cantilever  arm  on  the  south  side.  The  setting  of  steel  for 
the  suspended  span  being  erected  at  Sillery  has  just  been 
started,  and  according  to  the  superintendent  of  the  bridge, 
Mr.  W.  D.  Fortune,  everything  will  be  in  readiness  to  place 
the  middle  span  in  position  by  the  first  week  in  October, 
which  will  virtually  complete  the  structure,  making  it  one 
of  the  longest  spanned  bridges  in  the  world. 


A  resolution  favoring  the  extension  of  the  Toronto- 
Hamilton  Highway  on  the  Lake  Shore  Road  to  a  width  of 
86  feet,  and  the  expropriation  of  extra  land  required  to  widen 
the  roadway  was  recently  passed  by  the  council  of  Mimico, 
Ont.  This,  with  similar  resolutions  from  I'ort  Credit  and 
New  Toronto  councils,  will  terminate  the  uncertainly  and 
delay  regarding  the  construction  of  the  highway. 

Steel  shipbuilding  on  a  large  scale  has  been  started  in 
Nova  Scotia  by  the  Nova  Scotia  Steel  Company,  which  is 
commencing  operations  at  New  Glasgow  near  the  plant  of 
the  Eastern  Car  Company.  Steamers  are  to  be  built  for  the 
steel  company  itself  at  first,  in  order  to  supply  the  need 
for  additional  ocean  tonnage.  It  is  probable  that  shipbuild- 
ing in  time  will  prove  an  extensive  part  of  the  company's 
activities. 

Messrs.  Quinlan  &  Robertson,  contractors,  presented  a 
claim  last  February  to  the  Orillia  Water,  Light  and  Power 
Commission  for  upwards  of  $30,000  in  connection  with  the 
construction  of  Ragged  Rapids  dam,  claiming  that  unex- 
pected conditions  at  the  bottom  of  the  river  had  occasioned 
this  extra  expenditure.  The  matter  has  been  settled,  how- 
ever, without  litigation,  on  the  payment  of  $7,500  by  the 
Commission  to  the  contractors. 

At  a  meeting  of  the  directors  of  the  Trusts  and  Guar- 
antee Company,  Limited,  held  recently,  it  was  decided  to 
proceed  at  once  with  the  erection  of  a  new  $500,000  office 
building  on  Bay  Street,  Toronto.  Tenders  have  already  been 
received  and  contracts  will  be  let  immediately.  Messrs. 
Curry  and  Sparling,  architects,  have  designed  the  building, 
and  it  will  be  a  most  distinctive  and  attractive  structure.  It 
is  to  be  eight  storeys  in  height,  including  basement,  with  pro- 
vision for  addition  of  five  more  storeys  at  a  later  date.  The 
front  is  to  be  of  grey  Indiana  limestone,  with  a  Stanstead 
granite  base.  The  main  floor  will  be  handsomely  finished  in 
French  Tavernelle  marble.  The  building  will  be  absolutely 
fireproof  and  will  contain  all  the  latest  improvements  in 
equipment,  including  the  newest  type  of  ventilating  system. 
In  size  it  is  50  x  95  feet.  It  is  expected  to  be  ready  for 
occupation  by  January  1,  1917. 


Obituary 

Elmer  Lawrence  Corthell,  D.Sc,  President  of  the  Am. 
Soc.  C.  E.,  consulting  engineer,  bridge  and  railway  builder, 
river  and  harbor  expert,  and  a  member  of  numerous  scientific 
societies,  died  recently  at  Albany,  N.  Y. 

Lieut.  C.  S.  D.  Ross,  of  Calgary,  was  recently  shown  on 
the  casualty  lists  as  killed  in  action.  Lieut.  Ross  came  to 
Canada  from  Cheshire,  England,  and  was  for  some  time  en- 
gaged as  civil  engineer  with  the  C.  P.  R.,  being  well  known 
along  the  line.  He  left  with  a  Calgary  engineer  battalion 
early  in  the  war,  and  had  been  in  the  trenches  for  over  a  year. 

Lieut.  Trafford  Jones,  who  practised  as  a  civil  engineer 
in  and  about  Toronto  for  some  eight  years  and  enlisted  last 
May  with  the  Canadian  Army  Service  Corps,  met  his  death 
near  Ypres  during  .an  aerial  battle  with  German  aviators 
when  he  was  shot  through  the  head.  He  was  29  years  of 
age,  and  leaves  a  wife  and  child,  both  of  whom  are  in  Eng- 
land at  present. 


Trade  Publications 

Fire  Hose  and  Accessories — Catalogues  F.  2  and  J'.  1,  by 

the  Dunlop  Tire  &  Rubber  Goods  Co.,  describing  Dunlop 
fire  hose  and  accessories — the  latter  for  every  class  of  build- 
ing. Both  of  these  catalogues  are  splendidly  illustrated.  The 
same  firm  are  also  distributing  an  interesting  and  valuable 
catalogue  on  Dunlop  mats  and  matting,  inlaid  and  plain  rub- 
ber flooring- 


Contracts  Department 

News    of  Special  Interest  to  Contractors,  En^neers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Bassano,  Alta. 

Tenders  are  now  being  received  on  the 
supply  of  about  1,000  feet  of  vitrified 
sewer  pipe  and  1,000  feet  of  cast  iron 
or  steel  pipe  and  specials.  Town  En- 
gineer, G.  W.  Murgatroyd. 

Dundas,  Ont. 

The  Town  Council  will  shortly  call  for 
tenders  on  the  construction  of  about 
5,000  feet  of  sidewalks.  Estimated  cost, 
$5,500.    Clerk,  J.  S.  Fry. 

Edmonton,  Alta. 

The  City  Council  propose  to  expend 
$12,000  on  the  construction  of  plank  side- 
walks throughout  the  city.  Engineer,  S: 
Haddow. 

Hamilton,  Ont. 

Tenders  will  i)e  received  until  June 
17th  for  the  construction  of  a  drainage 
system  for  the  City  Council.  Estimated 
cost,  $35,000.    Engineer,  A.  F.  Macallum. 

Morrisburg,  Ont. 

The  Village  Clerk,  F.  R.  Chalmers,  will 
receive  tenders  until  6  p.m.,  June  5th,  on 
the  construction  of  about  14,600  square 
feet  of  granolithic  sidewalk. 

Simcoe,  Ont. 

The  Town  Council  are  having  plans 
prepared  for  the  construction  of  about 
3,000  feet  of  earthenware  sewers  and  lat- 
erals. Engineer,  Guy  Marston,  Norfolk 
Street. 

St.  Hyacinthe,  Que. 

Tenders  on  the  construction  of  gravity 
filters  for  the  City  Council  will  be  re- 
ceived until  June  28th.  Plans  and  speci- 
fications at  office  of  the  Clerk,  A.  Mes- 
sier.    Approximate  cost,  $75,000. 

St.  Pierre  de  Lac,  Que. 

The  Municipal  Council  arc  considering 
the  construction  of  waterworks,  at  an 
approximate  cost  of  $10,000.  British  Col- 
umbia stave  pipe  may  be  used.  Secre- 
tary, J.  H.  Langlais,  Val  Brilliant. 

The  Pas,  Man. 

Tenders  will  be  received  by  the  Town 
Secretary  for  the  following  work: — (1) 
supply  and  delivery  of  Iwf)  sewage  lift 
pumps;  (2)  construction  of  sewage  lift 
chamber.  Plans  atid  si^ccifications  at 
office  of  the  Consulting  Engineers,  Mur- 
I)hy  Si  Underwood,  Saskatoon,  with  the 
Resident  Engineer,  The  Pas,  and  at 
office  of  the  Contract  Record,  347  Ade- 
laide Street  W.,  Toronto. 

Tilbury  North,  Ont. 

The  Townshi])  Council  are  consider- 
ing the  construction  and  improvement  of 
a  number  of  tile  drains. 

CONTRACTS  AWARDED 

Markham,  Ont. 

The  general  contract  for  (he  construc- 


tion of  35,000  square  feet  of  concrete 
sidewalk  has  been  let  to  John  Hare. 

Sombra  Township,  Ont. 

The  Township  Council  have  let  the 
contract  for  construction  of  the  Murphy 
Drain  to  H.  Dickson,  at  $1,800,  and  the 
Arnold  Drain  to  George  Hunter,  at 
$3,050. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
c(mtracts  for  the  construction  of  sewers 
to  Murphy  &  Barnes,  23  Temple  Ave- 
nue, at  $6,889,  and  to  the  Commissioner 
of  Works,  $3,265. 


Railroads,  Bridges  and  Wharves 

New  Brunswick  Province 

The  Provincial  Department  of  Public 
Works,  Fredericton,  will  receive  tenders 
until  June  7th  for  the  construction  of 
a  steel  truss  bridge  over  the  Aroostook 
River  Mouth.  The  time  for  receiving 
tenders  on  three  other  bridges  has  also 
been  extended  to  the  same  date. 

Ottawa,  Ont. 

The  Ottawa  Electric  Railway  Propose 
to  construct  a  bridge  at  Rockliffe  Park, 
estimated  to  cost  $6,000.  Concrete  and 
steel  construction. 

Toronto,  Ont. 

Bowman  &  Connor,  Engineers,  31 
Queen  Street  W.,  will  receive  tenders 
until  June  2nd  on  the  construction  of 
ten  bridges  for  the  County  of  Welling- 
ton and  one  bridge  for  the  Township  of 
Maryboro. 

CONTRACTS  AWARDED 

Fredericton,  N.  B. 

The  contract  for  building  the  uncom- 
pleted portions  of  the  St.  John-Quebec 
Railway  has  been  let  to  the  Nova  Scotia 
Construction  Company,  159  Upper  Wa- 
ter Street,  Halifax,  N.S.  Approximate 
cost,  $1,7,50,000. 

Public  Buildings,  Churches 
and  Schools 

Colchester  North  Township,  Ont. 

The  Township  Council  propose  to 
build  a  new  school  to  replace  that  re- 
cently destroyed  by  fire.  Approximate 
cost,  $3,500.  Clerk,  M.  W.  Heaton, 
School  Section  No.  0,  Essex. 

Ford  City,  Ont. 

Tenders  on  the  erection  of  a  sciiool 
will  be  received  until  June  15th.  Archi- 
tect, J.  C.  Pennington,  La  Belle  Build- 
ing, Windsor.  Brick  and  reinforced  con- 
crete construction.  Estimated  cost, 
$35,000. 

Fort  William,  Ont. 

The  Ruthenian  Congregation  propose 
to  build  a  church  on  Mountain  Avenue, 
at  an  approximate  cost  of  $5,000.  Ar- 
chitect, W.  Krinzonowski,  909  Superior 
Street.     Frame  construction. 


Hull,  Que. 

Charles  Brodeur,  Architect,  63  City 
Hall  Street,  Hull,  is  preparing  new  plans 
of  a  convent  for  the  Grey  Nuns  of  the 
Cross,  Ottawa,  and  will  shortly  call  for 
tenders.  Limestone  and  brick  construc- 
tion.   Approximate  cost,  $24,500. 

Kingston,  Ont. 

The  Kingston  Veterans  Association 
have  had  preliminary  plans  prepared  for 
a  Sold  iers'  Home,  estimated  to  cost 
$3.5,000.  Architect,  E.  R.  Beckwith, 
Cooper  Street.  Hollow  tile  and  stucco 
construction. 

Parry  Sound,  Ont. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  6  p.m.,  June  12th, 
by  the  Secretary  to  the  Board  of  Educa- 
tion. Plans  and  specifications  at  offices 
of  the  Architects,  Angus  &  Angus,  North 
Bay,  the  Contract  Record,  347  Adelaide 
Street  W.,  Toronto,  and  the  Secretary. 
Approximate  cost,  $35,000. 

Sault  Ste.  Marie,  Ont. 

Plans  for  alterations  and  additions  to 
the  Furse  Business  College  are  being 
prepared  by  Meridith,  Findlay  &  Hazel- 
grove,  473  Queen  Street  E.  Approximate 
cost,  $7,000. 

St.  Louis  de  Pintendre,  Que. 

L.  Auger,  Architect,  39  St.  Jean  Street, 
Quebec,  is  preparing  plans  of  a  Pres- 
bytery for  the  Parish.  Brick  construc- 
tion.   Estimated  cost,  $10,000. 

Toronto,  Ont. 

Plans  of  a  convent  to  be  built  on  a  site 
adjoining  St.  Augustine's  Seminary  on 
the  Kingston  Road  are  being  prepared 
by  A.  A.  Post.  Brisbane  Building,  Buf- 
falo, N.  Y.  Brick,  concrete  and  steel 
construction. 

Welland,  Ont. 

Brigadier  G.  Miller,  Salvation  Army, 
Albert  Street,  Toronto,  is  preparing  plans 
of  a  barracks  estimated  to  cost  $5,000. 
Brick  construction. 

CONTRACTS  AWARDED 

Amaranth  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  L.  C. 
Hughson,  Horning  Mills,  at  $2,850,  and 
the  contract  for  construction  of  base- 
ment to  W.  Steward,  Waldemar,  Ont. 

Antigonish,  N.S. 

The  general  contract  for  the  erection 
of  an  addition  to  Mount  St.  Bernard's 
Ladies  College  has  been  awarded  to  Neil 
McNeil,  Boston,  Mass.  Work  will  be 
superintended  by  John  McLellan,  Anti- 
gonish.   Brick  and  steel  construction.  ' 

Belleville.  Ont. 

Tlic  following  contracts  have  been  let 
in  connection  with  the  erection  of  a 
Children's  Home: — electrical  work,  W.  J. 
Carter,  279  Front  Street;  cut  stone.  J. 
McDonald,  Point  Anne,  Ont.;  brick.  Hill 
Brick   Company,    Madoc,    Ont.;  hollow 
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tile,  Sun  Brick  Company,  Ltd.,  Ti'aders 
Bank  Building,  Toronto;  wood  trimming, 
Knight  Brothers  Company,  Limited, 
Burk's  Falls,  Ont. 

Cartierville,  Que. 

In  connection  with  the  church  base- 
ment now  in  course  of  erection  for  the 
Roman  Catholic  Congregation,  the  con- 
tract for  wall  furring  and  partitions  has 
been  let  to  the  Montreal  Terra  Cotta 
Company.  Limited,  Board  of  Trade 
Building,  Montreal. 

Cochrane,  Ont. 

The  contracts  for  masonry,  roofing, 
carpentry,  plastering  and  interior  fit- 
tings required  in  the  erection  of  a  School 
have  been  let  to  the  general  contractor, 
the  heating  and  plumbing  to  C.  Giles, 
electrical  work  to  M.  Reed,  and  paint- 
ing to  Walbourn  &  Davidson,  North 
Bay. 

Kinburn,  Ont. 

In  connection  with  the  erection  of  a 
scheol,  the  contract  for  concrete  work 
has  been  let  to  J.  A.  McAlister,  153  Sun- 
nyside  Street,  Ottawa,  and  the  heating 
and  tinsmithing  to  the  Capital  Hardware 
Company,  Bank  and  Fifth  Streets,  Otta- 
wa. Plastering  by  general  contractor, 
ad  BUSi  buildings  awarded   


Montreal,  Que. 

The  contract  for  partitions  and  wall 
furring  required  in  the  erection  of  a 
Presbytery  for  the  Roman  Catholic  Par- 
ish of  St.  Catherine  has  been  awarded 
to  the  Montreal  Terra  Cotta  Company, 
Limited,  Board  of  Trade  Building. 

The  Montreal  Terra  Cotta  Company 
have  also  been  awarded  the  contract 
for  terra  cotta  floor  arching  and  wall 
furring  in  connection  with  the  church 
basement  now  being  built  for  St.  Jean 
Berchmans  Parish. 

In  connection  with  the  school  and 
residence  now  in  course  of  erection  for 
the  Roman  Catholic  School  Commis- 
sioners of  Cote  des  Neiges,  the  plaster- 
ing contract  has  been  let  to  Rochefort 
&  Normand,  108d  Stadacona  Street,  and 
the  painting  to  S.  A.  Lanctot,  478  Mar- 
quette Street. 

The  contract  for  brick  work  required 
in  the  erection  of  an  oratoire  for  the 
Corporation  of  Notre  Dame  College  has 
been  let  to  Evariste  Rochefort,  258  Nic- 
olet  Street,  the  plastering  to  Rochefort 
&  Normand,  lOSd  Stadacona  Street,  and 
the  painting  to  S.  A.  Lanctot,  478  Mar- 
quette Street. 

The  Roman  Catholic  School  Board 
have  awarded  the  general  contract  for 
the  erection  of  a  school  on  Robin  Street 
to  L.  Beaudry,  2430  Hutchison  Street,  at 
$136,000,  and  the  heating  to  T.  Lessard 
&  Son,  Craig  Street  E.,  at  $11,600. 

Ottawa,  Ont. 

The  general  contract  for  rebuilding  the 
Parliament  Buildings  has  been  awarded 
to  the  Peter  Lyall  &  Sons  Construction 
Company,  120  St.  James  Street,  Mont- 
real.   Estimated  cost,  $6,000,000. 

Toronto,  Ont. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  Church 
and  Sunday  School  for  the  Congregation 
of  Pauline  Avenue  Methodist  Church: — 
masonry,  J.  R.  Page,  18  Toronto  Street; 
carpentry,  T.  J.  Sproule,  54  Shanley  St.; 
roofing,  A.  Matthews,  Ltd.,  256  Adelaide 


Street  W.;  wiring,  H.  J.  Ferguson,  36 
Salem  Avenue;  plastering,  J.  Malton,  31 
Brock  Crescent.  Appro.ximate  cost, 
$35,000. 

Westboro,  Ont. 

The  contract  for  roofing  and  plumbing 
in  connection  with  the  school  now  be- 
ing built  has  been  let  to  McKinley  & 
Northwood,  Rideau  Street,  Ottawa. 


Business  Buildings  and  Indus- 
trial Plants 

Essex,  Ont. 

E.  C.  Denneri,  care  of  Hill  Brothers, 
jjroposes  to  build  a  factory  for  the  manu- 
facture of  auto  tractors. 

Fort  William,  Ont. 

H.  Russell,  North  Syndicate  Avenue, 
is  preparing  plans  of  a  store  to  be  built 
for  G.  A.  Graham,  Graham  &  Home 
Block.  Brick  and  concrete  construction. 
Estimated  cost,  $5,000. 

Lachine,  Que. 

The  Dominion  Bridge  Company,  Lim- 
ited, are  building  an  extension  to  their 
copper  mill,  estimated  to  cost  $10,000, 
and  a  new  forge  shop  at  an  approximate 
cost  of  $7,000.  Brick,  steel  and  cor- 
rugated iron  construction. 

London,  Ont. 

The  West  Floral  Company  ctintemp- 
late  the  erection  of  an  addition  to  their 
sl/ore  and  a  new  garage,  at  an  approxi- 
mate cost  of  $4,000.  Manager,  Emery 
Hamilton,  249  Dundas  Street. 

Medicine  Hat,  Alta. 

Plans  are  being  prepared  for  the  erec- 
tion of  a  mill  for  the  Lake  of  the  Woods 
Milling  Company.  Estimated  cost,  $500,- 
000.  Engineer,  John  Goldie.  Keewatin, 
Ont.     Brick  and  concrete  construction. 

Saskatoon,  Sask. 

Brown  &  Vallance.  .Architects,  130 
Bleury  Street,  Montreal,  have  prepared 
plans  for  greenhouses  to  be  built  for  the 
University  of  Saskatchewan.  Tenders 
will  be  received  until  June  15th  by  Pro- 
fessor Greig. 

Sault  Ste.  Marie.  Ont. 

George  Carufel.  Tancred  Street,  is 
considering  the  erection  of  a  business 
block,  estimated  to  cost  $7,000.  Work 
partly  by  sub-contract  and  day  labor. 

Simcoe,  Ont. 

.'\  by-law  has  been  passed  authorizing 
the  loan  of  $20,000  to  the  Unique  Sales 
Company,  who  propose  to  build  a 
l)ranch  factory.  Architect  not  yet  ap- 
pointed. Secretary,  J.  W.  Phillips,  10 
West  Market  Street,  Toronto. 

St.  Georges,  Que. 

Gedeon  Gagne  has  commenced  the 
erection  of  a  store,  estimated  to  cost 
$6,000.     Brick   and    frame  construction. 

Toronto,  Ont. 

The  Exhibition  Board  propose  to  con- 
struct two  platforms  in  connection  with 
the  Eastern  entrance  of  the  Street  Rail- 
way into  the  Grounds. 

G.  D.  Redmond,  Architect,  33  Fairview 
Boulevard,  is  preparing  plans  of  a  pic- 
ture theatre,  estimated  to  cost  $35,000. 
Tenders  will  be  called  shortly.  Artificial 
stone,  brick  and  steel  construction. 


CONTRACTS  AWARDED 

Fort  William,  Ont. 

The  general  contract  for  the  erection 
of  a  bakery  for  J.  Wismer,  132  Ogden 
Street,  has  been  awarded  to  T.  F.  Jones. 
435  Archibald  Street.  Frame  and  brick 
construction.    Approximate  cost,  $3,000. 

Guelph,  Ont. 

The  general  and  carpentry  contracts 
for  the  erection  of  a  foundry  for  F".  Cal- 
lendar.  Eramosa  Road,  have  been  award- 
ed to  J,  W.  Oakes,  Kathleen  Street,  ma- 
sonry to  J.  Checkley,  roofing  to  McCor- 
mack  Brothers,  painting  to  Reynolds  & 
Son,  Quebec  Street,  and  plumbing  to 
F.  Smith,  Quebec  Street.  Estimated 
cost,  $7,000. 

Lindsay,  Ont. 

The  general  contract  for  the  erection 
of  a  factory  for  Horn  Brothers  Woollen 
Company,  Limited,  has  been  awarded  to 
H.  T.  Hickey,  Petcrboro.  Approximate 
cost,  $35,000. 

Markham,  Ont. 

The  Markham  Agricultural  Society 
have  let  the  general  contract  for  the 
section  of  a  hall  and  rink  to  James 
Miller,  Unionville,  Ont.  Approximate 
cost,  $8,500.  Steel  frame  and  galvanized 
iron  construction. 

Medicine  Hat,  Alta. 

The  contract  for  the  erection  of  a  flour 
mill  for  the  Lake  of  the  Woods  Milling 
Company  has  been  awarded  to  Carter- 
^^a"s-Aldmger  &  Company,  1010  Union 
Bank  Building,  Winnipeg.  Approximate 
cost,  $200,000. 

Ottawa.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  factory  for  Grant, 
Holden  &  Graham,  147  Albert  Street'— 
.s-eneral  contract,  Charles  Holbrook  & 
Son.  425  Somerset  "Street;  steel.  Domin- 
ion Bridge  Company,  Sparks  Street  and 
A.  G.  Marshall,  Booth  Building;  heating 
and  plumbing,  F.  Livock,  Albert  Street- 
steel  sash,  G.  B.  Reynolds,  59  Beaver 
Hall  Hill,  Montreal. 

S.  W.  Halliday,  20  Arlington  Avenue 
has  let  the  contract  for  brick  work  in 
connection  with  the  shop  which  he  is 
building  to  J.  McCathey,  Arlington  Ave- 
nue, and  heating  and  plumbing  to  T.  R 
McLennan,  240  Bank  Street. 

The  general  contract  for  the  erection 
of  a  bowling  alley  on  Bank  Street  for  a 
Syndicate  has  been  let  to  Samuel  May 
&  Company,  103  Adelaide  Street  West, 
Toronto.    Approximate  cost,  $30,000. 

Outi-emont,  Que. 

The  general  contract  for  alterations 
to  the  premises  of  the  British  .\merican 
Oil  Company,  1090  Durocher  Street,  has 
been  let  to  J.  Hansen,  3169  \'erville  St. 
Brick  construction.  Approximate  cost 
$3,000. 

Quebec,  Que. 

The  general  and  masonry  contracts  for 
the  conversion  of  premises  into  a  bank 
for  the  Ca  isse  d'Economie  have  been 
let  to  J.  Chevalier,  44  Renaud  .\venue. 
Approximate  cost.  $6,000. 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  a  warehouse  for  the  Canadian  Con- 
solidated Rubber  Company,  Limited,  has 
been  awarded  to  the  Pool  Construction 
(Continued  on  page  49) 


Tenders  for 
Light  Fixtures 


Tenders  for  liglit  fixtures  for  the  new  Registry 
Office  will  be  received  by  registered  post  only, 
addressed  to  the  undersigned,  up  to  noon  on 
Tuesday,  June  6th,  1916.  Plans  and  specihcations 
mav  be  seen  and  forms  of  tender,  and  all  in- 
formation obtained  at  the  office  of  the  City  Ar- 
chitect City  Hall,  Toronto.  Envelopes  contain- 
ing tenders  must  be  plainly  marked  on  the  out- 
side as  to  contents.  The  usual  conditions  relat- 
ing to  tendering,  as  prescribed  by  the  City  By- 
laws, must  be  strictly  complied  with  or  tenders 
mav  not  be  entertained.  Tenderers  shall  submit 
with  their  tender  the  names  of  two  personal  sure- 
ties or  the  bond  of  a  Guarantee  Company  ap- 
proved by  the  City  Treasurer.  The  lowest  or  any 
tender  not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
22-22  t:iiairman  of  Board  of  Control. 


Department  of  Railways  and  Canals,  Canada 


Hudson  Bay  Railway 
Terminals 


PORT  NELSON,  MAN. 


Sealed  tenders  endorsed  Tender  for  "Provisions 
or  tender  for  "Hardware  Supplies,"  as  the  case 
may  be,  will  be  received  by  the  undersigned  up 
to  12  o'clock  noon,  on  Tuesday,  the  6th  of  June, 
1916  for  tlie  furnishing  of  "Provisions,"  and  on 
Saturday,  the  10th  of  June,  1916,  for  the  furnish- 
ing of  "Hardware  Supplies,"  to  be  delivered  in 
such  quantities  at  Halifax,  N.S.,  and  at  such 
times  as  may  be  directed. 

Dealers  may  tender  for  the  total  (|uantities  re- 
(luired,  or  for  such  portions  thereof,  as  may  suit 
their  convenience.  ,  r  ,,  •  r 

Specifications  of  requirements,  and  full  intorma- 
tion  can  lie  obtained  from  the  Purchasing  Agent 
of  the  Department  of  Railways  and  Canals,  Ot- 
tawa, on  and  after  this  date. 

An  accepted  bank  cheque  in  the  case  of  "Pro- 
visions" for  .$r)00,  and  in  the  case  of  "Hardware 
Supplies"  for  .$.')00,  made  payable  to  the  order 
of  the  Minister  of  Railways  anrl  Canals,  must  ac- 
company each  tender,  which  sums  will  be  for- 
feiteii  if  the  party  tendering  declines  entering 
into  contract  for  supplying  any  of  the  goods 
awarded  to  him,  or  in  any  way  fails  to  properly 
fulfill  the  same. 

The  cheque  thus  sent  in  will  be  returned  to 
the  respective  contractors  whose  tenders  are  not 
accepted.  . 

The  cheque  of  the  successful  tenderer  will  bo 
held  a«  security,  or  part  security,  for  (he  due 
fulfilment  of  the  contract  to  be  entered  into. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

By  order, 

J.  W.  PUGSLEY, 

Secretary. 

Deiiarlnient  of  Railways  and  C:anals, 
Ottawa,  May  22,  1016. 

Newspapers  inserting  this,  advertisement  with- 
out aiithoiily  from  the  Department  will  not  be 
n;.id  .for   it.— 84408.  22-22 


Tenders  for  Pavement 


Tenders  will  be  received  by  the  undersigned  up 
to  June  3rd,  1916,  for  the  construction  of  mac- 
adam pavement  on  Turnberry  Street,  Brussels. 
Plans  and  specification  in  the  hands  of  the  Clerk 
after  May  24th,  1916. 


'Jl-22 


F.  S.  SCOTT,  Village  Clerk. 


Tenders  for  Paving 


Sealed  tenders  addressed  to  John  Morrison, 
City  Clerk,  Woodstock,  Ont.,  will  be  received 
up  to  4  p.m.  of  Friday,  the  9th  day  of  June,  for 
the  construction  of  about  12,0*111  sq.  yds.  of  re- 
inforcerl  concrete  i>avement  on  Riddle  Street. 
.Mternative  tenders  will  also  be  received  for 
"Bitulithic,"  "Asphalt"  and  "."Xsphaltic  Concrete," 
with  concrete  base  and  concrete  curb  and  gutter. 
Plans  and  specifications  may  be  seen  at  the 
Engineer's  ofifice,  Woodstock.  The  lowest  or 
any   tender   not   necessarily  accepted. 

JAS.  MITCHELL, 

Cliairman,  Board  of  Works. 

F.  J.  URE,  City  Engineer.  22-22 


TENDERS 


Sealed  tenders  will  lie  received  up  to  0  ]).m. 
of  Monday,  June  12th,  1916,  by  tlie  Secretary,  for 
the  erection  and  completion  of  a  six-room  school 
building  to  be  built  in  Parry  .Sound,  Ont.,  for 
the   Parry  Sound   Public   School  Board. 

Plans  and  specifications  may  be  seen  at  the 
ofifice  of  the  Secretary-Treasurer,  Parry  Sound, 
Ont.  ;  the  office  of  the  Contract  Record,  .''>47 
Adelaide  Street  West,  Toronto,  Ont.,  and  at  the 
ofifice  of  the  Architects,  Angus  &  Angus,  Angus 
Block,   North   Bay,  Ont. 

The  successful  contractor  will  be  required 
to  furnish  a  satisfactory  guarantee. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

J.  D.  BROUGHTON, 
Sec.-Treas.,  Parry  Sound  Public  .School  Board, 
22-22  Parry  Sound,  Ont. 


THE  PAS,  MAN. 


Sealed  tenders,  registered  and  endorsed  on  the 
envelope,  "Tender,"  and  addressed  to  H.  H. 
Elliott,  M.D.,  Secretary-Treasurer  of  the  Town 
of  The  Pas,  Man.,  will  be  received  up  to  6  p.m., 
June  22.  1916,  for  the  supply  and  delivery  of  the 
following  machinery  and  matei  ials  ;  — 

Tender  "A" — For  the  supply  and  delivery  of  two 
.Sewage  Lift  Pumps. 

Tender  "B"— -For  the  construction  of  a  Sewage 
Lift  Chamber. 
Marked  cheque  for  five  per  cent.  (.')  p.c.)  of 
I  lie  amount  of  the  tender  must  accompany  each 
liirl.  The  lowest  or  any  tender  not  necessarily 
accepted. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Consulting  Engineers,  Saskatoon, 
Sask.  ;  the  Resident  Engineer,  The  Pas,  Man. ; 
Tender  "A"  only  at  Contract  Record,  Toronto, 
Winnipeg,    and  Montreal. 

MHUPIIV   &  UNDEKWOOl), 

Consulting  Engineers, 

Saskatoon,  Sask. 

■H.    H.    KLLIOTT,  M.D., 

Secretary -Treasurer, 
22-24  The  Pas,  Man. 


Tenders  for 
Bridge  Abutments 

Township  of  South  Dumfries 


Sealed  tenders,  clearly  endorsed  on  the  outside 
"Tenders  for  Abutments,  Manwaring  Creek 
Bridge,"  will  be  received  by  the  Township  of 
South  Dumfries  up  till  noon,  Monday,  Tune  6th 
1916. 

The  site  of  the  bridge  is  about  1  mile  east  of 
the  N'illage  of  St.  George,  on  the  side  road  be- 
tween Lots  3  and  4,  Concession  3. 

Tht  abutments  contain  70  cubic  yards  of  con' 
Crete  and  6,.390  lbs.  of  steel.  * 

Plans  and  specifications  may  be  seen  at  the 
office  of  Jackson  &  Lee,  Township  Engineers, 
Temple  Building,  Brantford,  from  whom  tender 
forms  may  be  obtained. 

Tenders  must  be  addressed'  to  Henry  Maus, 
Paris,  Ont.,  Clerk  of  the  Township  of  South 
Dumfries. 

JACKSON  &  LEE, 
22-22  Township  Engineers. 


STEAM  ROLLERS 
FOR  SALE 

One   single  cylinder   Sawyer  Massey   l."!  tons; 

one  double  cylinder  Waterous,  in  tons.     Both  in 

perfect    condition.      .Apply    to  Box    106,  Three 

Rivers,  Que.  22-23 


FOR  SALE 


One  Cube  Concrete  Mixer,  with  Boom  and 
Bucket  Attachment.  One  Foote  Continuous  Con- 
crete Mixer,  No.  3.  One  Five-ton  Horse  Roller. 
Dump  Wagons,  Plows  and  numerous  other  con- 
tractors' tools.  For  particulars  address  C.  H. 
Kaumeier,  care  P.  O.  Box  99,  Welland,  Ont. 

22  2;! 


FOR  SALE 


Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  •17-t.f. 


Plant  For  Sale 


1  Smith   Concrete  Mixer    .^400 

1  W'ettlaufer    Mixer   with    Engine    2150 

1  20-11. P.    Uiirighl    Hoisting    Engine    ...  4.50 

2  10-H.P.   Motors,   D.C                          each  85 

1  30-11. P.  Motor,  D.C   150 

1  ".American"  Hoisting  Engine  foi  Harrow 

Hoist    31511 

HOLMES,   1107   ^■ongc  Street,  Toronto. 

22-25 


POSITION  WANTED 

.\s  .Snjici  intcndent  or  Foreman,  by  capable  man 
of  large  experience  in  the  stone  business  in  charge 
of  quarrying,  cutting  or  construction  work.  Best 
of  references.  Box  404,  Contract  Kecord,  To- 
ronto, Ont.  21-23 
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Business  Buildings  and  Indus- 
trial Plants 

(Continued  from  page  47) 

Company,  Limited.  Saskatchewan  Co- 
operative Building.  Estimated  cost, 
.$34,000.    Previous  report  in  error. 

St.  Catharines,  Ont. 

The  general  and  masonry  contract  for 
the  erection  of  a  factory  for  the  Mc- 
Kinnon  Dash  &  Hardware  Company  has 
been  let  to  Newman  Brothers,  71  St. 
Paul  Street,  carpentry  to  C.  F.  Monk, 
Wilson  Street,  and  steel  work  to  the 
Hamilton  Bridge  Company.  1  Bay  St. 
North,  Hamilton.  Approximate  cost, 
$10,000. 

Toronto,  Ont. 

In  connection  with  the  fire  hall  now 
in  course  of  erection  on  Hendrick  Street, 
the  contract  for  plumbing  and  heating 
have  been  let  to  J.  Ritchie  Plumbing  & 
Heating  Company.  Limited,  .'56  Adelaide 
Street  E.,  the  wiring  to  the  Toronto 
Electric  Company,  101  Duke  Street,  roof- 
ing to  George  Sinclair,  307  Clinton  Street, 
and  painting  to  C.  W.  Landon,  569  Col- 
lege Street. 

The  general  contract  for  an  additioji 
to  the  Christie  Street  Car  Barns  has  been 
let  by  the  Board  of  Control  to  R.  Chalk- 
ley  &  Son,  Limited,  34  Victoria  Street, 
at  $24,435.  Brick  and  concrete  construc- 
tion. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Henry  Greisman,  68 
Adelaide  Street  E.,  has  been  let  to  L.  E. 
Dowling,  167  Yonge  Street.  Brick  and 
mill  construction.  Approximate  cost, 
$50,000.  General  contractor  is  now  re- 
ceiving prices  on  all  trades. 

Westmount,  Que. 

Robertson  Brothers,  10  Chestnut  St., 
are  building  a  garage  for  D.  J.  Finlay- 
son,  366  Victoria  Avenue.  Reinforced 
concrete  and  brick  construction.  Ap- 
proximate cost,  $3,000. 


Residences 

Brigden,  Ont. 

William  Shaw,  Concession  6,  Moore 
Township,  Brigden,  is  considering  the 
erection  of  a  residence,  estimated  to  cost 
$3,000. 

Charlottetown,  P.E.I. 

Chappelle  &  Hunter,  Architects,  Des- 
Bresay  Block,  are  preparing  plans  of  a 
residence  for  F.  J.  Holman,  163  St. 
George  Street.  Frame  and  concrete 
construction.    Approximate  cost,  $3,500. 

Dorchester,  Ont. 

M.  Nugent  is  building  a  residence,  es- 
timated to  cost  $3,000.  Red  pressed  brick 
construction. 

Hamilton,  Ont. 

Charles  Morrelli,  201  Sherman  Avenue 
North,  proposes  to  build  two  residences 
on  Brant  Street,  and  has  had  plans  pre- 
pared. Brick  and  concrete  construction. 
Approximate  cost,  $3,400. 

Hensall,  Ont. 

A.  Hemphill  is  considering  the  erec- 
tion of  a  residence  on  London  Road, 
at  an  approximate  cost  of  $3,500. 

London,  Ont. 

W.  G.  Murray,  Architect,  Dominion 
Savings  Building,  is  preparing  plans  of 


two  residences,  estimated  to  cost  $4,500 
and  $4,000  respectively.  Red  pressed 
brick  construction. 

Merlin,  Ont. 

A.  Gosnell  has  commenced  the  erec- 
tion of  a  residence,  estimated  to  cost 
$4,000,  and  contemplates  Iniilding  another 
at  an  approximate  cost  of  $3,000.  Con- 
crete lilock  construction. 

Montreal,  Que. 

M.  A.  Racine,  Gouin  Boulevard,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $3,000.  Brick  construc- 
tion. 

J.  B.  Denteneer,  244  Sherbrooke  Street 
E.,  is  receiving  tenders  on  roofing,  heat- 
ing, plumbing  and  electrical  work  re- 
quired in  connection  with  three  fiats 
which  he  proposes  to  build.  Estimated 
cost,  $6,000. 

Neustadt,  Ont. 

Philip  Binkle  is  preparing  plans  of  a 
residence,  estimated  to  cost  $3,000.  Own- 
er will  do  all  work. 

Norwich,  Ont. 

G.  D.  Redmond,  Architect,  33  Fairview 
Boulevard,  Toronto,  is  receiving  tenders 
on  the  plumbing  and  heating  required 
in  tfie  erection  of  two  residences  for 
George  West.    Approximate  cost,  $4,500. 

Ottawa,  Ont. 

W.  C.  Leech,  140  Spadina  Avenue,  con- 
templates the  erection  of  two  residences, 
at  an  approximate  cost  of  $3,500  each. 
Brick  veneer  and  stone  construction. 

Plans  are  being  prepared  by  W.  H. 
George,  Castle  Building,  for  a  residence 
to  be  built  for  J.  Moffat  Ross,  49  Met- 
calfe Street.  Brick  veneer  construction. 
Approximate  cost,  $7,000. 

The  erection  of  a  residence  is  con- 
templated by  McLeod  McAllister,  20  Wil- 
lard  Street.  Brick  and  stucco  construc- 
tion.   Estimated  cost,  $3,500. 

Outremont,  Que. 

P.  Guidazio,  44  Marsolais  Avenue,  has 
commenced  the  erection  of  five  residences 
on  Davaar  Street,  estimated  to  cost 
$35,000.    Brick  and  stone  construction. 

L.  J.  Bigonesse,  Architect,  60  Notre 
Dame  Street  E.,  is  receiving  private  ten- 
ders on  the  erection  of  two  residences 
for  A.  Boyer,  1058  Berri  Street.  Esti- 
mated cost,  $10,000. 

Quebec,  Que. 

E.  Bouchard,  St.  Gregoire  Street,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,000.  Frame  and 
brick  construction. 

Renfrew,  Ont. 

J.  K.'  Rochester  proposes  to  build  a 
tenement  on  Raglan  Street,  at  an  ap- 
proximate cost  of  $3,500.  Stone  and 
roughcast  construction. 

Riverside,  N.B. 

The  tenders  received  for  the  erection 
of  a  residence  for  F.  VV.  Roach,  care  of 
Brock  &  Patterson,  King  Street,  St. 
John,  are  unsatisfactory,  and  the  plans 
will  be  revised.  Architect,  Leonard 
Heans,  84  Germain  Street,  St.  John.  Ap- 
proximate cost,  $5,000. 

Sault  Ste.  Marie,  Ont. 

Plans  of  a  residence  are  now  l)eing 
prepared  for  Orval  Johnston,  care  of  the 
C.  P.  R.  Telegraph.  Estimated  cost, 
$5,500. 


Tavistock,  Ont. 

The  Congregation  of  the  Evangelical 
Church  propose  to  build  a  Parsonage  at 
an  approximate  cost  of  $4,500,  and  have 
purchased  a  site.  Plans  will  be  prepared 
as  soon  as  possible.  Pastor,  Rev.  A.  D. 
Gischler. 

Toronto,  Ont. 

F.  W.  Hill,  55  Wolfrey  Avenue,  pro- 
poses to  build  a  duplex  residence,  at  an 
approximate  cost  of  $3,000,  and  has  had 
plans  prepared.     Brick  construction. 

W.  P.  Levack,  519  Roxton  Road,  is 
considering  the  erection  of  three  resi- 
dences, at  an  approximate  cost  of  $4,000 
each.  Smaller  trades  will  be  let.  Brick 
construction. 

L.  Wilks,  20  Lincoln  Avenue,  has  com- 
menced the  erection  of  a  residence,  esti- 
mated to  cost  $3,500.  Brick  construction. 
Smaller  trades  will  be  let. 

Devine  Brothers,  51  Bird  Avenue,  have 
started  work  on  a  residence  on  Lauder 
Avenue,  estimated  to  cost  $3,800.  Smaller 
trades  will  be  let.  Granite  concrete 
block  and  brick  construction. 

W.  H.  Moore,  79  Bellefair  Avenue,  is 
receiving  tenders  on  labor  only  for  car- 
pentry, plastering,  painting  and  brick 
work  required  in  the  erection  of  a  resi- 
dence and  garage.  Estimated  cost,  $3,000. 

C.  Parker,  609  Davenport  Road,  has 
started  work  on  a  residence,  estimated 
to  cost  $7,500,  and  will  let  smaller  trades. 
Brick  construction. 

W.  P.  Levock,  519  Roxton  Road,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $4,500.  Smaller  trades 
will  be  let.    Brick  construction. 

G.  D.  Redmond,  Architect,  33  Fairview 
Boulevard,  is  receiving  tenders  on  the 
erection  of  a  pair  of  residences  on  Lamb 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $4,000. 

Warwick  Township,  Ont. 

W.  R.  Thompson,  Concession  2,  Wat- 
ford, proposes  to  build  a  residence  to  re- 
place that  recently  destroyed  by  fire. 
Estimated  cost,  $3,000. 

Westboro,  Ont. 

P.  Sabourin,  17  Lowery  Street,  has 
commenced  the  erection  of  a  residence, 
•estimated  to  cost  $3,000.  Frame  and 
concrete  construction. 

Wheatley,  Ont. 

Work  on  the  erection  of  a  residence 
has  been  started  by  J.  P.  Crowther. 
Frame  and  white  brick  construction.  .\p- 
proximate  cost,  $3,000. 

CONTRACTS  AWARDED 

Aylmer,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  and  garage  for  A.  W. 
Pierce  has  been  let  to  C.  M.  Smith,  Wel- 
lington Street.  Estimated  cost,  $10,000. 
Brick,  stone  and  concrete  construction. 

C.  M.  Smith  has  also  been  awarded  the 
contract  for  the  erection  of  a  residence 
for  John  H.  Strachan.  Red  pressed 
l-)rick  construction.  Approximate  cost, 
$3,500. 

Cedar  Beach,  Ont. 

W.  T.  Conklin,  Kingsville,  Ont.,  has 
l)een  awarded  a  contract  for  the  erection 
of  three  summer  cottages  for  J.  W. 
Richardson,  C.  M.  Carson  and  W.  Lang. 
Frame  construction.  Approximate  cost, 
$6,500. 
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Hamilton,  Ont. 

S.  S.  Forbes,  165  Sanford  Avenue  S., 
has  let  the  contract  for  plastering  in  con- 
nection with  three  residences  which  he 
will  build  to  H.  Hancox,  41  Robins  Ave- 
nue, the  plumbing  to  J.  Hart,  1  Nightin- 
gale Street,  and  electrical  work  to  J. 
Dynes,  161  Sanford  Avenue  S.  Approxi- 
mate total  cost,  $4,500. 

The  general,  masonry,  steel  and  roof- 
ing contracts  for  the-  erection  of  a  resi- 
dence for  G.  S.  Dunkin,  71  Barnsdale 
Avenue  S.,  have  been  awarded  to  Mit- 
chell &  Riddell,  Head  Street,  and  the 
carpentry  to  R.  Huxtable,  70  St.  Clair 
Street.    Estimated  cost,  $5,000. 

Williamson  &  Torrence,  469  King  St. 
E.,  have  let  the  following  contracts  for 
the  erection  of  two  residences: — general, 
masonry,  carpentry  and  roofing,  S.  S. 
Forbes,  165  Sanford  Avenue;  plastering, 
H.  Hancox,  41  Robins  Avenue,  plumbing, 
J.  Hart,  1  Nightingale  Street;  electrical 
work,  J.  Dynes,  161  Sanford  Avenue  S. 
Estimated  cost,  $5,000. 

The  general,  carpentry  and  roofing- 
contracts  for  the  erection  of  a  residence 
for  F.  Wilson,  88  Melrose  Avenue,  have 
been  awarded  to  J.  Ireland,  161  Hess 
Street  N.,  and  the  masonry  to  A.  Beddie, 
307  Burris  Avenue.  Approximate  cost, 
$3,800. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  C.  Galibert  &  Son 
Company,  1133  St.  Catherine  Street,  has 
been  let  to  Martineau  &  Prenoveau,  643 
Berri  Street.  Brick  construction.  Esti- 
mated cost,  $4,000. 

In  connection  with  th'e  residence  now 
in  course  of  erection  for  F.  Bonnier, 
1639  St.  Catherine  Street  E.,  the  contract 
for  masonry,  carpentry,  plastering,  paint- 
ing and  interior  fittings  ha.s  been  let  to 
the  general  contractor.  Tenders  are  now 
being  received  for  roofing,  heating, 
-plumbing  and  electrical  work. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  G.  Jones  has  been 
let  to  Walter  Fryer,  5  Glen  Avenue. 
Brick  veneer  construction.  Approximate 
cost,  $4,600. 

In  connection  with  the  residence  in 
course  of  erection  for  C.  Sutherland,  460 
McLeod  Street,  the  plastering  contract 
has  lieen  awarded  to  Thomas  Patterson, 
70  Rosedale  Avenue,  and  painting  to 
Ritchie  &  Nunn,  163  Sunnyside  Avenue. 

Outremont,  Que. 

The  Cooke  Estate,  38  Dunlop  Street, 
have  let  the  following  contracts  for  the 
erection  of  two  cottages: — masonry  and 
excavation.  James  Young,  540  Maple- 
wood  Avenue;  carpentry,  D.  M.  Long, 
Regd..  304  William  Street;  roofing,  Rich- 
ardson, Simard  &  Company,  745  Clarke 
Street;  plastering,  Watson  &  Wilson. 
1678  Hutchison  Street;  painting,  A.  Craig 
Ltd.,  41  Jurors  Street;  heating  and  plumb- 
ing, J.  Colford.  45()  Guy  Street;  electrical 
work,  Vincent  &  Say  Electric  Company, 
35  Union  .Xvenue.  Aijproxiniate  cost, 
$10,000. 

Quebec,  Que. 

Tile  general  contract  for  tlie  erection 
of  a  I'esidence  for  Raymond  Bussiere,  2 
Marie  Louise  .Street,  has  been  let  to  A. 
Vachon,  119  Marie  Louise  Street.  Frame 
and  brick  construction.  Approximate 
cost,  $4,000. 

'i'he  general,  masonry,  and  carpentry 


contracts  for  the  erection  of  a  residence 
for  F.  Gingras,  36  St.  Augustin  Street, 
liave  been  let  to  Jinchereau  &  Lamonde. 
Brick  construction.  Estimated  cost, 
$8,000. 

Sault  Ste.  Marie,  Ont. 

In  connection  with  the  erection  of  a 
residence  for  W.  H.  Ewing,  Albert  St., 
the  painting  contract  has  been  let  to 
William  Hallam,  and  plastering  to  W. 
W  ray. 

Sherbrooke,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  T.  J.  Parkes,  5  Port- 
land Avenue,  has  been  awarded  to  Loom- 
is,  Dakin  Limited,  St.  Gabriel  Street. 
.Approximate  cost,  $7,000. 

St.  Audrews,  N.B. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  E.  C.  Walker  has 
been  let  to  Fussing  &  Jorgensen  Bro- 
thers, 6  Durocher  Street,  Montreal. 
Stone,  brick  and  roughcast  construction. 
.\pproximate  cost,  $20,000. 

Toronto,  Ont. 

Tomkins  &  Baskerville,  490  Oakwood 
Avenue,,  have  the  contracts  for  the  erec- 
tion of  two  residences  in  York  Town- 
ship, at  an  approximate  cost  of  $3,000 
each.    Brick  construction. 

Plans  have  been  prepared  for  the  erec- 
tion of  two  residences  for  Mrs.  C.  Blair. 
948  Logan  Avenue,  and  the  contract  for 
plumbing  and  heating  let  to  D.  A.  Blair, 
948  Logan  Avenue.  Brick  construction. 
Approximate  cost,  $8,000. 

Windsor,  Ont. 

In  connection  with  the  erection  of  a 
residence  for  W.  E.  Rigg,  35  Pitt  Street 
E..  the  carpentry  has  been  let  to  J.  R. 
Sculland,  Tuson  Block,  roofing  to  Can- 
adian Roofing  Manufacturing  Company, 
McDougall  Street,  and  painting  to  the 
Canadian  Glass  Company. 

The  following  contracts  have  been 
awarded  for  the  erection  of  flats  for 
Louis  Kaplan,  Wyandotte  Street  E.: — 
masonry,  Thompson  Brothers.  Chatham 
Street  W. ;  carpentry.  S.  Burch;  roofing 
aud  plastering.  Welch  Brothers;  paint- 
ing. William  Laesser.  94  Jeanette  Street; 
heating  and  pluml:)ing,  Windsor  Hard- 
ware Company.  71  Sandwich  Street  E.; 
electrical  work.  Gilliert  Campeau.  131 
Tuscarora  Street.  .'X.ppro.ximate  cost, 
$15,000. 


Power  Plants,  Electricity  and 
Telephones 

Orillia,  Ont. 

The  l)y-law  to  provide  for  the  transfer 
of  the  power  plant  to  the  Ontario  Hydro 
Electric  Commission  ha's  been  defeated. 
The  Town  will  now  proceed  with  the 
jjlant  at  Swift  Rapids,  estimated  to  cost 
$90,000.  Switchboards.  water  wheel, 
transformers  and  other  equinment  will 
be  required  for  two  units  of  1.600  h.p. 
each.    Engineer,  W.  K.  Greenwood. 

South  Melfort,  Sask. 

Tenders  on  tlie  construction  of  the 
l)roi)osed  system  of  the  South  Melfort 
Rural  Telephone  Company  will  be  re- 
ceived until  June  14th  by  tlie  .Secretary, 
Walter  Armstrong,  South  Melfort  Post 
Office. 

CONTRACTS  AWARDED 

Copper  Mountain,  B.  C. 

The    Hritisii   Columbia    Cupper  Com- 


pany, Copper  Mountain,  have  awarded 
the  contract  for  the  construction  of  a 
transmission  line  from  East  Princeton  to 
J.  MacDonald,  Princeton. 

London,  Ont. 

The  Hydro  Commission  have  let  the 
contract  for  the  supply  of  Wire  cables 
to  the  Northern  Electric  Company,  131 
Simcoe  Street,  Toronto,  and  for  supply 
of  poles  to  W.  McFadden,  Heaslip,  Ont. 


Fires 

Hamilton,  Ont. 

Residence  owned  by  W.  J.  Southam. 
Loss,  $10,000. 

Montreal,  Que. 

Store  of  Louis  Wisintainer  &  Son 
Company,  58  St.  Lawrence  Boulevard. 
Loss,  $15,000.    Will  be  rebuilt. 

Store  building',  owned  by  N.  G.  Val- 
iquette  Ltd.,  477  St.  Catherine  Street  E. 
Loss,  $4,000,    Repairs  will  be  made. 

Wainwright,  Alta. 

Pump  house  owned  by  the  Grand 
Trunk  Pacific  Railway,  Winnipeg.  Own- 
ers will  rebuild. 

Westboro,  Ont. 

Store  owned  by  Frank  O'Malley,  Vic- 
toria Avenue.  Loss,  $6,000.  Owner  may 
rebuild. 

Store  owned  by  Patrick  Mears,  Wil- 
liam Street.  Loss,  $4,500.  Will  be  re- 
built. 


Miscellaneous 

Montreal,  Que. 

The  Dominion  Bridge  Company,  La- 
chine,  have  been  asked  by  the  City 
Council  to  prepare  plans  and  specifica- 
tions for  headgates  for  the  Lachine 
Canal.    Estimated  cost,  $100,000. 

Preston,  Ont. 

The  Town  Council  will  shortly  sub- 
mit a  by-law  to  authorize  the  expenditure 
of  $10,000  on  a  fire  engine.  All  com- 
munications must  be  sent  to  Mayor  Hurl-- 
but,  Hurlbut  Shoe  Factory,  Pdeston. 

Toronto,  Ont. 

W.  J.  McCormick,  2,000  Bloor  Street 
West,  is  constructing  a  concrete  swim- 
ming tank,  estimated  to  cost  $3,500. 

Trail,  B.C. 

The  Trail  Poultry  Association  have  ap- 
pointed a  Committee  to  consider  the  con- 
struction of  a  swimming  pool  and  gym- 
nasium, at  an  approximate  cost  of  $8,000. 
.Secretary.  J.  A.  Wadsworth. 


Cut  Vent  Holes  and  Fill  Settles  to  Firm 
Foundation 

At  various  points  the  Coleman-du 
Pont  concrete  road,  in  Delaware,  was 
constructed  over  swamps.  Ordinarily 
these  were  drained  before  the  fill  was  de- 
posited, but  in  one  case  the  cost  would 
have  been  prohibitive  so  the  fill  was  made 
directly  on  the  surface  of  the  swamp, 
which  floated  on  several  feet  of  black 
muck.  Below  this  was  a  solid  founda- 
tion of  sand  and  bog  ore.  It  was  thought 
that  the  weight  of  the  embankment 
would  carry  it  down  to  this  stratum,  but 
it  did  not.  The  difficulty  was  surmount- 
ed by  cutting  holes  through  the  swamp 
surface  near  the  toe  of  the  fill.  The 
muck  was  forced  up  through  these  and 
the  solid  earth  settled  down  to  the  firm 
foundation. 
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Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.    The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.    Oil  rings,  Hydraulic  Balance  and  water  ■ 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.   We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 


The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 

14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Late  News  Items 

Chambly  Canton,  Que. 

The  Town  Council  have  let  the  con- 
tract for  construction  of  about  11,000 
feet  of  sewers  to  S.  W.  Hamilton,  11J<2 
Gosford  Street,  Montreal.  Approximate 
cost,  .$18,000. 

Kinburn,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  School  Section  No.  5, 
Fitzroy,  has  been  awarded  to  P.  J.  EUe- 
ment,  624  Cooper  Street.  Approximate 
cost,  $6,000.    Brick  construction. 

Tenders  on  the  erection  of  a  hall  for 
the  Orange  Lodge  will  be  received  until 
June  5th.  Architect,  E.  R.  Beckwith, 
Cooper  Street.  Estimated  cost,  $15,000. 
Pressed  brick  construction. 

Montreal,  Que. 

The  contract  for  the  erection  of  a  the- 
atre on  St.  Catherine  Street  for  Marcus 
Low,  143  Broadway,  New  York  City, 
has  been  awarded  to  the  Fleischmann 
Construction  Company,  New  York.  Ap- 
proximate cost,  $1,000,000. 

Ottawa,  Ont. 

Tenders  on  the  construction  of  sun 
parlors  will  be  received  until  June  13th 
by  the  Secretary  to  the  Board  of  Health. 
Plans  with  the  Architects.  Millson  & 
Burgess,  Union  Bank  Building,  and  the 
Secretary.    Approximate  cost,  $10,000. 

Owen  Sound,  Ont. 

Fire  has  destroyed  a  warehouse  owned 
by  Elias   Lemon.     Loss,  about  $35,000. 

Simcoe,  Ont. 

The  Board  of  Education  propose  to 
build  two  schools,  at  an  approximate 
cost  of  $40,000,  and  have  appointed  as 
Architects  Chapman  &  McGiffen,  95 
King  Street  E.,  Toronto.  Fireproof  con- 
struction, soundproof  floors. 

St.  Joseph  de  Alma,  Que. 

The  Town  Council  have  awarded  the 
contract  for  waterworks  construction  to 
A.  Aubin,  St.  Jerome,  Que.  Work  in- 
cludes about  26  miles  of  wood,  cr,?t 
iron,  steel  and  galvanized  iron  piping,  and 
will  cost  approximately  $68,000.  Engi- 
neer, E.  Lapointe,  Bale  St.  Paul,  Que. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  June  6th  for  electric  light  fix- 
tures for  the  Registry  Office.  Plans  at 
office  of  the  City  Architect. 

F.  W.  D.  Smith,  care  of  Imperial  Bank, 
Front  and  West  Market-  Streets,  is  re- 
ceiving tenders  on  all  trades  except  car- 
pentry, required  in  the  erection  of  a 
residence  on  Dawlish  Avenue.  Archi- 
tect, W.  B.  Galbraith,  23  St.  Leonards 
Avenue.  Approximate  cost,  $6,000.  Brick, 
stone  and  hollow  tile  construction. 

W.  Whitelaw  &  Son,  386  Indian  Grove, 
have  commenced  the  erection  of  a  dup- 
lex residence  at  62  Glenwood  Avenue, 
estimated  to  cost  $6,000.  Smaller  trades 
will  be  let.    Brick  construction. 

The  American  Club,  40  \delaide  St. 
W.,  have  had  plans  prepared  for  repairs 
to  their  building,  recently  damaged  by 
fire.  J  Architect,  J.  F.  VVegman.  Ten- 
ders will  be  called  shortly,  .\pproximate 
cost,  $30,000. 

Westmount,  Que. 

Anglins  Limited.  65  Victoria  Street, 
have   commenced   the   erection   of  two 


residences  on  Victoria  Avenue  for  John 
^Hyde,  Wood  Avenue.    Approximate  cost, 
$12,500.     Brick  and  concrete  construc- 
tion. 

Winnipeg,  Man. 

The  general  contract  for  the  erection 
of  a  publishing  house  for  the  Stovel 
Company,  Limited,  Bannatyne  Avenue, 
has  been  awarded  to  the  Fort  Garry 
Construction  Company,  Ross  and  Arling- 
ton Streets.  Approximate  cost,  $250,000. 
Red  brick  and  Tyndal  limestone  con- 
struction. 

Woodstock,  Ont. 

Tenders  will  be  received  until  June 
9th  for  the  construction  of  12,000  square 
yards  of  reinforced  concrete  pavement, 
and  alternative  tenders  on  bitulithic,  as- 
phalt and  asphaltic  concrete  on  concrete 
base,  with  concrete  curbs  and  gutters. 
Plans  and  specifications  at  office  of  the 
City  Engineer,  F.  J.  Ure. 


Gravel  Roads  in  Illinois 

For  county  work  in  gravel-road  con- 
struction in  Kane  County,  Illinois,  the 
county  supervisors  have  their  own  ma- 
chinery. This  includes  a  40-h.p.  gaso- 
line engine  to  operate  a  3^-ton  road 
grader  (with  12-foot  blade),  a  portable 
screening  and  crushing  plant,  and  a  tank 
wagon.  There  is  also  a  5-ton  motor- 
truck with  5-ton  trailer,  which  distri- 
bute the  road  material  and  are  used  to 
move  the  crushing  and  screening  plant 
from  place  to  place. 

In  distributing  the  gravel  all  hauling 
is  done  over  the  gravel  already  laid,  so 
that  the  motor  truck  operates  as  a  roller. 
The  material  is  placed  in  two  courses,  in 
order  to  get  a  thorough  rolling.  The 
truck  wheels  have  steel  tires,  10  inches 
wide  on  the  front  and  21  inches  on  the 
rear  wheels.  The  loaded  truck  weighs 
about  14  tons,  of  which  the  rear  wheels 
carry  70  per  cent.  The  truck  and  trailer 
stand  under  the  storage  bin  to  load. 

V/hen  distributing,  the  bottom-dump 
trailer  is  first  unloaded,  this  being  done 
while  it  is  in  motion,  in  order  to  spread 
tjje  maferial.  It  is  then  uncoupled  and 
the  rear-dump  truck  unloaded  by  tilting, 
after  which  it  is  turned  around  and 
coupled  to  the  other  end  of  the  trailer 
for  the  return  trip. 

The  portable  screening  and  crushing- 
plant  has  an  output  capacity  of  200  cubic 
yards  per  day.  It  consists  of  a  rotary 
screen,  a  crusher  and  a  15-yard  storage 
bin,  together  with  a  bucket  elevator  and 
two  belt  conveyors.  To  keep  the  height 
within  limits  conve_nient  for  transporta- 
tion, the  screen  is  mounted  separately, 
instead  of  being  carried  above  the  bin. 
This  plant  was  built  by  the  Stephens- 
Adamson  Manufacturing  Co.,  Aurora,  111. 

The  gravel  from  the  pit  is  moved  by 
scrapers  and  dumped  into  a  hopper  over 
the  lower  end  of  a  belt  conveyor  that 
elevates  it  to  the  screen.  From  the 
screen  the  product  of  ]/$  to  lj4-inch  size 
is  fed  by  a  chute  to  the  boot  of  a  bucket 
elevator  that  delivers  it  to  the  storage 
bin.  The  oversize  is  delivered  to  the 
crusher  beneath,  the  product  of  which 
(crusher-run)  goes  to  the  elevator  and 
bin.  Material  finer  than  %  inch  is  de- 
livered to  a  second  belt  conveyor  and  dis- 
charged upon  a  waste  pile. 

For  moving  the  plant,  the  motor  truck 
is  run  under  the  bin,  wnich  is  lowered 
upon  it,  the  supports  and  other  parts  be- 
ing placed  within  the  body.    The  screen 


is  loaded  upon  a  wagon,  the  crusher  has 
its  own  wheeled  frame,  and  the  various 
accessory  parts  are  placed  in  the  trailer. 
The  motor  truck  hauls  the  trailer  and 
tank  wagon,  while  the  tractor  hauls  the 
crusher  and  screen.  G.  N.  Lamb,  of  St. 
Charles,  111.,  is  County  Superintendent 
of  Highways. 


Sewer  Forms  Hung  From  Channel 
Trolley  on  Chain  Blocks 

The  scheme  of  hanging  steel  sewer 
invert  forms  on  chain  blocks  from  a 
channel  trolley  track  has  been  used  suc- 
cessfully in  building  trench  sections  of 
the  south  side  storm  sewer  in  Colum- 
bus, Ohio,  by  J.  C  Garland  &  Company, 
the  contractors.  The  section  of  the 
sewer  for  which  this  method  was  de- 
vised is  10  feet  3  inches  in  diameter.  A 
section  of  the  Blaw  invert  forms  is  lifted 
by  three  chain  blocks,  each  hung  from  a 
three-wheel  trolley  running  on  a  7-inch 
channel  which  is  suspended  by  chains 
from  the  trench  bracing  overhead.  The 
forms  are  raised  clear,  run  ahead  on  the 
trolley  and  lowered  on  cement  blocks 
which  are  set  to  grade  to  support  the 
forms  in  the  trench  ahead  of  the  last 
section  concreted.  Three  trolleys  car- 
rying a  set  of  forms  are  easily  pulled 
ahead  by  three  men  with  a  single  rope 
pulley.  The  two  20-foot  sections  can  be 
moved,  set  and  braced  in  from  two  to 
three  hours  by  five  men.  The  arch  forms 
are  pulled  ahead  on  rollers  on  a  track  of 
doubled  2-inch  plank.  It  also  takes  about 
three  hours  for  five  men  to  move  ahead 
and  set  60  feet  of  the  arch  forms. 

The  south  side  storm  sewer,  the  main 
trunk  of  which  is  more  than  a  mile  long, 
is  being  built  for  the  city  of  Columbus, 
which  is  represented  on  the  work  by  R.  C. 
Chaney,  assistant  engineer  under  W.  J. 
Weaver,  engineer  in  charge  of  sewer 
construction,  and  Henry  Maetzel,  chief 
of  the  city  engineering  department. 
Charles  E.  Cannell  is  manager  and  H. 
R.  De  Lorme  secretary  of  the  contract- 
ing firm. 


Discharge  Into  Draft  Tube  Increases 
Power  Output 

That  the  water  conducted  by  sluices 
from  a  pond  upstream  during  the  flood 
season  at  the  Barton  plant  of  the  East- 
ern Michigan  Edison  Company,  and  dis- 
charged into  the  draft  tube,  increases  the 
power  output  of  the  turbines  and  com- 
pensates in  a  large  measure  for  the  de- 
creased output  due  to  the  rise  of  the  tail- 
water  level  has  been  proved  by  actual 
tests. 

During  the  construction  of  the  plant 
the  sluices  were  used  to  carry  the  low- 
water  flow  of  the  river,  and  in  the  com- 
pleted structure  have  been  used  for  low- 
ering the  pond.  During  the  flood  season 
they  are  used  to  assist  in  regulating  the 
pond  level,  with  the  result  that  the  water 
discharged  into  the  draft  tube  efi^octs  an 
increase  in  the  power  output. 

In  a  test  the  quantity  of  water  dis- 
charged by  the  sluices  was  measured  and 
the  effect  on  one  of  the  units  determined 
while  it  was  running  at  6-10  gate.  The 
power  was  increased  about  9  per  cent., 
and  the  effect  of  an  18-inch  rise  of  water 
can  be  compensated  for. 

The  Barton  plant  was  designed,  and  its 
erection  supervised  by  Gardner  S.  Wil- 
liams, consulting  engineer,  .\nn  Arbor, 
Mich, 
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Made  in  Canada 


An  Economical 
Roadway— 

TLI  ERE  is  a  handsome,  economical 
tarviated  road.  It  will  take  a 
large  amount  of  traffic  without  de- 
veloping a  dust  nuisance  in  dry  wea- 
ther or  a  mud  nuisance  in  wet,  with- 
out getting  rough  or  changing  con- 
tour. 

This  road  has  been  constructed  with 
"Tarvia-X"  as  a  binder  throughout. 
Once  a  year,  or  once  in  two  years,  it 
wovild  be  advisable  to  go  over  this 
road  and  spray  it  with  "Tarvia-B," 
a  lighter  grade,  which  requires  no 
heating  to  prepare  it  for  use  on  the 
road. 

A  light  coat  of  screenings  should, 
perhaps,  be  spread  down  at  the  same 
time,  and  with  such  inexpensive  at- 


Pointe  Claire  Road,  Quebec. 
Tarvia  Filled  Macadam. 


tention  this  road  will  keep  its  con- 
tour and  perfect  waterproof  surface 
for  many  years. 

The  cost  per  year  of  the  Tarvia  treat- 
ment will  be  very  much  less  than  the 
ordinary  maintenance  expense  of  a 
plain  macadam  road  and  the  results 
will  be  vastly  more  satisfactory. 
Modern  engineers  have  given  up 
building  plain  macadam  roads  and 
expecting  them  to  withstand  modern 
automobile  traffic.  They  recognize 
the  need  for  a  bituminous  binder. 
The  cheapest,  the  simplest  and  the 
best  binder  is  Tarvia. 
ILliisti'ated  booklets  describing  the  treat, 
ment  ff-ee  on  request.  Address  our 
nearest  office. 


Special  Service  Department. 


This  Company  lias  a  corps  of  trained  engineers 
and  cliemists  who  have  given  years  of  study  to 
modern  road  probTems.  The  advice  of  these  men 
may  be  had  for  the  asking  by  anyone  interested. 


If  you  will  write  to  the  nearest  office  regarding 
road  problems  and  conditions  in  your  vicinity  the 
matter  will   have  prompt  attention. 


THE  PATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE  C  ARRITTE-P  ATERSON  MANUFACTURING  CO.,  LIMITED 


ST.  JOHN,  N.  B. 


HALIFAX,  N. 


SYDNEY,  N.  S. 
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Light  Electric 
Hoist  Crane 


The  Ideal 
Crane 
Trolley  m->- 
Northern 
"Type  E" 


CRANES 


MADE  IN 
CANADA 
OF  ALL  TYPES,  SIZES  AND  CAPACITIES 

Heavy  Cranes  and  Light  Cranes  for  Mill  Service,  Power 
Stations,  Foundries,  Stone  Trades — Grab  Bucket  Cranes 


Northern  Crane  Works,  Limited, 


WALKERVILLE, 
ONTARIO 


A  Paying  Field  for  Progressive  Contractors — 
Apply  the  Oxy-Acetylene  Welding  and  Cutting  Process 

It  helps  you  to  do  a  COUNTLESS  NUMBER  of  jobs  in  a  novel  way 
-QUICKER-CHEAPER- BETTER- than  by  old  methods 

Modern  APPARATUS  (stationary  and  port- 
able) as  well  as  GASES  (Oxygen  and  Acety- 
lene) supplied  on  SHORTEST  NOTICE  and 

Made-in-Canada  by 

L'AIR  LIQUIDE  SOCIETY 

WEST  TORONTO   MONTREAL  WINNIPEG 

26  Boler  St.         Maisonneuve     325  William  Ave. 

-THE  OXY-ACETYLENE  PEOPLE- 
Branches  the  World  over.  "SERVICE"  our  Motto. 


L'Air  Liquide  Society,  Maisonneuve, 

MONTREAL,  P.  Q. 

Gentlemen :  —  Please  send,  post  paid,  without 
obligating  me,  your  NEW  BOOKLET. 


Name 


Address   

Prov  Date  

Business   C.  R. 


Welding  of  light-gauge  shells— later  on  armoured  and  embedded  in  cement— for 
Water  Mains,  Gas  Mains,  etc. 

THIS  COUPON  will  bring  you— without  obligating  you— MUCH  INFORMA- 
TION about  this  rapidly  spreading  process. 


DO  NOT  POSTPONE 


SEND  COUPON  NOW 


DARLING 
STEAM 

PPLIANCE 


jDARLING  BROTHERS 

LIMITED  ^ 
Knftlneers  and  Manufactvirers 
MONTRKAL,  CANADA 


4 

1 


BrancHes : 

Toronto  and  Winnipeg 


Aftents : 

HnllfiW.  St.  John 


Tenders 


A  few  dollars  spent  in  advertising 

your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work, 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


Piatt  Double  Suction 
Centrifugal  Pumps 

Split  case  features  insure  accessibil- 
ity.   Their  rugged  construction  guar- 
antees efficient  and  continuous  service 
whether  installed  where  every  facility 
is  at  hand,  or  in  the  most  isolated  parts  of  the  world. 
Bulletin  No.  762  fully  describes  them. 

Standard  Pumfis  for  Every  Service 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
V  and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

Genera!  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  Prssident. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  litlTOMre 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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Griffiths  Bros  4^  G)  Ltd 

Lo/>)DON,  England 


■  GDNtracbrs  to  the 
Admiralty  d^WarOffice 


Iron,  Steel  and  Wood 

Perfect  protection.  Rust  proof.  Elastic  Paint.  Used  by  all  contractors 
who  prefer  ultimate  results  to  small  immediate  savings.  Great  covering 
power.  Superior  to  Red  Lead  or  Graphite.  Buy  the  best  as  used  by  British 
Government  Departments,  Admiralty,  War  Office. 

WRITE  FOR  BOOKLET  C  AND  PRICES 

Spi EL]viA.N]>sr  Agencies,  Regd. 

Specialists   in  Protective  Paints 
Read  Bldg.  MontrEA-L  . 


Made 
in 

Canada 


CANADIAN  BRASSy^ 


COMPANYuMiTEa 


Waterworks  Brass  Goods 

til  Our  product  has  several  special  features  worthy  of  Superintend- 
ent investigation.  On  the  other  hand  if  you  have  used  the  "Canad- 
ian" line,  we  are  prepared  to  abide  by  the  results  you  have  obtained. 
€|  Other  lines  comprise  Gas  Cocks,  Plumbers'  Supplies. 

Canadian  Brass  Co. 

Limited 

Gait       «  Ontario 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  vyfhich  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 
Prices  Reasonable— Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
hiicket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trutt  &  Savings  Bldg. 
INDIANAPOLIS.  IND. 
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'WORLD" 
PUMPS 


Side  Inlet 
For  3-in.  Rubber  Hose 


Bottom  Inlet 
For  3-in.  Iron  Pipe 


FOR 

CONTRACTORS 
WATER  WORKS 

AND 

QUARRIES 

These  pumps  will  discharge 
water  containing  sand,  gravel, 
coal  dust,  mud  drainage  or  any 
semi  -  liquid  matter  without 
choking  or  perceptibly  wearing 
the  pump. 

These  pumps  have  a  hole  in 
the  lug  in  which  to  fasten  a 
rope  used  in  hoisting  and  low- 
ering pumps  into  trenches,  etc. 

T.  McAVITY  &  SONS 

LIMITED 

HARDWARE  AND  METAL  MERCHANTS 
BRASS  AND  IRON  FOUNDERS 

St.  John,  N.  B.,  Canada 
Montreal  Winnipeg 


Standard 
Colonial  Copper  Clad  Wire 

TRADE  _  _MABi< 

has  satisfactorily  met  the  requirements  of  large  and 
discriminating-  l)uyers  who  have  purchased  millions 
of  pounds  of  it  annually  for  many  years.  It  stands 
among-  copper  clad  -wires  as  does  R,  B,  B.  among 
galvanized  iron  -wires,  that  is,  for  extra  best  best  in 
cjuality. 

For  further  information  -write  our  nearest  ofilce 
for  C.  C.  C.  Bulletin  No,  302. 

Standard  Underground  Cable  Co.  of  Canada 
Limited 

General  Offices  and  Works:  Hamilton,  Ont. 

Montreal.  Que.  Winnipeg,  Man. 

Hamilton,  Ont.  Seattle,  Wash. 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  follo-wing  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


67-6 
28-6 
40-6 
28-6" 


Angles 

x3i/4"x5/J"-60'0" 
x3i^"xll/16"-60'0" 
x3S4"x3/4"-60'0" 
x3i4"x3/4"-55'0" 


Channels 


31-12"x30  lb.-60  'O" 
83-15"x33  lb.-36' 101/4' 


Zees 


94-  3"  X  2-11/16"  X 

95-  3-1/16"  X  2-3/4 


Mild 


20-8 
20-10 
13-6" 
17-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
i/4x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


1/4"  X  6.7  Lbs.  -  54 '0" 
'x6/16"  X  8.5  lbs.  -  50' 0" 

Steel  Bars 

14-6"x7/16"-13'0" 
8-3"xl/2"-10  0" 
40-6"xl/2"-20'0" 
12-8"xl  2"-10'0" 
8-9"xl/2"-32'0" 
3-10"x9/16"-22'0" 

5-  12i/i"x5/8"-30'0" 
22-6i/2"xll/16"-33'0" 

6-  7"xll/16"-20'0" 
19-8"xl-l  '8"-18  '3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

**  Mathematically  Precise" 

Are  rigid,  of  liglitest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  otfered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments, 

Write  for  Catalogue  now 
HFI  T  FR         RRTfiHTI  Y  *120  SpHng  C.rden  Street 

nE.LLi:.lv  «  DiviuniLi,  Philadelphia, pa., '  since i870" 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks  J— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder 


99 


(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming-  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 


CaiilWM  MllTS  f  @ETil  HUaCaST  Mill  ®IL  C?  Urn 


CCX/TM  DTD  UV  DTD   for  partitions,  suspended  ceilings 

DSL  V  EjIN  IxlD  n  I  -IvlD  SIDE  walls,  roofs,  etc.  gauges 

24,  26,  28 

standard 
sheets 

24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Steel  Derricks 

50  Tons  Capacity 

We  specialize  in  the  manufacture  of 
steel  guy  derricks  and  are  prepared 
to  ship  this  class  of  derrick  in  capaci- 
ties from  5  to  50  tons. 

The  illustration  shows  the  largest 
steel  guy  derrick  in  Canada.  It  is 
our  make  and  "Made  in  Canada". 

Electric  Hoists — Cranes — Derrick  Irons 
Stone  and  Marble  Working  Machinery 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 


CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College,  Toronto,  as  illustrated  above. 
Send  us  details  and  we  will  quote  prices. 

Geo*  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 
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Water  Supply 

from 

De^p  Wells 

's  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  a6 
explaining 
the  use  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Reqitbst 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminateH    and    full  jf 
health  -  giving 
that's  the  kind   supplied  by  the 


oxygen 


KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

>  You  should  know  more  about  it. 

Write  for  Literature. 

The  James  Smart  Mfg.  Co. 


Water  St. 


Limited       Brockville,  Ont. 


BoviDg  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the  "Keith*'  Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 
Fan  World.      ^^^j^     ^^^^       catalogue  no.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD  ,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO..  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 
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Neptune  Meter  Co. 

Manufacturers  of  the 
well-known 


TRIDENT 
Frost  N^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4— Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  SO  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


Good  Profits  Here-Wake  Up! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back." 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 

TORONTO      and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
wood  and  steel  Tan  ks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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The  Compactness  and  Simplicity  of  Operation 
bring  the 

DAKE  Swinging  Engines 

in  great 'favor  with  progressive  contractors. 

One  of  the  largest  construction 
firms  in  the  United  States  has 
EIGHTY  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  the  durability 
and  efficiency  of  these  machines. 
It  will  pay  you  to  investigate. 

Write  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  crabs,  spud  hoists,  etc. 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS: 
Montreal— Mussens,  Ltd.  Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


Beami — Channel* 
Angles — Plate* 

Always  in  Stock 

Reinforcing  Bars 

"Self-Senterlng" 

Corrugated 
Sheeting 

Send  for  Stock  List 


STANDARD  STEEL 
CONSTRUCTION  CO. 

LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stoije  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 
Phone  or  writs  us  for  quotations  when  you  are  in  the  market 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  OiHce  North  j  Qg5     BveninKi,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


As  exclusive  manu- 
fadturers  of  Enameled 
Brick  we  offer  every 
standard  color  and 
practical  mottled  ob- 
tainable. 

Samp!es~Miniature  or 
full  size,  forwarded 
upon  receipt  of  formal 
request. 


Write  for  catalogue  or  see  our],'pages  in  "Specification  Data.'' 

AMERICAN  ENAMELED  BRICK  &  TILE  COMPANY 

Manufacturers  of  Enameled  Brick  exclusively 

1182  Broadway,  New  York. 


Canada  Iron  Foundries,  Limited 


CAST  IRON  PIPE 


Head  OflSce 

Mark  Fiisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc.,  Castings 
of  all  kinds,  Moorinff  Bollards  for  both  Concrete  and  Wooden  Docks 
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Canadian  Inspection  and  Testing 
Laboratories,  Limited 

Inspecting  Engineers  and  Chemists 

Mill,  shop  and  field  inspection  of  bridges 
and  structural  v/ork;  test  of  materials;  mill 
inspection  of  rails  and  track  supplies; 
foundry  inspection  of  steel  and  iron  cast- 
ings of  all  classes;  expert  examinations  and 
reports.  Representatives  at  all  important 
Canadian,  American  and  European  Works. 

Head  Office  and  Main  Laboratories:  MONTREAL 

Branch  Offices  and  Laboratories  -  TORONTO,  WINNIPEG 
EDMONTON.  VANCOUVER  and  NEW  GLASGOW 


1^  A  Y¥   C  New  and  Relaying 

Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  archite'cts  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles,  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net;  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


VANCOUVER  Vi^OOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling— Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Carpenter-Contractors 

Why  Not  Work  Up  a  Wire  Fence  Trade? 

jyjANY  Carpenter-contractors  in  the  small- 
er cities  and  towns  are  making  big 
money  erecting  wire  fences  in  place  of  the 
old  style,  expensive  board  fencing.  Why 
not  "cash  in"  on  some  of  this  business? 

To  insure  perfectly  satisfactory  jobs  al- 
ways specify  DENNIS  STEEL  WIRE 
SANITARY  FENCING. 

Write  us  for  particulars  and  prices. 

The  Dennis  Wire  &  Iron  Works  Co.,  Ltd. 
London,  Ontario 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,- LIME,  AND  BRICK 
Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14 ;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M.  ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto:— 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  J<-in., 
.   $1.25;   rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  18,  18  x  18,  20  x  20. 
538.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.50;  small  sizes  $3.26. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
'A  in.,  5/16' in.  and  H  in.,  $3.50  per  100  lbs.; 
gauge  plates.  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12  in.,  $1  ft.;  15  in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-irt. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  lUO  lbs.;  in  100- lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;   all   f.o.b.  Montreal. 

poncrete  Brick— grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight    pipes    (per   foot) — not    reinforced,  8-in. 
26c. ;  9-in.  30c ;  10  in.  34c ;  12  in.  40c ;  15-in. 
60c;  18-in.  74c.    Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
-    42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  f^-in.,  $1.65;  J^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  x  5<  in.,  25c.  extra;  H  in.  x  H  in. 
x  '/^  in.  50c.  extra.  Boiler  plates — 'A  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels— Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont 
real,  net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop 
per  bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight   pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  .'■)5c;  9-in.,  70c;  10  in.,  80c;  12  in..  $1 ; 
24  in.,  $3.25.    Bends,  eacli  75c.  $1.20;  $2.20. 
$2.80,  $3.20,  $4.00,  $13.     Double  collar,  7Bc, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60. 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2'/,  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2.35  per  bbl.  Rope— Best  Manilla, 
22J/2C.  basis  per  pound;  British  manilla,  ISc. 
basis;  sisal  rope,  ISyic.  basis;  lath  yarn  13^2 
cents.  Boiled  linseed  oil — in  barrels  95c.  per 
gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
92>4c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey.  34  cents  per  bushel  i  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35 ; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
J4-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 

Crushed  Granite — lyi  and  2-in.,  $2.65;  J^-'n.  and 
1-in.,  $2.90;  f{-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in..  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8.  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  x  12,  $.39 ;  10  x  16,  12  x  16, 
10  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  x  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  10, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  H'A-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round    bars,   $2.35   per    100   lbs.  ;  square 
twisted,  $2.45  per  100  Ihs.  ;  channels,  angles, 
beams  and  plates,  $2.95  per  11)0  lbs. 
Cast   Iron   Pipes — Standard   price,   car   load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  66 ) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY.  N.  S. 
MONTREAL.  QUE. 
TORONTO.  ONT. 
FT.  WILLIAM.  ONT. 


Sale*  Office*  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mill*  and  General 
Office*  t 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 

 .  •   


(Continued  from  page  64) 
SEWER  PIPE 
Sewer  Pipe — Wliolesale  prices  {.  'o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents-  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISyi  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in.', 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster— Unsanded,  $13  pei  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils— White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings; fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
10  x  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
e'dge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base ;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50 ;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity  and  specifications. 

Steel  channels,  beams  and  plates— $4.50  to  $5.00 
per  100  lbs.,  depending  on  size;,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12"^c.  per  ft;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
14;^c  basis;  sisal  rope,  12^c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $19.00  per 
100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


nmBONE^ism 

Gauge 

Two  reasons  cause  the  user  of  ordinary  metal  lath  to  use  a  heavy  gauge ;  the  need  for 
stiffness,  and  as  a  precaution  against  corrosion.  Herringbone  users  are  freed  from  the 
first  reason  by  the  ribbed  design  of  the  lath.  Copper-alloy,  the  latest  Herringbone  improve- 
ment, gives  Herringbone  Lath  without  increase  in  weight,  an  increase  of  61  per  cent,  in 
resistance  to  corrosion.  In  other  words,  assuming  a  failure  of  the  protective  coating,  twenty- 
seven  gauge  Herringbone  Copper-Alloy  Lath  will  last  longer  than  twenty-three  gauge  ord- 
inary metal  lath.    And,  best  of  all,  the  price  has  not  been  advanced. 

Contractors  who  have  been  using  twenty-three  gauge  ordinary  metal  lath  may  therefore 
substitute  twenty-seven  gauge  Herringbone  Copper-Alloy  Lath,  maintain  the  quality  of  their 
work,  and  increase  their  profits. 

Ask  for  the  booklet  "Why  Copper  Alloy?" 

Clarence  W.  Noble        -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company,  Manufacturers 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON', 
GOODS  CO.,  Hamilton 


PIPE  BENDS 

eliminate  heavy  fittings 
economize  space, 
avoid  leaky  joints, 

save  trouble,  room  and  money 

We  make  pipe  bends  in  size  and  shape  to  meet 
your  specifications.  The  cut  above  illustrgLtes  a 
20  inch  expansion  bend  of  16  foot  radius  contain- 
ing 38  feet  of  pipe  joined  in  the  arc  by  the  At- 
wood  Line  Weld. 


4 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO. 
PinSBURGH,  PA. 


ATWOOO  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell.  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 

Mentr«al  TORONTO  Winnipeg 


Built  for  C.P.R.  Montreal 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sai.ks  Oi-'fichs  :  — 
Bridgeburg.  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  BIdg. 
New  York,  N.  Y.,  30  Church  Street 

Shops:— Bridgeburg.  Ont. 

Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  **Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sol*  Manuiaoturcrs  under  Canadiaa  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Civil 

Electrical 
Mechanical 

Directory  of  Engineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Eng^ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  G740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  jjranite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  ,a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 
TORONTO 


HADDIN  &  MILES 

LIMITED 

( Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
UVi   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

Limited 

Consulting  and  Inspecting  Engineers, 
Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


LIMITED  I 
CONTBACTINC 
ENCINEEOS 

MONTREAL 


BUILDING  WORK, 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Mainifacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-905  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG..  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATCMTC      SECURED  OR  OUR 
rA  I  Cil  I  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
liave  access  to  all  Records  and  solicit  the 
Inisiness  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  ■         Ottawa,  Canada 


Geo.  M.  Miller  &  Co. 

Architects 

Toronto  General  Trust  Building  TORONTO 


TMf>M£5.C0PYRICKr5&Jjfm^ 


STANLEY  LIOHTFOGT 

nca  o  PATENT  aOLICITOn  *N0  ATTOKNir 

LUMSDEN   BUDG.(''jY^^t") TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FREE 

MINTION   THr>    P>>>>)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,  Shop  and  Field  Inspection 
of  Steel  Structures  and  Bridges. 
Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  New  York,  Pittibuij;h  and 
Chicago;  Glasgow  and  London,  Eng. 
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You  Will  Do  Better 
with  an  OSGOOD 

The  OSGOOD  "18"  H  yd.  Traction 
Revolving  Steam  Shovel 

is  designed  and  built  for  the  lighter  class  contracting, 
luch  as  road  grading,  cellar  excavating,  sewer  trenching, 
stripping,  loading  and  unloading  cars,  and  in  fact  the 
general  line  of  excavating  contracting.  The  boom  rais- 
ing and  lowering  device,  which  can  be  quickly  and 
easily  installed  on  any  standard  shovel,  enables  the 
operator  to  dig  sewer  trenches  of  great  depth.  By 
attaching  a  long  structural  steel  boom  in  place  of  the 
heavy  armored  boom  the  OSGOOD  "18"  will  handle  a 
clamshell   bucket    or   do    Crane    service  efficiently. 

The  OSGOOD  "120"  6  yd.  Steam  Shovel 

is  designed  and  built  for  the  heaviest  kind  of  work 
and  excavating  contracting.  It  has  all  the  improve- 
ments that  have  been  found  desirable  for  strength, 
capacity,  maintenance  and  ease  of  operation.  It  is, 
without  a  doubt,  the  largest  and  most  powerful  standard 
railroad  type  shovel  on  the  market. 

Steam  Shovels — all  sizes. 

Deep  Water  and  Ditching  Dredges. 

Full  submerged  tube  type  boilers  built  to  pass  inspection 
in  all  Canadian  provinces. 

THE  OSGOOD  COMPANY 

MARION  Canadian  Agencies  OHIO 

KELLY  POWELL,  LIMITED 

■"j  Winnipeg  and  Montreal 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  nave  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  dcpartmenU 
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Don't  install  an  expensive  pump  when  a  cheaper 
one  will  answer  your  requirements. 

For  contract  work  there  are  no  low  priced  pumps 
on  the  market  equal  to  our  famous 

Class  "  M "  Centrifugal  Pumps 


Made  in  Canada 


Built  horizontal  and  vertical  for  capacities  up  to 
3000  gallons  per  minute  and  for  heads  as  high  as 
65  feet.  Correct  design  and  correct  workmanship 
assure  long  life  and  low  repair  bills.  It  will  pay  you 
to  get  our  prices. 

Write  for  circular  237-12 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario 


Limited 


St.  John 


Montreal 


Toronto 


Winnipeg 


Vancouver 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6^2  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  X  96"  high 
CLAMSHELLS  from  ^  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6^^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PLANT  1790  St.  James  Street,  Montreal,  Que. 

K,  LEONARD  &  SONS  St.  John,  N.  B. 


-Agkntb—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KKLLY-POWKLL,  LTD  McArthur  Bldg.  Winnipeg, Man. 
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This  is  a 

Cameron 
Horizontal  Plunger  Pump 

the  barrel  of  which  cannot  be  worn  or  cut  by 
sand  or  grit. 

The  stuffing  box  packing  takes  the  wear  in 
the  water  end  and  can  be  instantly  adjusted  from 
the  outside. 

This  pump  is  superior  to  a  piston  type,  and 
considerably  cheaper  in  the  end,  when  handling 
gritty  water. 

Write  for  information  about  this  or  any  kind 
of  pump  for  any  purpose. 


CANADIAN  INGERSOLL  -  RAND  CO.,  LIMITED 

Commercial  Union  Building 

MONTREAL,    -  CANADA 

WORKS-SHERBROOKE,  QUE. 

Sydney         Toronto         Cobalt         Timmins         Winnipeg         Nelson  Vancouver 


■Mi- 
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USE 

"DOMINION"  EXTRA  FLEXIBLE 
DREDGE  ROPES 

Stocks  Carried  in 
Montreal,  Winnipeg  and  St.  Catharines 

Let  us  quote  you  for  WIRE  CABLES  for  ARTILLERY  TRACES, 
AND  OUR  CELEBRATED  AUTOWLINE 


The  DOMINION  WIRE  ROPE  CO.,  Limited,  Montreal 


Immediate  Shipment  from 
Warehouse  Stock  of 


Andrews 


Drill  and  Tool  Steel 


"  Lidgerwood  " 
Ballast  Unloaders 


"Jordan" 
Spreaders 

"Marion" 

Steam  Shovels 
Ballast  Plows 
R.R.  Ditchers 


"Industrial" 

Pile  Drivers 


Locomotive  and 
Wrecking 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


Vol.  30  Toronto,  June  7,  1916  No.  23 


GLASS  BENDERS 

TO  THE  TRADE 


THE  TORONTO  PLATE  GLASS 
IMPORTING  COMPANY  u„,teo 

GLASS  IMPORTERS  AND  MANUFACTURERS 

91-113  DON  ROADWAY,  TORONTO 


Alphabetical  Index  to  Advertisers,  Page  16 


Classified  Directory  to  Advertisements,  Page  6 
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Light  Draft 
Strongly  Built 
Easy  Running 

A     CHAMPION'*  in 
Every  Respect 

Let  us  describe  it  in  de- 
tail to  you.  Send  for 
a  copy  of  our  catatalog. 

We  manufacture  a  complete  line  of 

Roady  Street  and  Contractors'  Machinery  and  Supplies 

MADE  OF  CANADIAN  MATERIALS  BY  CANADIAN  WORKMEN 

WRITE  OUR  NEAREST  BRANCH  :  - 
118  Hollis  Street,  Halifax.  N.  S.         89  Dalhousie  Street,  Quebec,  P.  O-         518  Power  Bldg.,  Montreal,  Que. 

609-613  Bank  of  Ottawa  Bldg.,  Vancouver,  B.  C. 

The  Dominion  Road  Machinery  Co.,  Limited 

Goderich       -    -  Ontario 


"BE ATT Y" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6^  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  }4  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from       x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 

H.E,  PLANT   1790  St.  James  Street,  Montreal, Que.        —Agents—        ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

K.  LEONARD  &  SONS  St.  John,  N.  B.  KKLLY-POWELL,  LTD  MoArthur  Bldff.  Winnipeg-, Manl 


The  "CHAMPION"  Dump  Wagon 
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OMINIO 


28  'Service'  Branches  throughout  Canada 

Canadian  Consolidated 

Rubber  Co.,  Limited 
MONTREAL,  P.Q. 


If  manufacturing  facilities  and  an  up-to-date  system  of 
distribution  mean  anything  at  all  to  those  in  need  of 
Rubber  supplies,  then  the  Dominion  Rubber  System  com- 
mends itself  to  all  wide-awake,  progressive  buyers. 

Six  factories  and  twenty-eight  "Service"  branches  at 
central  points  throughout  Canada,  so  as  to  ensure 
prompt  shipments,  afford  a  service  that  is  not  equalled 
in  Canada. 

Back  of  all  is  the  warranty  that  the  Dominion  Rubber 
System  qualities  are  absolutely  worthy  and  dependable. 

Our  constant  aim  is  to  serve  and  please  you,  no  matter 
what  the  need  in  Rubber  Goods  may  be. 


Write  for  Catalogue  and  Price  List, 


Canadian  Consolidated 

Rubber  Co.,  Limited 
MONTREAL,  P.Q. 

28  'Service'  Branches  throughout  Canada 


I^OMINIO 
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VALVt-HYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

Britiih  &  Foreign  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.   483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lislied   in   1915   by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  20G  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.    Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.60. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.    Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.    388  pages,  illustrated.    Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 


Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
2(i8  pages.     Price  $3.00. 
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GOOD  PAINT  Is  Necessary  to  Give  Satisfaction 

ON  GAS  HOLDERS 


6i 


Prominent  Gas  Holder  painted  with 
Superior  Graphite  Paint  (Gas  Formula) 


That  is  why 

SUPERIOR  GRAPHITE  PAINT"  Foltu, 

Is  so  frequently  chosen  for  this  class  of  protection. 
Being  made  under  a  special  Gas  Formula  it 

resists  successfully .  the  action  of  naphthaline  de- 
posits, oil,  the  action  of  the  gas  itself,  and  actually 

Prevents  Rust 

It  is  the  most  economical  paint  for  YOUR  Holder. 
For  full  informatiorif  prices,  etc.,  write 


Montreal 
Toronto 


Dominion  Paint  Works,  Limited 

Walkerville,  Ont. 

Made  in  U.S.A.  by  DETROIT  GRAPHITE  CO.,  Detroit.  Mich. 


Winnipeg 
Vancouver 


Now  Ready — 

Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 


Sold  separately 


By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably knovi'  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 
illus.,  $3.50  net,  postpaid. 

Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

()  X  9,  413  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid.  ' 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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Air  Compressors 

Can.  IngersoU-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern  Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh   &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
.Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield   Engineering  Co. 

Brick  Machinery  and  Supplies 
.Slieldons  Limited 

Bridges  (Steel) 

(.'anadian   Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
iJesMoines  Bridge  &  Iron  Co. 
i)ickson  JSridge  Works 
Dominion  Bridge  Company 
Maclynnon-IIolmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  ("ompany 
Pittsburgh-DesMoines  Steel  Co. 
.Structural  Steel  Company 
.Standard  Steel  Construction  Co. 

Building  Papers 
liird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

.Standard  Underground  Cable  Co. 
of   Canada;  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement 

Alfred  Rogers,  Lirnited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 
Coal  Handling  Apparatus 

Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.  W.  Johns-Manville  Co., 
Limited. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Macliinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B.  ' 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Exeter  Manufacturing  Company 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Wettlaufer  Bros. 

Woodstock  Concrete  Mach.  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Canadian  Equipment  Company 
Dake  Engine  C'ompany 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 
Goodwin,  Barsby  &  Company 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  H.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
?Iopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Osgood  Company 
Pollard  Mfg.  Company 

Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Hagersville  Contracting  Co. 
Rogers  Supply  Company. 

Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Exeter   Manufacturing  Company. 
Goodwin,  Barsby  &  Company 
Jenckes  Machine  Co. 
London  Concrete  Machinery  Co. 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn.  Limited 
Northern  Crane  Works 
Osgood  Company 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian   Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
.Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  Ti.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American    Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company, 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
K.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 
Piatt  Iron  Works 

Ferro-Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  File  Brick  Company 

Fireproof  Doors  and  Windows 
Hope  &  Sons,  Henry 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  Pace  6  i 
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You  Pay  Nothing 
to  Try  This  Service 


MacLean  Daily  Reports  are  yours  for  actual 
trial.  Send  for  the  8o  sample  reports  which  we 
will  send  you  free  to  try  out.  Use  them.  Get  after 
the  prospective  business  they  will  tell  you  about. 
Compare  the  results  with  what  you  have  been 
getting  from  "  going  it  alone."  Note  the  quick, 
easy,  complete  and  effective  system  we  have 
worked  into  our  method  of  helping  you  to  a  bigger 
and  more  profitable  business.  Consider  the  time 
and  figure  the  saving  you  will  effect,  and  above  all, 
the  day-after-day  satisfaction  of  knowing  you  are 
not  overlooking  opportunities. 

You  can  learn  all  about  our  plan  without  pay- 
ing a  cent.  Fill  out  and  send  the  coupon  below, 
and  we  will  send  the  sample  reports  without  delay. 


TEAR  OFF  HERE 


MacLean  Daily  Reports  Limited 


25  Charlotte  St.,  Toronto,  Ont. 


I'll  try  it  out.  Send  the  sample  reports  referred  to  in  your 
letter,  at  your  own  expense  and  without  any  obligation  on  my 
part. 


My  Name 


My  Address 


Territory  to  be  covered 
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Fire  Escapes  i 
IJennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers  ' 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless   Form  Clamp  Co. 

Gas  Engines 

Coold,  Sliapley  &  Muir  Co. 

Gasoline  Engines 

iioving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company. 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Hoving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 
Armstrong  Cork  Company 

High  Duty  Pumping  Engi.nes 
Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northei'n  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian'  Inger'soU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  'l"ne>  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  3ons,  T. 

Inspection  Engineers 

t'anadian  Inspection  and  Testing 
Laboratories 
Insulating  Compounds 

Can.   H.   W.  Jolins-Manville  Co., 

Limited 
.Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 
Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 
Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 


Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American   Lead   Pencil  Company 

Lighting 

Can.  H.  W.  Jolins-Manville  Co., 
Limited 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 

Noble,  C.  W. 

Pedlar  People  Limited 
'  Trussed  Concrete  Steel  Co. 
Metallic  Roofing 

Pedlar  People  Limited 
Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 
Meter  Boxes 

Ford  Meter  Bo.x  Company 
Meters,  Water 

McDougall  Caledonian  Iron  Wks. 

Neptune  Meter  Company 
Motor  Trucks 

National  Steel  Car  Company 
Municipal  Brass  Fittings 

Canadian  Brass  Mfg.  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co.. 

Limited. 
Dunlop  Tire  &  Rubber  Co. 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
National  Paving  Brick  Manufac- 
turers' Association 
Paterson  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

(Continued  on  page  10 


WIRE 
MESH 


REINFORCE- 
MENT 


Town  of  Pointe  Claire. 
Montreal  Concrete  Works  Co.,  Ltd., 
Dear  Sirs: 

Replying  to  your  letter  of  the  20th  inst.,  I  am  glad 
to  state  that  the  pipes  supplied  to  our  municipality  are 
most  satisfactory,  and  we  should  recommend  any  town 
that  is  proposing  to  build  roads  to  use  the  concrete  pipes 
in  place  of  the  old-fashioned  culverts  or  drains. 
/    Yours  truly, 

ROBERT  MEREDITH, 

Mayor. 


Upheld  by  Small  and  Large 
Municipalities 

We  have  received  letters  from  small  and  large 
municipalities,  testifying  to  the  superior  merits  of 

Hercules  Reinforced  Concrete 

Sewer  and  Culvert  Pipe 

And  the  fact  that  in  no  instance  whatever 

has  our  pipe  failed  to  meet  the  most  severe  tests, 
is  proof  that  "Hercules"  is  as  strong,  durable 
and  satisfactory  in  every  way,  as  we  claim  it  to  be. 


ISizes  9  in.  to  48  in.  carried  in  stock. 
Larimer    sizes   made   to    your  orders. 

WRITE  FOR  CATALOG  &  PRICES 

Montreal  Concrete  Works  Co. 


Limited 


17  Place  D'Armes  Hill,  Montreal 

Sole  Agents  for  Kastern  Quebec  and  Maritime  Provinces 
G.  I.  LACHANCE  Regd.  263  St.  Paul  Street,  Quebec,  Que. 
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QUALITY    .-.    .*.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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Pipe  and  Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 

Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company  ■ 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 

Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  _F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 
Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited, 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 


Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 

Quarry  Machinery 

Canadian  Inger5oll;Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Irop 
Works. 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Jolins-Manville  Co., 
Limited. 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
-  Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 
Osgood  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 


Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 

Shovels  (Electric) 

Osgood  Company 

Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Spruce 

B.   C.   Lumber  Commissioner 
Silo  Moulds 

London  Concrete  Machinery  Co. 
Skylights 

Pedlar  People  Limited 
Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 

DesMoines  Bridge  &  Iron  Co. 

MacKinnon,  Holmes  &  Co. 

Manitoba  Bridge  &  Iron  Works 

Pittsburgh-DesMoines  Steel  Co. 

Pedlar  People  Limited 
(Continued  on  page  14 ) 
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Simplified  Ash  Removal 


THE  G  &  G  Telescopic  Hoist  is  easy  to  install — for  it  comes  to  the  build- 
ingi  completely  assembled  and  ready  to  erect.    Its  rugged  construction 
prevents  annoying  delays  in  service.    Its  operation  is  so  simple  and 
certain  that  it  may  be  handled  by  the  most  inexperienced  labor.    Moreover — 
it  now  makes  possible  the  removal  of  ashes  by  one  man,  unaided. 


"Made  in  Canada'' 


Raises  load  at  a  guaranteed  speed  of  30 
feet  per  minute  and  does  it  noiselessly. 
When  not  in  use  hoist  telescopes  and 
no  part  shows  above  street  level.  Op- 
erated from  grade,  insuring  fullest  pro- 
tection   for   both    public    and  operator 


'Made  in  Canada" 


ment 


Every  hoist  is  subjected  to  thorough 
working  test  before  shipment  and  is  so 
compact  in  construction  that  it  may 
be  shipped  completely  assembled — not 
"knocked  down." 

Easily  installed.  No  pit  is  required — ■ 
heel  of  hoist  rests  on  basement  floor. 


Illustration  shows  how 
one  man  unaided  can 
perform  entire  opera- 
tion of  ash  removal.  It 
also  shows  the  newly 
patented  G  &  G  Side- 
walk Door  Opening  and 
Closing  Device  with 
Spring  Guard  Gate. 


against  injury  due  to  open  hatch 

WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Que. 


BLACK     BUILDING  SUPPLY 
CO.,   LTD.,  TORONTO, 
Agent!  lo'-  Ontario 
WM.    N.    O'NEIL   CO.,  LTD., 
VANCOUVER, 
Aeenti  for  Britiih  Columbia 


B.  ft  S.  H.  THOMPSON  ft  CO., 
LTD.,  MONTREAL 
Agents  for  Quebec. 

W.  T.  GROSE, 
Agent  {or  Manitoba,  Saskatchewan, 
Alberta,  Winnipeg. 


IIBII 


J 
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Burlington  Steel  Co. 

WW         •u  ^  J  Limited 

Hamilton,  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4",  7/8"  and  1"  Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 


Construct  Your 

SEWERS 


from 


Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 


Limited 


KEMPTVILLE 


ONTARIO 


'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


The  Elevated 
Drum  allows  a 
great  descent 
for  the  concrete. 
Provides  for  a 
rapid  delivery. 


LONDON 

Paving  Mixer 

Forward  Loader  and  Rear  Dis- 
charge take  up  little  room  on 
the  roadway. 

Traction  Drive.  Moves 
anywhere  with  its  own  power. 

The  Rotary  Delivery  Chute  turns 
in  a  complete  half  circle,  also  opens 
up  at  different  points.  The  concrete 
is  distributed  to  any  part  of  the  road 
No  wheeling.  No  shovelling 
of  concrete. 

ONE-THIRD  LESS  MEN  REQUIRED.  A  BETTER  JOB.  We  guarantee  that  this  Machine  will  deliver  Con- 
crete on  a  roadway  at  a  saving  of  I  0  per  cent  over  any  other  type  of  Machine.  Full  particulars  on  request.  Send  for 
Catalogue  No.  1  A. 

We  have  twenty-three  different  sizes  and  styles  of  Mixers. 
Also  a  full  line  of  Concrete  Machinery  and  (dement  Working  Tools. 

THE  LONDON  CONCRETE  MACHINERY  CO.,  LTD. 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada 

World's  Largest  Manufacturers  of  Concrete  Machinery  and  Cement  Working  Tools 
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MONNOYER 

Chimneys 
Water  Towers 
Condensers 
Silos,  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
vohitionizing  the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec.  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


Building  a  Big  Bridge 

(Ad.  No.  4  of  a  Series) 

The  Contractor's  Superintend- 
ent appreciates  the  value  of  the 
time  saved  by  ELASTITE. 

The  Engineer  specified  it  in  or- 
der to  assure  perfect  expansion 
joints. 

For  samples  and  complete  in-  -TheSaodwch 
formation  address  Elastite  Dept.  Joint" 

The  Philip  Carey  Company 


Toronto 


Montreal 


2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Sound  Deadening  ' 
Can.  H.  W.  Jfohns-Manville  Co., 
Limited. 
Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 

Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheldons  Limited 

Steam  Engines  ' 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steam  Traps 

Can.  H.   W.  Johns-Manville  Co., 
Limited. 

Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 

Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 
Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 
Hope  &  Sons,  Henry 
Sfeel  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 

Stone  Working  Machinery 

Pollard  Mfg.  Company 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 
Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 

Toncan  Metal 

Stark  Rolling  .Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 


&  Spencer 


Turnbuckles 

Canadian  Billings 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co^ 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 
Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 
Bird  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns-Manville  Co., 

Limited.. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 

American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  4cid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  tlierefore  unaffected  by  tlie  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  IS-II  Graphite  Paint  bcin^-  made  from  pure  Graphite  is 
liiereforc  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


I 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


RRANDR AM -HENDERSON 


Montreal 


Halifax 


St.  John 


Toronto 


Winnipeg 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 


SAND     CRUSHED  STONE  "'"^■"'<^'' 


GRAVEL, 


GRANITE 


Yards 


G.T.R.  and  C.P.R. 


CEMENT 

r  Pape  Avenue  and  G.T.R 
I    Lansdowne  Ave.  and  Dun 

[ 


das  St. 


Lawton  Ave.  and  G.T.R. 
Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Built  of  Sackville  Freestone 


"Quarried 
in 

Canada 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


Provincial  Parliament  Buildings,  Toronto,  North  Entrance 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative :  A.  W.  Steward,  Builders'  Exchange 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ...  70 
American  Lead  Pencil  Company  . . . 

American  Well  Works   60 

Anglins  Limited   68 

Armstrong  Cork  Company   

Art  Stone  Company   68 

Asphalt  &  Supply  Company   58 

Ault  &  Wiborg  Company   67 

Barber,  Frank   68 

B.  C.  Lumber  Commissioner   31 

Beatty  &  Sons,  Limited,  M   3 

Bird  &  Son  

Black  Building  Supply  Company  . .  10 

Blair  Company,  B   17 

Boving  Hydraulic  &  Engineering  Co. 

Brandram-Henderson  Co   14 

Britnell  Company,  Limited   63 

Burlington  Steel  Company    11 

Canada  Cement  Company   , . 

.  Canada  Crushed  Stone  Corporation 

Caiiada  Iron  Foundries,  Limited  ...  63 
Canada  Wire  &  Iron  Goods  Co.  . .  . 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  70 

Canadian  Brass  Mfg.  Co   56 

Canadian   Consolidated  Rubber  Co.  3 

Canadian  Dolarway  Paving  Co.   ...  18 

Canadian  Ingersoll-Rand  Co  

Canadian  Inspection  and  Testing  Lab- 
oratories  '   63 

Canadian  Office  School  Furniture  Co.  68 

Canadian  Pipe  Co.,  Ltd   55 

Carey  Company,  Philip   13 

Canadian    Chicago    Bridge    &  Iron 

Works   67 

Chipman  &  Power   68 

Conduits  Company,  Limited   67 

Cook,  A.  D  

Crushed  Stone  Limited   63 

Dakc;  Engine  Company   63 

Darling  Bros   . 

Dennis  Wire  &  Iron  Company  .... 

DesMoines  Bridge  &  Iron  Works..  69 

Dikeman  Surveyor  Company  

Dominion  Concrete  Company  ....  13 
Dominion  Engineering  &  Inspection 

Company   68 

Dominion  Iron  &  Steel  Company..  65 

Dominion  Paint  Works   5 

Dominion  Road  Machinery  Co.   ...  3 

DonYinion  Sewer  Pipe  Company  ...  19 


Dominion  Wire  Rope  Co   73 

Dunlop  Tire  &  Rubber  Company  .  .  . 

Elk  Fire  Brick  Company   56 

Ford  Meter  Box  Company    69 

Foster,  W.  L   70 

Eraser,  W   13 

Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   55 

Gent  Company  

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company   56 

Goold,  Shapley  &  Muir  Company  . .  67 

Gray  Construction  Co.,  John  V.  ...  55 

Haddin  &  Miles   68 

Hagersville  Contracting  Company..  11 

Hamilton,  S.  W   68 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   57 

Hopkins  &  Company,  F.  H   73 

Hunt  &  Company,  Robert  W   68 

Ideal  Concrete  Machinery  Co   53 

Inglis   Company,  John    53 

lona  Gypsum  Company   65 

Jenckes  Machine  Co  

Kerr  Engine  Company,  Limited  ...  4 

k'Air  Liquide  Society  

Lea,  R.  S   68 

Lightfoot,  Stanley   68 

London  Concrete  Machinery  Co.  . .  13 

Luxfer  Prism  Company   57 

MacLean  Daily  Reports                     .  7 

MacKinnon,  Holmes  &  Company..  59 

Manitoba  Bridge  Works  Co   33 

Mansfield  Engineering  Co   56 

Maritime  Bridge  Company    57 

Marsh  &  Henthorne,  Limited  ...   ..  55 

McAvity  &  Sons,  F  

McDougall  Caledonian  Iron  Works 

Company   18 

McGill  University   55 

McGregor  .  &  Mclntyre    69 

Meaford  Wheelbarrow  Company  ".  .  60 

Metallic  Roofing  Company   61 

Mill&r  &  Company,  Geo.  M.   68 

Montreal  Concrete  Works   8 

Mueller  Mfg.  Company,  H   60 


National  Iron  Works   58 

National  Steel  Car  Company  

Neptune  Meter  Company   61 

Noble,  Clarence  W  

Northern  Crane  Works  

Nova  Scotia  Steel  &  Coal  Co   66 

Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  61 

Ormsby  Company,  A.  B   33 

Osgood  Company  

Pacific  Coast  Pipe  Company   55 

Paterson  Mfg.  Company  

Pedlar  People   30 

Peerless  Form  Clamp  Co.  

Pelletier  &  Fils,  Edouard  ...    13 

Pittsburg-DesMoines  Steel  Co   69 

Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   67 

Piatt  Iron  Works   71 

Pollard  Manufacturing  Company  . . 

Power  &  Son  ,  

Prest-O-Lite  Company    63 

Reid  &  Brown   68 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  Agencies  

Rogers  Supply  Company   15 

Sackville  Freestone  Company   15 

Sheldons  Limited    

Shipman  &  Co.,  Harold  C   68 

Smart  Mfg.  Co.,  James  

Spielmann  Agencies  Regd  

Standard   Clay   Products   Limited..  19 

Standard  Steel  Construction  Co.  . .  62 
Standard  Underground  Cable  Co.  of 

Canada   57 

Stark  Rolling  Mills  Company   63 

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   19 

Structural  Steel  Company   62 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  54 

Tiffin  Wagon  Company  

Toch  Bros.  '.   69 

Toronto  Plate  Glass  Importing  C6.  1 

Trussed  Concrete  Steel  Co   58 

Turnbull  Elevator  Company   59 

Vancouver  Wood  Pipe  &  Tank  Co. 

Waterous  Engine  Works  Co..,,. . .  . 

Wettlaufer  Bros  

Wynne-Roberts,  R.  0   68 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterpris-i 
intf  enoui^h  to  spend  money  and  time  to  ^et  in  touch  with  you. 
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Specially 
Made 
Concrete 
Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock^  Ontario 
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Concrete  Pavement  Surfaced  With  "DOLARWAY" 
and  Maintained— Means  Permanent  Pavement 


You  may  say  "Any  Pavement  that  is  maintained 
is  permanent  pavement" — so  it  is,  BUT  the  cost 
of  maintenance  must  be  reckoned  with.  "Dolar- 
way  Surfacing"  can  be  maintained  at  from  one 
to  three    cents    per    square   yard — -the  result— 


a  Pavement  that  is  guaranteed  frost  proof,  water 
proof — dustless— noiseless — non-skidding  —  non- 
slipping- — insuring  luxury  of  travel,  favorable  to 
all  traffic  conditions — farm  wagons,  trucks,  car- 


riages and  Motor  Cars. 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD. 


84  Sandwich  St.  West, 
WINDSOR,  ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 
Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneuri  &  William  St».,  Montreal. 
Manufacturers  of  Boileri,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgines,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   WhaeU,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  I60lbs.  fire. 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Linings 
Wall  Coping^ 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  light,  the  better  work  and  faster  work. 
Big  Windows  must  be  strong.  Only  steel  gives  the 
required  rigidity. 

"  FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects"  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates'. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Aye.,  TORONTO 

Factories: — St.  Catharines  and  Toronto 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  gulley  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  *.   St.  Johns.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,    P.  Q. 
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Consider  Tests  So  Important 
As  These 
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Made  in  three  depths  of 
rib:     Deep    Rib,  Three 
Rib  and  Five  Rib. 
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BRITISH  COLUMBIA 

DOUGLAS  FIR 


DOUGLAS  FIR  is  the  strongest  wood  in  theworld 
for  its  weight  obtainable  in  commercial  sizes  and 
quantities. 

It  is  unexcelled  for  the  most  exacting  require- 
ments of  modern  engineering  practice,  and  the 
highest  class  of  interior  finish. 

The  combination  of  STRENGTH  and  LIGHTNESS 
which  Douglas  Fir  possesses  gives  it  a  superiority 
shown  by  official  tests  here  quoted : 

Average  Strength  Values  for  Structural  Timbers 
Grade  I.   Tentative  Grading  Rules,  U.  S.  Forest  Service 

GREEN 

„i  S  ^  -53^6 

S--"  ^§  -°  o 

SPECIES  i-:3-S  >;•"  '^'cn" 

in      .  nj;  S-i^i.         V  Q  :i  ^ 

oc?         ^  i2  ,  ^  v  <u        >  a.i: 

j3rai_  03.  oc3„-         "SS  oi 

ESS,  g«S'  SW:2  «^o^ 

DOUGLAS  FIR   4402  6919  1643  100.0 

Long-leaf  Pine   3734  6140  1463  88.7 

Loblolly  Pine   3513  5898  1535  85.3 

Shortleaf  Pine  '.  3318  5849  1525  84.5 

Western  Hemlock   3689  5615  1481  81.1 

Tamarack   3151  5469  1276  79.0 

.Redwood   4031  4932  1097  71.3 

Norway  Pine   3082  4821  1373  69..  6 

Timbers  of  different  species,  in  the  above  table,  were 
graded  by  the  same  grading  rule.  Due  to  this  fact,  it  is  pos- 
sible to  get  a  fair  comparison  of  the  strength  of  each  species. 

For  full  information  on  British  Columbia 
Forest  Products  apply  to 


British  Columbia 
Lumber  Commissioner 

Excelsior  Life  Bldg.,  Toronto  and  Adelaide  Sis. 


DOUGLAS  FIR  TREE 
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A  Very  Special  Service  for  You 

We  are  prepared  to  ship  immediately  your  complete  order 
calling  for 

Reinforcing  Bars  for  Concrete 

medium  steel,  square  cold  twisted,  plain  round  and  square, 
sizes  from  %  to  1  inches.  Lengths  up  to  60  ft.  These 
bars  come  to  you  exactly  the  length  you  require. 

Will  you  send  for  our  Monthly  Stock  List  ?   It  is  free  on  request. 


J! 


Ormsby  Rolling  Steel  Doors 


Ormsby  Canadian-made  rolling  steel  doors  will  provide 
a  fireproof  partition  for  any  opening  from  a  theatre  stage  to 
a  dumb  waiter  door. 

The  most  economical  made  as  regards  space,  takes  up 
but  one  and  half  inches  on  either  side  of  opening  and  from 
ten  to  fourteen  inches  above. 

These  doors  have  been  tested  under  the  most  sex'ere 
fire  and  heat  conditions  and  proved  equal  to  every  test. 

Ormsby  Rolling  Steel  Doors  can  be  supplied  with  Un- 
derwriters' Label  whenever  desired  and  can  be  made  in  any 
size — motor,  hand  or  gear  operated. 


Eight  factories  to  serve  you.    Ask  Jor  our  prices. 


A.  B.  ORMSBY  CO. 

Limited 
TORONTO   -  ONTARIO 

Associated  with  The  Metal  Shingle  Sc  Siding  Co.,  Ltd.,  Preston,  Montreal,  WinnipeR 


June  7,  1916 


THE   CONTRACT  RECORD 


539 


Published  Each  Wednesday  by 

HUGH  G.  Maclean,  LIMITED 

HUGH  C.  MacLEAN,  Winnipeg,  President. 
THOMAS  S.  YOUNG,  General  Manager. 
HEAD  OFFICE  -  347  Adelaide  Street  West,  TORONTO 
Telephone  A.  2700 


MONTREAL  -  Telephone  Main  2299  -  119  Board  of  Trade 
WINNIPEG  -  Telephone  Garry  85G  -  302  Travellers'  Bldg. 
VANCOUVER  -  Tel.  Seymour  2013  -  Winch  Building 
NEW  YORK  -  Tel.  3108  Beekman  -  1123  Tribune  Building 
CHICAGO  -  Tel.  Harrison  5351  -  1413  Gt.  Northern  Bldg. 
LONDON,  ENG.   --------   16  Regent  Street  S.W. 

SUBSCRIPTION  RATES 
Canada  and  Great  Britain,  $2.00.    U.  S.  and  Foreign,  $3.00. 
Single  copies  10  cents 

Authorized  by  the  Postmaster  General  for  Canada,  for  transmission 
as  second  class  matter. 

Entered  as  second  class  matter  July  ISth,  1914,  at  the  Postoffice  at 
Buffalo,  N.  Y.,  under  the  Act  of  Congress  of  March  3,  1879. 


Alphabetical  Index  of  Advertisers 


Page  16 

Vol.  30  June  7,  1916  No.  23 

Principal  Contents  Page 

Editorial   539 


Mechanical  Filtration  of  Water. 
Prepare  for  Mosquito  Extermination. 

Advances  in  Mechanical  Filtration   541 

By  Thos.  Fleming,  Jr. 

Building  Conditions  in  Winnipeg   544 

By  Arthur  A.  Stoughton. 

Waterworks  and  Sewerage  Systems  of  Canada   546 

The  Care  and  Operation  of  Belts  and  Ropes  in  a  Con- 
tractor's Outfit   553 

Foundations  and  their  Treatment   556 

By  M.  T.  Cantell 

Strength  of  Lateral  Bonds  in  Brick  Pavements   558 

Commercial  Use  of  Blast  Furnace  Slag  as  a  Construc- 


tional Material   559 

By  E.  C.  Brown 
Extension    to    the    Montreal  Harbor  Commissioners' 

Elevators   560 


Obituary,  Mainly  Constructional  '  ...  561 


Mechanical  Filtration  of  Water 

THE  rapid  development  in  the  science  of  bacteri- 
ology and  the  resultant  study  of  water-borne 
diseases,  have  in  the  last  few  years  focused 
public  attention  on  polluted  water  supplies 
and  created  a  demand  for  pure  water.  The  question  of 
the  best  methods  to  employ  for  the  filtration  and  purifi- 
cation of  water  cannot  be  settled  by  mere  dogmatic 
assertions.  It  is  no  more  true  that  any  one  treatment 
is  the  best  to  employ  for  dealing  with  all  classes  and 
conditions  of  water  than  it  is  to  say  that  any  one 


type  of  sewage  disposal  is  applicable  to  any  and  every 
case. 

Open  sand  filters  or  slow  sand  filters  for  purifying 
water  have  been  in  operation  for  nearly  a  century, 
while  mechanical  filtration  or  rapid  sand  filtration  first 
made  its  appearance  about  thirty  years  ago.  The  ar- 
rangement of  the  filtering  luaterial  dififers  little  in  sec- 
tions between  the  rapid  and  slow  processes,  but  the 
water  under  treatment  in  the  mechanical  filter  is  passed 
through  the  materials  at  a  speed  from  twenty  to  sixty 
times  greater  than  that  which  has  been  found  in  prac- 
tice to  represent  a  safe  limit  of  speed  in  slow  sand 
filtration  in  order  to  obtain  complete  purification  of 
the  water. 

*  *  * 

The  slow  sand  filtration  involves  large  areas  of 
artificial  sand  beds  which  are  quite  expensive  in  con- 
struction and  are  sometimes  beyond  the  means  of 
many  small  communities.  There  is  no  doubt  what- 
ever, however,  that  from  its  inception  slow  sand  filtra- 
tion has  given  remarkably  good  results  in  purifying 
polluted  water.  However,  as  the  efficiency  of  the  slow 
sand  process  increases  its  ability  to  allow  for  the  pas- 
sage of  water  through  it  decreases.  Good  results  have 
also  been  obtained  from  the  mechanical  filter,  but  it 
is  necessary  in  this  process  to  employ  coagulants  and 
generally,  though  not  always,  to  have  pumping  mach- 
inery to  operate  the  apparatus.  The  efficiency  of  the 
open  sand  filtration  is  believed  to  be  exceeded  by  no 
other  process  for  removing  bacteria  and  other  organic 
matter,  although  mechanical  filters  with  a  coagulant 
have  given  an  efficiency  only  one  or  two  per  cent, 
less.  But  the  possibility  of  serious  lapses  in  full  effici- 
ency is  greater  with  the  mechanical  than  with  the 
open  filter. 

The  general  practice  in  America  has  been  to  employ 
the  mechanical  or  rapid  process  because  of  the  facility 
with  which  clarification  can  be  obtained  and  the  com- 
parative expense  and  difficulty  with  which  the  same 
result  can  be  obtained  by  the  slow  process.  Then, 
too,  it  has  been  discovered  that  mechanical  filtration^ 
in  addition  to  being  cheaper  in  first  cost  and  operating 
cost  than  slow  sand  filtration,  is  better  adapted  to 
a  wide  range  of  conditions,  and  with  water  containing 
a  large  amount  of  fine  suspended  matter,  could  be  used 
with  success  where  the  slow  sand  filter  would  be 
doomed  to  complete  failure. 

*  *  * 

The  mechanical  system  essentially  consists  of  tanks 
containing  sand  through  which  water  is  passed  at  a 
high  rate  of  filtration  after  it  has  been  treated  with  a 
coagulating  chemical.  This  chemical  is  added  to  the 
raw  water  before  reaching  the  filter  and  forms  immedi- 
ately an  artificial,  gelatinous  film  over  the  surface  of 
the  sand,  thereby  collecting  most  of  the  foreign  ma- 
terial on  the  surface  and  preventing  clogging  of  the 
filter.  These  filters  are  cleaned  at  frequent  intervals 
by  reversing  the  current  of  water  through  them  and 
washing  the  suspended  matter  out  through  a  waste 
way  near  the  top.  While  the  experiinental  work  of 
trained  specialists  in  the  last  decade  has  placed  the 
mechanical  method  of  filtration  on  a  sound  basis,  yet 
its  success  must  be  attributed  to  a  greater  extent  to 
the  development  in  the  design  of  these  filters  and  to 
the  scientific  methods  of  operation.  Elsewhere  in  this 
issue  is  a  paper  by  Thomas  Fleming,  Jr.,  on  '"The 
Improvement  in  the  Art  of  Mechanical  Filtration," 
which  enumerates  in  a  very  detailed  manner  the  de- 
velopments which  have  been  made.  Previous  to  1900 
mechanical  filters  were  built  of  wood  or  steel ;  modern 
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practice,  however,  is  to  build  them  almost  entirely  of 
concrete  and  equip  them  as  far  as  possible  with  auto- 
matic control  devices  for  the  operation  of  their  dif- 
ferent functions.  The  mechanical  filter  is  almost  uni- 
versal in  Canada  and  the  United  States ;  to-day  there 
are  approximately  twenty  million  people  supplied  with 
filtered  water,  and  of  this  amount,  practically  fourteen 
million,  or  two-thirds,  are  supplied  with  filtered  water 
from  some  600  mechanical  filtration  plants. 


Prepare  for  Mosquito  Extermination 

THE  season  is  upon  us  when  the  extermination 
of  mosquitoes  is  one  of  our  ever-present  prob- 
lems. Canadian  municipalities,  however,  do 
not  appear  to  have  made  much  eftort  to  ex- 
terminate these  pests.  In  later  years  their  invasion 
of  our  larger  cities,  which  formerly  were  more  or  less 
immune,  indicates  an  increase  in  both  number  and 
activity  and  it  is  increasingly  evident  that  in  defense 
of  the  good  health  of  our  citizens,  to  say  nothing  of 
our  personal  'comfort,  some  systematic  move  must 
soon  be  made  by  our  civic  authorities  tO'  prevent  the 
further  increase  of  these  troublesome  insects  and,  if 
possible,  remove  the  cause  of  their  being. 

The  city  of  Philadelphia  is  an  example  of  what 
some  of  the  larger  cities  on  this  continent  have  been 
attempting  during  the  past  few  years.  Since  1912 
some  65  miles  of  ditches  have  been  reconstructed  with 
the  idea  of  improving  the  drainage ;  approximately 
12,000,000  square  feet  of  pools  have  been  oiled  or 
sprayed ;  27,000  sewer  inlets  oil  treated  and  300,000 
square  yards  of  weeds  cut  down.  The  following  de- 
tails of  this  work  are  taken  from  the  advance  report 
of  the  New  York  State  Conference  of  mayors  and 
other  city  officials  prepared  by  Mr.  W.  H.  Connell. 

Experience  in  Mosquito  Extermination 

The  mosquito  extermination  campaign  in  Phila- 
delphia started  in  July,  1912,  with  an  appropriation  of 
$5,000  for  experimental  and  actual  Avork.  The  poor 
drainage  system  over  8,000  acres  of  lowland  in  the 
southern  section  of  the  city  caused  .through  obstructed 
ditches,  which  had  not  been  properly  maintained  for 
several  years  previous  to  that  time,  had  practically  con- 
verted this  area  into  swamp  land  where  millions  of 
mosquitoes  bred  annually.  During  the  past  year  30 
dififerent  varieties  of  mosquitoes  were  identified  and 
large  numbers  of  malaria-bearing  mosquitoes  were 
found  in  all  sections  of  the  city. 

Preparatory  to  starting  the  actual  work  of  mos- 
quito extermination  in  1913  the  early  part  of  the  year 
was  devoted  to  an  educational  campaign  in  which 
many  lectures  were  given  and  over  100,000  pamphlets 
bearing  on  the  life  history  of  mosquitoes  and  practical 
methods  of  extermination  were  distributed  throughout 
the  city  to  solicit  the  interest  of  the  public.  The  ap- 
propriation of  $5,000,  however,  did  not  permit  of  a 
decisive  fight  against  the  insects  in  the  city  limits  sim- 
ultaneously, and  the  work  was  confined  principally 
to  sections  where  they  bred  habitually  and  to  relieve 
local  complaints.  During  this  year  the  salt-marsh 
species,  a  larger  and  more  active  mosquito  than  the 
house-breeding  variety,  made  its  appearance  in  the 
lower  part  of  the  city  in  large  numbers  and  much  time 
and  attention  were  given  to  extermination  work  against 
this  particular  pest  in  its  original  breeding  places. 

The  force  of  men  varied  from  two  to  eight  during 
the  season  of  1914,  and,  while  the  appropriation  was 
curtailed,  a  great  deal  of  very  satisfactory  work  was 
accomplished  in  oiling  pools  throughout  the  summer 


and  latterly  in  oiling  sewer  inlets,  which  was  tried  out 
for  the  first  time  in  the  fall  and  continued  until  the 
middle  of  December.  As  a  result,  mosquitoes  which 
ordinarily  hibernate  in  sewer  inlets  over  the  winter 
were  practically  prevented  from  breeding  and  no  com- 
plaints of  the  mosquito  nuisance  were  received  until 
four  weeks  after  the  fir§t  heavy  rains  in  May,  1914. 

The  work  of  mosquito  extermination  in  1915  began 
on  June  1,  with  an  appropriation  of  $2,500,  and  ex- 
tended to  November  15.  Probably  no  season  since 
1912  proved  so  very  favorable  for  breeding  purposes, 
as  rain  occurred  at  short  intervals  and  formed  thous- 
ands of  pools.  Breeding  places  on  roofs  and  in  tin 
cans  on  dumps  and  private  property  added  to  the  mul- 
titude of  complaints  of  mosquito  annoyances.  At  one 
period  of  the  summer  the  situation  became  so  bad  in 
many  built-up  sections  of  the  city,  bordering  on  large 
unimproved  areas  where  weeds  were  permitted  to 
grow  to  a  height  of  6  or  7  feet,  that  the  city  was 
forced  to  put  an  additional  force  of  200  men  at  work 
cutting  down  areas  of  weeds  infested  by  mosquitoes. 
Table  I.  gives  data  on  the  work  in  1915. 

The  actual  appropriations  for  mosquito  extermina- 
tion during  the  past  four  years  amounts  to  $13,900, 
and  this  amount,  of  course,  is  not  sufficient  to  handle 
such  a  proposition,  so  important  to  the  health  and 
comfort  of  a  community  of  the  size  of  this  city.  With 
the  limited  appropriations,  however,  much  progress 
has  been  made,  and  since  1912  over  65  miles  of  ditches 
have  been  reconstructed,  which  will  permit  of  the  pro- 
per drainage  of  an  immense  area  which  has  heretofore 
afforded  ideal  breeding  places  for  these  pests.  Ap- 
proximately 12,000,000  square  feet  of  pools  have  been 
oiled  and  sprayed,  27,000  sewer  inlets  oil  treated  and 
300,000  square  yards  of  weeds  cut  down  in  the  effort 
to  improve  living  conditions  during  the  mosquito  sea- 
son. With  a  proper  amount  of  money  an  entirely  dif- 
ferent plan  than  heretofore  used  for  mosquito  work 
could  be  put  into  eft'ect,  which  it  is  confidently  pre- 
dicted would  free  the  city  from  the  mosquito  nuisance. 

Table  I. — Work  Done  by  Philadelphia  City  Forces  on 
Mosquito  Extermination,  1915 


No.  of 

Cost  of 

Cost  of 

Total 

Jobs 

Labor 

Material 

Cost 

Oiling  pools  

2,600 

$  280.00 

$  49.50 

$  329.50 

Oiling  sewer  inlets  . 

32,500 

1,725.00 

142.00 

1,867.00 

Filling  in  depressions, 

ditches,  etc  

250 

1,145.00 

150.00 

1,304.00 

Totals  

25,350 

$3,159.00 

$341.50 

$3,500.50 

The  Metric  System 

Thoughtful  business  men  are  giving  consideration 
to  the  advisability  of  Canada  adopting  the  metric  sys- 
tem of  weights  and  measures  when  the  war  is  over. 
It  is  pointed  out  by  the  advocates  of  the  metric  system 
that  not  only  is  it  employed  by  such  countries  as  Ger- 
many and  Austria,  who  must  for  many  years  be  the 
natural  competitors  of  Canada  in  foreign  markets,  but 
that  it  is  also  used  by  friendly  European  countries, 
with  whom  there  is  a  possibility  of  reciprocal  trade 
arrangements  being  formed.  It  is  stated  that  even 
now  German  and  Austrian  factories  are  piling  up 
stocks  of  materials  manufactured  on  metric  terms  of 
weight  and  measurement,  and  that  these  will  be  thrust 
on  outside  markets  just  as  soon  as  peace  has  been 
declared.  To  meet  this  competition  successfully  and 
avoid  confusion,  a  uniform  system  of  weights  and  mea- 
sures would  seem  to  be  a  necessity. 
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Advances  in  Mechanical  Filtration 

Improvements  in  the  Art  of  Rapid  Sand  Filtration  in 
Constructional  Design  and  Automatic  Control  Devices 

By  Thos.  Fleming,  Jr.* 


MECHANICAL  filtration  or  rapid  sand  filtra- 
tion, as  it  is  sometimes  called,  is  an  Ameri- 
can invention,  and  first  made  its  appearance 
in  1884.  Previous  to  this,  the  European 
method  of  slow  sand  filtration  had  been  introduced  in 
this  country  at  several  places  and  was  accepted  gen- 
erally as  the  only  inethod  of  properly  filtering  a  public 
water  supply  on  a  large  scale.  This  method  involved 
large  areas  of  artificial  sand  beds  which  were  quite 
expensive  in  construction  and  were  beyond  the  means 
of  many  of  the  small  communities  and  paper  mills 
which  were  beginning  at  this  time  to  demand  filtered 
water  supplies  for  contaminated  and  muddy  water. 
The  mechanical  system,  as  proposed,  consisted  of  small 
tubs  or  tanks  usually  containing  a  three-foot  bed  of 
sand  through  which  the  water  was  passed  at  a  high 
rate  of  filtration  after  it  had  been  treated  with  a  coagu- 
lating chemical.  This  chemical  was  added  to  the  raw 
water  before  reaching  the  filter  and  formed  immedi- 
ately an  artificial  gelatinous  film  over  the  surface  of 
the  sand,  thereby  collecting  most  of  the  foreign  ma- 
terial on  the  surface  and  preventing  a  clogging  of  the 
filter.  These  filters  were  cleaned  at  frequent  periods 
by  reversing  the  current  of  water  through  the  mani- 
fold in  the  bottom  of  the  filter  and  washing  the  col- 
lected suspended  matter  out  of  a  waste-way  near  the 
top. 

During  the  next  ten  years  after  the  appearance  of 
this  type  of  filter,  quite  a  few  of  these  plants  were  in- 
stalled mostly  for  paper  mills  and  small  towns.  The 
results  obtained  appeared  to  be  more  those  of  clarifi- 
cation than  purification  and  there  does  not  appear  to 
have  been  much  study  in  scientific  operation.  It  was 
mainly  a  commercial  proposition  floated  by  private 
companies  under  the  Hyatt  patents  with  no  expert 
supervision  as  to  the  operation  or  results  obtained, 
and  the  result  was  that  many  of  the  plants  proved  un- 
satisfactory and  this  type  of  filtration  was  regarded 
as  a  cheap  makeshift  method  to  be  used  only  when 
the  cost  of  the  slow  sand  system  rendered  it  prohibi- 
tive. 

The  facility  with  which  clarification  could  be  ob- 
tained by  this  method  and  the  comparative  expense 
and  difficulty  of  accomplishing  the  same  result  by  any 
other  method,  led,  however,  to  the  installation  of  this 
type  of  filter  plant  in  quite  a  few  important  towns. 
These  plants  were  built  without  settling  basins  along 
the  lines  of  the  first  installations  and  it  was  soon  found 
that  they  could  not  handle  the  water  in  these  locali- 
ties during  periods  of  high  turbidity.  These  plants 
were  owned  by  private  corporations,  who  made  effici- 
ency their  highest  aim  in  operation  and  experiments 
were  immediately  started  in  settling  the  water  so  as 
to  reduce  the  load  on  the  filters.  It  was  found  that 
coagulated  water  could  be  effectively  settled  in  com- 
paratively short  periods  of  time,  thereby  greatly- re- 
ducing the  load  on  the  filters  during  periods  of  high 
turbidity,  and  adequate  settling  basins  were  soon  ad- 
ded to  all  of  these  plants,  making  them  pioneers  among 
the  successful  mechanical  filter  plants. 

In  Folwell's  well-known  book  on  "Water  .Supply," 

*  Before  the  Engineers'  Society  of  Western  Pennsylvania. 


issued  in  1900,  we  find  the  following  statements  con- 
cerning filtration  : 

"The  efficiency  of  English  sand  filtration  is  tlK)Ught 

to  be  exceeded  by  that  of  no  other  system   For 

removing  bacteria  and  other  organic  matter,  English 
filters  give  the  best  results  ;  although  mechanical  filters 
with  coagulation  have  given  an  efficiency  only  one- 
half  to  two  per  cent.  less.  But  the  possibility  of  occa- 
sional serious  lapses  in  full  efficiency  is  greater  with 
mechanical  than  with  English  filters." 

Several  of  the  other  authorities  took  this  same  atti- 
tude, and  generally  speaking,  slow  sand  filtration  was 
looked  on  as  the  only  highly  efficient  method  of  filtra- 
tion at  this  time.  This  is  not  strange  considering  the 
conditions  under  which  mechanical  filters  had  been  de- 
veloped, and  also  the  fact  that  slow  sand  filters  had 
been  in  successful  use  in  England  and  on  the  continent 
for  some  time. 

It  is  an  interesting  fact  that  in  1900,  less  than  two 


General  Arrangement  of  a  Mechanical  or  Rapid  Filter. 


million  people  in  America  were  supplied  with  filtered 
water,  while  to-day  we  have  approximately  twenty 
million  people  supplied,  and  of  this  number,  fourteen 
million,  or  two-thirds  of  the  people  supplied  by  filtered 
water  obtained  it  from  mechanical  filters.  The  increase 
in  the  ratio  supplied  by  this  system  has  been  most 
rapid  in  the  last  ten  years.  In  1900,  there  were  less 
than  one  and  a  half  million  people  supplied  by  this 
method  ;  in  1910,  this  was  increased  to  seven  million, 
while  in  the  last  five  years,  the  increase  has  been  one 
hundred  per  cent,  and  there'  are  now  over  six  hundred 
mechanical  filter  plants  in  the  United  States  and  Can- 
ada. 

While  the  experimental  work  of  trained  specialists 
in  the  last  decade  has  placed  this  method  on  a  sound 
basis,  yet  its  success  must  be  attributed  to  a  great  ex- 
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tent  to  the  development  in  the  design  of  these  filters 
and  to  the  scientific  control  of  operation.  Municipali- 
ties were  loath  to  consider  filter  plants  of  this  type  as 
long  as  they  were  controlled  by  a  basic  patent,  but 
when  the  Hyatt  patents  expired,  in  1901,  it  opened 
up  the  field  of  competition  and  it  was  possible  to  pre- 
pare a  design  on  which  competition  could  be  secured. 
Then,  too,  it  was  discovered  that  mechanical  filtration, 
in  addition  to  being  cheaper  in  first  cost  and  operating 
cost  than  slow  sand  filtration,  was  better  adapted  to  a 
wide  range  of  conditions,  and  with  water  containing 
a  large  amount  of  fine  suspended  matter  could  be  used 
with  success  Avhere  the  slow  sand  filter  would  be 
doomed  to  complete  failure. 

It  is  not  the  intention  to  convey  the  impression  that 
mechanical  filters  will  entirely  supersede  slow  sand 
filters,  for  there  are  certain  conditions  where  the  lat- 
ter are  undoubtedly  better  suited,  but  for  the  surface 
supplies  of  the  main  portion  of  our  country  which  are 
subject  to  wide  fluctuations  in  turbidity,  the  modern 
mechanical  filter  plant  will  give  the  highest  efficiency 
and  at  the  lowest  cost,  not  only  in  first  cost,  but  also 
in  operation. 

The  large  number  of  filter  installations  in  the  last 
fifteen  years  which,  as  we  have  just  pointed  out,  has 
increased  the  number  of  consumers  of  filtered  water 
from  two  million  to  twenty  million,  cannot  be  attri- 
buted so  much  to  the  improvements  in  the  art  of  fil- 
tration as  to  the  necessity  for  pure  water  supplies  and 
the  awakening  of  public  interest  in  such  matters.  The 
rapid  development  in  the  science  of  bacteriology  and 
the  resultant  stvidies  of  waterborne  diseases  have  in 
the  last  few  years  focused  public  attention  on  pol- 
luted water  supplies  and  created  a  demand  for  pure 
water. 

The  most  important  improvements  in  mechanical 
filters  which  distinguish  the  modern  plant  from  the 
type  of  plant  constructed  fifteen  years  ago,  may  be 
classified  under  the  following  headings : 

Permanent  type  of  construction. 

Adequate  settling  and  coagulating  faculties. 

An  accurate  and  adjustable  filter  control. 

Accessibility  and  uniform  distribution  of  collecting 
systems.  * 

A  self-cleansing  wash  system. 

Reliable  control  of  chemical  feed. 

Hydraulic  operating  valves,  and  recording  devices. 

Expert  supervision. 

Under  these  general  headings,  it  is  proposed  to  dis- 
cuss the  various  improvements. 

Permanent  Type  of  Construction 

Previous  to  1900,  mechanical  filters  were  built  of 
wood  or  steel.  If  of  the  gravity  type,  they  consisted 
of  circular  tubs  of  various  designs,  some  containing  the 
filter  only  and  some  consisting  of  double  deck  struc- 
tures 16  feet  high,  the  upper  8  feet  holding  the  filter 
and  the  lower  8  feet  being  utilized  as  a  small  coagulat- 
ing basin.  Many  of  the  plants  consisted  of  pressure 
filters  looking  very  much  like  steel  boilers  in  which 
the  filter  was  constructed  and  operated  under  pres- 
sure. Usually  the  filters  were  installed  on  the  supply 
main  from  the  pumps  to  the  distril^uting  system.  As 
a  result  of  the  experimental  work  previously  outlined, 
it  was  clearly  demonstrated  that  it  was  impossible  to 
operate  pressure  filters  on  contaminated  waters  with 
any  guarantee  of  a  uniformly  high  efficiency.  It  was 
found,  after  a  certain  loss  of  head  is  developed  by  the 
friction  in  passing  through  the  filter,  that  there  is  a 
tendency  for  the  surface  film  over  the  sand  to  break, 
and  as  this  film  is  mainly  responsible  for  the  reten- 


tion of  the  bacteria,  the  filter  under  such  conditions 
would  become  merely  a  strainer  retaining  the  sus- 
pended material  but  perm.itting  the  bacteria  to  enter 
the  filtered  Avater.  Further,  it  was  found  impossible 
to  get  the  operators  to  make  the  necessary  daily  in- 
spections of  the  filters  to  determine  the  condition  in 
Avhich  they  were  and  to  properly  govern  the  washing 
and  cleaning.  The  result  was  that  the  pressure  type 
of  filter  was  discarded  as  unsuitable  for  this  purpose. 
The  steel  and  wooden  tanks  had  a  comparatively 
short  life,  and  with  the  adoption  of  reinforced  concrete 
for  construction  work,  it  was  natural  that  designers  in 
filtration  work  should  turn  to  this  type  of  construction 
for  the  filter  tubs.  This  permitted  the  construction  of 
rectangular  filters  in  larger  sizes  and  of  a  shape  more 
adapted  to  economizing  on  space. 

To-day,  the  reinforced  concrete  type  of  filter  can  be 
constructed  more  cheaply  than  steel  tubs,  as  has  been 
demonstrated  on  bids  taken  both  ways  on  several  re- 
cent installations.  Wooden  tubs  can,  of  course,  be 
constructed  more  cheaply  and  are  still  used  in  tem- 
porary installations  or  in  extreme  cases  where  first 
cost  is  vital.  Practically  all  of  the  plants  which  have 
been  constructed  in  the  last  ten  years  have  been  of 
the  reinforced  concrete  type. 

There  has  also  been  a  great  change  in  the  quality 
of  the  equipment.  Flanged  cast  iron  pipe  is  now  used 
inside  of  all  structures  on  pressure  lines.  Reinforced 
concrete  floors  have  displaced  the  old  wooden  operat- 
ing platforms  and  the  clear  wells  are  now  covered  with 
the  same  type  of  construction  and  sealed  to  avoid  con- 
tamination. Many  of  the  older  plants  can  still  be 
found,  however,  where  the  clear  well  below  the  filters 
is  covered  by  loose  boards  which  form  a  hazardous 
protection.  Fire-proof  buildings  for  housing  the  filters, 
coagulant  apparatus  and  equipment  are  now  the  uni- 
versal standard,  where  formerly  frame  structures  were 
not  infrequent.  In  the  more  recent  plants  attention 
has  been  given  to  the  architecture  and  to  obtain  a 
])leasing  and  neat  appearance  in  the  surroundings. 

What  has  been  said  concerning  the  filters  also  ap- 
plies to  the  settling  basins.  The  wooden  and  steel 
tanks  formerly  so  common  have  given  place  to  rein- 
forced concrete  basins,  carefully  designed. 

Adequate  Settling  and  Coagulating  Facilities 

The  originators  of  the  mechanical  filters  paid  very 
little  attention  to  preliminary  settling.  Most  of  the 
early  plants  installed  provided  at  the  most  a  half  hour 
period  of  settling  and  this  appears  to  have  been  given 
mainly  to  secure  a  thorough  coagulation  of  the  water 
before  it  reaches  the  filter.  The  filter  was  supposed  to 
do  all  the  work,  and  it  is  surprising  that  the  system 
was  as  successful  as  records  show. 

There  are  many  plants  in  operation  to-day  where 
the  settling  basins  do  90  per  cent,  of  the  work  during 
])eriods  of  high  turbidity,  and  it  is  found  that  in  addi- 
tion to  taking  out  the  suspended  matter,  about  the 
same  per  cent,  of  bacteria  is  removed,  presumably  by 
being  taken  down  with  the  settlement  of  the  coagu- 
lated suspended  matter. 

The  average  filtration  plant  to-day  is  provided  with 
a  period  of  at  least  four  hours  of  settling  with  coagu- 
lants, and  unless  there  is  considerable  coarse  suspended 
matter  in  the  raw  water  at  times,  no  preliminary  natur- 
al^ settling  is  provided.  The  settling  basins  are  de- 
signed in  duplicate  so  that  one  basin  can  be  cleaned 
during  a  favorable  condition  of  the  water  Avithout 
closing  down  the  plant.  The  modern  settling  basin  is 
constructed  of  reinforced  concrete  and  the  bottoms  are 
sloi)ed  with  a  sufficient  grade  to  permit  of  the  natural 
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flow  of  the  solid  matter  to  a  central  drain  which  is 
controlled  by  a  valve  from  the  top  of  the  basin.  A 
pressure  line  with  hose  connections  is  provided  for 
flushing  down  the  sides  and  bottom.  In  the  northern 
latitudes,  the  basins  are  covered  with  reinforced  con- 
crete to  prevent  trouble  from  freezing  duriuf  the  winter 
period. 

A  coagulant  is  usually  fed  into  the  raw  water  at 
a  special  mixing  compartment  before  entering  the 
basins.  This  compartment  is  also  constructed  of  con- 
cr.ete  and  equipped  with  adjustable  wooden  baffles 
which  can  be  set  close  together  in  rows  and  adjusted 
so  as  to  secure  a  thorough  mixing  of  the  water  and 
chemical  before  it  enters  the  basins.  The  entering 
water  ,  must  be  distributed  uniformly  across  the  inlet 
end  of  the  basin  and  the  basins  must  be  sufficiently 
baffled  to  prevent  any  cross  currents.  ■  Where  two  or 
more  basins  are  constructed^  they  are  often  arranged 
to  operate  in  parallel  or  series. 

A  Self-Cleansing  System 

Many  filtration  plants  have  suffered  from  an  oj)er- 
ating  point  of  view  due  to  a  lack  in  proper  facilities 
for  thoroughly  washing  the  filters.  In  the  old  types 
of  filters,  very  little  attention  was  paid  to  trough  spac- 
ing and  to  the  carrying  height  of  water,  but  most  of 
these  filters  were  provided  with  mechanical  rakes 
which  thoroughly  stirred  up  the  sand  during  the  wash- 
ing period.  When  the  modern  concrete  type  of  filter 
began  to  be  adopted,  agitation  of  the  sand  by  com- 
pressed air  was  substituted  for  the  old  type  of  rakes 
and  more  attention  was  given  to  providing  an  ade- 
quate amount  of  wash  water.  This  was  limited  usually 
to  8  gallons  per  square  foot  per  minute,  as  it  was 
found  that  a  greater  amount  would  disturb  the  gravel 
underlying  the  sand  which  was  usually  a  small  sized 
gravel  ungraded  and  placed  to  a  depth  of  eight  or  ten 
inches.  Under  these  conditions  and  with  the  size  of 
filter  sand  usually  used,  the  trough  system  was  placed 
at  a  height  of  15  inches,  which  was  found  sufficiently 
high  to  prevent  the  overflow  of  sand.  More  recent 
experiments  have  shown  that  a  more  effective  wash 
can  be  obtained  by  eliminating  the  mechanical  agitation 
and  cleaning  the  filter  with  a  rate  of  wash  of  15  gallons 
per  square  foot  per  minute,  which  is  almost  twice  the 
rate  formerly  adopted.  When  a  filter'  is  washed  at 
this  rate,  it  is  found  that  the  entire  sand  bed  is  floated, 
the  finer  sand  being  lifted  from  24  inches  to  30  inches 
above  the  normal  surface  of  the  sand,  and  the  wash 
troughs  must  therefore  be  constructed  at  this  height. 
This  system  was  first  installed  in  the  Cincinnati,  Ohio, 
plant  and  gave  great  success,  not  only  in  thoroughly 
cleansing  the  filter,  but  in  a  lower  operating  cost  and 
with  a  less  amount  of  wash  water.  The  trouble- from 
the  disturbing  of  the  gravel  was  eliminated  at  Cin- 
cinnati by  tying  down  the  gravel  to  the  bottom  of  the 
filter  with  a  bronze  screen.  Recently  it  has  been  dis- 
covered that  by  grading  the  gravel  and  using  a  depth 
of  from  15  inches  to  24  inches  and  by  controlling  the 
flow  of  wash  water  so  as  to  slowly  and  uniformly  start 
and  stop  the  wash  that  it  is  unnecessary  to  tie  down 
the  gravel  in  the  filters,  and  several  of  the  latest  in- 
stallations have  been  installed  on  this  basis. 

In  connection  with  the  washing  of  filters,  apparatus 
for  removing  and  replacing  the  sand  by  water  carriage 
is  of  considerable  value.  Theoretically  it  should  be  un- 
necessary to  remove  or  replace  sand  in  a  well  operated 
filter  for  several  years,  but  in  the  practical  operation 
it  has  been  found  necessary  to  remove  the  sand  much 
more  frequently,  due  to  displacement  of  gravel  by 
carelessness  of  operator  in  applying  the  wash  water, 


stopping  up  of  the  strainer  system  with  sand,  or  stop- 
ping up  of  the  manifold  system  or  for  various  other 
reasons.  While  the  cost  of  removing  sand  by  hand 
from  a  mechanical  filter  is  very  small  when  comi)ared 
with  slow  sand  filters,  yet  a  considerable  saving  in 
operating  cost  can  be  efifected  by  installing  a  water 
carriage  system.  This  requires  a  portable  hand  ejec- 
tor, a  small  pressure  line  and  a  sand  line,  both  located 
in  the  pipe  gallery  and  arranged  with  outlets  opposite 
each  filter.  The  ejector  is  placed  in  the  filter  when 
sand  is  to  be  removed  and  connected  by  hose  to  the 
])ressure  and  sand  lines  in  the  pipe  gallery.  The  sand 
can  then  be  removed  to  a  storage  bin  or  to  another 
filter  as  may  be  desired. 

Reliable  Control  of  Chemical  Feed 

Many  of  the  older  types  of  filter  plants  made  no 
i:irovision"for  an  accurate  arrangement  for  feeding  the 
coagulant  solution.  The  material  was  dissolved  in 
tanks  many  of  which  were  entirely  inadequate  in 
size  to  enable  the  operator  to  vise  a  dilute  solution,  and 
the  method  of  operation  consisted  in  dissolving  so 
many  pounds  of  coagulant  and  feeding  this  solution 
into  the  raw  water  in  a  certain  period  of  time,  depend- 
ing upon  the  turbidity  of  the  water  to  be  treated.  The 
outlet  valve  was  opened  a  certain  number  of  turns  to 
give  this  desired  rate,  and  a  uniform  feed  by  this  ap- 
proximate method  was  used. 

The  filter  designers  in  the  last  few  years  have  en- 
tirely revised  this  system  of  applying  the  coagulants, 
and  most  of  the  modern  filter  plants  of  any  size  have 
not  only  an  adjustable  feed  for  the  chemical  solution, 
but  also  an  automatic  arrangement  for  supplying  this 
feed  in  direct  proportion  to  the  quantity  of  raw  water 
being  admitted  to  the  plant,  and  further,  electric 
alarms  are  being  installed  to  immediately  sound  a 
gong  in  case  of  a  stoppage  in  the  flow  of  the  chemical 
solution.  Many  of  tliese  arrangements  are  based  up- 
on a  control  from  a  Venturi  meter  on  the  raw  water 
line,  while  an  adjustable  orifice  enables  the  operator 
to  set  the  desired  rate  of  flow  of  the  solution.  The 
electric  alarm  is  usually  installed  at  the  orifice  and  is 
of  simple  construction  consisting  of  dry  batteries  and 
an  open  circuit  which  is  closed  at  the  orifice  when  the 
liquid  fails  to  flow.  The  modern  solution  tanks  are 
usually  constructed  of  reinforced  concrete  and  of  ample 
size  to  provide  sufficient  storage  for  the  solution  un- 
der maximum  conditions.  They  are  provided  with 
stirring  devices  driven  by  motors  located  on  the  oper- 
ating floor  above  the  tanks. 

Hydraulic  Operating  Valves  and  Recording  Devices 

Most  of  the  larger  filter  plants  of  recent  construc- 
tion have  been  equipped  with  hydraulically  operated 
gate  valves  controlled  from  an  operating  table  located 
in  front  of  each  filter.  By  means  of  levers  on  these 
tables,  a  valve  can  be  opened  or  closed  very  quickly 
without  the  labor  required  on  hand  operated  valves. 
This  method  of  control  is  not  only  justified  from  an 
operating  point  of  view  in  the  reduction  of  operating 
expense,  but  also  is  valuable  as  aft'ording  a  cjuick  ar- 
rangement for  manipulating  the  plant.  The  increased 
cost  of  equipping  a  filter  with  this  apparatus  is  ap- 
proximately $400  per  filter,  and  the  tendency  to-day 
is -to  apply  this  equipment  to  even  the  smaller  installa- 
tions. The  use  of  recording  devices  in  the  larger 
plants  is  essential  and  in  the  average  plant  can  be 
judiciously  used  to  advantage.  It  is  inadvisable  to 
overload  a  plant  with  recording  apparatus  on  account 
of  the  increased  cost  from  an  operating  point  of  A-iew 
in  adjusting  and  keeping  up  the  records. 
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Building  Conditions  in  Winnipeg 

The  Metropolis  of  the  Middle  West— Housing  and  Town 
Planning     Associations  —  Limit    Height     of  Buildings 

By  Arthur  A.  Stoughton,  R.A.I.C.* 


WINNIPEG  has  passed  so  rapidly  from  the 
frontier  village  stage,  Avith  all  that  that 
term  connotes  of  shacks  and  mud  and  prim- 
itive society,  to  the  dignity  of  a  well-ordered 
city,  with  large  and  handsome  buildings ;  having  be- 
come a  large  producing  and  distributing  centre,  with 
an  extensive  banking  system  and  all  the  features  of 
the  political  society,  that  it  is  necessary  to  check  up  its 
status  and  achievements  at  frequent  intervals  in  order 
to  keep  informed  of  its  progress. 

This  is  specially  necessary  for  contractors  and  ma- 
terial men  and  manufacturers,  both  in  the  city  and 
those  at  a  distance,  whose  products  are  used  there, 
lest  its  demands  and  the  amount  of  commodities  it 
can  absorb  and  the  opportunities  it  presents  be  under- 
estimated. When  we  are  faced  with  the  fact  that  the 
year  before  the  war,  1913,  saw  $12,000,000  worth  of 
buildings  erected  there,  which  was  one-quarter  of  the 
cost  of  new  buildings  for  that  year  in  New  York  city, 
we  have  to  admit  that  Winnipeg  is  no  mean  city  for 
the  contractor.  The  Industrial  Bureau,  under  its  able 
head,  Mr,  Chas.  H.  Webster,  acts  as  a  clearing  house 
for  information  and  statistics,  which  I  need  not  re- 
{)roduce  here,  and  a  stimulus  for  the  increase  of  manu- 
factures and  business  in  general,  and,  therefore,  is  an 
important  aid  to  the  activity  of  the  contractor.  The 
growth  of  Winnipeg  in  population  and  wealth  is  one 
of  the  most  remarkable  chapters  in  the  history  of  eivic 
development  on  the  continent. 

Present  Conditions 

As  elsewhere,  present  conditions  have  put  a  quietus 
on  most  of  this  activity,  but  with  the  return  of  a  normal 
state  there  will  surely  come  a  great  expansion  of  busi- 
ness. Immigration  of  a  good  class  will  result  from 
the  devastation  of  the  war  and  thousands  of  those 
whose  homes  and  villages  have  been  destroyed  and 
others  who  prefer  our  peaceful  prairies  to  the  uncer- 
tainty of  life  in  parts  of  Europe  will  settle  here  and 
around  us.  More  acres  will  be  tilled  ;  more  individuals 
v,'iM  buy  necessities  and  luxuries  ;  more  things  will  be 
produced;  more  money  .will  circulate,  and  therefore 
more  building  will  be  done.  The  manufacturing  of  war 
material  now  and  the  feeding  of  Europe  now  and  later 
will  aid  the  general  prosperous  movement. 

Even  during  this  year  many  new  industries  have 
been  started  here  and  industrial  plants  erected.  What 
may  not  be  expected  in  increase  in  business  as  soon 
as  the  war  is  over?  All  should  look  to  the  future  and 
consider  plans  for  the  handling  of  a  larger  volume  of 
building  work. 

Winnipeg  has  already  a  good  equipment  of  factories 
for  the  production  of  many  of  the  building  materials, 
iron,  steel,  woodworking,  etc.,  and  there  are  natural 
resources  in  the  province  of  various  building  stones 
and  timber  and  materials  for  good  bricks  and  cement. 
The  Tp^ndall  limestone  with  a  fossiliferous  mottling 
is  an  excellent  wearing  and  appearing  limestone,  used 
on  very  many  of  the  best  buildings.  A  fine  dolomite 
has  been  recently  found  and  is  about  to  be  put  on 
the  market.    The  "Made-in-Winnipeg"    slogan  has 
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helped  to  create  more  home  products,  such  plants  be- 
ing made  possible  by  the  increasing  size  of  the  city 
and  its  requirements,  while  very  many  eastern  and 
foreign  concerns  have  agencies  here,  some  with  their 
own  local  shops,  at  least  for  assembling. 

It  is  an  assured  fact  that  Winnipeg  will  always  be 
the  metropolis  of  this  whole  middle  country,  acting 
as  distributor  and  banker  and  clearing  house  and  the 
transportation  centre  and  labor  market,  and  to  a  great 
extent,  manufacturer,  so  that  industries  and  business 
of  every  kind  will  concentrate  here,  as  railways  haT'e 
already  done.  This  means  the  greatest  population  and 
all  those  material  needs  which  accompany  size,  growth, 
and  activity.  For  the  contractor  it  spells  building  of 
every  kind — cominercial  houses,  vast  plants,  school 
and  public  buildings,  modest  and  expensive  houses, 
bridges,  railways  and  engineering  structures  of  every 
kind. 

Co-operation 

The  contractor  should  co-operate  with  the  architect 
as  a  helper  in  this  great  building  enterprise.  As 
soon  as  society  passes  the  primitive  stage  man  seeks  to 
order  his  building  with  a  view  to  its  agreeable  ap- 
])carance,  which  gives  scope  for  the  architect  as  dis- 
tinguished from  the  mere  builder  or  constructor.  Any- 
one passing  along  the  streets  of  Winnipeg  will  notice 
that  the  architects  responsible  for  their  appearance 
are  men  of  taste  who  love  their  art.  The  architects  of 
Winnipeg  are  a  well-organized  body  who  have  secured 
the  enactment  of  a  good  law  which  requires  a  high 
standard  of  training  and  experience  in  those  who  are 
admitted  to  practice.  The  architects  meet  informally 
at  a  weekly  luncheon,  which  is  addressed  by  some  pro- 
fessional man  on  a  subject  more  or  less  related  to  ar- 
chitecture. There  are  examples  of  the  work  of  Eastern 
Canadian  and  American  architects  in  the  Fort  Garry 
Hotel,  the  Union  Station,  the  Bank  of  Montreal,  and 
other  fine  buildings.  It  is  well  to  have  such  buildings 
for  variety  and  inspiration,  but  many  buildings  by 
local  men  are  not  a  whit  inferior  to  these.  Not  content 
with  the  recruiting  of  the  profession  from  architects' 
offices  or  distant  schools,  they  have  succeeded  in  in- 
ducing the  University  of  Manitoba  to  undertake  this 
professional  training.  Two  years  ago  a  Department 
of  Architecture  was  organized  and  a  four  years'  course, 
similar  in  scope  to  those  in  Canadian  and  American 
universities,  was  inaugurated,  in  which  c.onstruction 
and  design  are  given  equal  weight,  and  the  work  is 
now  proceeding  favorably. 

The  University  of  Manitoba  has  grown  so  that  it 
is  crowded  in  its  present  buildings  and  is  looking  for- 
ward to  occupying  a  fine  new  site  for  which  an  ex- 
tensive group  of  buildings  has  already  been  projected. 
In  connection  with  the  Department  of  Architecture,  an 
evening  class  for  draughtsmen  has  been  carried  on 
with  excellent  results,  so  that,  for  a  nominal  fee,  men 
engaged  by  day  in  offices  can  become  designers  and 
learn  better  rendering  of  drawings  by  working  in  this 
evening  class.  The  new  Art  School  of  the  Industrial 
Bureau  provides  good  instruction  in  drawing  and 
painting.  The  work  of  the  Art  Club,  the  Western  Art 
Association,  the  Archaelogical  Institute  and  the  cxhibi- 
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tions  of  paintings  in  the  Art  Gallery  are  all  influential 
in  raising  the  standard  of  art  and  culture  which  con- 
tributes to  better  building. 

A  great  deal  of  construction  has  been  going  on, 
started  before  the  war,  such  as  the  great  Parliament 
Buildings,  the  Law  Courts,  the  extensive  group  of  the 
Agricultural  College  at  St.  Vital,  each  costing  several 
million  dollars,  the  Children's  Home,  the  Fort  Garry 
Hotel,  and  the  enlargement  of  the  Royal  Alexandra 
Hotel,  the  Bank  of  Quebec,  the  Coco-Cola  building 
and  a  large  number  of  smaller  business  buildings  and 
residences.  The  Ford  Motor  Company  has  just  fin- 
ished a  large  building  as  an  assembling  plant,  in  the 
west  part  of  the  city,  on  Portage  Avenue.  The  Bank  of 
Montreal  is  starting  a  very  fine  and  handsome  building, 
on  Main  Street,  adjoining  the  Canadian  Bank  of  Com- 
merce. The  Grain  Exchange  is  adding  several  stories 
to  its  building.  A  group  plan  for  the  University  was 
prepared  and  drawings  for  the  first  building,  for  en- 
gineering and  architecture,  made,  which  awaits  more 
settled  conditions  for  its  development.  Along  Portage 
Avenue  business  buildings,  large  and  small,  have  been 
erected,  and  all  over  the  city  houses  and  apartment 
blocks  have  sprung  up  in  every  direction. 

Huge  Department  Store  Buildings 

The  most  important  event  in  the  building  line,  how- 
ever, is  the  commencement  of  huge  buildings  by  the 
T.  Eaton  Company  to  house  their  store  and  mail  order 
business  and  to  be  their  main  distributing  house  for 
their  Western  Canada  trade.  They  will  cover  two 
entire  blocks  between  Portage  and  St.  Marys  Avenues 
and  Hargrave  and  Donald  Streets,  having  twelve  high 
storeys,  rising  to  a  height  of  215  feet,  connected  at 
every  storey  above  the  second  by  two  bridge  struc- 
tures, spanning  Graham  Avenue,  and  under  the  whole 
of  that  street.  It  will  be  built  in  units  of  one-quarter 
of  a  block,  eight  storeys  high,  one  each  year  for  the 
next  eight  years,  each  costing  approximately  $600,000. 
When  both  blocks  are  thus  covered  to  a  height  of  eight 
storeys,  the  upper  four  storeys  will  presumably  be  built 
in  the  same  way.  The  south  building  will  be  first  con- 
structed. The  first  unit,  at  the  southeast  corner  of 
Hargrave  Street  and  Graham  Avenue,  is  now  well 
along.  The  present  store  will  be  replaced  only  after 
the  south  building  has  been  carried  up  the  eight  storeys. 
This  great  enterprise,  undertaken  in  times  when  every 
person  is  inclined  to  delay  expenditure,  shows  the  con- 
fidence in  the  future  of  this  city  and  the  western  coun- 
try on  the  part  of  very  sagacious  and  far-seeing  men. 
It  will  inevitably  be  a  powerful  incentive  to  others  to 
build,  and  it  will  tend  to  raise  the  whole  tone  of  busi- 
ness and  increase  optimism. 

Limit  Height  of  Buildings 

About  a  year  ago  the  city  passed  a  by-law  limit- 
ing the  height  of  buildings,  which  would  have  a  far- 
reaching  effect  in  preventing  concentration  of  high 
buildings  and  real  estate  values  in  a  few  spots,  to  the 
detriment  and  impoverishment  of  other  districts  and  in 
tending  to  keep  down  values  to  a  reasonable  figure 
and  in  equalizing  and  spreading  business  and  traffic. 
It  prescribes  that  buildings  shall  not  be  more  than 
one  and  three-quarter  times  the  width  of  the  street 
in  height  and  not  more  than  198  feet  nor  more  than 
twelve  storeys  in  height  on  any  street.  Nearly  all 
Winnipeg  streets  are  66  feet  wide  so  that  on  them 
buildings  would  not  be  more  than  115^  feet  high. 
Main  Street,  Portage  Avenue,  and  Broadway  are  each 
132  feet  wide.    On  these,  a  building  may  not  be  more 


than  198  feet  high,  or  one  and  one-half  times  the  width 
of  the  street,  but  as  it  may  not  have  more  than  twelve 
storeys,  all  ordinary  buildings  would  be  about  165  feet 
liigh,  which  is  the  height  of  the  McArthur  Building, 
on  Portage  Avenue,  near  Main  Street,  the  highest,  at 
present,  except  the  Fort  (iarry  Hotel,  whose  steep 
slo])ing  roofs  are  200  feet  high.  Any  buildings  on  these 
side  streets,  needing  very  high  storeys,  could  have 
twelve  of  them  within  198  feet. 

When  the  T.  Eaton  Company  presented  its  pro- 
posal, as  outlined  above,  to  two  buildings  of  equal 
iieight,  the  one  on  Portage  Avenue  being  slightly 
higher  than  the  limit  for  132  foot  streets,  the  one  on 
the  south  block  being  one  hundred  feet  higher  than  the 
limit  for  66-foot  streets,  on  fovir  of  which  it  faces,  the 
City  Council  suspended  the  by-law  to  give  special  per- 
mission, and  another  exception  was  made  a  few  weeks 
later  to  enable  the  Grain  Exchange  to  add  several 
storeys  to  its  buildings,  as  originally  planned.  Irr  view 
of  these  facts  it  seems  highly  improbable  that  this  very 
desirable  height  limitation  will  be  adhered  to. 

Winnipeg  is  most  fortunate  in  the  openness  of  its 
street  system.  Few  cities  in  Canada  have  such  an 
asset  in  wide  main  streets  for  business,  and  beautiful 
river  scenery  for  residential  districts,  as  well  as  the 
fine  appearance  of  a  great  number  of  the  residential 
streets.  These  are  66  feet  wide  with  a  24-foot  road- 
way, the  remaining  space  being  devoted  to  wide 
boulevards,  well  planted  with  grass  and  shaded  by 
trees  and  maintained  with  assiduous  care  by  the  Parks 
Boards.  There  are  a  number  of  exceptionally  fine  resi- 
dence districts,  while  the  districts  where  the  working- 
people  live  are  equally  open  and  free  from  slums  of  the 
ordinary  type. 

House  and  Town  Planning 

The  city  seeks  to  improve  its  plan  and  provide  for 
proper  development  in  the  future  as  well  as  co-ordina- 
tion of  its  street  system  with  that  of  the  surrounding 
municipalities.  It  has  had  for  some  time  a  Housing 
and  Town  Planning  Association  and  it  now  has  a 
Committee  of  the  Industrial  Bureau  of  Town  Planning 
and  Civic  Betterment  to  further  schemes  for  improve- 
ment in  various  civic  lines.  It  has  appointed  a  per- 
manent bod}^  known  as  the  Greater  Winnipeg  Plan 
Commission  to  take  in  charge  officially  the  work  of 
plarining  and  re-planning.  This  Commission  is  now 
preparing  a  comprehensive  plan  of  the  whole  district, 
for  the  city  to  Avork  to  as  the  time  goes  on,  and  it  is 
considering  suggestions  for  individual  changes,  modifi- 
cations or  additions  to  the  present  plan  where  it  is 
defective  and  where  needed  by  new  conditions  of  in- 
creased business,  traffic,  etc.,  to  improve  circulation, 
reduce  friction,  and  further  economy  of  transit.  It 
will  cultivate  co-operation  with  city  ajid  environs  as 
to  through  avenues ;  it  will  lay  out  a  general  park 
system  and  will  provide  for  small  parks  and  recreation 
spaces  through  the  settled  areas.  Its  task  is  a  mighty 
one,  as  the  city  is  so  large — the  area  of  Greater  Winni- 
peg being  200  square  miles — and  there  has  been  sub- 
division so  far  beyond  settlement,  but  with  the  cordial 
support  of  the  officials  and  the  people,  it  hopes  to  make 
Winnipeg  the  finest  city  of  the  future  in  Western  Can- 
ada, as  it -will  be  the  largest  and  most  important.  Mr 
Thomas  Adams,  the  Town  Planning  Advisor  of  the 
Commission  of  Conservation,  visited  it  recently  and 
made  suggestions,  but  he  said  that  it  was  already  well 
provided  with  fine  broad  avenues  for  its  main  arteries. 

A  provincial  town  planning  act  was  passed  at  the 


546 


THE   CONTRACT  RECORD 


June  7,  1916 


last,  session  of  the  Legislature  which  gives  to  cities, 
town  and  municipalities  greatly  enlarged  powers  in 
the  use  of  land  in  town  planning  schemes  and  for  pub- 
lic purposes  generally,  and  furnishes  the  procedure  by 
which  they  may  initiate  plans  and  execute  improve- 
ments. Already  some  are  preparing  to  take  advantage 
of  these  powers. 

The  Commission  has,  at  the  city's  direction,  pro- 
vided the  architectural  treatment  for  several  bridges, 
drawings  for  which  were  made  by  Mr.  Paul  Schioler, 
then  City  Bridge  Engineer,  which,  if  constructed,  will 
be  a  series  unicjue  in  Canada,  in  that  engineer  and 
architect  have  collaborated  in  designing  bridges  suit- 
able in  structure  and  agreeable  in  appearance.  They 
will  have  no  unsightly  trusses  and  plate  girders  and 
bascule  counterweights  even  are  kept  below  the  road- 
way, so  that  the  piers  and  pylons,  balustrades  and 
lamps  are  treated  entirely  with  regard  to  their  aes- 
thetic effect. 

The  economic  problem  bears  heavily  here  as  else- 
where, the  army  of  the  unemployed  having  mobilized 


here  more  numerously  because  Winnipeg  is  a  larger 
city  and  because  its  extensive  relief  work  is  so  well 
advertised.  Many  have  suggested  that  its  wisest  re- 
lief work  would  be  the  undertaking  of  public  construc- 
tion ;  that  it  should  pay  wa^es  instead  of  charity,  and 
in  so-doing  it  would  add  very  little  to  the  tax  rate. 
The  city  is  economizing  to  the  last  degree,  reducing 
public  expenditures,  cutting  down  staff  and  avoiding 
all  outlay  in  improvements  which  can  be  deferred. 
Perhaps  this  is  penny  wise  and  pound  foolish.  For 
improvements  which  will  benefit  the  city  of  the  pre- 
sent and  future,  debentures  could  be  issued,  with  due 
regard  to  the  life  of  the  improvements.  Future  gen- 
erations in  their  more  prosperous  times,  would  help 
to  pay  for  what  we  should  construct  in  these  troubl- 
ous times.  Thus  would  present  times  be  improved  by 
the  property  created  by  construction  and  the  circula- 
tion of  money ;  unemployment  would  be  relieved ; 
advantage  would  be  taken  of  low  prices,  and  the  bur- 
den to  the  present  generation  would  be  negligible  in 
amount. 


Waterworks  and  Sewerage  Systems 

of    Canada,    Statistically   Reviewed   in  Recent 
Government  Report — Some  Typical  Illustrations 


THE  Commission  of  Conservation  of  Canada  have 
just  issued  a  new  edition  of  their  l)ook, 
"Waterworks  and  Sewerage  Systems."  A 
previous  edition  was  prepared  in  1912,  in 
which  it  was  aimed  at  presenting  in  a  form  readily 
available  for  reference,  the  principal  physical  data  res- 
pecting the  waterworks  systems  then  in  existence  in 
Canada.  The  present  report  brings  the  waterworks 
systems  up  to  date,  and  in  addition,  summarizes  the 
sewerage  systems. 

The  importance  of  sewage  disposal  can  l)e  readily 
appreciated  when  we  consider  the  number  of  inland 
bodies  of  water  which  receive  raw  sewage  and  at  the 
same  time  are  the  only  available  source' of  water  sup- 
ply for  certain  municipalities  in  the  neighborhood.  I'he 
supply  of  water  to  these  communities  is  the  most  im- 
portant use  of  these  lakes  and  rivers  and  the  value  of 
a  pure  supply  as  compared  with  one  polluted  by  sew- 
age can  scarcely  be  overestimated.  Even  where  water 
systems  are  provided  with  filtration  plants,  there  is 
great  danger  of  overloading  the  filter  if  the  source  of 
supply  is  grossly  polluted  by  raw  sewage.  The  use  of 
water  filters  should  be  only  an  additional  factor  of 
safety  in  an  operation  which  should  begin  with  the 
proper  treatment  of  sewage.  A  well-known  Canadian 
authority  on  municipal  engineering  has  advanced  liic 
statement  that,  "if  the  domestic  sewage  which  now  dis- 
charges, by  means  of  underground  sewers,  directly 
into  streams,  rivers,  and  lakes,  without  any  form  of 
treatment,  were  treated  to  the  extent  of  the  elimina- 
tion and  destruction  of  the  sewage  bacteria,  at  least  fif- 
teen hundred  lives  could  be  saved  annually  in  Cariada 
from  death  by  typhoid  alone." 

The  Commissicjn's  report  refers  to  water  purilica- 
tion  by  hypochlorite  (jf  calcium,  which  is  being  very 
freely  adopted  in  America.  Much  has  been  said  for 
and  against  the  hypochlorite  or  similar  treatment.  It 
is  recognized  however,  that  as  a  solitary  treatment  1o 
obtain  pure  water  it  cannot  be  considered  a  perman- 
ent method.  While  it  would  be  most  unwise  not  to 
immediately  resort  to  this  treatment  in  cases  of  emer- 


gency, its  usefulness  should  end  there.  One  of  tlie 
principal  objections  to  its  permanent  use  is  the  "resi- 
dual chlorine"  taste  or  odor  acquired  by  the  water  in 
this  treatment.  It  is  the  opinion  of  certain  authorities 
on  water-purification  that  to  be  certain  of  the  destruc- 
tion of  all  bacteria,  such  an  excess  of  the  chemical  is 
necessary  as  to  be  noticeable  to  the  smell  and  taste ;  or 
vice  versa  that  if  there  is  no  smell  and  taste  in  the  ])uri- 
fied  water  the  bacteria  are  not  destroyed  with  certainty. 

A  number  of  interesting  illustrations  are  included 
in  the  report,  some  of  which,  through  the  kindness  of 
the  Commission  of  Conservation,  we  are  reproducing 
in  this  issue.  They  are  typical  of  the  methods  adopted 
in  water  supply  and  sewerag'e  disposal  throughout  the 
Dominion  of  Canada.  The  following  data  refer  to  the 
waterworks  or  sewage  systems  of  the  towns  to  which 
one  or  other  of  the  various  illustrations  refers: 

Waterworks 

Hamilton — Supply  pumped  from  Lake  Ontario,  5 
miles  distant,  into  mains;  electric  power  used,  willi 
steam  auxiliary  plant,  average  1,200  h.p.,  maximum, 
1,500  h.p.  Reservoir:  emergencv  reservoir  of  11,000,000 
gal.,  and  three  others  of  2,000,000  gal,  300,000  gal., 
and  80,000  gal.  capacity  respectively.  Purification  : 
settling  l^asin  used.    Distribution:  miles  of  C.  L 

mains,  4  in.  to  36  in.;  1,782  hydrants;  27,234  services, 
lead  pipe.  Pressure:  ordinary,  75  lbs.;  fire,  60  to  100 
lbs.  Consumption:  13,500,000  gal.  Financial:  total 
ctjst  of  plant,  $3,466,156  ;  annual  maintenance,  $117,054 ; 
interest,  $99,505  ;  revenue,  $289,587.  Rates :  flat  rate, 
on  assessment  basis  up  to  $4  per  $1,000;  bathroom, 
$2.00;  meter  rate,  7y2  cents  and  10  cents  per  1,000 
gal.  Officer  in  charge,  A.  F.  Macallum,  city  engineer. 
(Since  resigned). 

Berlin — Supply  pumped  from  artesian  wells,  2 
miles  distant,  to  stand-pipe  ;  electric  power  used  with 
steam  and  gasoline  auxiliary ;  maximum,  470  h.p. ; 
average,  75  h.p.  Reservoir,  stand-pipe  of  500,000  gal. 
capacity,    illustrated    herewith;    storage  reservoir, 

(Continued  on  page  551) 
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City  of  Edmonton-Two  Views  of  Sewer  Outfall. 


.Time  7,  1916 
AMISSION  OF  CONSERVATION 


3-0  ' SEWER 


3'- 1"  X  4-0' 
.^-r"  CAPACI  TV 
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CITY  OF  WINNIPEG 

CROSS  SECTIONS  OF  CONCRETE  SEWERS 

Sca/e    2  feet  =  /inch 


2-0  SEWER 


3'-6  X  4-6 
4'-n"  r.APACITY 


4-6" X  6-0 
5-0"  nAPACITY 


CIMISSION  OF  CONSERVATION 

-777777. 
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TORM  SEWER 


CARLAW  STORM  SEWER 

CITY  OF  TORONTO 
TYPICAL  SECTIONS  OF  SEWERS 

Scale  5  feet  =  I  inch 


Concrete  1:3 


NflPaving 
br/'ck 


DANFORTH  AVE. SEWER 
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1.500,000  sal.  Distribution:  36>^  miles  of  C.  I.  and 
W.  I.  mains,  1  in.  to  16  in. ;  271  h3'drants ;  3.384  ser- 
vices ;  y2  m.  to  1  in.  lead  and  iron  pipes.  •  Pressure : 
ordinary,  75  lbs.;  tire,  115  lbs.  Consumption:  1,039,- 
000  gal.  Financial :  total  cost  of  plant,  $367,559 ;  an- 
nual maintenance,  $16,428;  interest,  $5,242;  revenue 
from,  consumers,  $31,300;  from  public  uses,  $5,129. 
Rates:  flat  rate,  $4  per  tap;  meter  rate,  6  cents  to  18 
cents  per  1,000  f^al.  Officer  in  charge:  H.  Hymmen, 
superintendent. 

St.  Catharines — Supply  by  gravity  from  Lake  Erie, 
via 'Welland  Canal,  7  miles  distant.  Reser^'oirs :  2  of 
55  acres  and  10  acres  area,  respectively.  PurificatioJi : 
sedimentation  and  liquid  chlorine  treatment.  Distri- 
bution. 53^  miles  of  W.  I.  and  C.  I.  mains,  V\  in.  to 
36  in.,  rock  tunnel,  5  ft.  by  7  ft. ;  364  hydrants  ;  4.625 
services,  -Kt  in.  to  8  in.,  lead,  gah'.  iron,  and  C.  I.  pipes. 
Pressure:  70  lbs.  to  116  lbs.  Consumption:  2,750,000 
gal.  r-'inancial :  total  cost  of  plant,  $819,813;  annual 
maintenance,  $7,000;  interest,  $24,681;  revenue  from 
consumers,  $44,220;  from  public  uses,  $7,885.  Rates: 
flat  rate.  $3.50  to  $6.00  per  dwelling;  bathroom,  $5.00; 
meter  rate,  4.8  cents  to  19.2  cents  per  1.000  gal.  Offi  - 
cer in  charge :  A.  Milne,  superintendent. 

Sewerage  and  Sewage  Systems 

Edmonton— total  of  141  miles  of  sewers,  part  carry- 
ing combined  street  drainage  and  domestic  sewage, 
part  carrying  these  separately.  They  may  ])e  divided 
as  follows  :  314  m.  of  6>^  ft.  to  10  ft.,  circular  concrete  ; 
10^  m.  of  44  in.  to  72  in.  circular,  concrete;  4  m.  of 
27  in.  to  36  in.  circular,  vitrified  segment  tile;  6}^  m. 
of  22  in.  and  24  in.  circular,  vitrified  tile;  18  m.  of  15 
in.  to  20  in.  circular,  vitrified  tile;  98  m.  of  8  in.  to  12 
in.  vitrified  tile ;  m.  of  6  in.  vitrified  tile.  The  out- 
lets discharge  into  the  North  Saskatchewan  river,  part 
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of  the  sewage  bein.t;-  treated  in  a  septic  tank.  Cost  of 
sewers,  $3,890,363. ' 

Lethbridge — 29  miles  of  separate  sanitary  sewers 
and  2jim.  of  storm  sewers.  The  sanitary  sewers  are 
divided  as  follows:  'yi  m.  of  18  in.  x  18  in.  wooden  box, 
outfall  sewer;  IJ^  m.  of  24  in.  vitrified  pipe;  3  m.  of 
15  in.  to  22  in.  vitrified  pipe ;  8^  m.  of  10  in.  and  12  in. 
vitrified  pipe;  15^-4  m.  of  8  in.  vitrified  pipe.  The  storm 
sewers  range  from  15  in.  to  30  in.  The  sewage 
treated  in  sedimentation  tanks,  sprinkling-  filters  and 
chlorinated,  the  outlets  discharging-  into  Belly  river; 
cost  of  sewers,  $275,203  ;  cost  of  disposal  plant,  $90,000. 

Toronto — total  of  480  miles  of  combined  street  and 
domestic  sewers,  of  which  the  larger  ones  may  be 
divided  as  follows:  11  m.  of  6^  ft.  to  9^  ft.  circular; 
8  m.  of  414  ft.  to  6  ft.  circular;  6  m.  of  2>4  ft.  to  4  ft. 
circular;  3.)4  m.  of  6  ft.  x  6  ft.  to  lOji  ft.  x  10-)4  ft. 
culvert  type;  9>4  m.  of  2  ft.  x  3  ft.  to  5  ft.  x  ft. 
culvert  type ;  1  ^  m.  of  4  ft.  x  6  ft.  to  4yi  ft.  x  6>4  ft. 
egg-shaped;  3j4  m.  of  3  ft.  x  4i^  ft.  to  3^  ft.  x  5^  ft. 
egg-shaped;  21/.  m.  of  2  ft.  x  3  ft.  to  2-}i  ft.  x  4%  ft. 
eg-g--shaped.  Both  concrete  and  brick  are  used  in  the 
construction  of  these  sewers,  the  sanitary  sewers  ge*n- 
erally  having-  a  vitrified  wearing-  surface  of  either 
glazed  tile  or  bfick.  For  sewers  carrying-  storm  water 
only,  concrete  construction  is  considered  as  efficient  as 
any  other  and  cheaper.  The  larger  sewers  above  enu- 
merated give  a  total  of  46-)4  miles,  the  remaining  433 
miles  are  of  12  in.  to  24  in.  tile  type.  The  sewage  is 
treated  by  chlorination  and  in  sedimentation  tanks. 
Cost  of  disposal  plant  and  trunk  sewers  in  connection 
with  it,  $2,792,000. 

Winnipeg — total  of  255%  miles  of  combined  street 
and  domestic  sewers,  which  are  divided  as  follows : 
4  m.  of  SVz  ft.  x  ft.  to  14  ft.  x  9>4  ft.  egg-shaped, 
concrete ;  IO54  m.  of  6  ft.  x  4}i  ft.  to  8  ft.  x  6^  ft. 
egg-shaped,  concrete;  7j/2  m.  of  4  ft.  x  3  ft.  to  5j4  ft. 
x  4  ft.  egg-shaped,  concrete  ;  4j4  n-i.  of  2  ft,  x  3  ft.  to  7 


ft.  X  SYz  ft.,  brick;  6^  m.  of  2  ft.  to  5  ft.  brick;  154  m. 
of  2  ft.  to  3ft.  circular  concrete;  90  m.  of  15  in.  to  22 
in.  vitrified  pipe ;  106%  m.  of  12  in.  vitrified  pipe ;  %  m. 
of  9  in.  vitrified  pipe.  There  are  14  outlets  emptying 
mto  the  Red  river  and  9  into  the  Assinaboine  river. 
Cost  of  sewers,  $4,079,053. 

Vancouver — 200  miles  of  sewers,  the  greater  part 
carrying  combined  street  and  domestic  sewage,  with 
outlets  into  the  Pacific.  They  range  from  6  in.  to  84 
in.  circular  section  and  horse-shoe  section  equivalent 
to  10%  ft.  circular,  the  material  being  vitrified  pipe, 
cement  pipe,  concrete,  with  or  without  brick  or  vitri- 
fied tile  lining.  Approximate  cost  of  sewers,  $4,500,000. 

Stratford — total  of  34%  miles  of  sewers,  part  carry- 
ing- combined  street  drainage  and  domestic  sewage, 
part  carrying  these  separately.  The  sewers  may  be 
divided  as  follows:  2%  miles  of  36  in.  and  48  in.  cir- 
cular, concrete ;  2%  i-n.  of  18  in.  to  24  in.  circular,  vit- 
rified pipe;  4  m.  of  12  in.  and  15  in.  circular,  vitrified 
pipe;  24%  m.  of  9  in.  and  1%  m.  of  8  in.  circular,  vit- 
rified pipe.  The  sewage  is  treated  in  septic  tanks  and 
sprinkling  filters.  Cost  of  sewers,  $50,000;  cost  of  dis- 
posal plant,  $50,000. 


Nails  driven  in  wood  that  is  exposed  to  alternate 
wetting  and  drying  are  liable  in  time  to  start  to  work 
out.  The  wetting  swells  the  wood  and  increases  its 
dimensions  across  the  grain,  and  as  the  nail  is  in- 
elastic it  is  moved,  a  space  forming  at  the  point  equal 
to  the  amount  of  swelling  of  the  wood.  When  the 
timber  dries  the  nail  does  not  return  to  its  original 
place,  and  if  tapered  it  tends  to  move  outward  each 
time  that  wood  is  wet  and  dried.  It  is  for  this  reason 
that  wood  structures  bolted  together  and  exposed  to 
the  Weather  require  screwing  up  at  intervals. 

Messrs.  Prack  &  Perrine,  architects  and  engineers, 
have  moved  their  office  from  the  Traders  Bank  Build- 
ing to  rooih  No.  808,  Lumsden  Building,  Toronto,  Ont. 
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The  Care  and  Operation  of  Belts  and  Ropes 

in  a  Contractor's  Outfit 


ENGINEERS  and  contractors  who  have  mvich  to 
do  with  the  buying  and  supervision  of  belts 
should  attend  to  the  little  things  in  their  care 
emd  operation ;  they  are  really  more  important 
than  the  buying.  The  trouble  is  that  most  contractors 
after  buying  the  belt  they  believe  to  be  the  "best"  for 
their  service,  hand  it  over,  without  further  thought, 
to  the  foreman,  who  hacks  it  up.  He  pays  too  little 
attention,  perhaps,  to  the  lacing  of  the  belt  or  the 
dressing  that  should  be  used  to  keep  it  in  good  pulling 
shape.  Engineers  and  contractors  would  do  well  to 
pay  more  attention  to  how  their  belts  are  lined,  laced 
and  dressed.  They  could  generally  effect  a  material 
saving  in  their  plant,  as  belting  is  expensive. 

Requisites  for  Good  Belts 
Manufacturers  advise  operators  to  run  belts  as 
slack  as  possible,  because,  with  proper  care,  they  Avill 
transmit  the  necessary  power  better.  The  old  cast- 
iron  rule  of  having  all  belts  tight  is  being  done  away 
with  and  engineers  are  learning  that  tight  belts  arc 
not  always  essential  for  the  most  efficient  belt  opera- 
tion. 

A  few  qualities  to  be  desired  in  a  good  belt  are-~- 
first,  a  good  driving  surface  with  sufficient  friction 
between  belt  and  pulley  to  eliminate  slip  as  com- 
pletely as  possible  and  to  enable  the  belt  to  carry  its 
load  under  minimum  tension,  thus  avoiding  useless 
waste  due  to  bearing  friction.  Second,  lateral  stiff- 
ness, coupled  Avith  pliability ;  stiffness  to  keep  the  belt 
from  twisting  and  waving  and  to  prevent  curling  at 
the  edges  when  shifted,  and  pliability  to  enable  it  to 
hug  the  pulley ;  a  pliable  belt  will  lie  down  close  on 
the  pulley  and  bring  into  active  contact  every  available 
inch  of  pulling  surface  ;  pliability  in  a  belt  allows  it 
to  secure  the  maximum  arc  of  contact  and  to  alter 
its  shape  with  the  minimum  of  internal  resistance  as  it 
travels  around  and  conforms  to  the  shape  of  the  pul- 
ley; avoid  hard,  dry,  stiff  belts.  Third,  good  tensile 
strength,  that  it  may  carry  its  load  without  breaking. 
Fourth,  little  stretch  and  considerable  elasticity ;  the 
former,  so  that  it  will  not  need  to  be  continually  short- 
ened, the  latter  that  it  may  take  up  or  let  go  its  load 
as  it  passes  around  the  pulley.  Fifth,  firmness  and 
stability,  so  that  the  leather  springs  little  when  cut, 
holds  its  shape,  remains  straight  and  runs  true  around 
the  pulley.  Sixth,  resistance  to  external  conditions, 
such  as  heat,  moisture,  chemicals,  etc.,  that  it  may 
work  in  any  place  at  any  time  and  wear  enduringly. 
Seventh,  low  cost. 

These,  of  course,  if  one  hundred  per  cent,  efficient, 
constitute  an  ideal  case,  but  no  leather  can  have  all 
of  these  qualities  in  an  equally  high  degree.  Sole 
leather  would  do  admirably  as  far  as  lateral  stiffness, 
little  stretch,  and  firmness  are  concerned,  but  would 
fail  entirely  to  satisfy  the  demand  for  pliability,  ten- 
sile strength,  elasticity,  etc.  The  best  results  from 
leather  belting  are  necessarily  somewhat  of  a  com- 
promise. 

Care  of  Belts 

The  most  important  item  in  the  care  of  belts  is  to 
keep  them  from  getting  hard  and  dry.  On  the  other 
hand,  trouble  is  often  occasioned  by  belts  becoming 
oil-soaked  and  when  travelling  at  a  high  rate  of  speed 
jumping  off  and  destroying  themselves.  Pulverized 


lime  is  very  good  where  the  belt  is  wet  with  oil  or 
water.  Pulverized  chalk,  phosphate  dust,  cement,  fire 
clay,  or  fine  ashes,  would  do  as  well,  the  idea  being 
to  get  the  dust  to  absorb  the  oil  or  moisture.  The 
oil-laden  dust  may  be  easily  scraped  off  the  belt  or 
pulley  or  it  will  sometimes  roll  up  in  balls  and  drop 
off  of  its  own  accord.  Linseed  oil  is  good  for  cotton 
or  canvas  belts,  especially  in  damp  places  or  warm 
climates,  while  neats-foot  oil  is  a  very  good  dressing 
for  leather  belts.  Care  should  be  exercised  in  using 
substitutes  for  belt  dressings,  however.  The  extrava- 
gant use  of  those  mentioned  may  soon  ruin  a  belt. 
Keep  on  hand  a  good  belt  dressing ;  it  will  prolong  the 
life  of  the  belt. 

Splicing 

The  idea  that  a  belt  is  a  belt  and  that  one  need 
merely  cut  oft'  a  piece  of  the  requisite  length  and  put 
it  on  the  pulley,  is  no  longef  tenable.  Proper  mech- 
anical conditions  and  adaptation  of  belt  to  drive,  are 
just  as  essential  to  economy  of  operation  as  is  the 
choice  of  an  electric  motor  to  the  work  it  has  to  do. 
The  trouble  with  too  many  foremen  is  that  they  look 
no  -further  than  the  belt  itself. 


Belt  Gearing  for  Securing  Maximum  Efficiency 


The  splicing  of  the  belt  is  a  big  factor  in  prolong- 
ing its  life.  The  endless  or  cemented  belt  is  the  best 
type,  but  where  it  cannot  be  used  handily  a  lacing 
that  most  closely  imitates  it  is  the  next  best  thing. 
Lace  joints  should  be  pliable  to  allow  them  to  hug  a 
small  pulley.  Belts  are  cemented  more  easily  nowa- 
days than  they  were  formerly,  because  of  the  improved 
equipment.  A  belt  is  simply  sliced  twice  to  the  pro- 
per bevel  line,  thus  cutting  out  the  old  splice,  cemented, 
set  together  and  placed  under  a  press.  The  usual  ce- 
ment employed  to  stick  the  laps  has  for  its  basis  ani- 
mal glue.  This  cement  will  usually  hold  as  long 
as  the  leather  lasts.  Modern  waterproof  cement  is 
unaft'ected  by  either  hot  or  cold  water. 
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There  is  some  controversy  as  to  whether  leather  or 
wire  is  the  best  for  laced  belts;  whichever  under  the 
conditions  will  most  closely  approach  the  condition  of 
an  endless  belt  should  be"  used.  Poor  lacing  is  one 
of  the  principal  causes  of  belt  deterit3ration. 

In  leather  lacing  care  should  be  taken  in  punching 
holes.  It  was  often  thought  that  the  more  lacing, 
the  stronger  the  joint.  This  may  be  true  in  so  far  as  the 
laces  are  concerned,  but  each  extra  hole  decreases  the 
cross  section  of  the  belt  and  therefore  its  tensile 
strength. 

The  wire  joint  is  fast  approaching  the  desired  con- 
dition of  an  endless  belt.  Wire  joints  are  fairly  quiet 
in  operation,  can  be  joined  to  run  without  a  jump,  and 
are  almost  as  flexible  as  the  cemented  joint  both  later- 
ally and  longitudinally.  They  are  almost  as  strong, 
too,  because  little  of  the  belt  section  is  punched  away, 
the  wire  prongs  merely  displacing  the  belt  fibres  by 
pushing  them  aside.  Make  belts  endless  or  make  them 
approach  that  limit,  as  nearly  as  possible,  is  a  good 
rule. 

Belt  Gearing 

The  average  thickness  of  single  belts  is,  7/32  in., 
and  the  weight  of  the  average  7/32  in.  leather  belting- 
is  .0911  lbs.  per  inch  width  of  foot  length.  The  maxi  - 
mum tension  for  the  driving  side  of  a  single  belt  should 
not  exceed  90  lbs.  per  inch  width  for  cemented  or  riv- 
eted belts  and  70  lbs.  per  inch  width  of  laced  belts. 


_  Width 

2  in.  to  6  in. 
above  6  in. 


Single  Belts 

Cemented 

H.P.=  bv/1000 
H.P.=  bv/  900 


Laced 

H.P.=  bv/1300 
H.P.=  bv/1000 


Crossing  Belts  to  Secure  a  Maximum  Arc  of  Belt  Contact 

The  allowable  maximum  velocity  for  single  ply  belts 
is  4,500  to  6,000  feet  per  second.  This  velocity  may 
be  determined  more  closely  for  any  particular  case  by 
using  the  formula:  V  =  \96.S  V  T-/\v.  Where  V  is 
the  maximum  velocity,  T.  the  tension  i)er  inch  width 
for  the  belt  on  the  driving  side,  and  w  the  weight  per 
inch  width  of  foot  length. 

.  The  horse  power  that  a  given  belt  will  carry  may 
be  found  from  the  formula : 

(T.-T.)  V 

H.P.  =  . 

33000 

Where  is  the  tension  in  pounds  per  inch  of 
width  on  the  driving  side,  T.  the  tension  on  the  driven 

A  good  approximation  for  horse  power  is:  bv/87G 
ff)r  cemented  belts  or  bv/1117  for  laced  belts,  where 
b  is  tl1e  width  of  the  belt.  This  same  equation  may 
be  used  to  apjiroximate  the  width  of  the  belt  required 
to  transmit  a  given  horse  power  at  a  given  speed. 

'Hie  following  table  may  be  used  for  determining 
the  horse  power  that  given  belts  will  carry  under  aver- 
age conditions. 


Double  Belts 

up  to  6  in.  H.P.=  bv/500       H.P.=  bv/650 

6  in.  to  10  in.        H.P.=  bv/450       H.P.=  bv/550 
above  10  in.        H.P.=  bv/380       H.P.=  bv/480 
Single  belts  are  not  made  above  12  inches  in  width. 

Pulley  Arrangement 

No  absolute  rule  for  an  ideal  arrangement  of  pul- 
leys can  be  laid  down,  but  there  are  a  few  general 
rules  that  should  be  followed  in  working  out  the  best 
arrangement  of  belt  gearing.  The  driving  power  of  a 
belt  depends  on  the  frictional  resistance,  F,  which  de- 
])ends  on  the  frictional  coefficient,  f,  the  arc  of  contact 
and  the  width  of  the  belt.  The  frictional  coefficient,  f, 
depends  on  the  nature  of  the  surface  and  may  be  in- 
creased by  the  proper  treatiuent  of  the  belt  to  make  it 
.soft  and  pliable  so  that  it  will  hug  the  pulley  surface 
in  passing  around  it.  The  arc  of  contact  is  probably 
the  most  important  factor  in  the  efficient  operation  of 
belts.  Fig.  1  shows  an  arrangement  of  pulleys  con- 
nected by  a  tight  belt  running  at  the  same  rate  of 
speed.  The  arc  of  contact  is  180  degrees  in  each  case. 
If  the  distance  from  centre  to  centre  is  great  enough, 
a  heavy  belt  running  slack  may  give  better  pulling 
power  than  the  tight  belt,  because  it  increases  the  arc 
I  if  contact,  as  shown  in  Fig.  2.  A  rough  rule  that  may 
be  applied  in  such  cases  is  that  every  degree  of  belt 
<~ontact  increases  the  pulling  power  by  1/360.  If  two 
pulleys  are  connected  by  a  tight  belt  the  bearings  are 
under  high  tension  and  therefore  consume  considerably 
more  power  than  do  the  bearings  in  Fig.  2  after  the 
initial  tension  is  relieved. 

A  great  deal  may  be  said,  pro  and  con,  for  slack 
belts.  In  some  cases,  for  instance,  where  shafts  are 
spaced  very  closely  centre  to  centre,  they  will  not  w^ork, 
especially  if  the  horse  power  to  be  transmitted  is  con- 
siderable. Much  depends  upon  the  distance  between 
tlie  shafts,  the  character  of  the  drive — gas,  steam,  or 
idectric  motors — and  the  character  of  the  driven  ma- 
chinery. One  of  the  chief  advantages  of  slack  belts 
is  fhe  fact  that  they  seldom  have  to  be  taken  up.  Most 
of  the  time  otherwise  spent  in  splicing  is  thereby  saved. 

In  such  a  drive  as  Fig.  3,  where  the  driven  pulley 
is  required  to  run  at  a  high  r.p.m..  much  trouble  will 
result  if  it  is  driven  directly  by  a  tight  belt  from  such 
a  large  pulley  as  shown.  If  the  r.p.m.  of  both  pulleys 
is  fixed,  an  idler  should  be  used  to  increase  the  arc 
of  contact,  otherwise  the  percentage  of  slip  may  rise 
to  unsafe  proportions,  as  the  arc  of  contact  may  be 
only  a  small  fraction  of  the  pulley  surface.  Fig.  4 
shows  how  the  arc  may  be  increased  by  the  use  of  an 
idler.  Such  an  idler  need  not  be  heavy  and  need 
have  no  additional  weights  attached.  As  a  rule  its 
own  weight  is  sufficient  to  effect  the  desired  change. 
It  should,  however,  be  well  machined  and  perfectly 
aligned,  for  the  ultimate  efficiency  depends  on  this  ac- 
curacy. A  well  proportioned  and  properly  aligned  pul- 
ley consumes  very  little  power,  but  if  it  is  not  in  good 
alignment  it  may  become  a  regular  coal  consumer  and 
the  power  gained  by  the  increased  arc  of  contact  may 
not  be  sufficient  to  overcome  the  loss  due  to  poor  align- 
ment. In  cases  where  an  idler  is  employed  an  endless 
belt  should  be  used,  since  the  idler  runs  on  the  opposite 
side  to  what  the  pulleys  do.    A  thick  lace  joint  will 
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cause  a  jump  or  jar  every  time  it  passes  around  the 
idler.  Leather  belts  are  best  because  they  can  be  made 
endless  by  cementing. 


Method  of  Making  a  Quarter  Turn  with  Belts 


In  vertical  drives  idlers  prove  a  saving,  because 
with  a  vertical  drive  running  at  a  high  rate  of  speed, 
the  centrifugal  effect  of  the  belt  may  cause  it  to  leave 
the  lower  pulley  face  entirely,  as  shown  in  Fig.  5,  and 
alloAV  the  driven  pulleys  to  come  to  rest.  This  centri- 
fugal eft'ect  may  be  overcome  by  the  use  of  a  spring 
idler. 

Another  method  of  increasing  the  arc  of  contact 
is  by  crossing  the  belt,  as  shown  in  Fig.  7.  This  meth- 
od depends  entirely,  however,  on  the  direction  m 
v/hich  the  machines  have  to  run. 

Transmission  Efficiency 

Any  arrangement  that  will  decrease  slip  and  in- 
crease the  frictional  factor,  F.  will  prove  a  saving. 
Belt  slip  creates  friction  and  where  power  is  con- 
sumed through  friction  either  by  belt  slip,  belt  creep, 
journal  friction  or  windage,  fuel  is  unnecessarily  spent 
thereby  Every  per  cent,  of  slip  costs  approximately 
one  per  cent,  of  the  fuel.  In  average  belt  gearing  with 
a  low  pullev  ratio,  the  belt  slip  seldom  runs  higher  than 
5  per  cent",  and  with  a  good  gear  it  averages  about 
3  per  cent,  with  good  belts.  This  leaves  a  belt  trans- 
mission efficiency  of  95  per  cent.  Of  this  approxi- 
matelv  onlv  3  per  cent,  is  actual  slip,  the  remainder 
being" creep.  This  creep  cannot  be  avoided,  and  that 
is  one  reason  why  average  leather  belting  transmission 
efficiency  never  runs  above  98  per  cent.  Shp  can  be 
avoided,  and  with  well  oiled  bearings,  good  shaft  and 
pulley  ahgnment,  a  well-cared-for  non-shppmg  belt,  a 
belt  transmission  efficiency  of  97  per  cent,  should  be 
maintained  right  along. 

Care  of  Manilla  Rope 

Contractors  with  extensive  equipment  necessarily 
require  for  its  operation  a  great  deal  of  rope  of  various 
sizes  and  lengths.  Possibly  there  is  no  article  m  the 
contractor's  outfit  which  receives  more  abuse  than 
manilla  rope. 


Manilla  hemp,  of  which  most  ropes  are  manufac- 
tured, at  least  all  rope  over  1  inch  in  diameter,  is  a 
vegetable  fibre  and  is  susceptible  to  the  action  oi  water 
and  air,  the  same  as  a  piece  of  unprotected  wood.  In 
fact  the  hardest  wear  on  a  rope  is  exposure  to  all  kinds 
of  weather.  This  cannot  be  avoided  in  ccMistruction 
work.  Contractors  would  do  well,  therefore,  to  pay  a 
little  attention  to  the.  conditions  for  ])reserving  rope 
in  service.  Ropes  in  service  deteriorate  in  two  ways — 
by  the  wear  on  the  outer  surface  that  can  readily  be 
seen,  and  the  stretching,  bending,  crushing  and  break- 
ing, of  the  inner  fibres  that  cannot  be  discerned  with- 
out careful  examination.  The  wear  on  the  outer  sur- 
face may  be  accelerated  by  ropes  rubbing  against  each 
other  or  by  dragging  across  hard  surfaces,  or  by  run- 
ning over  sheaves  having  too  small  a  groove  or  too 
small  a  diameter  consistent  with  the  load  upon  it. 

Ropes  do  not  give  out  all  at  once,  and  therefore 
need  much  careful  attention.  Rope  failure  is  more 
likely  to  be  due  to  overloading  than  to  any  other  cause. 
A  rope  subjected  to  overloading  will  show  it  by  tne 
twist  coming  out  or  by  the  strands  jumping  out  of 
their  proper  place.  Ropes  in  service  on  heavy  work, 
such  as  pile-driving,  steam  shovel  or  crane  work,  hoist- 
ing, etc.,  should  never  have  the  load  applied  suddenly 
or  with  a  jerk,  because  the  stress  set  up  in  the  rope  will 
be  many  times  that  of  the  weight  to  be  lifted,  and  if 
it  does  not  result  in  the  fajlure  instantly,  will  probably 
cause  deformation  which  will  start  deterioration.  Sud- 
den stress  applied  to  a  rcjpe  with  a  kink  in  it  may  result 
in  instant  failure  or  in  any  case  will  cause  a  loss  of 
strength.  Ropes  used  on  derricks,  cranes  and  pile- 
drivers,  which  have  to  handle  heavy  loads  over  small 
diameter  sheaves,  wear  out  very  rapidly,  while  ropes 
of  the  same  diameter  working  Over  large  sheaves  will 
handle  the  same  load  for  years. 

In  passing  over  a  small  sheave  the  rope  is  subject 
to  sharp  bending  which  causes  the  fibres  to  slide  slight- 
ly on  each  other  and,  being  rough,  the  friction  causes 
them  to  break.  Running  a  rope  over  two  small  sheaves, 
bending  first  in  one  direction  and  then  in  the  other, 
necessarily  exaggerates  the  trouble. 

Rope  that  has  been  wet  or  muddy  should  be  cleaned 
after  use  and  stored  in  a  well  ventilated  place.  Wet 
rope  placed  in  a  box  or  a  small  unventilated  store  room 
is  likely  to  rot  or  ferment  rapidly  and  become  worth- 
less in  a  short  period  of  time.  T  arring  ropes  may  be 
employed  when  they  are  subject  to  considerable  wet 
and  comparatively  little  stress,  but  should  not  be 
used  on  ropes  on  cranes  or  derricks  subject  to  heavy 
service,  as  the  tar  cracks  when  passing  over  small 
sheaves.  A  rope  should  not  be  allowed  to  freeze  after 
becoming  wet,  or  if  frozen  should  not  be  used,  because 
the  fibres  will  break ;  neither  should  it  be  piled  against 
radiators  or  steam  pipes  for  obvious  reasons.  On  the 
other  hand,  a  rope  may  be  seriously  damaged  by  be- 
coming too  dry  because  the  fibres  become  brittle. 

These  are  a  few  conditions  which,  if  guarded  against 
by  a  competent  foreman,  will  prolong  the  life  of  the 
plant  and  reduce  the  operating  expenses.  In  nine 
cases  out  of  ten,  abuse  of  rope  is  due  more  to  the  lack 
of  knowledge  than  to  wilful  neglect. 


An  effort  is  to  be  made  to  cheapen  the  cost  of  lav- 
ing asphalt  pavements  in  Montreal.  IMr.  P.  Mercier. 
the  chief  engineer,  ha;-,  issued  instructions  that  $1.90 
per  yard  is  not  to  be  irxceeded,  this  comparing  with 
v$2.14  last  year.  The  saving  is  to  be  made  by  more 
efficient  administration. 
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Foundations  and  Their  Treatment 

Bearing  Power  of  Sub-soils  —  The  Design  of  Different 
Types  of  Foundations  to  Meet  Different  Local  Conditions 

By  M.  T.  Cantell 


ALTHOUGH  from  an  artistic  standpoint  the 
foundation  of  a  structure  is  a  mmor  detail,  yet 
as  reijards  the  stabiHty  it  is  of  the  greatest 
importance  and  demands  the  utmost  consid- 
eration and  knowledge  of  the  designer. 

The  kind  of  foundation  necessary  for  any  structure 
depends  upon  the  condition  of  the  subsoil  and  its  bear- 
ing power.  If  this  is  not  of  sufficient  strength  in  its 
natural  condition  the  soil  or  the  foundations,  or  both 
of  these, must  receive  special  treatment.  The  subsoil 
must  have  sufficient  bearing  power  to  directly  su])port 
the  dead  load  of  the  structure  plus  the  pressure  caused 
by  external  forces  such  as  traffic,  moving  machinery, 
wind,  earth,  water,  or  other  forces  to  which  the  sfuc- 
ture  may  be  exposed. 

Special  Treatment  for  Heavy  Buildings  ' 

Special  treatment  is  seldom  necessary  for  light 
structures  on  ordinary  soil  that  has  not  been  disturbed 
from  its  natural  condition,  but  the  weight  of  heavy 
structures  will  often  greatly  exceed  the  bearing  po  .ver 
of  the  soil  upon  which  they  are  to  be  erected,  conse- 
quently, if  the  foundations  do  not  receive  due  consid- 
eration settlement  will  occur  and  the  stability  of  the 
structure  will  be  seriously  at¥ected ;  such  results  arc 
unfortunately  very  frequent  and  are  in  most  cases  due 
to  carelessness  or  neglect  of  the  designer  or  contrac- 
tor. Faulty  foundations,  however,  are  not  responsible 
for  all  settlements,  very  many  structures  large  and 
small  have  settled  owing  to  subsidences  caused  by 
colliery  workings,  tunneling,  sewering,  and  other  work 
requiring  deep  excavations.  Also  by  water  finding 
its  way  to  and  percolating  through  the  subsoil  and 
gradually  draining  away  the  light  constituents  after 
the  structure  is  erected. 

Variation  of  Bearing  Power  of  Subsoils  Explained 

The  bearing  power  of  subsoils  vary  considerably ; 
made-ground  simply  tipped  and  spread  in  position 
will  settle  under  its  own  weight  about  three  inches 
for  a  depth  of  eight  feet ;  if,  however,  the  same  earth 
be  well  pounded  in  layers  it  can  be  made  to  support 
as  much  as  one  ton  per  square  foot  without  any  ap- 
preciable settlement.  A  layer  not  less  than  a  foot 
thick  of  broken  stone  well  rammed  on  top  of  loose 
earth  will  support  three-quarter  ton  per  square  foot. 
Light  earth  and  sandy  loam  in  their  natural  condition 
will  support  three-quarters  to  one  and  one-quarter 
ton.  Wet  sandy  gravel  one  and  one-half  ton.  Com- 
pact gravel  in  thickness  not  less  than  twice  the  depth 
of  the  footings  will  support  as  much  as  three  tons  per 
square  foot;  if  of  considerable  depth,  four  tons.  Com- 
pact gravel  and  earth,  three  tons.  Compact  dry  gra- 
vel without  clay  and  overlying  rock  will  support  as 
much  as  six  to  seven  tons;  if  there  is  clay  between 
then  three  tons  only.  The  bearing  power  of  clay 
alone  will  vary  from  one  to  seven  tons  or  more,  ac- 
cordin<r  to  its  nature  and  its  de])th  below  the  surface. 
All  soil^  increase  in  strength  with  de])th,  but,  with 
some,  the  increase  is  more  than  with  others.  With 
gravel  and  sand  it  is  very  slight,  but  with  clay  it  is 
considerable.  The  average  bearing  i)ower  of  good 
compact  clay  not  nearer  the  surface  than  ten  feet  is 
abf)Ut  two  tons  per  square  foot,  at  a  depth  of  15  to 
20  feet,  three  tons  or  more;  a  good  stif¥  blue  clay  at 


this  depth  will  carry  as  much  as  five  tons  or  more  per 
square  foot. 

Sand  although  generally  considered  entirely  use- 
less to  build  upon  if  of  considerable  depth,  in  a  dry 
state,  confined  and  not  likely  to  be  disturbed  by  water 
is  practically  incompressible  and  will  safely  support 
as  much  as  five  or  six  tons  per  square  foot,  but,  as  it 
is  not  possible  to  tell  what  may  happen  in  the  vicinity 
at  some  future  time  to  alter  the  conditions,  this  class 
of  foundation  should  be  looked  upon  with  suspicion 
and  treated  with  caution. 

Soil  and  Foundations  Often  Need  Special  Treatment 

Now  a  cubic  yard  of  granite  weighs  approximately 
two  and  one-quarter  tons;  sandstone  and  limestone, 
two  tons ;  concrete,  one  and  three-quarter  tons ;  brick- 
work, one  and  one-half  tons.  It  is,  therefore,  obvious 
that  with  most  structures,  the  weight  upon  one  square 
foot  of  the  foundation  is  greatly  in  excess  of  the 
amount  that  one  square  foot  of  soil  can  bear,  for,  with 
the  above  values,  we  see  that  a  wall  27  feet  high,  built 
of  granite  will  load  the  foundation  with  two  and  one- 
quarter  tons  per  square  foot;  if  of  brickword,  one  and 
one-half  tons,  and  this  from  the  weight  of  the  wall 
only  without  considering  the  structural  or  other  loads 
carried  by  the  wall,  consequently  the  soil  must  be 
strengthened  or  the  foundations  designed  so  that  the 
limit  of  bearing  power  is  not  exceeded,  sometimes  it 
is  necessary  to  give  both  soil  and  foundation  special 
treatment. 

Safe  Load  Usually  One-quarter  or  One-fifth  of  the 
Crushing  Power 

The  safe  loads  for  the  various  materials  used  in 
foundation  work  are  generally  taken  as  one-quarter 
or  one-fifth  of  the  crushing  loads.  All  materials  vary 
considerably  in  quality,  consequently  no  two  varieties 
of  one  class  will  have  the  same  strength  ;  the  follow- 
ing, however,  can  be  taken  as  the  safe  loads  for  the 
respective  materials  of  average  quality. 

Common  brickwork  in  lime  mortar,  gauged  one  to 
three,  three  tons  per  square  foot ;  good  pressed  brick 
in  cement  mortar,  gauged  one  to  two,  ten  tons  per 
square  foot;  good  pressed  brick  in  cement  mortar, 
gauged  one  to  three,  eight  tons  per  square  foot;  lime 
concrete,  gauged  one  to  six,  three  tons  per  square 
foot;  Portland  cement  concrete,  gauged  one  to  seven, 
eight  to  ten  tons  per  square  foot;  limestone  and  sand- 
stone, according  to  quality,  six  to  twelve  tons  per 
square  foot. 

In  considering  the  class  of  foundations  to  be  used 
for  any  structure  there  are  other  factors,  in  addition 
to  the  bearing  power  of  the  subsoil,  which  demand 
careful  consideration.  The  chief  of  these  are :  the 
comparative  cost  of  materials ;  convenience  of  the  lo- 
calitv  and  convenience  of  access  to  site.  With  the 
last  the  greatest  difficulty  occurs  with  those  to  be  con- 
structed entirelv  under  water;  but  in  whatever  posi- 
tion, or  under  whatever  conditions,  the  principal  point 
to  be  considered  is  the  prevention  of  unequal  settle- 
ment and  in  some  cases  side  slip  or  lateral  escape  of 
the  soil.  All  structures  settle  more  or  less  even 
through  the  compressibility  of  mortar  joints,  but  no 
structural  harm  will  result  if  the  setlement  is  uniform 
throughout. 
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Foundations  Should  be  Incompressible 

A  o^ood  foundation  should  be  as  solid  and  incom- 
pressible as  possible.  If  the  soil  is  stratified  the  pres- 
sure caused  by  the  weight  of  the  structure  should  act 
at  right  angles  to  the  strata.  If  the  foundations  can- 
not be  designed  to  admit  of  this  there  will  be  danger 
of  side  slip  which  must  be  prevented.  If  the  site  is 
inclined  the  bed  of  the  foundation  should  be  benched 
out  frequently.  On  inclined  sites  the  strata  is  some- 
times liable  to  slip  under  the  benches.  This  can  only 
be  prevented  by  piling  along  the  lower  side  ot  the 
foundation.  If  a  spring  is  found  crossing  the  site  it 
should  be  diverted  around  the  building  by  means  of 
a  specially  constructed  channel  or  by  pipes  and  car- 
ried into  its  original  course  'below  the  cite.  Catch 
drains  should  also  be  provided  for  surface  water. 

Determine  the  Soundness  of  the  Site 

Before  designing  the  foundations  of  important 
structures  the  soundness  of  the  site  should  be  deter- 
mined. This  is  generally  done  by  boring  with  an 
auger  and  examining  the  borings  taken  from  a  depth 
depending  upon  the  weight  of  the  structure  to  be 
erected  ;  if  the  borings  show  soil  of  a  satisfactory  na- 
ture the  bearing  power  at  the  required  foundation 
depth  should  then  be  determined.  This  can  be  done 
by  excavating  pits  sufficiently  large  to  enable  a  bear- 
ing plate,  preferably  two  feet  square  to  be  placed  in 
position  without  disturbing  the  soil  upon  which  it  is 
to  rest ;  this  plate  should  then  be  gradually  loaded  and 
the  rate  and  extent  of  settlement  carefully  observed 
both  during  loading  and  at  least  24  hours  after  loading. 
Upon  the  result  of  this  test  the  safe  load  for  the  soil 
can  be  determined  and  the  foundation  designed' ac- 
cordingly. Pot-holes  or  soft  places  should  be  exca- 
vated and  filled  in  with  gravel  or  broken  stone  care- 
fully rammed  and  made  as  nearly  as  possible  equal  in 
Ijearing  power  to  the  surrounding  soil.  If  there  are 
any  drains,  sewers,  or  other  pipes  passing  through  the 
site  that  cannot  be  removed  the  walls  should  be  arched 
over  them  leaving  a  clear  space  of  several  inches  be- 
tween the  drain  or  pipe  and  the  soffit  of  the  arch. 

What  Constitutes  Good  Foundations 

Solid  rock  free  from  clay  holes,  rotten  parts  and 
serious  faults  or  shakes  provides  a  good  foundation  and 
only  needs  levelling  for  the  footings;  this,  however, 
generally  involves  considerable  labor  resulting  in  cost- 
ly work.  Beds  of  rock  with  partings  of  clay  between 
them  are  not  to  be  trusted,  being  liable  to  slip,  par- 
ticularly if  the  beds  are  inclined. 

Gravel,  if  compact  and  not  liable  to  escape  side- 
ways under  pressure,  is  one  of  the  best  soils  to  build 
upon.  If  well  graded  from  fine  to  coarse  it  is  almost 
incompressible;  is  easily  levelled  and  is  not  afifected 
by  exposure. 

Sand,  if  confined  so  as  to  prevent  lateral  escape 
under  pressure  in  a  dry  state  and  not  likely  to  be  dis- 
turbed by  water,  is  also  practically  incompressible  and 
will  provide  a  good  foundation,  but  at  all  times  this 
class  of  foundation  should  be  looked  upon  with  suspi- 
cion and  treated  with  caution. 

Clay  is,  as  a  rule,  reliable  from  a  constructional 
point,  but  from  its  dampness  it  is  an  undesirable  soil 
upon  which  to  erect  dwelling  houses.  It  is  also 
subject  to  considerable  expansion  and  contraction  as 
the  moisture  it  contains  varies  with  the  temperature 
or  with  the  subsoil  drainage.  If  subjected  to  the  heat 
of  the  sun  it  will  shrink  and  crack.  These  cracks  will 
become  full  of  water  through  rain  when  expansion 
with  great  force  takes  place  with  probably  serious  re- 
sults to  the  structure.    Similar  expansion  also  occurs 


with  the  moisture  freezing  during  the  winter,  conse- 
quently, foundations  on  clay  should  be  carried  suffici- 
ently far  below  the  surface  to  be  beyond  atmospheric 
influence. 

Portland  Cement  Concrete  Forms  an  Ideal  Foundation 

An  ideal  foundation  for  a  building, is  a  s(jlid  bed  of 
Portland  cement  concrete  reinforced  with  steel  rods 
spread  over  the  whole  of  the  site  extending  two  or 
three  feet  beyond  the  walls,  with  a  thickness  depend- 
ing upon  the  nature  of  the  ground.  The  reinforcement 
increases  the  transverse  strength,  also  greater  strength 
is  obtained  with  less  depth  than  would  be  required  if 
plain  concrete  were  used.  Many  fairly  large  buildings 
have  been  floated,  as  it  were,  on  made  ground  not 
much  better  than  mud  in  this  way  and  have  stood 
without  crack  or  settlement. 

The  concrete  if  not  be  be  reinforced  should  be  com- 
posed of  Portland  cement  and  broken  hard  limestone 
or  sandstone,  granite  or  trap  rock,  brick  or  gravel, 
which  must  be  entirely  free  from  clay,  organic  refuse 
and  other  impurities  and  sufficiently  small  to  pass 
through  a  2^/2  inch  mesh.  For  ordinary  purposes  suit- 
able proportions  are  5  parts  of  aggregate,  2  parts  of 
sand  and  1  part  of  cement.  The  aggregate  is  best  if 
dam])  before  using  but  not  dripping  wet.  If  it  is  very 
rough  and  porous  the  proportions  of  cement  and  sand 
should  be  greater  as  a  good  deal  is  absorbed  into  the 
pores  of  the  aggregate.  The  amount  of  water  required 
for  mixing  will  also  vary  with  the  absorbent  nature  of 
the  aggregate.  Therefore,  a  definite  quantity  cannot 
be  specified,  but  sufficient  should  be  used  so  that  when 
well  mixed  the  mass  will  be  of  a  pasty  consistency  or 
what  is  known  as  a  medium  wet  mixture.  On  no  ac- 
count should  it  be  so  wet  as  to  flow  out  almost  like  a 
liquid.  It  should  require  lir>'ht  spreading  and  tamping 
to  properly  fill  the  forms.  At  the  present  time  the  gen- 
eral tendency  is  to  use  a  very  wet  mixture  vvhicii 
means  an  excess  of  water.  This  is  economical  for  the 
cantractor,  particularly  if  the  concerte  is  deposited  by 
chuting,  as  it  flows  easily  and  requires  less  spreading. 
There  is  also  a  general  idea  that  less  or  no  tamping  is 
required  as  the  mass  sets  sufficiently  dense  without  it. 
This  idea  is  not  correct.  There"  is  a  lack  of  density 
which  is  the  chief  reason  why  an  excess  of  water 
should  not  be  used,  particularly  in  reinforced  concrete 
as  it  results  in  a  more  porous  concrete  of  less  strength 
than  would  be  obtained  with  less  water  and  more 
tamping. 

Neat  cement  requires  18  per  cent,  by  weight  of 
water  to  mix  it,  or  about  2  gallons  per  bushel  or  1J4 
cubic  foot ;  approximately  half  only  is  necessary  for 
the  whole  bulk  of  concrete  or  generally  from  20  to  25 
gallons  per  cubic  yard. 

Correct  Mixing  of  the  Concrete  is  Important 

When  mixing  is  done  by  machine  the  whole  mass 
should  be  in  continuous  motion  within  the  macliine 
for  a  period  of  not  less  than  one  minute.  Machine 
mixing  produces  the  best  results  and  should  be  re- 
sorted to  wherever  practicable.  If  mixed  by  hand  it 
should  be  done  on  a  clean  and  water  tight  platform, 
the  cement,  sand,  and  aggregate  being  thoroughly 
mi.xed  while  dry  by  being  turned  over  two  or  three 
times  after  which  the  water  should  be  sprinkled  on 
through  a  hose  while  the  mixture  is  again  turned  over 
at  least  twice.  No  concrete  which  has  partly  set 
should  be  knocked  up  again  for  use  unless  as  aggre- 
gate. 

Depth  of  Concrete  in  Foundations 

No  definite  rule  for  the  depth  of  foundation  con- 
crete can  be  given  as  this  depends  upon  the  nature 
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of  the  soil  and  the  projection  beyond  the  face  of  the 
wall,  but  it  should  not  be  less  in  depth  than  1>4  times 
its  projection.  It  should  always  be  remembered  that 
two  feet  depth  of  ^ood  concrete  is  ti^tter  than  four 
feet  of  bad.  also  that  the  purpose  of  concrete  is  to  dis- 
tribute the  load  uniformly  over  as  larg'e  an  area  as 
necessary  and  that  excessive  depth  will  not  be  of 
value  in  this  respect,  but  will  only  increase  the  load 
to  be  borne  by  the  subsoil.  Therefore,  in  bad  g^round 
there  is  nothing-  to  be  gained  by  an  unusual  depth 
unless  it  is  carried  to  a  firmer  bottom.  Where  it  is 
necessary  for  the  width  of  concrete  to  be  consider- 
ably more  than  the  thickness  of  the  wall  it  need  not 
be  carried  up  the  full  width  for  the  whole  height  as 
generall}'  it  is  as  strong  or  stronger  than  the  material 
of  which  the  wall  is  built.  It  can,  therefore,  be  re- 
duced in  width  as  is  seen  in  Figs.  4  or  5,  the  slope 
not  exceeding-  45  degrees  or  less  with  a  wet  mixture, 
or  boards  will  be  required  to  keep  the  concrete  in  place 
until  it  has  set.  If  the  bottom  of  the  trench  is  wet 
or  in  a  sloppy  condition,  dry  ashes  or  clinkers,  not 
sand,  should  be  lightly  spread  over  before  the  con- 
crete is  placed.  If  it  is  required  to  place  the  concrete 
entirely  under  water  it  should  be  gradually  lowered 
in  a  bucket  with  a  hinged  bottom  fastened  with  a 
catch  on  the  outside  to  which  is  attached  a  cord  and 
trigger.  A  cord  rammer  should  also  be  used.  This 
method  can  be  adopted  only  in  still  water. 

Designing  Piers 

When  the  soil  at  a  conveniently  accessible  depth 
is  of  a  satisfactory  nature  and  requires  no  special 
treatment  to  increase  its  bearing  power,  it  is  only 
necessary  to  determine  the  area  of  soil  to  be  covered 
by  the  foundation,  so  as  to  permit  of  a  safe  and  uni- 
form pressure  under  the  whole  structure.  To  deter- 
mine the  dimensions  of  a  pier  and  its  foundations  the 
following  steps  are  necessary : — 

( 1 )  Flstimate  the  load  to  be  carried  by  the  pier. 

(2)  Estimate  the  approximate  weight  of  the  pier. 

(3)  Determine  the  sectional  area  of  the  pier  by 
dividing  the  sum  of  loads  1  and  2  by  the  safe  load  for 
the  material  of  which  the  pier  is  to  be  built. 

(4)  Add  to  the  load  and  weight  of  pier  the  approxi- 
mate weight  of  footing  courses,  then  divide  the  total 
load  thus  found  by  the  safe  load  for  the  concrete  which 
will  give  the  spread  of  the  footing  courses. 

(5)  Add  to  the  load  used  for  number  4,  the  approxi- 
mate weight  of  foundation  slab,  then  divide  the  total 
load  by  the  safe  load  for  the  soil,  which  will  give  the 
area  of  soil  to  l^e  covered  by  the  foundation  slab. 

(6)  Compare  the  above  approximate  weights  of 
pier  and  foundation  slab  with  the  weights  computed 
from  the  dimensions  obtained,  and  if  the  diiTerence  is 
sufficient  recalculate  the  dimensions,  using  the  more 
accurate  weights. 


Bank  of  Hamilton,  Winnipeg 

Operations  are  well  undir  way  on  the  foundation 
work  of  the  new  I  Sank  of  Hamilton  building  at  the  cor- 
ner of  Main  Street  and  McDermott  Avenue.,  Winni- 
])eg.  Twenty-eight  reinforced  concrete  caissons  were 
sunk  to  l;ed  rock  beneath  the  old  bank  before  it  was 
torn  down.  The  Foundation  Company,  of  Montreal 
and  Winnipeg,  Mr.  J.  O.  Rankin,  superintendent,  are 
the  contractors  for  building  the  foundations  of  the  new 
hank  and  also  for  removing  the  old  brick  building.  The 
foundations  will  be  sufficiently  strong  for  a  ten-storey 
building,  the  caissons  being  4  feet  to  5  feet  in  dia- 


meter. J.  D.  Atchison,  of  Winnipeg,  is  the  architect 
for  the  new  building,  which  is  to  cost  approximately 
$400,000. 


Strength  of  Lateral  Bonds  in  Brick 
Pavements 

Mishaps  often  teach  more  about  the  strength  of 
materials  than  could  be  learned  by  years  of  ordinary 
use.  This  fact  is  demonstrated  by  an  unusual  accident 
to  a  stretch  of  brick  highway  in  Wayne  County,  Ohio. 
The  accident,  which  occurred  this  spring,  was  on  one 
of  the  newer  brick  highways  and  will  be  worth  a  por- 
tion of  the  cost  of  repairing  in  demonstrating  the  de- 
gree of  solidity  in  lateral  l3onds  that  can  be  had  in 


A  severe  test  on  the  strength  of  lateral  bonds  in  grouted  brick  pavement. 


grouted  brick  road  surfaces  when  all  the  details  of 
good  construction  have  been  properly  complied  witli. 

The  accident  was  a  washout  on  a  portion  of  brick 
roadway  a  short  distance  west  of  the  city  of  Wooste;r, 
the  county  seat  of  Wayne,  Ohio,  where  the  road  skirts 
a  small  stream.  Following-  the  spring  storms,  the 
waters  of  the  creek  overflowed  the  road  for  some  dis- 
tance for  many  hours  and  the  swift  current  gouged 
away  the  embankment  supporting  the  road  for  several 
hundred  feet.  For  a  distance  of  60  feet  the  concrete 
base  of  the  pavement  was  undermined  and  fell  away, 
leaving-  the  brick  surface  supporting  its  own  weight 
i)y  its  lateral  bond  onl}'.  It  is  a  remarkal)le  fact  that 
the  base,  a  homogeneous  layer,  should  fall  away,  while 
the  brick  course,  consisting  of  a  large  number  of  units, 
should  be  left  undisturbed.  More  remarkable  still  was 
the  fact  that  the  brick  pavement  was  able  t6  support 
a  very  considerable  weight  besides  its  own  dead 
weight,  as  shown  in  the  figure.  The  under  side  of  the 
pavement  was  bared  for  60  feet,  with  a  maximum  width 
of  6  feet,  and  a  good-sized  automobile  with  passengers 
was  able  to  rest  on  the  edge  of  the  pavement  without 
disturbing  it.  It  was  also  subjected  to  a  very  severe 
test  when  Ijoulders  f(jr  refilling  the  cut  were  dumped 
on  it  and  rolled  over  the  edge.  That  it  stood  these 
tests,  argues  well  for  I)rick  pa\ement.  44ie  road  will 
be  reconstructed  u])  to  the  pa\enient,  reversing  tiie 
customary  order  (if  construction. 


The  Roman  Catholic  School  Commissioners,  Mont- 
real, have  awarded  the  contract  for  a  school  on  Robin 
Street  to  Mr.  L.  Beaudry,  at  a  cost  of  $136,000  if 
Queenston  stone  is  used  and  $3,000  less  if  Montreal 
stone  is  used.    Seventeen  tenders  were  received. 
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Commercial  Use  of  Blast  Furnace  Slag  as  a 

Constructional  Material 

By  E.  C.  Brown* 


BLAST  furnace  slag  has  already  found  its  way 
into  an  extensive  field  of  industrial  usefulness, 
principally,  of  course,  as  construction  materi- 
al. Granulated  slag,  that  is,  hard  slag  ground 
down  to  a  finer  and  more  granular  substance  resembl- 
ing in  appearance  coarse  sand,  is  used  as  a  material 
in  cement  manufacture,  as  a  cushion  under  brick  and 
block  pavements,  as  a  filter  material  in  certain  chem- 
ical recovery  processes,  as  a  fine  aggregate  in  concrete, 
etc.  Hard  slag,  crushed  and  screened  to  size,-  is  used 
for  railroad  ballast,  for  road  macadam  and  paving- 
foundations,  as  a  concrete  aggregate,  as  a  filter  materi- 
al in  sewage  disposal  work,  as  a  material  in  fireproof 
construction,  etc. 

Perhaps  the  most  extensive  use  of  commercial  hard 
slag  to-day  is  in  road  improvement  work,  in  which  it 
has  given  most  satisfactory  results.  This  is  so  whe- 
ther in  plain  water-bound  macadam,  or  in  combina- 
tion with  tars,  asphalts  or  other  special  binders.  Sev- 
eral of  these  roads  have  been  in  service  from  two  to 
five  years  and  are  wearing  well. 

As  an  aggregate  in  concrete  for  all  general  pur- 
poses slag  has  been  thoroughly  tested  and  is  far  be- 
yond the  experimental  stages.  It  has  gane  into  all 
kinds  of  buildings,  wails,  bridge  work,  light  reinforced 
structures  as  fence  posts  and  telegraph  poles,  floors, 
roof  slabs,  and  in  fact  into  practically  everything  for 
which  concrete  of  any  kind  is  suitable.  In  not  a  few 
classes  of  construction  it  is  especially  well  adapted 
because  of  its  relative  lightness,  good  bonding  quali- 
ties and  perfect  fire  resisting  nature. 

Physical  Properties 

Average  commercial  blast  furnace  slag  has  a  specific 
gravity  of  about  2  :62  ;  limestone  averages  2  :60 ;  granite, 
2:68;  and  trap  rock,  2:96.  Slag  is  of  a  grayish  color, 
breaks  with  decided  angularity,  is  somewhat  porous, 
and  weighs  commercially  approximately  2,000  lbs.  per 
cubic  yard.  Of  these  (jualities,  perhaps  the  most  im- 
portant, or  at  least  the  most  conspicuous,  is  its  por- 
osity, which  may  be  more  pro])erly  characterized  as 
cellular  construction.  This  accounts  for  its  relative 
light  weight,  both  in  the  natural  fragment  and  in  com- 
bination, as,  for  instance,  in  concrete. 

At  this  point  perhaps  we  may  as  well  refer  to  the 
weight  of  some  of  the  forms  of  blast  furnace  slag  we 
have  been  considering : 

Crushed  and  sized  bank  slag,  as  ordinarily  produced 
and  shipped,  weighs  1,900  lbs.  to  2,100  lbs.  per  cubic 
yard,  probably  2,000  lbs.  is  very  near  the  average. 

Granulated  slag  varies  greatly,  probably  as  low  as 
800  lbs.  or  900  lbs.  to  as  high  as  1,500  lbs.  to  1,600  lbs. 
average,  say,  1,300  lbs. — both  fineness  and  moisture 
greatly  affecting  the  weight. 

It  might  be  interesting  to  note  some  of  the  rela- 
tions by  weight  between  the  slags  we  have  been  con- 
sidering, the  raw  materials  and  the  metal  product. 
Under  average  conditions,  the  weight  of  slag  from  the 
blast  furnace  is  about  fifty  per  cent,  of  that  of  the 
metal  produced.  This  is,  however,  subject  to  consider- 
able variation.  It  may,  under  certain  furnace  burdens, 
be  nearly  as  low  as  forty  per  cent,  or  again,  as  high  as 
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si.vty  per  cent.,  althtrngh  that  resulting  from  the  pro- 
duction of  ferro  manganese  may  even  considerably  ex- 
ceed one  hundred  per  cent.  Therefore,  given  the  ton- 
nage of  iron  produced  at  a  plant  or  in  a  district,  we 
have  at  once  practically  learned  the  amount  (in  tons) 
of  blast  furnace  slag. 

The  amount  of  slag  to  the  ton  of  metal  in  the  steel 
making  or  iron  refining  processes  is  much  less,  and 
also  much  more  variable  than  that  from  the  blast  fur- 
nace. It  averages  rather  less  than  ten  per  cent,  by 
weight.  To  roughly  complete  quantitative  analysis, 
we  might  add  that  all  the  other  waste  and  refuse  ma- 
terial would  perhaps  amount  to  about  twenty  per  cent. 
From  this  we  may  say  roughly,  that  from  a  fairly  com- 
))lete  modern  plant  producing,  say,  one  million  tons  of 
iron,  which  it  converts  into  sieel,  and  then  rolls  into 
finished  or  semi-finished  products,  there  is  turned  out 
about  800,000  tons  of  slag  and  refuse  waste  material. 
The  metal  and  this  waste  are  all  the  solid  or  non-  vola- 
tile matter  left  of  the  three  and  a  half  million  tons 
of  raw  materials,  ore,  coke  and  limestone,  used  in  the 
original  smelting  operation. 

But  little  commercial  or  industrial  use  has  thus  far 
l)een  made  of  either  the  open  hearth  or  converter  slags 
as  compared  with  the  better  known  and  more  abund- 
ant blast  furnace  slag. 

Open  hearth  slag  has  been  ground  and  used  in 
agriculture  with  success  as  a  soil  corrective,  giving 
higher  and  quicker  results  than  lime  applied  in  other 
ruid  more  usual  forms. 

Slag  Concrete  Tests  and  Practice 

Prior  to  the  year  1908  occasional  uses  of  slag  had 
been  made  in  concrete  work,  notably  machine  slag  in 
fireproofing,  etc.,  but  during  that  year  there  began  a 
series  of  somewhat  elaborate  experiments,  which  in- 
volved the  manufacture  of  about  eight  hundred  con- 
crete specimens  in  the  form  of  12  in.  by  16  in.  cylin- 
ders, and  which  continued  over  a  period  of  two  years. 
Hiese  experiments  were  made  for  comparative  pur- 
poses and  included  specimens  of  stone  and  gravel,  as 
well  as  slag  concrete.  The  tests  indicated  generally 
that  slag  concrete  was  fully  equal  to  either  of  the 
others,  and  in  many  instances  it  proved  superior  to 
them. 

The  results  of  these  experiments  were  published 
during  the  year  1911  in  pamphlet  form  under  the  title 
"Furnace  Slags  in  Concrete."  The  tests  had  been 
undertaken  at  their  inception  to  determine  for  our  own 
guidance  in  our  construction  work,  the  desirability,  or 
at  least  admissibility,  of  slag  for  concrete  purposes. 
The  results  seemed  sufficiently  conclusive  to  justify 
the  printing  of  the  booklet,  not  only  to  furnish  informa- 
tion to  our  own  engineers,  but  also  to  give  some  pub- 
licity to  the  facts. 

At  the  present  time  there  is  to  be  undertaken  a 
somewhat  more  extensive  similar  series  of  experiments, 
in  which  slags,  stones  and  other  materials  from  rather 
widely  separated  sources,  are  to  be  tested  in  concrete. 

For  several  years  now  at  most  of  our  plants  we 
have  used  slag  almost  exclusively  in  our  concrete  work, 
and  have  also  sold  large  quantities  for  such  use.  \\'e 
have  yet  to  learn  of  a  case  where  unsatisfactorv  results 
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followed,  or  any  troubles  due  to  the  use  of  the  slag- 
developed. 

Of  all  the  uses  thus  far  found  for  blast  furnace  slag, 
there  is  none  to  which  it  is  so  well  adapted  as  its  use 
in  concrete.  In  its  texture  and  physical  properties, 
even  in  its  substance  itself,  it  is  so  similar  to  the  ce- 
ment which  binds  the  thousands  of  particles  into  a 
dense  and  homogeneous  mass,  that  it  is  almost,  if  not 
quite,  the  ideal  material. 

A  number  of  things,  no  doubt,  have  combined  to 
retard  its  use ;  good  gravel  in  abundance,  fair  stone  not 
too  far  distant,  conservatism  of  engineers,  and  some- 
times even  prejudice  against  a  so-called  waste  or  by- 
product. 


Extension  to  the  Montreal  Harbor  Com- 
missioners' Elevators 

The  growing  importance  of  Montreal  as  a  grain 
port  has  necessitated  from  time  to  time  the  extension 
of  the  elevator  accommodation.  About  13  years  ago 
the  first  steel  elevator  of  the  Harbor  Commissioner.s 
was  erected  ;  in  1914  an  extension  to  the  east  and  north 
was  com])leted,  and  there  has  just  been  opened  an  ad- 
dition to  the  west.  These  additions  are  constructed  of 
ccmcrete,  and  each  have  a  capacity  of  1)4  million  bush- 
els, making,  with  the  original  capacity  of  one  million 
bushels,  a  total  of  four  millions.  Besides  this,  the  com- 
missioners constructed  in  1911-12  a  new  elevator.  No. 
2,  of  concrete,  with  a  capacity  of  2,600,000  bushels. 

The  extension  to  the  west  is,  like  the  earlier  one, 
lire  i)roof,  no  w'ood  being  used.  It  is  194  x  127  feet,  and 
stands  220  feet  above  the  base  of  the  rails.  The  foun- 
dations consist  of  over  2,000  reinforced  pre-moulded 
concrete  piles,  driven.  The  structure  is  known  as  an 
ui)-house  elevator,  the  two  railroad  tracks-  running 
through  the  first  storey.  The  114  bins,  with  hopper 
l.)Ottoms,  are  of  reinforced  concrete,  while  the  cupola 
is  of  structural  steel  with  reinforced  concrete  floors 
and  roof,  the  outside  covering  being  of  galvanized  cor- 
rugated steel. 

In  order  to  erect  the  addition  it  was  necessary  to 
remove  to  another  site  offices  belonging  tp  the  Com- 
missioner.s— the  contract  being  let  to  the  Foundation 
Company,  Limited.  It  was  also  found  necessary  to 
divert  the  Elgin  Basin  sewer. 

Excavation  for  the  extension  was  started  in  March, 
1915,  pile  driving  was  commenced  in  May  of  the  same 
year  and  completed  by  the  last  week  of  September  fol- 
lowing. By  the  30th  of  the  same  month  the  concrete 
structure  was  built  as  high  as  the  bottom  of  the  bins, 
and  before  the  end  of  October  the  work  was  up  to  the 
top  of  the  bins.  This  was  a  very  expeditious  piece  of 
building.  The  erection  of  the  steel  cupola  was  started 
in  October  and  completed  in  December.  During  Janu- 
ary to  May,  the  equipment  was  installed,  the  extension 
being  opened  on  the  15th  of  the  latter  month.  Just 
over  15,000  cubic  yards  of  concrete  were  poured  in  two 
UKMiths,  and  average  of  10  cars  of  stone  being  received 
daily  during  that  period.  ()\  er  400  tons  of  reinforcing 
»vas  utilized. 

The  grain  is  recei\'ed  from  cars  by  four  steel  legs, 
each  of  an  elevating  capacity  of  15,000  bushels  per 
hour.  The  legs  receive  from  the  railroad  cars  running 
througlj  the  first  storey.  luich  leg  is  pro\ided  with  a 
track  hopper  on  each  side  of  the  two  tracks.  These 
hoppers  are  so  arranged  with  gates  that  the  grain  from 
either  may  be  elevated  ys  desired.  Thus  when  a  car- 
load of  grain  is  being  elevated  from  one  side  of  the  leg 
another  car  is  being  unloaded  on  the  opposite  side,  the 
gate  from  the  hopi)er  to  the  leg  on  the  latter  being 


closed.  The  receiving  legs  elevate  the  grain  to  the  top 
storey,  where  each  leg  deposits  it  into  a  garner  with  a 
capacity  of  approximately  1,600  bushels.  Beneath  the 
garner  a  1,600  bushel  scale  hopper  is  installed;  the  re- 
ceiving scale  hopper  discharges  on  to  transfer  con- 
veyor belts  in  the  cupola,  the  conveyors  leading  to  the 
new  storage  and  to  the  spouts  connected  with  adjacent 
bins. 

The  elevator  legs  are  used  for  shipping  grain  to 
the  present  conveyor  system,  and  grain  may  be  dis- 
charged from  the  shipping  bins  into  the  revised  ar- 
rangement of  the  shipping  conveyor  system,  by  which 
the  shipping  belts  are  carried  beneath  the  new  shipping 
bins,  making  the  entire  elevator  a  homogeneous  ship- 
ping house. 

Eour  car  loading  spouts  are  installed,  each  receiv- 
ing from  the  receiving  scales,  so  that  grain  may  be 
loaded  at  one  draft.  Fourteen  of  the  new  bins  can  be 
used  for  sacking-  purposes. 

All  the  machinery  is  electrically  driven.  Electric 
signals  are  provided,  together  with  telephones,  allow- 


194  X  127  ft.  extension  to  the  elevators  of  the  Montreal  Harbor  Commission. 

ing  of  rapid  communication  throughout  the  entire  sys- 
tem. These  signals -and  telephones  are  also  installed 
in  No.  2  elevator  and  the  shipping-  conveyors. 

The  work  was  carried  out  for  the  Montreal  Harbor 
Commissioners.  The  plans  wei'e  drawn  and  the  con- 
struction supervised  by  the  John  S.  Metcalf  Company, 
Limited,  Montreal,  under  the  direction  of  Mr.  F.  W. 
C'owie,  the  chief  engineer  of  the  Commissioners.  The 
general  contract  for  the  superstructure  was  executed 
by  the  Geo.  A.  Fuller  Company,  Limited,  Moi.treal,  the 
])iling  work  being  done  by  the  P.  Lyall  &  Sons  Con- 
struction Company,  Limited,  Montreal.  The  steel  was 
supplied  by  the  Dominion  Bridge  Company,  and  the 
scales  and  machinery  by  Canadian  Fairbanks  Morse, 
Limited,  Montreal.  Mr.  P.  Lahee  was  the  sub-con- 
li  actor  for  the  electrical  work. 


I'he  Union  Natural  Gas  Company  of  Canada,  Chat- 
ham, Out.,  are  (Constructing  forty  miles  of  new  ten- 
inch  pipe  line  to  rei)lace  a  portion  of  the  present  eight- 
inch  line  to  Sarnia.  The  pipe  for  this  line  is  being  sup- 
plied by  the  Page-Hersey  Iron,  Tube  &  Lead  Com- 
pany, of  Welland,  Out.,  and  already  a  considerable 
portion  of  the  n-iaterial  is  on  the  ground.  The  actual 
work  of  construction  will  be  commenced  about  the 
first  of  June  and  will  be  carried  through  with  the  com- 
pany's own  organization. 
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Letters  to  the  Editor 

Chicago,  May  25th,  1916. 

Editor  Contract  Record: 

We'  were  interested  to  note  in  your  issue  of  May 
3rd,  on  page  440,  a  statement  relative'  to  the  world's 
highest  reinforced  concrete  tank.  It  occurs  to  us  that  in  the 
interest  of  your  subscribers,  and,  more  particularly,  your  ad- 
vertisers, you  would  use  care  in  your  censorship  of  the  ar- 
ticles which  appear  in  your  magazine. 

The  statement  of  the  Blaw  Steel  Construction  Company 
of  Pittsburgh  is  unfair,  and  likely  to  give  a  decidedly  wrong 
impression  of  the  elevated  steel  tank  which  is  a  product  of 
our  manufacture. 

The  article  states  that  the  cost  of  the  steel  tower  and 
tank  would  be  less  but  the  life  would  be  short  and  the 
repairs,  painting,  etc.,  would  cause  more  expense  than  a 
concrete  tank.  As  a  matter  of  fact  the  records  of  reinforced 
concrete  standpipes  show  conclusively  that  while  these  struc- 
tures in  theory  are  very  excellent  things  for  the  storage  of 
water,  their  actual  performance  has  been  very  poor,  the 
majority  of  concrete  tanks  causing  considerable  trouble  from 
leakage,  and  enormous  expenditures  for  maintenance  and 
repairs. 

It  is  not  true  that  the  life  of  the  steel  tank  is  relatively 
short.  We  have  been  manufacturing  these  structures  for  the 
past  37  years  and  so  far  as  we  know  every  one  of  our 
tanks  are  in  active  service  to-day.  There  is  no  expense  for 
repairs  and  the  only  cost  to  which  the  owner  may  be  put 
is  a  coat  of  paint  about  once  in  five  or  six  years. 

The  maintenance  of  the  concrete  tank  in  the  way  of 
water-proofing  and  refinishing  of  the  outside  of  the  structure 
necessitated  by  spalling  of¥  of  concrete  is  high  in  comparison 
to  the  slight  maintenance  and  cost  of  the  steel  tank.  Fur- 
thermore^ in  many  cases  the  leakage  in  concrete  tanks  has 
been  so  serious  as  to  necessitate  their  complete  abandon- 
ment. In  fact  we  have  built  a  number  of  steel  tanks  to  re- 
place concrete  structures  which  have  been  failures. 

We  trust  that  in  the  interest  of  your  subscribers  you  will 
bring  out  the  truth  of  this  matter.  In  substantiation  of  our 
statements  we  would  refer  you  to  the  June,  1915,  quarterly 
of  the  proceedings  of  the  New  England  Water  Works  Asso- 
ciation. 

Yours  very  truly, 

Chicago  Bridge  &  Iron  Works, 

By  F.  L.  Cook,  Sales  Engineer. 


New  Books 

Concrete  Construction  for  Rural  Communities — by  Roy 
A.  Seaton,  M.S.,  Professor  of  Applied  Mechanics  and  Ma- 
chine Design  and  Superintendent  of  Construction,  Kansas 
State-  Agricultural  College;  McGraw-Hill  Book  Company, 
Inc.,  publishers;  price  $2.00  net.  This  is  a  text  book  treat- 
ing the  essential  features  of  concrete  construction  in  a  thor- 
ough, yet  simple,  manner.  The  author  has  endeavored  to 
make  it  suitable  for  use  as  a  text  in  a  brief  course  of  concrete 
construction  for  agricultural  or  other  students  in  colleges, 
when  accompanied  by  laboratory  exercises  and  field  construc- 
tion and  at  the  same  time  has  striven  to  make  it  valuable  to 
others  who  have  occasion  to  use  concrete.  The  field  covered 
by  the  book  is  illustrated  in  the  following  headings:  Part  1, 
Materials,  three  chapters;  Part  3,  Plain  Concrete,  three  chap- 
ters; Part  3,  Reinforced  Concrete,  two  chapters;  Part  4,  Mis- 
cellaneous Matter,  four  chapters;  Part  5,  Typical  Applica- 
tions of  Concrete,  three  chapters.  Size  5J/  x  8  in.;  200  pages; 
bound  in  red  cloth;  well  illustrated. 


The  work  of  concreting  for  the  Toronto-Hamilton  high- 
way was  recently  commenced  in  the  Port  Credit  district. 
Operations  are  also  under  way  at  Burlington. 


Obituary 

Mr.  John  Price,  who  for  over  forty  years  has  been  the 
proprietor  of  a  large  brick  manufacturing  company  in  To- 
ronto, bearing  his  name,  died  recently  at  his  home  in  that 
city.  He  was  71  years  of  age.  Mr.  Price  was  born  in  Eng- 
land and  came  out  to  Canada  as  a  young  man. 

The  death  occurred  recently  of  Mr.  David  Alexander, 
of  the  well-known  contracting  firm  of  Alexander  &  Campbell, 
at  his  home  at  Ottawa.  Mr.  Alexander  started  in  the  con- 
tracting business  with  Mr.  Wm.  Campbell  15  years  ago, 
and  during  that  time  the  partners  have  built  up  a  large 
business. 

Mr.  Simpson  Fleming,  one  of  Ottawa's  oldest  and  best 
known  citizens,  who  superintended  the  erection  of  the  first 
water  mains  laid  in  the  capital,  died  recently  at  the  age  of 
8!)  years.  He  came  to  Canada  from  Ireland  as  a  young  man 
and  has  since  lived  in  the  vicinity  of  Ottawa,  where  for 
thirty  years  he  was  in  the  city's  employ.  For  a  time  he  was 
inspector  of  installation  for  the  Arnprior  waterworks. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Milton  Pressed  Brick  Company,  Limited,  Toronto, 
have  taken  out  a  charter. 

The  Brotherhood  of  the  Stationary  Engineers  at  Ottawa 
have  been  granted  a  charter- 

The  Grandview  Sheet  Metal  Works,  Limited,  has  been 
incorporated  with  a  capital  of  $10,000,  head  office  at  Van- 
couver. 

The  new  C.  P.  R.  depot  at  North  Toronto  is  nearing 
completion.  It  is  expected  that  the  contractors  will  hand  it 
over  to  the  company  in  a  few  days. 

A  town  planning  campaign  committee  has  been  organized 
at  Halifax,  N.S.  Mr.  Thomas  Adams,  the  town  planning  ex- 
pert, was  present  at  the  opening  and  explained  the  lines 
upon  which  he  would  deem  it  best  to  work  in  that  city. 

The  Port  Hope  File  Manufacturing  Company,  Limited, 
has  been  incorporated  with  a  capital  of  $40,000;  head  office. 
Port  Hope,  Ont.  The  company  will  carry  on  the  business 
of  iron  founders  and  workers  and  file  markers  and  cutters. 

Work  on  the  enlarging  of  the  plant  of  the  Canada 
Foundries  &  Forgings  Company  at  Welland  has  been  going 
on  for  some  time,  and  it  is  now  announced  that  operations 
have  been  commenced  with  an  increased  capacity  of  33  per 
cent. 

Building  operations  in  Halifax,  N.S.,  have  fallen  ofif  some- 
what this  year.  The  total  number  of  permits  issued  during 
April  represented  a  value  of  $95,924,  as  compared  with 
$125,890  in  1915,  and  the  total  for  the  year  to  date  is  $141,716, 
while  for  the  same  period  last  year  it  was  $346,278. 

The  United  States  reclamation  project  ditch  across  the 
boundary  south  of  Cardston,  Alta.,  which  was  recently  com- 
pleted, is  reported  as  now  requiring  from  15  to  30  miles  of 
cement  lining,  calling  for  500  car  loads  of  cement.  The  order 
is  to  be  delivered  at  Cardston  and  hauled  across  the  line 
from  that  point. 

It  is  reported  that  a  Windsor  syndicate  is  being  formed 
to  build  a  thousand  houses  to  accommodate  the  surplus 
population  of  Detroit  which  cannot  find  housing  accommoda- 
tion. The  houses  will  be  built  in  a  sectioi;i  of  the  city  for 
which  increased  transportation  facilities  are  now  being  plan- 
ned by  the  City  Council. 

The   contract  for  the   buff  stone   for   the   new  Union 
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Depot,  Toronto,  has  been  awarded  to  George  Oakley  of  To- 
ronto, at  a  price  of  $300,000,  representing  about  fifteen  thous- 
and ^tons  of  cut  stone.  This  stone  will  be  quarried  in  Illin- 
ois, and  in  order  to  avoid  duty,  sent  to  Canada  in  the  rough 
state  and  worked  up  here. 

The  beginning  of  a  broad,er  and  more  extensive  system  of 
road  repair  and  rebuilding  is  evidenced  in  North  Monaghan, 
Ont.,  this  spring.  A  new  road  drag  has  recently  been  put 
into  operation  on  No.  division,  in  order  to  facilitate  the 
work.  The  gravel  and  crushed  stone  will  be  supplied  from 
the  big  C.  P.  R.  pit  in  that  district. 

The  Contractors  Equipment  Company,  Limited,  has  been 
granted  letters  patent  of  iricorporation  to  carry  on  the  busi- 
ness of  dealers  in  contractors'  equipment  and  supplies  gen- 
erally, and  also  the  business  of  dredging,  excavating  and 
steam  shovel  work  of  all  kinds.  The  capital  of  the  company 
is  $40,000,  and  its  head  office  is  in  Toronto. 

For  the  year  ended  March  31st  last  the  earnings  of  P. 
Lyall  &  Sons  Construction  Company,  Limited,  Montreal, 
totalled  $234,644,  an  increase  of  $14,967.  After  providing  for 
bond  interest,  sinking  fund,  and  preferred  dividend,  $32,362 
is  carried  forward.  The  sum  of  $376,194  was  spent  for  ma- 
chinery and  buildings  for  manufacturing  munitions. 

A  meeting  of  the  City  Council  of  Woodstock,  Ont..  was 
held  recently  to  decide  upon  the  best  type  of  permanent 
paving  for  the  streets  of  the  city.  A  large  number  of  rate- 
payers were  present  and  the  debate  occupied  a  long  session. 
No  decision  was  reached,  however,  the  aldermen  considering 
another  tour  of  inspection  necessary  before  deciding  on  the 
question. 

At  the  annual  meeting  of  the  National  Brick  Company  of 
Laprairie,  Que.,' a  net  deficit  of  $63,170  was  reported  for  the 
year  ending  February  2i).  The  president,  however,  stated 
that  since  March  1  considerable  improvement  had  been  noted, 
in  the  demand  for  bricks  and  the  company  had  been  able  to 
close  contracts  so  far  this  spring  for  about  ten  million  bricks 
at  fair  prices. 

British  Columbia'.^  first  steel,  ocean-going,  cargo  steamer 
will  be  built  at  the  Wallace  Shipyards,  North  Vancouver, 
under  a  contract  recently  placed  by  the  firm  of  Dingwall, 
Cotts  &  Company,  through  their  Vancouver  manager,  Mr. 
John  Eadie.  The  boat  will  be  315  feet  long  with  45-foot 
beam.  She  will  have  a  carrying  capacity  of  5,000  tons  and 
a  speed  of  nine  and  a  half  knots. 

The  two  most  important  Montreal  building  schemes  for 
Montreal  this  season  are  for  theatres.  One  is  to  be  built 
on  St.  Catherine  Street  West  by  the  Fleischmann  Construc- 
tion Company,  New  York,  for  Alarcus  Loew,  of  New  York. 
It  will  seat  3,750  people.  The  other  is  for  the  United  The- 
atres Limited  and  Keith  interests,  the  plans  for  which  are 
being  drawn  up  by  Mr.  D.  J.  Spence,  architect,  Montreal. 

The  contract  the  Peter  Lyall  &  Sons  Construction  Com- 
pany received  in  connection  wi.th  the  reconstruction  of  the 
Parliament  Buildings  at  Ottawa  covers  the  building  of  the 
main  walls  and  certain  other  work,  the  total  estimate  of 
which  is  around  two  million  dollars.  The  company  is  to 
be  paid  8  per  cent,  on  the  actual  cost  of  the  operation. 
For  the  inside  of  the  buildings,  such  as  the  construction  of 
the  chambers,  plumbing,  heating,  painting  and  decoration, 
cf)mpetitive  bids  will  be  asked. 

A  scheme  is  on  foot  to  construct  an  international  high- 
way along  the  boundary  line  between  the  United  States  and 
Canad/i,  to  be  named  the  "Peace  Highway,"  in  celebration  of 
the  100  years  without  war  between  the  two  countries.  The 
question  was  first  taken  up  by  the  council  of  Matsqui,  B.C., 
and  the  commissioners  of  Whatcom  County,  Wash.,  and  it 
is  now  proposed  to  bring  it  before  the  Dominion  Government 
and  the  United  States  Congress.  The  Whatcom  County 
commissioners  have  already  outlined  a  highway  from  the 


salt  waters  of  Blaine  and  White  Rock  to  the  mountains 
near  Sumas  and  Huntingdon,  as  the  first  unit  of  what  eventu- 
ally it  is  hoped  will  be  a  paved  highway  from  the  Pacific 
to  the  Atlantic  along  the  boundary,  connected  with  the 
Pacific  Highway  from  Blaine  to  California  and  the  Inter- 
provincial  highway  from  Vancouver  to  Chilliwack. 

The  council  of  St.  John,  N.B.,  recently  discussed  the 
question  of  replacing  the  old  cement  pipe,  which  runs  through 
what  is  known  as  the  "dry  lake,"  with  new  water  mains  to  be 
carried  around  the  lake  on  dry  land,  a  scheme  which  will 
involve  the  expenditure  of  some  $40,000.  Tenders  are  to  be 
called  for  piping,  cast  iron  and  steel,  in  order  to  make  a 
comparison  of  prices.  The  trouble  with  the  cement  pipe  is 
the  difficulty  in  making  repairs  owing  to  the  nature  of  the 
ground  through  which  it  runs. 

A  meeting  of  the  Council  of  Saskatchewan  Architects 
was  held  recently  at  Regina  for  the  purpose  of  receiving 
applications  for  registration.  One  of  the  items  of  business 
was  the  appointment  of  a  new  secretary  to  take  the  place 
of  Mr.  Knight,  who  resigned,  having  joined  the  195th  Bat- 
talion. Mr.  Lindley  H.  Bennet,  architect  for  Regina  public 
schools,  was  appointed  to  fill  the  vacancy.  Lieut.  Thomp- 
son resigned  as  secretary  of  the  examining  board  and  Mr. 
Cooper,  of  Saskatoon,  is  taking  his  place. 

The  town  of  The  Pas,  Man.,  is  inviting  tenders  for  sew- 
age lift  pumps  with  the  necessary  motors,  for  the  purpose  of 
pumping  raw  sewage  and  surface  drainage  from  a  chamber 
with  a  bottom  elevation  at  819  feet.  Two  single  stage  vertical 
submerged  type  centrifugal  pumps  with  a  speed  of  not  more 
than  680  r.p.m.  are  required,  one  capable  of  delivering  500 
Imperial  gallons  and  the  other  of  1,000  Imperial  gallons  per 
minute.  The  sewerage  is  discharged  into  the  main  sewer  and 
then  into  the  river;  during  a  j^ortion  of  the  year  sewage 
can  be  discharged  by  gravity,  but  other  months  the  water 
level  in  the  river  changes,  thus  increasing  the  head  of  the 
water  over  the  sewer  outlet  to  such  an  extent  that  the 
gravity  discharge  ceases,  and  the  lift  pumps  are  then  required. 
The  elevation  of  the  pumps  will  be  827  feet.  The  two  vertical 
type  induction  motors  are  to  be  3  phase,  60  cycle,  220  volts, 
with  impregnated  winding,  and  with  automatic  float  type  con- 
trolling devices.  The  plans  also  provide  for  three  5-kw.  single 
phase,  2200  volt  primary  110  and  220  secondary  volt,  oil- 
cooled  transformers  or  one  3  phase  15  kw.  320  volt  sec- 
ondary with  primary  fuse  cut  outs,  hanger  irons  and  oil. 
Messrs.  Murphy  and  Underwood,  Saskatoon,  are  the  con- 
sulting engineers. 

The  Saskatchewan  Co-operative  Elevator  Company  pro- 
pose to  erect  a  terminal  elevator  at  Port  Arthur,  Sask.,  to  he 
completed  for  the  harvesting  of  the  1917  crop.  It  is  to  be 
entirely  built  on  a  water  site,  running  out  from  the  shore  a 
distance  of  about  1,400  feet  to  the  public  harbor  and  having 
a  frontage  on  the  harbor  of  500  feet.  The  piles  to  be  used 
in  the  foundation,  which  will  number  probably  8,000,  owing 
to  favorable  conditions  will  not  require  to  be  more  than 
about  25  feet  in  length.  A  contract  for  driving  them  is  to  be 
let  shortly.  The  plant  will  be  of  fireproof  construction,  prin- 
ci])ally  reinforced  concrete,  and  the  first  unit  of  storage  tanks 
will  have  a  capacity  of  two  million  bushels,  while  provision 
has  been  made  for  the  addition  of  other  units  to  bring  the 
storage  up  to  eight  million  bushels  at  a  later  date.  The  work- 
house, which  will  have  106  bins  with  a  capacity  of  500,000 
bushels,  will  be  of  the  "rapid  handling"  type.  There  will 
be  sixteen  receiving  pits  arranged  in  rows  of  four  into  which 
thirty-two  cars  of  grain  per  hour  can  be  unloaded.  The 
consulting  engineer  whose  services  the  company  have  se- 
cured to  design  and  supervise  the  construction  of  the  new- 
terminal  is  Mr.  C.  D.  Howe,  who  has  already  established  an 
office  at  Regina,  where  a  staft'  is  at  work  preparing  drawings 
and  specifications.  It  is  hoped  that  the  contract  for  the  entire 
work  will  be  signed  by  September  1  next. 


Contracts  Department 


News    of  Special   Interest  to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Edmonton,  Alta. 

The  City  Council  propose  to  lay  plank 
sidewalks,  at  an  approximate  cost  of 
$35,000.     Engineer,  A.  Haddow. 

Lindsay,  Ont. 

The   Town    Council   contemplate  the 
construction  of  about  8,r300  square  yards 
.  of  •  asphaltic    concrete    pavement  with 
curbs,  gutters,  manholes,  etc.  Approxi- 
mate cost,  $30,000. 

Ste.  Cecile  de  Whitton,  Que. 

The  Municipal  Council  propose  to 
construct  waterworks  at  an  approximate 
cost  of  $5,000.  No  tenders  will  be  called. 
Secretary,  J.  G.  Beaudoin. 

CONTRACTS  AWARDED 

Assiniboia,  Man. 

The  Rural  Municipality  have  let  the 
contract  for  construction  of  watermain 
to  T.  Jackson  &  Sons,  370  Colony  Street. 
Winnipeg,  at  $3,400,  and  for  sewers  to 
the  Hurst  Engineering  &  Construction 
Company,  40G  Ashdown  Building,  Winni- 
peg, at  $15,834. 

Moncton,  N.B. 

The  City  Council  have  awarded  the 
contract  for  construction  of  pavement 
on  Main  Street  to  the  Warren  Bitum- 
inous Paving  Company  of  Ontario,  Ltd., 
McKinnon  Building.  Toronto,  at  $51,968. 

Ottawa,  Ont. 

The  contract  for  construction  of  tarvia 
'     ])avement  on  Russell  Aveime  has  been 
let  by  the  City  Council  to  R.  A.  Morri- 
son, care  of  the  Engineer,  F.  C.  Ask- 
with.    Approximate  cost,  $9,000. 

Raleigh  Township,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  drain  improvements  to  J. 
E.  Doyle,  Cross  Street,  Chatham,  at 
$4,000. 


Railroads,  Bridges  and  Wharves 

Dundas,  Ont. 

Tenders  on  the  construction  of  a  con- 
crete dam  80  feet  long  will  be  received 
until  June  17th  by  the  Chairman  of  the 
Utilities  Commission.  Engineer,  E.  H. 
Darling,  601  Spectator  Building,  Ham- 
ilton. 

London,  Ont. 

City  Engineer  H.  A.  Brazier  is  about 
to  prepare  plans  for  the  construction  of 
a  concrete  breakwater,  estimated  to  cost 
$15,000. 

Montreal,  Que. 

L.  G.  Mouchel  &  Partners,  Mail  Build- 
ing, Toronto,  are  preparing  designs  and 
specifications  for  the  reinforcement  of 
the  LaSalle  Bridge  over  the  Lachine 
Canal  for  the  City  Council.  Estimated 
cost,  $94,000.    Hennebique  system. 


Saskatoon,  Sask. 

The  City  Council  propose  to  construct 
about  1,200  feet  of  double  track,  at  an 
approximate  cost  of  $8,600.  Engineer, 
G.  D.  Archibald. 

Windsor,  Ont. 

The  Detroit  &  Windsor  Ferry  Com- 
pany propose  to  construct  docks  at  the 
foot  of  Ouellette  and  Ferry  Streets,  and 
have  submitted  plans  to  the  Canadian 
Department  of  Fisheries  and  Marine. 
Approximate  cost,  $150,000. 

CONTRACTS  AWARDED 

Ottawa,  Ont. 

The  City  Council  have  awarded  the 
contract  for  superstructure  of  the  Pre- 
toria Avenue  bridge  to  the  Dominion 
Bridge  Company,  Sparks  Street,  at 
$84,000. 


Public  Buildings,  Churches 
and  Schools 

Berlin,  Ont. 

Cowan  Brothers,  Victoria  Street,  are 
preparing  plans  of  a  Sunday  School  for 
St.  Peter's  Church,  Queen  Street  N., 
and  will  call  for  tenders  shortly.  Brick 
construction.    Approximate  cost,  $20,000. 

Creemore,  Ont. 

P.  C.  Palin,  Collingwood,  Ont.,  has 
prepared  plans  of  a  school,  estimated  to 
cost  $18,000.  The  existing  building  will 
be  razed  and  all  suitable  material  re- 
used.   Brick  construction 

Glenside,  Sask. 

Tenders  on  the  erection  of  a  church 
are  being  received  by  J.  B.  Stoehr.  Es- 
timated cost,  $4,000. 

Kingston,  Ont. 

Tenders  will  be  received  until  Tune 
14th  for  the  erection  of  a  riding  school 
at  Royal  Military  College  for  the  De- 
partment of  Public  Works.  Ottawa. 
Plans  and  specifications  at  office  of  the 
Architects,  Power  &  Son,  Kingston,  at 
Postal  Station  F.,  Yonge  Street,  Toron- 
to, and  at  the  Department.  Approximate 
cost,  $18,000. 

London,  Ont. 

The  time  for  receiving  tenders  on  the 
erection  of  the  proposed  Teclinical 
School  has  been  extended  to  June  13th. 
Architects,  Watt  &  Blackwell,  Bank  of 
Toronto  Building. 

Netherhill,  Sask. 

The  Trustees  of  School  District  No. 
3659  have  been  empowered  to  borrow 
$3,000  for  the  erection  of  an  addition  to 
the  school.  Treasurer,  John  Craig, 
Netherhill. 

Port  Colborne,  Ont. 

The  contract  for  the  erection  of  St. 
James  Church  has  been  cancelled  and 
new  plans  are  being  prepared  by  C.  M, 


Borter,  Niagara  Falls.  Api)ri)xiniatc 
cost,  $34,000. 

Sudbury,  Ont. 

The  Public  School  Board  are  having 
plans  prepared  for  a  school  to  cost  about 
$25,000.  Architect,  F.  L.  Morgan,  Wil- 
son-Greenwood Block.  Brick  and  con- 
crete construction. 

Toronto,  Ont. 

Burke,  Horwood  &  White,  Ryrie 
Building,  have  prepared  plans  of  a  gym- 
nasium and  club  building  to  be  erected 
on  University  Avenue  for  the  Somers 
School  of  Physical  Training.  Approxi- 
mate cost,  $85,000.  Tenders  have  been 
closed. 

J-'unds  are  now  being  raised  for  the 
addition  of  a  wing  to  the  Roman  Catho- 
lic Seminary  on  Kingston  Road.  Brick 
and  steel  construction. 

CONTRACTS  AWARDED 
Calgary,  Alta. 

The  general  contract  for  the  erection 
of  a  school  has  been  let  by  the  Roman 
Catholic  School  Board  to  Rodger  Bros. 
Estimated  cost,  $14,000. 

Howe's  Lake,  N.B. 

The  following  contracts  have  been 
awarded  in  connection  with  the  erection 
of  an  isolation  hospital: — carpentry  and 
masonry,  G.  Lawson,  Glen  Falls,  al 
$8,900;  plumbing  and  heating,  W.  E.  Em- 
cr.son.  West  St.  lohn,  $2,994;  painting, 
J.  H.  Pullen,  16  Horsefield  Street. 

Montreal,  Que. 

The  sub-contract  for  roofing  and 
plumbing  in  connection  with  the  erec- 
tion of  a  church  for  the  Parish  of  St. 
Pierre  Claver  has  been  let  to  G.  Cham- 
pagne, 78a  Inspector  Street. 

Ottawa,  Ont.  .,}, - 

Work  has  been  started  on  an  iddition 
to  St.  Patrick's  Asylum,  Gloucester  St. 
The  general  contract  has  been  let  to 
I'>lix  McCullough,  Waller  Street;  steel 
work  to  the  Dominion  Bridge  Company, 
Sparks  Street,  and  plumbing  to  Thomas 
Walters,  388  Booth  Street^  Brick  and 
concrete  construction.  Approximate 
cost,  $4,500. 

Sarnia,  Ont. 

The  Separate  School  Board  have 
awarded  the  contract  for  the  erection  of 
a  school  to  James  Shanks.  372  Welling- 
ton Street,  and  have  cancelled  the  pre- 
vious contract.  Approximate  cost, 
$16,000. 

Sombra  Township,  Ont. 

The  Trustees  of  School  Section  No.  5 
have  let  the  general  contract  for  the 
erection  of  a  brick  school  to  Charles 
Hubbell,  Thamesville,  Ont.  Approxi-' 
mate  cost,  $4,350. 

St.  Lin  de  Laurentides,  Que. 

The  Roman  Catholic  School  Board 
have  let  the  general  contract  for  the  erec- 
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tion  of  a  college  to  Gauthier  &  Ouel- 
lette,  care  of  C.  A.  Reeves,  709  Power 
Building,  Montreal. 

St.  Pierre,  Que. 

The  School  Board  have  awarded  the 
contract  for  the  construction  of  a  frame 
school  to  Z.  Cloutier.  Approximate  cost, 
$6,200. 

Windsor,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  Collegiate  Insti- 
tute has  been  awarded  to  Wells  &  Gray,. 
Limited.  Manning  House  Block.  Ap- 
proximate cost,  $150,000. 

Business  Buildings  and  Indus- 
trial Plants 

Brantford,  Ont. 

Tenders  will  be  received  until  June 
9lh  for  the  erection  of  a  factory  for  the 
Royal  Paper  Box  Company.  Architect, 
J.  Evans,  30  Water  Street  N.,  Gait.  Ap- 
proximate cost,  $13,000.  Brick  and  con- 
crete construction. 

Gananoque,  Ont. 

F.  Delaney  contemplates  remodelling 
premises  on  King  Street  for  an  opera 
house,  and  is  receiving  prices  on  metal- 
lic ceilings,  hard  brick,  beaver  board, 
electric  fixtures  and  chairs.  Approxi- 
mate cost,  $4,000. 

Hamilton,  Ont. 

The  W.  T.  Rawleigh  Company,  Free- 
port,  111.,  will  receive  tenders  until  June 
13th  for  the  erection  of  a  factory.  Ar- 
chitects, McPhie,  Kelly  &  Darling,  Bank 
oi  Hamilton  Building.  Reinforced  con- 
crete construction. 

Levis,  Que. 

Tenders  on  the  construction  of  a  sta- 
tion, viaduct  and  train  shed  for  the  In- 
tercolonial Railway  will  be  received  until 
June  17th  by  I.  W.  Pugsley,  Secretary 
Department  of  Railways  and  Canals, 
Ottawa.  Plans  and  specifications  at 
office  of  the  Chief  Engineer  of  the  De- 
partment, with  Chief  Engineer,  .Moncton, 
N.  B.,  with  Resident  Engineer,  Levis, 
and  the  Architects,  Ross  &  McDonald, 
1  Belmont  Street,  Montreal. 

London,  Ont. 

Preliminary  plans  for  the  proposed 
hydro  office  will  be  prepared  by  General 
Manager  Buchanan,  and  an  Architect  will 
be  appointed  to  supervise  the  architec- 
tural features. 

Montreal,  Que. 

J.  S.  Jacobs  and  William  Bell,  Jacobs 
Building,  are  about  to  start  work  on  the 
erection  of  a  picture  theatre  on  Sher- 
brooke  Street,  estimated  to  cost  $.50,000. 
Architect,  D.  J.  Crighton.  282  St.  Cath- 
erine Street  W.  Stone,  plastic  brick  and 
steel  construction. 

Ottawa,  Ont. 

Peter  Lyall  &  Sons  Construction 
Company,  Limited,  are  building  a  work- 
shop on  Sussex  Street,  estimated  to  cost 
$;i,'),000.  ^  Frame  construction. 

Peterboro,  Ont. 

William  Langford,  Water  Street,  is 
preparing  plans  of  a  factory  for  the 
15onner-Worth  Company,  McDonnell  and 
Cambridge  Streets.  The  project  is  very 
indefinite  at  present.  Approximate  cost, 
$10,000. 


Russell,  Man. 

The  Union  Bank  of  Canada  propose  to 
rebuild  their  premises  on  Main  Street, 
and  have  appointed  as  Architects  Jordon 
&  Over,  47  Canada  Life  Building,  Win- 
nipeg.   Approximate  cost,  $8,000. 

Saguenay  River,  Que. 

The  Du  Pont  Powder  Company,  Wil- 
mington, Del.,  have  secured  properties 
and  water  rights  preparatory  to  the  con- 
struction of  a  plant  for  the  manufacture 
of  liquid  air.  Approximate  cost, 
$10,000,000. 

Toronto,  Ont. 

C.  W.  Spink,  170  Lake  Front,  has  com- 
menced the  erection  of  a  refreshment 
pavillion,  estimated  to  cost  $3,000.  Frame 
construction. 

Plans  have  been  drawn  for  a  garage 
to  be  built  on  Mill  Street  by  William 
Davies  &  Company,  531  Front  Street  E. 
Brick  construction.  Estimated  cost, 
$3,500, 

Plans  have  been  prepared  for  a  ware- 
house to  be  built  on  Cawthra  Avenue  for 
the  Campbell  Flour  Mills  Company, 
Limited,  Reinforced  concrete  construc- 
tion. Estimated  cost,  $30,000,  Engi- 
neers, J.  H.  Fromanhauser  Company, 
Limited,  604  Temple  Building. 

The  Harris  Abattoir  Company,  Ltd., 
Union  Stock  Yards,  have  had  plans  pre- 
pared for  an  addition  to  their  premises, 
estimated  to  cost  $50,000.  Brick  con- 
struction. 

The  Conger  Lehigh  Coal  Company,  95 
Bay  Street,  have  commenced  the  con- 
struction of  a  coal  elevator  and  pockets, 
estimated  to  cost  $10,000.  Frame  con- 
struction. 

Vancouver,  B.C. 

Tenders  on  the  construction  of  a  rail- 
way station  at  False  Creek  for  the  Can- 
adian Northern  Railway  will  be  received 
until  noon,  June  20th,  by  the  General 
Manager,  M.  H.  McLeod,  Vancouver. 
Architects,  Pratt  &  Ross,  1011  Electric 
Railwfay  Chambers,  Winnipeg.  Approxi- 
mate cost,  $1,000,000, 

Weston,  Ont. 

Prack  &  Perrine,  808  Lumsden  Build- 
ing, Toronto,  are  preparing  plans  of  a 
factory  for  T,  A,  Russell,  King  and  Dun- 
can Streets,  Toronto.  Steel  and  brick 
construction.     Estimated  cost,  $150,000, 


The  general,  masonry,  carpentry  and 
roofing  contracts  for  the  erection  of  a 
store  for  W.  Dyment,  58  St.  Mathews 
Avenue,  have  been  let  to  Blake  &  Mc- 
Donald, 73  Central  Avenue.  Brick  and 
stone  construction.  Estimated  cost, 
$3,000. 

The  contract  for  plumbing  required  in 
an  addition  to  the  factory  of  the  T, 
Eaton  Company  has  been  let  to  Drake 
Avery  Company,  John  Street, 

The  general  contract  for  the  erection 
of  a  factory  for  the  Mercury  Mills  Ltd,, 
80  Park  Street  N„  has  been  let  to  H. 
.Cooper,  Clyde  Building,  Approximate 
ccjst,  $136,000, 

London,  Ont. 

The  following  contracts  have  been  let 
for  alterations  to  the  Bank  of  Mont- 
real:— carpentry,  Tambling  &  Jones, 
Hamilton  Road;  painting,  Colerick  Bro- 
thers, 213  Dundas  Street;  plumbing. 
Noble  &  Rich,  237  Queens  Avenue;  elec- 
trical work,  Benson  &  Wilcox,  364  Dun- 
das Street,    Approximate  cost,  $6,000, 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  an  office  building  for  Lymburner  Ltd., 
515  Commissioners  Street,  has  been  let 
to  the  Atlas  Construction  Comp;iny, 
Limited,  37  Belmont  Street.  Sub-tendery 
will  be  called  for.  Approximate  cost, 
$8,000. 

In  connection  with  the  addition  to  the 
premises  of  the  Canadian  Consolidated 
Rubber  Company,  the  roofing  has  been 
let  to  G.  W.  Reed,  37  St.  Antoine  Street, 
Heating,  plumbing  and  electrical  work 
by  owners. 

The  general  contract  for  the  erection 
of  a  store  and  residence  for  B,  Zeolis, 
350  City  Hall  Avenue,  has  been  let  to 
Church  Ross  Company,  40  Hospital  St, 
Approximate  cost,  $6,900. 

The  general  contract  for  the  erection 
of  a  factory  and  shed  for  the  Dominion 
Oil  Company,  1193  St,  Catherine  Street 
E,,  has  been  awarded  to  Reid,  McGregor 
&  Reid,  511  St.  Catherine  Street  E.  Ap- 
proximate cost,  $10,000. 

New  Toronto,  Ont. 

The  contract  for  steel  required  in  the 
erection  of  a  factory  for  the  Goodyear 
Tire  &  Rubber  Company,  153  Simcoe 
Street,  Toronto,  has  been  let  to  Mc- 
Gregor &  Mclntyre,  1139  Shaw  Street, 
Toronto. 


CONTRACTS  AWARDED 

Brantford,  Ont. 

The  Ham  &  Nott  Compan}',  Limited. 
81  Elgin  Street,  have  commenced  the  re- 
building of  their  premises,  and  have  let 
the  roofing  to  the  Brown-Jarvis  Roof- 
ing Company,  9  George  Street.  Esti- 
mated cost,  $3,000. 

Halifax,  N.S. 

The  contract  for  plumbing  required  in 
alterations  to  a  theatre  for  the  Academy 
of  Music  has  been  let  to  G.  A.  Perrier, 
35  Granville  Street,  and  electrical  work^ 
to  Farquhar  Brothers,  Barrington  Street, 

Hamilton,  Ont. 

The  general,  masonry  and  carpentry 
contracts  for  the  erection  of  an  addi- 
tion to  the  premises  of'  the  Canadian 
Steel  &  Wire  Company  have  been  let 
to  Woodhall  &  Sinclair,  105  Sanford 
Avenue  S,  Approximate  cost,  $4,000, 
Mill  construction. 


Ottawa,  Ont. 

The  contract  for  painting  required  in 
the  erection  of  a  building  for  Jackson 
Booth  &  Syndicate,  Metcalfe  Street,  has 
been  awarded  to  G.  T,  Green,  796  Bank 
Street,  and  plastering  to  Frank  Hunt, 
115  Arlington  Avenue. 

The  contract  for  an  addition  to  a  res- 
taurant on  Queen  Street  for  Sir  G.  Per- 
ley  has  been  let  to  H.  P.  Beck,  126 
Sparks  Street.  Brick  construction.  Ap- 
])roximate  cost,  $3,000. 

Peterboro,  Ont. 

The  contract  for  heating  in  connection 
with  additions  to  the  premises  of  the 
Bonner-Worth  Company  has  been 
awarded  to  George  Brenton,  Queen  and 
Hunter  Streets. 

Preston,  Ont. 

In  connection  with  the  additions  be- 
ing built  to  the  factory  of  the  Solid  Lea- 
ther Shoe   Company,   the  contract  for 
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brick  work  has  Ijeen  awarded  to  F. 
Schroedcr.  Carpentry  by  general  con- 
tractor. 

Work  has  been  started  on  the  erection 
of  a  business  block  on  Argyle  Street 
for  F.  G.  Wurster.  The  brick  work  has 
been  let  to  Wirscliing  Brothers,  and  car- 
pentry to  Norman  Hipel.  Approximate 
cost,  $3,000. 

St.  Catharines,  Ont. 

In  connection  with  the  factory  in 
course  of  erection  for  the  Dominion 
Food  Company,  the  contract  for  roof- 
ing has  been  let  to  the  general  contrac- 
tors, Newman  Brothers. 

Toronto,  Ont. 

In  coimection  with  the  erection  of  the 
new  Union  Station,  the  cut  stone  con- 
tractors, George  Oakley  &  Son,  have 
let  the  contract  for  delivery  of  stone  to 
the  Indiana  Quarries  Ltd.,  C.  T.  Penn, 
Local  Representative.  Contract  involves 
about  160,000  cubic  feet. 

J.  D.  Young  &  Son,  835  College  Street, 
are  receiving  tenders  on  painting  re- 
([uired  in  the  erection  of  a  workshop 
for  A.  R.  Clarke  &  Company.  Approxi- 
mate cost  of  building,  $10,000. 

The  general  contract  for  the  erection 
of  an  office  building  on  Bay  Street  for 
the  Trusts  &  Guarantee  Company,  Ltd., 
has  been  let  to  William  Cowlin  &  Son 
of  Canada,  Ltd.,  Mail  Building,  and  the 
plumbing,  heating,  ventilating  and  wir- 
ing contracts  to  Bennett  &  Wright,  78 
Queen  Street  E.  Approximate  cost, 
$200,000. 

Vancouver,  B.C. 

The  following  contracts  have  been  let 
in  connection  with  the  erection  of  tlie 
proposed  station  at  False  Creek: — steel, 
(Canadian  Northwest  Steel  Company; 
lumber,  Hanbury  &  Company,  Van- 
couver Lumber  Company,  False  Creek 
Lumber  Company,  and  Small  &  Bucklin; 
stonework,  MacDonald  &  Wilson;  brick, 
Sidney  Island  Brick  and  Tile  Company; 
electrical  work,  Mundy  Rowland  Coni- 
pany. 

In  connection  with  the  addition  to  the 
plant  of  the  Begg  Motor  Company,  the 
contract  for  roofing  and  steet  metal 
work  has  been  let  to  Little  &  Lee,  683 
Seymour  Street,  and  the  electrical  work 
to  C.  H.  E.  Williams,  509  Richards  St. 
Plastering  by  day  labor. 

Windsor,  Ont. 

Work  has  been  started  on  the  erection 
of  a  store  and  flats  for  J.  Stone,  37  Ayl- 
mer  Avenue.  The  general  contract  has 
lieen  let  to  Abbott  &  Gray,  43  Parent 
Street.  Brick  veneer  and  concrete  con- 
struction.    Approximate  cost,  $5,500. 

A.  J.  Rattray,  Engineer,  Stair  Build- 
ing, Toronto,  has  let  the  following  con- 
tracts for  the  erection  of  a  grand  stand: 
steel,  Hepburn  &  Disher,  Van  Horne 
Street,  Toronto;  concrete,  C.  W.  Cad- 
well,  361  Ouellett  Street;  corrugated  iron 
roofing,  Windsor  Hardware  Company, 
71  Sandwich  Street  E.;  track  building, 
Orpen  Company,  Limited,  166  King 
Street  E.;  track  building,  Orpen  Com- 
pany, Ltd.,  166  King  Street  W.,  Toron- 
to.   Approximate  cost,  $100,000. 

Yorkton,  Sask. 

The  contract  for  masonry  required  in 
the  erection  of  a  garage  for  Charles  Flik 
and  Mrs.  Lindsay  has  been  let  to  W. 
Peterson,  who  may  also  be  awarded  the 


general  contract.  Brick  construction. 
Approximate  cost,  $4,000. 


Residences 

Halifax.  N.S. 

Ihe  Eastern  Investment  Corporation, 
Cragg  Buildmg,  are  receivmg  tenders  on 
heating,  plumomg,  and  electrical  work 
required  in  connection  witn  residences 
which  they  propose  to  build. 

London,  Ont. 

Watt  &  tiiackwell.  Bank  of  Toronto 
Building,  are  preparing  plans  tor  an 
apartment  lor  K.  H.  McRnight,  396 
yueens  Avenue.  tsrich  construction. 
Approximate  cost,  $10,000. 

Plans  of  a  residence  are  being  pre- 
pared for  A.  O.  Hunt,  33  VVortley  Koad, 
by  Watt  &  Blackwell,  Bank  ot  ioronto 
building.  Estimated  cost,  $4,000.  Frame 
and  white  brick  construction. 

London  Township,  Ont. 

'Ihomas  Smibert,  R.K.  No.  1,  Ilderton, 
Ont.,  has  prepared  plans  of  a  residence 
-  estimated   to   cost  $3,000,  and   will  let 
contract  shortly.       Ked  pressed  brick 
construction. 

Plans  of  a  residence  have  been  pre- 
pared by  David  Leckie,  R.R.  No.  1, 
Hyde  Park.  Red  pressed  brick  con- 
sruction.    Estimated  cost,  $3,000. 

Montreal,  Que. 

H.  Wilensky,  1000  St.  Urbain  Street, 
is  considering  the  erection  of  six  flats 
at  an  approximate  cost  of  $5,000,  and 
alterations  to  a  residence  estimated  to 
cost  $5,000. 

H.  Brunelle,  133  Prefontaine  Street,  is 
having  plans  prepared  for  a  residence, 
estimated  to  cost  $5,000.  Architects,  P. 
L.  W.  Dupre  &  Company,  567  Delori- 
mier  Street. 

The  erection  of  a  residence  is  contem- 
plated by  J.  Lecavalier,  74  St.  James 
Street.    Approximate  cost,  $3,000. 

John  Dominique,  166  Marcil  Street,  is 
about  to  start  work  on  two  flats,  esti- 
mated to  cost  $6,000.  Brick  construc- 
tion. 

J.  P.  Tremblay,  391  Prudhomme 
Street,  is  about  to  commence  the  erec- 
tion of  two  flats,  estimated  to  cost 
$5,000. 

A.  Gregoire,  418  Northclift'e  Boule- 
vard, is  about  to  start  work  on  the  erec- 
tion of  two  flats,  estimated  to  cost 
$4,500. 

Niagara  Falls,  Ont. 

John  Lamb,  330  Victoria  Avenue,  has 
commenced  the  erection  of  a  residence 
on  Burns  Avenue,  estimated  to  cost 
$1,000.  Plumbing,  heating  and  electrical 
work  will  be  let. 

Ernest  Scott,  Victoria  Avenue,  has 
started  work  on  a  residence,  estimated 
to  cost  $4,000,  and  will  let  plumbing, 
heating  and  electrical  work.  Brick 
veneer  cofistruction. 

A.  Smith,  Southend  Post  Office,  has 
commenced  the  erection  of  a  residence 
on  Roberts  Street,  and  will  let  plumbing, 
heating,  and  electrical  work.  Approxi- 
mate cost,  $4,000. 

The  erection  of  a  residence  on  Cook- 
man  Avenue,  has  been  commenced  by  F. 
Maland,  Cookman  Avenue,  and  A. 
Smith,  Southend  Post  Office.  Heating, 
plumbing,  and  electrical  work  will  be 
let. 


Ottawa,  Ont. 

H.  Atkinson,  39  Rosebery  Avenue, 
proposes  to  build  a  residence,  at  an  ap- 
proximate cost  of  $5,500.  Brick  veneer 
construction. 

W.  F.  Mackenzie.  184  Concord  Street, 
is  considering  the  erection  of  a  resi- 
dence, to  cost  about  $5,000.  Brick 
veneer  construction. 

The  Oakland  Land  Company  have 
commenced  the  erection  of  a  residence, 
and  are  receiving  tenders  on  masonry, 
carpentry,  roofing,  plastering,  painting, 
heating,  plumbing,  and  electrical  work. 
Manager,  W.  J.  Spratt,  307  Sunnyside 
Avenue.    Estimated  cost,  $5,000. 

B.  A.  Grison,  Fentiman  Avenue,  pro- 
poses to  build  a  residence  at  an  approxi- 
mate cost  of  $6,000,  and  has  had  plans 
prepared.  Tenders  are  now  being  re- 
ceived on  plastering,  painting,  heating, 
plumbing,  and  electrical  work.  Stucco 
construction. 

Toronto,  Ont. 

W.  S.  Grimshaw,  463  Avenue  Road, 
proposes  to  build  three  duplex  residences, 
at  an  approximate  cost  of  $18,000,  ancl 
has  had  plans  prepared  by  P.  H.  Finney, 
79  Adelaide  Street  E.  Brick  construc- 
tion. 

Charles  Hough,  905  Broadview  Ave- 
nue, has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $4,500. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

Moore  &  Gemmell,  14  Kenwood 
Street,  have  commenced  the  erection  of 
a  pair  of  residences,  estimated  to  cost 
$4,300,  and  will  let  smaller  trades.  Brick 
construction. 

G.  Nicholson,  6  High  Park  Gardens, 
has  prepared  plans  of  four  residences, 
which  he  proposes  to  build  on  Boston 
Avenue.  Smaller  trades  will  be  let. 
Brick  construction.  Estimated  cost, 
$4,000. 

A.  &  A.  Grant,  837  Logan  Avenue, 
have  commenced  the  erection  of  a  resi- 
dence on  Playter  Boulevard,  estimated 
to  cost  $3,500.  Brick  construction. 
Smaller  trades  will  be  let. 

George  Blackmore,  89  Bernard  Ave- 
nue, contemplates  the  erection  of  a  resi- 
dence, estimated  to  cost  $10,000. 

S.  Garfunkel,  316  Bathurst  Street,  has 
commenced  alterations  and  repairs  to 
Ave  residences,  estimated  to  cost  $3,000. 

J.  T.  Moore,  30  Brookmount  Street, 
proposes  to  build  a  residence  and  has 
had  plans  prepared  by  P.  H.  Finney,  79 
Adelaide  Street  E.  Smaller  trades' will 
be  let.     Estimated  cost,  $3,300. 

H.  C.  Long,  605  Traders  Bank  Build- 
ing, is  considering  the  erection  of  eight 
residences  on  Keewatin  Avenue,  at  an 
approximate  cost  of  $5,000  each.  Small- 
er trades  will  be  let.    Brick  construction. 

The  International  Land  Corporation, 
43  King  Street  VV.,  are  building  four 
pairs  of  residences  on  Craighurst  Street. 
Brick  construction.  Approximate  cost, 
$16,000. 

E.  C.  Hurlburt,  44  Castlefield  Avenue, 
has  commenced  the  erection  of  three 
bungalows  on  Briar  Hill  Road,  and  will 
let  smaller  trades.  Brick  construction. 
Ajjproximate  cost.  $3,000  each. 

E.  C.  Hurlburt,  44  Castlelield  Avenue, 
is  building  two  residences,  estimated  to 
cost  $5,000  each,  and  three  bungalows 
at  an  approximate  cost  of  $3,000  each. 
Brick  construction.  Smaller  trades  will 
be  let. 

Work  is  about  to  start  on  the  erection 
(Continued  on  page  51) 


Tenders  and  For  Sale  Department 


Department  of  the  Naval  Service 

Tenders  for  Hatchery 
and  Dwelling 

Sealed    tenders    addressed    to    the  undersigned 
and  endorsed  "Tender  for  Hatchery  and  Dwell- 
ing" will  be  received  up  to  12  o'clock  noon  on 
Tuesday,  June  20,  for  the  Construction  of  a 
Fish    Hatchery   and    Dwelling   at  . 
Kingsville,  Ont. 

Forms  of  tender,  specifications  and  all  neces- 
sary information  may  be  obtained  by  application 
to  the  undersigned.  Plans  and  specifications  will 
be  exhibited  at  the  office  of  the  District-Engineer, 
Public  Works  Department,  Windsor,  and  the 
Postmaster,  Kingsville,  Ont. 

Tenders  must  be  accompanied  by  an  accepted 
cheque  payable  to  the  Honourable  the  Minister 
of  the  Naval  Service  for  One  Thousand  Dollars 
($1,000.00).  This  will  be  held  for  forfeit  if  the 
party  tendering  fails  to  enter  into  the  contract  if 
called  upon  to  do  so,  or  in  any  way  fails  to  pro- 
perly fill  same. 

G.  J.  DESBARATS, 
Deputy   Minister  of  the   Naval  Service. 
Department  of  the  Naval  Service, 
Ottawa,  May  27,  1916. 
Unauthorized  publication  of  this  advertisement 
will  not  be  paid  for.  23-24 


Canadian  Government  Railways 


TENDERS 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary,  Department  of  Railways  &  Canals, 
Ottawa,  Ont.,  and  marked  on  the  outside,  "Ten- 
der for  Levis  Station,"  will  be  received  up  to  and 
including  Saturday,  June  17th,  1916,  for  the  con- 
struction and  erection  of 

Viaduct,  Station  and 
Train  Shed 

at  Levis,  P.  Q. 

Plans,  specifications  anil  blank  form  of  contract 
may  be  seen  on  and  after  June  1st,  at  the  office 
of  the  Chief  Engineer,  Department  of  Railways 
&  Canals,  Ottawa,  Ont.,  at  the  ofiice  of  the  Chief 
Engineer,  Moncton,  New  Brunswick,  at  the  office 
of  the  Resident  Engineer,  Levis,  P.  Q.,  and  at 
the  office  of  Ross  &  McDonald,  Architects,  Mont- 
real, P.  Q. 

Contractors  who  wish  to  obtain  plans  and 
specifications  temporarily  for  their  own  use  may 
obtain  same  from  Ross  &  McDonald  on  deposit- 
ing with  them  a  certified  bank  cheque  in  favor  of 
the  Canadian  Ciovernment  Railways  for  the  sum 
of  $.50.00,  which  will  he  refunded  on  the  return 
of  the  plans  and  specifications  to  tl|em. 

All  the  conditions  of  the  specifications  and  con- 
tract form  must  be  complied  with. 

Tenders  must  be  ptit  in  on  the  blank  form  of 
tender  which  may  be  obtained  from  any  of  the 
offices  at  which  jilans  are  on  t;xhibition. 

A  security  deposit  will  be  required  as  called 
for  in  tendef  form. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

F.    P.    (;LrTELIUS,   General  Manager, 

Canadian  Government  Railways. 
Dated  at  Moncton,  N.  B., 

May  29th,  1916.  23-23 


Tenders  for 
Motor  Tractors  and 
Fire  Apparatus 

Tendeis  addressed  to  the  undersigned  will  be 
received  by  registered  post  only,  up  to  noon  on 
Tuesday,  June  20th,  1916,  for  the  supplying  of 
the  following: 

3  Motor  Combination  Hose  and  Chemical  Engines. 

1  Motor  Tractor  for  hook  and  ladder  at  Ossing- 
ton  Avenue  Fire  Hall. 

1  Motor  Truck  for  delivering  supplies  and  haul- 
ing coal  for  fire  engines. 

1  Motor  Combination  Salvage  and  Chemical 
Truck. 

1  Motor  Hook  and  Ladder  Truck. 

.Specifications  of  the  above  can  be  seen  and 
forms  of  tender  obtained  upon  application  at  the 
office  of  the  Fire  Department,  Adelaide  Street 
Fire  Hall,  Toronto.  The  usual  conditions  relative 
to  tendering  as  prescribed  by  City  By-law  must 
be  stiictly  complied  with,  or  the  tender  will 
not  be  entertained.  The  lowest  or  any  tender 
not-  necessarily  accepted. 

T.        CHURCH,  Mayor. 
23-23  Chairman  Board  of  Works. 


Board  of  Education 


-  Sealed  tenders,  whole  or  separate,  addressed 
to  the  .Secretary-Treasurer  of  the  Board  of  Edu- 
cation, will  be  received  until 

Thursday,  June  15th,  1916, 
*  »  for 
Exterior  Painting,  Sundry  Schools. 

Erection  of  Flag  Poles, 
Sundry  Schools. 

Oil  Burning  Apparatus  for  Steam 
Boilers  at  Earl  Grey  School. 

Self-Feeding,  Coal  Burning  Appar- 
atus for  Boilers  at  Queen 
Alexandra  School. 

Plumbing  and  Drain  Work, 
Sundry  Schools. 

Sale  of  Old  Houses  at  115  and  117 
Ryerson  Avenue 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  -Superintendent  of 
Ituildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied,  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer,  at  his  office  in  the  City  Hall,  not  later 
than  4  o'clock  on  the  day  named,  after  which  no 
tender  will  be  received.  The  lowest  or  any  tender 
will  not  necessarily  be  accepted. 

~  MILES  YOKES, 

Chairman  of  Property  Committee 

W.  C.  WILKINSON, 
23-23  Secretary-Treasurer. 


Board  of  Education 

Sealed  tenders,  whole  or  separate,  addressed 
to  the  Secretary-Treasurer  of  the  Board  of  Edu- 
cation, will  be  received  until 

Friday,  June  16th,  1916 
for 

Pupils'  Special  Commercial  Desks 
and  Chairs 
Teachers'  Desks  and  Chairs 
Office  Desks,  Chairs,  Filing  Cabinets 
Seating  for  Auditorium,  Etc. 
for 

The  New  High  School  of  Commerce 

Specifications  may  be  seen  and  all  information 
obtained  at  the  office  of  the  Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender  or  its 
equivalent  in  cash,  applying  to  said  tender  only. 
Sureties  for  all  tenders  exceeding  four  thousand 
dollars  must  be  furnished  by  Surety  Companies. 
Tenders  must  be  in  the  hands  of  the  Secretary- 
Treasurer  at  his  office  in  the  City  Hall,  not  later 
than  4.30  o'clock  on  the  day  named,  after  which 
no  tender  will  he  received.  The  lowest  or  any 
tender  will   not  necessarily  be  accepted. 

W.  W.  HODGSON, 
Chairman  of  Advisory  Commercial  Committee. 
W.  C.  WILKINSON, 
23-23  Secretary-Treasurer. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Riding  School,  Royal 
Military  College,  Kingston,  Ont.,"  will  be  re- 
ceived at  this  office  until  4  p.m.,  on  Wednesday, 
June  14,  1916,  for  the  work  mentioned. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  at  the  office 
of  Messrs.  Power  and  Son,  .Xrchitects,  Kingston, 
Ont.  Thos.  Hastings,  Clerk  of  Works,  Postal 
.Station  "F,"  Toronto,  Ont.,  and  at  this  De- 
partment. 

Persons  tendering  are  notified  that  tenders 
will  not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures, stating  their  occupations  and  places  of 
residence.  In  the  case  of  firms,  the  actual  sig- 
nature, the  nature  of  the  occupation,  and  place 
of  residence  of  each  member  of  the  firm  must  be 
.given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  eriiial  to  ten  per  cent.  {tO  p.c.)  of  the 
amount  of  the  tender,  which  will  be  forfeited  if 
the  ijerson  tendering  decline  to  enter  into  a  con- 
tract when  called  upon  to  do  so,  or  fail  to  com- 
plete the  work  contracted  for.  If  the  tender  be 
not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  May  30,  1916. 
Newspapers   will   not   be   paid    for   this  adver- 
tisement if  they  insert  it  without  authority  from 
the  Department.— 45139.  23-24 
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CITY  OF  GUELPH 

Tender  for  the  Construction 
of  Concrete  Sidewalk 

Tenders  addressed  to  the'  City  Clerk,  Guelph, 
Ontaiio,  will  be  received  up  until  Thursday, 
June  15th,  for  the  construction  of  Concrete  Side- 
walks. Specifications  and  information  regarding 
same  will  be  received  on  application  to  the  City 
Engineer. 

F.  Mc ARTHUR, 
23-23  City  Engineer. 


TOWN  OF  DUNDAS 


Tenders  for  Sidewalks 


Tenders  for  the  construction  of  cement  side- 
walks in  the  Town  of  Dundas,  marked  "Tenders 
for  Sidewalks,"  will  be  received  by  the  under- 
signed up  to  Monday,  June  12th,  1916,  at  5  o'clock 
p.m.  Specifications  may  be  seen  at  the  oflrce 
of  the  Town  Clerk.  The  lowest  or  any  tender 
not  necessarily  accepted. 
Dundas,   May  30th,  1916. 

23-23  JOHN   S.   FRY.  Town  Clerk. 


CITY  OF  GUELPH 

Tender  for 
Supply  of  Pipe 

Tenders  addressed  to  the  C'ity  Clerk,  (iiielpli, 
Ontario,  will  be  received  up  until  Thursday.  June 
15th,  for  the  supply  and  delivery  of  approximately 
Twelve  Hundred  (121)0)  lineal  feet  of  42-inch 
Pipe  to  be  used  for  the  construction  of  Storm- 
water  Sewers.  Specihcations  atid  any  informa- 
tion may  be  received  on  application  to  the  City 
Engineer. 

F.  McARTHUR, 
23-23  City  Engineer, 


Tenders  Wanted 


Sealed  bulk  and  separate  tenders  addressed  to 
the  undersigned  will  be  received  up  till  hve  p.m., 
June  twenty-fourth,  1916.  for  the  several  works 
required  for  the  erection  of  a  new  School  Build- 
ing in  Selkirk,  Ontario.  Each  tender  must  be 
accompanied  by  a  certified  cheque  for  ten  per 
cent,  of  the  amount  of  tender,  which  will  be 
forfeited  should  tlie  contractor  refuse  to  sign 
contract  and  complete  the  same. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned  or  at  the  office  of  the 
Architect,  A.  W.  Peene,  111"  Clyde  Block,  Ham- 
ilton, Ontario.  The  lowest  or  any  tender  not 
necessarily  accepted. 

J.  E.  HOOVER,  Sec.-Treas., 

Box  18,  Selkirk,  Ont. 
Juce   1st,   1916.  23-25 

Tenders  for 
Bridge  Construction 

Sealed  tenders,  plainly  marked  as  to  contents, 
will  be  received  by  the  vmdersigned  up  to  (3  p.m. 
of  Monday,  June  19th,  1916,  for  the  construction 
of  a  reinforced  concrete  bridge  consisting  of  three 
arches,  one  82  ft.  and  two  62  ft.  spans,  with  20  ft. 
roadway,  over  the  Humber  River  at  Catherine 
Avenue  near  The  Old  Mill,  in  the  County  of  York. 

Plans  and  specifications  and  all  necessary  in- 
formation may  be  seen  at  the  office  of  the  under- 
signed, 57  Adelaide  Street  East,  Toronto. 

The  lowest  or  any  tender  will  not  neces- 
sarily be  accepted. 

FRANK  BARBER,  County  Engineer.' 
Toronto,  June  2,  1916.  23-23 


Tenders  for  Pavement 


Sealed  tenders,  addressed  to  W.  R.  Smith, 
Town  Clerk,  Ingersoll,  Ont.,  will  be  received 
up  to  4  p.m.  of  Friday,  the  16th  day  of  June, 
for  the  construction  of  about  11,500  square  yards 
of  reinforced  concrete  pavement  and  about  6,300 
square  yards  of  Tarvia  pavement  on  a  concrete 
base,  with  combined  curb  and  gutter.  Plans  and 
specifications  may  be  seen  at  the  Town  Hall, 
Ingersoll,  or  at  the  Engineer's  office,  Woodstock. 
The  lowest  or  any  tender  not  necessarily  accepted. 

W.  J.   ELLIOTT,  Esq.,  Mayor. 
23-23  F.  J.  URE,  Engineer. 


THE  PAS,  MAN. 


Sealed  tenders,  registered  and  endorsed  on  the 
envelope,  "Tender,"  and  addressed  to  H.  H. 
Elliott,  M.D.,  Secretary-Treasurer  of  the  Town 
of  The  Pas,  Man.,  will  be  received  up  to  6  p.m., 
June  22,  1916,  for  the  supply  and  delivery  of  the 
following  machinery  and  materials  : — 

Tender  "A" — For  the  supply  and  delivery  of  two 
Sewage  Lift  Pumps. 

Tender  "B" — For  the  construction  of  a  Sewage 
Lift  Chamber. 
Marked  cheque  for  five  per  cent.  (5  p.c.)  of 
the  amount  of  the  tender  must  accompany  each 
bid.  The  lowest  or  any  tender  not  necessarily 
accepted. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Consulting  Engineers,  Saskatoon, 
Sask. ;  the  Resident  Engineer^  The  Pas,  Man. ; 
Tender  "A"  only  at  Contract  Record,  Toronto, 
Winnipeg,    and  Montreal. 

MURPHY  &  UNDERWOOD, 

Consulting  Engineers, 

Saskatoon,  Sask. 

H.    H.   ELLIOTT,  M.D., 

Secretary-Treasurer,  ■ 
22-24  The  Pas,  Man. 


FOR  SALE 


•  Structural  Steel  Business,  established  four 
years,  to  be  sold  to  close  estate.  Excellent  op- 
portunity to  acquire  going  concern.  Full  par- 
ticulars, H.  P.  Teeter,  663  King  Street  East, 
Hamilton,  Ont.  23-23 


FOR  SALE 


Marion  Revolving  Shovel,  Model  No.  30,  on 
railroad  trucks,  in  fair  condition.  Box  413,  Con- 
tract  Record,   Toronto,    Ont.  23-25 


FOR  SALE 


Brick  and  frame  factory  and  site  on  Railroad 
in  Toronto,  now  equipped  as  woo4working  fac- 
tory. Dry  Kiln  and  Sprinkler  System  in  con- 
nection.    Apply   Box  411,  Contract  Record,  To- 


ronto, Ont.  23-23 


Plant  For  Sale 


1  Smith   Concrete  Mixer    $400 

1  Wettlaufer   Mixer   with   Engine    ...    ...  250 

1  20-H.P.    Upright    Hoisting    Engine    . . .  450 

2  10-H.P.  Motors,  D.C  each  S5 

1  30-H.P.  Motor,  D.C   150 

1  "American"  Hoisting  Engine  for  Barrow 

Hoist   350 


HOLMES,  1107  Yonge  Street,  Toronto. 

22-2& 


STEAM  ROLLERS 
FOR  SALE 


One  single  cylinder  Sawyer  Massey  13  tons; 
one  double  cylinder  Waterous,  15  tons.  Both  in 
perfect  condition.  Apply  to  Box  106,  Three 
Rivers,  Que.  22-23 


FOR  SALE 

One  Cube  Concrete  Mixer,  with  Boom  and 
Bucket  Attachment.  One  Foote  Continuous  Con- 
crete Mixer,  No.  3.  One  Five-ton  Horse  Roller. 
Dump  Wagons,  Plows  and  numerous  other  con- 
tractors' tools.  For  particulars  address  C.  H. 
Kaumeier,  care  P.  O.   Box  99,  Welland,  Ont. 

22-23 


FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


POSITION  WANTED 

As  Superintendent  or  Foreman,  by  capable  man 
of  large  expeiience  in  the  stone  business  in  charge 
of  quarrying,  cutting  or  construction  work.  Best 
of  references.  Box  404',  Contract  Record,  To- 
ronto, Ont.  21-23 


Residiences 

(Continued  from  page  49) 

of  a  residence  on  Oriole  Road  for  R.  J- 
Maclennan,  Kent  Building'-  Architect, 
W.  B.  Galbraith,  23  St.  Leonards  Ave- 
nue. Brick  construction.  Estimated 
cost,  $6,000. 

G.  W.  Dale,  12  Butternut  Street,  is 
about  to  start  work  on  a  residence,  es- 
timated to  cost  $3,000.  Smaller  trades 
will  be  let.    Brick  construction. 

The  erection  of  a  residence  at  an  es- 
timated cost  of  $7,500,  is  contemplated 
by  W.  P.  Levack,  519  Roxton  Road, 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

Work  has  been  started  on  the  erection 
of  a  pair  of  residences  lor  N.  J.  Craio;, 
173  Grace  Street.  Architect,  J.  H.  Stan- 
ford, 17  Westmoreland  Avenue.  .Vp- 
proximate  cost,  $5,000. 

C.  Gardiner.  91  Glenholme  Avenue,  has 
commenced  the  erection  of  a  residence 
on  Northcliffe  Boulevard,  and  will  let 
the  smaller  trades.  Brick  construction. 
Estimated  cost,  $4,500. 

Work  has  been  started  on  the  erection 
of  a  residence  for  J-  A.  Burns,  66  St. 
Anne's  Road.  Architect,  W.  G.  Burns. 
74  Indian  Grove.  Approximate  cost, 
$7,000. 

Tomkins  &  Baskerville,  490  Oakwood 
Avenue,  are  receiving  tenders  on  plaster- 
ing", wiring-,  tinsmithing  and  installation 
of  hot  air  furnace  in  connection  with  the 
residence  which  they  are  buildin.g  on 
Kenwood  Street. 

J.  Stone,  49  Coleman  Avenue,  is  re- 
ceiving tenders  on  plastering  required  in 
connection  with  the  residences  which  he 
is  building.    Approximate  cost,  $5,000. 

Sarnia  Township,  Ont. 

Adam  Storing.  Concession  2.  has  let 
the  general  contract  for  the  erection  of 
a  residence  to  John  Ellinor,  ]38  Victoria 
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Street,  Sarnia.  Brick  veneer  construc- 
tion.   Estimated  cost,  $3,500. 

Sault  Ste.  Marie.  Ont. 

ihe  contract  for  plastering  required 
in  the  erection  of  a  residence  for  ii.  '1". 
Lane,  10  Queen  Street,  has  been  award- 
ed to  W.  VVray.  333  Albert  Street,  and 
painting  to  E.  T.  Grand,  Queen  Street. 

Shawbridge,  Que. 

The  general,  masonry,  and  carpentry 
contracts  for  the  erection  of  dormitory 
cottages  for  the  Boys'  Farm  &  Traming 
School,  115  Mountain  Street,  Montreal, 
have  been  awarded  to  A.  F.  Byers  & 
Company,  340  University  Street,  the 
terra  cotta  work  to  the  National  Fire- 
proofing  Company  of  Canada,  Ltd.,  78 
Crescent  Street,  Montreal;  steel  work 
to  Structural  Steel  Company,  Ltd.,  10 
Cathcart  Street,  Monereal;  mill  work  to 
Latieur  Industriel  Incorporee,  Ste. 
Agathe  des  Monts;  heating  and  plumb- 
ing to  P.  J.  Sullivan  Company,  Ltd.,  336 
Lagauchetiere  Street  VV.  Approximate 
cost,  $25,000. 

Smith's  Falls.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  A.  Leacock  has  been 
let  to  F'red  Scott.  Brick  construction. 
Approximate  cost,  $3,000. 

St.  Catharines,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  a  residence  for  A.  Robin- 
son, 6  College  Street,  has  been  let  to 
Rymer  Brothers,  Nelson  Street.  Tapes- 
try brick  and  stucco  construction.  Es- 
timated cost,  $8,000. 

Toronto,  Ont. 

S.  B.  Green,  111  Evelyn  Crescent,  is 
about  to  build  a  residence  for  A.  E.  King, 
35  Oakmount  Road.  Brick  construction. 
Estimated  cost,  $4,200. 

In  connection  with  the  residence  in 
course  of  erection  for  R.  D.  Kilgour,  45 
Willcocks  Street,  the  masonry  contract 
has  been  let  to  J.  Aldridge,  138  West- 
mount  Avenue.    Carpentry  by  day  labor. 

Tomkins  &  Baskerville,  490  Ooakwood 
Avenue,  have  been  awarded  the  general 
contract  for  the  erection  of  a  residence 
at  498  Rushton  Road,  and  are  now  re- 
ceiving tenders  on  plastering,  wiring, 
tinsmithing,  and  hot  air  furnace.  Esti- 
mated cost.  $3,000. 

The  following  contracts  have  been 
awarded  for  the  erection  of  a  residence 
on  Warren  Road  for  F.  Cameron,  c/o. 
F.  S.  Baker,  Architect,  Traders  Bank 
Building:  masonry,  Gordon  Brothers,  I 
Delisle  Avenue;  carpentry.  Walker  & 
Robertson,  438  Delaware  Avenue;  plas- 
tering, Taylor  &  Nesbitt,  18  Havelock 
Street;  roofing,  G.  Duthie  &  Sons,  Ltd., 
80  Widmer  Street;  painting,  Cornelius 
&  Company,  50  Walker  Avenue;  plumb- 
ing, heating,  and  wiring,  Bennett  & 
Wrieht,  78  Queen  Street  E. ;  steel  work, 
McGregor  &  Mclntyre,  1139  Shaw 
Street.    Approximate  cost,  $15,000. 

Westmount.  Que. 

In  connection  with  the  residence  fn 
course  of  erection  for  T.  A.  Hubley,  48 
Windsor  Avenue,  the  roofing  has  been 
let  to  Campbell,  Gilday  Company,  Ltd., 
793  St.  Paul  Street  W.,  Montreal,  and 
the  elect/ical  work  to  McDonald  &  Will- 
son  Company,  Ltd.,  99  Drummond  ' 
Street,  Montreal. 

The  roofing  required  in  connection 
with  the  residences  naw  being  built  for 
Harding  &  Reward,  has  been  let  to 
Campbell,  Gilday  Company,  Ltd.,  793  St. 


Paul  Street  W.,  Montreal,  and  the  elec- 
trical work  to  McDonald  &  Willson 
Company,  Ltd.,  99  Drummond  Street, 
Montreal. 

In  conViection  with  the  residences  now 
being  built  by  Charles  Fyfe,  170  Mance 
Street,  Montreal,  the  rooling  has  been 
awarded  to  J.  Dunphy,  55  Barrie  Street; 
plastering  to  F.  A.  Sims,  358  Madison 
Avenue;  painting  to  H.  VV.  Birtwhistle, 
19  Clifton  Street,  and  electrical  work  to 
J.  B.  Staton,  5410  Sherbrooke  Street. 

In  connection  with  the  residence  now 
being  built  for  the  Roman  Cathodic 
Commissioners  of  St.  Leo,  360  Clark 
Avenue,  the  contract  for  steel  work  has 
been  let  to  the  Dominion  Bridge  Com- 
pany, Ltd.,  Lachine;  roofing  to  Duch- 
arme  Blais  &  Company,  1995  St.  James 
Street;  plastering  to  Z.  Bouchard,  13 
Bouget  Street;  painting  to  H.  Gauthier, 
396  Amherst  Street,  and  electrical  work 
to  L.  Ortiz,  376  Fabre  Street. 


Power  Plants,  Electricity  and 
Telephones 

London,  Ont. 

The  Utilities  Board  will  receive  tenders 
until  June  14th  on  the  supply  of  three 
200  k.v.a.  hydro  transformers.  General 
Manager,  E.  V.  Buchanan. 

Sackatchewan  Province. 

The  following  Rural  Telephone  Com- 
panies have  been  empowered  to  borrow 
money  for  the  construction  of  their  pro- 
posed systems:  Battlevale  R.  T.  Com- 
pany, $3,800.  Secretary,  J.  A.  Morrison, 
Waseca;  Graham-Chatsworth  R.  T.  Com- 
pany, $3,500,  Victor  Rooke,  Picnic; 
Longlaketon  R.  T.  Company,  $3,200, 
Herbert  Fisher,  Silton. 

Warwick  Township,  Ont. 

The  Township  Council  propose  to  se- 
cure estimates  on  the  installation  of  a 
hvdro  system.  Clerk,  Nathaniel  Her- 
bert. Watford,  Ont. 


»  Fires 

Montreal,  Que. 

^  Factory  of  the  St.  Lawrence  Wiigon 
Company,  Ltd.,  34  King  Street.  Loss, 
$5,00.    Repairs  will  be  made. 

Vancouver,  B.C. 

Fish  plant  and  grain  elevator  owned 
by  the  New  England  Fish  Company  and 
Alberta    Pacific    Grain    Company,  Ltd. 
Loss,  about  $600,000. 
York  Mills,  Ont. 

Cottages,  stables,  garage  and  poultry 
buildings  owned  by  F.  B.  Robins,  86 
Glen  Road,  Toronto.    Total  loss,  $30,000. 


Miscellaneous 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  June  20th  for  the  supply  of 
motor  fire  apparatus.  Specifications  at 
office  of  Fire  Department,  Adelaide 
Street  W. 


Late  News  Items 

Esquimau,  B.C. 

The  Municipal  Council  have  awarded 
a  contract  for  construction  of  sewers  to 
Warren  &  Stancombe.  Estimated  cost, 
exclusive  of  pipe,  $8,000. 


HaUfax,  N.S. 

The  School  Board  have  let  the  general 
contract  for  the  erection  of  a  school  on 
Young  Street  to  Falconer  &  MacDon- 
ald,  St.  Paul  Building,  the  painting  to 
Walsh  Brothers,  Metropole  Building, 
heating  and  plumbing  to  Farquhar  Bro- 
thers, Barrington  Street,  and  electrical 
work  to  J.  Starr  &  Sons,  Granville  St. 
Approximate  cost,  $75,000. 

Hamilton,  Ont. 

F.  F.  Dalley  &  Company,  Hughson 
Street  N.,  propose  to  build  a  factory  on 
Burlington  Street,  at  an  approximate  cost 
of  $100,000,  and  work  will  start  very 
shortly. 

London,  Ont. 

William  Jefifrey,  419  Simcoe  Street, 
has  been  awarded  the  general  contract 
for  the  erection  of  a  residence  for  W.  I. 
Spettigue,  361  Hill  Street,  and  has  start- 
ed work.    Estimated  cost,  $10,000. 

Medicine  Hat,  Alta. 

The  sub-contract  for  the  erection  of 
a  flour  mill  and  elevators  for  the  Lake 
of  the  Woods  Milling  Company  has  been 
let  to  the  Fegle  Engineering  &  Con- 
struction Company,  209  North  Archibald 
Street,  Fort  William.  Brick  and  con- 
crete construction.  Approximate  cost, 
$300,000. 

Quebec,  Que. 

E.  A.  Tremblay,  69  St.  Nazaire  St., 
has  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $18,000.  Brick 
and  concrete  construction. 

Saguenay  River,  Que. 

The  report  previously  issued  under  this 
head  with  regard  to  the  Dupont  Powder 
Company  is  incorrect.  The  Company 
are  not  planning  any  construction  work. 

Sarnia,  Ont. 

The  Board  of  Education  have  award- 
ed the  general  contract  for  the  erection 
of  a  school  on  Lochiel  Street  to  Schultz 
Brothers  &  Company,  Brantford.  Smaller 
trades  will  be  sub-let.  Terra  cotta,  steel 
and  stone  construction.  Approximate 
cost,  $55,000. 

Toronto,  Ont. 

W.  S.  Grimshaw,  463  Avenue  Road, 
has  commenced  the  erection  of  three 
duplex  residences,  estimated  to  cost 
$18,000.  Smaller  trades  will  be  let.  Ar- 
chitect, P.  H.  Finney,  79  Adelaide  St.  E. 

Commissioner  of  Works  R.  C.  Harris 
has  recommended  the  construction  of  as- 
phalt paving  on  eight  streets,  estimated 
to  cost  $59,300,  and  concrete  sidewalks, 
estimated  to  cost  $17,000. 

William  Cowlin  &  Son  of  Canada,  Lim- 
ited, Mail  Building,  who  have  the  gen- 
eral contract  for  the  proposed  office 
building  for  the  Trusts  &  Guarantee 
Company,  desire  to  receive  sub-tenders 
on  all  trades  except  plumbing,  heating, 
ventilating  and  wiring. 

Westmount,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  J.  F.  Slessor,  4825 
Western  Avenue,  has  been  let  to  Anglins 
Limited,  65  Victoria  Street,  Montreal. 
Terra  cotta  and  brick  construction.  Ap- 
proximate cost,  $9,300. 

Anglins  Limited  have  also  been  award- 
ed the  general  contract  for  the  erection 
of  three  residences  for  Warden,  Cook 
&  Davidson.  Brick  and  terra  cotta  con- 
struction.   Approximate  cost,  $19,500. 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Trade  Mark 


Turbo- 
Generators 


Sturtevant  Generating  Sets  represent  a  very 
high  degree  of  specialization.  The  generators 
are  not  stock  motors,  arranged  as  generators, 
but  are  machines  built  for  the  sole  purpose  of 
direct  connection  to  turbines.  They  embody 
the  results  of  eight  years'  experience  in  manu- 
facturing this  type  of  apparatus.  We  have  a 
complete  line  of  these  machines  from  5  KW  to 
100  KW. 

Turbine  and  generator  are  both  built  by  the 
same  concern.  There  is  therefore  no  divided 
responsibility.  The  members  are  designed 
with  a  unity  of  purpose  and  harmony  of 
operation  results. 

Sturtevant  Turbo  -  Generatprs  are  carefully 
constructed,  assembled  and  tested  by  high 
grade  experienced  workmen.  Every  set  is" 
given  a  complete  heat  run  before  shipment. 
Operating  conditions  are  reproduced  as  closely 
as  feasible.  The  possibility  of  a  machine 
being  shipped  without  proper  adjustment  is 
reduced  to  a  minimum.  , 

These  sets  comply  with  United  States  Navy 
Specifications  in  every  particular.  This  in  itself 
is  a  guarantee  that  the  design  and  construction 
are  such  as  to  pass  the  most  rigorous 
inspection. 

Send  for  full  information  and 
get  Bulletins  209-Z  and  210.Z. 

B.  F.  Sturtevant  Co.  of  Canada 

Gait,  Ontario  Limited 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents  Sanford  Riley  Stoker  Co.,  Limited 
—the  Riley  Stoker. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 

MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUM  ES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 

Prompt  Delivery. 


BELLEVILLE,  ONTARIO 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"There's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 
650  Pacific  Street  VANCOUVER.  B.  C, 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 


President 


Phone  Main  102 


WOODEN  TANKS 


>f  all 


sizes 


for 


Water  Storage 
Sprinkler 
Systems  and 
Ge<ieral  Mining 
Purposes 

We  also  make 

SILOS 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jambs  Thomson,  President. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  IRdrN  i»i^e^E 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON,  ONT. 
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FIRE  BRICK 

ia  every  grade  and  shape  to  suit  every  type  of  furnace 
or  boiler  setting  provided  in  the 

Elkco,  Elk  Steel,  St.  Marys, 
Keystone,  Rotex 

brands.  Details  concerning  them  are  contained  in  our 
booklet  "Refractory  Efficiency  Engineering"  which 
v/ill  be  sent  on  application. 

Elk  Fire  Brick  Co.  of  Canada,  Ltd. 


Federal  Life  Bldg., 


HAMILTON,  ONT. 


"Venus 

10  <  PENCIL 


"That's  it" 


said  a  prominent  con- 
tractor, as  he  glanced 
over  the  pencils  on 
the  store  counter.  "I 
recognize  the  Venus 
water  mark  finish. 
1  have  l^een  care- 
less about  pencils, 
believing  that  they 
are  all  pretty  much 
alike,  but  I  hap- 
pened to  use  some 
of  the  VENUS 
PENCILS  belong- 
ing to  one  of  my 
draftsmen,  and  was  sur- 
prised at  the  differ- 
ence." 


"Here  are 
17  degrees 
select  fror 
hardest,  to 

and  there  are  two  copy- 
ing." said  the  clerk. 
"Well,  give  me  an  as- 
sortment, I'll  find  out 
just  which  degrees  I 
prefer." 

If  you  are  not  using 
Venus  Pencils,  you 
ought  to.  Fill  out  cou- 
pon so  we  can  send 
sample  box  of  Venus 
pencils  and  Venus*  eraser. 


AMERICAN  LEAD  PENCIL  CO. 

236  Fifth  Avenue 
NEW  YORK 

and  Clapton,  London, Eng. 


^  STONE  CRUSHER 

IS  THE 

"ACME" 


The  Machine  of 

QUALITY  and  MERIT. 


Goodwin,  Barsby  &  Co.,  Leicester,  Eng. 


Pompeian 
Lawn 
Vase 


The  manufacture  of  Ornamental 
Products  is  a  profitable  end  of 
every  up-to-date  and  progressive 
concrete  products  plant.  Get 
our  Ornamental  Mold  catalogue 
and  prices  on  Plain  and  Fluted 
Columns,  Capitals,  Spindles, 
Balls,  Lawn  Vases,  etc.  We 
manufacture  a  complete  line. 

Ideal  Concrete  Machinery  Co. 

Box  250,  Windsor,  Ont.  Limited 


Grecian 
Lawn 
Vase 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  himdreds  of  dollars. 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  v/hich  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 
Prices  Reasonable— Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Tru*t  &  Savings  Bldg. 
INDIANAPOLIS.  IND. 


June  7,  1916 


THE   CONTRACT  RECORD 


57 


The  Maritime  Bridge 

Company,  Umited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 


sale. 


Angles 


Channels 


67-6"x354"x5/3"-60'0" 
28-6"x3i/i"xll/16"-60'0" 
40-6"x3i4"x3/4"-60'0" 
22-6"x3i/4"x3/4"-55'0" 


31-12"x30  lb.-60'O" 
83-15"x33  lb.-36'lOi^" 


Zees 


94-  3"  x  2-11/16"  X 

95-  3-1/16"  X  2-3/4' 


1/4"  X  6.7  lbs.  -  54 '0" 
x5/16"  X  8.5  lbs,  -  50 '0" 


Mild  Steel  Bars 


20-8" 
20-10 
13-6" 
17-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4 

13-  8 


xl/4"-30'0" 
"xl/4"-30'0" 
x6/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 

x5/16"-30'0" 
"x5/16"-20'0" 
i^x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-1254  "x5/8"-30'0" 

22-654"xll/16"'33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bar*  in  Stuck 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


You  Eliminate  Needless  Risk 

when  you  install  Standard  Rubber  lu.sulated 
Wires  and  Cables  in  that  building  of  yours.  Ask 
our  nearest  office  for  prices  of  Standard  wire 
before  buying. 

Standard  Underground  Cable  Co. 

of  Canada,  Limited 
Hamilton,  Ont. 

Montreal,  Que.       Winnipeg:,  Man.  Seattle,-Wash. 
Manufacturers  of  Electric  Wires  and  Cables  of  all  kinds,  for  all 
services,  also  Cable  Accessories. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"  Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  liard  service.  Designed,  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

1120  Sprine  Garden  Street 
PHILADELPHIA,  PA..  "Since  1870" 


HELLER  &  BRIGHTLY, 


WE  HAVE  MOVED 

We  have  moved  from  our  old  premises  in  King 
St.  and  are  now  settled  in  our  new  and  up-to- 
date  plant  at  296  Richmond  St.  West. 

With  new  equipment  and  a  larger  plant  we  can 
handle  your  orders  with  dispatch. 

Luxfer  Prism  Co.,  Limited 

296  Richmond  St.  W.  Toronto 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

,  Head  Office,  Works  and  Docks :— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


ROAD  MAINTENANCE 

is  as  Important  as  Road  Construction 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 

Large  sums  were  spent  on  macadam  roads  in  1915.  Do  not  let  them  dust 
away  this  coming-  year.    PRESERVE  THEM  WITH  FLUXPHALTE. 

New  Illustrated  Booklet  on  Request 

UPP 

Mil,!  OIL  C?  Unvm 

rtmm. 


OP  TEIDB  BlEilfK 


dTA/CM  DTD  UV  DID         partitions,  suspended  ceilings 

OEj  V  Hill   IxiD  n  I  -IvlD  SIDE  walls,  roofs,  etc.  gauges 

24.  26,  28 

standard 
sheets 

24"  wide, 
6.  8.  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


walkerville, 
ont. 
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TurnbuU 


Elevators 


Passenger 
Freight 
Hand  Power 
Dumb  Waiters 


Tbe  TurnbuU  Elevator 

Mfg.  Company 

TORONTO,  ONT. 


STRUCTURAL  STEEL 
BRIDGES 

We  have  the  organization  to  plan 
and  execute  a  steel  construction  to 
give  that  lasting  satisfaction  ex- 
pected from  the  best. 

Write  us  for  an  estimate  on  your 
work. 

We  also  make  Steel  Tanks 
for  all  purposes. 

MacKinnon^  Holmes  &  Company^  Limited 

SHERBROOKE,      -  QUEBEC 
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''Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carts,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces :  Alexander  Gibb,  1-2  St.  Nicholas 
Building,  St.  Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Loucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

British  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


Meet  All  Requirements 

".\merican"  Fire  Pumps  meet  all  requirements  of 
Underwriters'  Associations,  because  in  their  design, 
materia!  and  workmanship  high  quality  is  maintained, 
and  every  pump  is  carefully  tested  in  our  own  lab- 
oratory before  it  is  permitted  to  leave  our  Works. 

When  so  ordered,  these  pumps  are  furnished  direct 
connected  by  flexible  shaft  coupling  to  high  speed 
enclosed  ventilated  motor,  so  designed  that  in  case 
of  hose  rupture  it  will  not  deluge  the  motor. 

Catalog  1352  describes  them. 
Write  for  your  copy. 

The  American  Well  Works 

General  Office  and  Works:  Aurora,  111. 
Chicago  Office :  First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 
Gorman,   Clancy   &   Grindley,   Ltd.,   Edmonton  and 
Calgary. 

B.  C.  Equipment  Co.,  Vancouver,  B.  C. 


What*s  in  a  Name? 

when  that  name  is  MUELLER  it  signifies  the  very  highest 
quality  in  Water,  Plumbing  and  Gas  Brass  Goods. 

MUELLER 


C.  R. 


\ 


Sign  and  Mail 
This  Coupon 


\ 


\ 


\ 


\ 


H. 

Mueller 
Mfg.  Co. 

Ltd. 

Sarnia,  Ont. 

Quote  me  prices  on 
Mueller   Lead  Flange 
Curb  ■Cocks  and  send 
me  general  catalogue. 

Signed   


\ 


City 


{Patent  Cap  Lead  Flange) 

CURB  COCK 

This  No.  86  Inverted  Key  pattern  of  the  lead  flange  type  is  an  excel- 
lent example  of  Mueller  quality.  It  is  well  made  of  the  finest  metal,  ard  is 
unconditionally  guaranteed  to  give  long  and  satisfactory  service. 

Made  in  Sarnia,  Canada 

\     H.  Mueller  Mfg.  Co.,  Limited 

SARNIA,   -  ONTARIO 

Makers  of  High  Grade  Water,  Plumbing  and  Gas  Brass  Goods 


  \ 

Prov   \ 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 

Frost -Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i— Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


I 


1885    "QUALITY  FIRST"  1916 

It  Has  Paid  Us  and  Will  Pay  You 

Galvanized  "  EASTLAKE  "  Shingles 

have  made — and  will  make — more  money 
for  Canadian  Contractors  than  any  other 
type  of  metal  roofing. 

The  Quality  is  There! 

They  satisfy  your  customer  —  they  sell 
easily  —  they  lay  quickly  —  they  make  a 
good-looking  roof — they  are  fireproof. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 

TORONTO       and  WINNIPEG 


>•  11  II 11  11 

"  II  ft  11  !| 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 


Send  for  special  Tank  and  Tower  Catalogue 


Ontario  Wind  Engine  &  Pump  Co. 

Winnipeg  Calgary 


Toronto  Montreal 


Limited 
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Increase  Your  Derrick  Output 

by  equipping  your  derricks  with 
DAKE  motor  crabs  which  posi- 
tiv,ely  take  the  delays  out  of 
operation.  There  are  no  dead 
centers  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 
MOTOR  CRABS 

start,  stop  and  reverse  instantly. 

Write  now  for  catalog  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich  ,  U.S.A. 

CANADIAN  AGENTS: 
Montreal—Mussens,  Ltd.   Toronto— A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


STANDARD  STEEL 


Beams —Channeli 
Anglei — Plates 

Always  in  Stock  CONSTRUCTION  CO. 
Reinforcing  Bars 

"Self-Sentering" 

Corrugated 
Sheeting 

Send  for  Stock  List 


LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 

Steel  Buildings  and  Bridges 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 
Phone  or  write  us  for  quotations  when  you  are  In  the  market. 
OfBce-M  4515-M  4516      Residence-P  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phones,  Office  North  \  Eveningrs,  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually, 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Canadian  Inspection  and  Testing 
Laboratories,  Limited 

Inspecting  Engineers  and  Chemists 

Mill,  shop  and  field  inspection  of  bridges 
and  structural  work;  test  of  materials;  mill 
inspection  of  rails  and  track  supplies; 
foundry  inspection  of  steel  and  iron  cast- 
ings of  all  classes;  expert  examinations  and 
reports.  Representatives  at  all  important 
Canadian,  American  and  European  Works. 

Head  Office  and  Main  Laboratories :  MONTREAL 

Branch  Offices  and  Laboratories  -  TORONTO,  WINNIPEG 
EDMONTON,  VANCOUVER  and  NEW  GLASGOW 


Canada  Iron  Foundries,  Limited 


CAST  IRO^M  PIPE 


Head  Office 


Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc..  Castings 
of  all  kinds,  Moorinif  Bollards  for  both  Concrete  and  Wooden  Docks 
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of  a  large  chain  belt  were 
saw.     Operator  cut  them 


in  coulee  of  manufacture  these  link 
trimmed  to  shape  at  corners  with 

undersize,  necessitating  the  addition  of  new  metal  at  corners  to 
piake  them  required  size  for  finishing.  This  was  done  by  Prest- 
O-Lite  Process. 

Welding  Saved  These  Links 
In  Heavy  Chain  Belt 

How  many  times  have  your  men  luade  miscalculations  which 
threatened  to  hold  up  the  work  on  an  important  order  just  when 
everything  seemed  to  be  going  along  nicely?  Oxy-acetylene 
welding  would  enable  you  to  correct  many  sucli  mistakes,  and 
pull  through  an  important  job  to  please  an  impatient  customer. 

Manufacturers  of  every  class  of  metal  products  daily  are  up 
against  problems  of  correcting  unfortunate  last-minute  mistakes 
such  as  the  one  illustrated  above.  By  simply  adding  new  metal 
to  the  corners  of  these  improperly  finished  links  they  were  saved 
from  the  scrap  pile — to  say  nothing  of  the  saving  of  time  that 
would  have  been  required  to  make  up  new  links. 

The  usefulness  of  oxy-acetylene  welding  is  not  confined  to 
sohing  manufacturing  problems  like  this.  You  can  make  your 
junk  pile  pay  you  a  profit,  by  repairing  and  putting  back  into 
service  broken  or  worn  e(|uipment  which  can  be  ma<le  good  as 
new,  sometimes  at  trifiing  cost. 

You  can  secure  all  of  these  benefits  through  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.  Prest-O-Ijite  Dissolved  Acetylene  (ready- 
made  carbide  gas)  is  backed  by  Prest-O-I.ite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 

The  necessary  equipment  is  not  expensive.  We  furnisli  high- 
graile  welding  apparatus  for  $7"),  acetylene  sei  vice  at  addi- 
tional cost.  ,\lso  adaptable  for  oxy-acetylene  cutting  by  the 
addition  of  a  special  cutting  bIow-pii)e.  Thorough  instructions 
are  furnished  free  to  every  user  of  {"rest-O-Lite  dissolved  Acety- 
lene— any  average  workman  who  understands  metals  can  learn 
the  process  fpiickly  and  easily. 

Ask  for  extensively  illustrated  literature  and  data, 
showing  the  classes  of  work  others  are  now  doing 
and  how  readily  you  can  effect  equal  savings  in  your 
shop  or  factory.    Sent  free  if  you  are  interested. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved  P^fl 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Chargins  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


Copyrighted— 1916 
S.K.M.  Co. 


That  Corrosion  Devil 
Foiled ! 

What  is  more  uncanny  than  the  corrosion  of  sheet 
metal.  A  bright  galvanized  sheet  frequently  after 
only  a  few  month's  service  appears  as  if  some  fiend 
were  hacking  away  at  it. 

Yet  it  is  possible  to  procure  sheet  metal  made  from 
iron  ore  which  possesses  all  the  good  properties  of 
steel  and  iron  sheets  PLUS  ABILITY  TO  CCMBAT 
CORROSION.    That  is  

It  Foils  that  Corrosion  Devil 

Because  of  its  extreme  durability  and  very  moderate 
cost,  Toncan  Metal  has  created  new  uses  for  sheet 
metal.  Products  that  heretofore  have  been  made  of 
other  materials,  because  sufficiently  durable  sheet 
metal  could  not  be  procured  at>  a  moderate  cost,  are 
being  made  today  of  Toncan  Metal. 

A  Few  Uses  for  Toncan  Metal  Sheets : 


Roofing 
Eaves  Trough 
Conductor  Pipe 
Ventilators 
Skylights 
Window  Frames 
Reinforcement 


Culverts 
BoK  Cats 
PasseBK^r  Cars 
Car  Roofs 
Refrigerators 
Tanks 
Metal  Lath 


Trestle  Coverings 
Bridge  Arches 
Brine  Trouihs 


and  a  thousand-and-one  other  uses. 

Write  for  this  Book^ 

The  Pedlar  People  Ltd. 

Oshawa,  Ont. 

Canadian  Distributors 

The  Stark  Rolling  Mills  Co. 


CANTON,  OHIO 


Sole  Makers 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5-barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $G.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.     Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto  : — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  J^-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  shelving,  $83  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extras 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  x  14,  14  X  14,  14  X  16,  $38.00;  10  x  16, 
12  X  10,  16  X  16,  14  X  18,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  A  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  .36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
5teel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
.$3.50;   small   sizes  $.3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs.; 
Yi  in.,  5/16  in.  and  H  in.,  .$3.50  per  100  lbs. ; 
gauge  plates.  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron — 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe- — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12  in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft.  ;  6  in,,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.:  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft.  ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  IS  in.,  05  per  cent.,  20- 
in.  to  24-in. 

/• 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.   gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Ilydrated,  $14  per  ton;  lump,  $8. 

Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;   all  f.o.b.  Montreal. 

Concrete  Brick— grey  $22,  red  $22,  bufi  $23, 
, white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not   reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in,  74c.    Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48  in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  J^-in.,  $1.65;  ;^-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  in.,  26c.  extra;  }i  \n.  %  in. 
X  Yt  in.  50c.  extra.  Boiler  plates — \i  in. 
thick  and  thicker,  .$4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
.$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
.$0.00;  28  gauge,  .$5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  .$4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight   pipe    (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  TiTk  ;  9  in.,  70c;  10  in.,  80c;  12  in.,  $1 ; 
24  in.,  $3,25.    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.     Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2Yi  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buclian  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  5()  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris- $2.35  per  bbl.  Rope— Best  Manilla. 
22^c.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  1354c.  basis;  lath  yarn  ViYz 
cents.  Boiled  linseed  oil — in  barrels  95c.  p;r 
gal.  of  9  lbs.  Raw  linseed  oil — in  barrels. 
92J.4C.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime — Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick — No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12 ;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
54 -in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1}^  and  2-in.,  $2.65;  ^-in.  and 
1-in.,  $2.90;  Y^-m.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $2.S ;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55:  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  x  10,  6  X  12,  8  X  12,  $39 ;  10  x  10,  12  x  16, 
16  X  16,  14  x  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  x  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  10  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5Vi-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,   $2.35  per   100   lbs.  ;  square 
twisted,  $2.45  per  100  lbs.;  channels,  angles, 
beams  and  plates,  $2.95  per  100  llis. 
Cast   Iron   Pipes — Standard  price,  car  load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  66) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stock*  : 

SYDNEY.  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering"  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  64) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  6.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISyi  cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton ;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs.;  putty  in  bulk,  $3.25  per  bbl.;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs.;  superfine,  white,  $9.50  per  bbl.; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 

Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


-  warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings ;  lire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.S'5  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  x  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12 ;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX.  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse: 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 2.'*  gauge,  $7.50  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
npr  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4-in.,  ri'Ac.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  loin.,.  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in>,  $L25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 

Hydrated  lime — $13  in  car  lots. 

Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Piaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grade, 
li'/iC  basis;  sisal  rope,  12'Ac  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $19.00  per 
100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


Nova  Scotia  Steel  &  Coal  Company^  Ltd. 

Beg  To  Announce 

That  their  new  steam-hydrauHc  forge  shop  is  now  in  opera- 
tion, as  also  is  their  recently  installed  "Harmet"  fluid  com- 
pression-plant. 

These  improvements  bring     Scotia's"  equipment  abreast 
of  the  best  foreign  forges. 

They  are  accordingly  open  to  supply  forgings  of  all  shapes 
and  sizes.  Made  of  ordinary  or  fluid  compressed  open- 
hearth  steel,  and  satisfying  the  most  severe  specifications. 

For  Prices  and  Particulars  Apply  to 

Head  Office  -  -  New  Glasgow,  N.  S. 
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Concrete  Bonding 
Locker*  for  Clothes 
Iron  Stairway* 

Enquiries  solicited. 

CANADA  WIRE  &  IRON) 
GOODS  CO.,  Hamilton 


"As  Strong  as  the  Pipe" 

Interlock  Welded  Necks 

Will  eliminate  two-thirds  of  your  joint 
trouble.  How?  By  eliminating  two-thirds 
of  your  joints  with  their  bolts,  gaskets  and 
liability  to  leak.  An  Interlock  Neck  is  much 
lighter  than  a  cast  iron  or  steel  fitting,  al- 
though "as  strong  as  the  pipe." 
We  design  and  execute  complete  piping 
contracts. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


.A 


ATWOOD  ATWOOO 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

'  BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Offices:— 
Bridgeburg,  Ontario.  130  Janrt  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridseburg.  Ont. 
Built  for  C.P.R.  Montreal   Cliicago,  111.  Greenville,  Pa. 


Montreal 


TORONTO 


Winnipeg 


CONCRETE  MIXERS 

Vour  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Galvaduct"  and  "Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manuiaeturera  under  Canadian  and  U,  S.  Letters  Patent 

Toronto      -  Canada 
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Chipman  &  Power 

Civil  Eng^ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  'granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Ueinforcetl  Concrete,  Water  Works,  Sewers, 
Water    I'owers,   Structural   Steel,  Bridges, 

Buildings,  &c.,  &c. 
11%   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

»  Limited 

Consulting  and  Inspecting  Engineers, 

Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories  : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


AN6LINS 

**  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WOBK 
LARGE  OR  SMALL." 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  Office  and  Works: 

Main  904-906  62  Esplanade  E.,  Toronto. 


R.  O. 

WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATEMTC     SECURED  or  our 

rM  I  CH  I  O         FEES  RETURNED 

Being  next  door  to  tlie  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
otliers  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Geo.  M.  Miller  &  Co. 


Architects 

Toronto  General  Trust  Building 


TORONTO 


STANLEY  LIOHTFOOT 

REG  O  PATENT  SOLICITOR  ANO  ATTORNIV 

LUMSDEN   BLDG.('°J  y^!J,^|."  )  TORONTO. 

NEW  BOOKLET  OF  COMPLETE  INFORMATION  FREE 

MBNT.ON    TMI«    »A..e«)  M.  3713 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707   Union  Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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Wei^e  got  to 
save  our  concrete  floors 

"Our  cement  floors  are  comparatively  new  and  are 
the  best  we  could  lay  down,  but  the  surface  is  already 
sanding-,  water  is  getting  spilled  on  them  and  they 
are  soaking  up  oil.  I  tell  you,  gentlemen,  we  have 
got  to  save  them." 

■  y^^^.CEMENT  Filler 
MV.M  .  WW.  L  Cement  Floor  Paint 


ttE6.  V^.PAT. 


as   TO  fOf>Tl.A 


will   keep  cement   floors   wearproof,   waterjiroof   and  oiljiroof. 

Scuffed  off  dust  won't  float  in  the  air  to  ruin  merchandise, 
get  into  bearings  and   cause   electric   motors   to  spaik. 

Oil  won't  get  in,  never  to  be  gotten  rid  of,  tu  injure  the 
concrete. 

R.  I.  W.  Cement  Filler  and  Cement  Floor  Paint  fill  up  the 
sandy,  porous  surface  and  prevent  all  wear  on  the  floor  itself. 
Twelve    standard  shades. 

Let  us  mail  yoti  a  special  booklet.     Address  Dept.  .'jl. 
Manufactured  in  Canada  by 

R.I.W.  DAMP.RESISTING  PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,     ONTARIO,  CANADA 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Riverp,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "         100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  BIdg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


Accurate  Meter  Testing  for 
Small  Water  Works 


You  may  do  your  meter 
testing  just  as  economic- 
ally, quickly  and  accur- 
ately as  the  largest  muni- 
cipal waterworks. 

Baby  FORD 

Meter  Testing 
Machine 

Puts  the  high-grade 
Ford  equipment  within  the 
reach  of  every  waterworks. 

It  tests  all  makes  of  me- 
ters up  to  and  including 
1  inch.  The  calibrated 
outlet  ranges  from  1/32 
inch  to  1  inch,  in  ten 
graduations. 

Will  soon  save  its  cost 
in  increased  receipts. 

Write  now  for  the  full 
details  about  this  latest 
Ford  Product. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 

Makers  of  the  Famous  Frost  Proof  Meter  Boxes 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-161S 
Private  exchange  connecting  all  departments 
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Cheap 

Positive 
Ventilation 


Canadian 
Disk  Fans 


do  more  than  merely  stir  up  t^e  air. 
They  ventilate  thoroughly  —  remove 
all  objectionable  odors  and  fumes. 

You  can  install  these  disk  fans  in 
factories,  office  building^s,  boiler  and 
engine  rooms,  theatres,  resturants, 
lavatories,  etc.  at  a  very  small  ex- 
pense. Simply  bolt  the  frame  to  an 
opening  in  the  wall  or  in  a  window, 
and  connect  the  wires. 

And  they  require  no  attention  ex- 
cept an  occasional  oiling. 

Ask  for  Bulletin  182  E-12 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin       -  Ontario 

Manufacturers  :  —  Forjres,  Blowers,  Heating  and  V'entilating 
and  Drying  Apparatus. 

Branch  Offices  in  all  Principal  Cities 


Contracto 


rs 


RUSH! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity? 

If  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  afTected  by  Wind,  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

Used  by  All  leading  Contractors  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTRACTOR  of  the  CARBIC  FLARE 
LIGHTS'  ability  and  we  will  stand  by  his  words. 
Write  or  wire  for  immediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 


"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 
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PIATT  IRON  WORM  -  DAYTON,  OHIO. 

Double  Suction  Centrifugal  Pump 


4-Inch  Piatt  Double  Suction  Centrifugal  Pump 

Direct  Connected  to  Electric  Motor 


Casing  of  hard,  close-grained  cast  iron  or 
other  suitable  metal.  Lower  part  of  casing 
is  cast  in  one  piece,  giving  strength  and  ligid- 
ity  under  operating  conditions. 

Rotors  are  specially  designed  to  meet  con- 
ditions under  which  they  are  expected  to 
work. 

Casing  is  split  horizontally  on  the  center 


Standard 
Pumps  for 
Every 
Service 


line  of  the  shaft.  Lifting  off  of  the  top  and 
bearing  caps  allows  the  removal  of  all  rotating 
parts  without  disturbing  the  suction  or  dis- 
charge connections. 

Interchangeability  is  guaranteed.  Every 
pump  tested  underworking  conditions  before 
shipping,  besides  given  a  static  test  under 
much  higher  pressure. 


Piatt  Double  Suction 
Centrifugal  Pumps 

Splk  case  features  insure  accessibility.'  Their  rugged 
construction  guarantees  efficient  and  continuous  service 
wiiether  installed  where  every  facility  is  at  hand,  or  ID 
the  most  isolated  parts  of  the  world. 

Bulletin  No.  762  fully  describes  them. 

Smith- Vaile 
Yoke  Type  Boiler  Feed  Pumps 

Provided  with  removable  and  interchangeable  water 
cylinder  linings  and  adjustable  packed  water  pistons, 
permitting  compensation  for  wear. 

Bulletin  No.  "SO  will  interest  every  engineer. 

Smith- Vaile 
General  Service  Pump 

Well  designed  in  all  points  that  contribute  to  effici- 
ency, durability  and  satisfactory  operation.  Strength 
and  quality  of  metal,  direct  water  passages  insuring  air 
pocket  freedom,  accessibility,  liberal  valve  area  and  few 
working  parts. 

Bulletin  No.  780  covers  the  complete  line. 


Stilwell  Feed  Water  Heaters 

Class  "d"  Type 

Either  Thoroughfare  or  Switch  Valve  Type.  Fitted 
with  float  controlled  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  special  design  for  raw 
water  control,  perfect  filtration,  make  them  pre-eminent. 

Bulletin  No.  783  is  descriptive. 


Victor-Francis  High  and  Low 
Head  Water  Wheels 

The  epoch-making  installation  of  Victor  Francis  equip- 
ment to  produce  50,000  horse  power  at  Cohoes,  N.  Y., 
indicates  the  high  efficiency  that  can  be  obtained  with 
well  designed  and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  the  line. 

Smith- Vaile  Compound 
Duplex  Pumping  Engines 

Economical  steam  construction  by  multiple  expansion. 
Undeveloped  energy  of  steam  after  the  completion  of  the 
stroke  in  initial  cylinders  is  conserved  and  employed  in 
expansion  cylinders.   A  saving  of  from  25  to  35  per  cent. 

Bulletin  No.  780  gives  details. 

Smith- Vaile  Triplex  Pumps 

Belt  Drive    Chain  Drive    Direct  Geared 

Four  bearings  insure  reliability  for  day-by-day  service 
in  a  practically  unlimited  range  of  application.  May  be 
belt  driven  from  any  available  source  of  power,  or  direct 
connected  by  coupling,  gears  or  chain  to  any  form  of 
motive  power. 

See  Bulletin  No.  741. 


Smith- Vaile 
Cottonseed  Oil  Presses 

With  built-up,  indestructible  all-steel  boxes.  The 
boxes  can  come  together  empty,  under  full  pressure, 
without  damage.  The  platen  or  ram  block  is  of  semi- 
steel  and  of  ample  thickness. 

Bulletin  No.  684  on  request. 


PLATT  IRON  WORKS        DAYTON,  OHIO 


ATLANTA 

BOSTON 

BALTIMORE 

BIRMINGHAM 

CHICAGO 

CINCINNATI 


CLEVELAND 
COLUMBIA,  S.  C. 
DALLAS 
DENVER 
DETROIT 
HAVANA 


Representatives  in  Principal  Cities  Insure  Prompt  and  Efficient  Service 

MEXICO  CITY  PHILADELPHIA 
MINNEAPOLIS  PITTSBURG 
MONTREAL  PORTLAND 
NEW  ORLEANS 
NEW  YORK 
OMAHA 


INDIANAPOLIS 

JACKSONVILLE 

KANSAS  CITY 

LONDON 

LOS  ANGELES 

MEMPHIS 


RICHMOND 
SAINT  LOUIS 
SALT  LAKE  CITY 


SAN  ANTONIO 
SAN  FRANCISCO 
SEATTLE 
SPOKANE 
TORONTO 

YOUNGSTOWN.  OHIO 
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USE 


DOMINION"  EXTRA  FLEXIBLE 
I  DREDGE  ROPES 

Stocks  Carried  in 
Montreal,  Winnipeg  and  St.  Catharines 

Let  us  gmle  you  for  WIRE  CABLES  for  ARTILLERY  TRACES, 
AND  OUR  CELEBRATED  AUTOWLINE 


The  DOMINION  WIRE  ROPE  CO.,  Limited,  Montreal 


Immediate  Shipment  from 
Warehouse  Stock  of 


Andrews  >^ 


Drill  and  Tool  Steel 


"Industrial" 

Pile  Drivers 


Locomotive  and 
Wrecking 


"  Lidgerwood  " 
Ballast  Unloaders 


"Jordan" 
Spreaders 

"Marion" 

Steam  Shovels 
Ballast  Plows 
R.R.  Ditchers 


Branch : 

St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


This  symbol  is  a  guarantee  of  quality  in  Rubber  Goods. 

It  represents  the  largest  manufacturing  concern  of  Rubber 
Goods  in  Canada,  and  in  the  British  Empire. 

It  distinguishes  the  best  Made  in  Canada  "  line  of  Rub- 
ber Goods  for  Contractors  and  Engineers. 

It  stands  for  the  quickest  service  within  your  reach.  Don't 
accept  our  statement  for  this  fact.  Put  us  to  the  test  and  see 
for  yourself. 

Our  aim  is  to  serve  and  please  you  and  those  you  serve. 
Whatever  the  need  in  rubber  may  be,  write  to  our  nearest 
branch,  or  direct  to  our  Head  Office. 

Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 

Stone  and  Ouarru  Number 
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CHAMPION 

SCREENS  and  ELEVATORS 


Rock  Crushers, 
Elevators, 
Screens, 
Bins, 

Spreading 

Wagons 

Dump  Wagons 

Contractors' 

Plows 


Road  Craders, 
Levellers  and 
Drags. 

Road  Rollers, 

Sprinklers, 
Sweepers  and 
Cleaners. 

Street  Cleaners* 
Hand  Carts. 


Champion  Revolving  Screen. 


"Champion"  Revolving  Screens  are  built  in  all  sizes,  with  perforations  that  will  turn  out  any  size  of  stone  desired. 
"Champion"  Screens  have  a  record  for  durabi'lity.    Give  us  your  specifications  and  let  us  quote  you. 


MANUFACTURED  BY 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 
118  Hollis  Street,  Halifax.  N.S.  Cor.  Sth  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  Building,  Montreal,  Que.  10237  109th  Street,  Edmonton,  Alta. 

89  DaUiousie  Street,  Quebec,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 


Factory  and  Head  Office — 


GODERICH,  ONTARIO 


Fuel  Bill 
Insurance 


You  insure  your  plant  against  fire  and  your  boilers  against 
explosion.  Why  not  also  insure  your  furnaces,  ovens,  and  boiler 
settings  against  heat  loss  and  large  fuel  bills  by  having  them  in- 
sulated with 

Nonpareil  Insulating  Brick 


W.S.  Rockwell  Company  Heat  treating  furnace, 
insulated  with  Nonpareil  Insulating  Brick. 


One  4H-inch  course  of  these  brick  in  the  walls  and  arches  will  save  60  per  cent.,  or  more,  of  the  heat  that  is  now 
being  lost  by  radiation,  and  the  fuel  saved  will  pay  for  the  installation  in  a  short  time.  There  is  no  trouble  connected 
with  them,  either — no  repairs,  no  up-keep,  no  expense  of  any  kind.  After  they  are  installed  you  can  forget  them,  but 
they  will  keep  on  keeping  the  heat  inside  where  it  belongs. 

Nonpareil  Insulating  Brick  are  made  of  distomaceous  earth  (kieselguhr),  one  of  the  best  non-conductors  of  heat 
known.  Tlie  whole  story  as  to  why  they  retail  the  heat  and  how  they  save  fuel  is  told  in  an  interesting  booklet. 
It  is  yours  for  the  asking. 

A  sample  also  if  you  wish  it 

Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  McGiu  Buiwing,  Montreal,  Que. 

Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  Drinking  Water  Systems 
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BRITISH  COLUMBIA 

DOUGLAS  FIR 


DOUGLAS  FIR  is  the  strongest  wood  in  the  world 
for  its  weight  obtainable  in  commercial  sizes  and 
quantities. 

It  is  unexcelled  for  the  most  exacting  require- 
ments of  modern  engineering  practice,  and  the 
highest  class  of  interior  finish. 

The  combination  of  STRENGTH  and  LIGHTNESS 
which  Douglas  Fir  possesses  gives  it  a  superiority 
shown  by  official  tests  here  quoted : 

Average  Strength  Values  for  Structural  Timbers 
Grade  I.    Tentative  Grading  Rules,  U.  S.  Forest  Service 

GREEN 

M  ^  3  bo  • 

SPECIES  ij-S  °  .  '^c-^ 

in      .  n  9  a  o  ^ 

ua*  ™oaj  o,  ^ 

^  «  1-  op-  °JS  w  SS  u) 

EWo.  SPSS'  SW£  «Ko^ 

DOUGLAS  FIR   4402  6919  1643  100.0 

Longleaf  Pine   3734  6140  1463  88.7 

Loblolly  Pine  ...  ■   3513  5898  1535  85.3 

Shortleaf  Pine   3318  5849  1525  84.5 

Western  Hemlock   3689  5615  1481  81.1 

Tamarack   3151  5469  1276  79.0 

Redwood   4031  4932  1097  71.3 

Norway  Pine   3082  4821  1373  69.6 

Timbers  of  different  species,  in  the  above  table,  were 
graded  by  the  same  grading  rule.  Due  to  this  fact,  it  is  pos- 
sible to  get  a  fair  comparison  of  the  strength  of  each  species. 

For  full  information  on  British  Columbia 
Forest  Products  apply  to 


British  Columbia 
Lumber  Commissioner 

Excelsior  Life  BIdg.,  Toronto  and  Adelaide  Sts. 


DOUGLAS  FIR  TREE 


TORONTO 
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Air  Compressors 

Can.   ingersoil-Rand   Co.,  Ltd. 
Piatt  Iron  Works 

Aluminium 

spielmann  Agencies  Regd. 

Air  Hoists 

iVortliern   Crane  Works 

Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
Mcliregoi    &  Mclntyre 

Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 

Ash  Hoists 

Gillis  &  Geoghegan 

Asphalt 

Asplialt  &  Supply  Company 

Asphalt  Shingles 
Bird  &  Son. 

Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 

Blowers  and  Compressors 

Canadian   Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Slieldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 

Boilers 

Beatty  &  Sons,,  M. 
Inglis  Company,  John 

Jenckes  Machine  Company 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Musser.i  Limited 

Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 

Brick 

American  Enamelled  Brick  Co. 
Jamieson    Lime  Company 

Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Slieldons  Limited. 

Buckets 

Beatty  &  Sons,  M. 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield    Engineering  Co. 
Radigan    &   Company,  John 

Brick  Machinery  and  Supplies 
Sheldons  Limited 

Bridges  (Steel) 

Canadian    Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
l)ickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnon-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoines  Steel  Co. 
.Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Building  Papers 
Bird  &  Son. 

Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Sla'ulard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels' 

Steel 't  o.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  ('..  Lumber  Commissioner 

Cement  Waterproofing 

I*alerson  Mfg.  Company 


Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chains 

McKinnon   Chain  Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 
Can.  H.  W.  Johns-Manville  Co., 
Limited.  - 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Eldouard 

Concrete  Culvert  Pipe 
Blair.  B. 

Dominion   Concrete  Company 
Montreal  Concrete  Works 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Exeter  Manufacturing  Company 

Coold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Woodstock  Concrete  Mach,  Co. 

Concrete  Sewer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Montreal  Concrete  Works 

Conduits 

Can.  H.  W.  Johns-Manville  Co. 
Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 
» 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 
Foster,  W.  L. 

Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Canadian  Equipment  Company 
Dake  Engine  Company 
Dominion  Road  Machinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 

Conveying  Machinery 

Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 

Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Can.  II.  W.  Johns-Manville  Co. 
Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 

Cranes,  Travelling  and  Locomotive 

Anderson   8i  Company,  Geo. 
Boving  Hydraulic  &  Engineering 

("ompany 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 

Credit  Valley  Sandstone 

Rogers  &  Company,  F. 


Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
uon 

Canadian  Equipment  Company 
Crushed  Stone,  Limited 
Granel,  Allen 

llagersville  Contracting  Co. 
Moloney,    John  ' 
Morrison  Company,  T.  A. 
Ontario  Rock  Company 
(Jueenston  Quarry  Co. 
Rogers  Supply  Company. 
St.  Laurent  Quarry  Company 

Crushers  (Stone  and  Rock) 

Canadian  Allis-Chalmers 

Canadian  Fairbanks-Morse  Co. 

Dominion  Road   Machinery  Co. 

Exeter   Manufacturing  Company. 

Goodwin,  Barsby  &  Company 

Hadfields  Limited 

Jenckes  Machine  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Sawyer  Massey  Company 

Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company.  Inc. 

Cut  Stone 

Longford  Qtiai  i  y  Company 

Maloney,  John 

(Jueenston   Quarry  Company 

Rogers  &   Company,  F. 

St.  Laurent  Quarry  Company 

Wallace  Sandstone'  Quarries,  Ltd. 

Damp  Proof  Coating 

Can.   H.  W.  Johns-Manville  Co., 

Limited 
Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 

Douglas  Fir 

B.  C.  Lumber  Commissioner 

Drain  Tile 

Jamieson  Lime  Company 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian    Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian    Ingersoll-Rand  Co. 

Dump  Carts  and  Wagons 

Canadian  Equipment  Company 

Dump  Cars,  Wheels,  etc. 

Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 

Drying  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian    Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 

Gen  I  &  Company 

Electric  Water  Systems 

Ontario   Wind    Engine   &  Pump 
C'omiiany. 

Electrical  Machinery 

Canadian  Allis-Chalmers 
Electrical  Specialties 

Spielmann  Agencies  Regd. 


Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty'  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 
Osgood  Company 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
Jenckes   Machine  Company 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 
Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Hope  &  Sons,  Henry 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Form  Clamps 

Peerless   Form  Clamp  Co. 

Gas  Engines 

(Joold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 

Company.  < 

Glass 

Consolidated  Glass  Company 
Luxfer  Prism  Company 
Toronto  Plate  Glass  Inip't'g  Co. 
(Continued  on   P«g;e  6 
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MADE  IN 
CANADA 


WATEROUS 
ELEVATORS 


For 

Sand,  Stone  and  Gravel 

For  the  contractor  who  is  handling  large  quanti- 
ties of  sand,  stone,  gravel  or  other  rough  material, 
a  Waterous  Steel  Bucket  Elevator  is  a  decidedly 
worth  while  investment. 

Scarcity  of  labor  and  increase -in  labor  cost 
make  the  efficient  handling  of  these  mater- 
ials by  mechanical  means  a  source  of  saving 
that  will  count  big  in  the  year's  work. 

We  build  Elevators  and  Conveyors  on  the 
Link  Belt  and  Peck  systems,  in  sizes  rang- 
ing up  to  600  tons  per  hour  capacity.  Our 
designs  are  adaptable  to  every  sort  of  in- 
stallation. 

Here  is  a  Continuous  Bucket  Stone  Elevator 

that  handles  300  tons  per  hour.  Note  the  absence  of  tracks.  The  chains  are 
guided  by  large  flanged  rollers.  This  is  a  slow  speed  elevator  designed  for  hard 
work  and  for  long  life.    Couldn't  you  use  one  like  it  in  your  work? 

Buckets  That  Last 

Waterous  Continuous  and  Over-lapping  Steel  Buck- 
ets, Discharge  and  Gravity  Buckets  are  built  in  all 
standard  styles  and  sizes. 

They  are  turned  out  to  exact  dimensions  and  will 
run  easily  and  wear  well  under  trying  conditions. 
Ask  us  for  quotations. 


Waterous  Engine  Works 


Company,  Limited 
BRANTFORD,  CANADA 


6 


THE  CONTRACT  RECORD 


June  14,  1916 


CLASSIFIED   INDEX   TO   ADVERTISEMENTS— Continued 


Governors 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  IngersoU-Rand  Co. 

Hardwall  Plaster 
.Smyth  &  Ryan 

York  Sand  &  Gravel  Company 

Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Heat  Insulating  Materials 
Armstrong  Cork  Company 

High  Duty  Pumping  Engines 
i^latt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 

•  Anderson  &  Company,  Geo. 

Beatty  &  Sons,  M. 

Canadian  AlHs-Chalmers 

Canadian   J  ngersoll-Kand  Co. 

Gillis  &  Geoghegan 

Goold,  Shapley  &  Muir  Co. 

Jenckes  Machine  Company 

London  Concrete  Machinery  Co. 

Marsh  &  Henthorn  / 

Mussens  Limited 

National  Equipment  Company 

Northern  Crane  Works 

Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  bons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 


Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Hydrated  Lime 

Standard    White    Lime  Company 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  ^Compounds 

Can.  H.  W.  Johns-Manville  Co., 

Limited 
Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 

Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 
Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Kyanized  Spruce 

Berlin  Mills  Company 

Lead  Pencils 

American  Lead  Pencil  Company 

Lighting 

Can.  H.  W.  Johns-Manville  Co., 
Limited 

Lime 

Jamieson  Lime  Company 

Quarries,  Limited. 

Wallace  Sandstone  Quarries  Ltd. 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 


Locomotives 

Canadian  Equipment  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 

Mechanical  Draft  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 

Motor  Trucks 

National  Steel  Car  Company 

Municipal  Brass  Fittings 

Canadian  Brass  Mfg.  Company 

Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 

Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 

Ore  Crushing  Machinery 
Hadfields  Limited 

Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 

Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Packing 

Can.  H.  W.  Johns-Manville  Co.. 

Limited. 
Dunlop  Tire  &  Rubber  Co. 


Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 
Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Bessemer  Limestone  Company 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
National  Paving  Brick  Manufac- 
turers' Association 
Patersan  Mfg.  Co.,  B. 

Pipe  (Concrete,  Iron  &  Wood) 
Boving'  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National  Iron  Works 

Pipe  and  Boiler  Coverings 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 
Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   IngersoU-Rand  Co. 
Hopldns  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 
(Continued  on  page  01> 


Crushed  Stone 


Cut  Stone 


t   

!•  A.  Morrison  &  Co. 

Morrison  Quarry  Co. 

204  St.  James  Street 

Montreal 

"Tamco  Quality"  Banc  Rouge  Trap  Rock  for  Roads  and  Concrete 

"Tamco  Quality"  Double  Washed  River  Sand 

Milton  Brick — Rugs  and  Pressed 

Cut  Stone — Montreal  Limestone  and  all  Sandstones 


Sand 


Brick 
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FOR  SALE 


1  No.  2  Thew  Shovel  on  rail 
way  trucks— $1,800.00 

1  Model  No.  28  Marion  Revol 

ving  Shovel— $1,800.00 

2  Model  No.  31  Marion  Revol 
ving  Shovels — $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy 
linders  $1,000,00  each 


Large  Capacity 
Derricks 

,We  can  deliver  steel  g-uy  der- 
ricks up  to  50  tons  capacity.  Our 
derricks  are  made  in  Canada  by 
the  power  of  Niagara.  Nothing 
but  the  best  materials  enter  into 
their  manufacture.  We  manufac- 
ture derrick  irons  for  wooden 
derricks  in  all  sizes. 

Ask  us  for  literature  and  prices, 

POLLARD  MFG.  CO. 

LIMITED 
Niagara  Falls,  Canada 
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Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbers'  Brass  Goods 

Canadian  Brass  Mfg.  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 

Britnell  &  Company 

Can.  H.  W.  Johns-Manville  Co., 

Limited, 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 

Pumps  and  Pumping  Machinery 
American  Well  Works 
Beatty  &  Sons,  M. 
Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fanrbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Harling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
<    Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 
Osgood  Company 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 
Works. 

Can.  H.  W.  Johns-Manville  Co., 

Limited. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 

Ready  Roofing 
Bird  &  Son 

Can.  H.  W.  Johns-Manville  Co., 
Limited. 

Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 

Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 

Refrigeration  Machinery, 

Boving  Hydraulic  &  Engineering 
Company 

Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Exeter  Mfg.  Co.,  Ltd. 
Hopkins  &  Company,  F.  H. 

Osgood  Company 
Sawyer  Massey  Company 
Waterous  Engine  Works  Co. 

Roofing  Material 

Bird  &  Son 

Can.  H.   W.  Johns-Manville  Co., 
Limited. 


Carey  Company,  Philip 
Iron  &  Metal  Supply  Company 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 

Rubber  Goods 

Can.  Consolidated  Rubber  Co. 

Rubble 

Wallace  Sandstone  Quarries  Ltd. 

Sand  and  Gravel 

Rogers  Supply  Company 
Smyth  &  Ryan 

York  Sand  &  Gravel  Company 

Sand  Lime  BricS 
.Smyth  &  Ryan 

York  Sand  &  Gravel  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
Montreal  Concrete  Works 
Natipnal  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.  C.   Lumber  Commissioner 

Shovels  (Electric) 

Osgood  Company 


Shovels  (Gasoline) 

Osgood  Company 

Shovels  (Steam) 
Beatty  &  Sons,  M. 
Canadian  Equipment  Company 
Hopkins  &  Company,  F.  H. 
Osgood  Company 

Spruce 

B.   C.   Lumber  Commissioner 

Silo  Moulds 

London  Concrete  Machinery  Co. 

Skylights 

Pedlar  People  Limited 

Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 

Sound  Deadening 

Can.  H.  W.  Jolins-Manville  Co., 
Limited. 

Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 

Steam  Appliances 
Darling  Bros. 

Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity        Sons.  T. 
Pittsburgh   Valve.   Foundry  and 

Construction  Company 
Sheldons  Limited 

(Continued  on  page  10 
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Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


"Made  in  Canada" 


"Made  in  Canada'' 


ment 


1 


THE  G  &  G  Telescopic  Hoist  Model  A  (illustrated)  is  sturdy  in  | 
construction,  speedy  in  operation — and  provides  for  safety  first 
at  all  times.    Does  its  work  noiselessly,  conveniently,  and  re- 
quires the  services  of  but  one  man  for  the  entire  operation  of  ash 
removal. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  No  part  has 
a  factor  of  safety  less  than  eight  based  on  ultimate  strength  of  material 
when  load  of  500  lbs.  is  raised.  The  Patented  gear  shifting  device 
automatically  throws  gears  out  of  mesh  when  brake  lever  is  used  to 
lower  load.  Thus  nothing  moves  when  lowering  except  cable  drum,  | 
and  the  hoisting  handle  does  not  revolve..  ~ 

The  automatic  steady  pin  is  a  patented  device  which  holds  hoisting 
head  rigid  while  operator  turns  hoisting  handle.  The  band  brake 
is  lined  with  a  special  asbestos  wire-wove  brake  lining.  Every  hoist 
is  subjected  to  thorough  working  test  before  shipment. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 

BLACK     BUILDING     SUPPLY    WM.    N.    O'NEIL   CO.,    LTD.,    B.  ft  S.  H.  THOMPSON  ft  CO.,  W.  T.  GROSE, 

CO.,   LTD.,  TORONTO,  VANCOUVER,  LTD.,  MONTREAL  Agent  for  Manitoba,  Satkatchew.n. 

Agents  for  Ontario  Afenti  for  Britiih  Columbia  Agenta  for  Quebec.  Alberta,  Winnipeg. 


Illllil 
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QUALITY         /.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engines 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Steam  Traps 

Can.  H.  W.  Jolins-Manville  Co., 
Limited. 


Steam  Turbines 

McDougall  Caledonian  Iron  V/ks. 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 

Steel  Pipe 
Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co.,  Ltd. 


Steel  Plate  Construction 

Waterous  Engine  Works  Co. 

Steel  Sash 
Hope  &  Sons,  Henry 
Steel  &  Radiation  Limited 

Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 
Wallace  Sandstone  Quarries  Ltd. 


Stone  Breaking  Machinery 

Ilailtields  Limited 


Stone  Working  Machinery 

Anderson   &  Company,  Geo. 
'       Pollard  Mfg.  Company 

Union  Foundry  &  Machine  Wks. 

Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Iron  &  Metal  Supply  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 

Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 

Swinging  Gears 

Dake  Engine  Company 

Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapiey  &  Hair  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 

Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 

Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal  ■ 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapiey  &  Muir  Co. 

Trap  Rock 

Ontario  Rock  Company 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wall  Boards 

Bird  &  Son 

Waterworks  Fittings 

Canadian  Brass  Mfg.  Company 

Water  Level  Apparatus 

Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Can.  H.  W.  Johns  Manville  Co., 

Limited. 
Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 


Waterproofing  Compound 
Paterson  Mfg.  Company 

Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 

L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 
American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co, 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  being-  made  from  pure  Graphite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


ANDRAM- 

HENDER, 

50  N 

MliLIMlTED 

Winnipeg 

Montreal 

.  Halifax            Si.  % 

John  Toronto 

June  14,  1916 
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Burlington  Steel  Co. 

^  Limited 

Hamilton,.  Canada 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4  ,  7 IS"  and  I    Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Save  Road  Expense 


The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 


Makes  macadam  roads  like  asphalt  pavements.     Roads  last  years  longer.    Makes  a  better  surface.    Cheaper  than  repairs. 

Write  for  booklet. 


UPP 

S®LB  CaWIM  Mlf!T§  P@ETii  HllICM  M®Li  ©IL  C?  Umism 

BOMP  OP  imm  Mimi©  =  mowebm^ 
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Mussens  Limited 

If  you  require  anything  in 

Contractors^  Supplies^ 
Mining  Supplies^ 

or 

Municipal  Supplies 

we  shall  be  glad  to  have  an  opportunity  of  quoting  you  on 
what  we  have  to  offer. 

fVe  stock — 

Concrete  Mixers 
Rock  Crushers 

Hoisting  Engines 
Derrick  Fittings 
Pumps* 

Diving  Apparatus 

Hudson  Dump  Cars 
Chain  Blocks 
Norton  Jacks 

"Novo"  Gasolene  Outfits 
Crescent  Drill  Steel 
Holman  Rock  Drills 
etc.,  etc. 

Mussens  Limited 

MONTREAL 


June  14,  191(5 
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Mussens  Limited 

We  can  supply  for  prompt  shipment: 

Gasolene-driven  Air  Compressor  Outfits 
Narrow  and  Standard  Gauge  Locomotives 
Orange  Peel  and  Clam  Shell  Buckets 
Insley  Gravity  Concrete  Systems 
Pressure  Oil  Sprayers  and  Flushers 
^'Squeegee^^  Street  Washing  Machines 
Carson  Trench  Machines 
Gasolene  Road  Rollers 
Steam  Road  Rollers 
Street  Sprinklers 
Street  Sweepers 
Symons  Disc  Crushers 
Mining  Hoists 
Plows 
Scrapers 
Wheelbarrows 

And  a  full  assortment  of  Dump  Wagons 

general  supplies.  Steam  Wagons 

Mussens  Limited 

MONTREAL 
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Concrete  Pavement  Surfaced  With  ''DOLARWAY" 
and  Maintained— Means  Permanent  Pavement 


You  may  say  "Any  Pavement  that  is  maintained 
is  permanent  pavement" — so  it  is,  BUT  the  cost 
of  maintenance  must  be  reckoned  with.  "Dolar- 
way  Surfacing"  can  be  maintained  at  from  one 
to  three    cents    per    square    yard — the  result — 


a  Pavement  that  is  guaranteed  frost  proof,  water 
proof — dustless — noiseless — non-skidding  —  non- 
slipping — insuring  luxury  of  travel,  favorable  to 
all  traffic  conditions — farm  wagons,  trucks,  car- 


riages and  Motor  Cars. 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  'wmDso,i:VNTrR,o 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works :  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castings,  Condensers,   Elevators,  Engines,  Filters,  Forgings,  Hydraulic 
Machinery,  Pumps,  cAitrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whaels,  Water 

Works  Plants. 


Lachine  Water  Worki^ 
Three  million  gallons,  eighty  pounds  domestic,  160lbs.  fire. 


June  14,  1916 


THE   CONTRACT  RECORD 


15 


A  Motor  Truck  For  Every  Purpose 


IVJATIONAL  Motor  Trucks  are  used  in  widely 
^  ^  different  lines  of  business.  Heavy  duty  models 
are  carrying  tremendous  loads  over  country  roads.  Light 
models  are  giving  last  express  service  over  city  pavements. 
Five  models — 1500  lbs.,  2ooo  lbs.,  3000  lbs.,  4000  lbs. 
and  7000  lbs.  capacities — enable  you  to  choose  a  truck 
that  will  exactly  fit  into  your  haulage  or  delivery  system. 
The  National  Guarantee  and  Service  Station  plan  is 
unique.  Full  details  will  be  gladly  furnished  upon 
request. 

Address  Truck  Dept.  for  copy  of  catalogue. 

National  Steel  Car  Company,  Limited 

Operating  Office  and  Works:  HAMILTON,  CAN.       Montreal  Office :  SHAUGHNESSY  BLDG. 
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In  Business  for  32  Years 
— Still  Growing 

Crushed  Stone 
Gravel 
Sand 

General 
Builders^ 
Supplies 


The  resources  of  our  quarries  at  Burnt  River,  Ont.,  enable  us  to  ship 
the  largest  orders  on  short  notice.   Write  us  for  quotations. 

BRITNELL  &  CO.,  Limited 

1200  Yonge  Street     -  TORONTO 


June  14,  1916 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

ir^vEL  CRUSHED  STONE  '•'^^ 


GRANITE 


Yards 


G.T.R.  and  C.P.R. 


CEMENT 


r  Pape  Avenue  and  G.T.R 

I  Lansdowne  Ave.  and  Dundas  St. 

j  Lawton  Ave.  and  G.T.R. 

I  Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman  s  Bay. 


Rogers  Supply  Co.,  Ltd, 

28  King  St.  West,  TORONTO 


Do  You  Want  Crushed  Stone? 


That  is  Clean,  Tough  Stone  of 
a  QuaHty  that  is  Suitable  for 
Macadam  Road  and  Concrete. 

We  can  supply  you  in  any 
size  or  quantity. 

Our  service  in  unexcelled, 
and  our  prices  right. 

PHONE  OR  WRITE  US  FOR  QUOTATIONS 
WHEN    YOU     ARE    IN     THE  MARKET 


Capacity  1000  tons  per  day 


1  Id  ¥•        •■         l'*^  Yonge  St.  Arcade 

Crushed  otone  Limited,  Toronto 

G.  W.  ESSERY,  Manager— Office— M.  4515-4516.    Residence-P.  2278 


IS 
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txenfrew  luttne 

Brickf  Drain  Tile  or  Weeping  Tile 

SHIPPED  PROMPTLY 

to  any  part  of  the  world 

Renfrew   Lime  is 
recognized  by  builders 

W e  Mtttiujacluife 

We    can  supply 
High-Grade  Lime  on 

and  contractors  as  the 
best  building  lime  on 

High-Grade 

shortest  notice  for  the 
manufacture  of 

the  market. 

Reasons  why 

It  takes  more  sand. 

It    trowels  easily, 
and  mortar  requires 

Lime, 
Brick, 
Drain  Tile 

Carbide, 

Chemical 
Products, 

less  tempering  on  the 
board.     This  enables 
bricklayers  to  do  more 
work. 

Send  us 

Sand, 

your  next  order. 

Lime, 

The   saving  pays 
for  the  lime. 

PHONE  49 

Brick 

Jamieson  Lime  Co. 

RENFREW,  ONT. 

June  14,  loif,  THE   CONTRACT  RECORD 
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A  Rosedale 

residence, 

Toronto 


Sackville  Freestone 

Shipping  Service 

We  have  a  modern  equipment  in  every  sense  of  the  word,  and  one  of  the  largest  quarry  plants 
in  Canada.  At  short  notice  we  can  ship  you  any  quantity  of  Block  Stone,  Dimension  or  Random 
Stone;  Head  Sills,  or  Shoddy.  We  can  also  quote  you  attxactive  prices  on  Stone  Sawing.  Stone 
for  many  of  the  largest  and  most  expensive  buildings  in  the  Dominion  is  supplied  by  us. 

Write  for  quotations. 

SACKVILLE  FREESTONE  COMPANY 

Sackville  LIMITED  New  Brunswick 

Toronto  Agent— A.  W.  Steward,  Builders'  Exchange 


June  14,  1916 
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A  Toronto 
residence 
built  of 
Sackville 
Freestone 


Quality  Stone 

from  Sackville 

Sackville  Freestone  is  now  conceded  to  be  the  finest  building  material  in  Canada.  Many  of 
the  very  best  residences  in  Montreal,  Toronto  and  other  cities  were  built  of  this  material  through- 
out. Time  has  shown  the  wisdom  of  this  decision.  The  color  and  grain  are  uniform.  No  more 
pleasing  appearance  could  be  obtained  no  matter  what  the  material.  The  stone  is  practically  im- 
pervious to  wear.  We  shall  l)e  glad  to  forward  you  photographs  of  residences,  public  buildings 
or  any  other  class  of  construction  in  which  you  may  be  interested  that  have  been  built  of  Sack- 
ville Freestone.    We  shall  also  send  you  quotations. 


SACKVILLE  FREESTONE  COMPANY 

Sackville  LIMITED  New  Brunswick 

Toronto  Agent— A.  W.  Steward,  Builders'  Exchange 
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C.  P.  R.  Building,  Nortli  Toronto. 


A  Permanent  Tribute 


The  new  Canadian  Pacific  Railway  Building  at  North  Toronto  is  a  permanent  "tribute  to 
the  excellence  of  the  Wallace  Sandstone  Quarries  Limited. 

When  the  directors  were  deciding  on  the  appearance  and  the  kinds  of  material  for  this 
modern  terminal,  every  consideration  was  given  the  terrific  strain  and  tension  that  always 
attends  the  erection  of  buildings  of  this  type. 

*       That's  where  Wallace  Stone  first  won  out — Strength. 

Then  too,  it  is  very  doubtfvd  whether  any  material 
available  in  Canada  could  give  to  a  building  that  pleasing 
appearance  when  viewed  as  a  whole.  Nor  is  this  good  ap- 
pearance diminished  in  any  degree  on  a  close  inspection  of 
each  part  of  the  building. 

Yoii  will  find  more  and  more  that  Wallace  Stone  is 
used  by  those  companies  having  unlimited  opportunities 
for  investigation  and  comparisons. 

If  the  Wallace  Sandstone  Quarries  are  good  enough 
for  the  best,  why  not  let  us  figure  on  your  new  building? 


Stone  for  C.  P.  R.  Build- 
ing, North  Toronto,  sup- 
plied from  our  Quarries  at 
Garson,  Manitoba.  We 
quarry  and  manufacture 
Dimension  Blocks,  Rubble, 
Lime,  also  Sawed,  Planed, 
and  Cut  Stone.  Send  to 
Winnipeg  office  for  details. 


The 


Wallace  Sandstone  Quarries 

,  Limited 

Head  Office— Transportation  Bldg.,  120  St.  James  Street 

MONTREAL 
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Examining  Warehouse,  Ottawa. 

The  Great  Advantage 

In  specifying  Wallace  Stone  for  your  new  construction  you  have  this  special  advantage, 
among  many : 

You  absolutely  know  you'll  have  the  very  best  material  you  can  get  in  Canada.  The 
proof  is  plain. 

All  over  this  country  the  best  buildings — Post  Office  Buildings,  Railway  Stations,  Muni- 
cipal and  Public  Buildings  and  large  Industrial  Structures 
are  now  standing  as  examples  of  the  kind  of  construction 
you  want. 

Another  big  advantage  is  in  the  location  of  our  quar- 
ries and  our  shipping  facilities.  We  have  a  Quarry  at 
Wallace,  Nova  Scotia,  where  we  produce  Random  Scabbled 
and  Dimension  Blocks,  Sawed  Stone  and  Shoddy. 

Our  Western  Wallace  quarries  at  Garson,  Manitoba, 
produce  Dimension  Blocks,  Rubble,  Lime,  also  Sawed, 
Planed  and  Cut  Stone. 

If  you  have  any  construction  work  under  consideration 
get  in  touch  with  our  Head  Office  at  Montreal.  We  have 
a  lot  of  detailed  information  that  may  save  you  money  and 
a  defective  building.  In  any  case  you  will  gain  some  valu- 
able information  at  no  cost  to  yourself. 

The 

Wallace  Sandstone  Quarries 

Limited 

Head  Office— Transportation  Bldg.,  120  St.  James  Street 

MONTREAL 


The  stone  for  the  above 
building  was  supplied  en- 
tirely from  our  Eastern 
Quarries  at  Wallace,  N.S. 
You  will  find  us  just  as 
careful  to  make  your  ship- 
ments fill  the  specification 
requirements  of  a  car  lot 
as  of  a  fifty  car  lot. 
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NEW  CIVIC  LIBRARY,  MONTREAL. 
Mr.  E.  Payette,  Montreal,  Architect.  Quinlan  Cut  Stone,  Limited,  Contractors. 

Approximate  Cost  of  Building  $500,000. 

A  Recent  Building  of 

Queenston  Blue 
Limestone 

Queenston  Blue  Limestone  has  made  possible  an  architectural  work  of  art  in 
this  building.  The  illustration  conveys  only  a  slight  idea  of  the  detail,  purity  and 
fine  grain  of  the  stone.  Through  the  use  of  Queenston  Blue  Limestone,  the  intri- 
cate ornamentations  about  the  capitals,  etc.,  were  brought  to  a  fineness  not  pos- 
sible in  other  stone.  Time  will  have  no  effect  on  the  color  of  Queenston  Blue 
Limestone. 

This  building  is  the  latest  addition  to  the  list  of  Queenston  Quarry  triumphs. 
You  will  see  our  product  in  buildings  all  over  Canada.  Queenston  Blue  Lime- 
stone will  work  well  in  your  next  contract.  Especially  if  the  material  specified 
is  to  be  the  best  and  expensive  workinanship  in  ornaments  and  detail  required. 

We  have  excellent  shipping  facilities  and  can  supply  your  requirements  care- 
fully and  promptly. 

The  Queenston  Quarry  Co.,  Ltd. 


St.  Davids,  Ontario 


A.  W.  STEWARD 
Builders'  Exchange,  TORONTO 


SALES  AGENTS  — 


ARTHUR  S.  FINDLAY 
10  Phillips  Place,  MONTREAL 
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CRUSHED  STONE 

For  Concrete  and  Macadam 

THE  HARDEST  STONE  FOR  MACADAM  IN  ONTARIO 


Crushing  Plant  at  Our  Quarries 


Capacity  i,ooo  tons  per  day. 

The  only  quarry  producing  the  famous  Hagersville 
Blue  Stone. 

The  Stone  that  made  Hagersville  famous. 

Hagersville  Contracting  Co.,  Limited 

Office  and  Quarries:  Hagersville,  Ontario 

Correspondence  Solicited 
Stone  delivered  on  G.T.R.,  M.C.R.,  C.P.R.  and  T,  H.  &  B.  Railways 
Long  Distance  Phone  No.  71  J.  C.  Ingles,  Mgr.,  Hagersville,  Ontario 
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Contractors'  Supplies 

With  a  capacity  of  300  tons  per  day  in  our 
quarries,  and  with  unexcelled  shipping  facili- 
ties, we  are  prepared  this  season  to  supply  the 
trade  on  shortest  notice  with  all  sizes  of 

Crushed  and  Rubble 
Stone 

Lime,  Sewer  Pipe 
and  Fire  Brick 

A  full  supply  of  Building  Brick  on  hand 
in  our  Humber  Brick  Yard 


Write,  wire  or  phone  us  your  requirements. 


JOHN  MALONEY 

Corner  Queen  and  Dufferin  Sts.  TORONTO 

Office  Phone,  Park  64.    Residence  Phone,  June.  3429. 


Quarry  Machinery 

Polishing  Machines/ 
Solidy  Scroll  and 
Emery  Rings 


Quarry  manufadurers  would  do  well 
to  get  our  prices  on  these  lines.  They 
will  please  you. 


Union  Foundry  &  Machine 

Works,  Limited 

Engineers    and  Machinists 


Iron  Works  and  Docks 


47-63  Union  St.  West 


ST.  JOHN,  N.B. 


Crushed 
Lime  Stone 


For  high  grade  permanent  road  build- 
ing. Used  on  the  Montreal  and 
Quebec  Highway.  The  St.  Laurent 
Quarry  has  excellent  shipping  facili- 
tties  on  direct  C.P.R.  short  distance 
from  Montreal. 

Production  up  to  800  tons  per  day. 
Hard  crushed  Lime  Stone  in  all  sizes 
from  to  3".  Also  Lime  Stone 
dust  containing  87  5^%  pure  Hme. 
Excellent  for  agricultural  purposes. 


Write  us  regarding  stone 
for  your  next  contract. 


St.  Laurent 
Quarry 


Limited 


Cap  St.  Martin 


QUEBEC 
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SAND 

AND 

GRAVEL 

Largest  Producers 
Unlimited  Supply 

Noted  for  Prompt  Shipment 

YORK  SAND 
AND  GRAVEL 

Limited 

EAST  TORONTO 

Tel.  Beach  233  - 
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The  Longford  Quarry  Co.,  Limited 

Longford  Mills,  Ont. 

Producers  of 


Light  Grey  Limestone 


Church  of  Angels'  Guardian,  Orillia,  Ont. 
Stone  supplied  by  Longford  Quarry  Co.,  Limited 


Our  Stone  is  hard  and  fine  grained.  In  color  it  is  a  light  grey,  which 
tends  to  whiten  with  age.  It  is  almost  impervious  to  water  and  con- 
sequently does  not  soil  or  become  discolored  after  being  built  in. 

All  classes  and  sizes  of  dimension  Limestone  always  on  hand. 

Stone  Cut  or  Dressed  To  Order 

Long  Distance  Phone  120B  Orillia 

The  Longford  Quarry  Co.,  Limited 
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New  Union  Station,  Toronto 


Prompt  and  Skillful 
Stone  Cutting 

Our  facilities  for  special  cut  stone  work  are  unexcel- 
led in  Canada.  Artistic  designing,  together  with  careful 
attention  to  the  details  of  execution,  have  given  us  an  en- 
viable reputation  *with  contractors  in  all  parts  of  the 
Dominion. 

The  work  on  the  New  Union  Station,  Toronto,  is  an- 
other of  the  many  important  contracts  that  have  been 
entrusted  to  us.  You  will  find  our  work  on  the  largest 
buildings  in  Canada.  We  have  only  one  working  stand- 
ard, that  is,  the  best. 

We  will  be  pleased  to  give  you  estimates  of  the 
cost  of  any  work,  large  or  small,  in  cut  stone. 


GEO.  OAKLEY  &  SON 

LIMITED 

278  Booth  Avenue  «  TORONTO 
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Trap  Rock 

for  Tough,  Wear  Resisting  Roads 


Trap  Rock  makes  the  best  and  most 
permanent  wearing  surface  for  all  concrete 
roads  because  of  its  extreme  toughness  and 
resistance  to  wear  of  every  kind.  It 
stands  without  comparison  as  the  best 
for  Bitulithic,  As- 
phaltic  Concrete  and 
Macadam  Road- 
ways. 

All  permanent  con- 
crete roadways  con- 
structed in  the  City 
of  Toronto  under  the 
direction  of  the 
Works  Commis- 
sioner are  built  with 
Trap    Rock.  The 


A  Significant  Test 


Spec  fic  Gravity 
Hardness  - 
Toughness 

(Impact  Test) 
Abrasion 
Cementation  - 
Crushing  Strength 


above  illustration  of  a  stretch  of  roadway 
on  the  Lake  Shore,  built  of  our  Trap  Rock 
is  an  excellent  example  of  the  superb  sur- 
face and  lasting  qualities  of  this  rock. 
Messrs.  Warren  Bituminous  Paving  Com- 
pany, Limited,  use 
our  material  exclu- 
sively in  all  their 
road  work  in  the  City 
of  Toronto,  and  else- 
where when  Trap 
Rock  is  obtainable. 


3.02 
20.00 

20.00 
2.5 
39.00 

37,300  lbs.  per  sq.  in. 


Our  excellent  ship- 
ping facilities  mean 
prompt  and  care^ful 
service  in  large  or 
small  contracts. 


Write  for  further   information  and  estimates 


Ontario  Rock  Co.,  Limited 

Crown  Office  Building 

Toronto  -  Canada 
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Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.  Give  your  business  to  the  man  who  is  enterprisM 
inil  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Wettlaufer  Rock  Crusher 

\  inodcin  millit  niounlcrl  on  strong  (nick,  Tiu-  cnisliiiij^  law  jilales  in 
Ibis  machine  arc  niaile  <if  manganese  steel  to  stand  the  severe  work  for 
\vhic!i  Ihey  arc  .lesigned.  'I'his  crusher  will  handle  anything  from  granite 
and  Irap  rock  to  limcsionc.  Will  reduce  .'J-inch  rock  and  smaller  piece-- 
down  to  sand  in  one  opeiation,  Xoted  for  its  simplicity.  Adjusted 
instantly. 

Wettlaufer  Hoists,  Rock  Crushers  .and  Concrete  Mixers  are  the  most 
]io]ndar    machines    in    Canada    with    large   and    small    contractors.  Write 

fo'"   cHi  ido'^ucs   anil   snt  cial  offers. 


Improved  Crushing  Rolls 

Dur  new-  and  improved  crusliing  or  pulverizing  rolls. 
\\ith  cai>acity  ranging  from  to  4,11(1(1  tons  fur  10  hours, 
are  adjustable  for  crushing  rock  or  stone  to  any  size  down 
to  dust,  and  have  shown  themselves  to  be  very  efficient  in 
stone  quarries,  especially  where  increased  capacity  is  neces- 
sary and  also  where  car  loads  of  certain  sized  rock  are 
w-anted  for  immediate  shipment.  With  these  new  rolls  yoti 
adjust  instantly  to  any  size  of  stone  required  and  orders  may 
be  exectited  immediately.  Very  effective  in  gravel  plants 
for  crushing  boulders  and  large  gravel.    We  supply  complete 

gravel   crttshing   and   screening   plant^.  -^^^-^  ---=1^,,..  ■ 

Wettlaufer  Bros.,  Ltd.,  CONCRETE  MACHINERY,  178  Spadina  Ave.,  Toronto,  Ont. 

Branches — Montreal,  Halifax,  Vancouver,  Winnipeg 


GUELPH  HYDRATED  LIME 


High 
Calcium 
Lime 


Lime 
High  in 
Magnesia 


At  our  Beachville  and  St.  Marys  plants  we  are  producing  high  calcium  lime  in  immense  quanti- 
ties. This  lime  is  always  of  uniform  quality.  At  our  plant  in  Guelph  we  are  producing  the  famous 
Guelph  Hydrated  Lime,  which  runs  high  in  magnesia. 

We  shall  be  glad  to  furnish  samples,  prices  and  further  information. 

STANDARD  WHITE  LIME  CO.,  Umited 

Guelph       -  Ontario 


Plants  at 


GUELPH 


ST.  MARYS 


BEACHVILLE 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


Electric 
Welded 


Electric 
Welded 


5-16  in.  Dreadnaught  Steel  Chain,  pulled  to  stock  break  at  9230  lbs.  proving  the  weld  the 

^strongest  part  of  the  link. 


"Dreadnaught^^  Steel  Chain 

Does  Not  Break  at  the  Weld 


Notice  the  increased  material  reinforcing  the 
weld  in  the  illustration.  This  makes  the  weld 
the  strongest  part  of  our  chain.  Every  link  is 
inspected  and  proof-tested.  Certificate  of  test 
furnished  on  request. 

McKinnon  Chain  Co.,  Limited 


Design 
Patented 


St.  Catharines 


Ontario 


Design 
Patented 
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Ganadian  Stone  a  Product  of  Quality 
Specially  Suitable  for  Our  Public  Buildings 

IT  very  often  happens  that  the  chief  difference  be- 
tween two  articles  on  the  market,  fulfillinj^-  simi- 
lar purposes,  and  one  of  whicli  meets  the  popu- 
lar fancy  while  the  other  does  not,  lies  in  tlie 
relative  amount  of  advertising-  these  two  articles  have 
received.  Indeed,  it  not  infrequently  happens  that  a 
product  of  decided  superiority  fails  to  catch  the  pub- 
lic fancy  because  it  is  exploited  by  a  company  whose 
reputation  is  not  yet  established,  or  who  for  some 
reason  or  other  are  not  able  to  l)rino;  the  necessary 


publicity  to  bear  on  the  situation  to  arouse  the  public 
interest.  In  spite  of  our  boasted  individualities  wc 
are  a  j^ood  deal  f^iven  to  following  our  neighbor's  lead 
and  people,  in  general,  buy  what  is  being  bouglit. 

It  is  not  entirely  evident  that  some  such  reason  as 
tliis  is  not  responsible  for  the  somewhat  limited  use 
of  stone  as  a  Canadian  building  material  in  the  past 
and,  as  the  business  devehjps,  for  the  increase  in  our 
import  trade.  It  catches  the  popular  fancy  to  go  as 
far  aheld  as  possible  for  their  requirements.  Of 
course  it  cannot  be  claimed  that  there  are  not  good 
arguments  being  advanced,  and  doubtless  with  rea- 
son, favoring  the  use  of  stone  other  than  Canadian. 
What  actually  does  seem  to  be  a  fact,  though,  is  that 
Canadians  have  conceded  these  arguments  without 
attempting-  to  combat  them  with  others  favoring  our 
home  stone.    We  have  lain  down,  in  a  sense. 

*  *  * 

Now,  there  are  always  at  least  two  talking  points 
for  a  salesman — price  and  quality.  In  the  stone  busi- 
ness, however,  only  the  first  appears  to  have  been 
recognized.  It  seems  to  have  been  tacitly  conceded 
that  stone  is  stone  and  that  ends  it — that  the  quality 
of  all  stone  is  the  same.  Yet  one  has  only  to  make 
a  tour  of  the  stone  buildings  in  any  locality  to  satisfy 
oneself  that  the  lasting  qualities  of  dift'erent  varieties 
of  stone  are  very  different.  Some  crumble  quickly, 
others  discolor,  and  so  on.  On  the  basis  of  "quality" 
Canadian  stone  has  never  been  assailed.  It  appar- 
ently maintains  its  appearance  and  its  physical  char- 
acteristics indefinitely. 

This  being' the  case  the  matter  of  cost  ought  surely 
to  take  second  place,  especially  when  this  difference 
is,  at  best,  only  a  matter  of  a  few  per  cent.  "Value 
for  money  received,"  then,  would  appear  to  be  a  much 
better  talking  point — and  an  entirely  proper  one — 
than  "cost"  alone. 

*  *  * 

Also  there  is  another  important  feature  in  the  use 
of  foreign  stone  for  Canadian  buildings — the  question 
of  empire  loyalty.  It  so  happens  that  a  very  large 
percentage  of  our  public  buildings — schools,  churches, 
municipal  halls,  etc. — are  built  of  stone  and,  quite 
frequently,  not  Canadian  stone.  Could  we  not  point 
to  these  permanent  landmarks  of  our  prosperity  with 
greater  pride  if  they  were  also  illustrations  of  our 
own  natural  resources?  Would  not  the  use  of  purely 
Canadian  building  materials  tend  to  engender  in  our 
youth  a  confidence  in  their  home  land  and  a  more 
intense  spirit  of  loyalty  as  a  result  of  that  confidence? 
What  matters  a  few  dollars  in  extra  cost  if  the  extra 
value,  and  much  more,  is  there?  We  do  not  rake 
the  foreign  fields  for  teachers  or  municipal  officers  in 
the  hope  that  we  may  get  something  cheaper.  We 
do  not  bring  children  from  foreign  countries  to  fill 
the  schools  because  our  own  children  are  not  suitable. 
Why  then  should  our  public  buildings,  of  all  places, 
be  robbed  of  the  prestige  of  an  individuality  that 
would  stamp  them  as  "quality"  and  "Canadian"? 

*  *  * 

The  present  issue  of  The  Contract  Record  is  given 
over  almost  entirely  to  an  illustrated  description  of 
Canadian  quarries  and  quarry  methods.  We  cannot 
claim  to  have  covered  the  subject  fully,  for  the  field 
is  as  wide  as  the  Dominion.  It  is  confidently  hoped, 
however,  that  the  issue  will  serve  the  useful  purpose 
of  bringing  this  phase  of  our  natural  resources  more 
insistently  before  the  attention  of  Canadian  engineers, 
architects,  contractors  and  various  municipal  bodies. 
These  men  have  it  largely  in  their  power  to  popu- 
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larize  our  home  quarries.  On  their  attitude  and  their 
ideas  of  utiHzins,-  home  resources  vvilh  hinge  in  no 
small  measure  the  immediate  future  of  the  Canadian 
quarry. 


How  Canadian  Quarries  Are  Meeting 
Foreign  Competition 

HOW  owners  of  Canadian  quarries  and  cut 
stone  firms  have  been  able,  by  means  of  a 
duty,  to  meet  the  competition  of  Indiana 
limestone,  is  related  in  the  following  inter- 
view by  a  representative  of  The  Contract  Record  and 
Engineering  Review  with  Mr.  John  Ouinlan,  of  John 
(Juinlan  &  Co.  and  the  Quinlan  Cut  Stone,  Limited, 
VVcstmount,  P.O.  Mr.  Ouinlan,  who  is  president  of 
the  Montreal  Builders'  Exchange,  also  makes  refer- 
ence to  the  cut  stone  industry  as  it  affects  Montreal. 
He  speaks  with  an  intimate  knowledge  of  the  subject, 
having  been  in  business  for  many  years. 

"Jiefore  the  advent  of  United  States  stone  and  ma- 
chinery," Mr.  Quinlan  stated,  "we  used  the  top  portion 
of  the  quarry  for  rubble  foundation  work,  the  grey 
limestone,  found  at  a  depth  of  about  20  feet  under  the 
ripper  layers,  being  utilized  for  building  purposes  in 
Montreal.  The  Imperial  Bank  and  the  Windsor  Ilotel 
are  examples  of  Montreal  stone  thus  employed.  The 
method  of  quarrying  was  largely  by  powder  and  hand 
drills.  At  the  time  that  stone  cutters  did  all  the  work 
by  hand,  powder  answered  the  purpose  fairly  well,  in 
view  of  the  fact  that  very  little  value  was  placed  on 
the  material  and  workmen's  wages  were  comparatively 
low.  Of  course,  this  method  of  quarrying-  would  be 
useless  in  preparing  stone  to  be  cut  by  gang  saws  and 
planers. 

"The  most  important  change  in  the  industry  was 
caused  partly  by  the  use  of  concrete  for  foundations, 
which  took  the  place  of  the  rubble  foundations,  and 
therefore  killed  the  market  for  the  top  portions  of  the 
quarries.  The  large  advance  in  cutters'  wages  was  also 
an  important  factor  in  the  change.  While  it  was  pos- 
sibly economical  to  blow  out  the  stone  and  use  the 
hammer  to  square  up  the  smaller  pieces  of  stone  to 
hand  to  the  stone  cutters  to  finish  the  product  ready 
for  erection  in  the  building,  when  wages  vfeve.  at  the 
rate  of  20c.  to' 30c.  an  hour,  the  situation  was  entirely 
altered  when  stone  cutters  were  asking  50c.  an  hour. 
Besides  these  elements  in  the  situation,  there  was  the 
develo])ment  of  the  soft  stone  quarries  of  the  United 
States,  where  the  monolithic  quarries  were  worked 
with  the  channelling  machine  instead  of  by  powder, 
the  stone  being  also  cut  by  gang  and  diamond  saws 
and  planers. 

"At  first  the  United  States  stone  was  imported  in 
the  rough,  to  be  manufactured  by  a  few  Canadian 
firms  who  installed  cut  stone  machinery  in  order  to 
furnish  the  market  with  at  least  a  home  manufactured 
product.  This  meant,  of  course,- that  there  was  prac- 
tically no  demand  for  Canadian  stone.  At  the  same 
time  our  Canadian  manufacfurers  believed  that  if  our 
(piarries  were  opened  upon  lines  similar  to  those  in 
the  United  States,  that  eventually  it  might  be  possible 
to  produce  good  Canadian  stone  at  a  lesser  price  than 
it  was  being-  manufactured  for  at  that  time,  but  the 
market  was  already  captured  by  the  American  article 
in  so  far  as  the  raw  material  was  concerned,  and  was 
being  fafit  captured  for  the  finished  product.  As  a 
matter  of  fact,  the  riiajority  of  our  large  ])uildings 
erected  during  1911-13  were  built  of  American  stone 
cut  and  finished  in  the  United  States. 

"The  Canadian  Government — at  our  request — in- 
vestigated the  (juestion  and   found  there  was  abso- 


lutely no  protection  for  our  quarrymen  and  manufac- 
turers, for  the  reason  that  the  small  duty  levied  was 
more  than  offset  by  the  reduction  in  freight  on  the 
finished  article.  In  order  to  encourage  the  manufac- 
turer and  the  production  of  stone,  the  Government  in 
1914  imposed  a  duty  on  foreign  stone,  fully  manufac- 
tured, coming  into  Canada  sufficient  to'  protect  the 
home  industry.  Shortly  after  the  duty  came  into 
force  the  war  broke  out,  greatly  reducing"  the  amount 
of  building  here,  but  Canadian  quarrymen  and  manu- 
facturers, owing  to  the  tariff,  are  able  to  supply,  and 
are  now  manufacturing,  all  the  cut  stone  that  is  being 
used  in  the  Dominion.  We  are  thus  in  a  position  to 
keep  our  plants  going  to  a  limited  extent.  We  are  also 
taking  advantage  of  the  dull  times  to  develop  our 
quarries  and  to  install  the  newest  machinery. 

"Personally,  I  hope  before  the -war  is  over  to  mar- 
ket Canadian  limestone  in  every  way  equal  to  any 
that  has  been  imported,  and  at  such  prices  that  it  will 
be  advantageous  to  the  Canadian  consumer  to  use  it. 
The  old  buildings  in  Montreal  are  examples  of  our 
local  limestone.  It  has,  for  many  purposes,  excellent 
qualities,  and  I  hope  that  its  use  will  be  more  fre- 
quently specified  by  our  architects." 


Steel  of  Special  Quality  Required  for  Rock 
Drills— Subject  to  Unusual  Strains 

ROCK  drilling  in  quarries  is  now  prosecuted  al- 
most entirely  by  machine  drills.    They  have 
a  great  advantage  over  the  human  power 
plant,  because  the  lost  motions  and  wasted 
energy  in  the  latter  are  not  only  fatiguing,  but  dis- 
couraging.   It  is  the  question  of  results  which  makes 
the  average  laborer's  work  efficient  or  inefficient. 

The  development  of  hammer-drill  machines  dur- 
ing the  past  decade  has  brought  with  it  high  require; 
ments  for  the  drill  steel.  The  steel  generally  used 
for  rock  drilling  is  a  carbon  steel  and  its  hardness  is 
dependent  upon  the  percentage  of  carbon  contained. 
Experience  has  proven  that  the  proper  percentage  of 
carbon  is  governed  chiefly  by  the  hardness  of  the 
rock  to  be  drilled  and  the  power  of  the  machine.  A 
bit  will  not  stand  the  impact  if  too  hard  a  steel  ;s 
used  on  hard  ground. 

In  some  drilling  practice,  as  for  instance,  when 
hand-feed  drills  are  used,  bending  stresses  are  likely 
to  be  put  on  the  steel.  Additional  tensile  and  com- 
pressive stresses  are  thus  induced  during-  the  period 
of  the  blow,  producing  an  excessive  strain  in  the  steel. 
In  such  ])ractice  a  heavy  size  of  steel  is  to  be  recom- 
mended. Abrupt  changes  in  section  and  sharp  cor- 
ners should  be  avoided  in  drills. 

To  obtain  the  finest  grain,  bits  should  be  forged 
continuously  from  the  highest  temperature  emjjloyed 
down  to  the  finishing  temperature,  which  proba])ly  is 
slightly  above  the  point  of  recalescence.  It  is  advan- 
lageous  in  hardening  not  to  treat  it  to  any  higher 
temperature  than  necessary.  The  steel  is  liable,  if 
heated  too  highly,  to  change  into  a  coarse  crystalli- 
zation and  develop  hardening' cracks  that  may  cause 
ru])tures.  The  shank  should  also  be  properly  tem- 
pered after  being  hardened. 

.Shanks  often  rupture  longitudinally,  due  to  care- 
less straightening-  after  the  steel  has  been  upset, 
!)lemishes  in  the  steel,  and  groove  marks  where  num- 
erals or  other  marks  have  been  stamped.  The  struc- 
lui  e  of  steel  used  in  bits  subject  to  vibrations  is  of  the 
gieatest  importance.  The  car  bit  structure  has  been 
found  to  stand  up  best.  It  is  obtained  either  l)y  cool- 
ing the  steel  (|uickly  through   the  so-called  critical 
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raii,L;e,  without  actual  quenching-,  or  by  rapid  cooUui;- 
and  then  reheating-  to  about  600  degs.  C. 

The  Merits  of  Canadian  Stone — A  Candid 
Opinion  Covering  the  Fact  Fairly 

THE  Superintendent  of  Buildings  of  the  Board  of 
Education  of  one  of  our  largest  Canadian 
cities,  who  was  recently  in  search  of  informa- 
tion regarding  the  merits  of  Canadian  stone, 
wrote  to  the  management  of  one  of  our  largest  quar- 
ries for  a  candid  opinion  on  the  relative  character- 
istics of  the  various  stones  that  from  time  to  time  had 
come  into  competition  for  the  school  buildings  in  that 
city.  The  following  reply  -was  received  from  the  presi- 
dent of  the  company,  and  appears  to  us  to  state  the 
case  for  Canadian  stone  very  clearly  and  fairly : 

The  following  stones  are,  you  are  no  doubt  aware, 
some  of  the  finest  and  most  durable  that  can  be  found 
anywhere,  and,  although  in  some  cases  there  has  been 
a  difficulty  in  obtaining  a  large  shipment,  still,  that 
could  be  remedied  if  the  quarrymen  had  encourage- 
ment given  them  by  the  public  bodies  specifying  their 
use. 

Credit  Valley 

This  is  a  sandstone  of  uniform  color,  mostly  gray, 
fairly  soft  when  quarried,  hardening  with  age.  Can 
be  cut  at  reasonable  cost  on  plain  work,  but,  on  ac- 
count of  its  hardening  quality,  is  slightly  higher  in 
price  on  any  ornamental  or  highly  detailed  work.  The 
cost  of  this  stone,  f.o.b.  cars  your  city,  is  55  cents  per 
cubic  foot,  in  rough  quarry  blocks. 

Wallace  Sandstone 

This  is  of  the  same  texture  as  the  above,  of  an 
olive  color,  and  the  cost  is  seventy  cents  per  cubic 
foot  in  rough  quarry  blocks. 

Miramichi 

A  sandstone  of  olive  color,  somewhat  softer  than 
either  of  the  above  to  work  and  the  cost  is  seventy 
cents  per  cubic  foot  in  rough  quarry  blocks. 

Sackville  Freestone 

A  rich  brown  in  color ;  soft  in  texture,  and  therefore 
easily  worked  for  little,  if  any,  more  than  the  Indiana, 
U.S.A.,  stone.  The  cost  is  eighty  cents  per  cubic  foot 
f.o.b.  your  city,  in  rough  quarry  blocks. 

Queenston  Limestone 

Blue-gray  in  color,  with  a  small  percentage  of  buff. 
Is  not  unlike  Bedford  Indiana  in  appearance,  but  is 
unlike  that  stone  in  that  it  is  not  porous  and  there- 
fore will  not  discolor  or  stain.  Is  harder  and  therefore 
a  little  more  costly  to  work  in  ornamental  or  fine  de- 
tail work,  but,  in  plain  work,  can  be  worked  as  freely 
as  Indiana.  The  cost  is  fifty  cents  per  cubic  foot  f.o.b. 
your  city,  in  rough  quarry  blocks. 

Tyndall  Limestone 

Comes  from  Manitoba,  and  on  account  of  the  ex- 
cessive freight,  has,  so  far,  not  been  used  very  much 
in  the  East.  I  understand,  however,  that  the  railways 
are  considering  a  lower  freight  rate,  which  will  make 
it  more  reasonable.  It  is  similar  to  Indiana  in  texture 
but  has  a  mottled  effect  in  blue  and  buff'  colors.  A 
good  sample  of  this  stone  can  be  seen  in'  the  new 
C.  P.  R.  station  at  North  Toronto,  now  nearing  com- 
pletion. 

These  stones  are  all  of  Canadian  production,  and 
when  you  compare  the  prices  with  the  Bedford  In- 
diana at  .sixty-four  cents  per  cubic  foot,  and  the  Cleve- 


land Sandstone,  Gray  Canyon,  at  sixty-five  cents  per 
cubic  foot,  and  Buff,  at  one  dollar  and  ten  cents  per 
cubic  foot,  all  f.o.b.  your  city,  the  dift'erences  are  so 
very  small  that,  obviously,  the  extra  cost  of  using 
Canadian  stone  is  in  the  cutting,  and  that  is  of  neces- 
sity by  the  wording  of  your  specification,  "to  be  done 
in  the  city."  Therefore,  by  using  Canadian  stone,  you 
not  only  encourage  Canadian  industries,  but  you  pro- 
vide more  work  for  the  citizens  of  your  city  (who  are 
the  ratepayers  who  provide  the  money  for  these 
works)  at,  I  venture  to  say,  very  small  extra  cost. 
If  your  department  would  specify  more  Canadian 
stone,  I  am  sure  there  is  plenty  of  capital  ready  to 
be  put  into  developing  this  industry,  thus  assuring 
an  adequate  supply. 

P""or  your  further  information  I  would  say  that  the 
duty  on  rough  blocks  entering  this  country  is  about 
seven  cents  per  cubic  foot,  and  on  stone  planed,  turned 
and  sawn  four  sides,  that  is,  practically  cut  ready  to 
set,  the  duty  was  formerly  forty-five  cents  per  cwt. 
This  is  equivalent  to  about  sixty-five  cents  per  cubic 
foot,  to  which  must  now  be  added  ])er  cent,  clear 
face. 

These  facts,  I  think,  are  sufficient  to  show  you  that, 
at  a  not  too  large  extra  cost,  Canadian  stone  could 
be  used  for  all  purposes  in  your  school  buildings,  and 
in  the  case  of  plain  work,  such  as  bases,  etc.,  they 
could  be  used  at  the  same  cost,  and  give  work  not 
only  to  local  workmen,  but,  in  its  entirety,  to  Can- 
adian workmen. 


The  Canadian  Stone  Business 

  By  C.  Cecil  Hewlett*   

THE  question.  What  is  the  matter  with  the  Stone 
Business?  is  one  that  must  present  itself  with 
unmistakable  emphasis  to  the  owners  and 
operators  of  quarries  at  this  time.  The  ans- 
wer, in  the  opinion  of  the  writer,  is  lack  of  concerted 
effort  on  the  part  of  those  interested  in  the  industry 
to  check  or  correct  abuses  as  they  occur.  At  a  time 
when  the  country  is  just  emerging  from  a  long  period 
of  depression,  the  stone  business  has  not  yet  felt  the 
livening-  influence.  This  dullness,  however,  seems  to 
affect  only  our  native  stone.  Foreign  stone  appar- 
ently finds  a  ready  market  in  our  cities. 

The  following  appear  to  be  the  principal  causes 
pioductive  of  this  state  of  affairs,  all  of  which  are 
capable  of  being  materially  reduced  in  their  effect,  or 
entirely  removed,  by  organized  effort  on  the  part  of 
the  various  stone  producing-  interests  in  the  country: — 
The  lukewarmness  of  our  architects  generally,  who 
seem  to  have  drifted  into  the  habit  of  overlooking  our 
native  building  stones,  but  are  thoroughly  familiar 
with  the  merits  of  the  various  foreign  products  which 
are  cutting  so  seriously  into  the  market.  The  rem- 
edy for  this  would  appear  to  be  a  general  advertising- 
plan,  showing  forlh  the  particular  merits  of  the  vari- 
ous building  stones  of  this  country  and  directed  chiefly 
to  the  attention  of  the  architectural  profession.  It 
cannot  be  believed  but  that  if  this  profession  under- 
stood the  injury  being  done  to  a  great  Canadian  in- 
dustry they  would  do  4II  in  their  power  to  remedy  the 
matter.  If,  in  specifications,  the  name  of  the  foreign 
country  from  which  the  building  material  is  to  be  ob- 
tained, were  given,  instead  of  the  particular  name  of 
the  material,  or  if  the  name  of  the  .  countr}-  were 
named  in  connection  with  the  name  of  the  material, 
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it  would  be  quickly  brought  to  the  attention  of  the 
deciding-  parties  that  they  were,  probably  inadvertent- 
ly, discriminating  against  a  Canadian  product. 

Then  there  is  the  freight  question  and  the  car 
supply.  These  are  matters  in  w.hich  the  various 
quarry  companies  are  absolutely  at  the  mercy  of  the 
transportation  companies.  .The  freight  cost  of  a  car 
of  stone  in  almost  all  cases,  is  greater  than  the  value 
of  the  material.  The  idea  on  the  part  of  the  carrymg 
companies  seems  to  be  to  take  toll  of  all  the  traffic 
will  stand.  The  matter  of  securing  cars  for  ship- 
ments is  also  a  very  serious  one  and  has  a  tendency 
to  influence  contractors  to  buy  building  material  of 
foreign  origin,  stocks  of  which  are  ready  to  hand  in 
most  centres,  or  use  concrete. 

Organization  of  the  various  concerns  interested 
in  the  stone  business  would  certainly  go  a  long  way 
towards  keeping  the  merits  of  stone  as  a  building-  ma- 
terial of  the  first  class  before  the  constructing  com- 
munity. This  latter  is  badly  needed.  An  intelligent 
educational  campaign  keeping  the  proper  place  of  the 
various  building  materials  well  before  those  inter- 
ested would  be  a  great  benefit  to  the  general  com- 
munity as  well  as  to  the  interests  involved.  The  harm 
where  a  mistake  is  made  in  the  choice  of  a  material 
reacts  to  the  disadvantage  of  the  material  employed. 

There  is  a  great  future  before  all  those  industries 
dealing  with  construction  in  this  country.  As  the 
population  increases  and  our  natural  resources  are 
further  developed  there  will  be  an  ever  greater  need 
for  housing  our  people  and  products,  and  with  the 
natural  increase  in  wealth  our  buildings  will  become 
more  and  more  an  index  of  the  general  prosperity. 


Developments  in  the  Quarrying  Business 

War  conditions  and  the  high  prices  paid  for  un- 
skilled labor  in  munition  factories,  have  put  rnost  of 
the  quarries  in  a  bad  way  for  labor.  The  subject  of 
new  and  improved  equipment  is  being  given  the  full- 
est consideration  by  quarrymen  who  recognize  that 
the  shortage  of  quarry  labor  is  a  condition  that  can 
be  met  in  no  other  way.  Mechanisms  are  being  pro- 
duced that  are  enormously  economizing  the  produc- 
tion of  building-  and  crushed  stone. 

Auto  Trucks — Road  material,  always  the  heaviest 
portion  of  the  tonnage  going  out  from  the  crusher,  is 
in  big  demand  at  the  present  season.  The  transporta- 
tion proposition  is  ever  present,  and  just  now,  with 
the  shortage  of  labor  and  the  acute  pressure  of  rail- 
road cars,  the  auto-truck  with  trailers  added  seems  to 
be  the  only  economical  solution.  As  a  result,  auto- 
trucks have  become  practically  an  indispensable  part 
of  the  road  contractors'  equipment.  The  transporta- 
tion end  of  road  making  is  always  the  most  important, 
because  it  has  all  to  do  with  the  profit  that  is  made 
1)V'  the  road  contractor. 

Fluxing  Stone — With  steel  mills  of  every  class 
running  at  full  capacity  to  meet  the  unprecedented 
demand  for  sleel  and  iron,  a  maximum  volume  of  flux- 
ing stone  for  furnace  operations  is  required.  Quarries 
producing  fluxin.o-  stcjne  are  likely  to  have,  during 
1916,  the  greatest  demand  ever  known  for  this  parti- 
cular type  of  i)roduct. 


'Requisite  Features  of  Stones 

Structural  stone  is  employed  for  so  many  diverse 
purposes  that  the  characteristics  which  make  a  stone 
desirable  necessarily  vary  with  the  nature  of  the  struc- 
ture tf)  l)e  erected.      V(^r  building  piers  for  railway 


bridges,  strength  and  durability  are  far  more  import- 
ant requisites  than  uniformity  of  color.  While  lor 
interior  decoration,  less  durability  is  necessary,  al- 
though such  stone  is  expected  to"  exhibit  greater 
beauty  and  a  superior  durability  to  fine  chiselling. 

The  main  requisites  for  a  stone  are:  (1)  strength 
— crushing-  strength,  transverse  strength,  and  elasti- 
city; (2)  color;  (3)  durability;  (4)  low  cost  of  cutting. 

The  ordinary  physical  tests  which  are  commonly 
applied  to  building-  stones  to  determine  its  adaptability 
are :  specific  g-ravity,  weight  per  cu.  ft. ;  per  cent,  of 
pore  space;  ratio  of  absorption;  coefficient  of  satura- 
tion ;  crushing  strength  ;  transverse  strength  ;  shearing 
strength;  corrosion  loss;  drilling  factor;  chiselling 
factor. 


Market  Conditions  in  Hydrated  Lime 

There  are  three  plants  in  Ontario  manufacturing 
hydrated  lime,  located  at  Guelph,  Elora,  and  Orange- 
ville,  respectively.  Other  producers  in  Canada  are 
located  at  Joliette  and  Hull,  Que.,  and  Winnipeg,  Man. 
There  has  been  in  the  past  a  large  amount  of  hy- 
drated lime  imported  into  Canada  annually  from  the 
United  States  for  use  as  finishing  plaster.  Canadian 
plants  are  able  to  produce  a  considerable  tonnage,  l)ut 
have  not  been  prepared  to  take  care  of  the  unexpected 
increase  in  demand  this  spring,  resulting  from  the  iii- 
crease  in  price  of  the  United  States  products  and  the 
increase  in  duty  caused  by  the  recent  action  of  the 
Canadian  Customs  in  placing  hydrated  lime  in  the 
same  class  as  wall  plaster  and  Portland  cement.  Cana- 
dian firms  expect,  however,  to  be  in  a  position  shortly 
to  take  care  of  all  the  business  offering,  but  are  handi- 
capped just  at  present  by  the  high  prices  and  scarcity 
of  labor  and  slow  delivery  on  orders  for  machinery  and 
supplies,  which  are  the  same  difficulties  that  obtain 
in  all  other  classes  of  manufacturing  in  Canada  to-day. 


Right  Time  to  Quarry 

The  best  time  for  quarrying  is  during  the  sum- 
mer, but  freshly  quarried  material  should  not  be  al- 
lowed to  lie  in  the  sun  and  dry  too  quickly,  as  it  is 
liable  to  become  shaky.  Stone  quarried  during  the 
winter,  or  during  very  wet  seasons,  is  liable,  accord- 
ing to  some  authorities,  to  have  much  lower  tenacity 
when  dried,  and  to  remain  particularly  susceptible  to 
the  efi:ects  of  moisture.  A  stone  is  also  liable  to  dis- 
integration if  built  immediately  into  a  wall  without 
seasoning.  Stones  for  carved  work  should  be  worked 
up  as  soon  as  they  are  quarried  and  while  in  the  green 
state,  as,  when  the  water  is  once  lost,  no  amount  of 
wetting  will  restore  them  to  the  original  workable 
condition. 


Quarry  Drainage 

The  question  of  drainage  is  extremely  important 
in  locating  a  quarry;  given  the  same  market,  it  is  im- 
possible for  a  wet  quarry  to  compete  with  a  dry  one, 
us  the  additional  expense  of  keeping  the  excavation 
free  of  water  may  compel  the  cessation  of  operations. 
Where  possible,  therefore,  a  quarry  should  be  located 
where  natural  drainage  is  presented.  If  such  a  place 
cannot  be  found  on  the  property,  the  opera-tor  must 
reckon  with  the  cost  of  pumping,  and  he  should  as- 
sure himself  that  his  competitors  are  not  more  favor- 
ably situated  in  this  respect. 
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Geological  Features  of  Canadian  Rocks 

A  Brief  Account  of  the  Historical  Formations  Which 
Form  the  Basis  of  Our  Splendid  and  Varied  Quarries. 


THE  followiiif^"  brief  account  of  the  geology  of 
the  rocks  of  Canada,  so  far  as  known,  is  given 
with  the  object  of  indicating-  the  extent  and 
*  manner  of  formation  of  the  rocks  which  are 
employed  as  building-  stone.  The  most  ancient  rocks 
that  compose  the  crust  of  the  earth  consist  of  a  series 
of  gneisses,  granites,  and  other  crystalline  rocks,  inter- 
mingled with  sedimentary  materials  which  have  like- 
wise become  crystalline  through  metamorphic  agencies. 

Pre-Cambrian 

This  crystalline  complex  forms  the  axis  or  back- 
bone of  all  the  continents,  and  on  its  flanks  have  been 
deported  the  sedimentary,  rocks  which  have  greatly 
increased  the  original  extent  of  the  continents.  This 
ancient  series  is  usually  referred  to  as  the  "Pre-Cam- 
brian." It  is  also  known  as  the  "Azoic,"  in  reference 
to  the  fact  that  no  life  is  known  to  have  existed  on' 
the  globe  during  the  vast  period  of  time  during  which 
these  rocks  were  formed. 

Palaicozoic  Period 

Following-  the  Pre-Cambrian  came  a  long  period 
of  many  millions  of  years  during  which  the  oceanic 
waters  successively  invaded  and  retreated  over  cer- 
tain areas.  During-  this  age,  which  is  known  as  the 
"Palaeozoic"  on  account  of  the  fact  that  a  very  an- 
cient and  extinct  type  of  life  existed,  the  flanks  of 
the  old  Pre-Cambrian  axis  were  gradually  covered 
with  a  series  of  sedimentary  rocks.  It  is  apparent 
that  many  changes  must  have  occurred  during  the 
Palaeozoic  era,  and  that  these  changes  have  left  evi- 
dence whereby  the  rocks  may  be  divided  into  systems, 
and  these  systems  further  subdivided  into  formations. 
From  the  oldest  to  the  youngest,  the  systems  of  the 
I'alaeozoic  are  as  follows:  Cambrian,  Ordovician,  Si- 
lurian, Devonian,  and  Carboniferous. 

During;  "Cambrian"  time  the  ancient  ocean  ad- 
vanced on  the  Pre-Cambrian  axis  and  its  waves  beat 


Sackville  Sandstone  Quarry,  Sackville,  N.S. 

into  sand  the  fragments  of  the  old  rocks  which  they 
encountered.  In  consequence,  a  fringe  of  sandstone 
marked  the  strand  line  of  the  advancing-  sea,  while  in 
the  deeper  water  was  deposited  the  hner  material, 
which  consisted  chieflv  of  suspended  particles  of  clay. 


Cambrian  rocks  are  marked  off  (rom  the  earlier  series 
bv  the  presence  of  fossils.  In  some  cases  numerous 
fossils  are  found,  indicating"  beyond  doubt  the  age  of 
sediments ;  in  most  cases,  however,  the  intense  meta- 
inorphism  has  destroyed  the  remains  of  any  organism 
that  mav  have  existed.  In  consequence  of  these 
changes,  much  doubt  exists  as  to  the  proper  ag-e  of 
the  rocks  of  many  large  areas. 

The  series  of  deposits  following  the  Cambrian  are 
classed  under  the  term,  "Cambro-Silurian."  The  rocks 
of  this  age  are  chiefly  sandstones,  limestones,  and 
shales,  usually  showing-  strong  metamorphism  with 
the  conversion  of  the  sandstones  into  quartzite,  the 
shales  into  slate,  and  the  limestone  into  crystalline 
limestone.  The  formation  has  been  invaded  by  great 
masses  of  granite  and  other  eruptives  whereby  its 
extent  is  materially  reduced.  A  f)eriod  of  extensive 
land  elevation  and  deformation,  accompanied  by  the 
extrusion  of  great  masses  of  igneous  rocks,  marked 
the  close  of  the  "Cambro-Silurian"  time. 

Following-  the  Cambro-Silurian  are  the  deposits  of 
"Silurian"  time,  which  show  less  extensive  metamor- 
phism although  they  are  invaded  by  eruptives  of  a 
still  later  age.  The  rocks  consist  chiefly  of  calcareous 
shales  and  limestones. 

Devonian  rocks  follow  the  Silurian ;  they  consist 
chiefly  of  shales  and  limestones  with  sandstones  and 
conglomerates.  Towards  the  close  of  the  Devonian, 
extensive  earth  movements  again  afifected  the  region. 
The  rocks  show  evidence  of  uplifting-,  with  much 
folding-  and  faulting-,  accompanied  by  the  injection  of 
enormous  masses  of  granite  and  other  igneous  rocks. 

Following-  the  "Devonian"  came  the  "Carbonifer- 
ous" age,  which  represents  a  great  series  of  sediments 
deposited  in  a  sea  that  gradually  encroached  on  a 
lowering  land  surface.  The  rocks  of  the  Carboni- 
ferous proper  are  divided  into  three  series — lower 
Carboniferous,  middle  Carboniferous,  and  upper  or 
Pernio  Carboniferous.  During  the  "Carboniferous" 
time,  tilting  and  disturbance  of  the  strata  occurred,  so 
that  in  some  places  the  different  merribers  of  the  series 
are  already  marked  off  from  one  another  by  strong 
unconformities.  The  close  of  the  "Carboniferous" 
age  was  marked  by  a  wide-spread  elevation  of  the  land, 
which  in  some  places  has  not  been  followed  by  de- 
pression. 

Mesozoic  Period 

The  only  rocks  of  later  date  than  the  Permian  be- 
long to  the  lowest  division  of  the  "Mesozoic"  age,  and 
are  thought  to  represent  estuarine  deposits.  They 
consist  of  red  sandstone  and  shales,  which  are  over- 
laid by  heavy  masses  of  trap. 

Ice  Age 

At  a  comparatively  recent  date  in  geological  his- 
tory occurred  the  remarkable  event  known  as  the  "Ice 
Age,"  during  which  the  whole  of  Canada  was  swept 
by  enormous  glaciers,  which  did  much  to  modify  the 
topography  of  the  country.  In  their  resistless  march 
from  the  north  these  glaciers  bore  immense  quanti- 
ties of  boulders  of  the  crystalline,  Pre-Cambrian  rocks 
far  southward.  With  the  coming  of  warmer  climate 
and  the  consequent  retreat  of  the  ice,  these  boulders 
were  left  in  great  numbers  over  the  face  of  the  coun- 
try. 
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Dimension  Quarrying  by  the  Ancients 

Incredible  Accomplishments  that  Stagger  the  Minds 
of  Modern  Builders — Methods  of  Operation  Almost 
Complete    Mystery — A   Few    Interesting  Figures 


MERE  magnitude  alone  makes  appeal 
to  mankind.  Almost  every  one  is. 
interested  in  the  great  things  of 
their  kind,  no  matter  what  they  may 
be.  In  every  age  there  has  been  the  effort  to 
surpass  previous  achievements.  The  Egyptians 
as  a  nation  are  chiefly  notable  for  their  grandiose 
work,  and  the  result  is  that  the  pyramids,  the 
Sphinx,  and  various  giant  obelisks  and  monster 
temples  stand  as  their  principal  monuments. 
The  Egyptians  worked  in  stone,  as  does  every 
nation  that  wishes  to  leave  imperishable  records 
of  their  civilization.  The  natural  tendency  of 
this  people  was  helped  by  the  fact  that  close  at 
hand  were  inexhaustible  deposits  of  high-grade 
stones,  limestones,  sandstones,  quartzites,  gran- 
ites, syenites,  basalts,  and  porphyries.  The  man- 
ner in  which  the  Egyptians  quarried  these 
stones  in  huge  monolithic  masses,  transported 
them  for  immense  distances,  and  erected  them 
into  stately  piles  of  masonry,  is  one  of  the  mar- 
vels of  history.  Some  of  their  work  was  of  al- 
most inconceivable  magnitude.  The  two  Colossi 
of  Memnon  at  Thebes,  are  carved  of  a  pebbly 
and  quartzoze  sandstone  conglomerate  of  a  yel- 
lowish brown  color  and  very  difficult  to  work. 
The  height  of  the  statues  alone  is  y.l  ft.,  and  of 
the  pedestals  13  ft.  They  represent  Araenophis 
III.,  who  erected  them  in  1427-1393  B.C.  The 
northern  one  was  the  famous  vocal  statue  of 
Memnon,  which  was  reputed  to  give  out  song 
as  the  rays  of  the  morning  sun  smote  it. 

One  striking  manner  in  which  Egyptian  art 
manifested  itself  was  in  the  erection  of  obelisks, 
or  carved  monolithic  shafts  of  stone.  One  of 
these  is  the  famous  Cleopatra's  Needle  in  Cen- 
tral Park,  New  York.  This  is  of  granite,  57  ft. 
in  height,  and  its  transportation  from  Egypt  and 
erection  in  New  York  were  considered  quite  a 
triumph  of  modern  engineering.  And  yet  this  is 
but  a  moderate  example  of  this  style  of  work. 
In  front  of  the  Lateran  Palace,  in  Rome,  there 
is  a  monster  shaft  of  red  granite,  105  ft.  high 
and  weighing  430  tons.  This  was  originally 
erected  by  King  Tutnes  III.  (B.C.  1597-60),  at 
Thebes,  and  was  removed  to  Rome  l)y  Constan- 
tius,  357  A.D.  It  was  overthrown  and  broken 
into  three  pieces  before  it  was  erected  on  its 
l)rcscnt  site  by  Sixtus  V..  in  1587.  The  next 
largest  obelisk  is  at  the  ancient  Heliopolis,  near 
Cairo,  which  measures  97;^  ft.  in  height  and 
sy^i  ft.  square  at  the  base.    This  is  of  rose  gran- 


ite from  Assuan,  and  was  erected  by  Queen 
Makere  about  1500  B.C.  An  inscription  records 
that  it  was  made  in  seven  months,  surely  a  re- 
markably short  time  for  so  great  an  achievement 
in  quarrying,  stone-cutting,  and  engineering. 

If  linear  dimensions  alone  are  taken  into  ac- 
count, the  Lateran  obelisk  undoubtedly  holds  the 
record,  but  as  to  mass  and  general  magnitude, 
nothing  in  the  way  of  quarried  stones  will  com- 
pare with  those  that  were  used  in  the  temple  of 
the  sun  at  Baalbec,  in  Syria.  The  remains  of 
this  wonderful  structure  still  stand  in  a  fair 
state  of  preservation.  It  is  made  up  entirely  of 
enormous  blocks  of  stone  laid  up  in  dry  masonry 
with  close-fitting  joints.  The  base  courses  of 
this  temple  are  of  blocks  ranging  from  20  ft. 
to  more  than  60  ft.  in  length.  They  are  all  sur- 
passed, however,  by  a  block  which  was  cut  from 
the  ledge,  squared  up  and  partly  removed  from 
the  quarry  about  half  a  mile  from  the  temple 
itself,  but  left  there  when  the  work  was  finally 
suspended.  An  idea  of  its  size  can  be  gained 
from  the  accompanying  data,  but  the  exact 
statistics  make  the  work  of  the  ancient  artisans 
even  more  remarkable.  This  Block  has  the  al- 
most incredible  dimensions  of  75  ft.  by  18  ft.  by 
15  ft.,  and  weighs  fully  1,500  tons. 

In  recording  the  largest  blocks  quarried,  the 
reference  is,  of  course,  to  those  that  have  been 
not  alone  broken  off  from  their  beds,  but  have 
also  been  removed  from  the  pit,  dressed,  and 
erected.  With  modern  explosives,  drills,  and 
quarrying  apparatus,  it  is  no  unusual  thing  for 
a  mass  of  rock  weighing  many  thousands  of 
tons  to  Ije  broken  loose  and  overthrown,  but 
these  great  blocks  are  cut  into  smaller  pieces  be- 
fore being  removed  and  worked.  About  the 
year  1875,  the  proprietor  of  the  Prentice  brown- 
stone  quarries,  in  Michigan,  quarried  a  single 
shaft  of  stone  slightly  over  100  ft.  in  length.  It 
was  intended  to  use  this  as  a  display  at  the  Cen- 
teimial  Exposition  in  Philadelphia.  It  was  found, 
however,  that  it  would  be  impossible  not  only  to 
remove  this  from  the  pit,  but  also  to  transport 
it  to  Philadelphia.  It  was,  therefore,  broken  up 
into  smaller  sizes  for  commercial  use.  No  one 
would  be  bold  enough  to  declare  that  modern 
ingenuity  would  find  it  impossible  to  equal  the 
gigantic  Ijlocks  that  find  a  place  in  the  Temple 
at  Baalbec,  but  they  are  likely  to  stand  for  all 
time  as  the  record  in  stone  quarrying. 
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A  Canadian  Quarry  for  Every  Purpose 

The  Origin  and  Mineral  Composition  of  the  Chief  Canadian  Build- 
ing Stones,  Manner  of  Occurrence,  Variations   and  Classifications 


THERE  is  scarcely  any  variety  of  stone  which 
may  not  be  used  for  building  purposes.  Cheap- 
ness and  accessibility  often  outweigh  all  other 
considerations  and,  where  time  is  limited,  are 
the  chief  and  controlling  factors.  In  a  restricted 
sense,  building  stones  fall  into  four  groups  designated 
as  follows:^  (1)  Granite  and  its  allies,  the  igneous 
rocks;  (2)  Sandstones  and  related  rocks;  (3)  Lime- 
stones and  related  rocks  ;  (4)  Slates. 

By  exceptional  beauty,  rarity  and  adaptability, 
many  members  of  the  above  groups  may  pass  over 
the  indistinct  line  which  divides  building  from  orna- 
mental stone.  On  the  other  hand,  the  so-called  orna- 
mental stones  pass  by  a  similar  insensible  gradation 
into  gem  stones.  Ornamental  stones,  therefore,  con- 
stitute a  group,  which  is  not  clearly  defined  either 
scientifically  or  economically. 

Some  of  the  more  important  essential  minerals  of 
igneous  rocks  are  briefly  described  below. 

Quartz 

Quartz  is  a  crystallized  form  of  dioxide  of  silicon, 
and  is  one  of  the  commonest  substances  known.  Be- 
sides being  a  constituent  of  many  igneous  rocks,  it 
forms  the  bulk  of  common  beach  sand,  as  well  as  the 
solid  sandstone  rock.  It  is  the  hardest  of  the  com- 
mon minerals  and  will  cut  all  those  referred  to  below. 
It  is  normally  colorless,  like  clear  glass,  but  may  be 
milky  white  or  tinged  with  various  colors,  as  .pink. 


Morrison  Quarry  Company's  Masson  Quarry,  near  Montreal. 

grey,  and  blue.  The  superior  hardness  of  quartz,  as 
well  as  its  resistance  to  decay,  renders  it  a  very  per- 
manent substance,  and  it  persists  in  almost  unaltered 
form  after  the  other  minerals  have  disintegrated. 
Quartz  is  an  essential  constituent  of  many  igneous 
rocks,  particularly  of  granite  and  prophyry.  Its  pres- 
ence in  proper  amount  renders  such  a  stone  hard  and 
permanent,  but  an  excess  causes  difBcultv  in  chiselling 
and  consequently  an  increase  in  the  cost  of  working. 

Feldspar 

The  feldspars  are  complicated  compounds  of  silicic 
acid  with  lime,  soda  and  potash,  and  may  be  grouped 


in  two  divisions  based  on  the  substance  combined  with 
the  silicic  acid.  In  one  case  this  substance  is  potash 
and  in  the  other  soda  or  lime,  or  both  soda  and  lime. 
Owing'  to  the  ease  with  which  feldspar  cleaves,  it  is 
often  filled  with  incipient  cracks  which  allow  the  pene- 
tration of  water,  whereby  decomposition  is  more 
readily  ef¥ected.  It  sometimes  happens  that  the  feld- 
spar crystals  of  a  rock  are  so  large  or  constitute  so 
great  a  portion  of  the  whole  mass,  that  the  quarrying 
of  the  rock  becomes  an  economic  possibility  purely  on 
account  of  the  feldspar  it  contains. 

Mica 

Chemically,  mica  is  a  complicated  compound  of 
silicic  acid  with  several  other  substances,  particularly - 
potash,  magnesia,  and  iron.    Mica  is  a  common  consti- 
tuent of  rocks,  particularly  of  granite,  the  color  of 
which  is  more  or  less  controlled  by  the  amc>unt  and' 
color  of  the  mica  present. 

Pyrite 

Pyrite  or  iron  pyrites  is  a  compound  of  iron  and 
sulphur,  which  usually  crj^stallizes  in  cubes  of  bright, 
yellow,  metallic  color;  its  popular  name  is  "Fool's 
gold."  Pyrite  in  exterior  building-  stone  decomposes 
easily,  resulting  in  unsightly  stains.  Its  presence  in 
small  quantity  is  not  prohibitive  for  inside  construc- 
tion, but  for  exteriors  any  appreciable  amount  is  to  be 
regarded  with  the  gravest  distrust.  It  is  a  fairly  com- 
mon accessory  constituent  of  rocks,  not  only  of, the 
igneous  types,  but  of  other  kinds  as  well. 

Igneous  Rock 

Igneous  rock  is  formed  from  molten  matter  which 
has  consolidated  either  into  minerals  or  glass,  or  both. 
Many  classifications  of  a  more  or  less  satisfactor}-  na- 
ture have  been  devised ;  but  as  yet  all  sorts  of  grada- 
tions are  known  to  exist  between  the  various  t)q)es. 
.Some  of  the  more  common  varieties  employed  as 
building  stone  are  classified  below : — 

Granite — The  term,  "'granite,"  has  ])een  used  in 
various  senses  and  has  been  made  to  include  man}-  dif- 
ferent stones ;  it  has  even  been  considered  synony- 
mous with  "igneous  rock."  The  ph3'sical  character  ot 
a  rock  depends  on  two  things — its  mineral  constituents 
and  its  structure.  In  a  typical  granite  the  constituent 
minerals  are  quartz,  orthoclase  and  mica;  the  first  two 
are  always  present,  while  the  mica  is  frequently  re- 
placed by  augite  or  hornblende.  In  its  structure, 
granite  is  composed  entirely  of  minerals ;  there  is  no 
glass  or  uncrystallized  material  between  the  constitu- 
ent grains.  Further,  the  various  minerals  are  of  ap- 
proximately the  same  size.  Variations  in  the  size  of 
the  grains  produce  granites  varying  from  extremely 
coarse  examples  with  crystals  of  an  inch  or  more  in 
length  down  to  those  in  which  the  grains  are  of  micro- 
scopic size. 

As  the  dif¥erent  minerals  possess  difi:'erent  colors, 
it  is  apparent  that  the  relative  amounts  of  these  min- 
erals is  an  important  factor  in  determining  the  color 
of  the  rock  .as  a  whole.  Granites  are  usually  classi- 
fied as  grey  or  red,  but  a  whole  series  may  be  selected 
ranging  from  almost  white  to  a  deep,  bright  red.  In 
addition  to  the  essential  minerals,  granites  are  prone 
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to  contain  accessory  constituents,  such  as  garnet,  py- 
rite,  ma.Sinetite,  hematite,  and  many  others. 

Prophyries — The  term  "prophyry"  was  at  first  em- 
ployed to  designate  all  those  igneous  rocks  in  which 
certain  of  the  crystals  are  conspicuously  larger  than 
the  rest.  Modern  usage,  however,  has  somewhat  re- 
stricted the  use  of  the  term,  but  the  adjective,  "  pi'o- 
phyritic.''  is  still  applied  to 'all  rocks  in  which  some  of 
the  minerals  are  conspicuously  larger  than  the  rest. 
Many  of  the  prophyries,  particularly  those  with  large, 
bright-colored  prophyritic  individuals  embedded  in  a 
darker  ground  mass,  are  of  unusual  beauty  when  pol- 
ished, and  are  much  in  demand  for  decorative  purposes. 

Greenstone — "Greenstone"  has  been  applied  to 
rocks  of  very  dififerent  composition  and  structure  and 
has  no  real  significance.  It  will  be  continued  to  be 
used,  however,  because  it  aptly  describes  a  series  of 
rocks  presenting  a  dark  green  or  black  color,  the  dif- 
ferentiation of  which  is  often  attended  with  consider- 
able difficulty.  In  composition  they  are  all  character- 
ized by  the  practical  absence  of  both  quartz  and  ortho- 
clase.  The  minerals  which  compose  the  greenstones 
are  more  prone  to  decay  than  those  of  the  granites. 
They  do  not  generally  appeal  to  architects  for  building. 

Sedimentary  Series 

To  the  sedimentary  series  are  ascribed  all  those 
deposits  which  have  accumulated  at  the  bottom  of 
bodies  of  water.  It  is  obvious  that  these  materials 
must  have  been  derived  from  the  land  surface  and 
transported  into  the  sea  or  lakes,  either  by  solution  in 
the  water  or  by  mechanical  carriage  in  the  rivers  or 
streams.  It  is  further  obvious  that  any  of  these  ma- 
terials which  make  up  the  igneous  rocks  may  be  re- 
moved on  the  decay  of  those  rocks  and  thus  go  to 
make  up  the  sedimentary  series.  The  more  or  less 
complete  decomposition  of  the  original  minerals  of  the 
igneous  rocks  results,  however,  in  the  formation  of 
new  minerals  which  go  to  make  up  the  sedimentary 
series.  Further,  after  the  sedimentary  rock  is  formed, 
other  new  minerals  may  originate  by  chemical  changes 
within  the  rock.  Of  the  sedimentary  or  stratified 
rocks  formed  from  the  solidification  of  the  masses  of 
material  borne  into  the  sea  the  more  important  are 
described  below : — 

Sandstone — The  comminuted  mineral  particles,  de- 
rived from  the  original  igneous  rocks,  and  washed 
down  by  streams  into  the  ocean,  build  up  layers  of 
material  which  eventually  become  rock.  In  distribut- 
ing these  particles,  the  well-known  sorting  power  of 
water  comes  into  play,  whereby  the  sand-hke  grains 
are  separated,  on  the  one  hand,  from  the  coarser  frag- 
ments, and  on  the  other,  from  the  finer  particles  of 
kaolin.  The  sandy  portion  consolidation  becomes 
sandstone.  The  character  of  sandstone  depends  on 
the  mineral  character  of  the  component  grains,  the 
size  and  shape  of  the  grains,  their  arrangement  within 
the  rock,  and  the  nature  of  the  cementing  material 
binding  them  together. 

Particles  of  quartz  form  by  far  the  most  desirable 
constituents  of  sandstone;  feldspar  is  also  frequently 
I)resent.  Among  the  less  frequent  mineral  grains 
found  in  sandstones  may  be  mentioned,  hornblende, 
chlorite,  garnet,  magnetite,  and  calcite.  In  the  best 
sandstones  the  grains  are  arranged  uniformly  through- 
out the  mass.  Frequently,  however,  the  coarser  and 
finer  particles  are  arranged  in  layers,  thus  giving  a 
strii)cd  ;ti:)pearance  to  the  stone,  together  with  a  pro- 
nounced tendency  to  break  ])arallel  to  the  various 
sheets.  Of  equal,  if  not  greater,  importance  than  the 
constituent  grains  themselves,  is  the  nature  of  the  ce- 
menting material  by  which  the  grains  are  bound  to- 


gether. This  cementing  material  may  be  silica,  car- 
bonate of  lime,  oxide  of  iron,  or  clay.  Sandstones  are 
usually  spoken  of  as  siliceous,  calcerous,  ferruginous, 
or  argillaceous,  according  to  the  nature  of  the  ce- 
menting material.  Siliceous  sandstones  have  the 
greatest  strength,  but  they  are  frequently  so  hard  that 
they  cannot  be  chiselled,  except  at  prohibitive  cost. 
Calcareous  are  soft  and  maj^  be  worked  with  compara- 
tive ease ;  but  succumb  readily  to  the  action  of  wea- 
ther. Argillaceous  sandstones  are  usually  dull  and 
unattractive,  and  are  liable  to  absorb  water  and  disin- 
tegrate under  the  action  of  frost.  In.  color,  sand- 
stones are  extremely  variable,  ranging  from  almost 
white  to  dark  brown ;  grey,  buff,  drab,  bluish,  and 
greenish  types  are  common. 

Limestone 

Limestone  is  composed  essentially  of  carbonate  of 
lime  which  has  been  deposited  on  the  floor  of  bodies 
of  water  and  has  subsequently  ha'rdened  into  rock. 


Niagara  Limestone,  St.  Patrick's  Church,  Hamilton,  Ont. 

The  precipitation  of  the  lime  may  have  been  efifected 
directl}'  from  the  water  or  by  the  agency  of  animal 
or  vegetable  life,  that  is,  the  limestone  is  a  chemical 
jirecipilate,  or  it  is  composed  of  the  shells  and  other 
liard  parts  of  animals,  as  well  as  the  hardened  tissue 
of  certain  plants. 

Compact  limestone  is  only  occasionally  pure  car- 
bonate of  lime,  in  which  case  it  has  a  high  value  for 
the  manufacture  of  chemical  products.  Any  consid- 
erable amount  of  clay  is  not  desirable  in  a  limestone 
as  it  softens  the  rock  and  renders  it  more  liable  to 
disintegration.  A  very  fine  grained,  uniform,  magne- 
sian  limestone,  with  a  small  amount  of  clay,  is  known 
as  lithographic  limestone.  Hydraulic  limestone  con- 
tains a  considerable  amount  of  clay  and,  when  burnt, 
yields  a  cement  capable  of  setting  under  water.  A 
rock  so  diversified  as  limestone  must  necessarily  pre- 
sent manv  difTerent  colors.    White,  grey  and  drab  are 
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tne  prevailing-  tints,  yellow,  blue,  and  green  are  of 
frequent  occurrence. 

Melamorphic  Rocks — Rocks  of  either  igneous  or 
sedimentary  origin  are  often  subjected  to  such  severe 
treatment  in  the  long  course  of  their  geological  his- 
tory, that  the  original  character  is  much  altered.  The 
folding  and  crushing  of  the  earth's  crust,  the  immense 
weight  of  overlying  material,  and  the  contact  with 
hot  molten  rock  from  the  interior  may  be  mentioned 
among-  the  numerous  causes  contributing  to  the 
change.  Sucli  altered  rocks  are  referred  to  as  "Meta- 
morphic." 

Marble — Although  the  term  '"marble"  is  frequently 
applied  to  handsome  varieties  of  sedimentary  lime- 
stone, particularly  the  fossiliferous  examples,  it 
seems  advisable  to  restrict  the  name  to  the  metamor- 
phosed limestones — to  those  in  which  the  crystalline 
structure  has  been  induced  by  metamorphism.  The 
term  has  been  used  in  a  general  sense  as  any  kind  of 
limestone  capable  of  receiving  a  polish.  Marble,  in 
the  narrower  sense,  is  a  fine,  even  aggregate  of  calcite 
crystals  which  has  been  produced  from  ordinary  lime- 
stone b-y-  the  action  of  heat  and  pressure.  When  pure 
it  is  snow  white  and  is  known  as  statuary  marble. 
The  different  colored  marbles  sometimes  present  the 
dift'erent  hues,  p'mk,  red,  grey,  blue,  etc.,  throughout 
the  mass.  The  arrangement  of  the  coloring  matter  is 
due  to  the  aggregation  of  the  impurities  originally 
present  in  the  limestone  and  their  conversion  into  new 
minerals  b}-  the  process  of  metamorphism.  Marble  is 
found  only  in  regions  which  have  been  subjected  j;o 
severe  strain,  in  consequence  of  which  the  originally 
level  beds  of  limestone  have  been  bent  and  folded  to 


such  an  extent  that  they  are  sometimes  vertical  in- 
stead of  horizontal  in  position. 

Slate 

Highly  metamcjrphosed  beds  of  shale  which  have 
been  subjected  to  a  stron£{  lateral  pressure  become 
much  hardened  and  at  the  same  time  acquire  a  ten- 
dency to  cleave  in  a  direction  at  right  angles  to  the 
line  of  pressure.  It  should  be  clearly  understood 
that  the  familiar  sheets  of  slate  are  not  the  result  of 
bedding  planes,  but  are  consequent  upon  the  develop- 
ment of  "slaty  cleavage,"  which  takes  place  in  a  di- 
rection in  no  way  related  to  the  planes  of  stratifica- 
tion. Slate  deposits  are,  therefore,  always  found 
"standing  on  edge."  They  are  usually  of  limited 
\vidth,  but  may  extend  for  miles  along  the  direction  of 
cleavage.  Green  to  grey  varieties  are  by  far  the  more 
common,  but  purple,  red  and  mottled  slates  are  quar- 
ried to  a  considerable  amount. 

Field  Stones 

The  loose  stones  so  generously  scattered  over  a 
large  part  of  Canada  and  so  universally  used  in  the 
construction  of  foundations,  and  even  dwelling  houses 
and  churches  in  rural  districts,  cannot  be  ascribed  to 
any  particular  type.  A  great  many  different  kinds  of 
stone  may  be  obtained  from  among  these  loose  pieces 
within  a  very  limited  district.  AH  these  materials 
have  been  derived  from  the  northward  of  the  locali- 
ties in  which  they  are  now  found  and  have  been  borne 
to  their  present  position  by  the  action  of  ice  during 
the  comparatively  recent  "Ice  age"  or  "Glacial 
period." 


Occurrence  of  Various  Building  Stones 

Present  Knowledge  More  Complete  with  Respect  to 
Eastern  Canada — Large  Deposits  Widely  Distributed 


Til  E  ensuing  description  will  deal  with  the  occur- 
rence of  the  more  important  building  stones, 
according  to  their  geological  formation,  in 
Ontario,  Quebec,  and  the  Maritime  Provinces. 
The  description  will  include  a  brief  summary  of  dif- 
ferent areas  that  have  been  actually  exploited  for  the 
production  of  l)uilding-  stone. 


ONTARIO 


Sandstone 

The  sandstones  quarried  in  Ontario  are  obtained 
principally  from  three  formations — Potsdam-Iieek- 
mantown,  the  Medina,  and  the  Oriskany.  Small  quan- 
tities have  also  been  obtained  from  the  Chazy,  and 
they  are  likewise  known  to  occur  in  the  Trenton. 

I'otsdam-Beekmantown — The  advancing  ocean, 
which  encroached  on  the  old  Archaean  continent  in 
early  geological  time,  caused  a  shore  line  deposit  of 
sandstone  to  be  formed.  As  this  oceanic  advance 
continued  through  both  "Potsdam"  (Upper  Cam- 
brian), and  "Beekmantown"  time,  and  as  the  sand- 
stone rarely  carried  any  distitictive  fossils  whereby 
its  age  may  be  determined,  it  is  usual  to  designate  the 
stone  by  the  term,  "Potsdam-Beekmantov^'n"  sand- 
stone. The  actual  outcrops  of  the  rock  are  always 
found  adjoining  the  Archaean.  To  the  westward  the 
fringe  of  sandstone  has  been  largely  covered  by  later 


deposits,  and,  to  the  eastward,  its  outcrop  is  very  ir- 
regular.   The  following  geographical  areas  of  Pots- 
dam-Beekmantown  sandstone  are  well  known:  South 
Frontenac,  Brock ville,  Rideau,  Smith's  Falls,  Perth. ^ 
Mississippi,  Nepean,  and  Prescott. 

The  stone  of  the  Potsdam-Beekmantown  is  mostly 
hard,  white,  and  flinty,  with  brown  spots  and  checks; 
the  workable  varieties  are  the  exception  to  the  above 
rule.  On  the  whole,  they  are  hard  and  not  adaptable 
to  fine  work.  Much  of  the  stone  makes  excellent 
rubble  and  random  coursing-  and  for  rock-face  work 
it  is  very  desirable. 

Medina — The  sandstone  band  of  the  Medina  for- 
mation has  an  average  thickness  of  12  feet ;  it  repre- 
sents a  shore  deposit  at  the  opening  of  "Silurian" 
time.  The  quarries  exhibit  irregular  bedding  whicli 
has  proved  a  great  hindrance  to  the  profitable  extrac- 
tion of  the  stone.  Most  of  the  beds  are  fine  grained 
and  present,  roughly,  three  types,  brown,  white  r.r 
grey,  and  mottled.  This  stone  is  found  chiefly  in  the 
Niagara,  Milton,  Credit  Valley,  and  Orangeville  areas. 

Oriskany — After  the  deposition  of  the  Salina  beds 
there  was  a  considerable  period  of  erosion  during 
which  masses  of  sand  were  distributed  by  the  wind 
over  the  low  denuded  country.  The  advancing  sea 
rearranged  these  accumulations  of  sand  to  a  greater 
or  less  extent,  and  produced  a  series  of  beds  known 
as  the  "Oriskany"  formation.  This  series  is  seen  near 
Waterloo,  on  the  Niagara  River,  but  the  onlj'  area  of 
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any  importance  occurs  in  the  townships  of  Oneida, 
North  Cayuoa,  VValpole,  and  Townsend,  in  Haldimand 
and  Norfolk  Counties. 

Limestones 

The  Province  of  Ontario  is  rich  in  hmestones  of 
various  lands,  some  of  thenv  well  adapted  to  building- 
purposes,  others  more  particularly  to  heavy  construc- 
tion. East  of  the  Archaean  axis,  buildino-  stone  is  ob- 
tained from  the  Beekmantown,  the  Chazy,  the  Black 
River,  and  the  Trenton  formations.  West  of  the  axis 
the  chief  formations  yielding  good  stone  are  the  Black 
River,  the  Trenton,  the  Niagara,  the  Guelph,  the 
Onondaga,  and  the  Hamilton. 

Beekmantown — This  formation  consists  chielly  of 
different  types  of  dolomitic  and  sandy  limestones  and 
is  found  in  the  following  areas:  the  St.  Lawrence 
area,  around  Brockville  and  Prescott ;  the  Mountain 
area,  around  east  Dundas ;  the  Lanark  area,  around 
Smith's  Falls,  Carleton  Place,  and  Almonte.  This 
formation  produces  a  heavy,  dark  colored  limestone 
suitable  only  for  heavy  construction,  a  crystalline 
limestone  with  varying  amounts  of  sand,  extremely 
hard  but  durable,  and  a  granular  crystalhne  dolomite 
of  brownish  color,  softer  and  more  desirable  as  a 
building  stone. 

Chazy — After  the  "Beekmantown"  era,  another 
great  advance  of  the  sea  marked  the  "Chazyan"  time. 
The  upper  beds  of  this  formation,  the  limestone  por- 
tion, contains  some  fine  stone  adapted  both  to  heavy 
construction  atid  to  architectural  purposes.  The  dis- 
tribution of  quarries  of  this  formation  is  indicated  in 
the  following  division  of  areas:  the  Central  Dundas, 
the  Sheek  Island,  the  Prescott,  the  Ottawa,  the  Lan- 
ark, the  Eganville,  and  the  Pembroke. 

Four  rather  distinct  types  are  produced  from  this 
formation:  (1)  a  hard,  heavy,  dark-colored  stone,  hard 
to  chisel,  adapted  to  rock-face  work  and  heavy  con- 
struction;  (2)  a  lighter  colored  grey  stone;  (3) 
a  fine  encrinal  limestone  of  Ught  blue-grey 
color — this  is  a  high  grade  stone,  easy  to  chisel, 
of  excellent  appearance,  and  suitable  to  either  heavy 
construction  or  architectural  work;  (4)  a  fine  grained, 
dark-colored,  soft  stone,  with  a  muddy  aspect  on  wea- 
thering, used  for  bridge  work.  * 

Black  River — Overlying  the  Chazy  limestones  and 
shales  are  a  series  of  beds  which  represent  later  stages 
in  depositions  of  the  same  marine  invasion.  The 
Black  River  formation  consists  of  dark  and  heavily 
bedded  limestones,  usually  of  quite  limited  thickness 
and  geographical  extent,  and  of  lighter  colored,  com- 
pact stones  of  lithographic  character.  The  quarries 
of  this  formation  may  be  conveniently  grouped  under 
the  following  geographical  areas :  Stormont,  Glen- 
garry, Ottawa  River,  Carleton,  Dirleton,  McNab, 
Renfrew,  and  Western.  This  latter  area  constitutes 
a  narrow  band  extending  along  the  western  flank  ol 
Archaean  rocks  from  Kingston  to  Georgian  Bay,  com- 
prising the  folhjwing  districts:  Kingston,  Napanee. 
Belleville,  Cr(»<jkst()n,  Madoc,  Marmora,  Burnt  River, 
Longford,  and  Georgian  Bay.  The  stone  is  mostly  a 
fine  grained,  compact  variety,  approaching  the  litho- 
graphic in  character. 

Trenton — Although  the  rocks  of  this  formation  are 
wide  spread,  there  are  not  many  quarries  throughcnit 
its  whole  extent.  The  only  important  quarries  now  in 
operation  are  those  near  Ottawa.  The  following  areas 
of  'J'renton  rock  may  be  recognized  :  the  Ottawa  River, 
Stormont,  Glengarry,  C.arleton,  Renfrew,  and  the 
Western,  which  consists  of  the  folhjwing  districts: 
Belleville,  Prince  Edward  County,  and  Peterborough. 

Niagara — The  limestones  of  this  formation  consti- 
tute the  upper  part  of  the  escarpment  reaching  from 


Queenston  Heights  to  the  Bruce  peninsula.  Along 
this  line  numerous  quarries  have  been  operated  from 
which  excellent  stone  for  both  heavy  construction  and 
for  architectural  purposes,  have  been  obtained.  The 
Niagara  stone  is  penerally  of  a  dolomitic  character, 
usually  of  a  light  color  with  a  yellowish  cast,  and  is 
more  porous  than  the  stone  from  the  older  formations. 
The  quarrying  industry  is  centred  around  the  follow- 
ing points:  (jueenston,  Thorold,  Beamsville,  Hamil- 
ton, a  central  area,  and  Owen  Sound  and  Wiarton. 

Guelph — Owing  to  the  heavy  covering  of  soil,  the 
exact  boundaries  of  the  Guelph  formation  are  difficult 
to  determine.  The  formation  consists  of  magnesian 
limestones  which  may  be  recognized  by  their  light 
yellowish  color  and  porous  character.  The  following- 
areas  may  be  recognized  :  Gait — Guelph,  Fergus — 
Flora,  and  Glenely.  This  stone  is  quarried  with  facil- 
ity, but  the  beds  are  irregular,  requiring  considerable 
work  to  make  the  stone  suitable  for  coursing. 

Onondaga — The  Onondaga  is  the  lower  formation 
of  the  Devonian  system  in  the  western  Peninsula  of 
Ontario.  There  are  but  two  extensive  quarries  actu- 
ally producing"  stone  at  the  present  time,  both  situ- 
ated at  St.  Marys.  The  following  areas  may  be  estab- 
lished:    Flagersville,   Port    Colborne,    Buchville,  St. 


Montreal  limestone— Martineau's  Quarry,  Mile  End  Group,  Montreal. 


Marys,  Amherstburg,  Pe-lee  Island,  and  Kincardine. 
Although  the  extent  of  this  formation  is  large,  rock 
exposures  are  by  no  means  common,  as  the  counti-y 
for  the  most  part  is  deeply  covered  with  soil.  The 
most  important  quarries  are  around  St.  Marys,  where 
a  grey  limestone  of  semi-crystalline  character  and 
good  chiselling  qualities  is  produced.  On  weathering 
it  assumes  a  lighter  color,  but  the  whitening  is  never 
so  pronounced  as  in  the  case  of  the  Black  River  stone. 

Hamilton — Actual  exposures  of  this  formation  are 
so  interbedded  with  shales  that  profitable  quarrying 
operations  could  only  be  effected  with  a  brick  and  tile 
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plant.  Limestone  may  be  obtained  at  various  points 
along^  the  Aux  Sables  River,  in  the  vicinity  of  Thed- 
ford,  and  on  the  shore  of  Lake  Huron. 

Granites 

Although  gneiss  and  granite  occur  over  wide  areas 
in  the  Archaean  region  of  Central  Ontario,  they  have 
not  been  exploited  to  any  great  extent.  The  actual 
total  production  is  insignificant  and  quite  out  of  pro- 
portion to  the  possibilities  of  the  country.  The  only 
present  production  of  granite  is  from  a  region  north- 
west of  Gananoque,  on  the  St.  Lawrence.  Gneiss  has 
been  obtained  from  North  Bay,  Gravenhurst  and 
Parry  Sound.  With  the  granites  are  included  the 
syenites  which  occur  in  abundance  in  Haliburton, 
Peterborough,  and  Hastings.  With  the  exception  of 
the  St.  Lawrence  area,  granite  deposits  have  been 
worked  little  or  not  at  all. 

Crystalline  Limestones  and  Marbles 

In  the  southeast  portion  of  Hastings,  Lanark, 
Frontenac,  Leeds,  Haliburton,  Renfrew,  Peterborough 
and  Victoria,  are  extensive  belts  of  crystalline  lime- 
stone. Roughly  speaking,  there  is  about  100  square 
miles  of  territory  formed  of  rocks  of  this  type.  While 
most  of  the  stone  is  too  coarse  and  friable,  or  too  im- 
pure for  structural  work,  some  of  it,  on  the  other  hand, 
is  so  fine,  and  so  beautifully  marked  as  to  deserve  the 
name  of  marble. 


QUEBEC 


Limestones 

The  limestones  quarried  in  the  Province  of  Quebec 
for  purposes  of  construction  are  obtained  to  a  very 
large  extent  from  the  Chazy  and  Trenton  formations, 
lieekmantown  stone  is  employed  locally,  and  the  lime- 
stone of  "Silurian"  age  in  the  peninsula  of  Gaspe  is 
used  in  very  limited  amount.  All  the  finer  grades  are 
derived  from  the  Chazy  and  Trenton  formations  and 
are  semi-crystalline,  greyish  stones  in  which  the  chief 
variation  is  the  relative  development  of  their  dark- 
colored,  argillaceous  partings. 

A  second  type  is  a  more  thinly  bedded,  less  cry- 
stalline and  much  darker  stone,  suitable  for  rock-face 
work  and  common  building.  Beekmantown  lime- 
stone, as  developed  in  Quebec,  is  usually  of  poor  color 
and  does  not  represent  possibilities  beyond  local  ap- 
plication for  foundations. 

Chazy  and  Trenton — Owing  to  the  similarity  of 
the  limestone,  these  two  formations  are  considered  to- 
gether. The  following  geographic  areas,  certain  of 
which  are  subdivided  into  districts,  may  be  recog- 
nized :  Montreal  area,  covering  Caughnawaga  dis- 
trict, Pointe  Claire  district,  St.  Laurent  district,  Bor- 
deaux district,  St.  Martin  district,  St.  Vincent  de  Paul 
district,  St.  Francois  de  .Salles  district,  and  the  Mon- 
treal district  which  includes  Villeray  group.  Mile  End 
group,  De  Lorimier  group,  Iberville  group,  Nicolet 
group,  Maisonneuve  group.  Cote  St.  Michel  group, 
Lachine  group;  St.  Johns — Grande  Ligne  area;  St. 
Dominique  area ;  Joliette  area ;  St.  Cuthbert  area ;  St. 
Marc  des  Carrieres  area ;  Grenville  area ;  Hull  area ; 
Roberval  area. 

Beekmantown — The  Beekmantown  formation, 
formerly  know  as  the  calciferous,  consists  largely  of 
brownish  dolomitic  limestones  frequently  with  an  ad- 
mixture of  sand.  The  stone  is  usually  of  a  rough 
character  and  subject  to  rapid  weathering.  Good 
stone  of  this  formation  has  been  raised  in  Ontario,  but 
the  Quebec  exposures  are  less  satisfactory.  This  for- 
mation occurs  south  of  Lake  St.  Louis  in  two  wide 


areas,  but  despite  its  wide  extent,  the  quarries  in  this 
formation  in  Quebec  are  insignificant. 

Silurian  System — Silurian  limestones  that  have  not 
yet  been  satisfactorily  ascribed  to  formations  are 
quarried  at  several  widely  scattered  points  in  the  pro- 
vince. The  most  important  of  these  is  the  group  of 
flagstone  quarries  in  Wolfe  County. 

Sandstones 

Sandstone  of  a  quality  suitable  for  structures  of 
importance  is  of  rare  occurrence  in  the  Province  of 
Quebec,  but  more  or  less  desirable  stone  has  been 
raised  from  some  six  different  formations.  The  na- 
ture of  the  stone  is  quite  distinct  in  these  dififerent  for- 
mations and  is  briefly  mentioned  below : — 

Potsdam-Beekmantown — a  hard,  white  sandstone, 
'dmost  a  quartzite  in  places,  usually  much  disfigured 
vith  iron  stains,  adapted  to  rock-face  work ;  Sillery — 
a  hard,  compact  stone  of  greenish  color,  very  solid  and 
durable,  but  too  hard  and  roijgh  for  fine  work;  Tren- 
ton— a  coarse-grained,  calcareous  sandstone ;  Niagara 
— a  coarse-grained,  friable  stone,  subject  to  iron 
stains  on  weathering;  Devonian — a  fine-grained, 
homogeneous,  reddish  sandstone,  by  far  the  most  de- 
sirable of  the  Quebec  sandstones ;  Carboniferous — a 
coarse,  friable  type  of  olive-green,  not  comparable 
with  the  better  varieties  of  Carboniferous  sandstones 
of  the  Maritime  Provinces. 

Potsdam-Beekmantown — This  formation  is  the 
oldest  of  the  Palaeozoic  series  represented  in  the  pro- 
vince. Its  greatest  development  is  in  Vaudreuil,  Sou- 
langes.  Two  Mountains,  Beauharnois,  Chateauguay, 
and  Huntington,  whence  it  extends  as  a  narrow  band 
eastward  along  the  Pre-Cambrian  axis  to  the  longi- 
tude of  Three  Rivers.  A  hard  and  durable  sandstone 
exposed  at  numerous  places,  which  has  aftorded  an 
opportunity  for  numerous  quarries  for  local  building. 

Sillery^ — The  Sillery  formation  consists  of  a  series 
of  red  and  green  shales  with  which  are  associated  hard 
sandstones  of  varying  colors.  The  formation  has  been 
so  severely  folded  that  the  strata  are  now  formed  with 
vertical  or  highly  inclined  dips.  It  is  developed  east 
of  the  city  of  Quebec,  on  the  Island  of  Orleans,  and 
over  a  very  extensive  area  which  stretches  from  the 
south  shore  of  the  St.  Lawrence  below  Quebec,  to  the 
international  boundary.  The  sandstones  have  been 
seriously  quarried  only  in  the  vicinity  of  Quebec  and 
Levis.  The  stone  is  hard  and  not  suited  to  fine  carv- 
ing, but  it  is  very  durable  and  retains  its  dark  green- 
ish color  almost  unaltered  after  years  of  exposure. 

Trenton — The  Trenton  lithestones  on  the  north 
shore  of  the  Lower  St.  Lawrence,  are  underlaid  in 
places  by  a  basal  sandstone  belonging  to  the  same 
series  as  the  Trenton  limestones.  Due  to  excellent 
shipping  facilities  extensive  quarrying  was  carried  on 
in  the  Malbaie  area  at  Murray  Bay.  This  sandstone 
from  Murray  Bay  is  of  a  high  order  of  durability. 

Devonian — The  Devonian  sandstones  of  Gaspe 
have  frequently  been  referred  to  as  a  source  of  supply 
for  building  purposes.  The  inaccessible  nature  of  the 
interior  of  the  Gaspe  Peninsula  has  prevented  the  ex- 
ploitation of  these  stones.  The  stone  is  a  very  desir- 
able material  on  account  of  the  fineness  of  grain  and 
the  uniformity  of  color,  which  is  very  like  that  of  the 
brown  Credit  Valley  sto;ie  of  Ontario. 

Carboniferous — Sandstones  of  the  Carboniferous 
formation  which  are  so  largely  quarried  in  the  Mari- 
time Provinces,  are  sparingly  developed  at  a  few 
points  along  the  north  shore  of  the  Bale  de  Chaleurs, 
in  the  Province  of  Quebec.    The  most  important  belt 
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lies  in  the  vicinity  of  Pointe  a  Bourdeau,  opposite 
C'ampbellton,  N.B. 

Granites  and  Gneisses 

True  granites  are  composed  of  three  mineral  con- 
stituents— orthoclase  feldspar,  quartz,  and  mica,  or 
some  other  ferro-magnesian'  mineral.  When  a  rock 
of  this  nature  presents  a  laminated  structure  with  the 
constituents  more  or  less  distinctly  arranged  in  layers, 
it  is  knovyn  as  "fjneiss."  By  a  failure  of  the  quartz 
constituent,  g-ranite  passes  into  "syenite." 

Granite  and  its  allies,  are  quarried  in  two  general 
regions  which  are  very  dissimilar  geologically.  The 
ancient  Pre-Cambrian  crystalline  area  of  northern 
Quebec  contains  enormous  ranges  of  granite  and 
granitoid  gneiss.  In  this  area  the  following  quarry 
areas  may  be  established :  Riviere  a  Pierre,,  Rol)erval, 
Ottawa,  Argenteuil,  and  St.  Jerome. 

The  second  general  region  is  in  the  southern  part 
of  the  eastern  townships  where  granite  is  quarried 
from  igneous  masses  of  later  age  than  the  surrounding 
sedimentaries.  The  important  areas  may  be  arranged 
as  below:  Stanstead,  Magoons  Point,  Megantic,  and 
Stanhope. 

Black  Granites 

The  term,  "black  granite,"  is  used  by  quarrymen  to 
designate  the  dark-colored,  igneous  rocks  in  general. 
The  great  majority  are  diorites,  diabases,  etc.  The  im- 
portant sources  of  black  granites  in  the  Province  of 
Quebec  are  the  Monteregian  Hills,  a  series  of  intru- 
sive, igneous  masses  which  broke  through  the  Palaeo- 
zoic region  in  late  Devonian  or  early  Carboniferous 
time.  The  most  important  of- these  are:  Montreal 
Mountain,  Mount  Johnson,  Yamaska  Mountain,  and 
Shefifore,  Brome,  Boloeil,  I'iougemont,  and  Montar- 
ville  mountains. 

Marbles 

The  term,  "mar])le,"  in  the  narrow  sense  is  confined 
to  crystalline  varieties  of  limestone  which  have  ac- 


Nepean*  Sandstone— Main  Entrance,  Parliament  Building,  Ottawa. 

(juired  their  characteristic  structure  by  the  metamor- 
phic  action  of  natural  agencies  such  as  heat  and  pres- 
sure. 

Marble  occurs  under  two  general  conditions  in  the 


Province  of  Quebec :  first,  in  the  form  of  bands  in  the 
great  Pre-Cambrian  region  of  the  north  and  in  the 
narrower  Pre-Cambrian  belts  of  the  Eastern  Town- 
ships ;  second,  in  the  form  of  metamorphosed  zones  in 
the  sedimentary  limestones  of  the  Palaeozoic  and  in 
the  peninsula  of  Gaspe.  The  more  important  occur- 
rences of  these  two  types  are :  Pre-Cambrian  marbles 
— in  the  Northern  Quebec  area  (Portage  du  Fort,  Pon- 
tiac  County;  Ste.  Thecle,  Champlain  County),  and  in 
the  Eastern  Townships  (South  Stukely  and  Oxford 
Mountain)  ;  Palaeozoic  marbles — St.  Lin,  Terrebonne 
County ;  Phillipsburg,  Missisquoi  County ;  Dudswell, 
Wolfe  County;  St.  Joseph,  Beauce  County,  and  Port 
Daniel,  Bonaventure  County.  The  marble  industry  is 
gradually  becoming  an  important  factor  in  the  devel- 
oimient  of  the  mineral  resources  of  the  province. 


MARITIME  PROVINCES 


Sandstone 

The  various  meml^ers  of  the  Carboniferous  sys- 
tem, which  is  so  extensively  developed  in  the  Mari- 
time Provinces,  contain  numerous  beds  of  sandstone, 
of  which  no  inconsiderable  number  are  sufficiently 
homogeneous  and  of  the  requisite  texture  to  yield  ex- 
cellent building  material. 

The  rocks  of  this  system,  as  developed  in  the  Mari- 
time l-'rovinces,  are  usuall3^  classified  as  Upper,  or 
Permo-Carboniferous,  Middle  Carboniferous,  and 
L.ower  Carboniferous.  While  sand.stone  has  been 
quarried  from  all  the  subdivisions,  the  Permo-Car- 
])oniferous  and  the  Millstone  Grit  of  the  Middle  Car- 
jjoniferous,  have  yielded  practically  all  the  commercial 
output.  These  two  formations  will  be  considered  to- 
gether, using  as  a  basis  of  classification  the  geographi- 
cal areas,  which  are,  beginning  in  the  north  of  New 
Brunswick  and  continuing  south  and  east  to  Cape  Bre- 
ton, more  or  less  distinctly  marked  ofi^  into  the  fol- 
lowing quarries:  Chaleur  Bay,  N.B.;  Miramichi,  N.B. ; 
Buctouche,  N.B. ;  Shediac,  N.B. ;  Fredericton,  N.B. ; 
Shepody  Bay,  N.B.;  Cumberland  Basin,  N.B.;  Wal- 
lace, N.S.;  John  River,  N.S. ;  Pictou,  N.S. ;  Monk 
Head,  N.S. ;  Boularderie  Island,  Cape  Breton;  Sydney, 
N.S. ;  Whycocomagh,  N.S. ;  Port  Hood,  N.S.,  and 
Prince  Edward  Island. 

The  sandstones  from  these  various  areas,  while 
alike  in  some  respects,  show  great  variations  in  color, 
in  texture,  and  in  the  character  of  the  cementing  ma- 
terial. In  a  broad  way,  they  may  be  classified  into 
two  groups — olive-green  and  grey  sandstones,  and 
red  and  brown  sandstones. 

Areas  producing  only  olive-green  or  grey  stones 
are:  Chaleur  Bay,  Miramichi,  Wallace,  Shediac,  Pic- 
ton,  Boularderie,  and  Sydney.  Areas  producing  only 
red  or  brown:  River  John,  Monk  Head,  Whycoco- 
magh, Prince  Edward  Island.  Areas  producing  both 
olive-green  and  red  or  browi:  stone:  Buctouche,  Fred- 
ericton, Shepody  Bay,  Cumberland  Basin,  and  Port 
Hood. 

In  texture  the  olive-green  and  grey  sandstones  vary 
from  fine  to  coarse,  the  finest  grained  examples  oc- 
curring in  Chaleur  Bay,  the  Pictou  and  the  Port  Hood 
areas.  The  general  average  texture  of  the  typical 
(;live-green  is  rather  coarse.  Nearly  all  the  stones  can 
be  carved  and  drilled  with  reasonable  facility.  The 
red  and  brown  sandstones  vary  from  a  dirty  brown  to 
a  very  brilliant  red.  In  texture  the  brown  stones  are 
decidedly  coarse ;  the  medium  toned  red  from  Sack- 
ville  and  Amherst  are  of  medium  grain,  while  the  ar- 
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gillaceous  red  stones  of  a  brighter  hue  from  the  River 
John  and  Inverness  County,  are  of  fine  grain. 

Granites 

Extensive  masses  of  granite,  more  or  less  suitable 
for  construction,  occur  in  several  areas  in  l)oth  Nova 
Scotia  and  New  Brunswick.  In  texture  these  granites 
vary  from  extremely  coarse  to  very  fine  grained,  and 
in  color  from  bright  red  to  a  light  grey.  Notwith- 
standing the  wide  extent  of  the  exposures  and  un- 
doubted value  of  many  of  the  granites,  there  are  only 
five  locations  in  which  stone  is  being  continuously 
quarried:  St.  George,  N.B. — producing  red,  pink,  and 
light  grey,  coarse  grained,  monumental  stone ;  Mc- 
Adam  Junction,  N.B. — a  coarse  grey  stone  for  build- 
ing only;  Spoon  Island,  N.B. — a  pinkish  and  greyish, 
medium  grained,  monumental  and  building  stone;  Me- 
tam,   N..S. — a  fine  grained,  grey,   monumental  and 


Sackville  Sandstone— Fireplace. 

building  stdne ;  Halifax,  N.S. — coarse  grained  to  pro- 
phyritic,  greyish,  building  stone. 

The  New  Brunswick  granites  may  be  observed  in 
the  following  areas:  Bathurst,  McAdam,  St.  George, 
Spoon  Island,  and  St.  Stephen.  The  Nova  Scotia  areas 
consist  of:  Nictaux,  New  Germany,  Shelburne,  Hali- 
fax, Greysborough,  and  Cape  Breton.  Several  large 
masses  of  granite  appear  along  the  south-western 
boundary  of  New  Brunswick,  extend  north  and  east 
and  appear  as  isolated  patches  on  the  shore  of  Chaleur 
Bay. 

Black  Granites 

Many  of  the  dark-colored  igneous  rocks,  such  as 
diabase,  diorite,  gabbro,  etc..  are  used  for  monumental 
purposes.  The  great  toughness  of  this  class  of  stone 
and  the  consequent  difficulty  of  working,  has  restricted 
its  use  ;  but  at  present  there  seems  to  be  a  constantly 
increasing  demand.  The  occurrences  of  these  stones 
are  numerous,  but  for  the  most  part  unimportant.  Ac- 


tual production  is  confined  to  a  limited  area  near  Bo- 
cabec,  in  Charlotte  County,  N.B.  Rather  excessive 
fracturing,  together  with  the  occasional  presence  of 
lighter  colored  stringers,  and  other  bleniislies,  causes  a 
large  amount  of  waste. 

Limestones 

The  Maritime  Provinces  are  not  rich  in  beds  of 
limestone  suitable  for  the  purposes  of  construction  and 
at  the  present  time  there  is  practically  no  commercial 
production  for  constructional  purposes.  Certain  of 
the  limestone  beds  have  been  worked  in  the  past  for 
lime  making,  the  demand  for  flux  in  the  iron  furnaces 
of  Sydney  and  New  Glasgow  having  led  to  the  open- 
ing of  them. 

Crystalline  Limestones  and  Marble 

The  term  "marble"  is  used  here  to  indicate  all  cal- 
careous stones  of  sufificient  beauty  to  be  employed  for 
purposes  of  decorations.  Ordinary  limestones  pass 
into  marbles  by  the  assumption  of  a  crystalline  struc- 
ture or  by  the  possession  of  agreeable  and  variegated 
colors,  togetlier  with  fineness  of  grain.  In  the  Mari- 
time Provinces,  both  types  are  represented — the  for- 
mer by  the  crystalline  limestones  of  the  "Pre-Cani- 
brian"  age,  and  the  latter  more  particularly  by  meta- 
morphosed beds  of  Carboniferous  limestone.  No  mar- 
ble of  either  type  is  now  being  quarried,  but  the  cry- 
stalline stone  is  extensively  used  for  lime  burning  and 
for  flux.  The  crystalline  stones  are  for  the  most  part, 
coarse  in  grain  and  possessed  of  a  strong  banding  with 
variations  in  color;  they  are  largely  quarried  for  lime 
l)urning  at  St.  John.  N.B.,  and  for  flux  at  Marble 
Mountain  and  George  River,  N..S. 

Slate 

Extensive  areas  of  slate  occur  in  both  Nova  Scotia 
and  New  Brunswick,  in  those  regions  where  the  clay 
sediments  of  Cambrian,  Cambro-Silurian,  and  Devon- 
ian have  been  subjected  to  severe  metamorphism. 

Although  slate  is  commonly  regarded  as  a  rough 
substance,  it  is  nevertheless  a  very  tender  one,  and  is 
very  suscepti1)le  to  destruction  under  the  action  of 
water.  There  has,  however,  in  spite  of  the  extensive 
area,  been  no  production  for  some  years. 


Montreal  Rejects  Engineers'  Suggestions 

By  the  casting  vote  of  the  Mayor,  the  Montreal 
Board  of  Control  have  rejected  a  motion  calling  for 
the  appointment  of  Mr.  J.  G.  Sullivan,  engineer  of  the 
C.P.R.,  and  Mr.  A.  St.  Laurent,  deputy  minister  and 
engineer  in  chief  of  the  Public  Works  Department  of 
the  Dominion,  acting  in  conjunction  with  Mr.  P.  Mer- 
cier,  the  chief  engineer  of  the  city,  to  study  the  aque- 
duct project,  to  give  details  of  the  estimated  cost  to 
carry  out  the  scheme  in  its  entirety,  and  of  separate 
estimates  for  different  branches,  and  to  advise  if  the 
project  might  with  advantage  be  modified  or  changed. 
The  scheme  has  been  the  subject  of  much  adverse  cri- 
ticism, and  recently  many  prominent  engineers  peti- 
tioned the  Controllers  to  appoint  independent  engi- 
neers to  report  on  the  proposed  hydro-electric  devel- 
opment portion,  for  obtaining  10,000  h.p.  for  pumping 
and  lighting  purposes.  It  was  contended  that  the 
scheme  had  never  been  fully  reported  on  and  that 
there  were  doubts  as  to  its  economic  value.  The  vote 
of  the  Controllers  is  a  virtual  rejection  of  this  petition. 


The  Dominion  Bridge  Company  will  be  asked  to 
prepare  plans  for  new  headgates  required  for  the  en- 
larged Montreal  aqueduct.  The  estimated  cost  is  just 
over  $100,000. 
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Machinery  and  Tools  Used  in  the  Stone  Trade 

Modern  Steam  and  Electric  Power  Machines  Now  Utilized 
almost  Universally — Rapid  Developments  in  Recent  Years 


T HE  implements  used  in  the  stone  industry  con- 
sist essentially  of  hammers,  chisels  and  drills, 
and  when. power  is  availa])le,  a  number  of  spe- 
cial appliances  which  greatly  reduce  the  cost 
of  production. 

Drills 

Ordinary  drills  are  made  from  steel  bars  of  any 
desired  length.  The  bit  is  made  by  drawing  out  the 
steel  to  a  single  sharp  cutting  edge  a  little  wider  than 
the  steel,  which  is  usually  •)4  in.  to  %  in.  in  diameter, 
although  much  heavier  steel  is  occasionally  used.  Such 
drills  are  usually  held  and  turned  by  one  man,  while 
another,  or  even  two,  strike  with  sledges.  When 
power  is  available,  machine  drills  are  used.  The  ma- 
chine rock  drill  has  done  more  to  render  possible  the 
excavation  of,  rock  on  a  large  scale  than  any  other 
appliance.  The  drill  consists  essentially  of  a  cylinder 
in  which  the  piston  is  driven  down  with  the  full  force 
of  the  power  available,  whether  steam  or  compressed 
air.  Recovery  is  effected  by  the  same  agent.  Drills 
are  made  varying  in  weight  from  100  to  1,000  lbs.,  and 
are  capable  of  sinking  to  depths  up  to  30  feet.  The 
drills  may  be  single  bitted,  but  the  cutting  face  is  usu- 
ally made  either  +  or  X  shaped,  and,  as  in  hand  drill- 
ing, smaller  bits  are  used  as  the  hole  deepens. 

Rock  drills  are  usually  too  heavy  to  handle  without 
some  support ;  and  so  they  are  mounted  on  some  spe- 
cial contrivances  to  suit  the  work  in  hand.  The  most 
commonly  used  mount  is  the  tripod  with  weighted 
legs.  In  order  to  drill  a  number  of  parallel  holes  along 
a  straight  line,  the  instrument  is  mounted  on  a  "quarry 
bar,"  which  consists  essentially  of  a  heavy  bar  of  steel 
supported  at  each  end  by  two  adjustable  legs.  The 
drill  is  moved  along  this  bar,  which  can  be  placed 
either  in  a  horizontal  or  inclined  position,  by  a  rack 
and  pinion.  A  lighter  type  of  drill  thus  mounted  is 
usually  employed  for  horizontal  holes  made  Vvith  the 
intention  of  "raising"  a  block.  This  operation  is 
known  as  "gadding"  and  the  instrument  as  a  "gadder." 
fn  very  hard  rock,  such  as  granite,  where  a  channel- 
ling machine  cannot  be  employed  to  advantage,  chan- 
nels are  cut  by  the  use  of  rock  drills  and  quarry  bars, 
the  holes  being  drilled  as  closely  as  possible  to  present 
a  minimum  core  area.  Quarry  bars  are  also  used  for 
gadding,  usually  with  a  light  type  of  drill.  Rock  drills 
are  conimonlv  actuated  either  by  stcarn  or  compressed 
air  and  in  most  cases  are  constructed  to  work  equally 
well  with  either.  More  recent  practice  is  to  ap])ly 
electricity  to  their  operations. 

Channelling  Machines 

A  "channel"  is  a  lineal  cut  of  any  desired  length 
and  of  a  depth  up  to  about  ]S  feet.  The  width  of  the 
cut  varies  with  the  depth.  Channels  may  be  made 
with  the  rock  drill  and  quarry  bar.  Instead  of  the 
mck  drills,  diamond  boring  machines  travelling  on  an 
adjustable  track  arc  sometimes  emplf)yed.  The  quarry 
bar  and  rock  drill  arc  still  largely  employed  in  gran- 
ite quarrj/ing,  but  for  the  softer  stones — limestone, 
sandstone,  and  marble — the  most  modern  direct-act- 
ing channelling  machine  is  universally  used. 

The  channelling  machine  consists  essentially  of  a 
truck  travelling  on  rails  and  provided  with  a  chopping 
engine  capable  of  delivering  powerful  blows  as  the 


truck  is  moved  slowly  along  the  rails.  By  repeated 
trips  back  and  forward  the  cut  is  sunk  to  the  desired 
depth.  The  cutting  apparatus  consists  of  a  gang  of 
drills,  usually  five,  attached  by  special  mechanism  to 
the  end  of  the  piston  rod.  The  drills  are  made  of- 
rectangular  steel  and  are  bolted  together  in  a  line 
with  the  channel.  The  drills  are  single  bitted,  but 
the  cutting  edges  are  arranged  in  a  special  manner. 

In'  quarries  where  the  product  is  to  be  used  for 
crushing  only,  a  more  expeditious  machine  known  as 
the  "Well  Drill"  is  generally  employed.  This  con- 
sists of  an  equipment  essentially  the  same  in  construc- 
tion and  operation  as  a  pile  driver,  except  that  the 


\ 


The  Well  Drill  is  a  later  Development. 

heavy  hammer  is  replaced  by  a  long  and  heavy  iron 
bar  several  feet  in  length  and  up  to  5  in.  in  diameter. 
The  lower  end  of  this  har  is  fitted  with  a  steel  chisel. 
Successive  blows  are  accomplished  just  as  with  the 
pile  driver  by  raising  the  bar  to  a  considerable  height 
and  letting  it  drop.  With  this  machine  a  much  larger 
opening  is  obtained,  which  admits  of  a  larger  charge 
of  explosive. 


A  new  crushing  ])lant  has  been  installed  by  U'alker 
Bros.,  Ouarrymen  and  Contractors,  of  Thorold,  Out. 
Their  quarries  produce  a  very  suitable  stone  for  flux- 
ing and  for  use  in  the  manufacture  of  pulp. 
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Sullivan  Swivel  Head  Channeller.  Pneumatic  Plug  Driller  and  Bushing  Tools. 
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Tools  for  Dressing  Stone 


As  the  stone  industry  advances,  the  use  of  ma- 
chinery and  its  finer  deyelopnient  is  yery  dis- 
tinctly apparent.    \Ye  note  hriefl}'  the  main 
ccjuipment    of  a  modern    dimension  stone 
dressinij-  plant  below  : — 

Hammers 

The  hammers  used  for  dressing^  stone  yary  in  dc- 
si^n  and  shape  for  special  purposes.  Hammers  for 
surfacing-  stone  are  made  with  a  series  of  pyramidal 
points  on  the  faces.  These  points  may  be  4,  9,  16.  25. 
or  36  to  the'  square  inch.  The  stone  is  brought  to  a 
smooth  plane  finish  by  the  successive  use  of  finer  and 
finer  hammers.  The  difficulty  of  keeping-  these  tools 
sharp  has  led  to  the  use  of  an  improved  form  in  which 
the  cutting-  face  is  made  up  of  a  series  of  sharp  edges, 
being  the  end  of  a  series  of  steel  plates.  These  plates 
are  known  as  "cuts,"  which  are  bolted  together  and 
rest  against  a  hardened  steel  "gib."  These  hammers 
are  called  "bush"  hammers. 

Chisels 

No  detailed  descriptions  of  chisels  will  be  at- 
tempted here.  In  all  large  plants  the  use  of  hand 
chisels  has  been  greatly  lessened  owing  to  the  intro- 
duction of  pneumatic  tools.  The  following  are  '.he 
commoner  types  of  hand  chisels :  plain  chisel  or  drove, 
with  a  sharp,  straight  cutting  edge ;  pitching  chisel, 
with  a  sharp,  rectangular  cutting  face,  used  for  trim- 
ming stone  to  a  line;  pointed,  a  tool  with  a  pyramidal 
point,  used  in  producing  point  work;  splitting; 
toothed,  like  an  ordinary  chisel,  with  cutting  edge 
toothed. 

The  chief  forms  used  in  the  pneumatic  tool  are : 
plain  chisel;  cleaning  up  chisel;  carver's  drill;  tooth 
chisel,  with  one  or  more  rows  of  chisel  teeth  ;  double 
blade  chisel,  and  a  bush  chisel.  The  bush  chisel  is 
made  on  the  same  principle  as  the  bush  hammer. 

Gang  Saw 

The  gang  saw  consists  of  a  wood  or  steel  frame 
with  a  horizontal  steel  sash  suspended  from  the  frame 
and  free  to  swing.  A  reciprocating  motion  is  given 
the  sash  by  one  or  two  pitman  rods,  which  are  driven 
by  a  crank.  The  frame  is  placed  over  a  hopper-like 
opening  which  collects  the  water,  sand,  and  stone 
dust  as  it  flows  from  the  saws. 

The  actual  saws,  which  are  bands  of  .soft  steel,  3  in 
wide  and  Vs  in.  thick,  are  stretched  between  the  head 
pieces  of  the  sash  and  held  in  position  by  keys.  The}- 
can  be  adjusted  to  cut  to  any  desired  spacing.  The 
stone  to  be  cut  is  placed  over  the  hopper,  beneath  the 
sash,  the  saws  adjusted,  set  in  operation  and  a  con- 
stant supply  of  water  and  sand  fed  over  the  stone  b} 
special  distributers.  The  cutting  is  efifected  by  the 
sharp  sand  which  gets  into  the  cuts  and  is  ground  be- 
tween the  saw  blades  and  the  stone.  The  overflow  of 
sand  and  water  falls  into  the  hopper  below  the  stone. 
This  type  of  saw  is  used  "on  limestones  and  marble 
On  hard  sandstone  and  granites  the  saw  blades  arc 
heavier  and  are  notched  on  ihe  cut.ing  edge;  chilled 
shot  or  crushed  steel  is  used  instead  of  sand.  Once 
started,  the  operation  of  a  gang  saw  is  automatic. 

'  Rubbinj<  bed 

Tn  smoothing  the  sawn  blocks  or  slabs  of  the  softei 
stones,  the  rubbing  bed  is  used.  This  machine  con- 
sists essentially  of  a  round  horizontal  steel  plate, 
which  is  given  a  rotary  motion.    The  plates  range 
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from  4  feet  to  14  feet  in  diameter,  and  run  at  about 
45  r.p.m.  The  block  of  stone  is  placed  face  down  on 
the  rubbing-  bed,  sand  and  water  are  sup])lied,  and  the 
stone  left  until  sufficiently  reduced.  The  finish  pro- 
duced by  the  rubbing-  bed  is  sufficient  for  outside  work 
in  marble  and  is  known  as  the  "sand  finisli." 

Gritting  and  Polishing  Machines 

For  further  smoothing,  the  stone  is  taken  from  the 
rubbing  beds  to  the  gritting  machines  and  thence  to 
the  polishers.  These  machines  consist  of  horizontally 
rotating  discs,  to  which  different  types  of  heads  may 
be  attached.  These  heads  are  blocks  of  abrasives  ar- 
ranged in  a  radial  manner  of  different  sizes  with  in- 
terspaces between  them.  The  abrasives  most  gener- 
ally used  on  the  gritting  machine  are'  bricks  of  car- 
borundum, of  finer  and  finer  grades  as  the  polishing 
proceeds.  Heads  of  black  or  Scotch  hone  are  used 
for  the  final  operation.  The  gritters  run  about  200 
r.p.m.  The  polishers  have  heads  of  felt,  usually  about 
20  in.  in  diameter,  and  operate  at  about  400  r.p.m. 
As  in  hand  polishing,  putty  powder  is  used  to  produce 
the  gloss. 

Diamond  Saw 

The  diamond  saw  is  a  rotating  steel  disc,  -with  a 
number  of  carbons  on  its  periphery.  It  is  used  for 
making  single  cuts  for  fitting  together  various  pieces. 

Planing  Machine 

Planing  machines  are  devices  whereby  a  block  of 
stone  may  be  moved-  to  and  fro  on  a  horizontal  bed, 
and  at  the  same  time  be  subjected  to  the  cutting  edges 
of  chisels.  These  machines  are  very  heavy  and  are 
usually  driven  by  worm  or  screw  gears. 

Miscellaneous 

Special  drill  machines,  lathes  for  turning  columns 
and  other  round  work,  counter-sinking  machines,  etc.. 
are  included  in  the  dressing  equipment,  ])ut  their  use 
is  confined,  in  general,,  to  the  larger  dressing  plants. 


Dressing  Marble 

Marble  blocks  from  the  quarries  are  shipped  to 
the  trade  in  the  rough  state  or  they  are  cut  into  fin- 
ished articles  by  the  ])roducer.  It  is  tht;  practice  of 
dressing  com]:)anies  to  conduct  this  portion  of  their 
business  in  difi:'ercnt  mills,  according  to  the  use  that 
is  to  be  made  of  the  finished  product.  Interior,  ex- 
terior and  monumental  departments  are  recognized, 
but  the  operations  differ  in  detail  only. 

The  marble  is  first  cut  to  the  desired  size  by  means 
of  gang  saws ;  if  it  is  required  to  finish  the  sawn 
blocks  or  slabs  with  ulane  surfaces,  they  are  moved 
next  to  the  rubbing  beds,  where  the  surf.ices  are  ren- 
dered quite  flat.  The  iimil  polishing  is  effected  by 
treating  the  surface  with  abrasives  of  gradually  in- 
creasing degrees  of  fineness.  In  hand  ])olishing,  five 
substances  are  successively  employed,  as  follows:  (1) 
coarse  sandstone  from  Ohio;  (2)  blue  grit  from  Nova 
Scotia;  (3)  red  grit  from  Nova  Scotia;  (4)  pumice; 
(5)  hone. 

Hones  are  of  different  kinds,  the  conunoncst  be- 
ing the  .Scotch  hone  or  black  hone  ;  these  are  both  line 
grained  shales.  The  final  gloss  is  given  by  ])utty 
powder  (oxide  of  zinc).  Oxalic  acid  is  also  used  if 
the  marble  is  free  from  flint,  and  the  time  required  to 
raise  the  gloss  with  putty  powder  is  thereby  much 
reduced.  Oxalic  acid  cannot  be  employed  with  marble 
in  which  there  are  any  hard  streaks,  as  the  corrosion 


Turning  a  45-ton  block  of  Marble.  Proctor,  Vt. 

or  burning  of  the  marble  causes  the  harder  material 
to  stand  out  in  relief.  While  hand  polishing  must 
still  be  employed  for  all  marble  objects  of  complicated 
design,  it  is  superseded  by  tne  gritting  and  polishing 
machines  for  plane  work. 


Wm.  Britnell,  Sommerville,  Victoria 
County 

The  stone  quarries  of  Wm.  Britnell,  1127^  Yonge 
Street,  Toronto,  occupy  about  9  acres  at  Sommerville, 
Victoria  County,  Ontario.  An  extensive  opening  dis- 
closes successive  beds  of  solid  blue  limestone,  grey 
and  red  limestone,  and  shales,  to  a  depth  of  about 
15  feet. 

About  34  in.  of  the  upper  layers  consist  of  a  light 
brownish  grey  stone,  fine  grained  and  almost  litho- 
graphic in  character.  On  the  whole,  it  is  a  fairly  uni- 
form, compact' and  durable  stone.  Lower  down  occurs 
a  6-in.  layer  which  is  partly  fine  grained  and  lithogra- 
phic, but  it  is  so  filled  with  calcite  crystals  that  it  pre- 
sents a  more  irreeular  surface  on  weathering.  It  has, 
however,  a  rather  more  desirable  color  than  the  upper 
stone. 

Near  the  lower  part  of  the  bed  is  a  layer  of  hard, 
red  limestone  which,  when  polished,  presents  an  e.x- 
tremely  attractive  appearance.  These  red  stones  are 
very  hard  and  have  been  used  for  rougher  purposes 
on  account  of  the  difficulty  of  chiselling,  but  present 
splendid  possibilities  as  a  valuable  decorative  mater- 
ial. Most  of  the  product  of  this  quarry  is  converted 
into  crushed  stone,  but  building  stone  is  shipped  from 
time  to  time.  The  quarry  is  equipped  with  derricks, 
.^leam  drills,  etc.,  besides  a  thoroughlv  up  to  date 
crushing  plant. 


Uniformity  in  building  codes  is  a  very  desirable 
feature  that  has  had  a  pronounced  exploitation  by  the 
leading  technical  societies  recently.  The  application 
of  building  codes,  although  practised  for  ages,  is  just 
beginning  to  be  worked  into  intelligent  shape. 
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The  Benching  Method  of  Quarrying  Rock 


IN  the  bench  method  of  quarrying  the  face  is  worked 
in  one  or  a  series  of  regular  steps  or  benches, 
the  height  of  the  benches  being  governed  by  the 
thickness  of  the  ledges  and  the  location  of  the 
natural  seams.    Benches  may  vary  from  a  few  feet  up 
to  20  feet  or  more  in  height  but  the  most  common  rvni 
from  12  to  16  feet  high. 

In  this  method  of  working,  percussion  drills  driven 
by  steam  or  air  and  commonly  called  tripod  drills,  are 
usually  employed.  Tripod  drills,  up  to  about  seven 
years  ago,  were  in  general  use  in  cjuarries,  but  are 
now  being  rapidly  displaced  by  the  blast-hole  cable 
drills  where  these  are  adapted.  Tripod  drilling  and 
benching  is  best  adapted  where  the  face  is  not  high 
enough  to  permit  or  where  natural  conditions  exist 
which  prevent  the  economical  working  of  a  well  drill. 

Occasionally  even  in  quarries  of  high  face  where 
other  conditions  are  favorable  to  use  a  well  drill,  the 
chemical  content  of  the  stone  may  vary  so  much,  mak- 
ing it  necessary  to  sort  the  material,  that  tripod  drill- 
ing and  short  benching  are  compulsory.  This  "may 
happen  where  stone  is  used  for  cement  manufacture 
where  it  must  be  sorted  to  get  the  proper  mix  or  in 
stone  used  for  fluxing  purposes. 

In  Tripod  Drilling 

In  tripod  drilling  it  is  necessary  to  change  steels 
or  bits  for  every  two  feet  of  hole  drilled.  To  facilitate 
drilling  and  prevent  sticking  it  is  customary  to  drop 
the  gauge  at  least  one-eighth  of  an  inch  for  every 
change  of  steel.  So  that  in  drilling  a  16-ft.  hole,  for 
instance,  seven  changes  are  made,  and  the  finishing 
bit  is  seven-eighths  of  an  inch  less  in  diameter  than  the 
starting  bit.  We  have  then  a  tapered  hole,  smaller 
at  the  bottom  than  at  the  top.  As  a  rule  the  bottoms 
are  the  hardest  to  pull,  ^md  from  an  explosive  stand- 
point these  holes  are,  we  might  say,  upside  down,  and 
it  is  often  impossible  to  concentrate  enough  explosive 
in  the  bottom  to  pull  the  bench  cleanly.  For  this  rea- 
son one  often  has  to  resort  to  springing  or  chamber- 
ing, if  the  rock  will  stand  it.  If  the  ground  will  not 
stand  springing  often  two  or  three  divergent  holes 
are  drilled  from  one  set  up  of  the  drill  to  permit  more 
explosive  being  used.  This,  of  course,  greatly  in- 
creases the  drilling  cost  per  ton  of  stone.  Oftentimes 
a  customer  complains  that  an  explosive  is  weak  and 
does  not  pull  bottom,  when  perhaps  the  trouble  is  that 
the  holes  are  spaced  too  far  apart  or  the  finishing  bit 
is  too  small.  It  is  cheaper,  as  a  rule,  to  spread  the 
gauge  of  the  drills  than  to  jump  from  a  forty  per 
cent,  to  a  sixty  per  cent,  explosive  to  gain  the  same 
end.  Take  for  example,  a  case  where  16-ft.  holes  are 
drilled,  starting  bit  2  ins.  in  diameter.  This  means  a 
ly^  in.  finishing  bit.  Chances  are  1%  x  8  in.  dynamite 
is  used,  and  if  so  they  do  not  get  the  powder  to  bot- 
tom of  holes.  Assuming  they  do,  however,  it  is  pos- 
sible to  get  only  about  one  pound  of  dynamite  in  the 
bottom  two  feet  of  hole.  If  the  starting  bit  were  in- 
reased  to,  say,  2^  in.,  the  finishing  bit  would  be  1% 
in.  diameter,  and  about  three  pounds  of  dynamite 
could  be  loaded  in  the  bottom  two  feet.  It  is  evident, 
then,  that  this  is  a  question  deserving  of  consideration 
when  selecting  an  explosive  for  a  piece  of  work. 

In  spacing  holes  a  great  deal  depends  on  the  char- 
acter of  the  material,  directioi;  of  the  strata  and  the 
purpose  for  which  stone  is  used.    If  the  stone  lies 


flat  a  normal  spacing  for  a  16-ft.  hole  is  8  ft.  x  S  ft. 
in  most  material  with  unsprung  holes.  A  16-ft.  hole 
should  be  loaded  half  its  dei)th,  at  least,  with  ex- 
plosive. If  stone  is  pitching  and  is  worked  with  the 
pitch  the  spacing,  may  be  increased.  The  heavier  the 
pitch,  the  farther  back  the  holes  can  be  set.  In  a  case 
like  this  it  is  usually  only  necessary  to  start  the  stone 
sliding  to  clear  the  bench.  In  experience  it  has  been 
found  best  to  use  a  quick  and  light  explosive  like  extra 
or  straight  dynamite  rather  than  a  gelatin  dynamite, 
because  it  is  necessary  to  hit  the  stone  as  hard  and  as 
([uickly  as  possible  to  insure  maximum  breakage  before 
the  sliding  has  commenced.  Concentration  is  not  de- 
sired, but  distribution  and  a  dense  explosive  would 
be  found  more  expensive  than  a  granular  dynamite. 
Working  Against  the  Pitch 

If  the  stone  is  worked  against  the  pitch  it  is  evi- 
dent that  the  explosive  has  to  lift  the  stone  up  and 
push  it  over  the  edge  to  clear  the  bench.  In  this 
case  it  may  be  necessary  to  spring  the  holes  if  pos- 
sible, or  space  more  closely  or  resort  to  divergent 
drilling.  Also  probably  best  results  would  be  obtained 
by  using  a  dense  explosive  like  gelatin  if  holes  were 
not  sprung.  The  use  to  which  a  stone  is  put  has  an 
important  bearing  on  the  explosive  question.  If  stone 
is  used  for  lime  burning  it  is  not  desired  to  break  it 
up  too  much  as  spawls  are  usually  wasted  in  quarries 
of  this  kind.  Therefore,  a  slower  explosive  should  be 
used,  such  as  Red  Cross  ammonia.  If  stone  is  used 
for  cement  manufacture  or  crushed  for  commercial 
purposes  a  cjuicker  explosive  should  be  used  or  holes 
spaced  so  as  to  obtain  maximum  breakage  in  the  in- 
itial shot.  Except  in  very  tough  and  hard  material  it 
will  seldom  be  found  necessary  to  use  an  explosive  of 
greater  strength  than  forty  per  cent.  In  some  of  the 
traps  and  granites  a  sixty  per  cent,  explosive  is  neces- 
sary. In  the  bench  method  of  working  and  tripod 
drilling  a  great  item  of  cost  is  bench  cleaning.  In 
winter  this  is  more  expensive  than  in  summer.  Efifort 
should  be  made  to  arrange  the  spacing  of  holes  and 
select  the  proper  explosive  so  that  the  bench  can  be 
cleared  on  the  initial  blast.  It  may  be  necessary  to 
experiment  for  a  while  with  different  spacings  and  vari- 
ous explosives  in  order  to  arrive  at  the  most  econom- 
ical method  of  obtaining  this  result.  In  most  quarries 
where  tripod  drilling  is  practised,  the  stone  is  loaded 
by  hand.  If  so,  it  is  necessary  to  have  as  much  of  the 
stone  one  man  size  down  in  the  initial  blast  as  pos- 
sible. In  any  case  this  is  always  desired,  even  if  a 
steam  shovel  is  used,  as  it  means  then  maximum  effici- 
ency for  the  shovel. 

Development  of  Lighter  Drills 

During  the  last  few  years  there  have  been  de- 
veloped smaller,  lighter  drills  of  the  "jack  hammer" 
and  "bull  moose"  types.  These  drills  are  self  rotat- 
ing, easily  operated  and  hollow  steel  is  used  for  bits. 
They  work  best  with  air  but  can  .be  operated  with 
steam  power.  They  are  very  fast  drills  and  200  feet 
to  250  feet  of  hole  per  day  can  be  made  in  straight 
continuous  work.  The  jack  hammer  weighing  less 
than  fifty  pounds  is  used  mainly  for  block  lioling  and 
secondary  drilling  but  occasionally  in  bench  work. 
The  "bull  moose"  weighs  about  90  pounds  and  is  bet- 
ter adapted  for  heavier  work.  Only  one  man  is  re- 
quired to  operate  either  drill. 
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Grindstone  Quarries  of  the  Maritime  Provinces 


A  number  of  quarries  in  New  Brunswick  and  Nova 
Scotia  are  given  over  very  largely  to  the  manufacture 
of  g-rindstones.  The  chief  of  these  quarries  is  as  fol- 
lows:  at  Stonehaven,  Gloucester  County,  N.B.,  owned 
by  the  Read  Stone  Company ;  the  Micmac  Grindstone 
Co.,  Limited,  near  Woodburn,  N.S. ;  the  Dorchester 
Stone  Works,  near  Dorchester,  N.B.,  and  the  Mira- 
michi  Quarry  Co.,  Quarryville,  N.B. — the  latter  quarry 


The  Grindstone  Yard  of  the  Read  Stone  Co.,  Stonehaven,  N.B. 

also  produces  a  considerable  quantity  of  builduig- 
stone. 

Of  the  above  mentioned  grindstone  quarries,  much 


the  larg-est  is  that  of  the  Read  Stone  Company.  This 
quarry  produces  grindstones  of  every  required  size, 
varying-  from  8  in.  in  diameter  and  1  in.  to  2  in.  thick, 
to  7  ft.  in  diameter  x  14  in.  thick.  This  latter  size 
weighs  approximately  3^  tons.  Probably  the  major- 
ity of  the  g-rindstones  required  in  Canada  are  pro- 
duced from  the  Stonehaven  plant,  and  large  numbers 
are  exported  to  the  eastern  United  States,  and  in  small  - 
er quantities  to  other  countries. 

This  quarry  has  been  controlled  by  the  Read  family 
for  over  one  hundred  years,  the  original  owners  being 
Joseph  Read  and  John  Seaman,  who  acquired  control 
about  1815.  The  Read  brothers  now  operating  these 
plants  at  Stonehaven  and  Wood  Point,  are  the  great 
grandsons  of  the  original  owners.  The  Read  Stone 
Company  are  at  present  testing  out  a  new  property  at 
Quarryville. 

The  Dorchester  Stone  Works,  the  next  most  ac- 
tive grindstone  quarry  in  Canada,  began  operations  in 
190S  and  has  been  operating  on  a  small  scale  since 
that  date.  They  have  a  plant  consisting  of  a  35  h.p. 
boiler,  engine,  4  ton  steam  hoist,  turning  lathe,  steam 
drill,  derrick,  etc.  Axe  and  pulp  grinding  stones  are 
both  turned  out.  The  property  consists  of  over  1,000 
acres.  The  stone  has  always  been  used  to  a  consider- 
able extent  for  foundations,  but  it  is  the  intention  of 
the  company  to  cater  to  the  pulp  stone  trade  almost 
exclusively.  This  plant  is  well  situated  on  the  Petit- 
codiac  River  within  easy  reach  of  the  shipping  wharf. 
F.  C.  Palmer,  of  Dorchester,  is  president  of  the  com- 
pany. 


Quarries  of  Pictou  ^ 

 By  R.  E. 

1^  HE  northern  part  of  Pictou  County  is  occupied 
by  Carboniferous  and  Permian  strata,  dipping 
for  the  most  part  northwardly  under  thc- 
waters  of  the  Gulf  of  St.  Lawrence  and 
Northumberland  Strait.  In  the  upper  ])art  of  these 
formations  are  many  beds  of  sandstones  which  in  the 
Past  have  produced  large  quantities  of  building  stone 
and  grindstones.  The  building  stones  were  formerly, 
and  the  grindstones  are  now,  exported  to  the  United 
States,  in  addition  to  home  consumption.  Many  of 
the  buildings  of  Halifax  have  been  constructed  of  this 
material.  The  district  may  be  divided  into  three  sec- 
tions, viz.:  Merigomish,  Pictou  Harbor,  and  River 
John. 

Merigomish 

It  is  at  Merigomish  that  the  greatest  quantity  of 
grindstones  have  been  produced.  On  Quarry  Island, 
in  Merigomish  harbor,  is  the  quarry  which  has  been 
most  extensively  worked.  The  grindstones  produced 
have  been  of  excellent  qualit}'  and  large  size.  The  dip 
of  the  strata  necessitating  more  pumping,  this  quarry 
has  been  worked  on  a  small  scale  only  during-  the  last 
few  years,  but  it  is  said  by  the  owner  that  a  moderate 
expenditure  for  pumping  and  other  machinery  would 
again  put  it  on  a  large  producing  basis. 

At  the  west  end  of  Merigomish  Harbor  grindstones 
have  been  quarried  on  the  mainland  for  several  years. 


^^ounty,  Nova  Scotia 

Chambers   

These  are  hauled  to  the  Intercolonial  Railway  and 
shipped  to  the  United  States. 

Pictou  Harbor 

At  various  points  on  Pictou  Harbor  freestones  of 
good  quality  were  quarried  for  many  years.  The  earli- 
est workings  were  at  Sawmill  Brook,  about  four  miles 
from  the  town  of  Pictou.  Here'  a  shipping  pier  was 
constructed  about  a  mile  from  the  quarries.  The  stone 
is  moderately  hard,  the  color  being  grav  of  various 
shades.  No  work  has  been  done  at  these  quarries  for 
many  years. 

About  two  miles  from  the  town  of  Pictou  and  one 
mile  from  Pictou  Harbor,  is  a  quarry  which  has  pro- 
duced a  large  quantity  of  freestone.  This  was  worked 
by  the  Pictou  Quarries  Company,  but  is  not  now  oper- 
ating. The  stone  is  easily  cut,  being  light  gray  in 
color  and  occurring  in  beds  of  considerable  thickness. 

The  shipments  were  made  by  a  siding  connected 
with  the  Intercolonial  Railway  at  I'ictou,  and  by  a 
wharf  on  Pictou  Harl)or.  Shipments  were  formerly 
made  to  the  United  States,  and  more  recently  to  the 
various  towns  in  Nova  .Scotia.  The  Bank  of  Nova 
Scotia  at  New  Glasgow,  is  constructed  of  this  stone. 

Some  years  ac^o  the  Granton  ouarry  was  opened  at 
Granton,  near  the  Middle  River.  The  stone  was  used 
for  railway  construction  on  the  Short  Line  and  Pictou 
branches,  then  being  constructed.     They  were  also 
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shipped  to  Halifiix  for  buildin"-  work,  and  grindstones 
were  shipped  to  the  New  England  States.  The  stone- 
is  Hght  g:ray  in  color,  easilv  cut,  and  free  from  iron 
stain.  The  grindstones  produced  were  of  excellent 
quality. 

River  John  District 

In  the  western  part  of  the  County  the  Permian 
strata  contain  some  beds  of  fine  grained  red  sandstone 
which  have  been  rather  extensively  quarried.  Near 
the  village  of  River  John  shipments  have  been  made 
from  the  Roger's  Farm  and  from  near  the  crossing  of 
the  river  by  the  Intercolonial  Railway,  and  on  the 
Strait  shore  thev  have  been  worked  on  the  Henderson 
farms.  The  stone  is  reddish  brown  in  color,  fine 
grained  and  easilv  cut.  Considerable  quantities  have 
been  shipped  to  Toronto  for  building  purposes.  They 
resemble  in  color  the  Credit  Valley  red  sandstones,  but 
are  much  softer  in  texture. 

The  stone  in  the  New  Glasgow  post  office  and  other 
buildings  there  are  from  this  district. 

Limestones 

Underlying  tlie  true  carboniferous  strata  of  this 
county,  which  produces  from  many  thick  seams  its 
large  output  of  coal,  there  are  extensive  exposures  of 
the  Lower  Carboniferous  Marine  Limestone  formation 
containing  beds  of  limestone  of  good  quality. 

The  blast  furnace  of  the  Nova  Scotia  Steel  &  Coal 
Co.  was  formerly  operated  at  Ferrona,  and  during  this 
period  extensive  quarries  of  limestone  were  operated 
as  Springville  and  at  Black  Rock,  on  the  East  River, 
for  thijj  furnace.  The  quality  is  fairly  good,  analysing 
about  93  per  cent,  in  carbonates  of  lime  and  magnesia. 
In  addition  to  these,  quarries  were  opened  on  a  small 
scale  at  various  points  for  local  purposes. 

Trap  Rock 

An  extensive  cjuarry^  is  operated  at  Black  Rock,  on 
the  East  River,  by  the  Pictou  County  Contractors' 
Supply  Co.  Elaborate  tests  have  shown  this  stone  to 
be  of  exceptional  hardness  and  durability,  making  it 
very  desirable  for  road  metal  and  for  concrete  pur- 
poses. The  quarry  is  equipped  with  rock  breaker, 
screens,  bins,  etc.,  and  is  extensively  worked.  Ship- 
ments are  made  over  the  Intercolonial  Railway.  The 
stone  has  been  extensively  used  for  street  pavements 
in  the  town  of  New  Glasgow,  and  for  concrete  struc- 
tures at 'the  many  works  located  there. 


Roger  Miller  &  Co.,  who  have  the  contract  for  con- 
structing the  Carleton  Point  end  of  the  car  ferry  con- 
necting the  main  land  with  Prince  Edward  Island, 
have  a  three  years'  lease- of -the  quarry  of  E.  A.  Smith, 
Shediac,  N.B.  The  quarry  contains  a  freestone  of  a 
light  olive  shade,  which  is  fine  in  texture,  easily 
worked  when  green,  and  capable  of  taking  the  finest 
tool  work.  It  becomes  very  hard  when  weathered,  but 
splits  beautifully,  according  to  the  owner  of  the  plant. 
Stone  from  this  quarry  has  been  furnished  for  several 
buildings  in  the  city  of  St.  John  and  Fredericton, 
also  for  the  Telegraph  Building  in  the  city  of  Quebec. 
The  Miller  lease  expires  with  the  present  season. 


The  Thames  Quarry  Company,  Limited,  St.  Marys, 
Ont.,  have  just  reopened  their  quarries  for  this  season. 
Their  principal  product  is  crushed  stone  for  roadmak- 
ing  and  concrete  work,  although  they  get  out  consid- 
erable building  stone  such  as  rubble  and  coursing 
stone,  as  well  as  some  dressed  stone.  This  company 
also  manufacture  pressed  brick  made  from  ground 
limestone  and  cement ;  these  are  cured  in  steam  kilns, 


Why  We  Use  U.  S.  Stone 

  By  a  Cut  Stone  Contractor   

The  quarrying  and  stone  cutting  industry  through- 
out the  Dominion  has  made  rapid  progress  in  the  last 
twenty  years ;  this  is  especially  true  of  the  stone  cut- 
ting section,  but  there  still  remains  much  to  be  done 
so  far  as  the  quarrying  end  is  concerned.  There  are 
several  reasons  why  Canada  uses  such  quantities  of 
imported  stone.  First,  and  principally,  cost;  second, 
architectural  features  desired  by  architect  or  client  re- 
garding color  schemes ;  third,  imported  stones  now  in 
use  are  more  adapted  to  machine  work,  thereby  cheap- 
ening production ;  fourth,  practically  unlimited  re- 
sources regarding  supply  and  shipment  of  same. 

Regarding  the  cost  of  rough  quarry  blocks,  several 
items  have  to  be  considered,  included  the  soundness  of 
stone,  the  shape  in  which  it  comes  from  thfe  quarry, 
and  the  time  and  quantity  for  delivery.  The  imported 
rough  quarry  blocks  usually  come  squared  up  in  ex- 
cellent shape,  ready  for  cutting  up  for  the  finished 
product,  and  the  waste  is  reduced  to  a  minimum  there- 
by, whereas  the  usual  Canadian  quarries  are  handi- 
capped in  not  having  and  using  up  to  date  quarrying 
apparatus.  I  am  drawing  attention  to  these  points 
as  the  reasons  for  so  much  imported  stone  being  used. 
The  cut  stone  contractors  have  also  to  pay  more  for 
Canadian  stone  at  the  quarry  than  they  do  for  United 
States  stone  at  the  quarry. 

To  improve  conditions  to  meet  the  foreign  compe- 
tition— I  refer  now  more  especially  to  the  Province  of 
Quebec — additional  capital  is  required  to  exploit  the 
quarries.  Larger  sums  will  have  to  be  spent  in  pur- 
chasing better  machinery.  In  the  United  States  the 
quarries  are  equipped  with  the  most  modern  mach- 
ines, enabling  them  to  produce  rough  building  blocks 
at  a  minimum  cost,  and  to  reduce  their  overhead 
charges  by  reason  of  the  immense  quantities  shipped 
out.  There  is  also  this  fact  to  be  taken  into  account — 
more  up  to  date  equipment  will  mean  that  Canadian 
quarr^r  owners  will  bq  able  to  produce  stone  in  a  far 
better  condition  for  the  cut  stone  contractors  to  han- 
dle, thus  saving  the  large  amount  of  waste  at  the  fin- 
ishing yards,  which  are  usually  located  some  distance 
from  the  quarries.  I  desire  to  lay  emphasis  on  this 
point,  as  the  waste  is  a  very  important  factor  in  the 
price  which  the  consumer  has  to  pay. 

In  obtaining  a  better  class  of  stone  the  cut  stone 
contractor  will  save  an  appreciable  amount  in  freight 
charges  on  rough  quarry  blocks.  At  the  present  time, 
owing  to  the  condition  in  which  the  blocks  leave  the 
quarries,  a  considerable  sum  is  unnecessarily  spent  in 
the  freight  of  material  which  is  absolutely  worthless 
as  building  stone.  The  blocks  have  to  be  squared  up, 
and  the  resulting  waste  on  which  freight  has  been 
paid  cannot  be  disposed  of  to  even  cover  the  cost  of 
that  freight. 

United  States  quarries  will  turn  out  stone  exactly 
to  our  specifications,  whereas  we  are  not  at  all  certain 
as  to  the  sizes  which  will  be  supplied  b^•  many  Cana- 
dian quarry  owners. 

As  regards  color,  it  is  impossible  to  obtain  in  Can- 
ada many  of  the  colors  we  require,  and  we  are  there- 
fore bound  to  import  from  elsewhere. 


The  D.  Robertson  &  Co.,  Ltd.,  Milton,  Out.,  quarry 
all  kinds  of  Credit  Valley  grey  sandstone,  such  as 
rubble,  dimension  blocks,  coursing,  sills,  lintels,  ver- 
andah caps,  etc.  They  do  all  kinds  of  dressing  at  the 
quarr}'.  This  company  also  have  lime  kilns  and  buru 
what  is  known  as  Milton  grey  lime. 
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The  Sackville  Freestone  Quarries,  N.B. 

The  Most  Important  Producer  in  the  Maritime  Provinces— Operations 
Carried  on  with  Most  Modern  Machinery  and  Business  Methods 


THE  quarry  of  the  Sackville  Freestone  Com- 
pany, Ltd.,  which  is  located  close  to  the  town 
of  Sackville,  N.B.,  must'  be  reg^arded  as  the 
most  important  producer  of  building  stone  in 
the  Maritime  Provinces.  This  property  at  Sackville 
was  opened  up  a  number  of  years  ago  by  Mr.  Charles 
Pickard  on  his  farm,  and  later  taken  over  by  the 
Sackville  Freestone  Company,  Limited,  of  which  Mr. 
Pickard  is  manager. 

The  quarry  is  situated  a  short  distance  from  the 
main  line  of  the  Intercolonial  Railway,  and  covers 
about  50  acres  of  the  company's  property.  The  quarry 
proper  is  about  200  ft.  square  and  60  ft.  deep.  The 
upper  20  ft.  is  soil,  beneath  which  is  40  ft.  of  red 
sandstone  in  beds  up  to  5  ft.  thick.  The  various 
layers  are  horizontal  and  are  remarkably  continuous, 
with  scarcely  any  of  the  lenticular  bedding  so  com^ 
mon  in  the  sandstone  quarries  of  the  Maritime  Pro- 
vinces. The  isolated  formation  of  the  rock  deposit 
is  unique  in  the  res])ect  that  it  is  entirely  local  and 


Blocks  of  Sackville  Freestone— See  other  pafles  for  further 
illustrations  of  this  Quarry. 

altogether  dififerent  from  the  other  deposits  in  the 
country,  being  very  even  in  color  and  quality  and  of 
a  much  finer  grain  than  the  surrounding  stones,  which 
are  coarse,  uneven  and  soft,  for  the  most  part. 

The  rock  probably  belongs  to  the  Permo-Carbon- 
ifcrous  age  and  presents  a  subdued  red  appearance  in 
color.  Under  corrosion  there  is  little,  if  any,  change 
in  color  and  but  a  slight  loss  in  weight.  The  quart/, 
grains  are  for  the  most  i)art  sharply  angular  and  of 
a  variable  size.  Feldspar  and  mica  ttakcs  are  scat- 
tered through  the  rock. 

The  following  are  the  principal  physical  charac- 
teristics of  the  stone:  si)ecitic  gravity,  2.711;  weight 
per  cubio  foot,  145.743  lbs. ;  pore  space,  13.882  per 
cent.;  transverse  strength,  1,016  lbs.;  crushing 
strength.  11,889  lbs. 

The  red  .Sackville  stone  is  used  largely  through- 
out the  eastern  part  of  the  Dominion,  and,  notwith- 
standing the  freight  charges,  is  able  to  compete  suc- 


cessfully with  other  stones  for  buildings  of  the  best 
type  in  Ontario. 

Among  the  many  structures  in  which  the  Sack- 
ville stone  has  been  used,  the  following  may  be  men- 
tioned: Royal  Bank,  Sackville;  Bank  of  Montreal, 
Moncton,  N.B.;  Observatory,  Ottawa;  new  wing  of 
Parliament  Buildings,  Toronto,  etc. 

While  the  Sackville  Freestone  Company  have  an 
asset  in  this  stone,  which  has  undoubtedly  been  pro- 
ven one  of  the  best  of  the  kind  in  the  country,  it  is 
not  on  this  alone  that  the  success  of  the  company 
depends.  The  up-to-date  methods  of  handling  the 
stone  in  the  quarry,  and  the  business-like  way  in 
which  the  industry  has  been  conducted,  have  also  been 
important  factors.  The  company  have  installed  an 
up-to-date  plant  and  are  planning  for  further  exten- 
sion of  the  facilities  already  provided.  The  equip- 
ment may  be  summarized  as  follows: — 

Four  20  ton  derricks,  operated  by  one  large  en- 
gine and  boiler,  and  one  small  engine  and  boiler ;  two 
steam  drills ;  two  Patch  gang  saws,  operated  by  elec- 
tricity, which  is  also  used  for  one  of  the  derricks ;  a 
steam  shovel  for  handling  overburden,  and  a  15  ton 
Brown  hoist  locomotive  crane.  The  mill  is  placed  close 
to  the  quarry  and  is  so  arranged  that  a  minimum  of 
handling  is  necessary.  A  spur  branch  about  1^4  miles 
long  from  the  Tormentine  branch  of  the  Intercolonial 
Railway  affords  good  shipping  facilities.  About  25 
men  are  employed  by  the  company. 

The  total  output  of  the  quarry  is  from  8,000  to 
10,000  per  annum,  all  of  which  is  used  for  building 
stone.  As  indicative  of  the  favor  with  which  this 
stone  is  being  received  in  Ontario,  it  is  worthy  of 
note  than  it  is  enjoying  an  increasing  sale  in  Hamil- 
ton, London,  St.  Thomas,  Chatham,  and  many  other 
towns  in  Western  Ontario. 

The  firm  has  a  reputation  amiong  contractors  of 
being  business-like  in  every  sense  of  the  word.  No 
work  is  undertaken  that  cannot  be  completed,  and 
contractors  are  not  delayed  by  the  tardy  execution 
of  orders. 


Armstrong-Whitworth  Extensions 

John  Ouinlau  and  Company,  ^Vestm()unt,  P.O., 
have  ()l)tained  a  contract  for  doubling  the  ])lant.  at 
Longueuil,  of  Armstrong  AVhitworth  of  Canada,  Lim- 
ited, of  which  Mr.  M.  j'.  lUitler,  C.M.G.,  is  managing 
director.  The  floor  space  will  be  increased  from  50,000 
to  100,(X)0  square  feet,  and  a  new  structure  and  office 
building  will  also  l)e  erected.  The  new  plant  of  steel 
and  concrete,  includes  units  fov  the  manufacture  of 
steel  tires  for  locomotives  and  i)assenger  rolling  stock, 
the  rolling  of  steel  wheels,  and  the  manufacture  of 
forged  axles.  A  rolling  mill  will  be  installed,  and  pro- 
vision made  for  making  special  rounds  and  shajics  for 
electric  smelted  steel.  The  contract  for  the  steel  work 
of  the  extension  has  been  let  to  the  Dominion  Bridge 
Company.    The  total  cost  will  be  about  $750,000. 
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Red  Sandstone  from  quarries  of  Sackville  Freestone  Company, 
Limited,  Sackville,  N.B. 
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An  Up-to-date  Stone  Crushing  Plant 

The  buildings  of  Crushed  Stone  Limited  are  new  and  the  equip- 
ment powerful  and    modern  —  A   rapidly    developed  business 


O 


NE  of  the  most  modern  crushed  stone  plants, 
and  one  of  the  largest,  thouoh  possibly  not 
the   largest  in  Canada,   is  that   of  Crushed 
Stone,  Limited,  of  Kirkfield,  Ont.      At  the 
present  time  this  company  is  opening  a  new  quarry 


C 


Plant  of  Crushed  Stone  Co.,  Ltd..  Kirkfield,  Ont. 

close  to  the  Trent  Valley  Canal  and  in  the  immediate 
vicinity  of  their  new  crushing-  plant,  built  in  1914,  as 
illustrated  in  one  of  our  accompanying  photographs. 
This  quarry  is  being  opened  up  to  an  18  ft.  surface. 
One  of  the  illustrations  also  shows  a  new  steam  sho- 
vel just  installed  by  this  company,  a  hundred  ton 
Bucyrus,  equipped  with  a  five-yard  capacity  dipper. 
This  shovel  will  dig  2,500  tons  of  stone  per  day  and 
is  thus  easily  the  equivalent  of  100  men.  It  is  one  of 
the  largest,  if  not  the  largest,  at  present  operating  in 
the  Dominion.  An  auxiliary  shovel  of  1,500  tons'  ca- 
pacity, is  also  in  use  by  the  company. 

Particular  interest  centres  round  the  operation  of 
the  crushing  plant.  Fig-.  1  illustrates  the  various 
phases  of  the  necessary  operations.    That  part  of  the 


Ijuilding  marked  "A,"  contains  the  crusher.  The 
stone  coming  from  the  quarry  is  shunted  on  the  track, 
shown  in  the  right  hand  side  of  the  picture,  by  a  don- 
key engine,  and  drawn  up  the  incline  by  a  steam  oper- 
ated cable.  The  stone  is  here  dumped  into  the  crush- 
er and  the  car  returns  by  gravity  to  the  level  surface. 
A  loaded  and  empty  car  are  seen  in  the  picture,  one 
ready  to  ascend,  the  other  just  returned  from  the 
crusher  shed.  Two  crushers  are  installed,  a  No.  7>2 
and  a  No.  5,  so  that  the  capacity  of  the  plant  is  ap- 
proximately 1,000  tons  per  ten-hour  day. 

From  this  point  the  crushed  stone  is  elevated  into 
"B,"  thence  passes  to  "C"  for  screening-,  and,  by  gra- 
vit}'-,  to  graded  bins  in  "D,"  from  which  it  is  loaded. 


5  yd.  Bucyrus  Steam  Shovel. 


15  Ton  Locomotive  Crane 

also  by  gravity,  into  railway  cars,  which  pass  beneath 
"D,  and  one  of  which  may  be  seen  in  the  picture. 

The  gradations  in  the  screening  house  have  been 
carefully  adjusted  and  at  least  seven  grades  of  stone 
are  always  available.  These  are  what  is  known  as 
stone  dust,  grit,  ^  in..  }i  in.,  1^  in.,  2  in.,  and  ap- 
proximately 4  in.  Grit  is  becoming-  increasingly  use- 
ful in  making-  country  roads,  where  it  is  valuable  for 
filling'  up  the  interstices  between  the  larger  pieces  of 
stone.  It  is  also  used  to  a  considerable  extent  in  the 
manufacture  of  cement  block. 

Any  surplus  supply  of  grit  is  carried  back  in  this 
plant  to  the  building  marked  "E,"  where  it  is  ground 
into  fine  flour  Just  and  finally  deposited  in  100-lb. 
bags.  This  dust  is  now  used  very  largely  in  the  coat- 
ing surface  of  asphalt  pavements. 

A  useful  part  of  the  equipment  of  this  Cfimpany 
is  a  15-ton,  8-wheeler,  locomotive  crane,  link-belt 
type,  with  50  ft.  boom.  It  frequently  happens  that 
one  or  other  size  of  crushed  stone  is  in  excess  and  the 
company  finds  it  necessary  to  take  these  out  of  the 
storage  building,  D,  and  place  in  piles  beside  the  rail- 
way siding,  where  10,000  tons  can  be  piled.  For  un- 
loading and  loading  purposes  this  crane  is  used. 

Another  interesting  feature  which  indicates  the 
modern  equi]iment  of  this  company,  is  the  use  of  a 
5-in.  well  drill,  which  is  used  for  drilling  the  18  ft. 
face  of  the  quarry.    This  type  of  drill,  we  understand. 
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Stanstead  granite.  Interior  of  the  Stanstead  Granite  Go's  mill,  Beebe  Plain,  Que. 
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is  replacing-  other  drills  at  the  present  time  on  account 
of  its  m-uch  g-reater  capacity  both  for  quantity  and 
depth. 

The  Kirkfield  quarries  of  Crushed  Stone,  Lintited, 
are,  at  present  showing-,  almost  unlimited  in  extent. 
The  initial  -working-  -will  be  about  600  feet  in  length 
Avith,  as  already  intimated,  an  18  ft.  face.  No  stone 
is  quarried  for  any  purpose  other  than  crushed  stone. 
Mr.  W.  H.  Essery  is  in  charge  of  the  operations  at 
the  quarry,  -while  Mr.  G.  W.  Essery,  his  son,  attends 
to  all  the  general  business  and  sales  at  the  Toronto 
office,  47  Yonge  St.  Arcade.  To  the  energy  and  fine 
executive  ability  of  these  men  the  success  of  Crushed 
Stone,  Limited,  is  entirely  due.  This  success  is  indi- 
cated by  the  fact  that  the  business  has  gro-wn  in  a 
short  time  from  20,000  tons  per  year  to  over  100,000 
tons  per  year. 


Alabaster  Hydrated  Lime 


Alabaster  Pfydrated  Lime  is  lime  of  great  purity 
and  strength,  which  has  been  slaked  or  hydrated  at 
the  kilns  by  adding  to  the  fresh  burned  lime  just  the 
right  amount  of  water.  It  is  carefully  and  scientifi- 
cally handled,  packed  in  40  lb.  bags,  in  fine,  dry  pow- 
der form,  water  slaked  and  ready  for  use. 

The  limestone,  which  is  a  Dolomite  lime,  is  blasted 
out  of  the  solid  ledge  in  the  quarry  and  broken  up 
into- the  proper  size  for  burning.  It  is  then  taken  to 
the  kilns  and  burnt.  This  process  is  a  continvious 
one — rock  put  in  at  the  top  and  burnt  lump  lime  taken 
out  below.  The  burning-  is  done  to  drive  off  the  car- 
bon dioxide  and  any  moisture  in  the  rock.  A  lime- 
stone weighing-  100  lbs.,  put  in  at  the  top,  weighs  ap- 
proximately 56  lbs.  when  it  is  taken  out  at  the  bottom. 


View  of  Lime  Kilns  and  Hydrating  Plant.   Two  more  kilns 
under  construction. 

The  freshly  burned  lime,  after  being  drawn  out  of 
the  kiln,  is  allowed  to  cool  and  then  shovelled  into  the 
hopper  of  a  large  rotary  crusher,  which  crushes  the 
lime  down  to  %  in.,  or  smaller  size.  After  passing- 
through  the  crusher  the  pulverized  lime  is  elevated  to 
a  storage  bin,  fed  from  there  into  a  weighing  hopper, 
and  from  the  hopper  into  the  hydrator,  a  large  revolv- 
ing pan  with  stationary  plows  which  turn  the  limt- 
over  as  the  pan  revolves.  The  proper  amount  of  water 
is  added  and  as  slaking  takes  place,  heat  is  generated 
and  a  chemical  action  occurs,  which,  when  just  the 
right  proportion  of  water  is  used,  produces  commer- 


cial hydrated  lime.  The  hydrated  lime,  having  taken 
all  the  water  it  will  absorb,  will  consec|ucntly  absorb 
no  more  moisture  from  the  air,  as  tlic  free  lime  has 
all  been  slaked,  whereas  air  slaked  lime  has  slowly 
absorbed  moisture  and  also  carbon  dioxide  from  the 
air  and  has  thereby  lost  part  of  its  cementitious  quali- 
ties.   After  passing-  the  hydrator,  the  lime  is  ground 


Supply  of  freshly  burned  lime.— Alabastine  Co.,  Paris,  Ont. 

to  a  very  fine  powder  and  automatically  bagged  in 
40-lb.  paper  sacks. 

Besides  its  major  importance  as  a  finish  plaster, 
hydrated  lime  has  i^everal  other  minor  uses — for 
waterproofing-  concrete,  for  agricultural  purposes,  for 
I)aper  making,  glass  making,  alkalies,  fertilizers,  lub- 
ricants. 

The  head  office  of  The  Alabastine  Co.  is  in  Paris, 
Ont.  The  rock  deposits  and  hydrating  plant  are  lo- 
cated at  Elora.  The  same  company  operate  a  gypsum 
mine  and  mill  at  Caledonia,  Ont. 


St.  Laurent  Quarry  Ltd. 

The  St.  Laurent  Quarry  Ltd.,  Cap  St.  Martin,  Que., 
operate  a  modern  crushing  plant  at  that  point.  The 
nature  of  production  is  crushed  stone  of  hard  lime- 
stone in  all  sizes  from  3  in.  to  ^  in.  screened,  also 
limestone  dust.  This  latter,  by  Government  analysis, 
is  found  to  contain  87i/^  per  cent,  of  pure  lime,  and  is 
thus  a  valuable  aliment  used  largely  for  fertilizing-. 

The  company's  crushed  stone  has  been  in  great  de- 
mand by  the  surrounding-  municipalities  for  the  con- 
struction of  macadam  and  concrete  roads,  and  espe- 
cially for  the  Montreal  and  Quebec  Highway.  The 
crushing  plant  consists  of  different  sizes  of  crushers, 
with  a  total  daily  capacity  of  800  tons.  It  is  situated 
at  Cap  St.  Martin,  Que.,  Laval  County,  close  to  St. 
Martin  Junction,  which  is  a  junction  point  between 
Ottawa  and  Quebec,  on  the  C.  P.  R.,  a  short  distance 
from  the  city  of  Montreal.  The  head  office  is  at  the 
plant. 

The  office  staff  of  the  company  consists  of  Mr. 
Francois  Dufresne,  St.  Laurent,  Que.,  well  known  as 
general  contractor,  having  to  his  credit  the  erection  of 
many  large  buildings,  as,  for  example,  the  U'indsor 
Station  Annex,  C.P.R.,  Montreal;  the  Good  Shepherd 
Building,  Laval  des  Rapides,  Que. ;  the  manager.  Mr. 
Charles  Le  Pailleur,  St.  Laurent,  Que.,  who  has  been 
engaged  in  the  business  for  the  last  ten  vears ;  the 
secretary,  Mr.  J.  A.  Poulin,  Cap  St.  Martin,  Que.'. 
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Credit  Valley  an  Architects'  Favorite 

Lends  Itself  to  Artistic  Design — Shown  at  its  Best  in  Ontario's 
Schools,    Colleges,    Churches     and     Handsomest  Dwellings 


A CONSIDERABLE  part  of  the  grey  sandstone 
used  in  Toronto  in  recent  years  in  the  con- 
struction of  pubUc  buildings,  has  been  ob- 
tained from  what  is  known  as  the  Credit  Val- 
ley area  in  and  around  Glen  Williams,  which  is  only 
a  few  miles  from  Georgetown,  and  about  30  miles  from 
the  city  of  Toronto. 

One  of  the  principal  owners  and  most  extensive 
operators  in  this  section  is  the  firm  of  ¥.  Rogers  & 
Co.,  1193  Queen  Street  West,  Toronto.  The  company 
own  outright  two  of  the  biggest  quarry  properties 
there,  and  another  very  extensive  one  is  worked  in 
conjunction  with  Mr.  Hugh  Logan,  of  Glen  Williams. 
Here  can  be  found  some  of  the  finest  grey  Medina 
sandstone  which  makes  one  of  the  best  building  stones 
at  present  produced  from  the  sedimentary  rocks  of  On- 
tario. The  coloring  of  the  stone  is  practically  perfect. 
Beneath  the  capping  of  debris  in  the  quarry  lie  about 
five  feet  of  thin,  shaley  limestone,  from  which  only 
a  little  rubble  is  procured.  Then  follows  14  feet  of 
sandstone,  of  which  the  upper  7  feet  is  excellent  grey 
freestone  of  varying  thicknesses,  the  lower  seven  feet 
being  one  solid  bed  of  beautiful  blue-grey  color,  in 
some  places  a  single  bed  occupies  the  whole  of  the  7 
feet. 

A  practically  unlimited  supply  of  the  largest  blocks 
is  to  be  found  all  over  the  quarries.  Railway  switches 
are  laid  right  into  the  quarries  and  all  modern  equip- 
ment for  the  handling  of  the  largest  orders  in  the 
shortest  possible  time.  Heretofore  the  company  have 
not  sawn  the  stone  themselves,  but  modern  stone- 
sawing  equipment  in  the  nature  of  several  gang  saws, 
is  now  being  placed  in  the  Logan  quarries,  which  will 
enable  them  to  deliver  orders  sawn  to  specifications. 
P'rom  time  to  time  further  equipment  along  the  line 
of  planers  and  lathes  will  be  installed,  so  that  every 
class  of  finished  stone  work  can  be  supyilied  in  Canada 
from  a  Canadian  quarry. 

Some  of  the  largest  and  most  representative  public 
buildings  and  residences  in  Toronto  have,  within  the 
last  few  years,  been  built  with  the  stone  supplied  by 


F.  Rogers  and  Company  from  these  quarries.  Among 
these  we  might  mention,  Toronto  Technical  School, 
Knox  College,  Bishop  Strachan  School,  Victoria  Lib- 
rary, Burvvash  Llall,  Yonge  Street  Methodist  Church, 
Rosedale  Congregational  Church,  the  Pellatt  resi- 
dence, the  Hart  House,  Queen's  Park;  Hon.  A.  E. 
Kemp's  residence,  Mr.  Gurney's  residence,  Spadina 
Road;  Metropolitan  Methodist  parsonage. 

In  addition  to  these  quarries,  the  Oliver,  Rogers 
Crushed  Stone  Companv,  Limited,  of  Owen  Sound,  is, 
in  conjunction  with  Mr.  Oliver,  of  that  town,  owned 
and  operated  by  the  same  company.  This  is  a  most 
modern  crushed  stone  quarry  with  a  daily  capacity  of 
500  tons  and  a  full  equipment  comprising  2  crushers, 
elevator,  steam  shovels,  and  shipping  facilities  from 
three  sidings  into  the  yards. 


Preparedness 

Is  your  machinery  in  good  order?  And  have  you 
suflicient  labor  in  sight  for  the  coming  season?  Pre- 
paredness in  the  plant  is  a  big  factor  in  increasing 
your  business  and  producing  profits.  The  company 
that  is  willing  to  handle  all  classes  of  work  the  quarry 
is  capable  of,  is,  other  things  being  equal,  the  one 
that  will  make  good  profits.  With  building  inc"'reas- 
ing,  better  opportunities  for  cut  stone  men  are  con- 
stantly presenting  themselves.  Watch  the  oppor- 
tunities and  see  that  substitutes  are  not  allowed  to 
slip  in  ahead  of  you — no  matter  whether  the  contracts 
are  great  or  small.  Watch  for  every  class  of  work. 
Emphasize  the  lasting  qualities  of  stone,  its  solidarity 
and  beauty.  These  qualities,  with  a  preparedness  for 
bigger  volume  of  business,  will  be  the  prime  factors 
leading  to  success  in  the  Canadian  stone  trade. 


In  the  case  of  certain  stones,  particularly  sand- 
stones, the  process  of  seasoning  adds  greatly  to  the 
hardness.  In  such  cases  it  is  the  practice  to  carve  the 
stone  before  the  nuarry  water  has  evaporated,  and 
then  to  hold  the  product  out  of  the  wall  until  the  sea- 
soning is  complete. 


Knox  College,  Toronto— One  of  Canada's  most  beautiful  buildings  — Credit  Valley  Stone. 
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Longford  Quarry  Co.,  Longford  Mills 


One  of  the  best  known.  Ontario  quarries  is  that  of 
the  Longford  Quarry  Co.,  Ltd.,  situated  at  Longford 
Mills,  a  station  on  the  Northern  Division  of  the  Grand 
Trunk  Railway.  93  miles  north  of  Toronto.  The  quar- 
ries comprise  the  easterly  portions  of  Lots  Gore  "A," 
21,  22,  23,  24,  26,  and  27,  Front  Range,  Township  of 
Rama,  Ontario  County.  The  stone  is  a  hard,  fine- 
grained limestone,  lying  in  beds  varying  from  4  in.  to 
16  in.  in  thickness.  In  color  it  is  a  very  light  grey, 
which  tends  to  whiten  with  age.  It  is  almost  imper- 
vious to  water  and  as  a  consequence  does  not  soil  or 
become  discolored  after  being  built  in.  The  following- 
are  copies  of  tests  as  made  by  the  Department  of  Pul)- 
lic  Works  of  Canada  : — 

Sample  No.  1— Area  exposed  to  crushing,  2.9  in. 
X  3.0  in.  =  8.7  sq.  in. ;  height  of  sample,  3  in. ;  ultimate 
crushing  load,  18L000  pounds;  crushing  strength,  per 
sq.  inch,  20,805  pounds. 

Sample  No.  2 — Area  exposed  to  crushing,  3.4  in.  x 
3.4  in.  =  1L56  sq.  inches;  height  of  sample.  3  in. ;, ulti- 
mate crushing  load,  above  200,000  pounds.  (Note. — 
The  strength  of  No.  2  was  beyond  the  capacity  of  the 
machine,  200,000  lbs.) 

Immense  quantities  of  this  stone  were  used  by  the 
Canada  Iron  Corporation,  Limited,  prior  to  their  close- 
down in  August,  1913,  and  we  understand  they  found 
it  most  satisfactory  for  this  purpose  after  a  number  of 


tests.  As  a  broken  stone  for  roads  it  is  first-class  ma- 
terial, as  the  roads  adjacent  to  the  quarries,  where  it 
has  been  used  for  a  number  of  years,  bear  witness. 
Cnder  traffic,  it  breaks  up  into  fine  particles  which  ce- 
ment together,  forming  a  good  surface.  Mixed  with 
a  proper  proportion  of  broken  granite,  it  makes  an 
almost  ideal  road  material.  As  a  foundation  stone 
it  has  gone  into  many  of  the  large  buildings  of  the 
country,  among  others  the  Temple  Building,  the 
Union  Station,  the  Eaton  Building,  and  several  others 
in  Toronto.  The  Toronto,  Hamilton  &  Bufifalo  Rail- 
way tunnel  at  Hamilton,  and  the  railway  subways  at 
King  and  Queen  Streets  West,  Toronto,  are  built  of  it. 
It  is,  however,  as  a  dressed  stone  for  the  better  class 
of  buildings  of  all  kinds  that  its  readiest  market  is 
found.  In  public  buildings  of  all  kinds  it  has  been 
used  to  a  great  extent,  notably  in  the  post  offices  at 
Tilbury,  Seaforth,  Hanover,  Aurora,  Midland,  Orillia, 
Port  Perry,  Lindsay,  Bracebridge,  and  North  Bay,  in 
the  drill  halls  at  Peterboro,  Oshawa,  Lindsay,  Barrie, 
and  Orillia;  in  Roman  Catholic  churches  at  -North 
Bay,  Midland,  Chelmsford,  Orillia,  and  Peterboro 
(which  are  entirely  of  stone),  and  as  trim.ming  in  a 
great  number  of  other  churches  throughout  the  coun- 
try. Among  residences  into  which  it  has  been  built 
are  those  of  Sir  William  Mackenzie,  Avenue  Road,  To- 
ronto ;  Frederick  Mercer,  Moore  Park,  Toronto,  and 
J.  B.  Tudhope,  Orillia. 

The  quarry  is  at  present  using  a  steam  driven  air 
compressor  to  run  the  rock  drills  and  stone  cutters' 
tools,  and  horses  for  thirteen  derricks.  The  company 
hope,  however,  to  get  electric  power  in  the  near  future. 
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York  Sand  &  Gravel  Co/s  Operations 

An  Industry  of  Big  Proportions  that  has  Grown 
Rapidly — Company's  Products  in  Increasing  Demand 


CANADA  is  a  country  rich  in  undeveloped  pos- 
sibilities, no  only  as  regards  her  j^reat  north- 
ern and  western  stretches,  but  even  in  older 
portions.  Rioht  at  the  very  borders  of  one  of 
our  (greatest  cities  for  years  there  have  existed  un- 
dreamed-of possibilities  awaitino-  the  discerning  eye 
and  the  enterprising  spirit  of  the  pioneer  to  discover 
and  de\elop.  Such  a  possibility  existed  for  years  in 
the  form  of  rich  deposits  of  sand  and  gravel  of  the 
highest  quality  for  construction  work  at  the  very  door 
of  a  great  market  for  such  products,  the  city  of  To- 
ronto, until  the  keen,  discerning  eye  of  a  few  of  To- 
ronto's shrewdest  business  men  recognized  the  possi- 
bilities that  lay  there  undeveloped.  The  result  of  this 
discovery  was  the  formation  of  the  York, Sand  &  (tra- 
vel Co.,  Ltd.,  for  the  purpose  of  placing  on  the  mar- 
ket this  material,  which  became  so  popular  that  this 
company  has  grown  tt)  be  not  only  the  largest  pro- 
ducers and  dealers  in  sand  and  gravel  in  Toronto,  but 
also  one  of  the  largest  concerns  of  its  kind  in  the 
Dominion. 

The  situation  is  ideal,  comj^rising  some  fifty  acres 
of  land,  rich  in  sand  and  gravel,  in  the  township  of 
Scarboro,  in  close  proximity  to  Toronto,  a  portion  of 
the  property  actuallv  lying  within  the  city  limits. 
Being  within  the  Toronto  terminals  of  the  Grand 
Trunk  Railway,  quick  delivery  at  lowest  possible  cost 
can  be  given  to  any  railway  siding  on  the  G.  T.  R.  or 
connecting  systems,  in  Toronto  or  its  vicinity ;  also, 
if  required,  by  motor  truck  or  wagon  delivery.  The 
plant,  which  is  of  an  elaborate  and  extensive  charac- 
ter, has  a  present  productive  capacity  of  two  thousand 


cubic  yards  per  day,  and  an  additional  screening  anfl 
washing  plant  is  being  installed,  which  will  be  the 
first  of  its  kind  in  operation  in  Canada  for  commercial 
])urposes;  this  will  still  .further  increase  the  produc- 
tive capacity  of  the  plant.  To  supply  material  of  a 
special  grade  required  in  connection  with  the  million 
dollar  Filtration  Plant  constructed  by  the  city  of  To- 
ronto, special  equipment  has  been  installed  on  the 
company's  property,  which  is  something  entirely  new 
and  an  eye-opener  to  users  of  sand. 

No  order  is  too  small  to  receive  the  most  careful 
and  courteous  consideration,  and  no  order  is  too  large 
to  meet  with  the  prompt  and  efficient  service  which 
is  characteristic  of  this  company.  It  is  only  necessary 
to  mention  a  few  of  the  contracts  of  the  company  to 
prove  the  character  of  their  products  and  their  ability 
to  give  prompt  delivery  in  large  quantities.  For  ex- 
ample, "York  sand"  and  "York  gravel"  were  the  ma- 
terials used  in  the  construction  of  such  examples  of 
concrete  construction  as  the  great  Bloor  Street  Via- 
duct, the  new  Union  Station,  the  two  latest  Toronto 
skyscrapers,  namely,  the  Royal  Bank  and  Dominion 
Bank  buildings,  and  it  is  being  used  now  in  the  big 
Robert  Simpson  Factory,  the  Eaton  Factory,  and  the 
new  Imperial  Oil  Co.  building,  all  at  present  under  con- 
struction. Large  quantities  of  material  have  also  been 
supplied  to  the  Toronto-Hamilton  Highway  Commis- 
sion, and  during  the  present  year  this  company  is  the 
holder  of  the  city  of  Toronto's  contract  for  supplying 
.the  corporation's  requirements  of  sand  and  gravel  for 
all  purposes. 

To  any  person  interested  in  the  development  of  our 


General  view,  showing  one  phase  of  York  Sand  &  Gravel  Company's  operations. 
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country's  industry,  a  visit  to  the  plant  of  the  York 
Sand  and  Gravel  Co.,  Ltd.,  will  prove  of  interest;  es- 
pecially to  those  of  our  readers  who  are  interested  in 
the  great  development  that  has  and  is  taking-  place  in 
concrete  construction,  a  visit  will  prove  of  educational 
value,  and  to  many,  doubtless,  a  source  of  profit,  as 
well,  when  they  come  to  figure  on  contracts.  Inter- 
ested visitors  are  alwavs  welcome,  and  the  president 
of  the  company.  Mr.  T.  J.  Smyth,  is  always  glad  to 
show  them  over  the  plant  and  explain  the  same  to 
them. 


Street  &  O'Brien,  Gananoque,  Ont. 

The  firm  of  Street  &  O'Brien  commenced  work  in 
their  quarries  in  Gananoque  in  1906.  The  stone  is  a 
very  good  quality  of  granite,  colors  red  and  dark  blue, 
and  an  excellent  stone  for  building  and  monumental 
work.  This  firm  have  also  supplied  the  cities  of  To- 
ronto, Montreal,  and  Hamilton  with  granite  paving 
blocks.  The  stone  lies  in  sheets  from  two  feet  and 
up  to  ten  feet  deep,  and  is  a  good  solid  stone,  without 
seams  or  cracks. 


Laurentian  Granite  Quarries 

The  quarries  of  the  Laurentian  Granite  Company, 
Limited,  224  St.  James  Street,  Montreal,  are  situated 
in  the  Township  of  Chatham,  in  the  County  of  Argen- 
teuil,  P.Q.,  and  are  connected  by  a  spur  about  5  miles 
in  length,  with  the  Canadian  Pacific  Railway  at  Stay- 
nerville,  P.Q.  They  cover  an  area  of  about  150  acres. 
The  product  is  a  medium  to  coarse  grained  granite  of 
a  pinkish  to  light  chocolate  color,  crushing  strength, 
37,590  lbs.  per  sq.  inch. 

The  equipment  consists  of  hoisting  engines,  air 
compressors,  pneumatic  and  steam  drills,  large  crush- 
ing plant  with  a  capacity  of  500  tons  per  day,  locomo- 
tive crane,  completely  equipped  stone  cutting  shed, 


Solid  granite  quarry  of  Laurentian  Company. 

150  ft.  X  60  ft.  This  company  can  execute  any  work 
in  the  granite  line :  building  stone,  curbing,  paving' 
blocks,  crushed  granite,  etc.,  etc. 

Laurentian  granite  has  been  used  in  the  following 
structures:  Montreal  Jail  at  Bordeaux,  Court  House 
at  Sherbrooke,  Bank  of  Hochelaga  at  Three  Rivers, 
Post  Ofifice  at  Plochelaga,  University  of  Alberta  at  Ed- 
monton, and  many  other  important  buildings.  Work 
was  resumed  this  year  early  in  April,  after  a  suspen- 
sion during  the  winter  months. 


At  the  request  of  the  Westmount  Council,  the  Pro- 
vince of  Quebec  Association  of  Architects  nominated 
the  following  four  members  to  sit  on  the  Westmount 
Commission  which  will  pass  on  plans  of  new  build- 
ings : — Messrs.  John  S.  Archibald,  Robert  Findlay,  D. 
H.  MacFarlane,  and  D.  Norman  McVicar,  All  four 
are  citizens  of  Westmount. 


Crenulated  gypsum,  Sayres  quarry,  Albert  Mfg.  Co.,  Hillsborough,  Albert  county,  N.B. 
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Quarries  in  Central  and  Western  Canada 

Deposits  at  Tyndall,  near  Winnipeg,  one  of  our  Largest — 
Sechelt  Quarries  on  the  Coast  Yielding  a  Fine  Granite 


THE  granite  quarries  operated  by  the  Sechelt 
Granite  Quarries,  Limited,  are  located  about 
65  miles  up  the  coast  from  Vancouver,  on 
Hardy  Island.  This  quarry  was  opened  up 
for  the  purpose  of  supplying  the  large  granite  blocks 
required  in  the  construction  of  the  Victoria  Harbor 
breakwater,  which  is  now  being  built  by  the  Sir  John 
Jackson  (Canada)  Limited,  under  a  contract  with  the 
Dominion  Government.  The  specifications  for  this 
work  called  for  rectangular  granite  blocks  weighing 
from  eight  to  twenty  tons  each,  and  the  quantity  re- 
quired to  complete  the  contract  will  be  from  sixty  to 
seventy  thousand  cubic  yards. 

The  work  of  installing  the  plant  Was  commenced 
in  November,  1913,  and  the  first  stone  was  delivered 
in  March,  1914.  As  the  entire  quantity  was  required 
to  be  delivered  in  less  than  three  years,  it  was  neces- 
sary to  increase  the  original  plant  from  time  to  time 
as  the  work  progressed,  so  that  the  output  has  been 
brought  up  to  100,000  to  120,000  cubic  feet  per  month. 

The  plant  consists  of  six  large  derricks  and  steam 
hoists,  each  capable  of  lifting  thirty  tons,  with  masts 
ninety  and  one  hundred  feet  high,  and  booms  with  a 
radius  of  about  one  hundred  feet.  Pneumatic  drills 
are  used  throughout,  the  air  being  delivered  by  four 
compressors,  one  of  which  is  belt  driven,  the  power 
being  furnished  by  a  50  h.p.  internal  combustion  en- 
gine ;  the  other  three  are  steam  driven  from  a  central 
steam  plant. 

The  quarry  was  opened  up  towards  the  top  of  a 
bluflf  about  150  feet  high,  and  the  blocks  lowered  to 
the  water's  edge  by  means  of  a  gravity  railway  about 
900  feet  long.    As  the  loaded  car  descends  the  empty 


car  goes  up,  both  being  connected  by  a  cable  which 
passes  over  a  snubbing  device  at  the  top,  which  con- 
trols the  speed  of  the  cars.  Arriving  at  the  water's 
edge,  the  blocks  are  lifted  onto  scows  and  thence  towed 
to  the  harbor  works  at  Victoria. 

The  magnitude  of  the  work  has  required  the  in- 
stallation of  the  largest  and  most  up-to-date  plant  of 
its  kind  on  the  Pacific  Coast,  with  a  capacity  exceed- 
ing any  other  quarry  in  the  West.  Frequently  blocks 
of  granite  containing  upwards  of  50;000  cu.  ft.  are 
blown  clear  of  the  blufif  by  the  use  of  powder,  so  that 
easy  quarrying  can  be  done. 

Over  100  men  are  employed.  Two  tugs  and  five 
scows  are  constantly  engaged  in  the  work  of  trans- 
porting the  output  to  Victoria. 

The  quarry  is  situated  in  a  good  harbor  on  Blind 
Bay,  with  deep  water  and  the  best  of  shipping  facilities. 

The  Quarry  Company  are  in  the  market  for  the 
supply  of  granite  to  any  location  for  buildings,  and 
the  granite  is  a  very  good  quality.  Blocks  of  granite 
any  size  can  be  secured. 

It  is  remarkable  with  what  accuracy  the  stone 
cleaves.  Plugs  and  "feathers"  are  used  for  reducing 
large  blocks  to  the  required  sizes,  and  stones  any 
length  and  15  feet  wide  can  be  split  perfectly  true 
in  this  manner. 


Tyndall  Quarry  Co. 

One  of  the  largest  quarries  in  Canada  is  owned  by 
the  Tyndall  Quarry  Co.,  Ltd.  The  quarry  is  situated 
at  Tyndall,  Man.,  thirty  miles  east  of  Winnipeg,  and 
consists  of  a  very  fine  limestone  which  is  economical 
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to  manufacture  and  rich  in  a])pearance.  The  quarry 
at  the  present  time  is  equipped  to  supply  cut  stone, 
rubble  and  lime. 

The  plant  consists  of  Sullivan  and  Inj^ersoll  Rand 
channelers  of  the  latest  and  heaviest  make,  to  with- 
stand the  heavy  w^ork  which  they  are  subjected  to; 
also  a  derrick  of  twenty  tons  capacity.  Owing  to 
the  quarry  being  situated  one' and  one-half  miles  from 
the  C.P.R.  main  line,  a  22-ton  locomotive  is  utilized 
to  switch  the  cars  in  and  out  of  the  quarry.  The  com- 
pany are  interested  in  four  of  the  best  stone  cutting 
mills  in  Winnipeg,  equipped  with  the  most  modern 
machinery  that  money  can  purchase. 

The  stone  is  being  used  in  all  the  principal  cities 
and  towns  throughout  the  Middle  West  as  far  as  Cal- 
gary and  Edmonton  and  east  through  Ontario.  In 
W'iilnipeg,  it  is  used  in  the  new  law  courts,  the  Par- 
liament Buildings,  the  agricultural  buildings,  and 
numerous  warehouses  and  residences. 


The  Wallace  Quarries 

Sandstone  for  building  purposes  is  foimd  in  man} 
sections  of  the  Maritime  Provinces,  the  most  import- 
ant quarries  being  in  Northumberland  and  Westmore- 
land counties.  New  Brunswick,  and  in  Cumberland 
county.  Nova  Scotia.  The  famous  Wallace  Quarries 
are  situated  in  the  latter  county  and  have  been  oper- 
ated over  one  hundred  years,  being  one  of  the  largest 
and  best  equipped  in  Canada.  Stone  has  been  sup- 
plied from  these  quarries  for  many  of  the  largest  build- 
ings in  the  Maritime  Provinces,  including  the  Parlia- 
ment Buildings  in  Halifax,  commenced  in  1811  and 
completed  in  1815. 

During  the  last  half  of  the  last  century  stone  from 
these  provinces  was  extensively  used  in  Boston,  New 
York,  Philadelphia,  Baltimore,  and  other  United 
States  cities,  but  oAving  to  an  excessive  duty  being  im- 
posed by  the  United  States  Government,  these  quar- 
ries were  compelled  to  abandon  those  markets  and 
seek  a  market  in  Canadian  cities,  where  they  meet 
.strong  competition  from  United  States  stone  which  is 
admitted  into  Canada  imder  a  considerably  lower  tariff 
than  the  United  States  imy^oses  on  Canadian,  stone. 

Among  the  notable  buildings  erected  with  Wallace 
stone  in  Canada  are  the  Victoria  Museum  and  Custom 
House,  Ottawa,  also  the  Custom  House  in  Montreal. 

Past  season  42,500  tons  of  rough  stone  were  sup- 
I)lic(l  the  Roger  Miller  Company,  Carleton  Point. 
I'li'ic"  F.d^vard  Isljuid,  for  car  ferrv  terminals.  Owing 


Wallace  Sandstone  (juarries  Co.  operations,  Lyall,  Man. 


to  war  conditions  the  demand  for  stone  is  limited,  but 
when  i)eace  is  declared  the  Wallace  Sandstone  Quar- 
ries Co.  state  they  are  looking  for  a  brisk  trade  in 
i)uilding  stone. 

The  Wallace  Sandstone  Quarries  operate  also  a 
large  plant  at  Lyall,  Manitoba.  This  plant  is  one  of 
the  largest  in  the  Dominion,  and  coming  to  be  one  of 


Wallace  Sandstone  Quarries  Co.,  Ltd.,  operations,  Lyall,  Man. 


the  best  known.  The  stone  used  in  the  new  station 
recently  built  by  the  C.P.R.  and  the  C.N.R.,  in  North 
Toronto,  on  Yonge  Street,  was  supplied  by  the  Wal- 
lace Sandstone  Quarries  Company  from  their  Lyall 
deposits.  This  stone  is  sometimes  known  as  Tyndall 
stone  on  account  of  the  close  proximity  of  the  two 
towns,  Lyall  and  Tyndall,  which  are  only  about  a  mile 
apart.  The  three  illustrations  on  this  page  will  give 
some  conception  of  the  operations  of  this  quarry. 


Two  additions,  20  ft.  by  100  ft.  and  40  ft.  by  80  ft., 
are  being  made  to  the  plant  of  the  Dominion  Sheet 
Metal  Company,  manufacturers  of  "Premier"  galvan- 
ized sheets,  Hamilton,  Ont.  This  company  is  sparing 
no  efiforts  to  give  Canadian  buyers  of  galvanized  sheets 
a  steady  supply  at  this  time,  when  import  shipments 
are  negligible.  This  has  only  been  accomplished  by 
high  pressure  work  on  the  part  of  a  thoroughly  ex- 
perienced staff  and  by  having  largely  provided  in  ad- 
vance against  present  extraordinary  conditions. 


Interior  of  Lyall  Mill,  Wallace  Sandstone  Quarries  Co. 


June  14,  1916 


THE  CONTRACT  RECORD 


599 


Masson  Quarry,  Montreal 


The  Masson  quarry,  located  on  a  ridge  of  rock  to 
the  north  of  the  C.P.R.  Anous  shops,  Montreal,  is 
operated  by  O.  Martineau  &  Fils,  trading  as  the  Mor- 
rison Quarry  Company,  the  selling  agents  of  which 
are  T.  A.  Morrison  &  Co.,  204  St.  James  Street,  Mon- 
treal. The  great  feature  of  the  plant  for  producing 
crushed  stone  is  the  employment  of  electrical  driven 
derricks,  further  described  in  another  portion  of  this 
article. 

The  rock  is  of  igneous  formation,  and  is  locally 
known  as  "Banc  Rquge"  Trap  Rock.    A  recent  analy- 


T.  A.  Morrison  &  Company's  crushing  plant.    Cut  of  quarry  shown  on  page  569 


sis  made  by  the  Milton  Hersey  Co.,  Ltd.,  gives  the 
following  mineral  analysis  : — 

Isephelite  (Silicate  of  alumina,  soda,  and  potash)  52.0'/" 
Orthoclase  (Silicate  of  alumina,  and  potash)   ...  IT.S*"/. 

Acmite  (Silicate  of  iron  and  soda)    12.8% 

Kaolin  (Hydrous  silicate  of  alumina)    17.4% 

Specific  Gravity    3.50%. 

Weight  per  cubic  foot   136  pounds 

This  rock  is  particularly  good  for  road  work  ;  it  is 
very  hard  and  tough,  and  has  high  wearing  qualities. 

The  plant  is  very  complete  and  produces  crushed 
stone  of  the  various  sizes  required  for  road  building 
and  concrete  work.  It  is  operated  as  two  complete 
units.  In  the  cut  of  the  general  view  of  the  plant,  on 
the  right  side  is  shown  one  unit  consisting  of  four 
Champion  No.  5  crushers,  which  reduce  the  stone  to 
2y2  in.  This  stone  is  elevated  from  the  cjuarry  and 
passed  through  long  screens  which  select  the  various 
sizes  into  separate  chambers  in  the  large  hopper.  The 
rejections  come  back  and  are  reduced  to  fi  in.  by  two 
24-in.  Simond  disc  crushers. 

The  plant  is  arranged  to  avoid  hand  labor.  Two 
five-ton  Pollard  electric  horizontal  beam  derricks  hoist 
the  stone  direct  from  the  quarry  and  dump  it  on  the 
platform,  which  feeds  through  a  hopper  into  the  No.  .S 
crushers. 

The  second  unit  comprises  a  No.  5  Austin  Gyratory 
Crusher,  fed  by  two  Anderson  electric  beam  derricks. 
The  stone  passes  through  the  Austin  crusher,  is  ele- 
vated, and  all  the  stone  2  in.  and  under  is  screened  and 
deposited  in  the  various  chambers.  The  rejections 
are  then  passed  through  a  48-in.  Simond  disc  crusher, 
screened   as   above,  and   the   rejections  again  pass 


through  a  24  in.  disc  crusher,  reducing  the  stone  to 
in.  and  under. 

The  most  interesting  features  of  the  plant  are  the 
beam  derricks,  two  supplied  by  the  (jeo.  Anderson 
Company  of  Canada,  Limited,  Montreal,  and  two  by 
the  I'oUard  Maiuifacturing  Company,  Niagara  brails, 
Ont.  They  are  the  first  of  the  kind  installed  in  Can- 
ada, and  greatly  facilitate  the  work  of  transporting  the 
stone  from  the  quarry  to  the  plant,  each  having  a 
radius  of  45  feet.  The  derricks  have  three  distinct  mo- 
tions— hoisting,  travelling  along  the  beam,  and  swing- 
ing. Each  derrick  is  operated  by  individual  electric 
motors. 

In  drilling  the  rock,  well  drills  are  em|doycd  ;  tiiese 
make  a  hole  3^/2  to  4  in.  in  diameter  and  40  feet  deep, 
that  is,  nearly  to  the  bottom  of  the  top  fo/mation  of 
the  rock.  The  holes  are  sprung,  and  then  heavily 
charged,  breaking  up  the  rock  to  convenient  sizes  for 
sledging. 

The  rock  is  only  suitable  for  crushing  purposes, 
being  of  such  a  nature  that  it  does  not  lend  itself  to 
hand  cutting  for  building. 


Famous  "Queenston  Blue" 


One  of  the  largest  quarry  operations  in  Canada  is 
to  be  found  in  the  Niagara  district,  where  the  Queens- 
ton  Quarry  Co.,  Ltd.,  produce  the  well-known 
"Oueenston  Blue"  Limestone. 

The  stone  is  dolomitic  in  nature,  containing  granu- 
lar crystals  and  small  fossil  organisms.  The  color  is 
a  beautiful  bluish  grey,  which  changes  very  little 
through  the  lapse  of  time  and  withstands  atmospheric 
conditions  to  a  remarkable  degree,  keeping  a  sharj) 
clean  face  for  a  considerable  period. 

The  extent  of  operations  may  be  gauged  from  the 
fact  that  over  twelve  acres  of  this  stone  have  been 
quarried  .to  depths  running"  from  twelve  to  thirty  feet. 


General  view  of  Queenston  Company's  quarry  at  St.  David's,  June  1,  1916. 


The  present  plant  consists  of  seven  derricks  of  from 
ten  to  twentv  ton  capacity,  compressed  air  plant,  and 
large  stone  sawing  mill,  giving  a  quarrying  capacity 
of  about  200,000  cubic  feet  of  stone  per  season ;  also 
a  stone  crushing  plant  of  eight  cars  per  day  capacit}'. 
This  stone  is  used  for  all  classes  of  construction 
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and  buildino;  operations,  from  residential  foundations 
to  the  modern  skyscraper,  canal  construction,  bridges, 
tunnels,  railway  stations,  churches,  public  buildings, 
colleges,  schools,  banks,  hotel,  manufacturing  and 
business  buildings,  residences,  and  monumental  work. 
Among  the  more  notable  examples  of  this  stone  are 
the  present  Welland  Canal  lopks ;  bridge  piers  on  the 
spans  across  Niagara  River ;  Brock's  Monument  at 
Queenston  Heights;  power  plants  of  the  Niagara  Falls 
Pt)wer  Co.,  and  the  Canadian  Niagara  Power  Co.,  at 
Niagara  Falls;  new  Mountain  llospiial,  flamilton; 
new  Civic  Library,  Montreal  ;St.  Henri  Church,  Mon- 
treal; gateway  to  Rideau  Hall,  Ottawa;  St.  Patrick's 
Church,  Toronto ;  several  schools  and  public  build- 


Plug  and  feather  drilling,  St.  Davids,  June  1,  1916. 

ings  throughout  Ontario.  Also  a  large  quantity  of 
this  stone  is  shipped  annually  to  the  United  ^States. 


Additional  Information 

■  In  a  short  article  which  appeared  on  page  532  of 
the  May  31  issue  of  The  Contract  Record,  describing 
the  new  sub-station  of  the  Mount  Royal  Tunnel  Com- 
pany, we  inadvertently  omitted  the  name  of  the  archi- 
tect, Mr.  C.  Gordon  Mitchell. 


In  our  article  describing  the  extension  of  the  Mont- 
real Harbour  Commissioners'  elevator,  on  page  560  of 
the  June  7  issue  of  the  Contract  Record,  we  stated 
that  the  steel  was  supplied  by  the  Dominion  Bridge 
Company.  We  have  since  been  advised  that  the  re- 
inforcing steel  bars,  of  which  there  was  a  considerable 
tonnage  used  in  the  construction  of  the  elevator,  were 
supplied  by  the  Burlington  Steel  Company,  Limited, 
of  Hamilton,  Ont. 


The  Faultless  Hose  Reel 

The  Mcjntgomery  Faultless  Hose  Reel  Company, 
47  Gore  Vale  Avenue,  Toronto,  have  made  a  number 
of  installations  this  spring  of  their  hose  reels  in  some 
of  the  largest  public  buildings  in  the  country.  One 
of  the  strong  and  exclusive  features  of  the  Faultless 
Hose  Reel  is  that  it  is  instantaneously  automatic  and 


fool  proof.  It  can  either  be  attached  to  the  wall  or 
built  in,  in  a  .cabinet  form.  The  reel  is  so  built  that 
the  water  can  be  turned  on  without  unwinding  the 
hose  as  the  staves  supporting  the  hose  collapse,  al- 
lowing for  the  expansion  of  the  hose.  This  device  has 
been  endorsed  by  the  Ontario  Government  and  is  be- 


ing placed  in  all  their  principal  buildings,  including  the 
Toronto  Parliament  Building.  It  has  also  been  speci- 
fied for  the  million-dollar  wing  known  as  the  Ross 
Memorial  Wing  of  the  Royal  Victoria  Hospital  at 
Montreal. 


Standard  White  Lime  Hydrating  Plant 

The  hydrating  plant  of  the  Standard  White  Lime 
Co.,  Limited,  at  Guelph,  is  shown  in  the  accompanying- 
illustration.  The  same  company  have  works  also  at 
Beachville  and  St.  Marys.  In  these  plants  are  manu- 
factured high  calcium,  magnesium,  and  hydrated  lime. 
The  Guelph    lime  runs  high   in  magnesium,  which 


"Standard"  Hydrating  Plant,  Guelph,  Ont. 

makes  it  very  desirable  for  strong  hydrate.  The 
P>eachville  and  St.  Marys  plants  produce  high  calcium 
lime,  which  is  in  great  demand  for  chemical  prepara- 
tions and  also  in  steel  plants,  ammonia  and  sugar  beet 
factories,  tanneries  and  carbide  factories. 


At  a  recent  meeting,  the  reeves  of  North  Essex,  Ont., 
decided  to  put  a  good  roads  system  in  operation,  according 
to  a  plan  outlined  by  Mr.  George  Hogarth,  engineer  of  the 
Department  of  Public  Works,  Toronto. 
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Tenders  for  School 


Sealed  tenders,  addressed  to  the  undersigned,  will  be 
received  up  to  7  o'clock  p.m.  op  Friday,  June  30,  1916,  for  the 
erection  of  a  four-roomed  School  Building.  Separate  tenders 
for  the  following  trades: 

1.  Excavating  and  concrete  work. 

2.  Brick  work. 

3.  Carpenter  work. 

4.  Lathing  and  plastering. 

5.  Painting  and  glazing. 

6.  Galvanized  iron  work,  roofing  and  roof  conductor. 

7.  Plumbing. 

8.  Heating  and  ventilation. 

Also  bulk  tenders  for  the  entire  work., 

Plans  and  specifications  may  be  seen  at  the  office  of 
John  Wilson,  Architect,  Collingwood,  and  at'the  ofifice  of  the 
"Contract  Record,"  Toronto,  or  with  the  undersigned.  All 
tenders  must  be  accompanied  l)y  a  marked  cheque,  made  pay- 
able to  the  Secretary-Treasurer  of  the  Beeton  School  Board, 
for  5  per  cent,  of  the  amount  of  the  tender.  The  lowest  or 
any  tender  not  necessarily  accepted. 

JOHN  N.  LANNIN, 
Beeton,  Ont.,  June  14,  191(1.  Secretary. 


Schaw  Quarry  Guelph,  Ont. 

One  of  the  successful  limestone  cruslied  stone  or 
rubble  stone  quarries  supplying  the  city  of  Toronto 
and  vicinity  is  that  owned  and  operated  by  John  Ma- 
loney.  This  quarry,  known  as  the  Schaw  Quarry,  is 
situated  west  o*f  Schaw,  near  Guelph,  Ont.,  in  the  Gore 
of  Puslinch,  and  about  45  miles  from  Toronto,  on  the 
Canadian  Pacific  Railway.    In  this  vicinity  are  wide 


exposures  of  rock  and  many  acres  of  quarry  land  on 
which  is  a  very  light  stripping.  The  quarry  is  about 
1,000  feet  by  300  feet  and  shows  a  more  regular  bed- 
ding than  is  common  in  the  Guelph  formation.  The 
upper  14  feet  presents  stone  varying  in  thickness  frtjm 
two  to  ten  inches.  Distinct  bedding  planes  are  shown 
at  frequent  intervals.  BeUjw  this  level  the  quarry 
is  opened  at  a  few  points  to  a  depth  of  11  feet,  expos- 
ing beds  of  a  rather  finer  character  in  layers  up  to  10 
inches  thick.  An  up-to-date  ecuiipment  at  the  quarry, 
including  a  No.  5  and  a  No.  3  Gates  rotary  crusher, 
gives  a  capacity  of  300  tons  per  day.  Mr.  Maloney's 
head  office  is  at  Queen  and  Dufferin  Streets,  Toronto. 
He  also  maintains  a  large  brick  yard  at  the  Humber. 


D.  J.  Gordon  Granite  Company 

The  D.  J.  Gordon  Granite  Co.,  Ganancjque,  ( )nt., 
have  been  operating  this  year,  since  February  1.  Their 
chief  line  of  business  has  been  manufacturing  granite 
paving  blocks,  mostly  for  the  city  of  Toronto.  The 
granite  is  of  two  classes — one  fine  in  grain,  the  other 
coarse  grain.  The  fine  grain  is  only  suitable  for  pav- 
ing blocks,  curbing,  and  rough  building  work.  Paving 
blocks  from  this  stone  can  be  made  as  clean  and  trim- 
med so  as  to  pave  as  close  as  artificial  brick  or  wooden 
block  pavement.  The  coarse  grain  is  red  in  color,  simi- 
lar to  Scotch  granite  used  for  monumental  piuposes. 
This  granite  would  appear  to  be  strictly  adapted  for 
building  purposes,  this  company  claim,  as  there  is  no 
granite  equal  to  it  now  used  for  such  puri)ose  in 
Canada. 

This  quarry  is  the  nearest  granite  ([uarry  to  the 
city  of  Toronto.  They  have  a  large  deposit  of  red 
granite,  more  than  could  be  quarried  in  several  gener- 
ations, and  are  equipped  and  make  delivery  in  any 
form  except  in  crushed  form 
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Improved  Crushing  Rolls 

Messrs.  Wettlaufer  Bros.,  178  Spadina  Avenue, 
Toronto,  have  placed  on  the  market  a  line  of  new  and 
improved  crushing  or  pulverizing  rolls,  with  capacity 
ranging  from  36  to  4,000  tons  for  ten  hours.  These 
rolls  are  adjustable  for  crushing  rock  or  stone  to  any 
size  down  to  dust,  and  have  shown  themselves  to  be 
very  efficient  in  stone  quarries,  especially  where  in- 
creased capacity  was  necessary,  and  also  where  car 
loads  of  certain  sized  rock  were  wanted  for  immediate 
sliipment.  It  often  happens  that  a  quarry  or  stone 
company  has  a  capacity  of' certain  sized  rock  per  day 
and  are  continually  in  trouble  through  not  being  able 
to  supply  the  sizes  called  for.  With  these  new  rolls 
you  adjust  instantly  to  any  size  and  orders  may  be 
executed  immediately. 

The  manufacturers  claim  that  these  rolls  have  re- 


Pulverizing  Rolls 

placed  a  good  many  crushers  and  are  giving  great 
satisfaction  on  account  of  the  wonderful  range  of  their 
work.  They  will  reduce  stone  to  powder  or  any  fine- 
ness desired.  Stone  dust  is  now  used  in  many  cases 
in,stead  of  sand  in  making  concrete.  This  is  said  to 
improve  the  quality  of  the  concrete  as  stone  possesses 
special  binding  qualities. 

,  Contractors  can  use  pulverizing  rolls  for  tile,  brick 
and  block  and  it  is  claimed  that  at  least  30  per  cent, 
is  saved  in  the  quantity  of  cement  required. 

These  rolls  are  said  to  be  especially  effective  in 
gravel  plants  for  crushing  boulders  and  large  gravel. 
In  the  case  of  ordinary  crushers  the  gravel  will  slip 
through  between  the  jaws  without  being  crushed. 


An  Efficient  Crusher 

The  illustration  shows  a  No.  3  Wettlaufer  improved 
crusher,  manufactured  by  Messrs.  Wettlaufer  Bros., 
178  Spadina  Avenue,  Toronto,  which  has  a  capacity 
of  20  to  70  tons  in  ten  hours.  The  weight  is  about 
6,000  pounds,  and  the  jaw  opening  8  in.  x  14  in.  This 
crusher  is  equii)ped  with  ring  oilers,  and  slip  head 
l)itman  for  wear  in  the  eccentric  liearing.  All  crush- 
ers are  equipped  with  bronze  babbitt  bearing.  All 
plates  are  made  of  manganese  steel. 

Unless  otherwise  specified  the  crusher  is  equipped 
with  corrugated  jaw  plates.  These  plates  will  take 
hold  of  larger  rock  than  with  the  smooth  jaws.  Smooth 
])lates,  however,  are  recommended  where  it  is  neces- 
sary to  crush  rock  to  a  sand  fineness.  The  stationary 
jaw  plate  is  held  in  place  by  key  wedges,  which  form 


the  double  purpose  of  holding  in  the  jaw  and  also 
]jrotecling  the  bed  from  any  possible  wear.  Where 
unusually  hard  material  is  being  crushed  the  key 
plates  are  also  made  of  manganese  steel.  This  crusher 
has  only  three  bearings,  which  require  less  power  to 
operate  than  the  ordinary  crusher,  with  nine  and 
twelve  bearings,  and  the  cost  of  renewing  of  these 
bearings  in  comparison  with  nine  or  more  bearings 
is  at  least  60  per  cent.  less. 


No.  3  Crusher 


One  of  the  most  v^aluable  features  of  this  crusher 
is  its  instant  adjustment.  The  distance  between  the 
jaws  is  regulated  by  turning  a  hand-wheel  so  that  a 
product  can  be  made  in  any  desired  size.  The  single 
eccentric  produces  a  peculiar  crushing  and  grinding 
motion  in  the  movable  jaw.  This  is  a  reciprocating 
horizontal  and  vertical  motion,  which  crushes  and 
grinds  in  the  same  revolution.  It  greatly  assists  in 
cutting  down  the  amount  of  power  required. 

This  machine  is  particularly  popular  with  block  and 
tile  manufacturers  who  require  a  machine  which  will 
crush  rock  or  gravel  rejections  fine  enough  for  use 
in  their  product. 


Adam  Hill's  quarry  of  Miramichi  sandstone,  at 
Cassilis,  near  Newcastle,  N.B.,  is  illustrated  elsewhere 
in  this  issue.  Last  summer  they  had  the  contract  of 
the  new  hospital  in  Newcastle,  which  took  one  thous- 
and tons,  besides  a  few  hundred  tons  to  other  parties. 
It  is  a  Ijeantiful  stone  and  there  seems  to  be  plenty  of 
it.  The  quarry  is  on  the  bank  of  the  Miramichi  river — 
a  good  water  front  and  a  good  location. 


The  Raymond  Concrete  Pile  Co.,  Limited,  of  Mon- 
treal, have  been  awarded  the  contract  for  the  founda- 
tions of  the  St.  Maurice  Paper  Co.'s  new  plant  at  Cap 
de  la  Madelaine.  There  will  be  between  400  and  500 
j)iles.  The  George  A.  Fuller  Company,  Limited,  are 
general  contractors. 


George  W.  Tillson,  M.  Am.  Soc.  C.  E.,  Henry  G. 
Shirley,  M.  Am.  Sos.  C.  E.,  and  Arthur  H.  Blanchard, 
M.  Am.  Soc.  C.  E.,  a  Commission  of  Engineers,  ap- 
pointed by  the  Wilmington  Chamber  of  Commerce, 
have  recently  submitted  a  Report  on  the  Administra- 
tion, Construction  and  Maintenailce  of  Highways 
which  are  under  the  jurisdiction  of  the  Levy  Court  of 
New  Castle  County,  Delaware. 
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Personal 

Major  Thos.  C.  Irving,  of  the  Canadian  Engineers,  was 
among  those  who  received  King's  birthday  honors,  being 
decorated  with  the  D.S.O. 

Captain  G.  H.  Blackader,  reported  wounded  in  the  re- 
cent fighting,  is  a  member  of  the  lirm  of  Barott,  Blackader 
and  Webster,  architects,  Montreal. 

Mr.  W.  G.  Chace,  chief  engineer  of  the  Greater  Winni- 
peg water  district,  has  been  elected  chairman  of  the  Winni- 
peg branch  of  the  Canadian  Society  of  Civil  Engineers. 

City  Engineer  Craig,  of  Calgary,  Alta.,  just  recently 
made  a  long  trip  through  Eastern  Canada  and  the  States 
and  has  now  returned  to  Calgary  with  renewed  health  and 
vigor. 

Among  the  birthday  honors  was  the  award  of  the  C.M.G. 
to  Lieut. -Col.  Ramsay,  the  C.P.R.  engineer,  for  organizing 
the  railway  construction  corps,  which  has  done  such  excel- 
lent work  in  France. 

Thos.  M.  Fyshe,  A.M.  Can.  Soc.  C.  E,,  has  been  ap- 
pointed Canadian  manager  for  Gunn,  Richards  &  Company, 
production  engineers,  Montreal.  Mr.  Fyshe  was  a  promin- 
ent Calgary  contractor. 

H.  Victor  Brayley,  C.E.,  has  accepted  a  position  as 
executive  assistant  to  Mortimer  B.  Davis,  a  Montreal  manu- 
facturer and  capitalist.  He  was  formerly  manager  for 
Gunn,  Richards  &  Co.,  Montreal. 

Sapper  Nathaniel  A.  Burwash,  6th  Brigade,  Canadian 
Engineers,  is  reported  wounded.  He  is  a  graduate  of  the 
Department  of  Mining  and  Engineering  in  tlie  University 
of  Toronto,  and  was  born  at  Cobourg,  Ont. 

Mr.  J.  C.  Johnstone,  town  engineer.  Port  Alberni,  B.C., 
now  in  France  with  the  Canadian  Engineering  Corps,  has 
won  his  commission  on  the  field.  In  the  latest  report  he  ex- 
pected to  return  to  England  for  a  short  time  on  leave. 

On  the  assurance  of  Mr.  P.  Mercier,  the  chief  engineer 
of  Montreal,  that  he  could  do  the  asphalt  paving  work  at 
$3.] 3  per  yard  by  day  labor,  against  $3.33  by  contract,  the 
Board  of  Control  have  rescinded  a  resolution  calling  for 
tenders. 


Obituary 

Mr.  Josiah  Mason,  a  well-known  Brampton  contractor, 
died  recently  at  his  home  in  that  town.  Mr.  Mason  was  one 
of  the  oldest  builders  in  the  neighborhood  and  many  of  the 
line  residences  and  public  buildings  in  Peel  County,  Ont., 
were  erected  by  him. 

Mr.  John  W.  Messacar  passed  away  recently  at  .his 
home  in  Hamilton,  Ont,  at  the  age  of  59  years.  Mr.  Mes- 
sacar lived  the  greater  part  of  his  life  in  Millgrov.e,  and  for 
the  last  ten  years  had  been  a  resident  of  Hamilton,  where 
he  was  engaged  in  business  as  a  building  contractor. 

The  death  is  announced  of  Mr.  Edwin  Buscombe,  of  the 
firm  of  E.  J.  Buscombe,  at  his  home  in  Hamilton,  Ont.  Mr. 
Buscombe  was  in  his  sixtieth  year.  He  was  born  in  Eng- 
land, but  had  resided  in  Hamilton  for  about  44  years.  He 
had  a  large  circle  of  friends  and  took  an  active  interest  in 
many  societies,  including  the  Builders'  Exchange,  of  which 
he  was  a  member. 

Mr.  C.  R.  Scholes,  of  New  Carlisle,  Que.,  well  known 
through  his  connection  with  various  railroad  enterprises, 
died  recently  at  Bermuda,  where  he  had  gone  on  a  visit  for 
his  health.  Amongst  the  undertakings  with  which  the  late 
Mr,  Scholes  was  connected,  \yere  the  building  of  the  Cara- 
quet  Railway,  the  Central  Railway  of  New  Brunswick,  and 
the  Atlantic  and  Lake  Superior  Railway.  At  various  periods 
he  was  manager  of  the  Salisbury  &  Harvey  Railway,  the 
Atlantic  and  Lake  Superior  Railway,  the  Quebec,  Oriental 
and  Atlantic,  and  the  Quebec  and  Western  Railways. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  Barnes  Construction  Co.,  Limited,  has  been  incor- 
porated with  a  capital  of  $5,000;  head  office,  Montreal,  P.Q. 

The  Canada  Stove  &  Foundry  Co.,  Limited,  has  been 
incorporated  with  a  capital  of  $1,500,000;  head  office,  Mon- 
treal, P.  Q. 

Wm.  Marsh  &  Sons  have  established  an  iron  and  brass 
foundry  in  Port  Hope,  Ont.,  and  are  now  open  for  all  kinds 
of  foundry  work  and  general  jobbing. 

The  building  permits  issued  in  the  city  of  Toronto  for 
the  month  of  May  represent  a  total  value  of  $988,985.  These 
figures  are  well  over  those  for  any  month  since  1914. 

Some  of  the  brick  companies  in  Toronto  are  appealing 
against  the  new  assessment.  They  do  not  think  it  justifi- 
able on  account  of  conditions  in  the  brick  business  at  the 
present  time. 

The  work  on  the  Quebec  bridge  is  proceeding  with 
great  vigor.  The  total  amount  of  steel  in  the  bridge  when 
completed  will  be  about  65,000  tons,  and  it  is  probable  that 
the  outlay  will  not  fall  far  short  of  $30,000,000. 

Members  of  the  Ontario  Good  Roads  Association  re- 
cently took  a  motor  trip  over  the  southern  portion  of  Hast- 
ings County  and  through  the  County  of  Prince  Edward,  to 
Picton,  where  they  were  entertained  to  a  banquet. 

The  report  of  the  consulting  engineers  to  the  Greater 
Winnipeg  Water  District,  recently  submitted,  urges  the  use 
of  concrete  pipe  instead  of  steel  pipe,  as  at  first  proposed, 
for  the  portion  of  the  aqueduct  between  Deacon  and  the 
Red  river. 

Geo.  W.  Reed  &  Co.,  Limited,  Montreal,  announce  that 
thejr  roofing  supply  department,  carried  on  for  some  years, 
has  been  extended,  covering  a  full  line  of  supplies  for  the 
roofing  and  allied  trades,  as  well  as  many  lines  required  by 
the  general  contractor. 

A  new  lighthouse  is  to  be  erected  by  the  Dominion  Gov- 
ernment at  Triple  Island,  Brown  Passage,  on  the  Pacific 
Coast.  It  will  be  of  reinforced  concrete  construction  and 
will  be  about  65  feet  high.  A  fog  alarm  and  dwelling  house 
building  will  also  be  constructed. 

The  city  of  Sault  Ste.  Marie,  Ont.,  are  considering  a 
new  water  system.  Coldwater  Creek  appears  to  be  favored 
as  the  most  suitable  source  for  the  water  supply,  but  has 
not  been  decided  upon  as  yet.  A  plebiscite  is  shortly  to  be 
submitted  to  the  people  on  the  question. 

Work  on  the  Lake  St.  Francis  storage  dam  in  the  pro- 
vince of  Quebec,  an  undertaking  involving  an  expenditure  of 
about  $100,000,  will  be  completed  by  October  of  this  year, 
according  to  a  statement  made  by  Hon.  S.  N.  Parent,  chair- 
man of  the  Provincial  Streams  Commission. 

Building  permits  were  issued  at  Welland.  Out.,  during 
the  months  of  May  this  year  representing  a  total  expendi- 
ture of  $69,073,  as  compared  with  $35,841  in  May,  1915.  The 
total  amount  of  the  building  permits  for  the  first  five  months 
of  the  year  is  $99,196,  an  increase  over  the  corresponding 
period  last  year  of  $18,333. 

Attention  has  been  drawn  in  the  British  House  of  Com- 
mons to  a  creosote  disease  of  brickmakers.  The  creosote 
used  in  lubricating  the  brick  molds  often  gets  on  the  hands 
and  arms,  and  in  at  least  one  case  the  injury  has  resulted  in 
the  loss  of  a  limb.  Prompt  washing  is  said  to  be  all  that 
is  necessary  to  avoid  harm. 

John  Quinlan,  the  Montreal  contractor,  has  lost  an  ac- 
tion against  Westmount  City  in  connection  with  their  by- 
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law  prohibiting  the  use  of  tractor  engines  within  the  city 
limits.  Quinlan  had  a  license  from  the  Provincial  authori- 
ties to  operate  such  vehicles  and  was  attempting  to  have 
the  Westmount  by-law  annulled. 

Up  to  May  31st,  1916,  there  were  61  permits  issued  in 
the  city  of  Gait,  Ont.,  representing  a  total  of  $59,351,  as 
compared  with  65  permits  representing  $51,330  for  the  same 
jieriod  last  year.  During  the  month  of  May  this  year  there 
were  34  permits  issued,  total  $40,991,  while  in  May,  1915, 
there  were  28  permits  issued,  total  $13,095. 

The  Federal  Government  of  the  Province  of  Quebec  are 
calling  for  tenders  for  the  reconstruction  of  the  railway 
depot  at  Levis  which  was  destroyed  by  fire  last  year.  The 
plans  for  the  new  building,  which  will  be  one  of  the  most 
up-to-date  depots  in  the  province,  have  been  drawn  up  by 
the  firm  of  Ross  &  McDonald,  architects,  of  Montreal. 

At  the  sample  fair  in  Lyons,  France,  Canada  was  re- 
presented by  a  fine  number  of  exhibits  illustrating  the  wide 
range  of  our  products.  The  firms  showing  included  the 
C.P.R.,  Dominion  Bridge  Company,  Page-Hersey  Iron  Tube 
and  Lead  Company,  Toronto;  Eastern  Car  Company,  New 
Glasgow,  N.S. ;  National  Steel  Car  Company,  Hamilton; 
and  the  Dominion  Rubber  System,  Montreal. 

A  scheme  is  under  way  for  the  building  of  a  highway 
from  Brandon,  Man.,  to  Carberry,  through  Sewell  Camp. 
Plans  and  estimates  are  to  be  furnished  the  various  munici- 
palities by  Highway  Commissioner  McGillivray,  so  that  each 
will  know  its  share  of  the  cost.  This  road,  when  com- 
pleted will  eventually  form  part  of  the  main  highway  from 
Winnipeg  to  the  western  boundary  of  the  province. 

Hon.  Finlay  Macdiarmid,  Minister  of  Public  Works, 
Ontario,  has  issued  instructions  that  a  survey  be  made  of 
the  proposed  Ottawa-Prescott  highway,  to  prepare  esti- 
mates and  plans  for  construction.  It  is  expected  that  the 
survey  work,  which  is  to  be  started  without  delay,  will  oc- 
cupy at  least  two  months.  If  the  construction  is  not  com- 
menced this  fall,  it  is  thought  probable  that  preparations 
will  be  made  during  the  winter  for  an  early  start  in  the 
spring. 

A  shipbuilding  syndicate,  represented  by  M.  P.  Cotton, 
contractor,  of  Vancouver,  is  negotiating  with  the  G.T.P.  Ry. 
in  regard  to  the  leasing  of  the  G.T.P.  plant  at  Prince  Ru- 
pert, B.C.,  for  the  purpose  of  building  freighters  fo»be  oper- 
ated by  the  company.  It  is  proposed  to  build  the  ships  of 
steel,  and  application  has  been  made  under  the  Govern- 
ment's legislation  to  aid  shipbuilding,  for  assistance  in  the 
building  of  four  of  these  ships,  which  will  be  of  about  5,000 
tons  each. 

The  contracting  firm  of  Smith  and  MacDoiiald  are 
bringing  an  action  in  the  Supreme  Court  against  the  town 
of  Watrous,  Sask.,  to  recover  $10,000  damages.  The  case  is 
based  on  the  allegation  that  Smith  &  MacDonald  refused 
to  go  on  with  the  contract  on  the  ground  that  they  could 
not  finance  it  themselves  and  that  the  town  of  Watrous 
•would  not  give  them  back  any  money  on  the  hold  back  of 
$4,000  which  it  had  been  necessary  to  put  up  before  getting 
the  contract. 

Halifax  harbor  work  in  tlic  construction  of  the  new 
Ocean  Terminals,  is  progressing  favorably.  The  railway  is 
almost  completed  to  grade  throughout,  and  the  sectional 
hf)lIow  concrete  quay  blocks  have  been  laid  for  about  1,300 
feet  of  wall,  and  the  foundations  are  ready  for  about  1,000 
feet  more.  The  placing  of  mass  concrete  foundations  at 
depths  from  45  ft.  to  60  ft.  below  low  water,  is  being  pro- 
ceeded witK,  and  about  300  ft.  of  wall  foundations  have'  al- 
ready been  successfully  prepared  in  this  way. 

Mr.  Andrew  A.  Kinghorn,  C.E.,  Toronto,  has  been  ap- 
pointed by  the  Provincial  Government  to  supervise  the  work 
of  the  Toronto-Hamilton  Highway  Commission.  There  has 
been  considerable  dissatisfaction  in  some  municipalities  re- 


garding the  increased  expenditure  on  the  highway,  which 
was  originally  estimated  at  $600,000,  but  is  now  to  cost 
$900,000.  The  matter  was  taken  up  by  certain  members  of 
the  Legislature,  and  the  agitation  finally  led  to  the  appoint- 
ment of  Mr.  Kinghorn,  in  order  that  the  work  might  be  exe- 
cuted in  a  more  efficient  and  satisfactory  manner. 

There  has  recently  been  installed  and  put  into  opera- 
tion at  the  Clayburn  Brick  Company's  works,  Clayburn, 
B.C.,  a  smokeless  heat  generator  manufactured  by  Thomas 
&  Mainwarning,  of  Nanaimo,  B.C.  The  generator,  which  is 
claimed  to  be  a  wonderful  fuel  saver,  was  installed  under 
the  personal  supervision  of  the  inventor,  Mr.  Walter 
Thomas,  and  so  successful  were  the  first  tests  of  the  ap- 
pliance that  he  received  three  repeat  orders.  Coal  is  used  in 
the  generator,  and  Mr.  Thomas  claims  that  it  shows  its 
superiority  over  oil  not  only  in  cost  but  also  in  wide  range 
of  adaptability. 

The  Dominion  Steel  Corporation  reports  for  the  year 
ended  March  31  last,  the  largest  profits  in  its  history,  net 
manufacturing  earnings  rising  to  $7,004,316,  an  increase  of 
$3,433,258,  or  97  per  cent.,  over  the  previous  year.  After 
providing  for  depreciation,  interest  charges,  discount  on 
bonds,  etc.,  the  balance  available  for  dividends  was 
$3,995,225,  as  against  $855,256  a  year  ago,  an  increase  of  370 
per  cent.  When  the  Corporation  preference  dividend  had 
been  deducted  and  allowance  made  for  the  full  year's  divi- 
dend on  the  preferred  stocks  of  the  subsidiaries,  the  bal- 
ance remaining  as  net  surplus  for  the  year  was  $3,015,225. 

The  Provincial  Roads  Commission  of  Quebec  recently 
held  their  first  session,  at  which  they  outlined  a  programme 
for  the  reconstruction  of  the  old  North  Shore  Turnpike 
Trust  roads.  It  was  decided  that  a  Government  engineer 
should  immediately  make  a  report  to  the  Commission  on 
the  condition  of  the  upper  and  lower  roads  connecting  tlic 
city  with  the  Quebec-Montreal  highway  at  St.  Augustin,  and 
it  is  expected  that  this  work  will  be  pushed  forward  as  soon 
as  possible.  Reports  also  on  the  road  to  Kent  House, 
Charlesbourg,  and  through  Lorette,  will  be  given,  after 
which  tenders  will  be  called,  and  it  is  expected  that  the 
work  will  be  given  out  in  separate  sections  in  order  to 
finish  it  if  possible  this  season. 

Mr.  Alexander  Sharpe,  mining  engineer,  recently  ad- 
dressed a  representative  meeting  of  the  citizens  of  North 
Vancouver,  held  under  the  auspices  of  the  inter-municipal 
industries  committee,  regarding  the  iron  resources  of  Can- 
ada and  the  apparent  lack  of  interest  shown  in  them.  Mr. 
Sharpe  stated  that  there  were  almost  inexhaustible  deposits 
of  iron  ore  in  Canada,  and  in  British  Columbia  the  known 
deposits  had  been  estimated  at  46,000,000,000  tons.  He  urged 
that  the  time  was  opportune  for  the  establishment  of  an 
iron  and  steel  smelter  on  the  coast.  The  first  units  of  this 
plant  could  be  put  in  operation  for  approximately  $1,500,000, 
and  with  a  little  Government  encouragement,  there  was  every 
opportunity  for  great  development  along  these  lines. 

Work  on  the  new  Levis  dry  dock  in  the  Province  of 
Quebec  is  proceeding  rapidly.  About  300  feet  on  the  river 
side,  together  with  the  entrance,  have  been  completed  and 
the  excavation  work  goes  on  over  the  whole  site.  The 
power  house  is  nearly  finished  and  concrete  is  being  poured 
for  the  foundation  of  the  pump  house.  A  500  foot  tunnel, 
connecting  the  inner  dock  with  the  pumps,  has  also  been 
completed;  through  this  tunnel  three  42-in.  axial  flow  pumps 
will  be  able  to  empty  the  whole  dock  in  less  than  three 
hours.  To  keep  out  the  river  water,  the  latest  type  of  roll- 
ing caisson  will  be  used.  The  dock,  which  will  be  one  of  the 
largest  of  its  kind  in  the  world,  will  be  able  to  hold  any 
boat  up  to  1,150  feet  long  with  a  120  ft.  beam.  To  handle 
smaller  boats,  a  large  steel  floating  caisson  is  being  built, 
which  can  be  moved  into  place  and  then  submerged,  thus 
dividing  the  dock  into  two  parts  of  any  desired  length.  The 
total  expenditure  on   the  dock  will  approximate  $3,000,000. 
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News    of  Special   Interest   to  Contractors,   Engineers,  Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Ingersoll.  Ont. 

Tenders  will  be  received  until  June 
16th  for  the  construction  of  11,500 
square  yards  of  reinforced  concrete 
pavement  and  16, 300  squarie  yards  of 
tarvia  pavement,  with  curbs  and  gut- 
ters. Plans  and  specifications  at  office 
of  the  Engineer,  F.  J.  Ure,  Woodstock, 
and  at  the  Town  Hall. 

St.  Thomas.  Ont. 

The  City  Council  propose  to  lay  a 
macadam  pavement  on  Burrows  Ave- 
nue and  a  reinforced  concrete  pavement 
on  Moore  Street.  Clerk,  W.  B.  Do- 
herty. 

CONTRACTS  AWARDED 

Donnacona,  Que. 

The  Municipal  Council  have  awarded 
a  contract  for  the  construction  of  a 
drainage  system  to  P.  C.  Costo,  Donna- 
cona.    x\pproximate   cost,  .$13,500. 

Toronto.  Ont. 

The  Board  of  Control  have  awarded 
contracts  for  paving  to  the  following; 
Godson  Contracting  Company,  Man- 
ning Chambers,  $2,162;  Riverdale  Con- 
crete Paving  Company,  264  Jones  Ave- 
nue, $1,573;  Commissioner  of  Works  R. 
C.  Harris,  $5,229. 

Usborne  Township,  Ont. 

The  Townshiii  Council  have  awarded 
the  contract  for  construction  of  the 
Brock  Creek  drain  to  Joseph  Lawson, 
Cr.editon,  Ont.  Approximate  cost, 
$7,468. 

Virden.  Man. 

The  Rural  Municipality  of  Wallace 
have  awarded  the  contract  for  road  work 
to  A.  R.  Boivin,  167  Notre  Dame  Street 
E.,  Winnipeg,  at  $18,243. 


Railroads,  Bridges  and  Wharves 

British  Columbia  Province. 

The  Pacific  Great  Eastern  Railway, 
Vancouver,  propose  to  resume  the  con- 
struction of  the  line  between  Cinton 
and  Prince  George,  and  will  require 
4,000,000  feet  of  bridge  timber. 

Essex.  Ont. 

The  Town  Clerk,  R.  R,  Brett,  will  re- 
ceive tenders  until  June  19th  for  the 
construction  of  a  cement  bridge,  50  feet 
long.     Engineer,  J.  S.  Laird. 

Finch  Township,  Ont. 

The  Township  Clerk,  A.  Cameron, 
Berwick,  Ont.,  will  receive  tenders  un- 
til June  17th,  for  the  construction  of 
concrete  bridges,  estimated  to  cost 
$5,000.  Engineers,  Magwood  &  Stid- 
well.  Pitt  Street,  Cornwall. 

Toronto,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  noon,  June  20th,  for  con- 
struction of  the  proposed  subway  on 
Ashdale     Avenue.       Specifications  at 


Room  311,  Department  of  Works,  City 
Hall. 

York  County,  Ont. 

The  County  Council  will  receive  ten- 
ders until  June  19th  for  the  construction 
of  a  reinforced  concrete  bridge  over 
the  Humber  River,  with  three  spans  of 
82,  63  and  62  feet.  Engineer,  Frank 
Barber,  57  Adelaide  Street  T.,  Toronto. 

CONTRACTS  AWARDED. 

Wallace.  Man. 

The  Municipal  Council  have  awarded 
the  contract  for  construction  of  two  re- 
inforced concrete  bridges  and  a  culvert 
to  George  Harris,  Virden.  Approxi- 
mate cost,  $3,336. 


Public  Buildings,  Churches 
and  Schools 

Ely,  Que. 

Audet  &  Charbonneau,  37  King  Street, 
Sherbrooke,  are  preparing  plans  of  a 
church  and  presbytery  for  the  Parish  of 
St.  Enfant  Jesus.  Field  stone  and  stucco 
construction.    Approximate  cost,  $23,000. 

Pembroke  Ont. 

W.  C.  Keighley,  Box  508,  Pembroke, 
has  prepared  plans  of  a  school,  estimated 
to  cost  $40,000,  and  will  call  for  tenders 
al)Out  the  end  of  the  month.  Fireproof 
construction. 

Peterboro.  Ont. 

William  Blackwell,  Water  Street,  has 
prepared  plans  for,  remodelling  the 
school  at  Sherbrooke  and  Rubridge 
Streets  for  the  School  Board.  Esti- 
mated cost,  $15,000.  Tenders  will  be 
called  shortly. 

Rimouski,  Que. 

The  Ursuline  Sisters  have  had  plans 
prepared  for  an  addition  to  the  Normal 
School,  estimated  to  cost  $25,000.  Ar- 
chitect, P.  Levesque,  115  St.  John  Street, 
Quebec.  Brick,  steel  and  stone  con- 
construction. 

South  Norwich  Township.  Ont. 

The  Township  Council  propose  to  sub- 
mit a  by-law  to  authorize  the  erection  of 
a  Library,  at  an  approximate  cost  of 
$7,000.  Clerk,  A.  McFarlane,  Otterville, 
Ont.  9 

Stanstead,  Que. 

Plans  of  a  church  to  be  built  for  the 
Roman  Catholic  Congregation  are  Ijeing 
prepared  by  Audet  &  Charbonneau,  37 
icing  Street,  Sherbrooke.  Brick  construc- 
tion.   Estimated  cost,  $25,000. 

St.  Damase,  Que. 

Plans  are  being  J^repared  by  P. 
I>evesque,  115  St.  John  Street,  Quebec, 
for  the  erection  of  a  church  for  the  par- 
ish, at  an  approximate  cost  of  $60,000. 
Tenders  will  be  called  later  in  the  year. 
Stone,  steel  and  concrete  construction. 

Union-on-the-Lake.  Ont. 

J.  C.  Pennington,  La  Belle  Building, 
Windsor,  is  preparing  new  plans  of  the 
proposed  addition  to  the  hospital  for  the 


Essex  County  Health  .A ssociatif)n,  and 
will  receive  tenders  until  June  IHtii,  Ap- 
proximate cost,  $15,000. 

Wallaceburg,  Ont. 

The  Y.M.C.A.  contemplate  remodel- 
ling their  premises,  at  an  approximate 
cost  of  $8,000.  Particulars  from  Rev.  R. 
T.  Hanley. 

Winnipeg,  Man. 

The  Provincial  Department  of  Public 
Works  will  shortly  call  for  tenders  on 
the  completion  of  the  Parliament  Build- 
ings.   Estimated  cost,  $3,000,000. 

CONTRACTS  AWARDED 

Bathurst.  N.B. 

The  contract  for  carpentry,  metal 
vvork  and  roofing  required  in  the  erec- 
tion of  a  Church  and  Sunday  School  for 
St.  Luke's  Presbyterian  Church  has  been 
let  to  H.  &  D.  Harquil,  Campbellton, 
N.B. 

Calgary,  Alta. 

The  Separate  School  Board  have 
awarded  the  general  contract  for  the 
erection  of  a  school  to  Rogers  Brothers, 
Calgary.  Approximate  cost,  $15,000. 
I5rick  construction. 

Carman.  Man. 

The  general  contract  for  an  addition 
to  the  Hospital  has  been  awarded  to 
Snyder  &  Sutherland.  Approxicate  cost, 
$6,000. 

Casselman,  Ont. 

The  general  contract  for  the  erection 
of  a  church  for  the  Parish  has  been 
awarded  to  Merkley  Brothers,  Cassel- 
man. Approximate  cost,  $6,500.  Brick 
veneer  construction. 

Fassett,  Que. 

The  general  contract  for  the  erection 
of  a  church  for  the  Parish  has  been  let 
to  Daoust  &  Belanger,  Alfred,  Ont.,  at 
$29,000. 

Meyroone.  Sask. 

The  contract  for  the  erection  of  a 
school  for  School  District  No.  3189  has 
been  awarded  to  Frank  Rooney,  Wey- 
burn.  at  $7,725. 

Montreal,  Que. 

In  connection  with  the  construction  of 
a  church  basement  for  the  Trustees  of 
St.  Jean  Berchmans,  the  plastering  con- 
tract has  been  let  to  G.  Rochefort,  lOS 
Stadacona  Street,  and  the  interior  fitt- 
ings work  to  the  general  contractor. 

The  contract  for  electrical  work  re- 
c|uired  in  the  erection  of  a  Presbyterj' 
for  the  Roman  Catholic  Parish  of  St. 
Catherine,  has  been  let  to  L.  Oritz,  376 
Fabre  Street. 

The  contract  for  steel  required  in  the 
erection  of  a  school  on  Robin  Street  for 
the  Roman  Catholic  School  Board,  has 
been  awarded  to  the  Trussed  Concrete 
Steel  Company,  59  Beaver  Hall  Hill. 

Moose  Jaw  Sask. 

The  general  contract  for  the  erection 
of  Providence  Hospital  has  been 
awarded  to  William  Cowlin  &  Son,  Can- 


Tenders  and  For  Sale  Department 


Tenders  for 
Motor  Tractors  and 
Fire  Apparatus 

Tenders  addressed  to  the  undersigned  will  be 
received  by  registered  post  only  up  to  noon  on 
Tuesday,  June  20th,  1916,  for  the  supplying  of 
the  following: 

3  Motor  Combination  Hose  and  Chemical  En- 
gines. 

1  Motor  Tractor  for  Hook  and  Ladder  at  Os- 
sington  Avenue   Fire  Hall. 

1  Motor  Truck  for  delivering  supplies  and  haul- 
ing coal  for  fire  engines. 

1  Motor  Combination  Salvage  and  Chemical 
Truck. 

1  Motor  Hook  and  Ladder  Truck. 

Specifications  of  the  above  can  be  seen  and 
forms  of  tender  obtained  upon  application  at 
the  office  of  the  Fire  Department,  Adelaide  vStreet 
Fire  Hall,  Toronto.  The  usual  conditions  relative 
to  tendering  as  prescribed  by  City  Bydaw  must 
be  strictly  complied  with,  or  the  tender  will  not 
be  entertaineij.  The  lowest  or  any  tender  not 
necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
24-24  Chairman  Board  of  Control. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Riding  School,  Royal 
Military  College,  Kingston,  Out.,"  will  be  re- 
ceived at  this  office  until  4  p.m.,  on  Wednesday, 
June  14,  1916,  for  the  work  mentioned. 

Plans,  specification  and  forms  of  contract  can 
be  seen  and  forms  of  tender  obtained  at  the  office 
of  Messrs.  Power  and  Son,  Architects,  Kingston, 
Ont.  Thos.  Hastings,  Clerk  of  Works,  Postal 
Station  "F,"  Toronto,  Ont.,  and  at  this  De- 
partment. 

Persons  tendering  are  notified  that  tenders 
will  not  be  considered  unless  made  on  tlie  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures, stating  their  occupations  and  places  of 
resiflcnce.  In  the  case  of  firms,  the  actual  sig- 
nature, the  nature  of  the  occupation,  and  place 
of  residence  of  each  member  of  the  firm  must  be 
given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of  the 
amount  of  the  tender,  which  will  be  forfeited  if 
the  person  tendering  decline  to  enter  into  a  con- 
tract when  called  upon  to  do  so,  or  fail  to  com- 
idete  the  work  contracted  for.  If  the  tender  be 
not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  iny  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  May  30,  1910. 
Newspapers   will   not   be   paid   for   this  adver- 
tisement if  they  insert  it  without  authority  from 
the  Department.— 45139.  23-24 


Tenders  Wanted 


Sealed  bulk  and  separate  tenders  addressed  to 
the  undersigned  will  be  received  up  till  five  p.m., 
June  twenty-fourth,  1916,  for  the  several  works 
required  for  the  erection  of  a  new  School  Build- 
ing in  Selkirk,  Ontario.  Each  tender  must  be 
accompanied  by  a  certified  cheque  for  ten  per 
cent,  of  the  amount  of  tender,  which  will  be 
forfeited  should  the  contractor  refuse  to  sign 
contract  and  complete  the  same. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned  or  at  the  office  of  the 
Arcliitect,  A.  W.  Peene,  107  Clyde  Block,  Ham- 
ilton. Ontario.  The  lowest  or  any  tender  not 
necessarily  accepted. 

J.  E.  HOOVER,  Sec.-Treas., 

Bo.x  18,  Selkirk,  Ont. 
Tune   1st.   1916.  23-25 


THE  PAS,  MAN. 


Sealed  tenders,  registered  and  endorsed  on  the 
envelope,  "Tender,"  and  addressed  to  H.  H. 
Elliott,  M.D.,  Secretary-Treasurer  of  the  Town 
of  The  Pas,  Man.,  will  be  received  up  to  6  p.m., 
June  22,  1916,  for  the  supply  and  delivery  of  the 
following  machinery  and  materials  : — 

Tender  "A" — For  the  supply  and  delivery  of  two 
Sewage  Lift  Pumps. 

Tender  "B" — For  the  construction  of  a  Sewage 
Lift  Chamber. 
Marked  cheque  for  five  per  cent.  (5  p.c.)  of 
the  amount  of  the  tender  must  accompany  each 
bid.  The  lowest  or  any  tender  not  necessarily 
accepted. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Consulting  Engineers,  Saskatoon, 
Sask. ;  the  Resident  Engineer,  The  Pas,  Man,  ; 
Tender  "A"  only  at  Contract  Record,  Toronto, 
Winnipeg,    and  Montreal. 

MURPHY  &  UNDERWOOD, 

Consulting  Engineers, 
*  Saskatoon,  Sask. 

H.   H.   ELLIOTT,  M.D., 

Secretary-Treasurer, 
22-24  ,  The  Pas,  Man. 


TENDERS 

For  the  Construction  of  Ashdale 
Avenue  Pedestrian  Subway 
under  theG.T.  R.  Tracks 

Tenders  will  be  received  through  registered 
post  only,  addressed  to  the  Chairman,  Board  of 
Control,  City  Hall,  Toronto,  up  to  noon  on 
Tuesday,  June  20th,  1916,  for  the  construction 
of  the  concrete  abutments,  roof  slabs,  floor,  etc., 
of  the  above  pedestrian  subway. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents. 

Specifications  and  forms  of  tender  may  be  ob- 
tained upon  application  at  Room  No.  311,  De- 
Iiartment  of  Works,  City  Hall,  on  payment  of 
ten  dollars  (.$10.0f)),  this  sum  to  be  refunded 
upon  return  of  plans. 

Tenderers  must  comply  strictly  with  condi- 
tions of  City  By-law  as  to  deposits  and  sureties 
as  set  out  in  specifications  and  forms  of  tender. 

The  lowest  or  any  tender  not  necessarily  ac- 
cepted. 

T.  L.  CHURCH,  Mayor, 
24-24  Chairman,  Board  of  Control. 


Tenders  for  Debentures 


Sealed  tenders  will  be  received  by  the  under- 
signed up  to  8  o'clock  p.m.  on  June  27th,  1916, 
for  the  purchase  of  .$15,000  G  per  cent.  !)eben- 
tures  of  the  Corporation  of  the  Village  of  Elmira, 
under  By-law  No.  360.  No  tender  necessarily 
accepted. 

L  H.  RUPPEL, 
24-25  Clerk. 


Department  of  the  Naval  Service 

Tenders  for  Hatchery 
and  Dwelling 

Sealed    tenders    addressed    to    the  undersigned 
and  endorsed  "Tender  for  Hatchery  and  Dwell- 
ing" will  be  received  up  to  12  o'clock  noon  on 
Tuesday,  June  20,  for  the  Construction  of  a 
Fish    Hatchery   and   Dwelling  at 
Kingsville,  Ont. 

Forms  of  tender,  specifications  and  all  neces- 
sary information  may  be  obtained  by  application 
to  the  undersigned.  Plans  and  specifications  will 
be  exhibited  at  the  office  of  the  District  Engineer, 
Public  Works  Department,  Windsor,  and  the 
Postmaster,  Kingsville,  Ont. 

Tenders  must  be  accompanied  by  an  accepted 
cheque  payable  to  the  Honourable  the  Minister 
of  the  Naval  Service  for  One  Thousand  Dollars 
($1,000.00).  This  will  be  held  for  forfeit  if  the 
party  tendering  fails  to  enter  into  the  contract  if 
called  upon  to  do  so,  or  in  any  way  fails  to  pro- 
perly fill  same.  , 

G.  J.  DESBARATS, 
Deputy  Minister  of  the   Naval  Service. 
Department  of  the  Naval  Service, 
Ottawa,  May  27,  1016. 

LTnauthorized  publication  of  this  advertisement 
will  not  be  paid  for.  23-24 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Supplying  Coal  for 
the  Dominion  Buildings,"  will  be  received  at 
this  office  until  4  p.m.  on  Wednesday,  June  28, 
1916,  for  the  supply  of  coal  for  the  Public  Build- 
ings throughout  the  Dominion. 

Combined  specification  and  form  of  tender  can 
lie.  obtained  at  this  Department  and  on  applica- 
tion to  the  caretakers  of  the  different  Dominion 
I'.uildings. 

Persons  tendering  are  notified  thab  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lis  Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  for- 
feited if  the  person  tendering  decline  to  enter 
into  a  contract  when  called  upon  to  do  so  or 
fail  to  complete  the  contract.  If  the  tender  be 
not  accepted  the  cheque  will  be  returned. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  June  7,  1010. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from 
the  Department.  24-25 
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Notice  to  Contractors 

Order  No.  1565 

Concrete  Pavements 

Sealed  tenders  will  be  received  addressed  to 
the  Chairman  of  the  Board  of  Works,  City  Build- 
ings, St.  Catharines,  Ont.,  up  to  5  o'clock  p.m. 
of  Thursday,  June  22nd,  1916,  for  the  construc- 
tion of  approximately  13,800  square  yards  of 
Concrete  Pavements. 

Plans,  specifications  and  a  list  of  the  streets 
may  be  seen  at  and  forms  of  tender  obtained 
from  the  office  of  the  City  Engineer.  Envelopes 
containing  tenders  must  be  marked  as  to  con- 
tents. All  tenders  must  be  accompanied  by  a 
marked  cheque  for  5  per  cent,  of  the  amount 
of  the  tender,  together  with  the  names  of  two 
personal  sureties  or  the  bond'  of  a  guarantee 
company   approved  by  the   City  Treasurer. 

The  lowest  or  any  tender  is  not  neces- 
sarily accepted. 

W.  P.  NEAR, 
24-24  City  Engineer. 


Extension  of  Time 


TENDERS 


Sealed  tenders  will  be  received  up  to  6  p.m. 
of  Thursday,  June  22,  1916,  by  the  Secretary,  for 
the  erection  and  completion  of  a  sixioom  school 
building  to  be  built  in  Parry  Sound,  Ont.,  for 
the   Parry   Sound    Public    School  Board. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Secretary-Treasurer,  Parry  Sound, 
Ont.;  the  ofifice  of  the  Contract  Record,  347 
Adelaide  Street  West,  Toronto,  Ont.,  and  at  the 
office  of  the  Architects,  Angus  &  Angus,  Angns 
Block,  North  Bay,  Ont. 

The  successful  contractor  will  be  required  to 
furnish  a  satisfactory  guarantee. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

J.  D.  BROUGHTON, 
Sec-Treas.,  Parry  Sound  Public  School  Board, 
24-25  Parry  Sound,  Ont. 


Tenders  for 
8-in.  Water  Meter 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon  on 
Tuesday,  July  4th,  1916,  for  the  supply  and  de- 
livery of 

8-in.  Water  Meter— Tender  No.  47. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifica- 
tions and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  12,  City  Hall. 
Tenders  must  comply  strictly  with  conditions  of 
City  By-l&w  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  The 
lowest    or   any   tender   not   necessarily  accepted. 

T.  L.  CHURCH,  Mayor. 
24-24  Chairman,  Board  of  Control. 


FOR  SALE 


Marion  Revolving  Shovel,  Model  No.  30,  on 
railroad  trucks,  in  fair  condition.  Box  413,  Con- 
tract Record,  Toronto,  Ont.  23-25 


FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  corn- 
plete  with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Plant  For  Sale 


1  Smith  Concrete  Mixer   $400 

1  Wettlaufer   Mixer  with   Engine    250 

1  20-H.P.    Upright    Hoisting   Engine    . .  .  450 

2  10-H.P.  Motors,  D.C  each  85 

1  30-H.P.  Motor,  D.C   150 

HOLMES,  1107  Yonge  Street,  Toronto. 

22-t.f. 


ada,  Ltd.,  Mail  Building,  Toronto.  Ap- 
proximate cost.  $100,000.  Architect,  R. 
G.  Bunyard,  333  Hammond  Building. 

North  Ridge,  Ont. 

The  Public  School  Trustees  have  let 
the  general,  carpentry,  roofing,  and 
paintin.g-  contract  for  the  erection  of  a 
school  to  Oxley  Brothers,  Kingsville; 
masonry  and  plastering  to  Frank  Brown, 
Essex,  and  heating  and  plumbing  to 
Pennington  &  Brian,  47  Sandwich 
Street  W.,  Windsor.  Approximate  cost, 
$5,000. 

Quebec,  Que. 

In  connection  with  the  erection  of  a 
building  for  the  Commercial  Academy, 
Cook  Street,  the  plumbing  and  electrical 
work  has  been  let  to  F.  Gingras,  St. 
Augustin  and  d'Aguillon  Streets. 

Work  has  been  started  on  the  erection 
of  an  annex  to  the  school  at  St.  Eus- 
tache  and  St.  Joachim  Streets,  for  the 
Protestant  School  Board.  The  masonry 
work  has  been  let  to  A.  Fackney,  107  St. 
Joachim  Street.    Estimated  cost,  $10,000. 

Radisson,  Sask. 

The  general  contract  for  the  erection 
of  a  school  has  been  let  to  McLeod  & 
Arrand,  c/o.  R.  M.  Thompson,  Archi- 
tect, Masonic  Temple,  Saskatoon.  Ap- 
proximate cost,  $14,000. 

St.  Raphael  D'Aston,  Que. 

The  general  contract  for  the  erection 
of  a  Presbytery  for  the  Parish  has  been 
let  to  Cie  Ouvriere,  Aston  Junction.  Sub- 
contracts will  be  let  for  concrete  work 
and  roofing.    Approximate  cost,  $8,000. 

St.  Thomas.  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  mission  building  for 
the  Centre  Baptist  Church:  masonry,  A. 
E.  Ponsford,  605  Talbot  Street;  carpen- 
try, E.  S.  Hatch,  112  Centre  Street; 
plumbing,  J.  W.  Blanchard,  633  Talbot 
Street;  plastering,  C.  H.  Lea,  257  Ross 
Street;  painting,  Charles  Loomis;  elec- 
trical work,  Ingram  &  Davey,  468  Tal- 
bot Street. 

Windsor.  Ont. 

The  contract  for  steel  required  in  the 
erection  of  an  addition  to  the  College  has 
been  awarded  to  the  Canadian  Brid.ge 
Works,  Walkerville;  heating,  plumbing, 
and  sheet  metal  work  to  Windsor,  Hard- 
ware company,  71  .Sandwich  Street  E., 
and  electrical  work  to  McNau.ghton  & 
McKay,  216  Wyandotte  Street  E. 


Business  Buildings  and  Indus- 
trial Plants 

Brockville.  Ont. 

John  McGaw  contemplates  the  erec- 
tion of  a  garage,  and  plans  are  being  pre- 


pared by  A.  S.  Allaster,  King  Street. 
Hollow  tile  and  brick  construction.  -Es- 
timated cost,  $.'),0()0. 

The  I'ulford  Block  is  to  be  repaired  at 
once,  at  an  approximate  cost  of  $20,000. 
Trustees,  Toronto  General  Trusts  Cor- 
poration, Bay  Street,  Toronto. 

Calgary,  Alta. 

Work  has  been  started  on  razing 
existing  buildings  on  Eighth  Avenue  VV., 
preparatory  to  the  erection  of  stores,  es- 
timated to  cost  $30,000.  Architect,  M. 
Fordyce.    Work  by  day  labor. 

M.  Rumley  Company,  403  Beveridge 
Building,  are  contemplating  the  erection 
of  a  warehouse,  estimated  to  cost  $20,000. 
Brick  and  steel  construction.  Estimates 
are  now  being  submitted  by  private  con- 
tractors. 

Delhi.  Ont. 

Wesley  Griffin  is  considering  the  erec- 
tion of  a  livery  barn,  to  replace  that  re- 
cently destroyed  by  lire.  Approximate 
cost,  $3,500. 

Hamilton,  Ont. 

Plans  have  been  prepared  for  a  block 
of  stores  to  be  buill  by  A.  Krukomski, 
02  Imperial  Street.  Brick  and  concrete 
construction.     Estimated  cost,  $4,000. 

Lindsay,  Ont. 

The  Grand  Trunk  Railway  propose  to 
build  a  roundhouse,  machine  shop,  etc., 
at  an  approximate  cost  of  $20,000.  Act- 
ing Superintendent,  J.  D.  McMillan, 
Belleville. 

Logan  Township,  Ont. 

John  Shean,  Logan  Township,  Mit- 
chell, is  considering  the  erection  of 
barns  and  a  house  estimated  to  cost 
$4,500. 

McGregor,  Ont. 

C.  H.  Leslie,  Amherstbur.g,  contem- 
plates the  construction  of  a  plant  for 
the  manufacture  of  brick  and  tile.  Ap- 
proximate cost,  $6,000. 

New  Westminster.  B.C. 

The  Canadian  Products  Ltd.,  Ladner, 
B.C.,  propose  to  build  an  evaporating 
plant,  estimated  to  cost  $30,000. 

The  Brunette  Saw  Mills  Company  in- 
tend to  rebuild  their  dry  kiln,  which 
was  recently  destroyed  by  fire.  Esti- 
mated cost,  $4,000. 

Ojibway,  Ont. 

The  Canadian  Steel  Corporation,  Ltd., 
propose  to  construct  a  steel  manufac- 
turing plant,  and  work  has  been  started 
by  the  Essex  Terminal  Railway  on  lay- 
ing ten  side  tracks  into  the  property. 
Docks,  wharves,  warehouses,  and  mills 
will  be  built,  at  a  total  estimated  cost 
of  $20,000,000. 

Oka,  Que. 

The  Trappist  Fathers  propose  to  re- 
build their  barn,  which  was  recently 
destroyed  by  fire.  Approximate  cost, 
$50,000. 

Ottawa.  Ont. 

J.  A.  Ewart,  Booth  Building,  Sparks 
.Street,  "has  prepared  plans  for  an  addi- 
tion to  an  office  building  for  Jackson 
Booth.  Booth  Street.  Stone  and  steel 
construction. 

Pembroke,  Ont. 

The  Pembroke  Electric  Lighting 
Company  are  having  plans  prepared  for 
a  sub-station.  Engineer,  R.  S.  Kelsch, 
Power  Building,  Montreal. 


so 
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Sarnia,  Ont. 

Tenders  are  now  beina:  received  for 
the  erection  of  an  office  building  for 
the  H.  Mueller  Manufacturing  -  Com- 
pany, Ltd.  Architects,  Prack  &  Per- 
rine.  Lumsden  Building,  Toronto.  Steel, 
hollow  tile,  Roman  stone  and  brick 
construction.    Approximate  cost,  .$13, 000. 

Saskatoon,  Sask. 

The  erection  of  a  store  is  being  con- 
sidered by  Harry  Greenway,  c/o.  Saska- 
toon Drug  Company.  Approximate 
cost,  .$4,000. 

St.  Boniface.  Man. 

A  permit  has  been  issued  to  Lady 
Joseph  Dubuc,  St.  Boniface,  for  the  re- 
building of  a  business  block  at  Proven- 
cher  and  Tache  Streets.  Estimated  cost, 
!{;:{5,000. 

Toronto.  Ont. 

A.  Walker,  169  Lauder  Avenue,  has 
commenced  the  erection  of  a  block  of 
stores  and  apartments,  estimated  to  cos^ 
$6,000.  Smaller  trades  will  be  let.  Brick 
construction. 

The  Board  of  Control  have  had  plans 
prepared  for  stables  to  be  built  at  Rams- 
den  Park,  and  will  call  for  tenders 
shortly.  Estimated  cost,  $38,000.  Brick 
construction. 

D.  H.  Burnham,  983  St.  Clarens  Ave- 
nue, has  prepared  plans  of  a  block  of 
stores  for  J.  A.  Russell,  1514  Euclid 
Avenue.  Brick  construction.  Approxi- 
mate cost,  $6,500. 

The  Ideal  Bread  Company,  183  Dov- 
crcourt  Road,  propose  to  build  a  bakery 
at  an  estimated  cost  of  $3,000,  and  have 
had  plans  prepared  by  Bond  &  Smith,  15 
Wilton  Avenue.    Brick  construction. 

CONTRACTS  AWARDED 

East  Royalty,  P.E.I. 

John  y\gnew  has  let  the  contract  for 
the  construction  of  a  frame  barn  to  Er- 
nest Parkman,  Charlottetown.  Esti- 
mated cost,  $3,000. 

Hamilton,  Ont. 

In  connection  with  the  erection  of  a 
block  of  stores  and  apartments  for  J.  A. 
Morrow,  217  Caroline  Street  S.,  the 
painting  has  been  let  to  C.  E.  Wheeler, 
179  King  Street  W.,  and  heating  and 
plumbing  to  T.  Allison,  326  Duke  Street. 

London,  On<- 

The  general  contract  for  llie  erection 
of  a  warehouse  for  Webster  &  Harvey, 
l^ichmond  and  Oxford  Streets,  has  been 
let  to  Hyatt  Brothers,  388  Egert(m 
Street.     Estmiated  cost,  H!1li,0()o. 

Longueuill,  Que. 

'i'he  contract  for  steel  work  reciuired 
in  the  erection  of  an  addition  to  the  roll- 
ing mills  of  Armstrong  VVliitworth  of 
Canada,  Ltd.,  has  been  awarded  to  the 
Dominion  Bridge  Company,  Lachine, 
Que.,  masonry  to  J.  Quinlan  &  Company, 
4413  .St.  Catharine  Street.  Montreal,  and 
machinery  to  Morgan  Engineering  Com- 
I)any,  Alliance,  Ohio.  y\pproximate  to- 
tal cost,  $750,000. 

Montreal,  Que. 

I'he  contract  for  masonry  required  in 
the  erection  of  a  business  building  for 
Verrelt,  Stewart  &  Company,  Ltd.,  13 
Port  Street,'  has  been  awarded  to  (J. 
Whiting.  Sussex  Avenue. 

The  general  contract  for  alteration.-,  to 
a  store  for  the  Estate  I'erreault,  c/o.  J. 
Hyde,  205  .St.  James  .Street,  has  l)een 
let  to  VV.  M.  Irving,  2(iA  Stanley  Street; 


painting  to  Fryer  &  Matheson,  1475 
Clarke  Street;  plumbing  to  J.  Colford, 
450  Guy  Street;  electrical  work  to  Vin, 
cent  &  Say,  25  Union  Avenue.  Approxi- 
mate cost,  $7,000. 

The  contract  for  electrical  work  re^ 
quired  in  the  erection  of  an  office  build- 
ing for  Lymburner  Ltd.,  515  Commis- 
sioners Street,  has  been  let  to  W.  J. 
O'Leary  &  Company,  36  Recollet  Street. 
Remainder  of  work  by  general  contrac- 
tors. 

The  following  contracts  have  been 
let  in  connection  with  the  stores  and 
residences  now  in  course  of  erection  for 
Mrs.  P.  Bourdon,  478  Demontigny 
Street:  masonry,  O.  Archambault,  610 
Pare  Lafontaine  Street;  concrete  work, 
O.  Lageurre,  1723  Des  Erables  Street; 
plastering,  A.  Morache,  499  St.  Andre 
Street;  heating  and  plumbing,  J.  E. 
Hardy,  666  Papineau  Avenue;  electrical 
work,  Lafrenicre  &  Bissonette,  377  Fifth 
Avenue,  Rosemount. 

North  Vancouver,  B.C. 

The  Wallace  Shipyards,  Ltd.,  Esplan- 
ade Street  E.,  have  let  the  contract  for 
the  first  additional  unit  to  their  plant  to 
T.  Allan,  Lynn  Valley.  Howe  truss 
construction. 

Ottawa.  Ont. 

in  connection  with  the  carriage  shop 
now  being  built  by  S.  W.  Halliday,  20 
Arlington  Avenue,  the  contract  for  roof- 
ing has  been  awarded  to  J.  C.  Saunders, 
169  Fifth  Avenue,  and  electrical  work  to 
W.  R.  McCallum.  525  Bank  Street. 

In  connection  with  the  power  station 
now  being  built  for  the  Imperial  Realty 
Company,  the  carpentry  contract  has 
been  awarded  to  J.  &  C.  Low,  358  Lis- 
gar  Street. 

Port  Arthur,  Ont. 

The  general  contract  for  alterations  to 
stores  and  apartments  for  G.  Drewry, 
Kenora,  has  been  awarded  to  R.  Hamer, 
214  Park  Street;  heating  and  plumbing 
to  Y.  Marshall,  and  electrical  work  to 
Mahan  Brothers,  106  May  Street. 

Quebec,  Que. 

The  general  masonry  and  carpentry 
contract  tor  enlarging  the  premises  of 
N.  E.  Papillon,  358  St.  John  Street,  has 
been  let  to  L.  Boivin,  Regd.,  202  Riche- 
lieu Street.  Roofing,  plumbing,  heating 
and  electrical  work  will  be  sub-let  by 
general  contractor.  Approximate  cost, 
$7,000. 

Work  has  been  started  on  repairs  and 
alterations  to  the  premises  of  J.  B. 
Giroux,  394  St.  Joseph  Street.  The  gen- 
eral, masonry,  and  carpentry  contracts 
have  been  awarded  to  T.  J.  Cote,  Regd., 
Garneau  Boulevard,  Limoilou.  Approxi- 
mate cost,  $8,000. 

The  sub-contract  for  carpentry  re- 
quired in  the  conversion  of  a  building 
into  a  bank  for  Caisse  d'Economie,  has 
been  let  to  T.  J.  Cote,  and  roofing,  heat- 
ing, pliunbing,  and  electrical  work  to 
Jobin  &  Paquet,  Abraham  Hill. 

The  general  contract  for  the  erection 
of  a  store  for  E.  &  G.  A.  Carette,  100  St. 
Paul  Street,  has  been  awarded  to  Emilt 
Carette,  469  St.  John  Street.  Approxi- 
mate cost,  $35,000. 

Saskatchewran  Province. 

'i'lic  Canadian  Pacific  Railwav  Com- 
pany have  awarded  the  contract  for  con- 
struction of  three  stations  in  the  Shaun- 
avon  .Sub-division,  to  A.  (i.  Creelman,  8.! 
Crown  Bank  P.uilding,  C"algary.  Esti- 
mated cost,  $3,700  each. 


St.  Thomas.  Ont. 

The  contract  for  masonry  required  m 
alterations  to  an  office  building  for  A.  S. 
Smith,  Palace  Livery,  has  been  let  to  A. 
Horton,  carpentry  to  W.  C.  Vanhorn, 
and  plumbing  to  G.  W.  Blanchard,  633 
Talbot  Street. 

Toronto,  Ont. 

Bowles  Lunch,  Ltd.,  have  let  the  gen- 
eral contract  for  the  erection  of  a  bak- 
ery to  W-T.  Joy,  86  High  Park  Avenue. 
Brick  c&trS'truction.  Approximate  cost, 
$30,000. 

Work  has  been  started  on  the  erec- 
tion of  a  factory  for  Carhartt  Hamilton 
]\Ianufacturers,  Ltd.;  535  Queen  Street 
K.  The  masonry  contract  has  l^een 
awarded  to  Weale  &  Son,  18  Applegrove 
Street,  and  the  carpentry  to  Hudson  & 
Mosley,  5  Jerome  Street.  Approximate 
cost.  ,$5,000. 

F.  G.  Soper  Company,  200  Laugl-ton 
Avenue,  have  let  the  contract  for  t:- 
erection  of  a  warehouse  to  Tomkin  & 
Baskerville.  490  Oakwood  Avenue.  Brick 
construction.    Approximate  cost,  $4,000. 

The  contract  for  heating  required  in 
connection  with  the  erection  of  a  store 
and  bakery  for  the  Standard  Box  Lunch 
has  been  awarded  to  W.  Schulkins,  932 
College  Street;  plastering  to  C.  Gibson, 
37  Olive  Avenue;  painting  to  Babbington 
Brothers,  and  galvanized  iron  work  to 
Perkins  &  Burrows. 

A.  &  A.  Grant,  837  Logan  Avenue, 
have  been  awarded  the  general  contract 
for  the  erection  of  a  factory  for  the 
Ideal  Bedding  Company,  10  Jefferson 
Avenue.  Approximate  cost,  $3,000. 
Brick  construction. 

Vancouver,  B.C. 

The  contract  for  reliuilding  the  wharf 
and  plant  of  the  New  England  Fish  Com- 
pany has  been  let  to  Cotton  Company, 
Ltd..  False  Creek.  Api^roximate  cost, 
$150,000. 

Welland,  Ont. 

In  connection  with  the  stores  now  in 
course  of  erection  for  Walter  Stayzer, 
the  masonry  has  been  let  to  James 
Spcedie,  and  electrical  work  to  G.  Reid 
&  Company. 

Winnipeg,  Man. 

The  gefreral  contract  for  the  erection 
of  a  picture  theatre  for  Hyde  Brothers, 
705  Mclntyre  .Block,  has  been  awarded 
to  John  Dolmer,  406  Lansdowne  Avenue. 
Brick,  concrete  and  stone  construction. 
Approximate  cost,  $35,000. 


Residences 

Anderton  Township,  Ont. 

The  erection  of  a  residence  is  contem- 
plated by  William  Cathline,  Sinasac 
]<"arm,  lAnderton  Township,  Amherst- 
burg.    Estimated  cost,  $3,000. 

Brockville.  Ont. 

A.  S.  Allaster,  King  Street,  is  prepar- 
ing plans  of  a  bungalow  for  T.  C.  Dar- 
gavel.  Hollow  tile  construction.  Esti- 
mated cost,  $3,500. 

Chippewa,  Ont. 

The  Norton  Company  are  now  recei\'- 
ing  tenders  on  llie  construction  of 
twelve  single  and  twehe  doiil)le  resi- 
dences. 

Levis,  Que. 

L.  Auger,  39  St.  Jean  Street,  has  pre- 
l)ared  plans  of  a  residence  for  N.  Mar- 
anda,  14  Deziel  Street.  Tenders  will  be 
called  privately.    Estimated  cost,  .$8,000. 

E.   Lacasse,  4  .St.   Tulien  .Street,  ]->ro- 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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poses  to  build  a  residence  at  an  approxi- 
mate cost  of  $6,000,  and  plans  have  been 
prepared  by  L.  Auger,  39  St.  Jean  Street. 
Brick  construction. 

London.  Ont. 

James  Orme,  1010  Waterloo  Street, 
has  commenced  the  erection  of  a  resi- 
dence on  Huron  Street,  estimated  to 
cost  $:!,:^0(>.  I'Vame  and  stucco  con- 
struction. 

Medicine  Hat,  Alta. 

George  Andrews,  Eleventh  Street,  in- 
tends to  rebuild  his  residence,  recently 
destroi'cd  l)y  tire.  Estimated  cost,  $3,000. 

Montreal,  Que. 

V.  E.  Lambert,  353  Marcil  Street,  has 
started  work  on  three  flats,  estimated 
to  cost  $0,000. 

J.  T.  Levasseur,  412  Seventh  Avenue, 
is  about  to  start  work  on  three  resi- 
dences, estimated  to  cost  $4,000.  Brick 
and  concrete  construction. 

The  erection  of  a  residence  is  being 
considered  by  H.  G.  JDecarie,  1  Grand 
Boulevard.  Brick  and  concrete  con- 
struction.   .-Kppro.ximate  cost,  $3,000. 

New  Toronto,  Ont. 

J.  A.  Gormaly,  l-'irst  Street,  Mimico, 
proposes  to  build  25  cottages.  Work 
may  start  immediately. 

Ottawa.  Ont. 

A.  H.  Bowers,  120  Hopewell  Avenue, 
contemplates  the  erection  of  a  residence, 
estimated  to  cost  $4,000.  Stucco  and 
lirick  veneer  construction. 

Quebec,  Que. 

Work  has  been  started  by  F.  Cote, 
I'ortneuf,  on  the  erection  of  a  residence 
on  Marie  Louise  Street.  Frame  and 
brick  construction.  Approximate  cost, 
$8,000. 

George  Bolduc,  228  Prince  Edouard 
Street,  has  commenced  the  erection  of  a 
residence,  estimated  to  cost  $3,000. 
l'"rame  and  brick  construction. 

The  erection  of  a  residence  has  been 
started  by  Charles  Lax,  60  Bridge 
Street.  Frame  and  brick  construction. 
Estimated  cost.  $4,000. 

E.  Laberge,  Canardiere  Road,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $5,000.  Frame  and 
l.)rick  construction. 

E.  C.  Brochu,  147  St.  Cyrille  Street,  is 
building  a  residence  on  Lockwell 
Street,  estimated  to  cost  $6,000.  Brick 
and  concrete  construction. 

A.  Guilbault,  341  King  Street,  has 
commenced  the  erection  of  a  frame  and 
brick  residence.    Estimated  cost,  $5,000. 

E.  Lamontagne.  94  Ninth  Street,  has 
started  work  on  a  residence,  estimated 
to  cost  $4,000.  Brick  and  stone  con- 
struction. 

Martel  &  Beupre,  Charlesbourg  Road, 
have  commenced  the  erection  of  two 
residences,  estimated  to  cost  $12,000. 
Rooting,  plumbing  and  electrical  work 
will  \)C  let. 

Stirling,  Ont. 

Rev.  Father  OT'ieilly,  Frankford,  Ont., 
contemplates  the  erection  of  a  Rectory, 
at  an  approximate  cost  of  $8,000.  Archi- 
tect, F.  Sheehy,  Peterborough. 

Toronto.  On.t. 

VV.  G.  Hunt,  Architect.  Confederation 
Life  Building,  has  prepared  plans  of  a 
pair  of  residences  to  lie  built  by  L  J. 
Schooley,  283  Concord  Avenue.  Brick 
construction.    Approximate  cost,  $5,200. 

L.  J.  Wookcy,  40  .St.  Joseph  Street,  is 


having  plans  prepared  for  a  residence 
to  be  built  on  Castle  Frank  Road,  at  an 
approximate  cost  of  $10,000.  Concrete 
construction. 

Nightscales  &  Smith,  1880  Queen 
Street  E.,  have  commenced  the  erection 
of  a  residence  and  will  let  smaller  trades. 
Estimated  cost,  $4,600.  Brick  construc- 
tion. 

W.  P.  Levack,  519  Roxton  Road,  has 
commenced  the  erection  of  a  residence 
on  Geoffrey  Street,  estimated  to  cost 
$4,700.  Smaller  trades  will  be  let.  Brick 
construction. 

L.  J.  Wookey,  40  St.  Joseph  Street, 
is  receiving  tenders  on  the  erection  of 
a  residence  on  Castle  Frank  Road,  esti- 
mated to  cost  $10,000.  Concrete  con- 
struction. 

Windsor.  Ont. 

G.  Jacques  &  Company,  Boug  Block, 
are  preparing  plans  of  twenty  cottages 
for  J.  C.  Peters,  134  Glengarry  Street. 
Estimated  cost,  $2,6*00  each.  Brick  ve- 
neer construction. 

CONTRACTS  AWARDED 

Bosanquet  Township,  Ont. 

The  .general  contract  for  the  erection 
of  a  residence  for  Tames  Gordon,  For- 
est, has  been  let  to  J.  Burch,  and  the 
carpentry  to  D.  Clark.  Estimated  cost, 
$3,000. 

Brigden,  Ont. 

Alexander  Blaikie.  Inwood,  Ont.,  is 
building  a  residence  for  John  Poland,  es- 
timated to  cost  $3,000.  Frame  and  brick 
construction. 

Eastview.  Ont. 

E.  Latluer  is  building  a  residence  at 
Marier  and  Main  Streets,  and  has  let 
the  electrical  work  to  f.  Francouer. 
I'^rame  construction.  Eestimated  cost, 
$3,000. 

Falmouth.  N.S. 

The  general  contract  for  the  erection 
of  a  residence  for  Charles  Manning,  c/o. 
Hants  County  Fruit  &  Produce  Com- 
pany, has  zeen  let  to  E.  E.  Lawrence, 
Falmouth.    Approximate  cost,  $3,000. 

Hamilton.*  Ont. 

The  general,  masonry,  carpentry,  steel 
and  roofing  contracts  for  the  erection  of 
a  residence  for  Mrs.  Forbes.  29  Arthur 
Avenue  S.,  have  been  awarded  to  Myles 
Carner,  67  Aikman  Avenue.  Brick  and 
stone  construction.  Approximate  cost, 
$4,500. 

I.  Gillard,  59 .  Federal  Life  Building, 
has  let  the  general,  masonry,  carpentry 
and  rooting  contracts  for  the  erection  of 
six  residences  to  J.  A.  McCutcheon, 
I'ederal  Life  Building.  F"rame  construc- 
tion.   Approximate  total  cost,  $6,600. 

D.  Brown,  16  Mulberry  Street,  has 
awarded  the  contract  for  masonry  re- 
quired in  the  erection  of  a  residence  on 
Aberdeen  Avenue  to  Isbester  Brothers, 
Stewart  Apartments,  and  carpentry  and 
rooting  to  Stuart  Brothers,  Hyde  Park 
Avenue.  Brick  and  stone  construction. 
Estimated  cost,  $3,300. 

William  Chiswell,  46  Somerset  Ave- 
nue, has  let  the  general,  masonry,  car- 
pentry, and  roofing  contracts  for  the 
erection  of  a  residence  to  William 
Hobbs  &  Son,  313  Emerald  Street  N. 
iirick  and  stone  construction.  Approxi- 
mate cost.  $3,500. 

Kingston,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  Mrs.  Lapiien,  323  Earl 
Street,  has  l)een  awarded  to  Douglas  & 


Mcllquham,  510  Brock  Street.  Brick 
and  stone  foundation.  Estimated  cost, 
$3,000. 

Levis,  Que. 

The  general  contract  for  the  erection 
of  a  residence  for  R.  Roy,  45  Eden 
Street,  has  been  awarded  to  Shink  & 
Frere,  Levis.  Brick  construction.  Es- 
timated cost,  $12,000. 

Listowel,  Ont. 

In  connection  with  the  erection  of  a 
residence  for  A.  W.  Zurbrigg,  the  heat- 
ing has  been  let  to  C.  Zilliax  &  Son, 
M  ain  Street. 

Montreal.  Que. 

in  connection  with  the  residence  now 
in  course  of  erectipn  for  Beaupre  &  Fils, 
()55  St.  Paul  Street  N.,  the  contract  for 
plumbing  has  been  let  to  Hickey  & 
Aubut,  93  Dominion  Street.  Carpentry 
and  heating  by  owners. 

H.  Brunelle,  122  Prefontaine  Street,  is 
liUilding  a  residence,  and  has  let  the 
masonry  to  W.  Lalaucette,  588  Iberville 
Street.     Approximate  cost,  $5,000. 

Niagara  Falls,  Ont. 

Ingham  Brothers,  Fourth  Avenue,  are 
l)uilding  a  number  of  residences,  and 
have  let  the  heating  and  plumbing  to 
William  Crawford,  Buckley  Avenue,  and 
electrical  work  to  Candlish  Electric 
Company,  Main  Street,  Niagara  Falls 
South.  Brick  veneer  construction.  Ap- 
proximate cost,  $3,000  each. 

Niagara  Falls,  Ont. 

The  general,  masonry,  carpentry,  root- 
ing, plastering,  and  painting  contracts 
for  the  erection  of  a  residence  for  W.  H. 
Middleton,  Third  Street,  have  been 
awarded  to  Ingham  Brothers,  Fourth 
Avenue;  heating  and  plumbing  to  Wil- 
liam Crawford,  Buckley  Avenue,  and 
electrical  work  to  Candlish  Electric 
Company,  Main  Street,  Niagara  Falls 
South.    Approximate  cost,  $3,700. 

Ottawa.  Ont. 

In  connection  with  the  residence  now 
being  built  by  A.  E.  Shaver,  5  Powell 
Avenue,  the  contract  for  heating  and 
plumbing  has  been  awarded  to  J.  T. 
Blyth,  Frank  Street,  and  electrical 
work  to  C.  C.  Gould,  219  Florence  Street. 

The  general  contract  for  the  erection 
of  a  residence  for  M.  Murphy  has  been 
let  to  R.  E.  McKinstrey,  91  Second  Ave- 
nue. Brick  veneer  construction.  Ap- 
proximate cost,  $4,400. 

The  contract  for  heating  and  plumb- 
ing required  in  the  erection  of  two  resi- 
dences for  A.  E.  Shaver,  45  Powell  Ave- 
nue, has  been  awarded  to  J.  T.  Blyth. 
I^rank  Street,  and  the  electrical  work  to 
C.  C.  Gould.  219  Florence  Street. 

Outremont,  Que. 

The  contract  for  masonry  required  in 
connection  with  the  residences  being 
built  by  J.  B.  DeSeve,  12  Plateau  Street, 
has  been  let  to  M.  Paquette,  301  Car- 
riere  Street.  Remainder  of  work  l)y 
owner. 

Quebec.  Que. 

riie  contract  for  mdsonry  ref|uired  in 
connection  witii  the  residence  now  lieing 
built  by  J.  Lafond,  12!^  Nazaire  Street, 
has  been  awarded  to  A.  Poulin.  144  La- 
lourelle  Street,  and  the  heating,  plumb- 
ing and  electrical  work  to  R.  Chiquette, 
210  Queen  Street. 

In  connection  with  the  erection  of  a 
residence  for  Ernest  Ross,  56  St.  Louis 
l\oad,  the  carpentry  has  lieen  awarded 
to    L.    H.   Peters,   Ltd.,    10   St.  Angele 
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HADFIELDS  Ltd 


Workmen  employed 
over  6000 


Hecla  and  East  Hecla  Works,  Sheffield,  England 


Works  area 
110  acres 


Makers  of  all  kinds  of 


Stone  Breaking  &  Ore  Crushing  Machinery 

INCLUDING:  GYRATORY,  JAW  AND  DISC  CRUSHERS 


Mining  Requisites  of  all  kinds,  Grizzley  Bars,  Shoes  and  Dies,  Steel  Wheels  and  Axles,  etc. 


Hadfield's  Portable  Combined 

Stone  Breaker 
and  Screen 

Specially  designed  for  breaking  stone 
for  road  metal 

Mounted  on  travelling  wheels — designed  for 
easy    transit.      Provided  with  feeding 
platform  for  charging  breaker. 


Forged  Steel 
Balls 

FOR  BALL  AND  TUBE  MILLS 

Used  in  the  Cement  and 
Gold   Mining  Industries. 


Steel  Castings 

of    every  description. 


Sole  Makers  of  Hadfield's  Patent 


"ERA"  Manganese  Steel 

The  Supreme  Material 

For  the  Wearing  Parts  of  Stone  Breaking  and  Ore  Crushing  Machinery 
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street,  and  painting  to  J.  M.  Tardivel, 
4  Cote  d'Abraham. 

The  general  contract  for  the  erection 
of  a  residence  for  T.  H.  fobin.  Normal 
SchiMil  liuildino-,  has  been  awarded  to 
A.  1-aekney,  107  St.  Joachim  Street. 
Frame  and  brick  construction.  Esti- 
mated cost.  $6,000. 

The  contract  for  electrical  wo'rk  re- 
(luir'ed  in  the  erection  of  a  residence  for 
Kobert  Jobidon  has  been  let  to  G.  Go- 
beil,  41  Church  Street. 

In  connectiiin  with  the  residence  m 
course  of  crtction  for  Gordon  Ross,  47 
Murray  A\enuc,  the  cari:>entry  has  been 
let  to  L.  H.  Peters,  Ltd..  10  St.  .Vn.nele 
Street,  and  painting  to  J.  M.  Tardivel.  4 
Cote  d'Abraham. 

The  contract  for  masonry  required  m 
the  erection  of  a  residence  for  F.  D. 
Pare,  205  Third  Avenue,  has  been 
awarded  to  J.  B.  Verret  &  Son,  Limoi- 
lou,  the  roofiino-,  heating,  plumbing  and 
electrical  work  to  V.  Gauvin,  Limoilou, 
and    painting   to  E.  Trepanier,  Ste. 

Agnes  Street. 

In  connection  with  the  residences  now 
being  built  for  Lavoie  &  Frere,  56  Jeanne 
d'Arc  Street,  the  painting  has  been  let 
to  S.  Bedard,  Charlesbourg  Road,  and 
heating,  plumbing  and  electrical  work  to 
P.  Paradis,  263  d'Aguillon  Street. 

The  contract  for  roofing,  heating, 
ptumbing  and  electrical  work  required  in 
the  erection  of  three  residences  for  N. 
Cauchon,  59  Dorchester  Street,  has  been 
let  to  P.  Paradis,  236  d'Aguillon  Street. 

In  connection  with  the  residence  now 
in  course  of  erection  for  Dame  V.  A. 
Vezina,  33  St.  Gabriel  Street,  the  con- 
tract for  masonry  has  been  let  to  E. 
Cote,  360  Richelieu  Street,  and  carpen- 
try to  J.  Savard,  218  Richelieu  Street. 
Brick  and  frame  construction.  Approxi- 
mate cost,  $5,000. 

Toronto.  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  G.  Warrell,  1482 
Bathurst  Street,  has  been  awarded  to  B. 
Sykes,  1796  Duf¥erin  Street.  Brick  con- 
struction.   Approximate  cost,  !f>3,700. 

D.  H.  Atkinson.  256  Russell  Hill  Road, 
has  commenced  the  erection  of  a  resi- 
dence and  garage  for  W.  J.  Neely,  262 
Dovercourt  Road.  Smaller  trades  will 
be  let.  Approximate  cost,  $8,500. 
■  In  connection  with  the  erection  of  a 
residence  for  Mrs.  C.  Evans,  163  West- 
minster Avenue,  the  contract  for  heating 
has  been  let  to  H.  Toseph  Harrison,  8 
St.  Marys  Street;  plumbing  to  McNaugh- 
ton  &  McKenzie,  1029  Shaw  Street; 
plastering  to  Routery  Brothers,  443  Rox- 
ton  Road,  and  galvanized  iron  to  George 
Sinclair,  307  Ciiiiton  Street. 

C.  M.  Welham.  54  Nina  Avenue,  has 
commenced  the  erection  of  two  duplex 
residences  for  M.  L.  Kent.  374  Walmer 
Road.  Brick  construction.  Approxi- 
mate cost,  $8,000. 

A.  T.  Henderson,  63  Wells  Hill  Ave- 
nue, has  let  the  contract  for  heating  and 
plumbing  required  in  the  erection  of 
apartments  on  Frederica  Street,  York 
Township,  to  Hears  &  Lillie,  110  Wright 
Avenue,  and  is  now  receiving  tenders  on 
roofing,  plastering,  painting  and  wiring. 
.Apijroximate  cost,  $8,000. 

Westboro.  Pnt. 

A.  Jarvis.  Bank  Street,  Ottawa,  has 
started  work  on  the  erection  of  a  resi- 
dence, estimated  to  cost  $3,000.  and  has 
let  the  electrical  wf)rk  to  Tf.  IT.  San- 
ders, 499  Metcalfe  Street,  Ottawa,  lirick 
iVeneer  construction. 


Westmount,  Que. 

Anglins,  Ltd.,  65  Victoria  Street,  Mon- 
treal, lia\e  commenced  the  erection  of 
a  residence  for  H.  W.  Cowan,  c/o.  Can- 
ada Steamship  Company.  Brick  and 
terra  cotta  construction.  Approximute 
cost,  $9,000. 

Work  on  the  erection  of  a  residence 
for  J.  J.  Doran,  13  I'apineau  .\\  enue,  has 
been  started  by  Anglins,  Ltd.,  Montreal. 
Brick  and  terra  cotta  construction.  Es- 
timated-cost,  $9,000. 

iVnglins,  Ltd..  Montreal,  are  building 
a  iesi<i(;nce  on  Sydeniiam  Avenue  for  T. 
(.'.  J  sard,  c/o.  Canada  Steamship  Com- 
1  ar.y.  Estimated  cost,  $12,000.  Brick 
and  terra  cotta  construction. 

In  connection  with  the  erection  of  a 
residence  for  the  Catholic  Commission- 
ers of  St.  Leo,  360  Clark  Avenue,  the 
contract  for  electrical  work  has  Ijeen 
awarded  to  Vallee  &  Hamlin,  1807  St. 
James  Street,  and  bronze  work  to  Rob- 
ert Mitchell  Company,  64  Belair  Avenue. 

Anglins,  Ltd.,  65  Victoria  Street,  Mon- 
treal, have  commenced  the  erection  of 
a  residence  and  garage  for  W.  W.  Wil- 
der, 290  St.  Catharine  Street  W.  Plas- 
tic brick  construction.  Estimated  cost, 
$15,000. 

Woodbury,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  John  Potruff  has  been 
let  to  C.  Stephenson.  Concrete  block 
construction.    Approximate  cost,  $3,00li. 


Power  Plants,  Electricity  and 
Telephones 

Beauharnois,  Que. 

Plans  of  an  extension  to  the  power 
l)lant  of  the  Howard  Smith  Paper  Com- 
pany are  being  prepared  by  R.  S.  Kelscli, 
Power  Building.  Montreal. 

Crabtree  Mills,  Que. 

The  Crabtree  Paper  Company  propose 
to  biuld  a  power  plant  and  dam.  En- 
gineer, R.  S.  Kelsch,.  Power  Building, 
Montreal. 

Mao^og,  Que. 

Plans  are  being  prepared  for  a  power 
t)lant  and  dam  to  be  constructed  for  the 
Dominioti  Textile  Company.  Engineer, 
R.  S.  Kelsch,  Montreal. 

Montreal,  Que. 

R.  S.  Kelsch,  Power  Building,  is  pre- 
paring plans  of  a  power  plant  for  Beld- 
ing  Paul  Corticelli,  Ltd.,  185  Shearer 
Street,  and  of  a  hydraulic  power  plant 
for  the  Ogilvie  Flour  Mills  Company, 
Ltd.,  Youville  Place. 


Miscellaneous 

Toronto.  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  June  20th  for  the  supply  of 
5-inch  paving  blocks,  vitrified.  Specifi- 
cations at  office  of  the  Works  Depart- 
ment, City  Hall. 

The  Board  of  Control  will  receive  ten- 
ders util  June  30th  for  tlie  supply  of  an 
8-incli  water  meter.  Specifications  at 
Room  12,  City  Hall. 

Triple  Island,  B.C. 

Tenders  on  the  construction  of  a  light- 
house tower,  fog  alarm  building,  and 
residence  will  be  received  until  noon. 
Tune  26th,  by  the  Deputy  Minister  of 
Marine  and  Fisheries,  Ottawa.  Plans  and 
specifications  at  the  Post  Offices,  Van 
couver,  Prince  Rupert,  Nanaimo,  Union. 
B.C.,  and  at  the  Department,  Ottawa. 
Reinforced  concrete  construction. 


Late  News  Items 

Dundurn.  Sask. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  June  22nd  by  the 
Secretary  to  the  School  Board,  F.  Liv- 
ingstone, x^rchitect,  R.  M.  Thompson, 
Masonic  Temple,  Saskatoon.  Approxi- 
mate cost,  $12,000. 

Gait.  Ont. 

The  Bell  Telephone  Company,  Water 
Street  N.,  have  awarded  the  general 
contract  for  the  erection  of  an  exchange 
on  Ainslie  Street  S.,  to  P.  H.  Secord  & 
Sons,  Toronto  Bank  Building.  Sub- 
contracts will  be  let.  Reinforced  con 
Crete,  terra  cotta,  steel  and  Ijrick  con- 
struction.   .'\pproximate  cost,  $80,000. 

Shawinigan  Falls,  Que. 

The  Shawinigan  Falls  W^ater  &  Power 
Company  have  awarded  the. general  con- 
tract for  the  erection  of  fifty  cottages 
to  G.  B.  Mitchell,  509  New  Birks  Build- 
ing, Montreal;  the  contract  for  plaster- 
ing to  R.  D.  Clark  &  Sons,  28  Lincoln 
Street;  heating  and  plumbing  to  Whyte 
&  Delaney,  51  City  Councillors  Street, 
and  electrical  work  to  Vincent  &  Say, 
35  Union  Avenue,  Montreal.  Approxi- 
mate cost,  $3,500  each.' 

St.  Edouard,  Que. 

The  general  contract  for  the  erection 
of  a  church  for-  the  Roman  Catholic 
Congregation  has  been  let  to  Lavasseur 
&  Fortier,  Victoriaville,  Que.,  at  $43,000. 
Stone  and  concrete  construction.  Archi- 
tect, T.  Raymond,  43  Carron  Street, 
Quel)ec. 

Toronto.  Ont. 

Plans  have  lieen  prepared  by  J.  M. 
Lyle,  Architect,  H)  Avondale  Avenue, 
for  a  bank  to  be  built  at  Ossington  Ave- 
nue and  Arthur  Street  for  the  Bank  of 
Toronto.  Brick  and  steel  construction. 
Estimated  cost,  $20,000. 

The  contract  for  brick  work  required 
in  the  erection  of  a  factory  for  the  T. 
Eaton  Company  has  been  let  to  Thom- 
son Brothers,  151  Rusholme  Road,  con- 
crete work  to  Raymond  Brothers,  9 
Edgedale  Road,  and  steel  work  to  Mc- 
Gregor &  Mclntyre,  1139  Shaw  Street. 

Bulk  or  separate  tenders  will  be  re- 
ceived until  June  20th  for  the  erection 
of  a  block  of  stores  and  residences  for 
G.  N.  Ferrier,  302  Danforth  Avenue. 
Architect,  P.  H.  Finney,  79  Adelaide 
Street  E.    Approximate  cost,  $12,000. 

The  Board  of  Control  will  receive 
tenders  until  June  20th  for  the  construc- 
tion of  asphaltic,  concrete,  bitulithic, 
and  brick  block  pavements,  concrete 
sidewalks,  and  sewers.  Plans  at  office 
of  the  Works  Department,  City  Hall. 

Winnipeg,  Man. 

In  connection  with  the  Grain  Ex- 
change now  in  course  of  ejection  for 
the  Trades  Building  Association,  the 
general,  masonry,  carpentry,  painting 
and  interior  fittings  contracts  have  been 
let  to  Carter-Hails-Aldinger  Company, 
Ltd.,  Union  Bank  Building:  steel  work  , 
to  Dominion  Bridge  Company,  Ltd., 
Canada  Building;  roofing  to  MacDonald 
Brothers,  276  Burrows  .A.venue;  heating 
and  plumbing  to  Cotter  Brothers,  b'ort 
and  St.  Marys  Streets,  and  electrical 
work  to  Schumacher  &  Gray  Company, 
386  Donald  Street.  Approximate  cost, 
$250,000. 

The  contract  for  the  steel  work  re- 
quired in  the  erection  of  premises  for 
the  Bank  of  Hamilton  has  been  awarded 
to  the  Dominion  Piridge  Company,  Ltd., 
Canada  Building,  and  the  contract  for 
lioilers  to  Vulcan  Iron  Works,  Point 
Douglas,  Winnipeg. 
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Facts  about  our  new 
20  Year  Guaranty  Bond 

WE  ARE  now  prepared  to  give  a 
twenty  year  Surety  Bond  Guaranty 
on  every  Barrett  Specification  Roof  of 
fifty  squares  and  over  in  all  towns  in 
Canada  and  the  United  States  of  25,000 
population  and  more,  and  in  smaller 
places  where  our  inspection  service  is 
available. 

This  Surety  Bond  will  be  issued  by  the 
United  States  Fidelity  and  Guaranty 
Company  and  will  be  furnished  by  us 
without  charge. 

Our  only  requirements  are  that  the  roof- 
ing contractor  shall  be  approved  by  us, 
and  that  The  Barrett  Specification,  dat- 
ed May  I,  1916,  shall  be  strictly  followed. 

We  know  that  if  this  done  the  roof  will 
surely  last  twenty  years  and  probably 
much  longer. 

Obviously,  our  inspectors  will  insist  up- 
on the  proper  quantity  and  qualit}'  of 
materials  and  the  best  workmanship  be- 
ing used  because,  if  the  roof  for  any  reas- 
on goes  wrong,  we  alone  are  responsible. 


From  the 
architect's, 
engineer's 
and  buyers 
standpoint, 
such  an  ar- 
rangement 
is  ideal. 
They  are  as- 
sured of  hav- 
ing an  inspec- 

on  the  roof  whose  only  motive 
is  to  make  it  as  good  as  possible. 

\Ne  are  notif3'ing  architects,  engineers,  rooting  con- 
tractors and  owners  throughout  the  Dominion  of 
this  important  addition  to  our  service. 

All  you  have  to  do  to  secure  the  Guaranty  Bond 
is  to  have  The  Barrett  Specification,  dated  May  1. 
1916,  included  in  the  building  specifications  and 
have  the  roofing  contractors  figure  on  that  basis. 
The  Specification  of  that  date  includes  the  twenty 
year  Surety  Bond  provision. 

If  you  wish  any  further  information  regarding  this 
Guaranty,  write  to  our  nearest  office  and  the  matter 
will  be  given  prompt  attention. 


A  Copy  of  The  Burrett  Specification,  loith  roofing  diagnwis,  free  on  request 
THE    PATERSON    MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE    CARRITTE-PATERSON    MANUFACTURING    CO..  LIMITED 

ST.  JOHN,    N.  B.  HALIFAX,    N.  S.  SYDNEY,    N.  S. 
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All  of  our  best  experience 
in  belt-making  is  represent- 
ed in  "Gibraltar  Redspecial" 
— a  friction  face  belting  for 
Drives,  Rotaries,  Edgers, 
Lath  and  Shingle  Machines, 
or  any  kind  of  Transmission 
work.  No  service  is  too  ex- 
acting ;  no  condition  is  too 
abnormal ;  no  load  is  too 
heavy  for  "Gibraltar." 

Will  not  dry  nor  rot,  and 
is  practically  immune  to 
stretching,  as  it  is  made  by 
a  process  that  automatically 
eliminates  this  evil.  Its  end- 
less fund  of  toughness  and 
great  tenacity  make  Dunlop 
"Gibraltar  Redspecial"  t  he 
ideal  belting,  more  especial- 
ly when  the  latter  is  con- 
stantly exposed  to  the  ele- 
ments. 


What  Dunlop  "Sunset"  (red) 
and  "Admiral"  (blue)  Packings 
have  done  in  the  way  of  giv- 
ing extra  service  and  reducing 
packihg  costs  for  the  big  steel 
companies — or,  for  that  matter, 
countless  industries  located 
throughout  the  Dominion — they 
can  do  for  you. 

For  many  years  Dunlop  Pack- 
ings have  lieen  doing  continu- 
ous duty  in  some  of  Canada's 
largest  mills  where  abnormal 
canditions  call  for  superb  ser- 
vice— where  a  packing  is  sub- 
jected to  the  severest  kind  of 
tests — where  its  ability  to  do  the 
work  efficiently  is  a  known  fac- 
tor from  tlie  beginning. 


Adequate  fire  protection  is 
secured  only  through  the  use  of 
reliable  hose — a  line  like  Dun- 
lop which  is  always  ready  for 
use  when  necessity  arises — that 
will  stand  the  utmost  power  and 
give  the  greatest  wear. 


These  are  two  of  the  main 
characteristics  of  "Dunlop" 
Double  Jacket,  and  "Imperial" 
Solid  Woven  Jacket  Fire  Hose 
— two  brands  that  are  th?  pride 
of  the  largest  fire  departments 
in  Canada.  They,  also,  possess 
straight  and  smooth  waterways, 
and  the  weight,  grade  and  tex- 
ture of  the  cotton  jackets  are 
always  right. 


We  are  the  only  rul)ber  Com- 
liany  in  Canada  authorized  by 
the  Underwriters'  Laboratories. 
Inc.,  Chicago,  to  manufacture 
Dunlop  Underwriters'  Mill  Fire 
Hose  (Cotton  Ruliber  Lined) 
bearing  their  label  of  approval. 


Dunlop  Tire  &  Rubber  Goods  Co 


Head  Office  and  Factories  :  Toronto 


Limited 


BRANCHES:  Victoria,  Vancouver,  Edmonton,  Calgary,  Saskatoon,  Regina,  Winnipeg,  London, 
Hamilton,  Toronto,  Ottawa,  Montreal,  St.  John,  Halifax. 
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Double  Cylinder  Steam  Roller 

with  renewable  rear  rims  and  differential 
gear.    Working  pressure  175  lbs. 


Junior  Grader  and  Leveller 

A  .single  team  and  one  man  machine  for 
light  grading. 


Revolving  Screens  and  Portable 
'  Bins 

in  all  sizes— also  Elevators. 


ESTABLISHED  1836 
and 

Still  Growing 

We  are  in  a  position  to 
render  prompt  and  effic- 
ient service  not  only  in 
supplying  tiie  BEST 
goods  PROMPTLY  but 
in  looking  after  your  in- 
terests. 

Contractors  and 
Quarry  Men 

are  requested  to  consult 
us  as  we  have  practical 
men  in  our  service. 


Vertical  Boilers 

from  6  to  25  Horse  Power,  built  to 
pass  Government  inspection. 


MANUFACTURED  BY 


Gold  Medal  Gasoline  Tractor 
and  Road  Engine 

Outclassed  all  competitors  in  actual  opera- 
ation  in  the  field  plowing  and  on 
the  belt  in  the  brake  test. 


Reversible  Steel  Grader 

More  of  these  in  use  in  Canada  than  all 
others  combined.    Heavy  hammered 
steel  used  instead  of  structural 
steel. 


Steel  Crusher 

with  Elevator  Folded.     Made  in  sizes  to 
suit  any  requirements,  from  10 
to  300  tons  per  hour. 


SAWYER-MASSEY  CO.,  LIMITED 

Head  Office :-H\MlUON,  ONTARIO,  CANADA 
Canadian  Branches  and  Warehouses  -  WINNIPEG,  REGINA  and  CALGARY 

Catalogues,  Prices  and  Full  Information  on  Request. 
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"Hammer  Brand" 

Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  allows  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co. 

Hillsborough,  New  Brunswick,  Canada 


The  Montgomery  Faultless 
Hose  Reel 


Made  in  Canada 


I  n  s  t  a  ntaneously 
automatic  and  fool- 
proof, with  a  maxi- 
mum efficiency. 

Economically  un- 
rivalled —  i^rolong- 
ing  the  life  of  the 
hose  seven  times  hy 
actual  test. 

Kinks  eliminated. 

•  Endorsed  by  the 
Ontario  (iovernnient 
a  n  (1  installed  in 
their  jjrincipal  build- 
ings, including  the 
Parliament  P.uild- 
ings,  Toronto,  and 
s|iecihed  for  all  new 
liuili.ltngs. 

Recently  specified 
for  (Million  Dollar) 
Ross  Memorial 
Wing,  Royal  Vic- 
toria Hospital,  Mon- 
treal. 


Write  for  full  particulars  and  prices. 

The  Montgomery  Faultless  Hose  Reel  Co. 

47  Gore  Vale  Ave.,  Toronto 


^^The  National  Authority  on  Wiring  and  Construction'' 

— The  Electrical  Journals  of  the  United  States,  Canada  and  England 

Over  359,400  Sold 


By  H.  C.  Gushing  Jr. 


22nd  Year 


Fellow  Amerii  an  Institute  0/  Electrical  Engineers;  formerly 
Electrical  Inspector  Jor  Boston  Board  of  Fire  Underwriters, 
and  Underivr iters'  Tari^  Association  oj  New  York. 


22nd  Edition 


1916  Standard  Wiring 

Officially  adopted  by  the  National  Electric  Light  Acsociation. 

It  is  the  only  book  on  Electric  Light  and  Power  Wiring  and  Construction  endorsed  and 
recommended  by  every  Board  of  Fire  Underwriters  in  the  United  States  and  Canada, 
because  it  is  the  only  one  kept  strictly  up-to-date  and  revised  every  year  in  accord 
ance  with  every  rule  and  requirement  of  the 

National  Electrical  Code 

which  it  contains,  explained  and  illustrated.   The  1916  Edition  has  been  completely 
revised  from  the  first  to  the  last  page,  and  contains  new  illustrations,   tables  and 
diagrams  in  accordance  with  the  latest  and  best  practice,  and  a  special  new  section 
of  fifty  pages  on  House  Wiring. 

"It  settles  disputes  and,  if  referred  to  before  wiring,  prevents  disputes." 


Sent  to  any  address, 
postpaid,  on  receipt  of 


$1.00 


Leather  Cover 
Pocket  Size 


Contract  Record,      347  Adelaide  street  west,     Toronto,  Canada 

"The  Best  Book  on  Wiring  Ever  Produced"— B.  T.  Birdsall,  m.h.,  a.i.b.b. 
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Sasgen  Derricks 


Light,  Strong, 
Easy  to 
Handle 


A  size  for  every  purpose 


Our  stiff  leg  derricks  of  3  to  4 
tons  capacity  can  be  used  by 
hand  or  power.    Gears  ancj 
frames  of  our  double 
fioisting    winch  are 
made  of  crucibl 
which  means 
safety    and  no 
breaking  of 
gears. 


Stiff  Legged 
Derrick— 3  to  4 
tons  capacity 


A  Sasgen  Derrick 
For  Every  Job 

There  is  no  job  too  small  or  too  large 
where  a  Sasgen  Derrick  cannot  be  used 
to  your  advantage.  Best  crucible  steel 
and  malleable  iron  fittings  used  in  con- 
struction. Each  design  is  light,  strong 
and  easy  to  assemble  or  take  down. 
The  most  reliable  line  of  derricks  made. 
We  are  always  glad  to  give  rehable 
quarry  men  a  three  days'  trial,  which 
will  prove  conclusively  the  merits  of  our 
Sasgen  Derricks.  If  you  are  not  satis- 
fied derrick  can  be  returned. 

Write  for  our  Catalogue 
and  Prices, 

National  Equipment  Co. 

Limited 
1  Wabash  Ave. 

TORONTO 


Setter  Derricks 


'A"  Frame  Builders'  Derrick 
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Concrete  not  only  Leads  in  Yardage 
Constructed  but  Leads  in  Low 
Cost  of  Maintenance 


CONCI^ETL  PAVEMENT5  HEAP  'THE  Ll5T 

The  Total  uiordaqz  of  coixrete  pavements 
aid  on  citq  streets  in  I9i4-  and  I9i5  exceeded 
all  other  tqpes  of  pavement  in  the  followinq 
Central  States: 

Indiama       Illinois  Iowa 
Michigan      Minnesota  Missouri 
Wisconsin 

Diaaram  from  figures  in  annual  pavement 
numbers  of 'Municipal  Journal"(  New  York) 
of  Tebruaru  4,i9i5  and  februarq  3,1916 
1914  Yardage 


I  Concrete 
zBrickorCbq  Block 
aSheet  Asphalt 
,4  Bit.  Concrete 
5 Bit.  Macadam 
6Cr€cs  Wood  Block. 

eWiterbound  Macadam 
sGrante  orSoridstonc  Bll 
loBitulithic 
n  Concrete  with  bit  top 


IICMI 


2,600396 
2,462,292 
2,064,559 
1,214,510 
930232 
9071749 
32^753 
393,035 
215032 
150446 
I  17,200 


1  Concrete 

2  Brick  orCiaLj  Block 

3  Sheet  Aspholt 

4  Bit  Concrete 
sBit.  Mocodam 
eCreo&Wood  Block 
7Gravel 

sWoterlxiurEl  MoMdam 

aGroni'fE  oi  SortlsfcfKBIk 

loBitalithic 

1 1  Concrete  with  bit  top 


i,0OQOoo      Hfioofioo      Sfioifioo  sq.ijas. 

1915  Yardage  

2,983,199 
1,907,382 
2,657,630 
1.916,732 
819,397 
427,551 
563,672 
571,014 
I  29,062 
321,563 
1 72,656 


Here  are  some  figures  of 
maintenance  cost  that  show 
why  more  concrete  was  con- 
structed than  any  other  type 
of  pavement. 

In  Sioux  City,  Iowa,  350,000  square 
yards,  annual  maintenance  cost  1-17 
cent,  per  sq.  yd.,  equals  per  mile  of 

16-ft.  road  $5.52 

In  Bellefontaine,  Ohio,  22-year-old 
street  now  maintained  annually  at  ^ 
cent  per  sq.  yd.,  equals  per  mile  of 

16-ft.  road  23.47 

In  V/ayne  County,  Mich.,  100  miles  of 
road  built  in  1809  to  1914  inclusive,  an- 
nual maintenance  cost  cent  per  sq. 
yd.,  equals  per  mile  of  1-6-ft.  road.  ...  23.47 
In  Windsor,  Ont.,  the  1914  cost  of 
maintenance  on  all  streets  built  from 
1907  to  1913  was  1-3  cent  per  sq.  yd., 
equals  per  mile  of  16-ft.  road    31.29 

Many  other  cities  in  the  United  Stat- 
es and  Canada  have  laid  concrete  on 
which  the  maintenance  is  equally  low. 

Is  there  any  other  type  of 
permanent  pavement  that  can 
show  such  a  low  cost  of 
maintenance  ? 


In  view  of  these  facts  and  fig- 
ures —  what  type  of  paving 
should  be  selected  for  the 
streets  of  any  community  to 
best  protect  the  ratepayers'  in- 
terests ? 

Our  new  booklet,  "Concrete  Roads," 
containing  the  complete  story  of  the  "best 
road,"  will  be  sent  to  anyone  interested. 


Mr.  George  A.  Ricker,  First  Deputy  Com- 
missioner of  Highways,  New  York  State,  in  his 
article  in  "Motordom,"  January,  1916,  entitled 
"More    Permanent    Roadways,"  says: 

"These  figures  establish  the  fact  that  on  the 
score  of  maintenance  concrete  roads  have  achieved 
a  new  record  of  economy.  I  have  reached  the 
conclusion  that  wherever  suitable  local  materials 
are  available,  or  wherever  the  right  kind  of  ma- 
terials can  be  economically  assembled,  Portland 
Cement  bound   concrete  roads   should   be  built." 


Canada   Cement  Company,  Limited 

781  Herald  Building,  Montreal,  Canada 


'%3 


^  lis 


Sill 
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Mar^  &Heiif horn 


Steam  Hoists 

Standard   Double   Cylinder,  Double 
Drum  Hoisting  Engine  with 
Boom  Swinger 


Mast  Winches 


Independent  Boom 
Swinger 

Compound  Geared. 


BELLEVILLE,  ONT.,  CANADA 


Limited 


Electric  Hoists 


Manufacturers  of 
Hoisting  Engines, 
Electric  Hoists, 
Belt-Driven  Hoists, 
Boom  Swingers, 
Winches 

Standard  Hoisting  Engines  in  I  Stock 
for  Immediate  Shipment. 

STEEL  WORK 

Boilers,  Tanks,  Smoke  Stacks, 
Flumes,  Skips,  Buckets  of  all  kinds, 
Contractors'  and  Mine  Cars,  Car 
Irons,  Derrick  Irons,  from  2  to  25 
tons  capacity. 

Quick  Delivery  on  Ru^h  Orders. 

New  and  Up-to  date 
Factory 

Workmanship  Guaranteed. 

Special  attention  to 
repairs  of  all  kinds. 

If  you  need  EXPERT  ADVICE, 
write  us,  as  our  engineers  will  design 
any  special  machinery  in  our  line. 

Send  for  Catalogue. 

SALES  AGENTS : 

MussenSy  Limited 

Montreal,  Que.,  Canada 


Belt  Hoists 


Car  Irons— All  Sizes 


Mine  Skip 


Derrick  Irons— All  Styles 
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BEATTY  HOISTS 


Contractors  who  buy  numbers  of  hoists 
usually  have  to  be  convinced  that  what 
they  are  getting  is  *'O.K." 

The  closer  they  examine  and  watch 
BEATTY  HOISTS  under  severest 
conditions,  the  better  pleased  they  are. 

Their  use  spells  SATISFACTION. 


The  reason  ?  The 
material,  design  and 
workmanship  "are 
there." 

We  are  building  for 
the  future— both  yours 
and  our  own. 


If  you  place  one  BEATTY  HOIST  on  your  work,  you'll 
eventually  buy  more. 

Dipper  Dredges — Clamshell  Buckets 
Clamshell  Dredges — Steel  Derricks 
Steel  Scows— Derrick  Irons 
Pile  Drivers — Centrifugal  Pumps 

We  will  gladly  send  full  particulars  and  catalog 

M.  BEATTY  &  SONS,  LIMITED 

Welland       «  Ontario 

Agents : 

U.  E.  PLANT,  1790  St.  James  St.,  MONTREAL  H.  W.  PETRIE,  Limited,  TORONTO 

E.  LEONARD  &  SONS,  ST.  JOHN,  N.  B.,  and  CALGA.RY,  ALTA. 
R.  HAMILTON  &  COMPANY,  VANCOUVER 
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We  have  an  interesting  catalogue 
describing  the  Carbic  Light. 

It  is  Free.  Send  todav. 


Ideal 
for  the  Quarry 

THE  CARBIC  LIGHT 

Carbic  Light  will  give  a  clear,  white  liq-ht  of  from  500  to  5000 
candle  power.  One  filling  of  Carbic  Cakes  will  keep  the  lamp 
burning  steadily  up  to  twelve  hours. 

This  system  is  the  newest  and  certainly  the  most  simple  and  effi 
cient  method  of  producing  a  volume  of  perfect  light  by  which  work 

in  the  Quarry  or  other  outside  work  can  be 
carried  on  the  same  as  in  daylight. 

SAFE  and 
INEXPENSIVE 

By  compressing  Raw  Carbide  into  solid 
Cakes,  we  produce  "Carbic."  In  combin- 
ation with  our  simple  burners  and  generators 
you  can  secure  a  hand  portable  or  stationary 
light  of  almost  any  desired  candle  power. 
The  cost  of  maintenance  is  small.  For  in- 
stance, the  operating  expense  of  the  Carbic 
Hand  Lamp  No.  7,  (as  illustrated  on  the 
left)  is  I  cent  per  hour.  It  will  burn  ten 
ten  hours  on  one  Carbic  Cake  giving  ap- 
proximately a  100  candle  power  light. 


W.  L.  FOSTER 

Canadian  Agent  ^  8  Lombard  St. 

TORONTO 
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The  steel  is  well 
worked  into  the 
smallest  crevices 
of  the  diamond, 
with  a  welding 
heat. 


Cut  Stone 
Contractors 


Save  70 


o 


o 


By  filing  the 
tooth  down  thus 
the  diamond  will 
be  found  to  re- 
tain its  hold  to 
the  last  shred  of 
steel. 


By  equipping  your  Stone  Saws  with  "ANDERSON  DIAMOND 
TEETH  "  you  are  effecting  a  saving  of  50%  to  70%  as  the  direct  result 
of  the  superiority  of  our  setting. 

In  recent  tests  in  sandstone  (the  hardest  stone  on  diamonds)  our 
patent  teeth  ran  eight  weeks  without  the  loss  of  a  diamond  while  com- 
petitive teeth  in  the  other  blade  of  the  same  machine  lost  30  diamonds  in 
8  days.  We  are  prepared  to  supply  to  you  Anderson's  Diamond  Teeth 
at  prices  varying  according  to  the  nature  of  the  stone  they  are  called  up- 
on to  cut.  Our  latest  achievement  (which  is  a  proved  success)  is  that  of 
using  up  your  diamonds  to  the  last  shred.  Heretofore  small  stones  or 
pieces  have  been  discarded.  We  make  teeth  from  them  at  a  reasonable 
figure,  eliminating  all  waste. 

To  interested  parties  we  will  gladly  furnish  full  information 

George  Anderson  &  Co. 

of  Canada,  Limited 
MONTREAL 
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Hoisting  and 
Crushing 
Equipment 

Ymi  will  always  find  Jenckes  Hoisting  Mach- 
inery, Stone  Crushers  and  Contractors'  Mach- 
ines doing  their  work  with  little  or  no  trouble 
to  the  operator.  We  have  endeavored  for  years 
to  keep  these  machines  up  to  the  minute  in 
design  and  sturdy  in  construction.  This  has 
been  largely  responsible  for  their  popularity 
with  so  many  contractors  in  Canada. 

You  can  secure  a  Jenckes  Hoisting  outfit  of 
any  size  and  type  to  meet  your  particular  de- 
mands. We  have  in  stock  all  of  the  machines 
illustrated  when  you  need  a  rush  delivery. 

The  rock  crushing,  elevating  and  sorting  out- 
fit pictured  below  is  a  most  complete  plant  of 
the  latest  design.  Arranged  on  wheels  making 
a  compact  portable  rig  All  the  parts  are  readily 
accessible  for  adjustment. 

Send  to  our  nearest  office  for  catalogues  and 
:     prices  on  any  equipment  that  may  interest  you. 

The 

Jenckes  Machine 

Company^  Limited 

General  Offices— SHERBROOKE,  QUE. 
Works  -SHERBROOKE,  Que.,  ST.  CATHARINES,  Ont. 

SALES  OFFICES: 
Sherbrooke,   Montreal,  St.  Catharines,  Cobalt,    South  Porcupine, 
Vancouver,  Nelson 
Sales  Agenti— Canadian  Western  Foundry  end  Supply  Co., 
*^^»^       ."'Edmonton  and  Calgary,  Alia. 
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Steel 
Elevator  Buckets 

We  make  a  specialty  of  Steel 
Buckets  in  every  size  and  shape. 
Carried  in  stock  by  all  the  lead- 
ing dealers.  We  will  be  glad  to 
send  you  catalog  and  prices. 
Send  for  them  before  placing 
your  next  order. 

John  Radigan  &  Co. 


48-50  Ferguson  Ave.  South 

Hamilton        -  Canada 


V  Shape  Klevator  Bucket 


Buffalo  Elevator  Bucket 
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COMPLETE 

ROCK  CRUSHING  PLANTS 

Including  breakers,  gyratory  or  jaw,  elevators, 
screens,  conveyors  and  all  power  equipment. 


Note  the  size  of  the  opening 
of  this  machine  42"  x  96". 
This  wide  opening  is  char- 
acteristic of  all  Gates  "K" 
Breakers.  The  high  arched 
spider  permits  free  access  to 
the  crushing  surfaces  and  pre- 
vents bridging.  Bulletin  141 1 
gives  full  particulars,  including 
sectional  views  of  "Modern 
Rock  Crushing  Plants." 


Gates  "K"  Breaker 

Although  no  form  of  jaw- 
crusher  is  equal  to  Gates 
Gyratory  Breaker,  the  jaw 
crusher  is  preferred  when 
small  initial  expenditure  is 
important  or  when  a  small 
machine  with  large  opening 
isrequired  and  great  capacity 
is  not  essential.  Bulletin 
1451  describes  both  Blake 
and  Dodge  Jaw  Crushers. 
Blake  Crusher 

CANADIAN  ALUS -CHALMERS,  LIMITED 

Manufacturers  of  Air  Compressors,  Boilers,  Cement  Making  Machinery,  Concrete  Mixers,  Flour  Mill  Alachinery, 
Gas  Engines,  Hoisting  Engines,  Hydraulic  Machinery,  Locomotives,  Logging  Machinery,  Ornamental  Metal  Work, 
Rock  Crushers,  Rock  Drills,  Saw  Mill  Machinery,  Steam  Pumps,  Steam  Specialties,  Steam  Shovels,  Steam  Tur- 
bines, Structural  .Steel,  Transmission  Machinery,  Turbine  Pumps,  Water  Wheels. 

HEAD  OFFICE,  TORONTO.    District  Sales  Office::  Montreal,  Halifax,  Ottawa,  Cobalt,  Porcupine. 
Winnipeg,  Calgary,  Edmonton,  Nelson,  Vancouver,  Victoria. 
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32,500  Lineal  Feet  of  Hamilton  Vitrified  Salt 
Glazed  Sewer  Pipe  Supplied  to  Camp  Borden 

in  13  days  by  us 


It  was  a  RUSH  ORDER  and  as  usual  we 
met  the  emergency. 

Contractors,  Engineers  and  Municipal  men 
all  over  Canada  know  this  organization  as 
being  prompt  shippers.  That's  one  of  the 
reasons  why  we  have  so  many  satisfied  and 
regular  customers. 

There  are  other  good  reasons  too  and  it's  not 
hard  for  you  to  find  them  out. 


Big  Stock — Low  Prices 
Good  Goods— Prompt  Shipment 


The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd. 

HAMILTON  and  TORONTO,  CANADA 


Now  Ready — 

Bridges  and  Culverts 

»  Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 
Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  tlie  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles,  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

0x9,  412  illus.,  34  plates,  $5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 


Sold  separately 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON' 
GOODS  CO.,  HaraUton 


Horizontal  Automatic  Exhaust  Relief  Valve 

We  make  automatic  exhaust  relief  valves  of 
all  sizes  and  types — horizontal,  vertical,  angle 
and  downward  discharge.  An  inside  dashpot  of 
ample  size  eliminates  shock  in  closing  and  a 
water  seal  insures  the  valve  against  leakage. 


4 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PinSBURGH,  PA. 


4 


ATWOOO  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Rapreianted  by  W.  M.  Campball.  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpaued  for  waterproofing  (oundabont  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.y  Varnish  Works 

Montreal  TORONTO  Winnipeg 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG.  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables. Building  and  Structural  Material. 

"  Write  our  nearest  Sales  Olifice  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Sales  Officks  : — 
Bridgeburg,  Ontario.  130  Janet  Street 

Chicago,  Illinois,  2014  Old  Colony  BIdg 
New  York,  N.   Y.,  .SO  Church  Street 
Shops:— Bridgeburg,  Ont. 
Built  for  C.P.R. Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Gooldy  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


"Qalvaduct"  and  "Loricated** 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manuiaoturars  under  Canadiaa  and  U,  S.  Letters  Patent 

Toronto      <•  Canada 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement— delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  38c,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job ;  No.  2,  $14 ;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding.  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks,  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto:— 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.     Other  quotations  on  appHca- 
'  tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H  i"-. 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hetnlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  l-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine— 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
$29;  l  in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  H  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8  in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.76. 

Shingles— XXX  B.  C.  shingles  $3.35;  N.  B.  extrai 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (B.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  x  14,  14  X  16,  $38.00;  10  x  16, 
12  x  16,  16  X  10,  14  X  18,  18  x  18,  20  x  20, 
$38  50;  12  x  18,  18  x  20,  $.39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra;  36  to  40  ft.  $2.00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel  and  Iron  Bars— $2.90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$3.60;   small  sizes  $3.26. 


Steel  Plates — tank  and  boiler,  $3.50  per  100  lbs. ; 
'A  in.,  5/16  in,  and  Vb  in.,  $3.50  per  100  lbs.; 
gauge  plates.  No.  10,  12,  14,  $4.00 'per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in, 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.:  15  in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  05  per  cent.,  20- 
in.  to  24  in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-lb.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement — $2.00  steam  car  load  lots,  including  sacks. 

Lime — Hydrated,  $14  per  ton ;  lump,  $8. 

Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic  No.  2,  $12; 
buff  (smooth),  $21;  buff  (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality, 
$10.50;  all  f.o.b.  Montreal. 

Concrete  Brick- grey  $22,  red  $22,  buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.6.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight  pipes   (per  foot) — not  reinforced,  8-in. 
26c.;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-in. 
60c;  18-in.  74c.    Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-in.  $1.60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  H-in.,  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand— 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  H  in-.  26c.  extra;  54  in.  x  54  in. 
X  l/i  in.  50c.  extra.  Boiler  plates — '/i  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in.  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 20  gauge, 
$6.00;  28  gauge,  $5,50  per  100  sq,  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6in.,  40c; 
8.in.,  55c;  9-in.,  70c;  10-in.,  80c;  12-in.,  $1 ; 
24  in.,  $.3.25.     Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.     Double  collar,  76c, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  .$2.50,  $3.15,  $3.60, 
$4.50,  $1625.  Double  branch,  2  ft.,  $1.75, 
$2,80,  $3,86,  $4,90,  $5,50,  $8,  $26,  Y.  Pipe, 
2'/!  ft,,  $2,  $3,  $4,12,  $5.25,  $6,  $8,50,  $27.60. 
Syphon,  $2.25,  $3,60,  $G.60,  $8,40,  $9.60,  $15. 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2,25, 
$3,60,  $6,00,  $8,40,  $9,60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f,o,b,  Montreal, 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— .$2.35  per  bbl.  Rope— Best  Manilla, 
22i^c,  basis  per  pound;  British  manilla,  18c, 
basis;  sisal  rope,  13J4c.  basis;  lath  yarn  ISyi 
cents.  Boiled  linseed  oil — in  barrels  95c,  per 
gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
92}^c.  per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.     Bags  10  cents  extra. 

Lime— Grey,  34  cents  per  bushel;  white,  32  cents, 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work,  delivered 

Winnipeg,  $1,85  per  cu.  yd. 
Gravel— Per  yd,,  delivered,  $1.85. 

Crushed  Granite— 1>4  and  2-in.,  $2,65;  H-in.  and 
1-in.,  $2.90;  ^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No,  2  red  pine,  4  in,,  $43;  6  in,,  $46; 
No,  3  red  pine,  4  in,,  $38;  6  in,,  $40;  No,  4 
red  and  white  pine  or  spruce,  4  in,,  $28;  6 
in,,  $32;  No,  1  and  2  fir,  edge  grain,  3  in,, 
$60;  4  in,  and  6  in,,  $55;  No,  3  fir,  edge  and 
flat  grain,  4  and  6  in,,  $45;  No,  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in,,  $33;  No,  2 
white  pine,  4  and  6  in,,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in,,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14.  14  x  16. 
6  X  10,  6  X  12,  8  X  12,  $39;  10  x  16,  12  x  16, 
16  x  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20, 
$40;  6  x  14,  8  x  14.  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5^  in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.60; 
No,  1  B.  C.  cedar  dimension,  $5,60;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel — Round   bars,  $2.35  per   100  lbs, ;  square 
twisted,  $2,45  per  100  lbs, ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,  car   load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  102) 
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RAILS 


BILLETS 


Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY.  N.  S. 
MONTREAL.  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM.  ONT. 


Sale*  Office*  : 

SYDNEY.  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St..  E. 


Mills  and  General 
Offices : 

SYDNEY.  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  G3rpsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS-continued. 


(Continued  from  page  100) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  ,Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  ISyi  cents;  S  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  IS  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton  ;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house;  $33  in  car  lots;  tapestry  brick,  $45  at 
vvaiehouse;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base ;  structural  sec- 
tions, $4.50  to  $5.00. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 
$5.50 ;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on   size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4  in.,  12Hc.  per  ft.;  6-in.,  21c  ft.;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis ;  2nd  grade, 
liyic  basis;  sisal  rope,  12j4c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $19.00  per 
100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b.       Galvanized  iron— 28  gauge,  $7.50  per  100  lbs. 


Why  Copper  Alloy? 

All  Herringbone  lath  is  now  made  from  copper  alloy  instead  of  ordinary  steel.  This  change  costs 
the  manufacturers  and  dealers  in  Herringbone  Copper  Alloy  Lath  thousands  of  dollars  a  year.  It  costs 
the  consumers  nothing. 

The  group  of  business  men  interested  in  promoting  Herringbone  sales  expect  the  increase  in  the 
volume  of  business  to  compensate  them  for  the  decreased  profit  per  yard.  This  increase  can  only 
result  from  a  definite  improvement  in  Herringbone  quality.  They  therefore  demanded  the  most  search- 
ing tests  before  adopting  the  new  policy. 

These  tests  consisted  of  seventy-five  quantitative  measurements  of  actual  corrosion  of  plain  steel 
bedded  in  hard  wall  plaster  as  compared  with  seventy-five  identical  tests  on  copper  alloy.  Five  differ- 
ent l)rands  of  ])laster  were  used.  The  time  tests  were  continued  until  corrosion  on  copper  alloy  (but 
not  on  ])lain  steel)  had  ceased.  The  average  of  all  these  tests  showed  that  copper  alloy  is  sixty-one 
per  cent,  more  efficient  than  i)]ain  steel  in  resisting  hard  wall  plaster  corrosion.  Ask  for  the  booklet 
"Why  Copper  Alloy?" 

Clarence  W.  Noble         -         General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Compantfy  Manufacturers 
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Ever  notice  how  many  DAKE  Swinging 
Engines  are  used  on  big  construction  jobs? 

It's  because  the  contractors  demand  that 
flexibility  of  operation — that  instant  starting, 
stopping  and  reversing  obtained  with  the 
DAKE  Reversing  Air  or 
Steam  Motor.     No  dead 
centers. 

Write  for  our  latest  catalog 
of  contractors'  hoists,  swing- 
ing engines,  motor  crabs,  etc. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A 

Montreal :  Mussens,  Ltd. 


CANADIAN  AG£NTS: 

Toronto :  A.  R.  Williams  Machinery  Co.,  Ltd. 


Sales  Offices 

Welland,  Ontario 
Cobalt,  Ontario 


wi:-"::".:''  standard  steel 

Alwaysin  stock      CONSTRUCTION  CO. 


ReinforcinK  Bars 

"Self-Sentering" 

Corrugated 
Sheetins 

Send  for  Stock  List 


UMITED 
WELLAND 


CANADA 


Manufaotureks  and  Erkotors 

Steel  Buildings  and  Bridges 


Stilwell  Feed  Water  Heaters 

Class  "O"  Type 

A  Feed  Water  Heater 
A  Feed  Water  Purifier 
A  Condensation  Receiver 
A  Feed  Water  Softener 

Either  Thoroughfare  or  Switch  Valve  Type  of  steam  supply. 
Fitted  with  float  controHed  or  water  seal  overflow  as  may  be 
necessary.  Single  piece  castings,  automatic  raw  water  control, 
double  filtration,  simple  design,  simple  in  operation. 

Bulletin  No.  783  is  descriptive. 

fVe  carry  stock  on  all  sizes  and  can  make  immediate  shipment 

PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


I  :  I  iiJJjjjJj- 


Con  factors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling   Positively  LEAK  PROOF. 

We  are  the  originators  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogrue. 

8S0  Hastings  St.  W.      VANCOUVER,  B.  C. 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  In  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Canadian  Inspection  and  Testing 
Laboratories,  Limited 

Inspecting  Engineers  and  Chemists 

Mill,  shop  and  field  inspection  of  bridges 
and  structural  v/ork;  test  of  materials;  mill 
inspection  of  rails  and  track  supplies; 
foundry  inspection  of  steel  and  iron  cast- 
ings of  all  classes;  expert  examinations  and 
reports.  Representatives  at  all  important 
Canadian,  American  and  European  Works. 

Head  Office  and  Main  Laboratories:  MONTREAL 

Branch  Offices  and  Laboratories  -  TORONTO,  WINNIPEG 
EDMONTON,  VANCOUVER  and  NEW  GLASGOW 


Canada  Iron  Foundries,  Limited 


CAOT  IHdIi  FIPE 


Hcaa  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castings 
of  all  kinds,  Moorinff  Bollards  for  both  Concrete  and  Wooden  Docks 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixers 

London  Batch  Mixers  cost  less  because  they  will  run  for 
years  without  repairs,  or  break-downs.  They  produce  more  Con- 
crete, they  make  better  concrete  and  do  it  in  less  time.  These 
features  mean  clear  profits  to  the  Contractor  instead  of  loss. 

Every  Mixer  Sold  Sells  Ten  More.     Nearly  2000  Now  in  Use. 


Made  in  all  sizes  from  }(  yd.  [o  2/4  yd.  Batch.    Gel  prices  now  before 

starting  on  the  next  job. 


London  Batch  Mixer 

LONDON  BULL  DOG  BATCH  MIXER 

A  Small  Batch  Mixer  for  Small  Contract  Work. 

6  cu.  ft.  Batch,  50  cu.  yds.  per  day.    Can  be  operated  with 

less  men  than  any  other  Mixer.    Pays  for  itself  in  15 

days'   use.     Every  contractor  with  small  jobs 

should  own  a  Bull  Dog  Batch  Mixer.    Send  for 

Catalogue  No.  1  B. 

We  mal<e  23  different  sizes  and  styles  of  Concrete  Mixers  also 
a  full  line  of  Concrete  Machinery  and  Cement  Working  Tools. 


London  Bull  Dog  Batch  Mixer. 


London  Concrete  Machinery  Co.,  Limited,       London,  Ont. 

Branches  and  Agencies  in  every  large  city  in  Canada. 
WORLD'S  LARGEST  MANUFACTURERS  OF  CONCRETE  MACHINERY  AND  CEMENT  WORKING  TOOLS- 
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SWANSEA 

Salt  Glazed  and  VitriHed 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningrs 
Wall  Coping 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  ConneoMon) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  hght,  the  better  work  and  faster  work. 

Big  Windows  must  be  strong.  Only  steel  gives  the 
required  rigidity. 

"  FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factories; — St.  Catharines  and  Toronto 


I^EW  (Glasgow,N.S. 

and  SxJOHNS  PQ. 


f 

Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  -contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  I   St.  Johos.  P.  Q.,  and  New  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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Livil 

Contractors 

Electrical 
Mechanical 

Directory  of 

Engineers 

Special 
Interests 

Chipman&  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  Disposal,  Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water  Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
llVk   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  Ea»t,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock. 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

,  Limited 

Consulting  and  Inspecting  Engineers, 

Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


**  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL' 


BUILDING  WO«K 
LARGE  OR  SHALL, 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

M amifari urers  of 
G/VRBAOE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections.  Etc.. 
Always  in  Stock 

Phone  Office  and  Works; 

Main  9U4-H0B  Esplanade  E.,  Toronio 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal, Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


DATEMTC     SECURED  or  our 

rM  I  Cn  I  O        FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
tlius  earlier  allowance  of  your  Patents.  We 
liave  access  to  all  Records  and  solicit  the 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


The  Automatic  Surveyor  Level 

Make  your  Preliminary  Survey  with 
the  New 

Dikeman  Automatic  Surveyor  Level 

Accurate  results  guaranteed. 
Send  for  Circular. 

Dikeman  Surveyor  Company 

Detroit,  Mich.  Windsor,  Ont. 


MARK5.  COPYRIGHTS  &_nF^|rM<; 


STANLEY  LIQHTFOOT 

REG  D  PATENT  SOLICiTOR  AND  ATTOHNIV 
LUMSDEN   BLDG.(«^'Jy^!£^^"  )  TORONTO. 
NEW  BOOKLET  OF  COMPLETE  INFORMATION  PRtC 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 
Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 
Represented  at  N«w  York,  Pittsburgh  and 
Chicago ;  Glasgow  and  London,  Eng. 
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DRAIN  CLEANING  MACHINE 

As  supplied  to  Mis  Majesty  s  GovcrDinent 

"Rogers  Malacca  Roda"  are  strong  and  pliable  fitted  with  attachments 
to  clean  drains  and  sewers,  boiler  tubes,  chimneys,  conduits,  etc. 
WRITE  us 

Rogers'  Agencies,  84  Victoria  St.,  Toronto 

Water  Supply 
from 
Deep  Wells 

is  obtained  at  a 
minimum  cost  by 
use  of  our  deep 
well  pumps. 

Write  for  Bulletin  26 
explaining  the  use  of 
Cook's  Patent  Brass 
Tube  Well  Strainer. 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Requiest 


A  YY   O  New  and  Relaying 

Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


You  Can  Save  Money 

on  roofing  material  and  structural 
steel,  if  you  will  get  our  prices 
before  ordering. 

THE 

Iron  and  Metal  Supply  Co. 

409  Power  Building    «  MONTREAL 

Telephone  Main  5618 


NO 


is  the  time  to  start  using  MacLean 
Reports.  Commence  now  and  get  in 
on  business  which  others  less  prepared 
will  overlook.  Save  the  time  and 
money  you  now  spend  searching  out  opportvmi- 
ties. 

The  outlook  is  encouraging  and  the  indications 
are  that  this  summer  will  witness  the  greatest 
amount  of  new  construction  we  have  enjoyed 
since  the  outbreak  of  war.  MacLean  Reports 
will  keep  you  in  touch  with  this  at  a  cost  of  but 
a  few  cents  a  day,  giving  you  the  best  service 
available. 

Send  to-day  for  free  sample  reports.  Tomorrow's 
information  will  then  be  yours. 

MacLean  Daily  Reports,  Limited 

25  Charlotte  St.,  Toronto,  Can. 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in 

The  Contract  Record 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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CRANES 


Type  E  Crane— Learn  about  our  Type  E 
Electric  Traireling  Crane 


and 


ELECTRIC  HOISTS,  DERRICKS,  ETC. 

for  all  purposes. 

We  can  make  your  Crane  or  Hoist  in  Canada.  Write 
us  about   your   Crane  requirements   for  any  purpose. 

Northern  Crane  Works,  Limited,  Walkerville,  Ontario 


CANADIAN    PIPE    CO.,  LTD. 

WIRE  WOUND  WOODEN  WATER  PIPE 

Standard  joint — wood  sleeve  coupling — ours  are  bored. 
Special  joint.     Our  new  adjustable  steel  coupling  with  inside  steel 
ring  as  shown  below. 


\.  Tenon  end  ready  for  coupling.  B.  Outside  band  and  inside  ring 
loosely  adjusted.     C.  Complete  joint,  tightened  and  caulked. 

"Tliere's  a  reason"  for  the  inside  ring. 

Write  us  for  information  and  testimonials. 


S50  Pacific  Street 


VANCOUVER.  B.  C 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Well*  &  Gray) 

President  Phone  Main  102 


WOOD  STAVE  PIPE 


2  in.  to  12  ft. 
for 

Town  Systems 
Irrigation 
and  Power 


Write  for 
Illustrated  Literature 


72  in.  I.  D.  Wood  Stave  Pipes. 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


James  Thomson,  Presideat. 


J.  ti.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Ssoretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  00, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


CAST  I  If  ON  PI  PE 


3  inches  to  60  inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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Neptune  Meter  Co 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost -Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2 — Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 
347  Adelaide  St.  West       -  Toronto 


1885   "QUALITY  FIRST  "  1916 

It  Has  Paid  Us  and  Will  Pay  You. 
We  can  give  you  prompt  shipment  of 

"  EMPIRE  "  Corrugated  Iron 

Painted  or  Galvanized — Straight 
or  Curved,  All  Sizes  and  Gauges 

We  always  carry  big  stocks,  including 

Corrugated  Ridge  Cap,  Hip  Cap, 
Flashings,  Etc. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

Tbe  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 
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When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


VALVL-HYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreiitn  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1915 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915   by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1015  by  McGraw-Hill  Book  Com- 
pany.   864  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
438  .  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1004  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.50. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum.  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering;,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  Genera!  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks »— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Mmimwmt 


Trade  Mark 


Air  Washers 


Sturtevant  Air  Washers  have  recently   been  accepted  by 
prominent  architects  and  engineers  for  some  of  the  very 
finest  public  buildings.    This  goes  to  show  that  discrimina- 
ting buyers  recognize  merit,  for  Sturtevant  Air  Washers  are  by  no  means  the 
cheapest. 

The  superiority  of  the  Sturtevant  Air  Washer  is  due  to  several  mechanical  advan- 
tages— nozzles  that  will  not  clog,  no  adjustments,  no  packing,  perfect  spray. 
The  strainer  has  a  large  area  and  can  be  readily  removed  for  cleaning.  We  can- 
not tell  all  the  details  here,  but  send  for  our  catalog  No.  225-Z. 

F.  Sturtevant  Company  of  Canada^  Limited 

GALT,  ONTARIO 


Montreal  Toronto 


Winnipeg  Vancouver 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT. 
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Ornamental  Iron  and  Bronze 


We  make  anytliiiig  in 
interior  iron  and 
bronze  work,  includ- 
ing Balconies,  Mar- 
([uises.  Fire  Escapes, 
Lamp  Standard  s. 
Window  Grills,  Wire 
(uiards,  Crestings,  El- 
evator Cars  and  En- 
closures, Counter 
Grills.  Metal  Wickets 
for  Hanks,  Offices, 
etc..  Iron  and  Bronze 
Gates,  Iron  Stairways. 
.Steel  Lockers,  Shelv- 
ing, Rins.  Partitions, 
Etc. 


The  Dennis  Wire  and  Iron 
Works  Co.  Limited 


LONDON 


CANADA 


How  Do  You  Buy  a  Transit? 


By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 


HELLER  &  BRIGHTLY, 


Write  for  Catalogue  now 

1120  Spring  Garden  Street 
PHILADELPHIA.  PA.,  "Since  1870" 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3i4"x5/(j"-60'0" 
28-6"x3i/4"xll/16"-60  0' 
40-6"x3i/i"x3/4"-60  0" 
22-6"x3i^"x3/4"-55'0" 


94-  3"  X  2-11/16"  X 

95-  3-1/16"  X  2-3/4 


31-12"x30  Ib.-60'O" 
83-15"x33  lb.-36'10V4" 


Mild 


Zees 

1/4"  X  6.7  lbs.  - 
"x5/16"  X  8.5  lbs. 

Steel  Bars 


54 '0" 

-  50 '0" 


20-8"xl/4"-30'0" 
20-10"xl/4"-30'0" 
13-6"x5/16"-10'0" 
17-7"x5/16"-20'0" 

19-  8"x5/16"-30'0" 

20-  10"x5/16"-30'0" 
15-ll"x5/16"-20'0" 

12-  lli/ix5/16"-17'0" 
88-4"x3/8"-ll'10" 

13-  8"x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12^"x5/8"-30'0" 

22-6i/i"xll/16"-33  0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shape*  and  Bars  in  Stock 

Office  and  Plant,  NeW  GlaSgOW,  N.  S. 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,     Hydraulic  Governors, 
Centrifugal  Pumps,       Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 


Prices  Reasonable— Immediate  Delivery 

We  are  prepared  to  sell  not  only  the 
bucket,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Truat  &  Savings  BIdg. 
INDIANAPOLIS,  IND. 
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Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminated    and    full  of 
health  -  giving    oxygen  ; 
that's  the  kind  supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  vv^hich  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited      Brockville,  Ont. 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating is  em- 
phasized in  the   "Keith''   Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        ^^te  for  our  New  Catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office :  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  James  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCEY  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Papei 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg,  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

Office  and  Works:  Hillcrest  1614-1616-1618 
Private  exchange  connecting  all  department! 
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Canadian  Steel 
Plate  Blowers 


Built  to  order  and  to  stand  high  press- 
ures. Housing  made  of  heavy  gauge 
steel  plate,  riveted  and  bolted  to  stay. 
Every  point  where  the  strain  comes 
reinforced  by  a  strong  angle  iron 
frame. 

Every  blast  wheel  is  put  to  the  sever- 
est tests  to  insure  perfect  balance, 
smooth  running,  strength  and  safety. 

Canadian  "  Pressure  Blowers  run 
without  noise,  require  less  space  and 
always  maintain  their  original  effic- 
iency. You  can't  truthfully  say  that 
about  positive  blowers. 

State  work  and  we  will  adv^ise  what  a 
direct  -  connected  "Canadian"  unit 
will  cost  to  buy  and  operate. 

Send  for  Catalog  No.  182-12 

Canadian  Blower  and  Forge  Co. 

Limited 

Berlin      -  Ontario 

Manufacturers:  — Kortres,  HIowlts,  H-eatintj  and  Ventilating 
and  Drying  Apparatus. 

Branch  Offices  in  all  Principal  Cities 


MONNOYER 

Chimneys 
Water  Towers 
Condensors 
SiloSy  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  stiperior- 
ity. 


T.N.R.,  Quebec,  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fiis 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives:, 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St- 

MONTREAL 
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The 

Jackhamer 

"The  One  Man  Rock  Drill" 

is  the  most  handy  drill 
for  quarry  use.  Oper- 
ated by  air  or  steam. 


The  self-rotating  "JACKHAMER"  has  in  its  construction  only  the 
best  of  material  and  workmanship.  Special  toughening  treatment 
is  given  to  all  wearing  parts. 

The  "JACKHAMER"  MOUNTING  may  be  used  with  column,  bar 
or  tripod.  The  cone  is  adjustable  and  slides  on  the  shell,  giving 
quick  adjustment  and  increasing  the  feed.  Two  bolts  secure  the 
"JACKHAMER"  and  a  cushion  spring  takes  up  all  shock. 


Ask  any  of  our  offices  for  full  information 

CANADIAN  INGERSOLL  -  RAND  CO.,  LIMITED 

COMMERCIAL  UNION  BUILDING       MONTREAL,    "  CANADA 

WORKS-SHERBROOKE,  QUE. 

Sydney  Toronto  Cobalt  Timmins  Winnipeg  Nelson  Vancouver 
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"DOMINION"  Wire  Rope 

Made  in  Canada 


St.  Catharines 


Keep  your  Money  in  Canada  by 
Purchasing  your  Goods  at  Home 

THE  DOMINION  WIRE  ROPE  CO. 

Limited 

MONTREAL  Winnipeg 


STONE  an»^  quarry  EQUIPMENT 


The  simplicity  and  the  giant  strength 
of  the 

''RELIANCE'' 

Crusher  needs  no  comment. 
Let  us  quote  you 


"MARION"  STEAM  SHOVELS 


The  best  testimonial  on  the  value  of 
MARIONS  in  Stone  Woik  is  found  in 
the  great  number  that  are  employed  in 

Quarry  Service 

Keep  your  plant  up  to  its  greatest  ef- 
ficiency by  using  our 

HOISTING  ENGINES,  BOILERS  and 
"RANSOME"  MIXERS 


Branch :  "fjl  "fj  I   #  C  ^^^^  ^^^'''^ ' 

St. -Catharines,  Ont.   T'n'n'OpnMfl^ V  W  MONTREAL 


Vol.  30 


Toronto,  June  21,  1916 


No.  25 


Rogers  Cement 


This  notable  feat  of  concrete  construction — the  power  dam  at  Eugenia  Falls — was  made  possible  by  the 
use  of  Rogers  high  quality  cement. 

The  contractors — Ambursen  Hydraulic  Construction  Company  of  Canada,  Limited,  completed  this  dam 
six  months  after  the  contract  was  signed.  This  is  a  record,  and  the  contractors  say,  in  writing  to  us:  "We 
may  add  that  a  considerable  factor  in  the  record  made  was  the  fact  that  your  company  co-operated  with  us 
in  every  way  possible  in  keeping  us  supplied  with  cement  of  a  very  satisfactory  quality." 

WE  HAVE  A  REAL  SERVICE  TO  OFFER  YOU  AS  WELL  AS  HIGH  GRADE  CEMENT. 


Alfred  Rogers  Limited, 


28  King  St.  West 
Toronto 
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CHAMPION 

SCREENS  and  ELEVATORS 


Rock  Crushers, 
Elevators, 
Screens, 
Bins, 

Spreading 

Wagons 

Dump  Wagons 

Contractors' 

Plows 


Road  Graders, 
Levellers  and 
Drags. 

Road  Rollers, 

Sprinklers, 
Sweepers  and 
Cleaners. 

Street  Cleaners' 
Hand  Carts. 


"32"  Champion  Revolving  Screen. 


"Champion"  Revolving  Screens  are  built  in  all  sizes,  with  ,  perforations  that  will  turn  out  any  size  of  stone  desired. 
"Champion"  Screens  have  a  record  for  durability.    Give  us   your  specifications  and  let  us  quote  you. 


MANUFACTURED  BY 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

118  Hollis  Street,  Halifax,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  Building,  Montreal,  Que.  10237  109th  Street,  Edmonton,  Alta. 

89  Dalhousie  Street,  Quebec,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 

413  Mclntyre  Building,  Winnipeg,  Man.  ~ 

Factory  and  Head  Office—             -  -             -             GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines,  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATE  SHIPMENT— 

2 — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6^2  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72''  high,  to  44"  dia.  x  g6"  high 
CLAMSHELLS  from       cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from  6^  x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.E.  PI-ANT  1790  St.  James  Street,  Montreal, Que. 

E.  LEONARD  &  SONS  St.  John,  N.  B. 


-Agents— 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWELL,  LTD  McArthur  Bldfe.  Winnipep.Man. 
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This  symbol  is  a  guarantee  of  quality  in  Rubber  Goods. 

It  represents  the  largest  manufacturing  concern  of  Rubber 
Goods  in  Canada,  and  in  the  British  Empire. 

It  distinguishes  the  best  Made  in  Canada  "  line  of  Rub- 
ber Goods  for  Contractors  and  Engineers. 

It  stands  for  the  quickest  service  within  your  reach.  Don't 
accept  our  statement  for  this  fact.  Put  us  to  the  test  and  see 
for  yourself 

Our  aim  is  to  serve  and  please  you  and  those  you  serve. 
Whatever  the  need  in  rubber  may  be,  write  to  our  nearest 
branch,  or  direct  to  our  Head  Office. 


Canadian  Consolidated  Rubber  Co. 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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Pavement  that  Eliminates  High  Cost  is— 

Concrete  with  "DOLARWAY  SURFACING" 


When  Concrete  is  laid,  to  make  it  permanen.t,  spread 
"Dolarvvay"  over  the  entire  surface.  No  piatter 
how  well  a  plain  Concrete  road  is  constructed,  IT 
WILL  CRACK  if  it  is  not  protected.  "Dolarway" 
is  the  logical  surfacing,  because  the  initial  cost  and 
the  maintenance  is  reduced  to  the  absolute  minimum. 


Besides  the  extreme  lowness  of  cost,  "Dolarway"  is 
ideally  suited  for  all  localities.  "Dolarway"  is  not 
a  speculative  surfacing,  because  it  has  been  used 
under  the  most  trying  conditions  and  not  found 
wanting.  Our  representative  will  explain  in  more 
detail  to  you  of  the  "Dolarway"  merits — or  a  book- 
let upon  request. 


Inexpensive  First  Cost  Inexpensive  Maintenance 

For  further  particulars  write  to 

THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  'wmosoRroNrrRiS 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 

THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Work« :  Seigncurf  He  William  Sts.,  Montreal. 
Manufactuiera  of  Boilerf,  Caitings,  Condensers,    Elevators,   Engines,   Filters,   Forginga,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam    Tiirbinci,    Tanks,    Water    Whtels,  Water 

Works  Plants. 


Lachine  Water  Works 
Three  million  gallons,  eighty  pounds  domestic,  160lha.  fire. 
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PENSTOCK  PAINTS 

must  stand  hard  service,  from  submersion,  acids 
and  alkali  in  the  ground  and  water,  as  well  as  ex- 
posure to  the  elements. 

"SPECIAL  PENSTOCK  PAINTS" 


AS   MADE   BY  THE 


DOMINION  PAINT  WORKS,  LTD. 


stand  all  these  conditions  and  have  been  success- 
fully used  for  years  on  the  largest  penstocks  in 
the  world,  not  only  in  Canada,  but  in  the  United 
States,  South  America,  Mexico, — in  fact,  the 
world  over.  Their  PROTECTIVE  VALUE  and 
ULTIMATE  ECONOMY  has  been  proven  time 
and  time  again,  and  they  are  chosen  on  their  merits  by  the  leading  Hydro- 
Electric  Engineers.  


Penstock  at  plant  developing  !)6,000  Ii.  p.,  painted  with 
"D.P.W.  Special  Penstock  Paint." 


.May  we  tell  you  something  about  "D.P.W.  SPECIAL  PENSTOCK  PAINTS?"    It  Will  be  valuable. 


DOMINION  PAINT  WORKS,  LIMITED 


Montreal 
Toronto 


WALKERVILLE,  ONT. 

Made  in  U.  S.  A.  by  DETROIT  GRAPHITE  CO.,  Detroit,  Mich. 


Winnipeg 
Vancouver 


w-m 


MacLean  Reports  give  the  vital  facts  that  are 
so  necessary  if  you  would  secure  the  best  t)f  new 
business — and  they  cost  i)ut  a  few  cents  a  day.  They 
are  issued  daily  (card  system)  and  give  accurate 
information  on  Canadian  building  and  engineering 
projects,  contemplated,  their  progress  and  details  of 
the  material  and  equipment  required.  Rates  and 
samples  on  request. 


MacLEAN  DAILY  REPORTS,  Limited,  Torontf 
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Air  Compressors 

Can.  Ingersoll-Rand  Co.,  Ltd. 
Piatt  Iron  Works 


Aluminium 

Spielmann  Agencies  Regd. 


Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 


Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co..  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd..  B.  F 

Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Brick 

American  Enamelled  Brick  Co. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons.  M. 

Canadian    Link-Belt  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Mansfield   Engineering  Co. 
Radigan    &   Company,  John 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian    Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dickson  Bridge  Works 
Dominion  Bridge  Company 
Mackinnoji-Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh  DesMoines  Steel  Co. 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 

Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete  Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  JVJachinery  Co. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Concrete  Mixers  and  Appliances 
Canadian  Fairbanks-Morse  Co. 
Goold,  Shapley  &  Muir  Co. 
Hopkins  &  Co.,  F.  H. 
Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  Co. 
Mussens  Limited 
Wettlaufer  Bros. 

Concrete  Sewer  Pipe 
Blair.  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 

Contractors'  Lights 

Foster,  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 
Company 

Can.  Fairbanks-Morse  Company 

Dake  Engine  Company 

Dominion  Road  Machinery  Co. 

Goodwin,   Barsby   &  Company 

Marsh  &  Henthorn 

Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Canadian    Link-Belt  Company 
Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  ot  Can.,  Ltd.,  B.  F 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 

Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 

Cotton  Seed  Oil  Machinery 
Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada   Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 
Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 

Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian  Equipment  Company 

Hppkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 


Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  IT. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 

Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind   Engine   &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled   Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadian  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipman  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,  R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt   Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Lining^s 
Wall  Copingr 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Conneotion) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  light,  the  better  work  and  faster  work. 

Big  Wijadows  must  be  strong.  Only  steel  gives  the 
required  rigidity. 

"  FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something. 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
fications.    We  furnish  drawings  and  estimates. 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factorie*:  — St.  Catharines  and  Toronto 


l^EW  Glasgow.KS. 

and  St  JOHNS,PQ. 


i 


Sewer 
Pipes 


ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

High  Grade  Salt  Glazed  Vitrified  Sewer  Pipes  and  connections  are  a  specialty 
with  us.  We  also  manufacture  culvert  pipes,  inverts,  flue  linings,  stove  linings, 
fire  bricks,  locomotive  blocks,  guUey  traps,  range  bricks,  cupola  linings,  wall 
coping  and  all  kinds  of  vitrified  and  fire  clay  goods.  Prompt  shipments  on  all 
goods. 

Vitrified  Hollow  Building  Blocks 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johus,  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 


8 


THE   CONTRACT  RECORD 


June  21,  1916 


Fire  Escapes 

Dennis  Wire  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstrong  Cork  Company 

Fuel  Economizers 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Slieldons  Limited 

Gas  Engines 

Goold,  .Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 
j  Company 

Canadian  Fairbanks-Morse  Co. 

Good,  Sliapley  &  Muir  Co. 
1   London  Concrete  Machinery  Co. 

Ontario  Wind  Engine  &  Pump 
ji  Company. 

Glass 

^  Consolidated  Glass  Company 
.  ^   Luxfer  Prism  Company 
;   Toronto  Plate.  Glass  Imp't'g  Co. 

Governori 

Boving  Hydraulic  &  Engineering 
Company. 

Gravel  Backets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 

Heating  Apparatus  > 
Canadian  Blower  and  Forge  Co. 

,  Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Heat  Insulating  Materials 
'     Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

■  Piatt  Iron  Works  ., 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists.  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Miissens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foimdries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian   Office  &  School  Fur. 
Company. 

Insulating  Bricks  « 
Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 
Northern   Crane  Wo.rks 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Stintevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 
Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 


Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters.  Water  ' 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  IL 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Aspnalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 
Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson    Pipe  Co. 
National   Iron  Works 

(Continued  on  pa^e  lo^ 


Sold  separately 


Now  Ready- 
Bridges  and  Culverts 

Vol.  Ill  of  the  Series 

Reinforced  Concrete  Construction 

By  G.  A.  Hool,  Associate  Professor  of  Structural 

Engineering,  University  of  Wisconsin. 

This  is  the  first  treatise  on  practical  design  and  construction  of 
bridges  and  culverts.  It  completes  this  remarkable  series.  You  prob- 
ably know  something  about  these  books — 

How  they  came  out  without  the  advantage  of  a  widely  known  name 
as  author. 

How  the  leading  civil  engineering  papers  hailed  them  as  the  best 
on  the  subject. 

How  they  were  at  once  recognized  as  the  most  useful  and  practical 
books  that  have  appeared. 

They  are  today  standard  among  engineers,  architects  and  con- 
tractors, as  well  as  in  colleges. 

Vol.  I — Fundamental  Principles.  254  pages,  6  x  9,  88 

illus.,  $2.50  net,  postpaid. 
Vol.  II — Retaining  Walls  and  Buildings,  675  pages, 

6x9,  412  illus.,  34  plates,  .$5.00  net,  postpaid. 
Vol.  Ill — Bridges  and  Culverts,  688  pages,  6x9,  over 

600  illus.,  41  plates,  $5.00  net,  postpaid. 

SEND  YOUR  ORDERS  TO 

Contract  Record  &  Engineering  Review 

347  Adelaide  St.  West,  TORONTO 
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STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 


HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Pipe  and  Boiler  Coverings 
Dominion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
Paterson  Mfg.  Company 
Spielmann  Agencies  (Rgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Hentliorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh   Valve,   Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co.  , 

Sheidons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Povyer  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

.•\merican  Well  Works 
'  Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian  Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook,  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Cogipany 

Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 
Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 

Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,  F.  H. 
Waterous  Engine  Works  Co. 


Roofing  Material 
Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Company 
Pedlar  People  Limited 


Rubber  Goods 

Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 

Mansfield  Engineering  Co. 

Safes  and  Vaults 

Can.  Fairbanks-Morse  Company 

Scales 

Can.  Fairbanks-Morse  Company 
Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company  _ 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  11. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

I'edlar  People  Limited 


Smoke  Stacks 

Can.  Chicago  Bridge  &  Iron  Wks 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pitlsburgh-DesMoines  Steel  Co 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 

Canadian  Blower  and  Forge  Co 
McAvity  &  Sons,  T. 
I'ittsburgh  Valve,  Foundry  and 

Construction  Company 
Sheidons  Limited 

(Continued  on  page  14) 
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Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


"Made  in  Canada" 


"Made  in  Canada"  I 


ment 


I^HE  G  &  G  Telescopic  Hoist  Model  A  (illustrated)  is  sturdy  in 
construction,  speedy  in  operation — and  provides  for  safety  first 
at  all  times.    IDoes  it's  work  noiselessly,  conveniently,  and  re- 
quires the  services  of  but  one  man  for  the  entire  operation  of  ash 
removal. 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.  No  part  has 
a  factor  of  safety  less  than  eight  based  on  ultimate  strength  of  material 
when  load  of  500  lbs.  is  raised.  The  Patented  gear  shifting  device 
automatically  throws  gears  out  of  mesh  when  brake  lever  is  used  to 
lower  load.  Thus  nothing  moves  when  lowering  except  cable  drum, 
and  the  hoisting  handle  does  not  revolve.. 

The  automatic  steady  pin  is  a  patented  device  which  holds  hoisting 
head  rigid  while  operator  turns  hoisting  handle.  The  band  brake 
is  lined  with  a  special  asbestos  wire-wove  brake  lining.  Every  hoist 
is  subjected  to  thorough  working  test  before  shipment. 


WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES 

GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec 


BLACK     BUILDING     SUPPLY    WM.    N.    O'NEIL    CO.  LTD 
CO.,   LTD.,  TORONTO,  VANCOUVER, 

Agenti  for  Ontario  Ag;ents  for  British  Columbia 

III 


B.  &  S.  H.  THOMPSON  ft  CO.,  W.  T.  GROSE, 

LTD.,  MONTREAL  Agent  for  Manitoba,  Saikatchewan, 

Agents  for  Quebec.  Alberta,  Winnipeg. 

Ill 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4',  7 IS"  and  1 '  Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 


THE  CONTR. 


To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE  ONTARIO 

'^Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


LONDON  Batch  Mixer 

LOOK  HOW  HIGH  THE  SKIP  RAISES!  Not  necessary 
to  pound  the  bottom  out  of  the  skip  in  order  to  charge  the  drum. 

London  Batch  Mixers  are  Built  to  Last  a  Life  Time.  They  will 
produce  a  Batch  of  Concrete  every  Sixty  Seconds.  A  Creamy, 
Smooth  Mixture.   Just  what  your  Engineer  is  looking  for. 

Why  two  thousand  in  use?  Because  every  Mixer  sold  sells 
ten  more. 

We  make  Twenty-three  different  sizes  of  Mixers.  Send  for 
Catalogue  No.  1. 


CHAMPION  HOIST 

Direct  connected.  No  lost  power.  Built  very  strong.  A  high 
grade  hoist  at  a  moderate  price.  We  make  a  full  line  of  Hoists, 
both  Gasoline  and  Steam. 

Stnd  for  Catalogue  No.  2.3,  stating  requirements. 

London  Concrete  Machinery  Co.,  Limited 

LONDON,  ONTARIO 

Branches  and  Agencies  in  every  large  City  in  Canada. 
World'i  Larsett  Manufacturer*  of  Concrete  Machinery  and  Cement  Workins  TooU 
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MONNOYER 

Chimneys 
Water  Towers 
Condensers 
Silos^  Etc. 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.  All  round  superior- 
ity. 


T.N.R.,  Quebec.  198'  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Colomb  St.,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


Ad.  No.  6  of  a  Series  on 

Building 
a  Big  Bridge 


With 

OAR  ELY 


XPAlJsiO  J 

•J  O  I INTT 
The  original  and  only  Elastite  Joint 

Tin's  s!io\vs  two  of  tlie  twenty-six  spans  o{  an 
interesting  skewed  "cantilever-arch"  bridge — the 
Iloiiple  .Street  Viaduct,  in  Cincinnati.  .-\  1"  layer 
of  ELA.STITE  sepaiates  the  cantilevers,  joints  fall- 
ing at   the   "arch"  centers. 

Write  for  full  data.     Address  Elastite  Dept. 

^''j(Mnt.'^^"^''  The  Philip  Carey  Company,  Montreal 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks— $1,800.00 

1  Model  No.  28  Marion  Revol- 

ving Shovel— $1,800.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  FRASER 

83  Craig  St.  West 

MONTREAL 
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Steam  Engines 

Stui-tevant  Co.  of  Can.,  Ltd.,  15.  F. 


Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Stui  tevant  Co.  of  Can.,  Ltd.,  15.  F. 


Steel 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Bars 

Uurlington  Steel  Company 
Uominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Pipe 
Can.  Cliicago  Bridge  &  Iron  Wks. 
I'age-ilersey  Iron  Tube  &  Lead 
Co..  Ltd. 


Stee!  Plate  Construction 

Waterous  Engine  Works  Co. 


Steel  Sash 

ft'eel  &  Radiation  Limited 


Stone 

Uritnell  &  Company 
Hagersville  Contracting  Co, 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 
Pollard  Mfg.  Company 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion   Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  Instruments 

nikeman  Sinveyor  Company 
Heller  &  Brightly 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Henthorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  ituilding  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiflin   Wagon  Company 

Wall  Boards 

liird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 

Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Enginecing 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 

American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens  ' 
Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver  Wood  Pipe  &  Tank 

Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe  &  Tank 
Company. 


Immune  To 

Smoke,  Steam,  ^cid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  pure  carbon,  and  is  therefore  unaffected  by  the  ele- 
ments or  other  influences  which  corrode  and  destroy  most  materials 
commonly  used  in  prepared  paints. 

Anchor  B-H  Graphite  Paint 

Anchor  B-H  Graphite  Paint  beiai<:^  made  from  pure  Graphite  is 
llierefore  the  ideal  paint  for  the  economical  and  successful  painting  of 
bridges,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint 


Other  B-H 
Products 

White  Lead 
Zinc  White 
"English"  Paint 
Varnishes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


I 


RRANDRAM-HEMDERSON 

Montreal 

Halifax 

St.  John 

Toronto 

Winnipeg 
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SHARP 

WASHED 


SAND 

In  Bins — Princess  St.  Dock 
Quality  Guaranteed 

S^rTvel  crushed  stone 


GRANITE 


Yards 


G.T.R.  and  C.P.R. 


CEMENT 


r  Pape  Avenue  and  G.T.R 

I  Lansdowne  Ave.  and  Dundas  St. 

I  Lawton  Ave.  and  G.T.R. 

I  Berkeley  St.  and  Esplanade 


Washing  Plant  at  Frenchman's  Bay. 


Rogers  Supply  Co.,  Ltd. 

28  King  St.  West,  TORONTO 


Built  of  Sackville  Freestone 

"Quarried 
in 

Canada 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 


Get  our  prices. 


Provincial  Parliament  Building's,  Toronto,  North  Entrance 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 

Toronto  Representative:  A.  W.  Steward,  Builders'  Exchange 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  ...  56 
.\merican  Lead  Pencil  Company  .  .  . 

American  Well  Works   54 

Anglins  Limited  .  .    64 

.\rmstrong  Cork  Company   

Art  Stone  Company   64 

Asphalt  &  Supply  Company   55 

Ault  &  Wiborg  Company   63 


Barber,  Frank   64 

B.  C.  Lumber  Commissioner  

Beatty  &  Sons,  Limited,  M   2 

Bird  &  Son  

Black  Building  Supply  Company  . .  10 

Blair  Company,  B   ^'^ 

Boving   Hydraulic    &  Engineering 

Company  

Brandram-Henderson  Co   14 

Britnell  Company,  Limited   58 

Burlington  Steel  Company   11 


Canada  Cement  Company  

Canada  Crushed  Stone  Corporation 
Canada  Iron  Foundries,  Limited   . .  58 
Canada  Wire  8z  Iron  Goods  Co.   . .  63 

Canadian  Billings  &  Spencer  

Canadian  Blower  and  Forge  Co.  ...  66 
Canadian   Consolidated   Rubber   Co.  3 

Canadian  Dolarway  Paving  Co   4 

Canadian  Ingersoll-Rand  Co  

Canadian     Inspection    and  Testing 


Laboratories   58 

Canadian  Office    School  Furniture 

Company                                    •  •  •  64 

Canadian  Pipe  Co.,  Ltd   51  ^ 

Carey  Company,  Philip   13 

Canadian   Chicago   Bridge    &  Iron 

Works   63 

,  Chipman  &  Power   64 

Conduits  Company,  Limited   63 

Cook,  A.  D  

Crushed  Stone,  Limited   58 

Dake  Engine  Company   58 

Darling  Bros  

Dennis  Wire  &  Iron  Company   . .  . 

DesMoines  Bridge  &  Iron  Works.  65 

Dikeman  Surveyor  Company  

Dominion  Concrete  Company   12 

Dominion  Engineering  &  Inspection 

Company   64 

Dominion  Iron  &  Steel  Company..  61' 

Dominion  Paint  Works   5 

Dominion  Road  Machinery  Co.   ...  2 


I)omini(ji 
Dunlop  '1 


Elk  Fire  Brick  Company  54 

Ford  Meter  Box  Company   65 

Foster,  W.  L   56 

Eraser,  W   13 

Gartshore,  John  J  

Gartshore-Thompson  Pipe  &  Foun- 
dry Company  ...                          ...  51 

Gent  Company  ...    52 

Gillis  &  Geoghegan   10 

Goodwin-Barsby  &  Company   54 

Goold,  Shapley  &  Muir  Company  . .  63 

Gray  Construction  Co.,  John  V.  . . .  51 

Haddin  &  Miles  >  ...  64 

Hagersville  Contracting  Company..  11 

Hamilton,  S.  W   64 

Hamilton  &  Toronto  Sewer  Pipe  Co. 

Heller  &  Brightly   53 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Co   54 

Inglis  Company,  John   49 

lona  Gypsum  Company   61 

Kerr  Engine'  Company,  Limited  ...  67 

L'Air  Liquide  Society  

Lea,  R.>S   64 

London  Concrete  Machinery  Co.  . .  13 

Luxfer  Prism  Company  

MacLean  Daily  Reports   5 

MacKinnon   Holmes   &  Company..  53 

Manitoba  Bridge  Works  Co   18 

Mansfield  Engineering  Co   54 

Maritime  Bridge  Company   53 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  F  

McDougall  Caledonian  Iron  Works 

Company   4 

McGill  University   51 

McGregor  &  Mclntyre  \   65 

Meaford  Wheelbarrow  Company  .  .  .  65 

Metallic  Roofing  Company   57 

Miller  &  Company,  Geo.  M  


National  Equipment  Co   53 

National  Iron  Works   55 

National  Steel  Car  Company  

Neptune  Meter  Company   57 

Noble,  Clarence  W  

Northern  Crane  Works  


Nova  Scotia  Steel  &  Coal  Co  


Oakley  &  Son,  Geo  

Ontario  Wind  Engine  &  Pump  Co.  57 
Ormsby  Company,  A.  B   18 

Pacific  Coast  Pipe  Company   5f 

Paterson  Mfg.  Company  

Pedlar  People   ...  . 

Pelletier  &  Fils,  Edouard   13 

Pittsburgh-DesMoines  Steel  Co.  ...  65 
Pittsburgh  Valve,  Foundry  &  Con- 
struction Company   63 

Piatt  Iron  Works   54 

Pollard  Manufacturing  Company  . . 

Power  &  Son   64 

Prest-O-Lite  Company   59 

Radigan  &  Co.,  John  ...  ,  

Reid  &  Brown   64 

Ric-wiL,  Underground   Pipe  Cover- 
ing Company   53 

Rogers  Limited,  Alfred  ...   

Rogers  Agencies  

Rogers  Supply  Company   15 

Sackville   Freestone   Company    ....  15 

Sheldons  Limited   .• . 

Shipman  &  Co.,  Harold  C.  ......  .  64 

Smart  Mfg.  Co.,  James  

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  .  .4.  7 

Standard  Steel  Construction  Co.  .  .  58 
Standard  Underground  Cable  Co.  of 

Canada   53 

Stark  Rolling  Mills  Company   59 

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   7 

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F.  66 

Tiffin  Wagon  Company  

Toch  Bros   56 

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   55 

Turnbull  Elevator  Company  


Vancouver  Wood  Pipe  &  Tank  Co. 


n  Sewer  I'ipe  Company  ...      7     Morrison  &  Co.,  T.  .A.   64     Watcrous  Engine  Works  Co  

n  Wire  Rope  Co   (W     Mueller  Mfg.  Company,  H   .     63      Wettlaufer  Bros  

rirc  &  Rubber  Company  ..  Mussens,  Limited   56      Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterprisM 
ing  enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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*^  Specially 
Made 


— --^..v..  ^  ^  Concrete 


Pipe 


Concrete  Pipe  that  Endures 

ALL  concrete  pipe  might  look  pretty  much  alike,  but  after 
it  becomes  firmly  embedded  in  the  ground,  the  real  test 
of  durability  proves  its  value. 

And  it  is  in  endurance  that  our  specially  made 
product  proves  its  superiority. 

And  why  ? 

Because  it  is  made  by  a  special  process  which  makes  it 
immune  from  those  influences  which  wreak  such  havoc  with 
ordinary  pipe.  Nothing  but  the  cleanest  of  clean  sand  and 
the  highest  grade  cement  are  used.  The  gravel  is  crushed  and 
sorted  in  our  own  plant  and  after  a  thorough  mixing,  the  con- 
crete is  power  tamped  to  give  density.  The  pipe  is  then 
allowed  to  set  for  72  hours  in  vaporizing  chambers  with 
automatic  sprinklers  that  insure  great  hardness. 

The  larger  sizes  of  pipe  are  manufactured  in  our  portable 
plants,  right  on  the  job.  A  striking  new  feature  is  our  con- 
tinuous reinforced  concrete  pipe. 

Further  particulars  and  prices  will  be  sent  upon  request. 

B.  Blair  Company,  Limited 

Woodstock,  Ontario 
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A  Very  Special  Service  for  You 

We  are  prepared  to  ship  immediately  your  complete  order 
calling  for 

Reinforcing  Bars  for  Concrete 

medium  steel,  square  cold  twisted,  plain  round  and  square, 
sizes  from  %  io  \%  inches.  Lengths  up  to  60  ft.  These 
bars  come  to  you  exactly  the  length  you  require. 

Will  you  send  for  our  Monthly  Stock  List  ?   It  is  free  on  request. 


"Tested  the  Way  the  Wind  Blows" 


Send  tor  catalogue. 


A.  B.  ORMSBY  COMPANY,  LIMITED,  TORONTO,  ONT. 

Associated  with  The  Metal  Shingle  &  Siding  Co.,  Ltd.,  Preston,  Montreal,  WinnipeR 
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HUGH  G.  Maclean,  LIMITED 
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Province  of  Ontario  Highways   608 

The  Age  of  Rapid  Construction   613 

The  Aetna  Chemical  Company. 

The  Robert  Simpson  Company. 

The  American  Can  Company. 

Park  Avenue  Grade  Separation,  Montreal    616 

The  History  of  Pneumatic  Caissons     618 
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The  Government  is  Moving 

There  is  at  last  some  slight  evidence  that  ottr  Do- 
minion Government  will  interest  itself  in  the  most 
effective  method  of  obtaining  that  half-million  soldiers 
which  it  authorized  some  time  ^go.  Since  the  date  of 
the  original  announcement  by  Premier  Borden  he  has 
been  strangely  silent,  and  the  average  citizen  is  entirely 
mystified  as  to  why  the  present  methods  of  recruiting 
have  been  allowed  to  remain  in  operation  so  long. 
Presumably  there  is  no  hurry  for  more  recruits,  but 
even  so,  that  is  no  reason  why  such  an  economically 
wasteful  plan  should  be  tolerated  at  a  time  when  it  is 
equally  as  important  to  conserve  our  physical  ener- 
gies as  our  other  resources.    We  probably  have  no 


more  inefficient  piece  of  machinery  in  the  whole  em- 
pire to-day  than  these  exhibitions  of  recruiting  efforts 
on  street  corners  and  in  our  public  meetings.  Man  after 
man  and  officer  after  officer  exhausts  himself  in  vain 
contortions,  resulting  in  one  or  two  offers,  generally 
inelegibles.  At  best  those  men  respond  who  have  the 
keenest  sense  of  duty  and  honor — all  too  often  the 
very  men  who  can  least  be  spared  at  home.  We  shall 
be  glad  to  learn  that  Mr.  Borden's  government  has 
taken  this  matter  of  recruiting  in  hand.  Neither  the 
responsibilities  of  this  war  nor  its  inevitable  sorrows 
are  fairly,  or  justly,  distributed. 


Entirely  Satisfactory? 

Mr.  J.  H.  Sherrard,  of  Montreal,  the  president  of 
the  Canadian  Manufacturers'  Asso'ciation,  which  met 
in  convention  in  Hamilton  during  the  past  week,  is 
reported  to  have  expressed  entire  satisfaction  with  the 
nianner  in  which  General  Hughes  has  handled  the  plac- 
ing of  ammunition  orders.  His  exact  words  are  quoted 
as  follows  : — ■ 

"Canada's  debt  to  the  Minister  of  Militia  in  connection 
with  the  making  of  munitions  will  only  be  fully  known  when 
the  history  of  our  part  in  the  war  is  written,  but  it  is  a 
great  satisfaction  and  relief  to  Canadians  generally,  that  the 
unfortunate  investigation  which  has  interrupted  his  very 
urgent  duties  has  cast  no  shadow  upon  his  integrity." 

With  the  last  part  of  this  remark  we  hope  we  can 
agree,  though  it  is  surely  somewhat  humiliating  to 
feel  that  our  standard  of  public  life  has  reached  that 
stage  where  the  fact  that  a  man  is  honest  is  consider- 
ed sufficient  cause  for  a  public  platform  demonstration. 
'Jlie  other  statement  in  this  quotation  about  our  debt 
to  the  minister  in  connection  with  the  supply  of  muni- 
tions it  is  not  so  easy  to  endorse.  In  view  of  the  facts 
that  have  been  unearthed  during  the  recent  investiga- 
tion in  Ottawa,  we  should  not  be  surprised  to  learn 
that  this  sentence  in  Mr.  Sherrard's  address  was  not 
greeted  with  loud  and  prolonged  applause  by  the  other 
Canadian  manufacturers  present. 


Water  Supply  for  the  Sault 

The  question  of  a  new  water  supply  for  the  city  of 
Sault  Ste.  Marie,  Ont.,  has  been  carefully  considered 
during  the  past  18  months.  Under  the  agreement 
made  between  the  city  and  the  private  company  which 
assumed  the  water  and  light  franchises  in  October, 
1914,  the  city  was  given  permission  to  continue  opera- 
tion of  the  pumping  plant  in  the  company's  building 
up  to  December  31,  1915.  Provision  has  since  been 
made  for  the  electrical  sub-station  required. 

On  account  of  the  pollution  of  the  St.  Mary's  River, 
resulting  chiefly  from  navigation,  the  Provincial  Board 
of  Health  will  not  approve  of  the  further  continuance 
of  the  water  supply  from  the  present  intakes.  Several 
other  sources  have,  therefore,  been  investigated,  and  in 
June,  last  year,  a  full  report  thereon  was  made  for  the 
city  by  M  essrs.  Alvord  &  Burdick,  consulting  engi- 
neers, of  Chicago.  As  there  was  some  doubt  expressed 
in  regard  to  the  capacity  of  one  of  the  schemes  that 
was  favorably  considered,  further  records  have  been 
taken  during  the  past  fall  and  winter,  which  have 
shown  it  to  be  satisfactory.  At  a  recent  regular  meet- 
ing of  the  city  council  a  resolution  was  passed  recom- 
mending that  this  supply  be  developed  and  that  a  pleb- 
iscite be  submitted  to  the  ratepayers  in  June,  for  their 
approval. 

This  scheme  consists  of  a  supply  from  a  small 
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creek,  which  is  fed  by  copious  springs  at  its  head.  The 
proposed  pumping  station  site  would  be  located  at  a 
point  on  the  creek  at  practically  the  same  elevation 
as  the  main  portion  of  the  city  and  .distant  about  4^. 
miles  from  the  centre  of  the  waterworks  distribution 
system.  The  route  of  the  pipe  line  would  be  along 
a\-oad  almost  in  a  direct  line  to  the  city.  About  mid- 
way between  the  proposed  pumping  site  and  the  city, 
the  line  passes  .over  a  summit,  elevation  of  which  is 
about  200  feet  above  the  main  street  of  the  city,  where 
it  is  proposed  to  build  a  reservoir  of  about  three  mil- 
lion gallons  capacity.  The  force  main  to  same  from 
pumping  station  and  gravity  line  therefrom  to  the 
city  system  will  jji  obably  be  24-in.  cast  iron  pipe. 


Vancouver  Branch  G.S.G.E. 

Elsewhere  in  this  issue  we  publish  in  condensed 
form  a  paper  on  "Pneumatic  Caisson  Developments 
in  America,"  which  was  read  before  Vancouver  Branch 
Canadian  Society  Civil  Engineers  at  a  regular  meet- 
ing of  that  body  held  on  the  evening  of  April  13th 
last  by  Mr.  Ernest  George  Matheson,  Professor  of 
Civil  Engineering,  University  of  British  Columbia. 
Mr.  Matheson  while  engaged  in  the  practice  of  his 
profession  in  New  York  some  years  ago  was  chiefly 
engaged  with  caisson  work  in  connection  with  the 
erection  of  several  large  bridges  and  business  blocks, 
and  therefore  had  to  deal  with  most,  if  not  all,  of  the 
problems  connected  with  that  difficult  branch  of  en- 
gineering science.  As  a  result  his  paper  proved  of 
unusual  interest  to  the  large  number  of  C.  S.  C.  _E. 
members  and  university  students  who  made  it  a  point 
to  be  present  on  the  occasion. 

The  above  address  brought  to  a  close  the  program 
of  meetings  and  papers  for  the  winter  of  1915-16.  The 
meetings  have  invariably  been  well  attended  and  the 
speakers  well  worth  hearing.  The  success  of  the 
winter  series  was  due  very  largely  to  the  zeal  dis- 
played by  the  president  of  the  branch— Mr.  R.  F. 
Hayward,  general  manager  of  the  Western  Canada 
Power  Company,  Limited,  Vancouver,  who  was  in- 
defatigable in  his  efforts  to  make  each  meeting  more 
successful  than  the  last. 


Faulty  Engineering 

Much  of  the  faulty  construction  and  imperfect 
workmanship  occurring  in  many  engineering  projects 
can  be  traced  to  the  incompetence  or  inability  of  the 
engineer  in  charge.  It  is  regrettable,  to  say  the  least, 
that  in  much  of  the  work  requiring  careful  and  exact 
supervision,  men  of  inferior  capabilities  or  uncertain 
experience  are  chosen  as  superintendents.  It  is  es- 
sentially of  prime  importance  that  those  in  charge  of 
a  piece  of  work  should  have  such  engineering  training 
and  skill  as'  will  be  comparable  with  the  technical  re- 
quirements of  the  work  and  such  as  will  ensure  the 
work  being  up  to  the  standard  laid  down  in  the 
specifications.  Road  building  serves  as  a  particular 
example  to  illustrate  a  case  where  incompetence  and 
inability  result  too  often  in  construction  of  an  entirely 
unsatisfactory  nature,  where  materials  are  skimped 
or  workmanship  is  imperfect  and  where  specifications 
and  plans  are  not  followed.  Much  blame  for  such  a 
state  of  affairs  is  often,  of  course,  due  to  lack  of  proper 
supervision  from  working  foremen,  but  with  a  proper 
engineer  in  charge,  the  conditions  causing  such  im- 
perfections will  to  a  large  extent  disappear. 

The  selection  of  an  inexperienced  or  incapable  en- 


gineer is  often  due  to  the  omission  of  definite  details 
in  the  specifications  regarding  his  experience  and 
ability.  There  is  a  tendency  in  reports  on  projects 
requiring  technical  skill  to  leave  unstated  the  exact 
qualifications  of  those  who  are  to  assume  the  responsi- 
bility of  the  work  or  who  are  to  be  placed  in  charge 
of  its  construction.  Often  it  is  merely  mentioned  that 
an  "engineer"  or  a  "competent  engineer"  is  to  super- 
vise, without  so  much  as  specifying  the  nature  of  his 
competency  and,  as  is  usually  the  case,  the  judgment 
as  to  this  quality  is  left  in  the  hands  of  a  non-technical 
board  or  commission.  The  result  is,  as  has  often  been 
shown,  that  a  person  is  chosen  who  is  entirely  unfit 
to  superintend  the  job,  due,  either  to  a  lack  of  practical 
experience  in  the  particular  branch  of  work  concerned, 
or  to  a  lack  of  the  requisite  technical  skill  or  training. 

This  matter  might  be  remedied,  at  least  in  part, 
by  the  inclusion  in  the  report  on  the  work,  of  a  defini- 
tion of  the  requirements  needed  by  the  engineer, 
which  would  indicate  the  technical  standing  he  must 
have  obtained  and  the  number  of  years  he  must  have 
spent  in  practical  supervision  or  construction.  There 
is  a  beginning  of  reform  in  this  regard,  for  some  of 
the  reports  on  public  or  private  projects  have  now  in- 
serted in  them  such  a  clause  as  leaves  no  room  for 
incapable  management.  The  general  adoption  of  this 
would  result  in  the  responsibility  being  placed  in  men 
of  proper  status  and  would  further  tend  to  ensure  that 
the  workmanship  and  materials  are  up  to  a  much 
higher  standard. 


Classification  of  Road  Materials 

The  subject  of  the  classification  of  asphaltic  and 
bituminous  materials  has  for  some  years  been  the  sub- 
ject of  active  discussion  in  the' Society  for  Testing 
Materials,  the  American  Society  of  Civil  Engineers 
and  other  bodies.  A  similar  discussion  has  been  going 
on  in  England.  A  report  on  this  subject  by  the  En- 
gineering Standards  Committee  has  just  been  issued. 
The  report  divides  into  three  groups  the  materials 
now  used  in  binding  together  the  stones  and  other 
mineral  aggregate  used  to  form  road  crusts  and  road 
surfaces  :  These  are  : — • 

(1)  The  tars  and  pitches  obtained  by  the  destruc- 
tive distillation  of  coal  or  similar  substances. 

(2)  The  bitumens  and  asphalts  which  are  found  in 
nature,  or  are  obtained  artificially  from  asphaltic  oils. 

(3)  Chemical  binders,  including  the  Portland  and 
natural  cements  which  owe  their  cementing  value  as 
road  binders  to  chemical  action,  and  which  are  not 
dealt  with  in  the  present  report. 

Hitherto,  as  the  "London  Surveyor"  points  out  in 
commenting  upon  this  report,  the  term  "bituminous 
material"  has  been  loosely  applied  to  tar  products,  as 
well  as  to  bitumens  and  asphalts,  but  the  committee 
have  from  the  first  considered  that  it  was  desirable 
from  the  road  engineer's  .point  of  view,  to  maintain 
a  sharp  line  of  demarcation  between  the  two  groups. 
The  views  put  forward  in  correspondence  from  Am- 
erica and  by  American  engineers  of  standing  and  ex- 
l)erience  have  been  carefully  considered,  but  the  com- 
mittee still  adhere  strongly  to  the  view  that  the  des- 
cription "bituminous"  should  be  applied  only  to  the 
second  group. 

In  England,  the  first  group  of  road  binders,  the 
coal-tars  and  pitches,  have  been  in  use  for  many  years, 
and  as  the  Road  Board  in  1911  issued  specifications 
for  the  tars,  tar  oils  and  pitches  which  they  recom- 
mend for  road  purposes,  these  materials  have  already, 
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to  some  extent,  been  defined  by  those  specifications. 
The  Road  Board,  early  in  1914,  issued  a  second  edi- 
tion of  these  specifications.  Only  two  classes  of  tar 
and  one  class  of  pitch  are  dealt  with,  and  as  these 
specifications — which  form  part  of  the  report — are  of 
such  recent  date,  the  committee  recommend  that  they 
be  adopted  provisionally  as  the  British  Standard 
sjiecifications  for  tars  and  pitches  used  for  road  work. 

The  committee  find  that  the  choice  of  names  for 
the  second  group  of  road  binders  is  a  matter  of  some 
difficulty.  This  difficulty  is  increased  by  the  fact  that, 
whilst  it  is  desirable  to  obtain  the  concurrence  of  the 
American  engineers  to  the  nomenclature  and  defini- 
tions which  the  committee  now  propose,  the  adoption 
of  the  American  nomenclature  for  the  various  materi- 
als composing  this  group  would  be  liable  to  lead  to 
confusion  and  misunderstanding  in  England. 

The  committee  have  been  very  anxious  to  secure 
uniformity  Avith  American  practice,  and  have  care- 
fully and  fully  considered  the  definitions  adopted  by 
the  American  Society  for  Testing  Materials,  and  by 
the  American  corresponding  members,  but  it  is  felt 
that  the  definitions  now  decided  on  are  preferable 
from  the  road  engineer's  point  of  view,  as  they  are 
based  on  those  characteristics  of  the  materials  which 
can  be  most  readily  verified  when  employed  for  road 
inaking.  In  accordance  with  this  view  the  committee 
consider  that  it  is  desirable  to  make  a  sharp  distinc- 
tion between  coal  tar  and  parafiin  oil  derivatives  on  the 
one  side  and  native  bituminous  substances  and  as- 
])haltic  oil  residues  on  the  other,  and  they  are  there- 
fore unable  to  accept  the  American  definition  of  bi- 
tumen— which  would  include  the  coal-tars. 

The  committee's  report,  the  full  title  of  which  is 
"British  Standard  Nomenclature  of  Tars,  Pitches,  Bi- 
tumens and  Asphalts,  when  used  for  Road  Purposes, 
and  British  Standard  Specifications  for  Tar  and  Pitch 
for  Road  Purposes,"  is  obtainable  at  the  price  of  5s.  4d. 
(post  free)  either  from  the  offices  of  the  committee, 
28  Victoria  St.  S.  W.,  or  from  the  publishers,  Messrs. 
Crosby,  Lockwood  &  Son,  Stationer's  Hall-court,  E.C. 


Activity  in  Ford  City 

The  town  of  Ford  City  has  let  the  contract  for  the 
])avement  on  Belle  Island  Avenue  and  for  a  concrete 
box  drain  in  the  alley  west  of  this  avenue,  estimated 
to  cost  upwards  of  $6,000.  In  the  very  near  future  the 
contract  for  sidewalks,  estimated  to  cost  upwards  of 
$3,000,  will  also  be  let.  Additional  construction  work 
during  the  present  season  will  include  a  new  public 
school  to  cost  in  the  neighborhood  of  $50,000,  the  plans 
for  which  are  at  present  in  the  hands  of  the  architects. 
Other  building  work  is  quite  active,  more  especial h 
in  the  way  of  dwelling  houses  for  working  men. 

Preliminary  arrangements  have  been  about  com- 
pleted for  the  extension  of  the  concrete  pavement, 
about  15  feet  in  width,  from  the  3rd  Concession  Road, 
Sandwich  East,  via  Seventh  Concession  Road,  and 
partly  along  the  side  of  the  Pere  Marquette  Railway, 
to  Oldcastle,  on  the  Talbot  Road,  in  the  Township  of 
Sandwich  South,  a  distance  of  about  miles;  con- 
structitin  work  is  expected  to  commence  shortly. 


Storage  of  Cement 

The  one  necessary  factor  in  preserving  cement  is 
to  prevent  the  access  of  moisture.  It  does  not  recjuire 
direct  contact  with  water  to  injure  cement,  but  such 
is  the  affinity  of  the  material  for  water  that  even 
atmospheric  moisture  and  wall  dampness  cause  it 


to  become  hard  and  lumpy.  The  effective  preventive 
of  spoiled  cement  is,  therefore,  to  exclude  every  trace 
of  moisture.  All  air  circulation  around  or  between 
the  sacks  should  be  prevented  so  that  a  damp  atmos- 
phere.will  not  come  in  contact  with  the  cement.  A 
false  floor  of  boards  laid  on  blocks  or  bricks  keeps  the 
material  away  from  the  ground.  It  is  necessary  also 
to  keep  it  separated  from  damp  walls.  Sacks  should 
be  packed  as  closely  together  as  possible  so  as  to 
l)resent  a  minimum  outside  surface  to  the  air.  Other 
things  being  equal,  paper  bags  are  more  efficient  in 
preserving  cement  than  cloth  sacks,  due  to  the  paper 
absorbing  moisture  less  easily.  When  well  protected 
in  this  way  with  a  waterproof  covering  fixed  tightly, 
cement  may  be  preserved  indefinitely.  Sacks  should 
not  be  turned  around  or  changed  from  pile  to  pile. 
If  caked,  it  is  better  not  to  break  the  cake  in  order 
that  fresh  material  may  not  be  exposed  to  the  action 
of  the  air. 


Asbestos  Situation  in  U.  S.  A. 

The  embargo  placed  on  the  export  of  asbestos  from 
(Janada  to  other  than  British  or  allied  countries  is 
already  having  its  effect  on  the  asbestos  situation  in 
the  United  States.  Canada  is  the  world's  greatest 
producer  of  this  mineral,  most  of  which  was  formerly 
exported  to  the  United  States,  free  of  duty.  The 
order-in-council  preventing  exportation  naturally  pro- 
duced an  effect  on  American  manufacturers  of  asbestos 
products  and,  although  the  embargo  was  modified  to 
allow  them  to  have  crude  asbestos  under  guarantees 
that  neither  the  crude  or  manufactured  material  would 
be  re-exported  to  countries  other  than  those  provided 
fc)r  in  the  original  order,  there  has  been  some  increase 
and  probably  will  be  a  further  increase  in  the  ex- 
ploitation of  the  available  supplies  in  the  United 
States.  Increases  in  production  in  Arizona  and 
(k'orgia  with  promises  of  similar  activities  in  other 
parts,  although  in  many  cases  of  low  cjuality,  have  to 
a  certain  extent  relieved  the  loss  due  to  the  Canadian 
embargo. 


Lightning  Protection  of  Water  Towers 

Water  towers,  on  account  of  their  high  and  iso- 
lated positions,  are  good  targets  for  lightning.  The 
effective  protection  of  such  structures  was  discussed' 
in  a  report  presented  at  the  meeting  of  the  National 
P'ire  Protection  Association  held  last  month  in  Chicago. 
For  wood  tanks  placed  on  steel  towers,  an  air  term- 
inal should  be  placed  on  the  point  of  the  roof  bonded  to 
the  top  of  the  tower  by  a  metal  conductor,  while  a 
ground  wire  extending  well  into  the  damp  earth  should 
be  bonded  to  the  bottom  of  the  tower.  For  steel  tanks 
and  towers,  the  air  terminal  may  be  omitted.  A  metal 
roof  may  serve  as  the  air  terminal  with  a  conductor 
connecting  it  to  the  tower.  High  structures  require 
at  least  two  ground  rods.  The  bonding  should  be 
made  by  using  a  plug  soldered  to  the  conductor  and 
screwed  into  a  hole  in  the  steel  framework  so  as  to 
make  perfect  electrical  contact. 


Plans  and  specifications  are  being  prepared  for  a 
new  office  building  for  the  Welland  Vale  Company 
(38  X  70  ft.),  three  storeys  high,  concrete  foundation, 
brick  first  and  second  floors,  mill  construction,  modern 
plumbing,  marble  and  tile  work,  hot  water  heating, 
electric  wiring.  Tenders  close  Monday,  June  2t')th. 
A.  E.  Nicholson,  St.  Catharines,  is  architect. 
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Province  of  Ontario  Highways 

Interesting,  Descriptions  of  the  Methods  Adopted  in  Constructing, 
Maintaining  and  Financing — The  City's  Share  of  the  County  Roads 


DEVELOPMENT  work  on  the  highways  of  the 
Province  of  Ontario  is  very  fully  described  in 
the  annual  report  of  the  Department  of  High- 
ways of  the  Province,  prepared  by  Mr.  W.  A. 
McLean,  Deputy  Minister,  and  just  issued  by  the  De- 
partment. The  report  states  that  in  the  province  there 
are  55,000  miles  of  roadways,  of  which  approximately 
20,000  miles  are  well  graded  earth  roads,  3,000  miles 
are  surfaced  with  broken  stone,  and  19,000  miles  are 
surfaced  with  gravel.  The  mileage  of  surfaced  roads 
is  considered  encouraging,  in  that,  while  many  are 
sometimes  in  a  neglected  state  and  often  of  inferior 
construction,  these  will  nevertheless  respond  more 
readily  and  cheaply  to  the  systematic  attention  which 
it  is  the  desire  and  aim  of  the  Highways  Department 
of  the  Province  to  encourage.  The  report  notes  that 
the  building  of  important  market  roads  under  county 
systems  will  be  of  more  extended  benefit  by  reason  of 
even  moderate  improvement  of  the  local  feeders. 

The  report  deals  at  length  with  the  expenditures 
made  by  the  various  counties  of  the  province  during 
the  past  year  and  the  methods  of  obtaining  the  money 
for  this  work.  The  cost  of  county  roads  is  also  dis- 
cussed at  considerable  length,  and  it  is  pointed  out 
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how  much  depends  on  local  conditions.  For  example, 
in  a  number  of  districts  where  they  have  no  local  ma- 
terial for  road  making,  where  the  subsoil  has  to  be 
carefully  prepared,  freight  rates  paid  and  so  on,  the 
cost  may  run  anywhere  from  $4,000  to  $8,000  per  mile. 
In  other  districts,  however,  where  there  is  an  abundant 
supply  of  stone  close  at  hand,  and  where  the  task  of  the 
roadmaker  is  often  only  that  of  regrading  or  laying  a 
new  surface  over  an  old  stone  or  macadam  road,  the 
expenditure  need  not  exceed  $2,500,  or  at  most  $3,500 
per  mile.  Where  good  gravel  is  easily  available,  a 
substantial  roadway  can  be  produced  for  from  $1,000 
to  $2,000  per  mile. 

A  standard  form  of  construction  consists  of  an 
e;rrth  grade,  twenty-four  feet  between  shoulders,  out- 
side of  which  are  the  open  drains.  In  the  centre  of  the 
grade  is  placed,  for  a  "single  track"  road,  gravel  or 
stone  to  a  width  of  ten  feet,  and  a  depth  varying  from 
six  to  twelve  inches,  according  to  the  traffic,  subsoil 
and  existing  foundation.  Good  grading  and  drainage 
are  of  first  importance.  The  road  should  be  rolled  with 
a  ten-ton  steam  roller  to  complete  for  traffic.  If  the 
road  is  on  an  important  line  of  through  traffic,  or  ad- 
jacent to  a  city,  the  earth  grade  should  be  twenty- 


inferior   (iravel — Irregular  and  sandy.     Note  foot-rule. 


June  21,  1916 


THE  CONTRACT  RECORD 


June  31,  1916 


THE  CONTRACT  RECORD 


611 


2 
c 

.&« 

W  o 


seven  feet  wide  instead  of  twenty-four,  and  provision 
made  for  a  "double-track"  of  gravel  or  stone,  eighteen 
feet  wide.  This,  however,  is  rarely  necessary.  A 
single  track  of  metal  nine  or  ten  feet  wide  may  first 
be  laid,  and  later  widened  to  eighteen  feet  as  traffic 
increases. 

Financing  County  Road  Systems 

(^nc  of  the  ciiief  difficulties  in  the  way  of  better 
roads  throughout  the  country  is  the  c|uestion  of  fin- 
ancing. The  average  county  council  hesitates  to  add 
to  the  tax  rate  by  so  many  mills  on  the  dollar  and 
often  for  sentimental  reasons  they  are  equally  opposed 
to  the  issue  of  debentures  for  this  purpose.  On  this 
question  of  financing  county  road  systems,  Mr.  Mc- 
Lean's report  makes  some  interesting  and  valuable 
suggestions,  as  follows  : — 

Alarming  but  inaccurate  statements  are  met  with 
from  time  to  time  as  to  the  cost  and  debt  accruing 
from  county  road  systems.  In  financing  the  work, 
some  counties  levy  an  annual  rate  on  the  equalized  as- 
sessment to  meet  the  yearly  expenditure.  Others  ob- 
tain the  necessary  funds  by  the  issue  of  debentures. 
The  sentiment  of  some  localities  is  strongly  opposed 
to  the  creation  of  municipal  debt ;  but,  by  a  reason- 
able compromise,  a  sound  scheme  of  finance  can  usu- 
ally be  reached,  such  as  will  be  practicable,  fair,  and 
will  not  unduly  retard  progress. 

The  construction  of  a  system  of  county  roads 
roads  should  not  be  considered  solely  with  regard  to 
the  total  cost  in  a  term  of  years,  but  rather  from  the 
standpoint  of  the  annual  cost.  Road  improvement  is 
a  process  of  development  which  will  necessarily  ex- 
tend over  a  long,  term  of  years,  and  is  a  perpetual 
charge  rather  than  a  definite  capital  outlay. 

A  county  rate  of  1^  mills  on  the  equalized  county 
assessment  should  provide  a  satisfactory  annual  fund 
for  expenditure  on  county  roads,  and  should  not  be 
beyond  the  ability  or  willingness  of  any  county  in 
the  province. 

For  example,  to  levy  a  rate  of  lJ/2  mills  would 
create  an  annual  expenditure,  for  each  $10,000,000  of 
assessment,  as  follows  : — ■ 

County  rate — mills  would  produce  $15,000 

Raised  by  issue  of  debentures  to  meet  cost  of 

bridges  and  permanent  construction   C>,000 

Provincial  subsidy,  40  per  cent,  of  total  ex- 
penditure  14,000 

Total  for  year  $35,000 

At  the  end  of  ten  years  the  net  result  to  the  county 
would  be  a  plan  of  road  improvement  representing  an 
asset  of  $350,000,  with  a  debenture  debt  of  $60"^000. 

The  objection  to  an  annual  levy  alone  is  that, 
without  imposing  an  objectionably  heavy  tax,  insuffi- 
cient funds  are  provided ;  progress  is  slow,  and  the 
gradually  increasing  demands  for  maintenance  tend 
to  further  retard  progress  of  construction.  Public  dis- 
satisfaction arises  from  the  fact  that  roads  are  not  be- 
ing built  rapidly  enough,  maintenance  of  roads  is  neg- 
lected, and  still  a  substantial  tax  is  being  paid.  Fur- 
ther, by  the  annual  levy  alone,  the  people  of  to-day 
are  paying  for  benefits  to  which  the  future  should  fairly 
contribute. 

The  objection  to  construction  solely  by  the  issue  of 
debentures  is  that  property  owners  of  the  future  may 
be  called  upon  to  pay  in  part  for  benefits  which  they 
do  not  receive;  while  a  considerable  part  is  absorbed 
by  interest  charges.  The  sentimental  objection  to 
municipal  debt  is  also  strong  in  some  localities  and 
must  be  considered.  Further,  the  immediate  improve- 
ment of  the  roads  is  secured  with  so  litt^^^^^M^^ 
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den  of  taxation  that  succeeding  councils Jear  to  levy 
a  reasonable  annual  rate  for  maintenance.  Much  de- 
pends on  the  term  for  which  debentures  are  issued. 
The  Act  permits  a  period  of  thirty  years,  but,  if  con- 
fined to  ten  or  twenty  years,  a  sounder  basis  is  at- 
tained. 

As  stated  in  a  previous  paragraph,  a  compromise,  a 
union  of  the  two,  an  annual  levy  supplemented  by  a 
debenture  issue,  affords  a  reasonable  and  sound  meth- 
od .of  finance  such  as  will  not  retard  necessary  pro- 
gress, will  permit  proper  maintenance,  will  not  unduly 
burden  the  present  or  future,  and  will  not  create  an 
objectionably  large  municipal  debt.  By  meeting  part 
of  the  cost  of  construction  by  an  annual  levy,  and  part 
by  the  issue  of  debentures,  the  most  satisfactory  result 
can  be  attained.  Just  what  part  should  be  met  by  the 
issue  of  debentures  may  be  estimated  from  several 
standpoints,  such  as:  (1)  the  permanent  part  of  the 
work;  (2)  the  ultimate  cost  of  maintenance;  (3)  the 
ability' and  willingness  of  the  people  of  the  county  to 
contribute  by  direct  tax. 

(1)  Certain  parts  of  the  work  may  be  considered 


.\t  raiiKf'iiK-nl    of    (  inisliing    Kfjiiiiinient  —  (  )xfofd    County — Crusher  below 
floor  of  quarry;  limestone  fed  to  hopper  over  Crusher,  and  crushed 
material  elevated  to  revolving  screen  and  storage  bin. 

permanent,  such  as  concrete  bridges,  grading,  hill- 
cutting  and  drainage.  The  cost  of  such  permanent 
construction  may  be  estimated,  and  raised  by  the  issue 
of  debentures ;  while  a  further  amount  to  construct, 
maintain  and  meet  the  annual  payments  on  the  deben- 
tures may  be  met  by  annual  levy. 

(2)  The  probable  cost  of  maintenance  for  the  com- 
pleted system  may  be  estimated,  and,  together  with 
the  annual  j)ayment  on  debentures,  this  sum  may  be 
raised  as  soon  as  the  county  system  is  assumed.  The 
cost  of  maintenance  for  the  first  few  years  is  small, 
and  the  difference  can  conveniently  be  put  into  con- 
struction, to  be  supplemented  as  needed  by  funds 
raised  by  the  issue  of  debentures.  As  maintenance 
costs  increase,  a  larger  amount  will  be  needed  from 
tlic  clcbcnture  fund — but  the  total  debt  need  be  com- 
paratively small. 

(3)  In  case  the  ability  and  willingness  of  the  peo- 
ple permit,  a  still  larger  sum  than  is  ultimately  needed 
for  maintenance  may  be  raised  when  the  system  is 


first  assumed,  thereby  still  further  reducing  the  neces- 
sary debenture  debt. 

Broadly,  when  a  county  adopts  the  policy  of  rais- 
ing a  substantial  sum  annually  (to  be  supplemented, 
as  required,  from  debenture  issues),  the  difficulty  of 
financing  the  work  is  by  no  means  burdensome,  and 
the  method  is  financially  sound  above  all  criticism. 

The  report  futher  deals  with  the  highway  legisla- 
tion enacted  by  the  Ontario  Legislature  at  their  last 
session,  which  has  already  been  dealt  with  in  the  Con- 
tract Record.  In  defense  of  the  principle  contained 
in  the  Ontario  Highways  Act,  that  cities  should  con- 
tribute to  the  construction  and  maintenance  of  main 
roads  and  leading  market  roads  adjacent  to  the  city, 
conditions  in  a  number  of  U.  S.  states  are  quoted,  as 
for  example,  New  York,  where  85  per  cent,  of  the 
cost  of  the  state  roads  is  paid  by  the  city  of  New  York ; 
the  city  of  Detroit  is  paying  85  per  cent,  of  the  cost 
of  the  concrete  roads  of  Wayne  County ;  the  city  of 
Cleveland  is  paying  annually  $800,000  for  roads  out- 
side the  city ;  and  the  city  of  Boston  is  paying  65  per 
cent,  of  the  expenditure  on  the  state  roads  of  Massa- 
chusetts. 

An  appendix  deals  fairly  completely  with  the  four 
topics,  county  road  inspection,  tests  of  materials,  non- 
as])lKiltic  road  oils,  and  traffic  census  statistics.  In 
connection  with  the  report  on  county  road  inspection, 
submitted  by  assistant  engineer  W.  Huber,  a  number 
of  very  interesting  photographs,  representing  the 
arrangement  of  crushing  equipment  in  various  coun- 
ties are  shown.  Through  the  kindness  of  the  High- 
ways Department,  these  photographs,  as  well  as  a  num- 
ber of  others  dealing  with  roadways'  matters,  are 
reproduced  in  our  present  issue. 


Monastery  in  Quebec 

A  contract  for  the  construction  of  a  monastery  at 
tlie  corner  of  Ste.  Foye  Road  and  Bell  Avenue,  Que- 
bec, has  been  let  to  Mr.  L.  G.  Fauteux,  St.  Benoit,  P.Q., 
the  plans  having  been  drawn  up  by  Mr.  C.  Bernier, 
Montreal.  The  building,  of  five  storeys,  is  on  a  site 
125  X  52  feet,  and  will  be  connected  by  a  corridor 
with  a  temporary  church  now  existing.  The  monastery 
is  for  the  Peres  du  Tres  St.  Sacrament,  and  will  cost 
$82,000.  The  exterior  is  of  plastic  brick,  supplied  by 
the  Citadel  Brick  Company,  Avith  Deschambault  stone 
trimming ;  and  similar  stone  will  be  employed  for  the 
exterior  up  to  the  first  floor.  Interior  finish  and  par- 
titions will  be  of  plaster,  while  the  floors  are  to  be 
hardwood,  which  will  also  be  used  for  all  other  wood- 
work. The  heating  will  be  hot  water  on  the  Briset 
system.  On  the  ground  floor  will  be  located  the 
kitchen,  dining  room,  parlor,  and  reception  room;  on 
the  other  floors  provision  is  made  for  recreation  rooms, 
library,  toilets,  chapel  and  infirmary,  tlie  balance  of 
the  space  being  for  a  large  number  of  bedrooms.  A 
garden  roof  is  also  provided. 


Milton  Pressed  Brick  Co.,  Ltd. 

A  large  brick  amalgamation  has  just  been  com- 
pleted by  which  the  Milton  Pressed  Brick  Company, 
Limited,  of  Milton,  takes  over  the  Toronto  Pressed 
Brick  Company,  of  Milton,  and  the  Medina  Shale 
Brick  Company,  of  Streetsville.  The  new  company 
will  be  known  as  the  Milton  Pressed  Brick  Company, 
Limited;  capitalized  stock  $1,500,000.  J.  S.  McCan- 
nell  is  i)residcnt  and  managing  director  of  the  new 
company. 
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This  is  the  Age  of  Rapid  Construction 

A  Number  of  Specific  Instances  Where  Modern  Methods  Aided 
Speedy  Building  Operations— A  Big  Chemical  Plant  for  Quebec 


Scattered  over  a  U-shaped  area  a  mile  long,  cover- 
ing 460  acres,  a  great  powder  plant,  costing  upward 
of  $1,500,000,  was  recently  completed  in  five  months 
at  Drummondville,  Que.,  by  an  American  firm  of  en- 
gineers and  constructors.  Two  acid-making  plants 
added  to  the  original  contract  have  since  been  built  at 
an  additional  cost  of  $500,000.  No  unit  of  the  plant 
was  difficult  of  construction,  but  the  work  as  a  whole 
required  extensive  clearing  and  grading,  the  construc- 
tion-of  seventy-five  concrete,  brick  and  timber  build- 
ings and  a  railroad  yard,  the  installation  of  heavy  ma- 
chinery and  the  fitting  of  an  extraordinary  quantity 
of  pipe. 

The  plant  will  be  operated  by  the  Aetna  Chemical 
Company  of  Canada  for  the  manufacture  of  guncotton 
and  smokeless  powder.  It  is  located  near  the  French- 
Canadian  village  of  Drummondville,  Que.,  which  has  a 
population  of  only  3,000,  and  which  could  neither  fur- 
nish nor  house  the  2,000  workmen  required  to  push  the 
plant  to  rapid  completion.  The  powder  works  will 
draw  water  from  its  own  filter  plant  on  the  St.  Francis 
River.  It  is  located  near  a  branch  of  the  Canadian 
Pacific  Railway,  from  which  a  permanent  siding  and 
yard  had  to  be  built  for  the  plant. 

Plans  Made  Quickly 

The  site  was  selected  at  the  time  of  the  signing  of 
the  contract.  A  preliminary  survey  was  at  once  made 
and  a  general  layout  established  so  that  construction 
was  actually  started  within  two  weeks.  The  general 
layout  of  the  plant,  which  is  U-shaped,  places  the  sul- 
phuric-acid plant,  nitric-acid  plant,  cotton  stores  and 
cotton  dry  house  in  the  order  named  from  south  to 
north  along  the  east  side.  The  remainder  of  the  gun- 
cotton  plant  and  the  press  houses  of  the  smokeless 
powder  plant  are  located  on  the  main  east-and-west 
axis,  and  the  balance  of  the  smokeless  plant  on  the 
west  side. 

All  the  buildings  except  the  pump  house,  power 
house  and  magazines  were  constructed  of  timber.  The 
power  house  is  coinbination  brick  and  timber.  The 
magazines  were  built  with  tile  walls  and  reinforced- 
concrete  roofs.  All  important  foundation  work  is  of 
concrete.  The  steam,  air  and  alcohol  piping  has  been 
carried  above  ground,  the  high  pressure  hydraulic 
lines  at  the  surface  in  boxes  and  the  water  piping  in 
trenches  at  least  6  feet  deep  to  provide  against  frost. 

Materials  Assembled  Rapidly 

The  first  task  of  the  constructors  on  being  ordered, 
July  20,  1915,  to  proceed  with  the  work,  was  to  as- 
semble at  the  site  the  plant  and  the  large  quantities 
of  material  needed.  The  plant  was  loaded  immediately 
at  Montreal  and  reached  the  site  in  two  days.  Hav- 
ing kept  in  the  closest  touch  with  the  market,  the  firm 
was  in  a  position  to  place  the  main  orders  for  material 
to  good  advantage  at  short  notice.  The  capacity  of  a 
good-sized  lumber  mill  at  Drummondville  was  investi- 
gated, and  its  entire  output  was  at  once  contracted 
for  in  small-dimension  sizes.  The  large  timber  was 
bought  at  once  from  Montreal  dealers.  The  entire  out- 
put of  a  brick  kiln  at  Mitchell  Station,  near  the  work, 
was  bought  up.    Arrangements  were  made  at  Drum- 


mondville for  the  exclusive  use  of  its  rock-crushing 
plant,  which,  when  pushed  to  capacity,  could  just  sup- 
ply the  job  with  aggregate,  and  contracts  were  made 
with  the  local  farmers  for  delivering  boulders  to  be 
crushed.  Good  sand  in  large  quantities  was  found  at 
the  site. 

Key  Structures  Attacked  First 

The  detailed  design  of  the  plant  and  the  supervi- 
sion of  the  construction  were  carried  out  by  the  con- 
structors under  the  guidance  of  the  Aetna  Company's 
engineers,  with  the  result  that  the  work  was  harmoni- 
ously planned  and  executed.  There  was  little  waiting 
by  the  construction  forces  for  plans  to  be  delivered, 
and  all  details  were  worked  out  in  time  to  have  the 
necessary  material  at  the  site  when  it  was  needed. 
Two  main  features  were  at  once  recognized  as  the  keys 
to  the  rapid  completion  of  the  plant.  The  first  was 
the  railroad  yard,  which  the  constructors  needed  to 
get  in  materials  and  plant,  and  the  second  was  the 
power  house — a  heavy  piece  of  construction  which  was 
started  at  once  and  finished  within  104  days.  The 
grading  required  was  in  sand  and  was  not  heavy. 
It  and  the  clearing  had  to  be  done  immediately,  and 
both  were  started  July  20  with  local  labor,  teams  and 
scrapers.  This  work  was  practically  completed  by 
September  1.  As  rapidly  as  possible  a  large,  well  built 
camp  was  constructed  on  the  site  to  care  for  2,000 
men  sent  up  from  Montreal.  This  was  made  a  per- 
manent camp  for  the  use  of  the  operating  forces  by 
the  addition  of  a  club  house  and  separate  cottages. 
Meanwhile  the  railroad  yard  was  partly  graded,  and 
the  entire  three  miles  of  trackage  was  laid  and  in  use 
by  August  15.  Two  weeks  later  the  yard  had  been 
completely  graded  and  the  tracks  put  in  permanent 
shape. 

Difficulties  with  Water 

As  soon  as  possible  the  foundation  work  was  start- 
ed. The  site  was  elevated,  and  it  was  not  expected 
that  water  would  be  found  in  the  excavation  for  the 
foundations  and  the  numerous  pipe  trenches.  How- 
ever, water  was  encountered  in  all  of  this  work  about 
two  feet  below  the  surface.  Pumps  were  at  once  se- 
cured, and  the  difficulty  was  met  with  hardly  the  ex- 
pense of  a  day's  delay.  Following  the  excavating 
crews  were  five  gangs  with  portable  mixers,  supplied 
by  teams,  putting  in  concrete  foundations.  After  them 
came  the  crews  erecting  the  timber  frames.  A  very 
limited  use  was  made  of  steel  in  the  construction.  The 
future  contents  of  the  buildings  made  fireproofing 
somewhat  superfluous,  and  the  lighter,  cheaper  con"- 
struction  adopted  is  considered  more  economical  in 
the  long  run.  The  buildings  are  spaced  widely,  and 
under  these  conditions  are  amply  protected  froni  fire. 

All  the  buildings  are  linked  by  an  industrial  rail- 
way along  which  the  materials  are  transported  in  the 
course  of  manufacture  from  the  acid  plants  at  one  end 
to  the_  finished  smokeless  powder  at  the  other.  A  lo- 
comotive crane  spotted  the  cars  carrying  the  equip- 
ment of  presses,  tanks  and  oth^r  heavy  apparatus  and 
unloaded  them  on  runways  on  which  the  machinery 
was  moved  into  various  buildings  before  the  comple- 
tion of  the  outside  walls.   Wagons  were  used  for  trans- 
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porting  all  other  materials  on  the  job.  Only  one  mo- 
tor truck  was  employed,  because  road  conditions  were 
poor.  This  truck  hauled  small  plant  and  rush  sup- 
plies from  the  Intercolonial  Railway,  over  which  a  fast 
express  service  from  Montreal  was  available. 

Mixers,  pumps,  hoisting  .equipment,  etc.,  were  in- 
dependent steam  units.  About  100  horsepower  in  elec- 
tric current — all  the  local  company  could  supply— was 
used  for  lighting,  and  for  temporary  operation  of  the 
permanent  pumping  station. 

Strong  Overhead  Organization 

To  secure  efficiency  from  a  maximum  of  2,300  men 
drawing  wages  of  $45,000  weekly,  a  strong  organiza- 
tion was  necessary.  At  its  head  the  engineer  in  charge 
was  responsible,  with  the  help  of  the  main  office,  for 
having  all  designs  ready,  all  materials  on  hand,  all  work 
laid  out  and  orders  issued  in  accordance  with  the  con- 
struction schedule.  Under  him  the  general  superin- 
tendent had  entire  charge  of  the  actual  work  of  creat- 
ing the  plant.  His  force  comprised  not  less  than  ten 
general  foremen  under  whom  in  turn  were  foremen  in 
charge  of  each  of  a  large  number  of  scattered  crews. 
The  classes  of  labor  requiring  general  foremen  were 
-the  excavating  and  concrete  forces,  with  two  general 
men ;  the  timber-framing  and  erection  crews,  the  brick 
layers,  the  men  engaged  in  installing  the  machinery 
and  the  pipe  fitters.  In  addition  'the  construction  of 
the  yard,  power  plant,  acid  plants,  and  filtration  plant 
were  each  treated  as  separate  units  and  put  in  charge 
of  a  general  foreman  with  a  complete  organization. 
This  system  worked  well,  as  the  units  which  were 
important  time  factors  were  in  charge  from  start  to 
finish  of  one  man  who  was  responsible  for  their  com- 
pletion to  schedule,  while  the  main  force  for  the  large 
number  of  smaller  units  was  kept  mobile  so  that  it 
could  be  thrown  where  needed  for  the  greatest  econ- 
omy and  speed. 

Acid  Plants  Delay  Completion 

During  the  construction  it  became  evident  from  the 
growing  scarcity  of  nitric  and  sulphuric  acid  that  the 
Aetna  Company  would  have  to  build  its  jown  acid 
plants.  But  for  this  the  guncotton  end  of  the  plant 
could  have  been  put  in  operation  November  15,  six- 
teen weeks  after  the  contract  was  signed,  and  smoke- 
less powder  could  have  been  manufactured  by  Decem- 
ber 15,  a  month  later.    The  nitric-acid  plant,  first  de- 


cided on,  was  completed  early  this  year,  and  the  sul- 
phuric-acid plant  is  now  being  built.  The  total  out- 
lay for  the  completed  plant  represents  $2,500,000,  of 
which  cost  the  construction  work  comprised  four- 
fifths.  The  work  was  carried  out  under  the  direction 
of  the  engineering  and  construction  forces  of  the  Aetna 
Explosives  Company  by  Westinghouse,  Church,  Kerr 
&  Company,  whose  representatives  were  J.  H.  O'Brien, 
managing  engineer,  F.  E.  Caldwell,  engineer  in  charge, 
and  John  Lydon,  construction  superintendent. 


Simpson  Mail  Order  Building 


The  accompanying  illustrations  show  the  progress 
that  has  been  made  on  the  new  mail  order  building  of 
tlu"  Robert  Simpson  Company  on  Mutual  Street.  A 
general  description  of  the  structure  appeared  in  the 
Contract  Record  of  April  26th.  The  cuts  show  the 
comparative  conditions  on  April  1  and  June  1,  and 
demonstrate  the  rapidity  with  which  Wells  Brothers, 
the  general  contractors,  are  advancing  the  work. 

Fig.  1  shows  the  preparation  for  excavating  the 
foundations.  Owing  to  the  soil  being  unsuited  for  a 
spread  foundation  for  a  building  of  this  type,  con- 
crete caissons  were  used,  seventy-eight  in  all,  vary- 
ing in  diameter  from  four  to  six  and  one-half  feet,  and 
extending  43  to  46  feet  to  bedrock.  An  interesting 
method  of  reducing  the  labor  in  their  construction  was 
used,  by  which  it  was  possible  to  excavate  for  thirty- 
eight  caissons  at  one  time.  An  endless  chain  was 
run  from  the  engine  shown  in  the  illustration.  Fig.  1, 
up  and  down  through  three  rows  of  tripods,  back  to 
the  engine.  This  chain  was  continually  moving.  As 
the  buckets  in  each  hole  were  filled  by  the  excavators, 
they  were  attached  by  their  rope  to  the  moving  chain 
over  the  niggerheads  which  can  be  seen  on  the  tripods. 
The  buckets  were  thus  pulled  up,  dumped  and  then 
lowered  to  be  again  filled.  The  endless  chain  covered 
thirty-eight  holes  altogether,  so  that  any  or-  all  of 
them  could  be  excavated  at  one  time.  Thus  by  only 
two  settings  of  the  equipment  all  the  caissons  were 
dug,  which  expeditious  method  contributed  materi- 
ally to  the  rapidity  with  which  the  work  has  been 
carried  out.  On  account  of  the  large  amount  of  water 
in  the  sub-soil  continuous  night  and  day  labor  was 
required  until  the  pouring  of  the  concrete  was  com- 


Fig.  I  — Simpson  Building,  April  1. 


Fig.  2— Seven  Storeys  up  Two  Months  Later. 
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pleted.  This  prevented  any  undue  accumulation  of 
moisture. 

Fig.  2  shows  the  conditions  on  June  1  with  five 
floors  up.  The  framework  carrying  the  derrick  is 
shown.  This  is  continually  being  extended  upward 
as  the  construction  continues,  and  it  serves  also  as  a 
guide  for  a  hoist. 

The  building,  although  as  yet  far  from  complete, 
will,  it  is  expected,  be  finished  this  fall.  As  evidence 
of  the  rapidity  of  the  work,  the  first  slab  was  poured 
on  the  19th  of  April,  and  the  construction  is  now  at 
the  seventh  floor. 


Record  in  Vancouver  Building 


When  the  American  Can  Company,  Limited,  built 
their  large  factory  on  Railway  Street,  Vancouver, 
three  years  ago,  it  was  with  the  thought  that  they 
would  have  ample  accommodation  for  a  number  of 
years.  Such,  however,  has  been  the  very  rapid  pro- 
press  of  their  business  that  early  this  year  they  found 
it  necessary  to  arrange  for  a  big  extension.  On  Feb- 
ruarv  3,  the  contract  was  let  for  a  three  storey  and 
basement  addition,  consisting  of  129  fest  frontage  by 


Upper,  Starting  Excavation,  Jan.  8.   Lower,  Building  Complete  March  8. 


a  depth  of  125  feet.  The  new  building  will  give  a 
rioor  area  of  60,000  feet,  and  a  considerable  quantity  of 
this  space  is  immediately  required  for  storage  pur- 
poses. 

The  Dominion  Construction  Company,  Limited, 
Vancouver,  made  good  time  on  this  work.  When 
they  started  excavating  on  February  8,  the  ground 
was  covered  with  snow,  and  during  a  good  part  of  the 
interval  they  have  been  deluged  by  rain.  The  carpen- 
ters are  now  busy  laying  the  maple  flooring,  the  con- 
crete basement  is  under  way,  and  the  building  will  be 
ready  for  occupation  in  a  very  few  days.  The  floors 
are  of  3-in.  fir,  covered  with  factory  maple. 


New  Machine  Shop  and  Power  House, 
St.  John 

Grant  &  Horne,  engineers  and  contractors,  St. 
John,  N.  B.,  have  just  been  awarded  the  contract  for 
the  erection  of  a  new  machine  shop  and  power  house 
for  T.  McAvity  &  Sons,  St.  John.  The  machine  shop 
will  be  eighty-one  feet  wide  and  401  feet  long.  At  the 
front,  fronting  on  Marsh  Road,  there  will  be  four 
doors  and  at  the  rear  two  reinforced  concrete  loading 
platforms,  ten  feet  wide  and  forty-seven  feet,  ten 
inches  long;  one  will  be  devoted  to  receiving  raw  ma- 
terial and  the  other  to  shipping  the  finished  product. 
Along  the  rear  will  run  the  L  C.  R.  spur  track  for 
handling  frejght  and  also  delivering  coal  to  the  power 
house.  The  construction  of  this  building  will  be  of 
reinforced  concrete  with  hard  pine  framing  inside. 
Two  rows  of  supporting  posts,  spaced  twenty  feet 
apart  longitudinally,  will  divide  the  floor  space  into 
three  bays.  The  building  will  be  one  storey  in  height 
with  a  clear  space  of  sixteen  feet  to  the  lower  roof 
beams.  The  floor  will  be  of  reinforced  concrete 
throughout  and  the  structure  will  be  well  lighted  by 
steel  sash  windows  on  the  sides  and  a  saw-tooth  sky- 
light in  the  roof. 

The  power-house  will  be  built  of  brick  with  steel 
trussed  roof,  and  will  be  seventy-seven  feet,  eight 
inches  long  and  thirty  feet  wide.  It  will  contain  the 
boiler  and  engine  rooms  and  will  be  twenty  feet  clear 
height  in  the  engine  room  and  twenty-five  feet  in  the 
boiler  room.  The  floors  will  be  of  concrete  and  brick. 
In  both  buildings  the  roofs  will  be  of  mill  construc- 
tion and  a  sprinkler  fire-protection  system  will  be  in- 
stalled throughout.  The  foundations  will  be  of  con- 
crete and  piling,  200  piles  being  used,  and  of  these 
seventy  will  be  required  to  support  the  chimney  stack. 
The  stack  will  be  150  feet  in  height,  diameter  six  feet 
at  top,  and  is  to  be  built  of  radial  brick  by  Kellogg  & 
Company,  of  Montreal.  The  plant  used  by  the  Grant 
&  Horne  Company  for  this  work,  which  is  now  under 
way,  consists  of  three  concrete  mixers,  each  of  a  capa- 
city of  seventy-five  yards  a  day ;  an  engine  for  hoisting 
timbers ;  derrick ;  two  elevator  towers ;  piling  engine 
and  pile  driver  with  2,800  pound  hammer.  Work  is  to 
be  completed  by  August  1. 

The  same  company  have  just  completed  a  concrete 
floor  on  Brown's  Mill-dam  Bridge  at  Bathurst,  N.  B., 
a  raw  sugar  shed  extension  for  the  Atlantic  Sugar  Re- 
finery at  St.  John,  and  have  contracts  in  hand  for  a 
concrete  floor  on  the  Covered  Bridge  at  Covered  Bridge 
Station,  near  Fredericton,  N.  B. 


Belt  Dressing 

There  are  many  dope  dressings  on  the  market  that 
should  never  be  used  except  to  ruin  a  belt.  A  few 
dollars  more  each  year  for  a  good  dressing  will  soon 
save  itself  in  the  increased  life  of  the  belt.  Some  sub- 
stitutes, such  as  linseed  oil,  soap,  resin,  grease,  or 
any  old  kind  of  oil  have  been  recommended  for.,  the 
cure  of  ternporary  belt  slip.  It  stands  to  reason  that 
a  hard  smooth  surface  will  cause  the  belt  to  slip. 
Neats-foot  oil  and  castor  oil  are  often  recommended, 
but  they  should  be  discarded  in  favor  of  some  of  the 
valuable  belt  dressings  on  the  market.  The  principle 
to  follow  is  to  keep  the  belt  pliable 

The  introduction  of  dust  removers  in  granite  sheds 
has  been  developed  to  such  a  stage  of  perfection  that 
the  fatal  dust  menace  of  the  workers  seems  to  be  in 
a  fair  way  of  being  eliminated. 
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Park  Avenue  Grade  Separation  in  Montreal 


In  order  to  give  Ijetter  f;icilities  in  the  north  end 
of  Montreal,  the  city  has  opened  the  Park  Avenue 
subway,  under  the  C.'P.  R.  tracks  between  Van  Horne 
Avenue  and  Lannes  Street.  Prior  to  the  construc- 
tion of  the  subway,  pedestrians  had  to  cross  a  level 
crossing,  and  vehicles  had  to  make  a  considerable 
detour  in  order  to  get  to  the  other  side  of  the  tracks. 
The. subway  was  designed,  on  instructions  from  the 
city,  by  Mr.  J.  Emile  Vanier,  engineer,  Montreal,  and 
the  contract  let  in  November,  1914,  to  Laurin,  Leitch 
ruid  Company,  Montreal. 

The  length  of  Park  Avenue  is  800  feet,  running 
south  and  north,  and  330  feet  on  Van  Horne  Avenue, 
running  east  and  west.  The  bridge,  80  feet  wide  and 
17  ft.  5  in.  from  the  ground,  carrying  the  C.  P.  R. 
tracks,  is  a  heavy  steel  structure,  with  sidewalks  on 
either  side  and  reinforced  concrete  panels,  pilasters, 
etc.,  hiding  the  steel  work  and  at  the  same  tim,e  carry- 
ing the  architectural  lines  from  the  retaining  walls 
and  along  the  bridge.  The  retaining  walls,  with  pan- 
els and  pilasters,  are  crowned  with  an  ornamental  bal- 
ustrade, the  whole  being  in  concrete.  The  distance 
between  the  retaining  walls  is  66  feet,  while  the  road- 
way is  50  feet  wide ;  there  are  double  lines  of  street 
railway  tracks,  and  steel  trolley  poles  between  these 
on  the  roadway.  The  paving  is  of  scoria  blocks.  It 
was  found  necessary  to  divert  the  sewer  and  water 
pipes  from  the  centre  of  Park  Avenue ;  these  are  now 
situated  on  a  side  street  to  the  west  of  that  thorough- 
fare, the  city  having  expropriated  land  for  this  purpose. 
The  surface  water  running  down  the  subway  is  col- 
lected by  means  of  a  system  of  gullies  and  a  collecting- 
wall,  from  which  it  is  pumped  by  an  automatic  electric 
pump  into  the  new  sewers. 

On  the  southwest  corner  stone  steps  lead  from  the 
roadway  to  the  sidewalk,  the  ground  there  being  on 
a  higher  level.  These  steps  give  access  to  some  shops 
at  this  corner. 

The  lighting  of  the  subway  is  from  14  ornamental 
lamp  posts  surmounting  the  concrete  balustrades  the 
entire  length  of  subway  and  18  high  power  lamps 
])laced  under  the  bridge  ab(jve  the  roadway  and  the 
high  level  sidewalks. 

The  excavations  in  the  subway  totalled  25,000  cubic 
yards  of  earth  and  12,000  cubic  yards  of  rock.  4'he 


concrete  work  amounted  to  4,000  cubic  yards,  while 
there  are  8,000  square  yards  of  scoria  block  paving. 

The  machinery  used  was  chiefly  driven  by  electric 
power  and  gasoline,  only  the  steam  shoyels  being  run 
by  steam.  The  contract  was  executed  within  the 
specified  time,  16  months,  and  the  work  was  done 
without  a  cent  extra  on  the  contract  price  of  $176,176, 
and  without  any  alteration  of  the  original  plans. 

It  was  a  condition  of  the  contract  that  there  should 
be  no  interruption  of  C.  P.  R.  traffic.  It  was  therefore 
necessary  to  build  the  subway  and  bridge  in  two  sec- 
tions ;  first  the  south  half  of  the  excavation  was  done, 
the  retaining  walls  constructed,  and  the  steel  put  up, 
thus  enabling  the  C.  P.  R.  to  use  during  the  work  three 
lines  of  track.  When'  this  was  completed,  the  railway 
company  laid  their  rails  on  it,  and  the  work  on  the 
north  part  of  the  contract  was  commenced.  The  top 
of  the  bridge  is  covered  with  waterproofing  material 
and  broken  stone  ballast.  On  account  of  surrounding- 
property,  special  precautions  had  to  be  taken  to  pre- 
vent damage  by  blasting  the  rock,  which  was  Mont- 
real gray  limestone.  When  the  rock  had  been  blasted, 
it  was  removed  by  steam  shovels.  The  C.  P.  R.  have 
now  laid  seven  lines  of  track  on  the  bridge,  in  place  of 
six.  The  steel  in  the  bridge  work  was  supplied  by 
the  Dominion  Bridge  Company. 


Will  Use  Wood  Blocks 

The  committee  on  streets  of  the  Seattle  Municipal 
Peague,  after  five  month's  of  investigation  of  the  merits 
of  various  forms  of  pavements  now  in  common  use 
and  the  manner  in  which  these  pavements  have  stood 
up  under  actual  wear,  has  recommended  that  creosoted 
wood  blocks  be  used  for  the  improvement  of  the  East 
Marginal  W  ay,  a  Ing  street  improvement  project  which 
is  l)eing  worked  out  for  the  future  development  of  the 
city. 


Motor  Trucks  for  Deliveries 

Dealers  who  use  auto  trucks  extensively  f(n-  de- 
liveries are  noticeably  those  who  have  the  reputation 
of  being  good  business  men.  The  auto  truck  materi- 
ally widens  the  circle  of  economical  service  from  any 
given  yard  and  in  this  way  is  a  business  builder.. 


North  end  view,  Park  Avenue  Subway,  Montreal,  P.Q. 
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Fulford  Home  for  Aged  Women,  Brockville— Hugh  G.  Jones  Architect. 


Fulford  Home,  Brockville 


We  reproduce  herewith  an  ilhistratioii  ol  the  Ful- 
ford Home  for  A^ed  Women,  now  under  cnnstructii ai 
at  Brockville,  Ontario,  from  designs  prepared  hy  Mr. 
Hu<^h  G.  Jones,  architect,  of  Montreal. 

The  cost  of  this  work,  amonntinq-  to  about  $80,000, 
is  being'  provided  out  of  a  bequest  to  the  Brockville 
General  Hospital  by  the  late  Senator  Fulford.  The 
extreme  dimensions  of  the  building  are  two  hundred 
feet  frontage  on  King-  Street  and  one  hundred  feet  on 
First  Avenue.  The  general  design  of  the  building  is 
along"  the  lines  of  the  early  Tudor  Farm  or  Manor 
houses.  The  building  contains  42  bedrooms,  dining 
room  with  seating  capacity  of  50,  library,  two  storey 
living"  room,  diet  kitchen,  hospital,  matron's  and 
nurses'  rooms,  kitchen,  staiT  dining  room  and  laundry, 
two  enclosed  porches  and  one  sun  room.  Provision  is 
also  made  for  future  extension. 

The  exterior  is  being  constructed  of  McArthiu" 
brick  laid  with  wide  joints,  slate  roof  and  stone  trim- 
mings. The  floors,  stairways,  and  all  principal  parti- 
tions are  hollow  tile  and  concrete  fireproof  construc- 
tion— exterior  walls  terra  cotta  blocks  brick-faced. 
Floors  generally  are  of  concrete;  battleship  linoleum 
is  to  be  laid  directly  on  the  concrete  in  bedrooms,  din- 
ing, and  living  rooms.  The  trim  is  in  fumed  oak,  ex- 
cept in  the  bedrooms  and  toilets,  where  it  is  pine, 
white  enamelled.    The  toilets  have  ceramic  mosaic 


fl(.)ors  and  cove,  and  Keene's  cement  enamelled  walls, 
including  bath  and  toilet  partitions. 

The  contract  for  carpentry  and  masonry  has  been 
let  to  Mr.  A.  Cameron,  of  Alexandria,  Out. ;  roofiing 
and  sheet  metal  to  McFarlane  Douglas,  Montreal  ; 
plastering  to  McNulty  Bros.,  Montreal;  tile  and  mo- 
saic work  to  the  Robert  Mitchell  Co.,  Ltd.,  Montreal; 
electrical  work  to  A.  G.  Dobbie,  of  Brockville;  heat- 
ing and  plumbing  to  Geo.  Ross  &  Co.,'  of  Brockville. 
Linoleum  floors  are  to  be  supplied  by  Murray-Kay, 
I^imited,  Toronto. 


Sudbury  Business  Block 


Work  on  the  Stafl^ord  business  block,  corner  of 
Durham  and  Larch  streets,  Sudbury,  is  making  good 
progress.  The  block  will  be  three  storeys  and  base- 
ment high,  of  steel  constructi(in  with  pressed  brick 
facing.  The  brick  of  the  building  will  be  finished 
with  a  raked  joint,  the  first  building  in  Sudbury  to 
employ  such  a  joint.  The  block  will  be  used  for 
stores  and  offices,  the  ground  floor  and  the  basement 
as,  a  store  and  the  upper  two  floors  for  offices.  The 
store  will  have  a  metal  front  of  plate  glass  show  win- 
dows. Heating  and  ventilation  will  be  by  Spencer 
boiler  and  Kriebel  Baker  vacuum  system.  The  block 
is  being  built  for  F.  M.  StafTord  by  the  Le  Barge  Lum- 
ber Company  at  a  cost  of  $50,000.  Ellis  &  Ellis,  Tor- 
onto, are  the  architects. 


The  Stafford  Business  Block,  Sudbury- Ellis  &  Ellis,  Architects. 
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The  History  of  Pneumatic  Caissons 

A  Story  of  the  Development  and  Description  of  the 
Methods  Adopted  at  Various  Points  on  this  Continent 

'  — "  By  E.  G.  Matheson*  


IN  1852  Dr.  Potts'  Vacuum  Method  was  tried  to 
sink  a  six-foot  cylinder  through  25  feet  of  sand  in 
North  Carolina,  at  the  Pedee  River.    Then  they 
tried  the  Plenum  Pneumatic  Method  by  pumping 
in  air — the  introduction  of  this  method  in  America. 

The  second  application  of  the  latter  method  in 
America  was  at  the  Third  Avenue  bridge  over  Harlem 
River,  New  York,  about  1860,  followed  by  the  St. 
Louis  Eads  bridge  and  the  Omaha  bridge  by  Sooy- 
smith  about  the  same  time  (1868);  then  the  Brooklyn 
l)ridge  in  1870. 

The  largest  undivided  working  chamber  was  the 
Hartford  stone  arch  bridge,  131  x  46  feet.  It  was  a 
timber  caisson  with  a  deck  four  feet  thick. 

The  first  building  to  be  erected  on  a  pneumatic 
caisson  was  the  Manhattan  Life  building,  66  Broad- 
way, New  York,  in  1893. 

Foundations — History  of  Development 

The  Pneumatic  Caisson  Method  for  the  construc- 
tion of  foundations  is  used  to  overcome  the  influence 
of  hydrostatic  head  on  an  unstable  or  quick  soil,  or 
where  an  abundance  of  water  cannot  be  combatted  in 
any  more  economical  manner.  The  method  has  its 
limitations.  It  is  seldom  employed  for  depths  under 
30  feet,  owing  to  its  high  cost,  but  for  this  depth  and 
even  less  conditions  are  sometimes  met  which  make 
it  a  necessity.  On  the  other  hand,  when  the  hydro- 
static head  to  be  overcome  requires  an  air  pressure  of 
over  50  lbs.,  its  employrhent  involves  too  much  risk  to 
the  lives  of  the  laborers  to  justify  its  use.  Also,  the 
cost  of  the  work,  at  this  depth,  is  very  great,  as  two 
shifts  of  about  forty-five  minutes  each  constitute  a 
day's  work.  Between  these  depths,  however,  (30  to 
115  feet),  the  method  is  perhaps  the  most  satisfactory 
now  in  use,  affording,  as  it  does,  a  careful  inspection 
of  the  foundation  beds  ;  and  in  consequence  the  area 
of  pier  may  be  so  reduced,  if  conditions  warrant  it,  as 
to  materially  lessen  the  cost,  or  the  area  may  be  en- 
larged if  nature  of  underlying  material  so  demands. 
Like  most  branches  of  engineering,  caisson  work  has 
been  a  growth.  The  originators  of  many  ideas  now 
accepted  as  best  practice  are  entirely  unknown,  while 
again,  other  ideas  of  much  less  value  have  been  grant- 
ed patents  the  infringements  of  which  have  been  and 
will  be  the  cause  of  much  litigation. 

The  power  of  air,  or  other  gas,  to  exclude  water 
from  an  inverted  vessel  was  early  known.  During  the 
first  decade  of  the  16th  century  two  Greeks  at  Toledo, 
for  the  amusement  of  Charles  V.,  entered  an  inverted 
chaldron  with  a  light,  were  submerged,  and  when 
brought  to  the  surface  the  light  was  still  burning  and 
their  garments  still  dry,  to  the  astonishment  of  all 
beholders.  Early  in  the  18th  century  Dr.  Halley,  of 
the  Royafl  Society,  described  the  use  of  the  diving 
bell,  and  under  his  direction  air  (Pabulum  Vitae)  was 
first  delivered  to  those  within  to  sustain  them  for  long 
intervals.  The  possibility  of  doing  work  under  water 
was  suggested  by  Halley.    It  was  not,  however,  until 

*  Professor  Civil  Engineering,  University  B.  C,  Vancouver. 


1778,  while  Smeaton  was  repairing  the  shoeing  of  a 
bridge  at  Hexham,  that  the  bell  was  actually  used  on 
construction  work.  In  this  case  the  top  of  the  bell 
was  above  the  surface.  Subsequently  to  this,  at  Rams- 
gate,  Smeaton  forced  air  through  a  hose  to  the  diving 
bell,  which  was  used  to  remove  stones  in  clearing  the 
site  of  a  pier  foundation. 

The  next  advance  was  made  by  Sir  John  Rennie 
in  1813,  while  engineer  for  Ramsgate  Harbor.  This 
was  a  cast  iron  chamber,  with  glass  bullseyes,  or  win- 
dows, in  the  top.  Chains  were  attached  to  the  under- 
side- of  the  top  in  order  to  carry  heavy  weights,  and 
seats  for  the  workmen  were  provided.  The  whole 
machine  was  raised  or  lowered  in  the  correct  posi- 
tion by  tackle  suitably  located.  The  bell  was  moved 
by  those  at  the  surface  on  certain  signals  from  those 
below,  given  by  strokes  of  a  hammer  on  the  bell. 

In  1830  Thomas  Cochrane  took  out  a  patent  for  a 
compressed  air  shaft,  but  the  first  application  of  the 
air  shaft,  or  caisson,  was  made  about  1839,  by  M. 
Triger,  on  the  River  Seine  at  Loire.  About  this  time 
he  also  employed  it  in  a  coal  mine  near  Chalons.  Since 
that  time  the  development  of  this  method  has  been 
some  modification  of  the  air  shaft  idea,  retaining  the 
working  chamber  at  the  bottom  more  or  less  air-tight, 
with  its  cutting  edge  walls  and  its  deck,  through 
which  pass  the  pipes  for  transmitting  light,  signals 
and  air,  and  sometimes  for  discharging  the  materials 
excavated,  and  also  one  or  more  shafts  for  the  pas- 
sage of  men,  earth  and  tools.  Above  the  deck  the  cais- 
son shaft  (or  pier),  was  continued  by  a  cofYerdani, 
which  may  or  may  not  be  filled  with  masonry,  or  only 
partly  filled.  This  masonry  may  be  so  firm  by  the  time 
of  sinking  the  cofiferdam  that  forms  from  the  deck  up- 
ward may  have  been  removed  to  be  used  elsewhere. 
This  is  to-day  the  usual  practice.  Each  of  these  sev- 
eral parts  should  be  discussed  separately  and  in  order. 

The  Cutting  Edge 

First,  the  Cutting  Edge — This  at  one  time  was  su])- 
posed  to  do  what  its  name  implies,  and  was  made  oc- 
casionally of  cast  iron,  but  usually  of  a  more  or  less 
elaborate  combination  of  steel  shapes,  as  plates,  angles 
and  channels  running  as  high  as  200  per  lineal  foot. 
This  method  has  been  largely  discarded  as  a  useless 
expense.  Of  course,  conditions  have  justified,  and  will 
continue  to  justify  (in  particular  cases)  such  cutting- 
edges,  as  when  a  caisson  of  considerable  weight  must 
be  located  or  set  on  a  river  bottom  in  deep  water.  It 
may  happen  that  some  irregularity  of  the  bottom  may 
set  up  very  great  stresses  in  caisson.  In  such  cases 
too  much  attention  cannot  be  given  to  preventing  any 
distortion  or  rupture  of  the  parts  of  the  Avorking 
chamber.  Where,  however,  it  is  possible  to  kee])  the 
cutting  edge  under  the  direct  attention  of  the  "sand 
hogs"  or  workmen,  no  elaborate  cutting  edge  is  neces- 
sary. 

The  writer  has  in  mind  one  case  where  a  long  and 
well  supported  cutting  edge  was  a  decided  advantage. 
.Six  caissons,  each  about  18  feet  long  and  5  feet  wide, 
were  sunk  through  buried  crib  work.   There  was  only 
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enough  black  mud  to  render  the  water  non-transparent. 
The  remainder  of  the  material  consisted  of  rock  and 
round  timber,  which  was  always  under  water.  The 
rock  had  to  be  removed  by  the  use  of  bars,  and  the 
timber  had  to  be  cut  by  means  of  wood  chisels  and 
hammers,  in  such  a  way  that  the  caisson  could  pass 
freely  between  timber  left  on  either  side.  The  long 
V-shaped  cutting  edge  was  here  an  almost  indispens- 
ible  requisite.  Ordinarily,  however,  an  angle  on  the 
outer  bottom  edge  of  the  timber  side  wall  of  the  work- 
ing chamber,  or  a  channel  on  the  bottom,  is  all  that  is 
required.  In  fact,  if  the  caisson  should  continue  to 
slide  gently  down,  as  it  usually  does  at  first,  no  special 
protection  is  needed,  but,  as  the  depth  increases  the 
motion  of  the  caisson  usually  consists  of  short,  sud- 
den drops,  which  is  quite  likely  to  deform  a  cutting- 
edge  of  wood  only,  particularly  on  the  outer  edge, 
which  will  soon  cause  the  bottom  of  the  sides  to  move 
inward  and  the  caisson  to  assume  the  form  of  a  blvmt 
wedge,  making  sinking  very  difficult.  If  the  side  walls 
are  of  wood  perhaps  the  best  protection  would  be  a 
channel  with  the  flanges  upward  and  bolted  to  the 
timbers.  If  the  working  chamber  is  of  concrete  en- 
tirely, an  angle  with  bolts  concreted  in  and  the  walls 
reinforced  is  very  satisfactory. 

Side  Walls 

The  Side  Walls. — These  have  been  made  of  steel, 
wood  and  reinforced  concrete.  The  condition  exist- 
ing at  the  site,  or  the  purpose  of  the  work,  may  dic- 
tate the  material  to  be  used.  Where  the  outer  form 
constitutes  the  lining  of  a  large  shaft,  requiring  much 
clearance,  steel  plate  with  internal  strengthening 
angles  makes  a  very  desirable  form  of  structure,  al- 
though wood  and  concrete  may  serve  fairly  well. 
Perhaps  wood  is  the  most  serviceable  where  cheapness 
and  speed,  as  well  as  adaptability  (an  important  point) 
are  desirable.  These  walls  should  be  of  a  strength — 
whatever  the  material  used — sufficient  to  withstand 
the  earth  pressure,  together  with  the  necessary  stresses 
developed  by  the  methods  adopted  in  sinking.  There 
are  those  who  urge  that  if  the  outside  faces  of  the 
walls  are  battered  the  frictional  resistance  to  sinking 
will  be  greatly  reduced.  This  is  not  always  so,  as 
stones  and  gravel  loosen,  roll  against  the  walls,  and 
exercise  a  binding  or  gripping  effect  which  often  offers 
more  resistance  than  the  ordinary  friction,  and  by  con- 
centrating pressure  may  rupture  the  side  walls,  which 
(when  of  wood)  have  a  cross  section  of  from  6x6  in. 
to  12  X  12  in.  It  is  also  a  fact  that  a  caisson  with  bat- 
tered side  walls  is  most  difficult  to  keep  plumb,  or 
what  is  the  same  thing,  to  keep  in  the  same  position. 

There  is  another  effect  Which  makes  such  a  caisson 
more  objectionable.  Its  use  results  in  an  undue  sub- 
sidence of  the  adjacent  earth,  thus  endangering  street 
surfaces,  water  and  gas  mains,  as  well  as  the  nearby 
buildings,  which  are  not  on  rock  or  hard  pan.  The 
walls  are  usually  plumb  ;  the  earth  or  side  pressures 
vary  greatly.  In  very  stif¥  earth  with  a  steep  angle 
of  repose,  through  which  rapid  progress  may  be  made, 
little  pressure  is  developed ;  on  the  other  hand,  through 
ground  which  offers  much  resistance  to  fast  sinking 
and  which  slides  easily,  as  a  wet  clay,  with  boulders, 
very  great  pressure  may  develop,  and  in  addition 
boulders  may  roll  against  the  sides  of  the  chambers 
and  'cause  great  damage  through  excessive  pressure. 
It  is  very  desirable  also  to  have  as  few  braces  or  bulk- 
heads in  the  working  chambers  as  possible,  as  these 
ofifer  obstruction  to  rapid  work  in  handling  the  earth. 
Therefore,  every  effort  should  be  made  to  devise  some 
mode  of  strengthening  the  side  walls  which  will  give 


a  maximum  of  strength  with  a  minimum  of  material 
used,  as  well  as  of  obstruction  of  working  space. 

-  The  Roof 

The  Roof. — Here  again,  various  materials  have  been 
employed.  At  one  time  steel  decks  for  working  cham- 
bers were  used,  but  in  America  these  soon  gave  place 
to  wood  or  a  combination  of  wood  and  steel.  With 
wood  or  this  combination  the  work  could  be  begun 
with  much  less  delay,  there  being  no  need  to  await 
the  seasoning  of  the  masonry,  as  the  wood  and  steel 
take  all  the  stresses.  The  steel  walls  and  deck  are  not 
so  much  used  in  America,  where  wood  is  cheap,  and 
abundant,  as  in  Europe.  The  deck  at  one  time  con- 
sisted of  a  great  thickness  of  squared  and  dressed 
timbers,  strongly  drift-bolted  together,  alternate  layers 
crossing  one  another,  the  under  side  sheathed  with 
three-inch  dressed  plank  with  a  caulking  groove.  The 
whole  inside  of  the  working  chamber  is  usually  caulked 
and  tarred  to  make  it  practically  air-tight.  In  the 
case  of  the  Manhattan  caisson  for  the  Brooklyn  bridge 
(sunk  1871,  102  ft.  X  170  ft.)  this  deck  was  22  ft.  thick. 
This  caisson  had  the  underside  of  the  deck  sheathed 
with  wrought  iron  plates  to  prevent  danger  or  fire,  due 
to  the  manner  of  lighting  (torches).  Soon,  however, 
the  thickness  of  wooden  decks  was  greatly  reduced 
b}^  the  use  of  bulkheads  in  the  working  chambers  and 
knee  braces  underneath,  as  well  as  sometimes  tying 
the  deck  to  the  cross  bracing  of  the  cofferdam  above. 
.Since  the  advent  of  reinforced  concrete  an  effort  has 
been  made  to  have  a  well-seasoned  portion  of  this  ma- 
terial above  the  wood,  which  not  only  makes  a  much 
stronger  and  more  rigid  caisson,  but  also  renders  it 
more  air-tight,  and,  moreover,  supplies  weight — a 
much  needed  commodity  in  such  work. 

Caisson  Deck  for  Quebec  Bridge 

It  is  interesting  to  compare  the  thickness  of  the 
Brooklyn  Bridge  caisson  deck  with  that  of  the  Quebec 
Bridge,  180  ft.  x  55  ft.,  as  illustrating  recent  practice. 
The  latter  consisted  of  two  courses  of  heavy  timbers, 
one  longitudinal  and  one  transverse.  These  were  sep- 
arated by  two  courses  of  3  in.  tongue  and  grooved 
planks  crossed  diagonally.  Through  this  deck  are 
placed  the  following  pipes :  One  small  pipe  carrying 
the  wires  for  electric  lighting.  This  pipe  is  sealed  at 
each  end,  but  has  a  valve  at  the  bottom  end  within  the 
working  chamber  and  above  the  bottom  seal.  At  the 
top  end,  beneath  the  top  seal,  there  is  an  opening 
which,  when  the  valve  below  is  opened,  emits  a  loud 
whistle.  This  is  the  means  used  by  those  within  to 
signal  those  without.  The  return  signal  is  usually 
given  by  blows  of  a  hammer  on  the  air-lock.  There 
is  also  at  least  one  three-inch  air  pipe  (sometimes  two) 
connected  by  a  flexible  hose  with  the  air  supply,  at 
some  point  where  there  is  little  danger  of  breaking  this 
supply  pipe.  When  there  are  not  two  pipes  down 
through  the  pier  to  the  working  chamber,  a  second  air 
connection  is  made  to  the  steel  shaft  just  below  the 
air-lock. 

This  latter  method  gives  equal  safety  and  equal 
convenience  when  the  shaft  has  to  be  lengthened  as  the 
pier  is  sunk.  A  pressure  gauge  and  a  valve  are  placed 
l)eside  each  other  on  the  supply  lines ;  these  are  at- 
tended constantly  by  a  gauge  tender,  whose  duty  is  to 
regulate  the  pressure  required.  The  number  and  size 
of  these  connections  depend  on  the  size  of  the  caissons 
and  whether  the  air  is  or  is  not  to  be  used  to  assist 
in  the  excavation. 

The  shaft  serves  two  purposes :  First,  to  take  in 
material  and  supplies  and  remove  the  excavations ; 
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second,  to  serve  as  a  passageway  to  the  "§and  hogs." 
Small  caissons  have  only  one  shaft,  which  serves  both 
purposes ;  larger  caissons  have  two  or  more  shafts,  but 
unless  watched,  the  workmen  use  the  shafts  indiscrim- 
inately. As  a  rule  the  men  in  the  smaller  caissons 
enter  and  come  out  by  using  the  muck  bucket.  Every 
shaft  for  men  must  have  a  satisfactory  ladder  from 
top  to  bottom  of  shaft  for  emergency  and  in  case  of 
action  for  damages.  It  is,  however,  very  seldom — and 
very  reluctantly — that  a  "sand  hog"  uses  this  ladder. 
At  one  time  the  shaft,  which  is  of  steel  or  cast  iron, 
extended  from  the  deck — to  which  it  was  securely 
belted — continuously  through  the  pier  to  the  surface. 
The  shaft  varied  in  size  from  3  feet  in  diameter  to  a 
much  greater  diameter.  The  lock  may  occupy  any 
portion  of  this  shaft,  as  best  suits  the  circumstances. 
The  best  practice  to-day  places  the  lock  at  the  top  of 
this  shaft.  This  allows  the  lock  tender  to  remain  in 
the  open  air.  In  case  of  accident  to  the  air  supply 
it  allows  the  "sand  hogs"  an  opportunity  to  save  them- 
selves from  drowning,  by  climbing  up  the  shaft  to 
such  a  point  as  to  be  usually  above  the  water  level, 
or  t(^  such  a  height  that  the  entrapped  air,  by,  being 
compressed  by  the  rising  water,  may  finally  counter- 
balance the  hydraulic  head. 

This  metal  shafting  is  so  made  that  it  can  be  col- 
l.:'.])sed  and  removed  from  the  piers  unless  the  bottpm 
happened  to  be  caught  by  the  concrete  used  in  sealing 
the  shaft.  At  one  time' a  short  length  of  metal  shaft 
was  always  lost.  This  was  later  replaced  by  a  wooden 
form,  and  to-day  the  shaft  is  moulded  in  the  middle  of 
the  pier  by  the  use  of  collapsible  wooden  forms ;  the 
only  metal  shaft  used  is  at  the  top  and  is  only  long 
enough  to  securely  attach  the  lock  to  the  sufficiently 
seasoned  concrete.  The  shaft  may  be  circular  or  oval 
in  shape.  A  narrow  vertical  strip  with  parallel  faces 
for  joints  can  be  pulled  into  the  shaft,  and  then  the 
whole  shaft  may  be  collapsed  and  removed.^  The 
shafts  are  in  segments,  with  internal  flanges,  which  are 
bolted  together.  The  gaskets  for  the  vertical  joints 
are  usually  %-inch  hollow  rubber  tubing,  while  the 
gaskets  for  the  circular  joints  are  made  of  cotton — 
called  lamp  wicking  by  the  "sand  hogs."  ^ 

The  L.ock 

The  lock  may  be  a  portion  of  the  shaft  with  two 
doors,  both  opening  toward  the  working-  chambers, 
with  by-pass  valves,  so  that  the  space  between  may 
be  placed  under  atmospheric  pressure  when  the  outer 
door  may  be  oj^ened  ;  or  under  same  pressure  as  the 
working  chamber  when  the  inner  door  may  be  opened. 
The  lock  is  usually  somewhat  larger  than  the  shaft 
except  when  a  metal  cylinder  is  being  sunk  under  con- 
ditions which  demand  such  a  special  form,  as  in  under- 
pinning work,  when  the  working  space  is  limited  both 
ns  to  area  and  head  room.  The  cylinder,  which  is 
later  to  be  filled  with  concrete,  may  consist  of  cast 
iron  sections  about  5  ft.  long  by  3  ft.  in  diameter; 
the  bottom  section  is  the  working  chamber  and  the 
second  one  is  the  lock.  The  cylinder  is  forced  down 
by  jacking  against  the  building,  or  some  other  suffici- 
ent resistance. 

In  some  large  caissons  an  effort  has  been  made  to 
have  a  very  high  working  chamber  and  a  very  long 
lock,  so  aa  to  introduce  into  the  working  chamber  long 
timbers  to  be  driven  as  piles.  This  method  has  not 
had  a  wide  application.  It  is,  I  believe,  patented  by 
W.  H.  Patton.  The  most  satisfactory  place  for  the 
lock  is  at  the  to])  of  the  shaft  and  well  above  the  water 
level,  where  the  luck  tender  is  not  under  pressure  and 


the  clear  shaft  offers  a  place  of  safety  for  men  in  case 
of  accident.  Locks  are  usually  circular  or  oval  in 
cross-section,  about  5  feet  in  diameter  and  from  6  to 
7  feet  in  length  ;  the  bottom  door  leads  into  the  shaft, 
and  the"  top  door  may  be  in  the  top  end  or  may  be 
in  the  side. 

There  have  been  many  styles  of  doors  and  locks 
of  more  or  less  efficiency,  but  the  Moran  and  O'Rourke 
designs  are  perhaps  as  satisfactory  as  any.  The  Moran 
lock  requires  two  attendants,  while  the  O'Rourke  lock 
requires  only  one.  Both  are  controlled  by  patents,  as 
are  most  of  the  locks  possessing  any  real  advantages. 
The  doors  are  opened  by  levers  on  the  outside.  The 
connections  of  the  levers  to  the  doors  within  are  made 
b}^  stuffing-boxes  through  the  skin  of  the  lock.  In 
the  majority  of  locks  the  derrick  cable — handling  the 
material  and  excavation — goes  through  the  top  door 
of  the  lock,  the  hole  fitting  the  cable  as  closely  as  pos- 
sible without  doing  it  any  injury.  The  amount  of  air 
escaping  is  inconsiderable.  In  the  case  of  the  O'Rourke 
lock  there  is  a  stuffing-box  on  the  cable  through  which 
the  cable  moves  freely.  When  the  bucket  is  down  the 
shaft  the  stuffing-bucket  fits  in  a  circular  hole  in  the 
toj)  door;' when  the  bucket  is  not  down,  and  the  bot- 
tom door  is  open,  the  hole  in  the  top  door  is  closed  by 
a  dummy  stuffing-box.  The  bivalve  doors  of  the 
O'Rourke  lock  form  a  portion  of  a  sphere.  All  doors 
in  air-locks  are  fitted  with  rubber  gaskets,  ^  in.  x 
3  in.  to  4  in.,  against  which  the  doors  are  pressed  by 
the  high  air  pressure  inside. 

There  is  one  danger  which  the  top  doors  present 
which  must  be  carefully  guarded  against,  particularly 
when  the  pressure  is  low — a  weight  falling  upon  it 
may  force  it  open,  allowing  the  caisson  to  flood.  An 
accident  of  this  kind  occurred  on  a  bridge  caisson  near 
Jersey  City ;  an  empty  bucket  was  dropped  and  forced 
open  the  door.  The  lock-tender  lost  his  head  for  a' 
fatal  moment  and  did  not  close  the  door  agfain  until 
too  late.  All  the  gang  below  were  drowned.  If,  when 
a  high  pressure  is  in  the  chamber,  the  air  supply  is 
lost,  the  working  chamber  and  the  shaft  very  readily 
fill  with  sand  or  clay;  and,  as  a  conseciuence,  when 
once  the  air  excavation  has  been  begun  in  a  caisson 
the  air  pressure  must  be  continued  till  the  chamber  is 
filled  with  concrete. 

Cofferdam  or  Outer  Form  for  Masonry 

Here  again  wood  has  largely  replaced  metal ;  and 
when  a  rush  job  is  demanded  this  outer  form  is  left 
on,  the  space  between  the  cofferdam  and  the  shaft  be- 
ing filled  as  high  as  need  be,  or  as  can  be  done  by 
concrete,  but  as  this  may  not  be  very  well  seasoned, 
the  cofferdam  carries  most  of  the  weight  used  to  force 
down  the  pier,  which  sometimes  is  more  than  the  ulti- 
mate load  on  the  pier  when  the  structure  is  complete. 
Some  prefer  to  leave  the  forms  on  the  concrete,  as  the 
wood  causes  less  surface  friction  than  the  masonry. 
In  all  cases  the  surface  should  be  well  coated  on  the 
outside  with  some  heavy  lubricant.  The  masonry  is 
built  as  high  as  is  compatible  with  safety  (say  30  ft.) 
or  as  high  as  the  booms  will  reach  before  sinking. 

If  the  caisson  can  be  carried  to  final  depth  with- 
out stopi)ing  to  lengthen  the  shaft,  and  perhaps  to 
place  more  masonry — an  operation  recpiiring  tons  of 
weights  to  be  taken  off  and  then  replaced — a  great 
saving  can  be  effected.  -  It  is,  however,  rather  risky 
to  build  small  or  moderately-sized  piers  high  and  then 
begin  to  dig  t!ie  earth  from  beneath.  The  pier  must 
be  supported  on  all  sides  by  substantial  raker  braces, 
and  the  excavation  must  be  done  very  carefully  in 
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order  to  maintain  the  pier  vertical.  Tf  the  jol)  is  not 
to  be  completed  in  an  unusually  short  time  the  forms 
are  made  so  that  they  may  be  used  as  frecpicntly  as 
possible. 

Economy  has  demanded  that  the  working-  cham- 
ber, as  all  (Jther  parts,  be  made  as  light  and  cheap  as 
])ossible.  The  working  chamber  walls  are  now  seldom 
over  five  feet  high;  indeed,  they  are  often  less,  head 
room  being  obtained  by  keeping  the  excavation  well 
in  advance  of  the  cutting  edge,  or  the  deck  is  arched, 
or  both  may  be  done.  Tongued  and  grooved  timber, 
caulked  and  tarred,  is  expensive  work,  so  an  effort  has 
been  made  to  use  light,  collapsible  wooden  or  (some- 
times) steel  forms,  which  may  be  removed  from  the 
shaft  and  used  again,  so  that  there  will  be  nothing  in 
the  pier  but  steel  and  concrete.  This  is  a  doubtful 
economy  in  many  cases,  particularly  when  the  caisson 
is  large  and  heavy  loads  come  on  the  soil,  which  may 
cause  settlement  before  the  concrete  is  seasoned,  thus 
endangering  the  pier.  The  writer  had  to  design  forms 
for  the  working  chamber  for  five  piers  which  were 
each  40  feet  square  and  2,000  tons  in  weight.  The  only 
part  of  the  pier  resting  on  the  soil  was  the  cutting 
edge,  which  was  6  inches  wide.  The  supports  for  the 
roof  forms  required  to  be  so  designed  that  the  settle- 
ment had  to  be  uniform  throughout  to  avoid  cracking 
of  the  pier.  The  working  chamber  had  one  bulkhead. 
A  hole  was  left  in  the  bulkhead  wall,  and  also  in  the 
working  chamber,  in  order  to  remove  the  timber,  as 
it  was  too  long  to  be  sent  up  the  shaft  unless  cut. 

Sinking  the  Caisson 
Let  us  suppose  the  working  chamber  is  carefully 
set  in  position  and  built  as  high  as  ])racticable,  and  has 
had  time  to  sufficiently  set  to  commence  safely  the 
work  of  sinking.  The  outside  is  well  greased.  One 
or  more  frames,  about  one  foot  larger  than  the  cais- 
sons, are  set  around  it  on  posts  and  are  strongly  braced 
by  raking  shores.  Properly  shaped  wedges  are  placed 
between  the  frames  and  the  sides  of  the  caissons. 
Plumb  bobs  are  suspended  to  two  adjacent  faces  of 
the  caisson.  A  man  is  ])laced  to  watch  these  while 
men  are  sent  inside  to  excavate  the  caisson  down  as 
far  as  possible  without  air  (called  "ditching")  usually 
a  little  below  water  level.  During  this  preliminary 
sinking  the  caisson  is  brought  to  the  vertical  by  means 
of  the  wedges  and  braces.  Then  by  means  of  a  level 
marks  are  made  on  the  inside  of  the  working  chamber 
so  that  the  "sand  hog"  may  know  at  all  times  how 
the  pier  stands,  and  may  govern  the  excavation  ac- 
cordingly. Next,  the  air  connections  are  made,  the 
light  cables  are  properly  connected  up,  the  shaft  is 
put  on,  and  finally  the  lock,  and  the  air  men  commence 
operations.  At  first  the  caisson  moves  down  gently, 
as  the  earth  is  excavated ;  and  as  the  depth  increases 
more  weight  is  needed.  This  is  supplied  by  piling  on 
cast  iron,  now  in  blocks  about  two  and  one-half  tons 
in  weight,  handled  by  a  derrick.  At  one  time  in  my 
experience  a  gang  of  from  fifteen  to  twenty  men  were 
employed  continually  piling  pig  iron  on  top  of  the 
caisson.  After  a  time  the  friction  becomes  so  great 
that  the  caisson  moves  in  sudden  quick  drops  of  vary- 
ing dimensions.  Here  is  where  the  cutting  edge  or  the 
sides  ma}^  be  injured. 

Sometimes,  when  no  .more  weight  can  be  placed  on 
top  and  the  pier  is  not  to  the  jjroper  depth,  recourse  is 
had  to  what  is  called  "blowing  the  caisson."  First,  the 
man  at  the  gauge  is  ordered  to  open  his  valve  to  raise 
the  air  by  four  or  five  pounds.  This  causes  a  flow  of 
air  up  the  outside  of  the  caisson,  lessening  the  fric- 
tional  resistance.    Then,  simultaneously,  the  air  sup- 


ply is  cut  off  and  a  valve  is  opened  to  exhaust  the  air 
in  the  working  chamber.  The  "sand  hogs"  may,  if 
deemed  safe,  remain  in  the  chamber,  climb  the  shaft,  or 
come  out.  When  the  caisson  begins  to  move  the  ex- 
haust is  shut  and  the  supply  opened  to  jjrevent  flood- 
ing of  the  work  chamber. 


Proposed  Union  Station  and  Tunnel, 
Montreal 

At  a  luncheon  held  at  Coo])er's  Restaiu'ant,  at- 
tended b}"  members  of  the  Montreal  r»uilders'  Ex- 
change, on  June  7,  Mr.  F.  N.  Armstrong  explained  in 
detail  the  proposed  central  terminal  station  and  tunnel 
under  the  St.  Lawrence,  to  be  built  by  the  Montreal 
Central  Terminal  Company.  He  pointed  out  that  al- 
though Montreal  traffic  had  enormously  increased,  the 
railway  companies  had  done  nothing  in  the  way  of  im- 
proving their  terminal  facilities,  with  the  exception  of 
the  C.P.R.  The  pro])osed  line  would  do  away  with 
grade  crossings ;  it  was  im])erative  the  Grand  Trunk 
crossings  should  be  removed,  but  the  company  would 
not  be  able  to  raise  the  requisite  money  for  some  years. 
The  Central  Terminal  Company  was  incorporated  in 
1890  for  the  purpose  of  constructing  a  bridge;  their 
plans  were  then  changed  to  a  tunnel  to  be  used  for 
electrically  driven  trains.  Still  later,  the  present 
scheme  was  decided  on.  Just  before  the  war  broke 
our,  Mr.  Armstrong  had  interested  English  capital  in 
the  project,  but  the  conflict  put  an  end  to  this.  He 
had  then  visited  the  United  ^States  and  had  succeeded 
in  obtaining  the  promise  of  capital  provided  that  the 
different  railway  companies  would  enter  into  agree- 
ments to  us6  the  ])roposed  terminal  station.  All  the 
companies  were  fa\oral)le,  except  the  C.P.R.  and 
Grand  Trunk,  who  raised  various  objections. 

The  station  would  be  built  on  Lagauchetiere  and 
Vitre  Streets,  in  the  centre  of  Montreal,  with  the  main 
entrances  on  those  streets.  Mr.  Armstrong  then  ex- 
plained how  it  was  proposed  to  link  up  the  various 
hues  by  means  of  a  short  line  to  be  built  by  the  com- 
pany, giving  everyone  access  to  the  Union  Station. 
There  would,  he  said  be  a  freight  station  in  the  east 
end  of  the  city,  and  sorting  yards  would  be  con- 
structed. The  C.N.R.  had  under  consideration  the 
building  of  a  large  station  in  the  city  in  connection 
with  the  Mount  Royal  tunnel ;  this  would  be  aban- 
doned and  the  C.N.R.  given  access  to  the  Union  Sta- 
tion. The  Place  Viger  Station  of  the  C.P.R.  would  be 
used  only  for  feight  traffic,  and  the  present  line  of  the 
Grand  Trunk  as  far  as  St.  Henry  would  be  given  over 
to  freight,  that  company  coming  into  the  city  over  the 
new  line  of  the  Terminal  Company.  Six  tracks  would 
be  built  on  this  line,  while  the  tunnel  would  be  double- 
tracked.  The  entire  line  would  be  electrically  oper- 
ated. 

The  construction  of  the  station  would  invuhe  the 
rebuilding  of  two  main  and  several  side  streets.  The 
Terminal  Company  would  charge  the  different  com- 
panies a  rate  basis  on  the  extent  to  which  the  lines 
and  station  were  used,  but  onlv  sufficient  to  pay  cer- 
tain capital  charges  and  the  interest  on  the  capital. 

The  Union  Station  would  save  an  immense  amount 
in  cartage,  would  be  a  great  convenience  to  the  .gen- 
eral imblic,  would  supply  a  suburban  ser\  ice  at  a  low 
rate,  and  give  better  communication  to  the  south  side 
of  the  .St.  Lawrence. 


The  Montreal  Light,  Ileal  and  Power  Companv 
have  issued  a  new  house  organ  under  the  title  of 
"Our  Magazine." 
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The  Granite  Paving  Block  Industry 

A  Description  of  Its  Development  in  Canada— A  Bright  Future. 

 ,  ■  By  James  S.  Wilson*   


The  j^ranite  paving-  sett  industry  occupies  an  im- 
portant position  in  every  country,  but  perhaps  more 
especially  so  in  Britain,  on  the  Continent  of  Europe, 
and  in  the  United  States.  The  European  engineer  has 
cautiously,  yet  am])ly,  experimented  with  other  classes 
of  paving,  but  during  the  last  ten  years  or  so  his  ex- 
perience and  energies  have  been  more  particularly  di- 
rected towards  improving  the  granite  block.  As  Can- 
ada is  a  new  country,  so  far  as  paving  is  concerned, 
it  may  be  best  in  dealing  with  this  subject  to  compare 
conditions  here  with  those  obtaining  in  the  older 
countries,  analysing  their  excellent  data  so  that  some 
logical  conclusion  may  be  arrived  at  regarding  the 
merits  of  this  paving  and  the  prospects  of  the  indus- 
try here  in  the  future.  , 

During  the  period  of  the  Roman  occupation  of  Bri- 
tain, paved  roads  were  constructed  for  military  pur- 
poses. Granite  rubble  was  used,  consisting  of  irregu- 
lar-shaped stones  with  a  level  head,  the  whole  being 
skilfully  laid  and  grouted  with  a  mixture  of  fine  marly 
clay.  In  several  places,  evidence  of  their  handiwork 
on  a  fairly  extensive  scale,  and  still  in  an  almost  per- 
fect state  of  repair,  can  be  seen.  This  was  possibly 
the  origin  of  stone  paving. 

Some  two  or  three  centuries  ago  the  manufactur- 
ing of  granite  rubble  paving  was  started  in  Aberdeen 
and  shipped  to  the  London  market.  Since  that  time 
the  Aberdeen  granite  has  practically  monopolized  this 
market.  The  rubble  paving  was  similar  to  that  em- 
ployed by  the  Romans  on  their  famous  military  roads. 
From  this  crude  beginning  has  sprung  up,  by  gradual 
process,  the  almost  perfect  Nidger  Block  paving.  The 
original  rubble  gave  place  to  the  common  sett  which 
was  from  5  in.  to  7  in.  on  the  head  and  from  9  in.  to 
15  in.  deep,  the  ordinary  sett  (called  the  Belgian  Block 
in  the  United  States),  di.splacing  the  con-mion  sett 
some  sixty  or  seventy  years  ago. 

Paving  Stone  of  the  Future 

The  most  modern  form  of  smooth  granite  paving 
consists  of  blocks  from  5  in.  to  6  in.  on  the  head  and 
varying  in  depth  from  5  in.  to  7  in.,  with  lengths  res- 
tricted generally  to  about  12  in.,  the  head  joints  and 
sides  being  nidged  or  bushed,  affording  a  smooth  and 
perfectly  level  surface,  and  permitting  of  close  joint- 
ing. During  the  last  few  years,  the  large  cities  across 
the  water  and  in  the  United  States  have  been  laying 
these  blocks  extensively.  While  the  cost  of  this  class 
of  stone  is  greater  than  the  ordinary  sett,  it  has  not 
been  adopted  without  undergoing  severe  tests,  and  no 
doubt  this  will  l)e  the  paving  stone  of  the  future. 

Jn  the  cities  and  larger  towns  of  Europe  and  the 
United  States,  granite  paving  is  used  extensively  be- 
cause it  has  been  found  from  experience  to  be  the  only 
paving  capable  of  withstanding  the  heavy  traffic  exist- 
ing in  industrial  centres.  The  granite  is  more  widely 
diffused  there,  towns  are  closer  together  and  markets 
more  axrcessible.  The  cost  of  repairing  a  street,  say,  in 
London,  Liverj^ool,  Glasgow,  New  York,  or  Chicago, 
is  found,  from  sad  experience,  to  be  generally  greater 
than  the  original  cost  yard  for  yard  ;  hence  it  follows 
that  a  paving  reciuiring  a  minor  expenditure  in  main- 
tenance, even  at  a  greater  first  cost,  is,  by  far  the 
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cheaper  in  the  end.  The  life  of  granite  is  much  longer 
than  any  other  form  of  paving,  which  altogether  de- 
monstrates the  superiority  of  this  material  for  most 
purposes. 

In  Canada,  opposite  conditions  are  met  with.  The 
granite  is  principally  found  in  the  extreme  east  and 
the  west.  Markets  are  far  away,  in  consequence  of 
which  the  cost  of  granite  over  the  other  classes  of  pav- 
ing is  slightly  greater  than  across  the  water  or  in  the 
United  States.  Does  this  condition  warrant  the  use 
of  granite  in  preference  to  other  paving,  even  having 
regard  to  the  longer  life,  lower  cost  of  maintenance, 
cleanliness,  better  foothold  for  horses,  etc.?  Public 
paving  work  in  the  older  countries  is  generally  con- 
structed with  funds  provided  from  revenue,  here  prin- 
cipally by  borrowing.  As  a  rule,  the  life  of  most  forms 
of  paving  has  been  extinguished  before  the  amount 
borrowed  for  the  work  has  been  paid  back.  This  does 
not  seem  sound,  as,  in  effect,  it  is  imposing  a  debt  on 
the  future  taxpayer  without  transferring  to  him  any- 
corresponding  advantage ;  while  in  the  case  of  a  long- 
lived  utility  at. a  not  excessive  first-cost,  with  a  low 
annual  maintenance  expenditure,  it  is  the  reverse,  the 
debt  being  liquidated  long  before  its  period  of  useful- 
ness has  expired. 

Granite  Setts  and  the  Present  War 

The  resources  and  energies  of  the  military  ofificials 
on  the  continent  have  been  taxed  to  the  utmost  with 
enormous  transportation  d'fficulties.  Excellent  as 
were  the  continental  roads,  they  were  found  to  be  in- 
capable of  withstanding  the  abnormal  wear  and  tear 
imposed  upon  them  in  the  liuge  task  of  transporting 
supplies  for  the  armies.  The  matter  was  one  of  vital 
importance,  some  expedient  had  to  be  devised  to  meet 
the  critical  situation.  There  could  be  no  question  as 
to  what  was  best.  What  the  British  Government  offi- 
cial does,  he  does  well ;  the  best  had  to  be  provided, 
and  the  best  was  granite  blocks.  Towns  and  villages 
lying  on  the  lines  of  communication  have  been  or  are 
now  being  paved  with  this  material. 

There  can  be  no  doubt  of  the  results  or  the  wisdom 
and  foresight  of  our  famous  corps  of  engineers  in  tneir 
selection,  for  although  other  classes  of  paving  could 
have  been  executed  quicker  and  cheaper,  the  well- 
tested  qualities  of  granite  leave  no  room  for  question- 
ing the  part  this  paving  will  play  in  the  ultimate  issue 
of  the  war. 

Although  the  granites  of  Canada  do  not,  on  the 
whole,  equal  in  quality  the  granites  of  Europe  or  the 
United  States,  there  can  be  no  doubt  of  tlie  existence 
in  this  country  of  fields  of  splendid  granite  awaiting 
development. 

The  European  method  of  block-making  is  different 
to  that  employed  in  Canada  and  the  United  States. 
Granite  formations  there  are  generally  massive,  that 
is,  irregularly  bedded  and  jointed,  while  on  the  Ameri- 
can Continent  it  is  principally  sheet  formation.  This 
is  to  our  advantage,  as  the  cost  of  quarrying  and 
working  the  latter  is  less  than  that  of  the  former. 
Again,  blocks  are  made  there,  practically  in  every  case, 
without  the  aid  of  power  tools,  the  cutting  of  the  lar- 
ger pieces  being  accomplished  with  either  wedges  or 
plug  and  feathers,  the  holes  being  drilled  by  hand.  The 
mall,  or  buster,  is  then  used  to  reduce  the  block  to  a 
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smaller  size,  the  splitting-  of  the  block  being-  done  with 
the  mall  and  mash  hammer,  the  latter  being  again 
used  to  nick  and  knap  the  mashin  (a  block  from  which 
several  paving-  blocks  are  obtained)  and  roughly  shape 
the  sett,  which  is  finally  finished  by  a  hand  hammer, 
the  reel,  tifler,  or  side  hammer. 

This  system  applied  here  would  be  decidedly  un- 
profitable and  wasteful,  as  it  produces  a  large  amount 
of  rough  material  only  s.uitable  for  crushing  for  road 
macadam  and  granolithic  work ;  as  there  is  a  great  de- 
mand for  these  products  there,  it  is  a  source  of  profit. 
Otherwise  the  stone  for  crushing  would  have  to  Ijc 
lugged  or  broken  to  a  suitable  size  for  the  cruhsing 
machine. 

Avoid  'Creation  of  Useless  Stone 

In  Canada,  where  we  have,  so  far,  little  or  no  mar- 
ket for  crushed  material,  the  creation  of  useless  stone 
must  be  guarded  against  and  the  expense  of  disposing 
of  same  avoided.  This  is  where  the  more  shapely  sheet 
formation  is  of  advantage.  The  same  may  be  said  to 
hold  good  in  the  case  of  columnal  formations  in  trap 
rocks,  basalts,  etc. 

The  stone  supplied  to  the  Canadian  cutter  is  more 
regular  in  shape.  In  addition  to  the  ordinary  kit  of 
tools  he  is  supplied  with  a  power  drill.  Instead  of  re- 
sorting' to  the  uncertain  method  of  s])litting  with  the 
mall,  he  makes  use  of  this  tool  to  put  in  the  holes,  the 
more  reliable  plug  and  feather  being  used  for  cutting. 
Again,  in  blocking  (knapping),  the  stone  is  marked 
with  a  tracer  which  ensures  the  creation  of  a  block 
with  a  good  head  and  arrises  on.  which  requires  con- 
siderably less  finishing  than  the  block  turned  out  by 
the  European  sett-maker.  The  waste  stone  is  reduced 
to  a  minimum,  quarrying  and  on-cost  charges  are  low- 
ered, and  less  plant  required.  Taking  all  the  circum- 
stances into  account,  our  methods  are  sui)erior  to  those 
practised  across  the  Atlantic,  and  sufificiently  so  to 
offset  the  higher  scale  of  wages,  fuel,  etc. 

The  manufacturing  of  granite  blocks  in  Canada  has 
l)een  greatly  hampered  in  the  past  by  the  lack  of  ex- 
perience on  the  part  of  the  quarry-owner,  shortage  of 
skilled  labor,  and  the  difficulty  of  transportation  to 
markets ;  the  latter  factor  will  be  rendered  easier,  of 
course,  as  time  goes  on  and  the  country  opens  up. 

Man  has  no  more  difficult  problem  to  face  than  to 
profitably  win  from  Nature  her  resources.  To  achieve 
this  result,  the  quarry-master  must  be  a  student  of 
Nature,  well  versed  in  the  handling  of  stone  and  pos- 
sessing a  thorough,  practical  knowledge  of  the  trade. 

There  are  many  grades  of  granite  and,  while  two 
stones  may  be  composed  of  practically  the  same  min- 
eral constituents,  the  qualities  of  the  stone  for  com- 
mercial purposes  may  vary  in  the  extreme.  Even  to 
a  skilled  and  experienced  quarr3'-owner,  the  selection 
of  a  suitable  stone  presents  difficulties.  There  is  no 
better  way  to  determine  the  qualities  of  a  granite  than 
by  the  application  of  the  tools  and  to  do  so,  one  must 
be  able  to  use  them  in  a  workmanlike  manner  and  be 
able  personally  to  feel,  as  it  is  termed,  "the  way  o't." 

A  disadvantage  quarry-owners  in  the  United  States 
and  Canada  have  to  contend  with  is  the  attitude  of 
municipal  authorities  calling  for  tenders  for  granite 
for  quick  delivery,  the  time  allowed  for  delivery  in 
many  cases  being  less  than  the  time  required  to  manu- 
facture the  material.  These  stones  are  all  made  by 
hand,  skilled  labor  cannot  be  secured  at  a  moment's 
notice,  the  quarry-owner  cannot  guarantee  delivery  in 
time,  with  the  result  that  all  too  often  the  work  is  exe- 
cuted with  other  material.  There  is  no  need  for  this 
state  of  affairs.  In  Europe,  municipal  authorities  esti- 
mate their  yearly  requirements  at  the  beginning  of 


the  year,  when  tenders  are  called  for  and  accepted,  and 
though  the  material  may  not  be  required  till  much 
later,  it  enables  the  quarry-master  to  make  his  plans, 
and,  if  he  desires,  to  make  and  stock  the  blocks.  This 
ensures  a  regular  supply  of  labor,  keeps  the  quarry 
working,  and  obviates  the  lack  of  regular  emi)loyment 
which  is  such  a  drawback  to  this  country.  It  further 
enal)les  the  consumer  to  buy  cheaper,  to  secure  I)etter 
dressed  material  and  assures  the  timely  carrying  out 
of  the  predetermined  paving  plans.  The  dressing  of 
the  blocks  is  of  .the  greatest  importance  and  careful 
quarry  inspection  must  be  made.  The  rush  order  is 
the  greatest  incentive  to  bad  dressing,  and  as  these 
orders  generally  arise  from  lack  of  foresight  on  the 
part  of  the  municipal  authorities,  so  must  the  bad 
dressing  be  attributed  to  them.  It  is  the  duty  of  every 
quarry-master  to  insist  on  the  production  of  a  first- 
class  block.  A  good  head  with  well  defined  arris,  full 
j(Mnted,  good  bottom  and  regularity  in  size  should  be 
aimed  at.  Practical  experience  has  demonstrated  the 
fact  that  paving  cutters  will  turn  out  as  many  blocks 
when  they  are  compelled  to  adhere  to  the  specification 
as  when  thev  are  allowed  more  latitude  in  the  dress- 
ing:. As  time  goes  on,  the  requirements  in  this  direc- 
tion are  becoming  stricter,  but  while  those  strictures 
may  seem  to  hamper  the  industry  for  a  little,  the  bene- 
ficial and  lasting  effects  to  it  will  become  strikingly  ap- 
parent.   Such  is  the  experience  in  Europe. 

Haying;  established  from  the  experience  of  the  older 
countries  the  great  importance  attached  to  granite 
block  paving,  taking  into  consideration  the  problem 
of  an  ever  increasing  traffic,  with  its  consequent  tear 
and  wear,  and  the  necessity  for  permanence  and  dur- 
ability of  construction  in  our  channels  of  transporta- 
tion, it  seems  reasonable  to  predict  a  bright  future  for 
the  granite  block  industry  in  Canada. 

Longest  Life  of  Any  Pavement 

With  practical  quarry-owners,  a  plentiful  supply 
of  .skilled  labor,  a  judicious  use  of  power  tools  and 
good  stone,  the  cost  of  production  should  compare  fa- 
vorably with  that  of  any  other  country.  Being  in  a 
position  to  compete  with  cheaper  and  less  durable  pav- 
ings, new  markets  will  be  created;  smaller  towns, 
which  have  not  hitherto  been  able  to  avail  themselves 
of  this  advantageous  form  of  paving  will  be  enabled 
to  do  so;  transportation  facilities  will  be  increased 
and  taxes  reduced.  These  are  very  often  the  determin- 
nig  factors  in  the  choice  of  a  site  by  industrial  con- 
cerns, so  that  the  community  benefits  in  general.  It  is 
a  fact  the  world  over,  with  few  exceptions,  that  the 
greater  the  industrial  centre,  the  greater  the  use  of 
gianite  block  paving,  or  inversely,  the  industrial  im- 
portance of  a  town  may  be  determined  bv  the  amount 
of  granite  paving  it  has.  Granite  block  has  the  long- 
est Hfe  of  any  paving;  it  can  be  lifted,  redressed,  and 
relaid  at  small  cost  and  made  to  serve  for  a  second 
period.  Looked  at  from  any  aspect,  the  use  of  granite 
block  paving  will  be  found  to  be  consistent  with  sound 
municipal  financing,  and,  instead  of  burdening  our  fu- 
ture citizens  with  debt,  an  asset  will  be  created  for 
them.  The  cheery  appearance  of  the  material  will 
beautify  and  enhance  the  surroundings,  healthier  con- 
ditions will  be  obtained,  which,  in  effect,  will  earn  in 
■some  measure  the  appreciation  of  that  human  enigma 
— the  taxpayer. 


Trade  Publication 

Exciter  Sets— The  Terry  Steam  Turbine  Co.,  Hartford, 
Conn.,  are  distributing  a  booklet  describing  and  illustrating 
their  duplex  exciter  sets  and  enumerating  the  advantages 
which  are  claimed  for  them. 
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June  31,  1016 


Grease  and  Fertilizer  from  Sewage 


A  More  Economical  Method  of  Sewage  Treat- 
ment —  By-Products    Exceedingly  Valuable 


EXPERIMENTS  to  determine  the  feasibility  of 
a  new  process  of  sewage  treatment  invented 
and  patented  by  George  W.  Miles,  a  Boston 
chemist,  were  made  from  1911  to  1914  under 
the  direction  of  E.  S.  Dorr,  of  the  Boston  Sewer  De- 
])artment,  with  results  that  seem  to  indicate  that  it 
will  be  not  onlv  successful,  but  profitable.  The  pro- 
cess is  described  by  Mr.  R.  S.  Weston  in  a  recent 
article  in  the  Journal  of  the  American  Public  Health 
Association,  from  which  we  print  the  following  ex- 
tracts : — 

Ordinary  sewage  sludge  from  settling  basins  is 
greasy,  ofTensive  and  of  so  little  practical  value  that 
farmers  will  not  accept  it  for  fertilizer,  even  as  a  gift, 
yet  sewage  sludge  contains  fertilizing  elenients  of 
great  value  and  considerable  grease.  The  Miles  pro- 
cess attempts  by  the  addition  of  an  acid  to  precipitate 
.the  bulk  of  the'  solids  from  sewage  in  the  form  of  a 
sludge  that  can  be  dried  and  degreased,  thereby  pro- 
ducing a  readily  saleable  and  greaseless  fertilizer,  as 
well  as  recovering  the  valuable  grease.  Either  sul- 
phuric acid  or  sul])hurous  acid  may  be  used,  and  the 
process  contemplates  the  manufacture  of  the  acid  at 
the  disposal  works.  If  sulphuric  acid  were  chosen, 
urdinarv  weak  chamber  acid  of  1.5.3  specific  gravity 
would  be  used,  but  the  cheapest  source  of  acid  is  un- 
doubtedly ])yrite  (native  FeS-),  which  when  roasted 
in  a  furnace  of  proper  construction  produces  sulphur 
dioxide  (SO^.  This  is  a  gas  that  may  be  fed  directly 
into  the  sewage,  in  which  it  would,  dissolve,  forming 
sulphurous  acid. 

The  addition  of  sulphur  dioxide  precipitates  most 
of  the  grease,  together  with  the  greater  part  of  the 
suspended  matter.  The  resulting  sludge  is  jiried,  ex- 
tracted with  a  solvent  to  recover  the  grease,  and  the 
remainder  ])repared  for  fertilizer.  An  important  san- 
itary feature  of  the  treatment  is  that  the  sulphur  di- 
oxide is  a  strong  disinfectant,  so  that  the  acidified  sew- 
age contains  few  bacteria.  It  also  contains  but  little 
suspended  matter.  Consequently,  the  supernatant 
liquid  may  be  discharged  into  a  body  of  watci"  with- 
out producing  an\^  nuisance. 

The  experiments,  which  were  conducted  by  officers 
of  the  sewer  division  of  the  city  of  Boston,  consisted 
of  11  runs,  involving  the  treatment  of  about  26,000 
gallons  of  sewage.  From  these  experiments  it  was 
concluded  that  from  1,0(X),000  gallons  of  sewage  1,738 
pounds  of  dried  sludge  would  be  obtained  and  that  it 
would  contain  21.7  per  cent,  of  grease,  which  at  4c. 
a  pound  would  yield  $1.S.08.  In  addition,  there  would 
be  13.61  ])ounds  of  fertilizer  base,  estimated  according 
to  agricultural  standards  to  be  worth  $^).2.S,  making  the 
total  value  of  the  recoverable  material  about  $24. .^.3 
per  1,000,000  gallons. 

The  results  of  Mr.  Dorr's  experiments  were  so 
promisiiig  that  their  repetition  under  the  su])ervision 
of  impartial  investigators  and  for  a  longer  period  was 
thought  worth  while,  and  arrangements  were  made 
for  a  week's  study  of  the  process  under  the  supervi- 
sion of  the  sanitary-research  laboratory  of  the  Massa- 
chusetts Institute  of  Technology.  These  further  ex- 
periments were  begun  un  July  7,  1915,  and  were  made 


under  the  direction  of  Robert  Spurr  Weston,  with 
Prof.  W.  T.  Sedgwick  in  consultation.  The  results 
obtained  were  checked  by  further  experiments,  cov- 
ering three  days,  which  began  on  November  8,  1915, 
so  that  the  tests  covered  both  warm  and  cold-weather 
conditions.  The  close  agreement  between  the  results 
of  the  two  sets  of  experiments  is  remarkable,  and  it 
may  be  definitely  stated  that  the  experiments  of  the 
sanitary-research  laboratory  confirm  the  results  ob- 
tained by  Mr.  Dorr  regarding  the  amount  of  sludge 
that  may  be  recovered  from  Boston  sewage  and  the 
amount  of  grease  that  is  present  therein.  The  Miles 
acid  process  has  thus  been  shown  to  possess  many 
advantages  as  a  method  of  sewage  disposal  for  cities 
like  Boston,  namely: 

Has  Many  Advantages 

1.  It  disinfects  the  sewage  by  reducing  the  numbers 
of  bacteria  from  millions  to  hundreds  per  cubic  centi- 
meter. 

2.  If  the  drying  of  the  sludge  and  the  extraction  of 
the  grease  can  be  accomplished  economically,'  it  is 
probable  that  a  large  part,  if  not  all,  of  the  cost  of  the 
acid  treatment  may  be  met  by  the  sale  of  the  grease 
and  fertilizer  recovered  from  the  sewage. 

.3.  The  use  of  so  strong  a  deodorizer  and  disin- 
fectant as  sulphur  dioxide  would  prevent  the  usual 
nuisance  of  treatment  works.  The  experiments  have 
shown  that  the  sludge  can  be  held  at  the  works  for 
four  days  during  the  heated  season  without  giving 
ofifensive  odors,  while  the  effluent  is  inoffensive  and 
stable  enough  to  be  discharged  into  Boston  Harbor 
without  the  slightest  probability  of  creating  a  nuisance. 

4.  The  addition  of  sulphur  dioxide  to  the  sewage 
also  avoids  any  fl}^  nuisance,  Avhich  is  a  handicap  to 
the  operation  of  Imhofif  tanks  and  trickling  filters. 

Drying  of  the  sludge  and  the  extraction  of  the 
grease  are  absolutely  essential  for  the  success  of  the 
])rocess.  Mr.  Dorr's  figures,  which  show  profits  of 
from  $6  to  $11  per  1,000,000  gallons,  appear  high,  and 
it  is  possible  that  he  has  allowed  too  little  for  the 
acid  and  for  the  cost  of  drying  the  sludge  ;  but  even 
if  his  figures  be  doubled,  the  process  is  still  well  worthy 
of  consideration  by  the  city  of  Boston,  because  of  its 
freedom  from  nuisance,  as  it  jiroduces  an  effluent 
which  is  practically  free  from  .  disease  germs  and 
which  can  be  discharged  into  the  harbor  with  im- 
]ninity. 

With  the  facts  at  hand,  the  ])r()ccss  would  be  very 
satisfactory  for  Boston  from  a  sanitary  stand])oint 
and  is  more  j^romising  economically  than  any  other 
known.  The  value  of  Imhofl"  tank  sludge  is  hardly 
enough  to  pa}'  for  the  drying.  Ai  Milwaukee,  Chief 
pjigineer  liatton  estimates  the  total  \  alue  of  activated 
sludge  at  from  $9  to  $15  i)er  1,000,000  gallons,  while 
our  ]3ost(jn  experiments  have  i)roved  that  the  sludge 
from  the  Miles  process,  although  less  in  bulk  than 
that  from  the  activated-sludge  process,  has  a  value 
of  more  than  $24  ])er  1,000,000  gallons  of  sewage.  Cor- 
recting Mr.  Dorr's  estimates  for  the  higher  amounts 
of  acid  which  these  experiments  show  to  be  neces- 
sary, one  gets  $18  per  1,000,0CK)  gallons  as  the  average 
cost  of  treatment,  and  $6  as  the  margin  of  profit. 
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Placing  Concrete  Under  Water 

The  subaqueous  deposition  of  concrete  is  often  a 
matter  of  extreme  importance ;  it  is  also  extremely 
difficult.  The  "tremie"  method  of  deposition  of  con- 
crete, so  that  it  shall  not  suffer  from  the  water,  has 
been  used  to  good  advantage  on  some  large  and  im- 
portant works  in  recent  years.  Briefly,  the  tremie  is 
an  apparatus  for  depositing  or  consolidating  concrete 
under  water,  consisting  essentially  of  a  steel  or  wood 
tube  with  a  hopper  top. 

In  order  to  secure  the  best  results,  that  is,  a  good 
([uality  of  concrete  and  a  proper  flow  through  the  tube 
during  operations,  a  considerable  amount  of  prelim- 
inary investigation  is  usually  necessary  to  determine 
the  size  of  tremie  and  the  method  of  handling  it.  Ex- 
])eriments  seem  to  indicate  that  a  15-in.  diameter  tube 


PIcjn 


Stopper, 


Concrete  Stopper  Tobe 
Apparatus  for  Placing  Concrete  Under  Water. 

gives  about  the  best  results.  It  gives  about  the  right 
amount  of  friction.  A  12-in.  tube  gives  too  much  fric- 
tion, while  an  18-in.  tube  gives  too  little,  often  allow- 
ing a  charge  to  be  lost.  There  are  three  general 
points  on  which  care  should  be  exercised  in  the  opera- 
tion of  a  tremie.  The  first  is  the  tendency  of  the  con- 
crete to  choke  up  the  tremie  tube.  When  this  occurs 
it  causes  delays  and  disturbs  the  concrete  already  in 
position.  It  may  be  overcome  generally  by  the  use 
of  a  rather  wet  mix  with  small  stoning  and  by  hold- 
ing the  tube  high  enough  to  start  the  charge  moving 
just  as  the  hopper  starts  to  fill  instead  of  after  it  is 
full.  The  second  is  with  the  onrush  of  water  into  the 
tube  as  the  last  of  the  charge  is  ])ouring  out.  'Ilie 
lowering  of  the  pil)e  to  stop  the  flow  must  be  started 
in  time  so  that  the  pipe  will  be  completely  sealed.  It 
should  be  lowered  gently  so  as  not  to  disturb  the  con- 
crete already  deposited.  The  regulation  of  the  speed 
and  the  proper  movement  for  giving  this  signal  to  the 
hoisting  engineer,  are  matters  requiring  considerable 
practice  on  the  part  of  the  men.  Third,  the  concrete 
should  pass  through  as  little  water  as  possible  between 
the  tube  and  the  freshly  deposited  concrete,  as  other- 
wise a  considerable  portion  is  lost. 


In  depositing  subaqueous  concrete  by  a  tremie  the 
use  of  some  sort  of  wadding  or  stopper  is  essential 
for  the  first  filling  of  the  tube.  Various  materials  have 
been  used  for  stoppers,  such  as  cement  sacks,  shav-, 
ings,  paper  bags  and  sawdust.  This  material  is  usu- 
ally inserted  in  the  top  of  the  tube,  and  as  the  concfete 
is  added  the  stopper  descends  the  tube  driving  out  the 
water  until  the  tube  is  full  of  concrete.  The  difficulty, 
however,  is  that  this  foreign  substance  becomes  im- 
bedded in  the  deposited  concrete,  which  is  particularly 
objectionable  if  the  column  is  at  all  high  and  of  narrow 
cross  section.  To  overcome  this  difficulty,  a  concrete 
stopper  has  been  designed,  as  shown  in  the  cut. 


Pulling  Sheet  Steel   Piling  with   a  Steam 
Hammer 

Pulling  sheet  steel  piling-  with  the  hammer  they 
were  driven  with  in  half  the  time  required  to  drive 
them  is  a  rather  new  kink  in  the  contracting  business. 
The  hammer  is  inverted  and  fitted  with  a  close  fitting 
.steel  yoke  provided  at  both  ends  with  a  device.  One 
of  these  is  connected  with  the  hoisting  tackle  of  a 
derrick  which  is  kept  under  constant  strain,  and  the 
other  to  the  pile.    The  hammer  weighs  about  3,000 


'^Shackle  Hanging  From 
Locomotive  Crane 


■  Sfeam  Hammer 


Sfeel  Strap  IVouncI 
with  Rope 

a  steel  Plates 
Steel  Piling 

Pulling  Sheet  Piling  with  Steam  Hammer, 

lbs.,  strikes  75  blows  per  minute  and  operates  either 
!)}'■  compressed  air  or  steam  from  the  hoisting  derrick. 

Piles  that  take  an  average  of  three  minutes  to 
drive  can,  as  a  rule,  be  i)ulled  in  one  and  a  half  min- 
utes by  this  method.  The  device  has  permitted  the 
salvage  of  piles  which  might  otherwise,  owing  to  the 
cost  of  j)ulling,  have  been  left  in  the  ground. 


M.  Beatty  &  Sons,  Limited,  W'elland,  Ont.,  have  re- 
cently been  awarded  contract  by  the  Dominion  Bridge 
Goni])any  for  two  9  x  12  link  motion  hoisting  engines 
with  cut  steel  gears,  and  two  60  in.  x  156  in.  vertical 
boilers  built  under  Ontario  inspection,  for  use  on 
the  Intercolonial  Railway  Car  Ferry  Terminals  at 
Carletoii  Point,  V.  E.  I.,  and  Cape  Tormentine,  N.  S. 
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June  21,  1916 


Progress  on  St.  Maurice  River  Dam 


GOOD  progress  is  reported  on  the  St.  Maurice 
River  dam  being  constructed  for  the  Quebec 
Streams  Commission  by  the  St.  Maurice  Con- 
struction Company  (contracts  sublet  to  Eraser, 
Brace  &  Company).  The  dam  site  is  in  entirely  un- 
settled country,  37,V2  miles,  in  an  air  line,  north  of  the 
division  point,  Parent,  on  the  National  Transcontin- 
ental Railway,  and  45  miles  from  the  junction  of  the 
Manuan  and  St.  Maurice  rivers. 

Designs  and  preliminary  work  have  been  com- 
pleted for  the  construction 'of  this  1,720  ft.  concrete 
dam  and  the  creation  o^  .the  huge  storage  reservoir. 
Some  160  billion  cubic  feet  of  water  will  be  stored, 
making  a  flow  of  12,345  second  feet  for  150  days  or 
7 ,c>72  second  ft.  for  300  days.  This  storage  will  allow 
for  the  regulation  of  the  flow  of  the  St.  Maurice  River, 
.so  that  some, 168,000  h.p.  more  is  available  as  steady 
power  at  three  points  below.  The  important  powers 
benefitted  are  Shawinigan  (82,000  h.p.  at  present, 
164,000  h.p.  future);  Grand'Mere  (41,000  h.p.  present, 
82,000  h.p.  future);  La  Tuque  (32,300  h.p.  present, 
78,a)0  h.p.  future). 

Largest  Reservoir,  etc. 
This  reservoir  will  be  the  largest  on  the  American 
continent.  The  dam  for  the  reservoir  is  not  an  un- 
usual structure,  but  the  project  is  of  timely  interest 
more  from  the  magnitude  of  the  flooded  area  than 
from  any  particular  features  in  the  construction  of  the 
dam.  The  preparation  of  plans  for  the  dam  was  in- 
structed by  J.  W.  Thurso,  with  Edward  Wegmann  and 
J.  M.  McCarty  as  consulting  engineers.  The  investi- 
gations in  the  field  and  the  design  were  under  the 
direction  of  O.  Lefebvre  as  chief  engineer. 

Test  borings  show'ed  solid  rock  underlying  the  site. 
The  plain  gravity  type  of  dam  was  selected,  with  slid- 
ing gates  and  the  profile  was  fixed  after  assuming  an 
ice  pressure  of  50,000  lbs.  per  lineal  foot,  acting  at  the 
pressure  level  of  the  overflow  weir ;  foundation  uplift 
was  neglected.  The  dam  is  to  be  1,720  feet  long,  of 
four  straight  sections,  with  851  feet  of  spillway.  The 
notable  features  of  the  dam  are  a  movable  sluice  for 
logs  and  rubbish,  375-foot  measuring  weir,  and  means 
of  heating  the  gate  chambers. 

The  work  is  of  particular  interest  due  to  the  fact 
that  the  dam  site  is  situated  50  miles  by  route  north 
of  the  National  Transcontinental  Railway,  necessitat- 
ing extensive  transportation  facilities.  The  contrac- 
tors had  a  choice  of  two  routes  for  reaching  the  place 
of  work.  A  route  from  Parent  was  investigated  and 
f(jund  to  ofifer  a  line  of  easy  grades  and  curves,  but 
through  country  so  badly  burnt  that  there  was  not 
enough  timber  in  it  to  provide  the  ties.  The  second 
route  was  adopted  by  the  ccintractors,  utilizing  river 
transportation  for  30  miles  on  the  St.  Maurice  River 
above  Manuan  as  far  as  Chaudiere  Rapids,  a  railroad 
20  miles  in  length  being  required  from  Chaudiere  to 
the  dam  site  at  La  Loutre. 

River  transi)(jrtation  is  carried  out  by  large  scows 
hauled  by  gasoline  motors.  The  river,  throughout  the 
30  miles  that  have  to  be  navigated,  is  very  crooked, 
with  a  large  number  of  sand  bars.  The  current  aver- 
ages about  miles  per  hour  at  ordinary  stages  of 
water.  The  scows  are  from  15  to  25  tons  capacity, 
10  ft.  wide  and  from  60  to  75  ft.  hmg.  They  are  easily 
steered  by  a  50-foot  oar  in  the  hands  of  one  man  and 


guided  very  readily  even  in  the  crookedest  parts  of  the 
river.  Indian  pilots  who  know  the  river  are  employed 
to  steer  the  boats  and  the  trip  between  Manuan  and 
Chaudiere  averages  about  five  hours  going  up  and 
three  hours  coming  down.  Transportation  difficulties 
will  be  understood  when  one  realizes  that  some  25,000 
tons  of  material  have  to  be  transported  to  the  dam  site. 

Next  to  the  problem  of  providing  transportation  to 
the  dam  site  is  the  problem  of  unwatering  the  dam 
foundations.  The  river  is  divided  into  two  channels 
at  the  dam  site,  one  on  the  west  side  of  a  small  island, 
350  feet  wide,  and  the  other  on  the  east  side,  about 
120  feet.  The  plan  is  to  close  the  small  channel  first, 
build  a  cofterdam  across  the  main  or  west  channel 
high  enough  to  force  the  water  to  pass  over  the  dam 
in  the  small  east  channel  during  the  entire  construc- 
tion of  the  dam  in  the  west  channel.  The  west  chan- 
nel part  will  contain  ten  sluice  gat^s  and  ^yhen  this 
part  has  been  completed  these  will  be  opened  and  the 
section  of  the  dam  in  the  east  channel  will  be  carried 
to  the  proper  height. 

The  quantity  of  excavation  at  the  dam  site  is  com- 
paratively small,  being  about  700,000  cubic  yards  of 
rock  and  14,000  cubic  yards  of  earth.  The  amount 
of  masonry  in  the  dam  will  be  about  70,000  cubic  yards. 
A  suitable  quarry  has  been  located  within  a  thousand 
feet  of  the  dam  site  which  will  supply  stone  for  the 
concrete.  The  rock  from  the  quarry  will  be  dug  with 
a  steam  shovel  and  dumped  directly  into  a  large  crush- 
er. A  combination  mixing  and  crushing  plant  is  lo- 
cated on  a  steep  hillside  very  close  to  the  dam  and  will 
furnish  material  directly  to  it.  Concrete  forms,  stones, 
machinery,  etc.,  will  be  handled  by  two  overhead  cable 
ways  and  four  derricks  standing  on  cribs  on  the  down- 
stream side  of  the  dam.  A  sawmill  has  been  erected 
at  the  dam  site  and  about  4,250,000  board  measure  of 
timber  has  been  cut  during  the  winter  and  delivered, 
in  booms,  at  the  dam  site.  All  lumber  required  for 
erection  purposes  will  be  sawed  at  the  plant.  Oil 
burning  locomotives  will  be  used  on  standard  gauge 
tracks,  to  eliminate  the  danger  of  fire  in  the  woods 
along  the  right  of  way. 

Hydro-Electric  Power  for  Construction 

A  hydro-electric  plant  of  1,150  h.p.  is  being  erected 
by  the  contractors  to  furnish  power  for  the  construc- 
tion work.  The  location  selected  is  the  La  Loutre 
Rapids,  2^4  miles  below  the  dam  site.  The  machines 
to  be  installed  have  two  39-in.  wicket-gate  wheels  per 
unit,  each  unit  to  furnish  575  b.h.p.  at  150  r.p.m.  with 
a  net  head  of  15  ft.  The  generators  are  350  kv.a., 
three-phase,  2,400  volt,  60-cycle  alternators  with  14  kw., 
125  volt  exciters  mounted  on  the  main  shafts. 

The  power  house  is  being  built  of  reinforced  con- 
crete and  extends  as  a  dam  across  a  small  channel  of 
the  river  between  two  islands.  Another  channel  is 
used  as  a  spillway.  The  whole  structure  sits  on  solid 
rock,  the  draft  tube  and  tailrace  being  excavated  be- 
hind cofiferdams  built  in  November  last  year.  This 
plant  is  practically  ready  for  operation. 

New  Companies 

The  .Slierwood  Con.struction  t'i)in])any,  Liinilcd,  Toronio, 
()nt.,  have  hccii  granted  a  charter. 

Tlie  ^Vloiitreal  I'orge  &  Shackle  Company,  niamifactiir- 
ers  of  metal,  Montreal,  Que.,  have  registered. 
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Filtration  Plant,  St.  Hyacinthe 

The  city  of  St.  Hyacinthe,  P.Q.,  with  a  population 
of  about  15,000,  will  this  year  give  further  proof  of  its 
progressiveness  by  the  installation  of  a  mechanical 
iiltration  plant,  to  provide  a  plentiful  supply  of  whole- 
some water  to  its  citizens.  At  the  same  time  additions 
to  the  pumping-  equipment  will  greatly  improve  the 
supply,  both  for  domestic  ^and  fire  service. 

Present  System 

The  present  pumping  equipment  for  domestic  ser- 
vice consists  of  two  centrifugal  motor  driven  pumps, 
each  having  a  capacity  of  1^  million  gallons  per  day 
against  a  pressure  of  about  60  pounds  per  sq.  in. 

Fire  service  of  about  120  pounds  per  sq.  in.  is  ob- 
tained by  operating  these  two  pumps  in  series  and  by 
an  additional  centrifugal  pump,  which,  operating 
against  a  pressure  of  120  pounds  per  sq.  in.,  has  a  ca- 
pacity oi  V/4  million  gallons  per  day. 

In  addition  to  these  three  pumps,  there  is  held  in 
reserve  a  Holly  steam  pump,  which  is  capable  of  sup- 
plying two  million  gallons  per  day,  either  for  domes- 
tic or  fire  service.  All  pumps  obtain  their  supply  from 
the  Yamaska  River  by  means  of  a  single  20-inch  cast 
iron  suction  pipe,  and  discharge  directly  into  the  force 
mains  supplying  the  city.  There  is  no  storage  tank 
or  reservoir  connected  with  the  system. 

Proposed  System 

By  the  plans  for  the  new  work,  water  from  the 
Yamaska  River  will  reach  the  pumping  station 
through  two  cast  iron  suction  pipes,  and  will  be  lifted 
to  the  coagulation  basins  by  four  centrifugal  pumps, 
each  having  a  capacity  of  two  million  gallons  per  day. 
After  passing  through  the  coagulation  basins,  filters 
and  filtered  water  reservoir,  the  water  again  returns 
to  the  pumping  station. 

A  new  two'  million  gallon  per  day  pump,  in  addi- 
tion to  the  two  existing-  domestic  service  pumps  and 
the  Holly  steam  pump,  will  supply  filtered  water  for 
domestic  service  up  to  a  maximum  capacity  of  Gyz  mil- 
lion gallons  per  day. 

For  fire  service  there  will  be  installed  a  new  four 
million  gallons  per  day  pump  which,  with  the  existing 
fire  service  centrifugal  pump  and'  the  Holly  steam 
l)ump,  will  supply  water  at  120  pounds  pressure  per 
square  inch  up  to  a  maximum  rate  of  7^4  miUion  gal- 
lons per  day. 

Coagulation  Basins 

■  Two  coagulation  basins  are  contemplated,  with  a 
combined  capacity  of  400,000  gallons.  Each  basin  is 
66  ft.  X  32  ft.  3  in.,  inside  measurements,  and  is  of  con- 
crete construction  throughout.  These  basins  are  en- 
tirely underground,  with  feet  of  earth  fill  over  the 
reinforced  concrete  roof.  Siiitable  provision  is  made 
for  the  regulation  and  control  of  the  flow  of  water 
through  the  basins. 

Filtered  Water  Reservoir 

The  filtered  water  i:eservoir,  which  is  also  of  con- 
crete construction  and  entirely  underground,  is  66  ft. 
X  39  ft.,  inside  measurements,  and  has  a  capacity  of 
193,000  gallons.  With  an  extension,  proposed  under 
a  separate  item,  the  reservoir  will  have  a  total  capa- 
city of  260,000  galk)ns.  At  one  corner  of  the  reservoir 
is  a  pump  from  which  the  pump  suctions  receive  their 
supply  of  filtered  water. 

Filters 

Four  filter  units,  each  with  a  nominal  daily  output 


of  one  million  gallons,  are  located  directly  above  and 
supported  by  the  roof  of  the  filtered  water  reservoir. 
The  filters  are  located,  two  on  each  side  of  an  operat- 
ing and  pipe  gallery,  which  contains  all  piping  and 
other  equipment  necessary  for  a  modern  installation. 

Buildings 

The  filter  building-  is  49  ft.  8  in.  x  67  ft.  8  in.,  out- 
side measurements,  and  encloses  the  filters,  operating- 
gallery,  and  a  passage  leading  to  the  headhouse.  The 
headhouse  is  located  between,  and  connected  with,  the 
filter  building  and  the  existing  pumping  station.  The 
lower  floor  is  reserved  for  storage  and  chemicals.  The 
upper  floor  contains  the  office,  laboratory,  and  chemi- 
cal room. 

All  buildings  have  brick  walls  and  wooden  roofs, 
and  conform  in  style  and  architecture  and  other  parti- 
culars, to  the  existing  buildings.  Windows  are  large 
and  numerous,  to  make  the  interiors  light  and  attrac- 
tive. Electric  lighting  and  steam  heating  systems  are 
provided  for  in  the  contract. 

Miscellaneous  Equipment 

The  plans  and  specifications  for  the  work  include 
all  piping  and  drainage  systems  and  miscellaneous 
equipment,  including  wash  water  pump,  blower, 
strainer,  and  air  systems,  controllers,  operating  tables, 
coagulant  apparatus,  chlorine  apparatus,  etc.,  required 
to  make  the  plant  complete  and  ready  for  service. 

The  work  will  be  done  under  the  general  direction 
of  Mr.  Rene  Morin,  Mayor,  and  Mr.  T.  A.  St.  Germain, 
President  of  the  Aqueduct  Committee.  Plans  and 
filtration  engineer. 


Adjustable  Shore 

The  cut  shows  a  handy,  light,  adjustable  shore, 
that  can  be  readily  built  and  should  prove  useful  to 
contractors  in  supporting-  forms  for  concrete  work.  It 
consists  of  a  pipe  with  timber  extensions.  On  the  top 
of  the  pipe  is  bolted  a  guide  which  runs  between  the 


Diagram  of  Adjustable  Shore. 

2x4  in.  extensions ;  at  the  lower  extensions  a  self- 
locking  plant  is  bolted.  The  shore  is  raised  to  the 
required  height  and  when  the  weight  is  applied  the 
clamps  grip  the  pipe,  the  heavier  the  load,  the  tighter 
the  grip.  The  thumbscrew  lock  prevents  the  shore 
from  slipping. 
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Road  Maintenance  . 

Now  that  extensive  road  building  is  progressing  in 
all  parts  of  the  Dominion,  it  might  not  be  out  of  place 
to  reiterate  a  few  words  concerning  road  maintenance. 
This  ])roblem  is  closely  related  to  the  movement  for  the 
construction  of  good  roads,  but  the  regrettable 
feature  of  the  movement  is  that,  as  a  rule,  no  provi- 
sion is  made  for  the  upkeep  of  the  roads  after  their 
construction.  The  result  is,  all  too-  frequently,  that 
many  admirable  highways  have,  after  a  few  years, 
fallen  into  such  a  state  of  dilapidation  that  to  repair 
means  practically  to  reconstruct  them. 

The  question  of  maintenance,  as  it  is  now  under- 
stood, is  of  comparatively  recent  origin.  It  owes  its 
inception,  along  with  the  good  roads  movement,  to  the 
advent  of  heavy  and  speedy  motor  traffic.  With  the 
roads  of  pre-motor  times,  subjected  only  to  the  action 
of  slow  and  light  traffic,  the  maintenance  problem  was 
of  more  or  less  secondary  importance,  but  when  the 
automobile  appeared  as  a  factor,  the  resulting  rapid 
wear  demanded  urgent  consideration  of  the  question. 
Although  from  year  to  year  it  has  been  brought  more 
forcibly  to  bear  on  the  attention  of  the  people,  there 
has  seemed  to  be  a  disinclination  to  meet  it  or  to  sup- 
l)ly  the  funds  necessary  for  efifectively  carrying  it  out. 

Motor  traffic,  in  entirely  recasting  the  standard  of 
road  building,  has  imposed  more  solid  and  expensive 
construction  which,  in  turn,  has  necessitated  more 
c(jstly  upkeep.  And  not  only  is  deterioration  due  to 
normal  wear,  but  it  also  takes  place  from  weathering- 
conditions,  such  as  action  of  frost,  spring  floods,  and 
deterioration  of  the  bituminous  coating 

The  present  poor  condition  of  many  roads  is  due 
to  a  failure  to  realize  that  road  maintenance  must  be- 
gin where  road  construction  leaves  off,  so  that  no 
wear  will  have  a  chance  t6  get  a  grip.  The  old  adage 
"a  stitch  in  time  saves  nine"  applies  with  special  apt- 
ness to  road  maintenance.  It  means  constant  and 
vigilant  care  to  counteract  the  eft'ect  of  traffic  or  wea- 
ther. In  many  cases  authorities  seem  to  feel  that  their 
duty  has  ended  when  a  highway  passes  out  of  the 
hands  of  the  contractor,  and  they  fail  to  provide  suffi- 
cient funds  or  labor  to  keep  the  road  in  its  proper 
original  condition. 

County  and  municipal  officials  and  engineers  are 
now  realizing  more  and  more  the  extent  of  their  duties. 
I'hey  are  beginning  to  feel  that  it  pays  to  maintain 
rather  than  re-surface  or  entirely  reconstruct  their 
roads  every  few  years.  In  some  municipalities  the 
UKjre  solid  concrete  or  brick  pavements  are  being  con- 
sidered which,  although  higher  in  first  cost,  reduce 
maintenance  charges  to  a  minimum. 

I'he  method  and  cost  of  road  upkeep  depends  on 
tlie  nature  of  the  road  and  its  condition,  and  the  work 
nuist  be  so  carried  out  as  to  ensure  the  most  effective 
treatment  in  each  individual  instance.  In  most  cases, 
careful  repair  of  all  ruts,  holes  and  surface  l)reaks,  'is 
all  that  is  necessary,  with  an  aijplication  of  a  surface 
binder  at  sufficient  intervals,  l^ven  the  common  sur- 
face application,  crude  oil,  when  a]j])lied  immediately 
upon  coni])letion  of  a  road  renders  it  less  jjervious 
to  the  wearing  effects  of  heavy  traffic. 

'I'lie  (piestion  tlial  nnmicipalities  must  consider 
when  fc^rmulating  their  good  roads  schemes  is  that 
the  money  will  be  of  little  avail  unless  they  are 

prepared  to  l)ack  it  up  by  a  sufficient  outlay  tg  main- 
tain their  highways  as  ])ermanent  works  from  year  to 
year.  'I'hey  must  realize  that  maintenance  is  e(|ually 
as  important  as  the  original  construction  and  that  only 
by  effective  maintenani-e  can  they  realize  the  full  \  alue 
of  a  good  road  system. 


Mainly  Constructional 

East  and  West— From  Coast  to  Coast 


The  new  C.  P.  R.  depot  at  North  Toronto  has  just  been 
opt'iicd  to  the  travelling-  public. 

During-  the  month  of  May,  21  building-  permits  -were  is- 
sued in  the  city  of  Moncton,  N.  B.,  representing  a  value  of 
$28,175. 

The  total  amount  of  the  building-  permits  issued  during 
the  month  of  May  this  year  in  Chatham,  Out.,  was  $28,350, 
as  compared  -with  $24,735  in  May,  1915. 

Building-  permits  to  tlie  value  of  $144,441  were  issued  dur- 
ing the  month  of  May  tliis  year  in  the  city  of  Halifax,  N.  S., 
as  compared  with  $113,270  for  May,  1915. 

A.  R.  C.  Clark  has  been  awarded  the  contract  for  the 
construction  of  the  N.  B.  Telephone  Company's  new  ex- 
change at  West  St.  John,    It  wiH  cost  about  $13,000. 

Letters  Patent  of  incorporation  have  been  issued  to 
Westman  Hardware,  Limited,  the  capital  of  the  company 
Ijeing-  $40,000.    Their  head  office  will  l)e  at  London,  Ont. 

The  foundrj'  at  Beauceville,  Que.,  which  recently  came 
under  the  management  of  Messrs.  Marcoux  and  Poirier,  has 
l)een  destroyed  by  fire,  resulting  in  an  estimated  loss  of 
$13,000. 

Tlie  St.  Mary's  River  Construction  Company,  Limited, 
has  been  incorporated,  with  a  capital  of  $35,000,  to  carry  on 
the  business  of  general  contractors,  head  office  at  Sault  Ste. 
Marie,  Ont. 

The  Royal  Connaught  Hotel,  which  has  just  recently 
been  completed  in  Hamilton,  Ont.,  has  now  thrown  its 
doors  open  to  the  public.  It  is  considered  one  of  the  most 
modernly  ec|uipped  liotels  in  the  Dominion. 

Mr.  J.  D.  Buckley  is  erecting  a  large  refuse  burner  at 
his  T'^rench  Fort  Cove  mill,  near  Newcastle,  N.  B.  It  will 
be  110  feet  high  and  32  feet  in  diameter  at  the  base.  The 
contractors  are  Aloonej^  &  Sons,  of  St.  John.  The  burner 
will  cost  about  $7,000. 

The  Regina  Builders'  Exchange  at  a  recent  meeting 
passed  a  unanimous  resolution  not  to  accede  to  the  demands 
of  the  Bricklayers'  Union  that  the  hours  of  labor  be  9  hours 
per  day,  except  on  Saturdays,  when  work  would  cease  at 
1  p.m.,  and  the  rate  l^e  75c.  per  hour. 

The  Nova  Scotia  Construction  Company,  who  were 
awarded  the  contract  for  the  completion  of  the  forty-mile 
section  of  the  Valley  Railway  between  Gagetown  and  West- 
field,  have  sublet  the  contract  in  ten  mile  sections  to  Ken- 
nedy &  McDonall,  Poupore  Bros.,  Lynch  &  Gorman,  and 
.Smitli  and  Merritliew. 

The  tender  of  the  Dominion  Bridge  Company  for  the 
superstructure  of  tlie  Pretoria  Avenue  liridge  in  the  city  of 
(Jttawa,  $84,158,  has  been  accepted  liy  the  city  council.  Ow- 
ing- to  the  rapid  rise  in  tlie  price  of  steel,  this  anicuint  is  much 
above  the  original  estimate.  The  work  on  the  bridge  will 
(iccupy  about  18  months. 

Several  towns  along  the  line  between  Borden  and  North 
Battleford,  in  the  Province  of  .Saskatchewan,  are  endeavoring 
to  obtain  the  right  of  way  between  those  two  points,  a  dis- 
tance of  (iO  miles,  for  the  construction  of  a  highway,  the 
object  being  eventually  to  extend  this  road  and  make  a  great 
highway  from  Saskatoon  to  North  Battleford. 

Tlie  Dominion  Textile  Company,  Limited,  of  Montreal, 
have  sold  its  buildings  and  real  estate  in  Moncton  to  the 
biscuit  manufacturing  firm  of  J.  .'\.  Marven  Limited.  The 
Textile  Company  is  removing  llic  cotton  machinery  from  the 
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main  building,  after  whicli  tlie  Marven  firm  will  fit  it  up  for 
biscuit  manufacturing  on  a  more  extended  scale. 

Work  on  the  Centre  Street  bridge  in  Calgary,  Alta.,  is 
progressing  satisfactorily.  Three  of  the  spans  have  now 
been  completed,  and  the  men  are  now  at  work  finishing  the 
ornamental  towers  which  will  rise  at  either  end  of  the  centre 
span.  The  fourth,  and  southernmost,  will  not  be  constructed 
until  the  last  possible  danger  of  spring  floods  is  over. 

A  bill  to  grant  to  the  Dominion  Government  the  strip 
of  land  necessary  for  the  construction  of  the  Banff-Winde- 
mere  highway  was  passed  recently  by  the  legislature  of  the 
Province  of  British  Columbia.  This  road  will  be  about  40 
miles  long  and  will  cost  about  .$300,000.  The  Dominion  Gov- 
ernment have  agreed  to  complete  and  maintain  the  road. 

Judge  Demers  has  confirmed  the  appointment  of  engi- 
neering arbitrators  in  the  litigation  between  the  city  of 
Montreal  and  the  Harris  Construction  Company.  This  has 
reference  to  work  done  for  the  city,  the  amount  involved 
being  nearly  $100,000.  Mr.  H.  E.  Vautelet  will  represent 
the  city,  Mr.  Emile  Vanier,  the  contractors.  Dr.  L.  A.  Herdt 
is  the  third  engineer  appointed  by  the  court. 

During  the  month  of  May  this  year  there  were  317  build- 
ing permits  issued  in  the  city  of  Winnipeg,  Man.,  represent- 
ing a  value  of  $395,700,  as  compared  with  318  last  year,  re- 
presenting a  value  of  $135,000.  The  total  for  the  first  five 
months  of  the  year  is  $1,135,400,  as  compared  with  $640,150  in 
1915.  There  are  also  extensive  building  operations  going  on 
this  month,  including  Stovel's  new  building,  $160,000. 

In  connection  with  the  work  on  the  St.  Maurice  River 
dam  in  the  Province  of  Quebec,  several  camps  have  been 
constructed  on  a  large  area  of  land  cleared  at  the  site  for 
that  purpose.  In  order  to  facilitate  navigation  on  the  river 
for  the  transportation  of  material,  a  temporary  dam  is  under 
construction  at  Manouan.  A  telephone  line  from  Manouan 
to  the  scene  of  operations,  a  distance  of  33  miles,  has  also 
been  installed. 

Kane  &  Ring,  contractors,  have  been  awarded  the  con- 
tract for  the  construction  of  permanent  sidewalks  in  the 
Fairville  district  of  St.  John  County.  About  30,000  feet  of 
sidewalks  will  be  laid.  Fairville  is  developing  rapidly,  both 
as  an  industrial  and  residential  district.  The  completion  of 
the  new  highway  bridge  at  the  Falls  and  the  promise  of  an 
improved  water  service  have  given  a  considerable  impetus 
to  its  development. 

Three  tentative  sites  for  the  proposed  grain  elevator  to 
be  erected  in  the  place  of  the  I.  C.  R.  St.  John,  N.B.,  elevator 
destroyed  in  1914,  have  been  submitted  to  the  city  council 
by  general  manager  Gutelius,  of  the  Canadian  Government 
Railways,  to  make  a  selection  from.  One  site  is  ju^t  south 
of  the  custom  house;  the  other  two  arc  adjacent  to  the  sugar 
refinery.  The  council  has  held  two  meetings  on  the  sul)- 
ject,  but  has  not  reached  a  decision. 

The  council  of  Bassano,  Alta.,  have  threatened  to  take 
steps  to  force  the  city  of  Calgary  to  install  a  sewage  dis- 
posal plant  in  order  to  protect  the  water  for  their  use.  It 
appears  that  Calgary  received  instruction  from  the  govern- 
ment to  proceed  with  such  a  plant  some  time  ago,  but  the 
declaration  of  war  caused  delay.  The  city  engineer,  how- 
ever, has  now  been  instructed  to  prepare  a  report  in  this 
connection,  and  the  construction  of  the  plant  is  to  commence 
when  the  war  is  over.    It  will  cost  about  $300,000. 

Owing  mainly  to  the  diversion  of  men  to  ammunition 
plants  there  is  an  acute  shortage  of  unskilled  labor  in 
Montreal  which  is  afifecting  the  building  trade.  Combined 
with  this  cause  is  the  internment  of  aliens,  the  recruiting,  the 
calling  up  of  men  by  the  warring  nations,  and  the  small 
immigration.  The  labor  agencies  are  able  to  supply  only  a 
very  small  portion  of  the  needed  labor.    At  a  meeting  of 


the  directors  of  the  Builders'  Exchange  it  was  stated  that  one 
quarry  company  which  offered  good  wages,  free  transporta- 
tion, constant  work  and  sleeping  accommodation,  had  not 
been  able  to  obtain  35  men  to  go  a  short  distance  out  of  town. 

]3uilding  permits  to  the  amount  of  $24,570  were  issued  in 
Medicine  Hat,  Alta.,  during  the  month  of  May.  Amongst 
these  is  included  a  building  for  the  Alberta  Foundry  and 
Machine  Company,  $20,000,  which  will  be  built  of  brick  and 
steel.  It  will  have  a  frontage  of  160  feet  and  a  depth  of 
130  feet,  and  will  include  foundry,  machine  shop  and  offices. 
It  will  be  heated  by  steam  and  supplied  with  electric  power 
and  lighting.  The  new  building  will  be  put  up  over  the  pre- 
sent plant,  in  order  to  avoid  any  interference  with  the  pro- 
gress of  work,  and  after  completion  the  old  shops  will  be 
taken  down.  The  permits  for  May,  1915,  only  amounted  to 
$3,510. 

Following  a  tour  of  inspection  of  the  Toronto  Harbor 
work,  in  which  Hon.  Dr.  Reid,  acting  Minister  of  Public 
Works;  the  Harbor  Commission,  the  City  Council  and  a  num- 
ber of  members  of  the  Board  of  Trade  participated,  the  chair- 
man of  the  Commission,  Mr.  Lionel  H.  Clarke,  made  the 
announcement  that  a  saving  of  over  $1,000,000  was  being 
made  in  connection  with  the  reclamation  of  Ashbridgc's 
Bay  and  the  establishment  of  an  industrial  area  there.  In 
this  area  between  two  and  three  hundred  acres  have  Ijeen 
reclaimed  which  practically  completes  the  work.  The  esti- 
mated cost  of  this  operation  was  $5,000,000,  but  according  to 
Mr.  Clarke's  statement  the  actual  expenditure  will  not  reach 
$4,000,000.  The  chairman  also  mentioned  the  fact  that  dur- 
ing the  last  twelve  months  the  Commission  has  increased 
the  harbor  property  by  330  acres  by  acquisition '  from  the 
Government,  the  C.  P.  R.  and  the  Grand  Trunk. 

While  in  the  city  of  St.  John,  N.B.,  recently,  Mr.  H.  P. 
Timmerman,  industrial  commissioner  of  the  C.  P.  R.,  an- 
nounced that  his  company  had  engaged  the  well-known  U.  S. 
engineering  firm  of  Arthur  D.  Little  to  take  up  researcli 
work  on  lands  adjacent  to  the  C.  P.  R.  track  in  Canada. 
The  object  of  these  researches  will  be  to  ascertain  the  com- 
mercial values  of  ores  or  other  mineral  or  chemical  deposits 
that  may  be  discovered  contiguous  to  the  railway,  and  which 
might  form  the  basis  of  industrial  enterprises.  It  frequently 
happens  that  discoveries  of  such  natural  resources  are  made 
by  men  who  either  do  not  appreciate  their  value,  or  whf> 
lack  the  capital  to  test  them  commercially.  This  work  will 
be  taken  up  by  Mr.  Little's  research  department  and  the 
information  secured  will  form  the  basis  for  bulletins  tliat 
will  be  issued  by  the  company  from  time  to  time.  Mr. 
Little  is  an  ex-president  of  the  American  Chemical  Society. 


Personal 

Company  Sergeant-Major  Armstrong  has  been  killed 
in  the  recent  fighting.  He  was  a  graduate  in  science  of 
McGill  University.  Prior  to  joining  the  forces  he  was  on 
the  engineering  staff  of  the  city  of  Montreal. 

Mr.  E.  L.  Cousins,  who  has  been  engineer  to  the  Toronto 
Harbor  Commission,  has  just  been  promoted  to  the  posi- 
tion of  general  manager,  a  reorganization  of  the  office  staff 
having  been  made  necessary  by  the  enlistment  of  Major 
Alex.  Lewis,  who  had  acted  as  secretary  since  the  inception 
of  the  Commission. 

Capt.  Frank  P.  Adams,  of  the  186th  overseas  battalion, 
who  for  several  years  has  been  city  engineer  of  Chatham, 
Ont.,  was  recently  honoured,  on  the  occasion  of  his  de- 
parture for  the  training  camp  at  London,  by  the  city  councils 
of  1913-14-15-16,  under  whose  direction  he  served.  He  was 
presented  with  a  purse  of  gold,  and  members  of  the  re- 
spective councils  made  brief  addresses  complimenting  him  on 
the  efficiency  and  courtesy  which  he  had  always  shown  and 
the  very  satisfactory  service  he  had  rendered  the  city. 


Contracts  Department 


News    of   Special   Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

North  Bay,  Ont. 

The  Town  EnsincLT,  H.  J.  McAuslaii, 
will  receive  tenders  until  noon,  June 
28tli.  for  the  constrtiction  (if  a])out 
50,000  square  feet  of  sulewalks. 

Norwich,  Ont 

The  Town  Council  proiiose  to  lay 
about  40,000  square  feet  of  brick  pave- 
ment on  concrete  foundation.  Clerk, 
William  b'airley. 

Pembroke.  Ont. 

The  Town  Council  are  bavins  plans 
prepared  for  permanent  pavements,  es- 
timated to  cost  $4,000.  En.£iincer,  W .  J. 
Moore. 

Quebec,  Que. 

The  Citv  Council  are  considering  liic 
paving  of  Sauvafjeau  and  .Aqueduc  Hills, 
at  an  approximate  cost  of  ,$5,:iOO.  En- 
gineer, W.  D.  P)aillarge. 

St.  Hyacinthe,  Que. 

.\  by-law  has  been   iiassrd  ]ircividing 
for  the  construction  rif  paxm-  i  siiuialcd 
to  cost  $2.''),000,  and   for  a  quantity  of 
/  .side  walk.    Engineer,  H.  Cadicux. 

Toronto.  Ont. 

Commissioner  of  Works  R.  C.  Harris 
has  recommended  the  ci>nstrnclion  o1 
asphalt  paving  to  cost  alimit  $:!(), (iij.'i,  and 
i)itulit]iic  to  cost  .'i;i:i,074. 

Victoria.  B.C. 

'file  ('it\  (■■miu-il  ])r<ii)osc  to  lay  a 
wateiiuain  lo  the  piniinscs  of  the  Esciui- 
malt  Waterworks  Company.  Estimated 
cost,  .i;5,000.    Engineer,  C.  H.  Rust. 

CONTRACTS  AWARDED 

Markham,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  the  construction'  of  a  gra- 
vity main  and  collecting  basin  to  Mur- 
pliy  &  Barnes,  3!!  Temple  Avenue,  and 
the  contract  for  supply  of  pipe  to  the 
National  Iron  Comiiany,  Torcmto. 

Ottawa,  Ont. 

The  City  Council  have  awarded  con- 
tracts to  the  Union  Construction  (  (im- 
pany.  Bank  .Street  Chambers,  for  the 
coHiStruction  of  asi)lialt  pavement  (ju 
Napean  and  Albert  .Streets,  estimated  to 
cost  .i;41,l()0. 

Quebec,  Que. 

The  City  Council  have  let  the  follow- 
ing contracts:  asphalt  paving  on  St.  I'oye 
Road,  Quebec  Paving  &  Construction 
Comi)any,  70  Tenth  Avenue,  Limoilou: 
sc(jria  block  on  Henderson.  Ramsay,  and 
Orleans  Place,  George  Madden,  822  Si. 
N'alier  Street;  scfiria  block  and  .granite 
blf)ck  on  Bridge  Street,  partly  to  Geor,ge 
Macldcn  and  Quebec  Paving  &  Construc- 
tion C'ompjiny;  rocmac  on  .St.  Olivier 
Street,  G.  Michaud,  90  Des  Forges 
Street. 

St.  Catharines,  Ont. 

The  Citv  Council  have  awarded  a  con- 
tract for  construction  of  a  trunk  sewer 
lo  John  Maguirc  &  .Son,  .Spadina  Road, 
Toronto.    Estimated  cost,  iftH.SSO. 


Welland,  Ont. 

The  contract  for  construction  of  a 
sewer  on  Burgar  Street  has  been  award- 
ed to  J^ouis  Sacco.  .\i)proximate  cost, 
.'t;.S..')20.  Contractor  requires  6,  8  and  10- 
inch  pipe. 


Railroads,  Bridges  and  Wharves 

McNab  Township,  Ont. 

Plans  have  licen  pici)arcd  by  J.  T. 
Morris,  Pembroke,  foi-  a  liridge  to  lie 
built  over  the  Madawaska  River  for  the 
Township  and  Renfrew  County  Council. 
Estimated  cost,  $10,000. 

Toronto.  Qnt. 

The  Toronto  Harbor  Commissioners 
have  had  plans  pdepared  for  a  steel 
bascule  bridge  to  be  constructed  across 
tlie  r)on  Di\'ersional  Channel  at  the  for)t 
of  Cherry  Street.-  Chief  Engineer,  E.  L. 
Cousins,  50  Ray  Street. 

CONTRACTS  AWARDED 

Arden,  Man. 

The  municipalities  of  I^ansdowne  and 
Langford  have  awarded  the  contract  for 
construction  of  a  conci'cte  bridge  to  the 
Brown  C"onstruction  ('(inii)any.  'i"ri- 
bune  Building,  Winnipeg,  .\ppro.\imate 
cost,  .$5,500. 

New  Brunswick  Province. 

The  Provincial  Department  of  Public 
Works  have  awarded  to,W.  I\.  I'"awcett. 
Sack\'ille.  contracts  foi-  the  contsruction 
of  the  Nichcdas  Ri\er  Ijridge  and  for 
new  substructure  and  general  repairs  to 
ITppcr  .Sack\'illc  and  Anderson  l)ridges. 
Approximate  total  cost,  $41,000. 

South  Dujnfries  Township,  Ont. 

The  contract  for  steel  work  recpiired 
in  tlic  construction  tif  '  a  bridge  over 
M;iniwai-ring  Creek  for  the  Townshi]) 
t'ouncil  lias  been  let  to  Hamilton  Britlgc 
Works  Company.  Ltd..  Bay  Street 
North.  Hamilton,  at  $2,100,  and  abut- 
ments to  Bain  &  Ivoss,  Embro,  at  $058. 

Upper  Jemseg,  N.B. 

The  Deiiartment  of  Public  Works, 
I''redericton,  have  awarded  the  contract 
for  construction  of  substructure  and  ap- 
priiaclies  of  a  steel  truss  brid.ge  to 
Toseiib  McVay  &  Sons,  St.  Stephen,  N. 
P>.       .\pproxiniate  amount  of  contract, 

$20,000. 


Public  Buildings,  Churches 
and  Schools 

Anderdon  Township,  Ont. 

Plans  of  a  school  are  lieing  prepared 
for  the  Trustees  of  .School  Section  No.  (> 
bv  Jacqties  8i  (Vmipany,  Bong  Buildin.g, 
W^indsor.  b'rame  construction.  Ivsti-" 
mated  cost,  $5,000. 

Beeton,  Ont. 

Bulk  or  seuarale  tenders  on  the  erec- 
tion of  a  school  will  be  received  until 
Tune  .'iOth  by  the  .Secretary  to  the  .School 
r>oard.  J.  N.  Eannin.  ,'\i)i)roximate 
coM,  $15,000.  Architect,  lohn  Wilson, 
(  ollingwoofl.  Plans  with  tiie  Secretary, 
flic  .^rchitccl,  and  at  office  of  tlie  Con- 


tract Record,  ;i47  .Adelaide  Street  West, 
Toronto. 

Cainsville.  Ont. 

Tenders  on  the  erection  of  a  church 
for  the  fiaptist  Congregation  will  be  re- 
ceived until  June  24th  by  the  Architect, 
L.  D.  liarber.  Temple  Building,  Brant- 
ford.  Brick  construction.  Approximate 
cost,  $(3,000. 

Calgary,  Alta. 

The  Congregation  of  Central  Metho- 
dist Church  i)roposc  to  replace  their 
building,  recently  destroyed  by  tire,  with 
a  new  structure  to  cost  about  $40,000, 
and  to  instal  an  organ  at  an  approxi- 
niate  cost  of  $15,000.  Nothing  definite 
is  yet  decided. 

Eganville,  Ont. 

'J"he  Evangelical  Eutlieran  Congrega- 
tion are  building  a  church  under  super- 
vision of  R.  G.  l^einkc.  b>anie  construc- 
tion, veneered  with  concrete  block.  Ap- 
proximate cost,  $12,000.  .Architect, 
Bruno  Michel,  Carleton  Place,  Ont.   . .' 

Halifax,  N.S. 

The  Board  of  School  Commissioners 
IM-opose  to  iniild  a  school  on  Mprris 
Street,  and  plans  will  be  prepared  by 
\V.  J.  Buash,  60  Bedford  Road.  Cost 
will  probably  exceed  $120,000. 

Hamilton,  Ont. 

^f-  Wai-ren,    Bank    of  Hamilton 

Building,  is  preparing  plans  for  an  In- 
terdenominational Church,  estimated  to 
cost  $9,000.  Tenders  will  be  called' 
shortly.  Cut  stone,  steel,  and  In-ick 
construction. 

McGregor,  Ont. 

The  Catholic  School  Trustees  will  call 
for  tenders  on  the  erection  of  an  addi- 
tion to  the  school,  estimated  to  cost 
$5,000.  I'Vanie  construction.  Particu- 
lars from  h'ather  J.  A.  Pinsonncault. 

Mindemoya,  Ont. 

The  Methodist  Congregation  arc 
about  to  start  work  on  the  erection  of 
a  Church,  estimated  to  cost  $3,000.  Slope 
construction.  Chairman  of  Building 
Committee,  D.  Wyman. 

Montreal,  Que. 

The  Commissioners  of  St.  Gregoire  le 
Thaumaturge  will  receive  tenders  until 
June  36th  for  the  erection  of  a  school, 
estimated  to  cost  $250,000.  Architect,  C. 
Bcrnier,  70  St.  James  Street. 

New  Liskeard,  Ont. 

The  School  Board  propose  to  build  a 
jchool  at  an  approximate  cost  of  $30,000. 
Town  Clerk,  J.  I.  Dixon. 

Ottawa.  Ont. 

Tenders  on  the  erection  of  a  laundry 
and  dormitory  for  the  Grey  Nuns  of  the 
Cross  will  be  received  until  June  26t]i. 
Plans  at  the  Hospital  or  at  office  of  the 
.Architect,  Charles  Brodeur,  6.3  City  Hall 
Street,  Hull,  Que.  Approximate  cost, 
$50,000. 

Otterville,  Ont. 

The  Township  of  South  Norwich  pro- 
nose  to  build  a  Library,  and  have  been 
l)roiniscd  a  grant  of  $6,000  by  the  Car- 
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nc,a:ie  Corporation.  Clerk,  Alexander 
Macfarlane. 

Peace  River,  Alta. 

The  Department  of  Public  Works,  Ot- 
tawa, have  prepared  plans  for  an  Ihimi- 
Kration  Hall,  estimated  to  cost  $5,000, 
Frame  construction.  Secretary,  K.  C. 
Desrochers,  Ottawa. 

Peterborough,  Ont. 

■  Tenders  on  steel  valley  trusses  for  the 
roohiig  of  St.  James  Methodist  Church 
are  being  received  by  the  Secretary  to 
the  Building  Committee,  A.  E.  Prest, 
;343  Lansdowne  Street. 

Port  Colborne,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  St.  James  Church,  ac- 
cording to  revised  plans.  Architect,  C. 
M.  Borter,  Niagara  Falls,  Ont.  Esti- 
mated cost,  .$18,000. 
Sudbury,  Ont. 

Tenders  on  all  trades  recpiired  in  the 
erection  of  a  school  fin  College  Street 
will  be  received  until  June  30th  by  the 
Architect,  V.  L.  Morgan,  Wilson-Green- 
wood Block.  Plans  and  specifications 
with  tlie  Architect,  and  at  office  of  Mac- 
Lean  Daily  Reports,  Ltd.,  25  Charlotte 
Street,  Toronto. 

Timmins,  Ont. 

Ellis  &  Ellis,  Architects,  Manning 
Chambers.  Toronto,  are  preparing  plans 
for  a  school,  estimated  to  cost  $40,000. 
Hollow  tile  and  brick  construction. 

Toronto,  Ont. 

A  site  in  Queen's  Park  has  been  pur- 
chased for  the  erection  of  new  premises 
for  St.  Michael's  College,  St.  Joseph 
Street.  Stone  construction.  Aprroxi- 
mate  cost,  .$350,000.  Registrar,  Rev. 
Father  H.  Carr. 

The  Board  of  Education  have  cancel- 
led the  contract  for  plastering  at  the 
Park  School,  and  are  now  receiving  new 
tenders.  Plans  and  specifications  at  of- 
fice of  the  Superintendent  of  Buildings. 

Weston,  Ont. 

Tenders  on  the  erection  of  a  hospital 
cottage  for  the  National  Sanitarium  As- 
sociation are  now  being  received  by  the 
.\rchitect,  C.  S.  Cobb,  71  Bay  Street,  To- 
ronto. Brick  construction.  Api^roxi- 
mate  cost,  $6,000. 

Wiarton,  Ont. 

Tenders  will  be  received  until  June 
39th  for  the  erection  of  an  addition  to 
the  High  School,  installation  of  a  lav- 
atory system  and  construction  of  a  sew- 
er. Plans  and  specifications  with  the 
Secretary  to  the  High  School  Board,  W. 
M.  Newman,  and  the  Architects,  Forster 
&  Clark,  887  Second  Avenue  E.,  Owen 
Sound. 

CONTRACTS  AWARDED 

Berlin,  Ont. 

The  contract  for  steel  work  required 
in  the  erection  of  a  Polish  Roman  Cath- 
olic Church  has  been  awarded  to  the 
Dominion  Bridge  Company,  30  Victoria 
Street,  Toronto,  and  the  masonry  to 
Wunder  Brothers,  20  Peter  Street. 

Chatham  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  school  for  Union  School  Section 
No.  15  has  been  let  to  Chester  McGregor, 
Wallaceburg.  Brick  construction.  Ap- 
proximate cost,  $3,950. 

Hamilton,  Ont. 

The  contract  for  supply  of  seating  re- 
quired for  the  Robert  Land  School  has 
been  let  to  the  Globe  Furniture  Com- 
pany, Shantz  Avenue,  Waterloo.  > 


The  contract  for  masonry  rcc|uircd  in 
alterations  to  Christ's  Cluirch  (  alhedral 
has  been  awarded  to  Mitchell  &  Riddcll, 
46  Plead  Street.  Approximate  c(js1. 
$15,000.  Architects,  Stewart  &  VVitton, 
7  Hugiison  Street. 

Leamington,  Ont. 

The  County  Council  have  awarded  the 
contract  for  remodelling  tlie  House  of 
Refuge  to  A,  E,.  Law,  Leamington,  on  a 
10  per  cent,  l^asis.  Estimated  cost  of 
work,  $5,000. 

Mount  St.  Patrick,  Ont. 

Work  has  been  started  on  the  erection 
of  a  convent  for  the  Roman  Cathoflic 
Congregation.  The  contract  for  ma- 
sonry and  l^rick  veneering  has  been  let 
to  Anthony  Coulas.  Springton  J'ost  C)f- 
fice.  Frame  and  brick  veneer  construc- 
tion.   Approximate  cost,  $6,000. 

North  Vancouver,  B.C. 

The  following  c(3ntracts  have  been  let 
for  work  required  in  the  erection  of  an 
addition  to  the  North  Lonsdale  .School: 
•  I'laslering,  A.  Clarke;  tinsmithing,  G. 
Johanson;  painting,  C'.  Musson;  electri- 
cal work,  ^V.  Graves;  lieating  and 
plumbing,  J.  Young;  carpentry  by  day 
labor. 

Orillia,  Ont. 

The  contract  for  heating  and  plumb- 
ing required  in  tlie  erection  of  the  Muni- 
cipal Building,  has  1)een  awarded  to  L. 
A.  Latimer,  West  Street. 

Oyen,  Alta. 

The  Trustees  of  School  Section  No. 
3058  have  awarded  the  general  contract 
for  the  erection  of  a  school  to  the  Al- 
berta School  Supply  Company,  10125 
104th  Street,  Edmonton.  B.rick  con- 
struction.   Approximate  cost,  $5,500. 

Quebec,  Que. 

The  Protestant  School  Board  have  let 
the  contract  for  repairs  to  the  Desjar- 
dins  School  to  Emile  Cote,  360  Richelieu 
Street.    Estimated  cost,  $3,000. 

The  general  contract  for'  interior  re- 
pairs to  the  chapel  of  Fabrique  Notre 
Dame,  16  Biiade  Street,  has  been  let  to 
C.  E.  Morissette,  Ltd.,  308  Latourcllc 
Street.    Approximate  cost,  $3,000. 

Sacre  Coeur,  Que. 

The  general  contract  for  repairs  to  the 
Parish  Church  has  been  let  to  Charles 
Belanger,  St.  Simon  Street.  .Approxi- 
mate cost,  $4,000. 

Sault  Ste.  Marie,  Ont. 

The  general  contract  for  alterations 
and  additions  to  the  Furse  Business  Col- 
lege has  been  awarded  to  McPhail  & 
Wright,  Sault  Ste.  Marie.  Estimated 
cost,  $7,000. 

St.  Michel,  Que. 

The  general  contract  for  the  erection 
of  a  Presbytery  for  the  Parish  has  been 
let  to  W.  Beauchamp,  1550  Bordeaux 
Street,  Montreal.  Approximate  .:ost, 
$8,500. 

Toronto.  Ont. 

The  contract  for  brick  work  required 
in  the  erection  of  Boon  Avenue  Baptist 
Church  has  been  awarded  to  F.  &  A.  E. 
Ham,  83  Salem  Avenue,  and  carpentry 
to  A.  C.  Smithers,  121  Greenlaw  .Avenue. 
Tenders  on  plumbing  and  tinsmithing 
are  now  being  received  by  earjientry 
contractor. 

The  Board  of  Education  have  let  the 
contract  for  plastering  at  Dovercourt 
School  to  William  Gayton,  31  Malvern 
Avenue,  at  $3,999. 

Windsor,  Ont. 

In  connection  with  the  erection  of  an 


addition  to  the  College,  the  contract  for 
supidy  r)f  85,000  red  vitrized  face  brick 
has  been  let  to  the  ('hick  Contracting 
Company.  McDougal  .Street,  at  $18  per 
thousand,  and  a  contract  for  buff  brick 
at  $19. 

Winnipeg,  Man. 

The  iinitrait  ffii'  I'cpairs  In  the  I'miil 
Douglas  1 're^lo'tcrian  (  Inircli  has  been 
awarded  to  tiic  .Sutherland  Construction 
Company,  206  Carlton  Building,  on  a 
liercentage  basis.  Apin-oxiniate  cost, 
$4,000. 

The  contract  for  the  erection  of  a 
Church  for  .St.  (jeorge  .'Anglican  (_'on- 
gregation  has  l)cen  awarrled  to  Claydon 
Brothers,  Furby  Place.  Frame  con- 
struction. Approximate  cost,  $7,500.  .'Vr- 
chitect^,  j.  \).  Atchison  &  Company,  914 
Boyd  Building. 

Business  Buildings  and  Indus- 
trial Plants 

Auburn,  Ont. 

Fl  Helwig  is  considering  the  erection 
ol  a  store  and  residence  on  Main  .Street, 
at  an  approximate  cf)st  of  $  ;.()00.  Frame 
and  white  brick  construction. 

Chatham,  Ont. 

Tenders  on  the  erection  rif  a  faetor\' 
for  the  American -Textile  Company  will 
be  called  about  the  end  of  the  month  by 
the  Architects,  Adams  &  Adams.  Mar- 
ket Building.  Brick  construction.  Ap- 
proximate cost,  $30,000. 

Chicoutimi.  Que. 

A  Lapointe  is  aliout  to  build  a  store 
and  residence,  estimated  to  cost  $4,000. 
Brick  construction. 

Cobden.  Ont. 

Walter  St'itt,  Cobden  Post  r)tifice,  has 
commenced  the  erection  of  a  store  on 
Main  Street,  estimated  to  cost  $4,000. 
Brick  construction. 

L'Islet,  Que. 

J.  A.  Dionne  is  remodelling  his  store 
and  residence.     Estimated  cost,  $13,000. 

Moncton.  N.B. 

The  .Atlantic  Ihulerwear  Company, 
Ltd..  are  building  an  addition  to  their 
premises,  under  the  supervision  of  R.  C. 
Donald.    Estimated  cost.  $6,000. 

Montreal,  Que. 

The  Canadian  Northern  Railway,  St. 
James  Street,  have  conimcncefl  the  erec- 
tion of  a  freight  shed  on  Stadacona 
Street,  estimated  to  cost  $3,000. 

Norwich.  Ont. 

M.^  L.  Bushell  has  commenced  the 
erection  of  an  office  and  residence,  esti- 
mated to  cost  $3,000.  Brick  construc- 
tion. 

Ottawa.  Ont. 

\\V)rk  has  been  started  by  A.  D.  Hu- 
don.  Clarkstown.  Ont.,  on  the  erection 
of  stores  and  residence,  estimated  to 
cost  $8,000.  Tenders  are  being  received 
for  the  smaller  trades.  Brick  veneer 
construction. 

Quebec,  Que. 

The  Premier  Feature  Film  Company 
of  Canada,  81  Bridhe  Street,  iiropose  to 
liuild  a  studio,  and  have  secured  a  site. 
Brick  and  stucco  construction.  .Approxi- 
mate cost,  $50,000. 

Revelstoke,  B.C. 

The  Farmers'  Co-operative  .Associa- 
tion are  considerin.g  the  erection  of  a 
creamery,  estimated  to  cost  $3,000. 

Simcoe.  Ont. 

William    Tilley,    .Architect,  Temple 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Sealed  bulk  and  separate  tenders  addressed  to 
the  undersigned  will  be  received  up  till  five  p.m., 
June  twenty-fourth,  1916,  for  the  several  works 
required  for  the  erection  of  a  new  Scliool  Build- 
ing in  Selkirk,  Ontario.  Each  tender  must  be 
accompanied  by  a  certified  cheque  for  ten  per 
cent,  of  the  amount  of  tender,  which  will  be 
forfeited  should  the  contractor  refuse  to  sign 
contract  and  complete  the  same. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  undersigned  or  at  the  office  of  the 
Architect,  A.  W.  Peene,  107  Clyde  Block,  Ham- 
ilton, Ontario.  The  lowest  or  any  tender  not 
necessarily  accepted. 

1.  E.  HOOVER,  Sec.-Treas., 

Box  18,  Selkirk.  Ont. 


Tune   Ist.  1916. 


23-25 


Extension  of  Time 


TENDERS 


Sealed  tenders  will  he  received  up  to  6  p.m. 
of  Thursday,  June  22.  1916,  l)y  the  Secretary,  for 
the  erection  and  comjiletion  of  a  six-room  school 
building  to  be  built  in  Parry  Sound,  Ont.,  for 
the    Parry    Sound    Public   School  Board. 

Plans  and  specifications  may  be  seen  at  the 
office  of  the  Secretary-Treasurer.  Parry  Sound, 
Ont.;  the  office  of  tlie  Contract  Record,  347 
N.ldaido  Street  West,  Toronto,  Ont.,  and  at  tlie 
,,ti,,(  of  ilic  .Architects,  Angus  &  Angus,  Angus 
I'.lock,   ,\<>ith    Bay,  Ont. 

The  successful  contractor  will  be  required  to 
furnish  a  satisfactory  guarantee. 

The  lowest  or  any  tender  not  necessarily 
accepted. 

J.  1).  BROUGHTON, 
Sec-Treas.,  Parry  Sound   Public  School  Board, 
24-2.5  Parry  Sound,  Ont. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Supplying  Coal  for 
the  Dominion  Buildings,"  will  be  received  at 
thi<;  office  until  4  p.m.  on  Wednesday,  June  28, 
1916,  for  the  supply  of  coal  for  the  Public  Build- 
ings'throughout  the  Dominion. 

Combined  specification  and  form  of  tender  can 
he  obtained  at  this  Department  and  on  applica- 
tion to  the  caretakers  of  the  different  Dojmnion 
I'.uildings. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  printed 
forms  supplied,  and  signed  with  their  actual  sig- 
natures. 

Each  tender  must  be  accompanied  by  an  ac 
cepted  cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub 
lis  Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  whicli  will  be  for- 
feited if  the  person  tendering  decline  to  enter 
into  a  contract  when  called  -upon  to  do  so  or 
fail  to  complete  the  contract.  If  tlie  tender  be 
not  accepted  /he  cheque  will  be  returned. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  June  7,  1916. 

Newspapers  will  not  be  paid  for  this  advertise- 
ment if  they  insert  it  without  authority  from 
the  Department.  24-25 


Tenders  addressed   to  the  undersigned  will  be 
received   by   registered  post  only  up  to  noon  on 
Tuesday.  July  4th,  1916,  for  the  supplying  of 
ONE  3  H.P.  PHASE  MOTOR;  ONE  20-INCH 

SQUARE     BASE    SELF-FEED  VERTICAL 

DRILL    WITH    34-INCH    DRILL  CHUCK 

AND  SHAFTING. 

Samples  of  the  several  articles  can  be  seen 
and  forms  of  tender  obtained  upon  application  at 
the  office  of  tlie  Fire  Department,  Adelaide  Street 
Fire  Hall,  Toionto.  Tlie  usual  conditions  rela- 
.livc  to  tendering  as  prescribed  by  city  by-law 
iiuisl  be  strictly  complied  with  or  the  tender  will 
not  be  entertained.  The  lowest  or  any  tender 
not  necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
25-25  Chairman,  Board  of  Control. 


Tenders  Wanted 


Sealed  teinlers  will  be  received  up  to  noon  on 
Monday,  July  10th.  1916.  for  the  construction  of 
a  Municipal  Drain  in  the  Townsliip  of  Minto, 
known  as  Municipal  Drain  No.  7,  apjiroximately 
12,411    feet  long. 

Plans,  profiles  and  specifications  can  be  seen 
at  the  office  of  C.  D.  Bowman,  O.L.S.,  West 
Montrose,  or  at  the  office  of  tlic  unrlersigned, 
to  wlioni   the  tenders  must  he  addiessed. 

A  marked  cheque  for  tlie  sum  of  .$1.50  must 
accompany  each  tender  as  a  guarantee  of  good 
faith.  The  lowest  or  any  tender  not  necessarily 
accepted. 

W,  D.  McLEl.LAN, 

Clerk  of  Minto, 

Harriston,  ()nl. 

Ilarristr.n,   June   19th,   191(i.  25-27 


CANADIAN  GOVERNMENT 
'  RAILWAYS 


Hydro  Tenders  Wanted 


TENDERS 


.Sealed  tenders,  arldressed  to  J.  W.  Pugsley, 
.Secretary,  nepartment  of  Railways  &  Canals, 
(Ittawa,  ()nt..  anil  marked  on  the  outside  "Ten- 
rler  fin  l^fe\;itf)r  h'onndations,  Transcona."  will 
he  rcii'i\cd  up  tn  and  including  twelve  o'clock 
norm,  Tuesday,  July  the  4th,  1916,  for  the  con- 
slrU(li<Mi  i)f  reinforced  coiu'retc  fomulations  on 
wood  piles  or  CDnrrelc  piles,  for  1,000,000  bush- 
el storage  capaiily  l,i;iiii  Fdcvator.  Working 
Mouse  anri  Tiat  k  Slu-d  ;il  Transcona.  Manitoba; 
s?])arate  tenders  to  he  snlnniHed  for  the  founda- 
tions with  concrete  piles  and  founrlatioiis  with 
wooden  piles,  anfl  lenders  may  he  submitted  on 
cither   or   both  designs. 

Plans.  s]iecifications  and  blank  form  of  con- 
Iract  may  be  seen  at  the  office  of  the  Chief  En- 
gineer of  the  DepartmenI  of  Railways  &  Canals, 
Ottawa;  at  the  office  of  the  Chief  Engineer, 
Moncton,  N.I!.:  at  the  office  of  the  Ceneral 
Sn|ierintendenl ,  Winnijieg,  Manitoba;  at  the  office 
of  I  he  Residriil  Engineer,  Fort  William,  ()nt.; 
anil  al  the  office  of  the  j,  .S.  Melcalf  Cotn|iaiiy, 
IJniited,    Engineers,    Montreal,  f-O; 

.MI  Ihe  conditions  of  the  Specilicalions  anil 
ronlract    form    must    lie    complied  with. 

Trndcis  must  lie  |int  in  on  Ihe  blank  form 
of  tender,  which  may  he  ohtained  from  any  of 
the  ofiices  al  which  pians  are  on  exhihitinn.  Each 
lender  must  be  acccmiiianied  by  a  certified  liank 
cheque,  payable  to  the  Honorable  the  Minister 
of  Railways  &  Canals,  for  the  sum  of  .$1.5.000. 

The  lowest  of  any  lender  not  necessaiily  ac- 
icptctl. 

1-,   P.  C, I 'T El, ICS, 

Cicneral  Manager 
Canadian  liovcrnment  Railways. 
Dalcd    at    Monilon,    \'.  1!,, 

June  ITlli,  I'.MO.  25-26 


.Sealed  tenders,  marked  "Tenders  for  Exten- 
sion to  Front  .Street  Sub-.Station,"  and  addressed 
to  the  Chairman,  Toronto  Electric  Commission- 
ers, will  be  received  until  noon  of  Wednesday, 
June  28th.  Tenders  will  he  considered  from  the 
various  trades,  also  bulk  tenders  for  the  entire 
W'Ork.  Tenderers  ^^•anting  sets  of  plans  must 
make  a  deposit  of  .$10,  which  will  be  refunded 
after  plans  have  been  returnea. 

Plans,  sijecifications  and  form  of  fender  may 
be  ohtained  at  Engineering  Office,  corner  Dun- 
can and  Nelson  Streets.  The  lowest  or  any  ten- 
der  not   necessarily   accepted.  2.5-2.5 


TENDERS 


Tenders  will  be  received  until  Friday,  June 
30th,  1916,  by  the  undersigned,  for  all  trades 
required  in  the  erection  and  completion  of  a  new 
Public  School  Building  in  College  Street,  .Sud- 
bury, Ontario.  Plans  may  be  seen  and  all  in- 
formation obtained  at  the  office  of  the  Architect, 
Victor  E.  Morgan,  Wilson-Greenwood  Block, 
Cedar   Street,   .Sudbury.  Ontario. 

All  tenders  are  to  be  sent  in  by  Registered 
Mail  and  plainly  marked  on  the  outside.  "Ten- 
der for  new  Public  School,  Sudbury,"  and  must 
be  accompanied  by  marked  cheque  for  5  per 
cent,   of  the  amount   of  the  tender. 

The  Board  reserves  the  right  to  reject  any  or 
all  tenders  submitted. 


25-25 


The  Sudbury  Public  School  Board, 

Per  Joseph  Fowder,  Secretary. 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Examining  Warehouse, 
Toronto,  Onl.."  will  he  received  at  this  office 
until  4  ji.ni.  on  Monday.  July  17,  1916,  for  the 
construction    of    the    builfling  mentioned. 

Plans,  specification  and  form  of  contract  can 
be  seen  and  forms  of  tender  obtained  at  the 
office  of  Mr.  Thos.  A.  Hastings,  Clerk  of  Works, 
Postal  .Station  "F,"  'I'onge  Street,  Toronto,  Ont., 
Mr.  R.  L.  Deschamps,  Central  Post  Office,  Mont- 
real, P.  Q.,  and  at  this  Department. 

Persons  tendering  are  notified  that  tenders  wdll 
not  be  considered  unless  made  on  the  forms  sup- 
idied,  and  signed  with  their  actual  signatures, 
stating  tlieir  occupations  and  ]ilaces  of  residence. 
In  Ihe  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each   member  of  the   liini  must   be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted chefjue  on  a  chartered  bank,  payable  to 
the  order  of  the  TTonourahle  the  Minister  of  Pub- 
lic Works,  equal  to  len  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  jierson  tendering  decline  to  enter  into  a 
contract  when  called  uiion  to  do  so.  or  fail  lo 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  tlie  cheque  will  be  returned. 

The  Depart ment  does  not  bind  itself  lo  accept 
the  lowest   or  any  tender. 

P.y  order, 

R.   C.  IIKSROCIIERS, 

.Secretary. 

Depaitmenl   of   Public  Work.s^ 
Ottawa,  June  16,  1916. 

Newspapers  will  nol  be  paid  for  this  a*l\'cr- 
tisenieut  if  they  inscil  il  withmil  aullioiily  from 
the  Department.  2.5.20 


June  21,  1916 


Tenders  for  Debentures 


Sealed  tenders  will  be  received  by  the'  under- 
signed up  to  8  o'clock  p.m.  on  June  27th,  1916, 
for  the  purchase  of  .$15,000  6  per  cent.  Deben- 
tures of  the  Corporation  of  the  Village  of  Elmira, 
under  By-law  No.  360.  No  tender  necessarily 
accepted. 

T.  H..RUPPEL, 
1^4-25  Clerk. 


Tenders  for 
4-in.  Stop  Valves 

Tenders  will  be  received  by  registered  post 
only,  addressed  to  the  Chairman,  Board  of  Con- 
trol, City  Hall,  Toronto,  up  to  12  o'clock  noon 
on  Tuesday,  July  4th,  1916,  for  the  supply  and 
delivery  of ; 

4-in.  Stop  Valves  for  High  Level  Pumping 
Station.     Tender  No.  48. 

Envelopes  containing  tenders  must  be  plainly 
marked  on  the  outside  as  to  contents.  Specifi- 
cations and  forms  of  tender  may  be  obtained  at 
the  Works  Department,  Room  12,  City  Hall, 
Tenilf  1  s  must  comply  strictly  with  conditions  of 
C  ity  lly  laws  as  to  deposits  and  sureties,  as  set 
out  in  specifications  and  forms  of  tender.  The 
lowest    or   any   tender   not   necessarily  accepted. 

T.  L.  CHURCH,  Mayor, 
25-25  Chairman,   Board  of  Control. 


Board  of  Education 


Sealed  tenders,  whole  or  separate,  addresseil 
to  the  Secretary-Treasurer  of  the  Hoard  of  Edu- 
cation, will  be   received  until 

Thursday,  June  29th,  1916 

fur 

Midsummer  Repairs,  Sundry  Schools 

in  the  following  trades : 
Roofing,  Tinsmithing,  Iron  Stairs, 
Exterior  Painting,  Plumbing,  Steam 
Fitting,  Electrical  Work,  Cabinet 
Work,  Local  Telephones,  Tinsmith's 
Stoves  and  Furnace  Work. 

Specifications  may  be  s--en  and  all  information 
obtained  at  the  office  of  the  .Superintendent  of 
Buildings,  City  Hall,  Toronto.  Each  tender  must 
be  accompanied  with  an  accepted  bank  cheque 
for  five  per  cent,  of  the  amount  of  tender  or 
its  e(iLuvalent  in  cash,  applying  to  said  tender 
only.  Sureties  for  all  tenders  e.xceeding  four 
thousand  dollars  must  be  furnished  by  Surety 
Companies.  Tenders  must  be  in  the  hands  of 
tile  Secretary-Treasurer  at  his  ofifice  in  the  City 
Hall,  not  later  than  4  o'clock  on  the  day  named, 
after  which  no  tender  will  be  received.  The 
lowest  or  any  tender  will  not  necessarily  be 
accepted. 

MILES  VOKES, 

Chairman  of  Property  Committee. 

W.   C.  WILKINSON, 
25-25  Secretary-Treasurer. 


THE   CONTRACT  RECORD 
FOR  SALE 


Marion  Revolving  Shovel,  Model  No.  30,  on 
railroad  trucks,  in  fair  condition.  Box  413,  Con- 
tract  Record,  Toronto,   Ont.  23-25 


FOR  SALE 

Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Plant  For  Sale 


1  Smith   Concrete  Mixer   $400 

1  Wettlaufer   Mixer  with   Engine    250 

1  20-H.P.    Upright    Hoisting    Engine    ...  450 

2  10-H.P.  Motors,  D.C  each  85 

1  30-H.P.  Motor,  D.C   150 

HOLMES,  1107  Vonge  Street,  Toronto. 

22-t.f. 


Tenders  for  School 


Sealed  tenders,  addressed  to  the  undersigned, 
will  be  received  up  to  7  o'clock  p.m.,  on  Friday, 
June  30,  1916,  for  the  erection  of  a  four-roomed 
School  Building.  Separate  tenders  for  the  fol- 
lowing trades : 

1.  Excavating  and  concrete  work. 

2.  Brick  work. 

3 .  Carpenter  work. 

4.  Lathing  and  plastering. 

5.  Painting  and  glazing. 

6.  Galvanized  iron  work,   roofing   and  roof  con- 
ductor. 

7.  Plumbing. 

8.  Heating  and  ventilation. 

Also  bulk  tenders  for  the  entire  work. 

Plans  and  specifications  may  be  seen  at  the 
office  of  John  Wilson,  Architect,  CoUingwood, 
and  at  tlie  office  of  the  "Contract  Record,"  To- 
ronto, or  with  the  tmdersigned.  All  tenders  must 
be  accompanied  by  a  marked  cheque,  made  pay- 
able to  the  Secretary-Treasurer  of  the  Beeton 
School  Board,  for  5  per  cent,  of  the  amount  of 
the  tender.  The  lowest  or  any  tender  not  neces- 
sarily accepted. 

JOHN  N.  LANNIN, 

Secretary. 

Beeton,  Ont.,  June  14,  1916.  24-25 


Building,  Brantford,  will  receive  tender.s 
until  June  38th  for  the  erection  of  a 
factory  for  the  Unique  Shoe  C'omijaiiy. 
Brick  construction.  Approximate  cost, 
$10,000. 

St.  Rosalie  Junction,  Que. 

Plans  of  a  warehouse  to  cost  about 
$12,000  are  bein^  prepared  for  Societi: 
Co-operative  des  Producteurs  des  .Se- 
mence,  and  private  tenders  will  be  called 
shortly.  Architect,  P.  Myrand,  Depart- 
ment of  Agriculture,  Parliament  Build- 
ings.   Frame  construction. 

Stratford,  Ont. 

The  Stratford  Davenport  Company, 
Ltd.,  .553  Ontario  Street,  propose  to 
make  repairs  to  their  premises,  which 
were  recently  damaged  by  hre.  Esti- 
mated cost,  $3,000. 

Timmins.  Ont. 

Ellis  &  Ellis,  Manning  Chambers,  To- 
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ronto,  are  preparing  plans  of  a  hospital 
for  the  Canadian  Mining  &  l'"urnace 
Company.  Estimated  cost,  $30,000.  Hol- 
low tile  and  Ijrick  construction. 

Toronto.  Ont. 

Tenders  on  the  erection  of  an  examin- 
ing warehouse  on  Front  Street  West  will 
lie  received  until  4  p.m.,  July  17th  by  R. 
C.  Desrocliers,  .Secretary,  Department  of 
Public  Works,  (Jttawa.  l^lans  and  speci- 
lications  at  olifice  of  T.  A.  Hastings, 
Clerk  of  Works,  Postal  Station  F,  Tor- 
onto, and  at  the  Department.  Specifica- 
tions only  at  office  of  MacLcan  Daily 
Reports,  Limited,  2.5  Charlotte  Street, 
Toronto.     Approximate  cost,  $500,000. 

Plans  have  been  prepared  for  an  addi- 
tion to  a  factory  on  Williams  .Street  for 
L.  White  &  Sons,  270  Queen  Street  W., 
and  tenders  will  siiortly  be  called.  Ar- 
ciiitect,  1).  Brown,  37  Yonge  .Street. 
Iiroximate  cost,  $4,000. 

H.  J.  Chown,  320  Scarboro  Road,  has 
prepared  plans  of  a  garage  for  H.  A. 
Zimmerman,  875  Kingston  Road.  Brick 
and  steel  construction.  Estimated  cost, 
$5,000. 

Plans  for  a  store  and  residence  esti- 
mated to  cost  $5,000  have  been  prepared 
for  Linder  Brothers,  1430  Queen  Street 
W.    Brick  construction. 

The  Toronto  Hydro  Electric  Com- 
missioners, 226  Yonge  Street,  will  re- 
ceive tenders  until  Tune  38th  for  the 
erection  of  an  addition  to  the  Front 
Street  Sub-station.  Plans  at  office  of 
the  Engineering  Department,  Duncan 
and  Nelson  Streets.  Brick  and  steel 
construction.  Approximate  cost,  $8,000. 
The  Commission  are  also  having  plans 
prepared  for  an  addition  to  the  Stanley 
Park  Sub-station,  estimated  to  cost 
$13,000. 

G.  D.  Redmond,  33  P^airview  Boule- 
vard, has  prepared  plans  of  a  picture 
theatre  to  be  built  on  Gerrard  Street 
East,  and  will  shortly  call  for  tenders. 
Approximate  cost,  $25,000.  Steel,  arti- 
ficial stone  and  brick  construction. 

CONTRACTS  AWARDED 

Berlin.  Ont. 

In  connection  with  the  erection  of  a 
factory  for  the  Canadian  Regal  Motoi 
Company,  Ltd.,  the  masonry  has  been 
let  to  Peter  Cragnoline,  386  East  King- 
Street,  and  carpentry  to  W.  H.  Dunker 
&  Son,  58  Louisa  Street. 

Halifax.  N.S. 

In  connection  with  alterations  to  a 
restaurant  for  Bonds  Limited,  Barring- 
ton  Street,  the  contract  for  heating  has 
Ijeen  awarded  to  Longard  Brotiiers.  213 
Hollis  Street;  plumbing  to  W.  J.  Craig. 
316  Upper  Water  Street,  and  electrical 
work  to  J.  Starr,  .Son  &  Ccjmpany,  Gran- 
ville Street. 

Hamilton.  Ont. 

In  connection  with  the  office  building 
now  in  course  of  erection  for  the  Stan- 
ley Steel  Company,  the  cc:)ntract  for 
heating  and  plumbing  has  been  let  to 
Buchanan  &  MacBeth,  314  King  Street 
E.,  and  the  plastering  to  the  general  con- 
tractor. 

Port  Arthur.  Ont. 

The  general  contract  for  alterations  to 
the  Ottawa  House  for  C.  H.  Roy,  has 
been  let  to  R.  Hamer,  314  Park  Street: 
lieating  and  plumbing  to  J.  Marshall, 
and  electrical  work  to  Mahon  Brothers, 
238  Arthur  Street. 

Quebec,  Que. 

The  Quebec  Construction  Company, 
111    Mountain   Hill,  have   started  work 
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on  the  conversion  of  a  store  into  bowl- 
ins?  alleys  for  D.  Brochu,  St.  John 
Street.     Estimated  cost,  $:i,no(). 

Regina,  Sask. 

The  general  contract  for  the  erection 
of  a  ronndhouse  and  storehouse  for  the 
Canadian  Northern  Kailway  has<  been 
let  to  George  McLeod.  Hrick  and  con- 
crete construclion.  .\  jiprnxiniate  cost, 
$15,000. 

Saskatoon,  Sask. 

The  contract  for  excavation  and  foun- 
dations required  in  the  erection  of  a 
daylight  theatre  for  J.  A.  A^h(hi\vii,  .V3;) 
Wellins^lon  Crescent,  Winnipeg,  has 
heen  awarded  to  K.  B.  McLeod,  lis 
:JSth  Street.  .\p])roxiinate  cost  of  l)Uild- 
ing,  $50,000. 

St.  Boniface.  Man. 

I'hc  general  contract  lor  the  erection 
of  a  block  of  stores  and  apartments  lor 
Lady  Dubuc  has  been  let  to  !•'.  Creiioii, 
:171  Cumberland  Street,  Winniiie.n.  linck 
and  stone  construction.  Apiiroxiniate 
cost,  $:!0,000. 

St.  Catharines,  Ont. 

The  contract  for  painting  re(|uired  in 
the  erection  of  a  factory  for  the  McKin- 
non  Dash  &  Hardware  Company,  has 
l)een  awarded  to  Be.sry  &  Son  Company, 
James  Street. 

St.  John,  N.B. 

lilt:  general  contract  for.the  erection 
of  an  exchange  for  the  New  Brunswick 
Telephone  Company,  Ltd.,  22  J'rince 
William  Street,  has  been  awarded  to  A. 
R.  C.  C"lark.  51  Water  Street,  and  the 
electrical  w(»rk  to  Vaughan  Electric 
tlompany,  Ltd.,  94  Germain  Street.  Ap- 
proximate cost,  $12,000. 

Toronto,  Ont. 

The  contract  for  masonry  required  in 
the  erection  of  premises  at  Ossington 
Avenue  and  Arthur  Street  for  the  Bank 
of  Toronto,  has  been  let  to  J.  A.  Wic- 
kett  Ltd.,  Traders  Bank  Building,'  and 
cut  stone  to  Scott  I'.rothers,  :!H  McGee 
Street. 

Vancouver,  B.C. 

The  contract  for  waterproofing  re- 
quired in  the  erection  of  the  I'alse  (  reek 
Station  for  the  Great  Northern  Rail- 
way, has  been  awarded  to  Camiibell  & 
Grili,  liiil  (ieorgia  Street  E. 

Welland.  Ont. 

The  general  contract  fur  the  erection 
of  a  storage  buihHng  for  Canadian  LJil- 
lings  &  Spencer,  has  been  awarded  to 
tile  Standard  Steel  Construction  Com- 
pany. Corrugated  iron  construction. 
.Approximate  cost,  $8,000. 

The  Welland  Motor  &  Machine  Coni- 
Ijany  have  let  the  general  ctnitract  for 
llie  erection  of  a  factory  to  S.  L.  I^am- 
r)ert.  I'rame  construction.  Estimated 
cost,  $:!,500. 

Windsor.  Ont. 

'J'he  general  and  roofing  contracts  for 
the  erection  of  a  bfock  of  stores  and 
flats  for  II.  lienstein.  i:i4  Goyea  Street, 
have  been  let  lo  LJrgil  Jacques,  100  Dou- 
gal  Avenue;  masonry  to  Cross  Broth- 
ers, Louis  Avenue;  plastering  to  Los- 
sing  &  Harris,  and  heating  and  i)lumb- 
ing  to  \Vin(tsf)r  Hardware  (dmpaiiy,  7  1 
Sandwich  Street  T''. 

Winnipeg,  Man. 

The  contract  for  rirnamental  iron 
work  required  in  the  erection  of  a  grain 
exchange  for  the  Trades  liuilding  As- 
sociation has  Ijeen  awarded  to  Dennis 
Wire  &  Iron  Com|)any,  Ltd.,  22  Dundas 
Street,  London,  f)nt. 

The  general,  masonry,  carpentry,  sleei 


and  roofing  contracts  for  an  addition  to 
a  theatre  for  A.  R.  McNichol,  292  Port- 
age Avenue,  have  been  let  to  Hazelton 
&  Malin.  AO?,  Donalda  Street.  Brick 
construction.     Estimated  cost.  $12,000. 


Residences 

Appin,  Ont. 

James  Glasgow  has  commenced  the 
erection  of  a  residence.  Frame  and 
white  brick  construction.  Approximate 
cost,  $3,000. 

Brussels,  Ont. 

W.  F.  Stretton  proposes  to  build  a 
bungalow  at  an  approximate  cost  of 
$s,000.  Plans  will  be  prepared  immedi- 
ately. 

Edmonton,  Alta. 

The  Duggan  Building  Investment 
Company,  21  1  McLeod  Building,  pro- 
Ijose  to  build  an  apartment  block  at  an 
approximate  cost  of  $35,000,  and  plans 
are  being  |)repared  by  W.  D.  Cromarty, 
Lhiiver.sity  (if  .\ll/erta.  Brick  construc- 
tion. 

Elmira,  Ont. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  l)uilt  on  Centre  .Street  for 
St.  Taul's  Lutheran  Chinch,  Brick  con- 
struction. b;stiiiiateil  cost,  $;i,000.  Sec- 
retary, (i.  Klinck. 

Hamilton,  Ont. 

J.  W.  McKim,  95  Spadina  .Avenue,  has 
had  plans  prejjared  for  two  residences, 
estimated  to  cost  $:!,500  each.  Brick  and 
stone  construction. 

E.  F.  Long,  405  Dundurn  Street  South, 
is  about  to  start  work  on  four  cottages, 
estimated  to  cost  $1,000  each.  Brick 
construction. 

Montreal.  Que. 

Jean  Brunette,  Cote  St.  T^uc  Road, 
has  commenced  the  erection  of  ei.ght 
fiats,  estimated  to  cost  $:!2,000. 

Work  has  been  started  by  G.  E. 
Blackwell.  4184  St.  Catherine  Street  W., 
on  the  erection  of  two  flats,  estimated 
to  cost  $10,000. 

Norwich,  Ont. 

William  Corlett,  Main  Street,  is  about 
to  start  work  on  a  residence,  estimated 
lo  cost  $:!,5()().     Brick  construction. 

Ottawa,  Ont. 

'1'.  J.  Somerville,  28  Waverley  Street, 
has  commenced  the  erection  of  a  double 
residence  on  Bronson  Street,  estimated 
lo  cost  $7,000.  Brick  veneer  construc- 
tion. 

Port  Colborne,  Ont. 

Plans  of  a  residence  to  be  built  for 
Julius  Knoll,  Humberstone,  are  being 
jirepared  by  C.  M.  Borter,  Main  Street, 
Niagara  Falls  South.  Estimated  cost, 
$:i,ooo. 

Port  Hope,  Ont. 

I'.llis  &  h'.llis.  Manning  Chambers,  To- 
ronto, have  prepared  revised  plans  of  a 
residence  for  J.  A.  Hume,  and  tenders 
are  now  being  received  by  the  owner. 
Steel,  stone  and  brick  construction.  Ap- 
l)roxiniate   cost,  $10,000. 

Quebec,  Que. 

Work  on  tlie  erection  of  a  residence 
on  Tferminc  .Street  has  been  started  by 
I'.  Blouin,  St.  Jean  .Street.  Frame  and 
brick  construction,  b'stimated  cost, 
$:i,000. 

Stratford,  Ont. 

J.  S,  Kussel,  0  Downie  Street,  lias  pre- 


pared plans  of  a  residence  for  George 
Kalbfleish,  Erie  and  St.  Patrick  Streets. 
Brick  and  St.  Marys  stone  construction. 
Approximate  cost,  $7,000. 

Strathroy,  Ont. 

E.  Morrow  contemplates  the  erection 
of  a  residence,  and  will  iirepare  plans. 
Approximate  cost,  $3,000. 

Tavistock,  Ont. 

Tenders  on  the  erection  of  a  Parson- 
age for  the  Evangelical  Church  will  be 
received  until  July  4th.  Pastor,  A.  D. 
Giscliler.    Brick  construction. 

Toronto,  Ont. 

E.  J.  Zavitz,  20  Lowther  .Avenue,  con- 
templates the  erection  of  a  residence, 
and  ])lans  are  being  prepared  by  Wil- 
liams, Akitt  &  Lire,  lUi  Westmount  Ave- 
nue. Tenders  will  be  called  shortly. 
Brick  construction.  Approximate  .  cost, 
$5,000. 

F.  W.  Hill,  55  Woolfrey  Avenue,  is  re- 
ceiving tenders  on  excavation  required 
in  connection  with  the  duplex  residence 
which  he  prouoses  to  build  on  Hamil- 
ton Street.  Brick  construction.  F.sti- 
mated  cost,  $3,000. 

G.  W.  Dale.  12  Butternut  Street,  has 
commenced  the  erection  of  a  residence 
and  will  let  the  smaller  trades.  Esti- 
mated cost,  $3,000.     Brick  construction. 

Plans  have  been  prepared  by  P.  H. 
Finney,  79  Adelaide  Street  E.,  for  a  resi- 
dence to  be  built  on  Caroline  Avenue  by 
M.  C.  Charters.  Brick  construction.  Es- 
timated cost,  $3,200. 

Work  has  been  started  on  the  erec- 
tion of  a  pair  of  residences  on  Black- 
thorne  Street  for  Miss  P.  Montgomery, 
326  Gladstone  Avenue.  Brick  construc- 
tion.   Approximate  cost,  $3,000. 

W.  C.  Charters,  110  Caroline  Avenue, 
is  receiving  tenders  on  brick  work  and 
excavation  required  in  the  erection  of 
a  residence  on  Caroline  Avenue.  Archi- 
tect, P.  Finney,  79  Adelaide  -Street  E. 
Estimated  cost,  $3,200. 

J.  W.  Butchart,  1  St.  Ives  Avenue,  has 
commenced  the  erection  of  a  residence, 
estimated  to  cost  $0,000.  Brick  and 
stucco  construction. 

A.  W.  Clendennan  &  Son,  200  Bruns- 
wick Avenue,  propose  to  build  a  pair  of 
residences  on  Euclid  .Avenue,  at  an  apr 
proximate  cost  of  $5,000,  and  plans  have 
been  i^repared.  Smaller  trades  will  be 
let.     Brick  construction, 

Zurich,  Ont. 

F.  C.  Kalbfleiscli  is  considering  the 
erection  of  a  residence,  and  will  prepare 
jilans  immediately.  Approximate  cost, 
$3,000. 

CONTRACTS  AWARDED 

Bedford,  N.S. 

The  general,  masonry,  carpentry,  steel, 
roofing  and  plastering  contracts  for  the 
erection  of  a  residence  for  A.  Cobb, 
Tramway  Building,  Halifax,  have  been 
awarded  to  Byron  Schafelbury,  painting 
to  F.  McCready,  heating  to  Lon,gard 
Brothers,  213  Hollis  Street,  Halifax, 
])lumbing  to  F.  Delancy,  Wolfville,  and 
electrical  work  to  F.  Maling,  Waverley. 
Frame  construction.  Approximate  cost, 
$10,000. 

Charlottetown,  P.E.I. 

Tlie  general  contract  for  the  erection' 
of  a  residence  for  Samuel  Kennedy,  1 
.School  Street,  has  been  awarded  to  A. 
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Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  Representative :— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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McDonald.  Brockfield,  P.E.I.  Frame 
con.stniction.    Estimated  cost,  $4,000. 

Halifax,  N.S. 

The  Eastern  Investment  Corporation, 
Cragg  Building,  have  let  the  contracts 
for  heating  in  connection  with  the  vari- 
ous residences  which  they  are  bftilding 
to  Longard  Brothers,  31:5  Hollis  Street, 
plumbing  to  W.  J.  Craig,  :il()  Upper 
Water  Street,  and  electrical  work  to  Jolni 
Starr  &  Company,  Granville  Street. 

London,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  for  W.  Bossince,  H83  Hale 
Street,  has  been  awarded  to  T.  Leah, 
1027  Dundas  Street.  Brick  veneer  con- 
struction.   Estimated  cost,  $3,300. 

Montreal,  Que. 

In  connection  with  the  residence  which 
is  being  built  for  Beaupre  &  Fils,  6,').5  St. 
Paul  Street  North,  the  painting  contract 
has  been  let  to  W.  D.  Rufiance,  !)1  Rose 
de  Lima  Street. 

The  general  contract  for  alterations  to 
a  residence  for  Russell  Cowans,  383 
Stanley  Street,  has  been  awarded  to 
Laird  Paton  &  Son,  48.5  St.  James  Street. 
.'Vrchitect,  K.  G.  Rae,  59  Beaver  Hall 
Hill.     .Approximate  cost,  $7,000. 

The  general  contract  for  the  erection 
of  six  flats  for  George  St.  Germain  has 
been  let  to  M.  VVaxman,  1381  St.  Urliain 
Street.  Tenders  on  smaller  trades  are 
being  received  by  the  general  contractor. 
Estimated  cost,  $8,000. 

Ottawa,  Ont. 

The  contract  for  heating  and  plumb- 
ing required  in  the  erection'  of  apartments 
on  Laurier  .Avenue  for  James  Neville 
has  been  let  to  A.  Gauthier  &  Company, 
307  Dalhousie  Street,  and  electrical  work 
to  C.  Presby,  138  Irving  Avenue. 

In  connection  with  the  residence  be- 
ing built  by  W.  H.  Lee,  36  Barton  St., 
the  contract  for  plastering  has  been  let 
to  Bowman  &  Sons,  339  Florence  Street, 
painting  to  A.  Wilson,  118  Second  Street, 
heating  and  plumbing  to  J.  T.  Blyth, 
Frank  Street,  and  electrical  work  to  E. 
Headley,  Mr>  Echo  Street. 

The  following  contracts  have  been  let 
by  T.  J.  Somerville,  38  Waverley  Street, 
in  connection  with  the  residence  which 
he  is  building: — roofing,  J.  Welsh,  Wav- 
erley Street;  heating,  J.  Cameron,  488 
Lewis  Street;  plumbing,  Thomas  Wal- 
ters, 388  Booth  Street;  electrical  work, 
C.  Presby,  138  Irving  .Avenue. 

In  connection  with  the  residence  in 
course  of  erection  for  C.  .\.  Bowman,  10 
Monk  Street,  the  contract  for  masonry 
has  been  let  to  Alexander  McAllister,  l."") 
(iihnour  Street.  Tenders  are  being  re- 
ceived on  the  smaller  trades. 

In  connection  with  the  apartments 
which  are  being  built  on  Laurier  Avenue 
for  J.  M.  Ross,  49  Metcalfe  Street,  the 
contract  ff)r  inasonry  has  been  awarded 
to  Beattie  &  Davidsfjn.  Renfrew  Avenue, 
and  carpentry  and  roofing  to  the  general 
contractors. 

Peterboro,  Ont. 

The  general  contract  for  the  erection 
of  apartments  for  VV.  H.  Hill,  Sun  Life 
Building,  h'as  been  awarded  to  Ephgrave 
&  Barrett.  .'>71  Ciilmour  Street.  .Approxi- 
mate cost.  $0,000.  .Architects,  Bond  i<i 
Smith,  VVilton  Avenue,  Toronto. 

Quebec,  Que. 

The  general  contract  for  converting  a 
store  into  four  residences  for  I^.  Minguy. 
39  Berthelot   Street,  has  been  awarded 


to  A.-  Legare.  Frame  and  brick  con- 
struction.   Approximate  cost,  $3,000. 

The  general  contract  for  the  erection 
of  a  residence  for  Delle  Robitaille,  59>4 
Scott  Street,  has  been  let  to  V.  Talbot, 
93  Morin  Street.  Frame  and  brick  con- 
struction.    Estimated  cost,  $4,000. 


Power  Plants,  Electricity  and 
Telephones 

Ottawa,  Ont. 

Tenders  will  be  received  until  4  p.m., 
July  3rd,  by  R.  C.  Desrochers,  Depart- 
ment of  Public  Works,  Ottawa,  for  the 
supply  of  quantities  of  galvanized  iron 
telegraph  wire,  to  be  delivered  at  Mont- 
real, Kamloops,  B.  C,  and  Vancouver, 
B.  C.  Specifications  at  office  of  Mac- 
Lean  Daily  Reports,  Limited,  2;")  Char- 
lotte Street,  Toronto. 

Quebec,  Que. 

The  Quebec  Exhibition  Commission, 
City  Hall,  will  shortly  call  for  tenders 
on  the  installation  of  a  lighting  system  at 
the  Exhibition  Grounds.  Approximate 
cost,  $11,000. 

Saskatchewan  Province. 

The  Neelby  Rural  Telephone  Com- 
pany have  been  authorized  to  borrow 
$3,300  for  the  construction  of  their  pro- 
posed system.  Secretary,  J.  E.  Lewis, 
Kipling. 

CONTRACTS  AWARDED 

Orillia,  Ont. 

The  Town  Council  have  awarded  the 
contract  for  supply  of  equipment  for  the 
Swift  Rapids  Power  Plant  to  the  Can- 
adian General  Electric  Company,  313 
King  Street  West,  Toronto.  Installa- 
tion will  consist  of  either  two  unit  of 
3,000  h.p.,  at  $68,000,  or  3  unit  of  5,400 
h.p.  at  $81,000. 


Miscellaneous 

London,  Ont. 

The  London  Concrete  Machinery  Com- 
pany have  been  awarded  contracts  for 
the  supply  of  machinery  to  the  follow- 
ing firms: — F.  Smithson,  Leamington,  one 
paving  mixer;  G.  B.  Mitchell,  Shawinigan 
I'^alls,  Que.,  one  paving  mixer;  Corpora- 
tion of  Manvers,  Ont.,  one  batch  mixer; 
J.  B.  Dore  &  Fils,  LaPrairie,  Que.,  one 
i)atch  mixer;  Somerville  &  Dilworth, 
Welland,  one  batch  mixer;  John  Evans 
&  Son,  Hamilton,  one  batch  mixer;  Jin- 
chereau  &  Lalonde,  Quebec,  one  batch 
mixer;  Milton  Brown,  Wheatley,  Ont., 
one  batch  mixer;  North  Shore  Power 
Company,  St.  Cassimir,  Que.,  one  batch 
mixer;  Town  of  Pointe  Claire,  Que.,  one 
batch  mixer;  Jedd  Scott,  Sweetsburg, 
Que.,  one  concrete  mixer. 


Late  News  Items 

Alberta  Province 

The  Department  of.  Agriculture,  Ed- 
monton, propose  to  establish  demonstra- 
tion farms  at  Camrose,  Grand  Prairie 
and  \'egreville.  .Ap];roximate  cost,  $3.'),- 
000  each.  Superintendent,  S.  G.  Carlyle, 
Parliament   Buildings,  Fdmonton. 

Campbellton,  N.B. 

rians  (if  a  !)lock  of  stores  and  apart- 
ments to  be  built  for  J.  A.  Belanger 
have  been  prepared  by  Albert  Sinsesnes, 
Architect,  Moncton,  and  tenders  will  be 
called  immediately.  Approximate  cost, 
$8,000. 


Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  Church  and  Presbytery  for  St.  Jean 
Berchmans,  3619  Cartier  Street,  has  been 
awarded  to  Thomas  Belanger,  Valley- 
field,  Que.  Stone  construction,  interior 
finish  of  Caen  stone.  Approximate  cost, 
$300,000.  .Architects,  Gauthier  &  Daoust, 
180  St.  James  Street. 

Oshawa,  Ont. 

Tenders  on  the  erection  of  a  residence 
for  F.  Finnigan  will  be  received  until 
June  34th.  Architects,  Ellis  &  .  Ellis, 
Manning  Chambers,  Toronto.  Brick  and 
stone  construction. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  an  office  building  on 
Sparks  Street  for  C.  J.  Booth,  Booth  St  , 
has  been  let  to  Norcross  Brothers,  BooMi 
Building.  Rideau  Street.  Approximate 
cost,  $.50,000. 

The  City  Council  have  awarded  the 
general  contract  for  the  construction  of 
sun  parlors  to  A.  E.  Farley,  Banque  Na- 
tionale  Building,  Rideau  Street,  at  $9,473. 
Brick  and  stucco  construction. 

St.  Maurice  River,  Que. 

The  St.  Maurice  Construction  Com- 
pany have  awarded  a  contract  to  M. 
Beatty  &  Sons,  Ltd.,  Welland,  for  the 
supply  of  an  8  X  13  triple  drum  hoisting- 
engine  with  boom  swinger,  and  one  37 
h.p.  double  drum  electric  hoist  for  use 
on  the  construction  of  the  St.  Maurice 
River  Dam  near  Sanmaur,  Que. 

Toronto,  Ont. 

The  Board  of  Control  will  receive 
tenders  until  July  4th  for  the  supply  of 
one  3  h.p.  motor  and  one  30-inch  square 
base  self  feed  vertical  drill  chuck  and 
shafting.  Plans  at  office  of  the  Fire  De- 
partment, Adelaide  Street  West. 

Tenders  are  now  being  received  by 
Eden  Smith  &  Sons,  Architects,  33 
Scott  Street,  on  the  erection  of  a  Church 
for  the  Beulah  Hall  Congregation.  Brick, 
steel  and  stone  construction.  Approxi- 
mate cost,  $35,000. 

The  contract  for  masonry  and  stone 
work  required  in  alterations  to  a  resi- 
dence for  F.  Goldberg,  care  of  Langley 
&  Howland,  Architects,  113  King  Street 
West,  has  been  let  to  C.  Wood  &  Sons, 
013  Manning  Avenue.  Approximate  cost 
of  work,  $7,000. 

Transcont,  Man. 

Tenders  will  be  received  until  July  4th 
by  R.  C.  Desrochers,  Secretary,  Depart- 
ment of  Public  Works,  Ottawa,  for  con- 
struction of  reinforced  concrete  founda- 
tions on  piles,  required  in  the  erection 
of  an  elevator.  Plans  and  specifications 
at  offices  of  the  Chief  Engineer,  Depart- 
ment, Ottawa;  Chief  Engineer,  Monc- 
ton; General  Superintendent,  Winnipeg; 
Resident  Engineer,  Fort  William,  and  J. 
S.  Metcalf  Company,  Ltd..  Montreal. 


Japanese  Novelty 

We  sliip  f)0  Assort  men  I  of  I  .atest  Japanese 
Novelties  and  Toys,  postpaid,  upon  receipt  of 
fi  shillings.  Something-  new  fur  Trade  or  difl. 
Satisfattion  or  money  rffnndetl.  Dealers  and 
Jobbers     iiivited.       Rny     direct.       Make  money. 

Matsumoto-Do, 

Dept.  No.  636, 

TOKYO,  JAPAN 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  3  in.  to  24  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


Established  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  driven  by  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modern  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

346  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


WOODEN  TANKS 

of  all  sizes  for 
Water  Storage 
Sprinkler 
Systems  and 
General  Mining 
Purposes 

We  also  make 

SILOS 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

1551  Granville  Street  -  VANCOUVER,  B.C. 


Jamss  Thomson,  Praiident. 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secretary. 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO, 


LIMITED 


Manufacturers  of 


Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 
of  Waterworks  Supplies. 


3  inchesfto  60  Inches  diameter. 

for  Water,  Gas,  Culvert  and  Sewer 
HAMILTON.  ONT. 
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Fig.  C21.    Mantel  Clock 

ARTISTIC  MERIT 

as  well  as  accuracy  in 
Time-keeping  is  embodied 
in  all  Pulsynetic  Electric 
Clocks.  No  matter  wheth- 
er they  are  to  be  fixed  in 
the  Residence,  Office,  Fac- 
tory, Warehouse,  or  Tower, 
we  have  the  corred  design 
at  the  right  price. 

One  ma^er  transmitter  con- 
trols any  number  of  dials, 
irrespective  of  size  or  posi- 
tion and  never  wants 
winding. 

Architeds,  Engineers  and 
all  interested  in  Corredt 
Time  should  send  at  once 
for  our  Book  Five,  or  full 
particulars  and  prices  may 
be  obtained  from: — 


W.  Ashall 
442  Sherbourne  St. 
TORONTO 

Gent  &  Co.,  Ltd. 

Leicester,  Eng. 
Cables,  Lodestone 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 

NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue  TORONTO 


Tenders 
Wanted 


should  be  advertised  for  in  the 
"Tenders  and  For  Sale  De- 
partment" of  the  Contract 
Record  and  Engineering 
Review.  This  paper  is  the 
"Tender  Ad."  medium  of 
Canada  and  alw^ays  brings 
bids  from  the  reliable  con- 
tractors and  supply  houses. 

File  your  plans  for  any 
work  on  which  you  are  invit- 
ing bids,  in  our  offices  at 
Toronto,  Montreal,  Winnipeg 
or  Vancouver. 

Contract  Record 

and  Engineering  Review 
Toronto  Ontario 


Less  Coal— More  Heat 


1 f  every  large 
user  of  fuel  de- 
maiuled  as  liigli 
a  degree  of  ef- 
llcieney  in  the 
distribution  of 
heat  as  he  docs 
in  tlie  selec- 
tion of  fuel,  the 


RIC-WII 
METHOD  Urn 


of  insulating 
underground 
steam  and  hot 
water  jiipes 
would  he  in 
use  everywhere 
lliat    a  group 
of  huildings-- 
111  a  wltolceily 
is  healed  from  a  eentral 
Idant. 

The  saving  in  coal  alone 
may  pay  for  the  entire  in- 
stallation. Ask  for  Hulle- 
tin  No.  3() — it  gives  the 
details  of  an   actual  test. 


The  Ric-wiL  Company 

640  Naw  England  Bids..  CLEVELAND,  OHIO 
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STRONG 
TANKS 

It  takes  a  whole  lot  of  experience 
to  build  a  satisfactory  tank  of 
any  kind. 

That's  the  big  reason  why  our 
tanks  for 

Pulp  and  Paper  Mills 

Chemical  Works 
Oil  Refineries,  Etc. 

have  been  recommended  highly. 

We  have  had  the  necessary  ex- 
perience. We  also  construct  steel 
bridges. 


Let  us  give  you  an  estimate. 


MacKinnon,  Holmes 
&  Company  Limited 

SHERBROOKE,  QUE. 


Standard 
Colonial  Copper  Clad  Wire 

mADE 

has  satisfactorily  met  the  requirements  of  large  and 
discriminating  buyers  who  have  purchased  millions 
of  pounds  of  it  annually  for  many  years.  It  stands 
among  copper  clad  wires  as  does  E.  B.  B.  among 
galvanized  iron  wires,  that  is,  for  extra  best  best  in 
quality. 

For  further  information  write  our  nearest  oflice 
for  C.  C.  C.  Bulletin  No.  202. 

Standard  Underground  Cable  Co.  of  Canada 
Limited 

General  Offices  and  Works:  Hamilton,  Ont. 


Montreal,  Que. 
Hamilton,  Ont. 


Winnipeg,  Man. 
Seattle,  Wash. 


The  Maritime  Bridge 

Company,  Limited 

We  have   in   stock   the   following  list   of  ■ 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 
sale. 


Angles 


Channels 


67-6"x3i/^"x5/3"-60'0" 
28-6"jt354  "xll/16"-60 '  0" 
40-6"x3i/^"x3/4"-60'0" 
22-6"x3!^"x3/4"-55'0" 


31-12"x30  lb.-60'O" 
83-15"x33  lb.-36'10i/2" 


Zees 

94-  3"  X  2-11/16"  X  1/4"  x  6,7  lbs.  - 

95-  3-1/16"  x  2-3/4"x6/16"  x  8.5  lbs. 

Mild  Steel  Bars 


54 '0" 
-  50 '0" 


20-8" 
20-10 
13-6" 
17-7" 

19-  8" 

20-  10 
15-11 

12-  11 
88-4" 

13-  8" 


xl/4"-30'0" 
"xl/4"-30'0" 
x5/16"-10'0" 
x5/16"-20'0" 
x5/16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
■4x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13'0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12^"x5/8"-30'0" 

22-6i/^"xll/16"-33' 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plates,  Shapes  and  Bars  in  Stock 

Office  and  Plant,  NcW  GlaSgOW,  N.  S. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

Mathematically  Precise*' 

Arc  rigid,  of  .  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
imder  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 
HFI  I  FR  Sr  RRir,HTl  Y  "^O  SpHng  C.rden  Street 

ncLLiCa  oc  oniuniL.!,  Philadelphia, pa. ."Since i870" 
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ACME 


FOR 

STONE, ORE, ROCK  E^'^ 

THE  MOST  EFFICIENT 

FOR  ALL  SERVICES  y' 

CONCRETEtTAR  MACADAM  MACHINERY  f"^ 
CYRATORY& ROLLER  CRUSHERS       ~  ~  ~- 

G00DWlN,BARSBy&C5  LEICESTER  ENG. 


The  Highest  Standard 
of  Quality 

Wherever  "American"  Centrifugal 
pumps  have  come  in  competition  with 
others,  they  have  won  a  reputation  for 
quality  because  so  rigid  a  guar- 
antee is  placed  upon  them  that 
it  is  necessary  to  maintain  the 
highest  standard  in  the  design, 
material  and  workmanship  of 
their  construction. 

They  are  adapted  to  the  wid- 
est range  of  use,  because  they 
are  regularly  built  in  about  50 
styles,  in  addition  to  tepecial 
styles  designed  for  unusual  re- 
quirements. 


Catalog  1352  describes  them. 
Write  for  your  copy. 


The 

American  WelP  Works 

General  Office  and  Works:  — 
AUKORA.  ILL. 

Chicago  Office: — 

First  National  Bank  Building 

Special  Canadian  Dealers 
R.  H.  Buchanan  &  Co.,  Montreal. 

Gorman,  Clancy  &  Grindley,  Ltd., 
Edmonton  and  Ca'gary. 
B.  C.  Equipment  Company, 
Vancouver,  B.  C. 


HIGHEST  GRADE  and  GREATEST  VARIETY 

FIRE  BRICK 


Supplied  by 


Elk  Fire  Brick  Co.,  of  Canada,  Ltd. 


Booklet 
detailing 
shapes 
sent  on 
request. 


ELKCO 
ELK  STEEL 
ST.  MARYS 
KEYSTONE 

ROTEX 


Federal 
Life 

Building, 

Hamilton, 

Ont. 


It  is  estimated  that 


^MdeaP'  Concrete  Block  Machines 

in  the  United  States  produce  ONE  MILLION 
CONCRETE  STONE  UNITS  per  day.  Here  is 
a  tip  worth  taking  advantage  of. 


Write  for  literature  to 


IDEAL  CONCRETE  MACHINERY  CO.,  LIMITED 


Box  250.  WINDSOR.  ONT. 


Victor-Francis 

High  and  Low  Head  Water  Wheels 

The  epoch-making  installation  of 
Victor-Francis  equipment  to  produce 
50,000  horse  power  at  Cohoes,  N. 
Y.,  indicates  the  high  efficiency  that 
^^L.^   can  be  obtained  with  well  designed 
and  carefully  built  Piatt  products. 

Bulletins  Nos.  619  and  710  describe  them. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  U3  send  you  our  free  catalog,  which  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable —Immediate  Delivery. 

We  are  prepared  to  sell  not  only  the 
bucke^,  but  the  entire  plant. 


The  Mansfield  Engineering  Co. 


1014  Fletcher  Tru»t  &  Saving!  Bldg. 
INDIANAPOLIS.  IND. 
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Cawthra  Mulock,  Presicfent 


Gordon  F:  Perry,  General  Manager 


NATIONAL   IRON  WORKS,  Limited 

Head  Office,  Works  and  Docks  J— TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments    MONTREAL,  TORONTO  and  PORT  ARTHUR 


For 


"  The  Premier  Road  Dressing  and  Binder  " 

(NOT  A  ROAD  OIL  BUT  A  LIQUID  ASPHALT) 


Good 
Road 


When  kept  in  good  condition  there  is  no  better  road  than  macadam. 
The  great  difficulty  has  always  been  in  keeping  the  top  from  dusting  away. 
Use  Fluxphate  and  overcome  this  objection.  It  makes  a  perfect  covering, 
holding  all  the  material  and  preserving  the  surface  of  the  road. 

WRITE  FOR  OUR  NEW  ILLUSTRATED  BOOKLET 


PML' 


CAMSIMMiro  f«11i  HSICM  MiLi  OIL  tarasB 

a©  ft  Of  TRIBE  BlllLilffe  =■  MOHTEiM. 


SEVEN  RIB  HY-RIB 


FOR  PARTITIONS,  SUSPENDED  CEILINGS 
SIDE  WALLS,  ROOFS,  ETC. 


GAUGES 
24,  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


WALKERVILLE, 
ONT, 
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Well  Make  This 
/  Concrete  Building 
Waterproof 


ttlVJ'K.  OWNER,"  said  the  Ardiitect  to  his  client,  "the  walls  and 
^'A     floors   of  this  building  of   yours  will  be  concrete — and  they 
will  be  waterproof,  too.     I  have  specified 


\I>£MCMB£R  IT'S  WiTfPPBOOT] 

Mv.i.wr. 

ftea.  c.s.  PAT.  Ofp^ 


TOXEMENT 


R.I.W.  Toxenient  is  a  d.y  powder,  added  in  small  ouantities  to  the 
Portland  Cement.  It  lubricates  the  concrete  and  waterproofs  it 
against  the  fiercest  diiving  stoims — even  against  water  pressure. 

It  waterproofs  reinforced  concrete  factories,  piers,  bulkheads, 
chimneys,  tanks,  dams,  Inidges,  walls,  etc.,  etc. 

'i'liDst-  inlLMfsied  in  any  form  of  concrete  construction  should  read 
our  "'ruxemint    llonklet."     .Address  Dept.  Til. 

Manufactured  in  Canada  by 

R.  I.  W.   DAMP-RESISTING   PAINT  CO. 
TOCH  BROTHERS 

Gerrard  St.  and  Carlaw  Ave. 
TORONTO,     ONTARIO,  CANADA 


Hammer  Brand" 


Hard  Wall  Plaster 


It  neither  loosens  nor  falls  off,  it  altowu  car- 
penters to  follow  plasterers  without  loss 
of  time  and  lasts  as  long  as  the  building. 


Albert  Manufacturing  Co< 

Hillsborough,  New  Brunswick,  Canada 


CONCRETE  FORMS 

"HELTZEL" 
Steel  Forms 


for 


Sidewalks,  Curbs  and  Curb 
and  Gutter 

Rigid  and  Flexible  Styles 

Perfect  Alignment 
Durable  and  Economical 

Send  for  Catalogue 

MUSSENS  LIMITED 


MONTREAL 

WINNIPEG 

VANCOUVER 


QUEBEC— Pruneau  &  Co. 
TORONTO-H.  Turnbull  &  Co. 
COBALT— H.  L.  Usborne 


Contracto 


rs 


RUSH! 

Means  Night  Work 

Are  You  Prepared? 

FLARE  LIGHTS  are  a  necessity  on  all  "RUSH 
JOBS."  Have  you  a  supply  on  hand  to  meet  that 
necessity? 

If  not  secure  at  once  THE  CARBIC  FLARE 
LIGHTS,  and  you  will  have  the  most  efficient  flare 
lights  capable  of  keeping  your  workmen  up  with  the 
rush. 

POSITIVELY  not  affected  by  Wind,  Rain,  Sleet 
or  Zero  Weather. 

Economical,  Safe,  and  Sure. 

Used  by  All  leading  Contractors  in  Canada  to-day. 
Needs  no  introduction. 

Ask  any  CONTRACTOR  of  the  CARBIC  FLARE 
LIGHTS'  ability  and  we  will  stand  by  his  words. 
Write  or  wire  for  immediate  shipment. 

W.  L.  FOSTER 

8  Lombard  St.  TORONTO 
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Building  Mf!@Mls 


Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost^Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


The  Glue  Book 


What  it  Contains: — 

Chapter  i — Historical  Notes 
Chapter  2— Manufacture  of  Glue 
Chapter  3 — Testing  and  Grading 
Chapter  4 — Methods  in  the  Glue  Room 
Chapter  5 — Glue  Room  Equipment 
Chapter  6 — Selection  of  Glue 


Price  50  cents. 


Contract  Record 

and  Engineering  Review 

347  Adelaide  St.  West       -  Toronto 


Let  us  assist  you  to  make  money 
out  of 

Metallic  Ceilings  and  Walls 

Our  Re-Squared  Ceiling  Plates  lay 
quickly  and  straight — they  never  run 
askew.  They  are  stamped  on  steel 
dies  with  Machine-Cut  Beads  and  the 
joints  are  snug  and  neat.  The  labor 
you  save  in  laying  our  ceilings  makes  a 
nice  profit  in  itself. 

THE  QUALITY  HOUSE  IS  SAFEST— THINK 
OF  SAFETY  FIRST 

The  Metallic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


> 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 
Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto  Montreal  Limited       Winnipeg  Calgary 
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The  Compactness  and  Simplicity  of  Operation 
brings  the 

DAKE  Swinging  Engines 

great  favor  .with  progressive  contractors. 


One  of  tlie  largest  construction 
firms  in  llie  United  States  has 
El(". iri'V  of  our  DAKE  Swinging 
Engines  in  use.  Many  years  of 
service  have  proven  llie  durability 
and  efficiency  of  these  machines. 
It   will  pay  you  to  investigate. 

VVtiie  for  catalog  of  our  con- 
tractors' hoists,  swinging  engines, 
motor  cralis,  spud  lioists,  etc. 


DAKE  ENGINE  CO.,  Grand  Haven,  Mich.,  U.S.A. 

CANADIAN  AGENTS:  ^  , 

Montreal -Mussens,  Ltd.  Toronto-A.  R.  Wi.liams  MailiineryCo.,  Ltd. 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 


Beams— Channels 

AVways'TtTsru  CONSTRUCTION  CO. 


Reinforcing  Bart 

"Self-Senterlng" 

Corrugated 
Sheeting 


LIMITED 

WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  service  is  unexcelled  and  our  prices  right. 
Phone  or  writs  us  for  quotations  when  you  are  in  the  marlcet. 
Office-M  4515-M  4516      Residence— P  2278 

Crushed  Stone  Limited 

47  Yonge  St:  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

C.P.R.  Crossing,  Yonge  St.,  North  Toronto 

Phoner,   Office  North  1  5^5      Rvening-!).  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  in  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Estimates  furnished  promptly.  Capacity  18,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Canadian  Inspection  and  Testing 
Laboratories,  Limited 

Inspecting  Engineers  and  Chemists 

Mill,  shop  and  field  inspection  of  bridges 
and  structural  work;  test  of  materials;  mill 
inspection  of  rails  and  track  supplies; 
foundry  inspection  of  steel  and  iron  cast- 
ings of  all  classes;  expert  examinations  and 
reports.  Representatives  at  all  important 
Canadian,  American  and  European  Works. 

Head  Office  and  Main  Laboratories:  MONTREAL 

Branch  Offices  and  Laboratories  -  TORONTO,  WINNIPEG 
EDMONTON.  VANCOUVER  and  NEW  GLASGOW 


Canada  Iron  Foundries,  Limited 


Head  Office 

Mark  Fisher  Building: 
MONTREAL 


CAST  IRON  P!  Pi 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc..  Castings 
of  all  kinds,  MoorinsT  Bollards  for  both  Concrete  and  Wooden  Docks 
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Welding  light  metal  part  used  in  the  manufacture  of 
hospital  furniture,  by  means  of  the  Prest-O-Lite  Process 

Welding  Is  Now  a  Routine 
Operation  In  Many  Large 
Manufacturing  Plants 

In  practically  every  metal  manufacturing  industry,  oxy- 
acetylene  welding  is  providing  better,  neater  appearing  and 
more  lasting  joints  tlian  have  been  hitherto  attainable  by 
riveting,  threading  or  other  methods,  and  at  the  same  time 
is  lowering  production  costs. 

Operations  on  metal  parts,  large  and  small  are  handled 
easily,  quickly  and  economically  by  this  process.  Welded  joints 
can  be  built  up  to  give  added  strength  if  desired.  The  metal 
is  left  in  satisfactory  condition  for  subsequent  machining. 

The  profitable  employment  of  oxy-acetylene  welding  is  not 
confined  to  production  work  alone.  The  same  outfit  can  be 
used  to  tremendous  advantage  in  the  repair  of  worn  or  damaged 
metal  parts,  with  the  same  feature  of  economy,  simplicity  and 
efficiency. 

Vou  can  secure  all-round  efficiency  and  economy  in  your 
own  shop  by  adopting  the 


Employs  both  gases  (acetylene  and  oxygen)  in  portable 
cylinders.      Prest-O-Lite    Dissolved    Acetylene  (ready- 
made  carbide  gas)   is  backed  by   Prest-O-Lite  Service, 
which  provides  dry,  purified  gas,  insuring  better  welds, 
quicker  work,  and  lower  cost,  and  also  avoids  the  large 
initial  outlay  and  heavy  depreciation  incurred  in  mak- 
ing crude  acetylene  in  a  carbide  generator. 
The  necessary  equipment  is  not  expensive.    We  furnish  higlT- 
grade   welding   apparatus   for   .$75,    acetylene    service   at  addi- 
tional cost.     Also  adaptable  for  oxy-acetylene  cutting  by  tl*e 
addition  of  a  special  cutting  blow-pipe.     Thorough  instructions 
are  furnished  free  to  every  user  of  Prest-O-Lite  Dissolved  Acety- 
lene— any  average  workman  who  understands  metals  can  learn 
the  process  quickly  and  easily. 

The  advice  of  our  oxy-acetylene  welding  and  cut- 
ting engineers  is  free  to  you  at  all  times.  In  all 
probability  our  literature  illustrates  the  economies 
that  are  now  being  realized  in  your  own  or  very 
similar  lines  of  work.    Send  for  it. 

The  Prest-O-Lite  Co.,  Inc.,  Dept.  e 

The  World's  Largest  Makers  of  Dissolved 
Acetylene 
Canadian  Main  Office  and  Factory 

MERRITTON,  ONTARIO 

Factory  Branch  —  WINNIPEG,  Man. 
53  Branches  and  Chargine  Plants 
Keep  Canadian  Factories  Going.     Insist  on  Buying 
Goods  MADE  IN  CANADA. 


.^iaiiirai^ 


I  am  the  Most 
Economical  Sheet  Metal 

I  resitt  rust  and  corrosion,  consequently  am  far 
more  durable  than  any  other  sheet  metal  made 
from  iron  ore. 

I  am  moderate  in  first  cost  and  my  extreme  dura- 
bility makes  me  the  most  economical  sheet  metal 
in  the  end. 

I  save  building  owners  and  other  users  of  products 
made  from  sheet  metal  thousands  of  dollars  annually 
because  of  my  rust  and  corrosion-resisting  abilit  y 

This  stencil  identifies  me  and  protects  the  buyer 
against  substitution. 

A  few  Uses  for  Toncan  Metal : 


Roofing 
Siding 
Cornices 
Ventilators 


Skylights 
Blower  Systems 
Eaves  Trough 
Conductor  Pipe 


Tanks 
Culverts 
Flumes 

Wir.dcw  Frames 


And  there  are  many  other  uses. 

For  what  purpose  could  YOU  use  Toncan  Metal? 


Why  Toncan  Metal  is  so  durable  and 
how  it  is  made  is  too  lengthy  a  story 
for  this  space.  However, it  i*  interesting 
and  well  worth  reading.  It  is  contained 
in  this  book.     Send  for  it    #  > 


The  Pedlar  People  Ltd. 

Oshawa,  Ont. 

Catiadian  Distributors 

The  Stark  Rolling  Mills  Co. 

CANTON,  OHIO  Sole  Makers 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2  25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill ;  $8.50  delivered  on  job.  Paving 
brick,  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M.  ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car: 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H-in., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

1  Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER  (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — l  in.  by  4-in.  to  6-in,,  $27;  l-in.  by  8-in., 
$29;  1-in.  by  10-in„  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12-in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheetiYig,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing, 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8-in.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingles- XXX  B.  C.  shingles  $3.35;  N.  B.  cxtrai 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lath  $4.75. 

Dimension  Timber  (R.  C.  fir)— 10  x  14,  12  x  12, 
12  X  14,  14  y  14,  14  x  16,  $38.00;  10  x  16, 
12  X  16,  16  X  16,  14  X  IS,  18  x  18,  20  x  20, 
$38.50;  12  x  18,  18  x  20,  $39.00;  10  x  18, 
12  X  io,  14  X  20,  16  X  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft. 
$1.00  per  thousand  extra ;  36  to  40  ft.  $2,00 
per  thousand  extra. 

STEEL  AND  IRON 
Steel   and   Iron   Bars— $2.90  ;o  $3  base,  twisted 
and    deformed,    $3.25;    structtJial  sections, 

f'.r/),    tmall    sizes  $3.25. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs. ; 
54  in.,  5/16  in.  and  Vs  in,,  $3.50  per  100  lbs.; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9  in.,  70c  ft.;  12-in.,  $1  ft.;  15-in., 
$1.40;  18in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3,25  ft.;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in. 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil — in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal. ;  red  lead, 
dry,  $14  per  100  lbs.;  putty  in  bulk,  $3.50 
per  100  lbs.;  in  100-Ib.  drums,  $3.85;  putty 
in  25-lb.  tins,  $4.00  per  100  lbs. ;  steel  sash 
putty,  $4.50  per  100  lbs. ;  turpentine,  in  bbls., 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam, car  load  lots,  including  sacks 
Lime — Hydrated,  $14  per  ton;  lump,  $8. 
Brick — No.  1  pressed,  $17;  No.  2  pressed,  $13 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.  1,  $14;  red  rustic   No.  2,  $12 
buff   (smooth),  $21;  buff   (rough),  $25;  C, 
P.  R.  50c.  extra  except  for  plastic.  Domin 
ion  silicate,  1st  quality,  $13;  second  quality 
$10.50;  all  f.o.b.  Montreal. 
Concrete    Brick— grey   $22,    red   $22,    buff  $23, 
white  $45,  plain  pressed  $12  per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals). 

CONCRETE  SEWER  PIPE 
Straight   pipes    (per   foot) — not  reinforced,  8-in. 
26c. ;  9-in.  30c ;  10-in.  34c ;  12-in.  40c ;  15-ln. 
60c;  18-in.  74c.    Reinforced,  18-in.  90c;  21- 
in.  $1;  24-in.  $1.20;  30-ln.  $1.60;  36-in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  H-in.,  $1.65;  H-in., 
$1.75  per  ton,  delivered. 

Sand — 90c.  per  ton,  car  load,  on  cars. 
Gravel — $1.20  per  ton  f.o.b.  cars. 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  5^  in.,  25c.  extra;  J4  'n.  x  J4  in. 
x  14  in.  50c.  extra.  Boiler  plates — ^  in. 
thick  and  thicker,  $4.00.  Circular  plates — 
Flange  quality,  30  in,  dimension  and  over, 
$4.25;  under  30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
35  lbs.  per  yd.  and  over,  $3.75;  f.o.b.  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
$6.00;  28  gauge,  $5.50  per  100  sq.  feet.  Cop- 
per bearing  sheets — Keystone  black,  28  U.  S. 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight  pipe   (per  foot) — 4-in.,  25c;  6-in.,  40c; 
S  in.,  ^ftc  ;  9  in.,  70c;  lO  in,,  80c;  12  in.,  $1; 
24  in,,  ,$3,25,    Bends,  each  75c,  $1.20;  $2.20, 
$2.80,  $3.20,  $4.00,  $13.    Double  collar,  7Bc, 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4.50,  $16.25.  Double  branch,  2  ft.,  $1.75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe, 
2}4  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25, 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  G2  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— $2,35  per  bbl.  Rope— Best  Manilla, 
22i^c.  basis  per  pound;  British  manilla,  18c. 
basis;  sisal  rope,  ISyic.  basis;  lath  yarn  13"^ 
cents.  Boiled  linseed  oil — in  barrels  OOc.  per 
gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
Sl'/zC   per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

Lime— Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebricks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
H-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick    work,  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel — Per  yd.,  delivered,  $1.85. 


Crushed  Granite— IVi  and  2-in.,  $2.65;  >4-in.  and 
1-in.,  $2.90;  J^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring— No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $^0;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No.  1  and  2  fir,  edge  grain,  3  in., 
$60;  4  in.  and  6  in.,  $55;  No.  3  fir,  edge  and 
flat  grain,  4  and  6  in.,  $45;  No.  4  fir,  ship- 
lap  grade,  4  and  6  in.,  $32;  common  2x6 
pine,  spi'uce  or  fir,  4  and  6  in.,  $33;  No.  2 
white  pine,  4  and  6  in.,  $55;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No. 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $39 ;  10  x  16,  12  x  16, 
16  X  16,  14  X  18,  16  X  18,  18  x  18,  20  x  20. 
$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  X  18,  6  X  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20, 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  5^-in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.50. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round   bars,  $2.35  per   100  lbs. ;  square 
twisted,  $2.45  per  100  lbs.  ;  channels,  angles, 
beams  and  plates,  $2.95  per  100  lbs. 
Cast   Iron   Pipes — Standard  price,   car   load  lots, 
f.o.b.  Winnipeg,  $38  per  ton. 

(Continued  on  page  62) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  ; 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on   the  sound  basi-s  of  pure  raw  materials  and 
fathered  by  science  and  experience  in    the  making  "Pillar"' 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is  extensive  —  covering  everything"  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  Gypsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  IS'A  .cents;  8  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs. ;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal.;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
251b.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl.  f.o.b.  ware- 
house, sacks  extra;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs. ;  superfine,  white,  $9.50  per  bbl. ; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house; $33  in  car  lots;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  build- 
ings ;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house ;  fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1,85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills: 
Timber  (B.  C.  fir)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
l(i  X  16  to  20,  8  X  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14 ;  boards  and  sliiplap,  $12 ;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 
Vancouver  prices  f.o.b.  warehouse : 
Steel — (round  and  square  bars)  $3.00  base;  twist- 
ed and  deformed,  $3.00  base;  structural  sec- 
tions, $4.50  to  $5.00. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheet! 
$5.50;  5,  9  and  10  ft.  sheets,  $5.65  per  square. 

Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,   quantity   and  specifications. 

Steel  channels,  beams  and  plates — $4.50  to  $5.00 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse : 
4in.,  I2/2C.  per  ft.;  0-in.,  21c  ft.;  8-in.,  30c 
ft. ;  10-in.,  40c  ft. ;  12-in.,  50c  ft. ;  15-in., 
$1.05  ft.;  IS-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.b. 
Vancouver. 

Rope — Manilla,  full  coil,  16c  basis;  2nd  grai'^ 
liyic  basis;  sisal  rope,  12^c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.00  to  $19.00  per 
100  lbs. 

Boiled  linseed  oil— In  bbls.,  $1.12  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.10  per  gal.;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  bbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  $1.00. 


MUELLER 

Extension  Service  Boxes 


are  the  very  embodiment  of  high  quahty  materials, 
finished  workmanship  and  absolute  dependability. 
The  name  Mueller  is  stamped  on  every  service  box 
and  is,  in  itself,  a  guarantee  of  good  service. 

re  illustrated  will  meet  all  requirements.  It 
Arch  or  Minneapolis  pattern  all  sizes. 

Let  us  quote  you  on  your  requirements. 

Made  in  Sarnia,  Canada 

H.  Mueller  Mfg.  Co.,  Limited 

SARNIA,  ONTARIO 
Makers  of  high  grade  Water,  Plumbing  and  Gas  Brass  Goods. 


22002 


Signed 
City  . . 
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Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited.  I 

CANADA   WIRE    &  IRON) 
 GOODS  CO.,         Hamilton  | 


96"  Motor  Operated  Butterfly  Valve. 


Valves 
Sluice 

Gates 
Fittings 
Flanges 
Castings 
Separators 
Exhaust 

Heads 
Expansion 

Joints 
Pipe  Bends 
Welded 

Work 
Hydraulic 
Piping 


We  make  a  specialty  of  designing  and  executing 
complete  piping  contracts.  Estimates  furnished 
on  receipt  of  plans  and  specifications. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PITTSBURGH,  PA. 


4 


ATWOOD  ATWOOD 
ENGINEERS   FOUNDERS  MACHINISTS 

Represented  by  W.  M.  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


BITUNAMEL 

Unsurpassed  (oi  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipeg 


CANADIAN 
CHICAGO  BR1DGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroad  and  Factory  Service . 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  Our  nearest  Sales  Office  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Salks  Offices:  — 
Bridgeburg,  Ontario,  13U  Janrt  Street 

Chicago,  Illinois,  2014  Old  Colony  Bldg. 
New  York,  N.  Y.,  30  Church  Street 
Shops:— Bridgeburg,  Ont. 
Built  for  CP. R. Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 


Goold,  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


**6alvaduct"  and  **Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  under  Canadian  and  U,  S.  Letters  Patent 

Toronto      <-  Canada 
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Civil 

Electrical 
Mechanical 

Directory  of 

Engineers 

Contractors 

Special 

Interests 

Chipman  &  Power 

Civil  Engineers 

TORONTO  WINNIPEG 

Willis    Cliipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 

Consulting  Engineers 

Water  Supply  and  Purification,  Sewerage  and 
Sewage  J)isposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  0740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


Stick  To  It 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

Contract  Record 

&  Engineering  Review 

TORONTO 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGiU 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Conciete,  Water  Works,  Sewers, 
Water   Powers,  Structural  Steel,  Bridges, 

Buildings,  &c.,  &c. 
11!^   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Robert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moflat, 


Robert  W.  Hunt  &  Co. 

«  Limited 

Consulting  and  Inspecting  Engineers, 

Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,      ■  Montreal 
Branches : 

Toronto         Vancouver         London,  England 


LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


ALL  BUILDIM6  WORK, 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
GARBAGE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

Phone  OHice  and  Works: 

Main  1)04  »( IB  62  Esplanade  E.,  Toronto 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
>posal,  Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATENTS 


SECURED  OR  OUR 
FEES  RETURNED 

Being  ne.\t  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
thus  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  the 
busin'ess  of  Manufacturers,  Engineers,  and 
otliers  who  realize  the  advisability  of  hav- 
ing their  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa,  Canada 


Power  &  Son, 

Architects  and  Building  Surveyors 

Merchants  Bank  Chambers, 

Kingston,  Canada 


Crushed  ^Man^^  ^"t 

BRICK  ^^pP  SAND 

T.  A.  Morrison  &  Co.,  ^"^AVtTp'aN^^- 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton, 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaiile  Street  East,  Toronto. 
707   Union   Trust   Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
.Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittiburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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"Meaford"  Means  Merit 

That  is,  when  it  is  applied  to  the  line  of 

Wheelbarrows, 

Concrete  Carts,  etc.,  etc., 

.  which  has  made  the  name  "Meaford"  famous 
among  contractors  all  over  the  country. 

If  you  are  in  need  of  concrete  wheelbarrows, 
drag  scrapers,  concrete  carls,  wheel  scrapers, 
etc.,  which  will  stand  the  maximum  wear  for 
the  lowest  cost,  you  should  investigate  the 
"Meaford"  line  immediately.  Write  for  cata- 
logue and  prices. 

Meaford  Wheelbarrow  Co.,  Limited 

Meaford  -  Ontario  -  Canada 

SELLING  AGENTS: 

Quebec  and  Maritime  Provinces:  Alexander  Gibb,  1-2  St,  Nicholas 
Building,  St.   Nicholas  Street,  Montreal,  Que. 

Manitoba  and  Alberta :  Bissett  &  Lpucks,  Limited,  151  Notre 
Dame  Avenue  East,  Winnipeg,  Man. ;  Bissett  &  Loucks, 
Limited,  504  Agency  Building,  Edmonton,  Alta. 

Critisli  Columbia:  John  Burns,  329  Railway  St.,  Vancouver,  B.C. 


The  Baby  Ford 
Meter  Testing 
Machine 


The  Ford  "Baby"  gives 
you  the  same  means  of 
rapidly  and  accurately 
testing  your  water  meters 
as  the  Standard  Ford. 

The  quality  of  work- 
manship and  material  are 
of  the  same  high  grade — 
but  the  price  is  only  $45. 

You  can't  afiford  to  be 
without  a  "Baby"  Ford  at 
this  price.  We  will  be 
glad  to  give  you  details 
about  this  convenient  one- 
meter  testing  machine. 

Write  us  for  the  bulle- 
tin— to-day. 


The  Ford  Meter  Box  Co. 

Wabash,  Ind. 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.    149  feet  to  top 
120,000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Piltsbuigh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  42  Church  St.  Praetorian  B\dg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 


Limited 


Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 
Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
Checkered  Floor  Plates,  etc. 

TELEPHONES  : 
Office  and  Works:  Hillcrest  1614-1616-1618 
Private  exchange  connecting  all  departments 
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The  Quickest  Heating  Rivet  Forge  Made 

—Therefore  the  Most  Efficient 


The  ability  of  any  forge  to  produce  quick 
heat  lies  in  the  blower.  The 

Canadian  Rivet  Forge 

No.  625 

is  fitted  with  the  famous  Canadian  200 
Blower — -the  blower  that  gives  more  blast 
than  any  other  made.  It  is  also  guaran- 
teed for  lo  years  against  repairs  due  to 
wear. 

A  heavy  round  Tuyere  Plate  distributes 
the  blast  so  as  to  insure  the  best  results 
in  heating. 

This  is  a  very  popular  forge  with  contrac- 
tors and  you  should  lose  no  time  in  getting 
our  catalog  179-12. 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario  ^'"^'^'^ 

Si.  John      Montreal     Toronto     Winnipeg  Vancouver 


This  Blower  Added  20  Feet  to  Their  Chimney 

Here's  a  letter  that  tells  the  experience  of  a  Chicago  Company. 

"We  built  a  new  brick  stack  about  a  year  ago  but  found  it  was  about  twenty- 
feet  too  short.  We  did  not  get  proper  combustion,  but  after  installing  the 
Sturtevant  Undergrate  Blower  this  dii¥iculty  has  been  overcome,  and  we  would 
recommend  it  for  conditions  similar  to  ours.  We  are  very  well  satisfied  with 
what  this  little  machine  has  done. 

— Name  on  Application." 

The 


Irt  Turbo -Undergrate  Blower 

is  ideal  where  draft  is  insufficient.  It  will  increase  the  steaming-  power  of  yotir 
boilers  from  125  to  200  per  cent,  present  capacity. 

Sturtevant  Blowers  have  freqtiently  saved  the  expense  of  new  boilers.  The  cost  is 
low  and  they  can  be  installed  overnight. 


Our  Bulletin  No.  214-Z  is  full  of  information. 

B.  f .  Sturtevant  Company  of  Canada,  Ltd. 

Gait,  Ontario 

Montreal  Toronto  Winnipeg  Vancouver 

Selling  Agents  for  Sanford  Riley  Stoker  Co.,  "THE  RILEY  STOKER." 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 


Strong,  Substantial  and 
Modern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


jlMITED 


VALVt -HYDRANT  MANUFACTURERS 

WALKERVILLE,ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Forei){n  Buildine  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished  in   1915   by   McGraw-Hill   Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh.  Published  in  1915  by  the 
American  Technical  Society.  206  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.    Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B.  A.  Etche- 
verry. Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.   364  pages,  illustrated.     Price  $3.60. 

Irrigation  Practice  &  Engineering,  Volume  3,  by  B.  A.  Etch- 
everry. Just  published  by  McGraw-Hill  Book  Company. 
43S  pages,  illustrated.    Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.   Price  $1.60. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  _  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.    142  pages,  illustrated.    Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  C.E.  Published  in  1915  by  Mc- 
Graw-Hill Book  Co.     388  pages,  illustrated.     Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  McGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  186  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
268  pages.     Price  $3.00. 
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St.  Catharines 


"DOMINION"  Wire  Rope 

Made  in  Canada 

Keep  your  Money  in  Canada  by 
Purchasing  your  Goods  at  Home 

THE  DOMINION  WIRE  ROPE  CO. 

Limited 

MONTREAL  Winnipeg 


STONE  an»^  quarry  EQUIPMENT 


The  simplicity  and  the  giant  strength 
of  the 


''RELIANCE'' 

Crusher  needs  no  comment. 
Let  us  quote  you 


"  MARION  "  STEAM  SHOVELS 


The  best  testimonial  on  the  value  of 
MARIONS  in  Stone  Work  is  found  in 
the  great  number  that  are  employed  in 

Quarry  Service 

Keep  your  plant  up  to  its  greatest  ef- 
ficiency by  using  our 

HOISTING  ENGINES,  BOILERS  and 
"RANSOME"  MIXERS 


Branch : 

St  Catharines,  Ont. 


<T*UI  %i  1   *  C  Head  Office: 

t*n*n^){N(in^&W  MONTREAL 


Vol.  30  Toronto,  June  28,  1916  No.  26 


Wood  Stave  Pipe  and  Tanks 

Wire  Wound  and  Continuous  Wood  Stave  Pipe, 
Wooden  Tanks  and  Silos 

MADE   FROM   BRITISH   COLUMBIA  FIR 


46  in.  Diameter  Continuous  Wood  Stave  Pipe  Installed  by  us  for  the  Hydro-Electric  Power  Commission  of  Ontario 
Wood  Pipe  and  Tanks  made  in  all  sizes — for  Municipal,  Mining,  Irrigation  and  Power  Purposes 

Write  for  Illustrated  Literature  and  Prices 

PACIFIC  COAST  PIPE  CO.,  LIMITED 

Established  1903  1551  Granville  Street  VANCOUVER,  B.C. 
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CHAMPION 

SCREENS  and  ELEVATORS 


Rock  Crushers, 
Elevators, 
Screens, 
Bins, 

Spreading 

Wagons 

Dump  Wagons 

Contractors' 

Plows 


Road  Graders, 
Levellers  and 
Drags. 

Road  Rollers, 

Sprinklers, 
Sweepers  and 
Cleaners. 

Street  Cleaners* 
Hand  Carts. 


"32"  Champion  Revolving  Screen. 


"Champion"  Revolving  Screens  are  built  in  all  sizes,  with  perforations  that  will  turn  out  any  size  of  stone  desired. 
"Champion"  Screens  have  a  record  for  durability.    Give  us   your  specifications  and  let  us  quote  you. 


MANUFACTURED  BY 


The  Dominion  Road  Machinery  Co.,  Limited 

WRITE  OUR  NEAREST  BRANCH 

118  Hollis  Street,  Halifa.x,  N.S.  Cor.  8th  Ave.  and  3rd  Street  West,  Calgary,  Alta. 

518  Power  Building,  Montreal,  Que.  10237  109th  Street,  Edmonton,  Alta. 

S9  Dalhousie  Street,  Quebec,  Que.  609-613  Bank  of  Ottawa  Building,  Vancouver,  B.C. 
41.'5  Mclntyre  Building,  Winnipeg,  Man. 

Factory  and  Head  Office—             -  -             -             GODERICH,  ONTARIO 


"BEATTY" 

Hoisting  Engines^  Dredges,  Clamshells 
Derricks,  Irons,  Pumps,  Etc. 

We  have  in  stock  for  IMMEDIATEISHIPMENT— 

2, — 6  X  12  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
2 — 6}4  X  8  Double  Cylinder,  Double  Drum  HOISTS  with  boilers 
I — 5  X  8  Double  Cylinder,  Double  Drum  HOIST  with  boiler 
VERTICAL  BOILERS  from  30"  dia.  x  72"  high,  to  44"  dia.  x  96"  high 
CLAMSHELLS  from  ^  cubic  yard  to  2  cubic  yard  capacity 

CENTRIFUGAL  PUMPS  2",  3",  6"  and  8",  Belt  Driven  and  8"  Direct  Connected 
BOOM  SWINGERS  and  THIRD  DRUMS  to  fit  engines  from       x  8  to  8  x  12 

Send  us  your  inquiry  for  anything  in  this  line— We'll  answer  quickly 

M.  BEATTY  &  SONS,  LTD.,  Welland,  Ont. 


H.K.  PI.AVT  1790  St.  James  Street,  Montreal,  Que. 

K.  LEONARD  &  SONS   St.  John,  N.  B. 


-A0KNT8— 


ROBT.  HAMILTON  &  CO  Vancouver.  B.C. 

KELLY-POWKLL,  LTD  McArthur  Bld^.  Winnipeg-.Man. 
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This  symbol  is  a  guarantee  of  quality  in  Rubber  Goods. 

It  represents  the  largest  manufacturing  concern  of  Rubber 
Goods  in  Canada,  and  in  the  British  Empire. 

It  distinguishes  the  best  "  Made  in  Canada  "  line  of  Rub- 
ber Goods  for  Contractors  and  Engineers. 

It  stands  for  the  quickest  service  within  3^our  reach.  Don't 
accept  our  statement  for  this  fact.  Put  us  to  the  test  and  see 
for  yourself 

Our  aim  is  to  serve  and  please  you  and  those  you  serve. 
Whatever  the  need  in  rubber  may  be,  write  to  our  nearest 
branch,  or  direct  to  our  Head  Office. 


Canadian  Consolidated  Rubber  Co 

Limited 

Montreal,  P.  Q. 

28  "Service"  Branches  Throughout  Canada 
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Pavement  that  Eliminates  High  Cost  is— 

Concrete  with  "DOLARWAY  SURFACING" 


When  Concrete  is  laid,  to  make  it  permanent,  spread 
"Dolarway"  over  the  entire  surface.  No  matter 
how  well  a  plain  Concrete  road  is  constructed,  IT 
WILL  CRACK  if  it  is  not  protected.  "Dolarway" 
is  the  logical  surfacing,  because  the  initial  cost  and 
the  maintenance  is  reduced  to  the  absolute  minimum. 


Besides  the  extreme  lowness  of  cost,  "Dolarway"  is 
ideally  suited  for  all  localities.  "Dolarway"  is  not 
a  speculative  surfacing,  because  it  has  been  used 
under  the  most  trying  conditions  and  not  found 
wanting.  Our  representative  will  explain  in  more 
detail  to  you  of  the  "Dolarway"  merits — or  a  book- 
let upon  request. 


Inexpensive  First  Cost 


Inexpensive  Maintenance 


For  further  particulars  write  to 


THE  CANADIAN  DOLARWAY  PAVING  CO.  LTD.  »^ 


WINDSOR,  ONTARIO 


Turbine 
Pumps 

Electric  and  Steam 

Water  Works 
Factory  and 
Fire  Services 

Humphrey  Gas 
Pumps 

Any  capacity  or  pressure 


Lachine  Water  Works 
Thraa  million  gallon*,  eighty  pounds  domectic.  1601b*.  (ire. 


THE  JOHN  McDOUGALL 
CALEDONIAN  IRON  WORKS  CO.,  LIMITED 

Works:  Seigneurs  &  William  Sts.,  Montreal. 
Manufacturers  of  Boilers,  Castines,  Condensers,   Elevators,  Engines,  Filters,  Forgines,  Hydraulic 
Machinery,  Pumps,  centrifugal  and  reciprocating.  Steam   Turbines,   Tanks,   Water   Whaels,  Water 

Works  Plants. 
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A  Motor  Truck  For  Every  Purpose 


TVTATIONAL  Motor  Trucks  are  used  in  widely 
^  different  lines  of  business.  Heavy  duty  models 
are  carrying  tremendous  loads  over  country  roads.  Light 
models  are  giving  fast  express  service  over  city  pavements. 
Five  models — 1500  lbs.,  2ooo  lbs.,  3000  lbs.,  4000  lbs. 
and  7000  lbs.  capacities — enable  you  to  choose  a  truck 
that  will  exactly  fit  into  your  haulage  or  delivery  system. 
The  National  Guarantee  and  Service  Station  plan  is 
unique.  Full  details  will  be  gladly  furnished  upon 
request. 

Address  Truck  DepU  for  copy  of  catalogue. 

National  Steel  Car  Company,  Limited 

OperaUng;  Office  and  Works:  HAMILTON,  CAN.       Montreal  Office :  SHAUGHNESSY  BLDG. 
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quarter  page. 


Air  Compressors 

Can.  Ingersoll-Rand  Co..  Ltd. 
Piatt  lion  Works 


Aluminium 

Spielmann  Agencies  Regd. 

Air  Hoists 

Northern   Crane  Works 


Architectural  Iron  Work 

Canada  Wire  &  Iron  Goods  Co. 
McGregor   &  Mclntyre 


Architectural  Terra  Cotta 

Toronto  Plate  Glass  Imp'tg.  Co. 


Ash  Hoists 

Gillis  &  Geoghegan 


Asphalt 

Asphalt  &  Supply  Company 

Asphalt  Shingles 
Bird  &  Son. 


Blast  Hole  Drills 

Hopkins  &  Co.,  F.  H. 


Blowers  and  Compressors 

Canadian  Blower  and  Forge  Co. 
Can.  Ingersoll-Rand  Co.,  Ltd. 
Sheldons  Limited 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Boilers 

Beatty  &  Sons,,  M. 

Inglis  Company,  John 

Marsh  &  Henthorn 

McDougall  Caledonian  Iron  Wks. 

Mussens  Limited 


Boxes-Junction 

Standard  Underground  Cable  Co. 
of  Canada,  Limited. 


Brick 

American  Enamelled  Brick  Co. 


Brick  Dryers 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited. 


Buckets 

Beatty  &  Sons,  M. 
(aiiadiaii    Link-Belt  Company 
Hopkins  &  Co.,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Manslield    Engineering  Co. 
Radigan    &   Company,  John 


Brick  Machinery  and  Supplies 
Sheldons  Limited 


Bridges  (Steel) 

Canadian    Bridge  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
iJickson  Bridge  Works 
Dominion*  Bridge  Company 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
National  Bridge  Company 
Pittsburgh-DesMoincs  Steel  Co. 
.Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Building  Papers 
Bird  &  Son. 


Cable 

Canada  Wire  &  Cable  Company 
Dominion  Wire  Rope  Co.,  Ltd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Cable  Excavators 

Mansfield  Engineering  Co. 

Cable  Terminals 

Standard  Underground  Cable  Co. 
of   Canada,  Limited. 

Car  Wheels 

Steel  Co.  of  Canada  Limited 

Casements 

Trussed  Concrete  Steel  Co. 

Cedar 

B.  C.  Lumber  Commissioner 

Cement  Waterproofing 
Paterson  Mfg.  Company 

Cement 

Alfred  Rogers,  Limited 
Britnell  &  Company 
Canada  Cement  Company 
Rogers  Supply  Company 

Centrifugal  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Chemists 

Canadian  Inspection  and  Testing 
Laboratories 

Coal  Chutes 

Manitoba  Bridge  &  Iron  Works 

Coal  Handling  Apparatus 
Beatty  &  Sons,  M. 

Cold  Storage  Insulation 

Armstrong  Cork  Company. 

Concrete   Block  Machines 

Ideal  Concrete  Machinery  Co. 
London  Concrete  Machinery  (jo. 

Concrete  Chimneys 

Pelletier  &  Fils,  Edouard 

Concrete  Culvert  Pipe 
Blair,  B. 

Dominion  Concrete  Company 

Concrete  Mixers  and  Appliances 

Canadian  Fairbanks-Morse  Co. 

Goold,  Shapley  &  Muir  Co. 

Hopkins  &  Co.,  F.  H. 

Ideal  Concrete  Machinery  Co. 

London  Concrete  Machinery  Co. 

Mussens  Limited 

Wettlaufer  Bros. 

Concrete  Sewrer  Pipe 
Blair,  B. 

Dominion  Concrete  Company 
Conduits 

Conduits  Company,  Limited 
Ric-wiL  Underground  Pipe 
Covering  Company 

Contractors 

Anglins  Limited 

Gray  Construction  Co.,  John  V. 
Contractors'  Lights 

Foster,  W.  L. 
Contractors'  Plant  &  Supplies 

Beatty  &  Sons,  M. 

lioving  Hydraulic  &  Engineering 

Company 
Can.  Fairbanks-Morse  Company 
Dake  Engine  Company 
Dominion  Road  Macliinery  Co. 
Goodwin,    Barsby   &  Company 
Marsh  &  Henthorn 
Meaford  Wheelbarrow  Company 

Conveyor  Belting 

Dunlop  Tire  &  Rubber  Company 


Conveying  Machinery 

Canadian    Link-Belt  Company 
Goodwin,  Barsby  &  Company 
Radigan  &  Company,  John 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F 


Core  Drills 

Can.  Ingersoll-Rand  Co.,  Ltd. 


Corrugated  Iron 

Metallic  Roofing  Company 
Pedlar  People  Limited 


Cotton  Seed  Oil  Machinery 

Piatt  Iron  Works 


Cranes,  Travelling  and  Locomotive 

Boving  Hydraulic  &  Engineering 

Company 
Hopkins  &  Company,  F.  H. 
Northern   Crane  Works 
Pollard  Mfg.  Company 


Crushed  Stone  and  Granite 

Canada  Crushed   Stone  Corpora- 
tion 

Crushed  Stone,  Limited 
Hagersville   Contracting  Co. 
Morrison  Company,  T.  A. 
Rogers  Supply  Company. 


Crushers  (Stone  and  Rock) 

Canadian  Fairbanks-Morse  Co. 
Dominion  Road  Machinery  Co. 
Goodwin,  Barsby  &  Company 
London  Concrete  Machinery  Co. 
Mussens  Limited 


Culverts 

Pedlar  People 


Cutting  and  Welding  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Damp  Proof  Coating 

Paterson  Mfg.  Company 

Derricks  and  Derrick  Fittings 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  II. 
Marsh  &  Henthorn,  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard    Mfg.  Company 


Douglas  Fir 

B.  C.  Lumber  Commissioner 

Dredging  Pumps 

Boving  Hydraulic  &  Engineering 
Company 

Dredges 

Beatty  &  Sons,  M. 

Canadian  Equipment  Company 

Hopkins  &  Company,  F.  H. 

Drills 

Canadian  Blower  and  Forge  Co. 
Canadian   Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 

Drill  Steel  Sharpeners 

Canadian   Ingersoll-Rand  Co. 


Dump  Cars,  Wheels,  etc. 

Hopkins  &  Company,  F.  H. 
Manitoba  Bridge  &  Iron  Works 
Marsh  and  Henthorn 
National  Steel  Car  Company 
Sheldons  Limited 


Drying  Apparatus 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 


Elastite 

Carey  Mfg.  Co.,  Philip 

Electric  Fans 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Electric  Air  Rock  Drills 

Canadian   Ingersoll-Rand  Co. 

Electric  Impulse  Clocks 
Gent  &  Company 

Electric  Water  Systems 

Ontario   Wind    Engine   &  Pump 
Company. 

Electrical  Specialties 

Spielmann  Agencies  Regd. 

Elevator  Doors 

Ormsby  Company,  A.  B. 

Elevators 

Northern  Crane  Works 
Turnbull  Elevator  Company 

Enamelled  Brick 

American   Enamelled    Brick  & 
Tile  Company 

Engineering  Instruments 
Heller  &  Brightly 

Excavators 

Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Mansfield  Engineering  Company. 

Exhaust  Heads 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Engines 

Canadiari  Blower  and  Forge  Co. 
Can.  Fairbanks-Morse  Company 
Hopkins  &  Company,  F.  H. 
Inglis  Company,  John 
McDougall  Caledonian  Iron  Wks. 

Engineers  (Civil  and  Mechanical) 

Bowman  &  Connor 
Chipnian  &  Power 
Dominion  Engineering  &  Inspec- 
tion Company 
Haddin  &  Miles 
Hunt  &  Co.,  Robt.  W. 
R.  S.  &  W.  S.  Lea 
Wynne-Roberts,   R.  O. 

Engineering  Instruments 
Heller  &  Brightly 

Expanded  Metal 

Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Fans 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  1!.  F. 

Feed  Water  Heaters 

Piatt  Iron  Works 

Ferro-Concrete  Chimneys 
Pelletier  &  Fils,  Edouard 

Filter  Presses 

Piatt  Iron  Works 

Fire  Brick 

Elk  Fire  Brick  Company 

Fireproof  Doors  and  Windows 
Ormsby  Company,  A.  B. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 
(Continued  on  page  8) 
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SWANSEA 

Salt  Glazed  and  Vitrified 

SEWER  PIPES 


True  to  Size 
Impervious  to  Water. 

Sizes  manufactured  and  al- 
ways in  stock  4  in.  to  24  in. 


Ask  for  Price  List 
and  Discounts 


also 

Chimney  Tops 
Flue  Liningrs 
Wall  Copingr 
Culvert  Pipe 
Inverts 

Telephone  (Toronto  Connection) 
Parkdale  5000 

The  Dominion  Sewer  Pipe  Co. 

(The  Independent  Co.)  Limited 

SWANSEA  (near  Toronto) 


Factory  Windows 

Need  More  Light 

The  more  light,  the  better  work  and  faster  work. 
Big  Windows  must  be  strong.  Only  steel  gives  the 
required  rigidity, 

"  FENESTRA  " 
Solid  Steel  Window  Sash 

The  most  widely  used  and  perfectly  designed.  We 
have  sole  rights  for  Canada  for  making  this  leading 
steel  window  sash  and  gladly  give  estimates  for  any 
dimensions. 

EXPANDED  METAL 
For  Concrete  and  for  Plaster 

Architects  and  contractors  will  do  well  to  see  our 
lines  of  expanded  metal  and  to  get  our  prices.  We 
can  save  you  something, 

HEATING  APPARATUS 

Factory  heating  is  a  simple  problem  for  our  engine- 
ers. Architects  will  find  our  Engineering  Depart- 
ment of  great  help  in  getting  up  their  heating  speci- 
llcations.     We  furnish  drawings  and  estimates, 

STEEL  AND  RADIATION,  LTD. 

Fraser  Ave.,  TORONTO 

Factories  — St.  Catharines  and  Toronto 


Town  and  City  Sewers 

ALL  SIZES  OF  PIPES  and  CONNECTIONS  from  4  inch  to  30  inch  always  IN  STOCK 

In  our  salt  glazed  vitrified  sewer  pipe  we  offer  the  highest  type  of  sewer  material. 
Pipe  of  our  manufacture  have  been  used  in  practically  every  city  in  Canada.  Highly 
glazed  and  perfectly  vitrified. 

If  you  are  contemplating  sewer  construction  we  can  quote  you  some  attractive 
prices.   We  also  make  all  classes  of  fire  clay  goods. 

Prompt  shipment  on  all  orders. 

Made  in  Canada  with  Canadian  Clay,  Canadian  Coal, 
and  by  Canadian  Workmen. 

Standard  Clay  Products  Limited 

THREE  SEWER  PIPE  FACTORIES  :   St.  Johus.  P.  Q.,  and  Ncw  Glasgow,  N.  S. 

ALSO  FIRE  CLAY  FACTORY  AT  ST.   JOHNS,   P.  Q. 
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Fire  Escapes 

Dennis  Wire  &  Iron  Works  Co. 
Manitoba  Bridge  &  Iron  Works 
McGregor  &  Mclntyre 

Flag  Poles 

Ontario  Wind  Engine  &  Pump 
Company. 

Flooring  Materials 

Armstiong  Cork  Company 

Fuel  Economizers 
Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Furnaces 

Smart  Mfg.  Company,  Jas. 

Forges 

Canadian  Blower  and  Forge  Co. 
Sheldons  Limited 

Gas  Engines 

Goold,  Shapley  &  Muir  Co. 

Gasoline  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Fairbanks-Morse  Co. 
Good,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Ontario  Wind  Engine  &  Pump 
Company. 

Gla,ss 

Consolidated  Glass  Company 
[-uxfer  Prism  Company 
Toronto  Plate  Glass  Imp't'g  Co. 

Governors 

Boying  Hydraulic  &  Engineering 
Company. 

Gravel  Buckets 

Mansfield  Engineering  Co. 

Hammer  Drills 

Canadian  Ingersoll-Rand  Co. 
Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B  F 


Heat  Insulating  Materials 
Armstrong  Cork  Company 

High  Duty  Pumping  Engines 

Piatt  Iron  Works 

High  Pressure  Pipe  Lines 

Pittsburgh     Valve,     Foundry  & 
Construction  Company 

Hoists,  Electric 

Northern  Crane  Works 

Hoisting  Apparatus 
lieatty  &  Sons,  M. 
Canadian  IngersoU-Rand  Co. 
Gillis  &  Geoghegan 
Goold,  Shapley  &  Muir  Co. 
London  Concrete  Machinery  Co. 
Marsh  &  Henthorn 
Mussens  Limited 
National   Equipment  Company 
Northern  Crane  Works 
Pollard  Mfg.  Company 

Hoisting  Engines 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Hose 

Can.  Consolidated  Rubber  Co. 
Dunlop  Tire  &  Rubber  Co. 

Hydrants 

Canada  Iron  Foundries 
Gartshore-Thompson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 

Inspection  Engineers 

Canadian  Inspection  and  Testing 
Laboratories 

Insulating  Compounds 

Spielmann  Agencies  Regd. 
Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Industrial  Cars 

Hopkins  &  Company,  F.  H. 
National  Steel  Car  Co. 


Interior  Finish  and  Doors 

Canadian  Office  &  School  Fur. 
Company. 

Insulating  Bricks 

Armstrong  Cork  Company 

Jib  Cranes  (all  kinds) 

Northern   Crane  Works 

Kilns 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Lead  Pencils 

American  Lead   Pencil  Company 

Lockers  (Clothes) 

Canada  Wire  &  Irons  Goods  Co. 
Dennis  Wire  &  Iron  Works  Co. 

Locomotive  Hoists 

Canadian    Link-Belt  Company 

Machinery  Insulation 

Armstrong  Cork  Company 

Marble  Working  Machinery 

Pollard  Mfg.  Company 

Metal  Lath 

Metallic  Roofing  Company 
Noble,  C.  W. 
Pedlar  People  Limited 
Trussed  Concrete  Steel  Co. 

Metallic  Roofing 

Pedlar  People  Limited 


Mechanical  Draft  Apparatus 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Meter  Boxes 

Ford  Meter  Box  Company 

Meters,  Water 

McDougall  Caledonian  Iron  Wks. 
Neptune  Meter  Company 


Motor  Trucks  . 

National  Steel  Car  Company 


Oil  Pumps 

Wayne  Oil  Tank  &  Pump  Co. 


Oil  Tanks 

Boving  Hydraulic  &  Engineering 

Company 
Wayne  Oil  Tank  &  Pump  Co. 


Ornamental  Iron 

Dennis  Wire  &  Iron  Works  Co. 


Ornamental  Moulds 

London  Concrete  Machinery  Co. 

Oxygen 

L'Air  Liquide  Society 

Paints  and  Varnishes 

Brandram-Henderson  Co. 
Dominion  Paint  Works 
Hopkins  &  Company,  F.  H. 
Spielmann  Agencies  Regd. 

Patents 

Shipman,  Harold  C. 

Paving  and  Paving  Materials 

Asphalt  &  Supply  Company 
Barber  Asphalt  Paving  Co. 
Canadian  Dolarway  Pacing  Co. 
Carey  Mfg.  Co.,  Philip 
Paterson  Mfg.  Co.,  B. 


Pipe  (Concrete,  Iron  &  Wood) 

Boving  Hydraulic  &  Engineering 

Company 
Dominion  Concrete  Company 
Gartshore-Thomson   Pipe  Co. 
National   Iron  Works 

(Continued  on  page  Iq) 


Why  Not  Solve  Many  of  Your  Problems  by  Using  an 

OXY-ACETYLENE  WELDING  AND  CUTTING  PLANT  ? 

It  helps  you  to  overcome  many  difficulties,  and  has  proved  to  be  a  MONEY-SAVER  and 
a  MONEY-MAMER  in  the  Contracting  Business 

L'Air  Liquide  Society 

Maisonneuve,  MONTREAL 


26  Boler  St. 
WEST  TORONTO 


325  William  Ave 
WINNIPEG 


Are  Manufacturers  of 

MADE-IN-CANADA  PLANTS 
as  well  as  GASES 

-Factories  the  World  over— 

The  OXY-ACETYLENE  PEOPLE 

Our  NEW  BOOKLET  will  bring  you 
much  information. 

Write  NOW,  before  you  forget. 
USE  THIS  COUPON,  PLEASE 

L'Air  Liquide  Society,  Maisonneuve,  ' 

MONTREAL,  P.Q.  | 

(lenllenien  : —Please  Rend,  post  paid,  without 

obligating  me,  your  NEW  BOOKLET.  | 

Name     | 

Address   | 

I'rov  Date   | 

Uusiness   C.R.  | 


Cutting  Iron  Bridge  at  Toronto. 


u.ie28,  1916  THE   CONTRACT  RECORD 


QUALITY    .-.    /.  SERVICE 

STEEL  BARS 

For  Reinforced  Concrete 

Plain  Rounds  and  Squares 
Cold  Twisted  Squares 

Railway  Track  Equipment 

As  Manufacturers  of  material  required  by 
you,  we  are  interested  in  securing  your 
business,  and  if  given  an  opportunity 
to  quote  on  your  specifications, 

WE  WILL  GET  IT 
THE 

STEEL  COMPANY 

OF 

CANADA 

LIMITED 

HAMILTON       TORONTO       MONTREAL  WINNIPEG 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Pipe  and  Boiler  Coverings 
Uoniinion  Paint  Works 

Paints  (Bridge  and  Structural  Iron 
and  Pipe  Coating) 
I'atersoii  Mfg.  tonipany 
Spielmann  Agencies  (Kgd.) 

Pencils  (Lead) 

American  Lead  Pencil  Company 

Perforated  Metals 

Canada  Wire  &  Iron  Goods  Co. 

Pile  Driving  Machinery 
Beatty  &  Sons,  M. 
Canadian   IngersoU  Rand  Co. 
Hopkins  &  Company,  F.  H. 
Marsh  &  Henthorn,  Limited 

Pipe  Fittings  and  Flanges 

Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Pipe  Covering  (Cold  and  Steam) 

Armstrong  Cork  Company 

Plumbing  Supplies 

Mueller  Mfg.  Company,  H. 

Planing  Mill  Exhausters 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Plaster 

Albert  Mfg.  Company 
Britnell  &  Company 
lona  Gypsum  Company 

Plug  Drillers 

Canadian  Ingersoll-Rand  Co. 

Pneumatic  Machinery 

Canadian  Ingersoll-Rand  Co. 

Power  Engines 

Boving  Hydraulic  &  Engineering 

Company 
Inglis  Company,  John 


Pumps  and  Pumping  Machinery 

American  Well  Works 

Beatty  &  Sons,  M. 

Boving  Hydraulic  &  Engineering 

Company 
Canadian  Blower  and  Forge  Co. 
Canadian   Fairbanks-Morse  Co. 
Canadian  Ingersoll-Rand  Co. 
Cook.  A.  D. 
Darling  Bros. 

Hopkins  &  Company,  F.  II. 
Inglis  Company,  John 
McDougall  (Caledonian  Iron  Wks. 
Ontario  Wind    Engine    &  Pump 

Company. 
Piatt  Iron  Works 
Waterous  Engine  Works  Co. 


Quarry  Machinery 

Canadian  Ingersoll-Rand  Co. 
Hopkins  &  Company,  F.  H. 
Goodwin,  Barsby  &  Company 


Railway  Supplies 

Canadian  Chicago  Bridge  &  Iron 

Works. 
Gartshore,  John  J. 
Hopkins  &  Company,  F.  H. 


Ready  Roofing 

Bird  &  Son 


Revolving  Stone  Screens 

Goodwin,  Barsby  &  Company 


Reinforcements,  Concrete  &  Steel 

Burlington  Steel  Company 
Canada  Wire  &  Iron  Goods  Co. 
Dominion  Iron  &  Steel  Co. 
Pedlar  People  Limited 
Steel  Co.  of  Canada,  Limited. 
Trussed  Concrete  Steel  Co. 


Refrigeration  Machinery 

Boving  Hydraulic  &  Engineering 
Company 


Road  Asphalt 

Asphalt  &  Supply  Company 


Road  Machinery 

Dominion  Road  Machinery  Co. 
Hopkins  &  Company,   F.  H. 

Waterous  Engine  Works  Co. 


Roofing  Material 

Bird  &  Son 

Carey  Company,  Philip 
Noble,  Clarence  W. 
Paterson  Mfg.  Cornpany 
Pedlar  People  Limited 


Rubber  Goods 
Can.  Consolidated  Rubber  Co. 


Sand  and  Gravel 

Rogers  Supply  Company 

Sand  and  Gravel  Plants 
Mansfield  Engineering  Co. 


Safes  and  Vaults 

Can.   Fairbanks-Morse  Company 

^"^Can.  Fairbanks-Morse  Company 
Wilson  &  Son,  C. 

Screens 

Canada  Wire  &  Iron  Goods  Co. 
Goodwin,  Barsby  &  Company 

Sewer  Pipe 

Britnell  &  Company 
Canada  Iron  Foundries 
Dominion  Sewer  Pipe  Co. 
Gartshore  Thomson  Pipe  Co. 
London  Concrete  Machinery  Co. 
National  Iron  Works 
Standard  Clay  Products  Ltd. 

Shingles 

B.   C.    Lumber  Commissioner 


Shovels  (Steam) 
Beatty  &  Sons,  M. 
Hopkins  &  Company,  F.  H. 


Spruce 

B.   C.   Lumber  Commissioner 


Silo  Moulds 

London  Concrete  Machinery  Co. 


Skylights 

Pedlar  People  Limited 


Smoke  Stacks 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
MacKinnon,  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Pittsburgh-DesMoines  Steel  Co. 
Pedlar  People  Limited 


Sprinkler  Tanks  (Steel) 

Canadian  Chicago  Bridge  &  Iron 
Works 


Stair  Builders 

Canada  Wire  &  Iron  Goods  Co. 
McGregor  &  Mclntyre 


Steam  Appliances 
Darling  Bros. 


Steam  Apparatus  and  Specialties 
Canadian  Blower  and  Forge  Co. 
McAvity  &  Sons,  T. 
Pittsburgh  Valve,  Foundry  and 

Construction  Company 
Slieldons  Limited 

(Continued  on  page  14 1 
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mill 


Model  A  Hoist  in  operation. 
After  load  is  raised  to  proper 
point,  hoisting  head  revolves  on 
ball-bearings  and  can  is  deposit- 
ed on  sidewalk  without  lifting. 


''Made  in  Canada" 


'Made  in  Canada"  ■ 


ment 


THE  G  &  G  Telescopic  Hoist  Model  A  (illustrated)  is  sturdy  in  | 

construction,  speedy  in  operation — and  provides  for  safety  first  J 

at  all  times.    Does  its  work  noiselessly,  conveniently,  and  re-  a 

quires  the  services  of  but  one  man  for  the  entire  operation  of  ash  S 

removal.  J 

Raises  load  at  guaranteed  speed  of  30  feet  per  minute.    No  part  has  ■ 

a  factor  of  safety  less  than  eight  based  on  ultimate  strength  of  material  ■ 

when  load  of  500  lbs.  is  raised.    The  Patented  gear  shifting  device  | 

automatically  throws  gears  out  of  mesh  when  brake  lever  is  used  to  % 

lower  load.    Thus  nothing  moves  when  lowering  except  cable  drum,  | 

and  the  hoisting  handle  does  not  revolve..  B 

The  automatic  steady  pin  is  a  patented  device  which  holds  hoisting  m 

head  rigid  while  operator  turns  hoisting  handle.    The  band  brake  | 

is  lined  with  a  special  asbestos  wire-wove  brake  lining.    Every  hoist  ■ 

is  subjected  to  thorough  working  test  before  shipment.  | 


a  WRITE  TO  NEAREST  AGENT  FOR  BOOKLET  AND  PRICES  B 

I  GILLIS  &  GEOGHEGAN,  Sherbrooke,  Quebec  I 

m  BLACK     BUILDING     SUPPLY    WM.    N.    O'NEIL    CO.,    LTD.,    B    4  S.  H.  THOMPSON  ft  CO  W   T    GROSE  ■ 

g  CO.    LTD     TORONTO.  VANCOUVER,  LTD..  MONTREAL  Agent  for  Manitoba.  S.ikatchew.n,  1 

g  Agent!  fo'  Ontario  Agent*  for  Briti«h  Columbii  Agent*  for  Quebec.  Albert*.  Winnipeg.  g 
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Burlington  Steel  Co. 

Hamilton,  Canada 


Limited 


STEEL  BARS 

for  Reinforcing  Concrete 

Rounds,  Squares,  Twisted  Squares,  Angles,  Flats, 

Bars  Bent  to  Shape 

for  Stirrups,  Beams,  Etc. 
3/4",  7/8"  and  1    Channels  for  use  with  Metal  Lathing 
Prompt  Shipment  from  Stock 


Macadam  Roads 


must  be  built 
of  a 

Tough 
Stone 


that 
will  cement 

WE  HAVE  IT 


The  Hagersville  Contracting  Company,  Limited 

Hagersville         -  Ont. 
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To  Secure 
ECONOMY  and  DURABILITY 

Construct  Your 

SEWERS 

from 

Reinforced  Concrete  Pipe 

Manufactured  by 

Dominion  Concrete  Co. 

Limited 

KEMPTVILLE        -  ONTARIO 

"Better  good  pipe  at  a  fair 
price  than  poor  pipe 
at  any  price. " 

N.  B.  The  adjoining  illustration  shows  a  line  of  42-in.  pipe 
in  a  trench  ready  for  filling. 


London  Tile  and  Sewer 
Pipe  Moulds 

Made  in  all  sizes  from  4  inches  to  1 0  feet 
in  diameter  and  in  lengths  and  designs  to 
meet  every  requirement. 
The  best  moulds  are  the  cheapest.  Write  for  catalogue  N.2B. 


^^f^Dunn  Cement  Drain  Tile  Machine 

There  are  large  profits  in  the  Cement  Drain  Tile  Business.  We  make  three 
chines  and  entire  equipment  for  tile  plants.    Send  for  Catalogue  No.  2. 

LONDON  POWER  DIAPHRAGM  PUMP~^ 


This  Pump  will  do  as  much  work  as  8  men  can 
on  a  hand  operated  pump  at  a  cost  of  15c  per  day 
for  fuel. 

We  make  all  kinds  of  Contractors'  Pumps. 
Write  for  Catalogue  No.  4B. 

London  Concrete  Machinery  Co. 

LONDON,  ONT.  Limited 

Branches  and  Agencies  in  every  large  city  in  Canada. 

World'*  Largest  Manufacturers  of  Concrete  Machinery  and 
Cemant  Working  Tool*. 


Sizes  of  ma 


June  28,  1916 
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Famous  Heart  Shape  Mixers 


Made  in  Canada  by 
a  Canadian  Firm, 
witli  Canadian  Cap- 
ilal.  Noted  for  their 
rapid  and  thorough 
mixing.  Manufac- 
liners  of  Tile,  Brick, 
I!  1  o  c  k  Machines, 
Crushers,  Pavers, 


Contractors'  Mach- 
inery. Write  for 
special  offer. 

Over  300  Used  in 
Toronto  alone. 


HOISTS 

We  can  save  you  50 
per  cent,  on  Hoisting 
Machinery.  Let  us 
demonstrate  this  to 
you  here  at  our  ware- 
house. Equipped  with 
gas,  steam  or  electric 
power,  mounted  on 
skids  or  trucks. 

Write  for  our  special 
offer. 


WETTLAUFER  BROS.,  LIMITED 

IMPROVED  CONCRETE  MACHINERY 
178  Spadina  Ave.,  TORONTO,  Oi»JT. 

Branches— Montreal  Halifax,  Vancourer,  Winnipee 


Boving  Hydraulic  &  Engineering 
Company,  Limited 


LINDSAY, 


ONTARIO 


We  Manufacture 
Water  Wheels,    Hydraulic  Governors, 
Centrifugal  Pumps,      Mill  Machinery 
Fly- Wheels  (up  to  28  feet  dia.) 

Prompt  Shipment 
Prices  etc.,  on  request 


"The  Sandwich 
Joint." 


The  original  and 
onlv  Elastite 
Joint. 

(Ad.  No.  7  of  a  Series) 

Building  a  Big  Bridge 

No  danger  of  this  expansion  joint  "running"  or 
"dripping,"  or  "hardening."  Applied  in  one  operation, 
thus  saving  time  and  money  for  contractor,  and  it  is 
permanent.  That  is  why  Elastite  is  specified  for  the 
finest  permanent  structures. 

Write  for  the  samples  and  complete  information 

Address  Elastite  Dept. 

The 


Philip  Carey  Co. 

Toronto-^Montreal 


FOR  SALE 


1  No.  2  Thew  Shovel  on  rail- 
way trucks— $1,800.00 

1  Model  No.  28  Marion  Revol- 
ving Shovel— $l,b00.00 

2  Model  No.  31  Marion  Revol- 
ving Shovels— $2,800.00  each. 

2  Vulcan  Dinkies,  9  x  14  Cy- 
linders $1,000,00  each 

W.  ERASER 

83  Craig  St.  West 

MONTREAL 
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CLASSIFIED  INDEX  TO  ADVERTISEMENTS— Continued 


Steam  Engines  ,  t> 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  t. 


Steam  Turbines 

McDougall  Caledonian  Iron  Wks. 
Sturtevant  Co.  of  Can,,  Ltd.,  B.  F. 


Steel  ^  TT 

Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Bars 

Burlington  Steel  Company 
Dominion  Iron  &  Steel  Co. 
Hopkins  &  Company,  F.  H. 
Steel  Company  of  Can.  Ltd. 


Steel  Pipe 

Can.  Chicago  Bridge  &  Iron  Wks. 
Page-Hersey  Iron  Tube  &  Lead 
Co..  Ltd. 


Steel  Plate  Construction 

Waterous  Engine  Works  Co. 


Steel  Sash 

Steel  &  Radiation  Limited 


Stone 

Britnell  &  Company 
Hagersville  Contracting  Co. 
Oakley  &  Son,  Geo. 
Rogers  Supply  Company 
Sackville  Freestone  Company 


Stone  Working  Machinery 

Pollard  Mfg.  Company 


Structural  Iron  and  Steel 

Burlington  Steel  Company 
Can.  Chicago  Bridge  &  Iron  Wks. 
DesMoines  Bridge  &  Iron  Co. 
Dominion  Bridge  Company 
Hamilton  Bridge  Works  Co. 
Mackinnon  Holmes  &  Co. 
Manitoba  Bridge  &  Iron  Works 
Maritime  Bridge  Company 
McGregor  &  Mclntyre 
Pittsburgh-DesMoines  Steel  Co. 
Reid  &  Brown 
Structural  Steel  Company 
Standard  Steel  Construction  Co. 


Surveyors'  Instruments 

Dikeman  Surveyor  Company 
Heller  &  Brightly 


Swinging  Gears 

Dake  Engine  Company 


Tanks  and  Stand  Pipes 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  ,Co. 
Inglis,  John 

Manitoba  Bridge  &  Iron  Works 
Marsh  &  Hentliorn 
McDougall  Caledonian  Iron  Wks. 
Mackinnon,  Holmes  &  Co. 
Ontario  Wind  Engine  &  Pump 

Company 
Pittsburgh-DesMoines  Steel  Co. 
Waterous  Engine  Works  Co. 

Telescopic  Hoists 

Black  Building  Supply  Company 
Gillis  &  Geoghegan 


Testing  and  Inspecting  Bureau 
Hunt  &  Company,  Robt.  W. 


Tile  Moulds 

London  Concrete  Machinery  Co. 


Toncan  Metal 

Stark  Rolling  Mills  Company 

Towers 

Can.  Chicago  Bridge  &  Iron  Wks. 
Goold,  Shapley  &  Muir  Co. 

Turnbuckles 

Canadian   Billings    &  Spencer 
Limited 

Valves 

Canada  Iron  Foundries 
Can.  Fairbanks-Morse  Company 
Gartshore-Thomson  Pipe  Co. 
Kerr  Engine  Company 
McAvity  &  Sons,  T. 
Pittsburgh    Valve,    Foundry  & 
Construction  Company 

Ventilating  &  Heating  Apparatus 

Canadian  Blower  and  Forge  Co. 

Sheldons  Limited. 

Sturtevant  Co.  of  Can.,  Ltd.,  B.  F. 

Varnishes — Insulating 

Standard  Underground  Cable  Co. 
of  Canada,  Ltd. 

Wagons 

Tiffin   Wagon  Company 

Wall  Boards 
Bird  &  Son 

Water  Level  Apparatus 
Gent  &  Company 

Water  Softeners 
Piatt  Iron  Works 

Waterproofing 

Paterson  Mfg.  Company 
Trussed  Concrete  Steel  Co. 

Waterproofing  Compound 
Paterson  Mfg.  Company 


Water   Softeners   and  Filters 

Manitoba  Bridge  &  Iron  Works 

Water  Tapping  Machine 
Mueller  Mfg.  Co.,  H. 

Water  Turbines 

Boving  Hydraulic  &  Engineering 

Company 
McDougall  Caledonian  Iron  Wks. 

Water  Wheels  (Turbine  &  Impulse) 

Piatt  Iron  Works 

Welding  Apparatus 

Prest-O-Lite  Company,  Inc. 

Welding  and   Cutting  Plants 
L'Air  Liquide  Society 
Prest-O-Lite  Company,  Inc. 

Well  Drilling  Plants 

American  Well  Works 
Ontario  Wind  Engine  &  Pump 
Company. 

Wheelbarrows 

Meaford  Wheelbarrow  Co. 

Wires  and  Cables 

Standard  Underground  Cable  Co. 
of  Canada,  Limited 

Wire  Guards  and  Screens 

Canada  Wire  &  Iron  Goods  Co. 

Wire  Rope 

Dominion  Wire  Rope  Co.,  Ltd. 

Wood  Pipe 

Canadian  Pipe  Company 
Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company 

Wood  Tanks 

Pacific  Coast  Pipe  Company 
Vancouver   Wood   Pipe   &  Tank 
Company. 


Immune  To 

Smoke^  Steam,  Acid  Fumes,  Heat,  Gas,  Rust 


Graphite  is  jnire  carbon,  and  is  therefore  unatil'ected  by  tlie  ele- 
ments or  other  intlnenres  wliicii  corrcnle  and  destro\'  most  materials 
commonly  used  in  |)repared  ])aints. 

Anchor  B-H  Graphite  Paint 

y\nchor  I'-II  (iraphite  J'aint  beins^-  made  from  i)iirc  (Iraidiite  is 
therefore  the  ideal  paint  for  the  economical  and  successful  paintinc;-  of 
bridi^es,  tanks,  structural  iron  work,  etc. 

Specify  Anchor  B-H  Graphite  Paint  ' 


Other  B-H 
Products 

White  Lead 
Zinc  Wiiite 
"English"  Paint 
Varnisnes 
Pure  Colors  in 

Oil  and  Japan 
Red  Lead 
Copper  Paint 
Cement  Paint 
Marine  Paint 
Putty 


I 


\NDR/ 

NDERS 

JON 

1  I  M  I  T  F  n 

Montreal 

Halifax 

St.  John 

Toronto 

Winnipeg 

I 
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Good  Roads  Making  Good 

by  using 

Dundas  Stone 

Best  by  Test 

Canada  Crushed  Stone  Corporation,  Limited 

DUNDAS,  ONTARIO 
Toronto  Agents :— Rogers  Supply  Co.,  Limited,  38  King  Street  West 


Built  of  Sackville  Freestone 

"Quarried 
in 

Canada  " 

Block  Stone 
Random  Stone 
Dimension  Stone 
Head  Sills 
Shoddy 
Stone  Sawing 

Get  our  prices. 


A  Toronto  Residence  built  of  Sackville  Freestone. 


Sackville  Freestone  Company,  Limited 

Sackville,  N.  B. 
Toronto  Representative :  A.  W.  Steward,  Builders'  Exchange 
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ALPHABETICAL  LIST  OF  ADVERTISERS 


Albert  Manufacturing  Company  . .  . 
American  Lead  Pencil  Company  . .  . 

American  Well  Works  

Anglins  Limited   '^'^ 

Armstrong  Cork  Company    53 

Art  Stone  Company   '"'■^ 

Asphalt  &  Supply  Company    .'■>5 

Ault  &  Wiborg  Company  

Barber,  Frank   

B.  C.  Lumber  Commissioner   19 

Beatty  &  Sons,  Limited,  M   3 

Bird  &  Son  

Black  Building  Stipply  Company  ..  10 

Blair  Company,  B  

Boving   Hydraulic    &  -Engineering 

Company  

Brandram-Henderson  Co   1-1 

Britnell  Company,  Limited    58 

Burlington  Steel  Company   H 

Canada  Cement  Company  

Canada  Crushed  Stone  Corporation  15 

Canada  Iron  Foundries,  Limited  ..  58 

Canada  Wire  &  Iron  Goods  Co.  . .  63 

Canadian  Billings  &  Spencer   30 

Canadian  Blower  and  Forge  Co.  ...  66 

Canadian  Consolidated  Rubber  Co.  3 

Canadian  Dolarway  Paving  Co.   . .  .  4 

Canadian  Ingersoll-Rand  Co   59 

Canadian  Inspection  and  Testmg 

Laboratories  

Canadian    Office    School  Furniture 

Company  

Canadian  Pipe  Company,  Ltd   51 

Carey  Company,  Philip   13 

Canadian   Chicago   Bridge    &  Iron 

Works  

Chipman  &  Power   64 

Conduits  Company,  Limited    63 

Cook,  A.  D   57 

Crushed  Stone,  Limited    58 

Dake  Engine  Company   58 

Darling  Bros   52 

Dennis  Wire  &  Iron  Company  ....  ^2 

DesMoines   Bridge  &   Iron   Works.  6.'j 

Dikeman  Surveyor  Company  

Dominion  Concrete  Company   12 

Dominion  Engineering  &  Inspection 

Company   64 

Dominion  Iron  &  Steel  Company..  61 

Dominion  I'aint  Works  

Dominion  Road  Machinery  Co.   ...  2 

Dominion  Sewer  Pipe  Company  ...  7 

Dominion  Wire  Kopt  Co   68 

Dnnlop  Tire'  &  Rubber  Company  .. 


Elk  Eire  Brick  Company   54 

Ford  Meter  Box  Company   65 

Foster,  W.  L   56 

Eraser,  W   13 

Gartshore,  John  J   52 

Gartshore-Thompson  Pipe  &  Foun- 
dry Company   51 

Gent  Company    52 

Gillis  &  Geoghegan   10 

Goodwin-Barsby  Company    54 

Goold,  Shapley  &  Muir  Company  . .  63 

Gray  Construction  Co.,  John  V.  ...  51 


Haddin  &  Miles   64 

Hagersville  Contracting  Company..  11 

Hamilton,  S.  W   64 

Hamilton  &  Toronto  Sewer  Pipe  Co.  53 

Heller  &  Brightly   54 

Hopkins  &  Company,  F.  H   68 

Hunt  &  Company,  Robert  W   64 

Ideal  Concrete  Machinery  Co   54 

Inglis  Company,  John    47 

lona  Gypsum  Company   61 


Kerr  Engine  Company,  Limited  ...  67 


L'Air  Liquide  Society   8 

Lea,  R.  S.  '   64 

London  Concrete  Machinery  Co.  . .  12 

Luxfer  Prism  Company  


MacLean  Daily  Reports   17 

MacKinnon  Holmes  &  Company  ...  53 

Manitoba  Bridge  Works  Co   54 

Mansfield  Engineering  Co   54 

Maritime  Bridge  Company   50 

Marsh  &  Henthorn,  Limited   51 

McAvity  &  Sons,  F   65 

McDougall  Caledonian  Iron  Works 

Company   4 

McGill  University   51 

McGregor  &  Mclntyre   65 

Meaford  Wheelbarrow  Company  . .  . 

Metallic  Roofing  Company    57 

Miller  &  Company,  Geo.  M   64 

Morrison  &  Co.,  T.  A  '.  64 

Mueller  Mfg.  Company,  H  

Mussens,  Limited    56 


National  Equipment  Co   53 

National   Iron  Works    55 

National  Steel  Car  Company   5 

Neptune  Meter  Company   57 

Noble,  Clarence  W   62 

Northern  Crane  Works   64 

Nova  Scotia  Steel  &  Coal  Co  

Oakley  &  Son,  Geo   66 

Ontario  Wind  Engine  &  Pump  Co.  57 
Ormsby  Company,  A.  B  

Pacific  Coast  Pipe  Company   1 

Paterson  Mfg.  Company  ...    49 

Pedlar  People   17 

Pelletier  &  Fits,  Edouard   56 

Pittsburgh-DesMoines  Steel  Co.  ...  65 
Pittsburgh  Valve,  Foundry   &  Con- 
struction Company   63 

Piatt  Iron  Works   54 

Pollard  Manufacturing  Company  . . 

Power  &  Son  

Prest-O-Lite  Company   

Quinlan  &  Robertson   -52 

Radigan  &  Company,  John   

Reid  &  Brown   64 

Ric-wiL  Underground   Pipe  Cover- 
ing Company  

Rogers  Limited,  Alfred  

Rogers  Agencies   

Rogers  Supply  Company  

Sackville   Freestone   Company    ....  15 

Sheldons  Limited   .  .  56 

Shipman  &  Co.,  Harold  C   64 

Smart  Mfg.  Co.,  James   52 

Spielmann  Agencies  Regd  

Standard  Clay  Products  Limited  . .  7 
Standard  Steel  Construction  Co.  . .  58 
Standard  Underground  Cable  Co.  of 

Canada   

Stark  Rolling  Mills  Company  

Steel  Co.  of  Canada,  Limited   9 

Steel  &  Radiation   7 

Structural  Steel  Company    58 

Sturtevant  Co.  of  Canada,  Ltd.,  B.  F. 

Tiffin  Wagon  Company    18 

Toch  Bros  

Toronto  Plate  Glass  Importing  Co. 

Trussed  Concrete  Steel  Co   55 

Turnbull  Elevator  Company  

\'ancouver  Wood  Pipe  &  Tank  Co.  51 

Waterous  Engine  Works  Co   20 

Wettlaufer  Bros   13 

Wynne-Roberts,  R.  0   64 


Our  advertisers  represent  the  most  progressive  manufacturers  and  dealers.  Make 
your  purchases  of  them.   Give  your  business  to  the  man  who  is  enterpris- 
ing enough  to  spend  money  and  time  to  get  in  touch  with  you. 
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Simply  Roll  It  Into 
Position 


/CONSIDER  the  saving  in  labor  cost 
alone — laying  forms  and  building  sec- 
tion by  section  ;  the  time  usually  consumed 
in  seeing  that  each  section  is  in  line  for 
proper  drainage  —  consider  these  and  you 
get  a  suggestion  of  the  enormous  saving  in 
labor  cost 


PEDLAR^S  PERFECT  <t^s^^s#>  CULVERTS 


will  give  you.  Supplied  in  8  in.  to  84  in.  diameter, 
and  in  lengths  assembled,  up  to  40  feet,  they  are 
ready  to  roll  into  position,  and  the  worst  of  the 
job  is  over.  Made  of  heavy  gauge,  anti-corrosive 
■<0if1.^^  they  cannot  crack,  rust,  rot  or  corrode. 


and  possess  wonderful  strength,  ductability  and 
malleability.  You  should  certainly  have  a  copy 
of  the  Complete  Culvert  Reference  Book  No.  4 
C.  R.,  containing  valuable  drainage  tables  and  im- 
portant data.    It  is  free.    Write  now ! 


THE  PEDLAR  PEOPLE,  LIMITED 


Executive  Office*  and  Factories  :  OSHAWA,  ONT. 


Established  1861 

Branch»s-MONTREAL,  OTTAWA,   TORONTO,   LONDON,  WINNIPEG 

(153) 


find  It  Im  MsKelLdSiim  M-sp®!?^^^ 


MacLean  Reports  give  the  vital  facts  that  are 
so  necessary  if  you  would  secure  the  best  of  new 
business — and  they  cost  but  a  few  cents  a  day.  They 
arc  issued  daily  (card  system)  and  give  accurate 
information  on  Canadian  building  and  engineering- 
projects,  contemplated,  their  progress  and  details  of 
the  material  and  equipment  required.  Rates  and 
samples  on  request. 


MacLEAN  DAILY  REPORTS,  Limited,  Toronto 


IS 
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Tiffin  Dump  Wagons  em- 
body strength  with  unfail- 
ing dumping  mechanism. 
Get    our     special  circular. 


Tiffin  Motor  Trucks  are  built 
in  V4,  1,  1%,  2,  5  and  6 
ton  sizes — unusually  staunch. 


The  Verdict  in  Canada 
is  the  same  as  in  the  States 


THREE    TYPES,    TIFFIN  FL.USHERS 
TIFFIN,  OHIO. 


This  view  shows — from  left  to  ri^ht — the  l,.jU()  Gallon  Motor  Driven  Musher,  the  900 
Gallon  Motor  Driven  Flushcr,  and  the  700  Galloti  Horse  t)rawn  Power  Flusher.  The  1,000 
Gallon  Flusher  is  similar  in  design  to  the  centre  model,  while  the  1,200  Gallon  and  1,400 
Gallon  Flushers  are  similar  in  design  to  the  bis;  machine  at  left. 


T 


HAT  verdict  i.s  this:— that  only  "TWO  MOTOR  SYSTEM"  Power  Fhish- 
er.s  and  .sprinkler.s  will  successful ly  accomplish  the  work  of  Street  Flush- 
ing" and  Sprinkling-. 

As  the  pioneer  and  only  successful  maker  of  Street  Flushers  and  S])riuklers 
with  separate  ])ower  unity  for  i)ressure,  these  Tiffin  vehicles  most  emi)hatically 
merit  your  attention. 

They  do  the  work  better 

They  cover  more  territory 

Their  operating  cost  is  less 

Controlled  and  driven  by  one  operator 

Our  catalogue  tells  about  tlicse  machines  and  gives  \  alual)le  engineering  data 
nil  Street  Flushing  and  S])rinkliiig.    Copy  upon  request. 

THE  TIFFIN  WAGON  CO. 

Tiffin     M  Ohio 


Representatives 

MONTREAL 

Francis  Hankin  & 
Co. 

WINNIPEG 
Kelly  Powell, 

Limited 

ST.  CATHARINES 
F.  H.  Hopkins  Co. 

NEW  YORK 
J.  A.  del  Solar 

PHILADELPHIA. 
Loder  &  Smith 

SPRINGFIELD. 

MASS. 
W.  M.  Denman 

PITTSBTTRG 
H.  B.  Naylor 

COLTTMBUS 

F.  L.  Chase  Co. 

TACKSON,  MICH. 

G.  M.  Whaley 

ST.  LOUIS 
G.  Griffiths,  Jr. 

OGDEN 

Sidney  Stevens 

Imp.  Co. 

DENVER 
S.  G.  Elbe 

PORTLAND, 

ORE. 

A.  G.  Long 

SAN  FRANCISCO 
N.  K.  Davis 

LOS  ANGELES 
F.  F.  Foster  Co. 

CHATTANOOGA 
R.  R.  Nixon 

NASHVILLE 

Dixie  Road  Mchy. 

Co. 

MEMPHIS 
J.  G.  Livar 

HUNTINGTON, 

W.  VA. 
Miller  Supply  Co. 

MONTGOMERY. 

ALA. 

J.  F.  Stuckenborg 
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BRITISH  COLUMBIA 

DOUGLAS  FIR 


FIRST 


in 


Strength 
Size 


and 


Beauty  of 
Finish 


Unsurpassed 

for 

Bridges 

Heavy 
Construction 

Residences 

Interior  Finish 


Douglas  Fir  for  Roof  Supports,  Finish  and  Floors.     Wharf  Reception  Room, 
Canadian  Pacific  Railway,  Vancouver. 


Some  Convincing  Figures 

AVERAGE  STRENGTH  VALUES  FOR  STRUCTURAL  TIMBERS 
Grade  I.  Tentative  Grading  Rules,  U.  S.  Forest  Service. 

GREEX 


SPECIES 


Fiber  Stress 
at  Elastic 
Limit,  lbs.  pei 
sqviare  inch. 


Modulus  of 
Rupture,  lbs. 
per  sq.  in. 


Modulus  of 
Elasticity, 
10(10  lbs.  per 
square  inch 


Relative 
Strength 
Based  on 
Modulus  of 
Rupture, 
Douglas  Fir, 
100  per  cent. 


Douglas  Fir  

4403 

6919 

1643 

100 

0 

Longleaf  Pine  

3734 

6140 

1463 

88 

7 

Loblolly  Pine   

3513 

5898 

1535 

85 

3 

Shortleaf  Pine   

3318 

5849 

1525 

84 

5 

Tamarack   

3151 

5469 

1276 

79 

0 

Redwood   

4031 

4932 

1097 

71 

3 

Norway  Pine   

3082 

4821 

1373 

69 

6 

Timbers  of  different  species,  in  the  above  table,  were  graded  by  the 
same  grading  rule.  Due  to  this  fact,  it  is  possible  to  get  a  fair  com- 
parison of  the  strength  of  each  species. 


For  full  information  on  British  Columbia  Forest  Products  apply  to 

B.  C.  Lumber  Commissioner 

Excelsior  Life  BIdg.,  Toronto  and  Adelaide  Sis.,  TORONTO 
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Standard  Turnbuckles 


Made  in  Canada 
All  Sizes  in  Stock 


Canadian  Billings  &  Spencer 

Limited 

Welland,  Ontario 


WATEROUS 
ROLLERS 


STEAM 
ROAD 


Are  road  builders  in  every  sense  of  the  word.  They  can  be 
used  in  every  operation  from  driving  the  rock  crusher,  hauling 
road  material  picking  and  plowing  the  old  road,  to  the  last  light 
finishing  roll. 

Constructional  Features 

Twin  cylinder  engine  with  cranks  set  on  the  quarter,  runs  like 
a  watch,  no  dead  centres,  no  hanging  up  in  a  soft  spot,  no 
bucking  on  the  reverse. 

The  boiler  of  locomotive  type,  built  to  stand  a  working  pres- 
sure of  165  pounds.  A  quick  steady  steamer  that  will  carry 
the  Roller  up  a  30  per  cent,  grade  without  a  hitch. 
Has  two  speed  drive  for  fast  and  slow  work,  under  full  steam 
pressure,  both  forward  and  back.  All  change  speeds  and  driv- 
ing gears'  cut  from  the  solid  steel. 

Outfit  includes,  rear  draw  bar,  front  clevis,  set  of  road  picks, 
driving  pulley  for  rock  crusher. 

More  than  200  Waterous  Steam  Rollers  are  in  use  in 
Canada — that's  a  real  proof  of  quality.  Every  user  a 
booster. 

Illlllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllllli 

THE  WATEROUS  ENGINE  WORKS 
COMPANY,  LTD.,  brantford,  can. 
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Distant  Fields  Look  Green 

There  is  very  convincino"  evidence  to  show  that  the 
Canadian  people  as  a  whole  are  firm  advocates  of  tlie 
old  adage,  "No  prophet  is  respected  in  his  own  coun- 
try." At  any  rate  they  practice  this  principle  persist- 
ently, humiliatino-  themselves  and  their  own  prophets 
before  the  prophets  of  other  nations  and,  what  is  even 
more  to  the  point  in  this  commercial  age,  paying-  out 
good  gold  for  a  product  which  is  obtainable  in  the 
home  market  of  a  quality,  as  has  been  repeatedly 
shown,  in  no  way  inferior  to  the  foreign  article.  Why 
do  we  do  it? 

This  is  an  age  of  advertising.  The  manufactured 
product  that  is  not  advertised  is  simply  not  used.  So 
with  a  man.  Canadian  professional  men,  however,  are 
not  advertisers,  and  especially  does  this  apply  to  en- 
gineers, who,  almost  without  exception,  are  modest, 


retiring:,  and  diffident  of  extolling  their  own  virtues 
Ijefore  the  general  public.  This  does  not  apply  in  the 
same  degree  to  engineers  of  other  countries  and  es- 
pecially to  those  of  that  country  with  which  we  come 
most  frequently  into  competition. 

*  *  * 

The  local  professional  man  in  every  walk  of  life, 
too,  labors  under  the  disadvantage  of  living  down 
every  little  mistake  he  has  made.  We  leave  our  old 
doctor  because  he  has  made  a  slight  error  in  judg- 
ment and  call  in  a  new  one  of  whom  we  know  nothing, 
and  who,  likely  enough,  has  just  been  dismissed  by 
our  neighbor  for  a  more  serious  matter.  So  with  en- 
gineers. We  know  all  the  mistakes  our  home  engi- 
neers have  made.  They  have  been  talked  about  in  the 
daily  papers,  magnified  by  ignorance  and  prejudice, 
reiterated  in  season  and  out,  until  we  lack  the  moral 
courage  to  employ  anyone  in  the  public  blacklist,  even 
if  we  ourselves  have  not  lost  faith  in  them.  And  so 
along  comes  an  outside  engineer,  headquarters  in  New 
York  or  Chicago ;  we've  never  heard  anything  against 
him — because  we've  never  heard  anything  of  him  be- 
fore ;  but  he  comes  highly  recommended— by  his 
friends — and  the  native  engineer  is  out  of  the  running. 
No  search  is  made  of  the  foreigner's  credentials,  no 
list  is  sought  of  his  mistakes  and  failures — he's  taken 
at  face  value — without  question.  The  foreign  fields 
look  green,  chiefly  because  they  are  far  away. 

*  *  * 

This  pernicious  habit  of  Canadian  organizations  of 
various  sorts  would  be  humiliating,  even  if  it  were 
necessary,  but  it  is  rendered  many  times  more  so  by 
the  fact  that  we  have  as  good  men  right  here  at  home 
as  may  be  found  anywhere  in  the  whole  world.  Their 
one  weakness  may  be  that  they  lack  the  wider  experi- 
ence of  some  of  the  outsiders,  but  what  they  lose  in 
this  way  is  more  than  made  up  by  a  closer  knowledge 
of  local  conditions,  a  keener  appreciation  of  local  re- 
quirements, and  a  greater  pride  in  local  work.  One 
has  not  to  seek  far  to  locate  instances  of  failure  of 
foreign  engineers  to  make  good,  owing  to  lack  of  in- 
terest in  the  work — inspection  is  scant  and  infrequent, 
the  responsibilities  are  given  over  to  underlings  who 
do  not  measure  up  to  requirements,  local  conditions 
and  requirements  are  miscalculated.  Then,  too,  there 
is  frequently  a  suspicion  of  a  sort  of  supercilious  atti- 
tude towards  the  little  Canadian  bits  of  work,  such  as 
a  $15,000,000  aqueduct,  which  leads  the  engineer  to 
take  a  chance.  Sometimes  he,  too,  makes  a  miss — all 
of  which  the  Canadian  consumer  pays  for  in  gold. 

*  *  * 

The  amount  of  work,  building  and  construction  of 
every  sort  at  present  under  way  in  Canada  and  being- 
architected  or  engineered  by  other  than  Canadians,  is 
simply  tremendous.  Either  the  authorities  who  pass 
over  the  claims  of  home  talent  and  employ  foreigners 
are  wrong  or  our  local  men  are  incompetent.  We  have 
no  hesitation  in  urging-  that  there  is  no  trace  of  truth 
in  the  latter  alternative.  It  follows,  then,  that  the 
blame  must  be  placed  with  those  in  authority  who  em- 
ploy the  foreign  architects  and  engineers — thus  laying 
themselves  open  to  charges  of  ignorance  of  the  facts, 
disloyalty  to  their  country  and  fellow-citizens,  and  en- 
tire lack  of  appreciation  of  the  value  of  building  up 
our  reputation  as  a  producer  of  men  quite  as  much  as 
of  manufactured  products. 

Where  is  the  remedy?  It  probably  depends  chiefly 
on  the  sound  common  sense  of  our  municipal  and 
other  authorities,  but  surely  the  engineer  himself  can 
do  something-  to  assert  his  rights.  "\\'hat  seems  to  be 
the  most  urgent  need  is  that  those  who  buy  "service" 
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should  become  seized  of  the  fact  that  this  product  is 
••made  in  Canada,"  and  that  it  stands  ready  to  com- 
pete with  any  similar  product  made  anywhere  else. 
Our  professional  men,  in  this  sense,  then,  are  manu- 
facturers, and,  as  such,  are  surely  justified  in  much 
more  a^sressive  publicity.  Canada  has  the  resources 
— must  we  admit  we  have  not  got  the  men  to  develop 
them  ? 


Engineers  and  Architects 

The  activities  of  the  architect  and  the  structural 
enjrineer  are  related  in  many  respects.  In  large  mod- 
ern buildino;s  there  is  a  tendency  to  consider  not  only 
the  desis^n  from  a  purely  engineering  standpoint,  but 
also  to  regard  its  architectural  effects  and  its  relation 
in  a  general  scheme  of  city  planning  and  improve- 
ments. The  same  applies  to  bridge  construction, 
where  the  bare  and  ugly  structures  are  being  aban- 
doned for  the  more  ornamental  and  more  graceful  de- 
signs, but  quite  as  correct  from  every  engineering- 
standpoint.  This  has  called  forth  from  the  structural 
engineer  his  best  efTorts  to  cope  with  the  problems  of 
ornamental  and  architectural  art.  Engineers  as  a 
whole  realize  their  lack  of  knowledge  of  the  rudiments 
of  architectural  design  and  this  has  meant  the  co- 
operation of  architects  and  engineers  in  the  planning 
of  these  ornamental  structures.  This  has  a  disad- 
vantage, possibly,  in  that  it  creates  a  tendency  for 
eacli  to  unduly  emphasize  his  own  share  in  the  work 
and  real  co-operation  is  often  lacking.  There  is  a 
call  for  a  person  combining  the  abilities  of  both  archi- 
tect and  engineer,  and  by  slight  readjustment,  engin- 
eering schools  should  be  able  to  supply  this  lack. 
Heretofore,  they  have  not,  as  a  rule,  striven  to  sufifi- 
ciently  broaden  their  courses,  but  by  the  exercise  of 
judicious  care  in  the  elimination  of  old  and  substitu- 
tion of  new  subjects,  there  is  here  an  o])portunity  for 
giving  engineering  students  such  an  insight  into  the 
fundamentals  of  art  and  architectural  design  as  will 
fit  them  for  such  work  of  this  nature  as  they  will 
come  in  contact  with. 


Waterbound  Macadam  Suitable  for  Heavy 
Traffic 

That  vvaterljound  macadam,  if  properly  surfaced — 
and  this  can  be  done  economically — will  stand  up  well 
under  heavy  motor  traffic  is  illustrated  by  experience 
in  the  Bronx  district  of  New  York  city,  which  main- 
tains 1,800,000  square  yards  of  this  pavement  at  a 
cost  as  low  as  2  3/5  cents  per  square  yard  in  one 
heavy  traffic  street  and  3  1/5  cents  per  square  yard  in 
other  streets.  The  method  of  maintenance  is  des- 
cribed in  a  current  issue  of  the  Engineering  Record: — 

The  most  striking  example  is  the  (jrand  Concourse 
and  IWnilevard.  This  pavement,  which  is  4^/2  miles 
lf;ng,  has  two  35-ft.  roadways  and  contains  192,000 
.square  yards  of  surface.  According  to  an  informal 
count,  it  has  carried  as  many  as  1,200  vehicles  in  an 
hour.  It  is  a  main  driveway,  leading  to  the  parkways 
and  suburban  counties  to  the  north,  and  carries  regu- 
larly a  heavy,  and,  at  times,  high  speed  traffic.  Heavy 
trucks  frequent  it.  Though  the  j)roportion  of  this 
class  of /raffic  is  not  large  as  compared  to  other  streets 
in  the  I'ronx,  it  does  amount  to  more  than  the  average 
hard-surfaced  country  road  has  to  carry. 

The  original  surface  treatment  of  the  Concourse 
consisted  of  a  ^-inch  thickness  of  Tarvia  A  and  grit. 
The  tar  treatment  was  api)lied  liot  in  the  proportion 
of  1/3  gallon  to  the  scpiare  yard  by  a  s(|uegee,  though 
t!ie  liitrhvvav  officials  slate  that  if  ihey  had  to  do  it 


over  again  they  would  use  a  pressure  distributor.  The 
cost  of  the  first  application  was  8  cents  per  square 
yard,  due  to  the  fact  that  it  was  thoroughly  cleaned 
and  the  dust  film  entirely  removed  before  the  bitumi- 
nous material  was  applied.  The  extreme  thorough- 
ness of  the  cleaning  as  considered  justified  in  order  to 
secure  a  satisfactory  bond  between  the  metal  of  the 
road  arid  the  bituminous  surface. 

Every  spring  a  gang  goes  over  the  roadway  and 
using  tar,  makes  whatever  patches  may  be  required. 
When  the  warm  weather  comes  a  paint  coat  of  Tarvia 
B  and  grit  is  applied.  This  is  the  only  maintenance  on 
the  road  throughout  the  year.  The  aim  is  to  keep  the 
top  surface  thin. 

The  maintenance  on  other  waterbound  streets  in 
the  borough  is  similar  to  that  on  the  Concourse.  Some 
of  them  do  not  require  repairs  annually,  but  are  some- 
times allowed  to  go  over  until  the  next  spring.  Those 
on  a  grade  appear  to  require  less  repair  than  those 
under  similar  traffic  on  level  stretches.  The  quantity 
of  bituminous  material  applied  varies  from  1/6  to  34 
of  a  gallon  per  square  yard,  according  as  the  appear- 
ance of  the  road  indicates  the  need  of  a  greater  or  less 
quantity. 


Million  Dollar  Sugar  Factory 

The  sugar  factory  now  being  constructed  at  Chat- 
ham, Ont.,  for  the  Dominion  Sugar  Company,  will  be 
one  of  that  city's  largest  and  finest  industries.  It  will 
cost  over  one  million  dollars  and  will  include  eight 
buildings  of  fireproof  construction,  brick,  steel,  and 
concrete  being  the  materials  used.  The  site  will  cover 
some  64  acres  of  land.  At  the  present  time  there  are 
considerably  over  200  men  employed  in  the  construc- 
tion, which  will  require  the  use  of  approximately  three 
million  brick,  1,200  tons  of  constructional  steel,  and 
10,000  cubic  yards  of  concrete,  and  there  will  also  be 
laid  about  ten  miles  of  piping.  The  large  smoke 
stack  of  the  factory,  175  feet  high,  has  been  com- 
pleted, and  the  steel  frame  work  of  the  main  building- 
is  now  nearly  finished.  This  building  will  be  5  storeys 
high,  320  feet  by  140  feet,  and  when  completed,  will 
handle  1,500  tons  of  sugar  beets  daily.  Other  build- 
ings will  be  the  beet  sheds,  456  feet  x  300  feet ;  the 
raw  sugar  warehouse,  300  feet  x  70  feet ;  the  sugar 
warehouse,  200  feet  x  140  feet,  and  the  pulp  drier  and 
warehouse,  142  feet  x  152  feet,  which  will  have  a  ca- 
pacity for  drying  between  90  and  100  tons  per  day. 
The  equipment  of  the  factory  will  be  the  most  modern 
in  every  respect,  and  waste  will  be  practically  elimin- 
ated. For  this  purpose  a  barium  will  be  erected,  one 
of  the  most  important  additions  to  modern  sugar 
plants.  This  is  for  the  further  treatment  of  the  ma- 
terial which  passes  through  the  main  building,  which 
was  formerly  discarded  as  waste,  but  which  can  now 
be  turned  into  sugar  by  this  new  process.  There  will 
also  be  a  machine  shop  for  making  repairs  to  the  fac- 
tory equipment,  and  a  boiler  house,  175  feet  x  50  feet, 
which  wilt  contain  12  large  boilers  with  a  4,000  h.p. 
capacity.  In  connection  with  the  shipping  facilities, 
10  railway  spurs  will  run  into  the  plant,  and  soundings 
have  been  taken  for  the  construction  of  a  dock  along 
the  water  front,  which  will  be  a])out  650  feet  long. 
There  will  be  a  storage  capacity  in  the  yards  and 
Humes  of  50,000  tons. 


Signs  with  which  country  merchants  adorn 
l)ri(lges  on  rural  roads  in  attempts  at  advertising,  are 
under  the  ban  of  the  state  highway  commission  of 
Minnesota.  State  aid  will  be  withheld  from  all  coun- 
ties failing  to  cause  removal  of  signs. 
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Relation  between  Engineers  and  Contractors 

The  Successful  Contractor  of  Today  has  Technical  as  well  as  Practical 
Knowledge  —  Some  Suggestions  on  the  Wording    of  Agreements 


  By  J.  W 

THE  eng;ineer  and  contractor  of  the  present  day 
are  both  technical  men — the  one  designing-  the 
work  and  then  superintending  its  construc- 
tion ;  the  other  working  out  the  best  method 
for  doing  the  work  and  then  carrying  out  the  actual 
construction  under  the  direction  of  the  engineer. 

This  relation  has  materially  changed  in  the  last 
few  years  owing  to  the  great  deyelopment  in  modern 
engineering.  In  the  old  days  when  the  work  was  done 
mainly  by  hand  labor  the  engineer  was  "boss"  in  many 
ways,  and  the  successful  contractor  was  the  one  who 
could  drive  his  men  to  the  limit,  but  who  had  no  tech- 
nical knowledge  and  in  many  cases  no  education,  but 
was  guided  by  that  greatest  of  all  gifts,  "common 
sense."  He  looked  up  to  the  engineer  as  his  superior 
and  expected  from  him  such  instruction  and  direction 
as  was  necessary  to  keep  him  out  of  trouble. 

To-day,  however,  the  situation  is  entirely  changed, 
and  the  contractor  is  often  obliged  to  have  more  tech- 
nical knowledge  in  order  to  execute  work  than  the  en- 
gineer who  designs  it. 

It  is  not  a  difficult  proposition  for  an  engineer  to 
draw  a  plan  showine  a  foundation  for  a  t>ridge  in  water 
100  feet  deep,  possibly  in  a  swift  current  and  in  the 
midst  of  fiaviffation ;  or  to  show  a  subway  50  feet  be- 
low heavy  buildings  in  a  crowded  thoroughfare,  under 
the  surface  of  which  may  be  an  electric  conduit  of 
20,000  or  30,000  volts,  larsre  water  mains  under  200 
pounds  pressure,  steam  pines  with  500  pounds  of  live 
steam,  added  to  sewers,  telephone  and  teleeraph  lines 
without  number  and  possibly  electric  conduits  for 
street  car  traffic ;  but  to  construct  such  work  success- 
fully requires  a  contractor  with  great  technical  skill 
and  knowledee.  a  man  with  ei'eat  resources  and  strong 
nerves  to  meet  all  the  troubles  which  may  arise. 

Not  Size  So  Much  as  Skill 

The  writer  heard  Colonel  Goethals.  of  Panama, 
make  this 'statement :  "'The  people  think  the  Panama 
Canal  is  a  great  engineering  feat,  but  it  isn't  a  parti- 
cularly great  work  of  that  kind,  but  rather  a  job  of 
handling  a  great  amount  of  material ;  and  as  an  en- 
gineering proposition  the  Panama  Canal  does  not  com- 
pare with  the  work  done  on  the  New  York  subways." 

When  the  engineer  gives  out  contracts  for  work  of 
this  kind  he  should  have  confidence  in  the  contractors 
who  will  do  the  work  ;  and  in  turn,  the  contractors 
should  have  full  confidence  in  the  engineer.  That  is, 
to  get  the  best  results  there  must  be  the  heartiest  co- 
operation between  the  man  planning  the  work  and  the 
man  doing  it. 

The  medium  between  the  contractor  and  the  en- 
gineer is  of  course  the  contract  and  specification.  ;in(l 
to  these  matters  I  would  ask  your  particular  attention. 

A  contract  has  been  defined  as  "a  meetin"-  of  the 
minds  of  the  contractine  parties,"  and  with  this  one 
definition  in  mind.  I  think  the  engineers  and  contrac- 
tors could  easily  settle  their  disputes,  if  they  could 
keep  the  la^vyers  out  of  the  case.  P>ut  thev  can  not. 
and  the  result  is  that  most  engineering  contracts  have 


♦  President  of  Holbrook,  Cabot  &  Rollins  Corporation.  Knsrineers  and 
Contractors.  Boston,  before  the  Engineers'  Society  of  Western  Pennsylvania- 


Rollins  *   

many  clauses  which  are  most  unjust  to  the  contrac- 
tors, who,  by  signing  them,  give  up  almost  their 
"birthright." 

That  a  contract  in  its  terms  should  comply  with 
the  definition  before  given,  "a  meeting  of  the  minds 
of  the  contractino-  parties."  its  terms  should  be  so  plain 
and  explicit — as  free  as  possible  from  legal  verl)age — 
that  any  contractor  of  reasonable  intelligence  should 
understand  what  he  is  agreeing  to  do,  when  he  signs 
the  contract. 

It  should  be  assumed  that  when  a  contract  has  been 
awarded,  the  contractor  expects  to  do  the  work  called 
for  in  accord  with  the  terms  of  the  contract  and  speci- 
fications, and  to  make  a  profit  on  his  work;  that  the 
engineer  also  expects  to  have  his  work  done  as  he  has 
specified,  and  if  so  done  is  willing  to  have  the  con- 
tractor make  his  profit.  That  is,  he  will  do  justice  to 
his  clients  or  employers  by  getting"  the  work  done  well, 
and  to  the  contractor  in  seeing  that  he  is  paid  justly 
for  what  he  has  done. 

The  lawyers  are  responsible  for  some  of  the  ob- 
iectionable  clauses  in  contracts,  particularly  the 
"blanket"  clauses,  so  called,  which  hold  the  contractor 
responsible  for  everythincr  that  might  happen,  whe- 
ther through  his  fault  or  neglieence  or  through  the 
fault  or  negligence  of  other  parties. 

Meaningless  Contracts 

There  are  often  many  terms  and  conditions  in  a 
contract,  of  which  neither  party  knows  the  meaning, 
and  often  the  lawvers  who  nut  in  all  the  blind,  blan- 
ket clauses  make  them  so  blind  that  their  true  mean- 
ing has  to  be  settled  by  the  courts. 

Here  is  one  of  those  leo-al  clauses  which  the  writer 
is  certain  never  orieinated  in  the  brain  of  an  engineer: 

"The  said  contractors  hereby  declare  and  agree 
that  they  shall  be  accountable  for  the  full  performance 
of  this  contract,  and  by  si^nine  hereof  admit  that  th<= 
said  plans,  elevations,  sections,  specifications  and 
parts  before  referred  to  are  sufificient  for  their  intended 
purpose  of  doine  the  said  work,  and  that  the  work 
can  be  successfully  executed  in  accordance  therewith, 
without  any  additional  or  extra  work  other  than  that 
set  forth  thereby  or  necessarily  inferred  to  be  done 
from  the  general  nature  and  tendency  of  the  plans, 
drawings  and  specifications  aforesaid,  upon  a  fair  and 
liberal  construction  thereof." 

This  apparently  innocent  clause  which  at  the  time 
was  looked  upon  as  one  of  a  lawyer's  ideas  of  a  pro- 
per contract  and  was  not  expected  to  be  understood 
by  the  contractors,  cost  us  .1;i0,000.  and  a  railroad  com- 
pany an  equal  amount.  We  agreed  to  build  the  ma- 
sonry for  two  abutnT-nts  and  a  pier  for  a  railroad 
bridge  across  a  river.  The  plans  showed  the  two  abut- 
ments directly  behind  thf>  old  ones  with  a  clearance  of 
about  two  feet  at  the  foundation  lines.  The  abut- 
ments were  36  feet  hieh  and  when  the  excavation  got 
down  to  the  footinf^s  it  developed  that  the  old  masonry 
proiected  into  the  line  of  the  new  work,  .so  that  a  cof- 
ferdam could  not  be  driven  to  o-et  the  new  foundation 
in.  It  so  happened  that  the  bridp^e  was  in  a  mill  pond, 
so  that  by  drawing  the  water  ofi^  on  Sundays  we  fin- 
ally got  the  bottom  in. 
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W  e  also  got  into  trouble  with  the  pier,  which  was 
on  piles  with  concrete  deposited  under  water  for  a 
foundation.  The  piles  were  driven  and  the  concrete 
deposited,  and  after  a  week  or  so  an  examination  of 
this  concrete  showed  it  had  not  "set."  We  waited  an- 
other week,  then  a  month,  and  finally  tried  to  pump 
the  cotYerdam  out,  with  the  result  that  the  bottom 
"blew  up,"  showino:  the  concrete  worthless. 

Tests  were  made  of  the  cement — I  think  it  was 
••I.ehi,a:h."  and  it  proved  to  be  all  right — but  in  mak- 
ing tests  using  the  river  water  the  samples  would 
simply  "slump."  and  seven  dififerent  brands  showed 
the  same  result.  Tests  of  the  water  showed  it  to  be 
ix.lluted  bv  mills  above  the  bridge  so  that  the  cement 
was  ruined. 

We  had  to  drive  a  6-inch  dam  under  the  bridge 
girders  at  an  enormous  expense,  pump  the  dam  out, 
deposit  the  concrete  in  the  dry,  and  then  build  the 
pier. 

Meanwhile  we  were  discussing  with  vigor  the  mat- 
ter with  the  engineers — finally  at  the  completion  of 
the  work  making  a  claim  for  extra  pay  on  account  of 
the  conditions  developed  during  construction. 

Guaranteeing  Work 

Our  attorneys,  however,  called  our  attention  to  the 
clause  in  the  contract  above  read,  whereby  we  had 
practically  "guaranteed"  that  the  work  could  be  "done 
according  to  plans  and  that  we  would  not  make  any 
legal  claims  for  variations. 

The  railroad  people  were  fair  in  the  matter  and 
paid  half  the  loss,  which  we  were  glad  to  get  in  face 
of  the  adverse  legal  opinion  given  us  by  our  own  coun- 
sel. But  such  a  clause,  in  the  opinion  of  the  writer, 
is  an  absolutely  unjust  one. 

There  are  other  clauses  and  conditions  for  which, 
in  the  opinion  of  the  writer,  the  engineer  is  respon- 
sible, and  which  completely  nullify  the  drawings  and 
general  specifications  and  make  absolutely  indefinite 
the  amount  of  work  to  be  done. 

For  instance : — 

"Excavations  shall  be  made  of  dimensions  indi- 
cated upon  plans,  where  dimensions  are  given,  or  as 
otherwise  directed." 

"Piles  shall  not  be  driven  below  elevation  102  and 
shall  be  cut  off  at  these  levels  unless  otherwise  di- 
rected." 

Also  the  clause  which  allows  the  engineer  to  make 
changes  in  the  line,  grade,  plan,  form,  dimensions  or 
materials  of  the  work,  with  no  allowance  made  for 
extra  payment,  when  conditions  vary. 

Anyone  can  readily  see  what  abuse  an  engineer 
could  make  with  these  clauses  where  the  contract 
might  be  for  deep  water  work,  as  was  the  contract 
from  which  these  were  taken ;  thereby  compelling  the 
contractor  to  go  tf)  any  depth  inside  cofferdams  with 
his  excavation  and  pile  work. 

Disclaims  All  Responsibility 

Another  clause,  and  one  which  is  also  general,  dis- 
claims all  responsibility  of  information  furnished,  and 
in  sf)me  cases  of  quantities  of  work  to  be  done. 

Inasmuch  as  the  Supreme  Court  of  the  United 
States  has  held  that  borings  shown  on  plans  must  be 
taken  as  the  basis  of  the  contract  for  such  items  as  are 
covered  b/  them,  it  would  seem  that  this  decision 
would  be  broad  enough  to  cover  all  information  given. 

.And  why  shouldn't  information  given  be  held  as 
the  basis  of  the  contract.  The  engineer  s])ends  months 
in  making  plans  and  estimates  and  getting  information 
iiI)on  which  to  base  them.  This  information  is,  in  the 
judgment  of  the  engineer,  correct,  and  on  his  part  is 


the  basis  of  the  contract,  and  on  this  information  the 
minds  of  the  contracting  parties  "meet."'  It  is  an  im- 
practicability for  a  contractor  to  spend  the  time  and 
money  to  investigate  conditions  of  a  contract  as  thor- 
oughly as  the  engineer  does,  and  he  doesn't  do  it,  al- 
though the  contract  says  he  must  from  his  own  know- 
ledge make  his  bid. 

So  when  conditions  change,  why  should  not  the 
conditions  be  met,  in  a  man  to  man  fashion,  and  paid 
for  in  full  justice  to  both  parties.  This  is  a  vicious 
clause,  one  which  causes  much  trouble  and  which 
should  be  eliminated  from  all  contracts. 

As  to  the  matter  of  guaranteeing  quantities :  This 
is  often  a  difficult  matter,  for  unless  investigations  are 
very  complete  it  is  almost  impossible  to  make  even 
approximate  estimates. 

It  generally  does  not  hurt  a  contractor  to  have 
quantities  increased,  but  may  cause  trouble  to  have 
them  materiallv  decreased,  for  this  reason :  On  some 
jobs  there  is  a  large  overhead,  general  and  plant  ex- 
pense, and  this  expense  in  an  itemized  bid  must  be 
divided  up  amongst  the  items,  and  we  generally  try  to 
add  this  expense  to  the  items  which  are  fixed  or  may 
be  increased,  but  if  some  of  these  items  are  decreased 
these  general  expenses  will  not  get  paid  for. 

The  writer  is  of  the  opinion  that  where  quantities 
are  given,  even  as  "approximate,"  the  courts  have  held 
that  they  must  not  vary  more  than  20  per  cent,  either 
way,  and  if  they  exceed  this  variation  may  be  subject 
to  additional  payment  if  this  variation  causes  loss  to 
the  contractor. 

Here  is  another  clause  : — 

"The  Directors  reserve  the  right  to  suspend  the 
whole  or  any  part  of  the  work  herein  contracted  to  be 
done,  if  they  shall  deem  it  for  the  interest  of  the  Com- 
monwealth so  to  do,  without  compensation  to  the 
contractor  for  such  suspension,  other  than  extending 
the  time  for  completing  the  work  as  much  as  it  may 
have  been  delayed  by  such  suspension." 

Two  or  three  years  ago  we  took  a  contract  to  build 
a  railroad  in  New  England  in  an  inaccessible  country,, 
and  spent  $300,000  in  plant,  equipment  and  in  getting 
it  onto  the  line  of  work.  About  this  time  came  the 
crash  in  New  England  railroads,  and  we  expected  to 
be  ordered  to  stop  work.  We  were  not,  however,  al- 
though there  was  a  "stop  clause"  in  our  contract ;  and 
if  trouble  had  come,  where  do  you  think  we  would 
have  "gotten  oflf?" 

Doing  Impossibilities 

There  is  always  much  discussion  as  to  clauses 
which  for  their  execution  call  for  what  practically  is 
an  impossibility,  and  as  to  whether  they  can  be  en- 
forced, or  compel  the  contractor  to  pay  the  penalty.  A 
recent  opinion  of  the  court  on  the  question  of  execut- 
ing an  impossibility: — 

"There  can  be  no  question  that  a  party  may,  by  an 
absolute  contract,  bind  himself  to  perform  things 
which  subsequently  become  impossible,  where  the 
event  which  caused  the  impossibility  might  have  been 
anticipated  and  guarded  against  in  the  contract,  or 
where  the  impossibility  arises  from  the  act  of  default 
of  the  promisor.  .  .  .  But  where  the  event  is  of  such 
a  character  that  it  cannot  l)e  reasonably  supposed  to 
have  been  in  the  contemplation  of  the  contracting  par- 
ties, when  the  contract  was  made,  they  will  not  be 
held  bound  by  general  words,  which  though  large 
enough  to  include,  were  not  used  with  reference  to  the 
possibility  of  the  particular  emergency  which  after- 
wards hapi^ens." 

We  have  had  some  sad  experiences  with  this  im- 
possibility clause.    On  a  certain  contract  for  an  intake 
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for  an  electric  power  development,  we  had  to  build  a 
sea  wall,  and  the  plans  showed  6-inch  hard  pine  sheet- 
ing driven  to  a  depth  of  20  feet  below  mean  low  water. 
The  specifications  said,  "sheet  piling  should  be  driven 
as  shown  on  plan,"  and  no  borings  were  taken  and  no 
information  given  as  to  the  material  through  which 
the  material  was  to  be  driven,  although  the  general 
character  of  the  soil  was  sand.  This  line  of  sheeting- 
was  to  act  as  a  permanent  bulkhead,  and  would  be  of 
no  value  if  not  driven  without  crippling  or  deforming 
the  timber. 

Before  we  got  ready  to  begin  our  work,  other  con- 
struction immediately  adjoining  us  was  undertaken 
by  driving  similar  sheeting  for  a  deep  trench,  though 
through  no  depth  of  soil,  with  no  success,  the  timber 
being  badly  crippled  and  broken.  We  called  these 
conditions  to  the  attention  of  the  engineer,  but  with  no 
results,  so  we  began  our  work,  but  could  not  drive 
the  sheeting,  though  we  tried  every  contrivance 
known,  with  heavy  water  jets  and  steam  hammers. 
Finally  the  engineer  admitted  we  could  not  drive  the 
sheeting  satisfactorily  and  the  plan  was  changed  bv 
dredging  out  most  of  the  sand  and  gravel,  driving  the 
sheeting  and  refilling  the  dredged  area. 

Before  this  was  done,  however,  we  made  the  "im- 
possibility" plea,  but  were  told  that  the  company's 
lawyers  wouldn't  listen  to  it,  that  we  had  agreed  to  do 
the  work  according  to  the  plans,  and  that  if  necessary 
to  get  the  sheeting  down  to  grade  we  should  bore 
holes  in  the  gravel  or  rock,  if  there,  and  stick  the 
timber  in  these  holes. 

Another  condition  common  to  contracts,  which  we 
object  to,  is  the  one  under  which  the  engineer  can 
design  a  structure  and  give  the  exact  instructions  un- 
der which  the  work  is  done,  or  require  the  approval  of 
the  engineer  to  a  design  submitted  by  the  contractor, 
and  yet  disclaim  all  responsibility  for  the  results.  The 
principles  in  law  on  this  matter  have  been  pretty  well 
settled  by  the  courts.  A  decision  of  the  Supreme 
Court  of  the  United  States  has  settled  the  fact  that  an 
engineer  designing  a  structure  and  directing  in  full 
the  construction,  must  assume  the  responsibility  for 
its  fulfilment  of  its  functions. 

The  Engineer's  Responsibility 

For  instance,  although  a  contract  states  that  a  con- 
tractor must  guarantee  a  waterproofing  job,  if  the  en- 
gineer prescribes  the  method  of  construction  and  su- 
pervises the  work  as  done,  this  guarantee  cannot  be 
enforced.  A  notable  instance  of  this  was  developed  in 
the  construction  of  the  Charlestown  Navy  Yard  dry 
dock  at  Boston.  The  construction  of  this  dry  dock 
required  a  cofferdam  of  great  strength,  although  of  not 
very  great  length ;  the  excavation  going  down  to  40 
feet  or  more  below  low  water.  The  contractors  for  the 
work  were  men  skilled  in  water  construction,  and  sub- 
mitted a  plan  of  cofferdam  to  the  engineer  in  charge 
of  the  work;  and  this  plan  was  objected  to  as  lacking 
in  strength,  and  the  plan  returned  to  the  contractors. 
A  second  plan  submitted  by  the  contractors  was  simi- 
lar to  the  first,  but  showed  great  detail;  and  this  plan 
also  was  rejected  by  the  engineer  and  returned  to  the 
contractors.  The  contractors  afterwards  submitted 
several  other  tentative  plans  for  the  construction  of  a 
cofferdam;  but  they  were  disapproved  and  rejected  by 
the  engineer.  Subsequently  the  engineer  suggested  a 
different  plan  of  his  own  for  the  coflerdam,  the  details 
of  which  were  worked  out  by  the  contractors  under 
the  advice  and  approval  of  the  engineer;  and  the  cof- 
ferdam was  finally  constructed  by  the  contractors  ac- 
cording to  the  plan  proposed,  under  the  direction  and 
approval  of  the  government  engineer  in  charge.  The 


contractors  objected  to  the  plan  as  proposed  by  the 
engineer,  but  never  made  any  formal  protest  as  to  its 
use.  During  its  construction  three  breaks  occurred, 
the  first  two  of  which  occurred  because  of  defects  in 
the  plan  suggested  and  directed  to  be  used  by  the  en- 
gineer and  these  defects  were  such  as  the  exercise  of 
ordinary  care  and  skill  in  the  construction  of  coffer- 
dams would  have  foreseen  ;  the  third  break  was  owing 
to  causes  which  could  not  have  been  foreseen  by  either 
the  contractors  or  the  government  inspectors  in  charge. 
The  repairing  of  these  first  two  breaks  cost  the  con- 
tractors the  sum  of  $27,821.08.  The  several  breaks  in 
the  cofferdam  compelled  the  contractors  to  keep  up  the 
pumping  plant  and  perform  pumping  in  the  excavation 
of  the  dry  dock  longer  than  they  otherwise  would  have 
done.  The  first  two  breaks  mentioned  compelled  the 
continuance  of  the  pumping  plan  for  34  days  longer 
than  would  have  been  necessary  had  these  breaks  not 
occurred,  and  the  cost  of  said  pumping  was  $37.20  per 
day,  making  $1,264.80  for  34  days.  The  specifications 
which  were  made  a  part  of  the  contract  provided : — 

"The  works  included  in  the  contract  will  be  carried 
out  by  the  contractors  under  the  inspection  and  su- 
pervision of  the  civil  engineer  detailed  for  the  purpose, 
who  will  inspect  all  the  materials  and  workmanship 
and  will  have  full  authority  to  reject  any  which,  in  his 
opinion,  are  not  in  full  accordance  with  the  true  spirit, 
intention  and  meaning  of  the  contract,  plans  and  s])e- 
cifications." 

It  is  true  that  the  contractors  by  these  provisions  of 
the  contract  agreed  to  construct  the  dry  dock  "under 
the  inspection  and  supervision"  of  the  government  en- 
gineer, and  "subject  to  his  approval;"  but  we  do  not 
think  that  they  thereby  agreed  to  suffer  any  and  all 
losses  which  might  occur  to  them  by  reason  of  his 
mistakes  in  directing  the  manner  in  which  the  work 
should  be  done.  We  certainly  do  not  think  that  they 
agreed  to  bear  losses  which  might  occur  by  reason  of 
defects  in  a  plan  proposed  and  directed  by  him  to  be 
used,  which  the  exercise  of  ordinary  care  and  skill 
should  have  foreseen. 

Numerous  cases  to  the  same  effect  might  be  cited, 
and  we  believe  the  rule  in  cases  of  this  character  to  be 
that  where  a  contractor  constructs  a  work  undc-r  a 
contract  which  provides  that  it  shall  be  done  under  the 
direction  and  supervision  of  an  engineer  appointed  by 
and  under  the  employ  of  the  owner  and  loss  occurs  to 
such  contractor  by  reason  of  defects  in  the  plans  di- 
rected to  be  followed  by  such  engineer,  of  a  character 
which  ordinary  skill  would  have  foreseen,  the  owner 
should  pay  for  such  loss.  Following  this  rule  the  loss 
occasioned  by  the  first  two  breaks  in  the  cofferdam 
was  allowed  to  the  claimants. 

(To  be  Continued) 


Big  Western  Demand  for  Cement 

The  Canada  Cement  Company  has  re-opened  its 
large  cement  manufacturing  plant  at  Exshaw,  Alberta, 
which  employs  about  3,500  men  when  working  to  ca- 
pacity. It  is  probable  that  owing  to  the  increasing 
demand  for  the  company's  product  in  the  West,  the 
.Calgary  plant  will  be  started  up  later  on.  The  mill 
at  Exshaw  is,  however,  the  best  equipped  to  handle 
the  business,  owing  to  its  proximity  to  the  cement 
rocks.  The  company  has  13  plants  in  all,  six  in  On- 
tario, 3  in  Quebec,  3  in  Alberta,  and  1  in  Manitoba. 
New  building  throughout  the  \\^est  is  generallv  re- 
stricted, but  the  record  crop  last  year  brought  in  a 
demand  from  farmers  for  cement  that  is  said  to  be 
the  largest  ever  known. 
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Planning  the  Town  of  Iroquois  Falls 

An  Industrial  Centre  Without  Any  of  the  Usual  Objectionable 
Features —  Utilitarian    and    Aesthetic    at    the    Same  Time 


Till-:  average  industrial  town  is  apparently  de- 
sis:ned  without  consideration  of  the  broader 
principles  of  the  art  of  town-planning,  and, 
on  this  account,  presents  as  a  rule  an  unsight- 
ly, unsanitary  appearance,  with  an  utter  absence  of 
any  sign  of  the  aesthetic  or  the  beautiful.  Such  a  town 
is  developed  entirely  throueh  a  spirit  of  commercialism 
and  without  regard  to  the  welfare  of  its  inhabitants, 
and  results,  without  doubt,  in  their  lowered  mental 
and  physical  standard  and  their  less  efficient  physical 
capacity. 

Of  late,  proper  industrial  town  planning  has  re- 
ceived more  and  more  recognition  and  there  has  been 
a  tendency  on  the  part  of  many  industrial  concerns 
to  lav  out  their  town-sites  with  more  consideration 
for  the  health,  culture,  refinement  and  pleasure  of  their 
people,  by  providing  more  room,  easier  accessibility, 
and  greater  attractiveness.  The  new  town  of  Iroquois 
Falls,  Ontario,  planned  by  the  Abitibi  Power  and  Pa- 
per Co.,  in  connection  with  its  huge  pulp  and  paper 
mills,  is  an  illustration  of  this.  In  the  case  of  this 
town,,  the  officials  of  the  company  have  striven  to 
get  away  from  the  prevailing  methods  by  providing 
such  surroundings  and  environment  as  will  contribute 
to  the  beauty  of  the  town  and  tend  to  improve  the 
contentment  and  happiness  of  the  community. 

The  method  of  laying  out  this  new  town  is  des- 
cribed in  an  article  in  a  recent  issue  of  "Engineering 
and  Contracting"  by  A.  P.  Melton,  who  acted  in  con- 
junction with  the  Abitibi  Power  and  Paper  Co.  in 
working  out  the  plan.    The  article  in  part  follows: — 

In  planning  the  town  of  Iroquois  Falls,  Ont.,  Mr. 
I*".  H.  Anson,  president  of  the  Abitibi  Power  &  Paper 
Co.,  Limited,  and  other  officials  of  the  company,  took 
up  the  matter  with  the  writer  with  as  much  eauiest- 
ness  and  with  as  much  regard  for  detail  and  careful 
selection  of  site  as  they  did  in  the  construction  of 
their  great  paper  and  pulp  mills  at  this  place.  The 
mills  and  town  are  situated  on  the  Abitibi  River  som't 
400  miles  north  of  Toronto  and  about  150  miles  south 
of  James  Bay.  The  mills  are  abundantly  supplied 
with  water  power  by  the  falls  in  the  Abitibi  River  at 
this  point. 

An  Ideal  Situation 

The  town  site  is  beautifully  situated  in  a  right 
angle  bend  of  the  river  on  a  rolling  plateau  having  an 
elevation  of  125  to  150  feet  above  the  river,  this  pla- 
teau being  indented  at  various  places  bv  short  and 
deep  ravines,  with  an  occasional  ravine  extending 
back  for  a  mile  or  more  from  the  river. 

The  gridiron  system  of  laying  out  streets  was  fol- 
lowed in  principal  as  being  the  most  practical  and  eco- 
nomical method ;  however,  the  topography  of  the  site 
was  such  that  it  was  advisable  to  curve  a  number  of 
the  streets  to  get  economical  grades  and  at  the  same 
time  utilize  the  maximivm  amount  of  the  plateau,  re- 
sulting in  a  very  graceful  layout  without  departing 
greatly  from  the  gridiron  principle.  All  business  lots 
were  made  25  by  125  feet  in  size  and  residence  lots 
wjere  in  general  50  feet  in  width  and  from  110  feet  to 
150  feet  in  length.  About  80  acres  were  laid  out  in 
the  first  plan  and  provisions  were  made  for  future 
extensions  of  about  160  acres. 


The  controlling  features  of  the  first  plat,  which  is 
described  and  illustrated  in  this  article,  are  the  rail- 
road and  the  edges  of  the  plateau.  A  number  of  rect- 
angular blocks  were  laid  out  adjacent  to  the  railroad 
for  business  purposes,  a  small  park  forming  a  sort  of 
civic  centre  and  sufficient  in  size  to  contain  all  neces- 
sary public  buildings  was  laid  out  adjacent  to  the  rail- 
road and  business  district,  with  the  idea  that  the  bet- 
ter class  of  business  buildings  will  face  this  park,  the 
bank,  theatre  and  hotel  being  included  in  this  class. 
A  small  park  is"  also  provided  at  the  end  of  the  rail- 
road which,  with  the  larger  park,  furnishes  a  screen 
between  the  residence  and  business  portions  of  the 
town.  The  arrangement  of  these  details  will  .give  a 
very  pleasing  "First  Impression"  to  passengers  alight- 
ing from  the  trains.  Another  advantage  lies  in  the 
fact  that  children  would  not  r'ass  throu.gh  the  business 
district  on  their  way  to  school.  Locations  are  sug- 
gested for  churches  which  add  to  the  harmony  of  the 
layout. 

Nine-Acre  Playground 

The  school  site  shown  contains  about  nine  acres 
and  it  is  intended  that  the  school  grounds  shall  be  the 
public  playgrounds  and  athletic  park,  for  adults  as 
well  as  children ;  also  it  is  planned  that  the  school 
gymnasium,  and  auditorium,  be  open  to  the  public  at 
all  times  when  not  being  used  for  school  work.  Part 
of  the  school  grounds  are  set  aside  for  children's  gar- 
dens, the  idea  being  to  give  the  children  actual  ex- 
perience in  growing  such  products  as  may  be  propa- 
gated in  that  far  north  climate  and  at  the  same  time 
foster  an  interest  in  agriculture.  The  writer  could 
say  a  great  deal  about  the  school  plant  if  space  would 
permit,  as  this  institution  takes  care  of  about  one- 
fourth  of  the  population  for  several  months  in  the 
year  and  is  worthy  of  considerable  comment.  The 
school  grounds  as  shown  on  the  plat  merge  into  a 
large  park  which  includes  two  branches  of  a  deep  ra- 
vine that  form  the  boundaries  of  the  school  grounds 
proper. 

In  laying  out  the  streets  a  drive  named  Hillcrest 
Road,  was  laid  out  around  the  edge  of  the  plateau, 
following  as  closely  as  possible  a  certain  elevation, 
and  laying  out  interior  streets  to  approximate  the 
usual  gridiron  system,  most  of  them  being  curved  to 
conform  to  the  general  direction  of  the  contour  lines, 
and  wherever  possible  terminating  all  interior  streets 
in  the  heads  of  the  various  ravines  at  the  edge  of  the 
plateau,  thereby  providing  a  useful  and  economical 
dumping  place  for  dirt  excavated  out  of  the  streets, 
and  also  enabling  more  ground  to  be  utilized  for  build- 
ing purposes.  Grades  were  established  so  that  the 
sidewalk  would  be  slightly  lower  than  the  general 
property  grade  to  provide  proper  slope  from  the  house 
to  the  sidewalk,  the  average  cut  being  from  1  to  2 
ft.  in  the  paved  portion  of  the  street,  most  of  this  ex- 
cavated material  being  used  in  filling  up  the  heads  of 
I'avines.  The  same  irregularity  in  grades  is  practiced 
as  in  street  lines,  the  grade  lines  following  as  closely 
as  possible  the  contour  of  the  ground  and  all  changes 
in  grade  being  connected  by  means  of  vertical  curves 
consisting  of  a  change  of  1  per  cent,  in  grade  for  each 
20  feet  of  horizontal  distance.    It  was  attempted  to 
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keep  all  grades  under  7  per  cent.,  but  one  of  10  per 
cent,  was  established  for  a  short  distance. 

Nothinj^-  out  of  the  ordinary  was  attempted  in  the 
way  of  improvements,  all  streets  beinu;  of  macadam 
with  combined  curb  and  g'utters  and  5  ft.  cement 
walks,  residence  streets  having-  a  22-ft.  roadway  be- 
tv\reen  curbs,  and  business  streets  36  and  40  ft.  Mac- 


All  Water  Mains  Seven  Feet  Deep 

On  account  of  the  severe  climate,  it  is  necessary  to 
have  at  least  7  feet  cover  over  all  water  mains.  The 
water  in  the  river  has  the  characteristic  color  due  to 
vegetable  matter  common  to  all  streams  in  this  local- 
ity, but  being  in  a  virgin  forest  is  polluted  in  no  other 
manner  and  is  ])erfectly  pure  after  the  filtering  process. 


Ideal  town  plan— The  industrial  site  of  Iroquois  Falls.  Ont. 


adam,  stone  and  gravel  are  obtainable  within  a  short 
distance,  while  any  other  material  would  have  to  be 
shipped  500  miles  or  more. 

Sewers  are  all  collected  into  one  24-in.  outlet  which 
discharges  into  the  river  below  the  town  and  all  have 
more  than  ample  fall.  All  sewers  are  to  be  con- 
structed of  vitrified  tile. 

The  water  supply  is  taken  from  the  Abitibi  River 
a1)Ove  the  town  and  is  treated  by  means  of  a  Nor- 
wood Engineering  Co.  coagulating  and  pressure  filter 
installation. 


The  company  furnishes  electricity  from  its  hydro- 
electric plant  for  domestic  and  street  lighting.  Sewers, 
water  pipes,  and  light  poles  are  placed  in  alleys  wher- 
ever practicable. 

The  soil  is  clay  and  is  heavily  timbered  with  spruce, 
balsam,  tamarack,  poplar,  and  some  birch. 

The  population  of  the  town  will  probably  never 
exceed  2,500,  as  not  more  than  500  operatives  will  be 
employed  in  the  mill;  however,  a  much  larger  force 
will  be  employed  in  the  woods,  but  will  make  their 
headquarters  elsewhere. 
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Fig.  1.  Two  Wall-Elate  Drifts 


Showing  features  of  construction 
work  on  Rogers  Pass  Tunnel 
of  Canadian  Pacific 
Railway  Co. 




-;/^-— >t<--<3'-f->l  


Fig.   2.    Sloping  Fig.   3.  Placing. 
Out  Between  Five-Segment 
Drifts  Timbering 


Fig.  4.   Excavating  Core 


Bad  KoofSecHon 


Fig.  5.  Longitudinal  Section,  Showing  Five-Segment 

Timberingr  Method 


Rogers  Pass  Soft-Ground  Work 


By  J.  G.  Sullivan* 


TUNNELING  by  such  a  method  as  to  make  the 
larg-er  part  of  tlie  excavation  yardage  acces- 
sible for  steam-shovel  muckin.e^  is  the  featvire 
of  the  Rogers  Pass  tunnel  work  on  the  Cana- 
dian Pacific.  This  method  might  not  seem  well 
adapted  to  soft-ground  work,  but  it  has  been  applied 
with  full  success  in  the  two  portal  sections  as  well  as 
in  several  soft-rock  sections  farther  in. 

At  the  east  end  there  was  1,300  feet  of  funnel 
through  more  or  less  cemented  mountain  debris.  The 
rnethod  followed  here  was  first  to  drive  two  wall- 
plate  dirfts  (see  Fig.  1  herewith),  then  stope  out  be- 
tween these  two  drifts  at  various  points  (Fig.  2)  and 
place  five-segment  arch  timbering  (Fig.  3).  The  core 
of  the  cross-section  and  everything  below  the  wall 
plate  was  excavated  by  steam  shovel  (Fig.  4),  the 
shovel  removing  over  66  per  cent,  of  the  total  exca- 
vation in  this  section. 

Pi'actically  the  same  method  was  followed  in  sev- 
eral soft  spots  encountered  in  solid  rock.  The  tun- 
nel was  sloped  out  to  the  level  of  the  wall  plate  and 
the  arch  timbers  placed. 

Seven-Segment  Method  in  Loose  Wet  Ground  at 
West  End 

At  the  west  end  there  was  about  400  feet  of  very 
heavy  ground,  consisting  of  much  looser  material 
than  at  the  east  end.  It  contained  large  boulders  and 
carried  considerable  water.  The  method  employed 
here  diffeijed  from  that  used  at  the  east  end  in  some 
important  particulars.  A  seven-segment  arch  was 
used,  and  it  was  carried  directly  on  posts  instead  of 
on  a  wall  plate.  To  set  this  timbering  five  drifts  were 
used.  There  were  two  superimposed  drifts  on  either 
side,  clearing  a  way  for  the  posts,  and  there  was  also 
a  crown  drift.    As  soon  as  the  posts  were  set,  the 


ground  between  the  upper  post  drift  and  the  crown 
drift  was  stoped  out  and  the  arch  segments  set. 

This  method,  of  course,  was  very  expensive  in  the 
use  of  timber,  but  it  permitted  the  steam  shovel  to 
excavate  the  entire  core  of  the  tunnel,  at  this  point 
about  51  per  cent,  of  the  total  excavation.  Except  for 
the  desirability  of  getting  the  steam  shovel  into  rock 
as  quickly  as  possible,  very  much  lighter  timbering 
and  bracing  would  have  been  used.  The  essential 
purpose  of  the  whole  method  was  to  allow  the  steam 
shovel  to  go  through  and  reach  rock  as  quickly  as 
possible. 

One  peculiarity  about  this  section,  which  caused 
some  concern,  was  the  problem  of  how  to  support 
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Fig.  6 

the  roof  load  until  a  ccjncrete  base  could  be  put  in. 
The  top  load  was  so  heavy  that  even  12  x  16-in.  tim- 
bers set  solid  would  not  carry  the  burden  without 
crushing.  These  timbers  were  doubled,  two  sets  of 
posts  as  well  as  two  sets  of  arch  timbers  being  used. 

The  posts  rested  on  mud  sills  no  wider  than  the 
post,  and,  strange  to  say,  no  settlement  took  place,  in 
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Spite  of  the  fact  that  the  oround  was  very  soft  when 
disturbed.  The  oround  when  worked  up  by  the  steam 
shovel  would  get  so  soft  that  the  shovel  would  have 
buried  itself  if  not  carried  on  a  solid  floor  of  timbers. 
The  explanation  is,  of  course,  that  when  the  water 
was  drained  off  the  oround  became  very  hard,  and 
that  the  roof  timbers  acted  as  a  perfect  arch,  carry- 
ing- the  load  to  the  surrounding-  ground  by  arch  ac- 
tion instead  of  transmitting-  it  to  the  posts. 

The  original  intention  was  to  put  in  a  solid  tloor 
of  concrete,  as  shown  in  Fig".  6,  but  finally  only  a  strut 
18  in.  wide  every  30  feet,  was  used. 


Increasing  Building  Activity 


Lambton  Mills  Public  School 

The  new  public  school  at  Lambton  Mills  will  be 
a  handsome  addition  to  the  buildings  of  that  communi- 
ty. The  school  will  have  four  standard  class  rooms, 
teachers'  room,  principal's  room,  and  play  rooms  in 
the  basement. 

The  building  will  be  constructed  with  Milton  rug 
brick  with  stone  trimmings.  The  particular  feature 
of  the  building  outside  of  the  exterior  artistic  effect 
is  the  placing  of  the  main  corridor  on  one  side  of  the 
building  rather  than  in  the  centre.  There  will  be  two 
separate  staircases,  one  at  each  end  of  this  corridor. 
In  the  interior  equipment  very  little  trim  will  be  used, 
so  as  to  eliminate  any  lodging  places  for  dust  and  dirt. 
The  floors  and  such  trim  as  will  be  used  will  be  hard- 
wood. The  class  rooms  are  all  naturally  lighted  from 
the  east  and  are  also  provided  with  electric  light.  The 
Pease  heating  system  of  forced  ventilation  will  be  in- 
stalled, also  a  private  sewage  system  with  septic  tank. 
The  boiler  room  will  be  thoroughly  fireproof,  and  the 
building  will  be  provided  with  four  exits  so  that  it 
can  be  rapidly  emptied  in  case  of  emergency.  The 
school  was  designed  by  Ellis  &  Ellis,  architects,  To- 
ronto ;  the  general  contract  has  been  awarded  to  R. 
Mudghall. 


Children's  Home,  Belleville,  Ont. 

The  illustration  herewith  shows  the  architect's 
sketch  of  the  new  Children's  Shelter  being  erected  by 
the  Children's  Aid  Society  on  Dundas  Street  East, 
Belleville.  The  architects  are  Ellis  &  Ellis,  Manning 
Chambers,  Toronto.  Tht  building  is  a  three-storey 
and  basement  brick  structure,  designed  in  the  Geor- 
gian style  of  architecture.    In  plan  it  measures  a1)out 


Belleville  Children's  Shelter— Ellis  &  Ellis,  Architects. 

54-  feet  by  48  feet.  The  exterior  of  the  building  is 
made  as  plain  and  free  from  excess  ornamentation  as 
possible  and  yet  of  such  a  character  as  to  make  it 
home-like  in  appearance,  so  as  to  avoid  any  indica- 
tion of  an  institutional  type  of  building.  The  interior 
is  planned  with  all  the  essential  recpiirements  of  a 
children's  home,  with  recreation  rooms,  dormatories, 
infirmaries,  and  three  large  sun  rooms. 

Messrs.  Allen  and  Harvey,  Belleville,  are  the  gen- 
eral contractors,  and  the  estimated  cost  is  about 
$17,000. 


Architect's  perspective  of  Lambton  Mills  Public  School— Ellis  &  Ellis,  Architects. 
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Roof  Materials  and  Roof  Coverings 

A  Protection  and  Safeguard  to  the  Building  Often  Given  Only 
Secondary  Consideration— Choice  Dependent  on  Many  Factors 


THE  roof  of  a  structure  is  as  important  as  any 
other  single  part  of  its  make-np.  It  serves 
to  protect  and  safeguard  the  building  and  its 
contents  from  the  action  of  the  elements,  and 
so  important  is  this  purpose  that  careful  consideration 
of  its  design  and  construction  is  essential,  ihe  roof 
covering  especially,  or  that  part  of  it  which  is  exposed 
to  the  exterior,  requires  particular  care  in  its  choice, 
for  it  is  upon  this  that  the  wind,  heat  and  light  have 
their  eti'ect.  The  object  of  this  article  is  to  endeavor 
to  set  forth  some  of  the  conditions  that  most  aliect 
the  selection  of  a  roofing  material  and  to  describe  the 
properties  of  a  few  "coverings  most  commonly  em- 
ployed. 

The  rooting  materials  in  ordinary  use  have  in  each 
case  more  or  less  Umited  applications;  that  is  to  say, 
no  one  material  can  serve  in  every  possible  type  of 
,  design.  There  are  a  large  number  of  considerations 
that  must  be  taken  into  account  when  a  suitable  ma- 
terial is  desired.  Those  factors  that  bear  most  upon 
the  choice  of  a  roof  covering  are  enumerated  and  en- 
larged upon  below. 

Factors  Governing  Choice 
First,  type  of  building:  The  type  of  a  building  and 
its  purpose  obviously  influence  to  a  very  great  extent 
the  design  which  a  roof  must  have  and  in  this  way, 
the  material  of  which  the  roof  covering  must  consist. 
Attention  must  be  paid  to  the  purpose  for  which  a 
building  is  intended  and  the  permanence  of  its  con- 
struction. 

Second,  the  pitch  of  a  roof:  It  is  extremely  import- 
ant that  a  roof  material  be  adapted  to  the  pitch  of  the 
roof.  There  is  a  certain  limitation  in  this  regard  lo 
the  use  of  all  roof  coverings.  Thus,  roofs  of  sjate,  tile, 
unsoldered  tin,  etc..  are  used  only  on  sloped  roofs, 
whereas  gravel  and  tar  are  applicable  to  flat  roofs  ex- 
clusively. If  the  pitch  and  the  material  are  not  pro- 
perly related,  leaky  roofs  are  sure  to  result.  The  fol- 
lowing table  gives  the  desirable  slopes  that  may  be 
safely  used  with  the  roofs  mentioned : — 

Material  Rise  of  Roof  per  ft. 

Wooden  shingles    6  in. 

Slates    6  in.^ 

Tiles    4  in.  to  7  in. 

Corrugated  iron   4  in. 

Tin  plate    1  in. 

Concrete    _  Flat 

Tar  and  gravel    ^  in. 

Asphalt    >4  in. 

Ready  roofing   1  in. 

Asbestos  shingles    3  in. 

Third,  strength  and  rigidity :  All  external  roof 
loads,  such  as  due  to  wind  and  snow,  act  primarily  on 
the  roof  covering,  from  which  they  are  transmitted  to 
the  rafters,  trusses  and  walls.  The  covering  must  be 
of  such« strength  as  to  carry  these  loads  with  a  reason- 
able factor  of  safety  and  of  such  rigidity  that  exces- 
sive deflections  will  not  be  caused.  The  load  acting 
on  the  roof  varies  within  a  wide  range,  but  a  roofing 
material  must  be  chosen  for  the  maximum  estimated 
load.  'J'h(;  wind  load  varies  according  to  the  pilcli  and 
exposure,  and  snow  depends  on  the  slope  and  on  the 
climate.    Even  with  steep  roofs,  where  the  snow  load 


is  negligible,  a  sleet  load,  which  will  cling  to  a  roof 
of  any  steepness,  must  be  calculated. 

Fourth,  durability :  A  roof  must  show  an  ability 
to  wear  and  to  resist  abrasion  from  weather.  It  is 
essential  that  the  roof  should  last  as  long  as  possible 
without  repairs. 

Fifth,  resistance  to  weather :  This  is  the  most  es- 
sential requirement  of  a  good  roof  covering.  It  must 
withstand  the  effects  of  rain  and  snow,  heat,  cold  and 
wind.  Its  construction  must  be  such  that  no  water 
will  remain  in  the  joints,  and  provision  must  be  made 
for  expansion  and  contraction. 

Sixth,  fireproof  qualities:  The  fireproof  require- 
ments of  a  building  vary  widely  with  its  purpose  and 
location,  but  it  is  important  that  a  roof  should  be  tire 
resistant,  to  prevent  spread  of  fire  from  one  building 
to  another,  as  well  as  for  a  building's  own  protection. 
Many  fires  are  caused  by  the  roof  of  a  building  acting 
as  a  spreading  agent.  Many  roof  materials  are  en- 
tirely unsuited  for  fireproof  or  even  fire  resisting  con- 
struction, and  the  question  that  governs  the  selection' 
of  a  suitable  covering  is  the  degree  of  incombustibility 
desired.  The  qualities  that  relate  to  the  lireproofness 
of  a  roof  are:  (a)  inflammability;  (b)  fire  retarding 
properties,  that  is.  its  ability  to  resist  spread  of  tire 
on  the  surface,  or  to  afiford  protection  to  the  roof 
structure  against  exposure  to  high  temperature;  (cj 
blanket  efi'ect  upon  tires  within  the  building;  (d)  dan- 
ger from  flying  brands.  In  considering  the  fireproof 
qualities  of  a  roof,  its  liability  to  act  as  a  target  for 
lightning  must  also  be  conisdered.  In  ordinary  build- 
ings in  which  there  are  stair  wells  cjr  elevator  wells, 
the  roof  is  likely  to  be  severely  tested  by  heat  in  case 
of  tire  and  this  is  the  part  that  is  most  often  neglected. 

Seventh,  expense:  The  item  of  expense  enters 
very  considerably  into  the  selection  of  a  roof.  The 
question  that  often  must  be  carefully  considered  is  the 
lialancing  of  low  first  cost  with  heavy  maintenance 
charge  and  short  life  against  higher  cost  with  longer 
service. 

Eighth,  architectural  considerations :  This  also 
enters  very  widely  into  the  choice  of  a  roof,  especiall}^ 
in  residences  or  monumental  structures  where  beauty 
and  appearance  have  a  great  deal  of  weight. 

Ninth,  temperature  within  a  building:  Radiation 
thi^ough  roofs  of  certain  kinds  is  a  serious  problem.  A 
building  can  often  be  too  hot  in  summer  and  too  cold 
in  winter  through  excessive  roof  conduction.  This  ne- 
cessitates insulation  of  some  type.  Of  a  similar  na- 
ture is  insulation  against  condensation  which  may 
cause  damage  to  machines  and  products  as  well  as  an- 
noyance to,  operators.  Condensation  also  has  a  ma- 
terial effect  upon  the  deterioration  of  metal  roofs. 

Tenth:  Location  and  availability  of  labor  and  ma- 
terial, with  the  consequent  effect  on  cost  must  be  taken 
into  account. 

There  is  a  wide  range  of  materials  suitable  for  roof 
covering.  ^  Each  has  its  special  field  of  application  and 
has  certain  advantages  and  disadvantages.    The  most' 
common  of  these  are  discussed  in  the  following  para- 
graphs : — 

Wood  Shingles 

The  best  shingles  are  those  made  from  cypress, 
cedar,  red  wood,  white  and  yellow  pine,  and  spruce, 
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in  the  order  named.  Shing'les  have  the  advantage  of 
low  cost  and  easy  appHcation,  but  their  combustible 
nature  prevents  their  use  in  buildings  which  must  be 
of  a  fireproof  nature.  The  scarcity  of  material  is  in- 
creasing the  cost  of  good  quality  shingles  and  en- 
couraging- substitutes.  To  increase  their  durability, 
they  are  sometimes  creosoted  or  painted.  I'aint  is 
said,  however,  to  increase  decay  by  closing  the  pores 
and  preventing'  rapid  drying  after  exposure  to  rain  or 
snow.  Wood  is  also  employed  in  the  form  of  sheath-' 
ing  as  a  base  for  other  roofing  materials. 

Slate 

A  good  slate  should  be  hard  and  tough,  should  have 
a  metallic  ring  when  struck,  and  should  be  easily  holed 
without  danger  of  fracture.  Slates  are  durable  and 
reasonably  fireproof,  and  the  range  of  colors  in  which 
they  occur  can  be  utilized  to  produce  good  architec- 
tural efTects.  They  have  a  tendency  to  crack  and  con- 
duct heat  and  cold  rather  easily.  They  are  laid  on 
wood  or  beds  of  cinder  concrete,  which  holds  nails  as 
well  as  wood. 

Clay  Tiles 

Clay  or  terra  cotta  roof  tiles  are  used  extensively 
for  roof  building.  They  are  fireproof,  durable,  require 
no  painting  and  are  poor  heat  conductors.  If  well 
made,  they  are  moisture  proof,  more  especially  if  semi- 
vitrified  or  glazed.  Both  flat  and  interlocking  types 
are  used,  the  latter  being  considered  to  make  the  most 
satisfactory  roof.  Non-waterproof  tiles  are  often  used 
as  a  base  for  the  addition  of  waterproofing  material. 
The  hollow,  so-called  book  tile,  set  on  tees,  is  fre- 
quently used.  The  high  cost  of  tile  is  its  chief  draw- 
back. An  additional  expense  is  entailed  on  account  of 
the  increase  in  strength  which  must  be  made  in  the 
supporting  frame  to  carry  the  heavy  dead  weight.  The 
variations  in  color  of  clay  tile  lend  themselves  to  the 
production  of  architectural  effects. 

Glass  tiles  are  also  made  of  the  same  shape  and 
size  as  clay  and  are  used  where  skylight  space  is  de- 
sirable without  breaking  the  continuity  of  the  roof 
surface. 

Metallic  Roofs 

Iron  or  steel  possesses  may  suitable  properties  for 
a  roof  material.  Its  quality  often  depends  to  a  large 
extent  on  the  purity  of  the  metal,  and  it  must  be  pro- 
tected to  prevent  corrosion.  The  plain  undipped 
sheets  require  painting  for  their  preservation.  Corru- 
gated sheets  are  very  extensively  employed  for  the 
roofing  and  siding  of  mills,  sheds,  grain  elevators,  and 
warehouses.  The  best  grades  of  corrugated  sheets 
are  now  made  of  double-refined,  box-annealed,  iron 
or  steel.  The  corrugations  are  usually  made  length- 
wise of  the  sheet  and  are  intended  to  give  longitudinal 
strength  and  incidently  improved  appearance.  Cor- 
rugated sheets  can  be  used  without  underlying  sup- 
port except  the  purlins.  Their  life  is  increased  by  gal- 
vanizing or  coating  with  zinc,  which,  on  account  of 
its  low  corrodibility,  prevents  rapid  deterioration.  This 
process  increases  the  weight  approximately  2^  oz. 
per  square  foot  and  the  cost  about  30  per  cent.  The 
zinc  coating  should  be  applied  after  corrugating  so 
that  the  process  of  stamping  will  not  injure  it._ 

Tin  and  terne  plate  are  iron  or  steel  sheets  dipped 
in  molten  tin,  or  terne,  which  is  a  mixture  of  tin  and 
lead.  The  heavier  the  coating,  the  more  valuable  the 
plate,  as  it  is  more  resistant  to  corrosion.  A  tin  roof 
properly  put  on  and  properly  painted  will  last  from  40 
to  50  years,  or  longer.  These  roofs  require  painting, 
however,  every  few  years,  and  it  has  been  proven  that 
certain  paints,  notably  those  containing  graphite  and 
tar,  are  injurious. 


Iron  or  steel  roofs  are  light,  yet  sufficiently  strong 
in  most  cases,  are  fire  resistant,  are  lightning  proof 
and  easily  applied.  Their  lack  of  durability  is  a  dis- 
advantage, and  painting  is  required  at  frequent  inter- 
vals. Heat  conduction  and  condensation  arc  draw- 
backs, necessitating  an  insulating  layer  underneath. 

Copper  is  one  of  the  most  durable  and  lightest  of 
roofing  materials,  but  its  expense  prohibits  its  exten- 
sive use.  It  requires  efficient  insulation  to  prevent 
heat  radiation. 

Lead  and  zinc  roofs  have  not  found  favor  on  this 
continent. 

Concrete 

Concrete  slabs  or  tiles  of  interlocking  types,  made 
in  the  factory  and  reinforced  with  metal  fabric  or 
mesh,  may  be  laid  without  sheathing  on  steel  purlins. 
This  type  of  construction  is  often  only  semi-fireproof 
since  the  slabs  are  usually  of  insufficient  thickness  to 
prevent  failure  of  the  reinforcing.  To  make  the  roof 
waterproof,  an  ordinary  roofing  material  is  usually  laid 
on  top. 

Monolithic  construction — In  this  method  the  cov- 
ering is  made  by  spreading  concrete  either  on  reinforc- 
ing supported  by  forms  or  on  self-supporting  expanded 
metal  requiring  no  forms.  The  construction  can  be 
so  made  as  to  keep  the  thickness  down  and  lessen  the 
dead  weight.  Concrete  roofs  are  durable  and  fireproof 
if  the  reinforcing  is  properly  protected,  and  have  a  con- 
siderable strength.  Their  weight  is  sometimes  oli)jec- 
tionable.  Since  the  slabs  are  thin,  heat  radiation  takes 
place,  and  insulation  must  be  used  to  avoid  this  and  to 
overcome  condensation. 

Concrete  is  also  used  on  roofs  as  a  base  for  tile, 
slate,  or  tar  and  gravel. 

Built-up  Roofs 

These,  as  the  name  indicates,  are  made  from  various 
materials  directly  on  the  roof.  They  usually  consist  of 
several  layers  of  saturated  felt  laid  on  wood  or  con- 
crete and  coated  with  tar  or  asphalt  and  protected  with 
slag,  gravel,  or  cinders,  imbedded  in  the  coating.  Both 
tar  and  asphalt  are  subject  to  adulteration,  more  espe- 
cially the  latter.  Moreover,  the  use  of  certain  oils  for 
fluxing  may  cause  internal  change  in  asphalt,  and  in 
consequence,  tar  is  more  dependable  besides  being 
cheaper  and  is  more  extensively  used. 

The  felts  used  in  built  roofs  are  merely  media  for 
holding  the  pitch  in  place. 

A  coating  of  gravel,  slag,  or  stone  is  used  to  keep 
the  pitch  in  place  and  to  protect  it  from  the  elements 
and  to  give  the  covering  some  fireproof  qualities.  Tiles 
are  occasionally  used. 

As  the  materials  melt  in  the  heat  of  the  sun,  cov- 
erings of  this  type  can  be  used  only  on  flat  roofs. 

Ready  Roofing 

There  are  innumerable,  so  called,  prepared  or 
ready  roofings,  which  are  made  by  cementing  to- 
gether two  or  more  layers  of  saturated  felt  and  then 
coating  with  some  material  which  may  be  of  either 
fine  or  coarse  nature.  These  roofings  are  put  up  in 
rolls  or  sheets,  are  easily  applied,  and  require  no  pre- 
vious experience  in  setting  up.  They  make  excellent 
coverings  in  many  cases,  especially  in  roofs  where  the 
rise  is  one  inch  or  more  per  foot,  in  which  case  or- 
dinary gravel  would  roll  ofif. 

Asbestos  , 

Asbestos  is  sometimes  used  on  roofs  in  the  form 
of  either  sheathing  or  shingles.  Asbestos  sheathing 
is    corrugated    asbestos    building-lumber  reinforced 
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with  sheet  steel  or  woven  wire  netting".  It  is  applied 
the  same  as  corrug^ated  iron. 

Asbestos  roofino-  shingles  are  made  of  as- 
bestos and  cement.  The  advantages  claimed  are  their 
fireproof  qualities,  toughness,  elasticity,  lightness  in 
weight  and  ease  of  manipulation,  cutting  and  saw- 
ing. Various  colors  are  now  on  the  market,  'i'he 
cost  is  higher  but  maintenance  is  low. 

The  above  description  applies  to  the  most  com- 
monly used  roofings.  There  are  others  that  are  less 
extensively  employed  and  have  more  or  less  uncertain 
advantages,  but  those  mentioned  are  the  standards 
used  in  all  modern  building  construction. 


Concrete  Foundation  Construction 

Tlir£  modern  type  of  building  has  introduced  new 
problems  in  foundation  construction.  There 
has,  in  recent  years,  been  a  remarkable  de- 
velopment in  concrete  pier  work,  as  these 
have  turned  out  to  be  often  the  only  satisfactory  sup- 
ports for  large  structures.  Many  new  and  ingenious 
methods  are  constantly  being  displayed  for  their  con- 
struction, and  unquestionably,  the  work  attempted  at 
the  present  time  would  have  been  impossible  only  a 
few  years  ago  with  the  facilities  then  at  hand.  From 
time  to  time  the  Contract  Record  has  mentioned  in- 
stances of  concrete  pier  work,  and  believing  that  new 
methods  and  ideas  are  always  of  interest  to  contrac- 
tors" and  engineers,  we  give  in  this  article  a  sketch  of 
the  methods  used  in  laying  the  foundations  of  the  Buf- 
falo General  Electric  Company's  new  100,000  k\y. 
steam  generating  plant  on  the  Niagara  River.  This 
case  illustrates  particularly  well  the  use  of  steel  cof- 
ferdams, composed  of  sheet  steel  piling  of  the  well 
known  Lackawanna  make.  Sheet  steel  piling  of  this 
nature  has  many  practical  advantages,  which  in  this 
instance  undoubtedly  contributed  to  the  ease  with 
which  the  piers  were  sunk.  The  entire  driving  force 
can  be  concentrated  on  a  single  unit  of  small  width, 
resulting  in  the  penetration  of  obstacles  that  would 
have  proved  difficult  or  insurmountable  for  rigid  cais- 
sons as  usually  employed.  A  great  deal  of  ingenuity 
was  disi)layed  in  the  methods  adopted  for  handling  the 
piling,  evcavating  and  concreting,  all  of  which  con- 
tributed to  the  rapidity  with  which  the  work  was 
•  carried  on. 

The  site  of  the  power  house  is  on  the  bank  of  the  . 
Niagara  river  near  Buffalo.  Tests  showed  a  level 
solid  rock  40  feet  below  the  surface  with  the  interven- 
ing soil  consisting  of  9  ft.  of  soft  mud,  28  ft.  of  water- 
laden  (|uicksand  and  3  ft.  of  half  and  half  clay  and 
boulders.  The  requirements  of  the  building  and  the 
nature  the  soil  necessitated  foundations  to  bed  rock 
and  so  tixed  that  any  movement  of  the  quicksand 
would  not  cause  distortion. 

'J"he  plan  determined  upon  called  for  about  160  con- 
crete piers  with  diameters  varying  from  three  and  a. 
Iialf  to  nine  feet.  The  caisson  shells  were  composed 
(if  Lackawanna,  12-)^  x  }i,  straight  section,  interlock- 
ing, sheet  steel  piles,  33  ft.  long.  The  piles  for  the 
smaller  caissons  were  curved  at  the  mill  to  suit  the 
circle  recpiii'cd,  but  the  angle  allowed  by  the  interlock- 
ing joint  did  away  with  curving  for  the  larger  cais- 
sons. These  shells  when  driven  remain  as  permanent 
sheeting  ;iroimd  the  piers.  About  1,300  tons  of  piling 
was  required. 

Interlocking  piles  require  assembliup-  before  being 
driven,  and  it  was  therefore  necessary  to  be  able  to 
raise  one  pile  high  enough  above  another  so  that  the 
interlocking  joints  would  engage.  'I'his  meant  that 
with  the  33  ft.  piles,  provision  must  be  made  for  the 


upper  end  of  the  upper  pile  to  be  66  ft.  above  ground. 
To  allow  this,  two  cablewa3^s  were  constructed  about 
70  feet  high,  and  when  the  piles  were  taken  from  the 
trolleys  they  were  picked  up  one  by  one  by  the  cable- 
way,  and  assembled  together  in  the  caissons. 

To  insure  a  perfectly  vertical  and  circular  shell, 
driven  at  exactly  the  correct  location,  as  well  as  to 
provide  a  foundation  for  the  steam  hammer,  a  wooden 
pile  was  driven  in  the  centre  of  each  of  the  positions. 
In  this  pile  a  12  in.  deep,  3  in.  diameter  hole  was  bored, 
a  wroug-ht  iron  hoop  driven  over  the  top  of  the  pile  to 
keep  it  from  splitting  and  a  steel  pin,  20  in.  long  was 
inserted.  This  pin  held  in  place  a  circular,  horizontal 
template  of  the  same  diameter  as  the  interior  of  the 
caisson.  For  the  support  of  the  steam  hammer  a 
heavy  wooden  mast,  42  ft.  long,  was  then  set  so  as  to 
rest  on  the  3  in.  steel  pin,  and  thus  extended  up  9  or 
10  feet  above  the  top  of  the  caisson.  This  mast  was 
guyed  by  wire  ropes.  A  second  circular  template  was 
secured  to  this  mast  17  ft.  above  the  first  one.  This 
mast,  to  which  the  driving  hammer  was  now  attached, 
was  left  free  to  revolve.  The  steam  hammer  was  sup- 
ported by  a  ring  that  allowed  it  to  slide  upon  the  mast 
and  revolve  with  it.  The  feed  lines  passed  through  a 
set  of  double  blocks  on  the  top  of  the  mast  to  a  sta- 
tionary engine. 

In  setting  the  caisson  the  first  steel  pile  was  raised 
and  placed  in  a  vertical  position  against  the  templates. 
A  second  pile  was  then  raised  to  the  top  of  the  first, 
the  joints  interlocked  and  the  pile  lowered.  This  pro- 
cess was  continued  until  the  shell  was  complete.  Two 
piles  were  always  driven  at  the  same  time  and  to  a 
depth  of  about  3  ft.  The  hammer  was  then  raised  and 
revolved  to  the  next  two  piles,  which  were  driven  in 
the  same  distance.  The  operation  was  continued  in 
this  way  until  rock  was  reached.  Twelve  masts  and 
five  hammers  were  used  at  once,  the  extra  number  of 
masts  allowing  assembling  work  to  be  carried  on 
ahead  of  driving  work. 

For  excavating,  a  multi-stage,  centrifugal  pump  of 
1,500  gallons  per  minute  capacity  was  installed.  Six- 
inch  distributing  pipes  carried  the  water  close  to  the 
caissons.  A  6-in.  sand  jet  pump  and  two  water  jets 
were  placed  vertically  on  the  earth  material  inside  the 
caisson,  the  upper  end  of  the  supply  tube  being  closed 
by  a  valve.  The  water  was  turned  onto  the  jet,  and  as 
it  could  escape  only  through  the  bottom,  the  tube 
settled  rapidly  by  its  own  weight  to  a  point  close  to  the 
rock.  The  valve  on  the  pump  was  then  opened  and 
immediately  a  stream  of  sand  and  water  was  dis- 
charged, having  been  loosened  by  the  hig"h  pressure 
jets.  This  method  excavated  each  caisson  in  about 
two  hours.  The  boulders  and  clay  just  above  the 
rock  were  broken  up  and  removed  and  the  bottom 
was  carefully  washed  Avith  jets  to  insure  perfect  clean- 
liness. 

The  reinforcing  steel  was  then  inserted,  having 
ben  previously  assembled,  and  the  concrete  was  poured 
from  a  travelling  mixer  (which  ran  on  a  railway  track 
laid  between  the  lines  of  caissons),  through  an  or- 
dinarv  water-tight  tremie  pipe,  the  mouth  of  which 
was  kept  always  below  the  surface  of  the  concrete. 
After  a  day  or  so  the  water  was  pumped  out  and  the 
laitance  removed. 


The  city  of  Hamilton  are  distributing  a  very  com- 
plete report  submitted  to  the  Board  of  Control  and  the 
aldermen  of  the  city  by  the  city  eng-ineer,  giving  an 
account  of  the  work  done  in  the  several  departments 
under  his  charge.  The  present  population  of  the  city 
is  given  as  100,461  ;  acreage,  7,143,  and  the  assessment 
value,  $79,700,752. 


June  28,  1916 


THE  CONTRACT  RECORD 


643 


Science  of  Wood  Preservation 


WOOD  is  an  organic  body  and  as  such  is  sub- 
ject to  decay.  As  a  structural  material 
its  advantai^es  in  many  respects  have  never 
been  surpassed,  but  this  inherent  tendency 
to  decav  produces  a  drawback  that  is  not  possessed  by 
metals.  This  has  led  in  recent  years  to  the  industry 
of  wood  preservation.  Another  factor  has  contributed 
larg;ely  to  this — the  fact  that  the  forests  have  been  so 
stripped  of  those  timbers  which  best  resist  decay  and 
insects,  making^  them  unduly  expensive.  This  has 
roused  the  consumer  to  turn  his  attention  to  the  avail- 
able timbers,  since  the  results  of  many  experiments 
have  shown  that  by  proper  treatment  these  can  be 
made  to  supply  his  needs  practically  as  well  and  at  a 
lower  cost. 

The  yellow  pines  have  been  largely  treated  in  this 
way.  Lately,  f^um  and  beech  timbers  have  been 
treated  extensively  in  the  United  States  for  cross-ties. 
In  Europe,  the  beech  has  been  one  of  the  cross-tie 
woods  for  many  years,  its  value,  when  properly 
treated,  having-  been  long-  recognized.  European  rail- 
roads often  secure  as  much  as  25  years'  service  from 
properly  treated  beech  cross-ties,  whereas  if  untreated 
they  would  scarcely  last  long-  ^noug-h  to  warrant  their 
use  at  all.  Until  recently  the  oaks  and  southern  pines 
furnished  the  majority  of  ties  bought  by  railroad  com- 
panies on  this  continent,  but  now  the  advantage  of 
timber  treatment  is  being  fully  recognized  and  these 
more  expensive  and  less  plentiful  timbers  are  fast  be- 
ing replaced  by  the  other  woods. 

Wood  is  an  organic  body  with  an  outer  layer  com- 
posed of  sap-wood  and  water,  containing  cells,  in 
which  there  is  a  large  amount  of  organic  substances, 
and  with  an  inner  structure  called  heart-wood  usually 
distinguished  from  the  sap-wood  by  its  dark  red  color. 
Heart-wood  is  filled  with  gums  and  resins  and  con- 
tains less  water  than  the  sap-wood  and  therefore  is 
more  durable. 

Excluding  Moisture 

Bacteria,  insects,  or  fungi,  get  into  the  organic  cells 
and  by  feeding^  on  the  cellulose,  destroy  them.  By  ex- 
cluding^ heat,  air,  or  moisture,  decay  can  be  prevented 
or  retarded,  but  this  method  is  usualh'  impracticable, 
so  that  the  cell-walls  or  fibres  are  impregnated  with 
such  a  material  as  will  prevent  the  destructive  agents 
from  getting  in.  In  some  cases  the  preservative  is 
merely  a  mechanical  hindrance  to  insects  and  worms, 
but  in  the  case  of  heavy  treatment  it  excludes  air  and 
moisture,  preventing  vegetable  or  fungi  growth  from 
developing. 

Moder  timber  preserving  is  accomplished  largely 
by  the  use  of  materials  such  as  are  found  in  coal  tar 
and  some  metallic  salts.  The  creosoting  process  is 
very  common,  but  in  many  buildings  the  use  of  creo- 
soted  timber  is  not  permissible,  owing  to  the  odor 
which  is  emitted  and  to  the  effect  of  creosote  on  the 
appearance  of  the  wood.  Some  salts,  such  as  mercuric 
chloride,  copper  sulphate,  and  certain  arsenic  salts, 
are  fairly  good  preservatives,  but  owing  to  their  poi- 
sonous nature  are  objectionable,  especially  in  dwel- 
lings. Sulphuric  and  hydro-chloric  acids,  while  des- 
troying the  fungi,  are  liable  to  injure  the.  wood.  Coal 
oil  has  been  tried  and  is  quite  efifective,  but  it  increases 
the  inflammability  of  the  wood  and  causes  it  to  emit 
a  disagreeable  odor  for  a  considerable  time.  .A  sul- 
phate of  salicylic  acid  is  probably  as  effective  as  creo- 


sote and  leaves  the  timber  odorless,  but  its  expense  is 
its  objectionable  feature. 

The  first  stage  in  any  timber  preservation  process 
consists  of  seasoning  the  wood,  either  by  piling  in 
the  open  air  or  by  steaming  in  closed  retorts  to  ex- 
pel the  moisture  and  sap.  Care  should  be  taken  in 
piling  the  timber  for  seasoning,  that  a  free  circulation 
of  air  is  allowed  around  the  timbers.  In  some  cases 
the  lack  of  this  has  caused  deterioration  throwgh  de- 
cay before  treatment  took  place.  The  bark  should  be 
removed,  for  often  it  prevents  the  evaporation  of  sap 
and  moisture.  The  steaming  process  facilitates  the 
removal  of  the  contents  of  the  wood  cells,  and  in  ad- 
dition,, by  raising  the  temperature,  sterilizes  the  wood 
and  prevents  absolute  deterioration  by  rot  as  long  as 
the  outside  cells  are  filled  with  the  preservative.  Great 
care  is  required  in  steaming  the  timber  so  as  not  to 
injure  the  wood.  The  cells  may  be  damaged  by  the 
expansion  of  steam  formed  from  the  sap  and  water 
in  the  cell  or  they  may  be  charred  by  too  much  heat. 

Proper  Seasoning 

The  time  of  year  when  timber  is  cut  determines  to 
a  large  .extent  the  method  of  treatment.  The  time  of 
cutting  bears  an  important  relation  to  the  life  of  the 
timber,  and  with  some  railroads  the  months  are  speci- 
fied in  which  cutting  is  to  take  place.  If  cut  in  winter 
months  when  the  sap  is  out  of  the  tree,  and  placed 
where  it  can  get  the  spring  rains,  the  pores  of  the 
wood,  being  open,  get  water-soaked  and  rot  quickly. 
On  the  other  hand,  if  cut  when  the  sap  is  up  and 
placed  where  the  hot  sun  will  shine  upon  it,  it  will 
also  rot  very  quickly — more  quickly  than  the  winter- 
cut,  water-soaked  timber.  If  it  is  piled  in  open  cribs, 
however,  and  seasoned,  it  will  last  very  much  longer. 
Winter  cuts  will  take  some  water  even  after  six 
months'  seasoning.  The  timber  cut  in  the  spring  and 
properly  stacked  will,  after  the  same  seasoning,  shrink 
considerably  in  cross  section.  The  pores  of  the  wood 
close  up  and  will  not  absorb  water  even  under  unfa- 
vorable circumstances.  The  sap,  particularly  in  oak, 
is  a  tannic  acid,  and  when  drying  up  closes  the  pores 
and  acts  as  a  pre.'^ervative,  thus  rendering  the  wood 
much  more  durable  than  if  it  were  winter  cut.  Also, 
if  southern  or  Norway  pine  is  cut  when  full  of  sap, 
the  sap  will  commence  to  crystallize  and  turn  to  resin 
in  about  a  month,  increasing  the  life  of  the  timber 
three  or  four  times  that  of  winter-cut  wood. 

Preservatives 

The  methods  of  treating  timber  with  preservatives 
are:  (1)  the  pressure  process;  (2)  the  non-pressure 
process.  Each  of  these  groups  may  be  subdivided  in- 
to two  divfsions,  (a)  the  full  cell  process  in  which  the 
cells  are  left  filled  with  the  preservative,  (b)  the  empty- 
cell  process  in  which  the  preservative,  after  being  ab- 
sorbed by  the  timber,  is  withdrawn  by  means  of  a 
vacuum  created  in  the  retort,  leaving  only  the  cell 
walls  coated  with  the  preservative. 

The  pressure  process  gives  a  heavier  and  more  uni- 
form penetration  and  impregnation  than  the  non-pres- 
sure process  and  is  on  this  account  more  desirable  for 
large  structural  timbers.  The  non-pressure  process  is 
much  cheaper  and  so  is  largely  used  for  treatment  of 
cross-ties  and  other  timbers  where  a  heavv  treatment 
is  not  necessary  and  where  the  mechanical  life  of  the 
timber  is  the  determining  factor  after  treatment.  The 
full  cell  process  leaves  the  timber  more  water-proof 
and  air  proof  than  the  empty  cell  process,  but  the  lat- 
ter is  largely  used  on  account  of  the  saving  of  preser- 
vative, if  there  is  little  danger  of  water  soaking  in. 

Probably  no  branch  of  construction  work  has  bene- 
fited more  by  the  stud}'  and  practice  of  timber  treating 
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than  has  the  building  of  under-water  structures.  De- 
terioration of  submarine  structures  may  be  divided 
into  two  classes,  deterioration  at  the  surface  and  de- 
terioration beneath  the  surface.  Timbers  of.  this  na- 
ture are  attacked  not  only  by  rot  but  also  by  ship 
worms  which  bore  into  the  wood  and  destroy  the  cell 
walls. 

It  is  essential  for  the  successful  treatment  of  pil- 
in.s:  that  a  preservative  which  is  insoluble  in  water  be 
used  and  where  the  piles  are  to  be  placed  in  salt  water 
the  preservative  must  possess  strono-  antiseptic  quali- 
ties and  resist  the  action  of  ship  worms.  Since  a  deep 
and  thorough  penetration  is  essential  the  woods  of  re- 
latively high  absorbing  qualities  should  be  chosen. 

Some  piles  forming  part  of  a  dyke  in  Connecticut 
.vere  treated  by  the  full  cell  process  of  creosoting. 
They  were  driven  about  1886  and  since  then  have 
been  subjected  to  very  severe  conditions.  They  were 
driven  in  salt  water  and  are  alternately  covered  at 
high  tide  and  exposed  at  low  tide.  After  20  years' 
I'se  many  of  the  piles  were  in  as  good  condition  as 
when  put  in,  and  in  the  few  cases  where  deteriora- 
tion had  set  in,  it  was  due  to  rot  which  apparently 
began  in  the  top  and  worked  down  through  the  mid- 
dle, leaving  a  shell.  The  ship  worms,  it  seemed,  had 
done  no  damage  except  where  the  timber  had  first 
begun  to  rot.  If  the  top  had  been  thoroughly  pro- 
tected, it  is  likely  that  no  appreciable  decay  would 
have  taken  place. 

Poles  Used  by  Public  Service  Corporations 

Telephone,  telepraph  and  electric  power  companies 
consume  millions  of  poles  annually  and  the  number  is 
rapidly  increasing.  The  greater  number  of  them  are 
cedar,  with  some  chestnut.  Since  the  region  of  sup- 
ply is  limited  and  transportation  is  expensive,  how- 
ever, cheaper  woods  are  now  being  treated.  Accord- 
ing to  bulletin  issued  by  the  Forestry  branch  of  the 
Department  of  the  Interior  at  Ottawa,  an  annual  sav- 
ing of  $6.40  per  mile  of  line  may  be  realized  by  the 
proper  creosoting  treatment  of  cedar  poles. 

The  preservative  treatment  of  poles  has  many  fea- 
tures to  recommend  it  in  Canada.  The  supply  of 
cedar  is  comparatively  small,  and  since  its  growth  is 
very  slow,  requiring  from  175  to  200  years  to  produce 
a  30-ft.  pole,  it  is  not  equal  to  the  demand.  Cheaper 
woods,  such  as  spruce  and  pine,  when  properly  treated 
by  preservative,  are  as  satisfactory  as  cedar  and  they 
are  more  plentiful.  This  will  save  money  and  lessen 
the  drain  on  the  forest. 

Fire-killed  timbers,  which  occur  in  quite  large 
(|uantities  on  the  eastern  slope  of  the  Rockies,  in  a 
sound,  strong  and  well-seasoned  condition,  should 
make  even  better  poles  than  cedar  when  properly 
treated.  Thcv  have  been  treated  in  the  United  States 
with  very  satisfactory'  results.  They  stand  in  good 
I)ole  sizes  and  are  more  convenient  for  the  extensive 
I)rairie  market  than  poles  now  brought  from  the  east. 

A  few  years  ago  a  power  company  in  California 
set  a  30  mile  line  with  poles  of  western  yellow  pine. 
The  poles  were  cut  at  an  elevation  of  about  4,000  ft., 
and  were  thoroughly  seasoned  before  treatment.  About 
50  per  cent,  of  the  poles  were  given  an  open  tank, 
creosote  treatment,  some  of  the  others  were  given  a 
similar  treatment  with  zinc  chloride  and  some  with 
crude  oil.  A  few  were  given  a  brush  treatment  with 
carbolincum 'and  crude  oil.  In  order  to  get  the  com- 
l)arati\  e  life  of  the  wood,  treated  and  untreated,  stubs 
of  untreated  limber  were  set  along  the  line  about  one 
mile  apart. 

After  27  months  the  untreated  stubs  were  com- 
pletely rotted,  nearly  one-third  of  the  brush  treated 


poles  showed  decay,  those  treated  with  zinc  chloride 
were  in  nearly  the  same  state,  and  45  per  cent,  of  the 
poles  treated  with  crude  oil  showed  signs  of  decay, 
while  all  those  treated  with  creosote  were  perfectly 
sound. 

The  question  of  cost  governs  the  application  of  the 
I)rocess  to  a  large  extent.  Assuming  that  timbers 
put  to  a  certain  use  will  last  ten  years  without  treat- 
ment, and  20  years  with  treatment,  then,  disregarding 
interest  charges,  it  is  evident  that  in  order  to  effect  a 
saving,  the  cost  of  treatment  must  at  least  be  less 
than  the  additional  cost  of  new  timbers  ten  years 
hence.  In  treating  on  a  large  scale,  the  additional  cost 
in  most  cases  will  not  exceed  the  present  purchase 
price  of  timbers,  and  so  the  saving  secured  will  be 
at  least  the  cost  of  resetting  the  timbers  plus  the  ad- 
vance in  the  price  of  the  timber.  The  replacement  of 
timber  often  causes  loss  by  entailing  the  shutting 
down  of  the  plant,  as  in  replacing  a  mine  shaft. 

Each  process  of  treatment  has  certain  defined  ap- 
plications and  the  particular  method  to  be  used  de- 
pends on  such  considerations  as  the  cost,  degree  of 
impregnation  desired,  the  nature  of  the  wood  to  be 
treated  and  the  use  to  which  it  is  to  be  put.  To  se- 
cure the  best  results,  the  mechanical  treatment  of  the 
wood,  that  is,  its  subjection  to  stress  must  be  so  ar- 
ranged as  not  to  be  out  of  place  with  its  chemical  life. 
The  strain  should  be  distributed  throughout  the  whole 
timber  as  far  as  possible,  so  that  there  will  be  no 
premature  failure  in  small  portions  due  to  their  bear- 
ing too  great  a  share  of  the  work. 


A  New  Idea  in  Bridge  Floor  Construction 

Plank  flooring  for  bridge  construction  where  heavy 
trafific  is  encountered  is  expensive  and  difficult  of  main- 
tenance. It  is  necessary  in  some  cases  to  re-plank 
floors  every  few  months,  or  at  least  once  a  year.  In 
the  towns  in  the  State  of  New  York  there  are  many 
light  truss  bridges  which  were  originally  designed  for 
plank  floors.  The  cost  of  upkeep  on  these  floors  is 
very  great  and  the  danger  caused  by  broken  planks 

/  h/heel  Guard  -^'xS' Chamfered  Edge 
/'xe'_Edpin(j^^^/Bl<Kk  2''x6W Spaced ^'0''cfoc. 

'^^S^^^^L     /^^^^S'^S^<^'K  and  BHumhous  Matenal 
^^^V^/^><? Spikes.  Spaced  24''c.  foe. 

^^^^^>^^^tsr^\  ^''^'^'^ide  Nailed 
^^^^^^^^^^^^^C^^^^^^^i^  ^^yC^n(Froups  of  Twelve 

Detail  of  G^^^^^^^^^^3^^^ 

Placing  Solid  Flooring  and  Surface  Finish. 

must  always  be  considered.  The  live  load  which  they 
are  called  upon  to  withstand  at  the  present  time  is 
larger  than  ever  before,  due  to  the  great  number  of 
motor  trucks  and  road  rollers  now  so  common.  The 
metal  of  the  bridge  has  not  always  had  proi)er  atten- 
tion, and  the  result  is  that  in  the  majority  of  cases 
there  is  not  sufficient  metal  to  carry  the  present  live 
loads  and  at  the  same  time  permit  of  the  use  of  a  con- 
crete floor.  An  improved  method  of  construction 
adopted  by  the  commission  of  highways  of  the  State, 
i^  described  in  the  l^ngineering  Record  as  follows:— 
As  a  money  saver,  and  also  as  a  means  of  causing 
less  inconvenience  to  the  travelling  public,  the  Bureau 
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of  Town  Hig-hways  of  the  State  Commission  of  High- 
ways is  recommending  the  use  of  2  x  4  inch  joists  in 
place  of  ordinarj'  plank.  The  drawing  herewith  shows 
the  method  of  placing  this  solid  flooring,  and  the  sur- 
face finish.  Creosoted  joists,  of  course,  furnish  the 
most  ideal  floors,  and  these  are  used  in  some  cases,  a 
treatment  similar  to  that  "-iven  wood  blocks  being  ap- 
plied. 

Timber  Treated  While  Laying 

In  order  to  lower  the  cost  and  at  the  same  time 
keep  the  money  for  labor  and  supplies  at  home,  many 
of  the  towns  are  providing  their  own  treatment  while 
actually  laying'  the  floor.  Ordinary  2x4  inch  stock 
is  used,  and  is  dipped  in  hot  tar  or  asphalt  and  then 
allowed  to  drain  before  placing.  If  the  wood  con- 
tains much  moisture  or  sap  no  treatment  is  given  the 
bottom,  this  surface  being'  left  free  for  the  escape  of 
moisture  or  sap,  which  is  believed  to  prevent  rot.  The 
joists  are  spiked  together  in  blocks  of  ten  or  twelve 
and  those  blocks  are  toe-nailed  at  their  ends.    This  is 


to  facilitate  the  removal  of  any  joint  when  necessary, 
as  only  a  small  number  of  the  adjoining  joists  have  to 
be  disturbed. 

Over  the  top  surface  is  placed  a  heavy  .coat  of  hot 
tar  or  asphalt,  and  on  this  as  a  blotter  is  spread  some 
crusher  screenings  or  sand  and  gravel ;  some  provide  a 
thicker  coat,  using-  crushed  stone,  but  this  adds  largely 
to  the  dead  load.  This  makes  a  wearing  surface  and 
at  the  same  time  waterproofs  the  floor.  This  surface 
should  be  carefully  preserved,  but  its  cost  of  upkeep 
is  very  small. 

Some  of  these  floors  have  been  in  use  for  fi\e  sea- 
sons. One  in  particular,  which  is  on  the  state  highway 
leading  down  the  Mohawk  River  just  outside  of  the 
city  of  Utica.  is  heavily  travelled,  and  yet  to-day,  after 
five  seasons,  is  in  first-class  condition.  On  this  same 
bridge,  before  providing^  this  type  of  floor,  the  oak 
plank  had  to  be  entirely  renewed  every  year,  in  addi- 
tion to  some  extra  attention  from  time  to  time.  All 
of  the  results  obtained  to  date  favor  this  type  of  floor 
for  lig-ht  truss  designs. 


Satisfactory  Progress  on  Aqueduct  for  Water  Supply  of 
Greater  Winnipeg  Water  District 


A NUMBER  of  illustrations  reproduced  herewith 
show  various  phases  of  the  construction  work 
in  connection  with  the  Greater  Winnipeg 
Water  District  supplv.  It  will  be  recalled 
that  the  city  of  Winnipeg  voted  $13,500,000  dollars  to 
bring  a  supplv  of  pure  drinking  water  from  Indian  Bay 
in  Shoal  Lake,  approximately  100  miles  distant  from 
the  citv.  A  concrete  viaduct,  of  the  shape  shown  in 
one  of  the  illustrations  and  approximately  8  feet  in  dia- 
meter, is  being-  constructed  through  the  entire  length. 
One  of  the  photographs  shows  the  method  adopted  at 
river  crossings.  At  eight  such  points  tunnels  have 
been  excavated  under  the  river  and  the  viaduct,  of  in- 
verted syphon  shape  and  standard  dimensions,  in- 
stalled. 

The  undertaking  included  the  construction  of  a  rail- 
way paralleling  the  line  of  the  aqueduct,  which,  with 
equipment,  has  cost  the  city  of  Winnipeg  about 
$1,500,000.  The  railway  construction  and  the  rolling- 
stock  is  standard  and  will  be  a  valuable  asset  to  the 
city  after  this  work  is  completed. 


An  interesting  feature  of  the  work  has  been  the 
discovery  of  a  red  granite  quarry  71  miles  out  from 
the  city,  which  is  claimed  to  contain  almost  unlimited 
quantities  of  the  finest  texture  granite.  It  has  been 
said  that  this  is  the  finest  granite  on  the  continent.  A 
com})any  has  already  been  formed  to  work  the  quarry. 

Another  beneficial  result  of  the  work,  which  was 
probably  not  foreseen  at  the  time,  is  that  the  drainage 
facilities  provided  by  this  construction  have  greatly 
increased  the  value  of  the  land  in  the  immediate  vi- 
cinity of  the  aqueduct.  It  is  said  that  some  of  the 
most  productive  land  in  the  province  lies  along  this 
line  and  settlers  are  already  taking  advantage  of  the 
improved  conditions. 

Some  idea  of  the  scope  of  the  work  may  be  gath- 
ered from  the  last  monthly  progress  report  of  Chief 
Engineer  Chace  to  Chairman  Reynolds,  of  the  Greater 
Winnipeg  Water  District  Commission.  It  indicates 
that  at  five  points  construction  is  being  carried  for- 
ward. Three  contracts  are  held  bv  the  Winnipeg 
.Aqueduct   Constructi'on  Co.,  one  l)y  the  Tremblay- 
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Inside  forms  and  carrier  for  outside  forms. 

McDiarmid  Co.,  and  one  by  Tliomas  Kelly  &  Son.s. 
The  report,  which  i.s  reproduced  below,  compares  the 
activities  of  the  early  summer  of  the  present  year 
with  that  of  the  year  1915. 


follows  :-  — 

Date  of  Beginning 
Concrete,  1915 

Tune  14th 
June  12th 


Tune  2nd 
Tune  21st 

June  28th 

Tuly  7th 

tune  7th 

June  7th 

Uily  12th 

July  7th 

July  6th 


Progress  for  the  month  of  May,  1916,  was  as 
Contract  30  Aqueduct  Construction 

Camp  1 — Commenced  to  pour  concrete  May  27th. 
Camp  2 — Commenced  *o  jiour  concrete  May  17th. 
Camp  3 — Commenced  to  pour  concrete  May  20th. 
Contract  31  .Aqueduct  Construction 

Camp  1 — Has  not  yet  commenced   to   pour  concrete 
Camp  2 — Commenced   to   pour   concrete    May  31st. 
Camp  .3 — Commenced  to  pom-  i  oncrcte   May  10th. 
Contract  32  .\quediKt   (  nntsruclion 

Camp  1 — Commenced  to  pour  cnncrete  May  15tli. 
Camp  2 — Commenced  to  pom  concrete  May  Kith. 
Camp  3 — Commenced  to  pour  concrete  May  17th. 
contract  3.3  .\queduct  Construction 

Camp  4 — Commenced  to  pour  concrete  May  19th. 
Camp  5 — Commenced  to  pour  concrete  May  25th. 
Contract  .34  .Aqueduct  Cnn.struction 

Camp  6 — Commenced   to  pour  concrete   May  20th. 
Camp  7 — Has  not  yet  commenced  to  pour  concrete. 
Camp  R — Commenced   to  pour  concrete   May  17th. 
Contract  .54  Cement 

fi..5.'*0  barrels  of  cement  were  supplied  during  the 
month,  making  a  total  of  8,460  barrels  for  1916. 
Head  Office  Staff 

Was  engaged  in  preparation  of  detail  plans  and  in 
general  routine  work. 

The  work  is  in  charade  of  the  Greater  Winnipeg 
Water  District  Commission.  When  completed*  pure 
water  will  be  supplied  to  Winnipe<^'.  St.  Boniface,  Fort 
Garry,  East  Kildonan,  West  Kildonan,  St.  Vital,  and 
Assiniboia.  The  .q'eneral  manasi'er  and  engineer  in 
charge  is  Mr.  W.  G.  Chace.  The  consulting  engineer 
is  Mr.  Fuertes,  of  New  York. 


Fine  New  School  for  Sarnia  " 

CONTR.ACTS  have  just  been  closed  by  the  Sar- 
nia School  Rf)ard  for  a  modern  eleven  roomed 
Public  School,  to  be  erected  in  that  city,  plans 
of  which  were  prepared  by  S.  B.  Coon  &  Son, 
School  Architects,  Toronto. 

The  various  floors  of  the  building  will  be  utilized 
as  follows: — Ground  floor — industrial  training  and  do- 
mestic science  departments,  playrooms,- lavatories  fin- 


Dyke  which  diverts  Falcon  River. 

ished  in  marble  and  equipped  with  sanitary  fixtures, 
heating  and  ventilating  chambers  and  storerooms. 
l"'irst  floor — 4  standard  class  rooms,  kindergarten,  34 
ft.  X  42  ft.,  with  solarium  bay,  teachers'  and  principal's 
rooms.  Second  floor — six  standard  class  rooms  and 
library. 

The  class  rooms  will  be  finished  with  hard  wood 
floors,  slate  blackboards,  modern  seating,  and  will 
have  spacious  cloak  rooms  in  connection  with  each. 
An  assembly  is  arranged  for  by  means  of  sliding  par- 
titions between  the  kindergarten  and  rotunda. 

The  exterior  will  be  of  red  brick,  with  cut  stone 
foundation  and  trimmings.  The  general  construction 
will  be  semi-fireproof,  with  steel  stairs,  terrazzo  floors 
on  ground,  first,  and  second  floors.  Steel  casement 
sash  will  be  used  throughout.  • 

Low  pressure,  automatically-controlled  steam  heat- 
ing and  electric  fan  ventilation  will  be  installed.  The 
school  is  planned  for  future  extension  when  desired. 
Schultz  Bros.,  Brantford,  are  the  general  contractors. 


A  test  of  the  flat  slab  construction  of  the  new 
Simpson  Building,  Mutual  Street,  Toronto,  will  be 
conducted  by  Professor  Gillespie,  of  the  University  of 
Toronto,  and  Mr.  W.  W.  Pearse,  city  architect,  with 
the  object  of  determining  accurately  the  stresses  in  the 
concrete  and  the  reinforcing.  A  similar  test  is  also 
f)lanned  for  the  new  T.  Eaton  Company  warehouse. 
The  Simpson  building  was  designed  by  Chicago  en- 
gineers, while  the  Eaton  one  was  planned  by  Phila- 
delphia engineers,  and  the  designs  are  carried  out  ac- 
cording to  the  by-laws  of  the  respective  cities.  The 
tests  will,  therefore,  provide  interesting  comparative 
results. 


Owing  to  the  rapid  increase  in  their  business,  the 
John  V.  Gray  Construction  Co.,  Ltd.,  have  removed 
from  No.  348  to  No.  625  Confederation  Life  Building, 
Toronto,  where  they  will  have  larger  quarters. 
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Brick  Pavements — The  Material  and  Methods 
Used  in  Their  Construction 

By  H.  E.  Breed* 


SO  much  has  been  written  about  l^rick  i)avements, 
the  building-,  the  selection  of  material,  and  the 
methods  used  in  their  construction,  that  most  of 
you  are  doul)tless  tliorouj^hly  familiar  with  the 
subject  from  a  theoretical  as  well  as  practical  stand- 
point. 1  feel  safe  in  saying'  that,  with  the  exception  of 
a  few  minor  refinements,  very  few  changes  have  been 
contemplated  during-  the  past  two  years.  Appreciat- 
ing- your  familiarity  with  these  conditions,  I  thought 
it  might  be  most  profitable  to  tell  of  the  work  that  1 
know  best  along  that  line ;  that  is,  the  practices  and 
methods  of  constructing-  brick  pavements  in  the  State 
of  New  York ;  such  methods  as  need  extra  precaution 
and  care;  some  of  the  difficulties  encountered  in 
sampling  and  testing;  new  departures  in  the  form  of 
construction ;  the  number  of  miles  constructed ;  the 
average  cost  per  mile;  and,  in  so  far  as  can  be  given, 
some  data  concerning  the  relative  maintenance  cost, 
not  exactly  of  the  pavement  proper,  but  of  the  high- 
way as  a  whole. 

Practices  and  Methods 

It  is  not  my  intention  to  cover  all  the  features  of 
construction.  Instead,  I  should  like  to  emphasize  a 
few  of  the  features  often  overlooked  or  only  perfunc- 
torily considered,  which  the  work  of  our  department 
has  proven  to  be  of  fundamental  significance  in  the 
success  of  brick  pavements.  Other  features  of  equal 
importance  I  omit  because  they  have  received  so  much 
g^eneral  attention. 

In  the  finished  pavement  the  greatest  objection 
seems  to  be  the  longitudinal  cracks  which  appear  after 
the  pavement  has  been  down  some  time.  These  ap- 
pear more  often  on  the  highways  in  the  country  dis- 
tricts than  they  do  in  the  city  streets  where  there  are 
curbs,  sidewalks,  and  cut-off  drains  on  both  sides  of 
the  road.  This  would  indicate  that  on  the  country 
highways  the  cracking  conies  mostly  from  a  wet  sub- 
grade  in  which  there  is  a  certain  amount  of  seepage 
from  the  ditches  and  is  due  in  the  main  to  subsequent 
frost  action ;  while  in  the  cities  where  the  whole  road- 
way has  a  protective  covering  there  cannot  be  quite 
so  large  an  amount  of  seepage  and  therefore  we  find 
fewer  cracks. 

To  this  end,  I  should  like  to  emphasize  the  neces- 
sity of  adequately  draining  the  subgrade.  If  we  are 
to  build  a  type  of  pavement  as  expensive  as  brick,  the 
small  additional  expense  needed  for  drainage  is  amply 
justified  in  comparison  with  the  large  initial  cost. 

It  is  the  opinion  of  the  writer  that  a  sand  cushion 
should  not  be  greater  in  depth  than  one  inch.  This 
means  that  the  foundation  must  be  uniformly  smooth, 
with  the  sand  cushion  acting  merely  as  an  evener  of 
the  surface.  It  has  been  claimed  that  the  sand  cushion 
prevents  the  crushing-  of  the  1)rick  and  gives  an  amount 
of  resiliency  that  is  necessary  to  a  pavement  of  this 
type.  This  statement,  however,  is  not  borne  out  in 
practice,  for  I  have  observed  a  five-year-old  pavement 
in  which  a  mortar  cushion  was  used  that  has  been  bet- 
tered by  the  lack  of  so-called  resiliency. 

x^nother  point  to  which  it  has  been  necessary  to 
gfive  very  careful  attention  is  the  washing  of  the  brick. 
Many  times  brick  are  stored  in  piles  along  the  road 
so  long  in  advance  of  the  construction  work  that  they 
are  so  spattered  with  mud  from  passing  trafific  and  so 

*  First  Deputy  Commissioner,  New  York  State  Commissioner  of  Highways. 


covered  witii  dust  that  it  is  doubtful  whether  the  grout 
will  properly  adhere  to  them.  In  all  cases  of  this  kind 
I  strongly  urge  that  the  brick  be  thoroughly  washed 
so  that  the  grout  will  have  an  opi)ortunity  to  perform 
its  full  function  in  cementing^  them  together.  It  is 
well  known  that  if  the  grout  does  not  perform  this 
function  the  individual  bricks  become  loose  and  the 
sand  cushion  shifts  on  the  absorption  of  moisture  so 
that  in  a  short  time  it  is  badly  in  need  of  repairs.  A 
large  percentage  of  the  bad  results  which  we  discover 
in  our  maintenance  work  is  due  to  the  fact  that  the 
g^routing-  did  not  perform  its  full  function  and  cenienv 
the  brick  firmly  together. 

The  smoothness  of  the  finished  pavement  depends 
largely  on  the  smoothness  of  the  foundation.  A  little 
extra  care  in  this  respect  will  amply  repay  any  contrac- 
tor. Longitudinal  expansion  joints  should  be  in  place 
before  the  brick  are  laid.  Good  transverse  alignment 
is  essential.  It  is  ])leasing  to  the  aesthetic  sense;  it 
gives  workmanlike  look  to  the  job,  and  the  curves  are 
more  easily  worked  out  if  the  courses  are  straight. 
Every  few  courses  should  be  straightened  by  lightly 
driving^  the  rows  to  place  with  a  sledge  on  a  3  by  4-in. 
limber,  3  ft.  long-,  laid  in  front  of  the  brick. 

Bats  less  than  3  inches  should  not  be  used.  If  ne- 
cessary, trim  the  second  brick  to  accomplish  this.  The 
bats  should  be  obtained  from  bricks  culled  from  the 
pavement,  and  as  every  brick  is  w^orth  from  3  to  4 
Gents,  in  the  pavement,  the  selection  of  bats  should 
be  made  from  culls  so  that  the  good  half  can  be  saved. 
This  is  an  element  of  fairness  to  the  manufacturers 
which  all  engineers  will  appreciate. 

Never  roll  a  brick  pavement  on  a  wet  cushion. 

In  order  to  properly  grout  a  brick  pavement,  the 
bricks  should  be  thoroughly  sprinkled  firsts.  Great 
care  should  be  given  to  the  thorough  mixing  of  the 
grout  (sand,  cement  and  water)  first  dry,  then  to  a 
plastic  consistency,  and  gradually  thin  out  until  the 
mixture  just  reaches  the  consistency  which  will  flow. 
In  this  mannel-  we  are  assured  of  getting  the  best  re- 
sults. Grout  should  be  applied  as  soon  as  mixed,  and 
from  mixing  to  application  should  be  constantlv  agi- 
tated to  avoid  segregation.  Two  applications  of  grout 
are  necessary.  The  first  should  merely  fill  the  joints, 
and  the  surplus  should  be  swept  in  with  rattan 
brooms.  Just  as  soon  as  the  first  grout  has  settled  and 
before  the  initial  set  can  take  place,  a  second  applica- 
tion, of  slightly  thicker  grout,  should  be  spread,  which 
should  be  squeegeed  as  soon  as  it  is  slightly  settled, 
working  the  squeegee  over  the' bricks  at  an  angle  with 
the  joints  and  leaving  them  filled  flush.  In  our  work 
we  are  allowing  the  contractor  to  use  one  part  of  ce- 
ment to  two  parts  of  sand  where  they  use  some  form 
of  grout  machine.  ^Vhere  they  mix  by  hand  in  boxes 
we  require  them  to  furnish  grout  with  one  part  of 
cement  to  one  part  of  sand.  ' 

Sand 

Many  bad  results  in  brick  pavements  can  be  di- 
rectly attributed  to  the  use  of  poor  sands.  The  in- 
consistency of  present  day  practice  is  shown  hv  test- 
ing the  cement  and  brick  both  with  a  fine  degree  of 
engineering-  precision,  and  trusting  the  other  material, 
sand,  to  visual  guesswork. 

Three  dift'erent  and  distinct  kinds  of  sand  are  used 
in  brick  pavements ;  concrete  sand,  cushion  sand,  and 
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^rout  sand.  Concrete  sand  should  be  clean  and  have 
at  least  80  per  cent,  of  the  strength  of  Ottawa  sand  m 
compression.    Its  gradation  should  be  as  follows:-— 

Passing  the  J4-in   100  per  cent. 

Passing  the  No.  6    85  per  cent. 

Passing  the  jNo.  20   60  per  cent. 

Passing  the  No.  50    25  per  cent. 

and  a  variation  of  not  over  5  per  cent,  from  these  fig- 
ures should  be  allowed.  Sand  with  over  8  per  cent, 
of  loam  should  be  rejected.  This  may  seem  to  he 
rigid  specifications,  but  if  a  foundation  is  to  serve  its 
purpose  it  should  be  strong  enough  to  sustain  the 
pavement  with  the  minimum  amount  of  cracking. 

Cushion  sand  should  be  of  such  a  nature  that  100 
per  cent,  will  pass  a  No.  6  screen  and  it  should  not 
contain  more  than  20  per  cent  of  loam. 

Grout  sand  should  be  clean  and  of  such  a  nature 
that  it  shall  have  not  more  than 

100  per  cent,  passing  a  No.  6 
85  per  cent,  passing  -a  No.  20 
30  per  cent,  passing  a  No.  50 
5  per  cent,  passing  a  No.  100 
and  it  shall  be  rejected  if  it  contains  more  than  5  per 
cent,  of  loam. 

Difficulties  Encountered  in  Sampling  and  Testing 

Many  of  the  shale  blocks  being  used  to-day  show 
great  differences  in  color  produced  by  different  grades 
of  burning.  Sometimes  there  are  as  many  as  four  or 
five  different  shades.  In  sampling,  the  department 
has  found  that  this  fact,  properly  considered,  is  a  valu- 
able aid  for  the  determination  in  the  laboratory  of 
what  block  may  be  rejected,  and  for  the  information  of 
the  inspector  in  the  field  when  the  final  culling  in  the 
pavement  takes  place;  especially  so  because  there  is 
an  observable  relation  between  the  shades  of  color 
produced  by  burning  and  the  results  of  the  rattler 
test.  We  have,  therefore,  instructed  our  men  to  choose 
samples  according  to  the  different  colors  and  textures 
and  to  keep  duplicate  samples  of  the  same  shade  and 
texture  to  be  a  good  guide  to  the  selection  and  rejec- 
tion of  the  poor  brick  when  the  results  are  deter- 
mined from  the  laboratory  tests,  for  any  person  thor- 
oughly familiar  with  a  given  brand  of  brick  and  Ihe 
results  of  the  rattler  test  on  the  different  shades  will 
be  able  to  cull  accurately  by  visual  inspection.  This 
does  not  apply  to  all  classes  of  block,  for  many  of 
them  are  practically  of  a  uniform  ratnge  of  color.  But 
I  know  of  a  number  of  cases  in  which  it  has  been  of 
very  valuable  aid  in  enabling  us  to  get  results  pro- 
curable in  no  other  way. 

It  has  been  suggested  at  various  times,  both  by 
manufacturers  and  by  some  engineers,  that  it  might 
be  advisable  to  test  brick  at  the  plant.  The  writer  has 
given  this  subject  careful  consideration,  and  it  seems 
to  him  that  the  present  practice  of  sampling  and  test- 
ing brick  in  the  field  insures  better  results  than  test- 
ing at  the  plant,  for  the  following  reasons: — 

Brick  are  not  manufactured  uniformly  in  the  same 
sense  that  cement  or  asphalts  are  manufactured  as  uni- 
form products. 

Long  experience  with  a  given  brand  of  brick  is 
necessary  before  they  can  be  accurately  culled  by 
visual  inspection. 

'i'he  men  best  fitted  to  cull  brick  by  visual  inspec- 
tion arc  the  ^-mployces  of  the  brick  company. 

'I'lic  >anii)ling  from  the  different  l)enchcs  of  the 
kiln  U)  show  the  \ariations  in  burning  can  be  done 
more  accurately  by  the  burner  than  by  an  inspector. 

Variations  in  temperature  in  different  parts  of  the 
kiln  give  different  cpialities  of  brick.  These  can  he 
assorted  and  selected  best  by  the  men  who  burn  them. 


Factory  inspection  of  brick  places  the  responsibil- 
ity of  uniform  shipments  of  acceptable  brick  on  the  in- 
spector, and  offers  an  opportunity  to  the  brick  com- 
pany to  dispose  of  cull  brick  because  of  their  lack  of 
responsibility  in  the  selection. 

During  the  last  year  this  department  tested  269 
lots  of  brick,  comprising  22  different  brands  and  re- 
presenting a  total  of  27,000,000  brick.  Of  these  13.6 
per  cent,  failed  to  meet  the  specifications  and  were  re- 
jected. This  does  no  include  the  amount  culled  by 
the  inspectors  and  rejected  on  the  work ;  which,  in 
some  cases,  is  rather  large.  With  brick  tested  at  the 
plant,  it  seems  to  the  writer,  that  our  chances  for  get- 
ting good  material  would  decrease,  for  if  the  manufac- 
turers were  willing  to  take  such  a  long  chance  with  a 
large  outlay  of  freight  and  handling  involved,  they 
would  certainly  be  willing  to  give  inferior  material 
at  the  plant  and  would  load  some  brick  from  the  kiln 
which  would  not  be  good  enough  to  go  into  the  work. 

New  Departure  in  the  Form  of  Construction 

During  the  past  few  years  two  types  of  new  con- 
struction have  been  advocated ;  one  known  as  the 
monolithic  form,  in  which  the  brick  are  made  an  in- 
tegral part  of  the  foundation,  and  the  other  the  mortar 
cushion  type.  Both  these  have  many  advantages  ac- 
cording to  the  claims  of  their  advocates.  It  is  the  in- 
tention of  our  department  this  year  to  try  some  brick 
laid  with  the  mortar  cushion,  and  it  is  our  intention 
in  building  this  type  to  use  some  3-in.  and  some  33^-in. 
brick  in  order  to  gain  economy  in  the  saving  of  freight 
charges  and  handling.  It  has  the  advantage  of  closely 
approaching  the  monolithic  form  of  construction,  and 
in  that  wav  gives  added  strength  to  the  pavement. 
Another  advantage  is  that  there  can  be  no  failures 
from  swelling  or  shrinking  of  cushion  sand,  and  should 
the  pavement  crack,  onb'  the  crack  will  be  affected, 
and  not  the  whole  structure,  as  is  the  case  when  a 
sand  cushion  is  used. 

Number  of  Miles  Constructed  and  Average  Cost 
Per  Mile 

Up  to  January  1,  1916,  New  York  State  had  com- 
pleted 238  miles  of  brick  pavements.  These  different 
pavements  are  of  varying  age  and  T  will  later  tell 
briefly  of  the  cost  of  maintaining  them. 

The  average  cost  for  brick  pavement  on  5-in.  con- 
crete foundation  is  per  mile  of  16  to  26-ft.  highway, 
$25,750.  The  average  cost  per  square  yard  of  pave- 
ment only  is  $2,015.  These  figures  were  obtained 
from  an  average  of  23  highways. 

In  order  to  get  a  comprehensive  cost  of  other  types 
in  New  York  State,  I  will  give  figures  on  water  bound 
macadam,  bituminous  maradam,  and  cement  concrete. 
Water  bound  macadam: — 

Cost  per  mile  of  16-26-ft.  highway  ....$10,250 

Cost  per  sq.  yd.  of  pavement  only    0.648 

The  cost  per  square  yard  was  obtained  from  4.34  values 
and  the  cost  per  mile  from  419  values. 
Bituminous  macadam: — 

Cost  per  mile  of  16-36-ft.  highway  ....$12,970 

Cost  per  sq.  yd.  of  pavement  only    0.871 

Both  of  these  items  were  obtained  from  the  average  of 
134  highways. 

Cement  concrete,  6  in.  thick: — 

Cost  per  mile  of  16-20-ft.  highway  ....$15,320 

f~ost  per  sq.  yd.  of  pavement  only    1.121 

Both  of  these  items  were  obtained  from  an  average  of 

20  highways. 

It  will  be  noted  that  the  difference  between  the 
pavement  cost  and  the  total  cost  of  the  highwav  lies, 
in  all  cases  except  brick,  between  $4,000  and  $5,000. 
The  reason  why  the  cost  of  items  other  than  pavement 
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is  apparently  high  on  brick  roads  lies  in  the  fact  that 
the  cost  of  edging-  has  been  excluded  from  the  pave- 
ment cost,  and  included  in  the  total  cost. 

It  may  be  interesting  to  note  that  up  to  January  1, 
1915,  there  had  b  een  built  in  the  State  of  New  York 
5,167.19  miles  of  all  kinds  of  highways;  during  1915 
this  department  built  1,083.35  miles,  making  a  total  of 
6,250.54  miles  of  road.  At  the  present  time  there  are 
783.05  miles  under  contract,  which  are  not  completed. 

Rela.tive  Maintenance  Cost  of  the  Whole  Roadway 

The  maintenance  charge  for  238  miles  of  brick  for 
the  year  1915  was  $41,840,  or  approximately  $176  per 
mile  per  year.  This  amount  was  increased  to  a  large 
extent  by  a  number  of  our  older  pavements  which  had 
many  replacements.  If  we  eliminate  those  we  find 
that  we  would  have  107.91  miles  of  brick  pavement 
which  cost  $14,185  to  maintain  and  repair.  This  is  at 
a  cost  of  approximately  $131  per  mile.  These  figures, 
as  we  mentioned  at  fi-rst,  are  not  the  hgures  from  the 
pavement  alone  and  they  include  such  treatment  as 
cleaning  ditches,  cost  of  patrol  where  patrol  was 
needed,  fixing  the  shoulders  which  are  cut  up  by  the 
turning  out  of  traffic,  the  cleaning  of  slides  and  main- 
taining of  guard  rail.  From  observation  I  think  it 
would  be  safe  to  say  that  about  30  per  cent,  to  40  per 
cent,  of  this  cost  is  the  average  cost  that  would  cover 
the  maintenance  of  the  pavement  alone,  although  in 
some  cases  for  a  series  of  years,  there  is  practically  no 
cost  to  the  pavement  proper. 

With  these  figures  it  may  be  interesting  to  note 
the  cost  of  maintenance  of  other  types  of  pavement 
during  the  same  year  computed  on  the  same  basis  as 
that  for  the  brick  roads,  i.e.,  including  the  mainten- 
ance of  guard  rail,  shoulders,  ditches,  patrol,  etc.,  as 
well  as  the  surfacing. 

For  gravel  we  find  that  is  cost  $577  per  mile  for 
192  miles  of  road  ;  for  water  bound  macadam  we  find 
that  it  cost  $564  per  mile  for  2,298  miles  of  road ; 
for  penetration  method  bituminous  macadam  we  find 
that  it  cost  $448  per  mile  for  2,387  miles  of  road ;  for 
bitmuinous  macadam,  mixed  method,  it  cost  $181  per 
mile  for  63  miles  of  road.  For  second  class  concrete 
roads  requiring  surface  treatment  it  cost  $532  per  mile 
for  295  miles  of  road ;  for  cement  concrete  pavement, 
1  :li/2  :3  mix,  it  cost  $129  per  mile  for  84  miles  of  road. 

The  best  results  are  obtained  in  brick  pavements 
as  in  all  other  engineering  works,  by  strict  adherence 
to  details  of  workmanship  and  rigid  inspection,  for  in 
any  engineering  work  or  any  work  of  importance  and 
of  a  contractural  nature,  inspection  is  necessary,  for  it 
is  human  nature  to  get  as  much  out  of  any  situation 
as  is  possible.  Where  contractors  are  perfectly  honest 
and  put  all  the  materials  called  for  in  the  work,  doing- 
it  to  the  best  of  their  ability,  it  often  fails  or  gives 
results  not  commensurate  with  its  cost.  This  is  prob- 
ably shown  to  greater  extent  in  highway  construction 
on  account  of  the  many  new  and  different  types  of 
construction  of  which  often  none  of  the  men  on  the 
ground  have  much  knowledge.  Rigid  inspection  should 
be  given  all  construction  work  and  one  man  at  least 
on  erery  piece  of  work  should  have  adequate  know- 
ledge of  the  type  of  pavement  to  be  constructed.  He 
should  be  selected  by  virtue  of  his  knowledge  of  this 
type  and  general  constructural  work,  always  keeping 
in  mind  the  personal  equation  of  the  man  under  con- 
sideration, his  ability  to  carry  out  and  complete  the 
work  in  hand.  Where  inspectors  of  this  kind  are  not 
to  be  had,  they  should  be  trained  and  only  those  who 
are  proficient  and  do  good  work  should  be  kept  in 
this  capacity,  for  the  ultimate  result  is  mainly  de- 
pendent on  them. 

In  conclusion,  it  is  the  opinion  of  the  writer  that 


while  many  good  brick  pavements  have  been  built, 
there  is  still  room  for  improvement  in  this  branch  of 
engineering  work  and  in  reaching  out  for  any  better- 
ments that  are  possible,  it  is  hoped  that  sorne  of  the 
suggestions  in  this  paper  will  be  of  heli^  in  future 
work. 


Canadian  Manufacturers'  New  President 

Thomas  Cantley  ( f-iun.-Col. j ,  the  president  for  the 
coming  year  of  the  Canadian  Manufacturers'  Associ- 
ation, is  the  president  and  general  manager  of  the 
Nova  Scotia  Steel  and  Coal  Company,  and  well  known 
the  world  over  for  his  activities  in  connection  with 
the  iron  and  steel  industries.  Eike  many  another  pro- 
minent figure  of  modern  times,  he  started  business  life 
as  a  telegraph  operator,  with  the  Intercolonial  Coal 
Company.      In  1885  he  was  appointed  general  sales 


Hon. -Col.  Thomas  Cantley. 


agent  of  the  Nova  Scotia  Steel  Company,  and  has  risen 
rapidly  through  the  various  offices  of  secretary,  as- 
sistant manager,  joint  manager,  member  of  board  of 
directors,  and  general  manager  (1901),  second  vice- 
president  (1909),  president  and  general  manager 
(1915).  He  has  travelled  widely  on  this  and  the  Euro- 
pean continent,  making  a  close  study  of  the  steel  in- 
dustry, which  has  resulted  in  the  works  at  Sydney 
and  New  Glasgow  being  among  the  most  efficient  and 
modern  in  the  world.  Col.  Cantley  was  born  in  New 
Glasgow  in  1857. 


The  summaries  of  trade  imports  and  exports  for 
the  twelve  months  ending  March  31,  1916,  just  issued 
by  the  Dominion  Government,  are  extremely  gratify- 
ing compared  with  those  of  1915.  Imports  for  that 
year  were  $587,364,363,  and  in  1916,  $542,043,563  Ex- 
ports for  1915  totalled  $490,808,877,  while  in  1916  thev 
increased  to  $882,872,502. 
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A  budget  of  comment  presented  in  the  interest  ot  public  welfare, 
independent  of  party  politics  and  with  malice  toward  no  one. 


ROSS  RIFLE  AGAIN 

Startling  indeed  in  view  of  the  attitude  adopted  by  the 
official  and  unofficial  apologists  of  the  Ross  rifle  is  the  news 
contained  in  the  London  letter  to  the  Toronto  Telegram. 
Briefly,  the  correspondence  is  to  tiie  effect  that  following- 
complaints  from  all  branches  of  the  service.  Gen.  Alderson, 
in  command  of  the  Canadians,  formally  protested  to  the  Can- 
adian Government  against  arming  the  men  with  the  Ross 
rifle,  which  has  proved,  according  to  the  soldiers,  a  failure 
and  a  pathetic  failure  at  Ypres  and  was  later  to  be  followed 
by  a  similar  failure  at  St.  Eloi. 

General  Alderson's  protest  was  received  and  answered 
in  a  style  that  unfortunately  for  the  good  name  of  the  Dom- 
inion is  becoming  to  be  regarded  as  characteristic  of  tlie 
administration  of  the  militia  department.  He  was  told  to 
mind  his  own  l)usiness  and  the  Canadian  soldiers  were  told 
to  take  what  the  militia  department  considered  good  for  them 
and  were  warned  that  any  further  objections  to  the  use  of 
the  Ross  rifle  would  not  be  tolerated.  The  printed  circular 
containing  this  warning  was  apparently  an  artfully  contrived 
defence  of  the  rifle  and  an  obvious  attempt  was  made  therein 
to  blame  the  faults  of  the  arm  on  the  quality  of  the  ammu- 
nition used  by  the  troops. 

The  main  point  and  the  point  that  will  appeal  to  most 
people  who  have  little  or  no  knowledge  of  what  constitutes 
a  good  military  rifle  or  makes  a  Ijad  one,  is  that  the  men 
wiio  are  using  the  weapon  sh6uld  be  the  best  judges  of  its 
fltness  for  the  work  they  have  to  do.  When  a  man's  life  de- 
pends upon  the  quality  of  the  weapon  which  is  his  sole  indi- 
vidual defence,  he  is  apt  to  be  curious  about  it,  he  is  likely 
to  watch  its  effect  and  eager  to  learn  all  about  its  depend- 
ability, or  otherwise,  in  a  crisis.  In  the  case  of  the  Ross 
rifle  there  seems  to  be  little  doubt  that  it  was  unsuitable  in 
the  opinion  of  the  vast  majority  of  the  men  armed  with  it. 
That  in  itself  should  have  been  sufficient  to  cause  an  investi- 
gation of  the  most  careful  and  painstaking  kind.  Instead,  we 
are  compelled  to  hear  that  the  protests  of  the  men  expressed 
through  their  officers  and  divisional  commanders,  were  re- 
ceived with  disdain,  and  that  eventually  the  Canadians  were 
collectively  reprimanded  for  their  attitude  and  warned  that 
no  further  nonsense  would  be  tolerated.  This  to  men  who 
were  willing  and  ready  to  face  death  for  the  Empire,  and 
who,  it  seems  to  us,  should  have  been  given  every  considera- 
tion and  whose  opinions  should  have  been  respectfully  lis- 
tened t(j  and  met,  if  possible.  Putting  aside  all  consideration 
of  the  technical  faults  (jr  merits  of  the  rifle,  it  would  seem 
that  it  would  have  been  a  wise  policy  to  have  made  a  more 
tactful  reply  and  to  have  demonstrated  lo  the  troops  that 
they  were  not  lieing  sacrificed  for  political  reascjns  or  for  any 
other  reason,  if  the  morale  ol  tlie  troops  depended  on  a 
change  f  rifle,  it  should  certainly  have  been  effected,  and  at 
(ince.  This  aspect  of  the  matter  would  seem  to  be  the  com- 
mon sense  view  ^f  the  dispute. — Ottawa  Citizen  (Independent 
Conservative.) 


The  Torontcj  Harbor  Coinmissicjiiers  have  deposited  with 
the  Minister  of  Public  Works  a  descript  ion  (jf  the  site  and 
plans  of  the  bascule  bridge  proposed  to  be  built  across  the 
Don  division  channel  at  the  foot  of  Cherry  Street. 


Personal 

Messrs.  Smith  &  Smith  have  been  appointed  engineers 
for  Victoria  County,  Ont. 

Mr.  A.  F.  Macallum,  former  city  engineer  of  Hamilton, 
Out.,  who  takes  up  his  duties  as  commissioner  of  works  in 
Ottawa,  on  July  1,  was  recently  presented  with  a  hand- 
some case  of  pipes  and  two  humidors  of  tobacco  by  James 
Weedon,  on  behalf  of  the  district  and  outside  foremen,  who, 
at  the  saine  time,  expressed  their  disappointment  because  of 
his  departure. 

Mr.  J.  W.  B.  Blackman,  city  engineer  of  New  West- 
minster, B.C.,  has  been  awarded  iirst  prize  by  the  Institute 
of  Municipal  and  County  Engineers  for  an  article  on  the 
construction  of  the  25-inch  water  main  and  the  Ki-inch  sub- 
merged main  to  Richmond.  The  Institute  has  a  member- 
ship of  about  4,000,  including  practically  every  city  and 
municipal  engineer  in  Britain  and  many  in  the  Overseas 
Dominions.  Every  year  a  publication  is  issued,  in  which 
is  printed  articles  from  members  on"  matters  of  professional 
interest,  and  the  council  of  the  Institute  awards  three  prizes 
for  the  . three  best  articles  for  the  year. 


Obituary 

Lieut. -Col.  F.  A.  Creighton's  name  appears  among  the 
list  of  those  recently  fallen  in  France.  Col.  Creighton  was 
formerly  city  engineer  of  Prince  Rupert,  Sask.,  but  later  has 
had  his  head  office  in  Winnipeg,  where  he  carried  on  a  con- 
sulting engineering  business.  Some  little  time  ago  he  was 
awarded  the  Legion  of  Honor  for  conspicuous  work  at  the 
front. 

S.  H.  Reynolds,  chairman  of  the  Greater  Winnipeg 
Water  Commission,  died  at  the  home  of  his  cousin  in  Chi- 
cago on  June  16.  Mr.  Reynolds'  early  home  was  in  St. 
Catharines,  Ont.,  of  which  city  he  was  at  one  time  city 
engineer.  Later,  for  a  number  of  years,  he  was  assistant 
to  City  Engineer,  Col.  Ruttan,  of  the  city  of  Winnipeg,  but 
resigned  in  1907  to  follow  the  practice  of  consulting  mining 
engineering  in  Vancouver,  B.C.  In  1913  he  was  appointed 
chairman  of  the  Greater  Winnipeg  Water  Commission,  since 
which  time  he  has  devoted  himself  entirely  to  this  work; 

Col.  H.  J.  Bowman,  county  clerk  of  Waterloo.  Ont., 
and  senior  member  of  the  well  known  consulting  firm  of 
Bowman  &  Connor,  died  recently  in  the  hospital  in  Berlin. 
Col.  Bowman  took  a  very  active  interest  in  engineering  and 
military  affairs.  He  was  a  graduate  hi  1885,  of  the  Toronto 
S.  P.  S.,  at  which  time  there  were  only  five  members  in 
the  graduating  class.  He  was  formerly  town  engineer  of 
Berlin,  and  since  1898  has  been  a  member  of  the  local 
Water  Commission,  in  addition  to  vigorously  following  his 
profession  in  the  construction  of  roads,  bridges,  water- 
works plants,  etc. 

Lieut.  H.  J.  Haffner,  formerly  the  senior  member  of  the 
firm  of  Messrs.  Haffner  &  Wartell,  civil  engineers,  Vic- 
toria, has  been  killed  in  action.  Lieut.  Haffner  was  in  charge 
of  the  machine  gun  section  of  the  48th  Battalion,  which  left 
Victoria  last  June,  but  on  account  of  his  expert  engineering 
knowledge,  he  was  transferred  to  the  corps  of  engineers  on 
reaching  England.  He  was  a  native  of  Flora,  Out.,  but 
had  lived  in  British  Columbia  for  several  years  prior  to  the 
outlrreak  (jf  the  war,  having  followed  the  profession  of  civil 
engineer  during  most  of  that  time,  and  in  that  capacity  he 
was  engaged  in  the  construction  of  the  famous  Windermere 
Road.    He  was  35  years  of  age. 


Building  operations  in  Quebec,  P.Q.,  continue  quite  brisk. 
Building  permits  to  the  amount  of  $144,410  were  issued  one 
week  recently,  one  of  them,  for  $55,000,  covering  an  addi- 
tional storey  and  repairs  to  the  Commercial  Academy  on 
Cook  Street. 
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Mainly  Constructional 

East  and  West — From  Coast  to  Coast 


The  aldermen  of  the  city  of  Hamilton,  Ont.,  favor  the 
insertion  of  fair  wage  clauses  in  all  city  contracts. 

The  Toronto  Painters'  &  Decorators'  Association  has 
been  incorporated,  with  head  office  at  Toronto,  the  provi- 
sional directors  being  Charles  Caplan,  Louis  Bloom,  Abra- 
ham Price,  David  Langer,  and  Mendel  Pullen. 

The  Packard  Electric  Company,  St.  Catharines,  Ont., 
are  erecting  a  factory  addition,  50  ft.  by  145  ft.,  two  storeys 
high,  steel  or  reinforced  concrete  construction,  brick  cur- 
tain walls,  plank  doors,  felt  and  gravel  roof.  A.  E.  Nichol- 
son, St.  Catharines,  is  the  architect. 

The  Standard  Steel  Construction  Co.,  of  Port  Robin- 
son, Ont.,  has  leased  the  factory  occupied  by  Dominion 
Canners  and  will  use  this  building  as  an  addition  to  its 
plant.  The  new  building  will  be  re-equipped  audi  in  opera- 
tion by  September,  when  300  additional  hands  will  be  em- 
ployed. 

Representatives  of  several  municipalities  in  the  Ottawa 
Valley,  in  that  section  between  Ottawa  and  Petawawa,  are 
urging  the  construction  of  a  trunk  road  between  these  two 
points,  and  a  committee  has  been  appointed  to  lake  up  the 
matter  of  an  Ottawa  Valley  organization  for  the  promotion 
of  the  scheme. 

The  Foundation  Co.,  Ltd.,  Montreal,  have  been  awarded 
two  contracts  by  the  Algoma  Steel  Corporation,  Soult  Ste. 
Marie,  Ont.  One  is  for  the  revision  of  the  Corporation's 
yard,  the  work  including  the  engineering  and  construction 
of  three  through  plate  girder  bridges.  The  other  contract 
is  for  the  construction  of  the  foundations  of  two  open  hearth 
furnaces,  and  gas  producer  plant. 

The  Electric  Reduction  Company,  Buckingham,  P.Q., 
have  let  a  contract  to  the  Foundation  Co.,  Ltd.,  Montreal, 
for  a  large  phosphate  plant,  on  a  site  120  x  90.  The  founda- 
tions and  floors  will  be  of  reinforced  concrete,  and  the  su- 
perstructure of  steel  and  brick,  with  asbestos  protected 
metal  siding  and  roof,  the  latter  supplied  by  the  Canadian 
Asbestos  Co.,  of  Montreal.  The  Dominion  Bridge  Co.  will 
supply  the  steel.  The  engineer  is  Mr.  J.  B.  McRae,  of 
Ottawa. 

At  a  conference  recently  with  the  York  County  Council, 
Mr.  Geo.  H.  Gooderham,  M.P.P.,  chairman  of  the  Toronto- 
Hamilton  Highway  Commission,  asked  that  a  sub-commit- 
tee of  the  council  be  appointed  to  confer  with  a  committee 
of  the  Peel  County  Council  and  the  Highways  Commission, 
in  regard  to  the  reconsti  uction  of  the  bridge  over  Etobicoke 
River.  Mr.  Gooderham  stated  that  the  bridge  was  too  light 
for  the  traffic  and  should  be  replaced  with  a  stronger  struc- 
ture. 

A  large  caisson,  built  in  connection  with  the  bridge  at 
Moncton,  N.B.,  was  recently  floated  out  into  the  river  and 
moored  at  the  desired  point,  but  the  following  day  it  was 
carried  adrift  down  stream  to  a  point  about  400  or  500  feet 
below  the  bridge.  The  contractors  hope  to  save  the  cais- 
son and  will  endeavor  to  raise  it  when  the  present  high  tides 
fall  off.  Its  cost  was  about  $12,000  or  $15,000,  and  it  weighed 
about  400  tons,  having  a  base  of  18  inches  of  concrete. 

September  2Gth  is  the  date  set  for  the  linking  of  the  two 
arms  of  the  Quebec  Bridge,  connecting  the  north  and  south 
shores  of  the  St.  Lawrence.  The  huge  centre  span,  weigh- 
ing 7,000  tons,  and  measuring  640  feet,  will  be  towed  to  i(s 
position  under  the  bridge,  hoisted  110  feet  and  riveted  into 
position.  Captain  Haakon  Kjerland,  Superintendent  of  the 
Quebec  Salvage  and  Wrecking  Co.,  will  be  in  charge  of  this 


important  work,  for  which  the  time  allowed  will  only  be  one 
hour  on  account  of  the  heavy  tide  current. 

According  to  a  statement  made  by  Mr.  Workman,  the 
president  of  the  Dominion  Steel  Corporation,  at  the  annual 
meeting  of  the  shareholders,  held  recently,  it  is  the  intention 
of  the  firm  to  make  a  number  of  improvements  to  their  steel 
plant,  the  policy  being  to  secure  the  utmost  efficiency  and 
thus  reduce  costs.  The  first  steps  along  these  lines  have 
already  been  made  in  the  remodelling  of  two  of  the  older 
blast  furnaces  on  the  most  approved  modern  lines. 

The  County  Commissioners  have  asked  permission  to 
build  a  new  bridge  over  the  Humber  River  at  Bloor  Street, 
Toronto,  at  an  estimated  cost  of  ,$35,000,  to  replace  the  bridge 
which  was  carried  away  by  the  spring  freshet.  The  bridge 
needed  will  have  to  span  210  feet  and  stand  up  against  a  very 
strong  current,  a«  well  as  ice.  The  county  council  have  de- 
cided to  inspect  the  site  and  get  an  idea  of  the  form  of  con- 
struction best  suited.  A  temporary  bridge,  which  was  erected 
at  a  cost  of  $700,  is  at  present  in  use. 

At  a  recent  meeting  of  the  Ontario  Society  of  Domes- 
tic, Sanitary,  and  Heating  Engineers,  held  in  London,  Ont., 
Frank  R.  Maxwell,  of  Toronto,  was  elected  president;  Fred 
H.  Gentle,  of  Toronto,  was  chosen  vice-president,  and 
Thomas  H.  Maxwell,  also  of  Toronto,  treasurer.  The  sec- 
retary, G.  F.  Frankland,  of  Toronto,  was  re-elected  to  that 
office.  The  engineers  decided  that  a  standardization  of 
plumbing  was  required,  and  passed  a  resolutio  n  that  the 
matter  be  pressed  further  and  that  the  Provincial  Health 
Board  be  asked  to  deal  with  it  at  an  early  date. 

Plans  for  the  new  Customs  House  and  examining  ware- 
house, to  be  erected  in  Toronto,  have  been  recently  received 
in  the  city.  The  new  building,  which  will  be  erected  on  the 
site  of  the  present  Customs  House,  and  which  will  be  of 
fireproof  construction,  will  be  seven  storeys  high  and  will 
face  on  Front  Street,  covering  an  acre  of  ground.  It  v.ill 
be  of  grey  granite,  finished  with  grey  sandstone  or  Tyndall 
limestone.  Seventeen  three-quarter  Doric  columns,  seven 
feet  in  diameter  and  67  feet  in  height  from  the  base  to  the 
top  of  the  cap,  will  adorn  .the  front,  and  three  more  may  be 
added  if  the  building  is  extended  westward  later. 

Building  and  construction  work  at  Sarnia,  Ont.,  now 
pending  approval  by  the  various  municipal  departments,  in- 
clude, the  erection  of  a  new  $60,000  school  on  Lochiel  Street, 
the  construction  of  new  sewers,  the  grading  of  East  Street 
and  Davis  Street,  the  construction  of  a  sewer  outlet  for 
six  acres  of  land  in  Sarnia  Township,  the  improvement  of 
the  Fourth  Line  drain  by  the  installation  of  36-inch  and  4- 
foot  tile  at  a  cost  of  about  $23,669.  The  Council  granted 
the  request  of  the  Fire  and  Water  Committee  to  have  three 
cement  wells  sunk  at  the  lake  shore  near  the  18th  and  19th 
infiltration  basins  at  the  new  waterworks.  The  cost  of  this 
work  is  estimated  at  $5,000. 


Trade  Publication 

Water  screens— bVjlcJer  No.  64,  by  the  Chain  Belt  Co.. 
Milwaukee,  describing  their  travelling  water  screens.  These 
are  designed  primarily  to  remove  refuse  and  foreign  ma- 
terial from  water  before  it  enters  power  plants,  steel  mills, 
or  any  other  industrial  plant  requiring  large  quantities  of 
clean  water. 


Accelerating  the  Hardening  of  Concrete 

Experiment.s  made  by  tlie  United  States  Bureau 
of  Standard.s  appear  to  .slujw  that  4  per  cent,  of  cal- 
cium chloride  added  to  tlie  mixint^-  water  increases  the 
strength  of  concrete  at  the  age  of  one  day  100  per  cent, 
or  more.  In  some  cases  tlie  strength  of  the  concrete, 
in  which  calcium  chloride  was  used,  at  the  age  of  two 
days  represented  an  increase  of  75  per  cent,  or  more 
on  the  strength  normally  attained  in  une  month. 


Contracts  Department 

News    of   Special  •  Interest   to  Contractors,  Engineers,   Manufacturers  and 

Dealers  in  Building  Supplies 


Waterworks,  Sewerage  and 
Roadways 

Hespeler,  Ont. 

Tenders  will  be  received  until  July 
6th  for  excavation,  pipe  laying  and  back- 
filling required  in  the  construction  of 
about  3,500  feet  of  watermains.  Speci- 
fications with  the  Town  Clerk,  M.  E. 
Jardine. 

Kingsville,  Ont. 

The  Town  Council  will  submit  a  by- 
law on  July  oth  to  authorize  the  expendi- 
ture of  $16,000  on  waterworks  improve- 
ments.    Clerk,  George  Pearse. 

London,  Ont. 

Tenders  will  be  called  very  shortly  for 
the  construction  of  storm  and  sanitary 
sewers,  estimated  to  cost  $5,000.  Engi- 
neer, H.  A.  Brazier. 

The  City  Council  contemplate  the 
construction  of  storm  sewers  at  an  ap- 
proximate cost  of  $35,000,  and  plans  will 
be  prepared  by  Engineer  J.  A.  Brazier. 

Minto  Township,  Ont. 

The  Township  Clerk,  W.  D.  McLel- 
lan,  Harj-iston,  Ont.,  will  receive  tenders 
until  July  10th  for  the  construction  of 
Municipal  Drain  No.  7.  Specifications 
and  profile  at  offices  of  C.  D.  Bowman, 
C.  E.,  West  Montrose,  and  of  the  Clerk. 

Pembroke,  Ont. 

The  Town  Council  are  considering  ex- 
tensions to  the  sewerage  system,  which 
may  necessitate  the  installation  of  a 
pumping  plant.    Engineer,  J.  W.  Moore. 

Ridgetown,  Ont. 

.•\  By-law  has  been  carried  authorizing 
the  borrowing  of  $10,000  for  extensions 
to  fhe  waterworks  system. 

Sarnia,  Ont. 

Tenders  will  ht  called  shortly  on  the 
construction  of  three  concrete  basins  and 
laying  a  quantity  of  18-inch  steel  pipe, 
estimated  to  cost  $5,000.  Engineer,  John 
Baird,  166  Queen  Street. 

Saskatoon,  Sask. 

Commissioner  Yorath  will  receive 
tenders  until  July  34th  for  the  construc- 
tion of  a  force  water  main,  estimated 
to  cost  $20,000.  Engineer,  G.  H.  Archi- 
bald. 

The  Provincial  Government  Board  of 
Highway  Commissioners  will  call  for 
tenders  on  the  laying  of  asphalt  pave- 
ment on  a  bridge,  estimated  to  cost 
$26,000. 

Toronto,  Ont. 

The  Hoarrl  of  Control  will  receive  ten- 
ders until  July  4th  for  the  construction 
of  sewers  on  Ivy  Avenue  and  two  lanes. 
Specifications  at  (office  of  the  Works  De- 
partment. 

The  Board  of  Control  will  receive 
tenders  until  July  4th  for  the  hui)|)ly  of 
4-inch  stop  valves  for  the  High  Level 
Pumping  .Station.  Specifications  at 
Room  12,  City  Hall. 


CONTRACTS  AWARDED 

Dundas,  Ont. 

A  contract  for  construction  of  side- 
walks has  been  awarded  by  the  Town 
Council  to  the  Artificial  Stone  Paving 
Company,  Simcoe.  Approximate  cost, 
$5,500. 

Guelph,  Ont. 

The  City  Council  have  let  a  contract 
for  construction  of  concrete  sidewalks 
to  Palmer  &  Palmer. 

Harwich  Township,  Ont. 

The  Township  Council  have  let  the 
contract  for  .construction  of  the  Plart- 
wick  Drain  to  L.  Gillier  and  A.  E.  Zim- 
raer,  Northwood,  at  $4,700.  Engineer, 
G.  A.  McCubbin,  i:i5  King  Street,  Chat- 
ham. 

Ottawa,  Ont. 

The  City  Council  have  awarded  the 
contract  for  construction  of  a  pave- 
ment on  Albert  Street  to  the  Union  Con- 
struction Company,  Bank  Street  Cham- 
bers. 

Toronto,  Ont. 

The  Board  of  Control  have  awarded 
the  contract  for  supply  of  5-inch  vitri- 
fied paving  blocks  during  the  year  to 
United  Brick  Company,  at  $35  a  thous- 
and. 

The  following  contracts  have  een  let 
by  the  Board  of  Control: — asphaltic  con- 
crete pavement  on  Isabella  Street,  Com- 
missioner of  Works,  at  $6,905;  bitulithic 
pavement  on  Moore  Avenue,  Commis- 
sioner of  Works,  $19,728;  brick  block  on 
one  lane,  Ramsay  Contracting  C-ompany, 
39  Indian  Road  Srescent,  $1,737;  side- 
walks, E.  Bushell,  31  Silverthorne  St., 
and  Godson  Contracting  Company,  Man- 
ning Chambers. 

Trenton,  N.S. 

A  contract  for  construction  of  water- 
mains  has  been  let  liy  the  Town  Coun- 
cil to  Gammon  &  Weir,  Archimedes 
Street,  New  Glasgow.  Approximate 
cost,  $8,150. 


Railroads,  Bridges  and  Wharves 

Lambton  County,  Ont. 

Tenders  on  the  construction  of  a 
bridge  over  Bear  Creek  will  be  called 
when  the  specifications  are  ready.  Es- 
timated cost,  $7,000.  County  Clerk,  John 
Dalziel,  .Sarnia,  Ont. 

London,  Ont. 

The  City  Council  have  decided  to  de- 
fer the  construction  of  the  proposed 
breakwater  extension  at  West  London 
until  some  future  date. 

Wheatley  Township,  Ont. 

A  new  35-foot  span  is  necessary  for 
the  Two  Creeks  Bridge  and  the  Town- 
ship Council  will  take  up  the  matter  vi'iih 
the  County  Council.  Township  Clerk, 
J.  W.  Kennedy,  Wheatley. 

CONTRACTS  AWARDED 

Dundas,  Ont. 

The  Public  Utilities  Commission  have 


let  the  contract  for  construction  of  a 
concrete  dam  to  McAllister  &  Taylor, 
Hamilton,  at  $6,800.  Engineer,  E,  H. 
Darling,  601  Spectator  Building,  Ham- 
ilton. 

East  Williams  Township,  Ont. 

The  Township  Council  have  let  a  con- 
tract for  the  construction  of  two  steel 
and  concrete  bridges  to  the  Petrolia 
Bridge  Company,  Petrolia. 

Finch  Township,  Ont. 

.  The  Township  Council  have  awarded 
the  general  contract  for  construction  of 
concrete  bridges  to  McMillan  &  McRae, 
Berwick,  Ont.,  at  $3,800.  Contractors 
will  require  quantities  of  steel  and  ce- 
ment. 

Miniota,  Man. 

The  Municipal  Council  have  awarded 
the  contract  for  construction  of  two  re- 
inforced concrete  culverts  to  W.  B. 
Ronan,  Miniota,  at  $2,983. 

Restigouche  County,  N.B. 

The  Provincial  Department  of  Public 
Works  have  let  the  contract  for  the  sub- 
structure of  a  bridge  in  Durham  Parish 
to  A.'  E.  Syme,  Alma,  Albert  County,  at 
$5,000. 

Russell,  Man. 

The  Municipal  Council  have  let  a  con- 
tract for  construction  of  reinforced  con- 
crete bridges  and  culverts  to  Alexander 
Scobie,  74  Isabel  Street,  Winnipeg,  at 
$5,284.. 

Westbourne,  Man. 

The  Municipal  Council  have  awarded 
the  contract  for  construction  of  two 
bridges  to  Snyder  Brothers,  Portage  La 
Prairie.     Approximate  cost,  $3,667. 


Public  Buildings,  Churches 
and  Schools 

Brantford  Township,  Ont. 

Tenders  on  all  trades  required  in  the 
erection  of  a  school  will  be  received 
until  July  8th  by  the  Architect,  F.  C. 
Bodley,  Temple  Building,  Brantford. 
Brick  and  steel  construction.  Approxi- 
mate cost,  $9,000. 

Gait,  Ont. 

Tenders  are  now  being  received  for 
the  erection  of  a  school,  estimated  to 
cost  $50,000.  Architect,  J.  Evans,  Scott 
&  Bennett  Block,  Water  Street  North. 
Brick  construction. 

Marieville,  Que. 

The  Architects  for  the  proposed  Par- 
ish Church  of  Ste.  Marie  de  Monoir  are 
Viau  &  Venne,  76  St.  Gabriel  Street, 
Montreal.  Steel  and  stone  ccjnstruc- 
tion.    Approximate  cost,  $150,000. 

Montreal,  Que. 

Work  is  about  to  start  on  the  erec- 
tion of  a  building  on  St.  Lawrence 
Boulevard  for  the  Deaf  &  Dumb  Insti- 
timated  cost,  $280,000.  Architects,  Gau- 
Ihier  &  Daoust,  180  St.  James  Street. 
Stone,  brick  and  terra  cotta  construc- 
tion. 
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Portage  la  Prairie,  Man. 

The  by-law  to. authorize  the  erection 
of  a  school  has  been  carried.  Architect, 
Frank  Evans,  901  Confederation  Life 
Building,  Winnipeg.  Approximate  cost, 
$45,000. 

Quebec,  Que. 

Tanguay  &  Legon,  20  d'Aguillon  St., 
have  appointed  Architects  for  the  pro- 
posed Hospital  for  the  Anti  Tubercu- 
losis League,  and  are  now  preparing 
plans.  Estimated  cost  of  building, 
1100.000. 

Southampton,  Ont. 

Tenders  will  be  received  until  noon, 
July  3rd,  by  the  Department  of  Indian 
Affairs,  Ottawa,  for  additions  and  alter- 
ations to  a  school  on  the  Saugeen  Re- 
serve. Plans  and  specifications  at  office 
of  T.  A.  Stout.  Indian  Agent.  Chippewa 
Hill,  the  Post  Offices  at  Port  Elgin  and 
Paisley,  and  at  the  Department. 

Trail,  B.C. 

Plans  of  a  school  are  Ijeing  prepared 

by  J.   N.   Barnet.     Brick  and  concrete 

construction.     Estimated   cost,  $15,000. 

Walpole  Island,  Ont. 

Tenders  on  additions  and  alterations 
to  the  school  on  the  Indian  Reserve  will 
1)6  received  until  noon.  July  3rd,  by  the 
Deputy  Superintendent  General  of  In- 
dian Affairs,  Ottawa.  Plans  and  specifi- 
cations at  offices  of  the  Indian  Agents, 
Walpole  Island  and  Sarnia,  at  Wallace- 
])urg  Post  Office  and  the  Department. 

Winnipeg,  Man. 

The  School  Board  propose  to  build  a 
five-roomed  school  on  McPhillips  Street, 
and  plans  will  be  prepared  by  Building 
Commissioner  J.  B.  Mitchell.  Approxi- 
mate cost,  $30,000. 

CONTRACTS  AWARDED 

Brinsley,  Ont. 

Work  has  been  started  on  the  erection 
of  a  brick  school,  estimated  to  cost  $4,000. 
General  contractors,  Elson  &  Son,  Park- 
hill,  Ont. 
Carnduff,  Sask. 

The  general  contract  for  the  erection 
of  a  hall  for  the  Independent  Order  of 
Odd  Fellows  has  been  let  to  N.  J.  Ash, 
Carnduff.  Brick  veneer  construction. 
Approximate  cost,  $4,500. 

Coaldale,  Alta. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  the 
Bennett  &  White  Construction  Company, 
1928  17th  Avenue  North.  Calgary.  Brick 
and  hollow  tile  construction.  Approxi- 
mate cost,  $18,000.  Prices  are  wanted 
on  material. 

Kinburn,  Ont. 

The  contract  for  heating  and  tinsmith- 
ing  required  in  the  erection  of  a  school 
for  School  Section  No.  5,  Fitzroy,  has 
Ijeen  let  to  James  Smart  Manufacturing 
Company,  Brockville.  All  other  work 
by  general  contractor. 

Kingston,  Ont. 

The  contract  for  masonry  and  car- 
pentry required  in  the  erection  of  an 
<)range  Hall  have  been  let  to  R.  N.  F. 
McFarlane,  Johnson  Street,  plumbing 
tinsmithing  to  Simmons  Brothers,  Prin- 
cess Street,  and  painting  to  T.  Milo, 
Princess  Street. 

Ponteix,  Sask. 

In  connection  with  the  convent  now 
b<;ing  built  for  the  Roman  Catholic  Con- 
gregation, the  contract  for  heating  and 
plumbing  has  been  awarded  to  W.  E. 


Walker,  Weyburn,  Sask.  Remainder  of 
work  by  general  contractors. 

Quebec,  Que. 

The  general  contract  for  an  addition 
to  the  Jeffrey  Hale  Hospital,  St.  Cyrille 
Street,  has  been  awarded  to  L.  H.  Peters, 
Limited,  10  St.  Angele  Street.  Approxi- 
mate cost,  $50,000.  Architect,  T.  R.  Pea- 
cock, 81  St.  Peter  Street. 

In  connection  with  the  erection  of  a 
chapel  for  Patronage  Laval.  St.  Sauvcur 
Street,  the  masonry  contract  has  been 
let  to  J.  Chevalier,  44  Renaud  Street,  car- 
pentry to  E.  Morissette,  234  Latourelle 
Street,  and  roofing  to  A.  Durand,  42  St. 
Agnes  Street. 

In  connection  with  the  erection  of  a 
College  for  the  Commercial  Academy, 
Cook  Street,  the  contract  for  painting 
lias  been  awarded  to  Gauthier  &  Bro- 
liiers,  292  Joseph  Street. 

St.  John,  N.B. 

The  general  contract  for  the  erection 
of  St.  Vincent  Girls'  High  School  on 
Cliff  Street  has  been  awarded  to  John 
Flood,  123  Duke  Street.  'Estimated  cost, 
$]  50,000.  Architect,  C.  W.  West,  Post 
Office  Box  13,  Hampton,  Kings  County. 

St.  Julienne,  Que. 

The  general  contract  for  the  erection 
of  a  Presbytery  has  been  let  to  P.  Brouil- 
lelt,  2879  Christope  Colomb  Street, 
Montreal.  Architect,  J.  O.  Turgeon, 
55  St.  Francois  Xavier  Street.  Montreal. 

Stirling,  Ont. 

The  general  contract  for  the  erection 
of  a  Presbytery  for  Rev.  Father  O'Reilly 
has  been  awarded  to  F.  Sheehy,  Peter- 
borough. Approximate  cost.  $8,000.  Ar- 
chitects, Ellis  &  Ellis,  Manning  Cham- 
bers, Toronto. 

Webb,  Sask. 

The  general  contract  for  the  erection 
of  a  school  has  been  awarded  to  More  & 
MacWilliams,  Swift  Current,  and  work 
has  been  started.  Approximate  cost, 
$5,200.  Architects.  Storey  &  Van  Eg- 
niond,  McCallum  Hill  Building,  Regina. 

West  Lome,  Ont. 

The  general  contract  for  an  addition 
1o  the  school  has  been  let  to  Horton 
Brotliers,  St.  Thomas.  Approximate 
cost,  $7,000.  Architect,  W.  G.  Murray, 
Dominion  Savings  Building,  London. 


Business  Buildings  and  Indus- 
trial Plants 

Berlin,  Ont. 

The  Carbo  Corporation  of  Chicago  in- 
lend  to  builfl  ;i  concrete  plant  for  the 
manufacture  of  steel  uosts  and_  fence 
supports.     Particulars  from  City"  Clerk. 

Brockville,  Ont. 

Tenders  on  the  erection  of  a  garage 
ior  John  McCaw  are  being  received  by 
the  Architect,  A.  S.  Allaster,  King  St. 
Approximate   cost,  $5,000. 

Dundas,  Ont. 

The  Caldwell  Feed  Company  are  con- 
sidering the  erection  of  an  addition  to 
their  premises.  Particulars  from  C.  W. 
Shosenburg. 

Guelph,  Ont. 

Tanner  &  Tanner,  Douglas  Street,  are 
preparing  plans  for  an  addition  to  the 
premises  of  the  Dominion  Linens  Lim- 
ited. Reinforced  concrete  construction. 
Estimated  cost,  $10,000. 

Hamilton,  Ont. 

In  connection  with  the  erection  of  a 


l)lock  of  stores  and  apartments  for  J. 
A.  Morrow,  217  Caroline  Street  South, 
the  plastering  and  electrical  work  will 
be  done  by  owner. 

Lacombe,  Alta. 

W.  Burris  is  al)Out  to  commence  the 
erection  of  an  office  building,-  estimated 
to  cost  .$3,500.    Brick  construction. 

Leamington,  Ont. 

The  Town  Council  arc  considering  the 
erection  of  a  Fire  Hall  and  the  purchase 
of  a  chemical  engine.  Clerk,  R.  M.  Sel- 
kirk. 

London,  Ont. 

G.  Murray,  Df)minion  Savings 
Buildmg,  is  preparing  plans  of  a  garage 
and  stables  for  T.  F.  Kingsmill,  Dun- 
das Street.  White  brick  construction 
Api)roximatc  cost,  $5,000. 

Oshawa,  Ont. 

T enders  are  now  being  received  for 
roofing,  sprinklers,  etc.,  required  in  the 
erection  of  a  factory  for  the  Chevrolet 
Motor  Company.  Architect,  G.  D.  Red- 
mond. Approximate  cost  of  building 
$40,000.  ®' 

Port  Colborne,  Ont. 

Tenders  on  repairs  to  elevator  moor- 
ing dock  will  be  received  until  noon, 
Julv  14th,  by  J.  W.  Pugslev,  Department 
of  Railways  and  Canals.  Ottawa.  Speci- 
fications at  office  of  Chief  Engineer  of 
the  Department.  Ottawa,  and  the  Suner- 
intending  Engineer,  St.  Catharines,  Ont. 
Regina,  Sask. 

Plans  are  being  prepared  for  a  garage 
to  be  built  for  Eraser  &  Keenleyside, 
1818  Cornwall  Street.  Brick  and  rein- 
forced concrete  construction.  Approxi- 
mate cost,  $17,000. 

G.  J.  Tripp,  Black  Rock,  has  prepared 
platis  of  a  factory  to  be  built  for  the 
Prairie  Biscuit  Company,  Limited.  Brick 
construction.  Approximate  cost,  $20,000. 
Toronto,  Ont. 

Tenders  are  being  received  on  all 
Uades  reauired  in  the  erection  of  a  gar- 
age for  H.  Suroff,  872  Bloor  Street  W. 
Brick  construction. 

Michie  &  Company,  Limited,  7  King 
Street  West,  contpmplate  the  erection 
of  a  large  store  building  on  Bloor  Street 
West.  Steel,  stone  and  brick  construc- 
tion. 

Canadian  Allis  Chalmers  Company, 
Limited,  212  King  Street  West,  propose 
to  build  a  storehouse  on  Lansdowne 
Avenue,  at  an  approximate  cost  of 
$7,000.     Brick  construction. 

The  William  Davies  Company,  521 
Front  Street  E.,  propose  to  build  an  ice 
plant  and  cold  storage,  and  have  had 
plans  prepared  by  Heuschlieu  &  McLar- 
en, 431  South  Dearborn  Street,  Chicago. 
Brick  and  concrete  construction.  Ap- 
proximate cost,  $50,000. 

CONTRACTS  AWARDED 

•Alberta  Province. 

The  Alberta  Farmers'  Co-operative 
Elevator  Company,  320  Lougheed 
Building,  Calgary,  have  let  the  following 
contracts  for  construction  of  elevators, 
with  a  capacity  of  35,000  bushels  each: 
Thomas,  Jamieson  &  McKenzie,  eleva- 
tors at  Ribstone,  \'erriemur.  Kiusella, 
Wainwright;  W.  S.  McDonald.  Calgary, 
elevators  at  Scotfield.  Troclui.  New  Nor- 
way; Nesbitt  &  Millar.  211  Williamson 
Building,  Edmonton,  elevators  at  Meet- 
ing Creek,  Innisfree,  Forestburg,  Ed- 
berg. 


Tenders  and  For  Sale  Department 


Tenders  Wanted 


Sealed  teiulcrs  will  be  received  up  to  noon  on 
Monday.  July  10th,  1916,  for  the  construction  of 
a  Municipal  Drain  in  the  Township  of  Minto. 
known  as  Municipal  Drain  No.  7,  approximately 
12,411    feet   long.  ....  . 

Plans,  profiles  and  specifications  can  be  seen 
at  the  office  of  C.  D.  Bowman,  O.L.S.,  West 
Montrose,  or  at  the  office  of  the  undersigned, 
to  whom  the  tenders  must  be  addressed 

A  marked  cheque  for  the  sum  of  .$150  must 
accompany  each  tender  as  a  guarantee  of  good 
faith.  The  lowest  or  any  tender  not  necessarily 
accepted.  ^  ^  McLELLAN, 

Clerk  of  Minto, 

Ilarriston,  Ont. 

Harriston,  June  19th,  1916.  25-27 


Tenders  for  Fire  Alarm 
Signal  Boxes 


Tenders,  addressed  to  the  undersigned,  will  be 
received,  by  registered  post  only,  up  to  noon  on 
Tuesday,  July  4,  1916,  for  tlie  supplying  of  the 
above. 

.Sample  of  the  box  can  be  seen  and  forms  ot 
tender  obtained  upon  application  at  the  office 
of  the  Fire  Department,  Adelaide  Street  Fire 
Hall,  Toronto.  The  usual  conditions  relative  to 
tendering  as  prescribed  by  city  by-law  must  be 
strictly  complied  with  or  the  tender  will  not  be 
entertained.  The  lowest  or  any  tender  not  ne- 
cessarily accepted. 

T.  L.  CHURCH  (Mayor), 

Chairman  Board  of  Control. 

2t;-2(j 


CANADIAN  GOVERNMENT 
RAILWAYS 


TENDERS 


Sealed  tenders,  addressed  to  J.  W.  Pugsley, 
Secretary,  Department  of  Railways  &  Canals, 
Ottawa,  Ont.,  and  marked  on  the  outside  "Ten- 
der for  Elevator  Foundations,  Transcona,"  will 
be  received  up  to  and  including  twelve  o'clock 
noon,  Tuesday,  July  the  4th,  1916,  for  the  con- 
struction of  reinforced  concrete  foundations  on 
wood  piles  or  concrete  piles,  for  1,000,000  bush- 
el storage  capacity  Cirain  Elevator.  Working 
House  and  Track  Shed  at  Transcona,  Manitoba; 
separate  tenders  to  be  submitted  for  the  founda- 
tions with  concrete  piles  anfl  foundations  with 
wooden  piles,  and  tenders  may  be  submitted  on 
either  or  both  designs. 

Plans,  specifications  anrl  blank  form  of  con- 
tract may  be  seen  at  the  office  of  the  Chief  En- 
gineer of  the  Department  of  Railways  &■  Canals, 
Ottawa ;  at  the  office  of  the  Chief  Engineer, 
iMonrton,  N,!>.  ;  at  the  fjffice  of  tlie  Cieneral 
.Superintendent,  Winnii>cg,  Manitoba;  at  the  office 
of  the  Resident  Engineer,  Fort  William,  Ont.  ;■ 
and  at  th'-  office  of  the  J.  .S.  Metcalf  Company, 
Limited.   Engineers,   Montreal,  P.O. 

All  the  conditions  of  the  Specifications  and 
contract   form   must   be   complied  with. 

Tenders  must  be  put  in  on  the  blank  form 
of  tenrler,  which  may  be  obtaineri  from  any  of 
the  offices  at  which  jilans  are  on  exhibition.  Each 
tender  must  be  accompanied  by  a  certified  bank 
chc'iue,  payable  to  the  Honorable  the  Minister 
of  Railways  &  Canals,  for  the  sum  of  $1.'>,000. 

The  lowest  of  any  tender  not  necessarily  ac- 
cepted. 

F.  P.  GUTEtJtJS, 

General  Manager 
Canadian  Cioverimient  Railways. 
D.-itfd   at   Moncton,   N,  H., 

I'l'ic  17th,  loin  •2r,  2(; 


Sealed  tenders  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  stone  stairway,  side- 
walks, etc..  Examining  Warehouse,  Ottawa, 
Ont.,"  will  he  received  at  this  office  until  4.00 
P.M.,  on  Wednesday,  July  5,  1916,  for  the  above 
mentioned  works. 

Plans,  specifications  and  form  of  contract  can 
be  seen  and  forms  of  tender  obtained  on  appli- 
cation to  this  Department,  at  the  offices  of 
Messrs.  Thos.  Hastings,  Clerk  of  Works,  Postal 
.Station  "F,"  Yonge  St.,  Toronto,  Ont.,  and  R. 
L.  Deschamps,  Overseer,  Central  Post  Office, 
Montreal,  P.Q. 

Persons  tendering  are  notified  that  tenders 
will  not  be  considered  unless  made  on  the  forms 
supplied,  and  signed  with  their  actual  signatures, 
stating  their  occupations  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
tlie  order  of  the  Honourable  the  Minister  of 
Public  Works,  e(|ual  to  ten  per  cent.  (10  p.c.) 
of  the  amount  of  the  tender,  which  will  be  for- 
feited if  the  person  tendering  declines  to  enter 
into  a  contract  when  called  upon  to  do  so,  or 
fail  to  complete  the  work  contracted  for.  If 
the  tender  be  not  accepted  the  cheque  will  be 
returned. 

The  Department  does  not  bind  itself  to  ac- 
ceiJt  the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department   of   Public  Works, 
Ottawa,  June  21,  1916. 

Newspapers  will  not  be  paid  for  tliis  advertise- 
ment if  they  insert  it  withnut  authority  from  the 
Department. — S6827  26-26 


Tenders  Wanted 


Separate  sealed  tenders  addressed  to  S.  K. 
Peck,  Esq.,  Chairman,  Water  Commissioners, 
Windsor,  (Ontario,  and  marked  "Tender."  will  be 
received  by  the  undersigned  up  to  12.00  o'clock 
noon,  on  Thursday,  July  6,  1916,  for: — 

(a)  10  tons,  more  or  less,  of  specials,  consist- 
ing of  crosses,  tees  and  reducers. 

All  according  to  standard  specifications  and 
adopted  by  Canadian  Society  of  Civil  Engineers, 
Class  C. 

(b)  6  in.,  8  in.,  and  12  in.  valves;  si)indles  to 
lie  of  Manganese  bronze,  open  to  right. 

(c)  20  tons  of  pig  lead. 

(d)  .35  hydrants,  to  bury  5  feet,  having  6-in. 
barrel,  with  2-2j/2-in.  and  1-4-in.  steamer  connec- 
tion. 

(e)  24  extension  valve  boxes,  5  ft.  in  length. 

(f)  1,000  lbs.  of  hemp. 

All  the  above  to  be  delivered  f.o.b.  cars,  Wind- 
sor, Ont. 

A  certified  cheque  payable  to  the  order  of  the 
Water  Commissioners,  equal  to  5  per  cent,  of 
the  amount  of  each  section  of  above  tenders, 
must  accompany  each  tender,  which  cheque  in 
case  of  an  unsuccessful  tenderer,  will  be  forth- 
with returned,  but  in  the  case  of  the  successful 
tenderer,  will  be  retained  until  a  satisfactory 
bond  for  the  due  performance  of  the  work  is 
executed,  or  if  the  successful  tenderer  for  any 
reason  neglects  or  refuses  to  execute  a  satisfac- 
tory bond  within  15  days  after  notice  that  Ids 
tender  has  been  accepted  by  the  Water  Com- 
missioners, said  chci|ue  will  be  cashed,  and  the 
expense  of  re-advertising  the  work  re<|uired  and 
my  additional  cost  in  connection  with  the  same 
over  the  amount  of  his  tender  will  be  retained 
from  the  proceeds  of  such  cheque. 

The  riglit  is  reserved  to  reject  any  or  all 
tenders;  or  to  accept  any  tender. 

Tlie  Water  Commissioners 

W.  A.  HANRAHAN,  Secretary. 
June  LMlli,   1016.  2(;-2(i 


Sealed  tenders,  addressed  to  the  undersigned, 
and  endorsed  "Tender  for  Examining  Warehouse, 
Toronto,  Ont.,"  will  be  received  at  this  office 
until  4  p.m.  on  Monday,  July  17,  1916,  for  the 
construction    of    the    building  mentioned. 

Plans,  specification  and  form  of  contract  can 
be  seen  and  forms  of  tender  obtained  at  the 
office  of  Mr.  Thos.  A.  Hastings,  Clerk  of  Works, 
Postal  Station  "F,"  Yonge  Street,  Toronto,  Ont., 
Mr.  R.  L.  Deschamps,  Central  Post  Office,  Mont- 
real, P.  O.,  and  at  this  Department. 

Persons  tendering  are  notified  that  tenders  will 
not  be  considered  unless  made  on  the  forms  sup- 
plied, and  signed  with  their  actual  signatures, 
stating  their  occupations  and  places  of  residence. 
In  the  case  of  firms,  the  actual  signature,  the 
nature  of  the  occupation,  and  place  of  residence 
of  each  member  of  the  firm  must  be  given. 

Each  tender  must,  be  accompanied  by  an  ac- 
cepted cheque  on  a  chartered  bank,  payable  to 
the  order  of  the  Honourable  the  Minister  of  Pub- 
lic Works,  equal  to  ten  per  cent.  (10  p.c.)  of 
the  amount  of  the  tender,  which  will  be  forfeited 
if  the  person  tendering  decline  to  enter  into  a 
contract  when  called  upon  to  do  so,  or  fail  to 
complete  the  work  contracted  for.  If  the  tender 
be  not  accepted  the  cheque  will  be  returned. 

The  Department  does  not  bind  itself  to  accept 
the  lowest  or  any  tender. 

By  order, 

R.  C.  DESROCHERS, 

Secretary. 

Department  of  Public  Works, 
Ottawa,  June  16,  1916. 

Newspapers  will  not  be  paid  for  this  adver- 
tisement if  they  insert  it  without  authority  from 
the  Department.  25-26 


FOR  SALE 


Two  low  pressure  30  H.P.  steel  boilers  com- 
plete with  mountings,  grates,  etc.  Have  been  in 
use  less  than  two  months.  Good  for  steam  or 
hot  water  heating  purposes.  Each  will  carry 
3,000  square  feet  of  steam  radiation.  Further 
particulars — MacM.  R.  &  D.,  4  Beaver  Hall  Sq., 
Montreal.  17-t.f. 


Plant  For  Sale 


1  Smith  Concrete  Mixer   $400 

1  Wettlaufer  Mixer  with   Engine    250 

1  20-H.P.    Upright   Hoisting  Engine    ...  450 

2  10-H.P.  Motors,  D.C  each  85 

1  30-H.P.  Motor,  D.C.   150 

HOLMES,  1107  Yonge  Street,  Toronto. 

22-t.f. 


By  slipping  24-in.  wide  butt-welded 
tires  of  j^-in.  thick  steel  over  the  regu- 
lar wheels  of  a  paving  mixer,  made  by 
the  Chain  Belt  Company,  a  contractor 
for  road  construction  in  Glenwood, 
Iowa,  converted  the  mixer  into  a  road 
roller  at  a  co.st  of  $75.  The  outer  half 
of  each  new  tire  was  filled  with  1  to  3 
mixture  of  sand  and  cement.  Samuel 
Friedman,  the  contractor,  states  that  the 
converted  mixer  rolled  the  subgrade  with 
very  satisfactory"  results,  although  there 
were  several  backfilled  trenches  in  the 
road.  Owing  to  the  fact  that  shipments 
of  coarse  aggregate  for  the  concrete 
were  delayed  on  this  work,  it  was  pos- 
sible to  roll  the  entire  subgrade  without 
using  a  regular  roller  on  the  job. 


.June  28,  1916 

Bagotville,  Que. 

The  T.  G  WJbite  Engineerinp-  Tnrp- 
pany,  New  York,  have  starteH  work  on 
live  COtiytfuction  of  a  paper  pulp  mill  for 
the  Ha  Ha  Baie  Sulphite  Company,  Chi- 
coutimi. 

Blair,  Ont. 

W'^ork  has  been  started  on  the  erection 
of  stables  for  Miss  Wilks.  The  contract 
for  cement  work  has  been  let  to  George 
Haller,  Preston,  and  for  steel  frame  to 
the  Metal  Shingle  &  Siding  Company, 
Preston.     Approximate   cost,  $6,000. 

Brantford,  Ont. 

In  connection  with  the  erection  of  a 
factory  for  the  Hample  Paper  Box  Com- 
pany, the  contract  for  concrete  and 
brick  work  has  been  let  to  W.  J.  Spring- 
all,  St.  Paul  Avenue;  carpentry  to  Wil- 
liam Hollman,  Gait,  and  roofing  and 
galvanized  iron  work  to  Browne  Jarvis 
Roofing  Company,  9  George  Street. 

The  contract  for  installation  of  an 
elevator  at  the  factory  in  course  of  erec- 
tion for  the  Hample  Paper  Box  Com- 
pany, has  been  let  to  the  Roelofson  Ele- 
vator Works,  Gait,  Ont. 

Can  Madeleine,  Que. 

The  contract  for  structural  steel  re- 
quired in  the  erection  of  mills  for  the 
St.  Maurice  Paper  Company  has  been  let 
to  the  Structural  Steel  Company,  Mon- 
treal; contract  for  steel  and  sash  to  Steel 
&  Radiation  Company,  304  University 
Street,  Montreal,  and  glass  to  Pilkington 
Brothers,  8  Busby  Lane,  Montreal. 

Fergus,  Ont. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  Beattv 
Brothers  has  been  awarded  to  Wilkie  & 
Quinn.  Part  of  the  work  will  be  done 
by  owners.  Reinforced  concrete  con- 
struction.   Approximate  cost,  $7,000. 

Fort  William,  Ont. 

The  general  contract  for  remodelling 
the  premises  of  J.  Wismer,  132  Ogden 
Street,  has  been  awarded  to  F.  T.  Jones. 
Frame  and  brick  construction.  Approxi- 
mate cost,  $5,000. 

Guelph,  Ont. 

The  following  contracts  have  been  let 
for  the  erection  of  a  warehouse  for  Hugh 
Walker  &  Son.  Neeve  Street: — masonry, 
T.  W.  Taylor,  Eramosa  Road;  carpentry, 
George  Ibbotson,  Woolwich  Street;  iron 
work,  McCormick  &  Robinson,  Market 
Square;  steel  work.  Hamilton  Bridge 
Works  Company,  Bay  Street  North, 
Hamilton;  painting,  Reynolds  &  Son, 
Quebec  Street;  electrical  work,  Stephen- 
son &  Malcolm,  Masonic  Building.  Es- 
timated cost,  $8,000. 

Hamilton,  Ont. 

The  general,  masonry  and  carpentry 
contracts  for  alterations  to  the  premises 
of  N,  Galbraith,  223  King  Street  East, 
have  been  let  to  John  Vogan,  280  San- 
ford  Street  North.  Architect,  Gordon 
Hutton,  Bank  of  Hamilton  Building. 

The  general,  masonry,  carpentry  and 
painting  contract  for  the  erection  of  an 
addition  to  the  premises  of  the  Canadian 
Cartridge  Company,  Sherman  Avenue 
North,  has  been  awarded  to  the  George 
Frid  Coinpany.  Bank  of  Hamilton  buUa'- 
ing;  steel  work  to' the  Hamilton  Bridge 
Works,  Bay  Street  North,  roofing  to  T. 
Irwin  &  Son,  22  McNab  Street  South, 
and  plumbing  to  A.  Clark,  7  Main  Street 
West.    Approximate  cost,  $20,000. 

Montreal,  Que. 
.The  general,   carpentry,    steel  work, 


THE   CONTRACT  RECORD 

roofing  and  plastering  contracts  for  the 
erection  of  a  store  and  residence  block 
for  L.  A.  Brochu,  have  been  let  to  F. 
Goulet,  313  Ethel  Avenue,  Verdun,  the 
heating  and  plumbing  to  G.  Fontaine, 
210  Plessis  Street,  and  electrical  work  to 
O.  Tardif,  695  Ontario  Street,  Maison- 
neuve.    Approximate  cost,  $2,000. 

New  Glasgow,  N.S. 

In  connection  with  the  erection  of  a 
theatre  for  McCulloch  &  King  the  con- 
tract for  plumbing  has  been  let  to  J. 
Stewart,  George  Street,  and  the  lighting 
to  Pictou  County  Electric  Company,  Pro- 
vost Street. 

Niagara  Falls,  Ont. 

Braas  Brothers,  1110  Whitney  Avenue. 
Niagara  Falls,  N.  Y.,  have  commenced 
the  erection  of  an  extension  to  the 
premises  of  McGlashan  Clarke  Company, 
St.  Clair  Avenue.  Reinforced  concrete 
construction.     Estimated  cost,  $20,000. 

North  Battlefield.  Sask. 

The  general  contract  for  the  erection 
of  an  addition  to  the  premises  of  Picket 
&  Johnstone.  Main  Street,  has  been 
awarded  to  Henderson  &  McAngus.  Ap- 
proximate cost,  $7,000. 

North  Dumfries  Township,  Ont. 

The  general  contract  for  the  erection 
of  a  stock  barn  for  John  Milroy.  St. 
Gporge  Road,  Gait,  has  been  let  to  Dan- 
iel McMillan.  Frame  construction.  Ap- 
proximate cost,  $3,000. 

Orillia.  Ont. 

The  general  contract  for  the  erection 
of  a  factory  has  been  let  to  E.  Webb  & 
Son.  76  Mississaga  Street  E.  Local 
brick  construction.  Approximate  cost, 
$40,000.  Particulars  from  George  Forbes, 
Hespeler,  Ont. 

Ottawa,  Ont. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Mrs.  M.  Kennedy 
has  been  awarded  to  I.  Stewart,  252 
Queen  Street.  Brick  construction.  Ap- 
proximate cost,  $3,000. 

The  general,  masonry  and  carpentry 
contracts  for  the  erection  of  a  block  of 
stores  and  apartments  for  A.  E.  Paquette, 
19  Noel  Sfreet.  have  been  awarded  to 
A.  D.  Hudon.  Clarkestown,  Ont.  Ten- 
ders on  smaller  trades  are  being  re- 
ceived by  Mr.  Hudon.  Approximate  to- 
tal  cost,  $12,000. 

Outremont,  Que. 

In  connection  with  the  store  and  resi- 
dence now  being  built  for  Hector  Go- 
din,  147  Fairmount  Street  W.,  the  con- 
tract for  roofing,  heating  and  plumbing 
has  been  let  to  J.  F.  Lemieux,  2237  St. 
Lawrence  Boulevard,  and  plastering  to 
M.  Thibault,  Laval  Avenue. 

Pelham  Township,  Ont. 

Peter  Ward,  R.  R.  No.  1,  Ridgeville. 
has  let  the  contract  for  the  erection  of 
a  barn  to  the  Metal  Shingle  &  Siding 
Company,  Preston.  Fittings  will  be 
needed.    Estimated  cost,  $3,000. 

Quebec,  Que. 

The  general  contract  for  repairs  to  a 
store  on  St.  Joseph  Street  for  Lockwell 
&  Leclerc,  88  St.  Peter  Street,  has  been 
let  to  E.  Morissette  Ltd.,  234  Latourelle 
Street.    Approximate  cost,  $3,000. 

The  general  contract  for  the  construc- 
tion of  a  greenhouse  for  the  Provincial 
Department  of  Public  Works  has  been 
let  to  the  Glass  Garden  Builders,  Limit- 
ed, 201  Church  Street,  Toronto,  and  the 
concrete  work  to  the  Sharpe  Construc- 
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tion  Company,  Limited,  109  Fleurie  St., 
Quebec.    Approximate  cost,  $35,000. 

In  connection  with  the  factory  now 
in  course  of  erection  for  the  Dominion 
Corset  Manufacturing  Company,  Dor- 
chester Street,  the  contract  for  roofing 
has  been  awarded  to  E.  Falardeau,  308 
Queen  Street,  nainting  to  J.  M.  Tardivel, 
4  Abraham  Hill,  sprinkler  system  to  J. 
Gaenon,  Beauport  Street,  and  elevator 
to  Darling  Brothers,  120  Princess  Street, 
Montreal. 

Reeina,  Sask. 

The  contract  for  heating  and  plumbing 
required  in  the  erection  of  a  warehouse 
for  the  Canadian  Consolidated  Rubber 
Company,  Limited.  Montreal,  has  been 
let  to  Potts  &  Smith,  1841  Cornwall  St. 

Saskatoon,  Sask. 

The  general,  masonry,  carpentry  and 
steel  contracts  for  alterations  and  addi- 
tions to  the  station  of  the  Canadian 
Northern  Railway  have  been  let  to  Shan- 
non Brothers. 

St.  John,  N.B. 

B.  Mooney  &  Sons,  112  Queen  Street, 
have  commenced  the  erection  of  a  gar- 
age for  Edward  Hogan,  14  Cobourg  St. 
Brick  cunstruction. 

B.  Mooney  &  Sons,  112  Queen  Street, 
have  commenced  the  erection  of  a  gar- 
age for  R.  W.  Carson,  509  Main  Street. 
Concrete  construction. 

Timmons,  Ont. 

The  general  contract  for  the  construc- 
tion of  a  passenger  station  for  the  Temis- 
kaming  &  Northern  Ontario  Railway  has 
been  let  to  Henderson  &  Angus,  North 
Bay.  Brick  construction.  Estimated 
cost,  $10,000. 

Toronto,  Ont. 

The  Board  of  Control  have  let  the  fol- 
lowing contracts  in  connection  with  the 
addition  to  the  Christie  Street  Car  Barns: 
carpentry,  T.  Lewis,  329  Davenport 
Road;  steel.  Dominion  Bridge  Company, 
20  Victoria  Street;  plumbing  and  heat- 
ing, McNaughton  &  McKenzie,  1029 
Shaw  Street;  plastering.  Gander  &  Son, 
251  Gladstone  Avenue;  roofing,  A.  Mat- 
thews Ltd.,  256  Adelaide  Street  West; 
painting,  J.  Casey,  30  Dalhousie  Street. 

The  general  contract  for  the  erection 
of  a  warehouse  for  Northrop  &  Lyman 
Company,  Limited,  86  Richmond  Street 
W.,  has  been  awarded  to  S.  L.^YoHf& 
16Madisqn  Avenue,  and  thTcon'tract  for 
iTrTcTc-worlf' 'to'  Witchell  &  Son,  156  St. 
Helens  Avenue.  Other  trades  will  be 
sub-let  by  the  general  contractor.  Ap- 
proximate cost,  $75,000. 

In  connection  with  the  block  of  stores 
and  apartments  now  in  course  of  erection 
for  J.  R.  Gibson,  Bank  of  Commerce,  the 
plumbing  and  heating  has  been  let  to 
McNaighton  &  McKenzie,  1029  Shaw 
Street,  and  roofing  to  J.  Gow,  177  Dun- 
das  Street. 

Vancouver,  B.C. 

The  contract  for  plumbing  required  in  ' 
the  erection    of    the    station  at  False 
Creek  for  the  Great  Northern  Railway 
has  been  let  to  James  &  McClugan,  601 
Front  Street,  New  Westminster. 

Winnipeg,  Man. 

In  connection  with  the  erection  of  a 
picture  theatre  for  Hyde  Brothers,  705 
Mclntyre  Block,  the  contracts  for  ma- 
sonry, carpentry,  steel  vvork,  roofing  and 
plastering  have  been  let  to  the  general 
contractor. 
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Residences 

Brantford.  Ont. 

Tenders  .  will  be  received  until  July 
3rd  for  heating,  plumbing  and  electri- 
cal work  required  in  the  erection  of  a 
residence  for  A.  A.  Lister,  73  William 
Street. 

Carapbellton,  N.B. 

Plans  are  being  prepared  for  a  resi- 
dence to  be  built  on  Aberdeen  Street 
for  James  E.  Miller.  Approximate  cost, 
$4,000. 

Chippewa,  Ont. 

The  Norton  Coinpany  are  now  receiv- 
ing tenders  on  the  erection  of  twelve 
single  and  twelve  double  residences. 
Architects,  Wright  &  Kremers,  Falls 
Street,  Niagara  Falls, N.Y.  Brick,  stuc- 
co and  concrete  construction.  Approxi- 
mate total  cost.  .$50,000. 

Copper  Cliff,  One. 

The  Canadian  Copper  Company  are 
receiving  tenders  on  the  construction  of 
110  frame  cottages.  Approximate  cost, 
.$150,000.  Plans  with  the  Company  and 
at  office  of  the  Builders  Exchange,  154 
Simcoe  Street,  Toronto. 

Hamilton.  Ont. 

W.  E.  Blatz,  187  Charlton  Street  East, 
proposes  to  build  five  residences  at  an 
approximate  cost  of  $1,900  each,  and 
has  had  plans  prepared.  Brick  construc- 
tion. 

F.  A.  Haners,  110  Dunsmore  Street, 
has  had  plans  prepared  for  two  resi- 
dences which  he  proposes  to  build  on 
Connaught  Avenue.  Brick  construction. 
Estimated  cost.  $3,500  each. 

Plans  have  been  drawn  for  a  residence 
to  be  built  on  Balsam  Avenue  by  T.  D. 
Barnes,  90  Jackson  Street  North.  Brick 
construction.    Approximate  cost,  $3,000. 

Listowel.  Ont. 

E.  D.  Bennett  proposes  to  build  a 
residence  on  Victoria  Avenue,  and  is 
preparing  plans.  Red  pressed  brick  con- 
struction.   Estimated  cost.  $3,000. 

London,  Ont. 

The  Copp  Syndicate,  22  Belgrave  St., 
have  started  work  on  four  residences  on 
Gerrard  Avenue,  estimated  to  cost  $11,- 
000.    Brick  construction. 

Work  is  about  to  start  on  the  erec- 
tion of  a  residence  for  H.  N.  Abel,  61 
Craig  Street.  Contracts  will  be  awarded 
by  owner.     Estimated  cost,  $10,000. 

W.  G.  Murray,  Dominion  Savings 
Building,  has  prepared  plans  of  a  bun- 
galow for  Fred  Henderson,  c/o.  Robin- 
son Little  &  Company.  Brick  construc- 
tion.   Approximate  cost,  $6,000. 

Tenders  will  be  received  until  July 
3rd  for  the  erection  of  an  apartment 
house  for  R.  H.  McKnight,  290  Queen's 
Avenue,  estimated  to  cost  $10,000.  Ar- 
chitects. Watt  &  Blackwell.  Bank  of  To- 
ronto Building.     I'.rick  cf)nstruction. 

Milverton.  Ont. 

John    Elben,   Main    Street,   has  com- 
menced the  erection  of  a  residence,  cs- 
'  timated  to  cost  $:).000.     Brick  construc- 
tion. 

Montreal  Oue. 

M.  Lai)i<rre,  175  Champigny  .Street,  is 
biulding  fouf  residences,  estimated  to 
cost  $5,000.  and  is  receiving  tenders  on 
roofing,  plumbing  and  electrical  work. 

All  work  required  in  the  erection  of  u 
residence  for  L.  A.  Clement.  338  Gar- 
nier  Street,  will  be  done  by  day  labor 
under  supervision  of  J.  B.  Johanssen, 
c/o.  S.  Frappier,  2238  Park  Avenue.  Ap- 
tir'.vimritc  rf)St,  $.5,000. 


E.  Houle,  219  DeNouville  Street,  has 
commenced  the  erection  of  six,  resi- 
dences on  Eadie  Street,  estimated  to 
cost  $3,500.  Tenders  on  brick  work 
and  supply  of  cement  are  being  received. 

In  connection  with  the  residence  now 
being  built  by  H.  Brunelle,  122  Prefon- 
taine  Street,  the  plumbing  will  be  done 
by  owner.  Electrical  work  not  yet 
awarded. 

New  Toronto.  Ont. 

J.  F.  Brown  proposes  to  start  work 
shortly  on  the  erection  of  a  number  of 
workmen's  houses.  Frame  construc- 
tion. 

Ottawa.  Ont. 

James  McLaughlin.  544  Gilmour 
Street,  has  commenced  the  erection  of 
a  residence  on  Wilton  Crescent,  esti- 
mated to  cost  .$5,500.  Brick  veneer  con- 
struction. 

Felix  McCullough,  181  Waller  Street, 
proposes  to  build  a  block  of  apartments 
on  Rideau  Street,  and  has  had  plans 
prepared  by  Richards  &  Abra,  Booth 
Building,  Sparks  Street.  Tenders  on 
smaller  trades  are  being  received  by 
owner.     Approximate  cost,  $15,000. 

Sydney,  N.S. 

Tenders  are  being  received  for  the 
erection  of  a  residence  for  D.  F.  Nolan. 
Architect,  A.  J.  McCormack,  107  Cot- 
tage Road.  Frame  construction.  Esti- 
mated cost,  $4,600. 

Work  is  about  to  start  on  the  erection 
of  a  residence  on  Tain  Street  for  D.  A. 
Noble.  Architect.  M.  R.  Chappell,  Tain 
Street.  Frame  construction.  Estimated 
cost,  $6,500. 

Toronto.  Ont. 

F.  W.  Hill,  55  Wolfrey  Avenue,  is  re- 
ceiving tenders  on  brick  work  and  con- 
struction of  a  stone  cellar  in  connection 
with  the  erection  of  a  duplex  residence 
on  Hamilton  Street.  Estimated  cost, 
$3,000. 

B.  J.  Case,  34  Nina  Avenue,  has  com- 
menced the  erection  of  a  pair  of  resi- 
dences, estimated  to  cost  $5,000.  Brick 
construction. 

M.  E.  Wo'thington  &  Company,  555 
Markham  Street,  have  commenced  the 
erection  of  two  pairs  of  residences  on 
Alton  Street,  estimated  to  cost  $7,500. 
Smaller  trades  will  be  let.  Brick  con- 
struction. 

Charles  F.  Wagner,  18  Toronto  Street, 
is  receiving  tenders  on  carpentry  work 
(labor  only),  wiring,  painting,  and  glaz- 
ing required  in  the  erection  of  two  pairs 
of  residences  at  Balmy  Beach.  Brick 
construction.    Approximate  cost,  $6,000. 

Plans  have  been  prepared  by  PL  J. 
Chown,  220  Scarboro  Road,  for  two  pairs 
of  residences  to  be  built  for  J.  Slade, 
189  Beech  Avenue.  Brick  construction. 
Estimated  cost,  $6,000. 

Work  on  the  erection  of  a  pair  of 
residences  has  been  started  by  G.  Lucas, 
5  Playter  Crescent.  Brick  construction. 
Approximate  cost,  $3,500. 

Kerr  &  Martin,  25  Rowlands  Avenue, 
have  commenced  the  erection  of  a  resi- 
dence, estimated  to  cost  $4,200,  and  will 
let  smaller  trades.     Brick  construction. 

A.  F.  Walton,  75  Golfview  Avenue, 
has  commenced  the  erection  of  a  pair  of 
residences,  estimated  to  cost  $4,000,  and 
will  let  smaller  trades.  Brick  construc- 
tion. 

Plans  have  been  prepared  for  a  duiilcx 
residence  to  be  built  for  T.  B.  Hughes. 
140  Essex  Avenue,  who  will  let  all 
trades.  Brick  construction.  Approxi- 
mate cost,  $4,200. 


H.  D.  Bine,  42  Appleton  Avenue,  has 
started  work  on  a  pair  of  residences  to 
cost  $4,500,  and  will  let  smaller  trades. 
Brick  construction. 

J.  L.  Bartlam  &  Son,  62  Auburn  Ave- 
nue, are  receiving  tenders  on  drain,  con- 
crete and  plastering  work  on  three  resi- 
dences. 

CONTRACTS  AWARDED 

Belleville.  Ont. 

A  permit  has  been  issued  to  Miss 
Minnie  Fleming  for  the  erection  of  a 
residence,  estimated  to  cost  $3,000.  The 
general  contract  has  been  awarded  to 
P.  G.  Denike.    Brick  construction. 

Guelph,  Ont. 

In  connection  with  the  residence  in 
course  of  erection  for  A.  J.  Frank,  Ox- 
ford Street,  the  contract  for  masonry  has 
been  let  to  J.  Checkley,  Alice  Street,  car- 
pentry and  roofing  to  H.  Handbidge, 
Clinton  Street,  and  plastering  to  J.  J. 
Mahoney,  Kent  Street. 

Hamilton.  Ont. 

F.  A.  Haners.  110  Dunsmore  Street, 
has  let  the  contract  for  masonry  and 
steel  work  required  in  the  erection  of  a 
residence,  to  A.  Beddie,  207  Burris  Ave- 
nue.   Approximate  cost,  $5,500. 

The  general,  masonry,  carpentry,  and 
roofing  contracts  for  the  erection  of  a 
residence  for  F.  T.  Moore.  Main  Street 
East,  has  been  awarded  to  Roy  Isbester, 
100  Burris  Avenue.  Brick  construction. 
Approximate  cost,  $8,000.  Architect, 
George  Hutton,  Bank  of  Hamilton 
Building. 

London,  Ont. 

The  general  contract  for  the  erection 
of  a  residence  on  Teresa  Street  for  T.  H. 
Janes,  Market  Lane,  has  been  awarded 
to  R.  J.  Kelly,  29  Beattie  Avenue.  Brick 
construction.    Approximate  cost,  $10,000. 

Montreal,  Que. 

A.  Cloutier,  812  Dorchester  Street, 
has  commenced  the  erection  of  a  num- 
ber of  residences,  and  has  let  the  con- 
tracts for  painting  to  O.  Perras,  1162 
Henri  Julien  Avenue;  heating  and 
plumbing  to  St.  Jules  &  Mathieu.  74  '^t. 
Viateur  Street  West,  and  electrical  work 
to  G.  Martel,  229  Bernard  Street.  Ap- 
nroximate  total  cost,  $12,800. 

The  general  contract  for  the  erection 
of  an.  apartment  house  for  F.  Lecavalier, 
65  Cherrier  Street,  has  been  let  to  J. 
Dominique,  166  Marcil  Avenue;  plaster- 
ing to  A.  Morache.  499  St.  Andre  Street; 
painting  to  J.  Rodrique,  924  Gaston 
Street,  and  electrical  work  to  N.  Mar- 
chard,  Mance  Street.  Tenders  on  other 
trades  are  being  received  by  owner.  Ap- 
proximate cost,  $50,000. 

The  contract  for  plumbing  required 
in  connection  with  the  residence  now  be- 
ing built  for  F.  Bonnier,  1639  St.  Cath- 
arine Street  East,  has  been  awarded  to 
the  general  contractor. 

The  contract  for  roofing,  heating, 
plumbing,  and  electrical  work  in  connec- 
tion with  the  flats  now  being  built  by 
J.  B.  Denteneer.  244  Sherbrooke  Street, 
has  been  let  to  J.  Belisle,  808c  Papineau 
Avenue. 

Niagara  Falls  South,  Ont. 

Work  has  been  started  on  the  erection 
of  a  residence  for  Thomas  Hicks,  Culp 
.Street.  The  general,  masonry,  carpen- 
try, roofing,  plastering  and  painting  con- 
tract has  been  let  to  A.  Dell,  and  heat- 
ing and  i)luml)ing  to  William  Read.  Nia- 
gara Falls  Centre.  Frame  and  brick 
construction.    Estimated  cost,  $3,000.' 
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PUMPS 


Horizontal  Belt  Driven  Turbine  Pump  supplied  the 
University  of  Toronto. 

This  Pump  is  hydraulically  balanced  against  end  thrust  and  in  addition  has  a  water 
cooled  thrust  Bearing.  The  Pump  is  arranged  so  that  it  may  be  operated  with  guide 
vanes  or  without  for  demonstration  purposes.  Oil  rings,  Hydraulic  Balance  and  water 
cooled  thrust  bearings  are  standard  for  all  "Inglis"  Turbine  Pumps.  We  make  pumps 
of  all  kinds  for  any  service. 

INGLIS  PRODUCTS  ARE  MADE  IN  CANADA  Write  us  for  prices 


Plant  of  John  Inglis  Co.,  Limited,  Toronto 

The  John  Inglis  Company,  Limited 

ENGINEERS  AND  BOILERMAKERS 
14  Strachan  Ave.,  Toronto,  Canada 

Ottawa  RepresenUtive:— J.  W.  ANDERSON,  7  Bank  Street  Chambers 
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Ottawa.  Ont. 

In  connection  with  the  apartments 
heinff  built  by  VV.  Shenkman,  ;!60  Friel 
Street,  the  contract  for  plumbino;  has 
been  let  to  Charles  Wyman,  249  Crcigh- 
ton  Street,  and  electrical  work  to  ivi- 
deau  Electric  Supplies,  128  Bank  Street. 

Outremont,  Que. 

The  contract  for  roofing,  heating,  anti 
plumbing  required  in  the  connection 
with  the  cottage  now  being  built  for  A. 
E.  Fraser.  12;iT  Van  Horne  Street,  has 
been  let  to  T.  F.  Lemieux,  3237  St.  Law- 
rence Boulevard,  and  plastering  to  M. 
Thibault.  Laval  Avenue.  Carpentry  by 
general  contractor. 

Renfrew,  Ont. 

The  general  contract  for  the  erection 
I  if  a  residence  for  Thomas  Cardiff,  R.  M. 
IX  Renfrew,  has  been  let  to  W.  A.  Moore, 
Frame  and  brick  veneer  construction. 
Estimated  cost,  $3,500. 

Sault  Ste.  Marie.  Ont. 

The  contract  for  plumbing,  heating, 
and  lighting  required  in  the  erection  of  a 
residence  for  R.  T.  Lane,  10  Queen 
Street,  has  been  let  to  the  Cochrane 
Hardware  Company,  Ltd.,  388  Queen 
Street  East. 

Sherbrooke,  Que. 

The  contract  for  roofing  required  in 
connection  with  the  residence  being 
built  for  T.  J.  Parkes,  5  Portland  Ave- 
nue, has  been  let  to  J.  M.  Deschenes, 
St.  Francis  Street. 

St.  Andrews,  N.B. 

The  contract  for  carpentry  required  in 
the  erection  of  a  residence  for  Mrs.  E. 
C.  Walker  has  been  let  to  H.  L.  Paton 
&  Sons,  485  St.  James  Street,  Montreal. 
Remainder  of  work  by  general  contrac- 
tors. 

St.  Catharines,  Ont. 

The  following  contracts  have  been  let 
in  connection  with  the  residence  in 
cour.se  of  erection  for  A.  Robinson,  Col- 
lege Street: — carpentry,  C.  F.  Monk, 
Wilson  Street;  painting.  Leach  &  Jones, 
James  Street;  heating  and  plumbing,  J. 
I'eart.  King  Street;  electrical  work,  Bar- 
ratt  Electric  Company,  St.  Paul  Street. 

Toronto,  Ont. 

S.  K.  Hughes,  3  Davenport  Road,  has 
awarded  the  contract  for  the  erection  of 
a  residence  on  Lytton  Boulevard  to  S. 
R.  Hughes,  79  Portland  Street.  Brick 
construction.    Estimated  cost,  $8,000. 

In  connection  with  the  residence  now 
being  built  for  S.  N.  Hughes,  3  Daven- 
port Road,  the  masonry  has  been  let  to 
W.  A.  Bulley,  154  Simcoe  Street,  and 
plumbing  and  heating  to  A.  Welch  & 
Son,  304  Queen  Street  W. 

The  general  contract  for  the  erection 
of  a  residence  for  F.  Forsyth.  148  John 
.Street,  has  been  awarded  to  F.  J.  Tush- 
ingham.  348  Runnymede  Road.  The 
smaller  trades  will  be  sub-let.  Approxi- 
mate cost,  $5,000.  Architects,  Sharp  & 
Brown.  18  Wellington  Street. 

The  folIf)wing  contracts  have  been  let 
for  the  erection  f)f  a  residence  for  E.  J. 
Zavilz.  20  Lowther  Avenue:  masonry,  1'". 
W.  Weale,  35  Linrlsay  Avenue;  cari^en- 
try,  Sidcr  &  Clarke.  356  Ossington  Ave- 
nue: plumbing 'and  heating.  McNaugh- 
ton  &  McKenzie.  1029  Shaw  Street;  wir- 
ing, L.   P.  Steele,  232  Concord  Avenue. 

Westmount,  Que. 

.'\nglins  Limited,  65  Victoria  Street, 
.Montreal,  have  commenced  the  erection 
nf  two  residences  for  H   A.  Thomas.  100 


Fort  Street.  Terra  cotta  and  brick  con- 
struction.   Estimated  cost,  $25,000. 

The  contract  for  the  erection  of  a  resi- 
dence for  Mrs.  T.  Arnold,  Kensington 
Avenue,  has  been,  awarded  to  A.  K. 
Hutchinson,  10  Cathcart  Street.  Brick 
construction.    Approximate  cost,  ,$25,000. 

Work  has  been  started  by  A.  K.  Hut- 
chinson, 10  Cathcart  Street,  on  the  erec- 
tion of  a  residence  and  garage  for  Joseph 
Kellert,  147  St.  Luke  Street.  Stone,  brick 
and  reinforced  concrete  construction. 
Approximate  cost,  $30,000. 

Windsor,  Ont. 

The  contract  for  masonry,  carpentry 
and  roofing  required  in  the  erection  of 
a  residence  for  Percy  England,  Tecum- 
seh  Road,  has  been  let  to  Rolls  Wescott 
&  Company,  Labelle  Boulevard;  plaster- 
ing to  Biggs  &  Wilkie,  14  Glengarry  St.; 
painting  to  J.  Gaukner,  Sandwich  Street 
West;  heating  and  plumbing  to  Pen- 
nington &  Brian,  47  Sandwich  Street  W., 
and  electrical  work  to  Gilbert  Campeau, 
Parent  Avenue.  Approximate  cost,  $8,000. 

Woodstock.  N.B. 

S.  Green  is  'building  a  residence  for 
Mrs.  T.  Hale.  Frame  construction  Ap- 
proximate cost,  $3,200. 


Power  Plants,  Electricity  and 
Telephones 

Peace  River,  Alta. 

The  Department  of  Public  Works,  Ot- 
tawa, contemplate  the  installation  of  an 
electric  generating  plant,  and  plans  have 
been  prepared  by  W.  D.  Cromarty,  Uni- 
versity of  Alberta,  Edmonton.  Secretary 
to  the  Department,  R.  C.  Desrochers, 
Ottawa. 

Scarboro  Township,  Ont. 

The  Township  Council  intend  to  con- 
struct a  hydro  line  on  Danforth  Avenue 
from  the  City  Limits  to  Agincourt.  Clerk, 
VV.  D.  Annis,  Scarboro. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  July  4th  for  the  supply  of  fire 
alarm  signal  boxes.  Sample  and  specifi- 
cations at  otfice  of  the  Fire  Department, 
Adelaide  Street  West. 

CONTRACTS  AWARDED 

Abbey,  Sask. 

The  contract  for  construction  of  the 
Abbey  Rural  Telephone  Company's  sys- 
tem has  been  let  to  W.  D.  Craig,  39 
Canada  Life  Building,  Regina.  Approxi- 
mate cost,  $30,500. 

Shackleton.  Sask. 

The  contract  for  construction  of  the 
Shackleton  Rural  Telephone  Company's 
system  has  been  awarded  to  W.  D. 
Craig,  29  Canada  Life  Building,  Regina. 
The  work  will  include  al)out  66  miles  of 
pole  line,  and  is  estimated  to  cost 
$16,000. 

Toronto,  Ont. 

'i"he  Canada  Electric  Company,  165 
Church  Street,  have  been  awarded  con- 
tracts for  wiring  and  electric  fixtures  at 
Bingham's  Ltd.,  146  Yonge  Street,  and 
for  the  installation  of  a  fifty-point  tele- 
phone system  in  the  Hotel  Marlborough, 
214  Jarvis  Street. 

Weyburn,  Sask. 

The  contract  for  the  construction  of 
the  Weyburn  Plains  Rural  Telephone 
Company's  system  has  been  let  to  Thom- 
as Taylor,  Parkbeg,  Sask.  Approximate 
cost,  $8,300. 


Late  News  Items 

Brantford,  Ont. 

Tenders  on  the  erection  of  a  school 
will  be  received  until  July  3rd  by  J.  C. 
Waller,  343  Brant  Avenue,  Chairman  of 
the  Separate  School  Board.  Estimated 
cost,  $13,000.  Architect,  L.  A.  Wardell, 
Sun  Life  Building,  Hamilton. 

Charlottetown,  P.E.I. 

Tenders  will  be  received  until  July 
5th  for  the  erection  of  an  addition  to  the 
City  Building,  estimated  to  cost  $14,000. 
Architects,  Chappelle  &  Hunter,  Des- 
Bresay  Building.  Brick  and  stone  con- 
struction. 
Hull,  Que. 

Tenders  will  be  received  until  July  3rd 
for  the  construction  of  asphalt  and  ce- 
ment pavements,  estimated  to  cost  $50,- 
000.    City  Engineer,  J.  P.  A.  Laforest. 

Montreal,  Que. 

The  general  contract  for  the  erection 
of  a  Church  for  the  Ruthen  Catholic 
Corporation,  993  Sherbrooke  Street  W., 
has  been  let  to  A.  Filion  &  Frere,  3419 
St.  Denis  Street,  and  work  has  been 
started.  Brick  construction.  Approxi- 
mate cost,  $65,00. 

The  contract  for  heating  required  in 
the  erection  of  an  addition  to  the  Tele- 
phone Exchange  on  Hospital  Street  has 
been  awarded  to  James  Ballantyne,  163 
Nazareth  Street,  at  $15,000. 

Mount  Hamilton,  Ont. 

Tenders  on  the  erection  of  a  Church 
^or  the  Union  Church  Congregation  will 
be  received  until  July  6th  by  the  Archi- 
tect, F.  W.  Warren,  Bank  of  Hamilton 
Building,  Hamilton.  Brick  construction. 
Estimated  cost,  $9,000. 

Ottawa,  Ont. 

The  general  contract  for  alterations  to 
the  premises  of  Moyneur  Limited,  York 
Street,  has  been  awarded  to- Ovla '  Rose, 
98  Water  Street.  Sub-tenders  are  being 
received  for  heating,  plumbing  and  elec- 
trical work.    Approximate  cost,  $8,000. 

The  City  Council  have  awarded  the 
contract  for  asphalt  pavement  on  Lis- 
gar  Street  to  the  Ottawa  Construction 
Company,  Central  Chambers.  Approxi- 
mate cost,  $16,600. 

Smith's  Falls,  Ont. 

The  Board  of  Education  have  award- 
ed the  general  contract  for  the  erection 
of  a  school  on  McGill  Street  to  John 
Davidson,  Herbert  Street,  at  $35,500. 
Architects,  William  Newlands  &  Son, 
Bagot  Street,  Kingston. 

Toronto,  Ont. 

Work  has  been  started  on  the  con- 
struction of  cribwork  and  a  concrete  wall 
for  the  Toronto  Harbour  Commission- 
ers, 50  Bay  Street.  The  contract  for 
Section  No.  1  has  been  let  to  R.  Weddell 
&  Company,  Foot  of  Spadina  Avenue, 
and  for  Section  No.  2  to  Dredging  & 
Rock  Company,  307  Logan  Avenue.  Ap- 
proximate cost,  $300,000. 

The  Board  of  Control  will  receive  ten- 
ders until  July  4th  for  asphalt,  concrete 
and  rocmac  paving  on  a  number  of 
streets.  Specifications  at  office  of  the 
Works  Department,  City  Hall. 

In  connection  with  the  Home  now  be- 
ing l)uilt  on  Bleecker  Street  for  the  Rob- 
ert Simpson  Company,  sub-contracts  on 
plumbing,  heating,  electric  wiring,  terra 
cotta,  plastering,  ornamental  iron  and 
cut  stone  are  now  being  received  by  the 
general  contractors,  Wells  Brothers 
Company  of  Canada,  Ltd.,  9()  Gould  .St, 
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Made  in  Canada 


Dust 

costs  money — 

"TRUSTY  roads  are  expensive,  for 
the  presence  of  dust  means  that 
costly  road  material  is  being  cast 
away  to  the  four  winds  of  heaven. 
Sooner  or  later  it  must  be  replaced 
at  great  expense. 

Ordinary  waterbound  macadam  is 
not  sufficiently  bonded  to  resist  mod- 
ern traffic.  A  stronger  binder  is 
needed.  That  is  why  modern  engi- 
neers are  turning  to  Tarvia — a  coal 
tar  product  of  great  adhesive  power, 
which  is  used  to  cement  the  stone 
together. 

Under  heavy  loads  a  tarviated  road 
is  somewhat  elastic — not  brittle— 
and  traffic  wears  it  smoother.  The 
Tarvia  also  has  the  efifect  of  making 


Carlton  Street,  Frederictnn.  N.  B. 
"Tarvia-X"  Penetration  A'et/.od. 


the  road  surface  waterproof  and  pre- 
venting raveling  by  rain  torrents. 
The  addition  of  Tarvia  to  the  mac- 
adam costs  so  little  that  it  is  more 
than  balanced  by  the  saving  in  main- 
tenance expense.  The  road,  instead 
of  being  torn  up  by  traffic  and  blown 
away  by  the  winds,  stays  where  it  is 
put  and  the  annual  repair  bill  is  re- 
duced materially. 

Progressive  engineers  in  hundreds 
of  towns  are  using  Tarvia  regularly. 
Tarvia  is  made  in  three  grades : 
"Tarvia-X"  for  new  or  rebuilt  roads 
and  pavements,  "Tarvia-A"  for  sur- 
face application,  and  "Tarvia-B"  for 
dust  prevention  and  road  preserva- 
tion. 


Booklet  on  request.     Address  our  nearest  offlce. 


Special  Service  Department. 


This  Company  has  a  corps  of  trained  engineers 
and  cliemists  who  have  given  years  of  study  to 

modern  road  problems.    The  advice  of  these  men  ...  ^  ^. 

may  be  had  for  the  asking  by  anyone  interested.      '"^'t"  ^v.ll  have  prompt  attention. 


If  you  will  write  to  the  nearest  office  regarding 
road  problems  and  conditions  in  your  vicinity  the 


THEPATERSON   MANUFACTURING    COMPANY,  LIMITED 

MONTREAL  TORONTO  WINNIPEG  VANCOUVER 

THE  OARRITTE-PATERSON  MANUFACTURING  CO.,  LIMITED 

ST.  JOHN,  N.  B.  HALIFAX,  N.  S.  SYBNEY,  N.  S. 
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Fires 

Beauceville,  Que. 

Foundry  owned  by  Marcoux  &  Poir- 
icr,  Beauceville.    Loss.  $12,000. 

Hamilton,  Ont. 

\\  areliDuse  owned  by  Lumsden  Bros., 
S2  Macnab  Street  North.  Loss  on  build- 
ing and  machinery  estimated  at  $3."). 000. 

McLennan.  Alta. 

Roundhouse  owned  bv  the  Edmonton, 
Dunvegan  &  British  Columbia  Railway. 
Edmonton,   completely  destroyed. 

St.  Hyacinthe,  Que. 

Residence  of  E.  E.  Fee.  Loss,  $16,000. 
Owner  will  rebuild. 


Miscellaneous 

Chesley.  Ont. 

Floods  on  the  Sauseen  River  have 
caused  a  loss  of  $10,000  on  a  dam  and 
flume  owned  by  M.  A.  Holliday,  and 
$2,000  on  a  dam  belon.a;inK  to  King 
Brothers,  as  well  as  destroying  a  num- 
ber of  small  bridges. 

The  Chesley  Garage  Company  are  in 
the  market  for  an  elevator  for  their  gar- 
age. 

Ottawa.  Ont. 

Tenders  will  be  received  until  4  p.m., 
July  5th,  by  R.  C.  Desrochers,  Depart- 
ment of  Public  Works,  Ottawa,  for  the 
construction  of  a  stone  stairway,  walks, 
etc.,  at  the  Examining  Warehouse.  Plans 
and  specifications  at  offices  of  T.  Hast- 
ings, Postal  Station  F,  Toronto;  R.  L. 
Deschamps,  Central  Post  Office,  Mont- 
real, and  at  the  Department.  Specifica- 
tions only  at  office  of  MacLean  Daily 
Reports,  Ltd.,  25  Charlotte  Street,  To- 
ronto. 

Toronto,  Ont. 

The  Board  of  Control  will  receive  ten- 
ders until  July  4th  for  the  supply  of  a 
tank  car  of  asphalt  flux  oil.  .Specifica- 
tions at  Room  12,  Works  Department. 

Winnipeg.  Man. 

The  chairman  of  the  Board  of  Control 
will  receive  tenders  until  10  a.m.,  July 
4tli.  for  the  supply  of  250  tons  of  asphalt. 
-Specifications  at  office  of  Engineer  W. 
!'.  Brcreton. 

The  City  Council  jjropose  to  build  two 
comfort  staticms  on  Main  Street,  and 
have  a-pproved  plans.  Brick  construc- 
tion. Estimated  cost,  $12,000  each.  En- 
gineer, W.  P.  Brereton. 


CONTRACTS  AWARDED 

Sauk  Ste.  Marie,  Ont. 

Contracts  have  been  awarded  to  Foun- 
dation Company,  Ltd.,  224  St.  James 
Street,  Montreal,  for  three  girder  bridges 
and  foundations  for  two  open  hearth 
furnaces  and  gas  producer  plant  for  the 
.Algoma  Steel  Corporation. 

Boost  for  Wooden  Boxes 

The  advance  in  cost  of  substitute  ma- 
terials of  which  boxes  are  made,  such 
as  fiber  and  metal,  is  bettering  the  sta- 
tus of  the  wooden  box  in  all  parts  of  the 
field.  The  makers  of  fiber  boxes  once 
had  cheapness  on  their  side,  and  that 
gave  them  great  advantage  in  competi- 
tion; but  the  climb  in  prices  which  all 
fiber  and  pulp  materials  have  shown  has 
given  the  advantage  to  the  wooden  box. 
The  demand  for  boxes  in  which  to  ship 
war  stores  has  likewise  helped  the  re- 
liable wooden  box — Barrel  and  Box. 


Waste 


Crates,  which  are  made  of  narrow 
slats,  are  the  most  desirable  pro- 
duct for  a  box  factory  waste.  Often- 
times the  slats  can  be  made  from  waste 
pieces  at  the  same  width  they  were  ori- 
ginally cut,  or  if  not,  at  such  widths 
that  there  is  little  loss  in  ripping  them. 
Sometimes  the  ends  of  these  crates  can 
be  assembled  on  ■nailin.g  machines  in  the 
factory  before  shipment.  Such  crates 
are  used  as  containers  for  a  variety  of 
articles  such  as  oil  cans,  syrup  cans, 
emotv  bottles,  pasteboard  boxes,  smoke'-l 
meats,  fruits  and  light  machinerv 


Solid   Steel   Windows  Successfully 
Withstand  Test 

A  test  was  recently  conducted  by  the 
New  York  State  Industrial  Commission 
at  the  fire-testing  station  of  Columbia 
University  to  determine  whether  solid 
steel  windows  would  successfully  with- 
stand the  heat  they  would  be  called  upon 
to  meet  under  actual  fire  conditions. 

The  test  was  conducted  by  Profes- 
sor James  S.  MacGregor,  of  Columbia 
University,  with  Fenestra  solid  steel 
windows.  He  reported  that  "after  the 
test,  all  three  vents  of  the  windows  used 
were  opened  without  difficulty  and  could 
be  swung,  closed  and  locked  with  ease." 

The  results  of  the  test  are  said  to 
remove  a  handicap  to  the  use  of  such 
windows,  especially  in  the  State  of  New 
York.  An  old  state  law  practically  lim- 
ited the  sale  of  solid  steel  windows  to 
units  not  exceeding  5  feet  wide  and  9 
feet  high.  The  demand  of  manufacturers 
and    building    o.wners,    however,  was 


thought  to  be  for  a  steel  window  that 
could  be  used  singly  or  in  combined 
units  of  practically  any  size  needed.  The 
approval  of  the  industrial  commission 
of  this  type  of  window  is  ..tn  added  as- 
surance to  building  owners  that  they  can 
use  solid  steel  windows  for  safety  against 
the  fire  hazard. 


Portable  Asphalt  Plants 

Asphalt  plants  of  the  designs  evolved 
by  Warren  Brothers  Company,  of  Bos- 
ton, for  their  own  work  of  laying  bi- 
tuminous pavements  and  roads  are  now 
being  sold.  One  of  the  most  useful  of 
their  designs  has  proved  to  be  the  port- 
able plant,  which  had  to  be  low  in  first 
cost  and  maintenance,  but  sufficiently  mo- 
bile for  use  for  street  repairs  and  small 
contracts  and  on  state  and  county  roads. 
Such  a  plant  comprises  a  boiler  and  en- 
gine, storage  bin,  continuous  bucket  ele- 
vator, revolving  drier  and  mixer,  two 
melting  kettles  and  a  barrel  hoist. 

In  operation  a  batch  of  mineral  ag- 
gregates (about  3,000  lbs.)  is  loaded  into 
measuring  wheelbarrows,  dumped  into 
the  elevator  and  held  in  the  storage  bin 
until  the  previous  batch  leaves  the  drier. 
Then  the  fresh  charge  is  discharged  from 
the  bin  through  an  outlet  gate,  controlled 
by  the  operator  on  the  mixing  platform. 
Thus  there  are  five  batches  at  the  plant 
— one  just  discharged  from  the  mixer, 
one  in  the  mixer,  one  in  the  drier,  one 
in  the  bin  and  one  in  the  wheelbarrows. 
In  the  drier  a  spiral  flight  carried  by  the 
shell  works  the  material  forward  to  a 
reversing  gate  that  discharges  back  to- 
ward the  drier  centre  or  forward  into 
the  mixer.  In  the  mixer  compartment  a 
spiral  flight  on  the  shell  works  the  charge 
forward,  and  a  reversed  interior  spiral 
works  the  top  of  the  batch  backward. 
Oil  fuel  is  burned  in  a  combustion  chani- 
ber  and  the  hot  gases  passed  through 
the  drier  and  mixer.  It  is  reported  that 
asphalt  topping,  open  mixture  or  To- 
peka-specification  mixture  can  be  mixed 
well  and  without  changes  of  plant.  A 
batch  is  kept  large  enough  so  that  good 
uniformity  of  product  is  maintained. 
Eleven  men  are  required  for  full-capacity 
operation. 

The  entire  plant  except  the  two  kettles 
is  mounted  on  one  truck,  weighing  29,000 
pounds.  The  plant  .with  kettles,  tools, 
etc.,  weighs  39,500  pounds.  The  boiler 
is  rated  for  35  h.p.  and  is  built  according 
to  the  A.S.M.E.  code.  The  engine  has 
an  8-inch  cylinder  and  6-inch  stroke. 
Such  a  plant  costs  complete  $5,500  (f.o.b. 
Boston). 


WILSON  SCALES 


ARE 


GOOD  SCALES 

We  manufadlure  all  S[y\es.  —  Write  us  for  prices. 

C.  Wilson  &  Son 

71  Esplanade  St.  East  TORONTO 


Tenders 


A  few  dollars  spent  in  advertising 
your  proposals  in  the 

Contract  Record 

and  Engineering  Review 

would  result  in  additional  competition, 
which  might  save  your  city  or  town  or 
your  client  many  hundreds  of  dollars. 
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BOILERS 
STACKS 


STEEL 


We  Specialize  in  This 
Class  of  Work. 

Any  Shape  or  Size. 

All  Workmanship 
Guaranteed. 


MARSH  &  HENTHORN,  LIMITED 


TANKS 
FLUMES 


Get  Our  Prices  on 
Your  Requirements 
Before  Buying. 


Prompt  Delivery. 
BELLEVILLE,  ONTARIO 


WOODEN  PIPE 

Wire  wound  wood  stave  pipe,  3  in.  to  34  in. 
diameter.  Continuous  wood  stave  pipe,  any 
diameter  required. 

Canadian  Pipe  Co.,  Limited 


EstabHshed  1904 


New  Factory  Erected  1910 


Equipped  with  the  most  up-to-date  mach- 
inery. Every  machine  dri\cn  l)y  a  separ- 
ate electric  motor.  Satisfaction  Guaran- 
teed 

Office  and  Factory 

550  Pacific  Street     -    VANCOUVER,  B.  C. 


Crushed  Stone 

for  Contractors 

Sizes,        I,  2,  and  3  inches 
and  dust. 

Apply  to 

Secretary's  Office,  McGill  University,  Montreal 


John  V.  Gray  Construction 
Co.  Limited 

General  Building  and  Concrete  Work  of  all  kinds 
Specializing  on  Modem  Reinforced  Concrete 

Brick  and  Mill  Construction 
Packing  House  and  Cold  Storage  Buildings 

625  Confederation  Life  Bldg.,  Toronto 

JOHN  V.  GRAY  (Formerly  of  Wells  &  Gray) 

President  Phone  Main  102 


VANCOUVER  WOOD  PIPE 

&  TANK  CO.,  LTD. 


Contractors  for  Waterworks  Construction, 
Manufacturers  ot  Wire- Wound  Wood  Pipe,  Continuous  Stave 

Pipe,  Tanks,  Silos,  Steam  Casing. 
See  our  new  patented  Wood  Pipe  Coupling-Positlvely  LEAK  PROOF. 

We  are  the  origina'org  of  the  BORED  OUT  Wood  Sleeve  Coupling. 

Write  for  Illustrated  Catalogue. 

850  Hastings  St.  W.      VANCOUVER,  B.  C. 


Jambs  Thomson,  Prasident, 


J.  G.  Allan,  Vice-President. 


Jambs  A.  Thomson,  Secreiar). 


THE  GARTSHORE-THOMSON  PIPE  &  FOUNDRY  GO. 


LIMITED 


Manufacturers  of 

Flexible  and  Flange  Pipe, 
Special  Castings  and  all  kinds 

3  inches'to  60  inches  diameter. 

of  Waterworks  Supplies.  for  Water,  Gas,  Culvert  and  Sewer 

HAMILTON.  ONT. 
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Crushed  Rubble  Dimension 

CROOKSTON  QUARRIES 

Crushed  Stone — Clean,  tough  stone,  specially  suitable  for  concrete  mix  and  macadam  roads.  Although  we 
have  supplied  hundreds  of  cars  of  stone  to  Toronto,  Montreal  and  intervening  points  we  have  never  had  one 
car  rejected. 

Rubble  Stone — From  one  man  size  to  blocks  weighing  many  tons. 
Dimension  Stone — The  stone  that  has  stood  the  test  for  half  a  century. 

Capacity  500  tons  a  day  CP.R.  and  G.T.R.  Connections  Telephone  Madoc  2.  R  3 — 2 

ASK  US  FOR  QUOTATIONS 

QUINLAN  &  ROBERTSON,  Limited,  Crookston,  Ontario 


Pure, 

Warm 

Air 


in  large  volumes,  uncon- 
taminateH    and    full  of 
health  -  giving   oxygen  ; 
that's  the  kind   supplied  by  the 

KELSEY 

Warm  Air  Generator 

The  Kelsey  is  the  ideal  heater,  for  offices,  schools, 
and  in  fact  any  building  in  which  is  required  a 
stimulating,  healthy  atmosphere. 

You  should  know  more  about  it. 
Write  for  Literature. 

The  James  Smart  Mfg.  Co. 

Water  St.  Limited       Brockville,  Ont. 


DERRICKS  SAVE  MONEY 

and 

We  send  Derricks  on  Trial  to  reliable  Contractors. 


Labour  is  Scarce  and  High  Priced. 
Derricks  are  Easy  to  Handle  and  Low  Priced. 

NATIONAL  EQUIPMENT  CO.,  LTD. 

1  Wabash  Avenue  TORONTO 


1^  A  YY   C!  ^i^d  Relaying 

AVznLA Switches,  Turntables,  Etc. 


Carried  in  Stock 


Locomotives  and  Cars 
Jno.  J.  Gartshore,  Toronto 


DARLING 

STEAM 


PLIAfiCE 


ipARLING  BROTHERS  ^  - 

LIMITED  ^ 
Engineers  and  Manufacturers 
MONTREAL,  CANADA 


I,. 


Bronchos:  , 

luronto  antJ  \Vini»i|K'(i 


Aftcnts  ; 

VHaHfux.  St.  John,  Calftary,  Vai»couvcr 
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Fuel  Bill  Insurance 

You  insure  your  plant  against  fire  and  your  boileis 
against  explosion.  Why  not  also  insure  )  our  furniices, 
ovens,  and  boiler  settings  against  heat  loss  and  large 
fuel  bills  by  having  them  insulated  with 

Nonpareil  Insulating  Brick 


W.S.  Rockwell  Company  heat  treating  furnace, 
insulated  with  Nonpareil  Insulating  Brick. 


One  45/2-inch  course  of  these  brick  in  the  walls  and 
arches  will  save  60%,  or  more,  of  the  heat  that  is  now 
being-  lost  by  radiation,  and  the  fuel  saved  will  pay 
for  the  installation  in  a  short  time.  There  is  no 
troul)le  connected  with  them,  either — no  repairs,  no 
up-keep,  no  expense  of  any  kind.    After  they  are  in- 


stalled you  can  forget  them,  but  they  will  keep  on 
keeping-  the  heat  inside  where  it  belongs. 

Nonpareil  Insulating  Brick  are  made  of  diatoma- 
ceous  earth  (kieselguhr),  one  of  the  best  nonconduc- 
tors of  heat  known.  The  whole  story  as  to  why,  they 
retain  the  heat  and  how  they  save  fuel  is  told  in  an 
-interesting  booklet.     It  is  yours  for  the  asking. 


A  sample  also  if  you  wish  it 


Armstrong  Cork  &  Insulation  Co.,  Ltd.,  sos  mcgui  Building,  Montreal,  Que. 


Also  manufacturers  of  Nonpareil  High  Pressure  Covering  for  steam  lines 


This  is  the  Season 


Big  Stock — Low  Prices 
Good  Goods — Prompt  Shipment 


for  Rush  Orders 


For  unseen  and  uncontrollable  reasons  have  you  ever  found  at  the 
last  minute  that  you  needed  a  car  of  Sewer  Pipe  or  some  special 
fittings  rushed  out  in  a  hurry?  If  you  did  and  you  sent  your  business 
to  us  at, — 

"HAMILTON" 


We  know  the  shipment  went  out  in  the  quickest  possible  moment. 
That  is  the  policy  of  this  organization.  We  candidly  think  we  handle 
our  shipments  more  promptly  than  any  other  sewer  pipe  makers  on 
the  continent.  We  have  a  lot  of  old  engineering  friends  who  will 
confirm  the  above  statements  and  we're  always  looking  for  new  ones. 


The  Hamilton  &  Toronto  Sewer  Pipe  Co.  Ltd. 

HAMILTON  and  TORONTO,  CANADA 


54 


THE   CONTRACT  RECORD 


June  38,  1916 


ELECTRIC  and  HAND  POWER  TRAVELING  CRANES 

Electric  Bucket  Cranes,  MonoNNRail  Hoists,  Power  Plant  Cranes, 
Jib  Cranes,  Dock  Cranes,  Railway  Cranes,  Derricks. 

— Made  in  Canada — 

NORTHERN  CRANE  WORKS,  Ltd.,  WalkerviUe,  Ont. 


The  Maritime  Bridge 

Company,  Limited 

We  have  in  stock  the  following  list  of 
Steel  Shapes  and  Bars  which  we  would  like 
to  dispose  of,  and  are  prepared  to  quote  be- 
low the  market  on  all,  or  any  items  for  quick 


sale. 


67-6' 
28-6' 
40-6" 
22-6" 


Angles 

x3"/2"x5/i"-60'0" 
x3'/2"xll/16"-60  0" 
x3'/4"x3/4"-60'0" 
x3i/4"x3/4"-55'0" 


Channels 


94-  3"  X  2-11/16"  X 

95-  3-1/16"  X  2-3/4 


31-12"x30  lb.-60'O" 
83-15"x33  lb.-36'lOi^' 


Zees 

:  1/4"  X  6.7  lbs.  -  54 '0" 
'x5/l6"  X  8.5  lbs.  -  50 '0" 


Mild  Steel  Bars 


20 

20-10 
13-6" 

17.7- 

19-  8" 

20-  10 
15-U 

12-  11 
88-4" 

13-  8 


xl/4"-30'0" 
"xl/4"-30'0" 
x5  16"-10  0" 
x5  16"-20'0" 
x5  16"-30'0" 
"x5/16"-30'0" 
"x5/16"-20'0" 
',4x5/16"-17'0" 
x3/8"-ll'10" 
x3/8"-30'0" 


14-6"x7/16"-13  0" 

8-3"xl/2"-10'0" 

40-6"xl/2"-20'0" 

12-8"xl/2"-10'0" 

8-9"xl/2"-32'0" 

3-10"x9/16"-22'0" 

5-12!4"x5/8"-30'0" 

22-6!^"xll/16"-33'0" 

5-7"xll/16"-20'0" 

19-8"xl-l/8"-18'3" 


Large  Tonnage  of  Plate*,  Shapes  and  Bars  in  Stuck 

OHice  and  Plant,  NcW  GlaSgOW,  N.  S. 


How  Do  You  Buy  a  Transit? 

By  Precedent — "The  kind  the  old 
company  used,"  or  by  the  "hit  and 
miss"  method? 

Why  not  investigate  all  the  good  in- 
struments? 

H&B  Transits  and  Levels 

"Mathematically  Precise" 

Are  rigid,  of  lightest  practical  construction. 
Accurate.  Satisfactorily  retains  adjustments 
under  hard  service.  Designed  and  offered  by 
life  time  specialists  in  the  manufacture  of 
surveying  and  engineering  instruments. 

Write  for  Catalogue  now 

HFI  I  FR  Rr  RRICHTI  Y  Spring  C.rden  Street 

nCLLCIV  <K  DKlViniLI,  PHILADELPHIA.  PA., "Since  1870" 


Smith -Vaile  Triplex  Pumps 


Belt  Drive 


Chain  Drive 


Direct  Geared 


Four  bearings  insure  reliability  for 
day-by-day  service  in  a  practically  un- 
limited range  of  application.  May  be 
belt  driven  from  any  available  source 
of  power,  or  direct  connected  by  coup- 
ling, gears  or  chain  to  any  form  of  motive  power. 
See  Bulletin  No.  741. 

Standard  Pumps  for  Every  Service 
PLATT  IRON  WORKS      DAYTON,  OHIO 

Sales  Representatives  in  Principal  Cities 


THE  PIONEER  BACK-DUMP  BUCKET 

for  Gravel  Excavation 

Let  us  send  you  our  free  catalog,  vsrhich  explains  the  merits  of 
our  Bucket  and  illustrates  its  use. 

Prices  Reasonable —Immediate  Delivery 

We  are  prepared  to  sell  not  only  the 
bucket,  but  jhe  entire  plant. 


The  Mansfield  Engineering  Co. 

1014  Fletcher  Trust  &  Savins*  Bids. 
INDIANAPOLIS.  IND. 
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Cawthra  Mulock,  President 


Gordon  F.  Perry,  General  Manager 


NATIONAL   IRON   WORKS,  Limited 

Head  Office,  Works  and  Docks TORONTO 


every  size  for  Water,  Gas,  Culvert  or  Sewer,  Carried  in  Stock  at 
Lake  or  Rail  Shipments     MONTREAL,  TORONTO  and  PORT  ARTHUR 


Keeps  Roads  in  Good  Condition 

Use  Fluxphalte  and  preserve  the  surface  of  macadam  roads,  good  as  new,  for  years 
longer.  Makes  the  covering  Hke  an  asphalt  pavement.  No  dusting  away,  smooth  sur- 
face, easy  for  traffic,  and  inexpensive  to  maintain.  Put  on  a  dressing  of  Fluxphalte  and 
save  repair  bills. 

New  illustrated  booklet  on  request. 


PMi' 


feMciH)  OP  imm  mi 


iMLi  OIL  C?  ImmB 


C17\/17M  DfD  UV  DTD   for  i'ARtitions,  suspended  ceilings 

OIL  V  Eii^  rvlD  Fl  I  -IxlD  side  walls,  roofs,  etc.  gauges 

24.  26,  28 
STANDARD 
SHEETS 
24"  wide, 
6,  8,  10  and 
12  feet  long. 


Trussed  Concrete  Steel  Co.  of  Canada,  Limited, 


walkerville, 

ONT. 


66 


THE  CONTRACT  RECORD 


June  28,  1916 


MONNOYER 

Chimneys 
Water  Towers 
Condensers 
SiloSy  Etc 

The  Monnoyer  is  the  very 
latest  method  of  erecting  the 
above  structures.  It  is  re- 
volutionizing the  use  of  ce- 
ment in  buildings  of  this 
kind.  A  tremendous  saving 
in  time  required  for  erection. 
Saving  in  weight  and  found- 
ations. Greater  beauty  of 
outline.    All  round  superior- 


T.N.R..  Quebec,  198  high,  9'  diameter 

MONNOYER'S  SYSTEM 

recently  introduced  to  this  country  by  us,  has 
so  many  decided  improvements  on  the  ordinary 
system  of  concrete  construction,  it  is  hard  to 
credit  all  these  claims. 

We  shall  be  glad  to  send  you  full  informa- 
tion by  mail. 

Edouard  Pelletier  &  Fils 

111  Cojomb  St,,  QUEBEC 

GRANTEES  FOR  CANADA 
Sales  Representatives: 

The  R.  E.  Cleaton  Co.,  20  St.  Nicholas  St 

MONTREAL 


Here's  a  Bargain 


New  "Vulcan"  Shovel 

on  Railway  Trucks 

1  1-4  Yard  Dipper-38  Tons 
Bargain  for  quick  sale, 

Mussens  Limited 

MONTREAL 


Keith 
Fans 


The  oppor- 
t  u  n  i  t  y  for 
greater  econ- 
omy and  effic- 
iency in  Heat- 
ing and  Ven- 
tilating in  em- 
phasized in  the    "Keith*'    Fan.  Com- 
parative tests  of  other  types  of  fans  have 
resulted  in  the  "Keith"  being  proclaimed 
the  most  efficient  and  economical  in  the 

Fan  World.        ^^^^       ^^^^  catalogue  No.  55. 

SHELDONS  LIMITED,  Gait.,  Ont. 

Toronto  Office:  609  Kent  Building 

AGENTS : 

Messrs.  ROSS  &  GREIG,  412  Jamea  St.,  Montreal,  Que. 
Messrs.  WALKER'S  LTD.,  259-261  Stanley  St.,  Winnipeg,  Man. 
Messrs.  GORMAN,  CLANCKy  &  GRINDLEY,  LTD.,  Calgary 

and  Edmonton,  Alta. 
Messrs.  ROBERT  HAMILTON  &  CO.,  LTD.,  Bank  of  Ottawa 
Bldg.,  Vancouver,  B.  C. 
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Neptune  Meter  Co. 


Manufacturers  of  the 
well-known 


TRIDENT 
Frost -Proof 
Water 
Meters 

Write  for  Catalogue 


Main  Office      -      90  West  Street 
NEW  YORK  CITY 


Water  Supply 

from 

Deep  Wells 

is  obtained  at  a  mini- 
mum cost  by  use  of  our 
deep  well  pumps. 


Write  for 
Bulletin  26 
explaining 
the  ust  of 
Cook's 
Patent 
Brass  Tube 
Well 
Strainer 


A.  D.  COOK 

Lawrenceburg,  Indiana,  U.  S.  A. 

Manufacturer  of  a  Complete  line  of  DEEP  WELL 
SUPPLIES  including  Steam,  Belt  and  Motor  Driven 
DEEP  WELL  PUMPS,  Wind-mill  and  Hand  Pumps, 
Working  Barrels  and  Valves,  Pump  Rods  and  Pump 
Rod  Joints,  Drill  Rods  and  Drill  Rod  Joints,  Drilling 
and  Well  Tools. 

Catalogue  Mailed  Upon  Request 


ii 


.'U.jJJ.U.U.kJJ.i.FM 


r 


Good  Profits  Here- Wake  Up! 

M-R-Co.  Goods  are  "  Right 
on  the  Job." 

There  are  immense  possibilities  for  the 
Building  Trades  in  Metallic  Shingles  and 
Metallic  Ceilings.  They  are  quick  for 
repair  jobs.  They  are  durable,  neat 
and  fireproof  and  there  is  no  "come  back." 

The  "Quality  House"  is  Safest-  Think  of 
Safety  First 

The  Metailic  Roofing  Co. 

Limited 

Manufacturers  to  the  Trade 
TORONTO     and  WINNIPEG 


SPRINKLER 

TANKS 

and 

TOWERS 

We  are  the  largest 
manufacturers  in 
Canada  of  both 
woodandsteelTanks 
and  substructures  for 
factory  sprinkler  sys- 
tems and  for  Muni- 
cipal 

Railroad  and 

Suburban 
Water  Supply 

We  shall  be  pleased 
to  furnish  you  with 
all  the  information 
and  data  you  may 
require  on  this  class 
of  work. 

Send  us  your  blue 
prints  for  estimates. 

Send  for  special  Tank  and  Tower  Catalogue 

Ontario  Wind  Engine  &  Pump  Co. 

Toronto   Montreal  Limited        Winnipeg  Calgary 


58 


THE  CONTRACT  RECORD 


June  2S,  191  fi 


Increase  Your  Derrick  Output 

by  equipping  your  derricks  with 
DAKE  motor  crabs  which  posi- 
tively take  the  delays  out  of 
operation.  There  are  no  dead 
centers  on  the  DAKE  Motors 
used  on  these  machines. 

DAKE 
MOTOR  CRABS 

Start,  stop  and  reverse  instantly. 

Write  now  for  catalog  of  our  contractors'  equipment 

DAKE  ENGINE  CO.,  Grand  Haven,  Mich  ,  U.S.A. 

CANADIAN  AGENTS: 
Montreal -Mussens,  Ltd.   Toronto-A.  R.  Williams  Machinery  Co.,  Ltd. 


Beam*  — Chanoel* 
Angles— Plates 

Always  in  Stock 

Reinforcins  Bars 

"Self-Senterlng" 

Corrugated 
SheetiDK 


Prompt  Shipments 
from  Stock 
Material 

SEND  US  YOUR 
INQUIRIES 


STANDARD  STEEL 
CONSTRUCTION  CO. 

LIMITED 
WELLAND      -  CANADA 

Manufacturers  and  Erectors 


STEEL  BUILDINGS  and  BRIDGES 


Do  You  Want  Crushed  Stone  ? 

That  is  Clean,  Tough  Stone  of  a  Quality 
suitable  for  Macadam  Road  and  Concrete 

We  can  supply  you  in  any  size  or  quantity. 

Our  (ervice  i*  unexcelled  and  our  prices  right. 
Phone  or  writ*  us  for  quotations  when  you  arc  In  the  market. 
Office-M  4515-M  4516      Residence-?  2278 

Crushed  Stone  Limited 

47  Yonge  St.  Arcade,  Toronto 

G.  W.  Essery,  Manager 


Sandy  Gravel  and  Crushed  Stone 

Lime  Fire  Clay 

Cement  Fire  Brick 

Plaster  Sewer  Pipe 

Hair  Weeping  Tile 

Building  Stone 

Our  prices  are  right  and  our  service  good. 

Britnell  &  Co.,  Limited 

CP.R.  Crossing,  Yonge  St.,  North  Toronto 

Phooen,   Office  North  \  Rveningrs.  North  2107 


STRUCTURAL  STEEL 
FOR  QUICK  DELIVERY 

We  carry  in  stock  at  Montreal  8,000  tons  of  Structural 
Shapes  and  are  In  a  position  to  make  quick  ship- 
ment of  either  plain  or  riveted  material  for 

Bridges,  Roof  Trusses,  Columns,  Girders, 
Beams,   Towers  and  Tanks,  Penstock. 

Bstimates  turniehed  promptly.  Capacityl8,000  Tons  Annually. 

Structural  Steel  Co.,  Ltd. 

Main  Office  and  Works,  Montreal 


Canadian  Inspection  and  Testing 
Laboratories,  Limited 

Inspecting  Engineers  and  Chemists 

Mill,  shop  and  field  inspection  of  bridges 
and  structural  v/ork;  test  of  materials;  mill 
inspection  of  rails  and  track  supplies; 
foundry  inspection  of  steel  and  iron  cast- 
ings of  all  classes;  expert  examinations  and 
reports.  Representatives  at  all  important 
Canadian.  American  and  European  Works. 

Head  Office  and  Main  Laboratories:  MONTREAL 

Branch  Offices  and  Laboratories  -  TORONTO.  WINNIPEG 
EDMONTON,  VANCOUVER  and  NEW  GLASGOW 


Canada  Iron  Foundries,  Limited 


CAST  IRON  RIPt 


Head  Office 

Mark  Fisher  Building 
MONTREAL 


Car  Wheels,  Cast  Iron  Water  and  Gas  Pipe,  Specials,  Valves,  Hydrants,  etc^  Castings 
of  all  kinds,  Moorinff  Bollards  for  both  Concrete  and  Wooden  Docks 
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For — 
Drilling 
Reaming 
Tapping 
Flue  Rolling 


For — 

Wood  Boring 

Driving  Studs 

Tightening 

Bolts 

Valve  Settling 


"A  Surprisingly  Simple  TooV^ 

It's  a  ''LITTLE  DAVID"  Drill  and 
it  will  require  less  attention  for  repairs, 
cost  less  for  operation,  and  do  more 
work  than  any  other  four  cylinder 
pneumatic  drill  of  equal  capacity. 

There  are  other  ''LITTLE  DAVID 
Tools  for  many  purposes. 


ASK   FOR    CIRCULAR  739 


CANADIAN  INGERSOLL-RAND  COMPANY,  LIMITED 

Commercial  Union  Building,  Montreal,  Que. 

Works:  Sherbrooke,  Que. 
Sydney,  Toronto,  Cobalt,  Timmins,  Winnipeg,  Nelson  Vancouver. 
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Current  Prices  of  Building  and  Engineering  Materials 


TORONTO  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — delivered  in  5  barrel  lots,  $1.85  per  bbl. ; 
with  bags,  $2.25;  car  lots,  $1.35  on  the  track, 
with  pkgs.,  $1.75. 

Lime — grey  3Sc,  white  40c  per  100  lbs.,  delivered 
in  not  less  than  1500  lb.  lots.  At  the  ware- 
house, white  37c,  grey  35c. 

Brick — No.  1  dry  pressed  red  brick,  $17 ;  buff, 
$17  f.o.b.  the  job;  No.  2,  $14;  common  red 
stock  brick,  $11  to  $14;  grey,  $11  to  $12; 
wire-cut  brick  for  foundation  work,  $8.50  on 
the  cars,  delivered  $9.50;  "Tapestry"  brick, 
imported,  $25  to  $35;  local  Rug,  $14;  sand- 
lime  brick,  $7.50;  King  Edward  Siding,  $6.50 
at  the  mill;  $8.50  delivered  on  job.  Paving 
brick.  No.  1,  $18  per  M.  f.o.b.  West  Toronto; 
No.  2  $14;  paving  blocks.  No.  1,  $24  per 
M. ;  No.  2.  $18.  Sun-Tex  face  brick,  $16 
to  $20  per  M. ;  Denison  interlocking  hol- 
low tile,  $60  per  M.    Lots  over  100,000  $55. 

Concrete  brick  —  Quotations  f.  o.  b.  Toronto: — 
White  $52,  buff  $28,  grey  $27,  plain  pressed 
$17,  red  $27.  Other  quotations  on  applica- 
tion. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Toronto  prices,  F.  O.  B.  Car : 

Crushed  stone— 2  in.,  $1.20;  1-in.,  $1.25;  H->n., 
$1.25;  rubble  stone,  in  car  lots,  $1.15  per 
ton  f.o.b.  car. 

Sand — for  cement  or  brick  work,  80c.  per  ton, 
f.o.b.  Toronto. 

Gravel — 75c.  per  ton,  f.o.b.  Toronto. 

LUMBER   (BUILDING  MATERIAL) 
Toronto  prices  delivered. 

Hemlock— 2  x  4  in.  to  2  x  12  in.,  8  to  16  ft., 
$22,  18  ft.,  $23;  1-in.  Hemlock,  No.  1  $21; 
No.  1  Hemlock  decking  $22  to  $23;  No.  2 
•  Hemlock,  dimension  and  1  in.,  $16  to  $18. 

Pine — 1-in.  by  4-in.  to  6-in.,  $27;  1-in.  by  8-in., 
129;  1-in.  by  10-in.,  $30;  1-in.  by  12-in.,  $30 
to  $32;  2-in.  by  4-in.  to  13-in.  white  pine, 
12  ft.  to  16  ft.  long,  $26  to  $31;  ^  by  6 
and  10-in.  pine  shelving,  $33  to  $36;  %  x 
12  in.  pine  shelving,  $45;  No.  1  white  pine 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
flooring,  $35;  No.  1  spruce  flooring,  $27;  No. 
$27;  No.  1  pine  V,  or  beaded  sheeting,  $35; 
No.  2  ditto,  $32;  pine  trim  4-in.  casing. 
$1.75  per  100  ft.;  5-in.  ditto,  $2;  8i  n.  pine 
base,  $2.75  to  $3.25;  4-in.  pine,  window  stool, 
$2.75. 

Shingle.— XXX  B.  C.  shingles  $3.35;  N.  B.  extrai 
$4;  N.  B.  clears  $3.65;  No.  1  pine  lath  $6.00; 
No.  2  pine  lath  $5.10;  No.  1  spruce  lalh  $4.75. 

Dimeniion  Timber  (B,  C.  fir)— 10  x  14,  12  x  12, 
12  X.14,  14  X  14,  14  X  16,  $38.fK);  10  x  16, 
12  X  16,  16  X  10,  14  X  18,  18  x  18,  20  x  20. 
$38.60;  12  18,  18  x  20,  $.39.00;  10  x  18, 
12  X  20,  14  X  20,  16  x  20,  $40.00.  These 
prices  apply  to  32  ft.  lengths;  32  to  35  ft, 
$1.00  per  thousand  extra;  36  to  40  ft.  $2,00 
per  thousand  extra. 

STEEL  AND  IRO.\ 
Steel   and   Iron   Bars— $2,90  to  $3  base,  twisted 
and    deformed,    $3.25;    structural  sections, 
$.3.60;   small  sizes  $3.26. 


Steel  Plates— tank  and  boiler,  $3.50  per  100  lbs. ; 
!4  in.,  5/16  in.  and  Vs  in.,  $3.50  per  100  lbs. ; 
gauge  plates,  No.  10,  12,  14,  $4.00  per  100 
lbs. ;  black  American  bessemer  plates,  28 
gauge,  $3.75  to  $4.00  per  100  lbs. 

Galvanized  iron— 28  gauge  $6.50  to  $7.00. 

Cast-iron  pipe — Standard  prices,  carload  lots,  f.o.b. 
Toronto;  4-in.  $34  per  net  ton;  6-in.  to  12- 
in.  $33;  12-in.  up  $.32.50,  with  $1  extra  for 
gas  pipe. 

SEWER  PIPE 
Sewer  Pipe — Toronto  prices  (wholesale)  f.o.b.  fac- 
tory, 4-in.,  25c  per  ft. ;  6-in.,  40c  ft. ;  8-in. 
55c  ft.;  9-in.,  70c  ft.;  12-in.,  $1  ft.:  15-in., 
$1.40;  18-in.,  $1.90  ft.;  20-in.,  $2.25  ft.;  24- 
in.,  $3.25  ft. ;  less  74  per  cent.,  4-in.  to  12-in., 
70  per  cent.,  15-in.  to  18-in.,  65  per  cent.,  20- 
in.  to  24-in., 

PAINTS  AND  OILS 
White  lead— ground  in  oil,  $14.25  per  100  lbs. 

Boiled  linseed  oil— in  bbls.,  $1.01  per  gal.  of  9  lbs. 

Raw  linseed  oil — in  bbls.,  98c.  per  gal.;  red  lead, 
dry,  $14  per  100  lbs. ;  putty  in  bulk,  $3.50 
per  100  lbs,;  in  lOOIb.  drums,  $3,85;  putty 
in  25-Ib.  tins,  $4.00  per  100  lbs.;  steel  sash 
putty,  $4,50  per  100  lbs. ;  turpentine,  in  bbls.. 
80c.  per  Imp.  gal.,  southern  gauge. 


MONTREAL  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — $2.00  steam  car  load  lots,  including  sacks 
Lime — Hydrated,  $14  per  ton ;  lump,  $8. 
Brick— No.  1  pressed,  $17;  No.  2  pressed,  $13; 
Manganese  rustic,  $20;  buff  rustic,  $20;  red 
rustic  No.   1,  $14;   red  rustic  No.   2,  $12; 
buff  (smooth),  $21;  buff   (rough),  $25;  C. 
P.  R.  50c.  extra  except  for  plastic.  Domin- 
ion silicate,  1st  quality,  $13;  second  quality. 
$10.50;  all  f.o.b.  Montreal. 
Concrete    Brick'^grey    $22,    red    $22,    buff  $23, 
white  $45,   plain  pressed   $12   per  thousand, 
all  f.o.b.  Montreal  (C.  P.  R.  terminals), 

CONCRETE  SEWER  PIPE 
Straight    pipes    (per   foot) — not    reinforced.  8-in, 
26c,;  9-in.  30c;  10-in.  34c;  12-in.  40c;  15-In. 
60c;  18-in.  74c.     Reinforced,  18-in,  90c;  21- 
in,  $1;  24-in.  $1.20;  30-in.  $L60;  36  in.  $2.40; 
42-in.  $3;  48-in.  $4.20. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2  in.,  $1.40;  ?4  >n.,  $1.65;  5^-in., 
$1,75  per  ton,  delivered. 

Sand — 90c,  per  ton,  car  load,  on  cars. 
Gravel — $1,20  per  ton  f,o.b,  cars, 

STEEL  AND  IRON 
Steel  angles — 3-in.  x  3  in.  and  up,  $3.50,  1  in. 
X  1  in.  X  H  in.,  26c.  extra;  %  in.  x  ii  in. 
X  li  in.  50c.  extra.  Boiler  plates — '/J  in, 
tliick  and  thicker,  $4,00.  Circular  plates- 
Flange  quality,  .30  in.  dimension  and  over, 
$4.25;  under  .30  in.  dimensions,  $4.75.  Beams 
and  channels — Under  35  lbs.  per  yd.,  $4.00; 
.35  lbs.  per  yd.  and  over,  $3,75;  f,o,b,  Mont- 
real, net  cash.  Corrugated  iron — 26  gauge, 
.$6.00;  28  gauge,  $5,50  per  100  sq,  feet.  Cop- 
per bearing  sheets — Keystone  black.  28  U.  S 
gauge,  $4.50  per  100  lbs.  nominal. 

SEWER  PIPE 
Straight   pipe   (per  foot) — 4-in.,  25c;   6-in.,  40c; 
8in.,  r,r>c;  9  in.,  70c;  lOin,,  SOc  ;  12  in,,  $1; 
24  in,,  $.3,25,     Bends,  each  75c,  $1,20;  $2,20, 
$2.80.  $3.20,  $4.00,  $13,     Double  collar,  75c. 


$1.20,  $2.20,  $2.80,  $3.20,  $4.00,  $13.  Single 
branch,  2  ft.,  $1,  $1.60,  $2.50,  $3.15,  $3.60, 
$4,50,  $16,25,  Double  branch,  2  ft,,  $L75, 
$2.80,  $3.85,  $4.90,  $5.50,  $8,  $26.  Y.  Pipe! 
2'/2  ft.,  $2,  $3,  $4.12,  $5.25,  $6,  $8.50,  $27.60. 
Syphon,  $2.25,  $3.60,  $6.60,  $8.40,  $9.60,  $15, 
(12-in.)  Buchan  trap  cesspools,  double  sy- 
phon, running  trap  and  hand-hole  trap,  $2.25 
$3.60,  $6.00,  $8.40,  $9.60,  $15  (12-in.)  These 
prices  are  subject  to  a  .discount  of  50  per 
cent,  for  less  than  car  load  lots  delivered,  and 
a  discount  of  from  62  per  cent,  to  70  per 
cent,  for  car  load  lots  f.o.b.  Montreal. 

SUNDRIES 

Hard  wall  plaster  —  $12  per  ton.  Plaster  of 
Paris— .$2..35  per  bbl.  Rope— Best  Manilla. 
22}/$c  basis  per  pound;  British  manilla,  18c. 
basis ;^  sisal  rope,  IS'Ac.  basis;  lath  yarn  13i4 
•  cents.  Boiled  linseed  oil— in  barrels  90c.  per 
gal.  of  9  lbs.  Raw  linseed  oil — in  barrels, 
S7}^c.   per  gal. 


WINNIPEG  PRICES 

CEMENT,  LIME,  AND  BRICK 

Cement— Delivered  in  5-bbl.  lots,  $2.60;  in  car 
load  lots,  $2.20.    Bags  10  cents  extra. 

T.ime— Grey,  34  cents  per  bushel;  white,  32  cents. 
Kelly  Island  lime  $2.10  per  200  lbs. 

Brick— No.  1  dry  pressed,  red  and  buff,  $35; 
common  red  stock,  $25;  common  grey  stock, 
$12;  No.  1  enamelled  brick,  all  colors,  from 
$100;  sandlime,  $12;  firebiicks,  $52.50. 

CRUSHED  STONE,  SAND,  AND  GRAVEL 
Crushed  Stone— 2-in.,  $2.50  per  yd.;  1-in.,  $2.75; 
M-in.,  $2.75;  stone  dust,  $2.25;  rubble  stone, 
car  load  lots,  delivered,  $13  per  cord.  Del- 
ivery south  of  Assiniboine  $1  extra. 

Sand  —  for    cement    or    brick     work.  delivered 

Winnipeg,  $1.85  per  cu.  yd. 
Gravel— Per  yd.,  delivered,  $1.85. 


Crushed  Granite— 1^  and  2-in.,  $2.65;  ^-in.  and 
1-in.,  $2.90;  J^-in.  and  dust,  $3.20. 

LUMBER  (BUILDING  MATERIAL) 
(15  per  cent,  discount  for  cash) 

Flooring — No.  2  red  pine,  4  in.,  $43;  6  in.,  $46; 
No.  3  red  pine,  4  in.,  $38;  6  in.,  $40;  No.  4 
red  and  white  pine  or  spruce,  4  in.,  $28;  6 
in.,  $32;  No,  1  and  2  fir,  edge  grain,  3  in,. 
$60;  4  in,  and  6  in,,  $55;  No,  3  fir,  edge  and 
flat  grain,  4  and  6  in,,  $45;  No,  4  fir,  ship- 
lap  grade,  4  and  6  in,,  $32;  common  2x6 
pine,  spruce  or  fir,  4  and  6  in,,  $33;  No.  2 
white  pine,  4  and  6  in.,  $65;  No.  3,  $45;  No. 
2  red  pine,  4  and  6  in.,  $46;  No.  3,  $40;  No 
4,  $32;  No.  5,  $24. 

Dimension  Timber  (No.  1  pine,  spruce,  tamarac, 
fir  or  cedar)— 8  x  8,  8  x  10,  10  x  10,  10  x 
12,  12  X  12,  $38;  10  x  14,  14  x  14,  14  x  16, 
6  X  10,  6  X  12,  8  X  12,  $.39;  10  x  16,  12  x  16, 
16  X  16.  14  X  18,  16  X  18,  18  x  18.  20  x  20. 
$40;  6  X  14,  8  X  14,  12  x  18,  18  x  20,  $42;  6 
X  16,  6  x  18,  6  x  20,  8  X  16,  8  X  18,  8  x  20, 
10  X  18,  10  X  20,  12  X  20,  14  x  20,  16  x  20. 
$43. 

Pine — 1-in.  common,  6  to  10  in.,  $105;  12  in., 
$110;  pine  trim  4-in.  casing,  $3.70  per  100 
ft.  6^ -in.  ditto,  $4.40;  8-in.  pine  base,  $6; 
10-in.,  $7;  4-in.  pine  window  stool,  $7.60. 

Shingles— No.  1  B.  C.  cedar,  $4;  No.  2,  $3.50; 
No.  1  B.  C.  cedar  dimension,  $5.50;  band- 
sawn,  $7. 

STEEL  AND  IRON 
Steel— Round    bars,   $2,35   per    100   lbs, ;  square 
twisted,  $2,45  per  100  lbs,  ;  channels,  angles, 
beams  and  plates,  $2,95  per  100  lbs. 
Cast   Iron   Pipes — Standard   price,  car  load  lots, 
f,o,b,  Winnipeg,  $38  per  ton, 

(Continued  on  page  fi2) 
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RAILS  BILLETS 
Concrete  Reinforcement  Bars 

Plain  Round,  Square  and  Cold  Twisted  Squares 

DOMINION  IRON  &  STEEL  COMPANY 

BAR  STEEL 


LIMITED 


Warehouse  Stocks  : 

SYDNEY,  N.  S. 
MONTREAL,  QUE. 
TORONTO,  ONT. 
FT.  WILLIAM,  ONT. 


Sales  Offices  : 

SYDNEY,  N.  S. 

MONTREAL 
112  St.  James  St. 

TORONTO 
18  Wellington  St.,  E. 


Mills  and  General 
Offices : 

SYDNEY,  N.  S. 


WIRE  NAILS 


and  other 


WIRE  PRODUCTS 


44 


THE  PLASTER 
THAT  LASTS" 


Founded  on  the  sound  basis  of  pure  raw  materials  and 
fathered  by  science  and  experience  in  the  making  "Pillar" 
Brand  Wall  Plasters  have  no  equal. 

Our  line  is'  extensive  —  covering  everything  in  Gypsum 
Products — from  crude  rock  to  the  finest  Dental  Plasters. 

Shipments  to  anywhere  by  rail  or  water 

The  lona  G3rpsum  Co.,  Limited 

lONA,  N.  S. 
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CURRENT  PRICES  OF  BUILDING  AND  ENGINEERING  MATERIALS— continued. 


(Continued  from  page  60) 
SEWER  PIPE 
Sewer  Pipe — Wholesale  prices  f.  o.  b.  Winnipeg, 
per  ft.,  3  in.,  9  cents;  4  in.,  11  cents;  5  in., 
16  cents;  6  in.,  IS'A  cents;  S  in.,  30  cents; 
9  in.,  35  cents;  10  in.,  40  cents;  12  in.,  50 
cents;  15  in.,  75  cents;  18  in.,  $1.00;  20  in., 
$1.50;  24  in.,  $2.00. 

SUNDRIES 

Hard  Wall  Plaster — Unsanded,  $13  per  ton;  sand- 
ed, $7.50,  delivered  on  job.  Plaster  of  Paris, 
$15.50  per  ton;  Hammer  Brand,  $3.75  per 
bbl.,  in  bags  $15.00. 

PAINTS  AND  OILS 
Paints  and  Oils — White  lead,  ground  in  oil,  $11.50 
per  100  lbs.;  boiled  linseed  oil,  in  bbls.,  98 
cents  per  gal. ;  raw  linseed  oil,  in  bbls.,  95 
cents  per  gal. ;  dry  red  lead,  $10.00  per  100 
lbs. ;  putty  in  bulk,  $3.25  per  bbl. ;  putty  in 
25-lb.  tins,  $3.75;  turpentine,  in  bbls.,  80 
cents  per  gal.  Mixed  paint,  ordinary  colors, 
per  gal.,  $3.10. 


VANCOUVER  PRICES 

CEMENT,  LIME,  AND  BRICK 
Cement — Grey  Portland,  $2.35  per  bbl  f.o.b.  ware- 
house, sacks  extra ;  Keens  cement,  $32  per 
ton,  sacks  extra;  fine  white,  $7.50  per  bbl.  of 
300  lbs.;  superfine,  white,  $9.50  per  bbl.; 
white  Portland  cement,  $7.50  per  bbl.  of  350 
lbs.,  sacks  10c  extra,  f.o.b.  Vancouver. 

Lime — $1.35  per  bbl.  f.o.b.  warehouse  or  delivered. 
Brick— Common  red  brick,  $10.50  to  $13.00  f.o.b. 


warehouse;  $10.50  to  $13.00  in  car  lots  f.o.b. 
Vancouver ;  pressed  red  brick,  $30  f.o.b.  wharf 
Vancouver ;  pressed  buff  brick  $40  at  ware- 
house ;  $33  in  car  lots ;  tapestry  brick,  $45  at 
warehouse;  impervious  brick,  $45  f.o.b.  builH- 
ings;  fire  brick,  $35  in  car  lots,  $40  in  ware- 
house; fire  clay,  $12  per  ton  in  car  lots. 

SAND  AND  GRAVEL 

Sand — Brick  and  plaster  sand  $1.35  per  cu.  yd. 
f.o.b.  bunkers. 

Gravel — $1.85  per  yard  delivered. 

LUMBER  (BUILDING  MATERIAL) 
Vancouver  prices  f.o.b.  mills : 
Timber  (B.  C.  nr)—  all  sizes  up  to  12  x  12,  $10 
to  $12;  up  to  14  X  14,  $11  to  $13;  sizes  from 
16  X  16  to  20,  8  x  20,  $13  to  $15  squares. 

Common  fir,  cedar,  hemlock  and  spruce — small 
dimensions,  up  to  20  feet,  $12;  22  to  32  feet, 
$14;  boards  and  shiplap,  $12;  No.  1  and  2 
edge  grain  flooring,  ceiling  and  siding,  $30; 
No.  1  and  2  flat  grain  flooring,  ceiling  and 
siding,  $25;  No.  1  XXX  B.  C.  shingles, 
$2.10;  fir  lath,  $2. 

STEEL  AND  IRON 

Vancouver  prices  f.o.b.  warehouse : 

Steel — (round  and  square  bars)  $3.25  base;  twist- 
ed and  deformed,  $3.25  base ;  structural  sec- 
tions, $5.00  to  $5.25. 

Galvanized  iron — 28  gauge,  $7.50  per  100  lbs. 


Corrugated  iron— 26  gauge,  6,  7  and  8  ft.  sheets 

$6.65,  5,  9  and  10  ft.  sheets,  .fe.SO  per  square. 
Black  steel  sheets,  24  gauge,  $5.10  per  100 
lbs. 

Steel  angles— $4.50  to  $5.00  per  100  lbs.,  depend- 
ing on  size,  quantity  and  specifications. 

Steel  channels,  beams  and  plates — $4.75  to  .t;5.25 
per  100  lbs.,  depending  on  size,  quantity  and 
specifications. 


SEWER  PIPE 

Sewer  pipe — Vancouver  prices  f.o.b.  warehouse: 
4-in.,  12}4c.  per  ft. ;  6-in.,  21c  ft. ;  8-in.,  30c 
ft.;  10-in.,  40c  ft.;  12-in.,  50c  ft.;  15-in., 
$1.05  ft.;  18-in.,  $1.25  ft.;  20-in.,  $1.50  ft.; 
24-in.,  $2.25  (all  net  prices). 


SUNDRIES 

Hard  wall  plaster — $15.00  in  car  lots  f.o.b.  Van- 
couver, bags  extra. 
Hydrated  lime — $13  in  car  lots. 
Alca  lime — $16  per  ton. 

Plaster  of  Paris — Hammer  brand,  $4.50  per  bbl. 
Finishing  Plaster — $18.00  per  ton,  sacks  extra. 
Welsh  slate— $11.50  to  $12.00  per  square,  f.o.l 
Vancouver. 

Rope — Manilla,   full  coil,   16c  basis;   2nd  grai^ 
liyic  basis;  sisal  rope,  12J4c  basis. 


PAINTS  AND  OILS 
Mixed  Paint— Per  gal.  $2.45  to  $3.00. 
White  lead— Ground  in  oil,  $14.90  per  100  lbs. 
100  lbs. 

Boiled  linseed  oil — In  bbls.,  $1.07  per  gal.  of  9 
lbs. 

Raw  linseed  oil — In  bbls.,  $1.05  per  gal. ;  red 
lead,  dry,  $14.00  to  $15.00  per  100  lbs.; 
putty  in  bulk,  ijbls.,  $4.00;  putty  in  25-lb. 
tins,  $4.85;  turpentine,  in  bbls.,  95  cents. 


llEKKIN(iBON[^?lim 

Why  Copper  Alloy  ? 

All  Herringbone  lath  is  now  made  from  copper  alloy  insteaci  of  orciinary  steel.  This  change  costs 
the  manufacturers  and  dealers  in  Herringbone  Copper  Alloy  Lath  thousands  of  dollars  a  year.  It  costs 
the  consumers  nothing. 

The  group  of  business  men  interested  in  promoting  Herringbone  sales  expect  the  increase  in  the 
volume  of  business  to  compensate  them  for  the  decreased  profit  per  yard.  This  increase  can  only 
result  from  a  definite  improvement  in  Herringbone  quality.  They  therefore  demanded  the  most  search- 
ing tests  before  adopting  the  new  policy. 

These  tests  consisted  of  seventy-five  quantitative  measurements  of  actual  corrosion  of  plain  steel 
l)C(!dcd  in  hard  wall  plaster  as  compared  with  seventy-five  identical  tests  on  copper  alloy.  Five  differ- 
ent brands  of  plaster  were  used.  The  time  tests  were  continued  until  corrosion  on  copper  alloy  (but 
not  on  plain  steel)  had  ceased.  The  average  of  all  these  tests  showed  that  copper  alloy  is  sixty-one 
I)er  cent,  more  efificient  than  plain  steel  in  resisting  hard  wall  plaster  corrosion.  Ask  for  the  booklet 
"Why  Copper  Alloy?" 

Clarence  W.  Noble  General  Sales  Agent 

117  Sun  Life  Building,  Toronto 
Metal  Shingle  &  Siding  Company^  Manufacturers 


$2.80,  $3.20,  $4. I'd,  »!.-). 
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Concrete  Bonding 
Lockers  for  Clothes 
Iron  Stairways 

Enquiries  solicited. 

CANADA  WIRE  &  IRON^ 
GOODS  CO.,  Hamilton 


A  STEAM  SEPARATOR 

of  the  receiver  type  is  a  difficult  piece  of  plate  work  to 
make  absolutely  and  permanently  tight.  That  is  the 
reason  why  we  developed  our  Welded  Separator — not 
a  single  rivet  in  its  construction,  every  joint  and  seam 
being  a  perfect  weld.  The  shell  is  lap  welded,  the 
heads  are  set  in  by  our  patented  Line  Weld  method 
and  the  necks  are  attached  by  our  patented  Interlock 
method. 


PinSBURGH  VALVE, 
FOUNDRY  &  CONSTRUCTION  CO 
PinSBURGH,  PA. 


4 


ATWOOD  ATWOOD 
ENGINEERS    FOUNDERS  MACHINISTS 

Represented  by  W.  M,  Campbell,  32  Albany  Ave.,  Toronto,  Ont. 


CANADIAN 
CHICAGO  BRIDGE&  IRON  WORKS 

BRIDGEBURG,  ONTARIO 

Our  Specialty  is  the  Design,  Manufacture 
and  Erection  of  Elevated  Steel  Tanks 
for  Municipal,  Railroadand  Factory  Service. 
We  also  design,  manufacture  and  construct 
Oil  Tanks,  Coaling  Stations,  Bridges,  Turn- 
tables, Building  and  Structural  Material. 

"Write  our  nearest  Sales  Ofifice  for  prices,  plans 
and  specifications.  Our  catalogue  No.  15  gladly 
mailed  to  you  upon  request." 

Salks  Offices:  — 
^  Bridgeburg,  Ontario,  130  Janet  Street 

■  |H_  j  I  SFCS         Cliicago,  Illinois,  2014  Old  Colony  Bldg. 

New  York,  N.  Y.,  30  Church  Street 
SHOP8:— Bridgeburg,  Ont. 
Built  for  CP. R.Montreal   Chicago,  111.  Greenville,  Pa. 


CONCRETE  MIXERS 

Four  Sizes.  From  50  yds.  to  200  yds.  capacity  per  day. 
Our  large  size  has  traction  drive. 

We  also  make  Towers  and  Tanks  for  Sprinkler  and 
other  purposes. 

Gas,  Gasoline  and  Oil  Engines,  Stationary  Mounted 
and  Traction. 

The  most  complete  line  on  the  market.  Hoists,  Com- 
bination pumping  and  water  supply  outfits  of  every 
description.    Steel  flag  poles,  etc. 


Send  for 
Catalogue 
if 

interested 


Our  50  Yard  Mixer 

Goold^  Shapley  &  Muir  Co. 

Limited 

Brantford        Winnipeg       Regina  Calgary 


BITUNAMEL 

Unsiupassed  for  waterproofing  foundations  and  prevent- 
ing rust  and  corrosion  on  exposed  iron 
and  metal  work. 

WRITE  FOR  SAMPLE 

The  Ault  &  Wiborg  Co.  of  Canada 
Ltd.,  Varnish  Works 


Montreal 


TORONTO 


Winnipes 


"Galvaduct"  and  '*Loricated" 

Conduits 

for  Interior  Construction 

Conduits  Company,  Limited 

Sole  Manufacturers  uader  Canadian  and  U.  S.  Letters  Patent 

Toronto      -  Canada 
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Directory  or 

Engineers 

Special 
Interests 

Chipman  &  Power 

Civil  £ng>ineers 

TORONTO  WINNIPEG 

Willis    Chipman.      Geo.    H.  Power. 


R.  S.  &  W.  S.  LEA 
Consulting  Engineers 

Water  Supply  and  Pui  ification,  Sewerage  and 
Sewage   Disposal,   Water  Power  Development. 
Tel.  Long  Distance  Uptown  6740-41 

New  Birks  Building,  MONTREAL 


OUR  PROCESSES  for  the  exact  and 
permanent  reproduction  in  con- 
crete, of  marble,  granite  and  onyx  effects  in  all 
colors,  are  what  we  have  to  sell. 

•Write  us  for  particulars  and  prices. 

ART  STONE  CO. 

Box  203  WAYNESBORO,  PA. 


STICK  TO  IT 

To  make  a  success  of 
advertising  one  must 
be  prepared  to  stick 
to  it,  like  a  barnacle 
on  a  boat's  bottom. 

CONTRACT  RECORD 
&  Engineering  Review 
TORONTO 


Canadian  Inspection  & 
Testing  Laboratories 

Limited 

Inspecting  Engineers 
and  Chemists 

Mill,  shop  and  i'lcld  inspec- 
tion of  bridges  and  struc- 
lural  work;  test  of  materi- 
als; mill  inspection  of  rails 
and  track  supplies;  found- 
ry insi)ection  of  steel  and 
iron  castings  of  all  classes; 
exjiert  examinations  and 
reports.  Representatives 
at  all  im])ortant  (.'anadiaii. 
American  and  luiropeaii 
Works. 


MONTREAL 


Head  Office 
and  Main  LaboratorieB : 

Branch    Offices    anrl    Labor.-itories — 
TORONTO.  WINNIPEG,  EDMONTON. 
VANCOUVEK    ;inrl    NEW  GLASGOW 


HADDIN  &  MILES 

LIMITED 

(Formerly  The  John  Gait  Engineering  Co.,  Ltd.) 

Consulting 
Civil  Engineers 

Water  Supply,  Sewerage,  Sewage 
Disposal,  Electric  Lighting 
and  Power 

WINNIPEG     —  CALGARY 


Telephone  Main  2734 

S.  W.  HAMILTON,  B.Sc,  McGill 

Consulting  Engineer  &  Gen.  Contractor 

Reinforced  Concrete,  Water  Works,  Sewers, 
Water   Powers.  Structural  Steel,  liridjies. 

Buildings.  &c..  &c. 
IVA   Gosford  St.  MONTREAL 


FRANK  BARBER 

Bridge  and  Structural  Engineer 

Steel  and  Reinforced  Concrete  Bridges  and 
Buildings,    Foundations,    Municipal  Work 

57  Adelaide  St.  East,  -  TORONTO 


Kobert  W.  Hunt, 
Thos.  C.  Irving,  Jr. 


Charles  Warnock, 
Jas.  W.  Moffat, 


Robert  W.  Hunt  &  Co. 

*  Limited 

Consulting  and  Inspecting  Engineerti, 

Chemists  and  Metallurgists 

Expert  inspection  and  tests  of  all  structural 
materials  and  mechanical  equipment. 

Inspectors  at  all  important  industrial  centres. 

Reports  on  Properties  and  Processes 

Head  Office  and  Laboratories : 
McGill  Building,  Montreal 
Branches : 

Toronto  Vancouver  London,  England 


AN6LINS 

'^  LIMITED  I 
CONTRACTING 
ENGINEERS 

MONTREAL 


BUILDING  WORK, 
LARGE  OR  SMALL. 
RECEIVES  OUR 
BEST  ATTENTION 


REID  &  BROWN 

Manufacturers  of 
OARBAQE  AND  REFUSE  INCINERATORS 
Steel  Beams,  Channels,  Angles, 
Plates,  Column  Sections,  Etc., 
Always  in  Stock 

fhone  Office  and  Works: 

Main  904  1)05  62  Esplanade  E.,  Toronto. 


R.  O. 
WYNNE  -  ROBERTS 
Consulting  Engineer 

310  TEMPLE  BLDG.,  BAY  STREET 

TORONTO 

Water  Supply,  Sewerage,  Sewage  Dis- 
posal; Civic  and  General  Engineering, 
Arbitrations,  Investigations,  Valuations, 
Reports,  etc. 


PATEN rs 


SECURED  OR  OUR 
FEES  RETURNED 

Being  next  door  to  the  Patent  Office,  we 
have  personal  interviews  with  Examiners, 
tlius  earlier  allowance  of  your  Patents.  We 
have  access  to  all  Records  and  solicit  tlie 
business  of  Manufacturers,  Engineers,  and 
others  who  realize  the  advisability  of  hav- 
ing theii'  Patent  business  transacted  by 
Experts       Send  for  our  Booklet,  etc. 

HAROLD  C.  SHIPMAN  &  CO. 
Reg.  Patent  Attorneys  Ottawa.  Canada 


Geo.  M.  Miller  &  Co, 

Architects 

Toronto  General  Trust  Building  TORONTO 


Crushed 
Stone 

BRICK 


Cut 

Stone 
SAND 

T.  A.  Morrison  &  Co.,  ^"^AVrpTi.^'- 


H.  J.  Griswold, 
Montreal. 


B.  W.  Seton. 

Toronto. 


Dominion  Engineering 
&  Inspection  Co. 

INSPECTING  and  TESTING  ENGINEERS 

Head  Office  and  Laboratories 
318  Lagauchetiere  St.  West, 
MONTREAL 

BRANCH  OFFICES: 
24  Adelaide  Street  East,  Toronto. 
707  Union  Trust  Building,  Winnipeg. 

Cement   Testing   and  Reinforced 
Concrete  Inspection. 
Mill,   Shop  and   Field  Inspection 
of  Steel  Structures  and  Bridges. 

Tests  and  Inspection  of  Iron  and 
Steel  Pipe,  etc. 

Expert  Examinations  &  Reports. 

Represented  at  New  York,  Pittsburgh  and 
Chicago;  Glasgow  and  London,  Eng. 
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''WORLD" 
UNIONS 


New  Model 


No  Leaks 
Self-Aligning 
Copper  Non-Corrosive  Seat 
Ball  Joint 

Be  Sure  You  Are  Righty 
Then  Go  Ahead ! 

The  "World"  Union  is  Righi 
ill  Design,  Material  and  Woik- 
manship.  It  is  ihe  Union  that 
you  will  finally  come  to. 

Why  Not  Start  Right  ? 

T.  McAVITY  &  SONS 

LIMITED 

HARDWARE  AND  METAL  MERCHANTS 
BRASS  AND  IRON  FOUNDERS 

St.  John,  N.  B.,  Canada 
Montreal  Winnipeg 


ELEVATED 

STEEL  TANKS 


Hemispherical  and 
Segmental  Bottoms 

Manufactured  in 

Pittsburgh,  Pa. 

Erected  Anywhere 

We  have  special  de- 
signs for  Municipal, 
Railway  and  Indus- 
trial service. 

Catalogue  No.  15 
sent  upon  request. 


Three  Rivers,  Quebec 
Wayagamack  Pulp  and  Paper 

Co.,  Ltd. 
50,000  gallons.     149  feet  to  top 
120.000     "  100  feet  to  top 


Pittsburgh-Des  Moines  Steel  Co. 

Pittsburgh,  Pa.  New  York  City  Dallas,  Texas 

945  Curry  Bldg.  .  42  Church  St.  Praetorian  Bldg. 

San  Francisco,  Cal.,  Monadnock  Bldg. 
Canadian  Representatives:  F.  H.  Hopkins  &  Co.,  Montreal,  Que. 

Des-Moines  Bridge  and  Iron  Co. 

Des  Moines,  Iowa,  938  Tuttle  Street. 


McGregor  &  Mclntyre 

Limited 

Toronto,  Canada 


OUR  NEW  OFFICE  AND  WORKS:     1139  SHAW  STREET 

Main  Structural  Shop:  130  ft.  x  400  ft. 

Area  of  Grounds:  Ten  Acres 

Capacity:  18,000  Tons  Annually 

We  build  and  erect  all  kinds  of  Structural  Steel  Work 
Roof  Trusses,  Bank  and  Office  Railings,  Stair 
Work,  Elevator  Grilles,  Fire  Escapes,  etc. 

Over  5,000  Ton*  in  Stock  of 

Beams,  Column  Sections,  Angles,  Tees,  Plates,  Bars, 
J  Checkered  Floor  Plates,  etc. 

TELEPHONES  : 

OfBce  and  Works:  Hillcrest  1614-1616-1616 
Private  exchange  connecting  all  department! 


r>6 
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Induced  Draft  Fans 

installed  in 

Calgary  Municipal  Power  Plant 


We  design  forced  and  induced 
draft  equipment  for  boilers 
and  furnaces,  fan  sy  stem  heat- 
ing, ventilating  and  drying 
apparatus,  blowers  and  ex- 
hausters for  all  purposes. 

Canadian  Blower  and  Forge  Co. 

Berlin,  Ontario  '-^^^t^** 

St  John      Montreal     Toronto      Winnipeg  Vancouver 


CUT  STONE 


We  were  the  contractors  for  the  cut  stone  for  Knox  College  Toronto,  as  illustrated  above. 
'  Send  us  details  and  we  will  quote  prices. 

Geo.  Oakley  &  Sons,  Ltd.,  278  Booth  Ave.,  Toronto 
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Works  at  Walkerville,  Ontario 


When    placing  your 
order  for 

HYDRANTS, 
VALVES 

and 

VALVE 
BOXES 

place  it  with  us. 


MADE  IN  CANADA 

Strong,  Substantial  and 
Mod  ern  Designs. 
Prices  right. 

Write  for  prices  and  see. 


I, 


> 


TIMITED 


VALVt -HYDRANT  MANUFACTURERS 

WALKERVILLE,  ONT. 


BOOKS 

for  Engineers 
and  Contractors 


The  following  Books  are  Offered  subject  to  Pre- 
vious Sale: 

British  &  Foreirn  Building  Stones,  by  John  Watson.  Pub- 
lished in  1911  at  the  University  Press,  Cambridge,  Eng- 
land.    483  pages.     Price  50  cents. 

Centrifugal  Pumps,  by  R.  L.  Daugherty.  Published  in  1916 
by  McGraw-Hill  Book  Company.  190  pages,  illustrated. 
Price  $2.00. 

Construction  of  Masonry  Dams,  by  Chester  W.  Smith.  Pub- 
lished   in    1915   by    McGraw-Hill    Book  Company, 
pages,  illustrated.     Price  $3.00. 

Dams  &  Weirs,  by  W.  G.  Bligh^  Published  in  1915  by  the 
American  Technical  Society.  '20C  pages,  illustrated.  Price 
$1.50. 

History  of  Bridge  Engineering,  by  Henry  Grattan  Tyrrell, 
C.E.    480  pages,  illustrated.     Price  $5.00. 

Hydraulics,  by  Ernest  H.  Sprague,  with  worked  examples  and 
89  illustrations.  Published  by  Scott,  Greenwood  &  Son 
in  1914.     Price  $1.00. 

Irrigation  Practice  and  Engineering  (Volume  One),  by  B.  A. 
Etcheverry.  Published  in  1915  by  McGraw-Hill  Book 
Company.    213  pages,  illustrated.     Price  $2.00. 

Irrigation  Practice  &  Engineering  (Vol.  2),  by  B. -A.  Etche- 
verry. Published  in  1016  by  McGraw-Hill  -TJook  Com- 
pany.   364  pages,  illustrated.     Price  $3.50. 

Irrigation  Practice  &  Enginieering,  Volume  3,  by  B.  A.  Etch- 
everry. '  Just  published  by  McGraw-Hill  Book  Company. 
438  pages,  illustrated.     Price  $4.00. 

Locks  and  Builders'  Hardware,  by  Henry  R.  Towne.  Pub- 
lished in  1904  by  John  Wiley  &  Sons.  1,116  pages,  illus- 
trated.    Price  $1.60. 

Practical  Mathematics  for  the  Engineer  and  Electrician,  by 
Elmer  E.  Burns  and  Joseph  G.  Branch.  Second  edition. 
Published  by  the  Joseph  G.  Branch  Publishing  Company  in 
1914.     143  pages,  illustrated.     Price  $1.00. 

Some  Considerations  Regarding  Cast  Iron  and  Steel  Pipes,  by- 
John  Sharp.  Published  in  1914  by  Longmans,  Green  & 
Company.     142  pages,  illustrated.     Price  $1.50. 

Steel  Bridge  Designing,  by  Melville  B.  Wells,  C.E.  Published 
by  Myron  C.  Clark  Publishing  Company  in  1913.  260 
pages,  illustrated.     Price  $2.00. 

Surveying  Manual — A  Manual  of  Field  and  Office  Methods  for 
Use  of  Students  in  Surveying,  by  William  D.  Pence,  C.E., 
and  Milo  S.  Ketchum,  (J.E.  Published  in  1915  by  Mc- 
Grav^-Hill  Book  Co.    388  pages,  illustrated.    Price  $2  00. 

Use  of  Water  in  Irrigation,  by  Samuel  Fortier.  Published  in 
1915  by  ^cGraw-Hill  Book  Company.  265  pages,  illus- 
trated.    Price  $2.00. 

Water  Power  Engineering,  by  Daniel  W.  Mead,  2nd  edition. 
The  Theory,  Investigation  and  Development  of  Water 
Powers.  Published  in  1915  by  McGraw-Hill  Book  Com- 
pany.    843  pages,  illustrated.     Price  $5.00. 

Waterworks  Engineering.  A  Practical  Treatise  on  the  Con- 
struction of  Waterworks  for  the  use  of  Engineers  and 
.Students  of  Engineering,  by  Fred.  C.  Uren,  M.  Inst.  C. 
E.  I.  With  numerous  plates  and  1R6  illustrations.  Pub- 
lished by  Castle  Litho  Limited,  Bristol,  England,  in  1914. 
208  pages.     Price  $3.00. 
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"DOMINION"  Wire  Rope 

Made  in  Canada 


St.  Catharines 


Keep  your  Money  in  Canada  by 
Purchasing  your  Goods  at  Home 

THE  DOMINION  WIRK  ROPE  CO. 

Limited 

MONTREAL  Winnipeg 


STONE  an"^  quarry  EQUIPMENT 


The  simplicity  and  the  giant  strength 
of  the 


''RELIANCE'' 

Crusher  needs  no  comment. 
Let  us  quote  you 


"MARION"  STEAM  SHOVELS 


The  best  testimonial  on  the  value  of 
MARIONS  in  Stone  Work  is  found  in 
the  great  number  that  are  employed  in 

Quarry  Service 

Keep  your  plant  up  to  its  greatest  ef- 
ficienqy  by  using  our 

HOISTING  ENGINES,  BOILERS  and 
"RANSOME"  MIXERS 


Branch 


St.  Catharines,  Ont. 


Head  Office: 

MONTREAL 


J 


